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CHAMPION 

SCREENS  and  ELEVATORS 


Kock  Crushers. 

Elevators, 

Screens. 

Bins, 

Spreading 

Wagons 

Dump  W  agons 

Contractors' 

Plows 


Road  Graders, 
Levellers  and 
Drags. 

Road  Rollers, 

Sprinklers, 
Sweepers  and 
Cleaners. 

Street  Cleaners' 
Hand  Carts. 


"32"  Champion  Revolving  Screen. 


"Champion"  Revolving  Screens  are  built  in  all  sizes,  with  perforations  that  will  turn  out  any  size  of  stone  desired. 
"Champion"  Screens  have  a  record  for  durability.    Give  us  your  specifications  and  let  us  quote  you. 


MANUFACTURED  BY 


The  Dominion  Road  Machinery  Co.,  Limited 

WRITE  OUR  NEAREST  BRANCH 

m  Mollis  Street.  Halifax,  N.S.  Cor.  8th  Ave.  and  3rd  Street  West,  Calgary,  Alta. 

518  Power  Building,  Montreal,  Que.  10237  109th  Street,  Edmonton,  Alta. 

89  Dalhousie  Street,  Quebec,  Que.  009-013  Bank  of  Ottawa  Building,  Vancouver,  B.C. 

413  Mclntyre  Building,  Winnipeg,  Man. 


Factory  and  Head  Office — 


GODERICH,  ONTARIO 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

2 — 6  x  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6l/2  x  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
r — 5  x  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  ]/2  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6%  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 


H.  E.  PLANT  1790  St.  James  Street,  Montreal,  Que. 

■  LEONARD  &  SON'S  St.  John,  N.  B. 


-Agents— 


ROBT.  HAMILTON  &  CO  Vanoouver.  B.C. 

KELLY-POWELL,  LTD  McArthur  Bldfc.  Winnipeg, Man. 
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This  symbol  is  a  guarantee  of  quality  in  Rubber  Goods. 

It  represents  the  largest  manufacturing  concern  of  Rubber 
Goods  in  Canada,  and  in  the  British  Empire. 

It  distinguishes  the  best  "  Made  in  Canada  '  line  of  Rub- 
ber Goods  for  Contractors  and  Engineers. 

It  stands  for  the  quickest  service  within  your  reach.  Don't 
accept  our  statement  for  this  fact.  Put  us  to  the  test  and  see 
for  yourself. 

Our  aim  is  to  serve  and  please  you  and  those  you  serve. 
Whatever  the  need  in  rubber  may  be,  write  to  our  nearest 
branch,  or  direct  to  our  Head  Olhce. 


Canadian  Consolidated  Rubber  Co. 

Limited 

Montreal,  P.  Q. 

28  "Service"  Branches  Throughout  Canada 
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Pavement  that  Eliminates  High  Cost  is— 

Concrete  with  "DOLARWAY  SURFACING 


\\  hen  Concrete  is  laid,  to  make  it  permanent,  spread 
"Dolarway"  over  the  entire  surface.  No  matter 
how  well  a  plain  Concrete  road  is  constructed,  IT 
WILL  CRACK  if  it  is  not  protected.  "Dolarway" 
is  the  logical  surfacing,  because  the  initial  cost  and 
the  maintenance  is  reduced  to  the  absolute  minimum. 


Besides  the  extreme  lowness  of  cost,  "Dolarway"  is 
ideally  suited  for  all  localities.  "Dolarway"  is  not 
a  speculative  surfacing,  because  it  has  been  used 
under  the  most  trying  conditions  and  not  found 
wanting.  Our  representative  will  explain  in  more 
detail  to  you  of  the  "Dolarway"  merits — or  a  book- 
let upon  request. 


Inexpensive  First  Cost  Inexpensive  Maintenance 

For  further  particulars  write  to 

THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD.  S^SS^JSS 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Work) :  Seigneuri  4  William  Sts.,  Montreal. 
Manufacturer!  of  Boilers,  Castings,  Condensers,    Elevaton,  Engines,   Filters,   Forgines,  Hydraulic 
Machinery,  Pumpi,  centrifugal  and  reciprocating,  Steam    Turbines,    Tanki,    Water    Whtels,  Water 

Worki  Planti. 


Lcchine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160lbs.  fir. 
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PIATT  IRON  WORKS'  -  DAYTON,  OHIO. 
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Triplex  Pumps 


Smith-Vaile  Class  B  Single  Acting  Triplex  Pumps 


Especially  designed  for  House  Supply, 
Boiler  Feeding,  Water  Works  and  General 
Service. 

Rugged,  substantial  construction  suitable 
for  the  hardest  and  most  exacting  service. 

Illustration  shows  the  highest  type  of  Tri- 
plex pump  that  can  be  desired.  Four  main 
bearings.  Crankshaft  of  selected  steel.  Sin- 
gle acting  plungers,  outside  packed.  Cross- 


Standard 

Pumps  for 

Every 
Service 


heads  working  in  bored  guides  in  frame,  re- 
lieving packing  glands  and  boxes  of  lateral 
pressure.  Crossheads  of  size  4x6  and  larger 
fitted  with  adjustable  shoes. 

Shaft  bearings  lined  with  bes  quality  anti- 
friction metal.  Gears  of  close  grained  cast- 
iron,  machine  cut. 

Water  valves  of  the  composition  or  metal 
best  suited  for  the  liquid  to  be  handled. 


ATLANTA 

HOSTON 

BALTIMORE 

BIRMINGHAM 

CHICAGO 

CINCINNATI 


Piatt  Double  Suction 
Centrifugal  Pumps 

Split  case  features  insure  accessibility.  Their  rugged 
construction  guarantees  efficient  and  continuous  service 
whether  installed  where  every  facility  is  at  hand,  or  in 
the  most  isolated  parts  of  the  world. 

Bulletin  No.  762  fully  describes  them. 

Smith-Vaile 
Yoke  Type  Boiler  Feed  Pumps 

Provided  with  removable  and  interchangeable  water 
cylinder  linings  and  adjustable  packed  water  pistons, 
permitting  compensation  for  wear. 

Bulletin  No.  7SCJ  will  interest  every  engineer. 

Smith-Vaile 
General  Service  Pump 

Well  designed  in  all  points  that  contribute  to  effici- 
ency, durability  and  satisfactory  operation.  Strength 
and  quality  of  metal,  direct  water  passages  insuring  air 
p >cket  freedom,  accessibility,  liberal  valve  area  and  few 
working  parts. 

Bulletin  No.  780  covers  the  complete  line. 


Stilwell  Feed  Water  Heaters 

Class  "O"  Type 

Either  Thoroughfare  or  Switch  Valve  Type.  Fitted 
with  float  controlled  or  water  seal  overflow  as  may  be 
necessary.  Single  piece  castings,  special  design  for  raw 
water  control,  perfect  filtration,  make  them  pre-eminent. 

Bulletin  No.  783  is  descriptive. 


Victor-Francis  High  and  Low 
Head  Water  Wheels 

The  epoch-making  installation  of  Victor  Francis  equip- 
ment to  produce  50,000  horse  power  at  Cohoes,  N.  Y., 
indicates  the  high  efficiency  that  can  be  obtained  with 
well  designed  and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  and  71U  describe  the  line. 

Smith-Vaile  Compound 
Duplex  Pumping  Engines 

Economical  steam  construction  by  multiple  expansion. 
Undeveloped  energy  of  steam  after  the  completion  of  the 
stroke  in  initial  cylinders  is  conserved  and  employed  in 
expansion  cylinders.   A  saving  of  from  25 to  35  per  cent. 

Bulletin  No.  7SU  gives  details. 

Smith-Vaile  Triplex  Pumps 

Belt  Drive    Chain  Drive    Direct  Geared 

Four  bearings  insure  reliability  for  day-by-day  service 
in  a  practically  unlimited  range  of  application.  May  be 
belt  driven  from  any  available  source  of  power,  or  direct 
connected  by  coupling,  gears  or  chain  to  any  form  of 
motive  power. 

See  Bulletin  No.  741. 

Smith-Vaile 
Cottonseed  Oil  Presses 

With  built-up,  indestructible  all-steel  boxes.  The 
boxes  can  come  together  empty,  under  full  pressure, 
without  damage.  The  platen  or  ram  block  is  of  serni- 
stcel  and  of  ample  thickness. 

Bulletin  No.  684  on  request. 


PL  ATT  IRON  WORKS 


DAYTON,  OHIO 


Representatives  in  Principal  Cities  Insure  Prompt  and  Efficient  Service 


CLEVELAND 

COLUMBIA,  S.  C. 

DALLAS 

DENVER 

DETROIT 

HAVANA 


INDIANAPOLIS 

T ACKSONVILLE 

KANSAS  CITY 

LONDON 

LOS  ANGELES 

MEMPHIS 


M  KX  ICO  CITY 
MINNEAPOLIS 
MONTREAL 
NEW  ORLEANS 
NEW  YORK 
OMAHA 


PHILADELPHIA 
PITTSBURG 
PORTLAND 
RICHMOND 
SAINT  LOUIS 
SALT  LAKE  CITY 


SAN  ANTONIO 
SAN  l-'RANCISCO 
SEATTLE 
SPOKANE 
TORONTO 

YOUNGSTOWN,  OHIO 
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Air  Compressor* 

Can.  Ingeisoll  Kand  Co.  Lid 
PUti  lion  Woiki 

Aluminium 

Spidnwon  Agencies  Rcgd 

Air  Hoists 

Northern   Crane  Works 

Architectural  Iron  Work 

Canada  Wne  &  lion  Goods  Co. 
McGicgor    &  Mclntyre 

Architectural  Terra  Cotta 

Toronto  Plate  Class  Imp'tg.  Co. 

Ash  Hoists 

Cillis  &  Ceoghegan 

Asphalt 

Asphalt  &  Supply  Company 

Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 

Blowers  and  Compressors 

Canadian  Dlower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Boilers 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsii  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 

Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Brick 

American  Enamelled  Brick  Co. 

Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 

Buckets 

Beatty  &  Sons,  M. 
Canadian   Link-Belt  Company 
Hopkins  &  Co..  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Mansfield   Engineering  Co. 
Radigan   &  Company,  John 

Brick  Machinery  and  Supplies 
Sheldons  Limited 

Bridges  (Steel) 

Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dickson  Bridge  Works 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Building  Papers 
Bird  &  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 

Mansfield  Engineering  Co. 

Cable  Terminals 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.  Lumber  Commissioner 

Cement  Waterproofing 

Patcrsou  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 

Blair,  B. 

Dominion  Concrete  Company 

Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 

Goold,  Shapley  &  Muir  Co. 

Hopkins  &  Co.,  F.  H. 

Ideal  Concrete  Machinery  Co. 

London  Concrete  Machinery  Co. 

Mussens  Limited 

Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John.V. 
Contractors'  Lights 

Foster,  W.  L. 
Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 
Company 

Can.  Fairbanks-Morse  Company 

Dake  Engine  Company 

Dominion  Road  Machinery  Co. 

Goodwin,   Barsby   &  Company 

Marsh  &  Henthorn 

Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Canadian    Link- Belt  Company 
i.ocnlwin,  Barsby  &  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 

Core  Drills 

Can.  Ingeisoll- Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 

Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Crushed  Stone,  Limited 
Hagersville   Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion   Road   Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  II. 
Marsh  &  Henthorn,  Limited 
National  Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 

Canadian  Equipment  Company 

Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingei soil-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Woiks 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.  Co.,  Philip 

Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  15.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric  Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario   Wind    Engine  &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American   Enamelled    Brick  & 
Tile  Company 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Manstield  Engineering  Company. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.  Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 

Bowman  &  Connor 
Chipman  &  Power 
Doniinion  Engineering  &  Inspec- 
tion Company 
Iladdin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 

Ferro-Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 


July  5,  1916 


THE   CONTRACT  RECORD 


T 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining's 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone(Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


Another  Triumph 

A  Ford  Meter  Tester 
for  $45 


The  "Baby"  Ford  is  a 
real  triumph,  for  it  pos- 
sesses all  the  high  quality 
of  every  Ford  product. 
The  secret  of  the  low  price 
is  due  to  the  simplicity  of 
construction.  This  sim- 
plicity enables  you  to  test 
your  meters  rapidly  and 
accurately.  That  means 
time  and  money  saved. 
The  "Baby"  Ford  elimin- 
ates troublesome  fittings, 
hose  and  other  useless 
contraptions. 

The  "Baby"  Ford  will 
pay  for  itself  in  increased 
water  receipts.  Let  us 
show  you. 

Write  for  details  now. 

The  Ford  Meter 
Box  Co. 

Wabash,  Ind. 


New  Glasgow  N.S. 

and  Sr.JOHNS.RQ. 


w 


Sewer 
Pipes 


ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :    St.  Johns.  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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Eire  Escape* 

l>nim»  Wiir  &  lion  Works  Co. 
Manitoba  Bridge  &  Iron  Works 
.VK'i'.irsot  &  Mclntyre 

Fl»g  Poles 

Ontario  Wind  Engine  &  rump 
Company. 

Flooring  Materials 

Armstrong  Coik  Company 

Fuel  Economiiers 
Mm  levant  Co.  ol  Can..  Ltd.,  B.  F. 

Furnaces 

Smart  Mfg.  Company,  las. 

Forges  _  _ 

i  anadlan  Blower  and  rorge  to. 
Sheldons  Limited 

Gas  Engines 

i.       I.  >  apley  &  Muir  I  o. 

Caroline  Engines 

Moving  Hydraulic  &  Engineering 

Company 
Canadian   Fairbanks-Morse  Co. 
flood,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 

Company. 

Glass 

Consolidated  Class  Company 
Luxfer  Prism  Company 
Toronto  Plate  Class  ttnp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company. 

Gravel  Buckets 

Mansfield  Engineering  Co. 

Hammer  Drills 

Canadian  IngcrsollRand  Co. 
Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtcvant  Co.  of  Can.,  Ltd..  B.  F. 


Heat  Insulating  Materials 

Armstrong  t  oik  Company 

High  Duty  Pumping  Engines 
Piatt  lion  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 

Realty  &  Sons,  M. 

Canadian  Ingcisoll  Rand  Co. 

Cillis  S:  (icoghegan 

Coold,  Shapley  &  Muir  Co. 

London  Concrete  Machinery  Co. 

Marsh  &  Henthorn 

Musscns  Limited 

National   Equipment  Company 

Northern  Crane  Works 

Pollard  Mfg.  Company 

Hoisting  Engines 
Iteatly  &  t>ons,  M. 
Hopkins  &  Company,  F.  II. 
Marsh  &  Hcnthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshorc-Thompson  Pipe  Co. 
Kerr  Engine  Company 
MeAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Undergi  ound  Cable  Co. 
of  Canada.  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
t  ompany. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 

Northern   Crane  Works 

Kilns 

Canadian   Blower  and  Forge  Co. 

Sheldons  Limited. 

Stui  levant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American   Lead   Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  lions  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotive  Hoists 

Canadian    Link-Belt  Company 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 

Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtcvant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

C  ompany 
Wayne  Oil  Tank  &  Tump  Co. 


Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

I. 'Air  Liquide  Society 

Paints  and  Varnishes 

lirandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 

Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian  Dolarway  Pacing  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson    Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


"SUPERIOR  GRAPHITE  PAINT" 


-ON— 


MEANS 

PROTECTION 


ITS  USE  INSURES  these  costly  structures  AGAINST  CORROSION 

"Superior  Graphite  Paint"  is  unaffected  by  the  weather,  gases,  or  brine  drippings. 

Special  Coatings  Made  for  Salt  Water  Exposures 

The  use  of  "  Superior  Graphite  Paint  "  and  the  Special  Protective  Bridge  Coatings  made 
by  this  Company  has  steadily  increased,  and  their  use  by  the  leading  railways  and  munici- 
palities is  a  guarantee  of  their  quality. 


Write  for  full  particulars  to- 


DOMINION  PAINT  WORKS,  LIMITED 

Montreal  WALKERVILLE,  ONT.  Winnipeg 

Toronto  Made  in  U.  S.  A.  by  DETROIT  GRAPHITE  CO..  Detroit,  Mich.  Vancouver 
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QUALITY  SERVICE 

STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

Railway  Track  Equipment 

As  Manufacturers  of  material  required  by 
you,  we  are  interested  in  securing  your 
business,  and  if  given  an  opportunity 
to  quote  on  your  specifications, 

WE  WILL  GET  IT 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 

HAMILTON       TORONTO       MONTREAL  WINNIPEG 
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CLASSIFIED   INDEX  TO   ADVERTISEMENTS— Continued 


Pipe  and  Boiler  Coverings 

Itonuiiion  Paint  Works 

Punts  ( Bridge  and  Structural  Iron 
and  Pipe  Coating) 
!'atei»on  Nltfi    C  ompanv 
Spielniann  Agcnrirs  (Rgd.) 

Pencils  (Lead) 

American  l.ead  Pencil  Company 

Perforated  Metals 

Canada  Wire  Jk  Iron  Goods  Co. 

Pile  Driving  Machinery 

Heatty  &  Sons.  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  II. 
Marsh  &  llenthorn.  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh   Valve,   Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mtg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Iona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 
American  Well  Works 
lii.HIN   \  Sons.  M 

Boving  Hydraulic  &  Engineering 

Company 
i  tnadiln  ftlowci  ami  Forge  Co. 
i  uuadian   Fairbanks  Mm sc  Co. 
Canadian  1  ngcrsoll- Rand  Co. 
l  ook.  A.  P. 
Darling  Bros. 

Hopkins  &  Company,  F.  II. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company, 

Piatt  Iron  Works 

Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &•  Company,  F.  H. 
Goodwin,  Rarsby  &  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  II. 


Ready  Roofing 

Bird  &  Son 


Revolving  Stone  Screens 

Goodwin,  Rarsby  &  Company 


Reinforcements.  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods. Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

1 1, 'minion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 

Roofing  Material 

Bird&  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Sand  and  Gravel  Plants 

Mansfield  Engineering  Co. 

Safes  and  Vaults 

Can.  Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 

Screens 

Canada  Wire  &:  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company  _ 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.    Lumber  Commissioner 


Shovels  (Steam) 
Heatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.   Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 


Skylights 

Pedlar  People  Limited 


Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon.  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsbtirgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Steam  Appliances 

Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,   Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 


Model  A  Hoist  in  operation. 
After  load  is  raised  to  proper 
point,  hoisting  head  revolves  on 
ball-bearings  and  can  is  deposit- 
ed on  sidewalk  without  lifting. 


'Made  in  Canada' 


"Made  in  Canada' 


THE  G  &  G  Telescopic  Hoist  Model  A  (illustrated)  is  sturdy  in 
construction,  speedy  in  operation — and  provides  for  safety  first 
at  all  times.    Does  its  work  noiselessly,  conveniently,  and  re- 
quires  the  services  of  but  one  man  for  the  entire  operation  of  ash 

removal. 

Raises  load  at  guaranteed  speed  of  30  feet  per  minute.  No  part  has 
a  factor  of  safety  less  than  eight  based  on  ultimate  strength  of  material 
when  load  of  500  lbs.  is  raised.  The  Patented  gear  shifting  device 
automatically  throws  gears  out  of  mesh  when  brake  lever  is  used  to 
lower  load.  '  Thus  nothing  moves  when  lowering  except  cable  drum, 
and  the  hoisting  handle  does  not  revolve.. 

The  automatic  steady  pin  is  a  patented  device  which  holds  hoisting 
head  rigid  while  operator  turns  hoisting  handle.  The  band  brake 
is  lined  with  a  special  asbestos  wire-wove  brake  lining.  Every  hoist 
is  subjected  to  thorough  working  test  before  shipment. 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


m     BLACK     BUILDING  SUPPLY 
CO..   LTD.,  TORONTO. 
Agents  fo-  Ontario 

mmaw    iiiiiiii  iiiiiiiiiiiiiiiiiiii'iiiiiiiniiiiiiiiiiiiiiiiiiiF'iii 


WM.    N.    O'NEIL    CO.,  LTD. 
VANCOUVER, 
Agents  for  British  Columbia 


B.  ft  S.  H.  THOMPSON  ft 
LTD.,  MONTREAL 
Agents  for  Quebec 


CO.,  W.  T.  GROSE. 

Agent  for  Manitoba,  Saskatchewan.  = 
Alberta,  Winnipeg. 
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Burlington  Steel  Co. 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Twisted  Squares,  Angles,  Flats, 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 
3/4',  7/8"  and  1"  Channels  for  use  with  Metal  Lathing 
Prompt  Shipment  from  Stock 


Macadam  Roads 


must  be  built 
of  a 

Tough 
^  Stone 

that 
will  cement 


WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville  -  Ont. 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 


Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


The  Elevated 
Drum  allows  a 
great  descent 
for  the  concrete. 
Provides  for  a 
rapid  delivery. 


LONDON 

Paving  Mixer 

Forward  Loader  and  Rear  Dis- 
charge take  up  little  room  on 
the  roadway. 

Traction  Drive.  Moves 
anywhere  with  its  own  power. 

The  Rotary  Delivery  Chule  turns 
in  a  complete  half  circle,  also  opens 
up  at  different  points.  The  concrete 
is  distributed  to  any  part  of  the  road 
No  wheeling.  No  shovelling 
of  concrete. 

ONE-THIRD  LESS  MEN  REQUIRED.  A  BETTER  JOB.  We  guarantee  that  this  Machine  will  deliver  Con- 
crete on  a  roadway  at  a  saving  of  I  0  per  cent  over  any  other  type  of  Machine.    Full  particulars  on  request.     Send  for 

Catalogue  No.  1A. 

We  have  twenty-three  different  sizes  and  styles  of  Mixers. 
Also  a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 

THE  LONDON  CONCRETE  MACHINERY  CO.,  LTD. 

LONDON,  ONTARIO 

Branches  and  Agencie*  in  every  large  City  in  Canada 

World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 
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All  Metal  Hospital 
Furniture  is  Made  Better 
by  this  Process 

Many  large  manufacturers  of  all-metal  hospital 
furniture  are  employing  oxy-acetylene  welding  to 
improve  and  simplify  the  finished  article,  and,  at 
the  same  time,  cut  production  cost. 

Oxy-acetylene  welding  is  less  expensive  and  su- 
perior to  riveting — provides  a  better,  neater  ap- 
pearing and  more  lasting  joint. 

There  is  practically  no  line  of  metal  manufactur- 
ing or  repairing  in  which  oxy-acetylene  welding  has 
not  already  established  itself  firmly  as  standard, 
routine  method. 

Every  desirable  feature  of  oxy-acetylene  welding 
and  cutting  is  provided  by  the 


Employs  both  gases  (acetylene  and  oxygen)  in  portable 
cylinders.  Prest-O-Lite  Dissolved  Acetylene  (ready- 
made  carbide  gas)  is  backed  by  Prest-O-Lite  Service, 
which  provides  dry,  purified  gas,  insuring  better  welds, 
quicker  work,  and  lower  cost,  and  also  avoids  the  large 
initial  outlay  and  heavy  depreciation  incurred  in  mak- 
ing crude  acetylene  in  a  carbide  generator. 

The  necessary  equipment  is  not  expensive.  We  furnish  high- 
grade  welding  apparatus  for  $7fj,  acetylene  service  at  addi- 
tional cost.  Also  adaptable  for  oxy-acetylene  cutting  by  the 
addition  of  a  special  cutting  blow-pipe.  Thorough  instructions 
are  furnished  free  to  every  user  of  Prest-O-Lite  Dissolved  Acety- 
lene- any  average  workman  who  understands  metals  can  learn 
the  process  quickly  and  easily. 

If  you  are  interested,  we  will  gladly  send 
illustrated  literature  and  interesting  data 
showing  actual  instances  of  savings  and 
manufacturing  improvements  made  by  others. 
It  may  suggest  valuable  ideas  to  you  in  hand- 
ling similar  work.    ASK  FOR  IT. 

The  Prest-O-Lite  Co.,  Inc.,  Dept.  E 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 
Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

Factory  Branch  —  WINNIPEG,  Man. 
53  Branches  and  Charging  Plants 
Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA. 


Building  a  Big  Bridge 


(Ad  No.  8  of  a  Series) 

The  HOPPLE  STREET  VIADUCT,  Cin-  Sandwi';^jeoint. 
cinnati,  a  new  bridge  of  unique  design — 26 
skew  spans  70  to>£0  ft.  lung — of  "cantilever 
arch"  construction,  is  a  monument  to 

CAREY 


EXPAlJsiOlJ 

JOI  NT 

lie  original  and  only  Elastite  Joint,  used 
throughout  its  construction. 

For  list  of  important  installations  and 
other  information,  address  Elastite  Dept. 

THE  PHILIP   CAREY  COMPANY 

TORONTO  MONTREAL 


FOR  SALE 


1  No.  2  Thew  Shovel  on  rail- 
way trucks—  $1,800.00 

Model  No.  28  Marion  Revol- 
ving Shovel— $1,800.00 

2  Model  No.  31  Marion  Revol- 
ving Shovels— $2,800.00  each. 


2  Vulcan  Dinkies,  9  x  14  Cy- 
linders $1,000,00  each 
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S'cjm  Engine] 

bun  levant  i  <•  oi  I  an.,  Ltd., 


II  P. 


Steam  Turbines 

McDougall  i  aledonian  Iron  Wks. 

Slurtevani  Co  uf  Can..  Ltd.,  II.  F. 


Steel 

Hopkins  &  Company,  F.  II. 
Sled  Company  of  Can.  Ltd. 


Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  I'.  H. 
Meet  Company  of  Can.  Ltd. 


Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page  Ilersey   Iron  Tube  &  Lead 
Co..  Ltd. 


Steel  Plate  Construction 

Waterous  Engine  Works  Co. 


Steel  Sash 

S'ecl  &  Radiation  Limited 


Stone 

llritnell  &  Company 
llagersvillc  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sackville  Freestone  Company 


Stone  Working  Machinery 

Pollard  Mfg.  Company 


Structural  Iron  and  Steel 
lllli  liii^lon  Steel  Company 
Can.  Chicago  Bridge  &  lion  Wks. 
DeaMolnei  Bridge  &  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime   Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgli  UesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Surveyors'  Instruments 

Dikeman  Surveyor  Company 
Heller  &  Brightly 


Swinging  Gears 

Dake  Kngine  Company 


Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shaplcy  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Ilenthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 


Telescopic  Hoists 

Black  Building  Supply  Company 
C.illis  &  Geoghegan 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 


Tile  Moulds 

London  Concrete  Machinery  Co. 


Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian    Billings    &  Spencer 
1  .invited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshoi  e-Tliomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating' Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 


Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Roving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding   and   Cutting  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver    Wood   Pipe   &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver    Wood    Pipe   &  Tank 
Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  pure  carbon,  and  is  therefore  unaffected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
t  otnmonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  B-H  Graphite  Paint  being  made  from  pure  Graphite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  painting  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


R RAN  D  R AM - U EN PER SO N 

^^^mmmmmmmm—mmmmmmmm^^mmm  X  JL  wmmmmmmmmmmmmmmmmmmmm  limited 


Montreal 


■ 
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Washing  Plant  at  Frenchman's  Bay. 


SHARP 

WASHED 


SAND 

In  Bins — Princess  St.  Dock 
Quality  Guaranteed 

335,*.  CRUSHED  STONE  TRAPR0CK 


GRANITE 


G.T.R.  and  C.P.R. 


Yards 


CEMENT 

(  Pape  Avenue  and  G.T.R 

I  Lansdowne  Ave.  and  Dundas  St. 

I  Lawton  Ave.  and  G.T.R. 

I  Berkeley  St.  and  Esplanade 


Rogers  Supply  Co.,  Ltd, 

28  King  St.  West,  TORONTO 


Built  of  Sackville  Freestone 

Block  Stone 
Dimensions 
Random 
Shoddy 
Head  Sills 
Stone  Sawing 


"Quarried  in 
Canada  " 


Bank  of  Montreal,  Moncton,  N.  B. 


Sackville  Freestone  Company,  Limited 

Sackville,  N.  B. 

Toronto  Representative:  A.  W.  Steward,  Builders'  Exchange 
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Pipe 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in,  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 

Further  particulars  and  prices  will  be  sent  upon  request. 

B.  Blair  Company,  Limited 

Woodstock,  Ontario 
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MacLean  Reports  give  the  vital  facts  that  are 
so  necessary  if  you  would  secure  the  best  of  new 
business — and  they  cost  but  a  few  cents  a  day.  They 
are  issued  daily  (card  system)  and  give  accurate 
information  on  Canadian  building  and  engineering 
projects,  contemplated,  their  progress  and  details  of 
the  material  and  equipment  required.  Rates  and 
samples  on  request. 

MacLEAN  DAILY  REPORTS,  Limited,  Toronto 


Nova  Scotia  Steel  &  Coal  Company,  Ltd. 

Beg  To  Announce 

That  their  new  steam-hydraulic  forge  shop  is  now  in  opera- 
tion, as  also  is  their  recently  installed  "Harmet"  fluid  com- 
pression-plant. 

These  improvements  bring  "Scotia's"  equipment  abreast 
of  the  best  foreign  forges. 

They  are  accordingly  open  to  supply  forgings  of  all  shapes 
and  sizes.  Made  of  ordinary  or  fluid  compressed  open- 
hearth  steel,  and  satisfying  the  most  severe  specifications. 


Head  Office 


For  Prices  and  Particulars  Apply  to 

New  Glasgow,  N.  S. 
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Power-Speed-Service 

with  Dunlop  Gibraltar"  gjp. 
Belting  .    .  Jp, 


YOU  CANNOT 


BEAT  "GIBRALTAR 

Now.  more  than  ever,  because  of  the  great  scar- 
city of  leather,  rubber  belting  is  coming  to  its  own. 
For  this  reason — and  also  because  "Gibraltar"  will 
give   you    a    hundred    times    more    satisfaction  than 
either  Leather  or  Balata — we  urge  you  to  procure  a 
sample    of   "Gibraltar    Redspecial"    from    one    of  our 
branches. 

They  are  located  in  Victoria,  Vancouver,  Edmonton, 
Calgary,  Saskatoon,  Regina,  Winnipeg,  London,  II  ami 
Toronto,  Ottawa,  Montreal,  St.  John,  Halifax. 

When  you  procure  the  sample,  cut  it  open,  try  to  pull  the 
plies  apart, 'and  note  the  weight  of  duck,  strength  of  friction. 
Then  compare  "Gibraltar  Redspecial"  with  any  other  make  of 
belting. 

"Gibraltar"  is  constructed  of  the  very  best  duck.    The  rub- 
ber friction  is  of  the  highest  quality  ami  has  adhesive  powers 
second  to  none.    Separation  of  plies  and  stretching  are  un- 
known in  "Gibraltar"  Belting,     These  arc  mihic  ol 
the   reasons   why   the   sales   of  "Gibraltar"  have 
reached  their  present  great  proportions. 

For  Drives,  Rotaries,   Edgers,   Lath  and 
Shingle  Machines,  or  any  kind  of  Transmission 
work,   there  is   nothing  better   than  Dunlop 
"Gibraltar  Redspecial"  Belting. 

Why  not  get  on  the  right  "Belt  Line?" 

Dunlop  Tire  &  Rubber 
Goods  Co.,  Limited 


i       ■  *  /  ■  * 
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Bar  Iron 

Carried  in  all  sizes  and  lengths 
for  immediate  shipment. 


Steel  Sheets 

A  complete  range  from  10  gauge  to  16 
gauge,  for  immediate  shipment. 


Small  Angles 

From  Y4"  x  y4"  x  Y%  to  2"  x  2"  x 
*4 "  in  all  sizes,  thicknesses  and 
lengths. 


Steel  Plates 

All  sizes  from  3/16"  to  1"  thick,  in  stock 
now. 


Reinforcing  Bars  for  Concrete 

Medium  Steel,  Square  Cold  Twisted,  sizes  from  yA "  to  lengths  up  to  60  feet.  Me- 

lium  Steel,  Plain,  Round  and  Square  sizes  from  Y4"  to  ll/4",  lengths  up  to  60  feet. 

We  design  and  fabricate  all  kinds  of  structural  steel,  and  carry  at  all  times  a  6000- 
ton  stock  of  Beams,  Channels,  Broad  Flange  Beams,  Plates  and  Angles,  Rivets,  Bolts, 
Shafting,  Transmission,  Machinery,  etc,  besides  those  mentioned  above— ready  for  im- 
mediate shipment. 

We  have  a  monthly  stock  list  that  should  be  on  your  desk.    Ask  for  it. 


It  preaches  Fresh  Air 

When  our  salesman  calls  on  a  prospective  purchaser  of 
Ormsby  Swartwout  Ventilators,  he  takes  this  little  model 
with  him.  Better  than  a  thousand  words  could  do  it,  this 
miniature  ventilator  explains  the  principle  of  semi- 
mechanical  ventilation. 

Working  on  that  principle,  the 

ORMSBY  SWARTWOUT 

BALL-BEARING  VENTILATOR 

pulls  the  bad  air  out  of  a  building  by  the  force  of  a  partial  vacuum.  It  affords 
constant  air  supply.    When  fitted  with  the  self-cleaning  pitched  glass- 
top,  it  serves  also  as  a  serviceable  skylight. 

All  sorts  of  work-rooms  in  factories,  mills  and  foundries  are 
successfully  ventilated  by  Ormsby  Swartwout.    Send  the  coupon 
for  "The  Gospel  of  Fresh  Air"  —  real  stories  of  ventilation 
experience.  It  tells  why  ventilation  pays. 


A.  B.  Ormsby  Co.,  Limited 

TORONTO 

Au.ciated  with  The  Metal  Shingle  &  Siding  Co.,  Ltd.,  Pretton,  Montreal,  Winnipeg 
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Day  Labor  and  Contract  Work 

THE  marked  difference  between  the  cost  of  day 
labor  and  contract  work  is  illustrated  by  a 
statement  prepared  by  the  sewers  department 
of  the  engineers'  office  of  the  Montreal  Coun- 
cil and  presented  by  Mr.  P.  Mercier,  the  chief  engineer. 
Many  of  the  aldermen  naturally  favor  the  former,  as 
it  t;ives  openings  for  patronage,  lessening  the  effici- 
ency of  the  department  by  forcing  in  men  of  little  or 
no  experience.  This  is  the  chief  factor  in  the  high  cost 
as  compared  with  the  contract  system,  nude'-  which 
firms  naturally  try  to  obtain  work  at  the  smallest  ex- 
penditure. In  the  construction  of  2  x  3  ft.  brick  sewers 
the  cost  by  day  labor  and  contract  was  respectively : 
m  1913,  $15.53  per  lineal  yard  against  $16;  in  1914, 


$33.14,  against  $12.25.  In  1915  and  1916,  day  labor 
alone  was  employed,  the  cost  being  $23-75  per  lineai 
yard  in  the  loimer  year  and  $2l>.14  in  the  latter  year. 
One  of  the  divisional  engineers  states  that,  taking  the 
four  years,  the  cost  is  44.68  per  cent,  higher  for  day 
labor,  and  he  puts  this  down  to  the  lack  oi  latitude  en- 
joyed by  the  city  engineers  in  choosing  their  foremen 
and  assistants,  and  the  want  of  freedom  of  the  latter 
in  choosing  their  laborers,  all  of  whom  are  paid  25c. 
an  hour.  Interference  by  ward  politicians  with  fore- 
men in  directing  the  men  is  a  source  of  expense. 

In  summing  up  the  various  reports  of  the  three  di- 
\  isii  >nal  engineers,  Mr.  (J.  R.  MacLeod,  the  engineer 
superintendent  of  the  sewer  department,  says:  "1  think 
that  one  of  the  principal  reasons  for  the  increased  cost 
of  sewers  built  bv  day  labor  as  compared  with  con- 
tract work  is  the  fact  that  most  of  the  sewers  built  by 
day  labor  were  built  during  the  winter  seasons  of  1915 
and  1916,  although  this  is  only  partially  true.  There 
is  no  doubt  but  that  the  cost  of  doing  such  work  in 
winter  and  spring  is  much  higher  than  in  summer.  I 
am  informed  that  at  the  beginning  of  1915  the  engi- 
neers of  this  department  protested  in  w  riting  against 
building  sewers  in  winter,  stating  that  the  cost  would 
surely  be  increased. 

"  The  second  threat  reason  for  the  increased  cost  of 
this  work  since  adopting  the  practice  of  building  by 
day  labor  is  the  increase  in  rates  of  wages,  for  labor- 
ers from  20  to  25  cents  an  hour,  and  for  carters,  single, 
from  31.5c,  double  55c,  to  carters,  single  37.5c,  and 
double  60c  per  hour- 

"A  third  important  reason  for  the  increase  in  cost 
per  lineal  yard  of  sewers  is  that  for  engineering  rea- 
sons the  depth  of  the  sewers  has  been  increased  from 
9.9  feet  in  1913,  to  12  feet  in  1916. 

"There  is  no  doubt  that  notwithstanding  the  special 
circumstances  mentioned  above,  the  city  could  get 
sewers  built  by  contract  cheaper  than  by  day  labor, 
especially  when  it  happens  that  a  large  number  of 
sewers  are  under  construction  at  the  same  time.  It 
is  a  well-known  fact  that  under  the  day  labor  system, 
there  is  a  constant  tendency  to  force  inexperienced  or 
indifferent  foremen,  bricklayers  and  laborers  upon  the 
construction  forces  of  the  city,  and  this  evil  is  accen- 
tuated as  the  number  of  sewers  under  construction  at 
one  time  is  increased." 


A  Reflection  on  Our  Educational  System 

WITH  further  reference  to  our  editorial  in  last 
week's  issue  on  "Distant  Fields  Look 
Green."  it  has  been  brought  to  our  atten- 
tion that  the  matter  of  which  we  complain, 
which  is  chiefly  the  employment  of  foreign  engineers, 
architects,  etc.,  when  we  have  equally  good  men  ai 
home,  is  a  decided  reflection  on  Canadian  institutions 
of  learning.  We  have  a  number  of  universities  where 
engineering  in  its  various  forms  is  taught  and  where 
very  large  sums  of  money  are  spent  annually  in  turn- 
ing out  men  specially  suited,  one  would  suppose,  to 
carry  on  the  business  and  development  work  of  our 
own  country.  Is  it  not  equally  incongruous  and  ano- 
malous that  our  governments  should  vote  large  sums 
of  money  to  cover  the  expenditures  of  our  educational 
institutions  and  in  the  next  breath  sanction  the  em- 
ployment of  professional  men  educated  in  foreign  in- 
stitutions? Yet  this  is  happening  almost  daily.  Is  it 
the  poorer  raw  material  represented  by  our  student- 
body,  the  limited  equipment  of  our  engineering  col- 
leges, or  the  inferior  instruction  given  in  them,  that 
must  bear  the  brunt  of  the  blame?  Surelv  not.  We 
like  to  believe  that  our  voting  men  are  as  bright  as 
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can  Ik-  found  am  where,  that  the  equipment  of  some  of 
our  laboratories  is  equal  to  that  found  el  sew  hero  and 
that  our  teaching  staffs  rank  equally  with  those  of 
Similar  institutions  in  other  countries. 

It  looks  more  and  more  as  if  professional 
"etiquette"  (or  whatever  that  attitude  of  mind  may  lie 
called  which  prevents  any  man  From  placing  his  quali- 
fications before  the  public),  were  standing  in  the  way 
.it  no  one  quite  >o  much  as  our  Canadian  engineers  and 
Other  professional  men  themselves.  Iii  the  olden  days 
practicalh  evers  line  of  trade  and  commerce  was  ear- 
ned along  >'ii  the  "if  any  one  wants  me  they  know 
where  t>>  ti ml  me"  basis.  To-day  matters  are  entirely 
reversed — it  is  pre-eminently  an  age  of  "going  after" 
business.  Professional  men,  however,  still  cling  to 
the  old  habits.  "Etiquette"  would  stand  aghast  at  a 
medical  practitioner  suggesting  a  tonic  except  on  a 
definite  request.  No  matter  if  a  good  citizen  die,  the 
ethics  of  the  profession  .must  he  observed.  The  legal 
profession  is  little  better  and  the  engineering  profes- 
sion is  much  worse — if  possible.  In  one  or  two  in- 
stances, it  is  true.  C  anadian  engineers  in  recent  months 
have  endeavored  to  take  the  saner  and  more  truly  na- 
tional point  of  view  and  have  actually  offered  advice. 
That  it  has  been  rejected  is  no  proof  that  their  course 
was  in  error,  but  simply  illustrates  the  attitude  of 
mind  of  the  layman  towards  professions  in  general — 
and  the  professions  have  only  themselves  to  blame. 

Can  you  imagine  the  difference  between  the  life 
insurance  business,  for  instance,  as  it  is  to-day  and  as 
it  would  have  been  if  this  same  policy  of  "sit  down 
and  wait"  had  been  followed?  The  members  of  the 
engineering  profession  may  well  study  the  business- 
getting  methods  of  these  men.  No  line  of  action  is 
unprofessional  or  undignified  if  it  tends  to  improve 
the  well-being  of  the  nation  and  on  this  basis  no  body 
of  men  could,  with  more  justice,  argue  in  favor  of 
greater  aggressiveness.  If  our  engineers  believe  in 
themselves  and  if  our  educational  authorities  believe 
in  their  own  products,  surely  in  this  day  and  genera- 
tion it  could  not  be  considered  infra  dig.  that  these 
tacts  be  published  much  more  widely  so  that  the  gen- 
eral public  be  acquainted  with  the  facts.  With  the 
principle  of  equality  of  the  home  product  once  estab- 
lished in  the  public  mind  there  is  little  reason  to  doubt 
that  the  national  pride  and  loyalty  of  our  municipal 
and  other  authorities  will  do  the  rest. 


Report  on  Georgian  Bay  Canal 

An  interim  report  on  Certain  General  Conditions 
.  if  Transportation  Bearing  on  the  Economic  Problem 
of  the  Proposed  Georgian  Bay  Canal,  has  just  been 
i -sued  by  the  Dominion  Government.  The  report  is 
prepared  by  W.  Sanford  Evans,  chairman  of  the  Geor- 
gian Bav  Canal  Commission.  In  the  introduction, 
Mr.  Evans  recites  briefly  the  history  of  the  proposed 
canal  and  the  preparation  of  the  plans  and  estimates, 
which  provide  for  a  waterway,  22  ft.  deep  with  a 
length  of  440  miles,  in  which  there  would  be  28  miles 
of  canal  excavation,  66  miles  of  channel  dredging,  and 
364  miles  of  lake  and  river.  The  plans  call  for  27 
locks  of  a  minimum  length  of  650  ft.,  65  ft. clear  width 
and  22  feet  deep,  with  lifts  ranging  from  5  to  50  ft., 
and  with  a  minimum  supply  of  water  permitting  of 
20  lockages  a  day  throughout  the  navigation  season. 
The  cost,  originally  estimated  at  $100,000,000,  was 
later  increased  to  $125,000,000,  and  the  Georgian  Bay 
Canal  Commission  was  formed  to  consider  whether 
it  would  pay  Canada  to  expend  this  amount  of  money 
upon  this  public  work. 

The  report  points  out  that  great  public  works,  such 


as  railways  and  canals,  may  be  undertaken  for  politi- 
cal, military,  or  economic  reasons,  but  that  the  pres- 
ent investigation  deals  only  with  the  economic  side  of 
the  const  ruction  of  this  canal.  It  is  pointed  out,  how- 
ever, that  tht'  report  does  not  take  into  consideration 
an\  possible  collateral  values  which  may  be  created 
b)  the  building  of  this  canal,  nor  the  development  of 
local  trade,  but  solely  with  the  problem  of  through 
traffic.  This  interim  report  is  published  pending  the 
completion  of  the  statistical  survey  of  the  principal 
facts  and  conditions  entering  into  the  transportation 
problems  w  hich  must  be  made  before  a  final  and  defi- 
nite report  can  be  submitted.  As  indicating  the  scope 
of  the  work  carried  out  to  date,  the  following  chapter 
headings  may  be  noted:  freight  traffic  to  and  from 
Lake  Superior;  number,  capacity  and  nationality  of 
vessels ;  load  factor;  total  traffic  by  principal  commo- 
dities; traffic  to  and  from  Lake  Michigan;  future  de- 
velopment of  traffic;  the  routing  of  export  wheat; 
ocean  freight  rates  in  1915,  followed  by  certain  statis- 
tical tables.  The  report  is  illustrated  with  some  24 
graphic  figures. 


Zinc  Deposits  in  Ontario 

There  are  many  well-known  zinc  deposits  in  On- 
tario, but  operations  have  not  been  carried  on  in  the 
mines  during  recent  years  owing  to  the  prevailing  low 
prices.  Greater  interest  is  now  being  shown  in  the 
deposits,  since  the  present  scarcity  has  increased  the 
value  of  the  metal.  There  is  a  possibility  of  working 
the  mines  at  a  profit  if  the  present  remunerative  prices 
continue. 

The  chief  location  of  zinc  ores  in  Ontario  is  in  the 
Lake  Superior  district.  The  old  Zenith  mine,  12  miles 
from  Rossport,  near  Lake  Superior,  supplied  2,000 
Ions  of  ore,  45  per  cent,  zinc,  during  1900  and  1901, 
but  the  mine  was  shortly  afterwards  abandoned  on 
account  of  the  low  price.  Other  smaller  and  less 
fruitful  deposits  occur  in  the  Thunder  Bay  and  Timis- 
kaming  districts.  A  mine  is  located  in  Frontenac 
county,  near  Kingston,  and  was  productive  from  1905 
to  1910. 

The  total  production  and  value  of  the  zinc  ore 
mined  in  Canada  during  1910  to  1913  were:  1910,  5,063 
tons,  value  $120,003;  1911,  2,590  tons,  value  $101,072; 
1912,  6,415  tons,  value  $215,149;  1913,  7,535  tons, 
value  $400,000.  The  Ontario  production  in  1909  was 
valued  at  8,950;  in  1910,  $5,760;  since  1910  no  further 
yield  was  reported.  The  greater  part  of  the  Cana- 
dian ore  comes  from  British  Columbia  and  was  for- 
merly refined  in  Kansas  and  Oklahoma,  but  an  elec- 
tric reduction  furnace  is  at  present  in  operation  in  the 
Rossland  district. 


Regina  Branch,  C.S.C.E. 

The  Regina  branch  of  the  Canadian  Society  of  Civil 
Engineers  held  its  regular  meeting  on  June  22,  with 
Mr.  O.  W.  Smith,  chairman  of  the  branch,  presiding. 
The  feature  of  the  evening  was  an  address  by  Mr.  C. 
D.  Howe  on  the  construction  of  terminal  elevators. 
Mr.  Howe  described  in  detail  the  functions  of  the.  vari- 
ous types  of  elevators  with  their  constructional  fea- 
tures and  necessary  equipment.  Interesting  slides 
depicted  many  of  the  structural  details.  Other  speak- 
ers included  Mr.  W.  M.  Martin,  M.P. ;  Mr.  R.  J.  I.ecky, 
Mr.  C.  A.  Dunning,  and  Mr.  F.  Hedley  Auld,  Acting 
Deputy  Minister  of  Agriculture.  The  meeting  closed 
with  a  short  talk  by  Mayor  Cowan  on  the  responsi- 
bilities and  opportunities  of  engineers  in  the  develop- 
ment of  the  country. 
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Relation  between  Engineers  and  Contractors 

The  Successful  Contractor  of  Today  has  Technical  as  well  as  Practical 
Knowledge — Some  Suggestions  on  the  Wording  of  Agreements  (Con.) 

 —   By  J.  W  Rollins   


We  contractors  do  not  see  why  we  should  have  to 
light  for  justice  in  such  cases  as  these. 

We  make  our  proposals  on  the  basis  of  the  infor- 
mation furnished  us.  and  this  information  is  generally 
the  true  and  best  judgment  of  the  engineers  who  are 
doing  the  work.  If  then  conditions  develop  which  nei- 
ther party  ever  considered,  why  in  the  name  of  justice 
and  fair  play  should  the  contractor  have  to  suffer? 

Some  of  the  trouble  comes  from  the  fact  that  the 
principals  in  many  cases  will  not  allow  the  engineer  to 
make  sufficient  investigations  to  determine  with  rea- 
sonable accuracy  the  exact  conditions. 

Another  trouble  comes  from  the  fact  that  public 
authorities  do  not  dare  to  make  a  just  settlement  as 
against  the  strict  legal  interpretation  of  the  conduct, 
and  when  it  comes  to  this  interpretation  it  is  a  legal 
one  and  nothing  else.  Some  legal  decisions,  and  by 
our  highest  court,  are  so  absurd  that  even  we  contrac- 
tors have  to  smile  at  their  absurdity. 

Much  trouble  comes  to  contractors  and  the  engi- 
neer is  often  placed  in  an  embarrassing  position,  when 
orders  are  given  by  the  latter  for  extra  work,  or  con- 
tractors are  told  to  go  ahead  and  do  the  work  and  he 
will  see  that  they  get  paid  for  it.  In  my  early  work  as 
a  contractor  we  used  to  go  ahead  and  do  anything  the 
engineer  asked  us  to  do,  with  full  confidence  that  we 
would  get  paid,  and  we  generally  did.  It  would  never 
do  to  stop  to  discuss  matters  as  to  extra  work,  when 
we  had  a  railroad  track  up  on  posts  and  all  trains 
slowed  up  to  cross  on  them.  We  would  have  been 
tired  off  the  road  for  good  and  forever,  if  we  had  taken 
this  course,  though  probably  the  contract  expressly 
provided  that  no  extra  work  should  be  done  without 
written  orders  from  the  chief  engineer. 

We  contractors  are  willing  to  give  and  to  take,  to 
do  any  little  thing  an  engineer  wants,  even  if  outside 
the  contract ;  it's  our  policy,  if  we  are  wise,  to  keep  on 
the  good  side  of  the  engineer  and  trust  he  w  ill  return 
the  favor  in  the  same  way,  and  for  that  reason  we  are 
reluctant  to  make  a  claim  for  extra  work  in  these  cases, 
as  such  a  claim  would  not  make  us  popular,  and  so  we 
fail  to  comply  with  the  conditions  of  the  contract 
which  require  that  claims  must  be  made  in  writing 
within  a  week  or  two  after  the  work  is  done. 

Protection  of  Contractor 

To-day,  however,  the  engineers  stick  so  closely  to 
the  specifications  that  they  cannot  do  us  arly  favors, 
and  we  have  to  look  over  the  contract  more  carefully 
and  comply  with  all  the  legal  requirements.  To  be 
absolutely  safe  a  contractor  should  refer  all  contracts 
he  proposes  to  bid  on  to  his  attorneys,  and  should  have 
one  at  his  elbow  to  advise  him  throughout  its  continu- 
ance. 

We  got  into  very  serious  trouble  in  building  a  sec- 
tion of  the  New  York  subways  from  our  neglect  to 
safeguard  our  work  in  this  way.  We  asked  permission 
to  build  a  power  house  in  Union  Square,  and  it  was 
given  us  by  the  Transit  Commission  and  other  public 
officials.  We  built  the  power  house  opposite  a  hotel, 
the  lessee  of  which  promptly  sued  us  for  damages.  We 
won  in  the  first  court,  lost  in  the  second  and  Supreme 
Court,  and  finally  paid  $98,000  in  damages;  the  court 


holding  that  the  Transit  Commission  and  others  had 
no  authority  to  give  us  this  permission,  but  that  it 
should  have  been  asked  for  and  obtained  from  some 
other  commission. 

We  just  escaped  a  more  serious  loss  in  another 
ease  :  We  contracted  to  build  a  bridge  in  Massachusetts 
costing  $800,000,  across  a  deep  river  near  tide  water. 
The  plans  were  meagre,  giving  no  details,  simply 
showing  piers  on  rock  bottom  60  feet  below  water,  and 
i  hi  piles  40  feet  below  water;  the  contract  specifying 
that  the  contractor  shall  submit  plans  showing  the 
method  of  constructing  the  foundations,  to  the  en- 
gineer for  his  approval,  and  also  stating:  "the  work 
shall  be  done  as  shown  on  plans,"  and  that  changes 
could  be  made  by  the  engineer  with  the  approval  of 
the  Joint  Board  of  Commissioners. 

Meagre  Plans 

The  plan  was  merely  a  sketch  showing  the  piers 
and  abutments  outlined,  and  the  work  could  not  have 
been  built  in  that  way.  The  chief  engineer,  who,  by 
the  way,  was  not  the  engineer  who  made  the  contract 
plans,  made  up  detail  plans,  showing  pier  4  on  piles  on 
a  wooden  grillage,  40  feet  below  low  'water.  The 
w  ork  was  built  according  to  these  detailed  plans,  was 
accepted  and  paid  for  in  full. 

A  year  later  Pier  4  settled  15  inches  in  one  jump, 
and  at  one  time  it  looked  as  if  the  whole  bridge  was 
going  down.  We  were  asked  to  investigate  the  trou- 
ble, and  found  that  the  teredo,  a  water  bug,  had  eaten 
oil  the  piles  in  this  pier  and  had  allowed  the  pier  to 
settle  into  the  river  bed.  which  fortunately  was  hard 
material.  Of  course,  this  raised  a  row,  and  as  the  en- 
gineer had  died,  the  commission  disbanded,  and  the 
engineering  force  dismissed,  there  was  no  one  left  to 
hold  responsible  but  the  poor  contractors. 

We,  however,  proved  an  "alibi,"  as  far  as  actual 
construction  went,  but  the  legal  question  was  brought 
up,  that  these  plans,  particularly  of  Pier  4,  which  had 
settled,  had  never  been  approved  by  the  Joint  Board; 
that  is,  the  records  of  the  Board  did  not  show  any  ac- 
tion whatever  on  this  pier.  We  were  sued  for  $300,000, 
but  the  case  was  never  tried,  and  has  since  been  aban- 
doned. 

But  here,  we  accepted  working  plans  from  the  en- 
gineer, executed  them  under  his  direction  and  to  his 
satisfaction,  finished  the  bridge,  which  was  accepted 
and  paid  for,  and  yet  we  were  held  liable  for  loss  aris- 
ing later,  solely  because  the  engineer  did  not  get  his 
plans  approved.  That  is,  a  contractor  accepts  plans 
and  orders  from  the  engineer,  does  work  according  to 
his  plans,  all  without  question,  in  good  faith  on  both 
sides,  with  the  belief  thai  the  engineer  has  authority 
for  his  plans  and  orders,  and  that  on  his  certificate  he 
will  be  paid  for  all  the  work  done  under  it;  and  yet  in 
a  lawsuit  the  contractor  cannot  recover  if  the  engineer 
has  exceeded  his  authority. 

Plans  Should  be  Approved 

So  you  engineers  to  protect  yourselves,  and  not  do 
unwittingly  a  great  injustice,  should  protect  the  con- 
tractor, by  getting  plans  and  orders  approved,  when 
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•  o  o.l  t>\  the  contract,  because  most  contractors 
will  never  ask  the  question  as  to  your  authority. 

\  .:  will  say  again,  in  public  letting*,  we  have  to 
award  our  contracts  to  the  lowest  bidders  who  can 

furnish  the  bond  required,  that  politics  will  control 

tin-,  and  to  sa>  e  yOUrseh  es  trouble  and  annoyance  you 
cannot  avoid  lotting  the  low  bidder  get  the  work. 

It  is  rather  remarkable  how  main  influential  and 
public  minded  citizens  will  be  found  ready  to  plead  for 
-.■me  "bum"  contractor,  and  how  little  interest  these 
same  citizens  show  when  the  trouble  comes  to  the  en- 
gineer and  financial  loss  to  the  city,  through  failure  of 
this  same  "bum"  contractor  to  finish  his  work.  Here 
l-  a  chance  for  engineers  to  do  good  work  in  civic  re- 
form. 

It  would  seem  from  the  decisions  of  the  courts  that 
most  of  the  clauses  which  the  writer  has  quoted  as 
being  onerous  and  unjust  are  outside  the  pale  of  the 
law  -  anyway  ;  90  why  need  they  be  put  in  contracts  at 
this  enlightened  stage  of  the  world's  progress?  I  do 
not  think  you  engineers  are  responsible  for  most  of 
them,  and  their  onlv  accomplishment  to-day  is  that 
Ihey  furnish  a  club  to  scare  some  poor  contractor  who, 
when  shown  the  clauses  in  hi-  contract,  which  may  be 
sacred  t..  him  as  something  he  has  agreed  to  do,  dares 
not.  or  cannot  afford  to  fight  for  his  rights,  and  so 
compel  him  to  make  an  unjust,  losing  settlement  of 
his  claims. 

Rut  contractors  are  changing,  as  has  been  before 
-tated.  and  the  strong  and  able  men  who  to-day  are 
doing  the  great  works,  who  are  willing  and  ready  to 
fulfill  every  part  of  their  agreement,  are  going  to  de- 
mand of  the  principals  for  whom  they  work,  a  like 
complete  fulfilment  of  their  part  of  the  contract. 

City  and  commission  engineers  often  hold  back 
payments,  do  not  make  up  their  estimates,  particular- 
ly finals,  because,  they  say.  they  have  not  time  or  men 
to  do  it.  How  long  would  they  listen  to  us  if  we  made 
the  same  excuse — a  lack  of  time  or  men  in  carrying 
on  our  work? 

Still  another  clause,  almost  a  universal  one  in  con- 
tracts, that  providing  that  the  decision  of  the  en- 
gineer shall  be  final  and  binding  on  both  parties. 

Extra  Work 

Some  engineers  think  extra  work  is  a  clear  "bo- 
nanza" for  the  contractor,  but  let  me  give  you  a  few 
inside  facts  and  figures.  A  very  careful  cost  account 
on  a  reservoir  job  in  New  England  showed  a  gen- 
eral expense  item  of  12.9  per  cent,  of  the  whole  con- 
tract. This  general  expense  included  superintendence 
and  miscellaneous  general  labor,  insurance,  including 
bond,  freight  and  teaming  plant,  general  office  ex- 
pense (field  work),  timekeepers,  storekeepers,  black- 
smiths and  watchmen. 

On  five  jobs  done  by  us,  amounting  to  three  mil- 
lion dollars'  worth  of  work,  the  general  force  was  10.1 
per  cent,  of  the  pay  roll. 

So  we  start  with  the  direct  cost  of  work,  including 
labor  and  material,  add  to  that  10  per  cent,  of  the  pay- 
roll for  general  expense,  5  per  cent,  of  the  pay  roll  for 
the  use  of  small  tools;  also  a  proper  charge  for  wear 
and  tear  of  heavy  plant ;  and  then  in  the  sum  of  all 
these  you  get  the  actual  gross  cost  of  the  contractor 
of  extra  work. 

Now  you  generous  engineers  allow  us  15  per  cent, 
of  the  actual  cost  of  work,  which  includes  insurance, 
a  proper  allowance  for  superintendent,  watchman  and 
timekeeper,  and  a  reasonable  rental  for  large  plant.  If 
there  is  a  lot  of  material  used  and  plant  required,  ex- 
tra work  may  pay  the  contractor,  but  if  only  labor  is 


used,  witli  no  plant,  the  less  extra  work  done  the  bet- 
tor oil  we  contractors  will  bo. 

Hut  the  above  quoted  clause  is  a  generous  one  and 
Consequently  is  seldom  used,  most  contracts  providing 
for  onlv  10  per  cent,  profit,  often  not  allowing  insur- 
ance as  a  cost,  and  no  allowance  for  tools,  superinten- 
dence, or  plant.  Under  such  a  clause  extra  work  is 
done  at  great  loss. 

You  engineers,  some  of  you,  will  say,  that  argu- 
ment is  weak,  that  we  have  to  pay  a  superintendent, 
watchman,  etc.,  anyway,  that  our  plant  will  be  stand- 
ing idle  and  may  better  be  used;  and  so  our  claim  for 
a  proportion  of  general  expense  and  bills  is  not  well 
Founded.  That  claim  is  similar  to  those  sometimes 
made  about  railroads — the  locomotive  and  cars  are  go- 
ing to  make  the  trip  anyway,  and  it  won't  cost  the 
railroad  company  anv  more  to  carry  a  man  or  two 
along;  but  somehow  this  argument  won't  work  with 
the  conductor,  and  we  either  pay  or  walk. 

No  Need  for  Trouble 

In  the  opinion  of  the  writer,  there  is  no  occasion 
for  the  general  trouble  and  rows  over  extra  work.  A 
good  contract  provides  that  the  contractor  must  get  a 
written  order  for  extra  work,  must  show  his  pay  rolls 
and  vouchers  and  give  all  information  as  to  these 
items,  and  it  only  needs  a  little  business  sense  to  get 
daily  reports  as  to  material  used,  and  to  daily  check 
up  the  labor  items ;  and  then  the  disputes  cannot  get 
far. 

Tt  would  seem  possible  for  the  engineer  to  keep  as 
accurate  cost  of  these  items  as  the  contractor  can.  and 
by  getting  daily  checks  on  pay  roll  and  material,  it 
would  not  seem  possible  to  have  any  considerable  dis- 
cussion. The  trouble  comes  generally  from  not  agree- 
ing upon  these  items  as  the  work  is  done ;  and  after 
months,  when  the  facts  are  forgotten  and  one  party, 
generally  the  engineer,  has  lost  his  notes,  it  is  diffi- 
cult to  get  the  true  facts  as  a  basis  of  settlement. 

As  a  contractor,  I  must  admit  that  many  times  ex- 
tra bills  are  presented,  and  often  paid,  which  are 
simply  extortions. 

On  large  public  works  there  are  generally  engineers 
and  timekeepers  enough  to  keep  track  closely  of  extra 
work,  and  if  they  check  up  with  the  contractor  all 
goes  well.  But  the  public  service  corporations  and 
other  interests,  having  no  political  offices  to  fill,  do 
not  have  men  enough  to  check  up  these  items,  some- 
times not  knowing  that  a  contractor  considers  work 
"extra."  and  so  there  being  no  check  on  the  contractor, 
extortionate  bills  are  rendered  and  a  row  ensues. 

Such  cases  as  these  make  the  trouble — their  fame 
spreads,  and  consequently  all  engineers,  public  boards 
and  owners,  try  to  avoid  extra  work. 

But  it  cannot  be  avoided.  No  plans  or  specifica- 
tions of  large  contracts  can  be  made  definite  and  com- 
plete enough  to  cover  the  emergencies  which  make 
changes  necessary. 

Make  Contracts  Explicit 

So  make  your  contracts  explicit  in  defining  just 
how  extra  work  shall  be  done;  always  by  written  or- 
der, so  that  you  may  know  that  the  work  is  consid- 
ered "extra"  by  the  contractor;  what  shall  bo  included 
in  the  cost,  how  checked  up  or  accounted  for.  and  how 
paid  for. 

Then  make  a  reasonable  allowance  for  profit,  and 
it  would  seem  that  under  these  conditions  "extra 
work"  could  be  disposed  of  to  the  satisfaction  of  both 
parties. 

Every  unnecessary  or  unfair  clause  in  a  specifica- 
tion has  its  part  in  limiting  competition  and  in  lower- 
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mg  the  standard  of  honesty  among  contractors.  A 
clause  that  may  be  used  as  a  club  can  be  avoided  in 
one  of  two  ways — either  by  not  bidding  on  work  gov- 
erned by  the  clause  or  by  using  graft  to  insure  that 
it  shall  be  a  dead  letter. 

As  to  the  question  of  specifications,  there  is  not 
much  to  say.  They  should  also  be  exact  and  definite 
and  free  from  clauses  which  may  be  interpreted  in  two 
or  more  ways,  as  for  instance: — 

"Piles  shall  not  be  less  than  20  feet  in  length,  6 
inches  at  tip  and  10  inches  at  butt."  We  contractors 
understand  this  to  mean  that  no  pile  longer  than  20 
feet  nor  larger  than  10  inches  at  the  butt  and  6.  inches 
at  the  tip  can  be  required;  while  the  writer  knows  of 
one  case  where  the  engineer  required  piles  of  longer 
lengths,  on  the  theory  that  all  piles  must  exceed  20 
feet  in  length. 

Again,  "stone  shall  be  from  one  quarry,  shall  be 
uniform  in  color,  and  shall  show  no  sap  or  streaks." 
This  was  claimed  by  a  contractor  to  mean  that  the 
stone  should  be  from  one  quarry,  that  no  single  stone 
should  show  sap  or  streaks,  but  should  be  uniform  in 
color.  The  engineer  claimed  that  all  the  stone  in  the 
work  should  be  from  one  quarry  and  should  all  be 
the  same  color,  with  no  sap  or  streaks. 

In  a  contract  we  executed,  of  about  a  million  dol- 
lars, the  writer  had  some  serious  discussion  with  the 
engineers,  because  they  used  general  clauses  in  specifi- 
cations, but  when  we  came  to  do  the  work,  brought 
out  details  of  specifications  which  required  special  re- 
quirements. For  instance:  "coarse  sharp  sand  shall  be 
used."  Later  in  the  work  special  requirements  as  to 
fineness  were  wanted.  Again,  "cements  shall  be  of  a 
well  established  brand,  shall  be  subject  to  rigorous 
tests  of  such  character  as  the  engineer  shall  deter- 
mine." Later,  a  requirement  as  to  chemical  analysis 
was  made,  requiring  cement  that  did  not  have  exceed- 
ing 1^2  per  cent,  of  sulphuric  acid.  As  we  had  con- 
tracted for  Lehigh  cement,  and  as  it  exceeded  the  sul- 
phuric acid  limit,  and  the  price  had  gone  up,  we  ob- 
jected, and  finally  were  told  to  get  as  near  \l/2  per 
cent,  as  possible. 

Again:  "The  loam  furnished  shall  be  good,  rich, 
black  loam,  free  from  gravel,  stones  and  roots,  and 
shall  be  satisfactory  to  the  engineer."  Later,  loam  was 
required  which  contained  8  or  10  per  cent,  vegetable 
matter. 

Should  not  such  difficulties  as  these  be  avoided  by 
simply  putting  in  the  specifications  these  special  re- 
quirements, and  trouble  avoided  later  when  an  attempt 
is  made  to  read  them  in  ? 

Accuracy  Required 

We  contractors  ask  you  to  make  your  specifications 
definite  and  exact,  and  later  want  you  to  give  us  some 
leeway  in  enforcing  them.  We  admit  you  cannot  say 
"about"  so  much  or  so  many,  and  yet  ask  you  to  in- 
terpret the  clauses  in  that  way. 

It  is  reasonable  to  assume  that  most  contractors 
contract  for  material  in  accordance  with  the  specifica- 
tions, and  that  the  trouble  comes  to  them  in  the  delay 
of  the  work  in  waiting  for  new  stock. 

The  worst  trouble  comes  from  stone.  Much  of  it 
comes  from  a  distance,  is  cut  special,  may  come  in 
large  lots  by  vessel,  with  very  difficult  land  connec- 
tions, or  vice  versa.  Stone  is  hard,  to  cut  it  properly 
requires  great  skill,  with  many  chances  for  some  small 
accident  in  breaking  a  joint  or  a  corner.  So  when  your 
inspectors  condemn  a  stone  because  a  small  corner  is 
gone,  a  joint  a  hair  too  wide,  some  slight  discoloration 
on  the  face,  a  dog  hole  or  a  plug  hole,  and  it  means 
shutting  down  the  job  on  that  particular  piece  of  work 


for  two  or  three  weeks,  we  naturally  "kick."  and  we 
doubly  kick  if  this  stone  happens  to  be  out  of  sight, 
under  ground  or  water. 

Again,  take  the  matter  of  piles,  especially  very  long 
ones.  In  New  England,  such  piles  come  from  the 
South,  Norfolk  or  thereabout,  and  come  by  rail  on  two 
or  three  cars.  To  replace  one  or  two  means  a  tremen- 
dous expense  and  delay— the  cost  of  the  single  stick, 
and  the  tremendous  freight  charges  for  it. 

These  two  items  and  timber  are  the  cause  of  most 
of  our  troubles,  and  that  often  due  to  irresponsible  men 
who  actually  cut  the  stone  or  the  farmers  who  cut  the 
piles,  as  neither  appreciate  the  idea  of  exactness. 

If  a  contractor,  bidding  on  public  works  to-day, 
ever  tries  to  figure  on  all  the  chances  which  may 
come  up,  he  never  will  get  any  contracts.  He  has  to 
run  the  risks,  to  trust  that  some  things  will  come  his 
way,  enough  to  balance  the  things  that  go  against 
him.  He  doesn't  want  to  be  always  kicking,  making 
claims  for  extras,  for  small  things,  in  the  hope  that  the 
engineer  will  give  him  the  benefit  in  doubtful  cases, 
and  such  advantages  as  the  work  may  offer,  enough 
to  offset  his  little  extras.  But  when  he  doesn't  get  any 
of  these  benefits,  especially  if  he  feels  that  the  en- 
gineer is  wilfully  withholding  them,  is  compelling 
him  to  do  the  work  to  the  extra  letter  of  the  specifica- 
tions, where  such  exact  work  is  of  no  value  to  anyone, 
when  he  is,  in  the  common  term  of  the  profession,  "get- 
tiny  roasted,"  then  comes  trouble,  claims  for  extras, 
kicks  and  general  eruptions. 

To  give  and  to  take,  to  do  justice  on  the  one  hand 
and  good  honest  work  on  the  other,  and  settle  the 
difference  man  to  man.  Then  lawyers  will  go  out  of 
our  lives,  the  courts  will  be  left  for  trust  cases  and 
divorce  suits,  and  the  day  will  come  of  good-fellow- 
ship and  regard  which  should  exist  between  the  crea- 
tors and  makers  of  this  modern  world — the  Engineer 
and  the  Contractor. 


Split  Float  for  Concrete  Roads 

To  eliminate  any  shock  or  jar  at  expansion  joints 
in  concrete  highways,  recent  practice  has  adopted  the 
use  of  a  joint  filler.    This  filler  usually  consists  of 


A  simple  split  float. 


a  strip  of  asphaltic  felt,  about  one-quarter  inch  thick 
and  sufficiently  wide  to  extend  completely  through 
the  concrete  and  stick  up  above  the  pavement  pre- 
venting it  from  ironing  down  under  traffic  and  com- 
pletely filling  the  joint. 

By  the  use  of  a  split  float  such  as  shown,  workmen 
may  float  the  surface  up  flush  with  the  filler  and  keep 
both  sides  at  the  same  elevation,  thereby  eliminating 
any  jar  or  tendency  of  heavy  vehicles  to  crush  the 
edge  of  the  concrete,  a  condition  which  is  often  ex- 
perienced when  the  joint  is  not  filled. 
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System  of  Cost  Keeping  Used  on  Toronto- 
Hamilton  Highway  Work 

By  R.  T.  Bell 

Hamilton  Highway  were  all  carried  under  work  order 
numbers,  sub-divided  according  to  necessity,  general 
headings  being  carried  under  initial  letters,  as:— 

A,  head  office  expense;  B,  engineering;  C,  con- 
struction. These  initial  headings  were  combined  with 
figures,  as:  A,  100;  B,  200;  C,  300;  thus  giving  one 
hundred  sub-divisions  to  each  general  heading,  and 
preventing  the  possibility  of  duplication  of  number- 
Examples  are:  C.  304,  concrete  culverts;  C.  305,  cul- 
vert forms;  C.  306,  reinforcement. 

Should  it  be  found  necessary  to  exceed  one  hun- 
dred sub-divisions,  then  a  small  initial  letter  may  be 
added  as  C  300a.,  etc. 

The  work  was  divided  into  sections,  each  time- 
keeper having  under  him  as  many  as  125  men.  In 
some  cases  it  was  found  necessary  on  account  of  the 
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AS  a  natural  result  of  increased  competition  the 
contractor  of  to-day  finds  it  necessary  to  pay 
far  greater  attention  to  costs  and  cost  keep- 
ing than  heretofore,  and  various  systems 
have  been  devised  for  this  purpose.  As  being  of  in- 
terest to  Contract  Record  readers,  the  following  de- 
tails of  the  cost  system  as  put  in  use  on  the  Toronto- 
Hamilton  Highway  by  the  writer  are  given.  This 
53  -tern  lends  itself  to  amplification  and  extension,  and 
can  be  adapted  to  all  classes  of  construction. 

The  sheet,  as  shown  in  Fig.  1,  is  entered  daily  by 
the  timekeeper  at  the  close  of  the  day's  work,  and 
carrie-  full  details  of  time,  rate,  charges,  etc.,  as  well 
as  an  hourly  distribution  under  the  different  headings 
ering  the  class  of  work  done;  the  number  of  head- 
ings depending  upon  the  class  of  work  and  the  amount 
of  detail  required.      The  headings  on  the  Toronto- 
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number  of  different  classes  of  work  being  carried  on 
at  the  same  time  to  have  an  assistant  timekeeper.  Pay- 
roll periods  were  semi-monthly,  the  daily  distribution 
sheets  being'  extended  at  the  close  of  this  period  and 
serving-  as  a  check  against  the  pay-rolls. 

Details  from  the  daily  distribution  sheets  were  then 
entered  on  the  Recapitulation  Sheet,  as  shown  in  Fig. 
2  by  the  timekeeper  and  made  out  in  triplicate,  two 
copies  of  which  were  sent  to  the  Division  Office, 
where  a  final  Recapitulation  Sheet,  Fig.  3,  was  made 
out  by  the  cost  accountant,  whose  duty  it  was  to 
check  all  pay-rolls  and  recapitulations,  and  to  visit 


from  time  to  time  the  different  timekeepers  to  ensure 
unity  of  methods. 

Copies  of  the  Recapitulation  Sheet,  Fig.  2,  and  the 
final  recapitulation,  Fig.  3,  together  with  pay-rolls, 
were  forwarded  to  the  head  office,  thus  giving 
them  full  details  half  monthly  of  the  labor  charges 
against  each  individual  piece-  of  work  and  a  summar- 
ized statement  under  the  initial  headings. 

This  system  proved  invaluable  both  in  settling- 
disputes  and  making  charges  against  the  different 
municipalities  and  property  holders  for  whom  special 
work  was  done. 


New  Water  Supply  for  Small  Town  Involves 
Earth  Dam,  Filters  and  Pipe  Line 

By  James  P.  Wells* 


AFTER  suffering  for  20  years  from  an  inade- 
quate supply  of  impure,  hard  well  water,  the 
village  of  Le  Roy,  NY.,  two  months  ago 
placed  in  service  its  new  gravity  system,  com- 
prising an  earth  dam  500  feet  long  and  32  feet  high,  a 
1.000,000  gal.  per  day  mechanical  filtration  plant  and 
a  14  inch  cast  iron  pipe  line  5  miles  long,  laid  in  record 
time.  Before  the  new  system  was  placed  in  operation 
the  consumption  of  water  in  Le  Roy  averaged  only 
200,000  gallons  per  day.  As  the  old  supply,  on  account 
of  its  hardness,  was  used  very  little  for  washing  and 
factory  purposes,  it  was  estimated  that  with  the  new 
supply  of  soft  water  the  consumption  would  reach  400,- 
000  gallons  per  day,  or  about  100  gallons  per  capita. 
From  data  as  to  past  growth,  it  is  estimated  that  in 
35  years  the  population  would  increase  to  7,000  and 
that  a  supply  of  700,000  gallons  per  day  would  be  suffi- 
cient. Estimates  were  made  and  an  appropriation  of 
$105,000  was  made  for  the  construction  of  the  new- 
system,  with  $15,000  for  extensions  and  improvements 
to  the  distribution  system.  Work  was  started  in  Sep- 
tember, 1015,  and  in  the  fore  part  of  April.  1916,  the 
water  was  turned  into  the  mains. 

The  reservoir  lias  a  capacity  of  about  175.000,000  gal- 
lons. Eighty-three  per  cent,  of  this  amount,  145,000,- 
000  gallons,  is  in  the  upper  14  feet  and  is  available  for 
use.  The  reservoir  was  formed  by  the  construction  of 
two  earthen  dikes  and  an  earthen  dam  with  a.  concrete 
core,  and  has  an  area  of  55  acres  when  full. 

Minimum  Run-off  Estimated 
Mad  Creek,  the  stream  upon  which  the  dam  has 
been  constructed,  has  a  drainage  area  slightly  in  excess 
of  \x/i  square  miles.    From  records  of  adjacent  streams 
It  was  estimated  that  in  an  extreme  low  year  the  aver- 

♦  Consulting  Engineer,  Rochester,  N.  V,.  in  Engineering  Record. 


age  daily  run-off  for  the  entire  year  would  be  at  least 
900,000  gallons  per  day.  The  run-off  during  the  early 
part  of  the  year  is  sufficient  to  keep  the  reservoir  tilled 
until  the  latter  part  of  May  or  June.  As  there  is  oc- 
casionally a  year  when  the  run-off  is  very  slight  during 
the  last  six  months,  it  was  considered  advisable,  even 
though  there  is  always  some  run-off,  to  construct  a 
reservoir  of  sufficient  capacity  to  furnish  700,000  gal- 
lons per  day  for  six  months  without  its  being  replen- 
ished by  any  inflow.  This  amount  of  water  is  equiva- 
lent to  126,000,000  gallons.  The  reservoir  was  accord- 
ingly designed  to  have  a  capacity  of  145,000,000  gal- 
lons, a  liberal  amount  being  allowed  lor  evaporation 
and  seepage.  At  the  lime  of  writing  the  reservoir  is 
lull  and  overflowing  and  enough  water  has  wasted 
over  the  spillway  to  refill  it- 
Earth  Dam  and  Dikes 

Test  pits  at  the  site  of  the  dam  indicated  thai  an 
earth  structure  with  a  concrete  core  would  he  much 
cheaper  than  either  a  concrete  masonry  or  a  reinforced 
concrete  dam  of  the  Ambursen  type.  The  bed  of  the 
reservoir  is  composed  of  a  heavy,  clayey  soil.  This  is 
underlaid  bv  shale  rock.  At  the  central  portion  of  this 
dam  this  rock  is  16  feet  below  the  surface.  At  both 
cuds  ol  the  structure  no  sheeting  was  necessary  for  the 
core  wall  trench,  as  the  material  was  stiff  clay  and 
hardpan.  At  the  centre  of  the  dam  considerable  water 
was  encountered.  The  material  was  sandy  claw  and 
great  difficulty  was  experienced  in  deepening  the 
trench,  it  being  necessary  to  work  day  and  night.  The 
core  was  carried  to  the  rock  for  the  entire  central  por- 
tion of  the  dam. 

The  greater  portion  of  the  material  for  the  earth 
fill  was  excavated  by  an  elevating  grader  loading  di- 
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teeth  into  dump  wagons  from  a  harrow  ]>it  just  cast 
ul  the  reservoir,  The  remainder  was  placed  by  wheel 
scrapers.  On  the  upstream  portion  of  the  structure 
fine,  clayej  material  was  deposited  in  6-inch  layers. 

I  Ins  wa^  then  watered  and  rolled  w  ith  a  2-ton,  grooved 
i  "Her.  1  he  coarser  and  more  porous  material  was 
used  on  the  downstream  side.  The  width  of  the  dam 
i>  10  feet  at  the  top  with  an  up-stream  slope  of  3  to  1 
and  a  downstream  slope  of  2  to  1.  Severe  winter  wea- 
ther set  in  before  the  work  was  completed  so  that  it 
wa>  necessary  to  leave  the  work  when  the  embank- 
Dienl  had  heen  carried  to  the  top  of  the  core,  3  feet 
above  the  crest  of  the  spillway.  Although  the  wetting 
and  rolling  of  the  emhankment  was  materially  aided 
f>\  considerable  rainfall  during  the  construction  there 
was  some  settlement  when  the  water  reached  its  full 
height.  Riprap,  1  ft.  t hick,  was  placed  on  the  upsteam 
lace  of  the  dam  to  a  depth  of  14  feet  helow  the  spill- 
wax  crest,  the  point  of  lowest  draft.  The  earth  dikes 
in  no  case  exceeded  a  height  of  9  feet,  and  as  their 
cresl  is  5  feet  above  the  normal  water  level  they  were 
made  5  feet  wide  at  the  top,  with  2  to  1  slopes  on  each 
side. 

The  concrete  spillway  was  designed  with  a  width 

•  i  60  feet  at  the  point  of  overflow-  Its  crest  is  5  feel 
below  the  surface  of  the  dam.  For  the  .size  of  the 
Stream  a  spillway  width  of  60  feet  is  perhaps  some- 
what greater  than  is  ordinarily  allowed,  especially 
with  a  reservoir  area  of  55  acres,  which  will  tempor- 
arily store  a  large  amount  of  water  and  greatly  de- 
crease  the  intensity  of  a  flood.-  However,  in  the  light 

•  if  the  recent  flood  at  Erie,  where  the  flood  rate  was 
about  900  sec.-ft.  per  square  mile  from  a  stream  with 
a  drainage  area  ten  times  the  size  of  Mad  Creek,  it  is 
evident  that  such  a  spillway  width  is  not  too  great. 

Concerte 

The  concrete  in  the  core  was  of  the  proportion 
1:3:6;  that  in  the  spillway,  1:2^:5.  The  gravel  was 
obtained  from  a  pit  %  mile  east  of  the  works.  The 
location  of  the  spillway,  core  wall  and  filter  plant  was 
such  that  considerable  economy  could  be  effected  in 
the  placing  of  the  concrete.  An  18-cu.-ft.  Koehring 
mixer  was  placed  at  each  end  of  the  core  wall.  Practi- 
callv  all  the  concrete,  not  only  in  the  core  wall  but  in 


the  spillway  and  filter  plant,  was  poured  from  these 
mixers  through  open  chutes  without  changing  their 
position. 

Filtration  Plant 

\\  ater  passes  from  the  reservoir  into  the  filter 
plant  through  a  16-in.  cast  iron  pipe.  Before  entering 
the  sedimentation  basin  it  is  aerated  by  a  fountain  in 
a  small  building  attached  to  the  filter  house.  After 
aeration  tin-  water  descends  through  a  Venturi  tube 
into  the  sedimentation  basin.  The  Venturi  tube  was 
installed  to  automatically  regulate  the  flow  of  chemi- 
cals.  Up  to  the  present  time  it  has  been  found  neces- 
sary to  use  only  sulphate  of  alumina.  There  are  two 
lu  ils  in  the  plant,  each  with  a  normal  capacity  of 
500,000  gallons. 

Leading  from  the  clear  well  of  the  filter  plant  is  a 
14-in.  cast  iron  pipe,  which  carries  the  water  to  the  vil- 
lage. Remarkable  progress  was  made  in  its  construc- 
tion. With  the  exception  of  100  feet  of  hard  limestone 
rock  in  the  lower  portion  of  the  trench  the  entire  24,500 
feet  was  excavated  with  an  Austin  trenching  machine. 
(  If  this  amount  500  feet  extended  through  shale  rock, 
3  feet  of  which  occurred  in  the  bottom  of  the  trench. 
There  were  also  700  feet  of  woods.  The  first  22,000 
feet  of  the  line,  which  included  the  sections  of  rock 
and  woods,  was  completed,  including  the  back-fill,  in 
35  days,  an  average  of  750  feet  per  day.  The  greatest 
amount  of  trench  excavated  during  any  one  day  was 
slightly  over  1,000  feet  and  the  record  for  laying  pipe 
w  as  eighty-five  12-ft.  lengths.  This  record  is  not  often 
excelled  and  it  was  made  possible  by  the  efficient  man- 
ner, in  which  the  contractor  handled  the  work. 

In  order  to  increase  the  supply  of  water  available 
for  fire  protection  purposes  an  elevated  tank  with  a 
capacity,  when  full,  of  130,000  gallons,  has  been  con- 
structed, in  addition  to  the  old  stand-pipe.  There  is 
sufficient  pressure  from  the  new  system  to  raise  the 
water  above  the  top  of  the  old  stand-pipe,  but  in  case 
of  a  large  fire  there  would  be  considerable  head  lost 
in  friction  from  the  reservoir  to  the  point  of  the  fire. 
For  this  reason  it  was  considered  advisable  to  have 
more  water  available  directly  at  the  distribution  sys- 
tem. In  addition  to  this  several  dead  ends  will  be  con- 
nected, which  will  greatly  improve  the  fire  protection 
in  the  factory  district. 


Large  Water  Powers  of  Northern  B.  C. 

 ■ —  By  T.  C.  Duncan,  Mem.  A.I.E.E.  


Within  the  last  few  years  a  great  deal  has  been 
published  on  the  water  powers  of  British  Columbia. 
With  the  exception  of  the  Prince  Rupert  Hydro-Elec- 
tric Company's  undertakings,  the  subject  has  been 
treated  only  in  a  general  way,  at  least  in  what  is 
known  as  Northern  British  Columbia.  The  Govern- 
ment of  British  Columbia  has  spent  considerable 
sums  of  money  collecting  data  on  the  water  powers  of 
the  southern  part  of  the  province  and  have  published 
a  very  successful  and  interesting  book  on  the  subject. 
The  investigations,  however,  have  so  far  been  limited 
to  Southern  British  Columbia.  I  am  not  in  a  position 
to  give  information  regarding  the  water  powers  of 
the  northern  district  in  the  complete  form  that  the 
( jovernment  has  covered  the  southern  part ;  but  I  pro- 
pose mentioning  some  of  the  streams  which  have  pros- 
pects of  development  within  the  near  future  in  con- 
nection with  the  mining  industry  of  this  district. 

To  begin  with,  at  a  point  about  120  miles  south 
of  Prince  Rupert,  on  Princess  Royal  Island,  the  Bel- 


mont-Tonapah  Mining  Company  are  now  building  a 
dam  and  have  the  plant  on  order  for  developing  1,000 
kv.a.  of  electric  power  for  use  in  the  development  of 
their  mining  property  7y2  miles  distant.  The  plant 
is  to  consist  of  two  900  h.p.  low  head  turbines  and 
two  500  kva.  generators. 

Travelling  north  along  the  coast  in  what  is  called 
the  Inside  Passage,  numerous  inlets  extend  far  back 
into  the  coast  range  of  mountains,  and  all  of  these  in- 
lets have  streams  flowing-  into  them  which  are  suitable 
for  hydro-electric  development  of  a  more  or  less  ex- 
tent. While  this  country  is  not  yet  opened  up,  it  is 
in  the  line  of  the  coast  mineral  belt  and  undoubtedlv 
will  be  developed  as  more  money  comes  into  the  dis- 
trict. 

On  the  Skeena  River 

When  we  reach  the  Skeena  River,  we  find  two  large 
water  powers,  on  the  Osctall  and  Khatada  rivers, 
which  have  been  held  by  the  Prince  Rupert  Hydro- 
Electric  Company  and  undoubtedly  have  been  well  ex- 
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Nass  River,  Northern  B.  C. -First  Falls. 


Nass  River,  Northern  B.  C— Second  Falls. 


ploited.  Unfortunately,  the  war  put  a  temporary  dam- 
per on  the  development  of  these  powers,  because  they 
were  depending  on  Prince  Rupert's  development  for 
their  market.  The  city  of  Prince  Rupert  is  now  oper- 
ating a  plant  of  1125  kv.a.,  situated  on  a  small  stream 
5^2  miles  from  the  city.  This,  hawever,  is  only  a  start 
in  the  hydro-electric  development  of  the  city.  They 
have  a  power  on  Thume  River  in  the  North  Arm  of 
Work  Canal,  which  is  large  enough  to  produce  power 
up  to  30,000  h.p.,  and  which  can  be  developed  at  a  very 
low  cost.  The  machinery  can  be  landed  on  the  power 
house  site  from  the  slings  of  coastal  boats  and  the  pipe 
line  will  only  be  about  1,000  feet  long.  Within  two 
and  a  half  miles  from  this  power  and  flowing  into  the 
opposite  side  of  the  Arm  is  another  power  of  even 
greater  size,  but  more  expensive  to  develop.  The  min- 
eral belt  is  less  than  20  miles  from  these  powers  and 
although  there  are  plenty  of  small  powers  close  to  the 
mineral  belt  these  larger  powers  may  be  developed  to 
supply  the  surrounding  country. 

Syndicate  Holds  Nass  River 

A  little  to  the  north  of  this  inlet  the  Nass  River 
empties  into  the  Pacific  and  on  this  river  a  Winnipeg 
syndicate  holds  the  water  rights  of  one  of  the  biggest 
water  powers  in  the  country.  Two  views  of  this  power 
are  shown  herewith.  This  power  is  in  close  proxim- 
ity to  the  coal  district  known  as  the  Groundhog  Coun- 
try, and  through  which  the  proposed  new  road  to 
Alaska  is  destined  to  pass,  and  also  the  road  now 
under  construction  from  the  Peace  River  through  the 
Omineca  country  to  the  coast.  This  Nass  River 
power  is  of  such  capacity  that  when  the  time  comes 
for  electrifying  the  railroads  of  this  northern  country 
the  power  is  there  and  well  located  for  distribution- 
Leaving  the  Nass  River  country  and  coming  back 
to  the  coast  into  the  Portland  Canal  district,  we  enter 
a  rich  section  of  the  mineral  belt  and  a  possible  field 
of  hydro-electric  development  on  a  smaller  scale.  The 
Granby  Mining  and  Smelting  Company  are  now  oper- 
ating a  hydro-electric  plant,  which,  of  course,  is  well 
known  to  the  outside  world.  A  new  camp  has  been 
started  at  the  head  of  Alice  Arm,  an  inlet  about  15 
miles  from  Anyox,  the  Granby  headquarters.  There 
are  three  properties  working  in  this  district  now.  One 
of  them  is  building  IS  miles  of  road  from  the  salt 
water  to  their  mine  at  the  present  time,  and  building 
a  road  in  this  country  is  no  light  undertaking.  With- 
in a  radius  of  four  miles  from  the  head  of  this  arm 
there  are  four  small  high  head  water  powers  and  one 
fairly  large  one.  The  large  one  has  been  taken  np  by 
the  owners  of  a  group  of  mineral  claims  which  take- 
in  the  power  house  site,    These  claims  will  not  re- 


quire all  the  available  power  for  their  own  working 
and  they  are  negotiating  with  Southern  capital  in  con- 
nection with  a  transfer  of  their  rights.  In  conversa- 
tion with  one  of  the  principals  of  the  Southern  com- 
pany recently,  I  was  told  that  their  intention  was  to 
develop  power  enough  to  supply  the  town  and  other 
mines  in  the  inlet  as  well  as  their  own  property  which 
is  being  opened  up. 

A  Prime  Factor  in  Development 

While  quite  a  number  of  powers  have  been  men- 
tioned, I  have  picked  out  only  a  few  which  have  pros- 
pects of  being  utilized  within  the  near  future.  This 
northern  country  is  undoubtedly  on  the  eve  of  a  sub- 
stantial development,  and  in  that  development  the 
water  powers  will  be  a  prime  factor.  At  present  many 
of  the  schemes  seem  visionary,  but  one  by  one  they 
will  come  to  pass  and  the  country  will  reap  the  full 
benefit  of  its  great  heritage. 


Rod  Bender 

The  cut  shows  a  handy  device  of  simple  construc- 
tion for  bending  reinforcing  bars  to  be  used  in  con- 
crete work.  It  consists  of  a  cast  iron  or  heavy  hard- 
wood base  which  can  be  securely  bolted  to  some  solid 


Handy  Rod  Bender. 

foundation,  an  adjustable  block,  and  a  lever  with  two 
heavy  iron  blocks.  Bars  up  to  1  in.  or  1J4  in.  diameter 
can  be  bent  cold  on  such  a  machine.  Contractors  who 
have  a  job  requiring  the  bending  of  a  considerable 
number  of  rods  will  find  such  a  device  useful. 
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Trusts  and  Guarantee  Co.'s  Building 

I  he  illustration  herewith  shows  the  proposed  new 
office  building  of  the  Trusts  and  Guarantee  Co..  Ltd., 

Street.  as  it  will  appear  when  Complete,  and  for 

which  excavation  has  already  started.    At  present. 

onh  -even  stories  and  basement  will  he  built,  provi- 
iion  being  made  for  the  addition  of  four  more  storeys 
when  required.    In  plan,  the  building  measures  50  ft- 


Trusts  and  Guarantee  Building. 


x  95  ft.,  and  it  will  be  constructed  with  a  steel  frame 
and  stone,  terra  cotta  and  brick  filling.  The  front  will 
he  of  Indiana  limestone  on  a  Stanstead  granite  hase. 
The  building  will  be  equipped  in  the  most  modern 
manner  adapted  for  office  buildings.    The  first  three 


floors  will  be  occupied  by  the  Trusts  &  Guarantee  Co.. 
the  main  or  hanking  floor  being  furnished  in  Taver- 
nelle  marble,  with  a  clear  space  unobstructed  by  any 
columns.       The   remaining  floors  will  be  rented  as 

i  iffices. 

Curry  &  Sparling,  Bond  Street,  Toronto,  are  the 
architects.    The  estimated  cost  is  about  $200,000. 


Letter  to  the  Editor 

New  York,  June  23,  1016. 

Editor  Contract  Record: 

We  have  read  with  considerable  interest  your  valu- 
able and  timely  article  on  "Dry  Rot  Menace  in  Fac- 
tors- Timbers,"  in  your  issue  of  May  17.  In  discussing 
the  available  methods  of  preservative  treatment  you 
state  "increased  fire  hazard,  resistance  to  paint  and  a 
disagreeable  odor  are  items  to  be  considered  .  .  . 
For  this  reason  the  numerous  creosote  and  tar  com- 
pounds are  often  unsuitable."  The  writer,  who  has 
followed  very  closely  the  discussion  on  this  subject 
for  some  years,  begs  to  take  exception  to  some  of 
these  conclusions. 

With  reference  to  increased  fire  hazard,  the  general 
consensus  of  opinion  is  that  creosoted  timber,  except 
for  the  first  few  weeks  after  treatment,  is  not  more 
readily  ignited  than  untreated  timber,  and  that  after 
a  time  the  effect  of  the  c-reosoting  treatment  is  to  re- 
tard combustion.  This  statement  can  be  confirmed 
by  reference  to  the  Proceedings  of  the  American  Wood 
I  'reservers'  Association,  American  Railway  Engineer- 
ing Association,  and  the  National  Electric  Light  As- 
sociation. 

With  reference  to  the  odor  of  creosoted  timber, 
only  in  exceptional  cases  is  this  at  all  objectionable 
in  a  factory  building,  the  best  proof  of  this  being  the 
widespread  and  general  acceptance  of  the  creosoted 
wood  block  floor  in  modern  factories  and  warehouses 
(the  Curtis  Publishing  Co-'s  establishment  in  Phila- 
delphia being  a  striking  example.) 

It  is  true  that  creosoted  timber  tends  to  discolor 
paint,  especially  the  lighter  shades.  However,  in  the 
majority  of  instances  the  use  of  paint  over  treated  tim- 
ber is  not  considered  necessary.  It  is  also  true  that 
timbers  treated  with  metallic  salts  will  not  hold  paint 
well,  as  the  paint  tends  to  crack  and  peel  off. 

Yours  truly, 

The  Barrett  Company, 
S.  R.  Church,  Manager,  Research  Dept. 


Montreal  Aqueduct  Work  to  Proceed 

The  Montreal  aqueduct  scheme,  including  the 
hydro-electric  development,  is  to  proceed,  the  Coun- 
cil having  agreed  to  this  by  13  to  6.  A  deputation 
from  the  Canadian  Society  of  Civil  Engineers,  the 
Board  of  Trade,  and  the  Canadian  Manufacturers'  As- 
sociation, headed  by  Sir  John  Kennedy,  appealed  to 
the  aldermen  to  appoint  an  independent  board  of  en- 
gineers to  examine  the  plans,  but  as  appeared  at  a 
subsequent  council  meeting,  the  appeal  was  without 
effect.  Controller  Ross  stated  that  three  members  of 
the  board  had  supported  the  proposal  of  engaging  out 
side  advice  to  re-examine  the  plans,  but  as  the  board 
could  not  agree  on  the  choice  of  engineers,  the  matter 
had  fallen  through. 


The  Constructors,  Limited,  manufacturing  contrac- 
tors, Regina,  have  the  following  work  in  hand:  altera- 
tions and  additions  to  the  Regina  General  Hospital; 
residence  in  Outlook,  Sask.,  for  J.  \Y.  Fraser,  and 
residence  on  Stuart  Street,  Regina. 
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Suggested  Standard  Symbols  for  Architects  in  Designating  Electrical  Layout  of  Buildings 

Ceiling  Outlet;  Electric  only.     Numeral  in  centre  indicates  number  of  Standard  10  CP.    Incandescent  Lamps. 

M(4  Ceiling  Outlet;  Combination.  4/2  indicates  4-16  CP.  Standard  Incandescent  Lamps  and  2  Gas  Burners.  If  gas  only,  circle 
\&l  2  all  black. 


£2^      Bracket  Outlet;  Electric  only.     Numeral  in  centre  indicates  number  of  Standard   16  CP.    Incandescent  Lamps. 

$Li9\—  Bracket  Outlet;  Combination.  4/2  indicates  4-16  CP.  Standard  Incandescent  Lamps  and  2  Gas  Burners.  If  gas  only,  circle 
«nA<!  2  all  black. 

^**|2l       Wall  or   Baseboard   Receptacle  Outlet.     Numeral  in  centre  indicates  number  of  Standard  10  CP.   Incandescent  Lamps. 
J^4^      Floor  Outlet.     Numeral  in  centre  indicates  number  of  Standard  10  CP.   Incandescent  Lamps. 

]2^6    Outlet   for  Outdoor  Standard  or   Pedestal;   Electric  only.     Numeral  indicates  number  of  Standard  16  CP.   Incand't  Lamps. 

Outlet  for  Outdoor  Standard  or  Pedestal  Combination,   0/0  indicates  6-10  CP.   Standard    Incand't    Lamps;   0   Gas  Burners. 
£5}       Dr°P  Cord  Outlet. 

®       One  Light  Outlet,  for  Lamp  Receptacle. 
(J      Arc    Lamp  Outlet, 

(i)      Special  Outlet,  for  Lighting,  Heating  and  Power  Current,  as  described  in  Specifications. 
C^^QCeiling  Fan  Outlet. 


s1 
s2 

S3 
S4 
SD 

s£ 
a 


S.  P.  Switch  Outlet. 
D.  P.  Switch  Outlet. 
:i-Way  Switch  Outlet. 
4-Way  Switch  Outlet. 

Automatic  Door  Switch  Outlet. 
Electrolier  Switch  Outlet. 
Meter  Outlet. 
Distribution  Panel. 
Junction  or  Pull  Box. 

(5)^    Motor  Outlet  ;  Numeral  in  centre  indicates  Horse  Power 
IX]  Motor  Control  Outlet. 
~*j — Transformer. 


Show  as  many  Symbols  as  there  are  Switches.  Or  in  case  of  a  very  large 
group  of  Switches,  indicate  number  of  Switches  by  a  Roman  numeral, 
thus  S1  XII;  meaning  12  Single  Pole  Switches. 

Describe  Type  of  Switch  in  Specifications,  that  is, 
Flush  or  Surface,  Push  Button  or  Snap. 


•Main  or  Feeder  run  concealed  under  floor. 

(Main  or  Feeder  run  concealed  under  Floor  above. 

•  Main  or  Feeder  run  exposed. 

"Branch  Circuit  run  concealed  under  Floor. 

'  Branch  Circuit  run  concealed  under  Floor  above. 

•Branch  Circuit  run  exposed. 

"Pole  Line. 


Heights  of  Centre  oi  Wall  Outlets  (unless  otherwise- 
specified  )  : 
Living  Rooms  5  ft.  0  ins. 

Chambers  5  ft.  0  ins. 

Offices  0  ft.  0  ins. 

Corridors  0  ft.  3  ins. 

Height  of  Switches  (unless  otherwise  specified) 

4  ft.  0  ins. 


Riser. 


^    Telephone  Outlet  ;    Private  Service. 
|^    Telephone  Outlet  ;   Public  Service. 
§    Bell  Outlet. 
CV  Buzzer  Outlet. 

[»]2''llsh    Button  Outlet;  Numeral  indicates  number  of  Pushes. 
Annunciator :    Numeral   indicates   number  of  Points. 

^    Speaking  Tube. 
—(c)   Watchman   Clock  Outlet. 

J    Watchman  Station  Outlet. 
— Master  Time  Clock  Outlet. 
— Secondary  Time  Clock  Outlet. 
Door  Opener. 

H  Special  Outlet  ;  for  Signal  Systems,  as  described  in  Specifications. 
Ill  Battery  Outlet. 


Circuit  for  Clock,  Telephone,  Bell  or  other  Service,  run  under  Floor,  concealed. 
Kind  of  Service  wanted  ascertained  by  Symbol  to  which  line  connects. 


Circuit  for  Cock,  Telephone,  Bell  or  other  Service,  run  under  Floor  above,  concealed. 
Kind  of  Service  wanted  ascertained  by  Symbol  to  which  line  connects. 


064 


THE   CONTRACT  RECORD 


July  5,  1916 


I  lollow  Steel-Concrete  Floors 


ONE  ol  the  comparatively  recent  improvements 
in  the  method  of  constructing  concrete  floors 
i-  ttu-  use  of  hollow  tile.  There  are  in  use  at 
present  sev  eral  designs  oi  the  hollow  concrete 
system,  on  all  of  which  patent  rights  arc  claimed.  One 
of  the  most  important  developments  which  gives  pro- 
mise of  extensive  use  and  which  offers  many  advan- 
ces i»  the  steel  "Floretyle,"  illustrated  in  this  article. 
The  flat  slab  construction  is  perhaps  the  most  popu- 
lar ol  the  reinforced  concrete  Boor  systems  in  present 
Use.  It-  advantages  in  the  elimination  of  beams  and 
girders  is  apparent.  It  gives  large  stretches  of  Hat 
ceiling  suitable  for  a  wide  range  of  architectural  ef- 
fects, or  it  provides,  in  factories,  scope  for  arranging 
shafting  without  interference,  and  further,  the  absence 
of  projecting  girders  enables  partitions  to  be  placed  in 
any  desired  position  without  regard  to  the  beams  over- 
head. On  the  other  hand,  solid  concrete  slabs  become 
heavy  and  expensive  for  long  spans,  which  means  that 
secondarv  beams  are  required  with  decreased  head 
room  and  a  restriction  in  the  placing  of  partitions.  In 
addition,  the  centering  for  solid  floors  is  expensive  in 
that  it  requires  a  large  amount  of  lumber. 

These  disadvantages  have  led  to  the  use  of  hollow 
floors,  the  latest  tvpe  of  which  employs  steel  floor 
tiles.  Floor  tiles  are  made  as  shown,  finished  in 
lengths  of  three  or  four  feet  and  in  depths  of  6,  8,  10 
and  12  inches.  The  width  of  the  base  is  in  all  cases 
21  inches,  with  the  sides  tapering.  The  floor  consists 
of  rows  of  this  tile,  with  4-in.  spaces  between  the 
rows.  These  are  covered  on  top  with  a  thin  layer  of 
concrete  and  separated  by  reinforced  concrete  joists 
which  carry  the  loads  directly  to  the  supports.  The 
under  side  of  the  steel  tile  is  covered  with  a  metallic 
covering,  and  plastered  to  form  a  flat  ceiling. 

Hollow  floors  of  this  type  possess  many  advan- 
tages. Thev  permit  long  span  construction  without 
excessive  dead  weight  and  the  cost  is  much  lower 
than  for  solid  floors.  The  deep  joists  permitted  are 
also  a  factor  of  strength,  for  the  stiffness  or  rigidity 
of  a  floor  depends  to  a  certain  extent  on  the  depth, 
and  vibration  to  which  thin  floors  are  subject  is  large- 
ly eliminated. 

The  tile  system  simplifies  to  a  very  large  extent 
the  work  of  centering,  and  in  this  Avay  minimizes  the 
cost.  With  solid  floors  a  close  boarded  centering  is 
required,  while  for  the  hollow  construction  a  board  is 
needed  only  under  each  reinforced  joist,  and  as  these 
are  21  inches  apart,  considerable  saving  is  entailed. 
The  amount  of  timber  is  thus  only  about  one-half 
that  required  for  a  solid  slab.  Hollow  floors  of  steel 
tile  can  be  constructed  more  quickly  than  the  more 
conventional  type  on  account  of  the  lightness  of  the 
tile  and  its  ease  in  setting  up. 

Xot  the  least  important  point  in  regard  to  this  ma- 
terial is  its  advantage  when  used  with  steel  skeleton 


Fig.  1— Hollow  concrete  floor  with  steel  tile 


building.  The  light  weight  reduces  the  size  of  the 
members  and  the  columns.  The  total  load  is  reduced, 
bringing  about  a  saving  in  the  foundation  bases.  The 
sound-proof  qualities  of  this  floor,  too,  are  enough  to 
recommend  it  for  a  building  where  noise  is  objection- 
able. 

The  advantages  accruing  from  the  use  of  this  new 
floor  construction  may  be  summed  up  in  the  following 
items:  (1)  The  hollow  steel  tile  floor  is  sound-proof; 

(2)  long  flat  slabs  can  be  made  with  low  dead  weight ; 

(3)  the  low  weight  produces  an  economy  in  the  struc- 
tural frame  work  and  in  the  column  foundation;  (4) 
internal  partitions  can  be  placed  in  any  desired  posi- 
tion ;  (5)  the  elimination  of  secondary  beams  increases 
head  room ;  (6)  much  simpler  centering  is  required 
than  in  the  case  of  solid  slab  construction  ;  (7)  the 
amount  of  timber  needed  for  centering  is  less  than 
that  required  for  solid  floors;  (8)  hollow  floors  can  be 
constructed  more  rapidly  than  solid  floors ;  (9)  the 
extra  depth  of  the  slab  increases  the  rigidity  of  the 
building;  (10)  the  cost  is  less 


Combined  Water  and  Sewage  System 

At  a  session  of  the  Essex  Border  Public  Utilities 
Commission,  recently  held  at  Windsor,  Ont.,  it  was 
announced  that  the  commission  had  ratified  the  ap- 
pointment of  a  board  of  engineers  whose  duty  it  was 
to  prepare  comprehensive  plans  for  a  joint  sewage 
and  water  system  for  the  six  Canadian  border  muni- 
cipalities, Windsor,  Walkerville,  Sandwich  East,  Sand- 
wich West,  Ford,  and  Ojibway,  and  when  the  plans 
are  perfected  the  project  will  be  submitted  to  the  rate- 
payers. The  approximate  cost  of  such  a  system  is  es- 
timated at  between  $1,500,000  and  $2,000,000. 


Invar 

The  American  Bureau  of  Standards  of  the  Depart- 
ment of  Commerce,  Washington,  proposes  to  issue  a 
series  of  circulars  of  information  on  the  properties  of 
the  more  interesting  or  technically  important  metals 
and  alloys.  The  first  of  the  series,  describing  the  pro- 
perties of  the  non-expansible  alloy,  "Invar,"  and  other 
nickel  steels,  has  just  been  issued.  The  magnetic 
electrical,  thermal  and  mechanical  properties  are 
given,  together '  with  numerous  illustrations,  state- 
ments concerning  micro-structure,  constitution,  appli- 
cations and  sources  of  supply. 


Annual  Report  for  Victoria  City 

The  corporation  of  the  city  of  Victoria,  B.C.  have 
issued  in  book  form  their  annual  report  for  the  year 
ending  Dec.  31,  1915.  The  report  contains  sections 
devoted  to  the  following  departments :  accounting, 
legal,  engineering  (C.  H.  Rust,  city  engineer),  water- 
works (C.  H.  Rust,  water  commissioner),  assessor, 
police,  fire,  electrical,  library,  market,  stores,  health, 
miscellaneous-    The  report  covers  114  pages. 


Fig.  2— Simple  centering  required. 
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Highway  Improvements  in  Nova  Scotia 

Great  Care  Necessary  in  Road  Maintenance — Numerous  Illus- 
trations of  Culverts,  an   Important   Factor  in   Road  Making 


Tl  I  K  annual  report  of  the  Highways 
Division  of  the  Department  of 
Public  Works  and  Mines  of 
Nova  Scotia  has  just  been  is- 
sued. It  includes  the  report  of  Mr.  W. 
G.  Yorston,  C.E.,  Asst.  Road  Commis- 
sioner, on  road  and  bridge  construction 
and  repair,  and  also  a  report  on  larger 
bridges  and  subsidized  railways  by  Mr. 
Hiram  Donkin,  C.E.,  Provincial  Govern- 
ment Engineer.  Some  illustrations  from 
Mr.  Yorston's  report  are  reproduced  be- 
low, with  extracts  from  the  report.  In 
an  early  issue  illustrations  of  the  larger 
bridges  will  be  shown. 

The  expenditures  made  under  the 
Highway  Dept.  during  the  fiscal  year  of 
1915,  are  as  follows: — Road  appropria- 
tion for  maintenance,  $235,000.70 ;  better- 
ment of  highways,  $73,465.21  ;  motor  ve- 
hicles Act,  road  improvement  fund, 
$9,022.20 ;  construction  of  permanent 
materials,  of  smaller  bridges  and  cul- 
verts in  highways,  $216,667.99;  larger 
bridge  construction,  $82,536.91 ;  total, 
$616,693.01.  The  total  expenditure  for 
the  fiscal  year  of  1915  is  nearly  20  per 
cent,  in  excess  of  the  expenditure  for  the 
same  period  in  1914,  the  principal  in- 
crease being  under  Chapter  26,  Acts  1912, 
"Act  respecting  the  construction,  of  per- 
manent materials,  of  smaller  bridges  and  culverts 
public  highways."  The  expenditure  under  the  Act 
Betterment  of  Highways  is  also  much  larger  than 
the  previous  year.    There  is  also  an  increase  in 


Concrete  Culvert  14  ft.  Span. — Greenfield  Road,  Queens  O 


in  road  machinery  equipment  placed  in  use  during  1915. 
mi  There  was  a  special  demand  for  road  graders,  which 
for  have  been  very  successfully  employed  in  some  of  the 
the  most  rocky  and  difficult  parts  of  the  province,  and 
even  in  some  of  the  counties  where  it  was 
difficult  to  get  teams  to  operate  the  gra- 
ders, the  machines  proved  more  econo- 
mical than  any  other  method.  The  item 
of  expenditure  under  the  heading  of 
"Roads,"  $235,000.70,  includes  an  amount 
of  $67,493.00  spent  on  the  repair  of  lar- 
ger bridges  and  on  their  painting.  This 
reduces  the  actual  sum  spent  on  work  to 
$167,507.70.  Using  the  estimate  of  about 
18,000  miles  of  highway  in  the  province, 
this  means  that  on  an  average  $9.19  was 
spent  per  mile  of  road  for  the  year.  Either 
the  nominal  or  real  value  of  the  statute 
labor  applied  to  the  roads  in  the  different 
municipalities  is  almost  impossible  to  de- 
termine. Based  on  the  assessed  value  of 
property,  there  ought  to  be  approximate- 
ly $225,000,  cither  in  cash  or  com  muted 
labor,  or  partly  in  one  and  partly  in 
the  other,  so  applied  in  addition  to  the 
annual  appropriation  made  by  the  pro- 
vince. If  this  item  were  available  in  cash, 
it  would  average  about  $12.50  per  mile. 
There  are,  however,  very  main  sections 
throughout  the  province  in  which  the 
statute  labor  is  so  indifferently  applied  as 
to  be  practically  ineffective. 

It  is  estimated  that  there  are  18,000 


14  ft.  Span  Culvert. — Caledonia  Road,  Queens  Co. 


Concrete  Culvert,  14  ft. 
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4  ft.  Concrete  Aic!i  Culvert. — Rivet  port  Road,  Lunenburg  Co. 

greatest  |>art  of  which  is  not  improved  road,  in  that 
it  has  never  heen  properly  ditched,  shaped  and 
drained,  and  often  has  not  even  good  wooden  culverts. 

If  the  roads  through  the  province  were  properly 
drained  and  graded,  with  proper  culverts,  all  the 
money  provided  annually  conld  he  expended  in  main- 
tenance, and  a  fairly  good  showing  could  be  made. 
The  installation  of  culverts,  as  well  as  the  road  work 
done  under  the  various  acts  of  the  Legislature,  has 
done  much  to  improve  the  conditions  of  the  roads  in 


the  different  counties  and  the 
improved,  although  they  will  still  require 
a  sum  for  maintenance,  will  not  need  the 
same  amount  of  annual  expenditure  as  in 
former  years  where  road  expenditures 
have  been  made  out  of  capital.  On  roads 
in  which  permanent  culverts  had  already 
been  built,  the  improvements  are,  of 
course,  most  marked,  but  even  where 
culverts  only  have  been  installed,  the 
ditching  done  to  make  the  culverts  effec- 
tive has  benefited  the  roads  vastly  and 
the  expenditure  out  of  revenue  has  beer 
verv  much  lessened. 

The  report  emphasizes  that  the  ques- 
tion of  maintenance  in  Nova  Scotia  is  a 
matter  of  the  greatest  importance,  not 
onlv  for  future  betterment,  but  to  pro- 
tect those  highways  upon  which  expen- 
ditures have  already  been  made.  Too 
often  it  has  been  found  that  a  road  has 
been  neglected  as  soon  as  its  construc- 
tion was  completed,  but  more  definite 
schemes  of  maintenance  are  now  being 
arranged-  The  ideal  system  would  be  to 
have  a  road  patrol  which  would  provide 
for  the  permanent  employment  of  skilled 
laborers  and  caretakers,  well  accustomed 
to  road  work  and  repair.  Each  one  of 
these  patrol  men  would  have  charge  of  a 
particular  section  of  highway.  Of  course, 
it  would  be  impossible  to  adopt  a  patrol 


roads  so 


system  everywhere  throughout  the  coun- 
try mi  accounl  of  the  sparcity  of  popula- 
tion and  the  very  limited  resources,  but 
bhere  arc  many  communities  in  which  a 
patrol  system  might  be  used  with  much 
benefit.  This  system  has  already  been 
applied  to  some  extent  to  the  roads  of 
Nova  Scotia  and  an  extension  is  soon 
hoped  for. 

The  Commissioner  points  out  the  very 
serious  injury  done  to  many  of  the  high- 
ways of  the  province  by  the  use  of  nar- 
row tires  on  heavily  loaded  vehicles.  The 
injury  to  the  roads  occasioned  by  the 
continued  use  of  narrow  tires  on  such  ve- 
hicles requires  annually  the  expenditure 
of  a  large  amount  of  money  to  repair  the 
highways  on  which  they  are  used.  It  is 
pleasing  to  note  that  there  is  a  growing 
appreciation  on  the  part  of  the  public 
that  some  limitation  should  be  put  on  the 
unnecessary  damage  thus  caused,  and 
the  Nova  Scotia  Farmers'  Association 
have  passed  a  resolution  recommending 
the  Legislature  "to  enact  a  law  that  will, 
without  undue  expense  to  the  farmer, 
gradually  introduce  the  wide  tires  on  all 
vehicles  capable  of  carrying  over  one  ton 
weight." 

The  expenditure  made  under  Chapter 
26,  Acts  l')12,  "An  Act  respecting  the  construction  of 
permanent  materials,  of  smaller  bridges  and  culverts 
in  public  highways,"  during  the  fiscal  year  of  1915, 
has  been  by  far  the  largest  yet  made,  being  nearly 
double  the  expenditure  in  the  previous  year.  The 
total  amount  was  $216,667.99.  There  was  a  consider- 
able increase  in  the  amount  of  day  work  done  under 
this  act.  By  constructing  the  culverts  by  a  system  of 
day  labor  it  was  found  possible  in  several  instances  to 
have  culverts  done  simultaneously  with  road  improve- 
ments under  other  Acts.    Construction  by  day  work 


Savary  Culvert,  8  ft.  Span. — Barton,  Digby  Co. 


July  5,  1916 


THE   CONTRACT  RECORD 


also  enabled  the  building-  of  culverts  where  the  ten- 
ders had  previously  proved  unsatisfactory.  During 
the  year  the  quality  of  the  work  has  been  uniformly 
good  and  all  contracts  were  fairly  well  prosecuted, 
although  the  very  wet  weather  proved  a  great  detri- 
ment to  good  progress.  The  amount  spent  on  culvert 
construction  by  day  labor  was  $47,368.72,  being  about 
one  quarter  of  the  value  of  the  whole  work  done 
under  this  Act  during  the  year,  and  it  is  stated  thai 
no  improvement  so  far  made  on  the  roads  of  the  pro- 
vince shows  more  value  for  the  money  expended  than 
the  permanent  culverts  built  under  this  Act. 

Expenditures  totalling  $73,465.21  were  made  under 
the  "Act  to  Provide  for  the  Betterment  of  Highways." 
The  work  done  under  this  Act  has  in  nearly  every 
case  been  performed  by  labor  obtained  in  the  locality 
of  the  county  in  which  the  work  was  done.  Neces- 
sarily the  value  of  the  work  varies  to  a  very  consid- 
erable extent-  The  difficulty  has  been  in  procuring 
men  to  do  the  work,  except  at  times  best  adapted  to 
suit  their  own  convenience.  The  farmers  have  kept 
workmen  from  doing  work  on  the  roads  and  this  lias 
had  a  tendenev  to  delay  much  of  the  construction  to 
a  later  time  in  the  vear.  This  has  been  a  more  or  less 
decided  disadvantage. 

The  ideal  svstem  would  be  to  have  all  such  work 
done  by  specially  trained  gangs.  This  is  being  car- 
ried out  in  some  counties,  but  in  some  sections  of  the 
province  the  farmers  find  themselves  too  busy  to  per- 
mit men  to  work  upon  highways. 

In  all  cases  where  road  improvements  were  made 
under  this  Act,  specifications  were  prepared  in  the 
Roads'  Office,  covering  the  method  of  executing  the 
work.  The  work  done  in  many  cases  has  been  of  a 
very  superior  nature  and  is  an  object  lesson  to  manv 
who  have  seen  or  travelled  over  the  stretch  which  has 
been  improved.  It  has  been  impossible  in  all  cases 
to  surface  the  road  after  improvement  with  either 
gravel  or  stone,  but  it  has  been  the  aim  in  each  case- 
to  provide  permanent  drainage  as  the  first  considera- 
tion and  then,  if  possible,  to  have  all  the  structures 


made  permanent  and  the  road  surfaced.  The  essen- 
tial point  in  road  construction  and  one  that  is  always 
insisted  on  is  that  thorough  drainage  shall  first  be 
accomplished  and  this  has  always  to  be  done  before 
other  improvements  are  put  on  the  roads. 

Many  improvements  have  been  made  to  earth 
roads  under  this  Act,  where  no  surfacing  material 
was  available,  but  careful  attention  is  required  in  these 
cases  both  spring  and  fall  to  keep  the  ditches  from 
filling  up  and  to  have  the  surface  of  the  road  smooth 
and  rounded  to  the  shape  it  was  given  when  improve- 
ments were  made. 

No  expenditures  for  macadam  roads  were  made 
during  the  fiscal  year  of  1915.  Expenditures  were 
authorized  on  short  stretches  of  road,  hut  no  money 
was  spent. 

The  result  of  the  expenditures  made  under  this  Act 
have  been  the  improvement  of  manv  bad  stretches, 
and  while  the  magnitude  of  the  expenditures  does  not 
permit  of  verv  extensive  work  being  done  in  any  one 
locality,  vet  the  improvements  made  are  very  marked. 
If  the  expenditure  under  the  provisions  of  this  Act 
were  further  extended  it  would  result  in  a  continu- 
ance of  the  betterments  alreadv  effected.  The  work- 
done  under  this  Act  in  the  various  counties  and  the 
nature  of  the  improvements  effected  will  have,  it  is 
believed,  a  distinct  influence  towards  bringing  about 
better  road  work  in  the  various  districts,  as  the  work 
serves  as  an  object  lesson. 

The  moneys  appropriated  under  the  "Motor  Ve- 
hicle Act,  Road  Improvement  Fund,"  have  enabled 
the  Roads  Department  to  put  in  order  many  lengths 
of  road  which  otherwise  could  not  have  been  attended 
to.  Many  stretches  of  road  remain  on  which  similar 
sums  could  be  expended  to  good  advantage-  The  im- 
provements effected  with  the  moneys  expended  under 
this  Act  are  verv  noticeable-  It  is  thought  that  by 
expending  money  systematically  on  the  main  thor 
oughfares  of  automobile  traffic,  great  betterment  will 
result.  The  motor  licenses  collected  and  available  for 
expenditure  in  1915  amounted  to  $21,270.15. 


Waterworks  Operations  in  Stettler,  Alta. 

 By  Mr.  H.  Baron*    


The  town  of  Stettler  is  situated  at  the  crossing  of 
the  C.  P.  Ry.,  Lacombe  to  Coronation  branch,  and  the 
C.  N.  Ry.,  Vegreville  to  Calgary  line,  in  the  midst  of 
what  is  perhaps  the  best  mixed  farming  country  in 
Alberta. 

It  is  a  typical  prairie  town  of  some  1,700  inhabi- 
tants, springing  up  about  eight  years  ago.  In  Sept  em- 
ber, 1911,  the  town  started  its  own  waterworks,  hav- 
ing built  a  small  pumping  station  within  a  short  dis- 
tance of  the  crossing  of  the-C.  1'.  and  C.  N.  Rys. 

This  pumping  station  consisted  of  a  deep  well  dug 
4  ft.  in  diameter,  and  bricked  in  to  68  ft.  deep,  and 
then  drilled  with  a  10  in.  hole  for  190  ft.  further.  At 
68  ft.  so  much  quicksand  was  found  that  a  cement 
bottom  had  to  be  put  into  the  well,  and  the  10  inch 
bore  hole  taken  through  it. 

This  was  cased  until  rock  was  encountered  when 
the  casing  was  discontinued.  Water  is  pumped  from 
this  well  continuously  into  a  reservoir  of  50,000  gals, 
capacity,  placed  outside  the  power  house,  32  ft.  in  dia- 
meter, and  dug  down  10  ft.  into  the  earth.  It  is  lined 
with  concrete  and  has  a  wood  roof. 

From  this  reservoir  the  water  is  pumped  by  a  du- 
plex pump  into  the  town  mains  and  water  tower.  A 

♦  Superintendent  Klectric  Power  and  Waterworks. 


horizontal  return  tubular  boiler  supplies  the  steam. 

This  boiler  and  pumping  plant  w  as  supplied  by  the 
J.  MacDougall  Co.,  of  Montreal.  The  boiler  is  16  ft. 
x  72  in.,  working  at  125  lbs.  per  sq.  in.,  and  rated  ac- 
cording to  Alberta  Boiler  Rules  at  100  h.p.  The  du- 
plex pump  is  of  Worthington  make,  compound,  and 
with  cylinders  10  in.  x  16  in.,  and  10'/,  in.  x  10  in. 
This  pump  is  designed  to  pump  water  from  the  reser- 
voir into  the  water  tower  at  50  lbs.  pressure  for  domes- 
tic supply,  or  in  case  of  fire,  when  a  higher  pressure 
is  required,  the  valve  leading  to  the  water  tower  is 
closed  and  the  pump  then  delivers  the  water  to  the 
mains  at  110  lbs.  pressure. 

In  ordinary  pumping  the  steam  from  the  h.p.  cylin- 
ders goes  into  the  low  pressure  cylinders,  but  when 
required  for  higher  pressures  steam  is  admitted  direct 
to  the  1.  p.  cylinders  through  a  bv-pass. 

The  deep  well  pump  has  a  cylinder  12  in.  in  dia- 
meter, water  cylinder  8  in.  diameter,  and  IS  in.  stroke. 
This  pump  is  of  Blake  &  Know  les  make  and  has  never 
been  repaired  or  adjusted  in  any  way  since  it  was  in- 
stalled. For  the  last  12  months  it  has  onlv  stopped 
for  a  few  hours  each  fortnight  while  the  feed  water 
heater  was  cleaned. 

The  well  when  first  operated  gave  considerably 
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more  water  than  it  docs  now,  as  the  following  com- 
parison will  show : — 

Since  1911,  water  delivered  per  hour,  1.333  gallons. 

Since  1915,  water  delivered  per  hour,  b40  gallons. 

\l->>  it  will  be  noticed  that  the  water  consumption 
has  increased  verv  considerably: — 
1911. 


Sept.  ...  175,917  gallons  Sept. 

I  vt   93,269  gallons  ( >ct. 

Nov.   ...  l'>7.1"3  gallons  Nov. 

Dec.    ...  137.70S  gallons  Dec  381,100 


1915. 
296,787 
321,831 
389.931 


gallons 
galli  hi  < 
gallons 
gallons 


This  will  be  even  greater  I  his  year,  as  up  to  last 
tall  the  mains  were  only  in  the  main  streets,  and  ex- 
cept tor  a  few  business  places,  were  kept  for  fire  pur- 
poses only.  About  September,  last  year,  the  mains 
were  extended  into  the  residential  parts  of  the  town 
and  the  water  laid  into  the  houses;  therefore,  this 
%car  will  see  a  large  increase  even  on  last  year's  con- 
sumption. Realizing  this,  the  town  is  about  to  put 
down  another  well,  tenders  having  been  invited  for 
the  work. 

The  electric  light  plant  was  added  shortly  after 
the  pumping  plant  was  installed  and  a  new  boiler  of 
similar  size  and  type,  but  of  Waterous  make,  was 
added. 

The  generator  is  a  3-phase.  2,200  volts,  60  cycle, 


. — -j. 

mm 

m 

Interior  Electric  Power  Plant,  Stettler,  Alta. 

125  kv.a.,  direct  driven,  made  by  the  Swedish  General 
Electric  Co..  excited  by  a  small  110  volt,  45  amp.  ma- 
chine, belt  driven  off  the  main  shaft.  The  engine  is  a 
Kobb  tandem  compound,  horizontal,  running  at  260 
r.p.m.,  and  of  200  h.p. 

So  far  the  loads  have  not  been  heavy  enough  to 
warrant  the  l.p.  cylinder,  and  the  engine  has  always 
run  as  a  simple  h.p.  engine.  Two  generators  of  100 
h.p.  would  have  been  much  more  economical  and  pro- 
vided against  breakdown,  and  by  having  vertical  en- 
gines could  have  ben  put  into  the  same  space.  Last 
winter's  heaviest  loads  just  reached  over  the  100  h.p. 
limit,  so  that  next  winter  it  may  be  necessary  to  cou- 
ple in  the  1.  p.  end. 

Except  for  a  breakdown  at  the  very  first,  this  plant 
ha^  run  uninterruptedly  for  4  years.  Previous  to  last 
( )ct.  15th.  the  service  was  only  supplied  from  dusk  to 
daylight,  thereby  depriving  those  people  who  could 
use  an  electric  day  service  of  its  advantages.  On  the 
above  date,  however,  the  day  service  was  commenced 
and  the  motor  load  in  6  months'  time  was  over  one- 
third  of  the  lighting  load. 

Besides  this,  electric  stoves  and  irons  are  coming 
more  and  more  into  use,  and  the  various  stores  where 
oil  lamps  had  to  be  used  during  the  day  in  basements, 


are  now  using  electricity  lo  their  own  and  the  town's 
advantage. 

The  way  this  day  service  is  run  with  only  one  gen- 
erator is  to  shut  down  on  Sunday  from  daylight  to 
dusk  lor  cleaning  and  repairs,  and  from  12  to  12.30  at 
noon  each  day  lor  examination  and  oiling. 

There  is  no  condenser  connected  with  the  engine, 
all  the  Steam  blows  into  the  air  except  what  is  used 
in  heating  the  feed  water.  As  there  is  a  steam  laun- 
dry near,  arrangements  may  be  made  later  on  for 
them  to  buy  the  exhaust  steam. 

The  feed  water  heater  is  of  200  h.p.  capacity,  made 
by  Blake  &  Knowles,  and  of  the  open  type.  Water 
then  flows  by  gravity  to  the  two  boiler  feed  pumps. 
Beside  the  feed  pumps,  2  injectors  are  installed  to 
take  water  from  the  town's  mains  if  necessary,  and 
water  can  be  taken  direct  from  the  reservoir  should 
the  town's  supply  be  cut  off. 

'file  town  tank  is  22  ft.  high  by  10  ft.  diameter, 
and  holds  50,000  gals.,  so  that  when  both  tank  and 
reservoir  are  full,  there  is  a  reserve  of  100,000. gallons 
of  water.  The  tank  is  mounted  on  4  girders  and  has 
a  balcony  around  the  bottom.  This  balcony  is  100  ft. 
from  the  ground. 

'flie  water  for  boiler  purposes  seems  remarkably 
good,  leaving  them  in  good  shape  with  very  little  mud 
and  no  scale,  and  as  yet  no  signs  of  pitting".  A  recent 
analysis  has  been  made  of  this  water  and  a  copy  is 
appended,  as  well  as  that  of  an  analysis  taken  soon 
after  the  well  was  bored. 

1911  Analysis — (Expressed  in  parts  per  million) 

Total  dissolved  solids    1,257 

Hardness  ,   80 

Alkalinity   124 

Free  Ammonia   392 

Albuminoid  Ammonia   156 

Chlorine,  as  Chlorides  ....  '.   11 

1915  Analysis — (Expressed  in  parts  per  million) 

Total  Solids   1,060 

Loss  on  Ignition   85 

Alkalinity   600 

Hardness  '   197.3 

Sulphates   192 

Chlorine  <  ....  *  6 

Nitrates  Absent 

Free  Ammonia  '.  .  .  .  .042 

Albuminoid  Ammonia   .026 

The  feed-water  heater  gets  made  up  after  a  fort- 
night's run.  with  a  kind  of  sandy  deposit  which  has  to 
be  scraped  off  the  plates,  etc..  and  until  the  idea  of 
blackleading  the  plates  was  tried,  this  deposit  would 
fasten  on  them  like  cement  and  give  a  lot  of  trouble. 

The  coal  costs,  laid  down  at  the  plant,  $2.85  per  ton 
of  2,000  lbs.,  made  up  as  follows:  price  at  mine,  $1.50; 
C.N.R.  freight  for  70  miles,  $1.00;  hauling  from  track 
to  power  house,  35c.  The  town  has  its  own  team  and 
does  the  hauling.  The' track  that  would  join  the  C.  P. 
and  C.  N.  Rys.  has  never  yet  been  laid,  so  there  is  no 
spur  whereby  cars  can  be  switched  and  unloaded  di- 
rect at  the  plant. 

The  buildings  are  of  wood  throughout,  faced  with 
metal  shingles  and  so  designed  that  considerable  ex- 
pense will  be  incurred  should  extensions  ever  be  ne- 
cessary. The  roof  is  flat  and  extremely  low,  so  low. 
in  fact,  that  the  man  have  to  bend  almost  double  when 
working  on  the  boilers,  and  up  to  last  year  no  ventila- 
tion was  provided  in  the  roof.  The  firing  floor  is  too 
narrow  for  easy  working  at  the  fires  and  the  impres- 
sion giv  en  is  that  of  boxing  the  plant  in  as  if  land  was 
so  high  priced  that  a  $10  bill  would  only  buy  as  much 
as  it  covered  when  standing  on  edfe. 
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Freight  Rates  to  Pacific  Coast 


The  Transportation  Department  of  the  Canadian 
.Manufacturers'  Association  are  distributing  the  fol- 
lowing information  on  Circular  No.  110,  dated  [une 
24.  1916: — 

IMPORTANT 

Hand  this  Circular  to  the  Man  in  Charge  of  Transportation 
Matters  for  Immediate  Attention 

The  railways  gave  notice  at  a  meeting  held  here  this 
week  that  it  was  their  intention  to  make  the  following  addi- 
tional changes  in  rates  to  the  Pacific  Coast. 

If  you  have  any  objections,  please  send  them  in  at  once, 
with  reasons  in  support  thereof,  as  we  are  to  have  another 


meeting  on  July  6th,  at  Montreal. 

Commodity  Rates  in  Cents  per  100  lbs. 

Present  Proposed 

Hags  and  Bagging,  L.C. L    178  Cancel 

Biscuits  and  Confectionery,  C.L   173  178 

Bowling  Alley  Material,  C.L   138  145 

Carpets  and  Rugs,  L.C.L   380  Cancel 

China  and  Majolica  Ware,  L.C.L   170  300 

Cider  and  Vinegar  (minimum  weight  ad- 
vanced from  30,000  to  40,000  pounds.) 

Drugs  and  Medicines,  L.C.L   220  Cancel 

Batts  and  Caulking  Cotton,  L.C.L   195  220 

Comfortables  and  Comforters,  L.C.L   195  220 

Buttons,  Agate  and  Pants,  L.C.L   195  220 

Towels  and  Towelling.  L.C.L.  (other  than 

cotton)    310  220 

Earthenware  and  Chinaware,  L.C.L   168  170 

C.L   108  128 

Fish,   L.C.L,   195  Cancel 

Rail  or  Track  Door,  L.C.L   140  165 

Peavies  and  Logging  Tools,  L.C.L   190  Cancel 

C.L   130  135 

Hollow-ware,  Stove  Furniture,  L.C.L   185  Cancel 

Hose,  Metallic,  &  Metallic  Tubing,  L.C.L.  178  220 

Ink,  Mucilage,  Paste  and  Glue,  L.C.L   178  Cancel 

Iron  or  Steel   Bar,   Rod,   Hoop  or  Band. 

L.C.L   143  Cancel 

Bolts,  Lag  Bolts  or  Screws,  Butts,  Nut 

Locks,  Rivets  or  Screws,  L.C.L   145  Cancel 

Butts    and    Hinges,    Hasps,    Hooks,  etc., 

L.C.L   145  Cancel 

Castings    (finished).    Agricultural  Imple- 
ment, School  Desk,  Waggon,  Carriage, 

Sink  Bracket,  etc.,  L.C.L   175  Cancel 

Castings,    N.O.S.,    Sprocket    Wheels,  etc., 

L.C.L   175  Cancel 

Chain,    N.O.S..    including    Link  Belting, 

L.C.L   143  Cancel 

Nails,  Horseshoe,  L.C.L   163  Cancel 

Iron  or  Steel,  Plate  and  Steel,  No.  It  and 

heavier,  L.C.L   145  Cancel 

Iron  or  Steel  Sheet,  No.  12  and  lighter, 

L.C.L   L45  Cancel 

Horseshoes,  L.C.L   143  Cancel 

Fruit  Juice,  L.C.L   195  Cancel 

Brandy,  Gins,  High  Wines,  etc.,  L.C.L.  ..  195  Cancel 

Lawn  Mowers,  L.C.L   193  Cancel 

Paints  and  Varnish,  L.C.L   145  Cancel 

Paper  Coin  Wrappers,  L.C.L   193  215 

Envelopes  and  Stationery,  L.C.L   215  Cancel 

Fly  or  Insect  Paper,  L.C.L   195  220 

Paper  Folders,  for  filing,  L.C.L   L93  215 

Paper  Labels,  L.C.L   193  218 

Book   Paper.  News.    Poster,    Cover,  etc.. 

L.C.L   165  Cancel 


Wrapping  Paper,  L.C.L   165  Cancel 

Writing  Paper,  flat,   L.C.L   1(55  Cancel 

Writing  Paper,  plain,  L.C.L   215  Cancel 

Sad  Irons,  not  electric,  L.C.L   145  Cancel 

Saws,  N.O.S..  and  Hand  Saws,  L.C.L   193  218 

Sledges,  Wed  ges  and  Mauls,  L.C.L   165  Cancel 

Soap,  Soap  Chips,  Washing,  Scouring  and 

Polishing  Compounds,   L.C.L   145  Cancel 

Seeds,  L.C.L   210  230 

C.L   134  148 

Shoe  Buttons,  Hooks,  Eyelets,  and  Horns, 

L.C.L   210  220 

Shoe    Button    Fastenings    (wire  staples), 

L.C.L   L93  220 

Spices,    Nutmegs,    Mustard,    Pepper,  etc., 

L.C.L   190  220 

Tacks  (for  shoe  machines),  L.C.L   190  218 

Tacks,  Iron,  L.C.L   193  Cancel 

Wire  Fencing,  L.C.L   190  Cancel 

Twine  and  Cordage.  L.C.L   175  Cancel 

Wire,  Insulated  or  Covered,  L.C.L   200  Cancel 

Wuc  Iron,  Plain  or  Galvanized,  Tinned  or 

Coppered,  L.C.L   17s  Cancel 

W  ire,  Telephone  or  Electric  Light  Cables, 

L.C.L   300  Cancel 

(  )il    Cloth,    Linoleum,    Cork    Carpet,  etc., 

L.C.L   135  Cancel 


The  present  rate  shown  above  will  be  found  in  C.P.R. 
Tariff  No.  E.  3633,  C.N.R,,  No.  E.  706,  and  G.T,R„  No,  C,N, 
1 54. 

Yours  faithfully, 
J.  E.  Walsh, 
Manager,  Transportation  Dept. 

L.C.L. — Less  than  car  loads. 

C.L. — Car  loads. 
N.O.S. — Not  otherwise  specified. 

Cancel. — Commodity  rate  cancelled.  Class  rates  to  apply  in 
future. 


Milk  Products  Factory  at  Burford 

The  Canadian  Milk  Products,  Limited,  Mail  Build- 
ing', Toronto,  announce  that  a  property  has  been  se- 
cured in  the  village  of  Burford,  Out.,  for  the  erection 
uf  a  milk  product  plant.  This  plant,  it  is  claimed,  will 
be  unique  in  building  construction  for  several  reasons. 
For  example,  the  walls  of  the  building  will  be  built  of 
8-in  \  10-in  x  16-in.  vitrified  salt  glazed  rock  face  tile, 
'1  he  building  will  be  one  storey  construction,  with  a 
floor  area  of  approximately  1(>U  ft.  x  10  ft.  The  roof 
will  he  o|  wood  and  finished  with  tar  and  gravel. 

The  machinery  and  equipment  of  this  plant  will  he 
the  most  up-to-date  obtainable,  built  especially  for 
the  production  of  powdered  milk.  This  company  al- 
ready have  two  fine  plants  in  Canada,  at  Brownsville, 
Out.,  and  Belmont,  Ont.,  but  these  will  be  excelled  by 
the   Burford  plant.  All 

machinery  and  apparatus 
handling  the  liquid  milk  will  be  porcelain  lined,  for 
sanitary  reasons.  All  apparatus  which  will  handle 
the  powdered  milk  after  it  has  passed  beyond  the  li- 
quid state  will  be  constructed  in  the  most  sanitary 
way  lor  handling  and  production  of  such  an  import- 
ant and  staple  food  product. 

Milk  powder  is  coming  into  a  common  use  in  con- 
struction and  engineering  camps,  where  condensed 
and  evaporated  milk  only  have  been  used  in  the  past. 
Having  milk  in  an  absolutely  dry  and  pure  .state  offers 
advantages  that  any  employer  of  large  numbers  of 
men  can  readily  realize.  No  foreign  or  chemical  in- 
gredients of  any  kind  are  used  in  the  production  of 
powdered  milk.  It  is  nothing  but  all  id'  the  pure  solids 
of  the  fresh  liquid  milk  obtained  by  evaporating  the 
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v  per  Vint.  of  water  from  the  fresh  liquid  milk  as 
it  comes  tr«>m  the  cows.  The  whole  process  is  car- 
ried I'll  without  subjecting  the  milk  to  a  temperature 
higher  than  the  Standard  temperature  of  pasteuriza- 
tion. This  company  state  that  the  only  milk  used  In- 
all  oi  the  soldiers  in  every  camp  in  Canada  since  the 
beginning  of  the  war  has  been  powered  milk  made  by 
Canadian  Milk  Products,  Limited. 

I  low  the  Contractor  Can  Advertise  and  Get 
Results 

"How  can  a  general  contractor  advertise?" 

\\  hu  h,  of  course,  means  how  can  he  obtain  the 
righl  kind  of  publicity;  the  kind  that  will  do  more 
than  till  advertising  space  and  cost  money — in  a  word, 
the  kind  that  pulls? 

The  principles  of  advertising  are  the  same  whether 
you  arc  endeavoring  to  sell  books,  bricks,  or  office 
buildings,  or  seeking  to  get  your  name  on  the  archi- 
tect *>  h-t>.  The  only  things  that  change  are  the  man- 
ner and  methods  of  publicity.  A  general  contractor 
must  therefore  adopt  methods  suitable  to  his  own  par- 
ticular business,  which,  by  the  way,  is  decidedly  dif- 
ferent from  any  other  type  of  business,  and  must  have 
it-  advertising  done  and  copy  written  by  men  who 
understand,  in  a  most  comprehensive  manner,  the  de- 
tails and  intricacies  of  the  building  trade. 

Then,  again,  the  advertising  must  be  of  a  twofold 
nature,  inasmuch  as  its  appeal  must  reach  both  archi- 
tects and  owners — two  different  types  of  men,  and  in 
in-  ■  —  t  cases  with  very  little  in  common  so  far  as  their 
training  is  concerned. 

To  the  architect,  the  builder's  advertisement  must 
appeal  with  such  riveting  force  as  to  be  ever  before 
him.  If  not  in  a  physical  manner,  at  least  mentally  it 
must  make  a  little  dent  in  his  mind  and  "ring  the  bell" 
at  the  psychological  moment  when  the  architect  is 
making  up  his  list  of  bidders,  and  the  nearer  the  top 
of  the  list  the  better  his  chance  of  always  being  among 
t he  favored  few. 

Von  may  say  that  you  already  do  enough  estimat- 
ing and  are  now  working  overtime  trying  to  land  jobs. 
Are  voii  on  the  lists  of  all  of  the  prominent  architects, 
the  men  for  whom  you  would  like  to  estimate?  Are 
you  in  a  position  to  select  the  good  prospects  and 
avoid  the  poor  ones?  In  a  word,  are  you  competing 
against  men  who  do  the  same  cadibre  of  work  that  you 
are  doing,  or  are  you  forced  out  of  your  class  because 
you  are  not  on  the  chosen  lists?  If  you  cannot  ans- 
wer these  questions  to  your  entire  satisfaction,  then 
you  are  ready  for  serious  thought  on  the  question  of 
advertising. 


Revising  Quebec  Health  Laws 

Sir  John  Kennedy  and  Messrs.  W.  S.  Lea,  J.  O. 
Meadows,  and  A.  Surveyer,  represented  the  Canadian 
Society  of  Civil  Engineers  as  a  deputation  to  the  Su- 
perior Board  of  Health  of  the  Province  of  Quebec,  re- 
questing amendments  to  the  Provincial  Llealth  Act. 
It  was  suggested  that  at  least  two  engineers  should 
hold  membership  on  the  Superior  Board  in  view  of  the 
importance  of  engineering  in  sanitary  undertakings; 
that  plans  submitted  to  the  Superior  Board  should  al- 
ways be  prepared  by  competent  engineers;  that  rules 
be  enacted  governing  the  filing  of  plans;  that  exten- 
sions to  plans  should  be  submitted  to  the  Board  the 
same  as  new  projects;  and  that  no  municipality  be  al- 
lowed to  submit  projects  for  waterworks  to  the  elec- 
tors without  first  having  secured  the  approval  of  the 
Superior  Board.  Consideration  was  promised  to  the 
suggestions. 


New  Sherbrooke  Bell  Exchange 


The  lull  Telephone  Co.  of  Canada,  have  recently  com- 
pleted  the  erection  of  a  new  office  and  exchange  building  on 
Strathcona  Square,  at  the  corner  of  Terrace  Street,  in  the 
city  <>i  Sherbrooke.  The  building  has  a  frontage  of  40  feet 
nn  Strathcona  Square,  and  a  depth  of  approximately  75  feet 
on  Terrace  Street.  It  is  :i  storeys  and  basement  high,  and 
provision  is  made  lor  a  future  additional  storey  and  also  for 
the  ultimate  extension  of  the  building  to  the  extreme  end 
of  the  lot. 

It  is  designed  and  built  according  to  the  most  modern 
practice  applied  to  this  type  of  telephone  buildings;  and  in 
relation  to  tire  resisting  eonstructional  methods.  The  struc- 
tural floors,  beams,  columns,  exterior  wall,  interior  main 
partitions,  are  of  reinforced  concrete,  brick,  stone,  cement, 
terra  cotta,  etc.  Wood  is  practically  eliminated  throughout 
tin  construction.  The  Terrace  Street  front  and  the  east  side, 
looking  towards  Wellington  Street,  are  built  of  Queenston 
limestone,  carried  on  a  Stanstead  gray  granite  base  beneath. 

The  treatment  is  simple  and  dignified  and  was  design- 
edly made  to  harmonize  with  the  adjacent  buildings  facing 
on  Strathcona  Square.    The  main  entrance  in  the  centre  of 


the  front,  looking  over  the  square,  is  approached  from  either 
side  by  a  stone  terrace  finished  with  a  granite  parapet,  on 
the  balustrade  of  which  are  two  handsome  electric  lamp 
posts,  which  efficiently  illuminate  the  front  of  the  building. 

From  the  main  entrance  vestibule  to  the  operating  room 
on  the  third  floor  there  is  a  continuous  corridor  and  stair- 
case hall,  separated  from  the  adjacent  offices  and  other 
apartments  in  the  most  fire-resisting  manner  possible.  The 
doors  from  it  entering  into  these  other  premises  being  Un- 
derwriters' hollow  steel,  3  point  lock  pattern.  The  windows 
throughout  are  Underwriters'  pattern,  made  of  hollow  metal 
and  glazed  with  heavy  wired  glass.  On  the  right  hand  of 
the  ground  floor  corridor,  at  the  top  of  the  vestibule  steps, 
is  a  commodious  public  office  and  pay  station,  giving  direct 
access  to  the  Division  Superintendent,  business  office,  and 
telephone  booths. 

Special  provision  is  made  in  the  entrance  vestibule,  so 
that  it  can  be  used  by  the  public  to  telephone  after  offices 
are  closed  for  the  day.  Behind  the  public  and  business  offi- 
ces are  those  of  the  Local  Plant  Department,  and  lavatories 
for  men  and  women,  finished  with  impervious  floors,  marble 
trim,  and  high-grade  type  of  basins  and  sanitary  fittings;  ami 
on  the  left  hand  side  of  the  main  corridor,  directly  opposite 
the  Bell  Telephone  Co.'s  public  office,  are  the  offices  of  the 
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Eastern  Townships  Telephone  Co.  The  terminal  and  battery 
rooms  are  arranged  across  the  front  of  the  first  storey,  while 
the  operators'  cloak,  lunch,  retiring  and  toilet  rooms  occupy 
the  balance  of  this  Moor  at  the  rear. 

The  whole  of  the  second  floor  will  be  used  for  the  oper- 
ating room.  At  the  rear  from  the  operating  room  to  the 
yard  level  is  an  iron  fire  escape  communicating  with  each 
floor,  and  so  arranged  that  it  is  almost  impossible  for  it  to 
be  obstructed  by  smoke  from  the  adjacent  doors  or  windows. 
Lt  is  really  a  complete  exterior  staircase,  as  efficient  and  easy 
ro  go  up  and  down  as  the  main  interior  staircase;  differing 
entirely  in  this  respect  from  the  fire  escapes  very  generally 
seen. 

In  the  basement  are  linemen's  and  inspectors'  quarters, 
furnaces  and  coal  rooms,  fireproof  stock  and  general  store- 
rooms. At  the  rear  of  the  property  is  a  2-storey  brick  stores 
shed,  30  feet  long  by  about  16  feet  wide,  for  the  storage  of 
cable  reeds,  wire,  and  other  heavy  supplies. 

When  the  telephone  service  grows  to  such  an  extent  that 
the  present  operating  room  will  not  accommodate  sufficient 
switchboards,  it  will  mean  necessarily  that  it  and  the  first 
floor  beneath  will  be  extended  backwards  to  provide  addi- 
tional operating  room,  terminal  room,  operators'  accommo- 
dations, and  the  consequent  extension  of  the  space  required 
on  the  ground  floor  for  commercial  or  plant  offices.  This 
can  be  done  at  any  time,  or  from  time  to  time  as  required,  to 
the  limit  of  the  rear  end  of  the  lot,  without  at  any  time  dis- 
turbing the  existing  service  or  business  conditions  which  may 
have  accommodations  in  the  building  at  the  time  that  any 
such  extension  may  be  required.  The  building  was  designed 
by  Mr.  W.  J.  Carmichael,  and  constructed  by  Anglins,  Lim- 
ited, Montreal. 


A  budget  of  comment  presented  in  the  interest  of  public  welfare, 
independent  of  party  politics  and  with  malice  toward  no  one. 


"Defective"  Ammunition  Traffic 

In  the  House  of  Commons,  May  13,  1916,  Mr.  D.  I). 
McKenzie,  M.P.,  charged  Sir  Sam  Hughes  with  the  follow- 
ing transaction: — 

"That  it  appears  from  official  papers  laid  on  the  table 
of  this  House,  that  the  Minister  of  Militia,  since  the  begin- 
ning of  the  war,  illegally  and  without  any  power  or  auth- 
ority, sold  a  quantity  of  small  ammunition  exceeding  3,000,000 
rounds,  to  J.  Wesley  Allison,  who  represented  himself  as 
acting  for  Vickers,  Maxim,  Ltd.,  at  a  price  of  $20  per  thous- 
and rounds.  That  the  quantity  first  intended  to  be  sold 
was  5,000,000  rounds,  and  that  over  3,000,000  rounds  was 
actually  delivered." 

According  to  the  Hansard  report,  Sir  Robert  Borden, 
on  the  same  day,  defending  the  transaction,  stated  that: — 

"The  only  ammunition  sold  is  Mark  VI.,  two  million 
rounds  of  which  had  been  condemned  as  absolutely  unser- 
viceable." 

It  has  since  developed  in  the  evidence  given  before  the 
commission  of  inquiry  presided  over  by  Sir  Charles  David- 
son, that  this  "absolutely  unserviceable"  ammunition  was 
sold,  through  the  agency  of  Mr.  J.  Wesley  Allison,  to  the 
British  Admiralty. 

When  the  Auditor-General  in  the  first  instance  drew  the 
attention  of  Sir  Thomas  White  to  the  transaction,  by  asking 
for  an  Order-in-Council  after  vainly  asking  for  one  from 


the  Department  of  Militia,  he  made  the  following  statement 
in  the  letter  to  the  Minister  of  Finance: — 

"I  have  reason  to  believe  that  the  ammunition  was  re- 
sold at  an  advance  of  about  25  per  cent.,  and  that  its  des- 
tination was  not  Vickers,  Limited.  I  may  be  mistaken  in 
this,  but  Colonel  Allison's  connection  with  the  transaction 
does  not  tend  to  allay  suspicion." 

Sir  Sam  Hughes,  following  the  lead  of  Sir  Robert  Bor- 
den in  defending  the  transaction,  according  to  the  Hansard 
report,  denounced  and  threatened  the  Auditor-General  in  the 
following  terms: — 

"But  when  the  Auditor-General  undertakes  to  say  what 
he  has  said  in  the  document  which  lias  been  read;  when  he 
makes  reflection  upon  a  gentleman  who  has  more  honor  in 
his  little  finger  than  the  Auditor-General  has  in  his  whole 
carcass,  I  want  to  tell  him  that  I  will  find  some  means  of 
reaching  the  Auditor-General." 

In  the  same  Hansard  report  the  Dominion  Minister  of 
Militia  said:— 

"The  statement  was  made  that  it  was  not  known  where 
the  ammunition  was  going.  The  correspondence  brought 
down  clearly  shows' that  it  was  ordered  by  the  firm  of  Vic- 
kers-Maxim,  one  of  the  most  reputable  firms  in  the  world, 
and  was  shipped  to  them,  and  that  the  money  was  paid  by 
them  to  the  Bank  of  Montreal  in  England.  The  statement 
was  made  that  the  ammunition  was  resold.  That  statement 
is  absolutely  untrue.  The  ammunition  was  sold  to  Vickers- 
Maxim  and  the  address  given  of  one  of  their  officers." 

Before  the  Davidson  Commission  on  May  25,  a  few  days 
after  Sir  Sam  Hughes'  assertion  in  the  House  of  Commons. 
Mr.  F.  Orr  Lewis,  president  of  Canadian  Vickers,  Limited, 
gave  the  following  evidence: — 

"May  1  state  that  Canadian  Vickers  had  no  interest  in 
the  matter,  and  the  English  firm  of  Vickers  had  no  interest 
in  it." 

Furthermore,  with  regard  to  the  charge  that  the  ammu- 
nition had  been  resold  at  an  increase  of  25  per  cent.,  Sir  Sam 
Hughes  stated  in  the  House  of  Commons  (Hansard  report, 
May  13,  1916):— 

"There  was  no  commission  paid,  offered,  or  asked  for,  by 
anyone  in  the  transaction.  That  was  brought  out  this  morn- 
ing before  the  Davidson  Commission.  We  got  $20,  and  that 
was  all  that  was  paid  for  the  ammunition,  so  that  there  could 
not  be  any  commission." 

Before  the  Davidson  Commission  it  lias  since  been 
brought  out  that  the  ammunition  was  actually  sold  to  the 
British  Admiralty;  and  on  June  13,  last  Tuesday,  Auditor- 
General  Fraser  produced  a  cable  from  the  Colonial  Secre- 
tary stating  that  the  price  paid  by  the  Admiralty  for  the  am- 
munition was  $25  per  thousand,  f.o.b.  Canada,  plus  freight 
and  insurance.  The  communication  was  sent  and  the  reply- 
received  through  H.R.H.  the  Governor-General. 

Thus  the  evidence  of  June  13;  and  the  following  is  from 
Sir  Sam  Hughes'  statement  as  printed  in  Hansard  of  May 
13:—  I 

"This  ammunition  was  first  ordered,  I  say,  by  the  mem- 
bers of  the  Vickers  firm.  Finally  it  was  ordered  by  Col.  J. 
Wesley  Allison,  who  has  the  honor  of  being  the  Vickers 
representative,  and  who  had,  and  still  has,  the  honor  of  hav- 
ing been  selected  by  the  special  representative  of  the  British 
Government  as  agent  in  the  United  States  of  America  in 
respect  of  very  large  matters  of  international  concern.  He 
is  a  gentleman  who  to-day  stands  high  in  the  estimation  of 
the  people  of  the  country,  not  from  fear — " 

Protests  at  this  point  interrupted  the  Dominion  Minis- 
ter in  the  I  louse  of  Commons.  A  heavy  national  and  Im- 
perial responsibility  is  plainly  developing  upon  Sir  Charles 
Davidson,  as  Commissioner  inquiring  into  the  sale  of  Cana- 
dian Government  ammunition,  "absolutely  unserviceable" 
and  "defective,"  to  the  British  Admiralty. — Ottawa  Citizen 
( I  ndependent  Conservative"). 
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Mainly  Constructional 

l  isl  Mid  West    Prom  Coast  to  Coast 


Work  on  the  e»vic  street  car  barns  on  Bracondale  Ave- 
nue, Toronto,  for  which  the  permit  was  recently  issued,  has 
lust  In-ill  commenced. 

A  permit  for  $6,000  has  been  issued  to  the  Victor  Saw 
W  orks,  of  Hamilton,  for  the  erection  of  a  factory  on  Adam 
Street,  to  be  built  of  brick.    11.  C.  Gumo  is  the  contractor. 

Pig  iron  production  in  May  broke  all  records,  the  output 
of  a.:»51.07:t  tons  being  13,382  above  the  previous  monthly 
maximum  and  the  daily  average  of  108,099  running  43:$  tons 
ahead  of  the  earlier  record. 

It  is  understood  that  a  new  company  has  been  formed 
t"  bu>  the  property  of  the  Standard  Ideal  Company,  at  Port 
Hope.  Ont  This  company  is  engaged  in  the  manufacture  of 
-.unitary  enamelled  goods,  bathroom  fixings,  etc. 

The  John  I-'..  Russell  C  ontracting  Co.  and  the  Weddell 
Company,  of  Trenton,  who  were  awarded  the  contracts  for 
the  new  crib  and  concrete  headwall  in  connection  with  the 
Toronto  harbor  improvements,  have  started  operations. 

It  has  been  recommended  by  the  Hamilton  Board  of 
Control  that  Mr.  E.  R.  Gray,  assistant  city  engineer,  be  ad- 
vanced to  the  chief  engineership,  and  that  Mr.  A.  P.  Kap- 
pele.  the  present  secretary  of  the  works  department,  be  made 
business  manager. 

Building  operations  in  the  city  of  Quebec  continue  to  be 
very  extensive.  There  were  415  permits  issued  in  one  week 
recently,  representing  the  sum  of  $115,475.  Amongst  these 
was  included  a  permit  for  a  new  wing  on  the  Young  Men's 
Christian  Association  building,  St.  Anne  Street,  for  $57,000. 

The  Bricklayers'  International  Union  recently  elected 
the  following  officers: — President,  William  Jenoves;  vice- 
president,  John  Spencer;  permanent  secretary,  Joseph  Pem- 
ber;  treasurer,  W.  Thorn:  recording  secretary,  E.  Keen- 
worth:  trustees.  J.  Addams,  W.  Damp,  O.  W.  Wills;  guards, 
J. dm  McCulloch,  B.  Loeman. 

The  Calgary  Herald  reports  that  E.  R.  Leverson,  of 
that  city,  a  building  contractor,  who  was  connected  with 
the  construction  of  the  elevators  of  the  Alberta  Farmers' 
Co-operative  Company,  in  1913  and  1914,  has  been  arrested 
on  charges  of  fraud,  conspiracy  and  contravention  of  the 
Secret  Commissions  Act.  which  total  many  thousand  dollars. 

At  the  annual  meeting  of  the  Regina  Builders'  Exchange- 
held  recently,  the  following  officers  were  elected  for  the 
coming  year: — President,  W.  M.  Wilson;  vice-president,  D. 
I>.  Smith:  secretary.  M.  L.  Moyer;  treasurer,  A.  Young; 
executive  committee.  W.  R.  Harris,  R.  J.  Lecky,  D.  J.  Mac- 
Kay  W.  R.  Talbot.  W.  Whiteford,  J.  M.  Adam,  W.  J,  Has- 
tings. J.  M.  Taylor,  and  T.  A.  Wilson. 

The  Montreal  Committee  on  Public  Monuments  has  sug- 
gested to  the  City  Council  that  an  aesthetic  committee  be 
organized  for  Montreal  and  that  no  building  permit  should 
be  granted  until  the  plans  are  accepted  by  the  committee. 
The  latter  is  to  have  the  power  of  deciding  on  the  building 
line,  the  height  and  material  of  the  building,  as  well  as  the 
designs  of  the  facades  on  the  principal  city  streets. 

The  annual  meeting  of  the  shareholders  of  Saskatchewan 
Coal.  Brick  &  Power,  Ltd..  was  recently  held  at  Estevan, 
Sask..  and  it  was  decided  to  make  a  call  for  an  additional  25 
per  cent,  of  the  prescribed  capital,  for  the  purpose  of  meeting 
the  payment  on  the  purchase  price  of  the  property  and  con- 
tinuing development  of  the  business.  President  Kennedy, 
vice-president  J.  E.  Loughlin.  and  secretary-treasurer  J.  G. 
Moffatt  were  re-elected,  along  with   a  board  of  directors 


composed  qf  prooiinehl  business  men  and  farmers  of  the 
province. 

\i  a  recent  meeting  of  the  Nova  Scotia  Steel  &  Coal 
1  ompany's  directors,  the  regular  preferred  dividend  for  the 
Quarter  ending  June  30th,  was  declared,  and  it  was  reported 
that  shipments  during  the  month  of  May  bad  created  a  new 
monthly  record,  and  thai  several  new  daily  records  also  were 
made  during  the  month.  The  work  of  building  the  steamer 
at  \  ew  Glasgow  in  which  the  company  is  interested,  has  be- 
gun, the  bending  of  the  frames  having  started  a  short  time 
ago.    The  steamer  will  be  8,000  tons  register. 

1 1  on.  Finlay  Macdiarniid,  Minister  of  Public  Works,  an- 
nounces that  the  result  of  the  inspection  tour  of  the  proposed 
new  highway  between  Ottawa  and  Prescott,  from  which 
Deputy  Minister  McLeod  has  just  returned,  a  government 
survey  for  the  highway  will  be  undertaken  almost  immedi- 
ately. Tlic  survey,  it  is  expected,  will  occupy  about  a  month, 
and  a  survey  party  of  tin  men  will  be  engaged.  The  appoint- 
ment of  a  commission  will  not  be  made  until  after  the  sur- 
vey has  been  completed.  I(  is  expected  that  the  work  will 
cost  somewhere  in  the  neighborhood  of  $000,000. 

A  new  industry  will  be  started  in  Winnipeg,  Man.,  very 
shortly  by  the  Western  Canada  Marble  &  Tile  Co.,  Ltd.  The 
old  site  of  the  Lewis  Carriage  Co.'s  works,  on  West  Portage 
Avenue,  which  has  a  frontage  of  110  feet  and  a  depth  of  659 
feet,  has  been  purchased  by  the  new  concern.  The  old  build- 
ing will  be  used,  and  a  new  finishing  plant,  172  ft.  x  52  ft., 
has  been  practically  completed.  W.  B.  Purtell  is  the  presi- 
dent of  the  company,  the  vice-president  is  Harold  Smith,  and 
I  lie  secretary  and  treasurer,  J.  C  Purtell.  The  plant  will 
cost  $10,000  and  the  machinery  installed  about  $20,000  more. 

About  1,100  workmen  and  100  teams  are  at  present  em- 
ployed, working  night  and  day,  on  the  main  block  of  the 
Parliament  Buildings  at  Ottawa,  reducing  such  parts  of  the 
structure  as  the  lire  did  not  destroy,  and  reconstructing  the 
building.  In  spite  of  the  large  scale  of  operations  it  will  be 
at  least  two  years,  and  more,  probably  three,  before  the  work 
has  been  completed.  Peter  Lyall  &  Sons  have  undertaken 
the  rebuilding  of  (he  main  block  on  a  commission  basis,  10 
per  cent,  of  the  total  cost,  it  is  understood,  at  present  esti- 
mated to  be  about  $4,000,000.  The  western  wing  is  to  be  torn 
down,  and  it  is  in  this  section  that  the  new  House  of  Com- 
mons and  the  Senate  are  to  be  located.  Peter  Lyall  &  Sons 
will  equip  a  stone-cutting  plant  for  the  cutting  of  the  sand- 
stone blocks  necessary  for  the  reconstruction. 


Obituary 

The  death  is  announced  of  Mr.  E.  L.  Rowan-Legg.  C.E., 
of  the  Department  of  the  Interior,  Ottawa,  at  the  age  of  69 
years.  He  came  to  Canada  from  Ireland,  his  birthplace,  in 
L869,  and  was  one  of  the  engineers  engaged  on  the  location 
survey  on  the  Dawson  route  of  the  C.P.R.,  and  also  in  the 
construction  of  C.P.R.'s  North  Shore  Line.  In  1883  he  en- 
tered the  Topographical  Survey  of  the  Dept.  of  the  Interior 
and  has  been  actively  engaged  there  since. 

Alderman  R.  M.  Roy,  C.E.,  chairman  of  the  works  com- 
mittee of  the  city  of  Hamilton,  Out.,  passed  away  recently, 
following  an  illness  which  confined  him  to  the  house  for 
about  a  month.  The  deceased  alderman  was  a  native  of 
Belleville,  where  he  received  his  education  and  entered  the 
employ  of  J.  &  G.  Brown,  building  contractors.  A  short 
time  later  his  exceptional  ability  won  him  a  position  with 
the  engineering  department  of  the  Grand  Trunk  Railway  and 
afterwards  with  the  engineers'  staff  of  the  Central  Bridge 
Works,  of  Peterboro.  About  twenty  years  ago  Mr.  Roy 
went  to  Hamilton  to  assume  charge  of  the  highway  bridge 
work  of  the  Hamilton  Bridge  Works  Company,  Limited, 
and  five  years  ago  he  became  manager  of  the  company.  For 
three  years  he  had  served  as  alderman,  during  two  of  which 
be  bad  been  chairman  of  the  works  committee. 
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Ghlorination  Requires  Careful  Supervision 

By  Joseph  Race* 

WHEN  chlorination  was  first  introduced  for  the 
sterilization  of  water  and  sewage,  all  that 
was  required  was  the  addition  of  the  hypo- 
chlorite; the  process  was  then  supposed  to 
take  care  of  itself.  'Pests  show  that  greatest  efficiency 
depends  upon  attention  to  details. 

Hypochlorite  solution  was  added  in  the  sedimenta- 
tion basin  at  the  entrance  of  the  Ottawa,  Canada, 
water  intake  July,  1914,  by  means  of  a  perforated  pipe. 
The  mixture  was  effected  as  thoroughly  as  possible 
without  recourse  to  mechanical  methods.  During 
August  the  bleach  liquor  was  added  directly  to  the 
suctions  of  the  low -lift  pumps,  which  take  water 
from  the  sedimentation  basin  and  place  it  in  the  intake 
pipe  under  a  small  positive  pressure  until  it  reaches 
the  high-lift  pumps.  Tests  showed  that  the  latter 
method  of  mixing  gives  much  superior  results  with 
a  smaller  consumption  of  chlorine. 

Effect  of  Color 

Experiments  showed  that  color  reduces  the  effici- 
ency of  chlorination  and  necessitates  a  much  larger 
dose.  About  2]/2  times  as  much  chlorine  has  been 
found  to  be  necessary  in  treating  water  of  color  forty 
for  one  hour  at  63  deg.  Eahr.  to  get  the  results  ob- 
tained with  water  practically  free  from  color.  Water 
at  the  Montreal  intake,  free  from  color,  required  about 
0.3  part  per  million  of  available  chlorine  for  satisfac- 
tory treatment. 

Tests  to  determine  the  effect  of  temperature 
shovyed  that  10  ce.  of  water  of  color  forty  containing 
0.4  part  per  million  of  ayailable  chlorine  retained  only 
two  of  the  original  424  colonies  after  being  subjected 
to  a  temperature  of  36  deg.  Fahr.  for  twenty-four 
hours.  All  colonies  were  destroyed  after  twenty-four 
hours  at  70  deg.  Eahr.  and  only  three  of  the  original 
424  colonies  remained  when  a  temperature  of  98  deg. 
Eahr.  was  manitained  for  four  and  one-half  hours- 
It  has  been  stated  that  after  the  preliminary  germi- 
cidal action  has  subsided  a  second  phase  occurs  in 
which  there  is  an  accelerated  growth  of  organism 
known  as  aftergrowth.  The  aftergrowths  obtained 
under  usual  working  conditions  vary  according  to  the 
dosage  of  chlorine.  When  it  is  small  few  actiye  or- 
ganisms, in  addition  to  spore  bearers,  will  escape  des- 
truction. Others  will  suffer  a  reduction  of  reproduc- 
tive  capacity. 

There  is  a  persistent  decrease  in  the  number  of  B. 
coli  organisms  as  the  contact  period  is  increased.  The 
time  required  for  the  completion  of  two  cycles  com- 
prising the  first  reduction  caused  by  the  chlorine,  the 
increase  or  aftergrowth  and  the  final  reduction  due  to 
lack  of  suitable  food  material,  depends  upon  various 
factors  of  which  the  dosage  and  temperature  are  the 
most  important.  With  a  small  dosage  the  germicidal 
period  is  short  and  the  second  phase  quickly  reached; 
with  large  doses  the  second  phase  is  not  reached  with- 
in forty-eight  hours. 

Low  temperatures  reduce  the  velocity  of  the  germi- 
cidal action  but  extend  the  period  over  which  it  is  ef- 
fective. The  higher  the  temperature  the  quicker  are 
the  action  and  development  of  the  aftergrowth.  These 
statements  refer  onlv  to  the  total  bacteria  as  found  by 
development  on  nutrient  agar.  The  II.  coli  did  not  act 
in  this  way  and  persistently  diminished  in  every  case. 

Tests  were  made  to  determine  the  free  carbonic 
acid  in  the  raw  and  treated  waters  at  Ottawa.  During 
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a  period  of  excessive  turbidity  and  pollution  a  heavy 
dose  of  chlorine  was  used  and  an  increase  in  the  free 
carbonic  acid  resulted.  It  was  found  that  there  was 
no  increased  corrosive  action  due  to  that  acid.  With 
the  usual  dosages  of  chlorine  the  increased  electric 
conductivity  had  no  practical  significance  at  ordinary 
temperatures-  At  temperatures  approaching  the  boil- 
ing point  of  water  the  percentage  increase  of  conduc 
tivity  is  somewhat  greater  and  possibly  of  practical 
importance.  j 

Experiments  were  made  to  ascertain  whether  the 
B.  coli  found  after  chlorination  were  more  resistant 
to  chlorine  than  the  original  culture.  The  colonies 
surviving  after  treatment  with  comparatively  large 
doses  were  fished  into  lactose  broth  and  this  culture 
used  for  a  second  chlorination.  The  surviving  organ- 
isms were  again  fished  and  the  process  repeated  sev 
eral  times.  No  evidence  was  obtained  that  the  sur- 
viving organisms  were  in  any  way  more  resistant  to 
chlorine  than  the  original  culture.  A  number  of  the 
colonies  surviving,  several  chlorinations  were  culti- 
vated in  lactose  broth.  All  of  the  cultures  produced 
less  acid  than  the  original  one  and  the  average  was 
considerably  less  than  the  original  cultivated  under 
the  same  conditions,  showing  that  the  bio-chemical 
activity  was  diminsihed. 


New  Machine  Shop  in  Gait 

The  Roelofson  Machine  &  Tool  Co.,  Ltd.,  have  de- 
cided to  build  a  modern  factory  building  in  the  lack- 
son  Park  manufacturing  district  in  Gait,  <  >nt.,  and 
work  on  the  plant  is  already  under  way.  Mr.  K.  < 
Roelofson  is  president  and  general  manager  of  the 
company,  and  his  brother,  Mr.  A.  C.  Roelofson.  will  be 
works  manager.  The  company,  which  is  at  present 
located  in  Toronto,  are  the  Canadian  representatives 
for  the  Potter  and  Johnston  Machine  Co.,  of  Pawtuc- 
ket,  Rhode  Island,  and  will  use  part  of  the  new  works 
as  a  warehouse  for  the  lines  of  the  American  firm.  The 
head  office  and  sales  office  of  the  company  will  still  be 
maintained  at  1501  Roval  Bank  Building,  Toronto. 
The  new  building,  of  which  J.  E.  Evans  is  the  archi- 
tect, will  be  located  on  a  three-acre  site-  It  will  have 
a  concrete  foundation,  with  concrete  floors  through- 
out, and  will  be  single  storev  of  red  brick  superstruc- 
ture, with  artificial  stone  trimmings,  made  locally.  It 
will  be  of  an  L-shape,  with  a  frontage  of  185  feet  on 
Beverly  Street  and  a  depth  of  105  feet,  exclusive  of 
office  and  boiler  room.  The  boiler  room  w  ill  be  28  x  30 
feet  in  dimensions,  also  one  storev,  and  excavated  to 
a  depth  of  eight  feet  below  the  main  floor  to  provide 
gravity  return  for  the  heating  system.  This  building 
will  be  separate  from  the  main  plant.  The  office,  which 
will  be  located  on  the  southeast  corner  of  the  plant, 
will  be  two  storeys,  30  ft.  x  42  ft.  (  )n  the  lower  floor 
will  be  a  vestibule,  general  office,  two  private  offices, 
vault  and  lavatories.  and  on  the  second  floor  there  will 
be  located  the  drafting  room,  superintendent's  office, 
vault,  and  the  necessary  lavatory  accommodation.  In 
the  factory  building  all  the  windows  will  be  of  steel 
sash  and  the  factory  when  completed  will  be  one  of 
the  most  modern  in  Ontario.  The  framing  and  roof 
ing  will  be  of  mill  construction,  with  the  latest  method 
of  saw-tooth  lighting,  all  the  light  coming  from  the 
north.  Provision  has  been  made  for  future  extensions 
to  the  east.  Thomas  and  Hancock  are  the  contractors 
for  the  new  plant. 


Railways  in  Britisli  Columbia  are  experiencing  a  short- 
age of  labor  for  construction  work. 
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News    of    Special    Interest    to   Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Chatham,  Ont. 

The  City  Council  contemplate  the 
construction  ol  about  :t. Tno  square  yards 
of  reinforced  concrete  pavement.  Chair- 
man of  Board  of  \\..rks.  W.  A.  Ham- 
mond. 

Hull.  Que. 

The  City  Council  are  considering  the 
construction  of  sewers  at  an  approxi- 
mate cost  of  $20,000,  and  watermains 
estimated  to  cost  $35,000.  Engineer.  J. 
P.  A.  Laforest. 

Maiden  Township.  Ont. 

A  by-law  will  be  submitted  to  the  rate- 
payers on  August  7th  to  authorize  the 
raising  of  $10,000  for  construction  of  tile 
drains.    Clerk.  E.  H.  Bratt,  Maiden. 

Merritton,  Ont. 

The  Town  Council  are  about  to  con- 
struct sidewalks  and  concrete  pavements 
by  day  labor.  Approximate  cost,  $6,000. 
Engineer,  F.  Rutherford,  24  Queen  St.. 
St.  Catharines. 

Orford  Township,  Ont. 

The  Township  Clerk.  F.  Littlejohns, 
Hichcate.  Ont..  will  receive  tenders  until 
I uly  15th  for  the  construction  of  a  quan- 
tity of  tile  drains,  varying  between  6 
and  14-inch. 

Ottawa,  Ont. 

Work  is  about  to  start  on  the  survey 
of  the  proposed  highway  between  Ottawa 
and  Prescott.  a  distance  of  about  60 
miles.  Estimated  cost.  $600,000.  Deputy 
Minister  of  Highways.  W.  A.  McLean. 
Toronto. 

The  City  Council  propose  to  lay  about 
1.410  square  yards  of  asphalt  pavement 
with  gutter,  estimated  to  cost  $5,219. 
Engineer,  F.  C.  Askwith. 

Sault  Ste.  Marie,  Ont. 

The  City  Council  are  considering  the 
construction  of  a  waterworks  system  to 
take  a  supply  from  Coldwater  Creek,  the 
estimated  cost  of  the  scheme  being  $300,- 
000.    Clerk.  R.  G.  Campbell. 

Westmount,  Que. 

The  City  Council  propose  to  spend 
$22,500  on  the  construction  of  asphalt 
pavements  on  concrete  base.  Engineer, 
P.  E.  Jarman. 

CONTRACTS  AWARDED 

Edmonton,  Alta. 

The  City  Council  have  let  the  contract 
for  construction  of  plank  sidewalks  in 
Edmonton  South  to  Hulbert  Wilson  & 
Southworth.  10363  Whyte  Avenue,  and 
the  contract  for  Edmonton  North  to 
Whitney  &  Morgan.  Approximate  to- 
tal cost.  $25,000. 

Guelph,  Ont. 

The  contract  for  supply  of  storm  sewer 


pipe  has  been  let  by  the  City  Council  to 
B,  Blair  &  Company,  Woodstock.  Ap- 
proximate amount,  $3,000. 

North  Bay,  Ont. 

The  Town  Council  rave  let  a  con- 
tract for  watermain  extensions  to  A. 
Chirico,  care  of  the  Clerk,  W.  K.  P. 
Kennedy. 


Railroads,  Bridges  and  Wharves 

Grey  County,  Ont. 

Tenders  are  now  being  received  for  the 
construction  of  a  bridge  between  the 
Townships  of  Emphrasia  and  Artemisia. 
Plans  and  specifications  with  the  Clerks 
of  both  Townships  and  with  the  Engi- 
neer, R.  McDougal,  635  Second  Avenue, 
Owen  Sound. 

Sombra  &  Chatham  Townships,  Ont. 

The  Townships  Council  are  consider- 
ing the  construction  of  ten  concrete  and 
steel  bridges. 

Toronto,  Ont. 

The  Toronto  Harbor  Commissioners 
have  filed  plans  for  the  bastion  sea  wall 
to  be  built  at  the  mouth  of  the  Humber 
River.  Engineer,  E.  L.  Cousins,  50  Bay 
Street. 

CONTRACTS  AWARDED 

Mountain,  Ont. 

The  Council  have  awarded  the  con- 
tract for  construction  of  a  concrete 
bridge  to  R.  J.  Dougall,  Hallville,  Ont. 
Approximate  cost,  $2,500. 


Public  Buildings,  Churches 
and  Schools 

Gait,  Ont. 

The  Separate  School  Board  propose  to 
build  a  two-storey  school  addition,  and- 
plans  are  being  prepared  by  John  Evans, 
30  Water  Street  North. 

Montreal,  Que. 

In  connection  with  the  erection  of  the 
proposed  building  on  St.  Lawrence  St. 
for  the  Deaf  and  Dumb  Institute,  1941 
St.  Dominique  Street,  only  the  basement 
will  be  built  this  year,  the  remainder  of 
work  being  held  over  till  next  year. 
Tenders  are  wanted  for  roofing,  plumb- 
ing, electrical  work  and  plastering. 

The  Department  of  Public  Works,  Ot- 
tawa, will  receive  tenders  until  4  p.m., 
July  10th,  for  alterations  and  additions 
to  the  heating  system  at  the  Ceneral 
Post  Office.  Plans  and  specifications  at 
office  of  R.  L.  Deschamps,  Central  Post 
Office,  and  at  the  Department.  Specifi- 
cations only  at  office  of  MacLean  Daily 
Reports,  Ltd..  25  Charlotte  Street. 
Toronto. 

New  Liskeard,  Ont. 

The  Provincial  Department  of  Public 
Works  propose  to  build  an  Agricultural 
High  School  at  an  approximate  cos!  of 
$90,000.     Plans  are  being  prepared  by 


F.  R.  Heakes,  Parliament  Buildings,  To- 
ronto.  Brick,  stone  and  steel  construc- 
tion. 

Quebec,  Que. 

In  connection  with  the  Church  which 
is  beitiK  built  for  the  Parish  of  St.  Roch. 
plans  for  the  interior  work  are  now  be- 
ing prepared  by  the  Architects,  Talbot 
&  Dionne,  16  St.  Joseph  Street. 

St.  Elie  D'Orford,  Que. 

Plans  of  a  Church  and  Presbytery  are 
being  prepared  by  F.  A'udet,  361  Dor- 
chester Street,  Sherbrooke,  and  tenders 
will  be  called.    Stone  construction. 

Yorkton,  Sask. 

Plans  are  to  be  prepared  for  a  Board- 
ing School  to  be  built  for  the  Redempt- 
orist  Order  at  an  approximate  cost  of 
$40,000.  Half  of  this  amount  will  be 
spent  this  year. 

CONTRACTS  AWARDED 

Addison,  Ont. 

The  contract  for  the  erection  of  a 
Church  for  the  Anglican  Church,  Lyn, 
Ont..  has  been  awarded  to  A.  Haggerty. 
Brockville.  Stone  construction.  Ap- 
proximate cost,  $4,000. 

Brockville,  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  a  Home  for  Old  Women 
has  been  let  to  A.  Cameron.  Alexandria. 
Ont. 

Calgary,  Alta. 

The  contract  for  plumbing  required  in 
the  erection  of  a  school  on  Centre  Ave- 
nue for  the  Separate  School  Board  has 
been  awarded  to  R.  W.  Snyder,  East 
Calgary. 

Chicoutimi,  Que. 

The  contract  for  brick  work  required 
in  the  erection  of  a  Monastery  has  been 
let  to  Ernest  Bouchard,  Begin  Avenue. 
Other  work  by  day  labor  under  supervi- 
sion of  Hermias  Lavoie.  Approximate 
cost,  $75,000.  Stone  and  brick  construc- 
tion. 

Elrose,  Sask. 

The  general  contract  for  the  erection 
of  a  school  for  School  District  No.  3478 
has  been  awarded  to  Miners  &  Ball. 
Saskatoon.    Approximate  cost,  $6,330. 

Jonquiere,  Que. 

The  School  Board  have  awarded  the 
general  contract  for  the  erection  of  a 
Convent  to  William  Lavoie  &  Frere, 
Jonquiere.  Brick,  steel  and  frame  con- 
struction.   Approximate  cost,  $15,000. 

London,  Ont. 

The  Board  of  Education  have  award- 
ed the  general  contract  for  the  erection 
of  a  Technical  School  to  John  Puther- 
bough,  1006  Wellington  Street,  at  $120,- 
000;  heating  and  plumbing  to  Egget  & 
Company,  335  Ridout  Street,  at  $29,500. 
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and  electric  wiring  to  Benson  &  Wilcox, 
264  Lindas  Street,  at  $5,300. 

Low  Point,  N.S. 

.  .The  general  contract  for  rebuilding  the 
Roman  Catholic  Church  has  been  let  to 
Frank  Redding,  North  Sydney. 

Moncton,  N.B. 

The  contract  for  painting  required  in 
connection  with  the  new  Aberdeen 
School  has  been  let  to  Nelson  Mc- 
Dougall. 

Quebec,  Que. 

In  connection  with  the  Monastery 
now  being  built  for  the  Rev.  Fathers  St. 
Sacrament,  268  Mt.  Royal  Avenue,  Mont- 
real, the  contract  for  stone  has  been  let 
to  J.  Beaucage,  St.  Marc  Descarrieres 
Street,  steel  work  to  the  Phoenix  Bridge 
&  Iron  Works,  83  Colborne  Street,  Mont- 
real, and  electrical  work  to  J.  A.  St. 
Amour,  2171  St.  Dennis  Street,  Montreal. 

Weston,  Ont. 

Contracts  for  work  required  in  an  ad- 
dition to  the  Sanitarium  have  been 
awarded  to  the  following  Toronto  firms: 
masonry,  Teagle  &  Son,  310  Davenport 
Road;  steel  work,  Reid  &  Brown,  63  Es- 
planade East;  roofing,  W.  E.  Dillon,  183 
George  Street;  plastering,  Andrew  Pet- 
rie,  457  Roxton  Road;  carpentry,  Walker 
&  Robertson,  438  Delaware  Avenue; 
painting,  J.  J.  Brennan,  260  Shaw  Street; 
wiring,  Hudson  Electric  Company,  18 
Toronto  Street;  plumbing  and  steam 
heating,  Purely  Mansell  Limited,  63  Al- 
bert Street. 


Business  Buildings  and  Indus- 
trial Plants 

Arnprior,  Ont. 

David  Caig  proposes  to  build  a  grist 
mill  and  elevator,  at  an  approximate  cost 
of  $18,000. 

Bothwell,  Ont. 

Crotty  &  Elliott  are  having  plans  pre- 
pared for  an  oil  power  house,  to  cost 
about  $5,000.     Fireproof  construction. 

Calgary,  Alta. 

Tenders  will  be  called  very  shortly  for 
closing  in  the  store  and  office  building 
which  is  in  course  of  erection  for  J.  S. 
Mackie,  First  Street  West.  Architect, 
W.  S.  Bates,  Grain  Exchange.  Approxi- 
mate cost  of  building,  $100,000. 

Dutton,  Ont. 

J.  Dent  proposes  to  build  a  sawmill 
and  barns  to  replace  those  recently  des- 
troyed by  fire.    Estimated  cost,  $4,000. 

Fenelon  Falls,  Ont. 

Alexander  Macleod,  57  Benlamond 
Avenue,  Toronto,  is  about  to  commence 
the  erection  of  two  stores,  estimated  to 
cost  $5,000,  and  is  now  receiving  tenders 
on  excavation.     Brick  construction. 

Gait,  Ont. 

The  estimated  cost  of  the  exchange 
which  the  Bell  Telephone  Company  pro- 
pose to  build  on  Ainslie  Street  East  is 
$25,000. 

Plans  are  being  prepared  by  Tohn 
Evans,  30  Water  Street  North,  for  a 
machine  shop  to  be  built  for  E.  C.  Roel- 
ofson.    Approximate  cost,  $10,000. 

Leamington,  Ont. 

Plans  have  been  prepared  for  an  ad- 
dition to  the  premises  of  the  Heintz 
Pickle  Company,  and  the  work  will  be 


done  by  the  firm's  own  men.  Concrete 
block  construction.  Approximate  cost, 
$25,000. 

New  Toronto,  Ont. 

The  Du  Pont  Fabroikoid  Company, 
864  Dufferin  Street,  propose  to  build  a 
factory,  and  are  negotiating  for  a  site 
of  11^  acres  and  concessions.  Manager, 
W.  A.  Cotton. 

Oakville,  Ont. 

The  Town  Council  have  decided  to 
secure  a  site  and  appoint  an  Architect 
for  the  proposed  Fire  Hall.  Estimated 
cost,  $10,000.     Clerk,  W.  E.  Crawley. 

Peterboro,  Ont. 

The  Bonner-Worth  Company  propose 
to  build  a  factory  at  an  approximate  cost 
of  $10,000,  and  the  by-law  to  grant  them 
certain  concessions  has  been  passed. 
Architect,  William  Langford,  Water  St. 

Quebec,  Que. 

A.  G.  Nosworthy,  130  Lockwell  Street, 
is  preparing  plans  of  a  theatre  estimated 
to  cost  $25,000,  and  also  for  a  store  to 
be  built  for  E.  &  G.  A.  Carette,  100  St. 
Paul  Street,  at  an  approximate  cost  of 
$25,000. 

Talbot  &  Dionne,  16  St.  Joseph  St.. 
are  preparing  new  plans  for  an  addition 
to  a  store  and  factory  for  the  St.  Law- 
rence Paper  Bag  Company,  103  Mar- 
guerite Street.  Tenders  will  be  called 
very  shortly.    Approximate  cost,  $20,000. 

Regina,  Sask. 

The  Imperial  Oil  Company,  Sarnia, 
Ont.,  intend  to  build  an  office  at  an  ap- 
proximate cost  of  $20,000.  Brick  and 
hollow  tile  construction.  Work  by  day 
labor. 

R.  H.  Williams  is  preparing  plans  for 
the  erection  of  an  addition  to  the  Hotel 
Kitchener,  estimated  to  cost  $27,000. 

St.  Catharines,  Ont. 

A.  E.  Nicholson,  Architect,  51  Queen 
Street,  is  preparing  plans  of  a  large  brick 
garage,  and  will  call  for  tenders  shortly. 

St.  Valician,  Que. 

The  International  Land  and  Lumber 
Company,  Limited,  propose  to  build  a 
pulp  mill  at  an  approximate  cost  of  $200.- 
000,  and  plans  are  being  prepared.  Sec- 
retary, S.  A.  Huntington,  285  Bank  St., 
Ottawa. 

Toronto,  Ont. 

The  Toronto  Carpet  Manufacturing 

Company.   1179  King  Street   West,  are 

considering  the  erection  of  a  factory. 

The  Toronto  Electric  Light  Company, 
12  Adelaide  Street  East,  propose  to  build 
a  garage  on  Scott  Street,  and  have  had 
plans  prepared.  Brick  construction.  Es- 
timated cost,  $3,000. 

J.  M.  Cowan,  65  Adelaide  Street  East, 
has  prepared  plans  for  an  addition  to  the 
parage  of  A.  Grossi,  135  Roncesvalles 
Avenue,  which  will  include  the  tearing 
down  of  a  part  of  the  existing  premises. 
Approximate  cost,  $14,000. 

The  T.  Eaton  Company  will  shortly 
call  for  tenders  on  the  erection  of  a  fac- 
tory at  Bloor  and  Dufferin  Streets,  es- 
limated  to  cost  $50,000.  Reinforced  con- 
crete construction.  Architects,  William 
Steele  &  Son,  Ryrie  Building. 

Plans  have  been  approved  l>v  James  B. 
Patterson,  403  Lansdowne  Avenue,  for 
the  conversion  of  a  garage  into  stores 
and  residences  for  J.  B.  Hall,  328  Jarvis 


Street.  Brick  construction.  Approxi- 
mate cost,  $3,000. 

Plans  have  been  drawn  for  an  addi- 
tion to  the  warehouse  of  F.  T.  James 
Company,  Limited,  29  Church  Street. 
Brick  construction.  Estimated  cost, 
$:s,000. 

D.  Bunker,  534  Roxton  Road,  propi  ises 
to  build  a  block  of  stores  and  apartments 
on  Royce  Avenue,  at  an  approximate  cost 
of  $10,000,  and  will  let  smaller  trades. 
Brick  construction. 

Plans  have  been  prepared  for  altera- 
tions to  five  stores  on  King  St.  West  for 
the  Estate  of  J.  Singer,  133  Queen  Street 
West.    Approximate  cost,  $5,000. 

Tenders  are  now  being  received  by 
M.  C.  F.  Hambly,  730  Dovercourt  Road, 
tor  the  erection  of  a  pair  of  stores  and 
apartments  for  G.  A.  Hambly,  372  St. 
Clarens  Avenue.  Architect,  W.  G,  Hunt, 
12  Queen  Street  East.  Approximate 
cost,  $6,000. 

CONTRACTS  AWARDED 

Brantford,  Ont. 

In  connection  with  the  erection  of  a 
factory  for  the  Hample  Paper  Box  Coin 
pany,  the  contract  for  plastering  has 
been  let  to  Hewson  &  Potter,  127  Erie 
Avenue,  and  painting  to  William  Kickley, 
12  Ada  Avenue. 

Calgary,  Alta. 

The  general  contract  for  the  erection 
of  an  addition  to  a  garage  for  E.  Hume, 
118  Eighth  Avenue  West,  has  been  let 
to  Rogers  Brothers.  Brick  construction. 
Estimated  cost,  $5,000. 

Campbellford.  Ont. 

The  general  contract  for  rebuilding  the 
premises  of  the  Northumberland  Paper 
&  Electric  Company  has  been  awarded 
to  T.  McManus,  Campbellford.  Stone, 
cement,  lumber  and  steel  will  be  used. 
Approximate  cost,  $60,000. 

Cochrane,  Ont. 

The  general  contract  for  the  erection 
of  a  store  on  Sixth  Avenue  for  W.  S. 
Carter  has  been  let  to  Oliver  Edwards. 
Brick  and  concrete  construction.  Ap- 
proximate cost,  $4,500. 

Hamilton,  Ont. 

The  general,  masonry,  carpentry  and 
roofing  contracts  for  the  erection  of  an 
addition  to  the  premises  of  the  Victor 
Saw  Works  have  been  awarded  to  H.  C. 
Gummo.  Tuckett  Street.  Owners  will  do 
painting,  heating,  plumbing  and  elec- 
trical work.    Approximate  cost,  $6,000. 

London,  Ont. 

The  contract  for  installation  of  steam 
heating  in  connection  with  the  remodel- 
ling of  premises  on  Richmond  Street  for 
J.  C.  Dufficld  has  been  let  to  H.  P.  El- 
liott, Sandringham  Apartments. 

Merritton,  Ont. 

The  Independent  Rubber  Company 
have  awarded  the  general  contract  for 
the  erection  of  a  boarding  house  to  F. 
W.  Wilson,  St.  Catharines,  Ont.  Hol- 
low tile  construction.  Approximate  cost. 
$3,000. 

The  following  contracts  have  been  let 
in  connection  with  the  erection  of  an  elec- 
tric chemical  plant  for  the  Riordan  Pulp 
&  Paper  Company: — fire  doors,  A.  B. 
Ormsby  Company.  Ltd..  Toronto;  sheet 
metal  work,  O'Gorman  &  Hempill.  39 
Geneva  Street,  St.  Catharines;  painting, 


Extension  of  Time 
Tenders 


Sealed  tendet*  will  be  received  up  till  <>  p.m.  on 
Thursday.  July  80th.  1916.  by  the  Secretary  for 
the  erection  ami  completion  o(  a  three-room 
School   Building  to  be  built  at  Selkirk.  Ontario. 

Each  tender  must  he  accompanied  by  a  certi- 
fied cheque  for  ten  per  cent,  of  tender.  Said 
cheque  to  he  held  by  School  Hoard  until  com- 
pletion  of   School  Building. 

Plans  and  specifications  may  he  seen  at  the 
other  "I  the  Contract  Record,  .147  Adelaide  Street 
We-t.  Toronto,  or  A.  W.  Peene.  Architects 
office.  107  Clyde  lllock.  Hamilton,  Ontario,  and 
at  the  residence  of  the  Secretary. 

The    lowesl    or    any    tender    not  necessarily 

I    K    HOOVER,  Secretary, 
jv  II. ix   IS.  Selkirk,  <  >nt 

l  ated  June  2X.  1918. 


Notice  to  Contractors 


Sealed  tendeis.  endorsed  "Tender  for  Court 
House."  addressed  to  the  undersigned,  for  the 
erection  ol  a  Court  House  at  Sault  Ste.  Marie 
•  separate  tenders  arc  required  for  the  heating  and 
ventilating  and  plumbing  and  electric  wiring) 
«ill  l>e  received  at  this  Department  up  to  Friday, 
the  21st  of  July.  Plans  and  specifications  can  be 
seen  at  the  office  of  the  Sheriff.  Sault  Ste.  Mane, 
and  at  this  Department.  Each  tender  must  be 
accompanied  by  an  accepted  bank  cheque  pay- 
able to  the  Honorable  F.  G.  Maediarmid.  Min- 
ister of  Public  Works,  Ontario,  for  five  per 
cent,  of  the  amount  of  the  tender,  and  this 
amount  will  be  forfeited  if  the  person  or  per- 
sons tendering  decline  to  enter  into  a  contract 
when  called  upon  to  do  so.  or  fail  to  complete 
the  work  contracted  for.  and  the  bona  fide  sig- 
natures and  addresses  of  two  sureties',  or  the 
name  of  a  guaranty  company,  approved  by  the 
Department,  willing  to  provide  a  bond  for  the 
due  fulfilment  of  the  contract  must  accompany 
each  tender.  The  Department  is  not  bound  to 
accept  the  lowest  or  any  tender. 
By  order, 

H.  F.  McNAUGHTEN, 
Secretary,  Public  Works  Department. 
Dept.  of   Public  Works,  Ontario. 
Toronto,  June  27th,  1916. 

Newspapers  publishing  this  without  authority 
will  not  be  paid  for  it.      425  27-27 


Tenders  for 
Reinforced  Concrete 
Arch 


Sealed  tenders,  addressed  to  Dennis  Izzard, 
will  be  received  up  to  6  p.m.  on  Thursday.  July 
13th,  1916.  for  the  construction  of  a  reinforced 
concrete  arch  near  Burgoyne,  in  the  County  of 
Bruce. 

A  marked  bank  cheque  for  .i  per  cent.,  payable 
to  the  Treasurer,  County  of  Bruce,  shall  accom- 
pany each  tender  and  will  be  returned  in  case 
of  non-acceptance. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

Plans  and  specifications  may  be  seen  at  the 
offices  of  D.  Izzard  and  the  Engineer. 

DENNIS  IZZARD. 

Port  Elgin,  Ont. 
R.    Mc  DO  WALL,  C.E., 
27-27  Owen  Sound,  Ont. 


Tenders  Wanted 


Sealed  tenders  will  he  received  up  to  noon  on 
Monday.  Julv  10th.  1916,  for  the  construction  of 
a  Municipal  Drain  in  the  Township  of  Minto, 
known  as  Municipal  Drain  No.  7,  approximately 
12.411    feet  long. 

Plans,  profiles  and  specifications  can  be  seen 
at  the  office  of  C.  D.  Bowman.  O.L.S.,  West 
Montrose,  or  at  the  office  of  the  undersigned, 
to  whom  the  tenders  must  be  addressed. 

A  marked  cheque  for  the  sum  of  $150  must 
accompany  each  tender  as  a  guarantee  of  good 
faith.  The  lowest  or  any  tender  not  necessarily 
accepted. 

W.  D.  McLELLAN. 

Clerk  of  Minto, 

Harriston,  Ont. 

Ilarriston,  June   10th,   1010.  25-27 


Tenders  for  School 
Building 


Sealed  tenders,  addressed  to  the  undersigned, 
will  be  received  up  to  one  o'clock  p.m.  nn  Sat- 
urday. July  8th,  1916,  in  hulk,  or  for  the  various 
trades  required  in  the  erection  and  completion 
of  a  Public  and  Continuation  School  Building 
at   Creemore,  Ont. 

Plans  and  specifications  can  be  seen  at  t  he 
office  of  the  Contract  Record,  347  Adelaide  Street 
West.  Toronto,  at  the  office  of  the  Architect, 
P.  C.  Palin,  Collingwood,  or  at  the  office  of  the 
undersigned    at  Creemore. 

The  lowest  or  any  tender  will  not  neces- 
saiily  be  accepted. 

W.  J.  CORBETT, 

Secretary-Treasurer, 
27  27  Creemore,  Ont. 


Board  of  Education 


Sealed  tenders,  whole  or  separate,  addressed  to 
the  Secretary-Treasurer  of  the  Board  of  Educa- 
tion, will  be  received  until 

Thursday,  July  13th,  1916, 

for 

Iron  Fence,  Folding  Gates, 
Metal  Ceilings,  Cabinet 
Work,  Local  Telephones, 
Steam  Fitting,  Plumbing, 
Electric  Wiring,  etc. 

in  connection  with 

Midsummer  Repairs,  Sun- 
dry Schools. 

Specifications  may  be  seen  and  all  information 
obtained  at  the  office  of  the  Superintendent  of 
Buildings,  City  Hall,  Toronto.  Each  tender  must 
be  accompanied  with  an  accepted  bank  cheque 
for  five  per  cent,  of  the  amount  of  tender  or  its 
equivalent  in  cash,  applying  to  said  tender  only. 
Sureties  for  all  tenders  exceeding  four  thousand 
dollars  must  be  furnished  by  Surety  Companies. 
Tenders  must  be  in  the  hands  of  the  Secretary- 
Treasurer  at  his  office  in  the  City  Hall  not  later 
than  4  o'clock  on  the  day  named,  after  which 
no  tender  will  be  received.  The  lowest  or  any 
tender  will  not  necessarily  be  accepted. 
W.   C.  WILKINSON, 

Secretary-Treasurer. 
MILES  VOKES, 

Chairman  of  Property  Committee. 

27-27 


Concrete  Bridge 


Sealed  tenders  will  be  received  by  the  under- 
signed or  may  be  handed  in  at  the  letting  at 
the  Township  Hall,  Sharon,  Ont.,  on  Friday, 
July  14th,  at  2.30  p.m.,  for  the  construction  of 
.1  ft.  arch  truss  bridge  (185  cubic  yards  con- 
crete) in  the  Township  of  East  Gwillimbury, 
just  out  of  Newmarket.     For  plans,  etc.,  apply  to 

II.   D.  RAMSDEN,  Reeve. 

Mount  Albert,  Ont. 
BOWMAN    &    CONNOR.  Engineers. 
27  27  31  Queen  St.  W.,  Toronto,  Ont. 


TENDERS 


For  Hand  Operated 
Travelling  Crane 


Tenders  will  be  received  by  registered  post 
onlv,  addressed  to  the  Chairman,  Board  of  Con- 
ti  ol.  City  Hall,  on  Tuesday,  July  18th,  1916,  for 

the   supply  and  delivery  of: 

One    Overhead    Hand-operated    Travelling  Crane, 
Tender  No.  49. 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  Specifica- 
tions and  forms  of  tender  may  be  obtained  at 
the  Works  Department,  Room  12,  City  Hall. 
Tenders  must  comply  strictly  with  conditions  of 
City  By-law  as  to  deposits  and  sureties,  as  set 
out  in  specifications  and  forms  of  tender.  The 
lowest  or  any  tender  not  necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 
27-27  Chairman,  Board  of  Control. 


FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars— MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


Plant  For  Sale 


1  Smith   Concrete  Mixer    $400 

1  Wettlaufer   Mixer   with    Engine    250 

1  20-H.P.  Upright  Hoisting  Engine    450 

2  10-II. P.  Motors,  D.C  each  85 

1  30-11. P.  Motor,  D.C   150 

HOLMES,  1107  Yonge  Street,  Toronto. 

22-t.f. 


Fires 

Harrow,  Ont. 

Planing  mill  owned  by  C.  F.  Smith. 
Loss,  $8,000. 

South  Edmonton,  Alta. 

Tannery  of  the  Edmonton  Shoe  & 
L'.  ather  Company  completely  destroyed. 
Loss  on  building,  $11,000. 

Summerville,  Ont. 

Factory  of  the  Summerville  Cheese 
Company.  Will  be  rebuilt.  Particulars 
from  Fred  Cornell. 
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E.  S.  Steane,  239  Concord  Avenue,  To- 
ronto; glass  work,  Pilkington  Brothers, 
Limited,  19  Mercer  Street,  Toronto; 
drainage,  Sheppard  &  Abbott,  78  Har- 
bord  Street,  Toronto;  roofing  and  as- 
phalt mastic  flooring,  Carmichael  Water- 
proofing Company,  Ltd.,  267  Delaware 
Avenue,  Toronto. 

Nelson,  B.C. 

The  general  contract  for  the  erection 
of  an  exchange  fur  the  British  Colum- 
bia Telephone  Company,  Vancouver,  has 
been  let  to  Snider  Brothers  &  Brethour 
Limited,  Orpheum  Building,  Vancouver. 
Approximate  cost,  $13,000. 

Orillia,  Ont. 

E.  Webb  &  Son  have  been  awarded  the 
general  contract  for  the  erection  of  a 
factory.     Brick  and  mill  construction. 

Peace  River,  Alta. 

The  Dominion  Government  Depart- 
ment of  Public  Works  have  let  the  gen- 
eral contract  for  the  erection  of  a  bar- 
racks to  N.  Cuthbertson,  8025-112th  St., 
Edmonton.  Approximate  cost,  $7,500. 
Frame  construction. 

Pictou,  N.S. 

Solomon  Soffa  has  awarded  the  gen- 
eral contract  for  the  erection  of  a  pic- 
ture theatre  to  M.  V.  Purdy.  Frame  con- 
struction.   Estimated  cost,  $15,000. 

Quebec,  Que. 

In  connection  with  repairs  to  a  store 
and  residence  for  J.  B.  Giroux,  394  St. 
Joseph  Street,  the  masonry  has  been  let 
to  J.  Chevalier,  44  Renaud  Avenue,  and 
roofing,  plumbing  and  electrical  work  to 
U.  Gauvin,  Limoilou  Street. 

In  connection  with  the  warehouse  now 
being  built  for  E.  Latour,  199  Canardiere 
Road,  the  contract  for  roofing  has  been 
awarded  to  J  A  Bernard,  21  St.  Peter 
Street. 

Renfrew,  Ont. 

The  South  Renfrew  Agricultural  So- 
ciety have  let  the  contract  fur  founda- 
tions required  in  the  erection  of  a  mach- 
inery hall  to  H.  A.  Frood,  and  the  con- 
tract for  superstructure  to  the  Pedlar 
People,  Limited,  Simcoe  Street,  Osha- 
wa     Approximate  cost,  $4,000. 

Sarnia,  Ont. 

The  general  contract  for  the  erection 
of  offices  for  the  H.  Mueller  Manufac- 
turing Company,  Limited,  has  been 
awarded  to  Gutteridge  &  Grace,  291 
Front  Street  North  Approximate  cost, 
$12,000. 

St.  Catharines,  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  an  addition  to  a  restaur 
ant  for  J.  S.  Wood,  St.  Paul  Street,  has 
been  let  to  Richard  Rymer,  33  Dacotah 
Street.  Architect,  T.  H.  Wiley,  128  St. 
Paul  Street.  Approximate  cost  of  work. 
$5,000. 

Toronto,  Ont. 

The  contract  for  metal  work  required 
in  the  erection  of  premises  fur  the  York- 
Knitting  Mills,  993  Queen  Street  West, 
has  been  let  to  W.  E.  Dillon  Company, 
Limited,  183  George  Street,  and  roofing 
to  R.  Gilday,  43  Victoria  Street 

Windsor,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  of  tin 
W'indsor  Lumber  Company  has  been  let 


to  R.  Wescott  Company,  55  Oak  Ave- 
nue. Brick  and  concrete  construction. 
Approximate  cost,  $30,000. 


Residences 

Angus,  Ont. 

W.  H.  Jackson,  103  Bay  Street,  Tor- 
onto, has  commenced  the  erection  of  a 
number  of  frame  houses. 

Chatsworth,  Ont. 

E.  P.  McConvey  will  receive  tenders 
until  noon,  July  10th,  for  the  erection 
of  a  residence  estimated  to  cost  $3,000 
Plans  at  residence  of  owner. 

Cochrane,  Ont. 

M.  McCluskey  proposes  to  build 
a  residence  on  Twelfth  Avenue,  at  an 
approximate  cost  of  $3,500,  and  has 
plans  prepared  by  Oliver  Edwards.  Brick- 
veneer  construction. 

Copper  Cliff,  Ont. 

Plans  have  been  prepared  by  Darling 
&  Pearson,  2  Leader  Lane,  Toronto,  for 
the  erection  of  five  residences  for  the 
Canadian  Copper  Company,  and  tenders 
will  be  called  shortly.  Brick  veneer  con- 
struction.    Approximate  cost,  $12,500. 

Delhi,  Ont. 

W.  E.  Sutherland  is  about  to  start 
work  on  a  residence,  estimated  to  cost 
$3,500,  and  will  require  cement,  brick 
and  lumber. 

Hamilton,  Ont. 

E.  R.  Bond,  652  Main  Street  East,  pro- 
poses to  build  a  residence  on  Fairholt 
Road,  and  has  had  plans  prepared.  Brick 
construction.    Estimated  cost,  $3,500. 

A.  U.  Smith,  270  Cannon  Street  East, 
proposes  to  build  five  residences  on 
Maple  Avenue,  and  has  had  plans  pre- 
pared. Brick  construction.  Estimated 
cost,  $2,000  each. 

Lansdowne,  Ont. 

James  H.  Keating  contemplates  the 
erection  of  a  residence  on  Centre  Street, 
at  an  approximate  cost  of  $3,000.  and 
will  call  for  tenders  later  on.  Frame 
and  concrete  construction. 

Moncton,  N.B. 

Plans  are  being  prepared  for  a  four- 
apartment  block  to  be  built  for  C.  S. 
Clarke,  Empire  Block,  and  tenders  will 
be  called  shortly.  Architect,  W.  C 
Barnes,  Wyse  Building.  Estimated  cost, 
$6,000. 

Montreal,  Que. 

I  If.  Hand,  706  Grosvenor  Street,  has 
started  work  on  alterations  to  a  residence 
on  Sussex  Street,  estimated  to  cost  $4,500. 
Architect,  W.  S.  Wright,  204  St.  James 
Street. 

Quebec,  Que. 

Work  on  the  erection  of  a  residence 
has  been  started  by  C.  Jobin,  182  Latour- 
elle  Street,  who  will  sub-let  roofing, 
plumbing,  heating,  painting  and  electrical 
work.     Estimated  cost,  $16,000. 

A.  Bedard,  433  St.  Joseph  Street,  has 
commenced  the  erection  of  a  residence 
mi  Fifth  Street  West,  estimated  to  COSl 
$10,000.     Brick  construction. 

A.  Laroche,  154  Chateauguay  Street,  is 
building  a  residence  on  Morin  Street  by 


day  labor.  Frame  and  brick  construc- 
tion.   Estimated  cost,  $3,000. 

W.  Brochu,  87  Clair  Fontaine  Street, 
is  considering  the  erection  of  a  residence 
on  Aberdeen  Street,  at  an  approximate 
cost  of  $8,000.    Brick  construction. 

Work  has  been  started  by  A.  Lamont- 
agne,  96  Bridge  Street,  on  the  erection 
of  a  residence  on  Charleshurg  Road.  Es- 
timated cost,  $4,000. 

L.  A.  Robitaille,  Lindsay  Building,  is 
preparing  plans  of  a  residence  to  be 
built  for  C.  F.  Delage,  Parliament  Build- 
ings, and  will  shortly  call  for  tenders 
privately.  Stone  and  brick  construction. 
Estimated  cost,  $12,000. 

The  erection  of  a  residence  is  being 
considered  by  E.  Hainan,  157  St.  Ra- 
phael Street.  Frame  and  brick  construc- 
tion.   Estimated  cost,  $5,000. 

Renfrew,  Ont. 

Work  by  day  labor  has  been  started 
on  the  erection  of  a  residence  at  Hall 
and  Flaunt  Streets  for  J.  Leguc  Esti- 
mated   cost,    $6,000.      Architect,    A  !• 
Spooner.    Frame  and  brick  construction 

Stamford,  Ont. 

Steven  Levinus  proposes  to  build  a 
residence  at  an  approximate  cost  of 
$3,500,  and  is  preparing  plans.  Frame 
construction. 

Swift  Rapids,  Ont. 

The  Orillia  Town  Council  propose  to 
build  residences  for  the  Power  Plant 
operators  at  an  approximate  cost  of 
$4,000  each.  Engineer,  W.  R  Green- 
wood, Orillia. 

Toronto,  Ont. 

A.  Armstrong,  10  Robert  Street,  is 
receiving  tenders  on  alterations  to  two 
residences  on  Argyle  Street,  consisting 
of  raising,  excavation,  construction  of 
brick  walls  and  installation  of  hot  air 
heating. 

W.  S.  Grimshaw,  462  Avenue  Road, 
is  receiving  tenders  on  tile  drain  work, 
cement  floors  and  tar  and  gravel  roofing 
in  connection  with  the  erection  ul  three 
duplex  residences.  Estimated  cost, 
$18,000. 

H.  A.  Johnston,  63  Normandy  Boule- 
vard, has  commenced  the  erection  of  a 
residence  on  Pine  Crescent,  estimated  to 
cost  $7,000.  Smaller  trades  will  be  let. 
Brick  construction. 

W.  Edmonds,  66  Tyrell  Avenue,  pro 
poses  to  build  a  residence  at  an  approxi- 
mate cost  of  $4,000,  and  lias  had  plan-, 
prepared.     Smaller    trades    will    In-  let 
Brick  construction. 

William  Davies,  3  Scarboro  Road,  pro- 
poses to  build  a  residence  at  an  approxi- 
mate cost  of  $3,500,  and  is  receiving  ten- 
ders on  tile  drains  and  concrete  floors, 

W.  C.  Grimshaw,  462  Avenue  Road,  is 
receiving  tenders  on  wiring,  plastering 
and  hot  air  furnaces  required  in  the 
erection  of  three  pairs  of  residences  on 
Ashdale  Avenue.  Approximate  cost  of 
buildings.  $18,000. 

Plans  have  been  drawn  for  a  pair  of 
residences  to  lie  built  on  Berwick  Street 
for  R.  G.  Hammill,  152  Bay  Street  Con- 
tracts will  be  let  by  owner.  Brick  con- 
struction,    Estimated   cost,  $4,500. 

C.  Black,  230  Danfurth  Avenue,  is  re- 
ceiving tenders  on  plastering  required 
in  connection  with  a  pair  of  residences 
which  he  is  building.     Mr.  Black  is  also 


THE    CONTRACT  RECORD 


July  5,  1916 


about  to  start  work  on  three  other  resi- 
dence-, on  Greenwood  Avenue,  and  will 
let     smaller    trades.      Estimated  cost. 

$4.81)0. 

H     McLean,    77    Seventh    Avenue,  is 

building  t^o  pair  of  residences,  and  will 
let  the  plumbing  Bnd  heating.  Brick 
construction. 

George  Edwards,  -  Ravensden  Ave- 
nue, proposes  to  huild  a  pair  of  resi- 
dences at  an  approximate  cost  of  $5,000. 
Brick  construction. 

C.  Caldwell,  :>s;;  Carlaw  Avenue,  is 
building  three  pairs  of  residences  on 
Kent  Road,  and  will  let  smaller  trades. 
Brick  construction.  Estimated  cost, 
$y.ooo. 

Windsor.  Ont. 

\\  ork  is  about  to  start  on  the  erection 
of  a  two- family  residence  for  Charles 
Halden.  Tuson  Block.     Estimated  cost, 

|>  0      \rchitects.  Walker  &  McPhail, 

TuSOU  Block.    Stucco  construction. 

CONTRACTS  AWARDED 

Chatham,  Ont. 

The  general,  masonry  and  carpentry 
contracts  for  the  erection  of  a  residence 
for  Judge  Stamworth.  Seventh  Street, 
have  been  let  to  Thomas  McKay,  Grey 
Street.  Brick  construction.  Approxi- 
mate cost,  $4,500. 

Combermere,  Ont. 

C.  B.  Dennison  has  been  awarded  the 
general  contract  for  the  erection  of  an 
hotel.    Brick  veneer  construction. 

Hamilton,  Ont. 

The  general,  masonry,  carpentry  and 
roofing  contracts  for  the  erection  of  a 
residence  for  G.  J.  Kotzenmeyer,  64 
Blake  Street,  have  been  let  to  G.  C. 
Hudson,  10  Edinburgh  Street.  Approxi- 
mate cost,  $3,000. 

Plans  have  been  prepared  for  a  resi- 
dence to  be  built  on  Chedoke  Avenue  for 
Stuart  Brothers,  Hyde  Park  Avenue,  and 
the  general,  masonry  and  steel  contracts 
have  been  let  to  H.  C.  Gummo,  Tuckett 
Street.  Brick.  Owners  will  do  car- 
pentry and  roofing.  Approximate  cost, 
$4,000. 

London,  Ont. 

The  general  contract  for  remodelling 
the  residence  of  A.  O.  Hunt,  23  Wortley 
Road,  has  been  awarded  to  J.  G.  Dodd 
&  Sons,  448  King  Street.  Approximate 
OSt,  $5,000.  Architects.  Watt  &  Black- 
well.  Bank  of  Toronto  Building. 

London  Township,  Ont. 

Work  is  about  to  start  on  the  erection 
of  a  residence  for  Hadley  Williams,  498 
Queens  Avenue.  London.  The  general 
contract  has  been  let  to  John  Puther- 
bough,  Wellington  Street,  London.  Hol- 
low tile  construction.  Approximate  cost, 
$15,000.  Architect,  John  Moore,  415 
Richmond  Street.  London. 

Montreal,  Que. 

In  connection  with  the  residence  now 
being  built  by  E.  W.  Barnes,  Wolseley 
Avenue,  the  contract  for  brick  work  has 
been  awarded  to  M.  Marrott.  plastering 
to  Z.  Bouchard.  12  Bourget  Street,  and 
electrical  work  to  the  Beaver  Hall  Elec- 
tric Company,  18  McGill  College  Street. 

Ottawa,  Ont. 

The  following  contracts  have  been 
let  in  connection  with  the  double  resi- 


dence  now  being  built  by  T.  J.  Somer- 
ville,  2S  Waverley  Street: — roofing,  J. 
Welsh,  Waverley  Street;  heating,  J. 
Cameron,  488  Lewis  Street;  plumbing, 
Thomas  Walters,  2SS  Booth  Street;  elec- 
trical work,  C.  Presby,  L38  Irving  Ave. 

I  lu  general  contract  for  the  erection 
of  . i. resilience  tor  McLeod  &  McAllister, 
20  Willard  Street,  has  been  awarded  to 
F.  Doe,  C  ity  Heights,  Westboro,  Ont. 
Approximate  cost,  $4,500. 

The  contract  for  electrical  work  re- 
quired  in  connection  with  the  residence 
now  being  built  for  C.  Sutherland,  460 
McLeod  Street,  has  been  let  to  P.  Ack- 
royd,  4lf.  Bank  Street. 

Peace  River,  Alta. 

Tlie  Dominion  Government  Depart- 
ment of  Public  Works  have  awarded  the 
general  contract  for  the  erection  of  two 
residences  to  N.  Cuthbertson,  8025  112th 
Street,  Edmonton.  Frame  construction. 
Approximate  total  cost,  $8,300. 

Quebec,  Que, 

E.  Hainan,  157  St.  Raphael  Street,  is 
building  a  residence  and  has  let  the 
masonry  to  A.  Latulippe,  118  Bagot  St., 
and  plumbing  to  A.  Breton.  Brick  and 
frame  construction. 

J.  E.  Boivin,  21  Eighth  Avenue,  Limoi- 
lou,  has  commenced  the  erection  of  a 
residence  for  J.  E.  Bedard,  2  Durocher 
Street,  Frame  and  brick  construction. 
Estimated  cost,  $5,000. 

In  connection  with  the  residence  now 
being  built  by  J.  Cauchon,  364  Riche- 
lieu Street,  the  roofing  has  been  let  to 
E.  Durand,  40  St.  Agnes  Street,  and  heat- 
ing to  O.  Vezina,  83  Victoria  Street. 

In  connection  with  the  residence  now 
being  built  for  F.  Gingras,  36  St.  Aug- 
ustin  Street,  the  contract  for  roofing 
has  been  let  to  E.  Falardeau,  143  Dor- 
chester Street.  Painting,  heating,  plumb- 
ing and  electrical  work  by  day  labor. 

The  general  contract  for  the  erection 
of  a  residence  for  A.  Couture,  Ancienne 
Lorette  Street,  has  been  awarded  to  Ul- 
ric  Trudel,  480  St.  Francois  Street.  Brick 
construction.    Approximate  cost,  $6,000. 

Work  has  been  started  by  T.  J.  Cote, 
Regd.,  336  St.  Francois  Street,  on  the 
erection  of  an  addition  to  the  residence 
of  P.  Rodrique,  133  Notre  Dame  Des 
Anges  Street.    Approximate  cost,  $3,000. 

In  connection  with  the  residence  which 
is  being  built  by  A.  Guilmette,  309  St. 
Joseph  Street,  the  contract  for  masonry 
has  been  awarded  to  Leon  Marcoux, 
106  Marie  Louise  Street,  and  the  roof- 
ing, plumbing  and  electrical  work  to  L. 
H.  Corriveau,  48  Lavigeur  Street.  Esti- 
mated cost,  $6,000. 

The  contract  for  masonry  and  plaster- 
ing required  in  connection  with  the  resi- 
dence now  being  built  for  J.  E.  Rouil- 
lard,  30  Maisonneuve  Avenue,  has  been 
let  to  A.  Poulin,  144  Latourelle  Street. 
Roofing,  heating,  plumbing  and  electrical 
work  by  owner. 

In  connection  with  the  residence  now 
being  built  by  A.  Couture,  60  St.  Raphael 
Street,  the  masonry  and  plastering  con- 
tracts have  been  let  to  F.  Proteau,  189 
Notre  Dame  des  Anges  Street. 

Sydney,  N.S. 

The  general  contract  for  the  erection 
of  a  residence  on  Tain  Street  for  D.  A. 


Noble  has  been  awarded  to  Chappell 
Brothers  &  Company,  Limited,  62  Brook- 
lands  Street.    Approximate  cost,  $6,500. 

Toronto,  Ont. 

In  connection  with  the  duplex  resi- 
dence now  being  built  by  F.  W.  Hill,  5:; 
Wolfrey  Avenue,  the  carpentry  has 
been  let  to  W.  A.  Goy,  54  Harvie  Ave- 
nue, and  masonry  to  E.  Salisbury,  112 
Greenlaw  Avenue. 

The  contract  for  plumbing  and  heat- 
ing required  in  connection  with  the  two 
pans  of  residences  now  being  built  by 
M.  E.  Worthington  &  Company,  555 
Markham  Street,  has  been  let  to  William 
Howard,  74  Borden  Street. 

A.  W.  Betson  &  Ferry,  3  Fenwick  St., 
have  let  the  contract  for  heating  in  con- 
nection with  the  erection  of  a  pair  o?f 
residences  to  J.  Lapier,  3  Audley  Ave- 
nue, and  plumbing  to  F.  Wilcox,  and  are 
now  receiving  tenders  on  wiring.  •  Ap- 
proximate cost  of  residences  $3,800. 

The  general  contract  for  the  erection 
of  a  residence  for  R.  J.  Maclennan,  30 
Murray  Street,  has  been  awarded  to  A. 
Breckon,  296  Pape  Avenue.  Smaller 
trades  will  be  sub-let.  Approximate 
cost,  $6,000. 

R.  W.  Maton,  173  Glenholme  Avenue, 
hits  commenced  the  erection  of  two 
duplex  residences  for  W.  H.  Maton,  1723 
DufTerin  Street,  and  will  sub-let  the 
smaller  trades.     Brick  construction. 


Power  Plants,  Electricity  and 
Telephones 

CONTRACTS  AWARDED 

Orillia,  Ont. 

The  Town  Council  have  let  the  con- 
tract for  supply  of  hydraulic  equipment 
for  the  Swift  Rapids  Power  Plant  to  the 
Boving  Hydraulic  &  Engineering  Com- 
pany, Limited,  Wellington  Street,  Lind- 
say, Ont.    Approximate  cost,  $140,000. 


Miscellaneous 

CONTRACTS  AWARDED 

Sombra  &  Chatham  Townships,  Ont. 

The  Townships  Council  have  awarded 
the  contract  for  dredging  Otter  Creek  to 
the  Windsor  Dredging  Company,  La 
Belle  Building,  Windsor,  at  an  approxi- 
mate amount  of  $20,000.  Work  has  been 
started. 

London,  Ont. 

The  London  Concrete  Machinery  Co., 
Limited,  have  recently  received  contracts 
for  the  following:  from  A.  Simons,  of 
Toronto,  for  a  one-quarter  yard  batch 
concrete  mixer;  from  C.  H.  Brady,  of 
East  End,  Sask.,  for  a  one-quarter  yard 
batch  mixer;  from  John  Herrop,  or  To- 
ronto, for  a  one-quarter  yard  batch  con- 
crete mixer;  from  the  Standard  Steel 
Construction  Co.,  Welland,  Ont.,  for  a 
Combination  Variety  Woodworker. 

North  Bay,  Ont. 

The  London  Concrete  Machinery  Co. 
have  secured  the  contract  to  supply  the 
Temiskaming  &  Northern  Ontario  Rail- 
way with  a  5-ton  steam  derrick  for  their 
work  at  North  Bay. 

Toronto,  Ont. 

The  London  Concrete  Machinery  Co. 
have  secured  the  contract  to  supply  the 
Arnot  Construction  Company  with  an 
80-ft.  Tower  Hoisting  Equipment. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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IF  IT'S  GOOD  ENOUGH  FOR  THEM- 


OFFICIALLY  ADOPTED 
BY  THE  GREATEST 
ELECTRICAL  ASSOCIATION 
IN  THE  WORLD. 


OVER  360,000 
COPIES  SOLD. 


—IT'S  GOOD  ENOUGH  FOR  YOU 

FLEXIBLE  LEATHER  COVER— POCKET  SIZE— SENT  ON  RECEIPT  OF  $1.00 

Contract  Record,  347  Adelaide  st.  west,  Toronto 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


WOODEN  PIPE 

Wire  wound  wood  stave  pipe,  2  in.  to  24  in. 
diameter.  Continuous  wood  stave  pipe,  any 
diameter  required. 

Canadian  Pipe  Co.,  Limited 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  mach- 
inery. Every  machine  driven  by  a  separ- 
ate electric  motor.  Satisfaction  Guaran- 
teed 

Office  and  Factory 

550  Pacific  Street     -    VANCOUVER,  B.  C. 


DRAIN  CLEANING  MACHINE 

At  supplied  to  Hit  Majesty'*  Gcvf  trmtr.l 


'  'Rogers  Malacca  Rod*"  are  strong  and  pliable  fitted  with  attachments 
to  clean  drains  and  sewers,  boiler  tubes,  chimneys,  conduits,  etc. 


write  us 


Rogers'  Agencies,  84  Victoria  St..  Toronto 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

625  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


WOOD  STAVE  PIPE 


2  in.  to  12  ft. 
for 

Town  Systems 
Irrigation 
and  Power 


Write  for 
Illustrated  Literature 


72  in.  I.  D.  Wood  Stave  Pipes. 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


the  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


CAST  IRON  PIPE 


3  inches' to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 
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TRINIDAD 

DICTIONARIES  say  it  is  DIFFERENT 
SERVICE  proves  it  is  BEST 

In  defining  ASPHALT  both  the  Webster  and  Standard 
Dictionaries  refer  to  Trinidad  Lake  Asphalt  as  an  example 
of  genuine  asphalt. 


When  they  define  the  word 
ARTIFICIAL  they  cite  among  other 
examples  of  things  "not  genuine"  the 
asphalts  that  are  by-products  or  resid- 
uums  from  the  refining  of  petroleum. 

The  claim  that  artificial  asphalt  is 
"just  as  good"  or  the  same  thing  as 


Webster's  New  International 

Artificial — 1.  Made  or  contrived  by 
art;  produced  by  human  skill  and  la- 
bor in  opposition  to  natural;  as  arti- 
ficial gems,  salts,  minerals,  etc.  2. 
Feigned;  fictitious;  assumed;  affected: 
not  genuine. 

Artificial  asohaljt,  the  solid  residuum 
from  the  refining  of  certain  kinds  of 
petroleum. 

Asphalt.  A  brown  to  black  solid 
substance  found  about  the  Dead  Sea, 
on  the  Island  of  Trinidad  and  else- 
where; mineral  pitch. 


New  Standard 

Artificial — 1.  Produced  or  com- 
posed by  art  rather  than  by  nature; 
manufactured.  2.  Produced  by  art  to 
imitate  nature,  from  different  mater- 
ials and  with  an  inferior  result:  imi- 
tation. 3.  Imitating  or  aping  nature; 
lacking  genuineness  or  reality. 

Artificial  asphalt,  a  by-product 
from  the  refining  of  certain  petro- 
leums. 

Asphalt.  *  *  *  A  mixture  of  dif- 
ferent hydrocarbons;  mineral  pitch; 
hard  bitumen.  It  is  found  mostly  in 
superficial  deposits  in  various  parts 
pf  the  world,  the  so-called  pitch  lake 
of  Trinidad  being  the  most  notable 


Trinidad  Natural  Asphalt  hasn't  even 
a  dictionary  definition  to  back  it  up. 

But  more  important  than  this  is  the 
fact  that  service  tests  of  millions  of 
yards  of  Trinidad  Sheet  Asphalt  prove 
it  to  be  the  pavement  of  longest  life. 
Write  for  "The  Asphalt  Primer"  and 
"  Evidence  " —  a  record  of  20- to -30- 


vear-old  Trinidad  pavements  in  30  cities. 


The  Barber  Asphalt  Paving  Company 

Philadelphia,  Pa. 
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An  example  of  our  work. 
These 

TANKS 

are  30  feet  by  55  feet,  erect- 
ed at  Shawinigan  Falls,  Que. 

We  also  build  tanks  for 


PULP  and  PAPER  MILLS 

CHEMICAL  WORKS 
OIL    REFINERIES,  ETC. 

and  for  any  other  purpose. 

Write  for  estimates 

McKinnon,  Holmes 
&  Company  Limited 

SHERBROOKE,  QUE. 


During  the  Past  56  YEARS  We  Have 

Handled  Many  Large  Sewer  Contracts 


i 


MAKING  GOOD  SEWER  PIPE  SINCE  1860 


HAMILTON  Vitrified  Sewer  and  Culvert  Pipe 

is  known  all  over  Canada  by  most  of  the  Engi- 
neers and  Contractors,  and  we  might  just  add 
right  here  is  bought  now  by  Canada's  most  par- 
ticular buyers.  Ask  us  for  a  list  of  corporations 
or  contractors  who  have  used  our  product  in 
your  locality,  or  in  fact  in  any  other  part  of  this 
Dominion  and  we'll  surprise  you  with  our  refer- 
ences. 

We  are  not  writing  this  note  in  a  spirit  of  boast- 
fulness,  but  we  feel  justified  in  saying  that  we 
are  a  most  reliable  organization,  making  a  first 
class  product  and  giving  exceptional  delivery. 

May  we  prove  our  assertions  to  you  ? 


The  Hamilton  &  Toronto  Sewer  Pipe  Co.  Ltd, 

HAMILTON  and  TORONTO,  CANADA 
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FOR    QUICK  SALE 

Two  Mann  Steam  Wagons 

Capacity  5  to  7  Tons 

Compound  Engines  British  Columbia  Boilers  Three  Road  Speeds 

Dumping  Bodies  with  Removable  Hinged  Sides 

IN  STOCK  AT  MONTREAL 

MUSSENS  LIMITED  -  MONTREAL 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  arc  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 


Angles 

67-6"x3',i"x5'j  "-60  0" 
28-6"x3'. V'xll  16  "-60  0" 
40-6  "x3'/i"x3  4"-60'0" 
22-6  'x3'/,"x3  4"-55'0" 


Channels 

31-12"x30  lb.-60'0" 
83-15 "x33  lb.-36'10'/2" 


Zees 

94-  3"  x  2-11/16"  x  1/4"  x  6.7  lbs.  -  64  0" 

95-  3-1  16"  x  2-3/4"x5/16"  x  8.5  lbs.  -  50  0" 

Mild  Steel  Bars 

20  8  'xl  4 '-30  0"  14-6"x7/16"-13'0" 

20-10'xl  4"-30'0"  8-3"xl /2"-10  0" 

13  6'  x5  16"-10  0"  40-6 'xl  2"-20  0" 

17-7'x5  16 '-20  0"  12  8"xl  2"-10  0" 

19-  8"x5  16"-30'0"  8-9"xl/2"-32  0" 

20-  10"x5  16"-30  0"  3-10"x9/16"-22'0" 
15-U"x5  16 '-20  0"  6-12'/4"x5/8"-30'0" 

12-  11^x5  16"-170"  22-6'/2"xll/16"-33  0" 
88-4"x3  8"-ll  10"                  5-7"xll/16"-20  0" 

13-  8"x3  8"-30  0"  19-8"xl-l/8"-18'3" 

Largo  Tonnage  of  Plate*,  Shape*  and  Bar»  in  Stock 


Off 


ice  an 


d  Plant,  New  Glasgow,  N.  S. 


^  STONE  CRUSHER 
"ACME" 

The  Machine  of 

QUALITY   and  MERIT. 


Goodwin,  Barsby  &  Co.,  Leicester,  Eng. 


"Meaford"  Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "Meaford"  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces:  Alexander  Gibb,  1-2  St.  Nicholas 
Huilding,  St.   Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta:  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

British  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


It  is  estimated  that 


"Ideal"  Concrete  Block  Machines 

in  the  United  States  produce  ONE  MILLION 
CONCRETE  STONE  UNITS  per  day.  Here  is 
a  tip  worth  taking  advantage  of. 


Write  for  literature  to 


IDEAL  CONCRETE  MACHINERY  CO.,  LIMITED 


Box  250,  WINDSOR,  ONT. 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  J— TORONTO 


CAST  IRON  PIPE 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  No  dusting  away,  smooth  sur- 
face, easy  fur  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  of  Fluxphalte  and 
save  repair  bills. 

New  illustrated  booklet  on  request. 


PHAL' 


3©1B  CMSmm  MW¥T§  F@E 

AJ>n  OF  TRUBi 


UPP 

BiXieST  IMil  OIL  C9  Livings 


CC\7C\T  DTD  UV  DID    for  partitions,  suspended  ceilings 

jL  V  EilH    lYlD    rl  I  -IxID  SIDE  WALLS,  ROOFS,  ETC.  GAUGES 

24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKER  VILLE, 
ONT. 
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MONNOYER 

Chimneys 
Water  Towers 
Condensors 
Silos,  Etc. 

The  Monnoyer  is  the  very 
latest  method  of  erecting  the 
above  structures.  It  is  re- 
volutionizing the  use  of  ce- 
ment in  buildings  of  this 
kind.  A  tremendous  saving 
in  time  required  for  erection. 
Saving  in  weight  and  found- 
ations. Greater  beauty  of 
outline.  All  round  superior- 
ity. 


T.N.R.,  Quebec.  198  high,  9'  diameter 

MONNOYER'S  SYSTEM 

recently  introduced  to  this  country  by  us,  has 
so  many  decided  improvements  on  the  ordinary 
system  of  concrete  construction,  it  is  hard  to 
credit  all  these  claims. 

We  shall  be  glad  to  send  you  full  informa- 
tion by  mail. 

Edouard  Pelletier  &  Fils 

111  Colomb  St.,  QUEBEC 

GRANTEES  FOR  CANADA 
Sales  Representatives: 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St 

MONTREAL 


We  are  protecting 
this  steel  work  RIGHT' 

l  are  using  the  same  paints  in  this  huilding  of 
yours  that  were  used  on  the  Pennsylvania  Station, 
the  Metropolitan  Tower  and  the  Hell  Gate  Bridge  in  New 
York.  'They  are  the  greatest  steel  preservatives  ever  in- 
vented,  and  are  known  as 
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TOCKOL1TH 

THE  PATENTED  CEMENT  PAINT 


.„„  ,  fl  W 

AND   \#/M(-'>ifiex  it's  wAT£Qp(toof-\ 

1\J.WW. 

DAMP-RESISTING  PAINT 


Tockolith,  in  drying,  liberates  lime  and  in  this  way  deposits  a 
hard  cement  coating  on  steel.  It  combines  with  incipient  yellow  rust 
when  present,  stopping  further  oxidation. 

Tockolith  and  a  finishing  coat  of  R.  f.  \V.  Damp-Resisting  Paint 
keep  steel  work  in  perfect  condition. 

Write  for  Tockolith  Booklet  from  Dept.  51. 

R.  I.  W.  DAMP-RESISTING  PAINT  CO. 
TOCH  BROTHERS 

Gerrard  St.  and  Carlaw  Ave. 
TORONTO,  ONTARIO,  CANADA 


Economy  in  Large  Capacity 
Deep  Well  Pumping 

A  large  water  supply  from  deep 
wells  is  most  successfully  obtained 
with  "American"  Deep  Well  Turbine 
Centrifugal  Pumps,  because  they  de- 
liver a  remarkably  large  quantity  of 
water  from  a  deep  drilled  well,  main- 
tain high  efficiencies  and  are  reliable 
in  operation. 

These  pumps  are  made  in  styles  to 
deliver  water  at  the 
surface  or  in  com- 
bination with  a 
booster  centrifugal 
operating  on  the 
same  shaft  at  the 
surface,  to  produce 
a  pressure  in  the 
mains. 

Pumps  of  this  type 
operate  in  drill  holes 
12  inches  in  diam- 
eter and  larger,  and 
deliver  to  3,000  gal- 
lons of  water  per 
minute. 

Catalog  1352  describes  them. 
Write  for  it. 

The  American  Well  Works 

General  Office  and  Works:  AURORA,  IL. 
Chicago  Office:    First  National  Bank  Building 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  -  Montreal. 

Gorman,  Clancy  &  Grindley,  Ltd., 

Edmonton  and  Calgary 
B.  C.  Equipment  Co.,       -  Vancouver.B.C. 
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Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost~Proof 
Water 
Meiers 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  SO  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


V*  t  .1  V  .t  X  ,t  *  *  *  H  t  *  S  *  .f  *  *  *.»  *X  ,t  *  ».9!l!r&!&:J9M&i9M&.r 

"Metallic"; 

Building  Materials  • 


1885    "QUALITY  FIRST"  1916 

It  Has  Paid  Us  and  Will  Pay  You 

Galvanized  "  EASTLAKE  "  Shingles 

have  made — and  will  make — more  money 
for  Canadian  Contractors  than  any  other 
type  of  metal  roofing. 

The  Quality  is  There ! 

They  satisfy  your  customer  —  they  sell 
easily  —  they  lay  quickly  —  they  make  a 
good-looking  roof — they  are  fireproof. 

THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  SAFETY  FIRST 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 

TORONTO     and  WINNIPEG 
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SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
wood  and  steelTanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 


Send  for  special  Tank  and  Tower  Catalogue 


Ontario  Wind  Engine  &  Pump  Co. 

Winnipeg  Calgary 


Toronto  Montreal 


Limited 
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Ever  notice  how  many  DAKE  Swinging 

Engines  are  used  on  big  construction  jobs? 

It's  because  the  contractors  demand  that 
flexibility  ot  operation     that  instant  starting, 
stopping  and  reversing  obtained  with  the 
DAKE  Reversing  Air  or 
Steam   Motor.     No  dead 
centers. 

Write  for  our  latest  catalog 
of  contractors'  hoists,  swing- 
ing engines,  motor  crabs,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 


Montreal :  Mi 


CANADIAN  AGB.NTS: 
*ns.  l  td.      Toronto:  A.  K.  Williams  Machinery  Co.,  Ltd. 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


STANDARD  STEEL 


Beami  Channel* 

p'*:;i  construction  co. 


Reinforcing  Bart 

"Self-Sentcrlng" 

Corrugated 
Sheeting 


LIMITED 

WELLAND      -  CANADA 

Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  writs  us  for  quotations  when  you  are  In  the  market. 

Office  -  M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand.  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Platter  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,  Office  North  \  Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  In  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


DERRICKS  SAVE  MONEY 

and 

We  send  Derricks  on  Trial  to  reliable  Contractors. 


Labour  is  Scarce  and  High  Priced. 
Derricks  are  Easy  to  Handle  and  Low  Priced. 

NATIONAL  EQUIPMENT  CO.,  LTD. 

1  Wabash  Avenue      -  TORONTO 


Canada  Iron  Foundries,  Limited 


ON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Casting's 
of  all  kinds,  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 
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How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  liard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

liri  1  rn    O,  DDIpUTI  V  1120  Spring  Garden  Street 

HtLLLK  «  DKlunlLI,  Philadelphia,  pa  . "Since  1870" 


Standard 

Wires   and  Cables 


Bare  Copper,  Rrass  and  Bronze  Wires 
Standard  C.C.O.  Wire  (Colonial  Copper  Clad) 
Weatherproof  Wire,  Rubber  Insulated  Wire 
Varnished  Cambric  Cables,  Leaded  or  Braided 
Fibre,  Paper  and  Rubber  Leaded  Cables 
St  eel- Wire  and  Steel -Tape  Armored  Cables 
Cable  Terminals,  Junction  Boxes,  etc. 

for  further  infoimahoit  wri/e  our  neai  est  office. 

Standard  Underground  Cable  Co.  of  Canada,  Limited 
Hamilton,  Ont. 

Montreal,  'Que.  Winnipeg,  Man.  Seattle,  Wash. 


Are  You  Building  ? 

Labor  is  cheap  and  plentiful — the  building  trades  are  slack  and 
material  prices  will  be  higher  before  they  are  lower,  but  are  you 
building?  This  is  a  most  opportune  time  to  be  business-like 
and  build,  and  to  be  patriotic  and  employ  Canadian  labor. 
Prisms  will  figure  in  your  building  operations — specify  "Luxfer 
Prisms"  and  you  will  be  sure  of  definite  resulls. 

Ask  us  about  "  Luxfer  Prisms  " 
for  your  particular  proposition. 

LUXFER  PRISM  CO.,  LIMITED 


100  KING  STREET  WEST, 


TORONTO,  ONT. 


Elkco,  Elk  Steel,  St.  Marys 
Keystone,  Rotex 

Brands 

provide  a  type  for  every  kind  of  furnace 

FIRE  BRICK 

Our  booklet  "Refractory  Efficiency  En- 
gineering "  detailing  shapes  and  sizes 
will  be  sent  on  request. 

Elk  Fire  Brick  Co.  of  Canada,  Ltd. 


)       Federal  Life  Building. 


HAMILTON,  ONT. 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in  the 

Contract  Record 

and  Engineering  Review 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


00 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  I  IMF..  AN D  BRICK 
Cement — delivered  in  5  battel  lots.  $185  per  bbl.  ; 
with  bags,  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs  .  $1.76. 

Lime  grey  3Sc.  white  40c  per  100  lbs  ,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, while  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick.  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  wotk,  $8.60  on 
the  cars,  delivered  $0.50;  "Tapestry"  brick, 
imported.  $25  to  $35 ;  local  Rug,  $14;  sand- 
lime  brick.  $7.60;  King  Edward  Siding,  $0.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No  1.  $1S  per  M.  f.o.b.  West  Toronto; 
No.  2  $14 ;  paving  blocks,  No.  1,  $24  per 
If.  ;  No  2.  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M.  ;  Denison  interlocking  hol- 
low tile.  $00  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  : — 
White  $52.  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE.  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $1.20;  1  -in.,  $1.25;  H  i"  . 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  H  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5  in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14,  14  x  16,  $38.00;  10  x  16, 
12  x  10,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars— $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3.50;   small  sizes  $3.26. 


Steel  Plates  tank  and  boiler,  $3.60  per  100  lbs.; 
yi  in.,  5/10  in.  and  H  in.,  $3.50  per  100  lhs.  ; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lhs. 

Galvanized  iron  -28  gauge  $0.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $34  per  net  ton;  6-in.  to  12- 
in.  $33;  12-in,  up  $32  50,  with  $1  extra  for 
gas  pipe. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft.  ;  6-in.,  40c  ft.  ;  8-in. 
55c  ft.;  9  in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18  in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3  25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in,  to  24  in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  pet   100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal.  ;  red  lead, 
dry,  $14  per  100  lbs.;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25  1b.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs.;  turpentine,  in  bbls., 
80c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Ilydrated,  $14  per  ton;  lump,  $8. 

Brick — No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic  No.  1,  $14;  red  rustic  No.  2,  $12; 
buff  (smooth),  $21;  buff  (rough),  $25;  C. 
P.  R.  50c.  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
$10.50;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight   pipes    (per   foot) — not   reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.    Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  j4-in„  $1.65;  Vs-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel--$1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 
Steel  angles— 3-in.  x  3  in.  and  up,  $3.50,  1  in. 
x  1  in.  x  %  in.,  25c.  extra;  ii  in.  x  54  in. 
x  'A  in.  50c.  extra.  Boiler  plates — %  in. 
thick  and  thicker,  $4.00.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$4.25;  under  30  in.  dimensions,  $4.75.  Beams 
and  channels— Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight  pipe   (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12  in.,  $1 ; 
24-in.,  $3.25.    Bends,  each  75c,  $1.20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.    Double  collar,  76c, 


$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.S0,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2V,  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buclian  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  — $12  per  ton.  Plaster  of 
Paris — $2. 35  per  bbl.  Rope — Best  Manilla. 
2iy2c  basis  per  pound;  British  manilla,  ISc. 
basis;  sisal  rope,  1354c.  basis;  lath  yarn  13'/2 

cents.  Boiled  linseed  oil — in  barrels  90c.  per 
gal.   of  9  lhs.     Raw  linseed  oil — in  barrels, 

STAc.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
H-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel — Per  yd.,  delivered,  $1.85. 

Crushed  Granite— l'A  and  2-in.,  $2.65;  ?4-in.  and 

1-in.,  $2.90;  M-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32 ;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 

fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16. 
6  x  10,  6  x  12,  8  x  12,  $39 ;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18.  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5!4-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round   bars,   $2.35   per   100   lbs.;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  62) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


44 


THE  PLASTER 
THAT  LASTS " 


Founded  on  the  sound  basis  of  pure  raw  materials  and 
fathered  by  science  and  experience  in  the  making  "Pillar" 
Brand  Wall  Plasters  have  no  equal. 

Our  line  is  extensive  —  covering  everything  in  Gypsum 
Products — from  crude  rock  to  the  finest  Dental  Plasters. 

Shipments  to  anywhere  by  rail  or  water 

The  Iona  Gypsum  Co.,  Limited 

IONA,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  60) 
SEWER  PIPE 
Sewer  Pipe  -Wholesale  prices  I.  o.  b.  Winnipeg. 
P«r  It.,  3  in..  9  cents;  4  in..  11  cents;  5  in., 
16  cenlt;  6  in..  18)4  cents;  8  in..  30  cents; 
9  in.  35  cents;  10  in..  40  cenls;  12  in.,  50 
cents;  15  in..  75  cents;  IS  in.,  $1.00;  20  in., 
$1  BO;  24  in..  $2.00 

SUNDRIES 

Hard  Wall  Plaster— Unsanded.  $13  per  ton  ;  sand- 
ed. $7  50,  delivered  on  job.  Plaster  of  Paris. 
$15  50  per  ton;  Hammer  Brand,  $3.75  per 
bbl..  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils— White  lead,  ground  in  oil,  $11  50 
per  100  lbs  ;  boiled  linseed  oil,  in  bbls.,  OS 
cents  per  gal.  ;  raw  linseed  oil,  in  bbls.,  05 
cents  per  gal. ;  dry  red  lead.  $10.00  per  100 
lbs.;  putty  in  bulk,  $3.25  per  bbl.;  putty  in 
25  1b.  tins.  $3.75;  turpentine,  in  bbls..  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gat..  $3.10. 


VANCOUVER  PRICES 

CEMENT.  LIME,  AND  RRICK 
Cement— Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $0.50  per  bbl.  ; 
white  Portland  cement.  $7  50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime— $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 

Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
\  in.. unci  ;  pressed  red  brick,  $30  f.o.b.  wharf 
\  sncouvei  ;  pressed  buff  brick  $40  at  ware 
house;  $33  in  car  lots;  tapestry  brick ,  $45  at 
warehouse:  impervious  brick,  $45  f.o.b.  build 
inn-;  fire  brick,  $35  in  car  lots,  $40  in  ware- 
house;  lire  clay.  $12  per  ton  in  car  lots. 


SAND  AND  GRAVEL 

Sand — Brick  and  plaster  sand  $1.35  per  cu.  yd. 

f.o.b.  bunkers. 

Gravel    $1.85  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.  C.  fit)—  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 


STEEL  AND  IRON 

Vancouver  prices  f.o.b.  warehouse : 

Steel  -(round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed.  $3.25  base;  structural  sec- 
tions,  $5.00  to  $5.25. 

Galvanized  iron  —28  gauge,  $7.50  per  100  lbs. 


Corrugated  iron — 26  gauge,  0,  7  and  8  ft.  sheets 

$6.65,  5,  !>  and  1(1  ft.  sheets,  $6.80  per  square. 
Itlack  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 

Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  12'/2c.  per  ft.;  0-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15  in., 
$1.05  ft.  ;  18-in.,  $1.25  ft. ;  20-in.,  $1.50  ft. ; 

24-in.,  $2.25  (all  net  prices). 


SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope— Manilla,  full  coil,  16c  basis;  2nd  gra"*"* 
14'Ac  basis;  sisal  rope,  12Kc  basis. 

PAINTS  AND  OILS 
Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.90  pei    100  lbs. 
100  lbs. 

Boiled  linseed  oil  In  bbls.,  $1.07  per  gal.  of  9 
lbs. 

Raw  linseed  oil — In  bbls.,  $1.05  per  gal. ;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;   putty  in  25-lb. 

tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


Men  Who  Know 

who  have  actually  worked  with  all  kinds  of  tapping  machines 
are  ready  to  testify  to  the  fact  that 

The  MUELLER 

Water  Main  Tapper 

is  easier  to  work  and  better  than  any  other  tapper  made 

Will  give  from  20  to  30  years'  service.  No  water  com- 
pany can  afford  to  be  without  one. 


SIGN  AND  MAIL 
THIS  COUPON 


Send  me  your  general 
catalog  and  quote  me 
prices  on  No.  2  Tap- 
ping Machine. 


Signed  

City  Prov 


Made  in  Sarnia,  Canada 

H.  Mueller  Mfg.  Co.,  Limited 

SARNIA,  ONTARIO 
Makers  of  high  grade  Water,  Plumbing  and  Gas  Brass  Goods. 
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HP  ' 


GOODS 

Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA    WIRE    &  IRON) 
GOODS  CO..  Hamilton 


PIPE  BENDS 

eliminate  heavy  fittings 
economize  space, 
avoid  leaky  joints, 

save  trouble,  room  and  money 

We  make  pipe  bends  in  size  and  shape  to  meet 
your  specifications.  The  cut  above  illustrates  a 
20  inch  expansion  bend  of  16  foot  radius  contain- 
ing 38  feet  of  pipe  joined  in  the  arc  by  the  At- 
wood  Line  Weld. 


PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  ( 
PITTSBURGH,  PA. 


■A 


ATW00D  ATW000 
ENGINEERS    FOUNDERS  MACHINISTS 

Represented    by  W.  M.  Campbell,  32  Albany  Ave..  Toronto.  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


Built  for  CP. Ii.  Montreal 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:  — 
Bridgeburg,  Ontario.  1 30  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 

Shops:— Bridgeburg.  Ont. 
Chicago,  111.  Greenville,  P». 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford         Winnipeg        Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto      -  Canada 
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Civil 

Contractors 

Electrical 
Mechanical 

Directory  of  Engineers 

Special 
Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Chipman      Geo.    II.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  a  ml  Purification,  Sewerage  and 
■<c«a<r   Disposal,   Water  Power  Development. 

Tel.  I.ouk  IHslance  Uptown  0740  41 

New  Birks  Building,  MONTREAL 


OIK  I'KOCESSES  for  the  exact  and 
pcrminent  reproduction  in  Con- 
or, t,.  of  marble,  granite  and  onyx  effects  in  all 
colors,  arc  what  wc  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


STICK  TO  IT 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

CONTRACT  RECORD 
&  Engineering  Review 
TORONTO 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

and  J^i^ioHe,:  MONTREAL 

Branch    Offices   and    Laboratories — 
TORONTO.  WINNIPEG.  EDMONTON, 
VANCOUVER   and    NEW  GLASGOW 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gall  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG  CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGill 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water    Powers,   Stiuctural   Steel,  Kridges, 

Buildings,  &c,  &c. 
ll'/a    Gosford   St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt. 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories: 
McGill  Building,      •  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


ANGLES 

M  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


ALL  BUILDING  WORK. 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904-905  62  Esplanade   E.,  Toronto 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


PATENTS 


SECURED  OR  OUR 
FfiES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  witli  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
access  to  all  Records  and  solicit  the 
i;ss  of  Manufacturers,  Engineers,  and 
>  who  realize  the  advisability  of  hav- 
their  Patent  business  transacted  by 
"ts       Send  for  our  Booklet,  etc. 


HAROLD  C.SHIPMAN  &  CO. 

Reg.  Patent  Attorneys  Ottawa,  Canada 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


Crushed 
Stokie 

BRICK 


Cut 

Stone 
SAND 

T.  A  Morrison  &  Co    204  st.J-mesSt. 

r\.  1MUI  i  lauu      vll.)  MONTRFAL 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 
Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust   Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York    Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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"Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


I  Contractors 


RUSH! 

Means  Night  Work 

Are  You  Prepared? 

FLARE  LIGHTS  are  a  necessity  on  all  "RUSH 
JOBS."  Have  you  a  supply  on  hand  to  meet  that 
necessity  ? 

If  not  secure  at  once  THE  CARBIC  FLARE 
LIGHTS,  and  you  will  have  the  most  efficient  flare 
lights  capable  of  keeping  your  workmen  up  with  the 
rush. 

POSITIVELY  not  affected  by  Wind,  Rain,  Sleet 
or  Zero  Weather. 

Economical,  Safe,  and  Sure. 

Used  by  All  leading  Contractors  in  Canada  to-day. 
Needs  no  introduction. 

Ask  any  CONTRACTOR  of  the  CARBIC  FLARE 
LIGHTS'  ability  and  we  will  stand  by  his  words. 

Write  or  wire  for  immediate  shipment. 

W.  L.  FOSTER 

8  Lombard  St.  TORONTO 


ELEVATED 

STEEL  TANKS 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "         100  feet  to  top 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Iildg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


ft 


iEl 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1618 
Private  exchange  connecting  all  departments 
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St.  John 


Contractors'  Bar  Cutter  No.  10 


Armor  Plate  Construction 

Equal  to  a  cast  iron  machine  of  twice  the  strength. 

Cuts  round,  twisted  and  Johnson  bars  up  to  1-1/8" 
for  reinforced  concrete  work. 

We  make  a  complete  line  of  hand  and  power  pun- 
ches and  shears,  portable  and  stationary  forges 
and  drills. 

Send  for  new  Punch  and  Shear  Catalog 

Canadian  Blower  &  Forge  Company 

Berlin,  Ontario 


Montreal 


Toronto 


Winnipeg 


Vancouver 


Turnbull 


Elevators 


Passenger 
Freight 
Hand  Power 
Dumb  Waiters 


The  Turnbull  Elevator 

Mfg.  Company 

TORONTO,  ONT. 
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Works  at  Walkerville,  Ontario 


VALVE*  HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 


for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 


Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chesjer  W.  Smith.  Pub- 
lished   in    1915    by    McGraw-Hill    Book  Company, 
pages,  illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  20G  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1916  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.60. 


Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
43S  pages,  illustrated.     Price  $4.00. 


Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by- 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.     Price  $1.50. 


Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 


Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.     Price  $2  00. 


Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 


Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 


Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 
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When  you  want  Dependable  Wire  Rope 
for  Any  Service  try 

"DOMINION" 

Have  you  used  our  "AUTOWLINE" 
and  Cable  for  Artillery  Traces? 

THE  DOMINION  WIRE  ROPE  CO. 

LIMITED 

Winnipeg  MONTREAL        St.  Catharines 


-1 


"RANSOME" 
CONCRETE 
MIXERS 

Mix  your  cement  with  a 
machine  that  gives 

BETTER,  STRONGER 

Concrete 


and  use  our 

Cement  Bag  Cleaner 

an  inexpensive  machine  for 

Cleaning  and  Counting 
Cement  Bags. 

From  one  to  two  barrels  of  cement 
saved  out  of  every  thousand  bags 


Branch : 

St.  Catharines,  Ont. 


/*m  11  fjf  I   #  ff  /*  Head  Office: 

twHflpkinfr&W  Montreal 


I 

Vol.  30  Toronto,  July  12,  1916  No.  28 


Why  Not  Get  the  Best? 

When  spending  your  money  or  suggesting  to  others  the 
spending  of  money  for  Rubber  Goods,  why  not  insist 
on  the  best? 

In  that  respect  you  run  no  risk  when  your  choice  is  from 
the 

DOMINION  RUBBER  SYSTEM 

Dependable  quality  in  the  Rubber  Goods  we  manufac- 
ture for  contractors  and  builders  is  an  assured  fact,  and 
back  of  all  is  our  unequalled  service  which  always  gives 
satisfaction. 

No  matter  what  the  need  in  rubber  may  be,  write 
to  our  nearest  Branch  or  direct  to  our  Head  Office 

Canadian  Consolidated  Rubber  Co.,  Limited 

Montreal,  P.  Q. 

28  "Service"  Branches  Throughout  Canada 
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CHAMPION 

ROAD  and 
STREET 
MACHINERY 

Road  Graders.  Levellers 
and  Drags 

Road  Rollers.  Sprinklers, 
Sweepers  and  Cleaners 

Street  Cleaners'  Hand  Carls 

Rode  Crushers.  Elevators. 
Screens,  Bins 

Spreading  W  agons 

Dump  Wagons 

Contractors'  Plows 

•  M  VNI  F  VCTI  R]  D  :n  "Champion"  Road  Builders'  Sprinkler 

The  Dominion  Road  Machinery  Co.,  Limited 

WRITE  OUR  NEAREST  BRANCH 

118  Mollis  Street,  Halifax,  N.S.  Cor.  Sth  Ave.  and  3rd  Street  West,  Calgary,  Alta. 

518  Power  Building,  Montreal,  Que.  10237  109th  Street,  Edmonton,  Alta. 

s'J  Dalhousie  Street,  Quebec,  Que.  609-613  Bank  of  Ottawa  Building,  Vancouver,  B.C. 

413  Mclntyre  Building,  Winnipeg,  Man. 


Factory  and  Head  Office — 


GODERICH,  ONTARIO 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

2 — 6  x  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6%  x  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
i — 5  x  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  .30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  y2  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Di.ect  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  ro  fi,t  engines  from  6%  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line—We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 


H.E.  PLANT  1790  St.  James  Street,  Montreal, Que. 

K  LEONARD  &  SON8  St.  John,  N.  B. 


-Agents — 


ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

KELLY-POWELL,  LTD  MoAj-thur  Bid*.  Winnipeg,  Man. 
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NATIONAL  SERVICE 


THERE  are  three  parties  to  be 
satisfied  when  a  NATIONAL 
Truck  is  sold — 

The  Owner 
The  Driver 
and  the  Company 

The  owner  must  be  satisfied  that 
the  Truck  will  do  the  work  for  which 
he  bought  it  every  day  the  year 
round. 

The  Driver  must  be  satisfied  that 
the  Truck  will  keep  going,  over 
smooth  pavements  or  rutty  roads. 
He  wants  to  know  all  about  the 
engine,  the  transmission,  the  axles, 
and  bearings. 


The  Company  is  always  interested 
in  the  Truck.  To  give  the  Truck 
owner  the  most  efficient  service 
possible,  service  stations  have  been 
established  in  every  city  and  town 
where  NATIONAL  Trucks  are  in 
use. 

These  Service  Stations  inspect  and 
make  minor  adjustments  free  of 
charge.  Owners  are  expected  to 
send  the  Trucks  to  be  inspected  at 
least  twice  each  month. 

All  this  service  and  more  free  of 
charge. 


Address  Truck  Dept.  for  full  particulars  and  catalogue 

NATIONAL  STEEL  CAR  CO.,  Limited 


Montreal  Office: 
SHAUGHNESSY  BUILDING 


Operating  Offices  and  Works: 

HAMILTON,  CANADA 
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Build  the  Maintenance  INTO  the  Road 

A  Concrete  Base — Surfaced  with  "Dolarway" 


When  you  consider  a  thoroughfare  that  is  suitable 
in  every  way  for  every  locality — think  of  "Dolar- 
way." The  initial  cost  of  laying  is  low;  the  main- 
tenance cost  is  low — a  combination  that  will  appeal 
:     every  Tax  Payer. 


A  "Dolarway"  pavement  is  equal  in  every  way  to 

Asphalt     pavement — the    only    difference,    that  of 

price.     Noiseless,   Dustless,   Waterproof.     Easy  to 

apply,  Easy  to  Maintain  and  Permanent  just  as 
long  as  "Dolarway"  surfacing  is  KEPT  ON. 


Inexpensive  First  Cost 


For  further  particulars  write  to 


Inexpensive  Maintenance 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 


84  Sandwich  St.  Weit, 
WINDSOR,  ONTARIO 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sti.,  Montreal. 
Manufacturers  of  Boiler  I.  Castings,  Condensers,    Elevators,  Engines,   Filters,   Forgings,  Hydraulic 
Machinery,  Pumps,  cent  -ifugal  and  reciprocating,  Steam    Turbines,    Tanks,    Water    Whaels,  Water 

Works  Plants. 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  1601bs.  fir  . 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 


KEMPTVILLE 


ONTARIO 


"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


LONDON  Batch  Mixers 

London  Batch  Mixers  cost  less  because  they  will  run  for 
years  without  repairs,  or  break-downs.  They  produce  more  Con- 
crete, they  make  better  concrete  and  do  it  in  less  time.  These 
features  mean  clear  profits  to  the  Contractor  instead  of  loss. 

Every  Mixer  Sold  Sells  Ten  More.     Nearly  2000  Now  in  Use. 


Made  in  all  sizes  from  l4  yd.  to  2/4  yd.  Batch.    Get  prices  now  before 

starting  on  the  next  job. 


London  Batch  Mixer 

LONDON  BULL  DOG  BATCH  MIXER 

A  Small  Batch  Mixer  for  Small  Contract  Work. 

6  cu.  ft.  Batch,  50  cu.  yds.  per  day.    Can  be  operated  with 

less  men  than  any  other  Mixer.    Pays  for  itself  in  15 

days'   use.      Every  contractor  with  small  jobs 

should  own  a  Bull  Dog  Batch  Mixer.    Send  for 

Catalogue  No.  1  B. 

We  make  23  different  sizes  and  styles  of  Concrete  Mixers  also 
a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 

London  Concrete  Machinery  Co.,  Limited, 

Branches  and  Agencies  in  every  large  city  in  Canada. 


London  Bull  Don  Hatch  Mixer. 


London,  Ont. 


WORLD'S  L\RGEST  MANUFACTURERS  OF  CONCRETE  MACHINERY  AND  CEMENT  WORKING  TOOLS- 
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Air  Compressor* 

Cu     lngenoll  Rand  Co.,  Ltd. 
run  lion  Work* 

Aluminium 

Sinclmartn  Agencies  Rcgd 

Air  Hoi»t* 

Northern  Crane  Woik* 

Architectural  Iron  Work 

CanaJa  Wire  &  lion  Good*  Co. 
McGregor   &  Mclntyre 

Architectural  Terr*  Cotta 

Toronto  I'late  Glass  lmp'tg.  Co. 

Ash  Hoist* 

Cilli*  &  Geoghegan 

Asphalt 

Asphalt  &  Supply  Company 

Asphalt  Shingle* 

Bird  &  Son. 

Blast  Hole  Drills 

Hopkins  &  Co..  F.  H. 

Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Boilers 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 

Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Brick 

American  Enamelled  Brick  Co. 

Brick  Dryer* 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 

Buckets 

Beatty  &  Sons,  M. 
Canadian    Link- Belt  Company 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Work* 
Mansfield   Engineering  Co. 
Radigan   &  Company,  John 

Brick  Machinery  and  Supplies 

Sheldons  Limited 

Bridges  (Steel) 

Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wk*. 
DesMoines  Bridge  &  Iron  Co. 
Dickson  Bridge  Works 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Building  Paper* 
Bird  &  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 

Mansfield   Engineering  Co. 

Cable  Terminals 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B,  C.  Lumber  Commissioner 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
liritnel]  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 

Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 

Blair,  B. 

Dominion  Concrete  Company 

Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 

Goold,  Shapley  &  Muir  Co. 

Hopkins  &  Co.,  F.  H. 

Ideal  Concrete  Machinery  Co. 

London  Concrete  Machinery  Co. 

Mussens  Limited 

Wettlaufer  Bro». 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 

Foster.  W.  L. 
Contractors'  Plant  &  Supplies 

Eeatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Dominion  Road  Machinery  Co. 
Goodwin,    Barsby   &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company- 


Conveying  Machinery 

Canadian    Link- Belt  Company 
Goodwin,  Barsby  &  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 

Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 

Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora- 
tion 

Crushed  Stone,  Limited 
Ilagersville   Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co 
Mussens  Limited 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 


Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 

Canadian  Equipment  Company 

Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian    Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.  Co.,  Philip 

Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian  Ingersoll-Rand  Co. 

Electric  Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario   Wind   Engine   &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American   Enamelled   Brick  & 
Tile  Company 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.  Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 

Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,   R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Expanded  Metal 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 

Ferro-Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt  Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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WETTLAUFER  BROS.9 

Latest  Success 

This  new  Wettlaufer  Paving  Mixer  is  absolutely  in  a  class  by 
itself.  It  is  built  especially  for  Road  Paving,  but  is  such  a  grand 
success  that  it  is  being  used  on  many  different  kinds  of  concrete  work. 
It  is  a  very  fast  machine. 

Wettlaufer  Paving  Mixer 

We  would  call  your  attention  particularly  to  the  Elevated  Drum, 
ensuring  a  positive  stream  of  concrete  from  the  Distributing  Chute. 
Other  special  features  are — Direct  connected  oval  bottom  hopper — 
Rear  discharge— Sectional  delivery  Chute — Traction  drive  (both 
wheels) — Two  speeds,  forward  and  reverse — Reversible  Link  motion 
engines — No  intermediate  hopper  to  clog  up.  Hopper  delivers  in 
8  seconds.    Drum  discharges  in  complete  batch  in  14  seconds. 

This  is  positively  the  most  successful  gravity  chute  mixer  on 
the  market  to-day. 

Write  for  catalogue  and  prices. 

Wettlaufer  Bros.  Limited 

180  Spadina  Ave.,  TORONTO 

Manufacturers  of  Builders'  and  Contractors'   Machinery  and  Equipment 


New  Glasgow,  N.S. 
and  Sr.  John  s,EQ. 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :    St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 


8 


THE   CONTRACT  RECORD 


July  12,  l'J16 


CLASSIFIED    INDEX    TO    ADVERTISEMENTS— Continued 


hire  tKiciei 

Debni*  Wirt  S  Iran  Works  Co. 
Manitoba  Bridge.  Si  lion  \Voik> 

Mctiirtioi    \  Mclntyic 

Plaa  Pole* 

Ontario  Wlad  Rwg*iwi  &  Pump 
Company. 

Flooring  Material* 

Armstrong  Cork  Company 

Fuel  Economirer* 

Sturtevant  C  o.  of  Can..  Ltd.,  B.  F. 

Furnace* 

Smart  Mfg.  Company,  Jap, 

Forge* 

Canadian  Klower  and  Forge  Co. 
Sheldon*  Limited 

Ga*  Engines 

GooldT  Sliapley  &  Muir  Co. 

Gaaoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks  Morse  Co. 
Good,  Shipley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
l.uxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governor* 

Boving  Hydraulic  &  Engineering 
Company. 

Gravel  Buckets 

Mansfield  Engineering  Co. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 
Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can..  Ltd.,  B.  F. 


Mc.tt   lnsul.ilinc.  Materials 

Armstrong  Cork  Company 

High  Duty  Pumping  Engines 

Platl  lion  Works 

llryh  Pressure  Pipe  Lines 

Pittsburgh    Valve,     Foundry  & 
Construction  Company 

Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Ueattv  &  Sons,  M. 
Canadian  Ingersoll-Rand  Co. 
Gillis  &  Ceoghegan 
Coold,  Shapley  &:  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Henthorn 
Mussens  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard  Mfg.  Company 

II'  i  it  Engines 
licatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
t  ompany. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 

Northern   Crane  Works 

Kilns 

Canadian   Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American   Lead   Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotive  Hoists 

Canadian    Link-Belt  Company 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 

Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters.  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 


Oil  Tanks 

Hoving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 


Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 


Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Bi andram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 


Paving  and  Paving  Materials 
Aspnalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian  Dolarway  Pacing  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 


Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


What  Good  Boiler  Room  Insulation  Will  Do 

The  boiler  room  of  the  Chamber  of  Commerce 
Building-,  Detroit,  Mich.,  was  so  hot  that  the  store 
room  directly  over  it  was  often  quite  uncomfort- 
able. Radiated  heat  from  the  boiler  settings, 
steam  drums  and  steam  lines  was  responsible  for 
this 

In  order  to  reduce  this  radiation  the  steam 
drums  and  settings  of  the  three  100  H.  P.  water 
tube  boilers  were  protected  against  heat  loss  with 
one  course  of 

Nonpareil  Insulating  Brick 


for  Boiler  Settings,  Furnaces,  etc. 

and  the  covering  on  some  of  the  steam  lines  was  replaced 
with  Nonpareil  High  Pressure  Covering,  at  a  cost  of 
$214.84.  for  the  materials. 

What  was  the  result?  Not  only  was  the  temperature 
over  the  boilers  reduced  30  degrees,  but  one  boiler  now 
carries  the  load  which  formerly  required  two.  In  addi- 
tion, an  examination  of  the  coal  consumption  records 
showed  that  1.347,940  pounds  were  burned  in  six  months 
before  the  Nonpareil  Insulating  Brick  and  High  Pressure 


Showing  Nonpareil  Insulating  Brick  on  steam  drums 
and  tops  of  boiler  settings,  and  Nonpareil  High 
Pressure  Covering  on  steam  lines.  Chamber  of 
Commerce   Building,   Detroit,  Mich. 

Covering  were  installed.  During  the  corresponding  period 
of  the  following  year,  after  the  insulation  was  put  in,  but 
1,075,570  pounds  were  burned — a  saving  of  272,370  pounds 
or  136.185  tons,  valued  at  $401.75.  In  one  year  this  saving 
will  amount  to  over  $800.00 — nearly  four  times  the  cost 
of  the  insulating  materials. 

Savings  like  this  can  be  made  in  your  plant  by  pro- 
perly insulating  the  boiler  settings  and  steam  lines. 
Samples  and  full  information  on  request. 


Armstrong  Cork  &  Insulation  Co.,  Ltd.,sos  McGiii  Building,  Montreal,  Que. 

Also  manufacturers   of   Nonpareil   High   Pressure   Covering  for  steam  lines  and  Linotile  for  flooring  offices,  residences,  buildings,  etc. 
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QUALITY  SERVICE 

STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

Railway  Track  Equipment 

As  Manufacturers  of  material  required  by 
you,  we  are  interested  in  securing  your 
business,  and  if  given  an  opportunity 
to  quote  on  your  specifications, 

WE  WILL  GET  IT 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 


HAMILTON 


TORONTO 


MONTREAL  WINNIPEG 
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Pipe  and  Boiler  Coverings 

l>ominion  Paint  Worki 

Pjinn  t  Bridge  and  Structural  Iron 
and  Pipe  Coating) 

Pa  teuton  Mfg.  Company 
*i|lilllllHIIII  Agencie*  (Kgd  ) 

Pencil*  (Lead) 

Amniean  l.ead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beattv  St  Sons,  M. 
Canadian   Ingcrsoll-Rand  Co. 
Hopkins  Sc  Company,  F.  H. 
Marsh  &  Ilcnthoin,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can..  Ltd..  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Iona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingcrsoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingcrsoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  works 

Itcatty  ft  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian   Fairbanks-Morse  Co. 
Canadian  Ingcrsoll-Rand  Co. 
Cook.  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
Mi  Dougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company, 

I'lalt   Iron  Works 

Walt-tons  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingcrsoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 

Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshorc,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 

Bird  &  Son 


Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

I  lominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Watcrous  Engine  Works  Co. 

Roofing  Material 

Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.   Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Sand  and  Gravel  Plants 

Mansfield  Engineering  Co. 

Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 

Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.   Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 


Skylights 

Pedlar  People  Limited 


Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14  > 


Model  A  Hoist  in  operation. 
After  load  is  raised  to  proper 
point,  hoisting  head  revolves  on 
ball-bearings  and  can  is  deposit- 
ed on  sidewalk  without  lifting. 


An  Important  Advantage  of  the  G  &  G  Telescopic  Hoist  Model  A 

The  Patented  Gear  Shifting  Device  | 

GEARS  are  automatically  thrown  out  of  mesh  whenever  the  brake  lever  M 

is  used  to  lower  load.    Empty  cans  are  rapidly  lowered  because  no-  g 

thing  moves  but  cable  drum.    The  hoisting  handle  does  not  revolve  B 

when  brake  is  used.    This  is  but  one  of  the  numerous  superior  features  asso-  M 

dated  only  with  the  G  &  G  Telescopic  Hoist.  = 


'Made  in  Canada" 


"Made  in  Canada" 


ment 


Model  A  Hoist  illustrated  raises  load  at  speed  of  30  feet  per  minute.  It  is 
operated  from  grade,  insuring  fullest  protection  for  both  public  and  operator 
against  injury  due  to  open  hatch. 

Every  hoist  is  subjected  to  thorough  working  test  before  shipment,  and  is 
compact  in  construction,  easily  installed  because  shipped  completely  assembled. 
No  pit  is  required — heel  of  hoist  rests  on  basement  floor. 

Write  for  Booklet  "A." 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


BLACK     BUILDING     SUPPLY    WM.    N.    O'NEIL    CO.,  LTD., 
CO  .    LTD..   TORONTO,  VANCOUVER, 

Agents  fo'  Ontario  Agents  for  British  Columbia 


B.  &  8.  H.  THOMPSON  &  CO., 
LTD.,  MONTREAL 
Agents  for  Quebec. 


W.  T.  GROSE. 
Agent  for  Manitoba,  Saskatchewan,  - 
Albtrta,  Winnipeg. 
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Burlington  Steel  Co. 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Twisted  Squares,  Angles,  Flats, 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 
3/4  ,  7/8"  and  1"  Channels  for  use  with  Metal  Lathing 
Prompt  Shipment  from  Stock 


Macadam  Roads 


must  be  built 
of  a 


Tough 
%  Stone 

that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 


1 2 
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BRITISH  COLUMBIA 

RED  CEDAR  SHINGLES 

AFFORD  OPPORTUNITY  TO  THE  ARCHITECT  TO  SECURE  AN  UNLIMITED  VARIETY 
OF  PLEASING  EFFECTS  IN  HOUSE  EXTERIORS,  AND  THE  EFFECTS  ARE 
ALWAYS    OF   THE    CHEERFUL,    FRIENDLY   CHARACTER  DEMANDED  IN  HOMES 


The  range  of  service  for  Red  Cedar  Shingles  extends  from  the  modest 
bungalow  to  the  costly  and  pretentious  house.  In  the  broad  field  of  bun- 
galow construction,  nothing  can  compare  with  them  in  creating  that  "home" 
appearance  so  characteristic  of  houses  of  that  class. 

The  long,  low  overhanging  roof,  with  its  possibilities  for  gentle  curves, 
the  dormer  windows  and  bay  windows,  all  offer  opportunities  to  the  architect 
to  create,  by  the  use  of  Red  Cedar  Shingles,  the  attractive  effects  which  mark 
his  work  as  different  from  the  ordinary. 

Because  of  the  lightness  of  Red  Cedar  Shingles,  the  long,  sweeping  roof 
is  made  possible  without  the  heavy  construction  required  to  carry  the  load 
necessitated  by  the  heavier  roofing  materials. 

Red  Cedar,  because  of  its  texture,  will  take  and  hold  paints  and  stains 
better  than  other  construction  woods.  It  also  contains  a  natural  preservative 
which  renders  it  immune  to  decay. 

British  Columbia  Red  Cedar  Shingles  are  manufactured  in  16-inch,  18- 
inch  and  24-inch  lengths,  with  butts  varying  in  thickness  from  1-3  inch  to 
9-16  inch,  according  to  the  length  of  the  shingle.  Two  or  three  courses  of 
the  long  shingles,  with  their  corresponding  heavy  butts,  arranged  in  contrast 
with  the  ordinary  shingles  on  the  walls  of  a  building,  create  a  very  pleasing 
effect. 

Designs  may  also  be  worked  out  by  the  use  of  Dimension  Shingles,  which 
are  manufactured  in  4-inch,  5-inch  and  6-inch  widths,  with  either  plain  or 
fancy-sawed  butts.  British  Columbia  Red  Cedar  Shingles  are  cut  edge  grain, 
so  that  they  will  not  warp  after  being  laid. 

For  full  information  on  British  Columbia  Red  Cedar  Shingles  and 
other  forest  products,  apply  to  British  Columbia  Lumber  Commissioners, 
Excelsior  Life  Bldg.,  Toronto,  Ont.,  or  Dominion  Bldg.,  Regina,  Sask. 


ASK  YOUR  NEAREST  DEALER 
FOR  A  COPY  OF  THE  BOOKLET 
ON  BRITISH  COLUMBIA  RED 
CEDAR  SHINGLES. 
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MONNOYER 

Chimneys 
Water  Towers 
Condensers 
Silos,  Etc. 

The  Monnoyer  is  the  very 
latest  method  of  erecting  the 
above  structures.  It  is  re- 
volutionizing the  use  of  ce- 
ment in  buildings  of  this 
kind.  A  tremendous  saving 
in  time  required  for  erection. 
Saving  in  weight  and  found- 
ations. Greater  beauty  of 
outline.  All  round  superior- 
ity. 


T.N.R.,  Quebec,  198'  high,  9'  diameter 

MONNOYER'S  SYSTEM 

recently  introduced  to  this  country  by  us,  has 
so  many  decided  improvements  on  the  ordinary 
system  of  concrete  construction,  it  is  hard  to 
credit  all  these  claims. 

We  shall  be  glad  to  send  you  full  informa- 
tion by  mail. 

Edouard  Pelletier  &  Fils 

111  Colomb  St.,  QUEBEC 

GRANTEES  FOR  CANADA 
Sales  Representatives: 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St 

MONTREAL 


CARE.Y 


EXPArJsio  J 

JOI  NT 

The  original  and  only  Elastite  Join 

Keeps  the  work  all  ahead  of  the  gang 

When  your  concreting  is  finished  your  work  is  done — no  spacing 
strips  to  dig  out,  no  kettle  to  heat,  no  melted  pitch  to  pour. 
Devote  all  your  attention  to  the  work  that  lies  ahead  without  a 
thought   to   what   lies  behind. 

Figure  what  a  saving  this  means  on  every  job.  Think  of  the 
saving  in  time — when  time  determines  profit  or  loss.  And  think 
of  the  security  you  feel  when  you  know  that  your  pavement  and 
curb  as  well  as  between  the  unit  blocks  will  never  leak. 
Keep  an  accurate  cost  account  on  your  next  poured  joints.  We 
can  prove  that  Elastite  will  save  you  money — and  lots  of  it. 

For  sample  and  literature  address  Elastite  Dept. 

THE  PHILIP  CAREY  COMPANY 


TORONTO 


MONTREAL 


FOR  SALE 


1  No.  2  Thew  Shovel  on  rail- 
way trucks—  $1,800.00 

1  Model  No.  28  Marion  Revol- 
ving Shovel -$1,800.00 

2  Model  No.  31  Marion  Revol- 
ving Shovels — $2,800.00  each. 

2  Vulcan  Dinkies,  9  x  14  Cy- 
linders $1,000,00  each 

W.  FRASER 


83  Craig  St.  West 

MONTREAL 
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Slcim  Engines 

Stui  levant  to.  o(  Can..  Lid..  11. 


Stcim  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sim  levant  Co.  of  Can.,  Lid..  R.  V. 


Steel 

Hopkins  St  Company,  F.  II. 
Steel  Company  of  Can.  Ltd. 


Steel  Bars 

Uur  lin^lon  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  l'\  II. 
Steel  Company  of  Can.  Ltd. 


Steel  Pipe 
Can.  Chicago  Ilridge  &  Iron  Wks. 
Tace  Kersey  Iron  Tube  &  Lead 
Co..  Ltd. 


Steel  Plate  Construction 

Watcrous  Engine  Works  Co. 


Steel  Sash 

S'eel  &  Radiation  Limited 


Stone 

Rritnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sackville  Freestone  Company 


Stone  Working  Machinery 

Pollard  Mfg.  Company 


Structural  Iron  and  Steel 

liui  lincton  Steel  Company 

Can.  Chicago  Bridge  S  Iron  Wks. 
DesMoincs  Undue  &  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Riidge  Works  Co. 
Uacldnnon  Holmes  &  Co. 
Manitoba  Undue  &  Iron  Works 
Maritime  Ilridge  Company 
McC.rcKor  &  Mi-Intyrc 
PitUburgh-DeaMoinea  Steel  Co. 

Kcid  &  ltrown 

Sti  iicttn  al  Sleel  Company 

Standaid  Steel  Construction  Co. 


Surveyors'  Instruments 

Dikcman  Surveyor  Company 
Heller   &  Hrightly 


Swinging  Gears 

I  >akc  Engine  Company 


Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon.  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh- DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 


Tile  Moulds 

London  Concrete  Machinery  Co. 


Toncan  Metal 

Staik  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian    Billings    &  Spencer 
I  .imited 

Valves 

Canada  Iron  Foundries 
Can.  Fail  banks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvily  &  Sons,  T. 
Pittsburgh   Valve,   Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtcvant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standaid  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 

Paterson  Mfg.  Company 


Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Moving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Plait  Iron  Works 

Welding  Apparatus 

Prest-O- Lite  Company,  Inc. 

Welding   and   Cutting  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe  &  Tank 
Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  pure  carbon,  and  is  therefore  unaffected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  B-H  Graphite  Paint  being  made  from  pure  Graphite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  painting  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


1 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


R RAN  DRAM -U EN  D  E RSON 

M^MMHHMHMMMl':!   JL  MMMMMMMMM  LIMITED 


Montreal 


Halifax 


St.  John 


1oronto 


Winnipeg 
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^SHED  ST0^ 

Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


SACKVILLE  FREESTONE 


This  stone  is  a  permanent- 
ly attractive  material  for  all 
classes  of  buildings. 

Block  Stone 
Head  Sills 
Dimensions 
Random 
Shoddy 
Stone  Sawing 


Sackville  Freestone  Company,  Limited 

Sackville,  N.  B. 

Toronto  Representative:  A.  W.  Steward,  Builders'  Exchange 
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All>crt  Manufacturing  Company  ... 
American  Lead  Pencil  Company  ... 

American  Well  Works   

Anglins  Limited   64 

Armstrong  Cork  Company    8 

Art  Stone  Company   *>4 

Asphalt  &  Supply  C  ompany    55 

Ault  &  Wiborg  Company   63 

Barber  Asphalt  Company  

Barber,  Frank   64 

B  .C.  Lumber  Commissioner   12 

Beatty  &  Sons.  Limited.  M   2 

Bird  &  Son    

Black  Building  Supply  Company  ...  10 

Blair  Company.  B  

Boving    Hydraulic    &  Engineering 

Company   65 

Brandram- Henderson  Co   14 

Britnell  Company.   Limited    58 

Burlington  Steel  Company   11 

Canada  Crushed  Stone  Corporation  15 

Canada  Iron  Foundries.  Limited  ..  58 

Canada  Wire  &  Iron  Goods  Co.  ..  63 

Canadian  Billings  &  Spencer   18 

Canadian  Blower  and  Forge  Co.  ...  66 

Canadian   Consolidated   Rubber  Co.  1 

Canadian  Dolarway  Paving  Co.   ...  4 

Canadian-Ingersoll-Rand  Co   56 

Canadian    Inspection    and  Testing 

Laboratories   64 

Canadian    Office    School  Furniture 

Company   66 

Canadian  Pipe  Company,  Ltd   51 

Carey  Company.  Philip   13 

Canadian   Chicago   Bridge    &  Iron 

Works   63 

Chipman  &  Power   64 

Conduits  Company,  Limited   63 

Cook.  A.  D   65 

Crushed  Stone,  Limited  '  58 

Dake  Engine  Company   58 

Darling  Bros  

Dennis  Wire  &  Iron  Company   ...  54 

DesMoines  Bridge  &  Iron  Works.  65 

Dikeman  Surveyor  Company   64 

Dominion  Concrete  Company   5 

Dominion  Engineering  &  Inspection 

Company     64 

Dominion  Iron  &  Steel  Company  . .  61 

Dominion  Paint  Works  

Dominion  Road  Machinery  Co.   ...  2 

Dominion  Sewer  Pipe  Company  ...  50 

Dominion  Wire  Rope  Co   68 

Dunlop  Tire  &  Rubber  Company 


Elk  Fire  Brick  Company  

Ford  Meter  Box  Company  

Foster,  W.  L  

Fraser,  W   13 

Gartshore,  John  J   52 

Gartshore-Thompson  Pipe  &  Foun- 
dry Company   51 

Gent  Company  

Ciillis  &  Geoghegan   10 

Goodwin-Barsby  Company   

Goold.  Shapley  &  Muir  Company  . .  63 
Gray  Construction  Co.,  John  V.  ...  51 

Haddin  &  Miles   64 

Haijersvillc  Contracting  Company..  11 

Hamilton,  S.  W   64 

Hamilton  &  Toronto  Sewer  Pipe  Co. 

Heller  &  Brightly   51, 

Hopkins  &  Company,  F.  H   68 

Hunt  &  Company,  Robert  W   64 

Ideal  Concrete  Machinery  Company 

Inglis  Company,  John    47 

Iona  Gypsum  Company    61 

Kerr  Engine  Company,  Limited  ...  67 


L'Air  Liquide  Society  

Lea,  R.  S  

London  Concrete  Machinery  Co. 
Luxfer  Prism  Company   


64 

5 


MacLean  Daily  Reports  

MacKinnon  Holmes  &  Company  ... 
Manitoba  Bridge  Works  Co.  ...  ... 

Mansfield  Engineering  Co   50 

Maritime  Bridge  Company    54 

Marsh  &  Henthorn,  Limited   51 

McAvity  &  Sons,  F   ... 

McDougall  Caledonian  Iron  Works 

Company   4 

McGregor  &  Mclntyre   65 

Meaford  Wheelbarrow  Company  ... 

Metallic  Roofing  Company    57 

Miller  &  Company,  Geo.  M  

Morrison  &  Co.,  T.  A   64 

Mueller  Mfg.  Company,  H  

Mussens.  Limited    54 


Neptune  Meter  Company   57 

Noble,  Clarence  W   62 

Northern  Crane  W'orks   52 

Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son,  Geo.  . .. .  ...   

Ontario  Wing  Engine  &  Pump  Co.  57 
Ormsby  Company,  A.  B  

Pacific  Coast  Pipe  Company   51 

Paterson  Mfg.  Company   49 

Pedlar  People  

Pelletier  &  Fils,  Edpuard   13 

Pittsburgh-DesMoines  Steel  Co.  ...  65 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company   63 

Piatt  Iron  Works   54 

Pollard  Manufacturing  Company   . . 

Power  &  Son  

Prest-O-Lite  Company  


Quinlan  &  Robertson 


50 


Radigan  &  Company,  John    66 

Reid  &  Brown   64 

Ric-wiL  Underground   Pipe  Cover- 
ing Company  

Rogers  Limited,  Alfred  

Rogers  &  Company,  F   17 

Rogers  Supply  Company  

Sackville  Freestone  Company   15 

Sheldons  Limited   54 

Shipman  &  Co.,  Harold  C   64 

Smart  Mfg.  Company,  James   52 

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  . .  7 

Standard  Steel  Construction  Co.  ...  58 
Standard  Underground  Cable  Co.  of 

Canada   

Stark  Rolling  Mills  Company   53 

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation  

Structural  Steel  Company    58 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F.  59 

Tiffin  Wagon  Company  

Toch  Bros  

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   55 

Turnbull  Elevator  Company  

Vancouver  Wood  Pipe  &  Tank  Co.  52 


National  Equipment  Co.  . .  . 
National  Iron  Works  ...  . 
National  Steel  Car  Company 


Waterous  Engine  Works  Co   18 

58     Wettlaufer  Bros   7 

55     Wilson  &  Son,  C   52 

3     Wynne-Roberts,  R.  0   64 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterprise 
ing  enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 

Welland,  Ontario 


WATEROUS 
ROLLERS 


STEAM 
ROAD 


Are  road  builders  in  every  sense  of  the  word.      They  can  be 

used  in  every  operation  from  driving  the  rock  crusher,  hauling 

road  material  picking  and  plowing  the  old  road,  to  the  last  light 
finishing  roll. 

Constructional  Features 

Twin  cylinder  engine  with  cranks  set  on  the  quarter,  runs  like 
a  watch,  no  dead  centres,  no  hanging  up  in  a  soft  spot,  no 
bucking  on  the  reverse. 

The  boiler  of  locomotive  type,  built  to  stand  a  working  pres- 
sure of  1G5  pounds.  A  quick  steady  steamer  that  will  carry 
the  Roller  up  a  30  per  cent,  grade  without  a  hitch. 
Has  two  speed  drive  for  fast  and  slow  work,  under  full  steam 
pressure,  both  forward  and  back.  All  change  speeds  and  driv- 
ing gears  cut  from  the  solid  steel. 

Outfit  includes,  rear  draw  bar,  front  clevis,  set  of  road  picks, 
driving  pulley  for  rock  crusher. 

More  than  200  Waterous  Steam  Rollers  are  in  use  in 
Canada — that's  a  real  proof  of  quality.  Every  user  a 
booster. 

Illllllllllllllllllllllllllll   I 

THE  WATEROUS  ENGINE  WORKS 
COMPANY,  LTD.,  brantford,  can. 

MllllllllpiWIlllllllllllllllllllllllllMlllli 
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A  Substitute  for  Labor 

ONE  effect  that  war  has  imposed  upon  construc- 
tional work  throughout  Canada  is  a  scarcity 
of  labor.  So  difficult  is  it  becoming  to  obtain 
suitable  or  sufficient  men  to  carry  on*  build- 
ing work  that  there  is  an  increasing  danger  of  certain 
work  being  delayed  or  stopped  altogether.  Accom- 
panying labor  scarciey  is,  naturally,  a  rising  labor  cost, 
which  in  many  cases  is  out  of  all  proportion  to  the 
skill  and  ability  at  present  obtainable.  This  condition 
of  affairs  is  a  very  real  obstacle  to  our  building  opera- 
tions, but  must  be  borne  with  patience  as  a  necessary 
by-product  of  a  state  of  war.  Such  a  condition  is 
very  detrimental  to  the  building  activity  of  the  coun- 
try and  if  a  corrective  is  not  applied  will  have  a  tend- 
ency to  hold  back  future  projects  until  the  labor  market 
is  relieved.  This  ought  not  to  happen,  because  what 
Canada  needs  at  the  present  time  more  than  any  other 
thing  is  that  which  will  create  and  maintain  a  spirit 
of  hopefulness  and  optimism.  Nothing  can,  perhaps, 
do  this  more  than  active  and  normal  building  opera- 


tions. Elsewhere  in  this  issue  is  published  a  list, 
perhaps  not  absolutely  comprehensive,  but  at  least 
sufficient  to  show  that  Canada's  condition  is  not  at  as 
low  an  ebb  as  there  is  a  tendency  to  imagine.  Many 
extensive  projects  are  planned  ;  on  many  of  them  work 
is  to  begin  shortly,  but  a  very  real  retarding  feature 
is  the  scarcity  of  labor,  which,  together  with  its  high 
cost,  tends  to  make  building  operations  expensive. 

But  whatever  may  be  the  evil  of  the  situation,  it 
at  least  cannot  fail  to  stimulate  thought  along  one 
line,  which,  from  an  engineering  viewpoint,  ought  to 
be  a  most  beneficial  result.  We  have  in  mind  the 
question  of  how  mechanical  equipment  can  be  em- 
ployed in  place  of  hand  labor. 

The  use  of  machinery  in  the  form  of  labor-saving 
devices  keeps  down  the  ultimate  cost  of  construction 
work  by  increasing  the  production  per  man  employed, 
and  it  is  unnecessary  to  mention  its  advantages  in 
the  matter  of  time  saving.  In  an  age  when  rapid  de- 
velopment is  a  characteristic,  the  provision  of  labor- 
saving  devices  is  of  paramount  importance.  Short 
cuts  are  the  order  of  the  day,  and  hand  labor  is  not 
a  producer  of  by-ways.  Contracting  equipment  of  a 
specialized  order  is  the  requisite  need.  It  is  probable 
that  from  the  present  situation  will  be  evolved  wider 
uses  of  available  machinery  with  the  introduction  of 
new  equipment  and  new  methods.  The  condition  to- 
day is  regrettable,  but  out  of  it  should  come  valuable 
knowledge. 


Not  So  Bad  After  All 

AN  analysis  of  the  constructional  work  progress- 
ing throughout  Canada  exhibits  a  most  opti- 
mistic and  hopeful  situation,  all  the  more  so 
when  it  is  considered  that  the  country  is 
laboring  under  the  depression  naturally  caused  by  war. 
Nothing  could  be  of  more  real  benefit  to  the  people 
of  this  country  than  extensive  building  of  the  proper 
kind.  The  present  prosperous  situation  is  undoubtedly 
a  reaction  from  the  first  effects  of  war  when  the  nat- 
ural inclination  was  to  economize  and  save  by  discon- 
tinuing construction.  Although  economy  is  urged,  it 
is  believed  that  judicious  building  at  a  time  like  this 
not  only  creates  a  spirit  of  hopefulness,  but  it  provides 
a  field  for  labor  and  places  money  in  circulation.  Fur- 
ther, it  provides  a  more  stable  foundation  for  the  de- 
velopment which  must  inevitably  follow  the  termina- 
tion of  the  war. 

With  the  thought  of  reminding  our  citizens  that 
constructional  work  is  not  by  any  means  at  a  low 
ebb,  the  Contract  Record  offers  the  following  list  of 
work  initiated  during  the  present  year.  Doubtless  it 
is  incomplete,  but  from  such  an  array  of  figures  the 
only  conclusion  that  can  be  arrived  at  is  that  our  build- 
ing work,  both  in  quantity  and  value,  is  extremel) 
gratifying  and  would  do  justice  to  Canada  even  at  a 
time  not  troubled  by  war.  This  ought  to  clear  the 
minds  of  Canadians  on  this  point  and  should  show 
them  that  even  under  adverse  conditions,  the  country 
is  not  afraid  to  continue  its  commercial  industry  and 
business  development. 

A  most  noteworthy  fact  is  that  a  very  large  por- 
tion of  the  buildings  in  progress  belong  to  a.  class 
valued  at  $100,000  or  over,  which  shows  that  people 
and  corporations  in  a  position  to  spend  large  sums  of 
money  are  not  lacking.  Of  works  in  construction  in- 
volving a  million  dollars  and  over  there  are  not  a  few 
extensive  and  important  projects.  It  will  be  noted 
that  no  work  of  a  lesser  value  than  $100,000  is  in- 
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eluded  in  this  list.    Below  that  figure  comes  a  very 

long  list  of  schools,  churches  and  municipal  work  of 
various  sorts. 


Prominent  Construction  Work  of  1916 

Dominion   Parliament  Buildings    $5,000,000 

Toronto  Union  Station   3,500,000 

Manitoba  Parliament  Buildings   3,000,000 

W  m  Davies  Abattoir.  Toronto   1,500,000 

Dominion  Srnj.ir  Company  Factory,  that  ham  ...  1,000,000 

\  ancouver  Terminals,  I".  N.  P.  Ry   1,000,000 

Oil  Refinery.  Regina   1,000,000 

Loew's  Theatre.  Montreal   1,000.000 

Eaton  Factory.  Toronto   750,000 

Simpson  Factory.  Toronto   750,000 

Gold  Mill.  Timmins,  Ont   750,000 

Armstrong- Whitworth    Rolling    Mills,  Longueuil, 

One   750,000 

Goodyear  Factory.  New  Toronto   750,000 

T    Eaton  Company  Warehouse.  W  innipeg   600,000 

Custom  House,  Toronto   500,000 

St.  Joseph's  Novitiate   500,000 

Lattei  Day  Saints'  Temple.  Cardston,  Aha   500,000 

Bank  of  Hamilton.  Winnipeg   400,000 

Malt  Mills.  St.  Boniface,  Man   350,000 

Commercial  College,  Quebec,  Que   300,000 

Freight  Sheds  and  Grain  Elevators.  Quebec,  Que.  300,000 
Aetna  Chemical  Co.  Sulphuric  Acid  Plant.  Drum- 

mondville.  Que   300,000 

St.  Roch  Church.  Quebec,  Que   300,000 

Hydro-electric  offices,  Toronto   300,000 

Coal  Handling  Plant,  Fort  William    300,000 

Deaf  and  Dumb  Institute,  Montreal   280,000 

Steel  Bridge,  St.  Boniface,  Man   264,000 

Theatre.  Montreal   250,000 

Elevator.  Fort  William   250,000 

Robert  Simpson  Co.  Employees'  Home,  Toronto.  250,000 

St.  Pierre  Claver  School,  Montreal   250,000 

Grain  Exchange.  Winnipeg   250,000 

Trusts  and  Guarantee  Building.  Toronto   200,000 

McLaughlin  Residence,  Oshawa   200,000 

Oratoire  St.  Boniface  Church  Crypt,  Montreal  . . .  200,000 

Pulp  Mills,  St.  Yalician,  Que.  (to  start)   200,000 

Technical  School.  London,  Ont   200,000 

Salt  Factory,  Sandwich,  Ont   200,000 

Flour  Mill.  Medicine  Hat,  Aha   200.000 

Park  School,  Toronto   200,000 

St.  Jean  Berchman  Church  and  Presbytery,  Montreal  200,000 

Princess  Theatre,  Toronto   200,000 

St.  Michael's  Cathedral,  Sherbrooke,  Que   175,000 

St.  Vincent  Girls'  High  School,  St.  John,  N.B.  ...  150,000 

Gutta  Percha  Rubber  Factory,  Toronto    150,000 

Collegiate,  Windsor,  Ont   150,000 

Ogilvie  Flour  Mill.  Fort  William   150,000 

Russell  Motor  Car  Factory,  Weston,  Ont   150,000 

Power  Plant.  Orillia,  Ont   140,000 

Cote  des  Nieges  School  and  Residence,  Montreal.  140,000 

Knitting  Mills,  Hamilton,  Ont   125,000 

Pretoria  Bridge,  Ottawa   120,000 

Carborundum  Plant,  Stamford  Township,  Ont.  . . .  100,000 

Province  Hospital,  Moose  Jaw,  Sask   100,000 

F.  F.  Dalley  Factory,  Hamilton,  Ont   125,000 

St.  Pierre  Claver  Church,  Montreal   100,000 

T.  Eaton  Factory,  Hamilton,  Ont   100,000 

Court  House.  Sault  Ste.  Marie,  Ont.  (tenders  open)  100,000 

Chevrolet  Motor  Co.,  Oshawa   100.000 


The  above  list,  as  already  noted,  includes  only  those 
buildings  or  projects  upon  which  construction  has  be- 
gun this  year  or  is  practically  certain  to  begin.  In 
addition  to  these  there  are  a  great  number  of  ex- 
tensive works  at  present  under  way  which  were  start- 
ed previous  to  this  year.  Some  of  the  more  import- 
ant of  these  are  listed  below,  although  this  is  not 
claimed  to  be  complete  nor  does  it  include  any  rail- 
way construction  work  or  roadways. 


Welland  Ship  Canal  $50,000,000 

Quebec  Bridge   25,000,000 

Greater  Winnipeg  Water  District   15,000,000 

Toronto  Harbor  Development   15,000,000 

Halifax  Terminals   10,000,000 

Levis  Dry  Dock   3,000,000 

Manitoba  Parliament  Buildings   3,000,000 

Sun  Life  Offices,  Montreal   1,500,000 


Better  Business  Methods 

Better  business  methods  are  the  paramount  need 
of  the  commercial  world  to-day.  Industrial  and  other 
business  institutions  are  realizing  this  more  and  more, 
and  especially  is  there  a  marked  tendency  at  the  pre- 
sent  time,  when  profits  are  more  difficult  to  secure,  to 
install  more  efficient  organization  based  on  revised 
methods.  Poor  methods  are  doubly  conductive  to 
poor  results,  and  too  many  of  our  failures  trace  their 
origin  to  the  unmethodical  systems  applied  to  the 
conduct  of  our  businesses. 

A  proper  study  of  costs,  as  one  phase  of  more  effici- 
ent business  methods,  is  a  step  towards  reasonable  and 
cei  tain  profits.  The  lack  of  a  proper  cost  account 
system  often  leads  to  failure.  In  this  connection  it 
would  appear  that  the  importance  of  better  business 
methods  in  Canada  has  not  been  fully  appreciated  yet 
by  the  state.  On  the  other  side  of  the  line  there  was 
instituted  about  a  year  ago  a  Federal  Trade  Commis- 
sion, a  permanent,  non-partisan  organization,  com- 
posed of  particularly  capable  and  prominent  men,  well 
versed  by  extensive  experience  with  the  commercial 
and  industrial  situation  in  the  United  States.  The 
purpose  of  this  commission  is  to  deal  with  business 
problems  within  a  large  scope ;  its  powers  are  wide 
and  its  activities  comprehensive.  It  is  empowered  to 
deal  with  trade  disputes  and  unfair  trade  practices 
and  to  eliminate  monopolistic  control,  and  these  duties 
it  is  claimed  to  have  performed  in  a  most  friendly  and 
agreeable  manner.  But  outside  of  these  punitive  and 
compulsory  powers,  the  important  policy  and  aim  of 
this  group  of  men  is  the  promotion  of  a  healthy  busi- 
ness co-operation;  it  is  striving  to  help  industry  to 
compete  more  efficiently  and  intelligently  in  domestic 
and  foreign  trade.  This  aim  is  carried  out  by  an  in- 
telligent study  and  investigation  of  industrial  condi- 
tions and  the  methods  used  by  U.  S.  business  insti- 
tutions. The  policy  is  thus  to  promote  industrial 
organization  by  a  revision  of  business  methods. 

This  commission  has  realized  that  cost  keeping  is 
the  basis  of  more  efficient  success,  and  it  is  urging 
the  subject  of  costs  upon  the  business  men  of  the 
country  and  offering  to  help  in  the  formation  of  effici- 
ent cost-keeping  systems,  feeling  that  in  this  it  is 
perhaps  being  of  the  greatest  possible  benefit.  The 
statement  of  Hon.  Edward  N.  Hurley,  vice-chairman  of 
the  Federal  Trade  Commission,  in  a  recent  address 
before  a  group  of  business  men,  is  particularly  and 
singularly  important  in  this  regard.    He  says : — 

"The  Federal  Trade  Commission  has  been  in  ex- 
istence one  year,  and  upon  surveying  the  field  we 
found,  from  a  preliminary  investigation,  that  200.000 
corporations  out  of  a  total  of  260,000  engaged  in  the 
manufacturing  and  mercantile  business  of  the  United 
States  were  eking  out  an  existence ;  100,000  of  them 
did  not  earn  a  penny.  Out  of  60,000  successful  cor- 
porations doing  a  business  of  $100,000  a  year,  over 
30,000  charged  off  no  depreciation  whatever. 

"Only  ten  per  cent,  of  our  manufacturers  and  mer- 
chants know  the  actual  cost  to  manufacture  and  sell 
their  products;  40  per  cent,  estimate  what  their  costs 
are,  and  50  per  cent,  have  no  method,  but  price  their 
goods  arbitrarily.  Most  of  the  manufacturers  and 
merchants  who  do  not  know  what  their  goods  cost 
are  basing  their  selling  price  on  what  their  competitors 
sell  for,  and  with  only  this  knowledge  for  a  basis  they 
are  frequently  cutting  prices  and  demoralizing  the  in- 
dustry in  which  they  are  engaged. 

"There  were  over  22,000  business  failures  in  the 
United  States  last  year;  more  than  20,000  of  them  were 
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small  concerns.  We  all  know  that  a  large  percentage 
of  business  is  run  at  loose  ends,  haphazard  and  with- 
out the  proprietors  really  knowing  at  any  time  how 
they  stand  or  whether  they  are  making  a  profit  or  a 
loss." 

These  are  startling  facts,  but  they  must  be  care- 
fully considered,  especially  when  coming  from  an  au- 
thoritative source.  They,  of  course,  apply  to  the  situ- 
ation across  the  border,  but  the  facts  may  to  a  large 
extent  be  taken  as  indicative  of  Canada's  industrial 
efficiency.  Assuming  such  statements  as  these  to  be 
the  case  and  that  only  10  per  cent,  of  our  manufac- 
turers and  merchants  know  what  their  costs  are,  that 
40  per  cent  rely  on  estimates,  while  fully  one-half  have 
no  method  at  all,  it  is  more  clearly  realized  that 
scientific  cost-keeping  is  of  fundamental  importance 
to  commercial  success.  This  principle  of  efficient  cost 
accounting  is  the  greatest  need  of  the  times.  To 
quote  Mr.  William  J.  Harris: 

"A  manufacturer  who  does  not  know  with  a  close 
degree  of  accuracy  what  it  costs  him  to  produce  the 
different  articles  he  manufactures  and  what  it  costs 
him  to  sell  them,  is  not  in  a  position  intelligently  to 
meet  competition  and  invites  business  disaster." 

There  has  been  something  wrong  with  business; 
close  competition,  increasing  expense  and  decreasing 
returns,  are  preventing  the  earning  of  large  profits  by 
easy  methods.  The  only  way  to  make  money  it  by 
greater  efficiency,  which,  in  large  measure,  means  bet- 
ter methods  of  cost  keeping. 

Many  of  the  larger  manufacturers  have  arranged 
thorough  cost  systems,  realizing  their  need  in  order  to 
gain  essential  information  regarding  successful  man- 
agement. The  smaller  manufacturers,  however,  have, 
as  a  rule,  priced  their  goods  arbitrarily,  and  this  has 
left  openings  for  the  operations  of  the  price  cutter,  be- 
cause almost  invariably  the  worst  offender  in  this  re- 
gard is  the  man  who  knows  least  about  his  costs. 
Proper  cost  accounting  is  most  essential,  therefore,  for 
the  small  manufacturer. 

The  method  of  working  out  a  system  must  be  suit- 
ed to  each  particular  business.  The  proper  applica- 
tion must  be  carefully  thought  out.  But  the  point  is, 
that  in  any  kind  of  business  organization,  large  or 
small,  the  installing  of  better  accounting  systems  will 
go  a  long  way  towards  making  this  country  an  im- 
portant factor  in  the  world's  market.  The  essential 
fact  is  that  in  better  methods  lies  our  hope  of  future 
prosperity. 


Town  Planning  in  Canada 

Mr.  Thomas  Adams,  town  planning  adviser  to  the 
Canadian  Commission  of  Conservation,  Ottawa,  writes 
as  follows  in  a  recent  issue  of  Engineering  News,  re- 
garding the  town  planning  operations  of  the  Dominion  : 

Town  planning  in  Canada  is  being  placed  in  the 
hands  of  engineers- and  architects  acting  in  collabora- 
tion. The  Commission  of  Conservation  is  the  advis- 
ory  body  for  the  whole  Dominion  and  has  its  engineer- 
ing and  public-health  experts.  Housing  and  town 
planning  are  dealt  with  as  twin  problems,  and  the 
primary  object  of  all  schemes  are  to  secure  (1)  proper 
sanitary  conditions,  (2)  convenience  for  traffic,  and 
(3)  amenity  or  agreeableness  in  the  development  of 
laud.  Hitherto  the  owners  of  real  estate  have  been 
allowed  to  plan  their  land  with  the  sole  object  of 
private  gain  and  greatly  to  the  inconvenience  of  the 
public.    More  co-operation  is  needed  in  the  interests 


of  such  owners  themselves,  and  eminently  in  the  in- 
terests of  the  public  welfare. 

The  passing  of  legislation  to  give  city,  town  and 
municipal  councils  powers  to  prepare  proper  schemes 
is  the  first  essential.  Four  provinces  out  of  nine  in 
Canada  have  now  town-planning  acts,  and  the  other 
five  provinces  are  likely  to  have  acts  on  their  statute 
books  within  another  year.  Nova  Scotia  has  a  com- 
pulsory act  which  requires  that  the  whole  province 
must  be  the  subject  of  a  scheme  of  planning  within  the 
next  three  years.    These  schemes  have  to  provide  for : 

1.  Main  thoroughfares  (up  to  100  feet  wide). 

2.  Building  lines  (40  to  60  ft.  from  the  centre  of 
each  street  of  whatever  width  ). 

3.  Narrow  residential  roads  of  short  lengths  (24  to 
66  ft.  according  to  traffic  requirements). 

4.  Reservation  of  residential  and  manufacturing 
areas. 

5.  Restriction  on  extent  of  lot  to  be  built  on  and 
number  of  dwellings  to  each  acre. 

6.  Preservation  of  features  of  natural  beauty  and 
restriction  on  nuisances,  billboards,  etc. 

The  street  system  of  each  municipality  has  to  work 
in  with  the  general  highway  plan  of  the  whole  province. 
Wide  main  thoroughfares  have  to  be  arranged  by 
"give  and  take"  arrangements  with  real-estate  owners 
by  which  complementary  narrow  streets  are  permitted 
in  places  where  traffic  requirements  are  light.  Thus 
these  main  thoroughfares  have  not  to  be  made  at  the 
cost  of  the  general  taxpayer,  but  by  a  sensible  variation 
in  width  under  a  scheme.  Fixing  widths  of  streets  by 
ordinance  or  by  law  is  always  unsatisfactory  because 
such  ordinances  have  to  be  specific  in  character  and 
general  in  their  application.  Town-planning  schemes 
allow  discretion  to  be  used  and  every  street  or  other 
feature  to  be  considered  on  its  merits. 
.  Of  the  schemes  under  consideration  in  Canada  the 
largest,  and  the  first  statutory  scheme  to  be  started, 
is  that  of  St.  John,  N.  B.,  which  deals  with  about 
20,000  acres,  of  which  half  are  inside  and  half  are  out- 
side the  city.  Although  the  application  to  prepare 
this  scheme  carried  with  it  the  power  of  the  City 
Council  to  restrict  real-estate  development,  and  to  pre- 
vent any  owner  from  contravening  the  proposed 
scheme,  before  it  was  prepared,  only  one  owner  raised 
an  objection  and  was  overruled. 

A  plan  has  been  prepared  by  a  special  commission 
for  the  reconstruction  and  replanning  of  the  capital 
city  of  Ottawa.  The  expert  advisers  were  Mr.  Ben- 
nett, architect,  of  Chicago,  and  Mr.  Cousins,  civil  en- 
gineer, of  Toronto. 

Another  development  in  Canada  for  which  the  Com- 
mission of  Conservation  is  responsible  is  the  formation 
of  a  Civic  Improvement  League  for  the  Dominion. 
The  object  of  this  League  is  to  educate  public  opinion 
so  as  to  use  the  new  town  planning  powers.  A  strong 
engineering  committee  of  the  League  has  been  formed 
under  the  chairmanship  of  the  Ontario  Deputy  Min- 
ister of  Highways  to  prepare  a  report  on  Highwavs 
and  Transportation.  The  good-roads  movement  has 
also  linked  itself  up  with  the  town-planning  m<>\c 
ment,  so  that  the  planning  of  highways  is  being  con- 
sidered side  by  side  with  methods  of  construction. 


Mr.  J.  McGregor,  superintending  engineer  of  the 
Halifax  Ocean  Terminals,  has  obtained  leave  of  ab- 
sence from  the  Government  railway  department  to 
join  the  overseas  forces.  He  is  to  be  chief  engineer 
of  the  railway  construction  battalion  commanded  by 
Col.  J.  W.  Stewart,  with  the  rank  of  major. 
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North  Toronto  Union  Railway  Station 

\»>w  Opea  to  Traffic  —  A  Handsome  Structure  Without  and 
W  ithin    Utilizes  all  the  Modern  Ideas  in  Handling  the  Public 


T 


IN  aco  impanvinj;  illustra 
tit  his  show  different  views 
of  the  new  North  Toronto 
railway  station,  recently 
opened  for  traffic.  Fig.  2  is  a 
general  view  taken  from  Yonge 
Street  on  the  south  side  and 
shows,  on  the  left,  the  subway 
under  which  the  tracks  of  the  To- 
ronto Railway  Company  will  be 
constructed,  the  overhead  lines 
of  the  C.  P.  R  and  C.  N.  R.,  the 
canopies  over  these  lines,  the  main 
tower  of  the  station,  which  is 
practically  complete,  and  on  the 
right  of  the  figure,  the  office 
building  and  waiting  rooms.  The 
new  station  is  a  single  storey 
stone  (Tyndall)  structure.  The 
tower  is  140  feet  high  and  will 
be  surmounted  by  a  30  ft.  terra 
cotta  spire.  The  station  building 
is  114  feet  x  75  feet. 

The  central  or  high  section  of 
the  station,  as  seen  on  the  right 
hand  of  Fig.  2,  is  the  main  wait- 
ing room.  This  measures  70  ft.  x 
51  ft.  and  has  a  centre  entrance 
from  the  driveway  on  the  south 
and  two  entrances  out  of  the  main 
hall  on  the  north.  On  the  west 
side  of  this  room  are  the  ticket  and 
telegraph  offices,  and  on  the  east, 
women's  waiting  room,  smoking 
room,  lavatories,  etc.  The  soutb 
and  west  sides  of  the  station  have 
metal  canopies  over  the  sidewalks. 
Along  the  west  or  Yonge  Street 
side  of  the  station  is  a  28-foot 
driveway,  which  gives  easy  access 
either  to  the  baggage  room  or  the 
waiting  room  and  ticket  office. 
Back  of  the  baggage  room  and 
Fig.  i.-Onr  of  the  special  running  parallel  with  Yonge  St., 
lighting  units  in  the  waiting  js  a  midway,  20  feet  wide  and  14 

room  of  the  North  Toronto  f  t  hj  J  thj  height  practically 
Station  for  use  of  C.  N.  R.  fe    .'  A,       b  t-re  • 

and  c  p  R.  representing    the    difference  in 

level  between  the  station  floor  and 
the  track  platform.  The  six  overhead  tracks  pass  over 
the  midway  and  baggage  room  section  of  the  station 
building. 

Fig.  3  shows  the  interior  of  the  waiting  room. 
This  room,  together  with  the  main  concourse  and  the 
tower  entrance,  is  walled  with  marble  over  the  entire 
height.  The  midway  is  lined  with  glazed  brick,  as  are 
also  the  staircases  leading  up  to  the  platform.  A 
special  feature  of  the  waiting  room  is  the  illumination, 
shown  also  in  Fig.  3.  An  enlarged  unit  is  shown  in 
Fig.  1.  These  units  are  a  combination  of  direct  and 
semi-indirect  lighting  and  produce  a  very  uniform  and 
restful  effect. 

To  reach  the  train  platforms,  passengers  must  pass 


Fig.  2.  -Geneial  view  of  new  station  from  Yonge  St.  ioulh. 

through  the  midway  and  up  "one  or  other  of  the  three 
staircases.  The  platforms  are  20  ft.  3  ins.  wide  by 
600  ft.  long  and  are  covered  by  butterfly  roofs  for  a 
distance  of  360  feet,  which  later  will  be  extended  to 
the  full  length  of  the  platform.  The  roof  is  wood  on 
a  steel  frame  supported  by  steel  posts  in  the  middle 
of  the  platform.  The  roof  has  a  spread  of  25  feet,  and 
extends  well  over  cars  standing  on  the  platform  tracks. 
One  view  of  the  platform  deck  is  shown  in  Fig.  4. 

The  baggage  room  is  137  ft.  x  62  ft.,  and  occupies 
all  the  area  beneath  the  tracks  between  the  midway  and 
the  Yonge  Street  driveway.  Baggage  is  received  from 
the  driveway  through  five  doorways,  as  shown,  and 
raised  on  trucks  to  the  platform  level  by  elevators. 
Passenger  communication  with  the  baggage  room  is 
through  the  main  concourse. 

The  construction  work  was  carried  through  by  P. 
Lyall  &  Sons,  general  contractors.    Darling  &  Pear- 


Fig.  3. —A  handsome  interior -the  general  waiting  room. 
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Railway  platforms  have  butterfly  roofs. 

srm  were  the  architects.  Mr.  Blair  Ripley,  now  Lt.- 
Col.  No.  1  Overseas  Construction  Battalion,  had  charge 
df  the  engineering  work  for  the  C.  P.  R. 


B.  C.   Municipalities  Favor 
Bitulithic 


IN  Fig.  1  we  reproduce  a  photograph  of  a  section  of 
bitulithic  pavement  on  Dewdney  Trunk  Road, 
city  of  Port  Coquitlam,  B.  C,  recently  completed 
by  Columbia  Bitulithic,  Limited,  Dominion  Trust 
Building,  Vancouver.  The  section  is  about  one  mile 
in  length.  It  represents  a  type  of  permanent  country 
road  which  is  rapidly  coming  into  favor  in  rural  muni- 
cipalities of  British  Columbia,  where  better  transporta- 
tion facilities  are  receiving  a  great  deal  of  attention. 
The  roadway  shown  is  without  curbs,  being  laid  to 
wooden  header. 

Bitulithic  pavement  is  now  laid  at  Saanich,  Fig.  2, 
Vancouver  Island,  and  New  Westminster.  This  class 
of  pavement  was  also  laid  at  Nanaimo,  Vancouver  Is- 
land, during  the  present  year,  which  is  in  addition  to 


Fig.  1.  — Dewdney  Trunk  Road,  Port  Coquitlam. 


extensive  improvements  of  a  similar  nature  during 
1915.  The  cities  of  Vancouver,  Point  Grey,  South  Van- 
couver and  Revelstoke  all  boast  this  type  of  permanent 
road,  while  39  additional  cities  throughout  the  Domin- 
ion of  Canada  have  adopted  bitulithic  as  a  standard 
pavement. 

In  all,  Saanich  municipality  will  have  24  miles  of 
bitulithic  faced  roadway  when  the  present  construction 
programme  has  been  completed. 

The  Dewdney  Trunk  Road  is  an  example  of  the 
gravel  bitulithic  pavement,  while  the  Saanich  Road  is 
constructed  by  re-surface  of  the  old  macadam  roadway 
with  a  two-inch  standard  bitulithic  carpet,  the  two 
types  mentioned  being  among  various  forms  of  bitu- 
lithic construction. 

As  indicating  the  rapid  growth  of  bitulithic  pave- 
ments Warren  Bros.  Company  recently  made  the  fol- 


Fig.  2.  — Bitulithic  on  Main  Road,  Saanich,  B.  C. 

lowing  estimate.  The  figures  apply  to  Canada  and  the 
United  States  taken  together : 

Development  of  Bitulithic  Pavement 


Year  . 

Cities 

Square  Yard 

1901 

7 

16,400 

1902 

33 

400,831 

1903 

40 

915,630 

1904 

45 

1,041,724 

1905 

42 

1,041,327 

1906 

57 

1,508,095 

1907 

66 

1,924,222 

1908 

62 

1,676,433 

1909 

74 

2,071,987 

1910 

97 

3,047,276 

1911 

99 

4,189,182 

1912 

150 

4,830,601  - 

1913 

129 

5,081,068 

1914 

116 

4,204,943  ' 

1915 

127 

4,495,393 

1916 

63 

2,612,092  ( 

  \  tract  Feb.  29,  1916. 

2,219  miles  roadway,  30  ft. 

wide  between  curbs  39,057,204 


Exports  to  South  America  Doubled 

Exports  from  the  United  States  to  South  American 
countries  were  more  than  doubled  during  the  past 
year,  according"  to  data  collected  by  the  Bureau  of  For- 
eign and  Domestic  Commerce. 
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Fill- 


Rosedale  section  nearing  completion. 


Bloor  Street  Viaduct  Progress 

THE  illustrations  shown  below  give  an  idea  of 
the  progress  that  has  been  made  recently  on 
the   Bloor  Street  Viaduct.    Fig.  2  shows  a 
general  view  of  the  Don  section,  looking 
west  from  Danforth  Avenue,  and  Fig.  1  illustrates 
the  Rosedale  section,  looking  south. 

On  the  Don  section,  as  can  be  seen,  the  steel 
w  .irk  is  well  started  on  the  east  or  Broadview  Avenue 
side,  one  arch  being  practically  complete.  The  west 
side  has  the  steel  approach  work  finished,  but  none 
of  the  main  arches  have  been  started.  The  substruc- 
ture is  all  in.  The  cut  shows  clearly  the  five  wooden 
towers  by  means  of  which  the  concrete  is  raised  in 
buckets  to  the  steel  hoppers  and  thence  distributed  by 
gravity  through  steel  chutes  to  the  points  required. 
All  the  concrete  was  poured  in  this  way.  An  aerial 
railway  is  seen  extending  from  the  tower  near  the 
right  of  the  photograph  to  the  hill  in  the  background. 
Tli is  cable  way  is  1,200  feet  long  and  carries  a  travel- 
ling bucket  for  the  distribution  of  all  excavated  ma- 
terial, aggregate,  and  concrete.  The  type  of  arch 
adopted  is  clearly  shown.  The  steel  work  on  the  im- 
mediate left  will  be  encased  in  concrete,  that  is,  with 
concrete  side  walls  and  suspended  ceiling  arches.  This 
will  give  the  impression  of  a  single  massing  abutment. 

The  Rosedale  section,  shown  in  Fig.  1,  is  600  feet 
long.  The  steel  span  illustrated  is  190  feet.  The  frame 
work  is  practically  finished  and  work  is  continuing  on 
the  cement  piers.  The  arches  on  either  side  will  be 
encased  in  concrete,  as  described  above  for  the  Don 
section.  On  this  section  concrete  was  poured  in  the 
same  manner  as  for  the  Don  portion — from  two  large 
wooden  towers,  one  on  each  bank.  Considerably  more 
difficulty  was  experienced  in  constructing  this  section 
than  the  Don  section  on  account  of  hauling  the  ma- 
terials instead  of  distributing  them  by  cable  or  dump 
cars. 

The  main  piers  of  the  bridge  rest  on  bed  rock, 
while  the  lesser  ones  have  spread  footings  on  hard 
dry  clay. 


Engineers  Will  Investigate,  Gratis 

The  question  of  the  enlargement  of  the  Montreal 
aqueduct  and  the  hydro-electric  development  has  un- 
dergone another  change,  and  there  is  now  strong  evi- 


Fig.  2.— Don  section  looking  west  on  June  1,  1916. 

deuce  that  the  scheme  will  be  investigated.  The  Coun- 
cil of  the  Canadian  Society  of  Civil  Engineers  and 
other  bodies  requested  an  independent  investigation, 
but  the  city  council  refused  this.  Subsequently  a 
special  committee  of  the  council  appointed  in  May, 
1915,  reported  that  they  had  carefully  considered  the 
request  of  the  Canadian  Society  of  Civil  Engineers, 
and  were  of  opinion  that  the  members  should  be  al- 
lowed an  opportunity  of  studying  the  plans,  provided 
that  the  city  be  not  called  upon  to  bear  any  cost  or  to 
pay  any  fees,  the  committee  being  of  opinion  that  "the 
Society  is  actuated  in  the  matter  solely  by  public 
spirit  and  have  no  pecuniary  interest  in  view." 

Members  of  the  Society  had  previously  offered  to 
do  this  work  free,  and  it  is  understood  that  they  will 
willingly  make  the  investigation  on  the  conditions 
suggested  by  the  committee  and  endorsed  by  the 
council.  They  have  repeatedly  stated  that  they  have 
no  personal  interest  in  the  matter  except  as  a  body 
of  engineers  and  taxpayers  ;  that  the  scheme,  on  the 
surface,  appears  to  be  costly,  as  compared  with  hydro- 
electric development  of  public  utility  corporations ; 
that  the  project  as  a  whole  has  not  been  reported  on 
by  disinterested  engineers ;  and  that  the  Society's 
council,  while  not  criticising  the  project,  believed  that 
further  study  was  necessary  before  proceeding  with 
any  additional  expenditure.  An  investigation  will 
show  how  far  the  claims  of  the  city  engineers  that  the 
plan  is  economically  sound,  and  the  contention  of 
other  engineers  that  it  is  extravagant  and  not  likely  to 
give  the  estimated  power,  are  justified. 

In  connection  with  the  enlargement  of  the  aque- 
duct, the  Cook  Construction  Company  has  sent  to  the 
city  council  a  bill  for  $908,000,  of  which  $452,000  is 
for  claims.  The  three  principal  items  of  the  latter 
amount  are  $123,000  for  loss  of  reasonable  profits  ow- 
ing to  various  delays  and  hindrances;  $133,000  for  re- 
classification, and  $157,000  for  overbreak  excavation. 
The  city  is  informed  that  the  figures  are  not  final,  as 
the  claims  increase  concurrently  with  the  progress  of 
the  work.  In  addition  to  the  claims,  the  company  is 
asking  for  the  payment  of  $455,000  made  up  of  various 
amounts  for  work  done  under  the  contract.  It  is 
stated  that  the  work  was  held  up,  owing  to  the  com- 
pany not  having  access  to  the  land,  the  plant  therebv 
being  tied  up.  It  is  proposed  to  arbitrate  the  differ- 
ences between  the  company  and  the  city,  it  being 
stated  by  Controller  Cote  that  the  city  has  a  counter 
claim. 
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Intensive  Street  Cleaning  Methods 

Description  of  a  Scientific  System  Applied  in  Chicago — A 
High  Standard  Developed— Continual  Cleaning  Necessary 


THE  question  of  street  cleaning  is  one  of  the 
most  important  of  civic  problems.  From  a 
health  or  sanitary  standpoint  alone,  a  high 
degree  of  street  cleanliness  is  essential,  and 
it  should  be  the  duty  of  all  citizens  to  maintain  as  high 
a  standard  as  possible  in  keeping  their  streets  clean, 
not  only  for  the  good  appearance  of  their  city,  but  for 
the  safeguarding  of  their  own  health.  Some  ten  or 
twelve  years  ago  a  number  of  public-spirited  citizens 
in  Chicago,  realizing  the  low  standard  of  cleanliness 
in  that  city,  when  the  amount  of  money  appropriated 
for  street  cleaning  purposes  was  very  small,  organ- 
ized and  financed  a  Citizens'  Street  Cleaning  Bureau. 
This  bureau  makes  a  study  of  street  cleaning  methods 
with  the  object  of  developing  and  maintaining  a  sys- 
tem that  will  most  effectively  keep  the  city  clean.  It 
has  developed  certain  standards  by  a  thorough  study 
of  refuse  distribution,  of  time  elapsing  before  collec- 
tion from  the  street,  and  of  other  factors  in  hand- 
sweeping  operations  in  the  central  business  districts 
of  Chicago.*  This  study,  under  the  title  of  "Intensive 
Street  Cleaning  Methods."  forms  the  subject  of  a  pa- 
oer  delivered  before  the  Western  Society  of  Engineers 
by  Mr.  Richard  T.  Fox,  general  manager  of  the  Street 
Cleaning  Bureau.  Abstracts  of  Mr.  Fox'  paper  are 
given  in  the  following  paragraphs: — 

A  standard  of  street  cleanliness,  so  far  as  I  know, 
has  never  been  defined.  At  least  there  is  no  record 
of  it. 

Two  people  will  disagree  as  to  which  of  two  cities 
has  the  cleanest  streets.  If  there  is  no  prejudice  in 
the  minds  of  either,  they  may  both  be  right,  for  their 
conceptions  of  what  constitutes  a  clean  street  may 
differ.  In  other  words,  their  standard  of  cleanliness 
is  not  the  same.  A  standard  of  street  cleanliness,  then, 
is  a  question  of  individual  opinion. 

In  connection  with  our  work  in  Chicago  downtown 
streets,  we  have  attempted  to  create  a  standard  of 
cleanliness  which  is  a  matter  of  fact — a  standard  that 
can  be  defined  and  checked. 

In  order  to  make  clear  what  is  meant  by  our  stand- 
ard of  cleanliness,  it  is  necessary  to  consider  the  char- 
acter and  distribution  of  street  refuse  and  the  method 
of  removing  it  from  the  streets. 

How  Work  is  Apportioned 

The  process  of  cleaning  the  streets  is  carried  out  in 
two  operations — one,  the  collection  of  the  refuse  from 
the  streets;  two,  the  removal  of  the  material  to  the 
points  of  disposal. 

The  latter  is  a  simple  transportation  problem,  in- 
volving the  hauling  of  certain  quantities  which  vary 
somewhat  from  day  to  day  from  definite  points,  defin- 
ite distances  to  the  points  of  disposal.  The  factors 
affecting  the  amount  of  work  a  cart,  wagon,  motor 
vehicle,  or  other  unit,  can  do  per  day,  can  be  measured 
and  a  definite  standard  of  work  set  up.  The  quantity 
and  quality  of  work  can  be  readily  checked. 

The  collection  of  the  refuse  from  the  streets  pre- 
sents a  different  problem,  the  solution  of  which  is 
more  involved,  as  to  a  determination  of  standards  of 
work  and  the  quantity  and  quality  of  work. 

It  will  be  necessary  to  make  clear  the  conditions 


under  which  the  dirt  appears  on  the  street  before  con- 
sidering the  quantity  and  quality  of  work. 

The  street  refuse  is  accumulating  through  every 
hour  of  the  twenty-four  and  varies  from  a  fraction  of 
one  cubic  foot  per  1,000  square  yards  of  street  pave- 
ment per  twenty-four  hours,  on  streets  of  the  lightest 
traffic,  to  ten  or  more  cubic  feet  on  streets  of  the 
heaviest  traffic.  The  proportion  of  the  dirt  appeal  ing 
at  night,  or  say  from  5  p.m.  to  7  am.,  is  naturally 
light,  varying  from  nothing  to  a  maximum  of  20  per 
cent,  of  the  24  hour  output. 

These  Quantities  and  likewise  their  character  and 
distribution  vary  from  day  to  day,  and  even  from  hour 
to  hour  for  the  same  1,000  square  yards  of  pavement. 

Street  Refuse  is  in  Two  Forms 

Refuse  appears  on  the  street  in  two  forms:  As 
fragments  of  various  sizes,  and  as  fine  dust.  For  con- 
venience, the  former  will  be  referred  to  hereafter  as 
dirt  or  refuse,  and  the  latter  as  dust  or  residual  dust. 

If  a  street  is  given  anything  like  the  daily  atten- 
tion it  requires,  the  dirt  appearing  on  its  "surface 
through  the  day  will  lie  in  detached  deposits  here  and 
there  with  clean  spaces  of  pavement  between  them. 
It  is  not  necessary,  then  to  clean  the  entire  street,  but 
simply  to  remove  the  individual  deposits  of  dirt. 

Hand  Collection  Principles  Defined 

The  demands  of  a  proper  removal  of  this  refuse 
from  the  street  surface  require  the  observance  of  two 
principles : 

1.  That  the  dirt  be  picked  up  at  or  as  near  as  pos- 
sible to  its  point  of  origin  in  the  street. 

It  must  not  be  pushed  in  front  of  a  broom  or  scra- 
per and  smeared  over  clean  spaces  of  pavement  to 
the  curb,  or  until  the  accumulation  has  reached  a  point 
where  it  must  be  picked  up.  Less  labor  is  required  if 
it  is  swept  into  shovel  or  scraper  just  where  it  lies. 
The  cleaning  operation  on  each  deposit  of  dirt  must 
be  so  thorough  that  no  noticeable  particles  are  left 
behind  to  drv  out  and  to  be  pulverized  by  traffic. 

2.  That  the  refuse  be  collected  as  near  the  time  of 
origin  as  possible- 

If  it  is  left  in  the  street  over  a  certain  limit  of  time, 
which  will  vary  with  the  amount  of  traffic  in  the  street, 
the  papers  and  light  materials  will  be  scattered  by  the 
wind  and  the  heavier  dirt  will  be  tracked  and  spread 
over  the  pavement  by  passing  horses  and  vehicles  and 
embedded  in  the  furrows  of  open  joint  pavements  or 
smeared  over  and  pasted  to  the  surface  of  smooth 
pavements,  all  of  which  adds  to  the  expense  of  finally 
removing  it.  Furthermore,  if  left  too  long,  the  dirt 
dries  out  and  is  ground  into  dust,  which  is  blown  about 
the  street — an  annoyance  and  discomfort  to  pedes- 
trians and  a  cause  of  damage  to  furnishings  in  houses 
and  to  merchandise  exposed  for  sale  inside  and  out- 
side of  markets  and  stores. 

If  the  dirt  is  thoroughly  collected  just  where  it  lies 
and  while  it  is  still  moist,  no  dust  will  be  raised  dur- 
ing the  operation. 

Ever  Present  Fine  Dust  is  an  Annoyance  and  Danger 

If  the  two  principles  noted  above  are  vigorously 
and  intelligently  applied  through  the  dav.  there  will 
remain  on  the  street,  after  the  dav's  work  is  complete, 
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.1  verj  fine  dust,  the  quantity  of  which  will  depend  on 
the  fineness  oi  the  broom  used  in  the  day's  work,  and 
the  thoroughness  of  the  cleaning. 

This  residual  dust  is  the  greatest  annoyance  and 
nuisance  with  which  the  street  cleaning  forces  have 
to  contend,  and  a-*  a  medium  for  disseminating  disease 
germs  it  is  a  menace  to  health. 

It  is  very  difficult  to  manage,  because  it  is  appear- 
ing ever]  moment  on  the  street  from  such  sources  as 
the  thousands  of  chimneys,  the  roofs  of  buildings,  dis- 
turbance oi  street  pavements,  the  tine  sand  used  by  the 
Street  raihva\  companies,  the  wear  from  pavements, 
Sidewalks,  wheels,  street  car  rails,  etc. — all  of  which 
are  without  the  control  of  the  street  cleaning  officials. 

Quantity  and  Composition  of  Dust 

1  have  attempted  in  Chicago  to  separate  the  sources 
of  dust  found  in  the  street  and  to  determine  the  com- 
position and  quantity  of  the  dust  from  each  source, 
l>ut  so  far  the  results  have  not  been  entirely  satis- 
factory. 

The  information  contained  in  the  following  table 
is  interesting  as  showing  the  quantity  of  dust  per 
thousand  square  vards  of  surface  and  its  composition 
and  its  distribution  over  the  street.  The  street  on 
which  this  particular  test  was  made  is  paved  with  cre- 
osoted  wooden  block  and  carries  a  double  car  track, 
which  is  paved  with  the  same  material  except  for  two 
rows  of  granite  block  along  the  outside  of  the  outer 
rails.  The  sidewalks  are  of  cement.  The  traffic  is 
heavy,  as  indicated  by  the  accumulation  of  dirt,  8  cu. 
ft.  per  1.000  sq.  yd.  per  24  hours. 

After  collecting  the  heavy  material,  the  dust  from 
the  sidewalk,  the  roadway  (from  the  car  tracks  to 
the  curb),  and  from  the  car  tracks,  was  collected  with 
horsehair  brooms  and  measured  separately  and  sam- 
ples of  each  accumulation  were  submitted  to  a  chemi- 
cal analysis  on  a  dry  basis. 

From  this  data  the  following  table  was  obtained  : 

Roadway         Street  Car 
Sidewalk  Curb  to  car  tracks  Right  of  Way 
Lbs.  Dust  per  Lbs.  Dust  per  Lbs.  Dust  per 
1.000  sq.  yd.       1.000  sq.  yd.       1,000  sq.  yd. 


0.96 

4.70 

50.50 

Carbon  and  organic 

.67 

'  3.00 

26.00 

Calcium  carbonate  . 

.20 

.60 

6.00 

Magnesium  carbon- 

.02 

.30 

2.30 

11 

.25 

3.00 

Undetermined   

.04 

.15 

.20 

2.00 

9.00 

88.00 

Composition  of  Street  Dust 

The  silica  consists  mainly  of  dirt  from  the  street, 
sand  and  gravel  from  the  roofs  of  buildings,  leakage 
from  vehicles,  and  the  fine  sand  used  on  the  car  tracks 
to  facilitate  the  stopping  of  cars. 

The  organic  matter  and  carbon  consists  of  refuse 
paper,  manure,  soot,  coal,  and  various  other  volatile 
matters  commonly  found  in  the  street- 

The  carbonate  of  lime  is  principally  from  the  lime- 
stone, spilled  from  vehicles  conveying  building  mater- 
ials, etc..  and  likewise  most  of  the  carbonate  of  lime 
found  in  the  dust  from  the  sidewalk  is  from  this  source, 
although  some  of  it  is  from  the  wearing  down  of  ce- 
ment sidewalks  by  pedestrians. 

The  iron  content  exists  in  the  free  state  and  the 
natural  assumption  is  that  most  of  it  comes  from  the 
car  tracks,  although  some  of  it  is  from  the  wheels  of 


vehicles,  and  from  the  shoes  of  horses  and  even  of 
pedestrians. 

It  is  interesting  to  compare  the  quantity  of  dust 
collected  from  a  street  carrying  car  tracks  with  the 
quantity  collected  from  a  street  without  car  tracks. 
For  purposes  of  comparison  the  same  classification 
as  to  the  sidewalk,  roadway  and  car  tracks  is  main- 
tained— a  space  16  feet  wide  through  the  middle  of  the 
street  representing  the  car  tracks,  in  the  case  of  the 
sheet  without  car  tracks. 

Roadway  Street  Car 

Sidewalk  Curb  to  car  tracks  Right  of  Way 
Lbs.  Dust  per  Lbs.  Dust  per  Lbs.  Dust  per 
1,000  sq.  yd.       1,000  sq.  yd.       1,000  sq.  yd. 
.street  with  car  track. 4.30  6.00  90.00 

Street  without  car 

tracks  4.00  9.60  2.60 

Street  Cars  Make  Dust  and  Car  Tracks  Collect  It. 

The  proportionately  large  quantity  of  dust  collected 
from  the  street  car  tracks  is  due  to  (1)  the  excessive 
amount  of  fine  sand  used  on  the  street  car  rails;  (2) 
the  fact  that  the  grooved  rails  and  other  breaks  in  the 
continuity  of  the  street  surface  within  the  car  tracks 
catch  and  hold  the  dirt  and  dust;  (3)  the  difficulty  of 
cleaning  the  grooves  and  the  space  between  the  rails 
in  the  daytime  because  of  congestion  of  traffic.  This 
indicates  the  necessity  for  sprinkling,  especially  the 
car  tracks. 

The  total  quantity  of  residual  dust,  if  spread  evenly 
over  the  whole  surface  of  the  street  would  amount  to 
.15  of  an  ounce  per  square  foot  of  street  surface,  which, 
of  course  would  hardly  be  noticed  unless  the  wind  is 
blowing,  or  a  fast  moving  motor  or  street  car  passes 
over  it. 

How  Dust  is  Removed 

Any  system  of  street  cleaning,  to  be  effective, 
must  provide  every  means  possible,  such  as  artificial 
sprinkling-,  flushing  the  streets  and  even  scrubbing 
them,  to  combat  the  evil  of  fine  dust.  I  find  the  most 
effective  method  and  means  of  routing  the  dust  is  to 
flush  the  streets  at  night  with  a  motor  driven  machine 
carrying  a  large  tank  from  which  the  water  is  forced 
out  under  any  desired  pressure,  up  to  70  lbs.,  by  a 
pump  driven  from  the  flywheel  of  the  motor.  Follow- 
ing this  operation  the  sidewalks  are  flushed  and  hand 
squeegeed  and  finally  the  gutters  are  washed  and 
squeegeed  to  remove  any  dust  from  the  roadway  or 
sidewalk  collected  in  low  places  there. 

When  the  weather  does  not  permit  of  flushing,  the 
noticeable  deposits  of  dust  are  collected  by  men  clean- 
ing sidewalks.  These  men  are  provided  with  horse- 
hair brooms,  by  careful  use  of  which  they  can  collect 
the  dust  without  causing  a  nuisance  by  setting  it  astir. 

Quantity  of  Work 

The  quantity  of  work — the  square  yards  of  street 
pavement  a  man  can  clean  daily — will  depend  not  only 
on  the  refuse  accumulations  per  thousand  square 
yards  per  24  hours,  the  kind  of  pavement — whether 
rough  blocks  with  open  joints,  or  a  continuously 
smooth  surface,  condition  of  pavement — whether  in 
good  repair  or  not,  but  on  the  quality  of  work — whe- 
ther thorough  or  not — and  on  the  standard  of  clean- 
liness. 

The  first  three  factors  are  definite  matters  of  fact. 
The  remaining  two  have  so  far  been  considered  ques- 
tions of  opinion,  and  have  not  to  my  knowledge  been 
defined. 

Quality  of  Work 

The  quality  of  work  is  a  very  important  consider- 
ation, for  a  street  surface  not  thoroughly  cleaned  can- 
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not  be  called  clean.  If  the  horse  droppings  are  care- 
lessly picked  up,  if  the  dirt  in  the  crevices  and  depres- 
sions of  the  pavements  is  not  thoroughly  removed;  if, 
in  fact,  every  bit  of  detachable  refuse  is  not  collected, 
the  street  has  been  merely  brushed  over,  and  the  con- 
dition of  the  pavement  falls  far  short  of  the  aims  of 
proper  and  sanitary  street  cleaning-. 

How  Quality  of  Work  is  Measured 

Theoretically,  the  measure  of  the  quality  of  work 
is  the  quantity  of  material  remaining  on  the  streets 
after  the  day's  work  is  complete,  less  any  accumula- 
tions after  the  beginning  of  the  sweeper's  last  trip 
over  the  street.  But,  as  pointed  out,  there  is  always 
on  the  street  at  the  end  of  a  day's  work  a  certain  quan- 
tity of  fine  dust  which  cannot  be  collected  by  the 
means  at  the  sweeper's  disposal.  This  quantity  varies 
from  day  to  day,  which  is  due  to  a  number  of  factors 
nut  under  the  control  of  the  sweeper.  Therefore,  un- 
less there  is  a  very  noticeable  increase  in  the  residual 
dust,  it  is  difficult  to  determine  whether  or  not  the 
sweeper  is  at  fault. 

Furthermore,  there  might  be  enough  undigested 
portions  of  hay,  oats,  and  other  feed,  and  bits  of  paper, 
together  with  matches,  cigars  or  cigarette  butts,  and 
other  noticeable  odds  and  ends,  scattered  over  the 
street  to  give  it  an  untidy  and  unsightly  appearance; 
and  yet  the  total  quantity  of  these  would  affect  but 
little  the  amount  of  residual  dust  on  the  street. 

Practically,  then,  this  test  for  quality  is  not,  as  a 
rule,  feasible.  The  practical  day  to  day  determination 
of  this  element  of  the  work  is  by  the  eye  of  trained 
and  experienced  inspectors,  who  are  alert  and  obser- 
vant. 

What  is  a  Standard  of  Cleanliness? 

When  we  say  a  street  is  clean,  what  do  we  mean? 
In  other  words,  what  is  a  clean  street? 

Absolute  cleanliness,  the  ideal  condition,  means 
that  a  street  must  be  continuously  free  of  dirt  and 
dust.  This  condition  can  be  maintained  as  far  as  the 
heavier  fragments  of  street  refuse  are  concerned,  but 
the  cost  would  be  prohibitive.  Moreover,  it  is  not 
necessary,  for  this  dirt  is  not  objectionable,  if  removed 
before  it  dries  out,  or  is  scattered  and  ground  into  the 
pavement  by  traffic.  The  length  of  time  it  can  be  left 
on  tlie  street  will  depend  upon  the  amount  of  the 
twenty-four  hour  accumulation  per  thousand  square 
yards  of  street  surface ;  or,  in  other  words,  on  the 
volume  and  kind  of  traffic. 

The  residual  dust  from  one  or  the  other  of  many 
sources,  although  it  may  be  hardly  perceptible,  will 
always  lie  on  the  street.  Therefore,  absolute  cleanli- 
ness is  an  impossibility  and  will  continue  to  be  so  un- 
til the  sources  of  dust  beyond  the  control  of  the  street 
cleaner  are  eliminated. 

The  length  of  time  any  refuse  other  than  dust  is 
permitted  to  remain  on  the  street  will  determine  the 
standard  of  cleanliness  for  that  street. 

A  standard  of  cleanliness,  then,  is  an  arbitrary 
matter,  but  it  can  be  made  definite  for  certain  condi- 
tions of  traffic,  etc.,  by  Specifying  the  length  of  time 
any  refuse  other  than  fine  dust  can  remain  on  the 
street. 

Details  of  the  Intensive  Method 

in  the  conduct  of  the  work  of  the  Citizens'  Street 
(  leaning  Puireau,  we  have  developed  in  following 
closely  the  hand  collection  principles  stated  hereto- 
fore, what  may  be  called  the  intensive  method  of  street 
cleaning.  The  aim  of  this  method  is  not  only  to  clean 
a  street  thoroughly,  but  to  keep  it  continuously  clean 
throughout  the  working  day. 

The  street  sweepers  are  assigned  a  definite  length 


of  street,  called  a  route,  to  care  for  as  in  the  "patrol" 
or  "block"  system  of  street  cleaning.  The  men  are 
required  to  clean  thoroughly  their  routes  in  the  first 
hour  of  work  in  the  morning,  and  thereafter  to  keep 
the  refuse  picked  up  practically  as  fast  as  it  reaches 
the  pavement.  In  other  words,  the  work  is  not  al- 
lowed to  accumulate,  but  is  taken  care  of  as  it  presents 
itself. 

It  is  apparent  that  to  do  this  the  number  of  clean- 
ings or  trips  over  the  route  formerly  given  under  the 
block  system  must  be  greatly  increased.  This  increase 
is  expressed  in  the  statement  that  the  standard  of 
work  under  the  "block"  system  is  based  on  a  certain 
number  of  cleanings  per  day,  while  the  intensive 
method  requires  a  certain  number  of  cleanings  per 
hour. 

The  advantage  gained  in  the  latter  method  is  that 
for  the  same  street  area  cleaned  and  the  same  amount 
of  dirt  collected  the  length  of  time  the  dirt  lies  in  the 
street  is  greatly  decreased  by  reason  of  the  added  num- 
ber of  cleanings  and  therefore  a  much  higher  stand- 
ard of  cleanliness  is  obtained. 

Suppose  a  street  is  cleaned  only  once  per  day,  then 
the  dirt  and  refuse  would  be  cumulative  and  the  ac- 
tual position  of  the  material  would  not  be  in  individual 
spots.  The  sweeper  would  find  it  spread  over  the 
entire  street  and  adhered  to  the  pavement  by  the  ac- 
tion of  hours  of  heavy  traffic  and  he  would  be  com- 
pelled laboriously  to  sweep  with  a  hand  broom  every 
square  foot  of  the  surface  to  clean  it  thoroughly.  The 
distance  walked  by  the  sweeper  in  the  course  of  the 
day's  work  would  be  at  least  4.3  miles,  which  means 
that  he  must  sweep  a  like  distance,  as  this  act  is  con- 
tinuous throughout  the  day. 

If  the  route  is  cleaned  once  each  hour,  no  deposit 
can  remain  more  than  one  hour  at  the  most  without 
collection,  and  the  average  will  be  but  a  few  minutes- 
The  deposits  of  dirt  will  have  clean  spaces  of  pave- 
ment between  them,  for  it  will  be  scattered  by  traffic- 
but  little,  when  the  route  is  cleaned  as  frequently  as 
we  are  assuming  it  to  be. 

The  sweeper  can  now  use,  in  addition  to  his  broom, 
a  pan  scraper,  which  permits  of  more  rapid. and  easier 
work  than  a  broom  alone,  and  as  he  can  collect  each 
deposit  where  it  lies  without  cleaning  the  entire  street, 
a  trip  over  the  route  is  rapidly  made.  The  distance 
now  walked  is  a  minimum  of  6  miles  per  day  of  10 
hours;  therefore,  the  distance  has  increased  and  tin- 
labor  of  sweeping  has  been  lessened. 

Now,  if  the  route  is  cleaned,  say,  seven  times  in  an 
hour,  no  spot  remains  unswept  more  than  a  very  lew 
minutes.  An  intensive  study  of  one  particular  down- 
town route  for  one  hour  showed  that  on  one  trip  no 
dirt  was  collected  at  all,  and  the  greatest  number  of 
pick-ups  on  any  trip  was  six.  Therefore  the  sweeper 
is  able  to  clean  the  street  about  as  fast  as  he  can  walk 
and  the  work  is  accomplished  much  less  laborious!  \ 
than  in  each  of  the  other  instances. 

The  route  in  question  was  swept  on  this  particular 
occasion  90  times,  the  sweeper  walking  a  minimum 
distance  of  eight  miles  in  10  hours.  That  is  to  say, 
the  sweeper  has  shifted  a  considerable  part  of  his 
daily  burden  from  his  arms  to  his  legs.  The  total  phy- 
sical effort  is  no  greater  than  in  the  other  instances. 

The  streets  cleaned  by  the  Citizens'  Street  Clean- 
ing Bureau  produced  from  five  to  eight  cubic  feet  of 
street  refuse  per  1,000  square  yards  per  24  hours.  On 
streets  of  lighter  traffic  and  therefore  accumulating 
less  dirt,  the  street  areas  or  routes  allotted  per  man 
would  naturally  be  increased.  In  such  case,  if  the 
streets  are  the  same  width,  a  sweeper  would  have  a 
greater  length  of  street  to  traverse  and  would  accord 
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inglj  make  less  trips  per  day.  The  length  of  time 
elapsing  before  collection  would  be'  increased.  In 
other  words,  another  tunc  standard  must  be  estab- 
lished tor  tlie  new  conditions. 

Many  Short  Periods  of  No  Dirt 

It  is  interesting  to  note  that  the  study  showed  that 
there  arc  nuns  short  periods  when  the  street  was  cn- 
tircl>  lice  ii.  in  dirt.  These  clean  periods  average  2>]/2 
hours  per  .1  a\  tor  the  entire  district  cleaned.  An  in- 
tensive stiuh  ,.|  the  route  referred  to  showed  that,  ex- 
cluding the  first  hour  of  work,  and  that  following  the 
n. 'on  hour,  48  per  cent,  of  the  total  pick-nps  were 
made  within  one  minute,  72  per  cent,  within  two  min- 
utes. 'M  per  cent,  within  six  minutes,  and  97  per  cent, 
within  ten  minutes.  Tests  made  on  all  the  routes 
cleaned  In  the  lWireau  show  that  under  our  system  of 
work  it  is  easily  possible  to  collect  every  deposit  of 
dirt,  other  than  at  the  hours  noted  above,  within  15 
minutes  of  its  appearance  on  the  street. 

The  standard  of  cleanliness,  then,  for  our  streets, 
under  existing  heavy  traffic  conditions,  is  that  the 
street  shall  be  thoroughly  cleaned  and  that  no  dirt 
Other  than  excepted  and  the  Hue  dust  shall  lie  on  the 
street  over  a  maximum  time  of  fifteen  minutes. 

\\  bile  our  standard  of  cleanliness  is  defined  and 
can  lie  readily  checked  within  close  limits,  and  is 
checked  by  actual  observation  and  test  from  time 
to  tune,  the  day  to  day  determination  of  this  factor  is 
by  the  eye  of  the  foreman.  The  standard  of  cleanli- 
ness  is  so  fixed  in  the  minds  of  the  foremen  that  they 
can  tell  at  a  glance  whether  or  not  a  sweeper  is  abreast 
of  his  work. 

Cost  of  Maintaining  Standard  Defined 

Tlie  standard  of  cleanliness  here  defined  is  main- 
tained in  but  few  cities  anywhere,  so  naturally  the 
question  may  arise  as  to  the  cost  of  maintaining  it. 

The  variation  in  wages  paid  labor,  hours  worked, 
cartage  costs,  etc.,  in  different  cities,  would  take  the 
meaning  out  of  the  figures  I  would  submit.  The  best 
way  I  can  answer  the  question  is  to  make  a  Campari- 
s' .n  between  what  individual  men  are  doing  here  with 
what  they  are  doing  in  New  York  under  similar  con- 
ditions. 


There  is  no  section  iii  New  York  the  exact  coun- 
terpart of  tlie  "loo])"  in  Chicago.  The  nearest  ap- 
proach tn  the  same  traffic  conditions  is  the  first  dis- 
trict,  which  is  that  portion  of  the  Borough  of  Man- 
hattan south  of  Canal  street.  Making  allowance  for 
the  proportionately  greater  area  of  granite  in  New 
York,  the  comparison  would  stand  as  follows: — 

Area  cleaned  Cu.  yd.  of  dirt 

per  man     Times  cleaned  per  ]  ,000  sq.  yd.  of 

sq.  yd.        per  day  pavement  per  year 
New    York    City. 3,250              5  or  G  56 
(  ilizens'  St.  Clean- 
ing Bureau    ...3,000                50  80 

The  anas  cleaned  per  man  do  not  vary  greatly. 
The  limes  cleaned  per  day  in  Chicago  are  ten  times 
greater  than  in  New  York.  In  other  words,  the  dirt 
lies  mi  the  street  in  Chicago  only  one-tenth  the  length 
of  time  it  is  allowed  to  lie  in  New  York.  The  amount 
of  dirt  collected  is  fifty  per  cent,  greater  than  in  New 
York. 

The  .standards  of  cleanliness  and  the  quality  of 
work  being  specified,  a  block-by-block  survey  of  the 
quantity  of  refuse  accumulating  per  twenty-four  hours, 
the  kinds  of  pavement,  the  condition  of  pavement  and 
other  factors  affecting  the  amount  of  work  a  sweeper 
should  do  as  a  daily  task,  wiH  furnish  the  informa- 
tion for  the  uniform  allotment  of  work  for  every  type 
of  conditions. 

Frequent  and  thorough  inspections  must  be  de- 
pended on  to  obtain  daily  the  quality  of  work  and  to 
maintain  the  standard  of  cleanliness. 

In  fact,  if  the  work  is  fairly  proportioned  to  the 
individual  laborer  and  he  is  carefully  instructed  in  his 
duties,  the  proper  cleaning  of  the  streets  resolves  it- 
self into  a  matter  of  a  thoroughly  instructed  and  dis- 
ciplined organization  continuous  in  its  management 
and  of  adequate  and  trained  inspectors. 

A  standard  of  cleanliness,  then,  for  a  city,  will 
depend  not  only  on  the  amount  of  money  appropri- 
ated for  street  cleaning,  but  on  the  ability  of  the  head 
of  the  street  cleaning  forces  to  apportion  the  work  to 
the  individual  to  the  best  advantage  and  to  build  up 
an  organization  that  is  efficient  in  supervision,  in- 
spection and  in  thorough  cleaning. 


Preparation  of  Bills  of  Quantities 


By  R.  O.  Wynne-Roberts 


IN  ordinary  business  pro  forma  invoices  accompany 
quotations  for  goods  and  services,  so  that  the 
seller  and  the  buyer  know  what  are  included  in 
the  proposed  transaction.    Before  this  can  be 
done,  the  buyer  must  decide  what  he  wants  the  seller 
to  quote  for,  and  the  more  definite  the  instructions 
are,  the  more  satisfactory  will  the  quotation  be. 

When  we  consider  what  is  done  in  connection 
with  many  structural  undertakings,  it  would  seem 
somewhat  anomalous  that  the  foregoing  practice  is 
not  observed.  A  certain  work  has  been  designed  by 
an  architect  or  an  engineer  Tenders  are  invited  for 
the  execution  of  such  work,  but  the  contractor  must 
often  ascertain  as  best  he  can  what  amount  of  work 
is  involved.  Drawings  are  exhibited  and  specifications 
are  shown,  but  the  schedules  of  various  work  to  be 
done  are  either  inadequate  in  detail  or  the  contrac- 
tor is  left  to  work  out  the  necessary  statistical  informa- 
tion for  himself  before  he  can  be  able  to  submit  a  ten- 
der.   When  this  occurs  in  connection  with  reinforced 


concrete,  which  appears  tn  many  as  a  much  more  com- 
plex undertaking,  it  is  difficult  to  understand  how- 
contractors  can  build  up  their  estimates.  But  rein- 
forced concrete  specialists  do  issue  quantities  although 
not  always  prepared  by  a  standard  method. 

Jt  would  appear  that  the  preparation  of  schedules 
of  quantities  by  engineers  and  architects  in  connection 
with  reinforced  concrete  work  is  often  considered  to 
be  too  abstruse  an  undertaking  to  warrant  the  trouble 
and  expense.  Quantity  surveying  in  Britain  is  a  pro- 
fession which  is  old  and  respected,  but  in  North  Amer- 
ica it  has  not  yet  been  firmly  established,  but  there  is 
a  movement  in  that  direction  in  the  United  States. 

It  requires  some  weeks  to  prepare  drawings  and 
specifications  of  some  reinforced  concrete  work  and 
when  tenders  are  invited  contractors  are  expected  to 
digest  all  the  data,  to  study  the  drawings,  to  recon- 
noitre the  district,  to  collect  the  particulars  which  are 
local  in  character,  etc.,  in  a  few  days,  and  often  to 
compile  his  own  bill  of  quantities.    Under  such  con- 
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ditions  the  contractor  must,  perforce,  make  ample 
allowance  for  contingencies  which  may  or  may  not 
arise. 

Specifications  which  are  loosely  drawn  or  drawings 
which  give  inadequate  information,  afford  excellent 
opportunities  for  future  claims  and  troubles. 

It  is  probable  that  even  with  scrupulous  care  and 
infinite  pains,  it  is  rare  that  extras  of  some  form  are 
entirely  absent.  It  is  almost  superhuman  to  expect 
such  perfection,  because,  be  the  plans  ever  so  well 
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prepared,  the  engineer  or  architect  can  during  con- 
struction discern  where  improvements  in  design  or 
change  of  materials  will  be  to  the  client's  benefit. 
Moreover,  the  contractor  is  able  to  put  forward  sug- 
gestions which  are  worthy  of  careful  consideration  by 
the  architect  or  engineer  or  client. 

It  is  in  the  interest  of  both  the  architect  or  engi- 
neer, the  contractor  and  the  client  that  regard  should 
be  paid  to  the  method  by  which  contracts  are  let, 
certificates  are  granted  and  adjustments  are  made. 

Lump  sum  tenders  would  at  first  sight  appear  to 
be  an  easy  and  desirable  way  of  letting  contracts. 
The  architect  or  engineer  has  before  him  the  tangible 
figures  as  to  the  cost.  The  contractor  has  given 
thought  to  all  contingencies  and  has  assessed  the  value 
of  all  anticipated  risks  and  provided  for  his  profit. 
1  he  client  knows  what  amount  he  will  be  called  upon 
to  pay.  Much  depends  upon  the  persons  concerned  in 
such  a  contract  and  the  care  which  has  been  taken 
in  the  preparation  of  the  plans  and  specifications,  in 
the  pricing  of  the  contract  and  in  the  selection 
of  the  contractor  as  to  the  extent  mutual  satisfaction 
will  be  enjoyed. 

Modifications  of  and  additions  to  the  contract  must 
be  adjusted  and  some  basis  should  be  fixed  upon  for 
their  settlement.  If  a  schedule  of  prices  has  been 
filled  in  for  various  classes  of  work,  then  it  will  con- 
stitute such  a  basis,  provided,  however,  that  the 
prices  are  balanced.  For  example,  a  lump  sum  tender 
was  sent  in,  accompanied  by  a  priced  schedule,  for 
the  construction  of  a   reinforced  concrete  reservoir. 


The  prices  given  in  the  schedule  were  not  those  by 
which  the  tender  was  built  up.  aird  moreover,  some  of 
the  prices  were  exceedingly  high  in  some  cases.  Nine 
trial  holes  about  6  feet  by  4  feet  had  been  sunk  on  the 
site  to  depths  varying  from  20  to  30  feet  to  ascertain 
the  nature  of  the  foundations.  No  rock  was  found. 
The  successful  tenderer  had  studied  the  contract  and 
examined  the  trial  holes.  His  price  for  rock  excava- 
tion was  very  high,  but  as  no  rock  was  met  with,  no 
question  was  raised.  When  the  actual  excavations 
were  in  hand,  a  considerable  quantity  of  rock  was  re- 
vealed and  the  contractor  benefitted  thereby.  His  ten- 
der was  really  too  low,  but  the  fortunate  occurrence 
of  rock  helped  him  materially.  Unbalanced  bids,  how- 
ever, are  not  desirable,  they  are  too  speculative.  They 
should  be  carefully  examined  and,  if  possible,  ad- 
justed before  tenders  are  let.  Otherwise  they  may 
lead  to  unpleasant  difficulties. 

The  schedule  of  quantities  should  be  an  analysis 
of  facts  presented  in  ordered  form.  They  will  help 
to  obviate  the  thorny  points  referred  to. 

The  experience  of  generations  has  crystalized  the 
various  ways  of  measuring  up  buildings  or  plans  and 
presenting  the  facts  into  a  few  recognized  standard 
methods.  This  applies  to  the  older  forms  of  build- 
ing construction  In  connection  with  reinforced  con- 
crete work,  however,  the  methods  have  to  be  changed 
and  the  presentation  of  the  ascertained  facts  have  to 
be  expressed  in  a  different  manner.  Reinforced  con- 
crete structures  comprise  many  variations  in  the  ap- 
plication or  combination  of  materials,  methods  of  re- 
inforcing, etc.,  although  during  the  last  twenty  years 
many  unnecessary  variations  have  been  abolished  by 
common  consent.  In  some  instances,  even  at  the  pre- 
sent time,  there  are  often  too  many  variations  in 
qualities  of  concrete,  in  dimensions  of  steel  bars,  etc. 
These  tend  to  render  the  measurements  somewhat 
complicated  to  abstract  and  also  increase  the  work  of 
the  contractor  and  the  supervising  officials.  In  the 
construction  of  a  reservoir,  for  example,  it  is  neces- 
sary to  have  rich  concrete  to  provide  for  water-tight- 
ness and  leaner  concrete  can  be  used  where  cireum- 
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stances  warrant  the  same.  As  the  water  pressure  var- 
ies with  the  depth  so  must  the  quantity  of  steel,  but 
it  is  possible  to  confine  the  dimension  to  those  usu- 
ally stocked.  The  writer's  practice  has  been  to  vary 
the  diameter  by  eighths  of  an  inch.  This  can  be  done 
by  regulating  the  spacing. 

The  method  of  abstracting  the  quantities  might 
be  described.  Mr.  E.  P.  Wells'  method  was  adopted 
by  the  writer  which  is  a  simple  and  an  effectual  one. 
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it  constitutes  a  permanent  record  and  any  part  of 
the  work  can  be  re  measured  and  compared  at  will. 

\  sheet  of  ruled  paper  was  used  as  in  Fig-.  2. 

For  the  purpose  of  illustrating  the  method  of  mea* 
suring  up  reinforced  concrete  work,  a  small  part  of  a 
reservoir  wall  and  tloor  as  shown  in  the  rough  sketch. 
Fig.  1,  will  he  worked  out.  The  floor  is  of  1  :2  :4  con- 
CretC  except  the  top  layer,  o  inches  thick,  which  is 
of  1:1'..  :3  concrete.  The  tloor  has  '/.-inch  bars 
laid  <>  inches  apart  in  two  directions  and  under  the 
counterfort  portion,  )A  inch  bars  at  12  inches  in  two 
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directions.  The  wall  and  counterforts  are  built  of 
1 :1J4 :3  concrete.  There  is  a  2  x  2  x  3/16  angle 
iron  standard  with  holes  punched  at  the  required  spac- 
ing. The  horizontal  bars  and  tension  bars  are  as 
stated  on  the  sketch.  The  vertical  bars  connecting 
the  counterfort  to  the  floor  are  x/2  inch  rounds.  The 
sketch  is  submitted  simply  for  illustrative  purposes. 

The  form  shown  in  Fig.  2  shows  in  tabulated  form 
the  method  of  abstracting  the  quantities  for  the  struc- 
ture illustrated,  a  section  of  the  reservoir  wall,  10  ft. 
long,  being  considered.  The  next  step  is  to  present 
the  information  in  the  form  of  a  bill  of  quantities  as 
is  done  in  the  form  shown  in  Fig.  3.  To  show  the 
application  of  these  principles  in  an  actual  case,  Fig. 
4  is  a  copy  of  a  page  of  the  schedule  of  quantities  pre- 
pared in  connection  with  the  reservoir  described  in  the 
Contract  Record  of  March  3,  1915. 

The  figures  in  the  form  shown  in  Fig.  4  are  sub- 
mitted merely  to  show  how  the  quantities  were  ob- 
tained and  presented  for  the  use  of  the  contractor.  As 
it  was  afterwards  decided  to  carry  out  this  work  by 
the  department,  it  was  possible  in  many  instances  to 
compare  the  estimated  cost  with  the  actual.  As  was 
stated  in  the  article  on  March  3,  1915,  the  work  cost 
about  $30,343,  less  than  the  estimate.  The  estimate, 
of  course,  included  an  allowance  for  contractors'  pro- 
fit and  contingencies. 

It  is  a  matter  for  the  engineer  or  architect  to 
deride  to  what  extent  the  quantities  are  to  be  dissect- 
ed. If  they  are  added  together  it  will  not  be  so  easy 
to  make  future  comparisons  to  the  same  extent  as 
when  the  details  are  dissected  as  shown  in  the  pre- 
vious examples.  Some  labor  is,  of  course,  involved, 
but  it  was  thought  worth  while.  On  the  other  hand, 
as  some  contractors  may  not  be  accustomed  to  hav- 


ing the  quantities  priced  on  these  lines,  each  case 
must  be  considered  on  its  merits. 

I  he  contractor  needs  to  know  many  things  in  con- 
nection with  a  projected  work  before  he  can  submit 
an  intelligent  and  reliable  tender.  It  is  as  much  in 
the  interest  of  the  architect  or  engineer  as  it  is  in 
that  of  the  client  and  the  contractor  that  it  is  clearly 
understood  what  is  included  in  the  tender,  how  the 
work  has  to  be  executed,  the  quality  of  the  materials 
and  the  workmanship  to  be  employed,  the  manner  in 
w  hich  payments  are  to  be  made  and  accounts  are  to 
be  adjusted.  If  the  bill  of  quantities  is  to  be  of  ser- 
vice all  these  should  be  concisely  and  clearly  defined, 
so  that  the  contractor  can  concentrate  his  attention 
on  the  important  work  of  pricing.  The  bill  of  quan- 
tities should  furthermore,  no  doubt,  be  the  basis  of 
contract,  and  as  soon  as  this  is  the  accepted  practice, 
the  contractor  will  be  relieved  of  much  anxiety,  the 
architect  of  engineer  will  have  the  work  done  in  the 
way  desired  without  much  trouble,  the  client  will 
know  that  he  receives  full  value  for  his  investment, 
because  prices  will  not  be  inflated  to  meet  unknown 
hazards. 

The  preparation  of  the  bill  of  quantities,  however, 
should  conform  to  certain  established  rules.  When  the 
structure  is  a  plain,  straightforward,  piece  of  work, 
such  as  a  rectangular  reservoir,  geometrical  measure- 
ment will  apply,  but  when  the  structure  is  a  warehouse 
with  a  multitude  of  doors,  windows  and  other  open- 
ings, etc.,  it  is  then  a  question  whether  the  work  should 
be  measured  solid  or  deductions  for  openings  should 
be  made.  The  work  of  such  a  building  would  not  be 
a  simple  one  to  estimate.  There  would  be  consider- 
able waste  in  cutting  for  the  openings,  especially  if  the 
openings  are  not  of  uniform  size  and  position.    If  geo- 
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metrical  measurements  are  to  be  made,  without  any 
allowance  for  custom,  practice  or  condition,  it  will 
not  matter  much,  so  long  as  it  is  clearly  known  how 
the  measurements  are  made.  But  if  bills  of  quantities 
are  prepared  according  to  the  individual  idiosyncrasies 
of  the  architect  or  engineer,  without  ample  explana- 
tion as  to  the  methods  employed,  then  the  contractor 
will  doubtless  prefer  to  follow  the  old,  even  if  it  is  an 
unsatisfactory  way. 
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Standard  Units  for  Municipal  Improvements 
Required  as  a  Basis  of  Comparison 

By  A.  Prescott  Folwell  * 


TO  the  majority  of  city  officials  and  taxpayers  the 
one  tiling  most  readily  understood  about  pub- 
lic work  is  its  cost.  Even  engineers,  to  whom 
the  technical  and  construction  sides  of  such 
work  are  those  of  most  interest,  must  also  consider 
cost,  and  consider  it  most  carefully.  Not  only  because 
the  closeness  of  agreement  between  their  estimates 
and  the  actual  cost  is  taken  by  many  citizens  as  a 
measure  of  their  ability  ;  but  much  more  because  of 
the  real  practical  importance  of  such  close  approxima- 
tion. 

The  importance  of  close  estimating  is  very  appar- 
ent. If  an  estimate  is  excessively  high,  it  may  cause 
the  voters  to  defeat  a  proposed  improvement  at  the 
polls.  If  it  proves  to  have  been  too  low,  the  voters 
will  be  suspicious  of  all  future  estimates  and  may  for 
that  reason  reject  future  improvements.  Also,  bond 
issues  based  upon  low  estimates  place  the  city  admin- 
istration in  an  embarassing  position. 

Estimates  Based  on  Past  Work 

Estimates  must  be  based  upon  the  cost  of  past 
work — I  know  of  no  other  reliable  method  of  estimat- 
ing. And  this  means  exact  knowledge  not  only  of  how 
much  was  spent,  but  what  was  obtained  for  it.  Unit 
costs  are  necessary  for  making  estimates. 

As  to  unit  costs  of  work  done,  any  taxpayer  feels 
that  he  can  understand  dollars  and  cents,  even  though 
he  may  be  hazy  about  paving  materials  and  the  meth- 
ods of  laying  them.  When,  therefore,  he  learns  that 
some  other  city  is  getting  a  certain  kind  of  pavement 
at  considerably  less  cost  than  his  own,  or  that  he  is 
assessed  more  per  front  foot  for  a  pavement  laid  on 
his  street  than  his  neighbor  is  for  the  same  kind  of 
pavement  laid  on  another  street  in  his  city,  he  wants 
to  know  why  and  is  entitled  to  a  clear  and  definite 
answer. 

There  always  is  an  answer,  and  it  is  generally  a 
perfectly  valid  one  ;  but  the  mere  fact  that  explanations 
and  excuses  are  necessary  is  apt  to  arouse  suspicion, 
especially  if  there  is  anything  indefinite  about  those 
given.  How  much  better  if  explanations  were  unneces- 
sary, or  if,  when  required,  they  could  be  made  so  clear 
and  concise  as  to  convince  any  man  of  average  in- 
telligence. 

Why  taxpayers  might  have  an  excuse  for  asking 
explanations  and  why  engineers  may  have  difficulty 
in  making  estimates  based  on  costs  may  be  made  clear 
by  a  few  illustrations  taken  from  our  own  state. 

Particular  Examples 

Take  sheet  asphalt,  for  instance.  The  method  of 
constructing  this  is  standard  and  there  should  6e  no 
great  difference  between  the  costs  of  it  in  several  cities 
in  the  same  section  of  the  country.  Bu4  in  \')\5  this 
pavement  cost  Geneva,  N.  Y.,  $1.25  per  square  yard, 
and  Troy,  $2.23.  It  looks  as  though  Troy  taxpayers 
had  some  explanation  coming  to  them. 

Syracuse  paid  $1.87  in  1914  and  $1.99  in  1915— or 
increase  of  12  cents.  But  Albany  paid  $2.14  in  1914 
and  only  $1.74  in  1915-  a  decrease  of  40  cents.  What 
is  Syracuse's  explanation? 

♦  Before  the  7th  Annual  Conference  of  Mayors  and  other  Officials  of  the 
State  of  New  York. 


Or  take  brick  pavement's.  In  1915  Dunkirk  laid 
these  for  $1.39  a  square  yard,  while  Troy  paid  $2.85 — 
more  than  twice  as  much.  Syracuse  paid  $2.05  in 
1914  and  $2.37  in  1915 — an  increase  of  32  cents;  while 
Salamanca  paid  36  cents  less  in  1915  than  in  1914,  or 
$1.89  as  compared  with  $2.25.  I  have  no  figures  for 
Buffalo  for  1915,  but  she  reported  for  1914  a  cost  of 
$3.29  for  brick  pavement — nearly  two  and  a  half  times 
as  much  as  Dunkirk  ;  and  $3.53  for  asphalt,  or  nearly 
three  times  as  much  as  Geneva. 

One  thing  is  sure — there  was  not  actually  all  this 
difference  in  costs,  and  it  is  evident  that  these  figures 
are  for  some  reason  not  comparable — that  the  thing 
which  Buffalo  calls  paving  is  not  the  same  as  that  to 
which  Dunkirk  applies  that  name.  And  what  Syracuse 
did  for  $2.05  in  1914  was  not,  I  believe,  the  same  as 
that  for  which  she  paid  $2.37  in  1915. 

As  Buffalo  is  the  most  "horrible  example,"  let  us 
see  what  she  paid  $3.53  for  in  1914.  Included,  beside 
the  pavement,  some  grading,  setting  new  curb,  laying 
a  drain,  probably  other  general  work  like  resetting 
manhole  heads,  and  a  10-year  guarantee.  Another  city, 
not  in  this  state,  has  gone  far  ahead  of  this,  however, 
for  she  includes  under  the  head  and  price  of  paving, 
all  excavation,  curb,  storm  sewers,  adjusting  manhole 
heads,  building  catch  basins  and  even  grading  the 
private  property  along  the  street.  I  see  no  reason 
why  that  city  did  not  include  lighting  standards,  wire 
conduits,  shade  trees  and  other  street  accessories,  ex- 
cept that  perhaps  they  were  already  in. 

Non-Paving  Items 

All  these  things  are  street  improvements,  but  they 
are  not  paving,  and  to  call  them  so  seems  absurd. 

Moreover,  to  explain  that  a  certain  cost  includes 
grading  and  setting  curb  does  not  help  us  to  compare 
this  cost  with  another — it  only  shows  that  such  com- 
parison would  be  useless,  unless  we  know  just  what 
part  of  the  cost  was  to  cover  each  of  the  non-paving 
items. 

The  total  cost  of  these  non-paving  items  may  be 
considerable.  For  instance,  in  1915  Waldcn,  N!  Y., 
laid  a  brick  pavement  which  cost  $1.84  for  the  pave- 
ment and  foundation,  but  $2.34  if  excavation  and  other 
improvement  items  be  included.  This  is  an  average 
and  not  an  extreme  case.  In  some  cases  the  additional 
items  will  amount  to  even  more  than  the  paving. 

It  may  be  claimed  by  some  cities  that  under  their 
methods  of  assessment  the  property  owner  is  to  be 
assessed  for  the  total  cost  of  the  improvement,  and 
therefore  this  is  the  cost  desired.  This  is  all  right, 
if  yon  call  this  street  improvement  and  not  paving. 
But  even  in  this  case,  itemizing  costs  is  of  great  value, 
as  will  be  shown  in  a  minute;  and  if  the  cost  were 
itemized,  a  school  hoy  could  get  the  total  cost  per 
front  foot  in  five  minutes  by  a  little  multiplication  and 
addition;  while  if  the  bids  or  records  give  only  the 
total  cost,  not  even  a  paving  expert  can  "unscramble 
the  eggs"  and  tell  what  the  paving  alone  cost. 

Some  prefer  a  "lump  sum"  bid,  so  that  no  extras 
can  be  worked  in  on  the  payment.  But  the  same  end 
can  he  reached  by  receiving  itemized  bids,  and  adding 
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a  "residuary  item"  clause,  asking  a  price  for  all  work 
necessar)  to  complete  the  ioi>  according  t<>  plans  and 
specifications,  but  not  covered  by  the  other  items. 

Costs 

I*he  advantage  of  having  bids  or  costs  for  each  is, 

I  think,  apparent  with  a  moment's  thought.  If  we 
know  what  it  costs  each  city  in  the  state  or  in  the 
COUntT}  t>>  lay  a  square  yard  of  standard  brick  pave- 
ment, exclusive  "t  excavation,  curbs  or  any  other 
items,  then  we  have  figures  which  are  directly  com- 
parable. We  can  tell  w  hether  neighboring  cities  really 
did  gel  more  for  a  dollar  than  we  did.  We  can  show 
the  taxpayers,  w  ithout  dubious  explanations,  that  they 
are  getting  more  for  their  money  this  year  than  they 
did  last.  If  A  complains  that  his  street  improvement 
assessment  is  higher  than  that  of  H  who  lives  on  the 
next  Street,  we  can  show  him  that  it  is  hecause  there 
was  more  grading  to  he  done  on  his  street,  or  more 
curh  to  he  set.  and  that  the  paving  itself  does  not  cost 
him  a  cent  more.  The  probability  is,  however,  that 
the  facts  will  appear  so  plainly  in  the  published  figures 
that  we  will  not  need  to  explain  at  all. 

In  the  previous  remarks,  paving  has  been  used  for 
illustration,  but  the  same  ideas  apply  to  sewer  con- 
struction or  any  other  kind  of  public  work.  It  is  only 
w  hen  costs  are  itemized  that  cost  records  of  such  work 
will  be  of  value  for  making  future  estimates,  or  mak- 
ing comparisons  with  costs  of  previous  years  or  of 
other  cities. 

Such  itemizing  is  essential  for  obtaining  efficiency 
and  economy.  How  can  we  expect  to  cut  down  costs 
if  we  do  not  know  what  items  are  high  ones?  Can  a 
manufacturer  know  how  to  increase  his  profits  if  his 
accounts  show,  not  what  individual  items  cost  him 
to  produce  and  market,  but  only  his  total  profit  or  loss 
for  a  year? 

Standard  Units 

If  the  only  aim  is  to  compare  costs  in  your  own 
city  and  on  work  done  by  you  individually,  then  each 
man  might  select  his  own  units  for  measuring  and 
expressing  quantities  of  work.  But  how  much  more 
valuable  his  cost  records  would  be  if  he  could  com- 
pare them  with  those  of  all  other  cities  and  of  previous 
administrations  in  his  own  city! 

This  means  that  he  and  all  others  should  use  the 
-a me  units.  That  when  he  says  "a  square  yard  of 
asphalt  pavement"  he  means  exactly  the  same  thing  as 
every  other  man  who  uses  the  term. 

A  very  considerable  number  of  cities  do  keep  their 
records  and  receive  their  bids  itemized  as  described , 
but  they  find  the  undoubted  value  of  this  is  lessened 
by  the  fact  that  not  all  use  the  same  units  for  measur- 
ing the  work  done,  or  use  them  with  exactly  the  same 
meaning. 

To  remedy  this  condition,  the  American  Society  of 
Municipal  Improvements  has,  after  two  or  three  years' 
consideration,  adopted  a  few  of  the  more  important 
units  for  paving  and  sewerage,  which  it  recommends 
as  standards  for  universal  use.  This  society  numbers 
among  its  members  most  of  the  leading  city  engineers 
and  consulting  engineers  on  municipal  work,  and  it  is 
to  be  presumed  that  the  units  which  it  adopts  will  be 
those  best  adapted  to  the  purpose  which  seems  prac- 
ticable at  this  time.  The  standard  paving  specifica- 
tions which  the  society  has  prepared  are  now  generally 
accepted  as  the  standards  for  the  country,  and  it  hopes 
that  its  standard  units  also  will  be  generally  adopted. 
When  each  standard  kind  of  pavement  is  laid  by  every- 
one according  to  a  standard  method  and  measured  with 


a  standard  unit,  we  will  then  be  able  to  make  com- 
parisons which  will  have  a  real  value — which  we  are 
in  >t  able  to  do  now. 

The  standard  units  for  street  paving  and  sewer  con- 
st ruction  referred  to  are  given  below: 

A.  S.  M.  I.  Standard  Units  for  Street  Paving 

II  Mu  se  units  arc  used,  ;i  statement  to  that  effect  in  a  re- 
port in  description,  without  further  explanation,  gives  cer- 
tainly "I  meaning  in  (lie  figures. 

PA\  EMENT:  The  wearing  surface  "down  to  the  base,  if 
any.  Includes  cushion  or  hinder  course,  hut  not  concrete, 
macadam,  or  other  base.  If  base  is  included,  describe  as 
"pavement  and  ....  inch  (concrete  or  macadam)  base."  In 
I  lie  case  of  macadam  or  concrete  pavement,  the  term  includes 
all  down  to  the  earth  foundation.  Unit,  the  equare  yard, 
giving  material  and  thickness.  Ex.:  1524  sq.  yds.  of  3  in. 
asphalt  pavement. 

BASE:  The  concrete,  macadam  or  other  material  placed 
under  the  pavement  to  distribute  the  load  on  the  subgrade. 
Unit,  the  square  yard,  naming  thickness  and  material.  Ex.: 
1524  sq.  yds.  of  0  in.  concrete  base. 

EXCAVATION;  EMBANKMENT:  All  material  re- 
moved before  laying  base,  curb  or  sidewalk;  or  all  material 
added,  up  to  base,  curb  or  sidewalk.  Unit,  the  cubic  yard, 
naming  material.    Ex.:  600  cu.  yds.  of  earth  excavation. 

CURB:  Complete  construction  of  new  curb,  except  ex- 
cavation or  embankment.  RESETTING  CURB:  Same,  ex- 
cept furnishing  of  curb  stone.  Unit,  lineal  foot,  naming  (in 
inches)  depth  and  mean  width  of  curb,  and  material.  Ex.: 
952  ft.  of  7  x  18  granite  curb  reset;  750  ft.  of  6  x  16  concrete 
curb. 

GUTTER:  Same  as  curb.  Unit,  square  foot,  stating 
thickness  and  material.  Ex.:  1428  sq.  ft.  of  6  in.  concrete 
gutter.  I 

SIDEWALK:  The  artificial  wearing  surface,  not  includ- 
ing excavation  or  embankment,  nor  base  of  cinders  or  other 
material,  if  any.  Unit,  the  square  foot  (or  square  yard,  if 
preferred)  giving  average  thickness  and  material.  Ex.:  1720 
sq.  ft.  of  6  in.  concrete  sidewalk. 

SIDEWALK  BASE:  Cinders  or  other  material  placed 
under  sidewalk.  Unit,  the  cubic  yard,  naming  material.  Ex.: 
122  cu.  yds.  of  gravel  sidewalk  base. 

A.  S.  M.  I.  Standard  Units  for  Sewer  Construction 

If  these  units  are  used,  a  statement  to  that  effect  in  a 
report  or  description,  without  further  explanation,  gives  cer- 
tainty of  meaning  to  the  figures. 

CONSTRUCTING  SEWER:  Excavating  trench  (except 
rock  and  street  pavement),  furnishing  material  for  and  con- 
structing or  laying  the  sewer  barrel  (not  including  branches, 
manholes  or  other  appurtenances,  special  foundations,  etc.) 
and  backfilling  (not  including  relaying  pavement).  Excava- 
tion of  rock,  sheathing  left  in  trench,  and  removal  and  re- 
placing of  pavement  paid  for  extra.  Depth  of  excavation  is 
measured  from  street  surface  to  invert  of  sewer,  and  classi- 
fied by  two-foot  intervals.  Unit,  the  lineal  foot  (measured 
along  the  entire  length  of  the  sewer,  including  manholes 
and  specials),  naming  size  of  bore  and  material  of  sewer, 
and  depth.  Ex.:  10  in.  vitrified  sewer,  950  ft.  8  to  10  ft.  deep; 
630  ft.  10  to  12  ft.  deep. 

BRANCHES:  Y  or  T  branches  inserted  in  the  sewer; 
the  price  paid  to  be  additional  to  that  paid  for  the  sewer  in 
which  the  branch  is  inserted. 

MANHOLES:  The  total  structure,  including  bottom  and 
top  casing,  steps,  etc.,  additional  excavation  and  backfilling. 
Standard  be  taken  as  6  feet  deep;  and  depths  exceeding  this 
to  be  given  in  additional  feet  depth.  Price  is  in  addition  to 
that  paid  for  sewer  (measurement  for  which  includes  man- 
holes, as  stated  above).  Unit,  manhole  of  standard  depth, 
giving  bottom  diameters  in  feet;  and  feet  of  additional  depth. 
Ex.:  7  manholes  3  x  4^2,  and  22  ft.  additional  depth.  (This 
means  that  the  sum  of  the  depths  was  64  ft.,  and  the  average 
depth  was  9  1/7  ft.). 

REPLACING  PAVEMENT:  Grading  top  of  trench 
back-fill,  putting  in  pavement  foundation  (if  any),  and  lay- 
ing wearing  surface  (replacing  any  material  damaged  in  re- 
moving same.)  Unit,  square  yard,  naming  kind  of  pavement. 
Ex.:  removing  and  replacing  726  sq.  yds.  of  brick  pavement. 
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Highway  Improvements  in  Nova  Scotia 

A  Number  of  the  Larger  Bridges  Illustrated — 
Steel  Construction  Favored  Above  35  Ft.  Span 


IN  our  last  issue  we  illustrated  a  num- 
ber of  the  smaller  bridges  of  Nova 
Scotia — culverts  for  the  most  part— 
which  are  such  an  important  part  of 
the  highways  of  any  country.  The  cuts 
reproduced  herewith  illustrate  some  of 
the  larger  bridges  of  the  province.  In  the 
report  just  issued,  it  is  stated  that  con- 
crete construction  has  been  used  during 
1915  in  larger  bridges  much  more  exten- 
sively than  in  any  previous  year  and 
that  the  majority  of  the  larger  bridges 
built  during  the  year  were  of  reinforced 
concrete. 

Steel  Bridges 

The  number  of  steel  spans  built  this 
past  fiscal  year  is  very  small, — only  four. 
The  number  and  size  of  the  various  steel 
spans  which  were  awarded  during  the 
year  were  as  follows : — 
Fixed  spans  1 —  45  feet  end  pin  centres. 

1 —  60  feet  end  pin  centres. 

1 —  100  feet  end  pin  centres. 

2 —  150  feet  end  pin  centres. 

3 —  200  feet  end  pin  centres. 
Draw  span    1 — 205  feet  end  centres. 

For  all  the  steel  spans  erected  during 
1915  the  new  specifications  covering  the 
construction  of  steel  bridges  prepared  last 
year  have  been  used.    The  report  states  that  the  steel 
bridges  present  a  very  substantial  appearance  and  the 
anticipations  regarding  them  will  be  realized  in  that 
their  lasting  qualities  are  increased  far  beyond  the 


Hetterick  Brook  Bridge,  Bear  River,  Annapolis  Co. — 20  ft.  concrete  arch  on  stone  abutments. 


Varner  Bridge,  New  Germany,  Lunenburg  Co. — 140  ft.  steel  span  on  concrete  abutments. 


proportionate  extra  cost.  I  n  particular  the  floor  de- 
sign is  much  more  substantial  than  formerly,  and  the 
matter  of  upkeep  of  the  wooden  floors,  which  will  be 
used  for  some  years  at  least,  will  be  very  materially 

Concrete  Bridge  Design 

In  last  year's  report  it  was  intimated 
that  the  designs  of  reinforced  concrete 
structures  had  been  completed  up  to 
spans  of  30  feet.  During  the  year  I'M? 
further  standard  designs  were  prepared 
covering  reinforced  concrete  spans  of  35, 
40,  45  and  50  feet.  While  the  four  de- 
signs mentioned  make  very  strong  struc- 
tures and  are  particularly  pleasing  as  re- 
gards appearance,  yet  they  have  not  so 
far  been  applied  in  any  instance,  as  it  has 
been  found  that  the  cost  of  concrete 
structures  of  such  spans  exceeds  that  of 
our  lightest  class  of  steel  bridge  designs, 
together  with  concrete  floor. 

The  four  designs  alluded  to,  however, 
should  he  found  particularly  adapted  to 
situations  near  the  larger  towns  in  tin- 
province  in  places  where  the  amount  of 
travel  warrants  a  little  more  expenditure 
to  secure  the  most  lasting  structure  pos- 
sible, or  in  situations  where  a  more  mas- 
sive structure  than  framed  steel  trusses 
would  he  desirable  for  the  sake  of  ap- 
pearance. 

In  the  construction  of  larger  bridges 
during  the  year,  the  practice  of  the  Roads 
Department  has  been  to  build  the  con- 


Conciuerall  Bridge,  over  Petite  Riviere,  Lunenburg  Co. — Three  spans,  1G  feet  each,  concrete  slab. 


Walsh   Bridge,  Erinville,  Guysboro  Co. — Two  spans,  20  feet  each,  concrete  beam  and  slab 
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larger  bridges  since  the  passing  of  the 
Bridge  Act  in  1883,  is  as  tollows: 
Expenditure  to  Sept.  30,  1914  ..  ..$3,288,268.82 
Expenditure  fiscal  year  1914-15  ...  81,945.46 


Total  $3,370,214.25 


Rurns  Rrook  Itri.lRc.  Itellccote,  Inverness  Co. — 23  ft.  span,  concrete  beam  and  slab 


crete  substructure  of  steel  bridges  as  far  as  possible 
by  day  labor  and  the  steel  superstructure  by  contract. 
All  reinforced  concrete  bridges  have  been  built  by 
■  lay  work.  The  Roads  Department  was  influenced  in 
this  matter  by  the  fact  that  reinforced  concrete  work 
i-  somewhat  new  in  the  province  and  it  was  thought 
advisable  to  defer  the  letting  of  contracts  for  this  kind 
of  work  until  a  little  larger  experience  had  been  gained. 

The  largest  bridge  upon  which  work  was  begun 
during  the  year  1915  was  the  Lennox  Passage  bridge, 
which  consists  of  six  steel  spans  with  concrete  floors; 
two  fixed,  of  150  feet  each;  three  fixed,  of  200  feet 
each  ;  and  one  swing,  205  feet.  Owing 
to  war  conditions  and  the  uncertainty  of 
delivery  of  material,  the  contractors  ex- 
perienced considerable  delay  in  the  con- 
traction work,  especially  with  the  piers 
and  abutments.  Other  large  bridges  upon 
which  construction  was  undertaken  were : 
the  Rel  Lake  bridge,  which  consisted  of 
a  concrete  beam  bridge  of  25  feet  span, 
and  an  earth  fill  about  i,500  feet  long;  the 
Carrigan  Mill  bridge,  a  steel  span  bridge 
i  if  45  feet,  end  pin  centres ;  the  Eben  Ful- 
t"ti  bridge,  100  feet  steel  span  with  a 
15-foot  roadway:  the  Navy  Pool  bridge, 
steel  span  of  60  feet :  Taylor  bridge,  6 
feet  span.  37  feet  long,  with  an  earth  fill 
of  about  900  cubic  yards. 

Pot  the  steel  bridges,  the  contracts  of 
two  of  them  were  awarded  to  the  Mari- 
time Bridge  Company,  Limited,  New 
Glasgow,  and  the  remaining  two  to 
Robert  Musgrave.  North  Sydney. 

The  following  is  a  statement  of  the 
moneys  expended  on  the  construction  of 
larger  bridges  during  the  fiscal  year  1915: 

The  total  amount  expended  on  larger 
bridges  during  the  fiscal  year  1915  was 
S8 1.945.46. 

The  expenditure  on  the  construction  of 


Marking  Roads  with  Simple  Signs 

A  U.  S.  county  has  adopted  the  policy 
of  marking  its  highways  with  signs  in- 
dicating the  direction  and  distance  to  all 
towns  within  its  limits. 

The  signs  are  made  of  iron.  The  main 
plate,  on  which  the  letters  are  riveted 
separately,  is  about  No.  14  gauge.  The 
letters  are  of  the  same  thickness  and  are 
painted  aluminum,  the  plate  being  black. 

In  ordering  the  signs  a  sketch  is  made 
to  show  in  which  direction  the  signs 
would  point.  After  the  arrival  of  the 
signs,  two  men  with  a  po.st.hole  digger, 
bar,  shovels,  etc-,  are  sent  out  in  a  Ford 
car.  This  crew  goes  ahead  and  has  the 
hole  dug.  A  slower  auto  truck  follows, 
carrying  the  signs,  sections  of  2-in.  gal- 
vanized water  pipe  12  ft.  long,  cement, 
sand  gravel,  and  a  couple  of  buckets.  As 
soon  as  the  truck  arrives  the  signs  are 
clamped  to  the  pipe  in  he  direction  in 
which  they  are  to  point.  At  the  same  time  one  of  the 
men  mixes  a  grout  of  sand,  cement  and  water  to  a  very 
thin  consistency.  As  soon  as  this  is  ready  the  pipe  is 
placed  in  the  hole,  which  is  dug  about  3  feet  deep, 
leaving  the  signs  about  9  feet  in  the  air.  Then  grout 
is  poured  in  to  the  hole  and  rocks  added  ;  the  filling  is 
thoroughly  tamped  with  an  iron  rod.  As  the  level  of 
the  mixture  nears  the  ground  surface  the  grout  is 
thickened  with  sand,  and  the  last  foot  .is  mixed  the 
same  as  concrete. 

The  cost  of  the  sign  complete,  with  about  20  let- 
ters, is  $5.50,  of  which  $3  is  for  the  pipe  alone. 


Noel  Village  Bridge,  Hants  Co. — 24  ft.  span,  concrete  beam  ami  slab. 
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Stone  from  Crookston  Quarries 


The  Province  of  Ontario  has  long  been  noted  for 
its  limestone  productions  of  various  kinds,  adaptable 
to  building  and  constructional  purposes,  and  many 
large  formations  are  to  be  found  in  different  parts. 
In  Hastings  County  possibly  the  largest  and  most 
important  formation  of  this  nature  now  in  operation 
is  known  as  the  "Crookston  Quarries,"  owned  by 
Quinlan  &  Robertson,  Limited,  of  Montreal,  who  also 
control  other  quarries  in  different  parts  of  the  country. 
Crookston  is  located  on  the  Grand  Trunk  Railway  fn  mi 
Belleville  to  Madoc,  and  also  has  the  main  line  of  the 
Canadian  Pacific  Railway  running  through  it. 

The  quarries  operated  by  the  company  at  this  point 
have  been  open  for  over  50  years,  and  although  thous- 
ands of  tons  of  stone  have  been  taken  out,  the  forma- 
tion of  the  beds  is  such  that  it  will  admit  of  dimen- 
sion stone  of  the  largest  size  being  quarried.  The  col- 
oring of  the  product,  which  is  a  bluish  grey  limestone, 
particularly  lends  itself  to  building  construction,  and 
does  not  darken  or  stain  to  any  appreciable  extent 
with  weather  conditions.  Many  buildings  throughout 
the  country  represent  Crookston  stone,  examples  of 
which  are  Belleville  Roman  Catholic  School  and 
Church;  Roman  Catholic  Manse,  Tweed;  Belleville 
Armouries;  Toronto  Armouries.  Crookston  stone  was 
also  used  in  the  construction  of  the  Victoria  Bridge  at 
Montreal,  and  in  the  majority  of  bridges  in  both  the 
C.  P.  R.  and  G.  T.  R.  from  Montreal  to  Toronto  this 
stone  will  be  found.  A  strong  example  of  the  dura- 
bility and  tensile  strength  of  Crookston  stone  is  found 
in  the  wheel  pit  of  one  of  the  power  houses  at  Niagara 
Falls,  where  it  was  chosen  in  competition  and  test 
over  several  other  well-known  cpiarries.  The  follow- 
ing list  will  indicate  the  general  uses  for  which  this 
stone  has  been  found  suitable. 

Soulanges  Canal,  one  lock  and  coping  for  bridges  ; 
lock  at  Black's  bridge,  Montreal,  Lachine  canal;  all 
bridges  on  double  track  C.  P.  R.  from  Merrickville  to 
Vaudreuil  ;  a  number  of  bridges  on  G.  T.  R.  outside 
Montreal  and  from  Montreal  to  Toronto;  Bothwell 
bridge,  Ontario  ;  Belleville  armories,  and  the  drill  hall 
arc  trimmed  with  Crookston  stone;  Victoria  bridge, 
Montreal ;  wheel  pit  of  power  house,  Niagara  Falls  ; 
Catholic  Church,  Belleville;  St.  Michael's  Academy, 
Belleville ;  some  of  stone  in  armories,  Toronto ;  Catho- 
lic Manse,  Tweed;  A.  W.  Robertson's  house,  Mont- 
real ;  bridge  at  Lake  Pierre  St.  Paul  on  G.  T.  P, ;  many 
of  G.  T.  R.  stations. 


An  up-to-date  crushing  plant  is  also  operated  at 
the  quarries  with  a  capacity  of  500  tons  of  crushed  and 
rubble  stone  a  day.  The  Crookston  crushed  stone  is  a 
clean,  tough  stone,  specially  suitable  for  concrete  mix 
and  all  classes  of  road  construction.    It  is  being  sup- 


St.  Michael's  Academy.  Belleville— Crookston  Stone. 


plied  at  present  for  the  construction  of  the  Bloor  Street 
Viaduct  in  Toronto.  The  company  claim  that  although 
they  have  shipped  hundreds  of  tons  of  this  stone  they 
have  never  had  one  car  rejected,  and  with  both  C.  P.  R. 
and  (i.  T.  R.  shipping  connections  they  are  prepared 
to  fill  all  orders  promptly.  The  resident  manager  of 
the  firm,  Mr.  W.  E.  Tummon,  has  had  years  of  experi- 
ence in  quarrying  operations. 


Magnesite  Deposits  in  British  Columbia 

Magnesite,  one  of  the  most  valuable  of  the  non- 
metallic  minerals,  is  used  in  the  manufacture  of  bricks 
for  refractory  furnace  linings,  non-conductive  cover- 
ings for  steam  pipes,  boilers,  etc.  The  salts  of  mag- 
nesium also  find  use  in  the  arts  and  in  medicines,  and 
in  the  pulp  and  paper  industry.  The  world's  supply 
of  this  mineral  has  so  far  come  from  California,  Greece 
and  Austria.  The  war  has  cut  off  the  last-named 
source,  causing-  an  extraordinary  demand  for  the  ma- 
terial. Recently,  large  and  valuable  deposits  have 
been  discovered  in  the  north-eastern  part  of  British 
Columbia,  and  this  province  will  soon  be  in  a  position 
to  supply.  This  w  ill  be  of  great  value  to  British  Co- 
lumbia, since  the  spruce  forests  have  large  paper- 
making  possibilities,  and  with  magnesite.  necessary 
for  a  finished  product,  right  at  hand,  the  importance 
of  the  pulp  industry  will  be  greatly  increased. 
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Mainly  Constructional 

I  asl  jiul  \\  est     I  rom  ("oust  to  ("oust 


The  plans  t< >r  .1  new  high  school  in  Beamsville,  Ont.,  at 
.in  estimated  cost  of  $2.*>.">00,  have  liccn  adopted. 

A  recent  lire  at  St.  Kvaristc,  Beaucc,  Que.,  resulted  in 
the  destruction  oi  Is  houses  with  a  loss  valued  at  $75,000. 

1  he  council  of  Brampton.  Out.,  have  accepted  a  tender 
■  •!  188,952  10,  i"i  the  erection  of  a  new  school  in  that  town. 

A  $2,000  steel  hridge  is  to  be  erected  over  Old  Man 
i  teek  near  Murks  Falls,  Out.,  to  replace  a  wooden  struc- 
ture now  in  use. 

It  is  understood  that  a  movement  has  been  commenced 
by  the  ratepayers  of  Gray  Street  in  Chatham,  Out.,  to  in- 
duce the  city  in  pave  that  street. 

Building  permits  amounting  to  $1100.000  were  issued  in 
W  mnipeg  during  the  month  of  June,  the  largest  being  for 
the   Hank  of   Hamilton.  $400,000. 

The  Ottawa  Board  of  Control  have  decided  lo  pave 
Hamilton  Avenue  and  Daily  Avenue.  The  width  of  the 
paved  roadway  proposed  is  20  feet. 

The  board  of  education  of  London,  Ont.,  have  approved 
and  signed  the  contracts  for  the  new  technical  and  art  school 
to  be  erected  on  Dundas  Street  East. 

The  city  council  of  Port  Coquitlam,  B.  C,  have  decided 
jrade  and  improve  Dominion  Avenue,  from  the  Dewdney 
Trunk  road  to  the  Pitt  River  shingle  mill. 

The  Storey  Pump  &  Equipment  Company  have  recently 
in-tailed  two  Morris  turbine  pumps,  capacity  1,500,000  gal- 
lons each,  for  water  supply  at  Camp  Borden. 

Two  Morris  turbine  pumps,  capacity  one  million  gal- 
lons each,  for  water  supply  at  Niagara-on-the-Lake,  have 
been  installed  by  the  Storey  Pump  &  Equipment  Company. 

It  is  probable  that  a  creamery  will  shortly  be  erected 
at  Agassiz.  B.  C.  as  the  incorporation  of  the  Agassiz  Cream- 
ery Company,  under  the  Agricultural  Act  of  1915,  is  an- 
nounced. 

City  Engineer  Fairchild.  of  Gait,  Ont.,  recently  stated 
that  building  permits  issued  to  date  for  1916  totalled  $100,100. 
This  year  promises  to  make  a  record  in  the  building  trade 
for  Gait. 

Forty-one  building  permits  were  issued  in  Vancouver 
lor  the  month  of  June,  representing  a  value  of  $42,720.  The 
total  number  of  permits  for  the  first  six  months  of  the  year 
is  204,  amounting  to  $434,050. 

The  Canadian  Products  Limited,  recently  commenced 
the  construction  of  a  $.50,000  vegetable  evaporating  plant  at 
.Yew  Westminster.  B.  C,  on  the  water-front.  It  is  hoped  to 
have  the  plant  in  operation  within  a  few  weeks. 

Two  hundred  and  seven  building  permits  were  issued 
during  the  month  of  June  in  the  city  of  Montreal,  represent- 
ing a  value  of  $748,050.  The  total  for  the  first  six  months 
of  the  year  is  950,  representing  a  value  of  $2,434,344. 

The  contract  for  the  construction  of  the  government 
long  distance  telephone  line  from  Prince  Albert,  Sask.,  to 
Shellbrook.  a  distance  of  about  thirty  miles,  has  been  award- 
ed to  the  North  Saskatchewan  Telephone  Construction  and 
Development  Company,  of  Prince  Albert. 

It  is  understood  that  arrangements  have  been  made  for 
the  construction  of  a  two-storey  block  at  the  corner  of 
Arthur  and  Cumberland  Streets  in  Port  Arthur,  Ont.  The 
building,  which  is  to  be  leased  by  the  Woolworth  Company 


"I  \ew  York,  operators  of  live,  ten  and  fifteen  cent  stores, 
will  be  entirely  modern  in  const  ruction,  and  will  have  en- 
trances on  Arthur  and  Cumberland  streets. 

The  south  span  of  the  railroad  and  traffic  bridge  over 
the  Kicking  Horse  River  near  Golden,  B.  C,  was  recently 
carried  away  by  heavy  floods.  Damage  was  also  done  to 
other  bridges  along  the  river.  Traffic  has  been  tied  up  to 
some  extent  as  a  result. 

Building  permits  issued  in  Chatham,  Ont.,  for  the  month 
ol  June  this  year  totalled  $87,800,  as  compared  with  $4,865  for 
June,  L915.  The  permits  for  the  first  six  months  this  year 
amount  to  $  I  Mi,  170,  while  for  the  same  period  last  year  the 
figures  only   reached  $82,000. 

The  building  permits  issued  at  Welland,  Ont.,  during 
the  month  of  June  this  year  represent  a  total  of  $13,185,  as 
compared  with  $10,124  in  June,  1915.  The  total  for  the  first 
six  months  of  the  year  is  $112,381,  while  for  the  corresponding 
period  last  year  it  amounted  to  $90,997. 

The  city  council  of  Port  Coquitlam,  B.  C,  have  awarded 
the  contract  for  gravelling,  grading  and  ditching  a  consider- 
able portion  of  Mary  Hill  Road  to  Mr.  J.  B.  Wilson,  at  a  cost 
of  $1,700.  This  contract  price  is  to  apply  on  arrears  of  taxes 
on  Mr.  Wilson's  property  in  .that  district. 

The  British  Columbia  Electric  Railway  Company  are 
replacing  their  old  freight  shed  on  Front  Street,  New  West- 
minister, B.  C,  with  a  new  structure  of  somewhat  altered 
design,  which  will  be  placed  in  line  with  .other  buildings 
on  the  improved  water  front,  at  a  cost  of  about  $2,000. 

The  cornerstone  of  the  new  parliament  buildings  will 
he  laid  by  His  Royal  Highness  the  Duke  of  Connaught  be- 
fore he  leaves  for  home  in  October.  The  cornerstone  of  the 
old  structure,  which  was  laid  by  the  late  Edward  VII.,  when 
Prince  of  Wales,  will  be  the  cornerstone  of  the  new  building. 

Mr.  Thomas  Adams,  the  town-planning  engineer  of  the 
Dominion  Conservation  Commission,  recently  paid  a  visit 
to  Port  Arthur,  Ont.  He  was  enthusiastic  over  the  natural 
advantages  of  Port  Arthur  and  expressed  the  opinion 'that 
the  city  had  been  far-sighted  in  making  ample  provision  for 
parks  and  playgrounds. 

It  is  probable  that  repairs  will  be  undertaken  to  the 
•  Dal  Harbor  causeway  in  Vancouver,  B.  C.  City  Engineer 
Fellowes  reported  that  the  piling  had  been  examined  and 
that  some  of  the  original  piles  were  in  bad  condition,  but 
thai  no  evidence  could  be  found  of  teredo  having  attacked 
(he  new  piling  to  any  extent. 

A  large  deputation  of  good  roads  enthusiasts  recently 
interviewed  Premier  Norris,  and  they  have  received  assur- 
ance from  him  that  the  Manitoba  Government  will  com- 
plete the  Jefferson  highway  from  Emerson  to  Winnipeg  and 
that  the  Manitoba  portion  of  the  road  would  be  as  good  as 
that  south  of  the  international  boundary. 

A  recent  heavy  rain  storm  in  Fredericton,  N.  B.,  dem- 
onstrated that  a  number  of  the  surface  sewers  in  the  city 
were  not  capable  of  handling  an  unusual  rush  of  water  such 
as  was  then  caused.  City  Engineer  George  McKnight  stated 
that  he  had  discovered  several  sewers  to  be  practically  use- 
less and  some  of  them  will  have  to  be  rebuilt. 

Despite  the  very  emphatic  protests  sent  to  the  G.  N.  R. 
officials  by  the  mayor  and  council  of  the  city  of  Vancouver, 
the  company  still  announce  that  it  is  their  intention  to  use 
terra  cotta  trimmings  on  the  new  depot  being  erected  on 
False  Creek.  The  plans,  however,  have  been  somewhat  al- 
tered to  require  a  smaller  amount  of  these  trimmings. 

The  Hydro-Electric  Commission  have  notified  the  Board 
of  Works  of  Peterboro,  Ont.,  that  they  are  prepared  to  ex- 
tend the  Charlotte  Street  car  line  south  to  Paterson  Street, 
as  soon  as  the  roadway  is  placed  in  good  condition.  Engi- 


.tuly  12,  1916 


THE  CONTRACT  RECORD 


69t 


neer  Parsons  reported  that  he  had  arranged  with  North 
Monaghan  to  repair  the  boundary  road,  Charlotte  to  Sher- 
brooke,  Weller  to  Smith,  and  Chamberlain  to       P.  R.  tracks. 

Mr.  F.  A.  Lightfoot,  contractor  for  the  St.  Charles  and 
Huron  River  Railway  extension  in  the  province  of  Quebec, 
reports  that  conditions  around  Stoneham  are  favorable.  He 
has  a  gang  of  men  putting  in  ll/2  miles  of  new  track,  and 
with  other  projections  expects  the  work  to  last  well  into  the 
fall. 

Weather  conditions  this  spring  have  greatly  interfered 
with  the  completion  of  the  Toronto-Hamilton  highway. 
Four  machines  are  at  work,  however,  and  four  miles  of  new 
concrete  have  already  been  laid — at  Lome  Park,  Port  Credit, 
Oakwood,  and  Burlington.  The  commission  expect  to  com- 
plete the  system  before  August  31. 

At  a  recent  meeting  of  the  Committee  on  Public  Monu- 
ments of  the  city  of  Montreal,  a  resolution  was  passed  ask- 
ing the  Board  of  Control  and  City  Council  to  name  a  board 
of  competent  advisers  to  pass  upon  designs  of  new  buildings 
from  the  artistic  point  of  view,  the  board  to  have  power  to 
decide  on  the  building  li.ie,  height  and  material  of  buildings. 

Excavation  work  has  begun  on  the  construction  of  a 
reinforced  concrete  factory  building,  65  x  100  feet  in  dimen- 
sion and  four  storeys  high,  on  the  southwest  corner  of  Bloor 
and  Dufferin  Streets,  Toronto,  for  the  T.  Eaton  Company, 
Limited.  •  This  building  will  probably  cost  about  $50,000. 
Adjacent  to  it  there  will  also  be  a  one-storey  factory,  63 
ft.  x  130  ft. 

The  Chilliwack  Evaporating  and  Packing  Company,  Lim- 
ited, has  been  incorporated  with  a  capital  of  $10,000.  The 
new  company  have  taken  over  the  plant  and  property  of 
the  Chilliwack  Canning  and  Preserving  Company,  and  will 
convert  it  into  a  large  evaporating  plant.  The  contract  for 
the  work  has  been  let  and  will  be  rushed  to  completion  as 
early  as  possible. 

Norman  McLeod,  Limited,  of  Toronto,  has  entiled 
action  against  the  Orillia  Water,  Light  &  Power  Commission 
to  recover  $16,595.71  for  material  supplied  and  work  per- 
formed under  a  $20,000  contract  dated  October  27,  1914.  The 
cost  of  building  and  pumping  station  and  tanks  is  alleged 
to  have  been  increased  by  the  discovery  of  quicksand  and  by 
changes  in  design. 

A  deputation  from  the  Builders'  Society  and  tin- 
Plasterers'  Union  recently  made  a  request  to  the  Property 
Committee  of  the  Toronto  Board  of  Education  that  in  future 
a  clause  be  inserted  in  all  building  contracts  providing  for  the 
exact  wages  to  be  received  by  each  workman  per  hour.  The 
request  is  to  be  put  in  writing  and  considered  at  the  next 
meeting  of  the  committee. 

The  city  council  of  St.  John,  N.  B.,  have  approved  the 
calling  of  tenders  for  paving  North  and  South  Market  streets. 
It  is  planned  to  lay  7-inch  concrete  pavement  over  road 
foundation.  The  two  streets  would  require  2,275  square 
yards  of  pavement,  650  feet  of  new  curb  with  the  960  feet  of 
old  curb.  Water  extensions,  at  an  estimated  cost  of  $1,500, 
have  also  been  approved. 

It  is  announced  that  the  architects  on  the  new  parlia- 
ment buildings,  J.  C.  Marchand,  of  Montreal,  and  J.  A. 
Pearson,  of  Toronto,  who  will  supervise  the  architectural 
work  under  construction,  will  receive  5>4  per  cent,  on  the 
cost  to  five  millions  and  nothing  on  cost  beyond  that  figure. 
The  time  for  completion  of  the  buildings  has  been  extended 
horn  October,  1917,  to  December  :'.  1 ,  1918. 

The  Grain  Growers'  Company,  of  Winnipeg,  have  award- 
ed the  contract  for  their  proposed  grain  elevator  to  be  con- 
structed on  the  waterfront  at  Port  Arthur,  Out.,  to  S.  J. 
McQueen,  of  Fort  William.  This  structure  is  to  be  erected 
near  the  site  of  the  Saskatchewan  Elevator  Company's  pro- 


posed building.  It  will  be  modern,  including  workhouse,  and 
is  to  be  ready  to  receive  this  year's  grain. 

The  building  trade  in  Renfrew,  Out.,  is  booming.  Be- 
tween 25  and  30  new  residences  are  being  erected  in  the 
Plaunt  subdivision  of  the  town,  recently  opened  up,  and  the 
town  council  has  been  asked  to  lay  a  water  main.  It  is 
expected  that  throughout  the  town  fully  a  hundred  homes 
will  be  built  during  the  present  year.  At  present  the  de- 
mand for  houses  greatly  exceeds  the  supply. 

The  good  roads  movement  in  Essex  County  is  to  be 
pushed  along  as  quickly  as  possible.  W.  H.  Huber,  C.  E.. 
engineer  for  the  Ontario  Highways  Department,  visited 
Sandwich  recently  for  the  purpose  of  meeting  the  Special 
Good  Roads  Committee  of  the  Essex  County  Council  and 
going  over  the  roads  laid  out  in  the  county  scheme,  and  to 
estimate  the  cost  and  give  the  committee  the  details  neces- 
sary for  the  by-law. 

A  deputation  recently  interviewed  the  Hon.  Robert 
Rogers,  Minister  of  Public  Works,  Ottawa,  concerning  pro- 
posed harbor  improvements  at  Port  Dover,  for  the  com- 
mencement of  which  an  appropriation  of  $50,000  was  recently 
placed  in  the  estimates.  Plans  requiring  $250,000  were  made 
some  time  ago,  but  within  the  last  few  weeks  soundings  have 
been  taken  with  a  view,  possibly,  to  alterations  or  tem- 
porary work  on  a  smaller  scale. 

At  their  recent  session  the  council  of  Simcoe  County. 
Ont,  passed  a  resolution  that  no  grants  be  made  this  season 
unless  the  local  municipality  within  which  the  grant  is  used 
will  supplement  the  same  with  an  amount  and  expend  the 
money  in  a  manner  such  as  will  earn  a  provincial  supple- 
mentary grant  equal  to  that  made  by  the  county.  The  grants 
recommended  on  county  roads,  bridges,  etc.,  to  the  various 
municipalities  and  villages  amounted  to  $4,055. 

A  building  permit  for  the  construction  of  a  warehouse 
and  workshop  in  Victoria,  B.  C,  on  the  Dominion  property 
across  the  Johnson  Street  bridge  lias  been  issued  to  the 
Department  of  Marine  and  Fisheries,  at  a  cost  of  $1(1,300, 
being  part  of  the  work  arranged  to  be  done  in  connection 
with  the  storage  of  aids  to  navigation  at  the  Dominion 
wharf.  Parfitt  Brothers,  Limited,  the  contractors,  have  al- 
ready done  a  considerable  amount  of  the  preliminary  work. 

Liquid  chlorine  instead  of  raw  hypochloride  of  lime 
is  to  be  used  in  the  water  supply  for  the  city  of  I  Ittawa 
very  soon.  The  city  waterworks  committee  is  recommend- 
ing to  council  that  a  temporary  plant  for  the  injection  of 
liquid  chlorine  be  erected  at  once,  at  an  estimated  cost  of 
$960,  This  change  is  made  necessary,  according  to  Water- 
works Engineer  Haycock,  because  the  blasting  work  being 
done  by  Messrs.  Doran  and  Devlin  on  the  construction  of  tin' 
overland  pipe  system  is  breaking  up  the  hypo  tanks. 

James  A.  Mcllwee  &  Sons,  of  Denver,  were  recently 
awarded  a  judgment  of  $376,000  against  Foley,  Welch  & 
Stewart,  contractors  for  the  Rogers  Pass  Tunnel  on  the 
line  of  the  C.  P.  R.  The  Denver  concern,  several  years  ago, 
was  employed  as  sub-contractor  on  the  tunnel,  which  is  now 
almost  finished,  at  a  cost  of  upwards  of  $10,000,000.  A  dis- 
agreement arose,  and  the  Mcllwees  were  put  off  the  work. 
In  consequence  they  brought  an  action  claiming  prospective 
profits  in  boring  operations,  and  the  case  has  been  decided 
in  their  favor. 

A  resolution  has  been  passed  regarding  the  securing  of 
an  agreement  between  the  city  of  Port  Arthur,  Ont.,  and 
the  C.  N.  R.  to  run  a  spur  track  along  Court  Street,  from 
Ichiquin  to  Cornwall  Avenue,  and  it  is  now  stated  that  H. 
liray  &  Company  intend  erecting  an  elevator  and  feed  null 
combined,  if  these  tracks  are  secured.  This  plant  will  con- 
tain all  modern  equipment  and  will  be  prepared  for  the 
handling  and  cleaning  of  all  grains.     It  is  the  wish  of  the 
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promoters  lo  have  the  elevator  ready  hy  October  I  to  handle 
the  moving  crop  then 

The  municipal  Council  and  residents  contiguous  to  the 
North  Road  in  Coquitlam  and  Burnahy.  15.  C.,  appeared 
before  the  Board  of  Railway  Commissioners  i"  Vancouver 
10  OppOSC  the  application  of  the  Y.  V.  &  E.  Railway  for  an 
order  10  replace  the  r>C>-t'oot  macadam  roadway,  where  it 
CTOSSea  the  railway,  with  a  24-foot  trestle  bridge.  The  conn- 
ed contends  that  the  railway  company  .should  cither  be  com- 
pelled to  carry  out  an  original  order  to  construct  a  steel 
and  concrete  bridge  or  to  construct  a  tunnel  to  carry  the 
railway   under  the  North  Road. 

Architects'  plans  have  been  obtained  for  remodelling  the 
front  of  the  building  at  553  Granville  Street,  Vancouver, 
known  as  the  Leigh-Spencer  building,  and  a  decision  made  to 
change  the  name  of  the  block  to  "Central  Building."  The 
budding  has  passed  from  the  ownership  of  Miss  Leigh 
Spencer  to  the  Victoria  firm  of  Elliott,  Shandley  and  McLean. 
Mr.  L.  A.  Rostein,  of  Vancouver,  has  been  named  building 
manager;  he  states  that  the  interior  of  the  block  will  be 
somewhat  changed,  as  well  as  the  front  and  entrance,  and 
that  the  plans  include  the  substitution  of  a  new  elevator 
service.  , 

The  city  council  of  Victoria.  B.  C,  recently  issued  a 
special  permit  to  the  Cameron-Genoa  Shipbuilders,  Limited, 
for  the  construction  of  three  buildings  on  the  Songhces  Re- 
serve,  which  do  not  comply  with  the  by-law.  Provision  for 
non-inflammable  sheathing  of  the  buildings  will  be  made, 
together  with  hydrant  and  other  (ire  protection  services. 
The  Cameron-Genoa  concern  have  decided  to  build  three 
ships,  which  will  be  of  the  five-masted,  baldheaded-rig  type, 
and  the  services  of  J.  H.  Price,  manager  of  the  St.  Helens 
Shipbuilding  Company,  of  St.  Helens,  Ore.,  have  been  secured 
for  the  supervision  of  operations. 

At  their  June  sessions  the  council  of  Lanark  County, 
Ont.,  decided  to  spend  $100,000  on  extending  the  good  roads 
system  of  the  county.  Thus  on  the  percentage  basis  of  co- 
operation, this  will  mean  a  grant  of  $60,000  from  the  Gov- 
ernment. The  good  roads  proposition  was  discussed  from 
all  angles,  and  several  new  machines,  including  a  steam 
roller  will  be  purchased.  The  road  commissioner  is  to  re- 
ceive instructions  to  examine  the  bridge  over  the  Mississippi 
on  the  Lanark  and  Perth  road,  and  if  it  is  in  unsafe  condi- 
tion he  will  receive  authority  to  make  the  necessary  repairs 
or  to  reconstruct  the  bridge  at  a  cost  not  exceeding  $8,500. 

A  company,  of  which  George  Oakley,  of  Toronto,  and 
E.  C.  Giberson,  of  New  York,  are  the  promoters,  have 
made  arrangements  for  the  erection  and  operation  of  a  stone 
cutting  plant  at  Point  Edward,  Ont.  The  contract  for  the 
foundation  has  been  awarded  to  Messrs.  Gutteridge  &  Grace, 
of  Sarnia,  and  it  is  understood  that  work  is  already  under 
way.  The  building  will  be  constructed  of  cement  and  will 
be  107  feet  x  180  feet  in  dimensions.  A  railroad  track  will 
run  down  the  middle  of  the  factory  so  that  heavy  stone  and 
material  can  be  conveniently  handled.  The  latest  type  of 
stone  cutting  machinery  will  be  installed.  Eventually  it  is 
expected  the  factory  will  give  employment  to  100  men. 

As  the  first  step  towards  a  scheme  for  the  creating  of 
terminal  facilities  for  Vancouver  harbor,  the  harbor  com- 
mission has  submitted  an  application  for  the  approval  of  an 
issue  of  $5,000,000  of  bonds  to  enable  the  commissioners  to 
acquire  and  develop  certain  property,  including  the  Kitsilano 
Reserve,  the  estimated  cost  of  which  is  $700,000,  an  area  of 
88  acres  at  Port  Moody,  the  Heaps  property  on  Burrard 
Inlet,  wharf  property  and  warehouses  of  the  Great  Northern 
Railway,  and  waterfront  property  east  of  the  Great  Northern 
Railway,  together  with  appropriations  for  a  right-of-way 
for  a  harbor  terminal  railway  and  a  portion  of  the  present 


right-of-way  of  the  1'.  G.  E.  Ry.  The  application  has  re- 
ceived the  approval  of  the  committee  of  the  Privy  Council. 

Two  frame  buildings  for  temporary  university  accom- 
modation are  to  be  built  by  contract,  for  the  University  of 
British  Columbia.  The  new  buildings  will  be  erected  on 
the  general  hospital  land  at  Tenth  Avenue  and  Willow  Street. 
Tin'  largest  of  them  will  be  an  assembly  hall  of  one  storey, 
185  x  ion  fret,  and  will  contain  a  large  auditorium  and  four 
classrooms.  The  second  building  will  be  for  the  accom- 
modation of  the  chemistry  and  physics  classes.  It  will  be 
53  by  153  feet  and  will  contain  several  classrooms  fitted  with 
the  necessary  apparatus.  Alterations  are  also  to  be  made 
to  the  old  building  now  used  by  the  applied  science  students 
and  faculty,  and  to  the  Arts  building.  An  addition,  31  x  41 
feet,  will  be  made  to  the  present  mining  building.  The  whole 
of  the  work,  new  buildings  and  alterations,  is  expected  to 
cost  about  $40,000. 

Assessment  Commissioner  Forman  and  Works  Com- 
missioner Harris,  of  Toronto,  have  reported  to  the  Com- 
mittee of  Works  that  it  will  cost  $106,739  to  extend  Craw- 
lord  street  south  of  College  street,  including  the  filling  in 
of  Sully  street  and  the  abandonment  of  Shaw  street  bridge. 
They  recommend  the  purchase  of  all  the  properties  on  Sully 
strict  which  are  now  privately  owned,  37  in  all,  and  then 
extend  Crawford  street  to  connect  with  College  street.  It 
is  proposed  to  fill  in  the  ravine  from  the  rear  of  the  lots 
fronting  on  the  west  side  of  Shaw  street  easterly  to  Mont- 
rose avenue,  the  sum  of  $17,572  to  be  levied  against  the 
properties  benefited.  The  cost  would  be  made  up  as  fol- 
lows: Land,  $84,678;  engineering,  $16,000;  interest  and  com- 
mutation of  local  improvement  rates,  etc.,  $10,000;  total, 
$161,031,  from  which  a  deduction  of  $54,292  for  the  value  of 
the  land  available  for  building  would  be  made,  giving  a  net 
cost  of  $106,739. 

Thomas  Allison,  county  road  superintendent  of  Went- 
worth,  Ont.,  is  quoted  in  the  Hamilton  Spectator  as  follows: 

"We  have  about  one  hundred  and  fifty  miles  of  roadways 
in  Wentworth  County,  but  one  has  to  drive  five  hundred 
miles  to  Cover  them.  I  have  just  completed  an  inspection 
of  all  county  roads,  and  while  many  of  them  are  not  in  the 
condition  I  would  like  to  see  them  in,  I  think  I  am  safe 
in  saying  that  they  are  the  best  county  roads  in  Canada  to- 
day. We  have  not  a  single  foot  of  concrete  roadway  in 
Wentworth  County,  but  the  time  has  come  when  we  will 
have  to  construct  concrete  roadways  instead  of  macadam. 
Macadam  roadways  are  alright  for  light  traffic,  but  in  these 
days  of  automobiles  they  are  the  most  expensive  kind  to 
construct,  because  of  the  additional  cost  of  maintenance. 
The  Hamilton  and  Dundas  roadway  to  Blinkley  Hill,  and 
the  Caledonia  road  should  be  concreted,  and  reconstructed 
on  a  forty-foot  basis,  thirty  feet  of  concrete  and  ten  feet 
of  macadam  shoulders.  This  work  should  be  done  not  later 
than  next  year;  in  fact,  all  roadways  requiring  renewing 
should  be  concreted  next  year.  The  initial  expenditure 
would  be  considerable,  but  cheaper  in  the  long  run  because 
of  the  lesser  cost  of  maintenance  and  complete  elimination 
of  possible  damage  actions  incident  to  rough  roadways." 


Personal 

Mr.  W.  K.  Jeffrey,  formerly  general  manager  of  the 
Ottawa  Car  Manufacturing  Company,  Limited,  has  been 
appointed  sales  manager  of  the  Lyman  Tube  ami  Supply 
Company,  Limited,  323  St.  James  Street,  Montreal.  The 
company  recently  purchased  the  railway  and  supply  de- 
partment of  John  Milieu  &  Son,  Limited,  and  are  agents 
for  a  number  of  leading  United  States,  English  and  French 
firms. 


Contracts  Department 


News    of   Special   Interest  to  Contractors,  Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Carrick  Township,  Ont. 

The  council  plan  to  secure  a  report 
mi  drainage  conditions  with  a  view  to 
making  improvements. 

Copper  Cliff,  Ont. 

The  Canadian  Copper  Co.,  through 
their  purchasing  agent.  Frank  Ludlam, 
art'  receiving  tenders  until  July  15  for 
the  construction  of  a  sewage  pumping 
station,  and  for  laying  sanitary  sewers 
as  follows:  3,200  ft.  15  in.,  2,600  ft.  L2 
in..  1,100  ft.  8  in.;  and  also  3,100  ft.  10 
in.  C.l.  force  main. 

County  of  Lanark,  Ont. 

Plans  are  in  progress  for  a  good  roads 
scheme  involving  a  sum  of  about  $100,- 
000.  County  will  do  the  work,  the  road 
commissioner,  Mr.  Wm.  Watters,  of 
Lanark,  supervising.  A  steam  roller  and 
some  other  road  machinery  will  prob- 
ably he  required. 

Fernie,  B.C. 

The  city  council  will  call  tenders  for 
reconstruction  of  water  mains.  Engi- 
neer, Wm.  Ramsay.  Requirements  in- 
clude 400  ft.  of  12-in.  steel  pipe  (flange 
end),  2  special  connections  with  10-in. 
wooden  pipe,  wire  cable  and  accessories 
for  suspending  line  over  river. 

Greenock  Township,  Ont. 

By-law  regarding  the  construction  of 
a  $4,000  drain  has  been  prepared  and 
provisionally  passed.  Work  will  prob- 
ably not  start,  however,  until  next  year. 
Drain  will  be  '.\]A  miles  long.  Engineer, 
K.  McDovvall.  Owen  Sound. 

Halifax,  N.S. 

Tenders  will  be  received  by  the  city 
council,  addressed  to  the  Mayor,  until 
noon,  July  19,  for  supply  of  2,800  ->£-in. 
water  meters  and  300  i/^-'m.  Specifica- 
tions at  office  of  Canadian  Engineer,  62 
Church  Street,  Toronto,  and  Engineer 
JL  W.  Johnston,  Halifax. 

Houghton  Township,  Ont. 

The  council  plans  to  construct  drains. 
Clerk,  W.  V.  Stevenson,  Ft.  Burwell, 
Ont. 

Leamington,  Ont. 

The  town  council  contemplate  the  con- 
struction of  reinforced  concrete  pave- 
ment from  Victoria  to  Fox  Street,  at  an 
estimated  cost  of  $2,23'.). 

London,  Ont. 

The  City  Council  contemplate  the  con- 
struction of  a  sewage  disposal  plant,  at 
an  estimated  cost  of  $200,000.  The  mat- 
ter is  to  be  taken  up  with  the  Provincial 
Board  of  Health.  Work  will  not  start 
this  year. 

Moose  Jaw,  Sask. 

Tenders  have  been  received  by  (lie 
Commissioners  for  the  construction  of 
an  open  pile  dam  across  Sandy  Creek, 
875  feet  long,  135,000  fl.  P.  M.  of  2  x  10 
lumber  required. 


Outremont,  Que. 

Tenders  are  being  received  by  the  city 
council  until  July  19  for  the  supply  of 
32,000  granite  blocks.  Specifications  at 
office  of  engineer,  J.  Duchastel.  Mayor, 
Jos.  Beaubien. 

Radville,  Sask. 

The  town  council  contemplate  expend- 
ing $2,000  on  fire  protection.  This  will 
cover  the  construction  of  two  cement 
reservoirs,  cement  foundations  and  frame 
addition  to  lire  hall.  Clerk,  J.  A.  Sain- 
don. 

Sarnia,  Ont. 

The  city  council  are  receiving  tenders 
until  July  21  for  three  concrete  wells, 
and  for  laying  10  in.  x  24  in.  pipe  line 
at  Point  Edward.  Plans  with  Engineer, 
John  Baird. 

Saskatoon,  Sask. 

Six-inch  C.l.  water  main  and  8-in. 
sewer,  360  ft.  each,  will  lie  installed  on 
Albert  Avenue,  in  connection  witli  the 
sewer  and  water  extensions  for  which 
plans  have  been  drawn  for  the  City 
Council.    Engineer,  Jenius  Jonsson. 

St.  Leonard  de  Port  Maurice,  Que. 

J.  A.  O'Gleman,  90  St.  James  Street, 
Montreal,  Secretary-treasurer  of  the 
Town  Council,  will  receive  tenders  until 
5  p.m.,  July  13,  for  the  construction  of 
the  proposed  $65,000  waterworks.  Plans 
and  specifications  with  engineer,  F.  S. 
Laberge,  30  St.  James  Street,  Montreal. 

Strathroy,  Ont. 

Tenders  will  he  received  by  the  Town 
Council  until  July  1  .">  for  new  granolithic 
walks  on  Kittredge  Avenue  and  Victoria 
and  Caradoc  Streets.  Clerk,  F.  W.  At- 
kinson. 

Trois  Pistoles,  Que. 

The  Parish  of  Trois  Pistoles  propose 
to  construct  waterworks.  Tenders  will 
be  received  by  the  secretary  until  July 
17.  Plans  and  specifications  at  the  office 
of  the  council. 

Walkerton,  Ont. 

The  town  council  plans  to  lay  cement 
sidewalks  on  a  number  of  streets.  Clerk, 
A.  Collins. 

Walkerville,  Ont. 

Tenders  will  he  called  by  the  town 
council  for  concrete  pavements  from 
Cataraqui  to  Niagara  Street  between 
Lincoln  and  Windermere  Road;  from 
Wyandotte  to  Cataraqui  Street  between 
Victoria  and  Widermere  Road;  repairs 
to  Devonshire  Road  from  the  Pere  Mar- 
quette Railroad  Company  tracks  to 
Wyandotte  Street.    Clerk,  A.  Miers. 

Welland,  Ont. 

Owners  of  property  on  Parkway 
Heights  want  sewers,  which  would  cost 
some  $20,000.  Matter  has  gone  before 
tin'  council. 

Windsor,  Ont. 

The  appointment  has  been  ratified  of 
a  board  of  engineers  to  prepare  plans 


I'm  a  joint  sewage  and  water  system  for 
Windsor,  Walkerville,  Sandwich  East, 
Sandwich  West,  Ford  and  Ojibway,  to 
cost  about  $2,000,-000.  Vote  on  project 
will  be  taken  when  plans  are  ready. 

Winnipeg,  Man. 

City  council  have  decided  to  pave 
McGregor  Avenue.  Estimated  cost, 
¥20,000.     Secretary,   M.  Peterson. 

Woodbridge,  Ont. 

Mr.  E.  A.  James,  57  Adelaide  Street 
I  Cast,  Toronto,  has  been  engaged  to  pre- 
pare plans  for  supply  of  water,  estimated 
to'  cost  about  $40,000,  to  include  mains, 
pumping  station,  filtration  beds,  stand- 
pipe,  etc.  By-law  will  likely  be  sub- 
mitted in  January.  Ed.  G.  Brown,  Clerk 
of  Village  Council. 

CONTRACTS  AWARDED 

Emerson,  Man. 

The  town  council  have  awarded  the 
general  contract  for  construction  of  ce- 
ment walks  to  H.  A.  Campbell,  at  $2,000. 
Worlc  is  to  start  at  once. 

London,  Ont. 

The  city  council  have  awarded  the 
general  contract  for  laying  asphaltic 
concrete  pavement  on  Maple  and  Fuller- 
ton  Streets  to  the  Standard  Paving  Co., 
Ltd..  66::  Bathurst  Street. 

North  Bay,  Ont. 

The  town  council  have  let  the  gen- 
ual contract  for  construction  of  50,000 
square  feet  of  concrete  sidewalks  to 
Chas.  Santchelli,  North  Bay,  who  will 
make  purchases. 

Ridgetown,  Ont. 

The  Town  Council  have  awarded  the 
general  contract  for  the  erection  of 
their  $10,000  pumping  station  to  Geo. 
Poag.  Reinforced  concrete  construction. 
Clerk,   D.  Cochrane. 

The  Pas,  Man. 

The  town  council  have  awarded  the 
general  contract  for  the  construction  of 
a  sewage  plant  to  the  North  Western 
Construction  Company,  Regina,  at  $4,490. 
Engineers,  Murphy  &  Underwood.  Sas- 
katoon. 

Toronto,  Ont. 

The  board  of  control  have  awarded 
sewer  contracts  as  follows:  Ivy  Avenue, 
$394,  W.  E.  Taylor,  438  Clinton  Street; 
Lane  off  Ossington  Avenue,  $525,  Grant 
Contracting  Company,  50  Front   St.  E. 

Windsor,  Ont. 

The  general  contract  for  the  laying  of 
asphalt  block  pavement  on  Howard  Ave- 
nue has  been  let  to  Merlo,  Merlo  &  Ray, 
296  Windemere,  Walkerville.  Engineer, 
M.  E.  Brian. 


Railroads,  Bridges  and  Wharves 

Alliance,  Alta. 

Plans  have  been  drawn  for  a  $3,600 
station  for  the  C.  N.  R.  The  company's 
construction  department   will  cany  out 
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the  work  Engineer.  A.  Fraser.  C.  N.  R. 
Station.  Edmonton. 

Bruce  County.  Ont. 

Tenders  arc  being  received  by  'he 
OOUnt)  council  through  the  clerk.  Dennis 
Izzard.  Kincardine,  for  a  reinforced  con 
crete  bridge  at  Burgoyne.  Ont.  clos- 
ing Jul)  13  Engineer.  K.  McDonald, 
t  >%\  en  Sound. 

Burford  Township.  Ont. 

The  council  will  call  tenders  for  a 
$2.tMK>  bridge.  40  ft.  span,  steel  construc- 
tion, reinforced  concrete  ahutnunts,  12 

it  roadway  Clerk,  Fred  Taylor,  K.  R. 
No.  :t.  Burford. 

Colchester  County,  N.S. 

The  Provincial  Government  Depart- 
ment of  Public  Works  will  receive  ten- 
dera  until  noon.  July  15th.  through  their 
commissioner,  E.  II  Armstrong,  Hali- 
fax, Foi  ~ix  wooden  bridges.  Plans  and 
specifications  at  office  of  Provincial  En- 
gineer, Halifax:  Gilbert  Sutherland. 
Road  Inspector,  The  Falls;  H.  Fulton. 
Upper  Stewiacke;  McLeod  &  McLean. 
Denmark;  David  Nelson.  .Tatamagduche; 
G.  H.  Vernon.  Truro. 

Calgary,  Alta. 

The  C.  N  By.  contemplate  improve- 
ments to  station,  to  cost  about  $7,500. 
District  engineer.  V  Fraser.  C.  N.  «• 
station.  Edmonton.  Architect,  J.  Schof- 
field.  C.  N-  R-  station.  Winnipeg. 

Chandler.  Que. 

R  C.  Desrochers,  Ottawa,  Secretary, 
Dominion  Government  Department  of 
Public  Works.  Ottawa,  is  receiving  ten- 
ders for  200  ft.  extension  to  existing 
wharf.  Plans,  etc..  at  office  of  District 
Engineers  at  Shaughnessy  Building. 
Montreal,  and  at  Quebec  and  Chandler 
post  offices. 

Counties  of  Grey  and  Bruce,  Ont 

Tenders  are  being  received  until  July 
IS  by  the  county  councils  for  concrete 
arch'  culvert.  Engineer.  Geo.  Atkey, 
Wiarton. 

Dartmouth,  N.S. 

Plans  are  in  progress  for  wharves  and 
office  buildings,  estimated  to  cost  $50,000, 
on  Wind  Mill  Road,  for  the  Compagmc 
Francais  des  Telegraphique.  head  office, 
Montreal.  Architect.  B.  A.  Johnson. 
Barrington  Street.  Halifax.  Company 
has  purchased  property  on  water  front 
and  will  build  soon. 

Fernie,  B.C.  ,      . .  ~ 

Tenders  are  to  be  called  for  bridge 
over  Elk  River.  2-span.  steel  construc- 
tion, cement  piers.  Department  of  Pub- 
lic Works.  Victoria.  Engineer.  Wm. 
Ramsay.  Fernie. 

Franklin,  Man. 

The  municipal  council  is  contemplat- 
ing the  building  of  a  bridge,  158  ft.  con- 
crete arch  with  4  ft.  x  6  in.  concrete  cul- 
vert.   Clerk.  J.  R.  Witty,  Dominion  City. 

Galladhad,  Alta. 

The  C.  N.  Ry.  have  had  plans  drawn 
for  a  station,  which  is  to  be  erected  by 
their  construction  department  under  A. 
Fraser.  Frame  construction.  wood 
foundation.  Estimated  cost.  $2,600.  Ar- 
chitect. J.  Schoffield,  C.  N.  R.  Station, 
Winnipeg. 

Grandview,  Man. 

Municipal  council  contemplate  build- 
ing four  reinforced  concrete  bridges,  30 
ft.  span  each.    Clerk.  W.  Dickey. 


Haldimand  County,  Ont. 

Work  is  in  progress  on  several 
bridges  one  of  each  of  the  following 
sp.u^.  6  ft.,  7  ft.,  S  ft.,  12  ft.,  28  ft.  and 
it  Some  steel  and  lattice  rail  is  be- 
ing used.  Work  being  supervised  by 
|).  \\  McBurney,  Superintendent  of 
Roads,  Hagersvifle. 

Heisler,  Alta. 

Plans  have  been  drawn  by  J.  Scoffield, 
\\  innipeg,  for  a  $2,600  C.  N.  R.  station. 
Work  will  l>e  carried  out  by  the  C.  N.  R. 
construction  department. 

Kelsev,  Alta. 

The  C.  N.  Ry.  have  had  plans  made 
for  a  station,  which  is  to  be  erected  by 
their  construction  department  under  A. 
Fraser.  Frame  construction,  wood 
foundation.  Estimated  cost,  $2,600.  Ar- 
chitect, J.  Schoffield,  C.  N.  R.  Station, 
Winnipeg. 

Markham  Township,  Ont. 

Tenders  are  being  received  by  the 
township  council  until  July  14th  for  re- 
inforced concrete  bridge  located  in  lot 
12,  concession  4,  Markham.  Engineers, 
James  Loudon  &  Hertzberg,  1005  Excel- 
sior Life  Building. 

McLennan,  Alta. 

It  is  likely  that  the  contract  for  the 
rebuilding  of  the  roundhouse  for  the 
Edmonton,  Dunvegan  &  B.  C.  Railway. 
Edmonton,  will  be  let  within  two  weeks. 
Engineer,  W-.  P.  Smith.  E.  D.  6k  B.  C. 
Station. 

Mimico,  Ont. 

Tenders  will  be  received  by  the  Vil- 
lage Council  for  the  construction  of 
about  60  lineal  feet  of  reinforced  con- 
crete culvert.    Plans  are  at  the  library. 

Onoway,  Alta. 

The  C.  N.  Ry.  contemplate  extending 
their  lines  40  miles,  Onoway  to  San  Jude 
and  White  Court.  District  Engineer,  A. 
Fraser,  C.  N.  R.  Station,  Edmonton. 

Pipestone,  Man. 

Tenders  will  be  received  until  noon, 
July  17,  by  the  Secretary-Treasurer  of 
the  Municipal  council,  A.  P.  Power, 
Reston,  Man.,  for  one  bridge  north  of 
section  LI,  one  14  ft.  span  north  of  sec- 
tion 2,  and  one  3  ft.  x  10  in.  culvert  north 
of  section  4.  Plans  and  specifications  at 
office  of  Highway  Commissioner,  Win- 
nipeg, and  with  the  secretary. 

Port  Dover,  Ont. 

A  deputation  has  gone  to  Ottawa  to 
request  that  work  be  started  on  the  har- 
bor improvements.  It  is  expected  that 
$50,000  will  be  expended  this  year. 

Province  of  Alberta 

Work  to  start  on  railroad  construction, 
Cristina  River  to  Ft.  McMurray,  for  the 
Alberta  &  Great  Waterway  Company. 
Address,  J.  D.  McArthur,  Edmonton, 
Dunvegan  &  B.  C.  Railway,  Edmonton. 
No  large  bridges  are  required. 

Quebec,  Que. 

Work  has  been  started  on  a  $3,000 
freight  shed  for  the  Canadian  Northern 
Railway,  frame  and  corrugated  iron  con- 
struction, pile  foundation,  corrugated 
iron  roofing.  General  contractor,  C.  H. 
N.  O'Donnell. 

Rosser,  Man. 

The  municipal  council  have  received 
tenders  for  a  reinforced  concrete  bridge 
over  Loon  Creek,  30  ft.  long  x  18  ft. 
wide.  - 


Stanley,  Man. 

The  municipal  council  contemplate  the 
building  of  three  bridges,  1  span,  25  ft. 
each,   reinforced   concrete  construction. 
Clerk,  C.  McCorquodale,  Morden. 
St.  Paul  de  Metis,  Alta. 

Grading  has  almost  been  completed 
for  the  St.  Paul  de  Metis  line  of  the 
C.  N.  R.,  100  miles  long.  Road  will  be 
finished  if  steel  can  be  delivered.  Sev- 
eral stations  will  have  to  be  built.  C. 
N.  R.  construction  department  will  do 
all  the  work. 

St.  Rose  du  Lac,  Man. 

Municipal  council  contemplate  build- 
ing a  bridge,  50  ft.  Pratt  truss,  concrete 
foundation  and  approach.  Clerk,  C. 
Jacob. 

Township  of  East  Gwillimbury,  Ont. 

The  township  council  (Reeve,  H.  D. 
Ramsden,  Mt.  Albert),  are  calling  for 
tenders  for  construction  of  25  ft.  con- 
crete arch  truss  bridge,  185  cubic  yards 
concrete,  closing  July  14.  Engineers, 
Bowman  &  Connor,  31  Queen  St.  West, 
Toronto. 

CONTRACTS  AWARDED 

Armstrong's  Corner,  N.B. 

The  Department  of  Public  Works  of 
the  Province  of  New  Brunswick  have 
let  the  contract  for  the  bridge  at  Arm- 
strong's Corner,  N.  B.,  to  the  Maritime 
Bridge  Company,  New  Glasgow,  N.  S., 
at  $17,465.  Provincial  Engineer,  A.  R. 
Wetmore. 

Barnston,  Que. 

The  municipal  council  have  awarded 
the  contract  for  steel  work  for  a  $3,000 
bridge,  concrete  and  steel  construction, 
reinforced  concrete  flooring,  30  ft.  long 
x  16  ft.  wide,  to  MacKinnon,  Holmes  & 
Company,  Limited,  Sherbrooke,  Con- 
crete approaches  to  be  constructed  by 
day  labor. 

Daly,  Man. 

The  Municipal  Council  have  awarded 
the  contract  for  the  reinforced  concrete 
bridge  over  Oak  River  to  Alex.  Scobia, 
74  Isabel  Street,  at  $1,706. 

Dauphin,  Man. 

The  municipality  has  awarded  the  con- 
tract for  the  superstructure  of  the  steel 
and  concrete  bridge  over  Valley  River 
to  the  Algoma  Steel  Bridge  Company, 
824  Union  Bank  Building,  Winnipeg, 
and  the  contract  for  the  concrete  work 
to  Ernest  Pilgrim,  Dauphin. 

The  municipality  of  Dauphin  have 
awarded  the  contract  for  the  superstruc- 
ture of  bridge  over  Valley  River  to  L. 
O.  Beam,  25th  Street,  Saskatoon,  at 
$6,970.  Alex.  Scobie,  74  Isabel  Street, 
Winnipeg,  has  the  contract  for  the  rein- 
forced work  at  $3,050.  Flood  conditions 
will  prevent  work  starting  for  some  time. 

Mono  Township,  Ont. 

The  town  council  has  awarded  the  con- 
tract for  a  $1,000  bridge,  30  ft.  span, 
reinforced  concrete  construction,  to  Grey 
&  St.  Croix,  Orangeville.  Engineers. 
Wheelock  &  Christie,  Orangeville. 

Nanaimo,  B.  C. 

The  city  council  have  let  the  contract 
for  the  concrete  piers  for  the  $2,370 
bridge  over  Mill  Stream  to  A.  W.  Mesher, 
Nanaimo,  at  $1,945. 

New  Glasgow,  N.S. 

The  Dominion  Government  Depart- 
ment of  Public  Works  have  let  the  con- 
tract for  lock  gates,  East  River  lock,  to 
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Roger  Miller  &  Sons,  Limited,  Lums- 
den  Building,  Toronto. 

Oakville,  Ont. 

Jas.  Ryrie  has  let  the  general  contract 
for  a  $3,000  pier  and  wharf,  400  ft.  x  12 
ft.  v  5  ft.,  concrete,  stone  and  frame 
construction,  to  A.  N.  MacDonald, 
Bronte,  Ont. 

Pickering  Township,  Ont. 

Harrison  Johnson,  Whitevale,  has  been 
awarded  the  general  contract  for  con- 
crete bridge  and  culverts,  at  $2,000.  The 
township  will  furnish  cement. 

Port  Hope,  Ont. 

The  Dominion  Government  Depart- 
ment of  Public  Works  have  let  the  gen- 
eral contract  for  dredging  38,000  cubic 
yards  of  sand  at  the  Channel  Entrance 
to  the  Randolph  MacDonald  Company, 
Limited,  500  Crown  Life  Building,  To- 
ronto. 

Province  of  New  Brunswick 

The  Department  of  Public  Works  of 
New  Brunswick  have  let  the  contract 
for  the  Aroostook  River  Mouth  bridge 
to  the  Dominion  Bridge  Company,  Lim- 
ited, Montreal,  at  $33,318. 

The  Department  of  Public  Works  of 
New  Brunswick  have  let  the  general  con- 
tract for  Dobson  bridge  to  John  R. 
Armstrong,  Apohaque,   at  $2,200. 

The  Department  of  Public  Works  of 
New  Brunswick  have  let  the  contract  for 
the  substructure  of  the  bridge  over  Sco- 
douc  River  to  A.  E.  Syme,  Alma,  at 
$13,800,  and  the  contract  for  the  super- 
structure to  the  Maritime  Bridge  Com- 
pany, New  Glasgow,  N.  S.,  at  $8,048. 

Renfrew  County,  Ont. 

The  County  Council  have  awarded  the 
general  contract  for  the  erection  of 
bridges  between  Stafford  Township  and 
Pembroke  to  J.  Connolly,  Renfrew. 

Upper  Jemseg,  N.B. 

The  Department  of  Public  Works  of 
the  Province  of  New  Brunswick  have 
let  the  contract  for  the  steel  superstruc- 
ture of  bridge  at  Upper  Jemseg  to  the 
Dominion  Bridge  Company,  Limited, 
Montreal,  at  $33,093. 

Vancouver,  B.C. 

The  heating  contract  for  the  G.  N.  Ry. 
station  at  False  Creek,  of  which  Grant. 
Smith  &  Company  are  the  contractors, 
has  been  let  to  Barr  &  Anderson,  1060 
Homer  Street. 

Virden,  Man. 

The  rural  municipality  of  Wallace  have 
awarded  contracts  for  steel  and  rein- 
forced concrete  bridge  and  culverts,  one 
to  W.  Newman  Company,  308  Ashdown. 
Winnipeg,  at  $3,255,  and  one  to  Geo. 
Harris,  7th  Avenue.  Virden,  at  $2,995. 

West  St.  John,  N.B. 

The  Dominion  Government  Depart- 
ment of  Public  Works  have  awarded  the 
contract  for  a  retining  wall  to  the  Mari- 
time Dredging  &  Construction  Company, 
St.  John. 

York  County,  Ont. 

The  county  council  have  awarded  the 
general  contract  for  the  erection  of  a 
bridge  over  the  Humbcr  River  In  the 
Old  Mill  to  the  Arnot  Construction  Co.. 
Berkeley  Street,  Toronto.  Concrete 
construction.     Three  arch. 


Public  Buildings,  Churches 
and  Schools 

Amherst,  N.S. 

Tenders  will  he  received  by  the  clerk 
of  the  town  council  for  a  school  heat- 
ing system,  estimated  to  cost  about 
$15,000. 

Bracebridge,  Ont. 

Tenders  will  be  received  until  July 
17th  for  school  lavatories,  estimated  to 
cost  about  $4,000.  Harry  Linney,  chair- 
man of  school  board. 

Calgary,  Alta. 

The  Dominion  Government  Depart- 
ment of  Public  Works  propose  building 
a  drill  hall.  Tenders  will  be  received 
by  the  Secretary,  R.  C.  Desrochers,  Ot- 
tawa, until  4  p.m..  August  8.  Plans  and 
specifications  at  offices  of  Leo  Dowler, 
Resident  Architect,  Calgary,  Caretaker 
of  Post  Office,  Edmonton,  Mr.  Mat- 
thews, Resident  Architect,  Winnipeg. 
Postmaster  at  Brandon,  and  at  Depart- 
ment, Ottawa.  Pressed  brick,  stone 
trimmings  and  steel  construction. 

Campbell's  Bay,  Que. 

Plans  arc  in  progress  for  a  $8,500 
church  for  the  Parish  of  Campbell's 
Bav,  Priest,  Rev.  J.  Kempton.  Tenders 
will  be  called  in  a  few  weeks.  Concrete 
block  construction,  concrete  foundation. 
Architect,  Chas.  Brodeur,  63  City  Hall 
Street,  Hull. 

Cardston,  Alta. 

A  large  plumbing  contract,  estimated 
at  $20,000.  is  likely  to  be  let  soon  in 
connection  with  the  temple  now  under 
construction  for  the  Latter  Day  Saints. 
Secretary,  John  F.  Parrish. 

County  of  Bruce.  Ont 

The  erection  of  children's  shelter  is 
contemplated.  County  council  have 
been  considering  the  location  of  a  site. 

Efanville,  Ont. 

Tenders  will  be  called  soon  for  erec- 
tion, with  separate  bids  for  heating  and 
wiring,  for  church  for  the  Evangelical 
Lutheran  Congregation.  Frame  with 
concrete  block  veneer  construction,  stone 
foundation.  Architect,  Bruno  Michel, 
Carleton  Place,  Ont.  Supt.  of  Works, 
R.  G.  Reinke.  Foundation  work  is  un- 
der way. 

Fraserville,  Oue. 

Tenders  will  be  received  bv  the  clerk 
of  the  town  council.  E.  Talbot,  until 
Julv  15,  for  the  remodelling  of  the  town 
hall,  5  per  cent,  denosit  required.  Es- 
timated cost,  $25,000. 

Griffin,  Sask. 

Tenders  arc  now  being  received  for 
the  erection  of  a  school,  estimated  to 
cost  $6,500,  brick  construction.  Secre- 
tary of  School  Board.  W.  Worton.  Ar- 
chitect. Geo.  Jarrett,  Weyburn,  Sask. 

Ingersoll,  Ont. 

W.  G.  Murray,  Dominion  Savings 
Building,  London,  is  the  architect  who 
is  designing  the  plans  for  the  $10,000 
addition  to  the  hospital.  White  brick 
construction. 

Ladysmith,  B.C. 

J.  E.  Griffith.  Victoria,  Deputy  Min- 
ister, Provincial  Department  of  Public 
Works,  will  receive  lenders  until  July 
IT  for  two-room  addition  to  school, 
flans  and  specifications  at  office  of  J. 
Mahoney,  Government  Agent,  Court 
House,  Vancouver;  J.  Kirkup,  Govern- 


ment Agent,  Nanaimo;  Ira  C.  Lowe,  Sec- 
retary School  Board.  Ladysmith;  or  De- 
partment of  Public  Works,  Victoria. 

Medicine  Hat,  Alta. 

Work  has  been  resumed  on  the  prim- 
ary school,  which  is  estimated  to  cost 
about  $40,000.  The  general  contract  has 
been  let  to  Horton  &  Willitts,  Medicine 
Hat,  for  all  trades  except  plumbing  and 
heating  for  which  contract  has  not  yet 
been  awarded. 

Middlechurch,  Man. 

The  municipal  council  of  Wrest  St. 
Paul  contemplate  the  erection  of  a  muni- 
cipal hall  at  Middlechurch,  Man.  Sec- 
retary, H.  I.  Thomson. 

Montreal,  Que. 

F.  A.  Grothe.  the  general  contractor 
on  the  new  $35,000  school  on  Notre 
Da  me  de  Grace,  is  calling  sub-tenders  on 
all  trades. 

Murrayville,  B.C. 

It  is  expected  that  tenders  will  shor't- 
lv-  be  called  for  a  two-ronm  school  bv 
the  Provincial  Department  of  Public 
Works.  Deputy  Minister,  J.  E.  Grifffith, 
Victoria. 

Pembroke,  Ont. 

Tenders  will  be  received  by  the  Board 
of  Education,  Secretary.  Lennox  Irving, 
for  the  public  school  which  they  propose 
building  in  the  west  ward,  until  about 
July  25.  Architect.  W.  C.  Keighley.  Box 
508,  Pembroke.  Steel  and  fireproof  con- 
struction. 

Sault  Ste.  Marie,  Ont. 

The  Provincial  Government  Depart- 
ment of  Public  Works  will  receive  ten- 
ders until  July  21.  for  court  house  esti- 
mated to  cost  $100,000.  Separate  ten- 
ders are  being  called  for  heating,  venti- 
lating, plumbing  and  electric  wiring.  Sec- 
retary. H.  F.  McNaughton.  Parliament 
Build  ings.  Toronto.  Plans  may  be  seen 
at  office  of  the  Department  and  with  the 
Sherrif. 

Selkirk,  Ont. 

The  School  Board  are  receiving  ten- 
ders for  a  school  of  three  rooms,  one 
storey  and  basement,  brick  construction. 
80  ft.  x  80  ft.  The  time  has  been  extend- 
ed and  tenders  will  he  received  by  Sec- 
retary-treasurer, J.  E.  Hoover,  Box  18, 
Selkirk,  until  July  20.  Architect.  A.  W. 
Peene.  107  Clyde  Block.  Hamilton.  Ap- 
proximate  cost,  $10,000. 

Shoal  Lake,  Man. 

Tend  ers  will  shortly  be  called  bv  the 
Secretary  of  the  School  Board  for  an 
addition  to  a  School,  to  cost  about 
$10,000. 

St.  Andrews  East,  Que. 

The  School  Board.  Secretary.  C.  Se- 
war.  contemplate  the  erection  of  a 
School. 

St.  Evariste,  Que. 

Langelier  &  Houle.  St.  Victor  Dee 
Tring,  the  general  contractors  for  the 
school  now  in  course  of  construction, 
will  sublet  contracts  for  painting  and 
plumbing. 

Ste.  Therese,  Que. 

Beausejour,  Letourneau  &  Company, 
Grand'Merc,  the  general  contractors  for 
the  Convent  for  the  Rev.  Sisters  of  the 
Congregation  Notre  Dame,  are  receiv- 
ing tenders  for  plastering  and  painting 
until  July  15. 

Sussex,  N.B. 

The  town  council  contemplate  building 


Tenders  W  anted 


Sealed  lendeis  will  lie  received  l>y  Thomas 
I  o\.  K -<|  .  Reeve  of  KsqucMiig  Township,  K.  K. 
N  Vtoii,  up  to  noon  on  Monday.  July  17th, 

for  the  construction  of  a  H  it.  concrete  bridge 
near  Acton.  For  plans,  etc..  apply  to  Bowman 
St  Connor.  31  ijucen  Street  West.  Toronto.  28-28 


TENDERS 


Sealed  tenders  will  be  received  by  the  Can- 
adian topper  Company,  Copper  Cliff,  Ontario, 
until  13  am.  July  ISth.  1916,  for  the  construc- 
tion of  the  following  works: — 

Contract  No.  1 

Laying  3200  lineal  feet  15-in.  Sanitary  Sewer. 
Laying  2000  lineal  feet  12-in.  Sanitary  Sewer. 
Laying  lloo  lineal  feet  Sin.  Sanitary  Sewer. 
Laying  3100  lineal  feet  10-in.  Cast  Iron  Force 
Main. 

Contract  No.  2 

Constructing   Sewage    Pumping  Station. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  Chief  Engineer,  the  Canadian  Copper 
Company,  Copper  Cliff,  Ontario. 

No  tender  necessarily  accepted.  28-28 


Extension  of  Time 
Tenders 


Sealed  tenders  will  be  received  up  till  6  p.m.  on 
Thursday.  July  20th.  1916.  by  the  Secretary  for 
the  erection  and  completion  of  a  three-room 
School  Building  to  be  built  at  Selkirk,  Ontario. 

Each  tender  must  be  accompanied  by  a  certi- 
fied cheque  for  ten  per  cent,  of  tender.  Said 
cheque  to  be  held  by  School  Board  until  com- 
pletion  of  School  Building. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  Contract  Record,  347  Adelaide  Street 
West.  Toronto,  or  A.  W.  Peene,  Architect's 
office,  107  Clyde  Block,  Hamilton,  Ontario,  and 
at  the  residence  of  the  Secretary. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

J.  E.  HOOVER,  Secretary, 
j7  i»s  Box  18,  Selkirk,  Ont. 

Dated  June  28,  1916. 


Tenders  for  Supplies 


Tenders  will  be  received  by  registered  post 
only,  addressed  to  the  Chairman,  Board  of  Con- 
trol, City  Hall,  Toronto,  up  to  12  o'clock  noon, 
on  Tuesday,  August  1st,  1916,  for  the  supply  and 
delivery  of 

Tender  No. 

Air  Brake  Equipment  (Recall)  70-D 

Step  and  Door  Operating   Mechanisms.  70-G 

Gears  and  Pinions   70-H 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  Specifi- 
cations and  forms  of  tender  may  be  obtained  at 
the  Works  Department.  Room  12,  City  Hall, 
Tenders  must  comply  strictly  with  conditions  of 
City  By-law  as  to  deposits  and  sureties,  as  set 
out  in  specifications  and  forms  of  tender.  The 
lowest  or  any  tender   not   necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 
28-2S  Chairman,  Board  of  Control. 


Tenders  Wanted 


Sealed  tenders  will  be  received  by  Geo.  A. 
Tilt,  Esq.,  Reeve  of  Waterloo  Township,  Blair, 
1 1 1 >  to  noon  on  Saturday,  July  22nd,  for  the  con- 
struction of: 

i  A I  11">  ft.  steel  bridge  and  concrete  abut- 
ments near  Hespeler. 

(I?)  2S  ft.  concrete  bridge  near  Waterloo. 

<(  )   14  ft.  concrete  arch  near  Waterloo. 

For  plans,  etc.,  apply  to  Bowman  &  Connor, 
.".1   Queen  Si  reel   West,  Toronto.  28-28 


Tenders  Wanted 


Sealed  tenders  addressed  to  the  City  Clerk, 
Sarnia,  Ontario,  will  be  received  up  to  12  o'clock 
noon,  July  21st,  1916,  for  the  construction  of 
3  Concrete  Wells  12  ft.  x  20  ft.  x  12  to  14  ft.  in 
depth,  and  for  the  laying  of  10-in.  and  24-in. 
pipe  line  at  Point  Edward,  Ontario,  for  the 
City   of    Sarnia  Waterworks. 

Plans,  specifications  and  forms  of  tender  may 
be  seen  at  the  office  of  the  City  Clerk  in  the 
City  Hall,  Sarnia,  Ontario. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

JOHN  A.  BAIRD, 

City  Engineer. 

Sarnia,  July  5th,  1916.  28-29 


Tenders  for 
School  Building 


Tenders  will  be  received  up  till  six  o'clock 
on  Thursday,  July  27th,  for  the  several  trades 
required  in  the  erection  of  a  new  eight-room 
school  building  for  the  Gait  Public  School 
Hoard,  Gait,  Ontario. 

Tenders  will  be  considered  separate  or  in  bulk. 
Plans  and  specifications  and  all  information  can 
be  obtained  at  the  office  of  the  Architect,  J. 
Evans,  30  North  Water  Street,  Gait.  All  tenders 
to  be  on  form  supplied  by  the  Board  and  ad- 
dressed to  John  Perry,  Secretary,  84  Beverly 
Street,  Gait.  The  lowest  or  any  tender  not 
necessarily  accepted.       •  28-29 


Tenders  for  Sewers 


Tenders  will  be  received  by  registered  post 
only,  addressed  to  the  Chairman,  Board  of  Con- 
trol, City  Hall,  Toronto,  up  to  noon  on  Tues- 
day, August  1st,  1916,  for  the  construction  of 
the  following  sewer: — 

Storm    Overflow    Sewer — Sparkhill  Avenue, 

Logan  Avenue  westward  to  the  River  Don. 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents. 

Specifications  may  be  seen  and  forms  of  ten- 
der obtained  at  the  Works  Department,  Room  6, 
City  Hall. 

Tenderers  must  comply  strictly  with  condi- 
tions of  City  By-law  as  to  deposits  and  sureties, 
as  set  out  in  specifications  and  forms  of  tender. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

T.  L.  CHURCH,  Mayor, 

Chairman,  Board  of  Control. 
Toronto,  July  8th,  1916.  28-28 


Tenders  for 
Brick  Pavement 


Sealed  tenders,  addressed  to  Win,  Fairlay,  Clerk 
of  Norwich,  will  be  received  up  to  Monday,  July 
24th,  at  4  p.m.,  for  the  construction  of  about  4,400 
square  yards  of  Brick  Pavement  on  concrete 
base.  Wire-cut  Lug  Block  to  be  used;  samples 
to  be  submitted  with  tender.  Plans  and  specifi- 
cations at  the  Clerk's  office  at  Norwich,  or  at 
the  office  of  the  undersigned,  Woodstock.  The 
lowest  or  any  tender  not  necessarily  accepted. 


28-28 


F.  J.  URE, 


Engineer. 


FOR  SALE 


Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


FOR  SALE 


1200 — Linear   Ft.   of  3-in.   galvanized  conduit. 
200 — j4-in.    knock-out,    galvanized    4-in.  round, 

deep  boxes. 

200 — f^-in.   knock-out,  galvanized  4-in.  hexagon 
deep  boxes. 

350 — J^-in.    knock-out,    galvanized   4-in.  square, 
deep  boxes. 

Canadian   Kodak   Company,  Limited, 
28-29  West   Toronto,  Ont. 


Plant  For  Sale 


1  Smith  Concrete  Mixer   $400 

1  Wettlaufer   Mixer  with   Engine    250 

1  20-H.P.  Upright  Hoisting  Engine    450 

2  10-H.P.  Motors,  D.C.   each  85 

1  30-H.P.  Motor,  D.C   150 

HOLMES,  1107  Yonge  Street,  Toronto. 

22-t.f. 


Public  Buildings,  Churches 
and  Schools 

(Continued  from  page  43) 

a  town  hall  and  now  have  the  question 
of  securing  a  site  under  consideration. 
Clerk,  J.  A.  Freeze. 

Tweed,  Ont. 

Sketch  plans  have  been  submitted  to  ^ 
the  School  Board,  Chairman,  J.  F.  Han- 
ston,  for  a  school  estimated  to  cost 
$15,000,  by  the  architects,  Ellis  &  Ellis, 
Manning  Chambers,  Toronto.  Tenders 
will  be  called  when  working  plans  are 
finished. 

Winnipeg,  Man. 

Tenders  for  the  $30,000  School  on 
McPhillips  Street,  Winnipeg,  will  be  re- 
ceived at  the  office  of  the  School  Board 
on  William  Avenue,  until  5  p.m.,  July 
11th.  Plans  and  specifications  are  with 
the  building  commissioner,  J.  B.  Mit- 
chell. 

CONTRACTS  AWARDED 
Harcourt  Township,  Ont. 

The  general  contractors  for  the  school 
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now  under  construction,  estimated  to  cost 
$9,000,  are  C.  T.  and  C.  J.  Avey,  Kenna- 
way,  Ont. 

Jonquiere,  Que. 

The  general  contract  for  a  school  has 
been  awarded  to  Philip  Simard.  Archi- 
tect, A.  Lamontagne,  Chicoutimi.  Esti- 
mated   cost,    about  $20,000. 

Montreal,  Que. 

The  Trustees  of  Infant  Jesus  Church 
have  awarded  the  contract  for  alterations 
to  their  church  on  St.  Lawrence  Street 
to  A.  S.  Boileau.  54(5  Fabre  Street.  Es- 
timated cost,  $8,000.  Architects,  Audet 
&  Charbonneau,  364  Dorchester  Street. 

The  general  contract  for  a  school  has 
been  let  by  the  R.  C.  School  Commission 
to  F.  A.  Grothe,  6  Cuthbert  Street.  Es- 
timated cost,  $35,000.  Architects,  Audet 
&  Charbonneau,  364  Dorchester  Street. 

Moose  Jaw,  Sask. 

In  connection  with  the  erection  of  the 
$100,000  hospital,  for  which  Wm.  Cowlin 
&  Son.  Canada,  Limited,  Mail  Building, 
Toronto,  are  the  general  contractors,  the 
following  ssub-contracts  have  been  let: 
Excavation,  H.  Kjaarsgard;  reinforcing, 
Cowan  &  Tee;  cut  stone,  A.  Young, 
Fourth  and  Angus  Streets,  Regina;  ce- 
ment, Whitlock-Riddell,  520  Fairford 
Road.  Tenders  for  heating  and  plumb- 
ing to  be  called.  Specifications  with  R. 
G.  Bunyard,  Architect,  323  Hammond 
Building. 

North  Battleford,  Sask. 

The  general  contract  for  the  $15,000 
library  on  Main  Street,  North  Battle- 
ford,  Sask.,  has  been  awarded  to  D.  Mc- 
Angus,  North  Battleford. 

Ottawa,  Ont. 

The  general  contract  for  the  laundry 
and  dormitory  at  Cathcart  and  Parent 
Streets,  for  the  Grey  Nuns  of  the  Cross, 
estimated  to  cost  about  $45,000,  has  been 
awarded  to  Aired  Pion,  1300  Papaineau 
Ave.,  Montreal. 

Port  Colborne,  Ont. 

In  connection  with  the  erection  of  the 
$19,000  church  for  the  St.  James  Con- 
gregation, contracts  have  been  awarded 
as  follows:  General  contract,  Ryan  & 
Gardner,  Welland,  Ont.;  painting,  Racher 
&  Hyatt,  Welland,  Ont.;  plumbing,  S.  P. 
Gourlay.  Welland,  Ont.;  electrical  work, 
Sherk  &  Kennedy,  Port  Colborne.  Ont. 
Interior  fittings  are  required. 

Vancouver,  B.C. 

The  University  of  British  Columbia 
have  let  the  general  contract  for  their 
chemistry  and  assembly  buildings  on 
11th  Avenue  to  Baynes  &  Horrie,  836 
Howe  Street.  E.  A.  Bailey,  1033  Gran- 
ville Street,  has  the  plumbing  contract. 


Business  Buildings  and  Indus- 
trial Plants 

Benville,  Alta. 

Work  is  soon  to  start  on  a  store  build- 
ing. Mr.  Chisholm,  the  owner  and  gen- 
eral contractor,  prepared  the  plans. 

Brantford,  Ont. 

C.  J.  Mitchell,  55  Darling  Street,  pro- 
poses building  a  $20,000  garage.  Brick 
and  mill  construction.  Tenders  will  be 
received  by  the  owner  on  forms  pro- 
vided by  the  architect  until  July  15. 
Plans  and  specifications  at  the  office  of 
the  architect,  L.  H.  Taylor,  13  St.  George 
Street. 


Carleton  Head,  P.E.I. 

Plans  are  in  progress  for  a  $5,000  hotel 
to  be  built  for  Edward  Crosby,  Cape 
Traverse.  Frame  construction,  concrete 
foundation. 

Clyde,  Alta. 

The  United  Farmers  of  Alberta  have 
had  plans  drawn  for  an  elevator.  Presi^ 
dent,  John  McLaughlin. 

Dartmouth,  N.S. 

The  Imperial  Oil  Company,  918  St. 
Patrick  Street,  Montreal,  contemplate 
the  construction  of  a  $5,000,000  oil  plant. 
They  have  secured  460  acres  with  1,300 
ft.  on  harbor  front. 

Edmonton,  Alta. 

Tenders  have  been  received  by  the 
C.  N.  Ry.,  McLeod  Block,  for  a  store 
house.  Engineer,  A.  T.  Fraser,  C.  N.  R. 
Architect,  J.  Schoffield,  room  461,  Union 
Station,  Winnipeg. 

Harrow,  Ont. 

Work  will  start  as  soon  as  possible 
on  the  new  $10,000  planing  mill  to  be 
built  for  C.  F.  Smith.  Electrically  oper- 
ated machinery  will  be  installed. 

Kamloops,  B.C. 

Work  is  soon  to  start  on  an  elevator 
of  35,000  bushel  capacity  for  the  Kam- 
loops Farmers'  Elevator  &  Grain  Assn. 

Montreal,  Que. 

Foundation  work  has  been  completed 
on  the  $8,000  warehouse  and  factory  on 
Bordeaux  Street,  of  which  J.  J.  Joubert, 
Limited,  975  St.  Andre  Street,  are  the 
owners  and  general  contractors.  Brick 
construction. 

New  Toronto,  Ont. 

The  Goodyear  Tire  &  Rubber  Com- 
pany have  received  tenders  for  a  $750,000 
factory. 

Brown's  Copper  &  Brass  Rolling  Mills, 
Limited,  Stop  21,  Lake  Shore  Road,  are 
erecting  a  $25,000  mill.  McGregor  & 
Mclntyre,  1139  Shaw  Street,  Toronto, 
have  the  steel  contract.  Brick  work  is 
being  done  by  the  owners  by  day  labor. 
Tenders  now  open  for  large  quantity  of 
concrete  work  and  excavating.  Brick 
construction. 

New  Westminster,  B.C. 

Work  has  been  started  on  a  $30,000 
evaporating  plant  on  the  water  front. 
Canadian  Products,  Limited,  are  the 
owners  and  general  contractors.  Plant 
is  expected  to  be  in  operation  within  six 
weeks. 

Oshawa,  Ont. 

The  Chevrolet  Motor  Company  pro- 
pose to  build  a  $50,000  factory,  three 
storeys,  mill  construction.  Tenders  are 
now  open  for  all  trades.  Plans  are  with 
the  company.  Architect.  Geo.  D.  Red- 
mond, address,  care  of  the  company. 

Ottawa,  Ont. 

Work  is  to  start  on  a  $7,000  testing 
plant  for  the  Dominion  Government  De- 
partment of  Public  Works,  Secretary,  R. 
C.  Desrochers,  Ottawa.  Concrete  found- 
ation. Brick  construction.  Location, 
George  Street. 

Port  Arthur,  Ont. 

Elevator  machinery  is  required  for  the 
$50,000  grain  elevator  being  erected  for 
the  G  rain  Growers  Grain  Company, 
Ifardistry  Street,  Fort  William,  for 
which  S.  J.  McQueen,  Fort  William,  is 
the   general   contractor.     Concrete  and 


pile  foundation,  reinforced  concrete  and 
crib. 

Prince  Rupert,  B.  C. 

Work  is  expected  to  start  shortly  on 
oil  handling  equipment  for  the  Imperial 
Oil  Company,  Cambie  and  Smithe  St., 
Vancouver. 

Quatsino,  B.C. 

The  site  is  being  cleared  for  the  pulp 
and  paper  mills  to  be  built  for  the  Col- 
onial Lumber  and  Paper  Mills.  Standard 
Bank  Building,  Vancouver.  Work  of 
construction  will  commence  shortly. 

Regina,  Sask. 

The  Royal  Bank,  head  office,  Montreal, 
have  received  tenders  for  the  construc- 
tion of  the  bank  which  they  propose  to 
build  on  11th  Avenue.  Steel,  hollow  tile 
and  brick  construction.  Stone,  brick  and 
concrete  foundation.  Estimated  cost. 
$50,000. 

Sherbrooke,  Que. 

The  Canadian  Connecticut  Cotton 
Mills,  Limited,  propose  building  a  $40,- 
000  warehouse.  Tenders  are  open  and 
plans  are  in  the  hands  of  different  con- 
tractors. Steel  and  red  brick  construc- 
tion, concrete  foundation.  Engineer.  C. 
W.  Brasay,  Times  Building,  New  Bed- 
ford, Mass. 

Sorel,  Que. 

Tenders  are  now  being  received  by 
the  Longborouh  Mining  Co.,  6  Sophie 
Street,  for  the  mica  factory  which  they 
propose  to  build  on  Sophie  Street,  at 
an  estimated  cost  of  $10,000.  Concrete 
and  steel  construction.  Heating  plant 
and  drying  apparatus  are  required. 

St.  Jerome,  Que. 

Foundation  work  is  under  way  for 
a  $6,000  foundry  of  which  Alfred  A.  Viau 
is  the  owner  and  general  contractor. 
Brick  and  iron  construction.  Architect, 
L.  J.  T.  Decary,  245  Centre  Street,  Mont- 
real. 

The  Regent  Spinners.  Limited,  propose 
to  build  a  spinning  mill  at  an  estimated 
cost  of  $28,000,  with  an  expenditure  of 
$20,000  on  machinery.  Three  storeys, 
brick  and  mill  construction. 

St.  John,  N.B. 

Plans  are  in  progress  for  the  remodel- 
ling of  the  office  of  T.  McAvity  &  Sons, 
at  13  King.  Street.  Tenders  will  short- 
ly be  called  for  all  trades.  Architect,  F 
Neil  Brodie,  42  Princess  Street. 

Toronto,  Ont. 

B.  M.  &  F.  Jenkins,  Limited,  contemp- 
late building  a  $30,000  store  with  a  45  ft. 
frontage  extending  from  College  to 
Grenville  on  Yonge  Street.  Work  may 
start  this  fall. 

Tenders  on  all  trades  arc  being  re- 
ceived by  the  architects.  W.  M.  Steel  & 
Son,  Ryrie  Building,  for  the  $50,000  T. 
Eaton  Company  factory  to  be  erected 
at  Bloor  and  Dufferin  Streets.  Excava- 
tion work  is  now  under  way  by  Thom- 
son Bros.,  151  Rusholme  Road.  These 
architects  are  also  preparing  plans  for 
the  same  company  for  a  one-storey  fac- 
tory to  be  erected  adjacent  to  the  above- 
mentioned  building. 

Plans  have  been  drawn  for  store  and 
apartments  estimated  to  cost  $10,000.  to 
lie  built  for  Mrs.  Greenspaw,  75  Bald- 
win Street.     Brick  construction. 

Plans  are  now  being  prepared  for  an 
abattoir  estimated  to  cost  $1,250,000,  to 
be  built  on  Front  Street  East  for  the 
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Win  Ibvu-s  l  ompany.  Limited,  521 
Front  Strict  l".i»t      \rchitcct.  Max  Dim 

tang,  Chicago.  Associate  srchJtccts,  Hen 

schicn  &  McLaren.  Chicago.  Will  in- 
chiile  a  group  of  S  to  It)  buildings,  con- 
crete construction.  Contract  will  likely 
l>e  let  lime  ami  material. 

Tenders  on  masonry,  carpentry,  paint- 
inn,  B?ag*ffgi  plumbing,  heating  and  wir- 
ing, are  wanted  by  L  White  &  Son,  270 
Queen  Street  West,  on  a  $.1,000  factory  at 
135  William  Street.  Architect.  R.  Brown, 
.7  Vongc  Street.    Plans  with  owners. 

V.  A    Kirhv.  37  Front  Street  East,  is 

calling  tenders  for  laying  250.000  brick 

for  a  factory  building  at  Acton.  Ont., 
e-timateil  P>  o>st  $5,000.  Brick  construc- 
tion. 

Vancouver.  B.C. 

Mr  Pickering,  of  the  Standard  Felt 
Company,  of  Los  Angeles.  Cal.,  recently 
paid  a  visit  to  Vancouver  with  a  view  to 
making  arrangements  for  the  erection 

of  a  Canadian  factory. 

Elliott.  Shandley  &  McLean,  Central 
Building,  Victoria,  contemplate  having 
alterations  made  to  business  block  at 
153  Granville  Street.  Wrork  will  consist 
of  changing  front,  painting,  general  in- 
terior work  and  new  elevator. 

Victoria.  B.C. 

Work  is  to  start  soon  on  a  $7,500  print- 
ing factory  for  the  Cameron  Investment 
&  Securities  Company.  320  Central  Build- 
ing. Building  will  be  occupied  by  Do- 
minion Cartoon  Co.,  511  Cormorant. 
Brick  construction. 

Waldo.  B.C. 

The  Ross  Saskatoon  Lumber  Com- 
pany contemplate  making  repairs  to  their 
saw'  mill;  machinery,  etc.,  damaged  by 
recent  floods  is  to  be  replaced. 

Windsor.  Ont. 

The  Huron  &  Erie  Loan  Company  will 
probably  erect  a  new  office  building  on 
a  site  which  they  recently  purchased  at 
Pitt  and  Ouellette  Streets. 

Winnipeg,  Man. 

Charles  Blair.  Stockport,  England,  has 
communicated  with  Chas.  H.  Webster 
^Industrial  Bureau  of  Winnipeg)  signi- 
fying his  intention  to  build  a  factory 
for  the  manufacture  of  surgical  dressings 
and  spend  between  $300,000  and  $400,000 
in  building  and  equipment. 

CONTRACTS  AWARDED 

Barrie,  Ont. 

The  general  contract  has  been  let  to 
Mojonnier  Bros..  Chicago.  111.,  for  the 
supervision  of  alterations  to  the  Ander- 
ton  Brewery  property,  the  installation  of 
machinery,  etc..  for  Standard  Milk  Pro- 
ducts. Limited. 

Chezzetcook,  N.S. 

Geo.  Routings  has  the  general  con- 
tract for  the  erection  of  a  $5,000  hotel  for 
Chas.  Connors.  Water  Street.  Halifax. 
Walls  are  now  up.  Plastering  and  ma- 
son work  by  day  labor.  Frame  construc- 
tion. 

Kelowna,  B.C. 

The  B.  C.  Evaporators  Limited  have 
let  the  contract  for  brick  and  concrete 
work  on  an  evaporator  to  Ward  &  Bal- 
dock.  Carpentry  to  be  done  by  day 
labor.    Brick  construction. 

Kingston,  Ont. 

R.  N.  F.  McFarlane,  310  Johnson  St., 
has  been  awarded  the  general  contract 


fot  the  new  $15,000  Orange  hall  at  Divi- 
sion and  Barrie  Streets. 

Lindsay,  Ont. 

Sam  How  has  the  roofing  contract, 
E.  A.  McPhee  the  painting,  and  Boxall 
&  Matt  hie,  the  heating  and  plumbing  on 
the  new  woolen  mills  to  be  built  for 
Jlorne  Bros.  Woollen  Co.,  Ltd. 

Montmorency  Falls,  Que. 

The  Dominion  Textile  Company  have 
awarded  the  general  contract  for  the 
erection  of  their  $90,000  cotton  mills  to 
A.  P.  Byers  &  Company,  Limited,  340 
University  Street,  Montreal.  Work  is 
now  under  way. 

Montreal,  Que. 

M.  B.  Shaw,  151  Metcalfe  Street,  have 
let  the  sub-contract  for  the  brick  work 
on  the  $7,000  factory  on  King  Street,  to 
be  erected  for  the  St.  Lawrence  Wagon 
Company,  34  King  Street,  to  E.  Whit- 
ing, Sussex  Avenue. 

Ottawa,  Ont. 

S.  J.  Major,  Limited.  York  Street,  have 
let  the  general  contract  for  alterations 
to  warehouse,  estimated  to  cost  $6,000,  to 
No.  Poirier,  193  Cathcart  Street,  who 
will  do  all  the  work. 

Port  Arthur,  Ont. 

The  Grain  Growers  Company.  Winni- 
peg. Man.,  have  let  the  general  contract 
for  their  new  $700,000  building  on  the 
water  front  to  S.  T.  McQueen.  17  Fran- 
-cis  Block.  Fort  William.  Tt  is  to  be 
ready  for  this  season's  grain. 

Renfrew,  Ont. 

Thos.  A.  Low  has  awarded  the  cen- 
eral  contract  for  a  business  block  at  Rag- 
lan and  Railway  streets,  estimated  to 
cost  $6,000,  to  the  Renfrew  Mfg.  Com- 
pany. Red  brick  construction,  two 
storeys,  stone  foundation. 

Toronto,  Ont. 

The  general  contract  for  the  $50,000 
factory  for  the  T.  Eaton  Company,  on 
which  work  has  been  started,  has  been 
let  to  Thomson  Bros.,  151  Rusholme 
Road.  Smaller  trades  will  be  let.  Re- 
inforced concrete  construction.  Loca- 
tion, Bloor  and  Dufferin  streets. 

The  Canadian  Bag  Company,  427  St. 
Patrick  Street,  Montreal,  and  5  Defries 
Street,  Toronto,  have  awarded  the  gen- 
eral contract  for  a  factory  on  Paton 
Road,  estimated  to  cost  $40,000,  to  L. 
Dowling,  167  Yonge  Street,  who  is  now 
receiving  sub-tenders.  Brick  and  mill 
construction,  steam  heating,  sprinkler 
system,  steel  sash,  wire  glass,  tar  and 
gravel  roofing,  1  freight  elevator,  plumb- 
ing, painting,  etc.;  no  plastering.  Ar- 
chitect, R.  S.  McConncll,  167  Yonge  St. 

Trail,  B.C. 

The  Trail  Mercantile  Company.  Lim- 
ited, have  awarded  the  general  contract 
for  the  erection  of  a  $15,000  store  at 
Spokane  and  Cedar  Avenues,  to  Midhy 
&  Vistaunet,  Rossland,  B.C. 

Weston,  Ont. 

The  general  contract  for  a  $150,000 
factory  in  which  T.  A.  Russell,  King  and 
Duncan  Streets,  Toronto,  is  chiefly  in- 
terested, has  been  awarded  to  the  Dea- 
con Construction  Co.,  Mount  Dennis. 
Frame  and  brick  construction.  Archi- 
tects, Prack  &  Perrin,  808  Lumsden 
Building,  Toronto. 

Windsor,  Ont. 

The  syndicate,  represented  by  Geo. 
Mair,  Traders  Bank,  have  awarded  the 


general  contract,  masonry  and  carpen- 
try, for  the  proposed  $20,000  store  build- 
ing on  Ouellette  Avenue,  to  J.  R.  Scul- 
land,  Labclle  Building.  The  Canadian 
Bridge  Works,  Walkerville;  have  the 
steel  contract. 


Residences 

Dartmouth,  N.S. 

Work  is  in  progress  on  six  residences, 
estimated  to  cost  $15,000.  owned  by  the 
Victor  Wood  Works,  Limited.  Frame 
construction,   concrete  foundation. 

Architect  H.  A.  Russell  is  preparing 
plans  for  a  $4,000  residence,  owned  by 
D.  Redmond. 

Hamilton,  Ont. 

Foundation  work  has  been  completed 
on  two  residences  on  Fairleigh  Crescent, 
estimated  to  cost  $4,500  each.  The  Sterl- 
ing Building  Company  are  the  owners 
and  general  contractors.  Masonry  and 
steel  work  is  being  done  by  F.  Woods, 
138  Belmont  Avenue,  and  the  carpentry 
and  roofing  by  R.  G.  Coleman,  149  Lon- 
don Avenue. 

Lac  Aux  Saumons,  Que. 

Tenders  are  being  received  by  the 
Curate  of  the  Parish  for  a  $4,000  resi- 
dence. Architect,  P.  Levesque,  115  St. 
John  Street,  Quebec. 

London,  Ont. 

A.  E.  Nutter,  Dominion  Bank  Bldg., 
is  preparing:  plans  for  a  $9,000  residence 
on  North  Street. 

Foundation  work  has  been  completed 
on  two  residences  at  332  Beaconsfield 
Street,  of  which  the  White  Construction 
Company,  Limited,  are  owners  and  gen- 
eral contractors.  Tenders  are  wanted  on 
tiling,  electrical  work  and  roofing.  Solid 
brick  construction. 

Montreal,  Que. 

Foundation  work  has  been  completed 
on  two  residences  on  Marlowe  Avenue, 
estimated  to  cost  $10,000.  The  owner 
and  general  contractor  is  Mr.  Farrell.  605 
Lansdowne  Avenue.  Belisle  Bros.,  Pap- 
ineau  Avenue,  are  doing  the  heating  and 
plumbing.  Two  storeys,  brick  construc- 
tion. 

Foundation  work  has  been  completed 
on  two  residences  estimated  to  cost 
$11,000,  on  Cote  St.  Antoine.  The  own- 
ers and  general  contractors  are  Tremb- 
lay  &  Trudeau,  291  and  293  Prud'homme 
Avenue.  Tenders  are  wanted  on  heat- 
ing, plumbing  and  electric  work. 

Ottawa,  Ont. 

Work  is  to  start  on  a  $4,800  residence 
on  Carlyle  Street,  of  which  Capital  Con- 
tractors, Limited,  are  the  owners  and 
general  contractors.  Concrete  founda- 
tion, brick  veneer  and  stucco  construc- 
tion. 

Ed.  Hinchey,  541  Somerset  Street, 
owner  of  the  $10,000  apartments  on 
Slater  Street  on  which  work  has  been 
started,  is  doing  all  work  except  plumb- 
ing, heating  and  electric  work. 

The  frame  of  a  residence  estimated  to 
cost  about  $5,000,  on  Dorchester  Street. 
Sydney.  N.S.,  is  nearly  up.  The  owner 
is  J.  J.  Power,  and  the  general  con- 
tractor, R.  S.  Bully,  45  Alexander  Street. 

Outremont,  Que. 

A.  Boyer,  1058  Berri  Street,  is  the 
owner  and  general  contractor  for  two 
cottages  on  St.  Joseph  Boulevard,  esti- 
mated to  cost  $10,000.    The  architect  is 
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Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 


The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 

14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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L  J  Higonesse,  GO  Notre  Dame  Street 
Kast  Stone  ami  brick  construction, 
two  >torcys. 

\\  ork  will  be  started  shortly  on  a 
$a_.iH)»t  ronlence  on  Rockland  Avenue 
tor  which  contract  has  been  let  to  the 
Lambert  Construction  cKmpany.  by  the 
owner.  J   C.  Gagne,  4:>:>  Durocher  Street. 

Architects,  \\  I  Wright  &  Son,  Mech- 
anics Building.  Two  storeys,  brick  con- 
struction,  concrete  foundation. 

Quebec.  Que. 

Kxcavation  work  is  going  on  for  a 
$«>.IMK)  residence  on  Canardicre  Street. 
The  owner  and  general  contractor  is 
Ed.  Bouchard.  1S.">  Crown  Street,  who 
will  carry  out  the  work  by  day  labor. 
Frame   and    brick  construction. 

The  work  on  the  $8,000  residence  on 
LockwdU  Street,  owned  by  E.  C.  Bro- 
chu.  141  St.  Cyrille  Street,  is  being  done 
by  day  labor.  The  owner  is  buying  all 
necessary  materials. 

J.  H.  Larochelle.  163  Queen  Street, 
will  shortly  call  for  private  tenders  for  a 
residence  estimated  to  cost  $10,000,  on 
Charlcsburg  Road,  for  which  plans  are 
now  in  progress.  Three  storeys,  con- 
crete foundation,  brick  construction. 

A  $4,000  residence  is  being  built  by 
day  labor  on  St.  Honore.  Ludger  Sim- 
ard.  Eighth  Avenue,  Limoilou,  is  the 
owner  and  general  contractor.  Brick 
construction,  concrete  foundation,  two 
storeys. 

Work  has  been  started  on  a  $10,000 
residence  on  the  corner  of  Cartier  Ave. 
and  LaFrance  for  Ad.  Delisle,  279  Rich- 
ardson Street.  The  general  contractors 
and  carpenters  are  East  &  Masson,  62 
St.  Nazaire.  and  the  mason,  P.  Tardif, 
360  Napoleon  Street. 

Toronto,  Ont. 

Work  is  to  be  resumed  on  $25,000 
apartments,  corner  Lennox  and  Man- 
ning. The  owners  and  general  contrac- 
tors are  McKinley  &  Bingham,  99  Lind- 
hurst  Avenue,  who  will  supervise  the 
work.  Smaller  trades  will  be  let.  Three 
storeys,  brick  construction.  Some  found- 
ation work  was  started  in  1914.  Archi- 
tect. J.  G.  Hedges,  1054  Ossington  Ave. 

J.  J.  Downey.  398  Sunnyside  Ave.,  has 
had  plans  drawn  for  a  pair  of  duplex  resi- 
dences to  be  built  at  Edna  and  Indian 
Grove,  at  an  estimated  cost  of  $7,000. 
Brick  construction. 

Excavation  work  is  going  on  for  two 
pair  duplex  residences  at  Furniss  and 
James  Streets.  Muir  &  Lamb,  63  Arun- 
del Street,  are  the  owners  and  general 
contractors,  and  will  buy  the  materials 
and  supervise  construction.  Brick  con- 
struction.    Estimated  cost,  $10,000. 

Excavation  work  is  being  done  for 
one  pair  of  residences  estimated  to  cost 
$5,000.  on  Glenholme  Street.  H.  D.  Buie, 
42  Appleton  Avenue,  supervises  the 
work.     2^2  storeys,  brick  construction. 

Work  has  been  started  on  four  pair 
of  residences  estimated  to  cost  $17,500. 
corner  Bathgate  and  Mountjoy.  H. 
Lucas.  118  Felstead  Avenue,  the  owner 
and  general  contractor,  will  supervise 
and  let  smaller  trades.  Two  storeys, 
brick  construction. 

J.  Francis  Brown,  Board  of  Trade 
Building,  has  drawn  plans  for  a  $5,000 
addition  to  the  residence  of  R.  C.  H. 
Cassels.  80  Elma  Avenue.  Two  storeys, 
brick  and  stone  construction. 


Foundation  work  has  been  started  on 
a  $6, ;>()()  residence  on  Douglas  Dri.ve. 
*  ontracts  have  been  let  separately  to 
trades.  storeys,  brick  foundation  and 
construction.  Architect,  H.  F.  Secord, 
:.'  College  Street. 

Windsor,  Ont. 

M  Leybourne,  Sandwich  Street  East, 
i s  preparing  plans  for  a  double  residence, 
estimated  to  cost  $6,000,  for  J.  T.  Bass, 
98  Bruce  Street.  Wm.  Hedrick  will 
probaGly  be  awarded  the  general  con- 
tract. 

The  carpentry,  roofing,  painting  and 
electrical  work  on  the  stores  and  flats  on 
i  hurch  Street,  estimated  to  cost  $6,500, 
is  being  carried  out  by  D.  M.  Kemp, 
who  is  the  owner  and  architect.  The 
plastering  is  being  done  by  the  general 
contractors,  Thomson  Bros.,  Chatham 
St.  W.  The  Windsor  Hardware  Com- 
pany, 71  Sandwich  St.  E.,  have  the  con- 
tract for  the  heating  and  plumbing. 

CONTRACTS  AWARDED 

Brantford,  Ont. 

Contracts  have  been  awarded  as  fol- 
lows for  the  residence  to  be  erected  on 
Waterloo  Street  for .  Mrs.  H.  H.  Ham- 
ilton, of  which  F.  C.  Bodley,  Temple 
Building,  is  the  architect:  P.  H.  Secord 
&  Sons,  Limited,  136  Nelson  Street,  gen- 
eral contract,  carpentry,  steel,  masonry, 
roofing,  plastering,  painting  and  interior; 
Chas.  Taylor  &  Co.,  10-12  Dalhousie  St., 
heating  and  plumbing;  Lyons  Electric 
Co.,  71  Colborne  Street,  electrical  work. 

Dartmouth,  N.S. 

Smith  &  Whitby  are  the  general  con- 
tractors and  carpenters  for  a  residence 
and  store  estimated  to  cost  $5,000.  The 
mason  is  Thos.  Leahy.  Building  is 
owned  by  J.  J.  O'TooIe.  Frame  con- 
struction, concrete  foundation. 

Montreal,  Que. 

In  connection  with  the  $8,000  residence 
on  corner  of  Sherbrooke  &  Draper, 
owned  by  Beaupre  &  Fils,  655  St.  Paul 
St.  N.,  the  contract  for  the  plastering 
has  been  let  to  A.  Lacroix,  354  Marcil 
Avenue,  and  the  roofing  to  F.  X.  Goud- 
reau,  255  Visitation  Street. 

Mr.  Paul,  Ville  St.  Pierre,  Que.,  has 
the  contract  for  the  brickwork  on  the 
three  flats  estimated  to  cost  $6,000,  on 
Cote  St.  Antoine  Road,  of  which  W.  E. 
Lambert,  352  Marcil  Avenue,  is  the  owner 
and  general  contractor. 

Toronto,  Ont. 

The  contract  for  the  plumbing  and 
heating  of  the  $6,500  residence  in  Moore 
Park,  owned  by  J.  Skelton,  33  Richmond 
Street  West,"  has  been  let  to  A.  H.  Read, 
692  Shaw  Street,  and  the  general  con- 
tractor, H.  T.  Belfry,  92  Wheeler  Ave., 
wishes  tenders  for  plastering  and  paint- 
ing. 

Power  Plants,  Electricity  and 
Telephones 

Bowesville,  Ont. 

The  Bowesville  Telephone  Company. 
Limited,  has  been  incorporated  with  a 
capital  of  $3,000,  to  operate  in  the  town- 
ship of  Gloucester.  Caleb  Hardy  &  John 
Joseph  Nolan  are  interested  in  the  pro- 
motion of  this  company. 

Egremont  Township,  Ont. 

Tenders  are  being  received  until  July 
13  by  the  Mount  Forest  Telephone  Co., 
manager,   J.    B.    Moon,    Mount  Forest, 


Ont.,  for  stringing  12  miles  of  wire  and 
installing  35  new  telephones. 

Leamington,  Ont. 

The  Bell  Telephone  Company,  Mont- 
real, Que.,  propose  to  install  an  under- 
ground conduit  system.     Work  will  be 
done  by  their  own  men  shortly. 
Toronto,  Ont. 

The  Board  of  Education  are  calling 
tenders  for  motor  generator  set,  pro- 
gram clocks  and  other  electrical  equip- 
ment, for  the  high  school  of  commerce. 
Specifications,  etc.,  may  be  seen  at  the 
office  of  the  Clerk  of  supplies. 
Watson,  Sask. 

The  Iron  Spring  Rural  Telephone  Co. 
will  call  tenders  for  about  30  miles  of 
line  which  they  intend  building  this  sea- 
son. Secretary-treasurer,  Peter  Bolmer, 
Watson. 

Windsor,  Ont. 

Messrs.  McNaugton-McKay  Electric 
Company,  Limited,  216  Wyandotte  St., 
Windsor,  are  in  the  market  for  one  mo- 
tor generator  set,  220  volts,  telephone 
system  and  rubber  covered  wire. 

Woodbridge,  Ont. 

The  Woodbridge  Hydro  Electric  Com- 
mission are  calling  tenders  for  having 
their  present  system  extended  to  Maple. 
They  will  supply  the  villages  of  Con- 
cord and  Edgeley. 

CONTRACTS  AWARDED 
Greytown,  Sask. 

The  West  Greytown  Rural  Telephone 
Co.,  Ltd.,  have  awarded  the  general  con- 
tract for  20  miles  of  wire  and  25  ft.  poles 
for  2  miles  and  balance  of  20  ft.  poles, 
to  O.  L.  McQuaid,  Regina. 

Watson,  Sask. 

The  Quill  Plains  Rural  Telephone  Co. 
have  awarded  the  general  contract  for 
extending  their  lines  12  miles  to  M. 
Misfeld. 


Miscellaneous 

Berlin,  Ont. 

The  Ideal  Paving  Co.,  Ltd.,  has  been 
incorporated  with  a  capital  of  $40,000. 
They  will  take  over  the  business  con- 
ducted by  E.  J.  Holland  and  T.  H.  Cal- 
laham,  and  will  carry  on  a  general  con- 
tracting business. 

Blyth,  Ont. 

Messrs.  Scrimgeons  &  Floody,  con- 
tractors, are  in  the  market  for  the  fol- 
lowing and  want  prices,  etc.,  lumber, 
shingles,  lath  and  lime,  fibre  board,  and 
builders'  hardware. 

Brantford,  Ont. 

Messrs.  P.  H.  Secord  &  Sons,  133 
Nelson  Street,  are  in  the  market  for  the 
following  and  want  prices,  etc.:  Brick, 
cement,  fireproofing,  granite,  hollow  tile, 
marble,  steel  and  metal  lath,  glass,  fire 
escapes,  fireproof  doors,  metal  sash. 

Strathroy,  Ont. 

Nathaniel  Currie  will  go  into  business 
of  manufacturing  cement  sepulchres  and 
is  interested  in  cement  supplies. 

Three  Rivers,  Que. 

R.  C.  Desrochers,  Secretary,  Domin- 
ion Government  Department  of  Public 
Works,  will  receive  tenders  until  4  p.m., 
July  20,  for  dredging  200,00  cubic  yards 
of  sand  and  clay  at  St.  Maurice  River 
Channel  entrance.  To  be  completed  by 
Dec.  15,  1916.  Specifications,  etc.,  at 
Dept.,  Ottawa,  and  at  office  of  MacLean 
Daily  Reports,  Toronto. 
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MADE  IN  CANADA 


"The  roofing  shall  be  laid  according  to  The  Barrett  Specification  dated 
May  1  st,  1916,  and  the  roofing  contractor  shall  on  completion  of  the 
job,  deliver  to  us  a  twenty  year  Surely  Bond  Guaranty  in  accordance 
with  Note  1  of  such  Specification." 


so  as  to  insure  the  roof 
service. 


This  is  the  new  way  of  prescribing 
roofing-  in  your  building  specifications 
when  you  want  a  Barrett  Specification 
Roof. 

The  twenty  year  Guaranty  Bond  is  a 
new  feature  oj  our  service. 

It  will  be  given  on  all  roofs  of  fifty 
squares  or  more  in  all  towns  of  25,000 
population  and  over  throughout  Canada 
and  the  United  States  and  in  smaller 
tlaces  where  our  inspection  service  is 
available. 

This  Guaranty  Bond  exempts  ihe  owner 
from  all  expenses  of  maintenance  and 
repairs  for  a  period  of  twenty  years  and 
the  bond  is  issued  by  the  United  States 
Fidelity  &  Guaranty  Company,  one  of 
the  largest  surety  companies  in  the 
world. 

The  roofer,  in  order  to  secure  this  Guaranty 
Bond,  must  be  satisfactory  to  us,  and  must 
notify  us  as  soon  as  a  contract  is  taken  and 
give  us  the  right  to  inspect  the  workmanship 
and  materials  to  see  that  both  are  in  strict 
accordance  with  The  Barrett  Specification 
dated  May  1st,  1916. 

A  copy  of  The  Barrett  Specification  with, 
roofing  diagrams,  sent  free  on  leqnest. 


THE    PATERSON    MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER  W  '< 

THE  0 ARB ITTE-P  ATERSON  MANUFACTURING  CO.,  LIMITED 
ST.  JOHN,  N.B.  HALIFAX.  N.S.  SYDNEY,  N.S. 


Naturally,  if  we  are  to  give  a  twenty  year 
Guaranty  Bond,  we  must  be  assured  that  the 
proper  amount  and  kinds  of  material  are  used 


3:1  vim 


th 


e  maximum 


We  know  from  experience  of  almost  fifty 
years  that  a  roof  laid  strictly  according  to 
The  Barrett  Specification  with  the  workman- 
ship properly  safeguarded  will  last  twenty 
years  and  more  without  repairs  of  any  kind, 
and  we  are  issuing  this  twenty  year  Surety 
Bond  so  that  owners  of  these  roofs  will  get 
the  benefit  of  that  experience. 

The  principal  architects,  engineers  and  roof- 
ing contractors  throughout  the  Dominion  are 
familiar  with  the  plan. 


//  there  is  any  in- 
formation you  de- 
sire regarding 
the  proposition, 
just  drop  us  a  line 
to  our  nearest 
office  and  we  shall 
be  very  glad  to 
give  you  further 
facts. 
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Crushed  Rubble  Dimension 

CROOKSTON  QUARRIES 

Crushed  Stone    Clean,  tough  stone,  specially  suitable  for  concrete  mix  and  macadam  roads.    Although  we 
ha\c-  supplied  hundreds  of  cars  of  stone  to  Toronto,  Montreal  and  intervening  points  we  have  never  had  one 

car  rejected. 

Rubble  Stone    I-'rom  one  man  size  to  blocks  weighing  many  tons. 
Dimension  Stone     1  he  stone  that  has  stood  the  test  for  half  a  century. 

C.P.R.  and  G.T.R.  Connections  Telephone  Madoc  2.  R  3—2 


Capacity  500  tons  a  day 


ASK  US  FOR  QUOTATIONS 


QUINLAN  &  ROBERTSON,  Limited,  Crookston,  Ontario 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


THE  PIONEER  BACK-DUMP  BUCKET 

for  Gravel  Excavation 

Let  us  send  you  our  free  catalog,  which  explains  the  merits  or 
our  Bucket  and  illustrates  its  use. 

Prices  Reasonable  ^Immediate  Delivery 

We  are  prepared  to  sell  not  only  the 
bucket,  but  the  entire  plant. 


mm 


The  Mansfield  Engineering  Co. 

1014  Fletcher  Trust  &  Savings  Bldg. 
INDIANAPOLIS,  IND. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


WOODEN  PIPE 

Wire  wound  wood  stave  pipe,  2  in.  to  24  in. 
diameter.  Continuous  wood  stave  pipe,  any 
diameter  required. 

Canadian  Pipe  Co.,  Limited 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  mach- 
inery. Every  machine  driven  by  a  separ- 
ate electric  motor.  Satisfaction  Guaran- 
teed 

Office  end  Factory 

550  Pacific  Street     -    VANCOUVER,  B.  C. 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

HFI1FR    &  RRFP.HTIY  1120  Spring  Garden  Street 

nCL.LE.IV   0C  DIUOnlLI,  PHILADELPHIA.  PA. ."Since  18-0" 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

625  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 


President 


Phone  Main  102 


WOODEN  TANKS 


of  all  sizes  for 
Water  Storage 
Sprinkler 
Systems  and 
General  Mining 
Purposes 

We  also  make 

SILOS 


PACIFIC  COAST  PIPE  CO.,  LIMITED 


1551  Granville  Street 


VANCOUVER,  B.C. 


Jambs  Thomson,  President. 


J.  U.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


the  CARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


CAST  IRON  PIPE 


3  inches"  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 
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The  Ideal 
Crane 
Trolley 
Northern 
"Type  E" 


Light  Deo  trie 
BoU4  I  in  no 


CRANES 

OF  ALL  TYPES.  SIZES  AND  CAPACITIES 


MADE  IN 
CANADA 


Heavy  Cranes  and  Light  Cranes  for  Mill  Service,  Power 
Stations,  Foundries,  Stone  Trades— Grab  Bucket  Cranes 


Northern  Crane  Works,  Limited,  n'ifSKSo"- 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


Con  ractors  for  Waterworks  Construction, 
Manufacturers  ol  W  ire- Wound  Wood  Pipe,  Continuous  Stave 
Pipe,  Tanks,  Silos,  Steam  Casing. 

See  our  new  patented  Wood  Pipe  Coupling    Positively  LEAK  PROOF. 

We  ara  (hi  origina'orn  of  the  BORED  OUT  Wood  Slee  ve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.      VANCOUVER,  B.  C, 


Tenders 


A  few  dollars  spent  in  advertising 
vour  proposals  in  the 

Contract  Record 

and  Engineering  Review 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


WILSON  SCALES 

ARE 

GOOD  SCALES 

We  manufacture  all  styles.  —  Write  us  for  prices. 

C.  Wilson  &  Son 

71  Esplanade  St.  Ea»t  TORONTO 


Pure, 

Warm 

Air 


in  large  volumes,  uncon- 
taminated    and    full  of 
health  -  giving    oxygen  ; 
that's  the  kind  supplied  by  the 

KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 
stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 

Water  St.  Limited       Brockville,  Ont. 


^>  i  II   Q»  New  and  Relaying 
IviHk  JLI-jiO  Switches,  Turntables,  Etc. 

Carried  in  Stock 

Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 
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PUBLISHED  IN  THE  INTEREST  OF 
BETTER  SHEET  METAL 


3*C)NCAN> 


JULY,  1916 


TONCAN  METAL  PROTECTS 

TRAYMORE  HOTEL  PATRONS 


Architects  for  Famous  Hostelry  Provide  for  Guests' 
Comfort  in  Unique  Manner 


On  each  of  the  1,200  window  frames 
in  the  Traymore  Hotel  there  is  a  win  l 
shield  made  of  Toncan  Metal  Galvan- 
ized Sheets  which  serves  as  a  protec- 
tion against  the  wind,  rain  and  salt 
spray  of  the  ^ 
ocean. 

T  h  e  prob- 
I  e  m  wit  h 
which  the  ar- 
chitects. Price 
&  McLana- 
han,  Philadel- 
phia, were 
conf  ron  ted 
was  that  of 
p  r  o  c  u  r  ins 
sheet  metal 
which  could 
resist  the  se- 
vere corrosive 
influences  of 
salt  water 
and  sea  air, 
vet  be  mod- 
erate in  cost.  So  they  specified  cor- 
rosion-resisting Toncan  metal  Sheets; 
McFarland-Meade  Co.,  of  Philadel- 
phia, doing  the  sheet  metal  work. 

Salt  water  and  sea  air  are  very 
destructive.  Ordinary  sheet  metal 
cannot  withstand  them.  Yet  Ton- 
can  Metal  has  been  thoroughly 
tested  out  and  found  capable 
of  resisting  these  severe  ac- 
celerators      of       corrosion  splen- 


Traymore  Hotel, 


didly.  Countless  instances  where  Ton- 
can  Metal  has  been  subjected  to  salt 
water  or  brine  have  demonstrated  this 
material's  ability  to  combat  these  des- 
tructive influences. 

Tone  a  n 
Metal  is  not  a 
new  product. 
To  the  con- 
trary, it  has 
been  in  use 
for  years  in 
the  form  of 
rooting,  c  o  r- 
nice,  window 
.  •         '  frames,  c  o  n- 

ductor  pipe, 
vent  ilators, 
culverts,  silos, 
lath  and  many 
ii.i  li  c  r  i > r <  i- 
d  u  c  t  s.  too 
numerous  to 
mention.  And 

a.i    »•  r  t    m  i  these  years  of 

Atlantic  City,  N.  J.  .  . 

actual  service. 

under  all  sorts  of  conditions,  have 
proved  Toncan  Metal's  superiority 
over  any  other  sheet  metal  from 
iron  ore. 

Without  Toncan  Metal,  the  arch  - 
tects  for  the  Traymore  Hotel  would 
have  undoubtedly  resorted  to  some 
prohibitive  priced  material.  As  it  is. 
double  economy  is  procured  because 
of  the  moderate  first  cost  of  Toncan 
Metal  Sheets  and  the  low  ultimate 
cost  due  to  the  material's  durability. 


PURITY 

An  Important  Factor  in  the 
Making  of  Durable  Sheet 
Metal 

The  most  dangerous  impurities 
found  in  iron  ore  products  are  Copper, 
Carbon,  Sulphur,  Manganese,  Phos- 
phorus and  Silicon. 

When  these  impurities  group  togeth- 
er in  different  portions  of  the  material, 
they  "disagree."  An  electrolytic  ac- 
tion is  started,  similar  to  that  in  an 
electric  battery,  and  the  metal  sheet 
corrodes. 

Consequently,  to  prevent  this,  the 
impurities  must  be  reduced  to  the  low- 
est possible  point. 


A  small  percentage  of  these  impuri- 
ties, however,  are  needed  to  give  the 
metal  sheet  proper  working  qualities 
and  some  of  the  impurities  are  impos- 
sible to  eliminate  entirely.  Therefore, 
no  sheet  metal  can  be  100%  pure. 

Toncan  Metal  is  as  near  1009?  pure 
as  it  is  possible  to  make  sheet  metal 
from  iron  ore.  But  this  alone  would 
not  make  Toncan  Metal  Corrosion-re- 
sisting, because,  if  permitted,  the  im- 
purities still  remaining  in  the  material 
would  group  together  and  start  an 
electrolytic  action;  therefore,  they 
must  be  uniformly  distributed  through- 
out the  material.  Then  the  metal  is 
homogeneous. 

Toncan  Metal  is  both  homogeneous 
and  pure,  hence  its  durability. 


A  PITFALL 

The  Use  of  the  Term 
"Standard  Gauge"  Loses  Money 
for  the  Sheet  Metal  Users 

Among  users  and  specifiers  of  sheet 
metal  the  term  "Standard  Gauge"  is 
being  used  and  frequently  to  the  detri- 
ment of  the^  user.  It  is  a  meaningless 
and  dangerous  term. 

At  one  time  28  gauge  was  known  as 
"standard  gauge."  Then  thinner 
sheets  were  called  "standard  gauge." 
To-day,  if  a  man-  specifies  "standard 
gauge"  roofing,  for  instance,  he  may 
get  a  much  lighter  weight  than  he  ex- 
pects and  pays  for.  Yet  he  has  no  re- 
course because  of  having  specified 
"standard  gauge." 

However,  the  safest  way  is  to  spe- 
cify sheet  metal  which  is  not  made 
lighter  than  28  gauge,  namely,  Toncan 
Metal. 


Durable  Roofing 

When  you  specify  roofing,  aak 
yourself  thete  questions 

Will  It  burn? 
Will  it  melt? 
Will  it  dry-up? 
Will  it  Crack? 
Will  it  corrode  quickly? 

Apply  these  questions  to  Toncan 
Metal  Roofing  and  the  answer  is 
"NO"  in  every  instance. 

Toncan  Metal  Roofing  iPainted  or 
Galvanized,)  represents  Tru>  Roof 
Economy. 

Write  for  "Corrosion— The  Cause— 
The  Effect- The  Remedy." 

The  Pedlar  People 

Ltd.,  Oahawa,  Ont. 

Canadian  Distributors 

The  Stark  Rolling 

Mill  Co.,  Canton,  Ohio 

Sole  Makers 
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FOR   QUICK  SALE 

Two  Mann  Steam  Wagons 

Capacity  5  to  7  Tons 

Compound  Engines    —    British  Columbia  Boilers    —    Three  Road  Speeds 
Dumping  Bodies  with  Removable  Hinged  Sides 

IN  STOCK  AT  MONTREAL 

MUSSENS  LIMITED  -  MONTREAL 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 


sale. 


Angl 


es 


Channels 


67-6"x3,/j"x6/l"-60'0" 
28-6  "x3'  a "xll  16"-60  0' 
40-6  "x3!^"x3  4"-60'0" 
22-6"x3'a"x3  4"-66  0" 


31-12"x80  lb.-60'0" 
83-15"x33  lb.-36' 


Zees 

94-  3"  x  2-11  16"  x  1/4"  x  6.7  lbs.  -  54  0" 

95-  3-1  16"  x  2-3  4"x5/16"  x  8.6  lbs.  -  50  0" 


Mild  Steel  Bars 


20-8' 
20-10 
13  6' 
17-7" 
19-8" 
20  10 
15-11 
12  11 
88-4" 
13-8 


xl  4"-30  0" 
"xl/4"-30  0" 
x5/16"-10  0" 
x5  16"-20  0" 
x5  16"-30'0" 
"x5  16"-30'0" 
"x5  16' -20  0" 
■  2x5  16"-17'0" 
x3/8"-1110" 
x3  8'-30'0" 


14-6"x7/16"-13  0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9  16"-22  0" 

5-12'/4"x5  8"-30'0" 

22-6'^"xll/16"-33'0' 

5-7"xll/16"-20'0" 

19-8"xl-l  8"-18'3" 


Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


Piatt  Double  Suction 
Centrifugal  Pumps 

Split  case  features  insure  accessibil- 
ity.   Their  rugged  construction  guar- 
antees efficient  and  continuous  service 
whether  installed  where  every  facility 
is  at  hand,  or  in  the  most  isolated  parts  of  the  world. 
Bulletin  No.  762  fully  describes  them. 

Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the  "Keith''  Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being- proclaimed 
the  most  efficient  and  economical  in  the 
Fan  World.      Write  for  our  New  Catalogue  No.  55. 

SHELD0NS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GRKIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD  ,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 
and  Edmonton,  Alta. 

Messrs.  ROBERT  HAMILTON  &  CO..  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  i— TORONTO 


CAST  IRON  PIPE 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  No  dusting  away,  smooth  sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  of  Fluxphalte  and 
save  repair  bills. 

New  illustrated  booklet  on  request. 


PHAL' 


SOLE  eMMMMBWTg  F@RTIi  BIMCSJ  Mill  OIL  C?  Untm 

Aj>n  of  TEUDi  BUILDING  -  MONTREAL 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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AIR  COMPRESSORS 
"  LITTLE  DAVID  "  TOOLS 
ROCK  DRILLS 
AIR  HOISTS 
CAMERON  PUMPS 


CANADIAN 

INGERSOLL-RAND  CO. 

LIMITED 

Commercial  Union  BIdg.  -  Montreal,  Can . 
Works    -    Sherbrooke,  Que. 

Sydney  Toronto  Timmins  Cobalt 

Winnipeg  Nelson  Vancouver 
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Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost~Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


The  Glue  Book 


What  it  Contains:  - 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


^•^^  «§W  ^Lv^k 


lding  Materi 


1885    "QUALITY  FIRST"  1916 

It  Has  Paid  Us  and  Will  Pay  You 
We  can  give  you  prompt  shipment  of 

"  EMPIRE  "  Corrugated  Iron 

Painted  or  Galvanized — Straight 
or  Curved,  All  Sizes  and  Gauges 

We  always  carry  big  stocks,  including 

Corrugated  Ridge  Cap,  Hip  Cap, 
Flashings,  Etc. 

The  "Quality  House"  is  Safest-  1  hink  of 
Safety  First 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO     and  WINNIPEG 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
woodandsteelTanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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Motor  Crabs 

Hoisting 
Engines 

Swinging 
Engines 

Spud  Hoists 
Drill  Hoists 
Steam  and  Air  Motors 
Pneumatic  Hoists 


MOTOR  CRAB 
iSinulo  or  Double  Drum) 


SPID  HOIST 
Fur  raising  and  lowering 
spuds  on  dredges. 

WKITK  KOK  COMIM.ETK  CATALOG 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS:  „     ,  , 

Montreal    Mussens.  Ltd.  Toronto  A  K.  Williams  Machinery  Co.,  Ltd. 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


STANDARD  STEEL 


Bnmi  Channel* 

CONSTRUCTION  CO. 


R  einforcing  Ban 

•'Self-Senterintf" 

Corrugated 
Sheeting 


LIMITED 
WELLAND       -  CANADA 

Manl'factukkrs  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  price*  right. 

Phone  or  writs  us  for  quotations  when  you  are  in  the  market 
Office -M  4515 -M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

C.  W.  Essery,  Manager 


Sand.  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phonef,   Office  North  i  Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


DERRICKS  SAVE  MONEY 

and 

We  send  Derricks  on  Trial  to  reliable  Contractors. 


Labour  is  Scarce  and  High  Priced. 
Derricks  are  Easy  to  Handle  and  Low  Priced. 


NATIONAL  EQUIPMENT  CO.,  LTD. 

1  Wabash  Avenue      •  TORONTO 


Canada  Iron  Foundries.  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring:  Bollards  for  both  Concrete  and  Wooden  Docks 
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Fans 

Speed  Up  Production 

Akron,  Ohio,  is  where  Goodyear  Tires  are  made,  and 
there  you  will  find  Sturtevant  Fans  and  Heating  Coils 
used  in  the  process  of  manufacture. 
It  is  the  same  in  every  center  of  industry,  and  in  every 
large  progressive  plant  where  experienced  engineers 
do  the  buying  and  specifying— Sturtevant  Apparatus 
is  used  for  heating  and  drying  in  ways  that  speed 
up  the  processes  of  manufacture. 
Sturtevant  superiority  dates  back  more  than  half  a 
century,  and  some  of  the  first  fans  we  ever  built  are 
still  in  operation.    A  fan  in  use  for  forty  or  fifty 
years  is  certainly  a  wonderful  performance. 
If  sceptical,  we  will  show  you  letters  and  proofs. 
Write  for  full  information  on  Sturtevant  Apparatus. 
Good  deliveries  possible. 

B.  F.  STURTEVANT  CO.  OF  CANADA,  LTD. 


Montr'  al 


G ALT,  ONTARIO 
Toronto        Winn  peg 


Vancouver 


Selling  Agents  for  Sandford  Riley  Stoker  Co.,  Limited. 
'  THE  RILEY  STOKER" 

Largest  manufacturer!  in  the  world  of  Fan*  for  Heating  and 
Ventilating,  Drying.  Mechanical  Draft,  Blowing.  Cooling  and 
Conveying — also  L.ngii.e*,  lurbine*.  Motor*.  Economizers,  and 
Generating  Set* 


I 


rlevam 


Trade  Mark 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

i' KM  K  N  I'.  I.I  ME,  AND  BRICK 
Cement-  delivered  in  6  barrel  lots,  $1.85  per  bbl.; 
with  bag*.  $'.''.'5;  car  lota,  $1.36  on  the  track, 
with  pkgs  .  $1.75. 

I.ime  gifN  :»V.  while  40c  per  HM1  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick  — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick.  $11  to  $14;  grey.  $11  to  $12; 
wire  cut  brick  (or  foundation  work,  $S.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported.  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $8.60 
at  the  mill;  $8  50  delivered  on  job.  Paving 
brick.  No.  1.  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14 ;  paving  blocks,  No.  1,  $24  per 
M.  ;  No.  2.  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile.  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto: — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE.  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car : 

Crushed  stone— 2  in.,  $1.20;  1  in.,  $1.25;  H-in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  (t., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-ln., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12  in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  %  by  9 
and  10-in.  pine  shelving,  $33  to  $36;  Ji  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$275 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.76. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14,  14  x  16,  $38.00;  10  x  16, 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$38.60;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars— $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3.50;   small  sizes  $3.26. 


Steel  Plates  tank  and  boiler,  $3.50  per  100  lbs.; 
%  in.,  5/10  in.  and  ft  in.,  $3.50  per  100  lbs. ; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron —  28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $34  per  net  ton;  6-in.  to  12- 
in.  $33;  12-in.  up  $32.50,  with  $1  extra  for 
gas  pipe. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.:  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft. ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24  in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal. ;  red  lead, 
dry,  $14  per  100  lbs.;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
80c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Hydrated,  $14  per  ton;  lump,  $8. 

Brick — No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic  No.  1,  $14;  red  rustic  No.  2,  $12; 
buff  (smooth),  $21;  buff  (rough),  $25;  C. 
P.  R.  50c.  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
$10.50;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight   pipes    (per   foot) — not    reinforced,  8-in. 
26c. ;  9  in.  30c ;  10-in.  34c ;  12-in.  40c ;  16-In. 
60c;  18-in.  74c.     Reinforced,  18-in.  90c;  21- 
In.  $1;  24-in.  $1.20;  30-ln.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  ^-in.,  $1.65;  f|-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.80,  1  in. 
i  1  in.  i  !<  in.,  26c.  extra;  H  in.  x  H  in. 
x  'A  in.  50c.  extra.  Boiler  plates — %  In. 
thick  and  thicker,  $4.00.  Circular  plates — 
Flange  quality,  80  in.  dimension  and  over, 
$4.25;  under  30  in.  dimensions,  $4.75.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearinp  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight  pipe   (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1; 
24-in.,  $3.25.    Bends,  each  75c,  $1.20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.    Double  collar,  75c, 


$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2yi  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard   wall   plaster  —  $12  per  ton.        Plaster  of 

Paris— $2.35  per  bbl.  Rope— Best  Manilla. 
22}4c.  basis  per  pound;  British  manilla,  18c. 
basis;  sisal  rope,  13l4c.  basis;  lath  yarn 
cents.  Boiled  linseed  oil — in  barrels  90c.  per 
gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
87^c.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick— No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25 ;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
Ji-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel — Per  yd.,  delivered,  $1.85. 

Crushed  Granite— lyi  and  2-in.,  $2.65;  J$-in.  and 
1-in.,  $2.90;  J<-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55:  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $65;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  6,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  x  12,  8  x  12,  $39 ;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18.  18  x  20,  $42;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  554 -in.  ditto,  $4.40;  8-in.  pine  base,  $0; 
10-ln.,  $7;  4-in.  pine  window  stool,  $7.60. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  band 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round   bars,   $2.35   per    100   lbs. ;  square 
twisted,  $2.45  per  100  lbs.  ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  62) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


44 


THE  PLASTER 
THAT  LASTS " 


Founded  on  the  sound  basis  of  pure  raw  materials  and 
fathered  by  science  and  experience  in  the  making  "Pillar" 
Brand  Wall  Plasters  have  no  equal. 

Our  line  is  extensive  —  covering  everything  in  Gypsum 
Products — from  crude  rock  to  the  finest  Dental  Plasters. 

Shipments  to  anywhere  by  rail  or  water 

The  Iona  Gypsum  Co.,  Limited 

IONA,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  fiuiu  page  GO) 
SEWER  PIPE 
Sewn  Pipe  — Wliolctalc  prices  (.  o.  b.  Winnipeg, 
V*t  It,  3  in..  0  eenlj;  4  in..  11  cenls;  5  in., 
Itt  COltoS  0  ">•.  cents;  8  in.,  30  cents; 

»  In.,  35  cenls;  10  in.,  40  cents;  11!  in.,  50 
cents;  15  in.,  75  cents;  IS  in.,  $1.00;  20  in., 
*l  5";  24  in..  |2.00 

SUNDRIES 

Hard  Wall  Plaster—  Unsanded,  $13  per  ton;  sand- 
ed, $7.5".  delivered  on  job.  Plaster  of  Paiis, 
H&50  per  ton;  Hammer  Brand,  $3.75  per 
bbl..  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils— White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil.  in  bbls.,  98 
Cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead.  $10.00  per  100 
lbs.;  putty  in  bulk,  $8.26  per  bbl.;  putty  in 
25  1b.  tins.  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal..  $3.10. 


VANCOUVER  PRICES 

CEMENT.  LIME.  AND  BRICK 
Cement— Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime  $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.60  to  $13.00  in  car  lots  f.o.b. 
Vancouver  ;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouvei  ;  pressed  hulT  brick  $40  at  ware- 
house; $.'!.'!  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  Ion  in  car  lots. 

SAND  AND  GRAVEL 

Sand — lliick  and  plaster  sand  $1.35  per  cu.  yd. 

f.o.b.  bunkers. 

Gravel—  $1. '5  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  x  10  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feot, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 


STEEL  AND  IRON 

Vancouver  prices  f.o.b.  warehouse : 

Steel  —  (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron— 28  gauge,  $7.50  per  100  lbs. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheets 

$6.65,  5,  9  and  10  ft.  sheets,  $6.80  per  square. 
Black  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on   size,   quantity   and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 


SEWER  PIPE 

Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4 -in.,  12^c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15  in., 
$1.05  ft.;  lS-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 

24-in.,  $2.25  (all  net  prices). 


SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime — $13  in  car  lots. 

Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.t 

Vancouver. 

Rope — Manilla,   full   coil,   16c  basis;   2nd  gra^*> 
14j4c  basis;  sisal  rope,  12!4c  basis. 


PAINTS  AND  OILS 
Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.90  per  100  lbs. 
100  lbs. 

Boiled  linseed  oil — Tn  bbls.,  $1.07  per  gal.  of  9 
lbs. 

Raw  linseed  oil — In  bbls.,  $1.05  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs. ; 
putty  in  bulk,  bbls.,  $4.00;   putty  in  25-lb. 

tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


The  "No  Increase  in  Price"  Policy 

HERRINGBONE  \\\Qy*  Lath,  gauge  for  gauge,  will  resist  hard  wall  corrosion  sixty-one  per 
cent,  better  than  lath  made  from  ordinary  steel.     In  other  words,  ordinary  metal  lath  would  have  to 

weigh  sixty-one  per  cent,  more  than  Herringbone  fyiov*  ^at'1  'n  or<^er  to  'Je  eclually  efficient.  This 
means  it  would  have  to  cost  about  fifty  per  cent,  more  in  order  to  compete  with  copper  alloy  quality. 

Yet  when  Herringbone  Metal  Lath  was  changed  from  ordinary  steel  to  copper  alloy  the  old 
price  to  the  consumer  was  not  changed.  Same  price — sixty-one  per  cent,  more  quality.  At  first 
glance  it  would  appear  that  the  management  have  lost  a  great  opportunity. 

We  believe  that  in  adopting  this  generous  policy,  we  have  gained,  instead  of  lost,  an  opportun- 

itv.    For  even  before  Herringbone  lath  was  made  of  copper  alloy  its  superior  stiffness,  selvage  edge, 

and  plaster  saving  qualities  made  it  the  standard  specification.   And  now,  with  this  final  improvement 

in  quality  and  the  price  unchanged,  its  superiority  is  absolutely  unassailable.     Every  thinking  man 

-,.        tt     •    l       Copper  T    ...  i 
will  use  Herringbone    .\nov    Lath  now. 

Clarence  W.  Noble         -         General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  fir  IRON; 
GOODS  CO.,  Hamilton 


"As  Strong  as  the  Pipe" 

Interlock  Welded  Necks 

Will  eliminate  two-thirds  of  your  joint 
trouble.  How?  By  eliminating  two-thirds 
of  your  joints  with  their  bolts,  gaskets  and 
liability  to  leak.  An  Interlock  Neck  is  much 
lighter  than  a  cast  iron  or  steel  fitting,  al- 
though "as  strong  as  the  pipe." 
We  design  and  execute  complete  piping 
contracts. 


PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  ( 
PITTSBURGH,  PA. 


■A 


ATWOOD  ATWOOD 
ENGINEERS    FOUNDERS  MACHINISTS 

Represented   by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BR1DGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"  Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:  — 
Bridgeburg,  Ontario,  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg 
New  York,  N.   Y.,  30  Church  Street 
Shops:— Bridgeburg.  Ont. 
Built  for  C.P.R.  Montreal   Chicago,  111.  Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Oj.-  .SO  Yard  Mixer 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto       -  Canada 
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Civil 

Contractors 

Electrical 

Directory  of  Engineers 

Special 

Mechanical 

Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

WUUl    Cblpman      Geo     H,  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage   hisposal.   Water   Power  Development 

Tel.  Long  Distance  Uptown  (1740  41 

New  Birks  Building,  MONTREAL 


01  R  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 

crcle.  of  marble,  aranite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


STICK  TO  IT 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

CONTRACT  RECORD 
&  Engineering  Review 
TORONTO 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian. 
American  and  European 
Works. 

aod  MH."dL?fcorie.:  MONTREAL 

Branch    Offices    and    Laboratories — 
TORONTO,  WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG  CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGill 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water   Powers,  Structural  Steel,  Bridges, 

Buildings,  &c,  &c. 
IVA    Gosford   St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt. 
Thos.  C.  Irving,  Jr. 


Charles  Warnock 
Jas.  W.  Moffat 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,      -  Montreal 
Branches  : 

Toronto  Vancouver  London,  England 


ANGLINS 

M  LIMITS  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


All  building  work 

LARGE  OR  SHALL 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

l-hone  Office  and  Works: 

Main  904-906  6'2  Esplanade  E.,  Toronto 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATCW  PC       SECURED  OR  OUR 
rft  I  Cil  I  O         FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa,  Canada 


Tbe  Automatic  Surveyor  Level 

Make  your  Preliminary  Survey  with 
the  New 

Dikeman  Automatic  Surveyor  Level 

Accurate  results  guaranteed. 
Send  for  Circular. 

Dikeman  Surveyor  Company 

Detroit,  Mich.  Windsor,  Ont. 


Crushed 
Stone 

BRICK 


Cut 

Stone 
SAND 
Morrison  &Co.,  ^oVtrTal5' 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 
Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement    Testing   and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago ;  Glasgow  and  London,  Eng. 
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Water  Supply 
from 
Deep  Wells 

is  obtained  at  a 
minimum  cost  by 
use  of  our  deep 
well  pumps. 

Write  for  Bulletin  26 
explaining  the  use  of 
Cook's  Patent  Brass 
Tube  Well  Strainer. 

A.  D.  COOK 

Lawrenceburgj  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue:  Mailed  Upon  Request 


Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


OUR  LINDSAY  WORKS 


We  Manufacture 
Water  Wheels,     Hydraulic  Governors, 
Centrifugal  Pumps,       Mill  Machinery 
Fly-Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  nave  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San   Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


%  53 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:   130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tont  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1615-1616 
Private  exchange  connecting  all  department! 
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ASK  YOUR  DEALER  or  Send  to  Us  for  New  Catalog 

Forges    Hand  and  Power  Blowers 
Drills      Punches  and  Shears 
Pumps    Combination  Woodworkers 

Fan  System  Apparatus  of  All  Kinds 

Canadian  Blower  &  Forge  Co.,  Ltd. 

Factory  and  Main  Office:    Berlin,  Ont. 

St.  John  Montreal  Toronto  Winnipeg  Vancouver 


We  Specialize  in 

STEEL  ELEVATOR  BUCKETS 


For  all  kinds  of 
work 


Buffalo  Elevator  Bucket 


Empire  Elevator  Bucket 


Salem  Elevator  Bucket 

Our  Buckets  carried  in 
stock  by  all  leading  dealers 

Before  placing  your  next  order 
for  Buckets  GET  OUR  PRICES. 
Catalogue  upon  request. 


Stone  or  Ore  Bucket 


V  Shape  Elevator  Bucket 


John  Radigan  &  Company,  Hamilton,  Canada 
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Works  at  Walkerville.  Ontario 


VALVE.  HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

Britiih  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1916 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Tust  published  by  the  McGraw-Hill  Book  Co. 
223  pages,'  illustrated:  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished   in    1915    by    McGraw-Hill    Book  Company, 
pages,  illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in   1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1916  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.60. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Tust  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.(10. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus 
trated.     Price  $1.60. 

Practical    Mathematics   for    the    Engineer    and    Electrician,  by 

Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  266  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 
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Increase  Your  Efficiency 
in  Wire  Rope  Service 

By  ordering  "Made  in  Canada"  Rope 
from  our  Warehouses  in 

Montreal,  Winnipeg  and  St.  Catharines 

The  DOMINION  WIRE  ROPE  CO.,  Limited,  MONTREAL 


Industrial  Works  Locomotive  Cranes 


STEAM,   ELECTRIC  and  GASOLINE 
for  Fast,  Efficient  Service  used  with  a 

GRAB    BUCKET,    HOOK,  LIFTING 
MAGNET  OR  AS  A 


Pile  Driver 

■ 

We  give  below  an  illustration  of  "Marion"  Model  281 


Excavator  and  Drag  Line  Machine 


used  on  the  Halifax  Harbour  Work 


We  can  deliver  you  immediately 
from   stock   a   duplicate  of  this 

"Money  Saving"  Machine 


Branch : 

St.  Catharines,  Ont. 


Head  Office: 

MONTREAL 


Vol.  30 


Toronto,  July  19,  1916 


No.  29 


Rogers  Cement 


Rogers  St.  Marys  Mills 


The  illustration  shows  our  mills  at  St.  Marys,  Out.,  where  Pyramid 
Brand  Cement  is  produced  by  the  semi-wet  process.  Capacity  is  900.000 
barrels  a  year. 

We  have  excellent  shipping  facilities  by  C.P.R.  or  G.T.R.,  and  can  guar- 
antee prompt  deliveries  of  uniform  high  grade  cement. 

Such  jobs  as  the  Eugenia  Falls  Dam,  Crawford  St.  Bridge,  Toronto,  and 
Ojibway  Highway  testify  to  the  quality  of  Rogers  Cement. 

LET  US  QUOTE  YOU. 

Alfred  Rogers,  Limited 


28  King  Street  West 


Toronto 


Ontario 
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CHAMPION 

MANUFACTURED  BY  "Champion"  Road  Builders'  Sprinkler 

The  Dominion  Road  Machinery  Co.,  Limited 

WRITE  OUR  NEAREST  BRANCH 
118  Mollis  Street,  Halifax,  N.S.  Cor.  8th  Ave.  and  3rd  Street  West,  Calgary,  Alta. 

51S  Power  Building,  Montreal,  Que.  10l.'.'?7  109th  Street,  Edmonton,  Alta. 

89  Dalhousie  Street,  Quebec,  Que.  609-013  Bank  of  Ottawa  Building,  Vancouver,  B.C. 

413  Mclntyre  Building,  Winnipeg,  Man. 

Factory  and  Head  Office-  ....  GODERICH,  ONTARIO 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT — 

2 — 6  x  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6l/2  x  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
i — 5  x  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  y2  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6%  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line — We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLANT  1790  St.  James  Street,  Montreal, Que.        —Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

K  LEONARD  &  SON'S  St.  John,  N.  B.  KELLY-POWELL,  LTD  McArthur  Bid*.  Winnipeg-, Man. 
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Why  Not  Get  the  Best? 

When  spending  your  money  or  suggesting  to  others  the 
spending  of  money  for  Rubber  Goods,  why  not  insist 
on  the  best? 

In  that  respect  you  run  no  risk  when  your  choice  is  from 
the 

DOMINION  RUBBER  SYSTEM 

Dependable  quality  in  the  Rubber  Goods  we  manufac- 
ture for  contractors  and  builders  is  an  assured  fact,  and 
back  of  all  is  our  unequalled  service  which  always  gives 
satisfaction. 

No  matter  what  the  need  in  rubber  may  be,  write 
to  our  nearest  Branch  or  direct  to  our  Head  Office 

Canadian  Consolidated  Rubber  Co. 

Limited 

Montreal,  P.  Q. 

28  "Service"  Branches  Throughout  Canada 


i 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-ln.  pipe 
in  a  trench  ready  for  filling. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
rumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Worki :  Seigneurs  &  William  Sta.,  Montreal. 
Manufacturer!  of  Boilers,  Caatinga,  Condenaera,   Elevatora,  Engines,  Filters,  Forginga,  Hydraulic 
Machinery,  Pumpa,  centrifugal  and  reciprocating.  Steam   Turbinea,   Tanka,   Water   Whaela,  Water 

Worka  Planta. 


Lachine  Water  Worka' 
Three  million  gallons,  eighty  pounds  domestic,  160lba.  fir. 
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Pay  for  Themselves  With  the 
Repairs  They  Prevent 


Don't  think  because  Pedlar  Culverts  are  ack- 
nowledged the  most  durable  and  long-lasting  that 
their  cost  must  be  in  proportion  to  their  high  value. 
Pedlar  Culverts  actually  are  the  most  economical 
culvert  you  could  install.   They  save  their  cost  over 


and  over  in  the  repairs  they  prevent.  They  main- 
tain the  good  condition  of  the  community's  roads 
and  preserve  property  value,  at  the  lowest  possible 
repair  cost. 


PEDLAR'S 


~  CULVERTS 


f1ETAI>« 

are  the  logical  culverts  for  permanent  good  roads    and  entire 
satisfaction  all  round.    They  are  made  of  <3ift£$*  the  strongest, 
most  durable  metal  for  the  purpose  known.    Cannot  rust,  rot 
or  corrode,  and  is  unaffected  by  frost. 

Pedlar  Culverts  are  supplied  in  all  sizes  from  8  in. 
84  in.  in  diameter  and  shipped  assembled  up  to  40  feet. 

The  Culvert  Reference  Book  No.  4  C.  R.  is  prov- 
ing one  of  the  most  valuable  aids  to  those  concerned 
in  culverts.  Its  valuable  drainage  tables  and  im- 
portant data  are  worth  preserving.  The  book  is 
free.    Write  for  it. 

THE    PEDLAR    PEOPLE  LIMITED 

(Established  1861) 
Executive  Office*  and  Factories  :  OSHAWA,  ONT. 

Branches:   Montreal  —  Ottawa      Toronto  —  London  —  Winnipeg 


LONDON  Batch  Mixer 

LOOK  HOW  HIGH  THE  SKIP  RAISES!  Not  necessary 
to  pound  the  bottom  out  of  the  skip  in  order  to  charge  the  drum. 

London  Batch  Mixers  are  Built  to  Last  a  Life  Time.  They  will 
produce  a  Batch  of  Concrete  every  Sixty  Seconds.  A  Creamy, 
Smooth  Mixture.    Just  what  your  Engineer  is  looking  for. 

Why  two  thousand  in  use?  Because  every  Mixer  sold  sells 
ten  more. 

We  make  Twenty-three  different  sizes  of  Mixers.  Send  for 
Catalogue  No.  1. 


CHAMPION  HOIST 


Direct  connected.  No  lost  power.  Built  very  strong.  A  high 
grade  hoist  at  a  moderate  price.  We  make  a  full  line  of  Hoists, 
both  Gasoline  and  Steam. 

Send  for  Catalogue  No.  23,  stating  requirements. 

London  Concrete  Machinery  Co.,  Limited 

LONDON,  ONARIO 

Branches  and  Agencies  in  every  large  City  in  Canada. 
World'i  Largest  Manufacturerg  of  Concrete  Machinery  and  Cement  Working  Tools 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS 

The  follow  ing  i  emulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
QUftrtei   |'.ik<\  lix  headings;  half  page,  twelve     headings;     full       page,     twenty-four  headings. 


Air  Completion 

l  in     Ingcitoll  Rand   Co.,  Ltd. 
PUlt  lion  Work* 

Aluminium 

SplelntMin  Agencies  Rcgd 

Air  Hoiili 

Northern  Crane  Woiki 

Architectural  Iron  Work 

Canada  Wire  &  lion  (.oods  Co. 
McCiegor    &  Mclntyre 

Architectural  Terra  Cotta 

Toronto  Plate  Class  Iinp'tg.  Co. 

Ash  Hoists 

Cillis  &  Geoghegan 

Asphalt 

Asphalt  &  Supply  Company 

Asphalt  Shingles 

Bird  &  Son. 

Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 

Blowers  and  Compressori 

Canadian  Blower  and  Forge  Co. 
Can.  I  ngersoll  Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd..  B.  F 


Boiler* 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh   &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 

Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Brick 

American  Enamelled  Brick  Co. 

Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 

Buckets 

Beatty  &  Sons,  M. 
Canadian    Link-Belt  Company 
Hopkins  &  Co..  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Mansfield    Engineering  Co. 
Radigan   &  Company,  John 

Brick  Machinery  and  Supplies 

Sheldons  Limited 

Bridges  (Steel) 

Canadian  Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dickson  Bridge  Works 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pituburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Building  Papers 
Bird  &  Son. 


Cable 

Canada  Wiie  &  Cable  Company 
Dominion  Wiic  Rope  Co.,  Ltd. 
Standard  Underground  (.able  Co. 
of  Canada.  Limited 

Cable  Excavators 

Matislicid  Engineering  Co. 

Cable  Terminals 

Standard  Underground  Cable  Co. 
of   Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

l  iussed  Concrete  Steel  Co. 

Cedar 

B.  C.  Lumber  Commissioner 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
llritnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 
Blair,  B. 

Dominion  Concrete  Company 

Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 

Goold,  Shapley  &  Muir  Co. 

Hopkins  &  Co..  F.  H. 

Ideal  Concrete  Machinery  Co. 

London  Concrete  Machinery  Co. 

Mussens  Limited 

Wettlaufer  Bros. 

Concrete  Sewer  Pipe 

Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 

Foster.  W.  L. 
Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Iioving  Hydraulic  &  Engineering 
Company 

Can.  Fairbanks-Morse  Company 

Dake  Engine  Company 

Dominion  Road  Machinery  Co. 

Goodwin,   Barsby   &  Company 

Marsh  &  Henthorn 

Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Canadian    I  .ink- Belt  Company 
Goodwin,  Barsby  &  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 

Core  Drills 

Can.  Ingei  soli  Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 

Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 

Iioving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  II. 
Northern   Crane  Works 
Pollard  Mfg.  Company 


Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora 
tion 

Crushed  Stone,  Limited 
llagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 


Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 

Canadian   Equipment  Company 

Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.  Co.,  Philip 

Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric  Impulse  Clocks 

Gent  &  Company 

Electric  Water  Systems 

Ontario    Wind   Engine  &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American   Enamelled    Brick  & 
Tile  Company 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.  Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 

Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 

Ferro-Concrete  Chimneys 
Pelletier  &  Fils.  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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A  history  of  the  Welland  Canal  is  not  complete  without 
the  story  of  the  Western  Air  Dump  Car  which  is  making 
the  Welland  Canal  and  other  great  projects  possible. 


The  Western  Air  Dump  Car 
has  been  an  indespensible  fac- 
tor in  every  great  earth  moving 
project. 

Because  in  no  other  way  can 
large  quantities  of  earth  be 
moved  so  rapidly  and  econom- 
ically. 


SAVES  TIME 
SAVES  LABOR 
SAVES  MONEY 

Made  in  all  sizes  to  fit 
the  job,  from  V2  cu.  yd. 
to  12,  16,  20  and  30 
cu.  yd.  capacity. 

Tell  us  rour  prob- 
lem; we'll  tell  you 
what  car  to  use. 


Western  Cars  on  Panama  Canal. 


Built  to  carry  great  loads 
Built  to  speed  the  work 
Built  to  cut  down  costs 
Built  to  endure 


Send  for  our  latest  catalog. 


READ  THIS  RECORD: 

WellandCanal—  Go  see 
the  Western  Air  Dump 
Cars  handle  the  earth. 


Western  I  2  yd.  car  in  dumped  position. 


Selkirk  Tunnels. — Western  cars  took  care  of  the  excavation. 

Winnipeg  R.  R.  Yards. — Western  cars  were  used  in  grading. 

Halifax  Docks. — Western  cars  helped  in  the  great  work. 

Montreal  Municipal  Improvements. — Western  cars  did  the  hauling. 

Panama  Canal — More  than  900  Western  Air  Dump  Cars  used  in 
this  mighty  constructive  work. 

Western  Wheeled  Scraper  Co. 

Builders  of  Earth  and  Stone  Moving  Machinery 
AURORA,  ILL.,  U.  S.  A. 

Represented  in  Canada  by  the 

CANADIAN  EQUIPMENT  CO.,  Guaranty  Trust  Bldg.,  MONTREAL 


Western  cars  building  Selkirk  Tunnel. 


I 


THE   CONTRACT  RECORD 


July  10,  1916 


CLASSIFIED    INDEX   TO   ADVERTISEMENTS— Continued 


Fire  Escapes 

I'enms  \Vire  &  Iron  Works  Co. 
Manitoba  Driller  &  Iron  Works 
McGragOl  &  Mclntyre 

FUf  Poles 

Ontario   Wind   Engine  &  rump 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart  Mfj;.  Company,  las. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Gas  Engines 

CiOoldT  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Good,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governor* 

Boving  Hydraulic  &  Engineering 
Company. 

Gravel  Buckets 

Mansfield  Engineering  Co. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 
Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Heat  Insulating  Materials 

Armstrong  C  ork  Company 

High  Duty  Pumping  Engines 

Tlatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Iteatty  &  Sons,  M. 
Canadian  Ingersoll-Rand  Co. 
Gillis  &  Geoghcgan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Hcnthorn 
Mussens  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Heatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 

Northern   Crane  Works 

Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American  Lead  Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotive  Hoists 

Canadian   Link-Belt  Company 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 


Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 


Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 


Paving  and  Paving  Materials 
Aspnalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian  Dolarway  Pacing  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


Canadian  Pacific  R.  R.  Office  Building 
Dominion  Bridge  Co.  Steel  Fabricator* 
Structural  Steel  Painted  with 
"SUPERIOR  GRAPHITE  PAINT" 


The  Structural  Steel  of 

The  Highest  Commercial  Buildings 

in  the  British  Empire 
are  protected  by 

"SUPERIOR  GRAPHITE 
PAINT" 

The  use  of  this  Paint  absolutely  insures  steel 
against  damage  by  Rust  or  Electrolysis. 

SPECIFIED  BY  LEADING  ARCHITECTS 

Because  it  has  Twenty-five  years  of  proven  service 
to  its  credit. 

Made  only  by 

DOMINION  PAINT  WORKS,  LIMITED 


Montreal 
Toronto 


WALKERVILLE,  ONT. 


Winnipeg 
Vancouver 


Made  in  U.S.A.  by  DETROIT  GRAPHITE  CO,  Detroit.  Mich. 
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QUALITY    /.    .*.  SERVICE 


STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

Railway  Track  Equipment 

As  Manufacturers  of  material  required  by 
you,  we  are  interested  in  securing  your 
business,  and  if  given  an  opportunity 
to  quote  on  your  specifications, 

WE  WILL  GET  IT 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 

HAMILTON       TORONTO       MONTREAL  WINNIPEG 
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Pil'C  and  Boiler  Coverings 

I  >omiition  Paint  Woiks 

Paiatl  (Budge  and  Structural  Iron 
and  Pipe  Coating) 


Spirlmann  Agencies 


I'ateison  M(g.  Company 

rs  (Ugd.) 

Pencils  (Lead) 
American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  lion  Goods  Co. 

Pile  Driving  Machinery 
Itcattv  &  Sons.  M. 
Canadian    Ingersoll-Rand  Co. 
Hopkins  &  Company.  F.  II. 
Matsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 

Awustrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  II. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
lona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  works 

Beatty  &  Sons,  M. 

Moving  Hydraulic  &  Engineering 

Company  , 
Canadian  Blower  and  Forge  Co. 
Canadian   Fairbanks-Morse  Co. 
Canadian  Ingci  soil-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  II. 
Inglis  Company,  John 
Mi  Dougall  C  aledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 

Piatt  Iron  Works 

Watvrous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H, 
Goodwin,  Barsby  &  Company 

Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  II. 


Ready  Roofing 
Bird  &  Son 


Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Dominion  Road  Machinery  Co. 
Hopkins  &  Company,   F.  H, 

Watcrous  Engine  Works  Co. 

Roofing  Material 
Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.   Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Sand  and  Gravel  Plants 

Mansfield  Engineering  Co. 

Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 

Scales 

Can.  Fail  banks-Morse  Company 
Wilson  &  Son,  C. 

Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.   Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 


Skylights 

Pedlar  People  Limited 


Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 
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Model  A  Hoist  in  operation. 
After  load  is  raised  to  proper 
point,  hoisting  head  revolves  on 
ball-bearings  and  can  is  deposit- 
ed on  sidewalk  without  lifting. 


An  Important  Advantage  of  the  G  &  G  Telescopic  Hoist  Model  A 

The  Patented  Gear  Shifting  Device 

GEARS  are  automatically  thrown  out  of  mesh  whenever  the  brake  lever 
is  used  to  lower  load.  Empty  cars  are  rapidly  lowered  because  no- 
thing moves  but  cable  drum.  The  hoisting  handle  does  not  revolve 
when  brake  is  used.  This  is  but  one  of  the  numerous  superior  features  asso- 
ciated only  with  the  G  &  G  Telescopic  Hoist. 


"Made  in  Canada' 


'Made  in  Canada"  a 


merit 


Model  A  Hoist  illustrated  raises  load  at  speed  of  30  feet  per  minute.  It  is 
operated  from  grade,  insuring  fullest  protection  for  both  public  and  operator 
against  injury  due  to  open  hatch. 

Every  hoist  is  subjected  to  thorough  working  test  before  shipment,  and  is 
compact  in  construction,  easily  installed  because  shipped  completely  assembled. 
No  pit  is  required — heel  of  hoist  rests  on  basement  floor. 

Write  for  Booklet  "A." 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


BLACK      BUILDING     SUPPLY    WM.    N.    O'NEIL    CO.,  LTD. 
CO.,   LTD.,  TORONTO,  VANCOUVER, 

Aftent«  fc  Ontario  Agents  for  British  Columbia 


&  8.  H.  THOMPSON  St  CO..  W.  T.  GROSE, 

LTD.,  MONTREAL  Agent  for  Manitoba,  Saskatchewan, 

Agents  for  Quebec.  Alberta,  Winnipeg. 
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Burlington  Steel  Co. 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Twisted  Squares,  Angles,  Flats, 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 
3/4',  7/8"  and  1    Channels  for  use  with  Metal  Lathing 
Prompt  Shipment  from  Stock 


Macadam  Roads 


must  be  built 
of  a 

Tough 
Stone 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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Ten  Good  Reasons  for  Specifying 
W  ire -Cut  Lug  Brick  for  Paving 


I  Wire-cut  lug  brick  have  proven  their  superiority 
in  service.  A  wire-cut  lug  brick  is  not  a  new 
brick  or  an  experiment.  It  is  a  wire-cut  brick  with 
absolutely  uniform  lugs,  and  it  is  a  well  known  fact 
that  the  old  wire-cut  brick  streets  have  given  the 
best  service  under  traffic. 

O     \11  wire-cut  lug  brick,  subject  to  slight  varia- 

*  tions,  are  of  standard  size,  8J/2  inches  long  by 
inches  wide  and  4  inches  deep,  and  lay  40  brick 

to  a  square  yard.  If  local  conditions  of  traffic  justify 
same,  these  brick  can  be  used  3J/£  inches  or  3  inches 
deep  but  of  the  standard  surface  measurements. 

0  The  rough  sides,  uniform  contact  lugs  (no  bar 

*  lugs  allowed)  and  the  square  edges  insure  a  per- 
fect bond  the  entire  depth  of  the  brick  and  also  a 
bond  much  stronger  than  is  obtained  with  the 
smooth,  round-edge  repressed  brick.  A  4-inch  wire- 
cut  lug  brick  gives  a  4-inch  bond,  but  a  4-inch  re- 
pressed brick  with  round  edges  gives  only  a  3^-inch 
bond  and  that  may  be  very  imperfect  owing  to  the 
smooth  sides  and  the  nonuniformity  of  the  lugs. 

A  W  ire-cut  lug  brick  are  made  by  30  independent 
competing  companies  and  the  list  is  constantly 
increasing.  The  brick  are  marketed  at  the  same  price 
as  the  repressed  brick  of  the  same  manufacturer's 
make,  since  the  small  royalty  paid  is  saved  in  the 
process  of  manufacture.  The  Dunn  Wire-Cut  Lug 
Brick  Company  licenses  reputable  companies  which 
demonstate  their  ability  to  make  good  wire-cut  lug 
brick. 

C    The  interior  structure  of  wire-cut  lug  brick  is 

*  uniformly  denser  than  that  of  repressed  brick. 
On  account  of  their  square  edges,  wire-cut  lug  brick 
in  the  first  450  revolutions  of  the  rattler  lose  from 

1  to  2  per  cent,  more  than  repressed  brick;  but  no 
allowance  is  asked,  for  wire-cut  lug  brick  at  the  end 
of  the  test  show  an  abrasion  loss  usually  about  the 
same  as  repressed  brick,  and  sometimes  less.  Thus, 
the  user  of  wire-cut  lug  brick  really  is  getting  a 
quality  that  is  2  per  cent,  better  than  is  shown  by 
test. 


C    Wire-cut  lug  brick  are  made  on  engineering  lines. 

The  square  edges  aid  the  engineer  in  obtaining 
a  smooth  pavement,  and  a  pavement  in  which  the 
filler  will  not  chip  out  under  traffic,  as  it  does  from 
round-edge  repressed  brick.  The  engineering  de- 
partment of  the  Dunn  Wire-Cut  Lug  Brick  Company 
is  continually  investigating  methods  of  construction 
and  is  at  your  service  at  any  time,  in  an  advisory 
capacity,  as  to  methods  of  construction,  and  proper 
inspection  of  material. 

f    The  Dunn  Wire-Cut  Lug  Brick  Company  has 

*  its  own  ceramic  engineer,  whose  duty  it  is  to  ren- 
der free  advisory  service  to  companies  making  wire- 
cut  lug  brick,  and  to  endeavor  in  every  way  to  im- 
prove the  quality  of  the  brick  at  the  plant. 

0  The  advantages  of  wire-cut  lug  brick  are  recog- 

*  nized.  These  brick  are  specified  exclusively  by 
St.  Louis,  Mo.;  Baltimore,  Md.;  Wilmington,  Del.; 
Toronto,  Canada,  and  many  other  cities,  and  they 
are  preferred  by  numerous  state  highway  depart- 
ments. 

Q    On  January  1,  1916,  wire-cut  lug  brick  were  in 
use  in  436  places  and  they  were  admitted  in  the 
specifications  of  more  than  2,500  places. 

1  f\    If  the  choice  between  wire-cut  lug  brick  and  re- 

pressed  brick  is  left  to  the  contractor,  he  may. 
(m  his  first  job,  use  the  repressed  brick,  claiming  that 
the  repressed  brick  takes  less  filler.  We  admit  this 
claim,  and  it  substantiates  our  contention  that  wire- 
cut  lug  brick  makes  the  best  pavement,  because  the 
filler  goes  down  to  the  bottom  of  the  brick  and  in- 
sures a  good  bond  its  entire  depth.  After  his  first 
experiment,  the  contractor  recognizes  this  advantage 
and  becomes  an  advocate  of  wire-cut  lug  brick. 
Wire-cut  lug  brick  are  made  by  30  independent  com- 
peting companies,  operating  48  plants.  Write  for 
data. 


The  Dunn  Wire-Cut 

(LICENSORS) 
CONNEAUT  : 


Lug  Brick  Co. 

OHIO 
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MONNOYER 

Chimneys 
Water  Towers 
Condensors 
Silos,  Etc. 

The  Monnoyer  is  the  very- 
latest  method  of  erecting  the 
above  structures.  It  is  re- 
volutionizing the  use  of  ce- 
ment in  buildings  of  this 
kind.  A  tremendous  saving 
in  time  required  for  erection. 
Saving  in  weight  and  found- 
ations. Greater  beauty  of 
outline.  All  round  superior- 
ity. 


T.N.R..  Quebec,  198'  high,  9'  diameter 

MONNOYER'S  SYSTEM 

recently  introduced  to  this  country  by  us,  has 
so  many  decided  improvements  on  the  ordinary 
system  of  concrete  construction,  it  is  hard  to 
credit  all  these  claims. 

We  shall  be  glad  to  send  you  full  informa- 
tion by  mail. 

Edouard  Pelletier  &  Fils 

111  Colomb  St.,  QUEBEC 

GRANTEES  FOR  CANADA 
Sales  Representatives: 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St 

MONTREAL 


CAREY 


exipaiJsioiJ 
JOINT 


The  original  and  only  Elastite 

Provides  for  expansion  and 
shrinkage      wherever  two 
units  of  concrete  come  to- 
gether    in     modern  bri< 
construction. 

Elastite  comes  to  the  job  in 
strips  or  panels  of  exactly 
the  right  dimensions  for 
use.  Place  it  in  position 
against  the  finished  work, 
and  pour  the  concrete  or 
grout  against  it  where  the 
new  unit  commences. 
It  forms  a  perfect  bond  and 
meets  every  requirement  of 
the  engineer. 

Let  us  send  you  samples  of 
Elastite  and   details,  of  not- 
able installations  in  bridges, 
viaducts   and  streets. 
Address  Elastite 


Joint 


=     The  Philip  Carey  Co. 

S         Toronto  Montr«a) 


FOR  SALE 


1  No.  2  Thew  Shovel  on  rail- 
way trucks—  $1,800.00 

1  Model  No.  28  Marion  Revol- 
ving Shovel- $1,800.00 

2  Model  No.  31  Marion  Revol- 
ving Shovels — $2,800.00  each. 

2  Vulcan  Dinkies,  9  x  14  Cy- 
linders $1,000,00  each 

W.  FRASER 


83  Craig  St.  West 

MONTREAL 
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Suam  Engines 

Sim  levant  Co.  of  Can., 


Ltd.,  it.  F 


Steam  Turbines 

Mi  I >ou»;all  i  jlnlonian  Iron  Wks 
Slurtevant  Co.  of-Can.,  Ltd..  B.  F. 


Steel 

Hopkins  Jt  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 


Steel  Bars 

ltuilington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  II. 
Steel  Company  of  lan.  Ltd. 


Steel  Pipe 

Can.  I  liicago  Mridge  &  Iron  Wks. 
Pagc-Hcrsey   Iron  Tube  &  Lead 
Co..  Ltd. 


Steel  Plate  Construction 

Walerous-  Engine  Works  Co. 


Steel  Sash 

Steel  &  Radiation  Limited 


Stone 

Hritnell  &  Company 
Hagcrsville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sackville  Freestone  Company 


Stone  Working  Machinery 

Pollard  Mfg.  Company 


Structural  Iron  and  Steel 

Hurlington  Steel  Company 

Can.  I  liicago  Bridge  &  Iron  Wks. 

DeaMqinea  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton  Bridge  Works  Co. 
ttlackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  lion  Works 
Maritime  Bridge  Company 
McGregor  &  Molntyre 
rittshui'Rli-DesMoiiics  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Surveyors'  Instruments 

Dikcman  Surveyor  Company 
Heller  &  Brightly 


Swinging  Gears 

Dake  Engine  Company 


Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,   Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Watcrous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 


Tile  Moulds 

London  Concrete  Machinery  Co. 


Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

I  .in  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
I  .imited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gai ^shore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvily  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 


Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 

Welding  Apparatus' 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company 

Wood  Tanka 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe  &  Tank 
Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  pure  carbon,  and  is  therefore  unaffected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
(  ommonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  13-11  Graphite  Paint  being  made  from  pure  Graphite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  painting  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


R  RAN  D  R  AM- HENDERSON 

■  — — — — —  ■   JL  mmmmmmm—mmmammmmmmmmm  limited 

Montreal  Halifax  St.  John  (Toronto  Winnipeg 


I 
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SHARP 

WASHED 


SAND 

In  Bins — Princess  St.  Dock 
Quality  Guaranteed 

Sar7vel  CRUSHED  STONE  traprock 


GRANITE 


Yards 


I 


G.T.R.  and  C.P.R. 


CEMENT 


Pape  Avenue  and  G.T.R 
Lansdowne  Ave.  and  Dundas  St. 
Lawton  Ave.  and  G.T.R. 
Berkeley  St.  and  Esplanade 


Washing  Plant  at  Frenchman's  Bay. 


Rogers  Supply  Co.,  Ltd, 

28  King  St.  West,  TORONTO 


Sewer 
Pipes 


High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  hricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :    St.  Johns.  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 


THE   CONTRACT  RECORD 


July  19,  11)16 


ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  . . .  58 
American  Lead  Pencil  Company  ... 

American  Well  Works    57 

Angiitis  Limited   68 

Armstrong  Cork  Company   

Art  Stone  Company   08 

Asphalt  &  Supply  Company    59 

Ault  &  Wiborg  Company   67 

Barber  Asphalt  Company  

Barber.  Frank   68 

B.  C.  Lumber  Commissioner  

Beatty  &  Sons.  Limited.  M   2 

Bird  &  Son  

Black  Building  Supply  Company  ...  10 

Blair  Company.  B   17 

Boving    Hydraulic    &  Engineering 

Company  

Brandram-Henderson  Co   14 

Britnell  Company,  Limited    62 

Burlington  Steel  Company   11 

Canada  Crushed  Stone  Corporation 
Canada  Iron  Foundries,  Limited  ..  62 
Canada  Wire  &  Iron  Goods  Co.  ..  67 

Canadian  Billings  &  Spencer  

Canadian  Blower  and  Forge  Co.  ...  70 
Canadian  Consolidated  Rubber  Co.  3 

Canadian  Ingersoll-Rand  Co  

Canadian    Inspection    and  Testing 

Laboratories    68 

Canadian    Office    School  Furniture 

Company   68 

Canadian  Pipe  Company,  Limited..  55 

Carey  Company.  Philip   13 

Canadian    Chicago    Bridge   &  Iron 

Works   67 

Chipman  &  Power   68 

Conduits  Company,  Limited   67 

Cook,  A.  D  

Crushed  Stone.  Limited   62 

Dake  Engine  Company   62 

Darling  Bros  

Dennis  Wire  &  Iron  Company  ... 

DesMoines  Bridge  &  Iron  Works.  69 

Dikeman  Surveyor  Company  

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   68 

Dominion  Iron  &  Steel  Company  . .  65 

Dominion  Paint  Works   8 

Dominion  Road  Machinery  Co.  ...  2 

Dominion  Sewer  Pipe  Company  ...  60 

Dominion  Wire  Rope  Co   72 

Dunlop  Tire  &  Rubber  Company  . . 

Dunn  Wire-Cut  Lug  Brick  Co.  ...  12 


Klk  Fire  Brick  Company   57 

Foster,  W.  L   56 

er,  W   13 

Gartshore,  John  J   52 

( lart  shore-Thompson  Pipe  &  Foun- 
dry Company   55 

Gent  Company   60 

Gillis  &  Geoghegan  ...   10 

Goodwin-Barsby   Company    54 

Goold,  Shapley  &  Muir  Company  .  .  67 

Gray  Construction  Co.,  John  V.  . . .  55 

Haddin  &  Miles   68 

Hagersville  Contracting  Company..  11 
Hamilton  &  Toronto  Sewer  Pipe  Co. 

Heller  &  Brightly   55 

Hopkins  &  Company.  F.  H   72 

Hunt  &  Company,  Robert  W   68 

Ideal  Concrete  Machinery  Company  58 

Inglis  Company.  John    53 


Kerr  Engine  Company.  Limited 


71 


L'Air  Liquide  Society  

Lea,  R.  S   68 

London  Concrete  Machinery  Co.  . .  5 

Luxfer  Prism  Company  

MacLean  Daily  Reports   65 

MacKinnon  Holmes  &  Company  ...  66 

Manitoba  Bridge  Works  Co   18 

Mansfield   Engineering  Co   50 

Maritime  Bridge  Company   58 

Marsh  &  Henthorn.  Limited   55 

McAvity  &  Sons,  F  

McDougall  Caledonian  Iron  Works 

Company  .-   4 

McGregor  &  Mclntyre   69 

Meaford  Wheelbarrow  Company  ...  57 

Metallic  Roofing  Company    61 

Miller  &  Company,  Geo.  M  

Morrison  &  Co.,  T.  A   68 

Mueller  Mfg.  Company,  H   70 

Mussens,  Limited    58 

National  Equipment  Co   62 

National  Iron  Works    59 

National  Steel  Car  Company  

Neptune  Meter  Company   61 

Noble,  Clarence  W  


Northern  Crane  Works  

Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son.  Geo  

Ontario  Wind  Engine  &  Pump  Co.  61 
Ormsby  Company,  A.  B   18 

Pacific  Coast  Pipe  Company   55 

Paterson  Mfg.  Company  

Pedlar  People    5 

Pelletier  &  Fils,  Edouard   13 

Pittsburgh-DesMoines  Steel  Co.  ...  69 
Pittsburgh    Valve,  Foundry  &  Con- 
struction Company   67 

Piatt  Iron  Works   58 

Pollard  Manufacturing  Company  . . 

Power  &  Son  

Prest-O-Lite  Company    69 

Quinlan  &  Robertson  

Radigan  &  Company,  John   ...  ... 

Reid  &  Brown   68 

Ric-wiL  Underground   Pipe  Cover- 
ing Company   54 

Rogers  Limited,  Alfred   1 

Rogers  &  Company,  F  

Rogers  Supply  Company   15 

Sackville  Freestone  Company   54 

Sheldons  Limited  

Ship  man  &  Co.,  Harold  C   68 

Smart  Mfg.  Company,  James  

Spielmann  Agencies  Regd   57 

Standard  Clay  Products  Limited  . .  15 
Standard  Steel  Construction  Co.  ...  62 
Standard  Underground  Cable  Co.  of 

Canada   57 

Stark  Rolling  Mills  Company  

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation  

Structural  Steel  Company    62 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F.  63 

Tiffin  Wagon  Company  

Toch  Bros   60 

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   59 

Turnbull  Elevator  Company  

Vancouver  Wood  Pipe  &  Tank  Co. 

Waterous  Engine  Works  Co  

Western  Wheeled  Scraper  Co   7 

Wettlaufer  Bros  

Wilson  &  Son,  C  

Wynne-Roberts.  R.  0   6S 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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Specially 
Made 


!***'•-»"•'•  r.  *  3  Concrete 


Pipe 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 


Further  particulars  and  prices  will  be  sent  upon  request. 


B.  Blair  Company,  Limited 

Woodstock,  Ontario 
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Bar  Iron 

Carried  in  all  sizes  and  lengths 
for  immediate  shipment. 


Steel  Sheets 

A  complete  range  from  10  gauge  to  16 
gauge,  for  immediate  shipment. 


Small  Angles 

From  y4"  x  x  Ys"  to  2"  x  2"  x 
J4"  in  all  sizes,  thicknesses  and 
lengths. 

Steel  Plates 

All  sizes  from  3/16"  to  1"  thick,  in  stock 
now. 


Reinforcing  Bars  for  Concrete 

Medium  Steel,  Square  Cold  Twisted,  sizes  from  Yi"  to  1^",  lengths  up  to  60  feet.  Me- 
dium Steel,  Plain,  Round  and  Square  sizes  from  %"  to  lengths  up  to  60  feet. 

We  design  and  fabricate  all  kinds  of  structural  steel,  and  carry  at  all  times  a  6000- 
ton  stock  of  Beams,  Channels,  Broad  Flange  Beams,  Plates  and  Angles,  Rivets,  Bolts, 
Shafting.  Transmission,  Machinery,  etc.,  besides  those  mentioned  above — ready  for  im- 
mediate shipment. 

We  have  a  monthly  stock  list  that  should  be  on  your  desk.    Ask  for  it. 


Fireproof 

Ormsby  Rolling  Steel  Doors 


have  been  tested  in  actual  fire  conditions  and  pro\  ed 
absolutely  reliable. 

They  provide  fireproof  partitions  for  smallest 
openings  up  to  the  largest  theatre  use. 

Take  up  less  space  than  any  other  make.  Only 
one  and  one-half  inches  needed  over  side  of  opening 
and  from  ten  to  fourteen  inches  above. 

The  Ormsby  Rolling  Steel  Door  is  strictly  made 
in  Canada  and  can  be  supplied  with  Underwriters' 
Label  whenever  desired.  Made  in  any  size  to  be 
operated  by  motor,  hand  or  gears. 


Write  for  prices  and  further  details, 
eight  factories  to  serve  you. 


We  have 


A.  B.  Ormsby  Co.,  Limited,  Toronto 

Associated  with  The  Metal  Shingle  is  Siding  Co.,  Ltd.,  Preston,  Montreal,  Winnipeg 
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The  New  Welland  Ship  Canal 

THE  Contract  Record  devotes  a  large  part  of  this 
issue  to  a  description  of  one  of  Canada's  great- 
est engineering  projects — the  Welland  Canal. 
Anyone,  engineer  or  layman,  who  has  seen 
the  work  in  progress,  who  has  witnessed  the  difficul- 
ties overcome  and  the  ingenuity  displayed,  cannot  be 
other  than  enthusiastic  over  the  almost  superhuman 
skill  displayed  in  its  conception  and  construction. 

The  work  is  progressing  more  slowly  than  was 
hoped  when  operations  were  commenced  in  1913,  but 
this  could  not  be  otherwise  under  existing  world  con- 
ditions, and  it  speaks  well  for  the  resourcefulness  and 
stability  of  our  country  that,  in  the  face  of  a  war 
calculated  by  our  enemies  to  entirely  exterminate  us, 
we  carry  along  our  preconceived  plans  with  undis- 


turbed and  unperturbed  confidence.  This  is  all  the 
more  remarkable  since  the  Welland  Canal  is  not  a 
commercial  proposition  ;  it  is  at  the  service — without 
■money  and  without  price — to  all  ships  that  navigate 
the  great  lakes,  of  whatever  nationality. 

And  this  naturally  raises  one  of  the  biggest  prob- 
lems in  the  engineering  and  commercial  field  to-day — 
what  is  the  value  of  water  routes.  Since  the  begin- 
ning of  time  there  have  been  advocates  of  the  necessity 
of  this  means  of  transportation  and  such  great  work's 
as  the  Welland  Canal,  though  not  commercial  pro- 
positions in  the  usual  sense,  have  very  strong  advo- 
cates. Canals  have  so  many  inherent  weak  points, 
however,  that  it  is  an  easy  matter  to  argue  against 
them.  Take  the  Panama  Canal  as  an  example,  rated 
as  the  greatest  engineering  accomplishment  of  the 
age,  and  yet  the  people  of  the  United  States  have  had 
very  little  satisfaction  out  of  their  half-billion  dollar 
expenditure.  One  single  weak  point  has  rendered  the 
whole  canal  useless  for  many  months.  To  further  off- 
set this  we  have  very  rapid  developments  in  overland 
transportation. 

However,  the  unexpected  often  happens,  and  it  is 
for  this  that  many  a  great  national  work  has  been 
carried  through.  Germany,  for  example,  never  could 
have  foreseen  the  value  of  the  Kiel  Canal  in  protect- 
ing her  fleet  from  destruction  through  all  these  twenty- 
four  long  months.  Who  knows  but  that  those  who 
have  advocated  the  Welland  Canal  as  a  national  neces- 
sity may  some  day  be  equally  justified?  In  the  mean- 
time it  is  a  fine  example  of  modern  engineering  skill 
and  of  the  progress  human  beings  are  making  in  over- 
coming the  forces  of  nature.  For  this  work  Chief 
Engineer  Weller  appears  to  be  especially  fitted,  to 
whom  and  his  splendid  staff  and  organization,  plainly 
evident  even  under  present  adverse  conditions,  Can- 
ada may  look  with  confidence  for  the  successful  com- 
pletion of  this  work. 


Should  Citizens  Decide  Technical  Questions? 

THERE  has  been  too  much  of  a  tendency  to  al- 
low municipal  improvements  to  be  selected 
by  citizens.  Not  that  they  should  not  have 
an  interest  in  the  improvements  they  are  to 
use,  but  the  average  property  holder  is  technically  un- 
qualified to  judge  of  the  merits  of  any  particular  type, 
ioo  often  the  selection  of  such  municipal  improve- 
ments, as  a  filtration  plant  or  sewage  disposal  works, 
is  left  for  the  citizens  to  decide  upon  by  vole.  A  citi- 
zen most  certainly  has  the  right  to  sav  what  he  wants, 
but  for  large  engineering  jobs  he  has  not  the  requi- 
site technical  knowledge  that  will  enable  him  to  judi- 
ciously select  the  types  or  fairly  compare  the  merits 
of  alternative  types.  The  result  is  that  the  choice  is 
based  on  prejudice,  politics,  or  influence. 

The  reason  for  allowing  this  extent  of  freedom 
seems  to  be  that  people  have  a  right  to  sav  what  they 
shall  pay  for.  They  foot  the  bill  and  they  must  choose 
what  they  buy.  This  is  reasonable,  of  course,  as  far 
as  normal  purchases  are  concerned.  A  man  will  not 
buy  a  suit  of  clothes  by  specifications  as  a  Government 
purchases  army  uniforms.  But  for  the  things  thai 
call  for  a  higher  degree  of  technical  knowledge  than 
he  possesses,  he  should  allow  those  who  are  qualified 
to  do  the  specifying.  This  applies  with  considerable 
force  to  the  selection  of  street  pavements,  for  example. 
The  local  improvement  system  of  assessment  seems  to 
ascribe  to  citizens  the  right  to  select  the  type  of  pave- 
ment to  be  laid  in  front  of  their  property.'  The  result 
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i>  that,  iu>t  knowing  the  comparative  merits  of  differ- 
ent types,  the  influence  of  a  paving  company  in  many 
cases  gOVCrn>  the  clioice.  In  making  comment  on  this 
particular  subject,  the  "Engineering  Record"  says:— 
"The  average  citizen  pays  no  attention  to  the  con- 
dition of  the  streets,  though  possibly  the  advent  of 
the  automobile  requires  that  this  statement  he  quali- 
fied. Even  when  he  does  notice  them,  he  is  not  suf- 
ticienth  familiar  with  traffic  conditions  and  construc- 
tion details  to  know  why  one  pavement  proves  a  sue- 
cess  and  another  a  failure.  One  might  contend  that 
the  average  citizen  may  he  qualified  to  pass  some  sort 
of  judgment  on  the  type  in  use  on  his  own  street  for 
a  term  of  years.  Bu1  even  were  this  granted,  there 
would  >till  he  inability  to  judge  of  the  merits  of  alter- 
native types. 

"Were  the  citizen  left  to  himself,  to  judge  hy  his 
experience  and  by  the  data  placed  at  his  disposal  hy 
a  competent  city  engineering  department,  the  results 
might  not  he  so  had.  Unfortunately,  from  the  time  a 
new  pavement  is  proposed  to  the  date  of  signing  con- 
tracts, he  becomes  the  ohject  of  attack  of  the  material 
salesman.  Intent  only  on  getting  their  products  used, 
these  men  urge  the  use  of  their  materials,  whether  or 
not  they  are  adapted  to  the  particular  conditions.  Even 
an  engineer  has  need  for  great  steadiness  to  resist  this 
selling  assault.  What  hope,  then,  is  there  that  the 
layman  will  pass  a  reliable  judgment?  The  result  is 
obvious.  The  salesman  with  the  glibbest  tongue,  or 
the  one  who  can  win  a  group  of  iniluential  citizens, 
will  yet  his  material  used.  The  real  merits  of  the  case 
do  not  receive  consideration.  The  pavement  is  bought 
on  price — first  cost — not  on  quality.  Total  cost  is  en- 
tirely lost  sight  of- 

"Fortunately,  some  citizens  are  abandoning  this 
objectionable  method  of  pavement  selection.  One  im- 
provement, and  a  great  one,  consists  in  putting  in  the 
hands  of  the  city  engineer  the  power  to  designate  two 
or  three  types,  from  which  a  selection  must  be  made. 
Even  this,  however,  is  a  makeshift.  Granted  that  for 
given  traffic  and  other  conditions,  two  or  three  types 
are  equally  satisfactory — which  is  obviously  not  true 
— the  engineer  would  nevertheless  be  in  a  better  posi- 
tii  ii  to  make  a  selection  than  the  layman." 

The  article  further  advocates  that  the  best  method 
of  procedure  is  to  have  the  city  engineer  designate  the 
type  that  must  be  used,  since  his  choice  would  be 
based  on  all  the  factors  that  should  be  considered — 
foundation  conditions,  traffic,  ability  of  the  district  to 
>tand  the  assessment,  characteristics,  cost  and  life  of 
various  surfacings.  This  should  not  be  deemed  an 
unwarranted  inroad  upon  the  right  of  the  citizens  to 
indicate  for  what  their  money  should  be  spent. 

Manifestly  the  wishes  and  views  of  citizens  should 
be  considered,  but  they  should  be  but  one  of  the  fac- 
tors. Abandonment  of  the  present  system  seems  ne- 
cessary before  city  paving  and  other  public  improve- 
ment work  in  this  country  will  be  on  a  satisfactory 
basis. 


Wear  Tests  of  Concrete 

AT  the  recent  annual  meeting  of  the  American 
Society  for  Testing  Materials,  Professor  D. 
A.  Abrams,  of  the  Lewis  Institute,  Chicago, 
delivered  a  paper  describing  practical  meth- 
ods for  testing  the  wearing  qualities  of  concrete  as 
used  on  the  wearing  surface  of  roads.  The  method  of 
procedure  is  to  make  a  large  number  of  test  pieces  us- 
ing the  proportions  of  Portland  cement  and  aggregate 
is  proposed  for  use  in  the  road  material.   Eor  cam- 


parative  purposes  several  different  mixtures  may  lie 
made  up  ami  available  aggregate  materials  in  the  vi- 
cinity of  the  road  to  be  built  can  be  represented  by 
test  pieces  in  various  combinations  so  as  to  compare 
the  wear  of  the  various  aggregates  before  using. 

For  test  pieces,  Prof.  Abrams  uses  concrete  blocks 
eight  inches  square  ami  five  inches  thick.  As  the 
blocks  weigh  approximately  thirty  pounds  each  the 
test  is  severe  enough  to  represent  very  well  the  wear 
of  road  surface  service. 

The  Talbot-Jones  rattler  used  for  this  test  consists 
of  forming  a  drum  of  the  test  pieces  using  wooden 
wedges  between  each  pair  of  pieces  to  give  an  ap- 
proximate circle.  When  so  "set  up"  the  drum  is  firmly 
clamped  together  by  means  of  steel  bands  fastened 
with  drawhead  bolts.  Ten  specimens  of  concrete  are 
used  in  this  way  at  one  time.  Two  hundred  pounds 
of  cast  iron  spheres  are  placed  inside  the  drum,  which 
is  closed  by  means  of  clamping  devices,  and  the  drum 
made  to  spin  so  that  the  cast  iron  balls  strike,  rub,  roll 
and  grind  together  against  the  inside  surface  of  the 
blocks  forming  the  drum. 

Prof.  Abrams  claims  for  the  method  so  developed 
the  following  advantages: 

1.  The  concrete  is  subjected  to  a  treatment  which 
approximates  that  of  service. 

2.  The  test  piece  is  of  usual  form  and  of  sufficient 
size  that  representative  concrete  can  be  obtained. 

3.  The  test  pieces  are  convenient  to  make,  store 
and  handle,  and  require  a  relatively  small  amount  of 
concrete. 

4.  The  cost  of  tests  is  not  excessive. 

5.  The  machine  used  is  found  in  numerous  testing 
laboratories. 

6.  The  wearing  action  takes  place  on  the  top  or 
finished  surface  of  the  concrete-  This  makes  it  pos- 
sible to  study  the  effect  of  various  surface  treatments 
or  finishes. 

7.  Several  tests  may  be  made  at  the  same  time, 
thus  enabling  more  representative  results  to  be  ob- 
tained. 

8.  Tests  may  be  made  on  sections  of  concrete  cut 
from  roads  which  have  been  in  service. 

9.  Other  paving  materials,  such  as  brick,  granite 
blocks,  etc.,  may  be  tested  in  the  same  way  as  the 
concrete. 


Production  of  Portland  Cement 

A  bulletin  on  the  Portland  cement  industry  issued 
by  the  U.  S.  Geological  Survey,  says : — 

In  1914  and  1915  there  was  a  decrease  in  the  pro- 
duction of  cement,  consumers  exercising  strict  econ- 
omy in  its  use,  but  the  year  1916  shows  a  reaction, 
having  opened  with  a  demand  unprecedented  for  a 
midwinter  season.  Prices,  which  had  averaged  only 
86  cents  a  barrel  for  the  entire  year  1915,  began  to  rise 
toward  the  end  of  the  year,  and  in  the  Eastern  and 
Middle  States,  where  cement  sold  at  70  to  90  cents  a 
barrel  they  continued  to  rise  in  1916  until,  in  June, 
they  ranged  from  $1.10  to  $1.25  a  barrel.  The  in- 
creased prices,  of  course,  do  not  mean  an  equivalent 
net  increase  in  returns  to  the  manufacturers,  for  the 
costs  of  explosives  for  blasting  and  of  coal,  have  both 
risen,  and  laborers  are  in  many  places  demanding  an 
increase  in  wages.  These  comparatively  high  prices 
have  not,  however,  checked  the  demand  for  cement. 
Many  manufacturers  are  selling  all  they  can  produce, 
«tnd  others  are  even  drawing  on  stocks  so  as  to  fill  or- 
ders promptly. 
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The  Determination  of  the  Justifiable  Cost  in 

Highway  Construction 


The  selection  of  the  best  and  most  economical  type 
of  road  to  build  in  any  particular  case  involves  the 
consideration  of  a  number  of  conditions  affecting  such 
a  determination. 

The  term  economical  is  here  used  in  its  broadest 
sense  and  is  not  to  be  interpreted  as  meaning  cheap 
or  low  in  lirst  cost.  The  road  of  low  first  cost  very 
often  proves  to  be  the  most  expensive  in  the  long  run 
because  important  principles  were  sacrificed  in  the  or- 
iginal construction  for  reasons  of  so-called  economy. 

"The  greatest  enemy  of  good  road  construction  is 
the  desire  to  get  something  at  a  price  inadequate  to 
meet  the  conditions  imposed.  Any  expenditure  is 
justifiable  which  is  necessary  to  meet  such  conditions 
and  give  satisfaction.    It  is  economy  in  the  end." 

Since  the  conditions  in  different  localities  vary  so 
greatly,  there  is  no  hard  and  fast  rule  to  be  applied  in 
answering  the  question,  "What  kind  of  road  shall  we 
build?"  Each  case  must  be  considered  upon  its  own 
merits.  Nevertheless,  there  are  certain  economic 
principles  which  can  be  applied  to  the  design  and  con- 
struction of  roads  of  all  classes. 

The  following  features  may  be  said  to  govern  the 
justifiable  cost  of  any  highway:  (a)  traffic  require- 
ments, i.e.,  volume,  weight,  and  kind  of  traffic;  (b) 
amount  of  money  available  for  construction  and  main- 
tenance. 

Since  any  road  is  a  failure  which  does  not  carry 
the  traffic  for  which  it  was  designed,  the  justifiable 
expenditure  should  be  that  which  will  produce  satis- 
factory results  under  the  service  to  which  the  road  will 
be  subjected. 

The  cost  must  not  be  regarded  merely  from  the 
viewpoint  of  first  cost  but  of  first  cost  plus  mainten- 
ance during  the  life  of  the  road.  The  cost  of  initial 
construction  is  not  the  total  cost  of  a  highway.  The 
prevailing  opinion  seems  to  be  that  once  built  a  road  is 
good  for  all  time.  No  greater  fallacy  could  be  imag- 
ined. No  road  is  ever  completed  in  that  sense,  be- 
cause it  is  at  all  times  subject  to  the  breaking  down 
process  of  traffic  wear  and  the  deteriorating  effects 
of  the  elements.  Care  and  maintenance  of  a  road  must 
begin  the  day  construction  ends,  and  be  religiously 
continued  during  the  life  of  the  road.  Only  in  this 
way  can  the  investment  be  preserved  to  the  commun- 
ity. The  maintenance  then  becomes  a  fixed  charge 
which  must  be  taken  into  account  and  provided  for, 
and  therefore,  constitutes  a  part  of  the  ultimate  cost. 

Generally  speaking,  the  answer  to  the  question  of 
justifiable  cost  is,  "Pay  enough  to  obtain  a  road  which 
experience  has  demonstrated  will  meet  the  require- 
ments of  the  present  and  future  traffic  at  a  reasonable 
cost  of  upkeep."  If  there  is  not  sufficient  money  on 
hand  to  do  this,  put  the  amount  available  into  such 
vital  features  as  proper  location,  drainage  and  sub- 
grade.  These  constitute  the  foundation  upon  which 
every  good  road  must  be  supported  and  are  the  only 
truly  permanent  features.  Build  upon  this  foundation 
as  fast  as  means  will  permit,  but  build  the  foundation 
first. 


*  By  Edward  St.  C.  Smith,  Assoc.  M.  Soc.  C  E.,  former  State  Highway 
Engineer  of  Idaho  in  Good  Roads. 


In  selecting  any  type  of  pavement,  "service  tests 
of  roads  subjected  to  similar  conditions  are  the  best 
criterion  for  guidance."  We  should  study  those  road 
surfaces  which  have  given  the  most  satisfactory  results 
and  the  most  adequate  returns  for  the  money  expended 
upon  them  and  imitate  the  principles  employed  in  their 
construction.  Tried-out  forms  of  construction,  and 
the  materials  used  therein,  are,  therefore,  the 
best  evidences  of  how  a  road  should  be  built 
in  the  future.  The  experience  of  the  older  states 
along  this  line  is  particularly  valuable  and  we  should 
profit  thereby.  It  would  be  an  indefensible  policy  to 
repeat  the  mistakes  or  fail  to  imitate  the  successes  of 
other  communities  where-  road  building  has  had  its 
evolution  from  the  experimental  stage. 

The  main  features  to  be  considered  in  the  selec- 
tion of  any  type  of  road  surface  are : 

Traffic  requirements,  present  and  future. 

Availability  of  suitable  materials. 

Permanence. 

Ease  of  maintenance. 

Cost — First  cost  and  maintenance. 

Traffic. — A  mistake  often  made  is  the  designing  of 
a  l  oad  to  take  care  of  the  traffic  requirements  of  the 
present  only,  with  no  regard  for  those  of  the  future. 
A  road  which  is  satisfactory  for  present  day  needs 
may  be  totally  inadequate  for  the  requirements  a  few 
years  hence.  This  is  particularly  true  of  motor  traffic. 
Also  the  fact  that  an  improved  road  attracts  increased 
travel  must  not  be  overlooked. 

A  road  should  be  so  located  and  constructed  as  to 
be  capable  of  permitting  future  surface  improvements 
for  increased  duty  without  sacrificing  any  of  the  or- 
iginal construction. 

Materials. — The  cost  of  any  type  of  surfaced  road 
depends  largely  upon  the  availability  of  the  materials 
required  in  its  construction.  A  good  road  cannot  be 
built  with  inferior  materials.  Accurate  knowledge  of 
the  properties  of  the  materials  used,  together  with  in- 
formation and  data  in  regard  to  experimental  and  prac- 
tical usage  are  essential.  If  all  of  these  factors  are  not 
properly  considered,  results  will  be  uncertain.  Many 
failures  and  large  waste  of  public  money  can  be  charged 
to  the  element  of  experimental  chance  and  lack  of 
accurate  knowledge.  Highways  built  with  borrowed 
money  impose  a  grave  responsibility  upon  the  builders 
whose  duty  should  be  to  so  build  that  the  results  of 
their  work  will  not  become  an  unjust  burden  upon  the 
next  generation. 

Pei  manence.— Strictly  speaking,  no  road  surface  is 
permanent.  The  so-called  permanent  types  of  roads 
simply  approach  that  state  more  or  less  closely,  and 
their  degree  of  permanence  depends  upon  how  well 
they  are  maintained.  The  ideal  surface  is  the  one 
which  requires  the  least  maintenance.  The  aim  should 
be  to  build  this  kind  of  road,  consistent  with  the  money 
available.  As  heretofore  stated,  the  truly  permanent 
features  of  any  road  are  in  the  location,  drainage  and 
subgrade,  and  the  success  of  any  kind  of  surface  de- 
pends upon  careful  attention  to  these  important  prin- 
ciples which  constitute  the  foundation. 

Ease  of  Maintenance. — This,  while  a  very  desirable 
feature  of  road  planning,  cannot  govern  the  selection 
of  a  type  because  the  most  easily  maintained  pave- 
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ments.  are  usually  the  most  expensive  in  first  cost,  re- 
presenting an  initial  outlay  ami  annual  interest  charge 
thai  is  prohibitive  to  most  communities.     This  fact, 

however,  warrants  the  expenditure  of  an  amount  suffi- 
cient tO  maintain  in  first-class  condition  a  surface  of 
lower  first  cost. 

"^t. —  The  most  economical  type  of  road  is  that 
for  which  the  first  cost,  plus  the  cost  of  maintenance 
ami  interest  on  the  investment  for  a  given  number  of 
years,  is  a  minimum.  The  comparatively  high  con- 
struction cost  of  one  type  of  road  might  be  entirely  off- 
Bet  at  the  end  of  ten  or  fifteen  years  by  the  high 
maintenance  cost  of  a  cheaper  and  less  permanent  type 
of  road.  On  the  other  hand,  more  money  could  be 
justifiably  spent  for  maintenance  on  the  cheaper  type 
of  road.  For  example,  let  us  assume  that  a  bitumin- 
ous macadam  road  can  be  built  for  $10,000  per  mile 
and  suppose  this  to  be  paid  for  by  20-year  bonds  at 
5  per  cent.  The  annual  charge  for  interest  on  and 
redemption  of  the  bonds  would  be  about  $800.  Add 
$|00  per  mile  per  year  for  maintenance  and  we  have 
the  sum  of  $°<00  per  mile  per  year  as  the  cost  of  the 
road  to  the  community.  Now,  we  will  assume  that  a 
tirst-class  gravel  road  can  be  built  for  $2,500  per  mile. 
The  annual  charge  for  interest  on  and  redemption 
of  20-year,  5  per  cent,  bonds  would  amount  to  about 
>_'>*)  per  mile.  Therefore,  it  is  theoretically  economical 
t'>  spend  $700  per  mile  per  year  for  the  maintenance 
of  the  gravel  road  if  for  that  sum  the  road  can  be 
maintained  in  a  condition  giving  as  good  service  as 
the  SI 0.000  road. 

"The  secret  of  successful  road  construction  lies  in 
the  proper  design,  proper  construction  and  the  use  of 
tried-OUt  materials."  The  following  points  should  be 
given  careful  attention:  Location,  subgrade,  drainage, 
and  adequate  foundation  for  surface.  These  may  be 
regarded  as  permanent  features  of  construction. 

For  surface  treatment  a  safe  rule  is,  "Use  materials 
and  methods  of  construction  demonstrated  by  previous 
experience  and  service  tests,  to  be  satisfactory  and 
t"  give  an  adequate  return  for  the  money." 

There  is  one  factor  that  more  than  any  other  is  re- 
sponsible  for  better  road  construction,  and  that  is  the 
automobile.  Highway  commissioners  and  highway 
engineers  are  often  criticised  for  building  so-called  au- 
tomobile roads,  but  such  criticism  is  unwarranted.  The 
automobile  has  come  to  stay  and  it  would  be  folly  to 
ignore  it  by  building  roads  for  team  traffic  only.  Fur- 
thermore, the  time  is  almost  here  when  the  automo- 
bile will  be  just  as  much  a  part  of  the  utility  equip- 
of  a  farm  as  horse-drawn  vehicles.  The  only  increase 
in  cost  of  roads  that  can  be  charged  directly  to  the 
automobile  is  the  top  course  or  surfacing.  The  horse- 
drawn  vehicle  is  still  a  governing  factor  in  the  deter- 
mination of  grades. 

The  State  of  New  York  has  been  building  hard- 
surfaced  roads  for  many  years  and  has  had  ample  op- 
portunity to  observe  the  advantages  and  disadvantages 
of  each  type.  Such  experience  and  service  tests  ex- 
tending over  a  period  of  a  number  of  years  is  very 
valuable  to  any  community  taking  up  this  problem. 
The  following  data  are  taken  from  a  recent  article  by 
Edwin  Duffey.  Commissioner  of  Highways,  State  of 
New  York. 

Up  until  1909  gravel  and  water-bound  macadam, 
and  in  some  few  instances  brick  roads,  were  the  only 
types  of  pavements  considered.  Subsequently,  roads 
were  built  as  follows  : 


Water  bound        Bituminous  Miscellaneous 
macadam  macadam  types 


I'll  1 

043    1  9  per  ctnt, 

75  per  cent.  <> 

45       "  30 

33       "  33 

33       "  17 

The  facts  shown  by  the  above  table  are  very  sig- 
nificant  and  are  remarkable  in  view  of  the  great  change 
in  traffic  conditions  during  the  period  covered.  Note 
the  steady  increase  from  1(>  per  cent,  to  50  per  cent, 
in  water-bound  macadam  construction  when  it  was 
generally  supposed  that  this  type  of  pavement  was  a 
failure  under  motor  traffic. 

Commissioner  Duffey  further  states:  "These  per- 
centages will  probably  bear  out  the  fact  that  instead 
of  the  water-bound  macadam  being  superseded  by  bi- 
tuminous penetration  road,  it  has  a  distinct  place  of  its 
own  and  to  our  minds  is  the  best  type  of  pavement 
for  moderate  traffic  roads  in  rural  localities." 

It  should  be  noted  that  the  type  of  road  referred 
to  by  Mr.  Duffey  is  not  a  true  water-bound  macadam 
but  a  water-bound  macadam  with  surface  treatment 
to  eliminate  the  dust  and  mud  nuisance  and  disinte- 
gration of  the  top  concrete.  He  says:  "It  has  been 
found  necessary  to  provide  some  sort  of  surface  coat 
to  prevent  this  preliminary  wear  and  disintegration 
of  the  fine  surface  material.  The  use  of  calcium  chlor- 
ide for  the  first  year  is  proving  satisfactory  in  pre- 
venting the  fine  surface  dust  from  being  blown  away 
or  removed  by  automobiles."  He  states  in  conclusion: 
"Our  present  practice  leads  us  to  believe  that  water- 
bound  macadam  construction,  including  one  treatment 
of  calcium  chloride  in  the  contract  followed  by  bitum- 
inous surface  application  the  following  year  is  a  satis- 
factory type  for  moderate  traffic  on  market  roads." 

Width. — A  discussion  of  this  subject  would  not  be 
complete  without  touching  upon  the  item  of  widths 
of  roads,  for  the  reason  that  width  affects  very  materi- 
ally the  cost  of  construction  and  maintenance. 

The  question  of  how  wide  a  road  should  be  built 
involves  the  consideration  of  several  things,  but  is 
governed  primarily  by  the  amount  and  character  of 
the  traffic.  We  will  consider  here  only  the  width  of 
the  pavement.  Practice  has  demonstrated  that  the 
total  width,  including  the  ditches,  should  not  be  less 
than  30  feet,  regardless  of  the  width  to  be  paved. 
Whether  a  single  or  double  track  road  is  to  be  built 
depends  upon  the  traffic  to  be  anticipated.  Unless  a 
pavement  is  20  or  24  feet  wide  the  traffic  will  cling 
persistently  to  the  centre  of  the  road.  The  only  thing 
that  will  force  it  from  there  is  more  traffic.  There 
are  two  reasons  for  this :  First,  too  much  crown  on  a 
narrow  road  ;  second,  the  tendency  to  follow  a  rut. 

A  road  carrying  heavy  traffic  should  be  wide  enough 
and  have  a  crown  light  enough  to  encourage  traffic  to 
use  the  entire  width  of  pavement.  Only  in  this  way 
can  the  life  of  the  surface  be  increased,  the  maintenance 
cost  reduced,  and  the  road  operated  at  its  highest 
efficiency.  It  should  be  borne  in  mind  that  while  a 
double  track  road  costs  proportionately  more  than  a 
single  track  road,  the  maintenance  cost  per  mile  of  the 
former  is  much  less  for  the  same  volume  of  traffic. 

General  practice  seems  to  have  adopted  a  width  of 
9  or  10  feet  for  single  track  roads  and  15  or  16  feet  for 
double  track  roads.  Intermediate  widths  of  12  and 
14  feet  have  been  tried  out  but  experience  seems  to 
have  shown  that  unless  an  ample  double  track  width 
is  provided,  a  single  track  road  had  better  be  built, 
because  only  the  liberal  widths  will  be  regarded  as 
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double  track  roads  and  the  traffic  will  stay  in  the  mid- 
dle. The  extra  3  or  4  feet  increases  the  cost  from  33 
to  40  per  cent,  and  is  not  used. 

The  narrow,  so-called  double  track  roads  would 
perhaps  be  sufficient  for  team  traffic  with  some  few 
exceptions,  but  for  motor  traffic  they  are  invitations  to 
disaster  for  automobile  drivers  who  think  they  can 
pass  at  40  or  50  miles  per  hour  and  sometimes  think 
wrong.  Accidents  of  this  kind  are  of  almost  daily 
occurrence.  Roads  should  not  be  designed  to  encour- 
age speedy  and  reckless  driving,  but  such  trings  are 
inevitable  and  involve  the  lives  of  innocent  people 
w  ho  must  be  protected.  A  road  should  either  be  wide 
enough  to  be  safe  for  two  vehicles  or  else  be  strictly 
a  single  track  road. 

A  possible  solution  of  the  problem  where,  for  finan- 
cial reascns,  single  track  roads  must  be  built  or  the 
mileage  cut  down,  would  be  to  build  the  second  or  top 
course  of  macadam  roads  wider  than  the  first  course. 
In  other  words,  extend  the  top  course  out  over  the 
earth  shoulders  for  several  feet  on  each  side,  using 
fine  gravel  or  screenings.  This  outer  strip  would  be 
used  only  for  passing.  Its  duty  would  be  very  light 
and  it  would  represent  but  a  small  percentage  of  the 
cost  of  the  road. 

No  matter  what  type  of  road  it  is  decided  to  build, 
the  maximum  possible  expenditure  is  always  limited 
by  the  availability  of  funds,  or  in  other  words,  the 
ability  of  the  community  to  pay  for  il.  The  justifi- 
able expenditure  within  such  means  is  then  limited 
only  by  the  value  of  the  road  to  the  community  as  a 
profit-sharing  investment.  And  that  is  the  way  it 
should  be  regarded — as  an  investment — from  which 
the  annual  saving  in  lower  maintenance  charges,  in 
reduced  cost  of  transportation,  the  increased  value 
of  farm  lands,  the  increased  volume  of  taxable  valua- 
tion through  further  development  of  the  country  by 
new  settlement  and  many  other  direct  and  indirect 
benefits  which  always  result  from  good  roads,  will 
more  than  repay  the  annual  cost  of  the  improvement. 

In  most  cases  the  communities  are  now  paying  each 
year  as  the  cost  of  bad  roads,  more  than  would  be 
required  for  interest  on  and  retirement  of  a  bond  issue 
which  would  make  possible  satisfactory  systems  of 
good  roads. 

Strictly  as  an  investment  proposition  based  on  de- 
creased cost  of  transportation,  maintenance  and  the 
saving  in  wear  .and  tear  on  vehicles,  the  justifiable 
cost  of  an  improved  road  is  directly  dependent  upon 
the  traffic,  so  that  in  planning  a  road  system,  the  type 
of  surface  necessary  for  the  main  market  roads  would 
not  be  justified  or  necessary  for  the  secondary  roads 
or  feeders,  on  account  of  the  lighter  traffic  on  the  latter. 

Whatever  type  of  road  is  considered,  the  fact  must 
not  be  overlooked  that  the  cost  of  operation  and  main- 
tenance is  a  continuing  expense  while  the  cost  of  con- 
struction is  incurred  but  once,  so  that  the  type  of  road 
which  costs  the  most  to  construct  is  not  always  the 
most  expensive  in  the  long  run,  nor  is  the  one  lowest 
in  first  cost  always  the  cheapest  in  the  end. 

"The  road  which  is  truly  the  most  economical  is 
the  one  which  gives  the  most  profitable  returns  for 
the  money  invested  in  it." 

How  then  shall  a  community  know  which  is  the 
best  and  most  economical  type  of  road  surface  suitable 
for  its  particular  needs  and  conditions  when  consider- 
ing improvements' of  this  kind? 

In  the  first  place  such  information  can  be  obtained 
only  through  a  thorough  investigation  of  all  of  the 
local  conditions  affecting  the  ^determination,  such  as 


the  volume  and  character  of  traffic,  both  present  and 
anticipated,  the  suitability  of  local  construction  ma- 
terials, the  limit  of  cost,  and  other  matters. 

These  are  matters  to  be  investigated  and  deter- 
mined by  a  competent  highway  engineer  whose  ex- 
perience and  observations  are  wide  enough  to  render 
his  report  dependable  and  whose  knowledge  and  fam- 
iliarity with  the  characteristics  of  various  types  of 
pavements  in  actual  service  insure  the  reliability  of 
his  recommendations.  Several  states  have  passed  laws 
providing  that  before  a  bond  election  can  be  called, 
such  information  must  be  obtained  by  a  competent 
highway  engineer  and  submitted  to  the  proper  autroi- 
ties  and  if  the  bonds  are  voted  the  proceeds  thereof 
must  be  expended  under  competent  engineering  super- 
vision. 

As  a  matter  of  good  business  procedure  it  is  as- 
sumed that  no  local  board  or  commission  would  make 
a  tax  levy  or  call  a  bond  election  for  road  improve- 
ment without  first  having  the  above  facts  and  figures 
before  them  for  public  information. 

As  a  corporation  plans  and  builds  a  railroad,  so 
should  the  representatives  of  a  community  plan  and 
build  a  public  work. 

It  is  a  business  proposition  demanding  good  busi- 
ness management. 

B.  G.  Lumber  Exhibit 

Under  the  supervision  of  Mr.  L.  B.  Beale,  B.  C. 
Lumber  Commissioner  for  Eastern  Canada,  samples 
of  B.  C.  lumber  products  are  now  on  exhibition  at  the 
Builders'  Exchange,  Montreal.  The  exhibit  consists 
of  finished  specimens  of  seven  woods — Douglas  fir, 
Sitka  spruce,  Western  red  cedar.  Western  soft  and 
white  pine,  W  estern  hemlock  and  Western  larch,  in 
doors,  pannelling,  moulding,  and  in  fact  in  all  the 
main  forms  of  manufactured  lumber.  All  the  woods, 
except  the  doors  are  arranged  on  large  frames,  the 
upper  portions  of  which  contain  photos  showing  the 
lumber  from  the  forest  to  the  finished  article.  The 
photos  include  mills  and  paper  and  pulp  plants.  Un- 
derneath are  printed  descriptions  of  each  wood,  giving 
their  strength,  values,  uses,  and  other  information. 
The  exhibit  is  part  of  the  publicity  campaign  of  the 
I!.  C.  Government  t<>  push  the  sale  of  B.  C.  lumber  in 
the  east.  Much  aggressive  work  has  been  done  in  this 
direction,  and  a  considerable  number  of  promises  to 
specify  and  use  I!.  C.  lumber  has  been  obtained  from 
architects  and  contractors. 


Canadian  Section  Wins  Prize 

At  the  recent  meeting  of  the  American  Waterworks 
Association,  at  which  a  considerable  number  of  Cana- 
dian engineers  were  present,  the  cup  offered  by  the 
president  for  the  largest  percentage  of  new  members, 
was  awarded  to  the  Canadian  section,  which  is  in  pro- 
cess of  being  formed-  The  section  will  probably  hold 
a  meeting  in  the  fall.  The  cup  was  handed  to  Mr.  II. 
(i.  Hunter,  Montreal,  of  the  New  York  Continental 
Jewel  Filtration  Company. 


The  city  of  Montreal  propose  to  obtain  from  the 
purchasing  department  a  report  on  the  extent,  facili- 
ties, and  material,  of  all  quarries  and  deposits  of  gra- 
vel and  sand  on  the  Island  of  Montreal.  This  is  for 
the  purpose  of  checking  tenders  for  supplies  of  the 
various  materials. 
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M|    1 — The  new  Welland  Ship  Canal,  showing  its  course  in  relation  to  the  old  and  present  canals.     The  new  waterway  will   be  26  miles  long 

and  equipped  with  seven  locks,  each  800  feet  long  and  with  46'/2  ft.  lift. 

Progress  of  the  Welland  Ship  Canal 

Work  is  going  forward  steadily  in  spite  of  shortage  of  labor  and  ma- 
terial —  Harbour  fill  and  excavation  well  advanced— Concentrating  on 
first  seven  miles  which  includes  all  locks — Keeping  within  cost  estimates 


Tl  I  E  greatest  engineering  project  under  way  in 
Canada  at  the  present  time,  is  the  new  Wel- 
land Ship  C  anal,  connecting  Lake  Erie  with 
Lake  <  mtario.  Started  late  in  1913,  construc- 
tion has  been  carried  on  unceasingly.  The  canal,  when 
completed,  will  accommodate  v  essels  up  to  800  feet  in 
length,  and  with  a  25-foot  draft.  It  will  be  25  miles 
long  and  contains  7  locks,  each  with  a  lift  of  46J/2  feet. 
It  will  probably  take  6  years  to  construct,  and  the  ex- 
penditure necessary  for  its  completion  will  involve  ap- 
proximately $50,000,000. 

As  an  economic  feature  in  Canada's  development,  a 
canal  across  the  Niagara  Peninsula  is  a  requirement  of 
foremost  importance.  The  great  difference  in  level 
between  Lake  Krie  and  Lake  Ontario  prevents  through 
transportation  by  a  natural  waterway,  and  it  was 
clearly  recognized  early  in  the  last  century  that  for 
economic  reasons  alone,  an  artificial  cut  across  the 
peninsula  would  be  required  to  make  the  lakes  of  any- 
thing greater  than  local  importance. 

Historical 

The  new  canal  is  the  third  connecting  link  to  be 
constructed  between  the  two  lakes.  The  possibilities 
of  development  of  inland  waterways  traffic  do  not  ap- 
pear to  have  been  realized  at  the  time  of  the  building 
of  the  original  canal,  which  was  commenced  in  1824 
and  completed  about  nine  years  later.   This  canal  was 


one  of  the  first  in  Canada.  As  it  had  locks  of  wood 
only  100  feet  Ion-;,  22  feet  wide,  and  9  feet  deep,  the 
natural  expansion  brought  about  by  increasing  devel- 
opment soon  necessitated  a  more  extensive  scheme. 
So,  in  1X41,  this  found  expression  in  the  enlargement 
of  the  waterway  bv  the  construction  of  new  masonry 
Inks  with  entrance  locks  at  Port  Colborne  and  Port 
Dalhousie-  A  further  deepening  to  10  feet  was  car- 
ried out  in  1860  and  the  bottom  width  of  the  canal  was 
increased  to  about  25  feet.  The  locks,  as  finally  ar- 
ranged in  the  original  canal  numbered  27,  of  which  24 
were  150  ft.  by  2b[/>  ft.,  the  remaining  three  being  200, 
230,  and  270  ft.  by  45  ft.  respectively.  This  canal  is 
still  in  existence,  being  used  chiefly  for  power  purposes. 

In  1872,  a  re-design  was  again  effected,  resulting  in 
the  canal  at  present  in  operation.  The  old  location 
between  Allanburg  and  Port  Colborne,  a  distance  of 
fifteen  miles,  was  maintained,  the  canal  prism  being 
widened  and  deepened.  A  new  location  was  selected 
between  Allanburg  and  Port  Dalhousie,  a  distance  of 
ll>il  miles,  ihe  route  going  slightly  to  the  east,  but 
coming  out  in  Pake  Ontario  at  the  same  point  as  the 
original  canal.  Its  length  is  26^4  miles,  and  to  over- 
come the  difference  in  level  of  327  ft.  between  Thorold 
and  Port  Dalhousie,  comprises  25  locks,  the  dimen- 
sions of  which  are  270  feet  by  45  feet,  with  a  depth 
of  14  feet  of  water  on  the  sills. 

So  great  had  the  Great  Lake  traffic  grown  and  so 


Fig.  2— Lock  Section  of  the  new  Welland  Canal,  showing  location  of  locks,  bridges  and  pondage  areas. 
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Fig.  3 — Lake  Ontario  entrance  of  new  Wetland   Canal,  showing  harbor  scheme  and  Lock  No.  1. 


changed  had  the  types  and  sizes  of  vessels  become 
that  it  was  many  years  ago  realized  that  the  present 
canal  would  be  antiquated  in  the  near  future.  The 
new  canal  was  therefore  proposed  and  has  for  its  ob- 
ject the  affording  of  greater  and  better  accommodation 
for  a  larger  class  of  vessels  than  can  be  used  on  the 
present  waterway. 

The  New  Canal 

The  new  plan  involves  an  entire  reconstruction  and 
a  realignment  in  part  to  a  more  suitable  local  ion.  The 
canal  as  finally  located  follows  the  course  of  the  pres- 
ent canal  from  Port  Colborne  on  Lake  Erie  to  Allan- 
burg,  half  way  across  the  peninsula.  From  this  point 
an  entirely  new  cutting  is  to  be  made,  crossing  the 
present  canal  just  below  lock  No.  25,  the  waterlevel  of 
tlic  two  canals  at  this  point  being  the  same,  viz.,  568 
feet  above  sea  level.  I  he  new  canal  again  crosses  the 
present  one  below  lock  No.  11,  the  water  of  both 
canals  at  this  point  being  at  an  elevation  of  382  feet 
above  sea  level. 

The  canal  enters  Lake  Ontario  at  the  mouth  of  Ten 
Mile  Creek,  about  three  miles  east  of  Port  Dalhousie- 
The  total  length  of  the  canal  from  lake  to  lake  is  25 
miles.  The  difference  in  level  between  the  two  lakes, 
325  JA  feet,  is  to  be^ overcome  by  seven  lift  locks,  each 
hav  ing  a  lift  of  Adx/2  feet.   The  dimensions  of  the  locks 


Fig.  4 — Profile  of  Lock  Section  of  the  new  Welland  Canal. 


are  800  feet  in  length  by  80  feet  in  width  in  the  clear 
and  with  30  feet  of  water  over  the  mitre  sills  at  ex- 
treme low  stages  in  the  lakes.  The  width  of  the  canal 
at  the  bottom  will  be  200  feet  and,  for  the  present,  the 
canal  reaches  will  be  excavated  to  a  depth  of  25  feet 
onlv,  but  all  structures  will  be  sunk  to  the  30- foot 
depth,  so  that  the  canal  can  be  deepened  to  this  figure 
at  any  future  date  by  dredging  out  the  reaches. 

Relative  Locations  of  Three  Canals 

The  map  in  Fig.  1  shows  the  relative  locations  of 
the  three  waterways.  The  new  canal  will  be  able  to 
accommodate  any  vessels  that  are  at  present  operating 


on  the  lakes,  and  it  has  been  made  of  such  a  size  as  to 
keep  pace  with  the  natural  growth  that  is  bound  to 
take  place  in  both  the  size  of  vessels  and  volume  of 
traffic.  A  new  western  breakwater  will  be  built  at 
Port  Colborne,  the  Lake  Erie  entrance  of  the  canal,  to 
ensure  quiet  water  in  the  harbor  during  storm,  con- 
sisting of  a  gigantic  rubble  mound  of  stone  from  the 
excavation  north  of  Port  Colborne,  terminating  in  a 
timber  and  concrete  head-block  located  some  2  000  ft. 
further  out  in  the  lake  than  the  present  breakwater. 

At  Port  Colborne  the  outer  harbor  is  at  present  22 
feet  deep  at  normal  stages  of  the  lake.  The  deepening 
of  this  portion  of  the  harbor  will  therefore  be  left  for 
the  present  and  until  the  connecting  channels  of  the 
Great  Lakes  admit  of  deeper  navigation.  The  inner  >i^r- 
harbor  will  be  deepened  to  the  proposed  new  depth  ol 
25  feet.  The  old  locks  and  regulating  weir  now  in  the 
centre  of  the  village  will  be  entirely  removed. 

Wherever  the  new  canal  follows  the  present  loca- 
tion, the  cut  will  be  deepened  and  widened  by  excavat- 
ing along  the  western  bank.  A  bend  in  the  present 
canal,  known  as  Ramey's  bend,  just  below  Humber- 
stone,  will  be  eliminated  by  making  a  fresh  cut.  The 
rock  from  this  will  be  utilized  in  the  construction  of 
the  Port  Colborne  breakwater.  In  this  new  cut,  a 
guard  lock  will  be  built  and  a  regulating  weir  will  be 
installed  in  the  abandoned  part  of  the  present  canal  so 
that  it  can  be  used  as  a  by-pass  to  furnish  water  to  the 
canal.  The  lock  and  weir  will  control  the  elevation  of 
the  summit  level  of  the  canal,  w  hich  will  he  maintained 
at  the  level  of  extreme  low  water  in  Lake  F.ric,  56X  ft. 
above  sea  level-  As  far  as  the  town  of  W  elland,  the 
old  course  will  be  widened  and  deepened.  The  Wel- 
land River,  where  it  crosses  the  canal  is  lower  than 
Lake  Erie  and  in  the  present  canal  an  aqueduct  carries 
the  canal  over  the  river.  In  the  proposed  work,  a  dam 
and  regulating  weir  are  to  be  built  across  the  river  at 
Port  Robinson,  which  will  raise  its  level  to  that  of  the 
summit  level  of  the  canal.  The  weir  will  control  the 
elevation  of  the  summit  level,  and  allow  any  excess 
water  to  overflow  into  the  old  Welland  River  and  be 
discharged  into  the  Niagara  at  Chippewa. 

Below  Welland  the  bank  at  present  between  the 
canal  and  the  river  will  lie  removed.  From  a  little  be- 
low Welland  to  Port  Robinson,  the  course  of  the  Wel- 
land River  will  be  employed  as  being  straighter  and 
requiring  less  excavation.  At  Port  Robinson,  the 
present  canal  route  will  be  again  followed,  a  cut  being 
made  in  the  bank  between  it  and  the  river.  The  "I  )eep 
cut"  between  Port  Robinson  and  Allanburg  will  be 
deepened  and  widened  by  excavating  on  the  w  est  side. 
Work  is  proceeding  on  this  now. 

At  Allanburg  the  original  and  present  canals  meet, 
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and  a  weir  i-  located  to  supply  water  t<>  the  old  canal 
for  power  purposes.  This  weir  lias  been  replaced  by 
a  weir  opposite  lock  N'o.  25.  on  the  present  canal.  The 
«>M  waterway  is  being  filled  in  between  Allanburg  and 

tins  new  BUppl}  weir,  and  the  ground  between  the  old 
and  present  canals  at  this  point,  is  being  utilized  as  a 
dumping  ground  for  the  material  excavated  from  the 
new  cuts. 

The  "Lock"  Sections 

The  portion  of  the  new  waterway  between  Thorold 
.md  l  ake  <  hitario  contains  all  the  locks  and  is  an  en- 
tire relocation  involving  new  excavations  and  con- 
structions. It  is  of  this  portion  only  that  the  follow- 
ing article  treats.  W  ork  on  this  portion  is  progressing 
very  favorably,  Fig.  2  illustrates  the  lock  section  in 
PTeater  detail  than  Fig-  1.  The  location  of  the  locks, 
seven  in  all.  is  indicated. 

The  new  course  cros-es  the  present  canal  a^ain  at 
look  1 1.  at  an  elevation  of  382  ft.  above  sea  level.  Small 
\es-cK  niav  use  the  Port  Dalhousie  entrance,  and  the 
present  canal,  and  join  the  new  canal  at  this  point. 
Front  look  No.  4  the  new  canal  follows,  in  the  main, 
the  bed  of  Ten  Mile  Creek,  entering  Fake  Ontario  at 
the  mouth  of  this  stream,  about  three  miles  east  of 
Fort  Dalhousie. 

Lock  Dimensions 

The  locks  are  uniform  in  size,  and  their  dimensions 
are  800  ft.  long  by  80  ft.  wide,  with  a  normal  water 
depth  of  30  ft.  The  walls  will  be  82  ft.  above  the  top 
of  the  sills.  For  each  lock  a  pondage  area  is  being  pro- 
vided, to  be  utilized  as  a  storage  and  regulating  basin 
fr^in  which  water  to  fill  the  lock  is  to  be  drawn.  This 
method  of  drawing  water  from  a  side  pond  instead  of 
direct  I  v  from  the  canal,  obviates  the  formation  of  ob- 
jectionable currents  and  surges  in  the  canal  and  locks, 
and  saves  time.  This  method  is  being  used  for  filling 
all  of  the  locks. 

The  Locks 

Following  the  course  of  the  new  canal  from  Port 
Colborne  northward,  the  first  lock  encountered  is 
known  as  Xo.  7,  situated  at  Thorold,  the  north  end 
of  the  Erie  level.  A  pair  of  twin  guard  gates  will  be 
located  here  near  the  southerly  limits  of  the  town  of 
Thorold  as  a  special  protection  to  the  summit  level- 


These  ^ates  are  .a  short  distance  south  of  lock  No.  /, 
the  head  of  which  lock  is  directly  opposite  the  head 
of  lock  Xo.  21  of  i lie  present  canal.  A  regulating 
basin  tor  lock  Xo.  7  will  be  formed  of  that  portion  of 
the  present  canal  lying  between  locks  Nos.  25  and  24 
together  with  a  pond  of  some  27  acres  created  by 
flo<  din-  the  upper  valley  of  Ten  Mile  Creek. 

Below  lock  No.  7  is  a  short  reach  of  canal  with  an 
adjacent  side  pond  having  a  surface  area  of  about  84 
acres,  and  immediately  below  this,  locks  Nos.  6.  5, 
and  4,  in  flight,  are  located.  These  three  locks  over- 
come a  descent  of  13°^>  ft.  In  order  to  give  locks 
Nos.  4,  5,  and  6  a  traffic  capacity  equal  to  the  other 
single  locks,  these  are  built  in  twin  flights,  one  for 
up-bound  and  the  other  for  down-bound  traffic,  the 
total  flight  being  regulated  to  minimize  long  delays 
in  the  passage  of  vessels  through  the  canal. 

The  location  of  the  next  lock,  No.  3,  is  directly 
north  of  the  present  canal  and  at  its  head  to  the  east 
side  is  situated  the  equalizing  basin,  a  pond  of  150 
acres.  Some  difficulty  was  experienced  in  finding  a 
location  for  this  lock  on  account  of  insufficiency  of 
rock  for  foundations.  Below  lock  No.  3  a  heavy  cut- 
ting is  required  through  the  village  of  Homer  to  the 
bed  of  the  Ten  mile  Creek. 

Below  Carleton  Street,  lock  No.  2  is  located-  The 
pond  at  the  head  of  this  lock,  at  an  elevation  of  335^4 
ft.  above  sea  level,  floods  about  two  hundred  acres  of 
land  in  and  adjoining  the  bed  of  the  Ten  Mile  Creek. 

Below  lock  No.  2  the  canal  follows  the  bed  of  the 
creek  to  the  lake,  lock  No.  1  being  situated  just  below 
the  Lake  Road,  and  but  a  short  distance  from  the 
entrance  to  Lake  Ontario.  The  pondage  at  the  head  of 
lock  No.  1  covers  an  area  of  170  acres. 

The  locks  are  constructed  throughout  of  concrete 
set  on  bedrock.  The  lock  walls  rise  82  ft.  above  the 
top  of  the  lower  gate  sill,  and,  including  the  necessary 
foundation  work  required  below  this  level,  two  of  the 
locks,  Nos.  2  and  3,  have  walls  100  ft.  or  higher ;  at 
No.  2  a  17-foot  excavation  was  necessary  to  reach 
rock,  and  at  No.  3,  the  walls  are  68  ft.  down. 

The  Lock  Gates 

A  notable  feature  of  the  lock  gates  is  that  they  are 
of  the  single-leaf  type-  They  will  be  constructed  so 
as  to  swing  on  a  hinge  at  one  side  of  the  lock,  resting, 
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Fig.  6 — Details  of  Lock  No.  1,  which  is  typical  of  all  seven  locks. 


when  open,  in  a  recess  cut  in  the  wall.  The  gate  at 
the  foot  of  each  lock  will  have  a  height  of  83  ft.,  a 
length  of  90  ft.,  and  a  weight  of  about  1,125  tons.  The 
upper  gate  will  be  only  approximately  half  as  high,  as 
it  is  located  on  top  of  the  breast  wall.  The  valves  and 
culverts,  as  designed,  will  allow  a  lock  to  be  filled  in 
less  than  eight  minutes.  The  details  are  described 
elsewhere. 

Section  of  Canal  Lock 

Fig.  5  illustrates  a  section  of  the  canal  near  lock 
No.  1  ;  also  a  section  through  the  lock  pond.  In  Fig. 
6  details  of  lock  No.  1  are  shown,  these  being  typical 
of  all  the  others.  The  chief  features  to  be  noted  in 
Fig.  6  are  the  regulating  channel  to  the  side  of  the 
main  lock,  with  its  two  weirs,  dividing  the  total  fall; 
the  single-leaf  gates;  the  chain  guards  or  fenders 
above  and  below  the  gates;  the  culvert  connections 
between  pond  and  lock,  and  the  concrete  bridge,  with 
draw-span,  across  the  lock. 

Watering  the  Locks 

The  locks  are  made  of  concrete  sidewalls  and  floor 
with  concave  breast  walls  carrying  the  upper  gates. 
A  regulating  channel  or  reservoir  is  built  beside  each 
lock  to  supply  a  large  volume  of  water  quickly  and 
act  as  a  by-pass.  A  regulating  weir  at  entry  and  a 
waste  weir  at  exit  of  each  lock  controls  the  water. 
Two  arch  culverts,  14  ft.  x  16%  ft.,  one  in  each  side 
wall  and  running  its  full  length,  serve  to  fill  the  canal 
through  3  ft.  x  4  ft.  lateral  passages  placed  at  short 
intervals  and  connecting  this  main  culvert  with  the 
lock.  One  of  these  passages  is  shown  in  illustration 
Fig.  23.  A  concrete  funnel  under  the  floor  of  the  lock 
connects  the  two  culverts  of  each  lock  together.  A 
valve  system  controls  the  passage  of  water  from  the 
regulating  channel  to  the  culvert. 

The  regulating  chamber,  or  reservoir,  has  earth 


walls  with  concrete  slab  or  rip-rap  protection. 
The  stretches  of  canal  between  locks  have  con- 
crete protection  at  the  water  line,  Fig.  10,  extending 
5  ft.  above  and  5  ft.  below  water  level.  This  protec- 
tion is  18  in.  thick,  9  in.  of  foundation  and  9  in.  of 
concrete.  In  locks  Nos.  4,  5,  and  6,  which  are  exca- 
vated almost  wholly  out  of  a  good  quality  of  sand- 
stone, the  lock  chambers  are  formed  by  facing  the 
rock  with  several  feet  of  concrete-  This  method 
makes  the  use  of  side  culverts  difficult  and  bottom 
culverts  will  be  installed. 

Lake  Ontario  Entrance 

The  Lake  Ontario  entrance  arrangements  are  spe- 
cially noteworthy.  To  get  a  ship  channel  from  the 
lake  to  the  canal  required  dredging  the  lake  bottom 
for  \  x/2  miles  from  shore,  where  the  depth  of  water 
is  30  feet.  The  method  adopted  for  constructing  the 
Lake  Ontario  harbor  is  to  run  out  two  parallel  earth 
embankments  extending  from  the  original  shore  line 
to  a  point  \  )A  miles  out  and  dredge  a  shipway  between 
them.  By  this  "fill"  a  large  area  of  land  is  'reclaimed, 
which  will  be  used  as  industrial  sites.  At  the  same 
time,  a  splendid  harbor  is  provided.  The  harbor  will 
be  1,000  ft.  wide,  with  the  mouth  narrowing  to  -100 
feet.  The  earth  fill  on  each  side  will  be  500  feet  wide. 
These  embankments  will  be  protected  by  rough  rip- 
rap for  the  greater  portion  of  their  length,  but  there 
are  portions  which  are  being  protected  on  the  inside 
with  reinforced  concrete  cribs.  These  will  provide 
vertical  faces  for  the  mooring  of  ships  and,  at  the  outer 
end  where  the  embankments  converge,  will  give  a 
navigating  channel  for  the  full  width  between  embank 
ments.  Fig.  3  gives  a  plan  view  of  this  scheme,  and 
in  Fig.  5  a  section  is  shown. 

The  cribs  which  arc  used  for  forming  the  walls  are 
built  on  shore  at  Fort  Dalhousie.  towed  into  position 
and  then  sunk  on  prepared  positions.    The  embank- 
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ments  are  formed  from  the  material  excavated  from 
the  canal  cuts  up  as  far  as  lock  No.  3.  At  the  present 
time,  the  till  has  reached  the  outer  limit  on  one  side 
and  I-  within  a  few  hundred  feet  of  the  limit  on  the 
••ther  side  Tort  \\  eller  is  the  name  that  has  heen 
Riven  to  this  new  town  site  created  hv  a  (ill  of  some 
:\tXX>.U>0  euhie  vards  of  earth  and  stone. 


-Methods  of  (  construction 


The  Harbor  Work 

1  he  whole  work  is  divided  into  nine  sections  on 
which  construction  has  heen.  or  will  he.  independently 
let  by  contract.  The  first  section  includes  the  en- 
trance piers  and  lock  No.  1. 

To  construct  the  Port  W'eller  works,  temporary 
trestles  were  built,  one  on  each  side,  on  which  the 
cars  ,,t  excavated  material  could  he  rim  in  order  to 
dump  their  material  on   the  required  spot.  These 


F'g-  8 — Reinforced   concrete  crib  construction. 

and  reinforcing. 


showing   floating  pontoon 


trestles  consisted  of  pile  bents  spaced  15  feet  apart, 
each  bent  containing  four  piles.  Until  a  depth  of  10 
or  12  feet  of  water  was  reached,  the  piles  were  driven 
directlv  into  the  lake  bottom,  after  which  they  were 
capped  and  braced.  The  stringers  were  then  laid 
upon  them  at  an  elevation  of  about  10  ft.  above  water, 
and  the  contractor  who  was  to  use  these  trestles  laid 
his  own  track  upon  these  stringers,  and  commenced 
his  dump.  The  earth  was  dumped  up  to  the  level  of 
the  bottom  of  the  ties,  when  the  "spreader"  was 
brought  into  service,  by  means  of  which  the  earth 
dumpedwas  gradually  widened  out  for  a  distance  of 
about  15  feet  on  each  side  of  the  trestle.  The  track 
was  then  shifted  off  the  trestle  on  to  one  or  other 
of  the  side   dumps,   until   by   continuous  dumping, 


■12'  *i 


spreading  and  moving  of  track,  the  embankment  was 
widened  oul  to  required  dimensions.  As  soon  as  the 
track  had  been  moved  off  the  trestle  the  contractor 
removed  the  stringers  From  thai  portion  of  the  trestle 
and  used  them  on  a  new  portion  which  had  been  dri- 
v  en  farther  out  in  t 1 
tic  was  lei't  buriei 


le  lake;  the  remainder  of  the  tres- 
in  the  embankment. 


Beyond  a  depth  of  10  or  12  ft.  an  under-water  em- 
bankment was  built  on  the  lake  bottom  in  the  line  of 
the  trestle  by  bringing  the  scowfuls  of  excavated  ma- 
terial from  the  dredging  in  the  harbor  and  dumping 
them,  alter  the  scows  had  been  carefully  pushed  as 
dose  as  possible  to  the  previous  dump.  In  this  way  an 
underwater  embankment  was  built  up  to  within  about 
pr  10  It.  id'  tin-  surface  of  the  water,  and  through 
this  embankment  the  piles  forming  the  bents  were 
driven,  extending  2  or  3  ft.  into  the  lake  bottom  below. 
By  the  use  of  this  underwater  embankment  the  tres- 
tle was  stiffened  considerably  in  the  deep  water. 

The  whole  system  of  forming  the  embankment  in 
the  lake  in  this  manner  has  proven  very  satisfactory, 
and  while  there  have  been  a  few  cases  where  the  ma- 
terial, after  being  built  up  to  the  level  of  the  track, 
has  slid  away,  carrying  portions  of  the  trestle  with  it, 
these  troubles  have  not  been  of  a  very  serious  nature. 
The  embankments  so  far  have  held  up  splendidly,  and 
very  little  loss  has  been  caused  by  the  action  of  the 
water. 

The  Cribs 

The  cribs  used  for  protecting  the  sides  of  the  har- 
bors are  of  special  interest.  The  general  form  of  the 
crib  is  seen  in  Fig.  9.  The  total  length  of  each  crib  .is 
110  feet  4  inches,  the  width  38  feet,  and  the  depth  34 
feet.  Each  is  divided  into  18  compartments  or  pockets 
by  means  of  one  longitudinal  centre  wall  and  eight 
cross  walls. 

The  end  and  side  walls  extend  from  top  to  bottom 
without  an  opening  of  any  description.  The  interior 
w  alls  have  a  rectangular  opening  8  ft.  x  14  ft.,  the  bot- 
tom of  which  is  12  ft.  from  the  top  of  the  crib.  The 
purpose  of  these  openings  is  to  reduce  the  weight  of 
the  crib,  and  since  they  are  near  the  top,  to  bring  the 
centre  of  gravity  lower  down.  Thus  each  pocket  is 
separated  from  those  adjoining  for  a  depth  of  22  ft., 
and  it  is  intended  that  each  shall  be  watertight.  Water- 
tightness  is  important,  since  the  crib  is  required  to 
float  during  construction  and  possibly  for  some  consid- 
erable time  after  it  is  built.  By  separating  the  lower 
portion  of  the  openings,  only  one  or  two  pockets  are 
flooded  in  case  of  a  leak  and  the  crib  will  merely  in- 
cline from  the  vertical  instead  of  sinking.  Moreover, 
the  openings  in  the  interior  walls  are  high  enough  to 
keej)  water  from  flowing  from  a  flooded  compart- 
ment to  a  dry  one,  except  when  sinking.  Each  pocket 
is  provided  with  a  temporary  wooden  floor  or  bottom. 
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F'g-  7 — Method  of  using  timber  bracing 


Section  A-A 

the  pockets  of  the  reinforced  concrete  crib. 


Section  B-B 


Welland  Ship  Canal.    Port  Weller  Harbour,  June  30th,  1915.    The  harbour  is  1000  feet  wide  at  the  water  line  throughout  its  entire  length  of  6000  feet,  narrowing  to  400  feet  at  the  entrance.    A  uniform  depth  of  25  feet  of  water  will  be  maintained,  though  the  fill  extends  into  a  30  ft.  depth.    The  entrance  wall  are  supported 
by  a  concrete  crib  facing,  the  cribs  measuring  110  feet  long  by  38  feet  wide  by  34  feet  deep  and  resting  on  stone  windrows  several  feet  below  ground  level.    Similar  cribs  placed  at  different  points  along  the  harbour  walls  will  be  utilized  also  as  shipping  wharves.    The  wing  walls 
of  the  harbour  are  entirely  "made"  ground,  the  "fill"  coming  from  excavations  at  locks  1,  2  and  3.   These  wings  extend  out  l'/i  miles  beyond  the  natural  water  line  and  will  contain  approximately  5,000,000  cubic  yards  of  material. 

(Supplement  to  the  Contract  Record  and  Engineering  Review.  Vol.  30,  No.  29.] 
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Fig.  10 — Welland  Ship  Canal.     Concrete  protection  to  banks  of  reaches  and  reservoirs,  6  ft.  berm  at  bottom. 
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Mred^ed  in  place  in  such  a  way  that  alter  the  structure 
i>  -link  they  can  he  pulled  out  bv  chains. 

Crib  Construction 

I  he  cribs  are  built  in  ponfr  <>u>  at  Port  Daihousie, 
three  miles  from  their  final  location,  and  the  temporary 
wooden  floors  inserted,  towed  to  position  and  placed 

upon  windrows  of  broken  stone.  The  pontoon  is 
Simply  a  rectangular  box,  open  at  the  top,  whose  in- 
side dimensions  are  those  of  the  outside  of  the  crib, 
with  a  depth  of  9  it.  The  pontoon  is  built  in  knock- 
down form,  >o  that  when  the  crib  i-.  finished,  and  the 
temporar)  bottoms  are  inserted,  it  can  \>j  taken  off. 

rhlS  is  done  b\  unscrewing  the  sides  and  ends  and  al- 
lowing them  to  lloat  away,  and  allowing  the  bottom, 
which  has  been  previously  ballasted,  to  sink  away.  In- 
side the  lloating  pontoon  are  built  the  forms  for  the 
lower  portions  of  the  walls,  the  sides  of  the  pontoon 
acting  as  a  part  of  the  form  work.  As  the  walls  rise, 
the  p. •in-  ■  •  >ii  -inks  deeper  and  deeper  and  finally  disap- 
pear-- below  the  surface  owing  to  the  continually  in- 
creasing weight  sustained  by  it,  the  sides  of  the  crib 
above  the  pontoon  serving  to  keep  the  water  out.  The 
temporary  bottoms  are  placed  after  the  form  work  in 
the  pockets  has  been  removed. 

A  watertight  joint  is  made  between  the  temporary 
bottom  and  the  concrete  ledge  upon  which  it  rests  by 


Fig.  11 — Construction  of  tower  west  entrance  wail,  Lock  1,  showing  steel 
supporting  frames. 


placing  between  them  a  rope  made  of  jute  yarn  cov- 
ered with  canvas,  which  is  tightly  squeeezd  down  by 
the  wedges  that  serve  to  hold  the  bottom  in  place.  On 
the  construction  work  which  has  already  been  accom- 
plished, the  contractors  have  poured  the  concrete  in 
lifts  of  3  ft.,  alternately  placing  the  horizontal  rein- 
forcing steel  in  position  for  each  lift  and  pouring  con- 
crete. The  vertical  steel  extending  from  top  to  bot- 
tom without  a  break  must  be  nlaced  before  any  con- 
crete is  poured..  Fig.  8  shows  the  construction,  with 
the  floating  pontoon  and  reinforcing- 

The  cribs  ar<*.  floated  to  the  positions  prepared  for 
them.  The  seat  for  each  crib  is  dredged  a  little  below 
the  required  grade  and  then  three  windrows  of  broken 
-tone  are  placed  and  levelled  off,  one  row  under  each 
(if  the  front,  centre  and  rear  longitudinal  walls.  Water 
i>  admitted  slowly  into  the  compartments  until  the  crib 
i  =  within  a  few  inches  of  the  bottom,  and  after  adjust- 
ing into  exact  position  and  line,  a  little  more  water 
brings  it  to  rest  on  the  rows  of  stone.  Interlocking 
ribs  are  provided  on  the  ends  of  the  cribs  to  key  the 
adjoining  ones. 

After  the  crib  has  reached  its  proper  position,  the 


false  bottoms  are  removed  by  releasing  the  wedges 
.iiid  the  crib  i s  tilled  with  spoil.  The  use  of  temporary 
bottoms  is  for  the  sake  of  economy,  because  they  save 
concrete  and  can  be  used  over  and  over  again.  Also, 
(he  bottomless  cribs  allow  the  tilling  to  rest  on  lake 
bottom,  lending  to  prevent  settlement,  and  the  rows  of 
stone  secure  an  even  bearing.  Fifty-three  of  these 
cribs  will  be  used  altogether. 

An  investigation  of  the  forces  acting  on  the  crib 
shows  that  the  design  must  take  into  account  three 
different  conditions  of  loading  on  the  walls:  (1)  The 
exterior  water  load:-  on  the  floating  crib;  (2)  the  ex- 
terior and  interior  water  loads  on  the  sinking  crib,  and 
(3)  the  interior  till  loads  on  the  submerged  crib  when  it 
is  in  i t ^  final  position  and  during  tilling.  An  analysis 
of  these  loadings  reveals  large  loads  carried  by  the 
walls  due  to  the  water  pressure  when  the  crib  is  sink- 
ing. These  act  for  a  comparativelv  short  interval  of 
time,  and  it  seemed  that  if  some  scheme  could  be  de- 
vised for  bracing  the  walls  while  the  crib  is  sinking 
that  a  very  considerable  saving  in  reinforcing  steel 
could  be  effected. 

The  scheme  adopted  is  to  use  timber  bracing 
wedged  into  the  pockets.  For  plan  of  bracing  see 
big.  7.  It  is  placed  before  admitting  water  and  re- 
moved before  the  pockets  are  filled  with  earth.  The 
bracing  is  arranged  in  such  a  way  that  the  spans  over 
which  the  water  loads  act  are  reduced  to  6  ft.,  and 
hence  the  bending  moment  and  therefore  the  steel  ne- 
cessary, are  considerably  reduced.  The  drawing  shows 
the  arrangement  of  the  bracing  in  detail.  It  is  seen 
that  without  this  bracing  the  spans  of  the  front,  rear 
and  centre  longitudinal  walls  are  12  ft.,  and  of  the 
end  and  cross  walls  18  ft-  When  it  is  remembered 
that  the  bending  moment  varies  directly  as  the  pro- 
duct of  the  scpiare  of  the  span  „nd  the  load  per  unit 
of  span,  the  effect  of  the  bracing  in  reducing  the  quan- 
tity of  reinforcing  steel  is  apparent. 

The  reinforcing  steel  is  in  the  form  of  plain  round 
rods,  Fig.  8,  and  the  spacing  has  been  confined  to 
multiples  of  6  in.,  as  some  little  aid  in  standardization 
and  simplicity  in  construction.  For  the  same  reason 
the  size  of  rods  is  confined  to  and  %-in.  diameters. 
Each  crib  requires  934  cu.  yds.  of  concrete  and  112,000 
lbs.  of  steel. 

Fig.  11  shows  the  west  entrance  wall  of  lock  No.  1 
during  construction,  and  Fig.  22  indicates  its  com- 
pleted appearance.  This  is  a  reinforced  concrete  re- 
taining wall  of  the  buttress  type,  42  feet  high.  It  is 
founded  on  rock,  and  extends  from  near  the  present 
shoreline  to  the  foot  of  lock  No.  1,  a  distance  ot  1,640 
ft.  It  is  constructed  in  monoliths  of  100  ft.  each  in 
length-  In  the  construction  of  this  wall,  triangular 
steel  frames,  4\l/>  ft.  in  height  (Fig.  11),  were  utilized, 
and  erected  at  12-foot  intervals,  one  in  each  buttress, 
their  purpose  being  mainly  as  a  support  for  the  rein- 
forcing bars,  and  for  the  contractors'  forms.  The 
frames  were  punched  to  correspond  with  the  system 
of  reinforcing  the  wall,  and  the  rods  threaded  through 
the  holes.  This  method  ensured  the  rods  being  placed 
exactly  where  they  were  required,  and  that  none  were 
omitted.  It  was  not  considered  that  the  frames  them- 
selves, with  the  exception  of  the  back  legs,  bear  am 
material  part  in  the  reinforcing  of  the  wall,  but  experi- 
ence has  shown  that  their  use  was  amply  justified  for 
the  purpose  for  which  they  were  designed. 

It  is  of  interest  to  note  that  the  wing  walls  now 
under  construction  have  discarded  this  construction 
for  mass  concrete,  chiefly  due  to  changed  market  con- 
ditions. 

In  Figs.  14,  15,  21  and  23;  the  method  of  construct- 


July  19,  1916 


THE   CONTRACT  RE.jRD 


711 


ri2 


i  ll  E   CONTRACT  RECORD 


July  19,  1916 


ing  the  link  walls  is  illustrated;    rhese  are  made  iri 

monoliths  i>l  about  <>0  ft.  in  length,  of  mass  concrete 
and  "plums." 

I  he  main  filling  culverts,  which  are  L4  it.  wide  by 
16  a  it  high,  are  being  built  into  the  side  walls  by 
means  ui  collapsible  steel  forms,  60  ft.  in  length  (Fig. 
14.  On  the  completion  of  a  monolith  to  a  height  ol 
5  feet  above  the  culvert,  and  after  allowing  a  couple 
of  days  for  setting  of  the  concrete,  the  form  is  slightly 
collapsed  \>\    means  ,,f  turn-buckles  and  moved  for 

ward  on  rails  into  position  for  the  next  monolith 
Wooden  forms  are  used  for  the  foot  and  4  foot  lat- 
cial-  connecting  the  main  culvert  with  the  lock.  A 
'■lateral"  is  shown  in  Fig.  23.     Steel  panel  forms  are 


being  used  for  the  face  of  the  lock  wall.  Fig.  15  shows 
the  forms  in  place  for  the  laterals,  and  in  Fig.  14  the 
forms  for  the  culverts  can  be  seen. 

The  Breast  Walls 

In  excavating  for  the  breast  wall  at  lock  No.  2, 
the  method  adopted  was  to  drive  a  wall  of  steel  sheet 
piling.  45  feet  long,  to  refusal  around  the  site,  the  pil- 
ing being  braced  with  heavy  wooden  timbers  as  the 
excavating  proceeded.  The  steel  piling  was  driven 
to  an  average  penetration  of  33  feet,  until  excavation 
in  the  pit  had  been  carried  on  to  .a  considerable  depth, 
when  the  piles  were  re-driven  to  their  full  length.  The 
excavation  of  the  pit  was  largely  done  by  hand,  owing 
to  the  confined  working  area  due  to  the  interior  brac- 
ing. 

This  method  of  building  the  breast  wall  was 
adopted  in  order  to  conserve  the  ground  above  the 
breast  wall  in  its  natural  state,  as,  had  the  lock  pit 
keen  excavated  in  the  usual  manner  it  would  have  been 
open  for  several  months,  during  which  time  slides 
would  undoubtedly  have  occurred,  which  would  have 
prevented  a  satisfactory  treatment  of  that  portion 
above  the  breast  wall,  whereas  thj  method  adopted 
will  leave  the  material  above  the  breast  wall  intact. 
The  material  excavated  from  the  lock  area  of  the 
lower  level  was  removed  by  a  drag-line,  and  the  steel 
pibe  .  v  jre  drawn  with  a  fifty-ton,  5-sheave  block  and 
tackle,  su-p'ended  from  a  timber  A-frame  standing  on 
top  of  the- wall,  and  operated  by  a  steam  hoist.  The 
-teel  sheet  piling  on  the  sides  of  the  walls  and  on  the 
back  was  left  in  place  as  permanent  protection. 

An  exactlv  similar  course  was  followed  in  lock  No. 
3,  except  that  building  "paper  was  placed  between  the 
oncrete  and  the  piling  which  was  to  be  removed. 
This  greatly  facilitated  the  pulling  operation. 


Phe  Welland  division  of  the  Grand  Trunk  Railway 
was  situated  at  a  point  where  the  twin  locks  are  lo- 
cated. Tins  necessitated  a  diversion  of  the  line  to  the 
west     As  the  line  here  climbs  the  Niagara  escarpment 

it  1.7  per  cent,  grade,  the  work  was  very  heavy,  in- 
volving the  removal  in  all  of  4K,000  cubic  yards  of 
rock  and,  43,300  cubic  yards  of  earth  excavation  with- 
in a  distance  of  two  miles. 

\  temporary  diversion  of  the  main  line  was  also 
required.  Tins  diversion,  which  consisted  in  moving 
a  portion  ol  the  double-track  main  line  about  50  feet 
to  the  north,  where  it  crosses  the  site  of  twin  locks  No. 
4,  was  rendered  necessary  in  order  to  carry  the  double- 
t  rack  main  line  of  the  Grand  Trunk  Railway  over  the 
works  during  construction  and  to  allow  free  passage 
beneath  the  railway  for  the  excavated  material  from 
the  lock  pits  to  the  stone  crusher,  located  just  north  oi 
the  main  line,  and  to  Lake  Ontario.  In  order  that  this 
diversion  might  be  finally  disposed  of  and  cause  no 
further  trouble  to  the  Grand  Trunk  Railway  Co.  or  to 
the  contractors,  the  centre  pier  upon  which  one  end  of 
these  steel  spans  rest,  has  been  sunk  through  earth  and 
rock,  a  depth  of  90  feet,  to  the  level  of  the  foundation 
of  the  locks,  and  it  will  be  eventually  incorporated  in 
the  centre  wall  of  the  locks.  The  side  piers  have  been 
sunk  to  about  two-thirds  of  this  depth,  to  the  surface 
of  the  rock  below.  This  will  allow  the  contractors  to 
excavate  the  lock  pit  completely  without  interfering 
with  the  bridge,  and  allow  the  lock  walls  to  be  built. 
When  the  locks  are  completed,  two  bascule  lift  bridges 
will  be  placed  on  the  original  line  of  the  Grand  Trunk 
Railway  and  the  line  replaced  in  its  former  position. 

The  temporary  spans  will  then  be  removed.  Instead 
of  building  double-track  spans  four  single-track  spans 
have  been  constructed,  the  idea  being  that  they  will 
he  easier  to  sell  upon  the  completion  of  the  work  than 
a  double-track  structure. 

The  largest  cut  on  the  entire  work  is  that  required 
for  the  twin  locks  in  flight,  Nos.  4,  5,  and  6.  This  has 
meant  extensive  rock  excavation.    Fig.  12  shows  a 


Fig.  16 — Construction  of  wing  wall,  showing  the  forms  in  place  for  the 
culvert  and  laterals. 


partial  view  of  this  cutting.  In  blasting  out  these  cuts, 
the  drill  holes  are  bored  by  electrically  operated  drills.' 
Holes  20  to  40  feet  in  depth  are  drilled,  in  rows  at  in- 
tervals of  18  feet  parallel  to  and  18  feet  at  right  angles 
to  the  centre  line  of  the  canal.  As  many  as  fifty-seven 
of  these  holes  have  been  fired  at  one  time,  and  as  each 
hole  contains  several  cases  of  dynamite,  the  total 
charge  fired  has  amounted  on  several  occasions  to 
about  13  tons. 

In  order  that  the  rock  in  this  section  may  not  be 
disturbed  beyond  the  contemplated  lines  of  excavation, 
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Fig.   16 — Welland  Ship  Canal.   Loading  wagons  with  material  for  watertight  embankment. 


Fig.  17 — Welland  Ship  Canal.     Upper  end  of  pit  for  Lock  No.  2,  showing  breast  wall  surrounded  by  sheet  steel  piling.     Photo  midsummer.  191$, 
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Fig.  18 — Welland  Ship  Canal..   150,000  tons  of  crushed  rock. 


the  method  adopted  has  been  to  channel  the  rock  along 
the  final  lines  to  be  excavated.  The  illustration  in 
Eig.  12  shows  the  channelling  machine  at  work.  The 
method  of  close  drilling  was  used  to  some  extent,  but 
it  has  been  found  that  this  does  not  make  a  good  face. 

Another  feature  of  .  the  excavation  at  this  point  is 
the  installation  of  a  rock-crushing  plant,  erected  by 
the  contractors  under  the  terms  of  their  contract  to 
crush  stone  excavated  from  this  section  and  supply  it 
for  concrete  to  contractors  for  sections  Nos.  1  and  2. 
(  Mr-  of  the  illustrations  shows  th,e  plant  in  operation. 
A  reserve  stock  pile  of  approximately  150.000  tons  has 
l*een  accumulated,  from  which  to  furnish  stone  when 
the  crusher  is  idle  or  when  the  demand  for  same  be- 
comes very  heavy.  During  periods  of  temporary 
breakdowns  of  the  crushing  plant,  and  when  its  capa- 
citv  was  not  sufficient,  rock  from  the  excavation  has 
been  dumped  in  large  quantities  in  a  storage  pile  just 
north  of  the  crusher  to  be  re-handled  later  to  the 
crusher  as  required. 

Concrete  Protection  to  Banks 

Concrete  protection  has  been  applied  to  the  banks 
of  the  canal.  This  consists  of  a  9-inch  slab  of  con- 
crete laid  on  a  layer  of  broken  stone,  and  will  extend 
from  5  ft.  below  water  to  5  ft.  above  water.  The  foot 
of  the  slab  will  rest  on  a  horizontal  5-foot  berm  and 
will  have  a  VA  to  1  slope. 

All  the  excavated  slopes  above  water  level  are  be- 
ing sodded,  as  it  is  a  cheap  and  efficient  method  of 
protecting  the  slopes  after  trimming.  In  order  to 
hold  the  sods  in  places,  pegs  are  driven  through  them 
into  the  slope,  and  tjie  results  obtained  have  been  very 
successful.  Slopes  of  embankments  are  allowed  to 
settle  for  a  year  before  trimming  and  sodding. 
The  Washing  Plant 

Among  the  numerous  construction  developments 
.  hich  necessity  forced  upon  the  engineers  of  the  Wel- 
land Canal,  one  of  the  most  interesting  is  the  newly 
erected  crushed  stone  washing  plant.      As  already 


noted,  the  excavation  taken  from  the  site  of  locks  4. 
5,  and  6  is  solid  rock,  which  is  delivered  to  a  huge 
crusher,  capable  of  accommodating  anything  from 
about  2  cubic  yards  down.  Having  passed  this  first 
crusher  the  stone  is  elevated  into  the  crushing  plant 
proper,  where  it  is  further  reduced  to  normal  size  by 


Fig.   19 — Stone  washing  plant  to  remove  dirt  from  crushed  stone. 


the  ordinary  crushing  process.  Until  within  recent 
months  the  stone  was  again  elevated  either  to  a  stor- 
age bin,  from  which  the  cars  are  loaded,  or  to  the 
large  surplus  pile  shown  in  Fig.  18.  Recently.  How- 
ever, it  was  decided  that  the  permanence  of  the  con- 
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Fig.  20 — Welland  Ship  Canal.    Spreader  at  work  on  Harbour  Embankment. 


struction  work  of  the  canal  would  be  best  served  by 
thoroughly  washing  the  crushed  stone  to  remove  a 
certain  percentage  of  soil  and  fine  stone  content.  This 
led  Chief  Engineer  VVeller  and  his  stafif  to  devise  the 
washing  plant,  described  below,  which  has  recently 
been  placed  in  operation  and  is  shown,  in  one  view,  in 
Fig.  19. 

The  washing  plant,  though  of  entirely  local  and 
home-made  construction,  is  doing  wonderfully  satis- 
factory work.   Two  elevators,  one  leading  direct  from 


J.   L.   Weller,   Chief  Er 


Canal  System. 


the  crusher,  the  other  from  the  storage  pile,  carry- the 
crushed  stone  to  the  top  of  the  structure  shown  in 
Fig.  19.  These  elevators  may  be  used  simultaneously 
or  separately,  as  conditions  require.  Both  of  the  ele- 
vators deliver  the  stone  into,  a  central  hopper  from 


which  it  is  distributed  to  four  separate  screen-troughs, 
placed  in  relation  to  one  another  as  the  four  semi-dia- 
gonals of  a  square  and  inclined  downward  at  an  angle 
of  approximately  45°.  These  screen-troughs  are  ap- 
proximately 15  feet  long  by  3  feet  wide,  a  fairly  fine 
screen  constituting  the  flooring  of  the  lower  two-thirds 
of  each  trough.  The  upper  part  of  each  trough  is  pro- 
vided with  obstacle  projections  which  spread  out  the 
stone  as  it  passed  down  and  thoroughly  mixes  it  with 
water  which  is  sprayed  upon  it  copiously  at  high 
pressure. 

The  spraying  arrangements  are  the  secret  of  the 
success  of  the  whole  plant.  To  this  end  iron  pipes, 
some  3  inches  internal  diameter  and  3  feet  long,  and 
provided  with  a  row  of  small  holes  to  allow  the  pass- 
age out  of  the  water,  are  placed  at  intervals  of  about 
12  inches  horizontally  across  the  top  of  the  trough  and 
a  few  inches  from  it.  The  sprinkler  pipes  over  each 
of  the  four  screen  troughs  are  interconnected  by  a 
main  feed  pipe  and  the  4  mains  arc  fed  by  a  12-inch 
pipe  line,  which  runs  back  a  mile  and  a  half 
to  the  next  lock  in  the  present  canal,  so  that  the  water 
is  delivered  against  the  stone,  as  it  passes  down  the 
screen  troughs,  at  high  pressure.  The  spraying  tubes 
are  also  turned  at  various  angles,  thus  ensuring  a  clean 
surface  all  round- 

A  second  quartette  of  screen  troughs,  placed  lower 
down,  catch  and  direct  the  crushed  stone  back  and 
down  to  a  central  common  bin,  while  the  water,  and 
its  mud  content,  pass  ofif  by  a  waste  trough  and  is  de- 
livered into  the  canal  which  lies  close  at  hand.  In 
Fig.  19  this  water  waste  trough  is  shown  prominently 
in  the  foreground. 

Sand  Supply 

Another  feature  of  the  efficiency  methods  being 
observed  in  the  prosecution  of  this  work  is  in  connec- 
tion with  the  sand  supply.  The  Government  engineers 
have  been  particularly  careful  of  the  quality  of  sand 
used  in  the  concrete  work  and  the  supply  is  now  being 
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obtained.  hv  dredging,  near  the  month  of  the  Niagara 
River  and  carried  by  scows  into  Port  Welter  harbor, 
litre  it  i-  elevated  by  crane  hoist  to  large  storage  bins 
built  over  the  railway  tracks.  The  sand  is  then  loaded 
on  the  railway  ears  through  bottom  hopper  doors  and 
distributed  at  various  points  along  the  line. 

The  Construction  Railways 

Throughout  the  length  of  the  lock  end  of  the  canal 
a  standard  gauge  construction  railway  has  been  built 
to  carry  excavated  material  to  the  lake,  haul  stone  and 
plums  from  section  .>  to  sections  1  and  2.  to  distribute 
material,  and  so  on.  The  hue  is  equipped  with  a  com- 
plete interlocking  and  block  signal  system  and  a  tele- 
phone train  dispatching  system,  and  is  about  7%  miles 
long.  It  was  built  by  the  Government  for  use  by  the 
various  contractors. 

An  idea  of  the  size  of  the  work  may  be  further 
obtained  when  it  is  estimated  that  2,500,000  barrels  of 
cement  will  be  required,  all  told. 

Excavating  Plant 

A  great  variety  of  excavating  plant  is  in  use  along 


the  canal  on  the  sections  now  under  contract.  The 
submarine  excavation  entails  the  use  of  Moating  drill 
boats,  dipper  dredges,  clam  shell  dredges  and  hydrau- 
lic suction  dredges.  These  are  tended  by  a  fleet  of 
powerful  tugs  and  dump  scows,  the  majority  of  the 
latter  ueing  of  500  cubic  yards  capacity- 

The  dry  excavation  is  being  handled  principally  by 
steam  shovels,  varying  in  size  from  the  small  20-ton 
to  the  large  90-ton,  having  buckets  of  from  \Yi  to 
cubic  yards'  capacity.  A  considerable  amount  of  ex- 
cavation has  been  by  means  of  modern  drag-line  ex- 
cavating machines.  These  shovels  and  drag-lines  are 
tended  by  a  very  efficient  train  service  consisting  #f  a 
large  number  of  locomotives  of  all  sizes  and)  styles 
and  many  different  varieties  of  dump  cars,  from  the 
4-yard  narrow  gauge  car  to  the  20-yard  modern  steel 
air  dump  car.  There  are  also  trains  of  flat  cars,  un- 
loaded bv  means  of  "Lidgerwood"  unloaders.  On  the 
dumps  in  the  lake  and  elsewhere,  there  are  miles  of 
trackage  to  take  care  of  the  enormous  output  of  all 
these  machines,  and  "spreaders"  of  several  varieties 
are  being  constantly  used,  pushing  the 'excavated  ma- 
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Fig   21 — West  Wall.  Lock  No.  1  (34  feet  yet  to  be  built  shown  dotted). 
This  view  was  taken  July  1,  1915.    The  concrete  work  on  this  lock  i 
now  nearly  complete. 


Fig.  22— Welland  Ship  Canal 
No.  1.    Photo  taken  during  pi 
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terial  over  the  site  of  the  fills  and  levelling  up  the 
dumps.  More  than  1,100  car  loads  have  been  placed  in 
the  west  eYnbankmen^  of  the  harbor  in  one  day. 

•  As- much  of  the  material  excavated  is  clay  of  the 
consistency  of  soft  putty,  which  often  drops  out  of 
the  cars  in  solid  lumps  of  10  or  12  yards  each,  the 
spreaders  have  a  most  interesting  time  in  tearing  this 
to  pieces  and  getting  it  out  of  the  way. 

("here  are  several  grading  machines  also  in  use. 
M-osf-of 4-bese  ale  hauled  by  traction  engines.  These 
machines  plough  up  a  furrow  which  is  turned  from  the 
plough  share  on  to  a  belt  running  at  right  angles  to 
the-  machine  and  operated  from  the  wheels  of  the  lat- 
ter. The  belt  is  at  an  angle  of  about  30  degrees  with 
the  horizontal,  and  elevates  the  material  to  such  a 
height  that  whet,  it  falls  over  the  roller  at  the  top  of 
(lie  belt  it  will  drop  into  the  dump  wagons  which  fol- 
'lovv  alongside  the  machine.  When  one  wagon  is  full 
the  machine  stops,  the  wagon  keeps  driving  on  and 
another  takes  its  place,  and  as  soon  as  the  wagon  box 
arrives  under  tjve  end  of  the  belt  the  machine  is  started 
and  the  operation  continued  with  very  little  delay  to 


the  actual  loading.  The  wagons  hold  ll/2  cubic  yards, 
are  self-dumping  and  are  easily  hauled  by  a  team  of 
three  mules.  On  this  work  all  the  material  so  exca- 
vated has  been  used  to  make  watertight  embankments, 
the  earth  being  dumped  into  the  embankment  in  lay- 
ers of  about  8  inches,  which  are  thoroughly  watered 
and  compactly  rolled  by  the  wagons  driving  over  them. 
These  machines  have  been  averaging  nearly  10,000 
cubic  yards  per  month  each. 

A  certain  amount  of  excavation  has  been  done  by 
locomotive  cranes,  handling  clam  shell  buckets.  The 
large  earth  dam  at  the  head  of  lock  No.  6  is  being  built 
by  drag  line  machines,  one  of  which  has  a  boom  115 
ft.  long-  These  machines  are  equipped  witli  large 
clam  shell  buckets  instead  of  the  ordinary  drag-line 
bucket,  and  are  re-handling  the  earth  which  has  been 
dumped  on  either  side  of  the  dam  site,  into  the  dam. 
These  machines  travel  on  the  dam  itself,  building  it 
up  in  layers  of  about  8  inches,  which  are  spread  as 
much  as  possible  by  opening  the  clam  shell  while  the 
boom  is  still  swinging.  After  a  section  has  been  spread 
in  this  way  it  is  levelled  oft  by  teams  and  scrapers  and 


rete  Entrance  Wall,  Lock 
ling  in  summer,  1915. 


Fig.  13— Welland  Ship  Canal.     Inter, or  of  filling  culvert  in  West  Wall  of 
Lock  No.  1.    Size  14  ft.  x  10'/2  ft.    Note  one  of  the  by-passes  on  the 
left  connecting  with  lock  chamber. 
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thou  watered  and  rolled  by  large  traction  engines  hav- 
ing wide  tread  \\  heels. 

Miscellaneous  Equipment 

Mure  .no  also  in  operation  through  the  whole 
length  "i  the  work  a  large  number  of  cranes,  both  sta- 
tionary and  locomotive  W  ell  drills 'are  used  quite 
extensively  for  drilling  purposes,  rock  drill&for  sub- 
marine excavation,  and  a  great  variety  of  mixers,  in- 
cluding gravity  mixers.  The  scope  of  the  undertak- 
ing atYonL  ample  opportunity  for  studying  the  com- 
parative merits  of  different  types  of  equipment  and  in 
thi^  regard  it  might  be  stated  that  the  usefulness  of 
the  gravity  mixer  is  being  carefully  observed. 

The  Contractors 

Section  No.  1.  w  hich  is  under  contract  to  the  Dom- 
inion Dredging  Company,  Limited,  consists  principal- 
ly of  the  construction  of  the  new  harbor  at  the  Lake 
Ontario  entrance  to  the  canal,  which  covers  V/2  miles 
of  dredging  in  the  lake,  and  considerable  pier  work ; 
1 '  ±  miles  of  canal  excavation  inland,  and  the  construc- 
tion of  hick  Mo.  1,  with  its  weirs  and  entrance  walls. 
The  value  of  this  contract  is  $3,500,000.  It  involves 
little  rock  excavation.  All  material  is  used  for  filling 
in  the  harbor.  The  principal  rock  encountered  is  an 
outcropping  along  the  bottom  of  the  harbor  entrance 
some  1,700  ft.  long  and  22  ft.  below  water  level  This 
will  require  a  3  ft.  excavation,  or  approximately  150,- 
000  cu.  yds-,  for  which  drilling  operations  are  at  pres- 
ent under  way.  The  work  on  lock  No.  1  is  well  ad- 
vanced, practically  all  the  concrete  being  placed. 

Section  No.  2  was  awarded  to  Messrs.  Baldry,  Yer- 
burgh  and  lluchinson,  St.  Catharines,  at  a  price  of 
$5, 500,000.  It  includes,  in  addition  to  the  excavation 
of  the  canal  prism,  the  construction  of  locks  Nos.  2 
and  3.  with  their  regulating  and  waste  weirs,  the  sub- 
structure of  four  bridges,  in  addition  to  the  one  over 
the  head  of  lock  No.  2,  and  a  large  number  of  water- 
tight embankments.  The  work  will  be  practically  all 
earth  excavation  to  the  extent  of  about  6,500.000  cubic 
yards.    Locks  2  and  3  are  well  under  way.. 

Section  Xo.  3.  although  onlv  two  miles  in  length, 
was  valued  at  $10,220,615,  Messrs.  O'Brien  &  Doheny 
and  Quinlan  &  Robertson  being  the  contractors. 
It  consists  principally  of  the  excavation  of  2,700,000 
cubic  vards  of  rock  and  3,400,000  cubic  yards  of  earth  ; 
the  diversion  of  the  Grand  Trunk  Railway,  Welland 
division,  which  was  rendered  necessary  in  order  to  ob- 
tain satisfactory  location  for  the  canal ;  the  building 
of  a  large  earth  dam  with  concrete  core  wall ;  the  build- 
ing of  twin  locks  Nos.  4,  5,  and  6  in  flight,  and  single 
lock  No.  7,  which,  together  with  their  entrance  walls, 
etc-,  will  contain  about  1,200,000  cubic  yards  of  con- 
crete. The  contract  also  comprises  the  crushing  and 
furnishing  of  about  one  and  a  quarter  million  tons  of 
stone  for  concrete  for  sections  Nos.  1  and  2.  The  views 
herewith  show  the  extent  to  which  excavation  work 
on  Nos.  4.  5,  and  6  is  advanced.  Practically  no  con- 
crete has  been  placed  except  that  the  upper  en- 
trance walls  of  No.  6  are  completed.  The  excavation 
for  Nos.  4,  5,  6,  and  7,  is  proceeding. 

Section  No.  5  was  awarded  to  the  Canadian  Dredg- 
ing Co.  at  about  $2,000,000.  It  extends  from  Allan- 
burg  to  Port  Robinson,  and  is  just  under  two  miles 
in  length.  The  work  consists  mainly  of  deepening  and 
widening  the  present  cut.  About  2,500,000  cubic  yards 
require  excavating. 

Who  Supplied  the  Equipment 

Much  of  the  equipment  at  present  in  use  in  the 
Canal  construction  work  was  not  purchased  new  when 
this  work  began,  but  we  give  below  a  list  of  itiachinery 


in  use  which  we  believe  to  be  fairly  complete  and 
accurate : —  /v 

Three  of  the  locomotives' were  manufactured  by  the 
American  Locomotive  Co.,  of  New  York,  and  four  b/ 
the  Vulcan  Iron  Works,  Wilkesbarre,  Pa.;  large  loco- 
motive cranes,  manufactured  by  the  Brown  Hoisting 
Machinery  Co.,  of  Cleveland,  and  the  "Industrial 
Works,"  Bay  City,  Mich.,  supplied  by  F.  H.  Hopkins 
&  Co.;  the  steam  shovels  are  "Bucyrus"  and  "Marion" 
type,  supplied  by  F.  II.  Hopkins  &  Co.,  Montreal;  cul- 
vert and  wall  forms,  Blaw  Steel  Construction  Co.; 
sheet  steel  piling,  Lackawanna  Steel  Co.,  Lackawanna, 
N.  Y. ;  hoisting  engines,  M.  Beatty  &  Sons,  Limited, 
Welland,  Out.,  also  "National"  hoisting  engines  for 
extra  heavy  derrick  work,  ^supplied  by  F.  II.  Hopkins 
&  Co. ;  hoisting  crane,  McMyler  Interstate  Co.,  Cleve- 
land ;  rock  drills,  Keystone  Driller  Co.,  Beaver  Falls, 
Pa.,  supplied  by  F.  H.  Hopkins  &  Co. ;  Napanee  Tripod 
Drills;  concrete  mixers,  T.  L.  Smith  Co.,  Milwaukee; 
gravity  concrete  mixers,  Automatic  Co.,  Providence, 
R.I. ;  batch  mixers,  Ransome  Concrete  Machinery  Co., 
Dunellen,  N.J.,  supplied  by  F.  H.  Hopkins  &  Co., 
Montreal  ;  spreaders  in  use  on  harbor  embankments, 
O.  F.  Jordan  Co.,  Chicago;  drills  on  drill  boat  in  har- 
bor— type  H.  64,  Ingersoll  Rand  Co.;  submarine  drill 
motors,  Canadian  Westinghouse  Co.,  Hamilton  ;  cen- 
trifugal and  piston  pumps,  Smart-Turner  Mfg.  Co., 
Hamilton  ;  air  dump  cars,  Western  Wheel  Scraper 
Co.,  Aurora,  111.,  also  Kilbourne  &  Jacobs  air  dump 
cars,  supplied  by  F.  H.  Hopkins  &  Co.;  traction  en- 
gines, Sawyer,  Massey  Co.,  Hamilton,  Ont. ;  pumps, 
(Section  3)  A.  S.  Cameron  Steam  Pump  Works,  New 
York  ;  Channelling  machines,  Sullivan  Machinery  Co., 
Chicago ;  compressors  and  rock  drills,  Canadian  Inger- 
soll Rand  Co.,  Toronto ;  cement,  Canada  Cement  Co. ; 
selective  train  dispatching  and  blocking  system,  North- 
ern Electric  Co.,  Montreal ;  several  steel  bridges,  Ham- 
ilton Bridge  Works  Co.,  Hamilton;  150-ton  railway 
track  scale,  Gurney  Scale  Co.,  Hamilton  ;  mechanical 
interlocking  plant  and  blocking  signal  system,  Saxby 
&  Farmer,  Limited,  Montreal. 


The  Montreal  Trade  and  Labor  Council  has  taken 
strong  exception  to  the  statements  recentlv  made  in 
a  report  by  the  city  engineer's  department  as  to  the  ex- 
cessive cost  of  day  labor  as  against  contract,  work. 
The  claim  made  by  the  Council  speakers  w  as  that  con- 
tractors' work  was  not  as  permanent  as  that  done  by 
dav  labor,  that  extras  were  often  unnecessarily  made, 
and  that  labor  conditions  were  not  as  favorable.  One 
of  the  delegates  admitted  that  under  day  labor  the 
existing  patronage  system  added  to  the  cost,  as  rela- 
tives and  friends  of  the  aldermen  were  placed  on  the 
pay  roll  for  doing  work  about  which  they  had  no  know- 
ledge. Foremen  were  interfered  with  and  threatened 
with  dismissal  if  they  did  not  act  in  accordance  with 
the  wishes  of  some  aldermen.  • 


A  question  of  a  mistake  in  a  tender,  on  account 
of  the  successful  bidder  not  properly  understanding 
the  specifications  in  French,  came  before  the  Montreal 
Board  of  Control.  The  Dominion  Architectural  Iron 
Works,  Limited,  bid  on  two  fire  escapes  to  be  erected 
at  the  City  Hall,  and  being  the  lowest  tenderers  were 
awarded  the  contract.  The  company  afterward*  wrote 
that  a  mistake  had  been  made,  owing  to  the  French 
specifications  not  being  understood ;  the  controllers, 
however,  have  decided  that  the  company  must  carry 
out  the  contract,  or  failing  this,  the  work  will  be  done 
by  the  next  lowest  bidder  and  the  difference  charged 
to  the  company. 
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Bearing  Value  of  Soils  for  Foundations 


The  following  extracts  are  taken  from  a  report  sub- 
mitted at  the  annual  meeting  of  the  American  Society 
of  Civil  Engineers  by  a  special  committee  appointed 
"to  Codify  Present  Practice  on  the  Bearing  Value  of 
Soils  for  Foundations  and  Report  Upon  the  Physical 
Characteristics  of  Soils  in  Their  Relation  to  Engineer- 
ing Structures.    It  is  a  timely  subject: 

The  Genesis  of  Soils 

In  the  development  of  the  earth's  crust,  rocks  have 
been  formed  by  the  aggregation  and  consolidation  of 
various  materials.  Those  rocks  in  their  turn  have 
been  subjected  to  physical  disintegration  and  chemical 
decomposition  by  atmospheric  and  other  natural 
agencies,  called  rock-weathering.  Some  of  the  resi- 
dual products  of  rock-weathering  are  the  unconsoli- 
dated clays,  silts,  sands  and  gravels,  etc.,  which  cover 
the  surface  of  the  underlying  rock  and  are  here  defined 
as  the  soil.  Thus,  the  soil  has  the  same  mineralogical 
constituents  as  the  rocks  from  which  it  has  been  de- 
rived, except  where  chemical  action  has  leached  out 
the  less  resisting  minerals. 

The  relative  predominance  of  physical  disintegra- 
tion or  chemical  decomposition  will  vary  with  the 
locality.  For  instance,  under  the  influence  of  moisture 
and  heat,  chemical  decomposition  will  predominate 
in  humid  tropical  regions,  where  the  heavy  clay  soils 
occur;  and  physical  disintegration  is  the  dominant  pro- 
cess in  arid  and  arctic  climates.  Consequently,  the 
properties  of  the  soils  will  vary,  although  they  may 
be  formed  from  the  same  kind  of  rock.  For  example, 
the  granite  roeks  of  the  humid  Appalachians  of  the 
South  form  a  fine-grained  soil,  and  similar  granites  of 
the  arid  Sierras  form  a  coarse  granular  product. 

Physical  Disintegration 

The  process  of  physical  disintegration  of  rock  is 
concerned  with:  (1)  Temperature  changes,  by  unequal 
expansion  and  contraction  of  the  rock  minerals  from 
heat  and  cold.  A  frequent  repetition  of  this  action, 
or  a  sudden  change  in  temperature,  causes  the  crumb- 
ling of  the  exposed  surfaces  of  the  rock.  The  effect 
is  greatest  where  the  diurnal  or  seasonal  range  of  tem- 
perature is  a  maximum.  The  maximum  diurnal  range 
of  temperature  occurs  in  desert  regions,  and  the  maxi- 
mum seasonal  range  in  northern  climates.  (2)  Al- 
ternate expansion  and  contraction  from  freezing  and 
thawing  the  interstitial  water  in  the  pore-sp'aces  of  the 
rock.  (3)  The  abrasive  action  of  flowing  water  or 
wave  action,  when  carrying  sediment.  (4)  The  action 
of  the  wind,  when  projecting  fine  soil  particles  against 
rocks.  (5)  Glacial  action  in  crushing  and  comminut- 
ing rocks  into  "glacial  flour,"  and  the  formation  of 
moraines,  etc.,  from  rock  debris.  (6)  In  a  limited  de- 
gree, by  the  action  of  organic  life. 

Chemical  Decomposition 

The  process  of  decomposition  is  largely  concerned 
with,  the  chemical  action  of  water  and  air.  The  most 
important  chemical  reactions  are:  (1)  Hydration,  (2) 
carbonation,  (3)  oxidation,  and  (4)  solution.  These 
reactions  usually  cause  an  increase  in  volume  of,  and 
the  disintegration  of,  the  rock  minerals.  As  an  in- 
crease in  temperature  also  increases  the  solvent  power 
of  water,  a  warm,  moist  climate  is  most  favorable  to 


the  chemical  decomposition  of  rocks:  whereas  the  me- 
chanical processes  of  soil  formation  are  more  notice- 
able in  dry  and  cold  climates. 

Physical  Composition 

From  the  physical  point  of  view,  the  particles  of 
soil  vary  in  size  and  shape.  The  sizes  of  particles 
may  be  grouped  tentatively  in  five  primary  grades; 
shingle,  pebbles,  grit,  dust  and  flour  ;  but  each  may  he 
arranged  in  corse,  medium,  and  line  subdivisions. 

Separations  into  uniform  size-grades  are  made  by 
the  wet  sifting  process.  Sheet-metal  screens  having 
circular  openings  have  been  adopted  tentatively,  and 
are  used  for  the  coarse  grit  grades  and  larger.  Hyd- 
raulic methods  are  used  for  separating  the  medium 
grit  grades  and  finer. 

Shape  of  Particles 

The  particles  of  soil  may  have  flat,  sharp,  or  nor- 
mal, angular,  rounded,  or  corroded  surfaces.  As  t he- 
largest  diameter  of  a  soil  particle  determines  the  size- 
grade  in  which  it  will  be  placed,  it  is  evident  that  the 
shape  of  the  particle  will  have  considerable  influence; 
for  example,  if  a  shot  was  flattened,  the  size  of  the 
hole  through  which  it  would  then  pass  would  be  great- 
ly increased.  The  presence  of  flat  particles  in  soils 
which  have  been  derived  from  micaceous  and  other 
rocks  will  differentiate  the  soil  from  the  ordinary  soil 
as  indicated  by  the  mechanical  analysis. 

Mineralogical  Composition 

The  mineralogical  nature  of  the  soil  largely  de- 
pends on  the  rock  from  which  it  has  been  derived, 
through  the  mechanical  or  chemical  processes  of  form- 
ation. In  the  soils  of  the  arid  and  glacial  regions  a 
variety  of  minerals  is  usually  found  ;  and  in  the  humid 
regions  quartz  and  the  hard  minerals  predominate. 
Such  soft  material  as  talc,  kaolinite,  chlorite,  and  mica 
may  exercise  a  decided  influence  on  the  cohesive  and 
other  physical  characteristics  of  soils,  especially  in 
landslides  or  soils  under  pressure,  and  in  the  presence 
of  considerable  moisture. 

Chemical  Composition 

Chemically  speaking,  the  soil  varies  with  its  min- 
eral constituents;  but  differences  in  chemical  compos, 
tion  have  a  very  limited  physical  effect,  and  may  be 
practically  disregarded,  except,  possibly,  to  disting- 
uish between  calcareous,  alkaline,  ferruginous,  or 
siliceous  soils. 

Physical  Properties 

The  physical  properties  which  have  the  most  im- 
portant influence  in  soil  classification  are  (a)  water 
content,  (b)  texture,  and  (c)  structure. 

Water  Content 

It  has  been  shown  by  Cameron  and  Gallagher,  in 
laboratory  investigations,  that  the  magnitude  of  any 
physical  measurement  of  soil  changes  varies  with  the 
water  content.  The  extent  of  the  variation  is  in- 
fluenced by  the  texture,  that  is,  fine-texture  soils  are 
more  influenced  than  those  of  coarse  texture  ;  further- 
more, there  is  a  critical  water  content  at  which  the 
physical  properties  of  soil  attain  either  a  maximum 
or  minimum  value. 

The  percentages  of  moisture  in  soils  are  tentatively 
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proposed  for  classification  purposes  as  follows: — 

I  "ercentage 

Degree  bv  Weight. 

Humid   0%  to  5% 

Damp  . .  v   5%  to  10%  .... 

Moist   10%  to  15% 

Wet   15%  to  25% 

Saturated   25%  + 

Texture 

IY\ture  refers  to  the  relative  proportion  of  the 
■  lilTerent  si/c-grades  of  particles,  and  is  constant. 
Thus,  it  is  a  property  thai  can  he  used  as  a  basis  of 
classification.  Moreover,  it  is  an  important  factor  on 
which  many  physical  properties  depend.  According 
to  texture,  soils  are  arbitrarily  separated  into  such 
elapses  as  sandy,  sandy  loam,  loam,  clay  loam,  clay, 
etc.  The  presence  of  larger  fragments  of  rocks  and 
variations  in  the  shape  of  particles  will  modify  the 
textural  class.  The  number  of  textural  classes  that 
shall  he  made  must  depend  on  the  differences  in  phy- 
sical properties,  as  influenced  by  the  size-grades,  and 
the  extent  to  which  it  is  desired  to  carry  the  divisions. 

The  larger  textural  classes  may  be  subdivided,  or 
adapted  to  any  amount  of  detail,  but,  as  it  is  probable 
that  other  soils  may  be  found  of  similar  mechanical 
composition,  it  is  here  emphasized  that  other  proper- 
ties than  texture  must  be  considered  for  a  satisfactory 
classification. 

Structure 

Structure  refers  to  the  arrangement  of  the  particles, 
and  is  a  variable  property.  It  may  be  loose  and  porous 
or  compact  and  impervious. 

The  structure  of  a  very  coarse  sand  or  gravel  can- 
not be  materially  altered.  The  particles,  in  the  main, 
function  individually;  and  they  have  a  sufficient  mass 
SO  that  they  fit  together  in  such  a  way  as  to  give  about 
the  same  degree  of  porosity. 

Clay  soil,  on  the  other  hand,  may  fit  very  loosely 
or  be  very  compact ;  the  particles  may  be  largely  sep- 
arated and  free,  or  may  be  gathered  together  in  groups 
which  function  together  as  a  single  large  particle. 
There  may  be  large  and  small  pores,  as  when,  in  a 
puddled  clay,  the  mass  has  been  mixed  together  in 
contact  with  water;  then  the  spaces  between  the  large 
particles  are  filled  in  successively  by  smaller  and 
smaller  particles,  and  a  very  dense  and  impervious 
mas^  results.  This  condition  is  aimed  at  by  the  cera- 
mist, who  desires  such  cohesion  of  this  product  as  will 
render  it  rigid  and  impervious,  that  is,  a  thoroughly 
puddled  condition. 

Classification  of  Sods 

In  any  study  relating  to  natural  objects,  a  satis- 
factory classification  is  always  -  difficult  to  arrange, 
because  the  various  elements  merge  into  others  by 
almost  imperceptible  gradations.  No  sharp  lines  or  di- 
visions exist,  and  such  as  are  made  must  be  more  or 
less  aribtrary.  Soils  have  been  variously  classified 
under  geological,  vegetative,  chemical,  climatic,  and 
other  classifications,  no  one  of  which  is  entirely  satis- 
factory from  an  engineering  point  of  view.  Yet,  ac- 
curate information  in  regard  to  the  nature  of  soils  is 
so  fundamental  that  classification  is  necessary  for  in- 
terpreting their  characteristics  and  the  final  solution 
of  the  problems  in  soil  physics.  For  this  purpose,  the 
essential  factors  that  produce  differences  in  soils 
should  be  arranged  in  the  order  of  their  influence, 
and,  at  the  same  time,  the  ready  identification  of  these 
properties  in  the  field  is  of  the  greatest  importance. 
At  present  it  is  not  practicable  to  prescribe  definitely 


the  limits  of  particulai  class  groups.  Future  study 
and  discussion  are  required  to  account  for  difference 
concerning  the  materials  in  any  of  the  groups. 

As  rocks  are  the  soiree  of  the  soil  constituents, 
differences  in  soils  may  be  traced  to  two  groups  of 
factors:  Kirst,  soil-forming  material;  and  second,  the 
processes  by  which  rocks  have  been  changed  into  soil. 

With  reference  to  differences  in  soils  which  are 
due  to  the  soil  forming  material  factor,  these  depend 
on  the  kind  of  rock  from  which  the  soil  has  been  de- 
rived. This  would  lead  to  a  classifying  of  soils  as 
granite,  sand  soils,  shale,  slate,  marl,  marble,  or  lime- 
stone soils;  but,  as  has  been  pointed  out,  the  same 
kind  of  rock  docs  not  always  give  the  same  kind  of 
soil,  so  that  this  one  factor  is  incomplete  in  itself. 

In  connection  with  the  second  factor — the  pro- 
cesses of  formation — soils  are  classified  as  sedentary 
soils,  which  are  derived  directly  from  the  degenera- 
tion of  the  underlying  rock,  and  transported  soils, 
which  are  derived  from  unconsolidated  material  and 
transported  since  it  was  broken  down.  These  may  be 
further  sub-divided  into  colluvial  (gravity-laid),  alluv- 
ial (water-laid),  aeolian  (Wind-laid),  and  glacial  (ice- 
laid).  The  different  agencies  in  the  transportation  of 
soil  material  determine  to  a  large  extent  its  character. 

The  system  of  classification  to  which  attention  is 
here  invited  is  largely  based  on  differences  in  the  phy- 
sical properties  of  soils. 

(1)  Soil-Forming  Material  and  Processes 

The  soil-forming  material  and  processes  of  forma- 
tion are  here  understood  as  the  broadest  bases  in  the 
physical  division  of  soils.  The  sedentary  and  trans- 
ported soils  are  recognized  as  representing  the  first 
factor  in  the  division  of  soils. 

(a)  Residual  soils  (formed  in  place)  include  all 
those  produced  by  the  decay  of  the  soil-forming  ma- 
terial from  distinctly  consolidated  rocks,  and  which  de- 
cay has  progressed  so  that  large  bodies  of  soil  are 
derived  therefrom.  These  are  sometimes  referred  to 
as  granite,  etc.,  soils. 

(b)  CumUlose  soils  have  been  formed  in  place  from 
the  accumulation  of  organic  matter.  Their  engineering 
significance  is  quite  limited. 

(c)  Colluvial  or  gravity-laid  soils  are  formed  by 
the  accumulation  of  soil  material  by  gravity  without 
the  appreciable  co-operation  of  any  other  force.  Thev 
include  cliff  and  talus  debris,  and  accumulations  on 
hillsides  and  undulating  uplands,  etc. 

(d)  Alluvial  or  water-laid  soils  are  formed  by  the 
sedimentation  of  soil  material  transported,  sorted,  and 
deposited  entirely  by  water,  whether  laid  down  by 
rivers,  lakes,  or  oceans.  They  include  river  alluvium 
loess,  and  adobe  in  part,  estuarian  clays,  salt  marsh 
and  swamp  deposits,  sea  beach  sand,  etc. 

(e)  Aeolian  or  wind-laid  soils  are  formed  by  the 
transportation,  sorting,  and  depositing  of  soil  material 
by  wind.  They  include  sand  dunes,  or  lakes  and  sea- 
shore, loess  and  adobe  in  part,  volcanic  dust,  etc. 

(f)  Glaeial  or  ice-laid  soils  are  formed  by  pulveriz- 
ation, transportation,  mixing,  and  depositing  of  soil 
mate  rial  by  glacial  action.  They  include  glacial  drift, 
till  or  boulder  clay,  morainal  deposits,  etc. 

(2)  Water  Content 

The  water  content  of  soils,  when  determined  as 
"moisture  equivalent"  or  by  evaporation,  in  percent- 
age of  the  weight  of  a  unit  volume,  is  recognized  as 
the  second  important  factor  in  the  division  of  soils. 
(3)  Special  Condition 

This  includes  a  group  of  properties,  any  one  of 
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which  may  be  used  as  the  basis  for  the  third  factor  in 
the  division  of  soils. 

These  properties  may  be : — 

(a)  Mineralogical — When  the  physics  of  the  soil 
are  affected  by  the  mineral  constituents; 

Or  as  of  a  calcareous,  alkaline,  silicious,  or  ferrugin- 
ous nature. 

(b)  Structure. — When  open  or  porous;  compact  or 
impervious. 

(4)  Texture 

The  texture  of  the  soil  material  is  recognized  as 
the  fourth  factor  in  the  division  of  soils.  The  percent- 
ages of  size-grade  limits  have  yet  to  be  quantitatively 
determined. 

The  names  proposed  for  the  foregoing  factors  in 
the  division  of  soils  are  as  follows: 

(1)  Source  of  soil  material  Group 

(2)  Water  content  Series 

(3)  Special  conditions  Phase 

(4)  Texture  Class 

The  combination  of  these  factors  will  determine 
the  type,  which  is  the  unit  of  soil  classification.  The 
soil  type  may  be  defined  as  including  all  that  soil  ma- 
terial which  is  approximately  alike  in  source  of  soil 
material,  moisture  content,  special  condition,  and  tex- 
ture. 

Your  Committee  does  not  consider  that  this  is  the 
final  classification,  but  it  is  submitted  with  the  view  of 
discovering  its  weaknesses.  Nevertheless,  it  is  be- 
lieved that  it  is  the  proper  basis  on  which  any  soil 
classification  must  be  formulated. 

The  study  of  the  physics  of  soils  includes  a  certain 
amount  of  laboratory  investigation,  and  your  Commit- 
tee having  found  that  the  procedure  in  use  by  agro- 
nomists is  not  satisfactory,  it  became  necessary  to  un- 
dertake much  experimental  and  original  work.  A  great 
deal  of  time  and  expense  has  been  devoted  to  these 
studies,  which  include:  the  sizes,  gradation,  and  min- 
eralogical composition  of  soil  particles ;  the  proper  and 
best  form  of  screen  ;  the  development  of  inexpensive 
apparatus  for  field  and  laboratory  use  for  soil  an- 
alysis; the  theory  and  design  of  centrifugal  elutriation 
methods,  etc.,  etc.  This  work  has  not  progressed  suf- 
ficiently to  make  a  report  at  this  time.  Developing 
standard  methods  for  laboratory  procedure  is  neces- 
sarily quite  expensive  and  time-consuming,  so  much 
so  that  your  Committee  was  obliged  to  curtail  its  work 
on  account  of  the  exhaustion  of  the  funds  available. 
In  this  connection  your  Committee  expresses  a  deep 
appreciation  for  past  support  and  encouragement  by 
the  Board  of  Directors,  without  which  the  work  al- 
ready accomplished  would  have  been  impracticable. 


Whitby  Hospital  Well  Advanced 

The  new  hospital  for  the  treatment  of  mental  dis- 
eases, situated  near  Whitby,  Out.,  is  now  nearing  com 
pletibn.  This  institution,  which  is  under  the  control 
of  the  Ontario  Government,  stands  on  a  site  not  far 
from  Lake  Ontario,  comprising  some  650  acres  of  ( lov- 
ernment  land.  In  laying  out  the  hospital  the  cottage 
system  was  adopted,  and  at  present  there  is  one  group 
for  men  patients  and  a  second  for  women.  These  two 
groups,  which  may  be  extended  later  to  meet  require- 
ments, each  consist  of  eight  cottages  with  an  addi- 
tional building  to  be  used  as  an  infirmary.  Each  group 
has  its  dining  quarters  and  kitchen  in  a  separate  build- 
ing. The  hospital  will  accommodate  1,800  patients, 
with  a  possibility  of  extension.  The  cost  of  the  plant 
is  in  the  neighborhood  of  one  and  a  quartet  million 
dollars.  It  was  designed  by  James  Govan,  of  Tofonto, 
the  Government  architect. 


New  Road  Paving  Mixer 

VVettlaufer  Bros.,  178  Spadina  Avenue,  have 
brought  out  a  new  paving  mixer,  which  is  illustrated 
herewith.  This  mixer,  while  built  specially  Eor  road 
[laving,  is  being  used  successfully  on  different  kinds  of 
concrete  work.  Among  the  special  features  to  which 
the  manufacturers  draw  attention,  are: — (1)  Elevated 
drum;  (2)  direct  connected  oval  bottom  hopper;  (3) 
rear  discharge;  (4)  sectional  delivery  chute;  (5)  trac- 


N<;w  Paving  Mixer. 


tion  drive  (both  wheels)  ;  (6)  two  speeds,  forward  and 
reverse;  (7)  reversible  link  motion  engines;  (8)  no  in- 
termediate hopper  to  clog  up. 

The  new  machine  is  said  to  be  very  fast.  The 
manufacturers  state  that  the  hopper  delivers  in  8  sec- 
onds, and  the  drum  discharges  a  complete  batch  in  14 
seconds.  The  elevated  drum  insures  a  positive  stream 
of  concrete  down  the  distributing  chute.  The  mixer 
is  equipped  with  a  strong  water  tank  which  allows  you 
to  measure  the  water  accurately  for  any  size  batch  of 
concrete.  The  machine  control  allows  you  to  traction 
very  slow  or  fast,  as  the  case  may  be,  when  going  over 
rough  roads,  steep  hills,  or  from  one  job  to  another. 


Have  32  Licensees 

The  Shawmut  Paving  Brick  Works,  of  Shawmut, 
I 'a.,  and  the  Pennsylvania  C  lay  Company,  of  I'itts- 
burgh,  Pa.,  have  become  licensees  of  the  Dunn  Wire- 
Cut  Lug  Brick  Company.  The  Shawmut  company  has 
an  approximate  daily  capacity  of  30,000  paving  brick, 
but  the  company  is  contemplating  the  enlargement 
of  the  plant  to  a  50,000  daily  capacity.  The  Pennsyl 
vania  Clay  Company  has  one  plant  at  Conway,  Pa., 
with  a  capacity  of  60,000;  one  plant  at  C  row's  Run, 
with  a  capacity  of  60,000,  and  one  plant  at  Brady's 
Run,  Pa.,  with  a  capacity  of  40,000.  The  acquisition 
of  these  two  companies  gives  the  Dunn  Wire-Cut  Lug 
Brick  Company  32  licensees,  operating  52  plants. 
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Unique  Footbridge  at  Granby,  Que. 

I  he  footbridge  shown  in  the  photograph  on  this 
page  was  installed  by  the  Miner  Rubber  (  ompany,  of 
Granby,  to  connect  their  factory  on  the  south  side  with 
Cowie  Road,  leading  directly  to  the  centre  of  the  town 
on  the  north  >ide  of  tlie  River  Yamaska.  At  the  same 
time  the  officials  of  the  company  saw  the  advantages  to 
be  obtained  so  far  as  the  public  were  concerned  by  se- 
lecting a  location  for  the  bridge  to  serve  the  purpose 
>.f  a  public  footbridge  between  the  two  sides  of  the 
river,  about  half  a  mile  below  the  nearest  means  of 
communication  existing.  The  site  of  the  existing  tim- 
ber  structure  was  therefore  abandoned,  as  this  had  ac- 
cess on  the  one  side  only  by  going  through  the  corn- 
pan  v'>  factory.  The  final  location  leads  directly  to 
Ot  unison  Avenue,  running  parallel  with  the  river  on 
the  south  side- 

The  principal  dimensions  of  the  structure  are: — 
i  Centre  span  112  it.  x  11  ft.  deep,  and  the  two  end  spans 
60  ft.  x  5  ft.  deep.  One  end  of  the  centre  span  is  sup- 
ported on  a  trestle  bent  15  it.  high  and  the  other  three 
points  of  support  rest  directly  on  concrete  piers.  The 
bridge  has  a  slope  of  1  in  12  and  although  this  neces- 
sitated the  use  of  stairs  at  both  ends,  it  was  not  con- 
sidered wise  to  increase  same  on  account  of  the  slip- 
pery conditions  prevailing  in  the  winter  season.  The 
v.  idt'i  of  the  bridge  was  made  9  ft.  centres  of  trusses, 
this  being  considered  a  minimum  width  desirable  for 
the  stability  of  the  centre  span.  The  public  spirit 
shown  by  the  Miner  Rubber  Company  has  resulted  in 
the  township  desiring  to  have  a  hand  in  the  proceed- 
ings, and  the  bridge  has  now  been  taken  over  by  the 
municipality. 

The  manufacture  and  erection  of  the  bridge  were 
carried  out  by  MacKinnon,  Holmes  &  Co.,  Limited,  of 
Sherbrooke,  Que.,  who  also  designed  the  structure. 


Well  Known  Contractor  Passes 

Mr.  Michael  A.  Pigott,  Hamilton,  Ontario,  died  at  his 
home  in  that  city  on  July  5.  Mr.  Pigott  was  born  in  1850 
in  Trafalgar  Township,  Halton  County,  the  son  of  Michael 
Pigott.  of  Westmeath,  Ireland,  and  Jane  Flood,  of  Trafalgar 
Township.  He  was  widely  known  and  universally  respected 
in  the  contracting  business,  where  he  had  been  engaged  on 
a  large  scale  for  some  40  years.  During  this  time  he  was 
associated  with  such  important  public  works  as  the  Gren- 
ville  Canal;  the  Meaford  harbor;  the  Guelph  and  Goderich 
Railway;  Deering  Harvester  plant,  Hamilton;  Hamilton  City 


Hall  and  Government  Armories;  Grey  Nuns'  Hospital  Sas- 
katoon, and  many  other  public  buildings  of  various  kinds  in 
Quebec,  Ontario,  Manitoba,  Saskatchewan,  and  Alberta. 
During  the  construction  of  the  Grey  Nuns'  Hospital  in  Sas- 
katoon, in  1912,  Mr.  Pigott  suffered  a  slight  stroke  and  has 
since  been  forced  to  lead  a  quiet,  simple  life  at  his  home  in 
1 1  amilton. 

Mr.  Pigott  was  a  genuinely  self-made  man,  leaving  his 
Father's  farm  in  his  early  20's  with  nothing  but  his  health 
and  strength.  He  made  rapid  progress  by  sheer  ability  and 
force  of  character,  until  lie  was  known  and  respected  all  over 
the  country.  He  leaves  a  wife  and  five  grown  sons  and 
daughters — Joseph  and  Roy,  of  Detroit;  the  Misses  Regina 
and  Frances,  at  home,  and  Mrs.  John  A.  Gerety,  of  Phila- 
delphia. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  Toronto  city  council  have  guaranteed  the  harbor 
commission  bonds  to  the  extent  of  $1,500,000. 

The  town  council  of  Sackville,  N.  B.,  voted  $5,000  for 
the  construction  of  sidewalks,  at  a  recent  meeting. 

The  surveys  of  the  Ottawa-Prescott  highway  have  al- 
ready begun.  It  is  expected  that  the  work  will  occupy 
about  ten  weeks. 

At  a  recent  meeting  of  the  council  of  Windsor,  Ont., 
by-laws  were  carried  authorizing  the  construction  of  pave- 
ment on  a  number  of  streets. 

Extensions  of  the  waterworks  system  of  the  town  of 
Gait,  Ont.,  are  proposed,  and  tenders  for  trenching,'  pipe 
laying  and  refilling  are  asked  for. 

The  Canadian  Comstock  Company,  Limited,  has  been 
incorporated  with  a  capital  of  $40,000,  and  will  carry  on  a 
general  contracting  business,  headquarters  in  Montreal. 

Building  permits  to  the  value  of  $65,775  were  issued  at 
Sault  Ste.  Marie,  Ont.,  for  the  first  six  months  of  this  year, 
as  against  $29,250  for  the  corresponding  period  last  year. 

The  value  of  building  permits  issued  in  St.  John,  N.  B., 
in  June,  was  $56,250,  against  $27,200  for  the  same  period  last 
year.  For  the  half  year  ending  June  30,  1916,  the  figures 
were  $301,950;  like  period  in  1915,  $169,050. 

Hon.  Robert  Rogers,  Minister  of  Public  Works,  recently 
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inspected  the  Toronto  Harbor  work.  He  expressed  him- 
self as  satisfied  with  the  progress  made  by  the  contractors. 

The  council  of  Port  Credit,  Ont.,  have  been  discussing 
the  question  of  building  a  town  hall.  All  the  members 
seem  to  be  in  favor  of  the  erection  of  a  suitable  building. 

Contracts  amounting  to  $2:{,000  were  recently  let  in  the 
province  of  Manitoba  by  the  Good  Roads  Board,  according 
to  a  statement  made  by  Highways  Commissioner  A.  McGil- 
livray. 

The  I.  C.  R.  flour  shed  at  St.  John,  N.  B„  off  Smythe 
Street,  with  thousands  of  dollars  worth  of  goods,  was  des- 
troyed recently  by  fire.  The  loss  is  roughly  estimated  at 
$75,000. 

It  is  proposed  to  pave  Davenport  Road,  Toronto.  W  ith 
the  use  of  macadam  the  cost  would  probably  reach  some 
$108,000.  The  ratepayers,  however,  do  not  favor  that  class 
of  pavement. 

A  new  bridge  is  to  be  built  over  the  Valley  River,  near 
Dauphin,  Man.  It  will  be  of  steel,  with  a  concrete  founda- 
tion, and  will  have  concrete  approaches.  The  structure  will 
cost  about  $10,000. 

The  building  permits  issued  in  Stratford,  Ont.,  for  the 
month  of  June  this  year  numered  49,  at  a  value  of  $29,593, 
while  for  the  corresponding  period  last  year  there  were  29 
permits,  valued  at  $26,270. 

A  permit  was  recently  issued  at  Vancouver,  B.  C,  to 
the  Canadian  Fishing  Company  for  repairs  to  the  cold 
storage  plant  on  Burrard  Inlet,  at  the  foot  of  Gore  Avenue, 
recently  destroyed  by  fire,  to  cost  $10,000. 

During  the  first  half-year  of  1915,  sixteen  permits  were 
taken  out  at  Saskatoon,  Sask.,  the  total  value  of  the  improve- 
ments being  $79,070,  showing  an  increase  over  the  corres- 
ponding half-year  of  1915  of  over  $70,000. 

The  Miramichi  Hospital  at  Newcastle,  N.  B.,  the  gift 
of  Ernest  Hutchinson,  lumberman  of  Douglaslown,  has  just 
been  opened.  The  hospital  cost  $75,000,  is  modern  in  every 
respect,  and  has  accommodation   for   fifty  patients. 

The  Montreal  Board  of  Control  have  devided  to'  insert 
in  all  future  specifications  for  tender  work  a  clause  by  which 
when  a  successful  bidder  declines  to  carry  out  the  contract, 
the  financial  deposit  may  be  retained  by  the  Council. 

Claydon  Bros.,  of  Winnipeg,  have  been  awarded  the 
contract  for  the  construction  of  an  addition  to  the  sanitarium 
at  Ninette,  Man.  The  contract  price  of  the  work  is  $43,000. 
Work  has  been  begun  and  will  be  rushed  to  completion. 

It  is  understood  that  the  Monarch  Knitting  Company,  of 
Dunnville  and  St.  Thomas,  will  erect  a  $50,000  factory  in 
the  latter  city  and  will  employ  200  hands  within  a  year,  in 
return  for  a  $30,000  loan  and  a  fixed  assessment  for  $10,000. 

It  is  understood  that  the  rears  of  the  buildings  from 
the  Merchants  Bank  at  the  corner  of  Fifth  Street  to  the 
Bank  of  Commerce  at  the-  corner  of  Sixth  Street  in  Chat- 
ham, Ont.,  will  be  improved  in  the  near  future,  and  that  a 
new  cement  driveway  will  be  laid  behind  these  structures. 

Work  began  recently  on  the  excavation  for  the  new  ad- 
dition to  the  Dominion  Textile  Company's  plant  at  Mont- 
morency Falls,  Que.  It  will  be  built  of  reinforced  concrete, 
five  storeys  high,  245  feet  by  45  feet.  The  cost  will  be  in 
the  neighborhood  of  $90,000. 

In  connection  with  the  work  on  the  Ottawa  South 
sewer,  the  Robinson  Avenue  part  of  the  work,  about  700 
feet,  is  now  complete,  with  pipe  laid,  and  the  tunnelling 
under  the  G.  T.  R.  and  C.  P.  R.  tracks  near  Hurdman's 
bridge  is  to  be  proceeded  with. 

It  ic  announced  that  the  tenders  of  the  Northern  Con- 
struction Company,  of  Winnipeg  and  Vancouver,  and  the 
Carter-Halls-  Aldinger  Company,  of  Winnipeg,  in  connec- 


tion with  the  erection  of  the  proposed  Canadian  Northern 
Depot  at  Vancouver,  have  been  accepted  jointly. 

Construction  work  has  been  commenced  on  the  new 
Russell  Motor  Car  Company  factory  on  Eagle  Avenue, 
Weston,  Ont.  The  building  will  be  a  two-storey  brick  struc- 
ture, 300  feet  square,  standing  on  a  site  of  28  acres.  It  is 
expected  that  it  will  be  completed  by  October, 

Contractors  G  rantand  Home  are  making  rapid  progress 
with  the  construction  of  the  McAvity  mammoth  machine 
works  on  the  Marsh  Road,  St.  John,  N.  B.  This  plant  will 
be  ready  for  the  manufacture  of  munitions  and  general 
machinery  on  August  1  It  i>  the  intention  to  concentrate 
all  the  firm's  brass  and  steel  plants  in  the  city  on  the  new 
site. 

Extensive  damage  was  caused  at  Ashcroft,  B.  C,  by  a 
recent  fire.  The  fire  started  in  the  Ashcroft  Hotel  and 
within  three  hours  spread  over  the  whole  business  section, 
reducing  it  to  ruins.  Both  hotels,  the  Dominion  Govern- 
ment buildings,  a  dozen  stores,  bank  buildings,  and  a  mass 
of  old  wooden  buildings  composing  Chinatown,  were  burned. 

•  The  old  buildings  on  Cliff  Street,  St.  John,  N.B.,  which 
occupied  the  site  that  has  been  selected  for  the  new  Catholic 
High  School  for  Girls,  have  been  razed  to  the  ground,  and 
work  of  erecting  the  new  structure  has  begun.  It  will  have 
a  frontage  of  123  feet,  and  will  tun  back  87  feet,  with  an 
extension  of  40  feet  for  gymnasium.  The  building  will  lie 
three  storeys  high,  and  will  be  constructed  ot  brick. 

It  has  been  again  stated  that  the  erection  of  the  big 
steel  plant  which  the  United  States  Steel  Corporation  plans 
to  erect  at  Ojibway,  near  Windsor,  Out.,  will  be  started  at 
once.  The  company  over  two  years  ago  secured  a  large 
tract  of  land  as  a  site,  but  little  has  been  done  up  to  the 
present.  It  is  understood  that  the  plant  to  be  erected  will 
cost  about  $25,000,000. 

The  estate  of  the  late  Donald  Fraser,  a  prominent  pro- 
vincial lumberman,  has  contributed  an  annex  to  the  Victoria 
Hospital,  Fredericton,  N.  B.,  in  memory  of  the  deceased, 
It  will  cost  $60,000.  In  addition  to  the  memorial  hospital, 
there  will  be  a  Fraser  Memorial  building  attached  to  St. 
Paul's  Presbyterian  Church,  Fredericton,  the  cost  of  which 
will  be  about  $40,000. 

It  is  stated  that  Price  Bros.  &  Company,  Limited,  the 
big  Montreal  paper  concern,  propose  to  make  considerable 
enlargements  to  their  plant.  This  will  include  the  erection 
of  a  new  unit  to  be  added  to  the  news  print  mill,  and  addi- 
tions to  other  plants  which  will  increase  the  company's 
production  of  sulphite  and  ground  wood  pulp.  The  new 
paper  unit  will  probably  be  in  operation  by  February  1,  1917, 
while  it  is  expected  that  the  other  additions  will  be  com- 
pleted by  October  of  the  current  year. 

Representatives  of  the  International  Nickel  Company 
were  at  St.  John,  N.  B.,  last  week  examining  possible  sites 
for  the  nickel  refining  plant  which  the  company  is  to  erect 
in  Canada.  They  were  pleased  with  the  prospects  here  and 
have  asked  the  city  council  for  terms  for  property  it  owns 
on  the  river  front.  Before  presenting  their  report  to  the 
company  the  engineers  will  investigate  some  other  maritime 
locations. 

A  new  fectory  has  just  been  built  for  the  T.  Eaton  Com- 
pany in  Hamilton,  on  the  corner  of  John  and  Gore  Streets. 
Is  is  300  ft.  x  75  ft.  in  dimensions  and  is  constructed  in  the 
flat-slab  reinforced  concrete  style  with  brick-veneer  outer 
surfaces  trimmed  with  terra  cotta.  The  present  building  is 
four  storeys  high,  but  the  foundations  will  support  an  addi- 
tional two  storeys,  when  the  expansion  of  the  business  may 
so  require. 

The  river  route  to  Westfield  from  St.  John,  N.B.,  will 
be  followed  in  the  completion  of  the  southern  end  of  the 
V  alley  Railway.    The  Nerepis  will  be  crossed  by  means  of 
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a  "fill"  ami  a  central  bridge  span.  This  crossing*  will  be 
designed  to  accommodate  both  railway  and  highway  traffic, 
1  be  contract  for  the  Nerepis  bridge  has  been  awarded  to 
\  R  C.  t  lark  \  Son,  contractors  ami  builders,  of  St.  John, 
who  will  begin  work  at  once 

Mr  A  F  Macallum,  the  new  commissioner  of  works  at 
•  •ttaw.i,  plans  an  immediate  reorganization  of  the  engineer- 
ing and  waterworks  departments  of  the  city.  One  of  the 
tir >t  branches  to  receive  his  attention  will  be  the  accounting 
branch  L'nder  the  system  he  proposes  to  establish,  it  will 
be  possible  to  ascertain  the  cost  of  all  work,  and  of  the 
labor  and  material  entering  into  it.  The  engineering  staff 
he  thinks  is  unnecessarily  large. 

\  deputation  recently  interviewed  the  Minister  of  Pub- 
lic \\..rks  in  regard  to  the  proposed  harbor  improvements 
at  Port  hover.  Out  The  Public  Works  Department  at 
Ottawa  holds  plans  in  this  connection  and  the  L.  I'"..  &  N. 
Railway  have  made  arrangements  for  a  car  ferry  service 
across  the  lake  if  terminal  facilities  can  be  secured.  It  is 
.  stimated  that  the  amount  to  be  expended  for  creating  the 
desired  wharfage  facilities  will  be  about  $250,000. 

Mr  S.  C.  Oxton,  Deputy  Minister  of  Public  Works, 
Manitoba,  announced  recently  that  the  work  of  remodelling 
the  old  law  court  building  in  Winnipeg  will  not  be  let  by 
contract,  but  will  be  done  under  the  Department  of  Public- 
Works  and  supervised  by  their  own  engineers.  It  is  thought 
it  would  be  impossible  to  let  the  work  by  contract  as  the 
job  will  have  to  be  done  one  room  at  a  time,  and  changes 
in  the  plans  may  have  to  be  made  from  time  to  time. 

The  work  of  building  the  new  public  school  at  Sarnia, 
Out.  to  take  the  place  of  the  present  building  on  Lochiel 
Street,  is  now  under  way.  The  excavation  work  has  been 
completed,  and  foundation  work  is  progressing.  The  build- 
ing will  be  constructed  of  red  pressed  brick  with  sand- 
stone trimmings,  and  will  have  ten  teaching  rooms,  besides 
private  rooms  for  the  teachers.  The  old  school  will  be 
left  standing  until  the  new  structure  has  been  completed. 

The  Canadian  Pacific  Railway  Company,  anticipating  an 
increase  of  30  or  40  per  cent,  in  next  winter's  business 
through  the  port  of  St.  John,  N.  B.,  are  planning  a  number 
of  improvements  for  the  "Growing  time."  These  improve- 
ments include  an  increase  of  yardage  capacity  from  1,500 
cars  to  1,850  cars,  the  reclamation  of  a  large  area  of  terri- 
tory on  the  west  side,  the  erection  of  a  20,000  gallon  water 
tank,  and  the  extension  of  all  freight  sidings  between  this 
port  and  Montreal.  Construction  trains  are  busily  engaged 
in  carrying  material  for  the  "fills"  on  the  west  side. 

Rapid  progress  has  been  made  toward  the  completion 
of  the  Rogers  Pass  tunnel  of  the  C.  P.  R.  line  which  is  un- 
der construction.  Up  to  May  13  the  distance  completed  at 
the  west  end  of  the  tunnel  was  11,296  feet,  and  at  the  east 
end  12,049  feet,  making  a  total  of  oyer  four  and  three- 
quarter  miles.  The  total  length  of  the  tunnel  will  be  26,400 
feet  when  completed,  so  that  at  that  date  there  was  only 
left  3.055  feet  to  be  tunnelled.  The  new  line  made  by  the 
tunnel  will  eliminate  a  long  curvature  and  many  snowsheds 
which  are  features  of  the  road  now  in  use. 

It  is  expected  that  the  new  Dominion  Government  small- 
arms  ammunition  factory  at  Lindsay,  Ont.,  on  which  work 
is  now  progressing,  will  be  completed  in  the  month  of 
September.  One  reason  to  which  the  choice  of  Lindsay  as 
the  location  of  the  arsenal  may  be  attributed  is  on  account 
of  the  large  supply  of  electrical  energy  which  the  town  has 
on  tap.  The  site  of  the  plant  is  one  hundred  acres  of  land 
in  the  South  Ward.  The  building  will  be  of  concrete,  steel 
and  glass,  and  Messrs.  Westinghouse,  Church  &  Kerr  Com- 
pany, of  New  York,  in  whose  hands  the  contract  has  been 
placed,  purpose  to  emply  fully  four  hundred  men  on  its  erec- 
tion and  the  installation  of  machinery.    It  is  stated  that  al- 


ready millions  of  dollars  have  been  expended  on  machinery 
and  that  a  big  rolling  mill  plant  has  been  purchased  in  the 
United  States.  The  numbers  of  hands  to  be  employed  in 
the  factory,  it  is  announced,  will  be  about  2,000. 

A  report  lias  been  prepared  regarding  the  proposed 
Brandon-Carberry  highway,  by  Engineer  Lyon,  assistant  to 
Mr.  I.  A.  McGillivray,  Highways  Commissioner  for  the 
Province  of  Manitoba.  From  this  report  it  is  seen  that  the 
cost  of  this  road  will  be  less  than  $20,000,  exclusive  of 
gravel  and  labor.  The  gravel,  however,  can  be  obtained 
free  at  the  pits,  and  it  is  presumed  that  alien  labor  will  be 
used  to  a  great  extent.  There  will  be  three  bridges  to  be 
built  between  Brandon  and  Sewell  and  several  small  cul- 
verts. The  report  also  recommends  the  construction  of  an 
overhead  bridge  over  the  crossing  of  the  Grand  Trunk 
Pacific  at  a  deep  and  very  dangerous  cut. 

The  work  in  connection  with  the  power  development 
scheme  of  the  Great  Lakes  Power  Company  at  Sault  Ste. 
Marie,  Ont.,  is  well  under  way.  All  the  equipment  necessary 
for  the  preliminary  work  is  on  the  site  and  excavation  work 
is  being  rushed  in  order  that  the  concrete  work  on  the  power 
house  may  be  well  advanced  this  fall,  two  steam  shovels 
being  used  in  the  operations.  The  canal  site  is  located  250 
feet  south  of  the  present  power  house  and  extends  to  beyond 
the  C.  P.  R.  tracks.  The  new  power  house  will  be  270  feet 
long  by  60  feet  wide  and  will  be  built  at  the  end  of  the  pre- 
sent power  house.  Reinforced  concrete  construction  will 
l>r  used  throughout.  The  ground  below  this  will  be  exca- 
vated for  the  tail  race.  There  will  be  twelve  twin  units  in 
this  initial  development  and  the  total  capacity  of  the  plant 
when  it  is  all  developed  will  be  about  20,000  h.p.  The  ground 
which  is  being  excavated  is  being  utilized  in  filling  and 
grading  the  low  spots  on  the  Government  lock  property  and 
is  being  removed  by  standard  gauge  locomotives  and  dump- 
ing cars.  Mr.  J.  O.  Heyworth  has  the  contract  for  the  de- 
sign and  construction  of  this  plant.  He  maintains  both  en- 
gineering and  construction  offices  on  the  job.  It  is  thought 
that  the  entire  work  will  be  completed  by  January,  1918. 


Personal 

At  a  recent  meeting  of  the  Quebec  city  council  the  resig- 
nation of  Mr.  T.  A.  Forrester  as  waterworks  engineer  was 
accepted. 

It  is  announced  that  Major  T.  C.  Irving,  Jr.,  the  well- 
known  Toronto  civil  engineer,  who  entered  military  service 
and  went  overseas  some  time  ago,  has  been  married  in 
P-ngland. 


Obituary- 
Mr.  Lome  Marshall  died  recently  at  Gravenhurst  after 
a  long  illness,  at  the  age  of  33  years.     He  was  born  near 
Bracebridge  and  was  engaged  in  the  contracting  business 
with  his  brother  in  Toronto. 

The  death  is  announced  of  Win.  Northgrave  at  St. 
Mary's,  Ont.  The  deceased  had  been  a  municipal  employee 
for  the  past  fifteen  years  and  latterly  held  the  position  of 
Road  Commissioner.  He  died  at  the  age  of  53  years  after 
a  lingering  illness. 

Mr.  Charles  H.  Osier,  civil  engineer  of  the  Montreal 
Light,  Heat  and  Power  Company,  died  suddenly  in  his 
office  from  heart  failure  recently.  Mr.  Osier  was  56  years 
of  age,  and  was  born  in  Sheffield,  England,  coming  to  Can- 
ada when  twelve  years  of  age.  He  commenced  his  engineer- 
ing career  with  the  Kingston  and  Pembroke  Railway,  after 
which  he  went  west  for  the  Canadian  Pacific  Railway  as 
engineer  of  location  for  western  lines,  finally  coming  to 
Montreal  and  joining  the  Montreal  Light,  Heat  and  Power 
Company. 


Contracts  Department 


News    of   Special   Interest   to  Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Brussels,  Ont. 

Town  council  plans  to  erect  cement 
tank  in  north  part  of  town  for  fire  pro- 
tection. Sewer  extension  on  Turnberry 
Street  will  also  be  considered.  Address, 
Councillor  Hewitt. 

Chateauguary,  Que. 

A.  Delery  MacDonald,  4166  Sherbrooke 
Street  West,  Montreal,  secretary  town 
council,  is  receiving  tenders  for  wood 
paved  pipe.  Estimated  cost,  about  $15,- 
000. 

Colchester  South,  Ont. 

The  township  council  will  receive  ten- 
ders until  August  1  for  the  construction 
of  the  Shepley  drain.  Clerk.  J.  H.  Ma- 
dill,  Harrow,  Ont  

Kingsville,  Ont. 

A  by-law  was  carried  approving  the 
expenditure  of  $16,000  on  waterworks 
improvements.  Project  includes  settling 
basin  and  new  pump.  Clerk,  Geo. 
Pearse. 

Lincoln  County,  Ont. 

The  provincial  engineer  will  report  to 
the  county  council  on  the  building  of 
18  to  20  miles  of  macadam  road  in  each 
township.  Clerk  of  council,  Johnson 
Clench,  St.  Catharines. 

Montreal,  Que. 

The  city  council  has  voted  $10,000  for 
new  water  meters,  and  tenders  ate  to 
be  called  shortly.  Engineer  and  super- 
intendent of  waterworks,  T.  W.  Lesage. 

Newcastle,  N.B. 

The  town  council  contemplate  making 
an  addition  to  their  sewer  system  at  an 
estimated  cost  of  $1,500.  Work  to  be 
done  during  the  summer.  Clerk.  J.  E. 
T.  Linden'. 

Norwich,  Ont. 

Tenders  are  being  received  until  I 
p.m.,  July  24,  by  the  clerk  of  the  town 
council,  Wm.  Fairley,  for  the  construc- 
tion of  4,400  square  yards  of  wire-cut 
lug  block  pavement,  sample  to  accompany 
tender.  Plans  and  specifications  with 
the  clerk  and  the  engineer,  F.  J.  lire. 
Woodstock.    Estimated  cost.  $10,000. 

Ottawa,  Ont. 

Plans  are  in  progress  for  the  laying 
of  pavement  on  Cooper  Street  between 
Elgin  and  Cartier  streets.  1,600  square 
yards  of  asphalt  will  be  required  and 
1,000  lineal  feet  of  gutter.  Tenders  will 
be  called  at  a  later  date.  Commissioner 
of  Works,  A.  F.  Macallum. 

The  city  council  plan  to  lay  pavement 
on  Merton  Street  between  Wellington 
and  Scott,  at  an  estimated  cost  of  $10.- 
000.  Approximated  quantities,  asphalt 
2,600  yards,  watertable  4.S25  square  fec  i, 
headers  130  lineal  feet.  Commissioner 
of  Works,  A.  F.  Macallum. 


Quebec,  Que. 

The  paving  of  Sauvegeau  and  Aque- 
duct Hills  will  be  carried  out  by  day 
labor,  under  the  supervision  of  the  en- 
gineer, W.  D.  Baillairge. 

Renfrew,  Ont. 

The  town  council  have  had  plans  pre- 
pared in  connection  with  the  laying  of 
water  mains,  etc.,  which  are  as  follows: 
2,200  feet  4-in.  C.I.  pipe.  4  hydrants,  and 
(100  feet  lj4-in.  galvanized  pipe,  on  Jen- 
nett  Street,  Duff  Street,  Haney  Street 
and  Ravine  Drive.  Engineer.  J  no.  R. 
Stewart. 

St.  Alexis  des  Monts,  Que. 

The  municipal  council  contemplate  the 
construction  of  waterworks.  Addfess 
Clerk  for  particulars. 

Tecumseh,  Ont. 

The  Eau  Claire  Water  Works  Co., 
Ltd.,  have  purchased  a  site,  50  x  125  ft., 
and  will  soon  call  for  tenders  to  erect 
building  and  lay  mains  in  connection 
with  proposed  waterworks  system.  Es- 
timated cost,  $20,000. 

Toronto,  Ont. 

A  by-law  has  been  carried  authoriz- 
ing the  laying  of  track,  etc.,  between 
Price  and  Earnham  on  Yonge  Street,  at 
an  estimated  cost  of  $38,000.  Work  on 
the  railway  and  roadway  will  proceed 
at  once  by  day  labor. 

The  Board  of  Control  are  receiving 
tenders  until  August  1  for  storm  over- 
flow sewer  on  Sparkhill  Avenue  and 
Logan  Avenue,  westward  to  Don  River. 
Specifications  at  Room  6.  City  Hall. 

Walkerville,  Ont. 

The  town  council  will  call  tenders  for 
repaving  of  Cataraque  Street  from  Argyle 
to   Walker  Road.     Clerk,  A.  Miers. 

West  London,  Ont. 

The  city  council  will  secure  report  on 
estimated  cost  of  storm  sewer  system  in 
West  "London.  Supposed  figures  are 
$25,000.    Engineer,  H.  A.  Brazier. 

CONTRACTS  AWARDED 

Barrow,  Ont. 

The  town  council  have  awarded  the 
general  contract  for  work  on  the  liar- 
row  drain  to  Albert  Gerard. 

Leamington,  Ont. 

The  town  council  have  awarded  (be 
general  contract  for  concrete  sidewalks 
tn  Link  &  Scratch.  Clerk,  R.  M.  Sel- 
kirk. 

Township  of  Minto,  Ont. 

The  council  has  awarded  the  gen- 
eral contract  for  the  work  on  municipal 
drain  No.  7  to  Jas.  O'Farrell,  R.  R.  No. 
3,    Harriston,   at  $1,694. 

Railroads,  Bridges  and  Wharves 

Halifax,  N.S. 

J.  W.  Pugsley,  Ottawa,  secretary  Do- 
minion Government  Department  of  Rail- 


ways and  Canals,  will  receive  tenders 
until  August  7  in  connection  with  erec- 
tion of  ocean  terminal  passenger  sta- 
tion. Chief  engineer.  C.  B.  Brown, 
Moncton,  N.  B.  Plans  and  specifica- 
tions at  the  office  of  Chief  Engineer.  De- 
partment, Ottawa;  Chief  Engineer, 
Moncton;  Superintending  Engineer,  Hal- 
ifax; Ross  &  McDonald,  Architects,  1 
Belmont  Street,  Montreal,  and  908  Royal 
Bank  Building,  Toronto. 

Niverville,  Man. 

The  malter  of  erecting  a  bridge  near 
Niverville  is  under  consideration  of  Man- 
itoba Highway  Commission.  The  muni- 
cipality of  Ritchot  would  be  the  owners. 
Clerk.  G.  Gauthier,  St.  Adolphe. 

St.  Clothilde,  Que. 

Tenders  will  be  received  until  lulv 
21  by  the  secretary-treasurer  of  the  mun- 
icipal council.  Arthur  Collette,  St.  Remi 
Que.,  for  the  construction  of  a  steel  and 
cement  bridge.  Plans  and  specifications 
at  his  office. 

Toronto,  Ont. 

The  T.  Katon  Company  have  had  plans 
drawn  by  W.  Steele  &  Sons.  Ryrie 
Building,  for  an  overhead  bridge  on 
Downey's  Lane.  Brick  and  steel  con- 
struction.    Estimated  cost,  $1,500. 

Township  of  Scarboro,  Ont. 

The  council  have  decided  to  ask  ten- 
ders for  bridge  at  Scarboro  and  one 
over  River  Rouge.  Engineer.  F.  Barber. 
57  Adelaide   Street   East,  Toronto. 

Waterloo  Township,  Ont. 

Tenders  are  being  received  by  Geo. 
A.  Tilt.  Blair,  (int..  Reeve  of  the  town- 
ship council,  until  noon,  lulv  22.  for 
the  following  bridge  construction  work; 
(a)  115  ft.  steel  bridge  and  concrete  abut- 
ments near  Hespler;  (b)  28  ft.  concrete 
bridge  near  Waterloo:  (c)  14  ft.  con- 
crete arch  near  Waterloo.  Plans,  etc.. 
with  the  engineers.  Bowman  &  Connor. 
31   Queen  Street  West.  Toronto. 

Ypres,  Ont. 

Work  is  to  start  al  once  on  a  $15,000 
C.  P.  R.  station.  Stone  construction. 
The  company's  bridge  and  building  de- 
partment. Union  Station.  Toronto,  will 
carry  out  the  work. 

CONTRACTS  AWARDED 

Carlton  Point,  P.E.I. 

The  Dominion  Governmenl  Depart- 
ment of  Railway  and  Canals  has  award- 
ed the  general  contract  for  die  construc- 
tion of  station.  4.000  gal.  water  tank,  en- 
gine house,  transfer  platform.  Standpipe 
pit  and  turntable,  in  connection  with  the 
car  ferry  terminal,  to  1).  R.  Morrison  & 
Son,  Summerside,  P.E.I.  Work  to  slart 
at  once. 

Montreal,  Que. 

Reid,  McGregor  &  Rcid.  511  St.  Cath- 
erine Street  West,  have  the  general  con- 
tract for  the  erection  of  the  $10,000  sta- 
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tion  fur  the  Montreal  Light,  Hi.it  .md 
Power  t'n.  Brick  construction.  Work 
now  progressing, 

Vancouver.  B.  C. 

i  .iter  Halls- .Milliliter.  1010  I'nion  Bank 
Building.  \\  innipeg,  have  heen  awarded 
the  general  contract  for  the  $1,000,000 
C".  N.  R.  station  to  be  built  at  False. 
I  reek      Subcontracts  will  he  let. 

Public  Buildings,  Churches 
and  Schools 

Calgary.  Alta. 

The  separate  school  hoard  proposes 
to  build  a  school  at  an  estimated  cost 
of  $13,500.  Secretary-treasurer  and  sup- 
erintendent. Geo.  J.  Gonolly.  Tenders 
will  he  received  by  the  architects.  Bur- 
rcll  &  McDonnell.  Old  Herald  Bldg.. 
Centre  Street,  until  July  20  for  all  trades. 
Red  and  common  brick  construction. 

Chinook.  Alta. 

The  C  onsolidated  School  District  will 
call  tenders  shortly  for  the  erection  of 
a  $l.*>.ooo  school.  Secretary.  N.  J.  Hewitt, 
Chinook.  C.  \Y.  Pcttifer.  care  of  Gen- 
eral Delivery.  Calgary,  is  the  architect. 
Brick  construction. 

Claremont,  Ont. 

X"  dids  were  received  in  connection 
with  the  addition  to  the  school  on  school 
section  No.  15,  Pickering  Township,  and 
new  tenders  will  be  called  soon  for  ad- 
dition of  two  rooms  and  hall.  Estimated 
cost,  $10,000.    Secretary,  Fred  Framer. 

Colchester  North  Township.  Ont. 

Tenders  are  open  for  all  trades  in  con- 
nection with  the  erection  of  $3,500  school. 
I  toners,  Trustees.  S.  S.  No.  6.  Address, 
G.  \V.  Mulcaster.  R.  R.  No.  1,  Essex. 
White  brick  construction. 

Gait,  Ont. 

Bulk  or  separate  tenders  will  be  re- 
ceived bv  the  secretary-treasurer.  John 
Perry,  Beverly  Street,  for  the  $50,000 
school  which  the  School  Board  propose 
to  erect  on  Stone  Road,  until  July  27. 
Plans,  etc..  with  the  architect,  J.  Evans, 
30  Water  Street  X. 

Jonquiere,  Que. 

Philip  Simard.  general  contractor  on 
$20,000  school,  will  sublet  roofing  and 
plastering,  but  will  handle  all  other 
work. 

Laketon,  Alta. 

Tenders  will  be  received  by  M.  C. 
Hadley.  Stettler.  Alta..  Sec.-treas.  for 
school  district  No.  3342.  until  July  22  for 
the  erection  of  a  school.  Plans  and 
specifications  at  Department  of  Educa- 
tion. Edmonton.    Frame  construction. 

Outremont,  Que. 

Tenders  are  being  received  by  the  city 
council  until  August  2  for  the  construc- 
tion of  an  incinerator,  capacity  15  tons 
per  10  hours.  Specifications  at  the  office 
of  the  engineer.  J.  Duchastel. 

Pembroke.  Ont. 

In  connection  with  the  erection  of  the 
$40,000  public  school  which  the  Board  of 
Education  propose  to  build  in  the  West 
Ward,  tenders  will  be  received  by  Mr. 
Morris,  chairman  of  Building  Commit- 
tee, until  July  20.  Plans  and  specifica- 
tions with  architect.  W.  C.  Keighley, 
Grand  Trunk  Building. 

Po«"t  Credit,  Ont. 

H.  R.  Diltz,  the  secretary  of  the  school 


board,  IS  receiving  lenders  for  all  trades 
Until  July  80,  in  the  erection  of  proposed 
$80,000  school.  Plans  and  specifications 
with  architect,  D,  C.  Cotton,  54  Adelaide 
St.  K..  Toronto,    Brick  construction, 

Red  Deer.  Alta. 

hi  connection  with  their  project  to  in- 
stitute a  home  tor  the  mentally  defective, 
the  Provincial  Government  Department 
of  Education  have  purchased  the  Alberta 
l.adies  College  and  will  make  a  large 
addition  to  same.  The  institution  will 
cost  between  $800,000  and  $:ioo,ooo.  The 
government  minister  is  Hon.  J.  R.  Bovle, 
l-'dmontou.  Architect.  Mr.  Blakcy,  Par- 
liament Buildings,  Kdmonton. 

Rimouski,  Que. 

In  connection  with  the  addition  to  the 
normal  school  of  the  Ursuline  Sisters, 
tenders  are  now  being  received  by  the 
architect,  P.  Levesque,  115  St.  John  St.. 
Quebec.  Brick  construction.  Estimated 
cost,  $25,000. 

Sandwich  Township,  Ont. 

The  township  council  are  calling  ten- 
ders until  July  30  for  the  erection  of  a 
$7,000  school.  Architects,  G.  Jacques  & 
Co..  Bong  Block,  Windsor.  Clerk.  L.  W. 
Ellis,  Bridge  Ave.,  Windsor.  Brick  ve- 
neer construction. 

Sarnia.  Ont. 

St.  Pauls  Presbyterian  Church  propose 
to  make  additions  to  school  at  Devine 
and  Emma  streets.  Contract  will  prob- 
ably be  let  to  Robert  Irvine,  321  Wel- 
lington Street.  Architect.  R.  W.  Faw- 
cett,  11(i>2  Front  Street.  Red  brick  con- 
struction. 

Sault  Ste.  Marie,  Ont. 

H.  M.  Kennan  proposes  to  make  al- 
terations to  Hotel  "Grand  Central."  Geo. 
Drew,  6  Queen  St.  E..  the  architect,  is 
open  to  receive  bids  on  the  work.  A 
sketch  is  to  accompany  tender.  Rough 
sketch  at  office  of  MacLean  Daily  Re- 
ports, Ltd.,  25  Charlotte  St.,  Toronto. 

Tenders  for  the  erection  of  the  court 
house  close  with  the  secretary  of  the 
Works  Dept..  H.  F.  McNaughton,  Par- 
liament Bldgs..  Toronto.  Julv  21.  Mes- 
srs, Witchall  &  Son,  156  St.  Helens  Ave., 
Toronto,  ask  sub-tenders  on  all  trades 
to  be  in  by  July  20. 

St.  Jean  de  la  Croix.  Que. 

C.  Bernier,  70  St.  James  Street,  Mont- 
real, has  prepared  plans  for  a  school 
for  the  Parish  of  St.  Jean  de  La  Croix. 
Tenders  .  are  to  be  called  shortly. 

St.  Louis,  Que. 

L.  Auger,  architect,  39  St.  Jean  Street, 
Quebec,  will  receive  tenders  until  July 
29  for  the  erection  of  $10,000  presbytery 
to  be  built  for  the  parish  congregation. 
Brick  construction. 

St.  Louis  de  Penetendre.  Que. 

The  parish  congregation  propose  to 
make  repairs  to  their  church  at  an  esti- 
mated cost  of  $15,000.  Tenders  will  be 
received  by  the  secretary  until  July  29. 
Heating  system  will  be  installed  in  Sac- 
risty. Brick  construction.  Architect.  L. 
Auger,  39  St.  Jean  Street,  Quebec. 

Tavistock.  Ont. 

As  previous  bids  were  not  satisfactory 
the  school  trustees  are  again  calling 
tenders  for  the  erection  of  their  proposed 
school.  Chairman,  Jno.  F.  King.  Esti- 
mated cost,  $9,000. 

Windsor,  Ont. 

The  congregation    of    St.  Andrews 


Presbyterian  Church  propose  to  make 
some  alterations  to  the  building.  This 
includes  new  heating  .system,  windows, 
vestry,  floors  and  walls,  and  also  a  small 
addition.  Architects,  Walker  &  McPhail, 
Tuson   Building,  Windsor. 

Winnipeg,  Man. 

T.  II.  Johnson,  Minister  of  Public 
Works  for  the  Province  of  Manitoba, 
will  receive  tenders  until  August  21  for 
the  completion  of  the  parliament  build- 
ings on  Kennedy  Street.  Architects,  Si- 
i  is  &  Paddington,  Parliament  Bldgs. 

CONTRACTS  AWARDED 

Amherst,  N.S. 

Hagcn  &  Co.,  Ltd.,  Church  Street,  have 
been  awarded  the  general  contract  for 
boilers,  piping,  concrete  and  brick  re- 
quired for  low  pressure  steam  system,  in 
connection  with  the  heating  and  venti- 
lating of  the  school  on  Spring  Street. 

Big  Valley,  Alta. 

The  Alberta  School  Supply  Company, 
10,025  124th  Street,  Edmonton,  have 
been  awarded  the  contract  for  the  erec- 
lion  of  school  for  Big  Valley  School 
District  No.  2545.  Sub-tenders  let  im- 
mediately. 

Dauphin,  Man. 

The  Provincial  Government  Depart- 
ment of  Public  Works  have  awarded  the 
general  contract  for  the  erection  of  court 
bouse  to  Sam  Brown,  791  Preston  Ave., 
Winnipeg,  at  $68,000.  Boyer,  Boag,  Ltd.' 
45  Olivia  Street,  Winnipeg,  have  the 
heating  contract. 

Hull,  Que. 

Jos.  Caron  &  Cie,  Main  St.,  have  been 
awarded  the  general  contract  for  the 
convent  to  be  built  on  St.  Redempteur 
Street  for  the  Grey  Nuns  of  the  Cross, 
Ollawa,  at  $18,600.  McFarlane-  Doug- 
las Company,  Limited,  250  Slater  Street, 
Ottawa,  are  supplying  the  galvanized 
iron,  and  Mr.  Viau,  Broad  Street,  Otta- 
wa, the  fire  escapes.  Architect,  Chas. 
Brodeur,  63  City  Hall  Street,  Hull. 
Brick  construction. 

Montreal,  Que. 

The  Commissioners  of  St.  Gregoirc  le 
Thaumaturge  have  awarded  the  general 
contract  for  the  erection  of  their  $250,- 
000  school  to  Martineau  &  Prenoveau. 
643  Berri  Street.  Architect,  C.  Bernier. 
70  St.  James  Street. 

Ninette,  Man. 

Claydon  Bros..  Furby  Place,  Winnipeg, 
have  been  awarded  the  contract  by  the 
provincial  government  for  proposed  san- 
itarium, at  $43,000.  Reinforced  concrete 
and  hollow  tile  construction. 

Quebec,  Que. 

In  connection  with  the  annex  which  the 
Protestan  Board  of  School  Commission- 
ers are  building  to  school  at  St.  Eus- 
tache  and  St.  Joachim  streets,  contracts 
have  been  let  as  follows:  carpentry,  B. 
Morissette,  234  Latourelle  St.;  steel, 
Eastern  Canada  Steel  Co.;  painting 
M  arier  &  Tremblay;  heating,  plumbing 
and  electrical  work,  J.  J.  Walker.  122  St. 
John  Street;  plastering.  A.  Fackncy.  107 
St.    Joachim    Street.      Estimated  cost, 

$10,000. 

Sherbrooke,  Que. 

The  Episcopal  Church  have  awarded 
(he  general  contract  for  the  erection  of 
a  $3,500  church  hall  on  Caledona  Street 
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to  W.  Tremblay,  75  Windsor  Str  East 
Sherbrooke.  Architect,  H.  G.  James, 
Room  7.  Whiting  Block,  Frame  and 
brick  veneer  construction. 

Vancouver,  B.C. 

Jn  connection  with  erection  of  the 
chemistry  and  assembly  buildings  of  the 
University  of  British  Columbia,  for 
which  Baynes  &  Horrie.  836  Howe  St., 
are  the  general  contractors,  sub-con- 
tracts have  been  let  as  follows:  plaster- 
ing. Rush  &  Reed;  painting,  A.  V.  Lewis, 
1202  7th  St.  W.j  electrical  work,  Rankin 
&  Cherrill,  55  Hastings  W. 

Windsor,  Ont. 

Sub-contracts  in  connection  with  the 
addition  to  the  college  on  Goyeau  Street, 
for  which  Wells  &  Gray,  Manning  House 
Block,  are  the  general  contractors,  have 
been  let  as  follows;  steel,  Canadian 
Bridge  Works,  Walkerville;  heating  and 
plumbing,  Windsor  Hardware  Co.,  Sand- 
wich Street;  electrical  work,  McNaugh- 
ton  &  McKay,  216  Wyandotte  St.  E. 

Winnipeg,  Man. 

Alex.  McDonald  has  awarded  the  gen- 
eral contract  for  the  erection  of  the 
"Home  for  Friendless"  which  he  pro- 
poses to  build  at  an  estimated  cost  of 
$50,000,  to  Saul  &  Irish,  :il 5  Kennedy 
Building. 

York  Mills,  Ont. 

D.  W.  Mitchell  Construction  Co..  Ni- 
agara Falls,  N.  Y.,  have  the  general  con- 
tract for  the  erection  of  a  $95,000  mauso- 
leum for  the  International  Mausoleum 
Co.,  Ltd.,  20  King  St.  E.,  Toronto.  They 
will  sub-let  bronze  and  ornamental  iron 
work,  glazing,  etc.  Granite  and  con- 
crete construction. 


Business  Buildings  and  Indus- 
trial Plants 

Brandon,  Man. 

The  Brandon  Telephone  Co.  are  re- 
ceiving tenders  until  July  22  for  the 
erection  of  a  $30,000  telephone  exchange. 
Architect.  YVm.  Fingland,  202  Enderton 
Building,  Winnipeg. 

Gait,  Ont. 

Ray  Hall,  Barrett  &  Martin  Block,  is 
preparing  plans  for  stores  and  offices, 
estimated  to  cost  $18,000,  for  Dr.  Rankin. 
Water  St.  N„  and  Dr.  MacKay,  Main 
St.     Brick  construction. 

Gananoquc,  Ont. 

The  Steel  Company  of  Canada  pro- 
pose to  make  a  $4,500  addition  to  their 
factory  on  River  Street  and  have  had 
plans  drawn.  Brick  construction.  Man- 
ager, F.  B.  Cowan. 

Montreal,  Que. 

O.  Prevost,  1319  Cote  des  Neiges  Rd., 
wants  tenders  on  all  trades  for  two  stores 
and  one  residence  which  he  proposes  to 
build.  Architect,  G.  A.  Monnette,  Power 
Bldg.  Brick-  construction.  Estimated 
cost,  $8,000. 

Excavating  is  going  on  for  a  $40,000 
garage  on  Park  Ave.,  of  which  11.  Mor- 
gan Co.,  15  Beaver  Hall  Hill,  are  the 
owners  and  general  contractors.  Brick 
construction. 

Mont  Joli,  Que. 

J.  Gosselin,  Levis,  has  the  general  con- 
tract toi  the  erection  of  a  $15,000  build- 
ing  fc  r   the    Banque    Nationale,    ."5  St. 


Pierre  Street,  Quebec.  Architect.  P. 
Levesque.  115  St.  John  Street,  Quebec 
S'.one  and  brick  construction. 

Niagara  Falls,  Ont. 

C.  M.  Borter,  Main  Street,  has  drawn 
plans  for  an  office  building  for  W.  A. 
Rogers  Co.,  145  River  Street.  Brick  and 
steel  construction. 

Quebec,  Que. 

E.  and  G.  A.  Carette,  100  St.  Paul  St., 
the  owners  of  the  $25,000  store  on 
Crown  Street,  for  which  ercavation  is 
being  made,  will  do  all  masonry  and  car- 
pentry work  themselves,  and  will  sub- 
let roofing,  plumbing,  heating  and  elec- 
trical contracts. 

Rawdon  Township,  Ont. 

The  West  Huntingdon  Cheese  Factory 
Co.  propose  to  rebuild  their  cheese  fac- 
tory, which  was  recently  destroyed  by 
fire,  with  a  loss  of  $2,200. 

Sarnia,  Ont. 

Tenders  are  to  be  called  for  the  erec- 
tion of  store  and  apartments  on  Front 
Street  at  an  estimated  cost  of  $5,000. 
Ow  ner,  Jane  E.  Clark  Estate,  173  Front 
Street.  Architect,  R.  W.  Fawcett,  116^ 
Front  Street.  Pressed  brick  construc- 
tion. 

Dr.  James,  123  North  Christina  Street, 
has  had  plans  drawn  for  three  stores  and 
apartments  to  be  erected  on  Cromwell 
Street  at  an  estimated  cost  of  $6,000. 
Work  will  probably  be  carried  out  by 
day  labor.     Brick  construction. 

St.  Boniface,  Man. 

Mr.  Blackensky  proposes  to  build  an 
abattoir  and  packing  plant  at  Archibald 
Street,  southeast  of  stock  yards,  and 
has  had  plans  prepared.  These  have  been 
passed  by  the  council  and  a  permit  is- 
sued.    Estimated  cost,  $75,000. 

D.  Balcovske  proposes  to  build  a  $65,- 

000  abattoir  at  the  Union  Stock  Yards. 
Tenders  for  this  building  have  been  re- 
ceived. Architect.  A.  J.  Wills,  204  Sterl- 
ing Bank  Bldg..  Winnipeg. 

Sydney,  N.S. 

The  Sydney  Foundry  &  Machine 
Works.  Ltd..  have  had  plans  drawn  and 
propose  to  construct  and  equip  a  plant 
for  foundry  and  small  ship  building, 
marine  repairs  with  marine  slip.  En- 
gineer, W.  E.  Clarke.  Concrete  and  iron 
construction. 

Tilbury.  Ont. 

The  Michigan  Central  Railway  will 
have  plans  prepared  for  freight  sheds 
which  are  soon  to  be  erected.  Sllpt., 
Mr.  McKee.  St.  Thomas,  Ont.  Esti- 
mated cost,  $4,000. 

Toronto.  Ont. 

R.  G.  Kirby,  539  Yonge  Street,  has  the 
general  contract  for  the  erection  of  the 
Ideal  Bread  Company's  $3,000  bakery  oil 
Dovercourt  Road.  He  will  sub-let 
smaller  trades.     Brick  construction. 

Winnipeg,  Man. 

In  connection  with  the  $35,000  picture 

1  heat  re  which  is  being  built  on  Corydon 
Street  for  Hyde  Bros.,  705  Mclntyre 
Block,  for  which  Jno.  Dolber.  406  Lans- 
downc  Ave.  is  the  general  contractor, 
sub-contracts  have  been  let  as  follows: 
painting.  Campbell  Co.;  plumbing,  Bairs- 
to  Plumbing  Co..  Fort  St.;  electrical 
work,  Star  Electric  Co.,  Portage  Ave. 


CONTRACTS  AWARDED 

Brantford,  Ont. 

Chas.  Taylor  &  Co..  12  Dalhousie  St., 
have  been  awarded  the  heating  and 
plumbing  contracts  on  the  $12,000  box 
factory  for  the  Hample  Paper  Box  firm. 
Manager,  W.  J.  Hample,  2  Centre  St. 
Architect,  J.  Evans.  30  Water  St.  N., 
Gait.     Red    brick  construction. 

Bulwark,  Alta. 

Thomas,  famieson  &  McKenzie.  301 
Tr  avis  Block,  (  algary,  have  the  general 
contract,  masonry,  carpentry,  steel,  roof- 
ing, painting,  heating  and  interior  fit- 
tings, for  a  $9,000  elevator  for  the  Al- 
berta Farmers'  Co-operatove  Elevator 
Co.,  Ltd.,  Calgary.  Mill  construction. 
Engineer,  Chas.  Howarth,  316  Lougheed 
Block,  Calgary. 

Campbellford,  Ont. 

W.  T.  Stewart.  110  Church  Street.  To- 
ronto, has  been  awarded  the  sub-con- 
tract for  the  roofing  of  the  $60,000  pa- 
per mills,  which  are  being  rebuilt  for 
the  Northumberland  Taper  &  Electric 
Co.,  by  T.  McManus.  Campbellford,  the 
general  contractor.  Messrs.  Kerry  & 
Chace,  Ltd.,  consulting  engineers,  Con- 
federation Life  Bldg..  Toronto,  will  pur- 
chase the  cement,  lumber  and  steel. 

Clinton,  Ont. 

A.  Cantelon  has  been  awarded  the 
general  contract  by  the  Doherty  Piano 
Co.  for  a  $4,500  dry  kiln.  W.  Elliott  has 
the  carpentry  contract.  White  brick 
construction. 

Coronation,  Alta. 

Thomas,  Jamieson  &  McKenzie.  301 
Travis  Block,  Calgary,  have  the  general 
contract,  masonry,  carpentry,  steel,  roof- 
ing, painting,  heating  and  interior  fit- 
tings, for  the  $9,000  grain  elevator  of 
the  Alberta  Farmers'  Co-operative  Ele- 
vator Co..  Ltd..  Lougheed  Block,  Cal- 
gary. Mill  construction.  Engineer, 
(has.  Howarth,  316  Lougheed  Block, 
Calgary. 

Hamilton,  Ont. 

Jas.  McNeil.  185  Hess  St.  S..  has  been 
awarded  the  general  contract,  carpentry, 
steel  and  roofing,  in  connection  with  ad- 
dition and  alterations  to  bakery  at  139 
Charlton  W.  for  R.  R.  Hill.  Estimated 
cost,  $7,000.     Brick  const  ruction. 

In  connction  with  the  $12, (too  addition 
to  be  made  to  the  factory  of  the  Steel 
Company  of  Canada.  Wm.  Yale,  24 
Lceming  Street,  has  been  awarded  the 
general  contract,  masonry,  steel  and 
roofing.  The  owners  will  handle  the 
painting  and  heating.  Brick  construc- 
tion. Architect.  Gordon  Mutton.  Bank 
of  Hamilton  Bldg. 

Kinsella,  Alta. 

Thomas,  Jamieson  &  McKenzie.  301 
Travis  Block,  Calgary,  have  the  general 
contract,  masonry,  carpentry,  steel,  roof 
ing,  painting  and  interior  fittings.  For  a 
49,000  grain  elevator  for  the  Alberta 
Farmers'  Co-operative  Elevator  Com- 
pany, Ltd.,  Calgary.  Mill  construction. 
Engineer,  Chas.  Howarth,  316  Lougheed 
Block,  Calgary. 

Kirriemuir,  Alta. 

Work  is  to  start  on  a  $9,000  grain 
elevator  for  the  Alberta  Farmers'  Co- 
operative Elevator  Co.  Thomas.  Jamie- 
son &  McKenzie.  301  Travis  Block.  Cal- 
gary, have    the    general  contract,  ma- 
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sonry.  carpentry,  steel,  roofing,  painting, 

heating  and  interior  fittings.     Mill  con- 

Btroction  Engineer,  Chas.  Howarth, 
:16  Loughced  Block.  Calgary. 

Merlin.  Ont. 

1  Hope.  Merlin,  has  l>een  awarded  the 
contract  for  concrete  block  for  a  hard- 
ware -.tore  tor  \V  A  Barr.  The  work 
on  this  building  will  be  carried  out  by 
day  labor.    Estimated  cost.  $10,000. 

Millerton,  N.B. 

It  i>  understood  that  English  capital- 
ists under  Sir  Robert  Perks  have  taken 
over  the  plant  of  the  New  Brunswick 
I'ulp  &  Taper  Co..  who  will  rebuild  on 
a  larger  scale.  Address,  J.  D.  Yolckman, 
Millerton. 

Montreal,  Que. 

J.  Gosselin.  Levis,  has  the  general  con- 
tract for  the  erection  of  the  $15,000  build- 
ing for  the  Banque  Nationale.  75  St. 
Pierre  Street.  Quebec.  He  will  sublet 
roofing  plumbing  and  electrical  con- 
tracts.   Stone  and  brick  construction. 

Excavation  work  is  under  way  for  a 
$17,000  warehouse  at  975  St.  Catherine 
St  W.  for  the  Guaranteed  Pure  Milk  Co.. 
Ltd.  The  contract  for  the  concrete  and 
buck  work  has  been  let  to  Church,  Ross 
vS.  Co.,  40  Hospital  Street.  The  archi- 
tects. Hutchison.  Wood  &  Miller,  Royal 
Insurance  Bldg..  will  sub-let  other  trades. 
Brick  construction. 

E.  Emery,  4280  Western  Street,  will 
probably  do  all  work  except  brick  work 
by  day  labor  in  connection  with  the 
stores  which  he  is  going  to  build  on 
St.  Yiateur  Street.     Brick  construction. 

Oshawa.  Ont. 

The  W.  J.  Trvck  Co..  Oshawa.  have 
been  awarded  the  general  contract  for 
a  factory  building  for  the  Chevrolet 
Motor  Co..  estimated  to  cost  between 
$35,000  and  $40,000.    Brick  construction. 

Jno.  Stacey.  Oshawa.  has  been  award- 
ed the  general  contract  for  the  erection 
of  the  $50,000  factory  building  of  the 
Chevrolet  Motor  Co.    Mill  construction. 

Red  Deer.  Alta. 

Campbell.  Wilson  &  Home  have  se- 
cured a  site  for  a  warehouse  which  they 
propose  to  build.  Plans  will  probably 
be  prepared  at  once. 

Scotsfield,  Alta. 

Thomas.  Jamieson  &  McKenzie,  301 
Travis  Block.  Calgary,  have  the  general 
contract,  masonry,  carpentry,  steel,  roof- 
ing, painting,  heating  and  interior  fit- 
tine-,  for  a  $9,000  elevator  for  the  Al- 
berta Farmers'  Co-operative  Elevator 
Co..  Calgary.  Engineer.  Chas.  Howarth, 
Calgary.    Mill  construction. 

Toronto,  Ont. 

Work  is  in  progress  on  a  $20,000  ware- 
house on  Cawthra  Avenue  for  the  Camp- 
bell Flour  Mills  Co..  Ltd.  J.  H.  Tro- 
manhauser  Co..  204  Temple  Bldg..  are 
the  engineers  and  general  contractors. 
Mr.  Cornish,  Address  care  of  the  own- 
ers, will  look  after  work  of  smaller 
trades.  Reinforced  concrete  construc- 
tion. 

Wm.  Cowlin  &  Son.  Canada.  Ltd..  Mail 
Building,  the  general  contractors  on  the 
$200,000  office  building  for  the  Trusts 
&  Guarantee  Co..  Ltd.,  have  sub-let  the 
following  contracts:  Marble.  Hoidge 
Marble  Co..  Ltd..  34  Price  Street;  glass. 
Hobbs  Mfg.  Co..  Ltd.,  279  King  W.; 
plastering,  R.  C.  Dancy,  153  Spadina  Rd.; 


cut  stone,  Scott  Bros.,  McGce  Street; 
ornamental  iron  and  bronze.  Architec- 
tural lion  &  Bronze  Works,  Lansdownc 
Ave.  Brick,  steel,  concrete,  terra  cotta 
and  granite  construction. 

Hall  &  Son.  C.  Park  Place,  have  the 
general  contract  for  making  an  addi- 
tion to  the  warehouse  of  Southam  Press 
Ltd.,  Duncan  Street.  Estimated  cost, 
$4,500.     Brick  construction. 

Vermillion,  Alta. 

Work  i>  in  progress  on  extension  to 
a  business  block.  Moses  Werner  is  the 
owner   and   general  contractor. 

Wainwright,  Alta. 

Foundation  work  has  been  completed 
on  a  $9,000  grain  elevator  for  the  Al- 
berta Farmers'  Co-operative  Elevator 
Co.,  Ltd.,  Calgary.  Thomas,  Jamieson 
\  McKenzie.  301  Travis  Block.  Calgary, 
have  the  general  contract,  masonry,  car- 
pentry,  steel,  roofing,  painting,  heating 
and  interior  fittings.  Mill  construction. 
Engineer,  Chas.  Howarth,  316  Lougheed 
Block,  Calgary. 

Walkerville,  Ont. 

Walker  &  Sons  (address,  H.  R.  Ding- 
wall. 120  Devonshire  St.)  have  had  plans 
prepared  by  Walker  &  McPhail,  Tuson 
Block.  Windsor,  for  a  $20,000  factory 
building,  which  is  to  be  occupied  by 
McCord  Mfg.  Co.  Brick  construction. 
\n  old  building  will  also  be  remodelled. 

Windsor,  Ont. 

Tenders  have  been  received  by  the 
Peninsular  Security  Co.  (address,  Chas. 
King,  care  of  Windsor  Gas  Co.)  for 
the  erection  of  an  $8,000  store  building 
on  Chatham  St.  W.  Architect,  G.  Jac- 
ques &  Co.,  Boug  Block.  Face  and  com- 
mon brick  construction. 

Winnipeg,  Man. 

The  Western  Improvement  Co.,  Min- 
ot.  N.  D.,  are  the  general  contractors 
for  an  elevator  to  be  erected  for  the 
Woodward  Elevator  Co.  Estimated 
cost,  about  $48,000.    Frame  construction. 

Contracts  let  in  connection  with  the 
erection  of  the  T.  Eaton  Co.  warehouse 
at  Graham  and  Hargrave  Streets  are  as 
follows:  General  contract,  Carter-Halls- 
Aldinger,  1010  Union  Bank  Building; 
elevators,  Otis  Fcnsom  Co.,  316  Cumber- 
land Ave.;  hollow  tile.  Fireproofing  Co., 
Confederation  Life  Bldg.;  foundry  pro- 
ducts, Economy  Foundry  Co.,  Ltd.,  Port- 
age La  Prairie.  The  owners  will  do  the 
beating,  plumbing  and  electrical  work. 


Residences 

Fortune  Bridge,  P.E.I. 

Plans  are  in  progress  for  a  $3,500  resi- 
dence, to  be  built  for  Elmer  Holis.  Ar- 
chitect, Albert  Coffin. 

Levis,  Que. 

E.  D.  Lacasse,  4  St.  Julien  Street,  pro- 
poses to  build  a  $6,000  residence.  Private 
tenders  called,  and  contract  will  soon 
be  awarded. 

Xap.  Maranda,  14  Deziel  Street,  has 
called  private  tenders  for  the  erection 
of  an  $8,000  residence.  Brick  construc- 
tion. Architect,  L.  Auger,  39  St.  Jean 
Street. 

London.  Ont. 

M.  Hornstein,  299  Ottaway  Ave.,  is 
preparing  plans  for  three  residences 
which  he  proposes  to  build,  at  an  esti- 


mated cost  of  $7,500.  Red  pressed  brick 
t  t  instruction. 

Niagara  Falls,  Ont. 

F.  Scigcl.  Ferry  Street,  proposes  to 
build  six  residences  at  $2,000  each.  He 
will  handle  masonry,  carpentry,  steel, 
flooring,  plastering  and  painting  work. 
1 1  eating,  plumbing  and  electrical  con- 
tracts to  be  let.    Frame  construction. 

Ottawa,  Ont. 

M.  P.  Davis,  22  Sparks  Street,  is  call- 
ing lenders  until  July  19  for  the  erection 
of  a  $45,000  residence  on  Laurier.  Solid 
brick  construction.  Architect,  J.  W.  H. 
Walls,  Central  Chambers. 

Port  Stanley,  Ont. 

J.  C.  Duffield,  care  of  City  Gas  Co., 
London,  contemplates  building  a  sum- 
mer residence  at  an  estimated  cost  of 
about  $10,000. 

Quebec,  Que. 

J.  S.  Bergeron,  103  St.  John  Street,  is 
preparing  plans  for  a  $10,000  residence 
for  Jos.  Cote,  138  Lockwell  Street,  who 
will  call  tenders  privately.  Brick  con- 
struction. 

J.  S.  Bergeron,  103  St.  John  Street,  is 
preparing  plans  for  a  $12,000  residence  to 
lie  built  on  Limoilou  Street  for  L.  H. 
Peters.  Ltd..  10  St.  Angele  Street.  Own- 
ers will  do  all  masonry  and  carpentry 
work  and  sub-let  roofing,  plumbing  and 
electrical  work.    Brick  construction. 

St.  Boniface,  Man. 

Heating  tenders  will  be  called  very 
shortly  in  connection  with  the  9  stores 
and  20  suites  to  be  erected  for  Lady  Du- 
buc,  480  Clifton  Street,  Winnipeg.  Ten- 
ders for  other  trades  will  be  called  as 
the  work  progresses.  The  general  con- 
tractor is  G.  C.  Grenon,  371  Cumberland 
Ave.,  Winnipeg. 

Thetford  Mines,  Que. 

Tenders  will  probably  be  called  short- 
ly for  the  erection  of  a  $17,000  residence 
for  A.  S.  Johnson.  Architect.  H.  G. 
James,  Room  7,  Whiting  Block,  Sher- 
bropke. 

Toronto,  Ont. 

A.  &  A.  Grant,  837  Logan  Ave.,  pro- 
pose to  build  a  pair  of  residences,  at 
an  estimated  cost  of  $5,800.  Owners  buy 
material  and  supervise.  Smaller  trades 
will  be  let.    Brick  construction. 

Windsor,  Ont. 

C.  Dunnett,  71  Chatham  W.,  proposes 
to  build  a  $5,000  residence  on  Mav  St. 
He  will  do  all  the  work  himself.  Brick 
veneer  construction. 

CONTRACTS  AWARDED 

Charlottetown,  P.E.I. 

In  connection  with  the  work  on  the 
$8,000  apartment  for  Ivan  Y.  Reddin,  96 
Brighton  Road,  for  which  Chas.  H. 
Coles  is  the  general  contractor,  sub-con- 
tracts have  been  let  as  follows:  Paint- 
ing, P.  H.  Trainer  &  Son;  heating.  Jas. 
McEachern;  electrical  work.  Leigh  & 
Fitzgerald;  plumbing,  F.  H.  Trainor. 

Chester,  N.S. 

Wm.  L.  Crounse,  Washington,  D.  C. 
has  awarded  the  general  contract  for  the 
erection  of  a  $5,000  residence  to  Falten- 
hine  &  Baker,  Chester.  Frame  and  stuc- 
co construction. 

Chippewa.  Ont. 

Braas   Bros.,     Niagara   Falls.   N.  Y.. 
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have  been  awarded  the  general  contract 
for  the  erection  of  residences  for  the 
Norton  Co.,  at  an  estimated  cost  of  $50,- 
000.  They  will  handle  the  masonry,  car- 
pentry, roofing  and  plastering.  Other 
trades  to  be  let  later. 

Crean  Hill,  Ont. 

Work  is  in  progress  on  50  residences 
for  the  Canadian  Copper  Co.,  Copper 
Cliff,  Ont.  Laberge  Lumber  Company, 
Limited,  Notre  Dame  Street,  Sudbury, 
are  the  general  contractors.  Frame  con- 
struction. 

Copper  Cliff,  Ont. 

The  Dickie  Construction  Co.,  Ryrie 
Bldg.,  Toronto,  are  the  general  contrac- 
tors for  about  200  residences  to  be  built 
for  the  Canadian  Copper  Co.,  at  an  esti- 
mated cost  of  about  $200,000.  Frame  con- 
struction. 

Dunnville,  Ont. 

R.  Grills  has  received  the  contract  for 
the  carpentry  on  the  $4,000  residence  on 
Broad  "West,"  owned  by  Geo.  C.  Bid- 
dell. 

Hamilton,  Ont. 

J.  P.  Marshall,  Spectator  Bldg.,  has 
awarded  the  general  contract,  masonry, 
carpentry,  steel  and  roofing,  to  W.  J. 
Workman,  15  Lottridge  Street,  in  con- 
nection with  the  residence  which  he  pro- 
poses to  build  at  15  Undermount  Ave. 
Brick  construction. 

Gordon  Hutton,  Bank  of  Hamilton 
Bldg.,  has  prepared  plans  for  a  $12,000 
residence  for  H.  U.  Hart,  57  Charlton 
Ave.  W.,  and  contracts  have  been  let  as 
follows:  General  contract,  masonry, 
steel  and  roofing,  Geo.  F.  Smith,  26  Car- 
rick  Ave.;  carpentry,  Stuart  Bros.,  Hyde 
Park  Ave.;  plastering,  W.  Bayliss,  372 
Beach  Road;  painting,  Goodale  &  Laid- 
law,  20  Hunter  St.  E.  Brick  construc- 
tion. 

Montreal,  Que. 

Jno.  Parisien,  299  Regent  Street,  the 
owner  and  general  contractor  for  four 
flats  on  Howard  Street,  has  let  the  ma- 
sonry contract  to  S.  Stromello,  Berri 
Street.  Brick  construction.  Estimated 
cost,  $6,000. 

Niagara  Falls,  Ont. 

Paine  &  Nesbitt,  122  Main  Street,  have 
been  awarded  the  heating  and  plumbing 
contract  on  the  $4,000  residence,  owned 
by  A.  Smith,  Southend,  Ont.  Carter 
Electric  Company,  Erie  Avenue,  have 
got  the  electrical  contract. 

Ottawa,  Ont. 

Gauthier  &  Company  have  the  heat- 
ing and  plumbing  contract  and  II.  L. 
Allan,  377  Somerset  Street,  has  the  elec- 
trical contract  for  the  $6,000  residence  on 
Riverdale  Street,  of  which  B.  A.  Gri- 
son,  Fentiman  Avenue,  is  the  owner  and 
general  contractor. 

Jas.  McLaughlin,  554  Gilmour  Street, 
the  owner  and  general  contractor,  has 
let  the  sub-contract  for  brick  work  on 
his  $5,500  residence  on  Wilton  Crescent, 
to  E.  P.  Spence,  12  Foster  Street,  and 
the  masonry  contract  to  J.  E.  St.  George, 
301  Gignes  Street.  He  also  wants  prices 
on  heating,  plumbing  and  electrical  work 
at  once. 

A.  E.  and  J.  C.  Thorns,  53  Queen  St., 
have  sub-let  contracts  as  follows  in  con- 
nection with  the  $5,000  residence  which 
they  are  building  on  Ossington  Avenue: 


plastering,  Thos.  Patterson,  70  Rosedale; 
heating  and  plumbing,  H.  A.  Knox,  346 
Elgin. 

Outremont,  Que. 

P.  Guidazio,  44  Marsolais  Street,  has 
been  awarded  the  general  contract  for 
a  $7,000  residence  on  Davaar  Street. 
Owner,  R.  McCrudden,  1364  Vanhorne 
Avenue.  Architect,  S.  Frappier,  2238 
Park  Avenue.  Pressed  brick  construc- 
tion, stone  foundation. 

The  Lumber  &  Construction  Co.,  Ville 
St.  Pierre,  have  been  awarded  the  gen- 
eral contract  for  the  erection  of  a  resi- 
dence on  Rockland  Street,  at  an  esti- 
mated cost  of  $22,000,  for  J.  C.  Gagne, 
465  Durocher  Street.  Architect,  W.  J. 
Wright  &  Son,  Mechanics  Bldg.  Brick 
construction.  Tenders  wanted  for  roof- 
ing, plastering  and  interior  fittings. 

Quebec,  Que. 

C.  E.  Morissete,  Limited,  234  Latour- 
elle  Street,  have  the  general  contract 
for  making  repairs  to  a  residence  on 
Maple  Avenue,  for  C.  J.  Lockwell.  Es- 
timated  cost,  $5,000. 

Emile  Frenette,  86  Cremazie  Street, 
has  been  awarded  the  contract  for  the 
masonry  on  the  $10,000  residence  being 
built  by  C.  F.  Delage,  on  Ste.  Julie  St. 

V.  Parent,  449  St.  Francois  St.,  has 
the  general  contract  for  the  erection  of  a 
$5,000  residence  on  St.  Malo  Street  for 
Louis  Fleury,  74  St.  Agnes.  Frame  and 
brick  construction. 

Contracts  have  been  let  as  follows  in 
connection  with  the  $10,000  residence 
which  is  being  built  on  Ste.  Julie  Street 
for  C.  F.  Delake:  carpentry,  E.  Pelletier, 
70  St.  Cyrille  Street;  roofing,  Nap.  Dur- 
and,  445  St.  Francois  St.;  painting,  Mar- 
ier  &  Tremblay,  Du  Pont;  heating, 
Brousseau  &  Fr.,  320  St.  Paul  Street. 

Sarnia,  Ont. 

Mackness  &  Struthers  have  got  the 
contract  for  plumbing  and  heating  the 
$5,000  residence  which  is  being  built  for 
Dr.  Thos.  V.  Anderson  by  A.  McCol- 
man,  120  Mitton  Street  North. 

Sherbrooke,  Que. 

A.  M.  Sangster,  Drummond  Street,  has 
awarded  the  general  contract  for  the 
erection  of  a  $13,000  tenement  house  on 
Drummond  Street  to  W.  Tremblay,  75 
Windsor  Street,  East  Sherbrooke.  Frame 
and   brick  veneer  construction. 

Stratford,  Ont. 

Geo.  Kalbfleish,  Erie  and  St.  Patrick 
Streets,  has  let  contracts  for  the  erection 
of  his  $7,000  residence:  masonry,  A.  (i. 
Everitt,  Chestnut  Street;  carpentry,  Kalb- 
fleisch  &  Armburst;  heating  and  plumb- 
ing, Cook  &  O'Donahue,  Downe  Street; 
electrical  work,  M.  1.  Higgins,  Onetrio 
Street. 

Sydney,  N.S. 

I  Fraser  MacKenzie  has  awarded  the 
general  contract  for  a  $3,700  residence 
mi  Esplanade  to  S.  II.  Stevenson,  90 
Charlotte  Street. 

Toronto,  Ont. 

Work  has  been  started  on  a  residence 
and  garage  on  High  Park  Blvd..  owned 
by  F.  A.  Parker,  400  Queen  St.  W.  Jno. 
Dickson,  214  Vaughan  Road,  has  been 
awarded  the  masonry  contract.  Brick 
and  stone  construction.  Architect.  C.  J. 
Gibson,  53  Yonge  Street. 

Contracts  have  been  awarded  as  fol- 


lows in  connection  with  the  $12,000  resi- 
dence which  is  being  built  in  High 
Park  Gardens  for  R.  D.  Kilgour,  45 
Willcocks  Street;  plumbing  and  heating, 
J.  H.  Warwick,  226  Wellesley  Street; 
tile  roofing,  Robt.  Rennie  &  Son,  198 
Dupont  Street. 

Westmount,  Que. 

O.  H.  and  N.  A.  Timmins,  4  Park 
Crescent,  have  awarded  the  general  con- 
tract for  the  erection  of  residence  at 
4  Park  Crescent  to  E.  Garrigan,  218  Bal- 
lantyne  Ave.     Brick  construction. 

Francis  Hankin,  2050  Park  Ave.,  has 
awarded  the  general  contract  for  an 
$8,500  residence  on  Belgium  Ave.,  to 
Anglins,  Ltd.,  65  Victoria  Street,  in- 
cluding masonry,  carpentry,  plastering, 
painting,  heating,  plumbing  and  interior 
fittings.     Brick  construction. 

Power  Plants,  Electricity  and 
Telephones 

Assiniboia,  Man. 

The  rural  municipality  of  Assiniboia 
propose  to  instal  an  electric  plant.  Clerk, 
Frank  Ness,  Kirkfield  Park  P.O. 

Courtright,  Ont. 

The  village  council  contemplate  the 
construction  of  a  hydro-electric  plant, 
and  estimate  of  the  cost  is  to  lie  pre- 
pared by  the  Hydro  Commission.  Clerk, 
R.  G.  Stewart. 

Dauphin,  Man. 

Win.  Fingland,  255  Dromore  Avenue, 
Winnipeg,  is  preparing  plans  for  a  $30,- 
000  telephone  building  for  the  Dauphin 
Telephone  Co.  Tenders  will  be  called 
shortly.     Brick  and   stone  construction. 

Deer  Lodge,  Sask. 

Tenders  are  being  received  until  July 
18  by  H.  M.  Haldorson,  Regina,  secre- 
tary-treasurer of  the  Deer  Lodge  Rural 
Telephone  Co.,  Ltd.,  for  the  construc- 
tion of  a  telephone  system. 

Malahide  Township,  Ont. 

The  South  Malahide  Telephone  Com- 
pany plan  new  lines  and  extensions.  Ad- 
dress, Mr.  Tyrell  Aylmer,,  Manager 

Quebec,  Que. 

Specifications  are  being  prepared  by 
the  engineer  and  new  tenders  will  short- 
ly be  called  by  the  Fire  Commission, 
secretary,  Aug.  Malonin,  for  storage 
battery  plant. 

Kichibucto  and  Rexton,  N.S. 

The  village  councils  propose  to  dam 
the  Kouchibouguac  and  erect  an  elec- 
trical plant. 

Sault  Ste.  Marie,  Ont. 

Preliminary  dredging  and  excavation 
work  is  now  in  progress  in  connection 
with  the  power  development  scheme  of 
the  Great  Lakes  Power  Company. 

Sherbrooke,  Que. 

Plans  and  specifications  are  being 
completed  and  tenders  will  be  called  in 
a  very  short  time  for  a  concrete  dam  to 
be  erected  by  the  city  of  Sherbrooke, 
Que.,  at  its  city  electric  power  plant. 

Tenders  called  by  the  city  council  (Gas 
and  Electrical  Dept.),  chairman.  Win. 
Bratilt,  for  $50,000  concrete  dam,  will 
close  on  or  before  August  1.  Rngineer- 
ing  is  in  the  bands  of   Thos.  Tremblay, 
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Notice  to  Contractors 

Province  of  Manitoba 

Department  of  Public  W  orks 

Tenders  for 
Completion  of  the  Now 
Partially  Erected  New 
Parliament  Buildings 


i>.i  Monday.  21st  August.  1916.  at  Eleven 
o'clock  in  the  forenoon  (City  lime),  the  under- 
signed will  sit  in  the  Legislative  Chamber  at  the 
Parliament  Buildings.  Kennedy  Street.  Winnipeg, 
for  the  purpose  of  receiving  tenders  for  the  vari- 
ous works  required  in  the  completion  of.  the  now 
partially  erected  New  Parliament  Buildings,  in 
the  City  of  Winnipeg.  . 

The  time  for  receiving  tenders  will  be  limited 
to  the  hour  between  Eleven  o'clock  and  Noon 
(CitJ  time)  of  the  day  and  at  the  place  above 
mentioned,  and  the  Minister  will  then  and  there 
proceed  to  open  in  public  such  tenders  as  shall 
have  been  received.  No  tender  will  be  considered 
nr>le->  deposited  during  that  hour  on  that  day  and 
in  the  manner  herein  prescribed. 

Special  envelopes  for  enclosing  the  tenders  and 
Bill*  of  Quantities  will  be  supplied ;  any  tenders 
submitted"  in  other  than  one  of  these  special 
envelopes  will  remain  unopened  and  will  on  no 
account  be  considered. 

Tenderers  must  appear  in  person  or  in  the 
person  of  their  accredited  representative  to  deposit 
their  respective  tenders.  Tenders  received  by 
mail  will  be  returned  unopened  to  the  senders, 
and  on  no  account  must  any  tender  be  presented 
by  the  hand  of  a  Civil  Servant. 

Tenders  will  be  received  for  any  or  all  of  the 
several  works  required  for  the  completion  of  the 
now  partially  completed  New  Parliament  Build- 
ings as  shown  on  the  plans  and  set  out  in  the 
Bills  of  Quantities  and  Specifications  prepared 
under  the  Supervision  of  Frank  W.  Simon.  F.R.I.- 
B  A  .  Architect,  and  the  Minister  reserves  the 
right'  to  award  either  bulk  or  separate  tenders 
for  the  several  works. 

Bulk  or  separate  Tenders  are  invited  for  the 
following    trades,    to    wit: — 

A — Preliminary.  Credits,  Excavator  and  Con- 
cretor.  Reinforced  Concrete  Work  in  Dome, 
Brickwork,  Cut  Stone,  Masonry,  Carpentry 
and  General  Joinery,  Metal  Worker,  Sloping 
Ways  on  East  and  West  Elevation.  Altera- 
tion to  Existing  Steel  Work  in  East  and  West 
Corridor    Walls    and  Addenda. 

B— Marble  Work  and  Terrazzo  Paving. 

C — Waterproofing   and   Roofing  Work. 

D—  Plaster  and  Tileworker,  Metal  Furring  and 
Lathing. 

E— Glazier. 

F — Painter. 

Separate  Tenders  only  are  invited  for  the  fol- 
lowing trades; ,  which  will  not  on  any  account 
be  included  in  a  general  contract: — 

AA. — Structural  Steelwork  in  Dome. 

BB. — Special  Joinery. 

CC. — Plumbing,   Heating  and  Ventilation. 

DD. —  Electric   Conduit   and  Wiring. 

Prospective  tenderers  are  invited  to  notify  in 
writing  the  Deputy  Minister  of  Public  Works 
of  their  intention  to  tender  and  requesting  issue 
of  a  permit  for  their  representatives  to  have  access 
to  the  plans  and  to  be  provided  with  Bills  of 
Quantities. 

The  Deputy  Minister  will,  on  receipt  of  such 
application,  issue  card  passes  to  bona  fide  tend- 
erers, and  presentation  of  such  pass  will  secure 
access  to  the  building  to  view  the  plans  and  ex- 
amine the  work  already  in  place.  These  passes 
will  be  non-transferable  and  the  bearer  will  be 
required  to  sign  his  name  in  a  book  provided 


fur  the  purpose  on  each  occasion  of  his  visiting 
the  building. 

A  large  room  lias  been  prepared  in  the  North- 
east Wing  of  the  New  Parliament  Buildings,  in 
which  room  all  the  plans  and  details  will  be 
exposed:  on  no  account  will  any  prospective 
bidder  be  permitted  to  remove  any  of  these 
plans  or  details. 

Bills  of  Quantities  have  been  prepared  covering 
the  several  works  and  prospective  tenderers  will 
be  supplied  with  copies  of  these  on  the  following 
terms  : 

For  a  complete  set  of  General  Conditions,  and 
Bills  of  Quantities  covering  all  the  trades  for 
which  bulk  or  separate  tenders  are  invited  the 
sum  of   Fifty   Dollars  ($50.00). 

For  a  complete  set  of  General  Conditions  and 
Bills  of  Quantities  covering  any  one  specific  trade 
for  which  bulk  or  separate  tenders  are  invited, 
or  any  one  specific  trade  for  which  separate  ten- 
ders only  are  invited,  the  sum  of  Ten  Dollars 
($10.00). 

Application  for  same  must  be  made  in  writ- 
ing to  the  Deputy  Minister  of  Public  Works, 
and  must  be  accompanied  by  an  accepted  cheque 
in  favor  of  "The  Province  of  Manitoba,"  as  stipu- 
lated above.  An  order  will  then  be  issued  on  the 
Architect  to  provide  the  required  copies. 

Prospective  tenderers  are  advised  that  there 
is  no  necessity  for  them  to  verify  the  measure- 
ments in  the  Bills  of  Quantities,  these  are  guar- 
anteed ;  and  it  is  by  reason  of  this  that  the 
plans  and  details  are  not  to  be  removed. 

The  Quantity  Surveyor  will  be  in  attendance 
and  available  to  explain  to  any  prospective  ten- 
derer anything  in  the  Plans,  Specifications  and 
Bills  of  Quantities  of  which  the  tenderer  may  be 
in   doubt. , 

Prospective  tenderers  are  further  warned  to 
read  carefully  the  General  Conditions  as  these  will 
constitute  an  integral  part  of  any  contract  pro- 
posed to  be  entered  into.  Failure  to  comply 
with  any  of  the  conditions  therein  contained  re- 
lating to  tendering  will  constitute  good  and 
sufficient  reason  for  the  non-consideration  of  such 
tender. 

Bulk  tenders  for  such  works  as  same  are  in- 
vited for  will  not  on  any  account  be  entertained 
from  other  than  bona  fide  Canadian  contractors 
of  at  least  three  years'  establishment  in  business 
in  Canada,  and  who  can  produce  satisfactory 
evidence  of  their  ability  to  carry  to  completion 
the  work  contemplated. 

Separate  tenders  will  also  be  limited  to  the 
tenders  of  bona  fide  Canadian  contractors  of  at 
least  three  years'  establishment  in  business  in 
Canada  in  their  respective  lines. 

No  tender,  either  bulk  or  separate,  will  on 
any  account  be  considered  unless  accompanied 
by  a  certified  cheque  on  a  chartered  bank  of 
the  Dominion  of  Canada  and  payable  to  the  Pro- 
vince of  Manitoba  to  an  amount  equal  to  at  least 
five  per  cent.  (5  p.c.)  of  the  total  amount  of 
the  tender. 

Such  cheque  will  be  forfeit  to  the  Government 
in  the  event  of  the  successful  tenderer  declining 
to  execute  contract  on  the  basis  of  his  tender. 

The  cheque  of  the  successful  tenderer  will  be 
retained  by  the  Government  as  security  for  the 
faithful  performance  of  all  the  conditions  of  the 
contract  and  will  be  returnable  only  when  the 
conditions  as  embodied  in  Clause  No.  19  of  the 
(ieneral  Conditions  of  Contract  are  fulfilled. 

The  cheques  of  the  unsuccessful  tenderers  will 
be  returned  on  execution  of  contract  by  the  suc- 
cessful tenderer. 

The  lowest  or  any  tender  will  not  necessarily 
be  accepted.  „•  mrt^, 

S.  C.  OXTON, 
Deputy  Minister  of  Public  Works. 

THOS  H.  JOHNSON, 

Minister  of  Public  Works. 

Winnipeg,  12th  July,  1910.  29-30 


FOR  SALE 


TENDERS  FOR 
The  Construction  of  An 

INCINERATOR 


Tenders  are  requested  by  the  Council  of  the 
Village  of  New  'loronto  for  the  construction  of 
an  Incinerator. 

Specifications  and  tender  forms  can  be  ob- 
tained at  the  office  of  James,  Loudon  &  Hertz- 
berg,  1005  Excelsior  Life  Building,  Toronto. 

Tenders  will  be  received  b/  ueo.  D.  Scott  up 
to  6  o'clock  in  the  evening  on  Saturday,  the 
29th  day  of  July,  1916. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

GEO.    IRONSIDE,  Reeve. 
29-29  GEO.   D.   SCOTT,  Clerk. 


1200 — Linear   Ft.   of  3-in.   galvanized  conduit. 
200 — '/2-in.    knock-out,    galvanized    4-in.  round, 

deep  boxes.  ....  , 

200 — -H-in.  knock-out,  galvanized  4-in.  hexagon 

deep  boxes. 

350— 14-in.    knock-out,    galvanized    4-in.  square, 
deep  boxes. 

Canadian  Kodak   Company,  Limited, 

necessarily  accepted.  28-t.f. 


Sealed  tenders  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  Incandescent  Lamps, 
Public  Buildings,  Ottawa,  Ont.,  will  be  received 
at  this  office  until  4  p.m.  on  Monday,  July  24. 
1916,   for  the  works  mentioned. 

Tenders  will  not  be  considered  unless  made 
upon  forms  supplied  by  Department  and  in  ac- 
cordance   with   conditions   contained  therein. 

Specification  to  be  seen  on  application  to 
Mr.  Thos.  A.  Hastings,  Clerk  of  Works,  Postal 
Station  "F,"  Toronto,  to  Mr.  R.  L.  Deschamps, 
Overseer,  Dom.  Bldgs.,  Montreal,  and  to  the 
Chief  Architect,  Department  of  Public  Works, 
Ottawa. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of 
Public  Works,  equal  to  ten  per  cent.  (10  p.c.) 
of  the  amount   of  the  tender. 

By  order, 

R.  C.  DESROCHERS, 

Secretary. 

Department   of    Public  Works, 

Ottawa,   July    12,   1910.  29-29 


Tenders  for  Bridge 


Sealed  tenders  will  be  received  by  the  under- 
signed until  Tuesday.  August  8th,  1916.  for  the 

construction  of  a  50-foot  bridge  across  the  Non- 
quon  River  at  Seagrave,  Ontario,  for  works  as 
follows : — 

1.  A  concrete  bridge  according  to  plans  and 
specifications  prepared  by  Messrs.  Bowman  & 
Connor.  Documents  can  be  examined  at  No.  31 
()ueen  Street  West,  Toronto;  and  at  the  office 
of  the  County  Clerk,  Whitby,  and  of  the  County 
Clerk,  Lindsay. 

2.  A  steel  superstructure  to  be  erected  on  con- 
crete piers  to  be  constructed  under  another  con- 
tract. 

3.  Two  concrete  piers. 

The  piers  are  to  be  completed  ready  for  the 
reception  of  the  superstructure  not  later  than 
September  15th,  and  the  superstructure  is  to  be 
erected  and  completed  not  later  than  September 
30th  next. 

All  other  information  can  be  obtained  from 
either  of  the  County  Clerks. 

The  lowest  or  any  tender  will  not  neces- 
sarily be  accepted. 

J.  R.  McNEILLIE,  Clerk, 

County  of  Victoria. 
Lindiay,  July  17th,  1916.  29-30 
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Government  of  Tasmania 


Tenders  Wanted 


Sealed  tenders  addressed  to  the  City  Clerk, 
Sarnia,  Ontario,  will  be  received  up  to  12  o'clock 
noon,  July  21st,  1916,  for  the  construction  of 
3  Concrete  Wells  12  ft.  x  20  ft.  x  12  to  14  ft.  in 
depth,  and  for  the  laying  of  10-in.  and  24-in. 
pipe  line  at  Point  Edward,  Ontario,  for  the 
City   of    Sarnia  Waterworks. 

Plans,  specifications  and  forms  of  tender  may 
be  seen  at  the  orifice  of  the  City  Clerk  in  the 
City  Hall,  Sarnia,  Ontario. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

JOHN  A.  BAIRD, 

City  Engineer. 

Sarnia,  July  5th,  1916.  28-29 


Tenders  for 
School  Building 

Tenders  will  be  received  up  till  six  o'clock 
on  Thursday,  July  27th,  for  the  several  trades 
required  in  the  erection  of  a  new  eight-room 
school  building  for  the  Gait  Public  School 
Board,  Gait,  Ontario. 

Tenders  will  be  considered  separate  or  in  bulk. 
Plans  and  specifications  and  all  information  can 
be  obtained  at  the  office  of  the  Architect,  J. 
Evans,  30  North  Water  Street,  Gait.  All  tenders 
to  be  on  form  supplied  by  the  Board  and  ad- 
dressed to  John  Perry,  Secretary,  84  Beverly 
Street,  Gait.  The  lowest  or  any  tender  not 
necessarily  accepted.  28-29 


Tenders  for 
Bridge  Construction 

Sealed  tenders,  plainly  marked  as  to  contents, 
will  be  received  by  the  undersigned  up  to  0 
o'clock  p.m.  of  Wednesday,  July  26th,  1916,  for 
the  construction  of  a  Reinforced  Concrete  Truss 
Biidge  of  60  ft.  span  over  the  Humber  River 
on  Lot  11,  Concession  7,  north  of  Pine  Grove, 
in   the   Township   of  Vaughan. 

Plans  and  specifications  and  all  necessary  in- 
formation may  be  seen  at  the  office  of  the  under- 
signed, 57  Adelaide  Street  East,  Toronto. 

The  lowest  or  any  tender  will  not  necessarily 
be  accepted. 

FRANK  P.ARBER, 

Township  Engineer. 
Toronto,  July  13th,  1916.  29-29 


TOWN  OF  BRAMPTON 

Extension  of  Sewer 
System 

Sealed  tenders,  addressed  to  the  "Clerk  of  the 
Town  of  Brampton,"  will  be  received  at  the 
office  of  the  Town  Clerk  until  6  p.m..  Monday, 
July  31st.  1916.  for  the  construction  of  the  fol- 
lowing  works: — 

3S0O  lineal  feet  15-in.  sewer. 
31H0  lineal  feet  12-in.  sewer. 
47IKI  lineal  feet   10-in.  sewer. 
1600  lineal  feet    8-in.  sewer. 
Specifications,   form   of   tender,   plans,  profiles, 
etc.,  may  be  seen  at  the  Municipal  Offices  after 
July   17th,  1916. 

Each  tender  is  to  be  accompanied  by  a  marked 
cheque  as  called  for  in  the  specifications. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

W.  M.  TREADGOLD,  Town  Engineer. 
A.  G.  DAVIS,  Town  Clerk.  29-30 


Notice  to 
Electrical  Contractors, 
Builders  and  Others 

Notice  is  hereby  given  that  no  electric  wiring 
or  apparatus  shall  be  installed  in  any  building, 
premises,  or  erection,  in  the  Province  of  Ontario, 
without  a  written  permit  from  the  authorized 
Electrical  Inspector  of  the  district  in  which  the 
work  is  to  be  executed  ;  nor  shall  any  such  elec- 
trical work  be  covered  from  view  by  lath,  plaster 
or   other   material,   until   duly  inspected. 

It  is  also  contrary  to  the  provisions  of  the 
Power  Commission  Act  to  alter  or  add  to  any 
electrical  work  without  due  notice  to  and  per- 
mit from  the  inspector. 

It  is  also  contrary  to  the  provisions  of  said 
Act  to  supply  electric  current  from  any  source 
to  any  installation  of  wiring,  motors,  or  other 
electrical  apparatus  until  a  written  certificate  has 
been  issued  authorizing  such  supply. 

Violation  of  the  foregoing  or  any  of  the  Rules 
and  Regulations  of  this  Commission  pertaining 
to  electrical  inspection  is  punishable  under  the 
Ontario   Summary   Convictions  Act. 

Copies  of  the  Rules  and  Regulations  may  be 
obtained  at  15c  each  upon  application  to  the 
nearest  Electrical  Inspector. 

HYDRO-ELECTRIC  POWER  COMMISSION 
29-29  OF  ONTARIO 


Department  of  Railways  and  Canals,  Canada 


Canadian  Government  Railways 

Halifax  Ocean  Terminals, 
Railway,  Halifax,  N.  S. 


Sealed  tenders,  addressed  to  J.  W.  Pugsley, 
Secretary,  Department  of  Railways  and  Canals, 
Ottawa,  Ont.,  and  marked  on  the  outside:  "Ten- 
ders for  Halifax  Ocean  Terminals  Passenger  Sta- 
tion," will  be  received  up  to  and  including  Mon- 
day, August  7,  1916,  for  the  construction  and 
erection  of  Passenger  Station  at  Halifax,  N.S. 

Plans,  specifications  and  blank  form  of  con- 
tract may  be  seen  on  and  after  July  15.  1916,  at 
the   offices   of   the   following: — 

Chief  Engineer,  Department  of  Railways  and 
Canals,  Ottawa,  Ont. 

Chief  Engineer,  Canadian  Government  Railways, 
Moncton,   N.  B. 

Superintending  Engineer,  Halifax  Ocean  Term- 
inals, Halifax,  N.  S. 

Ross  and  Macdonald,  Architects,  1  Belmont 
Street,  Montreal,   P.  Q. 

Ross  and  Macdonald,  Architects,  9118  Royal 
Bank    Building,  Toronto,  Ont. 

Contractors  who  wish  to  obtain  plans  and  speci- 
fications temporarily  for  their  own  use  may  ob- 
tain same  from  Ross  and  Macdonald,  Montreal, 
on  depositing  with  them  a  certified  bank  cheque 
in  favor  of  the  Canadian  Government  Railways 
for  the  sum  of  One  Hundred  Dollars  ($1(111), 
which  will  be  refunded  on  the  return  of  the  plans 
and  specifications  to  them. 

All  the  conditions  of  the  specifications  and 
contract  form  must  be  complied  with. 

Tenders  must  be  submitted  in  duplicate  on  the 
blank  form  of  tender  which  may  be  obtained 
from  any  of  the  offices  at  which  plans  are  on  ex- 
hibition. 

A  security  deposit  will  be  required  as  called 
for   in   tender  form. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

F.   P.  GUTELIUS, 

General  Manager, 
Canadian  Government  Railways, 
Moncton,   N.B.,  July  10,  1910.  29-30 


The  Hydro-Electric  Department  of  the  above 
Government  invite  applications  from  qualified 
electrical  engineers  for  the  position  of  Chief  As- 
sistant  to  the  Department. 

Applicants  must  have  extensive  experience  in 
the  design,  construction  and  operation  of  E.  H.  T. 
plants  and  transmission,  and  in  the  commercial 
public  supply  of  electricity,  preference  being 
given  to  applicants  having  experience  on  hydro- 
electric service. 

Salary  £550:0:0  per  annum,  payable  in  Ho- 
bart,  with  a  three  years'  engagement,  and  first 
class  return  passage. 

Applications  stating  age  and  qualifications,  and 
enclosing  not  more  than  three  recent  testimoni- 
als to  be  forwarded  to  the  General  Manager, 
Hydro-Electric  Department,  Hobart,  Tasmania, 
to   reach   there  not   later  than  August  31st. 

The  Department's  present  plant  is  of  7,5(10  K.W. 
capacity,  hydraulic  fall  1,1110  feet,  transmission 
88,000  volts,  04  miles. 
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Assiniboia,  Sask. 


Sealed  tenders,  registered  and  endorsed  on  the 
envelope  "Tender,"  and  addressed  to  J.  R.  Nolan, 
Secretary-Treasurer  of  the  town  of'  Assiniboia, 
Sask.,  will  be  received  up  to  0  p.m.,  August  8, 
1916,  for  the  supply  and  delivery  of  the  follow- 
ing machinery  and  mateiials,  ana  the  perform- 
ance of  certain  works: — 

Tender  A. 

For  the  supply,  delivery,  and  erection  of  one, 
one  hundred  and  fifty  Hoise  Power  internal  com- 
bustion engine. 

Tender  B. 

For  the  supply,  delivery,  and  erection  of  gen- 
erator, exciter,  switchboard  and  other  apparatus. 
Tender  C. 

For  the  supply,  deliveiy,  and  erection  of  pumps, 
motors,  piping  and  air  compressor. 

Tender  D. 

For  the  supply  and  delivery  of  two  Pneumatic 
Storage  Tanks. 

Tender  E. 

For  the  supply  and  delivery  of  one  oil  storage 
tank. 

Tender  F. 

For  the  supply  and  delivery  of  poles,  wire 
and   line  material. 

Tender  G. 

_For  the  supply  and  delivery  of  approximately 
17,500  feet  of  four,  six,  and  eight  inch  steel 
pipe  or  cast  iron  pipes  and  specials. 

Tender  H. 

For  the  supply  and  delivery  of  twenty  hydrants, 
twenty-nine  gate  valves  and  boxes. 

Tender  I. 

For  the  trenching  and  laying  of  approximately 
17,000  feet  of  four,  six,  and  eight  inch  steel  or 
cast  iron  pipe,  setting  hydrants,  valves,  and  back 
tilling,  etc. 

Tender  J. 

For  the  erection  of  power  station. 

Tender  K 

For  the  supply,  delivery,  and  installation  of 
heating  plant, 

(Bids  included  with  Power  Station  or  separate). 
Tender  L. 

For  the  construction  of  reinforced  concrete 
reservoir. 

Tender  M. 

For  the  erection  of  Electric  Pole  Line. 

Marked  cheque  for  live  per  cent.  (5  p.c.)  of 
the  amount  of  the  bid  must  accompany  each 
tender,  or  in  lieu  of  the  said  cheque  the  tenderer 
tray  furnish  the  bond  of  an  approved  surety 
com  pany. 

Tender  form  similar  to  those  attached  to  speci- 
fications must  be  used  in  submitting  bids. 

Complete  sets  of  plans  and  specifications  may 
be  seen  at  the  office  of  the  consulting  engineers, 
Saskatoon,  at  the  office  of  the  Secrctat  y  Trcasurci , 
Assiniboia,  Sask.,  at  the  office  of  the  Canadian 
Engineer,  Winnipeg,  Man.  Plans  and  specifica- 
tions on  tenders  A.  to  II.  inclusive  may  be  seen 
at  the  offices  of  the  Canadian  Engineer,  Toronto 
and  Montreal. 

J.  R.   NOLAN,  Secretary-Treasurer. 

Assiniboia,  Sask. 
MURPHY    &  UNDERWOOD, 

Consulting  Engineers, 
29-30-31  Saskatoon,  Sask. 
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BOILERS  FOR  SALE 

Two  low  pie»me  30  ||  P.  steel  builris  com- 
plete v»  it  h  nMMIDtlaBS,  giales,  etc.  Have  been  in 
DM  k»»  llian  two  month*.  (.',oo<l  (or  strain  or 
MM  *ater  heating  purpose*  Each  will  carry 
•'i,iO"  »t|uare  ieet  of  steam  lailiation.  Kuitliei 
I  I     Maell    K    Si   1>..  4   lleaver   Hall  So... 

Montreal  17  1. 1. 


FOR  SALK 

Slid  leg  derricks,  capacity  to  5  tons, 

in    ScartoM  plunks.  $lft  ami  $17  per  11KHI  ft. 

II  M 

Scaffold  poles.  taJ  ami  7ft  cents  each, 
a  (t.  ami  ft  it.  Trcsscls.  7ft  cents  ami  $1  each. 
ScatToM  Ropes,  'J5  cents  each. 
20  H.P.    Hoisting   Engine.  $450. 
About  2.000  ft.   (ace  measure   lH-in.  Maple 
T   .\   I'.   Hooting,    liravri    Itiaml,  $tMI  pel  M 

HOLMES,  1H>7  Yonge  Street.  Toronto.  29-t.f. 


Power   Plants,  Electricity  and 
Telephones 

(Continued  from  page  49) 

city  engineer.  Consulting  engineer,  M. 
A.  Sanunett,  301  McGill  Bldg..  Montreal. 
Concrete  dam  is  to  replace  present  wood- 
en one. 

St.  Thomas,  Ont. 

The  Bell  Telephone  Company  con- 
template new  lines  and  extensions  at 
St.  Thomas.  Address.  D.  M.  Stirling, 
Manager. 

Toronto,  Ont. 

The  Toronto  Hydro-electric  System, 
226  Yonge  Street,  have  had  plans  pre- 
pared for  an  addition  to  sub-station  at 
Duncan  and  Nelson  streets.  Tenders  to 
be  called  for  all  trades.  Steel,  frame 
and  brick  construction.  Estimated  cost, 
$90,000. 

Westport,  Ont. 

The  Westport  Rural  Telephone  Com- 
pany. Ltd..  have  increased  their  stock 
from  $7,000  to  $25,000.  They  propose  to 
extend  their  line  into  township  of  South 
Sherbrooke. 

CONTRACTS  AWARDED 

Quebec,  Que.  .  . 

The  Quebec  Exhibition  Commission, 
City  Hall,  have  awarded  the  general  con- 
tract for  a  lighting  system  for  the  ex- 
hibition to  Goulet  &  Belanger,  237  St. 
Joseph  Street.    Estimated  cost,  $11,000. 

Senelac,  Sask. 

The   Senelac   Rural   Telephone  Com-- 
pany  have  awarded  the  general  contract 
for  the  construction  of  their  telephone 
system  to  F.  W.  Brown. 


Miscellaneous 

Campbellford,  Ont. 

Mr.  Thos.  McMannus.  contractor,  is 
in  the  market  for  hollow  tile,  reinforc- 
ing steel,  concrete  mixers.  D.D.  glass, 
fireproof  doors,  wood  paint,  tar  and 
gravel  roofing,  reinforced  hondrete  bars, 
No.  26.  B.W.G.  galv.  iron,  4-in.  gutters, 
4-in.  C.I.  pipe  conductors. 

Kingston,  Ont. 

The  Kingston  Construction  Company, 
Limited,  advise  that  they  are  in  the 
market  for  approximately  300,000  brick 


Till-.   CONTRACT  RECORD 

for  immediate  delivery,  f.o.b.  Kingston, 
railway  Of  dock,  as  follows: — 05,000  No. 
I  outside;  146,000  No.  2;  balance  No.  2 
pi  essed,  .ill  red. 

Lindsay,  Ont. 

Mr  S  Howe,  roofer,  Ridout  Street,  is 
in  the  market  for  Barretts  and  felt  and 
■.; ravel  rooting. 

Normandale,  Ont. 

Excavation  work  for  a  $ao,ooo  fish 
hatchery  is  going  on.  Dr.  Burt,  of  the 
Dominion  Government  Dept.  of  Marine 
\  Fisheries,  prepared  the  plans  and  work 
i--  being  carried  out  by  day  labor  under 
his  supervision.  Hans  for  another  sim- 
ilar building  are  to  be  prepared  and  work 
will  commence  in  about  six  weeks  on  a 
concrete  dam  100  ft.  long. 

Pictou,  N.S. 

Mr.  M.  Purdy,  contractor,  is  in  the 
market  for  cement,  fireproofing,  floor- 
lights,  store  fronts,  weather  strips,  plate 
glass,  fire  escapes,  skylights,  ventilators 
and  wood  paint. 

Port  Arthur,  Ont. 

The  Canadian  Comley  Frog  &  Switch 
Co.,  Ltd.,  has  been  incorporated  with  a 
capital  of  $150,000. 

Sault  Ste.  Marie,  Ont. 

A  quarry  company  has  been  incor- 
porated with  a  capital  of  $150,000,  un- 
der the  name  of  Bruce  Mines  Trap  Rock 
Co.,  Ltd.,  and  will  carry  on  a  general 
quarry  business.  W.  S.  Edward,  con- 
tractor, and  W.  G.  Atkin,  barrister,  are 
interested  in  the  concern. 

The  Algoma  Construction  &  Engineer- 
ing Co.,  Ltd.,,  has  been  incorporated  with 
a  capital  of  $100,000,  and  will  carry  on 
a  general  construction  business.  Sec- 
retary, Alex.  Taylor. 

Sudbury,  Ont. 

Mr.  H.  D.  Evans,  contractor,  272  Col- 
lege Street,  is  in  the  market  for  the  fol- 
lowing: steel,  fireproof  doors,  Barrett's 
roofing,  coal  chutes,  and  trap  doors. 

Toronto,  Ont. 

The  Colonial  Chemical  Co.,  Ltd.,  has 
been  incorporated  with  a  capital  of  $40,- 
000.  Will  manufacture  nitrate  of  am- 
monia and  by-products. 

The  Amm  Natural  Gas  &  Gasoline  Co., 
Ltd.,  has  been  incorporated  with  a  capit- 
al of  $2,000,000.  S.  N.  Amm,  gas  and 
oil  engineer,  Buffalo,  N.  Y.,  is  chiefly  in- 
terested. Company  will  manufacture 
gasoline,  etc. 

About  400  houses  are  required  in  a 
town  near  Toronto.  Promoters  would 
like  to  get  in  touch  with  builder  who 
has  sufficient  capital  to  start  work.  Pro- 
moters can  secure  good  loans  after  work 
has  started.  Write  MacLean  Daily  Re- 
ports, Ltd.,  25  Charlotte  St.,  Toronto. 

C.  W.  Sharp  &  Co.,  Ltd.,  Standard 
Bank  Bldg..  has  been  incorporated  with 
a  capital  of  $50,000.  to  carry  on  a  con- 
tracting business.  The  company  is  now 
engaged  in  concrete  sub-contract  on  har- 
bor work. 

Tenders  are  being  received  for  Con- 
vent buildings  on  Kingston  Road  for 
St.  Joseph's  Novitiate.  Brick,  steel  and 
concrete  construction.  Estimated  cost, 
$500,000.  Architect.  A.  A.  Post,  Brisbane 
Building.  Buffalo,  N.Y. 

The  architects  on  the  Toronto  Hydro 


July  19,  1916 

Electric  Commission's  $300,000  central 
office  building,  for  which  plans  are  being 
prepared,  are  Ross  &  MacDonald,  Mont- 
real, Que,  The  construction  will  be 
stone,  steel  and  brick. 

Trail,  B.C. 

Tenders  are  being  received  by  F.  E. 
Dockerill,  Secretary  of  the  School  Board, 
until  7  p.m.,  July  12,  for  an  addition  -to 
the  school,  estimated  to  cost  $15,000. 
I  Mans  and  specifications  obtainable  at 
city  office.  Construction  is  brick  and 
concrete. 

Winnipeg,  Man. 

Mr.  Halldor  Sigurdson,  contractor, 
1007  Ingersoll  Street,  is  in  the  market 
for  glass,  slate,  hardware  and  paint. 

The  Hackney  Tile  &  Supply  Co.,  of 
Winnipeg,  have  changed  their  name  to 
Hackney  Tile  Construction  Co.  Mr.  Wm. 
Q.  Watkins  is  the  construction  manager. 

Woodstock,  Ont. 

The  Woodstock  Reinforced  Concrete 
Post  Co.,  Ltd.,  has  been  incorporated 
with  a  capital  of  $40,000,  and  will  carry 
on  general  manufacture  of  concrete 
posts,  etc.  Bertram  Blair  and  T.  W. 
Goodyear  are  chiefly  interested. 


Fires 

Alvinston,  Ont. 

Residence  of  Neil  A.  MacLean  des- 
troyed by  fire  with  a  loss  of  about  $2,500. 
Reconstruction  is  contemplated. 

Deseronto,  Ont. 

A  fire  occurred  in  the  factory  of  Do- 
minion Hardwood  Ltd.,  resulting  in  a 
loss  estimated  at  $100,000,  partly  in- 
sured. Company  expect  to  rebuild  im- 
mediately. 

Dundas,  Ont. 

A  basket  factory  on  Baldwin  Street 
owned  by  Bibby  Bros.,  was  recently 
burned.    They  propose  to  rebuild. 

Newburg,  Ont. 

The  Hotel  "Red  Lion"  has  been  to- 
tally destroyed  by  fire. 

Springhill,  Que. 

Saw  mill  owned  by  D.  M.  McDonald 
recently  destroyed  by  fire.  Owner  pro- 
poses to  rebuild  for  next  season's  busi- 
ness. 

St.  Evariste,  Que. 

Fires  have  occurred  in  the  residences 
of  Mr.  Montmigny.  loss  $0,000;  Cyrille 
Blais,  loss  $6,000;  Dr.  A.  Roy,  loss  $8,- 
000.  Buildings  are  insured  and  will  be 
rebuilt. 

Truro,  N.S. 

A  fire  has  occurred  in  the  business 
block  at  Dominion  and  Prince  streets 
owned  by  Mr.  Geo.  Bently. 

Vancouver,  B.C. 

A   loss   estimated   at   $10,000   has  re- 
sulted  from  a   fire   in    the   lumber  mill 
of  the  Scrim  Lumber  Company. 
Wainwright,  Alta. 

Fire  occurred  in  the  hotel  "Leland," 
owned  by  Alex.  Alsen,  Battleview. 

Westboro,  Ont. 

The  residence  of  E.  McKegg  in  Spring- 
field has  been  destroyed  by  fire,  with  a 
loss  estimated  at  $3,000.  Owner  expects 
to  rebuild  soon. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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THCMTtNT  ^     ACME"""'  ^ 

p*r?  tot* 


FOR  IKTfW' 

STONE, ORE, ROCK  ETC 

THE  HOST  EFFICIENT  fcajff 
4ZX  SERVICES  b  ^ 

'ONCRETElTAR  MACADAM  MACHINERY 
CYRA70RY&  ROLLER  CRUSHERS      ^  1 

GOODWIN. BARSBY&     LEICESTER  ENG. 


The  judgment  cf  the  Architect  anil  the  ability  of  the 
tractor  are  never  <;iKstionc<l  in  after  years  when  the 


RI  C  -  W 1 1 
METHOD  L. 


of  insulating  underground  pipes 
is  used.  The  great  savin'g  of 
fuel,  the  element  of  perman- 
ency, the  highly  efficient  un- 
derdrainage,  the  tjlimination 
of  repair  expense — all  combine 
to  make  Ric-wiL  the  most  sat- 
isfactory and  most  economical 
conduit  for  outdoor  trans- 
mission of  heat. 

NOW  is  the  time  for  new 
installations  or  repairs — 
delay  will  cause  needless 
inconvenience  and  expense. 
Investigate  TO-DAY. 


The  Ric-wiL  Company 

640  New  Enslard  Bldg..  CLEVELAND.  OHIO 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 


Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


"QUARRIED  IN  CANADA" 

Here  is  another  example 
of  high-class  residence 
construction  of 

SACKVILLE 
FREESTONE 

Block  Stone 
Dimensions 
Head  Sills 
Random 
Shoddy 

Ask  us  for  quotations 

A  Rosedale  Residence,  Toronto 

Sackville  Freestone  Company,  Limited 

Sackville,  N.  B. 

Toronto  Representative:  A.  W.  Steward,  Builders'  Exchange 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUM  ES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


WOODEN  PIPE 

Wire  wound  wood  stave  pipe,  2  in.  to  24  in. 
diameter.  Continuous  wood  stave  pipe,  any 
diameter  required. 

Canadian  Pipe  Co.,  Limited 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  mach- 
inery. Every  machine  driven  by  a  separ- 
ate electric  motor.  Satisfaction  Guaran- 
teed 

Office  and  Factory 


550  Pacific  Street 


VANCOUVER,  B.  C. 


How  Do  You  Buy  a  Transit? 


HELLER  &  BRIGHTLY, 


By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"  Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

1120  Spring  Garden  Street 
PHILADELPHIA.  PA. ."Since  1870" 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

625  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Well*  &  Gray) 

President  Phone  Main  102 


WOOD  STAVE  PIPE 


2  in.  to  12  ft. 
for 

Town  Systems 
Irrigation 
and  Power 


Write  for 
Illustrated  Literature 


72  in.  I.  D.  Wood  Stave  Pipes. 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


Jambs  Thomion,  President. 


J.  O.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


™  CARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO, 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  Inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 
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LIGHT 


The 

Contractor's  Favorite 


THE  CARBIC  LIGHT 

Carbic  Light  will  give  a  clear,  white  light  of  from  500  to  5000 
candle  power.  One  filling  of  Carbic  Cakes  will  keep  the  lamp 
burning  steadily  up  to  twelve  hours. 

This  system  is  the  newest  and  certainly  the  most  simple  and  effi- 
cient method  of  producing  a  volume  of  perfect  light  by  which  woik 

in  the  Quarry  or  other  outside  work  can  be 
carried  on  the  same  as  in  daylight. 

SAFE  and 
INEXPENSIVE 


By  compressing  Raw  Carbide  into  solid 
Cakes,  we  produce  "Carbic."  In  combin- 
ation with  our  simple  burners  and  generators 
you  can  secure  a  hand  portable  or  stationary 
light  of  almost  any  desired  candle  power. 
The  cost  of  maintenance  is  small.  For  in- 
stance, the  operating  expense  of  the  Carbic 
Hand  Lamp  No.  7,  (as  illustrated  on  the 
left)  is  1  cent  per  hour.  It  will  burn  ten 
hours  on  one  Carbic  Cake  giving  approxi- 
mately a  100  candle  power  light. 


We  have  an  interesting  catalogue 
describing  the  Carbic  Light. 

It  is  free.  Send  today. 


THE 


/  LIGHT 


W.  L.  FOSTER 

Canadian  Agent  *  8  Lombard  St. 

TORONTO 


July  19,  1916 


THE   CONTRACT  RECORD 


57 


Science  is  Applied  to  Brickmaking  in  the 

Elkco,  Elk  Steel,  St.  Marys, 
Keystone,  Rotex 

brands  of 

FIRE  BRICK 

Our  booklet  on  "Refractory  Efficiency  Engineering" 
contains  details  about  grades  and  shapes  we  manu- 
facture.   Send  for  it. 

Elk  Fire  Brick  Co.  of  Canada,  Ltd. 


Federal  Life  Building. 


HAMILTON,  ONT. 


Meet  All  Requirements 

"American"  Fire  Pumps  meet  all  requirements  of 
Underwriters'  Associations,  because  in  their  design, 
material  and  workmanship  high  quality  is  maintained, 
and  every  pump  is  carefully  tested  in  our  own  lab- 
oralory  before  it  is  permitted  to  leave  our  Works. 

When  so  ordered,  these  pumps  are  furnished  direct 
connected  by  flexible  shaft  coupling  to  high  speed 
enclosed  ventilated  motor,  so  designed  that  in  case 
of  hose  rupture  it  will  not  deluge  the  motor. 

Catalog  1352  describes  them. 
Write  for  your  copy. 

The  American  Well  Works 

General  Office  and  Works:  Aurora,  III. 
Chicago  Office:  First  National  Bank  Building 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 
Gorman,    Clancy    &    Grindley,    Ltd.,    Edmonton  and 
Calgary. 

B.  C.  Equipment  Co.,  Vancouver,  B.  C. 


Our  Facilities 

for  the  manufacture  of 
electric  wires  a  n  d 
cables  enable  us  to  sup- 
ply all  kinds  and  sizes 
and  in  any  quantity. 
No  order  is  too  small 
to  merit  our  attention 
and  none  so  large  as  to 
tax  our  facilities 

Write  our  nearest  office 
about  your  requirements 


5,000,OOOC.  M.  Weatherproof 
Cable  (14  Actual  size.) 


Standard  Underground  Cat  le  Co. 
of  Canada,  Limited 


Montreal,  Que. 

»■       II  I— — M 


Hamilton,  Ont. 

Winnipeg:,  Man. 


Seattle,  Wash. 


"Meaford"  Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "Meaford"  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carls,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  •  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces:  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.  Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta :  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

British  Columbia:  John  Bums,  329  Railway  St.,  Vancouver,  B.C. 


Made  by  y 

Grif fiths  Bros  &  Co  Ltd. 

LONDON,  England  f 

^  PAINT 

lasts  where  no  other  paint  will  stand 

is  impervious  to  all  external  influences,  and  posscssin 
qualities   of   FIRMNESS,    DURABILITY,   and  ELASTICITY 
affords 

PERFECT  PROTECTION 

for  IRON,  STEEL  AND  WOOD.    That  is  why  it  is  used  by  the 
British  Navy  and  Army  and  leading  Railway  and  Shipping  Companies. 
Write  for  our  interesting  booklet. 

Spiel  man  nt  Agencies,  Reg'd. 

Specialists    in   Protective  Paints 
Read  Bldg.  Montreal. 


Con  tractors  to  the 
Admiralty  ^WarOffice 
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FOR    QUICK  SALE 

Two  Mann  Steam  Wagons 

Capacity  5  to  7  Tons 

Compound  Engines    —     British  Columbia  Boilers    —    Three  Road  Speeds 
Dumping  Bodies  wilh  Removable  Hinged  Sides 

IN  STOCK  AT  MONTREAL 

MUSSENS  LIMITED  -  MONTREAL 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 


Angles 


Channels 


87-6"x3'.3"x5/.>"-60  0" 
2S-6"x3'/j"xll  16  "-60  0" 
40-6 "x3'/i"x3  4"-60'0" 
22-6  'x3!  a"x3  4"-66  0" 


31-12  "x30  lb. -60  0" 
83-16"x33  lb.-36  10'/: 


Zees 


94-  3"  x  2-11  16"  x  1/4"  x  6.7  lbs.  -  64  0" 

95-  3  1  16"  x  2-3  4"x5  16"  x  8.5  lbs.  -  50  0" 


Mild  Steel  Bars 


20-8" 
20-10 
13  8" 

19-  8" 

20-  10 
15-11 
12  11 

88-4" 
13-8" 


xl  4"-30  0" 
"xl/4"-30  0" 
x5  16"-10  0" 
,5  16"-20  0" 
x5  16"-30  0" 
x5  16"-30  0" 
'x5  16"-20  0" 
•;x5  16"-17'0" 
x3/8"-1110" 
x3  8"-30  0" 


14-6"x7  16"-13  0" 

8-3"xl  '2"-10'0" 
40-6"xl/2"-20'0" 
12-8"xl/2"-10'0" 
8-9"xl/2"-32'0" 
3-10"x9  16"-22'0" 
5-12!4"x5  8"-30  0" 
22-6'/4"xll/16"-33  0" 
5-7"xll/16"-20'0" 
19-8"xl-l  8"-18'3" 


Large  Tonnage  of  Plates,  Shape*  and  Bar*  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


Stilw  ell  Feed  Water  Heaters 

Class  "O"  Type 

A  Feed  Water  Heater 
A  Feed  Water  Purifier 
A  Condensation  Receiver 
A  Feed  Water  Softener 

Either  Thoroughfare  or  Switch  Valve  Type  of  steam  supply. 
Fitted  with  fl  >at  controlled  or  water  seal  overflow  as  may  be 
necessarv.  Single  piece  castings,  automatic  raw  water  control, 
double  filtration,  simple  design,  simple  in  operation. 

Bulletin  No.  783  is  descriptive. 

Wi  carry  stock  on  all  sizes  and  can  make  immediate  shipment 

PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


"Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


10  New 

Circle  Swing 
Derricks 

To  move  them  quickly 
$20.00  each, 

F.  O.  B.  Windsor. 


Ideal  Concrete 
Machinery  Co., 
Limited 

WINDSOR,  ONT. 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks »— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  No  dusting  away,  smooth  sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  of  Fluxphalte  and 
save  repair  bills. 

New  illustrated  booklet  on  request. 


mm 


mm  emmmmwts  f@ethi  hixicm  e&sls  oil  c? 
Ai>n  op  TEHD1  OTlLlIffi  -  MONTREAL 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKER  VILLE, 
ONT. 
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The  rise  and  fall  of  water 
in  a  Reservoir,  Tank  or 
Well  can  be  accurately  re- 
corded in  the  Engineer's 
Office,  even  if  it  is  fifty  miles 
away.  The  Transmitter 
will  show  locally  the  varia- 
tion, and  will  send  impulses 
to  the  Recorder  for  every 
inch  rise  and  fall.  The 
Recorder  will  show  all  this 
on  the  chart  and  the  pen 
acts  as  a  graphic  indicator, 
and  enables  the  level  of  the 
water  to  be  seen  at  a  glance. 

The  complete  outfit,  with- 
out batteries  or  line  wires, 
with  one  year's  supply  of 
charts  delivered  free,  duty 
paid  any  town  in  Canada 

$350.00 


Gent  &  Co.,  Ltd. 

Leicester,  Eng. 

Cables,  Lodestone 


It  isn't  dusting 


Hi  1ST  as   I  told  you — the  right  cement  floor  finisher  would  make 
J      our  concrete   floors   wearproof,   waterproof  and   oilproof.  Now 
you  see  why  I  specified 

.-JQ  f  iiicfmfnt  Filler 

\RiMtMBlR  ITS    wt7[BPROOr\  ^*  mm  I    I  mm  111       II  khib  ■  » 

M\.M.Tf.  L  Cement  Floor  Paint 

R.   [,  VV.  Cement  Filler  and  Cement  Floor  Paint  seal  the  sandy,  por- 
ous surface  of  concrete  and  cement  floors  and  in  this  way  stop  the 
constant  sanding,  water  infiltration  and  the  soaking  up  of  oil. 
And  it  is  so  easy  to  apply — anybody  can  do  it  perfectly. 
Twelve  standard  decorative  colors.    A  two-coat  proposition  that  resists 
wear  longer  than  anything  else  we  have  ever  seen. 

Don't  let  "cement  dust"  fly  as  the  floor  scuffs  off  or  sands.  Stop  it  im- 
mediately  with  an  application   of   these   wonderful   preservatives,  and 
save  your  machinery  and   stock.     Write  for  illustrated   Booklet  from 
Dept.  51. 


R.  I.  W.  DAMP-RESISTING  PAINT 
TOCH  BROTHERS 

Gerrard  St.  and  Carlaw  Ave. 
TORONTO,   ONTARIO,  CANADA 


CO. 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stack  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 
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Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost -Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  SO  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


Let  us  assist  you  to  make  money 
out  of 

Metallic  Ceilings  and  Walls 

Our  Re-Squared  Ceiling  Plates  lay 
quickly  and  straight — they  never  run 
askew.  They  are  stamped  on  steel 
dies  with  Machine-Cut  Beads  and  the 
joints  are  snug  and  neat.  The  labor 
you  save  in  laying  our  ceilings  makes  a 
nice  profit  in  itself. 

The  "Quality  House"  is  Safest-  Think  of 
Safety  First 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO     and  WINNIPEG 


si  an 


irjtfuuiiiiiiii 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
wood  and  steel  Tan  ks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  sh  all  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 


Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Winnipeg  Calgary 


Toronto  Montreal 


Limited 
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Simplicity    of  Operation 


The    Compactness  and 
brings  the 

DAKE  Swinging  Engines 

la  gre>1  favor  with  progressive  contractors. 

One  of  tiic  largest  construction 
firm!  in  the  United  States  lias 
KH'illTY  of  our  DAKE  Swinging 
Knginrs  ill  use.  Many  years  of 
service  have  proven  t lie  durability 
and  efficiency  of  these  machines. 
It   will  pay  you  to  investigate. 

Wiile    for    catalog    of    our  con- 
tractors'  hoists,   swinging  engines, 
■....TJI*"*  motor  crabs,  spud  hoists,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS: 
Montreal  -Mussens,  Ltd.  Toronto— A.  K.  Wi.liams  Machinery  Co.,  Ltd 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


B;::,:.       standard  steel 

Aiways,„  stock  CONSTRUCTION  CO. 


Reinforcing  Ban 

"Self-Sentertng" 

Corrugated 
Sheeting 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  writs  us  for  quotations  when  you  are  In  the  market 

Office-M  4515   M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand,  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,  Office  North  \  ggg     Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


DERRICKS  SAVE  MONEY 

and 

We  send  Derricks  on  Trial  to  reliable  Contractors. 


Labour  is  Scarce  and  High  Priced. 
Derricks  are  Easy  to  Handle  and  Low  Priced. 

NATIONAL  EQUIPMENT  CO.,  LTD. 

1  Wabash  Avenue  TORONTO 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 
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Economizers'* 


Motors 


Engines 


Fans 


Gasolene 
Generating  Set 


Geared  Turbo  Induced  Draft  Fan  cn  our  test  plate.     One  of  Twenty-eight  Sets 
sent  to  Indiana  Steel  Co.,  Gary,  Indiana. 

Features  of 

Siurtovaili'  Turbines 

Low  speed  and  high  economy. 

Accessibility  due  to  correctly  designed  vertically-split  casing. 
Absolute  protection  against  over-speed  by  main  governor  and  sep- 
arate emergency  governor. 
Dust  protection — all  parts  enclosed. 
Perfect  balance — runs  without  noise  or  vibration. 
Reliability,  simple  construction,  few  parts. 
Wide  range  of  application. 

A  Few  Users  of  Sturtevant  Turbines 

The  sale  of  Sturtevant  Turbines  has  been  large,  and  they  have 
acquired  a  reputation  for  unfailing  reliability,  efficiency,  and  econ- 
omy wherever  installed.    Among  the  users  may  be  mentioned 

New  York  Edison  Company  12  Sets 

United  Elec.  &  Power  Company  12  Sets 

Indiana  Steel  Company  28  Sets 

Browning  Engineering  Company   2(5  Sets 

Pusey  &  Jones  Company   4  Sets 

U.  S.  Steel  Corporation  ,'55  Sets 

Send  for  "  How  the  Chief  Engineer  Was  Convinced." 

the  entire  story  of  the  Sturtevant  Turbine  told  in  readable  and 
convincing  manner.  This  book  and  our  new  catalogue  No.  210 
devoted  to  this  turbine  are  books  you  should  own;  send  for  them 
today  and  learn  why  leading  engineers  discriminate  in  favor  of 
this  most  efficient  turbine. 

B.  F.  Sturtevant  Co.  of  Canada,  Ltd. 

Gait,  Ontario,  Canada 

Montreal  Toronto  Winnipeg  Vancouver 

Selling  Agents  Sanford-Riley  Stoker  Company,  Limited,  "The   Riley  Stoker" 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

.  t  MKNT.  I  IMF..  A N D  MUCK 
Ccmtnt — delivered  in  6  barrel  lots.  $1.S8  per  bbl.  ; 
with  bags.  $2  28;  car  lots,  $1.38  on  the  trark, 
with  pkgs  .  $1.78. 

Lime— grey  38c.  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1800  lb.  lots.  At  the  ware- 
house, white  37c,  grey  38c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  lob.  the  job;  No.  2,  $14;  common  red 
•lock  brick.  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.80  on 
the  cars,  delivered  $9.60;  "Tapestry"  brick, 
imported,  $26  to  $38;  local  Rug,  $14;  sand- 
lime  brick.  $7.80;  King  Edward  Siding,  $0.60 
at  the  mill;  $8.80  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
If.  ;  No.  2.  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile.  $60  per  M.    Lots  over  100.000  $88 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto: — 
White  $82.  buff  $28,  grey  $27,  plain  pressed 
$17.  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE.  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car : 

Cruihed  stone— 2  in.,  $1.20;  1-in.,  $1.28;  H-in.. 
$1.28:  rubble  stone,  in  car  lots,  $1.18  per 
ton  f.o.b.  car. 

Sand— for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 78c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1  in.  by  4-in.  to  6 -in.,  $27;  1-in.  by  8-ln., 
$26;  1-in.  by  10-in.,  $30;  1  in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 

12  ft.  to  16  ft.  long,  $26  to  $31;  H  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  x 
12-in.  pine  shelving,  $48;  No.  1  white  pine 
flooring,  $36;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $38;  No.  1  spruce  flooring,  $27;  No. 
$27 ;  No.  1  pine  V,  or  beaded  sheeting,  $38 ; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.76  per  100  ft;  Bin.  ditto,  $2;  8-in.  pine 
base,  $2.76  to  $3.28;  4  in.  pine,  window  stool, 
$276 

Shingles—  XXX  B.  C.  shingles  $3.38;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $8.10;  No.  1  spruce  lath  $4  76 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 

13  x  14,  14  x  14,  14  x  16,  $38.00;  10  x  16, 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20. 
$38  60;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  38  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
3teel  and  Iron  Bars — $2.90  to  $3  base,  twisted 
and    deformed,    $3.28;    structural  sections, 
$3  80;  small  sizes  $3.26. 


Steel  Plates  tank  and  boiler,  $3.80  per  100  lbs.; 
Vi  in.,  6/16  in.  and  H  $3.60  per  100  lbs. ; 
gauge  plates.  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.76  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.80  to  $7.00. 

Cast-iron  pipe  Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $34  per  net  ton;  6-in.  to  12- 
in.  $33;  12  in.  up  $32.60,  with  $1  extra  for 
gas  pipe. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6-in.,  40c  ft. ;  8-in. 
B8c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  68  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.26  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal. ;  red  lead, 
dry,  $14  per  100  lbs.;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25  lb.  tins,  $4.00  per  100  lbs. ;  steel  sash 
putty,  $4.50  per  100  lbs.;  turpentine,  in  bbls., 
80c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Hydrated,  $14  per  ton ;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic  No.  1,  $14;  red  rustic  No.  2,  $12; 
buff  (smooth),  $21;  buff  (rough),  $28;  C. 
P.  R.  80c.  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
$10.60;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $48,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes    (per  foot) — not   reinforced,  8-fn. 
26c;  9-in.  30c;  10-in.  S4c ;  12-in.  40c;  18-in. 
60c;  18-in.  74c.    Reinforced,  18-in.  90c;  21- 
In.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  *$-in.,  $1.68;  M-in.. 
$1.76  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 
Steel  angles — 8-in.  x  3  in.  and  up,  $3.60,  1  in. 
x  1  in.  x  'A  in.,  28c.  extra;  M  in.  x  M  in. 
x  <i  in.  50c.  extra.  Boiler  platea—  H  in. 
thick  and  thicker,  $4.00.  Circular  plates — 
Flange  quality,  80  in.  dimension  and  over, 
$4.26;  under  30  in.  dimensions,  $4.78.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.76;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 

SEWER  PTPE 
Straight  pipe   (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24-in.,  $3.25.    Bends,  each  76c,  $1.20;  $2.20, 
$2.80,  $8.20,  $4.00,  $13.    Double  collar,  76c, 


$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.60,  $3.16,  $3.60, 
$4.60,  $16.26.  Double  branch,  2  ft.,  $1.76, 
$2.80,  $3.86,  $4.90,  $6.60,  $8,  $26.  Y.  Pipe, 
2yi  ft.,  $2,  $3,  $4.12,  $5.28,  $6,  $8.60,  $27.60. 
Syphon,  $2.26,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.       Plaster  of 
Paris— $2.35  per  bbl.     Rope— Best  Manilla, 

22'/3c.  basis  per  pound;  British  manilla,  18c. 

basis;  sisal  rope,  14j4c.  basis;  lath  yarn  14'/2 
cents.  Boiled  linseed  oil — in  barrels  82'/2c. 
per  gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
80c.    per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.60. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone — 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
54 -in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick    work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel — Per  yd.,  delivered,  $1.85. 

Crushed  Granite— lyi  and  2-in.,  $2.66;  H  'n.  and 
1-in.,  $2.90;  H-in.  and  dust,  $8.20. 

LUMBER  (BUILDING  MATERIAL) 
(IS  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32 ;  No.  1  and  2  fir,  edge  grain.  8  in., 
$60;  4  in.  and  6  in.,  $66:  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $46;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $65;  No.  8,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  6,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  x  12,  8  x  12,  $39 ;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20. 
$40;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$48. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $8.70  per  100 
ft.  6}4 -in.  ditto,  $4.40;  8-in.  pine  bate,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.80. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.60; 
No.  1  B.  C.  cedar  dimension,  $5.60;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round   bars,  $2.35  per   100  lbs. ;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast  Iron  Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  66) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

LIMITED 

BAR  STEEL 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices  t 

SYDNEY,  N.  S. 


WIRE  NAILS  -  —  WIRE  PRODUCTS 


Cua  you  mlioxfi  io  hs  lass  pTBjm^B^  Xlimi 
jvn-x  Tl'wml  who  is  -uzteiQ  WLa^L^mi  Jlz-poxte? 


Mac  Lean  Reports  give  the  vital  facts  that  are 
so  necessary  if  you  would  secure  the  best  of  new 
business — and  they  cost  but  a  few  cents  a  day.  They 
are  issued  daily  (card  system)  and  give  accurate 
information  on  Canadian  building  and  engineering 
projects,  contemplated,  their  progress  and  details  of 
the  material  and  equipment  required.  Rates  and 
samples  on  request. 


MacLEAN  DAILY  REPORTS,  Limited.  Toronto 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  pas'  W  > 
SEWER  PIPE 
Sewer  Pipe  -Wholesale  pi  ices  (.  o.  b.  Winnipeg, 
per  ft.,  3  in..  9  cenis;  4  in..  11  cents;  5  in., 
lrt  >rnt».  Q  in.,  18ft  cents;  8  in.,  30  cents; 
9  in,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  IS  in.,  $1.00;  20  in., 
$1  5";  M  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsandcd,  $13  per  ton;  sand- 
ed. $7  50.  delivered  on  job.  Plaster  of  Paris, 
$13  50  per  ton;  Hammer  Hi  and,  $3.75  per 
bbl..  in  bags  $15  00. 

PAINTS  AND  OILS 
Paints  and  Oils— White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
Ibi. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25  1b.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal..  $3.10.  , 


VANCOUVER  PRICES 

CEMENT.  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl.  ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 

Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
«  .n  chouse  ;  impervious  brick,  $45  f.o.b.  build- 
ings; lire  brick,  $35  in  car  lots,  $40  in  ware- 
house; lire  clay,  $12  per  ton  in  car  lots. 


SAND  AND  GRAVEL 

Sand — rtiick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel  -$1.85  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.  C.  fir) —  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12 ;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 


STEEL  AND  IRON 

Vancouver  prices  f.o.b.  warehouse: 

Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 28  gauge,  $7.50  per  100  lbs. 


Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 

$6.65,  5,  9  and  10  (t.  sheets,  $6.80  per  square. 
Black  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,   quantity   and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 


SEWER  PIPE 

Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  12^c.  per  ft.;  6  in.,  21c  ft.;  8-in.,  30c 
ft.;  10  in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$L05  ft.;  18-in..  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 


SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.l 

Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  gra''" 
14'Ac  basis;  sisal  rope,  12!4c  basis. 

PAINTS  AND  OILS 
Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.90  per  100  lbs. 
100  lbs. 

Boiled  linseed  oil — Tn  bbls.,  $1.07  per  gal.  of  9 
lbs. 

Raw  linseed  oil — In  bbls.,  $1.05  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 

tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


STEEL  BRIDGES 


Our  Steel  Bridge  Construction 
has  been  installed  in  all  parts  of 
the  Country.  Let  us  give  you 
quotation  on  a  first-class  product. 
Like  as  not  it  will  be  lower  than 
untried  workmanship.  We  are 
specialists  in  this  work. 


MacKinnon,  Holmes  &  Company,  Limited 


Sherbrooke,  Quebec 
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GOODS  CO., 


Horizontal  Automatic  Exhaust  Relief  Valve 

We  make  automatic  exhaust  relief  valves  of 
all  sizes  and  types — horizontal,  vertical,  angle 
and  downward  discharge.  An  inside  dashpot  of 
ample  size  eliminates  shock  in  closing  and  a 
water  seal  insures  the  valve  against  leakage. 


AT  WOOD 


PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  ( 
PITTSBURGH,  PA. 

ENGINEERS    FOUNDERS  MACHINISTS 

Represented  by  W.  M.  Campbell,  32  Albany  Are.,  Toronto,  Ont. 


'4 

ATW00D 


BITUNAMEL 

Unsurpaued  (or  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BR1DGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:  — 
Bridgeburg,  Ontario.  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.   Y.,  30  Church  Street 

Shops:  -Bridgeburg.  Ont. 

Built  for  C.P.R. Montreal    Chicago,  111.  Greenville,  Pa. 


Montreal 


TORONTO 


Winnipeg 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 

Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturer!  under  Canadian  and  U.  S.  Letter!  Patent 

Toronto       -  Canada 


6S 
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Civil 

Electrical 
Mechanical 

Directory  of 

Engineers 

Contractors 

Special 

Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Chipman      Geo.    11.  Power. 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

..-  JSS\2BSL*.t  MONTREAL 

Branch    Offices   and    Laboratories — 
TORONTO.  WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


HADDIN  &  MILES 

LIMITED 

l  Formerly  The  John  Gall  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 


WINNIPEG 


CALGARY 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 

Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  Ea.t,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jaa.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories: 
McGill  Building,      •  Montreal 
Branches : 

Toronto         Vancouver         London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Worki: 

Main  904-906  62  Esplanade  E.,  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DAT EUrO      SECURED  OR  OUR 
"H  i  til  I  a         FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa,  Canada 


M  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


■  BUILDING  WORK. 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


Crushed 
Stone 

BRICK 


Cut 

Stone 
SAND 

T.  A.  Morrison  &  Co.,  ^mSVtrTal54 


J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  Weit, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittiburgh  and 
Chicago ;  Glasgow  and  London.  Eng. 
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Manufacturing  metal  furniture,  using  the  Prest-O-Lite  Process 

Makes  Greater  Savings 
in  Metal  Manufacturing 

Oxy-acetylene  welding  is  a  simple,  low-cost,  easi- 
ly learned  method  of  metal  joining  that  makes  pos- 
sible marked  economies  in  production  costs,  and  in- 
creased quality  in  the  finished  article. 

It  will  pay  you  to  investigate.  From  1 1 i e  manufacture  of 
heavy  machinery  to  the  making  of  fine  surgical  instruments, 
oxy-acetylene  welding  is  more  than  paying  its  way.  Work 
tofore  considered  too  expensive  or  too  intricate  has  now 
become  simple  every-day  routine.  Welded  joints  can  be  made 
as  strong  as  any  other  part  of  the  finished  article.  Metal  is 
left  in  ideal  condition  for  subsequent  machining. 

For  the  same  reasons  that  oxy-acetylene  welding  is  so 
valuable  in  metal  manufacturing,  it  is  highly  profitable  in  all 
kinds  of  metal  repairing.  Just  one  important  welding  repair 
could  easily  repay  you  for  all  needed  apparatus,  by  prevent- 
ing serious  tie-ups  in  production,  to  say  nothing  of  the  sav- 
ings on  old  parts  reclaimed  and  the  troublesome  dismantling 
avoided. 

Secure  the  greatest  convenience,  the  widest  range  of  use- 
fulness, and   the  highest  efficiency  by  adopting  the 


Employs  both  gases  (acetylene  and  oxygen)  in  portable 
cylinders.      Prest-O-Lite    Dissolved    Acetylene  (ready- 
made  carbide  gas)   is  backed  by   Prest-O-Lite  Service, 
which  provides  dry,  purified  gas,  insuring  better  welds, 
quicker  work,  and  lower  cost,  and  also  avoids  the  large 
initial  outlay  and  heavy  depreciation  incurred  in  mak- 
ing crude  acetylene  in  a  carbide  generator. 
The  necessary  equipment  is  not  expensive.     We  furnish  high- 
grade   welding    apparatus    for   $75,    acetylene    service   at  addi- 
tional cost.     Also  adaptable  for  oxy-acetylene  cutting  by  the 
addition  of  a  special  cutting  blow-pipe.     Thorough  instructions 
are  furnished  free  to  every  user  of  Prest-O-Lite  Dissolved  Acety- 
lene— any  average  workman  who  understands  metals  can  learn 
the  process  quickly  and  easily. 

Put  your  production  problems  up  to  our  oxy-acety- 
lene experts.  Send  for  thoroughly  illustrated  litera- 
ture that  shows  specific  instances  of  the  savings 
made  and  how  easy  it  is  to  apply  these  economies  in 
your  shops. 

The  Prest-O-Lite  Co.,  Inc.,  Dept.  e 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 
Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

Factory  Branch  —  WINNIPEG,  Man. 
53  Branches  and  Charging  Plants 

Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 
Office  and  Works:  Hillcrest  1614-1616-1116 
Private  exchange  connecting  all  departments 
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Secured  Against  Breakage  by 


"Buffalo"  ARMOR  PLATE  Punches  and  Shears 


Armor  Plate  Steel  Frames 
give  7  x/-i  times  the  strength 
of  cast  iron.  Absolutely 
free  from  flaws  and  imper- 
fections. 

LARGE 
CAPACITY 

GREAT  STRENGTH 
LIGHT  WEIGHT 

Let  us  send  you  our  New 
Punch  and  Shear  Catalog. 
Write  Dept.  12 


CANADIAN  BLOWER  AND  FORGE  CO.,  LIMITED 


St.  John 


Montreal 


BERLIN,  ONT. 
Toronto 


Winnipeg 


Vancouver 


Mueller  Extension 

SERVICE  BOXES 

For  any  part  of  your  waterworks  system,  or  for  a  new 
system,  consider  the  new  ideas  of  these  Extension  Service 
Boxes. 

They  are  fool  proof  as  well  as  dirt  proof.  They  over- 
come all  the  serious  faults  of  the  ordinary  boxes.  By  com- 
bining the  best  features  of  all  other  models  with  our  new 
ideas  we  believe  these  Mueller  Extension  Service  Boxes  are 
the  best  you  can  buy.     Let  us  send  you  catalog  and  prices. 

We  also  manufacture  a  complete  line  of  waterworks,  gas- 
works and  plumbing  brass  goods.  All  tested  under  200  lbs. 
hydraulic  pressure  and  fully  warranted. 

H.  Mueller  Mfg.  Co.  Limited 

Sarnia       -  Ontario 


Arch  and  Minneapolis 
Patterns 


D  22000 


D-22002 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


VALVE--  HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

Britiih  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  .Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated;  price  $2.00. 


by 

hshed  in  1915  by  McGraw-Hill  Book  Company, 
pages,  illustrated.     Price  $3.00. 


Pub- 


Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  200  pages,  illustrated.  Price 
$1.50. 

History   of   Bridge   Engineering,   by    Henry    Grattan  Tyrrell, 


tory   ot    Bridge   Engineering,    by  Henry 
C.E.    480  pages,  illustrated.     Price  $5.00. 


Hydraulics,  by  Ernest  PI.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in   1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
43S  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

Practical    Mathematics   for   the    Engineer   and    Electrician,  by 

Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,   illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by- 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  l>v  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  205  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
208  pages.     Price  $3.00. 
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Increase  Your  Efficiency 
in  Wire  Rope  Service 

By  ordering  "Made  in  Canada"  Rope 
from  our  Warehouses  in 

Montreal,  Winnipeg  and  St.  Catharines 

The  DOMINION  WIRE  ROPE  CO.,  Limited,  MONTREAL 

Industrial  Works  Locomotive  Cranes 


STEAM,   ELECTRIC  and  GASOLINE 
for  Fast,  Efficient  Service  used  with  a 

GRAB    BUCKET,    HOOK,  LIFTING 
MAGNET  OR  AS  A 

Pile  Driver 


We  give  below  an  illustration  of  "Marion"  Model  281 

Excavator  and  Drag  Line  Machine 


used  on  the  Halifax  Harbour  Work 


We  can  deliver  you  immediately 
from   stock   a   duplicate  of  this 

"Money  Saving"  Machine 


Branch 


St.  Catharines,  Ont. 
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Wood  Stave  Pipe  and  Tanks 

Wire  Wound  and  Continuous  Wood  Stave  Pipe, 
Wooden  Tanks  and  Silos 

MADE   FROM   BRITISH   COLUMBIA  FIR 


46  in.  Diameter  Continuous  Wood  Stave  Pipe  Installed  by  us  for  the  Hydro-Electric  Power  Commission  of  Ontario 
Wood  Pipe  and  Tanks  made  in  all  sizes — for  Municipal,  Mining,  Irrigation  and  Power  Purposes 

Write  for  Illustrated  Literature  and  Prices 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

Established  1903  1551  Granville  Street  VANCOUVER,  B.C. 
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CHAMPION 


ROAD  and 
STREET 
MACHINERY 


Road  Graders.  Levellers 
and  Drags 

Road  Rollers,  Sprinklers. 
Sweepers  and  Cleaners 

Street  Cleaners"  Hand  Carts 

Rock  Crushers,  Elevators, 
Screens.  Bins 

Spreading  Wagons 

Dump  Wagons 

Contractors'  Plows 

MANUFACTURED  BY 


"Champion"  Road  Builders'  Sprinkler 


The  Dominion  Road  Machinery  Co.,  Limited 

WRITE  OUR  NEAREST  BRANCH 

IIS  Hollis  Street,  Halifax,  N.S.  Cor.  8th  Ave.  and  3rd  Street  West,  Calgary,  Alta. 

518  Power  Building,  Montreal?  Que.  10237  109th  Street,  Edmonton,  Alta. 

K9  Dalhousie  Street,  Quebec,  Que.  609-613  Bank  of  Ottawa  Building,  Vancouver,  B.C. 

413  Mclntyre  Building,  Winnipeg,  Man. 


Factory  and  Head  Office— 


GODERICH,  ONTARIO 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT — 

2 — 6  x  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6l/i  x  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
i — 5  x  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  ]/2  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6%  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 


H.  E.  PLAVT  1730  3t.  James  Street,  Montreal, Que. 

E.  LEONARD  &  SONS  St.  John,  N.  B. 


-AGENTS— 


ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

KELLY-POWELL,  LTD  McArthur  Bid*.  Winnipep.Man. 
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Dominion 


Why  Not  Get  the  Best? 

When  spending  your  money  or  suggesting  to  others  the 
spending  of  money  for  Rubber  Goods,  why  not  insist 
on  the  best? 

In  that  respect  you  run  no  risk  when  your  choice  is  from 
the 

DOMINION  RUBBER  SYSTEM 

Dependable  quality  in  the  Rubber  Goods  we  manufac- 
ture for  contractors  and  builders  is  an  assured  fact,  and 
back  of  all  is  our  unequalled  service  which  always  gives 
satisfaction. 


No  matter  what  the  need  in  rubber  may  be,  write 
to  our  nearest  Branch  or  direct  to  our  Head  Office 


Canadian  Consolidated  Rubber  Co 

Limited 

Montreal,  P.  Q. 


28  "Service"  Branches  Throughout  Canada 
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To  Secure 
ECONOMY  and  DURABILITY 


Construct  Your 


SEWERS 


fro 


m 


Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

''Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-ln.  pipe 
in  a  trench  ready  for  filling. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 


Lachine  Water  Works 
Three  million  gallon*,  eighty  pounds  domestic,  160  lbs.  fire. 


Manufactu 
Mach 


Works:  Seigneurs  ft  William  Sts.,  Montreal, 
ifacturers  of  Boilers.  Castings,  Condensers,   Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
inery.   Pumps,  centrifugal  and  reciprocating,  Steam    Turbines.    Tanks,    Water    Wheels,  Water 

Works  Plants. 
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NATIONAL  SERVICE 


THERE  are  thiee  parties  lo  be 
satisfied  when  a  NATIONAL 
Truck  is  sold — 

The  Owner 
The  Driver 
and  the  Company 

The  owner  must  be  satisfied  that 
the  Truck  wili  do  the  work  for  which 
he  bought  it  every  day  the  year 
round. 

The  Driver  must  be  satisfied  that 
the  Truck  will  keep  going",  over 
smooth  pavements  or  rutty  roads. 
He  wants  to  know  all  about  the 
engine,  the  transmission,  the  axles, 
and  bearings. 


The  Company  is  always  interested 
in  the  Truck.  To  give  the  Truck 
owner  the  most  efficient  service 
possible,  service  stations  have  been 
established  in  every  city  and  town 
where  NATIONAL  Trucks  are  in 
use. 

These  Service  Stations  inspect  and 
make  minor  adjustments  free  of 
charge.  Owners  are  expected  to 
send  the  Trucks  to  be  inspected  at 
least  twice  each  month. 

All  this  service  and  more  free  of 
charge. 


Address  Truck  Dept.  for  full  particulars  and  catalogue 

NATIONAL  STEEL  CAR  CO.,  Limited 


Montreal  Office: 
SHAUGHNESSY  BUILDING 


Operating  Offices  and  Works : 
HAMILTON,  CANADA 
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Air  Compressors 

Can.  lngersoll-Rand  Co..  Ltd. 
PUlt  Iron  Works 

Aluminium 

Spiclinann  Agencies  Rcgd 

A:r  Hoists 

Northern   Crane  Worki 

Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 

Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 

Ash  Hoists 

Gillis  &  Geoghegan 

Asphalt 

Asphalt  &  Supply  Company 

Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  EL 

Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd..  B.  F 


Boilera 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh   &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 

Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Brick 

American  Enamelled  Brick  Co. 

Brick  Dryeri 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 

Bucket* 

Beatty  &  Sons,  M. 
Canadian    Link-Belt  Company 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Mansfield   Engineering  Co. 
Radigan   &  Company,  John 

Brick  Machinery  and  Supplies 

Sheldons  Limited 

Bridges  (Steel) 

Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dickson  Bridge  Works 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Building  Papers 
Bird  &  Son. 


Cable 

Canada  Wiie  &  Cable  Company 
I  lomiltion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 

Mansfield  Engineering  Co. 

Cable  Terminals 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.  Lumber  Commissioner 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 

Blair.  B. 

Dominion  Concrete  Company 

Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 

Goold,  Shapley  &  Muir  Co. 

Hopkins  &  Co.,  F.  H. 

Ideal  Concrete  Machinery  Co. 

London  Concrete  Machinery  Co. 

Mussens  Limited 

Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Conduits 
Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster.  W.  L. 

Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Dominion  Road  Machinery  Co. 
Goodwin,   Barsby  &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

I  unadiati    I  .ink  Itcll    ( 'umpany 
Goodwin,  Barsby  &  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 

Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 

Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Pollard  Mfg.  Company 


Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Crushed  Stone.  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 

Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air   Liquide  Society 
Frest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Palerson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  II. 
Marsh  &  Henthorn.  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard     Mfg.  Company 


Douglas  Fir 

B.  C.  Lumber  Commissioner 


Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 

Canadian   Equipment  Company 

Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.  Co.,  Philip 

Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric  Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario   Wind    Engine   &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American   Enamelled   Brick  & 
Tile  Company 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.  Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 

Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Iladdin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts.   R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 

Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouaid 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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AIR  COMPRESSORS  CANADIAN 

"LITTLE  DAVID"  TOOLS  INGERSOLL-RAND  CO. 

ROCK  DRILLS  LIMITED 

Commercial  Union  Bldg.  -  Montreal,  Cen . 
AIR  HOISTS  Work.    -    Sherbrooke,  Que. 

Sydney  Toronto  Timmlns  Cobalt 

CAMERON  PUMPS  Winnipeg  Nelson  Vancouver 


fHE    CONTRACT  RECORD 
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CLASSIFIED    INDEX    TO    ADVERTISEMENTS— Continued 


Fire  Escapes 

Dennis  Wire  &  Iron  Works  Co. 
Manitoba  Br  id  we  &  Iron  Works 
McGregor  &  Mclntyre 

Flag  Poles 

Ontario  Wind   Engine  &  Pump 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart  Mfg.  Company,  Jas. 

Forges 

Canadian  Hlower  and  Forge  Co. 
Sheldons  Limited 

Gas  Engines 

Goold.  Sliapley  &  Muir  Co. 

Gasoline  Engines 

Roving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Good,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company. 

Gravel  Buckets 

Mansfield  Engineering  Co. 

Hammer  Drills 

Canadian  Ingcrsoll-Rand  Co. 
Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Heat  Insulating  Materials 

Armstrong  (.oik  Company 

High  Duty  Pumping  Engines 

Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh    Valve,     Foundry  & 
Construction  Company 

Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Hcatty  &  Sons,  M. 
Canadian   Ingcrsoll-Rand  Co. 
Gillis  &  Gcoghcgan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Henthorn 
Musscns  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard   Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 

Northern   Crane  Works 

Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American   Lead   Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotive  Hoists 

Canadian    Link-Belt  Company 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 


Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 


Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian  Dolarway  Pacing  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 


Pipe  (Concrete,  Iron  &  Wood) 

Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


London  Tile  and  Sewer 
Pipe  Moulds 

Made  in  all  sizes  from  4  inches  to  1 0  feet 
in  diameter  and  in  lengths  and  designs  to 
meet  every  requirement. 
The  best  moulds  are  the  cheapest.  Write  for  catalogue  N.2B. 


I^Dunn  Cement  Drain  Tile  Machine 

There  are  large  profits  in  the  Cement  Drain  Tile  Business.  We  make  three  sizes  of  ma- 
chines and  entire  equipment  for  tile  plants.    Send  for  Catalogue  No.  2. 

LONDON  POWER  DIAPHRAGM  PUMP^x 

This  Pump  will  do  as  much  work  as  8  men  can 
on  a  hand  operated  pump  at  a  cost  of  1  5c  per  day 
for  fuel. 

We  make  all  kinds  of  Contractors'  Pumps. 
Write  for  Catalogue  No.  4B. 

London  Concrete  Machinery  Co. 

LONDON,  ONT.  Limited 

Branches  and  Agencies  in  every  large  city  in  Canada. 

World's  Largest  Manufacturers  of  Concrete  Machinery  and 
Cemtnl  Working  Tools. 


luly  26,  1916 


THE    CONTRACT  RECORD 


QUALITY    .*.    .'.  SERVICE 

STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

Railway  Track  Equipment 

As  Manufacturers  of  material  required  by 
you,  we  are  interested  in  securing  your 
business,  and  if  given  an  opportunity 
to  quote  on  your  specifications, 

WE  WILL  GET  IT 
THE 

STEEL  COMPANY 

OF 

CANADA 


LIMITED 


HAMILTON 


TORONTO 


MONTREAL  WINNIPEG 
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Pipe  and  Boiler  Coverings 

I 'omnium  Paint  Works 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 

Pateison  Mfg  Company 
Spielmann  Agencies  (Kgd.) 

Pencils  (Lead) 

Ameiican  Lead  Pencil  Company 

Perforated  Met.il» 

Canada  Wire  Ai  lion  Goods  Co. 

Pile  Driving  Machinery 
Urattv  &  Sons.  It, 
l  anadian    Ingersoll  Rand   t  o. 
Hopkins  &  Company.  F.  II. 
Marsh  &  llenthorn.  Limited 

Pipe  Fittings  and  Flanges 

Pitttburgo   \'alve,   Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 

Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can..  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Iona  Gypsum  Company 

Plug  Drillers 

Canadian  I ngcrsolI-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingcrsoll-Rand  Co. 

Power  Engines 

Hoving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Works 

Heat  I  y  &  Sons,  M. 

Hoving  Hydraulic  &  Engineering 

Company 
Canadian  Blown  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  (ngersoU  Rand  Co. 

t  ook.  A.  I). 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 

Inglis  Company,  lohn 

Mi  l>ongall  Caledonian  Iron  Wks. 

Ontario  Wind    Engine    &  Pump 

l  'ompany. 
Piatt   Iron  Works 
Water  ous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingcrsoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 

Bird  &  Son 


Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements.  Concrete  &  Steel 

Bur  lington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Moving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Dominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 

Roofing  Material 

Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 


Rubber  Goods 

Can.  Consolidated 


Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Sand  and  Gravel  Plants 

Mansfield  Engineering  Co. 

Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 

Screens 

Canada  Wire  8i  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Clartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.    Lumber  Commissioner 


Shovels  (Steam) 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.   Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 


Skylights 

Pedlar  People  Limited 


Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pitlsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
t'anadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh   Valve,   Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  141 


Model  A  Hoist  in  operation. 
After  load  is  raised  to  proper 
point,  hoisting  head  revolves  on 
ball-bearings  and  can  is  deposit- 
ed on  sidewalk  without  lifting. 


An  Important  Advantage  of  the  G  &  G  Telescopic  Hoist  Model  A 

The  Patented  Gear  Shifting  Device 

GEARS  are  automatically  thrown  out  of  mesh  whenever  the  brake  lever 
is  used  to  lower  load.  Empty  cans  are  rapidly  lowered  because  no- 
thing moves  but  cable  drum.  The  hoisting  handle  does  not  revolve 
when  brake  is  used.  This  is  but  one  of  the  numerous  superior  features  asso- 
ciated only  with  the.G  &  G  Telescopic  Hoist. 


'Made  in  Canada" 


"Made  in  Canada" 


Model  A  Hoist  illustrated  raises  load  at  speed  of  30  feet  per  minute.  It  is 
operated  from  grade,  insuring  fullest  protection  for  both  public  and  operator 
against  injury  due  to  open  hatch. 

Every  hoist  is  subjected  to  thorough  working  test  before  shipment,  and  is 
compact  in  construction,  easily  installed  because  shipped  completely  assembled. 
No  pit  is  required — heel  of  hoist  rests  on  basement  floor. 

Write  for  Booklet  "A." 


i, 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


m     BLACK     BUILDING     SUPPLY    WM.    N.    O'NEIL    CO.,  LTD., 
CO  .    LTD.,  TORONTO,  VANCOUVER, 

Agentt  to'  Ontario  Agents  for  British  Columbia 


B    ft  8.  H.  THOMPSON  ft  CO.,  W.  T.  GROSE, 

LTD.,  MONTREAL  Agent  for  Manitoba,  Saskatchewan, 

Agents  for  Quebec.  Albarta,  Winnipeg 

HII 
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Burlington  Steel  Co. 


Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Twisted  Squares,  Angles,  Flats, 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 
3/4  ,  7/8   and  1"  Channels  for  use  with  Metal  Lathing 
Prompt  Shipment  from  Stock 


Macadam  Roads 


must  be  built 
of  a 

Tough 
^  Stone 

that 
will  cement 


WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville  -  Ont. 
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Build  the  Maintenance  INTO  the  Road 

A  Concrete  Base — Surfaced  with  "Dolarway" 


When  you  consider  a  thoroughfare  that  is  suitable 
in  every  way  for  every  locality — think  of  "Dolar- 
way." The  initial  cost  of  laying  is  low;  the  main- 
tenance cost  is  low — a  combination  that  will  appeal 
to  every  Tax  Payer. 


A  "Dolarway"  pavement  is  equal  in  every  way  to 

Asphalt    pavement — the    only    difference,    that  of 

price.     Noiseless,   Dustless,   Waterproof.     Easy  to 

apply,  Easy  to  Maintain  and  Permanent  just  as 
long  as  "Dolarway"  surfacing  is  KEPT  ON. 


Inexpensive  First  Cost 


For  further  particulars  write  to 


Inexpensive  Maintenance 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD.  «>— 


WINDSOR,  ONTARIO 


llfffftl 


Built  of  Sackville  Freestone 

"  Quarried 
in 

Canada" 

Block  Stone 
Random  Stone 
Dimension  Stone 
Head  Sills 
Shoddy 
Stone  Sawing 

GET  OUR  PRICES 

Provincial  Parliament  Buildings,  Toronto,  North  Entrance. 

Sackville  Freestone  Company,  Limited 

Sackville,  N.  B. 

Toronto  Representative :  A.  W.  Steward,  Builders'  Exchange 
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MONNOYER 

Chimneys 
Water  Towers 
Condensors 
Silos,  Etc. 

The  Monnoyer  is  the  very 
latest  method  of  erecting  the 
above  structures.  It  is  re- 
volutionizing the  use  of  ce- 
ment in  buildings  of  this 
kind.  A  tremendous  saving 
in  time  required  for  erection. 
Saving  in  weight  and  found- 
ations. Greater  beauty  of 
outline.  All  round  superior- 
ity. 


T.N.R.,  Quebec.  198'  high,  9'  diameter 

MONNOYER'S  SYSTEM 

recently  introduced  to  this  country  by  us,  has 
so  many  decided  improvements  on  the  ordinary 
system  of  concrete  construction,  it  is  hard  to 
credit  all  these  claims. 

We  shall  be  glad  to  send  you  full  informa- 
tion by  mail. 

Edouard  Pelletier  &  Fils 

111  Colomb  St.,  QUEBEC 

GRANTEES  FOR  CANADA 
Sales  Representatives: 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St 

MONTREAL 

John  H.  Alexander,  C.  E. 

404  Donalda  Bldg.,  WINNIPEG,  MAN. 


SOMETHING 
has  got  to  give! 


You  can't  get  away  from  the  law  of  expansion 
and  contraction.  Something  has  got  to  give 
when  the  pressure  comes.  Bricks  are  not  elastic. 
The  only  sure  expansion  joint  is  the 

CARE.Y 


EXPArJsiorJ 
-J  ©  I  INT 
The  original  and  only  Elastite  Joint 

Place  it  as  you  lay  your  brick.  When  the  squeeze 
cunies  the  cushioning  is  complete  and  uniform. 
When  the  brick  contracts  the  asphalt  spreads  and 
keeps  the  crack  sealed  tight. 

Pavements  don't  buckle  like  this  when  made  with 
Elastite  Expansion  Joint. 

For  sample  and  descriptive  literature 
Address  Elastite  Dept. 

THE  PHILIP  CAREY  CO. 


1  TORONTO 


MONTREAI  I 


FOR  SALE 


1  No.  2  Thew  Shovel  on  rail- 
way trucks— $1,800.00 

1  Model  No.  28  Marion  Revol- 

ving Shovel- $1,800.00 

2  Model  No.  31  Marion  Revol- 
ving Shovels— $2,800.00  each. 

2  Vulcan  Dinkies,  9  x  14  Cy- 
linders $1,000,00  each 

W.  FRASER 

83  Craig  St.  West 

MONTREAL 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Steam  Engines 

Stutlcvaui  Co.  of  Can.,  Ltd.,  It.  F. 


Steam  Turbines 

M  ,  i  .  (  ulrdonian  1 1  on  Wks 

Sturtevant  Co.  of  Can..  Ltd..  It.  F. 


Steel 

Hopkins  &  Company,  F.  II. 
Steel  Company  of  Can.  Ltd. 


Steel  Ban 

llurlmgion  Steel  Company 
Dominion  lion  \  Steel  (  n 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 


Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page-llersey   Iron  Tube  &  Lead 
Co..  Ltd. 


Steel  Plate  Construction 

Waterous  Engine  Works  Co. 


Steel  Sash 

S'eel  &  Radiation  Limited 


Stone 

Britnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son.  Geo. 
Rogers  Supply  Company 
Sackville  Freestone  Company 


Stone  Working  Machinery 
Pollard  Mfg.  Company 


Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  4  tron  Wks 
I'csMoincs  Hnd^e  &  Iron  Co. 
hominion  Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Itiidge  Company 
McGregor  &  Mclntyie 
Pittsburgh- DcsMoincs  Slccl  Co. 
Keid  &   Iti  own 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Surveyors'  instrument:, 

Ih'kcman  Surveyor  Company 
Heller   &  Brightly 


Swinging  Gears 

I  >akc  Engine  Company 


Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shaplcy  &  Muir  Co. 
Inglis,  John 

Manitoba  Budge  &  Iron  Works 
Marsh   &  llenthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,   Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh  IksMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 


Tile  Moulds 

London  Concrete  Machinery  Co. 


Toncan  Metal 

Staik   Rolling  Mills  Company 

Towers 

Can.  Chicago  Budge  &  lion  Wks. 
Goold,  Shaplcy  &  Muir  Co. 

Turnbuckles 

Canadian    Billings    &  Spencer 
I  iniited 

Valves 

t  anaita   Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Garlshore-Tliomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
.Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  I'lower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  V. 

Varnishes — I  nsulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin    Wagon  Company 

Wall  Boards 
Bird  &  Son 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 

Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 


Water    Softeners    and  Filters 

Manitoba   Bridge  &   Iron  Works 

Water  Tapping  Machine 


ater  lapping  Machine 
Mueller  Mfg.  Co.,  H. 


Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 

Welding  Apparatus 

Pi  est  -O-  Lite  Company,  Inc. 

Welding   and   Cutting  Plants 

L'Air  Liquide  Society 

Pi  est -O-  Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meafoid  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of.  Canada,  Limited 

Wire   Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver    Wood    Pipe   &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 

Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  pure  carbon,  and  is  therefore  unaffected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  B-H  Graphite  Paint  being  made  from  pure  Graphite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  painting  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


I 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


RRAN DRAM -HENDERSON 


Montreal 


Halifax 


St.  John 


Toronto 


Winnipeg 


I 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 

V  ) 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  shwrr  pipe  factories  :    St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

AI  SO   FIRE   CLAV   FACTORY  AT  ST.    JOHNS,    P.  Q. 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Alberi   Manufacturing  Company  ... 
\merican  Lead  Pencil  Company  ...  •">•> 

American  Well  Works  

Angiitis  Limited     04 

Armstrong  Cork  Company    52 

Art  Stone  Company   04 

\spha!t  &  Supply  Company    55 

Ault  &  Wiborg  Company   63 

BarbeT  Asphalt  Company  

Barber,  Frank    64 

B  C  Lumber  Commissioner  

Beatty  &  Sons.  Limited.  M   8 

Bird  &  Son  

Black  Building  Supply  Company  ...  10 
Blair  Company,  B  


Boving    Hydraulic    &  Engineering 

Company  

Brandram- Henderson  Co  

Britnell  Company.  Limited   

Burlington  Steel  Company  


Canada  Crushed  Stone  Corporation  L5 

C  anada  Iron  Foundries.  Limited   ..  58 

Canada  Wire  &  Iron  Goods  Co.  ..  63 

Canadian  Billings  &  Spencer   20 

Canadian  Blower  and  Forge  Co.  ...  66 

Canadian   Consolidated   Rubber  Co.  3 

Canadian  Dolarvvay  Paving  Co.   ...  12 

Canadian  Ingersoll-Rand  Co   7 

Canadian    Inspection    and  Testing 

Laboratories    64 

Canadian    Office    School  Furniture 

Company  

Canadian  Pipe  Company,  Limited..  53 

Carey  Company.  Philip   13 

Canadian  Chicago  Bridge    &  Tron 

Works   63 

Chipman  &  Power   64 

Conduits  Company.  Limited   63 

Cook.  A.  D   59 

Crushed  Stone.  Limited   58 

Dake  Engine  Company   58 

Darling  Bros   56 

Dennis  Wire  &  Iron  Company  ....  18 

DesMoines   Bridge  &  Iron  Works.  65 

pikeman  Surveyor  Company  

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   64 

Dominion  Iron  &  Steel  Company  . .  61 

Dominion  Paint  Works  

Dominion  Road  Machinery  Co.   ...  2 

Dominion  Sewer  Pipe  Company  ...  54 

Dominion  Wire  Rope  Co   68 

Dunlop  Tire  &  Rubber  Company  . . 
Dunn  Wire-Cut  Lug  Brick  Co.   . .  . 


Klk  Fire  Mrick  Company 


Foster,  W.  L  

Fraser,  W   13 

Gartshore,  John  J  

Gartshore-Thoinpson   Pipe  &  Foun- 
dry Company   53 

Gent  Company   60 

Gillis  &  Geoghcgan  ...    10 

Goodwin-Barshy  Company   

Goold,  Shapley  &  Muir  Company  . .  63 

Gray  Construction  Co.,  John  V.  . .  .  53 

Haddin  &  Miles   64 

Hagersville  Contracting  Company..  11 

Hamilton  &  Toronto  Sewer  Pipe  Co.  17 

Heller  &  Brightly   53 

Hopkins  &  Company,  F.  H   68 

Hunt  &  Company,  Robert  W   04 

Ideal  Concrete  Machinery  Company 

Inglis  Company,  John   4i) 

Kerr  Engine  Company,  Limited  ...  08 

L'Air  Liquide  Society   61 

Lea,  R.  S   64 

London  Concrete  Machinery  Co.  . .  8 

Luxfer  Prism  Company   ...  -  

MacLean  Daily  Reports  

MacKinnon  Holmes  &  Company  .  .  . 

Manitoba  Bridge  Works  Co  

Mansfield   Engineering  Co   59 

Maritime  Bridge  Company    54 

Marsh  &  Henthorn,  Limited   53 

McAvity  &  Sons,  T.                     ...  65 

McDougall  Caledonian  Iron  Works 

Company   4 

McGregor  &  Mclntyre   65 

Meaford  Wheelbarrow  Company  . .  . 

Metallic  Roofing  Company    57 

Miller  &  Company,  Geo.  M  

Morrison  &  Co.,  T.  A   64 

Mueller  Mfg.  Company,  H  

Mussens,  Limited    54 

National  Equipment  Co   58 

National   Iron  Works    55 

National  Steel  Car  Company   5 

Neptune  Meter  Company   57 

Noble,  Clarence  W   62 


Northern  Crane  Works    50 

Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son,  Geo                        ..  17 

Ontario  Wind  Engine  &  Pump  Co.  57 

Ormsby  Company,  A.  B.  

Pacific  Coast  Pipe  Company   1 

Paterson  Mfg.  Company   51 

Pedlar  People  

Pelletier  &  Fils,  Edouard   13 

Pittsburgh-Des  Moines  Steel  Co.  . .  .  65 
Pittsburgh    Valve,  Foundry  &  Con- 
struction Company    63 

Piatt  Iron  Works   54 

Pollard  Manufacturing  Company   ..  00 

Power  &  Son   64 

Prest-O-Lite  Company   

Quinlan  &  Robertson   59 

Radigan  &  Company,  John   

Reid  &  Brown   64 


Ric-wiL  Underground    Pipe  Cover- 
ing Company  

Rogers  Limited,  Alfred  

Rogers  &  Company,  F  

Rogers  Supply  Company  


Sackville  Freestone  Company   12 

Sheldons  Limited   18 

Shipman  &  Co.,  Harold  C   04 

Smart  Mfg.  Company,  Tames   50 

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  . .  15 

Standard  Steel  Construction  Co.  ...  58 
Standard  Underground  Cable  Co.  of 

Canada   

Stark  Rolling  Mill  Company  

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation  

Structural  Steel  Company    58 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F.  52 

Sun  Brick  Company   19 


Tiffin  Wagon  Company  

Toch  Bros  .' 

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   55 

Turnbull  Elevator  Company   

Vancouver  Wood  Pipe  &  Tank  Co.  is 


Waterous  Engine  Works  Co   :_•() 

Wcttlaufer  Bros   m 

Wilson  &  Son,  C   54 

Wynne-Roberts,  R.  0   64 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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CUT  STONE 


We  were  the  contractors  for  the  cut  stone  for  Knox  College  Toronto,  as  illustrated  above. 
Send  us  details  and  we  will  quote  prices. 

Geo.  Oakley  &  Sons,  Ltd.,  278  Booth  Ave.,  Toronto 


A  Healthy  Community  Must  Have  Its 

Sanitary  Sewers  Built  of  Vitrified  Clay 

That  is  what  the  world's  most  prominent  engineers  say,  and 
we  believe  they  know.  It  is  not  usual  with  trained  men  to  accept  as 
their  standard  a  class  of  sewage  conveyor,  until  first  it  is  tested 
out  in  every  conceivable  way,  and  under  every  possible  condition. 
They  well  know  the  responsibility  attached  to  this  important 
branch  of  their  work.  The  installation  of  permanent  sewers  means 
a  great  deal  to  every  community,  as  well  as  the  expenditure  of 
large  amounts  of  money.  They  know  that  they  must  build  econ- 
omically, keeping  in  mind  always  the  one  important  point,  PER- 
MANENCY. So  we  see  them  continually  specifying  Vitrified  Salt 
Glazed  Clay  Pipe.  Kor  centuries  it  has  proven  to  be  the  only  ma- 
terial that  meets  all  requirements.  It  never  has  to  be  dug  up  and 
replaced.  When  once  properly  laid  it  stays  there  for  ever  and 
does  its  difficult  work  most  efficiently. 

WE  OFFER  YOU  SUCH  A  PRODUCT 

MAKING  GOOD  SEWER  PIPE  SINCE  1860 

The  Hamilton  &  Toronto  Sewer  Pipe  Co.  Ltd. 

HAMILTON  and  TORONTO,  CANADA 
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Famous  Heart    Shape  Mixers 


Made  >'»  Canada  by 
a  Canadian  Firm, 
with  Canadian  Cmp- 
ii al     Noted  for  thrir 

■  .ii"  !  and  thorough 
mixing.  Manufi.. 
IUr«n  ot  Tile.  Brick. 
It  I  o  c  W  Machines. 
Crusher*,  Paveis. 


Contractors'  Mach- 
inery. Write  for 
special  olTcr. 

Over  :t00  Used  In 
Toronto  alone. 


HOISTS 

Wc  can  save  you  50 
I'll  cent,  oil  Hoisting 
Machinery,  Let  us 
demonstrate  this  to 
you  here  at  our  ware- 
house. Equipped  with 
gas,  steam  or  electric 
Miwcj-,  mounted  on 
skids  or  trucks. 

Write  for  our  special 
offer. 


WETTLAUFER  BROS.,  LIMITED 

IMPROVED  CONCRKTE  MACHINERY 
178  Spadina  Ave.,  TORONTO,  ONT. 

Branches    Montreal    Halifax,  Vancouver,  Winnipeg 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


QENNISTEEL 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the  "  Keith '*  Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 
Fan  World.      Write  {or  our  New  Cataiogue  No_  55- 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  1259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO..  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


Conlractors  for  Waterworks  Construction, 
Manufacturers  ol  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling-Positlvely  LEAK  PROOF. 

We  are  the  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.      VANCOUVER,  B.  C. 
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Substantial— Fireproof 
Construction 


Essenwein  &  Johnson,  Archts.  Royal  Connaught   Hotel,  Hamilton.  Stone  &  Wtbster,  General  Conts. 

A.  W.  Peene,  Associate.  W.  H.  Yates,  Jr.,  Masonry  Cont. 

DENISON  Interlocking  TILE 

The  Royal  Connaught  Hotel  in  Hamilton  is  a  model  of  perfect 
construction,  in  architecture,  material  and  appearance.  The  first 
thought  in  this  modern  building  was  Fire  Protection.  After  careful 
tests  and  comparative  estimates  the  material  decided  on,  was  DENI- 
SON INTERLOCKING  TILE. 

The  insulation  of  the  air  chambers  in  this  method  produces  the 
besl  results  in  maintaining  an  even  inside  temperature.     The  Inter- 
im kin-  feature  makes  a  very  strong  wall.    For  use  in  all  walls  Deni 
son   Interlocking  Tile  is  the  most  advanced  and  the  best  all-round 
material. 

The  popularity  of  this  construction  in  every  part  of  the  country 
is  due  not  only  to  lessening  the  expense,  but  is  a  direc  t  result  of  the 
superior  quality  of  this  finished  building  product. 

Write  us  for  further  details. 

Sun  Brick  Company,  Ltd. 

Traders  Bank  Building 

Toronto  -  Canada 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 

Welland,  Ontario 


WATEROUS 


RETURN 
TUBULAR 


BOILERS 


SAVE 
FIXED 
CHARGES! 


liiiiiii 

SAVE 
FUEL  and 
LABOR! 


All  parts  of  VVater- 
ous  Boilers  are  built 
under  Government 
regulation  and  inspec- 
tion. 

This  official  guaran- 
tee to  you,  of  safety 
and  service,  is  in- 
creased in  the  case  of 
Waterous  Boilers. 
They  are  built  better 
than  required  by  law 
— materials  are  more 
carefully  selected, 
closer  attention  is 
given  to  the  finishing 
of  parts  than  the  law 
deems  necessary. 
As  a  result  Waterous 
Boilers  will  last  long- 
er, will  steam  better, 
and  require  less  at- 
tention and  repairs 
than  others. 
Anyone  who  has  used 
them  will  tell  you  the 
same. 


Waterous  Boiler  set- 
tings are  designed  to 
best  utilize  the  fuel 
at  your  disposal. 
Whether  you  are 
burning  coal  of  i  In- 
best  quality,  screen- 
ings, wood  or  saw- 
dust, we  build  set- 
tings in  brick  or  steel 
that  will  burn  it  with 
I  lie  least  labor  and 
with  best  economy. 
A  properly  designed 
setting  is  essential 
with  a  good  boiler. 
We  can  give  you 
both. 


The  Waterous  Engine  Works  Co.,  Ltd.,  Brantford,  Canada 

llli  Illlllllllllllllllllllllllllllllllllllllllllll  Illllllllllllllllllllllliiiiiiiiii  iiiiiiiiiinii  MIMI 
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Merely  Spectacular 

THE  arrival  recently  of  a  German  submarine  in 
a  United  States  port  is  hailed  by  many 
as  the  beginning  of  a  new  epoch  of 
maritime  development.  'The  feat  is  un 
doubtedly  notable  in  the  face  of  a  condition 
of  war,  but  its  effect  in  stimulating  permanent  under- 
sea traffic  seems  to  us  a  matter  of  doubt.  The  Ger- 
man nation  unquestionably  lands  the  accomplish- 
ment because  of  an  apparent  frustration  of  British 
blockade  methods  and  this  initial  success  will  prob- 
ably lead  to  further  attempts  of  a  similar  nature. 
Probably  its  most  noticeable  effect  is  its  reminder  to 
the  United  States  of  what  might  happen  if  these  two 
nations  were  at  war. 

Any  importance,  indeed,  thai  attaches  to  this  event 


cannot  lie  in  the  fact  that  a  submersible  has  accomp- 
lished such  a  long  journey,  because  there  have  pre- 
viously been  as  long  or  longer  voyages  made  by  both 
British  and  German  submarines.  The  fact,  however, 
that  the  vessel  is  purely  a  merchantman — if  reports 
be  true — is  important.  This  fact  is  valuable  from  an 
engineering  view-point,  in  that  it  probably  means  a 
re-cast  of  submarine  design.  A  vessel  of  this  nature 
capable  of  carrying  merchandise  must  necessarily  be 
different  from  the  accepted  war  type.  The  capacity, 
speed,  strength  and  radius  of  operation,  must  of 
necessity  be  of  different  character  from  the  same  fea- 
tures of  the  armed  submarine.  Examination  of  the 
"Deutschland"  will  probably  show  these  special  char- 
acteristics and  the  experiences  gained  in  this  trip  will 
govern  materially  the  design  for  further  merchant 
submarines. 

Outside  of  these  engineering  problems,  however, 
we  do  not  believe  that  the  "Deutschland"  can  have  any 
important  effects.  Possibly  this  venture  will  lead  to 
others,  but  they  will  merely  serve  to  indicate  that 
Germany's  economic  condition  is  entirely  upset.  The 
very  nature  of  the  cargo  which  this  vessel  is  reported 
to  be  carrying  back  is  sufficient  in  itself  to  indicate  the 
effectiveness  of  Britian's  blockade.  During  the  war 
cargo-carrying  submersibles  may  possibly  play  a  part 
in  linking  up  Germany  with  the  outside  world,  but 
how  great  the  risk  will  be  the  future  only  can  tell.  At 
any  rate  it  forces  upon  the  diplomats  a  new  problem 
of  naval  warfare. 

Aside,  however,  from  this  more  or  less  empirical 
theory,  unjustified  as  yet,  we  feel  that  insofar  as  it 
leads  to  permanent  trade  advantages  the  submarine 
can  never  be  a  success.  After  the  war,  undersea  traffic- 
will  have  no  object.  Its  institution  now  is  merelv  a 
passing  solution  for  an  economic  difficulty.  As  a 
criterion  of  the  world's  development  it  lacks  the  ear- 
marks of  permanency. 


Ship-Building  in  Canada 

WITH  the  idea  of  obtaining  first-hand  informa- 
tion regarding  the  cost  of  building  steel 
ships  on  the  Canadian-Atlantic  coast,  the 
Nova  Scotia  Steel  &  Coal  Company  have 
already  laid  the  keel  for  a  ship  of  2,000  tons  capacity, 
which,  it  is  expected,  will  be  launched  late  this  autumn. 
The  vessel  will  be  220  feet  long,  35  feet  beam  and  20 
feet  deep,  it  will  be  built  according  to  Lloyd's  speci- 
fications and  will  be  equipped  with  a  1,000  h.p.  De 
Laval  steam  turbine  specially  designed  for  this  ves- 
sel and  geared  to  the  propellor  shaft  with  two  sets  of 
gearing.  The  equipment  also  includes  a  rotary  air 
pump  and  a  centrifugal  circulating  pump  operated  bv  a 
single  engine.  Practically  the  whole  ship,  including 
the  fittings  and  equipment,  will  be  supplied  by  the 
company's  New  ( dasgow  plant. 

Although  the  company  has  not  committed  itself 
definitely  to  a  scheme  of  shipbuilding,  they  hope  that 
the  data  collected  from  the  construction  of  this  trial 
vessel  will  lead  them  to  build  many  more.  The  com 
pany  will  determine  whether  government  aid  will  be 
necessary  for  the  promotion  of  the  shipbuilding  in- 
dustry in  Canada,  and  they  will  study  the  main  fac- 
tors involved  in  the  operations,  especially  the  labor 
conditions.  Although  labor  is  cheaper  in  Britain,  yet 
it  is  felt  that  the  better  service  secured  from  workmen 
in  Canada  will  largely  counterbalance  this. 

New  Glasgow  as  a  location  for  a  shipbuilding  plant 
possesses  many   advantages.     There  are   few  places 


73A 


i  ll  I'   CONTRACT    fcECOR  D 


July  26,  1  9 1  6 


where  so  man)  economies  in  carrying  out  the  under- 
taking could  be  effected.  The  Nova  Scotia  Steel  & 
1     .!   Company  alread\    have   installed   much  of  the 

necessary  machinery  which  a  new  company  would 

have  to  buy. 

Hon.  Col.  Thos.  Cantley,  president  of  the  Nova 
Sc  tia  Steel  &  Coal  Company,  has  made  an  intimate 

Stud)  of  the  shipbuilding  situation,  and  is  well  quali- 
fied to  give  opinions  in  this  regard.  Before  a  recent 
convention  of  the  C.  M  A.  he  stated  that  one  thing 
necessary  to  stimulate  the  industry  in  Canada  and 
therein  to  form  a  Canadian  mercantile  marine,  was 
government  financial  assistance.  Other  maritime  na- 
tions have  found  this  necessary,  and  it  was  not  to  be 
expected  that  Canada  could  succeed  in  a  similar  enter- 
prise  unless  she  is  prepared  to  follow  the  same  meth- 
ods. He  stated  that  many  years  would  be  required 
to  build  up  an  organization  of  skilled  workmen  with 
the  necessar)  experience  to  enable  this  country  to 
compete  successfully  with  foreign  countries.  During 
tin-  adolescent  period  government  assistance  and  pro- 
tection would  be  required. 

The  best  system,  in  the  opinion  of  Col.  Cantley,  was 
the  payment  of  a  bounty  of,  say,  $10  a  ton  for  the  con- 
struction of  steel  steamers  over  1,000  gross  tons, 
and  if  these  were  equipped  with  machinery  of  home 
manufacture  $2.50  per  indicated  horse  power  should  be 
added  to  this  bounty.  This  system,  which  is  in  vogue 
in  Japan,  has  increased  the  merchant  marine  fleet  of 
that  country  from  360,695  tons  to  1,500,000  tons  in  the 
twenty  years  from  1895  to  1915.  Such  an  arrangement 
would  not  be,  by  any  means,  permanent,  but  might  ap- 
ply for  a  period  of  between  10  and  15  years  until  ship- 
building got  a  firm  footing.  Canada  is  quite  able  to 
supply  the  raw  material  necessary  for  the  construction 
of  >teel  ships  now  or  within  a  year,  if  sufficient  en- 
couragement were  granted.  Mr.  Cantley  stated  that 
what  was  necessary  for  making  a  shipbuilding  project 
a  success  was  government  assistance,  co-operation  of 
workmen,  good  shipping  laws  and  lower  insurance 
rates. 


Value  of  Graduate  Courses 

Avery  interesting  article  appears  elsewhere  in 
this  issue  by  Prof.  Blanchard,  of  Columbia 
University,  on  the  value  of  graduate,  or  as 
we  generally  term  them  in  Canada,  post  gradu 
ate,  courses  for  practicing  engineers.  It  is  pointed 
out  that  while  engineers  may  receive  very  valuable 
information  from  magazines,  books,  engineering  so- 
cieties, and  so  on,  they  are  certain  to  find  what  they 
want  more  quickly,  and  in  more  concentrated  form, 
in  a  properly  arranged  graduate  course.  No  doubt  this 
is  true.  The  graduate  course,  however,  has  had  an 
uphill  fight  on  this  continent  for  many  reasons,  and, 
indeed,  in  only  a  limited  number  of  cases  has  its  value 
been  adequately  recognized.  In  Columbia  University, 
however,  where  this  idea  took  root  early,  the  results 
are  evidence  of  the  wisdom  of  a  course  which  other 
universities  have  been  slower  to  follow.  Professor 
Blanchard  speaks  particularly  for  the  department  of 
highways,  of  which  he  has  charge.  The  list  of  gradu- 
ate courses  he  outlines  looks  good  to  the  man  who 
knows  the  kind  of  information  our  highway  super- 
intendents and  others  interested  in  this  work  ought  to 
possess.  No  doubt  the  lack  of  fuller  information  is 
felt  by  every  good  man  engaged  in  highway  work  in 
Canada,  and  no  doubt,  too,  it  is  this  want  our  govern- 
ment highway  departments  are  trying  to  fill  when  they 
offer  information  of  various  sorts  to  their  employees. 


\  splendid  example  of  this  is  the  lecture  course  in- 
augurated by  the  Ontario  Highway  Department  by 
its  head,  Mr.  W.  A.  McLean,  which  for  a  short  term, 
during  the  past  two  years,  has  assembled  Ontario 
roadway  engineers  and  superintendents  for  a  confer- 
ence of  study  and  discussion  on  practical  problems.  This 
work  of  education,  however,  seems  to  belong- to  our 
universities,  and  these,  apparently,  all  too  often  fail 
us  when  we  want  to  learn  something  not  found  in 
books.  In  the  matter  of  practical  instruction  Can- 
adian universities  possibly  are  lacking.  Cannot  this 
side  of  our  education  be  developed,  without  sacrificing 
the  others,  and,  if  so,  is  it  not  the  duty  of  the  univer- 
sity to  undertake  it  ? 


The  Government's  New  Scheme  for 
Wounded  Soldiers  in  Training 

WE  Canadians  are  absolutely  unanimous  about 
one  thing  in  this  war, — that  justice  and  re- 
paration must  be  secured  for  those  who 
have  suffered.  The  men  who  have  volun- 
teered to  fight  for  us,  while  we  have  stayed  safely  at 
home, — these  men,  coming  back  shattered  and  torn, 
or  with  health  in  any  way  impaired  by  their  service, 
must  have  reparation,  and  from  us. 

It  is  the  first  word  of  justice  ;  and  there  is  no  Can- 
adian worthy  of  the  name  who  will  not  agree  to  it 
with  all  his  heart. 

(  >ur  head  as  well  as  our  heart,  however,  must  be 
employed  to  devise  a  form  of  reparation  that  will 
really  repair — that  will  as  far  as  possible  make  up  to 
these  men  what  they  have  lost. 

From  the  beginning  of  the  war  it  was  recognized 
that  a  man  offering  his  body  to  defend  our  cause  should 
have  compensation  for  any  injury  his  body  might 
suffer  in  the  carrying  out  of  that  task.  A  scale  of 
pensions  was  adopted  both  for  disabled  soldiers  and 
for  their  dependants,  in  proportion  to  the  degree  of 
disability.  A  revised  scale,  involving  a  large  increase 
of  expenditure,  was  lately  agreed  to  by  a  Parliament- 
ary Committee  and  is  already  in  force. 

A  pension  alone,  however,  will  not  restore  the  in- 
jured man  to  his  place  as  an  active  and  useful  mem- 
ber of  the  community ;  and  that  hats  got  to  be  done, 
by  some  means  or  other,  both  in  the  community's  in- 
terest and  in  his  own. 

A  very  few  of  the  injured  will  be  found  so  totally 
helpless  that  this  restoration  is  impossible.  On  the 
other  hand,  judging  by  our  experience  so  far,  a  large 
majority,  in  spite  of  their  injuries,  will  still  be  fit  for 
their  former  work.  But  between  these  two  classes 
will  be  many  men  with  injuries  either  handicapping 
them  seriously  in  their  old  occupations  or  barring  them 
out  altogether. 

Such  men  must  not  be  condemned  to  perpetual  use- 
lessness.  They  would  not  thank  us  for  that.  They 
are  not  of  the  back-boneless  kind,  or  they  would  hard- 
ly have  thrown  themselves  into  the  war.  They  did 
not  enlist  to  be  coddled  or  spoon-fed,  and  they  will 
not  want  to  be  coddled  and  spoon-fed  now.  Having 
recovered  their  strength,  they  will  naturally  expect  to 
use  it.    The  question  simply  is — How? 

Re-education 

To  begin  with,  their  disability  can  often  be  less- 
ened by  what  is  called  "functional  re-education."  By 
special  exercises,  with  or  without  the  aid  of  the  in- 
genious apparatus  invented  for  the  purpose,  the  mus- 
cles mutilated  by  wounds  and  operations,  and  weak- 
ened by  compulsory  disuse,  can"  recover  some  of  their 
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strength  and  become  once  more  accustomed  to  exer- 
tion. Then,  by  "vocational  re-education,"  the  men 
can  be  enabled,  to  return  to  their  original  trade;  or, 
when  that  is  impossible  or  undesirable,  they  can  be 
helped  to  fit  themselves  for  another  occupation.  There 
is  no  intention,  by  the  way,  to  provide  re-education 
for  men  who  do  not  need  it. 

The  Parliamentary  Committee  having  this  matter 
in  charge  has  decided  that  the  cost  not  only  of  pen- 
sions and  artificial  limbs  but  also  of  this  vocational 
training,  should  be  paid  by  the  Dominion  Government. 

The  Military  Hospitals  and  Convalescent  Homes 
Commission,  with  Sir  James  Lougheed  at  its  head, 
has  already  given  a  great  deal  of  consideration  to  the 
matter,  and  has  taken  steps  to  organize  the  training 
required  in  many  parts  of  the  country.  The  complete 
establishment  of  the  system  may  be  expected  very 
soon  :for  the  Government,  by  Order-in-Council,  has 
just  adopted  a  report  of  the  Military  Hospitals  Com- 
mission, of  which  we  are  enabled  to  give  this  sum- 
mary : — 

Interim  Report 

The  report  begins  by  explaining  that  the  Commis- 
sion aims  at  benefiting  not  only  disabled  members  of 
the  Canadian  Expeditionary  Force,  but  also  disabled 
Reservists  of  the  British  and  Allied  armies  who  were 
buna  fide  residents  of  Canada  when  the  war  broke  out. 

The  Commission  has  received  the  assurance,  it  tells 
us,  of  the  active  co-operation  of  the  Provinces  and  vari- 
ous Municipalities  in  carrying  out  such  a  policy.  Tech- 
nical schools,  agricultural  colleges  and  other  public 
institutions  have  agreed  to  receive  disabled  men  for 
training,  and  many  offers  have  also  been  received  from 
private  commercial  establishments  to  provide  training 
and  subsequent  employment  when  the  men  have  be- 
come proficient. 

The  period  of  training  for  a  new  vocation  will  vary 
according  to  the  previous  education  and  industrial 
history  of  each  individual.  The  cost  of  tuition  will 
vary  in  consequence,  and  also  owing  to  the  fact  that 
in  many  cases  the  tuition  will  be  free  or  the  fees  nom- 
inal. (The  training  will  be  free  to  the  men  in  all 
cases.  If  there  is  any  charge,  it  will  be  paid  by  the 
I  )omini(  m  <  iovernment ). 

The  Commission  has  already  undertaken  the  pro- 
vision of  training  in  general  subjects  and  elementary 
vocational  work  for  all  nun  under  treatment  in  the 
various  hospitals  and  convalescent  homes  operated  by 
the  Commission,  irrespective  of  whether  or  not  such 
men  will  later  be  subjects  for  vocational  training, 
leading  to  new  occupations.  In  a  few  cases,  arrange- 
ments have  also  been  made  for  that  special  training. 

The  Commission  was  not  able,  however,  to  put 
into  operation  a  general  scheme  of  vocational  training 
until  a  scale  of  maintenance  could  be  arranged  for  the 
men  undergoing  the  training  and  for  their  dependants. 
The  Commission  has  therefore  prepared  a  scale  under 
which  a  small  sum  for  personal  expenses  will  be  grant- 
ed to  the  men  undergoing  training,  while  provision 
on  a  sliding  scale  is  made  for  married  men  and  their 
dependants,  and  for  those  unmarried  men  who  may 
have  persons  legally  dependent  upon  them. 

Here  is  the  scale  which  the  Commission  has  now 
been  empowered  to  establish.  It  will  be  understood 
throughout  that  "maximum  age"  means  Id  for  a  son 
and  17  for  a  daughter: — 

Scale  of  Payments 

1.  A  single  man,  with  pension,  fixing  in,  receives 
free  maintenance;  that  is,  board,  lodging  and  washing. 

2.  A  single  man,  with  pension,  living  out — 60c  a  day. 


3.  A  married  man,  with  pension,  living  in — free 
maintenance  and  $8  a  month,  with  the  following  addi- 
tions : — 

For  wife  having  no  children,  $35  a  month,  less 
her  husband's  pension. 

For  wife  and  one  child,  if  child  is  under  five, 
$38  ;  from  five  to  ten  years,  $39.50;  from  10  to  maxi- 
mum age,  $42.50;  less,  in  every  case,  the  amount 
of  husband's  pension  and  children's  allowances 
under  the  pension  regulations. 

For  wife  and  two  children,  from  $41  to  $47  a 
month  (less  pension  and  allowances)  according  to 
age  of  children. 

For  wife  and  three  children— $44  to  $50  (less 
pension  and  allowances),  according  to  ages. 

For  wife  and  four  children — $47  to  $53  (less 
pension  and  allowances),  according  to  ages. 

For  wife  and  five  children — $50  to  $55  (less  pen- 
sion and  allowances)  according  to  ages. 

For  wife  and  six  children — $53  to  $55  (less  pen- 
sion and  allowances),  according  to  ages. 

A  wife  with  seven  or  more  children  under  the 
maximum  age  may  be  given  the  maximum  allow- 
ance of  $55,  less  pension  and  allowances. 

All  these  allowances  for  wife  and  children  will 
be  paid  direct  to  the  wife,  unless  otherwise  thought 
fit  by  the  commission. 

4.  A  married  man  living  at  home  will  receive  60c. 
a  day.  (This,  of  course,  is  in  addition  to  the  allow- 
ances for  wife  and  children). 

5.  A  widowed  mother,  if  dependent  entirely  upon 
the  unmarried  son  who  is  receiving  training,  and  if  the 
son  made  an  assignment  of  his  pay  to  his  mother  and 
also  arranged  for  her  to  receive  separation  allowance 
while  has  was  on  service,  may  be  paid  at  the  same 
rate  as  the  wife  of  a  married  man  with  no  children. 

6.  The  parents  of  a  man  undergoing  training,  if 
both  are  old  and  past  work,  and  entirely  or  partially 
dependent  upon  him,  may  also  be  paid  at  that  rate. 

7.  The  guardian  of  a  widower's  children  (under  the 
maximum  age)  will  be  paid  monthlv: — for  one  child, 
$10;  for  two,  $17.50;  for  three,  $22;  and  $3  for  each 
child  in  excess  of  three,  with  a  maximum  of  $35. 

Payments  under  these  regulations  will  be  continued 
for  one  month  after  the  completion  of  vocational  train- 
ing, whether  the  man  has  secured  employment  or  not 

It  is  clear  that  this  system  of  allowances  w  ill  enable 
many  men  to  take  advantage  of  the  training  offered . 
by  providing  for  their  families  while  the  training  is 
being  given. 

The  President  of  the  Military  Hospitals  Commis- 
sion asks  us  to  say  that  any  further  information  desired 
by  our  readers  will  be  gladly  given  on  application  to 
the  Secretary,  at  22  Victoria  Street,  Ottawa. 


B.  C.  Branch  Civic  Improvement  League 

Mr.  Thomas  Vdams,  town  planning  adviset  to  the 
Commission  of  Conservation,  has  been  in  the  Province 
of  British  Columbia  speaking  at  various  cities  on  the 
question  of  town  planning.  At  Vancouver  he  ad- 
dressed a  large  assembly  of  delegates  representative 
of  the  various  civic  departments  and  committees  and 
the  important  associations  and  clubs,  commercial, 
scientific,  social,  etc.  Delegates  from  New  Westmin- 
ster, South  Vancouver,  North  Vancouver  and  Wesl 
Vancouver,  were  also  present.  This  meeting  was  the 
first  session  in  connection  with  the  formation  of  a 
branch  of  the  Civic  Improvement  League  of  C  anada. 
Mr.  Adams  also  visited  Victoria,  where  he  addressed 
a  meeting  of  the  Board  of  Trade. 
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Graduate  Courses  for  Engineers 

The  Most  Effective  Means  for  Practicing  Engineers  to  Secure  Advanced 
Knowledge      Success  of  the  Highway  Department  at  Columbia  University 


The  practicing  engineer  may  secure  advanced  know- 
ledge pertaining  to  modern  practice  in  his  specialty 

1>\  the  Utilization  of  one  or  more  of  the  following 
agencies:  (a)  technical  literature;  (b)  meetings  and 
transactions  of  technical  societies;  (c)  graduate  en- 
gineering courses  in  technical  institutions. 

In  technical  periodicals  may  he  found  innumerable 
articles  pertaining  to  any  one  of  the  several  fields  of 
engineering.  This  literature  is  distributed  through 
many  publications.  For  example,  the  Davis  Library 
of  Highway  Engineering  at  Columbia  University  sub- 
scribes  to  eighty  periodicals  which  contain  articles  on 
highway  engineering  or  closely  allied  subjects.  The 
experienced  highway  engineer  finds  in  this  immense 
amount  of  literature  many  articles  of  value.  As  a 
medium  for  the  average  engineer  to  secure  a  know- 
ledge of  fundamental  principles  and  reliable  informa- 
tion pertaining  to  modern  highway  engineering,  tech- 
nical literature,  as  found  in  both  books  and  periodicals, 
proves  unsatisfactory  unless  his  reading  is  directed  by 
an  expert. 

Men  interested  in  engineering  work  will,  in  most 
cases,  receive  valuable  inspiration  and  information 
From  attendance  at  meetings  and  a  perusal  of  the  liter- 
ature of  engineering  societies.  The  interchange  of 
opinions  and  experience  connected  with  the  many  prob- 
lems of  engineering,  which  is  accomplished  through 
the  medium  of  such  conferences,  is  of  inestimable 
value.  As  a  source  of  training  in  fundamentals  and 
I  he  acquisition  of  comprehensive  advanced  knowledge 
in  the  several  branches  of  engineering,  it  is  not  usu- 
ally successful. 

Courses  Open  to  Engineers 

American  educational  institutions  offer  the  follow- 
ing channels  which  are  open  to  men  who  desire  to 
equip  themselves  for  the  profession  of  engineering. 

i  1  i  A  Bachelor  of  Arts,  Bachelor  of  Philosophy,  or 
Bachelor  of  Science  collegiate  course  with  electives  in 
engineering. 

(2)  A  four-year  course  in  general  engineering. 

i  )  A  four-year  course  in  a  special  field  of  engineer- 
ing. 

i  4  i  A  graduate  engineering  course  requiring  a  bac- 
calaureate degree  and  a  total  attendance  in  educational 
institutions  of  from  five  to  six  years. 

(5)  Graduate  engineering  courses  after  having  fol- 
lowed out  one  of  the  educational  lines  outlined  above. 

By  a  judicious  utilization  of  educational  facilities, 
the  acquisition  of  an  educational  training  for  any 
given  branch  of  the  engineering  profession  may  be 
attained  by  several  combinations  of  the  courses  pre- 
viously mentioned.  For  example,  it  is  evident  that  a 
man  may  pursue  a  four-year  general  engineering 
course  devoting  one-third  time  to  the  humanities, 
one-third  to  pure  science,  and  one-third  to  the  funda- 
mentals of  engineering.  A  graduate  in  such  a  course, 
if  he  desires  to  fit  himself  to  occupy  technical  posi- 

*  Presented  before  the  Society  for  the  Promotion  of  Engineering  Educa- 
tion at  the  Univeisity  of  Virginia  Convention  on  June  20th,  1916.  by  Arthur  H. 
Blanchard.  M.Am.S.C.E..  Professor  in  charge  of  the  Graduate  Course  in 
Highway  Engineering  at  Columbia  University,  and  Consulting  Engineer, 
New  York  City. 


lions  of  responsibility  in  a  given  field  of  engineering, 
should,  after  a  few  years  of  practical  experience,  take 
advanced  engineering  courses  especially  designed  for 
practicing  engineers  in  his  chosen  specialty.  The 
limits  of  this  paper  do  not  permit  of  a  discussion  of 
tin-  relative  advantages  of  all  the  methods  of  prepara- 
tion for  an  engineering  career. 

As  used  in  this  paper,  graduate  courses  for  practic- 
ing engineers  refer  to  advanced  specialized  courses  de- 
signed primarily  for  men  who  have  taken  a  first  de- 
gree in  art,  science,  or  engineering,  who  have  acquired 
a  knowledge  of  fundamental  principles  upon  which 
such  advanced  courses  are  based,  and  who  have  had 
a  certain  amount  of  practical  experience  in  engineer- 
ing work. 

Those  Interested  in  Graduate  Courses 

Based  on  an  experience  with  graduate  courses  for 
practicing  engineers  extending  over  a  period  of  five 
years,  it  has  been  found  that  the  following  classes 
of  men  arc  interested  in  such  courses:  (a)  graduates 
of  four-year  Bachelor  of  Science  courses  in  general 
engineering  and  graduates  in  non-technical  courses 
who  wish  to  equip  themselves  for  a  special  field  of 
engineering  work:  (b)  graduates  in  civil,  chemical, 
electrical,  mechanical,  and  mining  engineering  courses 
who  come  in  contact  with  problems  or  fields  of  work 
with  reference  to  which  they  desire  detailed  informa- 
tion based  on  modern  engineering  experience;  (c) 
non-graduates  who  may  be  engineers,  chemists,  con- 
tractors, manufacturers,  or  others  interested  in  some 
special  branch  of  engineering  and  who  have  acquired 
a  sufficient  knowledge  of  the  fundamental  principles 
to  enable  them  to  carrv  on  advanced  work  satisfac- 
torily. As  a  definite  indication  of  the  demand  for 
advanced  "courses  in  special  fields  of  engineering 
will  be  cited  the  fact  that  during  the  past  five  years 
there  have  been  220  registrations  in  the  graduate 
.courses  in  highway  engineering  at  Columbia  Univer- 
sity. 

Effectiveness  of  Graduate  Courses 

The  conclusion  has  been  reached  by  experienced 
engineers  that,  if  graduate  courses  are  to  satisfactorilv 
meet  the  demands  of  the  profession,  the  following 
conditions  should  be  fulfilled: 

First,  the  courses  must  be  given  by  specialists  who 
are  acknowledged  experts. 

Second,  the  courses  must  be  given  under  such  con- 
ditions that  it  will  be  practicable  for  practicing  engi- 
neers and  others  engaged  in  engineering  work  to  take 
advantage  of  the  opportunities  offered. 

Third,  the  graduate  work  must  be  broadly  admin- 
istered so  that  the  courses  of  instruction  are  open  to 
any  mature  man  provided  he  can  satisfy  the  prere- 
quisites for  the  given  course  or  courses  which  he  de- 
sires to  take. 

Fourth,  the  content  of  the  courses  must  cover  de- 
tailed information  pertaining  to  the  most  recent  de- 
velopments of  modern  practice. 

Fifth,  the  methods  of  presentation  of  the  subject 
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matter  of  the  course  must  be  adaptable  to  the  class 
of  men  enrolled. 

Sixth,  ample  facilities  must  be  available  for  con- 
ducting' research  work  in  laboratories,  libraries  and  in 
the  field,  where  every  phase  of  the  special  field  of 
engineering  covered  by  the  graduate  courses  may  be 
investigated. 

As  an  example  of  a  plan  which  has  worked  out 
satisfactorily  in  supplying  the  demand  for  graduate 
courses  for  practicing  engineers,  certain  details  and 
facts  in  connection  with  the  Graduate  Course  in  High- 
way Engineering  at  Columbia  will  be  given.  The  ob- 
jects in  view  in  founding  this  course  were  to  elevate 
the  profession  of  highway  engineering  in  America  to 
the  plane  of  the  National  Department  of  Roads  and 
Bridges  of  France  and  to  provide  an  opportunity  for 
men  engaged  in  highway  work  to  obtain  advanced  in- 
struction and  training  under  favorable  conditions.  The 
heads  of  national,  state,  county  and  municipal  highway 
departments  should  be  broadly  educated,  thoroughly 
trained  and  experienced  specialists  in  highway  engi- 
neering and  efficient  executives.  They  should  be  able  to 
publicly  discuss  and  economically  solve  the  funda- 
mental problems  of  economics,  administration,  con- 
struction and  maintenance.  Such  men  should  have  a 
broad  educational  training  in  such  humanities  as  Eng- 
lish, history,  economics,  philosophy,  political  and  so- 
cial science.  They  should  also  be  well  grounded  in 
the  fundamentals  of  pure  and  applied  science  which 
underlie  highway  engineering  and  the  several  branches 
of  civil  engineering  which  are  utilized  in  highway 
work.  After  a  man  has  secured  his  fundamental  edu- 
cation in  engineering  and  has  had  a  certain  amount 
of  practical  experience  in  highway  work,  the  oppor- 
tune time  has  arrived  for  securing  professional  equip- 
ment through  the  medium  of  graduate  courses  in  high- 
way engineering. 

Favorable  Arrangements 

For  many  reasons  it  is  fortunate  that  the  first 
course  of  this  character  was  established  at  a  university 
presided  over  by  a  president  and  trustees  who  look 
unon  the  work  of  the  university  from  an  exceptionally 
liberal  standpoint.  While  maintaining  the  high  char- 
acter of  all  degrees  conferred,  these  men  believe  in 
opening  the  courses  of  instruction  to  any  mature  man 
provided  he  has  the  prerequisites  for  any  given  course 
and  earnestly  seeks  information.  Likewise,  it  is  for- 
tunate that  the  administrative  authorities  allowed  the 
introduction  of  an  innovation  as  far  as  the  period  of 
attendance  is  concerned.  The  arrangement  of  the 
•rraduate  work  so  that  the  several  courses  can  be  taken 
by  engineers,  chemists,  highway  officials  and  others 
desirous  of  securing  advanced  instruction  in  highway 
engineering"  under  favorable  conditions  has  been  ful- 
filled by,  first,  giving  all  graduate  courses  in  the  per- 
iod when  it  is  practicable  to  secure  leaves  of  absence, 
namely,  from  December  1st  to  April  1st,  and,  second, 
by  giving  each  course  in  a  period  ot  from  two  to 
three  weeks  in  duration.  This  latter  arrangement 
enables  men  who  are  particularly  interested  in  certain 
groups  of  subjects  or  who  are  not  able  to  he  in  at- 
tendance for  the  entire  winter  session  to  take  any 
course  or  group  of  courses,  the  prerequisites  for  which 
they  are  able  to  present. 

Scope  of  the  Course 

The  following  statement  gives  a  comprehensive 
idea  of  the  scope  of  the  Graduate  Course  and  the 


periods  in  which  the  several  courses  were  given  dur- 
ing the  1915-1916  session. 

Highway  Engineering  101 — Economics  and  Design 
of  Roads  and  Pavements.    February  23  to  March  8. 

Highway  Engineering  102 — Broken  Stone,  Gravel 
and  Other  Roads;  Brick,  Stone  Block,  Wood  Block, 
and  Cement-Concrete  Pavements.  February  9  to  Feb- 
ruary 21 . 

Highway  Engineering  103 — Bituminous  Surfaces 
and  Bituminous  Pavements.    January  7  to  fanuary  25. 

Highway  Engineering  104 — Highway  Jurispru- 
dence, Highway  Laws  and  Systems  of  Administration. 
February  23  to  A  larch  8. 

Highway  Engineering  105 — Highway  Bridges  and 
Culverts'.    December  1  to  December  21. 

Highway  Engineering  106 — Management  Engineer- 
ing.   December  1  to  December  21. 

Highway  Engineering  107 — Mechanical  Appliances 
Used  in  Highway  Engineering,  fanuary  7  to  Tanuary 
25;  • 

Highway  Engineering  108— Non-Bituminous  Road 
Materials.  Laboratory  Course.  Tanuary  7  to  Tanu- 
ary 25. 

Highway  Engineering  109 — Planning  of  Roads 
and  Road  Systems.    March  9  to  March  22. 

Highway  Engineering  110 — Planning  of  Streets 
and  Street  Systems.     December  22  to  fanuary  6. 

Highway  Engineering  111 — Seminar  in  Highway 
Engineering  Literature.  First  Session.  December 
to  March  inclusive. 

Highway  Engineering  112 — Seminar  in  Highway 
Engineering  Literature.  Second  Session.  December 
to  March  inclusive. 

Chemistry  H199 — Mining,  Manufacture,  Testing 
and  Inspection  of  Bituminous  Materials.  December  22 
to  January  6. 

Chemistry  H200— Testing  of  Bituminous  Materi- 
als.   Laboratory  Course.    January  26  to  February  8. 

Geology  PI215 — Engineering  Geology.  January  26 
to  February  8. 

Geology  H216 — Engineering  Petrography.  March 
9  to  March  22. 

Requirements  for  Degrees 

As  far  as  amount  and  character  of  educational 
work  are  concerned,  the  sixteen  courses,  which  have 
been  previously  described,  fulfil  the  requirements  for 
the  degree  of  Master  of  Science  at  Columbia  Univer- 
sity. The  University  also  requires  that  each  candi- 
date for  the  Master's  Degree  shall  be  in  residence  for 
one  collegiate  year  or  eight  months.  Candidates  for 
the  Master's  Degree  in  the  Graduate  Course  in  High- 
way Engineering  fulfil  the  requirement  in  one  of  three 
ways:  first,  by  being  in  residence  for  one  collegiate 
year  or  from  October  to  May  inclusive;  second,  by 
being  in  residence  for  two  winter  periods  from  De- 
cember to  March  inclusive;  and,  third,  by  the  distri- 
bution of  residence  over  several  years  by  being  in 
attendance  for  parts  of  three  or  more  winter  periods. 
The  university  further  requires  that  each  candidate 
lor  a  higher  degree  must  hold  a  baccalaureate  or  en- 
gineering degree  from  an  approved  institution. 

Representative  Registration 

In  considering  the  development  of  the  graduate 
course,  it  is  of  interest  to  note  the  details  of  the  re- 
cords for  registration    for    the     1915-1916  session. 
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I  w  c  ? i t  \  seven  \nu-ncan  universities  were  represented 
b)  their  graduates.  I  he  tift\  men  registered  as  (iradu- 
ate  Students  were  connected  with  the  following  fields 


of  work : 

State  highwa\   departments   8 

County  highway  departments   5 

Municipal  highway  departments   15 

Consulting  engineers'  offices   6 

contractors'  engineering  organizations   11 

University  faculties   1 

Engineering  departments  of  companies  manufac- 
turing road  and  paving  machinery   3 

Engineering,  research  and  chemical  departments 
of  companies  manufacturing  road  and  paving 
materials   1 

Widespread  Interest 


The  w  idespread  interest  in  the  graduate  course  is 


shown  by  the  following  resume  of  the  localities  from 
w  hich  the  graduate  students  came  at  the  time  of  their 
registration  for  the  l(M5-l(Mn  session:  Denmark,  New 
Zealand,  Uruguay,  Canada,  Oklahoma,  Connecticut, 
Massachusetts,  New  Jersey,  Pennsylvania,  New  York, 
North  Carolina,  Texas,  Oregon,  Maim-,  Georgia,  Louis- 
iana, and  Nebraska.  It  is  of  interest,  as  giving  indi- 
cation of  the  character  and  maturity  of  the  graduate 
students,  to  note  that  (lie  ages  of  the  men  varied  from 
twenty-two  to  forty-five  years  and  that  several  of 
them,  at  the  time  of  entrance  upon  the  graduate  course, 
were  receiving  salaries  of  $3,000  to  $5,000. 

It  is  believed  that  a  demand  for  graduate  courses 
for  practicing  engineers  exists  and  that  the  results  se- 
cured by  the  establishment  of  the  <  Graduate  Course  in 
Highway  Engineering  at  Columbia  University  may  be 
duplicated  in  all  branches  of  engineering  and  applied 
science. 


Economic  Conference  of  the  Allies 

Trade  Measures  Planned  for  the  Period  of  the  War  and  After — 
Mutual  Assistance  and  Collaboration  Among  the  Entente  Nations 


The  British  Board  of  Trade  issued  on  June  20th  the 
following  full  text  of  the  recommendations  of  the  Ec- 
onomic Conference  of  the  Allies  recently  held  in  Paris: 

I.  — The  representatives  of  the  Allied  Governments 
have  met  at  Paris  under  the  presidency  of  M.  Clemen- 
tel,  Minister  of  Commerce,  on  June  14th,  15th,  16th, 
and  17th.  1916,  for  the  purpose  of  fulfilling  the  man- 
date given  to  them  by  the  Paris  Conference  of  March 
28th,  1916,  of  giving  practical  expression  to  their  sol- 
idarity of  views  and  interests,  and  of  proposing  to 
their  respective  governments  the  appropriate  measures 
for  realizing  this  solidarity. 

II.  — They  declare  that  after  forcing  upon  them  the 
military  contest  in  spite  of  all  their  efforts  to  avoid 
the  conflict,  the  Empires  of  Central  Europe  are  to- 
day preparing,  in  concert  with  their  allies,  for  a  con- 
t.  -t  on  the  economic  plane,  which  will  not  only  sur- 
vive the  re-establishment  of  peace,  but  will  at  that 
moment  attain  its  full  scope  and  intensity. 

III.  — They  cannot  therefore  conceal  from  them- 
selves that  the  agreements  which  are  being  prepared 
for  this  purpose  between  their  enemies  have  the  ob- 
vious  object  of  establishing  the  domination  of  the  lat- 
ter over  the  production  and  the  markets  of  the  whole 
world  and  of  imposing  on  other  countries  an  intoler- 
able yoke. 

In  face  of  so  grave  a  peril  the  Representatives  of 
the  Allied  Governments  consider  that  it  has  become 
their  duty,  on  grounds  of  necessary  and  legitimate  de- 
fence, to  adopt  and  realize  from  now  onward  all  the 
measures  requisite  on  the  one  hand  to  secure  for  them- 
selves and  for  the  whole  of  the  markets  of  neutral 
countries  full  economic  independence  and  respect  for 
sound  commercial  practice,  and  on  the  other  hand  to 
facilitate  the  organization  on  a  permanent  basis  of  their 
economic  alliance. 

For  this  purpose  the  Representatives  of  the  Allied 
Governments  have  decided  to  submit  for  the  approval 
of  those  Governments  the  following  resolutions : — 

A. 

Measures  for  the  War  Period 

I. — The  laws  and  regulations  prohibiting  trading 


with  the  enemy  shall  be  brought  into  accord. 
For  this  purpose  : — 

A.  — The  Allies  will  prohibit  their  own  subjects  and 
citizens  and  all  persons  residing  in  their  territories 
from  carrying  on  any  trade  with : — 

1.  The  inhabitants  of  enemy  countries  whatever 
their  nationality. 

2.  Enemy  subjects  wherever  resident. 

3.  Persons,  firms  and  companies  whose  business  is 

controlled  wholly  or  partially  by  enemy  sub- 
jects or  is  subject  to  enemy  influence  and  whose 
names  are  included  in  a  special  list. 

B.  — They  will  prohibit  the  importation  into  their 
territories  of  all  goods  originating  in  or  coming  from 
enemy  countries. 

C.  — They  will  devise  means  of  establishing  a  system 
enabling  contracts  entered  into  with  enemy  subjects 
and  injurious  to  national  interests  to  be  cancelled  un- 
conditionally. 

II.  — Business  undertakings  owned  or  operated  by 
enemy  subjects  in  the  territories  of  the  Allies  will  all 
be  sequestrated  or  placed  under  control  ;  measures  will 
be  taken  for  the  purpose  of  winding  up  some  of  these 
undertakings  and  of  realizing  their  assets,  the  proceeds 
of  such  realization  remaining  sequestrated  or  under 
control. 

III.  — In  addition  to  the  export  prohibitions  which 
are  necessitated  by  the  internal  situation  of  each  of 
the  allied  countries,  the  Allies  will  complete  the  mea- 
sures already  taken  for  the  restriction  of  enemy  sup- 
plies, both  in  the  Mother  Countries  and  in  the  Domin- 
ions, Colonies  and  Protectorates: — - 

1.  By  unifying  the  lists  of  contraband  and  of  export 
prohibition,  and  particularly  by  prohibiting  the  export 
of  all  commodities  declared  absolute  or  conditional 
contraband ; 

2.  By  making  the  grant  of  licences  for  export  to 
neutral  countries  from  which  export  to  enemy  terri- 
tories might  take  place  conditional  upon  the  existence 
in  such  countries  of  control  organizations  approved  by 
the  Allies ;  or,  in  the  absence  of  such  organizations, 
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upon  special  guarantees  such  as  the  limitation  of  the 
quantities  exported,  supervision  by  Allied  consular 
officers,  etc. 

B. 

Transitory  Measures  for  the  Period  of  Commercial, 
Industrial,  Agricultural,  and  Maritime  Recon- 
struction of  the  Allied  Countries 

[. — The  Allies  declare  their  common  determination 
to  insure  the  re-establishment  of  the  countries  suffer- 
ing from  acts  of  destruction,  spoliation,  and  unjust  re- 
quisition, and  decide  to  join  in  devising  means  to  secure 
the  restoration  to  those  countries,  as  a  prior  claim,  of 
their  raw  materials,  industrial  and  agricultural  plant, 
stock  and  mercantile  fleet,  or  to  assist  them  to  re- 
equip  themselves  in  these  respects. 

II.  Whereas  the  war  has  put  an  end  to  all  the 
treaties  of  commerce  between  the  Allies  and  the  enemy 
powers,  and  w  hereas  it  is  of  essential  importance  that, 
during  the  period  of  economic  reconstruction  which  will 
follow  the  cessation  of  hostilities,  the  liberty  of  none 
of  the  Allies  should  be  hampered  by  any  claim  put  for- 
ward by  Enemy  Powers  to  most-favored-nation  treat- 
ment, the  Allies  agree  that  the  benefit  of  this  treat- 
ment shall  not  be  granted  to  those  powers  during  a 
number  of  years  to  be  fixed  by  mutual  agreement 
among  themselves. 

I  Hiring  this  number  of  years  the  Allies  undertake 
to  assure  to  each  other  so  far  as  possible  compensatory 
outlets  for  trade  in  case  consequences  detrimental  to 
their  commerce  result  from  the  application  of  the 
undertaking  referred  to  in  the  preceding  paragraph. 

III.  — The  Allies  declare  themselves  agreed  to  con- 
serve for  the  allied  countries,  before  all  others,  their 
natural  resources  during  the  whole  period  of  commer- 
cial, industrial,  agricultural,  and  maritime  reconstruc- 
tion, and  for  this  purpose  they  undertake  to  establish 
special  arrangements  to  facilitate  the  interchange  of 
these  resources. 

IV.  — In  order  to  defend  their  commerce,  their  in- 
dustry, their  agriculture,  and  their  navigation  against 
economic^ aggression  resulting  from  dumping  or  any 
other  mode  of  unfair  competition  the  Allies  decide  to 
fix  by  agreement  a  period  of  time  during  which  the 
commerce  of  the  enemy  powers  shall  be  submitted  to 
special  treatment  and  the  goods  originating  in  their 
countries  shall  be  subjected  either  to  prohibitions  or 
to  a  special  regime  of  an  effective  character. 

The  Allies  will  determine  by  agreement  through 
diplomatic  channels  the  special  conditions  to  be  im- 
posed during  the  above-mentioned  period  on  the  ships 
of  the  enemy  powers. 

V.  — The  Allies  will  devise  the  measures  to  be 
taken  jointly  or  severally  for  preventing  enemy  sub- 
jects from  exercising,  in  their  territories,  certain  in- 
dustries or  professions  which  concern  national  defence 
or  economic  independence. 

C. 

Permanent  Measures  of  Mutual  Assistance  and  Col- 
laboration Among  the  Allies 

I. — The  Allies  decide  to.  take  the  necessary  steps 
without  delay  to  render  themselves  independent  of  the 
enemy  countries  in  so  far  as  regards  the  raw  materials 
and  manufactured  articles  essential  to  the  norma]  de- 
velopment of  their  economic  activities. 

These  measures  should  be  directed  to  assuring  tin- 
independence  of  the  Allies  not  only  so  far  as  concerns 
their  sources  of  supply,  but  also  as  regards  their  tin 
ancial,  commercial,  and  maritime  organization. 

The  Allies  will  adopt  such  measures  as  may  seem 


to  them  most  suitable  for  the  carrying  out  of  this  reso- 
lution, according  to  the  nature  of  the  commodities  and 
having  regard  to  the  principles  which  govern  their 
economic  policy. 

They  may,  for  example,  have  recourse  either  to 
enterprises  subsidized,  directed  or  controlled  by  the 
governments  themselves,  or  to  the  grant  of  financial 
assistance  for  the  encouragement  of  scientific  and  tech- 
nical research  and  the  development  of  national  in- 
dustries and  resources;  to  customs  duties  or  prohibi- 
tions of  a  temporary  or  permanent  character;  or  to  a 
combination  of  these  different  methods. 

Whatever  may  be  the  methods  adopted,  the  object 
aimed  at  by  the  Allies  is  to  increase  production  with- 
in their  territories  as  a  whole  to  a  sufficient  extent  to 
enable  them  to  maintain  and  develop  their  economic 
position  and  independence  in  relation  to  enemy  coun- 
tries. 

II.  — In  order  to  permit  the  interchange  of  their 
products,  the  Allies  undertake  to  adopt  measures  for 
facilitating  their  mutual  trade  relations,  both  by  the 
establishment  of  direct  and  rapid  land  and  sea  trans- 
port services  at  low  rates,  and  by  the  extension  and 
improvement  of  postal,  telegraphic,  and  other  com- 
munications. 

III.  — The  Allies  undertake  to  convene  a  meeting 
of  technical  delegates  to  draw  up  measures  for  the  as- 
similation, so  far  as  may  be  possible,  of  their  laws  gov- 
erning patents,  indications  of  origin,  and  trade  marks. 

In  regard  to  patents,  trade  marks,  and  literary  and 
artistic  copyright  which  have  come  into  existence  dur- 
ing the  war  in  enemy  countries,  the  Allies  will  adopt, 
so  far  as  possible,  an  identical  procedure,  to  be  applied 
as  soon  as  hostilities  cease. 

This  procedure  will  he  elaborated  by  the  technical 
delegates  of  the  Allies. 

D. 

Whereas  for  the  purposes  of  their  common  defence 
against  the  enemy  the  Allied  Powers  have  agreed  to 
adopt  a  common  economic  policy,  on  the  lines  laid 
down  in  the  Resolutions  which  have  been  passed,  and 
whereas  it  is  recognized  that  the  effectiveness  of  this 
policy  depends  absolutely  upon  these  Resolutions  be- 
ing put  into  operation  forthwith,  the  Representatives 
of  the  Allied  Governments  undertake  to  recommend 
their  respective  governments  to  take  without  delay 
all  the  measures,  whether  temporary  or  permanent, 
requisite  for  giving  full  and  complete  effect  to  this 
policy  forthwith,  and  to  communicate  to  each  other 
the  decisions  arrived  at  to  attain  that  object. 


Foundryinen's  Convention  at  Cleveland 

The  annual  convention  of  the  American  bonndrv- 
men's  Association  and  the  American  Institute  of  Met- 
als will  be  held  during  the  week  of  September  11  at 
the  Motel  Statler,  Cleveland,  Ohio.  In  conjunction 
with  the  convention  there  will  be  an  exhibition  of 
foundry  equipment  and  accessory  machinery,  machine 
tools,  etc.,  in  the  Coliseum.  I 'resent  conditions  seem 
to  indicate  that  both  the  convention  and  exhibition 
will  surpass  any  similar  undertaking.  It  seems  that 
an  annex  will  be  required  to  house  many  of  the  ex- 
hibits. This  industrial  exhibit  will  be  one  of  the  big- 
gest and  most  complete  shows  of  its  kind  ever  held. 
At  the  meetings  of  the  convention  there  is  promise 
of  an  unusually  valuable  and  interesting  programme, 
The  papers  and  reports  that  have  been  planned  cover 
an  unusually  large  and  interesting  field  ill  regard  to 
foundry  practice. 
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Work  on  New  Union  Station,  Toronto, 

Well  Under  Way 


The  accompanying  illustrations  show  the  progress 
that  Has  been  made  on  the  new  Toronto  Union  Sta- 
tion. The  construction  work  was  started  during  the 
winter  when  excavations  for  the  foundations  were 
made.  The  concrete  piers  rest  on  bed  rock  at  a  depth 
of  about  30  feet-  The  concrete  work  is  now  complete 
and  excavation  is  being  carried  on  for  the  sub-base- 
ments,  including  machine,  furnace  and  boiler  rooms. 
Considerable  difficulty  has  been  encountered  with 
water  oozing  in  on  account  of  the  work  being  below 
lake  level.    The  rains  some  time  ago  hindered  opera- 


tions to  a  .large  extent  also,  but  excavations  were  kept 
dry  by  the  use  of  pumps  and  syphons. 

Steel  work  is  progressing  on  the  east  and  west 
wings,  the  first  floor  being  complete  and  the  second 
started.  The  delivery  of  steel  is  at  present  uncertain 
and  in  consequence  advancement  is  rather  slow.  As 
soon  as  this  is  overcome  constructional  work  is  ex- 
pected to  be  more  rapid.  A  lack  of  labor  also  hinders 
to  a  great  extent  any  very  fast  progress.  1  The  methods 
employed  on  the  foundation  work  and  the  steel  erec- 
tion have  been  in  no  way  remarkable,  standard  and 


Toronto  U.iio.i  StUion  in  progress  of  construction— looking  west  from  Bay  St. 
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Toronto  Union  Station  as  it  will  appear  when  completed. 


accepted  methods  having  been  so  far  applied.  The 
derricks  seen  in  the  illustration  are  said  to  be  among 
the  largest  in  use. 

One  cut  herewith  shows  the  architect's  perspective 
of  the  station  as  it  will  appear  when  finished.  It  will 
occupy  a  whole  block  from  I!ay  Street  to  York  Street, 
about  K50  feet,  facing  on  Front  Street.  The  other 
photos  show  recent  construction  views. 

I'.  I. vail  &  Sons  are  the  general  contractors  on  the 
work.  The  dimension  stone  is  being  supplied  by  Geo. 
(  >akley  &  Son,  Toronto,  and  will  be  obtained  from  the 
Indiana,  U.S.A.,  quarries.  Some  of  the  piers  will  con- 
tain the  largest  stones  ever  set  up  in  Canada.  The  ar- 
chitects associated  with  the  planning  of  the  building 
are  Ross  &  Macdonald,  Hugh  C.  [ones  and  [ohn  M- 
Lyle. 


A  New  British  Trade  Association 

THE  organization  of  the  United  British  Industrial 
Association,  now  in  process  of  formation,  is 
a  most  important  movement  along  industrial 
lines.  The  association  already  includes  in  its 
membership  50  leading  industrial  concerns  of  ( ireat 
Britain,  having  an  aggregate  capital  of  $250,000,000. 
It  is  aiming  at  a  membership  of  100,  and  since  the  en- 
trance fee  is  $5,000,  it  will  start  its  campaign  with  a 
fund  of  $500,000.  The  objects  of  the  association  arc- 
stated  to  be  four-fold : 

First:  The  association  is  to  deal  appropriately  with 
both  political  and  commercial  questions  as  far  as  the) 
may  affect  industry  and  trade,  feeling  that  foreign 
control  of  raw  materials  is  as  serious  a  danger  to 
British  industry  as  foreign  attempts  to  capture  our 
markets  at  home  and  abroad. 

Second:  To  represent  the  business  man  when  the 
government  is  framing  industrial  legislation  and  to  he 
consulted  by  it  in  the  same  way  as  trade  unions  are 
at  present. 

Third:  To  deal  with  labor  on  comprehensive  lines 
in  order  that  better  understanding  and  co-operation 
may  be  brought  about  between  employers  and  labor. 

Fourth:  To  organize  British  trade  interests  in  for- 
eign and  colonial  markets. 


Converting  a  Several-Part  Fall  to  a  Two-Part  Fall 

It  is  often  desired  to  use  a  derrick  for  both  heavy 
and  light  loads.  For  heavy  loads  a  five  or  six-part  fall 
block  is  frequently  required,  but  for  light  loads  this 
is  too  slow  to  be  economical.  Unreaving  the  line  and 
replacing  the  block  with  one  of  less  fall  is  tedious. 
To  overcome  this,  the  block  shown  in  the  illustration. 


shown  in  a  recent  issue  of  Engineering  and  Contract- 
ing, was  devised,  which  allows  the  change  to  he  made 
in  a  few  minutes  without  unreaving  the  line.  The 
compound  block  has  one  pulley  made  removable,  as 
shown  by  the  dotted  line,  which  when  taken  out  is  a 
complete  single  pulley  block.  To  change  the  derrick, 
this  pulley  is  removed  and  the  remainder  of  the  block 
is  hooked  to  the  boom. 
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Variability  of  the  Strength  of  Concrete 

Concrete  not  a  homogeneous  product— Its  properties  depend  on  a  number  of 
constantly  changing  conditions — Tests  conducted  by  U.S.  Bureau  of  Standards 


C"^ON(  RETE  is  not  manufactured  in  general  in 
such  a  way  as  to  insure  a  perfectly  homo- 
gencous  product.  It  is  not  made  under  rigid 
inspection  or  under  the  supervision  of  skilled 
specialists.  In  this  way  it  differs  from  many  other 
structural  materials,  such  as  steel,  of  which  the  char- 
acteristics are  well  defined.  Hie  quality  of  structural 
Steel  i>  a  constant  quantity  which  can  be  easily  and 
readily  determined  at  the  rolling  mill.  The  strength 
of  a  fabricated  structure  can  he  determined  before- 
hand by  calculation  along  defined  lines.  During  con- 
struction, the  physical  properties  of  steel  undergo  no 
change  provided  the  design  and  construction  has  been 
carried  out  along  the  lines  of  standard  practice.  So 
constant  are  the  properties  and  so  homogeneous  is 
the  product  that  the  strength  and  capacity  of  any  struc- 
ture can  be  readily  and  correctly  determined  before 
erection. 

With  concrete,  on  the  other  hand,  a  large  number 
of  v  ariable  quantities  must  be  taken  into  consideration. 
The  proportions  of  the  ingredients,  the  skill  of  the 
labor  required,  the  manner  of  placing,  the  time  of  set- 
ting, the  thoroughness  of  mixing,  temperature  and 
humidity,  exposure  to  weather  conditions — all  these, 
with  other  factors,  have  a  governing  influence  in  the 
final  quality  of  the  product.  Furthermore,  the  ma- 
terials employed  in  the  formation  of  concrete  are  ob- 
tained from  so  many  different  sources  and  differ  so 
widely  in  characteristics  that  the  quality  of  the  con 
crete  is  greatly  affected. 

Cement  is  Standardized 

Cement,  alone,  is  the  only  material  entering  into 
the  fabrication  of  concrete,  which  is  usually  subjected 
to  test.  The  manufacture  and  properties  of  Portland 
cement  have  been  made  the  subject  of  careful  study  by 
engineering  bodies,  ihe  results  of  which  are  incor- 
porated in  the  standard  specifications  of  the  American 
Society  for  Testing  Materials.  These  specifications 
furnish  a  reliable  guide  for  the  quality  of  cement,  so 
that  this  material  may  be  regarded  as  well-defined  hi 
its  properties.  But  cement  is  only  one  item  entering 
into  concrete,  and  the  strength  of  a  concrete  structure 
can  be  no  more  completely  determined  by  a  knowledge 
and  inspection  of  the  properties  of  cement  than  can 
the  strength  of  structural  steel  be  measured  by  an  an- 
alysis of  the  iron  ore  from  which  the  steel  is  to  be 
made. 

Concretes  made  with  standard  quality  cements  may 
differ  very  widely  in  strength,  depending  on  the  ag- 
gregates used ;  also,  with  the  same  cements  and  ag- 
gregates, different  workmanship  in  fabrication  may 
adect  the  strength  by  several  hundred  per  cent.  Again, 
if  concrete  is  allowed  to  dry  permanently  from  the  time 
of  mixing,  it  will  never  attain  the  strength  of  one  of 
similar  proportions  which  has  been  supplied  with 
water  occasionally  after  mixing.  There  are,  besides 
these,  other  variables,  some  of  which  are  enumerated 
above,  that  will  cause  the  strength  of  concrete  to  vary 
within  very  wide  limits,  but  one  of  the  most  important 
i>  the  quality*  of  the  aggregate  material. 

Requirements  of  an  Aggregate 

A  suitable  concrete  aggregate  should  possess  prin- 
cipally cleanliness,  strength,  homogeneity  of  struc- 


ture, and  proper  gradation  of  particles.  The  relative 
values  of  these  variables  are  difficult  to  determine  and 
imiy  differ  in  any  two  cases. 

The  coarse  aggregates  usually  employed  are  gran- 
ites, trap  rocks,  gravels,  limestones,  sandstones,  slag, 
and  coal  cinders.  The  physical  properties  of  these  ma- 
lt-rials, such  as  strength,  hardness,  porosity  and 
gradation  of  size  of  particles,  differ  very  wide- 
ly. In  any  one  of  the  materials  alone,  the 
range  in  qualities  is  often  as  great  as  between 
any  two  of  the  materials.  Cinders  are  possibly 
an  exception.  Granite  is  generally  conceded  to  be 
superior  to  limestone  as  an  aggregate,  but  so  great  is 
the  variation  of  properties  found  in  granites  that  some 
limestones  are  superior  to  many  granites.  Limestone 
is  often  favored  to  a  gravel  in  specifications  because 
it  is  believed  that  the  sharp  angular  corners  of  crushed 
limestone  aid  in  the  formation  of  a  stronger  concrete. 
Although  sharpness  and  angularity  may  contribute  to 
the  strength  of  a  green  cement,  yet  after  a  few  weeks' 
ageing,  the  adhesion  between  the  stone  and  cement 
becomes  sufficient  to  counteract  this  effect.  The  round- 
ness of  gravel  aggregate  has  advantages  in  flowing 
into  place  more  readily  and  producing  in  this  way  a 
denser  mixture  with  less  spading  and  tamping.  Gran- 
ite, as  before  stated,  is  considered  superior  to  lime- 
stone, but  if  the  two  are  available,  actual  tests  are  de- 
sirable because  the  range  in  properties  is  so  great. 

In  designing  a  concrete  structure,  knowledge  of  the 
compressive  strength  within  reasonable  limits  is  neces- 
sary, because  the  working  loads  are  based  on  an  as- 
sumed strength  value,  using  a  factor  of  safety  to 
take  care  of  all  variations  in  workmanship  and  uni- 
formity of  material,  and  to  provide  for  any  occasional 
excessive  loading.  The  factor  of  safety  cannot  be  de- 
pended upon  to  provide  for  the  differences  in  strength 
devolving  upon  the  use  of  different  aggregates  even  if 
workmanship  be  of  the  best.  Hence,  the  selection  of 
the  aggregate  must  be  carefully  exercised.  Experi- 
ence to  a  large  extent  demonstrates  the  suitability  of 
available  aggregate  materials  in  most  localities,  but 
untried  materials  should  always  be  tested  before  use 
in  structures  of  any  importance. 

The  necessity  is  emphasized  of  having  a  knowledge 
of  all  of  the  materials  entering  into  the  formation  of 
concrete,  and  of  exercising  extreme  care  in  every  phase 
of  the  manufacture,  if  the  good  quality  of  the  product 
is  to  be  assured  and  one  of  known  quality  produced. 

With  the  object  of  obtaining  exact  data  in  this  re- 
gard, the  United  States  Bureau  of  Standards  have 
been  conducting  experiments  to  observe  the  strength 
and  other  properties  of  concrete  as  affected  by  materi- 
als and  methods  of  preparation,  the  results  of  which 
are  incorporated  in  one  of  the  Bureau's  recent  techno- 
logic papers.  In  these  tests  all  the  variables  above 
noted  were  changed  in  various  combinations  and  the 
compressive  strengths  of  the  resulting  concretes  were 
measured.  In  the  following  paragraphs  some  salient 
features  of  the  tests  are  given. 

Type  of  Aggregate 

In  testing  concrete  as  affected  by  the  type  of  ag- 
gregate it  was  found  that  at  the  end  of  four  weeks 
the  range  of  compressive  strength  in  pounds  per  square 
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inch  was  as  follows: — the  limestone,  1,276  to  3,984, 
range  of  213  per  cent. ;  granite,  2,376  to  3,054,  range  of 
29  per  cent. ;  gravel,  888  to  4,126,  range  of  354  per  cent. 

Many  of  the  values  obtained  with  the  limestone  ex- 
ceeded the  highest  value  obtained  with  granite,  but 
the  average  is  greatly  reduced  on  account  of  many  low 
testing  limestones  being  included.  With  very  few  ex- 
ceptions there  is  a  gradual  increase  in  strength  with 
•age.  The  results  show  that  there  is  as  great  varia- 
tion in  the  strength  of  aggregates  of  the  same  type  as 
between  aggregates  of  different  types,  and  it  cannot 
he  said  in  general  that  any  particular  type  is  superior 
to  all  aggregates  of  any  other  type. 

All  results  seem  to  indicate  that  the  type  of  ag- 
gregate is  no  guarantee  of  strength  in  concrete,  even 
though  strength  were  alone  due  to  the  material  used, 
but  that  qualities,  such  as  hardness,  shearing  strength 
and  gradation  of  particles,  arc  all  even  more  important. 
The  range  of  qualities  in  any  of  these  types  is  very 
great  and  the  strengths  of  concretes  made  up  of  sev- 
eral different  materials  of  the  same  type  may  vary 
as  much  as  several  hundred  per  cent,  with  all  other 
controllable  factors  uniform. 

Workmanship 

To  determine  the  effect  of  workmanship,  samples 
of  concrete  were  fabricated  by  different  construction 
companies  using  different  methods  of  mixing,  and  the 
results  show  that  the  greatest  variation  in  strength  is 
due  to  the  use  of  varying  quantities  of  water,  but  using 
practically  the  same  quantity  of  water  and  all  other 
conditions  being  the  same  except  the  actual  method 
of  mixing,  variations  of  as  much  as  70  per  cent,  in 
compressive  strength  are  obtained. 

Undoubtedly  greater  uniformity  is  generally  ob- 
tained by  machine  mixing  than  by  hand  mixing.  The 
method  of  mixing  is  of  little  importance  so  long  as  it 
results  in  a  homogeneous  mass.  Using  proper  methods 
and  with  the  expenditure  of  sufficient  labor,  results 
indicate  that  as  good  concrete  can  be  obtained  by 
hand  mixing  as  by  machine  mixing,  although  it  prob- 
ably would  not  be  economical. 

Method  of  Laying 

Experiments  show  that  in  concrete  laid  under 
water  there  is  a  considerable  reduction  in  its  strength. 
The  chief  problem  is  to  keen  the  surrounding  watei 
from  segregating  the  materials  while  the  concrete  is 
deposited. 

Effect  of  Water 

The  strength  of  concrete  is  very  materially  affect- 
ed by  the  quantity  of  water  used  in  mixing  the  con- 
crete. It  was  found  that  in  the  case  of  limestone  con- 
crete the  maximum  strength  was  obtained  with  8  per 
cent,  of  water  and  in  gravel  concrete,  with  6  per  cent, 
of  water.  In  the  case  of  limestone  concrete  it  was 
found  that  3  per  cent,  excess  over  the  amount  required 
for  a  maximum  strength  caused  a  reduction  in  strength 
of  over  50  per  cent.,  while  the  use  of  3  per  cent,  less 
than  the  maximum  caused  a  reduction  of  about  33  per 
cent.  An  excessive  amount  of  water  has  even  a  more 
marked  effect  when  gravel  is  used  as  an  aggregate. 

During  the  past  few  years  it  has  become  the  prac- 
tice on  large  concrete  construction  jobs  to  mix  the 
concrete  at  a  central  point  and  convey  the  mixture  to 
the  various  parts  of  the  structure  by  means  of  a  tower 
and  chutes.  That  this  method  has  proven  very  econ- 
omical for  the  contractor  is  shown  by  its  almost  uni 
"versal  use  on  large  work;  but  the  quality  of  the  con- 
crete in  place  has  apparently  been  a  secondary  con- 


sideration. It  is  possible  that  good  quality  concrete 
is  obtained  when  the  materials  are  handled  in  this 
manner,  but  it  is  probable  that  the  strength  obtained 
is  very  much  less  than  what  it  should  be  for  the  same 
materials  properly  mixed  to  a  drier  consistency. 
Throughout  all  the  tests  where  "fluid"  and  "mushy" 
or  "quaking"  consistencies  are  used  the  "mushy"  or 
"quaking"  consistencies  invariably  give  the  greater 
strength.  The  consistency  of  the  concrete  normally 
used  in  spouting  is  usually  much  wetter  than  any  used 
in  the  test  . 

Another  fault  of  the  fluid  or  watery  consistency  is 
its  tendency  to  segregate  when  placed  in  the  form. 
The  heavy  aggregate  settles  just  below  the  chute  or 
spout,  and  the  soupy  mixture  of  cement  and  fine  sand 
or  dirt,  if  the  aggregate  be  at  all  dirty,  flows  to  the 
outer  face  and  corners  of  the  form.  It  is  this  segregi 
tion  which  undoubtedly  accounts  for  the  crazing  and 
cracking  of  the  surface  of  many  retaining  walls  and 
other  similar  structures. 

In  the  field  there  is  often  formed  in  concrete  struc- 
tures which  are  made  of  watery  mixtures  a  layer  of 
relatively  inert  tine  material,  which  floats  on  the  sur- 
face as  the  concrete  is  deposited  and  is  usually  left  in 
place  between  day's  work,  forming  a  weak  hori- 
zontal layer  or  seam  in  the  wall.  This  weak  layer,  if 
at  the  top  of  the  wall,  is  often  referred  to  as  "laitance." 
It  may  be  from  a  fraction  of  an  inch  to  several  inches 
in  thicknes  .  If  the  wall  is  exposed  to  the  weather, 
this  weak  section  may  be  cracked  and  eroded,  as  is 
often  observed  in  retaining  walls  and  arches.  This  is 
particularly  apparent  if  the  structure  is  exposed  to 
seepage  water.  Much  of  this  trouble  can  be  obviated 
by  the  use  of  drier  mixtures. 

Too  much  emphasis  can  not  he  placed  on  the  ob- 
jection to  using  an  excess  of  water  in  mixing  concrete. 

I  he  most  satisfactory  consistencies  for  concrete, 
from  the  standpoint  of  strength  and  durability,  are  the 
quaking  and  mushy  mixtures  and  the  error  should  be 
on  the  side  of  using  too  little  rather  than  too  much 
water,  providing  the  concrete  is  properly  spaded  or 
worked  into  place  in  the  forms. 

This  statement  does  not  apply  to  the  very  dry 
mixture  used  in  the  manufacture  of  concrete  blocks, 
etc.  In  the  case  of  these  products  the  mixture  should 
contain  the  maximum  quantity  of  water  which  will 
permit  of  the  immediate  removal  of  the  molds.  This 
latter  mixture  has  less  water  than  the  quaking  con- 
sistency described  above. 

Density 

With  the  same  aggregates  and  ' the  same  propor 
tion  of  cement  to  total  volume  of  aggregate  the  mix 
hue  having  the  greatest  density  will  have  a  high  and 
usually  the  highest  compressive  strength. 

Density  is  no  criterion  of  compressive  strength  of 
two  mixtures  of  an  aggregate  if  the  ratio  of  cement 
to  total  volume  of  aggregate  is  not  the  same. 

Density  is  no  criterion  of  compressive  strength  of 
two  mixtures  of  the  same  proportions  of  cement  to 
total  aggregate  if  different  aggregates  are  used,  al 
though   when  the  aggregate    arc  quite  similar  thev 
may  be  comparable. 

Exposure 

The  character  of  the  exposure  of  the  concrete  after 
molding  materially  affects  its  compressive  strength. 
If  the  original  water  is  permitted  to  evaporate  from 
(he  concrete  and  all  water  is  subsequently  excluded, 
the  compressive  strength  may  be  reduced  40  per  cent, 
or  more.    Concrete  should  preferably  be  kept  wet 
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for  several  days  OT  weeks  alter  it  is  deposited  if  the 
maximum  Strength  i>  Jo  be  attained. 

Abnormal  Methods  of  Curing 

I  he  results  of  tests  in  this  regard  arc  of  especial 
interest  to  manufacturers  in  the  concrete-products  in- 
dustry, SUCh  as  tile  and  block  makers.  [n  these  in- 
dustries the  amount  of  Hour  and  storage  spaee  can  he 
greatlj  reduced  by  shortening  the  ueeessary  time  of 
Curing.  Briefly,  the  results  show  Hiat  up  to  SO  pounds 
per  square  inch  gauge  pressure  steam  has  an  acceler- 
ating action  on  the  hardening  of  Portland  cement 
mortar  and  that  the  compressive  strength  increases 
with  the  -team  pressure  as  well  as  with  the  time  of 
exposure  to  steam.  A  compressive  strength  consider- 
ably tin  some  cases  over  100  per  cent.)  in  excess  of 
that  obtained  normally  after  ageing  for  six  weeks 
ma)  It  obtained  in  two  days  by  using  steam  under 
,  pressure  for  curing.  Furthermore,  the  steam  perm- 
anently accelerates  the  hardening  of  the  concrete  which 
subsequently  increases  iii  compressive  strength  with 
age  upon  exposure  to  the  atmosphere.  The  tests 
above  quoted,  along  with  others  which  have  been 
made,  lead  to  the  following  conclusion  in  addition  to 
the  facts  noted  above: 

The  steam-cured  mortar  or  concrete  is  of  much 
more  uniform  appearance  and  is  made  lighter  in  col- 
or than  normally  aged  mortar  or  concrete  made  from 
the  same  materials. 

The  mortar  or  concrete  should  obtain  an  initial 
sel  before  it  is  exposed  to  the  steam  treatment. 

For  steam  curing  a  "plastic"  or  "quaking"  con- 
sistency is  preferable  to  a  very  dry  or  very  wet  con- 
sistency. 

The  initial  modulus  of  elasticity  and  yield  point 
appear  to  increase  directly  with  the  steam  pressure. 

The  compressive  strength  obtained  by  steam  cur- 
ing is  directly  proportional  to  the  cement  content  of 
the  mortar. 

Gradation  of  Aggregate 

There  is  no  definite  relation  between  the  gradation 
■  •f  the  aggregate  and  the  compressive  strength  which 
is  applicable  to  any  considerable  number  of  different 

aggregates. 

Maximum  density  and  maximum  strength  are  usu- 
ally obtained  with  a  concrete  in  which  the  ratio  of 
fine  to  coarse  aggregate  is  not  less  than  1  to  3.  This 
mixture  is  usually  quite  stiff  and  therefore  more  diffi- 
cult to  handle  than  a  mixture  containing  a  larger  per- 
centage of  fine  aggregate. 

Excessive  fineness  does  not  necessarily  result  in 
a  totally  unsatisfactory  sand  for  concrete.  A  sea- 
shore sand  having  99  per  cent,  passing  a  50-mesh 
sieve,  when  mixed  with  a  good  coarse  aggregate  and 
cement,  was  found  to  give  a  satisfactory  concrete. 

Relative  Proportions 

With  the  relative  volume  of  fine  and  coarse  ag- 
gregates fixed,  the  compressive  strength  of  a  concrete 
increases  directly  as  the  cement  content,  but  not  in  a 
proportionate  ratio.  An  increase  in  the  ratio  of  cement 
to  total  fine  and  coarse,  aggregates  when  the  relative 
proportions  of  the  latter  are  not  fixed  does  not  neces- 
sarily result  in  an  increase  in  strength.  For  example, 
a  concrete  mixed  in  the  proportion  of  1  part  cement 
to  9  or  10  parts  of  total  fine  and  coarse  aggregates 
combined  so  as  to  give  a  maximum  density  may  have 
greater  strength  than  a  concrete  mixed  in  the  pro- 
portion of  1  part  cement  to  6  parts  total  of  the  same 
fine  and  coarse  aggregates,  which  are  not  combined  to 
give  a  maximum  density. 


With  very  few  exceptions  there  is  a  direct  increase 
in  strength  of  all  concretes  with  age.  The  rates  of  in- 
crease depend  upon  a  number  of  factors,  such  as  the 
rate  of  hardening  of  the  cement,  the  consistency  of  the 
mix,  method  of  mixing  and  molding,  curing,  character 
of  aggregate,  etc.,  ami  therefore  no  general  equation 
ran  be  written  to  express  the  rate  of  increase  in 
strength,  as  it  will  vary  for  every  batch  of  concrete 
in  which  the  above  factors  vary. 

Conclusions 

The  conclusions  derived  from  the  tests  are  col- 
lected in  the  following  items: — 

1.  No  standard  of  compressive  strength  can  he  assumed 
mi-  guaranteed  for  concrete  i>f  any  particular  proportions 
made  with  any  aggregate  unless  all  the  factors  entering  into 
its  fabrication  are  controlled. 

2.  A  concrete  having  a  desired  compressive  strength  is 
not  necessarily  guaranteed  hy  a  specification  requiring  only 
the  use  of  certain  types  of  materials  in  stated  proportions. 
I  >n1y  a  fractional  part  of  the  desired  strength  may  be  ob- 
tained  unless  other   factors   arc  controlled. 

:i.  The  compressive  strength  of  a  concrete  is  just  as 
much  dependent  upon  other  factors,  such  as  careful  work- 
manship and  the  use  of  the  proper  quantity  of  water  in 
mixing  the  concrete,  as  it  is  upon  the  use  of  the  proper 
quantity  of  cement. 

■i.  The  compressive  strength  of  concrete  may  be  reduced 
by  the  use  of  an  excess  of  water  in  mixing  to  a  fractional 
part  of  that  which  it  should  attain  with  the  same  materials. 
Too  much  emphasis  can  not  be  placed  upon  the  injurious 
effect  of  the  use  of  excessive  quantities  of  water  in  mixing 
concrete. 

!>.  The  compressive  strength  of  concrete  may  be  greatly 
reduced  if,  after  fabrication,  it  is  exposed  to  the  sun  and 
wind  or  in  any  relatively  dry  atmosphere  in  which  it  loses 
its  moisture  rapidly,  even  though  suitable  materials  were 
used  and  proper  methods  of  fabrication  employed. 

0.  The  relative  compressive  strength  of  concretes  to 
be  obtained  from  any  given  materials  can  be  determined  only 
by  an  actual  test  of  those  materials  combined  in  a  concrete. 

7.  Contrary  to  general  practice  and  opinion  the  relative 
value  of  several  fine  aggregates  to  be  used  in  concrete  can 
not  be  determined  by  testing  them  in  mortar  mixtures.  They 
must  be  tested  in  the  combined  state  with  the  coarse  ag- 
gregate. 

8.  Contrary  to  general  practice  and  opinion  the  relative 
value  of  several  coarse  aggregates  to  be  used  in  concrete 
can  not  be  determined  by  testing  them  with  a  given  sand  in 
one  arbitrarily  selected  proportion.  They  should  be  tested 
in  such  combination  with  the  fine  aggregate  as  will  give 
maximum  density,  assuming  the  same  ratio  of  cement  to 
total  combined  aggregate  in  all  cases. 

0.  No  type  of  aggregate  such  as  granite,  gravel,  or  lime- 
stone can  lie  said  to  be  generally  superior  to  all  other  types. 
There  arc  good  and  poor  aggregates  of  each  type. 

10.  By  proper  attention  to  methods  of  fabrication  and 
curing,  aggregates  which  appear  inferior  and  may  be  avail- 
able at  the  site  of  the  work  may  give  as  high  compressive 
strength  in  concrete  as  the  best  selected  materials  brought 
from  a  distance,  when  the  latter  are  carelessly  or  improperly 
used. 

11.  Density  is  a  good  measure  of  the  relative  com- 
pressive strength  of  several  different  mixtures  of  the  same 
aggregates  with  the  same  proportion  of  cement  to  total  ag- 
gregate. The  mixture  having  the  highest  density  need  not 
necessarily  have  the  maximum  strength,  but  it  will  have 
a  relatively  high  strength. 

12.  Two  concretes  having  the  same  density  but  com- 
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posed  of  different  aggregates  may  have  widely  different 
compressive  strength. 

13.  There  is  no  definite  relation  between  the  gradation 
of  the  aggregates  and  the  compressive  strength  of  the  con- 
crete which  is  applicable  to  any  considerable  number  of  dif- 
ferent aggregates. 

14.  The  gradation  curve  for  maximum  compressive 
strength,  which  is  usually  the  same  as  for  the  maximum 
density,  differs  for  each  aggregate. 

15.  With  the  relative  volumes  of  fine  and  coarse  ag- 
gregate fixed,  the  compressive  strength  of  a  concrete  in- 
creases directly,  but  not  in  a  proportionate  ratio  as  the  ce- 
ment content.  An  increase  in  the  ratio  of  cement  to  total 
fine  and  coarse  aggregates  when  the  relative  proportions 
of  the  latter  are  not  fixed  does  not  necessarily  result  in  an 
increase  in  strength,  but  may  give  even  a  lower  strength. 

16.  The  compressive  strength  of  concrete  composed  of 
given  materials,  combined  in  definite  proportions  and  fab- 
ricated and  exposed  under  given  conditions  can  be  deter- 
mined only  by  testing  the  concrete  actually  prepared  and 
treated  in  the  prescribed  manner. 

17.  The  results  would  indicate  that  the  compressive 
strength  of  most  concretes,  as  commercially  made,  can  be 
increased  25  to  100  per  cent,  or  more  by  employing  rigid 
inspection  which  will  insure  proper  methods  of  fabrication  of 
the  materials. 


Industrial  Wastes 

More  and  more  the  problem  of  industrial  economy 
is  receiving  its  due  attention.  One  phase  which  is  es- 
pecially gaining  in  importance  is  the  problem  pre- 
sented in  the  treatment  of  industrial  wastes,  by  which 
we  mean  such  materials  as  are  rejected  in  manufac- 
turing processes  and  are  usually  discharged  as  use- 
less sewage.  The  sanitary  engineer,  as  well  as  the 
chemist  and  economist,  is  finding  his  field  rapidly 
widening  in  this  regard.  Usually  factory  wastes  may 
be  classified  into  two  main  groups — those  which  by 
some  inexpensive  method  of  treatment  may  be  made  to 
yield  a  product  of  value  at  least  equal  to  the  cost  of 
recovery,  and  those  which  contain  no  materials  of 
value  and  are  discharged  at  once  into  a  sewer  or 
water  course,  if  such  disposal  is  permitted.  The  ef- 
fective separation  of  these  two  classes  of  waste  ma- 
terials at  their  various  sources  of  origin  is  an  import- 
ant feature  of  the  problem. 

If  these  materials  are  discharged  untreated  into 
the  sewers  they  impose  an  added  load  on  a  sewage 
treatment  plant  and  in  the  case  of  wastes  containing 
putrescible  matter,  create  a  disagreeable  nuisance. 
When  the  discharge  takes  place  into  a  water  course 
pollution  is  liable  to  develop. 

Sometimes,  however,  the  treatment  of  industrial 
waste  leads  to  the  recovery  of  valuable  by-products 
and  is  carried  on  at  a  profit.  This  feature  alone  has 
stimulated'  investigations  in  regard  to  the  recovery 
of  important  materials.  The  fact  that  increasing  ex- 
penses and  decreasing  returns  are  making  profits  less 
easy  to  obtain  has  urged  industrial  concerns  to  take 
up  this  problem  and  investigate  their  processes,  in 
order  to  reduce  their  wastes  or  recover  some  valuable 
portion  of  them  that  may  be  of  use  as  a  commercial 
product.  Many  of  the  larger  concerns  are  spending 
huge  sums  annually  for  investigation  of  this  matter, 
realizing  that  the  discovery  of  by-products  might  re- 
pay the  cost  of  investigation  and  bring  in  a  return 
that  will  more  than  balance  the  cost  of  recovery.  The 
ideas  of  economy  that  have  been  imposed  by  war  have 
also  forced  manufacturers  to  make  their  processes 
more  efficient. 


In  some  small  plants  the  facilities  of  the  large 
plant  for  making  by-products  are  lacking.  However, 
careful  inspection  by  an  outside  engineer  will  fre- 
quently show  leaks  which  can  be  stopped  at  small  ex- 
pense with  comparative  profit  to  the  manufacturer. 

The  wastes  to  be  handled  vary  considerably  with 
the  industry,  and  even  among  plants  of  the  same  in- 
dustry, according  to  the  processes  used  and  the  ma- 
terial produced.  Prevalent  waste  differs  in  various 
localities;  for  example,  in  certain  districts  the  waste 
from  the  packing  houses,  tanning  houses,  starch  works 
and  distilleries,  are  the  most  common  ;  in  others  pulp 
and  sulphite  wastes.  Seldom  does  the  manufacturer 
know  just  how  much  waste  he  is  creating.  A  thor- 
ough inspection  of  the  plant  in  all  its  details  is  valu 
able,  for  frequently  the  study  of  the  inside  working 
reveals  many  points  at  which  waste  can  be  reduced 
with  comparatively  small  expenditure  of  labor  or  ma- 
terial. 

No  general  method  of  procedure  can  be  stated,  as 
each  plant  is  usually  a  law  unto  itself.  At  times  the 
separation  of  waste  may  be  desirable,  whereas  in  other 
cases,  as  for  instance  in  tannery  works,  the  effluent 
from  one  part  of  the  plant  contains  chemicals  that 
may  be  of  material  value  in  precipitating  matter  held 
in  suspension  in  the  effluent  of  another  part  of  the 
plant.  Under  those  conditions  the  mixing  of  waste 
is  of  service. 


An  Improved  Tamper  for  Concrete 

The  illustration  shows  a  new  tamper  recently  de- 
vised for  tamping  and  agitating  wet  concrete.  This 
form  of  the  tool  allows  tamping  in  a  mix  where  the 
minimum  amount  of  water  is  used.  It  has  two  or 
three  times  the  surface  area  of  the  customary  flat  iron 
type  and  consequently  a  much  larger  area  can  be 
finished  in  a  given  time  than  with  the  usual  type.  The 


re-mixing  produced  by  it  has  an  advantageous  effect 
in  producing  a  dense  homogeneous  mass  practically 
free  from  air  and  water  voids  and  breaking  up  any 
lumpy  masses  of  concrete.  A  tamper  of  this  type  can 
be  made  in  several  shapes  and  sizes  to  suit  conditions. 
It  can  be  obtained  with  a  fiat  ribbed  surface  or  with 
square,  diagonal,  circular  or  parallel  openings,  or  with 
knife  like  blades. 


St.  Hyacinthe  Filtration  Plant 

In  a  recent  issue  of  the  Contract  Record  a  brief 
description  appears  of  the  proposed  filtration  plant  for 
the  city  of  St.  Hyacinthe,  P.O.  The  plans  and  speci- 
fications for  this  work  were  prepared  bv  Mr.  Frederick 
E.  Field. 


i  1 8 


Till-:    I'ONTKAl'T    RECORD  July  26,  1916 


Illustrating  Further  Types  of  Larger  HighM 


Eben  Fulton  Bridge. — Upper  Stewiacke,  Colchester  Co.,  old  wooden  bridge  now  replaced  by  steel  Bingay  Bridge. — Barton.  Digby 


_ 


Eben  Fulton  Bridge. — Upper  Stewiacke,  Colchester  Co.,  100  ft.  Steel  Span  on  concrete  abut- 
ments.    Erected  in  1915 


Shaws  Bridge. — Bear  River.  Digby  Co. 
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pan  Rolled  I-Beam  and  Concrete  Sinclair  Cameron  Bridge. — Bridgeville,  Pictou  Co.,  24  ft.  Span,  Concrete  Beam  and  Slab 
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Municipal  Factory  in  the  City  of  Three  River?,  Que. 


An  Innovation  in  Municipal  Organization 


The  city  of  Three  Rivers,  P.Q.,  is  making  an  ex- 
periment, so  far  as  Canada  is  concerned,  in  erecting  a 
municipal  factory,  from  plans  by  Asselin  and  Brous- 
seau,  Montreal.  The  idea  of  this  building  grew  out  of 
lack  of  immediate  factory  accommodation  for  manu- 
facturers  who  were  willing  to  accept  the  inducements 
offered  by  the  city,  through  Mr.  W.  J.  Shea,  Industrial 
and  Publicity  Commissioner,  of  cheap  power  and  la- 
bor and  tax  exemption.  These  manufacturers  did  not 
feel  called  upon  to  make  the  investment  necessary  for 
special  buildings,  neither  did  they  care  to  wait  until 
such  buildings  were  ready.  The  city  therefore  decided 
to  erect  a  factory  which  will  be  rented  to  manufactur- 
er- on  a  no-profit  basis.  The  general  contract  was  let 
to  Nobert,  Dugre,  Arsenault,  Ltd.,  of  Three  Rivers, 
and  the  heating  contract  to  Mr.  N.  Dechesne,  of  Three 
Rivers. 

The  plans  show  a  building  something  like  an  L  in 
-hape,  being  35  feet  long,  94  feet  deep  at  one  end,  48-8 
feet  deep  at  the  other,  and  55  feet  high.  It  consists  of 
four  storeys  and  a  basement,  with  a  boiler  house  12 
feet  from  the  main  building.  The  foundations  are  of 
reinforced  concrete;  the  walls  of  plastic  brick  supplied 
1>\  the  St.  Lawrence  Brick  Company;  while  the  re- 
mainder  of  the  structure  is  of  mill  construction.  Each 
Boor  i-  supported  by  28  wooden  columns.  On  the 
first  and  third  floors  are  the  women's  toilets,  and  on 
the  ground  and  second  floors  the  men's  toilets;  here 
the  floors  are  of  concrete.  The  roof  is  of  gravel.  Each 
storey  is  provided  with  a  fire  door  and  is  equipped  with 
r»rinklers,  and  at  different  points  are  two  fire  escapes. 
There  are  two  entrances,  one  on  the  ground  floor 
on  St.  George  Street,  and  the  other  at  the  rear,  the 
latter  giving  access  to  the  various  floors.  An  Otis  Fen- 
son  freight  elevator  is  to  be  installed  near  the  princi- 


pal entrance,  while  a  goods  platform  is  provided  for 
the  ground  floor.  The  building  is  exceptionally  well 
lighted  by  windows  on  all  sides. 

A  novel  feature  is  the  method  adopted  for  dispens- 
ing of  water  accumulating  on  the  different  floors  in  the 
event  of  fire.  At  the  level  of  every  floor  line  and  be- 
tween the  windows,  on  inclined  planes,  scuppers  are 
inserted  through  the  walls,  enabling  the  water  to  flow 
to  the  outside,  as  the  pressure  opens  a  small  iron  trap 
on  the  outside  face  of  the  wall,  thus  releasing  the 
.water,  and  providing  protection  to  the  floors  below. 

The  boiler  house  is  a  separate  building  of  brick 
with  concrete  foundations,  12  feet  from  the  factory- 
It  is  43  x  37  feet,  together  with  a  pump  room,  24  x  13 
feet.  The  chimney  stack  is  100  feet  high.  Provision  is 
made  for  four  boilers,  but  at  present  two  Taylor- 
Forbes  tubular  boilers  onlv  are  to  be  installed  on  con- 
crete foundations.  A  small  Smart-Turner  centrifugal 
pump  and  receiver  direct  connected  to  an  electrical 
motor,  will  be  situated  in  the  basement,  and  a  larger 
automatic  combination  steam  and  electric  pump  and 
receiver  of  the  same  make  will  be  placed  in  the  pump- 
ing room.  This  will  also  be  direct  connected  to  an 
electric  motor.  Between  the  boiler  room  and  the  main 
factory  the  supply  and  return  pipes  will  be  laid  under- 
ground in  a  trench  5  ft.  6  in.  deep.  Cast  iron  radiators 
are  to  be  set  against  the  walls  on  each  floor.  An  in- 
clined wooden  platform,  eight  feet  fr  om  the  ground, 
will  be  erected  in  front  of  the  boiler  house.  This  is 
for  the  purpose  of  receiving  and  discharging  coal;  the 
wagons  will  be  drawn  up  the  platform  and  their  con- 
tents dumped  into  coal  bins  built  on  the  ground  at  the 
side  of  the  platform-.  The  latter  is  supported  on 
wooden  posts  with  concrete  footings. 
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Modern  Brick  Road  Construction 


Use  of  Old  Foundations 

While  old  gravel  and  macadam  roads  can  be  used 
to  great  advantage  as  foundations  for  new  brick  sin- 
faces,  vet  where  such  roads  do  not  exist  it  seems  more 
advisable  that  the  foundation  be  of  Portland  cement 
concrete  rather  than  either  gravel  or  macadam,  even 
though  of  a  2-in.  greater  depth  than  the  concrete.  To 
utilize  economically  a  gravel  or  macadam  road  as  the 
base  for  a  brick  surface,  there  is  required  greater  skill 
than  where  all  the  work  is  to  be  new.  The  establish- 
ment of  the  grade  line  is  a  delicate  matter,  inasmuch 
as  a  variation  of  only  1  in.  may  require  either  undue 
.scarifying  of  the  old  surface  or  the  unwarranted  addi- 
tion of  new  gravel  or  stone  which  shall  be  united  with 
the  old.  In  order  to  establish  this  grade  line  properly 
it  is  frequently  necessary  to  cross-section  the  old  road 
at  intervals  of  50  feet,  this  depending  of  course  upon 
the  condition  of  the  surface  and  the  regularity  of  its 
profile.  After  having  worked  out  the  economic  posi- 
tion of  the  grade  line  for  each  station  along  the  line 
of  the  improvement,  it  is  usually  found  necessary  that 
the  old  surface  be  sacrificed  to  some  extent  in  order 
that  the  higher  places  may  be  removed  to  make  room 
for  a  sufficient  quantity  of  the  bed  for  the  brick,  and 
that  the  lower  places  may  be  filled  up  with  fresh  gra- 
vel or  stone  to  avoid  an  excessive  depth  of  this  bed. 
The  sacrificed,  reshaped  and  rolled  surface  should  con- 
form with  a  permissible  variation  either  way  of  Yi  in., 
to  the  contour  of  the  finished  brick  surface.  This  roll- 
ing should  be  done  with  the  roller  used  for  the  sub- 
grade  work,  and  the  compaction  of  the  material  should 
be  most  thorough. 

The  curl)  or  edging,  if  used,  may  be  built  of  con- 
crete, having  a  width  of  from  4  to  6  in.  at  the  top  and 
from  6  to  8  in.  at  the  bottom,  the  total  height  of  the 
edging  being  from  12  to  15  in-  While  the  edging  is 
not  really  necessary  as  a  pavement  feature,  yet  its 
use  is  recommended  because  of  the  great  convenience 
it  offers  as  a  guide  for  the  templet  used  to  locate  to 
a  nicety  the  areas  to  be  sacrificed.  The  edging  would 
be  constructed,  of  course,  before  any  of  the  road  is 
scarified.  With  the  edgings  completed  the  road  can 
be  scarified  and  easily  re-shaped  and  rolled  to  the  pro- 
per cross-section  and  to  an  alignment  conforming 
strictly  with  that  of  the  edgings.  Where  edgings  arc 
not  used  it  is  necessary  that  there  be  set  up  true  to 
line  and  grade  temporary  side  forms  that  will  carry 
the  templet  used  as  a  guide  for  re-shaping  the  old  road. 
From  the  expense  of  furnishing,  setting  up  and  later 
removing  these  temporary  side  forms  there  is  added 
nothing  of  value  to  the  completed  pavement.  In  view 
of  this  fact,  and  also  in  view  of  the  precision  of  align- 
ment furnished  by  the  concrete  edgings,  it  will  be  ap- 
preciated why  the  edgings  are  generally  used,  and  more 
particularly  when  it  is  considered  that  the  top  width 
of  each  edging  acts  simply  as  a  substitute  for  a  cor- 
responding widtli  of  brick  surface.  Upon  having  thus 
prepared  the  old  road  to  serve  as  a  base,  it  is  ready  to 
receive  the  bedding  course  upon  whic  h  the  brick  are 
set. 

New  Concrete  Foundation 

While  there  may  be  found  conditions  that  would 
warrant  the  construction  of  a  new  gravel  or  macadam 
foundation  to  carry  a  brick  surface,  vet  these  condi- 
tions are  rare.    The  Portland  cement  concrete  founda- 

*  By  H.  R.  Bilger,  Road  Engineer.  Illinois  Highway  Department  at 
Kansas  State  Conference  of  Highway  Engineering:. 


tion  constitutes  the  best  that  has  yel  been  devised  for 
brick  roads.  For  the  heaviest  rural  highway  traffic  in 
Illinois  I  he  fact  seems  demonstrated  by  experience  that 
for  an  IS  ft.  road  at  -I'l.-in.  concrete  base  is  entirely 
satisfactory,  and  for  a  10-ft.  one,  4  in.  will  suffice. 
These  dimensions  have  been  used  under  various  soil 
and  traffic  conditions,  and  from  every  indication  they 
arc  well  on  the  side  of  safety. 

It  has  further  been  demonstrated  that  the  mixture 
lor  these  bases  need  not  be  richer  than  1  :.C_.  :d.  This 
mixture  has  been  used  extensively  with  various  quali- 
ties of  aggregates.  With  reasonably  satisfactory  in- 
spection of  the  work  it  is  uneconomical  to  require  that 
the  line  and  the  coarse  aggregates  be  used  separately. 
I  he  use  of  mixed  aggregates,  usually  termed  un- 
screened gravel,  should  be  permitted  with  the  restric- 
tion that  one  part  by  volume  of  cement  shall  be  used 
to  each  3l/2  parts  of  tine  aggregate  contained  in  the 
gravel,  and  that  the  ratio  of  the  tine  to  the  coarse  ag- 
gregate shall  not  be  less  than  .i 1  j  to  6,  nor  greater  than 
7  to  6.  With  the  line  aggregate  ratio  running  at  the 
permissible  high  figure,  the  value  of  the  additional  ce- 
ment required  would  be  about  7  ct  per  square  yd.  of 
base.  It  has  been  learned  from  specific  cases  that 
where  unscreened  gravel  was  shipped  by  rail  for  lon- 
distances  the  saving  in  the  purchase  and  the  transpor- 
tation of  the  unscreened  material  as  against  separated 
aggregates  amounted  to  more  than  7  ct.  per  square  yd. 
of  base.  These  were  extreme  cases  in  transporting 
materials  a  long  distance,  so  under  conditions  where 
local  materials  are  available  the  saving  bv  the  use  of 
unscreened  gravel  would  be  still  more.  In  the  con- 
struction of  country  roads,  usually  having  a  width  of 
from  10  to  IX  ft.,  there  is  not  conveniently  available 
on  the  prepared  subgrade  a  sufficient  space  to  pile  and 
use  the  aggregates  separately. 

The  consistency  with  which  the  concrete  for  t  he- 
base  should  be  mixed  depends  upon  whether  the  road 
is  to  be  constructed  monolithic,  or  with  a  cushion  or 
bed  of  some  substantial  thickness  between  the  base 
and  the  brick.  If  the  latter  method  is  to  In-  followed 
the  concrete  can  be  of  a  rather  wet  consistency  in  or- 
der to  keep  down  the  cost  of  the  work,  but  of  course 
the  consistency  should  not  be  such  as  would  permit 
the  separation  of  the  aggregates.  If  the  monolithic 
method  is  to  be  followed  a  comparatively  dry  consis- 
tency is  required  in  order  that  the  brick  may  be  placed 
upon  the  concrete  almost  immediately.  For  mono- 
lithic work  it  is  essential  that  the  consistency  of  the 
concrete  be  uniform  in  order  that  local  depressions 
may  not  develop  due  to  the  weight  of  the  brick  and 
the  process  of  r< dling. 

Side  Forms,  Mortar  Bet,  etc. 

Tor  the  construction  of  a  brick  road  having  a  sand- 
cemenl  bed  wood  forms  are  permitted,  inasmuch  as 
these  forms  must  remain  in  place  until  at  least  24 
hours  after  the  pavement  is  grouted,  which  means 
about  two  weeks  after  the  concrete  base  is  laid.  'The 
expense  of  providing  a  sufficient  length  of  steel  forms 
to  remain  in  place  for  two  weeks  would  not  be  war- 
ranted bv  the  advantages  gained.  For  monolithic 
work,  however,  steel  forms  should  be  required,  for  the 
precision  of  alignment  needed  to  harmonize  with  tin- 
smoothness  of  the  pavement  can  usually  be  gotten  only 
by  their  use. 

The  specifications  of  the  Illinois  Highway  Depart- 
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ment,  edition  of  March,  1916,  provide  for  both  metb> 
ods  "t  constructing  brick  roads.  By  one  method  the 
brick  are  bedded  upon  a  M-in.  layer  of  drv  mortar  of 
a  1  to  4  mix,  and  1>\  the  other  they  are  hnilt  monolithie 
with  the  base,  a  3  16-in.  laser  of  drv  mortar  of  1  to 
3  mix  being  placed  on  the  wet  base  as  it  is  strnek  off. 
I  he  use  of  the  sand  cushion  as  such  lias  been  aban- 
doned 

the  former  method,  the  order  of  procedure  is 
practically  identical  with  that  in  which  a  sand  cushion 
used,  except  that  for  anv  particular  day's,  work  only 
such  a  length  of  the  base  is  covered  by  the  mortar  as 
can  be  covered  with  brick  the  same  day.  All  of  the 
hrick  laid  on  anv  particular  day  should  he  rolled  on 
that  day,  even  though  the  grouting  may  not  he  done 
until  a  day  or  so  later.  It  is  essential  that  the  hrick 
n<>t  he  allowed  to  remain  on  the  mortar  bed  over  night 
without  being  rolled  to  a  true  and  uniform  surface, 
for,  if  the  mortar  bed  becomes  moistened  and  sets,  no 
reasonable  amount  of  rolling  can  produce  the  smooth- 
ness desired. 

By  the  monolithic  method  with  concrete  base,  the 
mortar  bed  and  the  hrick  are  all  placed  at  practically 
the  same  time,  or  so  nearly  at  the  same  time  that 
within  a  period  of  from  5  to  15  minutes  after  the  sub- 
grade  has  been  covered  with  concrete  the  brick  are 
set  to  place.  Usually  not  more  than  10  to  IS  Hn,  ft- 
of  the  base  is  ever  exposed  without  being  covered 
with  brick. 

Immediately  upon  placing  the  concrete  on  the  sub- 
grade  it  is  roughly  leveled  off  with  shovels  to  the  ap- 
proximate thickness  desired  as  determined  by  a  light 
wood  templet  used  as  a  gauge.  For  the  success  of 
the  monolithic  construction  the  use  of  a  rigid  steel 
templet  to  strike  off  the  base  is  essential.  The  tem- 
plet thus  far  used  has  been  of  the  multiple  type,  con- 
sisting of  a  6-in.  I-beam  in  front  and  a  d-in.  channel 
behind,  the  two  being  spaced  2  ft.  apart  and  riding  On 
four  rollers  which  are  supported  by  the  steel  side 
forms.  The  lower  or  cutting  edge  of  the  front  tem- 
plet is  located  3/16  in.  below  the  corresponding  edge 
of  the  rear  templet.  W  hen  a  4-in.  brick  is  used  the 
lower  edge  of  the  rear  templet  is  set  exactly  4  in.  be- 
low the  top  of  the  steel  forms.  The  space  between 
the  two  templets  is  kept  filled  with  dry  mortar  con- 
sisting of  one  part  cement  to  three  parts  sand.  As  the 
templet  is  drawn  forward  by  a  cable  attached  to  the 
mixer  the  base  is  struck  off  to  a  smooth  surface  and 
a  3  16  in-  laver  of  the  dry  mortar  is  distributed  evenly 
over  the  wet  concrete. 

Laying  Rolling,  Grouting,  etc. 

After  the  greater  portion  of  the  culling  of  the  brick 
l-  done  at  the  pile  at  the  side  of  the  road,  the  ac- 
ceptable brick  are  carried  to  the  setters  on  pallets  and 
placed  in  stacks  upon  the  brick  pavement  with  the 
lugs  all  in  one  direction.  Inasmuch  as  the  final  roll- 
ing of  the  brick  should  be  done  within  30  min.  from 
the  time  the  concrete  is  laid,  it  is  important  that  the 
culling  after  their  having  been  laid  in  the  pavement 
be  kept  to  a  minimum.  The  brick  arc  then  set  upon 
the  mortar  by  men  standing  on  the  brick  already  laid. 
The  rolling  of  the  brick  is  usually  done  with  a  two- 
section  800  lb.  roller,  about  24  in.  in  diameter  and 
about  30  in.  long.  One  man  can  readily  operate  the 
roller. 

Tust  before  the  grouting  begins  the  surface  of  the 
brick  is  sprinkled  with  water  to  avoid  absorption  from 
the  grout.  The  grout  filler  consists  of  a  1  to  1  mix  of 
cement  and  sand,  the  sand  not  containing  more  than 
3  per  cent,  by  weight  of  organic  matter  and  clay  com- 
bined, nor  more  than  y2  of  1  per  cent,  of  organic  mat- 


ter. The  sand  should  be  rather  uniformly  graded 
From  the  finest  to  the  coarsest  particles,  and  it  should 
all  be  such  size  as  to  pass  through  a  1/16  in.  square 
nush  sieve.  Not  more  than  30  per  cent,  by  volume, 
however,  should  pass  a  sieve  having  50  mesher  to 
the  inch. 


Value  of  Hydrated  Lime  in 
.  Mortar 

The  slaking  of  quicklime  is  an  operation  which  is 
almost  invariably  carried  on  by  laborers  who  have  lit- 
tle or  no  conception  of  the  importance  of  their  task. 
As- a  result,  many  failures  have  been  charged  to  lime 
in  the  past  which  actually  were  due  to  improper  pre- 
paration during  the  slaking  operation,  and  a  new  pro- 
duct known  as  hydrated  lime,  which  has  been  offered 
widely  to  the  trade  in  recent  years  has  met  with  much 
success.  Hydrated  lime  is  a  dry  flocculent  powder 
resulting  from  the  slaking  of  quicklime  by  mechanical 
means,  with  an  amount  of  water  which  is  sufficient 
to  satisfy  the  calcium  oxide,  but  insufficient  to  make  a 
paste  or  putty.  Hydrated  lime  is  manufactured  in 
mechanical  bydrators  in  which  the  batches  of  quick- 
lime and  water  used  are  carefully  proportioned  by 
weight.  After  passing  from  the  hydrator,  the  material 
is  subjected  to  a  mechanical  system  of  separation 
which  eliminates  the  coarse  or  impure  particles  which 
may  cause  popping,  etc.  It  is  sold  in  bags  of  definite 
w  eight  and  requires  only  to  be  mixed  with  sand  and 
water  to  make  the  mortar.  Several  of  the  more  prom- 
inent manufacturers  of  hydrated  lime  employ  chem- 
ists who  regularly  superintend  the  manufacture  of 
hydrated  lime,  just  as  the  chemists  in  Portland  cement 
factories  superintend  the  proportioning  of  the  raw  mix 
going  to  the  kilns  to  be  burned  for  Portland  cement. 
The  hydrated  lime  manufactured  under  such  chemical 
supervision  is  a  reliable  product  free  from  tendencies 
which  might  give  rise  to  popping,  pitting  or  disinte- 
gration. 

Hydrated  lime  of  good  quality  may  be  used  for 
almost  any  purpose  for  which  lime  mortar  is  used, 
and  is  by  some  considered  a  more  reliable  product 
than  quicklime.  Among  the  newer  uses  may  be  men- 
tioned its  employment  in  cement  mortars  and  con- 
crete. An  addition  of  about  15  per  cent,  of  hydrated 
lime  to  cement  mortar  or  concrete  decreases  its  per- 
meability to  water,  reduces  the  cracking  due  to  shrink- 
age, etc.,  and  increases  the  plasticity  of  the  mortar  or 
concrete,  thus  preventing  separation  of  the  sand,  stone 
and  cement  and  causing  the  mixture  to  flow  and  fill 
the  forms  more  readily. 

Tests  on  Hydrated  Lime 

Tests  on  this  material  have  recently  been  per- 
formed by  Professor  Macgregor,  of  Columbia  Univer- 
sity, the  object  being  to  determine  the  strength  and 
elastic  properties  of  brick  masonry  construction  when 
laid  up  in  various  mixtures  of  mortar  in  which  hyd- 
rated lime  was  used,  and  also  to  observe  the  effect  of 
the  water  carrying  capacity  of  hydrated  lime  in  re- 
taining moisture  in  the  mortar  that  would  otherwise 
be  absorbed  by  the  bricks. 

The  investigation  consisted  in  laying  up  7  different 
sets  of  brick  piers,  8  ins.  square  and  7  ft.  high,  each 
set. consisting  of  9  piers  laid  up  in  mortar  of  different 
proportions  as  follows:  1  part  cement  to  3  parts  sand; 
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1  part  cementing  material  to  3  parts  sand,  the  cement- 
ing material  being  made  up  of  cement  supplemented 
by  the  following  percentages  of  hydrated  lime — 10,  15, 
25,  50  and  75  ;  and  finally  a  mix  of  1  part  hydrated  lime 
and  3  parts  sand.  All  mixes  and  replacements  were 
made  by  volume.  Three  piers  of  each  set  were  tested 
under  compression  to  the  point  of  rupture  at  three 
different  periods,  namely,  7,  28  and  90  days.  The 
bricks  used  in  these  piers  were  hard-burnt  face  bricks. 
Seven  common  brick  piers  were  also  set  up  with  the 
same  mortar  mixes  and  tested  at  the  end  of  28  days. 
The  object  of  this  last  series  was  to  ascertain  whether 
or  not  the  same  general  relations  would  hold  when 
common  rather  than  face  brick  were  used.  The  mor- 
tar joints  were  Y%  in.  throughout  and  headers  were 
placed  every  sixth  course.  The  results  of  the  ultimate 
strength  tests  on  face  brick  piers  are  recorded  in  the 
following  figures : 

■  Mix  No.       Age  Age  Age 

7  days       28  days       90  days 

1  2630         2840"  2840 

2  3080  3170  4435 

3  2890  3230  4300 

4  3120  3470  4170 

5  2670         3100  3820 

6  1945  2370  2720 

7  1535  1870  1950 

It  is  observed  that  there  is  an  increase  in  the 
strength  of  the  brick  columns  until  mix  No.  5  is 
passed.  This  indicates  that  reasonable  amounts  of 
hydrated  lime  in  the  mortar  aids  its  resistant  qualities. 
In  the  report  of  these  tests  the  following  three  con- 
clusions are  arrived  at : 

Eirst.  The  replacement  of  Portland  cement  by 
hydrated  lime  renders  a  more  plastic  mortar  which 
spreads  easily  on  brickwork  and  in  consequence  in- 
sures more  uniform  bedding  and  this  with  less  care. 

Second.  The  so-called  "suction"  of  the  brick  which 
steals  a  great  deal  of  moisture  from  Portland  cement 
mortars  has  been  noted  to  effect  lime-cement  mortars 
to  a  much  less  degree.  The  addition  or  replacement 
by  hydrated  lime  aids  in  the  retention  of  moisture. 

Third.  Moisture  which  is  lost  due  to  causes  cited 
probably  leaves  the  mortar  with  an  insufficient  amount 
to  completely  hydrate  or  properly  hydrate  the  Port- 
land cement,  a  condition  which  is  largely  overcome 
by  the  use  of  hydrated  lime. 

The  test  on  the  common  brick  piers  showed  the 
same  general  trend  of  results,  that  is,  that  hydrated 
lime  increased  in  general  the  strength  of  cement 
mortar. 

Less  Expensive 

One  of  the  great  advantages  of  hydrated  lime  is 
that  it  saves  material,  therebj  producing  a  saving  in 
dollars  and  tents.  For  example,  mortar  No.  L,  a  1:3 
mix  of  cement  and  sand,  contains  by  weight  KX)  lbs. 
of  Portland  cement  to  300  lbs.  of  sand.  Mixture  No. 
5,  which  is  a  1:1:6  mixture  of  Portland  cement,  hyd- 
rated lime  and  sand,  contains  by  weight  50  lbs.  of 
Portland  cement,  20  lbs.  of  hydrated  lime  and  3(X)  lbs. 
of  sand.  This  means  that  in  this  latter  mix  there  are 
70  lbs.  of  cementing  agent  to  300  lbs.  of  sand,  as  com- 
pared with  100  lbs.  of  cementing  agent  to  300  lbs.  of 
sand  in  the  case  of  mix  No.  I.  Therefore  the  saving 
in  cementing  material  is  approximately  30  per  cent., 
while  the  ultimate  strength  of  the  piers  sit  up  with 
mortar  No.  5  is  greater  than  that  of  piers  set  up  with 
mortar  No.  1.     Hence,  assuming  the  same  price  by 


weight  of  cement  and  hydrated  lime,  the  latter  pos- 
sesses an  economic  advantage  in  having  greater 
strength  at  less  expense. 


Revised  Cement  Specifications 


At  the  recent  meeting  of  the  American  Society  for 
l  esting  Materials  held  at  Atlantic  City,  X.J.,  a" /leu 
set  of  specifications  for  Portland  cement  was  recom- 
mended. After  four  years  of  labor  the  Committee  on 
Cement  presented  a  revision  of  the  requirements  for 
Portland  cement,  in  the  present  standard  specifications 
for  cement,  adopted  in  1904  and  slightly  revised  in 
1008  and  1909.  The  latest  revision  consists  in  an  en- 
tire rewriting  with  a  number  of  changes  in  the  re- 
quirements and  the  incorporation  in  them  of  the  me- 
thod of  making  the  tests.  The  requirements  for  na- 
tural cement  have  not  as  yet  been  revised,  although 
the  new  methods  of  making  tests  will  apply  to  the 
natural  as  well  as  to  the  Portland  cement. 

Below  is  given  the  clauses  of  the  specifications 
that  relate  to  the  requirements.  In  addition  there  are 
a  large  number  of  sections  relating  to  the  methods  of 
testing.  The  main  differences  between  it  and  the  old 
A.  S.  T.  M.  standards  are  as  follows: — 

Fineness  has  been  increased  from  75  per  cent,  to 
78  per  cent,  through  a  200-mesh  screen,  with  no  pre 
scription  for  the  100-mesh  screen  in  the  new  specifi- 
cation. The  permissible  SO*  content  has  been  in- 
creased from  1.75  per  cent,  to  2  per  cent,  and  the  Mg<  ) 
content  from  4  per  cent,  to  5  per  cent.  The  time  of 
initial  set  has  been  increased  from  30  tnin.  to  45  min. 
as  read  on  the  Vicat  needle  and  an  alternate  permis- 
sion to  use  the  Gillmore  needle  has  been  included.  The 
neat  test  for  tensile  strength  has  been  omitted  and 
the  28-day  tensile  requirement  for  1:3  mortar  bri- 
quettes has  been  increased  from  275  lb.  per  sq.  in.  to 
300  lb.  per  sq.  in.  The  normal  air  and  cold-water 
tests  for  soundness  have  been  eliminated  and  only 
the  steam  test  retained. 

The  first  fifteen  clauses  of  the  specifications  fol- 
low : — 

1.  Portland  cement  is  tin-  product  obtained  by  finely  pul- 
verizing clinker  produced  by  calcining  to  incipient  infusion 
an  intimate  and  properly  proportioned  mixture  of  argilla- 
ceous and  calcareous  materials,  with  no  additions  subsequent 
to  calcination  excepting  water  and  calcined  or  uncalcined 
gypsum. 

I.  Chemical  Properties 

2.  The  following  limits  shall  not  be  exceeded:— 

Loss  on  ignition,  per  cent   4  ()0 

Insoluble  residue,  per  cent   „  s- 

Sulphuric  anhydride  (SO..),  per  cent   :>  ()0 

Magnesia  (MgO);  per  cent   5  00 

II.  Physical  Properties  and  Tests 

:t.  The  specific  gravity  of  cement  shall  not  he  less  than 
3.10  (3.07  for  white  Portland).  Should  the  test  of  cement 
as  received  fall  below  this  requirement,  a  second  test  ma\ 
be  made  upon  an  ignited  sample.  The  specific  gravity  test 
will  not   be  made  unless  specifically  ordered. 

4.  The  residue  on  a  standard   No.  300  sieve  shall  not 
exceed  22%  by  weight. 

5.  A  pat  of  neat  cement  shall  remain  linn  and  hard,  and 
show  no  signs  of  distortion,  cracking,  checking,  or  disinte 
gration  in  the  steam  lest  for  soundness. 

0.  The  cement  shall  not  develop  initial  set  in  less  than 
43  mill    when  the  Vicat  needle  is  used,  or  60  min.  when  the 
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Gilmore  needle  is  used.  linal  set  shall  l>e  attained  within 
to  hr 

7.  The  average  tensile  strength  in  pounds  per  square 
inch  ol  DOt  less  than  three  standard  mortar  briquettes  (see 
P»r.  57),  composed  Oi  One  part  cement  to  three  parts  stand- 
ard sand,  by  weight,  shall  be  equal  to  or  higher  than  the 
following: — 

rest,  Tensile  Strength. 

Days         Storage  of  Test  Pieces  Lb.  per  Sq.  In. 

7  I  day  in  moist  air.    6  (lays  in  water  200 

-'S  1  day  in  moist  air.  27  days  in  water  300 

&    The  tensile  average  Strength  of  standard  mortar  at 

the  am   of  S8  days  shall  l>e  higher  than  the  strength  at  7 

days. 

III.  Packages,  Marking  and  Storage 

'.'  I'he  cement  shall  he  delivered  in  suitable  bags  or  bar- 
rcJs  with  the  brand  and  name  of  the  manufacturer  plainly 
marked  thereon,  unless  shipped  in  hulk.  A  hag  shall  contain 
!>4  lbs.  net.    A  barrel  shall  contain  376  lbs.  net. 

10.  The  cement  shall  be  stored  in  such  a  manner  as  to 
permit  easy  access  f ■  > r  proper  inspection  and  identification 
■  •I  each  shipment,  and  in  a  suitable  weather-tight  building 
which  will  protect  the  cement  from  dampness. 

IV.  Inspection 

11.  Every  facility  shall  be  provided  the  purchaser  for 
careful  sampling  and  inspection  at  either  the  mill  or  at  the 
site  of  the  work,  as  may  be  speciiied.  At  least  10  days  from 
the  time  of  sampling  shall  be  allowed  for  the  completion  of 
the  7-day  test,  and  at  least  31  days  for  the  28-day  test.  The 
cement  shall  be  tested  in  acocrdance  with  the  methods  here- 
inafter prescribed.  The  28-day  test  shall  be  waived  only 
when  specifically  ordered. 

V.  Rejection 

12.  The  cement  may  be  rejected  if.  it  fails  to  meet  any 
of  the  requirements  of  these  specifications. 

13.  Cement  shall  not  be  rejected  on  account  of  failure  to 
meet  the  fineness  requirement  if  upon  retest  after  drying  at 
100*  C.  for  one  hour  it  meets  this  requirement. 

14.  Cement  failing  to  meet  the  test  for  soundness  in 
Steam  may  be  accepted  if  it  passes  a  retest  using  a  new  sam- 
ple at  any  time  within  28  days  thereafter. 

I j.  Packages  varying  more  than  5%  from  the  speciiied 
weight  may  be  rejected;  and  if  the  average  weight  of  pack- 
ages in  any  shipment,  as  shown  by  weighing  50  packages 
taken  at  random,  is  less  than  that  specified,  the  entire  ship- 
ment may  be  rejected. 


Industrial  Uses  of  Hydro- 
Electric  Power 


At  the  present  time  the  great  steel  mills  of  this  continent 
arc  absolutely  dependent  upon  the  electric  furnace  for  the 
production  of  alloys.  The  automobile  manufacturer  is  de- 
pendent upon  another  electric  furnace  production,  aluminium, 
for  car  bodies.  The  manufacturer  of  steel  products  needs 
these  materials  for  making  tools,  and  countless  factories 
require  abrasives  which  cannot  now  be  imported,  and  which 
are  now  being  produced,  in  the  United  States  at  any  rate, 
only  by  electric  processes.  Without  acetylene  gas  and  gra- 
phite, and  other  electric  products,  many  existing  industries 
would  be  absolutely  crippled. 

So  far  as  the  products  of  electro-chemistry  are  concerned, 
it  is  found  that  the  surgeon  and  the  doctor  look  to  electric 
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plants  for  chloroform  and  disinfectants;  the  cotton  and  the 
paper  manufacturers  need  the  bleaches  produced  by  electrici- 
ty; the  user  of  soap  patronizes  the  electro-chemical  establish- 
ment, as  does  every  user  of  matches.  Gold  and  silver  min- 
ing of  the  west  requires  electric  products  to  assure  a  profit, 
and  it  is  only  lately  thai  the  United  States,  cut  off  from  its 
supply  of  Qerman  dyes,  has  found  itself  dependent  upon 
electric  products  to  supply  the  deficiency,  in  part  at  any  rate. 

I  liese  are  but  a  few  of  the  industries"  dependent  upon 
cheap  electric  power.  The  further  development  in  either 
(  anada  or  the  United  States,  or  the  inauguration  of  such 
processes  in  Canada,  is  very  largely,  if  not  altogether,  de- 
pendent upon  cheap  available,  dependable  power.  The  source 
ol  such  power  is  admittedly,  for  a  very  large  portion  of  our 
country,  water-power.  The  development  of  water-power 
in  making  available  a  supply  of  cheap  hydro-electric  energy 
in  various  parts  of  the  Dominion,  would  probably  result  in 
the  reduction  of  the  cost  to  the  consumers  of  countless  ar- 
ticles of  every-day  use,  which,  to  the  man  on  the  street,  are 
in  no  way  associated  with  hydro-electric  development. 

To  be  more  specific,  the  manufacture  of  steel  is  one  of 
the  greatest  of  the  United  States  industries,  and  is  fast  be- 
coming a  very  important  one  for  Canada.  To-day,  electric- 
ally produced  ferro-silicon  is  used  as  an  alloy  by  most  steel 
manufacturers,  with  the  result  that  the  Bessemer  process 
is  fast  becoming  obsolete.  The  essential  element  in  the 
manufacture  of  armour  plate  and  armour-piercing  projectiles, 
is  introduced  into  steel  by  the  alloy,  ferro-chromium,  strictly 
an  electric  furnace  product. 

Ferro-chrome,  another  product  of  the  electric  furnace, 
has  made  possible  the  manufacture  of  high-speed  tools,  which 
in  turn  have  tripled  the  capacity  of  our  machine  shops  and 
enhanced  the  efficiency  of  our  mechanics.  It  has  cut  to  one- 
third  the  capital  invested  in  tools  to  accomplish  a  given  vol- 
ume of  work. 

In  the  absence  of  chromium,  tungsten,  vanadium  and 
molybdenum,  all  alloys  made  by  electrical  processes,  the 
builders  of  American  battleships  and  other  weapons  of  na- 
tional defence,  and  a  large  portion  of  our  Canadian  steel 
and  metal-working  industries  and  other  industries,  would  be 
in  the  condition  of  twenty  years  ago.  The  electrical  industry 
itself  is  largely  dependent  upon  silicon  steel,  a  product  that 
does  not  age  and  does  not  wear. 

The  development  of  aeroplanes  also  calls  for  aluminium, 
and  only  with  the  abundant  production  of  cheap  electric 
energy  from  water-power  will  the  price  of  aluminium  kitchen 
utensils  come  within  the  reach  of  every  housewife. 

At  the  outbreak  of  the  war,  we  were  cut  off  from  the 
supply  of  Greek  and  Turkish  emery.  To-day  the  metal- 
working  industries  of  this  country  are  dependent  almost 
entirely  upon  electric  furnace  abrasives,  carborundum  and 
alundum.  The  manufacturer  of  agricultural  machinery,  loco- 
motives, firearms,  milling  machinery,  automobiles,  and  count- 
less other  metal  products  must  have  these  abrasives,  and 
they  can  now  be  made  only  where  waterpower  is  developed 
cheaply. 

The  electric  furnace  also  turns  out  calcium  carbide,  the 
only  source  of  acetylene,  which  is  being  so  extensively  used 
in  Canada.  The  oxy-acetylene  flame  has  become  of  intense 
value  in  the  welding  of  metals  and  the  cutting  of  steel.  This 
same  calcium  carbide  is  the  important  factor  in  the  fixtation 
of  atmospheric  nitrogen,  and  is  the  source  of  supply  upon 
which  we  may  have  to  rely  for  nitric  acid  and  nitrates  em- 
ployed in  making  munitions  of  war  and  fertilizers. 

All  the  artificial  graphite  used  in  the  world  to-day  is 
produced  at  Niagara  Falls,  by  cheap  waterpower.  Its  uses 
are  manifold.  I'ractically  the  whole  supply  of  abrasives  on 
this  continent  is  from  Niagara. 

Considering  the  products  of  electro-chemistry  alone, 
chlorine  stands  out  as  of  first  importance.     The  sterilization 
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of  water  supplies  of  countless  cities  has  been  made  pos- 
sible by  the  use  of  bleaching  powder  or  hypochlorite,  and 
in  communities  where  this  is  used  extensively,  typhoid  has 
been  largely  eliminated.  The  armies  of  Europe  use  chlorine 
to  avert  typhoid,  and  other  chlorine  products,  including 
chloroform,  are  used  surgically,  both  as  anesthetics  and  anti- 
septics. This  same  chlorine,  or  -bleach,  makes  possible  the 
manufacture  of  white  cotton  goods  and  white  writing  paper. 
Other  products  of  chlorine,  produced  electrically,  enter  into 
the  manufacture  of  soaps.  Even  into  fire  extinguishers  goes 
this  product  of  cheap  electricity. 

To  meet  the  shortage  in  coal-tar  dyes,  by  the  combina- 
tion of  chlorine  with  coal-tar  benzon  and  tuluol,  there  is  now 
beginning  to  be  produced  quantities  of  those  necessary  in- 
termediates formerly  made  and  exported  from  Germany. 

Metallic  sodium,  also  a  product  of  electricity,  is  the  basis 
for  sodium  peroxide,  which  is  used  in  generating  oxygen  for 
hospitals,  for  laboratories,  and  for  submarines  and  mine- 
rescue  apparatus.  It  also  enters  into  the  manufacture  of 
hydrogen  peroxide.  Without  sodium  cyanide,  many  gold  and 
silver  mines  could  not  possibly  operate  at  a  profit. 

These  are  but  a  few  of  the  products  of  every-day  use 
which  will  largely  depend  upon  water-power.  Many  of  these, 
a  few  years  ago,  had  no  known  value.  What  other  products 
remain  to  be  developed  with  the  growth  of  electricity,  no 
one  can  predict. 

There  can  be  no  cpiestion  regarding  the  fundamental 
and  essential  relation  of  water-power  to  the  economic  and 
industrial  situation  in  Canada. 


Canadian  Industry,  Commerce  and  Finance 

Canadian  business  men,  and  those  in  other  countries 
doing  business,  or  prepared  to  do  business  in  Canada,  have 
no  doubt  felt  the  need  of  a  concise  and  accurate  source  of 
information  concerning  Canadian  industry,  commerce  and 
finance.  Such  a  volume  has  just  been  published  by  the  In- 
dustrial and  Educational  Press,  Limited,  4".  St.  Alexander 
Street,  Montreal.  The  opening  chapters  of  the  book  are 
devoted  to  a  discussion  of  modern  business  methods  as  ap- 
plied to  Canada,  in  which  the  author  deals  with  the  three 
divisions — industry,  commerce  and  finance. 

The  "industry"  section  deals  with  each  of  the  various 
branches  of  Canada's  industrial  development,  in  point  of  ex- 
tent, production  and  possibilities.  In  his  treatise  on  com- 
merce the  author  treats  the  subject  in  all  its  phases,  foreign 
commerce,  domestic  commerce,  ocean  transportation,  inland 
water  transportation,  railroads,  etc.,  are  taken  up  in  turn  and 
the  methods  and  terms  explained.  The  various  markets  of 
the  world  are  described,  and  a  section  is  devoted  to  weights 
and  measures  in  use  the  world  over.  The  section  on  finance 
deals  with  a  wide  array  of  subjects.  The  author  first  des- 
cribes the  development  of  hanking  and  instruments  of  credit, 
and  then  deals  with  all  methods  in  present  use  describing 
each  separately — foreign  exchange,  hills  of  lading  and  ship- 
ping receipts,  etc.,  mortgages,  liens,  deeds,  stocks,  bonds,  and 
all  classes  of  insurance  are  given  attention  in  this  chapter. 
Another  useful  and  principal  feature  of  the  volume  is  the 
trade  index  or  directory  of  all  marketable  commodities  and 
Canadian  producers.  This  list  embodies  a  description  of 
most  commodities  and  and  accurate  lists  of  the  Canadian 
producers  of  each,  with  addresses. 

The  book  is  published  by  the  Industrial  and  Educational 
Press,  Limited,  Montreal,  as  a  companion  volume  to  the 
JoUrnal  of  Commerce,  of  which  the  lion.  W.  S.  •Fielding  is 
President  and  Editor-in-Chief. 

The  volume  should  prove  of  particular  value  to  the 
young  business-man  and  to  foreigners  doing  business  with 
Canadian  merchants.    The  information  is  especially  useful 


to  Canadian  merchants  at  the  present  time  when  so  many 
firms  are  beginning  to  do  an  export  trade,  to  which  a  con- 
siderable portion  of  the  book  is  devoted. 


Personal 

Mayor  R.  D.  Waugh,  of  Winnipeg,  Man.,  has  been  ap- 
pointed chairman  of  the  Commission  of  the  Greater  Win- 
nipeg Water  District,  succeeding  the  late  S.  H.  Reynolds. 

Mr.  Fred  A.  Robertson,  Science,  Toronto,  '08,  has  re- 
signed from  the  engineering  sales  stall  of  the  Canada  Ce- 
ment Co.,  Ltd.-.,  to  accept  a  position  with  the  Ontario  Hydro- 
electric Power  Commission. 

Mr.  A.  M.  Morrison,  of  the  Canadian  Engineers  of  the 
British  Army,  has  been  awarded  the  Distinguished  Conduct 
Medal  for  conspicuous  gallantry.  He  also  has  received  a 
commission  as  lieutenant  in  the  Canadian  Engineers.  At 
the  outbreak  of  war  Mr.  Morrison  was  an  engineer  engaged 
in  the  construction  of  the  Pacific  Great  Eastern  Railway  in 
British  Columbia. 


Mainly  Constructional 

East  and  West—  From  Coast  to  Coast 


Gauthier  &  Cie,  general  contractors,  Montreal.  Que., 
have  registered. 

The  Drayton  Silo  Company,  Limited.  Drayton,  Ont-,  have 
obtained  a  charter. 

The  Superior  Tile  Company.  Limited,  has  been  incor- 
porated with  a  capital  of  $40,000,  head  office,  Montreal,  Que. 

The  Manitoba  Steel  Foundries,  Limited,  has  heen  in- 
corporated with  a  capital  of  $300,000;  headquarters  at  Win- 
nipeg, Man. 

The  Chapman  Engine  &  Manufacturing  Company,  Lim- 
ited, has  been  incorporated  with  a  capital  of  $250,000,  head- 
quarters at  Duridas,  Out. 

The  building  permits  issued  at  Port  Arthur,  <  int.,  for 
April  this  year  totalled  38,  representing  a  value  of  $4!».410. 
as  compared  with  47  in  April,  1915,  value  $17,077. 

Letters  patent  of  incorporation  have  heen  issued  to  the 
Independent  Paint  &  Varnish  Company  of  Canada,  Limited. 
Capital  stock,  $200,000.     Chief  place  of  husiness.  Montreal. 

The  city  officials  of  Calgary,  Aba.,  are  endeavoring  to 
get  information  concerning  waterworks  and  filtration  plants 
of  Canada,  and  have  sent  inquiries  to  various  cities  of  the 
Dominion. 

Wentworth  county  council   have  approached   the  Hani 
ilton  hoard  of  control  in  regard  to  the  paving  of  the  Beach 
Road,  and  it  is  possible  that  a  permanent  pavement  may  In- 
laid this  year. 

The  bridge  over  the  River  Speed  at  Ilespeler.  Out  .  has 
been  completed.  The  cost  will  total  some  $30,000.  Tin- 
bridge  has  been  made  much  stronger  and  will  allow  heavier 
locomotives  to  go  over. 

The  contractors  for  the  new  G.  N.  R.  depot  at  False 
Creek  are  Messrs.  Grant.  Smith  &  Company,  and  Macdonell. 
Limited,  and  the  railway  company  have  submitted  to  the 
Vancouver  city  council  the  wages  schedule  of  the  men  to  he 
employed  on  the  construction  work.  who.  they  say.  are  all 
citizens  of  Vancouver.  The  council  is  making  a  very  strong 
protest  against  the  company  using  terra  cotta  on  the  depot 
and  on  the  sea  wall  ami  will  urge  them  to  use  British  Col- 
umbia stone. 

The  question   of  paving    Davenport    Road,   Toronto,  is 
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under  consideration.  The  city  proposes  to  macadamize  the 
road,  i>ut  the  ratepayers  ol  the  district  are  raising  objections 
and  demanding  ■  more  permanent  type  of  pavement. 

Letters  patent  of  incorporation  have  been  issued  to  Gunn. 
Richards  A  Company,  Limited,  who  will  cany  on  the  busi- 
ness ol  consulting  ami  production  engineers,  as  well  as  other 
lines  of  work,  wuh  a  capital  stock  of  $50,000;  headquarters 

at  Montreal. 

It  in  st.iteil  that  faulty  drainage  has  had  a  deteriorat- 
ing effect  "ii  the  piers  ol  the  Bank  Street  high  level  bridge 
over  the  Rideau  Canal,  Ottawa,  and  that  the  city  is  now 
finding  it  necessary  to  put  in  new  drains  and  repair  some 
ol  those  put  in  b)   the  contractors  who  erected  the  bridge. 

The  Canadian  Briscoe  Motor  Company  are  taking  over 
the  old  electric  light  building  and  premises  at  Brockville, 
»  >nt  ,  and  will  install  a  pressed  steel  plant  there  for  manu- 
facturing parts  for  auto  accessories.  T.  Storey,  the  presi- 
dent ol  the  company,  said  that  more  houses  for  workingmen 
would  be  needed  and  told  of  what  the  company  had  done 
to  erect  such  homes  in  Jackson,  Mich. 

The  excavation  for  the  Rogers  Pass  (Selkirk)  Tunnel 
was  completed  on  July  Hi.  and  the  great  enterprise  was  bap- 
tized by  His  Royal  Highness  the  Duke  of  Connaught.  There 
is  still  much  work  to  be  done  on  the  sides  and  roof,  and  it 
is  stated  tlrat  it  will  probably  be  another  two  months  or 
more  before  the  tunnel  is  put  in  operation.  A.  C,  Dennis  is 
the  superintendent  for  the  contractors,  Foley  Bros.,  Welch 
and  Stewart. 

The  survey  of  the  Ottawa-Prescott  highway  has  been 
started  from  Prescott,  as  the  first  portion  of  the  route  has 
been  definitely  selected.  It  runs  east  from  Prescott  for 
about  three  miles  to  Johnstown  and  then  north  to  Spencer- 
ville.  As  regards  the  second  portion  of  the  route,  Ottawa 
motorists  are  in  favor  of  adhering  to  the  riverside,  but 
opposition  to  this  is  met  with  from  some  of  the  municipalities 
in  North  Gower. 

No.  1  Construction  Battalion  C.  E.  F.,  continues  to 
make  steady  progress,  and  an  excellent  class  of  men  are 
being  recruited.  A  classification  has  just  been  completed 
of  the  various  trades  of  those  recruited  at  Montreal,  which 
shows  the  following:  blacksmiths,  bricklayers,  carpenters, 
concrete  workers,  construction  foremen,  draughtsmen,  sur- 
veyors, iron  workers,  locomotive  engineers,  mechanics,  min- 
ers, stationary  engineers,  trackmen,  etc.  This  is  typical  also 
of  the  Toronto  detachment,  which  is  now  over  strength. 

The  home  for  orphans  and  old  folks  which  the  1.  O.  O.  F. 
of  Manitoba  intend  to  build  in  Winnipeg  will  be  erected  in 
the  vicinity  of  the  old  agricultural  college,  where  a  site  of 
ten  acres  has  been  secured.  Steps  are  to  be  taken  at  once 
to  get  the  preliminary  work  in  connection  with  the  scheme 
completed,  with  a  view  to  having  the  home  ready  for  oc- 
cupancy next  year.  The  ultimate  height  or  capacity  of  the 
building  has  not  yet  been  decided  upon,  but  the  founda- 
tions will  be  laid  for  extensive  premises.  One  unit,  large 
enough  to  meet  the  requirements  for  the  next  five  years, 
will  be  proceeded  with  first  of  all. 

The  Granby  Consolidated  Mining,  Smelting  &  Power 
Company  is  building  at  Anyox,  B.  C,  a  large  modern  auxil- 
iary steam  power  plant,  having  a  capacity  of  approximately 
7,000  h  p.  The  work  is  being  done  by  the  Taylor  Engineer- 
ing Company,  consulting  and  contracting  engineers,  of  Van- 
couver. The  new  steam  plant  will  be  used  to  supplement 
the  present  water  power  plant  and  is  expected  to  be  in 
-crvice  towards  the  end  of  this  year.  The  total  cost  is  esti- 
mated to  be  in  the  neighborhood  of  $700,000. 

The  American  Brakeshoe  and  Iron  Castings  Company, 
of  Mohawk.  N.  J  ,  propose  to  erect  a  large  foundry  at  St. 


Thomas,  Ontt,  and  have  awarded  the  contract  for  its  erec- 
tion to  A.  E,  Pon'sford,  Limited.  The  structure  will  be  225 
x  50  feet,  one  storey  high,  and  will  be  located  adjacent  to 
the  Canada  Iron  Foundry  plant  on  Talbot  Street.  The  plant 
will  manufacture  all  the  Canadian  orders  for  the  American 
Brakeshoe  Company,  which  have  hitherto  been  made  in  the 
United  States,  and  will  employ  about  LOO  men.  C.  D.  l'ettit, 
of  New   York,  is  president. 

Arrangements  have  been  completed  and  work  is  start- 
ing on  the  new  fish  hatchery  to  be  built  at  Normandale,  Ont. 
The  main  building  will  be  of  concrete,  45  ft.  x  20  ft.,  and  will 
be  built  on  the  site  of  the  old  Hour  mill.  A  dam  will  be 
constructed  about  a  quarter  of  a  mile  west  of  the  hatchery 
to  create  a  basin  of  water  for  cooling  purposes  and  the 
water  will  be  conveyed  across  by  a  runway.  The  capacity 
will  be  about  i:2(i,nno,()(iii  fish  annually.  The  plant  will  be 
constructed  by  day  labor  under  the  superintendence  of  l>r. 
Hurt,  of  the   Department  of  Marine  and  Fisheries. 

A  scheme  was  recently  brought  before  the  council  of  the 
Ottawa  Board  of  Trade  by  Mr.  Cauchon,  C.  E.,  which  he 
proposes  as  an  alternative  to  the  Georgian  Ray  route  and 
the  enlarging  of  the  St.  Lawrence  lock  system.  Mr.  Couchon 
suggests  the  construction  of  a  canal  through  the  farming 
country  between  Cardinal  and  Ottawa  and  improvement 
works  on  the  Ottawa  River  between  the  capital  and  Mont- 
real, so  as  to  form  a  waterway  for  ocean-going  ships  from 
the  head  of  the  great  lakes  to  Montreal  in  conjunction  with 
the  new  Welland  Canal.  His  plan  is  to  use  the  Ottawa 
River  route  from  Montreal  to  Ottawa,  120  miles,  and  to 
build  a  new  canal  from  Ottawa  50  miles  across  to  Cardinal 
on  the  St.  Lawrence  above  the  rapids,  at  Lake  Ontario  level, 
utilizing  the  Welland  Canal  and  great  lakes  route  to  Port 
Arthur.  Mr.  Cauchon  estimates  that  this  plan  would  give 
a  25-foot  draft  inland  through  deep  waterway  to  tide  water, 
at  a  saving  to  this  country  of  one  hundred  millions  of  dol- 
lars over  the  cost  of  either  the  Georgian  Bay  Canal  or  the 
deepening  of  St.  Lawrence  canals. 

The  C.  P.  R.  Union  Station  at  the  city  of  Quebec  will 
be  completed  by  August  1st,  it  is  announced.  There  are  250 
men  employed  in  the  construction,  finishing  the  interiors, 
road  work  and  platforms  in  the  rear.  There  are  three  parts 
to  the  station,  the  concourse,  office  and  express  buildings. 
The  concourse  is  172  ft.  x  (>5  ft.  in  dimensions  anil  55  ft.  high; 
the  main  building  is  160  ft.  long  by  (50  ft.  wide  and  100  ft. 
high;  and  the  express  room,  150  x  50  ft.  and  50  ft.  high.  The 
floor  material  used  throughout  is  terrazzo,  except  in  the 
ticket  lobby,  where  the  floors  are  of  marble.  The  roof  of  the 
structure  is  of  copper.  A  roadway  GO  ft.  wide  and  a  12-ft. 
sidewalk  are  nearly  completed  and  the  ground  is  being  lev- 
elled all  around.  Downing,  Cook,  of  Montreal,  are  the  con- 
tractors for  the  building,  which  will  rank  amongst  Can- 
ada's finest  union  stations,  its  cost  being  in  the  neighborhood 
of  $400,000.  Its  architecture  is  in  the  old  Roman  style. 
There  will  be  eight  tracks  in  the  new  station  and  the  Fol 
lowing  companies  will  have  accommodation  when  it  is  com 
pleted:  C.  P.  R..  Transcontinental  Railway,  and  probably  tin- 
Quebec  Central  Railway,  when  the  Quebec  bridge  is  finished. 


Obituary 

As  the  result  of  an  accident,  Mr.  George  J.  Conway,  of 
the  firm  of  Archambault  and  Conway,  contractors,  Mont- 
real, died  in  Lachine  General  Hospital  on  July  14.  Mr.  Con- 
way was  superintending  some  work  on  the  roof  of  a  new 
munitions  plant  at  Lachine,  and  to  escape  being  hit  by  a 
derrick  jumped  to  another  roof,  about  L6  feet  below.  He 
was  very  severely  injured,  and  died  five  days  alter  lu-in^ 
taken  to  the  hospital.  He  bad  expected  to  go  "overseas  in 
the  fall  as  N.C.O.  in  a  pioneer  battalion. 
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News    of   Special   Interest   to  Contractors,  Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Brampton,  Ont. 

The  City  Clerk.  A.  G.  Davis,  will  re- 
ceive tenders  until  6  p.m..  July  31st,  for 
the  construction  of  about  10,000  feet  of 
sewers.     Engineer,  W.  H.  Treadgold. 

Joliette,  Que. 

The  Town  Council  propose  to  lay  as- 
phalt pavement,  estimated  to  cost  $4,000. 
Engineer,  J.  A.  Martin. 

Lethbridge,  Alta. 

Tenders  will  be  received  until  August 
5th  by  the  Commissioner  of  Works,  A. 
M.  Grace,  for  the  construction  of  a  fil- 
tration system,  with  a  capacity  of  3.000,- 
000  gallons  per  day.  Approximate  cost, 
$100,000. 

Matheson,  Ont. 

The  Town  Clerk,  F.  E.  Ginn,  will  re- 
ceive tenders  until  noon,  August  8th,  for 
the  construction  of  a  waterworks  system, 
consisting  of  steel  intake,  concrete  pump 
house  and  well,  concrete  reservoir,  tim- 
ber crib  and  wood  stave  pipe.  Engineers, 
McAuslan  &  Anderson.  McKeown  Block, 
North  Bay.    Estimated  cost,  $20,000. 

St.  Francois  Xavier,  Que. 

Work  will  start  shortly  on  the  con- 
struction of  a  drainage  system  by  day 
labor  fur  the  Municipal  Council  Clay 
pipe  will  be  used.  Approximate  cost, 
$8,000. 

Rougemont,  Que. 

Tenders  on  the  construction  of  a 
waterworks  system  will  be  received  un- 
til July  31st  by  the  Municipal  Secretary, 
T.  H.  Ledoux.  Estimated  cost,  $20,ooo. 
Engineer,  F.  Ruel,  17  Cote  Place 
D'Armes,  Montreal. 

Winnipeg,  Man. 

The  City  Council  are  considering  the 
construction  of  pavement  on  McGregor 
Street  estimated  to  cost  $20,000.  Secre- 
tary. M.  Peterson. 

The  City  Council  are  also  consider- 
ing the  construction  of  concrete  and 
asphalt  pavement  and  granolithic  side- 
walk, estimated  to  cost  $4,100.  Secre- 
tary, M.  Peterson. 

York  Township,  Ont. 

The  Township  Council  propose  to 
construct  a  waterworks  system  in  the 
district  north  of  Toronto  city  limits  and 
west  of  Yonge  Street,  at  an  approxi- 
mate cost  of  $1,000,000.  Engineer,  F. 
Barber,  57  Adelaide  Street  East,  To- 
ronto. 

CONTRACTS  AWARDED. 

St.  Leonard  de  Port  Maurice,  Que. 

The  general  contract  for  construction 
of  a  waterworks  system  has  been  lei  to 
I.  A.  Bray.  641!)  St.  Denis  Street,  Mont- 
real.   Approximate  cost,  $65,000. 

Toronto,  Ont. 

Contracts  for  paving  and  sidewalk 
construction  have  been  let  as  follows: — 


Godson  Contracting  Company,  $898; 
Constructing  and  Paving  Company, 
Confederation  Life  Building.  $1,286; 
Commissioner  of  Works,  $7,600;  Grant 
Contracting  Company,  Front  Street 
East. 

Trois  Pistoles,  Oue. 

The  Parish  Council  have  awarded  the 
contract  for  construction  of  waterworks 
system  and  sewers  to  Leon  d'Amours. 
Approximate  cost,  $33,500. 

Windsor.  Ont. 

The  Town  Council  have  awarded  a 
contract  for  construction  of  concrete 
walks  to  the  Municipal  Concrete  Com- 
pany, Ingersoll  and  Woodstock,  at 
$56,500. 

Woodstock.  Ont. 

The  City  Council  have  awarded  the 
contract  for  construction  of  reinforced 
concrete  pavement  on  Riddell  Street  to 
Brennan  &  Hollingsworth,  Hamilton. 
Engineer,  F.  J.  Ure. 


Railroads,  Bridges  and  Wharves 

North  Dorchester  Township,  Ont. 

Tenders  will  be  received  until  July 
31st  for  the  construction  of  four  rein- 
forced concrete  and  steel  bridges  tor 
the  Township  Council.  Engineer,  Chas. 
Talbot,  County  Buildings,  London. 

Victoria  County.  Ont. 

The  County  Clerk.  T.  R.  McNeillie, 
Lindsay,  will  receive  tenders  until  Au- 
gust 8th  for  the  construction  of  a  con- 
crete and  steel  bridge.  Plans  at  offices 
of  the  Clerk,  the  Engineers,  Bowman  & 
Connor,  31  Queen  Street  West,  Toronto, 
and  the  Coun  ytClerk  of  Whitby. 

CONTRACTS  AWARDED. 

Gait.  Ont. 

The  Gait  Electric  Light  Company 
have  let  the  contract  for  construction  of 
a' breakwater  and  repairs  to  a  dam  to 
Alexander  Fraser,  New  Hamburg,  Ont. 
Approximate  cost,  $10,000.  Concrete 
construction. 

Lambton  County,  Ont. 

The  contract  for  steel  required  in  the 
erection  of  a  bridge  over  Bear  Creek  for 
the  County  Council  has  been  let  to  the 
Sarnia  Bridge  Company,  176  North 
Street. 

Moose  Jaw,  Sask. 

The  City  Council  have  let  the  con- 
tract for  construction  of  a  pier  dam  to 
C.  W.  McManus  &  Co.  Approximate 
cost,  $11,000. 

Paris.  Ont. 

The  Town  Council  have  let  the  con- 
tract for  construction  of  a  concrete  and 
steel  bridge  to  the  Hamilton  Bridge 
Company,  Bay  Street  North,  Hamilton. 
Estimated  cost,  $3,500. 

Public  Buildings,  Churches 
and  Schools 

Calgary,  Alta. 

Plans  are  now  being  prepared  by  Bur- 
rell  &  McDonnell,  Old  Herald  Building, 


for  rebuilding  Central  Methodist 
Church.  Calgary  sandstone  will  be  used. 
Approximate  cost,  $40,000. 

Longue  Pointe,  Que. 

The  School  Board  propose  to  build  a 
school  at  an  approximate  cost  of  $8,000. 
Secretary,  J.  A.  Pilon,  716  Monsabrc 
Street. 

Pembroke,  Ont. 

The  Board  of  Education  are  receiving 
tenders  on  new  flooring  and  lire  escapes, 
estimated  to  cost  $5,700.  Architect,  W 
C.  Keighley,  Grand  Trunk  Building. 

Sault  Ste.  Marie,  Ont. 

The  time  for  receiving  tenders  on  the 
proposed  Court  House  has  been  extend- 
ed by  the  Provincial  Department  of  Pub- 
lic Works  until  August  1st. 

Sherbrooke,  Oue. 

The  Hospital  Board  are  considering 
the  erection  of  an  extension  to  the 
Nurses'  Home,  Pine  Street,  at  an  ap- 
proximate cost  of  $20,000.  Secretary,  S. 
E.  Francis,  67  Wellington  Street. 

Ste.  Adelaide,  Que. 

The  School  Board  contemplate  the 
erection  of  a  school,  at  an  approximate 
cost  of  $5,000.    Secretary,  C.  McKenna. 

St.  Felicien,  Que. 

The  School  Board  are  building  a 
school,  estimated  to  cost  $3,000.  Secre- 
tary, Celestin  Boulay. 

St.  Francois  Soland,  Que. 

Plans  for  an  addition  to  the  school  are 
being  prepared  by  J.  O.  Turgeon,  55  St. 
Francois  Xavier  Street.  Montreal.  Esti- 
mated cost,  $9,500. 

Winnipeg,  Man. 

The  Provincial  Department  of  Public 
Works  will  receive  tenders  between  11 
and  12  noon.  August  21st,  for  work  re- 
quired in  the  completion  of  the  new 
Parliament  Buildings.  Approximate  cost, 
$3,000,000.  Architects,  Simons  &  Pad- 
clington. 

CONTRACTS  AWARDED. 

Campbell's  Bay,  Que. 

The  general  contract  for  the  erection 
of  a  church  for  the  parish  has  been  let 
to  P.  Mousscau.  and  work  has  been  com- 
menced. Approximate  cost,  $8,500.  Ar- 
chitect, C.  Brodeur.  6:;  t'itv  Hall  Street. 
Hull. 

Cote  St.  Michel.  Que. 

The  general  contract  for  the  erection 
of  a  school  for  the  School  Board  has 
been  awarded  to  Boileau  \-  Frerc.  Island 
Street.    Approximate  cost,  $25,000. 

Creemore.  Ont. 

The  general  contract  for  the  erection 
of  a  school  has  been  let  to  Dillon  Broth- 
ers, Thornbury.  Ont.,  who  will  sublet  the 
smaller  trades.  Approximate  cost,  $25,- 
000. 

Dundurn,  Sask. 

The  general,  masonry  ami  carpentry 
contracts  for  the  erection  of  a  school 
have  been  let  to  Bigelow  Brothers,  Sas- 
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katoon.  and  the  heating  and  plumbing 
to  M   McKcnzie  &  Son. 

Hamilton.  Ont. 

The  Following  contracts  have  been  let 

for  I  he  erection  of  a  nurses"  home  for 
the  Mount  Hamilton  Hospital  Board: — 
Roofing  Dennis  &  Joselyn,  13  Walnut 
Street  North;  plastering,  Hannaford 
Brothers,  232  Uohinson  Street;  painting, 
I'    Thomson.  i:;:>3  Walnut  Street  North; 

carpentry,  J  Huckson,  ht  Belview  Ave- 
nue; tiling.  Kent  Ciarvin  Company,  Ltd., 
30  Catherine  Street  North:  wiring,  Cui- 
lev  &  Breay.  335  King  Street  West; 
plumbing  and  heating.  Adam  Clark.  7 
Main  Street  W  est;  masonry,  G.  E.  Mills. 
614  Kinfi  Street  East;  iron  work,  Can- 
ada Wire  and  Iron  Goods  Company,  182 
King  William  Street. 

Moneton.  N.B. 

The  contract  for  electrical  work  at 
the  new  Aberdeen  School  has  been  let 
t  >  Perry  Brothers,  773  Main  Street. 

Montreal.  Que. 

The  general  contract  for  interior  al- 
terations to  a  church  for  Eabrique  St. 
Jacques,  St.  Denis  Street,  has  been  let 
to  F.  Gratton,  S2  Mercier  Street,  and  the 
masonry  work  to  F.  Lemay,  147  Cher- 
rier  Street.  Approximate  total  cost, 
$4,000. 

The  general  contract  for  the  erection 
of  a  synagogue  for  the  Corporation 
Adath  [eshum,  !>41  St.  Lawrence  Boule- 
vard, has  been  let  to  M.  Fromson,  68 
Colonial  Avenue.  Tenders  may  be  re- 
quired on  rooting,  brick  work,  plumbing, 
heating  and  electrical  work.  Approxi- 
mate cost,  $8,000. 

The  general  contract  for  the  erection 
<>f  a  church  for  the  trustees  of  Notre 
Dame  of  Perpetual  Sorrows  has  been 
let  to  J.  A.  J.  Tessier.  656  Lafontaine 
Park  Street.  Brick  and  terra  cotta  con- 
struction    Approximate  cost,  $10,000. 

Ottawa,  Ont 

The  contract  for  electrical  work  re- 
quired in  the  conversion  of  the  Ladies' 
College  into  a  collegiate  has  been  award- 
ed to  Marchand  &  Donnelly,  128^ 
Sparks  Street. 

The  general  contract  for  the  erection 
of  a  dormitory  and  laundry  for  the  Wa- 
ter Street  Hospital  has  been  let  to  A. 
Pion.  1300  Papineau  Avenue.  Montreal. 
Estimated  cost.  $28,500. 

Portage  La  Prairie,  Man. 

The  general  contract  for  the  erection 
of  a  school  has  been  awarded  to  Ritchie 
&  Watters.  George  Street,  at  $33,676; 
carpentry  to  A.  McLarty,  Third  Street 
West;  and  plumbing,  heating  and  ven- 
tilating to  A.  Babb,  108  Saskatchewan 
Street  East. 

Sarnia.  Ont. 

In  connection  with  the  erection  of  a 
school  on  Stuart  Street  for  the  Separate- 
School  Board,  the  masonry  and  plaster- 
ing has  been  let  to  Gutteridge  &  Brace, 
291  Front  Street;  painting  to  Simpson  & 
Carter.  177  Front  Street;  and  heating 
and  plumbing  to  A.  Joss,  303  Front 
Street  North. 

Saskatoon.  Sask. 

In  connection  with  alterations  to  the 
Collegiate  Institute,  the  contract  for  in- 
stallation of  heating  system  has  been 
let  to  T-  Brandon,  408  Third  Street 
South,  at  $1,150. 

Sherbrooke,  Que. 

The  general  contract  for  an  addition 


to  the  First  Avenue  School  lias  been,  let 
by  the  Roman  Catholic  School  Com- 
missioners  to  the  Sherbrooke  Construc- 
tion Company,  St.  Francis  Street,  at 
$]  6,1500, 

St.  Anne  de  Stukely,  Que. 

I  In  general  contract  for  the  erection 
of  a  school  has  been  let  by  the  School 
Hoard  to  M.  Bilodeau,  Sherbrooke.  Ap- 
proximate cost,  $H,0()(). 

St.  Cyrille,  Que. 

The  School  Board  have  awarded  the 
general  contract  for  the  erection  of  a 
school  to  T.  St.  Hilare,  St.  Romuald. 
Approximate  cost,  $8,000. 

St.  Elie  D'Orford,  Que. 

The  general  contract  for  the  erection 
of  a  church  and  presbytery  for  the  Ro- 
man Catholic  congregation  has  been  let 
to  A.  O.  Bilodeau  1  Sanborn  Street, 
Sherbrooke,  at  $22,000. 

St.  Gregoire  le  Thaumaturge,  Que. 

The  School  Board  have  awarded  the 
general  contract,  for  the  erection  of  a 
school  to  Martineau  &  I'renoveau,  643 
Herri  Street,  Montreal.  Estimated  cost, 
$140,000. 

St.  Leonard  de  Port  Maurice,  Que. 

The  following  contracts  have  been  let 
in  connection  with  the  school  now  being 
built  by  T.  &  D.  Boileau.  546  Fabre 
Street,  Montreal: — Masonry,  A.  Fre- 
nette.  443  Gamier  Street,  Montreal;  cut 
stone,  Morrison  Quarry  Company,  204 
St.  James  Street,  Montreal;  plastering, 
S.  Dausereau,  81  Knox  Street,  Montreal; 
roofing,  heating  and  plumbing,  Treni- 
blay  &  Franceour,  25  St.  Julie  Street, 
Montreal;  electrical  work,  J.  A.  St. 
Amour.  2173  St.  Denis  Street,  Montreal. 
Approximate  cost  of  building,  $25,000. 

Stanstead,  Que. 

The  general  contract  for  the  erection 
of  a  church  for  the  Roman  Catholic 
congregation  has  been  awarded  to  A.  D. 
Desilet,  6  Drummond  Street,  Sher- 
brooke, at  $22,725. 


Business  Buildings  and  Indus- 
trial Plants 

Charlottetown  .P.E.I. 

<  Ihappell  &  Hunter,  DesBresay  Block, 
have  prepared  plans  for  an  addition  to 
the  boiler  room  of  Davis  &  Fraser.  esti- 
mated to  cost  $$6,000.  Steel,  brick  and 
concrete  construction. 

Grand  Rapids,  Man. 

The  Manitoba  Power,  Pulp  and  Paper 
Company,  Ltd.,  Winnipeg,  propose  to 
build  a  sawmill  this  year  and  pulp  and 
paper  plants  next  spring.  Plans  are 
nearly  complete  for  the  dam.  docks  and 
mills.  Approximate  cost  of  plant, 
$2,000,000. 

Hamilton.  Ont. 

Plans  have  been  prepared  for  altera- 
tions to  premises  for  the  Appleford 
Counter  Check  Book  Company,  estimat- 
ed to  cost  $7,500.  Work  will  be  done  by 
owners.    Brick  construction. 

Nans  have  been  drawn  for  a  garage 
to  be  built  by  T.  Launders,  47  Myrtle 
Avenue,  at  an  approximate  cost  of 
$4,500.    Brick  construction. 

The  United  Gas  and  Fuel  Company. 
141  Park  Street  North,  propose  to  make 
alterations  and  additions  to  their  plant, 
at  an  approximate  cost  of  $5,000.  Plans 
have  been  prepared. 

The  City  Council  are    having  plans 


prepared  for  an  addition  to  the  pumping 
station,  estimated  to  cost  $70,000.  Chief 
Engineer,  James  Bain. 

Harrow.  Ont. 

The  planing  mill  of  C.  F.  Smith  is  to 
be  rebuilt  by  day  labor,  at  an  approxi- 
mate cost  of  $10,000.  Cement  block  con- 
struction. 

Horton  Township,  Ont. 

The  O'Brien  Munition,  Ltd.,  have 
started  razing  old  buildings,  preparatory 
to  the  construction  of  three  new  build- 
ings, at  an  approximate  total  cost  of 
$6,500.  Frame  and  corrugated  iron  con- 
struction. 

Hull,  Que. 

Charles  Brodeur,  63  City  Hall  Street, 
is  preparing  plans  for  two  stores  and 
tlats  to  be  built  for  T.  Gratton,  Mont- 
calm Street,  at  an  approximate  cost  of 
$17,500.    Brick  veneer  construction. 

London,  Ont. 

Plans  are  being  prepared  for  a  grain 
elevator  to  be  built  for  the  Hunt  Milling- 
Company,  363  Richmond  Street,  at  an 
approximate  cost  of  $40,000.  Architects, 
Tromanhauser  &  Son,  Temple  Building, 
Toronto.  Reinforced  concrete  and  white 
brick  construction. 

Plans  are  being  prepared  for  an  addi- 
tion to  the  premises  of  the  C  anada  Cer- 
eal Mills  Company.  White  brick  con- 
struction. Estimated  cost,  $10,000.  Man- 
ager, J.  A.  Barnard. 

Montreal,  Que. 

W.  Rutherford  &  Son.  425  Atwater 
Avenue,  have  commenced  the  erection 
of- a  storage  building,  estimated  to  cost 
$8,000.    Frame  construction. 

Parry  Sound,  Ont. 

William  Beatty  Company,  Ltd.,  James 
Street,  are  receiving  tenders  for  the 
erection  of  an  addition  to  their  prem- 
ises, estimated  to  cost  $20,000.  Brick 
construction.  Architect,  Tames  Thomp- 
son, 43  Victoria  Street,  Toronto. 

Pembroke.  Ont. 

The  Pembroke  Electric  Light  Com- 
pany will  receive  tenders  until  July  29th 
for  the  erection  of  a  sub-station,  esti- 
mated to  cost  $303,000.  Brick  and  rein- 
forced concrete  construction. 

Port  Arthur,  Ont. 

Tenders  are  now  being  received  for 
the  erection  of  an  extension  of  the  round 
house  and  machine  shop  of  the  Canadian 
Northern  Railway.  Architect,  I.  Scho- 
field,  Room  461.  Union  Station,  Winni- 
peg. Plans  also  with  J.  E.  Nelson,  24 
Regent  Street,  Port  Arthur. 

Sherbrooke,  Que. 

H.  G.  James,  Whiting  Block,  is  pre- 
paring plans  for  extensions  to  a  machine 
shop,  estimated  to  cost  $70,000.  Con- 
crete and  steel  construction. 

Simcoe.  Ont. 

The  Unique  Shoe  Company  have  com- 
menced the  erection  of  a  factory  by  day 
labor,  under  the  supervision  of  F.  Hard- 
man.  Mill  and  brick  construction.  Ap- 
proximate cost,  $12,000. 

St.  Thomas,  Ont. 

The  Monarch  Knitting  Company, 
Ltd.,  Dunnville,  Out.,  propose  to  build 
a  mill  at  an  approximate  cost  of  $50,000. 
President,  F.  R.  Lawlor.  Dunnville. 

Sydney,  N.S. 

The  Atlantic  Milling  Company,  Pic- 
tou,  contemplate  the  erection  of  a  flour 
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mill,  at  an  approximate  cost  of  $60,000. 
Manager,  J.  W.  Smith. 

Thorold.  Ont. 

The  Toronto-Niagara  Power  Com- 
pany have  started  work  on  the  erection 
of  a  transformer  house,  estimated  to 
cost  $100,000. 

Toronto.  Ont. 

Tenders  on  all  trades  required  in  the 
erection  of  a  store  and  apartment  Mock 
at  Clinton  and  Harbord  Streets  are  be- 
ing received  by  Mrs.  Greespan,  75  Bald- 
win Street.  Brick  construction.  Ap- 
proximate cost,  $1 0.000. 

Tenders  are  now  being  received  by  B. 
Brown,  37  Yonge  Street,  for  alterations 
and  additions  to  premises  for  M.  Pullan 
&  Son,  67  Bay  Street.  Estimated  cost, 
$4,000. 

Plans  of  a  theatre  to  be  built  on  Ger- 
rard  Street  East  for  Kedwav  &  Rich- 
ardson have  been  prepared  by  G.  1 ). 
Redmond,  33  Fairview  Boulevard.  Steel, 
stone  and  brick  construction.  Estimat- 
ed cost,  $25,000. 

A  project  is  now  on  foot  for  the  erec- 
tion of  a  large  hotel  on  Yonge  Street,  at 
an  approximate  cost  of  $3,000,000.  The 
Dovercourt  Land,  Building  and  Savings 
Company  are  interested  in  the  scheme, 
as  well  as  W.  ].  Statler,  Ellicott  Square. 

Buffffalo,  N.Y. 

The  Canadian  Allis-Chalmers  Com- 
pany propose  to  build  a  shed  at  Daven- 
port Road  and  Lansdowne  Avenue,  es- 
timated to  cost  $3,600.  Brick  and  gal- 
vanized iron  construction. 

CONTRACTS  AWARDED. 

Burford.  Ont. 

The  general  contract  for  the  erection 
of  a  plant  for  the  Canadian  Milk  Pro- 
ducts Company,  Mail  Building,  Toronto, 
lias  been  let  to  Schultz  Brothers,  Brant- 
ford.  Approximate  cost,  $100,000.  Glazed 
brick  construction. 

Calgary,  Alta. 

In   connection    with    the   erection  oi 
stores  and  offices  for  F.   Kilbourn,  309 
Herald  Building,  the  contract  for  heat 
ing  has  been  awarded  to  bred  Lepper, 
17.il  Seventh  Avenue  N.W. 

Chatham.  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  (it  the 
American  Pad  and  Textile  Company  has 
been  let  to  Wells  &  Gray.  Confederation 
Life  Building,  Toronto.  Estimated  cost, 
$40,000. 

Edmonton.  Alta. 

The  contract  for  construction  ol  a 
machine  shop  lor  the  Canadian  North- 
ern Railway  has  been  awarded  to  Nes- 
bitt  &  Co..  10241!  Ninety-fifth  Street.  Ap- 
proximate cost,  $19,500, 

The  general  contract  for  the  erection 
of  a  storehouse  for  the  Canadian  North- 
ern Railway  has  been  awarded  to  Nes- 
bitt  &  Co..  10341!  Ninety-fifth  Street. 
Brick  construction.  Estimated  cost. 
$31,600. 

Gait,  Ont. 

The  following  contracts  have  been  let 
in  connection  with  the  erection  of  the 
Telephone  Exchange :— Ornamental  ir<  in, 
YV.  D.  Beath  &  Son.  20  Cooper  Avenue, 
Toronto;  reinforcing  material.  Truss 
Concrete  Steel  Company,  Walkerville ; 
rooting  and  metal  work,  Turnbull  & 
Cutcliffe.  50  Colborne  Street.  Brantford; 
heating  and  plumbing.  Charles  Taylor 
Company,  10  Dalhousie  Street.  Brant- 
ford. 


Guelph,  Ont. 

The  contract  for  concrete  work  re- 
quired in  the  erection  of  an  addition  to 
the  premises  of  the  Dominion  Linens, 
Ltd.,  has  been  let  to  P.  H.  Secbrd  & 
Sou,  133  Nelson  Street,  Brantford. 

Hamilton.  Ont. 

The  general,  masonry,  carpentry,  steel, 
roofing  and  painting  contracts  for  alter- 
ations to  premises  for  the  Lister  Estate, 
Tames  Street  North,  have  been  let  to 
Murray  &  Connor,  31  Lammoreaux 
Street  Approximate  cost,  $35,000.  Ar- 
chitect, W.  H.  Hunkin,  107  Lister  Cham- 
bers. 

London,  Ont. 

J.  McDonald.  1!)  Carfrae  Street,  has 
commenced  the  erection  of  stables  for 
P>.  F.  Brighton.  151  Emery  Street.  Ap- 
proximate cost,  $3,500. 

Montmorency  Falls,  Que. 

In  connection  with  the  erection  of 
cotton  mills  for  the  Dominion  Textile 
Company,  the  following  contracts  have 
been  let: — Reinforcing  steel,  Trussed 
C  oncrete  Steel  Company,  59  Beaver  Hall 
Hill,  Montreal;  structural  steel,  Eastern 
Canada  Steel  Company,  Quebec;  hard- 
ware and  elevator  doors,  Walker  Hard- 
ware Company,  St.  James  Street,  Mont- 
real; plumbing,  L.  F.  Moulton  &  Co., 
Ltd.,  142  Inspector  Street,  Montreal 

Montreal,  Que. 

Work  has  been  started  on  the  erection 
of  a  garage  for  the  William  Davies  Com- 
pany, Mill  Street.  General  contractors, 
keid,  McGregor  &  Reid,  :>1 1  St.  Cath- 
erine Street  West.  Approximate  cost, 
$7,000.  Reinforced  concrete  construc- 
tion. 

The  following  contracts  have  been 
awarded  for  the  erection  of  a  warehouse 
for  the  Guaranteed  Pure  Milk  Company. 
875  St.  Catherine  Street  West: — Carpen- 
try, D.  M.  Long.  274  William  Street; 
steel  work.  Structural  Steel  Company; 
roolmg.  Richardson  &  Simard,  745 
Clarke  Street;  painting,  R.  E.  Jones,  69a 
McCill  College  Avenue;  heating,  J.  A. 
Gordon,  3031  St.  Antoine  Street;  elec- 
trical work.  Saver  Electric  Company,  S7 
Bleury  Stre<  I 

New  Toronto.  Ont. 

The  general  contract  for  tiie  erection 
of  a  factory  for  the  Goodyear  Tire  and 
Rubber  Company,  152  Simcoe  Street, 
Toronto,  has  been  let  to  the  Dominion 
Construction  Company,  Ltd.,  14  Well- 
ington Street  East,  Toronto.  Approxi- 
mate cost.  $750,00(1. 

Parry  Sound,  Ont. 

The  general  contract  for  the  erection 
of  a  store  for  Pirie  &  Stone  has  been 
awarded  to  Thomas  McCarty,  20  OTIara 
Avenue,  Toronto,  who  will  sub-let  small- 
er trades.  Approximate  cost,  $5,000. 
$5,000.  Architect,  lames  Thompson.  43 
ictoria  Street,  Toronto. 

Regina,  Sask. 

The  contract  for  the  erection  of  a  fac- 
tory for  the  Prairie  Biscuit  Company, 
Ltd..  has  been  let  to  the  McKay  Con- 
struction Company,  Ltd.,  509  McCallum 
Mill  Building.  Approximate  cost.  $20,000. 

Sarnia.  Ont. 

I  Mans  arc  being  prepared  by  Watt  & 
Blackwell.  Bank  of  Toronto  Building, 
London,  for  the  addition  to  the  T>akery 
of  H.  T.  Ncal.  Work  will  be  done  by  W. 
L.  GifTen.    Approximate  cost,  $12,000. 

Sbcrbrooke,  Que. 

Loomis  -  Dakin,    Ltd.,    25  Belvidere 


Street,  have  ben  awarded  contracts  for 
the  erection  of  a  warehouse  and  addition 
to  the  mill  of  the  Canadian  Cottoo  Mills. 
Ltd..  Sherbrooke.  and  are  now  receiving 
tenders  on  steel  work,  cast  iron  col- 
umns, mill  work  and  lumber.  Approxi- 
mate cost  of  buildings,  $40,000  and 
$50,000  respectively. 

The  general  contract  for  the  erection 
of  a  transformer  building  for  the  Sher- 
brooke Railway  and  Power  Company, 
84  Wellington  Sreet,  has  been  let  to 
Loomis-Dakin,  Ltd..  25  Belvidere  Street, 
who  are  now  receiving  prices  on  steel 
roof  trusses,  steel  window  sash  and  red 
brick.    Approximate  cost,  $8,000. 

Sorel,  Que. 

The  general  contract  for  the  erection 
of  a  mica  factory  at  Victory  and  Ram- 
say Streets  has  been  awarded  to  Oscar 
Gendron.  Concrete  and  steel  construc- 
tion.   Estimated  cost.  $10.ooo. 

St.  Catharines.  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  premises  for  the  St. 
Catharines  Garage  Company  has  been 
awarded  to  Newman  Brothers.  St. 
Paul  Street. 

In  connection  with  the  addition  to  the 
restaurant  of  I.  S.  Wood,  St.  Paul  Street, 
the  carpentry  has  been  let  to  J.  Carl, 
Mary  Street,  and  plastering  to  J.  Nich- 
olls.  Queen  Street. 

Ste.  Rosalie,  Que. 

flic  general  contract  for  the  erection 
of  a  frame  warehouse  for  the  Societe  Co- 
operative Agricole  de  Producteurs  dc 
Semence  has  been  let  to  Adelard  Paquet, 
St.  Hugues.    Estimated  cost,  $11,500. 

St.  Thomas.  Ont. 

The  general  contract  for  the  erection 
of  an  iron  foundry  foi  the  American 
Brakeshoe  Company  has  been  awarded 
to  A.  E.  Ponsford.  605  Talbot  Street. 
Brick  construction. 

Sudbury,  Ont. 

The  general  contract  for  the  erection 
of  a  storage  warehouse  for  Patrick  Gor- 
man has  been  awarded  to  Martin  lias- 
sett,  144  Elm  Street.  Frame  construc- 
tion.   Estimated  cost,  $3,100. 

Plans  have  been  prepared  for  an  addi- 
tion to  a  storage  warehouse  for  H.  Pet- 
ers &  Co.,  Toronto,  and  the  general  con- 
eral  contract  let  to  H.  D.  Evans,  372  Col- 
lege Street,  at  $5,450.  Brick  construc- 
tion. Architect.  P.  T.  O'Gorman,  l>es 
rosier  Block.  Sudbury, 

Thorold.  Ont. 

The  general  contract  for  the  erection 
of  a  sulphite  mill  for  the  Ontario  Paper 
Company  has  been  awarded  to  W.  J. 
Trimble,  care  of  the  company,  as  well 
as  the  contract  for  an  addition  to  the 
machine  room  oi  the  Ontario  Power 
Company.  Approximate  cost  of  build- 
ings, $1,000,000.  Brick  and  steel  con- 
struction. 

Toronto.  Ont. 

Thomson  Brothers,  151  Rusholme 
Road,  have  been  awarded  the  contracl 
lor  excavation  required  in  the  erection 
of  a  factory  at  Bloor  ami  Dufferin 
Streets  for  the  T.  Eaton  Company.  Ar- 
chitects, William  Steele  &  Sou.  Kyrie 
Building. 

The  general  contract  for  construction 
of  an  ice  plant  lor  the  William  Davies 
Company,  front  Street  East,  lias  been 
let  to  Witchall  &  Son.  156  St.  Helens 
Avenue.  Approximate  cost,  $50,000. 
Brick  and  concrete  construction. 

Work  has  been  started  bv  Wells  & 
(Continued  on  page  48) 


Notice  to  Contractors 

Province  of  Manitoba 

Department  of  Public  Works 

Tenders  for 
Completion  of  the  Now 
Partially  Erected  New 
Parliament  Buildings 


On  Monday.  21st  August,  1916.  at  Eleven 
o'clock  in  the  forenoon  (City  time),  the  under- 
signed will  sit  in  the  Legislative  Chamber  at  the 
Parliament  Buildings.  Kennedy  Street.  Winnipeg, 
for  the  purpose  of  receiving  tenders  for  the  vari- 
ous works  required  in  the  completion  of  the  now 
partially  erected  New  Parliament  Buildings,  in 
the  City  of  Winnipeg.  ,. 

The  time  for  receiving  tenders  will  be  limited 
to  the  hour  between  Eleven  o'clock  and  Noon 
(City  time)  of  the  'day  and  at  the  place  above 
mentioned,  and  the  Minister  will  then  and  (here 
proceed  to  open  in  public  such  tenders  as  shall 
have  been  received.  No  tender  will  be  considered 
unless  deposited  during  that  hour  on  that  day  and 
in  the  manner  herein  prescribed. 

Special  envelopes  for  enclosing  the  tenders  and 
Bills  of  Ouantities  will  be  supplied;  any  tenders 
submitted'  in  other  than  one  of  these  special 
envelopes  will  remain  unopened  and  will  on  no 
account  be  considered. 

Tenderers  must  appear  in  person  or  in  the 
person  of  their  accredited  representative  to  deposit 
their  respective  tenders.  Tenders  received  by 
mail  will  be  returned  unopened  to  the  senders, 
and  on  no  account  must  any  tender  be  presented 
by  the  hand  of  a  Civil  Servant. 

Tenders  will  be  received  for  any  or  all  of  the 
several  works  required  for  the  completion  of  the 
now  partially  completed  New  Parliament  Build- 
ings as  shown  on  the  plans  and  set  out  in  the 
Bills  of  Quantities  and  Specifications  prepared 
under  the  supervision  of  Frank  W.  Simon.  F.R.L- 
B.A..  Architect,  and  the  Minister  reserves  the 
right  to  award  either  bulk  or  separate  tenders 
for  the  several  works. 

Bulk  or  separate  Tenders  are  invited  for  the 
following    trades,    to    wit: — 

A — Preliminary.  Credits.  Excavator  and  Con- 
cretor.  Reinforced  Concrete  Work  in  Dome. 
Brickwork.  Cut  Stone.  Masonry,  Carpentry 
and  General  Joinery,  Metal  Worker,  Sloping 
Ways  on  East  and  West  Elevation.  Altera- 
tion to  Existing  Steel  Work  in  East  and  West 
Corridor    Walls    and  Addenda. 

B— Marble  Work  and  Terrazzo  Paving. 

C — Waterproofing   and    Roofing  Work. 

D — Plaster  and  Tileworker,  Metal  Furring  and 
Lathing. 

E — Glazier.  . 
F — Painter. 

Separate  Tenders  only  are  invited  for  the  fol- 
lowing trades;  which  will  not  on  any  account 
be  included  in  a  general  contract : — 

AA. — Structural  Steelwork  in  Dome. 

BB.— Special  Joinery. 

CC— Plumbing.  Heating  and  Ventilation. 

DD.— Electric   Conduit   and  Wiring. 

Prospective  tenderers  are  invited  to  notify  in 
writing  the  Deputy  Minister  of  Public  Works 
of  their  intention  to  tender  and  requesting  issue 
of  a  permit  for  their  representatives  to  have  access 
to  the  plans  and  to  be  provided  with  Bills  of 
Ouantities. 

The  Deputy  Minister  will,  on  receipt  of  such 
application,  issue  card  passes  to  bona  fide  tend- 
erers, and  presentation  of  such  pass  will  secure 
access  to  the  building  to  view  the  plans  and  ex- 
amine the  work  already  in  place.  These  passes 
will  be  non-transferable  and  the  bearer  will  be 
required   to  sign  his   name  in   a  book  provided 


for  the  purpose  on  each  occasion  of  his  visiting 
the  building. 

\  l.irgc  room  has  been  prepared  in  the  North- 
east Wing  of  the  New  Parliament  Buildings,  in 
which  room  all  I  lie  plans  and  details  will  be 
exposed;  on  no  account  will  any  prospective 
bidder  be  permitted  to  remove  any  of  these 
plans  or  details. 

Hills  of  Quantities  have  been  prepared  covering 
tin-  several  works  and  prospective  tenderers  will 
he  supplied  with  copies  of  these  on  the  following 
terms : 

For  a  complete  set  of  General  Conditions,  and 
Rills  of  Ouantities  covering  all  the  trades  for 
which  bulk  or  separate  tenders  are  invited  the 
sum  of  Fifty  Dollars  (.$50.00). 

For  a  complete  set  of  General  Conditions  and 
Hills  of  Quantities  covering  any  one  specific  trade 
for  which  bulk  or  separate  tenders  are  invited, 
or  any  one  specific  trade  for  which  separate  ten- 
ders onlv  arc  invited,  the  sum  of  Ten  Dollars 
($10.00). 

\  1  ■[  ■  1 1 1  at  t .  >  i  i  fin  saini  must  lie  made  in  ant- 
ing to  the  Deputy  Minister  of  Public  Works, 
and  must  be  accompanied  by  an  accepted  cheque 
in  favor  of  "The  Province  of  Manitoba,"  as  stipu- 
lated above.  An  order  will  then  be  issued  on  the 
Architect  to  provide  the  required  copies. 

Prospective  tenderers  are  advised  that  there 
is  no  necessity  for  them  to  verify  the  measure- 
ments in  the  Bills  of  Ouantities,  these  are  guar- 
anteed ;  and  it  is  by  reason  of  this  that  the 
plans  and   details   are   not  to  be  removed. 

The  Quantity  Surveyor  will  be  in  attendance 
and  available  to  explain  to  any  prospective  ten- 
derer anything  in  the  Plans,  Specifications  and 
Bills  of  Quantities  of  which  the  tenderer  may  be 
in  doubt. 

Prospective  tenderers  are  further  warned  to 
read  carefully  the  General  Conditions  as  these  will 
constitute  an  integral  part  of  any  contract  pro- 
posed to  be  entered  into.  Failure  to  comply 
with  any  of  the  conditions  therein  contained  re- 
lating to  tendering  will  constitute  good  and 
sufficient  reason  for  the  non-consideration  of  such 
tender. 

Bulk  tenders  for  such  works  as  same  are  in- 
vited for  will  not  on  any  account  be  entertained 
from  other  than  bona  fide  Canadian  contractors 
of  at  least  three  years'  establishment  in  business 
in  Canada,  and  who  can  produce  satisfactory 
evidence  of  their  ability  to  carry  to  completion 
the  work  contemplated. 

Separate  tenders  will  also  be  limited  to  the 
tenders  of  bona  fide  Canadian  contractors  of  at 
least  three  years'  establishment  in  business  in 
Canada  in  their  respective  lines. 

No  tender,  either  bulk  or  separate,  will  on 
any  account  be  considered  unless  accompanied 
by  a  certified  cheque  on  a  chartered  bank  of 
the  Dominion  of  Canada  and  payable  to  the  Pro- 
vince of  Manitoba  to  an  amount  equal  to  at  least 
five  per  cent.  (5  p.c.)  of  the  total  amount  of 
the  tender. 

Such  cheque  will  be  forfeit  to  the  Government 
in  the  event  of  the  successful  tenderer  declining 
to  execute  contract  on  the  basis  of  his  tender. 

The  cheque  of  the  successful  tenderer  will  be 
retained  by  the  Government  as  security  for  the 
faithful  performance  of  all  the  conditions  of  the 
contract  and  will  be  returnable  only  when  the 
conditions  as  embodied  in  Clause  No  10  of  the 
General  Conditions  of  Contract  are  fulfilled. 

The  cheaues  of  the  unsuccessful  tenderers  will 
be  returned  on  execution  of  contract  by  the  suc- 
cessful tenderer. 

The  lowest  or  any  tender  will  not  necessarily 
be  accepted.  g   Q  OXTON_ 

Deputy  Minister  of  Public  Works. 

rims  ir.  JOHNSON, 

Minister  of  Public  Works. 
Winnipeg,  12th  July,  1916.  .  29-30 


FOR  SALE 


1200—  Linear    Ft.    of  3-in.    galvanized  conduit. 
200—  Vi-\r\.    knock-out,    galvanized    4-in.  round, 

deep  boxes.  . 
200_-.yj-in.   knock-out,  galvanized  4-in.  hexagon 

deep  boxes.  .  ... 

350—  Yi-  in.    knock-out,    galvanized   4-tn.  square, 

deep  boxes. 

Canadian   Kodak  Company,  Limited, 

necessarily  accepted. 


28-t.f. 


Tenders  for  Bridge 


Sealed  tenders  will  be  received  by  the  under- 
.iqni.l    until   Tuesday,   August  8th,   i916,  for  the 

construction  of  a  50-foot  bridge  across  the  Non- 
quon   River  at   Seagrave.   Ontario,  for  works  as 

follows : — 

1.  A  concrete  bridge  according  to  plans  and 
specifications  prepared  by  Messrs.  Bowman  & 
Connor.  Documents  can  be  examined  at  No.  31 
Queen  Street  West,  Toronto;  and  at  the  office 
of  the  County  Clerk,  Whitby,  and  of  the  County 
Clerk,  Lindsay. 

2.  A  steel  superstructure  to  be  erected  on  con- 
crete piers  to  be  constructed  under  another  con- 
tract. 

3.  Two  concrete  piers. 

The  piers  are  to  be  completed  ready  for  the 
reception  of  the  superstructure  not  later  than 
September  15th.  and  the  superstructure  is  to  be 
erected  and  completed  not  later  than  September 
30th  next. 

All  other  information  can  be  obtained  from 
either  of  the  County  Clerks. 

The  lowest  or  any  tender  will  not  neces- 
sarily be  accepted. 

J.  R.  McNEILLIE.  Clerk, 

County  of  Victoria. 
Lindsay,  July  17th,  1916.  29-30 


Department  of  Railways  and  Canals,  Canada 

Canadian  Government  Railways 


Halifax  Ocean  Terminals, 
Railway,  Halifax,  N.  S. 


Scaled  tenders,  addressed  to  J.  W.  Pugsley, 
Secretary,  Department  of  Railways  and  Canals, 
Ottawa,  Out.,  and  marked  on  the  outside:  "Ten- 
ders for  Halifax  Ocean  Terminals  Passenger  Sta- 
tion,"  will  he  received  up  to  and  including  Mon- 
day, August  7,  1916.  for  the  construction  and 
•erection  of  Passenger  Station  at  Halifax,  N.S. 

Plans,  specifications  and  blank  form  of  con- 
tract may  be  seen  on  and  after  July  15,  1916,  at 
the   offices   of   the   following: — 

Chief  Engineer,  Department  of  Railways  and 
Canals,   Ottawa,  Qnt. 

Chief  Engineer,  Canadian  Government  Railways, 
Moncton,  N.  B. 

Superintending  Engineer,  Halifax  Ocean  Term- 
inals, Halifax,  N.  S. 

Ross  and  Macdonald,  Architects,  1  Relmont 
Street,  Montreal,  P.  Q. 

Ross  and  Macdonald,  Architects,  90S  Royal 
Rank   Building,   Toronto,  Ont. 

Contractors  who  wish  to  obtain  plans  and  speci- 
fications temporarily  for  their  own  use  may  ob- 
tain same  from  Ross  and  Macdonald,  Montreal, 
on  depositing  with  them  a  certified  bank  cheque 
in  favor  of  the  Canadian  Government  Railways 
for  the  sum  of  One  Hundred  Dollars  ($100), 
which  will  be  refunded  on  the  return  of  the  plans 
and  specifications  to  them. 

All  the  conditions  of  the  specifications  and 
contract  form  must  be  complied  with. 

Tenders  must  be  submitted  in  duplicate  on  the 
blank  form  of  tender  which  may  be  obtained 
from  any  of  the  offices  at  which  plans  are  on  ex- 
hibition. 

A  security  deposit  will  be  required  as  called 
for   in   tender  form. 

The  lowest  or  any  tender  .not  necessarily  ac- 
cepted. 

F.  P.  GUTEL1US. 

General  Manager. 
Canadian  Government  Railways, 
Moncton,  N.B.,  July  10,  1916.  29-30 


July  26,  1916 


TENDERS 


Town  of  Drummondville 

Province  of  Quebec 

Sealed  tenders,  addressed  to  W.  A.  Moisan, 
Town  Clerk  of  the  town  of  Drummondville,  P.  Q,, 
for  the  construction  of  "Mechanical  Gravity 
Filters"  of  a  capacity  of  500,000  U.  S.  gallons 
per  24  hours,  will  be  received  until  8  o'clock 
p.m.,  the  15th  day  of  August,  1916. 

A  supplementary  tender  for  the  construction 
of  a  filtration  plant  of  the  same  capacity,  but 
without  the  machinery,  to  accompany  the  tender. 

Each  tenderer  to  supply  his  own  plans  and 
specifications. 

The  town  of  Drummondville  does  not  bind  itself 
to  accept  the  lowest  nor  any  of  the  other  tenders. 

W.  A.  MOISAN,  Town  Clerk. 
Drummondville,  July  18,    L916  30-31 


Assiniboia,  Sask. 


Sealed  tenders,  registered  and  endorsed  on  the 
envelope  "Tender,"  and  addressed  to  J.  R.  Nolan, 
Secretary-Treasurer  of  the  town  of  Assiniboia, 
Sask.,  will  be  received  up  to  6  p.m.,  August  8. 
1916,  for  the  supply  and  delivery  of  the  follow- 
ing machinery  and  materials,  and  the  perform- 
ance of  certain  works  : — 

Tender  A. 

For  the  supply,  delivery,  and  erection  of  one, 
one  hundred  and  fifty  Horse  Power  internal  com- 
bustion engine. 

Tender  B. 

For  the  supply,  delivery,  and  erection  of  gen- 
erator, exciter,  switchboard  and  other  apparatus. 
Tender  C. 

For  the  supply,  delivery,  and  erection  of  pumps, 
motors,  piping  and  air  compressor. 

Tender  D. 

For  the  supply  and  delivery  of  two  Pneumatic 
Storage  Tanks. 

Tender  E. 

For  the  supply  and  delivery  of  one  oil  storage 
tank. 

Tender  F. 

For  the  supply  and  delivery  of  poles,  wire 
and  line  material. 

Tender  G. 

For  the  supply  and  delivery  of  approximately 
17,500  feet  of  four,  'six,  and  eight  inch  steel 
pipe  or  cast  iron  pipes  and  specials. 

Tender  H. 

For  the  supply  and  delivery  of  twenty  hydrants, 
twenty-nine  gate  valves  and  boxes. 

Tender  I. 

For  the  trenching  and  laying  of  approximately 
17,000  feet  of  four,  six,  and  eight  inch  steel  or 
cast  iron  pipe,  setting  hydrants,  valves,  and  back 
filling,  etc. 

Tender  J. 

For  the  erection  of  power  station. 

Tender  K 

For  the  supply,  delivery,  and  installation  of 
heating  plant. 

(Bids  included  with  Power  Station  or  separate). 
Tender  L. 

For  the  construction  of  reinforced  concrete 
reservoir. 

Tender  M. 

For  the  erection  of  Electric  Pole  Line. 

Marked  cheque  for  five  per  cent.  (5  pel  of 
the  amount  of  the  bid  must  accompany  each 
tender,  or  in  lieu  of  the  said  cheque  the  tenderer 
may  furnish  the  bond  of  an  approved  surety 
company. 

Tender  form  similar  to  those  attached  to  speci- 
fications must  be  used  in  submitting  bids. 

Complete  sets  of  plans  and  specifications  may 
be  seen  at  the  office  of  the  consulting  engineers. 
Saskatoon,  at  the  office  of  the  Secretary-Treasurer, 
Assiniboia,  Sask.,  at  the  office  of  the  Canadian 
Engineer,  Winnipeg,  Man.  Plans  and  specifii  .i 
tions  on  tenders  A.  to  II.  inclusive  may  be  seen 
at  the  offices  of  the  Canadian  Engineei,  Toionlo 
and  Montreal. 

J.  R.  NOLAN,  Secretary-Treasurer. 

Assiniboia,  Sask. 
MURPHY    &  UNDERWOOD, 

Consulting  Engineers, 
29-30-31  Saskatoon,  Sask. 


THE   CONTRACT  RECORD 


Town  of  Sudbury 


Tenders  for  Sidewalks 


Tenders  for  the  construction  of  about  1,446 
lineal  feet  Cement  Sidewalks  will  be  received  by 
the  undersigned  up  to  11  p.m.,  August  7th,  1916. 
Plans  and  specifications  may  be  seen  at  the  Town 
Clerk's  Office,  Sudbury.  Each  tender  must  lie 
accompanied  by  a  marked  cheque  for  5  per  cent, 
of  the  amount  of  the  tender.  The  lowest  or  any 
tender  not   necessarily  accepted. 

W.   1.   ROSS,  Town  Clerk. 

Sudbury,  Out..  July  18,  1916.  30-31 


Tenders  for 

Concrete  Roadway 


Sealed  tenders,  addressed  to  F.  S.  Evanson, 
Mayor  of  Prescott,  will  be  received  up  to  12 
o'clock  noon,  of  Thursday,  August  3rd,  1916. 
for  the  construction  of  a  Concrete  Pavement  on 
King  Street,  Prescott,  Ont. 

Plans  and  specifications  may  lie  seen  at  the 
Town   Clerk's  office  after   the  2lsl  inst. 

A  marked  cheque,  payable  to  the  Treasurer  of 
the  Town  of  Prescott,  for  $1,500,  shall  accompany 
each  tender,  which  will  he  returned  to  those 
whose  tender  is  not  accepted,  and  in  the  case 
of  the  tender  which  is  accepted,  will  be  retained 
until  the  contract  is  signed  and  the  work  com- 
pleted. 

30-31 


Notice  to  Contractors 

The  time  for  receiving  tenders  for  erection 
of  a  Court  House  at  Sault  Ste.  Marie  (separate 
tenders  are  required  for  the  heating,  ventilating, 
plumbing  and  electric  wiring)  is  extended  to 
Tuesday,  the  1st  day  of  August,  1916. 
By  order, 

II.  F.  McNAUGHTEN, 
Secretary,   Department  Public  Works. 
Department    Public    Works,  Ontario, 

Toronto,   19th  July,  1916.  30-30 


TOWN  OF  BRAMPTON 

Extension  of  Sewer 
System 

Sealed  tenders,  addressed  to  the  "Clerk  of  the 
Town  of  Brampton,"  will  be  received  at  the 
office  of  the  Town  Clerk  until  0  p.m..  Monday, 
July  31st,  1916.  for  the  construction  of  the  fol- 
lowing works: — ■ 

3S0O  lineal  feet  15-in.  sewer. 
3100  lineal  feet  12-in.  sewer. 
4700    lineal    feet     10-in.  sewer. 
L600   lineal    feet     8  in.  sewer. 
Specifications,   form   of   tender,   plans,  profiles, 
eli.,   may   he  seen  at   the   Municipal  Offices  after 
July    1.7th,  1010. 

Bach  tender  is  to  be  accompanied  by  a  marked 
cheque  as  called  for  in  the  specifications. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

VV.  M.  TREADCOLD,  Town  Engineer. 
A.  G.  DAVIS,  Town  Clerk.  29-30 


BOILERS  FOR  SALE 

Two  low  pressure  30  II. P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 
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Three  Wheel  Steam  Roller 

Wanted  to  hire  for  three  months  three  wheel 
Steam  Roller— 10  or  12  tons  Must  be  in  good 
order.  Reply  to  I'.  (I.  Box  No.  968,  St.  lohn. 
N.    H.  30  30 


Tenders  Wanted 


Sealed  tenders  will  be  received  by  the  under- 
signed  until  Tuesday,  August  8th,   1916,  for  the 

construction  of  a  50-foot  bridge  across  the  Non 
quon  River  at  Seagrave,  Ontario,  for  works  as 
follows: 

L.  A  concrete  bridge  according  to  plans  and 
specifications  prepared  by  Messrs.  Bowman  & 
Connor.  Documents  can  be  examined  at  No. 
:il  Queen  Street  West,  Toronto,  and  at  the 
office  of  the  County  Clerk,  Whitby,  and  . >f  the 
County    Clerk,  Lindsay. 

2.  A  steel  superstructure  to  he  erected  on  con- 
crete piers  to  be  constructed  under  another  con- 
tract. 

3.  Two   concrete  piers. 

The  piers  are  to  be  completed  ready  foi  the 
reception  of  the  superstructure  not  later  than 
September  15th,  and  the  superstructure  is  to  he 
elected  and  completed  not  latei  than  Septem- 
ber 30,  next. 

All  other  information  can  be  obtained  from 
either  of  the  County  Clerks. 

The  lowest  or  any  tender  will  not  necessarily 
be  accepted. 

J.  R.  McNEILLIE, 

Clerk,  County  of  Victoria. 
Lindsay.  July   17th,   1916.  30-30 


TENDERS 


Paving  Traffic  Bridge 


Sealed  tenders  will  be  received  up  to  16.30 
O  clock  on  Monday,  August  7th,  1916,  for  the 
Paving  ol  the  Concrete  Traffic  Bridge  ovei  the 
Saskatchewan  River  at  Twenty-fifth  Street  in  the 
City  of  Saskatoon. 

Tenders  foi  ihi-.  paving  contract  must  be  ac- 
companied by  an  accepted  cheque  foi  $1,500. 
lhe  deposits  of  unsuccessful  tenderers  will  be 
returned    when    the   contract    is  awarded. 

Plans,  specifications,  forms  of  tender,  and  all 
information  relative  to  the  contract  may  be  ob- 
tained   on    application    fioin    the  undersigned. 

Special  Notice:— In  conjunction  with  the  above, 
the  Government  will  icceive  separate  tenders  on 
behalf  of  the  City  of  Saskatoon,  who  are  award- 
ing a  contract  for  : — 

fa)  Laying  of  street  car  tracks  upon  this 
bridge. 

(b)  Extra  cost  per  yard  for  track  allowance, 
including  the  supplying  and  placing  of  sandstone 
or  granite  headers. 

(c)  Erection  of  trolley  standards  for  the  car 
line. 

Tenderers  will  submit  pi  ices  for  each  indi- 
vidual work.  It  is  essential  that  the  Paving 
Contract  and  the  contract  to  be  let  by  the  City 
of  Saskatoon  he  let  together  as  the  works  must 
be    conducted  simultaneously. 

Plans,  specifications,  forms  of  ten. lei.  and  all 
information  relative  to  the  contract  to  be  lei  by 
the  City  of  Saskatoon  may  be  obtained  on  ap 
plication  to  the  City  Commissioner,  City  of 
Saskatoon. 

The  right  to  reject  any  or  all  lenders  or  to 
waive  any  defects  'or  irregularities  therein  is  to 
be  at    the  discretion   of   the   Chairman,    Board  of 

Highway  Commissioners  and  the  City  of  Saska- 
toon. 

The  unauthorized  insertion  of  this  advertise 
ment   will   not    be   aid  for. 

II    S.  CARPENTER, 

Acting  Chairman. 
Board  of  Highway  Commissioners. 
Regina,  Sask..  July  Jo.    Kin;  ;,, 
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Fenders  for 
Concrete  Bridge 

>cjlr.l  tenders  will  l>c  received  hy  the  under- 
tigntd    n|'    10    noon,    Saturday.    August    6th,  for 

tiir  count  ruction  oJ  u  30-fi.  concrete  arch  bridge 

kl)0«n  a»  l>ryrll\  Itndtie,  lirlwcru  I  lie  Town- 
ship* >>(  t'uvat'.  an. I  S  Mtinuijhiin.  For  plans, 
HCj  apply  to 

o.  n.  j«>ii.\si»\,  biq., 

S.  Managhan  I'.  0. 
Bl  >u  M  \n  a  CONNOR, 
ret  sn  Queen  St.  w.,  Toronto. 


TENDERS 

Reinforced  Concrete 
Bridge  Abutments 

Sealed  tenders  will  be  received  up  to  16.30 
o'clock  on  Monday,  August  7th,  1916.  for  the 
undei  mentioned  works:— 

Group  1. 

(a)  Two  reinforced  concrete  bridge  abutments 
for  a  bridge  over  the  Pipestone  Creek  near  Mary- 
held. 

1 1>  i  A  reinforced  concrete  arch  bridge  over  the 
Wintesand    River   near  Vorkton. 

Croup  2. 

la)  Two  reinforced  concrete  bridge  abutments 
for  a  bridge  over  the  Beaver  Creek  near  Kenas- 
ton. 

Group  3. 

(a)  Two  reinforced  concrete  bridge  abutments 
foi  a  bridge  over  Moose  Jaw  Creek  near  Mile- 
stone. 

(b)  Two  reinforced  concrete  bridge  abutments 
for  a  bridge  over  Moose  Jaw  Creek  south  of 
Pitman. 

(c)  Two  reinforced  concrete  bridge  abutments 
for  a  bridge  over  Wood  River,  Northeast  of 
t  iravelbourg. 

Tenderers  will  submit  prices  for  each  indi- 
vidual work  in  each  group.  The  contracts  will 
be  accompanied  by  an  accepted  cheque  or  other 
-ati-tactoiy  deposit  for  the  amount  of  $250.00. 
Deposits  of  unsuccessful  tenderers  will  be  re- 
turned  when  contracts  are  awarded. 

The  right  to  reject  any  or  all  tenders  or  to 
waive  any  defects  or  irregularities  therein  is  to 
be  at  the  discretion  of  the  Chairman,  Board  of 
Highway  Commissioners. 

Plans,  specifications,  forms  of  tender,  and  all 
information  may  be  obtained  on  application  to 
the  undersigned. 

The  unauthorized  insertion  of  this  advertise- 
ment will  not  be  paid  for. 

H.  S.  CARPENTER, 
Chairman,  Board  of  Highway  Commissioners. 
Regina.  Sask..  July  21,  1JJ1G.  30-30 


FOR  SALE 


Stiff  leg  derricks,  capacity  lj£  to  5  tons. 

2  in.  Scaffold  planks,  $15  and  $17  per  1000  ft. 
P.M. 

Scaffold  poles,  GO  and  75  cents  each. 

3  ft.  and  5  ft.  Tressels,  75  cents  and  $1  each. 
Scaffold  Ropes,  25  cents  each. 

2'>    H.P.    Hoisting    Engine,  $450. 
About    2,000    ft.    face    measure    l'/t-\n.  Maple 
T  &  G  flooring.  Beaver  Brand,  $60  per  M. 

HOLMES.  1107  Yonge  Street,  Toronto.  29-t.f. 


I'll  E    CONTRACT    R  ECORD 

Business  Buildings  and  Indus- 
trial Plants 

(Cont  iniicil  from  page  45) 

Gray,  Confederation  Life  Building,  on 
the  erection  of  an  addition  to  the  prem- 
ises "I  tin'  Harris  Abattoir  Company, 
Ltd.,  Union  Stock  Yards.  Smaller  trades 
will  lu-  sublet,  Approximate  cost,  $75,- 
000. 

Vancouver.  B.C. 

I  he  contract  for  steel  sash  and  case- 
ments required  in  the  erection  of  the 
false  Creek  Station  for  the  Great  North- 
ern Railway  has  been  let  to  Metal  Pro- 
ducts Company,  Ltd.,  Braid  Street,  New 
Westminster. 

I  he  contract  for  the  erection  of  a  de- 
pot at  false  Creek  for  the  Canadian 
Northern  Railway  has  been  let  jointly  to 
the  Northern  Construction  Company, 
Ltd.,  606  Union  Bank  Building-,  Winni- 
peg, and  Carter-Halls-Aldinger,  1010 
Union  Bank  Building,  Winnipeg.  Ap- 
proximate cost,  $1,000,000. 

Winnipeg,  Man. 

The  following  contracts  have  been  let 
for  the  erection  of  premises  for  the  Sto- 
vel  Company,  Ltd.,  Bannatyne  Avenue: — 
Mill  work,  Acme  Sash  and  Door  Com- 
pany; cut  stone,  Oliver  &  Menson;  rein- 
forcing sleel,  C.  A.  P.  Turner;  rooting 
and  sheet  metal  Work,  Winnipeg  Ceiling 
and  Roofing  Company,  Ltd.;  lumber,  Rat 
Portage  Lumber  Company;  painting,  R. 
Crawford;  heating,  James  Ballarityne  & 
Co.,  Ltd.;  plumbing,  J.  Plaxton;  electri- 
cal work.  Star  Electric  Company;  hard- 
ware, Marshall  Wells  Company;  orna- 
mental iron  work,  Vulcan  Iron  Works. 


Residences 

Hamilton.  Ont. 

T.  M.  Farewell,  88  St.  Clair  Avenue, 
proposes  to  build  two  residences,  and 
has  had  plans  prepared  Frame  construc- 
tion   Estimated  cost,  $3,000. 

London,  Ont. 

H.  N.  A  bell.  01  Craig  Street,  is  razing 
existing  buildings  preparatory  to  the 
erection  of  a  residence,  estimated  to  cost 
$10,000.  Brick  construction.  Architects, 
Watt  &  Blackwell,  Bank  of  Toronto 
Building. 

Nei'  Bayne,  1339  Oxford  Street,  has 
comrr  enced  the  erection  of  the  lirst  of 
six  residences,  estimated  to  cost  $0,000. 
frame  construction. 

Ottawa,  Ont. 

The  erection  of  a  residence  is  being 
considered  by  M.  J.  Cooper,  134  Mel  aui 
Street.    Approximate  cost,  $4,500. 

T.  J.  Somerville,  28  Waverley  Street, 
proposes  to  build  a  residence,  at  an  ap- 
propriate cost  of  $4,000.  Brick  veneer 
construction. 

Cutremont,  Oue. 

Work  lias  been  started  bv  M.  Dage- 
riais.  1055  Laurier  Ave  nue,  on  the  erec- 
tion of  two  residences  on  Rockland  Ave- 
nue, estimated  to  cost  $7,000  each.  Ar- 
chitect. R.  Monbriand.  230  St.  Andre 
Street.    Brick  construction. 

Rodney,  Ont. 

W.  K.  McLean  contemplates  extensive 
repairs  to  a  residence  recently  damaged 
by  fire. 

Sherbrooke,  Oue. 

Oscar  Riopelle,  1  Drummond  Street,  is 
receiving  tenders  on  plumbing  and  elec- 
tric wiring  in  connection  with  the  tene- 
ment building  which  he  has  erected  on 
Short  Street.    Approximate  cost,  $5,000. 


July  20,  1910 

II.  E.  Nelson.  100  Wellington  Street, 
is  preparing  plans  of  a  residence  for  G. 
M.  Robins.  0  Walton  Avenue,  and  ten- 
ders will  be  called  shortly.  Red  brick 
and  stone  construction.  Estimated  cost, 
$4,500. 

Tenders  are  now  being  received  by  A. 
Cloutier,  I  Alexander  Street,  for  plumb- 
ing and  wiring  in  connection  with  the 
tenement  house  which  he  is  building, 
frame  and  brick  construction.  Approxi- 
mate cost,  $3,000. 

Toronto.  Ont. 

A.  O.  Scott.  568  St.  Clarens  Avenue, 
has  commenced  the '  erection  of  a  resi- 
dence, estimated  to  cost  $4,000.  Stone 
and  brick  construction. 

R.  G.  Hamrnill,  152  Bay  Street,  is  re- 
ceiving tenders  on  labor  and  material  re- 
quired in  the  erection  of  a  pair  of  resi- 
dences on  Berwick  Avenue.  Brick  con- 
struction.   Approximate  cost,  $4,500. 

Ilawken  &  McBride,  491  Concord  Ave- 
nue, are  receiving  tenders  on  all  trades 
required  in  the  erection  of  a  residence. 
Brick  construction.  Approximate  cost, 
$4,000. 

flans  of  a  residence  to  be  built  for  J. 
Woodsworth,  533  St.  Tames  Avenue, 
have  been  drawn  by  P.  H.  Finney,  79 
Adelaide  Street  East.  Brick  construc- 
tion.   Approximate  cost,  $5,000. 

H.  E.  Warrington,  83  Wheeler  Ave- 
nue, has  commenced  the  erection  of  two 
residences,  estimated  to  cost  $4,500. 
Brick  construction. 

A.  VV.  Clendennan  &  Son.  200  Bruns- 
wick Avenue,  are  building  a  pair  of  resi- 
dences, estimated  to  cost  $5,000.  Brick 
construction. 

F.  Hill,  92  Church  Street,  is  receiving 
tenders  on  brick  and  carpentry  work  re- 
quired in  the  erection  of  three  pairs  of 
residences.  Brick  construction.  Esti- 
mated cost,  $12,000. 

CONTRACTS  AWARDED. 
Hamilton,  Ont. 

The  general,  masonry,  carpentry  and 
roofing  contracts  for  the  erection  of  a 
residence  on  Burris  Street  for.  the  Wil- 
son Building  Company  have  been  let  to 
W.  A.  Smith,  122  Dunsinore  Road.  Brick 
construction.    Estimated  cost,  $3,000. 

The  general,  masonry,  carpentry  and 
rooting  contracts  for  the  erection  of  a 
residence  for  Mrs.  Burchell,  1022  Bridge 
Avenue,  Cleveland,  Ohio,  have  been  let 
to  J.  Vogan,  280  Sanford  Street  North. 
Brick  construction.  Estimated  cost, 
$3,500. 

London.  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  an  apartment  for  A.  H, 
McKnight,  290  Queen's  Avenue,  has 
been  let  to  Tames  Moran,  020  Wellington 
Street,  carpentry  to  J.  G.  Dodd,  477 
Queen's  Avenue,  painting  to  Lewis 
Brothers,  179  Mill  Street,  and  heating 
and  plumbing  to  T,  L.  Partridge.  430 
Wellington  Street. 

The  general  contract  for  the  erection 
of  a  residence  for  Fred  Reelhoflf,  557 
English  Street,  has  been  awarded  to  C. 
Buzzard.  Milverton,  (  Int.  Red  pressed 
brick  construction.  Approximate  cost, 
$3,000. 

Ottawa,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  Robert  Neil  has  been 
let  to  W.  J.  Tyndall.  6  Marlow  Crescent 
St  reel.  Double  brick  veneer  construc- 
tion. Approximate  cost,  $4,000.  Archi- 
tects, Richards  &  Abra,  Booth  Building, 
Sparks  Street. 

St.  John,  N.B. 

The  following  contracts  have  been  let 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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for  the  erection  of  o  tenement  building 
foi  I  A  Davidson,  itc>  Union  Street: — 
Masonry,  K  Ryerse,  106  Queen  Street; 
carpentry,  George  Brown,  ::7  Golding 

Street;  paining,  William  Nell,  280 
Prince  Street  West;  heating  and  plumb- 
ing, G  &  E,  Blake,  Germain  Street; 
electrical  work.  K,  E.  tones,  Prince  Wil- 
liam Street. 

Toronto.  Out. 

The  contract  for  masonry  and  concrete 
work  required  in  the  erection  of  an  addi- 
tion 10  the  resilience  til  U.  II.  Cassels,  80 
Elm  \\eiuu.  Iia>  lieen  let  h.  (  halkle  v  & 
Son,  :i  Victoria  Street,  anil  carpentry  to 
W.  P.  Petry,  •,»:»  St.  Alban's  Avenue. 

In  connection  with  the  erection  of  a 
resilience  at  Lonsdale  ami  Dunvegan 
Streets  foT  C.  S.  Black  well,  care  of  C.  S. 
Cobb,  Tl  Bay  Street,  the  contract  for 
mason r\  has  been  let  to  Dancy  &  Son, 
C.P.R.  Building. 

CONTRACTS  AWARDED. 

Toronto.  Ont. 

The  Robert  Simpson  Company  have 
let  the  general  contract  for  the  erection 
of  a  home  on  Bleecker  Street  to  the 
Wells  Brothers  Company  of  Canada, 
Ltd..  96  Gould  Street.  Brick  construc- 
tion.   Approximate  cost,  $100,000. 

).  Whelpdale,  lOO  Sorauren  Avenue, 
has  let  the  general  contract  for  the  erec- 
tion of  a  duplex  residence  to  Robert 
Boak.  176  Campbell  Avenue.  Brick  con- 
struction.   Estimated  cost,  $4,200. 

The  general  contract  for  the  erection 
of  an  addition  to  the  residence  and  gar- 
aye  of  H.  A.  Ryan,  32  Leopold  Street, 
has  been  let  to  A.  MacLeod,  57  Ben- 
lamond  Avenue,  who  will  sub-let  smaller 
smaller  trades.  Brick  construction.  Ap- 
proximate cost,  $4,000. 

The  general  contract  for  the  erection 
of  a  residence  for  J.  Skelton,  Room  336, 
33  Richmond  Street  West,  has  been 
awarded  to  H.  T.  Belfrv,  92  Wheeler 
Avenue,  who  is  receiving  sub-tenders  on 
plastering  and  painting,  labor  only.  Ap- 
proximate cost,  $6,500. 

Westboro.  Ont. 

In  connection  with  the  residence  now 
being  built  by  F.  Jovvell,  Mount  Pleas- 
ant Avenue,  the  contract  for  electrical 
work  has  been  let  to  P.  Ackroyd.  416 
Bank  Street.  Ottawa.  Frame  construc- 
tion.   Approximate  cost,  $25,000. 


Power  Plants,  Electricity  and 
Telephones 

Saskatchewan  Province. 

The  following  rural  telephone  com- 
panies have  been  empowered  to  borrow 
money  for  the  construction  of  their  sys- 
tems:— Yarbo  R.  T.  Co..  $9,000,  Secre- 
tary. H.  Sladen,  Yarbo;  Echo  R.  T.  Co., 
$11,000.  Paul  Mitschke,  Langenburg; 
Dafoe  R.  T.  Co..  $2,000.  E.  E.  Bolton, 
Dafoe:  Bennett  R.  T.  Co..  $1,600,  L.  M. 
Bennett.  Craik:  Hohenlohe  R.  T.  Co., 
$5,800.  H.  Fiesseler,  Langenburg;  Jes- 
mond  R.  T.  Co..  $9,500.  F.  Moutbriand, 
Gravelbourg;  Hillesden  R.  T.  Co., 
$10,500.  F  I.  Dash;  Weyburn  Plains  R. 
T  Co..  $9,000.  W.  J.  Bullis,  Weyburn; 
Eastern  Star  R.  T.  Co..  $6,400.  C.  Wil- 
liams, Webb;  Collingwood  R.  T.  Co., 
$6,000.  T    C.  Van  Son,  Lewiswyn. 

CONTRACTS  AWARDED. 

Montreal,  Oue. 

The  general  contract  for  conduit  work 
on  St.  Lawrence  Boulevard  has  been  let 
by  the  City  Council  to  M.  J.  Stack  & 


Co.,  McConl  Street.    Approximate  cost, 

$57,334. 


Fires 

Faffray,  B.C. 

Mill  of  tlie  East  ECootenay  Lumber 
Company  totally  destroyed. 

Magog,  Oue. 

Sawmill  and  machinery  owned  by  D. 
Vudet.    Loss.  $8,000. 

Prospect  Hill.  Ont. 

Blacksmith  shop  owned  by  George 
Shaw,  Prospect  Hill,  St.  Mary's,  com- 
pletely destroyed.  Owner  proposes  to 
1 1  build, 

Spruce  Grove,  Alta. 

Church  of  the  German  Lutheran  Con- 
gregation.' 

Victoriaville,  Oue. 

Factory  owned  by  Antoine  Fournier. 
Loss.  $20,000. 

Whitby,  Ont. 

Barns  owned  bv  Kenneth  Beamish, 
Brooklin.  Ont.  Loss,  $3,000.  Tenant,  J. 
Stephens,  Ashburn,  Ont. 


Miscellaneous 

New  Toronto,  Ont. 

Tenders  on  the  construction  of  an  in- 
cinerator will  be  received  until  6  p.m. 
July  29th  by  the  Village  Clerk,  George 
D.  Scott.  Engineers,  James,  Loudon  & 
Hertzberg,  1005  Excelsior  Life  Building, 
Toronto. 

CONTRACTS  AWARDED. 

London.  Ont. 

The  London  Concrete  Machinery 
Company  have  been  awarded  the  follow- 
ing contracts  for  supply  of  machinery: — 
Municipality  of  Pike  River,  Stanbridge, 
Que.,  one  batch  mixer;  Algoma  Steel 
Corporation,  Sault  Ste.  Marie,  one  stone 
crusher;  Standard  Paving  Company,  Ot- 
tawa, bath  mixer;  Gutteridge  &  Grace, 
Sarnia,  batch  mixer;  Hyatt  Brothers, 
London,  batch  mixer;  Oscar  Andre,  St. 
Polycarp,  Que.,  batch  mixer;  Town  of 
Coaticook.  Que.,  batch  mixer  and  side- 
walk forms. 

Sebringville,  Ont. 

William  R.  Ruston  &  Son  have  award- 
ed a  contract  to  the  London  Concrete 
Machinery  Company  for  the  supply  of  a 
concrete  mixer  and  a  stone  crusher  for 
their  tile  plant. 

Trois  Rivieres,  Que. 

J.  H.  Giroux  has  awarded  a  con- 
tract to  the  London  Concrete  Machinery 
Company,  London,  Ont.,  for  the  supply 
of  one  Champion  reversible  hoist  and 
one  <:age  elevator. 


Late  News  Items 

Brampton,  Ont. 

The  School  Board  have  awarded  the 
general  contract  for  the  erection  of  a 
four-roomed  brick  school  to  H.  Hill, 
who  has  arranged  for  all  sub-contracts. 
Approximate  cost,  $23,000. 

Cormac,  Ont. 

The  Congregation  of  St.  Ann's  Roman 
Catholic  Church  are  building  a  Church 
by  day  labor  under  supervision  of  H.  J. 
Kelly.  Concrete  block  construction.  Es- 
timated cost,  $7,000. 

Doon,  Ont. 

Fire  has  destroyed  the  factory  of  the 


Doon  Fibre  Company,  causing  a  loss  of 
$45,000.     Insurance,  $5,000. 

Drummondville,  Que. 

The  Town  Clerk,  W.  A.  Moisan,  will 
receive  tenders  until  8  p.m.,  August  15th, 
for  the  construction  of  mechanical  grav- 
ity filters,  with  a  capacity  of  500,000 
U.  S.  gallons  per  day,  and  supplementary 
tenders  for  plant  without  machinery. 
Consulting  engineers,  M.  M.  Ouimet  & 
Lesage,  76  St.  Gabriel  Street,  Montreal. 

Great  Village,  N.S. 

The  general  contract  for  the  erection 
of  a  residence  for  A.  B.  Geddes  has  been 
let  to  F.  C.  McCurdy.  Estimated  cost. 
$8,000.    Architect,  L.  B.  Gray,  Truro. 

Oshawa,  Ont. 

Ellis  &  Ellis,  architects,  Manning 
Chambers,  Toronto,  have  reviesd  the 
plans  for  the  house  which  is  to  be  built 
for  Dr.  Finnigan,  and  are  now  receiving 
tenders.  Brick  construction.  Estimated 
cost,  $5,000. 

Tenders  on  all  trades  required  in  the 
erection  of  a  residence  for  W.  J.  Burns 
are  now  being  received  by  the  Architects. 
Ellis  &  Ellis,  Manning  Chambers,  To- 
ronto. Stone  and  steel  construction. 
Approximate  cost,  $8,000. 

Ottawa,  Ont. 

The  Imperial  Realty  Company  have  let 
the  general  contract  for  the  erection  of 
a  power  station  on  Slater  Street  to  J. 
Sutherland,  216  Cooper  Street,  and  work 
is  now  under  way.  Plastering,  painting, 
heating  and  plumbing  will  be  done  by 
day  labor.     Approximate   cost,  $30,000. 

Tenders  on  the  installation  of  a  steam 
heating  system  at  St.  Luke's  Hospital 
will  be  received  until  August  1st  by  the 
Architect,  W.  E.  Noffke,  Plaza  Building. 
Estimated  cost,  $8,000. 

Regina,  Sask. 

The  general  contract  for  the  erection 
of  premises  on  Eleventh  Avenue  for  the 
Royal  Bank,  Montreal,  has  been  let  to 
the  Parsons  Construction  Company,  Lim- 
ited, 1708  Scarth  Street.  Steel,  hollow- 
tile  and  brick  construction.  Approxi- 
mate cost,  $50,000. 

Saskatoon,  Sask. 

The  contract  for  greater  part  of  the 
work  required  in  the  erection  of  a  the- 
atre for  J.  H.  Ashdown,  529  Wellington 
Crescent,  Winnipeg,  has  been  awarded 
to  H.  J.  Tubby,  1010  Lome  Avenue,  and 
the  electrical  work  to  the  W'heaton 
Electric  Company,  215-20th  Street  W. 
Approximate  cost,  $50,000. 

Timmins,  Ont. 

Tenders  on  the  erection  of  a  hospital 
for  the  Canada  Mining  &  Finance  Com- 
pany are  being  received  by  the  Archi- 
tects, Ellis  &  Ellis,  Manning  Chambers, 
Toronto.  Hollow  tile  and  brick  con- 
struction.    Estimated  cost,  $30,000. 

Plans  of  a  theatre  to  be  built  on 
Yonge  Street  for  L.  J.  Applegath  &  Son. 
155  Yonge  Street,  have  been  prepared 
by  T.  W.  Lamb,  501  Fifth  Avenue.  New- 
York  City.  Brick  and  steel  construction 
Approximate  cost,  $100,000. 

The  general  contract  for  the  erection 
of  a  pair  of  residences  for  L.  L.  Corley, 
333  Harbord  Street,  has  been  awarded 
to  C.  W.  Robinson,  11  Evelyn  Crescent, 
who  will  sub-let  smaller  trades.  Brick 
construction.    Approximate  cost,  $7,000. 
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Preserves  Roads 
Prevents  Dust- 


Tarvia  with  Slag 


Sherbrake- Derby  Line  Highway,  {Provincial  Government) 

Near  Lenoxvil/e,  Quebec 
7  miles  of 

Tarvia  Filled  Macadcm  {Sla«) 


EVERY  year  new  uses  have 
been  found  for  Tarvia. 
When  first  introduced,  some  ten 
years  ago,  it  was  simply  a 
macadam  road  preservative  and 
dust  preventative. 

Since  that  time  various  grades  have 
been  developed  to  meet  varying  road 
conditions. 

For  instance,  there  is  a  grade  of 
Tarvia  for  use  in  resurfacing  old, 
worn  mil  brick  and  other  block 
pavements,  another  for  patching 
sheet  asphalt  and  other  bituminous 
pavements. 


Now  comes  news  from  the  field  es- 
tablishing clearly  the  value  of  Tar 
via  lor  use  in  conjunction  with  sla& 
for  road  making. 

In  some  localities  blast-furnace  slag 
is  abundant  and  cheap,  cheaper  than 
other  forms  of  road  metal.  Experi- 
ence has  shown  that  this  material 
»ives  excellent  results  when  bound 
with  Tarvia. 

A  well-known  Road  Commissioner 
writes : 

"I  don't  know  how  we  got  along 
so  many  years  without  our  tarvia- 
slaj;  roads.  The  people  alon«  the 
line  think  it  the  only  road,  tn  inv 
opinion  there  is  no  Other  road  that 
excels  this  kind  when  built  accord- 
in."'  to  the  specifications." 


Booklet  on  request.     Address  our  nearest  office. 


Special  Service  Department. 


This  Company   lias  a  mips  of  trained  engineers       If  you  will  write  to  the  nearest  office  regaiding 

road  problems  and  conditions  in  yot 
matter   will   have   prompt  attention. 


and  chemists  who  have  given  years  of  study  to  load  pi.oblcms  and  cond;tionS  in  your  vicinity  the 
modern  road  problems.     The  advice  of  these  men 


may  be  had  for  the  asking  by  anyone  interested. 


THE  PATBRSON    MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER 

THE  0  ARRITTE-P  ATERSON  MANUFACTURING  CO.,  LIMITED 

ST.  JOHN,  N.  B.  HALIFAX,  N.  8.  SYDNEY,  N.  8. 
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What  Good  Boiler  Room  Insulation  Will  Do 


rhe  boiler  room  of  the  Chamber  of  Commerce 
Building1,  Detroit,  Mich.,  was  so  hot  that  the  store 
room  directly  over  it  was  often  quite  uncomfort- 
able.  Radiated  heat  from  the  boiler  settings, 
Steam  drums  and  steam  lines  was  responsible  for 
this. 

In  order  to  reduce  this  radiation  the  steam 
drums  ,md  setting's  of  the  three  ioo  H.  P.  water 
tube  boilers  were  protected  against  heat  loss  with 
one  course  of 

Nonpareil  Insulating  Brick 

for  Boiler  Settings,  Furnaces,  etc. 


Showing  Nonpareil  Insulating  Brick  on  steam  drums 
and  lops  of  boiler  settings,  and  Nonpareil  High 
Pressure  Covering  on  steam  lines.  Chamber  of 
Commerce   Building,   Detroit,  Mich. 


and  the  covering  on  some  of  the  steam  lines  was  replaced 
with  Nonpareil  High  Pressure  Covering,  at  a  cost  of 
$314.84,  for  the  materials. 

What  was  the  result?  Not  only  was  the  temperature 
over  the  boilers  reduced  30  degrees,  but  one  boiler  now 
carries  the  load  which  formerly  required  two.  In  addi- 
tion, an  examination  of  the  coal  consumption  records 
showed  that  1,347,940  pounds  were  burned  in  six  months 
before  the  Nonpareil  Insulating  Brick  and  High  Pressure 


Covering  were  installed.  During  the  corresponding  period 
of  the  following  year,  after  the  insulation  was  put  in,  but 
1,075,570  pounds  were  burned — a  saving  of  272,370  pounds 
or  136,185  tons,  valued  at  $401.75.  In  one  year  this  saving 
will  amount  to  over  $800.00 — nearly  four  times  the  cost 
of  the  insulating  materials. 

Savings  like  this  can  be  made  in  your  plant  by  pro- 
perly insulating  the  boiler  settings  and  steam  lines. 
Samples  and  full  information  on  request. 


Armstrong  Cork  &  Insulation  Co.,  Ltd.,sos  mcghi  Building,  Montreal,  Que. 

Also   manufacturers  of   Nonpareil   High   Pressure   Covering   for  steam  lines  and   Linotile  for  flooring  offices,  residences,  buildings,  etc. 


Siurlevanl  Heating  and  Ventilating  System 

In  A  Foundry 

In  this  foundry  more  than  90,000 
cubic  feet  of  warm  fresh  air  is  sup- 
plied every  minute.  This  gives  ven- 
tilation as  well  as  heating". 

We  are  experts  in  shop  and  foun- 
dry ventilation  and  our  engineers, 
will  co-operate  with  you  and  give 
you  the  benefit  of  their  experience. 

Send  for  our  picture  book  on  Heat- 
ing and  Ventilating  Foundries, 
Shops  and   Industrial  Buildings. 

Ask  for  Bulletin  No.  101 1-z. 

B.  F.  Sturtevant  Company,  of  Canada,  Ltd.,  Gait,  Ont. 

Montreal  Toronto  Winnipeg  Vancouver 

Selling  Agenti  for  Sanford  Riley  Stoker  Co.,  "  THE  RILEY  STCKER" 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUM  ES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


WOODEN  PIPE 

Wire  wound  wood  stave  pipe,  2  in.  to  24  'in. 
diameter.  Continuous  wood  stave  pipe,  any 
diameter  required. 

Canadian  Pipe  Co.,  Limited 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  mach- 
inery. Every  machine  driven  by  a  separ- 
ate electric  motor.  Satisfaction  Guaran- 
teed 

Office  and  Factory 

550  Pacific  Street     -    VANCOUVER,  B.  C. 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"  Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 
U  C  I  I  CD    Jf,  BDirUTI  V  1120  Spring  Garden  Street 

HLLLLK  &  DKltinlLI,  Philadelphia,  pa. ."Since  1870" 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

625  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in  the 

Contract  Record 

and  Engineering  Review 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


the  G  ARTS  HO  RE-THOMSON  PIPE  &  FOUNDRY  CO. 


LIMITED 


CAST  IRON  PIPE 


Manufacturers  of 

Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds  . 

r  »  3  inches  to  60  inches  diameter. 

of  Waterworks  Supplies.  for  Water,  Gas,  Culvert  and  Sewer 

HAMILTON,  ONT. 
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FOR    QUICK  SALE 

Two  Mann  Steam  Wagons 

Capacity  5  to  7  Tons 

Compound  Engines    —    British  Columbia  Boilers    —    Three  Road  Speeds 
Dumping  Bodies  wilh  Removable  Hinged  Sides 

IN  STOCK  AT  MONTREAL 

MUSSENS  LIMITED  -  MONTREAL 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 


Angles 

67-6"x3'/3"x5/j"-60'0" 
28-6"x3'/,"xll  16"-60  0" 
40-6"x3'/2"x3  4"-60  0" 
22-6"x3!3"x3  4"-65'0" 


Channels 

31-12"x30  lb.-60'0" 
83-15"x33  lb. -36'  10!/2" 


Zees 

94-  3"  x  2-11/16"  x  1/4"  x  6.7  lbs.  -  54  0" 

95-  3-1  16"  x  2-3/4"x5/16"  x  8.5  lbs.  -  50'0" 

Mild  Steel  Bars 

20-8"xl  4"-30'0"  14-6"x7/16"-13'0" 

20-10"xl/4"-30  0"  8-3"xl/2"-10  '  0" 

13-6"x5  16"-10'0"  40-6"xl  2"-20'0" 

17  -,  "x5  16"-20  0"  12-8"xl/2"-10'0" 

19-  8"x5  16"-30  '  0"  8-9"xl/2"-32  '  0" 

20-  10"x5  16"-30  '  0"  3-10"x9/16"-22  '  0" 
15-ll"x5  16"-20'0"  5-12!4"x5/8"-30'0" 

12-  11^x6  16"-17'0"  22-6'/2"xll/16"-33'0" 
88-4"x3/8"-ll '  10"  5-7"xll/16"-20  '  0" 

13-  8"x3  8"-30 '  0"  19-8"xl-l/8"-18  '  3" 

Largo  Tonnage  of  Plates,  Shape*  and  Bar*  in  Stock 

Office  and  Plant,  NeW  GlaSgOW,  N.  S. 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


Victor-Francis 

I  ligh  and  Low  Head  Water  Wheels 

The  epoch-making  installation  of 
Victor-Francis  equipment  to  produce 
50,000  horse  power  at  Cohoes,  N. 
Y.,  indicates  the  high  efficiency  that 
can  be  obtained  with  well  designed 
and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  and  710  describe  them. 

Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Conneobion) 

Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


WILSON  SCALES 

ARE 

GOOD  SCALES 

We  manufacture  all  styles.  —  Write  us  for  prices. 

C.  Wilson  &  Son 

71  Esplanade  St.  East  TORONTO 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  J-TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  No  dusting  away,  smooth  sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  (if  Fluxphalte  and 
save  repair  hills. 

New  illustrated  booklet  on  request. 


PHftL' 


K>LB  €«Bf«  fiilHTS  F©EHi  ffiMCM  Mill  OH,  C?  tares® 


0F  TRADE  B!JIUIIW( 


MONTREAL 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


CAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited,  walkoenrtv,lle 
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CRANES 


1)  po  B  <  nine    l.etiin  about  our  Type  K 
Kloctric  'l'l-HveliiiK  C 'rune 


and 


ELECTRIC  HOISTS,  DERRICKS,  ETC. 

for  all  purposes. 

We  can  make  your  Crane  or  Hoist  in  Canada.  Write 
us  about    your    Crane  requirements    for  any  purpose. 


Northern  Crane  Works,  Limited,  Walkerville,  Ontario 


for  technical  men  especially 

Venus 

lO*  PENCIL 


O  group  of  men  demands 
more  of  a  pencil  than  does 
the  eng  i  nee  ring"  profession. 

For  very  fine  lines  a  very  hard  pencil  is 
wanted:  t'< >r  blacking  in,  the  very  softest — 
and  between  these  two  extremes  there  are 
many  -gradations  for  which  a  special  hardness  is 
desirable.  That  is  why  Venus  Pencils  are  made  in 
17  degrees  from  6B  softest  to  <)H  hardest.  These, 
with  the  hard  and  medium  copying,  will  do  what- 
ever you  want  a  pencil  to  do,  and  will  do  it  per- 
fectly. Note  the  distinctive  Venus  water  mark 
finish. 


FREE 


To  technical  users  writ- 
ing on  their  business  let- 
terheads a  box  of  Venus 
rlrawing  and  copying  pen- 
cils and  a  Venus  Eraser 
will  be  sent  free,  v 


Write  todty  for  yours 

American  Lead  Pencil  Co. 

236  Fifth  Ave.,  New  York 

and  Clapton  London.  Eng. 


A  ¥f    C  New  and  Relaying 
l\ /^.l  J— iO  Switches,  Turntables,  Etc. 

Carried  in  Stock 

Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


Pure, 

Warm 

Air 


in  large  volumes,  uncon- 
taminaterl    and    full  of 
health  -  giving    oxygen  ; 
that's  the  kind  supplied  by  the 

KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 
stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 

Water  St.  Limited       Brockville,  Ont. 


STEAM 


Hdarling  brother 

LIMITED  S     V  *  f 

Engineers  and  Manufacturers 
MONTREAL.  CANADA 


Branc^u 

ruuto  and  W) 


:  John,>Catgfl 


I 
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Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost «  Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


The  Glue  Book 


What  it  Contains:- 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West  Toronto 


1  m 


ldinq  Material 


HE 


Good  Profits  Here-Wake  Up 

M-R-Co.  Goods  are  "  Right 
on  the  Job." 

There  are  immense  possibilities  for  the 
Building  Trades  in  Metallic  Shingles  and 
Metallic  Ceilings.  They  are  quick  for 
repair  jobs.  They  are  durable,  neat 
and  fireproof  and  there  is  no  "come  back." 

The  "Quality  House"  is  Safest-  Think  of 
Safety  First 

The  Metallic  Roofing  Co 

Limited 

Manufacturers  to  the  Trade 
TORONTO     and  WINNIPEG 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  arc  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 


ss 
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Increase  Your  Derrick  Output 

l>y  equipping  your  derricks  with 
OAK.K  motor  crabs  which  posi- 
tively take  the  delays  out  of 
operation.  There  are  no  dead 
ecu  ten  on  the  DAKE  Motors 
used  Oil  these  machines. 

DAKE 

MOTOR  CRABS 

Sturt.  stop  and  reverse  instantly. 

>K  of  our  contractors'  equipment 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich  ,  U.S.A. 

CANADIAN  AGENTS: 
Montreal    Mussens.  Ltd.   Toronto— A.  R.  Williams  Machinery  Co.,  Ltd. 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


B;:::.       standard  steel 

o  k  CONSTRUCTION  CO. 


R  einforcing  Bart 

"Self-Senterimr" 

Corrugated 
Shaetiog 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  it  unexcelled  and  our  prices  right. 

Phone  or  writ*  us  for  quotations  when  you  are  In  the  market. 
Office -M  4515-M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand.  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 


Phones,   Office  North  |  ggg      Evenings,  North 


2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


DERRICKS  SAVE  MONEY 

and 

We  send  Derricks  on  Trial  to  reliable  Contractors. 


Labour  is  Scarce  and  High  Priced. 
Derricks  are  Easy  to  Handle  and  Low  Priced. 

NATIONAL  EQUIPMENT  CO.,  LTD. 

1  Wabash  Avenue      -  TORONTO 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc..  Castings 
of  all  kinds,  Mooring-  Bollards  for  both  Concrete  and  Wooden  Docks 
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Crushed  Rubble  Dimension 

CROOKSTON  QUARRIES 

Crushed  Stone — Clean,  tough  stone,  specially  suitable  for  concrete  mix  and  macadam  roads.  Although  we 
have  supplied  hundreds  of  cars  of  stone  to  Toronto,  Montreal  and  intervening  points  we  have  never  had  one 
car  rejected. 

Rubble  Stone — From  one  man  size  to  blocks  weighing  many  tons. 
Dimension  Stone    The  stone  that  has  stood  the  test  for  half  a  century. 


Capacity  500  tons  a  day 


C.P.R.  and  G.T.R.  Connections 
ASK  US  FOR  QUOTATIONS 


Telephone  Madoc  2.  R  3—2 


QUINLAN  &  ROBERTSON,  Limited,  Crookston,  Ontario 


Boviog  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


We  Manufacture 
Water  Wheels,     Hydraulic  Governors, 
Centrifugal  Pumps,       Mill  Machinery 
Fly- Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Water  Supply 

from 

Deep  Wells 

is    obtained  at  a  mini 
mum  cost  by  use  of  our 
deep  well  pumps. 


Write  for 
Bulletin  16 
explaining 
the  use  of 
Cook's 
Patent 
Brass  Tube 
Well 
Strainer 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Reqctest 


THE  PIONEER  BACK-DUMP  BUCKET 

for  Gravel  Excavation 

Let  us  send  you  our  free  catalog,  which  explains  the  merits  of 
our  Bucket  and  illustrates  its  use. 
Prices  Reasonable    Immediate  Delivery. 

We  are  prepared  to  sell  not  only  the 
bucket,  but  the  entire  plant. 


The  Mansfield  Engineering  Co. 


1014  Fletcher  Trust  &  Saving!  Bldg. 
INDIANAPOLIS.  IND. 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT.  I.IME.  AND  BRICK 
Ctmtnt- delivered  in  8  barrel  lots.  $1.88  per  bbl. ; 
wit1-  !         $•_'  28 ;  car  lots,  $1.33  on  the  track, 
with  pkgs  .  $1.78. 

Lime— jrrey  3Sc,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1800  lb.  lots.  At  the  ware- 
house, white  37c,  grey  38c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff. 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick.  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.80  on 
the  cars,  delivered  $9.80;  "Tapestry"  brick, 
imported,  $26  to  $38;  local  Rug,  $14;  sand 
lime  brick,  $7.80;  King  Edward  Siding,  $6.60 
at  the  mill;  $8.80  delivered  on  job.  Paving 
brick.  No.  1.  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14 ;  paving  blocks,  No.  1,  $24  per 
M.;  No.  2.  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile.  $60  per  M.    Lots  over  100,000  $88. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto:— 
White  $82,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE.  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $1.20;  1  in.,  $1.23;  X  in .. 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand— for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-ln., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  ?4  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring.  $33;  No.  1  spruce  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $38; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.78  per  100  ft.;  Sin.  ditto,  $2;  8-in.  pine 
base.  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2  75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  R.  clears  $3.08;  No.  1  pine  lath  $6.00; 
No  2  pine  lath  $8.10;  No.  1  spruce  lath  $4-78. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14,  14  x  16,  $38.00;  10  x  16, 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$38.80;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  38  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars— $2.90  to  $3  base,  twisted 
and    deformed,    $3.26;    structtlral  sections, 
$3.50;   small  sizes  $3.26. 


Steel  Plates-  tank  and  boiler,  $3.50  per  100  lbs.; 
%  in.,  5/16  in.  and  H  >n-.  $3.50  per  100  lbs.; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs.  ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $34  per  net  ton;  6-in.  to  12- 
in.  $33;  12-in.  up  $32.50,  with  $1  extra  for 
gas  pipe. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4  in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
58c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  16-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15  in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal.;  red  lead, 
dry,  $14  per  100  lbs. ;  putty  in  bulk,  $3.80 
per  100  lbs.;  in  100-lb.  drums,  $3.83;  putty 
in  25  1b.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
80c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Hydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic  No.  1,  $14;  red  rustic  No.  2,  $12; 
buff  (smooth),  $21;  buff  (rough),  $25;  C. 
P.  R.  50c.  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
$10.80;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f  ob.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight   pipes    (per    foot) — not    reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-ln. 
60c;  18-in.  74c.    Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30  in.  $1.60;  36  in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  ?4-in.,  $1.65;  tf-in., 
$1 .75  per  ton,  delivered. 

Sand— 90c.  per  ton,  car  load,  on  cars. 
Gravel— $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 
Steel  angles— 3-in.  x  3  in.  and  up,  $3.50,  1  in. 
x  1  in.  x  H  in.,  25c.  extra;  #  in.  x  H  in. 
x  *A  in.  50c.  extra.  Boiler  plates— 54  in. 
thick  and  thicker,  $4.00.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$4.25;  under  30  in.  dimensions,  $4.75.  Beams 
and  channels— Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight  pipe   (per  foot) — 4-in.,  25c;  6-in.,  40c; 
S  in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24  in.,  $3.25.    Bends,  each  75c,  $1.20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.    Double  collar,  76c, 


$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.18,  $3.60, 
$4.60,  $16.26.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.86,  $4.90,  $6.50,  $8,  $26.  Y.  Pipe, 
2y>  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope— Best  Manilla, 
22J-3 c.  basis  per  pound;  British  manilla,  18c. 

basis;  sisal  rope,  14^4c.  basis;  lath  yarn  1454 
cents.  Boiled  linseed  oil — in  barrels  82}4c. 
per  gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
80c.    per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel ;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12 ;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.60. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone — 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
J4-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel — Per  yd.,  delivered,  $1.85. 


Crushed  Granite — lVi  and  2-in.,  $2.66;  H-ln.  and 
1-in.,  $2.90;  J<-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$00;  4  in.  and  (5  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $48;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32 ;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $88;  No.  3,  $46;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  6,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  x  12,  8  x  12,  $39 ;  10  x  16,  12  x  16, 
16  x  10,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
x  16,  0  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  654 -in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.60. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.60; 
No.  1  B.  C.  cedar  dimension,  $8.60;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,   $2.35   per   100   lbs. ;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.98  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  66 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stock*  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sale*  Office*  : 

SYDNEY.  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS  -  —  WIRE  PRODUCTS 


A  Paying  Field  for  Progressive  Contractors— 
Apply  the  Oxy-Acetylene  Welding  and  Cutting  Process 

It  helps  you  to  do  a  COUNTLESS  NUMBER  of  jobs  in  a  novel  way 
QUICKER-CHEAPER- BETTER  than  by  old  methods 

Modern  APPARATUS  (stationary  and  port- 
able) as  well  as  GASES  (Oxygen  and  Acety- 
lene) supplied  on  SHORTEST  NOTICE  and 

Made-in-Ca  nad«  by 

L'AIR  LIQUIDE  SOCIETY 

WEST  TORONTO    MONTREAL  WINNIPEG 

26  Boler  St.         Maisonneuve     325  William  A»«. 

—THE  OXY-ACETYLENE  PEOPLE- 
Branches  the  World  over.         "SERVICE"  our  Motto. 


L'Air  Liquide  Society,  Maisonneuve, 

MONTREAL,  P.  Q. 

Gentlemen  :  —  Please  send,  post  paid,  without 
obligating     ire,  ycur  NEW  OOKLET. 


Name  . . . 
Address  . 

Prov  

Business 


.Date 


C.  R. 


Welding  of  light-gauge  shells -later  on  armoured  and  embedded  In  cement-for 
Water  Mains,  Gas  Mains,  etc. 

THIS  COUPON  will  bring  you— without  obligating  you— MUCH  INFORMA- 
TION ab  out  this  rapidly  spreading  process. 


DO  NOT  POSTPONE 


SEND  COUPON  NOW 


«2 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MA TERIALS— continued. 


(Continued  from  page  60) 
SEWER  PIPE 
Sewer  Pipe  —Wholesale  prices  f.  o.  h.  Winnipeg, 
per  ll..  3  in..  9  cents;  4  in..  11  cents;  5  in., 
16  cents;  6  in,  18J4  cents;  8  in.,  30  cents; 
»  in.  35  cents;  10  in..  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  IS  in.,  $1.00;  20  in., 
*1  M>.  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster  — l'nsande.1.  $13  per  ton;  sand- 
ed. $7  50.  delivered  on  job.  Plaster  of  Paris, 
$15  50  per  ton;  Hammer  (trand,  $3.75  per 
bbl..  in  bags  $15  00. 

PAINTS  AND  OILS 
Paints  and  Oil*— White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs.  :  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25  1b.  tins.  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT.  LIME,  AND  BRICK 
Cement  Grey  Portland,  $2.46  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton.  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs.  ;  superfine,  white,  $9.50  per  bbl.  ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $1050  to  $13.00  in  car  lots  f.o.b. 
Vancouvei  ;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
house;  $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build 
iiirs;  fire  brick,  $35  in  ear  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 

S. ind —  Buck  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel    $I.N5  per   yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12.  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  x  10  to  20,  S  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 

Vancouver  prices  f.o.b.  warehouse : 

Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 28  gauge,  $7.50  per  100  lbs. 


Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 

$*i.65,  5,  !)  and  10  ft.  sheets,  $6.80  per  square, 
lilack  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on   size,   quantity   and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 
specifications. 


SEWER  PIPE 

Sewer  pipe- — Vancouver  prices  f.o.b.  warehouse: 
4  in..  12^c.  per  ft.;  6  in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  16  in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24  in.,  $2.25  (all  net  prices). 


SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime—  $14. mi  in   car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.l 

Vancouver. 

Rope — Manilla,   full  coil,   16c  basis;   2nd  gra<*' 
ii'Ac  basis;  sisal  rope,  12"4c  basis. 


PAINTS  AND  OILS 
Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.90  per  100  lbs. 
100  lbs. 

Boiled  linseed  oil — In  bbls.,  95c.  to  $1.00  per  gal. 

of  9  lbs. 

Raw  linseed  oil — In  bbls.,  93c.  to  98c.  per  gal;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs. ; 
putty  in  bulk,  bbls.,  $4.00;   putty  in  25-lb 

tins,  $4.S5;  turpentine,  in  bbls.,  95  cents. 


nrafiBONraiirii 

The  "No  Increase  in  Price"  Policy 


HERRINGBONl 


,  -Copper 
L  Alloy 


Lath,  gauge  for  gauge,  will  resist  hard  wall  corrosion  sixty-one  per 
•  tut.  better  than  lath  made  from  ordinary  steel.     In  other  words,  ordinary  metal  lath  would  have  to 

weigh  sixty-one  per  cent,  more  than  Herringbone  Alloy1  'at'"  m  or(^er  l"  ')C  equally  efficient.  This 
mean-  ii  would  have  to  cost  about  fifty  per  cent,  more  in  order  to  compete  with  copper  alien  quality. 

Vet  when  Herringbone  Metal  Lath  was  changed  from  ordinary  steel  to  copper  alloy  the  old 
price  to  the  consumer  was  not  changed.  Same  price — sixty-one  per  cent,  more  quality.  At  first 
glance  it  would  appear  that  the  management  have  lost  a  great  opportunity. 

We  believe  that  in  adopting  this  generous  policy,  we  have  gained,  instead  of  lost,  an  opportun- 
ity. For  even  before  Herringbone  lath  was  made  of  copper  alloy  its  superior  stiffness,  selvage  edge, 
and  plaster  saving  qualities  made  it  the  standard  specification.  And  now,  with  this  final  improvement 
in  quality  and  the  price  unchanged,  its  superiority  is  absolutely  unassailable.     Every  thinking  man 

will  use  Herringbone  ^\\\^yT  Lath  now. 


Clarence  W.  Noble 


General  Sales  Agent 


117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON] 
GOODS  CO.,  Hamilton 


PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 


4 


ATWOOD  ATWOOD 
ENGINEERS   FOUNDERS  MACHINISTS 

Represented   by  W.  M.  Campbell.  32  Albany  Ave.,  Toronto,  Ont. 


Valves 
Sluice 

Gates 
Fittings 
Flanges 
Castings 
Separators 
Exhaust 

Heads 
Expansion 

Joints 
Pipe  Bends 
Welded 

Work 
Hydraulic 

Piping 


96"  Motor  Operated  Butterfly  Valve. 


We  make  a  specialty  of  designing  and  executing 
complete  piping  contracts.  Estimates  furnished 
on  receipt  of  plans  and  specifications. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:  — 
Bridgeburg,  Ontario,  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg 
New   York,  N.  Y.,  30  Church  Street 


Built  for  C.P.R. Montreal   Chicago,  111 


Shops:— Bridgeburg.  Ont. 


Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford         Winnipeg        Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto      -  Canada 
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Civil 

Electr  ical 
Mechanica 


Directory  of  Engineers 


Contractors 

Special 

Interests 


Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    I  hipman.      Geo.    II.  Power. 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchanti  Hank  Chambers, 

Kingston,  Canada 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
, expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

and  MaTa ^Laboratories :  MONTREAL 

Branch    Offices   and    Laboratories — 
TORONTO.  WINNIPEG,  EDMONTON, 
VANCOUVER   and    NEW  GLASGOW 


STICK  TO  IT 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

CONTRACT  RECORD 
o  Engineering  Review 
TORONTO 


HADDIN  &  MILES 

LIMITED 

(formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG  CALGARY 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 

Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,      -  Montreal 
Branches : 

Toronto         Vancouver         London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturer!  of 
GARBAGE  AND  REFUSE  IM0INBRATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Worki: 

Main  904-90(5  62  E«planade  E.,  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DAT  CM  TO     secured  or  our 

rM  I  CH  I  O         FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa,  Canada 


Ssflf? 


LIMITED 
CONTRACTING 
ENGINEERS 

MONTREAL 


Wilding  work 

LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


Crushed 
Stone 

BRICK 

T.  A.  Morrison  &  Co.,  20MOVT^,St- 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 
Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing  and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 
Represented  at  New  York,  Pittiburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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"  McAVITY" 

Ornamental 
Fluted  Cast  Iron 

Lighting  Post 


A  Light 
Investment 

with 
Big  Returns 

Fitted  with 

12"  and  14" 
ALABASTER 
GLOBES 


Why  not 

install  a 

"  WHITE 

WAY  " 

District? 
and  make  your 
CITY  LIGHTS 
ATTRACTIVE 


HEAVY  WEIGHT  PATTERN 

Write  for  Illustrated  Booklet  of 
Different  Designs 

T.  McAVITY  &  SONS 


LIMITED 
St.  John,  N.  B.,  Canada 


Montreal 


Winnipeg 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "  100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,   Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:      1139  SHAW  STREET 

Main  Structural  Shop:   130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tont  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  HUlcrest  1614  1616  1618 
Private  exchange  connecting  all  department! 
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The  Quickest  Heating  Rivet  Forge  Made 

Therefore  the  Most  Efficient 


The  ability  of  any  forge  to  produce  quick 
heat  lies  in  the  blower.  The 

Canadian  Rivet  Forge 

No.  625 

is  fitted  with  the  famous  Canadian  200 
Blower — the  blower  that  gives  more  blast 
than  any  other  made.  It  is  also  guaran- 
teed for  io  years  against  repairs  due  to 
wear . 

A  heavy  round  Tuyere  Plate  distributes 
the  blast  so  as  to  insure  the  best  results 
in  heating. 

This  is  a  very  popular  forge  with  contrac- 
tors and  you  should  lose  no  time  in  getting 
our  catalog  179-12. 

Canadian  Blower  and  Forge  Co. 

Berlin,  Ontario  Limited 

St.  John      Montreal      Toronto     Winnipeg  Vancouver 


Steel  Derricks 

50  Tons  Capacity 

We  specialize  in  the  manufacture  of 
steel  guy  derricks  and  are  prepared 
to  ship  this  class  of  derrick  in  capaci- 
ties from  5  to  50  tons. 

The  illustration  shows  the  largest 
steel  guy  derrick  in  Canada.  It  is 
our  make  and  "Made  in  Canada". 

Electric  Hoists — Cranes — Derrick  Irons 
Stone  and  Marble  Working  Machinery 

POLLARD  MFG.  CO. 

LIMITED 
Niagara  Falls,  Canada 
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Works  at  Walkerville.  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


; 


JIMITED 


BftKlRREGiNEi 

VALVE-HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

Britiih  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng 
land.     4S3  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1916 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated 
Price  82.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated ;  price  $2.00. 


by 

lislied  in  1915  by  McGraw-Hill  Book  Company, 
pages,  illustrated.     Price  $3.00 


Pub 


Dam?  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.     480  pages,  illustrated.     Price  $5.00 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
,89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in   1914.      Price  $100. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company      213  pages,  illustrated.     Price  $2.00. 


verry. 
pany. 


1915  by   McGraw-rHU    Book  Com- 
364  pages,  illustrated.     Price  $3.60. 


Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.60. 

Practical    Mathematics   for   the    Engineer    and    Electrician,  by 

Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,   illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 
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"Follow  the  LEADERS" 

Buy. 

"DOMINION"  WIRE  ROPE 


which  the  largest  Contractors  are  using 
and  getting  the  Best  Results  from 

^^^BHtf  ft  STOCKS    CARRIED    AT    ST.  CATHARINES 

The  DOMINION  WIRE  ROPE  CO.,  Limited,  MONTREAL 


The  Reason  We  Have  Supplied  the 

Majority  of  the  Equipment 

on  the 

WELLAND  CANAL 

is  that  We  Carry  the  Best  and 

MOST  EFFICIENT 


"Industrial  Works"  Locomotive  Cranes 

Steam,  Electric  and  Gasoline 

"  MARION "  Drag  Line  Machines, 
Steam  Shovels  and  R  R.  Ditchers 


Ransome 
Concrete 
Mixers 


Branch 


St.  Catharines,  Ont. 


Head  Office: 

MONTREAL 


Vol.  30  Toronto,  August  2,  1916  No.  31 


GLASS  BENDERS 

TO  THE  TRADE 


THE  TORONTO  PLATE  GLASS 
IMPORTING  COMPANY  L,»,TED 

GLASS   IMPORTERS   AND  MANUFACTURERS 

91-113   DON   ROADWAY,  TORONTO 
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CHAMPION 

ROAD  and 
STREET 
MACHINERY 


Road  Graders.  Levellers 
and  Drags 

Road  Rollers.  Sprinklers, 
Sweepers  and  Cleaners 

Street  Cleaners'  Hand  Carts 

Rock  Crushers.  Elevators, 
Screens.  Bins 

Spreading  Wagons 

Dump  Wagons 

Contractors'  Plows 

MANUFACTURED  BY 


"Champion"  Road  Builders'  Sprinkler 


The  Dominion  Road  Machinery  Co.,  Limited 

WRITE  OUR  NEAREST  BRANCH 

11s*  Mollis  Street,  Halifax.  N.S.  Cor.  8th  Ave.  and  3rd  Street  West,  Calgary,  Aha. 

51S  Power  Building,  Montreal,  Que.  10237  lnfhh  Street,  Edmonton,  Alta. 

89  Dalhousie  Street,  Quebec,  Que.  600-U13  Bank  of  Ottawa  Building,  Vancouver,  B.C. 

41.3  Mclnfyre  Building,  Winnipeg,  Man. 


Factory  and  Head  Office 


GODERICH,  ONTARIO 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

2 — 6  x  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6ry4  x  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
1  —  5  x  S  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  y2  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6^  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 


H.E.  PLANT  1790  St.  James  Street,  Montreal,  Que. 

E  LEONARD  &  SONS  St.  John,  N.  B. 


— Agents- 


ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

KELLY-POWELL,  LTD  McArthur  Bldg.  Winnipeg, Man. 
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HIGH  GRADE  QUALITIES 


When  buying  or  recommending  Dominion  Rubber 
System  products  you  can  depend  upon  high-grade  qual- 
ities. That  protection  is  being  appreciated  more  and 
more  by  users  of  Rubber  Goods,  no  matter  for  what 
purpose  the  need  may  be. 

Absolutely  High  Grade  Qualities 

Is  Our  First  Consideration 

Dominion  Rubber  System  qualities,  combined  with 
Dominion  Rubber  System  value  and  service,  make  it 
well  worth  your  while  to  insist  on  having  Dominion 
Rubber  System  products. 

If  you  can  not  get  what  you  want,  write  to  our  nearest 
branch,  or  to  our  Head  Office,  where  your  request 
will  receive  prompt  and  courteous  attention. 

Canadian  Consolidated  Rubber  Co. 

Limited 

Montreal,  P.  Q. 

28  "Service"  Branches  Throughout  Canada 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-ln.  pipe 
in  a  trench  ready  for  filling. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
rumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Work*:  Seigneuri  &  William  St».,  Montreal. 
Manufacturer!  of  Boilers,  Caitingi,  Condensers,    Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumpi,  centrifugal  and  reciprocating,  Steam   Turbines,   Tanks,    Water   Wheels,  Water 

Works  Plants. 


Lachine  Water  Work* 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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Ten  Good  Reasons  for  Specifying 
Wire -Cut  Lug  Brick  for  Paving 


"I  Wire-cut  lug  brick  have  proven  their  superiority 
in  service.  A  wire-cut  lug  brick  is  not  a  new 
brick  or  an  experiment.  It  is  a  wire-cut  brick  with 
absolutely  uniform  lugs,  and  it  is  a  well  known  fact 
that  the  old  wire-cut  brick  streets  have  given  the 
*best  service  under  traffic. 

O  All  wire-cut  lug  brick,  subject  to  slight  varia- 
*  tions,  are  of  standard  size,  sy2  inches  long  by 
inches  wide  and  4  inches  deep,  and  lay  40  brick 
to  a  square  yard.  If  local  conditions  of  traffic  justify 
same,  these  brick  can  be  used  3]4  inches  or  3  inches 
deep  but  of  the  standard  surface  measurements. 

0  The  rough  sides,  uniform  contact  lugs  (no  bar 
lugs  allowed)  and  the  square  edges  insure  a  per- 
fect bond  the  entire  depth  of  the  brick  and  also  a 
bond  much  stronger  than  is  obtained  with  the 
smooth,  round-edge  repressed  brick.  A  4-inch  wire- 
cut  lug  brick  gives  a  4-inch  bond,  but  a  4-inch  re- 
pressed brick  with  round  edges  gives  only  a  3J^-inch 
bond  and  that  may  be  very  imperfect  owing  to  the 
smooth  sides  and  the  nonuniformity  of  the  lugs. 

A  Wire-cut  lug  brick  are  made  by  30  independent 
competing  companies  and  the  list  is  constantly 
increasing.  The  brick  are  marketed  at  the  same  price 
as  the  repressed  brick  of  the  same  manufacturer's 
make,  since  the  small  royalty  paid  is  saved  in  the 
process  of  manufacture.  The  Dunn  Wire-Cut  Lug 
Brick  Company  licenses  reputable  companies  which 
demonstate  their  ability  to  make  good  wire-cut  lug 
brick. 

C    The  interior  structure  of  wire-cut  lug  brick  is 
uniformly  denser  than  that  of  repressed  brick. 
On  account  of  their  square  edges,  wire-cut  lug  brick 
in  the  first  450  revolutions  of  the  rattler  lose  from 

1  to  2  per  cent,  more  than  repressed  brick;  1 » n t  no 
allowance  is  asked,  for  wire-cut  lug  brick  at  the  end 
of  the  test  show  an  abrasion  loss  usually  about  the 
same  as  repressed  brick,  and  sometimes  less.  .  Thus, 
the  user  of  wire-cut  lug  brick  really  is  getting  a 
quality  that  is  2  per  cent,  better  than  is  shown  by 
test. 


£J    Wire-cut  lug  brick  are  made  on  engineering  lines. 

The  square  edges  aid  the  engineer  in  obtaining 
a  smooth  pavement,  and  a  pavement  in  which  the 
filler  will  not  chip  out  under  traffic,  as  it  does  from 
round-edge  repressed  brick.  The  engineering  de- 
partment of  the  Dunn  Wire-Cut  Lug  Brick  Company 
is  continually  investigating  methods  of  construction 
and  is  at  your  service  at  any  time,  in  an  advisory 
capacity,  as  to  methods  of  construction,  and  proper 
inspection  of  material. 

"7    The   Dunn  Wire  Cut  Lug  Brick  Company  has 

*  its  own  ceramic  engineer,  whose  duty  it  is  to  ren- 
der free  advisory  service  to  companies  making  wire- 
rut  lug  brick,  and  to  endeavor  in  every  way  to  im- 
prove the  quality  of  the  brick  at  the  plant. 

g    The  advantages  of  wire-cut  lug  brick  are  recog- 

*  nized.  These  brick  are  specified  exclusively  by 
St.  Louis,  Mo.;  Baltimore,  Md.;  Wilmington,  Del.; 
Toronto,  Canada,  and  many  other  cities,  and  they 
are  preferred  by  numerous  state  highway  depart- 
ments. 

0    On  January  I.  1916,  wire-cut  lug  brick  weir  in 
use  in  436  places  and  thej  were  admitted  in  tin- 
specifications  of  more  than  2,">00  places. 

J  Q  1 1  the  choice  between  wire-cul  lug  brick  ami  re 
*  pressed  brick  is  left  to  the  contractor,  he  may, 
on  his  first  job,  use  the  repressed  brick,  claiming  that 
the  repressed  brick  takes  less  filler.  We  admit  this 
claim,  and  it  substantiates  our  contention  that  wire- 
cut  lug  brick  makes  the  best  pavement,  because  the 
filler  goes  down  to  the  bottom  of  the  brick  and  in- 
sures a  good  bond  its  entire  depth.  After  his  first 
experiment,  the  contractor  recognizes  this  advantage 
and  becomes  an  advocate  of  wire-cut  lug  brick, 
\\  n  e-cut  lug  brick  are  made  by  30  independent  com- 
peting companies,  operating  48  plants.  W  rite  for 
data. 


The  Dunn  Wire-Cut  Lug  Brick  Co. 

(LICENSORS) 
CONNEAUT         :  OHIO 
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Air  Compressors 

I  an.  Inger soli  Rand  Co..  Ltd. 
Platl  1 1 on  Work* 

Aluminium 

Spictiiiann  Agencies  Regd. 

A>r  Hoisti 

Northern   CflUM  Works 

Ai^ti.leclural  Iron  Work 

Canada  Wiie  &  Iron  Goods  Co. 
McGregor   fit  Mclnlyre 

Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 

Ash  Hoists 

Gillis  fit  Geoghegan 

Asphalt 

Asphalt  4  Supply  Company 

Asphalt  Shingles 

Bird  &  Son. 

Blast  Hole  Drills 

Hopkins  fit  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Siieldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Boilers 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Mai  mi   &  Henthorn 

UcUougall  Caledonian  Iron  VVks. 

Mussens  Limited 

Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Brick 

American  Enamelled  Brick  Co. 

Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Siieldons  Limited. 

Buckets 

Beatty  fit  Sons,  M. 
Canadian    Link-Belt  Company 
Hopkins  fit  Co.,  F.  H. 
Manitoba  Bridge  fit  Iron  Works 
Mansfield    Engineering  Co. 
Kadigan   fit  Company,  John 

Brick  Machinery  and  Supplies 
Sheldons  Limited 

Bridges  (Steel) 

Canadian    Bridge  Company 
(  an.  Chicago  Bridge  fit  Iron  Wks. 
DesMoines  Bridge  fit  Iron  Co. 
liickson  Bridge  Works 
Dominion  Bridge  Company 
Mackinnon-Holmes  St  Co. 
Manitoba  Bridge  fit  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Building  Papers 
Bird  fit  Son. 


Cable 

Canada  Wiie  &  Cable  Company 
nonunion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 

Mansfield  Engineering  Co. 

Cable  Terminals 

Standard  Underground  Cable  Co. 
of   Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

li.  C.  Lumber  Commissioner 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britnell  fit  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Centrifugal  Pumps 

Boving  Hydraulic  fir  Engineering 
Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Biidge  fit.  Iron  Woiks 

Coal  Handling  Apparatus 
Beatty  fit  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pellelier  fit  Fils,  Edouard 

Concrete  Culvert  Pipe 

Blair.  B. 

Dominion   Concrete  Company 

Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 

Goold,  Shapley  fit  Muir  Co. 

Hopkins  fit  Co..  F.  H. 

Ideal  Concrete  Machinery  Co. 

London  Concrete  Machinery  Co. 

Mussens  Limited 

Wettlaufer  Bros. 

Concrete  Sewer  Pipe 

Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster.  W.  L. 

Contractors'  Plant  &  Supplies 

Beatty  St  Sons,  M. 

Boving  Hydraulic  fit  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
I  Jake  Engine  Company 
Dominion  Road  Machinery  Co. 
Goodwin,    Barsby   fit  Company 
Marsh  fit  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  St  Rubber  Company 


Conveying  Machinery 

Canadian    Link-Belt  Company 
Goodwin,  Barsby  fit  Company 
Radigan  fit  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 

Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  fit  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed   Stone  Corpora- 
tion 

Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
1  lominion  Road  Machinery  Co. 
Goodwin,  Barsby  fit  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  fit  Company,  F.  H. 
Marsh  fic  Henthorn.  Limited 
National   Equipment  Company 
Northern  Crane  Works 
I'ollaid    Mfg.  Company 


Douglas  Fir 

B.  C.  Lumber  Commissioner 


Dredging  Pumps 

Boving  Hydraulic  fit  Engineering 
Company 

Dredges 

Beatty  fit  Sons,  M. 

i  anadian  Equipment  Company 

Hopkins  St  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian    Ingersoll-Rand  Co. 
Hopkins  fit  Company,  F.  II. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 

Hopkins  fit  Company,  F.  H. 
Manitoba  Bridge  fit  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.  Co.,  Philip 

Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric  Impulse  Clocks 
Gent  fit  Company 

Electric  Water  Systems 

Ontario   Wind    Engine   St  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American   Enamelled    Brick  fit 
Tile  Company 

Engineering  Instruments 
Heller  fit  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  St  Company,  F.  H. 
Mansfield  Engineering  Company. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.  Fairbanks-Morse  Company 
Hopkins  St  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  VVks. 

Engineers  (Civil  and  Mechanical) 

Bowman  fit  Connor 
Chipman  Si  Power 
Dominion  Engineering  St  Inspec- 
tion Company 
Haddin  fit  Miles 
Hunt  St  Co.,  Robt.  W. 
R.  S.  St  W.  S.  Lea 
Wynne-Roberts,   R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 

Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 

Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 


August  2,  1916 


THE    CONTRACT  RECORD 


T 


This  cellar  will  be  dry 


THERE  will  be  no  trouble    here  from  dampness  getting  into  this 
cellar  wall.    I  am  applying  a  coating  that  will  keep  it  as  tight  as  a 
drum.     It  is  the  best  material  I  know  of,  and  it  is  called — 


,  rfc  w 

lfi£MfMB£f>  ITS  WATCRPROOFX 

7177 


f>C6.  VS.  PAT.  OFF. 


Marine 
Cement 


R.  I.  W.  Marine  Cement  is  applied  from  footings  to  grade  level 
of  brick,  stone  and  concrete  foundation  walls.  Very  successfully 
used  on  the  McKinley  Memorial  Monument  at  Canton,  Ohio. 

When  wood  flooring  is  to  be  laid  over  cinder  concrete  the  sleepers 
and  under  side  of  the  flooring  should  be  coated  with  R.  I.  W.  Trimbak. 
followed  by  R.  I.  W.  Marine  Cement  over  the  concrete  and  sleepers 
before  the  flooring  is  laid. 

Applied  cold  with  a  brush  or  swab. 

Wiite  for  a  copy  of  the  Red  Book  from  Dept.  51. 

R.  I.  W.  DAMP-RESISTING  PAINT  CO. 
TOCH  BROTHERS 

Gerrard  St.  and  Carlaw  Ave. 
TORONTO,   ONTARIO,  CANADA 


"Meaford"  Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "  Meaford "  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS : 

Quebec  and  Maritime  Provinces:  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.   Nicholas  Street,   Montreal,  Que. 

Manitoba  and  Alberta:  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man.  ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

British  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


"Superior  Graphite  Paint" 

For  the  Protection  of  Steel 


Is  used  so  largely  because  it  has  behind  it  a  successful  reputation 
of  25  years.  Its  use  insures  either  exposed  or  enclosed  surfaces, 
against  rust. 

Leading  ENGINEERS  and  ARCHITECTS  specify  "Superior  Graphite 
Paint"  for  all  metal  work  because  for  similar  work  it  has  shown 
ACTUAL  PROVEN  MERIT. 

Write  for  new  booktet  on  PROTECTING  STEEL  STRUCTURES,  and 
for  full  information  to 

Dominion  Paint  Works,  Limited 

Montreal  Walkerville,  Ont.  Winnipeg 

Toronto       Made  in  U.S.A.  by  Detroit  Graphite  Co.,  Detroit,  Mich.  Vancouver 
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I'mnii  Wiir  ft  Iron  Works  Co. 
Manitoba  Bridge  ft  Iron  Works 
McGregor  ft  Mclntyre 

Fly  Poles 

Ontario  Wind  Engine  &  Pump 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economizers 

Stin  levant  Co.  of  Can.,  Ltd..  B.  F. 

Furnaces 

Smart  Mfg.  Company,  las. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Gas  Engines 

GooldT  Shapley  ft  Muir  Co. 

Gasoline  Engines 

Boring  Hydraulic  ft  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Good,  Shapley  ft  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governor* 

Roving  Hydraulic  ft  Engineering 
Company. 

Gravel  Buckets 

.Mansfield  Engineering  Co. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 
Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Heat  Insulating  Materials 

Armstrong  Cork  Company 

High  Duty  Pumping  Engines 

Piatt  Iron  Works 

Hith  Pressure  Pipe  Lines 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Beatty  ft  Sons,  M. 
Canadian  Ingcrsoll-Rand  Co. 
Ciillis  &  Geoghcgan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  llcnthorn 
Musscns  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
lieatty  &  bons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  llcnthorn.  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McA.vity  &  Sons,  T. 

Inspection  Engineers 

Canadian   Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

I  snadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 


Jib  Cranes  (all  kinds) 

Northern   Crane  Wor 


ks 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 
American  Lead  Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotive  Hoists 

Canadian    Link-Belt  Company 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 

Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 


Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 


Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 


Paving  and  Paving  Materials 
Aspnalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian  Dolarway  Pacing  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 


Pipe  (Concrete,  Iron  ft  Wood) 

Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


The  Elevated 
Drum  allows  a 
great  descent 
for  the  concrete. 
Provides  for  a 
rapid  delivery. 


LONDON 

Paving  Mixer 

Forward  Loader  and  Rear  Dis- 
charge take  up  little  room  on 
the  roadway. 

Traction  Drive.  Moves 
anywhere  with  its  own  power. 

The  Rotary  Delivery  Chute  turns 
in  a  complete  half  circle,  also  opens 
up  at  different  points.  The  concrete 
is  distributed  to  any  part  of  the  road 
No  wheeling.  No  shovelling 
of  concrete. 

ONE-THIRD  LESS  MEN  REQUIRED.  A  BETTER  JOB.  We  guarantee  that  this  Machine  will  deliver  Con- 
crete on  a  roadway  at  a  saving  of  10  per  cent  over  any  other  type  of  Machine.    Full  particulars  on  request.     Send  for 

Catalogue  No.  1A. 

We  have  twenty-three  different  sizes  and  styles  of  Mixers. 
Also  a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 

THE  LONDON  CONCRETE  MACHINERY  CO.,  LTD. 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada 

World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 
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STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

Railway  Track  Equipment 

As  Manufacturers  of  material  required  by 
you,  we  are  interested  in  securing  your 
business,  and  if  given  an  opportunity 
to  quote  on  your  specifications, 

WE  WILL  GET  IT 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 


HAMILTON       TORONTO       MONTREAL  WINNIPEG 
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Plpt  jnd  Boiler  Coverings 

Dominion  Paint  Worki 


Pjmn  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 

I'atn  >on  Mlg  Company 
Spirliuann  Agencies  (Kgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  lion  Goods  Co. 

Pile  Driving  Machinery 
Heatty  &  Sons.  M. 
Canadian    Ingei  soil  Rand  Co. 
Hopkins  &  I  ompany,  F.  II. 
Matsli  &  llrntliorn.  Limited 

Pine  Fittings  and  Flanges 

PittsbtiigTi    \'alve,    Foundiy  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mlg.  Company,  II. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Iona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingcrsoll  Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  works 

Butty  &  Sons,  M. 

liming  Hydraulic  &  Engineering 

1  ompany 
Canadian  Blower  and  Forge  Co. 
Canadian   Fairbanks  Morse  Co. 
Canadian  Ingci soli- Rand  Co. 
Cook.  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  II. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

(  ompany. 
Piatt    Iron  Works 
Watei'OUS  Engine   Works  Co. 


Quarry  Machinery 

Canadian  I  ngci  soil  Rand  Co. 
Hopkins  &  Company,  F.  II. 
Goodwin,  Barsby  &  Company 

Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 

Ready  Roofing 

Bird  &  Son 


Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 

Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Dominion  Road  Machinery  Co. 
Hopkins  Si  Company,  F.  H. 
Watoious  Engine  Works  Co. 


Roofing  Material 

Bird  &  Son 

(  Mu  y  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 


Rubber  Goods 

Can,    Consolidated    Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Sand  and  Gravel  Plants 

Mansfield  Engineering  Co. 

Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 

Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National   Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.  C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.   Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 


Skylights 

Pedlar  People  Limited 


Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Steam  Appliances 
Darling  Bros.  , 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14  1 
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Model  A  Hoist  in  operation. 
After  load  is  raised  to  proper 
point,  hoisting  head  revolves  on 
ball-bearings  and  can  is  deposit- 
ed on  sidewalk  without  lifting. 


An  Important  Advantage  of  the  G  &  G  Telescopic  Hoist  Model  A 

The  Patented  Gear  Shifting  Device 

GEARS  are  automatically  thrown  out  of  mesh  whenever  the  brake  lever 
is  used  to  lower  load.  Empty  cans  are  rapidly  lowered  because  no- 
thing moves  but  cable  drum.  The  hoisting  handle  does  not  revolve 
when  brake  is  used.  This  is  but  one  of  the  numerous  superior  features  asso- 
ciated only  with  the  G  &  G  Telescopic  Hoist. 


"Made  in  Canada" 


"Made  in  Canada 


M oriel  A  Hoist  illustrated  raises  load  at  speed  of  30  feet  per  minute.  It  is 
operated  from  grade,  insuring  fullest  protection  for  both  public  and  operator 
against  injury  due  to  open  hatch. 
Every  hoist  is  subjected  to  thorough  working  test 
compact  in  construction,  easily  installed  because  shipp 
No  pit  is  required — heel  of  hoist  rests  on  basement 

Write  for  Booklet  "A." 


efore  shipment,  and  is 
1  completely  assembled, 
loor. 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


BLACK  BUILDING  SUPPLY 
CO.,  LTD.,  TORONTO. 
Agents  for  Ontario 


WM.  N.  O'NEIL  CO.,  LTD., 
VANCOUVER, 
Agents  for  British  Columbia 


&  S.  H.  THOMPSON  &  CO. 
LTD.,  MONTREAL, 
Agents  for  Quebec 


W.  T.  GROSE. 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 
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When  Quick  Shipment  Counts  I 

Steel  Reinforcing  Bars  for  CAMP  BORDEN 
were  required  immediately.  On  account  of  their 
facilities  for  prompt  service,  orders  were  placed  with 

Burlington  Steel  Co. 

Hamilton,  Ontario 


Rounds,    Squares,    Twisted    Squares,    Angles,  Flats 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 


Limited 


Macadam  Roads 


^  must  be  built 
of  a 

Tough 
Stone 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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Build  the  Maintenance  INTO  the  Road 

A  Concrete  Base — Surfaced  with  "Dolarway" 


When  you  consider  a  thoroughfare  that  is  suitable 
in  every  way  for  every  locality — think  of  "Dolar- 
way."  The  initial  cost  of  laying  is  low;  the  main- 
tenance cost  is  low — a  combination  that  will  appeal 
t..  every  Tax  Payer. 


Inexpensive  First  Cost 


A  "Dolarway"  pavement  is  equal  in  every  way  to 

Asphalt     pavement — the    only    difference,    that  of 

price.     Noiseless,   Dustless,   Waterproof.     Easy  to 

apply,  Easy  to  Maintain  and  Permanent  just  as 
long  as  "Dolarway"  surfacing  is  KEPT  ON. 

Inexpensive  Maintenance 


For  further  particulars  write  to 

THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 


Sackville 
Freestone 


The  main  entrance  to  this  repre- 
sentative building — Toronto's  City 
Hall — is  built  of  Sackville  Free- 
stone. 


Quarried  in  Canada* 


Block,  Dimension   and   Random  Stone. 
Head  Sills,  Shoddy,  Stone  Sawing 

Sackville  Freestone 

Company,  Limited 

SACKVILLE,  N.B. 

Toronto  Agent— A.  W.  Steward,  Builders'  Exchange 


August  2,  191(5 
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MONNOYER 

Chimneys 
Water  Towers 
Condensers 
Silos,  Etc. 

The  Monnoyer  is  the  very 
latest  method  of  erecting  the 
above  structures.  It  is  re- 
volutionizing the  use  of  ce- 
ment in  buildings  of  this 
kind.  A  tremendous  saving 
in  time  required  for  erection. 
Saving  in  weight  and  found- 
ations. Greater  beauty  of 
outline.  All  round  superior- 
ity. 


T.N.R.,  Quebec.  198'  high.  9  diameter 

MONNOYER'S  SYSTEM 

recently  introduced  to  this  country  by  us,  has 
so  many  decided  improvements  on  the  ordinary 
system  of  concrete  construction,  it  is  hard  to 
credit  all  these  claims. 

We  shall  be  glad  to  send  you  full  informa- 
tion by  mail. 

Edouard  Pelletier  &  Fils 


111  Colomb  St., 


QUEBEC 


GRANTEES  FOR  CANADA 
Sales  Representatives: 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St 

MONTREAL 

John  H.  Alexander,  C.  E. 

404  Donalda  Bldg.,  WINNIPEG,  MAN. 


OA.  1=1  ELY 


EXPArJsiod 
JOl  INT 

ONE  PROCESS  INSTEAD  OF  SEVEN 

The  old  way  of  making  an  expansion  joint  involved  : 

1 —  Placing  the  spacing  strips. 

2 —  Coming  back  and  removing  strips  after  grouting  is  finished. 

3 —  Hauling  tar  kettle  and  barrels  of  tar  to  the  job. 

4 —  Melting  the  tar  or  pitch  or  asphalt. 

5 —  Pouring  the  melted  filler. 

6 —  Cleaning  up. 

7 —  Removing  the  kettle  and  hauling  away  the  old  strips. 

The  new  way  consists  of  one  process  only— laying  Klastite  strips  as 
they  are  delivered  to  the  job  direct  from  our  factory.  And  when  you 
are  done  you  are  done. 

Interested?     Address  Elastite  Dept. 

THE  PHILIP  CAREY  COMPANY 

TORONTO  MONTREAL 


FOR  SALE 


1  No.  2  Thew  Shovel  on  rail- 
way trucks— $1,800.00 

1  Model  No.  28  Marion  Revol- 
ving Shovel— $1,800.00 

2  Model  No.  31  Marion  Revol- 
ving Shovels— $2,800.00  each. 

2  Vulcan  Dinkies,  9  x  14  Cy- 
linders $1,000,00  each 

W.  FRASER 


83  Craig  St.  West 

MONTREAL 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Stem:  Engines 

Stutlcwrit  lo  o(  Ltd.,  11.  F. 


Sicim  Turbines 

McDousall  Caledonian  Iron  Wks 
Slurtrvant  Co.  of  Can..  Ltd..  11.  F. 


Steel 

Hopkins  &  Company,  F.  H. 
Steel  Company  of  Ian.  Ltd. 


Steel  Bart 

Burlington  Steel  Company 
l>omimon  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 


Steel  Pipe 
Can   Chicago  Bridge  &  Iron  Wks. 
Page-Hersey   Iron  Tube  &  Lead 
Co..  Ltd. 


Steel  Plate  Construction 

Waterous  Engine  Works  Co. 


Steel  Sash 

Sled  &  Radiation  Limited 


Stone 

Britnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sackvtlle  Freestone  Company 


Stone  Working  Machinery 

Pollard  Mfg.  Company 


Structural  Iron  and  Steel 

Burlington  Steel  Company 
CaML  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon   Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McOregor  &  Mclntyre 
Pittshuigh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Surveyors'  Instruments 

Dikeman  Surveyor  Company 
Heller   &  Brightly 


Swinging  Gears 

Dake  Engine  Company 


Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh- DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 


Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 


Tile  Moulds 

London  Concrete  Machinery  Co. 


Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian    Billings    &  Spencer 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 

Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 


Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood   Pipe  &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe  &  Tank 
Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  pure  carbon,  and  is  therefore  unaffected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  B-H  Graphite  Paint  being  made  from  pure  Graphite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  painting  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


I 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


R RAN  DRAM- 14  ENDERSO  N 

■  — ^ 1  M.    J  .«MMHMBiB«aMM|;l  I  MIT  E  D 


Montreal 


Halifax 


St.  John 


Toronto 


Winnipeg 


I 
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Washing  Plant  at  Frenchman's  Bay. 


SHARP 

WASHED 


SAND 

In  Bins — Princess  St.  Dock 
Quality  Guaranteed 

gr^avel  CRUSHED  STONE  TRAPR0CK 


GRANITE 


Yards 


I 


G.T.R.  and  C.P.R. 


CEMENT 


Pape  Avenue  and  G.T.R 
Lansdowne  Ave.  and  Dundas  St. 
Lawton  Ave.  and  G.T.R. 
Berkeley  St.  and  Esplanade 


Rogers  Supply  Co.,  Ltd, 

28  King  St.  West,  TORONTO 


New  Glasgow.NS. 


Se 


wer 

High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

Made  in  Canada  withCanadian  Clay,  Canadian  Coal, 

km 


and  by  Canadian  Workmen 


Standard  Clay  Products  Limited 

St.  Johns.  P.  Q.,  and  New  Glasgow,  N.  S. 


THREE   SEWER   PIPE  FACTORIES 


ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  . . .  57 
American  Lead  Pencil  Company  ... 

American  Well  Works    52 

\n^lins  Limited   64 

Armstrong  Cork  Company   

Art  Stone  Company                      ••  64 

\sphalt  &  Supply  Company    55 

Ault  &  Wiborg  Company   63 

Barber  Aspbalt  Company  v. 

Barber,  Frank    64 

B.  C.  Lumber  Commissioner   1!) 

Beatty  &  Sons.  Limited.  M   2 

Bird  &  Son  

Black  Building  Supply  Company  ...  10 

Blair  Company,  B   17 

Boving    Hydraulic    &  Engineering 

Company  

Brandram-Henderson  Co   14 

Britnell  Company.   Limited    58 

Burlington  Steel  Company   11 

Canada  Crushed  Stone  Corporation 

Canada  Iron  Foundries.  Limited   . .  58 

Canada  Wire,  &  Iron  Goods  Co.  . .  63 

Canadian  Billings  &  Spencer  

Canadian  Blower  and  Forge  Co.  ...  66 

Canadian  Consolidated  Rubber  Co.  3 

Canadian  Dolarway  Paving  Co.   ...  12 

Canadian  Ingersoll-Rand  Co  

Canadian    Inspection    and  Testing 

Laboratories                   ...            ••  64 

Canadian    Office    School  Furniture 

Company  

Canadian  Pipe  Company,  Limited..  53 

Carey  Company,  Philip   13 

Canadian   Chicago   Bridge    &  Iron 

Works   63 

Chipman  &  Power   64 

Conduits  Company,  Limited   63 

Cook.  A  D  

Crushed  Stone.  Limited   58 

Dake  Engine  Company   58 

Darling  Bros  

Dennis  Wire  &  Iron  Company  .... 

DesMoines   Bridge  &  Iron   Works.  65 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   64 

Dominion  Iroft  &  Steel  Company  . .  61 

Dominion  Paint  Works   7 

Dominion  Road  Machinery  Co.   ...  2 

Dominion  Sewer  Pipe  Company  ...  54 

Dominion  Wire  Rope  Co.  ...  : . . .  68 
Dunlop  Tire  &  Rubber  Company  . . 

Dunn  Wire-Cut  Lug  Brick  Co.  ...  5 


Elk  Fire  Brick  Company   57 

Foster,  W.  L  ,   18 

Fraser,  W   13 

Gartshore,  John  J  

Ciartshorc-Thompsoji  Pipe  &  Foun- 
dry Company   53 

Gent  Company  

Gillis  &  Geoghegan    10 

Goqdwin-Barsby  Company    52 

Goold,  Shapley  &  Muir  Company  . .  63 

Gray  Construction  Co.,  John  V.  . .  .  53 

Haddin  &  Miles   64 

Hagersville  Contracting  Company..  11 
Hamilton  &  Toronto  Sewer  Pipe  Co. 

Heller  &  Brightly   53 

Hopkins  &  Company,  F.  H   68 

Hunt  &  Company,  Robert  W   64 

Ideal  Concrete'  Machinery  Company  54 

Tnglis  Company,  John   51 

Kerr  Engine  Company,  Limited  ...  67 

L'Air  Liquide  Society  

Lea,  R.  S   64 

London  Concrete  Machinery  Co.  .  .  8 

Luxfer  Prism  Company    52 

MacLean  Daily  Reports   56 

MacKinnon  Holmes  &  Company  . .  62 

Manitoba  Bridge  Works  Co   20 

Maritime  Bridge  Company    54 

Marsh  &  Henthorn,  Limited   53 

McAvity  &  Sons,  T  

McDougall  Caledonian  Iron  Works 

Company   4 

McGregor  &  Mclntyre   65 

Mcaford  Wheelbarrow  Company   ..  7 

Metallic  Roofing  Company   59 

Miller  &  Company.  Geo.  M  

Morrison  &  Co.,  T.  A   64 

Mueller  Mfg.  Company,  H   56 

Musscns,  Limited    54 

National  Equipment  Co   58 

National  Iron  Works    55 

National  Steel  Car  Company  

Neptune  Meter  Company   59 

Noble,  Clarence  W   62 


Northern  Crane  Works   

Nova  Scotia  Steel  &  Coal  Co   66 

Oakley  &  Son,  Geo  

Ontario  Wind  Engine  &  Pump  Co.  59 
Ormsby  Company,  A.  B   20 

Pacific  Coast  Pipe  Company   52 

Paterson  Mfg.  Company  

Pedlar  People  

Pelletier  &  Fils,  Edouard   13 

Pittsburgh-Des  Moines  Steel  Co.  . .  .  6.") 
Pittsburgh    Valve,  Foundry  &  Con- 
struction Company   63 

Piatt  Iron  Works   54 

Pollard  Manufacturing  Company  . . 

Power  &  Son  ...   64 

Prest-O-Lite  Company   65 

Quinlan  &  Robertson  

Radigan  &  Company,  John   

Reid  &  Brown   64 

Ric-wiL  Underground    Pipe  Cover- 
ing Company   ... 

Rogers  Limited,  Alfred  

Rogers  &  Company,  F  

Rogers  Supply  Company   15 

Sackville  Freestone  Company   12 

Sheldons  Limited  

Shipman  &  Co.,  Harold  C   64 

Smart  Mfg.  Company,  James  

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  . .  15 
Standard  Steel  Construction  Co.  ...  58 
Standard  Underground  Cable  Co.  of 

Canada   57 

Stark  Rolling  Mill  Company  

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation  

Structural  Steel  Company    58 

Sturtevant  Co.  of  Canada,  Ltd..  B.  F.  57 

Tiffin  Wagon  Company  

Toch  Bros   7 

Toronto  Plate  Glass  Importing  Co.  1 

Trussed  Concrete  Steel  Co   55 

Turnbull  Elevator  Company    61 

Vancouver  Wood  Pipe  &  Tank  Co. 

Waterous  Engine  Works  Co  

Wettlaufer  Bros  

Wilson  &  Son,  C  

Wynne-Roberts,  R.  0   64 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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Specially 
Made 
Concrete 
Pipe 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 

Further  particulars  and  prices  will  be  sent  upon  request. 

B.  Blair  Company,  Limited 

Woodstock,  Ontario 
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Contractor's  Favorite 


THE  CARBIC  LIGHT 

Carbic  Light  will  give  a  clear,  white  light  of  from  500  to  5000 
candle  power.  One  filling  of  Carbic  Cakes  will  keep  the  lamp 
burning  steadily  up  to  twelve  hours. 

This  system  is  the  newest  and  certainly  the  most  simple  and  effi- 
cient method  of  producing  a  volume  of  perfect  light  by  which  work 

in  the  Quarry  or  other  outside  work  can  be 
carried  on  the  same  as  in  daylight. 

SAFE  and 
INEXPENSIVE 


By  compressing  Raw  Carbide  into  solid 
Cakes,  we  produce  "Carbic."  In  combin- 
ation with  our  simple  burners  and  generators 
you  can  secure  a  hand  portable  or  stationary 
light  of  almost  any  desired  candle  power. 
The  cost  of  maintenance  is  small.  For  in- 
stance, the  operating  expense  of  the  Carbic 
Hand  Lamp  No.  7,  (as  illustrated  on  the 
left)  is  r  cent  per  hour.  It  will  burn  ten 
hours  on  one  Carbic  Cake  giving  Approxi- 
mately a  100  candle  power  light. 


THK    .  J| 


We  have  an  interesting  catalogue 
describing  the  Carbic  Light. 

It  is  free.  Send  today. 


W.  L.  FOSTER 

Canadian  Agent  «  8  Lombard  St. 

TORONTO 
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IF  IT'S  GOOD  ENOUGH  FOR  THEM- 


OFFICIALLY  ADOPTED 
BY  THE  GREATEST 
ELECTRICAL  ASSOCIATION 
IN  THE  WORLD. 


4.      &  r^O 


OVER  360,000 
COPIES  SOLD. 


—IT'S  GOOD  ENOUGH  FOR  YOU 

FLEXIBLE  LEATHER  COVER— POCKET  SIZE— SENT  ON  RECEIPT  OF  $1.00 

Contract  Record,  347  Adelaide  st.  west,  Toronto 
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Bar  Iron 


Carried  in  all  sizes  and  lengths 
for  immediate  shipment. 


Steel  Sheets 

A  complete  range  from  10  gauge  to  16 
gauge,  for  immediate  shipment. 


Small  Angles 


From  3/4"  x  x  y%"  to  2"  x  2"  x 
Yn"  in  all  sizes,  thicknesses  and 
lengths. 


Steel  Plates 

All  sizes  from  3/16"  to  1"  thick,  in  stoi.k 
now. 


Reinforcing  Bars  for  Concrete 

Medium  Steel,  Square  Cold  Twisted,  sizes  from  %"  to  1/4",  lengths  up  to  60  feet.  Me- 
dium Steel,  Plain,  Round  and  Square  sizes  from        to  lengths  up  to  60  feet. 

We  design  and  fabricate  all  kinds  of  structural  steel,  and  carry  at  all  times  a  6000-ton  stock  of  Beams,  Chan- 
nels. Broad  Flange  Beams,  Plates  and  Angles,  Rivets,  Bolts,  Shafting.  Transmission  Machinery,  etc..  besides 
those   mentioned   above — ready   for   immediate  shipment. 

We  have  a  monthly  stock  list  that  should  be  on  your  desk.    Ask  for  it. 


It  preaches  Fresh  Air 

When  our  salesman  calls  on  a  prospective  purchaser  of 
Ormsby  Swartwout  Ventilators,  he  takes  this  little  model 
with  him.  Better  than  a  thousand  words  could  do  it,  this 
miniature  ventilator  explains  the  principle  of  semi- 
mechanical  ventilation. 

Working  on  that  principle,  the 

ORMSBY  SWARTWOUT 

baLrl°bteaa^ng  VENTILATOR 

pulls  the  bad  air  out  of  a  building  by  the  force  of  a  partial  vacuum.  It  affords 
constant  air  supply.    When  fitted  with  the  self-cleaning  pitched  glass- 
top,  it  serves  also  as  a  serviceable  skylight. 

All  sorts  of  work-rooms  in  factories,  mills  and  foundries  are 
successfully  ventilated  by  Ormsby  Swartwout.    Send  the  coupon 
lor  '*  The  Gospel  of  Fresh  Air1'  —  real  stories  of  ventilation 
experience.  It  tells  why  ventilation  pays. 

A.  B.  Ormsby  Co.,  Limited 

TORONTO 

Aiioclated  with  The  Metal  Shinjle  4  Siding-  Co.,  Ltd.,  Preiton,  Montreal,  Winnipeg 

■  ■■■■■■■■■■I 
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B.  G.  Timber  in  Construction  Work 

MANY  of  our  readers  will  doubtless  have  no- 
ticed the  campaign  of  publicity  now  being 
carried  on  by  the  Government  of  British 
Columbia  regarding  the  general  applic- 
ability and,  in  consequence,  the  desirability  of  the  more 
general  use  of  British  Columbia  timber  and  lumber  in 
almost  every  kind  of  construction  work.  Not  only 
have  frequent  advertisements  appeared  in  our  tech- 
nical magazines  and  in  the  press,  but  an  eastern  office 
has  been  fitted  out,  in  Toronto,  where  an  able  and 
enthusiastic  representative,  in  the  poison  of  Mr.  L,  B. 
Beale,  who  keeps  in  close  tOUch  with  the  building 
trades,  devotes  his  entire  time  t<>  displaying  the  beau 
ties  and  expounding  the  merits  of  the  limbers  of  our 
western  coast  province.  Already  there  is  convincing 
evidence  that  the  policy  of  the  western  government  is 
bearing  fruit-,  for  there  is  no  doubt  that  builders  and 
consumers  alike,  in  the  east,  are  discussing  British 
Columbia  timbers  more  and  showing  a  growing  de- 
sire  to  become  acquainted  with  their  good  qualities. 


This  movement  on  the  part  of  the  British  Columbia 
Government  is  naturally  creating  a  very  favorable 
business  atmosphere  for  the  lumber  dealers  of  that 
province,  who,  we  have  little  doubt,  will  seize  the  op- 
portunity to  further  their  commercial  connections  in 
eastern  Canada  by  carrying  large  and  well-assorted 
stocks,  so  that  prompt  delivery  in  any  quantity  may  be 
made.  Without  this  co-operation  on  the  part  of  the 
lumbermen  of  that  province,  however,  the  seeds  now 
being  sown  by  the  British  Columbia  Government  will 
result  in  a  much  less  fruitful  harvest  than  their  very 
progressive  advertising  methods  would  lead  us  to  ex- 
pect. The  held  in  eastern  Canada,  and  Ontario  especi- 
ally, where  our  forests  are  much  depleted,  is  very 
great,  but  the  lumbermen  of  British  Columbia  must 
remember  that  this  field  is  open  to  other  great  lum- 
ber-producing sections  on  this  continent  as  well  as 
to  themselves.  The  success  or  otherwise  of  the  pre- 
sent effort  of  the  British  Columbia  Government  will 
hinge  very  largely,  therefore,  on  the  immediate  action 
of  the  lumber  producers  and  dealers  of  that  province. 

Accurate  Maps  With  the  Camera 

PHOTO-TOPOGRAPHICAL  methods  are  now 
being  employed  in  survey  work  with  eminent- 
ly satisfactory  results,  in  cases  where  the  cost 
of  a  complete  plane-table  survey  would  be  con- 
siderable or  where  funds  for  special  surveys  are  not 
immediately  available.  We  take  from  the"  Engineer- 
ing Record  the  following  information  regarding  a 
camera  survey  of  the  Columbia  National  Forest  in 
Washington.  This  contains  about  1,000,000  acres  of 
very  rough  and  heavily  timbered  land,  making  the 
cost  of  a  special  survey  rather  large.  The  engineers 
of  the  forest  service  worked  out  a  scheme  whereby 
accurate  maps  have  been  produced  with  the  camera, 
at  a  cost  of  only  $4.60  per  square  mile. 

The  work  has  been  handled  almost  entirely  by 
"lie  man  with  a  single  man  as  assistant  and  packer, 
tun  sadle  horeses  and  two  pack  animals.  The  open 
seasons  were  spent  in  field  work  and  the  winter  in 
working  up  the  notes.  An  average  of  about  93  square 
miles  was  covered  each  month,  observations  and  pho- 
tographs being  taken  when  the  weather  was  good  and 
camp  being  moved  or  level  areas  traversed  roughly 
where  the  weather  conditions  were  unsuitable.  In 
this  way  accurate  maps  have  been  produced  and  in 
the  course  of  continued  experience  special  and  particu- 
larly convenient  methods  have  been  developed  and  ap- 
plied. 

Method  Employed 

The  usual  practice'  was  to  make  four  exposures  at 
each  station,  each  embracing  the  view  at  a  65-degree 
•ingle.  Special  care  is  required  in  the  selection  of 
stations,  both  as  to  the  number  of  reference  points 
visible  and  the  view  of  adjacent  slopes  which  the  sta- 
tion commands.  The  most  useful  views  are  taken 
when  the  shadows  are  such  as  to  bring  out  the  con- 
tours of  the  hills.  About  15  stations  are  occupied 
each  month  and  the  usual  contour  of  the  territory  coa 
vied  is  such  as  to  require  about  lo  stations  to  UK) 
square  miles.  Averages  for  the  seasons  in  which  the 
held  work  was  carried  on  show  that  the  stations  were 
occupied  on  30  to  40  per  cent,  of  field  days,  that  32  per 
cent,  of  field  days  were  spent  in  moving  camp  and 
that  phohographs  were  not  available  on  account  of 
smoke  fog  rain  or  rain  on  32  per  cent,  of  field  days 

The  primary  triangulatidn  has  already  been  done 
by  the  Coast  and  Geodetic  Survey.    The  com  0f  the 
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field  work  was  made  itp  of  the  salaries  of  the  photo- 
grapher and  packer,  provisions  and  photographic  sup- 
plies, the  use  >>t"  four  horses  and  their  maintenance. 
Phis  averaged  $2.7(>  per  square  mile  of  field  work. 

In  the  office,  the  topographer  works  up  fifty  square 
miles  each  month.  The  seale  is  one  inch  to  the  mile 
and  the  contour  interval  is  100  feet.  The  primary 
points  located  by  the  (.Oast  and  Geodetic  Survey  arc 
■  s t  made  <'iu  and  from  thence  the  locations  and  sta 
tions  selected  b\  the  topographers  put  in,  using  the 
photographs  and  a  method  of  intersection  or  rc-scc- 
according  to  conditions.  There  are  nine  primary 
survey  points  in  the  forest,  with  fifteen  main  loca- 
tions, used  by  the  topographer  in  orienting  the  remain- 
ing 200  locations.  All  these  points  are  located  on  the 
map  by  plotting  with  an  accurate  protractor. 

Cost 

The  cost  of  the  office  work  averaged  $1.85  per 
square  mile,  so  that  the  total  cost  of  the  survey  came 
to  $4.60  per  mile.  'The  cost  of  a  plane-table  survey 
has  figured  out  about  $6.15  per  square  mile,  besides 
which,  only  53  square  miles  were  covered  per  month. 


Fees  for  Engineers 

Till".  Association  des  Anciens  Eleves  de  l'Ecole 
Polytechnique  of  Montreal  have  recently  is- 
sued a  little  booklet  containing  a  code  of  pro- 
fessional  etiquette  and  a  tariff  such  as  in  their 
opinion  consulting  engineers  are  justified  in  requir- 
ing. The  code  ]*>ints  to  the  importance  of  the  engi- 
neer's w<>rk  and  to  the  prime  necessity  that  this  should 
be  carried  out  in  a  straightforward,  honorable,  un- 
biased manner.  The  tariff  is  particularly  interesting, 
and  though  it  is  open  to  question  whether  an  associa- 
tion of  this  sort  can  reasonably  establish  a  fixed  tariff 
for  the  services  of  its  members  which  must  not  only 
be  varied  in  value  depending  not  only  on  local  con- 
ditions, but  also  on  the  ability  of  the  engineer,  yet  the 
tariff  will  at  least  have  the  effect  of  pointing  out  to 
municipalities,  and  others  engaging  engineers,  ap- 
proximately what  an  authoritative  consultant  considers 
himself  worth.  At  the  same  time  it  will  tend  to  stiffen 
the  backs  of  the  engineers  themselves  in  demanding 
at  all  times  a  remuneration  commensurate  with  the 
services  performed. 

Distinction  is  made  between  simple  consultations 
and  consultations  followed  by  a  report.  For  the  former 
the  base  of  charges  is  placed  at  a  minimum  of  $50  per 
day  ami  the  length  of  day  is  named  as  six  hours. 

Where  a  written  report  is  required  the  preliminary 
examination  of  the  project  should  be  charged  for  at 
the  rate  of  $50  to  $100  a  day  for  the  first  five  days,  and 
;  $25  to  $50  daily  for  the  remaining  time,  general 
expenses  to  be  borne  by  the  client. 

In  larger  projects  where  the  percentage  basis  is 
more  likely  to  be  acceptable,  it  is  suggested  that  a 
preliminary  study  should  be  charged  for  at  the  rate 
of  2  per  cent,  of  the  probable  cost  of  the  enterprise 
if  this  latter  sum  is  between  $10,000  and  $50,000.  Up 
to  $100,000  the  percentage  is  \y2  per  cent.,  and  above 
this  1  per  cent.  For  the  preparation  of  plans  and  de- 
signs of  construction,  charges  should  be  3  per  cent,  if 
the  total  cost  is  less  than  $50,000.  For  more  expensive 
propositions  2y.  and  2  per  cent,  is  considered  the  pro- 
per charge. 

Where  the  work  is  to  be  carried  through  under 
the  ^superintendence  of  the  engineer  the  fixed  rate  is 
5  per  cent,  on  any  work  costing  more  than  a  million, 
with  6  and  7  per  cent,  for  smaller  expenditures,  the 


minimum  remuneration  being  placed  at  $700.  The 
lotal  percentages,  therefore,  which  an  engineer  may 
c.harge  lor  preliminary  investigation,  plans,  specifica- 
tions and  final  supervision  would  amount  to  from  $ 
to  12  per  cent.,  depending  on  the  size  of  the  enterprise. 
A  minimum  amount  of  $500  is  placed  on  works  cost- 
ing less  than  $10,000;  $700  on  work  costing  between 
$10,000  and  $50,000;  $1,000  for  larger  work,  up  to 
$100,000;  and  $1,500  for  work  up  to  half  a  million, 
for  enterprises  larger  than  this  the  remuneration 
should  be  by  mutual  arrangement. 


Convention  of  Union  of  Canadian 
Municipalities 

The  programme  of  the  16th  annual  convention  of 
the  Union  of  Canadian  Municipalities  has  been  is- 
sued, outlining  the  proceedings  of  the  convention  to 
be  held  at  the  City  Hall,  Montreal,  on  August  21-22-23. 

The  opening  morning  will  be  given  over  to  an 
address  of  welcome  by  Mayor  Martin,  of  Montreal, 
and  the  reply  and  presidential  address  by  Mayor 
Church,  of  Toronto.  The  remainder  of  the  day's  ses- 
sion will  be  taken  up  with  the  report  of  the  honorary 
secretary-treasurer,  Mayor  Waugh,  of  Winnipeg,  a 
review  of  the  activities  of  the  Union,  by  W.  D.  Light- 
hall,  Westmount  ;  financial  report,  by  the  assistant 
secretary,  G.  S.  Wilson;  report  of  the  Union's  parlia- 
mentary agent,  Fred  Cook,  Ottawa;  and  reports  from 
the  affiliated  provincial  unions,  including  Messrs.  R. 
Forke,  Manitoba;  H.  Hose,  British  Columbia;  A.  W. 
G.  Allen,  Alberta;  W.  F.  Ileal,  Saskatchewan;  A. 
Roberts,  Nova  Scotia;  J.  W.  McC  ready,  New  Bruns- 
wick; A.  Angers,  Quebec;  the  secretaries  of  the  vari- 
ous provinces.  The  evening  session  on  Monday,  Aug- 
ust 21,  includes  papers  or  addresses  on  the  following 
topics : — 

(1)  Municipal   responsibility   in   Canada's  prepared- 
ness- -  hrederick   Wright,  Montreal. 

(2)  Returned  soldiers — A.  R.  Doble,  Montreal. 

(3)  The  patriotic  fund— Sir  Herbert  B.  Ames,  M.I'. 

(4)  Immigration — J.  I).  Page,  M.D.,  Quebec. 

(5)  Public  employment  offices — II.  M,'  Stewart,  Ot- 
tawa. 

(6)  Encouragement  to  industries. 

(7)  The  town  planning  outlook — Thomas  Adams. 
(S)  Proportional   representation — Howard   S.  Ross, 

K.  C. 

Tuesday,  August  22 

(9)  Good  roads  movement  and  its  influence  on  urban 
municipalities — J.  Duchastel,  C.  E. 

(10)  Daylight  saving — Mayor  Church.  Toronto. 

(11)  Hydro-electric  railway  system  in  Ontario — T.  f. 
1  [annigan. 

(12)  The  new  model  charter  of  the  National  muni- 
cipal  league — C.   R.  Woodruff. 

(13)  A  study  of  a  city's  sinking  fund — Thomas  Brad- 
shaw,  Toronto. 

(14)  Municipal  finance — Sir  hrederick  Williams-Tay- 
lor, Bank  of  Montreal. 

(15)  Municipal  accounting — E.  T.  Sampson.  Outre- 
mont. 

(Id)  Mow  best  to  introduce  modern  systems  of  muni- 
cipal work — -Horace  I..  Brittain,  Toronto. 

(17)  Municipal  assessment — Robert  Ryan,  Three 
Rivers. 

(IS)  Forms  of  municipal  government — W.  1).  Eight- 
hall. 

(19)  Aldermen  and  committees — Emery  l.arviere, 
Montreal. 

(20)  Controllers  and  council— J.  W.  Nelson,  Ottawa. 
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(21)  Commission  only — \Y.  I).  L.  tjardie,  Mayor  of 
Lethbridge,  Alta. 

(22)  Manager— P.  W.  McLagan,  VVe'stmount, 

(23)  The  ideal  form  of  civic  government  and  admin- 
istration— C.  J.  Yorath,  Saskatoon. 

(21)  Provincial  departments  of  municipal  affairs — J. 
N.  Bayne. 


Wednesday,  August  23 


(25)  City  hill  hoard  advertising. 

(26)  Teaching 


of  civic  government 


lublic  school; 


Garbage  Destructor  Plant  Pays 

The  city  of  Westmouiit  has  for  seven  years  been 
operating  a  garbage  destructor  plant  of  the  Heenan  & 
Froude  type.  The  last  animal  report  covering  the 
revenue  and  expenditures  for  the  year  ended  October 
31,  1915.  shows  that  the  total  revenue  from  this  plant 
amounted  to  $21,996.03,  made  up  as  follows: 

Revenues 

Fuel  value  oi  refuse  con- 
sumed and  charged  to 
the  electric  light  plant.  $9,562.80 

Interest  earned    606.18 

From  the  Health  Dept. 
for  destruction  of  re- 
fuse for  the  vear   ...  11.S2S.05 

$21,997.03 

Expenditures 

Operating  expenditures.  $13,057. 2S 

Interest  on  debenture 
bonds   4,323.59 

Sinking  fund  for  reten- 
tion of  bonds   1,060,62 

Loss  on  sale  of  bonds.  53.78 

$1S,495.27 

Surplus  3,501.7(i 

$21,997.03 

The  capital  cost  of  the  destructor  plant  equipment 
is  placed  at  $106*062,  so  that  tin-  sinking  fund  men- 
tioned under  heading  of  expenditures  is  one  per  cent, 
towards  the  replacement  of  the  plant.  The  reserve 
for  depreciation.  $3,501.76,  is  approximately  another 
2>y>  per  cent.,  so  that  after  operating  expenses  and 
bond  interest  have  been  paid  a  very  satisfactory  de- 
preciation percentage  has  been  earned  on  a  basis  w  hich 
considers  the  life  of  such  a  plant  as  approximately 
15  years.  As  this  would  appear  to  he  a  liberal  allow- 
ance, the  Westmount  garbage  destructor  plant  may 
be  considered  a  sound  investment. 


Girls'  School  in  Montreal 

Mr.  C.  Bernier,  architect,  Montreal,  has  designed 
the  plans  for  a  girls'  school  for  the  K.  ( '.  Commis- 
sioners of  St.  Gregoire  de  Thaumaturge.  The  school 
will  he  erected  on  a  site  175  x  f>2,  fronting  on  Gilford 
Street,  at  the  corner  of  Delorimier  Avenue,  Montreal. 
It  will  be  of  four  storeys;  the  foundations  are  to  hi' 
of  concrete,  and  the  exterior  of  cut  stone  for  the  first 
floor  and  of  rustic  brick  (supplied  by  tin-  Si.  Lawrence 
Brick  Company)  for  the  balance.  The  frame  will  be 
supported  by  56  concrete  columns.  I  he  first  floor  will 
contain  a  large  recreation  hall,  the  heating  appliances, 
and  caretakers'  apartments,  while  the  oilier  floors  are 
for  the  26  class  rooms.  Corridors  run  through  the 
centre  of  these  three  floors;  on  the  rear  side  class 
rooms  and  toilets  are  to  be  placed,  and  on  the  side 
fronting  on  Gilford  street  the  space  is  taken  up  en- 


tirely by  class  rooms,  which  are  all  provided  with 
locker  accommodate  »n. 

The  class  room  partitions  will  be  of  terra  cotta 
and  plaster,  with  the  ceilings  of  plaster,  and  the  in- 
terior finish  of  red  wood.  The  toilets  and  entrances 
to  the  buildings  are  to  have  ceramic  mosaic  flooring. 

The  plans  show  four  entrances,  one  at  each  end, 
and  two  in  the  centre  of  the  school  1  >n  Gilford  street. 
The  main  entrance  to  the  hall  is  mi  the  ground  floor, 
and  that  to  the  school  on  the  next  floor,  the  latter 
being  reached  by  means  of  a  double  set  of  steps  of 
Staristead  granite.  Two  columns  at  the  side  of  the 
main  school  door  are  also  of  the  same  material,  with 
cut  stone  ornamenting  the  brickwork  round  and  above 
the  entrances.  A,  large  tower  in  the  centre  of  the 
building  will  be  of  wood  covered  with  copper;  this 
will  be  surmounted  by  a  cross,  two  smaller  crosses  be  - 
ing placed  at  either  end  pf  the  roof.  The  cornices 
w  ill  be  of  copper. 

Provision  for  escape  in  case  of  lire  is  made  in  the 
form  of  spiral  lire  towers  at  the  rear.  Access  is  given 
to  these  by  means  of  iron  galleries,  with  mosaic  floor- 
ing, running  the  entire  length  of  each  floor,  and  hav- 
ing several  doors  opening  on  to  them.  I  lie  iron  tow- 
ers are  built  a  few  feet  away  from  the  school,  bu1 
are  connected  to  it  by  the  galleries,  so  that  the  chil- 
dren can  walk  direct  from  the  galleries  into  the  tow- 
ers and  thus  be  Conveyed  to  the  playground.  The 
building  has  light  <>n  four  sides.  The  estimated  cost 
is  $140,000.  Messrs.  Martineau  and  Prenoveati,  Mont- 
real, are  the  contractors. 


Examination  for  Highway  Engineers 

An  open  competitive  examination  lor  senior  high- 
way engineers  has  been  announced  by  the  United 
States  C  ivil  Service  Commission,  open  to  all  male 
citizens  of  the  United  States,  who  meet  the  require: 
ments.  The  purpose  of  the  examination  is  to  estab 
lisl i  an  eligible  list  from  which  vacancies  will  be  filled 
in  the  office  of  Public  Roads  and  Rural  Engineering, 
Department  of  Agriculture.  The  positions  pay  from 
$2,000  to  $4,000  per  year,  those  obtaining  a  rating  of 
85  per  cent,  or  o\er  being  eligible  for  appointments  to 
positions  carrying  salaries  of  $3,000  or  more.  Appli 
cants  must  be  thirty  years  of  age,  be  physically  fit. 
and  must  have  had  not  less  than  four  years  prelim 
inary  engineering  experience  or  must  be  graduates  in 
engineering  from  a  recognized  college.  Fight  years 
o|  responsible  engineering  experience  are  required,  of 
which  five  years  must  have  been  in  highway  work. 
Competitors  will  be  examined  on  the  following  sub 
jects,  which  carry  the  relative  values  indicated  :  Edu- 
cation and  preliminary  training  in  engineering,  20  per 
cent.;  responsible  experience  in  engineering  and  fit- 
ness, 30  per  cent.;  responsible  experience  in  highway 
engineering.  50  per  cent. 


Board  of  Health  Order  Eiltration 

The  city  of  Mull  and  the  town  of  Aylmer  have 
been  ordered  by  the  Superior  Hoard  of  Health  of  the 
Province  of  Quebec  to  filter  their  water,  the  suppl) 
from  the  Ottawa  River  not  being  considered  sale.  The 
village  of  Richelieu  will  have  to  construct  an  inter- 
cepting' sewer,  and  the  town  of  Drummondville  have 
been  ordered  to  at  once  filter  their  water. 


There  are  73  buildings,  large 
exhibition  purposes  at  the  Can; 
tion,  Toronto. 


.  and  small,  used  for 
idian  National  Exhibi- 
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Details  of  Highway  Construction 

Preparing  Plans  on  a  Standard  Basis — Good  Advice 
to  Municipalities  —  Some  Interesting  Cost  Figures 


THE  State  Highway  Commission  pf  Minnesota 
was  organized  to  supervise  and  superintend 
the  highway  work  throughout  that  state.  One 
of  ii-  policies  has  been  to  prepare  plans  for 
bridges  upon  a  standardized  basis,  and  many  of  these 
bridges  have  already  been  erected.  (  The  Commission 
also  offers  suggestions  to  the  municipalities  in  regard 
to  their  highway  schemes  and  advises  them  upon  the 
best  methods.  In  the  following  paragraphs  we  ex- 
tract some  items  of  interest  appearing  in  the  Minne- 
sota Highua\  |<>urnal.  the  official  publication  of  the 
Commission : 

Good  Concrete 

Many  inquiries  are  received  by  the  highway  coin- 
mission  in  regard  to  the  proper  amount  of  cement  to 
be  used  with  pit-run  gravel  to  make  good  concrete 
for  bridges. 

This  question  is  very  hard  to  answer  .accurately, 
because  no  two  gravel  pits  are  alike,  and  often  there 
is  a  w  ide  variation  in  the  quality  of  gravel  in  the  same 
pit.  Good  pit-run  gravel  should  be  clean,  hard,  free 
from  slate  or  soft  stones,  and  when  separated  into 
-and  and  pebbles,  by  screening,  should  yield  about 
twice  as  many  pebbles,  by  volume,  as  sand,  the  sand 
grading  from  J4-inch  size  down.  The  pebbles  should 
vary  from  '  j-inch  to  1 '<>-inch  in  size.  Such  material 
will  make  good  concrete  when  mixed,  one  part  of  ce- 
ment by  volume,  to  four  and  one-half  parts  of  pit- run 
gravel. 

Examination  of  many  samples  of  gravel  from  all 
parts  of  the  state  shows,  that  with  few  exceptions,  the 
pit-run  material  contains  too  much  sand  in  proportion 
to  the  pebbles.  In  many  cases  there  are  practically 
no  pebbles,  and  frequently  there  are  impurities  in 
the  sand,  such  as  clay."  slate,  silt,  vegetable  matter, 
etc..  which  may  make  the  gravel  unsuitable  for  con- 
crete  work. 

Concrete  gets  its  strength  from  the  mortar  which 
binds  the  -tones  into  a  solid  mass.  If  the  strength 
of  the  mortar  is  kept  constant,  by  using  the  same  mix 
of  cement  to  sand,  the  stones  can  be  partly  or  wholly 
left  without  materially  weakening  the  concrete. 

In  using  pit-run  gravel,  if  one  part  of  cement  is 
used  with  every  two  and  one-half  parts  of  sand  con- 
tained in  the  gravel,  a  good  concrete  should  result, 
provided  there  are  little  or  no  impurities.  If  there  are 
impurities  present,  the  proportion  of  cement  should 
be  increased,  for  the  average  pit-run,  the  mix  should 
be  about  one  part  of' cement  to  three  parts  of  gravel, 
ami  in  many  cases  it  should  be  one  to  two  and  one- 
half,  or  even  one  to  two.  This  will  require  from 
eight  and  one-half  to  twelve  and  one-half  sacks  of  ce- 
ment per  cubic  yard  of  concrete. 

The  proper  and  accurate  way  to  make  concrete  is 
to  separate  the  sand  and  pebbles  by.  screening,  and  re- 
mix them  with  cement  according  to  definite  propor- 
tions.  If  there  is  not  enough  of  the  pebble  proportion, 
crushed  rock  or  screened  pebbles  should  be  shipped  in. 
The  standard  mix  for  bridges  is  in  the  ratio  of  one, 
two  and  one-half,  four,  or  one  part,  by  volume,  of 
cement  to  two  and  one-half  parts  of  sand  to  four  parts 
of  screened  gravel  or  crushed  rock.    This  requires  five 


and  oile-half  sacks  of  cement  per  cubic  yard  of  con- 
crete, and  with  good  materials,  gives  excellent  results. 
The  amount  of  sand  is  cut  down  to  a  minimum,  thus 
reducing  the  effect  of  impurities  which  if  present,  are 
generally  in  the  sand. 

The  saving  in  cement  by  using  screened  materials, 
will  frequently  pay  for  the  extra  cost  of  obtaining 
them.  If  there  is  any  extra  cost  it  is  money  well  in- 
vested. 

The  use  of  screened,  and  if  necessary,  washed  ma- 
terials, is  strongly  advocated.  It  insures  first-class 
results  and  places  the  making  of  concrete  on  a  definite 
basis,  instead  of  trusting  to  luck  as  to  what  the  gravel 
will  be,  and  what  part  of  a  specified  pit  will  be  used. 

Such  concrete  work  built  under  competent  inspec- 
tion, would  be  a  great  deal  stronger  than  pit-run  gravel 
concrete'.  It  would  be  possible  in  many  cases  to  make 
walls  and  slabs  thinner,  and  thus  affect  a  further  sav- 
ing in  cost. 

Reinforced  Concrete  Bridge  Test 

In  order  to  give  county  and  township  officials  an 
opportunity  to  witness  the  action  of  a  concrete  bridge 
under  extreme  loads  the  highway  commission  is  now 
constructing  a  test  bridge  at  the  State  Fair  grounds 
to  be  part  of  the  exhibit  for  the  next  fair. 

A  great  deal  of  information  will  also  be  obtained 
for  use  as  a  basis  in  future  designs,  as  an  improved 
type  for  short  span  bridges  will  be  tested  and' very 
careful  measurements  made  with  the  load  placed  in 
various  positions. 

The  co-operation  of  the  Experimental  Laboratory 
of  the  University  of  Minnesota  has  been  obtained,  and 
the  test  is  expected  to  be  one  of  the  most  complete  and 
valuable  highway  bridge  tests  conducted  up  to  this 
time. 

Tests  will  be  conducted  during  the  entire  Fair 
Week,  and  results  posted  on  a  bulletin  board.  Prob- 
ably on  the  last  day  of  the  fair  a  great  enough  load 
will  be  placed  on  the  bridge  to  break  it  down  in  order 
to  determine  the  ultimate  strength,  and  also  the  loca- 
tion i  if  the  weakest  points  in  the  design. 

With  the  present  high  prices  of  steel,  mote  con- 
crete bridges  are  being  built.  There  has  been  no  op- 
portunity to  obtain  as  much  data  for  design  on  this 
type  as  on  steel  bridges,  of  which  there  have  been 
many  built  in  the  past  and  where  failures  have  occur- 
red due  to  too  light  construction,  the  information  ob- 
tained has  been  used  to  make  our  design  correct. 

In  the  design  used  for  superstructure  of  the  test 
bridge  there  is  about  35  per  cent,  less  concrete  than 
used  in  the  ordinary  slab  bridge,  and  if  it  proves  strong 
enough  a  big  saving  will  result  in  the  future  designs 
for  short  bridges. 

Bridge  Floor  Covering 

With  but  few  exceptions,  all  new  steel  bridges 
for  which  plans  are  furnished  by  the  commission,  are 
built  with  a  concrete  slab  floor.  All  such  floors  should 
have  a  gravel  wearing  surface  placed  on  them  and 
the  same  protection  should  be  placed  on  all  reinforced 
concrete  bridges.  It  is  very  important  that  this  cover- 
ing be  thick  enough   to  protect  the   slab   from  the 
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horses'  caulks  and  from  the  mud  hooks  on  traction 
engine  wheels,  but  it  is  also  important  to  prevent  mak- 
ing it  so  thick  that  the  bridge  will  be  overloaded. 

On  beam  span  and  short  concrete  bridges  where 
the  extra  weight  is  not  so  serious,  our  plans  call  for 
a  gravel  covering  4  inches  thick  at  the  curb  and  5 
inches  thick  in  the  centre  of  the  roadway,  but  on  truss 
bridges  the  gravel  should  only  lie  2  inches  thick  at 
the  sides  and  4  inches  thick  at  the  centre. 

It  is  not  uncommon  to  fmd  truss  bridges  with  the 
gravel  placed  level  with  the  top  of  the  curb  and  then 
crowned  at  the  centre,  giving  an  average  thickness  of 
9  inches  instead  of  3  inches. 

The  weight  of  each  inch  of  gravel  covering  on  the 
floor  of  a  100-foot  truss  span,  18-foot  roadway  figured 
at  120  pounds  per  cubic  foot,  is  8.4  tons,  and  where  it 
is  made  (>  inches  extra  in  thickness  the  overload  is 
50  tons. 

This  matter  is  called  to  the  attention  of  county  and 
township  officials  so  that  they  will  arrange  to  reduce 
the  thickness  of  the  covering  where  it  is  already  ex- 
cessive and  prevent  future  overloading  of  the  bridges. 

Piling  Versus  Increased  Depth  of  Abutment 

In  designing  abutments  for  bridges  the  question 
often  arises  as  to  whether  wood  piling  should  be  used 
or  the  abutment  carried  down  to  a  greater  depth  so 
as  to  eliminate  the  piling. 

If  the  difference  is  more  than  two  feet  it  will  he 
found  that  piling  will  prove  cheaper  in  almost  every 
case.  In  order  to  show  this  more  clearly  we  will 
consider  a  typical  case  of  a  30-foot  standard  plan  on 
reinforced  concrete  abutments. 

If  piling  are  used  the  abutments  will  have  to  be 
14  feet  high,  while  if  the  piles  are  omitted  and  the  con 
crele  is  carried  down  to  solid  bearing  a  height  of  17 
feet  will  be  required.  The  higher  abutments  contain 
25  cubic  yards  more  concrete  and  3,160  pounds  more 
reinforcing  than  the  14-foot  abutments,  which  extras 
would  cost  about  $470.00. 

The  c<  >st  <  if  thirt v  t  w  <  i  vvi  ><  >d  piles  20  feet  l<  »ng  \v<  mid 
be  about  $320.00. 

This  show  s  an  estimated  saving. of  $150  by  the  use 
of  timber  piling  and  in  all  probability  the  saving  would 
be  even  greater,  as  no  attention  has  been  paid  to  the 
fact  that  the  deeper  excavation  would  be  more  ex- 
pensive and  therefore  would  increase  the  unit  cost  of 
the  17-foot  abutment. 

In  addition  to  economy  there  remains  to  be  con- 
sidered the  relative  merits  of  the  two  structures. 

The  abutment  on  vvood  piling  should  be  better  in 
every  respect,  as  it  is  almost  impossible  for  it  to  be 
washed  out  or  in  any  way  injured  by  high  water. 
I  he  abutment  w  ithout  piling  would  have  to  go  to  a 
considerable  depth  below  water  which  would  make  it 
difficult  to  properly  place  the  steel  in  the  footings  and 
lower  part  of  the  wall. 

Taking  everything    into    consideration,  the  abut 
incut  with  piling  is  in  almost  every  way  superior  to 
the  one  resting  merely  on  earth  or  gravel  foundation. 

Cost  of  Bridge  and  Fill 

It  is  not  economical  to  make  a  bridge  any  longer 
than  sufficient  to  safely  carry  high-water  stages,  as 
the  cost  of  an  earth  fill  is  much  cheaper. 

Take  for  example  a  bridge  with  the  grade  14  feet 
above  ground  level;  adding  a  23-foot  beam  span  ap- 
proach, it  would  cost  about  $30.00  per  lineal  font,  in- 
cluding the  cost  of  the  additional  pier. 

\  fill  14  feet  deep  and  24  feet  wide  on  lop  with 
1^2  to  1  side  slopes  contains  23'/.  cubic  yards,  which, 


at  30  cents  per  cubic  yard,  would  only  cost  $7  per 
lineal  foot  of  fill  or  only  23'  _.  per  cent,  as  much  as 
the  cost  of  the  bridge. 

Color  of  Bridges 

It  is  urged  by  the  highway  commission  that  the 
country  and  township  boards  adopt  white  as  the  color 
fc  >r  their  bridges. 

The  main  advantages  are  that  the  bridges  show  up 
better  at  night,  and  repainting  is  not  so  likely  to  be 
neglected,  as  there  is  a  great  contrast  between  the  paint 
Color  and  rust,  while  with  a  red  or  a  dark  paint  there- 
is  nothing  to  call  attention  to  the  fact  that  the  bridge 
needs  repainting. 

It  is  necessary  that  the  white  paint  he  specified  on 
the  plans  so  that  the  shop  coat  can  be  of  a  light  color, 
otherwise  the  white  field  coat  will  he  darkened  too 
much. 

We  will  keep  a  list  of  such  counties  and  town- 
ships notifying  us  that  they  have  adopted  this  color 
and  will  put  this  requirement  an  the  plans  when  fur- 
nished. 

Floors 

Idle  department  is  frequently  requested  to  inspect 
old  bridges  to  determine  whether  it  is  feasible  to  re- 
place a  wood  floor,  which  is  costing  considerable 
money  to  maintain,  with  a  concrete  floor.  In  a  ma- 
jority of  eases  the  old  bridge  is  found  to  be  dangerous 
lor  traction  engines  with  the  wood  floor  in  place,  and 
substituting  a  concrete  floor  would  overload  the  bridge 
so  as  to  make  it  unsafe  even  for  a  wagon  load. 

As  a  typical  case,  take  a  60-ton  truss  with  a  16- 
foot  roadway;  the  weight  of  the  plank  floor  is  3.6  tons. 
I  his  shows  that  it  takes  a  much  stronger  bridge  to 
carry  a  concrete  floor. 

We  find  that  the  cost  of  about  three  wood  flours 
will  pay  for  a  concrete  floor,  and  also  for  extra  steel 
in  the  bridge  to  make  it  safe  for  the  extra  load.  In 
other  words,  after  the  original  vvood  floor  has  been 
replaced  twice,  on  a  light  truss,  the  expense  is  as 
much  as  it  would  have  been  to  build  a  concrete  floor 
bridge,  and  any  further  expense  is  a  waste  of  money 


Kougemont  Waterworks 

On  instructions  from  the  municipality  of  Rouge 
mont,  I'.  Q.,  Mr.  Fabius  Kiel,  engineer,  of  Montreal, 
has  drawn  plans  for  a  waterworks  scheme.  The 
water  comes  from  the  mountains  in  the  district  and  is 
collected  in  a  creek.  It  is  proposed  to  build  a  con- 
crete dam  11  feet  high  by  40  feet  long,  and  also  a  con- 
crete reservoir  of  60,000  gallons  capacity,  into  which 
the  water  will  run  by  gravity ]  From  here  a  6-inch 
cast  iron  main,  of  14,200  feet,  will  convey  the  water 
to  the  municipality,  the  pipe  for  the  cross  roads  being 
4  in.;  from  the  reservoir  to  the-  municipality  there  is 
a  drop  of  170  feet.  I  louse  connections  of  lead  pipe  will 
be  made. 


Modern  Building  Materials 

Idie  Philip  Care\  Company,  of  Lockland,  Cincin- 
nati, Ohio,  have  issued  a  little  booklet  for  the  in- 
formation of  prospective  builders,  describing  and  illus- 
trating their  various  lines  of  waterproofing  and  wea- 
therproofing  materials.  These  include  "Asfaltslate" 
shingles,  Carey  Flexible  Cement  Rooting  and  Carey 
Rubber  Roofings,  also  "Ceil-Board"  for  walls  and  ceil- 
ings, and  waterproofing  materials  for  different  other 
purposes.  Some  space  is  also  given  to  explaining 
methods  of  application. 


« 
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Fireproof   Building  Construction 

Properties  of  Various  Materials  Change  Greatly  with 
Temperature  —  A    Few    Precautionary  Suggestions 


TIM',  term  "fireproof,"  as  applied  to  building 
i*<  nstruction,  is  riot  a  well-defined  term  in  the 
public  mind.  To  be"  absolutely  fireproof  a 
building  musl  be  made  entirely  of  incombus- 
tible materials.  Materials  which  arc  affected  by  heat 
•  •r  water  must  be  eliminated  or  protected  by  those  not 
s 1 1  affected.  Very  few  buildings  can  be  classed  as 
absolutely  fireproof.  The  majority  are.  to  he  exact, 
merely  slow-burning,  but  are  popularly  regarded  as 
possessing  fireproof  qualities.  The  choice  and  char- 
acter ni"  the  fireproof  materials  to  be  employed  in  a 
building  depend  mi  the  use  to  which  the  building  is 
to  be  placed,  the  nature  of  the  contents,  and  the  inter- 
ests of  the  owners. 

A  building  should  he  designed,  built,  and  finished 
in  accord  with  the  purpose  lor  which  it  is  to  he  used. 
<  >ne  containing  but  little  inflammable  material  need 
n<  t  be  as  thoroughly  fireproof  as  one  designed  for  the 
Storage  of  valuable  goods  or  the  protection  of  life  in 
case  of  tire.  The  height  of  a  building  determines  to  a 
large  extent,  also,  whether  it  should  he  fireproof  or 
not.  Extra  high  structures  impose  difficulties  in  the 
way  of  fighting  tires.  The  area  of  a  building  also  is  a 
determining  factor,  although  interior  walls  and  parti- 
tions practically  break  it  up  into  a  number  of  smaller 
buildings.  Besides  the  design  and  equipment,  the  pro- 
blems of  construction  are  important  in  determining 
the  character  of  a  fireproof  building. 

There  arc  essentially  only  two  kinds  of  buildings 
which  can  be  made  to  fulfil  the  requirements — rein- 
forced concrete  and  fireproof  steel— and  it  is  quite  im- 
possible to  lav  down  a  general  law  and  say  that  one 
is  better  than  the  other  and  should  be  used  exclus- 
ively. Each  has  its  particular  adaptability,  and  it  is 
only  by  careful  study  of  each  particular  case  that  the 
correct  choice  can  be  made. 

Concrete  More  Available. 

The  cost  is,  in  many  cases,  the  deciding  factor- 
Local  conditions  influence  cost  so  much  that  no  speci- 
i!.-  statements  can  be  made  in  this  regard.  Often 
reinforced  concrete  will  be  cheaper  than  steel  con- 
struction, due  to  the  availability,  in  general,  of  the* 
materials  of  which  concrete  is  composed.  Sand  and 
gravel  are  usually  plentiful  and  cement  is  easily 
obtained.  On  the  other  hand,  structural  steel  can  be 
procured  from  the  mills  only,  and  must  be  fabricated 
in  the  structural  shops.  The  availability  of  concreting 
materials  also  allows  work  to  start  when  the  design  is 
completed. 

'I'll.:  fact  that  expenditure  on  concrete  buildings  is 
almost  entirely  local  is  an  important  feature.  Both 
labor  and  materials  are  obtained  near  the  vicinity  ol 
the  construction,  while  for  steel  building  the  manu- 
facture and  fabrication  of  the  steel  is  performed  far 
from  the  scene  of  erection. 

Maintenance  and  insurance  must  be  considered. 
Reinforced  concrete  involve,  the  least  expense  in  up- 
keep. The  question  of  permanency  is  as  yet  an  open 
problem,  since  both  types  of  construction  are  com- 
paratively recent  developments. 

A  more  or  less-  minor  consideration  is  the  storey 
height  desired.    Concrete  construction  requires  deeper 


beatllS  than  steel,  which  may  mean  that  the  height  for 
the  same  head  room  may  have  to  be  increased. 

Ml  materials  of  construction  are  more  or  less  seri- 
ously affected  by  high  temperatures.  The  San  Fran- 
cisco fire  showed  that  all  materials— brick,  terra  cotta, 
granite,  concrete-  failed  when  directly  exposed  to  the 
fire  fi >r  any  length  i if  time. 

The  temperatures  reached  in  tires  are  from  1,600 
degrees  F.  to  1,800,  or  even  2,000  degrees.  These  tem- 
peratures are  liable  to  affect  almost  any  constructional 
material.  An  ideal  fireproof  material  should  possess 
the  following  properties:  (1)  Incombustibility;  (2) 
ability  to  stand  molecular  change  under  heat;  (3)  poor 
conductor  of  heat;  (4)  capable  of  carrying  a  struc- 
tural load-  In  the  following  paragraphs  are  given 
some  characteristics  of  fireproof  materials: 

Brick. 

Common  brickwork,  when  of  good  quality,  will 
stand  exposure  to  heat  for  a  considerable  time,  but  in 
a  severe  fire  the  heated  side  of  a  wall  expands,  and  the 
brick's  crack,  shell,  and  sometimes  melt.  Thick  walls 
are  less  affected  than  thin  walls,  and  hard-burned 
bricks  arc  superior  to  soft  or  under-burned  ones.  As 
a  fireproof  material  for  outside  walls,  experience  has 
indicated  that  brick  is  superior  to  any  other  wall 
material. 

Stone. 

Stone  is  not  recommended  for  fireproof  buildings, 
as  it  does  not  stand  the  action  of  sev  ere  heat,  especially 
limestone,  marble,  and  granite. 

Terra  Cotta. 

Terra  cotta  is  incombustible,  a  reasonably  poor 
conductor  of  heat,  and  undergoes  no  molecular  change 
when  heated,  and  on  this  account  is  a  good  fireprqof- 
ilig  material.  Terra  cotta  is  made  in  three  varieties- 
dense,  porous,  and  semi-porous.  The  dense  tile  is 
made  of  pure  clay,  burned  at  a  high  temperature. 
When  used  for  fiteproofing,  care  must  be  taken  that 
the  tiles  are  free  from  cracks,  sound,  and  hard  burned. 
The  porous  variety  has  25  per  cent,  or  more  sawdust 
mixed  with  the  clay,  so  that  when  burned  the  clay  is 
porous.  It  rank's  very  high  in  heat-resistant  qualities, 
and  when  properly  made  will  not  crack  or  break  from 
unequal  heating  or  from  being  suddenly  cooled  with 
water  when  in  a  heated  condition.  Semi-porous  terra 
cotta  is  made  with  coal  dust  in  the  clay  before  burn- 
ing. The  non-conducting  properties  of  terra  cotta  are 
sometimes  a  source  of  trouble  in  a  fire,  as  it  has  been 
observed  that  the  outside  face  becomes  red  hot,  while 
the  inner  webs  remain  comparatively  cool.  The  tem- 
perature stresses  thus  set  up  have  sometimes  caused 
the  outer  face  to  sheer  off. 

Concrete. 

Concrete  has  of  late  years  become  very  popular  as 
a  (ireproofing  material.  It  does  not,  s,,  nearly  as  terra 
cotta,  fulfil  the  requirements  of  an  ideal  material,  but 
its  deficiencies  are  more  than  made  up  by  the  manner 
in  w  hich  it  may  be  applied.  Stone  concrete  is  affected, 
under  the  action  of  heat,  in  much  the  same  way  as 
brickwork,  the  heated  surface  expanding,  and  as  con- 
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crete  is  a  poor  conductor,  the  other  surface  remains 
cool  and  cracks  or  warps.  The  strength  and  texture  is 
also  affected  by  heat,  and  concrete  will  burn  off  to  a 
depth  of  \y>  inches.  Trap  rock,  broken  brick,  or  cin- 
ders make  the  best  aggregates  from  a  fire-resisting 
standpoint.  Blast  furnace  slag  makes  a  good  material. 
Cinder  concrete  possesses  most  excellent  fireproof 
characteristics,  but  its  strength  is  more  or  less  doubt- 
ful, so  that  as  a  load-bearing  material  it  is  not  recom- 
mended. 

Mortars  and  Plasters. 

Mortars  and  plasters  will  stand  the  beat  up  to  a 
•certain  degree,  after  which  they  are  affected  in  one 
way  or  another,  depending  on  the  composition  and  on 
the  way  in  which  they  are  used.  Cement  mortar  is 
generally  preferred  for  resisting  tire.  Lime  plaster  can 
stand  the  heat  to  a  high  degree,  but  streams  of  water 
are  liable  to  wash  it  away.  Some  of  the  patent  plasters 
will  stand  the  effects  of  fire  and  water  longer  than  the 
common  mortars. 

Iron  and  Steel. 

Iron  and  steel,  although  non-combustible,  are  not 
fire-resistant.  They  begin  to  soften  at  quite  moderate 
temperatures,  even  as  low  as  1,200  degrees  F.  tlence 
loaded  columns  and  beams  are  subject  to  failure  in 
the  temperatures  found  in  ordinary  fires.  No  build- 
ing in  which  unprotected  iron  or  steel  is  used  can  be 
considered  fireproof.  Cast  iron  is  preferable  to  steel 
from  a  heat-resisting  point  of  view.  To  render  steel  or 
iron  columns  and  beams  fireproof  requires  a  protec- 
tion of  some  material,  such  as  brick,  tile,  or  concrete. 

Miscellaneous. 

Besides  the  above-mentioned  structural  materials 
used  in  fireproof  construction  there  are  others  that  are 
of  more  or  lessamportance,  such  as  sheet  metal,  asbes- 
tos, and  asbestos-covered  products,  treated  woods, 
wire  glass,  and  fireproof  paints. 

Fireproofim*  of  Columns. 

The  adequate  protection  of  columns  is  the  most  im- 
portant problem  of  fireproofing.  II  a  floor  or  beam 
fails,  the  damage  is  usually  local;  but  ii  a  column  fails, 
more  serious  trouble  is  likely  to  occur. 

Protecting  columns  with  wire  and  plaster  is  not 
very  effective,  as  under  the  action  of  heat  the  plaster 
calcines  and  washes  away  in  a  stream  of  water.  Two 
layers  reduce  this  difficulty  to  a  large  extent.  The  use 
of  terra  cotta  is  very  satisfactory,  care  being  taken  to 
ensure  that  it  is  firmly  held  in  place.  Red  brick-  set  in 
Portland  cement  is  the  best  protection  lor  columns.  It 
is  not  generally  used,  however,  on  account  of  its  cost 
and  weight. 

Concrete  is  considered  almost  as  effective  as  good 
brickwork  when  properly  applied.  Most  efficient  con- 
struction is  obtained  by  using  cinder  concrete,  a  coat  of 
liquid  cement  being  first  applied  to  the  metal  with  a 
brush.  Cement  concrete  is  better  than  stone  concrete. 
During  recent  years  a  new  method  of  protecting  steel 
by  means  of  a  cement  gun  has  been  developed.  This 
consists  essentially  of  two  superimposed  tanks  forming 
two  compartments,  from  the  bottom  of  which  a  dry 
mixture  of  cement  and  sand  is  ejected  by  compressed 
air  through  a  hose  line  with  a  nozzle  at  the  end.  To 
this  nozzle  a  smaller  hose  deilvers  a  supply  of  water 
under  pressure,  which  is  applied  to  the  dry  constituents 
just  before  emerging  from  the  nozzle.  The  mortar, 
issuing  in  the  form  of  a  spray,  shoots  out  from  the 
nozzle  with  considerable  force  and  impinges  on  the 
surface  of  the  steel  work.  Inaccessible  corners  are 
readily  protected  without  the  use  of   forms.  Tests 


show  that  "gunnite"  is  superior  in  tensile  and  com- 
pressive strength,  permeability,  absorbtion,  porosity, 
and  adhesion  to  hand-made  products  of  the  same  kind. 

Fireproof  Floor  Construction. 

In  the  stud}  of  fireproof  materials  by  far  the  great- 
est attention  has  been  given  to  floor  construction,  and 
a  large  number  of  types  have  been  developed.  It  is 
needless  to  say  that  a  fireproof  Boor  must  be  made  of 
incombustible  materials,  and  must  resist  as  far  as  pos- 
sible the  transmission  of  heat  so  as  to  afford  the  pro- 
tection of  the  metal  encased  in  it.  The  material 
should  not  disintegrate  under  heat  or  wash  away  under 
the  action  of  water. 

The  brick  arch  was  one  of  the  earliest  attempts  at 
fireproof  floor  construction.  I'.rick  is  sprung  between 
the  lower  flanges  of  I-beams,  the  space  above  the  brick- 
work being  tilled  with  light  concrete  to  the  floor  level. 

'I  he  corrugated  iron  arch  was  another  early  form, 
in  which  a  sheet  of  corrugated  iron  was  sprung  be- 
tween I-beams,  with  concrete  filling.  In  first-class 
fireproof  construction  the  bottom  flanges  should  be 
protected  by  terra  cotta  skew-backs. 

Tile  floors  are  quite  fireproof.  .Main-  different  svs- 
teras  have  been  devised  for  these,  some  involving  end 
construction,  some  side  construction,  and  some  a  com- 
bination form. 

Concrete  floors  are  used  considerably  in  fireproof 
buildings,  either  fiat  slab  or  segmental  arch  types.  The 
slabs  consist  of  a  concrete  containing  steel,  which  takes 
all  the  tensile  stress.  The  steel  is,  of  necessity,  placed 
near  the  lower  surface  of  the  slabs.  In  order' that  the 
steel  may  not  be  softened  by  the  heat  in  a  fire,  it  must 
be  covered  with  a  certain  amount  of  material,  which 
add  s  nothing  to  the  strength  of  the  slabs. 

In  the  segmental  concrete  arch  all  the  concrete  is 
in  bearing,  and  the  floor  does  not  rely  for  its  strength 
on  metal  close  to  the  surface.  For  this  reason  this  type 
is  more  desirable  as  ;i  fire-resisting  floor  than  the  flat 
slab. 

There  are  many  patented  systems  of  concrete  floor 
ings,  but  the  distinguishing  features  are  generally  in 
the  type  of  reinforcement. 

Fireproof  floors  must  be  made  water-tight,  so  that 
no  water  will  leak'  through  to  the  under  side. 

Beams  and  Girders. 

No  form  of  floor  construction  can  be  considered 
thoroughly  fireproof  unless  it  includes  a  protection  of 
the  lower  flanges  of  all  steel  beams  and  girders,  or  pro- 
vides for  the  protection  of  all  steel  used  in  its  construc- 
tion or  support.  W  hen  beams  support  the  floor  directly 
they  are,  as  a  rule,  protected  by  the  material  of  which 
the  floor  is  composed.  Tile,  cement  or  plaster  may  be 
employed.  W  hen  concrete  is  used  for  this  purpose, 
some  kind  of  wire  fabric  should  be  provided  to  hold  it 
in  place.  The  protection  of  girders  should  be  built  up 
independently  of  the  floors,  so  that  if  the  floor  fails  the 
girder  will  not  be  exposed.  Concrete  beams  and  gir- 
ders should  have  1  1 inches  outside  any  metal  rein- 
forcement- 
Partitions. 

As  a  rule  ,the  partitions  in  fireproof  buildings  are 
not  required  to  carry  any  load,  but  are  to  act  merely  to 
divide  the  floor  into  rooms  and  lor  the  purpose  of  con- 
lining  a  lire  to  the  compartment  where  it  originates. 
Partitions  must  resist  passage  of  flames,  be  non-con- 
ductors of  heat,  and  be  unaffected  by  water.  In  the 
past  a  common  partition  has  consisted  of  metal  lath, 
supported  on  light  channels  and  covered  with  a  coat  of 
h:»«l  plaster.  In  a  lire  the  plaster  quickly  disintegrates 
and  allow  s  the  lire  to  break  through.    Portland  cement 
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plaster  is  more  efficient,  l>m  must  be  Fairly  thick  to 
effect  its  purpose. 

I  erta  cotta  tile  is  often  built  up  to  form  a  partition. 
(  oocrete  partitions,  while  they  possibly  could  be  con- 
structed to  be  fireproof,  are  too  expensive.  In  case  a 
rearrangement  is  desired,  they  are  objectionable. 

Interior  Finish  and  Fittings. 

The  interior  finish,  including  doors,  door-jambs, 
window-frames,  Sashes,  bases,  and  trims,  must  be 
made  of  incombustible  materials  to  render  a  building 
fireproof, 

The  effort  to  make  the  interior  of  buildings  fire- 
proof has  resulted  in  the  production  of  metal-covered 
wood,  and  in  doors,  sashes,  frames,  trim,  and  moldings 
of  hollow  steel  or  other  metal.  Hollow'  metal  trim  is 
\er\  efficient  in  resisting  fire  and  is  handsome  in  ap- 
pearance. 

Stairs. 

Iron  stairs,  as  usually  installed  in  fireproof  build- 
ings, are  not  fireproof  unless  protected.  Slate  and 
marble  triads  and  platforms,  unless  supported  under- 
neath, should  not  be  employed.  Fireproof  stairs  can 
be  made  of  clay  tiles,  bricks,  or  reinforced  concrete. 

Exterior  Walls. 

The  nature  of  the  outside  walls  is  determined 
largely  by  appearance.  Brick  is  the  best  material  from 
a  fireproof  point  of  view.  Stone  is  a  poor  resister  of 
lire.  Concrete  walls  are  troublesome  on  account  of  the 
form  work  involved. 

Protection  from  Outside  Hazard. 

To  be  thoroughly  protected  against  the  outside 
danger  of  fire,  buildings  should  have  means  of  closing 
all  outside  openings  against  fire.  The  usual  devices  for 
this  purpore  are  tin-covered  wooden  shutters,  steel 
shutters  or  doors,  and  metal  frames  and  sash  glazed 
with  wire  glass. 

Tin-covered  wooden  shutters,  when  properly  con- 
structed, make  the  most  effective  window  protection. 
The  wood  must  not  contain  resin  or  moisture  that, 
under  the  action  of  heat,  may  force  the  tin  off,  nor 
must  the  tin  be  fastened  by  solder.  Doors  of  this 
type  are  used  on  inside  openings,  hung  on  inclined 
tracks,  so  as  to  close  automatically.  When  necessary 
to  keep  them  open  under  ordinary  conditions  a  fusible 
link  is  provided. 

Steel  shutters  or  doors  use  a  sheet  of  steel  braced 
by  angle  irons  on  the  back.  These  doors  are  made  to 
suing  on  hinges,  slide  on  tracks,  or  roll  vertically. 
This  type,  under  the  action  of  heat,  warps  very  read- 
ily, and  transmits  a  great  deal  of  heat. 

Metal-covered  sashes  with  provision  for  wire  glass 
are  quite  satisfactory  for  protecting  from  fire  and  do 
not  present  the  objectionable  appearance  of  the  pre- 
viously  described  types.  They  do  not  hide  a  fire,  and 
are  more  easily  opened  when  it  is  necessary  to  reach 
a  tire.  The  sashes  may  be  stationary,  pivoted  verti- 
cally or  horizontally,  hinged  or  double  hung  with 
weights.  For  hotels  and  offices  a  type  is  often  used 
which  has  two  sashes  glazed  with  wire  glass  and  clos- 
ing automatically  in  case  of  fire,  and  a  third  sash 
glazed  with  clear  glass,  thus  providing  all  the  advan- 
tages of  an  ordinary  window  with  the  additional  ad- 
vantages of  fire  protection  and  better  diffusion  of 
light.  When  the  contents  of  a  building  are  inflam- 
mable and  the  exposure  severe,  two  thicknesses  of 
wire  glass  should  be  used,  with  a  ventilated  air  space 
between  the  lights. 


Extinguishing  Devices. 

Water  curtains  are  really  sprinkler  systems  placed 
at  the  edge  of  the  cornice  of  the  roof  so  as  to  throw  a 
curtain  of  water  along  the  front  of  a  building  and  thus 
prevent  fire  from  issuing  from  the  windows  to  struc- 
tures across  the  street.  The  objection  is  that  the 
water,  before  going  far,  is  changed  to  spray-  Water 
curtains  over  each  window  might  be  better. 

There  are  many  devices  for  detecting  and  checking 
fires  in  use  in  office  ouildings  and  warehouses  when 
the  fittings  or  contents  are  combustible.  Automatic 
alarms,  sprinklers,  and  hose  reels  are  the  more  com- 
mon of  these. 

Automatic  Alarms. 

Many  electric  alarm  appliances  are  on  the  market. 
These  operate  by  sensitive  thermostatic  devices,  re- 
cording a  change  in  temperature  of  35  degrees  or  so. 

Automatic  Sprinklers. 

These  employ  an  arrangement  of  pipes,  'with 
valves  at  frequent  intervals,  closed  by  fusible  plugs, 
which  melt  in  case  of  fire,  so  that  water  is  sprayed  on 
the  contents  and  trimmings  of  the  building.  This 
system  is  extremely  satisfactory,  as  the  water  is  more 
evenly  applied  than  from  a  hose,  and  the  source  is 
directly  above  a  fire.  The  water  supply  is  sufficient 
to  drench  the  inflammable  material  beyond  a  point  of 
ignition.  In  cases  when  the  water  in  the  pipes  is 
liable  to  freeze,  air  under  pressure  is  kept  in  the  pipes, 
which  is  released  by  the  opening  of  a  head  valve  under 
heat.  This  release  of  pressure  opens  the  valve  in  the 
main  supply  line,  allowing  water  to  flow  through  the 
sprinkler  pipes. 

Hose  Reels. 

In  places  where  sprinkler  systems  are  unsuitable, 
hose  reels,  connected  to  a  stand-pipe  on  the  roof,  are 
often  located. 

Good  Construction  Necessary. 

In  all  fireproof  buildings  care  must  be  taken  to 
insure  proper  materials,  carefully  inspected.  Numer- 
ous fires  have  shown  that  in  many  so-called  fireproof 
buildings  workmanship  and  material  were  skimped. 
Architects  are  prone  to  pass  poor  work  to  avoid  delays 
in  completing  the  job,  and  contractors  take  advantage 
of  this.  It  is  far  worse  to  call  a  building  fireproof 
when  it  is  poorly  constructed  than  to  erect  a  non-fire- 
proof one  under  its  true  colors. 


M.  J.  Stack  &  Go.  Get  Contract 

A  contract  for  the  construction  of  underground 
conduits  for  the  city  of  Montreal  has  been  let  to  M. 
J.  Stack  and  Company,  Montreal.  The  conduits  will 
be  on  St.  Lawrence  Boulevard  from  Sherbrooke  to 
Craig  Streets  and  are  in  addition  to  other  conduits 
constructed  and  contemplated  in  the  main  thorough- 
fares of  the  city.  The  price  is  $57,334,  and  is  the 
lowest  of  the  tenders  sent  in.  The  plans  provide  for 
single  and  double  manholes. 


15  Million  Gallon  Pump 

The  Algoma  Steel  Corporation,  Limited,  of  Sault 
Ste.  Marie,  Ont.,  have  awarded  a  contract  to  the  Tur- 
bine Equipment  Company,  to  supply  one  15  million  gal- 
lon De  Laval  single  stage,  double  suction,  centrifugal 
pump,  direct-connected  to  one  550  h.p.  Canadian 
Westinghouse  motor ;  also  one  3  million  gallon  unit, 
direct-connected  to  a  125  h.p.  motor,  and  two  1  million 
gallon  units  to  be  direct-connected  to  40  h.p.  motors. 
These  are  required  for  the  new  furnace  which  is  be- 
ing installed. 
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Separate  Sludge  Digestion  in  Imhoff  Tank 

Operation  Improved  by  Providing  Auxiliary  Sludge  Chamber  with 
Two  Pumps  to  Secure  Mixing  of  Fresh  and  Decomposed  Sludge 

  By  Dr.  Karl  Imhoff*  


THE  most  modern  and  the  most  widely-used 
methods  of  sewage  treatment  show  an  unmis- 
takable tendency  to  keep  the  sewage  as  fresh 
as  possible,  to  remove  the  settled  sludge  from 
the  settling  chamber  as  rapidly  as  possible,  and  to 
cause  this  sludge  subsequently  to  undergo  a  process 
of  anaerobic  decomposition  in  a  separate  chamber. 
Imhoff  tanks  are  included  in  this  category.  The  char- 
acteristic of  an  Imhoff  tank  is  that  it  is  composed  of  a 
sludge  chamber  situated  under  a  settling  chamber  and 
so  connected  with  the  settling  chamber  by  means  of  a 
slot  as  to  permit  the  settling  sludge  to  slide  by  gravity 
from  the  latter  into  the  former,  but  so  as  to  prevent 
any  ilovv  of  sewage  through  the  sludge  chamber. 

Objection  has  sometimes  been  made  to  imhoit 
tanks  on  the  ground  that  they  necessitate  two-storied 
construction,  with  its  attendant  difficulties  and  ex- 
pense; and  attempts  have  frequently  been  made  to 
secure  the  advantages  of  Imhoff  tanks  by  placing  a 
sedimentation  chamber  and  a  sludge-digestion  cham- 
ber side  by  side  and  then  pumping  the  sludge  from 
the  former  to  the  latter  as  a  substitute  for  the  gravity 
ilovv  in  imhoff  tanks.  However,  many  difficulties 
have  developed  in  the  course  of  these  attempts,  and  it 
is  only  recently  that  these  difficulties  have  been  obvi- 
ated. 

Separate  Sludge  Digestion. 

in  the  following  discussion  apparatus  will  be  de- 
scribed in  which  the  settling  chamber  and  the  sludge- 
digestion  chamber  are  situated  side  by  side,  and  in 
which  it  has  been  found  possible  both  to  keep  the  sew- 
age fresh  and  to  digest  the  sludge  satisfactorily.  All 
apparatus  herein  described  has  been  constructed  and 
operated  on  a  practical  basis  in  large  municipal  sew- 
age plants. 

The  difficulties  which  have  developed  in  connec- 
tion with  separate  sludge  digestion  are  twofold.  They 
relate  to  the  settling  chamber  and  also  to  the  sludge 
chamber.  The  problem  in  connection,  with  the  set- 
tling chamber  is  to  remove  the  sludge  from  it  so  fre- 
quently and  so  completely  as  to  insure  the  mainten- 
ance of  the  sewage  in  a  fresh  condition.  The  older 
type  of  plant,  in  which  it  is  necessary  to  pump  out  the 
total  water  content  of  the  tank  each  time  sludge  is  re- 
moved, will  not  be  discussed  here,  as  this  type  of 
plant  is  not  practical.  There  is  only  one  other  form 
of  plant,  and  in  this  form  the  sludge  is  removed  from 
the  tank  without  discharging  the  supernatant  liquid. 
The  invert  of  the  sedimentation  chamber  in  designs 
of  this  kind  must  be  divided  into  one  or  more  sumps 
and  a  sludge-discharge  pipe  inserted  for  each  sum]),  so 
that  its  lower  end  reaches  to  the  lowest  end  of  the 
sump-  In  the  operation  of  plants  of  this  kind  it  has 
developed  that  the  sludge  cannot  all  be  removed,  but 
that  a  considerable  portion  always  remains  sticking  to 
the  walls.  In  addition  the  inevitable  tunneling  of  the 
sludge  in  the  sump  and  the  consequent  discharge  of 
water  with  the  sludge  unnecessarily  increase  the 
water  content  of  the  latter.  The  residue  of  sludge 
which  remains  in  the  sedimentation  chamber  decern- 
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poses,  gasifies,  floats  to  the  surface,  and  may  thus 
escape  with  the  effluent. 

In  the  accompanying  drawing  these  difficulties 
have  been  avoided  by  the  addition  of  a  hood  above 
each  sludge  sump.  The  presence  of  this  hood  makes 
it  unnecessary  to  remove  all  of  the  sludge  at  each 
operation.  Even  if  the  remaining  sludge  should  be- 
come septic  and  float  it  would  be  confined  to  the  hood 
and  not  endanger  the  effluent.  J 11  effect,  it  would  rise 
to  the  surface  inside  the  hood,  sooner  or  later  give  up 
its  gases,  and  finally  sink  again,  to  be  removed  with 
the  next  sludge  discharge.  Inasmuch  as  the  sludge  is 
never  completely  removed,  it  is  impossible  for  water 
to  break  through  and  escape  with  the  discharging 
sludge. 

In  addition  to  this  device,  which  makes  it  possible 
to  obtain  sludge  of  relatively  low  moisture  content 
and  simultaneously  to  keep  the  sewage  fresh,  there  are 
also  a  number  of  other  new  features  included  in  the 
drawing.  The  tank  is  cylindrical  and  its  invert  is  coni- 
cal. Such  a  design  permits  the  same  slope  at  all  points 
of  the  invert  and  causes  the  sludge  to  slide  uniformly 
toward  the  lowest  point.  Statically,  also,  this  form  of 
lank  is  the  best-  It  makes  possible  the  use  of  thinner 
reinforced  concrete  walls  than  any  other  design,  since 
it  is  exactly  adapted  to  receive  the  stresses  produced 
by  the  upward  pressure  of  ground  water  and  by  the 
radial  pressure  of  the  liquid  contents. 

Flow  Horizontal. 

The  direction  of  sewape  How  in  the  tank  is  hori- 
zontal, and  not  downward  and  upward,  as  has  hitherto 
been  usual  with  circular  tanks.  The  downward 
and  upward  direction  of  flow  has  been  found 
to  be  inferior  from  the  standpoint  of  percentage 
removal  of  settleable  solids.  Not  does  the  sew- 
age flow  from  centre  to  circumference  as  in  the 
past.  It  flows  from  one  side  of  the  tank  to  the  other, 
so  as  to  produce  a  longer  How  line  and  at  the  same 
time  to  eliminate  a  considerable  portion  of  the  exces- 
sively long  circumferential  effluent  channel.  This 
form  of  tank  therefore  approaches  most  nearly  an  ideal 
design  from  the  three  standpoints  of  statics,  sewage 
sedimentation,  and  sludge  removal.  The  drawing- 
shows  two  tanks  combined  as  one. 

The  decomposition  of  sewage  sludge  in  separate 
chambers  was  first  believed  possible  in  shallow,  Hat- 
bottomed  tanks.  It  was  thought  that  it  would  simply 
be  necessary  to  pump  the  sludge  into  these  tanks  and 
allow  it  to  remain  until  sufficientlv  decomposed.  All 
attempts  of  this  kind  have,  so  far  as  I  am  aware, 
failed.  The  sludge  in  these  tanks  produces  unpleasant 
odors  and  takes  a  long  time  to  decompose  to  an v thing 
like  a  condition  in  which  it  can  be  dried  without  nuis- 
ance. 

A  properly  designed  sludge-digestion  plant  should 
be  one  in  which  the  sludge  takes  only  a  few  months  to 
decompose  to  a  condition  in  which  it  dries  easily  and 
without  producing  a  nuisance'.  Neither  should  any 
foul  odors  be  produced  in  such  a  plant  during  the  pro- 
cess of  decomposition.  These  requirements  have  been 
satisfied  in  Imhoff  tanks,  and  it  seems  logical,  there- 
fore, to  imitate  artificially  in  the  separate  digestion 
process  the  conditions  obtaining  in  an   [mhoff  tank. 
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I  lu'  design  shown  in  the  drawing  is  the  result 
successful  attempt  t>>  imitate  these  conditions. 


•  i  a 


Promote  Growth  of  Organisms. 

In  order  t<>  achieve  odorless  decomposition  it  is 
necessary  to  promote  the  growth  of  the  proper  organ- 
isms and  if  maintain  the  conditions  necessary  for  their 
existence.  \\  ith  this  in  mind  it  seems  logical  to  feed 
the  sludge  that  is  properly  decomposing,  and  to  "in- 
oculate" the  fresh  sludge  with  the  proper  organisms 
a^  >""ii  a-  it  arrives.  This  inoculation  is  necessary  so 
thai  the  fresh  sludge  mav  not  have  an  opportunity  of 
entering  into  improper  decomposition — for  example, 
acid  decomposition.  Both  of  these  conditions  may  be 
fulfilled  by  the  same  device.  In  short,  it  is  merely 
necessary  to  mix  the  fresh  and  decomposed  sludge  in 
accordance  with  certain  rules.  Such  mixing  may  be 
1 1 1 . • — t  simplv  done  in  closed  pipes. 

In  the  drawing  it  will  be  seen  that  the  fresh  sludge 
Hows  by  gravity  from  the  settling  chamber  to  an  aux- 
iliary sludge  chamber-  This  chamber  is  provided  with 
a  pump.  IV  It  will  be  observed,  also,  that  a  pipe 
leads  from  the  bottom  of  the  sludge  digestion  tank  to 
a  second  pump.  l\  also  located  above  the  auxiliary 


time  a  scum  layer  will  develop  and  will  grow  thicker 
and  thicker.  When,  after  this  begins  to  take  place, 
gas-laden  sludge  particles  rise  as  described,  they  are 
not  able  to  release  themselves  from  their  gas  bubbles 
because  of  this  impenetrable  mat  on  the  surface,  but 
instead  become  imprisoned  in  it.  Little  motion  or 
mixing  takes  place  in  this  scum  layer,  and  for  this 
reason  it  will  he  found  that  the  decomposition  taking 
place  in  the  scum  layer  will  be  relatively  feeble,  may, 
indeed,  be  an  undesirable  or  nuisance-producing  kind 
ol  decomposition.  This  evil  may  be  artificially 
avoided  1>\  constructing  in  the  digestion  chamber  a 
partition  or  apron  which  operates  in  a  similar  manner 
to  the  partition  walls  in  Imhoff  tanks.  With  this 
apron  in  place  the  j^as  bubbles 'are  deflected  to  a  defin- 
ite point  or  points  in  the  tank  surface.  In  the  drawing 
this  point  is  shown  as  the  middle  of  the  tank-  In  con- 
sequence of  this  provision  there  will  be  no  rising  gas 
hubbies  at  any  other  part  of  the  tank  surface,  and  any 
floating  sludge  there,  not  being  continually  buoyed  up 
afresh  by  rising  gas  bubbles,  will  gradually  become 
heavier  than  water  and  sink  to  the  bottom.  In  the 
middle  of  the  tank,  however,  to  which  point  all  of  the 
gas  hubbies  are  being  deflected,  the  combined  stirring 
action  of  the  gas  bubbles  is  so  strong  as  continuously 
in  break  up  the  scum  layer. 

It  seems  logical,  also,  to  make  this  part  of  the  tank 
surface  the  part  at  which  the  fresh  sludge  is  intro- 
duced, because  at  this  point  exists  the  best  opportunity 
lor  the  fresh  sludge  to  become  mixed  most  quickly  and 
most  uniformly  with  the  contents  of  the  tank. 

Uniform  Temperature  Desirable. 

Since  the  decomposition  of  the  sludge  depends 
upon  living  organisms  it  is  necessary  to  maintain  the 
temperature  as  uniform  as  possible.  In  Imhoff  tanks 
this  occurs  naturally  by  virtue  of  the  depth  of  the 
tank  and  because  of  the  fact  that  the  sewage  which 
Hows  through  the  settling  chamber  above  the  sludge 
chamber  is  fairly  uniformly  warm.  Separate  sludge 
digestion  chambers  built  above  ground  mav  develop 
difficulties,  because  it  may  not  be  possible  without 
artificial  aid  to  prevent  harmful  fluctuations  of  tem- 
perature. Artificial  means  may,  therefore,  in  this  case 
)e  of  advantage.  In  the  drawing  are  shown  circum- 
ferential conduits  on  the  inside  of  the  tank.  These 
may  be  operated  either  with  warm  water  supplied 
from  a  central  heating  plant  or  simply  with  sewage. 


Improved  form  of  sludge  tank. 

chamber.  In  operation  the  two  pumps  simultaneously 
force  both  fresh  and  decomposed  sludge  into  a  com- 
mon sludge  pipe.  This  manner  of  operation  results 
in  immediate  mixture  of  fresh  and  decomposed  sludge 
in  any  desired  proportion  and  in  the  discbarge  of  this 
mixture  into  the  digestion  chamber.  Further  mixing 
occurs  in  the  digestion  chamber  itself  by  means  of  the 
ri  iing  gas  bubbles.  The  small  gas  bubbles  which  de- 
velop as  a  result  of  the  decomposition  process  remain 
sticking  in  part  to  the  sludge  particles  and  by  increas- 
ing in  size  progressively  reduce  the  mass  specific 
gravity  of  the  combined  sludge  particle  and  gas  bubble 
until  it  is  less  than  that  of  water.  At  this  time,  of 
course,  the  two  rise  to  the  surface  of  the  tank. 

If  the  action  taking  place  on  the  inside  of  the  diges- 
tion chamber  could  be  observed  it  would  be  seen  that 
large  and  small  particles  of  sludge  are  continuously 
ri.-ing  to  the  surface  of  the  tank,  there  giving  up  their 
gas  bubbles,  and,  once  more  heavier  than  water,  sink- 
ing back  to  the  sludge  layer  at  the  bottom  of  the  tank. 
This  natural  mixing,  however,  is  insufficient.  If  it 
alone  be  depended  upon  it  will  be  found  that  in  a  short 


Cost  of  Waste  Disposal 

Figures  tell  pointed  stories  when  they  can  be  made 
to  speak.  A  great  deal  has  been  said  concerning  the 
quantity  of  wood  wasted  in  milling  operations,  in  the 
form  of  sawdust,  edgings,  blocks,  and  scraps  of  vari- 
ous kinds,  and  the  public  is  fairly  familiar  with  this 
subject;  but  investigations  have  now  been  made  which 
claim  to  show  what  it  costs  to  dispose  of  this  waste. 
It  is  asserted  that  every  thousand  feet  of  lumber  sawed 
in  the  United  States  is  called  upon  to  pay  from  eleven 
to  twenty-two  cents  to  meet  the  cost  of  getting  rid  of 
waste  material.  The  average  figures  show  a  cost  of 
seventeen  cents  per  thousand  feet,  but  in  some  mills 
it  runs  as  high  as  twenty-two  cents  and  in  others  as 
low  as  eleven.  The  yearly  total  is  about  $6,000,000 
for  the  whole  United  States. 

These  figures  are  backed  by  the  authority  of  the 
forest  Products  Laboratory  at  Madison,'  Wis.,  and  it 
appears  that  this  investigation  was  the  first  ever  con- 
ducted in  a  thorough  maimer  to  determine  what  it 
costs  to  burn  the  refuse  matter  at  saw  mills.  Burn- 
ing is  the  cheapest  method  of  disposal  that  has  been 
devised. 
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The  Government  Dry  Dock  at  Vancouver 

Interesting  Details  of  Construction  Work  Described  and  Illustrated 
—  A    Large    Grain   Elevator   Being    Built   Adjoining   the  Wharf 


7  n  il  further  reference  to  the  government  dry 
%/%/'     dock  and  elevator  at  Vancouver,  to  which 
T  Y       reference  was  made  in  a  recent  issue  of 
the  Contract  Record,  the  following  article 
by  R.  Mackay  Fripp,  in  a  current  issue  of  the  En- 
gineering Record,  describes  a  number  of  interesting 
details  of  construction  work: 

Inclosing  5^  acres  of  ground  and  providing  at 
low  water  a  depth  of  35  feet,  a  wharf  the  outer  wall  of 
which  is  made  up  of  timber  and  concrete  cribs  has  re- 
cently been  built  for  the  Dominion  Government  at 
Vancouver,  B.  C.  After  the  rock  excavation  for  these 
cribs  had  been  made,  the  bottom  Was  covered  with 
two  feet  of  broken  stone,  leveled  with  an  I-beam  drag 
operated  from  a  scow.  The  cribs  sunk  on  this  founda- 
tion showed  a  maximum  variation  in  line  of  only  three 
inches  and  in  grade  of  only  two  inches.  The  cribs 
were  built  to  a  height  of  10  feet  on  ways,  launched 
and  completed  in  the  water.  A  floating  concrete  plant, 
with  a  low  er  ami  chute,  was  used  in  their  construction'. 
The  water  space  between  the  walls  has  been  tilled, 
leveled  and  rendered  immediately  available  for  track- 
age. The  depth  of  water  at  low  tide  is  35  feet.  The 
range  of  tide  is  16  feet.  East  and  west  wings  or  bulk- 
heads arc  built  at  the  shore  and  to  retain  the  tilling, 
which  is  carried  np  to  the  tracks  of  the  Canadian  Pa- 
cific Railway.    A  grain  elevator  with  1 ,250,000  bushels 
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Showing  construction  of  crib. 
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shore  end  of  the  w  harf. 

Operations  were  commenced  by  excavating  the 
stiff  heavy  clay  and  boulders  w  hich  overlay  the  rock 
bottom,  a  dipper  dredge  being  used.  To  deal  with  the 
rock  a  drill  scow,  100  x  30  feet,  was  built  and  equip- 
ped with  drill  towers,  the  drills  being  34  and  57  feet 
in  length.  Additional  weight  was  given  to  them  by 
a  4500-lb.  backing,  The  rock  is  of  a  conglomerate  na- 
ture, closely  resembling  a  coarse  concrete  of  water- 
worn  granite  stones  and  cement  and  makes  very  hard 
drilling,  the  stones  constantly  breaking  out  from  the 
matrix  and  filling  up  the  holes,  which,  on  this  account, 
sometimes  had  to  be  drilled  two  or  three  times  before 
they  could  be  charged.  The  rock  was  taken  out  in 
two  and  in  some  places  three  lifts,  depending  on  the 
depth  ;  but  not  more  than  12  feet  was  taken  out  in  any 
one  litt,  as  it  was  found  impossible  to  keep  the  holes 
jetted  clean  enough  to  allow  the  drills  to  work  freely 
at  a  greater  depth.  I  [oles  were  charged  with  a  hollow- 
tube  pipe  with  a  plunger  running  through  it,  Un- 
charges being  tired  by  a  battery.  Single  holes  were 
sometimes  tired,  but  a  whole  range  of  90  feet  in 
length  by  12  feet  deep  and  5  feet  wide  was  usually 
discharged  at  one  time,  yielding,  roughly,  about  200 
cubic  yards  at  every  shot. 

Drill  Scow  Employed 
The  drill  scow,  which  was  the  first  of  its  type  used 
in  these  waters,  was  set  on  spuds  at  each  corner,  and 
each  spud  was  worked  by  a  separate  engine.  As  the 
tide  rises  and  falls  about  one-tenth  of  a  foot  every 
live  minutes,  the  spuds  were  constantly  changed. 

After  completing  the  excavation  the  bed  upon 
which  the  cribs  rest  was  covered  with  a  2-foot  layer 
of  broken  stone.  This  was  at  lirst  leveled  by  taking 
soundings  with  leads,  but  as  the  leads  usually  fell  or 
slid  off  projecting  stones,  these  projections  above  the 
irst  crib  placed  upon  sounded  levels  had  to  be  raised. 
A  new  and  novel  method  was  then  adopted.  An  I- 
-r-beam  was  attached  to  a  bridge  on  a  scow  and  cables 
secured  to  the  back  of  the  scow  were  passed  beneath 
and  fastened  to  the  I-beam,  which  was  then  dropped 
to  the  grade  and  drawn  backward  and  forward,  after 
the  manner  of  a  barrow,  until  the  bottom  was  rendered 
perfectly  level.  The  effectiveness  of  this  method  is 
demonstrated  by  the  fact  that  the  greatest  variation 
in  the  vertical  joints  of  the  western  line  of  cribs  did 
not  exceed  3  inches;  on  the  eastern  line  it  was  only 
one-half  inch,  and  the  greatest  variation  in  the  levels 
of  the  tops  of  the  cribs  was  only  two  inches. 

About  60  feet  from  the  north,  or  outer,  end  of  the 
wharf  the  rock  bottom  dipped  or  ran  out.  It  was 
therefore  necessary  to  excavate  to  the  rock  and  to  (ill 
and  pack  this  space  with  stone  np  to  the  grade.  At 
this  point  only  has  there  been  any  settlement  what- 
ever, one  crib  moving  outward  at  the  top  2  inches 
and  another  3  inches.  This  settlement,  however,  oc- 
curred during  the  process  of  backfilling,  when  the  load 
was  constantly  changing;  but  all  settlement  ceased 
when  the  backfilling  was  complete  and  the  load  be- 


came constant. 

The  construction  of 


the  cribs  is  as  follows;  A 
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bottom  platform  was  built  of  12  x  18-in.  tir  timbers 
drifted  together  with  24-in.  drifts  at  3-ft.  centres.  A 
tirst  COtir8e  of  12  X  1J  in.  timbers  was  drifted  to  this 
bottom  platform  with  24-in.  drifts  at  3-ft,  centres 
and  machine  bolts  every  5  feet.  The  remainder  of 
the  timbers  were  drifted  with  24-in.  drift  bolts.  Ver- 
tical posts  wi  ic  placed  at  every  intersection  of  longi- 
tudinals and  cross-ties  on  the  face  of  the  crib  and  at 
even  alternate  intersection  in  the  interior  and  the 
kick  of  the  crib.  These  posts  were  fastened  to  the 
longitudinal  washers.  On  the  face  of  the  crib  these 
bolts  wore  eye-shaped,  the  eye  acting  as  a  reinforce- 
ment. Cross  tics  at  8- foot  centres  extended  one  foot 
through  the  face  and  >i\  inches  through  the  back  of  the 
crib.  Fillers  were  placed  between  the  cross-ties  be- 
tween the  longitudinals,  thus  forming  a  solid  wall. 


CONCramXNCAEED  CHI83  CCILT  Wirr  TCUND  CORNERS  AT  ANGLES  OF  WHARF 


The  longitudinals  were  set  at  9-foot  centres  and  dove- 
tailed 6  inches  through  the  ends  of  the  cribs.  An 
extra  cross-tie  placed  on  the  top  of  the  crib  made  4-ft. 
centres  for  the  12  x  12-in.  decking  drifted  on  to  these 
timbers  to  serve  as  a  foundation  for  the  mass  wall. 


For  launching  the  cribs,  ways  were  constructed 
by  driving  piles  at  10-ft.  centres  longitudinally  and 
8-ft.  centres  transversely.  These  were  capped  with 
12  x  12-in.  caps;  the  stringers  were  of  the  same  di- 
mension. The  ways  were  300  feet  in  length,  100  feet 
wide  and  given  a  6.5  per  cent,  grade.  The  outer  ends 
of  tin-  ways  were  one  foot  below  low-water  mark. 

The  cribs  were  built  to  a  height  of  10  feet  on  a 
cradle  placed  at  the  back  of  the  ways,  which  were  fur- 
nished with  hauling  eear  for  launching-  the  cribs.  The 
cradle  was  capable  of  handling  a  crib  107  feet  in  length. 
The  cribs,  after  being  thoroughly  calked  and  sheathed 
with  concrete,  were  brought  to  an  even  bed  by  bal- 
last, and  when  launched  drew  a  little  more  than  4  ft. 
6  ins.  No  difficulty  was  experienced  in  launching  any 
of  the  cribs. 

Concrete  for  sheathing  was  a  1  :3:4  mix.  All  con- 
cretin?  was  done  by  a  floating  mixer  with  a  tower 
and  the  spouting'  system,  the  spouter  being  used  direct 
on  the  mass  walls.  For  the  sheathing  the  spout  dis- 
charged into  a  hopper  and  the  concrete  was  distri- 
buted thence  by  buggies. 

Material  for  the  backfill,  a  mixture  of  sand  and 
c'ay.  was  obtained  by  dredging  at  various  points  of 
the  harbor,  being  clammed  into  flat  scows  and  re- 
dammed  over  the  wall.  The  material,  of  which  there 
was  about  400,000  cubic  yards,  was  leveled  and  kept 
b-'ck  from  the  walls  by  means  of  a  centrifugal  pump 
with  a  10-inch  suction  and  an  8-inch  discharge,  and 
was  able  to  handle  the  dirt  to  within  6  feet  of  grade 
in  the  centre  of  the  wharf.  The  fill  between  the  back 
of  the  wharf  and  the  Canadian  Pacific  Railway  track 
w  as  made  by  cars  on  tracks,  the  clamshells  discharg- 
ing into  a  bunker,  beneath  which  the  cars  were  spotted. 


Storage   for   Water   Power  Development 

A  Unique  Scheme  for  Providing  an  Equalizing  Basin  with 
Pumps  to  Return  Water  to  the  River — Features  of  Construction 


AX  essential  feature  of  any  water  power  develop- 
ment is  that  the  flow  must  be  constant  from 
season  to  season.  In  rivers  where  the  cut- 
off is  subject  to  wide  variation,  provision  must 
be  made  whereby  the  excess  water  of  wet  seasons  may 
be  utilized  to  supply  a  lack  of  water  druring  dry  sea- 
sons. This  involves  the  use  of  a  storage  or  equalizing 
basin  of  sufficient  capacity  to  maintain  at  all  times  the 
desired  flow.  In  many  cases  a  storage  reservoir  must 
be  able  to  provide  for  a  succession  of  dry  years. 

A  unique  scheme  of  this  kind  is  being  developed 
in  the  State  of  Idaho,  U.S.A.,  by  the  Utah  Power  & 
Light  Company,  in  connection  with  their  power  and 
irrigation  schemes.  The  special  features  of  this  pro- 
ject are  the  utilization  as  a  storage  basin,  of  a  large 
lake,  the  capacity  of  which  is  very  great  relative  to 
the  yearly  flow  of  the  river,  and  also  the  use  of  pumps 
for  returning  the  water  into  the  river  to  obviate  the 
necessity  of  building  expensive  gravity  works.  The 
power  for  this  pumping  station  is  in  the  form  of  elec- 
trical energy  developed  in  part  by  the  water  which  the 
pumns  supply.  In  constructing  the  plant,  local  topo- 
graphy imposed  many  constructional  problems  of  in- 
terest. 

Location  of  Plant 

The  accompanying  map  illustrates  the  situation. 
The  Bear  River  has  on  its  course  four  hydro-electric 


power  developments,  besides  which  it  supplies  a  large 
irrigation  scheme.  The  maximum  capacity  of  the 
power  houses,  67,500  kw.,  utilizes  a  total  head  of  865 
feet.  The  intention  is  to  employ  Bear  Lake  as  the 
equalizer  for  this  river,  preventing  a  shortage  of  water 
during  the  dry  seasons  for  either  the  power  house  or 
irrigation  channels.  Bear  Lake  is  a  deep  body  of  water, 
about  20  miles  long  and  8  miles  wide,  with  an  avail- 
able storage  capacity  of  1,300,000  acre-feet.  The 
shores  of  the  lake  are  steep,  so  that  the  high  water 
and  low  water  areas  are  practically  the  same.  To  the 
north  is  a  swamp -and  a  very  small  and  shallow  lake, 
known  as  Mud  Lake,  the  two  being  separated  by  a 
very  narrow  sand  bar  or  "causeway."  At  present 
there  arc  two  inlet  channels  connecting  the  river  to 
Mud  Lake,  of  such  capacity  that  all  flood  water  can 
be  diverted  into  them. 

The  river,  near  Bear  Lake,  has  a  very  small  slope, 
the  fall  in  thirty  miles  being  but  40  feet  below  normal 
lake  level.  This  means  that  to  get  an  outlet  canal 
from  the  storage  basin  to  the  river  with  a  large  fall 
would  involve  a  long  cutting,  besides  imposing  great 
difficulties  due  to  the  nature  of  the  ground.  The 
scheme  that  has  been  developed,  therefore,  is  the 
building  of  an  outlet  channel  from  Bear  Lake  as  far 
down  as  can  be  dug  by  dredging  alone.  The  junction 
of  this  canal  with  the  river  is  14  miles  north  of  the 
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lake  and  its  outlet  is  but  8  feet  below  the  lake's  full 
level.  It  is  possible  to  draw  the  lake  almost  down  by- 
gravity  through  the  canal,  but  as  the  river  drops  the 
flow  decreases  constantly  and  for  this  reason  the 
pumping  plant  was  projected  to  make  the  desired 
storage  capacity  available  and  also  to  maintain  the 
canal's  full  rate  of  flow  at  all  lake  stages. 

Provision  for  Large  Draw-down 

Data  covering  any  succession  of  dry  years  recorded 
shows  that  a  12-foot  draw-down  would  equalize  the 
river  flow,  but  a  21-foot  draw-down  is  arranged  for 
to  cover  any  errors  in  the  records  and  to  equalize 
other  streams  than  the  Bear  River  itself.  By  using 
this  extra  large  conservation  capacity,  more  water  will 
be  available  for  irrigation  which  is  extensively  carried 
on  in  the  Bear  Rixer  drainage  area.  More  water  will 
be  on  hand  than  if  the  storage  was  arranged  to  cover 
only  an  average  yearly  flow. 

The  pumping  house  is  located  on  the  causeway 
between  the  two  lakes.  An  intake  channel  will  be 
dredged  from  Bear  Lake  to  the  pumping  plant.  It  is 
expected  that  wave  action  will  fill  this  up  to  a  large 
extent,  but  as  the  expense  of  building  a  permanent 


General  and  detail  plan  of  development. 


work  would  be  prohibitive  it  was  decided  to  dredge 
an  extra  large  channel  which  can  be  maintained  by 
dredging  from  time  to  time  as  required.  The  bar  on 
which  the  plant  is  located  is  very  low  and  flat  and  the 
ice  sometimes  piles  up  to  a  height  of  10  feet.  To 
avoid  any  trouble  on  this  account  the  pumping  sta- 
tion is  located  well  back  from  the  shore  line  and  at 
an  angle  to  the  intake  channel  so  that  no  ice  will 
gather  at  the  station  itself. 

The  maximum  capacity  of  the  pumping  station  is 
1,500  second-feet  at  a  20-foot  head,  developed  through 
five  vertical  shaft  units  of  300  second-feet  capacity 
each.  Variable  speed  motors  will  be  employed  and 
two  types  of  impellers  are  used  to  provide  the  most 
efficient  operation  at  both  high  and  low  heads.  So  far 
as  known,  these  pumps  posses  the  largest  rate  of  dis- 
charge against  this  head— about  194,000,000  gallons 
per  day  against  16-foot  head  at  77  r.p.m. 

Details  of  Construction 

The  pump  house  is  being  constructed  of  a  concrete 
mat  supported  on  piles  since  the  soil  is  of  a  quick- 
sand nature.  A  large  open  timber  caisson,  140  ft.  x 
i>2y2  ft.,  was  sunk  to  a  depth  of  43  ft.    This  caisson 


is  one  of  the  largest  of  its  kind.  It  contains  about 
800,000  feet  of  timber  and  120  tons  of  steel  rods  and 
fastenings.  Considerable  difficulty  was  experienced 
in  sinking  it,  due,  in  the  first  place,  to  the  firmness 
of  the  undisturbed  sand,  requiring  hand  excavation, 
and  then  by  the  flow  of  sand  due  to  the  disturbance 
caused  by  excavation.  Out  flows  of  gas  from  the  soil 
in  the  caisson  gave  trouble.  For  long  periods  the  gas 
blew  out  under  pressure.  In  spite  of  this,  however, 
fairly  rapid  progress  was  made.  A  foundation  of  pile 
groups  was  employed,  sunk  to  a  depth  of  35  feet,  that 
had  to  be  jetted  down  on  account  of  the  hard  nature 
of  the  sand.  The  concrete  mat  is  8  feet  thick,  engaging 
the  upper  three  or  four  feet  of  the  pile.  The  pump 
inlet  and  discharge  openings  are  moulded  in  the  con- 
crete. Several  novel  schemes  were  adopted  for  de- 
positing the  concrete.  A  large  hoisting  tower,  110 
feet  high,  alongside  one  end  of  the  caisson,  received 
the  concrete  from  the  mixers.  Two  mixers  were  used, 
only  one  being  needed,  the  other  acling  as  a  reserve 
in  case  of  a  break-down,  so  that  the  process  of  con- 
creting would  not  be  interrupted.  From  the  hoisting 
tower  the  concrete  passed  to  a  low  fixed  tower  on  the 
centre  of  the  caisson  which  carried  a  distributing  box 
from  which  chutes  running  in  two  directions  could 
be  supplied.  These  chutes  lead  to  the  top  of  a  tremie 
tube  hung  from  the  boom  of  the  derrick  by  means 
of  which  it  was  possible  to  control  the  flow  of  con 
crete  at  will.  In  building  the  substructure  the  con 
crete  was  poured  in  lifts  corresponding  to  the  height 
between  the  sets  of  bracing  struts.  This  arrange- 
ment was  to  allow  the  timber  to  be  removed  as  the 
concrete  was  poured. 


Giving  False  Information  Deprecated 

The  custom  of  giving  certain  information  and  then 
disclaiming  any  responsibility  for  it,  has  been  settled 
also  by  the  Supreme  Court.  The  United  States  Gov- 
ernment built  a  dam  in  Kentucky,  stating  in  the  con- 
tract: "The  dam  is  now  backed  for  about  50  feet  with 
broken  stone,  sawdust  and  sediment  to  a  height  of 
within  2  or  3  feet  of  the  crest,  etc."  Also  stating: 
"Bidders  or  their  authorized  agents  are  expected  to 
examine  the  maps  and  drawings  in  this  office,  which 
are  open  to  their  inspection,  to  visit  the  locality  of  the 
work,  and  to  make  their  own  estimates  of  the  facilities 
and  difficulties  attending  the  execution  of  the  proposed 
contract,  including  local  conditions,  uncertainties  of 
the  weather,  and  all  other  contingencies.  The  sawdust 
and  sediment  backing  proved  to  be  crib  work  rilled 
with  stone,  and  a  claim  was  made  for  extra  payment. 
The  Supreme  Court's  decision  was:  "Where  the  speci- 
fications for  rep-air  of  a  dam  say  that  the  existing  dam 
is  now  backed  with  broken  stone,  sawdust  and  sedi- 
ment, and  is  actually  backed  with  solid  crib  work,  the 
Government  must  pay  the  increased  cost  of  removal, 
not  withstanding  other  provisions  in  the  specifications, 
notifying  bidders  to  visit  the  locality,  estimate  difficul- 
ties and  obtain  information  necessary  for  an  intelligent 
proposal.  The  contractor  has  a  right  to  rely  on  a 
positive  assertion  of  such  a  fact  without  an  investiga- 
tion to  prove  its  falsity." 


Magnetic  iron  corner  monuments  have  been  recom 
mended  by  a  United  States  engineer  for  use  in  survey 
work.  He  claims  that  by  the  aid  of  a  small  needle 
compass,  they  can  be  readily  re-located  without  anta- 
gonizing the  travelling  public  in  breaking  up  several 
square  yards  of  gravel  road  or  cement  walk. 
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Dam  and  Locks  on  River  St.  Charles,  Quebec 


EXTENSIVE  works  of  improvement  are  now  be- 
ing carried  on  by  the  Department  of  Public 
Works,  Ottawa,  on  the  St.  Charles  River,  at 
Quebec,  with  a  view  of  Utilizing  the  upper 
pari  of  the  river  over  a  distance  of  five  <>r  six  miles, 
which  i>  nearly  dry  at  low  tide,  for  shipping  purposes 
>>t"  a  local  nature  and  for  the  hauling  of  coal. 

The  Wdrks  at  present  under  contract  consist  in 
the  construction  of  a  dam  and  a  pair  of  locks,  450  feet 
long  with  65  feet  clear  entrance  and  a. depth  of  20 
feet  i>n  the  lower  sill  at  low  tide,  as  shown  on  the 
accompanying  plans  and  cross  sections.  These  works 
will  have  the  effect  of  keeping  the  water  in  the  upper 
reach  of  the  river  at  the  level  of  high  water,  spring 
tides,  which  rise  IS  feet  at  Quebec. 

The  structures  are  to  he  built  of  concrete.  The 
coping  of  the  lock  walls,  will,  however,  be  built  of 
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General  plan  showing  location  of  Locks.  Dam  and  Guide  Piers. 

granite  from  the  Megantic  Quarries.  On  the  north 
side  of  the  locks  the  dam  is  provided  with  sluiceways 
and  movable  gates  to  properly  control  the  water  level 
above  the  dam. 

The  plans  show  a  system  of  interlocking  steel  sheet 
piles  to  serve  as  cut-offs  against  percolation  through 
the  sand  foundation  on  which  the  structures  are  built, 
also  a  mattress  of  concrete,  150  feet  wide,  above  the 
dam . 


The  Honrs  of  the  locks  are  to  be  15  feet  thick,  hcavi- 
1\  reinforced,  to  resist  the  hydrostatic  pressure  from 
a  head  of  55  feet  of  water,  should  it  be  necessary  to 
empty  the  locks.  A  steel  floating  caisson  will  close 
the  lower  entrance  for  repairs  to  the  lower  lock  gates. 
The  works  present  sonic  difficulties,  owing  to  the  fact 
thai  they  are  being  buill  entirely  on  sand  foundations 
and  are  probably  the  first  of  the  kind  undertaken  in 
Canada,  which  makes  them  rather  interesting. 

Construction  was  started  in  1913  and  is  expected  to 
be  completed  in  1917.  Messrs.  Qtiinlan  and  Robert- 
son, of  Montreal,  are  the  contractors.  Mr.  U.  Vali- 
quet,  of  the  Public  Works  Department,  Ottawa,  is 
superintending  engineer,  and  Mr.  E.  A.  Hoare,  of 
Quebec,  the  resident  engineer. 


Good  Roads  in  New  Brunswick 

According  to  a  statement  made  by  Premier  Clark, 
the  roads  of  New  Brunswick  suffered  considerably 
during  the  past  season  on  account  of  the  exceptionally 
heavy  rainfall  and  much  of  the  work  which  was  car- 
ried out  as  soon  as  conditions  permitted  was  destroyed 
by  rainfalls  at  a  later  date.  The  Provincial  Govern- 
ment, however,  has  determined  to  continue  the  road 
work  and  to  incorporate  in  a  great  part  of  it  as  many 
features  of  a  permanent  character  as  possible.  A  road 
engineer  was  employed  some  time  ago  and  he  has 
since  been  engaged  in  devising  means  by  which  the 
object  of  the  government  may  be  accomplished — a  com- 
plete system  of  roads  for  the  province.  The  work  con- 
templated this  year  will  be  undertaken  at  once  under 
the  supervision  of  the  engineer,  and  is  to  be  carried 
out  in  a  most  thorough  and  modern  manner.  In  the 
vicinity  of  St.  John  arrangements  have  been  made 
for  work  on  the  following  roads:  the  road  between 
.Musquash  and  Lepreaux  ;  the  road  along  Spruce  Lake  : 
the  road  to  East  St.  John;  the  Upper  Loch  Lomond 
road.  Tenders  have  also  been  called  for  the  con- 
struction of  a  highway  from  the  One  Mile  House  to 
Brookville. 


The  Earth's  Age  as  Shown  by  the  Rocks 

Scientists  differ  greatlv  as  to  the  earth's  age,  esti- 
mates varying  from  20.000.000  to  150,000,000  years. 
One  of  the  first  estimates  was  that  of  |ohn  Phillips, 
who  in  1860  based  on  a  study  of  stratified  rock  his  as- 
sertion that  the  figure  lay  somewhere  between  38,- 
000,000  and  96.000. OOf)  years. 


The  grandstand  at  the  Canadian  National  Exhibi- 
tion is  725  feet  long,  is  built  of  brick,  steel  and  com 
crete;  has  a  seating  capacity  of  16,800  people,  and  cost 
$262,000. 
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On  the  left,  section  of  Locks  and  Sluiceway;  on  the  ritht,  section  of  Main  Dam-  St.  Chailcs  Kivcr. 
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A  Portable  Gravel  Washer 

A  simple  home-made  apparatus  for(washing  con- 
crete aggregates  is  described  and  illustrated  in  a  recent 
issue  of  "Concrete." 

The  device  is  merely  a  screw  conveyor  set  into 
a  pipe.  The  contractor  may  use  his  own  judgment 
as  to  the  size  of  the  pipe  and  conveyor  to  be  used, 
being  careful  to  make  the  conveyor  somewhat  smaller 
in  diameter  than  the  diameter  of  the  inside  of  the  pipe 
to  permit  the  free  passage  of  the  water,  as  shown  in 
Fig.  1.  The  whole  device  should  be  set  on  a  frame  at 
an  angle  sufficient  to  permit  the  water  to  run  freely 
to  the  lower  end  of  the  water  outlet.  The  power  can 
be  supplied  from  the  engine  either  by  means  of  gears. 


A  Portable  Gravel  Washer. 


as  shown  in  the  sketch,  or  by  a  belt  or  other  conveni- 
ent method.  The  water  is  admitted  at  the  Upper  end. 
and  the  gravel  shoveled  into  a  hopper  at  the  lower 
end,  as  shown  at  Fig.  2.  By  revolving  the  screw  con- 
veyor the  gravel  will  he  carried  to  the  upper  end  of  the 
pipe  and  ejected,  after  having  been  thoroughly  washed. 
It  might  be  necessary  in  some  cases  to  fix  a  trap  of 
some  sort  at  the  lower  end  of  the  pipe  for  the  more 
convenient  removal,  of  sediment  which  may  collect 
there,  having  been  carried  down  by  the  water  after  suc- 
cessive washings. 

This  device  can  also  be  tised  successfully  for  wash- 
ing sand,  with  a  few  minor  alterations  to  suit  the 
changed  conditions. 


Inclination  of  Conveying  Chutes  for  Concrete 

If  the  concrete  reaches  the  chutes  as  a  homogene- 
ous mass  the  slope  of  the  chutes  is  not  of  vital  im- 
portance. That  slope  is  generally  the  best  which  will 
allow  the  concrete  to  flow  with  the  least  velocity  to 
insure  its  passage,  although  a  vertical  drop  in  a  closed 
pipe  is  a  feature  of  many  installations  on  important 
work.  Such  vertical  lines,  however,  should  have  baf- 
fles every  few  feet  to  arrest  the  drop  and  the  concrete 
should  be  distributed  at  the  bottom  by  means  of  a 
horizontal  chute  whenever  possible  and  not  directly 
from  the  vertical  line  into  the  forms.  The  required 
minimum  slope  to  carry  the  concrete  properly  will 
vary  with  the  character  of  the  aggregates,  the  average 
slope  for  small,  round  gravel  being  1  of  rise  to  3  of  run, 
or  an  angle  of  about  bS  degrees  with  the  horizontal: 
the  slope  for  1-in.  stone,  about  1  to  2^4,  or  20  degrees; 
for  \y2-m.  stone,  1  to  2J/S,  or  22  degrees;  and  for  2-in. 
stone,  1  to  2>4»  or  24  degrees  with  the  horizontal.  It 
is  better  practice  on  a  long  line  to  hang  the  chutes 
with  a  gradually  and  very  slightly  increasing  grade 
as  they  travel  toward  the  lower  end,  such  a  grading  be- 
ing less  likely  to  cause  an  overflow  in  the  chutes  than 
the  reverse.  The  final  distributing  section  which 
places  the  concrete  in  the  form  should  retard  the  con- 
crete to  as  slow  a  movement  as  will  carry  it  at  all. — 
Engineering  Contracting. 


Miscellaneous 

The  National  Conference  on  Concrete  Road  Build- 
ing have  now  ready  for  distribution  copies  of  the  pro- 
ceedings of  their  "Second  National  Conference  on 
Concrete  Road  Building,"  which  was  held  in  the  Audi- 
torium Motel.  Chicago,  February  15-18,  1916.  These 
proceedings,  constituting  a  volume  of  over  3110  pages, 
are  a  notable  treatise  on  concrete  road  construction. 
The  price  is  $1.00  per  volume.  Remittances  should 
be  made  to  the  National  Conference  on  Concrete  Road 
Building,  111  West  Washington  Street,  Chicago. 


Air.  Justice  Lafontaine,  in  the  Superior  Court, 
.Montreal,  has  decided  that  financial  stringency  owing 
to  the  war  is  not  a  valid  defence  for  the  cancellation 
of  a  building  contract.  The  action  was  against  the 
church  authorities  of  Notre  Dame  du  Perpetual  Se- 
cours,  the  plaintiff  being  Mr.  Henry  Tessier,  [r.  The 
church  was  to  have  cost  $150,000,  and  on  August  25, 
1914,,  the  church  authorities  gave-the  contractor  orders 
to  stop  the  work,  this  being  a  month  after  the  con- 
tract was  awarded.  They  pleaded  they  could  not 
raise  the  money,  but  Mr.  Justice  Lafontaine  gave 
judgment  for  $35,000  damages. 


I  he  new  Loew  i  heat  re  to  be  built  in  Montreal  will 
be  on  a  site  with  a  frontage  of  2d  ft.  6  in.  In  a  depth 
of  102  feet  on  St.  Catharine  Street  West  and  175 
ft.  x  100  feet  on  Manslield  Street.  The  plans,  pre- 
pared by  Mr.  Thomas  W.  Lamb.- of  Yew  York,  will 
provide  for  a  seating  capacity  of  3,000..  There  are  to 
be  entrances  both  on  St.  Catharine  and  Manslield 
Streets.  The  cost  of  the  land  and  buildings  is  esti- 
mated at  $850,000. 

The  Burlington  Steel  Company,  Limited,  Hamil- 
ton, Out.,  have  been  awarded  the  contract  for  the  re- 
inforcing steel  bars  required  by  the  Canadian  Gov- 
ernment railways  in  the  erection  of  their  elevator  at 
Transcona,  Man. 


The  Boving  Hydraulic  and  Engineering  Company, 
Limited,  Lindsay,  Out.,  have  been  awarded  a  contract 
for  the  twin  turbines  to  be  installed  in  connection  with 
the  new  dam  for  the  city  of  Sherbrooke,  Que. 


The  J.  G.  White  Engineering  Corporation  have 
awarded  a  contract  in  connection  with  the  new  plant 
of  the  Ha-ha  Bay  Sulphite  Company  at  I  la  ha  Bay, 
Que.,  to  the  Raymond  Concrete  Pile  Co.,  Montreal. 

Messrs.  Laurie  &  Lamb.  Montreal,  have  received 
an  order  for  a  500  h.p.  Bclliss  &  Morcoin  engine  for 
the  Belgo-Canadian  Pulp  &  E'aper  Company,  Shawini- 
gan  Falls,  Que.  This  is  in  connection  with  an  addi- 
tion to  their  news  print  plant. 


A  prize  of  $100  offered  by  the  Barber  Asphalt  Lav- 
ing Company  to  students  of  highway  engineering  at 
Columbia  University,  has  been  awarded  to  Mr.  Mor 
.timer  L.  Neinken.  of  Brooklyn,  for  an  exhaustive  study 
on  the  "Comparison  and  Selection  of  Roads  and  Pave- 
ments'." 


Hypochlorite  tablets  to  treat  suspected  drinking 
water  are  furnished  vacationists  free  by  the  Chicago' 
Board  of  Health.  Moline,  111.,  put  lip  small  bottles 
of  hypo  in  liquid  form  for  its  citizens  last  year. 
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C.eneral  plan  and  profile,  hydro  electric  development  at  Seven  Falls  for  Laurentian  Power  Co. 


Hydro-electric  Power  Development  at  Seven  Falls, 
Ste.  Anne  River,  Montmorency  County,  Quebec 


The  Laurentian  Power  Company,  Limited,  Quebec,  con- 
trolling the  Seven  Falls  development  on  the  Ste.  Anne  River, 
have  placed  in  operation  a  four  unit  hydro-electric  plant  and 
transmission  system  to  Montmorency  Falls,  Que.,  of  par- 
ticular interest  owing  to  the  natural  head  available  and  the 
provision  made  for  regulating  the  natural  flow  of  the  river. 

According  to  the  most  recent  regional  maps  of  this 
watershed  as  made  by  the  Provincial  Government,  the  drain- 
age area  of  the  Ste.  Anne  River  is  432  square  miles,  400 
miles  of  which  are  tributary  to  Seven  Falls.  This  river  has 
its  source  in  the  Laurentian  Mountains,  within  the  boundaries 
of  the  Laurentian  National  Park  and  flowing  in  a  southerly 
direction  and  empties  into  the  St.  Lawrence  River  about  27 
miles  below  the  city  of  Quebec.  The  mountainous  character 
of  the  watershed,  which  for  the  most  part  is  well  wooded 
and  not  under  cultivation,  thus  reducing  the  absorption  and 
evaporation;  the  northern  latitude  in  which  the  head  waters 
are  situated,  and  the  fact  that  a  large  part  of  the  drainage 
basin  is  under  preservation  by  the  Provincial  Government, 
are  characteristics  favorable  to  hydro-electric  development 
and  regulation  of  the  natural  flow. 

The  geological  formation  at  Seven  Falls  is  exclusively 
a  typical  Laurentian  gneiss,  composed  of  quartz,  feldspar, 
mica  and  horneblendes  with  traces  of  iron  pyrites.  The 
slope  or  grade  of  the  main  river  is  high,  the  bed  having 
mostly  boulder  stone  and  rock.  The  water  is  remarkably 
clear,  free  from  sand  or  detritus  at  normal  stage,  indicat- 


ing the  presence  of  naturally  filtered  underground  sources. 
Along  the  main  river  very  few  level  reaches  exist,  which 
might  be  utilized  for  storage  reservoirs,  but  several  lakes  of 
considerable  area  are  available  for  impounding  the  run-off 
and  regulating  the  seasonal  variation  in  flow. 

Records  of  precipitation  taken  at  Quebec  for  the  past 
forty  years  give  a  mean  of  41.25  inches,  a  maximum  of  52.:!!) 
inches  and  a  minimum  of  32.12  inches.  Owing  to  the  moun- 
tainous character  of  the  Ste.  Anne  watershed  and  its  higher 
altitude  in  the  path  of  the  easterly  winds  from  the  Gulf  of 
St.  Lawrence,  more  favorable  conditions  should  exist  for  a 
higher  precipitation,  and  this  has  been  verified  by  records 
so  far  taken  at  Seven  Falls. 

Reconnaisance  surveys  of  the  watershed  to  date  have 
established  the  location  of  storage  reservoirs,  whose  capa- 
cities aggregate  about  seven  billion  cubic  feet  of  storage 
available,  which  may  be  obtained  at  a  reasonable  cost. 

Discharge  records  taken  at  Seven  Falls  since  1909  indi- 
cate a  mean  annual  flow  of  2.10  second  feet  per  square  mile 
of  drainage  area  for  this  period,  the  maximum  reaching  as 
high  as  35  second  feet  per  square  mile  and  the  minimum 
0.475  second  feet  per  square  mile. 

It  is  estimated  that  with  the  storage  available,  this  stream 
may  be  regulated  to  give  continousuly  a  discharge  at  Seven 
Falls  of  450  second  feet,  which  under  the  working  head  will 
produce  15,000  shaft  horse  power  on  a  100  per  cent,  load 
factor  basis  and  20,000  shaft  horse  power  on  a  75  per  cent. 


Down  stream  side  Ambursen  dam,  showing  penstock,  bulkhead,  log  sluice  and  spillway. 
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load  factor  basis,  the  generating  station  having  been  de- 
signed accordingly. 

Diversion  and  Regulating  Dam 

About  nine  miles  from  its  outlet  into  the  St.  Lawrence, 
the  Ste.  Anne  River  has  changed  its  course,  forming  an 
island  between  the  old  and  the  new  channel,  extending  down 
stream  about  3,500  feet,  where  the  channels  reunite.  On  the 
island  thus  formed  is  located  the  water  conduit  and  gen- 
erating station  of  the  development.  The  new  channel  pass- 
ing over  a  series  of  precipices  through  a  gorge  whose  banks 


Longitudinal  section  of  generating  station. 


increase  in  height  to  the  foot  of  the  last  falls,  has  formed 
seven  distinct  falls,  the  total  difference  in  elevation  be- 
tween the  water  at  the  head  of  the  upper  falls  and  the  foot 
of  the  lower  falls  being  364  feet  at  normal  stage.  This 
natural  head  has  been  increased  at  425  feet  by  the  erection 
above  the  upper  falls  of  a  reinforced  concrete  dam  of  the 
Ambursen  type.  The  river  at  this  point  takes  a  sharp  bend 
to  the  south  before  passing  over  the  first  falls,  the  channel 
being  about  50  feet  in  width  and  the  banks  about  50  feet  in 
height,  the  latter  almost  vertical  and  composed  of  Lauren- 
tian  granite  of  irregular  contour,  offering  a  most  suitable 
foundation  for  a  dam.  The  main  channel  is  spanned  by  the 
bulkhead  section  with  buttresses  spaced  on  18-foot  centres, 
raising  the  natural  elevation  of  the  river  61  feet  and  dis- 
charging it  on  higher  rock  to  the  south  over  a  spillway  sec- 
tion 150  feet  in  length,  85  feet  of  which  is  solid  section 
where  the  height  does  not  exceed  12  feet,  the  remaining 
65  feet  being  standard  Ambursen  curtain  section,  with  but- 
tresses spaced  to  suit  the  irregular  contour  of  the  rock.  The 
most  economical  layout  was  secured  by  an  irregular  plan, 
there  being  five  angles  along  the  centre  line  of  the  dam.  The 
length  along  crest  line  from  shore  to  shore  is  561  feet,  395 
feet  of  which  is  bulkhead  section  with  a  crest  elevation  8 
feet  above  the  spillway.  The  buttresses  of  maximum  section, 
located  in  the  main  channel,  have  a  difference  in  elevation 
between  the  rock  foundation  and  the  crest  of  75  feet.  Four 
36-inch  Coffin  sluice  gates,  located  in  the  main  channel  27 
feet  below  the  intake  arc  provided  for  scouring  out  sand  and 
for  lowering  the  headrace  for  inspection  of  rack_  and  intake. 
Between  the  bulkhead  and  the  spillway  sections  a  log  sluice 
has  been  provided  with  a  clear  opening  of  20  feet,  the  crest 
being  two  feet  below  the  spillway  crest  and  having  a  full 
apron  discharge  with  provision  for  closing  by  stop  logs. 

The  dam  impounds  about  thirty  million  cubic  feet  of 
regulating  storage  above  the  working  elevation  of  the  in- 
take which  may  be  increased  to  fifty  million  cubic  feet  by 
the  erection  of  regulating  sluices  on  the  main  spillway  con- 
trolled by  stop  logs  or  gates. 


The  intake  to  the  water  conduit  is  located  between  two 
buttresses  spaced  on  18-foot  centres,  heavily  reinforced  and 
protected  in  front  from  floating  debris  and  ice  by  a  rein- 
forced concrete  apron,  back  of  which  are  located  the  rack 
bars,  3  in.  x  5/16  in.  x  28  ft.  6  in.  in  length,  spaced  on  IVa- 
in  centers.  The  floor  of  the  intake  chamber  is  36  ft.  6  ins. 
below  the  crest  of  the  spillw'ay.  The  rack  bars  are  set  at  an 
angle  of  60  degrees  and  are  completely  submerged.  They  are 
supported  on  heavy  I-beams  set  between  the  buttresses  and 
rest  on  a  deck  slab  extending  above  the  water  line,  back  of 
which  is  the  raking  platform  with  an  ice  chute  for  sluicing 
purposes  during  cleaning  of  the  rack  bars. 

The  head  gates  consist  of  two  4  ft.  x  8  ft.  Coffin  stand- 
ard cast  iron  sluice  gates,  bronze  mounted  throughout,  hav- 
ing spigot  ends  and  rising  stems  operated  by  ball  bearing, 
variable  power  stands  with  provision  for  hand  operation  or 
motor  control  from  the  generating  station  switchboard. 
The  intake  is  formed  in  the  concrete  and  heavily  reinforced, 
reducing  from  a  rectangular  section  to  a'  conical  section 
terminating  in  a  steel  plate  thimble  riveted  to  the  main 
penstock. 

Water  Conduit 

Between  the  intake  and  the  generating  station,  a  dis- 
tance of  3,098  feet  measured  along  the  conduit,  the  water 
is  conducted  by  1,677  feet  of  flow  pipe  terminating  in  a 
standpipe  16  feet  in  diameter  and  79  feet  in  height  and  1,421 
feet  of  pressure  penstock.  Both  the  flow  pipe  and  the  pres- 
sure penstock  have  a  minimum  inside  diameter  of  8  feet,  the 
courses  being  telescopic.  When  it  reaches  a  point  100  feet 
from  the  station  the  pressure  penstock  is  reduced  in  diam- 
eter to  7  feet,  and  on  reaching  the  station  it  is  continued  by 
a  steel  plate  distributor  set  in  the  concrete  foundations  of 
the  station  and  supplying  the  spiral  casings  of  the  four 
main  turbine  units  by  steel  plate  nozzles.  All  plate  used  in 
the  conduit  is  open  hearth  boiler  flange  quality.  Those 
used  in  the  flow  pipe  are  114  inches  in  width,  }^  in.  in  thick- 


Transverse  section  of  generating  station. 

ness,  two  plates  per  course,  double  riveted  longitudinal  and 
girth  seams,  caulked  on  the  outside  only. 

From  the  intake  the  grade  for  the  first  1,050  feet  is 
0.66  per  cent.,  the  remainder  is  set  to  a  grade  of  4.93  per 
cent.  On  leaving  the  intake  the  flow  pipe  turns  an  angle 
of  65  degrees  on  a  radius  of  200  feet  and  then  crosses  a  gorge 
on  structural  steel  trestle  bents  spaced  18  ft.  3J4  in.  cent  res. 
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varying  in  height  from  18  t"  10  feet,  the  distance  between 
abutments  being  SOO  Feet.    The  pipe  is  supported  at  the 

centre  of  every  alternate  course  by  structural  steel  saddles 
~i  t  concrete  piers  with  an  intervening  Steel  plate  to  allow 
■  •i  movement  of  the  saddle.  Three  expansion  joints  of  the 
bellows  type  are  used  between  the  intake  and  standpipe. 

The  pressure  penstock  varies  in  thickness  from  •>{(  in. 
t<>  13/16  in.  Plate  )/i  in.  in  thickness  and  above  is  edge 
planed,  rivet  holes  sub-punched  and  reamed,  with  triple  rivet- 
ed butt  strap  longitudinal  seams  and  double  riveted  girth 
scams.  The  grade  for  the  first  450  feet  from  the  Standpipe 
in  80.4  per  cent.,  where  it  increases  to  25  per  cent,  for  a 
distance  of  ;;.">;;  feet  and  continues  at  a  grade  of  41.7  per  cent, 
for  \M\  feet,  terminating  in  the  reducing  section  from  8  ft.  to 
:  it  .  and  is  continued  horizontally  through  a  curve  of  74  ft. 
radius  to  the  station.    The  foundation  for  this  penstock  being 


overload  rating  of  :.'.">  per  rent,  for  two  hours.  Three  com- 
plete units  are  at  present  installed;  the  turbine  lor  the  fourth 
unit  is  in  place,  the  generator  and  its  hank  of  transformers 
to  he  installed  later. 

Each  unit  consists  of  a  horizontal,  6,000  b.h.p.  Allis- 
Chalmcrs  (Milwaukee),  single  discharge,  single  Francis  run- 
ner, set  in  a  east  steel  spiral  casing-,  operating  under  a 
norma]  effective  head  of  HO  feet  at  a  speed  of  630  r.p.m., 
connected  by  solid  flanged  coupling  to  a  4,6S0  kv.a.,  6600  volt, 
6!)  cycle,  l!  phase,  revolving  field  Canadian  General  Electric 
generator  which  is  provided  with  a  solid  cast  steel  rotor, 
water  cooled  bearings  and  provision  for  ventilation  by  solid 
cast  steel  rings  with  fan  blades  in  one  piece  securely  bolted' 
to  the  cast  steel  spider  of  the  rotor.  The  total  weight  of  the 
complete  generator  is  140,000  lbs.,  the  weight  of  the  re- 
volving field  and  shaft  being  00,000  lbs.,  giving  a  flywheel 


Interior  generating  station.  Seven  Falls,  Quebec-  Laurentian  Power  Company. 


mostly  sand  and  cemented  gravel,  particular  cafe  has  been 
taken  to  carry  down  the  concrete  supporting  piers  to  good 
foundation  and  to  provide  cut-off  drains  for  carrying  off 
the  surface  water.  At  all  changes  in  grade  heavy  anchor 
piers  have  been  placed,  embedded  in  which  are  heavy  anchor 
angles  riveted  to  the  penstock. 

All  plate  before  leaving  the  shops  of  the  contractors 
was  coated  with  linseed  oil  and  after  erection  given  three 
coats  outside  and  two  coats  inside  of  special  Detroit 
graphite  penstock  paint. 

The  completed  conduit  and  standpipe  are  enclosed  in  a 
wooden  housing  covered  with  tar  paper  and  sheet  metal  for 
protection  from  frost. 

The  station  has  a  normal  full  load  rating  of  18,720 
kv.a.  generated  by  four  units  of  4,680  kv.a.  each,  with  an 


effect  of  200,000  feet  pounds  without  recourse  to  any  auxil- 
iary flywheel. 

These  machines  have  been  given  a  runaway  speed  lest 
of  1200  r.p.m.  for  one  hour  at  the  factory  before  shipment, 
and  are  guaranteed  to  withstand,  short  circuit  current  for  one 
minute  at  any  load. 

The  generator  voltage  is  raised  to  50,000  volts  by  banks 
of  three  single  phase,  1566  kv.a.,  oil  insulated,  water-cooled 
Canadian  Westinghouse  transformers  delta  connected  on 
high  and  low  tension  sides. 

Duplicate  exciter  sets,  each  of  sufficient  capacity  for 
the  excitation  of  the  four  main  units,  arc  installed,  con- 
sisting of  Canadian  General  Electric,  1IS0  lew.,  125  volt,  900 
r.p.m.  interpolc  generators,  water  wheel  driven  by  Canadian 
Allis-Chalmers  impulse  wheels  with  provision  for  motor  drive 
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by  200  h.p.  C.  G.'  E.  induction  motors  supplied  from  the 
550  volt  local  service  circuits.  The  exciters  are  arranged 
for  operation  with  Tirrill  regulators.  No  governors  are 
used  in  connection  with  the  impulse  wheels,  but  provision  is 
made  for  motor  control  of  the  needle  nozzles  from  the 
switchboard,  if  required. 

The  above  equipment,  in  conjunction  with  the  duplicate, 
34  mile,  50,000  volt  transmission  lines,  is  controlled  by  bench- 
board and  auxiliary  switchboard  centrally  located  on  a  gal- 
lery above  the  main  floor  from  which  the  operator  has  a 
clear  view  of  all  units.  All  high  and  low  tension  switches  and 
control  equipment  was  installed  by  the  Canadian  General 
Electric  Company. 

The  Allis-Chalmers,  Francis  turbine  runners  are  cast 
solid,  of  special  runner  bronze,  having  a  mean  diameter  of 
40  inches,  the  width  of  the  inlet  between  the  guide  vanes 
being  5%  ins.,  particular  care  being  taken  to  insure  uniform 
thickness  and  spacing  of  the  vanes,  the  inlet  and  discharge 
edges  being  finished  to  template  and  all  water  passages 
given  a  smooth  finish.  The  runners  are  ream-bolted  to  a 
steel  flange  forged  solid  with  the  open  hearth  steel  shaft, 
carefully  balanced  and  are  designed  to  withstand  the  run- 
away speed  due  to  full  gate  and  no  load  on  the  generator. 
The  axial  thrust  of  the  runner  due  to  the  single  discharge  is 
balanced  hydraulically  by  opposing  annular  spaces  provided 
on  opposite  sides  of  the  runner  and  so  arranged  that  any 
movement  of  the  rotor  axially  causes  the  throttling  of  the 
flow  through  clearance  spaces  at  one  end  and  correspond- 
ing relief  of  the  pressure  at  the  opposite  end,  so  that  the 
rotor  is  returned  automatically  to  its  original  position,  a 
small  thrust  bearing  being  provided  at  the  end  of  the  shaft 
to  limit  the  axial  play  during  stopping  and  starting. 

The  spiral  casings  in  which  the  runners  are  set,  are 
cast  in  one  piece  of  special  cast  steel,  in  the  form  of  a  true 
evolutionary  spiral,  with  decreasing  area  in  proportion  to 
the  discharge  through  the  guide  case.  The  sides  of  the 
casing  arc  not  bolted  together  as  is  the  usual  practice,  but  at 
the  inner  circumference  tension  members  are  provided  cast 
integral  with  the  speed  ring,  curved  in  section  so  as  to  con- 
form to  the  flow  lines  and  produce  a  minimum  disturbance, 
absorbing  the  strains  imposed  by  the  internal  water  pressure. 


Floor  plan  of  generating  station. 

These  casings  have  successfully  withstood  a  hydrostatic  pres- 
sure of  400  pounds  per  square  inch,  before  leaving  tin- 
shops  of  the  manufacturers. 

The  bottom  inlets  to  the  turbines  are  controlled  from 
the  main  floor  by  hand  operated,  48-in.  butterfly  or  wicket 
valves,  designed  to  allow  of  closing  under  penstock  pres- 
sure, having  cast  steel  bodies  and  wickets  with  the  shafts 
mounted  in  bronze  bushed  bearings. 

Each  turbine  is  provided  with  the  latest  type  of  Allis- 
Chalmers,  oil  operated  governor  especially  adapted  to  heavy 


duty  service  under  fluctuating  loads  and  severe  penstock 
conditions.  The  pressure  is  maintained  by  a  belt-driven  ro- 
tary pump,  mounted  in  the  cast  iron  housing  of  the  governor, 
taking  its  suction  from  a  separate  receiving  tank  located 
under  the  floor  near  the  governor  and  delivering  the  oil 
under  air  pressure  to  a  separate  steel  plate  pressure  tank; 
the  entire  oil  system  being  "open,"  so  that  neither  vacuum 
or  pressure  can  be  formed  in  the  receiving,  tank  circulating 
oil  being  in  continuous  contact  with  the  air. 

Control  of  penstock  pressure,  which  is  normally  17:2  lbs. 


Switching  Right  angle  Standard 

tower.  tower.  tower. 


per  square  inch  in  the  distributor,  is  maintained  by  Allis- 
Chalmers,  governor  operated,  automatic,  pressure  regulators 
or  rebel  valves.  Kach  turbine  has  a  by-pass  outlet  located 
.close  to  the  inlet  of  the  casing  which  is  connected  to  the 
mam  body  of  a  L5-in.  relief  valve  with  separate  discharge 
piping  to  the  tailbay,  capable  of  discharging  75  per  cent,  of 
the  water  required  for  full  load  operation  of  the  turbine,  and 
is  guaranteed  to  control  the  rise  in  penstock  pressure  within 
15  per  cent,  with  full  load  thrown  off  the  generator.  These 
regulators  may  be  operated  through  positive  and  substantial 
connections  synchronously  with  the  gates  or  the  rate  of 
discharge  may  be  adjusted  to  suit  the  pipe  line  and  operat- 
ing conditions. 

Auxiliary  to  the  four  relief  valves  connected  to  each 
of  the  turbine  casings,  a  fifth  regulator  is  connected  to  the 
penstock  distributor  of  the  same  size  and  general  construc- 
tion, except  that  it  is  operated  directly  by  pressure  from  the 
penstock  and  may  be  adjusted  to  discharge  at  a  pre-deter- 
mined  pressure.  It  is  estimated  that  in  the  event  of  all 
four  units  being  in  operation  and  the  full  load  be  dropped 
from  all  simultaneously,  the  pressure  rise  in  the  penstock 
will  not  exceed  30  per  cent,  with  all  pressures  regulators  ad- 
justed and  in  operation. 

The  station  building,  111  ft.  x  66  ft.  in  plan,  consists  of 
rubble  concrete  substructure  supporting  structural  steel  col- 
umns which  divide  the  station  into  five  bays  and  support 
the  rool  trusses  and  runway  for  a  thirty-ton  crane,  the 
walls  acting  simply  as  curtain  walls  reinforced  for  tempera- 
lure  strains  only.  The  substructure,  founded  on  rock  over 
90  per  cent,  of  the  area,  the  remainder  being  on  hard  pan, 
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cemented  gravel  and  small  boulder  stone,  has  imbedded  in 
it  the  seven-foot  diameter  steel  plate  distributor  supplying  the 
main  turbines  through  steel  plate  nozzles  set  at  an  angle 
.ii  si\t\  decrees  with  the  distributor  and  eonnected  in  the 
(•>  mi  butterfly  valves  controlling  the  bottom  inlets  to  the 
mam  turbine  casings  set  vertically  above  the  distributor. 
1'artieular  care  has  been  taken  in  the  design  of  these  intake 
nozzlo  to  reduce  the  loss  in  head  from  change  in  direction 


Penstock  crossing  gorge  on  steel  trestle. 

of  flow,  sharp  bends  or  obstructions  to  the  path  of  the 
water  to  the  scroll  casings. 

The  upper  sections  of  draft  tubes  and  discharge  piping 
i nun  relief  valves  are  made  of  steel  plate,  the  lower  sections 
being  moulded  in  the  concrete  foundations,  flaring  as  they 
approach  their  exits  to  the  tailbay  adjacent  to  the  station, 
which  is  lined  with  a  concrete  measuring  weir  located  near 
the  down  stream  end  of  the  building. 

Inspection  and  ventilating  tunnels  are  provided  in  the 
Nation  foundations  for  examination  of  piping  below  the  floor 
line  and  ventilation  of  main  generators  with  air  drawn  from 
the  exterior  of  the  building. 

Of  the  five  bays  dividing  the  station,  four  contain  the 
main  units  with  their  corresponding  bank  of  raising  trans- 
formers, above  which  a  gallery  extends  for  the  operating 
of  the  50,000  volt  disconnecting  transformer  switches,  the 
roof  of  which  supports  the  50,000  bus-bars  extending  the  fu'l 
length  of  the  station,  supported  on  suspension  insulators. 
The  centre  bay  contains  the  exciter  sets,  floor  space  for 
dismantling  a  unit,  back  of  which  is  located  the  6600  volt 
bus  bar  structure  and  circuit  breakers,  the  local  service  trans- 
formers and  the  main  generator  field  rheostats.  Above  the 
main  floor  in  this  bay  is  the  operating  gallery  containing  the 
benchboard,  exciter  and  local  service  switchboard,  and  the 
6600  volt  bus-bar  tie  switch,  and  on  another  gallery  above 
the  operating  gallery  is  located  the  50,000  volt  line  and  bus 
tie  circuit  breakers,  and  on  the  roof  directly  above  is  housed 
the  electrolitic  lightning  arresters  directly  in  line  with  the 
transmission  lines. 

The  station  may  be  operated  with  two  units  on  one 
transmission  line  as  two  separate  stations,  complete  flexi- 
bility and  interchange  being  provided  in  the  switching  equip- 
ment. During  the  past  few  months  the  plant  has  been  oper- 
ating in  parallel  with  the  existing  plants  of  the  Quebec  Rail- 
way, Light,  Heat  &  Power  Company  with  entire  satisfaction. 

Transmission  System 

The  two  50,000  volt  lines  from  Seven  Falls  to  Mont- 
morency Falls,  a  distance  of  24  miles,  each  have  a  capacity 


of  10,000  kw.  The  lust  five  miles  from  the  generating  sta- 
tion is  over  a  private  right-of-way,  66  feet  in  width,  the 
remaining  L9  miles  being  along  the  right-of-way  of  the  Que- 
bec Railway,  Light,  Heat  &  Power  Company,  over  which 
the  Laurentian  Company  have  been  granted  rights. 

The  three  wires  of  each  circuit  are  composed  of  No.  1/0, 
seven  strand,  hard  drawn  copper  cable,  the  centre  strand  be- 
ing soft  drawn.  The  cables  are  arranged  in  a  vertical  plane 
on  each  side  of  the  tower,  supported  on  66,000  volt  pin  type 
insulators.  Above  each  circuit  is  a  ^-in.  galvanized  strand- 
ed ground  wire,  supported  on  channel  cross  arms,  similar  to 
those  used  for  the  line  conductors.  The  vertical  spacing 
between  all  wires  is  4  ft.  6  ins.,  and  the  horizontal  spacing 
between  circuits  is  8  ft. 

The  type  of  standard  tower  or  latticed  steel  pole  used 
was  designed  and  fabricated  by  the  Canadian  Bridge  Com- 
pany and  consists  of  a  straight  shaft,  40  feet  in  height  from 
the  upper  cross  arm  to  the  concrete  footing,  composed  of 
four  angles  3  in.  x  3  in.  x  3/16  in.,  16  ft.  long,  set  symmetric- 
ally on  the  corners  of  a  square  whose  sides  are  3  feet,  spliced 
to  2%,  in.  x  2%  in.  x  %  in.  angles  26  feet  in  length.  These 
angle  legs  are  not  tapered  but  the  same  distance  apart  for 
their  full  length  and  are  latticed  symmetrically  on  all  sides 
by  in.  x  1J4  in.  x  ]/$  in.  angles  secured  by  half  inch  bolts 
formed  of  3  in.  channels,  carrying  the  two  ground  wires  ar*d 
the  six  main  conductors.  The  footing  in  earth  consists  of 
3  in.  x  3  in.  x  3/16  in.  angles,  6  ft.  7  ins.  long,  securely  bracei 
together  and  bolted  to  the  tower-  legs. 

All  material  used  throughout  is  open  -hearth  steel,  hot 
galvanized,  except  the  footing,  embedded  in  concrete.  Stand- 
ard towers  are  increased  in  length  where  required  by  the 
addition  of  extension  sections  of  the  required  length,  mem- 
bers being  strengthened  where  required  and  footings  spread 
at  the  base.  The  spacing  on  tangents  for  standard  towers 
is  250  feet.  Strain  towers  with  footings  spread  7  ft.  8  ins. 
along  the  line,  are  used  every  two  miles.  Each  circuit  is 
transposed  three  times  in  the  total  distance  of  24  miles,  the 


Generating  station,  discharge  side. 


transposition  being  made  on  standard  40-foot  towers,  with 
special  cross  arms  and  extra  heavy  shafts.  Two  river  cross- 
ings are  encountered,  requiring  extra  heavy  66-foot  towers 
with  spread  footings,  supporting  copper  clad  steel  cable  in 
the  place  of  line  cable.  The  lines  are  sectionalized  into  three 
sections  by  special  50-foot  switch  towers,  equipped  with 
disconnecting  switches  manually  operated  from  a  platform 
10  feet  below  the  lowest  conductors.  At  the  junction  of  the 
private  right-of-way  with  the  Q.  R.  L.  &  P.  Co.  right-of-way 
a  right  angle  in  the  line  is  turned  on  a  special  heavy  40-foot 
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tower  with  spread  footings,  no  anchor  guys  or  lateral  bracing 
being  used. 

All  structural  steel  footings  in  earth  are  encased  in  con- 
crete, the  footing  being  set  in  place  on  completion  of  exca- 
vation and  removable  forms  used  to  provide  a  six-inch  wall 
of  concrete  surrounding  the  four  legs,  leaving  an  annular 
square  space  2  ft.  6  ins.  in  the  centre,  which,  is  back  filled 
and  tamped  to  within  6  inches  of  the  top,  the  whole  being 
capped  with  about  six  inches  of  concrete  sloping  to  the  out- 
side edges.  All  connections  between  tower  legs  and  foot- 
ings and  where  the  steel  emerges  from  the  concrete  are 
given  a  coat  of  thick  paint  for  protection  from  corrosion. 

Personnel 

The  Ambursen  Hydraulic  Construction  Company  of 
Canada  were  contractors  for  the  main  dam  and  headworks, 
having  Mr.  A.  G.  Gardner  as  Superintendent  of  Construction. 
The  Walsh  Plate  &  Structural  Works  were  contractors  for 
the  penstock,  fabricating  the  material  at  their  Drummond- 
ville,  Que.,  shops.  Mr.  E.  A.  Wallberg,  C.  E.,  Toronto,  was 
contractor  for  the  generating  station  and  transmission  line, 
having  Mr.  J.  R.  Nichols  as  Superintendent  of  Construction. 
Mr.  James  Ruddick  is  Engineer  and  Manager  for  the  Laur- 
etitian  Power  Company,  with  Mr.  E.  R.  Shirley  in  charge 
of  the  operation  of  the  station  as  Superintendent. 

We  are  indebted  to  Mr.  A.  R.  Henry,  M.  E.,  consulting 
engineer,  Montreal,  for  the  above  description  of  this  develop- 
ment, under  whose  supervision  the  surveys,  plans  and  specifi- 
cations were  carried  out.  During  construction  Mr.  Henry 
has  been  represented  by  Mr.  C.  H.  Hollingsworth,  C.  E., 
and  Mr.  J.  R.  Montague,  B.Sc,  as  resident  engineers  at  the 
site. 


Conservation  of  Fish,  Birds  and  Game 

A  report  just  issued  by  the  Commission  of  Conserva- 
tion, "Conservation  of  Fish,  Birds  and  Game,"  directs  atten- 
tion to  the  great  value  of  these  resources  to  Canada.  The 
volume  is  a  report  of  the  proceedings  of  a  conference  of 
the  Committee  on  Fisheries,  Game  and  Fur-Bearing  Animals 
of  the  Commission,  and  contains  a  fund  of  information  re- 
garding the  present  condition  and  the  necessity  for  protec- 
tion of  Canada's  fish,  birds  and  animals.  Canada  is  taking 
a  prominent  part  in  the  international  movement  for  the  pro- 
tection of  wild  life.  A  Migratory  Bird  Treaty  between  Can- 
ada and  the  United  States  is  under  consideration.  Through 
the  influence  of  the  Commission  of  Conservation  and  other 
interests,  bird  reservations  are  being  created,  where  the  birds 
may  find  safe  nesting  and  breeding  places.  The  fur-bearing 
animals  of  Northern  and  Western  Canada  are  being  rapidly 
exterminated.  This  is  clearly  shown  by  the  present  report. 
To  secure  their  more  adequate  protection,  the  Commission 
is  advocating  the  amendment  of  the  Northwest  Game  Act 
to  place  responsibility  for  its  administration  upon  the  Domin- 
ion Parks  Branch,  which  already  protects  the  animals  in  the 
Dominion  National  Parks.  The  future  of  the  fisheries  ol 
Canada  is  dealt  with  in  an  able  manner.  That  they  are  of 
great  present  value  is  recognized,  but  there  is  also  a  potential 
value  in  our  oceanic  and  inland  waters  which,  upon  de- 
velopment, would  mean  the  creation  of  new  industries.  To 
meet  this  condition,  the  Commission  is  suggesting  vocational 
training  and  simple  demonstration  stations  for  the  fishermen, 
that  they  may  take  advantage  of  the  most  practical  and 
modern  methods  of  their  calling.  The  report  is  replete  with 
illustrations  applicable  to  the  subject  matter. 


Ottawa's  civic  waterworks  committee  has  been  abolished 
and  its  powers  and  duties  pass  into  the  hands  of  the  board 
of  control.  A  proclamation  to  this  effect  was  issued  by 
the  Lieutenant-Governor  recently  in  Toronto. 
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Personal 

Mr.  Leonard  Foulds,  senior  partner  of  the  firm  of  Foulds 
&  Bowes,  architects  and  engineers,  166  Bay  Street,  Toronto, 
and  son  of  Sir  Samuel  Foulds,  an  English  surgeon  recently 
enlisted  with  the  220th  York  Rangers  as  a  sergeant. 

Mr.  C.  H.  Speer,  who  for  a  long  time  has  been  asso- 
ciated with  the  Algoma  Steel  Corporation,  has  been  ap- 
pointed Chief  Engineer  in  succession  to  Mr.  J.  D.  Jones,  who 
has  been  engaged  to  fill  a  similar  position  in  the  large  Gary 
steel  plant  of  the  United  States  Steel  Corporation. 

Mr.  T.  A.  Jardine  Forrester,  who  has  been  for  several 
years  waterworks  engineer  for  the  city  of  Quebec,  a  posi- 
tion which  he  resigned  some  short  time  ago,  left  for  Scot- 
land recently.  It  was  under  Mr.  Forrester's  supervision  that 
the  forty-inch  main  was  constructed,  which  has  greatly  in- 
creased the  pressure  of  the  city's  water  supply,  and  it  was 
lo  his  efforts  that  the  success  of  the  re-organization  of  the 
lire  department  was  also  largely  due. 

The  appointment  of  Lieut.  Peter  D.  D.  Lyall,  of  the 
90th  regiment,  Winnipeg  Rifles,  to.  the  190th  overseas  bat- 
talion, has  recently  been  reported.  Lieut.  Lyall,  since  the 
death  of  his  father,  Peter  Lyall,  the  widely  known  general 
contractor,  has  had  charge  of  the  big  contracting  firm, 
which  has  carried  out  and  has  on  hand  some  of  the  finest 
and  most  extensive  building  operations  in  the  Dominion. 
Eminent  examples  of  the  firm's  work  are  the  Parliament 
Buildings,  Ottawa,  and  the  Toronto  Union  Station,  now 
under  construction,  and  the  Union  Station  and  Royal  Alex- 
andra Hotel,  Winnipeg.  Lieut.  Lyall  was  born  in  Mont- 
real in  1877,  and  was  educated  at  Fettes  College. 


Obituary 

Alexander  McCartney,  Kingston's  oldest  building  con 
tractor,  died  recently  at  the  age  of  66. 

Alexander  Murphy,  who  for  twenty  years  was  clerk 
of  Fitzroy  township  council,  recently  passed  away  after  a 
long  illness.  In  his  younger  days  the  deceased  was  a  build- 
ing contractor. 

Mr.  George  Rennie,  a  well-known  building  contractor, 
of  North  Toronto,  Ont„  died  recently  at  his  home  at  4  1 
Helendale  Avenue.  Mr.  Rennie  was  in  his  61st  year,  and 
was  born  in  County  Tyrone,  Ireland,  coming  to  Canada  over 
30  years  ago.  For  the  past  15  years  he  has  resided  in  North 
Toronto,  taking  a  prominent  part  in  its  public  life. 

The  death  of  Wm.  McGrath,  aged  51,  occurred  recently 
at  his  home  in  Newcastle,  N.  B.,  following  an  acute  attack 
of  diabetes.  Mr.  McGrath  was  a  stonemason  by  trade  and 
it  is  said  there  is  hardly  a  stone  building  in  the  town  ol" 
Newcastle  in  the  building  of  which  he  has  not  participated. 
He  was  born  in  Pokemouche,  Gloucester  Co.,  but  had  lived 
in  Newcastle  for  the  last  thirty  years. 

Mr.  W.  P>.  Stephens,  one  of  Owen  Sound's  best  known 
citizens,  passed  away  recently  at  the  age  of  70  years.  Mr. 
Stephens  was  engaged  in  the  hardware  business  for  a  con- 
siderable number  of  years.  He  sold  out  the  business,  how 
ever,  in  order  to  accept  the  position  of  secretary-treasurer  of 
the  Owen  Sound  Stone  Co.,  and  on  the  termination  of  this 
company,  entered  the  insurance  business. 

Charles  A.  Stoess,  one  of  the  best  known  engineers  in 
British  Columbia,  died  recently  at  his  home  on  Nelson  Street, 
Vancouver.  He  was  one  of  the  pioneer  civil  engineers  and 
land  surveyors  of  the  province,  having  helped  in  the  con- 
struction of  the  Canad  ian  Pacific  Railway  over  the  Rockies 
ill  the  early  days.  He  was  also  prominent  in  connection 
with  the  Kelowna  irrigation  scheme,  which  was  carried  out 
by  him  about  four  years  ago.  He  was  born  at  Liverpool, 
England,  in  1853,  and  came  to  Canada  about  27  years  ago. 
He  went  west,  working  as  a  civil  engineer  for  the  C.  P.  R.. 
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and  lor  the  past  twelve  years  has  lived  in  Vancouver.  He 
was  a  member  of  the  CSA  .lv.  and  an  associate  member 
of  the  I.C.E. 

The  death  occurred  recently  in  Toronto  of  Ernest  G. 
Barrow,  tor  many  years  city  engineer  of  Hamilton.  Mr. 
Harrow  was  engaged  for  some  time  as  assistant  consulting 
engineer  and  afterwards  succeeded  I'..  B.  Wirigate  as  city 
epgineer,  retiring  in  1 009.    During  his  period  of  office  the 

waterworks  System  was  remodelled,  and  the  third  main  and 
lame-.  Street  roervoir  constructed.  Before  entering  the 
v  i\ ic  employ  Mr.  Marrow  was  a  member  of  the  firm  of  Bor- 
row \-  Hunting,  contractors,  who  constructed  the  Mimico 
w  aterw  oi  ks. 


Mainly  Constructional 

East  and  W  est— From  Coast  to  Coast 


Building  permits  up  to  the  end  of  June  in  Calgary,  Alia., 
amounted  to  $148,000.  The  total  for  the  whole  of  last  year 
was  $150,500. 

["he  Victoria  Gravel  I'it  Company,  Limited,  has  been 
incorporated  with  a  capital  of  $100,000,  head  office  at  Vic- 
toria. B.  C. 

Contractors  tendering  for  work  in  connection  with  the 
mechanical  gravity  filter  at  Drummondville,  Que.,  arc  re- 
quired to  simply  their  own  plans  and  specifications. 

It  is  stated  that  the  asbestos  industry  in  Quebec  is  faced 
with  a  serious  rival  in  the  United  States,  owing  to  the  quality 
and  abundance  of  the  deposits  of  chrysotile  asbestos  which 
have  recently  been  uncovered  in  Arizona. 

According  to  a  statement  made  by  Hon.  Mr.  Lucas,  the 
preparation  of  the  plans  and  laying  out  of  the  engineering 
work  in  connection  with  the  Chippewa  Creek  power  develop- 
ment scheme,  are  proceeding  with  all  despatch.  No  delay 
has  been  made,  he  states,  and  it  is  hoped  that  the  plans  will 
I".  ready  to  file  and  advertise  at  an  early  date. 

An  agreement  has  been  made  between  the  York  Town- 
ship Council  and  the  city  of  Toronto  whereby  the  city  is 
to  supply  water  to  the  congested  districts  of  the  township. 
A-  soon  as  the  plans  are  completed  the  work  will  start. 
Water  pipes  will  be  laid  down  on  the  local  improvement 
plan,  practically  along  the  lines  adopted  by  the  city. 

The  lumber  and  implement  sheds  being  built  at  Napinka, 
Man  .  for  Mr.  J.  I'.  Carnduff,  are  nearly  completed.  The  size 
of  the  lumber  shed  is  18  ft.  x  80  ft.  and  it  will  be  modern 
in  every  respect.  The  implement  warehouse  is  a  structure 
IS  ft.  x  30  ft.,  with  a  front  open  shed  18  ft.  x  18  ft.,  and  will 
be  used  as  a  display  shed.  The  contractors  are  H.  S.  and  M. 
S.  DeWitt. 

It  is  reported  that  the  increased  automobile  traffic  oc- 
casioned  by  the  interchange  of  licenses  between  Ontario  and 
different  states  of  the  Union  has  caused  .considerable  damage 
to  the  roads  of  Essex  County,  Ont.  and  the  county  council 
are  introducing  a  by-law  providing  for  the  paving  with  con- 
crete or  building  with  crushed  stone  of  more  than  one 
hundred  miles  of  road. 

The  building  trades  in  Hamilton,  Ont.,  are  reported  to 
be  very  active.  A  number  of  the  large  firms  are  building  or 
have  finished  additions  to  their  plants.  These  include  the 
Canadian  Cartridge  Company  and  the  Steel  Company  of 
Canada.  The  major  portion  o"f  the  work  that  is  being  done, 
however,  is  on  workingmen's  houses,  the  value  of  which 
ranges  between  $1,500  and  $2,500. 

The  Elora  White  Lime  Company,  of  Elora,  Ont.,  which 
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owned  and  operated  the  property  and  kilns  at  the  east  end 
oi  the  village,  lias  sold  out  to  the  Alabastine  Company,  Lim- 
ited, of  Paris,  Ont.  The  W  hite  Lime  Company  had  four 
kilns  in  operation,  manufacturing  a  special  line  of  hydrated 
lime  for  which  the  rock  at  Elora  seems  exactly  suited.  Mr. 
J.  F.  Cameron  is  manager  for  the  Alabastine  Company. 

Statistics  show  that  the  gross  revenue  derived  from 
motor  Vehicles  and  licenses  in  the  United  States  during 
L915  amounted  to  $18,345,713.09.  Of  this  amount,  $11,-555,- 
L59.35  was  available  for  road  work  under  the  direction  of 
stale  highway  departments  or  similar  authorities,  and  $4,657,- 
939.39,  under  the  direction  of  local  authorities.  The  average 
gross  revenue  return  per  motor  car  registered  was  $7.4  6. 

An  interesting  book  has  recently  been  issued  by  the 
Nova  Scotia  Steel  &  Coal  Company,  Limited,  under  the 
title,  "A  Brief  History  of  a  Great  Industry."  It  is  a  beauti- 
fully illustrated  book  of  more  than  one  hundred  pages.  Each 
page  contains  a  half  tone  of  some  of  the  "Scotia"  buildings, 
plant*  equipment  or  products,  accompanied  by  detailed  des- 
criptive matter.  An  outline  is  also  given  of  the  origin  and 
development  of  the  company. 

Precious'  farm,  near  VVabasso  park,  was  the  scene  of 
the  recent  annual  picnic  of  the  Hamilton  Builders'  Exchange. 
Motor  cars  and  motor  boats  were  utilized  to  get  to  the 
destination,  and  about  sixty  members  gathered  to  enjoy  the 
outing.  A  baseball  game  was  a  feature  of  the  day's  sport, 
followed  by  field  games  of  various  natures,  and  lastly  the 
supper.  The  affair  was  in  every  way  a  success  and  was 
greatly  enjoyed  by  all  present. 


Building  permits  for  the  first  five  months  of 
the  year  in  Brandon,  Man.,  total  in  the  neigh- 
borhood of  $175,000,  while  for  the  same  period 
last  year  the  total  was  only  something  like  $5,000. 
The  most  important  buildings  to  be  erected  are 
probably  a  theatre  and  four  stores  on  Tenth  St. 


At  the  annual  meeting  ol  the  Building  Trades  League, 
held  recently  at  the  Labor  Temple,  Toronto,  officers  were 
elected  as  follows:  Mr.  John  Sutherland,  president  (re-elect- 
ed); Mr.  VV.  McGarry,  vice-president;  Mr.  R.  Banks,  secre- 
tary; Mr.  S.  Garland,  treasurer;  trustees,  Messrs.  \V.  A. 
Joyce,  T.  Stuart  and  J.  McCormick.  The  executive  committee 
appointed  consisted  of  Messrs.  Cheeseman,  Garland,  C. 
Riley,  Stuart,  Ashton,  D.  Banks,  and  the  officers. 

Paul  Mercier,  chief  city  engineer  of  Montreal,  recently 
asked  the  board  of  control  to  appoint  a  consulting  engineer 
to  oversee  all  the  activities  of  the  public  works  department, 
and  report  thereon  to  the  controllers.  In  his  report  Mr. 
Mercier  claims  that  loo  many  engineers  in  the  employ  of 
the  city  are  under  the  influence  of  controllers,  and  advises 
the  appointment  of  someone  who  would  be  above  reproach 
and   immune  from  the  attacks  of  interested  parties. 

The  members  of  the  Road  Commission  appointed  by 
the  provincial  government  to  take  over  the  North  Shore 
Turnpike  roads  in  the  province  of  Quebec,  held  a  recent  ses- 
sion deciding  upon  tenders  and  the  issuing  of  orders  for 
the  preliminary  work  in  connection  with  the  permanent  roads 
in  proximity  to  Quebec  city.  .Already  the  work  has  been 
started  on  the  reparation  of  the  road  between  the  city  limits, 
on  St.  Foye  road  and  St.  Augustine,  to  connect  with  the 
Quebec- Montreal  highway. 

Mr.  F.  C.  Laberge,  of  Montreal,  has  made  plans  for  the 
supply  of  water  to  the  town  of  St.  Leonard  de  Port  Maurice, 
just  north  of  Montreal.  It  is  proposed  to  take  the  supply 
from  the  city  of  Montreal  and  to  lay  an  8-in.  cast  iron  main 
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along  the  principal  road  of  the  town,  with  J^-in.  and  f^-in. 
connections  to  the  various  houses  along  this  road.  The  pipes 
will  he  of  a  total  length  of  11,500  feet  if  the  water  is  taken 
via  St.  Michel,  and  15,300  feet  if  taken  from  the  limits  of  the 
city  of  Montreal.    The  estimated  cost  is  $50,000. 

Mr.  R.  S.  Kelsch.  consulting  engineer.  Power  Building. 
Montreal,  >s  preparing  specifications  for  one  additional  twin 
runner  turbine  of  5,000  h.p.  capacity,  together  with  penstock 
and  all  auxiliaries,  including  a  new  generator  and  accessor- 
ies. The  apparatus  is  to  he  installed  in  the  Shipshaw  plant 
of  Price  Brothers  &  Company.  Limited.  Shipsaw.  One. 

The  real  estate  and  personal  property  of  the  Nova 
Scotia  property  of  the  Nova  Scotia  Car  Works  was  recently 
sold  at  auction  by  the  liquidator.  The  property  was  knocked 
clown  to  F.  B.  McCurdy,  M.  P..  for  the  Canada  Corporation, 
for  $167,500,  which  price  is  subject  to  a  mortgage  at  $115,000. 
held  by  the  city  of  Halifax.  The  sale  was  under  the  Wind- 
ing-up Act,  hut  it  is  understood  that  the  old  security-holders 
of  the  company  now  in  liquidation  will  he  afforded  the  op- 
portunity of  protecting  their  investment  by  joining  in  the 
re-organization  contemplated  by  the  purchasers,  and  the  pro- 
perty will  he  offered  to  them  at  the  cost  price. 

The  Victoria  Park  Commission  have  laid  twenty  miles 
of  roadway  between  Xiagara  Falls  and  the  ferry  dock  in 
Fort  Erie.  This  forms  one  section  of  the  boulevard  which, 
when  completed,  will  connect  Lake  Ontario  and  Lake  Erie. 
Water- hound  macadam  has  heen  used  for  the  most  part  on 
this  portion  of  the  road.  The  few  miles  leading  into  Fort 
Erie,  however,  are  of  concrete.  The  work  on  the  roadway 
between  Niagara  Falls  and  Niagara-on-the-Lake  has  not  yet 
been  started,  hut  it  is  expected  that  it  will  he  undertaken 
shortly,  and  when  this  portion  has  heen  completed  the 
boulevard  will  stretch  for  lit;  miles  between  the  two  lakes. 

Messrs.  Beatty  Bros,  axe  having  plans  prepared  lor  an 
extension  to  their  plant  at  Fergus,  Grit.  The  new  building 
will  be  about  400  feet  long  and  r:i  feet  wide,  of  saw-tooth 
construction.  It  is  to  be  erected  alongside  their  new  prem- 
ises near  the  stations,  paralleling  tin  m  at  < » » »  feet  apart.  The 
intention  of  the  firm  is  to  take  all  the  iron  working  machinery 
to  the  station  plants,  leaving  the  building  on  the  Grand 
River  for  their  woodworking  machinery.  It  will  also  house 
the  sheet  iron  department  and  provide  a  large  addition  for 
shipping  facilities.  The  sheet  iron  departmenl  will  linn 
make  their  tanks,  which  are  at  present  purchased  from  other 
linns. 

Mr.  K.  S.  Kelsch.  consulting  engineer,  has  just  closed  a 
contract  with  the  Canadian  General  Electric  Company  for 
a  steam  turbine  for  the  Acadia  Coal  Company,  of  Stellar- 
ton.  N.  S.  The  turbine  is  five  stage.  3,000  r.p.m.  C  apacity  of 
generator  will  be  5.000  kv.a..  speed  3,150.  The  generator  will 
deliver  ;;  phase.  50  cycle  current.  The  Canadian  General 
Electric  Company  will  also  furnish  the  Worthington  con- 
denser, pumps,  and  all  auxiliaries  The  odd  voltage  and  fre- 
quency selected  is  due  to  the  fact  that  this  turbine  will 
operate  multiple  with  the  coal  company's  existing  turbines 
furnished  some  years  ago  by  Allegemeine  Llektricitats  Ges- 
ellschaft.   Berlin.  Germany. 

Contracts  have  been  awarded  as  follows  in  connection 
with  highway  work  in  the  province  of  Manitoba:— Camp- 
bell Bros.,  of  Manitoba,  the  grading  of  37  miles  of  road  for 
Lllice  municipality;  Hagcl  iK;  Dunlea,  ol  W  innipeg,  the  con- 
struction of  a  concrete  bridge-  and  culver)  in  Ritchot  muni- 
cipality at  a  cost  of  $3,372;  H.  Sigurdson,  of  Winnipeg,  the 
construction  of  a  concrete  bridge  and  culvert  at  Dominion 
City  in  the  municipality  of  Franklin  at  a  cost  of  $3,6,88; 
Brown  Construction  Co..  of  Winnipeg,  concrete  culvert  in 
Lansdowne  municipality  at  a  price  of  $638.  The  Good  Roads 
Board  has  approved  the  plans  lot  a  Howe  truss  bridge  over 
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the  Pembina  River,  near  Rock  Lake,  at  a  cost  of  $1,600. 
This  is  an  inter-municipal  bridge,  Argyle  and  Louise  being 
interested. 

It  is  understood  that  the  re-organization  of  the  works 
department  of  the  city  of  Ottawa  by  Mr.  A.  F.  Macalhim. 
chief  engineer  and  commissioner  of  works,  will  include  dis- 
pensing with  the  services  of  Mr.  R.  L.  Haycock,  acting 
waterworks  engineer,  and  the  appointment  of  Mr.  F.  C. 
Askwith,  formerly  acting  city  engineer,  as  deputy  city  en- 
gineer. Mr.  Askwith  has  been  in  the  city's  service  for  many 
years  and  was  formerly  assistant  city  engineer  in  charge 
of  road  work.  The  dismissal  of  Mr.  Haycock  is  not  a  re- 
flection on  his  ability,  but  in  the  opinion  of  Mr.  Macalhim  the 
department  is  top-heavy  and  in  letting  Mr.  Haycock  go  no 
other  man   will   lie  taken   on   to   replace  him. 


"Don't  worry  when  you  stumble — remember, 
a  worm  is  about  the  only  thing  that  can't  fall 
down." 


Owing  to  the  tardiness  of  the  manufacturers  in  the  de- 
lis cry  oi  steel,  the  work  of  the  Frank  Farringtou  Company, 
ol  Detroit,  on  the  new  Princess  Theatre.  Toronto,  has  been 
somewhat  delayed,  and  it  is  possible  that  the  opening  will 
not  take  place  till  October  15,  some  three  or  four  weeks  later 
than  had  been  anticipated.  Deliveries  are  improving,  how- 
ever, and  operations  are  now  progressing  fairly  rapidly.  The 
entrance  way  to  the  theatre  has  been  widened  from  15  to  L'S 
feet.  This  hallway  will  be  74  feet  long  from  the  street  to 
the  foyer.  The  auditorium  will  be  nearly  100  feet  square, 
and  the  stage,  not  included  in  these  figures,  will  be  40  x  4! 
leet.  A  portion  of  the  stage  floor  (35  x  :U\  ft.)  will  be  mov- 
able to  permit  of  submerged  tanks  in  water  scenes  or  to 
meet  the  extraordinary  requirements  of  other  large  spec- 
tacles. The  stage  floor  is  beamed  and  partly  finished,  por- 
tions of  the  walls  are  erected,  and  the  greater  part  of  the 
girders  and  other  steel  beams  are  already  in  place.  No  pil- 
lars will  obstruct  the  view  of  the  stage,  either  from  the 
single  balcony  or  the  ground  Moor.  The  seating  capacity 
will  be  about  2,000  persons.  The  cost  of  the  building  is  it: 
the  neighborhood  of  $150,000. 

Trade  Publications 

Indicators — The  Trill  Indicator  Co..  of  Corry,  Pa.,  have 
issued  a  new  and  complete  book  on  engine  indicators  and 
indicating.  It  is  well  illustrated  and  describes  in  detail  the 
construction  and  purpose  of  the  several  parts  of  both  the 
outside  and  enclosed  spring  types  of  indicators.  Detailed 
instructions  are  given  on  the  application  and  use  of  the  in- 
dicator and  the  planimeter,  also  discussions  regarding  the 
various  types  of  engine. 

Soot  Cleaners— Catalogue  issued  by  the  Vulcan  Soot 
Cleaner  Co..  Du  Bois,  Pa.,  describing  and  illustrating  Vulcan 
Soot  Cleaners  as  applied  to  boilers,  super- heaters,  econo- 
mizers, garbage  destructor  boilers,  waste  heat  boilers,  and 
similar  apparatus. 

Mr.  (Italics  Hodgson  Osier,  engineer  and  super- 
intendent of  the  department  of  the  Montreal  I  .ight, 
Meal  and  Power  Company,  died  sudden^  from  heart 
failure  on  July  8,  in  his  office,  while  attending  to  busi- 
ness. At  one  time  he  was  employed  on  the  Kingston 
&  Pembroke  Railway,  and  later  w  as  C.P.R.  engineer 
in  charge  of  locations  oil  the  western  lines.  Mr.  <  )sler. 
who  was  56  years  old,  joined  the  Canadian  Society  of 
Civil  Engineers  as  associate  member  in  1887,  and  in 
1892  was  made  a  full  member, 
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Contracts  Department 


News    of   Special   Interest   to   Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Assiniboia.  Sask. 

The  time  for  receiving  tenders  on  the 
construction  >>i'  a  Waterworks  system, 
etc..  has  been  extended  until  August  15. 

Drummondville.  Que. 

The  report  published  in  our  issue  <>i 
lulv  26,  under  this  head,  incorrectly 
stated  that  Messrs.  Ouimet  &  Lcsage,  of 
Montreal,  were  the  consulting  engineers 
for  the  proposed  mechanical  gravity  In- 
ters. Each  contractor  tendering  is  re- 
quired to  furnish  his  own  plans  and  spe- 
cifications. 

New  Toronto.  Ont. 

Tenders  on  the  construction  of  sew- 
ers and  a  pumping  station  for  ttie  Town 
Council  will  be  received  until  August  14. 
IMans  and  specifications  at  office  of  tlx- 
engineer,  T.  Loews,  Mimico. 

North  Bay,  Ont. 

The  Town  Engineer,  H.  J.  McAuslan, 

will  receive  tinders  until  noon.  August 
.">.  for  the  supply  and  delivery  of  about 
600  feet  of  30-inch  reinforced  concrete 
pipe  and  2.700  feet  of  10-inch  vitrified 
salt-glazed  pipe. 

Csgoode  Township,  Ont. 

The  Township  Clerk,  Frank  Iveson, 
Metcalfe,  will  receive  tenders  until  :; 
p.m.  August  ■>■  tor  the  construction  of  a 
drain,  estimated  to  cost  $0,700.  lini^i- 
neers,  Magwood  &  Stidwell,  Cornwall. 

Sault  Ste.  Marie,  Ont. 

Tenders  will  be  received  until  5  p.m., 
August  '■».  for  the  construction  of  pave- 
ments for  the  City  Council.  Estimated 
cost.  134,000.  Engineer.,  W.  W.  Van 
Every. 

Sherbrooke,  Que. 

The  City  Council  are  having  plans 
prepared  for  the  construction  of  con- 
crete and  brick  trunk  sewers  in  the 
South  Ward  at  a.n  approximate  cost  of 
$45,000.     Engineer,  Thomas  Tremblay. 

St.  Boniface.  Man. 

The  City  Clerk.  J.  15.  Cote,  will  receive 
tenders  until  .">  p.m.,  August  11,  for  the 
supply  of  four  gates  to  prevent  regurgi- 
tation in  sewers.  Tenders  must  be  ac- 
companied by  plans  and  specifications. 
Engineer.  M.  P.  Blair. 

St.  Lambert,  Que. 

Tenders  are  now  bein^  received  for 
the  construction  of  about  3,000  feet  of 
sewer  for  the  Town  Council.  Engineer, 
H.  A.  Gibeau. 

Victoria.  B.C. 

The  City  Council  intend  to  make  re- 
pairs  to  Oak  Bay  Avenue,  at  an  approxi- 
mate cost  of  $12,000.  Macadam  or  as- 
phalt construction.       Engineer,    C.  II. 

Rust. 

CONTRACTS  AWARDED. 

Niagara  Falls,  Ont. 

The  contract  for  construction  of  about 
20.000  square  feet  of  concrete  sidewalks 


and  3,800  lineal  feel  of  curb  lias  been  lei 
to  Somcrville  &  Dilwortli,  36  Main 
Street   North,  Wclland. 

Norwich,  Ont. 

The  contract  for  construction  of  brick 
pavements  has  been  awarded  by  the 
Town  Council  to  Bvennart  &  llollings- 
worth,    Hamilton.      Approximate  cost, 

$10,000. 

Port  Hope,  Ont. 

The  contract  for  construction  of  sew- 
ers on  King  and  Slater  Streets  lias  been 
let  bv  the  Town  Council  to  Thomas 
Garnett  &  Sons,  Barrett  Street,  at 
$4,978. 

Prince  Rupert,  B.C. 

The  City  Council  have  let  the  follow- 
ing contracts  for  supplies  required  in 
connection  with  the  waterworks  and 
power  plant  now  in  course  of  construc- 
tion: Machinery,  Canadian  Fairbanks- 
Morse  Company,  510  Johnson  Street, 
Victoria;  wood  pipe;  Vancouver  Wood 
Pipe  and  Tank  Company,  850  Hastings 
Street  West,  Vancouver;  steel  pipe,  hy- 
drants, etc..  Campbell,  Gordon  &  Co., 
1210  Homer  Street,  Vancouver;  pipe  fit- 
tings, etc..  Letson  &  Burpee,  172  Alex- 
ander Street,  Vancouver. 

St.  Thomas,  Ont. 

The  City  Council  have  awarded  a  con- 
tract for  construction  of  concrete  pave- 
ment and  curb  to  A.  I'"..  I'onsford,  605 
Talbot  Street. 

Timmins.  Ont. 

The  Town  Council  have  awarded  the 
contract  for  construction  of  concrete 
sidewalks  to  Koutlcy  <!v  Summers,  Hail- 
eybury.    Approximate  cost,  $6,000. 


Railroads,  Bridges  and  Wharves 

Saskatchewan  Province 

The  Board  of  Highway  Commission- 
ers, Regiiia,  will  receive  tenders  until 
August  7  for  construction  of  a  rein- 
forced concrete  bridge  and  concrete 
abutments  for  bridges  in  various  parts  of 
the  province. 

Saskatoon,  Sask. 

Tenders  will  be  received  until  August 
7  by  the  Board  of  Highway  Commission- 
ers. Regina,  for  work  on  a  traffic  bridge 
over  the  Saskatchewan  River,  including 
laying  of  pavement  and  street  car  tracks. 
Plans  and  specifications  at  office  of  the 
City  Commissioner. 

Sherbrooke,  Que. 

Tenders  on  the  construction  of  a  con- 
crete dam  for  the  City  Council  will  be 
received  until  noon.  August  11.  by  the 
secretary,  E.  C.  Gaticn.  Consulting  en- 
gineer. M.  A.  Sammett,  :;oi  McGill  Build- 
ing. Montreal.  City  Engineer,  Thomas 
Tremblay.  Estimated  cost,  $50,000. 
Plans  and  specifications  at  office  of  Mac- 
Lean  Daily  Reports.  Ltd:,  25  Charlotte 
Street.  Toronto. 

CONTRACTS  AWARDED. 

British  Columbia  Province. 

file  Canadian  Northern  Railway  have 


let  the  contract  for  railroad  construction 
between  Kamloops  and  Kelowna  to  the 
Northern  Construction  Company,  006 
Union  Bank  Building,  Winnipeg. 

Franklin,  Man. 

The  general  contract  for  construction 
of  a  bridge  for  the  Municipal  Council  has 
been  awarded  to  H.  Sigurdson,  804  Mc- 
IJermot  Avenue,  Winnipeg.  Approxi- 
mate cost,  $3,700. 

Halifax,  N.S. 

The  general  contract  for  alterations  to 
a  wharf  for  Robin,  Jones  &  Whitman, 
Ltd.-,  Water  Street,  has  been  awarded  to 
the  Standard  Construction  Company, 
Metropole  Building.  Approximate  cost, 
$5,000. 

The  contract  for  repairs  to  the  wharf, 
of  T.  A.  S.  De  Wolf  &  Son  has  also  been 
awarded  to  the  Standard  Construction 
Company.    Estimated  cost,  $5,000. 

Kettle  Rapids,  Man. 

The  Dominion  Government  Depart- 
ment of  Railways  and  Canals  have 
awarded  the  contract  lor  construction  of 
a  bridge  over  the  Hudson  Bay  Railway 
to  the  Canadian  Bridge  Company,  Walk- 
erville,  Ont.    Approximate  cost.  $350,000. 

Macdonald,  Man. 

The  contract  for  construction  of  a  re- 
inforced concrete  bridge  over  BOyne 
Ditch  for  the  municipality  lias  been  let 
to  H.  S.  Hodson,  Boyd  Block,  Winnipeg. 
Approximate  cost,  $3,27  5. 

Maidstone  Township,  Ont. 

The  Township  Council  have  awarded 
contracts  for  the  construction  of  con- 
crete bridges  to  VV.  G.  Taylor  and  H. 
Penpraise,  care  of  the  Clerk,  W.  R. 
Phillips,  Essex. 


Public  Buildings,  Churches 
and  Schools 

Cap  Madeleine,  Que. 

fbe  School  Board  will  shortly  call  for 
tenders  on  the  erection  of  a  school,  esti- 
mated to  cost  $3,000.  Secretary,  Jean 
Bourque. 

Glace  Bay,  N.S. 

The  tenders  received  for  the  proposed 
addition  to  trie  High  School  were  con- 
sidered too  high,  and  new  tenders  will 
probably  be  called.  Architect,  J.  Mos- 
ley.    Approximate  cost.  $5,000. 

Montreal,  Que. 

A  toilet  room  and  kitchen  are  being 
built  by  day  labor  for  the  Reverend  Sis- 
ters of  Hotel  Dieu,  Pine  Avenue  West, 
at  an  approximate  total  cost  of  $20,000. 
Superintendent,  F.  X.  Dufresnc,  Yillc  St. 
Laurent.  Stone,  steel,  and  reinforced 
concrete  construction. 

Pelham  Township,  Ont. 

Tenders  on  the  erection  of  an  addition 
to  the  school  will  lie  received  until  6  p.m., 
AtlgUSt  9,  by  Wilson  Kline.  Kid-eville. 
Out.    Architect,  T.  1..  Nichols,  Wclland. 

Ste.  Anne  Village,  Que. 

'flic  School  board  propose  to  build  a 
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school,  at  an  approximate  cost  of  $10. ooo. 
Secretary,  P.  (iauthier,  Trernblay  Post- 
office. 

St.  John,  N.B. 

The  School  Hoard  are  considering  the 
erection  ol  a  school  on  Bentley  Street, 
and  will  have  plans  prepared.  Chairman, 
R.  B.  Emerson. 

St.  John  County,  N.B. 

The  County  Council  propose  to  build 
a  power  house,  laundry,  and  lighting 
plant  at  the  hospital  Estimated  cost, 
$30,000.  Secretary  to  the  Hospital  Board, 
J.  K.  Kelly.  Prince  William  Street,  St. 
John. 

Sydney,  N.S. 

The  congregation  of  the  Union  Bap- 
fist  Church  are  considering  the  erection 
of  a  new  building.  Pastor,  Rev.  1.  A. 
Corbett. 

Timmins,  Ont. 

The  School  Board  will  probably  have 
the  plans  for  the  proposed  school  altered 
from  eight  rooms  to  six.  Architects,  El- 
lis &  Ellis,  Manning  Chambers.  Toronto. 

Wheatley.  Ont. 

•The  Town  School  Board  propose  to 
build  a  school,  at  an  approximate  cost  of 
$14,000,  and  the  matter  will  be  voted 
upon  on  August  11.  Secretary,  M.  II. 
Chamberlain. 

CONTRACTS  AWARDED. 

Beauport,  Que. 

The  general  contract  for  the  erection 
of  the  Parish  Church  has  been  awarded 
to  Edmond  Belanger,  185  St.  Marguerite- 
Street,  Quebec,  at  $70,700.  Cut  stone 
construction. 

Fraserville,  Que. 

The  Town  Council  have  let  the  con- 
tract for  remodelling  the  Town  Mali  to 
Louis  Cote  &  X.  Dumont,  River  du  Loup 
Street.  Brick  and  stone  construction. 
Approximate  cost,  $25,000. 

Lachine,  Que. 

The  general  contract  for  the  erection 
of  two  schools  for  the  School  Commis- 
sioners of  St.  Anges  de  Lachine  has  been 
let  to  A.  Gauthier,  4(1  Eighteenth  Ave- 
nue.   Approximate  cost,  $18,000. 

Laval  De  Montreal,  Que. 

The  School  Commissioners  have 
awarded  the  general  contract  for  the 
erection  of  a  school  to  S.  Beaudry, 
Poiftte  aux  Trembles,  and  work  has  ben; 
started.  Prick  and  steel  construction. 
Approximate  cost,  $18,000. 

Longue  Pointe,  Que. 

Tlie  general  contract  for  the  erection 
of  a  school  for  the  Roman  Catholic 
School  Board  has  been  awarded  to  J.  A. 
II.  Tessier,  656  Lafontaine  Park  Street. 
Montreal,  as  well  as  the  contract  for 
masonry  and  carpentry.  Tenders  are  be 
ing  received  for  remaining  trades.  Ap- 
proximate cost  of  building,  $92,000. 

Merlin,  Ont. 

The  general  contract  for  the  erection 
of  a  school  for  the  Union  School,  Ra- 
leigh and  Tilbury,  has  been  awarded  to 
John  McGce,  Tilbury.  Estimated  cost. 
$4,000. 

Montreal,  Que. 

The  following  contracts  have  been  lei 
in  connection  with  alterations  to  the 
school  on  St.  Henry  Street  for  the 
School  Commission:  General  contract. 
Eilion  &  b  teres.  34 1 '.)  St.  Denis  Street; 
masonry,    T.   Legault.    net  Wellington 


Street;  carpentry.  R.  Lefrevre,  34  Col- 
lege Street;  roofing  and  heating.  Du- 
cha'rme  Blais  &  Co.,  1995  St.  James 
Street;  plastering,  Z.  Bouchard,  12  Bour- 
get  Street;  painting,  J.  Cyr  &  Co.,  49  La- 
crosse Street;  electrical  work,  Vallee  & 
Hamlin,  1867  St!  James  Street. 

Work  has  been  started  on  the  con- 
struction of  a  church  basement  for  St. 
Mary's  Polish  Church,  3  66  Eulleun 
Street.  The  general  contract  has  been 
let  to  L  Giguire,  1317  Notre  Dame  Street 
East.  Reinforced  concrete  and  brick 
construction.    Approximate  cost,  $18,000. 

In  connection  with  the  erection  of  a 
school  on  Delorimier  Street  for  the 
School  Commissioners  of  St.  Gregoire  le 
Thaumaturge,  the  contract  for  founda- 
tions and  reinforced  concrete  work  has 
been  let  to  the  Security  Engineering 
Company,  263  St.  James  Street. 

Ottawa,  Ont. 

The  following  contracts  have  been 
awarded  in  connection  with  the  conver- 
sion of  the  Ladies'  College,  Albert  Street, 
for  the  Collegiate  Institute:  Carpentry, 
Taylor  &  Lackey,  21  First  Avenue;  plas- 
tering, Murphy  &  Morrow.  1.39  W'aver- 
ley  Street;  painting,  W.  J.  Carson,  29:; 
Laurier  Street  West;  heating  and  plumb- 
ing, Mckinley  &  Northwood,  Rideau 
Street;  ornamental  iron.  F.  Mac  Kay,  14 
St.  George  Street,  Montreal;  tile  work, 
A.  K.  Mills  &  Son.  191  Sparks  Street; 
rooting,  McFarlane-Douglas,  2.">0  Slater 
Street. 

Peterborough,  Ont. 

In  connection  with  the  remodelling  ol 
the  school  at  Sherbrooke  and  Rubridge 
Streets  the  contract  for  heating,  plumb- 
ing, and  ventilating  has  been  let  to  W  .  R. 
Turner,  206  Simcoe  Street,  and  wiring  to 
Alexander  &  Miller,  438  George  Street. 

Port  Colborne,  Ont. 

The  contract  for  masonry,  roofing,  and 
plastering  required  in  the  erection  of  St. 
James'  Church  has  been  let  to  the  gen- 
eral contractors,  Ryan  &  Gardner.  W'el- 
land,  and  the  heating  to  S.  P.  Gourlay, 
Wcllahd: 

Quebec,  Que. 

In  connection  with  the  monastery 
now  being  built  for  the  Reverend  Fath- 
ers St.  Sacrament,  :;*>s  Mount  Royal 
Avenue,  Montreal,  the  contract  for  heat- 
ing has  been  let  to  L.  A.  Robitaille,  1032 
St.  Valier  Street. 

The  following  contracts  have  been 
awarded  in  connection  with  the  erection 
of  the  Jeffrey  Hale  Hospital:  Ornamental 
steel,  P.  Marchand,  2265  St.  Valier 
Street:  steel.  Eastern  Canada  Steel  and 
Wire  Company;  roofing,  E  Ralardeau, 
308  Queen  Street;  painting.  Marchant 
Brothers,  122  Artillery  Street;  electrical 
work,  Quebec  Electric  Company,  L37  St. 
John  Street. 

The  contract  for  stone  required  in  con- 
nection with  the  college  now  being  built 
for  the  Commercial  Academy,  Cook 
Street,  has  been  awarded  to  the  Chateau- 
vert  Quarry  Company,  St.  Marc  des  Car- 
riere,  and  the  contract  for  brick  to  the 
Citadel  Brick  and  Paving  Company, 
I. til..  42  Dalhousie  Street. 

Sherbrooke,  Que. 

In  connection  with  the  erection  of  a 
hall  for  the  Episcopal  Church,  the  elec- 
trical work  has  been  let  to  Electrical  Re- 
pair and  Supply  Company,  71  Welling- 
ton Street. 

Ste.  Evarise,  Que. 

In  connection  with  the  school  now  in 


course  of  erection,  the  painting  and 
plumbing  will  be  done  by  the  general 
contractors.  Langelier  &  Houle,  St.  Vic- 
tor de  Tring. 

Ste.  Therese,  Que. 

The  plastering  and  painting  required 
in  connection  with  the  convent  now 
being  built  for  the  Reverend  Sisters  of 
the  Congregation  of  Notre  Dame  will  be 
done  by  the  general  contractors,  Beause- 
jour,  Letourneau  &  Co. 

Weldon,  Sask. 

The  general  contract  for  the  erection 
of  a  school  has  been  awarded  to  W  illiam 
Blackadder,  Birch  Hills.  Sask.  Brick 
veneer  construction.  Approximate  cost, 
$8,000. 

Business  Buildings  and  Indus- 
trial Plants 

Arnprior,  Ont. 

The  architects  for  the  grist  mill  and 
elevator  which  -David  Caig  proposes  to 
build  are  McKay  Brothers.  Arnprior. 
Brick  and  frame  construction.  Approxi- 
mate cost,  $18,000. 

Burford,  Ont. 

Sub-contracts  will  be  let  tor  the  root- 
ing and  painting  required  m  the  erection 
of  a  plant   for  the  Canadian    Milk  fro 
ducts   Company,   Mail     B  Building.  To- 
ronto. 

Dundas,  Ont. 

John  Bertram  <y  Sons  Company.  Ltd., 
Matt  Street,  are  receiving  tenders  on  the 
erection  of  a  pattern  shop  and  store- 
room.   Reinforced  concrete  construction. 

London.  Ont. 

Plans  are  being  prepared  for  an  addi- 
tion to  a  factory  for  J.  R.  Shuttleworth, 
377  Dundas  Street.  Brick  construction. 
Fstiniated  cost,  $10,000. 

Milton,  Ont. 

T.  D.  Hume  is  building  a  picture  thea- 
tre and  business  block,  estimated  to  cost 
$7,000. 

Port  Huron,  Ont. 

The  Grand  Trunk  Railway  Company, 
Montreal,  propose  to  build  railway  shops, 
at  an  approximate  cost  of  $750,000,  and 
have  approved  a  bond  issue  for  this  pur- 
pose. 

Quebec,  Que. 

Talbot  &  Dionne,  16  St.  loseph  Street, 
are  receiving  private  tenders  on  the  erec- 
tion of  an  addition  to  store  and  factory 
for  the  St.  Lawrence  Paper  Bag  Com 
pany,  103  Marguerite  Street.  Estimate. I 
cost,  $20,000 

Red  Deer,  Alta. 

Plans  of  a  warehouse  to  be  built  for 
Campbell,   Wilson   &   Home  are  being 

FOR  SALE 

Lathes, 
Cutting  Off  Machines, 

Ami  othei  machine ' tool  equipment  fur  Eighteen- 
pound  English  Shrapnel  Shells.  Machines  can 
In-  inspected  and  pi  ices  quoted  at 

National  Steel  Car  Co.,  Limited 

HAMILTON,  ONT. 
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prepared  l»y  K,  G.  Dowe,  C.  E.  Estimated 

cost.  $30,000. 

Sarnia.  Ont. 

I  tntlera  urc  now  being  received  for  the 
erection  of  a  block  >>i  stores  ami  apart- 
ments i"i  tin  |anc  E.  (.  lark  Estate,  it;: 
I  ront  Street.  Architect,  K.  W,  Eawcett, 
iit,>.    Front   Street,      Estimated  cost, 

>  *».1MM>. 

Saskatoon.  Sask. 

The  I  E  Case  Company  propose  to 
build  a  warehouse,  at  an  approximate 

COSl  "t  $33,000.  Manager.  T.  D.  M,  Os- 
borne, sis  Fifth  Avium. 

Three  Rivers.  Que. 

The  construction  of  a  business  block 
for  A  P.  Gouin  will  shortly  he  started 
by  day  lal<or.  under  supervision  of  F.  X. 
Gravel.  Estimated  cost.  $3o,0tio;  Brick 
ami  stone  construction 

The  Three  Rivers  Traction  Company 
are  considering  tin-  erection  of  a  stores 
building,  estimated  to  cost  $4,900.  Su- 
perintendent, J.  II.  McNeil. 

Toronto.  Ont. 

lenders  on  the  erection  of  a  block  ol 
stores  and  apartments  for  E.  \\  .  Clen- 
denan,  1823  Dundas  Street,  will  he  re- 
ceived until  August  .">  by  the  architects, 
Ellis  &  Ellis,  Manning  Chambers.  Urick 
construction. 

The  J.  Singer  Estate,  i Queen 
Street  West,  have  started  work  on  al- 
terations to  stores  at  533  King  Street 
West,  estimated  to  cost  $.">.00().  Brick 
construction. 

Vancouver.  B.C. 

The  Alberta  Lumber  Company  have 
been  granted  a  permit  for  the  construc- 
tion of  a  lumber  mill,  estimated  to  cost 
$100,000,  and  the  w  ork  w  ill  be  rushed  to 
completion. 

CONTRACTS  AWARDED. 

Rurford.  Ont. 

The  contract  for  plumbing  required  111 
the  erection  of  the  plant  of  the  Cana- 
dian Milk  Products  Company,  Mail 
Building,  Toronto,  has  been  let  to  An- 
guish &'  Whitfield,  40  Colbornc  Str.eet, 
Brantfprd. 

Dartmouth,  N.S. 

The  general  contract  for  the  con- 
struction of  an  office  building  and  wharf 
for  Compagnie  Francais  des  Tclegraph- 
!que,  Montreal,  has  been  awarded  to  the 
Standard  Construction  Company.  Me- 
irdipole  Building.  Brick  construction. 
Approximate  cost,  $70,000. 

Gananoque,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  of  the 
Steel  Company  of  Canada  has  been 
awarded  to  Mitchell  &  Wilson.  Brick 
construction.    Appropriate  cost.  $6,000. 

Hamilton.  Ont. 

The  following  contracts  have  been 
let  for  the  construction  of  an  addition  to 
the  plant  of  the  United  Gas  and  Fuel 
Company.  141  Park  Street  North:  Build- 
ings, H.  G.  Christman  Company.  Sun 
Life  Building;  plant  and  equipment, 
Gas  Machinery  Company.  Cleveland, 
Ohio.    Approximate  cost.  $73,000. 

London.  Ont. 

The  general  contract  for  the  erection 
of  a  garage  and  stables  for  T.  F.  Kings- 
mill.  1330  Dundas  Street,  has  been  let  to 
Dodd  &  Son.  44K  King  Street:  the  ma- 
sonry to  R.  G.  Wilson.  .*>    St.  George 


Street,  and  carpentry  to  1.  Moran,  n:;; 
Maitland  Street. 

Montreal.  Oue. 

Hie  general  contract  for  alterations 
to  ;l  factory  on  Acorn  Street  for  the 
National  Acme  Company,  378  De  Cuvil- 
licr  Street,  lias  been  let  to  Atlas  Con 
structidn  Company,  :ii  Belmont  Street. 
Estimated  cost.  $0,000. 

Iln-  contract  for  roofing  required  in 
tin-  erection  of  premises  for  Verretl, 
Stewart  &  Co.,  Ltd..  12  Port  Street,  lias 
been  let  to  Standard  Roofing  Company, 
McCord  Street. 

In  connection  with  the  erection  of  a 
factory  for  the  St.  Lawrence  Wagon 
Company,  :;i  King  Street,  the  contrail 
for  roofing  has  been  lei  to  Douglas 
BfOthers,  PJ  St.  Maurice  Street. 

The  general  contract  for  the  erection 
ol  a  store  and  residence  for  C.  R.  Du- 
frcsnc.  00!)  St.  Valicr  Street,  lias  been 
h  i  to  F.  Lemire.  001)  St.  Valier  Street, 
who  is  receiving  tenders  on  masonry, 
roofing,  plastering,  painting,  plumbing, 
and  electrical  work.  Prick  construction. 
Estimated  cost.  $0,000. 

New  Toronto,  Ont. 

The  general  contract  for  the  erection 
of  a  factory  for  the  Goodyear  Tire  and 
Rubber  Company,  152  Simcoe  Street, 
Toronto,  has  ben  awarded  to  the  Domin- 
ion Construction  Company,  14  Welling- 
ton Street  East.  Toronto,,  and  the  con- 
tract Idr  installation  of  a  sprinkler  sys- 
tem to  II.  G.  Vogel  Company  of  Canada, 
Ltd.,  160  Duke  Street,  Montreal. 

Ottawa,  Ont. 

The  general  contract  for  the  erection 
of  a  block  of  stores  for  Dufford  & 
Charleston.  Rideau  Street,  has  been 
awarded  to  W.  G.  Adamson,  126  Sparks 
Street.  Brick  construction.  Approxi- 
mate cost.  $4,000. 

The  general  contract  for  the  erection 
of  a  garage  for  Dr.  Taggart.  :;41  Mc- 
Leod  Street,  has  been  let  to  E.  Wentz- 
leffff,  24,9  McKay  Street.  Brick  con- 
struction. Approximate  cost.  $3,000. 
Architect.  W.  E.  Noffke,  Plaza  Building. 

Work  has  been  started  on  alterations 
to  stores  and  offices  for  McKinley  & 
Northwood,  Rideau  Street.  The  general 
contract  has  beer)  let  to  George  Crain. 
Clemow  Avenue.  Stone  and  brick  con- 
struction. Approximate  cost.  $25,000. 
Architect.  I.  A.  Ewart,  Booth  Building. 

The  City  Council  have  let  the  follow- 
ing contracts  for  the  construction  of 
sun  parlors:  Stone.  Rochoii  &  I'iliatrc- 
ault,  Hull;  mill  work.  J.  BBourque, 
Hull:  galvanized  iron,  McEarlane-Doug- 
las  Company,  250  Slater  Street;  painting, 
general  contractor;  heating,  J.  T. 
Blyth,  Frank  Street;  electrical  work-,  A. 
C.  Mac  Donald,  College  Avenue. 

Charles  Joyce,  383  Somerset  Street, 
has  let  the  following  contracts  in  con- 
nection with  the  stores  and  apartments 
which  he  is  building:  Prick  work.  W  . 
St.  George.  51  Somerset  Street  East; 
brick  simply.  Peerless  Prick  Company. 
Ottawa  South;  steel,  Dominion  Bridge 
Company.  Sparks  Street;  plumbing,  L. 
Gendron,  Mull;  lumber  and  interior  fit- 
tings. Mc  Auliffe-Davis  Company.  Duke 
Street. 

Ponoka,  Alta. 

The  general  contract  for  the  erection 
of  a  kitchen  and  bakery  at  the  Asylum 
has  been  let  by  the  Provincial  Depart- 
ment of  Public  Works  to  W.  I. -Carter. 
!1845  One  Hundred  and  Third  Street. 
Edmonton.     Reinforced  concrete  brick. 


terra  cotta,  and  steel  construction.  Es- 
timated cost.  $::o.O()(). 

Quebec,  Que. 

In  connection  with  the  stores  now 
being  built  for  N.  E.  Papillon,  :;.">8  St. 
fohn  Street,  the  painting  lias  been  let  to 
j.  M.  Tardivel,  4  Cote  d'Abraham.  and 
heating  to  Vandry  &  Matte,  h;;)  St.  John 
Street. 

Tin'  following  contrails  have  been 
awarded  in  connection  with  the  Y.  W. 
C.  A.  building  now  in  course  of  erec- 
tion: Ornamental  steel,  P.  Marchatid, 
265  St.  Valier  Street;  steel.  Eastern  Can- 
ada Steel  and  Wire  Company;  rooting, 
E.  Faiardeau,  3<)S  Queen  Street;  paint- 
ing, Marchant  Brothers,  122  Artillery 
Street;  electrical  vvorlc,  Goulet  &  Bel- 
anger,  Regd..  .\!:S7  St.  Joseph  Street. 

The  heating,  plumbing,  and  electrical 
work"  required  in  the  erection  of  a  fac- 
tory lor  the  Dominion  Corset  Manufac- 
turing Company  has  been  let  to  J.  I!. 
Cote,  4!)  Grant  Street. 

The  general  contract  for  the  erection 
of  a  warehouse  for  G.  E.  Amyot,  42 
St.  Love  Road,  has  been  awarded  to  M. 
Cauehon,  30?  Richardson  Street.  Frame 
and  brick  construction.  Estimated  cost. 
$:!,ooo. 

1  he  contract  lor  masonry  required  in 
the  erection  of  a  garage  and  stable  for 
McWilliam,  136  St.  John  Street,  has 
been  awarded  to  A.  Frenctte.  200  St. 
Cvrille  Street.  Urick  construction.  Ap- 
propriate cost,  $7,000. 

Work  has  been  started  by  L.  Boivin, 
Regd.,  2(12  Richelieu  Street,  on  repairs 
to  a  factory  and  store  and  construction 
ol  a  shed  for  La  Cie  Paquet,  Ltee.  Ap- 
proximate total  cost,  $13,000. 

St.  Catharines,  Ont. 

The  general  and  masonry  contracts 
for  the  erection  of  a  boiler  house  for  the 
McKinnon  Dash  and  Hardware  Com- 
pany have  been  awarded  to  Newman 
Brothers.  75  St.  Paul  Street.  Brick  con- 
struction.   Estimated  cost.  $0,000. 

I  he  contract  for  carpentry  required 
in  the  erection  of  premises  for  the  bt. 
Catharines  Garage  Company  has  been 
let  to  R.  S.  Blank,  100  Qucenston  Street, 
ami  tile  steel  work  to  McGregor  &  Mc- 
Intyre,  1139  Shaw  Street,  Toronto. 

The  contract  for  steel  required  in  the 
erection  ol  an  addition  to  a  restaurant 
for  J.  S.  Wood,  St.  Paul  Street,  has  been 
let  to  J.  Carl,  Mary  Street,  and  the 
painting  to  John  Albon,  King  Street. 
Roofing  by  owner. 

Sudbury,  Ont. 

II.  D.  Evans,  who  was  awarded  the 
contract  for  the  erection  of  a  storage 
warehouse  for  II.  Peters  &  Co..  Toron- 
to, has  withdrawn  his  tender,  and  the 
contract  has  been  let  to  the  Day  Build- 
ing Company,  Ltd..  Cochrane  Plock.  at 
$6,000. 

Three  Rivers,  Que. 

The  general  contract  lor  tin-  erection 
ol  a  store  and  residence  for  George 
Barakatt,  L62  Notre  Dame  Street."  has 
been  let  to  Bellefeuille  &  Trepanier, 
Notre  Dame  Street.  Prick  and  stone 
construction.    Estimated  cost.  $7,500, 

Toronto,  Ont. 

Work  has  been  started  by  I..  F.  Dow- 
ling,  107  Yonge  Street,  on  the  erection 
of  a  warehouse  on  W  illiam  Street  for 
Henry    Greismart,    68     Adelaide  Street 
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East.  Brick  and  mill  construction.  Ap- 
proximate cost,  $50,000. 

The  contract  for  marble  work  required 
in  the  erection  of  a  factory  on  Alice 
Street  for  the  T.  Eaton  Company  has 
been  let  to  Adanison  Marble  Company, 
tS4  Sinicoe  Street;  terazzo  work  to  Ital- 
ian Mosaic  and  Tile  Company,  Manning 
Chambers,  and  plumbing  to  Keiths,  Ltd., 
Campbell  Avenue  Approximate  cost  ol 
building,  $750,000. 

In  connection  with  the  erection  <>l  a 
garage  and  factory  at  Teraufay  and 
Alice  Streets  for  the  '1'.  Eaton  Com- 
pany, the  marble  work  has  been  let  to 
l  loidge  Marble  Company,  Ltd.,  34  Price 
Street,  and  terazzo  work  to  Italian  Mo- 
saic and  Marble  Company,  College 
Street  and  Euclid  Avenue. 

The  general  contract  for  alterations 
.and  additions  to  a  store  for  lames  Mc- 
Tanney,  108  Adelaide  Street  East,  lias 
been  let  to  James  Claxton  &  Co.,  250 
Shaw  Street,.    Approximate  cost,  $3,500. 

The  contract  for  additions  and  altera- 
tions to  abattoir  building,  construction 
of  a  bridge,  etc.,  for  the  Harris  Abat- 
toir Company,  W  est  Toronto,  has  been 
let  to  the  John  V.  Gray  Construction 
Company.  Ltd..  346  Confederation  Life 
Building. 


Residences' 

Dundas,  Ont. 

Stewart  &  Witton,  Hamilton  Provin- 
cial &  Loan  Building,  Hamilton,  are 
preparing  plans  of  a  residence  to  be 
built  for  J.  S.  Grafton,  care  of  Grafton 
&  Company.  Estimated  cost,  between 
$8,000  and  $10,000. 

Hamilton,  Ont. 

W.  C,  McLarity,  Prospect  Street,  lb 
considering  the  erection  of  three  resi- 
dences on  Balsam  Avenue,  at  an  ap- 
proximate cost  of  $0,01)0. 

S.  B.  Coon  &  Son,  Architects,  kyrie 
Building,  Toronto,  will  receive  tenders 
until  August  7th  for  all  trades  required 
in  the  erection  of  apartments  on  Tis- 
dale  Street,  estimated  to  cost  $18,000. 
Plans  and  specifications  at  office  of  M. 
Brennan  &  Sons  Manufacturing  Com- 
pany. 264  King  Street  East.  Brick  and 
hollow   tile  construction. 

Mac  Kay     Brothers,     Lister  Building, 
have  had  plans  prepared   lor   four  cot 
tages   which    they    propose   to    build,  at 
an   approximate     cost     of     $1,000  each. 
Brick  construction. 

London,  Ont. 

Plans  of  a  bungalow  to  be  built  for 
Mrs.  Mc  Hardy  Smith,  419  William  St.. 
are  being  prepared  by  J.  V.  Munro, 
Bank  of  Toronto  Building.  Stucco  and 
red  pressed  brick  construction.  Ap- 
proximate  cost.  $4,000. 

W  .  ( i.  Murray,  Dominion  Savings 
Building,  is  preparing  plans  of  a  resi- 
dence to  be  built  on  Ridout  Street  at  an 
approximate  cost  of  $10,000.  Red 
pressed  brick  construction. 

Watt  &  Blackwell,  Architects,  Bank 
61  Toronto  Building,  are  preparing  plans 
for  an  addition  to  the  residence  of  I). 
II.  Tenneut,  456  Ridout  Street.  Brick 
construction.     Estimated  cost.  $3,500. 

Ottawa,  Ont. 

W.  11.  C  raig.  245  Fourth  Avenue,  is 
considering  the  erection  of  a  residence 
on  Seneca  Street,  at  an  approximate  cost 
of  $4,000.  Stucco  and  brick  veneer  con- 
st ruction. 


Quebec,  Que. 

H,  C.  Cauchon,  72  Lamontagne  Ave.. 
Domaine  Lairet,  has  commenced  the 
erection  of  a  residence,  estimated  to 
cost  $4,000.  Frame  and  brick  construc- 
tion. 

Work  on  the  erection  of  a  residence 
has  been  started  by  J.  Charland.  270 
Richelieu  Street.  Frame  and  brick  con- 
struction.   Estimated  cost.  $4,000. 

J.  Samson,  534  St.  Francois  Street,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $3,000.  Frame  and 
brick  construction. 

Arthur  Cote,  03  Second  Avenue,  Lim- 
oilou,  has  commenced  the  erection  of  a 
frame  and  brick  residence,  estimated  to 
cost  $4,000.    Work  by  day  labor. 

Charles  Auclair,  181  Franklin  Street, 
is  building  a  residence  on  Kirouac  St. 
by  day  labor.  Frame  and  brick  con- 
struction.    Approximate  cost,  $3,000. 

Renfrew,  Ont. 

Charles  Duff  proposes  to  build  two 
cottages  on  Duff  Street.  Plaunt  Park, 
at  an  estimated  cost  of  $1,500  each. 
Frame  and  stucco  construction. 

Sudbury,  Ont. 

Tenders  on  the  erection  of  a  residence 
for  Lome  Hennessy.  Elm  Street,  will 
be  received  until  August  5th  by  the  Ar- 
chitect, P.  J.  O'Gorman,  Desrosier  Block. 
Brick  veneer  construction.  Estimated 
cost,  $5,000. 

Toronto,  Ont. 

Work  will  start  shortly  on  the  erec- 
tion of  an  addition  to  the  residence  of 
II.  Courens,  92  Forest  Hill  Road,  esti- 
mated to  cost  $3,500.  Achitect,  W".  R. 
Gregg,  23  Jordan  Strict.  Brick  and 
stone  construction. 

Plans  have  been  prepared  lor  a  resi- 
dence to  be  built  on  Briar  1 1  ill  b.y  S.  G. 
W  haley.  250<)  Yonge  Street,  at  an  ap- 
proximate cost  of  $3,700.  Owner  will  be 
ready  very  shortly  for  tenders  on  small- 
er trades.    Brick  construction. 

G.  K.  Heaman,  114  Glen  more  Road,  is 
building  a  pair  of  residences  on  Glen- 
mottnl  Street,  estimated  to  cost  $4,500, 
and  will  let  smaller  trades.  Brick  con- 
Si  ruction. 

Tinders  will  be  received  until  Aug- 
ust 7th  by  S.  B.  Coon  &  Son,  Archi- 
tects, kyrie  Building,  for  the  erection 
ot  an  eight  suite  apartment  building  in 
Hamilton.    Estimated  cost.  $15,000. 

F.  W.  Hill.  55  Woolfrey  Avenue,  is 
building  a  duplex  residence  on  Hamilton 
Street,  and  desires  tenders  on  plastering. 
Brick  construction.  Estimated  cost. 
$3,000. 

Hawken  &  McBride,  4!il  Concord 
Avenue,  have  commenced  tin1  erection 
of  a  residence  at  1048  Dovercourt  Road, 
estimated  to  cost  $4,000.  Brick  con- 
struction. Contracts  have  been  arranged 
for   some  trades. 

Victoria,  B.  C. 

I  In   erection  o!  an  eight-roomed  resi- 
dence  is    being    considered    by    II.  II 
W  oolison. 

Westboro,  Ont. 

The  estimated  cost  of  the  residence 
now  being  built  by  F.  Jowcll,  Mount 
Pleasant  Avenue,  is  $2,500.  not  as  pre- 
viously   reported.     Frame  construction. 

CONTRACTS  AWARDED 

Charlottetown,  P.E.I. 

The  general  contract  for  the  erection 


of  a  residence  for  L.  Winchester,  302 
Fittzroy  Street,  has  been  awarded  to  H. 
&  S.  Lowe.  Frame  construction.  Ap- 
proximate cost.  $3,500. 

Chippewa,  Ont. 

In  connection  with  the  erection  of 
residences  for  the  Norton  Company,  the 
contract  for  heating  and  plumbing  has 
been  let  to  Paine  &  Nesbitt,  122  Main 
Street,  Niagara  Falls  South,  and  electri- 
cal work'  to  the  Candlish  Electric  Com- 
pany, Niagara  Falls  South. 

Dartmouth,  N.S. 

'The  Victor  Woodworks,  Ltd..  are 
about  to  commence  the  erection  of  four 
residences,  and  have  let  the  painting  to 
C.  A.  Maclean.  Frame  construction.  Ap- 
propriate cost,  $12,000. 

Hamilton,  Ont. 

'The  general,  masonry,  carpentry  and 
roofing  contracts  for  the  erection  of  a 
residence  for  F.  Sauzpne,  101  Park  Street 
North,  have  been  let  to  John  A.  (ones. 
Station  No.  0.  Burlington  Beach.  "Brick 
construction.     Estimated  cost,  $3,450. 

Plans  have  been  prepared  for  four 
residences  to  be  built  for  T.  W.  Jutten, 
Wellington  Street  West,  and  the  gen- 
eral, masonry,  carpentry  and  roofing 
contracts  let  to  C.  II.  Jutten,  130  Bur 
lington  Street  East.  Frame  construc- 
tion.    Approximate  cost.  $6,000. 

The  general,  masonry,  carpentry  and 
rooting  contracts  for  the  erection  of  a 
residence  for  H.  A.  Kent.  20  Catherine 
Street  West,  have  been  let  to  S.  S. 
Forbes,  165  Sanford  Street  South,  plas 
I  ering  to  G.  A.  Wiggins.  214  Balsam  St.. 
and  heating,  plumbing  and  electrical  work 
to  F.  M.  Reid.  205  Hunter  Street  East. 
Brick    construction.      Estimated  cost. 

$3, MM). 

'The  general,  masonry,  carpentry  and 
roofing  contracts  for  the  erection  of  a 
residence  for  R.  'Taylor.  103  Kensing- 
ton Street  South,  have  been  awarded  to 
R.  Spicer,  279  Bay  Street  South.  Brick 
construction.     Approximate  cost.  $4,500. 

Humboldt,  Sask. 

The  general  contrail  for  the  erection 
of  a  frame  residence  for  C.  Bruser  has 
been  awarded  to  A.  F.  Pike.  Estimated 
cost.  $4,000. 

London,  Ont. 

The  general  contract  for  the  erection 
of  residences  on  Hamilton  Road  for 
Mrs.  M .  Graham,  Marmora  Street,  has 
been  awarded  to  Evans  Brothers,  905 
Queens  Avenue.  Frame  and  white  brick 
construction.     Estimated  cost.  $10,000. 

Montreal,  Que. 

Work  has  been  started  on  alterations 
to  the  residence  of  I..  Abinovitch,  4200 
Sherbfooke  Street.  'The  general  con- 
tract has  been  let  to  F.  Boissy.  L673  St. 
James  Street.  Estimated  cost.  $3,000. 
Architects,  McDuff  &  Lemieux.  320  St. 
Catherine  Street    W  est. 

Anglins  Limited.  05  Victoria  Street, 
have  commenced  the  erection  of  a  resi- 
dence for  W.  P  Gillespie.  17  Lincoln 
Street.  Brick  construction.  Approxi- 
mate cost,  $8,000. 

The  general  contract  for  the  erection 
of  a  residence  for  S.  Gilmour,  4123 
Western  Avenue,  has  been  let  to  Angiitis 
Limited,  and  work  has  started.  Brick 
construction.     Estimated  cost,  $8,000. 

A.  II    Brittain.  2667  Hutchison  Street. 

(Continued  on  page  f>0) 


Tenders  and  For  Sale  Department 


VILLAGE  OF  NEW  TORONTO 


Staled  tenders,  addressed  to  the  Clerk,  New 
rorontO,  will  he  received  l>y  the  Council  of  the 

Village  ol  Nc»  Toronto,  until  noon  of  the  14th 

day  ot  August.  1916.  for  the  construction  of 
>jnii4i>    Sew  ci-  ami  a  Sewage   Pumping  Station. 

Forms  of  Tender  may  he  obtained  ami  plana 
and  specifications  -ten  at  the  office  of  the  En- 
gineer. Mimico. 

T.   I.OWES,  Engineer. 
C.   IRONSIDES,  Reeve. 

ti.    D.   SCOTT,  Clerk. 


EXTENSION  OF  TIME 


Assiniboia,  Sask. 

Seale.l  tenders,  registered  ami  endorsed  on  the 
envelope  ••Tender,"  and  addressed  to  J.  R.  Nolan, 
Secretary-Treasurer  of  the  town  of  Assinihoia, 
>.,-k  .  will  be  received  up  to  0  p.m.,  August  15th, 
1916.  for  the  supply  and  delivery  of  the  follow- 
ing machinery  and  materials,  and  the  perform- 
ance of  certain   works  : — 

Tender  A. 

For  the  supply,  delivery,  and  erection  of  one, 
one  hundred  and  fifty  Horse  Power  internal  com- 
bustion  engine. 

Tender  B. 

For  the  supply,  delivery,  and  erection  of  gen- 
erator, exciter,  switchboard  and  other  apparatus. 
Tender  C. 

For  the  supply,  delivery,  and  erection  of  pumps, 
motors,  piping  and  air  compressor. 

Tender  D. 

For  the  supply  and  delivery  of  two  Pneumatic 
Storage  Tanks. 

Tender  E. 

For  the  supply  and  delivery  of  one  oil  storage 
tank. 

Tender  F. 

For  the  supply  and  delivery  of  poles,  wire 
and  line  material. 

Tender  G. 

For  the  supply  and  delivery  of  approximately 
17,000  feet  of  four,  six,  and  eight  inch  steel 
pipe  or  cast  iron  pipes  and  specials. 

Tender  H. 

For  the  supply  and  delivery  of  twenty  hydrants, 
twenty-nine  gate  valves  and  boxes. 

Tender  I. 

For  the  trenching  and  laying  of  approximately 
17.000  feet  of  four,  six,  and  eight  inch  steel  or 
cast  iron  pipe,  setting  hydrants,  valves,  and  back 
filling,  etc. 

Tender  J. 

For  the  erection  of  power  station. 

Tender  K 

For  the  supply,  delivery,  and  installation  of 
heating  plant. 

(Bids  included  with  Power  Station  or  separate). 

Tender  L. 

For  the  construction  of  reinforced  concrete 
reservoir. 

Tender  M. 

For  the  erection  of  Electric  Pole  Line. 

Marked  cheque  for  five  per  cent.  (5  p.c.)  of 
the  amount  of  the  bid  must  accompany  each 
tender,  or  in  lieu  of  the  said  cheque  the  tenderer 
may  furnish  the  bond  of  an  approved  surety 
company.  « 

Tender  form  similar  to  those  attached  to  speci- 
fications must  be  used  in  submitting  bids. 

Complete  sets  of  plans  and  specifications  may 
be  seen  at  the  office  of  the  consulting  engineers. 
Saskatoon,  at  the  office  of  the  Secretary-Treasurer, 
Assiniboia,  Sask.,  at  the  office  of  the  Canadian 
Engineer,  Winnipeg,  Man.  Plans  and  specifica- 
tions on  tenders  A.  to  H.  inclusive  may  be  seen 
at  the  offices  of  the  Canadian  Engineer,  Toronto 
and  Montreal. 

J.  R.  NOLAN,  Secretary-Treasurer. 

Assiniboia,  Sask. 

MURPHY    &  UNDERWOOD, 

Consulting  Engineers, 

Saskatoon,  Sask. 

P  S. — Please  note  that  the  closing  date  for  above 
tenders  is  now  August  15th  instead  of  August  Xth 

29-30-31-32 


TENDERS 


Sealed  tenders  will  be  received  for  the  erec- 
tion of  a  Public  School  Building  at  Bruce  Mines, 
( >1H. 

Plans  and  specifications  can  he  seen  at  the 
office  the  Architect,  Thomas  K.  W'ilks,  012 
Queen  Street,  Sault  Ste.  Marie,  Ont.,  between 
the  hours  of  10  a.m.  and  4  p.m.  or  at  the  Sec- 
retary's office  at    Bruce  Mines. 

Tenders  must  be  delivered  and  addressed  to 
Mr,  T.  Sullivan.  Secretary  Public  School  Board, 
Bruce  Mines.  Onti,  not  later  than  12  o'clock 
noon,  Monday,  August  10th,  1010. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 31-31 


Town  of  Sudbury 

Tenders  for  Sidewalks 


Tenders  for  the  construction  of  about  1,440 
lineal  feet  Cement  Sidewalks  will  be  received  by 
ihe  undersigned  up  to  6  p.m.,  August  7th,  1916. 
Plans  and  specifications  may  lie  seen  at  the  Town 
Clerk's  Office,  Sudbury.  Each  tender  must  be 
accompanied  by  a  marked  cheque  for  5  per  cent, 
of  the  amount  of  the  tender.  The  lowest  or  any 
tender   not    necessarily  accepted. 

W.  T.  ROSS,  Town  Clerk. 

Sudbury,  Out..  July  18,  1010.  30-81 


Tenders  for 

Concrete  Roadway 


Sealed  tenders,  addressed  to  F.  S.  Evanson, 
Mayor  of  Prescott,  will  be  received  up  to  12 
o'clock  noon,  of  Thursday,  August  3rd.  1916, 
for  the  construction  of  a  Concrete  Pavement  on 
King  Street,  Prescott,  Ont. 

Plans  and  specifications  may  be  seen  at  the 
Town   Clerk's  office  after   the  21st  inst. 

A  marked  cheque,  payable  to  the  Treasurer  of 
the  Town  of  Prescott,  for  $1,500,  shall  accompany 
each  tender,  which  will  be  returned  to  those 
whose  tender  is  not  accepted,  and  in  the  case 
of  the  tender  which  is  accepted,  will  be  retained 
until  the  contract  is  signed  and  the  work  com- 
pleted. 

30-31 


Tenders  for 
Street  Pavements 


City  of  Sault  Ste.  Marie,  Ontario 

Sealed  tenders,  fully  endorsed  and  marked 
"Tender  for  Street  Pavements,"  addressed  to  J. 
A.  McPhail,  Mayor,  Sault  Ste.  Marie,  Ontario, 
will  be  received  by  the  City  Clerk  up  to  live 
o'clock  p.m.,  on  Wednesday.  August  9th,  1916. 
for  the  construction  of  about  15,100  square  yards 
of  Bitulithic  Pavement  and  approximately  7,400 
lineal  feet  of  concrete  curb  and  gutter. 

Specifications  may  be  seen  and  all  information 
and  forms  of  tender  obtained  at  the  office  of  the 
City  Engineer,  Sault  Ste.  Marie,  Ontario. 

A  marked  cheque  for  $2,200  payable  to  the 
order  of  the  City  Treasurer  must  accompany  each 
tender  and  a  bond  for  $8,800  or  a  cash  deposit 
of  $4,S00  will  be  required  of  the  successful  bid- 
der all  as  outlined  in  the  "Instructions  to  Bid- 
ders." 

The  lowest  or  any  tender  not  necessarily 
accepted. 

31-31  R.  G.  CAMPBELL,  City  Clerk. 


TENDERS 


Town  of  Drummondville 

Province  of  Quebec 


Sealed  tenders,  addressed  to  W.  A.  Moisan, 
Town  Clerk  of  the  town  of  Drummondville,  P.  Q., 
for  the  construction  of  "Mechanical  Gravity 
Filters"  of  a  capacity  of  500,000  U.  S.  gallons 
per  24  hours,  will  be  received  until  8  o'clock 
p.m.,  the  15th  day  of  August,  1916. 

A  supplementary  tender  for  the  construction 
of  a  filtration  plant  of  the  same  capacity,  but 
without  the  machinery,  to  accompany  the  tender. 

Each  tenderer  to  supply  his  own  plans  and 
specifications. 

The  town  of  Drummondville  does  not  bind  itself 
to  accept  the  lowest  nor.  any  of  the  other  tenders-. 

W.  A.  MOISAN,  Town  Clerk. 
Drummondville,  July  18,  1016.  30-31 


CITY  OF  SHERBROOKE,  P.Q. 


Tenders  for 

Concrete  Dam  and 
Accessories 


The  City  of  Sherbrooke  is  calling  tenders  for 
the  construction  of  a  concrete  dam  and  acces- 
sories at  its  City  hydro-electric  plant,  to  be  built 
in  conformity  with  plans  anil  specifications  which 
can  lie  examined  at  City  Engineer's  office.  City 
Hall,  or  obtained  upon  a  deposit  of  $15,  tn  be 
reimbursed  on  return  of  copies. 

Tenders  must  be  sent  by  registered  mail  and 
delivered  to  the  undersigned  before  noon,  Friday, 
the  11th  of  August  next  (1010)  ;  work  to  be  com- 
menced as  soon  as  contract  is  signed  and  com- 
pleted on  or  before  the  15th  of  November  next 
( 1916). 

Tenders  must  be  accompanied  by  a  deposit 
of  10  per  cent,  of  their  sum ;  such  deposit  will 
be  returned  when  Council  decides  upon  tenders ; 
a  bond  may  be  furnished  by  contractor  to  guar- 
antee the  execution  of  the  works. 

The  lowest  or  any  tenders  not  necessarily 
accepted 

E.  C.  GATIEN, 

Secretary -Treasurer. 
Sherbrooke,   July   26th,    1010.  31-31 


Township  Debentures 
For  Sale 


Sealed  tenders,  addressed  to  J.  Reidel,  Reeve. 
St.  Clements  Post  Office,  Ontario,  will  be  re- 
ceived up  to  12  o'clock  noon.  Saturday,  August 
5th,  1916,  for  the  purchase  of  Debentures  of  the 
Corporation  of  the  Township  of  Wellesley  to 
the  amount  of  One  Thousand  Seven  Hundred 
and  Thirty-Five  and  05  loo  dollars  ($1,735.05)  to 
be  issued  under  the  authority  of  By-law  No.  727, 
finally  passed  the  5th  day  of  June,  1916,  extend- 
ing over  a  term  of  fifteen  years  bearing  interest 
at  the  rate  of  four  and  one-half  per  centum 
(4</2  p.c.)  re-payable  by  equal  annual  install- 
ments of  $101.01.  including  principal  and  in- 
terest, payable  at  the  Standard  Bank  of  Can- 
ada, St.  Clements,  Ontario.  Said  issue  of  de- 
bentures being  for  the  construction  of  Municipal 
Drain  No.  0  in  said  Township.  No  coupons 
attached. 

Purchaser  to  supply  printed  debentures  at  his 
expense. 

PETER  F.  SCHVMMER. 
Clerk   of   Wellesley  Township. 
3131  St.  Clements,  Ont. 


August  2,  1916 


THE    CONTRACT  RECORD 


Tenders  re  Debentures 


Tenders  will  be  received  by  the  undersigned 
up  to  12  o"clock  noon  of  Tuesday,  the  8th  day  of 
August,  1916,  for  tbe  sale  of  Sixteen  Thousand 
Dollars  ($16,000)  Kenyon  Township  Debentures. 
For  particulars  communicate  with  Township 
Clerk. 

J:   1).  CAMERON",  , 
31-31  Clerk  Township  of  Kenyon. 


Tenders  Wanted  for 

Common  Brick 


Parliament  Buildings,  Ottawa 


Sealed  tenders  addressed  to  the  Architect,  Mr. 
John  A.  Pearson,  will  be  received  at  his  office  on 
Parliament  Hill;  Ottawa,  Out.,  on  or  before 
noon,  Wednesday,  August  9th,  1916.  for  common 
brick  required  in  the  erection  of  the  above  build- 
ing. 

All  tenders  to  be  based  on  ten  million  (10,- 
600,800)  brick  more  0l»  less,  delivered  on  the 
preniises  in  quantities  as  may  be  directed  dur- 
ing" 1916  and  PUT.  all  in  accordance  with  the 
specifications. 

Any  tender  received  after  the  above  stated  time 
will   not   be  considered. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  I" 
the  order  of  the  Minister  of  Public  Works,  for 
a  sum  'not  less  than  II)  per  cent,  of  the  amount 
of  the  tender,  which  will  be  forfeited  if  the 
parties  tendering  decline  to  enter  into  a  con- 
tract when  called  upon  to  do  so,  or  fail  to  com- 
plete the  work  contracted  for.  ff  the  tender  is 
not  accepted  the  cheque  will  be  returned. 

Payment    for    material    will    be    made  monthly. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

Envelopes  containing  tenders  to  be  marked  : 
"Tenders   for   Common  Prick." 

Samples  of  materials  to  be  submitted  with 
tender. 

By  order  of 

The  P.  Lyall  &  Sons  Construction  Company,  Ltd. 

:!1  ::i 


Tenders  Wanted  for 

Reinforcing  Steel 


Parliament  Buildings,  Ottawa 

Sealed  tenders,  addressed  to  the  Architect,  Mr. 
John  A.  Pearson,  will  be  received  at  his  office  on 
Parliament  Hill,  Ottawa,  Ont.,  on  or  before  noon, 
Wednesday,  August  9th,  1916.  for  Reinforcing 
Steel,  required  for  the  erection  of  the  above 
buildings. 

All  tenders  to  be  based  on  One  Hundred  and 
Forty-seven  and  One-half  (147.5)  tons,  more  or 
less,  delivered  on  the  premises  in  quantities  as 
may  be  directed,  and  subdivided,  as  to  sizes, 
approximately:  5.5  tons  5/10-in.  round;  Pi  ft. 
long;  £9.2  tons  J^-in.  square  twisted,  Pi  ft.  long; 
52.H  tons  -in.  and  %-in.  square  twisted.  12  ft. 
and  20  ft.  ;  all  in  accordance  with  the  specifica- 
tions, and  shall  comply,  in  physical  properties 
and  tests,  with  standard  specifications  of  tin- 
American  Society  for  testing  materials  for  Steel 
Reinforcing  Pars.  Square  twisted  bars,  or  de- 
formed bats  re-rolled  steel   will  be  acceptable. 

Any  tender  received  after  the  above  stated 
time    will    not   be  considered. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Minister  of  Public  Works,  for 
a  sum,  not  less  than  10  per  cent,  of  the  amount 
of  the  tender,  which  will  be  forfeited  if  tin- 
parties  tendering  decline  to  enter  into  a  con- 
tract when  called  upon  to  do  so,  or  fail  to 
complete  the  work  contracted  for.  If  the  tender 
is  not  accepted,  the  cheque  will  be  returned. 

Payment    for    material    will    be    made  monthly. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

Envelopes  containing  tenders  to  be  marked: 
"Tendeis    fin-    Reinforcing  Steel." 

Samples  of  materials  to  be  submitted  with 
tender. 

Py  order  of: 

The  P.  Lyall  &  Sons  Construction  Company,  Ltd. 

31-31 


Tenders  for 
Bridge  Abutment 

Sealed  tenders,  plainly  marked  as  to  contents, 
will  be  received  by  the  undersigned  up  to  12 
o'clock  noon  of  Thursday,  August  10th,  1916,  fot 
the  construction  of  a  Concrete  Abutment  on  the 
west  end  of  the  bridge  on  Oueen  Street  over 
the  Mimico  Creek  in  the  Township  of  Etobicoke. 

Plans  and  specifications  and  all  necessary  in- 
formation may  be  seen  at  the  office  of  the  under- 
signed,   57    Adelaide    Street    East,  Toronto. 

The  lowest  or  any  tender  will  not  neces- 
sarily be  accepted. 

PRANK  BARBER, 

Township  Engineer. 
Toronto,   July   29th,    1916.  31-31 

Tenders  for  Construc- 
tion of  Sidewalks 

Sealed  tenders,  plainly  marked  as  to  contents, 
will  be  received  by  the  undersigned  up  to  noon 
ol  Tuesday.  August  8th,  1916,  lor  the  construc- 
tion of  Concrete  Sidewalks  on  the  following 
streets: — Windermere  Ave.,  St.  John's  Road,  Jes- 
mond  Ave.  and  Beresford  Ave.,  in  the  Township 
of  York. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  undersigned,  ~>7  Adelaide  Street  East, 
Toronto. 

The  lowest  or  any  tender  will  not  necessarily 
be  accepted. 

FRANK  BARBER, 

Township  Engineer. 
To,  onto,  July   27th,   1916.  '  31-.31 


Tenders  Wanted  for 

Portland  Cement 


Parliament  Buildings,  Ottawa 


Sealed  tenders,  addressed  to  the  Architect,  Mr. 
John  A.  Pearson,  will  be  received,  at  his  office 
on  Parliament  Hill,  Ottawa,  Ont.,  on  or  before 
noon,  Wednesday.  August  9th,  1916,  for  Portland 
Cement    required    in    the    erection    of    the  above 

building. 

•All  tenders  to  be  based  on  fifteen  thousand 
(15,000)  barrels  (in  bags)  more  or  less,  delivered 
on  the  premises  in  quantities  as  may  be  directed 
during  1916.  Each  barrel  must  contain  .".oil 
pounds  and  satisfactorily  pass  all  Government 
tests  as  to  quality.  All  in  accordance,  with  the 
specifications. 

Any  tender  received  after  the  above  stated  time 
will   not   be  considered. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Minister  of  Public  Works,  for  a 
sum  not  less  than  PI  per  cent,  of  the  amount 
of  the  tender,  which  will  be  forfeited  if  the 
parties  tendering  decline  to  enter  into  a  contract 
when  called  upon  to  do  so,  or  fail  to  complete 
the  work  contracted  for.  If  the  tender  is  not 
accepted,    the    cheque    will    be  returned. 

Payment  for  material  will  be  made  monthly. 

The  lowest  or  any  tender  not  necessaiily 
accepted. 

Envelopes  containing  tenders  to  he  marked: 
"Tendeis  for    Portland  Cement." 

Samples  of  materials  to  he  submitted  with  ten- 
der. 

By  order  of 

The  P.  Lyall  &  Sons  Construction  Company,  Ltd. 

31-31 


FOR  SALE 


StilT  leg  derricks,  capacity  l>/<   to  5  tons. 
2-in.  Scaffold  planks,  $15  and  $17  per  10110  ft. 
P...M. 

Scaffold  poles,  (10  and  75  cents  each. 
."  ft.  and  5  ft.  Tressels,  75  cents  and  $1  each. 
Scaffold   Popes,  25  cents  each. 
2ii   II. P.    Hoisting   Engine,  $450 
About    2.0D0    ft.    face    measure    1^-in.  Maple 
T  &  C  flooring.  Beaver  Brand.  $01)  per  M. 

HOLMES,  1107  Vonge  Street,  Toronto.  29-t.f, 


CITY  OF  LONDON 

Province  of  Ontario 


Storm  Sewer  System 


Sealed  tendeis  addressed  to  the  Chairman  and 
.Members  of  the  Board  of  Control  will  be  received 
at  the  office  of  the  City  Clerk  until  II. oil  a.m.  on 
Friday,  August  18th.  1916,  for  the  loll,, wing 
works  : — 

Contract    No.    7  — 

Ridout,  Maple,  etc   5,000  lin.  ft. 

Contract  Xo.  8— 

Wellington,    etc   6,200  lin.  ft. 

Contract  Xo.  !> — 

William,  Adelaide,  etc   (J, son  lin.  ft. 

Contract    Xo.  pi 

Bathurst,  etc   1,300  lin.  ft. 

Contract    Xo.  11 

Oxford,  Richmond,  etc   3,200  lin.  ft. 

Specifications,  Form  of  Tender,  Plans,  Profiles, 
etc.,  may  be  seen  at  the  City  Hall,  London,  or 
at  Room  2114  Mail  Building,  Toronto,  after  Aug- 
ust 5th,  191G. 

Each  tender  is  to  be  accompanied  by  a  marked 
cheque  as  stated   in   the    Instructions  to  Bidders. 

Xo  tender  necessarily  accepted. 

II.  A.  STEVENSON,   Esq.,  M.D..  May,.,. 
II.    A.    BRAZIER,    Esq.,   City  Engineer. 
CHTPMAN  &  POWER, 

Consulting  Engineers. 
Toronto.  August  1st.  1916.  31-31 


TOWN  OF  BURLINGTON 

Province  of  Ontario 


Tender  for 

Sewerage  Works 

Sealed   ten, Lis   will   be  received   by   the  Town 
Clerk  until  S  p.m.  on  Tuesday,  August  8th,  1916, 
for    construction    of    Sanitary    Sewers,  subdivided 
as  follows: — 
Contract  "A-9" 

Approximately   5.P55   lin.    ft.    tile  sewer 
Contract   "A  In" 

Approximately  6,480  lin.   ft.   tile  sewer 
Contract  "All" 

Approximately   4,565  lin.   ft.   tile  sewer. 
Plans    and    specifications    may    be    seen    at  the 
Engineer's  Office,  Mail   Building,  Toronto,  or  at 
the  Town  Hall,   Burlington,  on  and  after  August 
4th. 

I  he  lowest  or  any  tender  not  necessaiily  ac- 
cepted. 

M.   C,   SMITH.    Esq.,  Mayor. 
.IAS.    S.    ALLEN,    Esq.,    Town  Clerk. 
(HI  P.MAN  X-   P(  >WER,  Engineers. 
Toronto,  August  1st,  1016.  :il-.'!I 


BOILERS  FOR  SALE 

Two  low  pressure  ."()  II.  P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  be*n  in 
use  less  than  two  mouths.  Good  for  steam  or 
hot  water  healing  purposes.  ICach  will  carry 
3,000  square  feet  of  steam  "radiation.  Further 
particulars— AlacM.  R.  &  1).,  4  Heaver  Hall  Sq  , 
Montreal.  17-t.f. 


Steam  Shovel  Wanted 

I  hi'  advertisers  want  for  immediate  delivery 
a  No.  30  Mai  ion  Steam  Shovel  in  good  condi- 
tion. State  price  and  location.  Box  42S.  Con 
tract    Record,    Toronto,    Ont.  31-31 


FOR  SALE 

1200    Linear   Ft.   of  .Tin.   galvanized  conduit. 
200    'A-in.    knockout,    galvanized    4-in.  round, 
deep  boxes. 

200 —  Ci-in.   knock-out,  galvanized  4  in.  hexagon 
deep  boxes. 

."50-J^in.    knock-out,    galvanized    4-in.  square, 
deep  boxes. 

Canadian   Kodak   Companv,  Limited, 
-S-t.f.  West   Toronto,  Out. 


Til  L    I'ONTKACT  RECORD 


August  2,  L916 


Residences 

Continued  from  page 47) 

In-  ,ih  ardcd  tin  general  contract  for  the 

erection  of  a  brick  residence  on  Marlowe 
Vvenac  lo  rVngb'ns  Limited.  Approxi- 
mate cost.  $8,000. 

rhe  general  contract  for  the  erection 
•  ii  three  residences  on  Lenoir  Street  for 
\  Lahaic,  809  St.  Jacques  Street,  has 
licen  awarded  to   F.    I'revost,  .'>:t  G.  E. 

«  artier  Square.  Brick  construction.  Ap- 
proximate cost,  $5,000. 

W.nk  lias  been  started  tin  alterations 

to  a  residence  for  the  Seminaire  St. 
Sulpice,  Bfl  Notre  Dame  Street  Fast. 
General  contractor.  A.  Mercure,  4191  La- 
brccquc  Street.  Approximate  cost, 
s^ ;  ► . "» 7  7 . 

The  RCneral  contract  for  the  erection 

of  apartments  on  Park  Avenue  for  Mrs. 
)•'.  Chaldean- Leeavalier,  65  Cherricr 
Street,  has  been  let  to  Geurtin  &  Bou- 
chard, •»!"  Parthenais  Street,  who  will 
sublet  all  trades.  Reinforced  concrete 
ami  brick  construction.  Estimated  cost, 
$50,000. 

Tlie  following  contracts  have  been  let 
lor  the  election  of  a  residence  for  Le- 
vesque  &  Charlemagne,  :'.it  Beaudry 
Street:— Masonry,  I.  A.  Gougeon,  102:> 
lean  d  Arc  Street;  rooting,  A.  Lauzon, 
:::;i  Visitation  Street:  plastering,  F.  X. 
Cliarbonneau,  CGS  Slrerbfooke  Street 
East;  beating  and  plumbing.  I-  Houle, 
8W  Notre  Dame  Street  East;  electrical 
work.  R.  Goulet.  020  Alma  Street.  Ap- 
proximate cost.  $4,500. 

In  connection  with  the  residences  now 
being  built  by  J.  T.  Levasseur,  4i3 
Seventh  Avenue,  the  masonry  contract 
has  been  let  to  1.  Perron,  :!'.>:;:!  hirst 
Avenue,  heating  and  plumbing  to  G.  II. 
Bissoil.  W  illiam  David  Street,  and  elec- 
trical work  to  Lafreniere  &  Bissonette, 
.:77  Fifth  Avenue. 

The  general  contract  for  alterations  lo 
the  residence  at  816  University  Street, 
owned  by  the  Estate  lack,  has  been  let 
lo  I.  VVighton,  l!l  Sussex  Avenue.  Ap- 
propriate cost,  $::.ooo. 

Lcvesoue  &  Charlemagne,  317  Beaudry 
Street,  have  let  the  masonry  required  in 
the  erection  of  a  residence  to  I.  A.  Gou- 
gepn,  1038  Jean  d'Arc  Street.  Approxi- 
mate cost  of  building,  $4,500. 

Ottawa,  Ont. 

The  contract  for  heating  and  plumb- 
ing required  in  the  erection  ol  a  resi- 
dence for  A.  Chabot.  141  George  Street, 
has  been  awarded  to  A.  Gauthier  &  Co., 
307  Dalhousie  Street,  and  electrical  work 
to  X.  Lecompte.  362  St.  Patrick  Street. 

The  following  contracts  have  been  let 
in  connection  with  the  apartments  now 
being  built  on  Somerset  Street  for  llar- 
r\  Graham: — Masonry  and  brick  work, 
T.  C.  fames,  140  Florida  Street;  galvan- 
ized iron  work.  Mc  Parlane  -  Douglas 
ComPany,  Ltd.,  250  Slater  Street;  roof- 
ing and  interior  fittings,  general  contrac- 
tor, plastering.  Murphy  &  Morrow.  1.39 
Waverlev  Street;  painting.  W.  Carson, 
203  Laurier  Avenue:  electrical  work,  C. 
i'resby.  138  Irving  Avenue. 

The  general  contract  for  the  erection 
of  a  residence  on  Gwvnne  Avenue  for 
W  illiam  McKcnzie  has  been  awarded  to 
K.  A.  Kemp.  149  First  Avenue.  Brick 
veneer  construction.  Estimated  cost, 
$4,000. 

The  following  contracts  have  been  let 
lor  the  erection  of  a  residence  on  Laurier 
Street  for  M.  I'.  Davis,  22  Sparks  Street: 
brick  and  masonry  work,  Doran  &  Dev- 


lin. KM  Sparks  Street;  carpentry,  Taylor 
&  Lackey,  21  First  Avenue;  plastering, 
John  Sutherland,  510  Ridcuu  Street; 
heating  and  plumbing,  J.  T.  Blyth,  Frank 
Street.     Approximate   cost,  $45,000. 

M.  J,  Cooper,  124  Noel  Street,  has 
been  awarded  the  general  contract  for 
the  erection  of  a  residence  for  McLeod 
McAllister,  20  Willard  Avenue.  Brick 
veneer  and  stucco  construction.  Ap- 
proximate cost,  $5,000. 

Outremont,  Que. 

E.  Duckctt,  79:i  Champagneur  Street, 
lias  awarded  the  general  contract  for 
the  erection  of  a  residence  on  Hartland 
Avenue  to  Carriere  &  Frere,  31  Laurier 
Avenue  East.  Stone  and  brick  construc- 
tion.    Approximate   cost,  $8,000. 

Quebec,  Que. 

The  contract  for  masonry  and  plas- 
tering required  in  repairs  to  the  resi- 
dence of  C.  J.  Lockwell.  7  Maple  Ave- 
nue, has  been  let  to  A.  Frenette,' 260  St. 
Cyrillc  Street. 

Renfrew.  Ont. 

The  general  contract  lor  the  erection 
of  eight  cottages  for  Thomas  A.  Low 
lias  been  let  to  the  Renfrew  Manufactur- 
ing Company.  Frame  construction.  Ap- 
proximate total  cost,  $8,000. 

Romney  Township,  Or.t. 

Samuel  Baker,  Concession  4.  Coats- 
worth,  Ont.,  has  let  the  general  contract 
Imp  the  erection  of  a  residence  to  Fred 
Mill.  Coatsworth.  Frame  and  white 
brick     construction.      Estimated  cost, 

$3,000; 

Sherbrooke,  Que. 

The  contract  for  electrical  work  re- 
quired in  the  erection  of  a  residence  for 
A.  G.  Campbell,  If.  Queen  Street,  has 
been  awarded  to  A.  B.  W  illiams,  38  Ma- 
gog Street. 

In  connection  with  the  residence 
which  has  been  built  for  A.  G.  Camp- 
bell. 16  Queen  Street,  the  contract  for 
heating  and  plumbing  has  been  let  to  A. 
IC  W  ilson,  5  Frontenac  Street. 

Westboro,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  on  Atlantis  Street  for  F. 
Botcaklcr  has  been  let  to  E.  Headley. 
645  Echo  Drive,  Ottawa.  Stucco  and 
brick   veneer   construction.  Estimated 

cost,  $:s,ooo. 

Power  Plants,  Electricity  and 
Telephones 

Bonnington  Falls,  B.  C. 

The  West  Kootenay  Power  &  Light 
Company,  Nelson,  B.  C,  propose  to  add 
a  unit  to  their  plant  for  the  development 
of  8,000  h.p. 

Hamilton,  Ont. 

The  Hydro  Electric  Board  propose  to 
build  an  addition  to  the  Trolley  Street 
sub-station,  at  an  approximate  cost  of 
$10,000.    Engineer,  F.  Sifton,  City  Hall. 

CONTRACTS  AWARDED 

Cobourg,  Ont. 

The  Provincial  Hydro  Electric  Com- 
mission have  awarded  the  contract  for 
laying  about  900  feet  of  24-inch  intake 
pipe  to  J.  E.  Russell,  307  Logan  Avenue, 


Toronto,  and  for  supply  of  pipe  to  Thor 
Iron  Works,  Ltd.,  Bathurst  Street,  To- 
ronto. 


Fires 

Blanchard  Township,  Ont. 

Barn  owned  l>v  Thomas  Harding,  con- 
cession :!.  St.  Mary's.  Loss,  $2,500. 
Owner  will  rebuild. 

Chatham,  N.B. 

The  Chatham  Electric  Company's  sta- 
tion on  Wellington  Street  destroyed. 
Loss  on  building  and  plant,  $30,000. 

Coboconk,  Ont. 

Methodist  Church  completely  de- 
stroyed. 

Mitchell.  Ont. 

Barn  owned  by  Gideon  Litt  totally  de- 
stroyed. 

Moe's  River,  Que. 

Saw  mill  owned  by  Charles  Parsons. 
Loss,  $6,000.     Owner  will  rebuild. 

Moosomin,  Sask. 

Warehouse  of  the  Imperial  Oil  Com- 
pany totally  destroyed. 

Richmond,  Que. 

Barn  owned  by  G.  E.  Boast  completely 
destroyed.    Loss,  $4,000. 

St.  Agathe  des  Monts,  Que. 

Sash  and  door  factory  of  La  Cam- 
pagnie  1  ndustrielle.  Loss,  $9,000.  Own- 
ers will  rebuild. 

Toronto,  Ont. 

Planing  mill  of  Edwin  &  Murphy.  Ltd.. 
20  Cameron  Street,  badly  damaged.  Loss 
•  hi  building  and  machinery,  $12,000. 

Warwick.  Ont. 

Stables  owned  by  M.  Cassidy,  War- 
wick.   Loss,  $2,000. 


Miscellaneous 

Fort  William,  Ont. 

The  City  Clerk.  A.  McNaughton.  will 
receive  tenders  until  .">  p.m..  August  9th, 
for  plumbing  work.  Specifications  at 
office  of  the  City  Engineer,  R.  R.  Knight. 

Melina,  Man. 

The  Town  C  ouncil  will  submit  a  by- 
law on  August  5th  to  authorize  a  de- 
benture issue  of  $12,000  for  the  erection 
of  a  fire  hall  and  purchase  of  equipment. 
C  lerk,  W.  F.  Thomas. 

CONTRACTS  AWARDED. 

Brace'oridge,  Ont. 

The  School  Board  have  let  the  con- 
tract for  masonry  required  in  the  erec- 
tion of  a  lavatory  to  Ferguson  &  Mc- 
Keon.  Stone  and  cement  construction. 
Estimated  cost.  $4,000. 


Use  Dump  Wagons  for  Hoppers. 

For  handling  material  from  the  wreck- 
ing of  an  (dd  building  and  from  the  ex- 
cavation lor  a  new  eight-story  structure 
being  erected  by  the  Hauser-Owen- 
Company  for  Paul  Steketee  &  Sons  in 
Grand  Rapids,  Mich.,  hoppers  were  made 
by  mounting  the  bodies  of  two  dump 
wagons  on  a  platform  above  a  driveway. 
To  one  of  the  bodies,  around  which  had 
been  built  up  protecting  sides,  old  ma- 
terial was  led  bv  chutes  and  to  the  other 
earth  from  the  excavation  came  by  wav 
<>i  an  elevating  bucket.  This  obviated 
the  necessity  of  building  runways  into 
the  excavation,  which  would  have 
blocked  the  Street. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


v.- 
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Pacific  Coast  Pipe  Co.,  Ltd. 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  lo  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 

1551  Granville  Street     -     Vancouver,  B.C. 


Thi 


STONE  CRUSHER 


ACME" 

The  Machine  of 

QUALITY   and  MERIT. 


Goodwin,  Barsby  &  Co.,  Leicester,  Eng. 


The  Highest  Standard 
of  Quality 

Wherever  "American"  Centrifugal 
pumps  have  come  in  competition  with 
others,  they  have  won  a  reputation  for 
quality  because  so  rigid  a  guar- 
antee is  placed  upon  them  that 
it  is  necessary  to  maintain  the 
highest  standard  in  the  design, 
material  and  workmanship  of 
their  construction. 

They  are  adapted  to  the  wid- 
est range  of  use,  because  they 
are  regularly  built  in  about  50 
styles,  in  addition  to  special 
styles  designed  for  unusual  re- 
quirements. 


Catalog  1352  describes  them. 
Write  for  your  copy. 


The 

American  Well  Works 

General  Office  and  Works: — 
AURORA,  ILL. 

Chicago  Office: — 

First  National  Bank  Building. 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 

Gorman,  Clancy  &  Grindley,  Ltd., 
Edmonton  and  Calgary. 
B.  C.  Equipment  Company, 
Vancouver,  B.  C. 


Why  Not  Now? 


For 


to  Building 


Now  is  a  good  time  to  make  building  alterations  or  additions — the 
trades  are  not  rushed  and  careful  work  can  be  obtained  at  attractive 

costs. 


Most  construction  will  require  some  prism  installations.  Don't 
forget  the  first  and  best  make  —  "Luxfer" 

Our  engineers  apply  the  principles  of  refraction  in  such  an  exact 
manner  that  we  are  able  to  put  daylight  where  you  want  it. 

In  our  laboratory  we  will  prove  our  claims. 

LUXFER  PRISM  COMPANY,  LIMITED 

100  King  St.,  W.  TORONTO 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUM  ES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


WOODEN  PIPE 

Wire  wound  wood  stave  pipe,  2  in.  to  24  in. 
diameter.  Continuous  wood  stave  pipe,  any 
diameter  required. 

Canadian  Pipe  Co.,  Limited 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  mach- 
inery. Every  machine  driven  by  a  separ- 
ate electric  motor.  Satisfaction  Guaran- 
teed 


Office  and  Factory 


550  Pacific  Street 


VANCOUVER,  B.  C. 


How  Do  You  Buy  a  Transit? 


HELLER  &  BRIGHTLY, 


By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

1120  Spring  Garden  Street 
PHILADELPHIA,  PA. ."Since  1870" 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

625  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Well*  &  Gray) 


President 


Phone  Main  102 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in  the 

Contract  Record 

and  Engineering  Review 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jamks  A.  Thomson,  Secretary. 


the  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  CO. 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


LIMITED 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 


HAMILTON,  ONT. 
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SMITH  MIXERS 

AS  GOOD  AS  EVER 

At  the  Old  Prices  for  a  Short  Time 

MUSSENS  LIMITED 


MONTREAL   QUEBEC— PRUNEAU  &  CO. 
WINNIPEG    TORONTO  -H.  TURNBULL  &  CO. 
VANCOUVER  COBALT   H.  L.  USBORNE 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 

Channels 


Angles 


87-6"x3'/,"x5/4 "-60  0" 
28-6"x3'/j"xll  18"-60  0" 
40-6  'x3'/r'x3  4"-60'0" 
22-6"x3'/i"x3  4"-55  0" 


31-12"x30  lb.-60  '0" 
83-15"x33  lb.-36'  10V4' 


Zees 

94-  3"  x  2-11/16"  x  1/4"  x  6.7  lbs.  -  54  0" 

95-  3-1  16"  x  2-3  4"x5/16"  x  8.5  lbs.  -  50  0" 


Mild  Steel  Bars 


20-8 
20-10 
13-6" 
17-7" 

19-  8 

20-  10 
15-11 

12-  11 
88-4" 

13-  8" 


1  4"-30'0" 
"xl/4"-30'0" 
x5  16"-10  0" 
x5/16"-20  0" 
x5  16"-30  0" 
"x5  16"-30  0" 
"x5  16  "-20  0" 
•;x5  16"-17'0" 
x3/8"-1110" 
x3  8"-30  0" 


14-6"x7  16"-13'0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9  16"-22'0" 

5-12'/a"x5/8"-30  0" 

22-6'/4"xll/16"-33  0" 

5-7"xll/16"-20'0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  NeW  GlaSgOW,  N.  S. 


Smith -Vaile  Triplex  Pumps 


Belt  Drive 


Chain  Drive 


Direct  Geared 


■ 


Four  bearings  insure  reliability  for 
day-by-day  service  in  a  practically  un- 
limited range  of  application.  May  be 
belt  driven  from  any  available  source 
of  power,  or  direct  connected  by  coup- 
ling, gears  or  chain  to  any  form  of  motive  power. 
See  Bulletin  No.  741. 

Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 

Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


The  "IDEAL" 
Concrete  Block 
Machine 

is  used  by  leading  contractors  and 
concrete  block  makers  because  of 
its  wonderful  adaptability  to  dif- 
ferent sizes  and  designs  of  blocks, 
remarkable  speed,  simplicity,  and 
durability.  By  the  addition  of  our 
Automatic  Power  Tamper  the  out- 
put is  greatly  increased  with  less 
labor,  and  the  blocks  made  are 
denser  and  more  uniform.  Write 
for  catalogues. 

IDEAL  CONCRETE  MACHINERY  CO.,  LIMITED 

Box  250  WINDSOR,  ONTARIO 


Model  "A" 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON  WORKS,  Limited 

Head  Office,  Works  and  Docks  >-TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments    MONTREAL,  TORONTO  and  PORT  ARTHUR 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  No  dusting  away,  smooth  sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  of  Fluxphalte  and 
save  repair  bills. 

New  illustrated  booklet  on  request. 


PHAL' 


mm  ammm  mmts  f@e' 
OP  TRADE 


HillCM  MMLM  GO,  €9  lmm» 

m  -  MONTREAL 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKER  VILLE, 
ONT. 


5fi 
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MacLean  Reports  give  the  vital  facts  that  are 
so  necessary  if  you  would  secure  the  best  of  new 
business — and  they  cost  but  a  few  cents  a  day.  They 
are  issued  daily  (card  system)  and  give  accurate 
information  on  Canadian  building  and  engineering 
projects,  contemplated,  their  progress  and  details  of 
the  material  and  equipment  required.  Rates  and 
samples  on  request. 

MacLEAN  DAILY  REPORTS,  Limited,  Toronto 


Mueller  Water 
Main  Tapper 


This  machine  has  a  keen  cutting  principle  by  which 
you  can  tap  a  dry  main  under  pressure  with  less 
exertion  than  by  any  other  machine.  We  make 
this  special  claim  for  our  No.  2  machine  because 
that  is  the  reputation  it  has  made  in  the  hands  of 
thousands  of  waterworks  men  in  all  parts  of  the  country. 

It  will  last  for  20  or  30  years.  Mueller  standard  of  quality  in  material  and  work- 
manship guarantees  that.  Send  for  prices.  We  also  make  a  complete  line  of 
waterworks,  gasworks,  and  plumbing  brass  goods.  All  tested  under  200  lbs. 
hydraulic  pressure  and  fully  warranted. 

H.  Mueller  Mfg.  Co.,  Limited 


SARNIA 


ONTARIO 
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Concentrated 
Fan  Experience 

For  more  than  half  a  century,  we  have 
devoted  our  time,  our  study  and  our 
vast  resources  to  fans  and  their  develop- 
ment. We  have  tried  out  the  possibili- 
ties of  every  conceivable  type  and  size. 

Our  engineers  and  our  research  depart- 
ment are  continually  testing,  developing 
and  improving,  with  the  result  that  we 
are  giving  better  fans  and  better  service 
to  our  customers.  This  good  service  has 
created  our  business  making  us  the 
largest  manufacturers  of  fans  and  fan 
systems  in  the  world.  In  fact  we  build 
more  fans  than  all  our  competitors  com- 
bined. This  is  a  distinction  we  have 
enjoyed  ever  since  our  establishment  in 

1866. 


Sturtevant  engineers  have  wide  exper- 
perience  in  fan  problems.  Put  your 
problem  up  to  them. 

Write  for  general  catalogue, 
195-Z 

B.  F.  STURTEVANT  CO.  OF  CANADA,  LTD. 

GALT,  ONTARIO 
Montreal         Toronto  Winnipeg 


'ancouver 


Selling  Agents  for  Sanford  Riley  Stoker  Co.,  Limited 
"THE  RILEY  STOKER" 


urievani 


|JY  supplying  our  customers  with  electric  wires  and 
cables  and  cable  accessories  of  the  highest  quality, 
Standard  has  come  to  mean  to  them  real  economy— 
that  is  maximum  durability  at  a  reasonable  price.  Ask 
our  customers  and  then  write  our  nearest  office  about 
your  requirements. 

Standard   Underground  Cable  Co. 
of  Canada,  Limited 

Hamilton,  Ont. 

Montreal.  Que.  Winnipeg,  Man.  Seattle.  Wash. 


Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  lulls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


Trade  Mark 


FIRE  BRICK 

in  every  grade  and  shape  to  suit  every  type  of  furnace 
or  boiler  setting  provided  in  the 

Elkco,  Elk  Steel,  St.  Marys, 
Keystone,  Rotex 

brands.  Details  concerning  them  are  contained  in  our 
booklet  "Refractory  Efficiency  Engineering"  which 
will  be  sent  on  application. 

Elk  Fire  Brick  Co.  of  Canada,  Ltd. 

Federal  Life  Bldg.,  HAMILTON,  ONT. 
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Ever  notice  how  many  DAKE  Swinging 

Engines  are  used  on  big  construction  jobs? 

I  s  because  the  contractors  demand  that 
flexibility  of  operation     that  instant  starting, 
$  lopping  and  reversing  obtained  with  the 
DAKE  Reversing  Air  or 
Steam   Motor.     No  dead 
centers. 

Write  for  our  latest  catalog 
of  contractors'  hoists,  swing- 
ing engines,  motor  crabs,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS: 
Montreal   Mussens,  Ltd.      Toronto  :  A.  R.  Williams  Machinery  0.,  Ltd. 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


STANDARD  STEEL 


Baam.  Channels 

'    •  P'"o"   CONSTRUCTION  CO. 


Reinforcing  Bart 

"Self-Sentering" 
Corrugated 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 


Sheeting 

STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market. 

Office-M  4515-M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand.  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,  Office  North  \  ggg     Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  In  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


DERRICKS  SAVE  MONEY 

and 

We  send  Derricks  on  Trial  to  reliable  Contractors. 


Labour  is  Scarce  and  High  Priced. 
Derricks  are  Easy  to  Handle  and  Low  Priced. 


NATIONAL  EQUIPMENT  CO.,  LTD. 

1  Wabash  Avenue  TORONTO 


Canada  Iron  Foundries.  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Casting's 
of  all  kinds,  Mooring:  Bollards  for  both  Concrete  and  Wooden  Docks 
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Neptune  Meter  Co, 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost  ~  Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


The  Glue  Book 


What  it  Contains:- 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


1885 


1916 


QUALITY  FIRST 

It  Has  Paid  Us  and  Will  Pay  You. 

Galvanized  44  EASTLAKE  "  Shingles 

have  made — and  will  make — more  money 
for  Canadian  Contractors  than  any  other 
type  of  metal  roofing. 


The  Quality  is  There 


They  satisfy  your  customer  —  they  sell 
easily  —  they  lay  quickly  —  they  make  a 
good-looking  roof—  they  3re  fireproof. 

THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  SAFETY  FIRST 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 

TORONTO     and  WINNIPEG 


SPRINKLER 
TANKS 

AND 

TOWERS 

\\  e  arc  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  'Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Limited 


Toronto  Montreal 


Winnipeg  Calgary 


r-„. 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT.  LIME.  AND  BRICK 
Cement— delivered  in  5-barrel  lots,  $1.80  per  bbl.; 
with  ban*.  $2  25;  car  lots.  $1.36  on  the  track, 
with  pkgs  .  $1.75. 

Lime  fTtJ  B8c  white  40c  per  100  lbs.,  detivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c.  grey  35c. 

Brick— No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f  ob.  the  job;  No.  2,  $14;  common  red 
stock  brick.  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported.  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick.  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1.  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M.  ;  No.  2.  $18.  Sun-Tex  face  brick.  $16 
to  $20  per  M.  ;  Denison  interlocking  hol- 
low tile.  $80  per  M.    Lots  over  100.000  $55 

Concrete  brick  —  Quotations  f  o  b.  Toronto:— 
White  $52.  buff  $28,  grey  $27.  plain  pressed 
$17.  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE.  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  H -in ., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand— for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  18  ft., 
$22.  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $18  to  $18. 

pine_l  in.  by  4  in.  to  6-in..  $27;  1-in.  by  8  in., 
$29;  1  in.  by  10  in..  $30;  1-in.  by  12  in.,  $30 
to  $32  ;  2-in.  by  4  in.  to  13-in.  white  pine, 
12  ft.  to  18  ft.  long,  $26  to  $31;  #  by  6 
and  10-in.  pine  shelving.  $33  to  $36;  %  x 
12-in.  pine  shelving.  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  sprace  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5  in.  ditto.  $2;  8-in.  pine 
base.  $2  75  to  $3.25;  4-in.  pine,  window  stool, 
$275 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4  ;  N  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No  2  pine  lath  $5.10  ;  No.  1  spruce  lath  $47B 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14.  14  x  14,  14  x  18,  $38.00;  10  x  18, 
12  x  16.  18  x  16.  14  x  18,  18  x  18,  20  x  20. 
$38.50;  12  x  18.  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
price*  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars— $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3.50;   small  sizes  $3.25. 


Steel  Plates  lank  and  boiler,  $3.50  per  100  lbs.; 
V\  in.,  5/16  in.  and  \i  in.,  $3.60  per  100  lbs.; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron — 28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $34  per  net  ton;  6-in.  to  12- 
in.  $33;  12-in.  up  $32.50,  with  $1  extra  for 
gas  pipe. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6 -in.,  40c  ft. ;  8-in. 
55c  ft.;  9  in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal.;  red  lead, 
dry,  $14  per  100  lbs. ;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25  lb.  tins,  $4.00  per  100  lbs. ;  steel  sash 
putty,  $4.50  per  100  lbs.  ;  turpentine,  in  bbls., 
80c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Hydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic  No.  1,  $14;  red  rustic  No.  2,  $12; 
buff  (smooth),  $21;  buff  (rough),  $25;  C. 
P.  R.  50c.  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
$10.50;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight   pipes    (per   foot) — not   reinforced,  8-in. 
26c;  9-in.  30c;  10-iri.  34c;  12-in.  40c;  16-In. 
60c;  18-in.  74c.     Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30  in.  $1.60;  36-ln.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  $4-in.,  $1.65;  J*-in., 
$1.75  per  ton,  delivered. 

Sand— 90c.  per  ton,  car  load,  on  cars. 
Gravel— $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.50,  1  in. 
x  1  in.  x  H  in.,  26c.  extra;  H  >n-  *  V* 
x  14  in.  60c.  extra.  Boiler  plates—  %  in. 
thick  and  thicker,  $4.00.  Circular  plates- 
Flange  quality,  SO  in.  dimension  and  over, 
$4.25;  under  30  in.  dimensions,  $4.75.  Beams 
and  channels— Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.76;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets— Keystone  black.  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight  pipe   (per  foot)— 4-in.,  25c;  6-in.,  40c; 
8-in,  55c;  9-in.,  70c;  10-in„  80c;  12-in.,  $1 ; 
24-in.,  $3.25.    Bends,  each  75c,  $1.20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.    Double  collar,  75c, 


$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.76, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2y,  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.60,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $16, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope— Best  Manilla. 
22j4c.  basis  per  pound;  British  manilla,  18c. 

basis;  sisal  rope,  14l/2c.  basis;  lath  yarn  14"^ 
cents.  Boiled  linseed  oil — in  barrels  8254c. 
per  gal.  of  9  lbs.    Raw  linseed  oil — in  barrels, 

80c.   per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel ;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone — 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
J4-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel — Per  yd.,  delivered,  $1.85. 


Crushed  Granite— 1H  and  2-in.,  $2.65:  H-in.  and 

1  in.,  $2.90;  K  in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain.  3  in., 
$60;  4  in.  and  6  in.,  $55:  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $65;  No.  3,  $45;  No. 

2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  x  12,  8  x  12,  $39 ;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18.  18  x  20,  $42;  < 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5^ -in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.60. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.60; 
No.  1  B.  C.  cedar  dimension,  $5.50;  band- 
sawn,  $7. 

STEEL  AND  IRON 

Steel — Round  bars,  $2.35  per  100  lbs. ;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  anglea, 
beams  and  plates,  $2.95  per  100  lbs. 

Cast  Iron  Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  62  • 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,   Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

Sales  Offices  : 

SYDNEY,  N.  S. 

SYDNEY,  N.  S. 

Mills  and  General 

MONTREAL,  QUE. 

MONTREAL 
112  St.  James  St. 

Offices : 

TORONTO,  ONT. 

TORONTO 

SYDNEY,  N.  S. 

FT.  WILLIAM,  ONT. 

18  Wellington  St.,  E. 

WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


Turnbull 


Elevators 


Passenger 
Freight 
Hand  Power 
Dumb  Waiters 


^  Turnbull  Elevator 

Mfg.  Company 

TORONTO,  ONT. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MA TE RIALS— continued. 


(Continued  fiom  page 
SEWER  PIPE 
Stwti   Pip*    Wholesale  prices  f.  o. 
per  ft..  3  in.,  9  cents;  4  in..  11 


b.  Winnipeg, 
rents  ;  5  in., 


per  ft  .  3  in.,  9  cents ,  ,  , 
1«  cent»;  6  in..  cent«;  8  in..  30  cents 

9  in.  35  cents;  10  in..  40  cents;  12  in.,  8 
75  cents;  IS  in.,  $1.00;  'JO  in 
$2.00. 


cents  ;  15  in. 
1 1  BO;  24  in. 


BO 


SUN  PRIES 

Hard  Wall  Plaster— I'nsanded.  $13  per  ton;  sand- 
ed. $7.60,  delivered  on  job.  Plaster  of  Paris, 
$15  50  per  ton;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15  00. 

PAINTS  AND  OILS 
Pamts  and  Oils  — White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal.;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs.;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25  lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal..  $3.10. 


VANCOUVER  PRICES 

CEMENT.  LIME.  AND  RRICK 
Cement  Grey  Portland,  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.60  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl.  ; 
white  Portland  cement.  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
house;  $.'!.'!  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay.  $12  per  ton  in  car  lots. 


SAND  AND  GRAVEL 

Sand — Prick  and  plaster  sand  $1.35  per  cu.  yd. 

f.o.b.  bunkers. 

Gravel    $1.85  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 

Vancouver  prices  f.o.b.  warehouse : 

Steel  -  (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
linns,  $5.00  to  $5.25. 

Galvanized  iron -  28  gauge,  $7.50  per  100  lbs. 


Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 

$6.65,  5,  !)  and  10  ft.  sheets,  $6.80  per  square. 
Black  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,   quantity   and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 
specifications. 


SEWER  PIPE 

Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  12'/3c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10  in.,  40c  ft.;  12-in.,  50c  ft.;  15  in., 
$1.05  ft.;  18 -in.,  $1.25  ft.;  20  in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime — $14.00  in  car  lots. 

Alca  lime — $16  per  ton. 

Plaster  of  Paris— Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.t 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis ;  2nd  gra^~ 
14'Ac  basis;  sisal  rope,  1254c  basis. 


PAINTS  AND  OILS 
Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.90  per  100  lbs. 
100  lbs. 

Boiled  linseed  oil— In  bbls.,  95c.  to  $1.00  per  gal. 

of  9  lbs. 

Raw  linseed  oil — In  bbls.,  93c.  to  98c.  per  gal;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb 
tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


Modern  Bridge  Construction 

The  services  of  our  bridge  engineering  and  building  organization  are  at  the  .disposal  of  industrial, 
private  or  municipal  bodies,  in  any  connection  where  they  could  be  used  to  advantage.  The  above  is  an 
illustration  of  a  recent  bridge  constructed  by  our  company  at  Granby,  Quebec,  for  an  industrial  company. 
This  was  later  approved  by  the  municipality  and  taken  over  by  them.  This  is  another  instance  of  good 
engineering  and  careful  construction.  We  shall  be  glad  to  advise  you  regarding  any  bridge  work  you  have 
in  hand. 

McKinnon,  Holmes  &  Company,  Limited,  s%bureooke 
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A  STEAM  SEPARATOR 

of  the  receiver  type  is  a  difficult  piece  of  plate  work  to 
make  absolutely  and  permanently  tight.  That  is  the 
reason  why  we  developed  our  Welded  Separator — not 
a  single  rivet  in  its  construction,  every  joint  and  seam 
being  a  perfect  weld.  The  shell  is  lap  welded,  the 
heads  are  set  in  by  our  patented  Line  Weld  method 
and  the  necks  are  attached  by  our  patented  Interlock 
method. 


4 


PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  ( 
PITTSBURGH,  PA. 


•A 


ATWOOD  ATWOOD 
ENGINEERS    FOUNDERS  MACHINISTS 

Represented  by  W.  M.  Campbell,  32  Albany  Aye.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  (or  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"  Write  our  nearest  Sales  Offke  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:— 

Bridgeburg,  Ontario,  130  Janet  Street 

Chirapo,   Illinois,  L'014  Old  Colony  Bldg 
New   York,   N.    V.,  30  Church  Street 


Built  for  C.P.R. Montreal    Chicago,  111. 


7;, 


eenville,  Fn. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists  Com- 
bination pumping  and  water  supply  outfits  of*  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 


Goold,  Shapley  &  Muir  Co. 


Limited 


Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturer,  under  Canadiaa  and  U.  S.  Lettere  Patent 

Toronto      -  Canada 
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Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willit    C  hipinmn      Geo.    H.  Power. 


Power  &  Son, 

Architects  and  Buifding  Surveyors 

Merchant!  Bank  Chambers, 

Kingston,  Canada 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

ne»d  office  MONTRFAI 

,nd   Main   Laboratories:  MUWIRtAL 

Branch    Offices    and    Laboratories — 
TORONTO.  WINNIPEG,  EDMONTON, 
VANCOUVER   and   NEW  GLASGOW 


STICK  TO  IT 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat  s  bottom. 

CONTRACT  RECORD 
&  Engineering  Review 
TORONTO 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 


WINNIPEG 


CALGARY 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,   Water  Power  Development. 

Tel.  Long  Distance  Uptown  6740  41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  Ea.t,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,      -  Montreal 
Branches : 

Toronto         Vancouver         London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904-906  62  Esplanade  E.,  Toronto. 


R.  O. 
WYNNE  *  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATEnlTC      SECURED  OR  OUR 
"H  I  til  I  O         FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa,  Canada 


ANGLINS 

CONTRACTING 
ENGINEERS 

MONTREAL 


ABUlLDlNGWOftK. 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


Crushed 
Stone 

BRICK 


Cut 

Stone 

SAND 

T.  A.  Morrison  &  Co.,  2^^A.St 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 
Head  Office  and  Laboratories 
318  Lagauchetiere  St.  Weit, 
MONTREAL 

BRANCH  OFFICES : 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York    Pittsburgh  and 
Chicago ;  Glasgow  and  London,  Eng. 
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Manufacturing  metal  furniture,  using  the  Prest-O-Lite  Process 

Makes  Greater  Savings 
in  Metal  Manufacturing 

Oxy-acetylene  welding  is  a  simple,  low-cost,  easi- 
ly learned  method  of  metal  joining  that  makes  pos- 
sible marked  economies  in  production  costs,  and  in- 
creased quality  in  the  finished  article. 

It  will  pay  you  to  investigate.  From  t lit-  manufacture  of 
heavy  machinery  to  the  making  of  fine  surgical  instruments, 
oxy-acetylene  welding  is  more  than  paying  its  way.  Work 
tofore  considered  too  expensive  or  too  intricate  has  now 
become  simple  every  day  routine.  Welded  joints  can  be  made 
as  strong  as  any  other  part  of  the  finished  article.  Metal  is 
left  in  ideal  condition  for  subsequent  machining. 

For  the  same  reasons  that  oxy-acetylene  welding  is  so 
valuable  in  metal  manufacturing,  it  is  highly  profitable  in  all 
kinds  of  metal  repairing.  Just  one  important  welding  repair 
could  easily  repay  you  for  all  needed  apparatus,  by  prevent- 
ing serious  tie-ups  in  production,  to  say  nothing  of  the  sav- 
ings on  old  parts  reclaimed  and  the  troublesome  dismantling 
avoided. 

Secure  the  greatest  convenience,  the  widest  range  of  use- 
fulness, and   the  highest  efficiency  by  adopting  the 


Employs  both  gases  (acetylene  and  oxygen)  in  portable 
cylinders.      Prest-O-Lite    Dissolved    Acetylene  (ready- 
made  carbide  gas)   is  backed  by   Prest-O-Lite  Service, 
which  provides  dry,  purified  gas,  insuring  better  welds, 
quicker  work,  and  lower  cost,  and  also  avoids  the  large 
initial  outlay  and  heavy  depreciation  incurred  in  mak- 
ing crude  acetylene  in  a  carbide  generator. 
The  necessary  equipment  is  not  expensive.     We  furnish  high 
grade    welding   apparatus    for   $75,    acetylene    service    ai  addi- 
tional cost.     Also  adaptable  for  oxy-acetylene  cutting  by  the 
addition  of  a  special  cutting  blow-pipe.     Thorough  instructions 
are  furnished  free  to  every  user  of  Prest-O-Lite  Dissolved  Acety- 
lene— anJ,  average  workman  who  undei  stands  metals  can  learn 
the  process  quickly  and  easily. 

Put  your  production  problems  up  to  our  oxy-acety- 
lene experts.  Send  for  thoroughly  illustrated  litera- 
ture that  shows  specific  instances  of  the  savings 
made  and  how  easy  it  is  to  apply  these  economies  in 
your  shops. 

The  Prest-O-Lite  Co.,  Inc.,  Dept.  E 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 
Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

Factory  Branch  —  WINNIPEG,  Man. 
53  Branches  and  Charging  Plants 
Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA.  


ELEVATED 

STEEL  TANKS 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Papei 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "         100  feet  to  top 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  IS 
sent  upon  request. 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Tildg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:   130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tont  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1(16 
Private  exchange  connecting  all  department! 
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The  Quickest  Heating  Rivet  Forge  Made 

Therefore  the  Most  Efficient 


i 


The  ability  of  any  forge  to  produce  quick 
heat  lies  in  the  blower.  The 

Canadian  Rivet  Forge 

No.  625 

is  fitted  with  the  famous  Canadian  200 
Blower — the  blower  that  gives  more  blast 
than  any  other  made.  It  is  also  guaran- 
teed for  io  years  against  repairs  due  to 
wear . 

A  heavy  round  Tuyere  Plate  distributes 
the  blast  so  as  to  insure  the  best  results 
in  heating. 

This  is  a  very  popular  forge  with  contrac- 
tors and  you  should  lose  no  time  in  getting 
our  catalog  1 79-1 2. 

Canadian  Blower  and  Forge  Co. 

Berlin,  Ontario  Limited 

St.  John      Montreal      Toronto      Winnipeg  Vancouver 


Nova  Scotia  Steel  &  Coal  Company,  Ltd. 

Beg  To  Announce 

That  their  new  steam-hydraulic  forge  shop  is  now  in  opera- 
tion, as  also  is  their  recently  installed  "Harmet"  fluid  com- 
pression-plant. 

These  improvements  bring  "  Scotia's"  equipment  abreast 
of  the  best  foreign  forges. 

The\'  are  accordingly  open  to  supply  forgings  of  all  shapes 
and  sizes.  Made  of  ordinary  or  fluid  compressed  open- 
hearth  steel,  and  satisfying  the  most  severe  specifications. 


For  Prices  and  Particulars  Apply  to 

Head  Office  -  -  New  Glasgow,  N.  S. 
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When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 

Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


TIM  I  TED 


VALVE-HYDRANT  MANUFACTURERS 

WALKERVILLE,ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 


Foreign   Building  Stones,         John_  Watson 


Pub- 


lished in  1911  at  the  University   Press,   Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1916 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated ;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished   in    1915    by    McGraw-Hill    Book  Company, 
pages,  illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  20G  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.     480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.    Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by- 
John  Sharp.  Published  in  1914  by  Longmans,  Green  Sc 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  "Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 
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"Follow  the  LEADERS" 

Buy 

"DOMINION"  WIRE  ROPE 


which  the  largest  Contractors  are  using 
and  getting  the  Best  Results  from 

STOCKS   CARRIED    AT    ST.  CATHARINES 

The  DOMINION  WIRE  ROPE  CO.,  Limited,  MONTREAL 


The  Reason  We  Have  Supplied  the 

Majority  of  the  Equipment 

on  the 

WELLAND  CANAL 

is  that  We  Carry  the  Best  and 

MOST  EFFICIENT 


"Industrial  Works"  Locomotive  Cranes 

Steam,  Electric  and  Gasoline 

"  MARION "  Drag  Line  Machines, 
Steam  Shovels  and  R  R.  Ditchers 


Ransome 
Concrete 
Mixers 


Branch : 

St.  Catharines,  Ont. 


Head  Office: 

MONTREAL 
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HIGH  GRADE  QUALITIES 

When  buying  or  recommending  Dominion  Rubber  System  products  you 
can  depend  upon  high-grade  qualities.  That  protection  is  being  apprec- 
iated more  and  more  by  users  of  Rubber  Goods,  no  matter  for  what 
purpose  the  need  may  be. 

Absolutely  High  Grade  Quality 

Is  Our  First  Consideration 

Dominion  Rubber  System  qualities,  combined  with  Dominion  Rubber 
System  value  and  service,  make  it  well  worth  your  while  to  insist  on 
having  Dominion  Rubber  System  products. 

If  you  can  not  get  what  you  want,  write  to  our  nearest  branch,  or  to  our 
Head  Office,  where  your  request  will  receive  prompt  and  courteous  attention. 

Canadian  Consolidated  Rubber  Co.,  Limited 

Montreal,  P.  Q. 

28  "  Service  "  Branches  Throughout  Canada 
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CHAMPION 

ROAD  and 
STREET 
MACHINERY 


Road  Graders.  Levellers 
and  Drags 

Road  Rollers,  Sprinklers, 
Sweepers  and  Cleaners 

Street  Cleaners"  Hand  Carts 

Rock  Crushers,  Elevators, 
Screens,  Bins 

Spreading  Wagons 

Dump  Wagons 

Contractors'  Plows 

MANUFACTURED  BY 


"Champion"  Road  Builders'  Sprinkler 


The  Dominion  Road  Machinery  Co.,  Limited 

WRITE  OUR  NEAREST  BRANCH 

IIS  Mollis  Street,  Halifax,  N.S.  Cor.  8th  Ave.  and  3rd  Street  West,  Calgary,  Alta. 

51S  Power  Building,  Montreal,  Que.  10U37  109th  Street,  Edmonton,  Alta. 

S!)  Dalh  ousie  Street,  Quebec,  Que.  (io9-(>13  Bank  of  Ottawa  Building,   Vancouver,  B.C. 

413  'Mclntyre  Building,  Winnipeg,  Man. 


Factory  and  Head  Office- 


GODERICH,  ONTARIO 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT — 

2 — 6  x  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6%  x  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
i_5  x  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  ]/2  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6%  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 


H.E.  PLANT  1790  St.  James  Street,  Montreal,  Que. 

B  LEONARD  &  SONS  St.  John,  N.  B. 


-A0E.VT8-        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

KELLY-POWELL,  LTD  McArthur  Bldg.  Winnipeg,  Man. 
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Railway  Contractors 

can  give  a  more  workmanlike  job  and  make  a  larger 
profit  by  the  use  of 

IMPERIAL"  TIE  TAMPERS 

They  are  light  and  easy  to  handle  and  two  men  with  these 
machines  will  do  more  and  better  work  than  eight  to  ten 
men  working  in  the  old  way. 

"IMPERIAL"  TIE  TAMPERS  make  a  compact  bed  under 
the  tie  and  leave  no  room  for  settlement  of  water  to  churn 
and  cause  rough  places. 


Canadian  Ingersoll»Rand  Company,  Limited 

Commercial  Union  Bldg.,  Montreal,  Canada 


Sidney        Toronto        Cobalt        Timmins        Winnipeg        Nelson  Vancouver 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42  In.  pipe 
In  a  trench  ready  for  filling. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 


Humphrey  Gas 
Pumps 


Any  capacity  or  pressure 


Lachine  Water  Works' 
Three  million  gallons,  eighty  pound*  domestic,  160  lbs.  fire. 


THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers.  Castings,  Condensers,   Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating,  Steam   Turbines,   Tanks,   Water   Whsels,  Water 

Works  Plants. 
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Air  Compressors 

Caa  1  unci  >o!l  K»nd  C  o..  Lid. 
Platl  lion  Woik* 

Aluminium 

Spiehnann  Agencies  Rrgd 

Air  Hoiili 

Northern   Ciane   Woiks  ' 

Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGicgoi    &  Mclnlyie 

Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 

Ash  Hoist* 

Gillil  &  Geoghegan 

Asphalt 

Asphalt  Sc.  Supply  Company 

Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 

Hopkins  &  Co..  F.  H. 

Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  lngersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Boilers 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 

Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Brick 

American  Enamelled  Brick  Co. 

Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 

Buckets 

Beatty  &  Sons,  M. 
Canadian    Link-Belt  Company 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Mansfield    Engineering  Co. 
Radigan   &  Company,  John 

Brick  Machinery  and  Supplies 
Sheldons  Limited 

Bridges  (Steel) 

Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dickson  Bridge  Works 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Building  Papers 
Bird  &  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 

Cable  Excavators 

Mansfield  Engineering  Co. 

Cable  Terminals 

Standaid   Underground  Cable  Co. 
of   Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

li.  C.  Lumber  Commissioner 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Dritnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Centrifugal  Pumps 

Roving  Hydraulic  &  Engineering 
Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 

Blair,  B. 

Dominion  Concrete  Company 

Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 

Goold,  Shapley  &  Muir  Co. 

Hopkins  &  Co.,  F.  H. 

Ideal  Concrete  Machinery  Co. 

London  Concrete  Machinery  Co. 

Mussens  Limited 

Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL   Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster.  W.  L. 

Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Roving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Dominion  Road  Machinery  Co. 
Goodwin,    Barsby   &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Canadian    I. ink-Belt  Company 
Goodwin,  Barsby  &  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 

Core  Drills 

Can.  I  ngersoll  Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  lion  Works 

Cranes,  Travelling  and  Locomotive 

Boying  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Pollard  Mfg.  Company 


Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora- 
tion 

Crushed  Stone.  Limited 
Hagersville   Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air   Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  II, 
Marsh  &  Henthorn,  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 


Douglas  Fir 

B.  C.  Lumber  Commissioner 


Dredging  Pumps 

Roving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 

Canadian   Equipment  Company 

Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   lngersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   lngersoll-Rand  Co. 


Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.  Co.,  Philip 

Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   lngersoll-Rand  Co. 

Electric  Impulse  Clocks 

Gent  &  Company 

Electric  Water  Systems 

Ontario   Wind   Engine   &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American   Enamelled   Brick  & 
Tile  Company 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.  Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Cliipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 

Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt  Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

(Continued  on  page  8)  • 
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CONTRACTORS'  DUMP  CARS 


The  large  number  of  National  Dump  Cars  now  in 
use  is  the  best  evidence  of  the  satisfaction  they 
give  under  all  conditions  of  service. 

The  range  of  capacities  in  hand  dump  type  is  4, 
5,  6,  and  8  cubic  yards.  In  the  power  dump 
type  the  capacities  are  10,  12,  16  and  20  cubic 
yards. 

Engineers  and  Contractors  should  investigate  the 
National  line  when  estimating  on  their  requirements 
in  equipment. 

Complete  specifications  and    illustrations  will  be 
sent  to  interested  persons  upon  request. 

NATIONAL  STEEL  CAR  CO.,  Limited 

Montreal  Office  :  Operating  Offices  and  Works : 

SHAUGHNESSY  BUILDING  HAMILTON,  CANADA 
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Firr  Escapes 

I 'rums  Wire  A  lion  Works  Co. 
Manitoba  Budge  &  Iron  Works 


Manitoba  Under  &  Iro 
McGrcgO)   &  Mclntyre 


Flag  Poles 

UaUrig  Wind   Engine  &  Pump 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economirers 
Sturtevant  to.  ol  Can.,  Ltd..  B.  F. 

Furnaces 

Smart  Mfg.  Company,  .las. 

Forces 

Canadian  Blower  and  Forge  Co. 
SticMons  Limited 

Gas  Engines 

LiooldT  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  llydiaulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Good,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind   Engine  &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company. 

Gravel  Buckets 

Mansfield  Engineering  Co. 

Hammer  Drills 

Canadian  Ingcisoll-Rand  Co. 
Heating  Apparatus 

(  anadian  Blower  and  Forge  Co. 

Slieldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Heat  Insulating  Materials 

Armstrong  C  ork  Company 

High  Duty  Pumping  Engines 

Piatt  lion  Works 

High  Pressure  Pipe  Lines 

Pittsburgh    Valve,     Foundiy  & 
Construction  Company 

Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 

Ueatty  &  Sons.  M. 

i  anadian  Ingersoll-Rand  Co. 

Cillis  it  Geoghegan 

Goold,  Shapley  &  Muir  Co. 

London  Conciete  Machinery  Co. 

Marsh  &  Henthorn 

Musscns  Limited 

National   Equipment  Company 

Northern  Crane  Works 

Pollard  Mfg.  Company 

Hoisting  Engines 
liratty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian   Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  II. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 

Northern  Crane  Works 

Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American  Lead   Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotive  Hoists 

Canadian    Link- Belt  Company 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters.  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 


Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 


Ornamental  Moulds 

London  Concrete  Machinery  Co. 


Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 


Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asplialt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian  Dolarway  Pacing  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 


Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshoi  e-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10' 


LONDON  Batch  Mixers 

London  Batch  Mixers  cost  less  because  they  will  run  for 
years  without  repairs,  or  break-downs.  They  produce  more  Con- 
crete, they  make  better  concrete  and  do  it  in  less  time.  These 
features  mean  clear  profits  to  the  Contractor  instead  of  loss. 

Every  Mixer  Sold  Sells  Ten  More.     Nearly  2000  Now  in  Use. 

Made  in  all  sizes  from  l4  yd.  to  2  j4  yd.  Batch.    Get  prices  now  before 

starting  on  the  next  job. 


London  Batch  Mixer 

LONDON  BULL  DOG  BATCH  MIXER 

A  Small  Batch  Mixer  for  Small  Contract  Work. 

6  cu.  ft.  Batch,  50  cu.  yds.  per  day.  Can  be  operated  with 
less  men  than  any  other  Mixer.  Pays  for  itself  in  15 
days'  use.  Every  contractor  with  small  jobs 
should  own  a  Bull  Dog  Batch  Mixer.    Send  for 

Catalogue  No.  1  B. 

We  make  23  different  sizes  and  styles  of  Concrete  Mixers  also 
a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 

London  Concrete  Machinery  Co.,  Limited, 

Branches  and  Agencies  in  every  large  city  in  Canada. 


London  Bull  Dog  Batch  Mixer. 


London,  Ont. 


WORLD'S  LARGEST  MANUFACTURERS  OF  CONCRETE  MACHINERY  AND  CEMENT  WORKING  TOOLS- 
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STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE    Is  to  add  Strength. 

STEEL  BARS    Are  used  in  Concrete  to  Reinforce. 

DEMAND-     Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK     Your  work  on  reinforcing  bars  rolled    from  material 

of  questionable  quality. 

FAVOR     US    With  an   opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 


I 


HAMILTON 


TORONTO 


MONTREAL  WINNIPEG 


HI 
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Ptpe  and  Boiler  Coverings 

1 'omnium  Taint  Works 

Paints  (Budge  and  Structural  Iron 
and  Pipe  Coating) 

Pateuon  I  oinpany 

Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
lleattv  &  Sons.  M. 
Canadian    Ingersoll-Rand  Co. 
Hopkins  A:  Company,  F.  II. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve,    houndry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mtg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Start  eras!  Co.  of  Can.,  Ltd..  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
lona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll  Rand  Co. 

Power  Engines 

Roving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Wolf  Works 

licaity  &  Sons.  M. 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian   Fairbanks-Morse  Co. 
'  .11  i  ll. in   I  n(;n  soli  Rand  Co. 
Cook,  A.  D. 
Dai  ling  Bros. 

Hopkins  &  Company,  F.  II. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
I  Intario  Wind    Engine    &  Pump 

Company, 
Piatt   Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  I  ngersoll  Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Harsby  &  Company 

Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  II. 


Ready  Roofing 

Bird  &  Son- 


Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 

Reinforcements.  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Dominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 

Roofing  Material 

Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Sand  and  Gravel  Plants 
Mansfield  Engineering  Co. 

Safes  and  Vaults 

Can.  Fairbanks-Morse  Company 

Scales 

Can.  Fail  banks-Morse  Company 
Wilson  &  Son,  C. 

Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.  C.   Lumber  Commissioner 


Shovels  (Steam) 
lleatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.    Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 


Skylights 

Pedlar  People  Limited 


Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh   Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 


Model  A  Hoist  in  operation. 
After  load  is  raised  to  proper 
point,  hoisting  head  revolves  on 
ball-bearings  and  can  is  deposit- 
ed on  sidewalk  without  lifting. 


An  Important  Advantage  of  the  G  &  G  Telescopic  Hoist  Model  A 

The  Patented  Gear  Shifting  Device 

GEARS  are  automatically  thrown  out  of  mesh  whenever  the  brake  lever 
is  used  to  lower  load.  Empty'  cans  are  rapidly  lowered  because  no- 
thing moves  but  cable  drum.  The  hoisting  handle  does  not  revolve 
when  brake  is  used.  This  is  but  one  of  the  numerous  superior  features  asso- 
ciated only  with  the  G  &  G  Telescopic  Hoist. 


'Made  in  Canada' 


"Made  in  Canada 


>merit 


Model  A  Hoist  illustrated  raises  load  at  speed  of  30  feet  per  minute.  It  is 
operated  from  grade,  insuring  fullest  protection  for  both  public  and  operator 
against  injury  due  to  open  hatch. 

Every  hoist  is  subjected  to  thorough  working  test  before  shipment,  and  is 
compact  in  construction,  easily  installed  because  shipped  completely  assembled. 
No  pit  is  required — heel  of  hoist  rests  on  basement  floor. 

Write  for  Booklet  "A." 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


BLACK  BUILDING  SUPPLY 
CO.,  LTD.,  TORONTO. 
Agents  for  Ontario 


WM.  N.  O'NEIL  CO.,  LTD., 
VANCOUVER, 
Agents  for  British  Columbia 


B.  &  S.  H.  THOMPSON  &  CO., 
LTD.,  MONTREAL, 
Agents  for  Quebec 


W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 


milling 
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When  Quick  Shipment  Counts  I 

Steel    Reinforcing   Bars  for  CAMP  BORDEN  . 
were  required  immediately.     On  account  of  their 
facilities  for  prompt  service,  orders  were  placed  with 

Burlington  Steel  Co. 

Hamilton,  Ontario 


Limited 


Rounds, 


Squares,    Twisted    Squares,  Angles, 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 


Flats 


Macadam  Roads 


r 


-0% 


must  be  built 
of  a 

|  Tough 
4  Stone 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 


IS 
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Build  the  Maintenance  INTO  the  Road 

A  Concrete  Base — Surfaced  with  "Dolarway" 


W  hen  you  consider  a  thoroughfare  that  is  suitable 
in  every  way  for  every  locality — think  of  "Dolar- 
way." The  initial  cost  of  laying  is  low;  the  main- 
tenance cost  is  low — a  combination  that  will  appeal 
to  every  Tax  Payer. 

Inexpensive  First  Cost 


A  "Dolarway"  pavement  is  equal  in  every  way  to 

Asphalt     pavement — the    only    difference,    that  of 

price.     Noiseless,  Dustless,  Waterproof.     Easy  to 

apply,  Easy  to  Maintain  and  Permanent  just  as 
long  as  "Dolarway"  surfacing  is  KEPT  ON. 

Inexpensive  Maintenance 


For  further  particulars  write  to 

THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 


We  Specialize  in 

STEEL  ELEVATOR  BUCKETS 


For  all  kinds  of 
work 


Buffalo  Elevator  Bucket 


Salem  Elevator  Bucket 

Our  Buckets  carried  in 
stock  by  all  leading  dealers 

Before   placing  your  next  order 
for  Buckets  GET  OUR  PRICES. 
Catalogue  upon  request. 


Stone  or  Ore  Bucket 


Empire  Elevator  Bucket 


V  Shape  Elevator  Bucket 


John  Radigan  &  Company,  Hamilton,  Canada 
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Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the   "  Keith Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.        Wrfte  for  our  New  catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO.,  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


Water  Supply 

from 
Deep  Wells 

is  obtained  at  a 
minimum  cost  by 
use  of  our  deep 
well  pumps. 

Write  for  Bulletin  26 
explaining  the  use  of 
Cook's  Patent  Brass 
Tube  Well  Strainer. 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


CARE.Y 


xPArJsio  J 

JOINT 

Uniform  from  sand  cushion  to  surface. 

ELASTITE  makes  an  absolutely  uniform  joint  because 
it  is  formed  as  accurately  as  the  paving  brick.  When 
it  is  set  against  the  curb  one  edge  rests  on  the  sand 
cushion  and  the  other  edge  is  on  the  exact  level  of  the 
pavement. 

When  the  paving  expands  the  pressure  is  distributed 
uniformly.    There  is  no  weak  spot. 

A  sample  will  be  sent  on  request. 
Address  Elastite  Dept. 

THE  PHILIP  CAREY  COMPANY 

TORONTO  MONTREAL 


FOR  SALE 


1  No.  2  Thew  Shovel  on  rail- 
way trucks— $1,800.00 

1  Model  No.  28  Marion  Revol- 

ving Shovel— $1,800.00 

2  Model  No.  31  Marion  Revol- 
ving Shovels— $2,800.00  each. 


2  Vulcan  Dinkies,  9  x  14  Cy- 
linders $1,000,00  each 


W.  FRASER 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


S  learn  Engines 

Sluitevant  Co  ol  (.'an.,  I. Id. 


B.  K. 


Strain  Turbines 

.NK  Dougall  Caledonian  Iron  Wks 
Stuiicvanl  Co  ol  Can.,  Lid..  U.  P, 


Steel 

llopkins  &  Company,  K.  II. 
Steel  Company  ot  i  an  Ltd. 


Steel  Bart 

Burlington  Steel  Company 
Dominion  Iron  Si  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 


Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page  Hersey   Iron  Tube  &  Lead 
Co..  Ltd. 


Steel  Plate  Construction 

Waterous  Engine  Works  Co. 


Steel  Sash 

Steel  St  Radiation  Limited 


Stone 

Hritnell  4  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sackville  Freestone  Company 


Stone  Working  Machinery 

Pollard  Mfg.  Company 


Structural  Iron  and  Steel 
Burlington  Steel  Company 
i  in.  Chicago  Bridge  &  Iron  Wks 
I  tesMolnei  Bridge  &  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works'Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Woiks 
Maritime  Bridge  Company 
McCiiegor  &  Mclntyre 
Pittsburgh- DesMoines  Steel  Co. 
ReJd  &  Brown' 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Surveyors'  Instruments 

Dikeman  Surveyor  Company 
Heller  &  Brightly 


Swinging  Gears 

I  >aKe  Engine  Company 


Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 


Tile  Moulds 

London  Concrete  Machinery  Co. 


Toucan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  lion  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian    Hillings    &  Spencer 
I  .imited 


Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin    Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 


Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 

Welding  Apparatus 

Prest-O  Lite  Company,  Inc. 

Welding  and   Cutting  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood   Pipe  &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood  Pipe  &  Tank 

Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  pure  carbon,  and  is  therefore  unaffected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  B-H  Graphite  Paint  being-  made  from  pure  Graphite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  painting  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


IIS 

\NDR/ 

LM-H  E 

NDER, 

SON 

■n  LIMITED 

Halifax 

St.  John 

Toronto 

Winnipeg 

i 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 


Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :    St.  Johns.  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY   FACTORY  AT  ST.   JOHNS,    P.  Q. 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  ... 
American  Lead  Pencil  Company  ... 

American  Well  Works  

\nglins  Limited   60 

Armstrong  Cork  Company   IS 

\rt  Stone  Company   60 

Isphall  &  Supply  Company   53 

\ ul t  &  Wiborg  Company   59 

Barber  Asphalt  Company  

Barber.  Frank    60 

B  C  I. umber  Commissioner  

Beatty  &  Sons,  Limited.  M   2 

Bird  &  Son  

Black  Building  Supply  Company  ...  10 

Blair  Company.  B  

Boring    Hydraulic    &  Engineering 

Company   fil 

Brandram-Henderson  Co   14 

Britnell  Company,  Limited   56 

Burlington  Steel  Company   H 

Canada  Crushed  Stone  Corporation  15 

Canada  Iron  Foundries,  Limited  ..  54 

Canada  Wire  &  Iron  Goods  Co.  ..  59 

Canadian  Billings  &  Spencer   18 

Canadian  Blower  and  Forge  Co.  ...  62 
C  anadian    Chicago   Bridge   &  Iron 

Works   59 

Canadian   Consolidated   Rubber  Co.  1 

Canadian  Dolarway  Paving  Co.  ...  12 

Canadian  Ingersoll-Rand  Co   3 

Canadian    Inspection    and  Testing 

Laboratories    60 

Canadian    Office    School  Furniture 

Company  

Canadian  Pipe  Company,  Limited..  53 

Carey  Company,  Philip  . .  .   13 

Chipman  &  Power   60 

Conduits  Company,  Limited   59 

Cook.  A.  D   13 

Crushed  Stone,  Limited   54 

Dake  Engine  Company  '.  ■  54 

Darling  Bros  

Dennis  Wire  &  Iron  Company  ...  48 

DesMoines  Bridge  &  Iron  Works.  61 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company                                    ...  60 

Dominion  Iron  &  Steel  Company  ..  57 

Dominion  Paint  Works  

Dominion  Road  Machinery  Co.   ...  2 

Dominion  Sewer  Pipe  Company  . .  .  50 

Dominion  Wire  Rope  Co   64 

Dunlop  Tire  &  Rubber  Company  . . 
Dunn  Wire-Cut  Lug  Brick  Co  


Elk  Fire  Brick  Company  

Foster,  W.  L  

Fraser,  W   13 

Gartshore,  John  J   so 

Gaf tshore-Thompson  Pipe  &  Foun- 
dry Company   53 

Gent  Company  ...   

Gillis  &  Geoghegan   10 

Goodwin-Barsby  Company   

Goold,  Shapley  &  Muir  Company  . .  59 
Gray  Construction  Co.,  John  V   53 

Haddin  &  Miles   60 

Hagersville  Contracting  Company..  11 
Hamilton  &  Toronto  Sewer  Pipe  Co. 

Heller  &  Brightly   53 

Hopkins  &  Company.  F.  H   64 

Hunt  &  Company,  Robert  W   60 

I 

Ideal  Concrete  Machinery  Company 
Inglis  Company,  John   49 

Kerr  Engine  Company,  Limited  .  .  .  6.'! 

L'Air  Liquide  Society  

Lea,  R.  S   60 

London  Concrete  Machinery  Co.  . .  8 
Luxfer  Prism  Company   

MacLean  Daily  Reports  

MacKinnon  Holmes  &  Company  . . 

Manitoba  Bridge  Works  Co  

Maritime  Bridge  Company    50 

Marsh  &  Henthorn.  L  united   53 

McAvity  &  Sons,  T  

McDopgall  Caledonian  Iron  Works 

Company  ...   4 

McGregor  &  Mclntyrc   61 

Meaford  Wheelbarrow  Company  . . . 

Metallic  Roofing  Company    55 

Miller  &  Company,  Geo.  M  

Morrison  &  Co.,  T.  A  '   60 

Mueller  Mfg.  Company,  H  '. 

Mussens,  Limited   50 


National  Equipment  Co   54 

National  Iron  Works   ...  •   5a 

National  Steel  Car  Company   7 

Neptune  Meter  Company   55 

Noble,  Clarence  W   58 


Northern  Crane  Works    17 

Nova  Scotia  Steel  &  Coal  Co  

( )akley  &  Son,  Geo  

Ontario  Wind  Engine  &  Pump  Co.  55 
Ormsby  Company,  A,  B  

Pacific  Coast  Pipe  Company   5:> 

Paterson  Mfg.  Company   51 

Pedlar  People   

Pelletier  &  Fils,  Edouard  

Pittsburgh-Des  Moines  Steel  Co.  ...  61 
Pittsburgh   Valve,   Foundry  &  Con- 
struction Company   59 

Piatt  Iron  Works    50 

Pollard  Manufanturing  Company'... 

Power  &  Son   60 

Prest-O-Lite  Company  

Quinlan  &  Robertson   17 

Radigan  &  Company,  John    13 

Reid  &  Brown   60 

Rin-wiL  Underground   Pipe  Cover- 
ing Company  

Rogers  Limited,  Alfred  

Rogers  &  Company,  F   5 

Rogers  Supply  Company  

Sackville  Freestone  Company  

Sheldons  Limited-   . .  fjj 

Shipman  &  Co.,  Harold  C   (>o 

Smart  Mfg.  Company,  James   61 

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  . .  15 
Standard  Steel  Construction  Co.  ...  54 
Standard  Underground  Cable  Co.  of 

Canada   

Stark  Rolling  Mill  Company  

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation  

Structural  Steel  Company    54 

Sturtevant  Co.  of  Canada,  Ltd..  B.  F.  «:> 

Tiffin  Wagon  Company  

Toch  Bros  

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   53 

Turnbull  Elevator  Company  

Vancouver  Wood  Pipe  &  Tank  Co.  17 

Waterous  Engine  Works  Co  

Wettlaufer  Bros   J7 

Wilson  &  Son,  C  „..  ..  17 

Wy  nne-Roberts,  R.  0   00 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterprise 
ing  enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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ELECTRIC  and  HAND  POWER  TRAVELING  CRANES 

Electric  Bucket  Cranes,  Mono^Rail  Hoists,  Power  Plant  Cranes, 
Jib  Cranes,  Dock  Cranes,  Railway  Cranes,  Derricks. 

— Made  in  Canada — 

NORTHERN  CRANE  WORKS,  Ltd.,  Walkerville,  Ont. 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


Contractors  for  Waterworks  Construction, 
Manufacturers  ot  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling— Positively  LEAK  PROOF. 

We  are  the  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.      VANCOUVER,  B.  Q 


WILSON  SCALES 

ARE 

GOOD  SCALES 

We  manufacture  all  Styles.  —  Write  us  for  prices. 

C.  Wilson  &  Son 

71  Esplanade  St.  East  TORONTO 


Famous  Heart  Shape  Mixers 


Made  in  Canada  by 
a  Canadian  Firm, 
with  Canadian  Cap- 
ital. Noted  for  their 
rapid  and  thorough 
mixing.  Manufac- 
turers of  Tile,  Brick, 
1!  1  o  c  k  Machines, 
Crushers,  Pavers, 


Contractors'  Mach- 
inery. Wiite  for 
special  offer. 

Over  300  Used  in 
Toronto  alone. 


HOISTS 

We  can  save  you  50 
per  cent,  on  Hoisting 
Machinery.  Let  us 
demonstrate  this  to 
you  here  at  our  ware- 
house. Equipped  with 
gas,  steam  or  electric 
power,  mounted  on 
skids  or  trucks. 
Write  for  our  special 
offer. 


WETTLAUFER  BROS.,  LIMITED 

IMPROVED  CONCRETE  MACHINERY 
178  Spadina  Ave.,  TORONTO,  ONT. 

Branches    Montreal,  Halifax,  Vancouver,  Winnipeg 


Crushed  Rubble  Dimension 

CROOKSTON  QUARRIES 

Crushed  Stone  Clean,  tough  stone,  specially  suitable  for  concrete  mix  and  macadam  roads.  Although  we 
have  supplied  hundreds  of  cars  of  stone  to  Toronto,  Montreal  and  intervening  points  we  have  never  had  one 
car  rejected. 

Rubble  Stone  -From  one  man  size  to  blocks  weighing  many  tons. 
Dimension  Stone    The  stone  that  has  stood  the  test  for  half  a  century. 

Capacity  500  tons  a  day  C.P.R.  and  G.T.R.  Connections  Telephone  Madoc  2.  R  3  2 

ASK  US  FOR  QUOTATIONS 

QUINLAN  &  ROBERTSON,  Limited,  Crookston,  Ontario 


! 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 

Welland,  Ontario 


lllllllllll!llllllllllllllllllll!!lllll!lllllll!!llllil!ll!ll^ 


Are  Your  Steam  Costs  Too  High  ? 

Constantly  advancing  prices  of  fuel  and  labor  are  increas- 
ing the  cost  of  making  steam,  all  over  the  country.    To  offset 
|    these,  every  avenue  of  waste  must  be  carefully  guarded.  Loss 
|    of  heat  by  radiation  from  boiler  settings  is  a  waste  which  can 
I    be  reduced  at  least  60%  by  using 


Two  water  tube  boiler  setting's  insulated  with 
Nonpareil  Insulating  Brick,  H.  J.  Heinz 
Company,  Pittsburgh,  Pa. 


Nonpareil  Insulating  Brick 

For  Boiler  Settings,  Furnaces,  etc. 


and  the  fuel  saving  which  results  will  pay  for 
the  cost  of  the  brick  in  a  year  or  less. 

Nonpareil  Brick  are  installed  in  the  walls  of 
a  boiler  setting  between  the  fire  brick  and  the 
red  brick,  replacing  one  course  of  the  latter. 
After  they  are  in  you  can  forget  about  them, 


and  they  will  keep  on  returning  100  per  cent 
mi  the  investment  until  the  setting  is  rebuilt. 

Nonpareil  Brick  are  easy  to  handle.  They  are 
the  same  size  as  fire  brick  and  are  light,  strong, 
moderate  in  price,  and  transmit  only  one-tenth 
as  much  heat  as  fire  brick  or  red  brick. 


Literature  and  sample  on  request 


Armstrong  Cork  &  Insulation  Company 


505  MoGill  Building, 
MONTREAL,  QUE. 


Also  manufacturers  of  Nonpareil  High  Pressure  Covering  for  steam  lines  and  feed  water  heaters. 
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Day  Labor  vs.  Contract 

THE  city  of  Montreal  is  still  wrestling  with  the 
old  and  vexing  question,  "to  be  or  not  to  be" 
— that  is,  whether  it  is  better  to  hand  over 
the  construction  of  the  various  city  works 
to  the  mercy  of  villainous  (?)  contractors  or  to  run 
the  risks  attendant  upon  the  indifferently  efficient  sys- 
tem generally  evidenced  in  municipal  operations.  At 
the  present  time  they  are  trying  out  the  day  labor 
method  under  the  supervision  of  the  city  engineer, 
who  is  endeavoring  to  get  as  good  value  for  the  city 
as  circumstances  will  permit ;  but  it  is  not  long  since 
we  read  of  the  difficulties  under  which  superintend- 
ents and  engineers  in  this  city  labored  on  account  of 
interference  by  aldermen  and  other  influential  offi- 
cials, which  made  it  impossible  that  the  construction  of 
public  work  should  be  carried  on  efficiently. 

Aside  from  its  political  aspect,  the  elimination  of 


competition,  which  naturally  results  when  any  muni- 
cipality UeciUes  to  do  its  own  work,  must  sooner  or 
later  result  in  higlier  costs,  in  the  meantime  there  is 
no  means  of  checKing  up  whether  the  cost  of  any  par- 
ticular work  is  about  right  or  excessive.  1  lie  most 
reasonable  course  tor  a  municipality  to  pursue,  there- 
tore,  it  the  teeiing  exists  that  the  contractors'  prices 
are  too  high,  appears  to  be  to  place  itself  for  the  time 
being  in  the  position  ot  an  independent  contractor 
and  submit  a  tender  in  competition  with  the  others, 
taking  due  care  ot  all  the  legitimate  auxiliary  overhead 
expenses,  this  scheme  has  been  tried  out  with  suc- 
cess, it  acts  as  a  safeguard  against  possible  collu- 
sion among  the  contractors  and  at  the  same  time  re- 
tains all  the  advantages  ot  competition. 


Business  Training  tor  the  Engineer 

r  a  ~>UL\  engineer  of  to-day  is  a  broader  man  in  his 
I         activities  than  the  engineer  ot  yesterday.  He 
^»       is  occupying  continually  a  more  important 
position  in  tne  industrial  and  business  world, 
and  his  responsibility  is  increasing  not  only  in  regard 
to  the  design  and  supervision  ot  purely  engineering 
work,  but  aiso  as  a  manager,  business  man  and  leader 
in  world  activities.     Many  commercial  corporations 
have  chosen  engineers  as  their  active  heads  and  in 
many  other  cases  he  is  regarded  as  an  ultimate  author- 
ity on  the  business  problems  that  concern  public  or 
private  enterprises. 

A  generation  ago  this  was  not  the  case.  His  held 
was  not  iiearly  so  wide  and  his  activities  were  more 
limited,  tie  was  not  regarded  as  a  person  possessing 
any  special  business  or  hnancial  ability,  the  work 
which  an  engineer  pertormed  was  considered  in  much 
the  same  tight  as  the  labor  of  a  workman — a  thing 
subservient  to  the  will  and  supervision  ot  a  higher 
management,  which  generally  was  not  able  to  ap- 
preciate the  technical  details  involved. 

in  recent  years  the  engineer  has  come,  or  at  least 
shows  signs  ot  coming,  into  his  own.  It  has  been 
realized  tnat  the  most  satistactory  manager  of  an  en- 
gineering concern  is  one  who  can  combine  technical 
requirements  with  executive  ability.  There  are  but 
few  large  constructing  or  manufacturing  concerns  in 
which  there  is  not  a  highly  competent  technically 
trained  man  somewhere  near  the  top.  Again,  con 
suiting  engineers  are  often  retained  to  advise  hnancial 
corporations  as  to  many  things  involving  a  knowledge 
of  economics  and  finance.  He  must  be  concerned  with 
such  things  as  the  advisability  of  purchase  or  con- 
struction of  certain  engineering  projects,  the  relative 
values  from  an  economic  or  hnancial  standpoint  of  a 
number  of  schemes,  and  other  similar  problems.  The 
engineer's  work  is  connected  with  that  ot  the  business 
man,  the  lawyer  and  the  financier,  and  he  would  be 
severely  handicapped,  did  he  not  look  at  things  from 
their  point  of  view.  The  engineer,  by  virtue  of  con- 
tact with  a  wide  variety  of  similar  conditions  and  an 
extensive  meeting  with  men  of  all  types,  necessarily 
possess  certain  qualilications  that  especially  mark  him 
out  for  leadership.  The  engineer,  whether  as  con- 
tractor or  manager,  must  not  only  be  thoroughly  cap- 
able in  methods  of  construction  and  the  use  of  ma- 
terials, but  must  also  understand  how  tu  handle  labor 
and  be  thoroughly  familiar  with  business  and  financial 
principles  and  methods. 

These  requirements  serve  to  indicate  that  the  en 
gineer  should  possess  an  economic  and  business  train- 
ing in  such  measure  as  will  enable  him  to  meet  men 
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of  different  points  of  view  on  their  own  ground.  This 
training  should,  therefore,  be  well  rounded  and  of 

such  a  character  as  to  enable  him  to  deal  with  the 
larger  affairs  in  which  a  knowledge  of  economics  is 
essential.  The  widening  of  the  engineer's  activity  has 
thus  imposed  greater  responsibility  upon  him,  necessi- 
tating a  different  training  in  that  it  is  broader  and 
more  comprehensive.  The  opportunity  is  presented  to 
colleges  to  broaden  their  curricula  to  overcome  this 
need.  Engineering  courses  are  still  too  narrow;  they 
deal  too  much  with  technical  matters  and  fail  to  em- 
brace in  a  sufficient  degree  those  subjects  \that  will 
broaden  an  engineer's  mind  and  enable  him  to  cope 
with  the  bigger  and  more  important  problems.  it 
is  the  duty  of  the  technical  colleges  to  realize  that 
the  engineer  of  to-day  is  also  much  more — he  is  a 
business  man. 


Value  of  Industrial  Research 

(  >n  i he  evening  of  July  3  the  members  of  Van- 
couver Branch  Canadian  Society  of  Civil  Engineers, 
together  with  many  leading  citizens,  heard  an  address 
delivered  in  the  Board  of  Trade  room  by  Mr.  Arthur 
I).  Little,  organizer  of  the  research  department  of  the 
Canadian  Pacific  Railway  Company.  The  speaker  was 
introduced  by  Mr.  R.  F.  Hayward,  president  of  the 
society,  who  occupied  the  chair. 

In  opening,  Mr.  Little  said  his  mission  in  Western 
Canada  was  to  ascertain  if  scientific  research  could 
not  solve  some  of  the  problems  confronting  those  who 
were  desirous  of  developing  all  resources  to  the 
utmost.  "Science  is  nothing  more  than  knowledge  at 
its  best.  As  Huxley  has  put  it  'Science  is  organized 
common  sense.'  It  is,  as  this  great  war  has  shown  us, 
the  basis  of  prosperity  and  power."  The  speaker 
pointed  out  the  great  need  of  co-operation  between  the 
banks  and  industrial  institutions  in  the  work  of  de- 
veloping latent  resources  of  the  great  West.  tie 
recalled  that  before  war  broke  out  a  bank  in  Germany 
had  on  its  staff  no  less  than  fourteen  chemists,  whose 
duty  it  was  to  look  into  the  feasibility  of  enterprises 
with  a  view  to  finding  out  whether  or  not  credit  could 
be  extended.  Mr.  Little  next  referred  to  several  pro- 
positions upon  which  he  had  been  working  for  some 
time  with  every  prospect  of  success  being  achieved. 
These  included  the  commercial  uses  to  which  the 
waste  from  the  production  of  flax  might  be  put,  the 
manufacture  of  straw  "lumber,"  and  the  value  of  straw 
as  fuel. 

Great  Waste  in  the  Lumber  Industry. 

The  great  waste  in  the  manufacture  of  lumber  was 
not  overlooked,  the  speaker  citing  as  an  example  one 
of  the  largest  lumber  mills  in  the  world,  where  there 
was  as  much  waste  as  output.  He  then  showed  that 
from  this  waste  the  manufacture  of  ethyl  alcohol,  tur- 
pentine, and  paper  could  be  profitably  carried  on.  He 
also  touched  on  the  question  of  gasoline,  pointing  out 
that  the  demand  for  this  product  was  becoming  greater 
than  the  supply.  He  thought  that  the  natural  gas,  as 
found  in  Canada,  contained  too  much  sulphur  to  be 
used  in  the  manufacture  of  gasoline.  He  concluded 
that  the  time  would  come  when  ethyl  alcohol  would 
be  made  to  replace  gasoline. 

Mr.  Little  also  dealt  with  the  question  of  "dry 
milk,"  explaining  a  process  by  which  milk  could  be 
dried  and  at  the  same  time  retain  all  its  ingredients. 
In  this  connection  he  prophesied  that  in  the  course  of 
time  the  manufacture  of  dry  milk  would  be  carried  on 
in  Canada  as  extensively  and  profitably  as  that  of 
cheese.    Touching  on  the  manufacture  of  paper,  he 


pointed  out  thai  British  Columbia,  with  her  great 
water  powers  and  cheap  water  transportation  east  and 
west,  offered  unequalled  sites  for  the  establishment  of 
large  paper  mills.  In  closing,  Mr.  Little  commented 
on  the  great  opportunities  from  an  industrial  stand- 
point of  the  West  in  general  and  British  Columbia  in 
particular. 


Engineers  Admire  Sooke  Lake  Water 
System 

Mr.  Fred  C.  Scobey,  Irrigation  Engineer,  U.S.  De- 
partment of  Agriculture,  visited  Victoria  early  in  July 
to  secure  data  connected  with  the  Sooke  Lake  water 
system,  the  necessary  information  being  furnished  by 
City  Engineer  Rust. 

In  explaining  the  nature  of  his  visit,  Mr.  Scobey 
stated  that  the  scope  of  his  work  was  simply  the  col- 
lection of  data  bearing  on  the  use  of  concrete  pipe  as 
a  water  carrier.  This  was  a  single  phase  of  a  series  of 
research  work  conducted  by  the  Irrigation  Investiga- 
tions Branch  of  the  Department  of  Agriculture  of  the 
United  States  Government.  It  was  purely  technical, 
and  designed  for  technical  uses  by  making  available 
as  a  public  aid  accurate  data  such  as  has  hitherto  been 
unavailable.  The  work  was  under  the  immediate  head 
of  Dr.  Samuel  Fortier,  who  aided  the  Provincial  Gov- 
ernment in  1912  in  the  drafting  of  the  present  irriga- 
tion district  laws  in  force  in  this  province. 

The  object  of  the  work  was  to  develop  absolute 
information  as  to  the  size  and  form  of  pipe  best  suited 
to  the  various  purposes  for  which  it  is  to  be  used. 
This  is  accomplished  by  making  actual  field  tests  with 
special  engineering  apparatus.  From  this  data  is  de- 
veloped proper  formulas  for  form  and  construction  of 
all  manner  of  flow  lines.  Last  year  the  investigation 
was  confined  to  the  use  of  wood  stave  pipe.  This 
year's  work  is  to  be  confined  to  pressure  pipe  of  con- 
crete construction.  It  covers  every  phase  of  the  sub- 
ject, as  exemplified  by  projects  which  are  now  in 
operation. 

Mr.  Scobey  and  his  assistant  were  recently  over 
the  big  C.P.R.  irrigation  project  in  Alberta,  and  have 
installed  their  apparatus  so  as  to  be  ready  to  make 
complete  tests  as  soon  as  the  repairs  now  in  progress 
there  admit  putting  the  system  in  full  operation  again. 
The  Sooke  Lake  waterworks  system  for  the  city  of 
Victoria,  said  Mr.  Scobey,  was  rated  among  engineers 
as  a  pretty  piece  of  engineering  construction. 


Good  Roads  Competition  in  Manitoba 

The  work  of  the  Manitoba  Good  Roads'  Associa- 
tion in  connection  with  their  "drag"  competition  for 
earth  and  gravel  roads,  has  created  so  much  interest 
in  that  province  and  has  so  fully  demonstrated  the 
value  of  the  split-log  or  other  drag  in  maintaining 
country  roads  that  the  competition  during  the  pre- 
sent year  promises  to  be  the  keenest  on  record.  When 
the  entries  closed  on  May  15,  sixty-nine  contesting 
municipalities  had  handed  in  their  applications.  Fifty- 
six  of  these  cover  gravel  roads  and  the  balance  earth 
roads. 

Though  we  have  described  this  competition  in 
some  detail  from  time  to  time,  the  interest  it  has 
aroused  in  the  province  of  Manitoba  and  the  good 
results  that  have  been  obtained,  appear  to  justify  us 
in  dealing  further  with  it.  We  are  printing  below  the 
rules  covering  the  "drag"  competition  for  1916.  These 
are  as  follows  : — 

1.  All  municipalities  and  affiliated  bodies,  active 
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members  of  the  Manitoba  Good  Roads  Association  in 
good  standing,  are  eligible  for  entry. 

2.  Entries  must  be  made  with  the  Secretary  not 
later  than  May  15th,  1916. 

3.  Entries  must  state  mileage  of  road  to  be  main- 
tained under  this  competition  and  where  situated. 
Winners  of  the  Eirst  Prize  in  either  the  earth  or  the 
gravel  class  of  last  year  are  debarred  from  entering 
the  same  piece  of  road  in  this  competition,  but  are  not 
debarred  from  entering  another  piece  of  road. 

4.  Each  municipality  or  affiliated  body  competing 
must  have  at  least  two  continuous  miles  leading  clay 
road  or  roads  or  one  mile  of  gravel  road  kept  under 
these  conditions,     (See  Note  above). 

5.  The  competition  shall  commence  on  June  1st 
and  continue  until  free/.e  up. 

6.  An  amount  may  be  paid  by  any  municipality 
to  contestants  for  the  mileage  allotted  to  them  not 
to  exceed  $50  for  the  said  season's  work. 

7.  Municipalities  competing  to  furnish  contestant 
with  split-log  or  other  drag. 

8.  Prizes  will  be  donated  to  individuals  keeping  the 
best  one  or  two  miles,  as  the  case  may  be,  of  road, 
namely: — First  prize,  $50;  second  prize,  $30;  third 
prize,  $20;  fourth  prize,  $10. 

9.  That  sign-boards  showing  section  of  road  entered 
in  competition  shall  be  provided  by  the  Association, 

Manitoba  Good  Roads  Association 

1916  DRAG  COMPETITION 


NAME  OF  COMPETITOR 


NO.  OF  ENTRY 


Date 


Total  Time 


TIME 


Hours 


REMARKS 


Signature 


This  card,  properly  filled  in,  must  be  handed  to  the  Secretary 
at  close  of  competition. 

and  it  shall  be  a  condition  of  entry  that  contestants 
shall  place  one  of  these  signs  at  every  half  mile  of 
the  competition  stretch  and  keep  same  in  position 
during  the  contest. 

10.  Judges  appointed  by  the  Districts  shall  make 
an  inspection  of  the  road  or  roads  selected  prior  to 
commencement  of  this  competition  and  twice  during 
the  time  in  which  the  competition  is  being  held.  The 
final  inspection  to  be  on  or  about  September  15th,  1916. 
The  decision  of  two  of  them  to  be  final. 

The  Manitoba  Good  Roads  Association,  which  in- 


augurated this  competition  in  1910  and  has  carried  it 
on  each  year  since  that  date,  claim  to  have  demon- 
strated that  "the  inexpensive  split  log  drag  is  the  cheap- 
est and  best  means  of  maintaining  both  earth  and 
gravel  roads.  They  point  out  that  it  is  wasteful  and 
improvident  to  have  roads  built  and  afterwards  find 
their  usefulness  lost  or  decreased  to  the  public  through 
lack  of  care  and  maintenance.  For  this  reason  the 
association  have  undertaken  to  do  everything  possible 
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SCORE  CARD   DRAG  COMPETITION,  1916 


Description  of  Road 


Name  of  Coniesi.in 

Municipality  of 


1  Condition  of  Road  prior  to  Commencement  of  Dragging 

2  Straightness,  Width  and  evenness  of  grade  uith  proper  slope  lo  ditches 

3.  Drainage   

4.  Freedom  of  burnt  from  grass,  weeds,  brush,  stones  or  other  litter. 

5.  Nature  of  soil       .  ..        _.  . 
ti.  Traffic 

7  Condition  of  road  surface  oscr  culverts 

S  romp,  tilot,  ni.iv  be  penalized  if  sign.,  sre  not  kept  in  place      (See  cljme  0  o 


Uch,  Medium  H 
Good.  s.ir.  Bid 


of  stcoND  iwetcno*  oin  «  fjui  nrsncnoir 


Good.  F.i 


Score  card -opposite  side  ruled  for  'remarks'  of  judge. 

to  assist  the  government  to  promote  the  formation  of 
"good  road  dragging  competitions"  in  all  parts  of  the 
province,  similar  to  those  which  have  been  confined  in 
past  years  very  largely  to  the  Winnipeg  district  and 
which  have  proven  so  beneficial  in  that  area. 

The  dragging  of  the  roads,  under  the  rules  of  the 
competition,  must  continue  for  the  entire  season  or 
at  least  between  May  1  and  October  31.  Each  dis- 
trict must  arrange  for  the  judging  of  its  own  roads. 


C.N.R.  Terminal  at  Vancouver 

I  lie  contract  for  the  erection  of  the  new  Canadian 
Northern  depot  on  False  Creek,  Vancouver,  has  been 
awarded  to  the  Northern  Construction  Company,  of 
Vancouver  and  Winnipeg  (of  which  A.  K.  Mann  is 
president),  and  Carter,  Halls  &  Adlinger,  of  Winni- 
peg'. Their  tender,  the  lowest  submitted,  was  for  a 
sum  close  to  $600,000.  It  covers  the  depot  only,  the 
platforms  and  freight  shed  being  held  for  future  allot 
ment. 

The  Northern  Construction  Company,  which  has 
its  offices  in  the  Vancouver  Block,  has  already  carried 
out  considerable  work  for  the  C.N.R..  including  grad- 
ing and  the  laying  of  tracks  all  through  British  Col- 
umbia and  on  the  prairies.  At  the  present  time  they 
are  associated  with  Carter,  Halls  &  Adlinger  in  tin' 
construction  of  a  large  aqueduct  at  Winnipeg,  which 
will  cost  in  the  neighborhood  of  eleven  million  dollars. 
Before  the  real  work  of  erecting  the  depot  can  be 
commenced  there  is  considerable  filling  to  be  done, 
and  this  will  occupy  about  two  months.  In  addition, 
pile  driving  to  the  extent  of  about  120,000  feet  lias  to 
be  done. 


Matters  at  issue  between  the  Hamilton,  Out.,  elec- 
trical contractors  and  their  employes  are  assuming  in- 
teresting proportions.  The  Building  Trades  Council 
claim  that  there  exists  an  association  of  electrical  con- 
tractors and,  therefore,  they  are  required  to  abide  by 
the  laws  of  the  constitution  in  the  matter  of  employing 
strike-breakers.  It  is  anticipated  that  if  the  electrical 
contractors  refuse  to  recognize  the  statutes  of  the 
Building  Trades  Council  a  general  walk-out  of  about 
2,000  men  in  the  Hamilton  building  trades  will  occur 
on  August  7. 


THE    CONTRACT    RECORD  August  9,  1916 


The  Value  of  Motors  for  Street  Cleaning 

Experiences  in  Street  Sweeping  by  Mechanically  Propelled  Vehicles — Eco- 
nomical and  Efficient — Heavier  Loads,  Longer  Trips  and  Fewer  Stoppages 

  By  W.  Grei«*     


I  propose  giving  a  brief  resume  of  our  experience 
in  (il.i>!N>\\  in  the  realm  of  street  sweeping  by  means 
1  I  mechanically  propelled  vehicles,  the  motive  power 
of  which  is  derived  from  the  internal  combustion  en- 
gine, the  fuel  used  being  petrol. 

I  hav  e  not  the  slightest  doubt  that  some  of  the  con- 
clusions  we  in  Glasgow  have  arrived  at  in  this  com- 
paratively new  sphere  of  our  work  will  be  challenged 
l>\  niv  friends  here;  indeed,  1  hope  it  may  be  so,  for 
onl)  by  such  means  can  we  hope  to  gain  knowledge, 
and  my  obiect  is  as  much  to  elicit  fresh  ideas  and  in- 
formation for  the  benefit  of  us  all  as  to  endeavor  to 
convex  to  you  some  results  of  the  large  and  varied 
experience  the  Glasgow  Cleansing  Department  has 
had  in  this  connection. 

In  laving  claim  to  this  large  and  varied  experience 
it  is  hardly  necessary  for  me  to  remind  you  of  Glas- 
gow's population,  size  and  extent.  Our  city  area  is 
30  square  miles;  the  streets  extend  to  475  miles;  and 
our  inhabitants  number  1,075,000. 

The  streets  are  principally  laid  with  whin  or  granite 
setts,  comparatively  few  being  smooth  paved.  There 
are.  of  course,  a  number  of  macadam  roads. 

Our  first  motor  street-sweeping  machine  started 
work  on  September  11,  1912,  and  since  then  the  num- 
ber has  been  increased  from  time  to  time,  until  at 
present  the  department  owns  twelve  motor  street- 
sweeping  machines — viz.:  six  18-h.p.  by  the  Lacre 
Motor  Company.  Lctchworth  :  five  12-h.p.  by  M.  Laffly, 
Bonlogne-sur-Seine :  one  16-18-h.p.  by  Thomas  Green 
&  Sons.  Leeds. 

All  the  machines  are  driven  by  live  axle,  with  the 

ntion  of  the  "Lacre"  vehicles,  which  are  chain- 
driven.  All  are  fitted  with  rubber  tires.  The  length 
of  the  brushes  varies  from  6  ft.  to  7  ft.  2  ins.,  and  the 
actual  width  swept  ranges  from  4  ft.  10^2  ins.  to  5  ft. 

ins.  In  the  case  of  the  Laffly  machines  the  brush 
is  all  in  one  piece  (7  ft.  2  ins.  in  length),  but  in  the 
other  types  it  is  made  up  of  segments  measuring  ap- 
proximately  16  ins.  in  length.  With  one  exception 
the  machines  are  equipped  with  water  tanks  having 
a  capacity  of  80  to  150  gallons,  from  which  the  water 
is  sprayed  under  pressure  by  means  of  atomisers.  The 
vehicles  are  also  fitted  with  "cabs"  and  adjustable 
wind-screens  to  protect  the  driver  during  inclement 
weather — an  advantage  which  he  no  doubt  appreciates 
when  contrasting  his  lot  with  that  of  his  colleague  on 
the  horse-driven  machine.  These  are  the  chief  fea- 
tures of  our  motor-sweepers,  but  I  shall  be  pleased  to 
supply  anyone  interested  with  a  full  specification 
should  he  desire  it. 

When  the  introduction  of  mechanically  driven  ve- 
hicles in  place  of  horse-drawn  vehicles  was  under  con- 
sideration in  Glasgow,  the  two  points  which  had  to  be 
carefully  borne  in  mind  were  our  old  hard-worked 
friends  "economy"  and  "efficiency."  These  are  vital 
factors — not  only  in  cleansing  work,  but  in  all  work. 

As  regards  economy,  it  is  recognized  that  the  most 
profitable  work  for  petrol-driven  commercial  vehicles 
is  that  which  involves  (1)  heavy  loads;  (2)  long  jour- 

*  Cleansing  Superintendent,  Glasgow,  before  Annual  conference  of  Cleans- 
ing Superintendents. 


neys ;  and  (3)  few  stoppages — as  short  as  possible. 
En  cleansing  work,  motor  street-sweeping  machines 
approach  most  nearly  to  these  ideal  conditions,  and 
this,  I  think,  has  been  demonstrated  in  every  town 
which  has  introduced  such  machines. 

The  journeys  are  long,  the  stoppages  few  and  short, 
whilst  the  load — the  area  swept  in  this  case — is  greater 
than  in  horse-drawn  machines,  and  this  should  be  the 
greatest  possible  consistent  with  speedy  working,  tak- 
ing into  consideration  traffic  conditions,  running  costs, 
and  wear  and  tear  of  machines.  Tt  is  not  surprising, 
therefore,  to  find  that  the  unanimous  opinion  of  those 
who  have  used  motor  sweeping,  machines  is  that  they 
are,  from  an  economical  point  of  view,  a  pronounced 
success.  I  am  able  to  show,  from  the  tabulated  state- 
ments submitted  with  this  paper,  that  the  results  ob- 
tained in  Glasgow  as  compared  with  horse-drawn  ve- 
hicles are  all  in  favor  of  mechanical  sweeping. 

As  to  efficiency,  the  general  consensus  of  opinion 
is  that  motor  street-sweeping  machines  do  the  work 
of  sweeping  quite  as  well — possibly  rather  better  than 
horse-drawn  sweeping  machines.  There  may  be  sup- 
erintendents and  others  who  hold  the  view  that  horse- 
drawn  machines  do  the  work  better,  but  I  am  of  opin- 
ion they  are  in  the  minority.  I  am  afraid  that  those 
who  maintain  that  the  motor  street-sweeping  machine 
does  not  perform  its  work  efficiently  are  swayed  to 
some  extent  by  prejudice.  I  am  assuming,  of  course, 
that  the  motor  sweeper  is  operating  under  good  work- 
ing conditions.  It  is  the  case  that  the  motor  sweeping 
machine,  when  the  brushes  are  nearly  worn  out,  may 
not  efive  as  good  results  during  the  last  half  shift  when 
the  brush  is  in  reality  too  short  for  satisfactory  work. 
This  is  due  to  the  fact  that  the  first  half  shift  of  the 
last  day's  work  has  worn  the  brush  to  that  point. 
It  must  be  borne  in  mind  that  a  motor  sweeper  travel- 
ing over  six  miles  per  hour  wears  out  the  brush  in  a 
much  shorter  time  than  a  horse-drawn  machine,  and 
therefore  a  half  shift  in  a  motor  sweeper  makes  an 
appreciable  difference  in  a  brush,  whereas  in  a  horse- 
drawn  machine  it  is  insignificant. 

One  Advantage  of  Horse-Drawn  Machine 

This  is  one  of  the  few  points  in  which  the  actual 
conditions  suit  the  horse-drawn  machine  better  than 
its  rival  and  enable  it  to  show  in  a  favorable  light — 
it  sweeps  well  to  the  end  of  the  line  of  the  brush. 
But  this  adverse  criticism  of  the  motor  vehicle  only 
applies  to  machines  working  during  the  night,  or  at 
a  considerable  distance  from  the  depot  during  the  day. 
If  working  during  the  day  within  reasonable  distance 
from  the  depot,  the  worn-out  brush  can  be  taken  out 
and  replaced.  With  machines  working  during  the 
night,  or  at  a  considerable  distance  from  the  depot 
during  the  day,  the  unsatisfactory  work  can  be  re- 
duced to  a  minimum  by  working  the  machines  in  teams 
of  three  or  four,  utilizing  the  machine  with  the 
shortest  brush  to  perform  the  first  stroke  throughout 
the  sweeping  operations. 

A  special  feature  of  the  motor  sweeper  which  is 
worthy  of  mention  is  the  water  tank  and  atomizer. 
In  sweeping  operations  during  dry  weather  it  was 
formerly  necessary  to  water  the  streets  in  advance 
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of  the  machine.     By  the  introduction  of  the  water-  In  submitting  statistics  of  the  running  costs  of  our 

spraying  apparatus  on  the  motor  sweeper  the  time  motor  sweeping  machines,  I  would  like  to  say  that  I 

of  the  horse  and  man  with  the  watering  cart  is  saved,  do  so  without  intending  to  set  up  a  comparison  with 

The  state  of  the  surface  of  the  streets  is  frequently  the  results  obtained  in  other  cities  and  towns,  whether 

such   that   smooth-paved   streets   require    watering,  more  economical  or  otherwise.    Speaking  generally, 

whereas  streets  laid  with  setts  do  not  need  damping,  comparisons  of  costs  between  one  place  and  another 

Under  these  conditions  the  atomizer  shows  to  ad-  are  fruitful  of  error  and  misunderstanding,  and  the 

vantage.    It  also  frequently  happens  in  this  variable  reasons  are  not  far  to  seek.    It  would  be  difficult  to 

climate  of  ours  that  in  the  middle  of  the  advance  water-  find  two  industrial  centres  in  which  there  exists  any- 

ing  operations  one  or  more  good  showers  cause  the  thing  like  equality  of  conditions.     The   volume  of 

water  cart  to  look  ridiculous,  and  the  work  of  the  horse  traffic  and  the  proportion  of  area  to  population  differs 

is  rendered  superfluous  so  far  as  the  area  watered  has  almost  everywhere.    Then  again,  the  topographical 

not  been  swept  before  the  rain  came  on.    How  favor-  and  climatic  conditions  and  the  nature  of  the  surface 

ably  the  atomizer  shows  up  tinder  such  circumstances  of  the  streets — which  in  conjunction  with  the-  extent 

is  obvious.    The  only  difficulty  experienced  with  the  of  traffic  largely  determine  the  cost  of  street  cleansing 

spraying  apparatus  is  that  it  chokes  readily  with  glut,  --are  generally  dissimilar. 

or  fine  dust  or  grit,  and  consequently  requires  con-  It  is  only  to  be  expected  that  better  results  will  be 

stant  inspection  and  cleaning.    Tn  fact,  in  Glasgow,  obtained  in  towns  where  good  sweeping  conditions 

and,   I   understand,  some  other  places,  it  has  been  generally  exist  than  in  places  not  so  well  favored.  In 

necessary  to  increase  the  mesh  to  meet  this  objection,  Glasgow  the  density  of  population,  the  vastness  of 

at  the  sacrifice  of  extra  time  lost  in  filling  the  tank  industry,  and  the  great  volume  of  traffic,  render  the 

more  frequently.  conditions  undoubtedly  severe.    .The  material  to  be 

removed  is  greater  than  in  the  same  mileage  of  streets 

TABLE  OF  COSTS  with  equally  good  surfaces,  but  under  different  condi- 

Working  Costs  of  Motor  Sweeping  Machines  for  Year  tjons  as  to  population,  industry  and  traffic.    The  state 

Ended  31st  May,  1916  of  the  dirt  and  its  adherence  to  the  surface  is  deter  - 

Time  Working  days   I-895  mined  by  the  amount  of  traffic  over  it,  and  the  pre- 

Actually  sweeping,  hours    14,846  vailing  weather  conditions.    I  should  think  that  these 

Average  number  of  hours  sweeping  per  day       7.83  drawbacks  are  more  in  evidence  in  Glasgow  than  in 

Total  distance   travelled   to  and   from   sweeping  most  towns.    The  condition  of  the  surface — paved  or 

points      8,330  otherwise — is  a  factor  of  great  importance.  Fortun 

Mileage  swept  !.  .Total   89,393  ately,  in  Glasgow  there  is  no  reason  for  complaint 

Mileage  swept  per  day  Average  ....      47.17  in  this  connection.     A  vast  improvement  has  been 

Mileage  swept  per  hour  Average    6.02  effected  during  the  last  dozen  years,  and  the  condition 

Area  swept,  square  yards  Total  275,814,954  generally    is    very    good.    The  continued  laying  of 

Area  swept,  square  yards   Daily  average.    145,530  smooth  impervious  paving  and  the  gradual  abolition 

Area  swept,  square  yards  Per  hour    18,578  of  macadamizing  is  assisting  greatly  in  this  direction. 

Motor  spirit: —  It  is  therefore  evident  that  inferences  drawn  from  com- 

Total  quantity,  gals   9,811  parisons  between  places  that  are  not  comparable  can 

Total  cost  £585  15   5  not  have  any  real  value. 

Miles  per  gallon,  including  travelling   9  96  Work  ^  EngUsh  Towns 

Miles  per  gallon,  less  travelling   9.11  ...  , 

1  ,,•  t  A1A  While  speaking  of  comparing  results  in  different 

Cost  per  mile,  including  travelling   l-44ri  1  &.  1  & 

^        ...  ...  1  57f|  places,  it  may  be  pointed  out  that  the  amount  of  sweep- 

1    ing  done  by  a  horse-drawn  machine  111  Glasgow  is  ap- 

,      ,  fRoo-n  11  proximately  seventeen  miles    of    track.    In  English 

Drivers'  wages  £599  H  u  *  .  J  .  & 

Z     .       .      .         ,  r    a  towns  this  length  is  never,  to  my  knowledge,  reached, 

Repairs,  cleaning  and  supervision   505    5    4  &        .  >  J  &  » 

,  '  ear  1tl    k  and  is  generallv  given  as  about  twelve  miles.     I  lie 

Motor  spirit   58j  15    5       „    ,     ?  ...      <    te  , 

Oil  grease  and  sundries   90    5    0  effect  01  this  circumstance  on  comparisons  is  clear. 

n'f     ■    ,  j-  c        „  sn   n   a  Motor  sweepers  may  be  doing  exactly  the  same  amount 

Brushes,  including  cost  of  fitting   »1.{    5    8  1  J  &  -  . 

Tires  u  kee   of  135  19  10  °*  work  in  two  different  towns,  and  yet  111  the  one 

Insurance  7fi  12    6  ^C  doing  the  work  of  three  horses,  and  in  the  other  the 

„        .  ..'",11 ,   "    "  ' "  s  (■qa    a    n  work  of  four.    A  bald  statement  that  a  motor  sweeper 

Depreciation  ( 20  per  cent,  per  annum)   694    4    u  .        ,  ,  r 

  is  doing  the  work  of  so  many  horses  in    A,    and  dis- 

£3500  19   8  placing  so  many  in  "R,"  is,  it  will  be  agreed,  value- 

Cost  per  1,000  sq.  yds.  swept,  including  repairs./"    3.05d  '^s  for  the  purposes  of  comparison 
Cost  of  brushes  per  1,000  sq.  yds.,  swept,  includ-  Jt  follows  that  the  standard  of  horses  engaged  in 

71cj  street  sweeping  has  a  distinctive  bearing  on  the  ques- 

Savins  compared  with' horse-drawn  machine         £1,321  12  3  jion  of  comparative  cost  as  applicable  to  mechanical 

haulage.    In  this  connection  1  am  of  opinion  that  in 

Another  advantage  of  considerable  value  to  be  ob-  Scottish  towns  the  greater  amount  of  work  performed 

tained  from  the  use  of  motor  sweeping  machines  may  can  only  be  explained  by  the  fact  that  horses  of  the 

"be  mentioned  here.    It  is  the  working  of  these  mach-  Clydesdale  breed  are  employed  as  against  those  of  the 

ines  in  double  shifts.     In  large  towns,  where  much  "Shire"  type  in  England. 

sweeping  falls  to  be  done,  and  traffic  and  other  condi-         1  had  the  privilege  of  visiting  an  English  town 

tions  permit  of  its  being  partly  performed  during  the  quite  recently,  and  as  the  result  of  personal  observa- 

day,  the  saving  to  be  effected  is  too  obvious  to  require  tion  of  horses  engaged  at  cleansing  work,  I  have  no 

further  comment.    That  is,  of  course,  provided  always  hesitation  in  stating  that  our  horses  overtake  from 

that  day  cleansing  is  approved.    This  is,  I  am  aware,  50  to  75  per  cent,  more  work  than  in  the  town  refer- 

a  matter  of  opinion,  but  in  any  case  it  is  outside  the  red  to. 

scope  of  this  paper.  In  some  towns  in  England  it  is  claimed  that  a 
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motor  sweeping  machine  performs  the  work  of  three 
horse  tit  awn  vehicles,  ami  in  other  places  the  mach- 
ines are  said  to  displace  six  to  seven  horses.  We 
have  ni>t  yet  attained  the  latter  displacement;  hut  as 
near  .i>  po>sihlo  one  motor  sweeper  in  Glasgow  is  over- 
taking the  work  of  three  horses.  While  this  is'  sat- 
isfactory as  far  as  it  goes,  and  is  undoubtedly  more 
economical  than  horse  drawn  vehicles,  one  must  not, 
in  comparing  mechanical  haulage  with  that  of  horses, 
run  awa\  with  the  idea  that  all  the  advantages  are 
on  the  side  of  the  tirst-mentioned.  The  hulk  of  them 
do  lie  with  it  and  give  it  claims  which  fully  justify 
its  preferment,  hut  there  is  something  to  he  said  for 
our  tried  and  faithful  servant  the  horse — still  hold- 
ing it-  own  in  mam  branches  of  cleansing  and  other 
work.  I  refer  particularly  to  its  mobility,  and  this, 
along  with  reliability,  constitute  the  most  important 
points  in  it-  favor.  During  climatic  changes,  or  for 
other  reasons,  it  can  be  transferred  on  the  shortest 
notice  to  do  any  class  of  work  of  a  haulage  nature. 

1  will  illustrate  my  meaning.  Suppose  a  severe 
snowstorm  in  w  inter  takes  place,  every  available  horse 
I 'ecu  taken  from  refuse  removal  and  other  work 
and  is  fully  occupied  in  the  removal  of  snow.  Imme- 
diately the  snow  has  been  remov  ed  frost  sets  in,  ren- 
dering street  sweeoing  of  little  avail  on  account  of 
the  hard  surface.  Tn  that  event  sweeping  may  be  al- 
mosl  entirely  suspended,  and  the  horses  put  to  forward 
the  work  which  had  been  stopped  through  the  snow- 
storm.  There  are  other  periods  of  the  year  when  this 
intcrchangeability  woidd  prove  extremely  advantage- 
ous and  economical.  A  motor  sweeper  can  only  do  the 
sweeping.  This  is  a  point  of  paramount  importance 
to  -mailer  towns;  even  in  larger  towns  where  the  ma- 
jor part  of  the  sw  eeping,  say  eighty  per  cent.,  is  per- 
formed by  motor  vehicles,  it  may  still  be  expedient  to 
reserve  the  remainder  for  horse-drawn  machines. 

Important  Points 

To  i;ct  the  best  work  out  of  a  motor  sweeping  ma- 
chine it  should  he  worked  on  long  stretches,  with  as 
few  turns  as  possible.  This  entails  the  working  in  teams 
of  three  or  four  machines,  according  to  the  width  of 
streets  to  be  swept,  in  order  to  allow  the  work  of 
gathering  and  removal  to  proceed  expeditiously.  An- 
other  advantage  is  an  appreciable  saving  in  front  tires. 
The  turnings  are  invariably  in  the  shortest  radius, 
and  when  frequent  the  grinding  action  is  very  detri- 
mental to  the  tires. 

It  is  essential  that  the  mechanical  parts  of  the  ma- 
chine should  be  kept  in  the  best  of  order.  An  annual 
overhaul,  even  if  no  fault  discloses  itself,  is  to  be  re- 
commended,  and  I  would  therefore  advocate  that  there 
should  be  at  least  one  spare  machine  in  a  fleet  of  ten 
to  twelve  machines. 

The  drivers  should  be  selected  with  the  greatest 
discrimination  with  regard  to  skill  and  care  and  inter- 
i  st  in  their  work.  During  war  time  this  is  difficult — 
in  fact,  impossible — and  in  Glasgow  the  results  are 
reflected  in  the  loss  of  working  days  and  the  repairs 
bill.  An  alert  and  intelligent  foreman  can  assist  the 
work  of  exercising  close  supervision,  planning  of  work 
and  judgment  of  conditions  from  night  to  night.  Wea- 
ther conditions  vary  greatly,  thus  quickly  affecting 
the  state  of  the  surface  of  the  streets.  This  in  turn 
determines  the  pressure  of  the  brush  on  which,  to  a 
large  extent,  the  petrol  consumption,  the  life  of  the 
brush,  and  other  wear  and  tear  of  the  machine 
depend.  A  careless  foreman  or  unobservant  driver 
would  negligently  keep  the  brush  at  the  same  pres- 
sure on  the  surface  of  a  street  that  is  hard  and  dry, 


as  for  one  of  a  pasty  nature.  Regulation  of  pressure 
is  absolutely  necessary  in  the  interests  of  economy. 

At  this  juncture  I  would  offer  the  suggestion  that 
in  normal  times  considerable  advantage  would  be  de- 
rived from  a  series  of  lectures  and  demonstrations  by 
motor  experts  to  drivers  and  foremen. 

A  Word  to  Manufacturers 

Perhaps  a  word  to  motor  manufacturers  may  not 
be  amiss.  They  should  not  rest  on  their  oars  under 
any  misapprehension  that  their  product  is  the  last 
word  in  sweeping  machines.  They  should,  and  I  be- 
lieve will,  devote  their  closest  efforts  to  bring  the  ma- 
chine to  a  greater  degree  of  perfection,  particularly 
with  regard  to  reliability.  The  unreliability  of  the 
machines  may  be  due  to  one  or  more  of  the  following 
reasons:  (1)  defective  design;  (2)  bad  workmanship 
or  material;  (3)  rough  usage;  (4)  negligence  in  atten- 
tion to  repairs,  more  especially  of  the  "stitch  in  time 
saves  nine"  character.  The  first  lies  with  the  experts 
and  there  is  no  excuse  for  the  second.  With  regard 
to  the  third  and  fourth  these  are  the  concern  of  the 
users,  but  at  the  same  time  the  makers  can  help  their 
customers  very  materially  in  these  respects,  and  it  is 
to  them  I  would  direct  their  special  attention.  Rough 
usage  and  careless  handling  are  always  worrying  all 
users  of  motor  vehicles,  and  improvements  in  design 
with  a  view  to  greater  stability  and  to  making  the 
machines  "fool-proof"  as  nearly  as  possible  arc  greatly 
to  be  desired.  Repairs  and  breakdown  at  awkward 
times  are  sources  of  much  annoyance  and  inconveni- 
ence. Improvements  in  design  making  for  greater  fa- 
cility of  continual  inspection,  and  speed  and  simplicity 
in  carrying  out  the  necessary  repairs,  would  save  much 
loss  of  time,  not  to  mention  temper,  and  would  ap- 
proach the  ideal  which  cleansing  superintendents  are 
striving  for  in  this  as  in  every  other  department  of 
their  work. 

In  conclusion,  I  may  say  that  I  feci  honored  in  be- 
ing asked  to  appear  before  you  and  give  you,  as  a 
corporate  body,  the  benefit  of  our  experience  in  Glas- 
gow in  regard  to  this  branch  of  mechanical  enterprise. 
I  quite  realize  that  it  is  only  by  making  ourselves 
helpful  to  one  another — even  at  the  risk  of  well  merit- 
ed criticism — that  we  can  become  more  serviceable  to 
our  respective  corporations.  To  be  harnessed  with 
the  responsibility  of  cleansing  great  cities  and  towns 
must  of  necessity  make  cleansing  superintendents  ever 
on  the  alert  for  ideas  suggestive  of  improvement,  in 
order  that  we  may  make  steady  and  continuous  pro- 
gress in  our  important  sphere  of  municipal  work.  To 
a  great  extent  we  are  responsible  for  the  health  and 
comfort  of  the  citizens,  and  in  our  effort  to  impart 
sweetness  and  attractiveness  to  our  streets,  I  make 
bold  to  say  that,  speaking  generally,  our  army  of  rate- 
payers are  receiving  better  value  for  their  money  than 
they  have  ever  known.  For  much  of  our  advancement 
we  have  in  no  small  measure  to  thank  our  connection 
with  the  Institute  of  Cleansing  Superintendents,  and 
T  am  of  opinion  that,  in  view  of  the  rapid  progress  of 
inventive  genius,  it  would  be  well  if  corporations  were 
more  generous  in  affording  to  members  of  committee 
and  officials  greater  opportunity  of  seeing  for  them- 
selves what  is  being  done  in  the  principal  cities.  The 
expenditure  involved  would  in  all  probability  be  more 
than  repaid  by  the  introduction  of  methods  leading  to 
economy  and  efficiency,  and  at  the  same  time  assist 
even  a  cleansing  superintendent  to  excel  in  a  calling 
which,  to  a  certain  extent,  is  shrouded  in  an  obscurity 
w  hich  never  darkens  the  portals  of  less  important  but 
more  attractive  branches  of  municipal  work. 
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The  Thickness  of  Flat  Concrete  Floor  Slabs 

A  Theoretical  Discussion  Bearing  on  the  Depth  of  Reinforced 
Floors — Geometrical   and    Mechanical   Treatment  Impossible 

  By  Henry  T.  Eddy!  —  "  


^  1^  I  T  K  correct  thickness  of  a  reinforced  flat  slab 
I        depends  not  only  upon  the  distance  between 
JR.       centers  of  supports  and  upon  the  design  load, 
but  upori  the  diameter  of  the  column  cap  and 
upon  the  steel  ratio  in  such  a  complicated  manner  that 
it  is  impossible  for  it  to  be  determined  directly  from 
geometrical  and  mechanical  considerations,  especially 
in  view  of  the  fact  that  the  resisting  moment  of  the 
steel  is  the  product  of  the  unit  stress  times  the  cross 
section  of  the  reinforcing  steel  multiplied  by  its  arm, 
and  either  of  these  last  two  factors  may  consequently 
be  varied  at  the  expense  of  the  other  without  varying 
their  resisting  moment. 

It  is  highly  desirable  therefore  to  employ  some  em- 
pirical formula  for  the  thickness  of  the  slab  from  which 
a  value  may  be  obtained  that  is  based  on  such  a  wide 
range  of  successful  construction  as  to  give  confidence 
in  its  reliability,  and  that  at  the  same  time  is  as  simple 
as  possible. 

In  the  foregoing  statement  it  is  implied  that  it  is 
quite  possible  to  design  slabs  of  different  thicknesses 
for  the  same  span  and  design  load  and  yet  so  propor- 
tion them  that  they  will  all  have  the  same  strength. 
Their  stiffness  will,  however,  be  different,  and  some 
of  these  designs  will  be  more  economical  than  others. 
Balanced  reinforcement  will  not  necessarily  nor  prob- 
ably  furnish  the  most  economical  design,  nor  one  that 
is  the  stiffest,  nor  one  that  is  the  most  advantageous 
from  every  point  of  view. 

As  a  general  principle  it  is  advisable  to  have  the 
slab  so  designed  that  the  concrete  in  the  compression 
fcone  is  stronger  than  the  steel  in  the  tensile  zone, 
because  the  steel  has  more  definite  and  better  known 
properties  than  the  concrete,  and  in  case  the  steel  is 
the  weaker  element,  since  the  strength  of  any  structure 
depends  upon  its  weakest  element,  the  strength  of  the 
slab  may  then  be  known  with  certainty,  because  it 
will  depend  upon  the  properties  of  sCtch  a  dependable 
element  as  the  steel  and  not  upon  an  unreliable  and 
fragile  material  like  concrete.  This  will  require  that 
the  slab  be  under-reinforced  and  not  over-reinforced. 

Perhaps  the  most  dangerous  fallacy  common  re- 
specting flat  slabs  is  in  making  the  assumption  that 
it  is  advantageous  to  so  greatly  increase  the  percent- 
age of  steel  as  to  cause  over-reinforcement,  a  thing  that 
is  easy  to  do,  since  slabs  require  only  about  half  the 
percentage  of  belt  reinforcement  needed  by  beams. 

This  principle  of  nnder-reinforcement  fixes  an  up- 
per limit  to  tlie  permissible  or  available  steel  ratio 
in  slabs,  which  in  turn  fixes  their  minimum  thickness 
in  a  manner  similar  to  the  minimum  thickness  of  beams 
as  has  been  determined  in  our  treatise  on  Concrete- 
Steel  Construction,  page  86.* 

It  has  been  found  that  a  formula  for  the  effective 
thickness  d  and  the  total  actual  thickness  h  of  a  flat 
slab  which  will  express  the  values  of  these  quantities 
in  inches  with  great  accuracy  is  of  the  following  forms, 
viz. : 

d  —  h  —  a  =  V  (wo  +  b)/c 
L'  =  the  span  from  centre  to  centre  of  supports 


{Professor,  University  of  Minnesota  in  Engineering;  and  Contracting. 
Middy  and  Hurner,  Minneapolis,  1914. 


in  feet;  w>  =  the  total  design  working  load  in  pounds 
per  square  foot;  a  ==  the  mean  vertical  distance  at 
mid  span  in  inches  from  the  centre  of  action  of  the 
steel  to  the  bottom  of  the  slab,  assumed  as  }i  in.  = 
0.875  for  reinforcement  consisting  of  }i  in.  round  rods, 
and  as  1  in.  for  )/>  in.  rounds  while  b  and  c  are  con- 
stants determined  so  as  to  adjust  the  formula  to  safe 
practice.  It  will  be  observed  that  w»  in  the  formula 
is  the  working  live  load  per  square  foot  at  any  span 
whatever  and  b  and  c  are  so  determined  that  L',  w«  and 
h  or  d  in  the  formula  may  be  regarded  for  graphical 
purposes  as  co-ordinates  of  a  ruled  surface  in  which, 
if  L'  and  w<  be  used  as  rectangular  co-ordinates  in  a 
horizontal  plane,  h  or  d  is  the  vertical  distance  or 
ordinate  of  the  surface  above  that  plane,  but  the  plane 
from  which  d  is  measured  is  %  in.  above  that  of  h. 
This  surface  is  an  elementary  doubly  ruled  surface 
known  as  a  hyperbolic  paraboloid  in  which  at  any 
given  or  assumed  value  of  L'  the  thickness  h  increases 
uniformly  with  w»,  and  at  any  given  value  of  w»  the 
thickness  increases  uniformly  with  L'.  Using  con- 
venient approximate  values  of  a,  b  and  c  for  %-in. 
round  reinforcing  rods  the  formula  may  be  written  in 
the  following  form : 

h  ==  0.87  +  L'  (w»  +  700)/2500  (I) 

in  which  h  ==  the  total  thickness  of  the  slab  in  inches, 
and  L'  =  the  distance  in  feet  from  centre  to  centre  of 
supports  of  a  square  panel,  while  w«  =  the  working 
live  load  per  square  foot  of  panel  in  pounds. 

The  manner  in  which  the  numerical  values  of  b 
and  c  given  in  (1)  were  obtained  by  calculation  from 
any  two  known  thicknesses  when  once  the  general 
form  first  given  had  been  assumed  is  as  follows: 

It  is  known  from' experience  that  for  a  17-ft.  panel 
and  a  design  live  load  of  200  lb.  per  square  foot  h  = 
7  in.  nearly,  and  for  a  23-ft.  panel  and  a  design  live 
load  of  400  lb.  per  square  foot  h  =  11  in.  nearly. 
Hence  the  general  formula  for  these  two  loads  and 
these  spans  reduces  to 

7=0.87+ 1 7  (200+b)/c 
11  =0.87+23  (400+b)/c 
Hence,  b  =  700  and  c  =  2,500  nearly.    Formula  (1) 
may  also  be  written  in  a  form  convenient  for  cal- 
culation as  follows: 

h=0.87+0.0001  V  (4wo+2,800)  (1). 

In  Table  1  are  given  the  numerical  values  of  the 
thickness  h  for  various  spans  L'  from  14  to  32  ft. 
and  various  live  loads  w«  from  80  to  600  lb.  per  square 
foot  calculated  in  accordance  with  formula  (1  )>.  The 
work  of  calculating  this  table  is  greatly  facilitated  by 
noting  that  for  any  given  value  of  L',  h  varies  as  w«, 
and  for  any  given  value  of  w»,  h  varies  as  L';  that  is. 
there  is  a  constant  difference  in  the  values  of  h  per 
hundred  pounds  along  any  given  horizontal  line  and 
a  constant  difference  per  foot  of  span  down  any  given, 
column  of  the  table. 

THe  values  of  h  given  in  Table  I  agree  closely  with 
the  values  of  the  design  thickness  given  in  the  standard 
tables  employed  for  Mushroom  slabs  from  which  the 
floors  of  more  than  2,(K)0  buildings  have  been  success- 
fully constructed,  but  the  values  in  Table  1  are  very 
slightly  in  excess  of  those  found  in  these  standard 
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I  HU  KXI'SS  h  OK  KOUCll  SLAB  WITH  #-lN.  ROUND  RODS. 


li  ss  0.87 

+  (4  Wo  + 

3800.)  L'/104 

=  0.8 

7  -p  d  inches 

L'  =  spun  in 

feet. 

Wo  = 

live  load  in 

lb.  per 

sq.  ft. 

W*O=80. 

100 

125 

150 

200 

250 

300 

350 

400 

450 

500 

550 

GOO 

5.24 

5.35 

5.49 

5.63 

5.91 

(i.  1  9 

0.47 

6.75 

7.03 

7.31 

7.59 

7.87 

8.15 

\$M 

5.67 

5.82 

5.97 

6.27 

6.57 

6.87 

7.17 

7.47 

7.77 

8.07 

8.37 

8.G7 

5.87 

5.99 

6.15 

6.31 

6.63 

0.95 

7.27 

7.59 

7.91 

8.23 

8.55 

8.87 

9.19 

(1.18 

6.31 

6.48 

6.65 

6.99 

7.33 

7.67 

8.01 

8.35 

8.09 

9.03 

9.37 

9.71 

0.47 

0.63 

6.81 

6.99 

7.35 

7.71 

8.07 

8.43 

8.79 

9.15 

9.51 

9.87 

10.23 

0.80 

6.95 

7.14 

7.33 

7.71 

8.09 

8.47 

8.85 

9.23 

9.61 

9.99 

10.37 

10.75 

7.11 

7.27 

7.47 

7.67 

8.07 

8.47 

8.87 

9.27 

9.69 

1  0.07 

10.47 

10.87 

11.27 

7.43 

7.59 

7.80 

8.01 

8.43 

8.85 

9.27 

9.69 

10,11 

10.53 

10.95 

11.37 

11.79 

7.74 

7.91 

8.13 

8.35 

8.79 

9.23 

9.67 

10.11 

10.55 

10. 99 

11.43 

11.87 

12.31 

8.05 

8.23 

8.46 

8.69 

.  9.15 

9.61 

10.07 

10.53 

10.99 

11.45 

11.91 

12.37 

12.83 

8.36 

8.55 

8.79 

9.03 

9.51 

9.99 

10.47 

10.95 

11.53 

11.91 

12.39 

12.87 

13.35 

8.67 

8.87 

9.12 

"9.37 

9.87 

10.37 

10.87 

11.37 

11.87 

12.37 

12.87 

13.37 

13.87 

8.99 

9.19 

9.45 

9.71 

10.23 

10.75 

11.27 

11.79 

12.31 

12.83 

13.35 

13.87 

14.39 

9.30 

9.51 

9.78 

10.05 

10.59 

11.13 

11.07 

12.21 

12.75 

13.29 

13.83 

14.37 

14.91 

9.61 

9.83 

10.11 

10.39 

10.95 

11.51 

12.07 

12.63 

13.19 

13.75 

14.31 

14.87 

15.43 

9.92 

1  o.  i  :> 

10.44 

10.73 

11.31 

11.89 

12.47 

13.05 

13.63 

14.21 

14.79 

15.37 

15.95 

10.23 

10.47 

10.77 

11.07 

11.67 

12.27 

12.87 

13.47 

14.07 

14.67 

15.27 

15.87 

10.47 

10.55 

10.79 

11.10 

11.41 

12.03 

12.65 

13.27 

13.89 

14.51 

15.13 

15.75 

16.37 

10.99 

10.86 

11.11 

11.43 

11.75 

12.39 

13.03 

13.67 

14.31 

14.95 

15.59 

16.23 

10.87 

17.51 

14  x  14 

15  x  15 
10  x  10 
17  x  17 
IS  x  IS 

19  X  10 

20  x  20 
N  x  21 
23  X  22 

23  X  23 

24  x  24 
85  x  25 
26  x  26 

37  x  27 

38  x  38 


30  x  30 

31  x  31 

32  x  32 

tables  for  large  spans  and  heavy  live  loads. 

It  seems  desirable  t<>  prescribe  a  minimum  thick- 
ru  ss  of  h  =  6  in.  which  should  be  adopted  in  practice 
in  place  of  the  few  slightly  smaller  values  computed 
in  Table  I. 

In  case  of  rectangular  panels  the  span  of  the  longer 
side  of  the  panel  is  that  designated  by  L',  for,  the  thick- 
ness of  a  floor  consisting  of  rectangular  panels  not 
square  should  be  the  same  as  that  of  a  floor  of  square 
panels  having  the  same  total  load  and  the  same  span 
as  the  longer  side  of  the  rectangular  panels,  because 
for  the  same  load  the  bending  moments  across  the 
belt  on  the  longer  side  will  be  the  same  in  both  cases 
and  further  the  thickness  should  be  governed  by  the 
moments  at  mid-span  across  this  side  rather  than  by 
those  across  the  shorter  side,  since  they  are  the  larger. 

In  order  to  compute  the  dead  load  of  the  slab  per 
square  foot  assume  that  reinforced  concrete  weighs 

the  average  150  lbs.  per  cubic  foot  or  150/12=12.5 
lb.  per  inch  of  thickness  per  square  foot  of  slab.  The 
dead  load  W>  per  square  foot  consequently  may  be  cal- 
culated from  h  the  thickness  in  inches  as  follows: 
w.=  12.5h=100h/8  (2) 

The  value  of  w  for  the  several  thicknesses  already 
computed  is  readily  calculated  by  (2)  and  tabulated. 
The  value  of  the  total  load  is  therefore — 

\v=w»+wi  (3) 

which  is  the  sum  of  the  live  and  dead  loads  per  square 
foot  of  slab.  This  may  also  be  readily  tabulated 
for  the  same  live  loads  and  spans  as  in  Table  I.  Tabu- 
lar increments  for  (2)  or  (3)  are  constant  for  equal 
increments  of  L'  or  w<>. 

A  formula  for  the  minimum  thickness  of  flat  slabs 
different  from  (1)  has  recently  been  proposed  in  the 
new  ruling  on  the  design  of  reinforced  concrete  flat 
slab  floors  in  the  city  of  Chicago,  as  follows: 

h  =  .032L'VW  (1)= 

in  which  U,  w  and  h  have  the  meanings  already  de- 
fined in  equations  (1)  and  (3),  except  that  U  is  "de- 
fined as  the  average  distance  centre  to  centre  of  col- 
umns of  the  long  and  short  sides  of  a  rectangular 
panel." 

It  is  somewhat  tedious  to  compute  values  of  h  by 
this  formula  (1  )s  because  the  dead  load  depends  upon 
the  thickness  which  is  to  be  computed,  a  fact  which 

essitates  repeated  trials  to  find  h,  a  difficulty  avoid- 


ed in  equations  (1)  and  (1)..  If,  however,  a  table  of 
values  of  h  be  computed  from  (1)=,  like  Table  I,  it  will 
be  found  that  the  values  of  h  so  computed  which  lie 
on  a  diagonal  line  across  the  table  from  the  lower  left- 
hand  corner  where  L'=32  and  w«=80  to  a  point  on  the 
upper  line  where  L/=14  and  w>=400  are  nearly  iden- 
tical with  those  in  Table  I,  but  that.  gives  values 
of  h  that  are  increasingly  larger  than  those  in  Table  I 
the  nearer  they  lie  to  the  lower  right-hand  corner  of 
the  table.  At  L=32,  wo=600,  the  value  of  h  so  com- 
puted would  be  nearly  22  in.  instead  of  17.5  in.  as 
given  in  Table  I,  and  at  L'=32  and  w«=400  the  value 
of  h  would  exceed  that  in  Table  I  by  more  than  3y>  in. 

Again  (l)a  gives  increasingly  smaller  values  of  h 
than  those  in  Table  I  for  all  points  which  lie  nearer 
the  upper  left-hand  corner  at  L'=14  and  w»=80,  at 
which  point  the  difference  amounts  to  more  than 
1-1/3  in. 

But  these  last  excessively  small  and  inadmissible 
values  of  the  thickness  are  taken  care  of  in  the  Chicago 
ruling  by  a  special  blanket  clause  providing  that  "in 
no  case  shall  the  slab  thickness  be  less  than  one  thirty- 
second  (1/32)  of  the  panel  length  for  floors,  one 
fortieth  (1/40)  for  roofs,  and  also  not  less  than  6  in." 
This  last  clause  would  need  to  be  applied  to  all  points 
of  a  table  of  values  for  h  computed  by  equation  (1)? 
between  the  upper  left-hand  corner  and  a  diagonal  line 
drawn  from  L'  =  22'  and  wi  =  80  lb.,  to  L'  =  14'  and 
wo  =  300,  while  the  clause  requiring  h  greater  than 
L/32  would  apply  to  all  points  in  the  table  where  w«  is 
less  than  200  lbs.  approximately.  Any  ruling  in 
which  the  exceptions  cover  so  large  a  part  of  the  usual 
run  of  buildings  evidently  cannot  be  regarded  as  hav- 
ing any  scientific  or  theoretically  correct  basis. 

It  is  stated,  however,  in  the  paper  previously  refer- 
red to  that  (1)-  is  based  on  ah  accumulation  of  test 
results  in  the  office  of  the  Chicago  Building  Depart- 
ment from  which  the  data  respecting  10  selected  build- 
ings are  tabulated.  It  seems  desirable  to  compare  the 
actual  thicknesses  h  of  these  10  selected  slabs  with 
the  thickness  hi  calculated  according  to  (1).  and  the 
thickness  In  according  to  (1)-,  as  shown  in  the  accom- 
panying table.  The  values  of  h>  as  given  are  only  ap- 
proximate and  are  based  on  a  dead  load  due  to  a 
thickness  h.  They  are  consequently  all  except  No.  9 
somewhat  larger  than  would  be  obtained  by  a  more 
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exact  calculation.  It  is  evident  that  so  far  as  these 
thicknesses  are  concerned  which  were  specially  se- 
lected to  support  (1)=  they  are  more  nearly  in  accord- 
ance with  (l)t  than  with  (1)2. 

Building                               h.  h.  b. 

1.  Lyon  &  Healy   7.5  '     8  7.1 

2.  111.  Wall  Paper  . . :  ...    8.5  8.4  7.5 

3.  Ed.  Katzinger  '.   .  .  .  8  7.4  7.4 

4.  Sears-Roehuck   8  7.4  7.2 

5.  Adam  Schaaf   8  7.4  7.2 

6.  H.  Exp.  &  Van   6.5  6  4.8 

7.  Am.  Book  Co   10  8.6  9.2 

8.  Int.  Register    7.5  6.2  6.5 

<).  Donnelly   11  10.8  11.8 

10.  Ford  Motor  11        10.4  10.3 

The  same  is  true  of  the  data  contained  in  a  table 
■  if  buildings  built  en  the  Acme  System  given  by  Mr. 
Condron  of  Chicago,  the  designer  of  two-way  flat 
slabs,  tabulated  in  a  paper  by  him  on  page  8  of  the 
Western  Contractor,  Kansas  City,  March  12,  1913,  in 
which  the  deviations  of  the  actual  thicknesses  from 
the  values  calculated  by  (1)?  are  very  striking,  while 
the  values  calculated  by  (1)'  are  mostly  in  good  agree- 
ment with  the  thicknesses  of  the  slabs  as  actually 
built.  So  far  as  can  be  seen  from  these  comparisons 
I  1  |i  accords  much  more  closely  with  accepted  practice 
than  does  (!)-•.    For  large  spans  and  heavy  loads  the 


divergence  of  (1)=  and  (1>  is  relatively  so  large  as 
apparently  to  make  thicknesses  computed  according 
to  (1)?  prohibitive  by  reason  of  the  large  useless  addi- 
tional dead  load  called  for. 

There  are  three  criteria  according  to  which  judg- 
ment may  be  passed  upon  the  correctness  of  the  thick- 
nesses as  above  computed. 

One  of  these  has  already  been  mentioned,  namely, 
good  agreement  with  a  wide  range  of  common  prac- 
tice, which  would  usually  be  regarded  as  an  ample 
and  sufficient  basis  for  an  empirical  formula,  and  in 
fact  is  the  only  basis  adduced  in  favor  of  the  Chicago 
Ruling,  but  as  has  been  shown  the  agreement  in  that 
case  is  not  so  good  as  is  desirable. 

The  second  criterion  is  that  the  thickness  shall  not 
be  so  small  as  to  produce  undue  compressive  stresses 
in  the  slab  nor  require  an  unduly  high  percentage  of 
steel.  The  fulfillment  of  this  second  criterion  depend  ■> 
upon  the  existence  and  validity  of  a  complete  analytic- 
al theory  of  the  stresses  in  flat  slabs  such  as  the  pre- 
sent writer  has  developed  elsewhere,  by  which  thick- 
ness as  above  computed  has  .been  found  sufficiently 
large  to  fulfil  all  requirements  of  this  nature. 

,  The  third  criterion  requires  that  the  thickness  shall 
not  be  so  small  as  to  allow  deflections  that  are  pro- 
hibitive from  a  structural  or  practical  standpoint.  It 
has  been  found  that  all  requirements  of  this  kind  are 
also  fully  met  by  the  thickness  as  above  computed. 


Buying  Coal  on  a  Heat  Unit  Basis 

 —  By  R.  O.  Wynne-Roberts*   


1*1  HE  present  movement  in  almost  all  lines  of 
business  activity  is  to  adopt  more  scientific 
methods.   The  war  has  established  this  in  our 
minds  and  it  remains  to  be  seen  if  the  severe 
fesson  will  be  effectual  and  lasting. 

We  buy  wheat  according  to  the  government  stand- 
ard of  grading;  no  merchant  would  accept  a  carload 
of  wheat  without  adopting  the  best  recognized  tests. 
The  iron  founder  buys  iron  according  to  a  certain 
standard.  Engineers  specify  the  composition,  quality 
and  strength  of  Portland  cement.  Lime  is  standard- 
ized according  to  the  quantity  of  calcium  oxide  it  con- 
tains. Even  sand  is  often  specified  in  America  to  be 
of  a  certain  effective  size  and  to  conform  to  a  pre- 
scribed co-efficient  of  uniformity.  Electrical  materi- 
als must  comply  with  certain  rigid  standards.  Paper 
must  be  of  a  particular  weight,  strength  and  quality. 
But  coal,  which  is,  often,  a  large  proportion  of  the 
working  expenses  of  an  undertaking,  is  usually  pur- 
chased without  any  specified  standards  as  to  quality; 
the  commercial  name  is  generally  accepted  although 
it  is  often  a  misnomer. 

Coal  is  consumed  in  large  quantities  in  Canada  for 
industrial  and  heating  purposes.  The  consumption 
in  winter  time  must  form  a  valuable  source  of  revenue 
to  the  railway  and  steamship  companies  as  well  as  the 
merchants,  dealers  and  carriers,  who  are  engaged  in 
the  coal  business. 

As  coal  is  consumed  to  produce  heat,  it  seems  ra- 
tional that  heat  should' constitute  the  basis  of  its  pur- 
chase. This  is  what  is  being  done  by  the  United 
States  Government  for  all  its  departments,  by  the 
municipal  and  educational  departments  of  Chicago 
and  by  large  industrial  companies  of  America.  It  is 
also  the  basis  of  contract  for  a  large  number  of  British 

*  Consulting  Engineer;  Toronto. 


companies.  The  Swiss  Government  have  adopted  the 
principle  for  the  purchase  of  coal  for  New  State  Rail- 
ways and  other  European  countries  are  buying  coal 
on  contracts  based  on  heat  unit  tests. 

Many  engineers  still  contend  that  the  real  prac- 
tical test  of  coal  is  the  quantity  of  steam  it  produces. 
There  are,  however,  so  many  conditions  which  can 
be  varied  and  so  much  depends  on  the  men,  that  it 
is  not  the  most  reliable  test,  and  moreover,  it  would 
not  be  possible  in  ordinary  heating  plants.  The  testing 
of  coal  on  these  lines  after  accepting  delivery  of  the 
same  often  ends  in  recriminations  and  criticisms  which 
lead  to  no  satisfactory  conclusion. 

The  testing  of  coal  for  heat  units,  ash  and  moisture 
is  recognized  by  engineers,  and  it  seems  unnecessary 
to  discuss  the  question.  Yet,  whilst  its  recognition 
is  general,  its  practice  is  not  so.  The  reasons  for  this 
apparent  anomaly  are  probably  due  to  indifference, 
trouble,  lack  of  facilities,  or  the  cost.  The  value  of 
the  tests  has  been  proved,  for  the  Chicago  Educational 
Department  are  reputed  to  save  $100,000  per  annum 
since  the  adoption  of  this  scientific  system. 

The  United  States  departments  test  coal  to  ascer- 
tain the  heat  units  and  the  quantity  of  ash  content. 
The  contractor  bids  a  price  per  ton  and  stipulates  the 
B.t.u.  and  percentage  of  ash.  If  the  tests  prove  that 
the  coal  contains  a  more  or  less  percentage  of  heat 
units  than  the  guarantee,  additions  or  deductions  are 
made  in  the  same  proportion.  If  the  coal  contains 
1  per  cent,  less  ash,  then  a  premium  of  1  per  cent,  is 
added  to  the  contract  price,  [f  the  coal  contains  up 
to  2  per  cent,  more  ash,  no  deductions  are  made,  but 
when  over  2  per  cent,  more  ash  is  present  deduc- 
tions are  made. 

This  principle,  although  simple,  is  not  generally 
accepted  by  other  consumers  of  coal.    The  more  gen- 
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era]  basis  is  t"  include  the  moisture  content  in  the 
calculations. 

[Tie  contractor  offers  to  supply  coal  at  a  certain 
price  and  at  the  same  time  he  states  the  heat  value, 
ash  and  moisture  contents.  In  other  words,  he  offers 
t>>  supply  a  definite  number  of  heat  units  for  one  cent. 

The  specification  stipulates  how  the  coal  is  to  he 
tested  and  how  the  contract  price  will  he  affected  hy 
the   variations   from   the  guarantee.     The  following 

formulas  will  show  how  this  method  operates. 

I II— (11XM)]X2000      200011  (1— M) 

(1)  Cg   ±=    =   

P  +  AP/2  P  +  AP/2 

[H— (HXM)]  X  2000  AP 

(2)  Dv  =   ■■  

Cg  2 

Where 

<  g    Contract  guarantee,  or  heat  units  for  one  cent. 

I  )\    Value  of  delivered  coal  in  cents  per  ton. 

II  Heat  units  in  one  pound  of  dry  coal. 

M      Moisture  percentage  expressed  in  decimal,  for 

example,  5  per  cent,  equals  .05. 
\     Value  of  percentage  of  ash. 
P=  Contract  price  per  ton  expressed  in  cents. 
If  the  contractor  quoted,  say,  $6.00  per  ton  and 
guaranteed  12,500  H.t.u.  per  lb.,  6  per  cent,  moisture 
and  7  per  cent,  ash,  then  formula  (1)  would  result  in 

2000  x  12500  (1— .06) 

Cg  =  

600  +  (300  x  .07) 
=  37,842  heat  units  for  one  cent. 

Suppose  the  coal  only  gave  12,200  B.t.u.  per  lb.,  the 


ash  was  8  per  cent,  and  the  moisture  5  per  cent.,  then 
the  formula  ( 1 )  would  he 

2000  x  12,200  (1— .05)  600  x  .08 

Dv  =  

37,842  2 
612.5  '  —  24 

=    58S.5  cents  per  ton. 

The  following  are  some  of  the  advantages  of  Inly- 
ing coal  on  the  heat  unit  basis:  The  contractor  knows 
what  he  has  to  do  and*  also  knows  that  the  tenders 
are  easily  and  satisfactorily  selected.  The  aldermen 
can  see  at  once  that  the  cheapest  coal  is  that  which 
furnishes  the  greatest  number  of  heat  units  for  one 
cent.  The  method  is  conducive  to  greater  competition 
among  the  contractors  because  they  know  that  tenders 
will  be  accepted  according  to  merit;  the  Chicago  Edu- 
cational Board  usually  had  three  or  four  bids  for  coal 
supply,  but  when  the  heat  unit  basis  was  adopted,  the 
number  of  tenders  increased  immediately  to  20.  The 
price  fixed  is  based  on  the  quality  of  coal  supplied  and 
therefore  it  acts  as  a  check  on  the  colliery  and  coal 
merchant.  It  further  has  the  effect  of  inducing  the 
coal  agents  to  supply  the  coal  or  the  mixtures  of  coal 
which  will  give  the  best  results,  and,  knowing  that 
tests  are  being  made  frequently,  the  quality  of  coal 
must  be  maintained.  The  consumer  is  protected  in- 
asmuch as  he  pays  for  the  service  rendered  and  not 
for  a  name  which  may  be  misapplied.  It  was  found 
in  Hamburg  that  one  result  of  coal  testing  was  a 
great  abatement  of  the  smoke  nuisance. 

The  general  adoption  of  the  above  system  of  coal 
testing  and  payment  by  results  will  constitute  a  very 
important  step  along  the  lines  of  efficiency  and 
economy. 


Irrigation  Systems,  Methods  and  Structures 

Preliminary  Investigations  that  Are  Required  Before  Installing 
an  Artificial  Watering  Scheme — Types  of  Reservoirs  and  Works 


Irrigation  refers  to  the  watering  of  farm  land  hy 
the  employment  of  artificial  methods.  It  involves  a 
systematic  application  of  water  with  the  object  of 
promoting  present  or  prospective  growth,  its  purpose 
being  to  assist  the  means  of  nature,  or  in  arid  and 
semi-arid  regions  to  provide  the  moisture  necessary 
to  make  land  fertile.  Agriculture  by  this  method  pro- 
duces most  abundant  and  luxuriant  crops,  since  water 
is  provided  only  when  needed  and  always  in  exactly 
the  amount  required.  In  artificial  irrigation,  there  is 
involved  an  easily  regulated,  uniform  treatment  of 
farm  soil.  For  intensive  cultivation,  an  artificial  sup- 
ply of  water,  abundant  in  quantity  and  uniformly  dis- 
tributed, such  as  irrigation  provides,  is  necessary  for 
the  "forcing  of  the  growth,  and  by  this  method  two  or 
more  crops  can  be  arranged  per  season. 

Jn  watering  land  by  artificial  means,  ditches  are 
constructed,  which  lead  from  the  source  of  supply  and 
are  so  aligned  and  graded  that  the  water  flows  through 
and  from  them  into  minor  channels  and  from  them,  in 
turn,  to  further  distributary  channels,  leading  finally 
to  the  field,  by  means  of  ploughed  furrows  or  other- 
wise. Irrigation  systems  require  a  great  deal  of  skill 
in  their  design,  in  order  to  employ  methods  whereby 
the  water  may  be  applied  in  the  easiest,  least  ex- 
pensive and  most  surely  uniform  manner,  which  is  by 
the  action  of  gravity  and  natural  flow.   A  study  of  an 


irrigation  project  involves  a  careful  and  exact  analysis 
of  hydrographical  data,  in  order  to  determine  the  char- 
acter and  volume  of  the  source  of  supply  and  its  suit- 
ability for  the  work  required.  Careful  examination 
must  also  be  made  of  the  land  conditions,  to  develop 
the  correct  alignments  and  grades. 

Irrigation  propositions  have  been  well  developed 
in  the  Canadian  West  and  in  the  western  United 
States  by  railway  companies,  the  respective  govern- 
ments and  private  corporations.  The  climatic  condi- 
tions in  this  locality  are  such  as  to  warrant  irriga- 
tion schemes.  Rain  is  irregular  and  very  dry  seasons 
are  experienced,  but  the  soil  is  of  such  a  character  that 
productive  and  abundant  crops  result  from  the  applica- 
tion of  moisture  by  artificial  methods. 

Hydrographical  Data 

In  planning  any  irrigation  project,  the  first  under- 
taking is  to  determine  whether  sufficient  w  ater  is  avail- 
able. This  requires  hydrographical  investigations  to 
obtain  full  information  regarding" precipitation,  run 
off,  and  stream  flow. 

Precipitation 

Precipitation  of  rain  fall  is  a  governing  factor  in 
the  supply  of  water  available  for  irrigation  purposes, 
where  soil  and  climate  are  favorable  to  the  growing 
of  crops.    An  estimate  of  the  probable  future  rainfall 
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must  be  made  after  a  careful  examination  of  the  past 
records  of  precipitation  in  the  locality  extending  over 
a  number  of  years.  If  precipitation  is  known  to  vary 
appreciably  from  year  to  year,  it  is  wise  to  base  the 
estimated  future  rainfall  on  minimum  values  in  com- 
puting an  available  irrigation  supply.  It  is  necessary, 
though,  to  make  the  design  of  structures  sufficiently 
strong  to  withstand  the  maximum  precipitation  which 
may  occur. 

Run-off 

The  run-off  from  a  watershed  is  water  that  flows 
in  streams  draining  the  watershed.  Run-off  from  a 
catchment  area  may  be  expressed  in  two  ways — either 
as  the  number  of  second-feet  of  water  in  the  streams 
draining  the  area,  or  as  the  number  of  inches  in  depth 
of  a  sheet  of  water  spread  over  the  entire  catchment. 
Run-off  is  sometimes  based  on  precipitation  data, 
which  is  naturally  expected  to  be  a  governing  factor, 
hut  a  large  number  of  variable  conditions,  such  as 
evaporation,  climatic  and  topographical  features,  stor- 
age, etc.,  have  a  modifying  influence.  The  rates  of  run- 
off also  vary  on  the  different  portions  of  a  given 
drainage  area  ;  thus  in  a  large  basin  the  rates  of  run- 
off may  be  small  if  the  greater  portion  of  the  basin 
is  nearly  level,  but  at  headwaters  of  the  streams, 
where  the  slopes  arc  steep,  the  rate  of  run-off  will  be 
greater. 

..  The  safe  possible  yield  for  water  supply  cannot  be 
computed  until  the  following  data  are  obtained:  (1) 
catchment  area;  (2)  rainfall — (a)  minimum  year,  (b) 
series  of  dry  years,  (e)  average  of  a  long  series;  (3) 
ground-water  data;  (4)  available  storage  capacity  of 
the  stream;  (5)  loss  by  evaporation  and  percolation; 
(6)  measurements  of  actual  run-off  of  the  stream. 

Stream  Flow 

Where  the  catchment  area  is  comparatively  level 
and  well  covered  with  timber  and  grass  and  the  soil 
(h  ep,  the  rate  of  run-off  is  consequently  low  and  the 
discharge  of  streams  is  nearly  constant,  being  subject 
to  few  and  not  excessive  flood  rises.  This  occurs 
where,  as  in  most  cases,  the  larger  portion  of  water 
reaches  the  streams  by  seepage.  Where  the  catch- 
ment basin  is  precipitous  and  barren  very  little  water 
soaks  into  the  soil,  and  after  a  heavy  storm  most  of 
the  water  runs  off  in  a  very  short  period,  resulting  in 
great  floods. 

In  cases  where  the  annual  discharge  of  a  stream  is 
not  known,  approximate  data  can  be  obtained  by  multi- 
plying the  depth  of  run-off  by  the  area  of  the  catch- 
ment basin.  This  gives  approximate  information  re- 
garding the  mean  annual  discharge,  but  does  not  in- 
dicate the  monthly  variation,  especially  during  the  ir- 
rigation period.  A  discharge  curve  is  important  for 
this  purpose,  and  if  such  a  record  is  not  available, 
gaugings  should  be  made.  • 

Determination  of  Discharge 

The  surface  flow  of  streams  may  be  determined  in 
three  ways:  (1)  By  measuring  the  slope  and  cross- 
section  and  applying  a  formula  of  the  Chezy  and  Kut- 
ter  type — this  method  is  very  rough  and  should  he 
used  only  in  special  cases,  as  in  flood  times  or  when 
no  water  is  flowing;  (2)  by  weirs,  using  the  Francis 
formula — this  method  is  quite  accurate;  (3)  by  using 
a  current  meter — from  which  the  results  obtained  are 
fairly  accurate  provided  the  instrument  is  kept  in 
repair. 

Rating  Tables 

For  stations  with  permanent  beds,  it  is  possible 
to  prepare  from  the  data  collected,  station-rating  tables, 


each  of  which  gives  for  its  station  (he  discharge  cor- 
responding to  any  stage  of  the  stream,  and  also  when 
applied  to  the  daily  gauge  heights,  gives  the  daily 
discharge.  The  basis  for  a  station-rating  table  is  a 
rating  curve  which  shows  graphically  the  discharge 
corresponding  to  any  stage  of  the  stream  and  is  usu- 
ally constructed  by  plotting  the  results  of  the  various 
discharge  measurements  with  gauge  points  as  ordin- 
atcs  and  discharges  as  abscissae.  These  points  locate 
the  curve. 

By  the  use  of  the  discharge  curve  and  accurate 
gauge  height  readings,  a  fair  idea  of  the  water  flow-  ' 
ing  through  daily  is  arrived  at  and  hence  the  amount 
of  water  available  for  irrigation  purposes  is  determined. 

Most  of  the  information  necessary  for  an  engineer 
in  investigating  the  feasibility  of  an  irrigation  scheme 
can  be  supplied  by  the  Hydrographic  Service  of  the 
Department  of  the  Interior,  Ottawa.  In  case  the  data 
of  the  Hydrographic  Service  does  not  cover  a  proposed 
source  of  irrigation,  the  engineer  should  determine  the 
approximate  drainage  area  above  the  point  of  diver- 
sion ;  the  nature  of  the  land  composing  it.  that  is, 
whether  the  slopes  are  steep  or  flat,  timbered  or  bare; 
the  kind  of  soil,  whether  likely  to  absorb  a  large  pro- 
portion of  precipitation.  Information  should  he  ob- 
tained regarding  precipitation,  more  particularly  con- 
cerning its  division  into  rain  and  snow.  The  peculiari- 
ties of  flow  in  the  source  of  supply  should  he  con- 
sidered— whether  the  stream  has  a  constant  flow,  and 
the  nature  of  the  feeders  that  maintain  it.  Obser- 
vations regarding  the  size  and  slope  of  the  channel, 
erosion  due  to  flood  water  aird  the  nature  of  the  bed 
and  banks,  are  often  of  value. 

In  considering  any  proposed  irrigation  scheme,  the 
nature  of  the  land  must  be  carefully  considered  in 
relation  to  its  slope,  ascertaining  the  approximate  fall 
in  feet  per  mile,  together  with  other  characteristics  of 
the  surface.  Attention  must  be  given  to  the  composi- 
tion of  the  soil,  together  with  the  abundance  and  qual- 
ity of  the  vegetation  found  thereon  and  the  kinds  of 
growth  best  adapted  to  it  under  irrigation. 

Reservoirs 

The  reservoir  problem  is  of  great  importance  in 
determining  the  probable  success  of  any  irrigation 
system.  A  storage  supply  is  obviously  necessary 
when  the  stream  flow  is  periodic;  also  where  there  is 
a  constant  low  flow,  a  reservoir  is  advisable  in  that 
it  gives  control  to  the  methods  of  irrigation,  thai  is,  a 
larger  head  can  be  turned  into  the  ditches,  covering 
the  land  more  quickly  and  avoiding  heavy  seepage 
losses  found  in  small  streams.  In  the  West,  in  the 
majority  of  cases,  the  source  of  supplv  is  'periodic 
only  and  reservoir  facilities  arc  required.  Three  sys- 
tems are  applied  : — 

(1)  Dyking  system. — This  is  the  least  expensive 
and  at  the  same  time  the  least  efficient,  since  the  land 
that  it  is  actually  intended  to  irrigate  is  completely 
under  water  during  long  periods.  It  is  frequently  the 
only  method  available,  however,  without  expensive 
outlay.  It  is  used  on  comparatively  smooth  flats,  hav- 
ing a  fall  of  not  more  than  10  or  15  feet  to  the  mile. 
The  dykes  are  most  successfully  constructed  on  con- 
tours so  that  the  high  water  mark  on  one  reaches  the 
bottom  of  that  next  higher.  A  thorough  system  of 
drainage  ditches  is  required  with  this  system  of  irri- 
gate m. 

(2)  Reservoirs  within  the  stream  bed. — These  arc 
obtained  from  damming  the  stream  valley  and  are  con- 
sequently more  expensive  than  dyking  systems.  The 
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tlain-  must  be  strong  enough  to  resist  freshets  and 
i  't  such  form  as  will  allow  the  safe  passage  of  excessive 
Bood  water  through  suitable  wasteways, 

(3)  Storage  basins  outside  the  stream. — These 
make  the  most  satisfactory  system  wherever  they  are 
feasible  at  a  moderate  cost.    A  sufficient  elevation 

must  be  obtained  for  the  reservoirs  to  deliver  water 
t"  the  highest  point  of  the  irrigable  land.  This  in- 
volves  many  difficulties  of  construction,  owing  to  cost 
of  dams,  intake  ditehes  and  proper  outlets.  Further- 
more, the  intakes  must  he  of  targe  capacity  if  they  are 
to  utilize  flood  water  to  the  best  advantage  as  they 
>lu>uld  be  able  to  till  the  reservoir  within  the  usual 
flood  period  of  each  year. 

Duty  of  Water 

This  term  is  used  to  express  the  amount  of  work 
that  water  does  or  may  he  expected  to  do  in  irrigat- 
ing crops.  It  is  an  important  quantity  in  the  design 
of  an  irrigation  system,  because  on  the  duty  of  water 
for  a  given  soil  and  region  often  depends  the  financial 
success  of  an  irrigation  enterprise.  The  duty  of  water 
\aries  primarily, with  the  crop;  it  varies  also  with  the 
temperature  of  the  locality  and  conditions  of  the 
ditches. 

The  duty  of  w  ater  is  expressed  usually  in  cither  of 
the  following  ways:  (1)  By  the  number  of  acres  of 
land  that  a  second-foot  of  water  will  irrigate;  (2)  by 
the  number  of  acre-feet  of  water  required  to  irrigate  an 
acre  of  land.  It  is  important  to  consider  whether  the 
duty  of  water  is  computed  from  the  quantity  enter- 
ing at  the  head  of  the  canal  or  the  quantity  applied 
to  the  land.  Considerable  seepage  and  evaporation 
occurs  between  the  headworks  and  the  land,  so  that 
the  difference  in  meaning  is  quite  evident.  It  is  esti- 
mated that  in  Saskatchewan  one  second-foot  at  the 
head  will  Irrigate  150  acres.  This  figure  applies  to 
the  hay  crop,  and  would,  of  course,  be  different  were 
the  soil  required  to  grow  other  classes  of  vegetation. 

Rotation  Necessary 

If  irrigation  were  in  progress  at  the  same  time  at 
all  points  of  the  same  canal,  sufficient  water  would  not 


Fig.  1-  Headgate  of  Timber. 


reach  the  lower  portions  to  properly  water  the  bed 
of  the  ditches.  It  is  therefore  customary  to  divide  the 
system  into  sections  and  permit  the  irrigation  of  only 
certain  of  these  at  one  time.  This  is  done  by  estab- 
lishing a  system  of  rotation,  giving  each  section  a 
definite  service  period  under  different  heads. 

Classes  of  Irrigation  Works 

Irrigation  works  may  be  divided  into  two  classes — 


gravity  and  lilt  irrigation,  the  former  indicating  that 
the  water  is  conducted  to  the  land  by  gravity  or  nat- 
ural flow.  The  gravity  methods  include  perennial  can- 
als, periodical  and  intermittent  canals,  inundation  can- 
als and  storage  works. 

Lift  irrigation  includes  those  forms  in  which  the 
water  reaches  the  land  by  mechanical  means.  This 


Fig.  2— Sketch  of  a  Drop  made  of  Timber. 


method  is  seldom  used  on  account  of  the  high  cost, 
unless  the  supply  of  water  is  known  to  be  ample 
and  the  results  sufficient  to  warrant  it. 

The  conditions  required  to  develop  an  irrigation 
canal  are  these:  It  shall  be  carried  at  a  high  elevation 
to  provide  sufficient  fall  for  the  irrigation  of  land  to 
a  considerable  distance  ;  its  source  of  supply  should  be 
such  as  would  render  it  a  running  stream  ;  the  slope 
and  velocity  must  also  be  such  as  to  reduce  the  de- 
posit of  sediment  and  the  growth  of  weeds  to  a  mini- 
mum; the  velocity  should  be  as  high  as  possible  to 
reduce  the  cross-section  for  a  given  discharge. 

When  stream  flow  is  intermittent  or  periodic  on 
account  of  small  irregular  precipitation,  intermittent 
canals  must  be  used  or  else  storage  works  built.  The 
former  are  usually  small  and  take  care  of  only  small 
areas  of  land.  Storage  basins  are  chiefly  employed, 
receiving  their  supply  from  intermittent  streams  which 
carry  sufficient  volume  of  water  in  time  of  flood  to  lill 
the  storage  areas.  Works  are  constructed  for  divert- 
ing water  from  these  sources. 

Inundation  Canals 

Inundation  canals  employ  flood  water.  As  a  rule 
they  require  no*extensive  head  works,  hut  simply  a 
cut  in  the  bank  of  a  stream  at  a  sufficient  elevation  to 
allow  only  flood  water  to  enter.  At  low  water  the 
canal  is  not  employed.  This  scheme  has  not  proved 
very  satisfactory,  for  frequently  the  head  has  not 
been  sufficient  to  flood  the  low-lying  lands,  especially 
when  the  ditch  is  of  some  length.  If  a  dam  is  thrown 
across  the  stream  the  water  supply  may  be  more  cer- 
tain, but  the  cost  is  often  against  this  proposition. 

Perennial  Canals 

Perennial  canals  derive  their  supply  from  streams 
or  reservoirs.  There  are  two  classes,  low-lying  canals 
and  low  service  canals,  depending  on  the  location  of 
the  headwork.  The  former  are  generally  of  moderate 
size,  designed  to  irrigate  lands  of  limited  area.  Lying 
adjacent  to  the  higher  hills,  their  slope  is  usually  tlat. 
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iii  order  that  their  grades  may  remain  high.  The 
headworks  of  such  canals  must  necessarily  be  located 
high  up  in  the  stream. 

Parts  of  an  Irrigation  System 

Any  irrigation  system  may  be  roughly  divided  into 
the  following  parts : 

(1  )    Source  of  water  supply. 

(2)  I  rrigable  lands. 

(3)  Main  canals. 

(4)  Headworks  and  regulating  works. 

(5)  Control  and  drainage  works. 

(6)  Laterals. 

The  source  of  water  supply  is  the  most  important 
feature  of  an  irrigation  scheme.  Its  relation  to  the 
extent  of  irrigable  lands  is  also  important.  The  head 
works  usually  consist  of  a  diversion  dam  or  weir  with 
regulating  gates  (Fig.  1)  to  control  the  amount  of 
water  to  the  canal  entrance  and  wasteway  for  carrying 
away  the  surplus.  Along  the  canal  line  control  works 
are  built  for  the  regulating  of  the  water  admitted  to  the 
laterals.  Falls  or  drops  may  be  constructed  to  neu- 
tralize any  excessive  slope  of  the  country.  The  lat- 
erals are  the  channels  which  receive  the  supply  from 
the  main  canal  and  supply  it  in  turn  to  the  ploughed 
furrows. 

Alignment  of  Canals 

After  the  source  of  supply  and  its  relation  to  irrig- 
able lands  have  been  considered,  the  alignment  is  im- 
portant. A  contour  topographical  map  of  the  irrig- 
able area  should  be  made  with  all  possible  routes  for 
the  diversion  of  water.  The  more  direct  the  location 
selected,  the  shorter  the  line,  the  less  the  cost  of  con- 
struction and  the  less  the  losses.  Grade  contours  need 
not  necessarily  be  followed,  as  sometimes  by  the  use 
of  drops  (Fig.  2)  a  more  economical  location  can  be 
obtained. 

Drainage  of  low-lying  lands  must  also  be  con- 
sidered and  care  must  be  taken  not  to  use  natural 
drainage  as  irrigation  channels.  Much  trouble  is  ex- 
perienced by  obstructing  natural  drainage  paths. 

Grades 

A  steep  slope  may  bring  the  canal  to  the  irrigation 
canals  at  too  low  an  elevation.  Too  great  a  cross- 
section  will  cause  an  increase  in  the  cost  of  construc- 
tion. The  slope  and  cross-section  must  therefore  be 
proportioned  to  involve  the  mos1  suitable  velocity  and 
the  moving  of  the  least  material. 

The  slope  depends  largely  on  the  soil  ;  it  should  be 
steep  enough  to  prevent  silt  'deposits  and  flat  enough 
to  avoid  bank  erosion.  The  following  velocities  are 
often  employed: — for  firm  gravel,  rock  or  hardpan— 
a  velocity  of  from  5  to  7  feet  per  second;  for  ordinary 
soil  or  (inn  loam — a  velocity  of  from  3  to  3.5  feet  per 
second;  for  light  sandy  loam — a  velocity  of  from  2  to 
2.5  feet  per  second.  Knowing  the  velocities  and  select- 
ing a  cross-section,  the  grade  may  be  ascertained. 
Convenient  tables  have  been  developed  for  these  com- 
l  citations. 

Cross  Section 

Vertical-sided  excavations  arc  the  most  economical 
but  they  can  be  made  in  only  the  firmest  rock.  A 
trapezoidal  form  is  the  best.  The  inner  slopes  of  the 
banks  may  vary  from  1  :1  to  as  low  as  4:1,  depending 
on  the  character  of  the  soil.  A  slope  of  1;/>:1  is  suf- 
ficient in  ordinary  firm  soil. 

The  cross  section  may  be,  so  arranged  that  the 


water  may  be  carried  wholly  in  excavation,  wholly 
in  embankment  or  partly  in  either,  depending  primarily 
on  the  alignment  of  the  canal  and  secondarily  on  the 
character  of  the  soil. 

The  amount  of  material  moved  is  a  minimum  when 
half  is  in  cut  and  half  in  fill.  This  does  not  necessarily 
give  the  best  service  as  leakage  losses  are  liable  to 
occur  in  embankment  and  in  excavation  seepage  losses 
are  likely  to  be  excessive  if  the  soil  is  of  sandy  char 
acter.  To  avoid  leakage  in  embankment  flumes  are 
often  used  on  the  fill. 

Headworks 

These  consist  principally  of: 

1.  Diversion  dam  or  weir. 

2.  Sluiceways. 

3.  Regulators  at  the  head  of  the  canal  for  its  con- 
trol. 

4.  Wasteways  for  the  relief  of  the  canal  below  that 
point. 

Diversion  Dam  or  Weir 

To  raise  the  low  water  levebof  a  stream  to  a  height 
sufficient  to  maintain  the  required  supply  in  the  canal, 
a  barrier  is  built  across  the  stream.  The  type  de- 
pends on  the  local  conditions  affecting  the  site  selected 
and  the  materials  "available  for  construction.   A  sluice- 


Fig.  3-  Elevation  and  End  View  of  a  Flume  Carried  on  Bents. 

way  is  used  to  control  the  excessive  floods.  Sluice- 
ways are  placed  in  the  bottom  of  the  dams  to  remove 
any  sediment  that  may  be  deposited  in  front  of  the 
regulator.  There  are  two  types — the  open  sluice  and 
the  under  sluice.  The  former  is  almost  identical  with 
an  open  weir.  It  is  a  solid  weir  open  for  only  a  short 
portion  of  its  length.  Undersluices  are  employed  with 
high  dams  and  are  commonly  applied  to  dams  which 
enclose  storage  reservoirs.  Sluiceways  are  also  used 
to  carry  away  excess. 

Canal  Regulating  Gates 

The  gates  (Fig.  1)  control  the  water  entering  the 
canal  from  the  reservoir.  The  canal  head  is  placed, 
as  a  rule,  immediately  adjacent  to  the  dam  and  forms 
a  part  of  that  structure.  The  gates  should  easily  regu- 
late the  amount  of  water  at  all  stages  of  the  stream. 

Wasteways 

Wasteways  are  employed  ,t<>  carry  away  excess 
water  as  in  times  when  the  floods  are  beyond  i In- 
capacity of  the  system  or  when  water  is  not  required. 
Artificial  wasteways  are  usual  but  at  times  the  loca- 
tion of  the  dam  is  such  that  a  natural  overflow  chan 
nel  exists  which  acts  as  a  wasteway  w  hen  floods  reach 
to  nearly  the  height  of  the  dam. 

Flumes 

Flumes  on  bents  or  bridges  are  used  to  cross  gul- 
leys  or  streams.  On  an  earth  fill  llumes  are  used 
to  avoid  excessive  seepage.  They  may  be  made  of 
either  wood  or  metal,  l-'ig.  3  shows  a  flume  crossing 
a  gulley. 
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I  ,essons  from  the  Jutland  Naval  Battle 


The  "Engineer,"  London,  Eng.,  has  devoted  con- 
siderable space  tn  different  engineering  features  of  the 
European  War,  from  time  to  time,  discussing  them 
in  an  impartial  way,  as  is  the  habit  of  The  Engineer; 
in  general.  In  its  last  issue  there  is  a  fine  review 
of  tlie  naval  battle  of  Jutland,  following;  Admiral  Jel- 
licoe's  report,  which  is  especially  interesting"  as  com- 
ing from  such  an  authoritative  source  and  one,  presum- 
ably, in  a  favorable  position  to  form  as  accurate  a 
judgment  as  the  facts  given  out  by  the  Admiralty  will 
admit.  We  are  glad  to  note  the  attitude  taken  by  The 
Engineer — that  our  enemies  have  not  shown  any  evi- 
dence whatever  of  the  super-man.  They  sprang  no 
surprises  after  their  many  months  of  hiding.  It  is 
about  time  that  the  general  public  should  realize — 
a-  the  soldier  in  the  trench  has  done  all  along — that 
the  German,  in  war,  is  merely  a  human  being  with  in- 
human instincts.   The  article  follows: — 

The  Battle  of  Jutland 

After  waiting  impatiently  for  it  for  some  weeks 
the  public  was  given  on  Friday  last  Admiral  Sir  John 
Jcllicoe's  report  on  the  Battle  of  Jutland.  We  already 
knew  that  the  British  Navy  had  driven  the  Germans 
back  to  their  safe  refuges,  had  sunk  many  vessels  and 
crippled  as  many  more,  and,  with  sufficiently  serious 
lueses  on  its  own  account,  had  retained  the  mastery 
of  the  sea.  All  this  we  knew,  and  it  is  probable  that 
Sir  John  Jcllicoe's  intricate  report  conveys  but  little 
more  to  the  average  layman.  The  broad  issues  of  the 
battle  were  pretty  well  known  before,  and  the  details 
can  only  be  followed  by  very  careful  analysis  which 
few  people  will  take  the  trouble  to  make.  Even  Sir 
John  is  far  from  certain  how  many  or  what  German 
ships  were  sunk  besides  those  admitted  by  the  enemy. 
Hut  the  details  of  the  fight,  the  tactics  employed,  the 
resultant  losses  in  tons  of  ships  are  small  matters 
which  may  be  left  for  the  future,  as  green  and  peren- 
nial a  problem  as  Trafalgar  itself.  What  we  do  know 
now  with  absolute  certainty  is  that  the  German  fleet 
was  badly  beaten,  and  that  is  all  we  need  to  know  for 
the  present.  A  remarkable  confirmation  of  this  fact 
i-  t-i  be  found  in  the  report  that  a  number  of  British 
vessels — which  had  sought  refuge  in  Baltic  ports  and 
been  unable  for  months  to  escape  the  vigilance  of  the 
enemies'  cruisers — have  now  left  and  returned  to  their 
own  country,  a  welcome  addition  to  her  mercantile 
fleet. 

But  if  the  report  gives  us  but  little  greater  know- 
ledge of  the  Battle  of  Jutland  as  a  whole,  it  does  give 
US  a  little  inner  knowdedge  about  the  handling  of  our 
fleet  and  of  the  men  and  material  that  compose  it. 
Writing  of  the  battle  soon  after  its  occurrence,  we 
paid  a  little  tribute  to  the  engineers  and  expressed  the 
belief  that  the  Admiral  would  give  them  their  mead 
of  praise,  and  this  he  has  done  in  the  following  words: 
"Details  of  the  work  of  the  various  ships  during  action 
have  now  been  given.  It  must  never  be  forgotten, 
however,  that  the  prelude  to  action  is  the  work  of  the 
engine-room  department,  and  that  during  action  the 
officers  and  men  of  that  department  perform  their  most 
important  duties  without  the  incentive  which  a  know- 
Icdge  of  the  course  of  the  action  gives  to  those  on  deck. 
The  qualities  of  discipline  and  endurance  are  taxed  to 


the  utmost  under  these  conditions,  and  they  were,  as 
always,  most  fully  maintained  throughout  the  opera- 
tions  under  rev  iew.  Several  ships  attained  speeds  that 
bad  never  before  been  reached,  thus  showing  very 
clearly  their  high  state  of  steaming  efficiency.  Fail- 
ures in  material  were  conspicuous  by  their  ab- 
sence, and  several  instances  are  reported  of  mag- 
nificent work  on  the  part  of  the  engine-room  de- 
partments of  injured  ships.  The  artisan  ratings  also 
carried  out  much  valuable  work  during  and  after  the 
action ;  they  could  not  have  done  better."  In  this 
passage  the  praise  engineers  will  value  most  is  con- 
veved  in  the  allusion  to  the  high  state  of  the  steaming 
efficiency  of  the  fleets,  and  the  fact  that  "failures  in 
material  were  conspicuous  by  their  absence."  This 
means  that  even  under  the  great  stress  of  an  unending 
vigil,  day  and  night,  winter  and  summer,  the  machin- 
ery of  our  fighting  ships  has  been  kept  up  to  a  pitch 
of  excellence  which  is  unsurpassable.  What  this  has 
involved  in  the  engine-rooms  we  may  imagine,  but 
are  not  permitted  to  describe,  since  the  Admiralty  has 
w  ithheld  from  technical  papers  permission  to  visit  the 
fleet,  but  we  cannot  doubt  that  there  have  been  many 
occasions  when  the  engine-room  has  been  taxed  to  the 
utmost  to  maintain  that  steaming  efficiency  for  which 
Sir  John  Jellicoe  praises  it.  We  may  also  justly  take 
pride  in  the  machinery  itself.  In  earlier  actions  there 
have  been  mishaps  of  one  kind  and  another  of  a  more 
or  less  serious  nature.  One  of  these  led  to  a  certain 
important  modification  being  made  in  many  ships,  and 
as  there  is  no  appearance  of  the  same  trouble  having 
recurred  we  may  presume  that  the  change  has  proved 
effective.  It  is  probable  also,  in  the  highest  degree, 
that  many  extremely  valuable  lessons  have  been 
learnt  not  only  in  the  engine-room,  but  in  connection 
with  the  bull  and  the  emplacement  of  guns.  Several 
very  curious  things  are  discussed  amongst  engineers, 
but  must  not  be  mentioned  here.  It  is  to  be  hoped  that 
when  the  war  is  over  some  of  them  at  least,  which 
must  be  as  familiar  to  the  Germans  as  to  ourselves, 
will  be  dealt  with  publicly.  We  have  never  been  con- 
vinced that  the  Navy  gained  more  than  it  lost  by  the 
reticence  which  has  been  insisted  on  during  the  last 
ten  years  or  so.  But  apart  from  these  facts,  which  are 
still  secret,  we  have  one  or  two  statements  in  the  re- 
porl  which  throw  some  light  on  recent  developments. 
Of  these  the  most  remarkable  is  that  concerning  the 
art  ion  of  the  .Marlborough.  "This  ship  commenced  at 
6.17  p.m.  by  firing  seven  salvos  at  a  ship  of  the  "Kaiser" 
class,  then  engaged  a  cruiser,  and  again  a  battleship, 
and  at  6.54  she  was  hit  by  a  torpedo  and  took  up  a 
considerable  list  to  starboard,  but  reopened  at  7.3  p.m. 
at  a  cruiser,  and  at  7.12  p.m.  fired  14  rapid  salvos  at  a 
ship  of  the  "Konig"  class,  hitting  her  frequently  until 
she  turned  out  of  the  line.  The  manner  in  which  this 
effective  fire  was  kept  up  in  Spite  of  the  disadvantages 
due  1o  the  injury  caused  by  the  torpedo  was  most 
creditable  to  the  ship  and  a  very  fine  example  to  the 
squadron."  This,  when  one  remembers  the  destruc- 
tion wrought  by  torpedoes  on  older  vessels,  is  a  re- 
markable record,  and  would  seem  to  indicate  that  in 
our  later  battleships  protection  against  underwater 
attack  has  been  greatly  improved.  The  freedom  with 
which  the  torpedo  was  used  by  both  sides  is  another 
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notable  fact,  but  it  is  extremely  difficult  to  tell  from  the 
report  of  the  battle  if  it  was  inure  destructive  than 
the  gun.  Several  ships  blew  Up,  but  apparently  rather 
as  the  result  of  fires  caused  by  shot  and  shell  than  by 
underwater  attack.  We  have  endeavored  to  estimate 
the  number  of  hits  scored  by  torpedoes,  but  the  task 
is  not  easy.  As  far,  however,  as  we  can  see,  ten  of 
our  torpedoes  found  targets  in  important  enemy  ships. 
A  hit  credited  by  Sir  John  to  the  Moresby  was  re- 
markable; the  torpedo  was  fired  apparently  at  a  range 
of  about  14,000  yards,  say  eight  miles,  and  eight  min- 
utes later  a  ship  in  the  line  at  which  it  aimed  was 
struck.  If  this  was  not  remarkable  luck  it  was  fabu- 
lously clever  shooting.  Tt  is  worth  noticing,  too,  that 
submarines  seem  to  have  taken  little  effective  part  in 
the  action.  There  is  no  mention  of  our  own,  and  the 
Germans  have  asserted— in  contradiction  of  the  Admir- 
alty statement  that  one  of  theirs  had  been  sunk — that 
they  had  none  present.  This  is  certainly  not  the  opin- 
ion of  Sir  John  Jellicoe  and  Sir  David  Beatty,  who 
speak  frequently  in  their  reports  of  enemy  submarines 
being  seen.  Machinery  mishaps  were,  as  Sir  John  re- 
ports, conspicuous  by  their  absence,  and  the  only  in- 
stance mentioned  is  that  of  the  steering  gear  of  the 
Warspite,  which,  owing  to  an  accident,  jammed  and 
apparently  turned  the  ship  full  into  the  enemy's  fire. 
By  skilful  handling'  she  was  brought  out  of  a  danger- 
ous position.  Erom  this  misadventure,  which  might 
have  had  serious  consequences,  we  may  rest  assured 
useful  lessons  will  be  learned  and  duly  applied.  In- 
deed, we  may  be  confident  that  the  result  of  the  action 
will  be  many  changes  in  the  fleets  of  all  nations. 
Modern  ships  of  war  have  never  before  been  so  severe- 
ly tested,  and  whilst  we  have  every  reason  to  be  proud 
of  our  designs  and  well  satisfied  with  what  they  did 
it  is  impossible  not  to  believe  that  improvements  will 
be  the  outcome  of  the  battle  test. 

Looking  at  the  action  as  a  whole  from  the  tech- 
nical side,  two  facts  seem  to  stand  but  with  particular 
prominence;  they  are  first  the  great  number  of  tor- 
pedoes fired,  at  long  ranges,  be  it  noted,  and  secondly, 
the  success  of  the  gun.  It  is  recognized  that  hitting 
by  single  shots  at  long  ranges  is  extremely  difficult 
and  attack  is  now  made  by  the  firing  of  salvos.  The 
arrangement  of  gun  emplacements  and  the  control  in 
our  more  recent  vessels  facilitates  attacks  of  this  kind 
— observe,  for  example,  the  brilliant  work  done  by  the 
Marlborough — and  appears  to  be  fully  justified.  I  low 
far  our  armouring  is  effective  we  have  no  means  of 
knowing,  as  not  a  word  is  said  in  the  report  that  throws 
any  light  upon  it.  The  fact  that  our  highly  armoured 
ships  suffered  most  is  in  this  case  no  criterion,  as  the 
German  navy  beat  a  hast}-  retreat  when  our  battle 
fleet  appeared.  Of  the  six  ships  we  lost  all  save  des- 
troyers were  cruisers,  and  several  of  them  of  a  com- 
paratively old  type;  the  Warrior,  the  Black  Prince, 
and  the  Defence  were  between  nine  and  ten  years  old 
and  carried  9.2  in.  guns,  the  Invincible  was  completed 
in  1908  and  the  Indefatigable  in  1911,  they  carried 
12  in.  guns;  the  Queen  Mary,  the  biggest  of  the  six, 
was  about  three  years  old,  she  had  eight  13.5  guns  and 
was  "modern"  in  every  respect.  Her  loss  is  the  most 
serious.  There  is  no  word  in  the  report  that  gives  us 
any  clue  as  to  how  she  was  sunk.  <  )n  the  other  hand, 
it  is  believed  that  the  Germans  lost  at  least  three  of 
their  battleships.  We  cannot,  however,  from  this  fact 
form  any  safe  opinion  on  the  relative  merits  of  Ger- 
man and  British  designs,  as  the  enemy  at  the  time  was 
in  disordered  retreat,  but  we  have  the  satisfaction  of 
knowing  that  the  gun-lire  of  the  British  fleet  was  un- 


questionably superior  to  that  of  the  Germans,  f'ne 
other  remark  remains  to  be  added.  Those  persons 
who  consistently  disbelieve  in  the  ability  of  their  own 
country,  and  are  confident  that  Germany  is  always 
ahead  of  her  in  science  and  invention,  had  frightened 
themselves  and  others  with  unfounded  rumors  of  new 
weapons  and  new  terrors  the  Imperial  Navy  had  de- 
veloped since  the  war  began.  These  were  all  fabrics 
of  their  own  brains  galvanized  by  Teutonic  sugges- 
tion.   Nothing  of  an  unexpected  kind  was  used. " 


Methods  Used  in  Track  Elevation 

The  raising  of  the  tracks  on  the  Chicago,  Minne- 
apolis &  St.  Paul  Electric  Railway  in  Chicago  in- 
volved some  intricate  problems,  due  to  the  narrow- 
ness of  the  right-of-way  and  the  necessity  of  leaving 
the  train  traffic  undisturbed.  The  method  employed 
has  been  to  erect  a  concrete  retaining  wall  on  one 
side,  raise  one  track  on  a  trestle,  fill  and  then  raise 
the  remaining  track.  The  illustration  shows  the  way 
in  which  the  trestles  were  erected  and  the  methods  of 
holding  the  fill  away  from  the  low  level  track.  A 
decided  saving  over  the  use  of  tie  cribbing  was  ac- 


Bracing  used  in  Track  Elevation 

complished  by  the  use  of  planks  placed  against  the 
trestle.  The  trestle  itself  was  tied  to  the  retaining 
wall  by  wires  connected  to  hooks  set  in  the  wall  and 
passing  around  the  tops  of  the  nearest  piles.  Planks 
were  set  on  edge  against  one  of  the  centre  rows  of 
piles  and  braced  against  other  parts  of  the  trestle, 
in  this  way  keeping  the  fill  from  the  low  level  track. 
At  the  stations  there  was  not  room  enough  to  avoid  tie 
cribbing.  The  cribbing  used  here  was  not  of  the 
ordinary  solid  type,  but  was  laid  box-shape  and  tied 
back  to  hooks  on  the  retaining  walls.  The  sketch 
illustrates  the  two  forms  of  bracing. 


Roadway  for  New  Glasgow,  N  S. 

The  town  of  New  Glasgow,  N.S..  has  just  awarded 
the  contract  for  the  construction  of  5.5(H)  square  vards 
o!  reinforced  concrete  roadway  to  Messrs.  Page  & 
Pushy,  of  Amherst.  X.S.  'I "his  roadway  will  be  over 
3,000  feet  in  length  and  16  Eeet  wide,  on  a  section  of 
the  highway  connecting  the  towns  of  Trenton  and 
New  Glasgow',  over  which  there  is  a  very  heavy 
wheeled  traffic  between  the  works  of  the  Nova  Scotia 

Steel  Company,  the  Eastern  Steel  Company,  the  Mari- 
time Bridge  Company,  and  the  various  minor  indus- 
tries in  the  town  of  New  Glasgow.  Mr.  P.  S.  ITaser 
is  town  engineer. 
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The  City  Manager 

l>\  R  L.  Fitzgerald* 


Those  of  you  who  have  followed  the  public  service 
business  during  the  past  fifteen  years  can  remember 
the  wonderful  improvement  in  the  business  from  the 
standpoint  of  service,  operation  and  earning-  capacity 
tb.it  occurred  as  the  various  properties  throughout  the 
country  passed  under  the  control  of  the  large  operat- 
ing syndicates  and  the  management  passed  from  the 
hands  of  the  old  school  public  service  managers  to  the 
hands  ot  the  highly  trained  scientific  manager  that 
guides  the  destinies  of  the  industry  to-day. 

The  condition  of  operating  efficiency  that  existed 
in  the  public  service  plants  of  fifteen  years  ago  might 
be  considered  the  height  of  perfection  when  compared 
with  the  state  of  operating  efficiency  obtained  in  the 
average  American  city  to-day.  If  the  new  form  of 
government  is  permitted  its  full  development,  accord- 
ing to  the  ideas  of  its  framers,  the  results  in  the  form 
of  improved  and  extended  service  at  greatly  reduced 
rates  will  outdistance  the  most  shining  example  of 
the  results  of  the  introduction  of  progressive  and 
scientific  management  into  the  public  service  industry 
that  is  on  record  to-day. 

With  the  widespread  adoption  of  this  new  form 
of  city  government  comes  the  introduction  of  a  new 
profession,  that  of  city  management,  and  with  it  a 
demand  for  city  managers.  As  this  profession  is  still 
in  its  infancy  at  this  time,  it  cannot  be  definitely  de- 
termined from  what  field  of  business  the  men  best 
adapted  for  the  work  will  be  chosen.  However,  a  care- 
ful analysis  of  the  duties  of  a  city  manager  will  show 
that  the  duties  resemble  in  a  general  way  the  duties 
of  the  manager  or  a  public  service  corporation.  The 
successful  city  manager  must  be  an  able  executive,  he 
must  be  able  to  deal  with  the  public  with  the  least 
possible  friction,  he  must  have  some  knowledge  of 
accounting  and  cost  keeping  methods,  he  must  have 
some  knowledge  of  engineering,  he  must  have  the 
ability  to  develop  a  keen  sense  of  interest  in  the  gen- 
eral welfare  of  the  community  which  he  manages,  and 
above  all  he  must  be  absolutely  honest.  The  extent 
t-i  which  all  these  qualifications  are  necessary  depends 
upon  the  size  of  the  city  to  be  managed,  upon  which 
depends  the  ability  to  hire  highly  trained  experts  as 
heads  for  the  several  departments,  but  executive  ability 
and  absolute  honesty  are  essential  for  cities  of  any 
size. 

As  a  knowledge  of  engineering  is  probably  the  most 
difficult  of.  the  necessary  qualifications  for  an  un- 
trained man  to  acquire,  and  because  the  majority  of 
our  municipalities  are  not  large  ,  enough  to.  maintain 
Specialists  in  each  department,  the  engineering  pro- 
fession  will  probably  be  called  upon  to  supply  the 
necessary  men  to  fill  the  positions  of  city,  manager. 
This  conclusion  is  substantiated  by  the  fact  that  four- 
teen of  the  sixteen  city  managers  that  attended  the 
second  annual  convention  in  Dayton  last  November 
were  engineers  by  profession. 

The  choosing  of  the  manager  is  probably  the  most 
important  problem  that  confronts  the  city  commis- 
sion.  Upon  the  ability  of  the  manager  depends  the 
success  of  the  entire  system,  as  does  the  success  of 
any  business  depend  entirely  upon  the  management. 
Frequent  changes  of  managers  are  detrimental  to  the 
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system  becausethey  destroy  the  continuity  <>f  fixed 
policy  and  create  openings  for  the  spoils  system.  For 
this  reason  the  selection  of  the  first  manager  is  all- 
imp<  irtant, 

As  the  profession  is -still  in  its  infancy  and  might 
be  considered  in  what  is  usually  termed  the  experi- 
mental stage,  the  number  of  eligible  candidates  for  the 
position  is  quite  limited.  There  are  numerous  adver- 
tisements In  the  current  trade  journals  advertising 
for  positions  as  city  manager,  but  these  advertisements 
are  mostly  from  men  who  can  hardly  be  expected  to 
make  the  system  a  marked  success,  because  the  man 
who  has  the  ability  to  make  it  most  successful  is  prob- 
ably pretty  well  located  and  cannot  be  induced  to 
change  to  a  position  that  is  more  or  less  experimental 
and  may  be  somewhat  subject  to  the  whims  and 
fancies  of  the  voting  populace  unless  he  is  going  to  be 
benefited  by  a  substantial  increase  in  salary.  Until 
the  new  system  has  passed  through  the  experimental 
stage  and  the  new  profession  has  been  permanently 
established  capable  men  for  the  position  of  city  man- 
ager will  demand  comparatively  large  salaries. 

When  a  man  is  confronted  with  the  problem  of 
deciding  between  remaining  in  his  present  position 
and  accepting  an  offer  of  a  position  as  city  manager 
a  few  of  the  questions  that  he  gives  careful  considera- 
tion are :  ■ 

(1)  To  what  extent  is  the  position  a  permanent  one? 

(2)  How  long  will  it  take  to  educate  the  voting  public 
to  the  point  where  they  will  keep  properly  informed  on  the 
results  being  obtained  by  their  city  government  and  lend 
their  active  support  to  the  system  that  will  accomplish  the 
object  of  city  government  at  the  smallest  expense? 

(3)  Does  the  present  administration  honestly  desire  to 
install  a  city  manager  that  will  place  the  city  on  an  efficient 
operating  basis  regardless  of  how  many  of  the  friends  of 
their  political  constituents  will  lose  their  pensions  by  the 
change? 

(4)  Will  a  conscientious  effort  be  enforce  the  laws  with- 
out discrimination  and  manage  the  affairs  of  the  city  in  a 
businesslike  manner  be  appreciated  and  justly  rewarded? 

Anyone  attending  the  city  managers'  convention 
in  Dayton  last  November  could  not  help  noticing  how 
the  very  young  men  predominated  in  number  among 
the  managers  in  attendance.  The  fact  can  probably 
be  accounted  for  on  the  theory  that  older  men  of  more- 
experience  and  possessing  the  desired  qualifications 
could  not  be  obtained  for  salaries  that  the  respective 
cities  thought  they  could  afford  to  pay.  The  result 
was  that  the  commissions  selecting  the  managers 
have  turned  to  the  younger  men  whose  short  records 
indicate  possibilities.  The  young  man  whose  entire 
life  is  before  him,  and  whose  future  depends  entirely 
upon  the  degree  of  success  obtained,  certainly  has 
every  incentive  possible  to  exert  his  best  efforts  to 
make  a  success  of  the  system.  After  accepting  the 
position  and  taking  office  the  manager  will  find  him- 
self face  to  face  with  the  problem  of  reorganizing, 
which  in  most  cases  will  mean  a  complete  house  clean- 
ing from  cellar  to  garret,  because  it  is  a  hard  matter 
to  teach  an  old  dog  new  tricks.  After  reorganization 
the  installation  of  system  begins  and  it  will  usuall) 
be  found  necessary  to  install  a  complete  new  and  ade- 
quate accounting  system  and  a  new  system  of  records. 
After  the  system  is  installed  and  running  smoothlv 
the  real  work  begins.  The  operating  methods  of  the 
various  departments  must  be  studied  and  means  de- 
vised to  stop  the  waste  and  leaks.  After  these  prob- 
lems are  worked  Out  and  the  operation  appears  to 
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be  on  the  best  basis  obtainable  the  manager  feels 
thai  he  is  beginning  to  get  things  into  such  a  condi- 
tion that  he  can  spend  a  little  time  to  partake  of  some 
of  the  few  amusements  that  life  affords.  About  that 
time  he  realizes  that  the  city  is  growing  rapidly  and 
the  public  demanding  more  and  mure  in  the  way  of 
service  from  the  municipal  government.  He  finds  that 
lie  is  confronted  with  a  few  such  problems  as: 

Garbage  and  waste  disposal  plants,  sewage  dis- 
posal plants,  water  filtration  plants,  booster  mains  for 
the  water  distribution  system,  adequate  water  supply 
and  storage,  new  fire  stations,  railroad  grade  separa- 
tion, new  municipal  building,  elimination  of  dangerous 
street  intersections,  ornamental  lighting  installation, 
parks  and  playgrounds  for  the  children,  installation 
of  police  and  fire  alarm  systems,  and  numerous  other 
problems  that  are  forever  coming  up  in  a  modern  and 
growing  city. 

The  profession  holds  forth  wonderful  opportuni- 
ties for  the  man  with  unlimited  dynamic  energy,  un- 
tiring love  for  work,  the  moral  strength  to  follow  his 
ow  n  convictions,  and  the  necessary  nerve  to  pioneer  in 
the  unexplored  field. 


Rideau  River  Irrigation  Scheme 


Mr.  Noulan  Cauchon,  consulting  hydraulic  engi- 
neer, <  Jttawa,  has  submitted  plans  to  the  Dominion 
Government  regarding  the  possible  diversion  of  the 
waters  of  the  Rideau  River  watershed  for  irrigating 
an  area  lying  east  and  south  of  the  city  of  Ottawa. 
The  engineer's  idea  is  that  this  would  enable  intensive 
cultivation  to  be  carried  on,  so  that  this  area  could  be 
subdivided  into  small  holdings  for  returned  soldiers 
and  other  settlers,  "enabling  the  civilized,  social  and 
material  amenities  that  'develop  from  denser  popula- 
tion and  community  life."  The  Government  is  asked 
to  set  apart  the  water  rights  of  the  Rideau  River  water- 
shed and  part  of  the  Nation  River  watershed  for  this 
purpose,  and  that  administrative  authority  be  vested  in 
a  Co-partnership  Settlement  Trust.  The  engineer  sug- 
gests that  a  survey  be  immediately  made  of  this  area, 
to  determine  the  most  promising  localities  for  the 
operation  of  the  scheme.  The  ma])  reproduced  here- 
with indicates  the  area  which  would  be  included  in 
the  operations. 

The  area  cross-hatched  and  marked  "A"  represents 
over  1,500  square  miles  of  country  which  drains  its 
waters  into  the  Rideau  River,  discharging  through  the 
canal  and  over  the  dam  at  Hog's  Back.  It  is  pro- 
posed that  the  waters  from  this  area  should  be  dis- 
charged by  irrigation  canals  over  the  territory  to  the 
east,  cross-hatched  horizontally  and  marked  "C," 
greater  in  area  than  the  collecting  watershed  "A." 
The  area  marked  "C"  is  practically  all  on  a  lower  level 
than  the  discharge  of  the  Rideau  River  at  Hog's  Back, 
and  on  this  account,  and  with  the  further  advantage 
of  its  almost  flat  character,  it  would  be  easy  to  distri- 
bute the  water  over  it  and  irrigate  the  land. 

Just  east  of  the  city  of  Ottawa  an  area  marked  "R" 
scarcely  discernible  on  this  ma]),  represents  a  reservoir 
site  about  35  square  miles  in  extent,  which  would  be 
utilized  to  collect  the  spring  run-off  from  the  Rideau 
River.  _This  artificial  reservoir  or  lake  would  be  front 
20  to  25  feet  deep,  and  the  w  aters  would  subsequently, 
(hiring  the  dry  spell,  be  released  for  irrigation  pur- 
poses, in  addition  to  the  normal  storage  which  could 


be  accomplished  on  the  upper  stretches  of  the  Rideau 
River. 

The  area  "C,"  which  it  is  proposed  to  irrigate, 
receives  sufficient  rain-fall  during  the  year,  but  it  is 
so  distributed  that  a  surplus  falls  in  spring  and  en- 
tails a  shortage  of  moisture  in  the  hot  months,  [rri- 


Proposed  Irrigation  Scheme— Rideau  River  District. 

gatiou  on  this  territory  would,  it  is  claimed,  usually 
enable  three  crops  a  year  of  alfalfa  and  green  feed  to 
be  produced  from  the  land.  The  main  object  of  the 
irrigation  proposal  is  to  so  enable  intensive  cultivation 
that  denser  population  may  be  maintained  on  the  land, 
particularly  with  a  view  to  creating  co-partnership 
settlements  for  returned  soldiers  and  others  on  the 
basis  of  small  holdings  and  intensive  cultivation. 


Vancouver  Engineer  Killed  in  Action 

Members  of  Vancouver  Branch  Canadian  Society  of 
Civil  Engineers,  as  well  as  a  large  circle  of  friends 
among  the  business  men  of  the  city,  learned  with  sor- 
row of  the  death,  on  May  30,  of  Lieut.  II.  \.  A.  Man- 
ner while  bravely  lighting  for  his  king  and  country  in 
the  trendies  in  France.  A  letter  from  Lieut.-Col.  An- 
derson, officer  commanding,  conveyed  the  sad  news  to 
his  father  and  other  relatives  at  'Winnipeg.  ,  Lieut. 
Haffner  was  for  a  long  time  employed  as  an  engineer 
for  the  C.P.R.,  but  for  the  two  years  previous  to  his 
enlistment  was  in  business  for  himself  in  this  city  as 
consulting  engineer,  lie  was  interested  in  irrigation 
problems  of  the  province,  and  was  at  one  time  engaged 
by  the  Government  on  this  subject.  He  was  a  gradu- 
ate of  McGill  University  (1904)  in  applied  science. 

The  town  of  Renfrew,  Out.,  are  faced  with  the 
necessity  of  purchasing  another  pumping  unit  in  con- 
nection with  the  local  waterworks  system.  Also, 
owing  to  scarcity  of  labor  and  prospect  of  consider- 
able waterworks  and  sewer  extensions  beins*  required 
in  the  next  year  or  two,  the  economy  and  desirability 
of  purchasing  a  trench-digging  machine  is  being  con- 
sidered. 


The  application  of  mechanical  equipment  to  mul- 
tiply the  efficiency  of  manual  labor  is  more  insistent 
than  ever,  and  is  indispensable  to  the  successful  hand! 
in:;  of  the  low  priced  commodities  that  run  up  into  big- 
tonnages.  Steam  shovels,  travelling  cranes,  grab 
buckets,  and  improved  crushing  and  pulverizing  de- 
vices, as  well  as  power  equipment,  have  got  to  be 
-elected  and  provided  with  a  view  to  the  Utmost  effici- 
ency, and  promptly. 
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Stock   Yard   Wastes   Can   Be  Treated  By 

Activated  Sludge  Process 


THE  activated-sludge  process  of  sewage  treat- 
ment will  satisfactorily  purify  the  industrial 
wastes  froni  the  Packingtown  factories  of  Ar- 
mour &  Co.  The  space  required  will  be  small 
and,  if  the  sludge  can  be  deaiyatered  cheaply,  the  cost 
will  l>c  comparatively  low.  These,  in  short,  are  the 
C(  tncltisii  >n,9  arrived  at  by  the  officials  of  Armour  &  Co. 
after  an  extended  investigation  by  their  sanitary  engi- 
neers,  M.  I  ).  Harding,  assistant  superintendent;  (i.  L. 
Noble,  engineer,  and  Paul  Ridnick,  chief  chemist. 
From  Mr.  Harding  the  following  information  regard- 
ing the  work  lias  been  obtained  by  Engineering  Re- 
cord : 

Packinghouse  Sewage  Complex. 

This  sewage  is  very  concentrated  and  varies  widely 
in  its  composition,  a-  may  be  judged  from  the  various 
manufacturing  departments  where  it  originates — beef 
slaughtering,  sheep  slaughtering,  rendering,  cold  stor- 
age, -tick  plant,  fertilizer  .  works,  degreasing  plant, 
wool  house,  chemical  laboratory,  lard  refinery,  oleo 
plant,  butterine  factory,  soda  fountain  supplies  factory, 
hog  killing,  pork  curing,  canned  meats,  power  plant, 
and  the  domestic  sewage  from  10,000  employees. 
Vccording  to  the  report  on  industrial  wastes  from  the 
stock  yards  and  Packingtown,  made  to  the  Board  of 
Trustees  of  the  Sanitary  District  of  Chicago  in  Octo- 
ber, 1914,  the  minimum  analysis  showed  58  parts  per 
million  of  suspended  solids  and  the  maximum  2,760. 

Taking  an  average  of  all  analyses  made  by  the 
-anitarv  district  for  each  of  the  three  Armour  sewers 
and  computing  from  records  held  by  the  mechanical 
department  regarding  the  flow  through  each,  the 
r<  -nl;-  -how  the  average  suspended  parts  per  million 
for  the  day-and-night  flow  to  be  700. 

Analyses  made  by  Armour  &  Co.  in  recent  investi- 
gation-, however,  show  a  slight  reduction  from  this 
figure.  This  sewage,  which  originates  from  so  many 
different  sources  and  which  contains  so  much  solid 
material,  is  necessarily  a  difficult  sewage  to  treat. 

Preliminary  Experiments. 

Armour  &  Co.  were  the  first  packinghouse  linn  to 
experiment  with  concentrated  industrial  wastes,  and 
there  was  some  speculation  as  to  whether  the  effect 
would  be  the  same  as  that  produced  in  more  dilute 
domestic  sewage.  To  determine  this,  sewage  from 
the  beef-slaughtering  house  was  aerated  in  a  tank  5 
feet  long.  1  foot  wide,  and  12  feet  deep,  with  an  open- 
air  jet.  In  about  twelve  days  the  sludge  took  on  a 
flaky  appearance,  and  settled  fairly  rapidly,  although 
the  clearer  portion  was  still  a  yellowish  color.  The 
red  color  of  the  sewage  was  also  changed  to  a  brown. 
The  vat  was  allowed  to  settle,  the  clear  portion  was 
drawn,  and  fresh  sewage  was  added  every  12  hours. 
In  this  way  a  clear,  stable  effluent  was  almost  always 
obtained. 

( Jccasionallv  it  was  difficult  to  get  the  desired 
result.  Then  it  was  decided  to  aerate  a  vat  until  a 
chemical  analysis  showed  that  the  reduction  of  the 
complex  nitrogen  bodies  was  complete.  Approxi- 
mately 15  per  cent,  of  the  volume  of  the  tank  was 
filled  with  previously  aerated  sludge,  containing  about 
9S  per  cent,  moisture,  and  fresh  sewage  from  the  beef 


slaughtering  was  added  to  make  up  the  remainder. 
The  whole  was  then  aerated,  with  the  following 
result  - : 

Aeration  of  Beef-Slaughtering  Wastes. 

Nitrogen  as 


Albuminoid 

Krue 
Am- 

Ni- 

Ni- 

Putresci- 

Time 

Fresh   

Ammonia 

.  153.1 

monia 

27.9 

trites 

trates 

bility 

Positive 

2  days  . . . 

.  12').0 

34.0 

0.5 

Negative 

4  days  .  .  . 

.  90.8 

44.0 

1.5 

Negative 

6  days  . . . 

.  55.9 

69.8  , 

6.4 

Negative 

9  days  . . . 

.  41.0 

45.4 

35.0 

Negative 

11,  days  . . . 

.  9.3 

26.4 

44.0 

0.7 

Negative 

16  days  . . . 

6.5 

0.8 

130.0 

2.7 

Negative 

18  davs  . . . 

.  2.8 

0.1 

9.8 

Negative 

19  days  . . . 

.  0.8 

0.4 

13.5 

Negative 

20  days  .  . . 

.  0.8 

0.6 

0.3 

16.0 

Negative 

21  days  .  . . 

1.2 

0.4 

0.5 

14.0 

Negative 

The  fore 

going" analyses  w  ere  all 

made  acc<  irding  to 

the  standan 

1  method 

s  of  the 

American  1  'ublic  I  [ealth 

Association.  The  first  result  was  obtained  by  analyz- 
ing the  entire  sample.  The  other  analyses  were  made 
on  the  clear  portion,  after  the  sludge  had  settled  out. 

Repetition  Brings  Quicker  Results. 

Three  facts  stand  out  clearly  in  the  table,  according 
to  Mr.  Harding.  First,  oxidation  was  complete  in  IS 
days;  second,  there  was  a  loss  of  nitrogen  in  the 
effluent  ;  and,  third,  the  methy lenc-blue  test  or  the 
putrescibility,  recommended  by  the  American  Public 
Health  Association,  gave  a  negative  result  after  only 
two  days'  aeration,  and  long  before  the  effluent  was 
clear. 

As  soon  as  the  composition  became  constant  the 
aerated  sewage  was  allowed  to  settle  for  45  minutes, 
the  clear  portion  was  drawn  oft",  fresh  sewage  added, 
and  the  mixture  was  again  aerated  until  the  process 
was  complete.  After  repeating  this  a  lew  times  the 
period  required  to  get  the  desired  result  was  wonder- 
fully shortened. 

On  adding  fresh  beef-slaughtering  sewage  to  an 
equal  amount  of  sludge  containing  about  nu  per  cent, 
water  a  non-putrescible  effluent  was  obtained  after  two 
hours'  aeration,  although  the  reduction  of  suspended 
solids  was  not  as  great  as  would  have  been  obtained 
with  a  longer  period  of  aeration. 

A  Small  Continuous-Flow  Plant. 

In  the  foregoing  experiment  the  contained  sludge 
would  flake  quickly  and  settle  rapidly.  These  two 
facts — a  quick  settling  sludge  and  a  stable  effluent — 
were  enough  in  themselves  to  indicate  great  possibili- 
ties and  to  justify  further  research  and  experimenta- 
tion. In  other  words,  the  bacteriological  and  chemical 
action  involved  was  proved  to  be  sound  and  unfailing, 
and  the  next  step  was  to  develop  a  continuous-'flow 
plant,  so  that  the  raw  sewage,  properly  screened. 
Would  flow  in  at  one  point  and  a  clear,  stable  effluent 
be  continuously  discharged  at  the  other,  with  suitable 
arrangements  for  disposing  of  the  excess  sludge 
accumulated. 

The  first  continuous  system  used  by  Armour  &  Co. 
for  experimental  purposes  consisted  of  a  box  4x3  feet 
by  5  feet,  built  with  horizontal,  corrugated  battles  in 
the  aerating  chamber  and  having  the  settling  chamber 
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in  the  same  compartment,  separated  by  a  vertical 
baffle  and  built  with  a  steep,  sloping-  bottom  so  that 
the  sludge  would  gravitate  back  to  the  bottom  of  the 
aerating  tank.  The  idea  was  to  give  the  sewage  and 
air  a  longer  flow  by  the  use  of  corrugated  baffles  and 
at  the  same  time  trap  some  of  the  air  in  the  corruga- 
tions, the  supposition  being  that  greater  oxygen 
absorption  would  result.  The  air  also  gave  a  greater 
head  In  the  water  in  the  aerating  side,  causing  it  to 
flow  into  the  settling  chamber  where  the  sludge  was 
to  settle  and  automatically  return  to  the  aerating  tank 
and  the  clear  portion  overflow  the  edge.  The  results 
gained  with  this  tank  were  not  very  satisfactory, 
because  it  was  so  small  that  the  flow  of  influent  often 
clogged  the  small  pipes. 

The  settling  chamber  was  satisfactory  from  the 
Standpoint  of  being  undisturbed  by  the  aeration.  The 
sludge  returned  readily  to  the  aerating  chamber  and  a 
clear  effluent  was  obtained.  No  data  could  be  obtained 
as  to  air  economy,  but  experiments  on  this  point  are 
now  being  conducted  on  a  larger  scale. 

A  30,000-Gallon  Tank. 

The  necessity  of  a  larger  system  was  at  once 
apparent,  so  the  next  step  was  to  build  a  tank  with  a 
capacity  of  30,000  gallons  per  day  of  24  hours.  It  is 
this  system,  with  additions  made  from  lime  to  time, 
that  is  in  operation  at  present,  and  from  which  data 
arc  being  collected  that  will  enable  the  intelligent 
design  of  a  plant  large  enough  to  purify  the  5,000,000 
gallons  of  sewage  passing  from  the  company's  factor- 
ies daily. 

The  data  following  are  largely  those  obtained  from 
Operating  the  previously  described  system  up  to  the 
present  time.  The  plant  consists  primarily  of  five 
units:  (1)  Air  pressure  producing  unit;  (2)  aerating 
lank;  (3)  settling  chamber;  (4)  sludge  storage;  (5) 
sludge  dewatering  apparatus. 

I  lie  air-producing  unit  at  present  consists  of  the 
air  compressing  apparatus  already  in  use  in  the  power- 
house. Whether  a  blower  or  a  small  compressor  will 
l>e  used  eventually  depends  on  the  depth  the  aerating 
tank  is  built.  If  the  aerating  tank  is  bnilt  rather  dee]) 
say,  20  or  25  feet,  which  from  data  at  present  in 
hand  seems  to  he  a  desirable  depth — then  a  compres- 
sor will  be  necessary.  A  blower  would  probably  make 
the  air  cost  more,  considering  the  pressure  necessary, 
and  the  load  would  he  too  great  tor  a  blower.  The 
deeper  tank  will  give  a  chance  for  greater  absorption 
of  oxygen  from  the  air,  which  will  help  to  offset  the 
extra  cost  as  the  result  of  the  extra  pressure  required. 
(  )f  course,  the  depth  of  the  tank  will  be  determined  by 
the  space  available,  the  nature -of  the  footing,  etc. 

How  Should  Air  Be  Distributed? 

The  tank  in  which  the  sewage  is  aerated  is  10  x  20 
feet  by  10  feet,  and  is  divided  by  a  central  partition 
lengthwise  of  the  tank,  with  an  underflow  at  one  end. 
The  sewage  thus  enters  at  one  end  of  the  tank,  flows 
the  full  length,  returns  on  the  other  side  of  the  parti- 
lion,  and  is  discharged  at  the  same  end  at  which  il 
cnlers.  This  is  probably  the  style  of  tank  which  will 
be  considered  standard  for  this  purpose,  as  il  provides 
for  few  changes  in  the  sewer  lines. 

Manufactured  porous  plates  were  first  used  for  dis- 
tributing the  air,  being  placed  in  the  trdllgh  of  a  saw- 
tooth shaped  false  bottom,  bul  they  were  of  uneven 
porosity,  and  gave  a  poor  distribution.  They  were 
abandoned  very  soon,  and  1  inch  galvanized  iron  pipe, 
perforated  with  1/25-inch  holes,  2  inches  apart  and 
Staggered,  were  used  instead.  These  pipes,  Mr.  I  lard- 
ing reports,  give  a  very  good  distribution,  and  have  the 
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advantage  that  they  can  be  taken  up  and  cleaned  with- 
out shutting  down  the  system.  It  is  probable  that  a 
better  method  of  distributing  the  air  will  be  developed. 

The  sawtooth  bottom  in  the  aerating  lank  has  also 
been  abandoned  as  unnecessary.  The  specific  gravity 
of  the  sludge  is  so  nearly  the  same  as  that  ol  water 
that  the  air  keeps  it  thoroughly  mixed  with  the  sewage 
without  the  irregular  bottom  designed  to  bring  any 
settling  sludge  back  to  the  point  of  air  discharge;  This 
would  probably  not  be  true  if  the  sewage  were  not 
well  screened  or  passed  through  an  effective  grit 
chamber  previously. 

Underflow  and  overflow  baffles  are  placed  in  the 
aerating  tank  about  6  feet  apart  and  are  designed  so 
that  the  sewage  must  take  a  zigzag  course  in  addition 
to  flowing  up  and  down,  thereby  insuring  a  thorough" 
mixing  and  preventing  short-circuiting. 

The  settling  chamber  is  built  with  a  conical  bottom 
so  that  the  sludge  will  he  concentrated  at  one  point 
and  easily  siphoned  off  to  the  sludge  storage.  'I  he  set- 
tling period  is  about  40  minutes. 

The  sludge  storage  may  be  any  shape  tank  where 
the  sludge  can  be  stored  and  aerated. 

Dewatering  Machinery. 

At  present  the  dewatering  machinery  consists  of 
small  experimental  machines,  such  as  tiller  presses, 
centrifuges,  and  driers.  The  company  has  not  defin- 
itely decided  w  hat  method  of  dewatering  will  be  advis- 
able. 

The  plant  is  now  operating  on  the  continuous-flow 
plan.  Jt  requires  about  10  to  J2  hours'  aeration  in  the 
presence  of  25  per  cent,  of  activ  ated  sludge  to  complete 
the  action  and  make  the  continuous  How  permanent. 
Then  the  sludge  is  further  aerated  for  about  three 
hours  before  being  returned  to  the  sewage  chamber. 

The  amount  of  air  used  is  three  cubic  feet  per 
gallon,  or  at  the  rate  of  0.3  cubic  foot  to  a  gallon  per 
hour.  The  air  is  measured  by  means  of  an  orifice  and 
differential  monometejr,  and  the  water  How  is  gauged 
by  a  triangular  weir. 

'I'he  sludge  resulting  from  this  process  has  the  fol- 
lowing composition,  based  on  a  10-per  cent,  moisture 
basis: 

I  'er  cent. 

Ammonia  ...  .  .'   s  57 

Fat  [  5.54 

Total  phosphoric  acid   2.05 

Hone  phosphate  of  lime   4.50 

Water  soluble  potash   0.43 

The  value  of  the  sludge  as  a  fertilizer,  therefore, 
depends  upon  its  ammonia  contents. 

Much  work  has  been  done  toward  finding  a  practi- 
cal method  of  dewatering  the  sludge.  44ns  material, 
not  unlike  activated  sludge  from  domestic  sewages,  is 
light  and  flaky — having  a  specific  gravity  of  "about 
1.02.  The  sludge  which  is  siphoned  from  the  settling 
chamber  will  average  99.5  per  cent,  of  water. 

The  first  step  in  dewatering  the  sludge  is  further 
settling.  The  time  of  settling  is  naturally  limited  by 
two  things— capacity  and  the  fact  that  the  sludge  will 
become  septic  upon  standing  too  long  without  air. 

It  has  been  found  that  the  sludge  can  be  reduced 
from  99%  to  99  per  cent,  moisture  with  from  four  to 
six  hours'  settling,  provided  it  is  in  the  proper  condi- 
tio^. This  reduces  the  volume  which  must  be  handled 
50  per  cent.  In  oilier  words,  the  shnh^i-  becomes  so 
much  more  concentrated  thai  there  is  just  half  as  much 
moisture  to  handle.  Experiments  have  shown  that 
settling  under  hydrostatic  pressure  lakes  place  with 
more  rapidity,  but  seems  to  have  but  little  effect  in  the 
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reduction  of  moisture.  What  other  steps  will  he 
employed  remains  yet  to  he  determined.  Centrifuges 
appeal  to  hi-  a  possibility  in  reducing  the  greater  hulk 
•  ■I  tin--  moisture.  By  tins  means  the  moisture  may  he 
reduced  to  92  per  cent,  qr  90  per  cent.  The  solid  howl 
pipe  has  been  found  preferable. 

A  drier  preceded,  possibly,  by  the  use  ol  a  wprth- 
>  1 1  type  litter  press  may  he  the  other  two  steps  iu 
reducing  this  sludge  to  a  10-per  cent,  moisture  hasis. 
I  hese  remarks  are  of  necessity  only  tentative,  as  they 
are  based  on  the  experimental  work  accomplished  to 
date,  li  is  possible  a  better  method  than  any  here 
suggested  may  later  he  found. 

Cost  of  Treatment. 

\t  present  it  is  very  difficult  to  estimate  what  the 
Cost  "I  operation  will  he,  as  it  is  not  known  what  the 
i  ftpense  will  hi-  to  dewater  the  sludge.  Following  is 
an  estimate  by  Mr.  Harding  of  the  cost  per  1,000,000 
gallons,  as  judged  from  the  data  availahle  to  date: 

Mr,  3,000,000  cubic  feet  at  $0,003  per  M   $  9  00 

I  )i  \  ing  and  preparing  sludge  for  fertilizer  (two 

tons  at  $o)     12  00 

1  abor  (considering  capacity  of  5,000,000  gal.).     2  00 

Total   $23  00 
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Byproduct,  _'  Ions  fertilizer  (5  units  ammonia 

at  $2)   20  00 


Probable  cost  per  1,000,000  gal.,  exclusive  of 

interest,  depreciation,  and  repairs    $3  00 

I  he  cost  of  air  w  ill  vary,  depending  on  the  price  ol 
electricity.  Depreciation,  repair,  and  interest  will  pro- 
hahly  remain  fairly  stationary.  It  is  hoped  that  the 
sludge  dewatcring  cost  may  he  materially  reduced. 

A  rectangular  plant  seems  to  he  the  most  feasible 
plan  of  construction.  Aerating  chamhers,  settling 
chambers,  and  sludge  storage  tanks  may  all  be  included 
iu  the  plan  to  advantage,  as  has  keen  done  in  the 
experimental  plants  of  several  cities.  The  amount  of 
space  required  will  he  about  one-tenth  to  one-eighth 
oi  an  acre  per  1,000,000  gallons,  depending  on  the 
depth  i  if  the  system. 

The  problems  yet  to  be  solved  present  themselves 
in  about  the  following  order  of  importance:  (1)  De- 
watering  of  the  sludge  economically  ;  (2)  best  method 
ol  distributing1  the  air;  (3)  the  relative  length  of  time 
oi  aeration  of  sewage  and  sludge;  (4)  unfavorable 
influence  of  rapidly  changing  temperatures  of  the 
sewage. 
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Possibilities  of  Concrete  as  a  Medium  of 

Aesthetic  Expression 

By  Irving  K.  Pond* 


A I  tk.e  forty-first  convention  of  the  American 
Institute  of  Architects,  held  in  November, 
1007.  I,  as  chairman  of  the  then  existing 
committee  on  Applied  Arts  and  Sciences, 
reported  on  the  possibility  of  concrete  in  the  field  of 
architectural  expression.  Much  of  that  matter,  which 
I  formulated  then  with  the  assistance  and  approval 
of  the  other  members  of  the  committee,  is  applicable 
altogether  to  the  subject  today.  The  introductory 
sentence  was  as  follows:  "Although  the  exact  rela- 
tiouship  existing  between  concrete  and  steel  reinforce- 
ment under  a  given  condition  is  yet  to  be  determined 
accurately,  and  the  structural  use  of  reinforced  con- 
crete reduced  to  an  exact  science,  and  although  the 
manipulation  of  concrete  and  its  application  to  struc- 
tural uses  has  not  become  an  art,  yet  the  fact  that 
iu  its  use  and  treatment  there  are  immense  scientific 
and  aesthetic  possibilities,  brings  the  subject  of  rein- 
forcement .well  within  the  field  of  study  of  this  Com- 
mittee, especially  at  this  time  when  the  general  topics 
of  steel  structure  and  concrete  reinforcement  are  be- 
for  the  Institute  for  discussion."  The  science  during 
the  vears  which  have  elapsed  since  that  was  written 
ha-  possibly  become  a  bit  more  exact,  engineers  have 
been  at  work — many  formulas  have  been  developed, 
many  tables  have  been  compiled  and  much  has  been 
gained  in  the  way  of  practical  experience.  This  has 
been  of  benefit  in  developing  the  art  of  manipulation, 
fi  if  Art  consists  in  "doing"  ;  but  the  art  of  design  seems 
not  to  have  kept  pace.  It  was  to  stimulate  that  art 
and  to  awaken  in  the  architect  a  realizing  sense  of  his 
opportunities  and  responsibilities  that  I  then  entered  in- 
to the  discussion  and  now  continue  it.  It  is  essential 
throughout  such  discussion  to  keep  clearly  in  mind  the 
true  and  abiding  status  of  architecture  and  the  archi- 

•  Architect.  Chicago,  before  the  American  Concrete  Institute. 


tect.  The  architect  is  not  a  mechanical  fabricator  of 
mathematical  diagrams.  His  highest  concern  is  with 
the  ideal,  and  his  first  sketch  should  present  an  idea, 
an  idea  which  is  conceived  in  beauty.  The  past  has 
demonstrated  that  architecture  as  the  expression  of 
the  ideal  can  materialize  in  but  one  or  the  other  of  two 
great  manners:  that  of  the  articulated  structure,  unit 
added  to  unit,  and  that  of  the  plastic  mass.  The  most 
noble  development  in  the  first  manner  is  in  the  archi- 
tecture of  masonry — brick  or  stone — and  this  develop- 
ment has  reached  its  logical  limit;  in  no  way  except, 
may  be,  in  mere  size,  its  least  noble  attribute,  is  it  to 
be  excelled.  Under  the  vital  art  of  this  first  manner 
lay  an  intuitive  science ;  under  the  too  transient  beauty 
of  the  work  of  the  second  great  manner  lay  nothing  of 
science  at  all,  and  so  this  architecture  has  well-nigh 
vanished  except  as  some  adherence  to  the  principles 
of  the  first  manner  has  interposed  to  save.  And  now 
comes  the  ghost  of  what  might  have  been  and  calls  for 
an  incarnation,  feeling,  if  a  ghost  can  feel,  that  in  re- 
inforced concrete,  science  is  preparing  a  body  which 
can  be  vivified  with  the  spirit  of  art.  If  this  feeling- 
is  substantiated,  to  the  architect  is  opened  up  a  new 
range  of  possibilities.  'The  architect  becomes  in  a 
sense  a  sculptor,  a  molder  of  monumental  mass,  not  the 
fantastic  figure,  who,  at  first,  with  sharply  insistent 
blows,  and  then  with  infinite  persuasive  tappings,  re- 
leases the  form  imprisoned  in  the  block,  but  a  creative 
constructor  who  builds  up  his  ideal  and  shapes  it  by 
the  irresistible,  though  tender,  molding  of  mass  and 
form.  In  this  the  architect  assumes  no  new  function, 
but  develops  that  feeling  which  by  nature  and  of  neces- 
sity inheres  in  the  architectural  mind.  The  vital  dif- 
ference between  the  sculptor  and  the  architect  is  that 
the  former  is  bound  by  no  necessity  for  expression  in 
structural  terms;  mass  and  form  being  enough  for 
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him ;  while  the  architect,  if  he  really  is  to  be  an  archi- 
tect, must  have  structural  laws  ever  in  mind,  and 
must  make  his  work  an  interpretation,  of  these  laws 
and  a  symbol  of  their  aesthetic  value  in  the  expres- 
sion of  the  higher  ideals  of  his  race  and  time.  The 
architect  as  well  as  the  sculptor  revels  in  this  feeling 
of  mass  taking  form  under  his  skillful  manipulation; 
and  the  feeling  for  plasticity  and  for  mass  influx  is 
potent  in  the  true  architect,  even  though  he  be  design- 
ing in  that  most  refractory  medium,  a  masonry-clad 
steel  skeleton.  In  most  of  his  work  the  architect  has 
to  content  himself  with  an  intellectual  substitute  for 
real  feeling,  and  his  conscious  delight  is  rather  in 
tellectual  than  emotional  as  the  idea  takes  form  in  the 
sketch  and  in  preliminary  plan  and  elevation,  llis 
lingers  may  itch,  they  do  itch,  to  feel  the  flow  of  the 
mass,  but  the  feeling  remains  abstract  and  intellectual. 
Therefore  certain  architects,  if  not  indeed  the  archi- 
tectural body  general,  are  viewing  with  keen  interest, 
when  not  actively  aiding,  the  development  of  the  pos- 
sibilities of  this  fairly  new  and  altogether  plastic  me- 
dium, reinforced  concrete;  a  medium  which  really  does 
flow  and  is  molded,  and  through  which  the  form  ap- 
pears in  gracefully  unfolding  stages,  till  the  final  mass 
stands  revealed,  a  veritable  unit.  One  cannot  in 
thought  connect  with  this  materialization  the  shock  of 
unloading  beams,  the  rattling  musketry  of  riveting,  the 
petty  and  fussy  application  of  iireproofing  and  surface 
coating.  In  fancy,  as  almost  in  fact,  the  architect  sees 
the  flowing  mass  take  form  under  his  own  hands. 

Plastic  Architecture  in  its  Infancy 

Though  the  use  of  concrete  goes  back  into  an- 
tiquity, plastic  architecture  would  seem  to  be  in  the 
veriest  infancy,  and  would  seem  also  to  be  asking  the 
genius  of  this  age  to  give  it  perfect  expression  and 
make  it  worthy  to  stand  with  the  architecture  of  the 
past  and  the  yet-to-come.  Though  the  past  be  ex- 
amined for  precedent,  little  will  lie  found.  Rome  used 
concrete  in  bulk —  but  undeniable  evidence  of  a  scien- 
tific use  of  the  material  is  wanting.  Rome  applied 
superficially  the  arts  of  other  times  and  countries,  hut 
i if  itself  left  to  posterity  only  monuments  expressive 
of  a  highly  temperamental  force,  breathing  little  or 
nothing  of  spirituality.  Persia  covered  with  stucco 
or  veneered  with  beautiful  tiles  her  masses  of  crude 
masonry.  The  Arabians  and  the  Moors  expressed 
their  emotionalism  in  a  plastic  architecture  decorated 
with  a  skim  coat  of  ornamental  plaster  or  an  incrusta- 
tion of  tile,  intricate  in  pattern  and  beautiful  in  color. 
The  concrete  of  the  mass  was  but  mud,  and  the  science 
of  building  was  unknown.  In  such  material  beautiful 
day  dreams  were  realized  only  to  crumble  when  the 
spell  was  past.  The  Spanish  missions  were  built  with 
rare  feeling  for  mass  and  light  and  shade;  but  feeling 
swayed  and  science  did  not  guide.  With  the  science 
of  to-day  to  guide  and  the  art  of  experience  of  the  past 
to  illumine,  into  what  logical,  noble  and  beautiful 
forms  should  not  concrete  shape  itself,  to  the  end  of  an 
enduring,  spiritualized  architecture! 

The  possibilities,  even  the  aesthetic  possibilities, 
within  the  range  of  reinforced  concrete  construction 
can  hardly  be 'Over-estimated.  Little  beyond  the  in- 
troductory chapter  has  been  written  in  the  history  of 
reinforced  concrete,  and  every  advance  in  the  science 
of  its  manufacture  and  use  will  signal  an  advance  along 
the  line  of  artistic  application. 

Kxcept  in  well-defined  types,  designed  to  serve  cer 
tain  well-defined  uses,  it  is  impracticable  mi  to  carry 
masonry  construction  beyond  and  behind  the  facade 


as  to  result  in  a  homogeneous  structure — wanting 
which  architecture  becomes  but  a  hollow  sound.  The 
architecture  of  a  reinforced  plastic  material  may, 
and  logically  will,  express  itself  throughout  the  entire 
structure  of  the  remotest  core.  The  unity,  the  truth, 
the  harmony  of  the  whole  may  in  every  part  be  mani- 
fested. Therefore,  again,  the  possibilities  inherent  in 
concrete  present  themselves  alluringly  to  the  architect 
to  whom  the  art  means  as  much  as  does  the  science 
of  building. 

Time  Required 

The  architectural  brain  is  not  so  congested  by  the 
weight  of  pregnant  thought  that  at  a  blow  a  Minerva 
shall  issue  forth  full  fledged  and  full  armed.  It  will 
take  time  and  struggle,  and  developed  artistic  precep- 
tions  in  this,  as  in  former  cases,  to  reveal  the  possi- 
bilities of  beautiful  and  of  monumental  design. 

It  may  well  be  conceived  that  a  molded  architec- 
ture, so  to  speak,  an  architecture  of  (lowing  and  har- 
moniously interrelated  masses,  may  not  appeal  im- 
mediately to  the  architect  who  has  been  taught  that 
his  art  consists  in  naively  piling  up  child's  building- 
blocks  on  a  large  scale.  Whatever  may  be  urged 
against  the  deadly  dulling  practice  of  following  the 
line  of  least  resistance  in  architecture,  certain  it  is 
that  a  material  in  which  it  is  easier,  as  well  as  more 
logical,  to  fashion  new  and  appropriate  forms  than  to 
follow  cut  and  dried  conventions,  can  not  be  regarded 
as  other  than  a  vivifying  factor  in  a  possible  archi- 
tectural development,  and  its  advent  hailed  with  de- 
light. When  architects  relieve  themselves  of  the  no- 
tion that  monumental  architecture,  for  example,  con- 
sists solely  in  a  row  of  classical  columns  superim- 
posed upon  a  basement,  it  will  be  a  wholesome  day  for 
the  art  they  profess  to  practice.  Probably  ignorance, 
inability  and  self-distrust  in  the  architectural  ranks 
will  remove  to  some  more  or  less  remote  future  the 
development  of  a  monumental  architecture  expressing 
itself  in  new  forms  fashioned  in  new  materials.  Yet 
it  is  possible  in  this,  as  in  other  ages,  that  commercial- 
ism, itself  so  devoid  of  aesthetic  tendencies,  will  pave 
the  way  to  the  realization  of  an  aesthetic  ideal.  A 
material  which  holds  in  itself  the  qualifications  for 
commercial  use  will  in  that  very  use  reveal  its  aesthetic 
possibilities.  No  material  which  puts  into  the  hand 
of  the  architect  power  to  produce  permanent  mass  and 
form,  and  add  the  enrichment  of  light  and  shade,  color 
and  texture,  will  long  be  ignored  when  science  has 
made  its  use  commercially  possible.  It  would,  then, 
seemingly  remain  only  for  science  to  demonstrate  the 
practical  value  of  reinforced  concrete,  in  respect  to  its 
physical  properties,  and  art  must  unfold  whatever  it 
holds  of  beauty. 

Unlimited  Possibilities  in  Concrete 

The  steel  skeleton  developed  from  commercial 
necessity,  and  to  clothe  and  protect  that  skeleton,  the 
architect,  naturally,  used  whatever  means  lav  at  his 
command;  stone,  brick,  terra  cotta  and  metal  were 
called  into  requisition.  To  clothe  the  skeleton  in  one 
or  another  or  all  of  these  materials  became  a  fixed 
habit  with  the  architect.  So  that  when  concrete  came 
into  use,  not  only  was  it  ignored  as  a  possible  cloth- 
ing for  steel,  but  when  the  skeleton  of  reinforced  con- 
crete was  set  up  it  was  itself  clothed  after  the  exist- 
ing fashion  for  steel.  Such  is  the  fatal  force  of  habit! 
Granting  to  concrete  the  qualities  ascribed  to  it,  that 
it  is  fireproof,  that  it  may  be  rendered  moisture  proof, 
that  once  in  place  it  is  not  affected  by  atmospheric 
and  climatic  conditions,  that  it  can  be  permanently 


nil-    CONTRACT  RKCORI) 


August  9,  1916 


colored,  can  he  infilled  and  chiseled,  that  it  can  be 
formed  in  place  and  need  not  l>e  applied  piecemeal — 
what  better  material  could  he  sought  lor  clothing-  the 
Steel  skeleton?  and  wh\  the  need  of  any  cloak  at  all 
to  such  material  when  it  has  been  treated  with  any 
manner  of  decency  or  respect  by  the  designer?  So 
aesthetically  there  would  seem  to  he  unlimited  possi- 
bilities in  reinforced  concrete. 

It  is  u«>i  inconceivable  that  ornamental  terra  cotta 

and  tile,  beautiful  in  color  and  texture,  and  also  sculp- 
tured  stone  will  he  called  upon  to  embellish  and  dis- 
tinguish, though  not  in  any  manner  to  clothe  or  con- 
ceal, the  concrete  structure.  The  presence  of  these  ma- 
terials nia\  he  needed  as  a  saving  grace  in  these  early 
days  of  design  in  concrete,  to  save  the  designers  from 
a  too  brutal  conception  of  the  forms  they  deem  the 
material  must  necessarily  take.  This  is  an  unfortunate, 
though  marked  tendency  now,  in  what  should  be  a 
refined  and  restrained  domestic  architecture,  t-o  shape 
concrete,  and  its  lath  and  plaster  imitations,  into  the 
i  rude,  though  characteristic,  forms  of  the  old  mission 
work.  It  is  needless  to  say  that  these  forms  have  no 
meaning  outside  of  their  original  environment  and 
would  ii^t  have  existed  there  but  for  the  exigencies 
of  (In-  case  the  crude  nature  of  the  materials  pro- 
curable and  the  absence  of  all  skilled  labor. 

A  Bright  Future 

Hut  to-day,  with  art  and  science  co-operating,  it 
would  seem  as  though  architecture  were  on  the  verge 
of  an  awakening.  Commercial  architecture  with  us  is 
beginning  to  feel  the  thrill.  Abroad  monumental  ar- 
chitecture as  well  is  showing  signs  of  a  renewed  joy 
in  life,  and  structural  concrete,  both  of  itself  and  em- 
bellished with  richer  materials,  furnishes  the  new  and 
seemingly  adequate  medium  of  architectural  expres- 
sion. 

Much  of  this  was  written,  as  T  said  in  opening,  some 
years  ago.  Looking  back  over  these  years  it  does  not 
seem  that  there  has  been  an  advance  in  the  aesthetic 
field  as  Opportunity  seems  to  have  offered,  or  as  might 
have  been  expected.  But  we  cannot  lay  this  backward- 
ness altogether  to  the  manipulator  of  concrete  nor  to 
the  architect.  Economies  may  be  a  factor,  but  it  could 
not  be  a  controlling  one  in  a  community  which  had 
the  desire  and  will  to  advance  in  the  art  of  self-expres- 
sion  which  the  art  of  architecture  pre-eminently  is.  I 
know  the  time  is  not  ripe  for  a  finished  and  full  ex- 
pression  for  the  community  or  the  national  life  is  not 
unified  and  complete;  but  there  are  qualities  under  the 
surface — refined  and  human  qualities — which  might 
at  least  find  an  echo  in  our  concrete  structures.  Per- 
haps the  echo  is  being  heard,  faintly  at  least.  I  some- 
times think  so,  but  with  you  all  I  desire  the  day  to 
hasten,  not  only  when  architecture  in  concrete  or 
otherwise  shall  express  us,  but  when  we  shall  have 
better  selves  which  will  demand  and  receive  an  in- 
terpretation in  architecture. 

Griffiths  Brothers  &  Co.,  of  London,  England, 
manufacturers  of  "anti-sulphuric"  enamel,  "ohmaline," 
and  other  insulating  preparations  well  known  in  Can- 
ada, have  received  an  order  from  the  Iiritish  Govern- 
ment for  live  thousand  gallons  of  new  material  which 
is  used  to  prevent  asphyxiating  gases  penetrating  the 
Stitches  of  the  protective  masks  worn  by  Iiritish  and 
'  anadian  troops.  This  new  preparation  was  subjected 
to  the  scvere-l  tests  before  being  finally  adopted.  The 
Canadian  agents  are  Spielmann  Agencies  Regd./ Mont- 
real. 


Stationary  Engineers'  Annual  Convention 

flu-  (  anadian  Association  of  Stationary  Engineers 
held  the  t went v-seventh  annual  convention  at  Mont- 
real on  July  25-28.  The  programme  was  arranged 
having  in  mind  the  transacting  of  a  certain  amount  of 
business  and  giving  visitors  an  opportunity  to  sec 
places  of  interest  in  the  city  and  district.  On  the 
opening  day  there  were  speeches  by  Mr.  R.  Dyson,  of 
Guelph,  the  president,  and  Mr.  W.  C.  McGhie,  chair- 
man of  the  Hoard  of  Examiners  of  Ontario.  On  that 
and  the  following  days  the  Grand  Lodge  of  the  Asso- 
ciation held  its  sessions,  when  questions  affecting  the 
policy  of  the  association  were  considered.  Toronto 
will  he  the  next  meeting  place.  One  of  the  most  inter- 
esting sections  of  the  convention  was  the  exhibition  in 
the  Technical  School,  this  portion  of  the  programme 
being  arranged  by  the  executive  officers  of  the  Ex- 
hibitors* Association  of  the  Canadian  Association  of 
Stationary  Engineers,  'flic  following  were  the  prin- 
cipal exhihiti  >rs  : 

Canadian  Consolidated  Rubber  Company,  Montreal, 
showed  various  specimens  of  their  goods,  including  Cana- 
dian spiral  packings,  water  and  steam  hose,  etc. 

James  Morrison  Brass  Manufacturing  Company,  Ltd., 
Toronto. — This  was  an  attractive  exhibit  of  valves,  locomo- 
tive injectors,  steam  regulating  and  safety  valves,  eta. 

T.  McAvity  &  Sons,  Ltd.,  St.  John,  N.B„  had  a  collec- 
tion of  literature  detailing  their  various  lines,  including  orna- 
mental tinted  cast  iron  lighting  posts. 

Dart  Union  Company,  Ltd.,  Toronto. — Various  styles  of 
Dart  uifion  pipe  couplings  were  on  view. 

Canadian  Allis-Chalmers,  Ltd.,  Toronto. — Besides  a  dis- 
play of  considerable  literature  a  Squire  improved  steam  trap 
was  exhibited. 

I\.  E.  Cleatoh  Company,  Montreal. — This  firm  showed  a 
babbit  adjustable  sprocket  rim,  which  would,  it  was  stated, 
lit  the  wheel  of  any  valve. 

Canadian  H.  VV.  Johns-Manvillc  Company,  Ltd.,  had  on 
show  a  large  variety  of  their  specialties,  packings  and  fric- 
tion tapes,  etc. 

Lytle,  Smith  &  Co.,  Montreal. — Asbestos  fibre,  flexible 
metal  hose,  and  belt  dressings. 

Economy  Fuse  and  Manufacturing  Company,  Montreal. 
— Various  types  of  fuses,  including  a  display  of  the  com- 
ponent parts  of  fuses. 

Darling  Brothers,  Ltd.,  Montreal. — A  large  number  of 
goods  were  on  view.  These  included  the  Dexter  valve  reced- 
ing machine,  water  filter  used  on  boiler  feeds,  Clark  flexible 
coupling,  centrifugal  and  rotary  pumps,  and  an  illustration 
of  the  Webster  vacuum  system  of  heating. 

Sadler  &  Haworth,  Montreal. — At  this  booth  the  firm 
gave  a  practical  demonstration  of  the  qualities  of  "Amphi- 
bia" waterproof  belting.  A  tanned  skin,  showing  the  part 
of  the  leather  used  in  belt-making,  was  also  shown,  together 
with  specimens  of  mill  supplies. 

Lyman  Tube  and  Supply  Company,  Montreal. —  The 
company  had  on  view  samples  of  goods  for  which  they  are 
agents.  These  comprised  cyclone  chain  hoist,  Shelby  steel 
tubing,  Carton  Daniels  lightning  arresters,  Imperial  elevator 
guide  lubricator,  hit/  metallic  packing,  Hoffman  ball  hear- 
ings, Wright  wrenches,  Matchless  trolleys,  rawhide  pinions, 
Downbrook  graphite  bushings,  and  Lee  carbon  brushes. 

Jenkins  Brothers,  Ltd.,  Montreal. — Numerous  valves  of 
various  types. 

II.  L.  I'eiler  Company,  Montreal. — Here  were  shown  pop 
and  relief  valves,  recording  instruments,  gates,  boiler  fur- 
nace blocks,  oil  pumps,  and  the  I'eiler  system  for  burning 
anthracite  and  low-grade  fuels. 

Dominion   Belting  Company,  Hamilton. — Specimens  of 
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Maple  Leaf  brand  of  stitchid  cotton  duck  belting  and  belt 
dressing. 

The  Goldie  &  McCullocli  Company,  Ltd.,  Gait. — Many 
photos  showing  installations  by  this  well-known  engineering 
firm,  besides  small  parts  of  machinery. 

Dnnlop  Tire  and  Rubber  Goods  Company. — A  long  line 
of  rubber  hose,  armoured  hose,  and  also  of  packing.  A  fea- 
ture was  made  of  Gibraltar  led  special  belting. 

Gutta  Percha  and  Rubber,  Ltd.,  Toronto. — Packing,  lire 
hose,  belting,  rubber  tiles,  sheet  packing,  etc. 

Canadian  Fairbanks-Morse,  Ltd.,  Montreal. — An  exten- 
sive exhibit  of  engines,  pumps,  water  and  steam  valves, 
Pratt  and  Cady  valves,  traps,  packing,  tubing,  etc. 

Canadian  Asbestos  Company,  Montreal. — In  addition  to 
raw  asbestos,  this  company  exhibited  a  long  line  of  asbestos 
products  for  insulating  and  building  purposes;  also  goods 
for  which  they  are  agents. 

Armstrong  Cork  and  Insulation  Company,  Montreal. — 
The  company  showed  models  of  furnaces  in  which  Nonpareil 
insulating  bricks  were  used;  also  specimens  of  cork  cover- 
ing, paving  brick,  high  pressure  covering,  etc. 

Garlock  Packing  Company.  Hamilton,  Out. — All  kinds 
"I  steam,  hydrant,  and  other  packings. 

Morrison  &  Dagnall,  Montreal. — Many  types  of  pipe  and 
boiler  coverings. 

Richard  James,  Montreal. — Several  specialties,  including 
pyrotcctite. 


Mainly  Constructional 

East  and  West — From  Coast  to  Coast 


The  Dominion  Steel  Products  Company,  Ltd.,  Bradford, 
Ont.,  have  been  granted  a  charter. 

The  International  Nickel  Company  of  Canada,  Ltd.,  To- 
ronto, Out.,  have  secured  a  charter. 

The  Western  Stone  Company,  Ltd.,  St.  Boniface,  Man., 
have  been  succeeded  by  the  Tyndall  Quarry  Company,  Ltd. 

The  Winnipeg  Stone  Company,  Ltd.,  Winnipeg,  Man., 
has  been  succeeded  by  the  Tyndall  Quarry  Company,  Ltd. 

During  the  month  of  July  310  building  permits  were 
issued  in  the  city  of  Toronto,  valued  at  $467,431, 

In  May.  L916,  the  United  Slates  exported  to  Canada  7,621 
(<>iis  of  steel,  valued  at  $411,729,  as  compared  with  1,337  Ions 
last  year,  valued  at  $28,45:!. 

Ravary  &  Leduc,  Limitcc,  have  been  incorporated,  with 
a  capital  of  $10. (inn,  head  office  at  Montreal,  and  will  deal  in 
hardware,  ironware,  paints,  etc. 

The  municipality  of  Assiniboia  lias  purchased  a  Barfonl 
&  I  'el  k ill's  road  roller.  The  sale  was  made  by  (heir  local 
representative,  Mr.  E,  O.  Herbert,  si  Walnut  Street,  Winni- 
peg. 

Building  operations  in  Campbellton,  N.I!.,  are  unusually 
active.  Builders  and  carpenters  are  very  busy,  and  a  good 
season  is  assured.  The  building  permits  for  June  numbered 
I  I ;  value,  $18,000. 

The  contract  for  the  construction  of  the  new  customs 
house  and  examining  warehouse  at  Toronto  has  been  award- 
ed to  the  Fuller  Construction  Company.  The  cost  of  the 
buildings  will  be  about  $1,500,000. 

Building  permits  numbering  14  were  issued  at  Gait,  Out., 
during  the  month  of  July,  amounting  to  $38,555.    Up  to  July 


;!l  the  permits  issued  total  $138,955,  an  increase  over  the 
same  period  of  last  year  of  $57,700. 

The  contract  for  the  foundations  and  all  reinforced  con- 
crete work  on  the  St.  Gregoire  de  Thaumaturge  School  has 
been  let  to  the  Security  Engineering  and  Contracting  Com- 
pany, 20.'!  St.  James  Street,  Montreal. 

The  Council  of  Surrey,  B.C.,  at  a  recent  meeting  passed 
i  resolution  dispensing  with  the  services  of  their  municipal 
engineer,  Mr.  J.  O'Hara,  after  August  5,  considering  that  bis 
retention  caused  too  great  expense  tp  the  municipality. 

Fourteen  building  permits  were  issued  at  Gait,  Out., 
during  the  month  of  July,  value  $38,555,  while  for  July.  1915. 
the  permits  totalled  $18,-325.  Up  to  July  31,  1916,  the  permits 
issued  amounted  to  $138,955,  as  compared  with  $81,255  for 
the  same  period  last  year. 

Official  confirmation  has  been  received  of  the  awarding 
of  the  contract  for  the  cribwork  and  back-filling  of  the  new 
pier  16;  on  the  west  side  at  St.  John,  N.B.,  to  the  Maritime 
Dredging  Company.  Work  is  now  being  pushed  with  a  view 
to  having  the  pier  ready  for  the  coming  winter's  business. 

It  i  reported  that  all  the  mills  except  the  rail  mills,  of 
the  Dominion  Steel  Corporation  arc  working  up  to  full 
capacity  in  spite  of  the  fact  that  there  is  much  difficulty  in 
securing  labor,  and  that  the  earnings  of  the  steel  department 
are  running  the  highest  since  the  commencement  of  the  war. 

There  were  101  building  permits  issued  at  London,  Out., 
during  the  month  of  July,  this  year,  representing  a  value  of 
$214,020,  as  compared  with  100  in  July,  1915,  valued  at 
$266,185.  The  total  for  the  first  seven  months  of  the  year 
is  (;:!4,  value  $584,730.  while  for  the  same  period  last  year 
there  were  824,  value  $873,780. 

While  some  delays  have  been  experienced  on  the  work  on 
the  Bloor  Street  viaduct,  Toronto,  during  the  spring,  opera- 
tions appear  to  be  progressing  favorably  at  the  present  time. 
The  Hamilton  Bridge  Company  have  taken  back  many  of  the 
men  whom  they  laid  off  some  weeks  ago,  and  there  are  now 
about  50  of  them  at  work  on  the  structure. 

The  city  of  London  requires  to  have  its  water  supply 
increased  by  2.000,000  gallons  or  more,  and  for  that  purpose 
the  Utilities  Commission  have  been  experimenting  with 
artesian  wells.  Tt  is  thought  that  the  fields  near  the  present 
pumping  station  at  Horton  Street  can  perhaps  be  developed 
sufficiently  to  serve  the  city  for  some  time  to  come. 

The  Standard  Tdeal  Plant  at  Port  FTopc,  Out.,  has  been 
sold  to  L.  M.  Wood,  president  of  the  Standard  Chemical 
Company,  and  his  associates,  amongst  the  number  being  W. 
D.  Ross,  formerly  general  manager  of  the  Metropolitan  Bank, 
and  Cuff  Brothers,  Toronto.  The  new  company  will  take 
possession  at  once,  and,  in  addition  to  carrying  on  the  present 
line  of  business,  may  engage  in  the  manufacture  of  shells. 

The  net  profits  of  the  Ontario  Steel  Products  Company, 
Ltd..  for  the  year  ended  July  30  last,  after  depreciation,  etc.. 
but  before  bond  interest,  amount  to  $152,019,  an  increase  of 
about  too  per  cent,  over  the  19)4-15  showing.  The  balance 
available  for  dividends  was  $116;019,  an  increase  of  $76,274,  or 
I92  per  cent.,  as  compared  with  the  corresponding  balance  in 
1 01.4.  This  balance  represented  earnings  at  the  rate  of  15.5 
per  cent,  on  the  preferred  stock. 

At  a  recent  meeting  of  the  Council  of  Aylmer,  Cut  . 
James  O.  Meadows,  sanitary  engineer,  of  the  Montreal  Light. 
Heat  and  Power  Company,  to  whom  the  contract  has  been' 
awarded,  presented  the  plans  for  a  new  filtration  plant.  The 
plans  were  favorably  received  bv  the  Council,  and  were  sub- 
mitted to  the  Provincial  Health  Department  for  approval.  If 
reported  satisfactory  the  work  of  installing  the  plant  will  In- 
got under  way  in  a  short  time. 

E.  A.  James,  highway  engineer  of  York  County,  Out., 
recently  stated  that  excellent  progress  is  being  made  on  the 
good  roads  system  at  the  four  different  points  where  work 
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it  being  carried  on  One  gang  is  at  Bond  Lake,  on  Yonge 
Street  •>  second  south  of  Woodbridge,  and  n  third  on  the 
Kennedy  Road,  .it  Fllc-merc.  The  fourth  gang  are  working 
easlcrK  from  the  tilth  concession  of  Markham,  and  later  will 
w..rk  west  on  the  Langstaff  side  road  toward  Yonge  Street. 

The  building  laborers  of  Winnipeg  are  organizing  a 
onion  \  mass  meeting  was  recently  held  at  Labor  Temple, 
President  Veitch  of  the  Trades  Council  occupying  the  chair. 
I  Mannusson  was  elected  president  and  Matthew  Davey 
secretary.  The  finances  of  the  new  organization  will  be  in 
trust  of  the  Trades  Council  until  the  body  is  firmly  estab- 
lished \  wage  scale  of  30c  per  hour  and  nine  hours  a  day 
is  likely  to  be  established  as  the  union  rate. 

I  h.  F.ssanay  Film  Company  of  Chicago  have  just  com- 
pleted 8  series  of  motion  pictures  showing  the  electrification 
of  the  mountain  division  of  the  Chicago,  Milwaukee  and  St. 
Faul  Railway  System.  These  pictures  were  projected  in  the 
Repent  Theatre,  Ottawa,  Ont..  on  Tuesday.  August  1,  under 
the  auspices  of  the  Canadian  Society  of  Civil  Engineers.  A 
large  number  of  members  availed  themselves  of  the  oppor- 
tunity of  seeing  this  great  project  through  the  medium  of 
motion  pictures. 

The  Canadian  Copper  Company  have  before  them  a 
building  programme  which  includes  the  erection  of  55  houses, 
one  club  and  one  boarding  house  at  Creighton  Mine,  27 
hoU>es  at  Copper  Cliff,  and  23  houses  and  one  boarding  house 
.it  Crean  Hill.  Eight  houses  will  also  be  moved  into  Copper 
Cliff  from  Frood.  and  an  addition  will  be  built  to  the  Crean 
Hill  school.  Dickie  Construction  Company,  Toronto,  have 
the  contract  for  the  Copper  Cliff  and  Creighton  work  and 
the  Laberge  Company  for  Crean  Hill.  The  houses  will  all  be 
frame  and  will  range  from  five  to  eight  rooms. 

The  demolition  of  the  Parliament  Buildings  at  Ottawa  is 
now  complete,  with  the  exception  of  the  library.  The  sec- 
tions of  solid  walls  which  were  left  standing  after  the  fire, 
and  which  were  valued  by  the  architect  at  $2,000,000,  includ- 
ing the  fireproof  wing,  have  all  been  wiped  out.  It  is  stated 
that  there  is  some  dissatisfaction  amongst  the  members  of 
the  committee  appointed  to  supervise  the  business  at  this 
method  of  procedure,  as  a  considerable  increase  in  cost  is 
likely  to  result;  it  was  the  understanding  at  the  outset  that 
the  standing  walls  should  be  utilized  in  the  reconstruction. 

The  superstructure  of  the  Quebec  bridge  has  now  been 
practically  completed,  and  the  placing  of  the  central  span 
remains  as  the  last  unit  of  the  work.  This  span,  which  is 
640  feet  in  length  and  weighs  some  6,000  tons,  is  now  being 
built  on  false  work,  and  is  to  be  floated  into  position  on 
barges  when  completed.  The  large  traveller  used  on  the 
north  side  of  the  bridge  was  taken  down  last  spring  and 
re-erected  just  below  Pointe  aux  Pizeau  at  Sillery,  where  it 
is  to  be  used  to  place  the  central  span  on  the  barges.  These 
barges,  six  in  number,  are  being  constructed  at  Sorel,  and 
are  all  to  be  delivered  at  Sillery  by  the  middle  of  this  month. 
The  contractors,  the  St.  Lawrence  Bridge  Company  and  the 
Canadian  Bridge  Company,  hope  to  place  the  central  span  in 
position  some  day  between  the  10th  and  15th  of  September. 

A  contract  has  been  awarded  to  B.  Kerr  for  the  con- 
struction of  three  infiltration  basins  at  the  Point  Edward 
plant  of  the  Sarnia  waterworks,  with  connecting  valves  and 
pipes,  at  a  cost  of  $5,280.  These  basins  will  be  12  by  18  feet 
by  15  feet  deep,  and  will  have  no  bottom.  They  will  be  con- 
structed of  concrete,  with  tops  of  plank.  Each  will  have  a 
10-inch  outlet  pipe,  which  will  run  into  a  main  of  24  inches. 
The  24-inch  pipe  will  lead  into  the  nineteenth  basin  of  the 
old  infiltration  system,  and  the  water  will  be  chlorinated 
before  it  is  allowed  to  enter  the  old  basins,  where  the  water 
is  pure  for  consumption.  The  three  basins  will  be  constructed 
on  the  surface  and  will  then  be  sunk  to  the  proper  level  by 
excavating  the  material  from  the  inside.  Campbell  &  Co.,  of 
London,  have  purchased  a  hoist  from  Gutteridge  &  Grace, 
and  are  removing  the  gravel  from  the  waterworks  site. 


Members  and  officials  of  the  city  and  rural  councils  form- 
ing the  Greater  W  innipeg  Water  District  and  a  number  of 
citizens  of  the  respective  boroughs  recently  inspected  the 
operations  on  the  Shoal  Lake  aqueduct,  as  the  guests  of  the 
administration  board.  Stops  were  made  at  several  of  the 
camps  where  work  is  in  progress,  and  the  vistors  were  thus 
enabled  to  see  the  great  pipe  line  in  process  of  construction, 
from  the  dredging  of  the  trenches  to  the  refilling.  The  effects 
ol  the  recent  heavy  rains,  which  have  caused  the  contractors 
much  delay  and  expense,  were  also  seen,  though  by  means  of 
gasoline  pumps  and  dams  the  water  had  been  almost  all 
removed.  The  aqueduct  has  been  successfully  completed 
across  the  head  of  that  section  of  Indian  Bay  that  was  dyked 
off  to  prevent  contamination  of  the  bay  at  the  intake  by  the 
lurpid  waters  of  the  Falcon  River.  It  is  stated  that  the  con- 
tractors are  experiencing  labor  difficulties,  as  the  men  have 
been  leaving  on  the  prospect  of  making  more  money  in  the 
harvest  fields.  A  modification  of  the  construction  programme 
for  this  year  may  result  on  this  account. 


Personal 

Mr.  C.  J.  Wilson,  formerly  with  the  Algoma  Steel  Cor- 
poration, has  been  appointed  superintendent  of  the  mechani- 
cal and  engineering  department  of  the  Donner  Steel  Com- 
pany, Buffalo.  Mr.  Wilson  was  with  this  corporation  foi 
fourteen  years,  having  entered  their  service  in  1901  as  fore- 
man electrician.  Some  time  later  he  became  superintendent 
of  the  electrical  department  then  assistant  to  the  general 
superintendent,  and  finally  assistant  to  the  general  manager. 

D.  Lytton  Macdougall,  an  engineer  of  wide  railway 
experience,  recently  enlisted  with  the  Railway  Construction 
Corps.  Mr.  Macdougall  has  lately  been  engaged  in 
appraisal  work  for  the  United  States  Government  on  the  Old 
Dominion  Railway  of  Virginia,  and  upon  completion  of  his 
task  immediately  came  to  Canada  to  volunteer.  He  spent 
seven  years  as  engineer  with  the  Chesapeake  and  Potomac 
Telephone  Company,  of  Baltimore,  five  years  with  the  Na- 
tional Transcontinental  Railway  during  the  construction 
period,  and  was  locating  engineer  for  the  Alberta  and  Peace 
River  Eastern  Railway,  a  project  of  the  late  Duke  of  Suther- 
land. 


Obituary 

Mr.  Clark  Gordon  of  Sherbrooke,  Que.,  died  recently,  at 
the  age  of  80  years.  Mr.  Gordon  was  a  contractor,  and  built 
a  section  of  the  Canadian  Pacific  Railway. 

Owen  Davies,  senior  partner  of  the  firm  of  Owen  Davies 
&  Son,  roofing  contractors,  died  at  his  home  in  Winnipeg 
recently.  Mr.  Davies  was  a  native  of  Wales,  and  settled  in 
Winnipeg  in  1822. 

The  death  occurred  recently  in  Toronto  of  Mr.  John  L. 
Johnston,  at  the  age  of  75  years.  Mr.  Johnston  spent  his 
youth  in  Cannington,  and  moved  to  Toronto  some  35  years 
ago,  where  he  carried  on  the  business  of  general  contractor. 

Mr.  J.  T.  Schell  of  Alexandria,  Ont.,  well  known  in  Glen- 
garry County  as  a  man  prominent  in  its  business  and  public 
life,  recently  passed  away.  Some  large  contracts  in  railway 
construction  were  put  through  by  him,  amongst  which  was 
about  sixty  miles  between  Ottawa  and  Hawkesbury,  Cape 
Rouge,  Quebec. 

Mr.  Robert  McCallum,  former  city  architect  of  Toronto, 
died  on  August  2,  at  his  residence,  187  Madison  Avenue.  Mr. 
McCallum  was  born  in  Toronto  65  years  ago,  and  received 
his  education  at  the  old  Grammar  School  and  old  Upper 
Canada  College.  He  was  a  civil  engineer  in  the  employ  of 
the  Ontario  Government  for  21  years,  and  entered  the  employ 
of  the  city  about  1903,  retiring  some  ten  years  later  on 
account  of  ill-health. 


Contracts  Department 

News    of   Special   Interest  to  Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Blandford  Township,  Ont. 

The  Township  Clerk,  George  Oliver, 
Bright  Post  Office,  will  receive  tenders 
until  August  12th  for  the  supply  oi 
1,300  feet  of  10-inch  tile,  1,800  feet  ot 
12-inch  and  2,000  feet  of  15-inch. 

Copper  Cliff  and  Sudbury,  Ont. 

Work  is  about  to  start  on  the  con- 
struction of  a  macadam  road  between 
these  towns,  estimated  to  cost  $12,000. 
The  Town  Councils  and  Dominion  Gov- 
ernment will  each  pay  one-third  of  the 
cost. 

Edmonds,  B.C. 

The  Municipal  Council  are  consider- 
ing the  extension  of  the  watermains  to 
Capitol  Hill,  at  an  estimated  cost  of 
$5,000.  Engineer,  F.  L.  McPherson, 
B.  C. 

Hamilton,  Ont. 

The  Works  Committee  have  recom- 
mended the  construction  of  sewers,  es- 
timated to  cost  $56,000.  Engineer,  E. 
R.  Gray. 

Harrow,  Ont. 

The  Township  Council  propose  to 
make  repairs  to  the  Fifth  Concession 
Drain  and  to  construct  a  new  one  at  an 
approximate  total  cost  of  $3,700.  Clerk, 
J.  H.  Madill,  Harrow. 

Jeanettes  Creek,  Ont. 

Oborn  &  Ellis,  Lumsden  Building,  To- 
ronto, are  preparing  plans  for  construc- 
tion of  tile  drainage  over  an  area  of 
about  2,000  acres  and  installation  of 
pumping  apparatus. 

London,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  9  a.m.,  August  18th,  on  the 
construction  of  storm  sewers,  estimated 
to  cost  $25,000.  Sonsulting  Engineers, 
Chipman  &  Power,  204  Mail  Building, 
Toronto. 

The  Utilities  Board  of  the  City  Coun- 
cil are  considering  the  installation  of 
waterworks  equipment,  including  a  water 
wheel,  electrical  generator  and  250-h.p. 
pump.  Estimated  cost,  $15,000.  General 
Manager,  E.  V.  Buchanan. 

Mersea  Township,  Ont. 

The  Township  Council  are  considering 
the  construction  of  drains  and  bridges. 
Clerk,  A.  Hairsine,  Leamington,  Ont. 

Montreal,  Que. 

Tenders  will  be  received  until  noon, 
August  18th,  for  the  supply  of  a  num- 
ber of  water  meters  of  various  kinds, 
either  full  more  current  or  helical  type. 
Approximate  expenditure,  $10,000.  En- 
gineer, T.  W.  Lesage. 

Parry  Sound,  Ont. 

The  Town  Council  propose  to  con- 
struct a  sewer  at  an  approximate  cost 


of  $5,570,  and  may  start  work  next  month. 
Engineer,  George  Murray. 

Port  Perry,  Ont. 

The  Town  Council  propose  to  spend 
$25,000  on  the  construction  of  concrete 
pavements  during  the  next  four  years, 
and  plans  will  he  prepared  at  once. 
Clerk,  VV.  H.  Harris. 

Preston,  Ont. 

The  Town  Council  contemplate  the 
extension  of  the  pavement  on  Main  St. 
Clerk,  H.  C.  Edgar. 

Sarnia,  Ont. 

Work  is  abon  1  to  start  on  the  con- 
struction of  a  tile  drain  on  Confedera- 
tion Street  for  the  City  Council.  Esti- 
mated cost.  $24,000.    Engineer,  J.  Baird. 

Windsor,  Ont. 

The  Essex  Border  Utilities  commis- 
sion contemplate  the  construction  of  a 
sewer  and  water  system  at  an  approxi- 
mate ocst  of  $2,000,000.  Chairman.  E. 
Brien,  City  Engineer,  Windsor;  Secre- 
tary, Leonard  Rice,  Ojihway. 

CONTRACTS  AWARDED 

Burnaby,  B.C. 

The  Municipal  Council  have  let  tin- 
contract  for  bitulithic  pavement  on 
Kingsway  to  Ihe  Columbia  Bitulithic 
•Company,  Cambie  Street,  Vancouver,  at 
$4,045. 

Campbellton,  N.B. 

The  Town  Council  have  let  the  con- 
tract for  construction  of  sewers  and 
watermains  to  A.  R.  C.  Clark  &  Son.  51 
Water  Street,  St.  John.  Approximate 
cost,  $3,500. 

Marshfield,  Ont. 

Williams  &  Babb  have  awarded  a  con- 
tract for  laying  a  large  quantity  of  tile 
drains  to  Brandeberry  Brothers,  of 
Coatsworth. 

Ottawa,  Ont. 

The  City  Council  have  awarded  the 
contract  for  the  construction  of  pave- 
ment on  Daly  Avenue  to  the  Ottawa 
Construction  Company.  Central  Cham- 
bers.   Approximate  cost,  $5,000. 

Outremont,  Que. 

The  City  Council  have  awarded  a  con- 
tract for  the  supply  of  about  32.000 
granite  blocks  to  James  Brodie  &  Son, 
128  Bleury  Street,  Montreal. 

Saskatoon,  Sask. 

The  City  Council  have  awarded  the 
contract  for  construction  of  a  force 
water  main  to  L.  O.  Beam,  623-25th  St. 
East,  at  $19,750. 

St.  John,  N.B. 

The  City  Council  have  let  the  con- 
tract for  supply  of  cast  iron  pipe  re- 
quired in  additions  to  the  waterworks 
system  to  Yroom  &  Arnold,  St.  John 
at  $21,246. 


Stratford,  Ont. 

The  City  Council  have  awarded  the 
contract  for  construction  of  a  water 
tower  to  the  Chicago  Bridge  &  Iron 
Works,  37  West  Buren  Street,  Chicago 
Approximate  cost.  $23,000.  Steel  con- 
struction on  concrete  base. 

Verdun,  Que. 

The  contract  for  construction  of  four 
sewer  outlets  has  been  awarded  by  the 
City  Council  to  Decarie  Ltd.,  81  Park 
Avenue. 

Walkerville,  Ont. 

The  Town  Council  have  let  a  contract 
for  construction  of  concrete  pavements 
to  Merlo,  Merlo  &  Pay,  Tecumseh  Rd 


Railroads,  Bridges  and  Wharves 

Faton  Township,  Ont. 

Tenders  on  the  construction  of  a  steel 
and  concrete  bridge  are  being  received 
by  the  Secretary  to  the  Township  Coun- 
cil. I!.  Lebourveau.  Flanders,  Que. 

Gleneig,  N.B. 

Tenders  on  the  construction  of  the 
proposed  Victoria  Bridge  will  be  received 
until  noon,  August  23rd,  by  the  Min- 
ister of  Public  Works.  Fredericton 
Hans  and  specifications  at  Provincial 
Rooms,  St.  John,  with  D.  McLaughlin 
Chatham,  N.  B.,  Hon.  r.  Morrissy,  New- 
castle, and  at  the  Department. 

Harrow,  Ont. 

The  Municipal  Council  are  consider- 
ing the  construction  of  a  steel  and  con- 
crete bridge,  estimated  to  cost  $8  000 
I  articulars  from  T.  VV.  Crowe.  Harrow. 

CONTRACTS  AWARDED 
Floradale,  Ont. 

The  Woolwich  Township  Council 
have  let  the  contract  for  construction 
ot  three  concrete  bridges  to  John  F. 
Bowman,  care  of  the  Clerk.  W.  f  Snider 
C  onestogo.  "' 

Vaughan  Township,  Ont. 

The  Township  Council  have  awarded 
the  contract  for  construction  of  a  re- 
inforced concrete  bridge  over  the  Hum- 
ber  Rlver  ,n  the  Rit(.hjc  Constructi 

Company,  Beamsv.lle.  Ont.  Engineer 
Frank  Barber,  57  Adelaide  Street  East' 
I  oronto.  ' 

Waterloo  Township,  Ont. 

The  Township  Council  have  let  the 
contract  for  construction    of    a  steel 

ton  Br  H°f  r5"f°0t  Span  to  the  Hamil- 
ton Bridge  Company,  Hamilton,  and  the 
concrete  work  to  G.  G.  Reid.  19  How- 

COs£  $5A00Te•  l0r0m°- 


Public  Buildings,  Churches 
and  Schools 

Antigonish,  N.S. 

Plans  have  been  prepared  for  a  library 
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and  [gymnasium  to  be  built  for  St.  Fran- 
cois Xavier  University.  Stone  and  brick 
Construction.    Estimated  eost.  $40,000. 

Brantford.  Ont. 

The  general,  masoorjr,  carpentry,  steel, 

roofing  and  plastering  contracts  for  the 
erection  of  a  sehool  for  the  Separate 
School  Board  have  been  lei  to  John  Me- 
Qraw  &  Son,  B  Temple  Building,  at  $14,- 
:soo;  heating  and  plumbing  to  Charles 

Favlor  Ov  t'liinpany.  10  Dalhousie  Si  reel, 
and  electrical  work  to  Cultey  it  Bray, 
35  King  Street  West,  Hamilton. 

Campbellton.  N.B. 

The  School  Board  propose  to  erect  a 
school  on  Gerrard  Street,  and  have  se- 
CUred  a  site  from  the  Town  Council. 
Approximate  cost  of  building,  $12,000. 
Chairman,  F.  F.  Mathcson. 

Glrnside,  Sask. 

Storey  &  Van  Egmond,  McCallum  Hill 
Building,  Regina.  are  preparing  pl-ins  for 
the  erection  of  a  frame  church  for  the 
Presbvterian  Congregation.  Approximate 
cost,  $t*>,ooo. 

Halifax.  N.S. 

The  Board  of  Health  have  recommend- 
ed the  erection  of  a  Hospital  for  the 
treatment  of  infections  diseases  and  the 
matter  i<  being  considered  by  the  City 
Council. 

Lac  St.  Anne,  Alta. 

The  Roman  Catholic  community  arc 
raising  funds  for  the  erection  of  a  large 
church.  Particulars  from  Archbishop 
Legal. 

Lon^ue  Pointe,  Que. 

The  sub-contract  for  furring  and  par- 
titions required  in-  the  erection  of  a 
school  for  the  Roman  Catholic  School 
Board  has  been  awarded  to  the  Montreal 
Terra  Cotta  Companv.  Limited.  23  Board 
of  Trade  Building.  Montreal. 

N'comen,  B.C. 

Tenders  on  the  erection  of  a  large,  one- 
room  school  and  outbuildings  will  be 
received  until  noon.  Auerust  15th.  by  the 
Deouty  Minister  of  Public  Works,  Vic- 
toria. Plans  and  ^Del  ineations  at  offices 
of  F.  C.  Campbell.  Government  Agent, 
New  Westminster.  J.  Mahoney.  Govern- 
ment Agent.  Vancouver.  H.  C.  Ross. 
Secretary  to  School  Board.  Deroche,  and 
at  the  Department.  Victoria. 

Quebec,  Que. 

In  connection  with  the  monastery  now 
being  built  for  the  Rev.  Fathers  St.  Sac- 
rament. 368  Mount  Royal  Avenue.  Mont- 
real, the  contract  for  furring  and  parti- 
tion blocks  has  been  let  to  the  Montreal 
Terra  Cotta  Company,  Limited. 

Sbawinigan  Falls,  Que. 

The  School  Board  are  considering  the 
erection  of  a  school,  and  the  erection  of 
a  convent  in  the  Parish  of  St.  Bernard 
de  Shawinigan  Falls  is  also  being  con- 
sidered.   Secretary,  C.  H.  Flamand. 

Sberbrooke.  Que. 

H.  G.  James.  Whiting  Block,  has  been 
appointed  Architect  for  the  extension 
which  the  Hospital  Board  nropose  to 
build  to  the  Nurses'  Home,  Pine  Street. 

The  Pas,  Man. 

Tenders  on  all  trades  required  in  the 
erection  of  a  Court  House  and  Jail  will 
be  received  until  noon.  August  16th,  by 
T.  H.  Johnson,  Minister  of  Public 
Works,  Winnipeg.    Plans  and  specifica- 


tions  .it  Builders'  Exchange,  Winnipeg, 
and  al  office  of  the  Architect,  G.  N.  Tay- 
lor.    Estimated  cost,  $50,000. 

Trois  Rivieres.  Que. 

The  School  Board  are  considering  the 
erection  of  two  schools.  Secretary,  Ar- 
thur Nobert,  City  Hall. 

CONTRACTS  AWARDED 

Ford  City,  Ont. 

In  connection  with  the  school  now 
ill  course  of  erection,  the  contract  for 
painting  has  been  let  to  William  Lacsser, 
9 1  Jeannette  Avenue,  and  the  plastering 
to  the  general  contractors. 

Gait.  Ont. 

The  School  Board  have  awarded  the 
general,  masonry,  carpentry  and  plaster- 
ing contracts  for  the  erection  of  a  school 
to  P.  H.  Secord  &  Son.  133  Nelson  St., 
Brantford.  the  heating  to  G.  E.  B.  Crin- 
yer  Company.  Ltd.,  Wilson  Street, 
Guelph,  plumbing  to  Taylor  &  Brown, 
and  electrical  work  to  Scott  &  Bennett, 
12  Dickson  Street.  Approximate  cost, 
$47,000. 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  church  basement  for  the  Trustees  of 
St.  Arsene  Church,  549  Belanger  Street, 
lias  been  awarded  to  F.  X.  Dufresrie, 
\  ille  St.  Laurent,  on  a  percentage  basis. 
Estimated  cost,  $60,000.  Architects,  Viau 
&  Viau,  76  St.  Gabriel  Street. 

Ottawa,  Ont. 

In  connection  with  the  laundry  and 
dormitory  now  being  built  for  the  Grey 
Nuns  of  the  Cross,  the  contract  for  steel 
work  has  been  let  to  the  Phoenix  Bridge 
&  Iron  Works,  Ltd.,  S3  Colborne  Street, 
Montreal. 

Sherbrooke,  Que. 

In  connection  with  the  hall  now  be- 
ing built  for  the  Episcopal  Church,  the 
contract  for  heating  and  plumbing  has 
been  awarded  to  E.  C.  Conley,  6  Alex- 
ander Street. 

Sudbury,  Ont. 

In  connection  with  the  school  now 
being  built  on  College  Street,  the  steel 
work  has  been  let  to  the  Dominion 
Bridge  Company,  Imperial  Life  Build- 
ing, Toronto;  galvanized  iron  work  to 
Metallic  Roofing  Company,  1194  King 
Street  West.  Toronto,  and  heating, 
plumbing,  and  electrical  work  to  J.  R. 
Wainwright,  Durham  Street. 

Trail.  B.C. 

The  general  contract  for  the  erection 
of  an  addition  to  the  school  has  been 
awarded  to  J  Burns  tk  Son.  Approxi- 
mate cost,  $15,000. 

West  Bolton,  Que. 

The  general  contract  for  rebuilding  the 
spire  of  the  Roman  Catholic  Church  and 
for  interior  work  has  been  let  to  Pa- 
quette  &  Godbout,  St.  Hyacinthe,  Que. 
Approximate  cost,  $15,000. 

G.  W.  Wallace,  Bromc,  Que.,  is  build- 
ing a  church  for  the  Methodist  Congre- 
gation. Red  and  white  brick  construc- 
tion. 

Business  Buildings  and  Indus- 
trial Plants 

Brantford,  Ont. 

The  Dominion  Steel  Products  Com- 
pany are  considering  the  erection  of  a 


building  at  an  approximate  cost  of  $50,- 
000.  Brick  and  reinforced  concrete  con- 
struction.  President,  W.  P.  Kellett,  266 
Park  Avenue. 

Brockville,  Ont. 

Charles  Rudd  has  commenced  the 
erection  of  a  hotel  on  William  Street, 
estimated  to  cost  $10,000.  Brick  con- 
struction. 

Cottam,  Ont. 

The  Cottam  Canning  Company  have 
commenced  the  erection  of  a  boarding 
house,  estimated  to  cost  $3,000.  Frame 
construction. 

Edmonton,  Alta. 

The  Imperial  Oil  Company,  620  Teg- 
ler  Block,  propose  to  build  a  filling  sta- 
tion, and  have  secured  a  site. 

Exeter,  Ont. 

Work  is  about  to  start  on  the  erection 
of  a  drug  store  on  Main  Street  for  W. 
S.  Howey.  White  brick  construction. 
Approximate  cost,  $10,000. 

Grand  Prairie,  Alta. 

The  Board  of  Trade  are  considering 
the  erection  of  a  creamery  and  cold 
storage  plant. 

McAdam,  N.B. 

The  Canadian  Pacific  Railway,  Mont- 
real, will  shortly  call  for  tenders  on  the 
construction  of  a  nower  house,  coaling 
plant,  storage  building  and  smith  shops. 
Steel  and  concrete  construction. 

Moncton,  N.B. 

Plans  of  a  warehouse  to  be  built  for 
the  Reed  Company,  Ltd.,  are  being  pre- 
pared by  F.  N.  Brodie,  42  Princess  St., 
St.  John,  and  tenders  will  be  called  in 
a  few  days.  Brick  construction.  Esti- 
mated cost,  $10,000. 

Montreal,  Que. 

A  store  and  residence  block  is  being 
built  by  day  labor  on  Mousseau  Street 
for  Mme.  J.  E.  Lbaellee,  1954  Chateau- 
briand Street.  Brick  veneer  construc- 
tion.   Estimated  cost,  $3,000. 

P.  Singerman,  1787  De  La  Roche  St., 
has  commenced  the  erection  of  a  store 
and  residence  block,  estimated  to  cost 
$3,500.  Brick  construction.  Architect, 
A.  Parades,  1777  De  La  Roche  Street. 

New  Toronto,  Ont. 

Work  is  about  to  start  on  the  erec- 
tion of  a  boarding  house  for  F.  Brown, 
care  of  Brown's  CopDer  &  Brass  Roll- 
ing Mills.  Limited.  Brick  construction. 
Estimated  cost,  $25,000. 

New  Westminster,  B.C. 

The  Canadian  Products.  Limited,  Lad- 
ner,  B.  C,  are  building  an  evaporating 
plant  by  day  labor.  Approximate  cost, 
$30,000. 

Pelee  Island,  Ont. 

George  D.  Pettypiece,  Amherstburg. 
is  considering  the  establishment  of  a 
plant  for  the  manufacture  of  cement 
products,   tile,  etc. 

Port  Huron,  Ont. 

The  report  published  in  our  last  issue 
under  this  head  is  incorrect.  The  shops 
which  the  Grand  Trunk  Railway  propose 
to  erect  will  be  built  at  Port  Huron, 
Michigan. 

Quebec,  Que. 

Work  has  been  started  on  the  erection 
of  a  stable  and  warehouse  for  the  Stand- 
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ard  Chemical  Company,  92  St.  Roche 
Street.  Frame  and  asbestos  shingle  con- 
struction.   Approximate  cost,  $3,000. 

Quinn,  Ont. 

Whitney  Hornick,  Tilbury  Post  Office, 
proposes  to  rebuild  his  barn,  recently 
destroyed  by  fire.  Fireproof  construc- 
tion.    Approximate  cost,  $5,000. 

Sherbrooke,  Que. 

Tenders  on  the  erection  of  an  exten- 
sion to  the  machine  shop  of  the  Canadian 
Ingersoll-Rand  Company,  Commission- 
ers Street,  are  now  being  received  by  the 
Engineer,  H.  W.  Haight,  care  of  the 
Company.  Estimated  cost,  $70,000.  Ar- 
chitect, H.  G.  James,  Whiting  Block. 

Sussex,  N.B. 

The  New  Brunswick  Telephone  Com- 
pany, 22  Prince  William  Street,  St. 
John,  propose  to  build  an  exchange  on 
Broad  Street,  and  will  start  work  on 
demolishing  existing  buildings  about  1st 
September. 

Toronto,  Ont. 

S.  L.  Yolles,  07  Baldwin  Street,  has  pre- 
pared plans  of  a  warehouse  to  be  built 
on  Teraulay  Street  at  an  approximate 
cost  of  $00,000.  Tenders  will  be  called 
shortly.    Brick  and  mill  construction. 

Plans  of  a  picture  theatre  to  be  built 
on  Yonge  Street  have  been  prepared  by 
J.  W.  Gray,  Confederation  Life  Build- 
ing. Steel  frame,  concrete  and  brick 
construction.     Estimated   cost,  $1 50,000. 

The  Toronto  Builders  Supply  Com- 
pany, 1  Jarvis  Street,  are  building  a 
storehouse  on  the  Don  Esplanade,  at 
an  approximate  cost  of  $5,000.  Frame 
and  galvanized  iron  construction. 

The  J.  W.  Gray  Construction  Com- 
pany, Ltd.,  025  Confederation  Life 
Building,  who  have  been  awarded  the 
general  contract  for  additions  and  al- 
terations to  the  plant  of  the  Harris 
Abattoir  Company,  are  now  receiving 
tenders  on  roofing,  waterproofing,  sheet 
metal  work  and  fireproof  doors  required 
in  that  work.  Approximate  total  cost, 
$15,000. 

Way's  Mills,  Que. 

Plans  have  been  prepared  for  a  mill 
to  be  built  for  the  Barnston  Woollen 
Mills.     Frame  construction. 

West  Bolton,  Que. 

Bail,  Normandin  Company  are  con- 
sidering the  erection  of  a  warehouse 
and  granary. 

J.  Bessette  is  building  a  barn,  and 
Dandelin  &  Son  a  barn  and  carriage 
house. 

CONTRACTS  AWARDED 

Brockville,  Ont. 

The  general  contract   for  the  erec- 
tion of  a  large  addition  to  the  premises 
of   the   Canadian    Briscoe    Motor  Car 
Company  has  been  let  to  T    J  David 
son.    Brick  construction, 

Calgary,  Alta. 

The  Canadian  Northern  Railway  have 
awarded  the  general  contract  for  the 
erection  of  an  express  Office  and  sta- 
tion on  First  Street  West  to  J.  B.  Dun 
can,  Winnipeg.  Approximate  cost, 
$15,000. 

The  general  contract  for  the  erection 
of  stores  and  offices  for  F.  Kilbourn,  209 
Herald  Building,  has  been  let  to  Rutty 


&  Weare,  and  work  is  now  proceeding. 
The  contract  for  plumbing  has  been 
awarded  to  Campbell  &  Hillier,  429 
Eighth  Avenue,  and  electrical  work  to 
Budden  &  Baird,  Eighth  Avenue  East. 
Approximate   cost,  $30,000. 

Campbellton,  N.B. 

The  general  contract  for  the  erection 
of  a  store  on  Water  Street  for  Walter 
N.  Gray  has  been  awarded  to  1).  A. 
Stewart.  Brick  construction.  Esti- 
mated cost,  $5,000. 

Didsbury,  Alta. 

The  Alberta  Co-Operative  Elevator 
Company,  316  Lougheed  Building,  Cal- 
gary, have  awarded  the  contract  for  the 
erection  of  elevators  to  William  McDon- 
ald.   Metal  and  lumber  construction. 

Hamilton,  Ont. 

In  connection  with  alterations  to 
stores  for  the  Lister  Estate,  James  St. 
North,  the  contract  for  masonry  lias 
been  let  to  J.  Howard,  Mary  Street. 

The  general  contract  for  repairs  to 
I  lie  premises  of  the  Brown-Boggs  Com- 
pany, Ltd.,  :!7  Victoria  Avenue  North, 
lias  been  let  to  the  H.  (i.  Christ  man 
Company,  20  Main  Street  East.  Ap- 
proximate  cost,  $15,000. 

London,  Ont. 

The  general  contract  for  converting 
premises  into  a  restaurant  for  Wong's 
Cafe,  434  Richmond  Street,  has  been  let 
to  R.  G.  Wilson  &  Sons,  193  College 
Street.    Approximate  cost,  $5,000, 

Maisonneuve,  Que. 

The  general  contract  for  the  erection 
of  a  picture  theatre  for  Theatre  Mai- 
sonneuve Ltd.,  has  been  awarded  to  J. 
A.  H.  Tessier,  G50  ['arc  Lafontaine.  Ap- 
proximate cost,  $40,000. 

Montreal,  Que. 

In  connection  willi  the  store  and  resi- 
dence block  which  is  being  built  mi 
Davidson  Street  for  A.  Bounader,  2163 
Ontario  Street  East,  the  contract  for 
masonry  has  been  let  to  Laurent  Frere, 
035  Papineau  Avenue,  plastering  to  D. 
I'erron,  Moreau  Street,  and  heating  anil 
plumbing  to  R.  Lafrance,  Cuvillier  St. 

Oshawa,  Ont. 

The  general  contract  for  the  erection 
of  three  buildings  for  the  Chevrolet  Mo- 
tor Company  of  Canada  has  been  let  to 
J.  D.  Young  &  Son,  835  College  Street, 
Toronto,  and  the  contract  for  excava- 
tion, concrete  and  brick  work  to  tin- 
Toms  Contracting  Company,  47  Duggan 
•  Avenue,  Toronto.  Architect,  G.  D.  Red- 
mond, 33  Fairview  Boulevard,  Toronto. 

Ottawa,  Ont. 

The  contract  for  copper  and  tinsmilh- 
ing  work  required  in  the  erection  of 
stores  for  Duford  &  Charleston,  Rideau 
Street,  lias  been  awarded  to  MeEarlane 
&  Douglas,  250  Slater  Street,  the  tile 
work  to  A.  K.  Mills  &  Sons,  191  Sparks 
Street,  painting  to  J.  B.  Duford,  92  Rid- 
eau Street,  and  electrical  work  to  Mar- 
chand  &  Donnelly,  128J4  Sparks  Street. 

Thorold  Township,  Ont. 

The  contract  for  masonry  required  in 
connection  with  the  barn  now  in  course 
of  ejection  for  E.  R,  Beatty,  Welland, 
Out.,  has  been  lei  to  Somerville  &  Dil- 
WOrth,  Welland.  and  the  contrai  l  for  in 
terior  work  to  Beatty  Brothers,  Fergus, 


Ont.  Hollow  tile  construction.  Approxi- 
mate cost,  $3,500. 

Toronto,  Ont. 

The  Toronto  House  Wrecking  &  Con- 
struction Company,  150  William  Street, 
are  wrecking  the  buildings  at  781  King 
Street  West,  preparatory  to  the  erec- 
tion of  a  factory  for  Adams  Brothers 
Harness  Manufacturing  Company,  Lim- 
ited, 204  King  Street  East.  Approximate 
cost,  $75, oon.  Reinforced  concrete  con- 
structii  in. 

1  he  ["oronto  Electric  Commission,  220 
Yonge  Street,  have  awarded  the  genera! 
contract  for  the  erection  of  a  sub-station 
on  Front  Street  East  to  Witchall  &  Son. 
156  St.  Helens  Avenue,  who  will  sub- 
let smaller  trades.  Brick  and  steel  con- 
struction.   Estimated  cost,  $8,000. 

The  contract  for  masonry  required  in 
the  erection  of  a  theatre  on  Gerrard 
Street  East  for  Redway  &  Richardson, 
212  Queen  Street  East,  has  been  award- 
ed to  T.  H.  Jones  &  Company,  314  Jones 
Avenue,  and ,  excavation  to  E.  Orsiny, 
J453  Dufferin  Street. 

The  general  contract  for  the  erection 
ol  an  examining  warehouse  at  Front  and 
Yonge  Streets  has  been  awarded  by  the 
Department  of  Public  Works,  Ottawa, 
to  the  George  A.  Fuller  Company,  Ltd., 
45  St.  Alexander  Street,  Montreal.  Steel 
frame,  reinforced  concrete,  terra  cotta 
and  brick  construction.  Approximate 
cost,  $1,500,000. 

I  In  general  contract  for  alterations 
lo  a  foundry  for  the  Russell  Motor  Cat 
<  ompany,  King  and  Duncan  Streets,  has 
been  awarded  to  McGregor  &  Mclntyre. 
J 139  Shaw  Street.  Approximate  cost 
$3,000. 

Transcona,  Man. 

The  Dominion  Government  Depart- 
ment of  Railways  and  Canals,  Ottawa, 
have  let  the  contract  for  construction  of 
an  elevator  basement  and  cement  work 
to  the  Thunder  Bay  Contracting  Com- 
pany, Port  Arthur,  Ont. 

Welland,  Ont. 

The  general  contract  for  the  erection 
of  a  forge  shop  for  the  Canadian  Steel 
Foundry  has  been  let  to  Ryan  &  Gard- 
ner, Main  Street  East.  Frame  and  cor- 
rugated iron  construction.  Approxi- 
mate cost,  $0,000. 

The  masonry  contract  for  additions  to 
the  foundry  of  the  Electric  Steel  and 
Metals  has  been  awarded  to  Somerville 
&  Dilworth,  and  steel  work  to  the  Do- 
minion Bridge  Company,  Limited.  Im- 
perial Life  Building,  Toronto.  Brick 
construction.    Estimated  cost,  $10,000. 

Windsor,  Ont. 

Work  has  been  started  on  the  erec- 
tion of  a  store  building  lor  the  Penin- 
sular Security  Company.  The  general 
and  carpentry  contracts  have  been  let  to 
Urge!  Jacques,  100  Dougal  Avenue,  and 
the  masonry  to  Cross  Brothers,  2'.)  Lewis 
Avenue.    Brick  construction.  Estimated 

cost,  $8,000. 

In  connection  with  (In-  store  now  be- 
ing built  lor  A.  J.  Wilkinson,  27.".  Bruce 
Street,  the  contract  for  sheet  metal  work 
ami  roofing  has  been  lei  lo  Parsons  & 
MacFarlane,  Bruce  and  Caroline  Streets, 
ami  heating  and  plumbing  to  Charles 
Jessop,  70  London  Street  Wist.  Elec- 
trical work  by  owner. 
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VU.I.U.i:  OF  NEW  TORONTO 


Scaled  tenders,  addressed  to  the  Clerk,  New 
Toronto,  will  be  received  by  llic  Council  of  the 
VUlafC  ol  Nr«  Toronto,  until  noon  of  the  14th 
day  of  August.  1916,  for  the  construction  of 
Sanitary  Sewers  and  a  Sewage  Pumping  Station. 

forms  of  Tender  may  be  obtained  and  plans 
and  specifications  seen  at  the  office  of  the  En- 
gineer. Mimico. 

T.  LOWES,  Engineer. 

t;     IRONSIDES,  Reeve. 

G.    1>    SCOTT.  Clerk. 
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EXTENSION  OF  TIME 

Assiniboia,  Sask. 

Sealed  tenders,  registered  and  endorsed  on  the 
envelope  "Tender."  and  addressed  to  J.  R.  Nolan, 
Secretary-Treasurer  of  the  town  of  Assiniboia, 
.  «ill  be  received  up  to  6  p.m.,  August  15th, 
1918.  for  the  supply  and  delivery  of  the  follow- 
ing machinery  and*  materials,  and  the  perform- 
ance of  certain  works: —  . 

Tender  A. 

For  the  supply,  delivery,  and  erection  of  one, 
one  hundred  and  fifty  Horse  Power  internal  com- 
bustion engine. 

Tender  B. 

For  the  supply,  delivery,  and  erection  of  gen- 
erator, exciter,  switchboard  and  other  apparatus. 
Tender  C. 

For  the  supply,  delivery,  and  erection  of  pumps, 
motors,  piping  and  air  compressor. 

Tender  D. 

For  the  supply  and  delivery  of  two  Pneumatic 
Storage  Tanks. 

Tender  E. 

For  the  supply  and  delivery  of  one  oil  storage 
tank. 

Tender  F. 

For  the  supply  and  delivery  of  poles,  wire 
and  line  material. 

Tender  G. 

For  the  supply  and  delivery  of  approximately 
17.500  feet  of  four,  six,  and  eight  inch  steel 
pipe  or  cast  iron  pipes  and  specials. 

Tender  H. 

For  the  supply  and  delivery  of  twenty  hydrants, 
twenty  nine  gate  valves  and  boxes. 

Tender  I. 

For  the  trenching  and  laying  of  approximately 
17,000  feet  of  four,  six,  and  eight  inch  steel  or 
cast  iron  pipe,  setting  hydrants,  valves,  and  back 
filling,  etc. 

Tender  J. 

For  the  erection  of  power  station. 

Tender  K 

For  the  supply,  delivery,  and  installation  of 
heating  plant.  . 

(Bids  included  with  Power  Station  or  separate). 

Tender  L. 

For    the    construction    of    reinforced  concrete 

reservoir. 

Tender  M. 

For  the  erection  of  Electric  Pole  Line. 

Marked  cheque  for  five  per  cent.  (5  p.c.)  of 
the  amount  of  the  bid  must  accompany  each 
tender,  or  in  lieu  of  the  said  cheque  the  tenderer 
may  furnish  the  bond  of  an  approved  surety 
company. 

Tender  form  similar  to  those  attached  to  speci- 
fications must  be  used  in  submitting  bids. 

Complete  sets  of  plans  and  specifications  may 
be  seen  at  the  office  of  the  consulting  engineers, 
Saskatoon,  at  the  office  of  the  Secretary-Treasurer, 
Assiniboia,  Sask.,  at  the  office  of  the  Canadian 
Engineer,  Winnipeg,  Man.  Plans  and  specifica- 
tions on  tenders  A.  to  H.  inclusive  may  be  seen 
at  the  offices  of  the  Canadian  Engineer,  Toronto 
and  Montreal. 

J    R.  NOLAN,  Secretary-Treasurer. 

Assiniboia,  Sask. 
MURPHY    &  UNDERWOOD, 

Consulting  Engineers, 

Saskatoon,  Sask. 

p.S. — Please  note  that  the  closing  date  for  above 
tenders  is  now  August  15th  instead  of  August  8th. 
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Tenders  for 
Mechanical  Filters 


Tenders  will  be  received  up  to  12  o'clock  noon 
Friday,  August  the  18th,  for  Mechanical  Filtcih 
for  the   Municipality  of  New  Toronto,  Ontario. 

Plans  and  specifications  may  be  seen  at  trie 
office  of  James,  Loudon  &  Hertzberg,  1005  E\ 
celsior   Life  Building,  Toronto. 


GEO.  IRONSIDE,  Reeve 
GEO.  D.  SCOTT,  Clerk. 
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Tenders  for 

Water  Mains 


Tenders  will  be  received  up  to  12  o'clock  noon 
on  August  15th,  1916,  for  the  laying  of  about 
3,000  feet  of  water  main  and  the  building  of  a 
breakwater  on  the  Humber  River  for  the  Board 
of    Water   Commissioners,  Weston. 

Plans  and  specifications  may  be  seen  at  the 
offices  of  James,  Loudon  &  Hertzberg,  1005  Ex- 
celsior Life  Building,  Toronto.      •  32-32 


Change  of  Time  for 
Receiving  Tenders 

Department  of  Railways  and  Canals,  Canada. 


TENDERS 


CANADIAN  GOVERNMENT  RAILWAYS 


Halifax  Ocean  Terminals,  Railway, 
Halifax,  N.  S. 


Sealed  tenders  addressed  to  J.  W.  Pugsley,  Sec- 
retary, Department  of  Railways  and  Canals,  Ot- 
tawa, Ont.,  and  marked  on  the  outside:  "Ten- 
ders for  Halifax  Ocean  Terminals  Passenger  Sta- 
tion," will  be  received  up  to  and  including  Sat- 
urday, August  12th,  191«,  for  the  construction 
and  erection  of  Passenger  Station  at  Halifax,  N.S. 

Plans,  specifications  and  blank  form  of  contract 
may  be  seen  on  and  after  July  15,  1916,  at  the 
offices   of  the   following; — 

Chief  Engineer,  Department  of  Railways  and 
Canals,  Ottawa,  Ont. 

Chief  Engineer,  Canadian  Government  Rail- 
ways, Moncton,  N.B. 

Superintending  Engineer,  Halifax  Ocean  Term- 
inals,  Halifax,  N.S. 

Ross  &  Macdonald,  Architects,  1  Belmont  St., 
Montreal,  P.Q. 

Ross  &  Macdonald,  Architects,  908  Royal  Bank 
Building,   Toronto,  Ont. 

Contractors  who  wish  to  obtain  plans  and 
specifications  temporarily  Cor  their  own  use,  may 
obtain  same  from  Ross  &  Macdonald,  Montreal, 
on  depositing  with  them  a  certified  bank  cheque 
in  favor  of  the  Canadian  Government  Railways 
for  the  sum  of  One  Hundred  Dollars  ($100), 
which  will  be  refunded  on  the  return  of  the  plans 
and  specifications  to  them. 

All  the  conditions  of  the  specifications  and 
contract  form  must  be  complied  with. 

Tenders  must  be  submitted  in  duplicate  on  the 
blank  form  of  tender  which  may  be'  obtained 
from  any  of  the  offices  at  which  plans  are  on 
exhibition. 

A  security  deposit  will  be  required  as  called 
for  in  tender  form. 

The  lowest  or  anv  tender  not  necessarily  ac- 
cepted. 

F.  P.  GUTELIUS, 

General  Manager. 
Canadian    Government  Railways. 
Moncton,  N.B.,  July  10,  1916.    '  32-32 


TOWN  OF  WELLAND 


PAVEMENTS 


Tenders  addressed  to  the  undersigned  and 
marked  "Tender  for  Burgar  Street  Pavement," 
will  be  received  until  4  p.m.,  on  Thursday,  10th 
August,  1916,  for  approximately  7,000  square 
yards  of  pavements.  A  selection  will  be  made 
from  Bitulithic,  Warrenite,  Concrete,  Tarvia  or 
Brick. 

Plans  and  specifications,  etc.,  may  be  seen 
at  office  of  the  Town  Engineer,  Welland,  where 
Tender  Forms  and  all  other  information  may  be 

received. 

Sealed  tenders,  fully  endorsed,  must  be  ac- 
companied with  an  accepted  Bank  Cheque,  valued 
at  10  per  cent,  of  tender  price. 

The  Council  do  not  bind  themselves  to  accept 
the   lowest  or   any  tender. 

c  M.  Webber,  t  own  Clerk. 

Welland,   29th   July,  1916.  32-32 


Sealed  tenders  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  Metallic  Fittings  No. 
S-1410,"  will  be  received  until  4  p.m.,  on  Friday, 
August  18.  1916,  for  the  supply  of  Filing  Cabinets 
for   Dominion   Public  Buildings  generally. 

Plans,  specification  and  forms  of  contract  can 
be  seen  and  forms  of  tender  obtained  on  applica- 
tion to  the  office  of  Edwin  Francis,  Caretaker, 
Post  Office,  London,  Ont.,  R.  L.  Deschamps,  Over 
seer  of  Dominion  Buildings,  Post  Office,  Mont- 
real, Thos.  A.  Hastings,  Clerk  of  Works,  Postal 
Station   "F,"   Toronto,   and  at   this  Department. 

Persons  tendering  are  notified  that  tenders  will 
not  be  considered  unless  made  on  the  forms  sup- 
plied, and  signed  with  their  actual  signatures, 
stating  their  occupations  and  pjaces  of  residence. 
In  the  case  of  firms,  the  actual  signature,  the 
nature  of  the  occupation,  and  place  of  residence 
of  each  member  of  the  firm  must  be  given. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of  Pub 
lie  Works,  equal  to  ten  per  cent.  (10  p.c.)  of 
the  amount  of  the  tender,  which  will  be  forfeited 
if  the  person  tendering  decline  to  enter  into  a 
contract  when  called  upon  to  do  so,  or  fail  to 
complete  the  work  contracted  for.  If  the  tender 
be  not  accepted  the  cheque  will  be  returned. 

The  Department  does  not  bind  itself  to  accept 
the  lowest  or  any  tender. 

By  order, 

R.  C.  DESROCHERS, 

Secretary. 

Department   of   Public  Works, 
Ottawa,  August  1,  1916. 

Newspapers  will  not  be  paid  for  this  adver 
tisement  if  they  insert  it  without  authority  from 
the  Department.  32-32 


FOR  SALE 


Stiff  leg  derricks,  capacity  to  5  tons. 

2-in.  Scaffold  planks,  $15  and  $17  per  1000  ft. 
B.M. 

Scaffold  poles,  60  and  75  cents  each. 
3  ft.  and  5  ft.  Tressels,  75  cents  and  $1  each. 
Scaffold  Ropes,  25  cents  each. 
20    H.P.    Hoisting    Engine,  $450. 
About    2,000   ft.    face   measure   1^-in.  Maple 
T  &  G  flooring,  Beaver  Brand,  $60  per  M. 

HOLMES,  1107  Vonge  Street,  Toronto.  29-t.f. 


August  9,  1916 

Tenders  Wanted 


Job  of  excavating  two  large  Drains  in  the 
Township    of    Moulton,    Haldimand    Co.,  Ont. 

Amount  of  excavating  about  20,000  cubic  yards. 
Engineer's  estimate  20  cents  per  cubic  yard. 
Tenders  will  be  received  by  the  undersigned  up 
to  August  15th,  1916. 

Plans,  profiles  and  specifications  may  be  seen 
at  Clerk's  office. 

GEO.  A.  DUFF, 

Clerk  Twp.  of  Moulton, 
32-33  R,  R.  1  Low  Banks,  Ont. 


CITY  OF  LONDON 

Province  of  Ontario 

Storm  Sewer  System 


Sealed  tenders  addressed  to  the  Chairman  and 
Members  of  the  Board  of  Control  will  be  received 
at  the  office  of  the  City  Clerk  until  9.30  a.m.  on 
Friday.    August    18th,    1916,    for    the  following 


works  : — 
Contract   No.  7 — 

Ridout,  Maple,  etc   5,000  lin.  ft. 

Contract  No/  8 — 

Wellington,  etc   6,200  lin.  ft. 

Contract  No.  9 — 

William,  Adelaide,  etc   6,800  lin.  ft. 

Contract  No.  10 — 

Bathurst,  etc   1,300  lin.  ft. 

Contract  No.  11 — 

Oxford,  Ric.imond,  etc   3,200  lin.  ft. 


Specifications,  Form  of  Tender,  Plans,  Profiles, 
etc.,  may  be  seen  at  the  City  Hall,  London,  or 
at  Room  204  Mail  Building,  Toronto,  after  Aug- 
ust 5th,  1916. 

Each  tender  is  to  be  accompanied  by  a  marked 
cheque  as  stated  in  the  Instructions  to  Bidders. 
No  tender  necessarily  accepted. 

H.  A.  STEVENSON,  Esq.,  M.D.,  Mayor. 
H.  A.  BRAZIER,  Esq.,  City  Engineer. 
CHIPMAN  &  POWER, 

Consulting  Engineers. 
Toronto,  August  1st,  1916.  31-31 


Board  of  Education 

Sealed  tenders,  whole  or  separate,  addressed  to 
the  Secretary-Treasurer  of  the  Board,  will  be 
received  until  noon  on 

Thursday,  August  17th,  1916 

for 

PAINTING  AND   GLAZING   AT  THE  NEW 
DOVERCOURT  SCHOOL  BUILDING 

ASH   HOISTS,   IRON   RAILING   AND  NET- 
TING, BRASS  RAILING,   FELT  AND 
GRAVEL  ROOFING,  METAL  CEIL- 
INGS, AT  SUNDRY  SCHOOLS 

SALE  AND  REMOVAL  OF  HOUSES  AT  76 
WEST  LODGE  AVENUE,  306,  308 
AND  310  PERTH  AVENUE. 

Specifications  may  be  seen  and  all  information 
obtained  at  the  office  of  the  Superintendent  of 
Buildings,  City  Hall,  Toronto.  Each  tender 
must  be  accompanied  with  an  accepted  bank 
cheque  for  five  per  cent,  of  the  amount  of  tender, 
or  its  equivalent  in  cash,  applying  to  said  tender 
only.  Sureties  for  all  tenders  exceeding  four 
thousand  dollars  must  be  furnished  by  Surety 
Companies.  Tenders  must  be  in  the  hands  of  the 
Secretary-Treasurer  at  his  office  in  the  City  Hall 
not  later-  than  4  o'clock  on  the  day  named,  after 
which  no  tender  will  be  received.  The  lowest 
or  any  tender  will  not  necessarily  be  accepted. 

W.   C.  WILKINSON, 

Secretary  Treasurer. 

MILES  VOKES, 

Chairman  of  Committee. 
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THE    CONTRACT  RECORD 

Tenders  for 
Concrete  bridges 

Sealed  tenders  will  be  received  by  J.  M.  Young, 
Esq.,  at  Mount  Forest,  up  to  Thursday,  August 
17,  for  the  construction  of  two  concrete  bridges, 
a  concrete  floor  on  a  bridge  at  Mooreiield,  and 
a  concrete  breakwater  in  Peel  Township.  For 
plans,  etc.,  apply  to 

BOWMAN   &   CONNOR,  Engineers, 

31  Queen  St.  W.,  Toronto,  Ont. 
C.   G.   STICKNEY,   Esq.,  Warden, 
32  32  Wellington  County. 


WANTED 

Ring  Hammer  Pulverizer,  as  built  by  Ameri- 
can Pulverizer  Company.  State  size  and  price. 
Clayburn   Company,    Limited,   Clayburn,   B.  C. 
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FOR  SALE 

1200 — Linear    Ft.    of   3  in.    galvanized  conduit. 
200 — yi-in.    knock-out,    galvanized    4-in.  round, 
deep  boxes. 

200 — ^ij-in.   knock-out,  galvanized  4  in.  hexagon 
deep  boxes. 

350 — yi-in.    knock-out,    galvanized    4-in.  square, 
deep  boxes. 

Canadian   Kodak   Company,  Limited, 

28-t.f.  West  Toronto,  Ont. 


BOILERS  FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


Business  Buildings  and  Indus- 
trial Plants 

(Continued  from  page  45) 
Windsor,  N.S. 

R.  J.  Graham  &  Company  have  award- 
ed the  contract  for  the  construction  or 
a  warehouse  and  evaporator  building  to 
J.  H.  Hicks  &  Son,  Bridgetown,  N.S. 


Residences 

London,  Ont. 

The  work  required  in  the  erection  of 
the  proposed  rectory  for  the  Church  of 
tlie  Redeemer  will  be  let  by  the  archi- 
tect, W.  R.  Ashman.  899  William  Street, 
and  the  building  committee.  White 
brick  construction.  Approximate  cost, 
$4,000. 

Moncton,  N.B. 

Tenders  are  now  being  received  for 
I  he  erection  of  an  apartment  block  for 
C.  S.  Clarke,  Empire  Block.  Architect, 
W.  C.  Barnes,  Wyse  Building.  Esti- 
mated cost,  $0,000.    Frame  construction 

Montreal,  Que. 

E.  Sauvageau,  Cadillac  Street,  has 
commenced  the  erection  of  two  resi- 
dences, estimated  to  cost  $::,000.  Brick 
construction. 

Quebec,  Que. 

George  Adouin,  52  Sixth  Street,  Li- 
moilou,  has  commenced  the  erection  of 
a  residence  estimated  to  cost  $3,000. 
Frame  and  asbestos  shingle  construc- 
tion. 

O.  Herve,  30  Sixth  Street,  Limoilou,  is 
building  a  residence  by  day  labor,  esti- 
mated to  cost  $4,000.  Frame  and  brick 
construction. 
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Sherbrooke,  Que. 

Work  has  been  started  011  tin-  erec- 
tion of  a  residence  on  Craig  Street  for 
A.  Charboneau.  care  of  Fairbanks  &  Co. 
Brick  construction.     Approximate  cost, 

$3,000. 

Swift  Rapids,  Ont. 

l  enders  011  the  erection  of  a  residence 
for  Orillia  Town  Councell  will  be  re- 
ceived until  9  a.m.,  August  14,  by  the 
secretary,  F.  Gover.  Frame  construc- 
tion. Estimated  cost,  $3,500  Flans,  etc., 
at  office  of  the  secretary. 

Toronto.  Ont. 

A.  D  .Richards,  228  Glenholme  Ave- 
nue, has  commenced  the  erection  of  a 
duplex  residence  on  Regal  Road,  esti- 
mated to  cost  $10,000.  Smaller  trades 
will  be  let.    Brick  construction. 

Work  lias  been  started  by  A.  L.  Sana- 
gan,  132  Balsam  Avenue,  on  the  erection 
of  a  residence  at  74  Kingswood  Avenue, 
estimated  to  cost  $3,200.  Smaller  trades 
will  be  let.     Brick  construction. 

W.  C.  Charters,  110  Caroline  Avenue, 
is  building  ;i  residence,  estimated  to  cost 
$3,200,  and  is  receiving  tenders  on 
plumbing. 

J.  Stone  49  Coleman  Avenue,  has  com- 
menced the  erection  of  six  cottages,  esti- 
mated to  cost  $0,500.  Contracts  have 
been  let  for  some  of  the  smaller  trades. 
Brick  and  roughcast  construction. 

W.  G.  Nightingale,  43  Mountview 
Avenue,  has  commenced  the  erection  of 
a  residence  on  Northcliffe  Boulevard, 
and  will  let  smaller  trades.  Brick  con- 
struction.   Estimated  cost,  $4,200. 

Tenders  on  the  erection  of  a  residence 
for  H.  C.  Fletcher  will  be  received  until 
August  14  by  the  architects,  S.  B.  Coon 
&  Son,  Ryrie  Building.  Approximate 
cost.  $8,000.  Sub-tenders  on  all  trades 
are  being  received  bv  H.  N.  Dancy  & 
Son,  C.P.R.  Building." 

Walkerton,  Ont. 

George  Ernewein  will  prepare  plans 
for  completely  remodelling  a  double 
residence. 

Welland,  Ont. 

S.  L.  Lambert  proposes  to  build  a 
residence  on  North  Main  Street,  at  an 
approximate  cost  of  $5,000,  and  has  had 
plans  prepared.  Frame  and  brick  con- 
struction. 

Windsor,  Ont. 

A.  W.  Whiteaker.  133  Bruce  Street, 
has  commenced  the  erection  of  three 
residences  on  Grove  Avenue,  estimated 
to  cost  $3,000  each.  Brick  veneer  con- 
struction. 

Work  has  been  started  by  L>.  L. 
Wigle,  Sandwich,  Ont.,  on  the  erection 
of  a  residence,  estimated  to  cost  $3,000. 
Frame  construction. 

CONTRACTS  AWARDED. 

Campbellton,  N.B. 

The  general  contract  for  the  erection 
of  a  residence  for  Tames  E.  Miller  has 
been  let  to  James  McCurdy.  Approxi- 
mate cost,  $4,000. 

Montreal.  Que. 

In  connection  with  the  alterations  and 
additions  to  the  residence  of  Sir  Thomas 
Shaughnessy,  905  Dorchester  Street 
West  the  contract  for  copper  roofing 
has  been  let  to  G.  W.  Reed  &  Co.,  37  St. 
Antoine  Street,  and  the  contract  for  par 
quetry  flooring  to  the  Montreal  Wood 
and  Mosaic  Flooring  Company,  Ltd  , 
072  St.  Catharine  Street  West. 


THE    CONTRACT  RECORD 


August  9,  1916 


Power   Plants,  Electricity  and 
Telephones 

Quebec.  Que. 

I*he  i  ii)  Council  have  awarded  the 
contract  i«>r  supply  of  a  storage  battery 
plant  to  Comet  &  Belanger,  2:u)  St. 
Joseph  Street,  at  $3,041. 

Fires 

Brandon,  Man. 

Stables  at  Brandon  Asylum.  First  St. 
North  .  Loss,  $4,000. 

Dundaa.  Ont. 

Transformed   station,  owned    by  the 

Provincial  Hydro-Electric  Power  Com- 
mision.  Loss  on  building,  $85,000,  and 
On  machinery,  $100.000.    Chief  engineer, 

F.  A.  Gaby,  University  Avenue,  To- 
ronto. 

Harwich  Township.  Ont. 

Barns  owned  l>v  Henry  Adams.  Con- 
cessioil  ::.  Blenheim,  destroyed.  Loss, 
$3,500,    Owner  contempaltes  rebuilding. 

Salt  Coats.  Sask. 

Fire  has  destroyed  the  mill  of  the 
Salt  Coats  Flour  Milling  Company.  Loss, 
(50,000. 

Simcoe,  Ont. 

Barns  owned  by  Sam  Snowden.  Loss, 
about  $:t,.")00. 

Toronto,  Ont. 

Factory  at  120  Garden  Avenue,  occu- 
pied by  the  Fordel  Callender  Company, 
Dame  Metal  Company,  and  Reliance 
\\  father  Stripping  Company.  Loss  on 
building  and  contents,  $9,000. 

Residence  owned  by  Mrs.  R.  Killmas- 
ter,  ::24  Kingswood  Avenue.  Loss, 
$2,000. 

Watford.  Ont. 

Residence  of  William  J.  Thompson  de- 
stroyed. Loss.  $2,500.  Owner  is  con- 
sidering rebuilding. 

Westboro,  Ont. 

Residence  of  Frank  Schmitz,  Clarella 
Park.    Loss,  $3,500.    Owner  will  rebuild. 

Winnipeg,  Man. 

Woodworking  mill,  boiler  house,  and 
several  kilns  owned  by  the  Winnipeg 
Paint  and  Glass  Company.  107  Notre 
Dame  Avenue  East.    Loss,  $100,000. 


plans  and  estimates  for  the  construction 
"I  an  open-air  swimming  pool  in  the 
1  "it v  Park. 

Toronto,  Ont. 

I  lie  I'dins  Contracting  Company,  17 
Duggan  Avenue,  desire  to  receive  ten 
ders  on  about  2,500  cubic  yards  of  cx- 

cavation  at  <  >shawa. 

The  Board  of  Control  will  receive 
tenders  until  August  15  for  the  supply  of 
one  five  ton  travelling  beam.  Specifica- 
tions at  Room  12,  City  I  tall. 

CONTRACTS  AWARDED. 

London.  Ont. 

The  London  Concrete  Machinery 
Company  have  been  awarded  the  follow- 
ing contracts  for  Supply  of  machinery: 
I.  <  >'Brien,  Renfre  w,  one  batch  con- 
crete mixer;  Sage  Brothers,  Brantford, 
one  batch  mixer. 
Toronto,  Ont. 

Witchall  &  Sons  have  awarded  a  con- 
tract to  the  London  Concrete  Machinery 
Company  for  the  supply  of  one  batch 
mixer,  capacity  14  cubic  feet,  equipped 
with  steam  power,  for  use  on  reinforced 
concrete  work  at  Parkdale. 

Triple  Island,  B.C. 

The  Dominion  Government  Depart- 
ment of  Marine  and  Fisheries,  Ottawa, 
have  awarded  the  general  contract  for 
the  erection  of  a  lighthouse  tower,  etc.; 
to  Snyder  Brothers  &  Brethour,  Ltd., 
( >rpheum  Building,  Vancouver. 


Late  News  Items 

Lindsay,  Ont. 

A  site  has  been  purchased  at  Adelaide 
and  Ardmore  Streets  for  the  erection  of 
a  Roman  Catholic  Church.  Particulars 
from  Monsignor  Casey. 

Lord's  Mills,  Ont. 

Tenders  on  the  erection  of  a  school 
will  be  received  until  August  1 5th  by 
james  Weir,  R.  R.  No.  2,  Prescott.  Plans 
and  specifications  with  the  Architect,  B. 
Dillon,  Brockville,  and  with  Mr.  Weir. 
Montreal,  Que. 

The  Board  of  Commissioners  will  re- 
ceive tenders  until  noon,  August  18th, 
for  the  supply  of  cast  iron  pipe.  Speci- 
fications at  office  of  the  Superintendent 
of  Purchases  and  Sales. 


Miscellaneous 

Saskatoon.  Sask. 

The  City  Council  have  instructed 
Commisioner  C.  J.  Yorath    to  prepare 


Moose  Jaw,  Sask. 

In  connection  with  the  Hospital  which 
is  now  being  erected  for  the  Sisters  of 
Providence,  the  contract  for  tinsmith- 
ing  and  roofing  has  been  awarded  to 
Frost  Brothers,  217  High  Street  West, 


and  the  contract  for  elevators  and  elec- 
trical work  to  the  Northern  Electric 
Company,  Ackerman  Building,  Regina. 

Renfrew,  Ont. 

Trnders  on  the  erection  of  a  rink  for 
the  Renfrew  Curling  Club  will  be  re- 
ceived until  August  12th  by  the  Secre- 
tary,  R.  I).  Scott.  Estimated  cost,  $7,000. 
Architect,  A.  E.  Spooner. 

St.  John,  N.B. 

Tenders  are  now  being  received  for 
the  erection  of  a  Hour  shed  for  the  Inter- 
colonial Railway.  Frame  construction. 
Approximate  cost,  $27,000.  General 
Manager,  F.  P.  Gutelius,  Moncton. 

Ste.  Rosalie,  Que. 

In  connection  with  the  warehouse 
which  is  being  built  for  the  Societe  Co- 
operative, Agricole  des  Producteurs  de 
Semence,  the  contract  for  masonry  has 
been  let  to  F.  Halle,  St.  Hyacinthe,  roof- 
ing to  Louis  Gauthier,  St.  Pie,  and  car- 
pentry and  painting  to  the  general  con 
tractor,  A.  Paquet,  St.  Hughes. 

Toronto,  Ont. 

P.  H.  Finney,  Architect,  79  Adelaide 
Street  East,  is  receiving  tenders  on  the 
erection  of  a  residence  in  North  To- 
ronto, estimated  to  cost  $4,000.  Brick 
ci  instruction. 

The  Board  of  Control  will  receive  ten- 
ders until  August  15th  for  the  purchase 
and  removal  of  frame  buildings  on  Ran- 
leigh,  Gertrude,  Merton  and  Dainsville 
Streets.  Information  from  Property 
Commissioner  Chisholm. 

Wellington  County,  Ont. 

The  County  Council  and  City  of 
Guelph  are  jointly  considering  the  erec- 
tion of  a  bridge  at  an  approximate  cost 
of  $35,000,  and  work  may  start  at  an 
early  date. 

Westmount,  Que. 

Anglins  Limited,  G5  Victoria  Street. 
Montreal,  have  commenced  the  erection 
of  a  residence  on  Edgehill  Avenue  for 
Lome  C.  Webster,  41)  Rosemount  Ave- 
nue. The  contract  for  electrical  work 
has  been  awarded  to  McDonald  &  Wil- 
son, 90  Drummond  Street.  Roman  brick 
and  terra  cotta  construction.  Estimated 
cost,  $45,000. 

In  connection  with  the  residences 
which  are  now  being  built  for  H.  A. 
Thomas,  100  Fort  Street,  the  contract 
for  roofing  has  been  awarded  to  George 
M.  Reed  &  Company,  ;S7  St.  Antoine 
Street,  Montreal,  and  the  electrical  work 
to  McDonald  &  Wilson,  90  Drummond 
Street. 


STAIRWAYS ! 

We  specialize  in  stairways,  from  the 
plainest  and  least  expensive  to  the 
finest  that  money  can  produce. 

Illustration  shows  a  recent  DEN- 
NIS job  completed  in  a  new  building 
for  the   Royal  Rank. 

Write  for  literature  on  Ornamental 
Iron  and  Bronze  Work  of  every  des- 
cription, including  Grilles,  Railings, 
Elevator  Cars  and  Enclosures,  Wick- 
ets, Balconies,  Spiral  Stairs,  Mar- 
quises, Fire  Escapes,  Window  Guards, 
.Metal  I.ockers,  Shelving,  Material 
Bins  and   Partitions,   Etc.,  Etc. 

Dennis  Wire  & 

London 


DENNIS 


Iron  Works  Co. 

Canada  Ltd- 

LONDON 


Tenders 

A  few  dollars  spent  in  advertising 
your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


so 
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Concrete  Spouting 

INSLEY  GRAVITY  SYSTEM 

BUCKETS        HOISTS       CARS  MIXERS 

MUSSENS  LIMITED 


MONTREAL  QUEBEC— PRUNEAU  &  CO. 
WINNIPEG    TORONTO-H.  TURNBULL  &  CO. 
VANCOUVER  COBALT -H.  L.  USBORNE 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 

Channels 


Angles 


67  6  x3  Vx6  3"-6<r0" 
28-6'x3'/,"xll/16"-60  0' 
40-6"x3'/4"x3/4"-60'0" 
22-6  "x3'/l"x8/4"-65  0" 


31-12"x30  lb.-60  '0" 
83-l6"x33  lb.-36'10%' 


Zees 


94-3"  x  2-1116"  x  1/4"  x  6.7  lbs.  -  54  0" 
96-3-1  16"  x  2-3/4"x6/16"  x  8.6  lbs.  -  60  0" 


Mild  Steel  Bars 


20-8" 
20-10 
13-6" 
17- 

19-  8" 

20-  10 
15-11 

12-  11 
88-4" 

13-  8 


l/4"-30'0~ 
xl  4"-30'0" 
x5/16"-10'0" 
x5  16"-20'0" 
x5  16"-30'0" 
"x5  16"-30  0" 
"x5  16"-20'0" 
:2x5  16"-17'0" 
x3/8"-1110" 
x3  8"-30  0" 


14-6"x7/16"-13'0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

5-  12'/i"x6/8"-30'0" 
22-6Vi"xll/16"-33'0' 

6-  7"xll/16"-20'0" 
19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plate*,  Shapes  and  Bar*  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


Smith- Vaile 

Yoke  Type  Boiler  Feed  Pumps 

HTh\    -V,#*f'       Nor   311    ordinary,   every-day  Boiler 
nPiBE^iAn     Yc(-a\  and  Onr-ral  Service  Pump,  but 
QWf^^^ffl    something  better. 

™  Provided  with  removable  and  inter- 

changeable water  cylinder  linings  and  adjustable  packed 
water  pistons,  permitting  compensation  for  wear. 

Bulletin  No.  780  will  interest  every  engineer. 
Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Conneot4on) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


A  f  f   C  New  and  Relaying 
lv.Ta.JL.LiO  Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


August  9,  1916 


MADE  IN  CANADA 

This  Twenty  Year  Guaranty  Bond  is  a  new 
and  important  addition  to  our  Service. 

It  will  hereafter  be  given  on  all  Barrett 
Specification  Roofs  of  fifty  squares  or 
more  in  all  towns  in  Canada  and  the 
United  States  of  25,000  population  and 
over,  and  in  smaller  places  where  our 
inspection  service  is  available. 

All  you  have  to  do  to  secure  the  Guar- 
anty Bond  is  to  give  the  roofing  con- 
tractor a  copy  of  The  Barrett  Specifi- 
cation dated  May  1st,  1916,  and  tell 
him  to  figure  on  that  basis  The 
specification  of  that  date  includes  the 
20  year  Surety  Bond  provision. 

Our  only  requirements  are,  that  the 
roofing  contractor  shall  be  approved  by 
usand  the  specification  of  the  date  men- 
tioned shall  be  strictly  followed.  We 
knjw  from  the  experience  of  over  fifty 
years  that  such  a  roof  will  last  20  years 
and  more  without  repairs  of  any  kind. 
The  Surety  Bond  will  be  issued  by  the 
United  States  Fidelity  &  Guaranty 
Company  and  will  be  furnished  by  us 
without  charge. 

Our  inspector  will  pass  upon  the  qual- 
ity and  quantity  of  materials  and  work- 
manship and  see  that  the  roof  is  laid  so 
as  to  give  maximum  service.  From 


An  Important 
Addition  to 
Our  Service 


the  buyer's  standpoint  this  arrange- 
ment is  ideal.  Under  the  plan  he  is 
assured  of  having  an  inspector  on  his 
roof  whose  only  interest  is  to  make  it 
as  good  as  possible. 

The  principal  architects,  engineers  and 
roofing  contractors  throughout  the 
Dominion  are  familiar  with  the  plan 
and  are  co-operating  with  us. 

If  you  wish  any  further  information  regarding 
the  guaranty,  write  our  nearest  office  and  the 
matter  will  have  prompt  attention. 


A  copy  of  The  Barrett  Specification,  with  roofing  diagrams,  sent  free  on  request. 
THE    PATERSON    MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER 

THE    CARRITTE-PATERSON    MANUFACTURING     CO..  LIMITED 

ST.  JOHN,   N.  B.  HALIFAX,   N.  S.  SYDNEY,   N.  S. 
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CAWTHRA  MULOCK,  President  Gordon  F.  Perry,  General  Manager 

NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  »— TORONTO 


CAST  IRON  PIP 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 

Lake  or  Rail  Shipments    MONTREAL,  TORONTO  and  PORT  ARTHUR 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  No  dusting  away,  smooth  sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  of  Fluxphalte  and 
save  repair  bills. 

New  illustrated  booklet  on  request. 


«ASPHAL 


9Qm  €Mmm  mmt$  f@e 
BOARD  OF  TRJffill  II 


Bine. 
EMM 


CFWCM  DTD  UV  DID   for  partitions,  suspended  ceilings 

JL  V  Hill    IXlD    rl  I  -IxlD  SIDE  WALLS,  ROOFS,  ETC.  GAUGES 

24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


WOODEN  PIPE 

Wire  wound  wood  stave  pipe,  2. in.  to  24  in. 
diameter.  Continuous  wood  stave  pipe,  any 
diameter  required. 

Canadian  Pipe  Co.,  Limited 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  mach- 
inery. Every  machine  driven  by  a  separ- 
ate electric  motor.  Satisfaction  Guaran- 
teed 

Office  end  Factory 

550  Pacific  Street     -    VANCOUVER,  B. 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"  Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

HFI1FR    &RR!P,HTIY  1120  SPrinB  Garden  Street 

nCLLCK  <SC  DKIUniLI,  PHILADELPHIA,  PA.,   Since  1870" 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

625  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Well.  &  Gray) 


President 


Phone  Main  102 


Pacific  Coast  Pipe  Co.,  Ltd. 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 


1551  Granville  Street 


Vancouver,  B.C. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


the  CARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


LIMITED 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 


HAMILTON.  ONT. 
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Motor  Crabs 

Hoisting 
Engines 

Swinging 
Engines 

Spud  Hoists 
Drill  Hoists 
Steam  and  Air  Motors 
Pneumatic  Hoists 


MOTOR  CRAB 
(Single  or  Double  Drum) 


SPUD  HOfST 
For  raising  and  lowering 
spuds  on  dredges. 

WRITE  FOR  COMPLETE  CATALOG 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS: 
Montreal   Mussens.  Ltd.  Toronto :  A.  R.  Williams  Machinery  Co.,  Ltd 


"i 

Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


wi.  cpr,::u  standard  steel 

st  oak  CONSTRUCTION  CO. 

LIMITED 
WELLAND      -  CANADA 

M  anufacturers  and  Erectors 


Reinforcing  Ban 

"Self-Senterlng" 


Corrugated 
Sheeting 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  writs  us  for  quotations  when  you  are  in  the  market. 
Office-M  4515-M  4516      Residence— P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand,  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,   Office  North  \  W(s      Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,    Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


DERRICKS  SAVE  MONEY 

and 

We  send  Derricks  on  Trial  to  reliable  Contractors. 


Labour  is  Scarce  and  High  Priced. 
Derricks  are  Easy  to  Handle  and  Low  Priced. 


NATIONAL  EQUIPMENT  CO.,  LTD. 

1  Wabash  Avenue  TORONTO 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 
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Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost~Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


The  Glue  Book 


What  it  Contains:- 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3— Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  SO  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


jAM I  i 4 1 h ft  f, A^aViAiii^ /, U> faMAMttt* if.  A-ifti hi)  ,V  t'^t ft 


■  ■ 


1885    "QUALITY  FIRST"  1916 

It  Has  Paid  Us  and  Will  Pay  You 
We  can  give  you  prompt  shipment  of 

"  EMPIRE  "  Corrugated  Iron 

Painted  or  Galvanized — Straight 
or  Curved,  All  Sizes  and  Gauges 

We  always  carry  big  stocks,  including 

Corrugated  Ridge  Cap,  Hip  Cap, 
Flashings,  Etc. 

THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  SAFETY  FIRST 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO     and  WINNIPEG 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
1  information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 


Ontario  Wind  Engine  &  Pump  Co. 

Winnipeg  Calgary 


Toronto  Montreal 


Limited 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICKS 

CEMENT,  LIME,  AND  BRICK 
Cement    delivered  In  5-barrel  lofs,  $1.55  per  bbl. ; 
with  hag*.  $2.25;  car  lots.  $1.35  on  the  Hack, 
will)  |>kgs..  $1.75. 

Lime  grey  38c.  white  4«ic  pet  100  Ihs..  delivered 
in  not  le*>  than  1800  U>.  lots.  At  the  ware- 
house, while  :!7c,  grey  35c. 

Btick  No.  1  dry  pressed  red  biiek  $17;  bulT, 
$17  f.o.b.  the  job:  No.  2,  $14;  common  ml 
Mock  bricV,  $11  to  $14;  grey,  $11  to  $12; 
wire  cut  brick  (or  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
iinpoited..  $25  to  $:!.".;  local  Rug,  $14  ;  sand- 
lime  hrick.  $7.50;  King  Edward  Siding.  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
biiek.  No.  1.  $1*  |>cr  M.  t.o.b.  West  Toronto; 
No.  2  $11;  paving  hlocks.  No.  1,  $24  per 
M.i  No.  2,  $18.  Surr-Tex  face  brick,  $1(1 
to  $20  par  M.J  Denison  interlocking  hol- 
low rile!  ::«'•"  per  M.    Lots  over  10»,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52,  luilT  $28,  grey  $27,  plain  pressed 
$17.  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE.  SAND,  AND  GRAVEL 
Toronto  pi  ices,  F.  O.  B.  Car: 
Cruihed  stor.e    2  in..  $1.20;  1-in.,  $1.25;  H-in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton   f.o.b.  car. 

Sand  for  cement  or  brick  work,  S0.C,  per  ton, 
f.o.b.  Toionto. 

C-avel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock  2x4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22;  1*  ft..  $2o;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  16"  $18. 

Pine  1-in.  by  4-in.  to  0  in..  $27;  1-in.  by  8-in., 
$2!t;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  Hi  ft.  long,  $26  to  $31;  Yi  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  Ys  by 
12  in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto,  $32;  pine  trim  4-in.  casing,  $1.75  per 
100  ft.;  5-in.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25 ;  4-in.  pine,  window  stool,  $2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4 ;  N.  B.  clears  $3.65 ;  No.  1  pine  lath  $6.00 ; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir  J— 10  x  14,  12  x  12, 
12  x  14,  14  x  14  14  x  16,  $38.00;  10  x  16, 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$38.50;  12  x  IS,  IS  x  20,  $39.00;  10  x  IS, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars— $2.00  to  $3  base,  twisted 
and    deformed.    $3.25;    structural  sections, 
$3.50;  small  sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3.50  per  101)  lbs.; 
Vi  in.,  5  Ill  in.  and  H  in.,  $3,511  psr  100  lbs.; 
gauge  plates,  No.  10,  12,  14,  $4,00  per  100 
lbs. ;  black  American  besscmer  plates,  28 
gauge,  $3. 75  to  $4.00  per   100  II  s. 

Galvanized  iron    28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe  Standard  prices,  carload  lots, 
f.o.b.  Toronto;  4  in.  $34  per  net  ton;  (i  in. 
lo  12-in.  $33;  12  in.  up  $32. 50,  with  $1  extra 
for  gas  pipe 

SEWER  PIPE 
S:\vcr  Pipe— Toronto  pi  ices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft.  ;  (i  in.,  40c  ft.  ;  8-in. 
55c  ft.;  9  in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.10;  IS  in.,  $1.00  ft.;  20-in,.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent..  4-in.  to  12-in., 
TO  per  cent.,  lo  in,  to  18-in.,  05  per  cent.,  20- 
in.    to  24-in. 

PAINTS  AND  OILS 
White  lead-  -ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil  -in  bbls.,  $1.01  per  gal.  of  0  lbs. 

Kaw  linseed  oil  in  bbls.,  OSc.  per  gal.;  red  lead, 
dry.  $14  per  100  lbs.;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3:85;  putty 
in  2Mb,  tl«S,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  pn  100  lbs.  ;  turpentine,  in  bbls., 
80c.   per   Imp.   gal.,  southern  gauge. 

MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement    $2. oil  steam  car  load  lols,  including  sacks 

Lime     1 1  yd  rat  ed,  $14   per   ton;   lump,  $8. 

Brick  — No.  J  pressed,  $18;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $14;  red  rustic.  No.  2.  $12; 
buff  (smooth),  $.1;  buff  (rough),  $25;  C. 
I'.  R.  50c  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
$10.50;  all  f.o.b.  Montreal. 

Concrete  Brick — grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot);  not  reinforced,  Sin. 
26c.;  0  in.  30c;  10-in.  34c;  12-in.  40c;  15  in. 
60c;  IB-fa.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1  ;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42  in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $lf40 ;  #-ia  $1.65;  -H-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.   per   ton,  car  load,  on  cars. 

Gravel  -$1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles — 3  in.  x  3  in.  and  up,  $3.50,  1  in. 
x  1  in.  x  %  in.,  25c  extra;  Y*  in.  x  H  in. 
x  'A  in.  50c  extra.  Boiler  plates — %  in. 
thick  and  thicker,  $4.00.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$4.25 ;  under  30  in.  dimensions,  $4.75.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per beaiing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
s  in..  SSc  ;  9  in.,  70c;  10-in.,  SOc  ;  12-in.,  $1; 
24-in.,  $3.25.  Bends,  eac'.i  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft..  $1.  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $10.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90.  $5.50,  $8,  $26.  Y.  Pipe, 
2X,  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50.  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $S.40,  $9.60,  $1.",, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  band-hole  trap,  $2.25, 
$3.60,  $6.00.  $840,  $9.00,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  Prom  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
[>al  is — $2.35  per  bbl.  Rope— Best  Manilla, 
22'.><\  basis  per  pound;  British  manilla.  18c. 
basis;  sisal  rope,  14;ac  basis;  lath  yarn 
cents.  Roiled  linseed  oil — in  barrels  82j4c. 
per  gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
£0c.   per  gal. 

WINNIPEG  PRICES 

CEMENT,    DIME.   AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.00;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — Grey.  34  cents  per  bushel;  white.  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.    1    dry    pressed,   red    and   buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12:  No.  1  enamelled  brick,  all  colors,  from 
$100;    sandlimc.   $12;    lirebiicks,  $52.50. 
CRUSHED  STONE,  SAND.  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2,75; 
Y\-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Scrd  for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel     Per   yard,   delivered.  $1.85. 

Crushed  Granite— 1K>  ai  d  2-in.,  $2.05;   <j-in.  and 

1  in..   $2.90;    '4-in.    and    dust,  $3.20. 
LUMBER   (BUILDING  MATERIAL) 

(15  per  cent,  discount  for  cash! 
Flooring- -No.  2  red  pine,  4  in.,  $43;  6  in..  $40 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  anil  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir.  edge  grain,  3  in., 
$Gf);  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
Hat  grain,  4  and  6  in..  $45;  No.  4  fir.  ship- 
iap  grade,  4  and  0  in..  $32;  common  2x6 
pine,  fpruce  or  fir,  4  and  6  in.,  $33;  No.  2 
wl.ite  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 

2  red  pine,  4  and  6  in..  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  lamarac. 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12.  $38;  10  x  14,  14  x  14,  14  x  10. 
6  x  10,  6  x  12,  8  x  12,  $39;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  IS,  18  x  IS,  20  x  20. 
$40;  0  x  14,  8  x  14,  12  x  IS,  IS  x  20,  $42;  0 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20.  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in..  $105;  12  in.. 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5'A-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel     Round    bars,    $2.35    p.r    100    lbs.;  square 
twisted,  $2.45  per  10(1  lbs.  ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron   Fipes    Standard  p: ice,   car   load  lots, 
f.o.b.   Winnipeg,  $38  per  ton. 

(Continued  on  page  58  ) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,   Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 

Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


Sold  separately 


Now  Ready 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 

By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles.  254  pages,  6  x  9,  88 

illus.,  $2.50  net,  postpaid. 
Vol.  II — Retaining  Walls  and  Buildings,  075  pages, 

r>  x  9,  412  illus.,  34  plates,  $5.00  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 
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Continued  from  page  oo) 
SEWER  PIPE 
Sewer  Pi|»c    W  holesale  prices  f.  o.  b.  Winnipeg, 
per        3  in.,  fl  cents;  4  in..  11  cents;  5  in.. 
HI  cent.*;  ti  in..  1S«4  cents;  S  in.,  30  cents; 
0  in.,  35  cents;  10  in.,  40  cents;  12  in..  50 
cent>;  U  in  ,  78  cents;  IS  in.,  $1.00;  20  in., 
2-1  i„..  $2.00. 

SUNDRIES 

H»rd  Wall  Plaster  Ununded,  ?13  per  ton;  sand- 
r.l.  $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15  50  per  ton;  Hammer  Brand,  53.75  per 
bhl..  in  baga  $15.00. 

PAINTS  and  OILS 

Paints  and  Oils  White  lead,  ground  in  oil,  $11.50 
per  inn  lbs. ;  boiled  linseed  oil,  in  bbls.,  9S 
cents  per  gal.;  raw  linseed  oil,,  in  bbls.,  95 
cents  per  gal.;  dry  red  lead.  $10.00  per  100 
lbs.  :  putty  in  bulk.  $3.25  per  bbl. ;  putty  in 
25  1b.  tons,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal..  $3.10. 

VANCOUVER  PRICES 

<  IMF. NT.  LIME,  AND  BRICK 
Cement  Grey  Portland,  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton.  sacks  extra  :  fine  white,  $7.50  per  bbl.  of 
900  lbs.;  superfine,  white,  $9.50  per  bbl.; 
white  Portland  cement.  $7.50  per  bhl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  hhl.  f.o.b.  warehouse  or  delivered 
Brick  Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouvet  ;  pressed  red  brick;  $30  f.o.b.  wharf 
Vancouvei  ;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; lire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand     l!ricl<  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel    $1.85  per  yard  delivered. 

LUMBER   (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  x  10  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce  —small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  sbiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices'  f.o.b.  warehouse : 
Steel     (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron    28  gauge,  $7.50  per  100  lbs. 
Corrugated  iron    20  gauge,  0,  7  and  8  ft.  sheets 

$6.(15,  5.  0  and  10  ft',  sheets,  $6.80  per  square.  ' 

Black  steel  sheets,  24  gauge,  $5.10  per  100 

lbs. . 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer   pipe — Vancouver   prices  f.o.b.  warehouse: 
.    4-in.,  12'Ac.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;   10-in„   40c    ft.;    12-in.,   50c   ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver,  bags  extra. 

Hydrated  lime— $14.00  in  car  lots. 

Alca  lime   -$16  per  ton. 

Plaster  of  Paris  —Hammer  brand,  $4.50  per  bbl. 

Finishing  Plaster-  $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,    Manilla,  full  coil,  16c  basis;  2nd  grade, 
14J/2C  basis;  sisal  rope,  12Hc  basis. 

PAINTS  AND  OILS 
Mixed  Paint     Per  gal.  $2.45  lo  $3.00. 
White  lead-  Ground   in  oil,  $14.90  per  100  lbs. 
Boiled  linseed  oil — In  bbls.,  95c  to  $1  per  gal.  of 
9  lbs. 

Raw  linseed  oil — In  bbls.,  93c.  to  98c.  per  gal;  red 
lend,    dry,    $14.00    to   $15.00    per    100  lbs.;, 
putty  in  bulk,  bbls.,  $4.00;-  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


Lime  in  Hard  Wall  Plaster 

The  series  of  tests  which  led  to  the  determination  that  all  Herringbone  Lath  should  hereafter  be 
made  from  copper  alloy  showed  also  that  there  was  a  wide  variation  in  the  rate  of  corrosion  of  the 
different  brands  of  hard  wall  plaster.  When  these  plasters  were  arranged  in  a  table  in  the  order  of 
their  corrosiveness,  the  most  vigorous  at  the  top,  it  was  found  that  they  were  also  arranged  inversely 
in  the  order  indicated  by  their  content  of  hydrated  lime,  the  plaster  containing  the  least  lime  at  the 
bottom. 

That  hydrated  lime  in  hard  wall  plaster  retards  the  corrosion  of  metal  lath  cannot  be  doubted. 
Fifteen  tests  on  plain  steel  with  a  plaster  containing  no  lime  showed  an  average  rate  of  corrosion 
four  and  a  quarter  times  as  great  as  that  shown  by  a  plaster  containing  seven  percent  lime.  On 
copper  alloy  the  rates  of  corrosion  were  both  smaller  and  the  effect  of  the  lime  was  further  increased. 
The  combination  of  copper  alloy  and  a  plaster  containing  seven  percent  lime  showed  a  rate  of  corro- 
sion  only  one-fifteenth  as  great  as  that  shown  by  plain  steel  with  unmixed  hardwall  plaster. 

Ask  for  the  booklet  "Why  Copper  Alloy?" 

Clarence  W.  Noble         -         General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO..  Hamilton 


PIPE  BENDS 

eliminate  heavy  fittings 
economize  space, 
avoid  leaky  joints, 

save  trouble,  room  and  money 

We  make  pipe  bends  in  size  and  shape  to  meet 
your  specifications.  The  cut  above  illustrates  a 
20  inch  expansion  bend  of  16  foot  radius  contain- 
ing 38  feet  of  pipe  joined  in  the  arc  by  the  At- 
wood  Line  Weld. 


PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO. 
PITTSBURGH,  PA. 


AT  WOOD  ATW00D 

ENGINEERS   FOUNDERS  MACHINISTS 

Represented  by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


Built  for  C.P.R.  Montreal 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:  — 
Bridgeburg,  Ontario.  1 30  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 

SHOPS:— Bridgeburg,  Ont. 
Chicago,  111.  Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto       -  Canada 
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Civil 

Contractors 

Electrical 
Mechanical 

Directory  of 

Engineers 

Special 
Interests 

Chipman  &  Power 


Civil  Engineers 


TORONTO 


WINNIPEG 


Willi*    Chipman.      Geo.    H.  Power. 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchant!  Hank  Chambers, 

Kingston,  Canada 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als;  mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  '  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

Head  Office  MONTREAL 

and  Main   Laboratories:  Bun 

Branch    Offices    and  Laboratories— 
TORONTO.  WINNIPEG,  EDMONTON, 
VANCOUVER   and    NEW  GLASGOW 


STICK  TO  IT 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat  s  bottom. 

CONTRACT  RECORD 
&  Engineering  Review 
TORONTO 


HADDIN  &  MILES 

LIMITED 

I  formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG  CALGARY 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,   Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,  Montreal 
Branches  : 

Toronto         Vancouver         London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904  905  62  Esplanade  E.,  Toronto 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATCKirC       SECURED  OR  OUR 
rM  I  LVt  I  O         FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
olhers  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa,  Canada 


LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


,   BUILDING  WORK 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


Crushed 
Stone 

BRICK 


Cut 

Stone 

SAND 

T.  A.  Morrison  &  Co.,  ^SUrTal' 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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Boving  Hydraulic  &  Engineering 
Company,  Limited 

LINDSAY,  ONTARIO 

OUR  LINDSAY  WORKS 

We  Manufacture 

Water  Wheels,     Hydraulic  Governors, 

Centrifugal  Pumps,       Mill  Machinery 

Fly-Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 

Prices  etc.,  on  request 

Pure, 
Warm 
Air 

in  large  volumes,  uncon- 
taminated    and    full  of 
health  -  giving  oxygen 
that's  the   kind   supplied  by  the 

KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 
stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 

Water  St.  Limited       Brockville,  Ont. 


ELEVATED 

STEEL  TANKS 


mgm 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Papet 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "  100  feet  to  top 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San   Francisco,  Ca!.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,   Iowa.  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

vVe  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tom  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 
Office  and  Works:  Hillcreit  1614  1615  1816 
Private  exchange  connecting  all  department! 
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Contractors'  Bar  Cutter  No.  10 


Armor  Plate  Construction 

Equal  to  a  cast  iron  machine  of  twice  the  strength. 

Cuts  round,  twisted  and  Johnson  bars  up  to  1-1/8" 
for  reinforced  concrete  work. 

We  make  a  complete  line  of  hand  and  power  pun- 
ches and  shears,  portable  and  stationary  forges 
and  drills. 


Send  for  new  Punch  and  Shear  Catalog 

Canadian  Blower  &  Forge  Company 

Berlin,  Ontario 


St.  John 


Montreal 


Toronto 


Winnipeg 


Vancouver 


r 


CZ3 


StuHevanl  steel  pressure  blowers 


are  all  built  to  blow — and  to  keep  on  blowing.  Tbeir  long  record  is 
a  record  of  unbroken,  pure  satisfaction  tbat  bas  meant  hundreds 
and  hundreds  of  sales  for  us.  *JA11  bearings  are  lined  witb  tbe 
same  unequaled  composition — Sturtevant  Wbite  Metal.  *J  Foundry- 
men  everywhere  have  found  Sturtevant  Steel  Pressure  Blowers  ideal 
for  cupola  blast  and  for  other  purposes. 
Ask  us  for  Bulletin  J34-Z 
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Works  at  Walkerville,  Ontario 


mm 
1 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


—  ~  


VALVE  HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreirn  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated  ;  price  $2.00.  " 

by 

lished    in    1915    by    McGraw-Hill    Book  Company, 
pages,  illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in   1914.     Price  $1.00. 


Irrigation  Practice  and  Engineering  (Volume  One),  by  B 
Published   in    1915   by  McGraw-Hill 


Etcheverry. 

Company.     213  pages,  illustrated. 


Price  $2.00. 


A. 
Book 


verry.  Published  in  1915  by  McGraw-H^ll  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
43S  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price"  $1.50. 

Practical    Mathematics   for   the    Engineer    and    Electrician,  by 

Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Publkhed  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Wtter  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  1S6  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 
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"Follow  the  LEADERS" 

Buy 

"DOMINION"  WIRE  ROPE 

|jy       which  the  largest  Contractors  are  using 
and  getting  the  Best  Results  from 

STOCKS   CARRIED    AT    ST.  CATHARINES 

The  DOMINION  WIRE  ROPE  CO.,  Limited,  MONTREAL 


The  Reason  We  Have  Supplied  the 

Majority  of  the  Equipment 

on  the 

WELLAND  CANAL 

is  that  We  Carry  the  Best  and 

MOST  EFFICIENT 


"Industrial  Works"  Locomotive  Cranes 


Steam,  Electric  and  Gasoline 


"  MARION "  Drag  Line  Machines, 
Steam  Shovels  and  R  R.  Ditchers 


Ransome 
Concrete 
Mixers 


Branch : 

St.  Catharines,  Ont. 


Head  Office: 

MONTREAL 


30 


Toronto,  August  16,  1916 


No.  33 


Rogers  Cement 


Crawford  Street  Bridge,  Toronto 


This  handsome  bridge  is  a  splendid  tribute  to  the  quality  of  Rogers 
Cement  and  to  the  careful  supervision  of  the  contractor.  Mr.  C.  J. 
Townsend. 

Where  great  strength  and  detail  in  design  are  necessary  in  concrete 
construction  specify  Rogers  Portland  Cement. 

Alfred  Rogers,  Limited 

28  King  Street  West,  TORONTO 


Waterworks  and  Sewerage  Number 
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CHAMPION 

ROAD  and 
STREET 
MACHINERY 


Road  Graders.  Levellers 
and  Drags 

Road  Rollers,  Sprinklers, 
Sweepers  and  Cleaners 

Street  Cleaners"  Hand  Carts 

Rock  Crushers,  Elevators, 
Screens,  Bins 

Spreading  Wagons 

Dump  Wagons 

Contractors'  Plows 

MANUFACTURED  BY 


"Champion"  Road  Builders'  Sprinkler 


The  Dominion  Road  Machinery  Co.,  Limited 

WRITE  OUR  NEAREST  BRANCH 
118  Hollis  Street,  Halifax,  N.S.      .  Cor.  Sth  Ave.  and  3rd  Street  West,  Calgary,  Alta. 

ijis  Power  Building,  Montreal,  Que.  102M7  109th  Street,  Edmonton,  Alta. 

88  Dalliousie  Street,  Quebec,  Que.  609-613  Bank  of  Ottawa  Building,   Vancouver,  B.C. 

413  Mclntyre  Building,  Winnipeg,  Man. 


Factory  and  Head  Office- 


GODERICH,  ONTARIO 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT — 

2 — 6  x  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6%  x  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
i — 5  x  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  y2  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6%  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 


H.E.  PLANT  1790  St.  James  Street,  Montreal,  Que. 

E.  LEONARD  &  SONS  St  John,  N.  B. 


— Aoknts- 


ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

KELLY-POWELL,  LTD  McArthur  Bid*.  Winnipeg,  Man. 
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HIGH  GRADE  QUALITIES 


When  buying  or  recommending  Dominion  Rubber 
System  products  you  can  depend  upon  high-grade  qual- 
ities. That  protection  is  being  appreciated  more  and 
more  by  users  of  Rubber  Goods,  no  matter  for  what 
purpose  the  need  may  be. 

Absolutely  High  Grade  Qualities 

Is  Our  First  Consideration 

Dominion  Rubber  System  qualities,  combined  with 
Dominion  Rubber  System  value  and  service,  make  it 
well  worth  your  while  to  insist  on  having  Dominion 
Rubber  System  products. 

If  you  can  not  get  what  you  want,  write  to  our  nearest 
branch,  or  to  our  Head  Office,  where  your  request 
will  receive  prompt  and  courteous  attention. 

Canadian  Consolidated  Rubber  Co. 

Limited 

Montreal,  P.  Q. 

28  "Service"  Branches  Throughout  Canada 


J 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
In  a  trench  ready  for  filling. 

"SHONE" 

Pneumatic  Automatic  Ejectors 

For  Raising  Sewage,  Sludge,  Water,  etc. 

As  used  for  the  Drainage  of  Eastbourne,  Bombay,  Karachi,  Rangoon, 
Southampton,  Gosport,  Norwich,  Wellington  and  Miramar,  N.  Z, 
Capetown,  and  many  other  towns. 

"BONA"  Steel  and  Concrete  Pipes— Inner  Steel  Tube  with 
Internal  and  External  Reinforced  Concrete  Protection 

Estimates  and  particulars  on  application, 

Hughes  &  Lancaster,  Limited 

16  Victoria  Street,  London,  S.W. 
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Ten  Good  Reasons  for  Specifying 
Wire -Cut  Lug  Brick  for  Paving 


1  Wire-cut  lug  brick  have  proven  their  superiority 
in  service.    A  wire-cut  lug  brick  is  not  a  new 

brick  or  an  experiment.  It  is  a  wire-cut  brick  with 
absolutely  uniform  lugs,  and  it  is  a  well  known  fact 
that  the  old  wire-cut  brick  streets  have  given  the 
best  service  under  traffic. 

0  All  wire-cut  lug  brick,  subject  to  slight  varia- 

*  tions,  are  of  standard  size,  inches  long  by 
3^2  inches  wide  and  4  inches  deep,  and  lay  40  brick 
to  a  square  yard.  If  local  conditions  of  traffic  justify 
same,  these  brick  can  be  used  3J/2  inches  or  3  inches 
deep  but  of  the  standard  surface  measurements. 

"2    The  rough  sides,  uniform  contact  lugs  (no  bar 

*  lugs  allowed)  and  the  square  edges  insure  a  per- 
fect bond  the  entire  depth  of  the  brick  and  also  a 
bond  much  stronger  than  is  obtained  with  the 
smooth,  round-edge  repressed  brick.  A  4-inch  wire- 
cut  lug  brick  gives  a  4-inch  bond,  but  a  4-inch  re- 
pressed brick  with  round  edges  gives  only  a  3^2-inch 
bond  and  that  may  be  very  imperfect  owing  to  the 
smooth  sides  and  the  nonuniformity  of  the  lugs. 

A    Wire-cut  lug  brick  are  made  by  30  independent 

*  competing  companies  and  the  list  is  constantly 
increasing.  The  brick  are  marketed  at  the  same  price 
as  the  repressed  brick  of  the  same  manufacturer's 
make,  since  the  small  royalty  paid  is  saved  in  the 
process  of  manufacture.  The  Dunn  Wire-Cut  Lug 
Brick  Company  licenses  reputable  companies  which 
demonstate  their  ability  to  make  good  wire-cut  lug 
brick. 

CJ    The  interior  structure  of  wire-cut  lug  brick  is 

*  uniformly  denser  than  that  of  repressed  brick. 
On  account  of  their  square  edges,  wire-cut  lug  brick 
in  the  first  450  revolutions  of  the  rattler  lose  from 

1  to  2  per  cent,  more  than  repressed  brick;  but  no 
allowance  is  asked,  for  wire-cut  lug  brick  at  the  end 
of  the  test  show  an  abrasion  loss  usually  about  the 
same  as  repressed  brick,  and  sometimes  less.  Thus, 
the  user  of  wire-cut  lug  brick  really  is  getting  a 
quality  that  is  2  per  cent,  better  than  is  shown  by 
test. 


Ct   Wire-cut  lug  brick  are  made  on  engineering  lines. 

*  The  square  edges  aid  the  engineer  in  obtaining 
a  smooth  pavement,  and  a  pavement  in  which  the 
filler  will  not  chip  out  under  traffic,  as  it  does  from 
round-edge  repressed  brick.  The  engineering  de- 
partment of  the  Dunn  Wire-Cut  Lug  Brick  Company 
is  continually  investigating  methods  of  construction 
and  is  at  your  service  at  any  time,  in  an  advisory 
capacity,  as  to  methods  of  construction,  and  proper 
inspection  of  material. 

"7    The  Dunn  Wire-Cut  Lug  Brick  Company  has 

*  its  own  ceramic  engineer,  whose  duty  it  is  to  ren- 
der free  advisory  service  to  companies  making  wire- 
cut  ,lug  brick,  and  to  endeavor  in  every  way  to  im- 
prove the  quality  of  the  brick  at  the  plant. 

Q    The  advantages  of  wire-cut  lug  brick  are  recog- 

*  nized.  These  brick  are  specified  exclusively  by 
St.  Louis,  Mo.;  Baltimore,  Md.;  Wilmington,  Del.; 
Toronto,  Canada,  and  many  other  cities,  and  they 
are  preferred  by  numerous  state  highway  depart- 
ments. 

Q    On  January  1,  1916,  wire-cut  lug  brick  were  in 

*  use  in  436  places  and  they  were  admitted  in  the 
specifications  of  more  than  2,500  places. 

1  Q  If  the  choice  between  wire-cut  lug  brick  and  re- 
•  pressed  brick  is  left  to  the  contractor,  he  may, 
on  his  first  job,  use  the  repressed  brick,  claiming  that 
the  repressed  brick  takes  less  filler.  We  admit  this 
claim,  and  it  substantiates  our  contention  that  wire- 
cut  lug  brick  makes  the  best  pavement,  because  the 
filler  goes  down  to  the  bottom  of  the  brick  and  in- 
sures a  good  bond  its  entire  depth.  After  his  first 
experiment,  the  contractor  recognizes  this  advantage 
and  becomes  an  advocate  of  wire-cut  lug  brick. 
Wire-cut  lug  brick  are  made  by  30  independent  com- 
peting companies,  operating  48  plants.  Write  for 
data. 


The  Dunn  Wire-Cut 

(LICENSORS) 
CONNEAUT  : 


Lug  Brick  Co 

OHIO 
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Air  Compressors 

i  an.  IngeisollRand  Co..  Ltd. 
Plan  lion  Works 


Aluminium 

Spiclnianu  Agencies  Regd. 


Air  Hoists 

Northern  Crane  Work* 


Architectural  Iron  Work 

Canada  Wne  &  Iron  Goods  Co 
McGicgor    &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  lnip'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 

Asphalt  Shingles 
bird  &  Son. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd..  B.  r 


Boilers 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsii   &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 


Boxes-Junction 
Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brass  Goods 

Morrison  Brass  Mfg.  Co.,  Jas. 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Buckets 

Beatty  &  Sons.  M. 
Hopkins  &  Co..  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan   &  Company,  John 

Brick  Machinery  and  Supplies 
Sheldons  Limited 


Bridges  (Steel) 

Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hunter  Bridge  &  Boiler  Co. 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  &  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 


Cable  Terminals 

Standard  Underground  Cable  Co. 
of   Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.  Lumber  Commissioner 


Cement  Waterproofing 

I'aterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Rogeis  Supply  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Chemists 

i  anadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 

Blair,  B. 

Dominion  Concrete  Company 

Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 

Goold,  Shapley  &  Muir  Co. 

Hopkins  &  Co.,  F.  H. 

Ideal  Concrete  Machinery  Co. 

London  Concrete  Machinery  Co. 

Mussens  Limited 

Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster.  W.  L. 

Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Moving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Dominion  Road  Machinery  Co. 
Goodwin,    Barsby   &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Barsby  &  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 

Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed   Stone  Corpora- 
tion 

Crushed  Stone,  Limited 
liagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 

Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 


Dredging  Pumps 

Boving  Hydiaulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 

Canadian  Equipment  Company 

Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian    Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Woiks 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 


Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Ejectors 

Hughes  &  Lancaster 

Elastite 

Carey  Mfg.  Co.,  Philip 


Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric  Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario    Wind    Engine  &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American   Enamelled   Brick  & 
Tile  Company 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.  Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons.  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 


Filter  Presses 

Piatt   lion  Works 


Filtration  Plants 

verMehr  Engineering  Co.,  John 


Fire  Brick 

Elk  Fire  Brick  Company 


Fireproof  Doors  and  Windows 

Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Conciete  Steel  Co. 


Fireproofing 

Alberta   Clay    Products  Co. 
(Continued  on  page8l 
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"Meaford"  Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "  Meaford  "  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces:  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.  Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta :  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

British  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


Take  the  Risk  OUT  of  Paving 

By  Putting  the  Service  IN 

Some  Contractors  hope  that  they  will  not  have  any 
buckling.     They  pour  their  expansion  joints. 

Others, — the  wise  ones, — know  that  they  will  not 
have  any  buckling  in  their  work.     They  use 

CAREY 


ExpAiJsiorl 
JOINT 

The  Elastite  Joint  is  laid  before  the  street  is  surfaced.  It  fills 
the  space  absolutely.  When  the  pavement  contracts  it  draws  the 
asphalt  compound  with  it.  When  hot  weather  comes  the 
Elastite  absorbs  the  expansion  of  the  pavement.  Keeps  the  sur- 
face true  and  flat  always. 

We   should   like   to   submit   a   sample  of 
Elastite     and     show     you    the  evidence 
our  claims. 

Address  Elastite  Dept. 

THE  PHILIP  CAREY  COMPANY 

TORONTO  MONTREAL 


The  "Skyscrapers"  of  Toronto 

Structural  Steel  of  ALL  Four  Buildings 
Painted  With 

"SUPERIOR  GRAPHITE  PAINT" 


I!  fill 

\  21  SI  21  Ei  It 

Rl  IS IS  IB  II 

S5  II II  |1  31 

ag^Hii  u 

1 1 IIKI 


RoyalBank  120  Storeys) 


C.  V.  R.  Olfici 
(15  Storeys) 


Traders  Bank 


..^.-'•'JjS'^';;^^-  I 

Dominion  Hank 


Toronto 
Montreal 


M.deby-  DOMINION  PAINT  WORKS,  LIMITED 

WALKER VILLE.  ONT. 


Winnipeg 
Vancouver 
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Fire  Escapes 

Pennis  \\'ire  &  Iron  Works  Co. 
Manitoba  Bridge  &  Iron  Works 
McGregor  &  Mclntyre 

Flat  Poles 

t'ntano  Wind  Engine  &  Pump 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economiiers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart  Mfg.  Company,  Jas. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Gas  Engines 

Goold.  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Good,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 
Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can..  Ltd.,  B.  F. 

Heat  Insulating  Materials 

Armstrong  Lork  Company 


High  Duty  Pumping  Engines 

Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh    Valve,    Foundry  4z 
Construction  Company 

Hoists,  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Heatty  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Henthorn 
Mussens  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hose  Reels 

Montgomery  Faultless  Hose  Reel 
Company 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 
Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 
Northern   Crane  Works 

Kilns 

Canadian   Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American  Lead  Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 

Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 
Company 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

$ 

Paints  and  Varnishes 

I?randram-Henderson  Co. 
rDominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian  Dolarway  Pacing  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 


Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


LONDON  Batch  Mixer 

LOOK  HOW  HIGH  THE  SKIP  RAISES!  Not  necessary 
to  pound  the  bottom  out  of  the  skip  in  order  to  charge  the  drum. 

London  Batch  Mixers  are  Built  to  Last  a  Life  Time.  They  will 
produce  a  Batch  of  Concrete  every  Sixty  Seconds.  A  Creamy, 
Smooth  Mixture.   Just  what  your  Engineer  is  looking  for. 

Why  two  thousand  in  use?  Because  every  Mixer  sold  sells 
ten  more. 

We  make  Twenty-three  different  sizes  of  Mixers.    Send  for 

Catalogue  No.  1. 


CHAMPION  HOIST; 


Direct  connected.  No  lost  power.  Built  very  strong.  A  high 
grade  hoist  at  a  moderate  price.  We  make  a  full  line  of  Hoists, 
both  Gasoline  and  Steam. 

Send  for  Catalogue  No.  23,  stating  requirements. 

London  Concrete  Machinery  Co.,  Limited 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada. 
Warld'i  L«ra««t  Manufacturers  •!  Concrete  Machinery  and  Cement  Working  Tools 

Do  not  fail  to  see  our  exhibit  at  the  Western  Fair,  London. 
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SERVICE 


STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE    Is  to  add  Strength. 

STEEL  BARS    Are  used  in  Concrete  to  Reinforce. 

D  E  M  A  N  D—    Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK     Your  work  on  reinforcing  bars  rolled    from  material 

of  questionable  quality. 

FAVOR     US    With  an   opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 


LIMITED 


HAMILTON 


TORONTO 


MONTREAL 


WINNIPEG 
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Pipe  and  Boiler  Coverings 

l>ominion  Punt  Works 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 

Paterson  Mfg.  Company 
Spielmann  Agencies  (Kgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

C  anada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company    F.  H. 
Marsh  &  Menthorn.  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 

Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mtg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Alhert  Mfg.  Company 
Britnetl  &  Company 
Iona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 


Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Works 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

DcLaval  Steam  Turbine  Co. 
Fraser    &    Chalmers    of  Canada 

Limited 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 

Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 

Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 

Reinforcements.  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Dominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 


Roofing  Material 

Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 


Rubber  Goods 

Can.   Consolidated   Rubber  Co. 

Sand  and  Gravel 

Rogers  Supply  Company 


Safes  and  Vaults 

Can.  Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 

Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Alberta   Clay   Products  Co. 
Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.   Lumber  Commissioner 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 

Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Standpipe 

Hunter  Bridge  &  Boiler  Co. 

Steam  Appliances 
Darling  Bros. 

Steam  Apparatus  and  Specialties 

Canadian  Blower  and  Forge  Co 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 


'L'-i-l  yuur  s&lmmmi  Swots  -thkfc  lite  %wm0m 
to  selling  goods— not  to  making  investigations. 


MacLean  Reports  give  the  vital  facts  that  are 
so  necessary  if  you  would  secure  the  best  of  new 
business — and  they  cost  but  a  few  cents  a  day.  They 
are  issued  daily  (card  system)  and  give  accurate 
information  on  Canadian  building  and  engineering 
projects,  contemplated,  their  progress  and  details  of 
the  material  and  equipment  required.  Rates  and 
samples  on  request. 


MacLEAN  DAILY  REPORTS,  Limited,  Toronto 
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When  Quick  Shipment  Counts  I 

Steel  Reinforcing  Bars  for  CAMP  BORDEN 
were  required  immediately.  On  account  of  their 
facilities  for  prompt  service,  orders  were  placed  with 

Burlington  Steel  Co. 


Hamilton,  Ontario 


Limited 


Rounds,    Squares,    Twisted    Squares,    Angles,  Flats 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 


Macadam  Roads 

must  be  built 
of  a 

Tough 
Stone 

that 
will  cement 

WE  HAVE  IT 

The  Hagersville  Contracting  Company,  Limited 

Hagersville          -  Ont. 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Stejm  Engine* 

Sturtcvaut  lo.  of  Can.,  Ltd..  B,  F. 

Sicim  Turbines 

McDougall  Caledonian  lion  Wks 
Sturlevanl  Co.  of  Can.,  Ltd.,  B.  F. 

Steel 

Hopkins  4  Company.  F.  H. 

Hunter  Bridge  &  Boiler  Co. 
Steel  Company  of  Can.  Ltd. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page-Mersey  Iron  Tube  &  Lead 
Co.,  Ltd. 

Steel  Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Steel  &  Radiation  Limited 

Steel  Sheet  Piling 

Hunter  Bridge  &-  Boiler  Co. 
I.ackawanna  Steel  Company 

Stone 

Rritnelt  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son.  Geo. 
Rogers  Supply  Company 
Sackville  Freestone  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 

Surveyors'  Instruments 

Berger  &  Sons,  C.  L. 
Dikeman  Surveyor  Company 
Heller  &  Brightly 


Structural  Iron  and  Steel 

Burlington  Steel  Company 
»  an  Chicago  Bridge  &  Hon  Wks. 
DesMolnea  Bridge  &  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnou  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgli-DesMoines  Steel  Co. 
Wcid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Swinging  Gears 

Dake  Engine  Company 

Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Hcnthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgli-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turbines 

Fraser    &    Chalmers  of  Canada 
Li  mi  ted 


Turnbuckles 

Canadian    Billings    &  Spencer 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartsbore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons.  T. 
Morrison  Brass  Mfg.  Co.,  Jas. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Vitrified  Pipe 

Alberta  Clay  Products  Co. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 
Bird  &  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 


Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 


Waterworks  Castings 

Canadian  Brass  Mfg. 


Co. 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Dick  Well  Drilling  Machine  Co. 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co." 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 

Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


.  Graphite  is  pure  carbon,  and  is  therefore  unaffected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  B-H  Graphite  Paint  being  made  from  pure  Graphite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  painting-  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


R RAN DRAM- HENDERSON 


Montreal 


Halifax 


St.  John 


Toronto 


Winnipeg 


1 
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SHARP 

WASHED 


SAND 

In  Bins — Princess  St.  Dock 
Quality  Guaranteed 

gravel  CRUSHED  STONE  TRAPR0CK 


GRANITE 


G.T.R.  and  C.P.R. 


CEMENT 


f 

|    Lawton  Ave.  and  G.T.R. 
I    Berkeley  St.  and  Esplanade 


Pape  Avenue  and  G.T.R 
Yards         Lansdowne  Ave.  and  Dundas  St. 


Washing  Plant  at  Frenchman's  Bay. 


Rogers  Supply  Co.,  Ltd. 

28  King  St.  West,  TORONTO 


Sewer 
Pipes 


High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 
ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :   St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 


!  \ 
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I  t -rry  Steam  Turbine  -  Lea  Courtenay  Pump  Lea  Courtenay  Motor  Driven  Pump 


PUMPS  adaptable  for  EVERY  SERVICE  including 

WATERWORKS  and  INDUSTRIAL  PUMPS  also 
UNDERWRITERS  FIRE  PUMPS. 

Fraser  and  Chalmers  of  Canada,  Limited 

Agents  for— Lea  Courtenay  Co.        Terry  Steam  Turbine  Co. 

59  Beaver  Hall  Hill,  MONTREAL 


Water  Purification 
Ransome  Drifting  Sand  Filters 

We  have  designed  and  almost  completed  the  construction  of  a 
Plant  for  the  City  of  Toronto  having  a  capacity  of  6o  million 
imperial  gallons  per  day. 

We  believe  in  close  inspection  as  the  best  means  of  getting  an  in- 
sight into  this  most  up-to-date  and  efficient  method  of  water  puri- 
fication. We  therefore  extend  a  cordial  invitation  to  all  interested 
to  get  in  touch  with  us  and  arrange  to  visit  the  plant  on  Toronto 
Island. 

NOW  is  the  most  opportune  time  tor  a  thorough  inspection. 

JOHN  verMEHR  ENGINEERING  COMPANY,  LIMITED 

154  Simcoe  Street,  Toronto 
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Water-Level  Recorders 

and 

Weir  Gauges 


For  use  at  Reservoirs,  Sewerage  Farms,  etc. 

Showing  inch-by-inch,  the  Rise  and  Fall  of  Water  Level 
and  Recording  the  Gallons  per  Day. 


Fig.  1701  Fig.  1706 


A  GREAT  VARIETY  OF  INSTRUMENTS 

Cam  Recorders 

Enabling  equal  spaced  charts  to  be  used  for  any  form  of  sill.    $150  complete 
with  charts,  freight  and  duty  paid. 

GENT  &  CO.,  LIMITED 

LEICESTER  faraday  works  ENGLAND 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


\ll>i-rt  Manufacturing  Company  ...  35 

\llicrta  Clay  Products  Co   24 

Vroerican  Lead  Pencil  Company  ...  22 

American  Well  Works   :!.r> 

Anglins  Limited   96 

Armstrong  Cork  Company  

Art  Stone  Company   96 

Asphalt  &  Supply  Company   22 

Ault  &  Wiborg  Company   95 

Barber  Asphalt  Company  

Barber,  Frank    96 

B.  C.  Lumber  Commissioner  

Beatty  &  Sons,  Limited,  M   2 

Berger  &  Sons,  C.  L   85 

Bird  &  Son  

Black  Building  Supply  Company  . . . 

Blair  Company,  B   17 

Boving    Hydraulic    &  Engineering 

Company   33 

Brandram-Henderson  Co   12 

Britnell  Company,  Limited   91 

Burlington  Steel  Company   11 

Canada  Crushed  Stone  Corporation 

Canada  Iron  Foundries.  Limited  ...  81 

Canada  Wire  &  Iron  Goods  Co.  ...  95 

Canadian  Billings  &  Spencer  

Canadian  Blower  and  Forge  Co.  . .  35-98 

Canadian  Brass  Mfg.  Co   73 

Canadian    Chicago    Bridge    &  Iron 

Works   95 

Canadian  Consolidated  Rubber  Co.  3 

Canadian  Dolarway  Paving  Co.   ...  19 

Canadian  Ingersoll-Rand  Co  

Canadian     Inspection   and  Testing 

Laboratories   96 

Canadian    Office    School  Furniture 

Company   96 

Canadian  Pipe  Company,  Limited .  75-93 

Carey  Company,  Philip   7 

Chipman  &  Power   96 

Conduits  Company,  Limited   95 

COok,  A.  D  

Crushed  Stone,  Limited   91 

Dake  Engine  Company   91 

Darling  Bros  

Dennis  Wire  &  Iron  Company  .... 

DeLaval  Steam  Turbine  Co   85 

DesMoines  Bridge  &  Iron  Works.  97 

Dick  Well  Drilling  Machine  Co.  ..  23 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   96 

Dominion  Iron  &  Steel  Company  . .  93 

Dominion  Paint  Works   7 

Dominion  Road  Machinery  Co.   ...  2 


Dominion  Sewer  Pipe  Company  ...  84 

Dominion  Wire  Rope  Co   100 

Dunlop   Tire  &  Rubber  Company  ..  77 

Dunn  W  ire-Cut  Lug  Brick  Co   5 

Elk  Fire  Brick  Company   91 

Exeter  Mfg.  Company   34 

Foster,  W.  L  28-29 

Fraser,  W   22 

Fraser  &  Chalmers  of  Canada,  Ltd.  14 

Gartshore,  John  J  

( rart  ^hore-Thompson  Pipe  &  Foun- 
dry Company   -75 

Gent  Company   15 

Gillis  &  Geohegan   

Goodwin-Barsby  Company    35 

Goold,  Shapley  &  Muir  Company  . .  95 

Gray  Construction  Co.,  John  V   75 

Haddin  &  Miles   96 

Hagersville  Contracting  Company..  11 

Hamilton  &  Toronto  Sewer  Pipe  Co.  82 

Heller  &  Brightly   75 

Hopkins  &  Company,  F.  H   100 

Hughes  &  Lancaster                       ..  4 

Hunt  &  Company,  Robert  W   90 

Hunter  Bridge  &  Boiler  Co   18 

Ideal  Concrete  Machinery  Company  84 

In^lis  Company,  John   71 

Joliette  Steel  Company    74 

Kerr  Engine  Company,  Limited  ...  99 

Lackawanna  Steel  Co   31 

L'Air  Liquide  Society  

Lea,  R.  S.   "j>ffi 

London  Concrete  Machinery  Co.  ...  8 

Luxfer  Prism  Company  

MacLean  Daily  Reports   10 

MacKinnon   Holmes   &  Company..  94 

Manitoba  Bridge  Works  Co   36 

Maritime  Bridge  Company    84 

Marsh  &  Henthorn,  Limited   75 

McAvity  &  Sons,  T   87 

McDougall  Caledonian  Iron  Works 

Company   80 

McGregor  &  Mclntyre   97 

Meaford  Wheelbarrow  Company  ...  7 

Mettalic  Roofing  Company    89 

Miller  &  Company,  Geo.  M  

Montgomery  Faultless  Hose  Reel  Co.  88 

Morrison  Brass  Mfg.  Co.,  Jas   30 

Morrison  &  Co.,  T.  A   96 

Mueller  Mfg.  Company,  H.  '  20-21 

Mussens,  Limited   84 


National  Equipment  Co   88 

National  Iron  Works   90 

National  Steel  Car  Company   7 

Neptune  Meter  Company  27-89 

Noble,  Clarence  W   58 

Northern  Crane  Works  

Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son,  Geo  

Ormsby  Company,  A.  B   36 

Ontario  Sewer  Pipe  Co   78 

Ontario  Wind  Engine  &  Pump  Co.  89 

Pacific  Coast  Pipe  Company   75 

Paterson  Mfg.  Company  

Pedlar  People   

Pelletier  &  Fils,  Edouard  

Pittsburgh-Des  Moines  Steel  Co.  ...  97 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company   95 

Piatt  Iron  Works    79 

Pollard  Manufacturing  Company  . .  . 

Power  &  Son  

Prest-O-Lite  Company   97 

Quinlan  &  Robertson  

Radigan  &  Company,  John   

Reid  &  Brown   96 

Ric-wiL  Underground   Pipe  Cover- 
ing Company   35 

Roberts  Filter  Mfg.  Co   32 

Rogers  Limited,  Alfred   1 

Rogers  &  Company,  F   

Rogers  Supply  Company   13 

Sackville  Freestone  Company  

Sheldons  Limited  

Shipman  &  Co.,  Harold  C   96 

Smart  Mfg.  Company,  James  

Spielmann  Agencies  Regd   9S 

Standard  Clay  Products  Limited  ...  13 
Standard  Steel  Construction  Co.  ...  91 
Standard  Underground  Cable  Co.  of 

Canada   35 

Stark  Rolling  Mill  Company   76 

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation  

Structural  Steel  Company    91 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F.  86 

Tiffin  Wagon  Company   83 

Toch  Bros   26 

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   91 

Turnbull  Elevator  Company  

Vancouver  Wood  Pipe  &  Tank  Co. 
verMehr  Engineering  Co..  John  ...  14 
Waterous  Engine  Works  Co.  ......  25 

Wettlaufer  Bros  

Wilson  &  Son,  C  

Wynne-Roberts,  R.  0   96 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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Made 
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Pipe 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 

Further  particulars  and  prices  will  be  sent  upon  request. 

B.  Blair  Company,  Limited 

Woodstock,  Ontario 
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The  Hunter  Bridge 
&  Boiler  Co.,  Ltd. 


1  11  ■■  MviiiiiiiiHiiiiiiiriii  iiiiiiiiiiiiiiiiiiiiniiii 


KINCARDINE 


lllllllllllllllllllll! 


ONTARIO 


MANUFACTURERS  OF 

Highway  Bridges 

Structural  Work 

Stand  Pipes 

Elevated  Tanks 

Boilers,  Marine  and 
Stationary 

Hunter  Patent  Inter- 
locking Steel  Piling 


We  have  had  over  a  quarter  of 
a  century  experience  in  the  above 
lines,  and  our  plant  is  equipped  to 
take  care  of  any  orders,  large  or 
small.  We  also  carry  a  large  stock 
of  structural  steel  on  hand. 

Get  our  prices  before  placing 
your  order.  Our  aim  is  always  to 
please. 

The  Hunter  Bridge 
&  Boiler  Co.,  Ltd. 


iiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiii   iiiiiiiiiiiiiiiiiiiiiiiiiiiiiiii  iiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiniiiiiiiiii 

KINCARDINE    ....  ONTARIO 
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Surface  Your  Concrete  Road  with 

DOLARWAY- 


It  means  Permanence— and  Permanence 
means  Least  Cost— 


There  was  a  time  when  earth  and  gravel  roads  ans- 
wered the  purpose,  especially  where  light  traffic  was 
in  evidence,  but  the  coming  of  the  Motor  Car  has 
made  all  roads  and  by-roads  subject  to  the  use  of 
these  heavier  vehicles,  even  the  farmers  in  many 
instances  having  discarded  the  horse  and  wagon  for 
Motor  Trucks. 

When  traffic  becomes  h§avy  and  the  community 
demands  better  roads  it  is  economic  wisdom  to  build 
permanent  roads.  The  old  time  gravel  roads  will 
not  "stand  up"  under  the  wear  and  tear  of  modern 
traffic  without  a  continued  amount  of  expensive  up- 
keep, and  the  high  cost  of  labor,  also  the  scarcity  of 
labor,  would  in  a  short  time  make  the  maintenance 
a  burden  to  the  men  who  pay  the  bills. 

There  is  but  one  pavement  that  is  universally  suit- 
able for  all  localities — a  Concrete  base  with  a  sur- 
facing of  "Dolarway." 


When  "Dolarway"  surfacing  is  spread  over  Con- 
crete, no  matter  the  location  of  the  community  where 
it  is  used,  it  becomes  an  Insurance  against  heat  and 
frost  influences.  It  becomes  a  solid  mass  that  water 
cannot  penetrate.  It  assures  a  roadway  that  is 
practically  indestructible  against  wear  of  the  heavi- 
est sort. 

When  "Dolarway"  surfacing  is  spread  over  Concrete 
you  have  eliminated  all  future  expense  of  the  con- 
crete base — that  is,  if  you  will  maintain  the  sur- 
facing of  "Dolarway" — for  instance — when  you  car- 
pet a  floor  and  never  come  in  direct  contact  with 
the  floor,  there  is  no  direct  wear,  the  carpet  acts  as 
an  insurance.  This  instance  illustrates  the  action  of 
"Dolarway"  surfacing  when  spread  over  a  concrete 
base. 

"Dolarway"  is  inexpensive,  easy  to  apply,  swift  in 
its  action  and  permanent,  just  as  long  as  it  is  kept  on 
—that's  the  secret— KEEP  IT  ON. 


INEXPENSIVE  FIRST  COST 


INEXPENSIVE  MAINTENANCE 


For  further  particulars  write  to 


The  Canadian  Dolarway  Pavement  Co.,  Ltd. 


WINDSOR 


84  Sandwich  St.  West 


ONTARIO 
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Tapping  Troubles 


The  MUELLER  Tapping  Machine 

This  machine  will  tap  water  mains  and  insert  corporation  cocks  2>/%"  to.  i" 
under  pressure. 

Lasts  a  lifetime.  Many  have  been  in  continuous  service  for  over  thirty 
years  and  are  still  practically  good  as  new.  Very  strong  and  solid  but 
easily  handled  by  one  man. 

No  necessity  of  shutting  off  water  with  the  Mueller  Tapping  Machine. 
Recommended  by  water  works  men  all  over  the  country. 

Write  Ut  for  Prices,  Etc.  MADE  IN  SARNIA,  CANADA. 

H.  MUELLER  MFG.  CO.,  LIMITED 

SARNIA         -   -  ONTARIO 

Makers  of  High  Grade  Water,  Plumbing  and  Gas  Brass  Goods 
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Water  Brass  Goods 


MUELLER  Quality  for  Service 

Extension  Service  Boxes,  Arch  and  Minneapolis  Patterns,  Patent  Cap 
Lead  Flange  Curb  Cocks — Reducing  and  Regulating  Valves. 
These  special  brass  goods  stand  for  the  highest  possible  quality  in  the 
water  business.  For  many  years  Mueller  has  been  giving  water  men  the 
kind  of  brass  goods  to  maintain  a  good  service.  The  name  is  known  from 
one  end  of  the  country  to  the  other  and  no  question  of  quality  is  ever 
raised  when  the  Mueller  name  is  stamped  on  the  brass  goods. 

Send  for  Complete  Catalogue  and  Price*.  MADE  IN  SARNIA,  CANADA. 

H.  MUELLER  MFG.  CO.,  LIMITED 


SARNIA 


ONTARIO 


Makers  of  Hitfh  Grade  Water,  Plumbing  and  Gas  Brass  Goods 
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Venus 

10«  PENCIL 


FAMOUS  for  superlative 
quality  because  the  lead 
is  always  smooth-marking, 
strong  and  non-crumbling,  the 
wood  is  of  selected  extra  grade 
and  the  lasting  properties  are  ex- 
ceptional. Choose  hard,  me- 
dium or  soft,  of  just  that  frac- 
tion of  hardness  or  softness  you 
desire,  from  the  17  degrees 
ranging  from  6B  to  9H.  Note 
the  distinctive  Venus  water- 
mark rinish.  There  are  also  two 
copying  degrees,  hard  and  me- 
dium, for  billing  and  manifold- 
ing. 


FREE 


To  the  technical 
user  writing  on 
his  business  let-  ~~  - 

terhead  we  shall 

be  pleased  to  send  a  test  box  of  VE- 
NUS drawing  and  VENUS  copying 
pencils  and  a  VENUS  Eraser  FREE. 

Write  for  this  sample  box  today 

American  Lead  Pencil  Co. 

236  Fifth  Ave.,  New  York 

and  Clapton,  London,  Eng. 


■ 


FOR  SALE 


1  No.  2  Thew  Shovel  on  rail- 
way trucks— $1,800.00 

1  Model  No.  28  Marion  Revol- 
ving Shovel— $1,800.00 

2  Model  No.  31  Marion  Revol- 
ving Shovels— $2,800.00  each. 

2  Vulcan  Dinkies,  9  x  14  Cy- 
linders $1,000,00  each 

W.  FRASER 


83  Craig  St.  West 

MONTREAL 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  No  dusting  away,  smooth  sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  of  Fluxphalte  and 
save  repair  bills. 

New  illustrated  booklet  on  request. 


PHAL' 


ARD  OP  TRJffii  II 


MLS  OIL  C?  Lmnm 

-  mohtrbal 
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DICK 

Well  Drilling  Machinery 


For  Water,  Gas  or  Oil 

The  above  illustrates  our  Standard  No.  7,  Well  Drilling  Machine,  with 
a  capacity  of  any  size  hole  up  to  6  inches  and  500  feet  deep. 

For  larger  and  deeper  holes  we  have  a  much  heavier  machine. 

We  employ  expert  well  drillers  ready  for  service  at  all  times  and  are  in 
a  position  to  take  care  of  any  size  or  depth  of  holes  for  any  purpose. 

A  post  card  will  get  you  fuller  information  respecting  our  Machine  at 
any  time  and  it  is  a  pleasure  to  give  you  any  estimates  for  work  you  may 
have  on  hand. 


Dick  Well  Drilling  Machine  Co. 

BOLTON        -:-  ONTARIO 


84 
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SEWER  PIPE 


"Medicine  Hat"  —  Equal  of  the  Best 


High  Grade 
Salt  Glazed 
Vitrified 
Sewer  Pipe, 
Segment 
Sewer  Block, 
Culvert  Pipe, 
Wall  Coping, 
and  Fire- Clay 
Flue  Lining. 

Field  Drain 
Tile. 

Fireproofingi 
Building  Block, 
Face  and 
Common  Brick. 


It  takes  a  mighty  good  grade  of 
pipe  to  withstand  the  severe  con- 
ditions of  Western  Canada. 

When  we  undertook  to  supply 
pipe  for  the  West  we  knew  it  would 
have  to  be  a  product  above  the  aver- 
age— a  product  equal  to  the  very 
best  pipe  made. 

Medicine  Hat  Pipe  has  fulfilled 
every  requirement.  We  have  many 
satisfied  eneineers  and  contractors  all 
over  the  West,  who  know  by  test 
that  Medicine  Hat  Pipe  is  thoroughly 
good. 

Write  us  for  details  when  you  are 
ready  for  that  next  job. 


ClayProdi 


Medicine  Hat,  Alberta 
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Do  You  Buy 
Castings? 

We  supply  GREY 
IRON  CASTINGS  up 
to  20  tons,  and  BRASS, 
BRONZE  and  ALUM- 
INUM CASTINGS, 
either  rough  or  finished. 
You  can  bank  on  their 
strength,  smoothness 
and  uniformity  of  text- 
ure. We  analyze  all 
materials  to  ensure  a 
perfect  product.  The 
work  is  turned  out  true 
to  pattern  and  readily 
machined. 

Next  time  you  have  a 
casting  job  that  has  to 
be  exactly  right — send 
it  to  us. 


WATERWORKS        \  C  TIIVT^  Q 
and  SEWAGE  V^/\D  1  liNvjO 


These  iron  pipes  in  sizes  up  to  14  feet  long  are  part  of  a  large  order  of  piping 
and  fittings  recently  supplied  the   Rrantfnrd   Wain    (  < unmissioners. 
We  can  do  just  as  nice  work  for  you. 

We  also  manufacture 

Storm  Sewer  Frames  and  Manholes       Flush  Tanks  and  Gullies 
Crossing  Plates  and  Gratings  Sewage  and  Dredging  Pumps 

High  and  Low  Pressure  Hydrants 

Our  new  foundry — one  of  the  finest  in  Canada — places  at  our  disposal  excep- 
tional facilities  for  turning  out  these  high  grade  castings  and  fittings  in  any 
quantities,  promptly,  and  at  a  reasonable  price.    Write  us  for  quotations. 


The  Waterous  Engine  Works  Co.,  Limited 

BRANTFORD,  CANADA 
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These  walls  could  withstand  a 

DELUGE 

The  concrete  has  been     l>  f  ii/,  TftYPMPNT 
made  waterproof  with  M\M;ww.    I  \/A  1 1Y1 1 1  ■  I 
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Types  of  Trident  Meiers 


Measure 

Continually 

Accurately 


Trident  Water  Meters  have  won 
an  international  reputation  for 
accurately  measuring  water  and 
for  their  durability.  Trident 
meters  cost  more  to  buy  than  other 
makes  but  they  are  worth  more, 
and  they  cost  less  to  maintain.  If 
your  company  or  municipality 
contemplate  the  purchase  of  me- 
ters let  us  submit  some  facts  and 
figures. 


"NeptoneMeter  Cotmbwy 

90  WEST  STREET    NEW  YORK 


What  Is  Carbic  ? 

A  Lighting  Fuel  used  exclusively  in 

THE  CARBIC  LIGHT 

It  gives  the  best  light  for  the  least  money  of  any  "fuel"  yet  invented. 

"  BRIGHT  AS  DAYLIGHT,"  is  the  way  engineers  express  their  opinion  of  this  wonderful  "  fuel." 

CARBIC  when  used  in  THE  CARBIC  LIGHT  gives  a  pure  white  light  of  great  range  and  radius, 
and  is  capable  of  giving  the  best  light  at  the  lowest  operating  cost  of  any  light  on  the  market  to-day. 

THE  CARBIC  LIGHT  IS  NOT  AN  EXPERIMENT. 

It  has  been  tested  and  tried  by  MUNICIPALITIES  and  WATERWORKS'  ENGINEERS  from 
coast  to  coast  and  in  Europe,  and  has  proved  its  superiority  over  all  other  flare  lights  of  a  like  Candle 
Power.    AN  ABSOLUTE  SAFE  AND  EFFICIENT  LIGHT. 

Thousands  in  Use  in  Canada  to-day  on  all  the  Largest  Municipal  and  Government  "Jobs." 

W.  L.  FOSTER 

Toronto  -  Canada 

Western  Agents— Kelly  Powell,  Limited,  Winnipeg,  Man. 
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Waterworks  Engineers 

ATTENTION  I 


THE, 


Have  you  ever  considered  the  amount  of  money  it  is  possible 
to  save  by  the  quick  repair  of  mains  ? 

Quick  repair  means  the  elimination  of  damage  claims. 
DAMAGE   CLAIMS    keep    a    municipality  poor. 

By  using  a  powerful  illuminant  in  the  repairing  of  Water  Mains,  a  main  can  be  repaired  in  jig  time 
and  money  saved  for  your  city. 

HELP  KEEP  THE  COST  OF  REPAIRS  DOWN,  by  using  a  battery  of 

Carbic  Flare  Lights 

Have  a  battery  of  Carbic  Lights  ready  for  any  emergency,  it  costs  little  to  op- 
erate them,  and  the  first  cost  of  the  lights  is  trifling.  They  save  you  TIME, 
and  MONEY,  a  big  factor  in  keeping  your  city's  tax  rate  down. 

2000  Candle  Power 

BRIGHT  AS  DAYLIGHT 

Thousands  of  these  wonderful  lights  are  in  use  to-day  by  the  leading  cities  and 
towns  in  connection  with  their  WATERWORKS,  and  other  departments,  and 
are  proving  their  worth  in  all  branches. 

Do  not  consider  the  COST,  but  what  you  save  for  youi  city,  which  in  time 
will  amount  up,  and  then  it  will  astonish  your  officials  what  economy  can  be 
gained  by  a  little  further  investment. 

CARBIC  FLARE  LIGHTS  ARE  GUARANTEED,  and  can  be  tested 
and  tried  in  your  own  municipal  back  yard,  before  purchasing.     Nothing  fairer. 

An  interesting  catalogue  is  free  —Write  to-day. 

SEE  THE  EXHIBIT  OF  CARBIC  FLARE  LIGHTS  IN 
MACHINERY  HALL  AT  THE  CANADIAN  NATIONAL 


W.  L.  FOSTER 

Toronto  ...  Canada 

Western  Agents — Kelly  Powell,  Limited,  Winnipeg,  Man. 
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Morrison  Recording  Pressure 
Gauge  for  Steam.  Water,  Air. 
Ammonia,  etc. 


Pillars  of  Stability 


Pressure  Gauges,  2  in.  to  12  in. 
For  Steam,  Water,  Air 
Combination,  etc. 
Clocks,  Revolution  Counters, 
Gauge  Test  Outfits,  etc. 


in 


Power  Plant  Supplies 

 MADE  IN  CANADA  


J    M.  T.  Pressure  Regulating 
Valve  for  steam  or  air. 
Screwed  and  Flanged 


J.M.T.  PRESSURE 
REGULATING  VALVES 

With  Patented  Valve 
Made  in  sizes  .'  in.  and 
larger.  Sensitive  in  oper- 
ation. Maintains  a  uni- 
form low  pressure  under 
all  conditions.  Guaran- 
teed not  to  equalize. 


MORRISON 
CELLAR  DRAINER 

automatically  removes  all 
accumulations  of  water  by 
water  pressure.  Large 
capacity,  powerful  lifting 
qualities.  Send  for  de- 
scriptive circular. 


Morrison  Automatic  Cellar 
Drainer    or    Water  Lifter 


In  the  installation  of  Boiler 
Equipment,  remember  that 
Reliable  Goods  are  made  in 
Canada  —  the  dependable 
kind. 

Approved  by  Government  Inspection  Board. 


Beaver   Iron    Body  Angle 
Valve 


Beaver-Iron  Body  Valves  are  made  in  Globe 
Angle.Check  and  Cross  Patterns.  Regrind- 
ing  or  renewable  disc.  Heavy  type  contain- 
ing special  features  in  construction.  Approved 
for  250  lbs.  working  pressure. 


"Beaver"    Iron  Body 
Globe  Valve 


J.M.T.  Iron  and  Brass  Goods 
hold  the  reputation  for 
service  and  efficiency 

We  carry  a  complete  line  of— 
Engineers'  Supplies, 

Steam  Specialties, 

Corporation  Service  Work, 

Pipe  and  Fittings,  Tools,  etc. 


Water  Relief  Valve 


Water  Relief  and  Safety  Valves  in  Brass  and 
Iron.  Single  and  Twin  Pattern  for  all  pressures 


J.M.T.    Twin    Pop  Safety 
Valve 


The  JAMES  MORRISON  BRASS  MFG.  CO.,  Limited 

93-97  Adelaide  Street  West,  TORONTO,  Canada 
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Lackawanna  Steel  Sheet  Piling 

Extensively  Used  by  the  City  of  Toronto 

The  Don  River  Improvement  to 
the  water  front  of  the  City  of  To- 
ronto, involving  over  2,600  linear  feet 
of  dock  built  under  the  direction  of 
the  Toronto  Harbor  Commission, 
contains  over  1,515  tons  of  Lacka- 
wanna 14  by  Y%  in.  Arched-Web 
Sheet  Piling. 

To  facilitate  laying  of  the  two  72- 
inch  steel  intake  pipes  for  the  new 
60,000,000-gallon  filtration  plant  on 
Toronto  Island,  Lackawanna  Steel 
Sheet  Piling  trench  cofferdams  and 
methods  of  bracing  were  utilized  as 
shown  herewith. 

More  recently,  Lackawanna  Steel 
Sheet  Piling  cofferdams  were  util- 
ized for  the  construction  of  pier 
foundations  of  the  Bloor  Street  Via- 
duct. Some  of  this  Lackawanna 
Sheet  Piling  had  previously  been 
used  six  times  on  other  jobs,  was 
used  three  times  on  this  work,  and 
then  returned  to  storage  for  future 
use. 

Orders  and  performance  like  this 
would  seem  to  indicate  that  engi- 
neers who  have  had  the  opportunity 
to  make  a  close  study  of  costs,  are 
(piite  willing  to  stake  their  profes- 
sional reputations  on  the  Lacka- 
wanna product. 

Our  Sheet  Piling  Engineers  are 
ready  to  explain  where,  how  and 
why  steel  sheet  piling  ought  to  be 
used,  and  their  advice,  together  with 
our  book,  "Lackawanna  Steel  Sheet 
Piling,"  are  free  to  all  contracting 
or  managing  engineers. 

lACKAWANNA  STEEL  (ON PAN Y 

Open  Hearth  and  Bessemer  Steel  Products;  Ingots,  Billets,  Blooms,  Slabs;  Standard 
Heavy  and  Light  Rails,  Contact  Rails,  Angle  and  Splice  Bars,  Abbott  Rail  Joint  Plates 
and  Tie  Plates;  Track  Bolts  and  Spikes;  Standard  Structural  Shapes;  Sheared  and 
Universal  Mill  Plates,  Sheet  Bars,  Merchant  Bars  in  Rounds,  Squares,  Flats,  Ovals, 
Half-Ovals,  Hexagons;  Concrete  Reinforcing  Bars  and  Lackawanna  Steel  Sheet  Piling. 

General  Sales  Office  and  Works :  Lackawanna,  N.Y. 

New  York  Buffalo  Cleveland  Chicago  St.  Louis  San  Francisco 

Boston  Philadelphia        Cincinnati  Detroit  Atlanta 

Licensees  for  the  manufacture  of  Lackawanna  Steel  Sheet  Piling:  For  ("treat  Britain  and  British  Col- 
onies in  the  Eastern  Hemisphere:  Cargo-Fleet  Iron  Co.,  Ltd.,  Middlcsborough,  England.  For  France, 
Italy,  Spain,  French  Colonies  and  Protectorates,  Italian  Colonies  and  Spanish  Colonics  in  the  Eastern 
Hemisphere:  Cis  Pes  Forges  &  Acieiics  dc  la  Marine  et  d'llomecoui  t,  Paiis,  France. 
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PURE  SPARKLING  WATER 

at  a  minimum  cost  assured  all  users  of  Roberts  Filters 


Operating-  Room  of  Filtration  Plant,  Trenton,   N.  J. 


Representative  Plants  throughout  United  States  and  Canada  installed  by  us; 


Grand  Rapids,  Michigan   20,000,000  gals,  daily 

New  Orleans.   La     44,000,000  " 

Trenton,  N.  J   30,000,000  " 

•Oshkosh,   Wisconsin    6,000,000  " 

•Wilmington,  Delaware   12,000,000  " 

Montreal,   Canada   56,000,000  " 

Phoenixville,  Pa   3,000,000  " 

Saskatoon,  Canada   4,000,000  " 

Logansport,  Indiana   8,000,000  " 

Perth,  Ont   1,000,000  " 


Edmonton,  Alta  

Athabasca  Landing,  Alta  

Renfrew,  Ont  

MacLeod,  Alta  

Humboldt,  Sask  

Moose  Jaw,  Sask  

The  Pas,  Man  

and  over  100  other  gravity  plants. 


6,000 
500 
1,500, 
1,000 
1.000. 
1.000 
1,000 


.000  gals. 

,000  " 

000  " 

.000  " 

000  " 

,000  •• 

000  " 


daily 


*In  course 'of  construction. 


We  install  gravity  and  pressure  types  for  every  requirement, 

Municipal  and  Industrial 


Catalog  and  descriptive  literature  forwarded  on  request. 

The  Roberts  system  is  adapted  to  the  filtration  of  water  in  any 
quantity.  We  construct  plants  for  purifying  the  entire  con- 
sumption of  a  city  or  the  largest  industrial  establishments, 
guaranteeing  to  render  any  water,  regardless  of  its  turbidity, 


Correspondence  solicited  and  information  cheerfully  given. 

bright,  clear  and  sparkling,  and  also  guaranteeing  the  removal 
of  from  97  to  98  per  cent,  of  bacteria.  Plants  already  con- 
structed have  shown  a  removal  of  more  than  99  per  cent. 


ROBERTS  FILTER  MANUFACTURING  COMPANY 

DARBY  (Suburb  of  Philadelphia),  PA. 
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PUMPING 
MACHINERY 


HIGH  EFFICIENCY 
WATER  WORKS  PUMPS 


Made  in  Canada 


Pumps  for  all  heads 
Water  Turbines 


Pumps  for  all  purposes 
Hydraulic  Governors 


Let  us  quote  on  your  specifications 

Roving  Hydraulic  &  Engineering  Co. 

Limited 

Head  Office  and  Works 

LINDSAY,  ONT. 


Western  Office 

1234  Grafton  Ave.,  Moose  Jaw,  Sask. 
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The  PANAMA-LINE  -  gjg  gjff8 

The  Most  Complete  Line  of  Road  Machinery  "Made  in  Canada" 

A  Road  Grader  for  Every  Purpose — Every  Machine  Built  for  Service 

\  road  grader  for  every  class  of  work,  ranging  in  size  from  a  two-horse  one-man  machine  weighing  600  lbs.,  up 
t"  our  Giant  Tractor  grader  weighing  4500  pounds  complete. 

I  > u r  line  of  drags  includes  all  styles  and  sizes,  from  our  Simplex  stationary  drag  to  our  3-way  Engine  drag. 
Sizes,  styles,  and  prices  to  suit  everybody. 


See  our 
line 
and 
get  our 
prices 
before 
you  buy 


The  "Panama  Giant"  our  largest  Road  Grader 


This  machine  is  built  for  heavy  work  requiring  tractor  power.  The  built-in  scarifier;  the  offset  engine  hitch;  to- 
gether with  all  the  modern  adjusting  devices  makes  this  grader  the  most  complete  heavy  duty  road  machine  offered 
to  contractors  and  road  builders.  Every  part  is  built  extra  heavy  to  stand  the  strain  of  traction  power.  Full 
detailed  descriptions  are  given  in  our  complete  catalogue. 


Our  Catalog 


No.  25  will  show  you  the  most  complete  assortment  of  Road 
Graders,  Road  Drags,  Culvert  Pipe  and  supplies.-  Get  it. 


'Panama'  Township  Winner  Drag 

This  drag  is  built  entirely  of  steel,  is  adjustable  and 
reversible,  can  be  worked  at  any  angle,  the  blades 
can  be  tilted  to  any  degree.    This  is  a  very  sub- 
stantial drag  and' 
K  \  v  es  surprising 
results    with  the 
rear  truck  attach- 
ed.  Furnished  in 
7  or  8  ft.  lengths, 


\ 


The  anti-skid  rear  truck  attached  to  any  of  our 
drags  will  double  the  efficiency  of  the  tool.  The 

drag  will  deliver 
much  more  earth 
to  the  center  of 
the  road  without 
skidding  toward 
the  side.  With 
this  attachment 
the  drag  can  be 
worked  at  any 
angle  satisfactory 

ly. 


Cast  Iron  and  Corrugated  Culvert  Pipe 

We  manufacture  a  complete  line  of  cast  iron  and  galvanized  pipe,  cast  sewer 
covers,  street  grates,  and  drain  grates.    See  our  complete  catalogue. 

THE  EXETER  MANUFACTURING  CO.,  LIMITED 


602  McArthur  Bldg. 
WINNIPEG,  Man. 


EXETER,  0NT. 


95  Dalhoutie  Street 
QUEBEC,  Que. 
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CASTINGS 

GRAY  IRON  and  SEMI  STEEL 

In  all  sizes  up  to  ten  tons 
Prompt  Deliveries.   Right  Prices.  Write  for  Estimates. 

The  Canadian  Blower  &  Forge  Co. 

Limited 

Berlin,  Ont. 


Economy  in  Large  Capacity 
Deep  Well  Pumping 

A  large  water  supply  from  deep 
wells  is  most  successfully  obtained 
with  'American"  Deep  Well  Turbine 
Centrifugal  Pumps,  because  they  de- 
liver a  remarkably  large  quantity  of 
water  from  a  deep  drilled  well,  main- 
tain high  efficiencies  and  are  reliable 
in  operation. 

These,  pumps  are  made  in  styles  to 
deliver  water  at  the 
surface  or  in  com- 
b  i  n  a  t  i  o  n  with  a 
booster  centrifugal 
operating  on  the 
same  shaft  at  the 
surface,  to  produce 
a  pressure  in  the 
mains. 

Pumps  of  this  type 
operate  in  drill  holes 
12  inches  in  diam- 
eter and  larger,  and 
deliver  to  3,000  gal- 
lons of  water  per 
minute. 

Catalog  1352  describes  them. 

Write  for  it.  ~ 

The  American  Well  Works 

General  Office  and  Work*  :  AURORA,  ILL. 
Chicago  Off ica:    First  National  Bank  Building 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  -  Montreal. 

Gorman,  Clancy  &  Grindley,  Ltd., 

Edmonton  and  Calgary 
B.C.  Equipment  Co.,       -      Vancouver, B.C. 


The  Ideal  House  Wire 

should  be  good  enough  for  the  most  costly  buildings 
and  cheap  enough  for  the  most  modest  structures. 

"Sterling"  N.E.C.  Rubber  Insulated  Wire 

is  a  high  grade  general  purpose  wire  which  is  used 
in  enormous  quantities  in  all  classes  of  buildings. 
Samples  and  prices  on  request. 


Standard  Underground  Cable  Co.  of  Canada 

Hamilton,  Ont. 

Montreal,  Que.        Winnipeg,  Man. 


Limited 

Seattle,  Wash. 


"Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


Where  only  the  best  will   do— use  RIC-WIL 


Few  items 
used    in  mod- 
ern heating 
plants  have 
had  their 
superiority 
proved  so  con- 
clusively as 
has  the 


R 


of  insulating 
_   ^N  underground 
I   ■       —  ^f\f    I     I        heating  and 
M  ▼  ▼     *   I         hot  water 

METHOD  Wn  e 

underdrainage 
and  substan- 
tial, continuous  support  for 
the  conduit — the  90  per 
cent,  perfect  insulation- — 
the  economy  of  installa- 
tion— and  the  great  saving 
of  fuel — these  are  things 
you  will  want  to  know  all 
about-  and  we  have  cov- 
ered them  all  in  the  book 
"Ric-wiL  Method." 

Send  for  this  book  to  day. 

The  Ric-wiL  Company 

640  New  Enuland  Bids..  CLEVELAND,  OHIO 


ACME 


STONE , ORE, ROCK  ETC 


THE  MOST  EFFICIENT 

FOR  ALL  SERVICES 


CONCRETE. TAR  MACADAM  MACHINERY (Qj^  ^  / 
GYRAT0RY& ROLLER  CRUSHERS  — 

GOODWIN, BARSBY&  C?  LEICESTER  ENG. 
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Bar  Iron 


Carried  in  all  sizes  and  lengths 
for  immediate  shipment. 


Steel  Sheets 

A  complete  range  from  10  gauge  to  16 
gauge,  for  immediate  shipment. 


m 


Small  Angles 


From  y4"  x  y4"  x  ys"  to  2"  x  2"  x 
Y4"  in  all  sizes,  thicknesses  and 
lengths. 


Steel  Plates 

All  sizes  from  3/16"  to  1"  thick,  in  stock 
now. 


jmi  m 

Di 

imffm 


Reinforcing  Bars  for  Concrete 

Medium  Steel,  Square  Cold  Twisted,  sizes  from  I4"  to  1^4",  lengths  up  to  60  feet.  Me- 
dium Steel,  Plain,  Round  and  Square  sizes  from        to  1%",  lengths  up  to  60  feet. 

We  design  and  fabricate  all  kinds  of  structural  steel,  and  carry  at  all  times  a  6000-ton  stock  of  Beams,  Chan- 
nels, Broad  Flange  Beams,  Plates  and  Angles,  Kivets,  Bolts,  Shafting,  Transmission  Machinery,  etc.,  besides 
those  mentioned   above — ready   lor  immediate  shipment. 

We  have  a  monthly  stock  list  that  should  be  on  your  desk.    Ask  for  it. 


 |  "ii  njuiimiiiiiiiiiiii.il  i  II .mi  \n  i. ii  in  iiiiMiii,  .mi'iygs 
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Fire  Protection 

Ormsby  Rolling  Steel  Doors  are  made  scientifically  correct.  Their  prac- 
tical features  have  been  tested  under  actual  fire  conditions  in  many  buildings. 
They  are  very  neat  in  appearance  and  operation.  They  take  only  very  small 
space — only  one  and  one-half  inches  over  either  side  of  opening  and  from 
ten  to  fourteen  inches  above. 

Ormsby  Rolling  Steel  Doors 


Before  you  finish  your  next  con- 
tract in  factory,  warehouse,  apart- 
ment, theatre  or  building  of  any  kind, 
we  want  you  to  look  into  the  evident 
merits  of  our  door  construction.  For 
fireproofing  any  opening  from  the 
smallest  dumb  waiter  slide  to  the 
largest  theatre  stage  opening,  Orms- 
by Rolling  Steel  Doors  will  solve  a 


problem  in  a  way  that  will  satisfy  the 
most  particular  owner.  They  are 
made  in  any  size  to  operate  by  mo- 
tor or  hand.  They  can  be  supplied 
with  Underwriters'  Label  when  de- 
sired. 

Write  us  today  for  latest  catalogue 
and  detailed  information  on  fireproof- 
ing openings  of  very  kind. 


A.  B.  Ormsby  Co.,  Limited,  Toronto 

Associated  with  The  Metal  Shingle  &  Siding  Co.,  Limited,  Preston,  Montreal,  Winnipeg. 
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Waterworks  and  Sewerage  Issue 

THOUGH  this  number  is  specially  devoted  to 
discussions  of  waterworks  and  sewage  pro- 
blems, it  is  not  suggested  that  these  two  sub- 
jects, or  either  of  them  separately,  could  be 
treated  exhaustively  within  the  range  of  one  single 
issue.  Indeed,  our  idea  has  rather  been  to  attract  the 
attention  of  those  readers  of  the  Contract  Record  who 
may  not  have  given  this  subject  very  much  thought, 
to  the  tremendous  importance  attaching  to  a  supply 


of  pure  water  in  the  interests  of  the  conservation  of 
the  life  and  best  energies  of  our  public  citizens.  At 
the  same  time  we  have  hoped  to  be  able  to  add  some- 
thing of  value  to  the  knowledge  of  those  specially  in- 
terested in  the  subject — something  further  in  the  way 
of  ammunition  with  which  waterworks  and  sewage 
engineers  and  superintendents,  city  engineers,  and 
others  having  the  welfare  of  their  respective  com- 
munities at  heart  may  batter  down  the  walls  and  tear 
up  the  opposing  trenches  of  ignorance,  penuriousiK-.s. 
or  indifference  not  infrequently  met  with  in  municipal 
bodies. 

*      *  * 

There  has  doubtless  been  in  the  past  a  lamentable 
dilatoriness  in  the  installation  of  proper  water  cleans- 
ing and  sewage  disposal  systems  throughout  Canada. 
Perhaps  it  is  that  our  people  must  be  still  further  edu- 
cated up  to  the  advantages  of  preventive  measures  in 
maintaining  public  health ;  perhaps  the  uncertainty 
attached  to  the  relative  advantages  of  this  or  that  sys- 
tem of  purification  has  bred  distrust;  perhaps  our  engi- 
neers, knowing  the  will  of  the  people  and  their  elected 
representatives  to  economize  in  expenditures,  have 
not  been  sufficiently  aggressive  in  demanding  what 
they  knew  to  be  a  public  necessity;  perhaps  the  medi- 
cal fraternity,  naturally  looked  upon  as  authority  in 
matters  concerning  the  preservation  of  public  health, 
have  hesitated,  with  their  usual  reticence,  to  advocate 
the  use  of  pubile  moneys  to  prevent  diseases  which 
their  training  specially  fitted  them,  for  a  consideration, 
to  cure;  perhaps  it  is  that  the  higher  standard  of  public 
living,  so  much  in  evidence  in  the  outward  appearance 
of  our  citizens,  is  just  beginning  to  experience  a  renais- 
sance in  the  inner  man ;  perhaps  it  is  because  trade 
journals  have  been  lax  in  their  duty  of  forcing  these 
matters  on  the  attention  of  their  readers — whatever 
the  cause  of  past  laxity,  there  can  be  no  doubt  of  the 
present  facts,  that  a  very  large  percentage  of  our  civic 
populations  are  daily  exposed  to  dangers  that  threaten 
their  good  health,  dangers  that  might  be  removed  by 
the  expenditure  of  a  sum  of  public  money  which, 
though  in  the  aggregate  it  may  sound  considerable, 
actually  works  out  at  a  very  small  insurance  premium 
per  capita.  If  in  this  issue  we  are  instrumental  in 
helping  to  remove  any  of  the  causes  that  have  stood 
in  the  way  of  better  public  health,  our  object  has  been 
attained. 

*     *  * 

But  though  the  chief  interest  in  a  waterworks  and 
sewage  discussion  must  necessarily  centre  round  the 
purification  of  water  and  sewage,  there  are  many  aux- 
iliary considerations,  such  as  the  various  methods  of 
purification,  structural  details  of  the  purification 
plants,  the  water  distribution  system,  the  sewage  col- 
lection system,  and  so  on.  Enough  of  these  matters 
has  been  included  in  this  number,  we  believe,  to  make 
it  of  interest  to  the  contractor  and  the  construction 
engineer.  In  this  connection  we  may  mention  an  arti- 
cle dealing  with  some  of  the  constitutional  problems 
met  with  and  overcome  in  the  erection  of  Toronto's 
new  water  filtration  plant,  a  work  entirely  unique  on 
account  of  the  unusual  local  conditions  surrounding 
the  plant's  site.  Similar  articles  are  those  dealing  with 
the  sewage  system  of  a  typical  city  and  the  combined 
waterworks  and  sewerage  system  of  Mimico.  We  also 
arc  indebted  to  a  number  of  city  engineers,  waterworks 
superintendents,  and  other  officials  at  various  points  in 
the  Dominion,  for  descriptions  of  the  plants  in  which 
they  are  locally  interested.  These  will  be  read  with 
great  profit,  as  representing  the  experiences,  in  their 
own  words,  of  practical  men. 
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Water  Supply  Systems  of  the  Dominion 

Brief  Review  of  Extent  to  Which  Water  Purification 
is  being  Practised  by  our  Canadian  Municipalities 


AN  increasing  number  of  urban  and  rural  cen- 
tres of  Canada  are  recognizing  tbe  urgent 
necessity  of  a  purer  and  more  adequate  wa- 
ter supply.  This  is  due,  no  doubt,  in  part, 
to  the  rapid  growth  of  large  centres  of  population, 
coupled  with  the  ever-increasing  difficulty  of  keeping 
the  sources  of  supply  free  from  pollution.  But  it  is 
also  gratifying  to  note  that  our  public  bodies  are  re- 
cognizing more  fully  the  value  of  preventive  methods 
of  maintaining  the  public  health,  as  our  medical  au- 
thorities are  unanimous  in  their  opinion  that  an  im- 
pure supply  of  water  is  responsible  for  a  very  large 
percentage  of  the  ills  and  sicknesses  from  which  we 
suffer. 

Contamination 

The  problem  of  a  supply  of  pure  water  is,  of  course, 
inseparably  tied  up  with  that  of  sewage  disposal. 
Most  of  our  water  supply  sources  were,  originally, 
fairly  pure.  Water  contamination,  however,  is  a  neces- 
sary adjunct  of  more  thickly  populated  areas  where, 


al( me."  When  one  considers  that  the  percentage  of 
fatalities  from  typhoid  is  comparatively  small,  it  is 
evident  that,  quite  in  addition  to  the  loss  and  sor- 
row caused  by  the  death  of  1,500  good  citizens,  there 
is  a  tremendous  and  unnecessary  outlay  of  money  and 
a  very  great  loss  of  time  and  waste  of  energy  by  the 
larger  percentage  of  typhoid  victims  who  recover 
and  by  the  people  necessary  to  wait  upon  them,  all 
of  which  might  be  prevented  by  the  establishment 
of  a  proper  system  of  water  purification. 

Heavy  Expenditure  Entailed 

That  the  municipalities  of  the  Dominion  of  Can- 
ada are  realizing  their  duty  to  the  public  cannot  be 
shown  better  than  by  the  large  money  expenditures 
that  are  being  made  for  this  purpose  at  various  points 
throughout  the  country.  The  main  difficulty  in  con- 
nection with  water  purification  work  is  that  it  entails 
very  heavy  expenditures — larger,  indeed,  than  many 
municipalities  consider  themselves  able  to  undertake. 
Where  the  necessity  is  shown,  however,  these  sums, 
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Fig.  1— Curve  showing  number  of  waterworks  plants  in  Canada. 


often  enough,  the  disposal  of  sewage  has  been  carried 
on  by  one  municipality  with  entire  disregard  for  the 
comfort  or  health  of  another.  Such,  for  example,  is 
the  case  where  sewage  has  been  dumped  by  one  town 
into  a  river  which  a  little  lower  down  becomes  a  source 
of  water  supply  of  a  neighboring  town.  This  not  only 
imposes  on  the  second  town  the  necessity  of  a  water 
purification  plant  to  remedy  a  condition  for  which  it 
is  in  no  way  responsible,  and  which  should  never  have 
been  created,  but  it  jeopardizes  the  health  of  the  citi- 
zens who  use  this  water  for  daily  consumption.  A  well- 
known  authority  recently  made  the  statement  that, 
"if  the  domestic  sewage,  which  now  discharges  by 
means  of  underground  sewers  directly  into  streams, 
rivers  and  lakes,  without  any  form  of  treatment,  were 
treated  to  the  extent  of  the  elimination  and  destruc- 
tion of  the  sewage  bacteria,  at  least  1,500  lives  could 
be  saved  annually  in  Canada  from  death  by  typhoid 


though  large,  should  not  be  placed  against  the  valu- 
able lives  of  our  citizens. 

That  the  number  of  waterworks  plants  is  increasing 
very  rapidly  in  Canada  is  shown  in  the  accompanying 
diagram,  Fig.  1,  which  dates  back  to  1850.  This  dia- 
gram is  the  result  of  figures  recently  gathered  by  the 
Commission  of  Conservation.  From  it  we  see  that  up 
to  the  end  of  1914  approximately  525  municipalities 
(528  to  be  exact)  had  installed  waterworks  plants 
of  one  kind  or  another.  Of  this  number  93  are  treated, 
or  17.6  per  cent. 

It  is  interesting  to  note  how  these  waterworks 
plants  are  distributed — Nova  Scotia  has  33 ;  Prince 
Edward  Island,  3;  New  Brunswick,  20;  Quebec,  177; 
Ontario,  166;  Manitoba,  13;  Saskatchewan,  30 ;  Alberta, 
33;  British  Columbia,  53.  Further  information  is  given 
in  Table  1  herewith,  from  which  we  learn  also  the 
various  sources  of  supplies.    From  springs  or  wells 
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there  are  206  municipalities  supplied ;  from  distant 
lakes  or  streams,  106;  and  from  lakes  or  streams  which 
are  possibly  polluted  from  one  source  or  another,  216. 
Evidently,  then,  Canada  should  have  at  least  216  water 
purification  systems  instead  of  93. 

Of  the  93  water  purification  plants,  Table  1  shows 
us  that  72  use  some  form  of  filter  and  the  remaining 
21  use  hypochlorite  of  calcium.  There  is  one  excep- 
tion— Longueuil,  Que. — where  calcium  hyposulphite 
is  substituted.  There  are  also  a  small  number  of 
municipalities  where  sedimentation  or  settling  tanks  ■ 
or  basins  are  in  use — some  as  the  only  means  of  purifi- 
cation, others  merely  as  auxiliaries  to  further  purifica- 
tion methods. 

Some  of  these  sedimentation  basins  are  natural 
reservoirs  utilized  at  little  expense.    Others  are  rec- 


cation  which  has  been  very  freely  adopted  on  this  con- 
tinent within  the  past  few  years,  it  may  be  said  that 
the  chief  objection  is  the  noticeable  smell  and  taste 
necessary  if  sufficient  of  this  chemical  is  used  to  be 
certain  of  the  destruction  of  all  the  bacteria.  It  may 
be  said  in  a  general  way  that  if  there  is  no  taste  or 
smell  to  the  water,  it  is  an  indication  that  the  bacteria 
have  not  been  destroyed  with  certainty.  As  a  per- 
manent treatment,  therefore,  it  will  always  remain  open 
to  objection,  though  it  would  be  most  unwise  not  to 
immediately  resort  to  its  use  in  cases  of  emergency. 

Principle  of  Filtering 

The  two  principal  classes  of  filters  are  the  slow 
sand  and  rapid  or  mechanical  filters.  Various  instal- 
lations under  different  names  are  merely  modifica- 
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8 
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216 

72 
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30 
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93 

16 

16 

7 

9 

396 

132 

209 

30 
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Table  I.— Showing  various  data  in  connection  with  Canadian  waterworks  plants. 


tangular  basins  with  horizontal  walls  varying  in  depth 
and  size  depending  on  the  condition  of  the  water  and 
the  quantity  demand.  Where  it  can  be  had  at  small 
expense,  a  settling  basin  is  generally  considered  a 
valuable  adjunct  of  any  purification  system. 

Filters 

The  Canadian  filtration  systems"  include  everything 
from  a  natural  sand  and  gravel  "soakage"  to  the  most 
modern  mechanical  or  "rapid"  filtration  system.  At 
Claresholm,  Alta.,  for  example,  is  a  good  example  of 
the  former,  where  the  water  is  drawn  through  a  gravel 
bed  and  taken  out  at  a  point  150  feet  distant  from  the 
river.  At  Pincher  Creek,  Alta.,  the  water  also  is  drawn 
through  the  gravel  hank  of  a  c  reek.  In  Redcliff,  Alta., 
the  water  passes  through  2,000  feet  of  gravel.  At  Red 
Deer,  Alta.,  the  wells  from  which  the  water  is  pumped 
are  provided  with  cinder  filter  walls. 

A  considerable  number  of  municipalities  also  com- 
bine some  form  of  chemical  treatment  with  their  filtra- 
tion, the  particular  chemical  used  depending  on  the 
condition  of  the  water.  Most  frequently  the  water  is 
first  treated  with  chloride  of  lime;  aluminium  sulphate 
and  ferrous  sulphate  are  also  used.  In  St.  Catharines, 
Ont.,  the  method  of  purification  consists  of  a  sedi- 
mentation basin,  supplemented  by  treatment  with 
chlorine  in  the  liquid  form.  Of  the  treatment  by  chlor- 
ine in  one  form  or  another,  a  method  of  water  purifi- 


tions  of  one  or  other  of  these — generally  the  slow  sand 
— to  meet  the  designs  of  some  engineer  or  manufac- 
turer. In  principle  they  remain  the  same.  A  filter,  in 
general,  consists  of  layers  of  filtering  material,  gen- 
erally sand,  through  which  water  is  passed  for  the 
purpose  of  removing  bacteria  and  other  suspended  mat- 
ter. These  layers  are  supported  by  an  under  drain- 
age system.  The  filters  act  primarily  as  strainers, 
though  the  finest  particles  of  silt  and  the  very  largest 
bacteria  are  greatly  inferior  in  size  to  the  smallest 
sand  grains.  However,  the  removal  of  fine  suspended 
matter,  including  bacteria,  is  accomplished  in  part  by 
the  absorbtive  power  of  the  surface  film  which  sur- 
rounds each  sand  grain  and  in  part  by  the  film  which 
condenses  on  each  particle  of  suspended  matter.  These 
latter  films  tend  to  coalesce  with  the  films  surround- 
ing the  sand  grains.  It  was  formerly  thought  that  the 
surface  layer  of  sand  accomplished  the  removal  of  all 
the  suspended  matter,  but  experience  has  shown  that 
thicker  beds  are  steadier  in  operation,  from  which  it 
is  now  believed  that  each  layer  of  sand  plays  a  more 
or  less  important  part  in  the  removal  of  suspended 
matter ;  of  course,  the  greater  part  of  the  suspended 
matter  is  always  removed  in  the  surface  layer  of  sand. 

Rapid  and  Slow  Sand  Filtration 

Slow  sand  filters  differ  from  rapid  filters  in  that 
the  rate  of  filtration  is  much  slower  and  the  filter 
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can  only  l>e  cleaned  by  removing  the  superficial  layer 
ami  washing  and  replacing.  In  the  most  modern  type 
of  rapid  or  mechanical  nitration,  the  Ransome,  the 
washing  process  is  continually  taking  place.  The 
action  of  the  slow  sand  filtration  is  rendered  still  slow- 
er by  the  coating  which  gathers  on  the  upper  surface 
of  the  filter  and  prevents  the  passage  of  the  water 
through  it.  This  also  applies  to  some  "rapid"  forms, 
but  is  avoided  in  the  Ransome  form  of  filter,  in  that 
the  surface  of  the  sand'is  continually  being  moved  and 
cleansed.  In  the  general  "rapid"  type  the  water  is 
passed  through  under  considerable  pressure.  No  pres- 
sure, however,  is  used  in  the  Ransome.    The  rate  of 


filtration  in  mechanical  filters  is  sometimes  as  much 
as  fifty  times  that  employed  in  the  slow  filter. 

There  is  no  very  great,  variety  to  choose  from  in  the 
methods  of  water  distribution  adopted  by  municipali- 
ties. For  the  most  part  cast  iron  or  wrought  iron 
pipes  are  used  (very  occasionally  steel)  for  mains,  and 
galvanized  iron  and  lead  pipes  for  services.  In  West- 
ern Canada  a  quantity  of  wood  pipe  has  been  installed, 
these  being  available  either  in  the  form  of  wood  stave 
pipes,  2  inches  in  diameter  and  up,  or  bored  from  the 
solid  timbers.  These  pipes  have  generally  been  treat- 
ed and  water-proofed,  and  are  reported  as  having  a 
long  life. 


Sewerage  Systems  of  the  Dominion 

Resume  of  Status  of  Sewage  Disposal  and 
Treatment  Processes  as  Practised  in  Canada 


Till-',  effective  disposal  and  treatment  of  sewage 
is  a  problem  of  economic  importance,  inci- 
dent upon  the  grouping  of  people  into  munici- 
palities. The  importance  of  this  question  can 
scarcely  be  over-estimated,  since  in  connection  with  it 
i>  involved  so  much  that  concerns  sanitary  conditions, 
i  areful  disposal  and  purification  of  sewage  wastes  is 
one  of  the  greatest  factors  in  maintaining  and  safe- 
guarding health.  The  fact  that  in  the  majority  of  in- 
stances raw  sewage  is  discharged,  unpurified  and  un- 
treated, into  a  water  supply  contributes  in  a  very  great 
degree  to  the  unhealthy  conditions  of  many  communi- 
ties. 

The  question  of  stream  pollution  is  becoming  very 
>erious  in  Canada.  As  proof  of  this,  investigation  has 
shown  that  183  municipalities  in  Canada  dispose  of 
their  sewage  in  raw,  untreated  form,  by  discharging 
directly  into  inland  waters.  This  figure  means  about 
66  per  cent,  of  the  places  that  have  any  sewerage  sys- 
tem at  all.  From  most  of  these  waters  other  com- 
munities draw  their  water  supply,  placing  their  intakes 
below  the  discharge  outlet  for  sewage.  It  has  been 
found  that  40  per  cent,  of  the  waterworks  plants  in 
Canada  draw  their  supplies  from  sources  that  are  pos- 
sibly  polluted.  This  indicates  the  extent  to  which  the 
practice  of  stream  pollution  has  developed  and  the 
danger  to  which  people  are  subjected  through  im- 
proper handling  of  sewage.  The  methods  of  sewage 
disposal  and  water  supply  are  thus  intimately  related. 
In  manv  instances  municipalities  have  utterly  disre- 
garded the  welfare  of  other  places  in  the  matter  of 
discharging  putrescible  sewage  into  a  source  of  water 
supply. 

More  Interest  Being  Shown. 

That  this  matter  is  receiving  more  of  its  due  atten- 
tion is  evidenced  by  the  increasing  interest  shown  in 
this  connection.  Expenditures  have  been  authorized 
for  the  construction  of  sewer  systems  and  sewage  puri- 
fication works,  and  many  plans  are  being  prepared  for 
more  or  less  comprehensive  lay-outs.  All  over  Canada 
a  greater  realization  is  being  felt  that  a  sanitary  method 
of  gathering  and  disposing  of  sewage  waste  is  of  para- 
mount importance  from  a  health  standpoint  alone. 

Manv  methods  are  available  for  disposing  of  and 
purifying  sewage.  Local  conditions  to  a  large  extent 
govern  the  methods  to  be  adopted  in  any  particular 
instance.  These  might  be  such  that  sewage  can  be 
discharged  untreated  into  a  body  of  water  when  it  is 
known  it  will  not  be  used  as  a  source  of  water  supply. 


On  the  other  hand,  conditions  may  be  such  that  a  com- 
bination of  methods  may  be  advisable.  The  problem 
for  the  engineer  is,  then,  to  determine  to  what  extent 
purification  must  be  perfected  and  to  design  a  method 
that  will  most  effectually  carry  this  out. 

The  accompanying  table  classifies  the  sewage  sys- 
tems in  Canada,  as  far  as  has  been  determined  by  care- 
ful investigation  and  analysis.  It  will  be  noticed  that 
in  the  entire  country  only  279  communities  have  any 
method  by  which  they  remove  their  sewage.  This  is 
remarkably  small  in  comparison  with  the  total  number 
of  towns  in  Canada,  due,  no  doubt,  in  part  to  the 
heaw  expenditure  which  the  construction  of  sewage 
systems  involves.  The  capital  lay-out  necessitated  is, 
in  general,  greater  than,  smaller  places  care  to  spend. 

In  some  places  the  method  in  use  is  to  employ  one 
set  of  sewers  to  carry  domestic  sewage,  street  drainage 
and  storm  overflow.  In  others  separate  systems  are 
installed.  One  hundred  and  fifty-five  towns  employ 
the  combined  method,  while  separation  is  carried  out 
in  124  places.  By  provinces  the  number  of  sewer  sys- 
tems is  as  follows:  Nova  Scotia,  20;  Prince  Edward 
Island,  2;  New  Brunswick,  10;  Quebec,  98;  Ontario, 
95;  Manitoba,  9;  Saskatchewan,  15;  Alberta.  14;  Brit- 
ish Columbia,  16. 

The  total  mileage  of  pipe  included  in  these  systems 
is  4,223  miles,  involving  an  outlay  of  $74,504,418. 

Sewage  treatment  with  the  object  of  rendering  the 
effluent  harmless  and  free  from  disease-spreading  bac- 
teria is  carried  out  in  only  75  cases,  representing  36.3 
per  cent,  of  all  the  municipalities  which  possess  sewer- 
age systems.  The  three  maritime  provinces  have  no 
purification  systems  at  all.  sewage  in  these  cases  being 
discharged  directly  into  rivers  or  bays.  The  Western 
provinces  show  the  greatest  proportion  of  treated  sew- 
age works.  In  Saskatchewan  80  per  cent,  of  all  sys- 
tems are  treated;  in  Alberta  43  per  cent.;  in  British 
Columbia,  44  per  cent.  In  Ontario  about  one-third  of 
the  towns  purify  their  sewage,  and  approximately  one- 
eighth  in  Quebec.  The  total  value  of  the  treatment 
plants  in  Canada  is  $3,218,935. 

Sewer  Pipes. 

Sewage  systems  show  no  great  variation  as  regards 
their  distribution  pipes.  Tile  pipes  are  the  accepted 
standard  for  all  small  and  manv  large  installations.  In 
the  larger  towns,  where  the  size  of  the  pipe  lines  is 
sufficient  to  warrant  it,  brick  and,  to  a  lesser  extent, 
concrete  are  freely  employed  as  materials  for  sewer 
construction.    Cast  iron  and  steel  occur  in  rare  in- 
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stances.  Wooden  sewers  have  been  installed  in  four 
or  five  towns.  St.  John,  N.B.,  possess  11^  miles  of 
this  type  in  various  sizes,  and  Winnipeg-  has  1%  miles, 
while  other  places  have  lesser  amounts. 

Plants  for  the  treatment  and  purification  of  sewage 
wastes  show  more  variation  in  design  and  manner  of 
operation,  and  very  many  systems  have  been  evolved 
to  effectively  carry  out  purification.  Local  conditions, 
as  well  as  initial  cost,  govern  to  a  large  extent  the 
I 'articular  type  which  any  town  will  select,  and  the 
degree  of  purification  desired  will  determine  the  ex- 
tensiveness  of  the  system. 

In  the  towns  and  cities  in  Canada  which  employ 
methods  of  treatment,  illustrations  are  afforded  of 
practically  every  well-known  process,  from  the  sim- 
plest to  the  more  extravagant.  In  many  cases,  where 
conditions  warrant,  a  combination  of  systems  is  made 
use  of,  purification  increasing  with  each  step. 

Sterilization. 

Two  or  three  municipalities  merely  render  their 
sewage  sterile  by  means  of  chemical  treatment  with 
hypochlorite  of  lime.      This  is  simply  a  disinfecting 


and  solid  matter.  If  the  effluent  from  a  settling  basin 
is  to  pass  into  a  source  of  water  supply  it  should  be 
sterilized  by  chloride  of  lime. 

Septic  Tanks. 

Septic  tanks  in  some  form  or  another  are  particu- 
larly popular.  Of  the  75  purification  installations  in 
Canada  40  employ  this  arrangement,  either  in  conjunc- 
tion with  further  processes  or  alone.  These  tanks  are 
simply  covered  chambers,  in  which  the  sewage  is  al- 
lowed to  decompose.  Operation  is  carried  on  in  such 
a  manner  as  to  encourage  the  growth  of  anaerobic 
bacteria  which  decompose  the  sewage,  without  causing 
unpleasant  smells.  The  result  is  a  clear  liquid  and  a 
black  sludge  resembling,  often,  vegetable  mould.  The 
decomposition  is  accompanied  by  the  production  of 
large  quantities  of  gas,  due  to  biological  action,  which 
is  retained  until  the  mass  becomes  sufficiently  buoy- 
ant to  rise  rapidly  to  the  surface,  which  often  gives  the 
tank  the  appearance  of  ebullition.  Sewage  requires  12 
to  24  hours'  treatment  to  effect  decomposition. 

The  Imhoff  tank,  used  in  several  instances  in  Can- 
ada, is  an  improved  septic  tank,  in  which  the  sewage 
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Not  Treated 

Treated 

(dollars) 

16 

4 



153 

1 ,716,590 

20 

Prince  Edward  Island  

28 
123 
829 

175,000 
1,101,062 
20,861,531 

2 

5 
60 

5 

10 
86 

38 

12 

389,000 

54 

41 

1,670 

24,195,834 

60 

35 

1,774,287 

5 

4 

335 

6,084,736 

6 

3 

116,291 

3 

12 

237 

3,623,962 

3 

12 

694,485 

Alberta  

7 

7 

407 

7,896,477 

8 

6 

131,300 

British  Columbia  

5 

11 

441 

8,849,226 

9 

7 

113,572 

155 

124 

4,223 

74.504,418 

204 

75 

3,218,935 

Table  showing  distribution  and  types  of  sewage  plants  in  Canada. 


process,  and  does  not  aim  at  separating  the  solid  ma- 
terials from  the  liquids.  The  number  of  organisms  is 
reduced  to  such  an  extent,  however,  that  the  discharge 
is  not  of  exceptional  danger.  Bleaching  powder  is  also 
used  to  sterilize  the  effluent  from  other  purification 
processes,  in  this  way  rendering  it  non-putrescible.  so 
that  it  can  be  safely  discharged  into  a  stream  which 
is  the  source  of  water  supply  for  another  community. 

Sedimentation. 

Sedimentation  methods  arc  very  often  employed  in 
Canadian  towns.  By  this  system  sewage  is  allowed 
to  flow  through  tanks  at  a  velocity  sufficiently  low  to 
ensure  practically  all  the  suspended  matter  settling  in 
the  form  of  a  sludge.  Sedimentation  tanks  require  fre- 
quent cleansing  to  remove  the  solid  accumulation  be- 
fore it  begins  to  decompose  and  rise  through  the  sew- 
age,  and  thus  get  carried  out  with  the  effluent. 

Chemical  precipitation  is  sometimes  made  use  of. 
The  addition  of  alum  or  ferrous  sulphate  causes  pre- 
cipitates, which  settle,  carrying  with  tliein  bacteria 


is  allowed  to  pass  through  the  sedimentation  chamber 
as  rapidly  as  the  suspended  matter  can  settle.  The 
sludge  decomposes  in  a  chamber  separate  from  that  in 
which  sedimentation  takes  place.  This  results  in  an 
efflhient  which  has  not  come  in  contact  with  the  de- 
composing sludge,  and  which  does  not  hold  the  sus- 
pended matter  common  to  effluents  of  the  septic  tank. 
Tanks  of  this  nature  arc  ideal  for  small  communities, 
and  their  popularity  is  evidence  of  effectiveness  for 
the  purpose.' 

In  18  cases  extra  treatment  is  involved,  either  in 
conjunction  with  or  supplementarv  to  the  septic  tank 
purification.  In  a  number  of  instances  the  effluent  is 
subjected  to  filtration  to  render  it  sterile.  In  others 
chloride  of  lime  is  used'  to  accomplish  disinfection. 
Very  many  of  the  towns  have  a  combination  of  the 
septic  tank  arrangement,  with  filter  beds  of  various 
tvpes,  as  described  below. 

Contact  Beds. 

Filters  of  this  type  are  built  in  water-tight  com- 
partments, filled  with  broken  brick,  stone,  or  similar 
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medium,  to  a  depth  of  three  to  the  feet.  The  surfaces 
of  the  stones  become  coated  with  a  gelatinous  bacter- 
ial medium,  which  effects  purification  in  much  the 
Bame  manner  as  a  sand  filter  for  water.  Decomposi- 
tion takes  place  rapidly,  and  the  effluent  is  usually  non- 
putrescible.  A  contact  bed  must  be  operated  with 
plentv  of  air.  because  all  reactions  are  aerobic  in 
nature.  Contact  is  usually  from  two  to  six  hours,  and 
it  is  excellent  practice  to  have  a  second  contact  in  a 
secondary  bed.  The  capacity  is  about  one  to  two  mil- 
lion gallons  per  acre  per  day. 

Sand  Filter. 

rhe  intermittent  sand  filter  consists  of  a  bed  of 
sand  from  three  to  five  feet  deep.  Sewage  is  spread 
>>n  the  surface  and  percolates  through  the  sand.  The 
biological  processes  are  analagous  to  those  in  the  con- 
I  bed  or  a  water  filter.  In  a  well-constructed  filter 
•t  this  type  oxidation  is  carried  nearly  to  completion. 
The  primary  objection  is  that  operation  is  necessarily 
slow.  The  retention  of  the  suspended  matter  on  the 
-and  also  materially  reduces  the  capacity  and,  in  time, 
the  filter  will  be  impervious  to  water.  Frequent  clean- 
ing is  necessary,  therefore  ,to  remove  the  mat  from  the 
-urface  of  the  sand.  Sedimentation  before  filtering 
reduces  the  need  of  cleaning  to  quite  a  large  extent.  In 
many  cases,  therefore,  we  find  a  combination  of  septic 
or  sedimentation  tank  with  a  sand  filter. 

Trickling  or  Spraying  Filters. 

In  this  type  of  filter,  coarse  grained  stone  is  used  as 
in  the  contact  bed,  but  careful  underdraining  is  re- 
quired. The  sewage  is  distributed  as  uniformly  as 
possible  over  the  surface  of  the  bed  by  spraying  ar- 
rangements or  revolving  sprinklers.  By  the  bacterial 
film  which  is  built  up  the  sewage  is  deprived  of  its 
putrescible,  organic  matter.  The  rate  of  feed  of  the 
sprinklers  is  so  arranged  that  operation  is  practically 
continuous  .and  thus  there  is  a  distinct  advantage  over 
the  contact  bed,  which  must  be  dosed  and  aerated  per- 
iodically. In  an  efficient  trickling  bed  a  very  clean 
effluent  is  produced,  and  the  number  of  bacterial 
organisms  is  considerably  reduced.  The  beds  should 
be  so  constructed  that  the  solid  materials  shall  not  ac- 
cumulate indefinitely  in  the  stone,  but  may  wash  out, 
avoiding-  the  necessity  of  removing  the  stone  to  wash 


it.  Great  importance  is  attached  to  the  underdrainage 
system  which  carries  away  the  effluent.  Its  speed  is 
rapidly  bringing  this  system  into  use.  Four  towns  in 
Canada  are  using  this  method  in  conjunction  with 
septic  or  sedimentation  tanks. 

Examination  of  all  of  Canada's  disposal  systems 
shows  that  the  septic  tank  exceeds  all  others  in  popu- 
larity. In  most  cases  an  added  treatment  is  involved, 
usually  in  filter  beds  of  one  of  the  types  spoken  of 
above.  In  some  instances  chlorination  is  carried  out 
after  these  two  processes.  Sometimes  chlorination  is 
used  directly  after  a  septic  treatment.  Sedimenta- 
tion, either  alone  or  in  conjunction  with  filters,  is  of 
frequent  occurrence,  and  filtration  alone  finds  favor  in 
some  instances.  A  large  proportion  of  Western  towns, 
in  particular,  are  installing  very  modern  and  efficient 
methods. 

Aeration. 

The  question  of  aeration  is  an  important  feature  in 
a  treatment  system.  The  solid  sludge  requires  con- 
tact with  the  atmosphere  to  produce  the  oxidation 
necessary  to  render  it  harmless.  Air  and  sunlight  con- 
tribute very  materially  to  the  growth  of  those  aerobic 
bacteria  which  assist  the  processes  of  oxidation  and 
which  break  up  the  solid,  offensive  materials  into 
harmless  mineral  materials.  Aeration  can  be  carried 
out  in  large  beds,  where  the  sludge  is  spread  out  to  the 
action  of  both  air  and  sunlight.  Filter  processes,  as 
above  described,  are  essentially  aerobic  systems.  The 
Imhoff  tank,  on  the  other  hand,  depends  for  its  effec- 
tiveness on  the  anaerobic  bacteria,  which  thrive  in 
dark  and  unventilated  places.  On  this  account  the 
sludge  developed  by  such  a  method  should  be  thor- 
oughly aerated  to  insure  its  being  free  from  harmful  or 
disease-producing  organisms. 

A  new  system  has  recently  been  developed  for  treat- 
ing sewage,  in  which  sedimentation  and  aeration  play 
a  most  important  part.  The  activated  sludge  process, 
as  this  is  called,  gives  great  promise  of  extensive  de- 
velopment and  efficient  service.  As  yet  we  cannot 
give  definite  information  regarding  its  suitability  in 
Canadian  towns.  It  is  to  be  hoped  that  experiments 
will  demonstrate  its  usefulness  in  assisting  Canadian 
towns  and  cities  to  improve  their  sanitary  standards. 


Some  Aspects  of  the  Water  Supply  and 
Sewerage  Situation  in  Canada 

  By  Leo.  G.  Denis*   


IN  Canada,  as  in  many  other  countries,  problems 
connected  with  water  supplies  and  sewage  sys- 
tems bear  a  very  close  relation  to  each  other. 
In  most  of  the  smaller  centres  of  population  the 
waterworks  and  sewers  are  directly  under  the  same 
management ;  very  often  the  two  systems  have  been 
installed  together,  the  same  trench  serving  for  both 
-v-tems  of  mains.  In  the  extension  of  our  older  cities 
into  new  districts  or  subdivisions  the  two  conveniences 
are  usually  required  and  installed  at  the  same  time. 
In  all  of  these  and  many  other  respects  the  systems 
rather  help  one  another  in  their  operations;  but,  un- 
fortunately, one  of  the  most  important  relations  is 
that  of  interference  where  a  stream  or  other  body  of 
water,  once  a  pure  source  of  water  supply,  becomes 
grosslv  polluted  by  sewage. 

The  question  of  stream  pollution  is  becoming  very 

*  Commission  of  Conservation. 


serious  in  this  country,  attention  to  this  being  called 
in  a  recent  report  on  "Water  Works  and  Sewerage 
Systems  in  Canada,"  published  by  the  Commission  of 
Conservation,  in  which  it  is  shown  that  more  than 
sixty  of  our  inland  water  systems  are  at  present  re- 
ceiving sewage  without  the  least  attempt  to  prevent 
it  spreading  diseases,  180  municipalities  contributing 
to  this  very  undesirable  state  of  things.  A  careful 
study  further  reveals  the  fact  that  from  most  of  these 
polluted  water  systems  municipalities  draw  their 
water  supply,  the  intakes  being  situated  at  points 
below  where  the  pollution  takes  place. 

It  is  to  be  noted,  however,  that  conditions  in  this 
respect  are  rapidly  improving,  this  beine:  particularly 
the  case  in  the  western  portion  of  the  Dominion.  If 
we  take  the  different  provinces  on  a  per  cent,  basis 
we  find  the  following:  In  Ontario,  of  the  total  number 
of  municipalities  having  sewerage  systems,  37  per 
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cent,  treat  their  sewage;  in  Quebec  we  only  find  \Zl/z 
per  cent,  treating  then*  sewage;  in  Manitoba,  35  per 
cent.,  while  in  Saskatchewan  we  hnd  bO  per  cent.;  in 
Alberta  43  per  cent.,  and  in  British  Columbia  44  per 
cent.  The  Maritime  Provinces  cannot  be  placed  on 
the  same  basis,  as  most  of  the  sewerage  systems  dis- 
charge directly  into  the  ocean  and  treatment  would 
be  superfluous,  bur  the  same  reason  the  figure  given 
for  British  Columbia  does  not  otter  a  fair  comparison 
with  inland  provinces. 

The  better  conditions  with  regard  to  sewage  dis- 
posal in  the  West  is  greatly  due  to  the  systems  naving 
oeen  more  recently  installed,  alter  the  necessity  for 
treatment  had  become  apparent  to  all.  The  systems 
in  the  Eastern  .Provinces  have,  in  the  majority  of 
cases,  been  installed  before  sewage  treatment  had  be- 
come so  universally  recognized,  and,  not  being  laid 
out  lor  tins  purpose,  it  is,  in  some  cases,  rather  costly 
to  make  the  change.  However,  marked  improvement 
is  also  to  be  noted,  and  practically  all  new  sewerage 
systems  either  have  treatment  plants  or  are  designed 
and  installed  with  the  view  of  having  treatment  plants 
added  in  the  near  future  at  the  least  possible  expense. 

Importance  of  Pure  Water 

This  tendency  is  only  natural,  as  the  supply  of 
water  to  communities  is  the  most  important  use  of 
inland  waters,  and  the  value  of  a  pure  supply,  as 
compared  with  one  polluted  by  sewage,  can  scarcely 
be  over-estimated.  Even  where  water  systems  are 
provided  with  filtration  plants,  there  is  a  great  danger 
of  overloading  the  filters  if  the  source  ot  supply  is 
grossly  polluted  by  raw  sewage.  The  use  of  water 
filters  should  be  only  an  additional  factor  of  safety  in 
an  operation  which  should  begin  with  the  proper 
treatment  of  sewage.  A  striking  example  of  this  is 
afforded  by  the  recent  typhoid  epidemic  in  one  of  our 
\\  cstern  cities.  Although  the  water  supply  was 
chlorinated,  the  cause  of  the  epidemic  was  declared 
due  to  its  polution.  It  seems  that  the  degree  of 
chlorination  which  would  have  been  ample  under  nor- 
mal conditions,  was  insufficient  under  conditions 
alleged  to  have  existed  owing  to  gross  pollution. 

the  erroneous  statement  is  sometimes  made  thai 
the  benefits  derived  from  sewage  treatment,  great  as 
they  may  be,  are  too  costly  ;  that  it  may  be  worth  while 
in  European  countries,  but  that  Canadian  conditions 
are  quite  different.  The  best  answer  to  this  is  found 
in  a  recent  report  upon  remedial  measures  for  the 
present  conditions  ot  pollution  of  boundary  waters 
between  Canada  and  the  United  States.  The  report 
contains  estimates  of  cost  for  some  27  Canadian  and 
United  States  cities  and  towns  in  the  Detroit  and 
Buffalo  districts,  which  show  that,  including  lixed 
charges  and  operation,  the  average  cost  for  sewage 
treatment  would  be  61  cents  per  capita  per  annum. 
Any  citizen  should  willingly  contribute  this  small 
amount  to  help  in  the  restriction  of  a  nuisance  of 
which  he  is  the  cause,  otherwise  our  civilization  is 
lacking  in  some  respects. 

Typical  Sewerage  Systems 

Probably  the  best-known  sewerage  treatment 
plant  in  Canada  is  the  one  at  Lethbridge,  Alta.  The 
mode  of  treatment  is  by  sedimentation,  sprinkling  fxl 
ters,  and  chlorination.  the  disposal  plant  having  cost 
$90,000.  Among  other  plans  mentioned  in  the  Com- 
mission of  Conservation  report  we  find  septic  tank 
treatment  and  filtration  used  at  the  following  places: 
Stratford,  Out.,  where  the  disposal  plant  has  cost 
$00,000;  Weston.  Ont,  where  the  plant  has  cost 
$21,000;  Souris,  Man.,  where  the  plant  has  cost  $28,000. 
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Berlin  and  Guelph  use  this  same  treatment,  as  well  as 
Hamilton,  the  latter  having  Emscher  tanks  and  chemi- 
cal precipitation  in  addition,  the  total  cost  of  treat- 
ment plants  in  this  city  being  $280,000.  In  Toronto 
chlorination  and  sedimentation  tanks  are  used,  the 
disposal  plant  and  trunk  sewers  in  connection  with  it 
having  cost  $2,792,000.  Montreal,  so  far,  only  treats 
a  portion  of  its  sewage  by  intermittent  filtration,  the 
cost  of  the  plant  and  its  proposed  addition  being 
$450,000.  lmhoff  tanks  and  filtration  is  used  in  Sim- 
coe,  Out.,  Estevan,  Sask.,  and  Kelowna,  B.C.,  the  costs 
of  the  treatment  plants  being  $34,000,  $30,000,  and 
$17,000  respectively.  The  Stoddard  system,  with  sedi- 
mentation tanks  or  basins,  is  used  at  Moose  Jaw  and 
Vorkton,  Sask.,  the  treatment  plants  having  cost 
$195,0U0  and  $28,000  respectively.  Regina  uses  sedi- 
mentation, filtration,  and  chlorination,  the  cost  of  the 
disposal  plant  being  $230,000,  while  filtration  is  used 
in  Cranbrook,  B.C.,  where  the  treatment  plant  has 
cost  $19,000. 

Water  Purification  and  Disinfection. 

Water  biters  are  used  in  connection  with  many 
Canadian  water  supply  systems.  According  to  recent 
statistics,  filters  have  been  installed  in  connection 
with  27  systems  in  the  Province  of  Ontario,  19  in  Que- 
bec, 10  in  Alberta,  6  in  Saskatchewan,  5  in  Manitoba, 
and  a  total  of  5  for  the  remaining  provinces.  In  this 
connection  it  is  of  interest  to  note  the  number  of 
plants  in  each  province  obtaining  their  supply  of  water 
from  lakes  and  streams  which  may  be  polluted,  or,  in 
other  words,  to  compare  figures  giving  an  idea  of  the 
number  of  cases  where  some  mode  of  water  purifica- 
tion should  be  used.  We  find  94  of  these  in  Ontario, 
72  in  Quebec,  19  in  Alberta,  7  in  Saskatchewan,  and  0 
in  Manitoba.  Of  course,  most  of  the  systems  not  pos- 
sessing filters  disinfect  the  supply  with  hypochlorite 
or  similar  treatment.  With  regard  to  this  it  may  be 
stated  that,  while  it  would  be  most  unwise  not  to 
resort  to  water  disinfection  in  cases  of  emergency  as 
a  solitary  treatment,  it  cannot  be  considered  a  per- 
manent method.  Statistics  given  at  a  recent  meeting 
of  the  American  Waterworks  Association  emphasize 
this  point.  Out  of  110  plants  is  Canada  and  the 
United  States  only  37  per  cent,  use  disinfection  with- 
out other  treatment.  The  balance,  or  63  per  cent., 
only  use  it  as  an  additional  safeguard  to  some  other 
treatment,  in  most  cases  filtration.  It  seems  every- 
where recognized  that  there  are  certain  times  when 
the  hypochlorite  treatment  is  less  satisfactory  than 
others.  This  is  shown  principally  in  the  appearance 
of  tastes  and  odors  that  occasion  complaint  among 
consumers,  or  in  a  low  and  unsatisfactory  removal  of 
bacteria  by  the  treatment. 

The  use  of  liquid  chlorine  is  an  evolution  of  the 
process  of  disinfection  by  chlorination,  and  it  is  stated 
that  on  account  of  advantages  it  possesses  the  latter 
is  gradually  being  supplanted  by  the  liquid  method. 
However,  it  is  well  to  note  that,  although  water  dis- 
infection has  met  with  great  success,  it  cannot  be  con- 
sidered as  a  substitute  for  filtration  where  both  tin 
bidity  and  bacterial  problems  are  involved  and  the 
limit  of  its  proper  function  should  be  as  an  auxiliary 
to  filtration,  or  as  an  emergency  measure  to  render 
nnhltcred  supplies  safe. 

Sand  Filtration 

Both  slow  sand  and  mechanical  filtration  are  used 
in  various  Canadian  water-supply  systems.  Among 
(he  more  important  installations  in  operation  or  under 
construction  we  find  the  slow  sand  method  at  Mid- 
land, Owen  Sound;  Perth,  Port  Hope,  Ont.,  and  West- 
ville,  N.S. ;  both  slow  sand  and  mechanical  methods 
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ate  found  in  Montreal  and  Toronto,  while  mechanical 
filtration  has  been  adopted  in  Chatham,  Dnndas, 
Uaileyhnry,  Orillia,  Renfrew,  St.  Thomas,  Stratford. 
I  >nt.;  St.  HLyacinthe,  Shawinigan  Falls,  Verdnn,  Que; 
Prcdericton,  N.H.;  Krandon.  Man.;  Prince  Albert, 
Saskatoon.  Sa>k. ;  Kdmonton  and  Medicine  Hat,  Alta. 

riu-  greater  number  of  systems  making  use  of 
mechanical  filtration  would  tend  to  show  that  this 
mode  of  treatment  held  the  preference.  It  must  not 
be  forgotten,  however,  that  the  great  activity  of  me- 
chanical filter  manufacturers  in  placing  their  products 
may  have  had  a  marked  intluence  in  increasing"  the 
proportion  of  these  used. 

A  large  number  of  our  Canadian  waterworks  have 
the  advantage  of  obtaining  their  supply  from  sources 
where  the  danger  of  pollution  is  far  remote  and  where 
filtration  i->  usually  unnecessary.  Supplies  obtained 
from  springs  or  distant  lakes  and  streams  are  referred 
t<>,  these  being  generally  at  a  high  enough  elevation  to 
use  uravitation  as  the  mode  of  supply.  If  we  also  in- 
clude plants  supplied  from  wells  in  this  class  we  find 
i he  following  number  of  systems  obtaining  fairly  pure 
water  directly  from  their  source  of  supply:  Quebec, 
105;  Ontario,  72;  British  Columbia,  39;  Nova  Scotia, 
32;  Saskatchewan,  23;  New  Brunswick,  17;  Alberta, 
14;  Manitoba,  7;  Prince  Edward  Island,  3;  giving  a 
total  of  312  for  Canada  as  against  216  plants  obtain- 
ing water  from  possibly  polluted  sources.  Many  im- 
portant systems  in  the  Dominion  are  supplied  by 
gravity  from  distant  sources.  Among  these  may  be 
mentioned  Halifax,  which  obtains  its  supply  from 
Long  and  Spruce  Hill  lakes,  4  miles  and  7  miles  dis- 
tant respectively;  Sydney,  N.S.,  supplied  from  Sullivan 
Brook,  3  miles  distant.  St.  John,  N.B.,  possesses  one 
<-i  the  earliest  gravity  systems  of  importance  in  Can- 
ada;  the  first  installation,  which  dates  back  to  1837, 
has  since  been  materiallv  improved  and  extended. 
The  principal  supply  at  present  is  taken  from  Loch 
Lomond,  10  miles  distant,  which  has  a  surface  area  of 
2.48U  acres  and  lies  at  an  elevation  of  some  300  feet 
above  the  city  high-water  datum.  The  Quebec  city 
•ripply  is  also  among  the  early  gravity  systems,  the 
St.  Charles  River,  9  miles  distant,  having  been  used 
a>  a  source  of  supply  for  a  great  number  of  years.  By 
a  strange  coincidence,  Fort  William,  Ont.,  as  St.  John, 
X.ll..  receives  its  gravity  supply  from  a  Loch  Lomond. 
It  is  a  fairly  recent  installation,  and  in  this  case  the 
Loch,  which  is  7  miles  distant,  has  an  area  of  9  square 
miles. 

Water  Supply  for  Western  Towns. 

Calgary.  Alta.,  obtains  a  portion  of  its  supply  by 
gravity  from  the  Elbow  River,  the  intake  being  at 
a  point  14  miles  from  the  city.  New  Westminster, 
B.C.,  has  a  gravity  system  from  Coquitlam  Lake,  14 
miles  distanct.  J  he  largest  gravity  system  in  the 
Dominion  is  that  of  Vancouver  and  adjacent  muni- 
cipalities, supplying  a  total  population  of  174,000.  The 
water  is  derived  from  from  Capilano  River  and  Sey- 
mour Creek,  both  9  miles  distant.  A  very  important 
system  recently  inaugurated  for  V  ictoria,  B.C.,  has  by 
far  the  longest  gravity  pipe  line  in  operation  in  Can- 
ada. Owing  to  the  character  of  the  country  a  deviated 
course  38  miles  in  length  had  to  be  followed,  although 
Sooke  Lake,  the  source  of  supply,  with  an  area  of 
1,180  acres,  at  an  elevation  of  567  feet  above  sea  level, 
is  only  18  miles  distant  in  a  straight  line.  The  Esqui- 
malt  waterworks  system  is  another  important  one  on 
Vancouver  Island.  It  supplies  a  portion  of  the  city 
of  Victoria,  the  Esquimalt  peninsula,  and  other  muni- 
cipalities, the  water  being  derived  from   the  Gold- 


stream  Lakes  bj  gravity.  What  will  be  the  largest 
and  most  important  gravity  system  in  Canada  is  now 
in  satisfactory  course  of  construction  for  the  city  of 
Winnipeg  and  district.  The  supply  is  to  be  taken 
from  Shoal  Lake,  mar  the  Lake  of  the  Woods,  95 
miles  cast  of  the  city,  and  at  a  difference  of  elevation 
of  some  300  feet.  The  amount  of  water  thus  made 
available  will  be  80,000,000  gallons  per  day,  and  the 
preliminary  estimates  place  the  cost  of  the  undertak- 
ing at  over  $13,000,000. 

Consumption,  Waste,  and  Meters. 

The  excessive  water  consumption  in  most  of  our 
Canadian  cities  offers  a  very  serious  problem.  Again 
turning  to  statistics,  we  find  that  the  average  daily 
consumption  in  the  Dominion  is  111  gallons  per  capita. 
Individual  provinces  reach  as  high  as  143  gallons  per 
capita,  -while  individual  centres  of  fairly  large  size 
reach  292  gallons.  It  seems  reasonable  to  think  that 
these  figures  can  be  lowered,  particularly  if  we  com- 
pare them  with  the  consumption  in  Great  Britain, 
where  it  is  stated  to  be  even  below  25  gallons  in  sev- 
eral cases,  and  the  highest  rate  only  70  gallons  per 
capita.  That  the  more  extensive  use  of  meters  would 
remedy  conditions  to  a  great  extent  is  shown  by  two 
of  our  prairie  provinces,  where  meters  are  more  widely 
used  than  elsewhere,  and  where  the  average  consump- 
lios  falls  to  50  gallons  and  55  gallons  respectively,  less 
than  half  the  average  for  the  remaining  provinces. 
Nor  would  the  introduction  of  meters  mean  an  in- 
creased cost  to  the  consumers.  The  average  estimated 
cost  of  water  for  Canada  is  10.9  cents  per  1,000  gal- 
lons, the  only  provinces  materially  exceeding  this 
being  the  two  prairie  provinces,  where  meter  rates 
have  already  been  widely  adopted.  The  rates  charged 
on  the  meter  basis  could  be  adjusted  to  meet  different 
local  conditions,  so  that  the  amount  paid  by  each  con- 
sumer would  be  practically  the  same  as  at  present, 
but  all  wastes  would  be  avoided.  Many  of  our  Canadian 
municipalities  have  both  fiat  and  meter  rates  in  force, 
the  consumer  having  the  choice  between  the  two,  but 
as  a  rule  the  meter  rates  "are  so  ridiculously  high  for 
the  average  consumer  that  there  is  in  reality  no  choice. 
For  instance,  although  the  average  estimated  cost  for 
Canada  is  10.9  cents  per  1,000  gallons,  we  find  that  a 
great  many  cities  and  towns  charge  30  cents  and  over, 
with  a  few  charging  even  over  $1.00  per  1,000  gallons. 

Our  excessive  consumption  is  not  due  to  the  liberal 
and  beneficient  use  of  water,  but  to  the  careless  waste 
by  a  few  consumers  in  each  community.  Meters  will 
not  affect  the  former,  but  will  very  effectively  check 
the  latter. 


Cement  Dust  a  Valuable  By-Product 

Recent  investigations  in  connection  with  the  dust 
resulting  from  the  manufacture  of  cement  have  proved 
it  to  have  a  high  potash  content.  A  method  has  been 
devised  by  which  the  potash  may  be  extracted  from 
the  dust  and  it  is  estimated  that  at  least  one-fourth 
of  the  potash  supply  necessary  to  satisfy  the  total 
demand  in  the  United  States  may  be  obtained  from  the 
dust  from  cement  mills.  Potash  finds  extensive  use  in 
the  manufacture  of  agricultural  fertilizers  and  soap. 
Since  the  war  the  need  of  a  new  supply  of  potash  has 
been  severely  felt.  The  discovery  may  make  it  pos- 
sible for  cement  manufacturers  to  dispose  of  what  has 
been  considered  a  waste,  at  a  very  agreeable  profit.  At 
the  same  time  it  will  reduce  the  discomfort  attendant 
upon  the  dust  arising  from  the  manufacture  of  this 
material. 
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Mimico  and  New  Toronto  Joint  Sewerage 

System 


JUST  beyond  Toronto  city  limits  on  the  west  side 
lie  the  villages  of  Mimico  and  New  Toronto. 
The  latter  municipality  has  several  thriving  in- 
dustries and  a  large  part  of  the  Grand  Trunk 
yard  acreage.  A  sufficient  and  wholesome  supply  of 
water  was  recently  considered  a  necessity  and  a  sys- 
tem was  installed  under  the  supervision  of  engineer 
E.  A.  James.  About  this  time  the  village  of  Mimico 
also  began  to  be  interested  in  water  and  sewerage 
matters  and  after  a  considerable  time  spent  in  negotia- 
tion, a  joint  water  and  sewerage  system  was  decided 
upon.  It  meant  practically  that  Mimico  would  obtain 
its  water  supply  from  New  Toronto  waterworks  and 
that  New  Toronto  would  have  its  sewage  taken  care 
of  by  the  village  of  Mimico. 

Mr.  T.  Lowes,  of  the  firm  of  Aird,  Murray  and 
Lowes,  was  chosen  to  design  the  system,  and  take 
entire  charge  of.  the  construction  of  the  works.  Ow- 
ing to  the  topography  of  the  land,  it  was  found  im- 
possible to  gravitate  the  sewage  to  any  point  where 
sufficient  head  might  be  obtained  for  sewage  treat- 
ment purposes  ;  a  main  sewage  pumping  station  was 
therefore  located  at  the  foot  of  Superior  Avenue,  Mim- 


Fig.  1  Invert. 


ico,  this  being  the  lowest  point  in  the  two  villages. 
The  sewage  from  the  above  station  is  pumped  some 
3,000  feet  to  a  piece  of  land  situated  just  north  of 
the  Grand  Trunk  Railway  main  line  and  east  of 
Mimico  village  limits. 

From  the  sewage  pumping  station  a  main  inter 
cepting  sewer  was  constructed  along  the  Lake  Shore 
Road  to  the  western  limits  of  New  Toronto,  a  total 
length  of  about  three  miles.    The  main  sewer  is  36 


inches  in  diameter  and  is  constructed  of  vitrified  seg- 
ment block.  The  block  used  is  of  simple  design,  is 
easy  to  lay,  and  gives  a  maximum  of  strength  in  the 
finished  sewer.  The  invert  is  laid  ahead  as  shown 
in  illustration  Fig.  1,  then  the  top  ring  is  placed  in 
position  by  means  of  a  collapsible  form.  Illustration 


Fig.  2— Sewer  complete. 


Fig.  2  shows  a  section  of  the  finished  sewer  in  a  20- 
foot  cut. 

The  sewage  treatment  plant,  which  is  constructed 
upon  the  most  up-to-date  principles,  consists  of : 

(a)  Primary  sedimentation  tanks. 

(b)  Sprinkling  filters. 

(c)  Chlorine  disinfecting  plant. 

(d)  Humus  tanks. 

(a)  The  duplicate  sedimentation  tanks  are  of  the 
two-storey  type,  the  dimensions  being  30  feet  in  length, 
15  feet  in  breadth,  and  total  depth  of  28  feet.  These 
are  so  designed  that  the  raw  sewage  flows  over  the 
longitudinal  section  of  the  tank  thus  giving  a  mini- 
mum velocity  and  maximum  sedimentation.  The  sludge 
compartment  or  lower  section  is  designed  to  hold  six 
months'  storage  of  sludge.  During  dry  weather, 
sludge  is  removed  to  a  drying  bed ;  after  a  few  days 
it  can  be  disposed  of  and  used  for  filling  any  low-lying 
section  of  land  in  any  locality  as  it  has  no  objection- 
able features.  The  period  of  retention  in  the  tanks 
for  normal  dry  weather  flow  is  two  hours. 

(b)  The  sprinkling  filters  consist  of  two  beds  each 
100  feet  in  length  by  25  feet  in  breadth  and  six  feet 
in  average  depth.   The  travelling  distributors  used  lor 
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Spraying  the  tank  effluent  over  the  surface  of  the 
filters  were  supplied  by  Adams'  Hydraulics,  York, 
Engi  1  liese  machines  operate  automatically  under 
a  3-foot  head  of  water. 

(c)  The  chlorine  house  <>r  disinfecting'  plant  con- 
sists of  a  brick  building  20  feet  by  12  feet,  together 
with  concrete  hoppers  and  head  tank  which  contain 
the  chlorine  solution. 

(d  i  Alter  the  sewage  effluent  has  been  sterilized, 
it  then  passes  to  a  final  settling  tank,  generally  term- 
id  a  humus  tank.    This  is  also  built  on  the  two- 


storey  principle.  The  whole  of  the  works  are  under 
cover  and  present  a  very  neat  appearance. 

The  effluent  is  conveyed  direct  to  the  lake  by  means 
of  a  24-inch  vitrified  pipe  line. 

The  contracts  were  let  in  October  of  last  year  for 
the  construction  of  the  above  works — the  laying  of 
sewers  and  water  mains  to  Mr.  R.  B.  Stewart,  of 
Whitby,  Out.,  and  the  sewage  treatment  plant  to 
Mr.  F.  F.  Fry,  of  Toronto.  All  vitrified  pipes  and 
specials  were  furnished  by  the  Ontario  Sewer  Pipe 
Company,  Limited. 


Some  Activated  Sludge  Problems 

 —   By  R   O.  Wynne-Roberts*  


THERE  can  now  be  no  doubt  in  the  minds  of 
engineers  and  sanitarians  generally  concern- 
ing the  possibility  and  adaptability  of  the 
activated  sludge  process  of  sewage  treatment. 
In  the  United  States  the  process  is  being  applied  to 
many  kinds  of  sewage  and  according  to  information 
obtained  by  the  Engineering  Record  and  quoted  in  the 
Contract  Record  of  August  9th,  the  waste  from  pack- 
ing houses  can  be  dealt  with  satisfactorily. 

Many  minds  are  at  work  evolving  solutions  for 
various  difficulties,  which  would  seem  to  indicate  that 
the  activation  of  sewage  on  a  practical  scale  is  not  as 
Minple  as  might  appear  on  paper.  Yet  what  new  pro- 
cess has  been  introduced  that  was  found  to  be  without 
initial  difficulties  to  surmount?  Sewage  treatment  has 
always  been  brimful  of  difficulties,  but  to-day,  thanks 
to  the  researches  of  scientists,  the  knowledge  that  cer- 
tain conditions  must  be  met  enables  engineers  to  se- 
cure a  greater  measure  of  success  than  has  hitherto 
been  possible. 

Installation  at  Worcester 

Owing  to  the  unprecedented  activity  in  Britain  to 
prosecute  the  stupendous  war,  it  is  not  to  be  expected 
that  much  development  in  sewage  treatment  can  take 
place  at  present.  The  Government  has  virtually  stop- 
ped all  new  municipal  works  which  are  not  urgently 
needed  in  connection  with  the  production  of  munitions. 
Nevertheless,  progress  is  made  with  the  activated 
sludge  process.  The  city  of  Worcester  has  adopted 
this  method  of  sewage  treatment  for  about  800,000 
Imperial  gallons  per  day.  The  existing  tanks  were  ad- 
apted at  small  cost  and  the  results  are  reported  to 
be  satisfactory.  The  process  has  been  applied  in  one 
of  two  sets  of  tanks  which  vary  in  depth  from  16  feet 
at  one  end,  to  17  feet  at  the  other.  No.  1  tank  is  80 
feet  long  and  8  feet  wide.  Nos.  2  and  3  tanks  con- 
sist of  two  channels  of  the  same  length  and  width  as 
above.  No.  1  tank  has  seven  baffle  walls  and  a  ridge 
and  furrow  bottom  fitted  with  diffusers,  and  as  the 
sewage  is  clarified  it  flows  over  a  weir  into  No.  2  tank 
and  afterwards  into  No.  3  tank,  which  has  no  diffusers 
in  the  last  30  feet  of  the  return  channel.  The  sewage 
is  circulated  up  one  channel  and  down  the  other  by  the 
arrangement  of  the  diffusers  and  baffles  causing  an  air 
lift  action.  The  effluent  from  No.  3  tank  flows  over  a 
weir  into  a  channel  and  is  then  conveyed  to  two  small 
inverted  conical  tanks  similar  to  the  well-known 
Dortmund  shaped  tanks.  The  sludge  settles  in  these 
tanks  and  is  raised  by  air  lifts  into  a  conduit  connected 
to  the  sewage  inlet,  where  it  is  effectively  mixed  with 
the  incoming  sewage  and  passes  again  into  the  aera- 

•  Consulting  Engineer,  Toronto. 


tion  tanks.  The  quantity  of  air  used  is  stated  to  be 
less  than  one  cubic  foot  per  cubic  foot  of  sewage  per 
hour,  which  produces  an  excellent  effluent  with  three 
hours'  aeration.  The  quantity  of  sewage  at  Worcester 
is  approximately  40  gallons  per  head  per  day.  Messrs. 
Jones  and  Attwood,  the  patentees  of  the  process,  guar- 
anteed that  the  effluent  should  not  contain  more  than 
40  p. p.m.  of  suspended  matter,  and  that  it  should  not  be 
capable  of  putrefaction.  These  conditions  are  reported 
to  be  complied  with.  It  is  interesting  to  note  that 
Messrs.  Jones  and  Attwood,  in  this  case,  agreed  to 
allow  payment  to  be  deferred  for  one  year  and  settle- 
ment to  be  subject  to  the  process  being  satisfactory.- 
That  is,  "no  cure,  no  pay."  The  quantity  of  air  used 
at  Milwaukee  during  the  months  of  June  to  November, 
1915,  inclusive,  averaged  2.25  cubic  feet  per  imperial 
gallon  with  an  aeration  period  of  about  3^  hours. 
At  Worcester  the  air  consumption  is  stated  to  be  0.50 
cubic  feet  per  imperial  gallon  with  an  aeration  period 
of  3  hours. 

Other  interesting  installations  in  England  are  at 
Stamford,  where  the  sewage  contains  waste  from  large 
breweries  and  a  slaughter  house ;  at  a  consumptive 
hospital  with  a  population  of  500  where  the  sewage 
contains  large  quantities  of  disinfectants ;  and  at  a  gov- 
ernment munition  factory  employing  about  2,000  per- 
sons. The  original  tank  at  Davyhulme,  Worchester, 
where  the  activated  sludge  process  was  first  evolved, 
is  being  remodelled.  The  sewage  at  this  place  con- 
tains a  large  proportion  of  inhibitive  chemical  trade 
wastes. 

The  process  at  Worcester,  Stamford  and  Davy- 
hulme is  continuous,  in  the  others  fill  and  draw,  and  the 
tanks  vary  from  3  to  17  feet  in  depth. 

The  Sheffield  Sewage  Disposal  Department,  under 
the  direction  of  Mr.  John  Haworth,  F.C.S.,  the  man- 
ager and  chemist,  has  carried  out  some  interesting  ex- 
periments. Sheffield  sewage  contains  large  volumes  of 
trade  wastes  containing  iron  and  other  metallic  salts, 
hydroxides  and  mineral  acids,  which  render  the  prob- 
lem of  treatment  a  difficult  one.  In  fact  the  inhib- 
itory action  of  these  wastes  has  once  destroyed  the 
efficiency  of  the  sludge  for  a  time.  It  is  therefore 
necessary  to  watch  for  the  intermittent  discharges  of 
acid  waste  and  to  neutralize  the  liquor  so  as  to  make 
it  amenable  to  purification  by  this  process.  Two  ex- 
perimental tanks  are  fitted  with  diffusers  and  the 
sludge  is  activated  by  the  usual  method  but  the  sew  ace 
is  previously  settled.  The  results  obtained  are  stated 
to  be  good. 

In  this  article  reference  will  be  made  to  two  prob- 
lems which  occupy  a  great  part  of  the  attention  and 
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consideration  of  experimenters  in  Britain  and  Am- 
erica, namely,  the  tank,  and  the  distribution  and  dif- 
fusion of  the  air  supply. 

Design  of  Tank 

The  plan  and  section  of  the  tank  depends  largely 
upon  local  conditions.  There  do  not  appear  to  be 
strong  reasons  for  building  tanks  of  any  particular 
shape.  The  primary  requirements  in  the  case  of  aer- 
ating tanks  are  that  there  shall  be  no  eddies  or  dead 
places  where  sludge  can  settle  and  decompose ;  that 
the  sewage  shall  be  uniformly  aerated  and  afterwards 
efficiently  "settled."  The  patentees  make  use  of  the 
expansion  of  the  volume  of  water  due  to  the  presence 
of  air,  to  promote  circulation  through  the  tanks. 
Others  provide  a  small  fall  between  the  inlet  and  out- 
let of  the  tanks.  Tanks  are  often  divided  into  chan- 
nels by  partitions  and  baffles  so  as  to  keep  the  air  and 
sewage  in  intimate  contact  for  as  long  a  period  as  is 
practicable.  It  will  have  been  observed  in  the  des- 
cription of  the  Armour  experimental  tank  at  Chicago, 
that  the  partitions  are  horizontal  and  cause  the  flow 
of  Sewage  to  take  a  zig-zag  course.  At  Worcester  and 
Milwaukee  the  partitions  are  vertical,  the  latter  tak- 
ing roughly  the  form  of  a  broken  horizontal  letter  U 
placed  in  an  enclosing  circle,  but  in  the  former  the 
partitions  divide  the  rectangular  tanks  into  go  and 
return  channels.  At  Baltimore  a  large  two-storey  tank 
has  been  adapted  and  the  flow  made  to  take  the  re- 
verse direction  to  that  which  it  would  ordinarily  have 
done.  The  air-lift  action  is  utilized  to  cause  the  sew- 
age to  overflow  through  the  top  central  opening  of  the 
detritus  chamber,  the  sludge  settles  in  the  sedimenta- 
tion section  and  returns  by  gravity  to  the  detritus 
chamber,  while  the  clarified  effluent  passes  out  at  the 
perimeter  into  outside  channels. 

The  question  of  depth  of  the  tank  is  governed  by  a 
consideration  of  local  conditions,  cost,  extra  power 
to  force  the  air,  and  so  on.  On  the  other  hand,  the 
deeper  the  tank  the  smaller  is  the  initial  bubble  of 
air ;  the  contact  between  the  air  and  the  sewage  is  in- 
creased, and  the  absorption  of  the  oxygen  is  greater. 
Tanks,  however,  are  now  in  operation  where  the  depths 
range  from  3  feet  to  about  30  feet,  so  that  the  best 
and  -most  economical  vertical  dimension  has  not  yet 
been  standardized.  Air  blowers  are  efficient  up  to  a 
total  maximum  pressure  of  about  10  pounds,  rotary 
air  compressors  and  multi-stage  blowers  will  furnish 
air  up  to  about  20  pounds  pressure.  A  positive  blower 
requires  about  5  h.p.  at  the  shaft  for  every  1,000  cubic 
feet  of  free  air  at  1  lb.  pressure.  The  heat  due  to  com- 
pression by  blowers  is  small.  Mr.  Harding  expresses 
the  opinion  that  when  the  depth  of  sewage  is  20  to 
25  feet  an  ordinary  reciprocating  air-compressor  is 
necessary. 

The  bottoms  of  the  tanks  are  constructed  in  differ- 
ent ways.  The  ridge  .and  furrow  section,  with  dif- 
fusers  fixed  in  the  furrows,  has  been  adopted  in  many 
places,  while  at  Armour's  experimental  plant  a  saw- 
tooth bottom  was  abandoned  as  unnecessary.  The 
aerator  tank  at  Brooklyn,  N.  Y.,  has  a  flat  bottom. 
One  of  the  Sheffield  experimental  tanks  has  a  semi- 
circular bottom  for  reasons  which  will  be  given  later 
on.  The  object  aimed  at  in  all  cases  is  to  secure  the 
maximum  mixing  and  aerating  effects  of  the  air. 

Distribution  of  Air 

The  distribution  of  the  air  and  its  diffusion  have 
afforded  the  designers  of  tanks  and  distributors  a 
scope  for  ingenuity.  The  perforated  pipe  distributor 
lias  been  tried  in  a  number  of  installations  and  has 


been  found  to  do  good  work,  so  long  as  the  apertures 
are  clean,  but  when  the  air  is  shut  off  the  sludge  en- 
ters the  orifices  and  gradually  chokes  them.  At  Brook- 
lyn, N.  Y.,  Mr.  Hammond  placed  the  perforated  pipe 
distributors  on  a  bed  of  broken  stone  and  covered  the 
pipes  with  another  bed  and  this  has  been  found  to 
answer  for  2y2  years  without  cleaning,  with  a  sewage 
depth  of  22  feet.  At  Baltimore  the  pipes  are  hinged, 
like  the  ribs  of  an  umbrella,  and  when  necessary  can 
be  hoisted  out  of  the  tank  and  cleaned  or  repaired. 
At  Sheffield  Mr.  Haworth  placed  perforated  pipes  be- 
neath about  two  feet  of  clean  clinker  broken  to  ^4 
gauge,  and  this  has  been  in  operation  for  over  nine 
months,  giving  good  results. 

Mr.  Haworth  also  adopted  another  method.  A 
central  cylinder  is  placed  vertically  in  a  tank,  and  a 
shaft  having  propeller  blades  or  Archimedean  screw  at- 
tached thereto  is  inserted.  The  top  of  the  cylinder  is 
below  the  top-water  level  and  the  other  end  a  short 
distance  above  the  semi-circular  floor  of  the  tank. 
Some  of  the  propeller  blades  operate  within  the  cyl- 
inder and  the  others  are  below  it  and  near  the  tank 
floor.  A  small  air  pipe  is  inserted  at  the  top  edge 
of  the  cylinder  with  the  inlet  standing  above  the  water 
level.  When  the  propellers  are  worked  at  about  15 
revolutions  per  minute  the  sewage  is  driven  down- 
wards, and  air  is  sucked  in  through  the  small  pipes. 
The  mixture  of  sewage  and  air  is  deflected  upwards 
by  the  semi-circular  floor  and  it  rises  in  the  annular 
space  between  the  tank  walls  and  the  central  cylin- 
der, only  to  be  again  drawn  in  and  circulated  by  the 
propellers.  The  aeration  is  continuous  and  the  agita- 
tion is  good. 

Diffusers 

The  use  of  porous  plates  or  disc  diffusers  has  been 
referred  to  so  frequently  in  these  columns  that  the  ad- 
vantages claimed  for  it  are  doubtless  well  known.  The 
symposium  of  opinion  expressed  by  several  American 
experimenters  on  the  use  of  diffusers  and  pipe  dis- 
tributors and  published  in  the  Engineering  News  of 
July  20th,  1916,  is  most  interesting.  The  vapour  of 
oil  from  certain  air-blowers  gradually  clogs  the  under 
surfaces  of  diffuser  places,  but  where  there  is  no  oil 
vapour  this  trouble  is  not  experienced.  Dust  must  be 
eliminated  from  the  incoming  air  or  it  will  collect  on 
the  plates.  This  can  be  done  by  the  use  of  filters  or 
cheese  cloth.  The  use  of  washers  tends  to  humidify 
the  air  and  this  increases  the  resistance  of  the  diffusers. 
On  the  other  hand,  hair  and  heavy  particles  of  sludge 
tend  to  choke  the  upper  surfaces  of  the  plates  and 
this  interferes  with  the  uniform  distribution  of  the  air, 
which  is  essential  for  efficiency  of  treatment.  Mr. 
George  T.  Hammond,  of  Brooklyn,  N.  Y.,  expresses 
his_  opinion  that  "the  ideal  diffuser  should  give  an 
easily  controlled  flow  and  volume  of  air,  equally  dif- 
fused to  all  portions  of  the  tank,  with  the  bubble  of  the 
'critical'  size  formed  at  the  point  of  entrance.  It 
should  not  tend  to  become  clogged,  or  at  least  should 
not  tend  to  unequal  clogging.  It  should  be  readily 
cleaned  in  place  without  emptying  the  tank,  or  should 
be  easily  removable  for  replacement  and  for  cleaning 
in  case  of  clogging.  It  should  show  the  minimum 
deterioration  in  service,  and  its  cost  should  be  rea- 
sonable." 

The  measurement  of  air  can  be  done  by  installing 
a  Venturi  meter,  an  air  meter,  or  an  orifice  and  differ- 
ential monometer.  Mr.  Langdon  Pearse,  of  Chicago, 
employed  a  steel  storage  tank  5  feet  high  and  5  feet 
in  diameter  to  reduce  the  pulsating  effect  due  to  the 
reciprocating  motion  of  the  air  compressor.  The 
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writer  installed  an  old  steel  gasoline  barrel  for  the 
same  purpose  and  found  it  to  act  efficiently. 

The  control  of  the  air  pressure  and  supply  when 
existing  tanks  are  utilized  for  the  activation  of  sludge 
is  a  subject  of  importance,  because  of  the  difference  in 
level  of  the  tank  tloors.  Even  when  they  are  level  it 
is  necessary  to  control  the  air  supply  so  as  to  ob- 
tain uniformity  of  aeration  and  agitation. 

Lessons  for  Canada 

In  conclusion  it  may  well  be  stated  that  sanitari- 
ans in  Canada  appreciate  the  value  of  the  work  done 
in  the  development  of  sewage  treatment  in  other  coun- 
tries. Science  is  international  and  cannot  be  limited 
to  or  monopolized  by  anv  country.  The  close  study 
made  of  this  important  subject  by  scientists  outside  the 
Dominion  warrants  a  keen  observation  on  our  part 
so  as  to  secure  what  information  and  knowledge  is 
available  by  the  research  work  of  those  who  devote 
their  talents  and  time  in  the  evolution  of  the  process. 
Yet  Canadian  engineers,  chemists  and  others  should 
be  given  an  opportunitv  of  showing  what  can  be  done 
at  home  to  promote  the  development  of  what  is  of 
great  importance  to  Canadian  cities  and  towns.  Ac- 
cording to  the  report,  issued  by  the  Commission  of 
Conservation  there  are  180  municipalities  in  Canada 
discharging  raw  sewage  into  the  inland  waterways. 
The  municipalities  are  urged  by  the  provincial  gov- 
ernments to  remedy  this  evil,  but  at  present  very  lit- 
tle is  done  to  show  them  what  can  be  done  to  improve 
the  condition  at  the  minimum  of  cost  and  maximum 
of  efficiency.  The  premier  cities  and  the  governments 
should  lead  bv  having  model  installations,  and  have 
careful  investigations  made  at  home  to  study  our  own 
problems  and  how  best  to  solve  them.  A  perambulation 
of  other  sewage  work  does  not  always  solve  our  diffi- 
culty. The  activated  sludge  process  is  certainly  be- 
yond the  initial  experimental  stage  of  development,  but 
there  is  nevertheless  most  valuable  information  to  be 
secured  by  personally  observing  the  process  from  day 
to  day. 


Haileybury  Waterworks  Plant 

  By  Thomas  Lemon*   

The  town  of  Haileybury  is  situated  on  the  west 
shore  of  Lake  Temiskaming,  from  which  it  receives 
its  water  supply.  When  the  waterworks  system  was 
first  installed,  samples  of  the  lake  water  were  analyzed 
and  reported  good. 

Later  on.  however,  the  water  showed  contamina- 
tion, and  it  became  necessary  to  install  a  chlorinating 
system  which  seemed  to  relieve  the  trouble.  Later, 
however,  it  became  advisable  to  install  a  nitration 
plant. 

The  filter  system  now  in  use  was  installed  in  the 
winter  of  1912-1913,  and  was  erected  and  built  by  the 
Bell  Filtration  Company,  of  Raventhorpe,  England. 

These  filters  are  situated  about  100  feet  from  the 
pumping  station.  The  water  is  pumped  direct  into 
filters  from  electric-driven  centrifugal  pumps  of  750 
gallons  per  minute.  Pumps  are  duplicated.  The  water 
from  the  pump  passes  through  a  Venturi  tube.  At  en- 
trance to  filters  are  erected  tvyo  plunger  style  pumps, 
driven  bv  water  turbines.  The  water  passing  into  the 
filters  operates  these  pumps,  which  are  used  to  dis- 
charge the  chemical  into  the  water  for  purification 
purposes.     The   chemical  is  dissolved  i,n  sheet  iron 

'  Waterworks  Superintendent.  Haileybury. 


tanks  of  500  gallons  capacity.  There  are  two  of  these 
tanks,  which  arc  used  alternately.  The  chemical  flowS 
from  these  tanks  to  an  equalizing  tank,  which  is  con- 
trolled by  a  valve  and  float.  This  tank  supplies  the 
receptacle,  from  which  the  pumps  discharge  it  into  the 
unfiltcred  water. 

Attached  to  the  Venturi  tube  is  a  chamber  for  feed- 
ing rock  lime.  The  lime  is  first  stacked  and  then 
mixed  into  a  liquid,  which  is  poured  into  lime  cham- 
ber at  top  through  a  hinged  cover.  The  water  passes 
into  lime  chamber  at  the  bottom,  and  the  lime  is  car- 
ried into  the  unfiltered  water  by  means  of  a  down  pipe 
from  the  top  of  lime  chamber.  The  quantity  of  lime 
water  being  fed  is  registered  by  means  of  a  manometer, 
which  is  operated  from  a  small  Venturi  tube  in  the 
down  pipe.  After  the  water  has  been  treated  with 
these  chemicals  it  passes  into  the  filter  tanks,  of  which 
there  are  five,  8  feet  in  diameter  by  6  feet  in  depth. 
These  are  filled  to  about  three-fourths  their  capacity 
with  sand.  At  the  bottom  of  the  sand  are  a  number 
of  strainers,  which  cover  the  bottom  of  the  tank.  These 
strainers  are  8  inches  in  depth  and  are  6  inches  in 
diameter  on  top  and  taper  to  1  inch  at  bottom,  which 
are  screwed  into  cast  iron  branches  that  lead  to  the 
main  outlet  of  filter  tank.  These  strainers  are  filled 
with  small  white  quartz  stones.  The  water,  in  pass- 
ing through  the  sand  and  strainers,  is  relieved  of  all 
impurities  and  color. 

The  sand  and  strainers  are  washed  every  day.  This 
is  accomplished  by  reversing  the  water,  shutting  off 
the  unfiltered  water  from  entering  the  filter,  and  allow- 
ing the  filtered  water  to  pass  up  through  the  strainers 
and  sand.  Each  filter  tank  is  washed  separately.  The 
sand  is  moved  by  agitators  inside  the  tanks  operated 
from  a  line  shaft  running  the  full  length  of  the  plant 
on  top  of  the  filter  tanks  and  attached  to  each  agitator 
by  a  crown  gear  and  pinion.  By  this  operation  every 
part  of  the  sand  is  moved  during  the  washing  process. 

After  the  water  leaves  the  filters  it  goes  into  the 
water  mains,  and  the  surplus  water  into  the  reservoir, 
which  is  concrete,  of  215,000  gallons  capacity.  . 

The  cost  of  labor  and  chemical,  under  ordinary 
conditions  in  operation  of  filtration  plant,  amounts  to 
$2.00  per  day. 

There  has  been  every  satisfaction  with  the  plant 
since  it  has  been  in  operation. 


A  Very  Complete  Catalogue 

The  Canadian  Brass  Company,  Limited,  of  Gait, 
Out.,  have  just  issued  a  new  catalogue  covering  brass 
goods  for  plumbers,  gas  companies  and  waterworks. 
The  catalogue  consists  of  about  150  pages  containing 
close  to  300  half-tone  illustrations  of  the  products  made 
by  this  company.  The  catalogue  is  known  as  catalogue 
"C"  and  "E,"  the  "C"  section  representing  the  products 
sold  to  waterworks  companies,  and  the  "E"  section  re- 
presenting the  lines  made  and  sold  to  plumbers  and  gas 
companies  throughout  the  Dominion.  The  waterworks 
section  is  very  complete.  It  shows  a  line  of  sundries, 
such  as  melting  pots,  lead  joint  runners,  etc.,  as  used 
by  the  corporation  ;  also  a  complete  line  of  corporation 
brass  goods.  The  Canadian  Brass  Company,  Limited, 
have  a  splendid  reputation  throughout  this  country  for 
turning  out  brass  goods  of  the  highest  quality.  The 
company  have  made  excellent  progress.  This  is  not 
surprising  in  view  of  the  fact  that  the  members  of  the 
company  are  successful  business  men.  The  president 
is  Mr.  Geo.  A.  Dobbie,  the  vice-president,  Mr.  F.  Stew- 
art Scott,  M.P.;  and  the  secretary  and  general  manager, 
Mr.  Geo.  E,  Fisher. 
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Typical  Sewer  Work  in  Toronto 

Trunk  Lines  of  Special  Interest — Brick  favored  for  the  most 
part — Storm  Sewers  of  Concrete  with  Brick  Lined  Invert 


THIS  article  describes  briefly  a  few  of  the  char- 
acteristic features  of  the  sewerage  system  of 
a  large  city.  In  the  main  the  description  ap- 
plies to  the  city  of  Toronto. 
The  city  of  Toronto  has  a  total  of  480  miles  of  sew- 
ers of  all  kinds.  Of  this  amount,  the  larger  portion, 
433  miles,  are  small  sewers  of  a  local  nature,  including 
house  installations  and  adjuncts.  The  remaining  47 
miles  consist  of  sewers  of  a  larger  type,  for  sanitary 
and  storm  purposes,  varying  in  size  from  2  feet  in 
diameter  to  9J/2  feet  in  diameter. 

A  passing  word  is  sufficient  to  indicate  the  nature 
of  Toronto's  local  or  purely  domestic  sewers.  Sewers 
under  24  inches  in  diameter  are  employed  for  carrying 
house  sewage  and  for  installations  of  an  entirely  local 
variety.  All  sewers  of  this  type  are  constructed  of 
standard  tile  pipe.  The  reasons  for  making  use  of  tile 
for  smaller  sewers  are  fairly  obvious — cheapness,  ef- 
fectiveness for  the  purpose,  and  ease  of  handling  and 
setting,  with  opportunity  for  easily  replacing  or  en- 
larging. At  the  present  time,  no  sewers  are  laid  which 
are  less  than  12  inches  in  diameter.  Pipes  as  small  as 
9  inches  were  installed  a  few  years  ago,  but  the  small- 
ness  involved  disadvantages  that  have  favored  the 
substitution  of  larger  sizes.    It  was  found  that  9-in. 


Fig.  1  — A  portion  of  the  Keele  St.  sewer  during  construction  —  Carried 
on  trestle  work,  since  filled  in. 

pipes  were  extremely  easily  clogged  and  went  into 
disrepair  very  readily  due  to  indiscriminate  choking 
"f  street  inlets  and  manholes.  A  12-in.  minimum  size 
avoids  these  drawbacks  to  a  much  larger  extent  and 
at  the  same  time  allows  the  pipe  to  be  flushed  and  in- 
spected quite  easily.  A  point  worthy  of  note  is  that 
all  sewers  in  Toronto  above  12  inches  in  diameter  are 
coated  with  a  3-inch  covering  of  concrete,  enveloping 
the  entire  pipe,  not  merely  its  top.  To  ensure  con- 
tractors making  excavations  of  sufficient  width  to 
accommodate  this  extra  size,  a  wooden  collar  project- 
ing three  feet  all  around  is  fitted  over  all  pipes  to  be 
thus  coated. 

Metallic  Pipes 

A  word  or  two  is  sufficient  to  indicate  the  extent 
of  the  use  of  metallic  pipe  in  sewer  installations  in 


Toronto.  Pipes  of  this  kind  are  not  extensively  em- 
ployed. Their  use  is  practically  limited  to  locations 
on  heavy  grades,  or  when  suspended  on  bridges,  or 
when  they  act  as  syphons.  Cast  iron  is  in  general  the 
material  used,  although  steel  plate  has  been  employed 
in  one  or  two  instances.    Careful  coating  of  the  metal 


Fig.  2— Section  of  Keele  St.  sewer,  showing  small  sanitary  sewer  beneath 
main  sewer  pipe. 


is  necessary  to  avoid  corrosion  or  chemical  action. 

Factory  moulded  concrete  pipes  are  used  in  a  few 
Toronto  installations  of  medium  and  small  capacities. 
The  cheapness  is  the  chief  advantage  and  their  pur- 
pose is  almost  exclusively  limited  to  storm  water 
work,  since  concrete  is  unable  to  withstand  the  cor- 
roding effects  of  sanitary  sewage. 

The  above  describes  in  a  more  or  less  general 
manner  the  materials  forming  the  smaller  sewers  of 
Toronto;  that  is,  those  of  a  local  or  domestic  nature. 
The  larger  sewers,  in  which  class  are  considered  all 
those  over  2  feet  in  diameter,  are  almost  invariablv 
of  brick  or  concrete.  The  larger  sewers  fall  into  two 
classes  according  to  the  purpose  for  which  they  are 
intended — sanitary  sewers  carry  the  debris  and  effluent 
that  compose  the  city's  sewage ;  storm  sewers  are  in- 
tended to  provide  for  the  carrying  of  storm  water. 
There  are  a  few  combination  sewers  which,  until 
sewage  and  storm  water  are  separated,  are  called  upon 
to  act  as  both  storm  and  sanitary  sewers. 

In  general,  sanitary  sewers  are  built  of  brick,  while 
for  storm  sewers,  concrete  construction  is  considered 
as  efficient  as  any  other  and  cheaper.  Concrete  is  af- 
fected to  a  considerable  extent  by  the  action  of  the 
gases  and  liquids  present  in  sewage,  so  that  as  a 
material  for  sanitary  sewers,  it  is  not  recommended. 
Brick,  on  the  other  hand,  is  capable  of  withstanding 
the  effects  of  deteriorating  gases,  and  on  this  account 
is  suited  for  sewers  that  carry  sewage.  The  cheapness 
of  concrete  is  an  important  factor. 

No  brick  sewers  arc  built  in  Toronto  with  less  than 
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two  rings  of  brick.  The  number  of  rings  is  increased 
with  the  size  of  the  pipe  and  also  with  an  increase  in 
the  soil  load  on  t he  sewer.  For  example,  if  for  a  given 
Sewer,  al  -'5  feet  depth,  two  rings  are  used,  then  at 
35  feet  below  ground  surface,  three  rings  will,  he  em- 
ployed. In  the  larger  concrete  pipes  the  inverts  are 
Usually  lined  with  brick.    This  increases  the  wearing 


Fig.  3 -Garrison  Creek  Sewer,  showing  weir.  Main  storm  sewer  in  fore- 
ground.   View  looking  North. 

qualities  on  the  important  parts  and  prevents  erosion 
fri  >m  the  sediment  and  silt  that  are  invariably  carried 
down  with  storm  water. 

Segment  Block  Sewers 

Sanitary  sewers  built  of  segmental  tile  blocks  have 
been  installed  in  a  few  instances  for  sanitary  pur- 
poses, but  they  are  as  yet  in  a  more  or  less  experi- 
mental stage.  In  open  cut  work  where  the  blocks 
may  be  lowered  into  place,  sewers  of  this  nature 
are  admirable,  but  in  tunnel  excavations,  where  the 
segments  at  the  top  have  to  be  lifted  and  set  by  hand. 


Fig.  4— Same  as  Fig.  3,  looking  South. 


their  weight  constitutes  a  drawback.  It  has  been  found 
that  sewers  of  this  design  have  a  larger  capacity  than 
other  pipes  of  a  similar  size,  since  the  velocity  is  in- 
creased on  account  of  the  extreme  smoothness  of  the 
inner  surface.  Examination  of  block  sewers  that  have 
been  in  use  shows  a  glassiness  of  the  interior  not 
found  in  sewers  of  brick  or  other  material.  As  regards 
life  and  durability,  the  introduction  of  segment  blocks 


is  so  recent  that  accurate  and  definite  information  in 
this  connection  is  lacking. 

The  nature  of  the  sub-soil  in  which  a  sewer  is  to 
be  laid  governs  very  often  the  nature  of  the  material 
to  be  employed,  outside  of  the  above  considerations. 
If  the  undergrade  is  of  a  flowing  or  semi-liquid  con- 
sistency, a  quick  setting  material  must  be  used.  An 
example  of  this  was  the  Argyll  Street  sewer,  Toronto, 
where  the  ground  was  a  plastic  clay  of  such  a  nature 
that  it  flowed  in  all  around  the  sewer.  This  made 
necessary  a  pipe  that  took  its  shape  readily  and  quick- 
ly. Brick  was  employed  in  this  instance.  Concrete  in 
such  a  case,  on  account  of  requiring  a  considerable 
time  to  set,  might  have  crushed  under  the  flow  of  soil. 

Trunk  sewers  in  Toronto  are  usually  constructed 
with  a  circular  cross-section.  Egg-shaped  pipes  are 
sometimes  used  in  sizes  ranging  up  to  4  ft  by  6  ft. 
Concrete  storm  sewers  are  frequently  culvert-shaped, 
although  circular  ones  are  also  made.  As  before 
stated,  the  invert  of  these  pipes  is  usually  lined  with 
one  ring  of  brick. 

Life  of  Sewers 

The  life  of  the  various  types  of  pipe  is  a  matter  of 
more  or  less  indeterminate  knowledge.  Brick  sewers 
are  generally  conceded  to  possess  the  best  lasting  qual- 
ities. A  life  of  thirty  years  is  usually  assumed,  al- 
though with  good  construction,  this  will  be  indefinitely 
prolonged.  The  life  of  concrete  is  even  more  an  un- 
known quantity,  since  its  introduction  is  so  recent  that 
there  is  no  basis  of  fact  in  this  regard.  As  to  segment 
block,  the  most  recent  development  in  sewer  work,  no 
definite  information  can,  from  experience,  be  given 
concerning  the  life  qualities. 

The  nature  of  the  soil  imposes  local  difficulties  of 
construction  that  require  special  means  of  overcom- 


Fig-  5— Needle  beam  construction  of  sheeting. 

ing.  In  quicksand  or  soft,  flowing  soil,  compressed 
air  is  the  accepted  method  by  which  excavation  and 
pipe  setting  is  accomplished.  In  Toronto,  the  sec- 
tions between  shafts  are  from  65  to  70  feet  long  with 
air  locks  at  the  ends  about  10  or  12  feet  in  length.  In 
soft  bottom  a  trough  or  open  box  of  timber  is  set  to 
grade  on  the  soil  and  the  bottom  covered  with  a  layer 
of  concrete  levelled  to  grade.  The  pipe  is  set  on  top 
and  the  space  all  around  filled  in  with  concrete.  If 
the  bottom  is  too  soft  to  sustain  this  treatment,  stake 
piles  are  driven  every  few  feet  with  sills  placed  on 
top,  the  trough  being  then  rested  on  these  sills. 

In  running  sand,  a  special  canvas  covering  is  used 
by  Toronto  engineers  to  enclose  the  joints  in  this 


August  16,  1916 


THE    CONTRACT  RECORD 


809 


pipe,  to  keep  out  the  sand.  The  cloth  is  attached  to 
one  pipe  before  laying,  by  tightening  a  wire  passed 
through  a  hem  on  one  edge  of  the  material.  After 
making  the  joint  the  other  edge  is  tightened  by  twist- 
ing a  similar  wire  in  the  opposite  hem. 

Keele  Street  Sewer 

The  accompanying  illustrations  show  typical  ex- 
amples of  Toronto's  sewer  installations  under  con- 
struction. Fig.  1  is  a  view  taken  during  the  building 
of  the  Keele  Street  sewer,  which  forms  one  section  of 
the  Toronto  system.  A  cross-sectional  diagram  is 
shown  in  Fig.  2.  The  major  portion  of  the  sanitary 
sewer  is  of  brick  with  a  small  section  of  hollow  tile 
segment  blocks  installed,  as  an  experiment.  '  The  main 
part  of  the  system,  carrying  both  sanitary  sewage  and 


Fig.  6— Egg  shaped  brick  sewer.   Concrete  storm  sewer  to  left  with  separa- 
ting weir. 

rain  overflow,  is  of  brick,  circular  in  section,  9  feet  in 
diameter,  four  rings  thick.  This  pipe  is  the  only  one 
ordinarily  in  use  where  only  sewage  or  light  storm 
water  is  carried.  In  heavy  storms,  where  the  over- 
flow taxes  the  capacity  of  this  sewer,  separation  of 
sanitary  sewage  and  rain  water  is  effected  by  means  of 
a  weir,  the  sewage  continuing  through  the  sanitary 
sewers  in  (he  disposal  works,  while  the  water  which 
passes  over  the  weir  is  directed  to  a  large  concrete 
stand-by  or  storage  tank  from  which  it  is  carried  to 
the  lake  by  a  concrete  storm  sewer.  Floating  arms  in 
the  stand-by  tank  hold  back  any  scum  or  solid  debris 
as  the  water  level  drops,  and,  after  a  storm  is  over, 
manholes  in  the  interior  are  opened,  allowing  this  ma- 
terial to  flow  into  an  18-in.  vitrified  pipe  sewer  built 
below  the  main  pipe,  Fig.  2,  to  the  disposal  works. 
This  sewer  is  at  some  places  carried  on  a  trestle  and 
at  others  is  as  much  as  75  feet  below  ground  level, 
compressed  air  being  required  in  the  deep  excavations, 
owing  to  the  soft  nature  of  the  subgrade. 

Garrison  Creek  System 

Another  typical  installation  of  a  larger  sewer  is  the 
Garrison  Creek  system,  having  a  total  length  of  about 


8,500  fee,t,  illustrated  in  Figs.  3  and  4.  This  sewer 
at  its  upper  end  is  also  a  combination  storm  and  san- 
itary sewer,  of  brick  construction.  Separation  is  also 
carried  out  by  means  of  weirs,  and  the  storm  water 
is  carried  away  by  an  overflow  sewer  constructed  of 
concrete.  The  greater  part  of  this  overflow  sewer  is 
culvert-shaped  with  a  brick-lined  invert.  The  discharge 
takes  place  into  the  lake: 

in  Fig.  5  a  method  of  sheeting  is  illustrated.  This 
particular  method  is  called  the  "needle-beam"  system 
and  involves  a  central  beam  bearing  radiating  spokes 
which  support  the  sheeting. 


Water  System  of  Red  Deer,  Alta. 

 By  A.  T.  Stephenson*  

The  water  of  the  Red  Deer  River  is  used  for  city 
purposes,  and  the  method  of  treatment  is  unique.  The 
water  is  taken  from  the  centre  of  the  river  by  means 
of  an_  18-inch  gravity  pipe,  which  conducts  it  into  two 
circular  wells  with  a  diameter  of  16  feet  and  a  depth 
of  25  feet  each.  These  wells  are  situated  close  to  the 
river  bank.  Tnside  of  each  well  is  a  circular  screen, 
two  feet  thick,  and  with  an  outside  diameter  of  12 
feet.  This  leaves  a  space  of  two  feet  between  the 
screen  and  the  concrete  wall  of  the  well,  and  the  water 
from  the  river  is  conveyed  into  this  outer  chamber. 
The  water  then  passes  through  the  screen  of  gravel, 
sand,  and  charcoal,  which  is  held  in  place  by  a  T4-inch 
steel  wire  mesh  on  each  side  of  the  screen,  into  the 
middle  chamber,  from  whence  it  is  pumped  into  the 
mains  for  distribution.  The  gravity  pipe  forms  a  Y 
just  before  it  reaches  the  wells,  one  branch  entering 
each  well,  and  in  each  branch  valves  arc  installed,  so 
that  the  water  can  be  shut  off  each  well  to  enable  the 
screens  to  be  cleaned  from  time  to  time.  By  means  of 
a  float  valve  a  direct  opening  can  be  obtained  direct 
from  the  river  to  the  inner  chamber,  so  that  an  ample 
supply  can  be  obtained  in  case  of  serious  fire  or  other 
emergency  without  using  the  screen.  From  the  pump- 
ing plant  duplicate  mains  are  laid  to  the  main  point 
of  distribution,  so  that  either  or  both  may  be  used  if 
required. 

This  system  results  in  considerable  silt  being  taken 
from  the  water  and  all  rough  rubbish  such  as  in  the 
river  every  year  in  flood  time,  but  considerable  silt  is 
left  in  the  water  which  is  pumped  through  the  mains. 
This  can  only  be  remedied  by  the  use  of  mechanical 
filters  or  settling  basins  of  large  capacity,  and  Red 
Deer  is  hardly  large  enough  to  go  in  for  such  an  ex- 
pensive system  at  present. 

The  city  has  an  agreement  with  the  Western  Gen- 
eral Electric  Companv,  Ltd.,  which  owns  the  electric 
light  plant,  for  operation  of  the  system.  The  citv  pays 
the  companv  $50.00  per  hydrant  per  year  and  60  per 
cent,  of  the  gross  water  rates  collected.  The  city  col- 
lects the  rates  and  turns  over  to  the  companv  its  share 
of  the  revenues  each  quarter.  This,  so  far,  has  worked 
out  to  the  advantage  of  both  the  city  and  the  com- 
pany. 

The  pumps — duplicate  ones,  made  bv  Snow  Com- 
panv, of  Buffalo,  of  1.000,000  gallons  daily  capacity 
each — are  installed  in  the  power-house  of  the  com- 
pany, and  the  distribution  system  is  about  seven  miles, 
mostly  cast  iron  pipe.  There  are  305  consumers  at 
present. 

A  septic  tank  and  filtration  system  are  at  present 
under  construction. 


"  Utilities  Commissioner,  Red  Deer. 
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\\  ater    Supply    of   Saskatoon,  Sask. 

Sedimentation  Supplemented  by  Roberts  Filters — Electrically  Operated  Pumps 
Racked  by  Steam  Reserve— Consumption  45.6  Gals.  Per  Capita  Per  Day 

 "   By  G.  D.  Archibald*   


THE  citj  of  Saskatoon  derives  its  water  supply 
from  the  west  side  of  the  South  Saskatchewan 
River,  at  a  point  approximately  one  mile  above 
the  Canadian  Northern  Railway  bridge,  and 
about  the  same  distance  above  the  outlet  of  the  near- 
i  st  sanitai  y  sewer.  The  w  ater  is  conveyed  to  an  intake 
well  In  gravity  through  a  36-inch  C.I.  pipe,  the  inlet 
of  which  is  located  about  100  feet  from  the  shore  line, 
ill  about  K)  feet  of  water  when  constructed,  the  eleva- 
tion of  the  invert  being  1,522.5,  while  the  low  water 
elevation  is  1,531. 

The  intake  well  is  octagon  in  shape,  constructed  of 
rein  forced  concrete,  and  located  on  the  top  of  the 
ri\er  bank  the  elevation  of  the  bottom  being  1,517  and 
the  top  1,564.  The  well  is  20  feet  smallest  diameter. 
A  cast  iron  penstock  has  been  constructed  over  the  in- 
take at  the  w  ell,  this  being  operated  by  a  capstan  from 
the  top-.  An  electric  hoist,  with  a  one-third  cubic  yard 
capacity  clam  shell  bucket  attached,  which  is  used  for 
the  removal  of  sand,  is  fixed  on  top  of  the  well. 

The  raw  water  pump  well  is  located  about  175  feet 
west  of  the  intake  well.  The  elevation  of  the  floor  in 
this  well  is  1,542.2,  putnps  being  set  up  on  pedestals 
about  three  feet  higher.  It  is  22  feet  8  inches  square 
inside,  constructed  of  concrete  up  to  elevation  1,565 
i  which  is  the  approximate  ground  level),  and  housed 
in  with  brick  walls;  steel  trusses  carry  the  roof.  Foun- 
dations are  placed  in  this  well  for  four  centrifugal 
pumps  .and  suctions  are  laid  in  the  tunnel  between  the 
intake  well  and  the  raw  water  well  for  these  pumps. 
At  the  present  time,  however,  only  two  are  installed. 


Motor-driven  domestic  pumps,  Saskatoon 


which  have  a  capacity  of  two  million  gallons  per  day 
each,  against  a  head  of  40  feet.  These  pumps  are  De- 
Laval  centrifugals,  direct  connected  to  25  h.p.  motors, 
running  at  a  speed  of  1,760  r.p.m.  The  additional  in- 
stallation provided  for  is  two  centrifugal  pumps,  with 
a  capacity  of  4,000,000  gallons  per  day  each,  against  a 
lif  ad  of  40  feet. 

"City  Engineer.  Saskatoon. 


During  t lie  period  the  river  is  free  from  ice  the  raw 
water  is  pumped  to  a  sedimentation  basin,  located  a 
short  distance  north  of  the  pump  well.  The  size  of 
the  basin  is  335  feet  long  and  105  feet  wide,  greatest 
length  and  width,  with  a  maximum  depth  of  10  feet, 
the  elevation  of  the  water  being  1,566.25.  The  basin 
is  constructed  of  timber,  backed  by  earth,  and  has  a 
capacity  of  about  one  and  a  half  million  gallons.  It  is 
divided  in  two  parts  by  a  concrete  wall.  The  water 
enters  the  basin  at  the  north  end,  through  two  16- 


Pumping  station  and  filtration  plant,  Saskatoon. 

inch  outlets  ,and  flows  southerly  towards  the  filtration 
plant.  As  it  passes  through  the  division  wall  a  coagu- 
lant of  sulphate  of  alumina  is  added  to  aid  the  preci- 
pitation of  the  silt.  This  chemical  is  added  in  propor- 
tion to  the  amount  of  silt  the  water  is  carrying  and 
quantity  passing  through.  After  leaving  the  sedi- 
mentation basin  the  water  flows  by  gravity  through  a 
30-inch  C.I.  pipe  to  the  filtration  plant,  a  distance  of 
about  50  feet.  When  the  ice  covers  the  river  the  raw 
water  is  pumped  direct  to  the  filters,  as  no  sedimen- 
tation is  required. 

The  filter  plant  has  been  constructed  on  the  design 
of  the  Roberts  Filter  Company,  of  Philadelphia  and 
consists  of  six  sand  filters,  controlled  hy  hydraulic 
valves,  with  a  clear  water  well  located  directly  under- 
neath, to  which  the  water  passes  through  automatic 
control  valves.  The  capacity  of  the  filtration  plant 
under  the  worst  conditions  is  about  four  million  gal- 
lons daily.  The  filters  are  distinct  units.  Any  one 
may  be  operated  by  itself  or  in  series  with  an)-  other. 

The  machinery  for  cleansing  the  filters  is  located 
on  the  machinery  floor,  in  the  same  building,  and  is 
all  operated  by  electricity.  On  the  second  floor  in  thi-> 
building  are  located  the  mixing  tanks  for  the  chemicals 
used  for  coagulation  purposes,  these  being  controlled 
by  calibrated  orifices,  so  that  the  amount  of  chemicals 
added  will  be  in  accordance  with  the  quantity  of  water 
and  silt,  as  before  stated.  Also  in  this  building  is 
located  a  chemical  laboratory,  in  which  the  water  from 
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each  filter  and  also  the  raw  and  tap  water  are  tested 
daily. 

From  the  clear  well  the  water  flows  by  gravity  to 
suction  wells  in  the  pump  house.  These  wells  are 
constructed  of  steel  boiler  plate. 

The  machinery  in  the  pumping  station  consists  of 
two  Domestic  pumps,  capable  of  discharging-  1,600,000 
gallons  daily,  at  a  pressure  of  65  pounds  to  the  square 
inch.  These  pumps  are  direct  connected  to  100  h.p. 
motors,  and  turn  approximately  1,800  r.p.m.  Two 


Interior  filtration  plant,  Saskatoon. 

boosters  of  50  h.  p.  each,  capable  of  discharging 
1,800,000  gallons  when  connected  to  either  of  the 
domestic  pumps  against  a  pressure  of  110  pounds  per 
square  inch.  Provision  has  also  been  made  for  the 
installation  of  two  additional  pumps  of  4,000,000  gal- 
lons capacity  each.  All  pumps  are  controlled  from  a 
gallery,  raised  about  10  feet  from  the  machinery  floor, 
on  which  is  also  located  the  registering  device  for  the 
Venturi  meter.  The  elevation  of  the  floor  in  the  pump 
room  is  1,565. 

Previous  to  the  installation  of  the  electric  equip- 
ment the  water  was  pumped  to  the  city  mains  by 
steam  machinery,  consisting  of  two  vertical  deep  well 
pumps  with  a  capacity  of  600,000  gallons  per  day  each. 
These  pumps  raised  the  water  to  the  sedimentation 
basin  and,  after  passing  through  same,  it  was  returned 
to  the  pump  wells,  in  which  it  was  taken  by  a  high- 
duty  Inglis  cross-compound  pump,  which  was  capable 
of  delivering  one  million  gallons  against  85  pounds 
pressure  when  running  48  r.p.m.  and  one  compound 
Canada  Foundry  duplex,  with  a  capacity  of  900,000 
gallons  per  day,  at  a  pressure  of  85  pounds  to  the 
square  inch.  The  boiler  installation  consists  of  two 
Robb  Armstrong  water  tube  boilers,  250  h.p.  each, 
with  a  working  pressure  of  150  pounds. 

Up  to  the  beginnning  of  1915  the  pumping  station 
and  filtration  plant  were  run  under  different  depart- 
ments, the  City  Engineer's  department  having  control 
of  the  filtration  plant  and  the  city  electrical  engineer 
having  charge  of  the  pumping  plant.  This  arrange 
ment  was  changed  on  the  above  date,  and  now  the 
whole  of  the  water  supply  comes  under  the  direct 
supervision  of  the  City  Engineer.  The  two  plants 
have  been  connected  with  a  passageway,  making  it 
possible  to  operate  both  plants  under  one  chief  engi- 
neer. 

The  intake  for  the  steam  deep  well  pumps  is  separ- 
ate from  that  of  the  electrically  driven  pumps,  so  that, 
should  anything  happen  to  the  electric  end,  the  water 


supply  can  be  maintained  with  the  steam  pumps,  irre- 
spective of  the  connections  for  the  electrical  equip- 
ment. 

The  different  machines  and  connections  at  the 
pump  house  are  connected  with  bypasses  in  such  a 
manner  that  almost  any  conceivable  arrangement  may 
be  operated — that  is,  the  raw  water  may  be  handled 
direct  to  the  city  mains,  or  may  pass  through  any  one 
of  the  units  described  above.  The  domestic  pressure 
is  maintained  at  the  pumping  station  as  nearly  as  pos- 
sible at  65  pounds  to  the  square  inch.  -This  gives  a 
domestic  supply  in  the  highest  building  in  the  city  at 
present  of  not  less  than  25  pounds  to  the  square  inch, 
while  in  the  business  section,  owing  to  the  large  mains, 
it  is  possible  to  maintain  a  working  pressure  of  about 
55  pounds  to  the  square  inch. 

Two  standpipes,  located  about  two  miles  apart,  in 
different  parts  of  the  city,  act  as  cushions  and  in  a 
small  way  as  reservoirs.  In  case  of  fire  the  standpipes 
are  closed  by  electric  operated  valves  from  the  pump- 
ing station,  and  the  water  is  then  passed  through  the 
booster  pumps,  which  maintain  a  fire  pressure  of  110 
pounds  during  the  period  of  the  fire. 

All  water  leaving  the  pumping  station  passes 
through  a  Venturi  meter,  except  that  from  the  steam 
pumps;  these  will  shortly  be  connected  so  that  the 
discharge  will  pass  through  the  meter.  As  all  connec- 
tions throughout  the  city  are  metered,  a  very  close 
check  on  the  water  can  be  kept. 

In  1914  an  additional  sedimentation  basin  was 
started,  but  was  not  completed  then,  owing  to  financial 
conditions  caused  by  the  outbreak  of  the  war  in 
Europe.    This  basin  is  almost  the  same  size  as  the 


Steam  auxiliary  pumps.  Saskatoon. 

existing  one,  and  is  now  being  completed.  It  is  con- 
structed entirely  of  reinforced  concrete.  When  com- 
pleted it  will  be  possible  to  reduce  the  amount  of  co- 
agulant used  by  a  very  appreciable  amount  owing  to 
the  increased  time  for  sedimentation. 

The  total  output  from  the  pumping  station  for  the 
year  1915  amounted  to  492,000,000  imperial  gallons, 
giving  a  consumption  per  capita  of  45.6  imperial  gal- 
lons per  day.  The  amount  of  coagulant  used  was 
70,000  pounds.  This  latter  figure  will,  however,  be 
greatly  exceeded  this  year,  owing  to  the  increased  tur- 
bidity of  the  water  in  the  river. 

The  pumping  and  filtration  operating  staff  is  as 
follows:  One  chief  engineer,  one  assistant  engineer, 
three  shift  engineers,  four  helpers. 
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Water  Filtration  Plant  at  The  Pas,  Man. 

  By  G.  A.  Williams*   


THE  PAS  water  filtration  plant  is  located  on  the 
hank  of  the  Saskatchewan  River,  in  the  rear  of 
the  electric  and  pumping  station.    It  was  con- 
structed   under    the   supervision  of  Messrs. 
Murphv   \   I'ndcrwood.  consulting  engineers.  Saska- 
toon, Sask.,  and  is  comprised  of  subsidence  basin  and 
filter  beds. 

The  subsidence  basin  consists  of  two  adjoining 
concrete  covered  basins  having  a  capacity  of  93,750 
imperial  gallons  each,  and  a  rate  of  filtration  of 
75,000  imperial  gallons  at  three  hours'  subsidence.  The 
structure  is  covered  with  two  feet  of  earth,  and  sides 
.tie  banked  to  the  natural  slope  as  a  protection  from 
extreme  temperatures. 

I  lie  Hoor  of  each  basin  is  graded  to  the  centre,  at 
which  |<<  dtil  ^  are  located  blow -off  valves,  arranged  on 
sewer  pipe  line,  which  is  used  for  draining  off  the 
water  and  washing  out  the  Da  sins. 

The  raw  water  from  the  pumps  enters  basin  No.  1 
through  a  butterfly  valve,  which  closes  at  highest  level, 
the  basin  also  being  provided  with  an  overflow  to  pre- 
vent Hooding.'  At  the  butterfly  valve  a  solution  of  sul- 
phate of  aluminium  is  applied  the  strength  of  which  is 
governed  by  the  amount  of  sediment  in  the  water. 

Upon  leaving  the  inlet  a  wooden  stilling  wall  or 
partition  is  encountered,  which  consists  of  two-inch 
planking,  through  which  two-inch  holes  have  been  cut 
every  twelve  inches  each  way.  This  wall,  with  its 
holes,  has  a  tendency  to  distribute  the  current  of  water 
•  »ver  the  entire  basin. 

\t  the  further  or  opposite  end  of  the  basin  a  similar 
wall  is  provided,  and.  following  this,  a  series  of  baffle 
walls,  which  lead  the  water  in  a  zig-zag  fashion  across 
the  etui  of  the  basin  and  through  an  opening  in  the 
centre  dividing  wall  into  basin  No.  2,  where  similar 
stilling  walls  arc  encountered,  and  at  the  front  or  fil- 
tration building  end,  i-<  led  into  the  filter  basins 
through  eight-inch  pipe  lines,  the  inlets  of  which  are 
8.33  feet  from  the  floor  level.  The  pipe  lines  are  con- 
trolled by  individual  valves,  the  operation  of  each  filter 
basin  being  independent  of  the  other. 

The  filter  basins,  two  in  number,  are  approximately 
10  by  18  feet,  with  a  depth  of  8.5  feet. 

Upon  the  floor  of  these  basins  are  laid  the  water 
manifolds,  which  consist  of  oval-shaped  cast  iron  pip- 
ing, to  which  are  attached  numerous  branch  pipes,  and 
to  w  hich  are  affixed  small  brass  strainers.  Concrete  is 
then  laid,  covering  the  piping  and  manifolds,  but  leav- 
ing the  strainers  exposed  slightly  above  the  floor. 

Immediately  above  the  strainers  are  laid  the  air 
manifolds  which  consist  of  four-inch  piping  the  entire 
length  of  the  basins  to  which  are  also  attached  small 
branch  pipes,  which  are  drilled  with  numerous  small 
holes  of  about  1/16  inch  diameter  on  the  upper  sides 
of  the  pipe. 

The  basins  are  filled  with  nine  inches  of  coarse, 
sharp  gravel  and  then  with  iy2  feet  of  good,  sharp 
sand. 

Wash  troughs  are  also  provided,  which  are  sus- 
pended about  one  foot  above  the  sand,  which  are 
attached  to  the  sewer   through   suitable  controlling 

valves. 

The  aforementioned  water  and  air  manifolds  extend 
through  the  concrete  walls  of  the  basins  into  the  pipe 
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gallery,  where  are  attached  the  valves  for  the  control 
of  the  various  operations. 

The  air  manifolds  are  connected  to  a  main  pipe  line 
leading  from  a  large  capacity  blower  located  on  the 
upper  floor  of  the  building. 

To  the  water  manifolds  are  attached  crosses,  one 
branch  of  which  leads  to  the  sewer,  another  to  the 
wash  pump  mains,  and  the  third  to  the  rate  controllers, 
which  discharge  into  the  clear  water  well,  which  is 
located  immediately  below  the  filter  basins  and  pipe 
gallery.  This  well  is  about  12  feet  deep,  and  has  a 
capacity  of  37,000  imperial  gallons.  From  this  well  the 
filtered  water  is  pumped  to  the  distributing  mains  by 
the  high  duty  pumps,  located  in  the  pumping  station. 

Wooden  chemical  tanks  are  provided,  which  are 
located  on  the  upper  floor  of  the  building.  These  are 
equipped  with  rotary  mixing  blades,  which  are  actu- 
ated through  suitable  shafting  and  gearing,  with  a 
crank  conveniently  located  for  use  by  the  operator. 

These  tanks  are  provided  with  orifice  basins  with 
valves,  by  which  the  quantities  of  chemicals  are  con- 
trolled. 

The  wash  pump  and  air  blower  are  motor  driven, 
and  the  entire  control  of  the  plant  is  accomplished  from 
the  upper  floor  or  gallery. 

The  filter  basins,  being  independent  of  each  other, 
the  process  of  filtration  need  not  be  interrupted  up  to 
the  capacity  of  one  basin  during  washing. 

The  Washing  System. 

The  filtration  plant  machinery  was  built  and  in- 
stalled by  the  Roberts  Filter  Manufacturing  Com- 
pany, Inc.,  of  Darby,  Pa.,  whose  special  design  lies  in 
the  means  provided  for  washing  the.  beds.  In  this  pro- 
cess the  valve  controlling  the  water  supply  from  the 
subsidence  basin  is  closed  and  the  water  drawn  off  the 
bed  until  the  wash  troughs  are  uncovered.  The  valves 
leading  to  the  sewer  are  then  opened,,  allowing  all 
sediment  and  wash  water  to  run  off.  Air  is  then  intro- 
duced through  the  manifold,  as  described  above,  which 
agitates  the  sand  bed  and  detaches  the  sediment  that 
has  collected.  This  being  accomplished,  the  air  is  shut 
off,  the  wash  pumps  started,  and  water  applied 
through  the  water  manifold,  in  a  reverse  direction  to 
that  of  filtration.  This  wash  water  carries  into  the 
sewer  all  sedimentation  that  has  been  loosened  by  the 
air,  the  sand,  being  now  clean  and,  after  valves  are 
arranged,  ready  for  filtration  to  be  started. 

A  period  of  about  ten  minutes  is  required  for 
washing,  the  frequency  depending  on  the  amount  and 
condition  of  water  passing  through  the  filter. 

Loss  of  head  gauges  are  provided,  equipped  with 
indicating  dials  and  a  clock  arrangement  driving  a  re- 
cording chart  through  which  the  condition  of  the  filter 
beds  is  recorded,  and  a  general  check  kept  on  the 
operation  of  the  plant. 

The  plant  has  been  in  operation  since  March  1.  1916, 
and  most  satisfactory  results  are  being  obtained,  the 
waters  of  the  Saskatchewan  River  containing  consider- 
able sediment,  especially  during  the  early  summer 
months. 

Owing  to  the  absence  of  metering  devices  on  the 
water  mains  and  the  small  amount  of  water  being  con- 
sumed, the  actual  cost  of  treatment  in  this  plant  has 
not  been  derived. 
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A  General  Discussion  of  the  Extent  to  which 
Sewage  can  be  Purified  by  Methods  of 
Artificial  Treatment  Now  in  Use 

All  of  the  fundamental  principles  of  sewage  dis-  upon  which  it  depends  may  not  have  been  fully  as- 

posal  and  treatment  now  available  had  been  recog-  certained,  the  information  available  indicates  that  they 

nized  and  actually  utilized  25  years  ago.     Coarse  are  substantially  the  same  as  those  of  the  processes 

screening  has  been  practiced  at  Boston  since  1884,  now  used. 

and  the  Massachusetts  Metropolitan  Sewerage  Com-         The  extent  to  which  seWage  can  now  be  purified 

mission  put  the  Deer  Island  submerged  outlet  into  by   practical     methods   was   recently  reviewed  in  a 

use  in  1895  for  the  purpose  of  furnishing  adequate  di-  paper  by  Harrison  P.  Eddy,  of  Metcalf  &  Eddy,  Bos- 

lution  to  the  coarsely  screened  sewage  from  the  north-  ton>  before  the  Engineers'  Society  of  Western  Pen- 

ern  portion  of  the  Metropolitan  District.    Paris  and  nsylvanja>    The  present  article  is  extracted,  largely, 

Berlin  have  been  applying  their  sewage  to  broad  u-  from  Mr  Eddy>s  paper, 
rigation  farms-  for  more  than  30  years;  the  Welsh 

town,  Merthyr  Tydvil,  treated  its  sewage  by  intermit-  COMPOSITION  OF  SEWAGE 
tent  sand  filtration  as  long  ago  as  1871.    Sedimenta-         Iri  order  to  consider  intelligently  the  several  avail- 
tion  was  used  in  England  many  years  ago,  and  in  able  metnods  of  sewage  treatment  and  their  relation 
1870  chemical  precipitation  was  well  established  there.  one  to  another,  it  is  necessary  to  obtain  a  clear  under- 
Over  25  years  ago  Webster  had  invented  an  elec-  standing  of  the  general  ingredients  of  sewage, 
trical  method  in  which  the  suspended  matter  was  pre-         „,      ,  ,. 

cipitated  bv  a  process  closely  akin  to  chemical  pre-  e  The  physical  condition  of  the  principal  constituents 

cipitation,  and  combining  therewith,  at  least  in  prin-  °£  *  hypothetical  sewage  of  medium  strength  are 

cinle,  the  killing  of  organisms,  or  disinfection.  shown    in    diagrammatic    form    by    Table  I  It 

1    '  .  ' ,     ,    .  oe  u      u        •  should  be  noted  that  in  this  illustration  there  are  three 

The  progress  of  the  last  25  years  has  been  in  ac-  q£  substances_sus      ded>  colloidal  and 

quiring  a  correct  perspective  of  the  prot .  ems  of  sew-  talloidal     The  first  and  £^    £  ^    can  bg  ^. 

age  disposal,  a  better  understanding  of  the  principles  moved    h    icall       ithout    ch  in  composition, 

upon  which  the  processes  of  sewage  treatment  are  while  £ '  ^rf  ar£  dissolved  a*d  must  be  *hanged 

based,  and  in  perfecting  such  processes  and  the  means  ^  chemfcal  con       ition  before  th      can  be  rem0ved 

of  applying  them.    Much  progress  has  been  made  Qr  akered  ^  chj£    t       u     m    ^  be  ^  4(X) 

alone  these  lines,  and  there  are  now  a  number  ot  ....  .         ,  Anr. 

<uoi  y  uicsc  mica,  aw^i  l  parts  per  million  are  organic  and  400  parts  are  m- 

modihcations  of  each  of  the  fundamental  processes  r        .r  .  r^i °  ,  ,   .  r 

mouuii-ciiiuiis  ui  caui  ^  organic  or  mineral.    The  latter  substances  are  not 

in  use  a  quarter  century  ago  _  ordinarily  capable  of  producing  putrefactive  condi- 

It  should  not  be  inferred  from  the  foregoing  that  ti       anJ  * ^       £  ^  concerned 

little  real  progress  has  been  made  during  this  time,  almQst  wholl/with  the  *  This  .  fl. 

for  this  is  not  the  case.    Marked  improvement  has  a§  > 

been  made  in  screens,  particularly  those  intended  tor  r 

the  removal  of  the  finer  suspended  particles.   The  laws  Settling  solids   100  parts 

affecting  sedimentation  are  better  applied,  the  most  Suspended  colloids   100  parts 

radical  and  important  changes  being  those  due  to  the  Dissolved  colloids   40  parts 

theories  that  the  period  of  retention  in  tanks  should  Crystalloids  (.dissolved)    160  parts 

be  reduced  to  a  minimum  consistent  with  efficiency   

in  removal  of  those  solids  capable  of  settling  in  a  Total   400  parts 

reasonable  length  of  time  and  that  the  settled  solids         .r,        ....  ,  .      .  .  , 

icdsuuauic  pbe  settlmg  and  colloidal  substances,  therefore, 

should  be  promptly  removed  from  contact  with  the  congtitute  m  \r  cent  and  the  dlssolyed  'c  talloid 
partially  clarified  sewage.     The  greatest  advance  in  ^ 
the  art  has  been  the  development  of  the  process  of  v  b 

bacterial  oxidation  by  means  of  surface  contact  in  Where  sewage  is  deprived  of  its  objectionable  char- 
bacteria  beds.  This  process,  as  applied  in  intermittent  acteristics  by  artificial  treatment,  one  or  both  of  two 
filtration  through  sand,  was  comparatively  well  known  fundamentally  different  processes  are  generally  em- 
25  years  ago,  but  the  difficulties  resulting  from  lack  ployed ;  first,  the  actual  removal,  or  taking  out  of  the 
of  suitable  natural  sand  deposits  led  to  the  discovery  sewage,  of  certain  constituent  parts,  as  for  example, 
of  means  of  using  other  material,  such  as  cinders  and  such  substances  as  paper,  corks  and  garbage  which 
broken  stone,  by  devices  known  as  contact  beds  and  may  be  removed  by  screens ;  second,  the  conversion 
trickling  filters.  These  two  methods,  although  involv-  of  putrescible  organic  matter  into  stable  substances, 
ing  substantially  the  same  principles  as  intermittent  The  former  class  of  constituents  is  confined  primarily 
filtration,  generally  accomplish  much  different  results  to  the  suspended  matter,  while  the  latter  comprises 
and  have  proved  to  be  substantial  aids  in  the  solu-  both  suspended  and  dissolved  substances, 
tion  of  the  sewage  treatment  problem  in  many  places.  UTION 
Disinfection  has  made  distinct  advance  and  whereas 

it  was  hardly  more  than  an  experiment  25  years  ago,         All  sewage  must  ultimately  reach  natural  streams 

its  value  for  safeguarding  water  supplies  and  shell-  or  bodies  of  water.    When  the  quantity  of  sewage 

fish  layings  has  now  been  demonstrated.  is  small  in  comparison  to  that  of  the  body  of  water 

At  the  present  time  we  are  just  over  the  threshold  into  which  it  is  discharged,  sewers  are  usually  de- 

of  a  newly  discovered  process  known  as  the  activated  signed  to  empty  their  contents  directly  into  it,  with- 

sludge  treatment.    While  the  fundamental  principles  out  previous  treatment.    Under  such  conditions  the 
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Vilipended  Solids.  BOO 

(hy  filter  paper) 


>t.ll   Soli. Is.  SOO 


Dissolved  Solids,  500 


settling  Solids 

(2  hrs.)i  100 


Suspended  Colloidal 

Solids.  150 


.  Dissolved  Colloidal 
Solids,  50 


/"Organic  Settling 
|     Solids,  100 

^Mineral  Settling 


150  Settling  Solids 


c  Suspended 
dal  Solids,  100 


Dissolved  Crystalloid-  J 
al  Solids,  450 


Solids,  50 

i  Organic 
|  Colloi 

Minei  al  Suspended 
I    Colloidal  Solids,  50 

i  <  Irganic  Dissolved 
|     Colloidal  Solids,  40 

Mineral  Dissolved 
I    Colloidal  Solids,  10 J 

Organic  Dissolved 
stalloidal 
ids,  160 


200  Colloidal  Solids 


-Total  Solids,  800 


fi  n  gani 
Crys 
Solid 

I  Mineral  Dii 
Crystalloi 
^    Solids,  2i 


ssolved 
dal 
290 


|  450  Crystalloid*! 

Jl  ° " 


Solids 


Physical  Condition  ot  Principal  Constituents  of  Sewage  of  Medium  Strength   (Parts  per  Million). 

\  ••  ■  The  sii-pended  solids  include  all  substances  retained  upon  ordinary  laboratory  filter  paper.  "Dissolved' 
coined  i"  apply  to  substances  which  will  readily  pass  through  the  filter  paper  but  which  are  colloidal. 


colloids  is  a  term 


waters  are  able  to  assimilate  the  organic  matter,  a  , 
process  constantly  going  on  in  nature. 

The  velocity  of  a  flowing  stream  may  be  a  very 
important  factor  in  the  disposal  of  sewage  by  dilution, 
for  it  may  thus  be  enabled  to  convey  the  suspended 
and  dissolved  sewage  matter  to  a  large  body  of  water 
w  here  ample  dilution  is  afforded,  in  so  short  a  period 
of  time  that  the  ill  effects  of  the  admixture  of  sewage 
with  even  a  relatively  small  quantity  of  river  water 
may  not  become  evident. 

In  general,  however,  the  sewage  matter  must  be 
changed  from  its  natural  putrescible  condition,  either 
into  innocuous  mineral  substances  or  into  other  mat- 
ters which  are  organic  in  nature,  but  relatively  stable, 
so  that  they  cannot  be  the  cause  of  putrefaction.  Such 
a  change  is  brought  about  through  the  agency  of  liv- 
ing organisms,  the  most  numerous  and  probably  the 
most  potent  of  which,  in  the  majority  of  cases,  are 
bacteria  although  the  microscopic  organisms,  such  as 
various  kinds  of  algae,  are  exceedingly  important  fac- 
tors in  the  cycle  through  which  the  constituents  of  or- 
ganic matter  are  continually  passing  in  Nature's  pro- 
cos  of  transforming  organic  matter  into  mineral  sub- 
stances and  these  back  again  into  organic  matter. 

It  may  be  said  safely,  therefore,  that  practically 
the  whole  process  of  sewage  oxidation  in  nature,  ap- 
pears to  depend  upon  the  micro-organisms.  In  arti- 
ficial treatment,  also,  practically  all  methods  involv- 
ing oxidation  or  organic  matter  appear  to  depend 
upon  living  organisms  and  their  products.  So  it  is 
important  to  bear  in  mind  that  to  secure  effectiveness 
and  efficiency  it  is  necessary  to  create  conditions  favor- 
able to  the  growth  and  reproduction  of  these  minute 
organisms.  Such  conditions  are  provided  by  natural 
agencies  when  the  relative  proportion  of  sewage  to 
diluting  water  is  small.  It  is  necessary  to  adopt  ar- 
tificial means  only  when  the  relative  quantity  of  sew- 
age becomes  disproportionate  to  the  capabilities  of 
natural  waters  for  its  oxidation.  Under  these  condi- 
tions the  first  step  toward  artificial  control  may  be  to 
create  a  more  complete  distribution  of  the  sewage 
through  the  diluting  waters,  thus  overcoming  the  ef- 
fect of  an  overload  due  to  the  concentration  of  the 
sewage  in  a  small  portion  of  the  diluting  water.  The 
advantage  of  this  is  often  overlooked. 


ARTIFICIAL  MEANS  OF  SEWAGE 
TREATMENT 
The  objects  of  artificial  treatment,  with  the  methods 
by  which  they  are  attained,  may  be  classified  as  fol- 
lows : 

A.  To  prevent  waters  into  which  sewage  is  discharged 
from  becoming  offensive  to  the  eye  on  account  iof  coarse 
floating  and  suspended  matter. 

Screening. 

(a)  Coarse. 

(b)  Fine. 

B.  To  prevent  such  waters  from  becoming  malodorous. 

1.  Sedimentation. 

(a)  Rapid  in  grit  chambers. 

(b)  Slow  in  settling  basins. 
Plain. 

With  septic  action  in  single-storey  tanks. 
With  sludge  digestion  in  two-storey  tanks. 
With  chemical  precipitation. 
With  electrolysis  and  chemical  precipitation. 
With  colloiders. 

2.  Aeration,  contact  with  the  organisms  or  sludge  from 

previously  aerated  sewage  and  sedimentation. 

3.  Contact  bed  treatment. 

4.  Trickling  filter  treatment. 

5.  Intermittent  filtration. 

6.  Broad  irrigation. 

C.  To  prevent  the  introduction  into  the  water  of  germs 
of  disease. 

Disinfection. 

The  treatment  of  sewage  may  be  accomplished  by 
a  single  process  in  some  cases,  but  usually  it  is  ef- 
fected by  a  series  of  steps,  the  degree  of  purification 
increasing  with  each  successive  stage.  If  raw  sewage 
may  be  discharged  into  natural  waters  without  creat- 
ing objectionable  conditions  Other  than  offending  the 
sense  of  sight,  the  simple  process  of  screening  may 
suffice,  but  if  it  is  necessary  to  remove  more  of  the 
matters  likely  to  settle,  sedimentation  may  be  adopted 
as  an  adjunct  to  or  substitute  for  screening.  Where 
the  diluting  waters  are  so  limited  in  quantity  that  it  is 
necessary  to  supplement  their  powers  of  oxidation, 
some  method  of  artificial  oxidation  must  be  adopted ; 
such,  for  example,  as  filtration  through  beds  of  sand 
or  stone  which  form  the  habitat  of  bacteria  and  other 
organisms  capable  of  bringing  about  the  more  or  less 
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complete  and  rapid  oxidation  of  the  organic  matter  of 
the  sewage.  Under  still  more  exacting  conditions  it 
may  be  necessary  to  go  further  with  the  removal  of 
pathogenic  organisms.  The  final  process  would  then 
be  disinfection,  through  which  a  large  proportion  of 
the  harmful  bacteria  may  be  eliminated  even  from 
settled  sewage.  In  such  a  case  the  treatment  would 
involve  four  successive  steps,  namely,  screening,  sedi- 
mentation, oxidation  by  filtration  or  other  means,  and 
disinfection. 

SCREENING 

Municipal  sewage  contains  many  relatively  large 
and  coarse  substances  such  as  cloth,  paper,  garbage 
and  pieces  of  wood,  which  may  interfere  with  pump- 
ing and  other  machinery  and  prove  unsightly  in  the 
waters  into  which  the  sewage  is  discharged. 

Such  substances  may  be  removed  by  coarse  screens, 
which  often  consist  simply  of  parallel  iron  bars,  or 
gratings,  set  vertically  or  at  an  angle  of  from  30  to  60 
degrees  with  the  horizontal,  through  which  the  sew- 
age flows  and  upon  which  the  very  coarsest  of  the 
suspended  and  floating  matter  is  retained. 

Coarse  screen  will  remove  only  from  5  to  10  parts 
per  million  of  suspended  matter  originally  contained 
in  the  sewage.  This  is  usually  sufficient  for  the  pro- 
tection of  machinery  and  is  regarded  as  sufficient  for 
all  purposes  in  some  cases  where  sewage  is  discharged 
into  large  quantities  of  diluting  water,  as  into  the 
tidal  waters  of  Boston  Harbor  off  Nut  Island. 

If,  however,  sewage  is  to  be  discharged  in  relative- 
ly large  quantities  into  waters  used  for  boating  and 
other  pleasure  purposes,  coarse  screens  cannot  be  re- 
lied upon  to  remove  all  of  the  suspended  matters 
which  are  recognizable  as  being  of  sewage  origin  and 
which,  therefore,  may  be  considered  as  offensive  to 
the  sight.  Where  such  substances  must  be  removed 
and  also  where  a  somewhat  greater  reduction  in  the 


organic  matter  is  required,  fine  screens  may  be  used, 
either  by  themselves,  or  supplementary  to  the  coarse 
screens.  Numerous  types  of  fine  screens  have  been 
perfected  and  placed  upon  the  market,  among  which 
may  be  mentionel  the  Weand  screen,  first  installed  at 
Reading,  Pa. ;  the  Jennings  screen,  used  at  the  Union 
Stock  Yards  in  Chicago ;  and  the  Reinsch-Wurl  screen 
used  in  Germany  and  being  installed  to  a  limited  extent 
in  this  country.  The  Weand  screen  consists  of  a  hor- 
izontal revolving  drum  covered  with  a  fine  mesh 
screen.  The  sewage  is  discharged  info  this  drum  at 
one  end  and  flows  out  through  the  cloth,  which  re- 
tains the  suspended  matter  until  it  is  washed  off  into 
suitable  receptacles  by  jets  of  water.  The  Jennings 
screen  is  of  the  moving  band  type,  the  lower  end 
being  submerged  in  the  sewage,  which  flows  through 
the  screen  cloth,  which  retains  the  suspended  matter 
and  carries  it  up  out  of  the  sewage.  When  the  screen 
has  passed  over  the  pulleys  at  the  top,  the  screenings 
are  blown  off  into  a  pit  by  a  jet  of  compressed  air 
applied  to  the  back  side  of  the  screen.  The  Reinsch- 
Wurl  screen  which  is  typical  of  its  class  consists  of 
a  disk  of  perforated  metal,  with  or  without  a  frustrum 
of  a  cone  attached  to  its  centre,  the  whole  being 
mounted  on  a  shaft  whose  inclination  from  the  vertical 
determines  the  degree  of  tilting  of  the  disk.  As  tin- 
screenings  are  raised  above  the  surface  of  the  sewage 
by  the  revolving  disk  and  cone  they  are  swept  into 
a  circular  gutter,  by  brushes  on  the  ends  of  the  arms 
of  a  large  spider.  Where  the  screen  is  surmounted  by 
the  frustrum  of  a  cone  the  side  of  the  cone  is  cleaned 
by  a  brush  inclined  against  its  surface. 

The  quantity  of  suspended  matter  removed  by  the 
fine  screens  varies  with  their  efficiency  and  the  quality 
of  the  sewage.  Such  screens  may  remove  from  20  to 
70  parts,  averaging  perhaps  50  parts  per  million  of 
suspended  solids. 


Sewage  Treatment  by  Sedimentation 


It  has  been  claimed  sometimes  that  with  the  most 
effective  fine  screens  the  organic  matter  may  be  re- 
moved to  such  an  extent  as  to  greatly  reduce  the 
oxygen  requirements  of  the  sewage,  and  thus  make 
it  possible  to  dispose  of  a  much  greater  quantity  of 
screened  than  of  raw  sewage  in  a  given  quantity  of 
diluting  water.  The  cencensus  of  opinion,  however, 
appears  to  be  that  while  the  reduction  of  organic  mat- 
ter by  fine  screenings  may  be  considerable,  it  will 
not  be  enough  to  greatly  increase  the  quantity  of  sew- 
age which  a  given  stream  or  body  of  water  may  re- 
ceive and  remain  in  a  satisfactory  condition.  Grounds 
for  this  opinion  will  be  apparent  when  it  is  con- 
sidered that  much  of  the  coarse  suspended  matter  in 
sewage  consists  of  materials  like  paper,  matches  and 
coffee  grounds,  which  are  relatively  stable  organic 
substances  and  which  do  not  constitute  so  great  a  tax 
upon  the  diluting  power  of  the  water  as  equal  quanti- 
ties of  fecal  and  other  polluting  substances  which  are 
more  finely  divided  and  consequently  which  are  not 
so  completely  removed  by  screens.  Therefore,  where 
it  is  necessary  to  increase  the  quantity  of  sewage  which 
may  be  discharged  into  a  body  of  water,  sedimentation 
in  some  form  is  generally  adopted. 

The  grit  chamber  ordinarily  is  merely  an  adjunct 
to  the  main  process  of  sewage  treatment,  its  function 


being  to  remove  the  coarser  sand  and  gravel  common- 
ly called  grit,  which  might  cause  excessive  wear  of 
moving  parts  of  machinery,  or  cause  deposits  in  tanks 
or  elsewhere  which  would  prove  more  expensive  to 
remove  from  such  tanks  than  from  grit  chambers. 
There  is  much  diversity  in  the  design  of  such  cham- 
bers, the  older  ones  and  those  most  commonly  in 
use  in  England  being  so  large  that  they  permit  the 
sedimentation  not  only  of  the  grit  or  mineral  mat- 
ter, but  also  of  much  of  the  organic  sewage  matter. 
Such  deposits  are  relatively  large  in  quantity  and  ex 
ceedingly  offensive  in  character.  They  are  removed 
by  manual  labor,  being  shoveled,  after  draining,  into 
buckets,  or  they  may  be  dredged  by  various  types  of 
excavators  capable  of  removing  the  grit  from  beneath 
the  surface  of  the  sewage,  thus  avoiding  the  emptying 
of  the  chambers.  The  more  modern  type  of  grit  cham- 
bers, which  may  fairly  be  said  to  have  originated  in 
Germany,  consists  of  one  or  more  narrow  channels 
through  which  the  sewage  is  allowed  to  flow  at  velo- 
cities closely  approximating  1  foot  per  second,  at 
which  the  sand  and  gritty  matter  will  deposit,  rhese 
chambers  are  in  turn  shut  off  and  drained,  and  the 
grit  removed,  ordinarily  by  manual  labor.  Under  the 
best  conditions  this  grit  consists  of  a  mixture  of  various 
sizes  of  sand  comparatively  little  of  which  is  finer 
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than  ordinary  mortar  sand.  It  contains  relatively  lit- 
tle organic  matter,  perhaps  from  15  to  25  per  cent., 
and  ia  less  offensive  than  the  grit  removed  from  the 
larger  and  older  type  of  chambers,  where  the  velocity 
oi  Bow  is  milch  lower.  The  quantity  of  grit  removed 
will  \  ar\  roughly  between  10  and  40  parts  per  million. 

Plain  Sedimentation 

Plain  sedimentation  may  be  assumed  to  mean  the 
process  by  which  sewage  is  allowed  to  flow  through 
horizontal  or  vertical  tanks  at  velocities  sufficiently 
low  to  permit  substantially  all  of  the  suspended  mat- 
ter capable  of  settling  in  a  reasonable  length  of  time, 
to  till  to  the  bottom  of  the  tank,  where  it  accumulates 
in  the  form  of  a  mud,  commonly  called  sludge. 

It  i>  uccosary  to  remove  this  accumulation  from 
time  to  time  and  it  may  be  said  in  a  general  way  that 
a  plain  sedimentation  tank  should  be  cleaned  at  in- 
tervals  of  from  3  to  0  weeks,  depending  upon  the  sea- 
son of  the  year,  or,  more  accurately,  the  temperature 
oi  the  sewage.  The  object  is  to  remove  the  sludge 
before  decomposition  becomes  very  active  and  causes 
portions  of  it  to  rise  through  the  sewage,  form  a  well- 
defined  scum,  or  pass  out  of  the  tajik  in  the  effluent. 

Septic  Tank  Treatment 

The  septic  tank,  a  patented  device,  is  similar  to  the 
plain  sedimentation  tank;  in  fact  there  is  scarcely 
any  difference  between  the  two  except  in  the  method 
of  operation.  The  septic  tank  is  distinguished  by  be- 
ing so  operated  as  to  ensure  the  absence  of  dissolved 
oxygen  in  the  effluent  and  to  permit  of  more  or  less 
complete  decomposition  of  the  solid  substances  in  the 
sludge.  The  decomposition  is  accompanied  by  the 
production  of  large  quantities  of  gas,  due  to  biological 
action,  and  the  gases  are  retained  until  the  mass  be- 
comes sufficiently  bouyant  to  rise  rapidly  to  the  sur- 
face, sometimes  giving  to  the  tank  the  appearance  of 
ebullition.  With  these  gases  also  rise  large  quantities 
of  suspended  matter,  much  of  which  is  relatively 
coarse,  especially  if  the  sewage  has  not  been  screened, 
or  has  been  screened  only  through  coarse  racks.  •  This 
suspended  matter  holds  entrained  the  gases,  which  in 
turn  cause  it  to  float  at  the  surface  of  the  tank.  Re- 
peated ebullitions  of  this  kind  cause  the  gradual  ac- 
cumulation of  greater  and  greater  quantities  of  this 
floating  coarse  suspended  matter,  which  ultimately 
forms  a  thick  scum  attaining  in  some  cases  a  thick- 
ness of  two  feet  or  more. 

The  septic  tank,  which  at  one  time  was  looked  upon 
with  favor  by  some  engineers,  did  not  prove  as  satis- 
factory as  was  originally  anticipated.  The  continu- 
ous evolution  of  gas  from  the  sludge  causes  large 
quantities  of  suspended  matter  to  be  continually  rising 
and  falling  through  the  liquid  in  the  tank,  which  car- 
ries much  of  it  out  of  the  tank,  thus  defeating  in  part 
the  object  of  the  process.  Furthermore,  the  changes 
due  to  anaerobic  decomposition  of  organic  matter  ap- 
pear to  render  the  sewage  rather  more  difficult  to 
treat  by  processes  of  oxidation  than  fresh  sewage  which 
has  not  become  impregnated  with  the  gases  and  other 
products  of  decomposition.  Septic  sewage  also  fre- 
quently possesses  an  exceedingly  offensive  odor. 

Two-storey  Tanks 

A  recognition  of  the  defects  in  the  septic  process 
led  to  the  construction  of  two  types  of  two-storey 
tanks:  one,  by  Mr.  William  O.  Travis,  of  Hampton, 
England,  and  another  by  Dr.  Karl  Imhoff,  of  Essen, 
Germany.  The  theory  upon  which  these  types  of 
tank  is  based  is  that  the  sewage  should  be  allowed 


to  pass  through  the  sedimentation  chamber  as  rapidly 
as  is  compatible  with  the  practically  complete  removal 
of  the  suspended  matter  capable  of  settling  in  a  rea- 
sonable length  of  time  and  that  the  sludge  should  be 
permitted  and  encouraged  to  decompose  in  a  chamber 
separate  and  distinct  from  that  in  which  the  sedimenta- 
tion process  is  going  on.  The  result  of  this  plan  is 
an  effluent  deprived  of  its  suspended  matter,  and  which 
has  not  come  in  contact  with  the  decomposing  sludge, 
and  therefore  does  not  contain  the  gases  and  other 
products  of  decomposition,  nor  the  finely  divided  sus- 
pended matter  so  prevalent  in  effluents  from  the  sep- 
tic tank.  In  fact  where  sewage  is  rather  dilute  and 
the  temperature  is  moderate  the  effluent  from  such 
tanks  frequently  contains  dissolved  oxygen.  Sections 
of  the  Imhoff  tank  are  shown  in  Fig.  1. 

Work  Performed  by  Sedimentation 

It  may  be  assumed  that  of  the  150  parts  suspended 
solids  capable  of  settling  in  two  hours,  perhaps  130 
parts  can  be  removed  by  efficient  plain  sedimentation. 
This  is  based  on  a  tank  efficiency  of  about  90  per  cent., 


tfflotn+ 


Fig.  1— Sections  of  Imhoff  tank. 

computed  upon  the  removal  of  settling  solids.  Upon 
this  assumption  the  effluent  will  contain  suspended 
colloidal  matter  which,  together  with  the  remaining 
settling  solids,  will  amount  to  about  170  parts  per 
million.  In  addition  the  effluent  will  contain  about 
500  parts  of  dissolved  solids,  of  which  about  50  parts 
has  been  classified  as  dissolved  matter,  40  per  cent, 
of  which  may  be  assured  to  be  organic. 

Chemical  Precipitation 

If  further  improvement  is  desired  a  part  of  the  re- 
maining settling  solids,  suspended  colloidal  solids  and 
dissolved  colloidal  substances  may  be  removed.  To 
accomplish  this  recourse  was  had  many  years  ago  to 
chemical  precipitation.  This  consists  of  adding  to  the 
sludge  certain  chemicals  like  lime  and  sulphate  of 
iron,  which  react  upon  each  other  in  such  a  manner  as 
to  form  a  flocculent  precipitate,  which  gathers  in  large 
flocculi  which  enclose  and  attract  the  finely  divided 
suspended  matter  and  some  dissolved  colloidal  matter, 
and  by  their  weight  carry  these  substances  to  the  bot- 
tom. In  this  way  it  is  possible  to  greatly  reduce  the 
suspended  solids  and  to  effect  some  reduction  in  the 
so-called  dissolved  matter.    This  method  has  been 
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subject  to  much  objection  on  account  of  cost,  the  diffi- 
culty of  disposing  of  the  large  quantity  of  sludge  pro- 
duced and  of  the  partial  removal,  only,  of  the  organic 
matter  contained  in  the  original  sewage.  Chemical 
precipitation  is  generally  utilized  by  itself,  although  in 
some  cases,  particularly  in  the  treatment  of  industrial 
wastes,  it  may  be  introduced  as  an  adjunct  to  and  fol- 
lowing plain  sedimentation  and  it  may  be  used  as  a 
treatment  preliminary  to  some  method  of  filtration. 

Sedimentation  with  Aeration 

The  most  recent  development  in  the  art  of  remov- 
ing suspended  and  colloidal  substances  from  sewage 
is  that  known  as  the  "activated  sludge  process."  By 
this  means  it  is  possible  to  remove  from  ordinary  muni- 
cipal sewage  a  large  part  of  the  suspended  and  col- 
loidal matter.  As  yet  the  installations  are  experiment- 
al, but  are  giving  promising  results.  Suspended  solids 
may  be  removed  almost  completely  in  the  remarkably 
short  time  of  four  hours  or  even  less.  This  process 
will  be  described  in  succeeding  pages. 

Work  Performed  by  Sedimentation  Aided  by  Methods 
of  Removing  Colloids 

It  has  been  pointed  out  that  the  effluent  from  effi- 
cient plain  sedimentation  will  contain  about  170  parts 
per  million  of  settling  and  suspended  matter,  and 
about  50  parts  of  so-called  dissolved  colloidal  matter, 
making  a  total  of  220  parts  per  million. 

Several  ways  of  removing  a  portion  or  the  whole 
of  this  matter  have  been  suggested,  among  which 
may  be  mentioned  sedimentation  in  tanks  equipped 
with  many  vertical  slats,  or  colloiders,  chemical  pre- 
cipitation and  the  activated  sludge  treatment.  The 
last  method  will  accomplish  more  than  is  practicable 
under  ordinary  working  conditions  by  either  of  the 
others,  and  in  addition  it  will  at  the  same  time  oxidize 
some  of  the  dissolved  substances ;  therefore,  it  cannot 
fairly  be  considered  as  simply  a  means  of  removing 
suspended  and  colloidal  matter. 

The  most  effective  method  devoted  strictly  to  the 
removal  of  such  substances,  is  chemical  precipitation, 
by  which  much  of  the  settling  solids  and  colloidal 
matter  can  be  removed.  In  addition  to  the  130  parts 
of  settling  solids  which  may  be  removed  by  plain  sedi- 
mentation, about  160  parts  of  the  settling  solids  and 
colloidal  matter  which  escapes  this  process  can  be 
removed  by  chemical  precipitation,  leaving  in  the  ef- 
fluent from  this  process  60  parts  per  million,  or  less, 
of  settling  and  colloidal  matters.  It  is  possible  to  go 
even  further,  but  the  cost  of  doing  so  has  usually 
been  prohibitive. 

The  effluent  from  sedimentation  tanks  may  be  dis- 
charged with  propriety  into  some  bodies  of  diluting 
water,  but  in  many  cases  it  is  necessary  to  carry  the 
process  of  purification  further.  Where  chemical  pre- 
cipitation will  provide  a  suitable  effluent  the  choice 
between  this  method  and  some  means  of  oxidation 
will  depend  upon  their  relative  costs. 

Contact  Bed  Treatment 

Perhaps  the  most  logical  step  ahead  from  tank 
treatment,  is  the  application  of  sewage  to  the  contact 
bed.  Such  beds  are  built  in  water-tight  compartments 
filled  with  broken  stone  or  other  similar  medium  to 
which  bacteria  become  attached.  This  mass  of  stone 
is  thus  converted  into  an  active  bacterial  medium  over 
which  the  sewage  gradually  flows  during  the  filling 
and  discharging  periods,  and  in  contact  with  which 


it  remains  during  the  contact  period.  Such  beds  are 
operated  in  cycles  of  which  the  following  is  typical : 

Time  of  filling   1.0  hour 

Time  of  contact   0.75  hour 

Time  of  emptying    0.25  hour 

Time  of  resting   6.00  hour 


Time  of  cycle   8.00  hour  . 

While  the  sewage  is  in  contact  with  the  bacterial 
film  or  jelly  surrounding  the  stones,  its  colloidal  and 
dissolved  substances  are  attracted  to  these  films  in 
which  the  bacteria  are  living  and  digesting  the  organic 
matter,  thus  brought  to  them.  The  changes  which  oc- 
cur in  the  contact  bed  apparently  consist'  of  the  in- 
itial removal  of  suspended  and  colloidal  matters,  its 
partial  oxidation  and  the  oxidation  of  matters  in  solu- 
tion. By  this  process  it  is  possible  to  so  change  the 
character  of  the  sewage  that  even  when  undiluted  it 

Automatic 
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The  hontontal  dimensions  are  preatly 
contracted  in  comparison  with  the  ver- 
tical dim?n?>ions 


Fig.  2— Typical  section  through  double  contact  beds. 

will  remain  stable  or,  in  other  words,  will  fail  to  put- 
refy, and  may,  therefore,  be  discharged  into  streams 
or  bodies  of  water  much  smaller  than  those  into  which 
ordinary  sedimentation  tank  effluents  could  properly  be 
discharged.  The  effluent,  however,  is  usually  turbid, 
contains  some  suspended  matter  and  is  far  from  be- 
ing fully  oxidized.  This  process,  which  has  met  with 
some  favor,  both  in  this  country  and  abroad,  usually 
provides  for  two  contacts,  the_  sewage  being  applied 
to  a  secondary  bed  after  it  has  remained  in  the  prim- 
ary bed  during  the  requisite  period  of  contact.  Fig.  2 
shows  a  typical  double  contact  bed. 

(To  be  continued) 


The  Dick  Well  Drilling  Machine 

The  Dick  Well  Drilling  Machine  Company,  of  Bol- 
ton, Ont.,  have  been  specializing  on  the  manufacture 
of  well-drilling  machines  for  many  years,  and  have  sup- 
plied a  lot  of  machinery  to  drilling  contractors  through- 
out Canada.   They  manufacture  drilling  machines  that 


will  drill  holes  any  size  or  depth,  but  their  most  popu- 
lar machine,  a  "well"  drill,  which  we  illustrate  here- 
with, will  drill  a  hole  any  size  up  to  six  inches  and  any 
depth  up  to  500  feet.  Besides  manufacturing  machines 
the  Dick  Well  Drilling  Machine  Company  employ  ex- 
perienced drillers  who  are  open  to  take  well  drilling 
contracts  in  all  parts  of  Canada. 
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Unusual    Construction    Difficulties    Met  in 
Installing   Mechanical   Filtration  Plant 


THE  city  of  Toronto  some  half  dozen  years  ago 
installed  a  slow  filtration  plant  on  Toronto 
Island,  1>nt  rapid  growth  of  population  has 
made  it  necessary  to  increase  the  capacity  of 
the  water  purification  system.  After  clue  considera- 
tion it  was  decided  that  the  system  best  suited  to  con- 
ditions in  Toronto  would  be  served  by  a  rapid  or  me- 
chanical filtration  plant,  and  the  Ransomc  type  was 
decided  upon.  The  design  and  tender  of  the  John  ver 
Mehr  Engineering  Company  and  William  Cowlin  & 
Son  i Canada').  Limited,  amounting  to  $1,066,282, 
was  accepted.  In  the  article  which  follows  it 
has  not  been  the  intention  to  describe  the  opera- 
tion or  explain  the  plan  of  this  filtration  sys- 
tem, but  merely  to  describe  briefly  a  few  of  the 
more  interesting  details  of  construction,  many  of 
which  are  entirely  unique.  The  work  on  this  plant  is 
now-  Hearing  completion.  It  will  consist  of  10  filtra- 
tion units,  each  with  a  capacity  of  6,000,000  gallons 
per  24  hour-,  so  that,  when  operating  at  full  capacity, 
thin  plant  alone  will  supply  the  maximum  peak  de- 
mand to  date.  The  main  portions  of  the  plant  are: 
The  filtration  house  proper;  a  boiler  and  pumping- 
house;  a  chemical  house,  in  the  basement  of  which  is 
the  coal  storage  ;  the  section  well ;  and  a  large  pressure 
lank,  in  w  hich  w  ater  is  stored  for  washing  the  filters. 

Toronto  Filtration  Contract. 

The  construction  of  the  plant  was  specially  inter- 
esting owing  to  the  peculiarities  of  the  site.  The 
whole  island  is  a  water-logged  sand  bar,  the  highest 
point  on  the  site  of  the  proposed  works  being  only 
about  4  feet  6  inches  above  the  water  level.  The 
largest  building,  which  is  the  filter  house,  measuring 
277'  x  123'.  has  a  formation  level  at  the  underside  of 
the  floor  of  9  feet  below  high-water  mark,  and  is  situ- 


View  of  site  looking  south  at  commencement  of  excavation.    Part  of  drain- 
age trench  cutting  off  site  from  lagoon  is  shown  on  right.  One 
of    the    three    temporary    pumping    stations    on    the  trench 
is  seen  in  background. 

ated,  at  the  nearest  point,  within  25  feet  of  the  lagoon. 
Before  the  excavation  for  this  building,  amounting  to 
about  19,000  yards,  could  be  commenced,  it  was  neces- 
sary to  remove  the  water  from  the  area. 


Drying  Out  the  Site. 

The  method  adopted  in  the  construction  of  the 
already  existing  slow  sand  filtration  plant  carried  out 
about  six  years  ago  was  to  surround  the  site  with 
drainage  canals  excavated  by  scows  to  a  depth  below 
the  formation  level.  These  canals,  when  completed, 
were  kept  pumped  down  to  a  lower  level  than  the 


Corner  of  Filter  House,  showing  concrete   floor   slab   and   form  work  for 
Concrete   foundation  wall. 


site,  thus  draining  the  water  from  the  site  and  pre- 
venting the  inflow  from  all  the  surrounding  water- 
logged area.  Owing  to  the  cramped  space  surround- 
ing the  new  plarit  and  the  nearness  of  the  lagoon,  this 
method  was  not  applicable.  Advantage  was,  however, 
taken  of  one  of  the  former  existing  drainage  canals 
which  ran  along  the  east  side  of  the  new  filter  house. 

This  was  dammed  back  from  connection  with  the 
lagoon,  and  was  then  kept  pumped  to  below  the  level 
of  the  filter  house  formation.  The  north,  west,  and 
south  sides  were  surrounded  with  a  sheeted  drainage 
trench,  carried  to  a  depth  of  2  feet  below  the  forma- 
tion. On  this  drainage  trench  two  temporary  pump- 
ing stations  were  erected,  and  the  water  in  this  trench 
was  kept  at  all  times  down  to  the  same  level  as  the 
drainage  canal  mentioned — that  is,  2  feet  below  the 
bottom  of  the  filter  house  floor. 

Running  the  whole  length  of  the  site  there  existed 
a  60-inch  wrought  iron  pipe,  and  also  a  48-inch  wooden 
pipe,  both  of  which  were  open  to  the  lagoon.  The 
latter  was  below  the  formation  of  the  floor,  and  after 
the  connection  to  the  lagoon  had  been  cut,  this  was 
used  as  a  direct  connection  between  the  two  tempor- 
ary pumping  stations,  and  was  found  very  useful  when 
it  was  necessary  for  any  reason  to  temporarily  shut 
down  one  or  other  of  the  pumping  stations. 

The  Excavation. 

The  excavation  was  removed  with  a  "Marion"'  re- 
volving shovel.  It  was  loaded  into  dump  cars  and 
'dumped  at  selected  places  alongside  the  lagoon.  The 
drainage  canal  and  trenches  worked  very  efficiently, 
the    formation   surface   obtained    being  just  damp 
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enough  to  compact  the  sand  without  causing-  it  to  he 
wet  enough  to  yield  to  any  extent  under  pressure.  It 
was  interesting  to  note  that  after  the  drainage  arrange- 
ments had  been  running  for  several  weeks  the  flow  of 
water  obtained  through  the  surrounding  strata  was 
much  decreased,  owing,  no  doubt,  to  a  partial  clog- 
ging of  the  spaces  in  the  sand  with  finer  particles. 


Filter  House  looking  south,  showing  concrete  raft  and  side  walls  completed 
and   brickwork   being   commenced.     Two   railway  cars  which  have 
been  brought  across  in  the  ferry  scow  are  seen  at  the  S.W. 
corner  in  process  of  being  unloaded  by  the  cableway. 

'*»;  "  "  *jr*     'V  •;   ,'i 

Any  excavation  required  for  manholes,  drains,  etc., 
below  the  formation^  level,  of  the  floor  showed  very 
fine  running  sand,- and  the  work 'was  expensive  and 
.stow.     :  ;  :. 

Practically  the  same  conditions  existed  in  the  ex- 
cavation for  the  pumphouse  building.  The  general 
excavation  for  the  boiler  house  and  the  chemical  house 
did  not  go  below  water  level,  and  no  difficulty  was  ex- 
perienced with  these. 

The  Filter  House. 

The  filter  house  stands  on  what  is  practically  a 
concrete  raft,  the  floor  of  which  is  about  2  feet  in 


Suction  well  caisson  in  course  of  construction,  showing  forms 
for  intake  pipe  openings. 

thickness;  the  side  walls  are  about  6  feet  in  height, 
and  also  average  2  feet  in  thickness.  This  concrete 
was  laid  in  bays,  with  a  toothed  expansion  joint  be- 


tween each  bay.  Two  concrete  mixers,  one  electri- 
cally driven  and  one  steam  driven,  were  used,  and  the 
bulk  of  the  concrete  was  placed  with  a  movable  cable- 
way  spanning  the  site. 

There  were  no  special  features  in  the  construction 
of  the  superstructure  calling  for  description. 

The  Suction  Well. 

The  suction  well,  the  bottom  of  which  goes  down 
to  a  depth  of  25  feet  below  high  water,  was  the  deep- 
est excavation  on  the  whole  filtration  site.  This  was 
sunk  as  a  caisson.  An  iron  shoe  was  first  built  up  on 
the  site  and  the  concrete  forms  erected  over  this.  The 
concrete  was  run  in  sections  7  feet  in  height.  When 
two  sections,  or  14  feet  high,  had  been  poured  the  cais- 
son was  sunk  by  clamming  out  the  sand  from  the  in- 
terior. , 

The  work  of  sinking  evenly  was  rendered  more 
difficult  owing  to  the  peculiar  plan  of  the  caisson. 
For  about  three-quarters  of  the  circumference  it  is 
circular,  with  wall  18  inches  thick.  The  remaining 
one-quarter  of  the  circumference  is  one  straight  chord, 
with  a  thickness  of  6  feet.    The  difficulty  of  removing 


Foundation  of  Pump  House  under  construction.     All  concrete  was  placed 
by  the  cableway  shown. 

the  material  from  below  this  wide  portion  was  got 
over  by  putting  down  a  semi-circular  chamber  of 
Lackawanna  sheet  piling  outside  the  caisson,  so  that 
at  this  wide  6-foot  portion  the  material  could  be  re- 
moved from  outside  as  well  as  inside.  The  caisson 
sunk  well  and  rvenlv  to  within  6  inches  of  its  final 
position.  No  guides  were  used,  and  the  caisson  was 
kept  plumb  by  using  the  water  jet  oh  any  side  which 
showed  a  tendency  to  hang. 

The  formation  level  of  the  caisson  proved  to  he  in 
very  fluid  running  sand.  The  last  five  feet  of  excava- 
tion could  not  he  removed  from  the  interior  of  the 
caisson  owing  to  the  material  boiling  in.  and  some  tilt- 
ing of  the  caisson  took  place  due  to  this.  Excavation 
operation  was,  therefore,  suspended  until  the  pipe 
trench  approached  close  enough  to  draw  the  water 
from  the  surrounding  strata,  thus  reducing  the  pres- 
sure upwards  on  the  caisson  formation.  The  slight 
tilt  was  then  rectified.  A  sump  was  then  sunk  in  the 
centre  of  the  caisson  bottom,  radial  drains  of  gravel 
were  made  to  this,  the  whole  was  covered  with  a  light 
sheet-iron  blanket  ,and  the  concrete  bottom  success- 
fully placed  on  this. 

The  Intake. 

The  intake  consists  of  two  72-inch  steel  pipes,  side 
by  side,  the  water  run  being  at  a  depth  of  21  feet  below 
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lagoon  water  level.  Each  pipe  connects  np  to  a  valve 
chamber  of  the  existing  city  intake.  This  was  diffi- 
cult, hazardous,  and  costly,  owing  to  the  very  liquid 
condition  of  the  line  sand  and  the  close  proximity  of 
the  existing  works.  It  was  necessary  also  to  lay  the 
intake  pipe  close  underneath  the  two  pipes  carrying 
the  existing  water  supply.  Other  obstacles,  such  as 
an  abandoned  wooden  stave  pipe,  crib  work,  old  con- 
crete pipes,  and  logs  were  also  encountered.  The 
length  of  °5  feet  from  the  south,  working  northwards, 
wa^  -beet  piled  on  both  sides,  and  the  new  pipes  laid 
and  concreted  under  water  by  means  of  a  tremie  and 
«li\ers.  The  northmost  half  of  the  intake  was  sheeted 
in  a  similar  manner,  but  in  this  case  the  water  was 
pumped  out  and  the  pipes  laid  and  concreted  in  the 
dry.  The  latter  was  the  cheaper  and  quicker  method, 
but  was  not  applicable  on  the  first  section,  owing  to 
the  proximity  of  existing  structures  and  the  existing 
pipes  crossing  the  trench. 

Chemical  House  and  Coal  Storage. 

The  chemical  house  and  coal  storage  building  of- 
fers no  special  features  of  interest  from  the  point  of 
view  of  construction.  A  large  reinforced  concrete 
cone  involved  somewhat  complicated  reinforcement 
and  form  work,  with  naturally  corresponding  high 
Cost.  This  building,  and  also  the  foundations  of  tbe 
pump  house,  were  poured  from  a  concreting  tower. 
This  tower  was  equipped  with  an  electrically  driven 
Ransome  concrete  mixer,  which  was  supplied  by  a 
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Interior  of  large  reinforced  concrete  cone  in  chemical  house  in  course  of 
construction,  showing  reinforcement  of  outer  cone  and  form  work 
for  inner  cone. 


large  stone  and  concrete  bin,  situated  close  to  the 
wharf  on  the  lagoon.  Stone  and  sand  were  brought 
in  scows  alongside  the  wharf  and  were  clammed  by  a 
15-ton,  8-wheeled  Industrial  crane  directly  into  the 
concreting-  bin.  In  this  way  there  was  a  minimum  of 
handling  of  the  material. 

Loaded  Freight  Cars  Across  the  Bay. 

The  works  involved  the  conveying  to  the  Island 
of  many  thousands  of  tons  of  material.  The  great 
bulk  of  this  material  arrived  in  Toronto  in  freight 
cars.  These  were  delivered  to  the  contractor's  wharf 
at  the  foot  of  Spadina  Avenue.  The  sidings  at  this 
wharf  were  continued  to  the  water's  edge  and  the 
freight  cars  were  run  on  a  scow  specially  constructed 
to  act  as  a  train  ferry.  This  scow,  with  the  cars  on 
board,  was  then  taken  to  the  Island  by  a  tug  and  the 
car  was  pulled  off  at  a  specially  constructed  tempor- 


ary wharf  onto  the  contractor's  sidings  at  the  works. 
The  pulling  off  and  the  moving  on  the  sidings  was 
done  sometimes  by  a  15-ton,  8-wheeled  Industrial 
locomotive  crane,  but  when  this  was  not  available  the 
cars  were  drawn  off  and  moved  on  the  sidings  by  an 
electrical  hoist. 

Three  hundred  cars  have  been  safely  taken  across 
and  brought  back  without  a  hitch,  and  with  a  great 
economy  in  the  labor  and  handling  of  material  and 
waste  due  to  breakage. 

Complete  Contractor's  Plant  at  the  Works. 

Owing  to  the  situation  of  the  works  it  was  consid- 
ered advisable  to  have  a  carpenter's  shop,  machine 


Interior  of  reinforced  concrete  coal  store.    This  building  is  semi-circular. 
The  S.W.  corner  is  shown. 


and  fitting  shop,  and  a  blacksmith  shop  on  the  works. 
All  the  plant  in  fhese  shops  is  electrically  driven. 

Throughout  the  whole  work  the  plant,  wherever 
possible,  was  driven  electrically,  use  being  made  of 
hydro  power.  Several  of  the  more  important  pumps 
(the  stoppage  of  which  even  for  a  short  time  would 
involve  very  serious  consequences)  were  supplied  with 


Part  of  interior  of  60  ft.  diameter  filter  tank,  showing  the  iron  bases  on 
which  sand  cones  rest,  the  rows  of  collector  pipes  in  the  bottoms, 
and  the  extractor  pipes  in  the  slots  between  the  sections. 


a  steam  standby,  and  this  standby  was  used  to  reduce 
the  peak  load  on  the  electrical  plant. 

The  site  of  the  works  was  lighted  by  a  number  of 
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5-light  clusters  mounted  on  40-foot  poles,  which  poles 
also  carried  the  distribution  of  the  power  supply. 

The  great  majority  of  the  motors  used  were  sup- 
plied by  the  Lancashire  Dynamo  and  Motor  Company, 
Ltd. 

One  of  the  most  useful  items  of  plant  was  the  15- 
ton,  8-wheeled  Industrial  locomotive  crane  referred 
to,  which  did  the  whole  of  the  handling  of  the  heavy 
Lackawanna  steel  sheeting-  in  the  intake.  It  also  exca- 
vated all  the  material  in  the  intake  and  backfilled  the 
greater  bulk,  and  was  employed  also  in  setting  the 
72-inch  steel  intake  pipes.  It  was  also  largely  used  in 
the  filling  of  the  concreting  bins  above  referred  to. 

Considerable  trouble  was  experienced  in  keeping 
in  running  condition  the  car  tracks  laid  down  around 
the  site  owing  to  the  very  loose  nature  of  the  sand.  In 
dry  weather  it  was  found  practically  impossible  to 
keep  the  tracks  properly  packed. 

The  work  was  peculiar,  in  that  for  considerable 
periods  during  winter  the  Island  was  practically  inac- 
cessible, owing  to  ice  on  the  bay  and  lagoon,  pre- 
venting navigation  yet  not  being  strong  enough  for 
traffic.  During  such  times  the  men  and  material  had 
to  be  conveyed  to  and  from  the  western  gap,  a  distance 
of  about  two  miles. 

The  patents  for  the  Ransome  drifting  sand  filter, 
which  are  the  main  feature  of  the  installation,  are  con- 
trolled by  the  John  verMehr  Engineering  Company, 
Ltd.,  by  whom  the  layout  of  the  plant  was  also  de- 
signed. 

Contractors. 

The  general  contractors  for  the  whole  of  the  work 
were  William  Cowlin  &  Son  (Canada),  Ltd. 

The  firms  supplying  machinery  and  equipment 
were :  Cast  iron  pipes,  Canada  Iron  Foundries,  Ltd., 
head  office,  Montreal;  valves  and  operating  tables, 
Glenfield  &  Kennedy,  Ltd.,  Scotland  (Montreal 
office,  314  Coristine  Building)  ;  venturi  meters,  Build- 
ers' Iron  Foundry,  Providence,  R.I. ;  water  tank,  Chi- 
cago Bridge  Company,  Chicago,  111.;  steel  sheet  pil- 
ing, Lackawanna  Steel  Company,  Buffalo,  N.Y.  The 
remainder  of  the  equipment  was  supplied  by  Toronto 
firms:  Filter  tanks  and  intake  pipe,  Thor  Iron  Works; 
De  Laval  pumps  and  generator,  Turbine  Equipment 
Company;  cranes,  J.  T.  Hepburn,  Ltd.;  switchboard, 
Canadian  Westinghouse  Company ;  chimney,  Custodis 
Canadian  Chimney  Company ;  structural  steel,  Domin- 
ion Bridge  Company;  steel  sash  and  chequered  plate 
flooring,  A.  B.  Ormsby  &  Co.,  Ltd.;  skylight,  Henry 
Hope  &  Sons;  glazing,  Pilkington  Brothers;  tiled 
roof,  Rennie  &  Sons;  painting,  Murray-Kay,  Ltd.; 
galvanized  iron  work,  W.  E.  Dillon  Company,  Ltd. ; 
heating,  Bennett  &  Wright  Company;  boilers,  Inter- 
national Engineering  Company;  electric  lighting,  E. 
F.  W.  Salisbury;  small  cast  iron  piping* arid  special 
castings,  Standard  Foundry ;  sherardizing  pipes, 
Chambers  Limited;  wharf,  David  Arnot;  bricks,  Don 
Valley ;  cement,  Canada  Cement  Company. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


Milton  Foundry,  Limited,  have  been  incorporated  with  a 
capital  of  $40,000,  head  office  Milton,  Ont. 

The  Manitoba  Steel  Foundries,  Limited,  has  been  in- 
corporated with  a  capital  stock  of  $300,000,  head  office  Win- 
nipeg. 


The  total  number  of  building  permits  issued  for  July  in 
Woodstock,  Ont.,  was  eighteen,  and  the  amount  to  be  ex- 
pended, $17,100.  This  is  an  increase  of  $6,000  over  the  same 
month  last  year. 

The  Canadian  Steel  Foundries  propose  to  build  an  ad- 
dition, 140  x  40,  to  their  muck  mill  at  Welland.  The  addi- 
tion will  be  of  steel  construction  and  will  cost  $6,000.  Ryan 
&  Gardiner  have  the  contract. 

More  farm  tile  is  reported  to  have  been  sold  at  Strat- 
ford, Ont.,  this  year  than  ever  previously,  the  demand  being 
stimulated  by  the  unusually  wet  spring,  which  showed  the 
pressing  necessity  of  tile  drainage. 

Dominion  Vaults,  Limited,  have  been  incorporated  with 
a  capital  of  $100,000,  head  office,  Toronto.  They  will  carry 
on  a  manufacturing  business  and  also  that  of  public  and 
private  contractors  in  all  their  branches. 

The  General  Contractors'  Association,  at  San  Francisco, 
which  is  part  of  the  Building  Trade  Employers'  Association, 
has  voted  for  an  open  shop  policy,  in  line  with  a  similar  de- 
claration made  some  weeks  ago  by  the  Chamber  of  Com- 
merce. 

The  building  permits  issued  at  Medicine  Hat,  Alta., 
for  the  month  of  July  amounted  to  $55,090,  as  against  $3,000 
for  the  same  month  last  year.  The  permits  for  the  first 
seven  months  amount  to  $344,100,  as  against  $53,260  for  the 
same  period  last  year. 

An  increase  in  waterworks  power  is  required  at  Ham- 
ilton, Ont.,  and  the  installation  of  steam  turbine  pumps  for 
additional  capacity  is  considered.  It  has  also  been  suggested 
that  the  city  couple  up  with  the  Cataract  company  for  em- 
ergency purposes. 

The  Ottawa  Paint  Works,  Limited,  has  been  incorpor- 
ated with  a  capital  stock  of  $200,000,  head  office  Ottawa,  and 
will  take  over  as  a  going  concern  the  business  now  car- 
ried on  by  the  Ottawa  Paint  Works  and  the  Ottawa  Varnish 
Company,  Limited. 

The  building  permits  issued  in  Chatham,  Ont.,  during 
the  month  of  July  amounted  to  $61,100,  an  increase  over  the 
same  month  last  year  of  $20,450.  The  total  for  the  first 
seven  months  of  this  year  is  $217,270,  as  compared  with 
$122,650  for  the  corresponding  period  in  1915. 

Washed  Sand  &  Gravel,  Limited,  have  been  incorpor- 
ated with  a  capital  of  $60,000,  headquarters  Toronto,  and  will 
carry  on  the  business  of  dealers  in  sands,  gravels,  stone, 
lime,  cement  and  builders'  supplies  of  all  kinds.  They  will 
also  manufacture  sewer  and  field  pipes,  tiles,  etc. 

Commissioner  Macallum  has  informed  the  Ottawa  board 
of  control  that  the  cost  of  the  new  water  redistribution  sys- 
tem is  to  exceed  the  estimate  of  the  engineers  who  designed 
it,  Messrs.~W.  S.  and  R.  S.  Lea,  of  Montreal,  by  $100,000. 
The  estimated  cost  was  $420,000,  and  $361,000  has  already 
been  spent.    The  total  cost  will  be  $561,000. 

The  building  permits  issued  in  Vancouver,  B.  C,  dur- 
ing the  month  of  July  this  year  numbered  29,  value  $156,465, 
as  compared  with  33  in  July,  1916,  value  $171,065.  The 
total  number  of  permits  for  the  first  seven  months  of  this 
year  is  283,  amount  $590,515,  as  against  425  during  the  cor- 
responding period  last  year,  amount  $1,238,031. 

A  new  automobile  highway  through  the  Revelstoke  Na- 
tional Fark,  in  British  Columbia,  which  has  been  completed 
for  a  distance  of  11  miles,  was  formally  opened  recently 
by  H.  R.  H.  the  Duke  of  Connaught.  The  area  of  the  park 
through  which  the  road  leads  is  over  57,600  acres,  being 
created  by  the  Dominion  Government  by  order-in-council  on 
April  28,  1914. 

The  portion  of  the  Toronto-Hamilton  highway  which 
runs  through  the  central  part  of  Burlington  was  recently 
uncovered  for  traffic.    Work  on  the  highway  in  the  vicinity 
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ot  the  town  is  progressing  very  favorably.  The  road  is 
Completed  from  immediately  east  of  the  Valley  Inn  hills, 
near  Hamilton,  to  the  Credit  river,  with  the  exception  of 
two  small  portions. 

Hie  first  contract  in  the  installation  of  the  sewer  sys- 
tem of  Burlington,  Ont,  is  almost  completed.  This  in- 
cludes the  laying  of  the  water  pipes  on  W  ater,  Brant,  Locust, 
Seneca,  Ontario  and  Maria  Streets  and  Burlington  and  Hurd 
\venues.  besides  the  force  main  from  the  pump  house  on 
Junction  Street,  near  Ramho  Creek,  to  the  disposal  plant 
on  the  Bell  property. 

The  Joint  Parliamentary  Committee  which  has  charge 
0l  the  re-construction  of  the  Parliament  Buildings  will  hold 
a  meeting  shortly,  at  which  the  terms  of  the  contract  with 
Titer  Lyall  &  Sons  Company  for  building  the  structure,  are 
to  be  finally  decided  upon.  It  is  possible  that  the  original 
terms  may  be  revised.  The  committee  has  decided  to  call 
for  public  tenders  on  all  material. 

The  claims  of  Doran  and  Devlin,  contractors,  regarding 
their  work  at  Lemieux  Island  for  the  city  of  Ottawa  being 
held  up,  are  to  be  ignored.  The  contractors  had  written 
complaining  that  in  June  their  blasting  operations  had  been 
stopped  by  the  city  because  of  danger  to  the  chlorinating 
plant  and  the  delay  had  put  them  back  at  least  two  months. 
The  city  considers  that  there  was  plenty  of  other  work  they 
could  have  gone  ahead  with. 

The  highway  which  the  Provincial  Government  are  build- 
ing from  Montreal  to  Quebec  is  now  sufficiently  advanced 
to  permit  of  automobile  traffic  between  the  two  cities,  with 
..tie  or  two  detours.  During  the  month  of  July  a  great  deal  of 
reconstruction  work  and  re-surfacing  was  done  and  there 
have  been  nearly  a  score  of  rollers  working  at  one  part  or 
another.  The  entire  length  of  the  road  is  about  171  miles. 
Stone  block  pavement,  asphalt,  concrete,  and  macadam  have 
been  used  in  the  construction. 

Economies  are  being  effected  by  Mr.  A.  F.  Macallum, 
Commissioner  of  Works,  Ottawa,  in  connection  with  street 
paving.  Hitherto,  the  practice  of  the  city  has  been  to  lay 
a  six-inch  concrete  base.  The  commissioner's  policy  is  to 
have  only  a  four-inch  concrete  base  on  streets  where  there 
i>  no  possibility  of  heavy  traffic  during  the  life  of  the  pave- 
in.  nt.  The  paving  is  being  done  at  a  rate  of  about  $2.00  per 
yard,  where  in  the  past  the  city  has  paid  about  $2.40.  A 
case  in  point  is  the  work  on  Daly  Avenue. 

Building  activity  in  the  Earlscourt  district,  Toronto,  and 
the  southern  portion  of  York  Township,  is  on  the  increase, 
according  to  a  statement  by  Deputy  Reeve  F.  H.  Miller,  of 
York  Township  Council.  He  stated  that  several  enquiries 
had  been  received  for  factory  site  locations  and  that  nego- 
tiations were  under  way  for  a  paint  and  varnish  factory  on 
the  old  Belt  Line  at  Fairbank;  also,  that  enquiries  had  been 
made  by  a  large  firm  of  cement  manufacturers  regarding 
the  establishment  of  a  plant  on  the  southern  portion  of  the 
township. 

In  acknowledging  the  receipt  of  estimates  on  roadways 
from  various  counties,  the  Hon.  Finlay.  G.  Macdiarmid,  Min- 
ister of  Public  Works  for  the  province  of  Ontario,  urges 
economy  in  road  construction.  After  pointing  out  that  a 
glut  of  work  at  high  wages  keeps  men  from  the  front,  he 
says,  "At  the  conclusion  of  the  war  it  is  fully  anticipated 
that  the  opposite  conditions  will  prevail.  During  that  period 
of  re-adjustment  a  serious  economic  condition  may  arise. 
I  therefore  recommend  your  county,  as  a  patriotic  duty,  to 
delay  as  far  as  possible  roadway  expenditures." 

The  York  Hotel  Company,  Limited,  propose  to  build  a 
$2,000,000  hotel  in  Toronto  on  the  site  of  the  present  Yonge 
Street  Arcade.  W.  S.  Dinnick,  of  the  Standard  Reliance 
Mortgage  Corporation,  made  application  on  behalf  of  the 
company,  and  the  city  council  has  approved  the  board  of 


control's  recommendation  for  a  fixed  assessment  on  the  pro- 
perty. The  building  to  be  fourteen  storeys  in  height,  built 
of  while  limestone  and  brick,  and  will  be  absolutely  fireproof. 
It  will  have  600  guest  rooms,  a  bathroom  with  each  room, 
and  will  include  a  convention  hall  and  other  new  features. 
It  will  have  no  bar.  Guests  will  be  received  at  the  Victoria 
Street  entrance.  Messrs.  George  Post  &  Sons,  of  New  York, 
are  the  architects. 

The  Allied  Trades  and  Labor  Council  at  Ottawa  have 
protested  strongly  against  the  position  taken  by  Commis- 
sioner of  Works  Macallum  in  his  refusal  to  grant  the  de- 
mands of  the  corporation  laborers  an  increase  of  5c  per  hour 
on  their  present  25c  rate.  The  special  committee  of  the 
council  have  adopted  proposals  as  to  wages  and  conditions 
governing  civic  work  and  presented  same  for  the  considera- 
tion of  the  Board  of  Control.  Eight  of  the  building  trade 
organizations  have  sanctioned  the  proposal  and  attached 
their  signatures,  the  trades  being  bricklayers,  stonemasons, 
stone-cutters,  stationary  engineers,  plumbers  and  steam- 
fitters,  and  painters.  A  rate  of  30c.  was  put  in  for  the 
laborers,  and  cement  finishers  40c.  The  union  rate  and  con- 
ditions have  been  strictly  adhered  to. 


Personal 

Controller  Kent  has  been  placed  in  charge  of  the  water- 
works system  of  the  city  of  Ottawa. 

Mr.  Geo.  H.  Wilson  has  been  appointed  secretary  of 
the  civic  works  department  of  the  city  of  Ottawa,  upon  the 
recommendation  of  Commissioner  Macallum.  His  duties 
will  include:  charge  of  the  clerical  staff,  secretary  of  the 
department,  charge  of  complaints,  charge  of  timekeepers, 
charge  of  garbage  inspectors,  oversight  of  cost  accounting 
system  and  the  purchasing  for  the  department. 


Obituary 

William  Yellowley,  superintendent  of  the  Canadian  Loco- 
motive Works,  died  very  suddenly  on  August  7,  at  the  age 
of  57  years.  He  was  a  native  of  Newcastle,  England,  and 
had  been  with  the  Works  at  Kingston,  Ont.,  for  over  15  years. 

From  Three  Rivers  comes  the  announcement  of  the 
death  of  Mr.  F.  Y.  Berlinguet,  engineer  and  architect,  of 
Quebec,  aged  86.  Mr.  Berlinguet  was  one  of  the  few  hon- 
orary members  of  the  Province  of  Quebec  Association  of 
Architects.    He  was  president  of  the  association  in  1891-1892. 

Peter  S.  Gibson,  of  Willowdale,  York  County,  Ont., 
passed  away  recently  at  the  age  of  79.  He  was  a  well-known 
civil  engineer  and  surveyor,  being  head  of  the  firm  of  Peter 
S.  Gibson  &  Sons,  engineers  and  land  surveyors.  He  was 
also  engineer  for  York  Township  for  over  35  years,  and  a 
member  of  the  Board  of  Examiners  of  the  Ontario  Land 
Survey. 

Mr.  Samuel  Boyd,  one  of  the  oldest  and  best  known 
citizens  of  St.  Catharines,  Ont.,  died  recently  at  his  home 
in  that  city  at  the  age  of  85.  Mr.  Boyd  was  an  expert  stone- 
mason and  bricklayer,  and  for  many  years  carried  on  busi- 
ness as  a  building  contractor.  For  nearly  forty  years  he 
was  prominently  identified  with  the  Bricklayers'  and  Masons'' 
Union. 


On  page  45  of  the  Contract  Record  of  July  26th,  an 
item  appeared  to  the  effect  that  contracts  for  the  erec- 
tion of  machine  shop  and  stores  for  the  C.  N.  R.  at 
Edmonton,  Alberta,'  had  been  awarded  to  Nesbitt  & 
Company,  10243-95th  Street.  This  item  should  have 
read  the  E.  M.  Nesbitt  Company,  Limited,  10041-1 18th 
Street,  Edmonton.  The  E.  M.  Nesbitt  Company,  Lim- 
ited, are  successors  to  Nesbitt  &  Miller,  general  con- 
tractors. 


Contracts  Department 


News    of   Special   Interest  to  Contractors,  Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Aylmer,  Que. 

Tenders  on  the  construction  of  a  fil- 
tration plant  will  be  received  until  Au- 
gust 24  by  the  chairman  of  the  Water- 
works Committee.  Plans  and  specifi- 
cations at  the  Town  Hall.  Estimated 
cost,  $25,000. 

Hamilton,  Ont. 

The  Works  Committee  have  recom- 
mended the  construction  of  sewers,  at 
an  approximate  cost  of  $68,000.  Engi- 
neer, E.  R.  Gray. 

The  City  Council  have  decided  to  lay 
a  water  main  on  Main  Street  at  an  ap- 
proximate cost  of  $11,468.  Clerk,  S.  H. 
Kent. 

London,  Ont. 

The  City  Council  are  considering  the 
construction  of  vitrified  brick  pavement 
on  Bathurst  Street,  at  an  approximate- 
cost  of  $7,125.    Engineer,  H.  A.  Brazier. 

Sandwich  South  Township,  Ont. 

The  Township  Council  are  consider- 
ing a  by-law  to  authorize  the  raising  of 
$20,000  for  tile  drainage  work.  Clerk, 
John  McAuliffe,  Maidsone. 

Sarnia,  Ont. 

The  Town  Council  have  passed  a  by- 
law for  the  construction  of  a  quantity  of 
granolithic  sidewalk  and  tile  sewer. 

Sherbrooke,  Que. 

A  by-law  has  been  carried  authorizing 
the  construction  of  a  trunk  sewer  in  the 
South  Ward,  at  an  approximate  cost  of 
$45,000.     Engineer,  Thomas  Tremblay. 

CONTRACTS  AWARDED. 

Burlington,  Ont. 

The  general  contract  for  the  con- 
struction of  about  16,900  feet  of  sani- 
tary sewer  has  been  let  by  the  Town 
Council  to  the  McLean  Tohnstone  Com- 
pany. 

Osgoode  Township,  Ont. 

The  Municipal  Council  have  awarded 
the  contract  for  the  contsruction  of  a 
drain  to  Albera  Lozielle.  Embrun,  Ont. 
Approximate  cost,  $4,800.  Engineers, 
Magwood  &  Stidwell,  Cornwall. 

York  Township,  Ont. 

The  Township  Council  have  let  con- 
tracts for  sidewalk  construction  to  the 
Grant  Contracting  Company,  Ltd.,  50 
Front  Street  East,  Toronto,  and  God- 
son Contracting  Company,  Manning 
Chambers,  Toronto.  Approximate  total 
cost,  $5,490. 


Railroads,  Bridges  and  Wharves 

Middleton  Township,  Ont. 

The  Township  Council  contemplate 
the  construction  of  a  50-foqt  bridge  at 
Watson's  Mills.  Clerk.  D.  W.  White, 
Courtland. 


Wheatley  Township,  Ont. 

The  Clerk  of  Kent  County,  W.  P. 
Coyle,  Sandwich,  will  receive  tenders 
until  August  22nd  for  the  addition  of  a 
20-foot  span  to  a  bridge.  Steel  Super- 
structure, concrete  abutments. 


Public  Buildings,  Churches 
and  Schools 

Bathurst,  N.B. 

Plans  for  the  college  which  the  Eudist 
Fathers  propose  to  erect  are  being  pre- 
pared by  Albert  Sincennes,  642  Main 
Street,  Moncton.  Estimated  cost,  $200,- 
000.     Stone  construction. 

Brandon.  Man. 

Work  is  about  to  start  on  the  erec- 
tion of  a  school  on  Third  Street,  under 
supervision  of  the  architect,  T.  Mellor, 
2451  Princess  Avenue.  Estimated  cost, 
$5,450.    Frame  construction. 

Grand  Prairie.  Alta. 

Tenders  will  be  received  until  August 
30  for  the  erection  of  a  school  for  the 
School  Board.  Estimated  cost.  $12,000. 
Archiect,  C.  Spencer.  Brick  construc- 
tion. 

Ingersoll,  Ont. 

Tenders  on  the  erection  of  an  addi- 
tion to  the  Hospital  will  be  received 
until  (i  p.m.,  August  24th,  by  the  Secre- 
tary to  the  Hospital  Board  and  by  the 
Architect,  W.  G.  Murray,  Dominion  Sav- 
ing Building,  London.  Approximate 
cost,  $10,000. 

Lacombe.  Ala. 

Work  has  been  started  on  the  erec- 
tion of  an  addition  to  the  school  of  the 
F'ree  Adventist  Congregation.  Frame 
construction.    Estimated  cost,  $4,000. 

Medicine  Hat,  Alta. 

The  School  Board  propose  to  build  a 
school  at  an  approximate  cost  of  $25,- 
000,  and  plans  are  being  prepared  by 
VV.  H.  Bourne,  Huckvale  Block.  Ten- 
ders will  be  called  shortly.  Brick  con- 
struction. 

Selkirk.  Ont. 

The  tenders  received  for  the  erection 
of  a  school  were  considered  too  high, 
and  the  plans  are  now  being  revised  In- 
tra- architect.  A.  VV.  Peene,  107  Clyde 
Block,  Hamilton. 

Sherbrooke,  Que. 

Plans  for  a  normal  school  to  be  built 
for  the  Congregation  Notre  Dame, 
<in>v<.'  Street,  will  be  prepared  by  J.  W. 
Gregoire,  191a  Wellington  Street.  Ap- 
proximate cost,  $150,000. 

Ste.  Anne  de  la  Pocatiere,  Que. 

Plans  for  rebuilding  the  library  of  Ste. 
Anne  College,  which  was  recently  de- 
stroyed by  fire,  are  being  prepared  by  I'. 
Levesque,  115  St.  Jean  Street,  Quebec. 
Approximate  cost,  $3,000. 

Work  is  about  to  start  on  the  rebuild- 


ing of  the  convent  and  college,  at  an 
estimated  cost  of  $20,000.  Director,  Rev. 
A.  Boulet. 

St.  John,  N.B. 

Plans  for  the  school  which  the  School 
Board  propose  to  build  on  Bentley 
Street  are  being  prepared  by  F.  Neil 
Brodie.  42  Princess  Street,  and  tenders 
will  be  called  early  next  month.  Brick 
and  steel  construction.  Estimated  cost, 
$70,000. 

St.  Norbert  de  Cap  Chat,  Que. 

Tenders  on  the  erection  of  a  church 
and  sacristy  will  be  received  untiil  Sep- 
tember 2nd  by  the  Rev.  O.  L.  Caron. 
Stone  and  steel  construction.  Estimated 
cost,  $60,000.  Architect,  Thomas  Ray- 
mond, 43  Caron  Street,  Quebec. 

Timmins.  Ont. 

Bulk  of  separate  tenders  on  the  erec- 
tion of  a  school  will  be  received  until 
August  21  by  D.  Ostrosser,  chairman  of 
the  School  Board.  Plans  and  specifica- 
tions with  the  chairman  and  architects, 
Ellis  &  Ellis,  Manning  Chambers,  Toron- 
to. Hollow  tile  and  brick  construction. 
Approximate  cost,  $30,000. 

Tweed,  Ont. 

Tenders  on  the  erection  of  a  high 
school  will  be  received  until  August  21 
by  C.  W.  Huyck,  secretary  to  the  School 
Board.  Hollow  tile,  brick,  and  steel 
construction.  Estimated  cost,  $25,000. 
Architects,  Ellis  &  Ellis,  Manning  Cham- 
bers, Toronto. 

CONTRACTS  AWARDED. 
Cote  St.  Michel,  Que. 

The  following  contracts  have  been  let 
in  connection  with  the  school  now  being 
built:  Steel,  Phoenix  Bridge  and  Iron 
Works,  Quebec;  roofing,  heating,  and 
plumbing,  Tremblay  &  FYancoeur;  paint- 
ing, Colas  &  Chaumet;  plastering,  I'. 
Dansercan  &  Cic;  electrical  work,  A.St 
Cie. 

Gait.  Ont. 

In  connection  with  the  erection  of  a 
school  on  Stone  Road  .the  contract  for 
galvanized  iron  work  has  been  awarded 
to  Turnbull  &  CutclifTe.  50  Colborne 
Street,  Brantford,  and  the  painting  to 
the  general  contractors. 

Granby,  Que. 

The  general  contract  for  the  erection 
of  an  addition  to  the  Congregational 
Church  has  been  lei  to  Arthur  Kent  and 
the  masonry  to  H.  Langlois.  Work  is 
now  under  way.  Estimated  cost,  $5,000. 
Coe. 

Kingston,  Ont. 

The  general  contract  for  the  erection 
of  a  riding  school  has  been  awarded  by 
the  Dominion  Government  Department 
of  Public  Works  to  the  Kingston  Con- 
struction Company,  Brock  Street.  Ap- 
proximate cost,  $18,000. 

Montreal,  Que. 

In  connection  with  alterations  to  the 
Church  of  the  Infant  Testis.  St.  Law- 
rence Street,  the  contract  for  plastering 
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has  been  let  to  Rochetort  &  Xoiinand, 

Strathcona  Street. 

In  connection  with  the  church  and 
pre>b>Ui>  now  in  course  ot  erection  lor 
the  trustees  of  St.  lean  Berchmans,  the 
contract  ior  painuui;  lias  been  awarded 
to  C  J .  Kenaud. 

In  connection  with  the  school  which 
i>  being  built  on  Robin  Street  lor  the 
Roman  Catholic  School  Hoard  the  con- 
tract lor  electrical  work  has  been 
awarded  to  the  Canada  Electric  Com- 
pany, 4*  Heaver  Mall  Hill,  the  tiling  to 
Lepage  Marble  W  orks  C  ompany,  734  St. 
Lawrence  Boulevard,  and  the  heating 
and  plumbing  to  Levesque  &  Bigonesse, 
1109b  St.  Yalier  Street.  Remainder  of 
work  by  general  contractor. 

In  connection  with  the  school  which  is 
being  built  for  the  School  Conimission- 

~  ol  St.  Gregoire  le  Thaumaturge,  the 
contract  for  plumbing,  heating,  and  roof- 
ing has  been  let  to  Vaillancourt  &  Bas- 
tien,  698  Papineau  Avenue,  and  the 
brick  work  to  O.  Archambault,  610  Pare 
Latontaine.  Tenders  on  electrical  work, 
plastering,  tiling,  painting,  and  glazing 
are  being  received  by  the  general  con- 
tractors. Martineau  &  Prenoveau,  043 
Berri  Street. 

The  following  contracts  have  been  let 
in  connection  with  the  school  now  in 
course  of  erection  on  l'apineau  Avenue 
for  the  Roman  Catholic  School  Com- 
missioners: Brick  work,  J.  Monette,  32 
St.  Louis  Square;  steel,  Dominion 
Bridge  Company,  Lachine,  Que.;  floor- 
ing. Canadian  Siegwart  Beam  Company, 
Ltd..  103  St.  Francois  Xavier  Street; 
marble  work,  Lepage  Marble  Works,  734 
St.  Lawrence  Boulevard;  electrical  work, 
Bisson  &  P'rere.  65  Rivard  Street. 

Nelson.  B.C. 

The  School  Board  have  awarded  the 
general  contract  for  the  erection  of  an 
addition  to  the  High  School  to  Snider 
Brothers  &  Brethour,  Orpheum  Build- 
ing, Vancouver,  at  $19,403. 

Pembroke.  Orit. 

The  general  contract  for  the  erection 
of  a  school  on  Victoria  Street  has  been 
awarded  by  the  Board  of  Education  to  II. 
P.  Beck.  18  Woodlavvn  Avenue.  Ottawa, 
the  masonry  to  Markus  &  Co.,  roofing, 
heating,  plumbing,  and  electrical  work 
to  Dunlop  &  Co.,  and  plastering  to  J.  C. 
Hamilton.  Hollow  tile,  reinforced  con- 
crete, brick,  and  Indiana  limestone  con- 
struction.   Approximate  cost,  $53,703. 

Ponoka,  Alta. 

The  Provincial  Department  of  Public 
Works  have  awarded  the  general  con- 
tract for  the  erection  of  a  kitchen  and 
bakery  at  the  Asylum  to  Ross  Brothers, 
9631  One  Hundred  and  Fifth  Avenue, 
Edmonton.    Approximate  cost,  $30,000. 

Quebec,  Que. 

In  connection  iwth  the  church  which 
has  been  erected  for  the  parish  of  St. 
Roch.  the  contract  for  flooring  has  been 
let  to  the  Canadian  Siegwart  Beam 
Company,  Ltd.,  103  St.  Francois  Xavier 
Street.  Montreal. 

Rimouski,  Que. 

The  contract  for  carpentry,  masonry, 
and  roofing  required  in  the  erection  of 
a  normal  school  for  the  Ursuline  Sisters 
has  been  awarded  to  Labbe  &  Roberge, 
St.  Marie,  Que. 

Sherbrooke.  Que. 

In  connection  with  the  school  addi- 
tion which  is  being  built  for  the  Roman 
Catholic  School  Commissioners  by  the 


Sherbrooke  Construction  Company  the 
contract  ior  electrical  work  has  been  let 
lo  the  Flectrical  Repair  and  Supply 
Company,  Tl    W  ellington  Street. 

St.  Leonard  de  Port  Maurice,  Que. 

In  connection  with  the  school  which 
is  now  being  built  the  contract  for  paint- 
ing has  been  let  to  Colas  &  Charest,  598 
St.  Lawrence  Boulevard,  and  the  car- 
pentry to  the  general  contractors. 

Windsor,  Ont. 

The  general  contract  for  alterations  to 
St.  Andrew's  Presbyterian  Church  has 
been  awarded  to  Ralo  Wescott  &  Co.,- 55 
Oak  Street. 

Yorkton.  Sask. 

The  general  contract  for  the  erection 
of  a  boarding  school  for  the  Ruthenian 
Sisters  has  been  awarded  to  Logan  & 
Black,  Laurier  Street.  Brick,  reinforced 
concrete  .and  cut  stone  construction. 
Approximate  cost,  $40,000.  Architect,  A. 
J.  Papineau,  47  Masson  Street,  St.  Boni- 
face, Man. 


Business  Buildings  and  Indus- 
trial Plants 

Arnprior,  Ont. 

A  by-law  has  been  carried  approving 
certain  concessions  to  David  Craig  and 
work  will  now  proceed  on  the  erection 
of  a  grist  mill  and  elevator,  estimated 
to  cost  $18,000.  Brick  construction.  Ar- 
chitects, McKay  Brothers,  Arnprior. 

Brockvile,  Ont. 

The  work  required  in  the  erection  of  a 
garage  on  Market  Square  for  John  Mc- 
Caw  will  be  done  by  day  labor,  under 
supervision  of  the  architect,  A.  S.  Allas- 
ter,  King  Street.    Estimated  cost,  $9,000. 

Delhi,  Ont. 

The  Norfolk  County  Telephone  Com- 
pany propose  to  build  an  exchange  on 
Main  Street,  at  an  approximate  cost  of 
$5,000.    The  Company  will  prepare  plans. 

Jaffray,  B.C. 

The  East  Kootenay  Lumber  Company 
propose  to  erect  a  complete  new  plant  at 
a  later  date. 

Moncton,  N.B. 

Alterations  and  additions  to  the  Vic- 
toria Block  for  T.  Higgins,  93  Queen 
Street,  are  now  being  carried  out  by 
day  labor  under  the  supervision  of  the 
Architect,  H.  C.  Mott,  13  Germain  St., 
St.  John.  Brick  and  steel  construction. 
Approximate  cost,  $8,000. 

Sherbrooke,  Que. 

G.  G.  Vallee,  67  Belvidere  Street,  is 
having  plans  prepared  for  a  bank  and 
office  building,  which  he  proposes  to 
erect  at  Gait  and  Belvidere  Streets. 
Brick  construction.  Estimated  cost, 
$4,000. 

Spirit  River,  Alta. 

Plans  have  been  prepared  for  the  erec- 
tion of  model  farm  buildings  and  a  bun- 
galow for  J.  D.  McArthur,  Edmonton, 
Dunvegan  and  B.C.  station,  Edmonton. 
Contracts  will  be  let  shortly. 

St.  Hyacinthe.  Que. 

The  Bank  of  Montreal  have  had  plans 
prepared  for  a  building  to  be  erected  on 
Cascade  Street,  at  an  approximate  cost 
of  $30,000.    Stone  construction. 

Plans  of  an  office  and  store  building  to 
be  erected  for  H.  S.  Chalifoux,  800  Gir- 
ouard    Street,   are    being    prepared  by 


the  Southern  Canada  Power  Company, 
43  St.  Francois  Xavier  Street,  Montreal. 
Brick  construction.  Estimated  cost, 
$15,000. 

Timmins.  Ont. 

Bulk  or  separate  tenders  on  the  erec- 
tion of  a  hospital  for  the  Canada  Min- 
in  and  Finance  Company  will  be  re- 
ceived until  August  21.  Plans  and  speci- 
fications at  office  of  the  architects,  Ellis 
&  Ellis,  Manning  Chambers,  Toronto. 
Estimated  cost,  $30,000.  Hollow  tile  and 
brick  construction. 

Toronto,  Ont. 

Plans  of  abbatoir  buildings  to  be  erect- 
ed for  the  William  Davies  Company, 
Limited,  521  Front  Street  East,  have 
been  prepared  by  Henschien  &  McLaren, 
431  Dearborn  Street,  Chicago,  111.,  and 
tenders  will  be  called  shortly.  Approxi- 
mate cost,  $200,000. 

The  Toronto  Electric  Commissioners, 
226  Yonge  Street,  will  receive  tenders 
until  August  30th  for  an  extension  to  the 
Duncan  Street  Sub-station,  estimated  to 
cost  $90,000.  Plans  at  office  of  the  En- 
gineering Department,  Duncan  and  Nel- 
son Streets. 

Plans  of  a  factory  and  warehouse  are 
being  prepared  for  Willards  Chocolates, 
Ltd.,  260  Spadina  Avenue.  Brick  and 
mill  construction.  Manager,  E.  G.  Rob- 
inson. 

The  Mounce  Company,  Ltd.,  334  Par- 
liament Street,  have  started  work  on  ad- 
ditions to  their  premises,  estimated  to 
cost  $5,000.  Brick  and  steel  construc- 
tion. 

E.  Gagnon,  2359  Queen  Street  East, 
proposes  to  build  a  store  and  residence 
block,  at  an  approximate  cost  of  $12,000, 
and  is  having  plans  prepared.  Brick 
construction. 

Transcona,  Man. 

Tenders  on  the  erection  of  an  eleva- 
tor, with  a  capacity  of  1,000,000  bushels, 
will  be  received  until  noon,  August  24, 
by  J.  W.  Pugsley,  Department  of  Rail- 
ways and  Canals,  Ottawa.  Plans  and 
specifications  at  offices  of  the  Chief  En- 
gineer of  Department,  Ottawa;  Chief 
Engineer,  Moncton;  General  Superinten- 
dent, Winnipeg;  Resident  Engineer,  Fort 
William,  and  J.  S.  Metcalf  Company, 
Ltd.,  Montreal.  Reinforced  concrete  con- 
struction. 

CONTRACTS  AWARDED. 

Barrie,  Ont. 

The  general  contract  for  the  erection 
of  an  office  building  for  the  Bell  Tele- 
phone Company  has  been  let  to  Pound- 
er Brothers,  21  Downie  Street,  Stratford. 
Approximate  cost,  $15,000. 

Brandon,  Man. 

The  Brandon  Telephone  Company 
have  awarded  the  general  contract  for 
the  erection  of  an  exchange  building  to 
Hazelton  &  Co.,  Ltd.,  Notre  Dame 
Street,  Winnipeg.  Brick  and  stone  con- 
struction.   Approximate  cost,  $30,000. 

The  general  contract  for  the  erection 
of  a  business  block  for  Mrs.  A.  M. 
Hughes,  357  12th  Street,  has  been  let  to 
J.  H.  Hughes,  of  the  same  address. 
Brick  construction.  Approximate  cost, 
$25,000. 

Calgary,  Alta. 

In  connection  with  the  store  and  office 
building  now  being  erected  for  C.  D. 
Taprill,  823  Royal  Avenue,  the  contract 
for  plastering  has  been  let  to  McDonald 
&  Ward  and  electrical  work  to  the  Cun- 
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ningham  Electric  Company,  L.  and  L. 
illock. 

Edmonton  .Alta. 

The  contract  for  supply  of  lumber  re- 
quired in  the  construction  of  stock  yards 
for  the  Edmonton  Stock  Yards  Com- 
pany has  been  awarded  to  D.  R.  Eraser 
&  Co.,  Edmonton.  The  greater  part  of 
the  work  will  be  done  by  day  labor,  un- 
der supervision  of  H.  P.  Kennedy,  Ken- 
nedy Block.    Approximate  cost,  $50,000. 

The  general  contract  for  the  erection 
of  a  machine  shop  and  storehouse  for  the 
Canadian  Northern  Railway  has  been 
awarded  to  E.  M.  Nesbitt  Company, 
Ltd.,  10041  One  Hundred  and  Eigh- 
teenth Street.  Approximate  total  cost, 
$51,100. 

Exeter.  Ont. 

W.  S.  Howey,  Main  Street,  has 
awarded  the  contract  for  the  erection  of 
a  store  to  W.  H.  Hovey.  White  brick 
construction.    Estimated  cost,  $10,000. 

Falls  View.  Ont. 

In  connection  with  the  plant  now  be- 
ing constructed  for  the  Canadian  Alox- 
ite  Plant,  Ltd.,  Niagara  Falls,  Ont.,  the 
contract  for  steel  has  been  let  to  the 
Hamilton  Bridge  Company,  Bay  Street 
North,  Hamilton.  Remainder  of  work 
bv  general  contractors. 

Hamilton.  Ont. 

The  general,  masonry,  and  carpentry 
contracts  for  the  erection  of  an  addition 
to  a  store  for  the  Lister  Estate,  James 
and  King  William  Streets,  have  been 
awarded  to  Guy  Montrose,  62}^  Stirton 
Street.  Brick  construction.  Approxi- 
mate cost,  $3,500. 

Kingston.  Ont. 

The  contract  for  heating  and  plumb- 
ing required  in  the  erection  of  the 
Orange  Hall  has  been  let  to  Simmons 
Brothers,  Princess  Street. 

Lucknow,  Ont. 

The  general  contract  for  the  erection 
of  two  stores  for  Austin  Solomon  has 
been  let  to  Neil  McCallum,  and  work  has 
been  started.  Concrete  block  construc- 
tion.   Approximate  cost,  $5,000. 

Montmorency  Falls,  Que. 

The  contract  for  ornamental  iron  work 
required  in  the  erection  of  mills  for  the 
Dominion  Textile  Company  has  been 
awarded  to  Fred  A.  McKay,  14  St. 
George  Street,  Montreal. 

Montreal,  Que. 

The  following  contracts  have  been  let 
in  connection  with  the  station  which  is 
being  built  on  Workman  Street  for  the 
Montreal  Light,  Heat  and  Power  Com- 
pany: Roofing,  Richardson,  Simard  & 
Co.,  745  Clarke  Street;  painting  and 
glazing,  Nash  &  White,  Ltd.,  397  Vic- 
toria Avenue;  plumbing,  L.  E.  Moulton 
&  Co.,  142  Inspector  Street. 

In  connection  with  the  garage  now  in 
course  of  erection  for  the  William  Dav- 
ies  Company,  Mill  Street,  the  roofing  has 
been  let  to  Richardson,  Simard  &  Co., 
745  Clarke  Street;  plumbing  to  J.  A. 
Gordon,  301  St.  Antoine  Street,  and 
painting  and  glazing  to  Nash  &  White, 
Ltd..  397  Victoria  Avenue. 

The  contract  for  roofing  required  in 
connection  with  the  office  addition  now 
being  built  for  the  Steel  Company  of 
Canada  has  been  let  to  Kichardson,  Sim- 
ard &  Co.,  and  painting  and  glazing  to 
G.  E.  Blackwcll  .4184  St.  Catherine 
Street  West. 

The  general  contract  for  the  erection 
of  a  warehoues  for  the  Holden  Com- 


pany, 354  St.  James  Street,  has  been 
awarded  to  James  Shearer  Company, 
Ltd.,  St.  Patrick  Street;  roofing  to  G. 
W.  Reid  &  Co..  St.  Antoine  Street; 
painting  to  A.  Craig,  Ltd.,  41  Jurors 
Street;  heating  and  plumbing  to  Conroy 
Brothers,  Centre  Street,  and  elevator 
contract  to  Darling  Brothers,  120  Prince 
Street.    Estimated  cost,  $10,000. 

In  connection  iwth  the  store  and  resi- 
dence block  now  in  course  of  erection 
for  C.  R.  Dufresne.  909  St.  Valier  Street, 
the  contract  for  brick  work  has  been  let 
to  D.  Giroux,  1936  St.  Denis  Street,  and 
plumbing,  heating,  roofing,  and  electrical 
work  to  Trembaly  &  Franceour,  25  St. 
Julie  Street. 

The  general  contract  for  interior  alter- 
ations to  the  premises  of  Lindsay  Broth- 
ers, 550  St.  Catherine  Street  West,  has 
been  let  to  McRobert  &  Gibeau,  10  Be- 
noit  Street.    Estimated  cost,  $4,600. 

In  connection  iwth  the  store  and  resi- 
dence block  now  being  built  by  O.  Pre- 
vost,  1319  Cote  des  Neiges  Road,  the 
contract  for  brick  work  has  been  let  to 
Rochefort  &  Normand.  lOld  Stadacona 
Street. 

The  general  contract  for  alterations  to 
premises  for  the  Merchants  and  Em- 
ployers' Guarantee  and  Accident  Com- 
pany, 83  Craig  Street  West,  has  been  let 
to  E.  Mercure,  419  Labrecque  Street. 
Estimated  cost,  $3,500. 

The  general  contract  for  alerations  to 
a  shed  for  the  Dominion  Textile  Com- 
pany, Ltd.,  112  St.  James  Street,  has 
been  awarded  to  Robertson  Brothers, 
Chestnut  Avenue.  Brick  and  steel  con- 
struction.   Estimated  cost,  $8,000. 

Niagara  Falls,  Ont. 

The  general  contract  for  the  erection 
of  a  foundry  for  the  Pollard  Manufac- 
turing Company,  Ferguson  Avenue,  has 
been  awarded  to  Snyder  &  Gillette,  Ni- 
agara Falls.  N.Y.  Brick  and  steel  con- 
struction.   Estimated  cost,  $40,000. 

Oshawa.  Ont 

The  Bell  Telephone  Company  have  let 
the  general  contract  for  the  erection  of 
an  exchange  and  office  building  to 
Pounder  Brothers,  21  Downie  Street. 
Stratford,  and  the  plumbing  and  heating 
to  George  Lander,  Celina  Street.  Ap- 
proximate cost,  $12,000. 

Ottawa,  Ont. 

Edmondson  &  Petch.  Bank  Street  and 
Second  Avenue,  have  let  the  general  con- 
tract for  the  erection  of  a  factory  to  C. 
E.  Stata.  Turner  Street.  Smaller  trades 
will  be  sub-let  by  the  general  contrac- 
tor. Brick  construction.  Estimated  cost, 
$6,000. 

The  eneral  contract  for  the  erection  of 
an  addition  to  the  factory  of  the  Na- 
tional Manufacturing  Company  has  been 
awarded  to  George  Crain,  285  Clemow 
Avenue.  Brick  construction.  Approxi- 
mate cost,  $4,000. 

Port  Arthur.  Ont. 

The  general  contract  for  extensions  to 
the  roundhouse  and  machine  shop  of  the 
Canadian  Northern  Railway  has  been  let 
to  J.  Brown,  care  of  I.  Schofieldi  Room 
461,  Union  Station,  Winnipeg.  Contract 
price,  $47,000. 

Quebec.  Que. 

The  contract  for  carpentry  required  in 
the  erection  of  a  garage,  stable,  and 
residence  for  William  McWilliam  136  St. 
Tohn  Street,  has  been  let  to  G.  A.  Va- 
zina.  61  Des  Prairies  Street. 

The  contract  for  machinery  and  orna- 
mental iron  work  required  in  the  erec- 


tion of  a  freight  shed,  etc.,  for  the  Que- 
bec Harbor  Commissioners  has  been  let 
to  L.  H.  Gaudry  &  Co.,  Ltd.;  painting  to 
O.  Lachance,  Levis,  and  electrical  work 
to  L.  K.  Comstock  Company,  10  Cath- 
cart  Street,  Montreal 

Sherbrooke.  Que. 

In  connection  with  the  erection  of  a 
transformer  building  for  the  Sherbrooke 
Railway  and  Power  Company  the  con- 
tract for  steel  and  cast  iron  columns  has 
been  awarded  to  the  Tenckes  Machine 
Company,  the  metal  sash  to  Steel  and 
Radiation,  Ltd.,  304  University  Street, 
and  the  contract  for  brick  to  E.  T.  Brick 
and  Manufacturing  Company,  Lennox- 
ville. 

In  connection  with  the  buildings  now 
in  course  of  erection  for  the  Canadian 
Cotton  Mills,  Ltd.,  the  contract  for  steel 
and  cast  iron  columns  has  been  let  to 
the  Tenckes  Machine  Company,  Sher- 
brooke, the  millwork  to  L.  O.  Noel,  Len- 
noxville  Road,  and  the  contract  for  lum- 
ber to  B.  C.  Howard,  Sun  Life  Building. 

The  general  contract  for  the  erection 
of  an  extension  to  the  machine  shop  of 
the  Canadian  Ingersoll  Rand  Company 
has  been  awarded  to  Anglins,  Ltd.,  65 
Victoria  Street,  Montreal.  Approximate 
cost,  $70,000. 

Toronto.  Ont. 

In  connection  iwth  the  stores  and 
apartments  which  are  being  built  for  G. 
T.  Hambly,  372  St.  Clarens  Avenue,  the 
contract  for  plumbing  has  been  awarded 
to  W.  G.  Mimms,  380  Concord  Avenue. 

The  general  contract  for  the  erection 
of  a  block  of  stores  and  apartments  for 
Mrs.  A.  Ross  has  been  let  to  W.  B. 
Charlton.  412  Indian  Road.  Plumbing, 
heating,  wiring,  and  galvanized  iron 
work  will  probably  be  done  by  R.  Ross, 
1349  Q  ueen  Street  West.  Approximate 
cost,  $5,000. 

The  general  contract  for  the  erection 
of  an  addition  to  the  foundry  of  the 
Canadian  Hanson  and  Van  Winkle  Com- 
pany, Ltd.,  15  Morrow  Avenue,  has  been 
let  to  F.  Adams.  Brick  construction. 
Estimated  cost,  $7,500. 

Walkerton.  Ont. 

The  Canada  Spool  and  Bobbin  Com- 
pany have  let  the  general  contract  for 
the  erection  of  a  dry  kiln  to  Obrecht 
Brothers.  Cement  block  construction. 
Plans  are  also  being  prepared  for  a  stor- 
age building,  the  total  cost  of  which, 
with  the  dry  kiln,  is  estimated  at  $7,500. 

Windsor.  Ont. 

In  connection  with  the  store  now  be- 
ing built  on  Ouellette  Street  by  J.  R. 
Scullard,  La  Belle  Building,  the  contract 
for  plumbing  has  been  let  to  J.  L'Heu- 
reux,  12  Wyandotte  Street  East. 


Residences 

Dundas.  Ont. 

Charles  Thompson  contemplates  the 
erection  of  a  residence  on  South  Street, 
at  an  approximate  cost  of  $3,000. 

Hamilton.  Ont. 

Wood  Brothers,  273  Kensington  Ave- 
nue, propose  to  build  two  residences,  at 
an  approximate  cost  of  $7,000,  and  have 
had  plans  prepared.    Brick  construction. 

W.  McLarity,  223  Prospect  Street, 
has  commenced  the  erection  of  four  cot- 
tages, estimated  to  cost  $2,300  each. 
Brick  construction. 

Kirkton,  Ont. 

Amos  Doupe  has  started  work  on  a 
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Tenders  and  For  Sale  Department 


Scaled  tenders  addressed  to  the  undersigned, 
ami  endorsed  "Tender  (or  Incandescent  Lamps. 
Public  Buildings.  Ottawa.  Out.."  will  he  rceccived 
at  thi>  office  until  4  p.m.,  on  Tuesday,  August  22. 
1916.   lor  the  work  mentioned. 

Tenders  will  not  be  considered  unless  made  up- 
on forms  supplied  by  Department  and  in  accord- 
ance with  conditions  contained  therein. 

Specification  to  be  seen  on  application  to  Mr. 
They.  A.  Hasting.-,  Clerk  of  Works,  Postal  Sta- 
tion "F,"  Toronto,  to  Mr.  U.  L.  Deschamps. 
Overseer.  Pom.  BldgS.,  Montreal,  and  to  the 
thief  Architect,  Department  of  Public  Works, 
Ottawa. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of  Pub- 
lic Works,  equal  to  ten  per  cent.  (10  p.c.)  of  the 
amount  of  the  tender. 

By  order, 

R.  (".  DESROGHERS, 

Secreetary. 

Department   of    Public  Works, 

Ottawa.  August  ID,  1916.  3.'J-33 


Department  of  Railways  and  Canals.  Canada. 
CANADIAN*  GOVERNMENT  RAILWAYS 


Superstructure  of  Elevator 
Transcona 

Sealed  tenders,  addressed  to  J.  W.  Pugsley, 
Secretary  of  the  Department  of  Railways  and 
Canals.  Ottawa,  Ont.,  and  marked  on  the  out- 
ride "Tender  for  Superstructure  of  Elevator, 
Transcona,"  will  be  received  up  to  and  including 
twelve  o'clock  noon,  Thursday,  August  24th,  for 
the  construction  of  a  reinforced  concrete  grain 
elevator  with  a  capacity  of  1,000,000  bushels. 

Plans,  specifications  and  blank  form  of  con- 
tract may  be  seen  at  the  offices  of  the  following: — 

Chief  Engineer,  Department  of  Railways  and 
Canals.  Ottawa ; 

Chief  Engineer,  Canadian  Government  Rail- 
ways.   Moncton,   N.B. ; 

General  Superintendent,   Winnipeg,  Man. ; 

Resident  Engineer,  Fort  William,  Ont. 

John  S.  Metcalf  Company,  Ltd.,  Engineers, 
Montreal,  Que. 

Contractors  who  wish  to  obtain  plans  and 
specifications  temporarily  for  their  own  use,  may 
obtain  same  from  any  of  the  offices  at  which 
plans  are  on  exhibition,  on  depositing  a  certified 
bank  cheque  in  favor  of  the  Canadian  Govern- 
ment Railways  for  the  sum  of  one  hundred  dol- 
lars ($100),  which  will  be  refunded  on  the  re- 
turn of  the  plans  and  specifications. 

All  the  conditions  of  the  specifications  and  con- 
tract form  must  be  complied  with. 

Tenders  must  be  submitted  in  duplicate  on  the 
blank  form  of  tender  which  may  be  obtained 
from  any  of  the  offices  at  which  plans  are  on 
exhibition. 

Each  tender  must  be  accompanied  by  a  certi- 
fied bank  cheque  payable  to  the  Honourable  the 
Minister  of  Railways  and  Canals  for  the  sum 
of  forty  thousand  dollars  C$40,000). 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

F.  P.  GUTELICS, 

General  Manager,  . 
Canadian    Government  Railways. 

Moncton,  N.E.,  August  5,  1916.  33-33 


Tenders  Wanted 

for 

COMMON  BRICK 


Parliament  Buildings,  Ottawa 


The  call  for  tenders  on  above  material  already 
issued  is  hereby  cancelled ;  and  sealed  tenders 
addressed  to  the  Architects,  Mr.  John  Pearson 
and  Mr.  J.  O.  Marchand,  will  be  received  at 
their  office  on  Parliament  Hill,  Ottawa,  Ontario, 
until  4  p.m.,  Wednesday,  August  23rd,  1916,  for 
common  brick  required  in  the  erection  of  the 
above  building. 

All  tenders  to  be  based  on  five  million  (5,000,- 
000)  brick,  delivered  on  the  site  in  quantities 
as  mav  be  directed  during  the  balance  of  the 
year  1016. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Minister  of  Public  Works,  for 
a  sum  not  less  than  two  per  cent.  (2  p.c.)  of  the 
amount  of  the  tender,  which  will  be  forfeited  if 
the  parties  tendering  decline  to  enter  into  a 
contract  when  called  upon  to  do  so.  If  the  tender 
is  not  accepted,  the  cheque  will  be  returned.  If 
the  tender  is  accepted  an  additional  cheque  for 
a  sum  equivalent  to  eight  per  cent.  (8  p.c.)  of 
the  amount  of  the  tender  must  be  deposited  be- 
fore the  contract  is  signed.  The  total  security 
will  be  forfeited  if  the  contractor  fails  to  com- 
plete  the   work   contracted  for. 

Payment    for   material    will   be   made  monthly. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

Envelopes  containing  tenders  to  be  marked 
"Tenders   for   Common  Brick." 

Samples  of  materials  to  be  submitted  with  ten- 
der. 

By  order  of 

P.  Lyall  &  Sons  Construction  Company,  Limited. 

33-33 


Tenders  Wanted 

for 

Portland  Cement 


Parliament  Buildings,  Ottawa 


The  call  for  tenders  on  above  material  already 
issued  is  hereby  cancelled  ;  and  sealed  tenders  ad- 
dressed to  the  Architects,  Mr.  John  A.  Pearson 
and  Mr.  J.  O.  Marchand,  will  be  received  at 
their  office  on  Parliament  Hill,  Ottawa,  Ontario, 
until  4  p.m.,  Wednesday,  August  the  23rd,  1916, 
for  Portland  Cement  required  in  the  erection  of 
the  above  building. 

All  tenders  to  be  based  on  ten  thousand  (10,- 
000)  barrels  (in  bags)  delivered  on  the  site  in 
quantities  as  may  be  directed  during  the  balance 
of  the  year  191C.  Each  barrel  must  contain  350 
lbs.,  and  satisfactorily  pass  all  Government  tests 
as  to  quality.  All  in  accordance  with  the  speci- 
fications. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Minister  of  Public  Works,  for 
a  sum  not  less  than  two-  per  cent.  (2  p.c.)  of  the 
amount  of  the  tender,  which  will  be  forfeited 
if  the  parties  tendering  decline  to  enter  into  a 
contract  when  called  upon  to  do  so.  If  the 
tender  is  not  accepted,  the  cheque  will  be  re- 
turned. If  the  tender  is  accepted,  an  additional 
cheque  for  a  sum  equivalent  to  eight  per  cent. 
(8  p.c.)  of  the  amount  of  the  tender  must  be  de- 
posited before  the  contract  is  signed.  The  total 
security  will  be  forfeited  if  the  contractor  fails  to 
complete   the  work   contracted  for. 

Payment  for   material   will  be   made  monthly. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

Envelopes  containing  tenders  to  be  marked 
"Tenders  for  Portland  Cement." 

By  order  of 

P.  Lyall  &  Sons  Construction  Company,  Limited. 

33  33 


Tenders  Wanted 


Job  of  excavating  two  large  Drains  in  the 
Township  of  Moulton,    Haldimand    Co.,  Ont. 

Amount  of  excavating  about  20,000  cubic  yards. 
Engineer's  estimate  20  cents  per  cubic  yard. 
Tenders  will  be  received  by  the  undersigned  up 
to  August  15th,  1916. 

Plans,  profiles  and  specifications  may  be  seen 
at  Clerk's  office. 

GEO.  A.  DUFF, 

Clerk  Twp.  of  Moulton, 
32-33  R.  R.  %  Low  Banks,  Ont. 


Tenders  Wanted 


Tenders  will  be  received  by  the  undersigned 
up  to  Saturday,  September  2nd,  1916,  at  the 
Township  Hall,  Tamlash,  at  2  o'clock  p.m.,  for 
a  cement  arch  for  Darnel's  bridge  on  lot  3,  cons. 
4  and  5,  Bentinck.     Arch  is  20  ft.  x  14  ft. 

Plans  and  specifications  can  be  .  seen  at  the 
office  of  the  Hanover  Post.  Hanover,  Ont. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

A  cheque  for  5  per  cent,  of  the  amount  ten- 
dered for,  to  be  sent  with  tender.  Cheques  will 
be  returned  to  tenderers  not   receiving  contract. 

For  further  particulars  apply  to  Geo.  Brown, 
Reeve  of  Bentinck,  R.  K.  4,  Elmwood,  Ont.,  or 
J,  H.  Chittick,  Township  Clerk,  R.  R.  4,  Elm- 
wood,  Ont. 

(Signed)  GEO.  BROWN, 
33-33  Reeve  of  Bentinck. 


Sealed  tenders  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  Metallic  Fittings  No. 
S-1410,"  will  be  received  until  4  p.m.,  on  Friday. 
August  18,  1916,  for  the  supply  of  Filing  Cabinets 
for  Dominion  Public  Buildings  generally. 

Plans,  specification  and  forms  of  contract  can 
be  seen  and  forms  of  tender  obtained  on  applica- 
tion to  the  office  of  Edwin  Francis,  Caretaker, 
Post  Office,  London,  Ont.,  R.  L.  Deschamps, 
Overseer  of  Dominion  Buildings,  Post  Office, 
Montreal,  Thos.  A.  Hastings,  Clerk  of  Works, 
Postal  Station  "F,"  Toronto,  and  at  this  De- 
partment. 

Persons  tendering  are  notified  that  tenders  will 
not  be  considered  unless  made  on  the  forms  sup- 
plied ,and  signed  with  their  actual  signatures, 
stating  their  occupations  and  places  of  residence. 
In  the  case  of  firms,  the  actual  signature,  the 
nature  of  the  occupation,  and  place  of  residence 
of  each  member  of  the  firm  must  be  given. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of  Pub- 
lic Works,  equal  to  ten  per  cent.  (10  p.c.)  of 
the  amount  of  the  tender,  which  will  be  forfeited 
if  the  person  tendering  decline  to  enter  into  a 
contract  when  called  upon  to  do  so.  or  fail  to 
complete  the  work  contracted  for.  If  the  tender 
be  not  accepted  the  cheque  will  be  returned. 

The  Department  does  not  bind  itself  to  accept 

the  lowest  or  any  tender. 

By  order, 

R.  C.  DESROCHERS. 

Secretary. 

Department  of  Public  -Works, 
,  Ottawa,  August  1,  1916. 

Newspapers  will  not  be  paid  for  this  adver 
tisemcnt  if  they  insert  it  without  authority  from 
the  Department.  32-33 


August  16,  191G 

Hydro  Tenders  Wanted 


Sealed  tenders,  marked  '"Tenders  for  Extension 
to  Duncan  Street  Sub-Station,"  and  addressed  to 
Chairman,  Toronto  Electric  Commissioners,  will 
he  received  until  noon  of  Wednesday,  August  30th, 
Tenders  will  be  considered  from  the  various 
trades,  also  bulk  tenders  for  the  entire  work. 
Tenderers  wanting  sets  of  plans  must  make  a 
deposit  of  $10.00,  which  will  be  refunded  after 
tbe  plans  have  been  returned.  Plans,  specifica- 
tions and  form  of  tender  may  be  obtained  at  the 
Kngineeiing  Offices,  corner  Duncan  and  Nelson 
Streets.  The  lowest  or  any  tender  not  neces- 
sarily accepted.  33-33 


Tenders  Wanted 


Sealed  tenders,  for  the  construction  of  a  steel 
bridge  over  the  Chateauguay  River,  near  the 
Church,  in  this  parish,  will  be  received  by  the  Sec- 
retary-Treasurer till  the  28th  instant.  The  super- 
structure shall  be  a  highway  bridge  of  2  spans  of 
2(10  feet  in  the  clear  between  face  to  face  of  abut- 
ments and  pier  in  cement,  the  whole  according 
to  plan  and  specifications  furnished  by  tbe  Pub- 
lic Works  Department  at  Quebec,  of  which  a 
copy  is  deposited  in  this  office  of  the  Council. 

Each  tender  shall  stipulate  the  cost  of  pier 
and  abutments;  that  of  approaches  and  hand-rail, 
also  that  of  the  superstructure.  The  lump  price 
will  apply  to  all  work  and  materials  subject  to 
the  enterprise.  The  Bridge  shall  be  completed 
by   the   First   of   December,  1017. 

The  Council  does  not  bind  itself  to  accept  any 
of  the  tenders. 

Ciiven  at  Ste.  Martine,  the  1st  day  of  August, 
1010. 

NAP.  MALT.ETTE, 
33-33  Secretary-Treasurer. 

Township  Debentures 
FOR  jsALE 

Sealed  tenders,  addressed  to  J.  Reidel,  Reeve, 
St.  Clements  Post  Office,  Ontario,  will  be  re- 
ceived up  to  12  o'clock  noon,  Saturday,  August 
26th,  1916,  for  the  purchase  of  debentures  of  the 
Corporation  of  the  Township  of  Wellesley,  to 
the  amount  of  one  thousand  seven  hundred  and 
thirty-five  and  65/100  dollars  ($1,735.65)  to_  be 
issued  under  the  authority  of  By-law  No.  727, 
finally  passed  the  5th  day  of  June,  1916,  extend- 
ing over  a  term  of  fifteen  years,  bearing  interest 
at  the  rate  of  four  and  one  half  per  centum 
(4'A  p.c),  re-payable  by  equal  annual  install- 
ments of  $161.61,  including  principal  and  interest, 
payable  at  the  Standard  Bank  of  Canada,  St. 
Clements,  Ontario.  Said  issue  of  debentures  be- 
ing for  the  construction  of  Municipal  Drain 
No.  6  in  said  Township.     No  coupons  attached. 

Purchaser  to  supply  printed  debentures  at  his 
expense. 

PETER  F.  SCHUMMER. 

Clerk  of  Wellesley1  Township. 
:!:;  :;4  St.    Clements,  Ont. 


Board  of  Education 


Sealed  tenders,  whole  or  separate,  addressed 
to  the  Secretary-Treasurer  of  the  Board  of  Edu- 
cation, will  be  received  until 

Tuesday,  August  29th,  1916 

for 

A  WOODEN  FLAG-POLE 

to  be  erected  in  the  grounds  of  the 
CENTRAL  TECHNICAL  SCHOOL 

Specifications  may  be  seen  and  all  information 
obtained  at  the  office  of  the  Superintendent  of 
Buildings,  City  Hall,  Toronto.  Each  tender 
must  he  accompanied  with  an  accepted  hank 
cheque  for  five  per  cent,  of  the  amount  of  ten- 
der or  its  equivalent  in  cash,  applying  to  said 
tender  only.  Sureties  for  all  tenders  exceeding 
four  thousand  dollars  must  be  furnished  by 
Surety  Companies.  Tenders  must  be  in  the  hands 
of  the  Secretary-Treasurer  at  his  office  in  the  City 
Hall  not  later  than  4  o'clock  on  the  day  named, 
after  which  no  tender  will  be  received.  The 
lowest  or  any  tender  will  not  necessarily  be  ac- 
cepted. 

W.  O.  McTAGGART, 
Chairman,  Advisory  Industrial  Committee. 
W.  C.  WILKINSON, 
33  33  Secretary-Treasurer. 


THE    CONTRACT  RECORD 
BOILERS  FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 

FOR  SALE 

Lathes, 
Cutting  Off  Machines, 

And  other  machine  tool  equipment  for  Eighteen- 
pound  English  Shrapnel  Shells.  Machines  can 
be  inspected  and  prices  quoted  at 

National  Steel  Car  Co.,  Limited 

HAMILTON,  ONT. 

31-33-35 


Residences 

(Continued  from  page  67) 

residence  estimated  to  cost  $3,500. 
Pressed   brick  construction. 

Lambeth,  Ont. 

W.  C.  Harris  is  building  a  residence, 
estimated  to  cost  $3,000.  Brick  con- 
struction. 

London.  Ont. 

Henry  Taylor,  140  Ridout  Street,  is 
considering  the  erection  of  a  residence, 
estimated  to  cost  $3,000.  Brick  construc- 
tion. 

Moncton,  N.B. 

S.  H.  Anderson.  King  Street,  con- 
templates the  erection  of  a  frame  resi- 
dence.    Estimated  cost,  $3,000. 

Ottawa.  Ont. 

A.  E.  Thorns,  53  Queen  Street,  has 
commenced  the  erection  of  a  residence 
on  Sunnyside  Street  and  another  on 
Clares  Street.  Double  brick  veneer  con- 
struction. Estimated  cost,  about  $5,000 
each. 

Quebec,  Que. 

A.  Duchesneau,  134  Marie  Incarna- 
tion Street,  has  commenced  the  erection 
of  a  residence,  estimated  to  cost  $5,000. 
Frame  and  brick  construction. 

O.  Brochu,  73  Fourth  Street,  Limoi- 
lou,  has  started  work  on  the  erection  of 
a  residence,  estimated  to  cost  .$8,000. 
Brick  construction. 

Toronto.  Ont. 

Plans  have  been  prepared  for  a  resi- 
dence to  be  built  by  J.  M.  Greenwood,  52 
Nina  Avenue,  at  an  approximate  cost  of 
$3,000.     Brick  construction. 

W.  H.  Gibson.  CO  Balsam  Avenue,  has 
had  plans  prepared  for  a  duplex  resi- 
dence, estimated  to  cost  $5,000,  and  will 
probably  let  the  contract  to  E.  Gagnon, 
2359  Queen  Street  East.  Brick  construc- 
tion. 

Work  on  the  erection  of  a  residence 
has  been  started  bv  W.  P.  Levack,  519 
Koxton  Road.  Brick  construction.  Ap- 
proximate cost,  $4,200. 

A.  W.  Crawford,  44  Beech  Avenue, 
proposes  to  build  a  residence,  at  an  ap- 
propriate cost  of  $4,800,  and  has  had 
plans  prepared.    Brick  construction. 

G.  E.  Cudmore,  62  Pacific  Avenue,  has 
commenced  the  erection  of  a  pair  of 
residences,    estimated    to    cost  $5,500. 
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Smaller  trades  will  be  let.  Brick  con- 
struction. 

Walkerton,  Ont. 

J.  J.  Schumacher  has  commenced  the 
erection  of  a  residence  on  Scott  Street, 
estimated  to  cost  $3,000.  Brick  con- 
struction. 

Charles  Stephan  lias  started  work  on  a 
residence  .estimated  to  cost  $4,000.  Buff 
brick  construction. 

Alexander  Haas  proposes  to  build  two 
residences  on  Campbell  Street,  and  will 
prepare  plans.    Approximate  cost,  $0,000. 

Windsor,  Ont. 

J.  O.  Pennington,  La  Belle  Building, 
will  receive  tenders  until  August  23rd 
for  the  erection  of  a  residence  on  Vic- 
toria Street  for  Donald  McGregor.  Brick- 
construction.    Estimated  cost,  $12,000. 

Wingham,  Ont. 

Robert  Mowbray  has  commenced  the 
erection  of  a  ■  residence  on  Victoria 
Street,  estimated  to  cost  $3,000.  Brick- 
construction. 

CONTRACTS  AWARDED. 

Brandon,  Man. 

The  general  contracto  for  the  erection 
of  a  residence  for  G.  A.  Filton,  610  Four- 
teenth Street,  has  been  let  to  A.  Good. 
Approximate  cost,  $3,000. 

Brockville.  Ont. 

In  connection  with  the  residence  now 
being  built  on  Pine  Street  for  E.  T.  Dar- 
avel  the  contract  for  masonry  has  been 
let  to  E.  Waison,  plastering  to  Dunlevy 
&  Sweeney,  painting  to  W.  H.  Howison. 
plumbing  to  George  Ross  &  Co..  King 
Street,  and  carpentry  and  rooting  to  the 
general  contractors. 

Collingwood,  Ont. 

Work  has  been  started  on  the  erec- 
tion of  a  residence  for  Albert  E.  Parrot, 
and  the  following  contracts  have  been 
let:  Cement  work  and  plastering,  John 
Lockton;  brick  work,  Arthur  Courts; 
carpentry,  William  Brown;  painting, 
Thomas  Ghent;  electrical  work,  Malcolm 
McGillivray.  Plumbing  and  heating  bj 
owner.    Estimated  cost,  $4,000. 

Gleichen.  Alta. 

The  eneral  and  carpentry  contracts  for 
the  erection  of  a  residence  for  W.  W 
Brown  have  been  let  to  Bennett  and 
Wrhite  Construction  Company.  Estimated 
cost,  $3,200. 

Hamilton.  Ont. 

J.  A.  Jones,  Station  No.  6,  Beach,  has 
had  plans  prepared  for  a  residence  which 
he  proposes  to  erect  on  Fairleigh  Cres- 
cent, and  has  let  the  contract  for  plas- 
tering to  W.  Wallace,  119  Barnsdale 
Street  North.    Estimated  cost.  $3,000. 

The  general,  masonry,  carpentry,  and 
rooting  contracts  for  the  erection  of  two 
residences  for  T.  A.  Wooley,  63  King 
Street  East,  have  been  let  to  J.  Thomp- 
son, 66  Barnsdale  Street  South;  plaster- 
ing, N.  Brelisford,  202  Grosvenoi  Si  reel; 
painting,  Gibson  Brothers,  172  Rosslvn 
Street;  heating  and  plumbing,  A.  Cromp- 
ton,  458  King  William  Street;  electrical 
work.  F.  Thornton,  174  Balmoral  Ave- 
nue.   Approximate  total  cost,  $4,400. 

Kingston,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  John  Craig,  58  Clergy 
Street,  has  been  awarded  to  Charles 
Harrison,  108  Rideau  Street.  Brick  con- 
struction.   Approximate  cost,  $4,000. 

Lambeth.  Ont. 

The  general  contract  for  the  erection 
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August  16,  1910 


"t  .i  residence  tor  F  Allen  has  been  let 
to  \\  r-slcs   \\  oodhall.    W  hite  brick  con- 

itruction,    Estimated  cost.  $3,000. 

Levis,  Que. 

The  RtQeral  contract  for  the  erection 
of  a  residence  for  E.  D.  Lacasse.  4  St. 
[ulien  Street,  has  been  awarded  to  J. 
Blais,  Levis      \pproximate  cost,  $0,000. 

London.  Ont. 

The  general  contract  for  the  erection 
of  four  cottages  for  E.  H.  Johnston.  Mar- 
ket Lane,  has  been  awarded  to  P.  Baldry. 
Frame  construction.  Approximate  cost, 
sr,  ooo. 

Moncton.  N.B. 

A  J  Tingley.  Dominion  Street,  has  let 
the  general  contract  for  the  erection  of 
a  frame  resilience  to  F.  Denis.  LeBlanc 
Street.    Estimated  cost.  $:i,000. 

The  general  contract  fair  the  erection  of 
a  residence  for  Mary  E.  Goodwin,  Wil- 
liam Street,  has  been  let  to  S.  H.  Ander- 
son. Frame  construction.  Approximate 
cost.  $4,000. 

The  general  contract  for  the  erection 
of  a  residence  for  C.  S.  Clark  and  H.  M. 
Wood.  Park  and  Cameron  Streets,  has 
been  awarded  to  S.  H.  Anderson,  215 
Highfield  Street.  Frame  construction. 
Estimated  cost,  $4.ooo. 

Montreal.  Que. 

In  connection  with  the  residence  which 
is  being  built  on  Marlowe  Avenue  for  A. 
H.  Brittain.  2667  Hutchinson  Street,  the 
contract  for  roofing  has  been  let  to  G. 
W.  Reed  &  Co..  37  St.  Antoine  Street, 
and  the  electrical  work  to  McDonald  & 
Wilson.  90  Drummond  Street. 

The  contract  for  roofing  required  in 
the  erection  of  a  residence  for  W.  P. 
Gillespie,  17  Lincoln  Avenue,  has  been 
awarded  to  G.  W.  Reed  &  Co..  and  the 
electrical  work  to  McDonald  &  Wilson. 

In  connection  with  the  residence  now 
in  course  of  erection  for  Dr.  Bonnier, 
1639  St.  Catharine  Street  East,  the  roof- 
ing has  been  let  to  P.  Bedard,  638  La- 
gauchetiere  Street;  electrical  work  to  H. 
Thuotte.  343  Lasalle  Avenue,  and  the 
heating  to  Trcmblay  &  Franceour,  25  St. 
Tulie  Street. 

In  connection  with  the  erection  of 
apartments  for  Mrs.  F.  Chapleau-Leca- 
valier.  65  Cherrier  Street,  the  contract 
for  foundation  work  has  been  let  to  J. 
April  1344  Amity  Street,  the  cut  stone 
contract  to  the  Morrison  Quarry  Com- 
pany, St.  James  Street,  and  the  heating 
and  plumbing  to  J.  St.  Amand,  109  Laur- 
ier  Avenue  West. 

George  McDougall.  272  Bishop  Street, 
has  awarded  the  general  contract  for  al- 
terations and  additions  to  his  residence 
and  garage  to  W.  M.  Irving,  26a  Stanley 
Street.  Brick  construction.  Approxi- 
mate cost  $10,000. 

Wiliam  Creed.  154  Marlowe  Avenue, 
has  commenced  the  erection  of  a  resi- 
dence, .estimated  to  cost  $5,000.  and  has 
let  the  masonry  to  Hand  &  Pick,  4865 
Sherbrooke  Street. 

F.  O.  Trenholme.  Montreal  West,  has 
let  the  contract  for  the  erection  of  a 
residence  to  C.  J.  Brown  &  Co..  4263  St. 
Catherine  Street  West.  Brick  construc- 
tion.   Approximate  cost,  $12,000. 

Niagara  Falls,  Ont. 

The  Dawson  Realty  Company.  Queen 
Street,  have  let  the  following  contracts 
for  the  erection  of  six  residences:  Gen- 


eral, carpentry,  roofing,  plastering,  and 
painting,  G.  Koszel,  River  Road;  mason- 
ry. R.  J.  Jolley,  Stanley  Street,  Niagara 
Falls  South;  heating  and  plumbing,  G.  H. 
Kdwards.  ~M  Clifton  Avenue;  electrical 
work,  Niagara  Electric  Company,  Niag- 
ara Falls  Centre.  Approximate  cost, 
$3,000  each. 

Ottawa.  Ont. 

In  connection  with  the  residence  now 
being  built  for  C.  A.  Bowman,  16  Monk 
Street,  the  contract  for  plastering  has 
been  awarded  to  H.  McNulty,  641  King 
Street,  and  the  electrical  work  to  C. 
Presby,  138  Irving  Street. 

The  plastering  contract  in  connection 
with  the  residence  now  being  erected  by 
James  McLaughlin,  554  Gilmour  Street, 
has  been  let  to  J.  McLaughlin,  649  Gil- 
mour Street;  heating  and  plumbing  to  J. 
R.  McLennan.  240  Bank  Street,  and  the 
electrical  work  to  P.  O'Leary,  Somerset 
Street. 

The  contract  for  brick  work  required 
in  the  erection  of  apartments  for  J.  M. 
Ross.  4!)  Metcalfe  Street,  has  been 
awarded  to  H.  Spence,  12  Foster  Street, 
and  the  electrical  work  to  P.  Ackroyd, 
416  Bank  Street. 

The  general  contract  for  the  erection 
of  a  residence  on  Powell  Avenue  for  J. 
Harper  has  been  let  to  R.  A.  Kemp,  14:) 
First  Avenue.  Brick  construction.  Es- 
timated cost,  $4,000.  Architect,  W.  H. 
George,  Castle  Building,  Queen  Street. 

The  general  contract  for  the  erection 
of  a  residence  for  T.  H.  Duthie,  134  Mc- 
Leod  Street,  has  been  awarded  to  D.  A. 
Howard,  175  Strathcona  Avenue.  Dou- 
ble brick  veneer  construction.  Estimat- 
ed cost,  $5,000. 

R.  &  F.  Blackburn,  Creighton  Street, 
have  let  the  general  contract  for  the 
erection  of  a  residence  to  S.  F.  Smith, 
448  McLeod  Street.  Stucco  construc- 
tion.   Approximate  cost,  $5,500. 

Outremont,  Que. 

In  connection  with  the  residences 
which  are  being  built  on  St.  Joseph 
Boulevard  for  A.  Boyer,  1058  Berri 
Street  the  contract  for  electrical  work- 
has  been  let  to  J.  J.  Valois,  444  Duroch- 
er  Street. 

In  connection  with  the  residences  now 
being  built  by  F.  Dagenais  1055  Laurier 
Avenue,  the  contract  for  brick  work  has 
been  let  to  A.  Gagnon  2639  St.  Urbain 
Street. 

Port  Dover.  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  W.  Hamaker  has 
been  let  to  J.  C.  Howry.  White  brick 
construction.    Approximate  cost  $3,000. 

Port  Stanley,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  J.  C.  Duffield,  care  of 
City  Gas  Company,  London,  has  been 
awarded  to  John  Hayman,  432  Welling- 
ton Street,  London.  Frame  construc- 
tion.   Estimated  cost,  $10,000. 

Quebec,  Que. 

In  connection  with  the  erection  of  a 
residence  for  J.  Cote,  138  Lockwell  St., 
the  masonry  has  been  let  to  A.  Poulin, 
156  Latuorelle  Street,  and  the  carpentry 
to  Gosselin  &  Freres,  19  Ste.  Therese  St. 

In  connection  with  the  residence 
which  has  been  built  for  J.  Verrett,  190 
Third  Avenue,  Limoilou,  the  heating, 
plumbing,  and  electrical  work  has  been 


let  to  A.  Lapointe,  Fourth  Street  and 
Eighty-sixth  Avenue,  Limoilou. 

In  connection  with  the  erection  of  a 
residence  for  L.  F.  Burroughs,  147  Maple 
Avenue,  the  contract  for  carpentry  has 
been  let  to  G.  A.  Vezina.  611  Des  Prair- 
ies Street;  heating,  plumbing,  and  elec- 
trical work  to  Brousseau  &  Fils,  318^4 
St.  Paul  Street,  and  painting  to  Marier 
&  Tremblay,  Du'Pont  Street. 

Toronto.  Ont. 

In  connection  with  the  residence 
which  is  being  built  for  G.  Warrell,  1482 
Bathurst  Street,  the  contract  for  plumb- 
ing and  heating  has  been  let  to  John 
Sheridan. 

The  contract  for  plumbing  and  heat- 
ing required  in  connection  with  the  resi- 
dednce  which  is  being  built  by  J.  Kaakc, 
1589  Dufferin  Street,  has  been  awarded 
to  A.  Rawlings,  1187  Dovercourt  Road. 

Westmount,  Que. 

In  connection  with  the  residence  now 
being  built  for  S.  Gilmour,  4123  West- 
ern Avenue,  the  contract  for  rooting  has 
been  let  to  G.  W.  Reed  &  Co.,  37  St.  An- 
toine Street,  Montreal;  electrical  work 
to  McDonald  &  Wilson.  90  Drummond 
Street,  Montreal  ,and  the  plastering, 
painting,  heating,  and  plumbing  to  the 
general  contractors. 

The  general  contract  for  the  erection 
o.f  a  residence  for  J.  Rowat,  476  Gros- 
venor  Avenue,  has  been  awarded  to  An- 
glins,  Ltd.,  65  Victoria  Street,  Mont- 
real; the  roofing  to  G.  W.  Reed  &  Co., 
Montreal,  and  electrical  work  to  Mc- 
Donald &  Wilson,  Montreal  Plastic 
brick  and  terra  cotta  construction  Esti- 
mated cost,  $7,000. 

In  connection  with  the  numerous  large 
residences  which  are  being  erected  by 
Anglins  Ltd,  65  Victoria  Street,  Mont- 
real, the  contracts  for  roofing  have  been 
let  to  George  W.  Reed  &  Co.,  37  St.  An- 
toine Street,  Montreal,  and  the  electri- 
cal work  to  McDonald  &  Wilson,  90 
Drummond  Street,  Montreal. 


Power  Plants,  Electricity  and 
Telephones 

Eastnor  Township,  Ont. 

The  Township  Council  contemplate 
the  installation  of  a  hydro-electric  sys- 
tem. Clerk,  James  Parker,  Lion's  Head. 

Lyall,  Man. 

A  by-law  has  been  carried  authoriz- 
ing the  raising  of  $8,000  for  the  construc- 
tion of  a  light  and  power  plant,  and  ten- 
ders will  be  called  immediately.  Engi- 
neer, George  Gay,  care  of  Public  Utili- 
ties Commission,  Winnipeg. 

Orillia.  Ont. 

Tenders  on  the  construction  of  about 
seven  miles  of  power  lines  in  Matche- 
dash  Township  will  be  received  until  9 
a.m.,  August  21,  by  the  Town  Secretary. 
F.  Gover.  Plans  at  office  of  the  engi- 
neer, W.  K.  Greenwood. 

Sherbrooke,  Que. 

The  City  Secretary,  E.  C.  Gatien,  57 
Wellington  Street,  is  now  receiving  ten- 
ders on  the  supply  of  250  electric  watt 
hour  meters.  60-cycle,  5  and  10-ampere. 

Watford.  Ont. 

The  by-law  authorizing  the  installa- 
tion of  a  hydro-electric  system,  at  an  ap- 

(Continued  on  page  72) 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 


This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 


INGLIS  PRODUCTS  ARE  MADE  IN  CANADA 


Write  us  for  prices 


i  Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Repraentatlve :— J.  W.  ANDERSON,  7  Bank  Street  Chamber* 


;a 

(Continued  From  page  70) 

proximate  eost  of  $U).000.  has  been  car- 
ried, ami  work  will  proceed  as  soon  as 
possible      l  ow  n  1.  lcrk,  N.  Herbert. 


Fires 

Aylmer.  Ont. 

Ston-  oi  I  II.  Glover,  Loss,  $12,000. 
Ui  iuir-.  will  be  made  immediately. 

Cornell.  Ont. 

Barn  owned  by  E.  W.  Jones  complete- 
K   destroyed.  Loss,  $;t,000.  Owner  plans 

to  rebuild 

Thetford  Mines,  Que. 

Foundry  owned  by  La  Fonderie  de 
Thetford,  Ltd.  Loss,  $75,000.  Owners 
will  rebuild. 

Tillsonburg,  Ont. 

Stores  ow  ned  by  E.  G.  Malone,  Broad- 
way, damaged.  Loss,  $6,000.  Repairs 
will  be  made. 

Toronto.  Ont. 

Frame  pig  pens  and  receiving  station 
at  the  Exhibition  Grounds,  owned  by  the 
Exhibition  Board,  38  King  Street  East. 
LOSS,  $4,500. 

Winnipeg.  Man. 

Winnipeg  Gold  Club  totally  destroyed. 
Loss.  $8,000. 

Woodhouse  Township,  Ont. 

Stock  barns  owned  bv  Samuel  Low- 
den,  care  of  Peter  Boughner.  Port 
Ryerse.  Loss,  $3,500.  Owner  intends 
to  rebuild. 

Yarmouth  Township.  Ont. 

Stock  barn  owned  bv  William  Mat- 
thews. St.  Thomas.  Loss.  $3,500.  Owner 
proposes  to  rebuild. 


Miscellaneous 

Ottawa.  Ont. 

New  tenders  will  be  received  until  4 
p.m..  August  23,  by  John  A.  Pearson  and 
I  O.  Marchaud.  architects,  Parliament 
Hill,  for  the  supply  of  approximately 
5,000,000  brick  and  10.000  barrels  of  Port- 
land cement.  Specifications  with  R.  C. 
Desrochers.  Secretary,  Department  of 
Public  Works.  Ottawa. 

Saskatoon.  Sask. 

A  by-law  has  been  carried  providing 
for  the  construction  of  an  incinerator,  at 
an  approximate  cost  of  $100,000.  City 
Engineer.  G.  D.  Archibald. 

St.  John,  N.B. 

Gandy  &  Allison  are  receiving  ten- 
ders on  steel  casing  and  iron  work  re- 
quired in  the  construction  of  a  vertical 
lime  kiln  at  Brookville.  N.B.  Blue- 
printes  will  be  forwarded  upon  applica- 
tion. 

CONTRACTS  AWARDED. 

Toronto,  Ont. 

The  International  Engineering  Works 
have  been  awarded  a  contract  for  supply 
of  two  600  h.p.  water  tube  boilers  for 
the  new  Goodyear  factory  at  Xew  To- 
ronto: 


Late  News  Items 

Chatham  Township,  Ont. 

The  Township  Clerk,  A.  M.  Arthur, 
Tupperville,  will  receive  tenders  until 
August  21st  for  the  construction  of  five 
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Steel  and  concrete  bridges.  Engineer,  J. 
E.  Meredith,  care  of  Clerk. 

Halifax,  N.S. 

The  City  Council  have  passed  a  reso- 
lution for  the  construction  of  an  abat- 
toir at  an  approximate  cost  of  $25,000. 
Clerk,  L.  F.  Monaghan. 

Hamilton,  Ont. 

The  following  contracts  have  been  let 
in  connection  with  the  factory  now  in 
course  of  erection  for  the  Mercury  Mills, 
Limited.  80  Park  Street  North: — carpen- 
try, John  Poag  &  Company,  Barton  St. 
East;  steel,  Hamilton  Bridge  Works, 
Bay  Street  North;  roofing,  Dennis  & 
Jocelyn,  Walnut  Street  North;  plumbing, 
Adam  Clark,  7  Main  Street  West;  elec- 
trical work,  L.  K.  Comstock  Company, 
10  Cathcart  Street,  Montreal.  Plastering 
and  heating  by  owners. 

London,  Ont. 

Work  has  been  started  on  the  construc- 
tion of  sewage  tanks  for  the  City  Coun- 
cil, estimated  to  cost  $41,000.  The  con- 
tract for  reinforced  concrete  filtration 
building,  Detritus  tanks  and  filter  beds 
has  been  let  to  the  Arnott  Construction 
Company,  Berkeley  Street,  Toronto. 
Engineers,  Chipman  &  Power,  204  Mail 
Building,  Toronto. 

Melita,  Man. 

The  Town  Clerk,  W.  F.  Thomas,  will 
receive  tenders  until  September  1st  for 
the  erection  of  a  fire  hall.  Approximate 
cost  of  building  and  equipment,  $12,000. 

Outremont,  Que. 

Tenders  on  the  erection  of  a  brick  resi- 
dence on  Holyrood  Street  are  being  re- 
ceived by  the  owner,  Isaie  Prefontaine, 
120  St.  James  Street.  Estimated  cost, 
$30,000.  *  Architect,  M.  Lafreniere,  523 
Lafontaine  Street,  Maisonneuve. 

Pembroke,  Ont. 

The  Pembroke  Electric  Light  Company 
have  awarded  the  general  contract  for 
the  erection  of  a  sub-station  to  William 
Markus  Limited,  Pembroke.  Brick,  re- 
inforced concrete  and  steel  construction. 
Approximate  cost,  $30,000.  Architect,  R. 
S.  Kalsch,  Power  Building,  Montreal. 

Simcoe,  Ont. 

Tenders  on  the  erection  of  two  schools 
will  be  received  until  August  30th  by  P". 
E.  Curtis,  Secretary  to  the  Board  of  Ed- 
ucation. Plans  and  specifications  with 
the  architects.  Chapman  &  McGiffen,  95 
King  Street  East,  Toronto.  Brick  and 
artificial  stone  construction.  Approxi- 
mate cost,  $40,000. 

St.  Eli  D'Orford,  Que. 

Plans  of  a  church  to  be  built  for  the 
Roman  Catholic  Congregation  are  now 
being  prepared  by  J.  W.  Gregoire,  191a 
Wellington  Street,  Sherbrooke,  and  ten- 
ders will  be  called  shortly.  Brick  and 
stone  construction.  Estimated  cost, 
$20,000. 

St.  Lambert,  Que. 

The  Town  Council  have  awarded  the 
contract  for  construction  of  trunk  sew- 
ers on  Front  Street  to  the  DeKeyser 
Poismans  Company,  1101  De  Valier  St. 
Approximate  cost,  $25,000.  Engineer, 
H.  A.  Gibeau. 

Toronto,  Ont. 

The  general  contract  for  the  erection 
of  a  factory  for   William    Wrigley  Jr. 
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Company,  Ltd.,  Carlaw  Avenue,  has  been 
let  to  H.  C.  Christman  Company,  Hamil- 
ton. Tenders  on  heating,  plumbing,  elec- 
trical work,  sprinkler  system  and  ele- 
vators will  shortly  be  called  by  the  ar- 
chitects, l'rack  &  Perrine,  808  Lumsden 
Building.    Estimated  total  cost,  $250,000. 

Tribune,  Sask. 

The  Tribune  West  Rural  Telephone 
Company  have  awarded  the  contract  lor 
construction  of  their  system  to  Houston 
Tallman  &  Company,  Ltd.,  1826  Hamil- 
ton Street,  Regina,  at  $11,600.  Secretary, 
E.  T.  Spera. 


Backfill  Closely  Follows  Excavation  on 
Large  Sewer  Contract. 

Construction  speed  on  a  9-foot  three- 
ring  brick  sewer  in  the  million-dollar  Ar- 
gyle  Street  system,  providing  an  outlet 
for  the  extreme  northwest  section  of 
Chicago,  is  from  96  to  108  feet  per  day, 
and  not  much  in  excess  of  this  amount  is 
left  unbackfilled.  In  the  system  are  14 
miles  of  sewer,  ranging  from  2  to  9  feet 
in  diameter.  The  streets  which  the  sewer 
traverses  are  in  swampv  condition,  and 
so  impassable  much  of  the  time  that 
most  of  the  24,000,000  brick  were  hauled 
and  piled  alongside  the  road  over  frozen 
ground  during  the  winter.  In  this  way 
they  cost  only  $8  per  1,000  delivered. 
The  44,000  barrels  of  cement  required 
for  laying  them  are,  however,  being  de- 
livered as  the  work  progresses.  The  clay 
is  of  such  a  nature  that  it  is  desirable  to 
backfill  the  trench  as  soon  after  opening 
it  as  possible,  to  obviate  the  use  of  an 
excess  of  bracing. 

The  trimmers  at  work  on  the  plastic 
clay  must  keep  pace  with  the  dipper, 
which  is  attached  to  a  52-foot  stick  made 
especially  for  the  contractor.  The  brac- 
ing and  sheeting  crew  works  immediate- 
ly under  the  machine,  which  straddles 
the  ditch  and  runs  on  rollers  over  a 
plank  track.  Bracing  is  placed  in  12- 
foot  sections,  and  the  bricklayers  build 
the  invert  immediately  behind  the  brac- 
ing gang.  Rings,  4  feet  apart,  and  2x6- 
inch  beveled  lagging  for  the  arch  forms 
follow  rapidly.  The  excavated  material 
is  hauled  back  along  the  line  in  dump 
cars,  twelve  to  a  train,  by  Davenport 
dinkies.  and  is  dumped  directly  into  the 
trench  over  the  completed  work. 

Included  in  the  equipment  are  two 
Bucyrus  shovels  and  a  Marion  revolving 
crane  with  an  orange-peel  bucket  for 
handling  backfill  where  it  is  not  cared 
for  by  trains.  A  Parsons  excavator  for 
the  2,  2lA,  and  3-feet  laterals  is  followed 
so  closely  by  the  various  crews  that 
backfilling  is  never  more  than  100  feet, 
from  the  head  of  the  trench. 

As  wages  paid  on  this  sewer  are  high 
it  is  possible  to  hold  the  best  class  of 
men  and  maintain  the  rapid  sequence  of 
operations  necessary  to  reduce  the  time 
the  trenches  must  remain  open  in  the 
treacherous  soil.  Bricklayers  get  $10  a 
day,  with  double  pay  for  overtime; 
shovel  engineers  get  $50  a  week;  engi- 
neers on  the  dinky  engines,  75  cents  an 
hour;  bracers  and  trimmers,  57*A  cents, 
and  common  laborers  40  cents  an  hour. 
All  men  work  eight  hours  a  day. 

The  H.  T.  McNichols  Company  is  the 
contractor.  The  work,  which  was  start- 
ed in  1915  and  is  to  be  finished  in  1917.  is 
being  carried  out  under  the  general  su- 
pervision of  C.  D.  Hill,  engineer  of  the 
Board  of  Local  Improvements.  G.  C.  D. 
Leuth.  assistant  chief  engineer,  had 
charge  of  the  design  and  is  handling  the 
construction 
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Complete  Catalogue  for 

Waterworks  Men 


CANADIAN 
B  JUL  A  S  S 
COMPANY 


LIMITED 


G  A  L  T 

CANADA 


DESIGNED  ENGfMVED&PRINTCD 
St 

WALKER  PRESS 
PARIS  ONT 


Our  new  150-page  catalogue 
of  brass  goods,  for  water- 
works men  and  plumbers,  is 
one  of  the  most  complete  and 
modern  in  this  country. 

Gives  300  illustrations,  as 
well  as  accurate  descriptions 
of  all  lines  manufactured 
by  us. 

It  will  serve  as  a  reference  for 
waterworks  men  in  every  part 
of  the  Dominion. 

Canadian  Brass  Goods  have 
established  a  very  enviable 
reputation  for  accurate  work- 
manship  and  satisfactory 
service. 

For  handy  reference  it  is  div- 
ided into  sections  'C  and  4E\ 
Corporation  brass  goods  and 
requirements  under  Section 
'C'  ;  gas  companies  and 
plumbers  brass  goods  under 
Section  'E'. 

Our  issue  goes  to  the  trade 
this  date.  If  your  copy  has 
gone  astray,  write  for  dupli- 
cate. 


Canadian  Brass  Company  Limited 

GALT  CANADA 
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We  make  a  point  of 

Quick  Deliveries 

JOLIETTE 

7M>      S  I  EE.L-  ' 

TRADE  MARK  REGD. 

Our  business  motto  is  "Service — Quality — Price". 

In  supplying  steel  castings  we  take  particular  care  to  get  out 
every  shipment  on  the  exact  date  specified  in  every  contract. 
W  e  want  to  establish  our  reputation  far  and  wide  as  the  most 
reliable  house  in  Canada. 

STEEL  CASTINGS 

Quality  in  Steel  Castings  is  entirely  relative.  We  are  well 
acquainted  with  the  imperfections  of  many  castings  when  not 
properly  inspected  and  we  rigidly  guard  against  any  cause  for 
complaint.  All  our  castings  are  made  to  stand  a  strain  far 
greater  than  the  capacities  for  which  they  are  rated.  This  service 
reacts  to  your  benefit  as  our  customer. 


Our  customers  tell  us 
our  prices  are  as  low,  and, 
in  many  cases,  lower  than 
the  regular  market.  This 
is  secondary  in  our  esti- 
mation. 


Service 
Quality 
Price 


We  want  quality  first  and 
we  get  it — usually  without 
added  cost.  This  should 
be  interesting  to  you  for 
that  next  contract. 

Write  us 


Joliette  Steel  Company  Limited 

Main  Office :  903  Read  Building,  Montreal        Phone  M«n  402 

Works:  Joliette,  Quebec 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


WOODEN  PIPE 

Wire  wound  wood  stave  pipe.  2  in.  to  24  in. 
diameter.  Continuous  wood  stave  pipe,  any 
diameter  required. 

Canadian  Pipe  Co.,  Limited 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  mach- 
inery. Every  machine  driven  by  a  separ- 
ate electric  motor.  Satisfaction  Guaran- 
teed 

Office  and  Factory 

550  Pacific  Street     -    VANCOUVER,  B.  C. 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"  Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

HFI  I  FR    Xr  RRinHTI  Y  1120  SP"*>«  G-rden  Street 

nCLLLK   &  DIMUniLI,  PHILADELPHIA,  PA., "Since  1870" 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

625  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


Pacific  Coast  Pipe  Co.,  Ltd. 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diam<  ter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diamettr 


1551  Gianville  Street 


Vancouver,  B.C. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


the  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 

Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 
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PUBLISHED  IN  THE  INTEREST  OF 
BETTER  SHEET  METAL 


August,  1916 


NEW  COTTON  MILL 
DEFIES  DESTRUCTION 

Corrosion-Resisting    and  Fireproof 
Materials  Are  Used  in  New 
Cotton  Mill 


Three  carloads,  or  to  be  exact:  61  tons 
of  Toncan  Metal  Sheets  were  used  on 
the  Naumkeag  Steam  Cotton  Company's 
new  buildings  for  window  frames,  ven- 
tilators and  sawtooth  skylights. 

Directly  in  the  path  of  the  flames 
which  swept  Salem.  Mass..  stood  this 
company's  old  Suildings.  They  were  al- 
most totally  destroyed.  One  costly  ex- 
perience of  this  kind  was  enough  for  this 
firm.  And  so  the  architects,  Lockwood, 
Greene  &  Co.,  Boston,  were  instructed 
to  make  the  new  buildings  as  destruc- 
tion-proof as  possible. 

Particular  stress  was  laid  on  the  win- 
dow frames  and  skylights.  These  must 
be  fireproof;  otherwise  flames  would  have 
easy  access  to  the  interior  of  the  build- 
ings when  the  sash  was  destroyed. 

But  they  must  be  durable  also.  A  re- 
placement of  307  window  frames  and  53,- 
000  square  feet  of  skylights  would  be  no 
small  item.    So  the  architects  suggested 


An  Interesting  Book 

Do  you  know  what 
causes  corrosion;  the 
difference  between 
rust  and  corrosion; 
and  why  Toncan  Met- 
al is  so  durable?  If 
not,  write  for  this 
book.    It's  free. 


SHEETS  and  PRODUCTS 

Resist  Corrosion 

Toncan  Metal  Sheet*  art  corrosion-resisting  be. 
cause  they  are  pure,  homogeneous  and  made  by 
special  scientific  processes. 

A  few  of  the  products  made  from  Toncan  Metal 
Sheets  are  :  Culverts,  Tanks,  Roofing, Siding.  Eaves 
Trough,  Conductor  Pipe,  Ventilators,  Skylights, 
Window  Frames,  Lath,  Refrigerators,  etc. 

The  Pedlar  People  Ltd.,  Oshawa,  Ont. 

Canadian  Distributors 
The  Stark  Rolling  Mill  Co.,  Canton,  Ohio 

Sole  Makers 


Toncan  Metal  Corrosion-Resisting  Sheets, 
which  were  eventually  specified  and  used: 
E.  Van  Noorden  &  Co.,  Boston,  doing  the 
sheet  metal  work. 


Quoth  the  Corrosion 
Devil : 

It's  a  long  road 
that  has  no  Ton- 
can  Metal  Culvert 


Answers  to  Questions 


B.  R.  N.— Yes.  Toncan  Metal  Sheets 
are  used  for  many  other  purposes  be- 
sides building  construction.  There  are 
Toncan  Metal  boats,  tanks,  street  signs, 
advertising  signs,  furnaces,  refrigerators, 
passenger  and  freight  cars,  culverts,  etc. 
In  fact,  Toncan  Metal  is  suitable  for  all 
purposes  where  sheet  metal  can  be  used 
and  where  economy  is  essential. 

R.  F.  L. — Toncan  Metal  is  not  made 
lighter  than  28  gauge  galvanized  and  26 
gauge  black. 

E.  G.  L. — Toncan  Metal  is  very  ductile 
and  is  excellently  suited  for  forming  and 
bending. 

M.  C.  D. — Do  not  accept  it  unless  it 
bears  the  Toncan  Metal  trade  mark. 


Naumkeag  Steam  Cotton  Co  ,  Salem,  Mass.  (Toncan  Metal  Sheets  and  Products  Used)  Lockwood,  Green  &  Co.,  Boston,  Archts, 
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Power -Speed -Service 

with  Dunlop  Gibraltar*  j 
Belting  „    .  J 


YOU  CANNOT 


BEAT  "GIBRALTAR" 


^^^^^^  ever,  because  of  the 

f  city  of  leather,  rubber  belting  is  coming  to  its  own. 

For  this  reason — and  also  because  "Gibraltar"  will 
give   you   a   hundred   times   more   satisfaction  than 
either  Leather  or  Balata — we  urge  you  to  procure  a 
sample    of   "Gibraltar    Redspecial"    from   one    of  our 
branches. 

They  are  located  in  Victoria,  Vancouver,  Edmonton, 
Calgary,  Saskatoon,  Regina,  Winnipeg,  London,  Hamilton, 
Toronto,  Ottawa,  Montreal,  St.  John,  Halifax. 

When  you  procure  the  sample,  cut  it  open,  try  to  pull  the 
plies  apart,  and  note  the  weight  of  duck,  strength  of  friction. 
Then  compare  "Gibraltar  Redspecial"  with  any  other  make  of 
belting. 

"Gibraltar"  is  constructed  of  the  very  best  duck.    The  rub- 
ber friction  is  of  the  highest  quality  and  has  adhesive  powers 
second  to  none.    Separation  of  plies  and  stretching  are  un- 
known in  "Gibraltar"  Belting.    These  are  some  of 
the  reasons  why  the   sales   of  "Gibraltar"  have 
reached  their  present  great  proportions. 

For  Drives,  Rotaries,  Edgers,  Lath  and 
Shingle  Machines,  or  any  kind  of  Transmission 
work,   there  is   nothing  better   than  Dunlop 
"Gibraltar  Redspecial"  Belting. 

Why  not  get  on  the  right  "Belt  Line?" 

Dunlop  Tire  &  Rubber 
Goods  Co.,  Limited 


1         s  1  i 

V     *  J 
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Sewer  Pipe  and  Sewer  Block 

for  Storm  and  Sanitary  Sewers. 

EFFICIENCY  and  PERMANENCE 

are  best  secured  by  the  use  of 
Most  Easily  Tested    -    VITRIFIED    CLAY  —  No  Deception  Possible 


"Canada" 
Segment  Block 


(Patented) 


Round  Pipe  and  Square  Dealings 


IT 

FITS 

SNUG 

AND 

LAYS 

TIGHT 


Left  cut  shows  "MIMICO"  Segment  Block  being  used  in  36  inch  sewer  in  a  20  foot  cut.     This  is  a  splendid  piece 
of  construction  and  is  now  nearing  completion  on  Lake  Shore  Road,  Mimico.    Right  cut  shows  a  small  section 
of  sewer  built  from  same  block  and  covered  with  only  six  inches  of  cinders. 

BUILT  FOR  STRENGTH  —  AND  IT  HAS  STRENGTH 
Write  for  information  and  prices  to 

The  Ontario  Sewer  Pipe  Co.,  Ltd.,  Mimico,  Ont. 


i 
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PIATT  IRON  WORKS'  -  DAYTON,  OHIO. 


Smith-Vaile  Double 
Ram  Pattern 


Plunger  Feed  Pump 
Outside  End  Packed 


Smith-Vaile  Double  Plunger  Feed  Pump 
Ram  Pattern.    Outside  End  Packed 


Water  end  of  close-grained  cast 
iron.  Walls  and  partitions  amply 
thick  for  a  maximum  working  pres- 
sure of  175  lbs.  per  square  inch. 
Suction  and  discharge  valves  are  so 
located  that  they  can  be  inspected 
and  renewed  without  disturbing 
pipe  connections.    Water  plungers 


Standard 
Pumps  for 
Every 
Service 


of  hydraulic  iron,  outside  end  pack- 
ed, trombone  style.  Valve  seats, 
stems  and  springs  of  bronze.  Ac- 
cessible packing  glands.  All  parts 
made  to  template  and  interchange- 
able. 

Can  make  shipment  regular  fitted 
pumps  on  short  notice. 


ATLANTA 

BOSTON 

BALTIMORE 

BIRMINGHAM 

CHICAGO 

CINCINNATI 


Piatt  Double  Suction 
Centrifugal  Pumps 

Split  case  features  insure  accessibility.  Their  rugged 
construction  guarantees  efficient  and  continuous  service 
whether  installed  where  every  facility  is  at  hand,  or  in 
the  most  isolated  parts  of  the  world. 

Bulletin  No.  762  fully  describes  them. 

Smith-Vaile 
Yoke  Type  Boiler  Feed  Pumps 

Provided  with  removable  and  interchangeable  water 
cylinder  linings  and  adjustable  packed  water  pistons, 
permitting  compensation  for  wear. 

Bulletin  No.  780  will  interest  every  engineer. 

Smith-Vaile 
General  Service  Pump 

Well  designed  in  all  points  that  contribute  to  effici- 
ency, durability  and  satisfactory  operation.  Strength 
and  quality  of  metal,  direct  water  passages  insuring  air 
pocket  freedom,  accessibility,  liberal  valve  area  and  few 
working  parts. 

Bulletin  No.  780  covers  the  complete  line. 


Stilwell  Feed  Water  Heaters 

Class  "O"  Type 

Either  Thoroughfare  or  Switch  Valve  Type.  Fitted 
with  float  controlled  or  water  seal  overflow  as  may  be 
necessary.  Single  piece  castings,  special  design  for  raw 
water  control,  perfect  filtration,  make  them  pre-eminent. 

Bulletin  No.  783  is  descriptive. 


Victor-Francis  High  and  Low 
Head  Water  Wheels 

The  epoch-making  installation  of  Victor  Francis  equip- 
ment to  produce  50,000  horse  power  at  Cohoes,  N.  Y., 
indicates  the  high  efficiency  that  can  be  obtained  with 
well  designed  and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  and  710  describe  the  line. 

Smith-Vaile  Compound 
Duplex  Pumping  Engines 

Economical  steam  construction  by  multiple  expansion. 
Undeveloped  energy  of  steam  after  the  completion  of  the 
stroke  i  n  initial  cylinders  is  conserved  and  employed  in 
expansion  cylinders.  A  saving  of  from  25  to  35  per  cent. 

Bulletin  No.  780  gives  details. 

Smith-Vaile  Triplex  Pumps 

Belt  Drive    Chain  Drive    Direct  Geared 

Four  bearings  insure  reliability  for  day-by-day  service 
in  a  practically  unlimited  range  of  application.  May  be 
belt  driven  from  any  available  source  of  power,  or  direct 
connected  by  coupling,  gears  or  chain  to  any  form  of 
motive  power. 

See  Bulletin  No.  741. 

Smith-Vaile 
Cottonseed  Oil  Presses 

With  built-up,  indestructible  all-steel  boxes.  The 
boxes  can  come  together  empty,  under  full  pressure, 
without  damage.  The  platen  or  ram  block  is  of  semi- 
steel  and  of  ample  thickness. 

Bulletin  No.  684  on  request. 


PLATT  IRON  WORKS 


DAYTON,  OHIO 


Representatives  in  Principal  Cities  Insure  Prompt  and  Efficient  Service 


CLEVELAND 

COLUMBIA,  S.  C. 

DALLAS 

DENVER 

DETROIT 

HAVANA 


INDIANAPOLIS 

IACKSONVILLE 

KANSAS  CITY 

LONDON 

LOS  ANGELES 

MEMPHIS 


MEXICO  CITY 
MINNEAPOLIS 
MONTREAL 
NEW  ORLEANS 
NEW  YORK 
OMAHA 


PHILADELPHIA 
PITTSBURG 
PORTLAND 
RICHMOND 
SAINT  LOUIS 
SALT  LAKE  CITY 


SAN  ANTONIO 
SAN  FRANCISCO 
SEATTLE 
SPOKANE 
TORONTO 

YOUNGSTOWN,  OHIO 


SO 
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THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Manufacturers  of  Boilers,  Castings,  Condensers,  Elevators,  Engines,  Filters,  Forgings,  Hydraulic  Machinery, 
Pumps— centrifugal  and  reciprocating,  Steam  Turbines,  Tanks,  Water  Wheels.  Water  Works  Plants. 

Works:  Seigneurs  and  William  Streets,  MONTREAL 


5,000,000  gallons  daily— Montreal  Water  Works— D  riven  by  400  H.P.  Induction  Motor 


Our  Engineers  have  spent  many  years  developing  Centri- 
fugal Pumps  and  we  are  now  able  to  offer  you  perfected 
designs  in  any  size  pump  from  inch  and  a  half  and  up  for 
any  service  you  may  desire  and  to  be  driven  either  with 
motor,  engine  or  belt. 

Write  us  for  Engineering  information,  or  prices,  any  time 

Sole  Canadian  Agents  (or  H.  R.  Worthington  Co. 

Keeping  in  Stock  at  Montreal  a  large  assortment 
of  their  Boiler,  Feed  and  General  Service  Pumps 
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For  Permanent  Investment 

Lasting  Endurance — Economy  at  all  times    characterizes  the  installation 
of  Cast  Iron  Pipe  for  water,  gas  or  sewage 


Bell  and 

Spigot  Pipe, 

Flanged 

Cast  Iron  Pipe, 

Specials, 

Castings  of 

all  kinds. 


Mooring 
Bollards 
for  both 
Concrete 
and  Wooden 
Docks. 


Cast  Iron  Pipe  has  the  greatest  resistance  to  corrosion.    It  is  by  far  the  most  economical  in  results.    You  will  never 
make  a  mistake  by  specifying  "Canada  Iron  Foundries"  Cast  Iron  Pipe  for  water,  gas  or  sewage. 

Canada  Iron  Foundries,  Limited 

Works  at:   Fort  William,  Ont.    St.  Thomas,  Ont.    Hamilton,  Ont.    Three  Rivers,  P.  Que.    Londonderry,  N.S. 


Head  Office  :  MONTREAL 


si' 
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Camp  Borden 

—  Its  Sewerage  System  — 


In  every  sense  of  the  word,  this  was  a 
"rush  job" 

We  met  the  emergency. 

In  thirteen  days  we  shipped  32,500  lineal 
feet  of 

"HAMILTON" 


Vitrified  Sewer  Pipe 

to  Col.  R.  S.  Lowe,  who  was  in  complete  charge  of 
the  Camp  Borden  construction  work,  and  from  whom 
we  received  these  complimentary  words  : — 

"We  were  well  pleased  with  your  pipe 
and  with  your  prompt  shipment." 

This  is  merely  a  repetition  of  many  similar  remarks 
received   from   other   large  contractors  and  engineers. 

May  we  prove  our  efficiency  to  you  ? 

The  Hamilton  &  Toronto  Sewer  Pipe  Co. 

LIMITED 

Hamilton  and  Toronto 
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A  Motor  Driven  Flusher 
Must  Have  Double  Power 
Plant  to  be  Successful  -  - 


'JpHERE  are  many  who  say  off-hand  that  in  a  power  Flusher  two  motors  complicate  matters.    Why  not  let 
one  motor  both  pull  the  truck  and  pump  the  pressure  for  flushing-? — they  say. 


P 


g? — they  say. 


It  would  be  as  logical  to  say  you  prefer  one  leg  to  two  legs,  or  that  it  would  be  better  to  have  one  eye  or 
one  ear.  Why  complicate  the  human  anatomy  with  these  double  units?  Simply  because  one  will  not  do  the 
work  required  nearly  so  well  as  two. 

In  a  power  Flusher,  if  you  have  a  motor  large  enough  to  both  propel  the  vehicle  and  pump  the  water  it 
costs  more  to  operate  than  two  motors,  because  the  work  doesn't  need  all  that  power  except  when  actually  flushing. 

And  then  again,  with  one  motor  your  truck  speed  must  increase  to  get  an  increase  in  pressure, — and  that  is 
exactly  what  you  don't  want  on  a  very  dirty  street.    You  DO  want  to  go  slow  and  flush  hard. 

There  are  many  more  reasons  why 


TIFFIN 

Two  Motor  System 

FLUSHERS 


arc  better 


L  N9  50  ,  1000  GAI-  .  FOUR  TONS  ,.  TWO 
MOTOR  SYSTEM  .  FOUR  CYLINDER  KL'.'Sr?** 


Tiffin  Double  Power  Plant  Flusher  for  Holyoke,  .Mass. 


The  very  city  officials  who  first  thought  it  superfluous  to  use 
double  power  plants  have  found  that  they  were  wrong  and  are  today 
the  most  enthusiastic  over  the  TIFFIN. 

Cities  right  in  Canada  that  bought  single  motor  flushers  have 
discarded  them  to  buy  the  TIFFIN. 

Single  motor  systems  are  NOT  successful. 
Double  motor  systems  ARE  successful. 

Get  our  literature  and  engineering  data. 

THE  TIFFIN  WAGON  CO. 

TIFFIN,  OHIO 


Representatives : 


NEW  YORK, 

J.  A.  del  Solar. 

PHILADELPHIA, 

Loder  &  Smith. 

SPRINGFIELD,  Mass., 
W.  M.  Denman. 

PITTSBURG, 

H.  B.  Naylor. 

COLUMBUS, 

F.  L.  Chase  Co. 

TACKSON,  MICH., 

G.  M.  Whaley. 

ST.  LOUIS 

G.  Griffiths,  Jr. 

OGDEN. 

Sidney  Stevens  Imp.  Co. 
DENVER 

S.  G.  Elbe. 


PORTLAND.  ORE.. 

A.  G.  Long. 
SAN  FRANCISCO, 

N.  K.  Davis. 
LOS  ANGELES, 

F.  F.  Foster  Co. 
CHATTANOOGA, 

R.  R.  Nixon. 
N  \SHV1  LI.E, 

Dixie  Road  Mchy.  Co. 
MEMPHIS, 

J.  G.  Livar. 
HUNTINGTON.  W.Va., 
Miller  Supply  Co. 
MONTGOMERY,  A  L  \., 
J.  F.  Stuckcn'jorg. 
MONTREAL, 

Francis  Ilankin  &  Co. 
ST.  CATHARINES, 

F.  H.  Hopkins  Co. 
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Asphalt  Penetration 

The  Kinney  Handy  Kettle — with  Firebox,  Engine  and 
Kinney  Pumps,  for  Distributing  under  pressure.  Also 
Motor  Driven  Outfits. 


MUSSENS  LIMITED 


MONTREAL   QUEBEC— PRUNEAU  &  CO. 
WINNIPEG    TORONTO— H.  TURNBULL  &  CO. 
VANCOUVER  COBALT   H.  L.  USBORNE 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 

Channels 


Angles 


67-6"x3',i"x5/j"-60  0" 
28-6  "x3'/2"xll  16"-60  0" 
40-6  "x3!/J"x3  4"-60  0" 
22  6"x3!  a"x3  4"-55'0" 


31-12"x30  Ib.-GO'O" 
83-16"x33  lb.-36'10'/4" 


Zees 

94-  3"  x  2-11/16"  x  1/4"  x  6.7  lbs.  -  54  0" 

95-  3-1  16"  x  2-3  4"x5,  16"  x  8.5  lbs.  -  50  (1" 


Mild  Steel  Bars 


20-8" 
20-10 
13-6" 
1 1- 

19-  8" 

20-  10 
15-11 

12-  11 
88-4" 

13-  8" 


xl  4"-30'0" 

xl  4"-30'0" 
x5  16"-10'0" 

x5/16"-20  0" 
x5/16"-30  0" 
•:<5  16"-30'0" 
"x5  16"-20'0" 
'2x5  16"-17'0" 
x3/8"-ll '  10" 
x3  8"-30  0" 


14-6"x7/16"-13'0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-100" 

8-9"xl/2"-32'0" 

3-10"x9  16"-22'0" 

5-12'/S"x5/8"-30'0" 

22-6'/i"xll/16"-33'0" 

5-7"xll/16"-20  0" 

19-8"xl-l  8"-18'3" 


Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in  the 

Contract  Record 

and  Engineering  Review 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


The  "Ideal"  is 
the  simplest, 
strongest  and 
most  easily  op- 
erated Concrete 
Block  Machine 
made,  and  the 

blocks  from  it  are  perfection  itself. 
IDEAL  CONCRETE  MACHINERY  CO.,  LIMITED 

Box  250  WINDSOR,  ONTARIO 


WRITE  US 

also  about  our 
Power  Tamper 
Mixer,  Orna- 
mental Molds, 
Sand  Screens, 
Derricks, 
Cement  Work- 
ers' Tools,  Tile 
Molds,  Vault 
Molds,  Water- 
proofing, etc. 
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For  Safety's  Sake 

Use  the  only  Perfect  and  Economical  Method 
of  Fire  Protection— the  Montgomery  Faultless 

"THE  WORKING  WONDER" 


Not 


Hi 


dirte)  ii 


ish 


Instantanc 
tomatic  and  fool- 
proof, with  a  maxi- 
mum of  efficiency. 

Economically  un- 
r  i  v  a  1  1  e  d — prolong- 
ing the  life  of  the 
hose  seven  times  by 
actual  test. 

Kinks  eliminated. 

Endorsed  by  the 
Ontario  Government 
and  installed  in 
their  principal  build- 
ings, including  the 
Parliament  Build- 
ings,  Toronto,  and 
specified  for  all  new 
buildings. 

Capacity — up  to  300 
ft.  2¥i  in.  hose. 

Recently  specified 
for  (Million  Dollar) 
Ross  Memorial 
Wing.  Royal  Vic- 
toria Hospital,  Mont- 
real. 

No  lost  Pressure — 
by  gauge  test  we  get 
the  same  force  at  the 
nozzle  as  at  the  hyd- 
rant. 

Made  for  a  Cabinet. 


Write  for  full  particulars  and  prices. 

The  Montgomery  Faultless  Hose  Reel  Co. 

47  Gore  Vale  Ave.,  Toronto 


BERGER 
Transits  and  Levels 


are  the  most  extensively 
used  instruments  by  lead- 
ing engineers  and  con- 
tractors; they  are  recog- 
nized as  the  instruments 
for  the  preliminary,  tech- 
nical "  and  construction 
work.  They  are  well  bal- 
anced instruments,  and 
of  greatest  interest  to  all 
who  build  Highways, 
Railways,  and  Canals, 
Municipal  and  Sanitary 
Works,  Steel  and  Con- 
crete Bridges,  and  for 
Irrigation  and  Hydro- 
electric Projects,  as  well 
as  Industrial  Plants,  and 
other   similar  work. 

The  BERGER  Transits 
and  Levels  are  in  a  class 
by  themselves  in  Sim- 
plicity of  Design,  Thor- 
oughness of  Manufacture 
in  Every  Detail  and  Con- 
struction, and  prove  most 
acceptable  "TOOLS"  of 
Dependability  in  strenu- 
ous service.  They  give 
fullest  satisfaction,  and 
last  a  lifetime  with  very 
little  upkeep.  They  are 
the  instruments  your  men 
are  proud  to  use.  The 
purchase  of  them  will 
bring  thanks  to  you,  and 
it  saves  money  to  the 
Company. 


C.L.  BERGER  &S0NS,  boston,  mass. 


The  Modern  High  Efficiency 

Centrifugal 
Pump 

WAS  introduced  in  America  in 
1901  by  the  De  Laval  Steam 
Turbine  Co.,  which  has  spec- 
ialized in  its  design  and  manufacture 
for  all  heads  and  capacities. 

All  De  Laval  Centrifugal  Pumps  are 
guaranteed  as  to  duty  and  capacity, 
and  a  comprehensive  test  is  run  before 
the  pump  is  shipped. 

Every  De  Laval  pump  is  built  to  limit 
gages  and  parts  can  be  ordered  by 
telegram  giving  the  symbol  numbers 
stamped  thereon. 

De  Laval  apparatus  has  a  deserved 
reputation  for  high-class  work  and 
good  engineering. 

Ask  for  our  300-page  book  B-66  on  "Char- 
acteristics, Selection,  Design,  Manufacture 
and  Uses  of  Centrifugal  Pumps." 


WW, 

Reg.  U.S.  Pat.  Office 

Steam  Turbine  Company 

TURBINE  EQUIPMENT  CO.,  LIMITED 

Canadian  Pacific  Building  TORONTO.  Canada 

THE  E.  LAURIE  CO. 

243  Bleury  Street  MONTREAL,  Que. 
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Congress  Hall,  Montreal.     Architect,  J.  P.  Hynes,  of  Hynes,  Feldman  &  Watson, 

Montreal  and  Toronto. 


Congress  Hall  Has 


Sturtevant  Fan  Installed 


TRADE  MARK 


The  beautiful  new  Congress  Hall  adjoining 
Saint  Patrick's  Church,  Montreal,  is  ventilated 
by  Sturtevant  Fans.  A  54  inch  Propeller  Fan 
driven  by  a  Sturtevant  Motor  exhausts  from  the 
mam  auditorium  125,000  cu.  ft.  per  minute. 
The  kitchen  is  ventilated  by  a  Sturtevant  Ex- 
hauster, hung  from  the  ceiling,  and  driven  by 
a  Sturtevant  Motor. 

The  high  quality  of  the  fans  is  in  keeping  with 
the  character  of  the  building. 

Write  our  nearest  office  for  Catalogue  "  2 " 
and  other  data. 

B.  F.  Sturtevant  Company 
of  Canada,  Limited 

Gait,  Ont.  Montreal 
Toronto  Winnipeg  Vancouver 
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"McAvity"  Corporation  Specialties 


New  Improved 

FIRE  HYDRANT 


Approved 

INDICATOR  POST 


Pat.  1912  Ornamental  Fluted  Cast  Iron  Approved  by  Fire 

Used  without  Frost  LIGHTING  POST  Underwriters 

Case  Operates  Valves  4  to  14" 

Write  for  illustrated  Catalogue  No.  1004 

T.  McAVITY  &  SONS,  LIMITED 

Manufacturers  of  High  Grade  Specialties  for 

Corporations,  Mills,  Railways,  Factories,  Plumbers  and  Steamfitters 

ST.  JOHN,  N.B.,  CANADA 

MONTREAL  E.i.bii.hed  1834  WINNIPEG 
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SASGEN  DERRICKS 

for  Laying 
Pipe  Lines 

These  time  and  labor  savers 
can  be  had  in  capacities  from 
1800  lbs.  to  7000  lbs.  Com- 
plete with  cable  and  block. 
■}  Every  waterworks  contractor 
will  save  the  cost  of  derrick 
j  many  times  over  in  a  single 
contract. 

Write  for  complete  description  and  prices 

NATIONAL  EQUIPMENT  CO.,  LIMITED 

1  Wabash  Avenue  :■:  TORONTO 


Sold  separately 


Now  Ready — 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 

By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles.  254  pages,  6  x  9,  88 

illus.,  $2.50  net,  postpaid. 
Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 

6  x  9,  412  illus.,  34  plates,  $5.00  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 


August  16,  1916 
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Trident  Water  Meters 

Note  the  disc  piston  type  of  construction  used  in 
this  "Trident"  Meter.  For  house  and  small  service  this 
is  the  best  style.  Durability  and  accuracy — that  is  the 
reputation  of  all  our  meters.  Guaranteed  against  dam- 
age from  freezing.  Send  for  catalogue  and  new  price 
list. 

Neptune  Meter  Company 


Atlanta 
Boston 


NEW  YORK 

Chicago 
Cincinnatti 


Los  Angeles 
San  Francisco 


The  Glue  Book 


What  it  Contains:- 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West  Toronto 


Let  us  assist  you  to  make  money 
out  of 

Metallic  Ceilings  and  Walls 

Our  Re-Squared  Ceiling  Plates  lay 
quickly  and  straight — they  never  run 
askew.  They  are  stamped  on  steel 
dies  with  Machine-Cut  Beads  and  the 
joints  are  snug  and  neat.  .  The  labor 
you  save  in  laying  our  ceilings  makes  a 
nice  profit  in  itself. 
THE  QUALITY  HOUSE  IS  SAFEST- THINK 
OF  SAFETY  FIRST 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


SPRINKLER 
TANKS 


AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
—   for.  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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i  \W  I'MKA  Ml  LOCK 

President 


GORDON  F.  PERRY 

Vice  Pres.  and  Gen.  Mgr. 


■ 


Bird's-eye  View  of  Plant-  28  Acres  of  Land,  3,000  Feet  of  Docks. 

World's  Standard 

Cast  Iron  Pipe 


for 


I  Water,  Gas  and  Culvert 


Large  stocks  of  all  sizes  at 

Toronto 
Montreal 
Fort  William 

Send  us  your  enquiries 

NATIONAL  IRON  WORKS 

LIMITED 

Head  Office,  Works  and  Docks 

TORONTO 
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The  Compactness  and  Simplicity  of  Operation 
brings  the 

DAKE  Swinging  Engines 

in  great  favor  with  progressive  contractors. 

One  of  the  largest  construction 
firms  in  the  United  States  has 
EIGHTY  of  our  DAKE  Swinging 
Engines  in  use.  Many  years  of 
service  have  proven  the  durability 
and  efficiency  of  these  machines. 
It  will  pay  you  to  investigate. 

Write  for  catalog  of  our  con- 
tractors' hoists,  swinging  engines, 
motor  crabs,  spud  hoists,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS: 
Montreal— Mussens,  Ltd.  Toronto-A.  R.  Williams  Machinery  Co.,  Ltd 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
.  INQUIRIES 


STANDARD  STEEL 


Beams— Channels 

SXSjXZ  CONSTRUCTION  CO. 

Reinforcing  Bars  LIMITED 

"Self-Sentering"  WELLAND       -  CANADA 


Corrugated 


Manufacturers  and  Erectors 


Sheeting 

STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  i»  unexcelled  and  our  price*  right. 
Phone  or  write  us  for  quotations  when  you  are  In  the  market. 
Office-M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand.  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co,,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

I  661 

Phone,   Office  North  1  ggg      Fveninps,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,    Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


HIGHEST  GRADE  and  GREATEST  VARIETY 

FIRE  BRICK 

Supplied  by 

Elk  Fire  Brick  Co.,  of  Canada,  Ltd. 

ELKCO 
ELK  STEEL 
ST.  MARYS 
KEYSTONE 
ROTEX 


Booklet 
detailing 
shapes 
sent  on 
request. 


Federal 
Life 

Building, 

Hamilton, 

Ont. 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKER  VILLE, 
ONT. 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  I. IMF..  AND  BRICK 
Cement    delivered  in  5-barrel  lots,  $1.85  per  bbl. ; 
with  bags,  $2.25;  car  lots,  $1.85  on  the  track, 
with  pkgs..  $1.75. 

Lime  tfrry  :tSc,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lols.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick— No.  1  dry  pressed  red  brick  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick.  $11  to  $14;  grey.  $ll^to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported.  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14 ;  paring  blocks,  No.  1,  $24  per 
M  ;  Xo.  2,  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100.00D  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 
Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  ii-in., 
$1.25;   rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand— for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22;  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  Y*  by 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto,  $32;  pine  trim  4-in.  casing,  $1.75  per 
100  ft.;  5-in.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25;  4-in.  pine,  window  stool,  $2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14  14  x  16,  $38.00;  10  x  16, 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars — $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3.50;  small  sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3.50  per  100  lbs. ; 
H  in.,  5/16  in.  and  H  in.,  $3.50  per  100  lbs.; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
His.  ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron    28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots, 
f.o.b.  Toronto ;  4-in.  $34  per  net  ton ;  6-in. 
to  12-in.  $33;  12-in.  up  $32.50,  with  $1  extra 
for  gas  pipe 

SEWER  PIPE 
Sewer  Pipe  —Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft. ;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
iri.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil— in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal. ;  red  lead, 
dry.  $14  per  100  lbs. ;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs.;  turpentine,  in  bbls., 
KOc.  per  Imp.   gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.00  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton ;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $14;  red  rustic,  No.  2.  $12; 
buff  (smooth),  $21;  buff  (rough),  $25;  C. 
P.  R.  50c  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
$10.50;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  K-in.  $1.65;  J$-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 

Gravel  —$1.20  per  ton  f.o.b.  car's. 

STEEL  AND  IRON 

Steel  angles — 3  in.  x  3  in.  and  up,  $3.50,  1  in. 
x  1  in.  x  'A  in.,  25c  extra ;  K  in.  x  $4 
x  '/%  in.  50c  extra.  Boiler  plates — Yi  in. 
thick  and  thicker,  $4.00.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$4.25;  under  30  in.  dimensions,  $4.75.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  'foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Sirtgle 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
1Yz  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope — Best  Manilla, 
22^c.  basis  per  pound;  British  manilla,  18c. 
basis;  sisal  rope,  14j^c  basis;  lath  yarn  14J/2 
cents.  Boiled  linseed  oil — in  barrels  82I/ic. 
per  gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
80c.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.    1   dry   pressed,   red   and   buff,   $35 ; 
common  red  stock,  $25;  common  grey  stock, 
$12 ;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,  $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
34 -in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per  yard,   delivered,  $1.85. 

Crushed  Granite — lYz  and  2-in.,  $2.65;  j£-ih.  and 
1-in.,  $2.90;    H-in.   and  dust,  $3.20. 
LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac. 
fir  or  cedar)— 8  x  8,  8  x  10.  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  x  12,  8,x  12,  $39;  10  x  16.  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5 14 -in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles -No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel  -Round   bars,   $2.35  per   100  lbs. ;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast  Iron  Pipes — Standard  price,  car  load  lots, 
f.o.b.   Winnipeg,  $38  per  ton. 
«  (Continued  on  page  94) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 

Offices : 

SYDNEY.  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


Canadian  Pipe  Company,  Ltd. 

Head  office- VANCOUVER,  B.C. 
Manufacturers  of  Wire  Wound  and  Continuous  Wood  Stave  Pipe 

for  water-works,  power  plants,  irrigation,  etc. 


This  is  our  new  factory.  Main  Building  247  xll2  and  Lumber  Shed  75  x60  ,  having  325  feet  of  trackage.  It  is 
equipped  with  two  complete  lines  of  machinery.    Capacity  for  ten  hours,  6C00  feet  of  pipe  or  over  a  mile  a  day. 

We  are  now  shipping  1  5  carloads  of  6"  pipe  to  Hebertville  Station,  Quebec,  for  Mr.  Alphonse  Aubin,  General 
Contractor,  to  supply  water  to  the  municipality  of  St.  Joseph  d'Alma. 

Write  for  prices  to  Head  Office  or  to  Messrs.  Beique  &  Charton,  Transportation  Building.  Montreal,  our  agents  for  Quebei 
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(Continued  from  page  92) 
SEWBR  PIPE 

Scwtr  Pipe  Wholesale  prices  f.  o.  b.  Winnipeg 
|>er  (t..  S  in.,  9  cents;  4  in..  11  cents;  5  in. 
Ill  cents;  0  In.,  18*£  cents;  S  in.,  ."(0  cents 
9  in.,  35  cents;  10  in..  40  cents;  12 
cent* ;  IB  in.,  75  cents;  IS  in.,  $1.00;  20  in., 
$150;  24  in..  $2.00. 

SUNDRIES 

Hard  Wall  Plaster  I'nsanded,  $18  per  ton;  sand- 
ed. $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton:  Hammer  Brand,  $3.75  per 
bbl..   in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils  White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  9S 
cents  per  gal.;  raw  linseed  oil.  in  bbls.,  95 
cents  per  gal. :  dry  red  lead,  $10.00  per  100 
lbs.  I  putty  in  bulk.  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
1   per  gal..  $3.10. 


VANCOUVER  PRICES 

CEMENT,  I.TME,  AND  BRICK 
Cement  -Grey  Portland.  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton.  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
%  IJ  s..  sacks  10c  extra,  f.o.b.  Vancouver. 

I  ime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 
Brick  -Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick;  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware-' 
house;  fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand    Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel    $1.86  per  yard  delivered. 

Lumber  (building  material) 

Vancouver  prices  f.o.b.  mills : 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from' 
16  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  hoards  and  shiplap.  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse : 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron— 28  gauge,  $7.50  per  100  lbs. 
Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 

$6.05,  5,  9  and  10  ft.  sheets,  $6.80  per  square. 

Rlack  steel  sheets,  24  gauge,  $5.10  per  100 

lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 

per  100  lbs.,  depending  on  size,  quantity  and 
specifications. 

SEWER  PIPE 
Sewer  pipe  -Vancouver  prices  f.o.b.  warehouse: 
4-in.,  12^c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime— $14.00  in  car  lots. 

Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade, 
li'Ac  basis;  sisal  rope,  12%c  basis. 

PAINTS  AND  OILS 
Mixed  Paint — Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.90  per  100  lbs. 
Boiled  linseed  oil — In  bbls.,  95c  to  $1  per  gal.  of 
9  lbs. 

Raw  linseed  oil — In  bbls.,  93c  to  98c  per  gal.  ;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;   turpentine,  in  bbls.,  95  cents. 


STRUCTURAL  STEEL 

BRIDGES 


We  have  the  organization  to  plan 
and  execute  a  steel  construction  to 
give  that  lasting  satisfaction  ex- 
pected from  the  best. 

Write  us  for  an  estimate  on  your 
work. 

We  also  make  Steel  Tanks 
for  all  purposes. 


MacKinnon,  Holmes  &  Company,  Limited 


SHERBROOKE, 


QUEBEC 
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Concrete  Bonding 
Locker*  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 


"As  Strong  as  the  Pipe" 

Interlock  Welded  Necks 

Will  eliminate  two-thirds  of  your  joint 
trouble.  How?  By  eliminating  two-thirds 
of  your  joints  with  their  bolts,  gaskets  and 
liability  to  leak.  An  Interlock  Neck  is  much 
lighter  than  a  cast  iron  or  steel  fitting,  al- 
though "as  strong  as  the  pipe." 
We  design  and  execute  complete  piping 
contracts. 


4 

AT  WOOD 


PITTSBURGH  VALVE, 
FOUNDRf  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 

ENGINEERS    FOUNDERS  MACHINISTS 


4 

ATW000 


Represented   by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


Built  for  CP. R. Montreal    Chicago,  111. 


CANADIAN 
CHICAGO  BRIDGE  &  IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:  — 
Bridgeburg,  Ontario,  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg 
New  York,  N.  Y.,  30  Church  Street 
SHOPS:— Bridgeburg.  Ont. 


K.  - 

Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturer!  under  Canadian  and  U.  S.  Letters  Patent 

Toronto       -  Canada 
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Civil 

Electrical 
Mechanical 


Directory  of  Engineers 


Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willi*  ■  Chipman,      Geo.    H.  Power. 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

Head  Office  MONTRFAI 
and   Main   Laboratories:    W1U11  1 AGHL. 

Branch    Offices    and    Laboratories — 
TORONTO,  WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


Contractors 

Special 

Interests 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 


WINNIPEG 


CALGARY 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage   Disposal,  Water  Power  Development. 

Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  Ea«t,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,      -  Montreal 
Branches  : 

Toronto         Vancouver         London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 


ART  STONE  CO. 


Box  203 


WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904-906  62  Esplanade  E.,  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATCMTC     secured  or  our 

rn  I  C II  I  O         FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa,  Canada 


AMGLINS 


LIMITED 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WORK. 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


Crushed 
Stone 

BRICK 

T.  A.  Morrison  &  Co.,  2<m q n trea l  * 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago ;  Glasgow  and  London,  Eng. 
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Welding  "shoe"  on  steel  "I"  beam  used  in  large  construc- 
tion job— saving  time  and  labor. 

Even  the  Smallest  Jobs 
Show  Important  Savings 

Once  you  become  accustomed  to  specifying  oxy- 
acetylene  welding  wherever  two  pieces  of  metal  are 
to  be  joined — in  manufacturing,  construction  or  re- 
pair jobs — the  opportunities  for  savings  of  time, 
labor  and  materials  increase  at  a  surprising  rate. 
Even  the  very  small  jobs — oftentimes  made  to  seem 
large  solely  through  adherence  to  old,  cumbersome 
methods — can  be  made  to  show  important  savings. 

Just  as  the  simple  welding  of  base  plates  to  the 
steel  columns,  illustrated  above,  saved  valuable  time 
on  a  "rush"  construction  job,  you  will  find  that  the 
oxy-acetylene  process  can  make  regular  savings  for 
you  in  hundreds  of  similar  instances.  In  making 
*hop  repairs,  expensive  dismantling,  costly  replace- 
ments and  annoying  delays  are  eliminated,  the  work 
being  done  right  "on  the  spot."  Just  ona  important 
repair,  preventing  a  serious  tie-up  in  production, 
might  easily  repay  you  for  all  needed  welding  ap- 
paratus and  years  of  Prest-O-Lite  service. 

Shops  large  and  small  have  an  equal  opportunity 
to  secure  this  efficiency,  economy  and  simplicity 
through  the 


Employs  both  gases  (acetylene  and  oxygen)  in  portable 
cylinders.  Prest-O-Lite  Dissolved  Acetylene  (ready- 
made  carbide  gas)  is  backed  by  Prest-O-Lite  Service, 
which  provides  dry,  purified  gas,  insuring  better  welds, 
quicker  work,  and  lower  cost,  and  also  avoids  the  large 
initial  outlay  and  heavy  depreciation  incurred  in  mak- 
ing crude  acetylene  in  a  carbide  generator. 

The  necessary  equipment  is  not  expensive.  We  furnish  high- 
grade  welding  apparatus  for  $75,  acetylene  service  at  addi- 
tional cost.  Also  adaptable  for  oxy-acetylene  cutting  by  the 
addition  of  a  special  cutting  blow-pipe.  Thorough  instructions 
are  furnished  free  to  every  user  of  Prest-O-Lite  Dissolved  Acety- 
lene— any  average  workman  who  understands  metals  can  learn 
the  process  quickly  and  easily. 

Send  for  special  reports,  engineering  data  and 
illustrated  literature  covering  a  wide  range  of  weld- 
ing and  cutting  work — it  is  bound  to  prove  valuable 
to  you. 

The  Prest-O-Lite  Co.,  Inc.,  Dept.  e 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 
Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

Factory  Branch  —  WINNIPEG,  Man. 
53  Branches  and  Charging  Plants 
Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  nave  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  IS 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     *'         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,   Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:   130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 
Office  and  Works:  Hillcrest  1614-1616-1616 
Private  exchange  connecting  all  departments 


THE    CONTRACT  RKCOKI) 


August  16,  1916 


ASK  YOUR  DEALER  or  Send  to  Us  for  New  Catalog 

Forges      Hand  and  Power  Blowers 
Drills       Punches  and  Shears 
Pumps      Combination  Woodworkers 
Fan  System  Apparatus  of  All  Kinds 


Canadian  Blower  &  Forge  Co.,  Limited 


St.  John 


Factory  and  Main  Office: 

BERLIN      -  ONTARIO 

Montreal  Toronto  Winnipeg 


Vancouver 


Protection 

British  institutions  stand  for  protection  and 
confidence  in  every  sense  of  the  words.  Messrs. 
Griffiths  Bros.  &  Co.,  of  London,  England,  con- 
tractors to  the  Admiralty  and  War  Office,  are 
manufacturers  of 

FERRODOR 

Rust- Proof,  Elastic  Paint 

The  ideal  protective  paint  for  Iron,  Steel  and 
.Wood.  Impervious  to  climatic  changes.  It  is 
so  elastic  that  dry  heat  or  steam  or  intense  cold 
will  not  make  it  crack.  Made  from  Pure  Steel, 
Grey  Rustless  Peroxide  that  is  unaffected  by  sea 
water,  acid  solutions  or  atmospheric  influence. 
Its  extraordinary  covering  power  and  its  long 
life  make  it  the  most  economical  paint  to  use. 
Superior  to  Red  Lead  or  Graphite. 

Write  for  booklet  and  prices 

Spielmann  Agencies  (Regd.) 

SPECIALISTS  IN  PROTECTIVE  PAINTS 

Read  Building,  St.  Alexander  St.,  Montreal 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


]l  MIT  ED 


VALVE-  HYDRANT  MANUFACTURERS 

WALKERVILLE, ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1916 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
22.'?  pages,  illustrated ;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Book  Company.  279 
pages,  illustrated.     Price  $3.00 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.     480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in   1914.      Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 

Published    in    1915   by    McGraw-Hill  Book 


Etcheverry. 

Company.     213  pages,  illustrated.     Price  $2.00. 


by  ti.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    364  pages,  illustrated.     Price  $3.60. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

Practical    Mathematics   for   the    Engineer    and    Electrician,  by 

Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  266  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated      Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 

Contract  Record 

347  Adelaide  St.  West,  Toronto,  Ont. 


"Follow  the  LEADERS" 

Buy 

"DOMINION"  WIRE  ROPE 

which  the  largest  Contractors  are  using 
and  getting  the  Best  Results  from 

STOCKS   CARRIED    AT    ST.  CATHARINES 

The  DOMINION  WIRE  ROPE  CO.,  Limited,  MONTREAL 


The  Reason  We  Have  Supplied  the 

Majority  of  the  Equipment 

on  the 

WELLAND  CANAL 

is  that  We  Carry  the  Best  and 

MOST  EFFICIENT 


"Industrial  Works"  Locomotive  Cranes 


Steam,  Electric  and  Gasoline 


"MARION"  Drag  Line  Machines, 
Steam  Shovels  and  R  R.  Ditchers 


Ransome 
Concrete 
Mixers 


Branch  : 

St.  Catharines, 


Ont.  MONTREAL 


Vol.  30 


Toronto,  August  23,  1916 


No.  34 


Wood  Stave  Pipe  and  Tanks 

Wire  Wound  and  Continuous  Wood  Stave  Pipe, 
Wooden  Tanks  and  Silos 


MADE   FROM   BRITISH   COLUMBIA  FIR 


46  in.  Diameter  Continuous  Wood  Stave  Pipe  Installed  by  us  for  the  Hydro-Electric  Power  Commission  of  Ontario 
Wood  Pipe  and  Tanks  made  in  all  sizes — for  Municipal,  Mining,  Irrigation  and  Power  Purposes 

Write  for  Illustrated  Literature  and  Prices 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

Established  1903  1551  Granville  Street  VANCOUVER,  B.C. 
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CHAMPION 

ROAD  and 
STREET 
MACHINERY 


Road  Graders,  Levellers 
and  Drags 

Road  Rollers,  Sprinklers, 
Sweepers  and  Cleaners 

Street  Cleaners'  Hand  Carts 

Rock  Crushers,  Elevators, 
Screens.  Bins 

Spreading  Wagons 

Dump  Wagons 

Contractors'  Plows 

MANUFACTURED  BY  "Champion"  Road  Builders'  Sprinkler 

The  Dominion  Road  Machinery  Co.,  Limited 

WRITE  OUR  NEAREST  BRANCH 

118  Mollis  Street,  Halifax,  N.S.  Cor.  8th  Ave.  and  3rd  Street  West,  Calgary,  Alta. 

518  Power  P.uilding,  Montreal,  Que.  10237  109th  Street,  Edmonton,  Alta. 

89  Dalhousie  Street,  Quebec,  Que.  009-613  Bank  of  Ottawa  Building,  Vancouver,  B.C. 

413  Mclntyre  Building,  Winnipeg,  Man. 

Factory  and  Head  Office—  ....  GODERICH,  ONTARIO 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

2 — 6  x  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6]/2  x  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
i — 5  x  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  y2  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6%  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLANT  1790  St.  James  Street,  Montreal, Que.        —Agents-        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

B.  LEONARD  &  SONS  St.  John,  N.  B.  KELLY-POWELL,  LTD  McArthur  Bldfc.  Winnipep.Man. 


August  2.:.  1910 


HIGH  GRADE  QUALITIES 


When  buying  or  recommending  Dominion  Rubber 
System  products  you  can  depend  upon  high-grade  qual- 
ities. That  protection  is  being  appreciated  more  and 
more  by  users  of  Rubber  Goods,  no  matter  for  what 
purpose  the  need  may  be. 

Absolutely  High  Grade  Qualities 

Is  Our  First  Consideration 

Dominion  Rubber  System  qualities,  combined  with 
Dominion  Rubber  System  value  and  service,  make  it 
well  worth  your  while  to  insist  on  having  Dominion 
Rubber  System  products. 

If  you  can  not  get  what  you  want,  write  to  our  nearest 
branch,  or  to  our  Head  Office,  where  your  request 
will  receive  prompt  and  courteous  attention. 

Canadian  Consolidated  Rubber  Co. 

Limited 

Montreal,  P.  Q. 


28  "Service"  Branches  Throughout  Canada 
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To  Secure 
ECONOMY  and  DURABILITY 


Construct  Vour 


SEWERS 


from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
In  a  trench  ready  for  filling. 


Humphrey  Gas 
'umps 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 

Fire  Services 

ipi 
Pi 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Worki:  Seigneurs  &  William  St§.,  Montreal. 
Manufacturer!  of  Boileri,  Castings,  Condensers,    Elevators,   Engines,   Filters    Forcings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating,  Steam    Turbines,    Tanks,    Water    Whaels,  Water 

Works  Plants. 


Lf  chine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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Railway  Contractors 

can  give  a  more  workmanlike  job  and  make  a  larger 
profit  by  the  use  of 

IMPERIAL"  TIE  TAMPERS 

They  are  light  and  easy  to  handle  and  two  men  with  these 
machines  will  do  more  and  better  work  than  eight  to  ten 
men  working  in  the  old  way. 

"IMPERIAL"  TIE  TAMPERS  make  a  compact  bed  under 
the  tie  and  leave  no  room  for  settlement  of  water  to  churn 
and  cause  rough  places. 


Canadian  Ingersoll-Rand  Company,  Limited 

Commercial  Union  Bldg.,  Montreal,  Canada 

Sidney        Toronto        Cobalt        Timmins        Winnipeg        Nelson  Vancouver 


li 
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Air  Compressors 

i  an.  Ingersoll-Rand  Co..  I. id. 
PUtt  lion  Woiks 


Aluminium 

Spldmann  Agencies  Rcgd. 


Air  Hoists 

Norttiein   Crane  Work* 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor    &  Mclntyre 

Architectural  Terra  Cotta 

Toronto  Plate  Glass  Inip'tg.  Co. 


Ash  Hoists 

GilUl  &  Geoghcgan 


Asphalt 

Asphalt  Si  Supply  Company 

Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Slieldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Boilers 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McUougall  Caledonian  Iron  Wks. 

Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brass  Goods 

Morrison  Brass  Mfg.  Co.,  Jas. 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan   &  Company,  John 


Brick  Machinery  and  Supplies 

Sheldons  Limited 


Bridges  (Steel) 

Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hunter  Bridge  &  Boiler  Co. 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  &  Son. 


Cable 

Canada  Wire  &  (  able  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 


C.ible  Terminals 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

li.  C.  Lumber  Commissioner 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Rogers  Supply  Company 


Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal   Handling  Apparatus 

Beatty  &  Sons,  M. 

Cold    Storage  Insulation 

Armastrong   Cork  Company 

Concrete    Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 

Blair,  B. 

Dominion   Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian  Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete   Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion.  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,  W.  L. 

Contractors'  Plant  &  Supplies 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Dominion  Road  Machinery  Co. 
Goodwin,   Barsby   &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin!  Barsby  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.  Ingersoll-"Raud  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Crushed  Stone.  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 

Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  II. 
Marsh  &  Henthorn.  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 

Canadian   Equipment  Company 

Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Lorge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 

Dump  Cars,   Lheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba   Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 


Drying  Apparatus 
Stui  tt-vant  Co.  of  Can.,  Ltd.,  B.  F. 

Ejectors 

Hughes  &  Lancaster 

Elastite   

Caiey   Mfg.   Co.,  Philip 


Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian    Ingersoll-Rand  Co. 

electric  Impulse  Clocks 

Gent  &  Company 

Electric  Water  Systems 

Ontario   Wind    Engine   &  Pump 
Company 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern   Crane  works 
Turnbull   Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company 

Engines 

Canadian   Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers   (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Expanded  Metal 

Pedlar  People  Limited 
Trussed   Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 

Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt    Iron  Works 

Filtration  Plants 

verMehr  Engineering  Co.,  John 


Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fireproofing 

Alberta   Clay    Products  Co. 
(Continued  on  page  8) 
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III 


CONTRACTORS'  DUMP  CARS 


The  large  number  of  National  Dump  Cars  now  in 
use  is  the  best  evidence  of  the  satisfaction  they 
give  under  all  conditions  of  service. 

The  range  of  capacities  in  hand  dump  type  is  4, 
5,  6,  and  8  cubic  yards.  In  the  power  dump 
type  the  capacities  are  10,  12,  16  and  20  cubic 
yards. 

Engineers  and  Contractors  should  investigate  the 
National  line  when  estimating  on  their  requirements 
in  equipment. 

Complete  specifications  and  illustrations  will  be 
sent  to  interested  persons  upon  request. 


NATIONAL  STEEL  CAR  CO.,  Limited 


Montreal  Office  : 
SHAUGHNESSY  BUILDING 


Operating  Offices  and  Works : 
HAMILTON,  CANADA 
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Pire  Escapes 

Pennis  Wire  4  Iron  Works  Co. 
Manitoba  Bridge  &  Iron  Works 
McGregor  &  Mclntyre 

Flag  Poles 

i  'r.tano  Wind  Engine  &  Pump 
<  "ompany. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economizers 
Sturtevant  Co.  of  Can..  Ltd.,  B.  F. 

Furnaces 

>niiti  Mfg.  Company,  Jas. 

Forget 

Canadian  Blower  and  Forge  Co. 
Sheldon*  Limited 

Gas  Engines 

Goola,  Shapley  &  Muir  Co. 


Gasoline  Engines 

Boring  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Good,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governor* 

Boving  Hydraulic  &  Engineering 
Company. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


High  Duty  Pumping  Engines 

Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Hoists.  Elsctric 

Northern  Crane  Works 

Hoisting  Apparatus 
Hcatty  &  Sons,  M. 
Canadian  Ingersoll-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Henthorn 
Mussens  Limited 
National  Equipment  Company 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Reatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hose  Reels 

Montgomery  Faultless  Hose  Reel 
Company 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 
Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 
Northern  Crane  Works 

Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American   Lead  Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 

Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Meter  Boxes 

Ford  Meter  Box  Company 


Meters.  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 
Company 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 

Canadian   Dolarway   Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


London  Tile  and  Sewer 
Pipe  Moulds 

Made  in  all  sizes  from  4  inches  to  1 0  feet 
in  diameter  and  in  lengths  and  designs  to 
meet  every  requirement. 

The  best  moulds  are  the  cheapest.  Write  for  catalogue  N.2B. 

Do  not  fail  to  see  our  Exhibit  at  the 
Western  Fair,  London 

jtf^Dunn  Cement  Drain  Tile  Machine 

There  are  large  profits  in  the  Cement  Drain  Tile  Business.  We  make  three  sizes  of  ma- 
chines and  entire  equipment  for  tile  plants.    Send  for  Catalogue  No.  2. 

LONDON  POWER  DIAPHRAGM  PUMP~^ 

This  Pump  will  do  as  much  work  as  8  men  can 
on  a  hand  operated  pump  at  a  cost  of  1  5c  per  day 
for  fuel. 

We  make  all  kinds  of  Contractors'  Pumps. 
Write  for  Catalogue  No.  4B. 

London  Concrete  Machinery  Co. 

LONDON,  ONT.  Limited 

Branches  and  Agencies  in  every  large  city  in  Canada. 

World's  Largest  Manufacturers  of  Concrete  Machinery  ard 
Cemant  Working  Tools. 


August  23,  1916 
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QUALITY    /.    /.  SERVICE 

STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE    Is  to  add  Strength. 

STEEL  BARS    Are  used  in  Concrete  to  Reinforce. 

D  E  M  A  N  D—    Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK    Your  work  on  reinforcing  bars  rolled   from  material 

of  questionable  quality. 

FAVOR     US    With  an  opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 


HAMILTON 


TORONTO 


MONTREAL 


WINNIPEG 
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Pipe  and  Boiler  Coverings 

Dominion  Paint  Woiks 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 

Paterson  Mt'g.  Company 
Spiehnum  Agencies  iKgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 

Armstrong  Cork  Company 


Plumbing  Supplies 

Mueller  Mfg.  Company, 


H. 


Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Iona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 


Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Works 

Iteatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian   Fairbanks-Morse  Co. 
C  anadian  lngci  soil-Rand  Co. 
Cook.  A.  D. 
Darling  Bros. 

DcLaval  Steam  Turbine  Co. 
Fraser    &    Chalmers    of  Canada 

Limited 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
I'latt  Iron  Works 
Waterous  Engine  Works  Co. 

Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Harsby  &  Company 

Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshoie,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 

Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  S:  Supply  Company 


Road  Machinery 

Dominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 


Roofing  Material 

Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 


Rubber  Goods 

Can.   Consolidated   Rubber  Co. 

Sand  and  Gravel 

Rogers  Supply  Company 


Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 

Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Alberta   Clay    Products  Co. 
Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshoie  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  II. 


Spruce 
B.  C. 


Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 

Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Standpipe 

Hunter  Bridge  &  Boiler  Co. 

Steam  Appliances 
Darling  Bros. 

Steam  Apparatus  and  Specialties 

Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 
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An  Important  Advantage  of  the  G  &  G  Telescopic  Hoist  Model  A 

The  Patented  Gear  Shifting  Device 

GEARS  are  automatically  thrown  out  of  mesh  whenever  the  brake  lever 
is  used  to  lower  load.  Empty  cans  are  rapidly  lowered  because  no- 
thing moves  but  cable  drum.  The  hoisting  handle  does  not  revolve 
when  brake  is  used.  This  is  but  one  of  the  numerous  superior  features  asso- 
ciated only  with  the  G  6k  G  Telescopic  Hoist. 


"Made  in  Canada" 


'Made  in  Canada' 


Model  A  Hoist  in  operation. 
After  load  is  raised  to  proper 
point,  hoisting  head  revolves  on 
ball-bearings  and  can  is  deposit- 
ed on  sidewalk  without  lifting. 


Model  A  Hoist  illustrated  raises  load  at  speed  of  30  feet  per  minute.  It  is 
operated  from  grade,  insuring  fullest  protection  for  both  public  and  operator 
against  injury  due  to  open  hatch. 

Every  hoist  is  subjected  to  thorough  working  test  before  shipment,  and  is 
compact  in  construction,  easily  installed  because  shipped  completely  assembled. 
No  pit  is  required — heel  of  hoist  rests  on  basement  floor. 

Write  for  Booklet  "A." 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


BLACK  BUILDING  SUPPLY 
CO.,  LTD.,  TORONTO. 
Agents  for  Ontario 


WM 


N.  O'NEIL  CO.,  LTD. 
VANCOUVER, 
Agents  for  British  Columbia 


I!  &  S  II.  THOMPSON  &  CO. 
LTD.,  MONTREAL, 
Agents  for  Quebec 


W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 
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When  Quick  Shipment  Counts  I 

Steel  Reinforcing  Bars  for  CAMP  BORDEN 
were  required  immediately.  On  account  of  their 
facilities  for  prompt  service,  orders  were  placed  with 

Burlington  Steel  Co. 

Hamilton,  Ontario 


Limited 


Rounds,    Squares,    Twisted    Squares,    Angles,  Flats 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 


Macadam  Roads 


J 


must  be  built 
of  a 

Tough 
Stone 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville  -  Ont. 
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Build  the  Maintenance  INTO  the  Road 

A  Concrete  Base — Surfaced  with  "Dolarway" 


When  you  consider  a  thoroughfare  that  is  suitable 
in  every  way  for  every  locality — think  of  "Dolar- 
way." The  initial  cost  of  laying  is  low;  the  main- 
tenance cost  is  low — a  combination  that  will  appeal 
to  every  Tax  Payer. 


A  "Dolarway"  pavement  is  equal  in  every  way  to 

Asphalt     pavement — the    only    difference,    that  of 

price.     Noiseless,  Dustless,  Waterproof.     Easy  to 

apply,  Easy  to  Maintain  and  Permanent  just  as 
long  as  "Dolarway"  surfacing  is  KEPT  ON. 


Inexpensive  First  Cost 


For  further  particulars  write  to 


Inexpensive  Maintenance 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 


84  Sandwich  St.  West, 
WINDSOR,  ONTARIO 


llillllilllllllll 


Are  Your  Steam  Costs  Too  High  ? 

Constantly  advancing-  prices  of  fuel  and  labor  are  increas- 
|    ing  the  cost  of  making  steam,  all  over  the  country.    To  offset 
I    these,  every  avenue  of  waste  must  be  carefully  guarded.  Loss 
of  heat  by  radiation  from  boiler  settings  is  a  waste  which  can 
I    be  reduced  at  least  6o%  by  using 


Two  water  lube  boiler  settings  insulated  with 
Nonpareil  Insulating  Brick,  H.  J.  Heinz 
Company.  Pittsburgh,  Pa. 


Nonpareil  Insulating  Brick 

For  Boiler  Settings,  Furnaces,  etc. 


and  the  fuel  saving  which  results  will  pay  for 
the  cost  of  the  brick  in  a  year  or  less. 

Nonpareil  Brick  are  installed  in  the  walls  of 
a  boiler  setting  between  the  fire  brick  and  the 
red  brick,  replacing  one  course  of  the  latter. 
After  they  are  in  you  can  forget  about  them, 


and  they  will  keep  on  returning  100  per  cent 
on  the  investment  until  the  setting  is  rebuilt. 

Nonpareil  Brick  are  easy  to  handle.  They  are 
the  same  size  as  fire  brick  and  are  light,  strong, 
moderate  in  price,  and  transmit  only  one-tenth 
as  much  heat  as  fire  brick  or  red  brick. 


Literature  and  sample  on  request 


Armstrong  Cork  &  Insulation  Company 


505  MeGill  Building,  §g 
MONTREAL,  QUE. 


Also  manufacturers  of  Nonpareil  High  Pressure  Covering  for  steam  lines  and  feed  water  heaters 

mi 
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Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the  "Keith''  Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 
Fan  World.      Write  for  our  New  Cata|0gue  No  55_ 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 
and  Edmonton,  Alta. 

Messrs.  ROBERT  HAMILTON  &  CO.,  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


CAR  ELY 


xpArJsiotJ 
«J  ©  I  NT 


No  Joints 
To  Pour 


Think  of  the  economy  in  time  and  labor,  the 
satisfaction  of  having  no  spacing  strips  to  re- 
move, no  tar  kettle  to  heat  and  no  come  backs. 
All  the  work  in  front  of  the  gang  all  the  time! 

ELASTITE  is  a  scientific  expansion  joint  of 
high-grade  asphalt  compound  with  faces  of  spe- 
cial asphalt  felt.  It  comes  to  the  job  in  sections 
of  any  required  dimensions.  It  makes  a  perfect 
bond  with  the  grout  or  concrete  and  expands 
and  contracts  uniformly  with  the  structure. 

Contractors  who  have  used  miles  of  ELAS- 
TITE in  streets  and  bridges  have  found  it  most 
economical.  They  say  that  it. is  a  life  preserver 
for  the  man  who  does  work  under  the  provisions 
of  a  maintenance  bond. 

For  free  sample,  specifications  and  literature, 
address  Elastite  Dept. 


The  Philip  Carey  Company 


TORONTO 


MONTREAL 


Water  Supply 

from 

Deep  Wells 

is  obtained  at  a  mini- 
mum cost  by  use  of  our 
deep  well  pumps. 


Write  for 
Bulletin  a6 
explaining 
the  use  of 
Cook's 
Patent 
Brass  Tube 
Well 
Strainer 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


FOR  SALE 


1  No.  2  Thew  Shovel  on  rail- 
way trucks-  $1,800.00 

1  Model  No.  28  Marion  Revol- 
ving Shovel- $1,800.00 


2  Model  No.  31  Marion  Revol- 
ving Shovels— $2,800.00  each. 

2  Vulcan  Dinkies,  9  x  14  Cy- 
linders $1,000,00  each 

W.  FRASER 
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Steam  Engines 

Stnrtevant  Co.  of  (.'an..  I. id.,  n.  F. 

Steam  Turbines 

M.IKmgall  Caledonian  Iron  Wks 
Sim  levant  Co.  oi  Can.,  Ltd.,  U.  F. 

Steel 

Hopkins  &  Company,  F.  II. 
Hunter  Rridge  &  lloilcr  Co. 
Meel  Company  of  Can.  Ltd. 

Steel  Bart 

Hurlington  Steel  Company 
nonunion  Iron  &  Steel  Co. 
Hopkins  &  Company.  F.  II. 
Steel  Company  of  Can.  Ltd. 

Steel  Pipe 

Can.  Chicago  Rridge  &  Iron  Wks. 
Page-Mersey   Iron  Tube  &  Lead 
Co.,  Ltd. 

Steel  Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Steel  *  Radiation  Limited 

Steel  Sheet  Piling 
Hunter  Rridge  &  Roiler  Co. 
Lackawanna  Steel  Company 

Stone 

llritnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sackville  Freestone  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 

Surveyors'  Instruments 

Rergcr  &  Sons,  C.  L. 
nikeman  Surveyor  Company 
Heller   &  Rrightly 


Structural  Iron  and  Steel 

Uurlington  Steel  Company 
Can,  Chicago  Bridge  &  lion  Wks. 
DcsMoines  Bridge  &  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh- DesMoincs  Steel  Co. 
Rcid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Swinging  Gears 

DaKe  Engine  Company 

Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,   Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Rridge  &  lion  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turbines 

Fraser     &     Chalmers  of  Canada 
Limited 


Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 

Valves 

Canada  [ron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore -Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvily  &  Sons,  T. 
Morrison  Brass  Mfg.  Co.,  Jas. 
Pittsburgh   Valve,   Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Stnrtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Vitrified  Pipe 

Alberta  Clay  Products  Co. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 


Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 

Waterworks  Castings 

Canadian  Brass  Mfg.  Co. 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Dick  Well  Drilling  Machine  Co. 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe  &  Tank 
Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 

Graphite  is  pure  carbon,  and  is  therefore  unaffected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 


Anchor  B-H  Graphite  Paint  being  made  from  pure  Graphite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  painting  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 

^  / 


New  Glasgow.NS. 
and  Sr.  Johns, PQ. 


M 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pii'e  factories  :    St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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L'Air  Liquide  Society   49 

Lea,  R.  S   60 

London  Concrete  Machinery  Co.  ...  8 

Luxfer  Prism  Company  

MacLean  Daily  Reports  

MacKinnon   Holmes  &  Company.. 

Manitoba  Bridge  Works  Co  

Maritime  Bridge  Company    50 

Marsh  &  Henthorn,  Limited   53 

McAvity  &  Sons,  T   18 

McDougall  Caledonian  Iron  Works 

Company   4 

McGregor  &  Mclntyre   61 

Meaford  Wheelbarrow  Company  . .  . 

Metallic  Roofing  Company    55 

Miller  &  Company,  Geo.  M   60 

Morrison  &  Co.,  T.  A   60 

Mueller  Mfg.  Company,  H  

Mussens,  Limited   50 

National  Equipment  Co   54 

National  Iron  Works   52 

National  Steel  Car  Company   7 

Neptune  Meter  Company   55 

Noble,  Clarence  W   58 


Oakley  &  Son,  Geo  

Ormsby  Company,  A.  B  

Ontario  Wind  Engine  &  Pump  Co.  55 

Pacific  Coast  Pipe  Company   1 

Paterson  Mfg.  Company   51 

Pedlar   People   19 

Pelleticr  &  Fils,  Edouard  

Pittsburgh-Des  M  oines  Steel   Co. . .  60 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company   59 

Piatt  Iron  Works    50 

Pollard  Manufacturing  Company  ..  57 

Power  &  Son  

Prest-O-Lite  Company  

Quinlan  &  Robertson   17 

Radigan  &  Company,  John   

Reid  &  Brown   60 

Ric-wiL  Underground   Pipe  Cover- 
ing Company  

Rogers  Limited,  Alfred  

Rogers  &  Company,  F  

Rogers  Supply  Company  

Sackville  Freestone  Company  

Sheldons  Limited   13 

Shipman  &  Co.,  Harold  C   60 

Smart  Mfg.  Company,  James   61 

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  ...  15 
Standard  Steel  Construction  Co.  ...  54 
Standard  Underground  Cable  Co.  of 

Canada   

Stark  Rolling  Mill  Company  

Steel  Co.  of  Canada,  Limited   '.) 

Steel  &  Radiation  

Structural  Steel  Company    54 

Sturtevant  Co.  of.  Canada,  Ltd.,  B.  F.  62 

Tiffin  Wagon  Company   

Toch  Bros   . .  * 

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   52 

Turnbull  Elevator  Company   

Vancouver  Wood  Pipe  &  Tank  Co.  17 

Waterous  Engine  Works  Co   80 

Wettlaufer  Bros   17 

Wilson  &  Son,  C   17 

Wynne-Roberts,  R.  0   60 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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The  Ideal 
Crane 
Trolley 
Northern 
"Type  E" 


CRANES 


MADE  IN 
CANADA 
OF  ALL  TYPES.  SIZES  AND  CAPACITIES 

Heavy  Cranes  and  Light  Cranes  for  Mill  Service,  Power 
Stations,  Foundries,  Stone  Trades— Grab  Bucket  Crane 


Northern  Crane  Works,  Limited, 


WALKER  VILLE, 
ONTARIO 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


Contractors  for  Waterworks  Construction, 
Manufacturers  ot  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling-Posltlvely  LEAK  PROOF. 

We  are  ths  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.      VANCOUVER,  B.  C, 


WILSON  SCALES 


ARE 


GOOD  SCALES 

We  manufacture  all  Styles.  —  Write  us  for  prices. 

C.  Wilson  &  Son 

71  Esplanade  St.  East  TORONTO 


Famous  Heart  Shape  Mixers 


Made  in  Canada  by 
a  Canadian  Firm, 
with  Canadian  Cap- 
ital. Noted  for  their 
rapid  and  thorough 
mixing.  Manufac- 
turers of  Tile,  Brick, 
Block  Machines, 
Crushers,  Pavers 


Contractors1  Mach- 
inery. Write  for 
special  offer. 

Over  300  Used  in 
Toronto  alone. 


HOISTS 

We  can  save  you  50 
per  cent,  on  Hoisting 
Machinery.  Let  us 
demonstrate  this  to 
you  here  at  our  ware- 
house. Equipped  with 
gas,  steam  or  electric 
power,  mounted  on 
skids  or  trucks. 

Write  for  our  special 
offer. 


WETTLAUFER  BROS.,  LIMITED 

IMPROVED  CONCRETE  MACHINERY 
178  Spadina  Ave.,  TORONTO,  ONF. 

Branches    Montreal,  Halifax,  Vancouver,  Winnipeg 


Crushed  Rubble  Dimension 

CROOKSTON  QUARRIES 

Crushed  Stone  —  Clean,  tough  stone,  specially  suitable  for  concrete  mix  and  macadam  roads.  Although  we 
have  supplied  hundreds  of  cars  of  stone  to  Toronto,  Montreal  and  intervening  points  we  have  never  had  one 
car  rejected.  ' 

Rubble  Stone  -From  one  man  size  to  blocks  weighing  many  tons. 

Dimension  Stone    The  stone  that  has  stood  the  test  for  half  a  century. 

Capacity  500  ton*  a  day  C.P.R.  and  G.T.R.  Connections  Telephone  Madoc  2.  R  3 — 2 

ASK  US  FOR  QUOTATIONS 

QUINLAN  &  ROBERTSON,  Limited,  Crookston,  Ontario 
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Fig.  C21.    Mantel  Clock 


ARTISTIC  MERIT 

as  well  as  accuracy  in 
Time-keeping  is  embodied 
in  all  Pulsynetic  Electric 
Clocks.  No  matter  wheth- 
er they  are  to  be  fixed  in 
the  Residence,  Office,  Fac- 
tory, Warehouse,  or  Tower, 
we  have  the  correct  design 
at  the  right  price. 

One  master  transmitter  con- 
trols any  number  of  dials, 
irrespective  of  size  or  posi- 
tion and  never  wants 
winding. 

Architects,  Engineers  and 
all  interested  in  Correct 
Time  should  send  at  once 
for  our  Book  Five,  or  full 
particulars  and  prices  may 
be  obtained  from: — 

W.  Ashall 
442  Sherbourne  St. 
TORONTO 

Gent  &  Co.,  Ltd. 

Leicester,  Eng. 
Cables,  Lodestone 


"McAvity" 
Automatic 

WATER  MAIN 
AIR  VALVES 


This  valve  is  for  the  purpose  of 
allowing  air  to  escape  from  the 
main  while  filling  it  with  water, 
and  to  allow  air  to  enter  the 
main  while  emptying  it. 


Write  for  illustrated  catalogue 
and  prices 


T.  McAVITY  &  SONS 

Limited 

St.  John,  N.B. 

MONTREAL       Canada  WINNIPEG 
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AVOID  THE  PERIL  OF 

INFLAMMABLE  CONSTRUCTION 

Let  the  use  of  permanent,  fireproof  materials  be  a  lasting  monument 
to  your  wisdom  and  foresight. 


Pedlar's  Rib  Fabric 

removes  the  fire  risk  in  any  form  of  concrete  or 
plaster  construction. 

The  fine  mesh  of  the  lath  forms  a  solid  ground 
for  plastering  and  makes  a  most  effective  binder. 
Saves  entirely  the  cost  of  special  forms  and  center- 
ing, as  it  conforms  to  any  required  shape  and  the 
ribs  replace  special  studding.  Made  in  three 
depths  of  rib-deep  rib,  five  rib,  three  rib.  Supplied 
either  galvanized  or  painted.  Write  now  for  in- 
formati<  in. 


PEDLARS 


Expanded  Metal  Lath 


gives  you  walls  ana  ceilings  of  permanent  beauty  and 
smoothness.  More  easily  and  quickly  applied  and  gives 
your  plaster  a  ground  work  that  ensures  them  against 
cracks  and  repairs.  The  neat,  small  mesh  imbeds  itself 
in  the  mortar,  and  forms  a  positive,  unyielding  bond 
both  back  and  front.  Saves  plaster.  Saves  labor,  saves 
time  and  expense.  Made  in  sizes  and  gauges  to  suit  any 
requirements.    Write  for  the  free  booklet  C.  R. 

THE  PEDLAR  PEOPLE  Limited 

(ESTABLISHED  1861) 
Executive  Office  and  Factories:  Oshawa,  Ont. 
Branche*  :  Montreal,  Ottawa,  Toronto,  Lor  don,  Winnipeg. 


CUT  STONE 


We  were  the  contractors  (or  the  cut  stone  for  Knox  College  Toronto,  as  illustrated  above. 
Send  us  details  and  we  will  quote  prices. 

Geo.  Oakley  &  Sons.  Ltd.,  27s  Booth  Ave.,  Toronto 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 

Limited 

Welland,  Ontario 


1     Iinilllllllllllllll  llll  <i  1 II  I  illlllll  llll  I  Illllllllllllllllllllllllllllimilll  :l.  < .ill  I!.  ,  I:  -  ;i       II:    :::!.  -   II'   L  i  I ,  i  - '  i !  1 1  III,  1 !  1 1 . ' ,  I ;  1 1 1  I!IIII!!I!IIII!II!IIIIIIII!IIIII!IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIHIII  I 

WATEROUS   STar  BOILERS 

■MDDIMIIIIH 

SAVE 
FUEL  and 
LABOR! 


Waterous  Boiler  set- 
tings are  designed  to 
best  utilize  the  fuel 
at  your  disposal. 
Whether  you  are 
burning  coal  of  the 
best  quality,  screen- 
ings, wood  or  saw- 
dust, we  build  set- 
tings in  brick  or  steel 
that  will  burn  it  with 
the  least  labor  and 
with  best  economy. 
A  properly  designed 
setting  is  essential 
vith  a  good  boiler. 
We  can  give  you 
both. 


The  Waterous  Engine  Works  Co.,  Ltd.,  Brantford,  Canada 


SAVE 
FIXED 
CHARGES! 


All  parts  of  Water- 
ous Boilers  are  built 
under  (iovernment 
regulation  and  inspec- 
tion. 

This  official  guaran- 
tee to  you,  of  safety 
and  service,  is  in- 
creased in  the  case  of 
Waterous  Boilers. 
They  are  built  better 
than  required  by  law 
— materials  are  more 
carefully  selected, 
closer  attention  is 
given-  to  the  finishing 
of  parts  than  the  law 
deems  necessary. 
As  a  result  Waterous 
Boilers  will  last  long- 
er, will  steam  better, 
and  require  less  at- 
tention and  repairs 
than  others. 
Anyone  who  has  used 
them  will  tell  you  the 
same. 
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An  Improvement  in  Recruiting  Methods 

THE  Dominion  Government  appears  to  have 
taken  another  step  towards  reorganization  of 
our  present  ridiculous  methods  of  recruiting, 
though  the  plan  is  being  unfolded  and  de- 
veloped with  such  care  that  at  present  writing  no  one 
appears  to  have  any  very  clear  conception  of  its  work- 
ing. It  is  safe  to  say,  however,  that  the  public  will 
welcome  almost  anything  the  Government  may  sug- 
gest, since,  being  different,  it  must  necessarily  be  an 
improvement.  AH  we  know  in  Toronto  to  date  is  that 
the  matter  has  been  placed  in  the  hands  of  a  young 
lawyer  whose  ability  as  an  organizer  must,  of  course, 
be  known  to  the  Government  that  appointed  him  even 
though  it  has  escaped  the  observance  of  his  friends 
and  acquaintances.  We  trust  the  Government  esti- 
mate is  the  correct  one.  The  idea,  in  a  general  way, 
seems  to  be  thai  some  distinguishing  badge  or  other 
mark  of  distinction  be  given  to  those  men  w  hoso  ser- 
vices are  considered  more  valuable  at  home  than  in 
the  ranks.  This,  by  inference,  will  leave  all  the  un- 
tagged in  the  eligible  class.  If  this  system  is  applied 
indiscriminately  by  a  careful  canvass  and  considera- 


tion of  each  individual  citizen  in  Canada,  it  will  doubt- 
less prove  effective,  and  is  along  the  line  of  what  we 
have  all  been  hoping  for  from  the  beginning.  If,  on 
the  other  hand,  it  is  to  be  applied  only  to  those  who 
offer  themselves  as  recruits,  it  will  fall  short  of  the 
desired  effect ;  for,  while  it  may  prevent  men  from 
going  who  ought  to  stay  at  home,  it  will  lack  entirely 
that  moral  effect  which  the  absence  of  a  badge  would 
•  have  in  the  former  case. 

The  logical  course,  as  we  have  urged  from  the  be- 
ginning, is  an  inventory  of  the  man-power  of  the  Do- 
minion, so  that  the  standing  and  value  of  each  citizen 
in  this  time  of  stress  may  be  known.  This  would  not 
only  give  the  authorities  an  idea  of  the  men  who 
ought  to  be  in  the  ranks,  but  it  would  enable  them  to 
place  men  of  special  training  and  ability  in  positions 
for  which  they  are  specially  fitted.  Of  course,  this 
scheme  presupposes,  for  a  few  months,  the  subser- 
vience of  political  patronage  to  the  common  good— 
too  much  to  expect,  we  fear,  from  any  political  party 
at  the  present  stage  of  our  civilization.  How  much 
more  quickly  this  war  would  be  brought  to  a  happy 
ending  if  every  citizen,  for  the  time  being,  could  just 
be  fitted  into  that  niche  in  our  civil,  political,  and  mili- 
tary life  which  he  is  best  equipped,  both  by  training 
and  natural  ability,  to  fill. 


Selecting  Rock  Materials 

MODERN  construction  work  depends  on  and 
employs  rock  materials  to  such  an  extent 
that  a  better  acquaintance  with  their  charac- 
teristics and  properties  is  desirable  and,  in- 
deed, essential.  Very  little  thought  has  been  given,  in 
general,  to  the  investigation  of  the  suitability  of  rock 
as  a  structural  material.  Contractors  and  engineers 
occasionally  are  lax  in  selecting  and  grading  the  stone 
which  they  employ  in  the  fabrication  of  concrete,  or  in 
the  building  of  highways.  This  is  not,  as  a  rule,  a  re- 
sult of  indifference,  but  is  due,  in  part  at  least,  to  the 
lack  of  sufficient  experience  regarding  the  use  and  suit- 
ability of  these  materials  and  to  the  need  of  experi- 
mental data  upon  which  to  base  the  practical  employ- 
ment of  rock  or  stone. 

Erom  time  to  time  we  have  published  in  our  edi- 
torial pages  items  bearing  on  this  subject,  and  in  this 
issue  are  reproducing  extracts  from  a  recently  issued 
bulletin  of  the  United  States  Department  of  Agricul- 
ture, in  which  arc  incorporated  results  of  extensive 
tests  and  experiments  performed  on  road-building 
rocks,  to  investigate  their  suitability  for  this  purpose. 
This  report  points  out  that  the  success  or  failure  of  a 
road  depends  very  largely  on  the  manner  in  which  the 
rock  used  in  its  make-up  will  resist  the  destructive  and 
deteriorating  influences  of  traffic.  The  ability  of  rock 
to  withstand  this  type  of  wear  is  dependent  almost 
wholly  on  its  physical  properties  and  in  developing 
experimental  means  for  investigating  these  attributes, 
especially  in  relation  to  the  suitability  as  road-building 
materials,  the  United  States  Department  of  Agricul- 
ture is  opening  the  way  for  a  keener  and  more  potent 
realization  of  the  need  of  developing  a  more  scientific 
method  of  selecting  rock  for  construction  purposes. 

It  is  not,  however,  in  highway  engineering  fields 
alone  that  a  more  careful  selection  of  rock  is  essential. 
In  the  fabrication  and  manufacture  of  concrete  of  any 
description  employing  coarse  aggregates  a  knowledge 
of  this  matter  is  requisite.  Much  discussion  has  been 
and  is  being  directed  in  regard  to  the  proper  and  most 
efficient  aggregate.  The  introduction  of  concrete  is  of 
such  recent  date  that  there  is  very  little  basis  of  ex- 
perience upon  which  to  judge,  and  the  matter  remains 
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.1  more  i>r  less  debatable  and  undecided  subject.  One 
must  nol  overlook  the  fact  thai  in  the  manufacture 

il  concrete  the  cement  in  itself  plays  only  a  small  part. 

I  lie  manufacture  of  cement  is  so  clearly  standardized 
and  it<  properties  SO  carefully  specified  and  tested  that 
it  cm  be  regarded  as  a  material  of  unvarying  and  well- 
defined  qualities.      Not  so  with    concrete,  however. 

["here  are  mam  considerations  of  a  variable  nature 
that  cause  the  strength  of  concrete  to  vary  within  very- 
wide  limits,  and  one  of  the  most  important  is  the 
(|tiaiity  of  the  aggregate  material.  Certain  facts  in 
1 1 » i  —  regard  have  been  determined  by  experience,  but 
there  is  much  to  be  learned  thai  only  actual  laboratory 
tests  can  determine. 

A  chain  is  as  strong  as  its  weakest  link,  and  in  a 
-tincture  the  rock  mav  be  the  important  factor  in  de- 
termining the  strength  and  durability.  Whether  so  or 
not.  we  cannot  fail  to  realize  the  importance  of  careful 
investigation  and  selection  of  so  necessary  a  material. 

This  subject  presents  an  almost  unlimited  scope, 
for  in  addition  to  the  physical  properties,  other  more 
economic  features,  such  as  availability,  cost,  and  local 
conditions,  are  important  in  so  far  as  ultimate  economy 
i-  concerned.  Yet.  aside  from  these,  a  more  general 
application  of  laboratory  experimenting  in  regard  to 
rock  materials  cannot  but  lead  to  a  more  efficient 
standardization  of  constructional  methods.  Of  course, 
much  investigation  is  necessary  to  properly  correlate 
laboratory  tests  with  service  results,  but  with  a  more 
defined  meaning  in  regard  to  the  availability  and 
utility  of  stone  or  rock,  a  path  is  opened  to  better, 
more  efficient,  and  more  economical  results. 


Decline  in  Trade  Union  Membership 

The  Department  of  Labor,  Ottawa,  has  just  issued 
its  fifth  annual  report  on  "Labor  Organization  in  Can- 
ada." One  of  the  most  striking  items  in  this  report  is 
the  marked  decrease  in  trade  union  membership.  The 
causes  of  this  decrease,  as  outlined  in  the  introductory 
remarks,  are:  serious  depression  in  certain  lines,  no- 
ticeably in  the  building  trades,  and  the  fact  that  a 
large  number  of  union  members  enlisted ;  also  the  em- 
ployment of  Canadians  in  munition  factories  in  Great 
Britain  has  taken  a  number  of  our  men.  Regarding 
these  causes  the  report  has  the  following  explanation : 

Recruiting  not  Solely  Responsible  for  Decline  in 
Membership 

Not  all  the  war  recruits, "however,  by  any  means  are 
to  be  counted  out  of  the  ranks  of  trade  unionism,  since 
more  than  one-half  of  the  local  branches  which  have 
sent  members  to  the  front  are  keeping  the 
enlisted  members  in  good  standing.  Probably  ar- 
rangements were  made  in  other  such  cases  which 
will  largely  prevent  a  loss  of  membership  on  ac- 
count of  trade  unionists  thus  temporarily  out 
of  Canada.  The  larger  part  of  the  membership  de- 
cline must  be  therefore  charged  to  other  causes  than 
recruiting,  and  will  be  found  no  doubt  chiefly  in  the 
depression  already  mentioned,  and  which  in  the  case 
of  certain  industries  has  now  been  continuous  for  sev- 
eral years.  This  is  notably  the  case  in  the  building 
trades  group,  where  the  losses  in  membership  during 
the  past  year  are  placed  approximately  at  ten  thous- 
and. All  the  other  trade  groups,  with  the  exception 
of  that  embracing  the  various  classes  of  railway  em- 
ployees, show  decreases,  though  none  in  the  same  pro- 
portion as  that  of  the  building  trades  group.  The  loss 
in  membership  necessarily  increases  the  war  burden 
assumed  by  most  of  the  locals  as  to  payment  of  the 


per  capita  tax  of  the  "soldier  members,"  and  since  this 
must  tend  to  increase  with  further  recruiting,  the  out- 
look for  organized  labor  is  one  which  its  officials  may 
well  view  with  considerable  apprehension.  Also  an 
investigation  would  doubtless  show  a  heavy  decline  in 
the  natural  increment  to  membership  in  local  branches 


175.000 
170. ooo 
165,000 
160.000 
155.000 
150,000 
145,000 
140,000 


I! 


110,000 


100,000 


i  n 

III 
I  ■ 


175.000 

170.000 

165,000 

160,000 

155.000 

I5O.000 

145.000 

140.000 

135.000 

130.000 

125,000 

120.000 


I   I    I  I 


110.000 

105.000 
100  000 


1911  1912  1913  1914  1315 

Five  years  of  trade  unionism  in  Canada. 

necessary  to  make  good  the  customary  losses  from 
age,  illness,  changes  of  residence,  death,  etc.  Such  ad- 
ditions have  been  drawn  naturally  in  the  past  largely 
from  the  ranks  of  incoming  immigration,  which  has 
practically  ceased,  and  from  those  of  the  younger 
craftsmen  which  have  been  heavily  depleted  by  the 
extensive  recruiting  for  the  Overseas  Forces. 


General  Use  of  Metric  System 

At  a  special  business  conference  of  the  British  Im- 
perial Council  of  Commerce,  held  on  June  6,  7,  8,  1916, 
under  the  presidency  of  the  Right  Honourable  Lord 
Desborough,  to  consider  a  number  of  economic  ques- 
tions which  require  to  be  studied  preparatory  to  the 
resumption  of  peace  conditions,  a  number  of  important 
resolutions  were  adopted,  including  the  following  in 
regard  to  the  general  use  of  a  universal  decimal  system  : 

That  the  British  Imperial  Council  of  Commerce  be  re- 
quested, by  representation  to  the  Imperial  and  Dominion 
Governments,  and  otherwise,  to  make  every  effort  to  bring 
about  the  adoption  throughout  the  Empire  of  a  uniform 
decimal  system  of  weights,  measures  and  currency,  in  order 
that  trade  relations  with  foreign  countries  may  be  developed 
and  extended. 


Wells  &  Gray,  Limited,  announce  the  removal  of 
their  Windsor  office  from  No.  8  Royal  Bank  Building, 
to  the  Canadian  Bank  of  Commerce  Building,  corner 
of  Sandwich  street  and  Ouellette  avenue. 
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Physical    Tests    on    Road    Building  Rocks 

Results  of  Experiments  on  3650  Samples — Valuable  In- 
formation for  the  Roadways  Engineer  or  Superintendent 


HIGHWAY  engineers  will  he  specially  inter- 
ested in  Bulletin  No.  370,  just  issued  by  the 
United  States  Department  of  Agriculture,  in 
which  are  published  results  of  physical  tesls 
on  a  large  number  of  road-building  rock  samples.  Up 
t<>  the  present  time  tests  have  been  made  by  this  de- 
partment on  some  3,650  samples  gathered  from  the 
United  States  and  Canada.  An  appendix  to  the  bulle- 
tin gives  an  itemized  statement  of  each  test.  Extracts 
from  this  interesting  report  are  given  herewith. 

Agencies  Causing  Road  Deterioration. 

Roads  may  deteriorate  from  both  external  and  in- 
ternal causes.  The  destructive  agencies  may  be  classi- 
fied as  mechanical,  chemical,  and  physical,  but  in  some 
respects  it  is  more  convenient  to  consider  deteriora- 
tion as  being  due  to  the  effect  of  ( 1 )  traffic,  (2)  clima- 
tic conditions,  and  (3)  faulty  construction.  The  first 
two  are  external  agencies  and  the  latter  is  internal. 

Traffic. — Traffic  divides  itself  into  two  classes — (a) 
horse-drawn  vehicles  and  (b)  self-propelled  or  motor- 
driven  vehicles.  In  the  former  the  impact  of  horses' 
feet  tends  to  disturb  the  position  of  individual  frag- 
ments of  rock  in  the  wearing  course  and  also  to  frac- 
ture the  rock.  At  the  same  time  wheels,  especially 
steel-tired  wheeis,  not  only  exert  an  abrasive  action 
which  grinds  away  the  rock  surfaces,  but  tend  to 
crush  the  fragments  of  rock  in  proportion  to  the  load 
per  unit  width  of  tire. 

Automobile  traffic  exerts  a  severe  shearing  action 
upon  the  road  surface,  which  tends  to  loosen  the  indi- 
vidual fragments  and,  ultimately,  to  remove  them 
from  the  road.  Where  chains  or  armored  tires  are 
used,  considerable  abrasion  may  also  result,  especially 
under  those  conditions  which  favor  slipping  or  skid- 
ding. 

Climatic  Agencies. — So  far  as  the  rock  itself  is  con- 
cerned, climatic  or  weather  conditions  are  not  im- 
portant destructive  agencies.  While  it  is  true  that 
rain  and  surface  waters  gradually  dissolve  or  react 
with  certain  rock-forming  minerals,  the  action  is  so 
slow  as  to  be  practically  negligible  as  a  source  of 
deterioration  during  the  life  of  a  road.  Frost  may 
cause  some  deterioration  in  the  more  porous  types  of 
rock,  but  both  rain  and  frost  are  more  destructive  to 
the  road  structure  than  to  the  rock  of  which  it  is  built. 
Wind  also  is  a  negligible  factor  so  far  as  the  rock  is 
concerned. 

Faulty  Construction.  -  Faulty  construction  may 
result  in  rapid  deterioration  of  the  road  proper,  due 
to  a  number  of  causes,  such  as  poor  drainage,  lack  of 
proper  consolidation,  the  use  of  the  wrong  size  or 
wrong  grading  of  broken  stone,  etc.  Destruction  or 
disintegration  of  the  fragments  of  rock  may  also  be 
hastened  by  these  errors  in  construction. 

Factors  Influencing  the  Selection  of  Rock  for  Road- 
Building. 

In  accordance  with  the  preceding  discussion,  it 
is  evident  that  from  the  standpoint  of  destructive 
agencies  traffic  conditions  are  the  mosl  important  fac- 
tors to  be  considered  in  the  selection  of  rock  for  road- 
building.  Availability  as  well  as  relative  cost  arc  also 
important  factors  in  so  far  as  ultimate  economy  is 


concerned,  but  need  not  be  considered  in  this  bulletin. 
In  addition,  the  type  of  road  to  be  constructed  is  a 
most  important  consideration;  and,  in  general,  the 
selection  of  rock  should  be  based  upon  the  character 
and  volume  of  traffic  as  related  to  the  type  of  road 
in  which  it  is  to  be  used. 

The  more  common  types  of  road  in  which  stone  is 
used  are : 

1.  Water-bound  broken-stone  roads,  as  macadam, 
maintained  as  such. 

2.  Water-bound  macadam  roads  maintained  with 
dust  palliatives. 

3.  Water-bound  macadam  roads  with  bituminous 
carpet. 

4.  Bituminous  broken-stone  roads  with  a  seal  coat 
of  bituminous  material  constructed  according  to  tin; 
penetration  method. 

5.  Bituminous  concrete  roads  with  a  seal  coat  of 
bituminous  material. 

6.  Bituminous  concrete  roads  without  a  seal  coat  of 
bituminous  material. 

7.  Portland  cement  concrete  roads,  with  a  coarse 
aggregate  of  broken  stone. 

8.  Stone-block  pavements. 

The  destructive  effect  of  traffic,  both  with  respect 
to  character  and  volume,  varies  to  a  considerable  ex- 
tent for  the  different  types  of  road. 

PHYSICAL  PROPERTIES  OF  ROAD-BUILDING 

ROCK. 

The  success  or  failure  of  a  rock  for  road-building 
depends  largely  upon  the  extent  to  which  it  will  resist 
the  destructive  influences  of  traffic.  The  three  most 
important  physical  properties  are  hardness,  tough- 
ness, and  binding  power.  Hardness  is  the  resistance 
which  the  rock  offers  to  the  displacement  of  its  sur- 
face  particles  by  abrasion;  toughness  is  the  resistance 
which  it  offers  to  fracture  under  impact ;  and  binding 
power  is  the  ability  which  the  dust  from  the  rock- 
possesses,  or  dev  elops  by  contact  with  water,  of  bind- 
ing the  large  rock  fragments  together.  In  order  to 
approximate  as  closelv  as  possible  in  the  laboratory 
the  destructive  effects  produced  by  the  various  agen- 
cies which  have  been  mentioned,  certain  physical  tests 
have  been  developed.  Brief  descriptions  of  these  tests 
are  as  follows : 

Hardness  Test. 

Hardness  is  determined  by  subjecting  a  cylindrical  rock 
core  25  mm.  in  diameter,  drilled  from  the  specimen  to  be 
examined,  to  the  abrasive  action  of  quartz  sand  fed  upon  a 
revolving  steel  disk.  The  end  of  the  specimen  is  worn  away 
in  inverse  ratio  to  its  hardness,  and  the  amount  of  loss  is 
expressed  in  the  form  of  a  coefficient  as  follows: 

Coefficient  of  hardness=20 — 1/:!  w,  where  w  equals  the 
loss  in  weight  after  1,000  revolutions  of  the  disk. 

Toughness  Test. 

Toughness  is  determined  by  subjecting  a  cylindrical  test 
specimen  25  by  25  millimeters  (1  by  1  inch)  in  size  to  the 
impact  produced  by  the  fall  of  a  2-kilogram  (4.4-pound) 
hammer  upon  a  steel  plunger  whose  lower  end  is  spherical 
and  rests  upon  the  test  piece.  The  energy  of  the  blow 
delivered  is  increased  by  increasing  the  height  of  fall  of 
the  hammer  1  centimeter  (0.;s9  inch)  after  each  blow.  The 
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height  of  blow  in  centimeters  at  failure'  of  the  specimen  is 
I  ailed  the  toughness. 

Deval  Abrasion  Test. 

A  test  devised  by  the  French  for  measuring  the  com- 
bincd  action  of  abrasion  and  impact  is  as  follows:  Five  kilo- 
grams I  ll  pounds)  of  freshly  broken  rock  between  2  and  2]/i 
inches  in  si/e  is  tested  in  a  special  form  of  cylinder,  so 
mounted  on  a  frame  that  the  axis  of  rotation  of  the  cylinder 
is  inclined  at  an  angle  of  30  degrees  with  the  axis  of  the 
cylinder  itself.  The  fragments  of  rock  forming  the  charge 
are  thus  thrown  from  end  to  end  twice  durjng  each  revolu- 
tion, causing  them  to  strike  and  rub  against  each  other  and 
the  sides  of  the  cylinder.  After  10,000  revolutions  the  result- 
ing material  is  screened  through  a  t/16-inch  sieve,  and  the 
weight  of  the  material  passing  is  used  to  calculate  the  per 
cent,  of  wear.  The  French  coefficient  of  wear  is  calculated 
from  the  per  cent,  of  wear  as  follows: 

10 

French  coefficient  of  wear=  

Per  cent  wear. 

Cementing-Value  Test. 

To  determine  the  binding  power,  or  cementing  value,  as 
it  is  usually  called,  r>00  grams  (1.1  pounds)  of  the  material 
to  be  li  sted  is  crushed  to  pea  size  and  ground  with  water 
in  a  ball  mill  until  it  has  the  consistency  of  a  stiff  dough.  It 
is  then  moulded  into  cylindrical  briquettes  25  by  25  milli- 
meters (1  by  1  inch)  in  size,  which,  after  thorough  drying, 
ate  tested  to  destruction  in  a  special  form  of  impact  machine. 
A  1-kilogram  (2.2-pound)  hammer  falls  through  a  constant 
height  of  1  centimeter  (0.3!)  inch)  upon  an  intervening 
plunger,  which  in  turn  rests  upon  the  test  piece.  By  means 
of  a  suitable  arrangement  a  graphic  record  of  the  number  of 
blows  required  to  destroy  the  specimen  is  obtained.  The 
number  of  blows  producing  failure  is  called  the  cementing 
value  of  the  material. 

Specific  Gravity — Weight  Per  Cubic  Foot — Water 
Absorption. 

The  specific  gravity,  weight  per  cubic  feet,  and  the  water 
absorption  in  pounds  per  cubic  foot  are  obtained  on  samples 
of  rock  which  are  tested  to  determine  their  road-building 
qualities.  The  weight  per  cubic  feet  is  calculated  from  the 
specific  gravity  of  the  material  obtained  on  a  10-gram  sample 
by  the  usual  displacement  method.  The  gain  in  weight  of 
this  fragment,  after  four  days'  continuous  immersion  in 
water,  is  used  to  calculate  the  water  absorption  in  pounds 
per  cubic  foot  of  the  solid  rock. 

VARIATIONS  IN  RESULTS  OF  TESTS. 

Because  of  the  fact  that  the  various  rock  families, 
when  subjected  to  the  tests  outlined  above,  give  re- 
sults which  are  more  or  less  distinctive  of  a  group  or 
type,  these  results  can  best  be  discussed  in  many  cases 
collectivelv.  There  are  14  families  of  rock  which  are 
more  or  less  commonly  used  in  macadam-road  con- 
struction. 

Trap-Rock  Group. 

The  first  six  rock  families — Andesite,  Basalt,  Dia- 
base,  Diorite,  Gabbro,  and  Rhyolite  —  comprise  the 
well-known  group  of  road-building  rocks  commonly 
known  as  "trap."  They  are  all  of  igneous  origin,  but 
are  denser  and  finer  grained  than  the  granites,  possess- 
ing as  a  rule  a  peculiar  interlocking  crystalline  struc- 
ture which  imparts  to  them  their  distinguishing  char- 
acteristic— high  toughness.  The  average  toughness 
of  all  the  traps,  with  the  exception  of  gabbro,  which 
runs  somewhat  lower,  is  about  18.  This  is  a  consider- 
ably higher  average  than  that,  shown  by  any  of  the 
other  types  or  groups.  The  same  relationship  holds 
true  in  the  abrasion  test,  the  average  French  coeffi- 
cient of  wear  running  from  about  13  to  15.  Compara- 


tively slight  variations  in  hardness  are  noted  for  any 
family  or  for  the  group  as  a  whole,  the  average  hard- 
ness for  which  is  about  IS.  The  binding  power  of  the 
traps,  as  determined  by  test,  varies  through  wide  lim- 
its, depending  largely  on  the  degree  of  weathering 
they  have  undergone.  The  specific  gravity  of  this 
group  averages  about  2.9,  giving  an  average  weight 
per  cubic  foot  of  180  pounds.  Individual  samples  are 
seldom  less  than  2.7  nor  more  than  3.2  specific  gravity. 
Water  absorption  may  vary  from  a  few  hundredths  of 
1  per  cent  to  over  7  per  cent. 

Granites. 

Granite,  the  typical  rather  coarse-grained  igneous 
rock,  is  characterized  by  low  toughness  and  high  hard- 
ness. The  average  value  for  the  former  is  about  8, 
while  that  for  the  latter  runs  as  high  as  for  the  trap 
group,  about  18.5.  The  abrasion  test  develops  an 
average  French  coefficient  of  wear  of  about  11,  some- 
what lower  than  for  the  trap-rock  group.  Cementing 
values  made  on  granites  run  low,  as  has  been  demon- 
strated by  experience,  the  only  exceptions  being  very 
highly  weathered  material  which  usually  shows  low 
toughness  and  resistance  to  wear.  The  specific  grav- 
ity of  the  granites  averages  close  to  2.7,  and  is  seldom 
less  than  2.6  or  more  than  2.8.  The  weight  per  cubic 
foot,  therefore,  averages  168  pounds,  and  may  ordin- 
arily vary  from  163  to  175  pounds.  Water  absorption 
has  been  found  to  run  from  about  0.04  to  3  per  cent. 

Limestones  and  Dolomites. 

The  limestones  and  dolomites,  or  magnesium  lime- 
stones, are  undoubtedly  the  most  widely  used  road- 
building  rock.  1  hey  run  much  lower  in  hardness, 
toughness,  and  resistance  to  wear  than  do  the  traps  or 
granites.  The  average  French  coefficient  of  wear  is 
about  8,  toughness  7,  and  hardness  15.  The  cement- 
ing values  are  usually  good,  about  75  per  cent,  of  all 
samples  tested  running  over  25.  The  specific  gravity 
of  the  limestones  and  dolomites  averages  close  to  2./, 
about  that  of  the  granites,  and  is  seldom  less  than  2.0 
or  more  than  2.85.  In  general,  the  weight  per  cubic 
foot  will  run  from  160  to  178  pounds,  with  an  average 
of  about  168  pounds  for  the  limestones  and  170  pounds 
for  the  dolomite.  Absorption  may  vary  from  a  few 
hundredths  of  1  per  cent,  to  over  13  per  cent. 

Sandstones. 

The  sandstones  are  characterized  by  wide  varia- 
tions in  the  results  of  all  tests.  In  fact,  the  highest 
and  lowest  values  obtained  for  all  samples  tested  have, 
with  one  exception,  been  upon  sandstone.  The  aver- 
age French  coefficient  of  wear  is  about  12,  average 
toughness  about  10,  and  average  hardness  about  16. 
The  cementing  value  of  sandstones  varies  widely,  de- 
pending upon  their  composition.  Thus  certain  varie- 
ties of  feldspathic  sandstone  somewhat  resembling 
trap  rock  in  appearance  almost  invariably  show  high 
binding  value  in  the  laboratory.  Their  specific  gravity 
also  varies  between  wide  limits,  but  usually  lies  be- 
tween 2.4  and  2.8,  with  an  average  of  2.62.  The 
weight  per  cubic  foot  therefore  varies  from  150  to  175 
pounds  and  averages  164  pounds."  Absorption  runs 
from  a  few  hundredths  of  1  per  cent,  to  about  2  per 
cent. 

Marble  and  Quartzite. 

Marble  and  quartzite  are  the  two  families  of  non- 
foliated  metamorphic  rocks  corresponding  to  limestone 
and  sandstone  respectively.  W  hile  in  some  respects 
it  is  convenient  to  consider  marble  with  the  limestone 
and  dolomite  group,  the  average  toughness  of  marble, 
about  5,  is  lower,  and  the  average  hardness,  which  is 


August  23,  1916 


THE   CONTRACT  RECORD 


827 


less  than  14,  is  also  somewhat  lower.  Marbles  usually 
show  good  cementing  value  tests  with  about  the  same 
range  as  the  limestones  and  dolomites.  For  those 
samples  tested,  the  specific  gravity  ordinarily  falls  be- 
tween 2.7  and  2.9,  and  the  weight  per  cubic  foot  aver- 
ages 173  pounds,  which  is  somewhat  higher  than  the 
average  for  either  limestone  or  dolomite.  As  would, 
therefore,  be  expected,  the  maximum  absorption  is 
less,  being  under  2.5  per  cent. 

Quartzites  show  an  average  toughness  of  15,  as 
compared  with  10  for  the  sandstones.  The  coefficient 
of  hardness  is  also  higher  and,  for  the  samples  tested, 
shows  a  much  smaller  range  of  values  than  for  the 
sandstones.  The  quartzites  invariably  show  a  low 
cementing  value.  The  specific  gravity  from  tests 
made  usually  lies  between  2.6  and  2.8,  and  their  aver- 
age weight  per  cubic  foot  is  about  167  pounds.  Their 
water  absorption  runs  from  a  few  hundredths  of  1  per 
cent,  to  nearly  3  per  cent. 

Gneiss  and  Schist. 

Moth  gneiss  and  schist  belong  to  the  foliated  meta- 
morphic  type  of  rocks.  The  former  is  in  reality  a 
metamorphosed  granite,  and,  therefore,  shows  physi- 
cal properties  similar  to  the  granites.  The  average 
French  coefficient  of  wear  for  the  gneiss  samples  is 
about  9,  being  somewhat  lower  than  for  the  granites, 
while  their  average  hardness  and  toughness  is  about 
the  same.  Their  specific  gravity,  weight  per  cubic 
foot,  and  absorption  are  approximately  the  same  as 
for  granite. 

The  schists  show  an  average  French  coefficient  of 
wear  of  about  12.  Their  average  hardness  is  about 
17.5,  and  their  toughness  averages  11,  the  latter  being 
higher  than  for  gneiss.  It  should  be  noted,  however, 
that  the  toughness  test  for  both  gneiss  and  schist  is 
made  perpendidcular  to  the  plane  of  foliation.  If  taken 
horizontal  to  the  plane  of  foliation  much  lower  results 
would  be  obtained,  as  failure  would  then  occur  along 
these  natural  lines  of  cleavage.  The  specific  gravity  of 
schists  usually  lies  between  2.65  and  2.90,  and  the 
average  weight  per  cubic  foot  is  about  18.1  pounds. 
Water  absorption  is  seldom  over  2  per  cent,  for  this 
family. 

With  the  exception  of  the  highly  altered  varieties, 
both  gneisses  and  schists  s'.iovv  a  rather  low  cementing 
value. 

Chert. 

Chert  is  a  very  hard  material,  but  frequently  shows 
a  low  resistance  to  wear,  owing  to  its  tendency  to 
Fracture  along  lines  which  have  developed  as  shrink- 
age cracks  in  the  rock  structure.  For  this  reason  it  is 
extremely  difficult  to  test  for  toughness.  The  cement 
iug  value  of  pure  chert  is  usually  low,  but  some  highly 
weathered  deposits  develop  in  service  good  cementing 
value,  especially  if  a  high-binding  clay  is  associated 
with  it.  Comparatively  few  samples  which  have  been 
submitted  for  examination  have  been  found  suitable 
for  all  tests.  Of  those  examined,  however,  the  French 
coefficient  of  wear  has  usually  been  found  to  lie  be- 
tween 2  and  8,  with  an  average  of  5;  toughness  be- 
tween 7  and  26,  with  an  average  of  16;  and  the  hard- 
ness coefficient  between  19  and  20.  Specific  gravity 
usually  lies  between  2.4  and  2.05,  and  the  average 
weight  pei-  cubic  foot  is  about  160  pounds.  Water 
absorption  may  run  from  a  few  tenths  of  1  per  cent,  to 
over  8  per  cent. 

Shale  and  Slate. 

Shales  and  slates  are  highly  laminated  rocks  that 
tend  to  break  into  tlat  plates  not  suitable  for  road- 
building  purposes.   They  are  seldom  used  in  road  con- 


struction, except  perhaps  as  a  filling  for  sub-founda- 
tions. They  vary  greatly  in  nearly  all  of  their  physical 
properties. 

Rare  Road-Building  Rocks. 

A  comparatively  few  samples  of  a  number  of  fam- 
ilies of  rocks  which  are  occasionally  used  in  road- 
building  have  been  examined  in  the  laboratories  of 
the  United  States  Office  of  Public  Roads  and  Rural 
Kngineering.  They  need  not  be  considered  in  detail, 
but  the  usual  ranges,  as  well  as  the  averages  of  results 
of  the  more  important  physical  tests  of  these  rocks, 
are  given  in  Table  I. 

Table  I. — The   rare  road-building  rocks. 


Num- 
ber  of 

earn. 

pies. 


Amphibolite 

Eclo^ite  

Epidosito. . . 

Felsite  

Peridotite. . . 
Serpentine. . 
Trachyte. . . . 
Syenite  


uch  coefficient 
of  wear. 


Ordinary  Aver- 
range. 


11. 3-20. 7 
12.  7-22.  7 
10.0-18.  7 
11.9-21.3 
7.6-13.2 
2.6-11.2 
11.5-23.5 
7.0-1S.  7 


10.7 
16. 1 
1.1  0 
15.8 
10  3 
10. 1 
16.2 
13.1 


Ordinary  Aver- 
rango. 


12-40 
14-28 
10-23 


9-12 
11-21 
21-34 

8-22 


Hardness. 
 /_ 


Ordinary  Aver- 
range. 


16.6-19.0 
18.4-19.3 
17.6-19.5 


13. 3-16.6 
18.3-18.6 
. 17. 7-19. 1 
17.3-19.2 


17.5 
18.6 
ls.o 

18.7 
15  0 
18.4 
18.1 
18.1 


Slags. 

Many  slag  varieties  resemble  in  certain  outward 
respects  the  common  road-building  rocks.  However, 
in  general,  they  are  more  porous  and  glassy,  and  vary 
so  greatly  in  physical  properties  that  with  reference  to 
their  physical  characteristics  from  the  standpoint  of 
road  construction  they  cannot  well  be  considered  as  a 
single  class,  with  definite  limits  or  general  average 
numerical  values. 

INTERPRETATIONS  OF  RESUETS  OF 
PHYSICAL  TESTS. 

The  results  of  physical  tests  are  only  of  value  in 
predetermining  the  suitability  of  a  rock  for  a  given 
type  of  road  under  given  conditions  wdien  the  behavior 
of  other  rocks  having  the  same  general  physical  char- 
acteristics is  known.  Much  investigation  is  still  neces- 
sary to  accurately  correlate  laboratory  tests  with  ser- 
vice results,  but  in  this  connection  certain  facts  have 
been  determined  from  experience,  which  may  be 
briefly  discussed  under  the  different  types  of  roads. 

As  the  amount  of  traffic  to  which  a  road  is  or  will 
be  subjected  is  a  most  important  consideration,  and 
as  the  terms  light,  moderate,  ami  heavy  are  commonly 
used  in  describing  the  amount  of  traffic,  such  terms 
should  be  defined.  For  the  purpose  of  comparison  it 
has  been  assumed  that  traffic  of  less  than  100  vehicles 
per  day  is  light,  between  100  and  250  moderate,  and 
over  250  heavy. 

Water-Bound  Macadam  Roads. 

The  ideal  rock  for  the  construction  of  a  water- 
bound  macadam  road  resists  the  wear  of  traffic  to 
which  it  is  subjected  to  just  that  extent  which  will 
supply  a  sufficient  amount  of  cementitious  rock  dust 
to  bind  or  hold  the  larger  fragments  in  place.  It  is 
generally  admitted  that  the  ordinary  macadam  road  is 
not  well  suited  to  any  considerable  amount  of  automo- 
bile traffic,  because  such  traffic  rapidly  removes  the 
binder  without  producing  fresh  material  to  take  its 
place. 

Cementing  value  is  a  necessary  quality  for  rocks 
used  in  macadam  road  construction.  As  determined 
by  test,  cementing  values  below  25  are  called  low  ; 
from  26  to  75  average,  and  above  75  high.  In  general, 
the  cementing  value  should  run  above  25.  for  rocks 
which  show  a  low  French  coefficient  of  wear,  howev  er, 
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a  relatively  high  cementing  value  is  more  necessary 
than  ior  those  which  have  a  high  French  coefficient. 
Interpretation  oi  results  of  the  cementing  value  test  is 
subject  to  a  number  of  influencing  considerations.  For 
lUStauce,  it  has  l)een  found  that  certain  feldspalhic 
varieties  of  sandstone  give  excellent  results  in  this 
test,  while  experience  has  shown  that  they  do  not  hind 
well  when  used  in  the  wearing  course  of  macadam 
i "ads.  In  the  case  also  of  certain  varieties  of  the  trap 
group  low  results  are  frequently  shown  by  laboratory 
tests  for  locks  w  hich  bind  quite  satisfactorily  upon  the 
road,  provided  traffic  is  sufficiently  heavy  to  supply 
the  requisite  amount  of  fine  material.  Certain  gran- 
ites, gneisses,  and  schists  which  are  not  suitable  for 
use  as  binding  material  give  good  results  in  this  test. 
In  such  cases  it  is  usually  found  that  the  highly  altered 
nature  of  the  material  reduces  its  toughness  and  resist- 
ance to  wear  to  such  an  extent  as  to  condemn  it  for 
use. 

1  xperience  has  shown  that,  in  general,  the  follow- 
ing table  (  Table  II.)  of  limiting  values  for  the  French 
coefficient  of  wear,  toughness,  and  hardness  may  be 
5i  .1  in  determining  the  suitability  of  a  rock  for  the 
construction  of  the  wearing  course  of  a  macadam  road. 

Tahlk  II. — Limiting  Mine*  of  phj/sical  testa  of  rock  for  water-bound  macadam 
road  construction. 


Limits  oT  tests. 

Charerur  of  traffic.   ■  

French  coefficient  of  wear.  Toucuness.  Hardness. 


I.Uht   5-8-(5-8percentwear)   5-9  10-17 

Uuderau   S-15- (2.7-5  per  cent  wear)   '     10-1S     Over  14 

ii.-..    Over  15-(less  than  2.7  per  cent  wear)   Over  IS      Over  17 


With  relation  to  the  limitations  for  hardness,  it 
may  be  noted  that  as  a  result  of  comparing  hardness 
and  toughness  tests  of  some  3,000  samples,  the  authors 
have  shown  that  when  any  given  value  for  toughness 
falls  within  certain  limits  which  define  the  suitability 
of  the  material  for  macadam  road  construction  under 
given  traffic  conditions,  the  corresponding  value  for 
hardness  will  fall  within  similar  limits  for  hardness. 
In  this  connection  it  will  be  seen,  in  Table  II.,  that  a 
maximum  limit  for  hardness  is  only  given  in  the  case 
of  light  traffic.  It  has  been  found  that  the  great  ma- 
jority of  samples  having  a  French  coefficient  of  wear 
of  from  5  to  8  and  a  hardness  of  over  17  are  granites, 
quartzites,  and  hard  sandstones,  which  are  unsuited 
for  use  in  the  wearing  course  of  water-bound  macadam 
roads  due  to  their  lack  of  binding  power. 

Bituminous  Roads. 

For  broken-stone  roads  which  are  maintained  with 
dust  palliatives,  the  same  limits  for  French  coefficient 
of  wear  and  toughness  should  hold  as  for  ordinary 
macadam  roads. 

In  bituminous  work  observations  indicate  that  in 
some  cases  it  is  advantageous  to  use  a  rock  of  rela- 
tively high  absorption  rather  than  one  with  low 
absorptive  qualities,  owing  to  a  better  adhesion  of  the 
bituminous  material  by  a  partial  surface  impregnation 
of  the  rock. 

While  the  binding  or  cementing  value  of  a  rock  is  a 
most  important  consideration  from  the  standpoint  of 
ordinary  macadam  construction,  the  same  is  not  true 
of  broken-stone  roads  which  are  carpeted  or  con- 
structed with  an  adhesive  bituminous  material.  The 
French  coefficient  of  wear  is  also  of  relatively  less  im- 
portance, owing  to  the  fact  that  the  fine  mineral  par- 
ticles produced  bv  the  abrasion  of  traffic  combine,  or 
should  combine,  with  the  bituminous  material  to  form 
a  mastic,  which  is  held  in  place  and  protects  the  under- 


lying rock  from  abrasion  so  long  as  by  proper  main- 
tenance  it  is  kept  intact.  The  toughness  of  the  rock  is 
of  more  importance,  as  the  shock  of  impact  is  to  a 
considerable  extent  transmitted  through  the  seal  coat 
and  may  cause  the  underlying  fragments  to  shatter. 
It  would,  therefore,  seem  that  the  minimum  tough- 
ness of  a  rock  for  use  in  the  construction  of  a  bitumin- 
ous broken-stone  road  or  a  broken-stone  road  with  a 
bituminous-mat  surface  should,  for  light  traffic,  be  no 
less  than  for  ordinary  macadam  subjected  to  the  same 
class  of  traffic.  For  moderate  and  heavy  traffic,  how- 
ever, the  same  minimum  toughness  should  prove  suffi- 
cient, owing  to  the  cushioning  effect  of  the  bituminous 
matrix.  No  maximum  limit  of  toughness  need  be  con- 
sidered for  any  traffic. 

In  the  case  of  bituminous  concrete  roads,  where  the 
broken  stone  and  bituminous  material  are  mixed  prior 
to  laying  and  consolidation,  it  generally  appears  ad- 
visable to  set  a  minimum  toughness  of  6  or  7  for  light- 
traffic  roads,  instead  of  5,  in  order  to  insure  that  the 
fragments  of  rock  which  have  been  coated  with  bitu- 
men shall  not  be  fractured  under  the  roller  during  con- 
solidation ;  and  12  or  13  for  moderate  and  heavy  traffic, 
instead  of  10  and  19,  as  in  the  case  of  water-bound 
macadam  roads. 

Bearing  in  mind  the  fact  that  availability,  cost,  and 
various  local  conditions  may  often  modify  the  selec- 
tion of  proper  limits,  Table  III.  may  be  used  as  a  gen- 
eral guide  for  minimum  limits  of  French  coefficient  of 
wear  and  toughness  in  connection  with  bituminous 
broken-stone  roads. 


Table  III. — Minimum  limits  of  physical  tests  of  rock  for  bituminous-road 
construction. 


Light  to  moderate  traffic. 

Moderate  to  heavy  traffic. 

Type  of  road. 

French  coefficient  of 
wear. 

Toughness. 

French  coefficient  of 
wear. 

Toughness. 

broken  stone  with  bituminous 
carpet. 

fill  ominous  broken  stone  with 

seal  coat. 
Bituminous  concrete  with  or 

withouLseai  coat. 

5=  (not  over  8  per  cent 
wear). 

7=  (not  over  5.7  per 
cent  wear). 

}  - 

7 

f7=(not  over  5.7  per 
\  cent  wear). 

10=  (not  over  4  per 
coot  wear). 

)  » 

13 

Portland  Cement  Concrete  and  Stone  Block. 

The  most  desirable  limitations  for  broken  stone  to 
be  used  as  coarse  aggregate  in  Portland  cement  con- 
crete wearing  surfaces  have  not  as  yet  been  ascertained. 
In  general,  however,  it  would  seem  that  the  low  limit 
for  hardness  should  be  no  less  than  the  hardness  of 
the  mortar  which  binds  the  rock  fragments  together. 
At  the  present  time  a  minimum  hardness  of  12  for 
moderate  and  16  for  heavy  traffic  would  appear  reason- 
able. In  consideration  of  the  type  of  traffic  to  which 
concrete  roads  are  subjected,  a  minimum  toughness  of' 
8  is  suggested. 

Stone  blocks  are  usually  manufactured  from  gran- 
ite or  sandstone,  although  other  rocks  may  also  be 
used.  Specifications  for  granite  block  adopted  in  1914 
by  the  American  Society  of  Municipal  Improvement 
call  for  a  toughness  of  not  less  than  9  and  a  crushing 
strength  of  not  less  than  20,000  pounds  per  square 
inch.  It  would  appear  wise  to  also  require  that  the 
hardness  be  not  less  than  16. 


Awarded  Contract  for  Steel 

The  Burlington  Steel  Company,  Ltd.,  Hamilton, 
have  been  awarded  the  contract  for  reinforcing  steel 
for  the  new  Goodyear  Tire  and  Rubber  C  ompany 
building  at  Toronto. 
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The  Wonderful  Mystery  of  the  British  Navy 


IN  a  recent  issue  of  the  Contract  Record  we  printed 
an  article  from  the  British  "Engineer"  outlining 
some  interesting  and  encouraging  facts  in  connec- 
tion with  the  recent  Jutland  battle.  Since  that 
date  a  representative  of  the  "Engineer"  has  been  per- 
mitted to  view  with  his  own  eyes  some  of  the  opera- ^ 
tions  of  the  British  navy  yard,  and  describes  his  im- 
pression in  guarded  language,  without  disclosing,  of 
course,  any  information  that  may  be  of  value  to  our 
enemies.  We  in  Canada  who  trust  blindly  and  im- 
plicitly to  the  British  navy  cannot  be  other  than  deeply 
gratified  that  our  confidence  is  fully  shared  by  one 
who  has  seen.  According  to  this  article,  which  fol- 
lows, we  have  little  conception  of  the  developments  of 
the  past  two  years  in  a  navy  which  at  the  beginning  of 
the  war  was  justly  considered  invincible: 

If  there  is  one  thing  more  than  another  about 
which  the  peoples  of  the  British  Empire  desire  to 
know  everything  it  is  that  great  navy  which  now  holds 
undisputed  sovereignty  of  the  seven  seas.  What  their 
armies  are  to  other  European  powers  the  navy  is  to 
Britain.  Her  army — her  national  army — is  not  two 
\  t  ars  old,  it  has  no  past,  and  is  only  beginning  to  make 
glorious  traditions.  Her  navy  goes  back  to  the  very 
beginnings  of  her  history;  it  is  the  foundation  of  her 
strength,  the  rock  on  which  the  Empire  is  built,  the 
one  thing  that  binds  the  heterogeneous  parts  together 
and  welds  them  into  a  solid  whole.  Small  wonder  that 
the  British  people  crave  for  news  of  it.  But  so  do  our 
enemies.  They  also  desire  to  know  what  our  latest 
battleships  are  like,  what  guns  our  cruisers  mount,  and 
what  speed  they  attain,  what  developments  have  taken 
place  in  the  design  of  submarines,  how  many  destroy- 
ers are  built  a  month,  and  what  new  excellencies  they 
show.  They  also  want  to  know  how  the  battle-scarred 
fleet  fares,  how  ships  suffered,  and  how  they  were 
made  fit  again  for  sea.  They  also  would  like  to  learn 
why  certain  things  that  they  did  not  by  any  means 
anticipate  happened.  Why  ships  they  thought  they 
had  disabled  were  able  to  come  back  safely  to  port 
under  their  own  steam;  why  a  torpedo  fired  by  the 
Moresby  found  its  billet  in  a  German  hull  eight  min- 
utes late  r.  About  all  these  things  and  many  more  they 
desire  greater  knowledge,  and  it  is  just  for  that  reason 
and  for  no  other  that  nothing  can  be  said  about  them. 

We  wish  it  were  otherwise.  Through  the  courtesy 
of  the  Admiralty  we  have  been  permitted  to  see  some- 
thing of  what  is  being  done  in  our  great  dockyards 
and  to  visit  some  of  our  latest  ships.  We  wish  with 
all  our  hearts  we  might  write  it  all  down  for  our  read- 
ers. There  is  a  certain  class  of  people  who  persistently 
refuse  confidence  to  their  own  country ;  who  are 
greedy  enough  for  all  wonders  circulated  by  the  enemy 
for  his  own  glorification ;  who  grasp  at  such  small 
events  as  the  voyage  of  a  submarine  from  Germany  to 
America;  who  are  willing  to  believe  rumors  about 
marvellous  new  weapons  fitted  by  Germans  on  impos- 
sible ships  and  yet  will  not  credit  Britain  with  the 
resourcefulness,  the  ingenuity,  and  the  energy  to  in- 
troduce a  single  new  thing.  If  only  these  men  of  little 
faith  could  be  taken  to  the  shipyards  we  visited  and 
sec  l he  ships  we  saw;  if  only  they  could  talk  to  the 
officers  and  assimilate  some  of  their  cheery  confidence, 
their  trust  and  pride  in  their  guns  and  vessels,  their 
optimism  and  their  longing  once  more,  at  least,  to 
meet  the  enemy  in  fair  fight,  even  they  would  be  driven 
from  the  pessimistic  attitude;  even  they  would  he 


forced  to  admit  that  the  British  navy  is  something  to 
wonder  at,  something  never  to  doubt,  something  to  be 
very  proud  of  and  to  trust  implicitly  through  thick 
and  thin.  We  spoke  with  one  officer  about  the  first 
report  of  the  Battle  of  Jutland,  that  report  which  has 
been  so  widely  condemned.  He  had  not  a  word  to  say 
against  it;  the  men  who  had  fought  the  action  were 
quite  satisfied  with  it.  It  was  the  public  that  did  not 
understand.  The  navy  knew  it  had  to  lose  ships — 
that  was  part  of  the  day's  work,  the  price  of  sea  power. 
It  was  not  a  bit  disturbed  by  the  loss,  for  it  had  done 
what  it  went  out  to  do,  and  that  was  all  that  mat- 
tered. And  it  is  ready  to  go  out  and  do  the  same 
thing  again  on  the  same  terms.  We  have  heard  of  the 
battering  some  of  our  ships  received.  Take,  for  ex- 
ample, the  Warspite,  which,  it  will  be  recalled,1  through 
a  mishap  to  her  steering  gear,  turned  towards  the 
enemy's  line  and  was  so  severely  handled  that  the 
Germans  believed,  not  without  some  reason,  that  she 
had  been  sunk.  We  have  seen  her  now  with  our  own 
eyes,  holding  her  place  in  the  line  of  great  ships,  ready 
for  action  at  a  moment's  notice,  and  the  only  evidence 
of  the  fight  a  few  barely  distinguishable  patches  here 
and  there.  Yet  when  we  saw  her  it  was  barely  six 
weeks  since  the  Battle  of  Jutland,  and  she  had  already 
been  some  time  back  with  her  squadron.  It  is  almost 
inconceivable  the  rapidity  with  which  vessels  had  been 
got  ready  again  for  sea.  One  great  ship  had  refilled 
with  oil  and  ammunition  and  was  under  steam  again 
twelve  hours  after  the  action,  and  she  practically  gave 
the  time  for  all  the  lesser  craft ;  all  save  those  that 
needed  much  repair  were  ready  next  day  again  to  meet 
the  enemy.  We  wish  the  public  could  see  them.  Line 
after  line  of  grey  ships  of  all  sizes,  grouped  more  or 
less,  according  to  their  classes,  and  a  little  further  off 
a  second  fleet,  this  time  the  auxiliaries,  oilers,  and  col- 
liers and  repair  ships,  the  handmaids  of  the  navy,  wait- 
ing there  patiently  to  do  whatever  drudgery  must  be 
done.  A  very  kind  thought  must  be  given  to  the  offi- 
cers and  men  of  these  vessels.  Then,  too,  we  wish  the 
public  could  see  the  dockyards  and  gain  some  impres- 
sion of  the  well-ordered  haste  with  which  ships  of  all 
kinds  and  sizes  are  being  built ;  new  vessels  of  huge 
size  and  swifter  by  far  than  anything  of  their  class 
afloat,  destroyers  packed  together  on  the  berths  so 
close  that  the  central  framing  of  some  cannot  be  built 
till  the  adjacent  vessels  have  been  launched ;  monitors 
of  strange  form,  with  special  protection  against  torpe- 
does, mine-layers,  and  mine-sweepers,  vedette  boats, 
patrol  boats,  and  last,  but  not  least,  submarines  of  a 
new  class  that  leave  all  others  far  behind.  There  is 
continual  progress,  not  only  in  the  rate  of  output  of 
individual  ships,  which  in  some  cases  has  been  more 
than  doubled,  but  in  the  design.  Every  action  brings 
its  own  lessons,  and  they  are  quickly  acquired  and  as 
quickly  put  into  practice.  Everyone  remembers  the 
mishap  to  the  Lion  when  Admiral  Beatty  chased  the 
Germans  across  the  North  Sea.  No  one  thought  of 
such  an  accident  happening;  but  steps  have  been 
taken  to  prevent  it  ever  occurring  again,  even  in  com- 
paratively elderly  ships.  Much  know  ledge  lias  been 
acquired  about  armouring  and  about  bulkheads,  and  is 
being  applied  as  quickly  and  effectively  as  may  he. 
And  so  on  all  through;  every  scrap  of  experience  is 
carefully  studied  and  turned  to  account. 

Our  confidence  in  the  officers  and  men  and  ships 
6f  the  British  navy,  and  in  the  masters  and  men  and 
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equipment  .'I  British  shipyards  has  never  wavered,  hut 

we  have  returned  from  our  visit  with  it  multiplied 
again  and  again.  We  must  not  vet  say  how  many 
new  w--cl-  have  been  built  since  the  war  began,  hut 
we  may  say  that  it  almost  passes  belief.  Owners  of 
engineering  factories  have  told  us  that  had  anyone 
asked  them  three  years  ago  what  was  the  greatest  out 
put  thej  could  attain  they  would  have  given  figures 
a  hundred  per  cent,  or  more  below  the  mark*.  The 
-ame  may  be  said  of  our  shipyards.  By  the  careful 
Utilization  of  labor,  by  proper  addition  to  plant  of  all 
kind-,  and  by  never-ceasing  work  they  have  succeeded 
in  putting  an  enormous  number  of  vessels  into  the 
water.  Twenty  months  ago  the  designs  of  two  great 
ships  we  --aw  were  only  being  talked  about.  Now 
those  two  vessels  are  nearing  completion.  And,  be  it 
remembered,  we  are  writing  of  one  district  only.  The 
same  activity  is  going  on  in  others,  both  in  royal  and 
private  yards.  At  the  same  time  all  the  things  that 
-hip-  need  t"  maintain  or  equip  them  for  their  duties 
ue  being  finished  months,  even  year's,  before  their 
time;  factories  are  being  erected,  cranes  built,  berths 
lengthened  or  made  and  machine  tools  purchased  by 
hundred-.  Let  whoever  doubts  ponder  these  things; 
let  him,  if  he  can,  see  something  of  them,  and  he  will 
be  forced  to  admit  that  the  British  navy  of  to-day  is 
much  greater  than  before,  much  stronger,  much  bet- 
ter, and  that  the  shipbuilding  resources  of  the  country 
have  preserved  through  the  years  a  vitality  and  an 
elasticity  which  gives  them  easily  the  first  position  in 
the  world.  We  wish  we  might  be  more  precise,  that 
we  might  give  facts  and  figures,  but  as  that  is  impos- 
sible  we  only  ask  our  readers  to  share  with  us  a  confi- 
dence which  has  been  doubled  and  trebled  by  an  in- 
spection of  our  yards  and  ships. 


Year  Book  of  Ottawa  Branch,  G.S.G.E. 

The  ( Mtawa  branch  of  the  Canadian  Society  of 
(  nil  (engineers  are  taking  steps  to  keep  the  address' 
li-t  of  their  members  up  to  date.  To  this  end  they 
have  prepared  a  branch  year  book,  which  they  are 
sending  out  to  their  members,  containing  a  list  of  the 
membership  as  shown  by  present  records.  Members 
of  this  branch  are  requested  to  advise  the  secretary 
promptly  (1)  of  any  members  who  have  enlisted  for 
overseas  whose  names  are  not  so  indicated  in  the 
If  >nk;  (2)  the  names  of  any  engineers  not  included  in 
the  list  and  located  within  the  25-mile  limit;  (3)  the 
name-  of  any  engineers  on  the  list  who  are  not  now 
within  this  limit.  A  blank  form  is  also  enclosed,  so 
that  each  member's  address  may  be  brought  up  to 
date. 


There  isbeing  distributed  to  the  members  of  the 
Ottawa  branch  a  copy  of  a  general  notice  recently 
issued  by  the  honorary  secretary  of  the  Civic  Improve- 
ment League.  Quite  recently  the  chairman  and  secre- 
tary of  the  Ottawa  branch  were  invited  to  attend 
organization  meetings  of  this  league  in  Ottawa,  the 
objects  of  which  are  to  promote  the  highest  interest  of 
the  city  of  (  Mtawa  ;  to  stimulate  the  study  of  processes 
and  methods  of  civic  improvement  and  development ; 
and  to  secure  a  general  and  effective  interest  in  affairs 
pertaining  to  the  welfare  of  the  citizens.  The  League 
lias  elected  an  executive  committee,  and  while  the 
work  of  organization  is  being  completed  an  energetic 
sub-committee  of  ladies  has  undertaken  to  gather  data 
concerning  garbage  collection,  removal,  and  disposal. 
Another  sub-committee  is  at  work  on  the  question  of 
proper  tree  trimming.  The  committee  is  also  in  per- 
sonal touch  with  the  Mayor  and  Board  of  Control  re- 
garding the  early  establishment  of  an  industrial  farm, 
where  social  delinquents  may  be  improved  in  bod)'  and 
mind  instead  of  punished  and  further  degraded  by 
confinement  in  prison.  Much  other  work  will  be  un- 
dertaken shortly. 

The  League  asks  the  good-will  and  hearty  co-oper- 
ation of  everybody  in  Ottawa.  In  the  letter  sent  out 
by  the  Ottawa  branch  of  the  C.S.C.E.,  signed  by  Mr. 
John  Murphy,  chairman,  and  Mr.  J.  B.  Challies,  secre- 
tary, it  is  pointed  out  that  "engineers  more  than  any 
others  should  be  anxious  to  take  part  in  and  support 
the  good  work  of  the  Civic  Improvement  League.  It 
is,  therefore,  urgently  desired  that  as  many  of  the 
Ottawa  branch  of  the  Canadian  Society  of  Civil  Engi- 
neers as  possible  should  join  the  League  and  actively 
take  part  in  its  work." 


The  permanent  buildings  at  the  Canadian  National 
Exhibition  cost  over  $2,500,000. 


Rapid  Building  Construction 

The  illustration  herewith  shows  a  new  plant  just 
completed  by  Grant  &  Home,  engineers  and  contrac- 
tors, St.  John,  N.  B.,  for  Messrs.  McAvity  &  Sons.  The 
machine  shop  was  completed  nine  weeks  from  the  date 
on  which  the  contract  was  received,  and  the  boiler 
house,  which  was  increased  in  size  after  the  building 
was  under  way,  was  completed  two  weeks  later.  The 
majority  of  the  machinery  is  now  installed  in  the 
buildings  and  running  temporarily  with  power  obtained 
from  the  street  railway  company.  A  small  generating 
plant  is,  however,  being  installed  for  the  McAvity  com- 
pany. 
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McAvity  Machine  Shop,  St.  John,  N.B.— Completed  in  Nine  Weeks. 
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A  Parable  in  Graphics 


ii  -^-m  TILLIAM,  I  have  a  new  stunt  f'r  ye,"  was 
\A/    the  greeting  Scotty  Ross  hurled  at  his 
T  T     partner,  Billy  Ballou,  one  sweltering,  hot 
morning  in  July  as  the  latter  was  taking 
off  his  coat  and  rolling  up  his  shirt  sleeves,  prepara- 
tory to  starting  a  session  with  a  thick  roll  of  blue 
prints,  from  which  he  had  to  make  up  an  estimate. 

"What  is  it,  Scotty?  A  self-feeding  concrete  mixer 
that  collects  the  price  of  its  own  work,  or  forms  which 
place  and  strip  themselves?  I'll  bet  some  machinery 
salesman  has  been  playing  you  for  a  sucker  so  early  in 
the  morning,"  was  Bill's  reply. 

"Ye  mind  the  young  feller  that  was  up  here  from 
Ottawa  f'r  the  Water  Power  Branch,  don't  ye?  The 
one  that  was  always  tellin'  us  that  efficiency  methods 
should  be  applied  to  contractin'?  Well,  he's  back  here 
again  to  gauge  Bull  Creek  for  the  Government,  and 
dropped  into  the  shack  here  yesterday  afternoon  to 
smoke  a  pipe  with  me  and  treat  me  to  a  little  more  hot 
air.  He  has  a  new  hobby  now.  'Tis  'graphics'.  Ac- 
cordin'  to  him,  ye  can  do  anythin'  by  this  graphics 
business,  and,  sure,  I  believe  there's  somethin'  in  it  for 
us  at  that,"  continued  Scotty. 

"Wait  a  minute !  You're  going  too  fast  for  my 
infant  mind!"  cried  Billy.  "You  and  I  have  been  in 
the  contracting  game  for  ten  years  now,  and  in  that 
time  we  have  spent  a  good  deal  of  money,  for  which 
wi-  gol  precious  little  return.  If  there  is  really  any- 
thing of  value  to  us  in  this  graphics  business,  I'm  will1 
ing  tn  look  into  it,  but  1  must  get  this  estimate  for  the 
L.  M.  and  H.  retaining  walls  done  by  to-night  or  we 
will  not  be  able  to  get  a  bid  in  on  time.  What  is 
graphics,  anyway?" 

"l  isten  to  me,  boy!  Graphics  is  a  sort  of  way  of 
doin'  a  lot  of  your  figurin'  by  means  of  lines  on  bits  of 
paper.  Accordin'  to  the  young  lad,  there's  little  ye 
can't  do  by  it;  but  I'm  thinkin'  that  he's  a  bit  daft  on 
the  subject,"  Scotty  went  on.  "However,  while  he  was 
here  I  got  him  to  explain  it  to  me  as  well  as  he  could, 
and,  for  an  example,  he  took  those  very  same  rctainin' 
walls  you  was  just  kickin'  about. 

"Look  here,"  he  continued,  producing  a  diagram 
like  that  of  Figure  1,  "ye'll  note  that  all  your  walls  are 
18  inches  wide  on  the  to])  and  that  they  all  have  the 
same  batters  on  the  back  and  face.  Now,  to  get  the 
yardage  of  concrete  in  them,  ye  have  to  take  each 
height  by  itself  and  figger  them  out,  and  you're  no 
wizard  at  riggers,  me  boy,  though  you're  a  lot  better 
in  that  respect  than  I  am,  for  ye  have  the  advantage  of 
a  Eew  years'  schooling  while  I  have  none.  Look  at  this 
pretty  curve.  On  the  left  ye  see  a  line  of  figgers 
marked  'I  lei-lit  of  wall  1 1,'  and  at  the  bottom  another 
row.  marked  'Cubic  yards  per  lin.  ft.  of  wall.'  Very 
well !  Now,  suppose  we  say,  for  the  sake  of  tryin'  the 
thing,  that  ye  have  a  wall  which  is  20  feet  high,  find 
'20'  at  the  left,  and  then  run  acrost  until  yc  hit  the 
curve,  and  then  down  to  the  bottom,  where  ye  land  at 
about  ,L  in  mavbe  2.(>5,  which  means  that  in  a  foot  of 
this  wall  there  is  2.95  cubic  yards  of  concrete.  If  your 
wall  is  200  feet  long,  then  the  whole  quantity  of  con- 
crete is  200  x  2.95,  or  590  cubic  yards.  Simple,  ain't 
it?" 

"It  surely  is  simple,  Scotty.  but  I  could  get  it  closer 
by  the  old  way  of  figuring,"  answered  Billy. 

"Ye  don't  need  to  get  it  any  closer  than  ye  can  this 
way,"  replied  Scotty,  "and,  besides,  if  ye  want  to  be 


more  accurate,  just  make  your  diagram  larger,  that's 
all.  However,  'tis  near  enough  for  us  to  use  in  an  esti- 
mate anyway." 

"Give  me  that  sheet!  I'll  use  it  right  now  on  these 
walls,  since  your  young  lad  was  good  enough  to  make 
It  up  for  us,"  said  Billy. 

"Hold  up,  boy!"  answered  Scotty.  "Your  lesson 
ain't  d.one  yet.  Ye'll  mind  that  you  and  tne  have  had  a 
bet  on  the  time  that  we  will  finish  the  Hydro  job? 
Well,  I  was  talkin'  to  the  young  lad  about  that,  and  he 
says  that  is  easy.  He  drawed  me  this  one  for  that," 
producing  the  diagram  shown  in  Figure  2.  "When 
we  took  holt  there  there  was  a  hundred  yards  of  con- 
crete placed  by  the  other  feller.  Ye'll  find  all  that  up 
and  down  the  left-hand  side.  We  have  until  Novem- 
ber 5th  to  finish  the  work,  and  there  is  1,300  yards  in 
all  to  put  in.  Look  at  any  date  ye  like  along  the  bot- 
tom, and  if  ye  go  up  to  the  straight  hue  ye'll  find  how 
manv  yards  should  be  done  then  to  keep  up  to  the 
schedule.  F'r  instance,  on  September  3rd  we  should 
have  700  yards  in.  If  we  have  not,  we  are  behind  the 
game. 

"There's  a  lot  ye  can  tell  from  this  diagram.  The 
line  with  all  the  white  spots  on  it  the  young  lad  put  in 
to  show  me  how  I  was  to  keep  me  own  records.  Sup- 
pose that  it's  right,  and  that  on  the  3rd  of  September 
ye  ask  me  how  is  the  job  goin'  and  are  we  goin'  to 
finish  on  time  or  ahead  or  behind,  and  how  much.  I 
look  at  this  thing  and  I  draw  the  line  AB,  which  goes 
through  the  point  A  and  the  one  behind  it,  and  I  say  to 
you,  'Sure  boy!  We  are  ahead  of  the  game,  for  the 
point  A  is  above  the  line  of  required  progress,  and  if 
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we  can  keep  it  up  at  this  rate  we  are  goin'  to  finish 
about  September  15th,  which  is  over  seven  weeks 
ahead  of  contract  time.'  Suppose  on  the  10th  you  ask 
me  again  how  goes  it.  I  look  at  me  curve  and  I  say: 
'We  are  still  ahead  of  our  time,  but  we  are  losin' 
ground,  lor  I  find  that  CE  is  more  slantin"  to  the  right 
than  AB,  and  we  are  likely  to  finish  about  (  )ctober  3rd 
at  this  rate,  but  if  we  can  speed  things  up  to  the  rate 
of  last  week  we  will  be  done  on  September  19th,  for  I 
have  drawed  CD  so  that  it  makes  the  same  slope  as 
AH,  and  I  find  it  hits  the  1,300-yard  line  on  the  19th.'  " 
"By  cricky,  Scotty!  1  think  that  this  graphics  is 
going  to  be  some  help  to  us!"  exclaimed  Billy.   "1  sup- 
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pose  we  are  as  progressive  as  any  small  contractors 
placed  as  we  are,  where  we  have  to  do  all  kinds  of 
work  to  make  a  living,  but  there  are  sure  some  things 
that  the  college  boys  can  teach  us,  if  we  are  willing  to 
learn.  The  next  time  von  see  the  young  lad  ask  him 
for  some  more  dope  on  the  subject.  In  the  meantime 
1  will  try  to  think  of  oilier  applications  of  this  method 
in  our  business.    I  am  sure  that  there  are  a  hundred 
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places  where  it  would  be  useful.  Also  ask  him  about 
the  slide  rule.  I  know  he  uses  one,  and  I  have  seen  a 
good  many  other  engineers  use  them,  but  always 
thought  the}-  were  too  complicated  for  us.  However, 
they  may  be  some  good." 

"About  the  slide  rule  1  know  nothifl'  at  all,"  replied 
Scotty,  "but  I  do  not  believe  in  keepin'  a  young  man 
from  his  legitimate  amusements,  so  I'll  be  goin'  out  to 
the  job." 


Letters  to  the  Editor 


Bids,  Bidders,  and  Bidding. 

Editor  Contract  Record : 

I  have  been  very  much  interested  in  reading  the 
articles  that  have  been  appearing  in  your  valued  pub- 
lication on  this  subject,  but  surprised  to  see  that  very 
few  people  realize  that  conditions  which  are  very  often 
not  warranted  by  the  result  place  the  contractor  of 
modest  means  at  a  serious  disadvantage. 

It  seems  rather  a  peculiar  state  of  affairs  that  a 
large  percentage  of-the  work  in  the  West  (with  which 
a  reliable  and  trustworthy  contractor  would  care  to 
have  his  name  connected)  goes  to  Eastern  architects, 
thereby  placing  the  Western  contractor  where  he  does 
not  get  a  look  in,  and  leaving  neither  himself  nor  the 
W  estern  architect  any  other  alternative  than  to  get 
into  the  game  of  chance,  which  the  most  laudable  busi- 
ness on  the  face  of  the  earth,  viz.,  the  building  up  of 
the  country,  has  now  become;  and  this  is  through  our 
catering  to  the  people  who  now  so  freely  advise  us. 

It  has  never  appeared  quite  clear  to  the  writer  why 
it  was  necessary  to  have  a  Montreal  architect  and  a 
Xew  York  contractor  on  the  MacDonald  Hotel  or  the 
Arts  Building  at  Edmonton,  for  example,  or  why  it 
was  necessary  to  go  to  Chicago  to  get  brains  enough 
to  build  the  Simpson  building  at  Regina,  or  why  go  to 
England  for  a  designer  for  the  Manitoba  lawsuit. 

Is  it  any  wonder  that  the  Western  architect  and 


contractor  should  display  a  little  energy  and  perhaps 
indulge  in  liberties  at  which  they  themselves  would 
blush,  only  they  feel  they  must  do  it  or  be  starved  out 
of  business  ? 

W  e  pride  ourselves  much  these  times  about  our 
patriotism,  and  if  there  is  any  virtue  in  the  accepted 
saying,  "Charity  begins  at  home,"  it  is  doubly  true  in 
our  duty  to  Ourselves,  in  the  building  up  of  a  country 
endowed  with  so  rich  a  heritage. 

What  would  be  the  result  if  the  good  people  of 
Regina,  or  possibly  Saskatchewan,  were  to  tell  the 
Simpson  Company  to  go  to  Chicago  to  get  customers 
for  their  wares?  But  they  know  there  is  not  the  re- 
motest chance  of  such  a  thing  taking  place.  They  are 
banking  on  the  credulity  of  the  public,  and  are  sure  to 
win  out. 

The  situation  of  the  sub-contractor  would  be  very 
much  different  were  he  differently  placed.  He  invari- 
ably has  to  solicit  his  business  from  people  who  have 
the  price  fixed,  and  whatever  they  can  succeed  in  talk- 
ing the  sub  out  of,  below  that  fixed  price,  is  clear  gain 
to  the  contractor.  Conditions  in  general,  from  such 
master  undertakings  as  the  Panama  Canal  to  the  cor- 
ner grocery,  would  be  vastly  improved  if  we  could  be 
favored  with  less  advice  from  higher  up,  and  society 
would  greatly  improve  by  allowing  the  rank  and  file 
the  privilege  Of  occasionally  using  their  own  grey  mat- 
ter. 

The  writer  is,  in  a  measure,  familiar  with  building 
conditions  in  a  great  many  places  on  this  continent ; 
also  the  customs  of  different  localities ;  and  I  am 
forced  to  the  conclusion  that  the  situation  in  which  a 
building  contractor  finds  himself  and  the  business  (in 
which  he  is  seeking  to  engage  himself)  has  not  been 
brought  about  altogether  by  his  own  doing,  but  has 
been  largely  the  result  of  the  interference  of  owners 
who  may  be  grocers,  tailors,  preachers,  or  lawyers, 
each  one  of  whom  may  be  an  expert  in  his  line.  Know- 
ing nothing  of  building  construction  wdiatever,  but 
being  connected  with  a  building  project,  they  have 
advice  galore  to  hand  to  the  builder,  who  is  unfortu- 
nately placed  where  he  has  to  meet  their  demands, 
knowing  at  the  same  time  they  are  impracticable,  and 
when  it  comes  settling-up  time  he  finds  himself  very 
much  the  second  party  in  the  transaction. 

The  contracting  business  has  also  materially  suf- 
fered through  the  introduction  of  the  correspondence 
school  variety  of  clerks.  I  don't  know  of  anything 
more  exasperating  than  to  go  into  an  office  and  have 
to  do  business  with  a  man  who  does  not  know  whether 
a  brick  should  be  round  or  square  if  he  has  not  seen  it 
in  the  book,  and  should  he  be  asked  the  difference  in 
price  in  laying  brick  on  the  first  storey  and  the  tenth 
he  is  helpless.  He  is  verv  likely  to  reply :  "We  figured 
the  brick  at  a  certain  price  per  M  throughout."  Here, 
again,  is  where  the  sub-contractor  suffers.  The  money 
it  takes  to  support  this  useless  cub  of  a  clerk  must  be 
made  out  of  the  sub,  regardless. 

Systems  may  come  and  systems  may  go,  but  the 
building  contracting  business  will  remain  what  it  has 
become  until  people  are  brought  to  realize  that  it  will 
not  stand  (and  survive)  any  more  meddlesome  inex- 
perience than  any  other  business  or  profession. 
Yours  very  truly. 

A  Western  Building  Inspector. 

August  1,  1916. 


Contracts  were  recently  awarded  by  Vermillion 
County,  Illinois,  for  the  longest  mileage  of  concrete 
roads  ever  let — 145  miles.  A  bond  issue  of  one  and  a 
half  million  dollars  has  been  made  to  cover  the  cost  of 
these  roads. 
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A  General  Discussion  of  the  Extent  to  which 
Sewage  can  be  Purified  by  Methods  of 
Artificial  Treatment  Now  in  Use 


(Continued  from  August  16  issue.) 


The  Trickling  Filter  System 


The  oxidizing  power  of  all  bacterial  agencies  de- 
pends upon  an  ample  supply  of  atmospheric  oxygen. 
This  must  be  absorbed  by  the  bacterial  jelly  of  the 
contact  bed,  mainly  during  the  rest  period  which  is 
limited  to  a  fraction  of  the  operating  cycle,  rarely 
exceeding  three-quarters  of  it.  The  quantitative  effi- 
ciency of  the  contact  bed  is  low  also,  because  of  its 
limited  capacity  for  the  storage  of  sewage  in  contact 
with  the  bacterial  surfaces.  These  limitations  have 
led  to  efforts  to  devise  beds  which  would  accomplish 
similar  work  without  being  subject  to  such  restric- 
tions. The  most  important  derivative  of  the  contact 
bed  is  the  trickling  filter. 

Like  the  contact  bed,  this  filter  is  composed  of 
coarse  grained  particles,  the  most  popular  size  at  pre- 
senl  perhaps  being  \l/z  in.  in  longest  dimension.  The 
thickness  of  the  beds  varies  from  5  to  10  feet,  and 
their  shape  depends  upon  the  method  of  distribution 
or  local  conditions  of  controlling  importance.  The 
stone  is  placed  upon  concrete  or  vitrified  tile  draining 
floors.  The  sewage  is  distributed  as  uniformly  as 
may  be  over  the  surface  of  the  bed,  by  revolving  arm 
sprinklers,  distributors  moving  backward  and  forward 
spreading  the  sewage  as  they  go,  or  fixed  pressure 
nuzzles  which  spray  the  sewage,  distributing  it  in  a 
manner  similar  to  that  of  the  ordinary  lawn  fountain. 
Where  the  fixed  pressure  nozzle  is  used  it  is  generally 
operated  under  a  head  diminishing  throughout  the  dis- 
charge period  from  a  maximum  of  about  7  feet  to  the 
minimum,  which  varies  from  1  to  2  feet.  The  dosing 
cycle  may  consist  of  a  five  minutes'  dosing  period  and 
a  ten  minutes'  rest  period. 

This  fluctuation  in  head  may  be  obtained  by  a  but- 
terfly or  undulating  valve,  rotated  in  the  supply  main, 
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Typical   Section   OF  TricKllng  Filter 
Fltchburg.Mass.  -  Sewage  Treatment  Worh5. 

Fig.  3.— Typical  section  of  trickling  filter. 

or  by  dosing  tanks  so  designed  as  to  provide  the  pro- 
per quantity  of  sewage  at  each  head. 

When  sewage  is  first  applied  to  a  new  trickling 
filter  the  suspended  matter  clings  to  the  surface  of 
the  stones  where  it  is  temporarily  retained,  forming  a 


suitable  habitat  for  the  bacteria  present  in  the  sewage. 
Thus  a  bacterial  film,  sometimes  called  bacterial  jelly, 
is  gradually  built  up,  covering  the  surface  of  the  stone 
of  the  entire  bed.  As  the  sewage  trickles  over  this 
jelly-like  substance,  the  finely-divided  colloidal  and 
some  of  the  dissolved  matter  is  retained  upon  and  in 
it  and  apparently  furnishes  the  food  supply  for  the 
myriads  of  micro-organisms  present.  In  this  manner 
the  sewage  is  deprived  of  its  putrescible  organic  mat- 
ter, which  is  gradually  worked  over  by  the  organisms 
and  idtimately  given  off  to  the  passing  sewage  and 
carried  away  in  the  form  of  mineral  or  stable  organic 
substances.  It  is  of  vital  importance  to  provide  the 
proper  quantity  of  food  supply  and  an  ample  oppor- 
tunity for  the  absorption  of  atmospheric  oxygen.  The 
operation  of  the  filter  is  approximately  continuous, 
and  thus  has  a  distinct  advantage  over  the  contact  bed, 
which  of  necessity  is  both  dosed  and  aerated  period- 
ically. A  typical  section  of  a  trickling  filter  is  shown 
in  Fig.  3. 

A  very  highly  efficient  trickling  filter  will  carry  the 
process  of  oxidation  so  far  that  the  effluent  will  keep 
indefinitely,  and  if  the  contact  material  is  relatively 
fine,  the  suspended  matter  of  the  sewage  and  the  col- 
loidal matters  withdrawn  therefrom  will  be  retained 
and  a  practically  clear  and  sparkling  effluent  will  be 
produced.  Such  a  filter  will  cause  a  large  reduction 
in  the  number  of  bacteria  present  in  the  original  sew- 
age. Trickling  filters  are  ordinarily  built  of  coarse 
stone,  however,  and  contain  interstices  so  large  that 
the  suspended  matter  which  accumulates  temporarily 
passes  away  after  having  been  more  or  less  com- 
pletely worked  over  by  the  organisms.  Such  effluents 
are  turbid  and  contain  settling  solids  which  are  com- 
monly removed  in  secondary  sedimentation  tanks.  In 
tact,  one  of  the  primary  objects  in  the  design  of  trick- 
ling filters  is  to  so  construct  them  that  the  solids 
shall  not  accumulate  indefintely  in  the  stone,  but  may 
wash  out  from  time  to  time  and  thus  avoid  the  ncces 
sity  of  taking  out  the  stone  to  free  it  from  the  accumu- 
lation of  such  substances  which  otherwise  might  ulti- 
mately clog  the  filter.  It  is  necessary,  therefore,  un- 
der ordinary  conditions,  to  accept  turbidity  and  much 
suspended  matter,  as  characteristics  of  the  effluent 
from  this  type  of  filter,  and  to  provide  for  the  removal 
of  the  settling  solids  before  its  discharge  into  the  di- 
luting waters. 

The  underdrainage  system  of  the  trickling  filter  is 
of  great  importance,  since  it  is  necessary  to  convey  the 
effluent  away  freely,  and  also  to  provide  ample  means 
for  washing  out  humus  when  the  bed  discharges  its 
accumulation.  Many  types  of  filter  floor  have  been 
used  for  this  purpose.  The  one  used  at  Fitchburg, 
Mass.,  consists  of  a  series  of  channels  cast  in  the  con- 
crete floor,  spanned  with  concrete  beams  or  "bricks," 
the  whole  being  covered  with  cobble  stones  before 
the  filtering  material  was  placed. 

The  walls  of  such  a  filter,  if  below  the  ground 
level,  need  be  hardly  more  than  diaphragms  to  pre- 
vent the  material  of  the  filters  from  mingling  with 
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the  adjoining  earth,  and  to  keep  the  sewage  or  effluent 
from  escaping  into  the  soil.  Such  a  diaphragm  wall, 
built  by  plastering  reinforcing  steel  with  mortar  by 
means  of  the  cement  gun,  was  employed  at  Fitchburg, 
and  is  shown  in  Fig.  4. 

Sand  Filters 

The  intermittent  sand  filter  is  one  of  the  oldest 
devices  for  the  artificial  treatment  of  sewage.  It  con- 
sists  of  a  hod  of  sand  from  3»t0  5  feet  in  depth,  en- 
closed within  embankments  and  usually  provided  with 
undcrdrains.  It  is  necessary  to  use  a  free  draining 
sand,  if  filters  are  to  he  capable  of  handling  a  rea- 
sonable  quantity  of  sewage. 

As  the  name  implies,  these  beds  are  operated  in- 
termittently. They  are  dosed  by  completely  flooding 
the  surface  as  quickly  as  possible,  preventing  excessive 
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Fig.  4.— Details  of  wall  for  trickling  system. 

quantities  of  sewage  from  penetrating  portions  of  the 
bed  near  the  distributors,  and  thus  aiding  in  uniform 
distribution.  Dosing  is  best  accomplished  in  the 
-mailer  plants  by  storing  the  sewage  until  the  desired 
quantity  has  accumulated,  when  the  dose  is  suddenly 
and  quickly  released  by  automatic  apparatus. 

The  sewage  percolates  through  the  sand,  where  it 
comes  in  intimate  contact  with  living  organisms,  as  in 
the  contact  and  trickling  filters.  In  fact,  the  biological 
processes  appear  to  be  practically  identical  in  these 
types  of  filte/s,  although  the  oxidation  is  usually  car- 
ried somewhat  further  in  the  sand  beds.  There  is, 
however,  one  distinct  difference  between  the  sand  filter 
and  the  trickling  filter  as  ordinarily  constructed  and 
operated.  The  former,  due  to  its  fine  particles  and 
small  interstices,  retains  the  suspended  solids  mech- 
anically, and  is  thus  enabled  to  produce  an  effluent 
which  is  clear,  sparkling  and  colorless.  The  trickling 
filter,  as  already  explained,  because  of  its  large  inter- 
stices, allows  the  suspended  matter  ultimately  to  pass 
through  it,  giving  to  the  effluent  a  decidedly  turbid  ap- 
pearance. A  well-operated  sand  filter  will  carry  the 
Oxidation  of  the  organic  matter  nearly  to  completion, 
converting  it  very  largely  into  mineral  substances. 
The  bacterial  reduction  may  also  be  far  superior  to 
that  obtained  by  ordinary  types  of  contact  and  trickling 
beds.  Effluents  in  fact  are  obtained  in  which  the  bac- 
teria are  less  than  one  per  cent,  of  the  number  present 
in  the  original  sewage,  a  result  fully  equal  to  that 
obtained  by  ordinary  disinfection. 

Obviously  the  retention  of  the  suspended  matter 


ui ion  and  in  the  sand  causes  a  reduction  in  its  capacity, 
and  if  this  accumulation  is  permitted  to  increase  in- 
definitely, the  filter  will  become  practically  impervious 
to  water.  It  is  necessary,  therefore,  to  provide  for  the 
periodic  cleaning  of  the  filters,  which  is  accomplished 
by  raking  and  scraping  off  the  mat  remaining  upon  the 
surface  of  the  sand  after  the  filter  has  become  dry. 
Heavy  mats  necessitate  frequent  and  expensive  clean- 
ing, which  may  be  reduced,  to  some  extent,  by  pass- 
ing the  sewage  through  sedimentation  tanks  before  it 
is  applied  to  the  filters.  It  is  usual,  therefore,  in  such 
installations  to  combine  with  the  sand  filter,  suitable 
sedimentation  tanks  for  the  removal  of  the  coarser 
suspended  matter. 

The  efficiency  of  sand  filters,  as  well  as  of  contact 
beds  and  trickling  filters,  is  much  lower  during  cold 
weather  than  in  the  summer.  It  is  necessary  to  make 
ample  provision  for  winter  conditions,  to  avoid  the 
freezing  of  the  applied  sewage  in  a  solid  layer  adhering 
to  the  surface  of  the  beds.  This  is  accomplished  by 
furrowing  or  by  raking  the  surface  material  into  piles, 
so  that  the  ice  sheet  may  be  held  up  above  the  normal 
surface,  thus  providing  a  natural  roof  or  cover,  below 
which  the  sewage  flows  to  the  various  parts  of  the 
bed,  and,  which  protects  the  sand  from  extreme  cold 
and  snow. 

BROAD  IRRIGATION 

It  is  hardly  necessary  to  discuss  here  the  merits 
and  demerits  of  broad  irrigation,  the  oldest  method  of 
artificial  oxidation  of  sewage  upon  land.  This  meth- 
od has  found  little  favor  in  this  country. 

It  is  capable,  under  favorable  conditions,  of  produc- 
ing a  very  highly  purified  effluent — fully  equal  to  that 
of  the  sand  filter. 

DISINFECTION 

The  methods  of  sewage  treatment  thus  far  des- 
cribed, deal  primarily  with  the  prevention  of  objection- 
able deposits  and  offensive  conditions.  Disinfection 
deals  with  the  destruction  of  organisms.  Normal  mun- 
icipal sewage  may  be  said  to  contain  about  one  million 
bacteria  per  cubic  centimeter,  while  they  frequently 
run  as  high  as  10  or  20  million  per  c.c.  in  old  and  strong 
sewages.  Of  these  the  great  majority  are  probably 
harmless.  Pathogenic  organisms,  however,  may  he 
present  in  sewage  and  the  object  of  disinfection  is  to 
kill  such  organisms,  or  to  so  reduce  their  numbers 
that  they  may  not  he  a  menace  to  health. 

For  this  purpose  calcium  hypochlorite,  or  bleaching 
powder,  and  liquid  chlorine,  have  been  used.  The 
quantity  required  varies  according  to  the  quality  of 
the  sewage  or  effluent  to  be  disinfected  and  the  extent 
to  which  it  is  desired  to  reduce  the  number  of  bac- 
teria. The  quantity  of  available  chlorine  used,  varies 
from  3  to  6  parts  per  million,  which  is  equivalent  to 
25  to  50  lbs.  per  million  gallons  of  sewage.  These 
quantities  of  chlorine  are  equivalent  roughly  to  75  to 
150  lbs.  of  bleaching  powder  per  million  gallons  of 
sewage. 

This  treatment  is  not  likely  to  produce  a  sterile 
effluent,  but  will  reduce  the  number  of  bacteria  grow- 
ing at  body  temperature, — 37  degs.  Cent. — from  75  to 
90  per  cent,  and  the  coli  from  ''0  to  95  per  cent.  Such 
disinfection  has  been  assumed  to  he  sufficient  when  the 
effluent  was  discharged  into  tide  water  above  oyster 
beds  and  an  adequate  protection  of  the  public  w  here 
the  discharge  was  into  large  streams  or  bodies  of 
water  from  which  water  supplies  were  taken,  provided 
they  were  efficiently  filtered  and  disinfected  before 
use. 
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The  Activated  Sludge  Process 


During  the  past  two  years  the  attention  of  sani- 
tary engineers  has  been  focussed  upon  a  new  method 
of  sewage  treatment  known  as  the  activated  sludge 
process.  This  process  appears  to  have  been  discover- 
ed accidently  by  Messrs.  Ardern  and  Lockett,  who 
presented  the  results  of  their  original  experiments 
at  Manchester,  England,  in  the  "Journal  of  the  Society 
of  Chemical  Industry,"  May  30,  1914.  They  found  that 
when  sewage  was  kept  for  several  hours  in  intimate 
contact  with  sewage  sludge,  by  agitation  with  a  cur- 
rent of  air,  the  sludge  assumed  the  form  of  a  light  floc- 
culent  precipitate,  the  suspended  and  colloidal  sub- 
stances were  attracted  to  and  absorbed  by  these  flloc- 
uli  and  the  dissolved  matters  were  oxidized,  the  free 
ammonia  being  transformed  into  nitrates. 

Milwaukee  Experiments 

Many  experiments  with  this  method  of  treatment 
have  been  made,  the  most  notable  perhaps  being  those 
of  the  Milwaukee  Sewerage  Commission,  of  which 
Mr.  T.  Chalkley  Harton  is  Chief  Engineer,  and  Mr. 
William  R.  Copeland  is  Chief  Chemist. 

This  process  is  still  in  an  experimental  stage,  al- 
though at  Milwaukee  it  was  thought  that  sufficient  pro- 
gress had  been  made  to  warrant  the  construction  of  a 
two-million  gallon  plant,  which  was  completed  in  De- 
cember and  has  been  in  operation  two  months.  The 
plant  consists  of  eight  round  aerating  tanks  30  feet 
in  diameter  and  of  sufficient  depth  to  accommodate 
about  10  feet  of  sewage,  including  20  per  cent,  of 
sludge.  Partitions  are  so  arranged  as  to  confine  the 
sewage  to  channels  6  feet  wide,  through  which  it  flows 
continuously,  passing  from  tank  to  tank.  From  the 
aeration  tanks  it  flowrs  to  a  sedimentation  tank,  being 
admitted  at  a  considerable  depth  below  the  surface, 
and  flowing  upward  to  skimming  troughs  into  which 
it  flows  in  a  thin  film  at  the  surface  of  the  tank.  Two 
tanks  of  similar  size  are  provided  for  the  storage  and 
re-aeration  of  the  sludge  collected  in  the  sedimenta- 
tion tank.  The  plant  is  also  provided  with  the  neces- 
sary air  blowers  and  measuring  devices.  The  equip- 
ment for  handling,  dewatering  and  drying  the  sludge, 
has  not  yet  been  fully  determined  upon. 

Method  of  Operation 

While  the  methods  of  treatment  in  different  places 
vary  considerably,  the  concensus  of  opinion  at  the  pre- 
sent time  (1916)  appears  to  be  that  operation  by  con- 
tinuous flow  through  the  aeration  and  sedimentation 
tanks  is  preferable  to  the  fill  and  draw  method  which 
has  been  used  in  some  of  the  smaller  experiments.  The 
process  can  be  explained  conveniently  by  describing 
the  method  of  operation  of  the  new  Milwaukee  plant 
as  it  is  intended  to  be  used  when  certain  modifications 
have  been  made. 

Sewage  Aeration 

Sewage  Hows  continuously  through  the  aerating 
tanks  which  are  provided  at  the  bottom  with  an  air 
distribution  system  consisting  of  ducts  above  which  arc 
placed  thin  porous  plates.  These  "tiltros"  plates  arc 
confined  to  a  single  row  extending  along  the  middle  of 
the  sewage  channel.  The  air  is  admitted  to  the  porous 
plates  under  a  pressure  slightly  greater  than  that  ex- 
erted by  the  overlying  column  of  sewage.  In  this  man 
tier  the  sewage  is  constantly  mixed  with  the  sludge  by 


the  rising  air.  and  at  the  same  time  the  sludge  and  the 
liquid  are  afforded  an  opportunity  to  absorb  oxygen 
from  the  air.  Just  before  the  sewage  is  admitted  to  the 
first  aeration  tank,  it  receives  a  dose  of  activated 
sludge,  equivalent  to  20  per  cent,  of  its  volume.  The 
method  of  preparing  this  sludge  will  be  described  later. 

The  period  of  aeration  is  intended  to  be  about  four 
hours,  which  obviously  corresponds  to  the  length  of 
time  required  for  the  sewage  to  flow  through  the  eight 
aeration  tanks.  The  quantity  of  air  required  for  aera- 
tion of  the  sewage  appears  to  be  about  1.75  cu.  ft.  of 
free  air  per  gallon  of  sewage  treated. 

Sedimentation 

As  it  is  important  to  maintain  the  sludge  in  inti- 
mate contact  with  all  portions  of  the  sewage  in  the 
aerating  tanks,  it  is  necessary  to  provide  for  sedimenta- 
tion, immediately  after  the  sewage  leaves  them.  The 
flocculent  precipitate,  however,  settles  quickly  and  a 
clear  effluent  can  be  obtained  from  suitable  sedimenta- 
tion tanks.  It  is  expected  at  Milwaukee  to  reduce  the 
nuantity  of  suspended  matter  in  the  sewage  to  less  than 
20  parts  per  million,  as  the  effluent  leaves  the  sedi- 
mentation tank.  The  suspended  matter  gradually  falls 
to  the  bottom  where  it  accumulates  as  a  thin  sludge. 

Sludge  Handling 

From  the  sedimentation  tank  in  which  the  sludge 
naturally  contains  98  or  99  per  cent,  water,  the  sludge 
flows  to  a  deep  concentration  well  where  it  is  hoped  to 
reduce  the  water  content  to  96  per  cent,  or  less.  From 
this  well  the  sludge  may  be  pumped  into  the  incom- 
ing sewage  or,  when  necessary,  to  the  sludge  reser- 
voirs where  it  is  continuously  aerated  to  reactivate  it 
before  pumping  it  to  the  raw  sewage. 

There  are  as  yet  very  few  data  to  indicate  the 
quantity  of  sludge  likely  to  be  produced  by  the  acti- 
vated sludge  treatment  of  sewages  in  general.  The 
Milwaukee  cxnerimcnts  indicate  that  the  quantity  will 
range  from  3,000  to  6,000  gals,  per  million  gallons  of 
sewage  treated.  This  sewage  is  relatively  strong,  its 
volume  being  equivalent  recently  to  aboul  so  gallons 
per  capita  per  day.  It  contains  considerable  industrial 
wastes  and  may  produce  an  abnormal  quantity  of 
sludge. 

Analyses  of  this  sludge  indicate  that  when  dry  it 
contains  sufficient  fertilizing  ingredients  to  make  its 
utilization  commercially  attractive.  There  are.  how- 
ever, serious  difficulties  to  be  overcome  in  dewatering 
and  drying  the  sludge.  Very  little  progress  has  been 
made  Upon  this  phase  of  the  problem. 

Theory  of  Action 

The  most  noticeable  effect  of  this  treatment  upon 
the  sewage,  is  the  formation  of  the  precipitate  called 
"activated  sludge."  It  is  light  brown  in  color,  appar- 
ently very  light  in  weight,  and  readily  forms  loose  ag- 
gregations called  "flocculi,"  resembling  precipitated 
hydrate  of  iron.  These  flocculi  are  found  to  contain 
vast  numbers  of  bacteria,  which  appear  to  be  abso 
lutely  essential  to  the  success  of  the  process.  It  is 
conceivable  that  they  exude  certain  substances  w  hich 
give  to  these  flocculi  their  peculiar  absorptive  and  at- 
tractive functions,  and  which  enable  them,  while  pass- 
ing through  the  sewage,  to  gather  to  themselves  the 
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colloidal  matter  and  bacteria,  and  to  absorb  certain  of 
the  dissolved  substances. 

rhe  action  of  this  sludge  appears  to  be  very  sim- 
ilar to  that  of  the  bacterial  jelly  surrounding  the  stones 
the  trickling  filter.  The  chemical  changes  which 
go  "ii  in  the  sewage,  in  both  processes,  appear  to  be 
practically  identical.  The  efficiency,  however,  of  the 
activated  sludge  flocculi,  in  holding  the  colloidal  mat- 
in, appears  to  be  greater  than  that  of  the  bacterial 
jells  of  the  trickling  filter,  for  the  effluent  from  the 
aeration  tanks,  after  proper  sedimentation,  is  very 
char  and  sparkling,  while  the  effluent  from  ordinary 
trickling  filters,  even  when  in  relatively  good  condi- 
tion, is  almost  always  turbid,  even  after  the  settling 
s<  'lids  have  been  removed  from  it  by  sedimentation. 
The  two  processes  although  very  similar  in  theory  of 
action,  are  carried  on  under  different  physical  condi- 
tions. In  the  case  of  the  trickling  filter,  the  sewage  is 
the  moving  medium,  passing  slowdy  over  the  absorb- 
ing jelly,  by  which  its  finely  divided  particles  and 
sdme  of  the  dissolved  matter  are  absorbed,  and  sub- 
jected to  bacterial  decomposition  and  oxidation.  In 


It  is  too  early  to  base  estimate  of  cost  of  this  pro- 
cess upon  actual  operating  data.  The  expense  will 
apparently  be  divided  into  two  parts,  that  of  the  puri- 
fication process  and  that  of  sludge  disposal.  Air  alone, 
at  the  rate  of  cu-  ft-  of  free  air  per  gallon  of  sew- 
age treated,  will  cost  about  $14  per  million  gallons  of 
sewage,  if  power  costs  2c  per  kw.h.  Few  small  cities 
can  hope  to  purchase  power  at  a  much  lower  cost,  and 
other  methods  of  treatment  are  likely  to  prove  more 
economical  unless  a  profit  can  be  realized  from  the 
sludge.  «* 

Analyses  of  activated  sludge  from  different  experi- 
mental plants  vary  widely.  Some  indicate  the  possi- 
bility of  a  return  from  sale  of  commercially  dry  sludge, 
sufficient  to  warrant  the  payment  of  a  substantial  sum 
for  dewatering  and  drying,  but  what  these  processes 
will  cost  is  now  problematical. 

Comparison  of  Results  of  Methods  of  Sewage 
Treatment 

Sedimentation  with  or  without  screening,  is  capable 
of  removing  much  of  the  suspended  matter  capable  of 
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the  aerating  tanks,  on  the  other  hand,  the  bacterial 
jelly  is  the  moving  medium,  which,  in  contact  with 
the  sewage,  attracts  and  absorbs  the  finely  divided  and 
S<  ine  of  the  dissolved  substances,  and  within  its  con- 
fines subjects  them  to  bacterial  decomposition  and  ox- 
idation. 

Character  of  Resulting  Effluent 

The  well  settled  effluent  from  the  aerating  tanks 
as  observed  by  the  writer  at  Milwaukee  is  clear,  sparkl- 
ing and  colorless.  It  contains  ordinarily  less  than  ten 
per  cent,  as  many  bacteria  as  were  present  in  the  or- 
iginal sew  age ;  it  is  relatively  stable,  keeping  under 
exacting  laboratory  conditions  for  from  three  to  five 
days,  even  in  the  winter  when  there  is  practically  no 
nitrification,  due  apparently  to  low  temperature  of  the 
sewage.  In  warmer  weather  there  should  be  no  diffi- 
culty in  producing  a-  stable  effluent  and  even  a  highly 
nitrified  effluent. 

Application  to  Trade  Wastes 

This  method  appears  to  be  adapted  to  the  treatment 
of  certain  trade  wastes.  Experiments  being  made  by 
the  writer  upon  tannery  wastes,  give  promising  re- 
sults, while  those  upon  paper  mill  wastes  are  not  en- 
couraging, probably  because  these  wastes  are  not  as 
susceptible  to  vigorous  bacterial  action. 


settling  in  a  short  time.  Referring  again  to  the  hypo- 
thetical sewage,  by  way  of  illustration,  it  may  be  as- 
sumed that  this  process  will  effect  a  removal  of  about 
130  p. p.m.  of  suspended  solids.  This  leaves  170  parts 
of  suspended  solids  and  500  parts  of  dissolved  solids 
— an  highly  putrescible  effluent  which  is  decidedly 
dirty  in  appearance.  Such  an  effluent,  however,  may 
be  turned  into  some  streams  and  bodies  of  water  with- 
out fear  of  causing  serious  deposits,  and  the  quanti- 
ties of  diluting  water  may  be  such  as  to  fully  warrant 
such  a  course. 

If,  however,  a  better  effluent  be  required,  resort 
may  be  had  to  chemical  precipitation,  by  which  it  is 
possible  to  remove  colloidal  and  suspended  matters 
more  completely  than  by  sedimentation,  and  to  the  ex- 
tent of  perhaps  290  parts,  per  million,  leaving  510  parts 
of  suspended  colloidal  and  crystalloidal  matter  in  the 
effluent  of  the  hypothetical  sewage.  A  large  part  of 
this  consists  of  soluble  matter.  Even  this  reduction  is 
not  sufficient  to  render  the  effluent  non-putrescible,  and 
it  might  be  added  that  in  most  cases  where  this  meth- 
od has  been  employed  the  operating  costs  have  been 
so  curtailed  that  the  results  obtained  have  hardly  been 
comparable  with  those  of  which  the  process  is  capable. 

The  quantity  of  suspended  and  colloidal  substances 
removed  by  screens,  grit  chambers,  sedimentation  and 
chemical  precipitation  may  be  tabulated  as  follows. 
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Coarse  Screens   5  to  XO  parts  per  million 

Fine  Screens   20  to  70  parts  per  million 

Grit  Chambers  10  to  40  parts  per  million 

Plain  Sedimentation   130  parts  per  million 

Chemical  Precipitation   290  parts  per  million 

Activated   Sludge,   more   than    ...  290  parts  per  million 

All  of  these  methods,  therefore,  leave  in  the  sew- 
age some  suspended  and  colloidal  matter  and  practic- 
ally all  of  the  crystalloidal  substances.  Where  further 
purification  is  required,  methods  of  oxidation  are  em- 
ployed. 

The  results  obtained  by  bacterial  oxidation  in  sand 
or  stone  beds,  have  varied  greatly.  The  best  results 
can  be  obtained  undoubtedly  by  the  use  of  sand  fil- 
ters, with  which  a  clear,  sparkling  non-putrescible 
effluent  can  be  produced  without  difficulty.  Such  an 
effluent  is  as  good  as  can  be  obtained  by  any  of  the 
available  processes  and  may  contain  no  more  bacteria 
than  a  well  disinfected  settled  sewage. 

The  activated  sludge  method  produces  a  clear, 
sparkling,  well-oxidized  effluent.  Its  bacterial  effici- 
ency apparently  approaches  that  of  the  sand  filter,  as 
does  its  power  of  oxidation  and  removal  of  organic 
matter. 

To  any  one  of  these  methods  it  is  practicable  to  add 
disinfection  with  chlorine,  which  will  reduce  the  num- 
ber of  organisms  to  such  an  extent  that  the  discharge 
of  the  effluent  into  tidal  waters  or  into  large  bodies  of 
water  from  which  water  supplies  are  taken  and  pro- 
perly filtered  and  disinfected,  should  not  endanger 
health. 

By  available  methods  it  is  practicable  to  produce  an 
effluent  of  almost  any  required  degree  of  purification. 
Local  conditions  in  one  place  may  favor  the  adoption 
of  one  method,  while  those  of  some  other  city  may 
warrant  an  entirely  different  process.  In  general, 
where  large  bodies  of  water  are  available  for  dilution 
it  is  unnecessary  to  adopt  artificial  means  of  oxidizing 
the  organic  matter.  While  natural  resources  for  the 
oxidation  of  sewage  should  be  utilized  as  fully  as  is 
compatible  with  the  general  welfare,  they  should  not 
be  abused  by  the  discharge  of  overtaxing  loads  of  or- 
ganic matter  into  streams  and  waters,  by  which  their 
value  of  natural  resources  is  destroyed  wholly  or  in 
part. 

The  problem  before  the  engineer  today  is  not  so 
much  how  it  is  possible  to  purify  sewage  as  it  is  to 
determine  to  what  extent  the  sewage  should  be  purified 
to  meet  the  existing  conditions  and  by  what  process  can 
this  be  most  economically  accomplished. 

Waterworks  and  Sewerage  Operations  in 
the  Town  of  Simcoe 

By  W.  C.  McCall 

TIMS  was  established  in  1907,  at  a  cost  of  $76,000. 
Extensions  since  that  date,  $20,000;  total  cost 
$96,000.     We  adopted  the  meter   system  at 
once,  and  have  in  use  nearly  700,  although  we 
have  a  Hat  rate  for  single  taps  of  something  over  200. 

Our  total  mains  and  extensions  amount  to  over 
twelve  miles,  so  that  nearly  every  taxpayer  is  accom- 
modated. With  74  hydrants,  our  fire  system  is  all  thai 
could  be  desired,  having  a  standpipe  pressure  of  60 
pounds  and  a  lire  pressure  of  125.  We  have  a  simple 
and  unique  way  of  closing  off  the  standpipe  during  a 
lite  that  would  have  to  be  seen  to  be  appreciated,  han- 
dled by  the  engineer  at  the  pumping  station,  2,0(K)  feet 
away — a  simple  matter  of  hydraulics  and  the  only  one 
used  in  Canada.  Average  daily  pumping,  about 
160,000  gallons,  showing  the  benefit  of  the  meter  sys- 
tem. 


Water  comes  from  a  number  of  springs,  and  runs 
through  galleries  to  the  station.  The  springs  and  gal- 
leries are  12  feet  under  ground,  so  that  the  water  is 
cool  and  pure,  having  no  contamination  from  any 
source. 

Meter  rates  are  reasonable  for  a  small  town — from 
$4.00  up,  according  to  size.  Water  rates  are  15  cents 
per  100  cubic  feet  maximum;  4j/2  cents  minimum,  ac- 
cording to  amount  used.  A  minimum  charge  of  $6.00 
is  made  on  every  service  per  year.  Ten  per  cent,  dis- 
count is  made  on  all  accounts  paid  before  tenth  of  the 
month,  rates  collected  quarterly. 

Sewerage  Department. 

This  was  installed  in  1914,  at  a  cost  of  $130,000. 
We  use  one  pumping  unit  of  25  h.p.,  electrically  driven, 
and  an  auxiliary  of  a  25  h.p.  natural  gas  engine,  work- 
ing separately. 

Our  septic  tanks  are  not  strictly  fmhoff,  being  de- 
signed by  Willis  Chipman  C.E.,  of  Toronto,  and  do 
their  work  well.  We  have  lour  settling  basins  or  beds, 
where  the  fluid  filters  after  leaving  the  septic  tanks. 
The  whole  system  is  working  well,  and  is  a  credit  to  a 
town  of  our  size.  It  is  an  expensive  necessity,  but 
is  worth  it. 


More  Underground  in  Montreal 

The  City  of  Montreal  having  decided  thai  the  high- 
tension  conduits  should  be  owned,  operated,  and  con- 
trolled by  the  power  companies,  the  Montreal  Tram- 
ways Company  have  just  placed  contracts  for  the  con- 
struction of  a  high  tension  13,200-volt  conduit  system 
to  inter-connect  their  several  power  houses  and  sub- 
stations on  the  Island  of  Montreal.  The  tenders  have 
been  let  to  G.  M.  Gest,  Limited,  Montreal,  and  Quin- 
lan  &  Robertson,  Limited,  Montreal,  each  contracting 
firm  building  approximately  half  of  the  total  system, 
which  it  is  expected  will  be  completed  this  year.  Spe- 
cifications and  tender  forms  have  been  issued  for  the 
necessary  cables.  The  conduits  will  be  of  vitrified 
clay  "Camp"  duct,  4j4  in.  round  bore.  The  manholes 
will  be  of  brick  construction. 


Royal  Architectural  Institute  Assembly 

The  general  annual  assembly  of  the  Royal  Archi- 
tectural Institute  of  Canada  will  be  held  at  Quebec  on 
September  8-9,  1916.  A  very  interesting  programme 
is  being  prepared,  which  will  include  matters  of  inter- 
est to  every  architect  in  the  Dominion.  Every  Cana- 
dian architect  is  cordially  invited,  and  is  welcome  at 
all  sessions,  whether  a  member  of  the  Royal  Institute 
or  not.  The  programme  will  be  sent  at  an  early  date 
to  every  member  of  the  Institute,  and  will  contain  all 
particulars  concerning  the  assembly.  Alcide  Chausse, 
5  Beaver  Hall  Square,  Montreal,  is  houorary  secretary 
of  the  Institute. 


Intercepting  Sewer,  St.  Lambert 

Representatives  of  St.  Lambert,  Longueuil,  Mon- 
treal South,  and  Greenfield  Park,  on  the  south  shore 
of  the  St.  Lawrence,  have  agreed  to  take  steps  for  the 
construction  of  an  intercepting  sewer  which  will  re- 
ceive the  sewage  from  all  four  municipalities  and  dis- 
charge it  at  a  point  below  Longueuil.  Two  munici- 
palities will  choose  an  engineer,  the  other  two  an- 
other engineer,  and  these  will  appoint  a  third  to  inv  es- 
tigate the  question  of  cost  and  its  apportionment 
among  the  municipalities.  It  is  also  proposed  to  form 
a  standing  committee  of  the  municipalities  to  look 
after  the  water,  and  drainage  of  the  districts. 
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Electrics  Used  in  Refuse  Collection 

Experiences  of  an  English  Superintendent  Favorable — 
Opinion  Upheld  by  a  Number  of  Municipal  Officers 

By  J.  Terry* 


Having  given  much  thought  and  consideration  to  the 
various  papers  relating  to  motor  traction  given  at  our  con- 
ferences during  recent  years,  1  had  decided  that  motor  ve- 
hicles  were  not  suitable  to  the  peculiar  conditions  which  pre- 
vailed in  Nottingham. 

M.m\  of  you  will  no  doubt  remember  that  our  con- 
ference  last  year  synchronized  with  an  exhibition  organized 
l.y  the  Road  Board  at  the  Horticultural  Hall,  where  vehicles 
of  various  descriptions  were  displayed,  and  it  was  there  I 
saw  the  first  electric  vehicle,  with  which  I  was  very  much 
impressed.  From  the  information  then  received,  and  from 
my  previous  knowledge,  I  summed  up  the  advantages  and 
disadvantages  of  the  various  vehicles  as  follows: — 

Petrol-Driven  Vehicles 

Advantages: 

Moderate  capital  cost. 

High  speed. 
Disadvantages: 

High  running  costs. 

Proved  inability  to  withstand  constant  starting  and 
stopping. 

High  maintenance  costs. 

Heavy  tire  expenditure. 

Dear  fuel.    Fluctuating  price  of  same. 

Many  working  parts. 

Motor  running  while  vehicle  stands. 

Noisy  on  low  speeds. 

Skilled  drivers  needed,  and  special  maintenance  staff. 
Steam-Driven  Vehicles 

Advantages: 

Moderate  capital  cost. 
Satisfactory  speed. 
Cheaper  fuel. 

Satisfactory  starting  and  stopping. 
Disadvantages: 

Constant  wastage  of  power  when  standing. 

Skilled  labor  to  manage,  and  then  two  men  required. 

Costly  maintenance. 

Heavy  tire  expenditure. 

Frequent  loss  of  earning  power  during  overhaul. 

Fear  of  boiler  troubles. 

Noise — steam  exhaust  offensive. 

Electric 

Advantages: 

Ample  speed. 

Ability  to  withstand  starts  and  stops. 
Very  rapid  acceleration. 

Few  moving  parts,  therefore  low  maintenance. 
Cheaper  tires  (initial  cost). 

Less  wear  on  tires  owing  to  easy  turning  movement. 
Cheap  fuel  at  fixed  prices. 

Ease  of  control,  therefore  horsc-mcn  prove  successful 
drivers. 

By  employing  the  electric  there  would  be  no  noise,  odor, 
smoke,  gears  to  change,  no  clutch,  no  carburettor  to  adjust, 
no  ignition  troubles,  or  no  boilers  to  overheat;  therefore  I 
could  not  fail  to  lean  towards  this  vehicle,  which  had  to  be 
used  on  the  heaviest  possible  work,  with  a  staff  whose  en- 
gineering experience  was,  to  say  the  least,  modest. 

•  Cleansing  Superintendent.  Nottingham,  at  Annual  Conference  of  the  In- 
stitute of  Cleansing  Superintendents,  held  at  Cardiff,  England. 


Heavy  Initial  Cost 

While  I  favored  the  electric  vehicle,  I  did  not  approve 
its  high  cost,  and  did  my  til  most  to  obtain  a  reduction.  I 
found  that  the  manufacturers,  although  keenly  competitive, 
were  unable  to  reduce  their  charges,  the  reason  for  this 
being  that  the  output  of  electric  vehicles  is  very  small  com- 
pared with  other  types  of  vehicles.  The  works  costs  must 
therefore  remain  high  until  the  demand  grows.  Added  to 
this,  the  high  cost  of  freight  and  insurance  brings  about  a 
total  which  appears  very  heavy  compared  with  the  purchase 
price  of  petrol  and  steam  vehicles  available  on  their  merit 
at  their  present  prices.  I  found  that  users  had  experienced 
little  or  no  maintenance,  and  that  the  claim  that  an  "electric" 
was  good  for  a  life  of  even  so  much  as  fifteen  years,  without 
undue  maintenance,  was  likely  to  prove  true.  This  materi- 
ally simplified  the  proposed  initiation,  with  the  result  that  1 
advised  my  committee  to  make  an  immediate  experiment, 
which  suggestion  was  promptly  acted  upon. 

T  then  decided  that  I  needed  vehicles  of  3-ton  capacity, 
hut  I  have  since  seen  that  a  mixed  fleet  of  2  and  3  tonners 
working  in  pairs  of  equal  capacity  will  be  ideal  for  the  con- 
venience of  our  town.  The  body  must  be  of  sufficient  capa- 
city to  carry  the  load  under  average  conditions,  but  no  con- 
cern need  be  felt  when  the  weight  per  cubic  yard  exceeds 
normal,  as  no  vehicle  of  good  design  should  be  strained  un- 
der the  occasional  maximum  conditions. 

High  speed  would  be  no  advantage,  for  when  working 
in  pairs  the  maximum  speed  required  is  governed  by  the 
speed  of  filling.  It  would  obviously  be  a  fallacy  to  accelerate 
speed  if  the  empty  vehicle  has  to  wait  while  the  second  ve- 
hicle is  nearing  the  completion  of  loading,  and  alternatively 
the  capacity  of  body  is  governed  by  the  distance  the  loads 
have  to  be  taken.  A  speed  of  from  9  to  12  miles  per  hour 
is  ample. 

It  was  essential  that,  whichever  power  was  selected,  the 
vehicle  must  be  capable  of  starting  and  stopping  upon  all 
levels  and  conditions  of  road  without  causing  undue  main- 
tenance. The  simplicity  of  the  mechanism  convinced  me 
that  the  "electric"  would  excel  in  this  respect. 

Batteries 

The  next  and  more  difficult  point  to  decide  was  the 
selection  of  battery.  When  I  first  mentioned  electrics  to  my 
chairman  he  opposed  the  idea,  on  the  ground  that  his  ex- 
perience of  them  was  not  satisfactory.  T  replied  that  I  was 
not  surprised,  as  undoubtedly  he  had  been  using  lead  bat- 
teries, and  as  this  may  have  been  the  experience  of  others 
I  trust  you  will  excuse  me  if  I  appear  to  dwell  somewhat 
on  this  point. 

I  do  not  pretend  to  be  an  electrical  engineer,  but  I  have 
friends  whose  advice  is  worth  seeking.  Upon  hearing  my 
requirements  they  sagely  shook  their  heads  and  gave  ma 
many  hints  on  the  upkeep  of  lead  batteries,  which  were  of  a 
more  or  less  bewildering  nature.  ]  then  chanced  to  meet 
with  a  pamphlet  describing  the  upkeep  of  a  traction  lead  bat- 
tery. The  following  is  a  part  of  the  article  in  brief  outline: 
"All  positive  plates  slowly  disintegrate  during  their  working 
life,  though,  as  will  be  shown  later,  the  rate  of  disintegra- 
tion is  largely  controllable  by  the  user,  depending  upon  the 
care  exercised  in  avoiding  free  and  violent  gassing  in  the 
course  of  charging  the  battery.  But,  slowly  or  quickly,  the 
process  of  shedding  the  active  material  goes  on,  and  unless 
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ample  space  is  provided  for  the  reception  of  material  so 
thrown  down,  it  will  soon  accumulate  to  a  level  where  it 
touches  the  plate,  when  it  'short  circuits,'  or,  in  other  words, 
makes  a  circuit  inside  the  cell.  Unless  the  cells  be  immedi- 
ately cleaned  out — and  this  involves  time  as  well  as  a  certain 
amount  of  skill  and  expense — the  plates  will  soon  be  ruined." 

I  need  hardly  state  that  such  precaution  seemed  difficult 
when  the  nature  of  our  work  was  considered,  and  it  was  a 
considerable  relief  to  find  upon  examination  that  the  "Nickel 
Iron  Accumulator"  battery  was  free  of  weaknesses  such  as 
have  been  described.  1  agree  that  the  imperfections  of  the 
lead  battery  may  be  more  aggressive  when  explained  in  cold 
print  than  when  handled  by  skilled  electricians.  1  bad  to 
remember  that  skill  in  handling  does  not  end  the  care  neces- 
sary for  successful  maintenance.  Much  harm  can  be  done 
to  the  battery  by  careless  discharge,  and  temporary  short 
circuit,  if  not  .absolutely  disastrous  with  some  types  of  lead 
battery,  at  least  causes  inconvenience,  and  may  entail  its 
removal  from  service.  This  would  necessitate  spare  sets 
and  special  appliances  for  the  easy  removal  of  approximately 
three-quarters  of  a  ton  of  cells  by  the  means  of  lifts,  jacks, 
trucks  and  similar  contrivances. 

Obviously  in  this  class  of  service  it  is  essential  to  have 
the  battery  dust-proof  and  mechanically  strong.  This  you 
will  agree  is  even  more  necessary  than  very  high  efficiency, 
for  current  is  cheap,  whereas  battery  maintenance  is  ex- 
pensive. In  the  nickel  iron  battery  I  believe  we  have  a  bat- 
tery which  is  almost  indestructible  within  a  reasonable  ser- 
vice. Certainly  the  manufacturers  believe  in  its  longevity, 
for  they  have  formulated  a  special  guarantee  which  states 
tbat  on  the  completion  of  (10,000  miles  service  the  battery 
will  still  show  its  original  rated  capacity,  failing  which,  they 
will  at  their  discretion  bring  the  cells  within  the  specification, 
or  replace  same  free  of  charge.  This  guarantee  is  subject 
to  certain  conditions  as  to  maintenance,  which  are  simple  to 
follow  and  oiler  no  loophole  whereby  the  terms  of  the 
guarantee  can  be  avoided. 

As  the  mileage  per  day  on  refuse  collection  is  from 
1.1  to  22  miles,  the  average  can  be  taken  at  20  miles  per  day, 
which  represents  at  300  days  per  annum  a  ten  years'  guar- 
antee. The  manufacturers  stipulate  that  the  maximum  per- 
iod of  the  duration  of  the  guarantee  is  eight  years.  It  is 
comforting  to  know  that,  notwithstanding  this  shortening 
of  the  actual  period  of  guarantee,  "service"  is  the  destroying 
factor  —  not  "idleness."  Since  there  are  many  instances 
where  Edison  batteries  have  much  exceeded  100,000  miles 
service  in  heavy-draught  vehicles,  it  seems  probable  that  the 
capital  write-off  at  10  per  cent,  per  annum  is  much  too  con- 
servative. At  this  rate  of  reduction  of  value  the  vehicles 
successfully  carry  out  the  work  at  a  price  hitherto  unheard 
of  with  horse  traction;  therefore  it  is  wise  to  retain  the 
figures  and  benefit  at  a  later  date  should  my  calculations 
prove  too  pessimistic. 

The  cost  of  the  best  type  of  lead  battery  is  about  half 
that  of  the  nickel  iron.  Certain  makes  carry  no  guarantee 
whatever,  but  for  a  fixed  sum  per  mile  a  battery  mainten- 
ance can  be  arranged.  Other  makes  are  guaranteed  for  a 
minimum  of  20,000  miles,  in  the  event  of  this  mileage  not 
being  completed,  then  a  new  battery  is  equipped  at  a  reduced 
cosl  proportionate  to  the  lost  mileage.  That  is  to  say,  if  15,- 
000  miles  only  is  completed,  then  the  replacement  will  cost 
75  per  cent,  of  a  new  one,  subject  to  the  fluctuations  of 
Ihe  metal  market. 

Cost  of  Current 

The  guarantee  of  the  iron  battery  has  been  already  stated, 
and  from  a  business  point  of  view  I  can,  without  any  highly 
technical  knowledge  of  electricity,  appreciate  the  fact  that 
on  guarantees  the  nickel  iron  battery  is  undoubtedly  much 
superior  and  more  conclusive.  Then  comes  the  question  of 
efficiency.    The  cost  of  current  at  Id  per  unit  (  which  is  the 


almost  universal  charge  for  traction  current,  but,  unfor- 
tunately, not  so  in  Nottingham  )  will  average  approximately 
2s.  per  day.  What  is  the  difference  of  10  per  cent,  in  effici- 
ency? This  is  the  admitted  advantage  of  the  more  efficient 
lead  cell.  I  repeat,  what  is  this  small  charge  compared  with 
the  much  higher  maintenance  costs?  I  doubt  if  the  differ- 
ence will  cover  the  loss  and  inconvenience  occasioned  by  the 
vehicle  being  out  of  commission  while  the  lead  batteries 
are  being  periodically  overhauled  and  defective  plates  being 
replaced. 

While  on  the  point  of  cost  of  current  it  is  well  to  remem- 
ber that  where  destructors  are  available  so  can  electricity 
usually  be  found,  or  the  necessary  plant  be  installed  at  a 
cost  not  affecting  the  proposition  whatsoever. 

The  makers  of  the  Edison  battery  give  me  the  follow- 
ing description  of  the  construction  of  the  nickel  iron  battery: 
The  Edison  battery  is  composed  of  a  number  of  steel  plates 
contained  in  corrugated  nickel  steel  containers.  The  posi- 
tive plate  contains  alternate  layers  of  nickel  hydroxide  and 
pure  flake  nickel,  this  material  being  supported  in  spirally 
made  steel  sheaths,  the  edges  of  which  are  overlapped,  the 
whole  being  submitted  to  a  very  high  pressure  during  till- 
ing, rendering  the  contents  to  a  rock-like  nature.  These  are 
further  encased  with  a  number  of  small  steel  rings.  These 
pencils  are  supported  in  frames  made  of  the  same  material. 
The  negative  plate  consists  of  a  number  of  perforated  steel 
pockets  containing  iron  oxide,  similarly  supported.  The  op 
posite  poles  are  supported  by  pure  rubber  strip  sheets  and 
frames  in  a  concentrated  form,  the  heavy  cost  of  which,  I 
understand,  is  largely  responsible  for  the  high  cost  of  the 
cells. 

The  electrolyte  is  non-acid,  and  is  composed  of  a  solu- 
tion of  lithia  and  potash.  These  ingredients  are  interesting, 
Inasmuch  as  it  is  known  that  potash  is  a  preservative  to 
steel;  all  the  metal  parts  being  of  steel,  it  is  probably  due 
tf>  this  fact  that  the  long  life  of  the  plates  may  be  con- 
fidently anticipated. 

With  regard  to  maintenance,  so  far  no  cost  has  been 
involved,  but  a  small  sum  of  money  has  been  set  aside  to 
ward  against  possible  expense  at  a  later  date.  It  is  usual 
to  add  distilled  water  to  each  cell  by  means  of  an  automatic 
device  two  or  three  times  per  week,  depending  upon  the 
climatic  conditions.  The  frequency  of  these  operations  is 
regulated  by  the  amount  of  evaporation.  The  filling  device 
indicates  whether  the  cell  requires  more  water,  by  means  of 
a  bell  or  buzzer,  which  is  vibrated  when  filling  is  normal. 
This  process  occupies  from  six  to  ten  minutes,  and  is  carried 
out  by  unskilled  labor.  The  exterior  of  the  containers  is 
submitted  to  a  bath  of  nickel,  and  afterwards  painted  with 
an  insulating  paint  known  as  Esbalite.  It  is  important  that 
cleanliness  be  observed,  and  that  the  cells  be  regularly  re- 
painted should  the  original  coating  of  Esbalite  have  flaked 
off,  which  is  sometimes  observed.  These  precautions  are 
taken  with  a  view  to  preventing  rust,  and 'negligence  in  this 
direction  may  cause  leakage  to  the  containers  which  cannot 
be  repaired,  but  must  lie  replaced.  The  replacements  of  the 
cans  will  not  destroy  the  value  of  the  plates,  and  while  the 
expense  is  little,  such  a  debit  need  not  be  incurred  provided 
ordinary  precaution  is  taken.  The  Edison  battery  is  totally 
enclosed,  the  tilling  aperture  being  provided  with  an  ample 
cap  in  which  is  contained  a  ball  valve  which  prevents  foreign 
matter  from  encroaching.  At  the  same  time  it  breaks  the 
globules  of  electrolyte.  These  are  thrown  up  in  an  effer- 
vescent form  during  high  rales  of  charge  and  discharge, 
and  are  thus  returned  to  normal  useful  condition. 

Working  Costs 

In  the  report  presented  to  my  committee  in  Septem- 
ber last  I  submitted  estimates  from  the  makers  of  various 
vehicles  and  the  results  of  special  tests  made  at  Barnes, 
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Heston,  and  Isleworth,  Dover  ami  Sheffield,  which  figures  I 
can  supph  it  desired;  hut  as  we  now  possess  figures  cover- 
ing lairly  long  periods  under  normal  working  conditions  1 
think  these  are  preferable. 

During  six  months  ending  July  1,  1915,  the  cost  of  empty- 
ing dr>  ashhins  by  horse  vehicle  in  Nottingham  averaged 
49  Id  per  ton,  hut  owing  to  the  increased  charges  for  horse- 
keep,  wages,  etc.,  the  cost  is  now  5s. 

v  >ur  No.  1  motor  was  delivered  on  October  15,  11)15, 
commenced  work  on  the  lHth,  and  has  been  in  use  daily 
i  m  i  since.  During  the  six  months  ending  April  15th  it 
carried  4U2  loads,  weighing  1,288  tons,  at  a  cost  of  £241  13s. 
tod,  which  is  equal  to  3s.  9d.  per  ton,  the  average  weight 


per  load  being  3.05  tons. 

The  costs  are  made  up  as  follows: — 

£  s.  d. 

Depreciation  at  10  per  cent   52  13  0 

Insurance   4    5  0 

Oil,  water,  repairs,  etc.  (allowed)    11    9  8 

Tires— 1,819  miles  at  l.ld   8    6  9 

Current— 2,541  miles  at  lJ4d   13    4  8 

Wages   151  14  9 


£241  13  10 

It  we  take  the  six  months  ending  July,  191G,  we  get  a 
period  corresponding  to  the  period  covered  by  the  figures 
given  in  my  original  report,  and  this  is  a  more  fair  compari- 
son than  taking  the  first  six  months'  work,  which  are  all 
winter  months.  We  find  that  during  this  time  we  removed 
1.107  tons  of  refuse,  at  a  cost  of  £253,  or  4s  4d  per  ton, 
which  is  exactly  the  same  as  the  cost  by  horses,  as  men- 
tioned in  my  original  report;  but  it  must  be  remembered  that 
the  conditions  then  were  the  same  as  before  the  war.  Un- 
der existing  conditions,  as  I  have  already  stated,  the  cost 
is  5s,  thus  showing  8d  per  ton  in  favor  of  the  motor,  which 
means  that  if  all  our  dry-ash  refuse  were  removed  by  mo- 
tors a  saving  of  over  £l,000  per  annum  would  be  effected, 
and  this  in  a  town  which  1  consider  not  best  adapted  to 
motor  traction  for  this  class  of  work.  I  have  dealt  only 
with  the  results  obtained  by  our  No.  1  motor,  but  the  figures 
for  the  No.  2,  which  has  been  at  work  daily  since  March 
13th,  are  identical. 

Mr.  Priestley,  cleansing  superintendent,  Sheffield,  whose 
•  xperience  of  electric  motors  in  the  collection  of  house 
refuse  is  greater  than  that  of  any  other  superintendent,  re- 
cently presented  a  report  to  his  committee,  from  which  I 
have  pleasure  in  submitting  the  following  figures: — 

No.  1  Vehicle. — Day  Work  Costs  for  twenty-two  weeks. 
Refuse  collected,  858  tons,  6  cwt.  1  qr. 


£  s.  d. 

Wages   154  15  8 

Vehicle  costs  '                              40  7  1 

Electricity,  3,269  units                                    13  12  5 

Tires,  2,168  miles                       ;                       9  0  8 


£217  15  10 

Cost  per  ton,  5s.  0.8d. 
Cost  of  one  month's  work  on  same  districts  with  horse 
labor: — 

Refuse  collected,  1G7  tons,  19  cwt.,  2  qrs. 

£    s.  d. 

Cost   59    1  9 

Cost  per  ton,  7s.  0.4d. 
No.  1  Vehicle. — Night  Work  Costs  for  twenty-one  weeks. 
Refuse  removed,  1,142  tons,  19  cwt.,  1  qr. 


£  s.  d. 

Wages                                                           72  3  8 

Vehicle  costs                                                 38  10  5 

Electricity,  2,927  units                                    12  3  11 
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£130  14  8 

Cost  per  ton,  2s.  3.4d. 
Cost  of  three  months'  work  on  same  districts  with  horse 
labor: — 

Refuse  removed,  473  tons,  11  cwt.,  2  qrs. 

£  s.  d. 

Cost   77  10  3 

Cost  per  ton,  3s.  3. 2d. 
No.  2  Vehicle. — Day  Work  Costs  for  six  weeks. 
Refuse  collected,  314  tons,  4  cwt.,  3  qrs. 


£  s.  d. 

Wages                                                        47  10  5 

Vehicle  costs                                               10  19  3 

Electricity— 670  units                                       2  15  10 

Tires — 417  miles                                              1  14  9 


£63    0  3 

Cost  per  ton,  4s.  O.ld. 
Cost  of  one  month's  work  on  same  district  with  horse 
labor: — 

Refuse  collected,  204  tons. 

£   s.  d. 

Cost   38  16  0 

Cost  per  ton,  3s.  9.6d. 
No.  2  Vehicle. — Night  Work  Costs  for  six  weeks. 
Refuse  removed,  406  tons,  13  cwts.,  2  qrs. 


£  s.  d. 

Wages                                                        21  18  0 

Vehicle  costs                                               10  19  3 

Electricity— 758  units                                        3    3  2 

Tires— 451)  miles                                               1  18  3 


£37  18  8 

Cost  per  ton,  Is.  10.3d. 
Cost  of  one  month's  work  on  same  district  with  horse 
labor: — 

Refuse  removed,  440  tons,  8  cwts. 

£  s.  d. 

Cost   55  10  2 

Cost  per  ton,  2s.  6. 2d. 

Mr.  Jackson,  cleansing  superintendent,  Birmingham,  who 
has  been  working  an  "Orwell"  dust  van  since  May  29th,  re- 
ports that  it  is  equal  to  2.5  horses. 

Even  if  the  running  costs  and  standing  charges  of  motor 
vehicles  are  only  equivalent  to  the  present  cost  of  horse 
collection,  I  most  strongly  contend  that  from  a  sanitary 
point  of  view  the  change  is  to  be  recommended.  I  feel  per- 
sonally that  too  much  emphasis  cannot  be  brought  to  bear 
on  what  appears  of  national  importance,  for  the  following 
among  many  other  reasons  which  no  doubt  will  occur  to  you: 

(1)  Cleanliness  of  street. 

(2)  Labor  provided  for  building  chassis  in  this  country. 

(3)  Reducing  the  demand  for  fodder  and  cereals  for 
horses. 

(4)  Correspondingly  increasing  the  supply  available  for 
feeding  cattle. 

From  a  hygienic  standpoint  the  value  of  No.  1  alone 
compels  us  as  cleansing  superintendents  to  be  in  the  front 
rank  in  adopting  this  improved  form  of  traction. 

In  conclusion,  it  is  worthy  of  mention  that  my  faith  in 
the  success  of  electrics  is  upheld  by  many  other  municipal 
officials  who  with  myself  have  franked  their  good  opinion  In- 
placing  orders  and  repeat  orders  as  follows:  Edison  Battery 
Vehicles. — Sheffield,  5;  Chester,  4;  Dover,  6;  Barnes,  4;  Glas- 
gow, 2;  Pontypridd,  2;  Newcastle,  Heston  and  Isleworth, 
South  Shields  and  Smethwick,  1  each.  Lead  Batteries. — 
Birmingham,  2;  Wolverhampton,  1.  In  many  cases  reports 
have  been  made,  in  eacli  of  which  substantial  savings  have 
been  made. 
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New  Books 

Waterworks  Handbook — by  Messrs.  Flinn,  Weston  and 
Bogert.  McGraw-Hill  Book  Company,  publishers;  price  $6. 
This  is  intended  as  a  reference  book  in  regard  to  all  phases 
of  waterworks  engineering.  It  has  been  compiled  by  the 
authors  from  data  collected  during  the  course  of  their  ex- 
tensive consulting  practices.  The  work  is  divided  into  five 
parts:  Part  1,  sources  of  water  supply;  part  2,  collection  of 
water;  part  3,  transportation  and  delivery  of  water;  part  4. 
distribution  of  water;  part  5,  character  and  treatment  of 
water.  Each  topic  is  divided  on  natural  and  obvious  lines 
and  its  divisions  arranged  in  natural  sequence.  Material  not 
readily  classified  under  the  above  topics  has  been  assembled 
under  the  heading  of  "Miscellany."  A  noteworthy  feature 
of  the  information  contained  in  the  book  is  that  it  has  been 
based  to  a  very  extensive  degree  upon  data  collected  from 
actual  instances  of  waterworks  installation.  In  this  way  it 
is  eminently  practical.  Every  known  phase  of  this  import- 
tant  branch  of  engineering  is  treated  in  a  very  compre- 
hensive manner  and  arranged  so  as  to  be  easily  available  for 
reference.  The  text  is  replete  with  numerous  illustrations 
and  tables.  A  feature  worthy  of  note  is  the  numerous  com- 
parative tabulated  forms  which  allow  comparisons  between 
practices  in  various  parts  of  the  continent.  The  book  con- 
tains 801  text  pages,  311  numbered  tables,  and  411  numbered 
illustrations.    Size  about  6x9  inches;  flexible  cloth  cover. 


Annual  Financial  Review 
Many  a  successful  man  in  the  building  trades  owes 
that  success  to  his  ability,  at  some  critical  time  or  other 
in  his  career,  to  furnish  sufficient  security  in  the  form  of 
good  stocks  or  bonds  to  secure  the  co-operation  of  his 
banker.  Within  recent  years  indeed,  this  practice  of  busi- 
ness men  of  every  kind  putting  a  certain  percentage  each 
year  into  some  liquid  form  of  investment,  in  no  way  con- 
nected with  their  own  line  of  business,  has  tended  to  stab- 
ilize trade  in  general  and  is  now  coming  to  be  looked  upon 
as  one  of  the  best  forms  of  insurance  against  financial  diffi- 
culties that  so  frequently  follow  the  inevitable  lean  years. 
Strange  as  it  may  appear,  however,  these  knights  of  in- 
dustry, so  prominent  in  their  own  field  of  manufacturing, 
contracting,  or  what-not,  often  know  little  of  finance,  and  if 
they  invest  at  all,  must  do  so  without  first  hand  knowledge 
and  on  the  advice  of  someone  who  may  not  be  entirely  dis- 
interested or  whose  judgment  may  be  at  fault.  To  men  in 
business  life  who  wish  to  invest  against  a  rainy  day  and 
who  believe  in  knowing  the  history  and  past  performances 
of  any  security  before  placing  their  money,  we  recommend 
a  study  of  the  "Annual  Financial  Review,"  compiled  by  Mr. 
W.  R.  Houston,  of  Houston's  Standard  Publications,  84  Bay 
Street,  Toronto.  The  1916  issue  is  just  off  the  press.  It  is  a 
carefully  revised  resume  of  facts  regarding  Canadian  securi- 
ties, than  which  there  are  no  more  promising  to  be  found 
the  world  over.  This  book  does  not  advise  or  predict.  It  js 
a  bald  statement  of  what  Canadian  stocks  have  done  in  the 
past — the  best,  and  indeed  the  only,  data  on  which  estimates 
may  be  based  of  future  performances.  The  price  is  $6.00 
net.  By  the  habitual  investor  it  will  be  found  to  contain 
information  of  great  value  as  a  foundation  on  which  to  base 
his  decisions.  In  the  man  who  does  not  yet  know  the  joy 
of  receiving  his  first  dividend  cheque,  it  may  perhaps  be  the 
means  of  arousing  an  interest  in  sound  investments  which 
will  help  him  to  spend  his  declining  years  in  greater  com- 
fort and  peace  of  mind. 


During  the  month  of  July  20  building  permits  were  issued 
in  Vancouver,  the  aggregate  value  being  $156,40^  making  the 
second  largest  total  for  the  present  year.  In  July  of  last 
year  the  permits  were  33  in  number,  tin-  value  Ijeing  $1 11,065. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  fire  loss  in  the  United  States  and  Canada  for  the 
last  ten  years  has  averaged  $230, 000,000  a  year. 

Feldspar  &  Clay  Products,  Limited,  have  been  incor- 
porated with  a  capital  of  $1,500,000,  head  office  Wiarton,  Ont. 

The  Dominion  Steel  Products  Company,  Limited,  has 
been  incorporated  with  a  capital  stock  of  $500,000,  head 
office  Brantford,  Ont. 

The  building  permits  issued  at  Trail,  B.C.,  for  the  month 
of  July  have  created  a  new  record  for  that  city.  The  permits 
numbered  26,  at  a  value  of  $42,000. 

The  cornerstone  of  a  school  at  Dominion  City,  Man., 
was  laid  recently.  The  new  school  will  be  a  commodious 
six-roomed  structure  of  brick  construction. 

Gray  &  Dunn,  Montreal,  have  received  a  contract  For 
an  extension  to  the  St.  Jerome,  P.Q.,  plant  of  the  Canadian 
Consolidated  Rubber  Company,  Limited,  Montreal. 

Letters  patent  of  incorporation  have  been  granted  to 
the  Confederation  Sand  &  Gravel  Company,  Limited.  John 
Soper,  of  the  city  of  St.  Catharines,  Ont.,  is  attorney  for 
the  company. 

The  Quebec  Shipbuilding  &  Repair  Company  has  been 
incorporated  with  a  capital  of  $40,000,  head  office  Montreal, 
Que.  The  firm  will  carry  on  the  business  of  shipbuilders 
and  shipwrights. 

The  Chicago  Construction  Company,  Limited,  has  been 
incorporated,  and  will  carry  on  the  business  of  general  con- 
tractors and  engineers.  The  capital  stock  of  the  company 
is  $40,000,  head  office  Windsor,  Ont. 

Commissioner  Macallum,  of  Ottawa,  proposes  to  put 
the  city's  asphalt  plant  into  shape  so  that  the  city  may  econ- 
omically do  paving  with  it  and  be  in  a  position  to  bid  against 
private  contractors  in  connection  with  civic  works. 

The  Dominion  Steel  Products  C  ompany  propose  to  build 
a  factory  at  Brantford,  Ont.,  at  a  cost  of  $50, 000.  and  to  em- 
ploy about  four  hundred  hands.  The  city  council  have  passed 
a  by-law  granting  them  a  fixed  assessment  of  $10,000. 

The  Ontario  and  Quebec  Granite  and  Marble  Platers' 
Association  held  their  first  joint  convention  in  Montreal  on 
August  7  and  8.  This  meeting  is  expected  to  be  a  fore- 
runner of  a  national  association  embracing  all  the  provinces 
of  Canada. 

A  contract  for  the  construction  of  a  two-storey  building 
128  x  57  feet,  for  the  Canada  Paper  Company.  Windsor 
Mills,  P.Q.,  has  been  awarded  to  A.  F.'  Byers  &  Company, 
Limited,  Montreal.  The  building  will  be  of  brick  and  re- 
inforced concrete. 

The  Poole  Construction  Company,  Regina,  have  secured 
the  contract  for  a  $25,000  addition  to  the  office  building  for 
the  Saskatchewan  Co-operative  Elevator  Company,  Limited, 
of  that  city,  work  to  start  at  once.  Construction  will  be 
reinforced  concrete  and  brick. 

The  annual  meeting  of  the  Ontario  Steel  Products  Com- 
pany was  recently  held  in  the  company's  office,  Gananoque, 
Ont.  The  financial  statement,  which  has  already  been  pub- 
lished, was  highly  satisfactory  to  the  shareholders,  despite 
war  conditions. 

A  Presbyterian  church  is  under  construction  at  Bath- 
urst,  N.  B.  The  building  will  be  of  brick,  with  granite  trim- 
mings. The  contract  for  the  brick  work  has  been  let  to 
Mr.  Robert  Forrest,  of  Chatham,  while  Mr.  Joseph  Blanchard, 
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•  l!.uluir-t,  i>  looking  alter  the  carpentry.  The  structure 
has  ht i- n  designed  ami  planned  by  Messrs.  Chappell  &  Hunter, 
architects,  Chatrlottetown,  P.E.I.    The  work  of  construction 

is  now    being  carried  on  under  their  direction. 

rhe  United  States  Government  will  start  work  in  the 

near   tuturc   in  opening   the   I'nited   Slates  side  of  the  St. 

i  laii  River  in  the  vicinity  of  Sarnia.  At  the  present  time 
the  v  anadian  Side  is  used  by  all  big  boats.  The  new  cut 
will  have  a  depth  of  SI  feet,  will  be  450  feet  in  length,  with 
a  width  of  400  feet. 

\  tine  new  building  is  under  construction  in  Trenton, 
\  S  .  "ii  Main  Street.  This  structure,  of  which  Mr.  F.  R. 
i  layden  is  the  owner,  is  to  be  completed  early  in  the  fall, 
when  it  will  afford  accommodation  for  three  large  stores. 
It  will  be  of  solid  concrete  construction  and  will  be  built  in 
the  most  modern  and  up-to-date  style. 

Coquitlam  District  Council  has  authorized  the  installa- 
tion of  a  water  system  for  Maillardville,  the  little  hamlet 
adjoining  Fraser  Mills,  where  the  huge  plant  of  the  Can- 
adian Western  Lumber  Company  is  situated.  Iron  pipe  will 
be  laid  by  day  labor  under  the  superintendence  of  Fred 
L.  Macpherson.  municipal  engineer  of  Burnaby. 

Tenders  have  been  received  for  the  construction  of  a 
corrugated  iron  mill  and  power  house  at  Delorimier  Avenue, 
Montreal,  for  Thompson  &  Norris,  of  Grand  Falls,  Mass. 
The  building  will  be  on  a  site  100  x  190,  and  will  be  three 
storeys  high,  with  provision  for  additional  accommodation. 
It  will  be  of  reinforced  concrete,  slab  construction. 

At  Fburne,  Lulu  Island,  B.C.,  the  Pacific  Steel  Products 
Company  are  installing  a  fine  plant,  including  a  steel  rolling 
mill,  which  has  just  recently  been  got  under  way.  The  plant 
-till  in  course  of  construction,  but  already  fifty  men  are 
employed.  Electric  power  is  used  exclusively,  being  sup- 
plied by  the  B.  C.  E.  R.  Co.  from  their  Steveston  line. 

On  account  of  the  lack  of  help  a  number  of  brickyards 
in  the  Mount  Denis  district,  near  Toronto,  have  been  forced 
to  close  down.  The  wages  of  the  brickmakers  have  jumped 
considerably,  and  according  to  a  statement  of  VV.  Muchan, 
the  manager  of  W.  Pears'  brick  yard  in  that  vicinity,  the 
skilled  men  are  making  from  $30  to  $40  and  more  a  week, 
while  laborers  average  $25. 

Victoria  manufacturers,  who  have  long  been  complain- 
ing of  excessive  water  rates,  are  at  last  in  line  for  relief. 
The  present  manufacturing  rate  varies  from  17^  to  22 
cents  per  1,000  gallons,  while  the  residential  rate  is  12^  cents 
per  1,000  cubic  feet.  Water  Commissioner  Rust  has  recom- 
mended that  the  manufacturers  be  supplied  on  the  same 
basis,  which  will  mean  a  considerable  saving  for  over  nine, 
hundred  consumers. 

Track-laying  has  been  resumed  on  the  Pacific  Great 
Eastern  Railway  line  at  Clinton,  and  rapid  progress  is  ex- 
pected from  this  time  forward,  the  officials  having  overcome 
the  labor  shortage.  Work  on  the  big  bridge  in  that  dis- 
trict is  well  advanced,  and  the  structure  will  be  completed 
in  the  course  of  a  few  weeks.  Already  considerable  freight 
is  moving  over  the  Coast  section,  and  settlers  are  locating 
along  the  line  in  considerable  numbers. 

At  the  recent  convention  of  the  Dominion  Association 
of  Fire  Chiefs  a  resolution  was  passed  approving  the  sug- 
gestion of  Mr.  Wentworth,  of  Boston,  Secretary  of  the  Na- 
tional Fire  Prevention  Association,  that  October  9  be  ob- 
served as  an  International  Fire  Prevention  Day,  and  re- 
questing that  the  proper  authorities  of  each  province  obtain 
the  consent  of  their  respective  governments  to  a  full  co- 
operation in  an  effort  to  make  the  day  notably  successful. 

In  connection  with  a  new  sub-station  at  Hochelaga  for 
the  Montreal  Tramways  Company,  a  contract  for  the  con- 
struction of  the  superstructure  of  the  reinforced  concrete  and 


brick  boiler  room  has  been  let  to  the  Raymond  Construction 
Company,  Montreal.  The  Tramways  Company  is  also  ex- 
tending its  St.  Denis  sub-station,  and  has  accepted  the  tender 
of  Laurin  and  Leitch,  Montreal,  for  the  work.  The  steel  for 
the  former  building  will  be  supplied  by  the  Dominion  Bridge 
Company,  Lachine. 

The  city  of  Nanaimo  has  decided  to  begin  the  construc- 
tion of  modern  roadways,  the  leading  citizens  being  dissatis- 
fied with  the  poor  appearance  and  uneven  surfaces  of  their 
leading  thoroughfares.  In  order  that  the  property-owners 
may  be  encouraged  lo  face  the  heavier  initial  cost  the  city 
will  pay  for  all  preparatory  work,  such  as  grading,  draining 
and  engineering  expenses,  owners  being  assessed  only  for 
the  actual  cost  of  the  pavement  in  front  of  their  property, 
and  this  will  be  spread  over  a  period  of  fifteen  or  more  years. 
The  city  will  pay  for  all  paving  at  street  intersections. 

The  terms  of  Mr.  F.  F.  Fry,  covering  the  construction 
of  the  pumping  station  in  connection  with  the  new  sewerage 
system  being  constructed  jointly  by  the  municipalities  of 
Mimico  and  New  Toronto,  have  been  accepted  by  the  joint 
committees.  R.  B.  Stewart,  who  previously  tendered  on  the 
work,  was  unable  to  fill  the  contract,  and  Mr.  Fry,  who 
also  tendered  on  the  work  last  year,  quoting  $5,700  as  his 
price  then,  stated  that  he  would  do  the  work  this  year  for 
20  per  cent,  above  his  original  bid.  It  was  therefore  thought 
advisable  to  let  the  contract  to  Mr.  Fry  in  order  to  prevent 
any  further  delay. 

The  government  have  decided  not  to  proceed  with  the 
construction  of  the  new  Customs  House  and  Examining 
Warehouse  at  Toronto,  the  estimated  cost  of  which  was  $1,- 
'500,000.  Several  tenders  for  this  work  were  received,  and 
the  contract  provisionally  awarded  to  the  Geo.  A.  Fuller 
Company,  Limited,  Montreal.  The  cheque  of  that  company 
has  now  been  returned,  it  being  understood  that  the  govern- 
ment will  not  proceed  with  the  work  until  a  much  later  date. 
The  government  have  also  decided  to  postpone  the  con- 
struction of  the  Levis  Station,  bids  for  which  were  recently 
received. 

Plans  were  recently  placed  by  the  Toronto-Hamilton 
Highway  Commission,  before  the  council  of  New  Toronto, 
Out.,  covering  a  material  yard  and  a  railway  which  the 
Commission  wish  to  build  in  New  Toronto  for  hauling  sup- 
plies for  construction  of  the  highway  from  the  Etobicoke 
River  to  the  city  of  Toronto.  The  plans  had  already  been 
approved  by  the  property  owners  affected  and  the  Grand 
Trunk  had  agreed  to  track  connection,  so  the  "council  con- 
sented to  give  their  approval.  The  councils  of  New  Toronto 
and  Mimico  are  very  anxious  that  this  section  should  be 
built  this  year  and  a  deputation  is  interviewing  the  Minister 
of  Public  Works  in  regard  to  the  matter. 

The  Toronto  Board  of  Control  has  had  under  considera- 
tion a  plan  for  affording  protection  to  the  lake  shore  front- 
age between  the  east  side  of  Woodbine  Avenue  and  the  east 
city  limit,  a  distance, of  6,694  feet.  To  do  this  in  the  cheap- 
est form  would  cost  approximately  $41,000,  according  to  the 
joint  report  of  Parks  Commissioner  Chambers,  Commis- 
sioner of  Works  R.  C.  Harris,  and  E.  L.  Cousins,  manager 
and  chief  engineer  to  the  Harbor  Board.  To  accomplish 
more  permanent  and  effective  protection  by  the  use  of 
groynes,  would  cost  about  $70,000.  The  controllers  decided 
that  if  any  protection  was  to  be  afforded  the  residents  would 
have  to  provide  it  at  their  own  expense. 

Machinery  for  the  pumphouse  of  the  Lemieux  Island 
overland  pipe  water  system  has  arrived  in  Ottawa.  The 
foundations  for  the  pumphouse  building,  which  was  to  hav  e 
been  completed  by  October,  are  not  yet  erected,  however, 
and  the  work  will  not  be  completed  till  several  months 
after  the  time  specified  in  the  contract.  The  contractors, 
Messrs.  Doran  and  Devlin,  claim  that  they  were  held  up 
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by  the  city  through  being  ordered  to  stop  blasting  work 
owing  to  damage  done  to  the  hypochloride  tanks.  One  of 
the  two  pumps  ordered  from  the  Escher-Wyss  Company,  of 
Switzerland,  has  been  delivered.  Valves  and  other  equip- 
ment have  also  been  delivered  and  stored. 

A  road  improvement  scheme  to  be  undertaken  at  Port 
Terry,  Ont.,  will  comprise  the  construction  of  concrete  roads 
as  follows:  From  the  railway  crossing,  west  along  Queen 
street  to  the  creamery  at  Borelia;  from  Widden's  corner  to 
the  northern  limit  of  the  Corporation  at  Bear's  farm;  from 
Bear  Bros.'  garage,  south  past  the  Catholic  Church,  then 
along  the  Avenue  to  the  Corporation  limit.  The  total  cost 
of  the  work  will  be  about  $25,000,  and  it  will  probably  be 
completed  within  four  years  or  less.  Forty  per  cent,  of 
this  amount  is  to  be  paid  by  the  ratepayers  whose  property 
faces  the  improved  roadway  and  the  remainder,  by  the  Cor- 
poration. The  money  is  to  be  raised  by  issuing  debentures 
to  cover  a  period  of  twenty  years. 

The  convention  of  the  Dominion  Association  of  Fire 
(  hiefs,  held  at  Walkerville,  Ont.,  August  8  to  It  inclusive, 
proved  very  successful.  There  were  about  200  persons  pre- 
sent on  the  morning  of  the  8th  when  the  convention  was 
formally  opened  and  the  fire  chiefs  received  addresses  of 
welcome.  The  business  sessions  were  rendered  especially 
interesting  by  instructive  addresses  which  were  delivered  by 
members  of  the  association  and  others  well  fitted  to  discourse 
i.n  subjects  associated  with  the  work  of  the  fire  departments. 
Amongst  these  were  Mr.  Franklin  H.  Wentworth,  of  Bos- 
ton, Mass.,  the  secretary  of  the  National  Fire  Prevention 
Association,  who  spoke  on  the  "Significance  of  Fire  Waste." 
The  business  of  the  convention  was  intermingled  with  plea- 
sure and  there  were  enjoyable  outings,  parties,  etc.,  in  which 
both  the  fire  chiefs  and  the  ladies  who  accompanied  them, 
joined. 

The  new  C.  P.  R.  station  at  Quebec  was  formally  opened 
on  the  10th  inst.,  Mayor  Lavigueur  performing  the  ceremony. 
The  building  is  located  at  the  corner  of  St.  Paul  and  Hen- 
derson streets,  just  north  of  the  old  station.  The  latter  will 
be  removed  to  make  room  for  the  plaza,  350  x  285  ft.,  which 
will  form  a  foreground  with  a  large  grass  plot  planted  with 
shrubs  and  having  a  sixty-foot  roadway.  The  structure, 
which  consists  of  a  central  block  with  two  wings,  is  a  modern 
adaptation  of  the  old  French  Chateau  style  of  architecture 
and  harmonizes  with  the  quaintness  of  the  city.  The  ex- 
terior is  faced  with  Argenteuil  granite,  Deschambault  lime- 
stone and  Citadel  brick,  all  local  products,  with  steep,  slop- 
ing, copper  covered  roofs.  The  main  facade,  which  faces 
the  plaza,  is  dominated  by  a  central  motif  containing  the 
m  ini  entrance,  which  is  flanked  by  two  tourelles  and  pro- 
tected by  a  glass  and  iron  marquise  the  full  width  of  the 
sidewalk.  Over  the  main  entrance  is  a  large  window,  above 
which  is  an  illuminated  clock  with  a  72-inch  dial,  which  forms 
one  of  the  principal  features  of  the  facade. 


Personals 

Lieut. -Col.  C.  J.  Burritt  has  been  appointed  assistant  di- 
rector of  engineering  services  with  headquarters  in  Ottawa. 
He  is  an  architect  and  engineer  by  profession,  formerly  prac- 
tising in  Ottawa. 

Chairman  Mclntyre  and  Engineer  Middlemist,  of  the 
Ontario  Railway  Board,  recently  inspected  the  work  on  the 
Bloor  Street  Viaduct,  Toronto.  They  have  also  made  an 
inspection  of  the  improvements  ordered  by  the  Board  on  the 
International  Railway  Company's  line  at  St.  Catharines. 

Mr.  Henry  Ward  Beccher,  of  Seattle,  a  member  of  a  lead- 
ing engineering  firm,  recently  visited  Vancouver  in  order  to 
confer  with  Mr.  Francis  L.  Swales,  architect,  regarding  tin 
installation  of  a  power  plant  at  the  Hotel  Vancouver.  Mr. 
Beccher,  who  is  a  grandson   of  his   namesake,   the  noted 


preacher,  is  associated  in  a  business  way  with  Mr.  C.  C. 
More,  who  was  president  of  the  Panama  Pacific  Exposition, 
and  has  wide  business  interests  in  Western  Canada. 


Obituary 

Captain  Gordon  E.  Blackader.  42nd  Highlanders,  of  the 
firm  of  Barott,  Blackader  &  Webster,  architects,  Montreal, 
is  dead  as  the  result  of  septic  poisoning  following  an  opera- 
tion.   Captain  Blackader  was  recently  reported  as  wounded. 

Official  announcement  has  been  made  that  Lieut.  A.  W. 
McKnight  was  killed  in  action  in  France  on  August  11. 
Lieut.  McKnight  was  a  graduate  of  the  Royal  Military  Col- 
lege at  Kingston,  and  after  his  graduation  was  assistant 
engineer  on  the  hydro  project  in  the  Kenora  district.  He 
afterwards  went  to  Prince  Rupert,  and  later  became  town 
engineer  at  Port .  Moody,  B.C.  When  the  war  opened  he 
immediately  entered  the  engineers'  corps.  He  was  27  years 
of  age  and  was  born  in  Owen  Sound,  Ont. 

Albert  E.  McLeod,  manager  of  the  public  utilities  of 
Kenora,  Ont..  is  dead,  following  an  illness  of  three  weeks 
from  appendicitis.  Mr.  McLeod  was  in  his  37th  year.  He 
went  to  Kenora  in  1897  and  engaged  in  mining  and  prospect- 
ing. Having  an  aptitude  for  electricity  he  joined  the  town 
staff  in  1904  and  showed  such  ability  that  on  the  resigna- 
tion of  Mr.  Thomas  six  years  ago  he  was  appointed  super- 
intendent of  the  town's  utilities,  and  two  years  ago  was 
made  manager  of  all  the  town's  services. 

Thos.  J.  Drummond,  one  of  the  most  prominent  repre- 
sentatives of  the  iron  and  steel  industry  in  Canada,  and  a 
former  president  of  the  Montreal  Board  of  Trade,  died  re- 
cently at  Castine,  Maine,  where  he  was  spending  the  sum- 
mer. Mr.  Drummond  was  a  native  of  Ireland,  where  he 
was  born  in  1800.  and  was  brought  to  Canada  by  his  father 
in  1866.  In  1908  he  was  elected  president  of  the  Canada 
Iron  Corporation,  and  in  1909,  of  the  Lake  Superior  Cor- 
poration, remaining  at  the  head  of  that  organization  for 
several  years. 

Lieut.  S.  F.  Weeks,  130th  Field  Company  C.  E.,  is 
reported  as  killed  in  action  on  July  11  in  northern  France. 
Lieut.  Weeks  was  a  native  of  England  and  was  educated  at 
London  University,  where  he  obtained  his  B.Sc.  in  engineer- 
ing. He  was  articled  to  a  consulting  engineer  iti  London 
and  after  working  for  a  time  on  sewerage  works  he  came 
to  Vancouver  and  was  appointed  an  assistant  to  the  sewer- 
ago  engineer  in  July.  1911.  Immediately  on  the  declaration 
of  war  be  resigned  his  appointment  and  obtained  his  com- 
mission in  the  Royal  Engineers. 

Hon.  Edgar  Dewdney,  former  lieutenant-governor  of 
British  Columbia,  died  suddenly  at  his  residence,  2840  Cad- 
boro  Bay  Road,  Victoria.  He  was  born  and  educated  in 
Devonshire.  England,  and  immigrated  to  British  Columbia  in 
1859.  being  employed  by  Sir  James  Douglas  and  Colonel 
Moody  in  the  laying  out  of  New  Westminster.  He  spent 
many  years  practising  his  profession  of  civil  engineer  in 
building  roads  through  the  country,  and  was  responsible  for 
the  completion  of  the  Dewdney  Trail  from  New  Westminster 
to  the  eastern  boundary  of  the  province,  in  1865.  As  a  real 
pioneer  of  the  province,  his  name  will  ever  be  associated 
with  its  history  and  development.  He  took  an  active  part 
in  all  public  affairs,  and  in  1869  was  elected  to  the  legislature. 
He  was  also  a  member  of  the  House  of  Commons  after 
Confederation,  and  was  one  of  Sir  John  Macdonald's  sup- 
porters. He  was  appointed  Indian  commissioner  for  the 
Northwest  Territories  in  1879,  and  later  lieutenant-governor 
of  that  country,  being  called  to  the  cabinet  as  minister  of  the 
interior  and  Indian  affairs  in  1888.  He  continued  in  office 
after  the  death  of  Sir  John  Macdonald  until  October  16, 
1892,  when  he  was  appointed  lieutenant-governor  of  British 
i  Columbia. 
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Waterworks,  Sewerage  and 
Roadways 

Bosanquet  Township,  Ont. 

The.  Township  Council  have  passed  by- 
laws for  a  quantity  of  drainage  work. 
Engineer,  I".  Menhennick,  in  cart-  of 
George  Sutherland,  Thedford,  Ont. 

Brooke  Township,  Ont. 

The  Township  Council  arc  considering 
the  raising  of  $10,000  for  the  construc- 
tion of  tile  drainage.  Clerk.  \Y.  J.  Weed, 
Alvinston. 

Caradoc  Township.  Ont. 

The  Township  Council  are  consider- 
ing the  construction  and  repair  of  drains. 
Clerk.  F.  A.  Lockwood,  Mount  Brydges, 
Ont. 

London,  Ont. 

The  City  Council  have  authorized  al- 
ditions  to  the  proposed  storm  sewers, 
which  will  increase  the  cost  to  $50,000  or 
$75,000.  New  plans  are  being  prepared 
by  Engineer  H.  A.  Brazier. 

Maiden  Township,  Ont. 

The  Township  Council  have  passed  a 
by-law  authorizing  the  borrowing  of 
$10,000  for  the  construction  of  tile  drains. 
Clerk,  E.  H.  Brett.  Maiden. 

Mitchell.  Ont. 

The  Town  Council  have  authorized 
the  construction  of  sidewalks  and  curb- 
ing on  Main  Street  and  are  considering 
the  extension  of  watennain  on  Blanshard 
Street.  Particulars  from  Councillor 
Walkom. 

Moncton.  N.B. 

The  City  Council  have  decided  to  lay 
macadam  pavement  on  St.  George  Street, 
and  tenders  will  be  called  immediately. 
Approximate  cost,  $4,200. 

New  Glasgow.  N.S. 

The  Town  Engineer,  E.  S.  Frascr,  is 
preparing  estimates  of  extensions  to  the 
waterworks.  Approximate  cost,  $100,- 
000.    Town  Clerk,  J.  Roy. 

New  Westminster.  B.C. 

The  City  Council  propose  to  lay  mac- 
adam pavement  on  Seventh  Street,  at  an 
approximate  cost  of  $4,200.  Clerk,  W. 
A.  Duncan. 

North  Easthope  Township.  Ont. 

The  Township  Clerk.  T.  D.  Eishcr.  R. 
R.  No.  1.  Stratford,  will  receive  tenders 
until  .">  p.m..  August  26th.  for  the  con- 
struction of  the  Dahmer  Drain.  Engi- 
neer. John  Roger,  Mitchell,  Ont. 

Ottawa.  Ont. 

The  City  Council  are  considering  the 
construction  of  a  sewer  on  Booth  Street, 
estimated  to  cost  $5,700.  Commissioner 
of  Works.  A.  F.  Macallum. 

Richmond  Hill.  Ont. 

James.  Loudon  &  Hertzberg.  Engi- 
neers. Toronto,  have  been  instructed  to 
report  on  the  construction  of  a  water- 
v  >rks  system,  to  include  about  four 
miles  of  pipe  line,  water  tower,  pumps. 


Ultcrs  and  storage  basin.  Estimated 
cost.  $30,000. 

St.  Lambert,  Que. 

Tenders  will  shortly  be  called  for  the 
construction  of  trunk  sewers  on  St. 
James  Street,  estimated  to  cost  $17,000. 
Engineer,  H.  A.  Gibcau.  About  3,200 
feet  of  cast  iron  pipe  will  be  required. 

St.  Marys,  Ont. 

The  City  Council  are  considering  the 
construction  of  a  septic  tank  sewage  sys- 
tem, estimated  to  cost  $15,000.  Clerk, 
T.  M.  Clark. 

CONTRACTS  AWARDED 

Brampton,  Ont. 

The  Town  Council  have  awarded  a 
contract  for  the  construction  of  sewers 
to  the  J.  H.  McKniffht  Construction 
Company,  Limited,  88  St.  David  Street, 
Toronto.    Approximate  cost,  $11,000. 

Hamilton,  Ont. 

The  City  Council  have  awarded  the 
contract  for  construction  of  sewers  on 
Gore  Street  to  J.  J.  Armstrong  &  Sons, 
Burris  Street,  and  for  sewers  on  Mount- 
wood  Avenue  to  the  City  Engineer. 

New  Toronto,  Ont. 

The  contract  for  construction  of  sew- 
ers for  the  Town  Council  has  been  let 
to  R.  C.  Huffman,  Mimico,  Ont.,  at 
$43,878,  and  the  contract  for  supply  of 
pipe  to  Dominion  Sewer  Pipe  Company, 
at  $9,270. 

Sault  Ste.  Marie.  Ont. 

The  contract  for  construction  of  pave- 
ments on  Gore  Bay  and  Bruce  Streets 
has  been  let  bv  the  City  Council  to  the 
Warren  Bituminous  Paving  Company  of 
Ontario,  Limited,  McKinnon  Building, 
Toronto. 

Welland.  Ont. 

The  Town  Council  have  let  the  con- 
tract for  construction  of  tarvia  pavement 
on  Burgar  Street  to  McRae  &  Campaigne. 
Niagara  Falls.  Ont.  Approximate  cost, 
$14,108. 


Railroads,  Bridges  and  Wharves 

Arkona,  Ont. 

The  Town  Council  contemplate  the 
erection  of  a  steel  and  concrete  bridge, 
and  will  shortly  call  for  tenders.  Clerk, 
f.  G.  Brown. 

Bentinck  Township,  Ont. 

Tenders  on  the  construction  of  a  ce- 
ment arch  at  Hamel's  Bridge  will  be  re- 
ceived until  2  p.m..  September  2nd.  by 
the  Reeve,  George  Brown.  R.  R.  No.  4, 
Elmwood,  Ont.  Plans  and  specifications 
at  office  of  the  Hanover  Post,  Hanover. 

New  Toronto,  Ont. 

The  Grand  Trunk  Railway  are  about 
to  start  work  on  the  construction  of  a 
siding  at  Ninth  Street.  Engineer,  F. 
Palmer. 

Port  Burwell,  Ont. 

The  Department  of  Public  Works,  Ot- 
tawa, will  receive  tenders  until  Septem- 


ber 8th  for  the  removal  of  existing  pier 
and  construction  of  reinforced  concrete 
block  superstructure.  Plans  at  office  of 
the  District  Engineer,  Confederation 
Life  Building,  Toronto,  and  at  the  De- 
partment. Specifications  at  office  of 
MacLean  Daily  Reports,  Ltd.,  25  Char- 
lotte Street,  Toronto.  Approximate 
cost,  $30,000. 

Vancouver,  B.C. 

The  Canadian  Pacific  Railway  are  hav- 
ing plans  prepared  for  the  construction 
of  a  jetty  pier  at  an  approximate  cost 
of  $1,000,000,  and  work  may  start  very 
shortly.  Engineer,  Frank  Lee,  Winni- 
peg. 

Wainfleet  Township,  Ont. 

Tenders  on  the  construction  of  seven 
concrete  bridges  will  be  received  until 
August  26th  by  the  Township  Clerk,  J. 
Henderson,  Marshville  Post  Office.  Plans 
with  the  Reeve,  James  Lorraway,  R.  R. 
No.  3,  Welland. 

Wingham,  Ont. 

The  Town  Council  have  passed  a  by- 
law authorizing  a  debenture  issue  of 
$:!,000  for  the  construction  of  a  concrete 
dam.    Engineer,  H.  Campbell. 

CONTRACTS  AWARDED 

Lome,  Man. 

The  Municipal  Council  have  awarded 
the  contract  for  substructure  of  a  num- 
ber of  steel  bridges  to  William  Newman 
Company.  Ltd.,  409  Ashdown  Street, 
Winnipeg,  and  the  contract  for  super- 
structure to  the  Canadian  Bridge  Com- 
pany, Ltd.,  Walkerville,  Ont. 

Saskatoon,  Sask. 

The  Board  of  Highway  Commission- 
ers, Regina,  have  awarded  the  contract 
for  laying  pavement  on  the  bridge  at 
Twenty-fifth  Street  to  the  Bithulithic 
and  Contracting  Company.  Ltd..  10047 
One  Hundred  and  Fifth  Street.  Edmon- 
ton, Alta.    Approximate  cost,  $26,000. 

Sherbrooke,  Que. 

The  City  Council  have  awarded  the 
contract  for  construction  of  a  concrete 
dam  to  T.  L.  MacBean  &  M.  L.  Williams. 
29a  Belmont  Street,  Montreal. 

Ste.  Rose  Du  Lac,  Man. 

The  contract  for  steel  work  required 
in  the  erection  of  a  bridge  has  been  let 
bv  the  Municipal  Council  to  the  Algoma 
Steel  Bridge  Company,  Ltd.,  824  Union 
Rank  Building.  Winnipeg,  and  the  ce- 
ment work  to  E.  L.  Pilgrim,  Dauphin. 
Man.    Approximate  total  cost,  $8,000. 


Public  Buildings,  Churches 
and  Schools 

Campbellton,  N.B. 

The  architect  for  the  school  which  the 
School  Board  propose  to  erect  on  Ger- 
rard  Street  is  F.  Neil  Brodie.  42  Princess 
Street,  St.  John.  Brick  construction. 
Estimated  cost.  $12,000. 

New  Glasgow,  N.S. 

The  time  for  receiving  tenders  on  al- 
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terations  to  the  United  Presbyterian 
Church  has  been  extended  but  no  closing 
date  set.  Architects,  C.  B.  Chappell  & 
Hunter,  Des  Bresay  Block,  Charlotte- 
town,  P.E.T.    Estimated  cost.  $8,000. 

Oakville,  Ont. 

The  School  Board  are  considering  re- 
pairs and  extensions  to  the  school,  esti- 
mated to  cost  $8,000,  as  well  as  the  erec- 
tion of  a  new  school  at  an  approximate 
cost  of  $20,000.    Chairman,  W.  Busby. 

Port  Moody,  B.C. 

The  Public  School  Board  are  consider- 
ing the  erection  of  an  addition  to  the 
school.    Particulars  from  Secretary. 

Sault  Ste.  Marie,  Ont. 

The  Public  School  Board  are  consider- 
ing the  erection  of  a  school  on  Moffly 
Hill.    Chairman,  H.  Megginson. 

CONTRACTS  AWARDED 

Guelph,  Ont. 

The  Provincial  Government  Depart- 
ment of  Public  Works  have  awarded  the 
contract  for  alterations  to  the  sewage 
disposal  plant  at  the  Agricultural  Col- 
lege to  J.  J.  Mahoney.  Kent  Street.  Brick 
and  concrete  construction. 

Hamilton,  Ont. 

In  connection  with  alterations  to 
Christ's  Church  Cathedral,  the  contract 
for  plastering  has  been  let  to  Hill  Bro- 
ther-. :S07  Emerald  Street  North,  and 
painting  to  R.  Boswell,  19  Morden  St. 

Harriston,  Ont. 

The  Town  Council  have  let  the  gen- 
eral contract  for  the  erection  of  the 
Town  Hall  to  Jacob  Hahn,  Hanover, 
and  the  carpentry  to  F.  Henry.  Harris- 
ton. 

Joliette,  Que. 

The  Provincial  Department  of  Public 
Works  &  Labour  have  let  the  general 
contract  for  the  erection  of  an  annex 
to  the  Court  House  to  A.  Durand,  Joli- 
ette.   Estimated  cost,  $10,000. 

Montreal,  Que. 

I  n  connection  with  the  construction 
of  a  basement  for  St.  Mary's  Polish 
Church,  166  Fulleun  Street,  the  contract 
for  foundations  and  concrete  work  has 
been  let  to  L.  Giguire,  1317  Notre  Dame 
Past.  Remainder  of  work  will  be  let  by 
the  architect,  J.  A.  Karch,  72  Notre 
Dame  East. 

In  connection  with  the  synagogue  now 
being  built  for  the  Corporation,  Adath 
Jeshum,  mi  St.  Lawrence  Boulevard,  the 
contract  for  electrical  work  has  been 
let  to  the  Mount  Royal  Electric  Supply 
Ltd.,  00  Mount  Royal  Street  East. 

Ottawa,  Ont. 

Jn  connection  with  the  rebuilding  of 
the  Parliament  Buildings,  the  contract 
for  reinforcing  steel  has  been  let  to  the 
Burlington  Steel  Company,  Limited. 
I  [amilton 

Pelham  Township,  Ont. 

The  Public  School  Board  have  let  the 
general  contract  for  the  erection  of  a 
school  to  Telfer  it  Morse,  Route  No.  1, 
Ridgeville,  Ont..  at  $4,600.  Contract  docs 
not  include  heating. 

Pembroke,  Ont. 

The  Board  of  Education  have  let  a 
contract  for  construction  of  flooring  and 
fire  escape  -  to  II.  P.  Beck,  18  Woodlavvn 
\  venue,  Ottawa.  Approximate  cost, 
$5,.'!00. 

Peterborough,  Ont. 

In  connection  with   St.  James  Meth- 


odist Church  which  is  now  being  built, 
the  contract  for  carpentry  has  been  let 
to  the  general  contractor. 

Quebec,  Que. 

In  connection  with  the  college  which 
is  now  being  built  for  the  Commercial 
Academy,  Cook  Street,  the  contract  for 
tiling  and  marble  work  has  been  let  to 
Hanon  &  Hess,  Power  Building.  Mont- 
real. 

Regina,  Sask. 

The  Public  School  Board  have  let  the 
general  contract  for  the  erection  of  a 
school  at  Washington  Park  to  J.  G. 
Traub,  2105  Rae  Street.  Frame  con- 
struction.    Estimated  cost.  $6,000. 

St.  Michel,  Que. 

In  connection  with  the  Presbytery  now 
in  course  of  erection,  the  contract  for 
plumbing  and  roofing  has  been  let  to  J. 
E.  Hardy.  666  Papineau  Street. 

St.  Marys,  N.B. 

St.  Mary's  and  Gibson  School  Board 
have  let  the  general  contract  for  the 
erection  of  a  school  to  J.  F.  Ryan,  Carle- 
ton  Street.  Fredericton.  Approximate 
cost,  $3,000. 

Tavistock,  Ont. 

The  general  contract  for  the  erection 
of  a  school  has  been  let  by  the  School 
Trustees  to  Adair  Saltzer,  concrete  work 
to  J.  Yanzie.  carpentry  to  fCalbfleisch  & 
Son,  roofing  and  heating  to  Wolfle  & 
Son,  and  painting  to  A.  Yanke.  Approxi- 
mate cost,  $9,000. 

Toronto,  Ont. 

The  contract  for  plastering  required  in 
the  erection  of  Oakwood  Methodist 
Church  has  been  awarded  to  A.  J.  Mad- 
den, 1139  Dufferin  Street. 

Work  is  progressing  on  the  erection 
of  a  church  for  the  Beaulah  Hall  Con- 
gregation, care  of  Eden  Smith  &  Sons, 
Architects,  33  Scott  Street.  The  mason- 
ry has  been  let  to  William  Edwards,  337 
Rusholme  Road,  and  the  carpentry  to 
Charles  Cooper,  382  Dupont  Street.  Ap- 
proximate cost.  $20,000. 

In  connection  with  the  chapel  which 
ha-  been  built  for  the  Monastery  of  Our 
Lady  of  Charity  of  Refuge,  the  plaster- 
ing has  been  let  to  Beaver  &  Company. 
62  Winchester  Street,  and  painting  to 
A.  Richards,  413  Spadina  Avenue.  Ap- 
proximate cost.  $30,000. 

Yorkton,  Sask. 

In  connection  with  the  erection  of  a 
boarding  school  for  the  Ruthenian  Sis 
ters,  the  contract  for  electrical  work  has 
been  let  to  J.  F.  Piper,  82  Broadway, 
and  heating  and  plumbing  to  Parrott  & 
Byers. 

Business  Buildings  and  Indus- 
trial Plants 

Baeotville,  Que. 

The  Ha  Ha  Baie  Sulphite  Company, 
Chicoutimi,  are  considering  the  erection 
of  a  paper  mill.  President,  J.  E.  A.  Du- 
buc. 

Brantford,  Ont. 

Tenders  on  the  erection  of  a  factory 
and  office  for  the  Hygienic  Dairy  Com- 
pany, 54  Nelson  Street,  will  be  received 
until  August  25th  by  the  general  ni.ni 
ager,  J.  A.  Hainer.  Pressed  brick  con- 
struction. Approximate  cost.  $4,000. 
Architect,  G.  W.  Hall,  321  Colborne  St. 

Elora.  Ont. 

J,   F.   Richardson   &  Son  propose  to 


build  an  addition  to  their  store,  at  an 
approximate  cost  of  $3,000. 

Fort  William,  Ont. 

John  King,  6  Roy  Block,  propose-  to 
build  an  elevator  with  a  capacity  of  50,- 
000  bushels,  and  contractors  are  now  fig- 
uring on  the  plans. 

The  proposed  addition  to  the  premises 
of  R.  E.  Walker  &  Company,  417  Victoria 
Avenue,  will  be  built  by  day  labor  under 
supervision  of  I.  A.  Hamilton,  South 
Brodie  Street.    Approximate  cost,  $8,000. 

Gananoque,  Ont. 

In  connection  with  the  erection  of  a 
warehouse  on  River  Street  for  the  Steel 
Company  of  Canada,  the  steam  fitting 
will  be  done  by  the  owners  and  remainder 
of  work  by  the  general  contractors. 

Glace  Bay,  N.S. 

Max  Freied  has  commenced  the  erec- 
tion of  a  store  and  residence,  estimated 
to  cost  $3,000.     Frame  construction. 

Hamilton,  Ont. 

Plans  are  being  prepared  for  an  ad- 
dition to  the  premises  of  the  Acme 
Stamping  &  Tool  Company,  Sydney  St. 

London.  Ont. 

The  Trades  and  Labor  Council  pro- 
pose to  form  a  company  to  erect  a  tem- 
ple, at  an  approximate  cost  of  $45,000. 
Particulars  from  James  Husscy,  presi- 
dent, 241  Colborne  Street. 

The  erection  of  an  office  and  garage  is 
being  considered  by  Edward  Spence.  435 
Hamilton  Road  . 

George  White  &  Sons  Company.  Ltd.. 
Cabell  Avenue,  propose  to  build  a  fac- 
tory addition  on  Adelaide  Street,  and 
are  preparing  plans.  Approximate  cost. 
$15,000.     Brick  construction. 

Merritton,  Ont. 

The  Lincoln  Paper  Mills  are  consider- 
ing the  erection  of  an  addition  to  their 
plant,  estimated  to  cost  $200,000. 

Moncton,  N.B. 

The  New  Brunswick  Telephone  Com- 
pany, St.  John.  N.B.,  propose  to  build  an 
addition  to  their  exchange,  and  plans 
have  been  prepared  by  G.  E.  Fairwcather. 
84  Germain  Street.  Tenders  will  be 
called  shortly.    Estimated  cost,  $4,000. 

Montreal,  Que. 

r.  C.  Quenneville.  999  Dorchester  St. 
\\  esl,  lias  commenced  the  erection  of  a 
block  of  stores  and  residences,  estimated 
to  cost  $9,000.  Tenders  are  desired  on 
plumbing,  roofing,  heating  and  electrical 
work.     Brick  and  stone  construction. 

Tenders  on  the  erection  of  a  factory 
for  Armours  Ltd.,  Chicago,  III.,  will  be 
received  until  August  ,!isi  by  K.  Yig- 
neault,  Armours  Ltd..  537  Craig  Street 
Fast,  Montreal.  Brick  and  reinforced 
concrete  construction.     Estimated  cost, 

$60,000. 

Port  Colborne,  Ont. 

The  Grand  Trunk  Railway  Company, 
Montreal,  propose  to  build  a  station  and 
freight  shed  and  have  had  plans  pre- 
pared.    Work   may   start    very  shortly. 

Preston,  Ont. 

The  erection  of  a  factory  for  the  manu- 
facture of  porcelain  is  being  considered 
by  a  firm  in  which  Mayor  Hurlbut  is  in- 
terested.    Approximate  cost,  $25,000. 

St.  Hyacinthe,  Que. 

The  architects  for  the  premises  which 
Continued  on  page  45 


Tenders  and  For  Sale  Department 


Tenders  Wanted 


Tenders  will  lie  received  by  the  undersigned 
UP  1 1 1  Saturday.  September  2nd.  1916.  at  the 
Township  Hall,  Tanilash,  at  2  o'clock  p.m.,  for 
a  cement  arch  for  Darnel's  bridge  on  lot  3,  cons. 
4  and  5.  Bentinck.    Arch  is  20  ft.  x  14  ft. 

Plans  and  specifications  can  be  seen  at  the 
office  of  the  Hanover  Post.  Hanover,  Out. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

A  cheque  for  5  per  cent,  of  the  amount  ten- 
dered for.  to  be  sent  with  tender.  Cheques  will 
be  returned  to  tenderers  not  receiving  contract. 

For  further  particulars  apply  to  Ceo.  Brown, 
Reeve  of  Bentinck.  R.  R.  4.  Elmwood,  Ont.,  or 
I  D.  Chittick,  Township  Clerk,  R.  R.  4,  Elm- 
wood,  Ont. 

(Signed)  CEO.  BROWN, 
Xi-'.'A  Reeve  of  Bentinck. 


Change  of  Time  for 
Receiving  Tenders 

Department  of  Railways  and  Canals,  Canada. 
CANADIAN  GOVERNMENT  RAILWAYS 


Superstructure  of  Elevator 
Transcona 


Sealed  tenders,  addressed  to  J.  W.  Pugsley, 
Secretary  of  the  Department  of  Railways  and 
Canals.  Ottawa,  Ont.,  and  marked  on  the  out- 
side "Tender  for  Superstructure  of  Elevator, 
Transcona,"  will  be  received  up  to  and  including 
twelve  o'clock  noon.  Saturday,  August  26th,  for 
the  construction  of  a  reinforced  concrete  grain 
elevator  with  a  capacity  of  1,000,000  bushels. 

Plans,  specifications  and  blank  form  of  con- 
tract may  be  seen  at  the  offices  of  the  following: — 

Chief  Engineer,  Department  of  Railways  and 
Canals.  Ottawa ; 

Chief  Engineer,  Canadian  Government  Rail- 
ways,   Moncton,    N.B. ; 

General  Superintendent,  Winnipeg,  Man. ; 

Resident   Engineer,   Fort  William,  Ont. 

John  S.  Metcalf  Company,  Ltd.,  Engineers, 
Montreal,  Que. 

Contractors  who  wish  to  obtain  plans  and 
specifications  temporarily  for  their  own  use,  may 
obtain  same  from  any  of  the  offices  at  which 
plans  are  on  exhibition,  on  depositing  a  certified 
bank  cheque  in  favor  of  the  Canadian  Govern- 
ment Railways  for  the  sum  of  one  hundred  dol- 
lars ($100),  which  will  be  refunded  on  the  re- 
turn of  the  plans  and  specifications. 

All  the  conditions  of  the  specifications  and  con- 
tract form  must  be  complied  with. 

Tenders  must  be  submitted  in  duplicate  on  the 
blank  form  of  tender  which  may  be  obtained 
from  any  of  the  offices  at  which  plans  are  on 
exhibition. 

Each  tender  must  be  accompanied  by  a  certi- 
fied bank  cheque  payable  to  the  Honourable  the 
Minister  of  Railways  and  Canals  for  the  sum 
of  forty  thousand  dollars  ($40,000). 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

F.  P.  GUTELIUS, 

General  Manager, 
Canadian    Government  Railways. 
Moncton,  N.B.,  August  5,  1916.  33-34 


Township  Debentures 
FOR  SALE 

Scaled  lenders,  addressed  to  J.  Reidel,  Reeve, 
St.  Clements  Post  Office,  Ontario,  will  be  re- 
ceived up  to  12  o'clock  noon,  Saturday,  August 
26th.  1916,  for  the  purchase  of  debentures  of  the 
Corporation  of  the  Township  of  Wellcsley,  to 
the  amount  of  one  thousand  seven  hundred  and 
thirty-five  and  65/100  •  dollars  ($1,735.65)  to  be 
issued  under  the  authority  of  Ry-law  No.  727, 
finally  passed  the  5th  day  of  June,  1916,  extend- 
ing over  a  term  of  fifteen  years,  bearing  interest 
at  the  rate  of  four  and  one-half  per  centum 
(AVi  P.c),  re-payable  by  equal  annual  install- 
ments of  $161.61,  including  principal  and  interest, 
payable  at  the  Standard  Bank  of  Canada,  St. 
Clements,  Ontario.  Said  issue  of  debentures  be- 
ing for  the  construction  of  Municipal  Drain 
No.  6  in  said  Township.     No  coupons  attached. 

Purchaser  to  supply  printed  debentures  at  his 
expense. 

PETER  F.  SCHUMMER, 

Clerk  of  Wellesley  Township. 
33-34  St.    Clements,  Ont. 


Sealed  tenders,  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  repairs  to  east  pier  at 
Port  Burwell,  Ont.,"  will  be  received  at  this 
office  until  4  p.m.,  Friday,  September  8,  1916, 
for  the  reconstruction  in  concrete  of  portion  of 
the  east  pier  at  Port  Bur\vell,  Elgin  County,  Ont. 

Plans  and  forms  of  contract  can  be  seen  and 
specifications  and  forms  of  tender  obtained  at  this 
Department,  at  the  offices  of  the  District  Engi- 
neers, Equity  Building,  Toronto,  Ont. ;  Windsor, 
Ont. ;  and  on  application  to  the  Postmaster  at 
Port  Burwell,  Ont. 

Persons  tendering  are  notified  that  tenders 
will  not  be  considered  unless  made  on  the  print- 
ed forms  supplied,  and  signed  with  their  actual 
signatures,  stating  their  occupations  and  places 
of  residence.  In  the  case  of  firms,  the  actual 
signatures,  the  nature  of  the  occupation,  and 
place  of  residence,  of  each  member  of  the  firm 
must  be  given. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of  Pub- 
lic Works,  equal  to  ten  per  cent.  (10  p.c.)  of 
the  amount  of  the  tender,  which  will  be  forfeited 
if  the  person  tendering  decline  to  enter  into  a 
contract  when  called  upon  to  do  so,  or  fail  to 
complete  the  work  contracted  for.  If  the  tender 
be  not  accepted  the  cheque  will  be  returned. 

The  Department  does  not  bind  itself  to  ac- 
cept  the  lowest  or  any  tender. 

Note. — Blue  prints  can  be  obtained  at  the 
Department  of  Public  Works  by  depositing  an 
accepted  bank  cheque  for  the  sum  of  $20,  made 
payable  to  the  order  of  the  Honourable  the 
Minister  of  Public  Works,  which  will  be  returned 
if  the  intending  bidder  submit  a  regular  bid. 

By  order. 

R.  C.  DESROCHERS, 

Secretary. 

Department  of  Public  Works, 
Ottawa,  August  17.  1916. 

Newspapers  will  not  be  paid  for  this  advertise- 
ment if  they  insert  it  without  authority  from  the 
Department.  34-35 


BOILERS  FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


Scaled  lenders,  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  Metallic  Fittings  No. 
S  1429,"  will  be  received  until  4  p.m.,  on 
Thursday,  August  21,  1916,  for  the  construction 
and  installation  of  metallic  fittings  for  Printing, 
Stationery  and  Contingencies  Division,  Depart- 
ment  nf   Militia  and   Defence,  Ottawa,  Ont. 

Plans,  specification  and  forms  of  contract  can 
be  seen  and  forms  of  tender  obtained  on  applica- 
tion to  the  Caretaker,  Post  Office,  London,  Ont., 
to  the  Overseer  of  Dominion  Buildings,  Post 
Office,  Montreal,  to  the  Clerk  of  Works.  Postal 
Station  "F,"  Toronto,  and  at  this  Department. 

Persons  tendering  are  notified  that  tenders  will 
not  be  considered  unless  made  on  the  forms  sup- 
plied, and  signed  with  their  actual  signatures, 
stating  their  occupations  and  places  of  residence. 
In  the  case  of  firms,  the  actual  signature,  the 
nature  of  the  occupation,  and  place  of  residence 
of  each  member  of  the  firm  must  be  given. 

Each  tender  must  be  accompanied  by  an  ac 
ecpted  cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of 
Public  Works,  equal  to  ten  per  cent.  (10  p.c.) 
of  the  amount  of  the  tender,  which  will  he  for- 
feited if  the  person  tendering  decline  to  enter 
into  a  contract  when  called  upon  to  do  so,  or 
fail  to  complete  the  work  contracted  for.  If 
the  lender  be  not  accepted  the  cheque  will  be 
returned. 

The  Department  does  not  bind  itself  to  accept 
the   lowest   or  any  tender. 

By  order, 

R.  C.  DESROCHERS. 

Secretary. 

Department   of   Public  Works, 
Ottawa,  August  16,  1916. 

Newspapers  will  not  be  paid  for  this  adver- 
tisement if  they  insert  it  without  authority  from 
the  Department.  34-35 


BUILDERS 


Builders  could  make  money,  building,  selling 
or  renting  workmen's  cottages  at  our  New  On- 
tario divisional  points,  especially  Capreol,  near 
Sudbury,    now  ready. 

Capreol  townsite  is  on  a  large  cleared  gravel 
plain,  where  fireproof  cement  bungalows  can  be 
built  out  of  cellar  excavations.  Will  be  our 
best  Divisional  Point,  as  it  is  the  juiction  of 
Toronto  and  Montreal  main  lines  going  west. 
Tt  is  in  the  nickel  belt  and  on  the  shore  of  the 
Vermillion  River.  The  other  three  Divisional 
Points  will  be  ready  later.  Phone  Main  4S40  and 
ask  for 

CYRIL  T.  YOUNG, 

Manager  Eastern  Lands. 
34-42  Canadian  Northern  Railway. 

FOR  SALE 

Lathes, 
Cutting  Off  Machines, 

And  other  machine  tool  equipment  for  Eighteen! 
pound    English    Shrapnel   Shells.     Machines  can 

be  inspected  and  prices  quoted  at 

National  Steel  Car  Co.,  Limited 

HAMILTON,  ONT. 

.iM  ;>o 
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Township  of  North  Easthope 


Tenders  Wanted 


Sealed  tenders  marked  "Tender  for  Dahmer 
Drain,"  will  be  received  by  the  undersigned  up 
to  5  o'clock  p.m.  on  Saturday,  August  26th,  1916, 
The  Council  will  proceed  to  consider  the  ten- 
ders immediately  after  the  above  hour  at  the 
Clerk's  office,  Amulru.  Plans,  profiles  and  speci- 
fications can  be  seen  at  the  Clerk's  office,  or 
at  the  office  of  John  Ragu,  O.L.S.,  Mitchell. 

The  drain  commences  on  Lot  7,  Con.  2,  and 
has  its  outlet  into  the  Township  of  South  East- 
hope.  A  deposit  of  $20(1  is  required,  cash  or 
marked  cheque. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

Dated  this  11th  day  of  August,  -  1916. 

J.  D.  FISHER,  Township  Clerk, 
34-34  R.  R.  No.  1,  Stratford,  Out. 


Tenders  Wanted 


Tenders  will  be  received  by  the  undersigned 
for    the    erection    of  the 

Nurses'  Home  for 
St.  Michael's  Hospital 

Bond  Street,  Toronto 

from  August  25th,  to  September 
4th,  1916  at  5  P.M. 

I'arties  wishing  to  submit  tender  may  obtain 
copies  of  plans  and  specifications  from  the  office 
of  the  Architects,  on  depositing  Ten  Dollars  for 
a  copy  of  the  Plans  and  Five  Dollars  for  each 
subdivision  of  the  Specification.  Deposits  will 
be  refunded  on  the  copies  of  the  plans  and 
specifications  being  returned  in  good  condition 
within  ten  (lays  of  date  of  tender  closing,  other- 
wise deposits  will  be  forfeited  to  the  proprietors 
of   the  building. 

Each  tender  must  be  accompanied  by  a  marked 
cheque,  made  payable  to  St.  Michael's  Hospital, 
for  5  per  cent,  of  the  amount  of  the  tender,  which 
shall  be  forfeited  if  tender  is  withdrawn  or  upon 
failure  to  furnish  satisfactory  security.  Should 
tender  be  accepted,  cheque  shall  be  returned  to 
successful  tenderer,  on  executing  surety  bond, 
and  to  unsuccessful  tenderers  upon  contract  be- 
ing   signed    by    successful  tenderer. 

Tenders  may  be  submitted  for  the  whole  work 
or  for  any  of  the  trades  as  subdivided  in  this 
specification.  The  lowest  or  any  tender  shall 
not  necessarily  be  accepted. 

HYNES,  FELDMAN  &  WATSON, 

Architects. 
Goad  Building,  105  Bond  Street, 
34-34  Toronto.  Out. 


Reinforced  Concrete  and  General  Building  Sup- 
erintendent is  open  for  engagement  with  Con- 
tractors or  owners  on  any  class  of  Reinforced 
Concrete  or  General  Huilding  Construction.  I 
have  had  full  charge  of  some  of  the  largest  and 
best  plants  and  buildings  erected,  and  I  can 
get  results. 

Address  first  instance,  Superintendent,  Box 
438,  Contract  Record,  Toronto,  Out.  34-35 


the  Bank  of  Montreal  propose  to  erect 
is  K.  G.  Rea,  59  Beaver  Hall  Hill,  Mont- 
real. . 

Sydney,  N.S. 

Plans  for  an  addition  to  the  store  and 
residence  of  B.  L.  Lowden  have  been 
prepared  by  M.  R.  Chappell,  Tain  Street. 
Estimated  cost,  $4,0()o. 

The  Pas,  Man. 

The  Department  of  Railways  &  Can- 


als, Ottawa,  will  call  for  tenders  dur- 
ing the  winter  on  the  construction  of 
terminals  for  the  Hudson  Bay  Railway. 
The  scheme  comprises  twelve  buildings. 

Toronto,  Ont. 

Sub-tenders  on  all  trades  required  in 
the  erection  of  extensions  to  the  Hydro 
Electric  Sub-station  on  Duncan  Street 
air  being-  received  by  R.  Chalkeley  & 
Son,  Ltd.,  34  Victoria  Street,  Witchall 
&  Son,  156  St:  Helens  Avenue,  Sherwood 
&  Sherwood.  Mail  Building,  and  H.  N. 
Dancy  &  Son,  C.  P.  R.  Building. 

Tenders  are  now  being  received  on  the 
erection  of  a  group  of  four  abattoir 
buildings  for  the  William  Davies  Com- 
pany, Ltd.,  521  Front  Street  East.  Ar- 
chitects, Henschien  &  McLaren,  431 
Dearborn  Street,  Chicago,  111.  Esti- 
mated cost,  $250,000.  Reinforced  con- 
struction. 

The  Dunlop  Tire  &  Rubber  Goods 
Company,  244  Booth  Avenue,  contemp- 
late the  erection  of  a  factory  building. 
Brick  and  mill  construction. 

Yarmouth,  N.S. 

Plans  are  being  prepared  for  a  picture 
theatre  to  seat  about  700  people.  Par- 
ticulars from  K.  Kelty,  People's  Theatre. 

CONTRACTS  AWARDED 

Hamilton,  Ont. 

The  general,  carpentry,  masonry  and 
steel  contracts  for  the  erection  of  an 
addition  to  the  premises  of  the  Union 
Drawn  Steel  Company,  Victoria  Avenue 
South,  have  been  awarded  to  Frid  Bro- 
thers, Bank  of  Hamilton  Building.  Own- 
ers will  do  painting,  heating,  plumbing 
and  electrical  work.  Approximate  cost, 
$5,000. 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  paper  factory  and  power  house  for 
Thompson  Norris  Company,  355  Notre 
Dame  Street  East,  has  been  awarded  to 
the  Atlas  Construction  Company,  Ltd., 
37  Belmont  Street.  Reinforced  concrete 
and  brick  construction.  Approximate 
cost,  $84,000.  Architects,  Lockwood  & 
Greene,  Boston,  U.S.A. 

The  contract  for  masonry  and  excava- 
tion required  in  the  erection  of  stores 
for  E.  Emery,  4280  Western  Street,  has 
been  let  to  C.  Ravery.  Approximate  cost 
of  stores,  $10,000. 

The  general  contract  for  an  extension 
to  an  .office  on  University  Street  for  the 
Diocesau  of  Montreal  University  and 
Burnside  has  been  awarded  to  T.  W. 
Hudson  &  Company,  43  St.  Sacrament 
Street.  Brick  construction.  Estimated 
cost,  $3,500. 

The  general  contract  for  the  erection 
of  an  addition  to  the  St.  Denis  Sub-sta- 
tion  for  the  Montreal  Tramway  Com- 
pany. Ltd..  78  Craig  Street  West,  has 
been  awarded  to  Laurin  &  Leitch,  5 
Beaver  Hall  Square.  Concrete  construc- 
tion.    Estimated  cost,  $20,000. 

In  connection  with  the  erection  of  a 
boiler  house  for  the  Montreal  Tramways 
Company,  78  Craig  Street  West,  the 
coni tact  for  superstructure  has  been  let 
to  the  Raymond  Construction  Company, 
145  St.  James  Street.  Reinforced  con- 
crete and  brick  construction. 

Ottawa,  Ont. 

The  National  Manufacturing  Company, 
Catherine  Street,  have  let  the  general 
contract  for  the  erection  of  an  addition 
to  their  premises  to  George  Crain,  Cle- 


mow  Avenue.  Brick  construction.  Es- 
timated cost,  $16,000. 

The  general  contract  for  the  erection 
of  an  office  building  on  Wellington  Street 
has  been  awarded  to  Doran  &  Devlin,  104 
Sparks  Street.  Architects,  Richards  & 
Apra,  Booth  Building,  Sparks  Street. 

Quebec,  Que. 

In  connection  with  the  erection  of  a 
theatre  on  St.  Yalier  Street  for  J.  A. 
Theberge  &  Cie,  the  contract  for  heat- 
ing has  been  let  to  J.  Maranda,  2  Gren- 
ier  Street. 

The  following  contracts  have  been  let 
in  connection  with  the  factory  addition 
now  being  built  for  the  St.  Lawrence 
Paper  Bag  Company,  71  Sault  Au  Maie- 
lot  Street: — masonry,  E.  Belanger,  185 
Ste.  Marguerite  Street:  steel,  Eastern 
Canada  Steel  Company;  roofing,  P.  P. 
Giguere,  52  Des  Fosses  Street;  painting, 
Simard  &  Frere,  270  St.  Joseph  Street. 

Saskatoon,  Sask. 

In  connection -with  the  erection  of  a 
theatre  for  J.  H.  Ashdown,  529  Welling- 
ton Crescent,  Winnipeg,  the  contract  for 
heating  and  plumbing  has  been  let  to 
the  Northern  Plumbing  and  Heating 
Company,  244  Second  Avenue  South 

Sault  Ste.  Marie,  Ont. 

The  general  contract  for  alterations  to 
premises  for  The  Leader  has  been  let  to 
Mclntyre,  Haining,  Kelly  Construction 
Company,  Adams  Block.  Estimated  cost, 
$15,000.  Architect.  C.  A.  Finlay,  473 
Queen  Street. 

Sherbrooke,  Que. 

MacKinnon,  Holmes  &  Company  have 
let  the  contract  for  an  extension  to  their 
forge  shop  and  the  erection  of  a  ware- 
house to  the  Sherbrooke  Construction 
Company,  St.  Francis  Street,  on  a  per 
centage  basis.  Brick  and  steel  construc- 
tion.   Approximate  cost,  $5,000. 

Toronto,  Ont. 

The  F.  W.  Woolworth  Company,  Ltd., 
■i  Otieen  Street  West,  propose  to  build 
a  warehouse  on  George  Street,  and  have 
let  the  general  contract  to  S.  L.  Yolles. 
6'i  Baldwin  Street.  Tenders  on  all  trades 
have  been  received  by  the  contractor, 
and  work  will  start  shortly.  Brick  and 
mill  construction.  Approximate  cost, 
$75,000. 

In  connection  with  the  erection  of  an 
office  and  warehouse  for  William  Long, 
406  Yonge  Street,  the  contract  for  exca- 
vation has  been  let  to  E.  Corner,  698 
Manning  Avenue,  and  masonry  to  C.  W. 
Wood  &  Son,  613  Manning  Avenue.  Ap- 
proximate cost,  $25,000. 

The  general  contract  for  the  erection 
of  a  warehouse  for  J.  G.  Kent,  Confed- 
eration Life  Building,  has  been  awarded 
to  Thomas  Essery.  Brick  and  mill  con- 
struction.   Estimated  cost,  $4(),ooo. 

Vancouver,  B.C. 

The  following  sub-contracts  have  been 
let  in  connection  with  the  erection  of 
the  depot  for  the  Canadian  Northern 
Railway: — pile  driving,  William  Green- 
lees,  948  Cotton  Street;  plastering,  E.  C. 
McDougal;  electrical  work,  Mundy  Row- 
land Company;  plumbing  and  heating. 
Barr  &  Anderson,  1060  Homer  Street; 
glass  work,  Bogardus,  Wickens  Ltd.,  1000 
Homer  Street. 


Residences 

Chatham,  Ont. 

E.  Prudhomme,  174  Lome  Avenue,  is 
about  to  start  work  on  the  erection  of 
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two  cottages,  estimated  to  cost  $3,700. 
Brick  construction, 

Kingston.  Ont. 

W  illiani  Snowdcn,  203a  Alfred  Street, 
il  about  i"  -i.irt  work  on  the  erection  of 

a  residence,  estimated   to  cost  $4,000. 

Brick  construction. 

E     K    W  allien.   442   Albert   Street,  is 

about  to  commence  the  erection  of  a 
brick  residence,  estimated  to  cost  $:t,80o. 

Montreal.  Que. 

J.  C  Quenneville,  989  Dorchester 
Street  West,  has  commenced  the  erec- 
tion of  three  residences,  estimated  to 
cosl  $9,000,  and  is  receiving  tenders  on 
plumbing,  roofing,  heating,  and  electrical 
work.     1 1 r i c k  and  stone  construction. 

J.  Bossee,  177  Chateauguay  Street,  has 
commenced  the  erection  of  three  resi- 
dences,  estimated  to  cost  $4.ooo.  Brick 
veneer  construction. 

l  enders  on  the  erection  of  two  resi- 
dences  are  now  bcin  received  by  E.  Pou- 
lm.2942  St.  Lawrence  Street.  Brick 
veneer  construction.  Estimated  cost, 
$5,000. 

New  Toronto.  Ont. 

Work  is  about  to  start  on  the  con- 
struction of  about  twenty-  brick  cottages 
for  I.  1".  Brown. 

Ottawa.  Ont. 

M.  A.  Robinson.  73  Glen  Avenue,  is 
about  to  start  work  on  the  erection  of  a 
residence,  estimated  to  cost  $(5,000.  Br.ck 
veneer  construction. 

Quebec.  Que. 

A.  Bedard.  16  Latourelle  Street,  has 
started  work  by  day  labor  on  the  erec- 
tion of  a  residence,  estimated  to  cost 
$7,000.    Frame  and  brick  construction. 

Work  by  day  labor  has  been  started 
on  the  erection  of  a  residence  for  Mde. 
A.  Corriveau.  632  St.  Valier  Street. 
Frame  and  brick  construction.  Esti- 
mated cost.  $3,000. 

Toronto.  Ont. 

X.  E.  W  illiamson.  263  Gladstone  Ave- 
nue, or  Iroquois  Hotel,  proposes  to 
build  a  residence,  and  will  let  all  trades. 
Brick  construction.    Approximate  cost, 

$4,000. 

C.  R.  Munro,  2314  Queen  Street  East, 
has  commenced  the  erection  of  a  resi- 
dence, and  will  let  smaller  trades.  Brick 
construction.    Approximate  cost,  $3,000. 

L.  H.  Lankin,  124  Hampton  Street, 
has  started  work  on  the  erection  of  three 
pairs  of  residences,  estimated  to  cost 
$9,000.    Brick  construction. 

Hynes.  Feldman  &  Watson,  105  Bond 
Street,  are  receiving  tenders  on  the  erec- 
tion of  a  residence  on  Roxboro  Street. 
Brick  and  stone  construction.  Approxi- 
mate cost,  $10,000. 

Deeth  &  Sons,  55  Grove  Avenue,  pro- 
pose to  build  three  pairs  of  residences, 
at  an  approximate  cost  of  $9,500,  and 
have  had  plans  prepared.  Brick  con- 
struction. 

Bulk  of  separate  tenders  on  the  erec- 
tion of  a  duplex  residence  will  be  re- 
ceived until  August  31  by  W*.  H.  Gibson, 
50  Balsam  Avenue.  Brick  construction. 
Estimated  cost.  $5,000. 

C.  Coldwell.  583  Carlaw  Avenue,  has 
commenced  the  erection  of  a  pair  of  resi- 
dences on  Kent  Road,  estimated  to  cost 
$3,000.    Brick  construction. 

Walkerton.  Ont. 

Harvey  Damm  proposes  to  veneer  his 
residence  on  Yonge  Street  with  brick 
and  to  make  interior  repairs. 


CONTRACTS  AWARDED. 
Hamilton,  Ont. 

I  lie  general,  masonry,  carpentry  and 
roofing  contracts  lor  the  erection  of  two 
residences  for  LI.  Johnston,  Hall's  Cor- 
nell. Out.,  have  been  let  to  Burkhalder 
&  Smith.  Ml.  Hamilton  Post  Office. 
Brick  construction.  Approximate  cost, 
$3,000. 

I  lie  contract  lor  heating  and  plumbing 
required  in  the  erection  of  a  residence 
lor  H.  U.  Hart,  57  Charlton  Avenue 
W  est,  has  been  let  to  Staunton  &  Mit- 
chell. 173  York  Street. 

Tlie  sub-contract  for  electrical  work 
required  in  the  erection  of  a  residence  for 
J.  I'.  Marshall,  Spectator  Building,  has 
been  awarded  to  W.  J.  Workman,  15 
Lottridge  Street. 

Kingston,  Ont. 

1  he  contract  lor  stone,  brick,  con- 
crete, and  plastering  work  required  in 
the  erection  of  a  residence  tor  John 
Craig,  58  Clergy  Street,  has  been  let  to 
Charles  Harrison,  108  Rideau  Street,  car- 
pentry  to  J.  King,  37  1  Alfred  Street,  and 
heating  and  plumbing  to  Elliott  Broth- 
ers, 77  Princess  Street. 

Lakeside,  Que. 

In  connection  with  the  residence 
which  has  been  erected  for  C.  VV.  Mac- 
Lean,  (lie  plastering  contract  has  been 
awarded  to  George  Hamilton,  497  Vic- 
toria Avenue,  Montreal,  and  the  interior 
null  work  to  tin-  Bromsgrove  Guild 
Company,  450  Clarke  Street,  Montreal. 
Approximate  cost  of  residence,  $100,000. 

Middleton.  N.S. 

II.  A.  Jacques  has  let  the  general  con- 
tract for  the  erection  of  a  concrete  block 
residence  to  W'.  K.  Beals.  Estimated 
cost,  $3,500. 

Montreal,  Que. 

Work  has  been  started  on  the  erection 
of  two  residences  on  Robert  Street  for 
J.  O.  Depatie,  1733  St.  Catherine  Street 
V\  est,  and  the  contract  for  heating  and 
plumbing  has  been  let  to  A.  Depatie,  215 
Fullum  Street.  Remainder  of  work  by 
day  labor.  Brick  veneer  construction. 
Approximate  cost,  $4,000. 

In  connection  with  the  alterations  and 
additions  now  in  course  of  construction 
at  the  residence  of  Sir  Thomas  Shaugh- 
nessy,  905  orchester  Street  West,  the 
contract  for  electrical  work  has  been  let 
to  McDonald  &  Wilson,  99  Drummond 
Street,  and  the  tile  work  to  G.  R.  Locker 
Company,  14.'',  Mansfield  Street. 

In  connection  with  the  residences  and 
Hats  which  are  bein«  built  on  Marlowe 
Avenue  by  A.  Hannaford,  26  Springfield 
Street,  the  masonry  has  been  let  to  D. 
Giroux,  1936  St.  David  Street.  Brick 
construction,   Approximate  cost,  $14,000. 

Ottawa.  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  John  Buchanan  has 
been  let  to  W.  Gibson.  708  Gladstone 
Street.  Brick  veneer  construction.  Es- 
timated cost.  $4,000. 

The  general  contract  for  the  erection 
of  a  residence  for  Mrs.  L.  V.  Dunning 
has  been  let  to  R.  W.  Dunning,  Rideau 
Terrace.  Brick  veneer  and  stucco  con- 
struction.   Estimated  cost,  $4,000. 

The  general  contract  for  alterations  to 
Hi'  residence  of  Mrs.  Hamil  has  been  let 
to  Cuthbertson  &  Clark.  706  Echo  Drive. 
Brick  veneer  construction.  Architect,  J. 
P.  MacLaren.  104  Sparks  Street. 

The  general  contract  for  the  erection 
of  a  residence  on  Fairbairn  Street  for 
Miss  E.  Butterworth  has  been  let  to  A. 


II.  Bower,  126  Hopewell  Street.  Stucco 
construction'. 

TThe  Glace  Hygenic  Ice  Company, 
llintonburg  Street,  have  let  the  general 
contract  for  the  erection  of  a  res. delic- 
to Herbert  Tapp,  36  Armstrong  Street. 
Brick  veneer  construction.  Approximate 
cost,  $3,000. 

T.  J.  Somerville,  28  Waverley  Street,  is 
building  a  residence  on  Driveway,  and 
has  let  the  electrical  work  to  Charles 
Presby,  138  Irving  Avenue.  Brick  veneer 
construction.    Estimated  cost,  $4,000. 

Outremont  Que. 

The  contract  for  masonry  required  in 
the  erection  of  a  residence  for  J.  C. 
Gagne,  465  Durocher  Street,  has  been  let 
to  E.  Carta,  Ville  St.  Laurent. 

Quebec,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  J.  Laperriere,  15  St. 
Marie  Street,  has  been  awarded  to  E. 
Breton,  75  Latourelle  Street.  Frame 
and  brick  construction.  Approximate 
cost,  $5,000. 

In  connection  with  the  residence  which 
has  been  erected  for  J.  R.  Demers,  43  St. 
Augustin  Street,  the  heating,  plumbing, 
and  electrical  work  has  been  let  to  A. 
Huot,  Regd.,  43  Dalhousie  Street,  and 
the  painting  to  the  general  contractors. 

The  contract  for  carpentry  required  in 
connection  with  the  residence  now  being 
built  for  J.  H.  Jobin,  Normal  School 
Building,  has  been  awarded  to  J.  Na- 
deau.  139  Notre  Dame  des  Anges  Street, 
and  plastering  to  D.  Caron,  168  Notre 
Dame  des  Anges  Street. 

In  connection  with  the  erection  of  a 
residence  for  O.  Herve.  36  Sixth  Street, 
Limoilou,  the  contract  for  plumbing  and 
electrical  work  has  been  let  to  A.  La- 
pointe.  Fourth  Street  and  Sixth  Avenue, 
Limoilou. 

In  connection  with  the  residence  now 
being  built  for  A.  Desisle,  279  Richardson 
Street,  the  contract  for  painting  has 
been  let  to  T.  Aubin,  6'/2  Conroy  Street, 
and  heating  to  R.  Chiquette,  230  Queen 
Street. 

Charles  Desagne,  28  Sixth  Street,  Li- 
moilou, has  commenced  the  erection  of 
a  residence  on  Canardiere  Road,  and  has 
let  the  masonry  to  H.  Girard,  142  Ele- 
venth Street,  Limoilou,  and  the  plumb- 
ing and  electrical  work  to  A.  Lapointe, 
Fourth  and  Sixth  Streets.  Frame  and 
brick  construction.  Estimated  cost, 
$5,000. 

The  contract  for  plastering  required  in 
connection  with  the  residence  now  being 
built  by  Ernest  Laberge,  1 15  Fifth  Street. 
Limoilou,  has  been  let  to  H.  Dallaire,  68 
Sixth  Street,  Limoilou. 

The  followin  contracts  have  been  let 
in  connection  with  the  residence  now  in 
course  of  erection  for  J.  E.  Bedard,  76 
Taschereau  Avenue:  Masonry,  J.  Che- 
valier, 44  Kenaud  Avenue;  painting, 
Gauthier  &  Frere,  St.  Joseph  Street; 
heating,  E.  Montambault,  13  1  St.  Paul 
Street. 

In  connection  with  the  residence  now 
being  built  for  G.  Cantin,  22  Lee  Street, 
the  contract  for  roofing  lias  been  let  to 
I.  Lafrance,  57  Claire  Fontaine  Street, 
painting  to  A.  Pelchat,  184  Bayard 
Street,  and  heating,  plumbing,  and  elec- 
trical work  to  J.  Lafrance. 

Sherbrooke,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  E.  C.  Goodhue,  Sun 
Life  Building,  has  been  awarded  to  John 
Davey,  4  Walton  Avenue,  anil  heating 
and  plumbing  to  A.  R.  Wilson,  5  Front 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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enac  Street.  Frame  ami  brick  construc- 
tion.   Approximate  com.  $12,000. 

In  connection  with  the  tenement 
In  nisi-  which  has  been  built  for  A.  M. 
Sangster.  Drmumoiul  Street,  the  con- 
tract tor  healing  ami  plumbing  has  been 

let  10  F.  C.  Conely,  o  Alexander  Street, 

and  electrical  work  to  the  Electrical  Re- 
pair and  Supply  Company,  n  Welling- 
ton Street. 

St.  John.  N.B. 

In  connection  with  the  erection  of  a 

tenement  building  for  J.  A.  Davidson, 
176  Union  Street,  the  contract  for  plas- 
lenn  has  been  let  to  E.  Rycrson,  100 
Queen  Street. 

Windsor.  Ont. 

The  general  contract  for  the  erection 
.•I  a  residence  for  eGorge  Haugh,  117 

L  lunch  Street,  has  been  awarded  to 
Thomas  Kobbins,  IT  Bridge  Street,  and 
work  has  been  commenced.  Brick  ve- 
neer construction.  Estimated  cost, 
$4,500. 

Sydney.  N.S. 

In  connection  with  the  erection  of  a 
n  sidence  on  Tain  Street  for  D.  A.  Noble, 
the  contract  lor  electrical  work  has  been 
let  to  E.  D.  Murphy,  Charlotte  Street, 
and  plumbing  and  heating  to  Boutilier  & 
Lewis. 

Toronto.  Ont. 

In  connection  with  the  residence  now 
in  course  of  erection  on  .Dunvegan  Road 
lor  C.  S.  Blackwell  the  carpentry  work 
has  been  let  to  E.  E.  VVoodley,  5  Poplar 
Plains  Crescent,  and  painting  to  Hughes 
&  Co.,  884  Yonge  Street.  Tenders  on  all 
other  trades  have  been  received. 

The  contract  for  carpentry  required  in 
connection  with  the  residence  and  gar- 
age which  are  now  being  built  for  F.  A. 
Parker,  400  Queen  Street  West,  has  been 
let  to  Hudson  &  Moseley,  5  Jerome 
Street. 

The  general  contract  for  the  erection 
of  a  residence  for  F.  I.  Stiff,  5  Court- 
leigh  Boulevard,  has  been  let  to  J.  W. 
Arnold.  14.">  Albertus  Avenue,  who  will 
sub-let  the  smaller  trades.  Brick  con- 
struction.   Approximate  cost,  $5,000. 

Westboro.  Ont. 

J.  Caldwell.  Kirkcholfer  Avenue,  is 
building  a  residence  estimated  to  cost 
$3,000.  and  has  let  the  electrical  work  to 
Thomas  Hopson,  217  Slater  Street,  Ot- 
tawa.   Brick  veneer  construction. 


Power  Plants,  Electricity  and 
Telephones 

Hanover.  Ont. 

The  Light  Commission  are  consider- 
ing the  extension  of  the  existing  light 
plant,  or,  as  an  alternative,  the  construc- 
tion of  a  new  system.  Estimates  will  be 
secured  immediately.  Chairman,  Dr.' 
Mearns. 

CONTRACTS  AWARDED. 

Montreal,  Oue. 

The  contract  for  construction  of  a 
high  tension  conduit  system  for  the 
Montreal  Tramways  Company,  Ltd.,  78 
Craig  Street,  has  been  let  to  G.  M.  Gest 
Company,  Ltd.,  83  Craig  Street  West, 
and  Quinlan  &  Robertson,  Ltd.,  50  Notre 
Dame  Sreet  West.  Work  includes  brick 
manholes  and  vitrified  clay  clamp  duct. 


Fires 

Bear  River.  N.S. 

Bear  River  Hotel,  owned  by  John  and 
Walter  Purdy,  Deep  Brook,  totally  de- 
stroyed.   Loss.  $25,000. 


Belleville.  Ont. 

Livery  stables  owned  by  Johnson 
Brothers,  k;  Pinnacle  Street.  Loss, 
$4,000. 

Bown,  Que. 

Store  building  of  the  limy  Lumber 
Company,  Bury,  Que.,  totally  destroyed. 
Manager,  F.  Lindop. 

Chatham  Township,  Ont. 

Stock  barn  owned  by  William  Cooper, 
Concession  17,  Wallaceburg.  Owner  will 
rebuild. 

Chepstow,  Ont. 

Barns  ow  ned  by  George  Lippert.  Loss, 
$2,500. 

Conestogo,  Ont. 

Barns  owned  by  Ezra  Webster.  Loss, 
$3,000. 

Corning,  Ont. 

Stables  owned  by  Herman  Snearly  and 
fames  McBurney.    Loss,  about  $15,000. 

Dover  Township,  Ont. 

Farm  buildings  owned  by  A.  Cadotte, 
Chatham.  Loss,  $6,500;  Owner  plans  to 
rebuild! 

Erindale.  Ont. 

Dairy  barns  owned  by  S.  Price  & 
Sons,  255  Queen  Street  East,  Toronto. 

LOSS,  $30,000. 

Gosfield  North  Township,  Ont. 

Stock  barn  owned  by  William  Sisty, 
Essex,  destroyed.  Owner  contemplates 
reb  uilding. 

Grenville.  Ont. 

Flour  mill  owned  by  Frank  A.  Robin- 
son.   Loss,  $6,000.    Owner  may  rebuild. 

Luskville,  Que. 

Store  and  residence  of  H.  Pilon.  Loss, 
$4,000. 

Newmarket,  Ont. 

Residence  of  F.  M.  Bogart.  Loss, 
$2,000. 

Pembroke,  Ont. 

Premises  of  the  Pembroke  Woollen 
Mills  Company,  Ltd.    Loss,  $10,000. 

Sedgewick,  Alta. 

Stables  at  the  Provincial  Government 
Experimental  Farm  totally  destroyed. 

Teeswater,  Ont. 

The  People's  Shore  partially  destroyed. 
Loss,  $4,000.    Owners  will  rebuild. 

Weyburn,  Sask. 

Plant  of  the  Saskatchewan  Door  Com- 
pany totally  destroyed. 

Winnipeg,  Man. 

Warehouse  of  the  Leslie  Furnishing 
Company,  324  Main  Street.  Loss  on 
building,  $10,000. 

Woodhouse  Township,  Ont. 

Stock  barns  owned  by  Elisha  Farr,  Jr., 
Concession  3,  Lynn  Valley.  Loss,  $4,500. 
Owner  proposes  to  rebuild. 


Miscellaneous 

Edmonton,  Alta. 

The  Cith  Council  have  passed  an  esti- 
mate of  $3,938  for  the  purchase  of  hose, 
alarm  system,  and  motor  fire  apparatus. 
Clerk,  Charles  E.  Cox. 

Hanover.  Ont. 

The  Hanover  Cement  Company  are 
considering  the  purchase  of  additional 
machinery. 

Montreal,  Que. 

The  City  Council  are  having  plans  pre- 
pared for  baths  to  be  built  on  Amherst 
Street.    Architect,  A.  Chausse,  City  Hall. 


Stratford.  Ont. 

The  Cemetery  Committee  have  grant- 
ed permission  to  Dr.  W.  H.  Hamilton, 
300  Victoria  Avenue,  Fort  William,  for 
the  erection  of  a  mausoleum,  estimated 
to  cost  $10,000. 


Late  News  Items 

Calgary,  Alta. 

R.  T.  Holman,  212  Bay  Block,  is  pre- 
paring plans  of  a  business  block  for  T.J. 
S.  Skinner,  Armstrong  Block.  Steel, 
hollow  tile,  and  brick  construction  Ap- 
proximate cost,  $22,000 

Davidson.  Sask. 

The  general  contract  for  the  erection 
of  a  building  for  the  Bank  of  British 
North  America  has  been  let  to  Wilson  & 
Wilson,  1017  McCallum  Hill  Building, 
Regina.  Brick  construction.  Estimated 
cost,  $5,700. 

Drummondville,  Que. 

Fire  has  destroyed  the  blending  house 
of  the  Aetna  Chemical  Company.  Loss. 
$20,000. 

Elmwood.  Ont. 

The  village  council  are  considering  the 
erection  of  a  hydro-electric  power  and 
lighting  system.  Particulars  from  M.  A. 
McCallum. 

Montreal,  Que. 

J.  C.  Rancourt,  510  Old  Orchard  Street, 
has  commenced  the  erection  of  eight  gar- 
ages on  Beaconsfield  Street,  estimated  to 
cost  $5,750.  Tenders  are  being  received 
for  roofing,  plastering,  painting,  glazing, 
heating,  plumbing,  electrical  work  and 
decoration. 

Ottawa,  Ont. 

The  city  council  have  let  the  contract 
for  construction  of  asphalt  pavement  on 
Westmount  Street  to  the  Ottawa  Con- 
struction Company,  Central  Chambers. 
Approximate  cost,  $5,220. 

Ridgetown,  Ont. 

The  town  council  have  awarded  the 
contract  for  supply  of  pumps  required  in 
the  waterworks  system  to  the  Canadian 
Fairbanks  -  Morse  Company,  Ltd.,  '20 
Front  Street  West,  Toronto. 

Sandwich,  Ont. 

The  Town  Clerk,  E.  R.  North,  will  re- 
ceive tenders  until  August  28  for  the 
construction  of  silex  walks  on  five 
streets,  a  cement  block  shed,  and  4-inch 
water  main  on  two  streets.  Engineers. 
McColl  &  Pletcher,  Thompson  Block', 
Windsor. 

Toronto.  Ont. 

The  Arnot  Construction  Company,  foot 
of  Berkeley  Street,  are  in  the  market  for 
stone  required  in  the  construction  of  the 
bridge  over  the  Humber  River  at  the  Old 
Mill. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  of  the 
Corrugated  Paper  Company,  Ltd.,  187 
Geary  Avenue,  has  been  let  to  C.  A. 
Scott,  575  Logan  Avenue.  Brick  and 
steel  construction.  Approximate  cost, 
$12,000. 

The  contract  for  masonry  work  re- 
quired in  the  erection  of  the  Union  Sta- 
tion has  been  let  to  J.  A.  Wickett,  Ltd., 
Traders  Bank  Building,  who  are  in  the 
market  for  supplies. 

The  general  contract  for  the  erection 
of  a  warehouse  for  T.  G.  Kent,  Confeder- 
ation Life  Building,  has  been  awarded  to 
Thomas  E.  Essery,  Elliott  House.  Brick 
and  mill  construction.  Approximate  cost. 
$40,000. 
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CASTINGS 

GRAY  IRON  and  SEMI  STEEL 

In  all  sizes  up  to  ten  tons 
Prompt  Deliveries.    Right  Prices.  Write  for  Estimates. 

The  Canadian  Blower  &  Forge  Co. 


Limited 


Berlin,  Ont. 


DARLING 
STEAM 
KgpANCE 


DARLING  BROTHERS 

LIMITED 
Engineers  and  Manufacturers 
MONTREAL,  CANADA  < 


to  and  W I  n  n  i  pv ti 


Agents : 

Halifax   St.  John,  Calgary,  Vancouver^ 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


Why  Not  Solve  Many  of  Your  Problems  by  Using  an 

OXY-ACETYLENE  WELDING  AND  CUTTING  PLANT  ? 

It  helps  you  to  overcome  many  difficulties,  and  has  proved  to  be  a  MONEY-SAVER  and 
a  MONEY-MAKER  in  the  Contracting  Business 

L'Air  Liquide  Society 

Maisonneuve,  MONTREAL 


26  Boler  St. 
WEST  TORONTO 


325  William  Ave. 
WINNIPEG 


Are  Manufacturers  of 

MADE-IN-CANADA  PLANTS 
as  well  as  GASES 

Factories  the  World  over — 

The  OXY-ACETYLENE  PEOPLE 

Our  NEW  BOOKLET  will  bring  you 
much  information. 

Write  NOW,  before  you  forget. 
USE  THIS  COUPON,  PLEASE 


L'Air  Liquide  Society,  Maisonneuve,  1 

MONTREAL,  P.Q.  | 

(Jentlemen  : -Please  send,  post  paid,  without 

oblimititiK  mc,  your  NEW  BOOKLET.  I 


Name  . . . 
Address 

I'rov  

Business 


Date 


C.K. 


Cutting  Iron  Bridge  at  Toronto. 


so 
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SMITH  MIXERS 

AS  GOOD  AS  EVER 

At  the  Old  Prices  for  a  Short  Time 

MUSSENS  LIMITED 


MONTREAL   QUEBEC— PRUNEAU  &  CO. 
WINNIPEG    TORONTO  -H.  TURNBULL  &  CO. 
VANCOUVER  COBALT   H.  L.  USBORNE 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 


Angles 


Channels 


67-6"x3'^"x5/i"-60  0" 
28-6  "x3'/2  "xll/16"-60'0' 
40-6"x3'/S"x3/4"-60  0" 
22-6"x3'/4"x3/4"-55  0" 


31-12"x30  lta.-60'0" 
83-15"x33  Ib.-36'IO'^" 


Zees 

94-3"  x  2-11/16"  x  1/4"  x  6.7  lbs.  -  54  0" 
05-3-1  16"  x  2-3/4"x5/16"  x  8.5  lbs.  -  50  '0" 


Mild  Steel  Bars 


20-8" 
20-10 
13-6" 
•  i  - 

19-  8" 

20-  10 
15-11 

12-  11 
88-4" 

13-  8" 


xl  4"-30  0" 
xl/4"-30'0" 
x5/16"-10'0" 
x5/16"-20  0" 
x5/16"-30'0" 
"x5/16"-30  0" 
'x5  16"-20  0" 
&x5/16"-17'0" 
x3/8"-1110" 
x3  8"-30'0" 


14-6"x7/16"-13'0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

5-12'/i"x5/8"-30'0" 

22-6I/4"xll/16"-33' 

5-7"xll/16"-20'0" 

19-8"xl-l  8"-18'3" 


Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


Piatt  Double  Suction 
Centrifugal  Pumps 

^A-ijJ^k       Split  case  features  insure  accessibil- 
^ 'tv-    Their  rugged  construction  guar- 
4A*JHS        antees  efficient  and  continuous  service 
^^^^^^^^^    whether  installed  where  every  facility 
is  at  hand,  or  in  the  most  isolated  parts  of  the  world. 
Bulletin  No.  762  fully  describes  them. 

Standard  Pumps  for  Every  Service 

PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


W\  A  f  f   O   New  and  Relaying 
1\zV1I_jO  Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 
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Made  in  Canada 


A  Good  Road 
at  Small  Expense 

MANY  people,  especially  in  the 
country,  look  upon  macad- 
am roads  as  a  great  luxury 
that  bears  heavily   upon   the  tax- 
payers. 

This  viewpoint  has  been  justified  in 
many  cases  where  the  automobiles 
came  along  and  wore  out  the  mac- 
adam roads  almost  as  soon  as  they 
were  built. 

The  real  trouble  is,  however,  that 
plain  macadam  was  never  intended 
for  automobile  traffic.  It  wears 
rapidly  under  the  abrasive  thrust  of 
automobile  wheels. 

Plain  macadam  is  being  abandoned 
by  progressive  engineers  everywhere. 
Tarviated-macadam,  that  is,  macad- 


Kennedy  Road,  Scarboro  Township,  Ontario. 

(York  County  Highway  Board) 
Tanvia  Filled  Macadam,  1915, 


am  which  has  been  bonded  with 
Tarvia  to  make  it  automobile-proof, 
is  taking  its  place. 
Tarvia  is  a  tough,  inexpensive  coal 
tar  preparation  which  acts  as  a  plas- 
tic binder,  enclosing  the  broken 
stone  in  a  tough  matrix  and  making 
a  tough,  slightly  plastic,  waterproof 
surface  on  which  the  automobile  has 
little  or  no  effect. 

Ordinary  macadam  is  an  incessant 
source  of  expense ;  tarviated-macad- 
am takes  care  of  itself  year  after 
year  and  improves  with  use,  at  a 
low  annual  maintenance  charge. 
Hundreds  of  miles  of  Canadian 
roads  are  tarviated  now  every  year 
for  the  sake  of  keeping  down  road 
taxes. 


Booklet  on  request.     Address  our  nearest  office. 


Special  Service  Department. 


This  Company  has  a  corps  of  trained  engineers 
and  chemists  who  have  given  years  of  study  to 
modern  road  problems.  The  advice  of  these  men 
may  he  had  for  the  asking  hy  anyone  interested. 


If  you  will  write  to  the  nearest  office  regarding 
road  problems  and  conditions  in  your  vicinity  the 
matter  will   have  prompt  attention. 


T  HE  PATER  SON    M  AN  UPACTUR  I  N  (i    COMPANY,    LI  M  I  T  B  1 1 

MONTKKAI.  TORONTO  WINNIPEG  VANCOUVER 

THE  C  A  RR  ITT  E-  P  A  T  E  ItSON  MANUFACTURING  CO.,  LI  M  I  T  E  I) 


8T.  JOHN,  N.  B. 


HALIFAX,  N.  S. 


SYDNEY,  N.  8. 
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CaWTHRA  IfULOCK,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks >— TORONTO 


CAST  IRON  PIPE 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  No  dusting  away,  smooth  sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  of  Fluxphalte  and 
save  repair  bills. 

New  illustrated  booklet  on  request. 


Ptfflte 


oie  ammmmmtii  f©ehi  hem 
ai>n  OF  TRADE  BUIUHNG 


UPP 

EAGLE  OIL  €9  LmrasB 

-  Montreal 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKER  VILLE, 
ONT. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


WOODEN  PIPE 

Wire  wound  wood  stave  pipe,  2  in.  to  24  in. 
diameter.  Continuous  wood  stave  pipe,  any 
diameter  required. 

Canadian  Pipe  Co.,  Limited 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  mach- 
inery. Every  machine  driven  by  a  separ- 
ate electric  motor.  Satisfaction  Guaran- 
teed 


Office  and  Factory 


550  Pacific  Street 


VANCOUVER,  B.  C. 


How  Do  You  Buy  a  Transit? 

By  Precedent — -"The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"  Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now  . 


HELLER  &  BRIGHTLY, 


1120  Spring  Garden  Street 
PHILADELPHIA,  PA., "Since  1870' 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

625  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


These  will 

save  you  money! 

DENNISTEEL  Lockers— 
on  their  merits — have  won 
lig  orders  from  the  largest 
concerns  in  Canada.  They 
save  time,  space  and  labor ; 
are  clean,  convenient  and 
everlasting.  They're  KIKE 
PROOF — a  feature  you  may 
some  day   appreciate  ! 

We  make  all  styles,  sizes 
and  finishes. 

Illustrated  descriptive  mat- 
ter will  interest  you. 

Suppose  you  ask  us  for  it 

now  ? 


HENNISTEEI 

Wmf    Metal  Lockers  Li 


DENNIS  WIRE  &  IRON  WORKS  CO.,  LIMITED 

LONDON       ::       ::  CANADA 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


™  CARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


CAST  I R 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT, 
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Increase  Your  Derrick  Output 

l>\  equipping  your  derricks  with 

DAKE  motor  crabs  which  posi- 
tively take  the  delays  out  of 
operation.  There  are  no  dead 
Kilters  on  the  DAKE  Motors 
used  on  these  machines. 

DAKE 

MOTOR  CRABS 

Start,  stop  and  reverse  instantly. 

Write  now  for  catalog  of  our  contractors'  equipment 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich  ,  U.S.A. 

CANADIAN  AGENTS: 
Montreal    Mussens.  Ltd.   Toronto— A.  R.  Williams  Machinery  Co.,  Ltd. 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


STANDARD  STEEL 


Beam*  Channels 

:   '      CONSTRUCTION  CO. 


Reinforcing  Bart 

"Self-Sentering" 

Corrugated 
Sheeting 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market. 
Office -M  4515-M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand.  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

i  664 

Phones,  Office  North  \  335     Evening's,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


DERRICKS  SAVE  MONEY 

and 

We  send  Derricks  on  Trial  to  reliable  Contractors 


Labour  is  Scarce  and  High  Priced. 
Derricks  are  Easy  to  Handle  and  Low  Priced. 


NATIONAL  EQUIPMENT  CO.,  LTD. 

1  Wabash  Avenue  TORONTO 


Canada  Iron  Foundries.  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 
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Durability 
Accuracy 

Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
%  inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnatti 


Los  Angeles 
San  Francisco 


The  Glue  Book 


What  it  Contains:- 

Chapter  i—  Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


 if  . 


Good  Profits  Here- Wake  Up! 

M-R-Co.  Goods  are  "  Right 
on  the  Job." 

There  are  immense  possibilities  for  ihe 
Building  Trades  in  Metallic  Shingles  and 
Metallic  Ceilings.  They  are  quick  for 
repair  jobs.  They  are  durable,  neat 
and  fireproof  and  there  is  no  "come  back. 

The  "Quality  House"  is  Safest-  Think  of 
Safety  First 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


V*  •f'V'.ftmmm 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  recpiire  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement    delivered  in  Sbaircl  lots,  $1.85  per  bbl.i 
with  l> uk'.  $2 25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime  grey  88c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  11>.  lots.  At  the  ware- 
house, white  :57c,  grey  35c. 

Brick  No.  1  dry  pressed  red  brick  $17;  bufT, 
$17  f.o.h.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $0.50 
at  the  mill;  $.8.50  delivered  on  job.  Paving 
brick,  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No  2  $14;  paving  blocks,  No.  1,  $24  per 
M. ;  No.  2,  $18.  Sun-Tex  face  brick,  $10 
to  $20  per  M.  J  Denison  interlocking  hol- 
low tile,  $00  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 
Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  ^-in., 
$1.25;   rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand— for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock  -2x4  in.  to  2  x  12  in.,  8  to  1G  ft., 
$22;  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$20;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  by 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto,  $32;  pine  trim  4-in.  casing,  $1.75  per 
100  ft.;  5-in.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25;  4-in.  pine,  window  stool,  $2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4 ;  N.  B.  clears  $3.05 ;  No.  1  pine  lath  $6.00 ; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
VI  x  14.  14  x  14  14  x  16,  $.'{8.00;  10  x  16, 
12  x  16,  16  x  16,  14  x  IS,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars— $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3.50;  small  sizes  $3.25. 


Steel  Plates  tank  and  boiler,  $3.50  per  100  lbs. ; 
yA  in.,  5/16  in.  and  U  in.,  $3.50  per  100  lbs. ; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.00  to  $7.00. 

Cas-t-iron  pipe — Standard  prices,  carload  lots, 
f.o.b.  Toronto;  4-in.  $34  per  net  ton;  6-in. 
to  12-in.  $33;  12-in.  up  $32.50,  with  $1  extra 
for  gas  pipe 

SEWER  PIPE 
Sewer  Pipe  -Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
55c  ft.;  9  in.,  70c  ft.;  12 -in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $.'!.2.r)  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  05  per  cent.,  20- 
in.   to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal. ;  red  lead, 
dry.  $14  per  100  lbs. ;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs. ;  steel  sash 
putty,  $4.50  per  100  lbs.;  turpentine,  in  bbls., 
80c.  per  Imp.   gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement  -$2.00  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic,  No.  2,  $13; 
buff  (smooth),  $21;  buff  (rough),  $25;  C. 
P.  R.  50c  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
$10.50;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15 -in. 
00c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42  in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  H-in.  $1.65;  ^-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.   per  ton,  car  load,  on  cars. 

Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles— 3  in.  x  3  in.  and  up,  $3.75;  1  in. 
x  1  in.  x  Yt  in.,  25c  extra;  V*  in.  x  K  in. 
x  %  in.  50c  extra.  Boiler  plates — J4  in. 
thick  and  thicker,  $4.25.  Circular  plates — ■ 
Flange  quality,  30  in.  dimension  and  over, 
$4.50;  under  30  in.  dimensions,  $5.00.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gang*, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
S  in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24  in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.2(1, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


bianch,  2  ft.,  $1,  $1.00,  $2.50,  $3.15,  $3.60, 
$4.50,  $10.25.  Double  bianch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2'A  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $0.00,  $8.40,  $9.00,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris — $2.35  per  bbl.  Rope — Best  Manilla, 
22J/2C.  basis  per  pound;  British  manilla,  18c. 
basis;  sisal  rope,  15}4c  basis;  lath  yarn  15J4 
cents.  Boiled  linseed  oil — in'  barrels  SOJ/^c 
per  gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
87c  per  gal. 


WINNIPEG  PRICES 

CEMENT,   LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.    1   dry   pressed,   red   and   buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,   $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
J4-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per   yard,   delivered,  $1.S5. 

Crushed  Granite — l'/Z  and  2-in.,  $2.65;  >^-in.  and 
1-in.,  $2.90;    ^-in.   and  dust,  $3.20. 
LUMBER   (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  0 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x0 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  0  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  10. 
0  x  10,  0  x  12,  8  x  12,  $39 ;  10  x  16,  12  x  10. 
10  x  10,  14  x  18,  10  x  18,  IS  x  18,  20  x  20, 
$40;  0  x  14,  S  x  14,  12  x  18,  18  x  20,  $42;  6 
x  lti,  0  x  18,  0  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20. 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  554  in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles  - No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50 ;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,  $2.35  per   100  lbs.;  square 
twisted,  $2.45  per  100  lbs.;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lhs. 
Cast   Iron   Pipes — Standard  price,  car  load  lots, 
f.o.b.    Winnipeg,  $38  per  ton. 

(Continued  on  page  58) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

LIMITED 

BAR  STEEL 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT  WILLIAM,  ONT 


WIRE  NAILS  -  —  WIRE  PRODUCTS 


Large  Capacity 
Derricks 

We  can  deliver  steel  guy  der- 
ricks up  to  50  tons  capacity.  Our 
derricks  are  made  in  Canada  by 
the  power  of  Niagara.  Nothing 
but  the  best  materials  enter  into 
their  manufacture.  We  manufac- 
ture derrick  irons  for  wooden 
derricks  in  all  sizes. 

Ask  us  for  literature  and  prices. 

POLLARD  MFG.  CO. 

LIMITED 
Niagara  Falls,  Canada 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  56) 
SEWER  PIPE 
Sewer  Pipe    Wholesale  prices  f.  o.  I).  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in.. 
Hi  cents;  «  in.,  cents;  8  in.,  30  cents; 

0  in  .  85  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  18  in.,  $1.00;  20  in., 
91.80;  24  in..  $2.00. 

SUNDRIES 

Hard  Wall  Plaster—  Unsanded,  $13  per  ton;  sand- 
ed. $7  50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl..  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils— White  lead,  ground  in  oil,  $11.50 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  sn  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal..  $3.10. 


VANCOUVER  PRICES 

,  CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs.;  superfine,  white,  $9.50  per  bbl.; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 
Brick--Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver ;  pressed  red  brick ;  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand    Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel    $1.85  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 28  gauge,  $7.50  per  100  lbs. 
Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  slieets 

$6.05,  5,  9  and  10  ft.  sheets,  $6.80  per  square. 

Black  steel  sheets,  24  gauge,  $5.10  per  100 

lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  12<4c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver,  bags  extra. 

Hydrated  lime — $14.00  in  car  lots. 

Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade, 
14J/2C  basis;  sisal  rope,  12%c  basis. 

PAINTS  AND  OILS 
Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in   oil,  $14.90  per  100  lbs. 
Boiled  linseed  oil — Tn  bbls.,  95c  to  $1  per  gal.  of 
9  lbs. 

Raw  linseed  oil — In  bbls.,  93c  to  98c  per  gal.  ;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


Lime  in  Hard  Wall  Plaster 

The  series  of  tests  which  led  to  the  determination  that  all  Herringbone  Lath  should  hereafter  be 
made  from  copper  alloy  showed  also  that  there  was  a  wide  variation  in  the  rate  of  corrosion  of  the 
different  brands  of  hard  wall  plaster.  When  these  plasters  were  arranged  in  a  table  in  the  order  of 
their  corrosi veness,  the  most  vigorous  at  the  top,  it  was  found  that  they  were  also  arranged  inversely 
in  the  order  indicated  by  their  content  of  hydrated  lime,  the  plaster  containing  the  least  lime  at  the 
bottom. 

That  hydrated  lime  in  hard  wall  plaster  retards  the  corrosion  of  metal  lath  cannot  be  doubted. 
Fifteen  tests  on  plain  steel  with  a  plaster  containing  no  lime  showed  an  average  rate  of  corrosion 
four  and  a  quarter  times  as  great  as  that  shown  by  a  plaster  containing  seven  percent  lime.  On 
copper  alloy  the  rates  of  corrosion  were  both  smaller  and  the  effect  of  the  lime  was  further  increased. 
The  combination  of  copper  alloy  and  a  plaster  containing  seven  percent  lime  showed  a  rate  of  corro- 
sion only  one-fifteenth  as  great  as  that  shown  by  plain  steel  with  unmixed  hardwall  plaster. 

Ask  for  the  booklet  "Why  Copper  Alloy?" 

Clarence  W.  Noble         -         General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 
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Concrete  Bonding 
Lockers  for  C'othes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 


Horizontal  Automatic  Exhaust  Relief  Valve 

We  make  automatic  exhaust  relief  valves  of 
all  sizes  and  types — horizontal,  vertical,  angle 
and  downward  discharge.  An  inside  dashpot  of 
ample  size  eliminates  shock  in  closing  and  a 
water  seal  insures  the  valve  against  leakage. 


PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  ( 
PITTSBURGH,  PA. 


■A 


AT  WOOD  AT  WOOD 

ENGINEERS    FOUNDERS  MACHINISTS 

Represented   by  W.  M.  Campbell.  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  (or  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices: — 
Bridgeburg,  Ontario,  1 30  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 
SHOPS:— Bridgeburg.  Ont. 
Built  for  C. P. R. Montreal    Chicago,  111.  Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto       -  Canada 


I'll) 
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Civil 

Contractors 

Electrical 
Mechanical 

Directory  of 

Engineers 

Special 
Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Chiptnsn.     Geo.    H.  Power. 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

Head  Office  MONTRFAL 
and   Main   Laboratories:  1  ACAL. 

Branch    Offices   and    Laboratories — 
TORONTO,  WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


STICK  TO  IT 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat  s  bottom. 

CONTRACT  RECORD 
&1  Engineering  Review 
TORONTO 


HADDIN  &  MILES 

LIMITED 

( Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG  CALGARY 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740  41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904  905  62  Esplanade  E.,  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering^ 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


PATENTS 


SECURED  OR  OUR 
FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 

Reg.  Patent  Attorneys  Ottawa,  Canada 


Crushed 
Stone 

BRICK 


Cut 

Stone 
SAND 
T.  A.  Morrison  &  Co., 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


OUR  LINDSAY  WORKS 


WE.  , 


We  Manufacture 
Water  Wheels,     Hydraulic  Governors, 
Centrifugal  Pumps,       Mill  Machinery 
Fly- Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Pure, 

Warm 

Air 


in  large  volumes,  uncon- 
taminated    and    full  of 
health  -  giving  oxygen 
that's  the  kind   supplied  by  the 

KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 
stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 


Water  St. 


Limited        Brockville,  Ont. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50.000  gallons.     149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San   Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614  1615  HIS 
Private  exchange  connecting  all  departments 
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Secured  Against  Breakage  by 


"Buffalo"  ARMOR  PLATE  Punches  and  Shears 


Armor  Plate  Steel  Frames 
give  times  the  strength 
of  cast  iron.  Absolutely 
free  from  flaws  and  imper- 
fections. 

LARGE 
CAPACITY 

GREAT  STRENGTH 
LIGHT  WEIGHT 

Let  us  send  you  our  New 
Punch  and  Shear  Catalog. 
Write  Dept.  12 


CANADIAN  BLOWER  AND  FORGE  CO.,  LIMITED 

BERLIN,  ONT. 

St.  John  Montreal  Toronto  Winnipeg  Vancouver 


Slurfevanl 


Trade  Mark 


HIGH  PRESSURE  BLOWERS 

need  no  keepers — they  blow  and  keep  on  blowing  until  you  stop  them 

Perfectly  balanced — Accurately  made  of  most  carefully  selected  materials — Prac- 
tically no  wear  out — Once  installed,  the  upkeep  cost  consists  only  of  the  small 
amount  of  oil  required. 

Most  of  our  patrons  purchase  the  DRIVER  from   us  also — either    engine  or 
motor. 

This  puts  the  entire  responsibility 
up  to  us  and  doubly  insures  them 
satisfaction.  One  guarantee  is  back 
of  the  whole  set. 

If  you  haven't  our  catalog, 
write  at  once. 


B.  F.  Sturtevant  Co.  of  Canada 


Montreal 


Gait,  Ontario 

Toronto  Winnipeg  Vancouver 


Selling  Agents  Sanford  Riley  Stoker  Co.,  Limited 
"The  Riley  Stoker" 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


IMITE.D 


VALVE  HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1916 
by  McGraw-Hill  Book  Company.  1-00  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated ;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Book  Company.  279 
pages,  illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.     480  pages,  illustrated.     Price  $5 


mi. 


Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.    213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. lust  published  by  McGraw-Hill  Book  Company. 
43S  pages,  illustrated.    Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wilev  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

Practical    Mathematics   for   the    Engineer    and    Electrician,  by 

Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by- 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual— A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

Use  cf  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
26S  pages.     Price  $3.00. 
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"Follow  the  LEADERS" 

Buy 

"DOMINION"  WIRE  ROPE 

H^jy       which  the  largest  Contractors  are  using 
and  getting  the  Best  Results  from 

STOCKS   CARRIED    AT    ST.  CATHARINES 

The  DOMINION  WIRE  ROPE  CO.,  Limited,  MONTREAL 


The  Reason  We  Have  Supplied  the 

Majority  of  the  Equipment 

on  the 

WELLAND  CANAL 

is  that  We  Carry  the  Best  and 

MOST  EFFICIENT 


"Industrial  Works"  Locomotive  Cranes 

Steam,  Electric  and  Gasoline 

"  MARION "  Drag  Line  Machines, 
Steam  Shovels  and  R  R.  Ditchers 


Ransome 
Concrete 


9f 


xers 


Branch 


St.  Catharines,  Ont. 


MONTREAL 
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GLASS  BENDERS 

TO  THE  TRADE 


THE  TORONTO  PLATE  GLASS 
IMPORTING  COMPANY  ™™ 

GLASS  IMPORTERS  AND  MANUFACTURERS 

91-113  DON  ROADWAY,  TORONTO 
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THE  DOMINION  ROAD  MACHINERY  CO.,  Ltd. 

Manufacturers  of  CHAMPION  MACHINERY 


Road  Graders 
Road  Levellers 
Road  Drags 
Road  Rollers 

Street  Sprinklers 
Street  Sweepers 
and  Cleaners 

Rock  Crushers 
Elevators 
Screens 
Bins 

Dump  and  Spreading 
Wagons 

Contractors'  Plows 

Street  Cleaners'  Hand 
Carts 


J 


Champion  One-Horse  Street  Sweeper 

WRITE  OUR  NEAREST  BRANCH 

11>  Mollis  Street,  Halifax.  X.S  10237  109th  Street,  Edmonton,  Alta. 

.-.1-  Power  Building.  Montreal,  Oue.  (509-618  Bank  of  Ottawa  Building,  Vancouver,  B.C. 

88  Dalhousic  Street,  Quebec,  Oue.  T               ....  „» 

Cor.  8th  Ave.  and  3rd  Street  West,  Calgary,  Alta.  413  Mclmyre  Building,  Winnipeg,  Man. 

Factory  and  Head  Office-                -  -              -  GODERICH,  ONTARIO 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT — 

2 — 6  x  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6}4  x  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
r — 5  x  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  y2  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6%  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line — We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLANT  1790  St.  James  Street,  Montreal, Que.       —Agents—       ROBT.  HAMILTON  &  CO  Vanoouver.  B.C. 

E.  LEONARD  &  SON9  St.  John,  N.  B.  KELLY-POWELL,  LTD  McArthur  Bldg.  Winnipeg.  Man. 
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HIGH  GRADE  QUALITIES 


When  buying  or  recommending  Dominion  Rubber 
System  products  you  can  depend  upon  high-grade  qual- 
ities. That  protection  is  being  appreciated  more  and 
more  by  users  of  Rubber  Goods,  no  matter  for  what 
purpose  the  need  may  be. 

Absolutely  High  Grade  Qualities 

Is  Our  First  Consideration 

Dominion  Rubber  System  qualities,  combined  with 
Dominion  Rubber  System  value  and  service,  make  it 
well  worth  your  while  to  insist  on  having  Dominion 
Rubber  System  products. 

If  you  can  not  get  what  you  want,  write  to  our  nearest 
branch,  or  to  our  Head  Office,  where  your  request 
will  receive  prompt  and  courteous  attention. 

Canadian  Consolidated  Rubber  Co. 

Limited 

Montreal,  P.  Q. 

28  "Service"  Branches  Throughout  Canada 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  Illustration  shows  a  line  of  42-ln.  pipe 
In  a  trench  ready  for  filling. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works :  Seigneurs  &  William  Stt.,  Montreal. 
Manufacturer!  of  Boiler!.  Casting!,  Condensers,    Elevators,  Engine!,  Filter!,   Forging!,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating.  Steam   Turbines,   Tanks,   Water   Whaeli,  Water 


Lachine  Water  Worksl 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 


Worki  Plant!. 


V 
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Ten  Good  Reasons  for  Specifying 
Wire -Cut  Lug  Brick  for  Paving 


1  Wire-cut  lug  brick  have  proven  their  superiority 
in  service.  A  wire-cut  lug  brick  is  not  a  new 
brick  or  an  experiment.  It  is  a  wire-cut  brick  with 
absolutely  uniform  lugs,  and  it  is  a  well  known  fact 
that  the  old  wire-cut  brick  streets  have  given  the 
best  service  under  traffic. 

0  All  wire-cut  lug  brick,  subject  to  slight  varia- 

*  tions,  are  of  standard  size,  %l/2  inches  long  by 
3J/2  inches  wide  and  4  inches  deep,  and  lay  40  brick 
to  a  square  yard.  If  local  conditions  of  traffic  justify 
same,  these  brick  can  be  used  3^4  inches  or  3  inches 
deep  but  of  the  standard  surface  measurements. 

*3    The  rough  sides,  uniform  contact  lugs  (no  bar 

*  lugs  allowed)  and  the  square  edges  insure  a  per- 
fect bond  the  entire  depth  of  the  brick  and  also  a 
bond  much  stronger  than  is  obtained  with  the 
smooth,  round-edge  repressed  brick.  A  4-inch  wire- 
cut  lug  brick  gives  a  4-inch  bond,  but  a  4-inch  re- 
pressed brick  with  round  edges  gives  only  a  3^-inch 
bond  and  that  may  be  very  imperfect  owing  to  the 
smooth  sides  and  the  nonuniformity  of  the  lugs. 

A  Wire-cut  lug  brick  are  made  by  30  independent 
competing  companies  and  the  list  is  constantly 
increasing.  The  brick  are  marketed  at  the  same  price 
as  the  repressed  brick  of  the  same  manufacturer's 
make,  since  the  small  royalty  paid  is  saved  in  the 
process  of  manufacture.  The  Dunn  Wire-Cut  Lug 
Brick  Company  licenses  reputable  companies  which 
demonstate  their  ability  to  make  good  wire-cut  lug 
brick. 

C    The  interior  structure  of  wire-cut  lug  brick  is 
uniformly  denser  than  that  of  repressed  brick. 
On  account  of  their  square  edges,  wire-cut  lug  brick 
in  the  first  450  revolutions  of  the  rattler  lose  from 

1  to  2  per  cent,  more  than  repressed  brick;  but  no 
allowance  is  asked,  for  wire-cut  lug  brick  at  the  end 
of  the  test  show  an  abrasion  loss  usually  about  the 
same  as  repressed  brick,  and  sometimes  less.  Thus, 
the  user  of  wire-cut  lug  brick  really  is  getting  a 
quality  that  is  2  per  cent,  better  than  is  shown  by 
test. 


C    Wire-cut  lug  brick  are  made  on  engineering  lines. 

The  square  edges  aid  the  engineer  in  obtaining 
a  smooth  pavement,  and  a  pavement  in  which  the 
filler  will  not  chip  out  under  traffic,  as  it  does  from 
round-edge  repressed  brick.  The  engineering  de- 
partment of  the  Dunn  Wire-Cut  Lug  Brick  Company 
is  continually  investigating  methods  of  construction 
and  is  at  your  service  at  any  time,  in  an  advisory 
capacity,  as  to  methods  of  construction,  and  proper 
inspection  of  material. 

7    The  Dunn  Wire-Cut  Lug  Brick  Company  has 

*  its  own  ceramic  engineer,  whose  duty  it  is  to  ren- 
der free  advisory  service  to  companies  making  wire- 
cut  lug  brick,  and  to  endeavor  in  every  way  to  im- 
prove the  quality  of  the  brick  at  the  plant. 

Q    The  advantages  of  wire-cut  lug  brick  are  recog- 

*  nized.  These  brick  are  specified  exclusively  by 
St.  Louis,  Mo.;  Baltimore,  Md.;  Wilmington,  Del.; 
Toronto,  Canada,  and  many  other  cities,  and  they 
are  preferred  by  numerous  state  highway  depart- 
ments. 

Q    On  January  1,  1916,  wire-cut  lug  brick  were  in 

*  use  in  436  places  and  they  were  admitted  in  the 
specifications  of  more  than  2,500  places. 

If  the  choice  between  wire-cut  lug  brick  and  re- 
*  pressed  brick  is  left  to  the  contractor,  he  may, 
on  his  first  job,  use  the  repressed  brick,  claiming  that 
the  repressed  brick  takes  less  filler.  We  admit  this 
claim,  and  it  substantiates  our  contention  that  wire- 
cut  lug  brick  makes  the  best  pavement,  because  the 
filler  goes  down  to  the  bottom  of  the  brick  and  in- 
sures a  good  bond  its  entire  depth.  After  his  first 
experiment,  the  contractor  recognizes  this  advantage 
and  becomes  an  advocate  of  wire-cut  lug  brick. 
Wire-cut  lug  brick  are  made  by  30  independent  com- 
peting companies,  operating  48  plants.  Write  for 
data. 
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Atr  Comprciaori 

Can.  Ingertoll  Rand  Co.,  Ltd. 
Plait   [ion  Works 


Aluminium 

Spieliiiarin   Agencies  Krgd 


Air  Hoists 

Northern   Oane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Gooda  Co. 
McGregor    &  Mclntjrre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Inip'lg.  Co. 


A«h  Hoiata 

Cillis  St  Groghegan 


Asphalt 

Asphalt  &  Supply  Company 


Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 

Hopkina  &  Co..  F.  H. 


Blowers  and  Compressors 

Canadian   Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  ol  Can.,  Ltd.,  B.  F 


Boilers 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsii  &  Henthorn 

McDougall  Caledonian  Iron  Wki. 

Mussens  Limited 


Boxes-Junction 
Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brick  Dryera 

Canadian  Blower  and  Forge  Co. 
Sheldona  Limited. 


Buckets 

Beatty  &  Sona,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan   &  Company,  John 


Brick  Machinery  and  Suppliea 

Sheldons  Limited 


Bridget  (Steel) 
Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wka. 
Des.M  Bridge  &  Iron  Co. 

Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Paper* 
Bird  &  Son. 


Cable 

Canada  Wiie  &  t  able  Company 
Dominion  Wiie  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 


Cable  Terminals 

Standard  Underground  Cable  Co. 

of   Canada,  Limited. 


Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casementi 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.   Lumber  Commissioner 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Rogers  Supply  Company 


Centrifugal  Pumps 

Roving  Hydraulic  &  Engineering 
Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 


Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal    Handling  Apparatus 

Beatty  &  Sons,  M. 

Cold    Storage  Insulation 

Armstrong  Cork  Company 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian  Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Tdeal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 
Contractors'  Lights 

Foster,  W.  L. 

Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Roving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Barsby  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 


Corrugated  Iron 

Metallic  Roofi 
Pedlar  People 


Metallic  Roofing  Company 
Limited 


Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 


Cranes,  Travelling  and  Locomotive 

Roving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed   Stone  Corpoia- 
tion 

Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 

Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin.  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  l.iquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Reatty  &  Sons.  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn.  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Roving  Hydraulic  &  Engineering 
Company 

Dredges 

Beattv  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 

Dump  Cars,  Lheels,  etc. 

Hopkins  cV  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


F.lastite 

Carey  Mfg. 


Co  ,  Philip 


Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian    Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 

Gent  &  Company 

Electric  Water  Systems 

Ontario    Wind   Engine   &  Pump 
Company 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company 


Engines 

Canadian   Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 


Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 


Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 


Feed  Water  Heaters 
Piatt  Iron  Works 

Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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Lightning  Construction  of  Canada's  Greatest 
Military  Camp  Made  Possible  by  the  Use  of 

CARBIC  FLARE  LIGHTS 

Night  work  was  essential — Batteries  of  Carbic  Flare  Lights  Solved  the  Problem. 


Photographic  reproduction  of  one  of  the  many  batteries  of  Carbic  Flare  Lights 
used  in  the  construction  of  Camp  Borden. 


CARBIC  FLARE  LIGHTS  will  solve  the  problem  of  RAPID  CONSTRUCTION 
for  you  in  the  most  economical  way  possible 

We  Can  Prove  It.  Let  Us  Do  It. 

A  FREE  TRIAL  OF  THESE  WONDERFUL  LIGHTS  AWAITS  YOU 

Wire  or  write  for  catalog— We  have  plenty 

W.  L.  FOSTER 

8  Lombard  St.  -:-  TORONTO,  CAN. 

Western  Agents:    KELLY  POWELL,  LTD.,  WINNIPEG,  MAN. 

See  our  Exhibit  in  the  Machinery  Hall,  at  the  Canadian  National  Exhibition 
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Fire  Kacapei 

I'ennis  "ire  &  Iron  Works  Co. 
Manitoba  Bridge  St  Iron  Works 
McGregor  &  Mclntyrc 

Fli(  Poles 

Ontario  Wind   Kngine  &  Pump 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economiiers 

Sturtevani  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart  Mfg.  Company,  Jas. 

Forges 

Canadian  Mower  and  Foige  Co. 
Sheldons  Limited 

Gas  Engines 

Goold.  Shapley  St  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Good,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can..  Ltd.,  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


High  Duty  Pumping  Engines 

Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 

licatty  &  Sons,  M. 

Canadian  Ingersoll-Rand  Co. 

Gillis  &  Geogliegan 

Goold,  Shapley  &  Muir  Co. 

London  Concrete  Machinery  Co. 

Marsh  &  II  en  thorn 

Musscns  Limited 

National   Equipment  Company 

Northern  Crane  Works 

Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company   F.  H. 
Marsh  &  Hcntliorn.  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian   Office  &  School  Fur. 

Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 

Northern   Crane  Works 

Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American   Lead   Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 

Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Meter  Boxes 

Ford  Meter  Box  Company 


Meters.  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Hendersan  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 

Canadian  Dolarway   Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


The  Elevated 
Drum  allows  a 
great  descent 
for  the  concrete. 
Provides  for  a 
rapid  delivery. 


LONDON 

Paving  Mixer 

Forward  Loader  and  Rear  Dis- 
charge take  up  little  room  on 
the  roadway. 

Traction  Drive.  Moves 
anywhere  with  its  own  power. 

The  Rotary  Delivery  Chute  turns 
in  a  complete  half  circle,  also  opens 
up  at  different  points.  The  concrete 
is  distributed  to  any  part  of  the  road 
No  wheeling.  No  »hovelling 
of  concrete. 

ONE-THIRD  LESS  MEN  REQUIRED.  A  BETTER  JOB.  We  guarantee  that  this  Machine  will  deliver  Con- 
crete on  a  roadway  at  a  saving  of  10  per  cent  over  any  other  type  of  Machine.    Full  particulars  on  request.     Send  for 

Catalogue  No.  1A. 

We  have  twenty-three  different  sizes  and  styles  of  Mixers. 
Also  a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 

THE  LONDON  CONCRETE  MACHINERY  CO.,  LTD. 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada 

World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 
Do  Not  Fail  to  See  Our  Exhibit  at  the  Western  Fair,  London 
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STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE    Is  to  add  Strength. 

STEEL  BARS    Are  used  in  Concrete  to  Reinforce. 

D  E  M  A  N  D—    Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK    Your  work  on  reinforcing  bars  rolled   from  material 

of  questionable  quality. 

FAVOR     US    With  an  opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 

HAMILTON       TORONTO       MONTREAL  WINNIPEG 
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Pip*  and  BoUer  Covering! 
Dominion  Paint  Word 

Pjir.ii  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 


Patriton  Mlg  Company 
Spielmann  Agencies  (Kgd.) 

Pencil*  (Lead) 

American  Lead  Pencil  Company 

Perforated  lietala 

Canada  Wire  &  Iron  Gooda  Co. 

Pile  Driving  Machinery 
Beatty  3c  Sons.  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh   Valve,   Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 
Canadian  Blower  and  Forge  Co. 
Sheldon*  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Iona  Gypsum  Company 

Plug  Driller* 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Works 

Bratty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 
Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 
Dominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 


Roofing  Material 

Bird&  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 
Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.  Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 


Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F. 


H. 


Spruce 

B.   C.   Lumber  Commissioner 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 


Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 

Canadian  Blower  and  Forge  Co 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 


Build  the  Ma  intenance  INTO  the  Road 

A  Concrete  Base — Surfaced  with  "Dolarway" 


When  you  consider  a  thoroughfare  that  is  suitable 
in  every  way  for  every  locality — think  of  "Dolar- 
way." The  initial  cost  of  laying  is  low;  the  main- 
tenance cost  is  low — a  combination  that  will  appeal 
to  every  Tax  Payer. 


A  "Dolarway"  pavement  is  equal  in  every  way  to 

Asphalt    pavement — the    only    difference,    that  of 

price.     Noiseless,  Dustless,  Waterproof.     Easy  to 

apply,  Easy  to  Maintain  and  Permanent  just  as 
long  as  "Dolarway"  surfacing  is  KEPT  ON. 


Inexpensive  First  Cost  Inexpensive  Maintenance 

For  further  particulars  write  to 

THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 
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When  Quick  Shipment  Counts  I 

Steel  Reinforcing  Bars  for  CAMP  BORDEN 
were  required  immediately.  On  account  of  their 
facilities  for  prompt  service,  orders  were  placed  with 

Burlington  Steel  Co. 

Hamilton,  Ontario 


Limited 


Rounds,    Squares,    Twisted    Squares,    Angles,  -Flats 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 


Macadam  Roads 


Ik.  *L 


must  be  built 
of  a 

Tough 
^  Stone 

that 
will  cement 


WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville  -  Ont. 
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CASTINGS 

GRAY  IRON  and  SEMI  STEEL 

In  .ill  >i/os  up  to  ten  tons 
Prompt  Deliveries.    Right  Prices.  Write  for  Estimates. 

The  Canadian  Blower  &  Forge  Co. 

Limited 

Berlin,  Ont. 


"Meaford"  Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "Meaford"  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces:  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.  Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta:  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

British  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


Elkco,  Elk  Steel,  St.  Marys 
Keystone,  Rotex 

Brands 

provide  a  type  for  every  kind  of  furnace 

FIRE  BRICK 

Our  booklet  "  Refractory  Efficiency  En- 
gineering "  detailing  shapes  and  sizes 
will  be  sent  on  request. 

Elk  Fire  Brick  Co.  of  Canada,  Ltd. 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


Federal  Life  Building. 


HAMILTON,  ONT. 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 

Channels 


Angles 


67-6"x3'/4"x6/3"-60'0" 
28-6"x3«/£  "xll/16"-60 '  0" 
40-6"x3'/£"x3/4"-60'0" 
22-6"x3>/£"x3/4"-65'0" 


31-12"x30  lb.-60'0" 
83-15"x33  Ib.-36'IO1^' 


Zees 


94-  3"  x  2-11/16"  x  1/4"  x  6.7  lbs.  -  54  0" 

95-  3-1/16"  x  2-3/4"x5/16"  x  8.5  lbs.  -  50'0" 


Mild  Steel  Bars 


20-8" 
20-10 
13-6" 
17-7" 

19-  8" 

20-  10 
15-11 

12-  11 
88-4" 

13-  8' 


xl/4"-30'0" 
"xl/4"-30'0" 
x5/16"-10'0" 
x5/16"-20  0" 
x5/16"-30'0" 
"x5/16"-30'0" 
"x5/16"-20  0" 
'/2x5/16"-17'0" 
x3/8"-ll'10" 
x3/8"-30'0" 


14-6"x7/16"-13'0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10  0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

5-12!4"x5/8"-30'0" 

22-6^"xll/16"-33'0' 

5-7"xll/16"-20'0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 
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VALVES 

Reliable 

Accurate 

Serviceable 

This  remarkable  valve  will  give  you  a  first  class 
service  on  water,  steam,  air,  gas  or  oil.  Almost 
a  universal  valve.  It  will  give  a  marked  reduc- 
tion on  water  service  and  very  close  regulation. 
Excellent  on  steam  heating  systems  for  any 
pressure  as  low  as  five  pounds  vacuum. 

Mueller  13160  Reducing  and 
Regulating  Valve 

is  without  doubt  the  most  serviceable  all  round 
valve  today.  Send  for  full  details  of  construc- 
tion and  prices.  We  also  make  a  complete  line 
of  waterworks,  gasworks,  and  plumbing  brass 
goods.  All  tested  under  200  pounds  hydraulic 
pressure  and  fully  warranted. 

H.  Mueller  Mfg. 

Company,  Limited 

SARNIA,  ONTARIO 


EXPArJsioJ  = 

UOINT 

The  original  and  only  elastite  joint  =§ 

Gets  the  Job  Done  on  Contract  Time 

You  have  a  contract  that  must  be  rushed  to  com- 
pletion.    But  the  weather  is  so  wet   that  you 
can't  pour  the  expansion  joints.    Your  money  is  j 
tied  up  and  a  big-  penalty  stares  you  in  the  face.  j 
Your  only  salvation  is  the   Elastite  Expansion 
Joint.  j§ 
We   ship   it   in   sections  of   any   dimension — all 
ready  formed  and  ready  for  your  to  set  in  place.  m 
I. ay  them  along  the  curl)  line  and  at  the  ends  of 

g  the  unit  slabs,  pour  your  concrete  and  so  ahead. 
Weather  conditions  can't  stop  your  work  when 
you  use  ELASTITE.  No  kettle  to  heat  and  no 
steam  explosions  when  the  hot  pitch  falls  into  §j 

-  the  wet  crack.  - 

For  sample  and  literature  address  Elastite  Dept. 

THE  PHILIP  CAREY  COMPANY  I 

m   TORONTO  MONTREAL  | 

ill  Illllllll  -inr  i  'nil  iM'iii:  r  mill  iiiiiiiiiiiui  


FOR  SALE 


1  Portable  Air  Compressor, 
Gasoline  Driven,  150  ft. 
Capacity,  Complete 
with  Tank. 


2    Granite    Block  Cutting 
Machines. 


W.  FRASER 

83  Craig  St.  West 

MONTREAL 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Steam  Engines 

Sturtcvant  lo.  of  Can..  Ltd.,  B.  F. 

Steirn  Turbine* 

McDcOgll]  Caledonian  Iron  Wk» 
Sturtcvant  Co.  of  Can..  Ltd..  B.  F. 

Steel 

Hopkins  &  Company,  F.  H. 
Steel  Company  of  tan.  Ltd. 

Steel  Bar* 

Burlington  Steel  Company 
dominion  Iron  &  Steel  Co. 
tlopkint  &  Company.  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Pipe 
Can.  Chicago  Bridge  Si  Iron  Wks. 

Steel    Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Steel  St  Radiation  Limited 

Stone 

Itritnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  Si  Son.  Geo. 
Roger*  Supply  Company 
Sackville   Freestone  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
PesMoines  Bridge  St  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McCregor  St  Mclntyre 
Pittshurgh-DesMoines  Steel  Co. 
Reid  St  Brown 

Standard  Steel  Construction  Co. 
Structural  Steel  Company 


Surveyors'  Instruments 
Heller  &  Brightly 

Swinging  Gears 

I 'akr  Engine  Compan 


Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  lion  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh   &    1 1  en  thorn 
McDotigall  Caledonian  Iron  Wks. 
Mackinnon,   Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
I'ittsbui  gh-DesMoincs  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillil  &  Geoghegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 


Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 


Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtcvant  Co.  of  Can.,  Ltd..  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin    Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Rridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  St  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Pi  est- O- Lite  Company,  Inc. 


Welding   and   Cutting  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 


Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 


Wheelbarrows 

Meaford  Wheelbarrow  Co. 


Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 


Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 


Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe  &  Tank 
Company 


Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 

Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  pure  carbon,  and  is  therefore  unaffected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  B-H  Graphite  Paint  being  made  from  pure  Graphite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  painting  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


RRANDRAM-U  END  ER  SO  N 

JL-Mmmmmmmmmmmmmmmmmmmmm—mm—mmmmmmm  X  A  wmmmmmmmmmmmmmmmmmmmmm  limited 


Montreal 


Halifax 


St.  John 


Toronto 


Winnipeg 


I 
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SHARP 

WASHED 


Washing  Plant  at  Frenchman's  Bay. 


SAND 

In  Bins — Princess  St.  Dock 
Quality  Guaranteed 

SarTveu  crushed  stone 


GRANITE 


G.T.R.  and  C.P.R. 

CEMENT 

!    Pape  Avenue  and  G.T.R 
Yards         Lansdowne  Ave.  and  Dundas  St. 


{ 


Lawton  Ave.  and  G.T.R. 
Berkeley  St.  and  Esplanade 


Rogers  Supply  Co.,  Ltd. 

28  King  St.  West,  TORONTO 


f  Canadian  Pacific  Railway  Terminals,  TORONTO 

Because  Architects  and  Engineers 
know 

it's  "A  LITTLE  BETTER" 


Structural  Steel  painted  with 
4  SUPERIOR  GRAPHITE  PAINT" 

DOMINION  PAINT  WORKS,  Limited 


WHY? 


TORONTO 
WINNIPEG 


WALKERVILLE,  ONT. 


MONTREAL 
VANCOUVER 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  ...  47 
American  Lead  Pencil  Company  ... 
American  Well  Works  

tngjins  Limited   56 

Armstrong  Cork  Company  

Art  Stone  Company   56 

taphall  &  Supply  Company   48 

Ault  &  W  iborg  Company   55 

Barber  Asphalt  Company  

Barber.  Frank   56 

B.  C.  I. umber  Commissioner  

Beatty  &  Sons,  Limited,  M   2 

Bird  &  Son   ... 

Black  Building  Supply  Company  . . 
Blair  Company,  B   17 


Moving    Hydraulic    &  Engineering 

Company  

Brandram-Hcnderson  Co   14 

Britnell  C  ompany,  Limited   50 

Burlington  Steel  Company   11 

Canada  Crushed  Stone  Corporation 
Canada  Iron  Foundries,  Limited  ...  50 
Canada  Wire  &  Iron  Goods  Co.  ...  55 
Canadian  Billings  &  Spencer  ...   .  s 
C  anadian  Blower  and  Forge  Co.  . .  12-58 
Canadian    Chicago    Bridge    &  Iron 

Works   55 

Canadian  Consolidated  Rubber  Co.  3 
Canadian  Dolarway  Paving  Co.  ...  10 

Canadian  Ingersoll-Rand  Co  

Canadian    Inspection    and  Testing 

Laboratories   56 

Canadian   Office   School  Furniture 

Company  

Canadian  Pipe  Company,  Limited..  49 

Carey  Company,  Philip   13 

Chipman  &  Power  ...   56 

Conduits  Company,  Limited  .'  55 

Cook,  A.  D  

Crushed  Stone,  Limited  *  . . .  50 

Dake  Engine  Company   50 

Darling  Bros  

Dennis  Wire  &  Iron  Company  .... 

DesMoines  Bridge  &  Iron  Works.  57 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   56 

^Dominion  Iron  &  Steel  Company  ..  53 

Dominion  Paint  Works   15 

Dominion  Road  Machinery  Co.   ...  2 

Dominion  Sewer  Pipe  Company  ...  12 

Dominion  Wire  Rope  Co   60 

Dunlop  Tire  &  Rubber  Company  . . 

Dunn  Wire-Cut  Lug  Brick  Go   5 


F.Ik  Fire  Brick  C  ompany   12 

Foster,  W.I   7 

Fraser,  W   i3 

Gartshore,  John  J   47 

Gartshore-Thompson  Pipe  &  Foun- 
dry Company   49 

Gent  Company  ...  

Gillis  &  Geohcgan  

Goodwin-Barsby  Company   47 

Goold,  Shapley  &  Muir  Company  .  .  55 

Ciray  Construction  Co.,  John  V.  ...  49 

Haddin  &  Miles   56 

Hagersville  Contracting  Company..  11 
Hamilton  &  Toronto  Sewer  Pipe  Co. 

Heller  &  Brightly   49 

Hopkins  &  Company,  F.  H   60 

Hunt  &  Company,  Robert  W   56 

Ideal  Concrete  Machinery  Company  46 

Inglis  Company,  John   45 

Kerr  Engine  Company,  Limited  ...  59 

L'Air  Liquidc  Society  

Lea,  R.  S   56 

London  Concrete  Machinery  Co.  ...  8 

Luxfer  Prism  Company  

MacLean  Daily  Reports  

MacKinnon  Holmes  &  Company..  47 

Manitoba  Bridge  Works  Co   18 

Maritime  Bridge  Company    ' 

Marsh  &  Henthorn,  Limited   49 

McAvity  &  Sons,  T  

McDougall  Caledonian  Iron  Works 

Company   4 

McGregor  &  Mclntyre   57 

Meaford  Wheelbarrow  Company  ...  12 

Metallic  Roofing  Company    51 

Miller  &  Company,  Geo.  M   56 

Morrison  &  Co.,  T.  A   56 

Mueller  Mfg.  Company.  H   13 

Mussens,  Limited   46 

National  Equipment  Co   46 

National  Iron  Works   48- 

National  Steel  Car  Company  

Neptune  Meter  Company   51 

Noble,  Clarence  W   58 


Northern  Crane  Works  ... 
Nova  Scotia  Steel  &  Coal  Co 


Oakley  &  Son,  Geo  

Oriental  Brick  Co.  . . .  .   54 

Ormsby  Company,  A.  B   18 

Ontario  W  ind  Engine  &  Pump  Co.  51 

Pacific  Coast  Pipe  Company   4  9 

Paterson  Mfg.  Company  

Pedlar  People   

Pelletier  &  Fils,  Edouard  

Pittsburgh-Des  Moines  Steel   Co...  57 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company   55 

Piatt  Iron  Works      46 

Pollard  Manufacturing  Company  . . 

Power  &  Son  

Prest-O-Lite  Company   57 


Quinlan  &  Robertson  

Radigan  &  Company,  John  

Reid  &  Brown  

Ric-wiL  Underground   Pipe  Cover- 
ing Company  

Rogers  Limited,  Alfred  

Rogers  &  Company,  F  


Rogers  Supply  Company   IS 

Sackville  Freestone  Company  

Sheldons  Limited  

Ship  man  &  Co.,  Harold  C   56 

Smart  Mfg.  Company,  James  

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  . .  .  53 
Standard  Steel  Construction  Co.  . .  .  50 
Standard  Underground  Cable  Co.  of 

Canada  "  

Stark  Rolling  Mill  Company  

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation   44 

Structural   Steel   Company    50 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F.  5S 

Tiffin  Wagon  Company  

Toch  Bros  

Toronto  Plate  Glass  Importing  Co.  1 

Trussed  Concrete  Steel  Co   4S 

Turnbull  Elevator  Company  


Vancouver  Wood  Pipe  &  Tank  Co. 

Waterous  Engine  Works  Co  

Wettlaufer  Bros  

Wilson  &  Son,  C  

Wynne-Roberts,  R.  0   56 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterprise 
ing  enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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Specially 
Made 
Concrete 
Pipe 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 


Further  particulars  and  prices  will  be  sent  upon  request. 

B.  Blair  Company,  Limited 

Woodstock,  Ontario 


/ 


IS 
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Bar  Iron 


Carried  in  all  sizes  and  lengths 
for  immediate  shipment. 


Steel  Sheets 

A  complete  range  from  10  gauge  to  16 
gauge,  for  immediate  shipment. 


Small  Angles 


V&"  to  2"x2"x 


From  y4"xy4"x 
%"  in  all  sizes,  thicknesses  and 
lengths. 


Steel  Plates 

All  sizes  from  3/16"  to  1"  thick,  in  stock 
now. 


Reinforcing  Bars  for  Concrete 

Medium  Steel,  Square  Cold  Twisted,  sizes  from  %"  to  1/4",  lengths  up  to  60  feet.  Me- 
dium Steel,  Plain,  Round  and  Square  sizes  from  l/4"  to  1/4",  lengths  up  to  60  feet. 

We  design  and  fabricate  all  kinds  of  structural  steel,  and  carry  at  all  times  a  6000-ton  stock  of  Beams,  Chan- 
nels, Broad  Flange  Beams,  Plates  and  Angles,  Rivets,  Bolts,  Shafting,  Transmission  Machinery,  etc.,  besides 
those  mentioned  above — ready  for  immediate  shipment. 

We  have  a  monthly  stock  list  that  should  be  on  your  desk.    Ask  for  it. 


i  ■  i  ■  iw  ■  f  f  »  m  1 1  n  « na  fci  i  r  i  iT ;  i  -  ■  i  r|  1 1  ;,i  i  m  n  w  n  ■  i  n  f  ■  1 1  y^j 


REAL  FIRE  DOORS 


In  theory,  in  the  laboratory  and  in  actual 
fires  Ormsby  Rolling  Steel  Doors  proved 
themselves  to  be  absolutely  fireproof. 

For  the  fire  door  requirements  of  your  next 
building  specify  these  famous  doors.  They 
require  but  small  space,  operate  easily,  and 
are  of  neat  appearance. 

They  are  made  in  any  size  to  operate  by 
motor  or  hand.  They  can  be  supplied 
with  Underwriters'  Label  when  desired. 

Write  us  today  for  latest  catalogue  and 
detailed  information  on  fireproofing  open- 
ings of  every  kind. 

A.  B.  Ormsby  Co.,  Limited 

Toronto 

Atiociated  with 

The  Metal  Shingle  &  Siding  Co.,  Limited 
Preston  Montreal  Winnipeg 
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A  Central  Concrete  Mixing  Plant 

CONCRETE  as  a  building  material  is  peculiar, 
in  that  it  is  manufactured  and  fabricated  in  its 
entirety  from  the  raw  state  right  on  the  job. 
It  differs  in  this  respect  from  steel,  wood,  or 
brick,  the  other  principal  building  materials.  The  fact 
that  concrete  is  made  at  the  place  of  construction 
means  that  each  job  has  its  own  plant,  its  own  sup- 
plies, its  own  labor,  and  its  own  inspection  force.  This 
seems  true  whether  the  work  involved  is  large  or  small 
or  whether  much  concrete  is  required  or  little.  There 
is  apparently  so  much  waste  in  these  conditions,  so 
much  unnecessary  duplication,  and  so  much  loss  of 
time  that  it  is  not  out  of  place  to  search  for  a  remedy 
that  will  eradicate  these  objections/  When  concrete 
is  compared  with  other  stable  materials  of  construc- 
tion the  question  is  naturally  asked:  Why  cannot  con- 
crete be  made  at  a  central  plant  and  distributed  as  re- 
quired? Why  can  it  not  be  sold  already  mixed  and 
ready  for  placing?  We  believe  this  method  is  cpiite 
applicable—  within   certain    limitations,  perhaps,  that 


experience  and  experiment  will  dictate.  At  any  rale, 
if  such  a  system  were  found  suitable  there  is  no  doubt 
but  that  the  objections  of  the  present  methods  would, 
in  large  measure,  be  overcome.  The  elimination  of 
wasteful  efforts,  of  multiplication  of  equipment,  and 
of  individual  inspection,  would  alone  seem  to  justify 
its  inception.  A  product  of  higher  quality  and  of  more 
uniform  and  homogeneous  texture  could  unquestion- 
ably be  obtained.  At  the  same  time  the  reduction  of 
cost  on  a  basis  of  quantity  production  would  he  an 
important  item,  while  the  saving  in  space  and  in  time 
on  individual  jobs  would  amply  warrant  its  trial. 

Of  course,  in  instituting  a  reform  of  this  nature 
there  is  the  bond  of  conventionality  to  overcome,  the 
spirit  that  moves  concrete  users  to  swear  by  old  meth- 
ods and  antiquated  ideas.  Yet  we  cannot  help  but  feel 
that  a  little  education  would  soon  persuade  builders  to 
acknowledge  the  possibilities  of  the  scheme.  Techni- 
cal points,  however,  would  probably  he  the  most  potent 
obstacles  to  successful  operation. 

The  question  of  delivery  would  seem  to  be  the  per- 
plexing problem.  The  point  is:  How  far  can  the  pro- 
duct be  delivered  from  the  point  of  manufacture  with- 
out developing  a  certain  amount  of  set?  Delivery 
would  have  to  be  by  motor  truck  to  cover  in  a  short 
time  a  held  sufficiently  large  to  be  commercially  feas- 
ible. Investigation  has  shown  that  the  jiggling  at- 
tached to  motor  truck  transportation  prevents  any 
material  decrease  in  strength  due  to  initial  set  for 
periods  up  to  an  hour  and  a  half,  so  that,  using  this 
time  as  a  basis,  it  is  evident  that  a  wide  district  could 
he  served  from  a  central  concrete  plant.  Of  course, 
delivery  must  be  absolutely  certain  to  make  the  plan 
a  success.  Arrangements  would  have  to  be  made  to 
ensure  a  contractor  obtaining  his  material  when  he  is 
ready  for  it.  This,  perhaps,  is  where  the  individual 
mixer  has  an  advantage.  It  is  ready  to  supply  at  any 
instant,  provided  materials  are  stocked. 

Just  such  an  installation  was  instituted  last  year 
in  a  United  States  city,  which  experienced  certain 
measures  of  success,  although  hampered  by  insufficient 
capital  and  to  a  certain  extent  the  antagonism'of  small- 
er contractors.  However,  the  project  was  completely 
successful  in  so  far  as  its  product  was  concerned,  and 
many  new  uses  were  developed  for  the  employment  of 
pre-mixed  concrete.  A  city  regulation  required  de- 
livery of  the  material  to  take  place  within  30  minutes 
after  mixing,  all  concrete  arriving  after  that  time  to  be 
rejected.  We  understand  that  this  experiment  has 
developed  many  features  that  presage  much  success 
for  a  working  plant  of  this  nature. 

*      *  * 

This  matter  is  open  to  a  great  deal  of  discussion 
because  the  exact  method  of  procedure  is  doubtful. 
There  is  no  precedent  to  fall  back  on  ;  no  basis  of  ex- 
perience from  which  to  judge  of  its  feasibility.  So  far 
as  we  see,  the  easiest  way  of  effecting  a  solution  seems 
to  be  for  the  jobbers — those  who  now  supply  the  sand, 
cement,  and  gravel — to  operate  the  central  mixing 
plant-.  Thev  would  be  able  to  obtain  the  raw  materials 
as  before,  and  the  only  difference  would  be  that  they 
would  be  selling  concrete  in  two  forms  instead  of  one 
— mixed  as  well  as  unmixed.  They  would  be  able  to 
supply  contractors  and  builders  with  comparative 
prices  for  concrete  delivered  at  the  site  either  ready 
for  placing  or  as  separate  components.  In  this  way 
the  contractor  would  get  an  idea  of  the  relative  value 
and  costs  of  the  two  methods  and  could  choose  the  less 
expensive. 

We  believe  that  this  subject  presents  wide  possi- 
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bilitics.  Whether  it  is  feasible  or  worth  while  is  open 
'U  luu- ;  whether  it  will  pay  profits  and  stand  the 
competition  <>t  mixing  on  the  job  requires  investiga- 
tion. There  seems,  however,  in  the  scheme  sufficient 
inducement  to  encourage  belief  in  it--  ultimate  success. 

We  trust  dial  sonte  discussion  will  he  evoked  as  to  its 

reasonableness  and  effectiveness. 

The  Street  Opening  Evil 

Till',  street  opening  problem  is  one  of  the  most 
perplexing  questions  with  which  municipal  au- 
thorities have  to  deal.  Reduction  of  the  num- 
ber of  such  openings,  the  elimination  of  nniie- 
c  -  -  ar \  ones  and  effective  control  of  those  that  are  re- 
quired, are  matters  that  are  being  considered  by  road- 
way engineers  and  municipal  authorities,  not  only  per 
>e.  hut  also  because  they  involve  broad  questions  relat- 
ing to  the  planning  and  maintenance  of  highways.  One 
"i  tin-  most  frequent  and  persistent  points  of  criticism 
is  in  regard  to  openings  in  street  pavements.  Citizens 
are  annoyed  at  the  apparent  frequency  with  which 
streets  are  torn  up,  and  more  especially  they  rail  at  the 
authorities  for  the  manner  in  which  brand-new  pave- 
ments  are  seemingly  taken  up  as  soon  as  laid,  to  make 
way  for  a  public  utility  connection.  In  such  a  case  city 
authorities  are  blamed  for  not  properly  anticipating 
the  needs  of  that  street.  The  conventional  method 
-vein-  to  he  to  lav  all  subsurface  structures,  in  so  far  as 
their  use  can  he  anticipated,  before  paving  or  repaying. 
This  underground  construction  is  located  in  the  road- 
wav  and  service  connections  are  provided  for  such 
buildings  as  then  exist.  Later  comes  the  demand  for 
additional  service  connections,  the  laying  of  new  utili- 
ties, and  repairs  or  enlargements  to  structures. 

Although  there  is  too  much  tearing  up  of  street 
pavements,  the  absolute  elimination  of  such  is  impos- 
sible t'i  effect,  because  it  is  beyond  the  field  of  possi- 
bilitv  to  exactly  predetermine  the  future  growth  or 
requirements  of  a  community;  and,  even  in  older  and 
more  settled  localities,  the  installation  of  new  services, 
their  enlargement  to  meet  increased  demands,  or  their 
change  to  follow  advanced  practice  or  design  means 
that  street  openings  are  necessary.  The  problem  is 
thus  not  one  of  preventing  the  tearing  up  of  pave- 
ments, but  resolves  itself  into  finding  a  means  of  re- 
ducing the  number  of  openings  to  a  minimum. 

City  planners  have  been  giving  much  thought  to 
the  matter,  and  manv  methods  have  been  suggested 
for  the  abatement  of  this  nuisance.  Attempts  have 
been  made  to  absolutely  prohibit  by  legislative  action 
any  openings  being  made  in  a  new  pavement  for  a 
specific  number  of  years,  but,  although  it  is  desirable 
to  keep  such  roadways  intact,  experience  has  demon- 
strated that  legislative  methods  arc  futile,  in  as  much 
as  it  is  against  good  public  policy  by  hindering  devel- 
opment of  adjoining  land.  Pavement  construction  in 
new  streets  stimulates  the  development  of  adjacent 
property  and  the  erection  of  new  buildings,  which  re- 
quire installations  of  utility  connections.  It  is  impos- 
sible to  force  owners  of  land  to  build  before  streets  are 
improved.  L  ncertainties  of  municipal  management 
make  them  prone  to  delay  building  until  grade  and 
r<>ad  improvements  are  made.  For  this  reason  legisla- 
tive action  is  opposed  to  the  best  interests  of  a  city's 
development. 

We  believe  that  by  exercising  proper  care  and  fore- 
sight new  streets  can  be  planned  so  that  underground 
connections  may  be  installed  without  disturbing  the 
road  surface.  At  very  little  trouble  or  expense  service 
pipes  can  be  laid  beneath  the  sidewalk  and  duplicated 
on  each  side.   The  extra  cost  will  probably  be  balanced 


l>\  shorter  connections  and  the  elimination  of  roadway 
openings. 

In  congested  and  closely-built-up  business  districts 
.1  solution  of  the  difficulty  >-s  harder  to  find  because  the 
ground  is  usually  so  much  occupied  with  the  multitude 
"I  existing  pipe  lines,  underground  galleries  and  tun- 
nels. There  is  no  doubt,  however,  but  that  the  matter 
can  be  solved  in  some  practical  and  efficient  manner. 

The  present  method  of  controlling  and  regulating 
streel  openings  differs  in  manv  respects  in  the  various 
cities.  It  is  a  problem  to  which  the  correct  solution  is 
as  yet  undetermined,  but,  as  we  have  pointed  out,  the 
absolute  prevention  of  street  openings  is  impossible  to 
effect,  so  that  the  only  alternative  is  to  take  measures 
thai  w  ill  insure  proper  planning  and  work  and  thereby 
reduce  the  evil  to  a  minimum. 


Rapid  Concrete  Construction 

A REMARKABLE  and  perhaps  unequalled  con- 
struction performance  was  the  recent  comple- 
tion in  record  time  of  a  factory  for  the  Bald- 
win Locomotive  Works,  Philadelphia,  Pa. 
The  outstanding  feature  of  this  building  was  the  rapid- 
ity with  which  the  work  was  carried  on.  On  May  20 
the  foundations  were  completed  and  by  June  30  the 
reinforced  concrete  frame  was  completed  for  the  entire 
structure,  8  storeys  high,  100  ft.  x  400  ft.  in  plan.  Omit 
ting  the  days  on  which  no  work  was  done,  it  means 
that  the  actual  working  time  was  25  days,  which  con- 
stitutes an  unapproached  record  for  reinforced  con- 
crete construction. 

Kverything  was  specially  designed  for  speed,  as  the 
building  was  required  for  munition  work,  and  arrange- 
ments were  made  so  that  there  would  be  as  little  hind- 
rance as  possible  to  quick  handling  of  materials.  In 
all,  15,000  cubic  yards  of  concrete  were  poured,  ex- 
clusive of  5,000  cubic  yards  in  the  footings.  One  floor 
in  particular,  incorporating  1,700  cubic  yards  of  con- 
crete and  measuring  40,000  square  feet  in  area,  was 
completely  formed  and  poured  in  something  less  than 
three  days. 

All  store\-  heights  were  made  uniformly  12j/»  ft. 
high  and  all  floor  panels  were  20  ft.  square.  As  above 
ground  building  was  faster,  no  basement  was  made, 
and  no  expensive  or  unnecessary  architectural  effects 
were  employed.  The  flat  slab  floor  system  was  used, 
eliminating  the  use  of  more  or  less  complicated  beam 
forms.  Attempts  were  made  to  have  all  forming  as 
regular  and  uniform  as  possible.  Practically  the  only 
sizes  of  lumber  handled  were  4  in.  by  4  in.  and  1  in. 
tongue-and-groove,  so  that  no  odd  sizes  were  carried, 
and  storage  and  handling  were  on  tins  account  much 
simplified.  (  )ne  million  feet  B.M.  were  used  altogether 
for  this  purpose.  Pour  complete  floors  of  slab  forms 
and  one  set  of  column  forms  were  furnished.  Flooring 
centering  was  removed  in  14  days  and  column  forms 
in  24  hours. 

Two  towers,  190  ft.  and  125  ft.  high  respectively, 
were  used  for  raising  and  distributing  the  concrete. 
There  were  also  two  brick  hoists  and  derricks  for 
raising  the  reinforcing  and  form  work.  The  concrete 
was  poured  from  one  end  of  a  floor  to  the  other.  When 
one  half  of  a  floor  was  six  hours  old  the  carpenters 
would  begin  erecting  the  centering  of  the  next  floor, 
and  the  reinforcement  would  be  placed.  The  form 
work  was  continued  as  the  second  half  of  the  lower 
floor  was  laid  and  had  a  chance  to  set.  The  two  towers 
at  opposite  ends  facilitated  the  placing  of  concrete 
simultaneously  on  the  two  different  floors.  The  speed 
of  construction  was  helped  by  using  concrete  blocks 
to  support  the  reinforcement  and  by  employing  high 
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runways  on  wooden  horses,  laid  out  so  that  no  con- 
crete was  carted  over  finished  floors. 

All  materials  were  handled  from  the  streets,  most  of 
them  being1  delivered  in  five-tun  motor  trucks.  Deliv- 
ery was  carefully  planned  and  timed  so  that,  when  no 
Storage  was  provided,  the  material  could  be  taken  to 
the  required  place  and  used  as  soon  as  it  reached  the 
job.  The  bending  of  steel  was  done  by  hand  as  each 
load  came  in  before  stacking.  The  concrete  plant, 
stone  and  sand  elevators  worked  24  hours  per  day  con- 
tinuously, with  Sundays  off  for  repairs  and  overhaul- 
ing. 

A  thousand  men  were  used  on  the  job  altogether, 
working  in  shifts,  so  that  operations  were  carried  on 
continuously  night  and  day.  With  the  exception  of 
the  brick  elevators,  which  were  steam  operated,  all 
equipment  was  electrically  driven. 


"Safety  First"  on  Public  Highways 

The  provision  of  greater  factors  of  safety  on  pub- 
lic highways  is  recommended  by  H.  E.  Bilger,  road 
engineer  of  the  Illinois  State  Highway  Department, 
in  a  paper  presented  at  the  Kansas  conference  in  high- 
way engineering.  The  special  points  advocated  in 
this  paper  are  a  realignment  of  highways  at  sharp 
curves,  cross  roads  and  railroad  crossings,  a  larger 
radius  at  curves,  ample  passing  room,  and  level  ap- 
proaches at  railway  crossings.  Some  paragraphs  of 
this  paper  are  extracted  in  the  following: 

The  alignment  that,  flfteen  years  ago,  satisfactorily 
met  the  requirements  of  a  maximum  speed  of  eight 
or  ten  miles  per  hour  cannot  suffice,  with  any  reason- 
able degree  of  safety,  for  the  present  traffic  condi- 
tions that  impose  a  speed  of  from  twenty  to  forty 
miles  per  hour  upon  the  highway.  The  present  con- 
ditions are  such  as  make  imperative  that,  in  all  high- 
way improvements,  this  matter  be  given  serious  con- 
sideration, and  in  view  of  the  increasing  density  of 
the  high-speed  traffic  it  becomes  advisable  that  due 
attention  be  paid  to  probable  future  traffic  develop- 
ments. 

Without  in  any  way  interfering  with  the  economics 
of  highway  location,  there  can  be  effected,  even  in  the 
details  of  the  work,  a  marked  improvement  in  the 
general  comfort  and  safety  of  the  travelling  public. 
For  example,  at  all  abrupt  angles  in  the  right-of-way, 
and  particularly  those  approaching  90  degrees,  an  im- 
provement can  be  brought  about  by  simply  procuring 
the  necessary  additional  right-of-way  to  permit  mov- 
ing the  inner  fence  corner  a  distance  of  some  75  feet 
or  more.  By  so  doing  the  radius  of  the  curve  can  be 
considerably  lengthened  and  a  much  better  view  pro- 
vided, to  the  end  that  public  travel  is  benefited  out  of 
all  proportion  to  the  cost  of  the  little  triangle  of  land. 
In  order  that  this  additional  right-of-way  at  the  corner 
may  be  utilized  to  the  utmost,  it  is  necessary  that  all 
vegetation  be  kept  down  and  that  the  signboards,  if 
any,  be  transferred  elsewhere. 

At  all  cross-roads  additional  land  should  be  pro- 
vided by  moving  the  fences  back  to  include  within 
the  limits  of  the  right-of-way  the  four  triangles  at  the 
coi  ners.  This  greatly  enhances  the  view  in  all  direc- 
tions by  bringing  the  control  of  the  corners  within  the 
authority  of  the  road  officials,  thereby  arresting  the 
growth  of  vegetation  that  obstructs  the  view  of  high- 
way travel. 

In  the  vicinity  of  railroad  crossings  the  improve 
ment  of  the  highway  should  be  such  as  to  provide 
an   unobstructed  view  along  the  track   for  at  least 
1 ,000  feet  each  way.    This  view  should  be  enjoyed 


along  a  length  of  the  highway  extending  for  at  least 
300  feet  on  each  side  of  the  crossing.  At  the  cross- 
ings it  is  particularly  important  that  sufficient  accom- 
modations be  provided  to  permit  two  vehicles  to  pass 
with  entire  comfort  and  safety,  requiring  never  less 
than  18  feet,  and  the  highway  for  some  50  feet  or  more 
on  each  side  should  be  practically  level,  or  should  at 
least  have  a  very  easy  grade,  say  not  steeper  than 
about  two  per  cent. 


Auxiliary  Steam  Plant  for  Granby,  B.  G. 

The  Taylor  Engineering  Company,  of  Vancouver, 
consulting  and  contracting  engineers,  are  at  present 
building  at  Anyox,  B.C.,  for  the  Granby  Consolidated 
Mining,  Smelting  and  Power  Company,  an  auxiliary 
steam  plant  to  supplement  the  Granby  company's  pres- 
ent water  power  plant,  which  has  a  normal  capacity  of 
approximately  7,000  h.p, 

The  new  auxiliary  plant  will  he  housed  in  a  rein- 
forced concrete  building,  98  ft.  x  88  ft.  x  37  ft.,  and  the 
equipment  for  the  plant  will  consist  of  five  550  h.p. 
water  tube  boilers  arranged  for  oil  fuel ;  a  3,000  kw.  and 
2,000  kw.  Westinghouse  turbo-generator;  a  100  kw. 
Westinghouse  exciter;  a  3,500  ft.  100-lh.  pressure  De 
I  .aval  turbine-driven  centrifugal  compressor  driven  at 
the  one  end  by  an  800  h.p.  Westinghouse  motor,  also 
through  reduction  gears.  This  unique  arrangement 
has  been  adopted  so  that  the  compressor  could  he 
operated  by  motor  in  the  summer  time  if  it  is  decided 
not  to  operate  the  steam  plant. 

The  boilers  are  served  by  a  Custodis  radial  brick 
chimney,  10  feet  in  diameter  and  150  feet  high. 

The  power  house  building  is  nearly  completed,  and 
most  of  the  foundations  arc  in  place,  ready  to  receive 
machinery.  Complete  engineering  details  will  be  avail- 
able later,  when  the  plant  is  finished. 

The  entire  plant  has  been  designed  by  the  Taylor 
Engineering  Company,  under  the  direction  of  Mr.  F. 
M.  Sylvester,  managing  director  of  the  Granby  Con- 
solidated Mining,  Smelting,  and  Power  Company. 

The  approximate  cost  of  the  completed  plant!  is 
Soi  10,000,  and  it  is  expected  that  the  largest  proportion 
of  tin-  plant  will  he  in  service  by  the  end  of  the  year. 


Carrying  Water  181  Miles 

A  water  supply  system  is  being  constructed  for  the 
city  of  San  Francisco,  to  have  an  estimated  cost  ol 
about  $44,000,000  and  to  he  completed  during  the  next 
eight  years.  It  will  he  brought  181  miles  from  the 
Hetch  Hetchy  Valley,  and  will  supply  400,000.000  gal- 
lons per  day.  The  capacity  of  the  aqueduct  is  not  as 
large  as  that  of  the  Catskill  aqueduct  in  \e\v  York, 
hut  its  length  is  much  greater.  Two  million,  two  hun- 
dred and  fifty  thousand  dollars  have  already  been  ex- 
pended, and  contracts  have  been  let  for  about  another 
two  million  dollars  of  work  for  this  year.  During  this 
season  a  construction  railway,  diversion  tunnel,  and 
diversion  dam  and  foundations  for  the  main  dam  will 
be  built,  and  a  temporary  hvdro-eleetric  power  plant 
will  he  installed,  at  a  cost  of '$120,000. 


The  Department  of  Trade  and  Commerce,  Ottawa, 
have  issued  a  memorandum  regarding  the  National 
Trade  and  Commerce  Convention,  prepared  by  F.  G. 
McAllister,  11. A.  This  is  an  outlined  plan  of  the  pre- 
parations being  made  for  a  national  trade  and  com- 
merce convention,  to  which  the  Right  lion.  Sir  George 
Foster,  Minister  of  Trade  and  Commerce,  will  call  tin- 
business  interests  of  the  Dominion  some  lime  during 
October. 
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Canadian  Municipal  Officers  in  Convention 

Discuss  Ways  and  Means  for  Greater  Efficiency  in  Organization, 
and    in    the   Construction   and    Maintenance   of   Public  Works. 


Fox  the  first  time  since  the  commencement  of  the 
war  the  Union  oi  Canadian  Municipalities  held  their 
annual  convention  in  Montreal  on  August  21,  22,  and 
_\v  I  he  previous  convention  in  the  same  city  was  in 
July,  1908.  I'lie  papers  read  covered  a  very  wide  range 
pi  municipal  activities,  the  effect  of  the  war  upon  Can- 
ada, particularly  in  relation  to  its  development  after 
the  cessation  of  hostilities,  being  freely  discussed. 

At  the  opening  of  the  convention,  over  which 
Mayor  T.  L.  Church  of  Toronto  presided,  the  delegates 
were  welcomed  l>\  the  Mayor  of  Montreal.  Replies 
were  made  by  Dr.  Stevenson,  Mayor  of  London; 
Mayor  1  fardie  of  Lethbridge,  Mayor  H.  Cater  of  Bran- 
don,  A.  McG.  Young,  Mayor  of  Saskatoon;  Alderman 
Rydiug  of  Toronto.  Mayor  Sylvestre  of  Sherbrooke, 
and  ex-Controller  Spence  of  Toronto. 

The  president's  address  was  full  of  interest,  as  may 
be  gathered  from  the  following  quotations:  - 

"  The  need  of  connected  effort  by  municipalities  to 
protect  municipal  rights  was  never  more  apparent  or 
nil. re  necessary  than  during  the  last  session  of  the  Do- 
minion and  provincial  parliaments.  Unfortunately, 
when  legislation  affecting  the  municipalities  is  being 
considered,  there  are  always  to  be  found  in  Canada's 
parliament-  -ome  representatives  of  the  people  who 
invariable  take  a  stand  against  our  rights  on  almost 
every  occasion  We  are  confronted  with  powerful 
lobbies,  and  it  is  a  deplorable  thing  to  think  that  the 
municipalities  have  to  light  as  they  have  to  secure 
their  rights. 

"There  was  never  a  time  when  there  was  more  for 
the  Union  to  do  than  at  present.  Companies  which 
could  not  obtain  provincial  or  municipal  charters  went 
to  Ottawa  last  session  and  secured  them  there,  and 
had  legislation  passed,  as  in  the  radial  fight,  which  up- 
set the  rights  of  the  municipalities." 

Regarding  the  financial  situation,  he  said  that  it 
paid  the  municipality  to  have  a  first-class  treasurer. 
Toronto  had  a  new  one,  and  had  to  pay  $15,000  per 
annum.  There  was  one  great  weakness  in  the  Cana- 
dian system  of  municipal  government,  and  that  was  the 
small  salaries  paid  to  competent  men  as  heads  of  the 
departments.  The  municipalities  of  the  country  had 
been  served  by  men  of  marked  ability  as  heads  of  de- 
partments and  it  was  a.  deplorable  fact  that  these  men 
had  been  badly  paid.  Thomas  Bradshaw,  the  new  To- 
ronto citv  treasurer,  the  first  day  he  was  with  the  city 
saved  his  salarv  of  $15,000  in  floating  some  treasury 
notes.  Some  of  the  best  heads  of  the  departments  of 
municipalities  had  been  taken  by  private  ownership, 
owing  to  the  poor  salaries  paid. 

The  time  had  come  for  the  municipalities  to  put 
the  brakes  on  regarding  capital  expenditures.  Various 
governments  of  Canada  were  doing  this.  No  capital 
expenditures  should  be  incurred  in  war  time  except  for 
actual  essentials,  and  any  unnecessary  work  should  be 
cut  out.  The  credit  of  the  municipalities  of  Canada 
generally  was  a  matter  of  congratulation,  but  they 
should  be  very  careful  in  time  of  war  not  to  add  to  the 
capital  debt. 

Mr.  W.  D.  Lighthall,  K.C.,  honorary  secretary- 
treasurer,  gave  a  review  of  the  activities  of  the  Union 
since  the  war  began,  and  told  how  a  return  of  pros- 
perity to  Canada  because  of  bountiful  crops  had 


changed  a  situation  for  which  the  municipalities  and 
the  Union  were  trying  to  find  a  solution. 

The  financial  report  for  1915  of  Mr.  G.  S.  Wilson, 
assistant  secretary,  showed  a  balance  of  $305.41  on 
hand,  alter  an  expenditure  of  $5,272.98.  He  pointed 
out  the  necessity  of  a  larger  revenue. 

The  Town  Planning  Outlook  in  Canada. 

"  The  Town  Planning  Outlook  in  Canada"  was  the 
subject  of  a  paper  by  Mr.  T.  Adams,  town  planning 
adviser  to  the  Commission  of  Conservation,  Ottawa. 
In  the  course  of  his  paper  Mr.  Adams  said  maladminis- 
tration in  municipal  and  social  affairs  can  lead  to  great- 
er monetary  loss  to  the  taxpayer  than  equivalent 
administration  in  national  affairs.  From  the  point  of 
view  of  conservation  of  human  and  natural  resources 
the  power  for  good  or  evil  of  local  government  is  great- 
er than  the  power  of  national  government.  Jn  the 
losses  of  a  great  war  we  are  reaping  the  reward  for 
our  sacrifice  in  greater  strength  of  soul,  but  in  the  loss 
due  to  social  neglect  and  inefficiency  we  can  only  reap 
the  reward  of  decay. 

"If  we  had  employed  more  science  and  foresight  in 
the  planning  of  our  cities  and  towns  we  would  not 
have  permitted  unhealthy  land  speculation.  It  is  diffi- 
cult to  realize  the  possibility  of  a  return  to  the  high 
level  of  land  values,  coupled  with  higgledy-piggledy 
development,  which  predominated  in  Canada  three 
years  ago.  Still  more  difficult  it  is  to  conceive  that 
our  municipal  bodies  will  permit  the  speculation  which 
caused  these  values  without  proper  regulation.  One 
direction  in  which  we  want  more  expert  knowledge  is 
in  regard  to  land  valuation.  It  is  true  that  a  system 
of  planning,  of  assessment,  and  of  taxation  which  en- 
courages high  land  values  is  economically  unsound. 
Then  there  are  all  the  indirect  effects  of  the  absence  of 
town  planning  and  the  presence  of  speculation.  They 
not  only  increase  the  direct  tax  for  using  the  land,  but 
cause  waste  of  its  expenditure.  Water  supply,  sewer- 
age systems,  lighting,  transportation  cost  more  when 
they  serve  large  areas  of  vacant  frontages.  In  many 
cases  development  is  so  scattered  that  we  not  only 
lose  interest  on  our  expenditure  on  local  improvement, 
but  the  whole  of  the  capital  cost  or  more  in  deprecia- 
tion and  extra  cost  of  equipment,  and  the  same  con- 
sideration applies  to  street  pavements  or  sidewalks. 
The  financial  burden  now  being  caused  in  many  cities 
by  this  widespread  development  has  become  a  serious 
trouble.  Next  to  overcrowding,  one  might  also  say 
that  the  worst  financial  evil  in  the  city  is  undercrowd- 
ing — that  is,  when  the  undercrowding  is  taking  place 
without  a  plan.  P>ut  overcrowding  and  undercrowding 
are  usually  complementary,  for  we  encourage  both  by 
lack  of  planning. 

"With  regard  to  parks  and  playgrounds,  that,  too, 
is  merely  a  question  of  proper  planning.  The  town 
planning  outlook  in  Canada  at  present,  so  far  as  the 
principles  on  which  it  is  based  are  concerned,  may  be 
summarized  as  follows:  First,  we  must  plan  to  build 
up  a  more  scientific  form  of  government,  and  now  is 
the  time  to  lay  the  foundation.  Second,  municipal  ad 
ministrations  control  greater  financial  interests  and 
matters  affecting  public  health  than  any  other  kind  of 
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administration.  Town  planning  which  deals  with  the 
proper  regulation  of  the  use  and  development  of  land 
lor  building  purposes  is  the  most  vital  matter  affecting 
these  financial  interests  and  the  health  of  the  people. 
Third,  we  want  more  respect  for  those  who  administer 
.municipal  affairs,  hut  that  will  only  come  when  muni- 
cipal administrators  have  more  respect  for  themselves 
and  for  their  expert  adv  isers.  Fourth,  the  land  system 
is  at  the  root  of  our  municipal  problems,  and  we  need 
town  planning  in  unison  with  the  same  system  of  valu- 
ation and  assessment  to  provide  us  with  a  hetter  basis 
for  the  future. 

"The  outcome  in  regard  to  actual  progress  in  apply- 
ing these  principles  in  Canada  is  most  encouraging." 
After  giving  particulars  of  town  planning  in  other 
countries,  Mr.  Adams  proceeded:  '"in  Canada  we  are 
improving  all  the  time,  and  in  a  more  general  and 
scientific  way  than  in  the  neighboring  republic.  Our 
town  planning  legislation  is  being  taken  as  a  model  in 
the  South,  and  the  time  has  come  for  us  to  be  the 
originators  instead  of  the  imitators.  In  Nova  Scotia 
we  have  advanced  legislation,  with  certain  compulsory 
features,  under  which  Halifax  and  other  cities  and 
towns,  and  even  rural  municipalities,  are  proposing  to 
prepare  schemes.  In  New  Brunswick,  St.  John  is  pre- 
paring a  scheme  for  20,000  acres.  The  matter  is  also 
being  taken  up  in  Prince  Edward  Island  in  connection 
with  agricultural  development.  In  Quebec  there  is  no 
general  legislation  in  force,  but  the  need  of  it  is  now 
recognized,  and  several  cities  and  towns  have  peti- 
tioned for  it.  The  same  applies  to  ( )ntario.  There  is 
partial  legislation  dealing  with  town-planning  pro- 
blems in  both  these  provinces,  but  urgent  need  is  felt 
for  a  comprehensive  act.  Further  west  we  have  a 
good  act  to  enable  authorities  to  prepare  schemes.  An 
act  has  passed  its  first  reading  in  Saskatchewan.  In 
Alberta  the  use  of  the  Act  of  1912  is  now  being  con- 
sidered because  its  value  in  enabling  cities  to  properly 
regulate  real  estate  development  and  in  preventing 
the  linancial  troubles  which  inevitably  follow  from 
widespread  haphazard  suburban  development  is  only 
beginnning  to  be  properly  recognized.  There  is  an 
urgent  call  for  legislation  also  in  British  Columbia. 

"I  have  just  completed  a  tour  from  the  east  to  the 
west.  Town  planning  is  now  looked  upon  in  every 
province  J  have  visited  as  a  sane  and  common  sense 
proposal  to  give  local  authorities  the  needed  power  to 
properly  control  their  future  growth  and  to  avert  the 
possibilities  of  financial  disaster.  Vancouver,  Victoria, 
Edmonton,  Calgary,  Medicine  Hat,  Swift  Current,  Re- 
gina,  Saskatoon,  Winnipeg,  Fort  William,  Port  Arthur, 
Toronto,  Hamilton,  Renfrew.  Brantford,  Berlin,  Ot- 
tawa, Kingston,  St.  John,  and  Hail  fax  are  a  few 
amongst  those  which  are  most  active  in  the  matter 
outside  of  Quebec.  In  Ottawa  the  scheme  has  been 
promoted  by  the  Federal  Government,  and  is  not  of 
the  kind  that  can  be  imitated  and  carried  out  by  an 
average  city.  What  we  want  is  legislation  that  will 
add  to  the  powers  of  our  municipalities  to  deal  more 
effectively  with  future  growth,  at  the  same  time  set- 
ting up  machinery  to  enable  the  province  to  be  of  more 
effective  use  in  advising  and  helping  the  municipalities 
and  in  securing  co-operation  between  those  whose  in- 
terests overlap  or  whose  boundaries  adjoin. 

"It  is  only  possible  to  give  brief  summary,  but  1 
hope  I  have  said  sufficient  to  enable  you  to  appreciate 
the  advisability  of  our  completing  the  link  of  town 
planning  from  coast  to  coast.  I  have  no  fear  that 
that  link  will  not  be  completed,  either,  to  tlie  east  of 
Quebec  or  the  west  of  Ontario,  but  your  help  and 
counsel  is  needed  to  get  the  two  largest  provinces  in 
line  with  the  others.    I  hope  you  will  petition  British 


Columbia,  Ontario,  and  Quebec  to  follow  the  lead 
given  by  the  other  provinces.  You  may  rely  upon  the 
co-operation  of  the  Commision  of  Conservation  in  giv- 
ing effect  to  that  legislation  when  it  is  passed,  be- 
cause we  not  only  believe  that  we  must  in  Canada  to- 
day conserve  human  life  and  promote  social  ideals, 
but  that  the  most  needed  thing  to  accomplish  that  task 
is  to  lay  a  scientific  and  economically  sound  basis  for 
our  municipal  government  and  development." 

Discussion. 

Mayor  Church  took  exception  to  the  suggestion  I 
that  local  government  boards  of  experts  should  be 
formed  in  the  various  provinces  to  pass  upon  legisla- 
tion of  various  kinds  enacted  before  the  municipalities 
inside  the  provincial  boundaries.  He  did  not  believe 
in  the  appointment  of  a  commision  by  the  province 
for  that  purpose.  "Some  of  the  provinces  should  fix 
their  own  affairs  first  before  trying  to  show  us  how 
we  should  manage  ours.  Some  of  them  are  the  laugh- 
ing-stock of  the  Dominion  for  the  way  in  which  they 
are  handling  their  business.  The  larger  municipalities 
want  autonomy.  Canada  is  the  most  over-governed 
country  in  the  world.  There  is  no  necessity  for  pro- 
vincial governments  at  all  in  my  opinion.  They  have 
not  got  them  in  England,  Scotland,  Wales,  or  Ireland. 
They  don't  have  them  in  other  parts  of  the  Empire. 
We  are  over-governed,  and  the  cost  of  government  is 
continually  going  up.  There  is  no  need  of  provincial 
commissions  for  the  larger  cities.  Toronto  is  burdened 
to  death  with  provincial  commissions.  The  municipal 
government  of  Canada,  when  placed  side  by  side  with 
provincial  parliaments,  will  compare  very  favorably 
from  the  standpoint  of  business  efficiency.  1  am  of  the 
opinion  that  town  planning  should  be  taken  up  by  the 
municipalities  which  have  secured  their  autonomy,  and 
not  through  the  interference  of  government  commis- 
sions. The  key  of  sound  municipal  government,  as  of 
everything  else,  is  to  have  good  heads  of  departments, 
pay  them  well,  give  them  free  hands,  make  them  re- 
sponsible, and  let  them  appoint  their  own  subordinates. 
Mayors  and  councils  come  and  go,  and  they  have  a 
mere  temporary  effect." 

Mr.  Adams  replied  that  such  a  commission  of  ex- 
perts  would  be  invaluable  to  the  many  small  towns 
throughout  the  country  who  could  not  afford  to  pay 
the  high  salaries  that  the  larger  cities  did.  The  form- 
ing of  a  local  government  board  would  prevent  small 
municipalities  making  greater  mistakes  for  lack  of  ex- 
perience, and  it  would  give  valuable  expert  advice  to 
every  small  municipality  in  the  matter  of  lloating 
loans. 

In  the  course  of  further  discussion  most  of  the 
speakers  judged  that  there  was  not  much  difference 
between  Mr.  Adams  and  Mr.  Church,  both  wanting 
the  same  results  by  different  methods. 

Other  Papers. 

At  the  evening  session  papers  on  the  patriotic  fund, 
immigration,  proportional  representation,  and  munici- 
pal responsibility  in  Canada's  preparedness,  were  read. 
The  latter,  by  Mr.  Fred  Wright,  suggested  that  the 
councils  should  prepare  for  the  re-employment  of  the 
great  army  of  munition  workers  after  the  war  and  also 
the  thousands  of  returning  soldiers.  In  discussing 
"Public  Employment  Offices,"  Mr.  B.  M.  Stewart,  chief 
statistician  (Federal)  Department  of  Labor,  Ottawa, 
eulogized  the  British  system  of  labor  offices.  He  point- 
ed out  that  in  addition  to  cyclical  fluctuations  of  labor 
there  were  seasonal  variations.  Because  of  our  climate 
we  did  comparatively  little  building  in  the  winter,  and 
large  numbers  of  building  tradesmen  found  themselves 
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OUl  oi  employment  in  the  winter  season.  A  well-or- 
ganized system  oi  labor  exchanges  could  do  much  to 
overcome  these  seasonal  fluctuations.  They  could 
a^-i --i  wotkers,  such  as  building  laborers,  to  take  up 
logging  and  ice-harvesting,  and  to  secure  some  of  the 
lc>s  skilled  work  in  lactones.  He  suggested  that  the 
lai-cr  cities  oi  each  province  unite  with  the  provincial 

governments  to  establish  labor  exchanges,  and  they 
might  ask  the  Federal  Government  to  federate  men 
into  a  national  system. 

Mr.  |.  Duchastel  engineer  oi  the  city  of  Outremont 

and  president  of  the  Good  Roads  \ssociation  of  Can- 
ada, read  the  first  paper  at  the  session  on  August  22. 
1  his  appears  in  lull  elsewhere. 

In  a  paper  on  the  new  model  charter  of  the  Na- 
tional Municipal  League,  Mr.  Clinton  1\.  Woodruff, 
secretary  of  the  National  Municipal  League  of  the 
United  States,  outlined  the  chief  points  of  the  charter. 
Its  whole  character,  he  said,  was  in  the  direction  of 
making  government  by  experts  feasible  and  possible. 
I  he  model  was  assumed  to  be  a  municipal  home  rule 
charter.  The  city  was  given  power  to  conduct  its 
business  without  having  to  refer  constantly  to  the 
state  and  provincial  legislatures  so  to  do.  The  city 
manager  was  the  chief  officer,  selected  solely  on  the 
ground  of  capability.  All  the  heads  of  the  civic  de- 
partments were  to  be  qualified  for  the  particular  work. 
Thus  the  public  works  department  would  be  controlled 
l>v  an  engineer.  All  the  heads  of  departments  were  re- 
sponsible to  the  city  manager. 

At  the  afternoon  session  Mr.  Thomas  Bradshaw, 
commissioner  of  finance  and  city  treasurer,  Toronto, 
id  a  paper  on  "A  Study  of  a  City's  Sinking  Fund." 
Mr.  Bradshaw's  paper  is  printed  on  another  page  of 
this  issue. 

Introducing  Modern  Systems. 

'How  Best  to  Introduce  Modern  Systems  of  Muni- 
cipal Work"  was  dealt  with  by  Mr.  H.  L.  Brittain, 
managing  director  Bureau  of  Municipal  Research,  To- 
ronto. There  was,  he  stated,  no  possibility  of  estab- 
lishing what  could  be  termed  the  best  form  of  muni- 
cipal government.  Each  government  must  be  suited 
to  different  kinds  of  people.  The  most  important  thing 
was  to  establish  a  form  of  government  which  would 
do  the  most  effective  work.  Mr.  Brittain  urged  the 
importance  of  securing  reliable  data  which  would  en- 
able good  government  to  be  given  and  to  locate  where 
the  leakages  were.  Most  of  the  losses  in  municipali- 
ties were  not  due  to  rascality,  but  to  the  lack  of  infor- 
mation leading  to  ill-advised  enterprises. 

During  the  afternoon  the  Hon.  R.  Rogers,  Minister 
of  Public  Works,  addressed  the  delegates.  His  re- 
marks were  chiefly  devoted  to  the  statement  of  the 
munitions  board,  that  Canada  was  behind-hand  in  the 
deliveries  of  munitions.  He  asked  that  those  men  who 
were  capable  of  remedying  this  serious  condition 
should  do  so.  He  also  asked  that  Canada  should  pre- 
pare for  the  great  developments  which  were  bound  to 
occur  after  the  war.  The  Dominion  had  enormous  re- 
sources, and  she  should  so  utilize  these  as  not  to  be 
dependent  upon  outside  countries  as  she  had  been  in 
the  past.  All  classes  ought  to  combine  with  a  view 
to  securing  increased  immigration.  Canada  possessed 
immense  possibilities,  and  ought  to  be  able  to  attract 
a  largely  increased  population  to  her  shores. 

Mr.  E.  T.  Sampson,  secretary-treasurer  of  Outre- 
mont, read  a  paper  on  "Municipal  Accounting." 

Apart  from  a  paper  on  "Municipal  Assessment,"  by 
Mr.  R.  Ryan,  chairman  of  the  Finance  Committee, 
Three  Rivers,  P.Q.,  the  evening  session  was  devoted  to 
several  papers  on  administration.    These  dealt  with 


various  forms  of  local  government,  from  the  purely 
aldermanic  to  managership.  The  discussion  favored 
sonic  description  of  control,  although  naturally  there 
were  various  modifications  advocated.  There  was 
almost  complete  accord  in  the  view  that  expert  admin- 
istration is  now  the  only  possible  economical  method 
of  governing  our  cities  and  towns.  The  day  of  amateur 
administration  is  passing,  and  to  get  efficient  service 
the  various  cities  must  rely  on  experts  at  the  head  of 
the  many  departments  of  civic  activities. 

The  only  advocate  of  the  purely  aldermanic  form 
of  government  was  Alderman  E.  Larivier'e,  of  Mont- 
real, who  contrasted  the  administration  under  that  re- 
gime and  under  the  present  mixed  method  of  aldermen 
and  controllers.  The  latter,  he  declared,  had  failed; 
debt  had  been  doubled,  the  annual  expenses  materially 
increased,  and,  generally,  the  city  had  not  progressed 
under  the  management  of  controllers,  due  in  a  measure 
to  the  impossibility  of  controllers  dealing  satisfactorily 
with  the  enormous  amount  of  work.  In  his  opinion,  a 
mayor  and  one  body,  by  whatever  name  called,  was 
the  best  form  of  government. 

The  Lethbridge  System. 

Mayor  Hardie,  of  Lethbridge,  described  the  system 
of  commissioners  in  that  city.  They  were,  he  said, 
elected  by  the  people  for  particular  offices,  the  govern- 
ment being  vested  absolutely  in  their  hands.  The  com- 
missioners were  subject  to  recall,  the  referendum  and 
preferential  vote  being  also  authorized.  The  system 
had  worked  very  satisfactorily,  and  was  a  decided  im- 
provement on  the  old  one  of  aldermen. 

Controller  J.  VV.  Nelson,  of  Ottawa,  spoke  of  the 
board  of  control  in  the  federal  capital.  There  had  been 
some  alterations  in  their  system,  which  now  consisted 
of  aldermen  and  controllers,  and  which  had  been  the 
means  of  successfully  carrying  on  the  administration. 
The  only  drawback  was  that  of  annual  election,  which 
should  be  replaced  by  a  two  years  term  of  office. 

Mr.  P.  W.  McLagan,  Westmount,  traced  the  his- 
tory of  the  managership  method.  He  commented  upon 
the  defects  of  the  commission  form,  and  contended  that 
managership  was  an  improvement  upon  the  former  as 
generally  carried.  The  chief  defect  of  the  commission 
system  was  the  selection  of  untrained  men,  his  view 
being  that  to  obtain  good  results  experts  must  be  ap- 
pointed by  the  council.  The  manager  must  be  trusted 
with  the  selection  of  his  subordinates.  He  was  of  th? 
opinion  that  the  very  best  results  could  be  secured 
from  the  manager  method,  but  it  was  essential  the  men 
should  be  well  paid.  Municipal  corporations  should 
follow  the  example  of  large  utility  companies,  and  ap- 
point men  who  understood  their  business.  While  he 
believed  the  managership  was  the  best  way  of  govern- 
ing cities  and  towns,  he  did  not  guarantee  it  to  be 
either  fool  or  graft  proof.  The  experience  of  West- 
mount  was  very  satisfactory,  and  they  were  fortunate 
in  appointing  Mr.  G.  W.  Thompson  from  their  own 
staff'  as  manager.  Westmount  owned  its  own  electric 
lighting,  and  had  the  best  incineration  plant  in  Canada. 

Ideal  Form  of  Government. 

In  a  very  elaborate  paper,  Mr.  Yorath,  C.E.,  City 
Commissioner,  Saskatoon,  sketched  what  he  considered 
an  ideal  form  of  civic  government  and  administration. 
This  consisted  of  two  aldermanic  committees,  with  an 
experienced  and  expert  manager.  The  form  of  civic 
government  in  Great  Britain  had  met  with  fair  suc- 
cess, chiefly  because  of  the  ability  of  the  permanent 
officials ;  there  was,  however,  a  lack  of  co-ordination 
between  the  departments.  The  Canadian  system  was 
largely  moulded  on  United  States  lines,  the  great  de- 
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feet  of  the  Board  of  Control  method  bein»  the  selec- 
tion of  unsuitable  men.  Mr.  Yorath  criticized  the 
purely  aldermanic  plan,  it  being  ridiculous,  he  asserted, 
to  expect  good  government  from  men  largely  without 
experience,  lie  suggested  that  election  of  any  repre- 
sentatives should  be  by  proportional  representation. 
The  appointment  of  provincial  bodies  similar  to  the 
Local  Government  Board  in  England  would,  he 
thought,  be  an  excellent  thing.  Municipalities  were 
largely  responsible  for  the  national  fire  waste,  as  the 
drawing  up  of  the  building  by-laws  was  in  their  hands, 
and  in  many  instances  these  by-laws  were  far  from 
efficient. 

Mr.  J.  N.  Bayne,  Deputy  Minister  of  Municipal 
Affairs,  Saskatchewan,  at  the  session  on  August  23, 
detailed  the  functions  of  this  department  of  the  pro- 
vince.   It  was  established  to  give  advice  to  municipali- 


ties, particularly  in  the  matter  of  monetary  by-laws. 
The  general  action  of  the  department  tended  to  uni- 
formity in  municipalities.  The  province  also  had  a 
local  government  board. 

The  executive  committee  was  remoulded  in  the 
form  of  the  appointment  of  the  chief  officers  and  the 
first  vice-presidents  of  the  various  provinces. 

Victoria,  B.C.,  will  be  the  next  meeting  place  of  the 
Union. 

The  election  of  officers  resulted  as  follows :  Honor- 
ary president,  Mayor  T.  Church,  Toronto,  Out. ;  presi- 
dent, Alderman  Leslie  H.  Boyd,  Montreal,  P. i). ;  first 
vice-president,  Mayor  Alex.  Stewart,  Victoria,  B.C.; 
second  vice-president,  Mayor  H.  Stevenson,  London, 
Ont.  •  third  vice-president,  Mayor  W.  D.  L.  Hardie, 
Lethbridge ;  honorary  secretary-treasurer,  Mr.  W.  D. 
Lighthall. 


Some  Remarks  on  the 

  By  J.  D 

No  community  has  ever  regretted  the  improvement 
to  its  roadways.  I  believe  that  I  will  not  find  anybody 
here  to  contradict  this  statement.  It  may  be  that  in 
some  cases,  roadway  improvements  have  cost  the  com- 
munity more  money  than  they  should,  or  that  they 
have  not  been  of  a  sufficiently  permanent  nature  to 
meet  local  conditions,  but  these  are  mere  accidents 
which  have  nothing  whatever  to  do  with  the  benefits 
generally  derived  from  improvements  to  roadways. 

In  a  country  like  Canada,  there  is  no  form  of  nat- 
ural development  of  greater  benefit  to  the  people  at 
large  than  road  improvement,  and  the  reason  for  this 
is  very  simple.  The  public  road  or  highway  is  of  all 
forms  of  intercommunication,  the  only  free  one,  and 
also  the  most  universally  used.  It  is  therefore  very  im- 
portant that  this  question  of  road  improvement  should 
be  one  of  the  principal  problems  before  the  mind  of 
the  leading  citizens  of  any  community. 

The  benefits  derived  from  good  roads  may  be 
grouped  under  two  headings,  viz: — (l)benefits  of  an 
economic  order  and  (2)  benefits  of  a  social  order. 

Economic  Benefits 

It  is  very  hard  indeed  to  single  out  the  benefits 
derived  by  one  class  of  the  community  without  treat- 
ing of  the  advantages  common  to  all.  The  advantages 
gained  by  the  farmer  are  bound  to  have  a  favorable 
influence  upon  the  city  dweller,  and  vice  versa.  The  . 
people  have  got  on  very  well  for  centuries  without  the 
merchant,  the  manufacturer,  or  the  professional  man, 
and  very  likely  could  manage  without  them  again.  But 
what  about  the  farmer?  What  about  the  man  who 
raises  the  crop  we  require  to  keep  starvation  away 
from  our  doors?  We  all  know  that  we  cannot  do  with- 
out this  man,  and  we  feel  that  by  making  him  happy 
and  prosperous,  we  are  doing  our  own  selves  a  great 
favor.  1  will,  therefore,  with  your  permission,  diverge 
from  the  title  which  has  been  assigned  to  me,  and 
treat  upon  the  benefits  derived  from  good  roads  gen- 
erally. 

The  majority  of  the  people  in  any  locality  arc  in 
favor  of  road  improvements  ;  nevertheless,  there  is  al- 
ways a  certain  element,  more  or  less  important,  de- 
pending upon  the  degree  of  intelligence — or  possibly 
foresightedness  and  progressiveness  of  the  locality — 

*  President  of  the  nonunion  Good  Roads  Association. 


Benefits  of  Good  Roads 

ichastel*  

that  worry  a  great  deal  more  about  the  burdens  that 
accompany  road  improvements  than  about  the  re- 
sults obtained  through  them.  It  should  be  our  ob- 
ject, as  it  is  the  object  of  the  Dominion  Good  Roads 
Association,  which  I  have  the  honor  to  represent  here 
to-day,  to  reach  this  timid  element  and  show  them  that, 
while  these  burdens  may  be  large,  if  properly  distri- 
buted over  a  series  of  years,  and  if  the  proper  type  of 
road  improvement  has  been  selected,  they  will  be  com- 
paratively small  for  each  individual  to  carry,  and  more- 
over, the  direct  saving  due  to  these  improvements  will, 
in  a  short  period  of  years,  pay  for  the  capital  and  in- 
terest invested  therein. 

There  are  a  few  axioms  in  connection  with  road 
improvement,  which  need  no  other  comment,  and  which 
I  would  like  simply  to  enumerate  to  you  right  here : 

Road  improvement  is  fundamentally  an  economic 
problem. 

Poor  road  surfaces  are  an  economic  waste. 

Good  roads  are  the  primary  cause  of  the  increase  of 
property  values. 

Paved  streets  are  necessary  assets  to  draw  residents 
and  business  to  a  municipality. 

Good  roads  considerably  reduce  the  cost  of  haulage. 

Good  roads  bring  the  producer  closer  to  the  con- 
sumer, and  the  result  is  a  decrease  in  the  cost  of  liv- 
ing. 

Good  roads  permit  the  farmer  to  bring  into  town 
fresher  and  more  wholesome  foodstuffs  the  whole  year 
round. 

Good  roads  tend  in  a  large  measure  to  keep  the 
people  on  the  farms. 

Good  roads  attract  the  tourist  trade,  which  is  be- 
coming more  important  every  year. 

Clean  and  dustless  streets  are  a  sure  preventive  of 
disease. 

Now  the  problem  before  us  is  to  determine  the  best 
ways  of  deriving  these  benefits. 

Let  us  review  the  different  methods  of  improving 
roadways,  which  are  generally  classified  in  the  fol- 
lowing manner:— (1)  betterment  of  the  road  surface; 
(2)  reduction  of  grades,  and  (3)  shortening  of  the  road 
itself. 

Betterment  of  the  Road  Surface 

It  is  hardly  necessary  for  me  to  insist  upon  the 
benefits  derived  from  the  betterment  of  road  surface. 
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You  all  have  noticed  in  your  own  town,  the  favorable 
influence  «>n  business  and  the  increase  in  real  estate 
\alucs  such  improvements  bring  with  them.  Allow 
DDM  simpl)  to  point  out  the  influence  road  surfaces  have 
on  haulage  in  general.  I  may  epiote  in  this  connec- 
tion, some  of  the  experiments  made  by  the  United 
States  Department  of  Agriculture  in  connection  with 
loads  a  horse  can  draw  in  an  Ordinary  wagon  over 
level  roads  of  different  kinds  and  in  different  states 
of  repair  : — ■ 

I  Mi  a  muddy  earth  road,  the  maximum  load  is  SOO 
pounds. 

( >n  a  .smooth  dry  earth  road,  from  1,000  to  2,000  lbs. 

I  Mi  a  gravel  road  in  poor  condition,  from  1,000  to 
1.500  pounds. 

(  Mi  a  gravel  road  in  good  condition,  up  to  3,300  lbs. 

<  Mi  a  macadam  road.'  from  2,000  to  5,000  lbs. 

I  tn  a  brick  road,  from  5,000  to  «S,000  lbs. 

These  figures,  1  consider,  are  very  eloquent.  They 
certainly  speak  for  themselves.  They  show  conclusive- 
ly that  a  horse  travelling  at  the  same  speed  will  haul 
■  >n  a  macadam  road,  without  any  greater  effort,  from 
three  to  five  times  the  load  he  will  haul  on  a  muddy 
road ;  and  that  on  a  brick  road  in  good  condition,  and 
on  any  other  smooth  pavement,  about  twice  the  load 
he  would  on  a  macadam  road. 

It  is  established  that  the  cost  of  hauling  one  ton 
one  mile  is  fifteen  cents  more  in  America  than  in 
Europe,  independently  of  the  difference  of  wages  that 
may  exist.  The  average  load  for  farm  products  is  about 
nine  miles.  Now,  according  to  these  figures,  which 
are  conservative,  the  farmers  of  this  country  would 
save  from  $4,500,000  to  $5,000,000  a  year  if  we  had  a 
sj  -  tern  of  roadways  equal  to  those  in  Western  Europe. 
I  >• .  you  realize  how  far  half  this  sum  would  go  to  pay 
interest  and  sinking  fund  charges  in  connection  with 
road  construction  and  improvement  in  this  country? 

People  are  generally  very  quick  to  protest  against 
any  increase  in  freight  rates  charged  by  railways,  but 
they  always  fail  to  grasp  the  importance  of  the  sav- 
ing they  can  make  by  having  good  roads.  In  the  past 
eighty  years,  freight  rates  have  been  decreased  nearly 
ninety  per  cent.,  but  taken  as  a  whole,  the  reduction 
on  cost  of  highway  transportation  has  been  nil. 

Reduction  of  Grades 

The  question  of  grades  is  also  a  very  important 
economic  one.  It  is  quite  true  that  in  cities,  towns 
and  villages,  it  is  practically  impossible  in  most  cases 
to  modify  any  bad  grades,  on  account  of  the  damage 
that  might  be' caused  to  the  bordering  property-holders 
and  the  heavy  costs  they  are  sure  to  claim  through  the 
courts  :  but  in  town  planning  or  in  the  opening  of  new 
city  districts,  the  question  of  grades  should  be  looked 
into  very  carefully  and  settled  according  to  well  estab- 
lished engineering  rules. 

It  has  been  established  that  a  horse  of,  say,  twelve 
hundred  pounds  will,  by  exerting  a  force  equal  to  one- 
tenth  of  his  weight,  draw  a  load  of  two  thousand 
pounds  on  a  level  road ;  on  the  same  road  built  on  a 
five  per  cent,  grade,  with  the  same  force  against  his 
collar,  he  will  draw  one  thousand  pounds,  and  on  a 
seven  per  cent,  grade,  only  seven  hundred  and  fifty 
pounds.  What  is  true  in  connection  with  the  horse- 
drawn  traffic,  is  equally  true,  and  probably  more  so,  in 
the  case  of  the  mechanical-drawn  traffic. 

Another  important  feature  of  this  question  of 
grades  is  the  fact  that  steep  grades  are  more  detri- 
mental to  haulage  on  improved  roads  than  on  unim- 
proved ones,  and  this  is  due  to  the  fact  that  the  tractive 


resistance  on  improved  roads  being  low,  the  grade 
effect  will  be  proportionately  greater  in  the  first  case 
than  in  the  second.  Steep  grades  are  slippery  and 
dangerous  in  cold  weather,  hard  to  maintain,  and  their 
surfaces  are  easily  washed  away  in  stormy  weather. 

Steep  grades  generally  come  about  in  urban  muni- 
cipalities on  account  of  the  desire  of  land  speculators 
to  lay  out  their  roads  and  streets  along  lines  parallel 
to  straight  boundary  lines,  trying  in  this  manner  to 
get  out  of  the  subdivision  every  available  square  foot 
of  land.  We  have  some  very  sad  examples  of  these 
poorly  laid  out  streets  in  some  of  the  most  beautiful 
districts  on  the  Island  of  Montreal,  and  unfortunately, 
this  state  of  affairs  cannot  be  remedied,  on  account  of 
the  high  sums  of  money  it  would  require.  What  is 
more  pleasing  than  curved  roadways,  and  ascending 
slopes  of  a  gentle  grade?  One  sees  fine  examples  of 
what  I  mean  in  the  Rosedale  District  of  Toronto,  along 
West  Crescent  Heights  in  Westmount,  or  Cote  St. 
Catherine  Road  in  Outremont.  There  should  be  a  law 
in  this  province  establishing  the  maximum  grade  of 
roadways  and  streets,  as  there  is  a  law  fixing  the 
width  of  streets. 

Re-Location  of  a  Road 

Finally,  the  question  of  re-location  of  a  roadway  to 
shorten  its  length,  or  avoid  sharp  turns  or  steep  grades 
is  also  an  important  economic  problem.  As  a  rule  this 
can  only  be  accomplished  in  newly  developed  districts, 
on  account  of  the  heavy  expense  entailed.  There  are 
cases  where  straight  roads  passing  over  hilly  dis- 
tricts have  been  re-located  clear  around  the  hills  with- 
out little  or  any  additional  length,  owing  to  the  fact 
that  the  length  of  the  vertical  curve  passing  over  the 
hills  was  just  about  the  same  as  the  length  of  the  hori- 
zontal curve  of  the  newly  located  road. 

Motor  traffic  is  bound  to  make  use  of  good  roads, 
and  one  of  the  important  benefits  derived  by  the  com- 
munity at  large,  is  the  wealth  distributed  by  the  motor 
car  tourists.  We  are  not  getting  our  share  of  this 
traffic  in  this  province,  but  we  can  easily  see  that  since 
our  local  government  has  started  to  improve  our  roads 
in  an  extensive  way,  light  auto  traffic  has  been  rapidly 
increasing  every  year ;  the  increase  is  between  twenty- 
five  and  fifty  per  cent,  for  one  year  over  the  preceding 
one.  It  is  figured  that  each  tourist  will  spend  at  least 
ten  dollars  a  day.  It  is  easy,  therefore,  to  figure  the 
advantage  derived  from  this  traffic.  It  is  estimated 
that  before  the  war,  France  derived  $25,000,000  yearly 
from  automobile  tourists. 

Social  Benefits 

In  conclusion,  allow  me  to  enumerate  a  few  of  the 
social  advantages  derived  from  good  roads.  In  the 
first  place,  they  will  tend  to  retain  the  young  people 
on  the  farm,  which  means  a  great  deal  from  more  than 
one  point  of  view.  They  will  facilitate  social  and  re- 
ligious intercourse  throughout  the  rural  district.  They 
will  permit  universal  free  mail  delivery.  They  will 
fill  up  the  schools,  in  good  weather  as  well  as  bad 
weather.  They  will  improve  the  aesthetic  taste  of  the 
farmer;  and  this  point  is  unquestionably  true,  as  it 
has  been  well  observed  that,  as  soon  as  good  roads  have 
been  in  existence  through  any  district,  the  bordering 
properties  have  been  beautified  by  their  occupants  from 
year  to  year,  and  people  in  a  general  way  have  become 
happier  and  more  content. 

Can  all  these  fine  things  take  place  without  pro- 
ducing a  corresponding  amount  of  happiness  and  pros- 
perity on  the  urban  municipality?    1  do  not  believe  so. 
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The  Study  of  a  City's  Sinking  Fund 

  By  Thomas  Bradshaw   


Prior  to  the  declaration  of  war  in  August,  1914, 
practically  all  of  our  municipal  securities  were  absorbed 
in  Great  Britain  or  at  home.  Since  that  epoch-making 
event,  and  as  a  result  of  it,  a  new  and  most  important 
market  has  been  developed.  The  United  States,  which 
had  previously  been  "nibbling"  at  some  of  our  offer- 
ings, has  become  deeply  interested,  and  has  made  sub- 
stantial purchases.  We  might  almost  say  that  New 
York,  for  the  time  being,  has  assumed  the  relationship 
which  London  occupied. 

When  normal  conditions  once  more  prevail,  Lon- 
don will,  no  doubt,  be  open  again  to  us,  and  if  so,  in- 
stead of  having,  as  formerlv,  only  two  sources  to  sup- 
ply our  capital  needs,  we  shall  be  in  the  favored  posi- 
tion of  having  three. 

The  increasing  interest  exhibited  by  our  neighbors 
is  illustrated  by  considering  the  value  of  the  municipal 
debentures  purchased  by  them  in  each  of  the  last  five 
years:  in  1011,  out  of  total  offerings  of  some  $47,000,- 
000.  they  took  $2,335,000,  or  4.95  per  cent,  of  the  whole  ; 
in  1912,'$3,900,0O0,  or  8  per  cent.;  in  1913,  $22,100,000, 
or  10.13  per  cent.;  in  1914,  $25,600,000,  or  30.29  per 
cent. ;  and  in  1015  no  less  than  $32,500,000,  or  48.80  per 
cent,  of  the  whole. 

The  statement  in  Table  1,  compiled  from  Air.  E.  R. 
Wood's  reports,  sets  forth  the  proportion  of  securities 
absorbed  in  the  three  markets: 

Canadian  investors,  who  are  best  acquainted  with 
the  constitution  and  government  of  their  municipal 
instituti  ms,  evidence  their  faith  in  them  by  increas- 
ing from  year  to  year  the  amount  <>f  their  investments. 
Last  year  such  investment  was  over  34  millions  of 
dollars,  exceeded  one-half  of  the  whole,  and  was  greater 
than  the  amount  absorbed  by  Great  Britain  in  the 
years  1911,  1912  or  1914. 

Our  friends  across  the  border  have  the  reputation 
of  thoroughly  investigating  a  proposition  before  mak- 
ing a  commitment.  Their  cautious  and  gradual  in- 
vestment in  Canadian  securities  illustrates  this.  Dur- 
ing the  past  four  or  five  years  they  have  been  watching 
and  studying  our  growth.  They  have  been  examining 
into  our  civic  administrations.  The  history  and  re- 
cords of  our  municipal  debts,  as  well  as  the  manner  in 
which  we  have  met  our  obligations,  are  known  to  them. 
Erequent  visits  to  our  cities  and  journeying  through 
our  provinces  have  been  made  by  experienced  bond 
men.  Numerous  inquiries  about  and  investigations  of 
our  municipal  laws,  have  been  instituted.  It  is  not  too 
much  to  say,  that  the  United>  States  investor  has  been 
favorably  impressed  with  the  vast  resources  of  our 
country,  its  growing  industries,  the  stability  of  our 
institutions,  and  the  general  excellence  of  our  govern- 
ment, and  it  is  believed  that,  as  this  knowledge  grows, 
the  market  for  our  securities  will  continue  to  widen. 


Up  to  the  present,  the  American  market  has  chiefly 
bought  the  bonds  of  our  more  important  communities. 
In  trying  us  out  they  have,  naturally,  selected  our 
choicest  offerings,  and  it  is  believed  that  their  experi- 
ence has  been  satisfactory  and  that,  in  practically  every 
instance,  no  disappointments  have  followed.  Shortly 
it  may  be  expected  that  consideration  will  be  given  to 
county  securities  and  those  of  smaller  established 
cities. 

In  this  connection  it  is  most  desirable  that  we 
should  be  imoressed  with  the  value  of  this  new  mar- 
ket, and  cultivate  it  assiduously.  We  should  study  its 
renuirements  in  such  a  way  as  to  encourage  it  to  take 
still  further  interest  in  our  problems  and  produce.  The 
method  in  which  securities  are  issued  should  conform 
to  its  requirements,  for  example :  interest  on  bonds 
slumld  be  made  pavable  in  some  important  American 
city,  as  well  as  in  Canada  :  the  repayment  of  principal 
in  large  issues  and  for  long  terms,  should  be  accord- 
ing to  the  instalment  principle.  The  time  of  marketing 
and  the  frequency  of  our  appeals  should  receive  con- 
sideration. It  is  poor  policy  to  force  bonds  upon  a 
dull  and  disinterested  market,  and  to  make  frequent 
calls  for  capital.  Promptness  in  meeting  our  obliga- 
tions, interest  and  principal,  is  vital.  Our  past  record, 
in  this  connection,  with  few  exceptions,  is  all  that 
could  be  desired. 

But  above  all.  the  American  investor  must  be  satis- 
fied with  the  financial  administration  of  our  affairs. 
He  will  be  particularly  interested  in  the  management 
of  our  sinking  funds.  Perhaps  no  feature  of  civic 
finance  in  the  United  States  has  had  occasion  to  re- 
ceive more  attention  and  criticism  than  the  conduct  of 
sinking  funds.  Unfortunately,  many  instances  can  be 
quoted  across  the  border  of  inefficiency  and  mal-ad- 
ministration  in  this  branch  of  municipal  administra- 
tion. Too  often  the  fund  has  been  left  in  the  hands 
of  incompetents,  resulting  in  serious  losses.  In  other 
instances,  the  time  function  of  the  fund  has  not  been 
recognized  and,  in  consequence,  its  monies  have  been 
utilized  for  purposes  entirely  foreign  to  those  for 
which  they  were  accumulated.  When  the  debts  which 
the  fund  was  assumed  to  liquidate,  fell  due,  large  de- 
ficits were  discovered  and  a  process  of  refunding  had 
to  be  resorted  to. 

This  brings  me  to  my  main  theme: 

In  the  early  part  of  this  year  I  was  asked  by  His 
Worship,  Mayor  Porter,  and  the  Board  of  Control  of 
the  city  of  Ottawa,  to  make  an  investigation  of  the 
city's  sinking  fund.  Although  extremely  busy  at  the 
time,  the  opportunity  was  welcomed,  because  I  had 
been  deeply  interested  for  some  years  in  the  adminis- 
tration of  civic  sinking  funds  and  believed  that  an 
investigation  of  the  city  of  Ottawa's  fund  might  be 


Record  of  Canadian  Municipals  Marketed  in  the  Years  1911-1915 

Sold  in  Canada  Sold  in  United  States  Sold  in  Oreat  Britain 


Year 

Amount 

Per  cent. 

Amount 

Per  cent. 

Amount 

Per  cent. 

Total  Sales 

1911  

  $16,326,378 

34.62 

$  2,334,467 

4.95 

$28,498,443 

60.43 

$47,159,288 

1912  

  13.761,482 

28.42 

3,876.406 

S. 

30.777,074 

63.58 

48.414.962 

1913  

  25,850,653 

22.33 

23,135,762 

19.12 

67,775,510 

58.55 

115,761,925 

1914  

  25,105,320 

29.82 

25,550.548 

30.29 

33,723,563 

39.89 

84,388,431 

  34,052,677 

51.20 

32,455,396 

48.80 

66,508,073 
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helpful,  not  only  to  that  municipality,  but  to  others; 
ami  f«>r  the  reason  that.  Ottawa  being  the  capital  of 
the  Dominion,  and  a  thoroughly  representative  Can- 
adian cit)  .  the  findings  would  be  of  value  to  our  Ameri- 
can friends  whose  growing  interest  in  our  securities 
has  been  referred  to.  Mayor  Porter  was  good  enough 
to  consent  to  the  publication  of  my  report,  and  when 
your  Association  asked  me  to  contribute  a  paper  on 
some  phase  of  municipal  finance,  I  thought  T  might 
venture  to  submit  it. 

I  do  not  propose  to  read  the  report,  but  simply  to 
refer  to  some  features  contained  in  it: — 

Ottaw  a,  at  the  time  of  the  examination,  had  a  bond- 
ed debt  of  S14.417.577— of  this  amount,  $13,094,362  was 
represented  by  sinking  fund  bonds,  and  $1,323,315  by 
annuity  instalment  bonds.  The  investigation  dealt 
with  the  sinking  fund  which  was  being  accumulated  to 
meet  the  $13,094,362  of  sinking  fund' debt.  The  debt 
had  been  incurred  during  the  last  thirty  years;  it  re- 
presented two  hundred  and  forty-two  different  loans 
which  fall  due  from  year  to  year  during  the  next 
thirty-seven  years. 

The  result  of  the  investigation  disclosed  that  the 
dry  should  have  in  its  sinking  fund  $3,003,147.  .  It 
w  as  mosl  gratifying  to  find  that  it  not  only  had  this 
amount  but.  in  addition,  a  surplus  of  no  less  than 
$317,369,  or  10  per  cent,  more  than  the  sum  required. 

The  following  comparisons  of  the  results  of  the  in- 
vestigation, with  the  city's  own  record,  indicate  that 
its  affairs  had  been  conservatively  exhibited;  while  the 
liabilities  of  the  fund,  according  to  the  investigation, 
amounted  to  $3,003,147.  the  city  had  computed  them 
at  $3,164,355,  or  $161,207  more  than  they  actually 
were :  the  assets  of  the  fund  were  found  to  be  $3,320,- 
516,  whereas  the  city  had  only  taken  credit  for  $3,- 
279,405,  or  $41,110  less  than  thev  actually  were;  the 
surplus  over  all  liabilities,  according  to  the  investiga- 
tion, was  S31 7.368.  the  citv  having  only  taken  credit 
for  $115,050.  or  $202,318  less  than  actually  existed. 

It  is  advantageous  for  any  enterprise  or  institution, 
which  has  been  carrying  on  its  operations  under  the 
same  management  for  many  years,  to  have  someone 
from  the  outside  come  in  and  review  its  work.  A 
strong  tendency  exists  to  continue  to  do  things  in  the 
same  wav.  because  they  have  always  been  done  in  that 
way.  The  outside  investigator  is  almost  sure  to  dis- 
cover reasons  why  a  continuance  of  customs  which 
might  have  been  satisfactory  years  ago,  is  no  longer 
desirable.  It  is  not  intended,  however,  to  discuss  here 
methods  which,  it  is  believed,  might  be  improved  upon, 
for  they  are  fully  dealt  with  in  the  report. 

The  average  rate  of  interest  earned  by  the  fund 
was  3.74  per  cent.  It,  of  course,  should  be  the  aim  of 
those  administering  the  fund,  to  so  invest  the  monies 
that,  consistent  with  absolute  safety,  the  highest  rate 


shall  be  earned.  A  difference  of  only  one  per  cent, 
would  bring  the  average  rate  up  to  4}i  per  cent.,  and 
would  mean  that  the  fund  would  have  annual  addi- 
tional earnings  of  $30,000. 

We  hear  much  about  the  difficulty  of  operating 
such  public  works  as  electric  light  and  waterworks 
systems,  street  railways,  etc.,  so  that  they  will  produce 
a  surplus  revenue  over  expenditure  and  debt  charges, 
but  seldom,  or  never,  is  there  presented  to  us  the  pos- 
sibility of  a  sinking  fund  being  so  administered  that 
it  will  produce  a  surplus  and  thus  contribute  material- 
ly to  the  city's  revenue. 

A  word  might  be  said  as  to  the  character  of  the 
investments  in  the  Ottawa  sinking  fund:  Of  the  $3,- 
300,000  in  the  fund,  $1,855,000  consisted  of  that  city's 
own  bonds  ;  Dominion  and  Provincial  Government  se- 
curities accounted  for  $300,000,  and  the  balance  of 
$1,165,000  was  made  up  of  cash,  etc.  It  will  be  noticed 
that  56  per  cent,  of  the  holdings  comprised  the  bonds 
of  the  city  itself,  and  in  tfhe  report  the  question  is  raised 
as  to  the  desirability  of  making  further  such  invest- 
ments. 

The  outstanding  and  important  features,  however, 
of  the  whole  investigation  are :  that  for  all  outstanding 
debenture  debts,  the  city  had  on  hand  good  interest- 
bearing  investments  or  cash,  of  an  amount  substanti- 
ally in  excess  of  the  full  sinking  fund  requirements ; 
and  that  the  fund  had  been  honestly  administered. 

It  is  believed  that  the  facts  disclosed  in  the  report 
will  tend  to  enhance  the  favorable  opinion  already  en- 
tertained in  the  United  States,  of  the  administration 
of  our  important  municipal  bodies,  and  add  to  the  good 
reputation  of  their  credit  and  securities. 


Cost  of  Concrete  Pavements 

The  town  of  Welland,  Ont.,  D.  T.  Black,  Town 
Engineer,  have  just  awarded  a  contract  for  the  con- 
struction of  7,000  square  yards  of  pavement  on  Burgar 
Street.  This  has  been  awarded  to  the  lowest  tenderer, 
McRae  &  Campaigne.  at  $14,168.18.  The  road  will  be 
of  4-inch  tarvia  on  5-inch  concrete  base.  It  is  interest- 
ing to  note  that  the  relative  tenders  submitted  on  the 
various  kinds  of  roadway  were  fairly  close.  We  are 
able  to  reproduce  the  figures  herewith  in  Table  1.  It 
will  be  noted  that  the  four  tenders  similar  to  that  ac- 
cepted, namely,  tarvia  on  concrete  base,  ranged  be- 
tween a  maximum  of  $17,762  and  a  minimum  of 
$14,168.  Three  tenders  were  submitted  for  reinforced 
concrete  roadway,  the  highest  being  $17,896  and  the 
lowest  $17,121.  The  single  tender  submitted  for  a 
4-inch  brick  roadway, on  concrete  base  was  very  much 
higher  than  the  others,  namely,  $26,863.  It  is  also 
interesting  to  note  the  varying  estimates  placed  by 
the  different  contractors  on  the  work  under  the  differ- 
ent headings : 


Table  I 

Prices  for  7,000  Square  Yards  of  Pavement  for  Burgar  Street,  Welland,  Ont.,  August,  1916 


Price 

Extra 

Extra  haul 

per 

excava- 

per 100  ft. 

Cj,                      Kind  of  pavement 

square 

tions 

per 

c_ 

yd. 

cub.  yd. 

cub.  yd. 

Mi  4"  tarvia  on  5"  concrete  base  ..  . 

$1.88 

.80c 

.10c 

(2)  Reinforced  concrete   

$1.93 

.80c 

.10c 

CD  Reinforced  concrete   

$1.85 

.80c 

.25c 

(4)  4"  tarvia  on  5"  concrete  base  ... 

$2.00 

.80c 

.25c 

f5l  4"  brick  on  5"  concrete  base  .... 

$3.15 

.80c 

.25c 

(6>  Reinforced  concrete   

$1.80 

.80c 

.03c 

(7)  4"  tarvia  on  5"  concrete  base..  .. 

$1.80 

.80c 

.03c 

(8)  4"  tarvia  on  5"  concrete  base  .. . 

$1 .63 

.50c 

(9l  2"  bitulithic  on  5"  concrete  base. 

$2.40 

.70c 

.01c 

(10)  2"  Warrenite  on  5"  concrete  base 

$2.00 

.70c 

.01c 

Fills    Straight  curb  Curved  curb  Curved  Concrete  Total 


per 

and  gutter 

Straight 

and  gut- 

curb 

headers 

amount 

cub. 

combined 

curb 

ter  per 

per 

per 

of 

yd. 

per  lin.  ft. 

per  lin.  ft. 

lin.  ft. 

lin.  ft. 

lin.  ft. 

tender 

.80c 

.58c 

.60c 

.25c 

$16,069.64 

.80c 

.58c 

.60c 

.25c 

$17,565.93 

$1.50 

.75c 

.75c 

.50  c 

$17,896.10 

$1.50 

.75c 

,75c 

.50c 

$17,762.75 

$1.50 

.75c 

.75c 

.50c 

$26,863.50 

.80c 

.55c 

.65c 

.32c 

$17,121.08 

.80c 

.79c 

.89c 

,32c 

$16,554.19 

.80c 

.60c  - 

.65c 

.17c 

$14.168.1S 

.75c 

.55c 

.60  c 

.50c 

$19,333.95 

.75c 

.55c 

.60c 

.50c 

$16,704.75 
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Catskill  Aqueduct  Concrete  Forms 


TI1K  new  Catskill  aqueduct  for  the  water  supply 
of  New  York  city  is  one  of  the  most  remark- 
able engineering  feats  of  the  present  age.  Its 
construction  involved  many  unique  and  novel 
developments  and  its  size  gave  large  scope  for  the 
exercise  of  much  ingenuity  and  skill  in  building  opera- 
tions. The  various  contractors  developed  different 
methods  of  executing  the  work,  and  a  comparison  of 
their  results  is  interesting.  One  special  problem  that 
required  careful  planning  was  the  design  of  the  form 
work  which  involved  material  changes  to  obviate  ob- 
jectional  features  that  experience  and  experiment  made 
apparent.  Tn  the  following  article,  reprinted  from 
"Contracting,"  are  described  some  of  the  forms  used 
on  that  part  of  the  aqueduct  which  is  horseshoe-shape 
in  cross-section,  a  portion  about  55  miles  in  extent: 

Conditions  and  Requirements. 

As  an  economical  location  of  the  line  was  such  as 
to  involve  only  enough  excavation  to  provide  sufficient 
cover  for  the  finished  aqueduct,  much  of  the  structure 
was  built  in  an  open  trench  about  50  ft.  wide  on  top 
and  12  ft.  deep,  with  sloping  sides.  This  provided  con- 
venient access  to  the  work,  and  permitted,  when  neces- 
sary, the  installation  of  equipment  alongside  to  handle 
the  forms  and  materials. 

The  principal  requisites  for  the  inside  forms  were 
that  they  should  be  generally  suited  for  repeated  use; 
that  they  should  secure  exactness,  uniformity,  and 
good  finish  of  the  concrete  structure;  that  they  should 
have  sufficient  strength  and  rigidity;  that  they  should 
be  easily  shifted,  put  in  position,  and  adjusted;  that 
they  should  be  of  convenient  dimensions,  moderate 
weight,  and  simple  construction,  and  that  they  should 
provide  for  very  accurate  alignment  and  centering,  so 
as  to  make  consecutive  sections  of  the  concrete  uni- 
form, without  irregular  shoulders  at  the  joint. 

Various  types,  dimensions,  and  details  were  used 
in  the  work  by  different  contractors,  and  as  the  work 
was  of  unusual  dimensions,  many  of  the  forms  first 
tried  required  material  changes,  until  finally  most  of 
the  objectionable  qualities  had  been  eliminated  and 
several  varieties  of  forms  had  been  developed  that 
proved  satisfactory.  Those  that  endured  the  test  and 
were  adopted  for  the  latter  part  of  the  work  form  the 
principal  subjects  of  this  article,  since  space  does  not 
permit  study  of  the  different  steps  in  the  development, 
and  it  suffices  to  show  the  final  results,  with  brief  re- 
ferences to  earlier  forms  and  their  faults. 

Forms  and  Curves. 

The  aqueduct  design  contemplated  the  use  of 
straight  forms  for  tangents  and  for  curves  with  radii 
of  not  less  than  700  ft.,  all  sharper  curves  being  made 
with  a  uniform  radius  of  200  ft.  Tt  was  found,  how- 
ever, that  fillers,  or  some  other  special  devices,  were 
required  to  supplement  the  regular  forms^  even  on  flat 
curves,  and  an  effort  was  made  to  eliminate  special 
forms  for  curves. 

This  was  accomplished,  in  one  case,  by  making  all 
forms  beveled  at  the  ends  so  that  by  matching  long 
and  short  sides  alternately  a  tangent  line  would  be 
made  and  by  placing  all  the  long  sides  of  the  forms 
contiguous  the  convex  side  of  a  curve  would  be 
secured.  A  200-ft.  radius  was  thus  provided  for  by 
making  the  forms  uniformly  5  ft.  long. 

Throughout  the  aqueduct  nearly  all  of  the  construc- 


tion was  concreted  in  two  steps,  namely,  that  of  the 
invert  and  of  the  remainder  of  the  cross  section,  in- 
cluding the  side  walls  and  arch.  Separate  construction 
for  the  side  walls  was  difficult,  and  was  adopted  only 
on  a  portion  of  the  aqueduct  in  the  Wallkill  Valley. 

Very  low  side  walls,  amounting"  merely  to  exten- 
sions of  the  invert  a  few  inches  high,  were  built  in  one 
instance  in  order  to  dispense  with  a  wooden  sill  for 
supporting  the  arch  form.  It  proved  to  be  difficult  to 
provide  a  satisfactory  surface  on  top  of  these  low 
walls,  and  they  were,  therefore,  abandoned. 

Interior  Wooden  Forms. 

Wood  was  used  to  a  much  greater  extent  for  the 
construction  of  the  outside  forms  than  for  the  inside 
forms.  Wooden  forms  for  both  inside  and  outside  of 
the  aqueduct  were  used  on  a  small  portion  of  the  work. 
Mere,  as  in  all  other  parts  of  the  cut  and  cover  aque- 
duct, the  invert  concrete  was  first  laid  in  alternate 


Interior  and  exterior  wooden  forms  for  separate  aich  and  side  wall 
construction. 


strips  16  ft.  long,  with  straight  longitudinal  planks  for 
the  side  forms.  The  end  forms  were  usually  steel 
plates,  although  planks  were  sometimes  used  for  them. 

No  upper  form  was  required,  the  concave  surface 
being  produced  by  the  longitudinal  movement  of  a 
transverse  screed  bearing  on  the  platforms  and  having 
a  convex  steel  edge  or  by  a  longitudinal  straightedge 
screed  moved  transversely  and  bearing  on  the  end 
bulkheads  cut  to  the  invert  curve.  Another  method  of 
forming  the  invert  surface  was  by  rolling  it  with  a 
longitudinal  piece  of  steel  shafting  or  concrete-filled 
4-in.  pipe  that  engaged  concave  transverse  guides  or 
bulkheads  at  ends  of  the  15-ft.  section. 

The  head  works  section  of  the  aqueduct  was  built 
with  wooden  inside  and  outside  forms,  here  illustrated. 
They  were  made  in  four  longitudinal  sections  for  the 
interior  and  substantially  in  one  section  for  the  exter- 
ior. Here  the  side  walls  were  concreted  separately, 
with  tongue  and  groove  connections  in  the  arch  and 
invert  joints. 

The  interior  side  wall  forms  had  horizontal  longi- 
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tudinal  la^yini;  attached  to  scarf  hoards  on  a  vertical 
timber  Framework.  Thcv  were  seated  <>n  the  invert 
concrete  and  were  adjusted  and  hraced  .by  horizontal 
transverse  struts  and  by  longitudinal  and  transverse 
diagonal  braces,  The  outside  wall  forms  were  simple 
panels  of  lagging  nailed  to  transverse  cleats,  and  the 
tops  were  secured  to  the  projecting  ends  of  the  upper 

horizontal  transverse  struts  for  the  interior  forms. 
The\  were  also  hraced  lo  outside  struts,  indicated  by 
dotted  lines  in  the  illustration. 

After  the  side  walls  were  concreted  and  the  forms 

removed  longitudinal  vertical  bents  were  set  on  both 

sides  of  the  insert,  close  to  and  about  as  high  as  the 
side  walls  and  capped  with  longitudinal  planks  on 
which  the  interior  arch  forms  were  seated  and  adjust- 
ed. The  latter  were  made  in  two  longitudinal  sections, 
with  a  crown  joint  adjusted  by  Wedging.  They  con- 
sisted of  pairs  of  framed  transverse  ribs  or  semi-arch 
trusses,  with  curved  top  chords,  to  which  wooden  lag- 
ging  was  spiked.    They  wers  made  in  5-ft.  lengths, 


Heavy  steel  form  with  one-hinge  arch  truss  bracing. 


three  of  them  being  bolted  together  for  convenience, 
except  on  curves,  where  fillers  were  inserted  between 
them  on  the  outside  of  the  curve. 

Exterior  Wooden  Forms. 

The  exterior  forms  were  made  in  1 5-ft.  lengths, 
with  transverse  exterior  ribs  4  ft.  apart  on  centres. 
Each  rib  was  made  of  two  3  x  8-in.  pieces,  breaking 
joints,  and  thoroughly  bolted  together.  The  concave 
undersurface  was  covered  With  2-in.  tongue  and  groove 
lagging  up  to  a  point  about  3  ft.  from  the  crown, 
where  a  full  length  opening  6  ft.  wide  was  left  for  the 
introduction  of  the  concrete.  The  outer  and  inner 
forms  were  fastened  together  by  bolts  passing  through 
the  concrete  at  the  haunches,  and  the  lower  edges  of 
the  outer  forms  were  secured  by  bolts  previously  built 
into  the  side  wall  concrete. 

The  interior  forms  were  collapsed  by  horizontal 
turn-buckle  rods  engaging  the  lower  end  of  the  ribs. 
When  moved  ahead  from  section  to  section,  they  were 
given  bearing  on  2-in.  rollers  and  were  pulled  forward 
by  a  hoisting  engine. 

The  side  walls  forms  were  set  Y2  in.  wider  apart 
and  the  arch  forms  %  in.  higher  than  the  theoretical 
dimensions  of  the  aqueduct.  The  outside  forms  were 
removed  after  12  hours,  the  inner  wall  forms  after  48 


hours,  and  the  areh  forms  after  72  hours.  Before  the 
completion  of  the  work  the  forms  began  to  distort,  and 
il  is  thought  that  for  long  service  it  would  have  been 
more  economical  to  have  provided  steel  forms  at  a 
higher  first  cost. 

On  another  section  of  the  arch  the  contractor  used 
interior  forms  15  ft.  long  with  2-in.  wooden  lagging 
covered  with  sheet  iron  and  fastened  to  ribs  4  ft.  apart. 
They  w  ere  connected  by  trench  braces  engaging  the 
vertical  wooden  ribs  and  were  collapsed  by  operating 
the  braces.  The  arch  forms  had  ribs  4  ft.  apart,  carry- 
ing 3-in.  wooden  lagging  braced  by  radial  wooden 
struts,  and  were  supported  on  a  traveler.  They  were 
adjusted  and  collapsed  by  horizontal  turn-buckle  mem- 
bers connecting  the  ribs. 

Outside  forms  were  made  with  steel  T-ribs  and 
shiplap  wooden  lagging.  They  required  a  great  deal 
of  bracing  besides  that  provided  in  the  original  design, 
and.  although  they  gave  satisfactory  concrete  results, 
they  required  a  great  deal  of  time  to  handle,  and  on 
that  account  were  superseded  by  steel  forms. 

Interior  Steel  Forms. 

About  11,200  ft.  of  aqueduct  was  built  by  King. 
Rice  &  Ganey,  using  very  heavy  interior  steel  forms 
made  with  two  longitudinal  sections  in  5-ft.  lengths 
and  provided  with  wooden  fillers  at  points  of  curva- 
ture. The  two  halves  of  each  form  were  hinged  at  the 
crown,  and  were  made  with  very  heavy  trusses  spaced 
5  ft.  apart  and  covered  with  %-in.  steel  plate  stiffened 
by  longitudinal  purlins. 

They  rested  on  long  longitudinal  wooden  sills 
wedged  up  from  the  invert.  They  were  braced  and 
adjusted  by  horizontal  steel  pipe  struts  with  jacks  at 
one  end;  they  were  collapsed  enough  to  move  through 
the  completed  parts  by  removing  the  wedges  and  sills, 
separating  the  steel  plate  from  the  concrete  by  steel 
wedges  and  lowering  the  forms  on  the  carriage  by 
means  of  jack  screws.  They  were  moved  forward  in 
1 5-ft.  lengths. 

The  forms  were  easily  and  quickly  set  up,  col- 
lapsed, and  moved  ;  they  were  rigid  and  produced  a 
smooth,  clean  surface,  and  although  heavier  and  more 
costly  than  some  of  the  others,  were  said  to  be  the  most 
efficient  cut  and  cover  forms  from  both  the  contractors' 
and  engineers'  viewpoints.  One  hundred  and  ninety- 
five  lineal  feet  of  forms  were  provided,  and  they  were 
generally  used  for  concreting  60-ft.  lengths  of  aque- 
duct. 

A  large  amount  of  the  interior  steel  forms  used 
were  of  . the  Blaw  and  Ransome  types,  besides  which 
McNally  and  Owego  types  were  also  used.  Some  of 
these  forms  have  been  well  developed,  became  practi- 
cally standard  on  the  latter  part  of  the  aqueduct  work, 
and  are  so  well  known  that  detailed  description  here  is 
unnecessary. 


Reinforced  Concrete  Street  Signs 

Still  another  new  application  of  reinforced  concrete 
is  represented  by  signs  for  the  names  of  streets.  These 
are  made  of  white  Portland  cement  and  crushed  gran- 
ite, suitably  reinforced,  the  letters  being  moulded  in 
a  plastic  state  and  dovetailed  into  the  groundwork, 
making  the  whole  a  monolithic  structure.  The  let- 
ters are  colored  so  as  to  contrast  effectively  with  the 
white  background. 


Damage  to  the  extent  of  $100,000  was  done  to  the  plant 
of  the  Winnipeg  Paint  &  Glass  Company  by  fire  recently. 
The  woodworking  mill,  boiler  house,  and  several  dry  kilns 
were  destroyed.  The  company  has  decided  to  rebuild  the 
factory  immediately. 
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WestWard  School,  Pembroke 

The  cuts  reproduced  herewith  illustrate  the  pro- 
posed public  school  for  the  West  Ward,  Pembroke, 
Out.  It  has  been  carefully  planned  to  serve  its  pur- 
pose, and,  although  its  exterior  has  been  designed 
without  excess  ornamentation,  it  does  not  in  any  way 
detract  from  its  imposing  appearance.  This  particular 
building  is  typical  of  the  finer  class  of  educational  in- 
stitutions being  erected  in  many  of  our  towns. 

The  structure  measures  95'  x  65',  and  will  be  two 
full  storeys  in  height,  containing  eight  standard  class- 
rooms. The  construction  throughout  will  be  entirely 
fireproof,  involving  reinforced  concrete  slab  floors  on 
columns  of  the  same  material.  In  keeping  with  this 
design,  the  roof  and  stairs  are  of  fire-resisting  material. 

Rach  floor  contains  four  class-rooms,  uniformly 
24'  x  32'  in  size,  with  adjoining  cloak  rooms.  The 
first  floor  plan  shown  is  typical,  the  principal's  room 
and  reception  room  being  replaced  in  the  upper  floor 
by  teachers'  rooms.  A  corridor  runs  the  full  length  of 
both  floors,  with  entrances  at  both  ends  on  the  ground 
floor.  The  basement  contains  boiler  room,  lavatories, 
and  play  rooms  for  both  boys  and  girls.  The  equip- 
ment is  very  complete,  including  steam  heating,  elec- 
tric lighting,  and  a  ventilating  system  of  modern  de- 
sign. One  illustration  reproduced  herewith  shows  the 
arrangement  of  the  ventilating  scheme,  with  the  fresh 
and  foul  air  ducts. 

It  is  proposed  to  build  the  foundation  walls  up  to 
the  ground  floor  level  of  concrete,  with  local  blue  lime 
stone  facing  above  ground  level.    The  remainder  of 
the  structure  will  be  faced  with  brick,  while  the  front 
entrance  will  be  designed  in  Indiana  limestone.  The 


interior  is  to  be  finished  in  ash  and  clear  white  pine, 
with  birch  flooring  for  class-rooms,  cloak-rooms,  and 
teachers'  rooms.  Asphalt  flooring  will  be  employed  in 
corridors,  halls,  play  rooms,  and  lavatories,  while  the 
remainder  of  the  basement  floor  will  be  of  concrete. 
The  stairs  are  fireproof,  of  steel  and  iron  construction, 
with  asphalt  treads,  and  the  roof  is  of  Johns-Manville 


Plan  of  ground  floor,  Pembroke  West  Ward  School. 

built-up  asbestos  roofing,  pitched  to  two  inside  gut- 
ters. A  metallic  ceiling  will  be  employed  in  the  upper 
storey. 

hire  alarms,  telephones,  and  a  bell  system  are  in- 
stalled in  each  room.  A  system  of  ventilation  is  em- 
ployed, incorporating  Sheldon's  ventilating  appliances. 
'Idie  building  will  be  lighted  with  electricity  and 
heated  by  steam,  the  boiler  being  a  Taylor-Forbes 


Basement  plan  showinj!  hcatinu  and  ventilation  layout,  Pembroke,  Onl. 
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smokeless  l>oiler.  The  plumbing  equipment  is  cspe- 
cialh  complete,  with  sanitary  drinking  fountains 
throughout.  \  noteworthy  point  is  that  the  seating 
arrangements  are  such  as  to  allow  left-hand  lighting 
from  the  ample  window  space. 

The  building  has  been  designed  by  Mr.  W.  C. 
Keighley,  architect.  Pembroke,  and  Mr.  II.  1\  Beck, 


Architect's  perspective.  Pembroke  West  Ward  School. 

of  Ottawa,  is  the  contractor.  The  cost  will  be  approxi- 
mately $53,000. 


Strength  of  Clamped  Splices  in  Concrete 
Reinforcement  Bars 

The  following  paragraphs,  taken  from- the  proceed- 
ing of  the  American  Society  for  Testing  Materials, 
give  results  for  a  number  of  experiments  intended  to 
investigate  the  strength  of  clamped  splices  in  concrete 
reinforcement  bars: 

I  "tierete  reinforcement  bars  are  received  in  lengths 
varying  up  to  about  60  feet.  The  length  most  com- 
monly  selected,  however,  is  in  the  neighborhood  of  30 
feet  ;  hence  it  is  frequently  necessary  in  practice  to  lap 
one  bar  over  another.  It  is  also  desirable  upon1  more 
or  less  frequent  occasions  to  secure  a  splice  capable  of 
withstanding  a  greater  tensile  stress  than  that  which 
a  plain  lap  splice  can  resist.  In  such  cases,  U-bolt 
clamps,  such  as  are  ordinarily  used  in  fastening  wire 
cables  together,  have  been  successfully  employed,  one 
at  each  end  of  the  overlapping  bars.  The  meagreness 
of  available  data  on  the  strength  of  such  splices 
prompted  the  tests,  the  results  of  which  are  here  re- 
corded. 

U-bolt  clamped  splices  of  both  17  and  21-inch 
lengths  of  splice  were  tested  to  determine  the  load  at 
first  slip,  and  the  maximum  load  the  splice  would  re- 
sist. Three  different  classes  of  splices  were  thus  tested 
— lap  splices  not  embedded  in  concrete,  butt  splices  not 
embedded  in  concrete,  lap  splices  embedded  in  con- 
crete. The  reinforcement  steel  in  all  cases  consisted  of 
1-inch  square  cold-twisted  bars. 

The  loads  necessary  to  produce  first  slip  had  a 
rancre  from  7,000  to  50.000  pounds.  The  maximum  load 
which  the  splices  withstood  varied  from  23,000  to 
69.000  pounds.  The  ratios  of  load  at  first  slip  to  yield 
point  of  bar  for  clamped  splices  not  embedded  in  con- 
crete varied  from  12  to  21  per  cent.,  and  for  splices 
embedded  in  concrete  from  53  to  83  per  cent.  Ratios 
of  maximum  load  to  tensile  strength  of  bar  ranged 
from  31  to  61  per  cent,  for  embedded  splices,  and  from 
79  to  95  per  cent,  for  embedded  splices. 

It  was  found  (I)  that  lap  splices  are  stronger  than 
butt  splices;  (2)  that  splices  in  which  the  two  overlap- 
ping bars  are  of  opposite  twist  apparently  are  stronger 
than  splices  in  which  the  bars  are  of  like  twist;  (3) 
that  the  lengths  of  lap,  as  to  the  two  lengths  tested,  did 
not  affect  the  strength  of  the  splice;  (4)  that  embed- 
ding the  splices  in  concrete  increases  their  strength 
materially;  (5)  that  clamped  lap  splices  embedded  in 


large  masses  of  concrete  undoubtedly  can  safely  with- 
al;and  a  unit  load  equal  to  the  unit  stress  of  the  steel 
reinforcement. 


Replacing  a  Defective  Foundation  With 
Concrete  Piles 

The  following  describes  a  method  employed  in 
checking  the  settlement  and  making  stable  the  foun- 
dations of  a  building  founded  on  soft  ground  overly- 
ing a  deep  cemented  gravel  stratum.  Concrete  piles 
were  sunk  in  pairs  on  each  side  of  the  old  foundation 
walls  to  a  bearing  on  the  cemented  gravel,  and  on 
these  were  carried  reinforced  concrete  beams,  which 
supported  the  walls  of  the  building.  After  the  founda- 
tion was  completed,  the  original  one  was  removed  and 
a  firm  base  on  a  solid  bottom  was  provided  for  the 
structure. 

The  pile  employed  is  illustrated  herewith.  It  con- 
sists of  an  outer  steel  casing,  at  the  bottom  of  which 
is  an  entering  piece  or  "point."  An  inner  tube  is  also 
fastened  to  this  point  by  an  inverted  conical  funnel. 
In  this  way  a  sharp  cutting  edge  is  provided.  The 
space  between  the  two  tubes  is  filled  with  concrete, 
and  sinking  is  carried  on  by  jetting  through  the  inner 
shell. 

The  method  of  procedure  is  to  set  a  section  of  the 
shell  in  position,  with  a  guide  frame  around  it  to  keep 
it  straight  during  its  descent,  the  space  between  the 
inner  and  outer  tubes  being  filled  with  concrete.  A 
pipe  is  inserted  in  the  central  space  and  connected  to 
a  water  supply  under  pressure.  A  nozzle  at  the  end 
throws  a  jet  horizontally  with  considerable  force.  This 
jetting  apparatus  is  capable  of  being  freely  moved 
vertically  or  rotated.    By  manipulation  of  this  jet  a 
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hole  is  bored  below  the  cutting  edge  of  the  pile,  debris 
and  wnter  passing  through  the  centre.  When  the 
first  section  of  the  pile  reaches  its  level,  a  second  is 
attached.  Concrete  is  placed  and  sinking  resumed  by 
the  same  method.  Extension  and  sinking  is  repeated 
until  the  required  depth  is  reached.  The  space  beneath 
is  then  washed  out  and  filled  with  concrete,  including 
the  central  shell.  In  the  particular  building  in  which 
this  method  was  employed,  153  piles,  from  22x/i  inches 
to  30^  inches  in  diameter  and  from  108  feet  to  112 
feet  long,  were  sunk. 

The  illustrations  above  show  the  various  stages  and 
details  of  the  process,  and  are  self-explanatory. 
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Foundations  for  Road  and  Street  Pavements 

  By  Joseph  W.  Hunter*   


The  object  of  a  pavement  is  to  secure  as  nearly  as 
possible  a  uniformly  hard,  even,  and  durable  surface 
upon  which  the  traffic  must  pass.  Upon  the  founda- 
tion of  a  road  depends  its  strength,  mainly  to  resist  the 
impact  force  or  blows  of  heavy  traffic.  Not  to  any  con- 
siderable extent,  nor  necessarily,  should  the  pavement 
support  the  weight  of  heavy  loads,  and  unless  the  pave- 
ment is  supported  by  or  rests  on  a  firm  and  solid  foun- 
dation it  will  soon  become  rutted  and  full  of  depres- 
sions. To  insure  the  stability  of  a  pavement  it  is  neces- 
sary to  have  as  firm  and  as  good  a  foundation  as  for 
any  other  structure.  A  foundation  once  put  in  cannot 
be  changed  easily. 

Bad  foundations  ruin  any  structure  and  invariably 
cause  bad  pavements.  With  a  good  foundation,  the 
wearing  surface  depends  on  the  quality  of  the  material 
used  for  paving  and  on  the  manner  in  which  it  is  laid. 
As  a  general  rule,  the  subgrade  or  subfoundation  does 
not  receive  the  attention  it  should  in  construction  ;  it 
cannot  be  too  carefully  prepared.  It  should  be  thor- 
oughly drained  and  compacted,  soft  material  removed, 
and  fills  of  any  considerable  depth,  say,  three  feet  or 
over,  should  be  allowed  to  settle  for  a  period  of  from 
six  to  twelve  months,  before  the  foundation,  which  is 
to  carry  the  wearing  surface,  is  placed  thereon.  Tt  is 
the  subgrade  that  virtually  carries  the  load  and  resists 
the  blows  of  heavy  traffic.  The  camber  or  slope  of  the 
subgrade  should  be  the  same  as  that  of  the  finished 
pavement  wherever  practical  This  part  of  preparing 
the  subgrade  should  be  given  particular  attention 
where  a  pavement  is  to  be  laid  on  a  fill  or  on  a  surface 
that  may  have  been  disturbed  even  three  months  and 
in  some  cases  a  longer  time  prior  to' the  laying  of  the 
pavement. 

It  is  proposed  to  divide  the  subject  under  discus- 
sion, "Foundations  for  Road  and  Street  Pavements," 
into  two  classes — Natural  and  Artificial. 

A  Natural  Foundation. 

A  natural  foundation  is  one  where  paving  material 
is  laid  directly  upon  the  subgrade.  Hard  shale,  gravel, 
or  a  sandy  loam  when  properly  prepared  makes  a  foun- 
dation upon  which  can  be  laid  to  advantage  bricks, 
stone  block,  macadam,  or  concrete.  Tn  cases  where 
the  natural  foundation  can  be  used  to  advantage  for  a 
brick  or  stone  block  pavement  a  sand  filler  should  be 
used.  The  writer  believes  that  a  wire  cut  brick,  laid  in 
s.ich  a  manner,  will  make  a  good  and  lasting  pavement 
at  a  minimum  cost  for  construction  and  upkeep. 

Before  concrete  is  laid  as  a  pavement  on  a  natural 
shale  or  earth  surface,  there  should  be  spread  a  layer  of 
cinders  or  crushed  stone  at  least  six  inches  in  depth, 
as  a  cushion  and  to  keep  the  moisture  away  from  the 
base  of  the  pavement.  Where  concrete  is  laid  direclly 
on  the  earth  the  moisture  therefrom  drawn  into  the 
concrete  by  capillary  attraction  will  in  a  comparatively 
short  time  cause  a  disintegration  or  breaking  up  of  the 
pavement.  The  cinder  or  crushed  stone  may  not  be 
necessary  when  the  concrete  is  used  as  a  foundation 
upon  which  to  place  a  wearing  surface  of  other  mater- 
ial, but  it  would  be  good  practice  under  most  condi- 
tions to  use  either  for  drainage  purposes.  The  con- 
struction would  be  better,  and  in  a  great  measure  lessen 
the  number  of  cracks  in  the  concrete  surface.  Con- 
crete as  a  pavement  laid  upon  a  telford  foundation 

•First  Deputy  Commissioner.  Pennsylvania  State  Highway  Department, 
before  American  Road  Builders'  Association. 


where  the  macadam  was  washed  off  showed  no  cracks 
after  being  down  for  more  than  eight  years. 

A  natural  foundation  of  gravel,  containing  suffi- 
cient loam  to  bind  it,  is  one  upon  which  a  pavement  of 
bricks,  stone  blocks,  and  macadam  can  be  laid  to  ad- 
vantage. A  sand  filler  should  be  used.  The  gravel 
upon  which  concrete  is  to  be  placed  should  be  practi- 
cally free  of  loam  or  clay.  When  a  sandy  soil  is  used 
as  a  natural  foundation,  it  should  be  bonded  with  just 
enough  clay  to  hold  it  in  place  until  the  pavement  is 
laid.  A  water-bound  macadam  pavement  laid  upon  a 
gravel  foundation  containing  a  sufficient  amount  of 
clay  or  loam  to  allow  of  its  becoming  thoroughly  com- 
pacted will  last  longer  than  if  laid  on  any  other  foun- 
dation. The  macadam  surface  very  rarely  disinte- 
grates. This  is  particularly  so  when  the  pavement  is 
of  good,  hard  limestone.  Hard  shale,  when  properly 
shaped  and  thoroughly  drained,  forms  an  excellent 
foundation  for  a  macadam  pavement,  and  if  covered 
with  a  1^2-in.  sand  cushion  makes  a  first-class  founda- 
tion for  a  brick  or  stone  block  pavement.  A  sand  filler 
can  be  used.  The  writer  knows  of  a  wire-cut  brick 
pavement  laid  on  a  clay  subgrade,  with  cinder  as  a 
cushion  and  sand  for  a  filler,  that  has  been  in  use  for 
more  than  twenty-five  years.  This  pavement  has  been 
subjected  to  exceedingly  heavy  traffic  and  is  still  in 
good  condition. 

An  Artificial  Foundation. 

Among  the  artificial  foundations  suitable  upon 
which  to  lav  a  pavement  to  meet  the  requirements  of 
traffic  are  concrete,  rubble  concrete,  being  rubble 
stones  set  on  edge,  but  not  in  contact  and  the  spaces 
between  filled  with  concrete;  a  telford  base  laid  with 
either  rubble  or  cobble  stones,  with  the  interstices  well 
and  tightly  filled  and  broken  stones  laid  as  in  a  mac- 
adam road.  The  character  of  foundation  to  use  will 
depend  on  the  volume  of  traffic  and  to  a  greater  or  less 
extent  on  the  type  of  surface  to  be  placed  thereon. 

Concrete  has  become  an  approved  foundation  for  a 
brick,  stone  block,  asphaltic  block,  wood  block  or  an 
asphaltic  concrete  pavement.  The  necessity  of  using 
a  cushion  on  the  concrete  base  is  one  about  which 
opinions  differ. 

The  writer  is  of  the  opinion  that  when  a  sand 
cushion  is  used  much,  if  not  all,  of  the  rumbling  in  brick- 
pavement  can  be  eliminated  by  the  use  of  a  sand  filler 
instead  of  a  cement  grout.  Sand  as  a  cushion  will,  as 
the  bricks  are  being  laid,  work  up  between  them.  The 
water  in  the  grout  will  moisten  the  sand  and  for  a  time 
hold  it  in  place,  but  during  hot  weather  the  sand  will 
become  dry  and  settle  or  shrink,  thus  leaving  a  void 
that  is  never  filled,  which  separately  or  in  conjunction 
with  the  buckling  of  the  monolithic  surface  gives  an 
opportunity  for  the  rumbling  noise  so  often  heard 
when  traffic  passes  over  the  pavement.  If  a  cement 
grout  is  to  be  used,  the  brick  should  be  set  in  a  bed  of 
cement  mortar  from  V2  to  V4  in.  thick,  so  that  the 
whole  structure  will  be  monolithic.  The  mortar  should 
be  composed  of  slow  setting  Portland  cement  and 
clean,  sharp  sand  in  the  proportions  of  one  part  of 
cement  to  four  parts  of  sand,  mixed  to  the  consistency 
of  damp  sand,  but  not  slushv  ;  and  care  must  he  taken 
to  spread  the  mortar  evenlv  with  a  templet.  Upon 
such  a  bed  of  cement  mortar  can  be  set  asphaltic  block, 
stone  block,  and  wood  block  for  a  pavement.  How- 
ever, the  life  of  a  wooden  pavement  will  be  longer  if  a 
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sand  cushion  is  used  to  absorb  a  portion  of  the  shock 
•  »f  the  traffic  which  passes  over  it. 

Another  method  of  laying  a  brick  or  stone  block 
pavement  upon  a  concrete  foundation  is  to  cover  the 
concrete'with  from  J4  to  in.  of  tar  and  set  the  brick 
..i  stone  blocks  therein.  Using  cement  grout  as  a  Idler. 
The  tar  will  work  up  between  the  joints  of  the  bricks 
and  meet  the  cement  ?rou1  and  thus  prevent  the  fum- 
bling which  is  characteristic  of  a  brick  pavement.  A 
'.t-in.  tar  surfacing  should  be  placed  <>n  a  concrete 
foundation  before  placing  thereon  an  asphaltic  con- 
crete pavement. 

One  of  the  principal  causes  of  the  disintegration 
and  partial  failure  of  bituminous  macadam  and  asphal- 
tic cement  pavements  that  have  been  laid  on  an  old 
macadam  foundation  without  careful  preparation  or 
reconstruction  is  due  to  the  lack  of  sufficient  drainage 
in  the  subgrade.  The  moisture  generated  in  the  sub- 
grade  passes  through  the  macadam  and  evaporates  at 
the  surface.  The  bituminous  material  of  any  kind  acts 
as  a  waterproof  covering  and  prevents  the  evaporation 
and  causes  a  concentration  of  the  moisture,  and  even- 
tuallv  a  soft  spot  in  the  road  appears  and  a  breaking 
up  of  the  pavement  begins.  The  moisture,  in  addition 
to  concentrating  in  the  base  of  a  subgrade  by  reason 
of  capillary  attraction,  attacks  the  asphaltic  or  bitum- 
inous pavement  from  beneath  and  sooner  or  later  ruins 
it.  The  more  free  carbon  in  bitumen  the  greater  the 
absorption.  As  a  matter  of  safety  an  old  macadam 
construction  to  be  used  as  a  foundation  for  a  bitumin- 
ous pavement  of  any  kind  should  be  brought  to  a  true 
surface  by  using  crushed  stone,  and  then  be  covered 
with  two  or  three  inches  of  concrete  before  the  bitum- 
inous mix  is  placed  thereon.  This  will  undoubtedly 
preserve  the  life  of  the  pavement. 


A  t  el  ford  foundation  which  has  been  used  in  the 
original  construction  of  a  telford  water-bound  mac- 
adam road,  from  which  the  macadam  has  been  worn  or 
otherwise  removed,  makes  an  ideal  foundation  when 
brought  to  a  true  surface  by  the  use  of  concrete  upon 
which  to  lay  a  bituminous  pavement;  the  drainage 
being  nearly  perfect,  provided  that  the  stones  were 
originally  set  on  a  properly  prepared  subgrade.  This 
construction  prevents  any  concentration  of  moisture 
and  a  first-class  foundation  upon  which  to  lay  a  brick, 
stone  block,  or  asphaltic  block  pavement.  Telford 
construction  makes  a  good  foundation  for  a  concrete 
pavement. 

When  roads  are  reconstructed  with  a  view  of  util- 
izing in  the  future  such  reconstruction  as  a  foundation 
for  some  form  of  pavement  the  writer  strongly  urges 
the  telford  method  of  construction  as  being  the  most 
practical  and  as  having  a  greater  future  use. 

It  is  recommended  in  cases  where  the  macadam 
has  worn  and  conditions  do  not  warrant  the  construc- 
tion of  any  other  form  of  pavement  that  a  telford  base 
be  substituted  for  the  macadam,  with  a  view  of  being 
able  to  use  it  in  the  future  as  a  foundation  upon  which 
to  lay  another  form  of  pavement. 

In  conclusion,  the  principal  essentials  to  be  con- 
sidered in  determining  the  construction  of  a  founda- 
tion for  a  pavement  are  first  drainage  and  the  careful 
preparation  of  the  sub-base  or  sub-foundation.  The 
life  and  usefulness  of  the  whole  structure  depends  on 
this  essential.  Then  the  kind  and  amount  of  traffic 
must  be  carefully  considered  and  the  character  of  the 
surfacing  to  be  placed  on  the  foundation  must  be  de- 
termined. Without  careful  attention  to  the  essentials 
a  foundation  will  fail,  and  consequently  the  pavement 
will  be  ruined. 


Hollow  Tile  in  Building  Construction 


To  trace  the  origin  of  hollow  tile  construction  it  is 
necessarv  to  go  back  only  so  far  as  the  early  "sky- 
scrapers," the  first  of  the  iron  and  steel  framed  office 
buildings,  and  the  necessity  for  a  fireproofing  shell 
around  the  metal  framework  of  these  early  buildings. 
These  were  of  themselves  a  revolutionary  type  of 
D  n -miction,  conceived  and  developed  within  the  mem- 
ory of  men  now  not  past  their  prime.  The  hollow, 
clay  tile  was  developed  as  a  lightweight  insulation  and 
fire  protection  for  the  iron  frame  of  these  pioneers 
among  the  tall  office  buildings— a  by-product  of  the 
modern  office  building,  so  to  speak. 

The  completely  constructive  building  materials 
may  be  counted  on  the  fingers  of  a  hand — wood,  stone, 
brick,  concrete,  hollow  tile.  The  evolution  of  a  new 
building-  material  is  an  epoch-making  thing.  The  use 
of  wood.  -tone,  and  brick  go  back  through  all  the  an- 
nals of  civilization,  past  its  earliest  records.  The  an- 
cient civilization  which  did  not  have  stone  available 
for  building  purposes,  made  brick  and  built  with  it. 
Hrick  was  the  building  material  of  the  ancient  Assyr- 
ian-. While  we  have  seen  a  wonderful  development 
in  the  use  of  concrete,  it  is  really  a  very  ancient  mater- 
ial, known  and  used  in  very  early  times.  Terra  cotta 
is  generallv  used  as  a  facing  material,  and  does  not 
properlv  come  in  this  list. 

Hollow  tile,  alone,  of  these  materials,  has  been  de- 
veloped during  the  last  few  decades,  and  several 
reasons  account  for  its  popularity.  The  obvious  econo- 
my of  using  a  hollow  tile  a  foot  square,  or  thereabout, 


in  place  of  perhaps  fifteen  or  more  smaller  units,  lies 
not  only  in  the  shorter  time  in  which  it  may  be  laid  in 
the  wall,  but  also  the  saving  in  handling  the  larger 
unit.  Any  saving  in  the  actual  amount  of  clay  used 
is  important  only  as  it  results  in  an  accompanying — ■ 
and  equally  desirable — lack  of  weight.  Moreover, 
from  this  economy  of  material  and  lack  of  weight  has 
developed  the  basic  principle  and  greatest  positive  ad- 
vantage of  hollow  tile  as  a  building  material — the  dead 
air  spaces  which  make  an  insulation  in  the  wall  against 
both  heat  and  cold,  fire  or  storm. 

A  seeming  coincidence  lies  in  the  fact  that  just  as 
hollow  tile  was  being  applied  to  building  purposes  in 
this  way  the  building  public  began  to  realize  the  es- 
sential importance  and  desirability  of  a  comparatively 
inexpensive  and  at  the  same  time  commercially  prac- 
ticable type  of  fire-resisting  construction. 

In  its  early  manufacture  hollow  tile  was  made  in 
very  simple  designs  and  with  few  patterns.  But  as 
the  tile  has  come  to  be  more  and  more  used  in  dwell- 
ing construction  there  has  been  a  growing  tendency 
to  improve  its  design  bv  details  giving  a  more  thor- 
ough insulation  and  better  bond  in  the  wall ;  to  pro- 
vide designs  for  special  places,  such  as  door  and  win- 
dow openings,  jamb  and  sill,  floor  joists,  corners,  etc.. 
to  lessen  the  labor  and  trouble  on  the  work,  to  improve 
the  technical  means  of  its  employment,  and  to  reduce 
the  cost  to  the  owner. 

The  several  standard  makes  of  hollow  tile  have 
been  accepted  by  building  departments  as  desirable 
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building-  materials,  and  many  local  factories  manufac- 
ture a  good  product.  Each  type  has  its  own  peculiar 
advantages  in  design  and  manner  of  laying,  and  each 
has  its  own  special  forms  designed  for  special  posi- 
tions. It  is  extremely  interesting  to  follow  the  pecu- 
liar adaptations  which  have  been  worked  out  to  fill 
special  conditions,  as,  for  instance,  for  the  jamb  and 
sill  for  window  openings;  methods  of  reinforcement 
for  lintels  and  wide  openings;  to  give  a  good  bearing 
for  floor  beams;  to  form  corners;  to  set  partitions;  to 
break  a  continuous  joint  through  the  wall;  methods  of 
breaking  joints  and  bonding  the  tile  in  the  wall. 

Of  special  interest  may  be  mentioned  the  very 
practical  types  of  fire-resisting  floor  construction.  The 
time  will  come — and  it  is  not  far  distant — when  it  will 
be  considered  necessary  to  put  an  effectual  fire  stop 
between  the  basement,  with  its  possibilities  of  over- 
heated furnace,  badly  constructed  hearth  or  flue,  and 
the  living  quarters  of  the  family,  though  there  is  no 
indication  that  the  time  will  ever  come  when  we  shall 
consider  anything  else  so  satisfactory  and  beautiful  to 
live  with  as  a  well-finished  hardwood  floor  and  wood- 
work. When  a  house  is  built  of  fire-resisting  material 
people  will  feel  justified  in  putting  more  beautiful 
wood  into  its  finishing. 

The  possibility  of  applying  stucco  and  plaster 
directly  to  both  the  exterior  and  the  interior  face  of 
the  wall  simplifies  construction  and  reduces  expense, 
though  in  many  cases  furring  is  applied  to  the  inner 
surface. 

Hollow  tile  requires  essentially  a  ten  or  twelve- 
inch  wall  as  a  minimum  for  residence  work,  as  com 
pared  with  the  six-inch  wall  of  timber  construction. 
With  modern  compact  building  every  inch  of  space  is 
expected  to  bring  its  return  in  value,  and  hollow  tile 
is  designed  to  give  not  only  bearing  strength  and  the 
protection  expected  from  a  wall,  but  in  addition  the 
lire  resistance  and  the  insulating  qualities  of  greater 
value  than  the  space  occupied.  Estimates  vary  as  to 
the  relative  cost  of  tile  and  timber  construction.  Ten 
per  cent,  additional  cost  for  a  fireproof  construction  is 
an  estimate  often  given.  In  special  cases  and  condi- 
tions it  may  run  considerably  less  and  in  others  it  may 
exceed  10  per  cent.,  depending  on  the  construction, 
labor,  and  transportation  conditions.  We  are  told  the 
contractor's  uncertainty  as  to  the  use  of  tile  and  its 
results  sometimes  accounts  for  his  high  estimate,  lie 
prefers  to  build  in  the  more  usual  way,  and  figures 
accordingly,  with  an  allowance  to  cover  suspected 
trouble. 

Among  the  later  developments  is  a  tile  with  a 
"tapestry"  or  finished  surface,  which  does  away  with 
the  necessity  for  a  brick  veneer  or  coat  of  stucco.  This, 
if  generally  adopted,  would  again  have  a  revolutionary 
tendency  on  architectural  effects.  Scale  is  one  of  the 
most  important  elements  with  which  the  successful 
architect  works  his  spell.  The  eye  accepts  the  small 
unit  of  brick  as  an  established  standard.  A  unit  as 
much  larger  as  the  tile  provides  will  set  a  different 
scale  and  make  different  requirements. 

The  architectural  possibilities  of  the  plain  stucco 
and  cement  surface  have  hardly  been  touched  as  yet. 
The  verv  facility  with  which  it  is  worked,  its  lack  of 
limitations,  has  made  its  early  use  either  commonplace 
or  in  imitation  of  other  materials.  Spanish  colonial 
stucco  work  in  Mexico  was  the  inspiration  for  the  very 
interesting  buildings  in  the  permanent  group  erected 
at  San  Diego  for  the  exposition  which  charm  visitors, 
and  show  some  of  the  various  phases  of  its  possibili- 
ties as  applied  to  structures  both  ornate  and  simple. 

Fundamentally  the  influence  exerted  by  the  lire 
proof  and  the  hollow  tile  house  is  manifest  in  the  sim- 


pler general  lines,  and  more  especially  in  the  grouping 
of  windows.  Special  construction  is  required  for  each 
opening.  When  several  windows  are  required  in  the 
wall  of  a  room  it  is  manifestly  simpler  for  them  to 
come  together  in  one  bank,  saving  the  labor  of  the 
several  different  openings  in  the  masonry  where  one 
opening  can  be  made  to  serve  the  same  purpose.  This 
is  resulting  in  a  distinctive  character  of  exterior  treat- 
ment capable  of  infinite  variation  under  architectural 
handling. — Keith's  Magazine. 


Sound-Proof  Partitions 

There  are  many  occasions  in  building  construction 
when  walls  or  partitions  possessing  reasonably  sound- 
proof qualities  are  required  between  adjoining  rooms 
or  apartments,  in  order  to  deaden  the  noise  that  might 
otherwise  be  transmitted.  Many  walls  of  this  nature, 
involving  considerable  expense,  have  been  developed 
for  large  structures,  but  for  residences  or  buildings  of 
a  similar  nature,  costly  methods  are  prohibitive,  al- 
though in  many  cases  it  is  quite  as  important  to  devise 
effective  methods  of  sound  prevention. 

In  the  following  paragraphs  a  few  of  the  commonly 


used  means  of  deadening  partitions  are  described,  in 
conjunction  with  the  accompanying  illustrations.  The 
methods  so  outlined  will  impress  the  builder  as  being 
fairly  effective  for  their  purpose  and  at  the  same  time 
quite  inexpensive,  involving  in  many  cases  merely  a 
slight  readjustment  of  the  ordinarily  accepted  stud 
and  plaster  partition. 

The  object  to  be  attained  in  maintaining  sound 
proof- properties  for  a  partition  is  to  prevent  the  trans- 
mission of  vibration  from  one  side  to  the  other 
through  the  medium  of  the  wall  material.  Rigid  par- 
titions, with  the  two  sides  firmly  nailed  together,  as 
in  the  ordinary  stud  and  plaster  wall,  transmit  sound 
very  easily,  since  sound  vibrations  acting  on  one  side 
are  not  greatly  intercepted  or  reduced  while  passing 
through  the  wall.  By  using  a  sound-absorbing  mater- 
ial, such  as  felt  paper,  the  volume  of  sound  passing 
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through  can  he  vcr\  materially  reduced.  By  construct- 
ing a  partition  in  such  a  manner  that  the  two  sides  do 
not  form  a  rigid  unit,  even  greater  advantages  in  this 
regard  ma\  be  obtained. 

A  ^tinl  and  plaster  partition  can  he  deadened  to  a 
certain  extenl  l>\  filling  the  space  between  the  laths 
with  fibre,  mineral  wool,  or  fell.  Sound-proof  felt  may 
l>e  placed  on  the  outside  of  the  studs  and  gives  fairly 
effective  sound-deadening  properties.  Fig.  1  illustrates 
this  t\  pe  of  wall,  the  felt  being  nailed  to  close  hoarding, 
which  may  be  omitted  if  desired.  The  lathing  is 
fastened  to  straps  on  the  outside  of  the  felt.  The 
objection  to  this  wall  is  that  the  felt  only  partly  dead- 
en^ the  sound  as,  the  two  sides  being  fastened  together, 
the  absolute  elimination  of  the  passage  of  noise  is  not 
>  ibtained. 

The  most  efficient  way  to  secure  a  sound-proof  par- 
tition is  to  have  the  two  sides  separate  and  distinct,  as 
done  in  Fig.  2.  This  can  he  secured  hy  staggering 
the  studs,  as  shown.  In  this  way  two  walls  are  ob- 
tained,  and  if  they  do  not  touch  in  any  way,  very  little 
sound  will* be  transmitted  through  the  space.  About 
twice  as  many  studs  are  required,  since  the  spacing 
must  he  normal  on  each  side.  Care  must  he  taken  to 
see  that  the  two  sides  are  sufficiently  separated  so  that 
the  bridging  of  one  set  of  studs  will  not  touch  the 
oilier  set  and  in  that  wav  link  the  two  together.  A 
wall  employing  staggered  studs  will  be  somewhat 
thicker. 

The  deadening  will  be  made  nearly,  if  not  abso- 
lutely, perfect  by  nailing  heavy  felt  to  one  set  of  studs, 
as  shown  in  Fig.  3.  This  very  effectually  stops  the 
passage  of  noise.  Lath  and  plaster  on  the  outside  com- 
plete the  wall. 

In  Fig.  4  is  shown  a  partition  of  the  same  general 
type,  in  which  the  felt  between  the  studs  is  replaced 
by  similar  material  on  the  outside,  with  straps,  lath, 
and  plaster  over  all.  Or  the  ideas  in  Figs.  3  and  4  may 
be  combined. 

The  above  methods  describe  the  usual  types  of  par- 
titions that  may  be  installed  in  houses  or  small  build- 
ings when  it  is  desired  to  prevent  the  passage  of  sound. 
It  must  be  pointed  out,  however,  that  an  absolutely 
sound-proof  wall  is  difficult  to  obtain,  but  those  illus- 
trated are  inexpensive  types  that  are  fairly  effective 
and  are  quite  applicable  to  residence  designs. 


Motor  Trucks  as  Locomotives 

Xew  uses  for  motor  trucks  are  always  being  dis- 
covered. Their  employment  for  hauling  purposes  pos- 
i  sses  many  advantages,  and  they  are  even  replacing 
locomotives  on  narrow-gauge  railway  lines.  On  sev- 
eral road-building  schemes  they  have  been  used  to 
carry  material  and  even  to  pull  dump  cars.  In  one  par- 
ticular instance  a  train  of  this  nature  is  being  used,  as 
the  ordinary  type  of  locomotive  was  found  unsatisfac- 
tory, inasmuch  as  the  speed  developed  was  too  low  to 
make  track  hauling  a  success  when  the  high  invest- 
ment was  considered.  Moreover,  the  heavy  locomotive 
involved  high  track  maintenance,  especially  in  spring- 
time, when  the  ground  was  soft.  The  contractors  use 
a  four-wheel-drive  motor  truck,  three  tons  capacity,  as 
an  engine  to  pull  the  cars,  instead  of  a  geared  locomo- 
tive. The  truck  straddles  the  rails  and  soon  develops 
a  smooth  rut  to  run  in,  which  may  be  cheaply  main- 
tained. One  man  can  take  care  of  three  or  four  miles 
of  track  quite  easily,  as  surfacing  for  the  light  cars 
need  not  be  so  carefully  done  as  for  the  locomotive. 
Speeds  of  twenty  miles  an  hour  on  straight  runs  are 
often  developed.  The  great  advantage  of  the  motor 
truck  in  such  a  case  is  that  it  can  uncouple  and  climb 


in  or  out  over  the  rails  at  any  point.  This  makes 
switching  operations  particularly  easy,  and  on  heavy 
grades  the  train  may  be  cut  in  two  or  three.  Also  the 
truck  can  always  be  ahead  of  the  cars  going  either  in 
or  out.  This  allows  higher  speeds,  since  the  light  cars 
have  a  tendency  to  jump  the  rails  when  being  shoved. 
Motors  also  have  an  especial  advantage,  in  that  they 


Motor  truck  replacing  locomotive. 

are  more  flexible,  and  can  be  used  almost  anywhere 
and  on  any  kind  of  job. 

The  illustration  shows  this  equipment  with  the 
truck  hauling  a  string  of  cars  bearing  crushed  rock, 
gravel,  and  cement  for  use  in  the  construction  of  the 
highway.  The  truck  can  pull  24  to  26  tons  while  run- 
ning in  high  gear,  and  makes  ten  round  trips  of  eight 
miles  each  daily.  The  operating  costs  for  truck  and 
trailers  is  about  $17  per  day. 


Road  Planer 

The  accompanying  sketch  illustrates  a  type  of  road 
planer  recommended  by  the  Minnesota  Highway  Com- 
mission for  use  on  gravel  or  dirt  roads.  Many  gravel 
roads  have  a  wavy  surface  which  may  be  completely 
avoided  by  the  use  of  this  road  planer  on  the  subgrade 
and  surface.  Where  waves  have  formed  they  can  be 
eliminated  by  continuous  use  of  this  same  implement. 
The  two-blade  drag  is  not  at  all  satisfactory  in  this 
respect,  as  it  has  a  tendency  to  accentuate  any  un- 


Planer  recommended  for  use  on  gravel  or  dirt  roads. 


evenness,  and  at  the  present  time  there  is  sufficient 
evidence  of  the  superior  value  of  the  road  planer,  as 
shown  in  the  cut,  to  warrant  its  use  instead  of  the  split- 
log  type  of  drag.  It  can  be  constructed  at  very  little 
expense.  The  blades  and  the  outside  of  the  long  run- 
ner are  faced  with  iron  straps  to  prevent  wear  and 
avoid  skidding.  The  strap  on  the  long  runner  should 
project  ]/%  or  l/$  in.  below  the  runner. 
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To  Garry  Gutter  Water 

The  cut  reproduced  herewith  illustrates  how  I  lit: 
water  from  a  road  gutter  may  be  carried  into  a  natural 
waterway  by  means  of  a  concrete  flume.  Very  often 
trouble  develops  through  erosion  at  the  point  where 
the  road  gutter  enters  a  stream  or  ravine.  This  can  be 


Concrete  flume  for  carrying  off  gutter  water. 


successfully  eliminated  by  carrying  the  water  to  the 
bottom  of  the  run  in  a  flume.  Care  must  be  taken  to 
properly  protect  the  foot  of  the  flume  by  aprons  and 
rip-rap  against  underwash.  The  cut  shows  an  installa- 
tion of  this  type,  in  which  a  concrete  flume  is  em- 
ployed. 


New  Books 

Handbook  of  Highway  Engineering. — Second  edition — 
by  Messrs.  Harger  and  Bonney.  McGraw-Hill  Book  Com- 
pany, publishers.  Price  $3.00  net.  This  publication  contains 
in  a  compact  and  convenient  form  information  ordinarily 
required  in  field  and  office  practice  of  road  design  and  con- 
struction. As  its  title  indicates,  it  is  a  pocket  book  for 
the  use  of  those  interested  in  highway  construction  and  main- 
tenance, giving  useful  reference  data  on  all  phases  of  road 
design,  building  and  care. 

The  present  impression  is  a  revision  of  the  first  edition, 
with  approximately  100  pages  of  new  material,  embodying 
information  in  keeping  with  the  most  advanced  practice  in 
highway  engineering.  The  contents  are  grouped  under  two 
main  divisions — Part  1,  dealing  with  the  general  theory  of 
design,  including  such  subjects  as  grades,  alignment,  sec- 
tions, drainage,  foundation,  top  courses,  etc.;  Part  2  takes 
up  the  practice  of  design  and  construction,  giving  the  pre- 
paration of  reports,  specifications,  the  office  and  field  prac- 
tice methods  of  survey,  etc.  A  noteworthy  feature  is  the 
extensive  cost  data  which  cover  most  of  the  items  necessary 
for  estimating  the  cost  of  any  ordinary  road  improvement. 
This  information  is  carefully  classified  and  tabulated  and  is 
compiled  from  actual  instances  of  road  construction.  Ex- 
tensive specifications  are  included  for  all  the  road  materials. 
The  handbook  also  includes  mathematical  tables.  Size  about 
4x6^  ins.,  flexible  leather  cover;  609  pages. 

Hydrated  Lime — History,  manufacture  and  uses  of 
plaster,  mortar,  concrete;  by  E.  W.  Lazell,  Ph.D.;  published 
by  the  Hydrated  Lime  Bureau;  paper  cover,  6  ins.  by  9  ins.; 
95  pages;  illustrated.  This  manual  is  somewhat  of  a  trade 
publication  and  is  intended  to  direct  the  attention  of  archi- 
tects and  builders  to  the  characteristics  and  uses  of  a  com- 
paratively new  form  of  lime,  "hydrated  lime."  So  little  is 
known  about  this  material  by  many  builders  that  the  book 


provides  much  necessary  information  in  this  regard.  In  it 
practically  all  the  available  data  on  the  subject  have  been 
collected  in  convenient  form  and  use  has  been  made  of 
previous  publications  and  information  obtained  from  the 
technical  press.  The  history  of  lime  and  mortar  from  the 
first  instance  of  its  use  is  carefully  outlined.  The  body  of  the 
manual  describes  in  detail  the  chemistry,  classification 
manufacture  and  slaking  of  ordinary  lime.  The  reasons  for 
such  a  material  as  hydrated  lime  are  pointed  out  and  its 
manufacture,  properties  and  uses  described.  The  results 
of  many  tests  on  this  material  and  on  mortar  involving  this 
material,  are  incorporated.  Many  illustrations  are  contained 
showing  structures  employing  either  mortar  or  concrete  of 
which  hydrated  lime  forms  a  part. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  cost  of  the  new  dyke  at  Sea  Island,  B.C.,  6,150  feet 
in  lengths,  is  $30,220,  according  to  the  statement  of  Messrs. 
Cleveland  &  Cameron,  municipal  engineers  of  Richmond. 

The  building  permits  issued  in  the  city  of  Montreal  for 
the  month  of  July  this  year  show  an  increase  over  the  same 
period  last  year,  the  figures  being  $545,670,  as  compared  with 
$434,490  for  July,  1915. 

Manager  Giberson  of  the  Point  Edward,  Out.,  stone 
works,  is  pushing  his  plant  to  completion.  The  machine 
foundations  have  been  finished,  the  pillars  are  up  and  the 
roof  is  under  construction. 

Representatives  of  the  Grand  Trunk  Railway  and  also 
members  of  a  New  York  paint  concern  recently  visited  Point 
Edward,  Ont,  and  reports  state  that  they  have  decided  to 
erect  a  paint  manufacturing  plant  in  that  village. 

At  the  annual  convention  of  Canadian  Municipalities, 
held  in  Montreal,  the  Hon.  R.  Rogers,  Minister  of  Public 
Works,  stated  that  he  was  hopeful  of  having  constructed, 
after  the  war,  a  national  highway  from  the  Atlantic  to  the 
Pacific. 

The  pressure  upon  the  St.  John,  N.B.,  city  schools,  ow- 
ing to  the  increase  of  population,  has  compelled  the  school 
board  to  prepare  plans  for  the  erection  of  another  large 
school  building  on  Bentley  Street.  The  cost  of  the  new 
building  has  been  estimated  at  $70,000. 

It  is  understood  that  one  of  the  Liberal  members  of  the 
Parliamentory  committee  on  the  construction  of  the  Parlia- 
ment Buildings  at  Ottawa  has  submitted  a  proposal  that 
settlement  be  made  with  the  Lyall  Company  for  the  work  al- 
ready done  and  that  competitive  tenders  be  asked  for  the 
remainder  of  the  work. 

The  new  brick  making  plant  installed  at  the  old  brick 
yard  at  Mill  Creek,  N.B.,  by  the  Maritime  Automobile  Co.,  is 
now  in  operation.  The  capacity  of  the  plant  is  25,000  brick 
per  day,  when  working  up  to  full  capacity,  and  the  company 
plans  to  manufacture  a  million  brick  each  season.  They 
also  purpose  to  install  a  plant  for  pressed  brick  and  drain 
tile  at  a  later  date. 

The  discount  period  for  civic  taxes  at  St.  John,  N.B., 
expired  August  17.  The  total  amount  collected  was  $673,- 
829.31,  as  against  $597,530.94  in  the  discount  period  of  1915. 
The  total  number  of  persons  who  took  advantage  of  the 
discount  this  year  was  8,060,  compared  with  7,800  in  1915. 
The  total  assessment  this  year  is  $835,091.94.  an  increase  of 
$85,034.76  over  1915. 

The  work  of  preparing  a  draft  code  of  building  laws 
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lor  the  city  of  Halifax,  which  hail  been  previously  taken 
up,  hut  ilroppeil  a  couple  of  years  ago,  is  to  he  proceeded 
with,  with  a  view  to  having  the  code  complete  for  presenta- 
tion to  the  legislators  at  the  next  session.  A  sub-committee 
has  been  appointed  to  complete  the  codification  and  report 
to  the  main  committee. 

Following  successful  experiments  in  road-oiling  in  the 
city  of  Ottawa  this  year,  it  is  proposed  by  Controller  Nel- 
son to  initiate  for  19X7  a  general  scheme  of  oiling  all  the 
streets  in  the  city  that  are  not  paved.  Commissioner  Mac- 
allum  favors  the  plan  and  a  by-law  is  to  be  introduced  early 
next  year  for  the  approval  of  the  ratepayers,  the  details  be- 
ing worked  out  during  the  winter. 

For  the  four  months  ending  July  31,  191C,  the  aggregate 
trade  of  Canada,  including  both  export  and  import,  has  in- 
creased more  than  100  per  cent,  over  the  same  period  a 
year  ago.  During  these  four  months  the  exports  have  risen 
from  $l.V.t,U">  *.-'.'>  9  to  $3;>0.345,3u5.  The  imports  in  the  same 
period  rose  from  $134,729,377  to  $249,807,767.  These  are  the 
figures  for  domestic  imports  and  exports  only. 

The  engineering  camp  of  the  University  of  New  Bruns- 
wick is  being  held  this  year  at  the  Experimental  Farm  at 
the  eastern  end  of  Fredericton,  where  excellent  opportuni- 
ties are  offered  for  carying  on  practical  engineering  work  in 
railway  construction,  traverse,  topographic  and  hydrographic 
surveys,  and  field  astronomy.  Prof.  John  A.  Stiles  has  charge 
of  the  camp  this  year.    August  28  was  the  opening  day. 

The  plant  and  assets  of  the  Standard  Ideal  Company,  of 
Port  Hope,  have  passed  into  the  hands  of  a  new  company 
to  be  known  as  the  Port  Hope  Sanitary  Manufacturing  Com- 
pany. The  capitalization  of  the  new  concern  is  $1,250,000. 
L.  M.  Wood,  of  J.  &  L.  M.  Wood,  is  the  president,  and 
R.  J.  Cluff,  president  of  the  Cluff  Mfg.  Co.,  vice-president. 
It  Is  understood  that  the  latter,  in  conjunction  with  W.  J. 
Cluff,  will  manage  the  business. 

On  the  advice  of  the  Commissioner  of  Works,  Ottawa. 
Ont..  the  Board  of  Control  recommended  that  tenders  for 
pavements  be  let  with  a  five-year  guarantee  from  the  con- 
tractors. The  Commissioner's  view  is  that  any  defect  will 
show  up  in  five  years,  leaving  the  cost  of  maintenance  for 
the  second  five  years  very  light.  The  council  approved,  the 
contracts  let  being:  Westmount  Avenue,  Cooper  Street  and 
Merton  Street,  to  the  Ottawa  Construction  Company. 

Mr.  J.  B.  McRae,  engineer  in  charge  of  the  overland 
pipe  construction  at  Ottawa  stated  before  the  city  council 
that  he  had  every  reason  to  believe  that  the  work  would  be 
completed  before  winter.  Commissioner  Macallum  informed 
the  council  that  in  making  the  estimate  of  the  cost  of  the 
distribution  system,  a  number  of  things  had  been  overlooked, 
for  instance,  $60,000  extra  had  to  be  provided  for  valves. 
It  is  believed  that  the  work  will  cost  about  $150,000  more 
than  was  originally  estimated. 

The  port  authorities  at  St.  John,  N.B.,  are  wondering 
how  they  can  accommodate  all  the  traffic  that  is  showing  up 
for  next  winter.  Fourteen  berths  are  now  available  for  ocean 
business,  but  at  least  twenty  will  be  required.  Of  flour,  the 
French  Government  alone  want  ten  thousand  tons  per  month 
shipped  through  this  port,  while  the  British  Admiralty  is 
making  demands  which  the  port  will  have  to  meet.  It  is 
expected  that  Pier  16  will  be  ready  for  the  coming  season. 
The  exterior  walls  have  been  standing  since  last  year,  and 
the  contract  for  the  filling  has  recently  been  awarded.  Plans 
for  a  temporary  wooden  warehouse,  similar  to  that  on  Pier 
15,  are  now  being  prepared.  Borings  are  also  being  made 
for  an  elevator  site  on  the  eastern  side  of  the  harbor. 

A  charter  was  recently  granted  to  the  Lignite  Briquette 
&  Power  Company,  and  as  the  initial  part  of  their  work  the 


linn  commenced  the  boring  of  a  big  shaft  in  what  has  been 
known  as  the  Kseana  sub-division,  just  east  of  the  town  of 
Estevan,  Sask.  These  operations  revealed  a  seven-foot  seam 
of  fine  quality  lignite  coal  and  also  smaller  seams  of  coal 
lower  down,  between  which  are  strata  of  excellent  grades  of 
brick  and  tile  clay.  Their  first  intention  was  to  briquette 
coal  and,  ultimately,  install  equipment  for  generating  and 
distributing  power  for  commercial  purposes,  but  owing  to  the 
prospects  offered  in  the  clay-working  industry,  they  decided 
to  first  install  machinery  for  the  manufacture  of  brick  and 
tile,  products  for  which  it  is  expected  there  will  be  a  very 
large  demand  in  Western  Canada  during  the  next  few  years. 

After  six  weeks  of  recruiting  the  239th  Overseas  Railway 
Construction  Corps  has  reached  a  strength  of  450  men.  This 
corps  has  been  formed  at  the  especial  request  of  the  War 
Office  in  London  in  order  to  construct  railways  at  the  front, 
and  with  the  exception  of  the  500  railroad  men  that  left 
I  Canada  under  the  command  of  Col.  Ramsey,  it  is  an  entirely 
different  unit  to  any  other  that  has  been  raised  in  the 
Dominion.  Lt.-Col.  T.  W.  Stewart,  of  Messrs.  Foley,  Welsh 
&  Stewart,  the  well-known  railroad  contractors,  is  in  com- 
mand of  the  corps.  As  soon  as  he  was  requested  to  under- 
take its  formation  he  went  over  to  England  and  France  to 
learn  first  hand  exactly  what  was  required.  The  organiza- 
tion calls  for  bridge-men  and  carpenters,  platelayers  and  team- 
sters, blacksmiths,  fitters,  enginemen,  laborers  and  eight  com- 
plete train  crews.  Each  company  will  be  a  separate  unit  in 
itself,  and  the  full  strength  will  consist  of  about  1,100  men, 
including  31  officers.  Lt.-Col.  Stewart  was  chosen  to  com- 
mand this  corps  on  account  of  his  extensive  railroad  experi- 
ence. He  has  recently  built  over  5,000  miles  of  railway  in 
the  West,  as  well  as  the  Rogers  Pass  tunnel.  The  officers 
have  also  been  selected  for  their  knowledge  of  railway  work, 
and  many  of  the  men  who  have  joined  were  personally 
working  for  Col.  Stewart.  Word  has  been  received  that  the 
unit  is  urgently  required  at  the  front  and  orders  have  been 
issued  to  commence  active  recruiting  to  bring  it  up  to  full 
strength. 


Personal 

Mr.  Joseph  Race,  city  bacteriologist  of  Ottawa,  has  been 
given  control  of  the  dosage  for  the  hypo  treatment  of  the 
city  water. 

Hon.  B.  Frank  Smith  was  recently  appointed  Minister  of 
Public  Works  of  the  Province  of  New  Brunswick,  actively 
assuming  control  of  the  department  on  the  18th  of  this  month. 


Obituary 

John  Holmes,  one  of  the  old  residents  of  the  east  end 
of  Toronto,  died  recently  after  a  short  illness.  Mr.  Holmes 
was  a  native  of  Cambridgeshire,  England.  He  came  to  Can- 
ada at  the  age  of -seventeen,  settling  in  Stratford,  where  for 
many  years  he  was  a  prominent  contractor  and  also  chairman 
of  the  Board  of  Works.  For  the  last  43  years  he  has  been 
a  well-known  valuator  in  Toronto. 

The  death  occurred  recently  at  Brockville,  Ont.,  of  James 
D.  Powell,  in  his  72nd  year.  Mr.  Powell  was  born  in  Brock- 
ville, and  upon  attaining  manhood  he  moved  to  New  York 
City,  where  he  engaged  in  business  as  a  building  contractor. 
Many  structures  in  and  around  Manhattan  bear  evidence  of 
his  skill  and  ability. 

Mr.  J.  A.  Davis  recently  passed  away  at  his  home  at 
54  Frances  Street,  Winnipeg,  aged  81  years.  Mr.  Davis 
was  born  in  New  York.  His  early  life  was  spent  in  On- 
tario, and  in  1882  he  went  west,  locating  at  Winnipeg,  where 
he  entered  into  the  contracting  and  building  business. 
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News    of   Special   Interest  to  Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Aurora.  Ont. 

The  Council  are  considering  the  con- 
struction of  a  sewerage  system  and  puri- 
fication works,  and  have  instructed 
James,  Loudon  &  Hertzberg,  Ltd.,  1005 
Excelsior  Life  Building,  Toronto,  to  pre- 
pare plans  and  specifications. 
East  Oxford  Township,  Ont. 

Tenders  will  be  received  until  Septem- 
ber 11  for  the  supply  and  laying  of  about 
5,400  feet  of  tile,  varying  between  (5  and 
16  inches  in  size.  Engineer,  F.  J.  Ure, 
Woodstock,  Ont. 

Highgate,  Ont. 

The  Town  Council  are  considering  a 
quantity  of  grading  and  construction  of 
curbs  on  King  Street.  Clerk,  F.  Little- 
iohns. 

La  Salle,  Que. 

Tenders  will  be  called  shortly  for  the 
construction  of  about  live  miles  of_ mac- 
adam or  concrete  roadway  for  the  Town 
Council.  Engineers,  Beique  &  Charton, 
513  Transportation  Building,  Montreal. 

Montreal,  Que. 

Tenders  on  the  construction  of  asphalt 
and  block  pavements  will  be  received 
until  noon,  September  6.  by  the  Board  of 
Commissioners.  Specifications  at  office 
of  the  Engineer,  P.  Mercier.  Approxi- 
mate cost,  $250,000. 

Ottawa.  Ont. 

The  City  Council  have  decided  to  lay 
about  1,160  feet  of  18-inch  sewer  on 
Booth  Street  by  day  labor.  Commis- 
sioner of  Works.  A.  F.  Macallum.  Esti- 
mated cost.  $5,700. 

Ponoka.  Alta. 

The  Town  Council  are  considering  the 
construction  of  drains,  at  an  estimated 
cost  of  $4,000.  Secretary.  T.  W.  Hutch- 
inson. 

Port  Perry,  Ont. 

Tenders  will  be  received  until  Septem- 
ber 9  on  the  construction  of  concrete 
pavements  for  the  Town  C  ouncil.  Plans 
and  specifications  at  office  of  the  Clerk, 
George  Gerovv. 

St.  Lambert,  Que. 

The  Town  Council  are  about  to  con- 
struct macadam  road  by  day  labor.  En- 
gineer, H.  A.  Gibcau. 

The  Town  .Council  are  considering  the 
construction  of  a  sewer  on  McCuUotigh 
Avenue.    Engineer,  II.  A.  Gibeau. 

St.  Thomas,  Ont. 

The  City  Council  are  considering  the 
construction  of  a  sewage  and  septic  tank 
system,  and  particulars  are  being  gath- 
ered by  the  Engineer,  M.  Ferguson. 

Toronto.  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  September  12  for  construction 
of  sewers  on  Queen  Street  and  Weston 
Road.    Plans  at  Room  0,  City  Hall. 

Wales.  Ont. 

The  Village  Clerk,  H.  E.  Hodgins, 
Earran's  Point,  Out.,  will  receive  tenders 
until  September  5  for  construction  of  a 


quantity  of  vitrified  sewer.  Engineer,  A. 
fames  Milden,  Cornwall. 

Waterloo,  Ont. 

The  Town  Council  have  decided  to 
construct  sewers  on  four  streets,  and 
will  do  the  work  under  the  supervision 
of  the  Sewer  Department.  Engineer, 
Charles  Moogk. 

CONTRACTS  AWARDED. 

Chatham,  Ont. 

The  City  Council  have  awarded  the 
contract  for  construction  of  concrete 
pavement  on  Merritt  Street  to  John  Fal- 
lahee,  Fifth  Street,  at  $1.35  per  square 
yard. 

London,  Ont. 

The  City  Council  have  let  the  con- 
tract for  construction  of  sewers  on  Sack 
ville  Street  to  Mitchell  &  Mohan,  02 
Elm  wood  Avenue,  and  for  sewers  on 
Duchess  Avenue  to  the  Webster  Con- 
struction Company,  Bank  of  Toronto 
Building.  Approximate  total  cost,  $5,000. 

Ottawa.  Ont. 

The  City  Council  have  let  contracts 
for  construction  of  asphalt  pavement  to 
O'Lcary's  Ltd.,  Bank  Street  Chambers, 
at  $30,013,  and  to  the  Ottawa  Construc- 
tion Company,  Central  Chambers,  at 
$115,500. 

Quebec,  Que. 

The  City  Council  have  awarded  the 
contract  for  construction  of  granite 
block  pavement  on  Laliberte  Street  to 
the  Paving  and  Construction  Company, 
Ltd.,  Quebec,  and  for  asphalt  pavement 
on  Caron  Street  to  the  Sicily  Asphaltum 
Paving  Company,  GO  St.  Viatcur  Street, 
Montreal. 

Ste.  Petronile.  Que. 

The  Municipal  Council  have  awarded 
the  contract  for  construction  of  macadam 
road  to  the  United  Contractors  Ltd..  305 
Fountain  Hill,  Quebec.  Approximate 
cost,  $5,038. 


Railroads,  Bridges  and  Wharves 

Middleton  Township,  Ont. 

The  Township  Council  propose  to 
build  a  bridge  at  Watson's  Mills,  and 
plans  will  be  prepared  by  G.  R.  Marston, 
Simcoe,  Ont. 

Montreal,  Que. 

Tenders  on  the  <  rection  of  a  bridge 
for  the  City  Council  will  be  received 
until  September  0.  Engineers,  L.  G. 
Mouchcl  &  Partners,  Mail  P.uilding,  To- 
ronto.   Approximate  cost,  94,000. 

Victoria.  B.C. 

The  Provincial  GoYemme.nl  have  taken 
over  the  Johnson  -Street  bridge  project 
and  are  securing  quotations  from  vari- 
ous steel  concerns. 

CONTRACTS  AWARDED. 

( ri  (  v  County,  Ont. 

The  County  Council  have  awarded  the 
contract  for  construction  of  a  bridge  to 
William  Clark,  Third  Avenue.  West, 
Owen  Sound.  Engineer,  R.  MoDougal, 
635  Second  Avenue,  Owen  Sound. 


Maidstone  and  Rochester  Tps.,  Ont. 

The  County  Council  have  awarded  the 
contract  for  erection  of  a  single-span 
steel  bridge,  90  feet  long,  to  the  Sarnia 
Bridge  Company,  Sarnia. 

New  Westminster.  B.C. 

The  Department  of  Public  Works,  Ot- 
tawa, have  authorized  the  Marsh  Htitton 
Powers  Company,  Western  Trust  Block, 
to  proceed  with  the  construction  of  the 
last  unit  of  the  jetty  Steveston.  Ap- 
proximate cost,  $500,000. 

Public  Buildings,  Churches 
and  Schools 

Charlottetown.  P.E.I. 

Sir  Charles  Dalton  has  donated  $50,000 
for  the  purpose  of  adding  a  wing  to  St. 
Dunstan's  College,  Malpeque  Road. 

Cherryfield,  N.B. 

Tenders  on  the  erection  of  a  school 
will  be  received  until  noon,  September  5, 
by  the  secretary  to  the  School  Board, 
Charles  Stewart.  Plans  and  specifica- 
tions at  residence  of  Insp'ector  O'Blenes, 
49  Dufferin  Street.  Moncton. 

Foxwarren,  Man. 

A  by-law  will  shortly  be  submitted  to 
authorize  the  raising  of  $0,000  for  the 
erection  of  a  school  for  Consolidated 
School  District  No.  525.  Clerk,  P.  Hiffh- 
field. 

London.  Ont. 

The  Salvation  Army  propose  to  build 
a  citadel,  at  an  approximate  cost  of 
$15,000.  and  plans  have  been  prepared  by 
Brigadier  G.  Miller,  Albert  Street,  To- 
ronto. Tenders  will  be  called  shortly. 
Quebec,  Que. 

Tenders  are  being  called  privately  for 
the  erection  of  a  hospital  on  St.  Foye 
Road  for  the  Anti-Tuberculosis  League, 
and  the  contract  will  shortly  be  awarded. 
Architects,  Tanguay  &  Lebon,  20 
d'AguilJon  Street.  Estimated  cost 
$100,000. 

St.  Eli  D'Orford,  Que. 

Tenders  on  the  erection  of  a  church 
for  the  Roman  Catholic  Congregation 
will  be  received  until  September  9  bv 
the  architect,  J.  W.  Gregoire.  191a  Well- 
ington Street.  Stone  and  brick  construc- 
tion.   Approximate  cost,  $20,000. 

St.  John's,  Nfld. 

The  Salvation  Army  propose  to  erect 
a  citadel,  and  preliminary  plans  are  be- 
ing prepared  by  Brigadier  G.  Miller,  \1 
bert  Street.  Toronto. 

Toronto,  Ont. 

Tenders  on  the  erection  of  a  nurses' 
home  in  connection  with  St.  Michael's 
Hospital  will  be  received  until  September 
4  by  the  architects,  Hynes,  Fcldman  & 
Watson,  105  Bond  Street.  Reinforced 
concrete  construction,  brick  faced. 

Walkerville.  Ont. 

I'lans  are  bein»  prepared  for  a  parish 
hall  to  be  built  for  St.  Mary's  Anglican 
Church.    Estimated  cost,  $20,000. 

Wentworth.  Man. 

Tenders  will  shortly  be  called  for  the 
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erection  ol  d  school,  estimated  to  cost 

s<..«         Architect.  E.  D.  Tuttle,  700  Mc 

Arthur  Building,  Winnipeg)  Brick  con- 
struction. 

West  St.  Paul.  Man. 

The  Municipal  Council  are  considering 
lite  erection  of  a  municipal  hall,  at  air 
approximate  cost  of  $5,000.  Secretary, 
II.  I.  Thomson.  Middlcchurch. 

CONTRACTS  AWARDED. 

Beauport,  Que. 

In  connection  with  the  erection  of  a 
.hurch  for  the  parish  the  contract  for 
carpentry  has  been  let  to  K.  Morris 
Settc,  934  LatOUrelle  Street.  Quebec, 
roofing  to  E.  Falardcau.  308  Queen 
Street,  Quebec,  and  painting  to  Gauthiei 
&  Frere.  302  St.  Joseph  Street,  Quebec. 

Chinook.  Alta. 

The  contract   for   the   erection    of  a 
school  tor  the  Consolidated  School  Dis 
trie!  has  been  let  to  C.  W.  Pettifer,  Chi- 
nook.   Brick  construction.  Approximate 
cost.  $13,000. 

Eganville.  Out. 

fhe  general  contract  for  the  erection 
of  a  church  for  the  Evangelical  Lutheran 
Congregation  has  been  let  to  R.  G. 
keinke,  Eganvillc.  Krame  construction, 
veneered  with  concrete  block.  Estimated 
cost.  $12,000. 

Lord  s  Mills.  Ont. 

The  general  contract  for  the  erection 
of  a  school  bas  been  let  to  William  Love, 
North  Augusta.  Brick  construction.  Ap- 
proximate cost.  $4,000.  Architect,  B. 
Dillon.  Brockvillc. 

Merlin,  Ont. 

In  connection  with  the  erection  of  a 
school  for  Union  School  Raleigh  and 
I  ilbury,  the  contract  for  heating  has 
been. let  to  \Y.  J.  Coutts,  Tilbury. 

PortaRC  la  Prairie,  Man. 

In  connection  with  the  school  which  is 
now  being  built  the  contract  for  painting 
has  been  let  to  B.  Pierce,  104  Third 
Street  NAY. 

Quebec.  Que. 

In  connection  with  the  premises  which 
are  now  being  built  on  St.  Cyrille  Street 
for  the  Jeffrey  Hale  Hospital  the  con- 
tract for  heating  has  been  let  to  John  J. 
Walker.  \TZ  St.  John  Street,  and  the 
plastering  to  the  general  contractors. 

Eepentigny  les  Bains,  Que. 

The  Town  Council  have  awarded  the 
contract  for  the  erection  of  a  school  to 
A.  Lalange.  I'.rick  costruction.  Esti- 
mated cost,  $3,800. 

Sarnia.  Ont. 

The  following  sub-contracts  have  been 
awarded  in  connection  with  the  erection 
of  the  Lochiel  Street  School:  Roofing 
and  galvanized  iron  work,  Turnbull  & 
Cutcliffe.  50  Colborne  Street.  Brantford; 
plastering,  Hewson  &  Potter,  127  Erie 
Avenue.  Brantford;  painting.  F.  C. 
Chave.  17  Pearl  Street.  Brantford;  heat- 
ing, plumbing,  and  ventilating.  Anguish 
&  Whitfield,  40  Colborne  Street.  Brant- 
ford: electrical  work,  P.  Mc Hendry,  Sar- 
nia: floors,  Italian  Mosaic  Marble  Com- 
pany, Manning  Chambers,  Toronto;  mar- 
ble. Adamson  Marble  Company,  15t 
Simcoe  Street.  Toronto. 

Westmount,  Que. 

The  general,  masonry,  and  carpentry 
contracts  for  the  erection  of  an  exten- 
sion to  the  hospital  of  the  Hervey  Insti- 
tute. 500  Clareniont  Avenue,  have  been 
awarded  to  Munn  &  Shea.  6  Cuthbert 
Avenue.  Tenders  on  plastering,  paint- 
ing, heating,  and   electrical   work  will 


shortly  be  called  by  the  contractor.  Ap- 
proximate cost,  $19,500. 

West  ShefTord,  Que. 

The  general  contract  for  the  erection 
•■I  a  tower  at  the  parish  church  has  been 

awarded  to  Pacjuet  &  Godbout,  Wil- 
liam Street.  St.  Hyacinthe,  who  are  now 
receiving  sub-tenders.  Estimated  cost, 
$15,000.  Architects.  Matt  &  Venue,  7(i 
Si    Gabriel  Street.  Montreal. 

Business  Buildings  and  Indus- 
trial Plants 

Calgary,  Alta. 

Pirinez  &  Co.,  Judge  Travis  Building, 
propose  to  convert  premises  on  Eighth 
Vvenue  West  into  stores  and  offices,  and 
have  had  plans  prepared  bv  Burrell  & 
McDonnell,  Old  Herald  Building.  Esti- 
mated cost.  $4,500. 

Charlottetown.  P.E.I. 

Work  will  start  shortly  on  the  erection 
of  a  store  and  office  building  for  T.  B. 
Riley.  2:S8  Sidney  Street.  Architects. 
Chappell  &  Hunter,  DesBresay  Block. 
Brick  construction. 

Dartmouth.  N.S. 

In  connnection  with  the  office  building 
now  in  course  of  erection  for  the  French 
('able  Company,  Montreal,  the  contract 
for  heating  has  been  let  to  John  O'Toole, 
Dartmouth. 

Deseronto.  Ont. 

The  Dominion  Hardwoods  Ltd.  pro- 
pose to  build  a  concrete  and  steel  fac- 
tory, at  an  estimated  cost  of  $1 50. 000. 

Gait.  Ont. 

The  Municipal  Waterworks  Commis- 
sion are  considering  the  installation  of  a 
plant  for  the  manufacture  of  ice.  Chair- 
man. T.  H.  Radford. 

Hagersville,  Ont. 

Plans  are  being  prepared  for  the  erec- 
tion of  premises  for  the  Bank  of  Hamil- 
ton, Hamilton,  Ont.  Approximate  cost, 
$10,000. 

Jewelville,  Ont. 

The  Manufacturers'  Corundum  Com- 
pany are  building  a.  large  frame  mill. 
Engineer,  H.  E.  T.  Haultain,  63  Heath 
Street  West,  Toronto. 

Leamington,  Ont. 

The  Pleintz  Pickle  Company.  Erie 
Street  South,  arc  considering  plans  for 
augmenting  their  water  supply. 

Montreal,  Que. 

The  North  End  Amusement  Company 
propose  to  build  a  theatre  on  St.  Denis 
Street,  at  an  approximate  cost  of  $125,- 
ooo.  Manager,  A.  Letong,  319  Redfern 
avenue. 

Anglins  Ltd.,  (15  Victoria  Street,  are  in 
the  market  for  a  sprinkler  system  for  the 
extension  which  they  are  building  to  the 
premises  of  the  Canadian  Jngersoll  Rand 
Company,  Sherbrooke,  Que. 

New  Toronto,  Ont. 

A  by-law  has  been  passed  granting 
fixed  assessments  to  the'  Du  Pont  Fabri- 
koid  Company,  804  DufTerin  Street,  To- 
ronto contingent  upon  the  erection  of 
a  factory  at  an  approximate  cost  of 
$  I  50.000.    Manager.  W.  A.  Cotton. 

New  Westminster.  B.C. 

The  Marsh  Hutton  Powers  Company. 
Western  Trust  Block,  propose  to  build  a 
shingle  mill  on  Lulu  Island,  and  have 
leased  a  site  from  the  city.  Work  may 
start  very  shortly.  Approximate  cost, 
$30,000. 

North  Bay,  Ont. 

The  Queen  Hal  Manufacturing  Com- 


pany, 82  Bay  Street,  Toronto,  propose 
to  build  a  factory,  and  a  by-law  will  be 
submitted  to  give  the  company  a  site  and 
lo  guarantee  their  bonds. 

Orangeville,  Ont. 

The  Canadian  Clock  Company,  Or- 
angeville, propose  to  build  a  factory,  es- 
ti mated  to  cost  $30,000,  and  a  by-law  will 
be  submitted  to  authorize  a  loan  of 
$15,000  to  the  company. 

Ottawa.  Ont. 

A.  T.  Lawson,  275  Flora  Street,  is 
about  to  commence  the  erection  of  a 
garage  on  Percy  Street.  Frame  con- 
struction. 

McKinlev  &  Northwood,  Ride  a  u 
Street,  will  do  the  heating  and  plumbing 
required  in  connection  with  the  altera- 
tions and  additions  now  being  carried  out 
lor  them., 

Pembroke,  Ont. 

The  Pembroke  Woollen  Mills  Com- 
pany, Ltd..  are  about  to  rebuild  their 
premises,  probably  by  day  labor. 

Petrolia,  Ont. 

The  Petrolia  Agricultural  Society  are 
considering  the  erection  of  new  build- 
ings.   Particulars  from  Secretary. 

Port  Stanley,  Ont. 

The  London  and  Port  Stanley  Rail- 
way Board  propose  to  build  a  pavilion 
and  bathing  house,  at  an  approximate 
total  cost  of  $25,000,  and  plans'  are  being 
prepared  by  Watt  &  Blackwell,  Bank  of 
Toronto  Building,  London.  Either  hol- 
low tile  or  frame  and  stucco  construction 
will  be  used. 

The.  London  and   Port  Stanley  Kail 
way  Board  are  considering  the  erection 
of  a  grain  elevator,  at  an  approximate 
cost  of  $100,000.    Secretary,  Major  Spit 
tal,  care  of  People's  Loan  Company,  Lon- 
don. 

Quebec,  Que. 

Plans  arc  being  prepared  bv  a  Mont- 
real architect  for  a  studio  to  be  built  for 
the  Premier  Feature  Film  Company,  3  1 
Bridge  Street,  and  private  tenders  will 
be  called  shortly.  Estimated  cost,  $50,000. 

Renfrew.  Ont. 

Tenders  will  shortly  lie  called  for  the 
erection  of  an  addition  to  the  premises 
of  the  Renfrew'  Textile  Company.  Ltd. 
Brick  construction.  Estimated  cost,  $10,- 
ooo.    Architect,  [ohn  McXicol. 

Sherbrooke,  Que. 

The  Iron  and  Mi  tal  Supply  Company, 
Room  loo.  Power  Building,  Montreal, 
propose  to  erect  a  factory,  at  an  approxi- 
mate cost  of  $15,000,  if  the  necessary  con 
cessions  are  granted  them  by  the  City 
Council. 

St!  John,  N.B. 

The  City  Council  are  likely  to  shorllj 
take  up  the  question  of  erecting  an  abat- 
toir.   Clerk.  Herbert  Wardropc. 

The  Department  of  Railways  and  Can 
als,  Ottawa,  will  receive  tenders  until 
noon,  September  18,  for  the  construction 
of  elevator  foundations.  Plans  and  spe- 
cifications at  office  of  Chief  Engineer, 
Department;  Chief  Engineer,  Moucton;; 
Terminal  Agent,  St.  John,  ami  with  J.  S. 
Metcalfe  Company,  Ltd.,  engineers, 
Montreal. 

Toronto.  Ont. 

The  Toronto  Harbor  Commission 
have  commenced  the  construction  of  a 
refreshment  pavilion,  estimated  to  cost 
$0,000.    Frame  construction. 

Work  has  been  started  on  the  erection 
of  a  factory  on  King  Street  \\  est  for 
Adams  Brothers  Harness  Manufacturing 
Company,   Ltd..  :.'()!    King  Street  West. 
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Reinforced  concrete  construction-.  Inti- 
mated cost  $75,000.  Superintendent,  F. 
Farley. 

The  Dominion  Government  have  decid- 
ed not  to  proceed  with  the  erection  of  an 
examining  warehouse  this  year. 

G.  C.  Briggs,  34  Victoria  Street,  has 
prepared  plans  for  alterations  and  addi- 
tions to  the  express  office  of  the  Cana- 
dian Northern  Railway,  t  Toronto 
Street.    Estimated  cost.  $7,000. 

Youngstown,  Alta. 

Tenders  on  the  erection  of  premises 
for  the  Bank  of  Toronto  are  now  being 
received  by  the  architect,  William  Film- 
land, 202  Enderton  Building,  Winnipeg. 
Approximate  cost,  $10,000. 

CONTRACTS  AWARDED. 

Aderson.  Alta. 

The  general  contract  for  the  erection 
of  a  store  for  N.  E.  Stuart  &  Co.,  Kail- 
way  Avenue,  has  been  awarded  to  the 
Bennett  &  W  hite  Construction  Company. 
Brick  veneer  construction.  Approximate 

COSt.  $5,000. 

Barrie,  Ont. 

In  connection  with  the  erection  ol  an 
office  on  Elizabeth  Street  for  the  Bell 
Telephone  Company,  the  contract  for 
heating  and  plumbing  has  been  lei  to 
Buchanan,  Moffat  &  Parr,  so  Dlinlop 
Street. 

Brandon.  Man. 

'The  following  contracts  have  been  let 
in  connection  with  the  exchange  which 
is  new  being  built  for  the  Brandon  Tele- 
phone Company:  Cut  stone,  Gillis  & 
Son,  Richard  and  Spruce  Streets,  W  inni- 
peg; ornamental  iron,  Western  Supply 
Company,  Pacific  and  Yeoman  Streets. 
Winnipeg;  heating  and  plumbing.  Cotter 
Brothers.  Fori  and  St.  Mary's  Streets, 
Winnipeg;  electrical  work,  Levvy  Elec- 
trical Company,  493  Portage  Avenue, 
Winnipeg. 

Brantford.  Ont. 

The  general  contract  for  the  erection 
of  a  factory  for  the  Dominion  Steel  Pro- 
ducts Company,  Ltd.,  has  been  awarded 
to  the  Samuel  Austin  Company,  t  leve- 
land,  Ohio,  and  the  grading  and  concrete 
foundation  work  to  P.  H.  Secord  &  Sons, 
133  Nelson  Street.  General  contractors 
will  do  all  other  work  except  heating. 
Approximate  cost,  $$50,000.  Brick  and 
steel  construction. 

Burford.  Ont. 

The  contract  for  roofing  required  in 
the  erection  of  a  factor v  for  the  Cana- 
dian Milk  Products  Company,  Mail 
Building,  Toronto,  has  been  awarded  to 
Turnbull  &  Cutelit'fc.  50  Colborne  Street, 
Brantford.    Painting  by  day  labor. 

Calgary,  Alta. 

The  remainder  of  work  required  in 
connection  with  the  store  and  office 
rmilding  which  is  now  bcin*  erected  for 
F.  Kilbourn,  209  Herald  Building,  will  be 
•  lone  by  the  general  contractors. 

London,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  ol  the 
West  Floral  Company,  24!)  1  hindas 
Street,  has  been  awarded  to  I.  <<•  Dodd 
&  Son,  448  King  Street.  1 

Moncton,  N.B. 

The  contract  for  electrical  work  re- 
quired in  alterations  and  additions  to 
the  Victoria  Block  for  T.  Higgins,  93 
Queen  Street,  has  been  let  to  A.  B.  13el- 
liveau,  Oak  Street. 

Montreal,  Que. 

The  general  contract  lor  the  erection 
of  an  addition  to  the  premises  of  the 
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Canada  Malting  Company,  512  St.  Am- 
broise  Street,  has  been  let  to  the  Ray- 
mond Construction  Company,  145  St. 
lames  Street,  and  the  contract  for  struc- 
tural steel  work  to  the  Dominion  Bndse 
Company,  115  St.  James  Street.  Approx- 
imate cost,  $0,000. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  ot  the 
Dominion  Textile  Company,  112  St. 
lames  Street,  has  been  iet  to  Robertson 
Brothers.  10  Chestnut  Street.  Brick  con- 
struction.   Approximate  cost,  $15,000. 

The  following  contracts  have  been  let 
in  connection  with  the  erection  of  a  fac- 
tory and  warehouse  for  Thompson  & 
Norris  Company,  335  Notre  Dame  Street 
East:  Steel  sash,  Trussed  Concrete  Steel 
Company,  59  Beaver  Hall  Hill;  roofing, 
Metal  Shingle  and  Siding  Company,  91 
Delorimier  Avenue;  slate.  Smith  Marble 
and  Construction  Company,  145  Van 
Home  Avenue;  glazing.  Pilkington 
Ill-others,  Ltd.,  S  Busby  Lane;  plumbing, 
L.  E.  Moulton  Company,  J  L42  Inspector 
Street.    Electrical  work  by  the  engineers. 

Ottawa,  Ont. 

In  connection  with  the  store  and  apart- 
ment block  which  is  now  being  bunt  by 
Charles  Joyce,  383  Somerset  Street,  the 
contract  for  galvanized  iron  cornices  has 
been  let  to  |.  E.  Shephard,  201  Albeit 
Street,  heating  and  plumbing  to  L.  Gen- 
dron,  Hull,  and  electrical  work  to  H.  L. 
Allan,  377  Somerset  Street.  Tenders  arc 
being  received  for  painting  and  roofing. 

In  connection  with  the  store  and  apart- 
ment block  now  in  course  of  erection  for 
A.  E.  Paquette,  J 9  Noel  Street,  the  heat- 
ing and  plumbing  work  has  been  let  to 
Gauthicr  &  Co..  307  Dalhousie  Street,  and 
electrical  work  to  N.  Lecompte,  St.  Pat- 
rick and  Kins  Streets. 

Petrolia,  Ont. 

The  general  contract  for  the  erection 
of  a  null  for  the  Lamb  ton  F'lax  Com- 
pany, Petrolia,  has  been  awarded  to  J. 
and  J.  Kerr  &  Sons,  Petrolia.  Frame 
construction.    Approximate  cost,  $12,000. 

Port  Arthur,  Ont. 

The  general  contract  for  the  erection 
of  an  extension  to  the  roundhouse  and 
machine  shot)  of  the  Canadian  Northern 
Railway  has  been  awarded  to  J.  H.  Sim- 
mons, 7  Florence  Avenue,  Winnipeg,  and 
the  steel  work  to  the  Dominion  Bridge 
Company,  Canada  Building,  Winnipeg. 
Approximate  cost,  $43,000. 

Quebec,  Que. 

In  connection  with  the  premises  which 
are  being  built  for  the  Y.W.C.A.,  125  Sle. 
Anne  Street,  the  contract  for  heating  has 
been  let  to  lohu  J.  Walker,  122  St.  John 
Street,  and  plastering  to  the  general  con- 
tractors. 

Regina,  Sask. 

The  general  contract  for  the  erection 
of  an  addition  to  a  business  block  for  the 
Saskatchewan  Co-operative  Elevator 
(  oinpany,  Twelfth  Avenue  and  Smith 
Street,  has  been  awarded  to  the  Poole 
Construction  Company,  No.  I,  Saskatche- 
wan Co-operative  Building.  Fireproof 
construction.  Approximate  cost.  $20,000. 
Architects,  Storey  &  Van  Egniond,  1013 
McCalluiu  Hill  Buildin.tr. 

Sand  Point.  N.B. 

The  general  contract  lor  the  erection 
of  an  office  addition  for  the  Canadian  Pa- 
cific Railway  has  been  let  to  J.  Medley 
Belyca,  245  Charlotte  Street  West. 

St.  Jerome.  Que. 

The  general  contract  lor  the  erection 
of  a  mill  for  the  Regent  Spinners.  Ltd.. 
has  been  awarded  to  f.  F.  [ago  Company, 
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Ltd.,  37  Mayor  Street,  Montreal.  Ap- 
proximate cost,  $25,000. 

Toronto.  Ont. 

The  Walter  Davidson  Company,  188 
Duke  Street,  have  been  awarded  the  gen- 
eral contract  for  the  erection  of  a  ware- 
house on  Victoria  Street,  estimated  to 
cost  $25,000.  Brick  and  mill  construc- 
tion. 

The  general  contract  for  the  erection  of 
the  premises  of  the  Corrugated  Paper 
Company,  Ltd.,  187  Geary  Avenue,  has 
been  awarded  to  C.  A.  Scott,  575  Logan 
Avenue,  who  is  receiving  tenders  on  the 
supply  ot  100,000  brick.  Estimated  cost, 
$12,000. 

The  general  contract  lor  the  erection 
of  a  store  and  residence  for  E.  Jordan. 
132  Ford  Street,  has  been  awarded  to  O. 
J.  Harris,  269  Perth  Avenue,  who  is  re- 
ceiving tenders  on  all  trades  except  car- 
pentry. Brick  construction.  .Approxi- 
mate cost,  $3,000. 

Windsor  Mills,  Que. 

The  contract  for  the  erection  of  a  plant 
lor  the  Canada  Paper  Company,  Ltd., 
has  been  awarded  to  A.  F.  Byers  &  Co., 
Ltd..  :;4()  University  Street,  Montreal. 
Brick  and  reinforced  concrete  construc- 
tion. Approximate  cost,  $30,000.  This 
work  was  previously  reported  as  being  at 
Windsor  Mills,  Ontario. 

Winnipeg,  Man. 

In  connection  with  the  warehouse  now 
being  built  for  the  T.  Eaton  (  ompany, 
Ltd.,  Toronto,  the  contract  for  plastering 
has  been  let  to  the  Western  Plastering 
Company,  313  Confederation  Life  Buikt- 
i  n  g- 

The  general  contract  for  the  erection 
of  premises  for  the  Bank  of  Hamilton 
has  been  awarded  to  Hazelton  &  Wallm, 
303  Donaldson  Block,  Winnipeg.  Steel, 
brick  and  concrete  construction.  Approx- 
imate cost,  $000,000. 


Residences 

Bluevale,  Ont. 

Charles  H.  Garniss  is  considering  the 
erection  of  a  residence,  and  will  prepare 
plans.    Estimated  cost,  $3,000. 

Hamilton,  Ont. 

J.  W.  Sprnger,  50  Sophia  Street  South, 
proposes  to  build  three  residences  at  an 
approximate  cost  of  $4,500,  and  has  plans 
prepared.     Frame  construction. 

Plans  have  been  prepared  for  three 
residences  to  be  built  by  E.  A.  Seymour, 
21  Cedar  Avenue.  Brick  construct  ion. 
Estimated  cost,  $0,300. 

Mac  Kay  Brothers.  Lister  Building, 
propose  to  build  a  residence  on  St.  (  lair 
Avenue,  and  have  plans  prepared.  Brick 
construction.     Approximate  cost,  $3,500. 

London,  Ont. 

Tenders  on  the  erection  of  a  residence 
and  garage  for  W.  H.  McKewen,  Wel- 
land,  will  be  received  until  September  1st. 
Brick  construction.  Estimated  cost,  $12,- 
000.  Architects.  Watt  &  Blackwell. 
Bank  of  Toronto  Building. 

Montreal,  Que. 

J.  C.  RancoUTt,  51.0  Old  Orchard  St.. 
has  commenced  the  erection  of  four  resi- 
dences on  Beaconstield  Street,  and  is  re- 
ceiving tenders  on  most  of  the  work. 
Brick  construction.  Approximate  cost, 
$1,100  each. 

Ottawa,  Ont. 

Wprk  is  about  to  start  on  the  erection 
of  a  residence  for  George  H.   Lett,  43 
(Continued  on  page  Y.i) 


Tenders  and  For  Sale  Department 


.  in 

CITY  OF  CALGARY 


Asphalt  and  Repair  Plant 
FOR  SALE 


Hids  Received  up  to  September  25,  1916 


One  N"  11  Wai  reus  Portable  Asphalt  &  Repair 
Plant.  Bidi  will  be  received  by  the  undersigned 
at  I  lie  above  •■trier  until  ."«  p.m..  September  25th. 
lor  the  purchase  ol  one  No.  11  Warrens  Portable 
Asphalt  Repair  Plant. 

Tlii^  plant  is  manufactured  by  the  Warren 
Brat,  Co.,  ol  Boston,  Mass.,  and  has  been  used 
tor  mixing  one  batch  of  inateiial  only. 

Offers  should  be  made  f.o.h.  Calgary  duty  paid. 
Terms  sight  draft  attached  to   Hill  of  Lading. 

Further  particulars  may  be  obtained  from  the 


Notice  to  Contractors 


Brick  or 
Wood  Block  Pavement 

Order  No.  W.D.  1742 


Sealed  tenders  will  be  received  addressed  to 
the  Chairman  of  the  Hoard  of  Works,  City  Build- 
ings, St  Catharines,  Ont.,  up  to  5  o'clock  p.m., 
of  Thursday.  September  14th.  1916,  for  the  con- 
struction of  approximately  2.300  square  yards 
of  Brick  Block  or  Wood  lilock  Pavements  (al- 
ternate tenders)  and  1,000  lineal  feet  of  Concrete 
Curbs. 

Plans,  specifications  and  forms  of  tender  may 
be  obtained  from  the  office  of  the  City  Engi- 
neer. Envelopes  containing  tenders  must  be 
marked  as  to  contents.  All  tenders  must  be  ac- 
companied by  a  marked  cheque  for  5  per  cent, 
of  the  amount  of  the  tender,  together  with  the 
name  of  a  guarantee  company  willing  to  give 
bond  for  the  work. 

The  lowest  or  any  tender  is  not  necessarily 
accepted. 

W.  P.  NEAR, 
35.35  City  Engineer. 


Tenders  for  Sewers 


Tenders  will  be  received  by  registered  post 
only,  addressed  to  the  Chairman,  Board  of  Con- 
trol. City  Hall.  Toronto,  up  to  noon  on  Tuesday, 
September  12th.  1916,  for  the  construction  of  the 
following  sewers: —  ^ 

Queen  Street,  Papc  Avenue  to  Leslie  Street. 
Weston  Road  South,  00  ft.  north  of  Keele  Street 
to  0*5  feet  further  north. 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents. 

Specifications  may  be  seen  and  form  of  tender 
obtained  at  the  Works  Department,  Room  6, 
City  Hall. 

Tenderers  must  comply  strictly  with  conditions 
of  City  By-law  as  to  deposits  and  sureties,  as 
set  out  in  specifications  and  forms  of  tender. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

T.  L.  CHURCH,  Mayor, 

Chairman,  Board  of  Control. 
Toronto,  August  23rd,  1916.  35-35 


CONCRETE  BRIDGE 


Sealed  tenders  will  be  received  by  Wesley  Erb, 
Esq.,  Reeve  of  Wilmot,  New  Dundee,  Ont.,  up 
to  noon  on  Friday,  September  8th,  for  the  con- 
junction of  a  14-foot  concrete  bridge  at  Baden, 
Ont.     For  plans,  etc.,  apply  to 

BOWMAN  &  CONNOR, 
35-35  .'U  Queen  St.  W.,  Toronto,  Ont. 


Telephone  Construction 


Tenders  for  the  construction  of  a  Telephone 
System  in  Town  of  The  Pas,  Man.,  will  be  re- 
ceived  by  t lit-  undersigned  until  September  30, 
1916.     \\'..rk  l<>  Ik-  completed  December  31,  101(1. 

Accepted  cheque  for  10  per  cent,  of  amount 
of   tender  must   accompany  each  tender. 

Plans  and  specifications  may  be  seen  at  Gov- 
ernment Telephone  Exchange,  Winnipeg;  Murphy 
&  Underwood,  Consulting  Engineers,  Ross  Bldg., 
Saskatoon;  Town  Clerk's  Office,  The  Pas. 

H.  H.  ELLIOTT,  Town  Clerk. 
35-37  The  Pas,  Man. 


Scaled  tenders,  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  repairs  to  east  pier  at 
Port  Burwell,  Ont.,"  will  be  received  at  this 
office  until  4  p.m.,  Friday,  September  8,  1916, 
for  the  reconstruction  in  concrete  of  portion  of 
the  east  pier  at  Port  Burwell,  Elgin  County,  Ont. 

Plans  and  forms  of  contract  can  be  seen  and 
specifications  and  forms  of  tender  obtained  at  this 
Department,  at  the  offices  of  the  District  Engi- 
neers, Equity  Building,  Toronto,  Ont.;  Windsor, 
Ont. ;  and  on  application  to  the  Postmaster  at 
Port  Burwell,  Ont. 

Persons  tendering  are  notified  that  tenders 
will  not  be  considered  unless  made  on  the  print- 
ed forms  supplied,  and  signed  with  their  actual 
signatures,  stating  their  occupations  and  places 
of  residence.  In  the  case  of  firms,  the  actual 
signatures,  the  nature  of  the  occupation,  and 
place  of  residence  of  each  member  of  the  firm 
must  be  given. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of  Pub- 
lic Works,  equal  to  ten  per  cent.  (10  p.c.)  of 
the  amount  of  the  tender,  which  will  be  forfeited 
if  the  person  tendering  decline  to  enter  into  a 
contract  when  called  upon  to  do  so,  or  fail  to 
complete  the  work  contracted  for.  If  the  tender 
be  not  accepted  the  cheque  will  be  returned. 

The  Department  does  not  bind  itself  to  ac- 
cept the  lowest  or  any  tender. 

Note  — Blue  prints  can  be  obtained  at  the 
Department  of  Public  Works  by  depositing  an 
accepted  bank  cheque  for  the  sum  of  .$20,  made 
payable  to  the  order  of  the  Honourable  the 
Minister  of  Public  Works,  which  will  be  returned 
if  the  intending  bidder  submit  a  regular  bid. 

By  order, 

R.  C.  DESROCHERS, 

Secretary. 

Department  of  Public  Works, 
Ottawa,  August  17,  1010. 
Newspapers  will  not  be  paid  for  this  advertise- 
'  ment  if  they  insert  it  without  authority  from  the 
Department.  34-3o 


BOILERS  FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars— MacM.  R.  &  D.,  4  Beaver  Hall  So  . 
Montreal.  17-t.f. 


Sealed  tenders,  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  Metallic  Fittings  No. 
S  1429,"  will  be  received  until  4  p.m.,  on 
Thursday,  August  21,  1916,  for  the  construction 
and  installation  of  metallic  fittings  for  Printing, 
Stationery  and  Contingencies  Division,  Depart- 
ment of  Militia  and  Defence,  Ottawa,  Ont. 

Plans,  specification  and  forms  of  contract  can 
be  seen  and  forms  of  tender  obtained  on  applica- 
tion to  the  Caretaker,  Post  Office,  London,  Ont., 
to  the  Overseer  of  Dominion  Buildings,  Post 
Office,  Montreal,  to  the  Clerk  of  Works,  Postal 
Station  "F,"  Toronto,  and  at  this  Department. 

Persons  tendering  are  notified  that  tenders  will 
not  be  considered  unless  made  on  the  forms  sup- 
plied, and  signed  with  their  actual  signatures, 
stating  their  occupations  and  places  of  residence. 
In  the  case  of  firms,  the  actual  signature, '  the 
nature  of  the  occupation,  and  place  of  residence 
of  each  member  of  the  firm  must  be  given. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  11011011131316  the  Minister  of 
Public  Works,  equal  to  ten  per  cent.  (10  p.c.) 
of  the  amount  of  the  tender,  which  will  be  for- 
feited if  the  person  tendering  decline  to  enter 
into  a  contract  when  called  upon  to  do  so,  or 
fail  to  complete  the  work  contracted  for.  If 
the  tender  be  not  accepted  the  cheque  will  be 
returned. 

The  Department  does  not  bind  itself  to  accept 
the  lowest  or  any  tender. 

By  order, 

R.  C.  DESROCHERS. 

Secretary. 

Department  of  Public  Works, 
Ottawa,  August  16,  1916. 

Newspapers  will  not  be  paid  for  this  adver- 
tisement if  they  insert  it  without  authority  from 
the  Department.  34-33 


BUILDERS 


Builders  could  make  money,  building,  selling 
or  renting  workmen's  cottages  at  our  New  On- 
tario divisional  points,  especially  Capreol,  near 
Sudbury,    now  ready. 

Capreol  townsite  is  on  a  large  cleared  gravel 
plain,  where  fireproof  cement  bungalows  can  be 
built  out  of  cellar  excavations.  Will  be  our 
best  Divisional  Point,  as  it  is  the  junction  of 
Toronto  and  Montreal  main  lines  going  west. 
It  is  in  the  nickel  belt  and  on  the  shore  of  the 
Vermillion  River.  The  other  three  Divisional 
Points  will  be  ready  later.  Phone  Main  4S40  and 
ask  for 

CYRIL  T.  YOUNG, 

Manager  Eastern  Lands. 
34-42  Canadian  Northern  Railway. 

FOR  SALE 

Lathes, 
Cutting  Off  Machines, 

And  other  machine  tool  equipment  for  Eighteen- 
pound   English   Shrapnel   Shells.     Machines  can 

be  inspected  and  prices  quoted  at 

National  Steel  Car  Co.,  Limited 

HAMILTON,  ONT- 

3l  OO  oO 


August  30,  1916 


THE   CONTRACT  RECORD 


4:: 


Extension  of  Time 


Time  for  submitting  tenders  for  St.  Michael's 
Hospital  Nurses'  Home  has  been  extended  to 
September  12th,  1916. 

H.YNES,  FEEDMAX  &  WATSON, 
Architects, 
Goad  BIdg.,  105  Bond  Street, 
35-35  Toronto,  Out. 


Sealed  tenders,  addressed  to  the  undersigned, 
and  endorsed  "Tender  fqr  Electric  Wiring  and 
Fittings,  Post  Office,  Brampton,  Ont.,"  will  be 
received  at  this  office  until  4  p.m.,  on  Tuesday. 
September  5,  1916,  for  the  work  mentioned. 

Tenders  will  not  be  considered  unless  made 
upon  forms  supplied  by  Department  and  in  ac- 
cordance with  conditions  contained  therein. 

Plans  and  specification  to  be  seen  on  applica- 
tion to  the  caretaker  of  the  building,  Brampton, 
Ont.;  to  the  Clerk  of  Works,  Postal  Station  "F," 
Toronto,  Ont.,  and  at  the  Department  of  Public 
Works,  Ottawa. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of  Pub- 
lic Works,  equal  to  ten  per  cent.  (10  p.c.)  of  the 
amount  of  the  tender? 

By  order, 

R.  C.  DESROCHERS, 

Secretary. 

Department  of  Public  Works, 

( ittawa,  August  23,  1910.  35-35 


CANADIAN  GOVERNMENT  RAILWAYS 


Tenders 


Sealed  tenders,  addressed  to  J.  W.  Pugsley, 
Secretary  Department  of  Railways  &  Canals, 
Ottawa,  Out.,  and  marked  f>n  the  outside  "Ten- 
der for  Elevator  Foundations,  St.  John,"  will  be 
received  up  to  and  including  Twelve  O'clock 
Noon,  Monday.  September  18th,  1916,  for  the 
construction  of  foundations  for  500,000  bushel 
storage  capacity  drain  Elevator,  Working  House 
and   Track   Shed  at   St.  John,   N.  B. 

Plans,  specifications  and  blank  form  of  Con- 
tract may  be  seen  on  and  after  Monday.  August 
28th,  at  the  Office  of  the  Chief  Engineer  of  the 
Department  of  Railways  &  Canals,  Ottawa;  at 
the  Office  of  the  Chief  Engineer,  Moncton,  N.B. ; 
at  the  Office  of  the  Terminal  Agent,  St.  John, 
N.B. ;  and  at  the  Office  of  the  John  S.  Metcalfe 
Company,    Limited,    Engineers,,    Montreal.  P.Q. 

All  the  conditions  of  the  Specifications  and 
Contract    form    must    be    complied  with. 

Tenders  must  be  put  in  on  the  blank  form  of 
tender,  which  may  be  obtained  from  any  of  the 
offices  at  which  plans  are  on  exhibition.  Each 
tender  must  be  accompanied  by  a  certified  bank 
cheque,  payable  to  the  Honourable  the  Minister 
of  Railways  &  Canals,  for  the  sum  of  $10,000.00 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

F.  P.  GUTELIUS, 

General  Manager. 
Canadian  Government  Railways. 

Rated  at  Mor-'on,  N.B.  35-37 
August  23,  101C. 


Reinforced  Concrete  and  General  Building  Sup- 
erintendent is  open  for  engagement  with  Con- 
tractors or  owners  on  any  class  of  Reinforced 
Concrete  or  General  Building  Construction.  I 
have  had  full  charge  of  some  of  the  largest  and 
best  plants  and  buildings  erected,  and  I  can 
get  results. 

Address  fust  instance,  Superintendent,  Box 
138,  Contract  Record,  Toronto,  Ont.  34-35 


Debentures  For  Sale 


TOWN  OF  THE  PAS,  MAN. 


.$12,000  five  per  cent,  twenty-year  telephone 
debentures,  fully  guaranteed  by  the  Province  of 
Manitoba. 

Bids  received  until  September  30.  1916. 

For   particulars  write 

H.  H.  ELLIOTT,  Town  Clerk, 
35-39  The  Pas,  Man. 


Notice  to  Contractors 


Sealed  tenders,  addressed  to  the  Chairman  and 
Members  of  the  Board  of  Control,  City  Hall, 
Ottawa,  will  be  received  by  the  Secretary  of  the 
Board  of  Control  up  to  4  p.m.,  Friday,  the  8th 
day  of  September,  1916,  for  the  following  ma- 
terial : — 

1  Portable  Gasoline  Driven  Air  Compressor,  100 

cubic  feet  capacity. 
4  Pneumatic   Caulking  Hammers. 

2  5-ton  Chain  Blocks. 

Specifications  and  full  particulars  may  be  ob- 
tained upon  application  at  the  City  Engineer's 
Office,  Ottawa. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

(Signed)  A.  F.  MACALLUM. 

Commissioner  of  Works. 
Ottawa,  August  20th,  1910.  35-35 


Glen  Avenue.  Brick  veneer  construc- 
tion.   Estimated  cost,  $5,600. 

Albert  Gravel,  185  Third  Street,  is 
building  a  residence,  estimated  to  cost 
$5,000.  Work  by  clay  labor.  Brick  con- 
struction. 

A.  Marcoux,  49  Massue  Street,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $5,000.  Brick  and 
frame  construction.    Work  by  day  labor. 

Sherbrooke,  Que. 

R.  H.  Bartlett,  care  of  Bush  &  Bart- 
lett,  contemplates  the  erection  of  a  tene- 
ment building  in  the  Fall.  .Approximate 
cost,  $4,000. 

Toronto,  Ont. 

F.  Gagnon,  2359  Queen  Street  East, 
proposes  to  build  a  residence  on  Pine 
Crescent,  and  has  had  plans  prepared. 
Estimated  cost.  $3,500.  Smaller  trades 
will  be  let. 

The  Griffin  Contracting  Company,  7a 
Mc Roberts  Avenue,  are  building  a  pair 
of  residences,  estimated  to  cost  $3,800. 
Brick  construction. 

T.  J.  Allen,  48  Oakmount  Road,  pro- 
poses to  build  a  duplex  residence  at  an 
approximate  cost  of  $3,750,  and  has  had 
plans  drawn.  Some  trades  will  be  let. 
Brick  construction. 

Grimshaw  Brothers,  490  Avenue  Road, 
have  had  plans  prepared  for  three  pairs 
of  residences  which  they  propose  to  erect 
on  Kent  Road,  and  will  let  smaller  trades. 
Brick  construction.  Approximate  cost, 
$10,000. 

A.  W.  Crawford,  44  Beech  Avenue,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $4,500.  Smaller  trades 
will  be  let.     Brick  construction. 

J.  E.  Carlisle,  30  Pacific  Avenue,  has 
started  work  on  the  erection  of  a  resi- 
dence, and  will  let  smaller  trades.  Brick 
construction.    Approximate  cost,  $3,200. 

J.  Richards,  1  Lonsdale  Road,  is  build- 
ing an  apartment  house  at  Ontario  and 


Prospect  Streets,  estimated  to  cost  $25,- 
000,  and  will  let  smaller  trades.  Brick 
construction. 

CONTRACTS  AWARDED 
Hamilton,  Ont. 

Thompson  &  Thompson,  Sun  Life 
Building,  have  let  the  general,  masonry, 
carpentry  and  roofing  contracts  for  the 
erection  of  three  cottages  to  J.  A.  Jones, 
Station  No.  0,  Beach.  Brick  construc- 
tion.   Approximate  cost,  $0,000. 

Kingston,  Ont. 

The  general  contract  for  the  erection 
of  a  double  residence  for  Samuel  Dut- 
ton,  459  Barrie  Street,  has  been  let  to 
W.  R.  Billeness,  272  University  Avenue. 
Frame  construction.  Approximate  cost, 
$4,000. 

London,  Ont. 

Work  has  been  started  on  the  erection 
of  a  Rectory  for  the  Church  of  the  Re- 
deemer, and  the  contract  for  foundation 
work  has  been  let  to  W.  R.  Ashman,  899 
William  Street.    Estimated  cost,  $4,000. 

The  general"  contract  for  the  erection 
of  a  bungalow  on  Grand  Avenue  for  Mrs. 
McHardy  Smith  has  been  awarded  to 
R.  H.  Smith,  191  Wharncliffe  Road.  Red 
pressed  brick  and  stucco  construction. 
.Approximate  cost,  $4,000. 

Charles  Trebilcock  has  awarded  the 
general  contract  for  the  erection  of  two 
residences  on  Colborne  Street  to  A. 
Dickinson,  4  Ingleside  Street.  Brick  con- 
struction.   Approximate  cost,  $5,000. 

London  Township,  Ont. 

In  connection  with  the  residence  which 
is  now  being  built  for  Hadley  William, 
498  Queens  Avenue,  the  contract  for 
heating  has  been  awarded  to  the  Mc- 
Clary  Manufacturing  Company,  333  Wel- 
lington Street. 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  the  Sisters  of  the  Con- 
gregation of  Notre  Dame,  090  St.  Qrbain 
Street,  has  been  let  to  F.  X.  Dufresne, 
Ville  St.  Laurent  Street.  Brick  construc- 
tion.   Approximate  cost,  $6,000. 

Ottawa.  Ont. 

In  connection  with  the  residence  which 
is  now  being  built  bv  A.  E.  Thorns,  53 
Queen  Street,  the  contract  for  brickwork 
has  been  let  to  F.  Fleurv,  plastering  to 
Bowman  &  Sons.  239  Florence  Street, 
heating  to  the  Capital  Hardware  Com- 
pany, Bank  Street,  plumbing  to  A.  J. 
Knox,  340  Elgin  Street,  and  electrical 
work  to  the  Rideau  Electric  Company, 
128  Bank  Street.  Carpentry  and  painting 
by  owner. 

In  connection  with  the  erection  of  a 
residence  on  Laurier  Avenue  for  M.  I'. 
Davis,  22  Sparks  Street,  the  contract  for 
tile  work  has  been  let  to  A.  K.  Mills  & 
Son.  191  Sparks  Street,  and  the  electrical 
work  to  Marchant  &  Donelly,  128|  ■ 
Sparks  Street. 

In  connection  with  the  residence  which 
has  been  built  on  Rockliffe  Road  for  Mrs. 
Symillie,  the  contract  for  heating  and 
plumbing  has  been  let  to  Thomas  Wal- 
ters, 288  Booth  Street,  and  the  electrical 
work  to  the  Rideau  Electric  Construction 
Company,  128  Bank  Street. 

The  contract  for  plastering  required 
in  connection  with  the  apartments  which 
are  being  built  for  J.  M.  Ross.  49  Mel 
calfe  Street,  has  been  let  to  T.  II.  Jarvis, 
18  Fourth  Avenue,  and  the  heating  and 
plumbing  to  J.  T.  Blyth,  Frank  Street. 
Quebec,  Que. 

J.  L.  A.  Gaudreau,  230  Marie  de  l'lncar- 
nation  Street,  has  awarded  the  general 
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contract  for  the  erection  of  ;i  residence 
to  Bertram!  &  l.apointe.  5s  St.  Bernard 
Street.     Brick  ami   frame  construction. 

Approximate  cost,  $5,000. 

In  connection  with  the  residence  which 
i-  heini;  hnilt  on  Park  Avenue  for  1£. 
t\.'~>.  M  Si  Louis  Road,  the  contract  For 
heating,  plumbing  and  electrical  work  has 

been  lit  to  lames  Lonergan,  68  Maple 
Vveime,  and  the  plastering  and  roofing 
to  the  general  contractor. 

In  connection  with  the  residence  now 
in  course  of  erection  for  tiordon  Bros., 
i:  Murray  V venue,  the  contract  for  heal- 
ing,  plumbing   anil   electrical   work  has 

beer  lei  to  lames  Lonergan,  os  Maple 

Avenue. 

Toronto.  Out. 

I  In  general  contract  for  the  erection 
.■!  .1  residence  for  A.  E.  Baldwin,  00 
Edgewood  Avenue,  has  been  awarded  to 
George  W.  Patterson,  BO  Arundel  Ave- 
nue, who  will  let  smaller  trades.  Brick 
construction.    Approximate  cost.  $3,750. 

The  general  contract  for  the  erection 
of  a  residence  for  N.  E.  Williamson,  265» 
i  ilatlstone  Avenue,  has  been  awarded  to 
James  W.  Young,  T  Llayter  Boulevard, 
and  work  has  been  started.  Approxi- 
mate cost.  $4,000.    Brick  construction. 

The  contract  for  masonry  required  in 
the  erection  of  a  residence  for  H.  C. 
Fletcher  has  been  let  to  J.  R.  Page,  18 
Toronto  Street,  and  the  carpentry  to 
John  Tait.  58  Manor  Road.  Tenders  have 
i. een  received  for  all  other  work.  Ap- 
proximate cost.  $12,000.  Architects.  S. 
B.  C  oon  &  Son,  Ryrie  Building. 

I.  Pimblett,  309  Main  Street,  proposes 
to  build  a  pair  of  residences,  and  has 
let  the  heating  and  plumbing  to  J.  Clarke. 
J",^  Main  Street.  Brick  construction. 
Estimated  cost,  $3,000. 

Power  Plants,  Electricity  and 
Telephones 

Brampton,  Ont. 

Tenders  on  electric  wiring  and  fittings 
will  be  received  until  4  p.m.,  September 
5tb,  by  l\.  C.  Desrochers.  Department  of 
Public  W  orks.  Ottawa.  Plans  and  speci- 
fications with  the  Caretaker.  Brampton, 
the  Clerk  of  Works.  Postal  Station  "F," 
Toronto,  and  at  the  Department.  Speci- 
fications only  at  office  of  MacLean  Daily 
Reports.  Ltd.,  25  Charlotte  St.,  Toronto. 

Dunnville,  Ont. 

A  by-law  will  be  submitted  to  author- 
ize the  borrowing  of  $53,000  for  installa- 
tion of  a  light  and  power  system  and  the 
purchase  of  existing  plant.  Town  Clerk, 
.1.  W.  Holmes. 

Elora,  Ont. 

The  Town  Council  are  considering  the 
installation  of  transformers  in  local  fac- 
tories.   Clerk,  Henry  Clarke. 

Renfrew,  Ont. 

A  by-law  to  authorize  the  Hydro 
Power  Commission  with  regard  to  the 
development  of  power  at  the  First  Chute 
on  Bonntchere  River  will  be  voted  upon 
on  September  2nd.  Town  Clerk,  J.  A. 
Devenny. 

Tavistock,  Ont. 

The  Town  Council  arc  having  plans 
prepared  for  the  installation  of  a  Hydro 
Electric  system,  and  work  will  start  as 
soon  as  possible.    Clerk,  J.  G.  Field. 

Toronto,  Ont. 

The  Provincial  Hoydro  Electric  Com- 


missioners. University  Avenue,  propose 
to  double  the  transmission  line  between 
Toronto  and  Dundas,  to  duplicate  the 
Toronto  plant  and  enlarge  the  inter- 
switching  station  at  Dundas.  Approxi- 
mate cost,  $1, 300,000. 


Fires 

Aberfoyle,  Ont. 

Barn  owned  by  John  Smith  totally  des- 
troyed. 

Anderdon  Township,  Ont. 

Barns  owned  by  Sherman  B.  Corn- 
wall. C  anal  Bridge,  Amherstburg.  Loss, 
$3,500,    Owner  intends  to  rebuild. 

Bathurst,  N.B. 

Foundry  owned  by  Frank  &  Percy 
Met  allum. 

Chicoutimi,  Que. 

Sawmill  owned  by  A.  Gagnon.  Loss, 
about  $40,000.    Owner  will  rebuild. 

Corning,  Ont. 

The  report  under  this  head  in  our  last 
issue  is  incorrect.  Corning  i>  in  the 
United  States. 

Corwhin,  Ont. 

Barns  of  J.  H.  Hardie  totally  destroyed. 

Last  Williams  Township,  Ont. 

Stock  barn  owned  by  William  Mcin- 
tosh, Springbank.  Loss,  $2,500.  Owner 
will  rebuild. 

Hullett  Township,  Ont. 

Stock  barn  owned  by  Owen  Reynolds, 
Concession  5,  Blyth.  Loss,  $3,200.  Will 
rebuild. 

Lobo  Township,  Ont. 

Stock  barn  owned  by  Hugh  Mclver, 
R.  R.  No.  4.  Komoka.  Loss,  $2,500.  Will 
rebuild. 

St.  Vincent  de  Paul,  Que. 

Store  and  residence  of  E.  Yezina.  Loss, 
$13,000.     'tuner  intends  to  rebuild. 


Miscellaneous 

Calgary,  Alta. 

The  United  Oils  of  Alberta.  300  Burns 
Building,  are  about  to  start  work  on  the 
drilling  of  twelve  gas  wells  and  construc- 
tion of  pipe  lines  to  many  towns  in 
southern  Alberta.  Engineer,  F.  Kempher. 

Uttoxeter,  Ont. 

John  Firwell  is  considering  the  pur- 
chase of  cement  lor  the  manufacture  of 
tile. 

Vancouver,  B.C. 

The  Canadian  Pacific  Railway  have 
awarded  a  contract  for  dredging  to  W  . 
D.  Grant,  503  Burrard  Street,  at  an  ap- 
proximate amount  of  $200,000. 


Late  News  Items 

Antigonish,  N.S. 

The  general  contract  for  the  erection 
of  a  library  and  gymnasium  for  St. 
Francois  Xavier  University  has  been 
awarded  to  J.  J.  Grant,  South  Street. 
New  Glasgow.  Brick  and  stone  con- 
struction.   Approximate  cost,  $40,000. 

Dauphin,  Man. 

The  Dauphin  Telephone  Company  have 
awarded  the  gtneral  contract  for  the 
erection  of  an  exchange  building  to  S. 
Brown,  Preston  Street.  Winnipeg,  and 
the  heating  and  plumbing  to  Jlyland  & 


I. linn,  Main  Street,  Dauphin,  Approxi- 
mate  cost,  $6,500. 

Fort  William,  Ont. 

John  King,  Victoria  Avenue,  has 
awarded  the  general  contract  for  the 
erection  of  an  elevator  to  D.  A.  Gor- 
don. I  an  i  Court,  the  contract  for  piling 
to  the  Thunder  Bay  Contracting  Com- 
pany, Port  Arthur,  and  excavation  to 
lloequil  Brothers,  Fort  William  West. 
Crib  construction.  Approximate  cost, 
$30,000. 

Hamilton,  Ont. 

The  C  anada  Cotton  Company,  James 
Street  North,  have  had  plans  prepared  for 
an  extension  to  their  factory,  and  have 
let  the  general,  masonrv  and  carpentry 
contracts  to  George  Mills,  King  Street 
East,  Brick  construction.  Estimated 
cost,  $6,000. 

Hull,  Que. 

The  City  Council  have  awarded  the 
contract  for  construction  of  cement  and 
asphalt  pavements  on  Laval.  Champlain 
and  Charlevoix  Streets  to  the  Ottawa 
Construction  Company.  Limited,  Central 
Chambers.    Approximate  cost.  $50,000. 

Ineersoll,  Ont. 

The  general  contract  for  the  erection 
of  an  -addition  to  the  Hospital  has  been 
let  to  R.  G.  Wilson.  5  St.  George  Street. 
London.  White  brick  construction.  Es- 
timated cost,  $10,000. 

Medicine  Hat,  Alta. 

The  contract  for  roofing  in  connection 
with  the  mill  which  is  now  being  built 
for  the  Lake  of  the  Woods  Milling  Com- 
pany has  been  awarded  to  Marshall- 
Milchell  Hardware  Company,  Limited, 
and  tinsmithing  to  J.  H.  Reeve. 

Montreal,  Que. 

In  connection  with  the  erection  of  a 
boiler  house  for  the  Montreal  Tramways 
Ltd.,  70  Craig  Street  West,  the  contract 
for  roofing  and  sheet  metal  work  has 
been  let  to  MacFarlane  &  Douglas,  34a 
Dorchester  Street  West,  painting  to 
Alexander  Craig  Ltd.,  41  Jurors  Street, 
and  the  contract  for  roof  drainage  to  T. 
O'Connell,  183  Ottawa  Street. 

New  Glasgow,  N.S. 

The  United  Presbyterian  Congrega- 
tion have  awarded  the  contract  for  re- 
modelling their  church  to  J.  J.  Grant. 
South  Street.  Frame  and  brick  construc- 
tion.    Approximate  cost.  $S,000. 

Peterborough,  Ont. 

The  general  contract  for  the  erection 
of  premises  at  Hunter  and  George  Streets 
for  the  Royal  Bank  has  been  let  to  Purely 
&  Henderson,  .Montreal,  who  will  let 
subcontracts.    Approximate  cost,  $10,000. 

Red  Deer,  Alta. 

The  general  contract  for  the  erection 
of  a  warehouse  for  Campbell.  Wilson  & 
Howe  has  been  awarded  to  C.  T.  Eline. 
Brick  construction.  Approximate  cost, 
$21,000.    Architect,  R.  G.  Dawc.  C.E. 

Renfrew,  Ont. 

The  Renfrew  Curling  Club  have  let 
the  contract  for  the  erection  of  a  rink 
to  M.  J.  O'Brien,  at  $7,500.  Brick  con- 
struction.   Architect.  A.  E.  Spooner. 

Timmins,  Ont. 

The  general  contract  for  the  erection 
of  a  school  has  been  awarded  to  P.  H. 
Secord  &  Son,  Brant  ford,  w  ho  w  ill  sub 
let  some  of  the  smaller  trades.  Brick 
and  hollow  tile  construction.  Approxi- 
mate cost,  $30,000. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 

14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


46 


THE   CONTRACT  RECOfct) 


August  30,  i9i6 


DUMPING  TRUCKS 

We  have  Two  Mann  Steam  Trucks.     Capacity  5  to  7  tons.     Steel  Lined  Dumping 
Bodies  with  Removable  Hinged  Sides.    Compound  Engines  British 
Columbia  Boilers.    Three  Road  Speeds. 

A  BARGAIN  FOR  QUICK  SALE 

HflTOPriTP  I  llJIlTrn  Montreal  quebec-pruheau  &  co. 
Wll     SShNS     I  VI      rll  Winnipeg  Toronto  h.  turnbull  &  co. 

lTlUlJlJl^llllJ  IjllTll  1  LuU   VANCOUVER  COBALT   H.  L.  USBORNE 


More  Work 

Fewer  Men 


ith  our  light  port- 
able "PEERLESS" 
derrick  of  1800  lbs. 
capacity  you  can  ac- 
complish more  work 
with  (ewer  men.  For 
brick  or  stone  laying 
this  derrick  will  do  the 
work  of  three  or  four 
hod  carriers.  For 
placing  light  stee 
work  it  is  idea 

Write 

for 
Catalog 


Don't  forget  that 
we  build  derricks 
of  all  sizes 
types.  Our 
and  3  ton 
leg  derricks 
very  popular 


and 
,  2 
stiff 
are 


National  Equipment  Co.,  Limited 

1  Wabash  Avenue,  Toronto 


Stilwell  Feed  Water  Heaters 

Class  4'0"  Type 

A  Feed  Water  Heater 
A  Feed  Water  Purifier 
A  Condensation  Receiver 
A  Feed  Water  Softener 

Either  Thoroughfare  or  Switch  Valve  Type  of  steam  supply. 
Fitted  with  float  controlled  or  water  seal  overflow  as  may  be 
necessary.  Single  piece  castings,  automatic  raw  water  control, 
double  filtration,  simple  design,  simple  in  operation. 

Bulletin  No.  783  is  descriptive. 

We  carry  stock  on  all  sizes  and  can  make  immediate  shipment 

PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


"IDEAL"  Concrete 
Power  Block 
Machinery 

turns  out  high  grade  building 
units  at  low  cost,  such  as  re- 
quired  by  Contractors  and 
Builders  everywhere  and  for 
every  purpose.  If  you  are  not 
already  equipped  with  "Ideal" 
Machinery  write  us  for  inform- 
ation. 

Ideal  Concrete 
Machinery  Co  ,  Ltd. 

Windsor,  Ont. 
Box  250 


Jjyggfrg,  Solid  Steel  Window  Sash 


The  most  popular  and  extensively  used  Steel  Sash  now  on  the  mirket,  absolutely  fireproof  and  weather  proof. 
The  design  of  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 
tage. 

Maximum  Daylight -No  Maintenance  Cost— Lower  Insurance  Rates. 

STEEL  and  RADIATION,  LIMITED 

Head  Off.ce-Fra.er  Avenue  TORONTO,  Ont. 
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STRONG 
TANKS 

It  takes  a  whole  lot  of  experience 
to  build  a  satisfactory  tank  of 
any  kind. 

That's  the  big  reason  why  our 
tanks  for 

Pulp  and  Paper  Mills 

Chemical  Works 
Oil  Refineries,  Etc. 

have  been  recommended  highly. 

We  have  had  the  necessary  ex- 
perience. We  also  construct  steel 
bridges. 


Let  us  give  you  an  estimate. 


MacKinnon,  Holmes 
&  Company  Limited 

SHERBROOKE,  QUE. 


A  YY  O  New  and  Relaying 
I\/\11jiJ  Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


"Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


^  STONE  CRUSHER 

IS  THE 

"ACME" 


Pat 


The  Machine  of 

QUALITY  and  MERIT. 


Goodwin,  Barsby  &  Co.,  Leicester,  Eng 
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Cawthra  MuLOCK,  President  Gordon  F.  Perry,  General  Manager 

NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks »— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  No  dusting  away,  smooth  sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.    Put  on  a  dressing  of  Fluxphalte  and 

save  repair  bills. 

New  illustrated  booklet  on  request. 


PHAL' 


ARB  OF  TRAI 


UPP 

MLI  OIL  C9  Umtzm 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


WOODEN  PIPE 

Wire  wound  wood  stave  pipe,  2  in.  to  24  in. 
diameter.  Continuous  wood  stave  pipe,  any 
diameter  required. 

Canadian  Pipe  Co.,  Limited 

Established  1904  New  Factory  Erected  1910 

Equipped  with  the  most  up-to-date  mach- 
inery. Every  machine  driven  by  a  separ- 
ate electric  motor.  Satisfaction  Guaran- 
teed 

Office  and  Factory 

550  Pacific  Street     -    VANCOUVER,  B.  C. 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

HELLER  &  BRIGHTLY,  i^&^ttntt 


870" 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

625  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

Preiident  Phone  Main  102 


Pacific  Coast  Pipe  Co.,  Ltd. 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 


1551  Granville  Street 


Vancouver,  B.C. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


the  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 

Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


CAST  IRON  PIPE 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 
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Ever  notice  how  many  DAKE  Swinging 

Engines  are  used  on  big  construction  jobs? 

It's  because  the  contractors  demand  that 
flexibility  of  operation    that  instant  starting, 
stopping  and  reversing  obtained  with  the 
DAKE  Reversing  Air  or 
Steam  Motor.     No  dead 
centers. 

Write  for  our  latest  catalog: 
ofcontractors' hoists,  swing- 
ing: engines,  motor  crabs,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS: 
Montreal  :  Mussens.  Ltd.       Toronto  :  A.  R.  Williams  Machinery  o.,  Ltd. 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


STANDARD  STEEL 


Bpnmi  Channels 

i:bI;:  ,p':0"  construction  co. 


Reinforcing  Ban 

"Self-Sentering" 

Corrugated 
Sheeting 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market 

Office-M  4515-M  4516      Residence— P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand,  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

I  664 

Phones,   Office  North  \  m5      Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  In  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in  the 

Contract  Record 

and  Engineering  Review 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 
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Durability 
Accuracy 

Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnatti 


Los  Angeles 
San  Francisco 


The  Glue  Book 


What  it  Contains:- 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4— Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West  Toronto 


Meialli 


1885   "QUALITY  FIRST"  1916 

It  Has  Paid  Us  and  Will  Pay  You. 

Galvanized    "  EASTLAKE "  Shingles 

have  made— and  will  make— more  money 
for  Canadian  Contractors  than  any  other 
type  of  metal  roofing. 

The  Quality  is  There! 

They  satisfy  your  customer  —  they  sell 
easily  —  they  lay  quickly  —  they  make  a 
good-looking  roof— they  are  fireproof. 

THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  SAFETY  FIRST 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  1  IMF..  AND  RRICK 
Cement- delivered  in  5  barrel  lots,  $1.85  l>er  bbl. ; 
with  bags.  $2.25;  car  lots.  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

l.ime  |WJ  88c,  white  40c  per  100  lbs.,  delivered 
In  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick  $17 ;  buff, 
$17  f  ob.  the  job;  No.  2,  $14;  common  red 
•tock  brick,  $11  to  $14;  grey,  $11  to  $12; 
Wrre-cnt  brick  for  foundation  work,  $S.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand 
lime  brick,  $7.50;  King  Edward  Siding.  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick,  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M. ;  No.  2,  $18.  Sun-Tex  face  brick,  $10 
to  $20  per  M.;  Denison  interlocking  hol- 
low tile.  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52.  buff  $2S,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 
Crushed  stone-2  in.,  $1.20;  1-in.,  $1.25;  H  i"; 
$1.25;   rubble  stone,  in  car  lots,  $1.15  per 
ton   f.o.b.  car. 

Sand— for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel— 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  10  ft., 
$22;  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  1  in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $20  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  by 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto,  $32;  pine  trim  4-in.  casing,  $1.75  per 
100  ft.;  5-in.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25;  4-in.  pine,  window  stool,  $2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14  14  x  16,  $38.00;  10  x  16. 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars— $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3.50;  small  sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3.50  per  100  lbs. ; 
H  in.,  5/16  in.  and  }£  in.,  $3.50  per  100  lbs. ; 
gauge  plates.  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe — Standard  1>rices,  carload  lots, 
f.o.b.  Toronto;  4-in.  $34  per  net  ton;  6-in. 
to  12-in.  $33;  12-in.  up  $32.50,  with  $1  extra 
for  gas  pipe 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.   to  24  in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal. ;  red  lead, 
dry.  $14  per  100  lbs.;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25  1b.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs.;  turpentine,  in  bbls., 
SOc.  per  Imp.   gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.00  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic,  No.  2,  $13; 
buff  (smooth),  $21;  buff  (rough),  $25;  C. 
P.  R.  SOc  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
$10.50;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  &-in.  $1.65;  ys-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.   per  ton,  car  load,  on  cars. 

Gravel— $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles— 3  in.  x  3  in.  and  up,  $3.75;  1  in. 
x  1  in.  x  A  in.,  25c  extra;  Ya,  in.  x  yi,  in. 
x  'A  in.  50c  extra.  Boiler  plates — A  in. 
thick  and  thicker,  $4.25.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$4.50;  under  30  in.  dimensions,  $5.00.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gaugt, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $10.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
•2'A  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.00,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris — $2.35  per  bbl.  Rope— Best  Manilla, 
22J/2C.  basis  per  pound;  British  manilla,  18c. 
basis;  sisal  rope,  15lA c  basis;  lath  yarn  1554 
cents.  Boiled  linseed  oil — in  barrels  89}4c 
per  gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
87c  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel ;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.   1  dry   pressed,   red   and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,   $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
J<-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per   yard,   delivered,  $1.85. 

Crushed  Granite — lyi  and  2-in.,  $2.65;  K  in.  and 
1-in.,  $2.90;    M-m.   and  dust,  $3.20. 
LUMBER   (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
fiat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32 ;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  x  12,  8  x  12,  $39 ;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40 ;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42 ;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5'A-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round    bars,   $2.35   per   100   lbs. ;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,   car   load  lots, 
f.o.b.   Winnipeg,  $38  per  ton. 

(Continued  on  page  54) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  Genera) 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


Tfew  Glasgow.NS. 

and  St  JOHNS,PQ. 


iSe 


wer 


Pipes 


High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 
ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :   St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS — continued. 


(Continued  from  page  52) 
SEW KK  PIPE 
Sewer  Hp»  Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft..  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
lt'i  cents;  0  in  ,  IS.'j  cents;  8  in.,  30  cents; 
»  in.  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  "5  cents;  18  in.,  $1.00;  20  in., 
$150;  M  in..  $2.00. 

SUNDRIES 

Hard  Wall  Plaster  -I'nsanded,  $13  per  ton;  sand- 
ed, $7  50,  delivered  on  job.  Plaster  of  Paris, 
$15  50  per  ton;  Hammer  Brand,  $3.75  per 
bbl..  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
26- lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement— Grey  Portland,  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra ;  fine  white,  $7.50  per  bbl.  of 
300  lbs.;  superfine,  white,  $9.50  per  bbl.; 
white  Portland  cement,  $7.60  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 
Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  btick;  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  al 
warehouse ;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house ;  fire  clay,  $12  per  ton  in  car  lots.  • 

SAND  AND  GRAVEL 
Sand     l!i  H  k   and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel    $1.S5  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 28  gauge,  $7.50  per  100  lbs. 
Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 

$6.05,  5,  9  and  10  ft.  sheets,  $6.80  per  square. 

Black  steel  sheets,  24  gauge,  $5.10  per  100 

lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse : 
4-in.,  12'/2c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.';  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24 -in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime — $14.00  in  car  lots. 

Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis ;  2nd  grade, 
14j4c  basis;  sisal  rope,  12}£c  basis. 

PAINTS  AND  OILS 
Mixed  Paint — Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.90  per  100  lbs. 
Boiled  linseed  oil — In  bbls.,  95c  to  $1  per  gal.  of 
9  lbs. 

Raw  linseed  oil — In  bbls.,  93c  to  98c  per  gal. ;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


See  Our  Fancy  Faced  Brick 
at  the  Exhibition 

Visit  us  at  the.  Exhibition  where  we  will  be  pleased 
to  show  you  our  extensive  variety  of  fancy  faced  brick. 

Our  exhibit  is  located  on  Lansdowne  Ave.,  opposite 
the  Grand  Stand,  near  the  Brantford  Roofing  Co. 

For  mantels,  residence  work  or  wherever  a  handsome 
effect  is  desired  for  exterior  or  interior  work,  you  will 
find  that  the  most  elaborate  ideas  can  be  worked  out 
with  our  faced  brick. 

Remember,  we  are  ready  to  welcome  you  at  the  Exhibition 

ORIENTAL    BRICK  COMPANY 

Plant  and  Head  Office,  143  Royce  Ave.,  TORONTO 

Phone  Junction  5372 
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Concrete  Bonding 
Locker*  for  Clothes 
Iron  Stairway* 


Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 


4 


PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO. 
PITTSBURGH,  PA. 


4 


ATWOOD  *TW00D 
ENGINEERS    FOUNDERS  MACHINISTS 

Represented   by  W.  M.  Campbell.  32  Albany  Ave..  Toronto.  Ont. 


Valves 
Sluice 

Gates 
Fittings 
Flanges 
Castings 
Separators 
Exhaust 

Heads 
Expansion 

Joints 
Pipe  Bends 
Welded 

Work 
Hydraulic 

Piping 


•  I  -,  I  In 


1 


96"  Motor  Operated  Butterfly  Valve. 


We  make  a  specialty  of  designing  and  executing 
complete  piping  contracts.  Estimates  furnished 
on  receipt  of  plans  and  specifications. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundation,  and  prevent- 
ing nut  and  corrosion  on  expoied  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  Is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:— 
Bridgeburg,  Ontario.  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 
Shops:— Bridgeburg.  Ont. 
Built  for  C. P. R.  Montreal   Chicago,  111.  Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 

Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto       -  Canada 


si 


THE    CONTRACT  RECORD 


August  30,  1916 


Civil 

Contractors 

Electrical 
Mechanical 

Directory  of 

Engineers 

Special 
Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

Head  Office  MONTRFAL 
and  Main   Laboratories    WIUW  1 

Branch    Offices    and    Laboratories — 
TORONTO.  WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


STICK  TO  IT 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

CONTRACT  RECORD 
&  Engineering  Review 
TORONTO 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG  CALGARY 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage   Disposal,  Water  Power  Development. 

Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt. 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories: 
McGill  Building,      -  Montreal 
Branches : 

Toronto         Vancouver         London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904-905  62  Esplanade  E.,  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


D  ATE  HIT  C     secured  or  our 

rft  I  tR  I  O        FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts.     Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys         Ottawa,  Canada 


ANGLINS 

**  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


.  WILDIMG  WORK. 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 

— i     — l 


Crushed 
Stone 

BRICK 


Cut 

Stone 

SAND 

T.  A.  Morrison  &  Co.,  ^SntrTal* 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton. 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing  and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 
Represented  at  New  York,  Pittsburgh  and 
Chicago ;  Glasgow  and  London,  Eng. 
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Illustration  shows  operator  welding  the  corners  on  a  series  of 
sleel  truck  frames,  using  the  Prest-O- Lite  Process. 


Welding  Speeds 
Up  Production 

By  welding  the  corners  on  the  frames  of  a  series 
of  trucks,  a  number  of  welds  are  made  without  mov- 
ing the  welding  outfit.  When  this  pile  is  com- 
pleted, the  apparatus  is  quickly  and  easily  moved 
to  another  pile  similarly  arranged. 

This  is  a  typical  example  of  how  oxy-acetylene 
welding  is  simplifying  and  lowering  costs  in  manu- 
facturing operations.  Better  than  complicated  and 
expensive  riveting  and  threading.  Hundreds  of  other 
routine  manufacturing  operations  are  handled  better 
and  at  lower  cost  by  oxy-acetylene  welding. 

You  secure  all  the  advantages  of  welding  in  the 
simplest,  most  efficient  and  most  economical  form 
by  adopting  the 


Employs  both  gases  (acetylene  and  oxygen)  in  portable 
cylinders.  Prest-O-Lite  Dissolved  Acetylene  (ready- 
made  carbide  gas)  is  backed  by  Prest-O-Lite  Service, 
which  provides  dry,  purified  gas,  insuring  better  welds, 
quicker  work,  and  lower  cost,  and  also  avoids  the  large 
initial  outlay  and  heavy  depreciation  incurred  in  mak 
ing  crude  acetylene  in  a  carbide  generator. 

The  necessary  equipment  is  not  expensive.  We  furnish  high- 
grade  welding  apparatus  for  $75,  acetylene  service  at  addi- 
tional cost.  Also  adaptable  for  oxy-acetylene  cutting  by  the 
addition  of  a  special  cutting  blow-pipe.  Thorough  instructions 
are  furnished  free  to  every  user  of  Prest-O- Lite  Dissolved  Acety- 
lene—any average  workman  who  understands  metals  can  learn 
the  process  quickly  and  easily. 

The  Prest-O-Lite  literature  is  thoroughly  illus- 
trated, and  is  full  of  helpful  suggestions  to  pro- 
gressive manufacturers,  designing  and  production 
engineers.    Ask  for  it. 

The  Prest-O-Lite  Co.,  Inc.,  Dept.  e 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 
Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

Factory  Branch  -  WINNIPEG.  Man. 
53  Branches  and  Charging  Plants 
Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA. 


ELEVATED 


STEEL  TANKS 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     "         100  feet  to  top 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  IS 
sent  upon  request. 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto.  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 
Main  Structural  Shop:  180  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Torn  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614  1615  i«l« 
Private  exchange  connecting  all  departments 
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Canadian  Steel 
Plate  Blowers 

Built  to  order  and  to  stand  high  press- 
ures. Housing  made  of  heavy  gauge 
steel  plate,  riveted  and  bolted  to  stay. 
Every  point  where  the  strain  comes 
reinforced  by  a  strong  angle  iron 
frame. 

Every  blast  wheel  is  put  to  the  sever- 
est tests  to  insure  perfect  balance, 
smooth  running,  strength  and  safety. 
"Canadian"  Pressure  Blowers  run 
without  noise,  require  less  space  and 
always  maintain  their  original  effic- 
iency. Yon  can't  truthfully  say  that 
about  positive  blowers. 

State  work  and  we  will  advise  what  a 
direct  -  connected  "Canadian"  unit 
will  cost  to  buy  and  operate. 

Send  for  Catalog  No.  182-12 

Canadian  Blower  and  Forge  Co. 

Limited 

Berlin       -  Ontario 

Manufacturers :  — Forges,  Blowers,  Heating  and  Ventilating 
and  Drying  Apparatus. 

Branch  Offices  in  all  Principal  Cities 


Turbovane  Fan 

The  Sturtevant  Turbovane  Fan 
is  the  latest  thing  for  Forced 
Draft  Work. 

It  is  adapted  for  the  range  of 
pressures  usually  present  in 
underfeed  stoker  installations. 

Furthermore  this  fan  is  designed 
to  run  at  the  economical  speed  of 
Sturtevant  Turbines.  For  this 
reason  the  unit  is  an  absolute 
unique  proposition  for  forced 
draft — It  is  a  combination  that  no 
other  manufacturer  builds. 

We    can    send    you    a    list  of 
prominent  users. 

Ask  for  full  information 
or  would  you  like  our 
engineer  to  call? 

B.  F.  Sturtevant  Company 

of  Canada,  Limited 

Gait,  Ont. 

Montreal  Toronto  Winnipeg  Vancouver 

Selling  Agents  for  Sanford  Riley  Stoker  Co.,  "The  Riley  Stoker." 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


VALVE- HYDRANT  MANUFACTURERS 

WALKERVILLE, ONT. 


BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 


British  &   Foreign   Building   Stones,         John  Watson 


Pub- 


lished in  19ll  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cenis. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1916 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
22.3  pages,  illustrated;  price  $2.00. 

Construction  of  Masonry   Dams,   by  Chestei    W.  Smith  Pub 

lished  in  1915  by  McGraw-Hill  Book  Company.  270  pages, 
illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

Handbook  for  Highway  Engineers,  by  Wilson  G.  Harger  and 
Edmund  A.  Bonney.  Second  Edition  just  published  by 
McGraw-Hill   Book   Company.     609  pages.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.     480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in   1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4. (JO. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

Practical    Mathematics   for   the    Engineer    and    Electrician,  by 

Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914:     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by- 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  52  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated      Price  $5.00 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Flinn,  Robert  Spun 

Weston  and   Clinton   Lathrop   Bogert.  Just   published  by 

McGraw-Hill  Book  Company.  S24  pages,  illustrated. 
Price  $6.00. 
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"Follow  the  LEADERS" 

Buy 

"DOMINION"  WIRE  ROPE 

which  the  largest  Contractors  are  using 
and  getting  the  Best  Results  from 

STOCKS   CARRIED    AT    ST.  CATHARINES 

The  DOMINION  WIRE  ROPE  CO.,  Limited,  MONTREAL 


The  Reason  We  Have  Supplied  the 

Majority  of  the  Equipment 

on  the 

WELLAND  CANAL 

is  that  We  Carry  the  Best  and 

MOST  EFFICIENT 


"  Industrial  Works"  Locomotive  Cranes 

Steam,  Electric  and  Gasoline 

"  MARION "  Drag  Line  Machines, 
Steam  Shovels  and  R  R.  Ditchers 


Ransome 
Concrete 
Mixers 


77 


Branch 


St.  Catharines,  Ont. 


Head  Office: 

MONTREAL 


Vol.  30  Toronto,  September  6,  1916  No.  36 


A  SQUARE  DEAL 

The  policy  of  the  Dominion  Rubber  System  is  to 
provide  every  need  in  Rubber  Goods,  and  to  give  a 
square  deal  to  every  buyer  no  matter  how  small  the 
purchase  may  be.     That  means— 

A  Square  Deal  in  Values 
as  Well  as  Qualities 

Whether  the  purchase  be  a  Rubber  Nipple  for  the 
baby's  bottle,  a  Rubber  Shoe,  a  "Nobby"  Tread  Tire, 
or  Rubber  Hose  for  Contractors,  we  insist  that  the 
goods  must  be  absolutely  satisfactory. 

No  matter  what  the  need  in  rubber  may  be,  write 
to  our  nearest  Branch  or  direct  to  the  Head  Office. 

Canadian  Consolidated  Rubber  Co.,  Limited 

Executive  office:  Montreal,  P.  Q. 

28  "Service  "  Branches  Throughout  Canada 
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THE  DOMINION  ROAD  MACHINERY  CO.,  Ltd. 


Manufacturers  of  CHAMPION  MACHINERY 


Road  Graders 
Road  Levellers 
Road  Drags 
Road  Rollers 

Street  Sprinklers  . 
Street  Sweepers 
and  Cleaners 

Rock  Crushers 
Elevators 
Screens 
Bins 

Dump  and  Spreading 
Wagons 

Contractors'  Plows 

Street  Cleaners'  Hand 
Carts 


Champion  One-Horse  Street  Sweeper 

WRITE   OUR    NEAREST  BRANCH 

118  Mollis  Street.  Halifax,  N.S.  10237  109th  Street,  Edmonton,  Alta. 

518  Power  Building.  Montreal,  Que.  609-613  Bank  of  Ottawa  Building,  Vancouver,  B.C 

si}  ]>alhousie  Street,  Ouebec,  Oue.  ....  „,  T  „  ....  .     '      ,  ' 

Cor.  8th  Ave.  and  3rd  "Street  West,  Calgary,  Alta.  ihi  Mcltuyre  Building,  Winnipeg,  Man. 


Factory  and  Head  Office- 


GODERICH,  ONTARIO 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT — 

2 — 6  x  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6l/2  x  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
i — 5  x  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  y2  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6]/2  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line — We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD,  Welland,  Ont. 


H.E.  PLANT  1790  9t.  James  Street,  Montreal,  Que. 

E.  LEONARD  &  SON8  St.  John,  N.  B. 


-Agents— 


ROBT.  HAMILTON  &  CO  >  Vancouver.  B.C. 

KELLY-POWELL,  LTD  McArthur  Bid*.  Winnipeg,  Man. 
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Sewer  Pipe  and  Sewer  Block 

for  Storm  and  Sanitary  Sewers. 

EFFICIENCY  and  PERMANENCE 

are  best  secured  by  the  use  of 
Most  Easily  Tested         VITRIFIED  CLAY        No  Deception  Possible 


Left  cut  shows  "MIMICO"  Segment  Block  being  used  in  36  inch  sewer  in  a  20  foot  cut.    This  is  a  splendid  piece 
of  construction  and  is  now  nearing  completion  on  Lake  Shore  Road,  Mimico.    Right  cut  shows  a  small  section 
of  sewer  built  from  same  block  and  covered  with  only  six  inches  of  cinders. 

BUILT  FOR  STRENGTH  —  AND  IT  HAS  STRENGTH 
Write  for  information  and  prices  to 

The  Ontario  Sewer  Pipe  Co.,  Ltd.,  Mimico,  Ont. 
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To  Secure 
ECONOMY  and  DURABILITY 


Construct  Your 


SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

''Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-ln.  pipe 
In  a  trench  ready  for  filling. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

A      ^  ^___'t,T  _      ___„-011_^i  Lachine  Water  Worksi 

Any  capacity  or  pressure  Three  roiiiior  eB)i0Ds,  eighty  pound*  don>*»»;«-.  i6oib«.  f.-, 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,    Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating.  Steam   Turbines.   Tanks,   Water   Whaels,  Water 

Works  Plants. 
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Mill  Construction  Buildings 

British 

Columbia 

Douglas  Fir 

in  a 

Mill 
Construction 
Building 

Being 
Erected  in 
Toronto 

MILL  CONSTRUCTION'  FOR  100  YEARS  HAS  BEEN  A  STANDARD  TYPE  OF  BUILDING  FOR  FAC- 
TORIES, MILLS,  WAREHOUSES  AND  STORES.  IT  IS  DESERVING  OF  CAREFUL  CONSIDERATION 
BY  EVERY  PROSPECTIVE  BUILDER  OF  SUC  H  STRUCTURES.  THE  ADVANTAGES  OF  THE  MILL 
CONSTRUCTION  TYPE  OF  BUILDING  ARE:— 

1.  A  saving  of  from  10  to  35  per  cent,  in  initial  cost. 

2.  Reduction  in  insurance  rates.  (With  sprinkler  system  the  rate  on  mill  construction  buildings  is  less  than  that 
for  fireproof  types  of  buildings  unsprinklered,  and  hut  slightly  greater  than  the  rate  for  sprinklered  fireproof 
buildings). 

:i.     Permits  alterations  and  additions  to  be  easily  and  cheaply  made. 

4.  It  is  specially  adapted  for  structures  for  temporary  use.  Where  the  future  development  of  any  portion  of  a  city 
cannot  be  accurately  forecasted,  making  the  selection  of  a  type  of  building  for  permanent  use  difficult,  the  adop- 
tion of  the  mill  construction  type  is  indicated.  Also- where  it  is  necessary  to  obtain  an  immediate  revenue  and 
conditions  do  not  justify  the  erection  of  a  permanent  structure,  the  mill  construction  building  will  best  answer, 
the  purpose. 

5.  Sanitary  and  healthful. 

(I.    Saving  of  time.    Of  all  types  of  buildings,  the  mill  construction  type  is  the  most  speedily  erected. 

British  Columbia  Douglas  Fir  the  Best  Wood 
for  Heavy  Timber  Mill  Construction 

British  Columbia  Douglas  Fir  is  the  strongest  wood  in  the  world  available  in  abundance  and  in  all  sizes,  for 
posts,  beams,  girders,  and  slab  floors.  It  increases  in  strength  with  seasoning  to  a  remarkable  degree.  It  is  very 
free  from  sap,  does  not  twist,  and  is  easy  to  work. 

The  superiority  of  British  Columbia  Douglas  Fir  over  other  woods  for  mill  construction,  is  recognized  by  the 
leading  engineers  and  architects  throughout  Canada.  British  Columbia  Douglas  Fir  is  obtainable  in  every  part  of 
Canada  at  favorable  prices. 

For  further  information   regarding  British  Columbia  woods  for  use  in  mill  construction  buildings,  address  the 

B.  C.  LUMBER  COMMISSIONER,  Excelsior  Life  Building,  Toronto 
or  the  CHIEF  FORESTER,  Victoria,  B.  C. 


BRITISH  COLUMBIA  HAS  A  WOOD  FOR  EVERY  USE 
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Air  Compititou 

I  *n  lngcisvll-  Kind  Co  .  Ltd. 
Plan  lion  Works 


Aluminium 

$|  iclmann   Agencici  Regd 


Air  Hoists 

Northern   Ciane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclnlyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd..  B.  F 


Baikal 

Beatty  Sc  Sons,,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougal!  Caledonian  Iron  Wks. 

Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brick  Dryers 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co..  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan   &  Company,  John 


Brick  Machinery  and  Supplies 

Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoine*  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Paper* 
Bird  &  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 


Cable  Terminals 

Standard  Underground  Cable  Co. 
of   Canada,  Limited. 


Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.  Lumber  Commissioner 

Cement  Waterproofing 
Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Itritnell  &  Company 
Rogers  Supply  Company 


Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 


Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal   Handling  Apparatus 

Beatty  &  Sons,  M. 

Cold    Storage  Insulation 

Armstrong  Cork  Company 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 

Blair,  B. 

Dominion   Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian  Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster.  W.  L. 

Contractors'  Plant  A  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Dominion  Road  Machinery  Co. 
Goodwin,   Barsby   &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Barsby  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Core  Drills 

Can.  Ingersoll-Rand  Co..  Ltd. 


Corrugated  Iron 

c  Roo 
Peopl 


Metallic  Roofing  Company 
Pedlar  People  Limited 


Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 


Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn.  Limited 
National  Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 

Dump  Cars,  Lheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 


Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 
Carey 


Mfg.  Co.,  Philip 


Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario   Wind   Engine   &  Pump 
Company 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American    Enamelled    Brick  & 
Tile  Company 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W 
R-  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 

Canadian  Blower  and  Foi  ge  Co. 
Sheldons  Limited 


Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  K. 

Feed  Water  Heaters 
Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils.  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co 
(Continued  on  page  8) 
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KNOX  COLLEGE,  TORONTO 


Credit  Valley 
Gray  Sandstone 


The  illustration  shows  new 
Knox  College,  which  is  gen- 
erally acknowledged  to  be 
one  of  the  most  attractive 
buildings  in  Canada.  The 
Credit  Valley  Gray  Sandstone 
which  we  supplied  contribut- 
ed largely  to  the  beauty  of 
this  building. 


The  important  buildings  of  Credit 
Valley  Gray  Sandstone  include : 

Sir  Henry  Pellatt's  Castle 

Knox  College 

Toronto  Technical  School 

Rosedale  Congregational  Church 

Bishop  Strachan  School 

St.  Paul's  Cathedral 

Yonge  Street  Methodist  Church 

R.  D.  Fairbairn's  Residence, 

Heath  and  Warren  Rd. 
and  Others. 


F.  ROGERS  &  CO. 

1193  Queen  St.  West,  TORONTO 
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Fire  BmsMI 

I 'mini  Wiie  St  Iron  Work*  Co. 
Manitoba  Budge  &  Iron  Works 
Mcdegot   &  Mclntyie 

Flag  Pole* 

Ununo   Wind   Engine  &  rump 
L  onipany. 

Flooring  Uitciuli 

ArmtUOng  Cork  Company 

Fuel  Economizers 

Stur  levant  Co.  of  Can.,  I. id..  II.  F. 

Furnaces 

Milan  Mfg    I  onipany,  Jas. 

Forge* 

Canadian  Klowrr  and  Koige  C  o. 
Sheldon*  Limited 

Qm  Engines 

Coold.  Miaplcy  &  Muir  Co. 

Gasoline  Engines 

Homing  llydiaulic  &  Engineering 

(.onipany 
Canadian  Fairbanks- Morse  Co. 
Good,  Miaplcy  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario   Wind   Engine  &  Pump 

C  onipany. 

Glas* 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governor* 

Boving  Hydraulic  &  Engineering 

Company, 

Hammer  Drills 

Canadian  Ingeisoll  Kand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Mneldons  Limited 

Slurtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


Hi.  Ii  Duty  Pumping  Engines 

Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Heatiy  &  Sons,  M. 
Canadian    I ngci soil-Rand  Co. 
Gillis  &  Geoghcgan 
Cioold,  Shaplcy  &  Muir  Co. 
London  Concrete  Machinery  Co. 

Marsh  &  llenlhoin 

Mussens  Limited 

National    Equipment  Company 

Northern  Crane  Works 

Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  it  >ons,  M. 
Hopkins  &  Company.  F.  H. 
Marsh  &  llcntliorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gai  tshore-Tliompson  Pipe  Co. 
Kerr  Engine  Company 
McAvily  &  Sons,  T. 

Inspection  Engineers 

Canadian   Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  add  Doors 
Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 

Northern   Crane  Works 

Kilns 

Canadian  Blower  and  Forge  Co. 

Slieldons  Limited. 

Stui  tevant  Co.  of  Can.,  Ltd.,  II.  F. 

Lead  Pencils 

American   Lead   Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 

Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Meter  Boxes 

Ford  Meter  Box  Company 


Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian   Dolarway  Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


LONDON  Batch  Mixers 

London  Batch  Mixers  cost  less  because  they  will  run  for 
years  without  repairs,  or  break-downs.  They  produce  more  Con- 
crete, they  make  better  concrete  and  do  it  in  less  time.  These 
features  mean  clear  profits  to  the  Contractor  instead  of  loss. 

Every  Mixer  Sold  Sellg  Ten  More.     Nearly  2000  Now  in  Use. 


Made  in  all  sizes  from  l{  yd.  to  2  }4  yd.  Batch.    Get  prices  now  before 

starting  on  the  next  job. 


London  Batch  Mixer 

LONDON  BULL  DOG  BATCH  MIXER 

A  Small  Batch  Mixer  for  Small  Contract  Work. 

6  cu.  ft.  Batch,  50  cu.  yds.  per  day.  Can  be  operated  with 
less  men  than  any  other  Mixer.  Pays  for  itself  in  15 
days'  use.  Every  contractor  with  small  jobs 
should  own  a  Bull  Dog  Batch  Mixer.    Send  for 

Catalogue  No.  1  B. 

We  make  23  different  sizes  and  styles  of  Concrete  Mixers  also 
a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 

London  Concrete  Machinery  Co.,  Limited, 

Branches  and  Agencies  in  every  large  city  in  Canada. 


London  Bull  Dog  Batch  Mixer. 


London,  Ont. 


WORLD'S  LARGEST  MANUFACTURERS  OF  CONCRETE  MACHINERY  AND  CEMENT  WORKING  TOOLS- 

Do  Not  Fail  to  See  Our  Exhibit  at  the  Western  Fair,  London 
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QUALITY  SERVICE 

STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE     Is  to  add  Strength. 

STEEL   BARS    Are  used  in  Concrete  to  Reinforce. 

D  E  M  A  N  D—    Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK     Your   work   on   reinforcing-  bars  rolled    from  material 

of  questionable  quality. 

FAVOR     US    With  an  opportunity  to  quote  on   your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 

4 

THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 


HAMILTON       TORONTO       MONTREAL  WINNIPEG 
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Ptpa  and  Boiler  Coverings 
Dominion  Taint  WorCa 

Painti  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Patrraoo  Mfg.  Company 
Spielmann  Agenciea  (Rgd.) 

Pcncili  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metala 

Canada  Wire  A  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beattv  &  Sona.  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkina  4  Company,  F.  H. 
Marah  &  Hentborn.  Limited 

Pipe  Fitting!  and  Flanges 

PittaburgTi    Valve.    Foundry  4 
Conatruction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armatrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mtg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldona  Limited 

Sturtevant  Co.  of  Can..  Ltd..  B.  F. 

Plaiter 

Albert  Mfg.  Company 
Britnell  &  Company 
Iona  Gypsum  Company 

Plug  Driller! 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Roving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumpa  and  Pumping  Machinery 
American  Well  Works 
ileatty  &  Sona,  M. 
Moving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook.  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  at  Steel 
Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 
Dominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 


Roofing  Material 
Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 


Rubber  Goods 

Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 


Safes  and  Vaults 

Can.  Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 


Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.  C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins'  &  Company,  F.  H. 


Spruce 

B.   C.   Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 

Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co 
McAvity  &  Sons.  T. 
Pittsburgh  Valve.  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 


Build  the  Maintenance  INTO  the  Road 

A  Concrete  Base — Surfaced  with  "Dolarway" 


When  you  consider  a  thoroughfare  that  is  suitable 
in  every  way  for  every  locality — think  of  "Dolar- 
way." The  initial  cost  of  laying  is  low;  the  main- 
tenance cost  is  low — a  combination  that  will  appeal 
to  every  Tax  Payer. 


A  "Dolarway"  pavement  is  equal  in  every  way  to 
Asphalt  pavement — the  only  difference,  that  of 
price.  Noiseless,  Dustless,  Waterproof.  Easy  to 
apply,  Easy  to  Maintain  and  Permanent  just  as 
long  as  "Dolarway"  surfacing  is  KEPT  ON. 


Inexpensive  First  Cost 


For  further  particulars  write  to 


Inexpensive  Maintenance 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 


dwich  St.  West. 
OR,  ONTARIO 
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When  Quick  Shipment  Counts  I 

Steel  Reinforcing  Bars  for  CAMP  BORDEN 
were  required  immediately.  On  account  of  their 
facilities  for  prompt  service,  orders  were  placed  with 

Burlington  Steel  Co. 

Hamilton,  Ontario 


Limited 


Rounds, 


Squares,    Twisted    Squares,  Angles, 

Bars  Bent  to  Shape 


Flats 


for  Stirrups,  Beams,  Etc. 


Macadam  Roads 


must  be  built 
of  a 

Tough 
%  Stone 

that 
will  cement 


WE  HAVE  IT 

Cjl*     .        -     ..    ..  ,  1  — — — — 

The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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The  problem  of  handling  gritty  water  is  solved 

by  using 

Cameron  Removable 
Bushing  Pumps 


This  bushing  can  be  turned  in  the  pump  so  that 
the  wear  can  be  distributed  over  every  portion  of 
its  surface. 

Simple  and  reliable,  it  has  proved  its  economy  in 
hundreds  of  installations. 

Bulletin  104  will  tell  all  about  it. 


Canadian  Ingersoll-Rand  Company,  Limited 

Commercial  Union  Bldg.,  Montreal,  Canada 

Works— Sherbrooke,  Que. 
Sydney        Toronto        Cobalt        Timmins        Winnipeg        Nelson  Vancouver 
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Fancy 
Faced 
Brick 

Our  concrete  bricks  have  a  rus- 
tic finish  that  is  absolutely  water- 
proof. It  is  obtained  by  a  patent 
process  which  produces  perfect 
crystalization.  Can  be  had  in  any 
color  or  combination  of  colors. 
For  mantels,  churches,  residences  or 
decorative  work  our  brick  is  ideal. 
Cost  no  more  than  ordinary  brick 
but  much  more  effective. 

GET  OUR  LITERATURE 

ORIENTAL  BRICK  CO. 

Plant  and  Head  Office: 


143  Royce  Ave., 


TORONTO 


Phone  Junction  5372 


CARE.Y 


xPArJsiorJ 
JOINT 

Makes  a  Self-Acting  Street 

See  those  dark  lines  on  the  concrete  street 
illustrated  above?  They  are  ELASTITE 
Sandwich  Joints. 

When  the  weather  is  cold  the  concrete  con- 
tracts. The  union  between  the  concrete  and 
.  the  felted  surface  of  the  ELASTITE  is  so  per- 
fect that  tire  ELASTITE  stretches— and  keeps 
the  crack  tilled  with  impervious  asphalt  com- 
pound. 

In  warm  weather  the  pressure  of  the  concrete 
compresses  the  ELASTITE  which  acts  as  a 
cushion  and  absolutely  prevents  the  unit  slabs 
from  buckling. 

Write  for  the  Evidence  and  for  Free  Sample. 

Address  Elastite  Dept. 

THE   PHILIP   CAREY  COMPANY 

TORONTO  MONTREAL 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping- 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


FOR  SALE 


1  Portable  Air  Compressor, 
Gasoline  Driven,  150  ft. 

Capacity,  Complete 
with  Tank. 

2  Granite    Block  Cutting 
Machines. 
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Stcira  En^inei 

Stuitev»nt  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wki 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel 

Hopkins  &  Company.  F.  II. 
Steel  Company  of  Can.  Ltd. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Pipe 
Can.  Chicago  Bridge  &  Iron  Wks. 

Steel    Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Steel  &  Radiation  Limited 

Stone 

Britnell  &  Company 
Hagersvitle  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sackville   Freestone  Company 

Stone  Working  Machinery 
Pollard  Mfg.  Company 

Structural  Iron  and  Steel 
Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 

Standard  Steel  Construction  Co. 
Structural  Steel  Company 


Surveyors'  Instruments 
Heller  ft  Brightly 

Swinging  Gears 

DaKC  Engine  Company 

Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  llcnthorn 
McOougall  Caledonian  Iron  Wks. 
Mackinnon,   Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsbut gh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Gcoghcgan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 


Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 


Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 
Stui  tevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 


Welding  and   Cutting  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 


Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 


Wheelbarrows 

Meaford  Wheelbarrow  Co. 


Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 


Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 


Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood   Pipe  &  Tank 
Company 


Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank 

Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  pure  carbon,  and  is  therefore  unaffected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  B-H  Graphite  Paint  being  made  from  pure  Graphite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  painting  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


I 


Montreal 


BRAN  D  RAM  - 14  EN  D  E  R  S  O  N 
mmmammmmmmmmmmmm^mmmmmmi^^mm  *  JL  wmmammmmmmmmmmmmmmmmmmm  limited 

treat  Halifax  St.  John  Toronto  Winnipeg 


2 
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c^SHED  STq^ 

Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


The  Hot  Spots  In  Your  Plant  Mean  Wasted  Money 


Part  of  the  heat — usually  a  large  part — generated  in  furnaces, 
ovens,  or  hoilers  is  conducted  through  the  walls,  arches,  and  doors 
and  radiated  into  the  surrounding  air.  This  heat  represents  fuel 
being  needlessly  burned — a  direct  waste  of  money.  It  does  no  useful 
work,  and  actually  does  harm  by  increasing  the  temperature  of  the 
air,  thus  reducing  the  efficiency  of  the  employees. 

Now,  in  order  to  cut  down  this  heat  waste  it  is  necessary  to 
incorporate  some  material  in  the  walls,  arches,  and  doors  that  is  a 
much  better  nonconductor  of  heat  than  either  common  brick  or  lire 
brick. 


brick.  - 

onpareil   Insulating  Brick 

uited  for  this  purpose.  They  only  conduct  one-tenth  as  much  heat  as  fire  brie 
pounds  each,  yet  will  support  loads  up  to  140  pounds  per  square  inch.    They  are 


are  especially  well  suited  for  this  purpose.  They  only  conduct  one-tenth  as  much  heat  as  fire  brick  or  common 
brick,  weigh  but  I  '/2  pounds  each,  yet  will  support  loads  up  to  140  pounds  per  square  inch.  They  are  handled,  laid, 
and  bonded  the  same  way  as  ordinary  brick,  making  the  insulation  an  integral  part  of  the  structure. 

Keduced  fuel  bills,  increased  efficiency,  and  more  comfortable  working  conditions  are  obtained  by  using  Non- 
pareil Insulating  Brick  for 

Ovens  Gas  Producers  Kilns 

Furnaces  Regenerators  Stacks 

Boiler  Settings  Recuperators  Drying  Rooms 

Hot  Blast  and  Waste  Mains 

SEND  FOR  THESE  BOOKS 

If  you  are  interested  in  reducing  the  loss  of  heat  from  furnaces  and  ovens,  send  for  "Good  Furnaces  Made  Bet- 
ter." If  you  want  to  generate  steam  more  cheaply,  ask  for  "Saving  Fuel."  Either  or  both  will  be  sent  free  on 
request. 

A  sample  brick  also  if  you  wish  it. 

Armstrong  Cork  &  Insulation  Co.,  Ltd.,  505  McGiii  Building,  Montreal,  Que. 
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ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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IIDIIIIIIIIIIIillllli™ 

An  Important  Advantage  of  the  G  &  G  Telescopic  Hoist  Model  A 

The  Patented  Gear  Shifting  Device 

GEARS  are  automatically  thrown  out  of  mesh  whenever  the  brake  lever 
is  used  to  lower  load.  Empty  cans  are  rapidly  lowered  because  no- 
thing moves  but  cable  drum.  The  hoisting  handle  does  not  revolve 
when  brake  is  used.  This  is  but  one  of  the  numerous  superior  features  asso- 
ciated only  with  the  G  &  G  Telescopic  Hoist. 


"Made  in  Canada" 


"Made  in  Canada" 


'merit 


Model  A  Hoist  in  operation. 
After  load  is  raised  to  proper 
point,  hoisting  head  revolves  on 
ball-bearings  and  can  is  deposit- 
ed on  sidewalk  without  lifting. 


Model  A  Hoist  illustrated  raises  load  at  speed  of  30  feet  per  minute.  It  is 
operated  from  grade,  insuring  fullest  protection  for  both  public  and  operator 
against  injury  due  to  open  hatch. 

Every  hoist  is  subjected  to  thorough  working  test  before  shipment,  and  is 
compact  in  construction,  easily  installed  because  shipped  completely  assembled. 
No  pit  is  required — heel  of  hoist  rests  on  basement  floor. 

Write  for  Booklet  "A." 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


BLACK  BUILDING  SUPPLY 
CO.,  LTD.,  TORONTO. 
Agents  for  Ontario 


WM.  N.  O'NEIL  CO.,  LTD., 
VANCOUVER, 
Agents  for  British  Columbia 


B.  &  S.  II.  THOMPSON  &  CO., 
LTD.,  MONTREAL, 
Agents  for  Quebec 


W.  T.  C.ROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 


IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII^ 


Building  Alterations 

Make  Them  Now! 

Don't  be  a  party  to  trade  stagnation.  If  you  have 
contemplated  building  alterations  or  additions,  carry 
them  through.  Patriotism  and  business  demand  that 
you  "Do  your  bit"  to  keep  things  moving  in  the 
building  trade. 

Don't  overlook  "Luxfer"  Prisms  in  any  building 
you  may  do.     They  put  daylight  where  you  want  it. 

Ask  us  about  daylighting  dark  interiors. 

Luxfer  Prism  Company,  Limited 

100  King  Street  West,  TORONTO 
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Mkgg^  Solid  Steel  Window  Sash 


1  he  most  popular  and  extensively  used  Steel  Sash  now  on  the  market,  absolutely  fireproof  and  weather  proof. 
I  he  design  of  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 


tage. 


Maximum  Daylight— No  Maintenance  Cost— Lower  Insurance  Rates. 


STEEL  and  RADIATION,  LIMITED 

Head  Office    Fraser  Avenue  TORONTO,  Ont. 


Water  Supply 

from 
Deep  Wells 

is  obtained  at  a 
minimum  cost  by 
use  of  our  deep 
well  pumps. 

Write  for  Bulletin  26 
explaining  the  use  of 
Cook's  Patent  Brass 
Tube  Well  Strainer. 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


WINDOW 

GUARDS 

Wc  make  every  style  and  size,  for  stores, 
residences,  factories,  munitions  plants,  banks, 
etc.,  at  Canada's  leading  wire  works,  special- 
izing in  machinery  guards,  wire  signs,  and 
partitions.  We  lead  for  ornamental  iron  and 
bronze  work  of  every  description,  and  we 
want  to  send  you  some  illustrated  literature 
that  will  prove  it.  Will  you  ask  us  for  it — 
to-day? 

Dennis  Wire  &  Iron  Works  Co. 


LONDON,  ONT. 


Limited 


DENNIS  ::  LONDON 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the  "  Keith '*  Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 
Fan  World.      Write  for  our  New  Catalogue  No  55 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY.  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO.,  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


WILSON  SCALES 


ARE 


GOOD  SCALES 

We  manufacture  all  styles.  —  Write  us  for  prices. 

C.  Wilson  &  Son 

71  Esplanade  St.  East  TORONTO 
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PIATT  IRON  WORKS'  -  DAYTON,  OHIO. 


Centrifugal  Pumps 


for  High  Lift 


Figure  2249.    7-inch  Five-Stage  Piatt  High  Lift  Centrifugal  Pump 
Can  be  direct  connected  to  an  electric  motor,  as  shown,  or  to  a  steam  turbine 


Single  rotating  element.  Automatic 
balancing  pistons.  Removable  composition 
wearing  rings.  Semi-flexible  couplings. 
Bed  Plate  provided  beneath  pump  and 
motive  power.  Low  center  gravity.  In- 
terchangeable parts. 

Full  guarantee  for  each  pump.  Every 
pump  given  running  test  before  shipment 
under  approximate  operating  conditions. 


Simplicity 
Compactness 

Economy 
Accessibility 

Reliability 


Split  casing,  two  parts  only,  allowing 
removal  of  rotating  element. 

No  disturbing  of  connecting  pipe  flanges. 

Heavily  babbitted  ring  oiling  bearings. 

Stuffing  box  seDarate  from  bearing,  water 
sealed  on  suction  side. 

Cast  iron  casing,  bronze  impellers,  steel 
shaft  with  bronze  covers. 


Piatt  Double  Suction 
Centrifugal  Pumps 

Split  case  features  insure  accessibility.  Their  rugged 
construction  guarantees  efficient  and  continuous  service 
whether  installed  where  every  facility  is  at  hand,  or  in 
the  most  isolated  parts  of  the  world. 

Bulletin  No.  762  fully  describes  them. 

Smith- Vaile 
Yoke  Type  Boiler  Feed  Pumps 

Provided  with  removable  and  interchangeable  water 
cylinder  linings  and  adjustable  packed  water  pistons, 
petmitting  compensation  for  wear. 

Bulletin  No.  780  will  interest  every  engineer. 

Smith-Vaile 
General  Service  Pump 

Well  designed  in  all  points  that  contribute  to  effici- 
ency, durability  and  satisfactory  operation.  Strength 
and  quality  of  metal,  direct  water  passages  insuring  air 
pocket  freedom,  accessibility,  liberal  valve  area  and  few 
working  parts. 

Bulletin  No.  7K0  covers  the  complete  line. 

Stilwell  Feed  Water  Heaters 

Class  "O"  Type 

Either  Thoroughfare  or  Switch  Valve  Type.  Fitted 
with  float  controlled  or  water  seal  overflow  as  may  be 
necessary.  Single  piece  castings,  special  design  for  raw 
water  control,  perfect  filtration,  make  them  pre-eminent. 

Bulletin  No.  783  is  descriptive. 


Victor-Francis  High  and  Low 
Head  Water  Wheels 

The  epoch-making  installation  of  Victor  Francis  equip- 
ment to  produce  50,000  horse  power  at  Cohoes,  N.  Y., 
indicates  the  high  efficiency  that  can  be  obtained  with 
well  designed  and  carefully  built  1*1  att  products. 

Bulletins  Nos.  619  and  710  describe  the  line. 

Smith-Vaile  Compound 
Duplex  Pumping  Engines 

Economical  steam  construction  by  multiple  expansion. 
Undeveloped  energy  of  steam  after  the  completion  of  the 
stroke  in  initial  cylinders  is  conserved  and  employed  in 
expansion  cylinders.   A  saving  of  from  25  to  35  per  cent. 

Bulletin  No.  780  gives  details. 

Smith-Vaile  Triplex  Pumps 

Belt  Drive    Chain  Drive    Direct  Geared 

Four  bearings  insure  reliability  for  day-by-day  service 
in  a  practically  unlimited  range  of  application.  May  be 
belt  driven  from  any  available  source  of  power,  or  direct 
connected  by  coupling,  gears  or  chain  to  any  form  of 
motive  power. 

See  Bulletin  No.  741. 

Smith-Vaile 
Cottonseed  Oil  Presses 

With  built-up,  indestructible  all-steel  boxes.  The 
boxes  can  come  together  empty,  under  full  pressure, 
without  damage.  The  platen  or  ram  block  is  of  semi- 
steel  and  of  ample  thickness. 

Bulletin  No.  684  on  request. 


ATLANTA 

BOSTON 

BALTIMORE 

BIRMINGHAM 

CHICAGO 

CINCINNATI 


PLATT  IRON  WORKS 


DAYTON,  OHIO 


Representatives  in  Principal  Cities  Insure  Prompt  and  Efficient  Service 


CLEVELAND 

COLUMBIA,  S.  C. 

OALLAS 

DENVER 

DETROIT 

HAVANA 


INDIANAPOLIS 

TACKSONVILLE 

KANSAS  CITY 

LONDON 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 

Welland,  Ontario 


iiiiiiiiiiiiiiiiiiiiiiiiiiiiuiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiii^ 

RETURN 
TUBULAR 


WATEROUS 


BOILERS 


SAVE 
FIXED 
CHARGES! 


All  parts  of  Water- 
ous  Boilers  are  built 
under  Government 
regulation  and  inspec- 
tion. 

This  official  guaran- 
tee to  you,  of  safety 
and  service,  is  in- 
creased in  the  case  of 
Waterous  Boilers. 
They  are  built  better 
than  required  by  law 
— materials  are  more 
carefully  selected, 
closer  attention  is 
given  to  the  finishing 
of  parts  than  the  law 
deems  necessary. 
As  a  result  Waterous 
Boilers  will  last  long- 
er, will  steam  better, 
and  require  less  at- 
tention and  repairs 
than  others. 
Anyone  who  has  used 
them  will  tell  you  the 
same. 


SAVE 
FUEL  and 
LABOR! 


Waterous  Boiler  set- 
tings are  designed  to 
best  utilize  the  fuel 
at  your  disposal. 
Whether  you  are 
burning  coal  of  the 
best  quality,  screen- 
ings, wood  or  saw- 
dust, we  build  set- 
tings in  brick  or  steel 
that  will  burn  it  with 
the  least  labor  and 
with  best  economy. 
A  properly  designed 
setting  is  essential 
vith  a  good  boiler. 
We  can  give  you 
both. 


The  Waterous  Engine  Works  Co.,  Ltd.,  Brantford,  Canada 
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Day  vs.  Contract  Labor 

THE  question  of  day  labor  vs.  contract  is  still 
being:  discussed  in  Montreal.  The  Trades  and 
Labor  Council  is  strenuously  defending  day 
labor  for  civic  works,  on  the  ground  that  the 
system  is  more  beneficial  to  their  interests,  ft  is  ad- 
mitted that  certain  abuses  exist,  but  it  is  argued  that 
these  are  capable  of  being  remedied,  and  that,  with 
these  amendments,  the  system  is  an  ideal  one. 
Controller  Villeneuve  has  vigorously  attacked  the 
method  as  wasteful  and,  under  present  conditions,  pre- 
judicial to  the  interests  of  the  men.  He  strongly  advo- 
cated the  extension  of  the  plan  referred  to  in  our  issue 
of  August  9,  by  which  the  city  will  submit  tenders  in 
competition  with  contractors.  This  is  already  done  in 
certain  classes  of  work,  and  the  city  has  been  able,  in 
many  instances,  to  underbid  contractors. 

"1  have  never  objected,"  says  Mr.  Villeneuve  in  a 
communication  to  the  Trades  and  Labor  Council,  "to 


the  city  carrying  on  its  own  works,  but  f  have  asked, 
and  I  again  ask,  that  the  city  tender  each  time  it  is  de- 
cided to  execute  important  works,  in  this  manner  we 
would  be  in  a  position  to  prove  the  exact  cost  of  the 
works,  to  prevent  the  estimates  voted  for  these  pur- 
poses being  exceeded  beyond  reason,  and  to  ensure 
competition  in  municipal  works  from  which  the  tax- 
payers could  not  but  benefit.  A  city  of  Montreal's  im- 
portance should  have  the  same  privilege  of  action  in 
the  execution  of  its  public  works  as  the  provincial  gov- 
ernment, the  government  at  Ottawa,  and  even  other 
cities  in  Canada.  Have  you  criticized  the  policy  of  our 
government  and  of  those  other  cities  who  at  all  times 
ask  for  tenders  for  the  execution  of  public  works?" 

Mr.  Villeneuve  also  states  that,  while  the  system  of 
executing  municipal  work  by  day  labor  has  its  good 
side,  yet,  under  the  present  conditions,  it  lias  produced 
deplorable  results. 


Twenty  Societies  Under  One  Roof 

THE  American  Society  of  -Civil  Engineers  have 
decided  to  move  their  headquarters  into  the 
Engineering  Societies   Building,  New  York, 
which  will  make  a  total  of  20  engineering  or- 
ganizations with  headquarters   now   located   in  this 
building.    The  total  membership  represented  amounts 
to  over  50,000,  the  names  of  the  various  societies  and 


their  membership  being  as  follows : 

American  Society  of  Civil  Engineers   8,022 

American  Institute  of  Electrical  Engineers   8,308 

American  Institute  of  Mining  Engineers   5,597 

The  American  Society  of  Mechanical  Engineers   7,149 

Aeronautical  Society  of  America   200 

American  Society  of  Heating  and  Ventilating  Engi- 
neers   705 

American  Gas.  Institute   1,530 

Association  of  Edison  Illuminating  Companies   73 

American  Institute  of  Aeronautical  Engineers   121 

Empire  Gas  and  Electric  Association   115 

Illuminating  Engineering  Society   1,350 

Municipal  Engineers  of  the  City  of  New  York   600 

National  Electric  Light  Association   14,000 

National  Association  of  Engine  and  Boat  Mfrs   175 

New  York  Electrical  Society   705 

Sjociety  for  Electrical  Development    1,128 

Society  of  Naval  Architects  and  Marine  Engineers  . .  900 

Society  of  Automobile  Engineers   1,975 

U.  S.  Naval  Consulting  Board   24 


Total   52,677 


The  idea  of  a  closer  affiliation  of  engineering  socie- 
ties, which  must  follow  from  this  course,  is  an  excel- 
lent one.  We  in  Canada  might  well  have  our  engineer- 
ing society  buildings  in  our  various  cities.  Union  is 
strength,  and  there  is  no  doubt  that  the  physical  as 
well  as  the  moral  force  of  all  our  engineering  bodies 
would  be  increased  very  considerably  if  they  could  all 
meet  together  at  one  point  and,  as  occasion  required, 
discuss  subjects  of  common  interest  on  common 
ground. 


Guarding  Vancouver's  Water  Supply 

Tl  I  E  pure  water  for  which  Vancouver  is  famous 
is  piped  from  glacier-fed  streams  in  the  moun- 
tains back  of  the  city  of  North  Vancouver.  One 
of  these  pipe  lines  borders  the  famous  Capilano 
Canyon  in  places,  and,  in  consequence,  is  exposed  to 
particular  danger  in  time  of  freshets.     In  the  spring 


THE    CONTRACT  RECORD 


September  6,  1 91 G 


season  it  i>  not  unusual  for  the  Capilano  River  to  rise 
ten  or  twelve  feet  in  as  many  hours,  and  where  there  is 
room  foi  the  great  body  of  rushing  water  to  spread, 
the  "■scour''  is  tremendous.  New  channels  are  cut  after 
the  fashion  ol  the  Mississippi  on  a  rampage,  as  de- 
scribed l>\  Mark  Twain,  and  a  couple  of  years  ago  City 
i  ngiueer  Pellowes  saw  that  at  one  spot  nearly  opposite 
the  Capilanp  Hotel  a  deviation  of  the  main  stream 
threatened  to  undermine  and  carry  away  a  section  of 
tlu-  pipe  line.  Should  this  occur  at  a  time  when  Van- 
couver  needed  the  lull  pressure  for  lire  purposes  the 
consequences  might  mean  the  loss  of  millions  in  pro- 
perty. 

I  lu  force  ol  the  current  having  occasioned  the  dam- 
age, Engineer  Pellowes  determined  if  possible  to  em- 
pl"\  the  -amc  agency  in  the  making  of  repairs  so  as  to 
save  money  for  the  cit".  This  he  accomplished  by 
forcing  the  turbulent  stream  to  cut  for  itself  a  new 
channel,  thereby  removing  the  tremendous  pressure 
that  was  threatening  the  safety  of  the  main.  As  may 
be  imagined,  the  work  involved  some  very  anxious 
da}  S  and  nights  for  the  engineer  and  his  staff  of  work- 
men, owing  to  the  possibility  that  the  formation  of  a 
boulder  dam  or  riltle  in  the  new  stream  way  might 
throw  the  current  back  into  the  old  channel.  Nothing 
of  the  kind  happened  or  threatened,  however. 

fn  order  to  protect  the  section  of  pipe  line  at  that 
point  from  any  future  danger  of  water  erosion  an  ex- 
tensive system  of  protective  cribbing  and  bulk-heading 
was  put  in,  the  necessary  timber  being  secured  close  at 
hand.  The  work  has  been  carried  out  in  the  best  pos- 
sible  manner,  and,  when  recently  inspected  by  the  City 
Council,  the  aldermen  paid  their  engineer  some  well- 
deserved  compliments. 


The  Final  Link  in  Quebec  Bridge 

September  11  has  been  fixed  as  the  date  for  the 
Boating  in  of  the  last  span  of  the  Quebec  Bridge. 
Every  precaution  is  being  taken  to  assure  that  the 
work  will  be  carried  out  without  interruption.  In  the 
nature  of  things,  the  date  can  only  be  provisionally 
fixed,  as  the  floating  in  of  the  span  is  absolutely  de- 
pendent upon  favorable  weather  conditions.  Should 
conditions  be  unsuitable,  the  work  will  be  postponed. 
The  -pan  will  be  floated  on  scows  from  the  bank  of  the 
St  Lawrence,  three  miles  below  the  site,  to  midstream, 
and  from  there  to  the  bridge.  The  span,  weighing  just 
over  5.000  tons,  and  the  largest  single  span  in  the 
world,  will  be  raised  150  feet  into  position  by  means  of 
1.000-ton  jacks.  A  special  delegation  of  the  members 
of  the  Canadian  Society  of  Civil  Engineers  will  be 
among  the  visitors. 


Wide  Responsibilities  of  Employer 

In  the  province  of  Alberta  it  looks  as  if,  under  the 
Workmen's  Compensation  Act,  the  employer  is  to  be 
held  responsible  for  the  ill  effects  of  the  weather.  A 
laborer  sued  under  the  Alberta  Workmen's  Compen- 
sation Act  for  damages  for  an  accident  while  working 
for  a  railway  construction  company,  alleging  the  fol- 
lowing facts:  The  plaintiff  was  chopping  with  an  axe 
under  the  orders  of  a  foreman  in  cutting  a  roadway 
for  teams  working  on  the  construction  of  a  railway 
right  of  way,  his  hours  being  from  seven  a.m.  to  six 
or  seven  p.m.,  during  which  time  he  was  not  under 
shelter.  On  the  day  of  the  accident  the  temperature 
was  about  60  degrees  below  zero.  On  his  return  to 
camp  after  being  exposed  all  day  it  was  found  that 
his  feet  were  very  badly  frozen,  notwithstanding  that 
he  was  wearing  two  pairs  of  woollen  socks  and  a  pair 


of  felt  boots  and  rubbers,  though  the  boots  were  not 
in  a  very  good  condition.  It  was  contended  that  when 
tlu-  plaintiff  met  with  the  accident  he  was  a  workman 
within  the  meaning  of  the  Workmen's  Compensation 
.Act,  and  that  the  injury  occurred  from  an  accident 
arising  out  of  and  in  the  course  of  his  employment. 
It  was  shown  that  the  frost  bite,  as  it  happened  in 
Ibis  case,  was  an  accident  within  the  terms  of  the  Act, 
and  it  was  also  found  that  the  plaintiff  was,  by  reason 
of  his  employment,  exposed  to  a  greater  risk  of  frost 
bite  than  any  other  person.  Judgment  was  given  in 
favor  of  the  plaintiff,  and  an  appeal  entered  by  the 
defendant  company  was  dismissed  with  costs. 


Practical  Course  in  Concrete 

Went  worth  Institute,  Boston,  is  about  to  add  to  its 
courses  of  instruction  one  on  practical  concrete  work, 
having  for  its  object  the  training  of  young  men  for  the 
work  of  concrete  foremen  and  contractors.  The  Insti- 
tute has  set  aside  one  of  its  best  laboratory  rooms  for 
this  concrete  course,  and  is  fitting  it  up  with  modern 
testing  machinery  and  other  necessary  equipment  to 
make  possible  various  determinations  that  will  illus- 
trate the  technical  as  well  as  the  practical  sides  of  the 
applications  of  concrete.  This  work  has  been  made 
possible  largely  by  the  co-operation  of  the  Portland 
Cement  Association,  the  work  having  been  planned  by 
its  extension  division. 


Canadian  Society  Will  Report 

In  accordance  with  the  promise  of  the  Montreal 
Hoard  of  Control,  a  committee  of  electrical  engineers, 
members  of  the  Canadian  Society  of  Civil  Engineers, 
have  been  supplied  with  information  in  reference  to 
the  proposed  hydro-electric  development,  concerning 
which  there  has  been  so  much  controversy.  This  com- 
mittee will  make  a  report,  without  cost  to  the  city.  In 
the  meantime  the  city  engineering  and  the  waterworks 
departments  will  ask  manufacturers  of  turbine  wheels 
to  submit  proposals  for  the  equipment  of  the  power 
house.  These  proposals  will  be  reported  on  by  a  con- 
sulting engineer  prior  to  calling  tenders. 


Good  Roads  Congress  in  Halifax 

A  good  roads  congress  is  to  be  held  in  Halifax  be- 
tween  September  13  and  September  21.  Mr.  G.  A.  Mc- 
Namee,  secretary  of  the  Dominion  Good  Roads  Asso- 
ciation, has  accepted  an  invitation  to  attend  and  to 
give  his  advice  regarding  the  programme  and  the  gen- 
eral arrangements. 


Concrete  Sewer 

There  has  just  come  to  hand  a  little  pamphlet  is- 
sued by  the  Portland  Cement  Association,  entitled 
"Concrete  Sewers,"  describing  the  advantages  of  this 
type  of  sewer  and  its  widespread  use  and  application. 
A  number  of  letters  are  included  from  various  city 
engineers  expressing  their  satisfaction  with  concrete 
in  this  regard.  Recommendations  of  the  association 
regarding  the  manufacture  of  concrete  pipe  are  in- 
cluded, which,  if  followed,  will  enable  a  high  quality 
product  to  be  obtained.  Numerous  illustrations  are  re- 
produced showing  installations  of  concrete  sewers. 
The  booklet  is  issued  as  a  part  of  the  publicity  cam- 
paign of  the  association,  whose  object  is  to  acquaint 
people  with  the  advantages  of  cement  as  a  building 
material. 
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Water  Supplies  for  Towns  and  Cities 

A  General  Article  Describing  the  Sources,  Character  of  Impuri- 
ties and  Diseases  Carried   by   Water — Methods   of  Purification 

  By  John  W.  S.  McCullough,  M.D.,  D.P.H.*   


Before  an  audience  such  as  this  one  it  is  unneces- 
sary to  point  out  the  value,  to  an  individual  or  to  a 
community,  of  a  safe  and  adequate  water  supply. 

It  is  proposed  in  these  remarks  to  consider  briefly 
some  of  the  important  points  in  reference  to  the  source 
of  water  supplies,  the  kind  and  character  of  the  im- 
purities in  water,  the  means  provided  by  the  authori- 
ties for  detecting  these  impurities,  the  diseases  which 
may  be  carried  by  water,  and  finally  the  means  where- 
by water  may  be  rid  of  its  impurities  and  water-borne 
diseases  prevented. 

Sources  of  Supply 

The  original  sources  of  all  water  are  the  snow  and 
rain,  which  falling  upon  the  earth  finally  sink  into  the 
ground,  and  become  a  reservoir  of  supply,  or  which 
are  found  on  the  surface  of  the  earth  as  creeks,  rivers, 
ponds  and  lakes. 

Shallow  Wells 

The  simplest  artificial  water  supply  is  obtained 
from  shallow  wells  of  from  fifteen  to  fifty  or  sixty  feet 
in  depth.  The  supply  of  these  is  maintained  by  the 
ground  water  which  is  replenished  by  the  rain.  These 
wells,  in  the  absence  of  any  source  of  pollution  such 
as  manure,  the  proximity  of  water-closets  or  cess- 
pools, and  if  adequately  protected  against  surface  pol- 
lution, often  give  excellent  water.  Wells  are  the  main 
supply  of  most  farm  homes  in  the  rural  districts.  This 
fact  is  perfectly  familiar  to  all  of  you,  but  it  is  not  so 
well  known  or  at  least,  if  known,  the  knowledge  is 
not  turned  to  practical  account,  that  nine  out  of  ten 
of  the  country  wells  are  open  to  pollution  because 
the  simplest  forms  of  protection  of  the  well  against 
pollution  are  not  utilized.  T  should  like  in  these  re- 
marks to  say  something  which  you  may  carry  away 
with  you  and  apply  in  a  practical  way  when  you  return 
to  your  several  communities,  and  nothing  which  I  can 
say  will  be  of  any  greater  value  to  you  if  you  will 
make  use  of  it,  than  this;  if  you  use  well  water  see 
that  you  keep  filth  away  from  and  out  of  the  well. 

Last  year  when  the  military  camp  was  maintained 
at  Niagara,  an  analysis  was  made  under  my  direction 
of  the  water  in  the  wells  in  the  Niagara  peninsula 
within  a  radius  of  seven  or  eight  miles  from  the  cam]) 
and  of  those  along  the  roadway  leading  to  St.  Cathar- 
ines, to  Hamilton,  thence  to  Toronto,  which  was  used 
l>y  the  troops  in  their  weekly  route  marches  and  in  the 
trek  from  the  camp  to  this  city.  Tn  all  this  area  and 
ox  er  a  route  of  nearly  ninety  miles  from  the  camp  to 
Toronto,  the  number  of  wells  that  were  unpolluted 
could  be  counted  on  the  fingers  of  one  hand!  This 
is  a  strong  statement,  and  T  could  scarcely  have  be- 
lieved it  were  it  not  that  proof  positive  of  this  asser- 
tion was  secured.  What  is  the  reason  for  this  extra- 
ordinary condition?  Tt  is  chiefly  because  the  top  and 
sides  of  the  well  are  not  protected  against  the  admis- 
sion of  filth.  In  most  cases  the  well  is  lined  by  brick, 
stone  or  boards,  and  the  top  covering  is  filled  with 
cracks  through  which  all  manner  of  impurities  may 
readily  enter,    flow  may  this  be  prevented? 

•Before  Annual  Meeting  of  the  Ontario  Municipal  Association,  August 
28th.' 1916. 


Very  simply ;  it  is  only  necessary  to  make  the 
lining  of  brick,  stone  or  wood  impervious  to  the  en- 
trance of  these  impurities  by  cementing  or  otherwise 
securing  the  joints  and  by  having  the  covering  con- 
structed of  concrete  or  boards  whose  joints  are  leaded. 
The  greatest  danger  is  in  the  first  few  feet  at  the  top 
of  the  well,  and  in  the  top  itself,  which  should  be 
carried  well  above  the  ground. 

The  well  should  be  placed  at  a  sufficient  distance 
from  and  in  the  opposite  direction  of  the  drainage  of 
barnyard,  closet  or  kitchen  sink.  Imagine  what  may 
happen  if  the  excreta  from  a  typhoid  case  is  thrown 
on  the  ground  or  upon  the  manure  heap  whence  it 
may  drain  into  the  well  or  be  carried  by  the  boots  of 
the  farm  hands  or  the  feet  of  animals  to  the  open  top 
of  the  well !  It  is  almost  certain  that  there  will  be 
a  further  outbreak  among  the  users  of  this  water. 
Many  epidemics  of  typhoid  start  in  this  simple  man- 
ner. 

The  Artesian  or  Deep  Well 

This  is  one  of  the  safest  waters.  Coming  as  it 
does  from  a  great  depth  of,  say,  100  feet  or  more,  it  is 
cool,  and  bavins:  been  filtered  through  the  earth  it  is 
usually  of  excellent  quality.  This  is  the  greatest  as- 
set of  the  new  military  camp,  lately  established  at 
Borden  in  Simcoe  County.  The  water  of  this  camp 
comes  from  a  series  of  wells  sunk  to  a  depth  of  from 
90  to  120  feet.  The  water  obtained  from  artesian  wells 
is  found  there  because  the  rains  passing  through  the 
pervious  sand  and  gravel  are  held  by  an  underlying 
impervious  stratum  of  clay  or  rock  and  flow  to  the 
surface  because  of  subterranean  pressure,  resulting 
from  the  weight  of  superincumbent  rock  or  earth,  the 
pressure  of  imprisoned  gases  or  the  formation  of  the 
underground  layers  giving  hydrostatic  pressure.  Water 
from  artesian  wells  often  travels  considerable  dis- 
tances. 

The  iron  pipes  lining  the  well  should  be  screwed 
together  and  the  top  of  the  pipe  raised  above  the 
ground.  For  a  few  feet  down,  the  pipe  should  be  sur- 
rounded by  concrete  in  order  to  afford  protection 
against  surface  impurities  trickling  down  its  sides. 

Springs 

These  are  outcroppings  of  underground  water 
flowing  along  a  hard  stratum  and  appearing  in  the 
sides  of  banks  or  hills.  The  spring  is  popularly  looked 
upon  as  a  safe  water.  One  often  hears  the  remark 
''This  is  spring  water"  made  in  such  a  manner  as  to 
indicate  that  the  water  is  above  suspicion.  Spring 
water  may  be  very  good,  equal  to  the  best,  or  it  may 
be  the  very  worst.  All  depends  upon  the  surround- 
ings. At  Niagara  when  the  camp  opens  in  May  the 
numerous  springs  flowing  out  of  the  bank  a  short 
distance  back  from  the  river  are  mostly  of  good  qual- 
ity. In  a  couple  of  weeks  after  the  troops  arrive  actual 
analysis  shows  them  all  polluted.  The  opportunities 
for  pollution  from  the  increased  population  upon  the 
Niagara  common  have  had  their  direct  and  natural 
effect.  If  spring  water  is  to  be  kept  safe  the  chances 
of  pollution  by  human  habitation  must  be  closely  ob- 
served and  frequent  tests  made.    Springs  outcropping 
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From  doop  sources  are  safer  provided  the  overlying 
soil  or  rock  is  not  fissured,  in  which  case  the  chances 
of  pollution  are  much  increased.  If  springs  are  used 
the  outlets  should  be  cleaned  up  and  protected  against 
local  contamination  and  the  area  surrounding  the 
spring  secured  against  any  possible  pollution. 

Rain  Water 

Kain  water  draining  from  roofs  forms  a  source  of 
supply  in  many  localities.  Cities  like  New  Orleans 
used  to  depend  upon  this  source  almost  entirely.  If 
used,  this  firs!  run-off  from  the  roof  should  be  dis- 
carded The  reservoirs  or  tanks  should  be  kept  thor- 
oughly clean  and  so  protected  that  mosquitoes  may 
not  reach  the  water  and  breed  therein.  Rain  water  is 
open  to  so  many  chances  of  pollution  and  the  supply 
so  irregular  that  it  is  not  highly  regarded  as  a  source 
of  water  supply.  Its  use  can  only  be  justified  on  the 
plea  of  necessity. 

Rivers  and  Streams 

These  form  the  source  of  water  supplies  for  a  large 
proportion  of  our  cities  and  towns.  If  protected 
against  impurities,  such  as  sewage,  and  are  not  too 
discolored  or  turbid  they  are  frequently  excellent 
sources  of  supply.  Unfortunately  it  has  become  the 
habit  to  use  the  river  or  stream  for  the  double  purpose 
of  a  sewage  disposal  as  well  as  a  water  supply.  This 
necessitates  the  most  complete  purification  of  the  water 
if  it  is  to  remain  a  safe  source  of  supply. 

Lakes  and  Upland  Sources 

Natural  and  artificial  lakes,  the  latter  being  usu- 
ally called  impounding  reservoirs,  are  very  common 
sources  of  supply.  Lake  Ontario  maintains  its  sup- 
ply from  the  rainfall  upon  the  surrounding  country 
draining  into  it  and  from  the  overflow  from  the  Great 
Lakes  and  rivers  to  the  west  and  north  which  in  turn 
jjain  their  supplies  from  the  country  drained  by  them. 
Tn  many  places,  especially  in  England  and  Scotland 
and  in  several  instances  in  the  United  States,  the  im- 
pounding reservoir  is  made  use  of.  The  cities  of  Man- 
chester. Glasgow,  Liverpool  in  Britain,  New  York  and 
San  Francisco  in  the  United  States  are  examples.  Sup- 
plies of  this  class  are  gained  from  large  areas  of  moun- 
tain or  waste  land  and  the  greatest  care  is  taken  that 
the  sewage  from  human  sources  does  not  contaminate 
the  drainage  area.  For  example,  the  uplands  com- 
prising the  watershed  of  Manchester's  supply  is  used 
for  shooting  only  and  all  the  wastes  at  the  shooting 
lodges  are  carefully  carted  away  in  barrels  so  as  to 
eliminate  any  danger  of  pollution  of  the  water. 

Large  lakes,  such  as  Lake  Ontario,  are  invariably 
good  sources  of  supply.  They  are,  of  course,  subject 
to  contamination  in  the  neighborhood  of  cities,  but 
the  supply  is  ample  and  they  may  readily  be  purified. 
One  commonly  hears  uncomplimentary  references  to 
the  water  supply  of  Toronto,  and  the  remark  "Why 
don't  we  get  water  from  Lake  Simcoe?"  To  these 
remarks  I  might  reply  by  saying  that  with  the  com- 
pleted system  of  purification  now  being  established  by 
the  city  our  water  supply  will  be  second  to  none.  Lake 
Simcoe  as  a  supply  for  Toronto  is  not  to  be  compared 
with  Lake  Ontario,  because: — (1)  It  is  a  smaller  body 
of  water:  (2)  it  is  at  a  considerable  distance,  which 
would  increase  its  cost;  (3)  it  drains  a  thickly  popu- 
lated country  and  its  comparatively  small  volume  is 
unable  to  satisfactorily  dispose  of  the  wastes  which 
empty  into  it. 

Lakes  and  impounding  reservoirs  if  adequately  pro- 
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tected  against,  contamination,  or  if  excessively  con- 
taminated, then  adequately  purified  make,  like  rivers 
and  streams,  first  class  sources  of  water  supply. 

Impurities  in  Water  and  Diseases  Carried  by  Water 

The  quality  of  a  water  for  public  or  private  use 
should  be  palatable  and  if  possible  free  from  color, 
turbidity,  or  sewage  contamination.  Tt  should  be  mod- 
erately soft.  If  it  contains  much  acid,  as  will  be  found 
in  peaty  waters  like  that  of  the  Ottawa,  or  if  carbon 
dioxide  is  present  in  large  quantities  danger  will  en- 
sue because  of  the  action  of  such  ingredients  on  lead 
pipes.  The  greatest  danger  is,  of  course,  from  the 
pollution  by  sewage,  that  is,  by  the  entrance  to  the 
water  of  excreta  from  the  human  body  and  the  con- 
sequent danger  of  spreading  such  diseases  as  cholera, 
diarrhoea,  dysentery  and  typhoid  fever.  All  of  these 
are  readily  carried  by  water  infected  with  the  germs 
of  these  diseases. 

Excessively  hard  waters  spoil  the  flavor  of  vege- 
tables cooked  in  them.  They  are  unsuitable  for  laun- 
dry use  as  they  "iron  mark"  clothes.  When  soap  is 
added  to  certain  "hard"  waters  an  excessive  amount 
has  to  be  used.  The  city  of  Glasgow,  it  is  estimated, 
saves  $180,000  annually  in  soap  since  the  introduction 
of  Loch  Katrine  water. 

Color  is  objectionable  for  appearance's  sake  if  for 
nothing  else,  and  if  peaty  material  is  in  solution  in  the 
water  it  requires  a  special  means  of  purification. 

Turbidity  is  due  chiefly  to  insoluble  matters,  such 
as  clay.  This  also  requires  special  treatment  for  its 
removal. 

Analysis  of  Water 

In  this  province  the  government  has  for  some  years 
provided  for  the  free  examination  of  public  and 
private  water  supplies.  Sterile  bottles  are  supplied 
by  the  Provincial  Board  of  Health  and  outside  of  the 
larger  cities  where  municipal  laboratories  are  provided 
the  work  of  water  analysis  is  extensively  carried  on 
at  the  laboratories  of  the  Board  in  Kingston,  London, 
and  Toronto.  In  this  manner  there  are  approximately 
2,600  bacteriological  and  100  chemical  samples  of 
w  ater  examined  annually.  While  this  is  of  enormous 
advantage  to  the  public,  yet  it  is  always  safer  to  have 
a  local  laboratory  connected  with  a  water  supply  wher- 
ever possible  in  order  to  check  daily  or  oftener  any 
possible  chance  of  pollution. 

Purification  of  Water 

Like  everything  else,  prevention  of  water  pollu- 
tion is  safer  than  purification.  In  selecting  a  water 
supply  every  known  source  of  pollution  should  be 
avoided,  and  having  secured  an  adequate  supply  the 
most  rigorous  measures  should  be  taken  to  protect  it 
against  the  entrance  of  human  excreta.  A  stream,  a 
well,  a  lake  or  any  other  source  may  be  safe  364  days 
of  the  year.  In  the  remaining  day  the  influx  of  the 
excreta  of  a  typhoid  patient  may  infect  large  numbers 
of  people.  This  is  not  the  time  to  seek  protection  or 
to  have  the  water  analyzed.  The  proper  time  is  to 
anticipate  such  a  danger  by  timely  protection  and  fre- 
quent tests  of  the  supply.  It  would  be  amusing  if  it 
were  not  so  dangerous  to  receive  as  the  Board  some- 
times does  the  complaint  of  a  Board  of  Water  Com- 
missioners that  the  Medical  Officer  is  "knocking"  the 
water  supply,  because,  having  learned  from  the  Board's 
analysis  that  the  tap  water  show  s  the  colon  bacillus  in 
1  cc.  of  water,  he  has  advised  the  townspeople  to  "boil" 
the  water.  The  Water  Commissioners  may  not  be  to 
blame  for  the  contamination  of  the  water,  though  they 
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sometimes  are,  but  they  are  criminally  negligent  if 
they  try  to  hide  the  facts. 

Means  of  Purification 

The  simplest  method  of  water  purification  is  by 
boiling.  Obviously  this  method  can  only  be  carried 
out  on  a  small  scale,  as  in  a  family,  but  in  the  face  of 
an  epidemic,  say  of  typhoid,  it  is  often  of  the  greatest 
value. 

Chlorination 

This  is  a  cheap  and  quite  effective  means  of  water 
purification  where  elaborate  methods  cannot  be  estab- 
lished either  because  of  urgent  necessity  or  for  finan- 
cial reasons.  Two  methods  are  in  common  use,  name- 
ly :  by  the  use  of  calcium  hypochloride  or  bleach,  or 
by  the  use  of  liquid  chlorine.  Waters  which  are  tur- 
bid or  contain  a  large  proportion  of  coloring  matter 
require  larger  doses  of  chlorine  for  their  disinfection 
and  are  apt  to  be  distasteful  to  the  users. 

There  is  no  evidence  that  the  use  of  chlorine  is 
in  any  way  injurious  to  the  users  of  the  water  so 
treated.  Indeed  the  largest  doses  used  in  chlorina- 
tion are  so  small  in  the  individual  daily  supply  used  as 
to  be  almost  infinitesimal.  While  this  form  of  treat- 
ment is  not  the  ideal  one,  it  is  most  useful  and  satis- 
factory, and  has  no  doubt  saved  many  lives  and  a  vast 
amount  of  illness  to  the  users  of  otherwise  dangerous 
water. 

Ozone 

The  ozone  treatment  of  water  has  not  come  into 
use  to  any  extent  on  this  continent.  It  is  used  on  a 
large  scale  in  some  cities  of  Europe.  The  most  ex- 
tensive plant  is  at  the  Saint  Maur  Waterworks,  Paris. 
The  gas  is  generated  by  electrolysis  and  the  water  is 
first  filtered  by  means  of  open  slow-sand  filters.  Ozone 
gas  is  a  powerful  disinfectant,  causing  a  reduction  of 
99  per  cent,  of  the  bacteria.  The  engineer  in  charge  of 
the  Paris  works  assured  me  that,  while  ozone  gave 
good  results,  it  was  expensive,  and  in  his  opinion,  no 
more  efficient  than  chlorine.  The  water  so  treated 
must  first  have  suspended  matters  removed  by  sand 
filtration. 

Slow-Sand  Filtration 

This  is  sometimes  known  as  the  English  method. 

When  polluted  water  is  passed  slowly  through 
sand,  that  is,  at  about  the  rate  of  three  or  four  million 
gallons  per  acre  per  day,  the  suspended  matter  is  re- 
moved. Discoloration  due  to  peaty  matter  remains 
largely  unchanged  by  this  method.  Along  with  the 
suspended  materials  in  the  water  the  bacteria  and 
other  micro-organisms  are  removed  in  a  remarkable 
manner.  One  would,  at  first  thought,  conclude  that  the 
process  is  a  mechanical  one,  that  is,  a  straining  out 
of  the  suspended  matters  by  the  sand  layers.  It  is 
something  more  than  this.  When  a  sand  filter  is  first 
installed  the  filtered  water  is  not  nearly  so  well  purified 
as  when  the  age  of  the  filter  is  increased.  Why  is  it 
that  water  passing  slowly  through  a  sand  filter  is  pri- 
fied?  Some  of  the  purification  is  due  to  oxidation  of 
the  organic  matter,  that  is,  by  means  of  chemical 
action,  but  the  greater  portion  of  the  efficiency  of  a 
filter  is  due  to  the  action  of  living  micro-organisms. 
The  results  of  purification  continue  up  to  the  point 
where  the  flow  of  water  becomes  so  small  that  the  sand 
has  to  be  cleaned.  This  is  done  by  scraping  off  tin- 
top  ]/2  to  \y2  inches  of  sand  when  the  flow  of  water  in 
creases  and  the  efficiency  is  maintained. 

In  consequence  of  the  passage  of  water  through  the 
sand  the  suspended  matters  are  intercepted  in  the 


upper  layers.  Here  a  jelly-like  deposit  forms,  and  in 
addition  an  appreciable  action  of  a  similar  character 
takes  place  in  the  depth  of  the  filter.  This  is  due 
to  the  growth  of  the  bacteria  derived  from  the  sand 
and  water,  the  slimy  matter  being  formed  by  the  bac- 
teria themselves  and  the  exudation  from  them. 

This  organic  matter  accumulates  more  readily  in 
summer  than  in  winter,  because  warmth  favors  bac- 
terial growth.  Consequently,  sand  filters  are  not  so 
efficient  in  cold  climates  and  require  to  be  covered  as 
a  protection  against  cold  and  frost. 

The  sand  used  should  be  clean  river,  beach  or  bank 
sand,  with  either  sharp  or  rounded  grains.  It  should 
be  free  from  dirt,  clay  or  organic  impurities — being 
washed  if  necessary  to  remove  these  impurities.  Fine 
sand  is  more  effective  and  it  should  not  contain  more 
than  two  per  cent,  by  weight  of  lime  and  magnesia,  as 
an  excess  of  these  chemicals  hardens  the  water. 

Slow  sand  filters  are  usually  constructed  in  the 
form  of  concrete  chambers  with  under  drains  to  carry 
off  the  filtered  water.  Overlying  the  under  drains  is  a 
layer  of  coarse  gravel  and  upon  this  two  or  three  feet 
of  sand.  The  water  is  applied  to  the  surface  of  the 
sand  and  filters  through  it  at  the  rate  already  men- 
tioned of  two  or  three  million  gallons  per  acre  per 
day.  If  the  filter  is  forced,  that  is,  the  rate  of  flow 
carried  to  five  or  six  million  gallons  per  acre  per  day, 
its  efficiency  is  lessened  and  the  filtered  water  will  be 
inadequately  purified. 

In  some  filters,  notably  like  those  in  Philadelphia, 
where  the  water  used  is  from  muddy  rivers,  a  rapid 
sand  filter  is  used  as  a  pre-filter.  This  lessens  the 
load  on  the  sand  filter  and  prolongs  the  period  be- 
tween the  necessary  scrapings.  In  scraping  one-half 
to  one  and  a  half  inches  are  removed.  This  sand  is 
washed,  dried  and  replaced.  The  period  between  scrap- 
ing varies  according  to  the  character  of  the  raw  water, 
the  fineness  of  the  sand  and  upon  the  maximum  allow- 
able loss  of  head.  It  may  vary  from  a  few  days  to 
five  or  six  weeks. 

Rapid  Sand  Filters 

This  is  known  also  as  mechanical  filtration  or  the 
American  filter  in  contra-distinction  to  the  slow  sand 
type  which  is  frequently  called  the  English  filter.  It 
is  similar  to  a  slow  sand  filter  in  that  the  filtering  ma- 
terial consists  of  three  or  four  feet  of  sand,  but  in 
other  respects  the  construction  and  operation  are  en- 
tirely different.  In  a  rapid  sand  filter  the  rate  is 
from  100  to  125  million  gallons  per  acre  per  day.  A 
coagulant  such  as  alum  or  sulphate  of  iron  is  used 
to  precipitate  the  suspended  matters  and  the  washing 
of  the  sand  is  entirely  different.  In  addition  the 
area  required  is  relatively  small  and  while  the  cost 
of  construction  is  less  than  that  of  a  slow  sand  filter 
the  cost  of  the  maintenance  and  operation  are  greater. 
There  are  specially  constructed  basins  for  coagula- 
tion and  sedimentation,  and  the  washing  of  the  sand 
is  carried  on  every  four  or  six  hours.  The  cleaning  is 
done  by  a  reverse  flow  of  water  and  by  agitation  of 
the  sand  by  mechanical  devices  or  by  compressed  air. 

Comparison  of  Results 

When  properly  constructed  and  operated,  the  re- 
sults obtained  are  essentially  the  same.  There  are 
very  many  plants  of  this  type  in  cities  of  the  United 
States.  Invariably  excellent  results  are  secured.  Very 
badly  polluted,  muddy  or  colored  waters  are,  by  the 
operation  of  this  type  of  filter,  so  purified  as  to  be 
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Rrsl  class  supplies  equal  in  every  respect  to  the  finest 
class  i»t  water  produced  anywhere. 

1  lie  points  1  desire  to  emphasize  in  these  remarks 

are : — 

(1)  First  and  most  important -  the  necessity  of 
the  prevention  of  the  contamination  of  our  natural 
water  supplies. 

(2)  I  he  protection  against  pollution  of  any  source 
of  supply. 

I  3 )  In  the  selection  of  a  supply  its  whole  history, 
environment  and  character  should  he  investigated. 

1,4 1  Protection  of  the  puhlic  against  water-borne 
diseases,  such  as  typhoid  fever,  by  rigid  protection 
and  daily  analysis  of  the  water  used. 


(5)  Prevention  of  excessive  waste  of  water  and  con- 
sequent increased  cost  of  metering,  careful  plumbing 
and  avoidance  of  defective  piping. 

(6)  When  a  purification  plant  has  been  established 
it  must  not  be  allowed  to  run  itself.  It  must  have 
careful  supervision  if  proper  results  are  to  be  ob- 
tained. It  costs  money  to  provide  pure  water  for  a 
city  or  town. 

A  smaller  outlay  in  this  respect  would  often  be 
avoided  and  undue  delay  in  the  installation  of  a  satis- 
factory supply  prevented  if  the  public  had  some  real 
knowledge  of  the  simple  facts  I  have  endeavored  to 
present  to  you. 


Waterworks  System  of  Peterboro  City 


Till7,  waterworks  system  of  the  city  of  Peterbor- 
ough is  a  direct  pumping  one,  there  being  no 
reservoir  or  standpipe.    The  pumping  station 
i-  situated  on  the  Otonabee  River,  about  2% 
miles  above  the  centre  of  the  city,  where  a  massive 
concrete  dam  has  been  constructed  to  develop  the 
power  to  run  the  pumps. 

The  pump  house  occupies  the  western  end  of  the 
dam.  and  is  of  concrete  and  brick  construction,  thor- 
oughly fireproof.  Together  with  the  dam  it  was  con- 
structed in  1909  by  the  Bishop  Construction  Company, 
and  was  designed  by  William  Kennedy,  jr.,  consulting 
engineer,  of  Montreal.  It  measures  125  ft.  by  40  ft., 
and  is  steam  heated  and  electric  lighted.  A  five-ton 
travelling  crane  serves  the  pumps,  which  are  placed 
on  the  main  floor. 

There  are  five  sets  of  pumps,  of  which  the  first  two 
are  triplex,  single  acting,  horizontal  plunger  type,  built 


The  third  set  is  of  the  same  style  and  make,  but  is 
rated  at  3,000,000  gallons  per  24  hours.  It  was  in- 
stalled in  1909. 

The  fourth  set  is  a  Worthington  three-stage,  cen- 
trifugal pump,  rated  at  3,000,000  gallons  per  24  hours, 
and  was  built  by  the  McDougal  Caledonian  Iron 
Works,  of  Montreal.    It  was  installed  in  1909. 

These  four  sets  are  directly  connected  to  Samson 
waterwheels,  built  by  the  William  Hamilton  Com- 
pany, of  Peterborough,  the  first  two  having  62-in. 
wheels  and  the  others  68-in.  The  first  three  sets  use 
bevel  gears  to  transmit  the  power,  and  the  latter  a 
speed  increasing  gear,  which  increases  the  speed  of 
the  waterwheel,  80  r.p.m.,  to  that  of  the  pump.  640 
r.p.m. 

The  fifth  set  consists  of  a  single  stage  centrifugal 
pump,  driven  through  reduction  gears  by  a  De  Laval 
steam  turbine.    It  was  supplied  by  the  Turbine  Equip- 


WaterworKs  Pumping  Station  at  Peterboro,  Ont.,  showing  dam  on  left  and  power  house  on  right. 


by  the  William  Hamilton  Company,  of  Peterboro,  and 
are  rated  at  2.225,000  gallons  per  24  hours  at  130 
pounds  pressure.  These  pumps  were  built  in  1893, 
and  were  originally  installed  in  the  old  pump  house, 
just  above  the  site  of  the  present  one,  being  moved 
into  the  new  one  on  its  completion.  After  nearly  23 
years  of  continuous  service  they  are  practically  as  good 
a-  new.  and, the  maintenance  is  infinitesimal.  Judging 
by  their  present  condition,  if  not  overtaken  by  obso- 
lescence thev  will  be  running  fifty  years  from  now. 
Thev  are  slow  moving  (20  r.p.m.)  and  of  massive  con- 
struction, which  will  largely  account  for  small  depre- 
ciation. 


ment  Company,  through  the  De  Laval  Dairy  Supply 
Company,  of  Peterborough,  and  is  rated  at  6,000,000 
gallons  per  day. 

This  set  was  installed  in  1915  as  an  emergency 
pump,  to  be  used  at  times  when  the  waterwheel-driven 
pumps  cannot  be  used.  Like  all  water  power  plants  in 
this  locality,  there  is  considerable  trouble  in  the  win- 
ter from  anchor  and  frazil  ice,  and  sometimes  the 
pumps  have  been  shut  clown  for  considerable  periods. 
During  the  winter  of  1914-15  this  occurred  three  times, 
with  an  average  shut-down  of  10  hours,  which  was  a 
very  serious  matter.  After  carefully  investigating 
various  schemes  for    mitigating    this   evil,  such  as 
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steam-heated  racks,  covered  fbrebay,  etc.,  the  com- 
missioners decided  to  install  a  steam  pump  and  be  in- 
dependent. A  confirmation  of  their  judgment  was 
seen  during  the  past  winter,  the  first  since  the  unit  was 
installed.  No  less  than  five  times  was  the  unit  called 
into  service  on  account  of  the  plugging  of  the  water- 
wheels  with  ice,  and  by  its  means  an  uninterrupted 
supply  of  water  was  given  to  the  consumers.  ' 

In  the  basement  of  the  pumphouse,  running  the 
length  of  the  building,  is  a  pipe  gallery.  Two  rows  of 
pipes  extend  from  end  to  end,  one  of  these  being  the 
suction  header  and  the  other  the  discharge. 

The  suction  header  is  connected  with  each  pump, 
and  receives  a  supply  of  water  from  an  intake  pipe 
extending  above  the  dam.  The  discharge  pipes  of  all 
the  pumps  are  connected  with  the  discharge  header, 
which  contains  a  venturi  tube  for  measuring  the  pump- 
age. 

The  necessary  valves  for  the  proper  control  of  the 
different  pumps  are  situated  in  the  pipe  gallery,  to- 
gether with  the  condenser  and  vacuum  pump  for  the 
steam  unit. 

The  boilers  for  the  steam  unit  are  installed  in  an 
addition  built  to  the  south  of  the  main  building.  There 
are  two  100  h.p.  horizontal  return  tubular  boilers, 
made  by  the  William  Hamilton  Company,  and  are 
equipped  with  Cyclone  shaking  grates. 

Induced  draft  is  supplied  by  a  fan  driven  by  a 
small  vertical  steam  engine,  and  by  its  use  steam  can 
be  speedily  generated.  A  gasoline  engine  is  also  con- 
nected to  the  fan,  and  is  used  to  operate  it  when  the 
boilers  are  cold  and  there  is  no  steam  for  the  fan  en- 
gine. 

A  Cochrane  feedwater  heater  and  the  necessary 
boiler  iced  pumps  are  also  installed  in  the  boiler  house, 
and  there  is  storage  for  75  tons  of  coal. 

In  the  office,  on  the  ground  floor  of  the  main  pump- 
ing station,  is  the  recording  apparatus  of  the  Venturi 


Interior  of  Main  Floor  of  pump  house  looking  east,  showing  set  No.  1 
in  foreground. 

meter,  which  was  supplied  by  the  Builders'  Iron  Foun- 
dry Company. 

While  the  river  water  at  Peterborough  is  very 
good  on  the  average,  at  certain  times  of  the  year  it 
becomes  dangerously  polluted,  due  to  the  sewage  from 
the  summer  resorts  in  the  lakes  above  and  also  to  the 
presence  of  river-drivers  on  the  river  in  the  spring  and 
early  summer. 

The  Ontario  Hoard  of  Health  saw  lit  this  spring  to 
order  the  installation  of  a  chlorinating  plant  as  a  pre- 


cautionary measure;  and,  after  investigating  several 
methods  and  styles  of  plants  for  the  purpose,  a  con- 
tract was  let  by  the  commissioners  for  a  liquid  chlor- 
ine apparatus  to  Wallace  &  Tiernan,  of  New  York. 
The  apparatus  supplied  is  known  as  their  type  B,  solu- 
tion feed,  automatically  controlled  equipment,  and  was 
placed  in  operation  June  1  of  this  year. 

Owing  to  the  variable  character  of  the  water,  the 
dose  is  adjusted  to  suit  conditions.  At  present  the 
dose  is  1.75  pounds  per  million  gallons,  but  this  will 


Interior  of  main  floor  of  pump  house  looking  west,  showing  steam 
unit  in  foreground. 

be  reduced  as  soon  as  the  bacterial  condition  of  the 
water  warrants  it. 

The  apparatus  is  connected  with  the  Venturi  tube 
in  such  a  way  that  variations  in  the  flow  of  the  water 
are  instantly  followed  by  variations  in  the  flow  of  the 
chlorine,  so  that  the  water  does  not  become  overdosed 
at  some  times  and  underdosed  at  others,  as  is  often 
the  case  with  manually  controlled  plants. 

The  chlorine  gas  is  continuously  dissolved  in  a 
small  amount  of  water,  and  the  resulting  solution  piped 
to  the  point  of  application  on  the  intake  pipe,  and  in 
passing  through  the  pumps  it  is  thoroughly  mixed 
with  the  main  body  of  the  water. 

The  chlorinator  is  compact  and  reliable,  and  has 
the  great  advantage  that  there  are  no  moving  parts  to 
get  out  of  order. 

The  Peterborough  waterworks  was  first  installed 
in  1SXJ  li\  a  private  company.  In  1902  the  plant  and 
distributing-  system  were  bought  by  the  city  and  put 
in  charge  of  a  waterworks  commission.  Mr.  T.  F. 
Matthews,  the  present  chairman,  has  occupied  that 
office  since  the  formation  of  the  commission,  and  one 
of  the  commissioners — Mr.  \\  .  II.  Moore' — has  been  a 
member  since  1903.  The  other  member  is  Mr.  Robert 
1  licks,  who  was  elected  in  1(H4,  to  fill  the  vacancy  left 
fty  the  retirement  of  Mr.  W.  H.  Hill,  who  had  been  a 
member  since  1902. 

The  Peterborough  waterworks  is  a  shining  exam- 
ple of  what  intelligent  commission  government  will  do 
for  the  utilities  of  a  city.  No  doubt  much  of  the  suc- 
cess of  the  Peterborough  commission  is  due  to  the 
fact  that  there  have  been  so  few  changes  in  its  per- 
sonnel, and  the  splendid  plant  built  up  1>\  them  is  a 
substantial  monument  to  their  vision,  adaptability,  and 
general  business  and  executive  ability. 

The  present  superintendent  is  R.  L.  Dobbin,  B.A. 
Sc.,  under  whose  supervision  the  auxiliary  steam  plant 
and  the  liquid  chlorine  plant  have  been  installed. 
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N  ew   Entrance  to  Toronto  Exhibition 

Chief  Feature  is  New  Bathurst  Street  Bridge  and 
Approaches.    Steel  Structure  on  Concrete  Abutments 


AFTER  many  years  of  patient  waiting,  a  new 
eastern  entrance  scheme    for    the  Canadian 
National  Exhibition  was  started  this  spring, 
and  has  just  been  completed.    This  work  in- 
volved  a  new  trolley  line  following  Bathurst  Street  to 
the  <  >ld  Fort  grounds  and  thence  westerly  to  the  new 
entrances  just  west  of  Strachan  Avenue. 

One  of  the  necessary  features  of  the  new  scheme 
was  a  new  bridge  crossing  the  railway  tracks  at  the 
fool  of  Bathurst  Street,  to  replace  the  antiquated  and 
dilapidated  steel  structure  previously  located  at  that 
point.  This  bridge  was  the  only  difficult  part  of  the 
entire  project,  the  rest  involving  simply  the  construc- 


Fig.  1  -Placing  a  top  chord  member  in  new  Bathurst  St.  Bridge,  Toronto. 

tion  of  a  track  bed,  with  a  small  trestle  bridge  near 
Strachan  Avenue.  The  accompanying  illustrations 
show  the  Bathurst  Street  bridge  in  course  of  erection. 
This  new  structure  was  made  necessary  because  the 
i  ild  steel  bridge  was  not  large  or  strong  enough  to  bear 
the  increased  loads,  besides  which  the  steel  work  was 
beginning  to  to  show  signs  of  corrosion  and  wear. 

The  new  bridge  is  of  a  standard  steel,  riveted-truss 
type,  of  202  ft.  span  and  66  ft.  wide,  with  2iy2  ft.  clear- 
ance between  the  floor  and  track.  The  trusses  are  the 
same  ones  as  were  employed  in  the  old  Grand  Trunk 
Railway  bridge  spanning  the  H umber  River,  which 


w  as  replaced  with  a  plate  girder  bridge  when  the  Lake 
Shore  Road  separation  was  effected  some  years  ago. 
The  Grand  Trunk  Railway  Company,  who  jointly 
el  ected  the  bridge  with  the  city,  thus  made  good  use 
of  these  old  trusses  by  erecting  them  on  the  Bathurst 
Street  bridge.  For  this  work  the  trusses  were  entirely 
disassembled  and  re-erected  anew.  The  floor  span  was 
widened  and  a  new  floor  system  evolved  with  increased 
bracing  capacity  to  correspond.  The  steel  work  was 
built  up  on  false  work,  and  no  methods  were  employed 
that  were  in  any  way  out  of  the  ordinary.  The  abut- 
ments are  four  in  number,  and  are  constructed  of  rein- 
forced concrete.  A  point  of  interest  is  that  the  loca- 
tion of  this  new  bridge  is  merely  temporary,  and  for 
this  reason  three  of  the  four  piers  are  not  permanent. 
At  present  the  lower  end  of  Bathurst  Street  is  diverted 
to  pass  a  packing  house  that  is  located  on  the  street 
alignment.  For  this  reason  the  bridge  is  obliquely 
located.  The  street  railway  right  of  way  is  also  tem- 
porary. It  is  the  intention,  when  the  Harbor  Commis- 
sion finishes  its  work,  to  re-align  Bathurst  Street  and 
to  have  the  car  tracks  enter  the  exhibition  grounds 
along  the  lake  shore,  so  that  the  present  location  of 
the  bridge  and  trolley  line  is  merely  to  tide  over  a 
period  of  a  few  years.  One  abutment  of  the  bridge  has 
been  made  permanent,  and  when  the  re-location  is 
effected  the  whole  structure  will  be  pivoted  about  this 
point  and  re-set  on  new  piers. 

The  southern  approach  to  the  bridge  is  on  wood 
trestle-work,  since  this  will  be  changed  when  a  new 
location  is  made.  The  bridge  floor  is  of  reinforced 
concrete,  and  concrete  sidewalks  are  also  laid.  The 
accompanying  illustrations  show  the  salient  features 
of  the  new  structure.  In  Fig.  1  the  erection  of  the  steel 
work  is  illustrated  with  the  traveller  placing  a  top  cord 
member.  All  the  units  of  the  trusses  shown  belonged 
to  the  Humber  River  bridge.  In  Fig.  2  the  steel  work 
is  practically  complete.  The  false  work  on  which  the 
erection  took  place  is  clearly  seen.  Small  concrete 
posts  for  supporting  the  trestle  approaches  are  shown 
in  the  right  foreground.  The  trestle  approach  on  the 
south  side,  supporting  the  car  tracks  and  roadway,  is 
shown  in  Fig.  3.  The  form  of  abutments  can  be  seen, 
those  that  are  shown  being  merely  temporary,  to  be 
abandoned  when  the  bridge  is  straightened  out. 

The  clearing  of  the  site  began  in  March,  and  the 
work  was  completed  for  traffic  on  August  25. 


mm 


Fig.  2  — Steel  work  nearly  complete.  Trestle  foundations  in  foreground. 


Fig.  3 -South  approach,  showing  trestle  work  to  carry  the  roadway. 


\ 


September  6,  191G 


THE    CONTRACT  RECORD 


873 


More  General  Use  of  Concrete  Sewers 


WITHIN  recent  years,  concrete  has  been  more 
extensively  employed  as  a  material  for  the 
manufacture  of  sewer  pipes.  Jn  many  cases, 
sewers  of  this  type  have  advantages  that 
cannot  fail  to  impress  engineers  with  the  superiority 
of  concrete  for  this  purpose.  This  material  has  many 
well-recognized  merits,  of  which  one  of  the  most  po- 
tent is  the  fact  that  it  is  a  home-made  product,  made, 
as  a  rule,  of  local  materials  and  placed  by  local  labor, 
so  that  little  expenditure  is  involved  outside  the  lo- 
cality in  which  the  work  is  progressing.  Unskilled 
labor  at  lowest  cost  can  very  often  be  Used,  reducing 
the  expense  to  a  very  considerable  extent.  Muni- 
cipalities have  found  by  experience  that  concrete  sew- 
ers, more  especially  in  the  larger  sizes,  are  much  lower 
in  cost  than  brick  or  tile  and  are  just  as  durable  and 
satisfactory. 

Concrete  for  certain  kinds  of  sewers  has  given 
eminent  satisfaction  and  city  engineers  express  much 
appreciation  of  its  advantages.  In  either  monolithic 
or  pipe  form,  it  has  been  used  quite  extensively.  The 
objection  which  is  usually  advanced  is  that  concrete  is 
unable  to  withstand  the  effect  of  acids  which  sewage 
normally  contains.  Many  cities  are  using  sewers  of 
this  type  for  sanitary  purposes,  however,  and  claim 
that  the  force  of  this  argument  is  doubtful.  The  state- 
ment of  a  well-known  consulting  engineer  in  regard 
to  this  matter  is  important.    He  states  that: 

"There  does  not  seem  to  be  any  reason  why  con- 
crete does  not  form  one  of  the  most  admirable  ma- 
terials for  the  construction  of  sewers.  I  have  seen 
concrete  se  wers  in  which  the  discharge  waters  of  manu- 
facturing plants  have  flowed  through  them  containing 
a  great  quantity  of  acids  and  one  would  reasonably 
suppose  that  the  surface  of  that  sewer  would  be  soft- 
ened and  disintegrated,  but  there  seems  to  be  a  sav- 
ing grace  for  the  sewer  in  that  the  oily  matters  and 
scum  that  is  to  be  found  in  sewage  coats  the  surface 
of  the  sewer  and  renders  it  immune  against  action. 
In  most  of  the  sewers  that  I  have  examined,  the  or- 
iginal surface  was  intact  and  in  a  better  state  than 
when  originally  laid." 

This  authority  states  that  there  seems  to  be  no 
need  of  fear  in  this  respect  provided  means  are  used 
to  get  the  best  results  and  that  the  concrete  is  thor- 
oughly hardened.  If  this  is  properly  carried  out  it  will 
be  as  satisfactory  as  a  vitrified  material. 

The  life  of  concrete  is  of  more  or  less  conjecture, 
since  its  use  has  been  restricted  in  most  cases  to  the 
last  few  years,  although  experiences  with  regard  to  old 
concrete  seem  to  indicate  a  durability  comparable  with 
that  of  brick  or  tile. 

Concrete  sewers  ase  made  in  either  pipe  or  mono- 
lithic form,  and  municipalities  have  been  employing 
both  varieties  according  to  local  and  structural  con- 
ditions. 

Concrete  Pipe  Sewers 

Many  types  of  concrete  sewer  pipe  are  manufac- 
tured. These  differ,  however,  principally  in  the  meth- 
ods used  to  form  joints  and  in  the  manner  of  rein- 
forcing the  pipe.  Some  types  of  pipe  are  circular  in 
form,  some  oval,  some  have  a  combination  of  oval 
and  flat  section,  some  are  hand,  and  some  machine- 
made.     Various  methods,  some  of  which  are  patent- 


ed, are  used  to  form  joints.  Some  pipes  have  bell 
and  spigot  ends,  others  have  plain  ends  which  inter- 
lock in  various  ways,  usually  provided  for  when  the 
pipes  are  manufactured.  Which,  type  or  types  should 
be  used  is  perhaps  largely  a  matter  of  individual 
preference  and  the  conditions  encountered  in  the  ex- 
cavation, although  the  subject  of  quality  is  one  upon 
which  there  should  be  no  difference  of  opinion. 

Regardless  of  their  form  or  type,  the  value  of  con- 
crete sewer  pipe  lies  largely  in  its  quality,  and  this 
is  dependent  entirely  upon  observing  proven  require- 
ments of  manufacture,  which  include  proper  materials, 
correct  manufacture  and  careful  hardening.  A  large 
proportion  of  the  final  success  depends  on  this  last 
factor. 

Experience  has  shown  that  cleanliness  of  the  sand 
and  pebbles  or  broken  stone,  which  means  freedom 
from  clay,  loam  or  crusher  dust,  has  a  great  influence 
on  the  quality  of  concrete  sewer  pipe.  No  compromise 
should  be  made  in  the  matter  of  clean,  well-graded 
materials ;  it  is  more  important  perhaps  in  sewer  pipe 
manufacture  than  in  some  other  uses  of  concrete — 
just  as  important  as  requiring  that  the  cement  used 
shall  meet  standard  specifications.  When  the  material 
to  be  used  comes  from  a  gravel  bank  or  similar  de- 
posit, it  should  be  examined  to  determine  cleanliness 
and  grading.  The  natural  run  of  such  material  is 
not  to  be  relied  upon.  It  must  be  screened  and  the 
sand  and  pebbles  properly  proportioned.  If  the  ag- 
gregates contain  more  than  three  per  cent.,  by  weight, 
of  fine  matter  ordinarily  classed  as  dust,  silt  or  clay, 
the  presence  of  such  material  will  invariably  lower  the 
quality  of  the  resulting  concrete.  If  crushed  stone  is 
used,  it  also  must  meet  the  requirements  of  grading 
and  cleanliness  mentioned  for  pebbles.  The  tendency 
to  use  an  excess  of  fine  material  is  particularly  to  be 
avoided  because  of  the  consequent  reduction  in  strength 
of  the  finished  pipe. 

In  reinforced  concrete  pipe  enough  water  must  be 
used  in  the  concrete  mixture  to  make  certain  that 
there  will  be  a  perfect  bond  between  concrete  and  re- 
inforcing metal.  This  means  a  wetter  consistency  than 
would  be  used  for  plain  pipe  manufactured  by  mach- 
ine. But  even  for  machine-made  pipe  there  should 
be  enough  water  used  in  the  concrete  so  that  web- 
like markings  will  show  on  the  outer  surface  of  the 
finished  product  uniformly  from  end  to  end  when 
the  molds  arc  removed. 

Low  Cost 

Reinforced  monolithic  concrete  on  account  of  its 
low  cost  has,  for  some  years,  been  practically  above 
competition  in  the  construction  of  large  sewers.  The 
same  holds  true  of  reinforced  concrete  pipe  in  large 
sizes.  In  the  manufacture  of  concrete  sewer  pipe  of 
large  size,  the  use  of  steel  reinforcing  proves  econ- 
omical and  advantageous. 

Requirements  of  Reinforcing  Concrete  Pipe 

Some  of  the  largest  concrete  pipe  plants  have 
worked  out  reinforcing  requirements.  An  accompany- 
ing' illustration  shows  the  general  scheme  of  reinforc- 
ing and  providing  for  coupling  sections  of  pipe,  as 
practiced  by  one  of  the  well-known  manufacturers  of 
concrete  sewer  pipe,  while  the  table  which  follows 
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shows  the  style  of  reinforcing,  shell,  thickness,  num- 
ber oi  couplers  and  size  of  bars  used  for  that  purpose 
hi  pipe  ranging  from  15  to  48  inches  in  diameter, 

Inside  Style 
Diameter  Wire  Shell  Couplers  Size  Bars 


Ifl 

0 

3J4" 

3/8" 

round 

rods 

IS 

5 

3tf" 

3/8" 

round 

rods 

'4  * 

3" 

4 

5/18" 

square 

tw  isted 

rods 

JO 

42 

3J4" 

4 

5/16" 

square 

twisted 

n  ids 

30 

33 

4" 

4 

3/8" 

square 

twisted 

rods 

H 

I 

3/8" 

square 

twisted 

rods 

M 

33 

5 

5 

3/8" 

square 

twisted 

rods 

I'o  eiiMire  a  good  product,  careful  specifications 
tiding  the  manufacture  of  concrete  pipes  are  neces- 
sary. \-  a  -uidc.  in  the  following  paragraphs  are 
reprinted  from  a  recent  pamphlet  of  the  Portland  Ce- 
ment Association,  their  recommendations  which,  if 
!' 'Mowed,  will  provide  a  uniformly  high  quality  pro- 
duct. 

Recommendations  to  be  Followed  in  the  Manufacture 
of  Concrete  Sewer  Pipe  by  Machine 

I.  Materials 

1.  Portland  Cement.  The  cement  shall  meet  the 
requirements  of  the  Standard  Specifications  for  Port- 


A  method  of  reinforcing  concrete  sewer  pipes. 


land  cement  of  the  American  Society  for  Testing  Ma- 
terials. 

2.  Fine  Aggregate.  Fine  aggregate  shall  consist 
of  sand,  crushed  stone  or  gravel  screenings,  graded 
from  fine  to  coarse,  and  passing  when  dry  a  screen 
having  four  meshes  per  linear  inch,  and  shall  prefer- 
ably be  of  siliceous  material,  clean,  coarse,  free  from 
dust,  soft  particles,  loam,  vegetable,  or  other  similar 
foreign  matter.  Not  more  than  20  per  cent,  shall 
pass  a  sieve  having  50  meshes  per  linear  inch  and  not 
more  than  6  per  cent,  shall  pass  a  sieve  having  100 
meshes  per  linear  inch.  The  fine  aggregate  shall  be 
of  such  quality  that  mortar  composed  of  1  part  Port- 
land cement  and  3  parts  fine  aggregate  by  weight, 
when  made  into  briquets  will  show  a  tensile  strength 
equal  to  or  greater  than  the  strength  of  1  to  3  mortar 
of  the  same  consistency  made  with  the  same  cement 


and  standard  Ottawa  sand.  In  no  case  shall  fine  ag- 
gregate containing  frost  or  lumps  of  frozen  material 
be  used;  neither  should  fine  aggregate  containing  more 
than  3  per  cent,  by  weight  of  clay,  loam,  or  other 
organic  or  soluble  matter,  as  determined  by  washing, 
be  used. 

3.  Coarse  Aggregate.  Coarse  aggregate  shall  con- 
sist of  inert  material,  as  pebbles  or  crushed  stone, 
graded  in  size,  retained  on  a  screen  having  four  meshes 
per  linear  inch.  It  shall  be  clean,  hard  and  durable, 
free  from  dust,  vegetable  or  other  foreign  matter,  and 
shall  contain  no  soft,  flat  or  elongated  particles.  In 
no  case  shall  coarse  aggregate  containing  frost,  or 
lumps  of  frozen  material,  be  used,  The  maximum  size 
of  coarse  aggregate  shall  be  no  greater  than  one-half 
the  wall  thickness  of  the  pipe,  and  in  no  case  should 
the  coarse  aggregate  exceed  1  inch,  although  a  maxi- 
mum of  J/>  inch  is  preferable. 

4.  Natural  Mixed  Fine  and  Coarse  Aggregate. 
Natural  mixed  aggregates  shall  not  be  used  as  they 
are  received  from  the  deposit.  They  shall  be  screened 
over  a  l/±  inch  screen  and  mixed  to  agree  with  pro- 
portions specified. 

II.  Workmanship 

5.  Measuring  Materials.  A  sack  of  Portland  cement 
(94  lbs.  net.)  shall  be  considered  1  cubic  foot.  The 
method  of  measuring  the  various  materials  for  the 
concrete  shall  be  one  which  will  insure  separate  and 
uniform  proportions  of  -each  of  the  materials  at  all 
times.  When  cement  in  bulk  is  used,  the  cement 
shall  be  accurately  measured  in  such  a  manner  as  to 
insure  that  the  quantity  of  cement  used  as  the  equi- 
valent of  one  sack  in  the  proportions  specified  below, 
shall  be  94  pounds. 

6.  Mixing.  The  concrete  materials  shall  be  mixed 
to  the  desired  consistency  in  a  batch  mixer  of  ap- 
proved type.  The  mixing  shall  continue  for  at  least 
two  minutes  after  all  materials,  including  water,  are 
in  the  mixer. 

7.  Retempering.  Retempering  of  mortar  or  con- 
crete which  has  partly  hardened,  that  is,  remixing  with 
additional  materials  or  with  water,  shall  not  be  per- 
mitted. 

8.  Proportions  to  be  used.  For  the  manufacture  of 
concrete  pipe  up  to  and  including  those  of  12-in.  intern- 
al diameter,  concrete  shall  be  mixed  in  the  proportions 
of  1  sack  of  cement  to  not  more  than  2l/2  cubic  feet 
of  fine  aggregate.  For  the  manufacture  of  pipe  above 
12  inches  internal  diameter,  concrete  shall  be  mixed 
in  the  proportions  of  1  sack  of  Portland  cement  to  not 
more  than  4  cubic  feet  of  fine  and  coarse  aggregate 
measured  separately.  In  no  case  shall  the  mixer  con- 
tain more  than  2y2  cubic  feet  of  fine  aggregate  to  each 
sack  of  cement. 

9.  Consistency.  Concrete  shall  be  mixed  as  wet 
as  can  be  used  and  at  the  same  time  permit  the  im- 
mediate removal  of  the  outer  casing  or  form  from  the 
pipe.  As  an  indication  of  the  required  consistency, 
the  pipe  should  show  on  the  outer  surface  web-like 
markings,  or  watermarks,  indicating  free  moisture  after 
the  removal  of  the  jackets.  Interior  surfaces  of  the 
pipe  should  show  trowel  marks  caused  by  free  water 
coming  to  the  surface  under  the  troweling  action  of 
the  revolving  packer  head  or  core,  in  case  such  is  used. 

10.  Forming.  Pipe  shall  be  made  in  such  a  manner 
as  to  insure  a  dense  and  uniformly  compacted  product 
with  smooth  ends  and  inner  surfaces.  Each  pipe  shall 
be  of  a  cylindrical  section,  the  size  being  designated 
by  the  interior  diameter.  The  thickness  of  the  pipe 
should  be  practically  uniform  throughout  and  he  not 
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less  than  one-tenth  of  the  diameter,  with  a  minimum 
thickness  of  three-quarters  of  an  inch.  The  diameter 
shall  not  vary  more  than  three  per  cent,  from  that 
specified. 

11.  Precautions.  No  pipe  shall  he  made  when  the 
temperature  of  the  atmosphere  surrounding  the  mach- 
ine is  lower  than  50  degrees  Fahrenheit.  Aggregates 
and  water  shall  he  heated  when  the  temperature  of 
either  is  lower  than  50  degrees  Fahrenheit. 

III.  Hardening 

12.  Steam  Hardening.  Within  sixty  minutes  after 
removing  the  outer  casings  from  the  pipe  they  shall 
he  placed  in  a  hardening  room,  where  the  temperature 
is  not  lower  than  50  degrees  Fahrenheit,  and  he 
protected  from  drafts  of  air,  or  other  influences  which 
would  tend  to  cause  evaporation  of  moisture  from  the 
concrete.  Within  twelve  hours  after  removing  the 
pipe  from  the  machine  the  temperature  in  the  harden- 
ing room  shall  he  raised  to  at  least  100  degrees  Fah- 
renheit, and  an  atmosphere  saturated  with  water 
vapor  shall  he  maintained  by  introducing  water  vapOr 
into  the  room  from  a  steam  boiler,  or  through  a  per- 
forated pipe  laid  perforations  down,  in  a  trough  of 
water  on  the  floor  of  the  hardening  room. 

(a)  During  a  certain  season  of  the  year  when  the 
outside  temperature  during  the  day  does  not  fall  be- 
low 50  degrees  Fahrenheit,  the  pipe  shall  be  steam 
hardened  as  described  above  for  not  less  than  forty- 
eight  hours,  after  which  they  may  be  removed  from 
the  hardening  room  and  piled  out  of  doors.  They 
shall,  however,  then  be  sprinkled  not  fewer  than  three 
times  daily  for  seven  days.  They  may  be  shipped 
after  having  been  stored  out  of  doors  not  fewer  than 
fourteen  days. 

(b)  When  the  temperature  of  the  outside  atmos- 
phere falls  below  50  degrees  Fahrenheit  during  the 
day,  the  pipe  shall  be  steam  hardened  for  not  fewer 
than  96  hours,  after  which  they  may  be  piled  out  of 
doors.  They  then  require  no  further  treatment,  but 
shall  remain  in  storage  for  not  fewer  than  fourteen 
days  before  shipment. 

13.  Water  Hardening.  It  is  sometimes  found  im- 
practicable to  introduce  steam  into  the  hardening  room. 
The  pipe  should,  however,  be  handled  in  the  same 
maimer  as  previously  described  under  steam  hardening 
until  they  have  become  sufficiently  hard  so  that  when 
water  is  sprayed  upon  them  they  are  not  injured. 
The  pipe  shall  then  he  kept  constantly  wet  on  the 
surface  by  sprinkling  with  water  for  not  fewer  than 
seven  days  for  case  (a)  and  fourteen  days  for  case 
(1>),  and  the  temperature  shall  he  maintained  at  not 
less  than  70  degrees  Fahrenheit  in  the  hardening  room. 
After  removing  from  this  room,  the  pipe  shall  be 
treated  as  described  above  for  steam  hardening,  ex- 
cept that  the  period  of  storage  out  of  doors  shall  not 
be  fewer  than  fourteen  days. 

14.  Steam  and  Water  Hardening.  It  is  sometimes 
desirable  or  advantageous  to  use  a  combination  of  the 
steam  and  water  hardening  processes  as  outlined  above. 
The  pipe  in  this  case  shall  be  hardened  in  the  steam 
room  under  conditions  already  described  for  steam 
hardening  until  such  time  as  they  are  sufficiently  hard 
to  permit  being  piled  one  upon  the  other.  They  may 
then  be  removed  to  a  chamber  w  here  sprinkling  can 
be  done  and  where  they  will  at  all  times  he  protected 
from  drafts  of  air.  Under  this  system  of  treatment 
they  should  be  kept  constantly  wet  on  the  surface  by 
.sprinkling  for  a  period  of  not  fewer  than  two 
days  for  case  (a)  and  not  fewer  than  seven  days  for 


case  (b).  The  temperature  in  this  chamber  shall  not 
be  allowed  to  go  below  70  degrees  Fahrenheit  for  the 
period  mentioned.  After  the  pipe  are  removed  from 
the  sprinkling  chamber  they  shall  be  further  hardened 
in  the  manner  described  above  for  steam  hardening, 
with  the  exception  that  the  period  of  storage  out  of 
doors  shall  in  no  case  be  less  than  twenty-one  days. 

IV.  Handmade  Concrete  Pipe 

Sewer  pipe  of  large  size,  especially  those  above 
24  inches  in  diameter,  are  usually  manufactured  by 
hand — often  at  the  site  of  the  work.  The  forms  usu- 
ally consist  of  properly  shaped  steel  plates  with  the 
inner  form  so  placed  within  the  outer  one  that  the 
shell  of  the  finished  pipe  will  be  of  the  desired  or 
required  thickness.  The  forms  are  kept  clean  and 
free  from  rust  by  removing  any  particles  of  adhering 
concrete  each  time  after  use  and  by  wiping  the  forms 
with  oil-soaked  waste,  particularly  just  before  again 
using  them.  Depending  upon  the  size  of  pipe  to  be 
manufactured,  both  inner  and  outer  forms  are  con- 
structed of  two  or  more  pieces  properly  stiffened,  and 
fitted  with  necessary  fastening  and  clamping  devices. 
Usually  inner  and  outer  forms  are  so  arranged  that 
the  inner  form  when  set  up  with  the  outer  one  becomes 
self-centering. 

In  the  manufacture  of  concrete  pipe  by  hand  a 
somewhat  arbitrary  rule  has  been  more  or  less  recog- 
nized with  reference  to  the  thickness  of  the  shell  of 
such  pipe.  Some  manufacturers  base  thickness  of  the 
shell  on  a  factor  which  corresponds  to  one-twelfth 
of  the  diameter  of  the  pipe  in  inches.  Other  manufac- 
turers use  a  factor  of  one-tenth,  while  there  are  times 
when  specifications  recognize  both  of  these  factors, 
depending  on  the  size  of  the  pipe.  No  doubt  under  cer- 
tain conditions  a  factor  of  one-twelfth  gives  ample 
strength  and  thickness,  hut  if  the  service  conditions 
to  be  met  with  are  severe,  a  shell  thickness  equal  to 
one-tenth  of  the  diameter  of  the  pipe  is  preferable. 

The  concrete  mixture  to  be  used  in  the  manufac- 
ture of  pipe  by  hand  should  never  be  leaner  than  1 
sack  of  Portland  cement  to  2  cubic  feet  of  sand,  to 
4  cubic  feet  of  pebbles  or  crushed  stone,  with  suffici- 
ent water  to  produce  a  quaky  consistency,  care  being 
taken  not  to  use  so  much  water  as  to  cause  coarse 
aggregate  and  sand-cement  mortar  to  separate.  All 
materials  should  meet  the  requirements  for  cleanness, 
grading,  etc.,  as  already  given  in  the  recommendations 
covering  the  manufacture  of  pipe  by  machine. 

In  order  that  the  concrete  mixture  may  be  properly 
handled  in  the  manufacture  of  reinforced  concrete  pipe 
by  hand,  coarse  aggregate  (pebbles  or  broken  stone) 
should  not  exceed  %  inch  in  greatest  dimension  for 
pipe  with  shells  4U  inches  and  less  in  thickness.  Where 
shell  thickness  is  greater  than  \y2  inches,  coarse  ag- 
gregate up  to  1  !  inches  may  be  used,  but  owing  to 
the  position  of  reinforcement  and  the  method  by  which 
some  types  of  joints  are  formed,  a  maximum  of  1 
inch  for  coarse  aggregate  will  be  found  preferable. 

Machine  mixing  is  preferable  to  hand  mixing  since 
by  machine  greater  uniformity  of  mixing  is  certain. 
All  of  the  materials  for  each  hatch  of  concrete  should 
be  kept  in  the  mixer  for  at  least  two  minutes. 

In  lilling  forms,  the  concrete  should  he  deposited 
in  layers  around  the  entire  section  between  inner  and 
outer  forms,  and  he  well  spaded  while  placing  to  in- 
sure thorough  bond  with  or  adhesion  to  reinforcing 
metal,  and  also  to  insure  that  the  concrete  will  be 
settled  to  maximum  density  and  that  coarse  particles 
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u  ill  be  forced  back  from  form  faces,  thus  increasing  the 
density,  hence  watertightness  of  the  pipe. 

Climatic  conditions,  as  well  as  the  season  of  the 
year,  make  it  impossible  to  arbitrarily  fix  the  length 
of  tune  which  tonus  should  be  left  in  place  on  hand- 
mule  concrete  pipe.  The  same  conditions  make  it 
impossible  to  state  how  long  such  pipe  shall  be  allowed 
to  harden,  or  age,  before  they  may  be  placed  in  the 
trench.  The  same  general  precautions  to  prevent  dry- 
ing out  of  the  concrete,  that  have  previously  been 
mentioned  a-*  necessary  to  the  proper  hardening  of 
machine-made  pipe,  apply  equally  to  hand-made  con- 
crete pipe.  It  they  are  hardened  by  the  water  process, 
they  should  be  kept  moist  for  a  period  of  at  least 
-even  (lays  after  form-  have  been  removed.  Proper 
hardening  is  very  important  to  securing  a  high-grade 
product,  and  has  great  influence  on  the  ultimate  suc- 
cess of  or  dissatisfaction  with  the  pipe. 

V.  General  Remarks 

In  the  manufacture  of  pipe  by  the  ordinary  pro- 
cesses, using  machines  equipped  with  a  revolving 
packer  head,  or  with  tampers  and  revolving  core  to 
form  the  shell,  it  will  be  found  practicable  to  use  ag- 
gregate having  a  maximum  size  of  particles  of  inch 
r  all  sizes  up  to  12  inches.  In  sizes  larger  than  12 
inches  it  will  be  found  practicable  to  use  aggregate 
having  a  maximum  size  of  ]A  inch  or  larger,  depend- 
ing upon  the  thickness  of  the  pipe  wall,  but  in  gen- 
eral a  maximum  of  Yz  inch  is  preferable. 

A  deficiency  in  fine  material  in  the  aggregate 
cause-  difficulty  in  the  manufacturing  process,  loss  of 
pipe  when  removed  from  the  casing,  rough  surfaces, 
-tone  pockets,  and  pinholes  through  which  water  may 
be  forced  when  the  pipe  is  subjected  to  internal  water 
pre-sure.  A  deficiency  of  fine  material  within  certain 
limits  does  not  decrease  the  strength  of  the  finished 

duct.  Excess  of  fine  material  causes  low  strength 
in  the  finished  pipe,  and  with  ordinary  mixtures  tends 
to  produce  a  pipe  which  will  show  seepage  under  in- 
ternal pressure.  There  is  a  marked  tendency  to  use 
an  excess  of  fine  material  in  the  aggregate,  and  this 
should  be  particularly  guarded  against.  Unless  pipe 
are  tested,  the  manufacturer  may  be  deceived  as  to 
the  quality  of  the  product  which  he  is  making,  owing 
to  the  smooth  and  (to  the  uninitiated)  workmanlike 
appearance  of  the  pipe  in  wdiich  aggregate  containing 
an  excess  of  fine  material  has  been  used. 

There  are  two  indications  of  good  quality  in  pipe  : 

(1)  High  supporting  strength. 

(2)  Low  percentage  of  absorption. 

Pipe  showing  a  small  percentage  of  absorption  are 
in  every  respect  preferable  to  those  in  which  the  per- 
centage of  absorption  is  high.  In  investigating  and 
determining  the  absorption  it  is  necessary  to  dry  the 
pipe  at  a  temperature  of  212  degrees  Fahrenheit  until 
they  show  no  further  loss  in  weight.  Pipe  will  absorb 
their  full  capacity  of  water  within  twenty-four  hours 
after  immersion.  Tests  have  clearly  shown  that  high 
strength  and  low  absorption  go  hand  in  hand. 

The  quantity  of  water  to  be  used  in  each  batch 
of  concrete  is  something  upon  which  the  uniformity 
of  the  product  more  or  less  depends.  It  is  recom- 
mended, therefore,  that  an  automatic  measuring  de- 
vice be  utilized,  permitting  the  proper  quantity  of 
ater  to  be  used  in  each  batch,  this  quantity  being 
determined  after  a  batch  of  the  proper  consistency  has 
been  made.  A  similar  quantity  should  be  used  in 
each  batch  until  working  conditions  demand  a  change. 

In  connection  with  the  steam  hardening  process, 
two  requirements  deserve  particular  emphasis,  because 


if  neglected,  they  sometimes  cause  improper  harden- 
ing of  the  pipe. 

(1)  The  steam  hardening  room  must  be  sufficiently 
tight  to  prevent  circulation  of  air  and  the  consequent 
existence  of  a  heated  atmosphere  not  thoroughly  sat- 
urated with  water  vapor,  which  would  result  in  evap- 
oration of  water  from  the  pipe  walls. 

(2)  In  no  case  should  steam  be  allowed  to  enter 
the  hardening  chamber  under  pressure  in  such  a  man- 
ner as  to  strike  directly  upon  the  green  pipe.  The 
effect  of  this  is  to  heat  them  quickly,  causing  evapora- 
tion of  water  from  the  interior  of  the  pipe  and  the 
destruction  of  the  product.  In  the  manufacture  of  high 
standard  and  uniform  concrete  pipe,  proper  hardening 
is  absolutely  essential. 

Test  Requirements 

Specifications  usually  require  that  concrete  pipe 
shall  meet  certain  test  requirements.  Such  tests  are 
made  to  determine  the  crushing  strength  of  the  pipe, 
their  impermeability,  and  their  resistance  to  internal 
pressure  which  would  tend  to  burst  them.  All  tests 
which  have  been  made  on  properly  constructed  con- 
crete pipe  when  compared  with  similar  tests  of  pipe 
made  of  other  materials,  have  demonstrated  the  super- 
ior quality  of  concrete  pipe  and  show  that  they  possess 
strength  far  in  excess  of  that  necessary  to  meet  the 
conditions  under  which  generally  used. 

Considering  the  fact  that  the  greater  portion  of 
concrete  pipe  sewers  now  in  existence  in  this  country 
and  elsewhere  have  given  long  years  of  satisfactory 
service,  often  in  spite  of  the  fact  that  the  methods 
by  which  pipe  were  manufactured  in  the  past  do  not 
approach  present-day  high  standards,  it  is  reason- 
able to  assume  that  the  very  superior  product  of  to- 
day will  meet  every  requirement  exacted  from  it  in 
sewer  work.  The  same  holds  true  of  concrete  in 
monolithic  sewer  construction. 

Such  isolated  cases  as  have  been  brought  to  notice 
of  the  disintegration  of  concrete  when  subjected  to 
sewage  have  invariably  been  traced  to  poor  materials 
or  methods  of  workmanship.  If  the  methods  outlined 
in  the  recommendations  previously  given  are  followed 
to  the  letter,  concrete  sewer  pipe  may  be  relied  upon 
to  meet  the  most  exacting  conditions  imposed  upon 
them  in  modern  sewer  practice. 

Monolithic  Concrete  Sewers 

When  concrete  is  used  for  sewer  work  in  the  form 
of  monolithic  construction,  it  is,  of  course,  necessary 
that  specifications  shall  be  prepared  for  the  work,  with 
particular  reference  to  the  conditions  that  are  to  be 
met  on  each  individual  job.  Owing,  therefore,  to  the 
differences  in  designs  which  will  naturally  be  adopted 
to  best  meet  local  conditions,  it  is  impossible  to  pre- 
sent an  invariable  specification  for  monolithic  con- 
crete sewer  work. 

A  1  :2 :4  concrete  is  to  be  recommended  for  all 
reinforced  sections  in  monolithic  sewer  construction. 
A  leaner  mixture  may  be  and  usually  is  used  for  any 
necessary  mass  work  such  as  foundations.  Cement, 
sand,  and  pebbles  or  crushed  stone  used  in  monolithic 
concrete  sewers  are  subject  to  the  same  general  speci- 
fication requirements  that  govern  in  all  other  first- 
class  concrete  work.  Concrete  should  be  mixed  in  an 
approved  machine  of  the  batch  type.  Accurate  mea- 
suring devices  should  be  used  for  proportioning  the 
mixtures  so  that  each  batch  will  be  uniform.  No 
concrete  should  be  used  after  hardening  has  started 
and  no  remixed,  or  retempcred  concrete  should  be 
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Handsome  Churches  of  Quebec  Province 


WORK  is  now  proceeding  on  a  Roman  Catholic 
cathedral  for  the  diocese  of  Sherbrooke.  from 
plans  prepared  by  Messrs.  Andet  &  Charbon- 
neau,  architects,  Montreal  and  Sherbrooke, 
P.O.  At  present  it  is  intended  to  build  on  a  section 
of  the  cathedral,  leaving  to  a  later  date  the  rest  of  the 
construction.  A  bishop's  palace,  connected  with  the 
cathedral,  will  also  be  built  later. 

The  site,  which  is  on  a  commanding  height,  is  of  a 
sloping  nature  at  the  back  of  the  building,  which  rests 
on  solid  rock.  To  provide  for  a  lower  church,  under 
the  cathedral  proper,  75,000  cubic  yards  of  stone  had 
to  be  excavated  for  the  building  and  surrounding  area. 

Half  of  the  floor  of  the  lower  church  is  under- 
ground and  the  other  half  built  over  a  large  crypt, 
which  contains  a  mortuary  chapel  for  the  burial  of  the 
bishop,  and  also  a  hall,  choir  practice  room,  janitor's 
quarters,  and  ventilating  apparatus.  The  heating  ap- 
paratus is  placed  outside  the  building. 

The  outside  dimensions  of  the  cathedral  are  roughly 
265  feet  long  by  150  feet  wide  in  the  transepts.  The 
width  of  the  nave  inside  is  about  43  feet.  The  nave  is 
flanked  by  two  aisles,  and  separated  from  the  chancel 
by  a  large  transept;  Which  contains  a  chapel ;  on  the 
side  of  each  aisle  there  are  also  small  chapels. 

The  church  is  to  be  substantially  built,  with  heavy 
stone  walls  and  buttresses,  the  entire  work  being  car- 
ried out  in  a  style  reminiscent  of  the  early  Gothic  of 
Normany.  The  exterior  is  of  white  Megantic  granite. 
The  plain  portions  of  the  walls  are  to  be  left  with  the 
rock  face,  the  trimming  only  being  cut  to  a  smooth 
surface. 

One  of  the  features  of  the  lower  church  is  the 
large  tile  vault,  on  the  Guastavino  system,  which  has 
a  span  of  45  feet  and  5  feet  9  inches  of  rise.  This  vault, 
which  is  comparatively  light,  "will  also  support  the 
floor  of  the  church  proper.  Heavy  pillars  receive  the 
vault,  and  will  carry  the  columns  and  vault  and  roof  of 
the  upper  church.  On  each  side  of  the  church  there 
are  large  sacristies,  separated  from  the  church  by  a 
passage. 


The  west  front,  as  planned,  will  have  two  towers, 
modelled  on  the  same  plan  as  Notre  Dame  de  Paris. 
Three  porches  are  pierced  in  the  wall  of  this  front. 
Over  these  will  be  a  row  of  niches,  which  are  to  be 
filled  with  statues,  while  in  the  centre,  above  the 
niches,  a  large  rose  window  will  be  built.  Similar 
windows  are  to  be  constructed  in  front  of  each  tran- 
sept. 

The  bishop's  palace  is  to  be  situated  at  the  south 
side  of  the  cathedral,  and  will  be  connected  with  the 
church  by  a  cloister,  while  connection  with  the  lower 
church  will  also  be  provided. 


Church  of  St.  Jacques  de  FAchigan 

The  Church  of  St.  Jacques  de  l'Achigan,  now  in 
course  of  erection,  is  the  outcome  of  the  destruction 
by  lire  of  the  ancient  parish  church  two  years  ago.  As 
a  result  of  this,  it  was  decided  to  build  the  handsome 
edifice  at  present  under  way,  of  which  the  exterior  is 
illustrated  herewith. 

The  total  width  across  the  front  is  83  ft.  and  the 
length  220  ft.  The  height  from  the  floor  to  the  centre 
of  the  vault  is  57  ft.,  and  the  two  clochers  measure  190 
ft.  from  the  ground  to  the  top  of  the  cross.  The  ground 
floor  has  accommodation  for  1.218  persons,  exclusive 
of  200  in  the  choir  stalls  and  375  in  the  organ  and  tran- 
sept galleries. 

Steel  construction  is  employed  throughout,  with  an 
exterior  facing  of  rough  free-stone  and  trimmings  of 
dressed  stone  from  the  Deschambault  quarries.  A 
spacious  narthex  or  vestibule  with  three  entrances 
gives  access  to  the  interior,  which  includes  the  nave, 
transepts,  and  semi-circular  sanctuary  and  sacristies. 
There  are  also  two  entrances  to  the  transepts.  The 
whole  interior  is  very  ornately  decorated,  the  nave  hav- 
ing a  barrel-vaulted  ceiling  with  decorated  ribs  and 
panels,  and  the  arcade  columns  and  cornice  are  richly 
ornamented  in  the  Corinthian  style. 

The  lighting  will  be  by  electricity  and  the  heating 
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Church  of  St.  Jacques  de  l'Achigan. 

by  hot  water  from  the  Sirdar  hot  water  boilers  located 
in  a  sub-basement. 

The  architect  is  Mr.  L.  J.  Caron,  of  Nicolet,  Que. 
The  general  contractor  is  Mr.  Joseph  Giroux,  of  St. 
Casimer,  PQ-,  and  the  steel  work  is  being  supplied  and 
erected  by  the  Phoenix  Bridge  Company,  Montreal. 
The  contract  price  amounts  to  $175,000.  The  structure 
will  be  completed  by  next  May. 

District  of  West  Vancouver  Waterworks — 
Distribution  by  Wooden  Pipe 

During  the  past  few  years  the  district  of  West  Van- 
couver, on  the  north  shore  of  Burrard  Inlet,  west  of 
the  harbor  entrance,  has  gained  a  large  increase  of 
population  owing  to  improved  transportation  facilities 
and  the  discovery  made  by  Vancouver's  wealthy  citi- 
zens that  the  district  offered  ideal  advantages  for  sum- 
mer homes.  With  population  came  a  demand  for  a 
waterworks  system,  but  just  then  the  war  disarranged 
finances,  and  the  corporation  found  it  impossible  to 
market  its  bonds.  Eor  a  time  it  looked  as  if  the  resi- 
dents would  have  to  await  better  times,  but,  luckily, 
the  Cotton  Company,  Ltd.,  Vancouver,  who  had  been 
awarded  the  contract,  were  able  to  take  payment  in 
bonds,  and  the  work  went  ahead  with  all  possible 
speed,  being  completed  a  couple  of  months  ago  to  a 
point  that  permitted  the  turning  on  of  house  services. 

Bonds  to  the  amount  of  $150,000  were  issued,  the 
cost  of  the  system  being  $117,000  in  bonds.  The  terri- 
tory served  has  a  population  of  about  2,500,  the  num- 
ber of  services  applied  for  and  installed  at  the  outset 
being  250.  The  watered  area  is  five  square  miles,  the 
source  of  supply  being  Brothers  Creek,  elevation  724 
ft.  above  sea  level,  and  fed  from  Capilano  River  water- 
shed.  The  creek  has  a  minimum  flow  of  3  cu.  ft.  per 


second,  maximum  40  cu.  ft.  per  second,  and  average  5 
cu.  ft.  per  second.  The  intake  consists  of  a  small  con- 
crete dam. 

The  distribution  system  us  as  follows:  1,531  ft.  of  10 
in.  wire-wound  wood  pipe,  head  50  ft. -125  ft.;  5,638  ft. 
8  in..  50  Et.-275  ft.;  58,220  ft.  6  in.,  50  ft.-375  ft.;  37,453 
ft.  4  in.,  75  ft.-370  ft.  ;  1,611  ft.  H  in.  'galv.  service  pipe; 
8.632  ft.  Y>  in.  galv.  service  pipe. 

There  is  a  float  box  at  an  elevation  of  350  ft.,  con- 
trolled by  o  in.  Ford  balanced  float  valve. 

The  working  pressures  on  service  pipe  range  from 
40  pounds  to  135  pounds. 

Unit  field  cost  of  construction  :  Trench  (16  in.  x  36 
in.),  per  lin.  ft.  .071,  per  cu.  yard  .507;  back  fill  (16  in. 
x  36  in),  per  lin.  ft.  .01,  per  cu.  yard  .071  ;  heavy  clear- 
ing (6  ft.  wide),  per  lin.  ft.  .072;  laying  wood  pipe,  per 
lin.  ft.  .015;  service  trench  (12  in.  x  18  in.),  per  lin.  ft. 
.02 J/* ;  10-in.  wood  pipe,  .35;  8-in.  wood  pipe,  .32;  6-in. 
wood  pipe,  .26;  4-in.  wood  pipe,  .18. 

The  contract  was  carried  out  by  W.  H.  Larson, 
superintendent  in  charge  for  the  contractors ;  W.  Cur- 
ror,  municipal  engineer  of  District  of  West  Vancouver, 
was  in  charge  for  the  municipality. 

The  contract  for  wood  pipe,  aggregating  over  20 
miles,  was  filled  by  the  Canadian  Pipe  Company,  Ltd., 
550  Pacific  Street,  Vancouver. 


Small  Septic  Tanks  Built  of  Vitrified  Clay 

Pipe 

For  country  residences,  public  institutions,  and 
small  communities  in  the  United  States  the  sewage 
disposal  is  in  many  cases  being  provided  for  by  small 
septic  tanks  built  up  of  vitrified  clay  pipe  sections. 
The  pipes  are  24  in.  interior  diameter  and  30  in.  long, 
with  a  clean-out  hole  and  cover  on  top.  They  are  laid 
horizontally,  and  fitted  with  heads  and  baffle  dia- 
phragms or  partitions  of  the  same  material.  The 
number  of  sections  varies  according  to  the  capacity 
required,  and  may  be  increased  as  needed  to  keep  pace 
with  the  growth  of  the  institution  or  village.  The 
largest  installation  at  present  is  that  at  the  State  Tu- 
berculosis Hospital,  in  Texas,  where  the  tank  consists 
of  60  pipes  or  sections. 

This  system  is  briefly  described  in  a  current  issue 
of  The  Engineer.  From  the  end  of  the  septic  tank  a 
4-in.  pipe  leads  to  a  filter.  This  is  similar  to  the  tank 
pipes,  but  is  set  on  end,  and  closed  with  vitrified  clay 
covers  at  top  and  bottom.  This  is  filled  to  the  flow  line 
with  sand  and  gravel,  or  with  charcoal.  The  effluent 
pipe  is  turned  down  vertically,  and  extends  nearly  to 
the  bottom  of  the  filter.  The  liquid  rises  through  the 
filtering  medium  and  escapes  at  an  outlet  opposite  to 
the  pipe  from  the  septic  tank. 

One  filter  section  is  sufficient  for  three  or  four  tank 
sections.    The  filter  is  used  only  when  the  effluent  is 


Small  Sewage  Disposal  Plant. 

to  be  discharged  into  a  stream  or  pond.  In  many  cases, 
however,  the  effluent  is  utilized  in  a  sub-irrigation  or 
farm  drainage  system,  laid  out  with  4-in.  tile.  In 
such  cases  the  filter  is  omitted,  and  the  effluent  pipe 
from  the  septic  tank  is  connected  directly  to  the  head 
of  the  tiling. 
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The  Ransome  Drifting  Sand  Filter 

Description  of  the  Design  and  Operation  of  the 
New  Mechanical  Filters  Just  Installed  for  Toronto 


As  a  result  of  the  article  Which  appeared  in  the 
Contract  Record  dated  August  16,  1916,  describing 
siinie  of  the  construction  features  of  the  mechanical 
filtration  plant  now  almost  completed  for  the  city  of 
Toronto,  we  have  received  several  requests  for  a  short 
article  describing  the  leading  principles  involved  in 
this  Ransome  drifting  sand  system  of  water  purifica- 
tion. 

The  illustration  shows  a  typical  section  through 
the  axis  of  a  single  unit  gravity  filter,  and  the  essen- 
tial features  of  the  system  are  indicated.  Very  few 
changes  are  necessary  to  make  the  filter  of  a  pressure 
type.  The  filter,  which  in  the  illustration  is  of  steel, 
may,  however,  be  made  of  concrete  or  other  building 
material.  The  total  depth  required  is  much  deeper 
than  in  the  usual  form  of  mechanical  filter,  and  the 
filter  is  rilled  with  sand  to  a  depth  of  9  feet,  which  is 
about  three  times  the  ordinary  depth.  The  filter  sand 
consists  of  two  portions  of  precisely  the  same  mater- 
ials, with  no  physical  boundary  between  them  other 
than  that  produced  by  causing  the  upper  portion 
(which  forms  a  cap  over  the  lower  portion)  to  slowly 
and  almost  imperceptibly  creep  or  drift  over  the  lower 
portion  and  across  the  paths  of  the  filtering  water, 
which  takes  place  more  or  less  downwards  and  in- 
wards. 

The  filtered  water  is  collected  at  the  bottom  of  the 
sand  by  a  system  of  pipes,  with  equally  spaced  per- 
forations in  them,  and  buried  to  a  depth  of  nine  inches 
in  graded  spherical  or  rounded  water-worn  graded 
gravel,  the  largest  size  being  20  mm.  and  the  least  3 
mm.  The  spaced  holes  serve  the  purpose  of  uniformly 
distributing  the  back  wash  water  for  cleansing  the 
whole  of  the  sand  in  the  filter,  which  would  otherwise 
burst  up  in  local  springs,  leaving  parts  choked  and  un- 
washed. The  sand  has  a  maximum  size  of  1.2  mm. 
(60  per  cent,  is  less  than  0.7  mm.  and  10  per  cent,  less 
than  0.35  mm.),  and  is  of  rounded  water-worn  hard 
materials.  Around  the  periphery  of  the  filter  is  a  pas- 
sage or  system  of  ports,  down  which  the  drifting  sand 
passes. 

The  raw  water,  which  has  already  been  coagulated, 
enters  the  filter,  partly  by  a  standpipe  at  the  centre  of 
the  unit,  passing  up  through  a  separator  or  sand- 
washer  at  the  bottom  and  delivering  above  the  sand  at 
the  top  and  partly  through  a  bye-pass.  Within  the 
sandwasher  the  raw  water  pipe  is  provided  with  a  fair 
form  restriction  in  every  way  similar  to  the  tube  of  a 
Venturi  meter,  and  the  drifting  sand  collected  in  the 
separator  is  inducted  into  the  raw  water  at  the  narrow- 
est part  of  the  restriction,  and  this  sand  passes  up  the 
standpipe  with  the  water  and  is  delivered  with  it  above 
the  top  of  the  sand  alreadv  there,  forming  a  volcano- 
like cone,  which  continuously  drifts  away  and  is  con- 
tinuously being  replaced,  leaving  a  round-topped  body 
of  stationary  sand  resting  upon  the  filtered  water  col- 
lecting system.  This  sand  does  the  final  filtration. 
'Idie  surface  area  of  this  stationary  sand  is  more  than 
twice  the  plan  area  of  the  unit,  and  economizes  the 
plan  area  of  the  filters.  The  drifting  sand  passes  down 
all  round  the  boundary  of  the  stationary  sand  to  a  slot 
at  an  elevation  of  2  ft.  2  in.  above  the  surface  of  the 
imderdrain  gravel,  and  ultimately  passes  through  con- 
verging ports  to  a  system  of  outlets  or  extractors  and 
pipes  to  the  sandwasher,  in  which  the  sand  falls  to 


the  bottom  through  a  current  of  raw  water  and  is 
picked  up  by  the  inductor,  the  dirty  water  passing  up- 
wards and  out  at  the  top  by  an  outlet  suitably  con- 
trolled. The  sand  extractors  are  of  such  a  form  that 
the  sand  for  a  short  distance  is  made  to  move  vertically 
against  gravity,  and  experience  shows  that  it  is  kept 
out  of  the  piping  system,  except  when  the  inductor  at 
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the  sandwasher  is  in  full  operation.  That  is  to  say, 
the  sand  moves  only  when  there  is  an  abundance  of 
running  water,  which  carries  it  forward. 

The  question  of  sand  scour  is  an  important  one, 
and  the  form  of  the  inductor  is  such  that  the  sand 
enters  the  high  velocity  water  at  the  throat  of  the 
sand  washer  at  the  centre  of  the  stream  and  can  only 
touch  the  sides  of  the  pipe  at  a  high  level,  where  the 
pipe  is  much  enlarged',  and  not  until  after  the  sand  and 
water  has  Been  reduced  to  non-scouring  velocities. 
The  loss  of  head  at  the  inductor  amounts  to  about  3  ft. 
6  in.  of  water,  but  a  bye-pass  is  provided  so  that  this 
may  be  varied  either  at  will  or  automatically  in  such 
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a  \sa\  that  the  induction  mav  be  varied  to  suit  the 
amount  of  the  impurities  and  of  the  coagulants  in  the 
water,  it  being  understood  that  the  greater  the  propor- 
tion of  the  total  raw  water  passing  through  the  induc- 
tor the  greater  will  be  the  rate  of  drifting  of  the  sand. 
If  the  >aud  drifts  too  slowly,  then  the  bed  will  choke 
up  and  the  loss  of  head  will  go  up  and  ultimately  put 
(lie  filter  prematurely  out  of  business.  On  the  other 
hand)  l>\  drifting  the  sand  too  fast,  unnecessary  labor 
is  put  upon  the  apparatus,  and  a  larger  proportion  of 
the  dirty  coagulant  penetrates  right  through  the  drift- 
ing sand  to  the  stationary  sand  underneath.  Provision 
is  made  for  adjusting  the  proper  rate  of  drift  by  bye- 
passing  an  adjustable  amount  of  the  raw  water  direct 
t"  the  filter  instead  of  passing  it  through  the  sand- 
washer.  To  a  sufficient  extent  the  rate  of  drift  is  auto- 
matically varied  with  the  amount  of  water  being  fil- 
tered, but  in  the  case  of  the  more  turbid  waters  a  high 
proportion  is  sent  through  the  sand  washer.  In  the 
case  of  comparatively  clear  waters,  however,  a  large 
proportion  is  sent  through  the  bye-pass. 

lYom  the  description  it  will  be  seen  that  the  raw 
water,  after  coagulation,  has  a  continuous  proportion 
of  drifting  sand  added  to  it.  This  sand  settles  down 
in  the  filter  on  the  top  of  the  drifting  sand,  and  the 
water  then  passes  through  this  drifting  sand,  which 
removes  the  bulk  of  the  impurities  in  it,  and  finally 
passes  into  the  stationary  sand,  which  completes  the 
process. 

The  drifting  of  the  sand  is  so  effective  that  To- 
ronto's crude  sewage  and  water  containing  clay  tur- 
bidities running  into  thousands  of  parts  per  million 
have  been  successfully  treated  at  normal  rates.  So 
effectively  does  this  work  that  J:hese  filters  will  oper- 
ate from  one  to  four  weeks  without  backwashing, 
whereas  the  ordinary  mechanical  filter  recpiires  to  be 
backwashed  about  once  per  day.  Backwashing  is  car- 
ried out  by  means  of  sterilized  filtered  water  at  suffi- 
cient pressure  to  completely  stir  up  every 'part  of  the 
-and  bed.  This  is  accomplished  by  reversing  the  flow 
through  the  collecting  system  when  the  loss  of  head 
becomes  so  high  that  the  normal  rate  of  filtration  can- 
not be  obtained. 

W  hen  it  becomes  advisable  to  adopt  large  filters  a 
number  of  units,  as  described  and  shown  in  the  illus- 
tration, are  grouped  together  in  a  single  container. 
The  separate  units  then,  instead  of  being  circular  in 
plan,  become  segmental,  and  these  are  carried  up  only 
to  the  level  of  the  drifting  sand  slots.  That  is  to  say, 
to  an  elevation  of  2  ft.  2  in.  above  the  level  of  the 
underdrain  gravel. 

In  the  filters  erected  for  the  city  of  Toronto  there 
are  30  units  in  each  filter  or  container,  arranged  in  two 
rings  of  18  and  12  respectively,  leaving  a  central  space 
in  which  a  bye-pass  controller  and  a  float  regulator 
are  placed.  The  grouping  of  the  units  together  makes 
a  considerable  saving  in  the  cost  of  materials  of  con- 
struction and  also  in  the  control  and  management. 

From  the  above  one  can  readily  see  that  many  new 
phases  of  water  purification  are  opened  up,  and  that 
everything  points  to  many  of  the  difficulties  of  opera- 
tion encountered  in  the  ordinary  mechanical  filter 
being  eliminated.  Without  going  into  detail,  the  fol- 
lowing advantages  appear  to  be  fulfilled  by  this  filter: 

1.  The  effective  filtering  surface  is  that  of  a  cone-shaped 
body,  whose  area  is  from  2  to  2J>£  times  the  horizontal  area 
of  the  filter. 

2.  The  elasticity  of  operation  is  such  that  almost  in- 
stantly changes  can  he  made  in  the  operation  by  change  in 
the  rate  of  the  drifting  sand.  In  this  way  sudden  changes  of 
turbidity  can  be  easily  controlled. 

3.  The  effective  length  of  run  is  greatly  increased  over 


that  ni  ; i ii  ordinary  mechanical  filter.  This  gives  a  greater 
average,  output  per  filter  in  comparison  with  the  rated  out- 
put. 

•J.  Coagulating  or  sedimentation  basins  are  entirely  eli- 
minated. In  a  sense,  the  drifting  sand  takes  the  place  of  any 
set t ling- out  period,  for,  after  all,  sedimentation  basins  are 
installed  for  the  purpose  of  throwing  less  work  on  the  filter, 
thus  increasing  the  time  of  the  length  of  run. 

\\  hile  this  system  of  water  purification  is  compara- 
tively new,  it  has  already  proved  satisfactory  in  every 
way  where  it  has  been  installed.  Great  interest  is 
being  shown  in  the  results  obtained,  and  the  engineer- 
ing profession  arc  looking  forward  with  keen  interest 
to  the  results  from  the  60,000,000  Imperial  gallon  plant 
erected  for  the  city  of  Toronto. 


Eighteenth  Annual  Convention  of  the 
Ontario  Municipal  Association, 
in  Toronto 

The  Ontario  Municipal  Association  held  its 
eighteenth  annual  meeting  at  the  city  hall,  Toronto, 
last  week.  At  this  convention,  representatives  of  mun- 
icipalities in  Ontario  discussed  matters  of  importance 
in  municipal  government  and  adopted  a  number  of 
beneficial  resolutions  covering,  for  example,  conten- 
tions that  business  and  income  should  be  taxed  the 
same  year  as  the  assessment  is  made ;  that  the  On- 
tario Legislature  should  take  into  consideration  the 
proposition  to  take  over  the  private  telephone  lines 
and  reorganize  them  into  county  systems  ;  that  a  muni- 
cipal department  be  organized  at  the  Ontario  Legis- 
tature ;  that  legislation  be  passed  compelling  able  par- 
ents to  support  their  offspring  and  vice  versa.  The 
president  of  the  association,  Mr.  A.  K.  Bunnell,  city 
treasurer  of  Brantford,  urged  municipal  councils  to 
pay  more  attention  to  the  big  problems  of  municipal 
government  and  not  take  up  their  time  with  trivialities. 
He  spoke  of  Canada's  part  in  the  war  crisis  and  pro- 
phesied greater  responsibilities  and  duties  on  the  part 
of  civic  authorities  as  the  termination  of  the  war  drew 
nearer. 

Several  excellent  addresses  and  papers  were  de- 
livered at  the  various  sessions.  Mr.  J.  B.  Laidlaw, 
manager  of  the  Norwich  Union  Fire  Insurance  Com- 
pany, stated  that  the  fire  loss  approximated  $22,500,- 
000  per  annum  and  the  loss  of  life  so  far  this  year 
totals  360.  His  address  was  a  plea  for  greater  study 
of  preventive  measures  and  for  standardized  fire-fight- 
ing apparatus.  Mr.  W.  K.  McNaught,  C.M.G.,  spoke 
on  Hydro  development,  with  special  reference  to  ex- 
port of  power,  the  Chippewa  scheme  and  electric  rad- 
ials.  "Proposed  Town  Planning  Legislation"  was  the 
subject  of  Mr.  Thos.  Adams'  address,  in  which  he 
pointed  out  the  advantages  and  necessity  of  this  im- 
portant development.  Dr.  C.  J.  Hastings,  M.O.H.  of 
Toronto,  discussed  the  duties  of  municipal  councils  in 
maintaining  public  health.  The  methods  of  disposing 
of  domestic  wastes  were  described  by  F.  A.  Dallyn, 
Provincial  Sanitary  Engineer,  and  Major  J.  S.  McCul- 
lough  read  a  paper  on  "Water  supplies  in  towns  and 
cities." 

The  report  of  the  Nominating  Committee  was 
adopted  as  follows : — President,  Mr.  W.  C.  Caughell, 
Township  'Clerk,  Yarmouth ;  the  vice-presidents,  in 
their  order,  Aid.  E.  PI.  Menzies,  Niagara  Falls;  Mr. 
A.  M.  Chapman,  County  Clerk,  Belleville;  Mr.  A. 
Fcrland,  Reeve  of  Coleman  ;  Mr.  S.  H.  Kent,  City  Clerk, 
Hamilton  ;  Mr.  S.  Baker,  City  Clerk,  London.  '  Mr.  F. 
S.  Spence  was  re-elected  Secretary-Treasurer. 
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Two   Years   of   Britain   at  War 

The  First  Year  Meant  Organization — the  Second  Prepar- 
ation —  the  Third  Finds  Us  Equipped  and  Confident 


To-day  (August  4,  1916)  is  the  second  anniversary 
of  our  entrance  on  the  theatre  of  war.  During  the  last 
twenty-four  months  the  whole  world  has  been  passing 
through  such  a  period  of  stress  as  has  never  before 
been  experienced.  It  may  perhaps  be  useful  to  glance 
at  the  way  in  which  we  have  met  the  cataclysm  and 
how  we  have  borne  ourselves  in  the  world-wide  strug- 
gle. In  August,  1914,  our  navy,  though  by  no  means 
as  strong  as  it  would  have  been  but  for  years  of  wilful 
opposition  to  its  growth;  was  yet  strong  and  well 
equipped.  Our  army,  such  as  it  was,  was  ready  to  the 
last  button  to  take  the  field,  and  in  a  surprisingly  short 
time  an  expeditionary  force,  which  under  other  cir- 
cumstances would  have  been  considered  large,  was  de- 
spatched, complete  in  every  detail,  to  France  and  Bel- 
gium. The  whole  world  knows  the  wonderful  part 
played  by  that  comparatively  puny  force — that  "con- 
temptible little  army" — in  the  general  scheme  of  opera- 
lions  of  the  allies.  Had  we  but  had  to  keep  that  army 
up  to  strength  ,  or  at  the  most  to  increase  it  slightly, 
the  history  of  the  past  two  years  would  have  been  very 
different  to  what  it  has  been.  But  it  was  realized  from 
the  very  first  that  more  —  very  much  more  —  would 
have  to  be  done.  It  was  impossible  to  meet  millions  of 
men  with  tens  of  thousands,  or  thousands  of  guns  with 
hundreds.  So  the  new' armies  were  called  into  exist- 
ence and  the  problem  arose  of  how  properly  to  equip 
them  with  accoutrements  and  war  material  in  the 
shortest  space  of  time.  Exactly  in  what  manner  that 
problem  has  been  solved  we  are  not  at  liberty  to  speak, 
but  we  venture  to  predict  that  when  the  time  comes 
For  all  to  be  told,  the  disclosures  will  be  astounding  in 
their  magnitude.  For  the  first  year  and  more  of  l he 
war  we  were  unquestionably  outclassed  by  the  enemy 
in  every  respect — in  numbers  of  men,  in  quantity  and 
quality  of  artillery  and  machine  guns,  and  in  supplies 
of  munitions  of  every  description.  That  we  were  not 
overwhelmed  at  the  outset  and  at  several  later  periods 
is  due  solely  to  the  magnificence  of  the  human  material 
which  we  were  enabled  to  put  into  the  field.  Even  the 
partially  trained  Territorial  troops,  which  were  hurried 
across  the  Channel  to  (ill  the  gaps  made  in  the  original 
expeditionary  force,  early  proved  themselves  to  be  pos- 
sessed of  sterling  military  qualities,  and  to  be  at  least 
equal,  and  in  many  cases  much  more  than  equal,  man 
for  man,  to  the  foes  they  had  to  face.  Of  the  new  arm- 
ies and  of  the  troops  which  have  flocked  to  aid  the 
Mother  Country  from  overseas  dominions  and  depen- 
dencies it  would  be  impossible  to  speak  too  highly  ;  nor 
is  this  the  place  in  which  to  do  it.  Yet,  while  we  yield 
to  no  one  in  our  admiration  for  the  valor,  the  heroism, 
and  the  self-sacrifices  of  all  our  troops  of  whatever 
origin  who  have  been  engaged  in  the  great  struggle, 
we  have  to  admit  that  all  of  these  magnificent  attri- 
butes would  have  been  displayed  in  vain  had  it  not 
been  that  each  month  has  seen  increasing  volumes  of 
munitions  of  war  made  available  for  service.  We  have 
had  to  supply  guns,  ammunition,  and  every  sort  and 
kind  of  war  paraphernalia  not  only  to  our  own  rapidly 
increasing  armies,  but  to  our  allies  as  well. 

And  so  we  enter  upon  the  third  year  of  the  war. 
and  the  question  naturally  arises.  How  d"  we  stand  as 


*  Prom  the  Engineer.  London,  En£. 


compared  with  our  position  two  years  ago?  The  an- 
swer is  that  we  and  our  allies  are  immeasurably  better 
off  than  we  were  either  at  the  beginning  of  August, 
1914,  or  at  any  time  since  the  war  began.  It  is  true 
that  there  have  been  numerous  vicissitudes — the  over- 
running of  Poland,  Serbia,  and  Montenegro,  the  failure 
of  the  enterprise  on  the  Gallipoli  Peninsula,  and  the 
surrender  of  the  garrison  of  Kut.  But  what  is  there  to 
counterbalance  these  set-backs?  Germany  has  lost  all 
save  one  of  her  colonies.  The  last  is  being  wrested 
from  her  by  slow  and  sure  degrees,  Belgium  and  Por- 
tugal assisting  in  the  process.  Russia  is  making  great 
strides,  not  only  in  Armenia,  out  of  which  all  Turks 
are  now  said  to  have  been  cleared,  but  on  her  western 
front  as  well,  on  which  during  the  present  offensive 
she  has  taken,  according  to  all  accounts,  some  350,000 
prisoners,  in  addition  to  valuable  war  materials  and 
stores.  France  has  withstood  well-nigh  six  months' 
continuous  assault  before  Verdun  with  a  bravery  and 
stubbornness  which  have  evoked  the  admiration  of  all. 
and  has  defied  the  weighty  onset  of  the  heaviest  artil- 
lery which  the  enemy  could  bring  against  her.  More- 
over she  has  made  good  progress  on  the  Somme,  and, 
side  by  side  with  her  we,  too,  have  pressed  forward. 
Throughout  the  remainder  of  the  line  the  enemy, 
where  he  has  not  been  driven  back,  has  been  field 
firmly  in  check,  and  will  be  so  held  until  the  time  is 
ripe  to  dislodge  him.  Italy,  gallantly  recovering  from 
a  fierce  attack,  is  once  more  driving  the  Auslrians 
backwards.  The  Serbian  army,  refreshed  and  rehabili- 
tated, is  again  at  grips  with  Bulgaria.  The  greatest 
sea  fight  of  history  has  been  fought,  with  the  result 
that,  though  we  lost  some  ships,  the  Germans  lost 
more,  and  had  to  fly  back  to  their  bases  under  cover 
of  darkness  in  order  to  avoid  complete  annihilation. 
The  "victory"  which  was  acclaimed  with  joy  through- 
out the  Central  Empires  was,  as  a  fact,  a  defeat,  which 
only  the  failure  of  the  light  saved  from  being  an  over- 
whelming disaster,  and  which  rendered  Germany  even 
less  powerful  as  a  naval  force  than  she  was  before.  We 
still  hold  the  seas,  and  the  iron  grip  of  the  blockade 
becomes  tighter  and  tighter.  It  is  more  and  more  diffi- 
cult for  our  adversaries  to  obtain  the  wherewithal  to 
make  their  munitions  and  to  feed  their  peoples.  Fin- 
ally, the  losses  they  have  sustained  are  so  colossal  that 
the  task  of  reinforcing  their  depleted  fighting  lines  is 
giving  them  the  greatest  anxiety. 

In  discussing  the  condition  of  affairs  this  lime  last 
year,  on  the  completion  of  twelve  months'  lighting, 
we  said  that  we  could  look  hack  without  shame  on 
what  we  had  done  during  that  year.  We  can  now  look 
back  with  pride  on  what  has  been  done  since  then.  It 
look  the  masses  of  our  people  some  time  to  realize  the 
magnitude  of  the  undertaking  on  which,  by  no  wish 
of  our  own,  we  had  been  forced  to  embark.  But  when 
once  they  were  awakened  to  the  gravity  of  the  situa- 
tion all  ranks  united  in  a  concerted  effort,  the  strenu- 
QUsness  of  which  has  never  been  relaxed.  It  was  seen 
that  in  order  to  win  the  tight  we  must  have  more  men 
and  more  war  material  than  were  possessed  by  the 
enemy,  and  with  that  object  in  view  the  whole  nation 
set  to  work.  A  vast  army  enlisted  voluntarily.  The 
power  to  enrol  more  men  was  obtained  by  a  modified 
form  of  conscription.     But  mere  numbers,  however 
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great,  could  not  win  any  combat.  The  fighting  men 
must  have  the  wherewithal  to  fight.  It  is  true  that 
the  earlj  history  ol  the  war  showed  that  steadfast  men 
could  and  did  withstand  the  most  deadly  battering 
with  heavj  guns  and  high  explpsiyes;  but  they  did  it 
at  a  lamentable  cost,  and  to  advance  was  out  of  the 
question.  \\>u  all  is  changed,  we  ;m<l  oiif  allies,  to 
judge  simply  by  results,  are  as  well  provided  with 
guns  and  munitions  as  our  enemies,  if,  indeed,  we  do 
not  possess  l hem  in  greater  numbers.  -Moreover,  our 
supplies  go  on  increasing  from  day  to  day,  and  will 
Continue  to  do  SO  as  more  and  more  new  factories  and 
extensions  of  existing  factories  come  into  operation. 
\  erily  the  country  owes  a  deep  depth  of  gratitude  to 
it-  workers!  It  is  not  too  much  to  say  that  there  is 
hardly  an  engineering  establishment  throughout  the 
realm  which  is  not  helping  in  some  way  or  other  to 
increase  the  output  of  war  material.  The  whole  order 
of  things  has  been  changed.  Men  who  a  couple  of 
years  ago  found  it  hard  to  kill  time  have  fought  mag- 
nificently and  shed  their  blood  voluntarily  for  their 
country.  Gently  nurtured  women  have  engaged  in 
the  manipulation  « ■  t  heavy  machinery  and  in  working 
under  the  exacting  conditions  of  factory  operations. 
Truly  we  are  an  altered  nation.  Xor  do  we  stand 
alone.  Of  all  our  allies  the  same  tale  is  true,  and  all 
are  united  by  a  grim  determination  to  conquer;  all 
are  vastly  better  prepared  at  all  points  than  they  have 
i'ur  been,  and  though  it  may  not  yet  be  fully  in  sight, 
there  is  now  not  the  smallest  doubt  that,  in  the  end, 
victory  must  be  ours. 


Automatic  Chute  from  Concrete  Mixer  to 

Bucket 

When  a  tower  is  used  to  hoist  concrete  from  the 
mixer  to  its  distributing  point  an  intermediate  chute  is 
usually  necessary  between  the  bucket  and  the  mixer. 
This  chute  must  extend  over  the  edge  of  the  bucket 
when  the  latter  is  being  filled.  A  disadvantage  of  this 
arrangement  is  that  when  the  bucket  is  hoisted  the 
chute  must  be  pulled  out  of  the  way  to  give  the  re- 


quired clearance.  The  illustration  shows  a  simple 
manner  in  which  this  can  be  automatically  arranged. 

The  chute  is  pivoted  a  little  off  centre  so  that  the 
heavy  end  will  ordinarily  cause  it  to  keep  clear  of  the 
bucket.    A  wire  cable  is  fastened  by  one  end  to  the 
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Automatic  Concrete  Mixer 

to  the  frame  of  the  tower.  As  the  bucket  descends  to 
its  loading  position,  it  will  bear  on  the  cable  and  pull 
the  chute  into  position.  When  the  weight  of  the 
bucket  is  released,  the  chute  will  fall  back  by  its  own 
weight  and  clear. 


•  From  data  collected  from  some  fifty  engineering 
schools  throughout  the  continent  it  has  been  deter- 
mined that  90.1  per  cent,  of  the  graduates  of  the  col- 
leges investigated  pursue  the  occupation  for  which 
they  were  prepared,  which  means  that  only  one  in  ten 
leaves  engineering  to  follow  another  vocation. 


Handsome    New    Factory  of 
Grant,  Holden,  Graham, 
Ltd.,  Ottawa 

The  accompanying  illustration 
shows  the  handsome  new  factory  of 
the  Grant,  Holden,  Graham,  Limited, 
Ottawa,  manufacturer  of  tents,  tarpaul- 
ins, lumbermen's  and  contractors' 
clothing.  During  February  of  this 
year  the  building  of  this  company  was 
destroyed  by  fire,  but  has  been  replaced 
by  the  larger  and  more  modern  factory 
shown  herewith.  It  is  a  seven-storey 
fireproof  structure  of  steel  and  rein- 
forced concrete,  85  ft.  x  100  ft.  The 
first  two  floors  will  be  devoted  to  the 
general  offices  and  warehouse  space, 
and  the  remaining  floors  are  to  be 
given  over  to  manufacturing.  The  per- 
sonnel of  the  company  includes  S.  S. 
Holden,  general  manager;  15.  W.  Gra- 
ham, sales  manager,  and  A.  J.  Hendry, 
warehouse  manager. 
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Letters  to  the  Editor 


America  First :  Canada — ? 

Editor  Contract  Record : 

In  recent  times  a  well-known  Vancouver  building 
owner  proclaimed  from  a  public  platform  that  it  was 
the  duty  of  all  residents  of  British  Columbia  to  deal 
with  business  men  and  linns  established  within  the 
province,' and  this  at  a  time  when  a  very  large  build- 
ing named  after  him  was  nearing  completion,  under 
the  supervision  of  architects  whose  residence  was  in 
the  United  States,  although  they  had  a  temporary 
branch  office  in  Vancouver,  a  building  contractor 
brought  from  the  same  place,  and  in  the  construction 
of  which  a  very  large  amount  of  American  manufac- 
tured material  had  been  used. 

Complaints  have  been  continuously  made  by  archi- 
tects, engineers,  contractors,  and  manufacturers  of 
building  materials  in  the  Province  of  British  Columbia 
that  an  injustice  is  being  done  to  them  in  the  way  that 
a  very  large  amount  of  construction  work  in  this  pro- 
vince has  been  for  the  last  six  or  seven  years,  and  still 
continues  to  be  designed  and  erected  by  Americans, 
and  of  American  material,  and  that  these  American 
architects,  engineers,  and  contractors  may  or  may  not 
have  branch  or  temporary  offices  here,  but  are  in  any 
case  non-residents  of  Canada,  and  that  it  is  reasonable 
to  assume  that  the  profits  they  make  will  be  entirely 
lost  to  the  country. 

Such  non-residents  have  no  community  interests  in 
this  country,  and,  unlike  the  Americans  who  perman- 
ently reside  here,  merely  invade  it  as  exploiters  pre- 
pared to  close  down  their  branch  or  temporary  offices 
during  periods  of  depression,  pursuing,  at  a  distance,  a 
policy  of  "watchful  waiting"  until  business  revives. 

The  opening  paragraph  of  this  letter  cites  only 
one  of  many  instances  of  the  particular  kind  of  glaring- 
inconsistency  practised  by  certain  building  owners  in 
this  province. 

Moreover,  it  is  remarkable  that  this  absence  of 
patriotic  and  public  spirit  has  been  more  particularly 
exhibited  by  many  of  those  individuals,  linns,  and  cor- 
porations whose  chief  purpose  and  interest  in  promot- 
ing the  erection  of  structures  is  that  either  as  owners 
of  office  buildings,  bankers,  public  service  corporations 
or  privileged  manufacturers,  they  may  seek  the 
support  of  and  make  prolit  out  of  the  Cana- 
dian public;  and,  while  objecting  to  foreign 
competition  themselves,  entirely  disregard  all  moral 
and  business  obligations  to  patronize  and  support  such 
as  may  be  possible  of  the  various  branches  of  Canadian 
business  endeavor  carried  on  in  their  midst,  and  by 
sections  of  the  public  to  whom  they  appeal  for  patron- 
age and  support.  For  it  should  be  borne  in  mind,  even 
in  the  case  where  American  capital  is  introduced  into 
Canada,  that  it  is  done  solely  with  the  object  that  it 
will,  from  the  resources  of  the  country,  return  profits 
to  its  owners,  and  surely  it  is  no  more  than  reasonable 
to  require  the  capitalists  exploiting  the  country  for 
their  own  benefit  that  in  so  doing  they  should  patron- 
ize and  employ  the  residents  of  it. 

The  I'antages  Theatre  Company  is  the  latest  in- 
stance where  the  public  of  llritish  Columbia  is  to  be 
asked  to  support  and  give  profit  to  a  company  whose 
first  move  in  building  their  new  theatre  is  to  ignore 
the  resident  and  employ  an  American  architect  resid- 
ing in  the  United  States. 

That  there  is  no  e  xcuse  for  this  condition  of  affairs 


in  this  instance  or  any  other  needs  no  demonstration, 
since  Canadians  in  all  these  branches  of  work  are  not 
one  whit  less  competent  than  their  brethren  over  the 
line. 

That  the  American  architect  or  engineer  is  largely 
responsible  for  the  introduction  of  the  American  build- 
er and  material  has  often  been  conclusively  proved,  not 
only  in  the  West  but  in  the  East. 

Figures  issued  by  the  Builders'  Exchange  of  On- 
tario show  that  during  the  year  1915  plans  and  specifi- 
cations were  prepared  by  American  architects  for  work 
amounting  to  $2,769,000,  and  that  as  the  result  of  this 
favoring  of  American  architects  only  $90,000  worth  of 
this  work  was  executed  by  Canadian  builders. 

Moreover,  during  this  period  plans  had  been  pre- 
pared by  American  architec-ts  for  buildings  to  be 
erected  in  Canada  aggregating  $4,545,000  in  value. 

At  the  present  time  the  Architectural  Institute  of 
British  Columbia,  Inc.,  is  unable  to  give  complete  fig- 
ures on  the  lines  of  the  Builders'  Exchange  of  Ontario, 
but  from  close  observation  and  knowledge  of  building 
conditions  for  several  years  past,  the  Architectural  In- 
stitute is  of  opinion  that  figures  would  make  even  a 
worse  showing  for  British  Columbia  than  Ontario. 

In  Canada  protests  of  this  kind  are  unfortunately 
only  at  the  complaint  stage,  whereas  in  the  United 
States  they  have  for  a  long  time  been  in  the  stage  of 
action,  and  not  only  do  architects',  engineers',  and 
manufacturers'  societies  very  strongly  intervene,  but 
the  American  public  will  not  countenance  the  exploita- 
tion of  their  country  by  non-residents. 

The  absurdity  of  the  situation  is  obvious,  and  as 
the  plea  of  patriotism  carries  no  weight,  otherwise  the 
situation  would  not  exist,  a  remedy  ought  surely  to  be 
found  that  will  prevent  such  injustice  being  suffered 
by  residents  having  community  interests  and  responsi- 
bilities in  Canada,  and  which  will  also  foster  and  ex- 
tend the  knowledge  that  it  is  not  necessary  to  look  to 
and  depend  upon  the  United  States  for  men  of  ability 
and  for  workmanship  of  quality,  but  that  Canada  has 
among  her  own  residents  men  as  fully  cpialified  and 
capable  of  undertaking  and  carrying  on  all  the  various 
forms  of  professional  and  commercial  endeavor  as  can 
be  found  outside  her  borders. 

Signed  on  behalf  of  the  Council  of  the  Architectural 
Institute  of  llritish  Columbia,  Inc. 

R.  MacKay  Fripp,  President. 


Roads  and  Road  Signs 

Editor  Contract  Record : 

Notwithstanding  the  numerous  road  superinten- 
dents' conferences  and  conventions  held  in  Ontario  in 
the  past  few  years,  very  little,  or  nothing,  is  said  re- 
garding the  proper  marking  of  dangerous  curves,  bad 
hills,  or  railway  crossings.  This  docs  not  seriously 
affect  horse-driven  traffic,  because  it  is  usually  slow- 
enough  to  be  immune  from  hazard.  On  the  other 
hand,  motor  traffic,  which  now  constitutes  perhaps  the 
larger  proportion  of  travel,  is  upon  a  danger  spot  be- 
fore the  driver  has  the  slightest  warning,  and,  in  many 
cases,  dexterous  manipulation  alone  lias  prevented 
serious  accident.  The  Ontario  Motor  League  have,  in 
recent  years,  erected  a  few  signs  along  some  of  the 
main  thoroughfares,  but  they  are  insignificant  things, 
hardly  worthy  of  the  name,  and  situated  usually  close 
upon  the  point  of  peril.  This  is  not  much  more  useful 
than  telling  a  man  "We  told  you  so!''  after  the  acci- 
dent has  happened. 

Is  it  possible  that  our  road  engineers  are  too  an- 
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tagonistic  to  motor  traffic  thai  they  will  not  recognize 
the  right  ol  protection  which  is  tltio  it?  Surely  the 
automobile  is  doing  more  to  benefit  the  farmer  and 
tlie  -mallei  town-  than  perhaps  any  other  factor.  It 
i-  a  nation-builder,  though  many  municipal  authorities 
regard  it  ;i>  a  road-desttroyer  and  entitled  to  their  pre- 
judice. 

\\  ei  e  we  to  have  a  System  of  highways  such  as  the 

-i.itr"  roads  across  the  border  our  smaller  munici- 
palities would  reap  untold  benefit  through  increased 
transient  travel.  No  one  who  has  ever  travelled  by 
motor  through  the  State  of  New  York  can  deny  this 
statement 

These  roads  are  protected,  and  protected  adequate- 
ly, by  warning  signs — always  far  enough  in  advance 
to  uise  the  motorist  sufficient  time  to  slacken  his 
-peed,  say,  from  one  hundred  to  two  hundred  feet  from 
the  danger.  Wither  are  these  signs  the  small,  incon- 
spicuous pieces  of  tin  and  wood  such  as  .we  sometimes 
see  (if  we  have  good  eyesight)  in  Ontario.  In  many 
cases  they  rival  billboards  in  size,  with  white  letters 
two  feet  high  painted  on  a  red  background.  A  typical 
advance  warning  is:  "A  fatal  accident  recently  hap- 
pened on  this  curve — slow  down."  Appropriate  warn- 
ings are  placed  at  every  point  where  there  is  the  slight- 
est possibility  of  accident,  even  on  curves  which  we, 
in  (  Ontario,  would  consider  harmless.  Perhaps  that  is 
because  the  majority  of  our  roads  are  in  such  bad 
shape  that  they  arc  prohibitive  of  dangerous  speeds. 

The  speed  limit  in  the  State  of  New  York  is  30  miles 
an  hour,  on  excellent  roads,  compared  to  20  miles  in 
Ontario,  on  highways  which  consist  of  a  series  of 
"thank  you,  maims."  from  beginning  to  end.  Motor- 
ists are  warned  to  "Beware  of  speeding"  on  roads  that 
arc  in  condition  only  to  break  automobile  springs  and 
dislocate  their  spines.  Signs  of  this  kind  might  well 
he  replaced  by  others  reading  "Danger — go  slow!" 

However,  there  is  a  striking  need  for  appropriate 
signs  to  mark  the  approach  of  bad  hills  and  curves, 
situated  sufficient  distance  away  to  be  of  benefit  to 
the  motorist.  Our  railways  place  "Stop,  Look  and 
Listen"  signs  at  their  level  crossings,  hut  often  the 
motorist  conies  to  the  crossing  before  he  is  aware  of 
its  existence.  Then  the  railway  company's  warning 
is  useless.  In  the  State  of  New  York  all  railway 
crossings  are  marked  at  points  several  hundred  feet  on 
either  side,  which  is  really  the  only  sensible  method. 
On  Long  Island,  just  across  the  river  from  New  York, 
some  notable  protective  measures  are  being  adopted 
by  the  electric  railways.  On  level  crossings  the  gates 
are  painted  black  and  white,  after  the  fashion  of  a 
harher  pole.  These  are  distinguishable  for  a  consider- 
able distance,  and,  in  addition,  there  are  portable  divi- 
sion posts  placed  in  the  centre  of  the  road  so  that 
traffic  must  keep  to  the  right  going  each  way.  Signs 
of  caution  are  also  placed  on  all  overhead  hridges,  so 
that  the  "safety  first"  thought  is  before  the  driver  con- 
stantly. Signs  of  warning  for  hills,  curves,  and  inter- 
sections also  constitute  silent  sentinels  for  every 
driver,  and  an  accident  is  almost  invariably  the  result 
of  absolute  indifference  or  recklessness.  Contrast  this 
with  Ontario,  where  we  have  hundreds  of  danger  spots 
where  complications  are  unavoidable  through  lack  of 
warning.  For  example,  on  the  main  road  to  Niagara 
Palls,  just  outside  of  Burlington  Beach,  there  is  a 
sharp  90  degree  turn  unmarked  with  warning  of  any 
kind.  Even  at  the  legal  speed  of  20  miles  an  hour,  a 
complete  right-angle  turn  of  this  kind  on  the  main  road 
is  dangerous.  Motorists  who  use  the  little  bit  of  To- 
ronto-Hamilton highway  at  present  constructed  see  no 
warning  or  instruction  of  any  kind,  even  on  its  most 
dangerous  curve. 


Again,  in  the  matter  of  road  oi"  bridge  construction, 
a  driver  is  upon  the  work  without  any  realization  of 
its  presence'.  In  the  States  a  sign  would  confront  him 
several  hundred  feet  ahead,  warning  him  that  construc- 
tion work  was  proceeding  and  to  go  slow.  This  elimin- 
ates the  danger  to  workmen  and  vehicles. 

A  typical  example  of  Canadian  carelessness  was 
biought  home  to  nie  only  a  few  weeks  ago.  On  the 
new  J  familton-Toronto  concrete  road  there  was,  in  the 
course  of  construction,  a  culvert  over  which  it  was 
necessary  to  cross  by  a  timber  makeshift.  Two  men 
were  working,  supposedly,  on  the  affair  and  one  of 
them  warned  me  to  go  careful  because  the  planks  were 
lull  of  nails.  This  on  a  highway  which  was  destined 
to  he  the  pride  of  Ontario! 

Yours  truly, 

"One  Who  Motors." 


Interesting  Exhibit  of  Oriental  Brick 
Company 

One  of  the  most  unique  and  attractive  exhibits  at 
the  Canadian  National  Exhibition  this  year,  and  one 
of  particular  interest  to  architects  and  contractors  is 
that  of  the  Oriental  Brick  Company,  143  Royce  Ave- 
nue, Toronto,  successors  to  the  Faced  Brick  and  Ma- 
chinery Company,  manufacturers  of  fancy  faced  brick. 
The  exhibit  includes  a  large  model  of  an  old  English 
residence,  a  true  copy  of  the  noted  Sir  Roger  Tich- 
borne's  house,  Crittenden  Manor,  Surrey,  England,  of 
the  Tudor  period  type,  standing  in-its  own  grounds, 
with  waterfalls,  fountains,  pergola,  and  rustic  bridges 
over  the  streams.  The  whole  thing  was  designed  and 
built  by  Mr.  C.  E.  G.  Day,  the  proprietor  of  the  com- 
pany, who  has  had  wide  experience  along  this  line, 
both  in  Canada  and  the  Old  Country. 

The  waterproof  brick  manufactured  by  the  com- 
pany, while  somewhat  new  here,  has  met  with  great 
success  in  the  United  States,  and  is  turned  out  at  prac- 
tically the  same  cost  as  the  ordinary  clay  brick.  They 
control  the  Shope  patents  in  brick  machinery  and  the 
process  of  making  this  brick,  which  enables  them  to 
make  waterproof  facings  without  the  use  of  water- 
proofing compounds  and  at  the  same  time  secure  the 
modern  tapestry  and  moss  effects.  Perfect  crystaliza- 
tion  is  also  secured,  having  a  surface  in  which  the 
veins  are  filled,  making  it  absolutely  impervious  to 
water. 

From  recent  tests  by  the  School  of  Practical  Science 
in  Toronto  University  these  cement  brick  have  a  crush- 
ing strength  far  in  excess  of  the  requirements  of  mod- 
ern construction.  They  are  manufactured  in  a  variety 
of  patterns  and  colors,  which  make  them  most  desir- 
able not  only  for  a  building  brick,  but  for  mantles,  in- 
side decorations,  for  theatres,  churches,  etc. 

The  exhibit,  which  is  in  charge  of  Mr.  Day,  can  be 
found  opposite  to  the  Grand  Stand,  next  to  the  exhibit 
of  the  Brantford  Roofing  Company. 


Will  Call  New  Tenders 

The  town  of  Aylmer,  P.Q.,  on  August  29  decided  to 
reject  all  the  bids  for  a  new  filtration  plant,  designed 
by  Mr.  J.  O.  Meadows,  Montreal.  The  council  came 
to  this  decision  on  the  ground  that  there  had  been 
some  misunderstanding  on  the  part  of  certain  contrac- 
tors, and  agreed  to  call  for  fresh  bids  on  the  same  plans 
and  specifications. 
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More  General  Use  of  Concrete  Sewers 

(Concluded  from  page  876) 

used  under  any  conditions.  Mixtures  should  be  of  a 
quaky  or  jelly-like  consistency  so  that  they  may  be 
readily  spaded  around  reinforcement,  yet  should  not 
be  wet  enough  to  cause  a  separation  of  sand-cement 
mortar  and  coarse  aggregate.  After  mixing,  the  con- 
crete should  be  transported  rapidly  to  the  place  where 
it  is  to  be  placed.  It  should  be  spaded  thoroughly 
around  reinforcement,  pipes,  or  other  shapes  built  in- 
to the  work,  especially  on  surfaces  which  are  to  be 
exposed  to  the  interior  of  the  sewer  so  that  the  sand- 
cement  mortar  may  be  brought  to  the  face,  thus  pro- 
ducing a  dense,  w  atertight  surface. 

With  the  use  of  a  concrete  of  the  consistency  des- 
cribed, carefully  placed  in  smooth,  watertight  forms, 
satisfactory  surfaces  are  obtained  for  the  interior  of 
the  sewer.  If  monolithic  concrete  sewer  construction 
is  properly  performed,  the  same  satisfactory  results 
will  follow,  as  in  all  other  correct  uses  of  concrete. 


Trade  Publications 

Circuit  Breaker  Installations — The  Cutter  Electric  & 
Manufacturing  Company,  Philadelphia,  have  prepared  a  very 
handsome  book  describing  a  large  number  of  typical  I-T-E 
circuit  breaker  installations.  As  stated  in  the  introduction, 
this  book  depends  for  its  value  upon  illustrations  rather  than 
intricate  technical  descriptions,  and  the  illustrations  are 
wonderfully  good,  many  of  them  full-page  size  and  some  of 
them  extending  over  the  two  full  pages.  In  all  there  are 
some  400  illustrations.  The  book  has  350  pages,  size  11  in. 
by  S)  in.,  bound  in  red  cloth. 


New  Books 

How  to  build  up  furnace  efficiency — by  J.  W.  Hays,  com- 
bustion engineer,  Rogers  Park,  Chicago;  price  $1.00.  This 
is  a  new  edition,  revised  and  enlarged,  of  the  author's  hand- 
book on  fuel  economy.  It  is  divided  into  five  sections: — 
why  your  fuel  is  wasted;  how  your  fuel  is  wasted;  how  to 
"spot"  your  fuel  wastes;  how  to  stop  your  fuel  wastes;  how- 
to  keep  the  wastes  stopped. 


Mainly  Constructional 

East  and  West—  From  Coast  to  Coast 


Montreal  Machinery  &  Supplies,  Limited,  has  been  in- 
corporated with  a  capital  stock  of  $50,000. 

The  Western  Machine  Works,  Limited,  has  been  incor- 
porated with  a  capital  of  $25,000,  head  office  Vancouver,  B.C. 

Manitoba  Steel  Foundries,  Limited,  has  been  incor- 
porated with  a  capital  of  $300,000,  headquarters  at  Mont- 
real, Que. 

The  Frontenac  Red  Granite  Company,  Limited,  has  been 
incorporated  with  a  capital  of  $100,000,  headquarters  at 
Gananoque,  Out. 

The  Mitchell  Rail  Anchor  &  Specialty  Company,  Lim- 
ited, has  been  incorporated  with  a  capital  of  $30,000,  head 
quarters  at  Montreal,  Que. 

The  Canadian  Chicago  Bridge  &  Iron  Works  Company, 
Limited,  has  been  incorporated  with  a  capital  stock  of  $100,- 
000;  headquarters  at  Bridgeburg,  Out. 

The  Canadian  Fairbanks-Morse  Company,  Limited  To- 


ronto, have  secured  the  contract  for  a  motor-driven  pumping 
outfit  at  Ridgetown,  Ont.,  consisting  of  two  triplex  pumps. 

One  of  the  chief  questions  which  will  be  considered  at 
the  forthcoming  session  of  the  Quebec  Legislature  will  be 
the  proposed  new  loan  of  $10,000,000  for  improvement  of 
highways. 

The  Corporation  of  Palmerston,  Ont.,  have  awarded  the 
contract  for  one  30  h.p.  motor-driven  vertical  centrifugal 
pump  to  the  Canadian  Fairbanks-Morse  Company,  Limited, 
Toronto. 

As  a  new  departure  in  their  business,  the  Quebec  Scrap 
Metal  and  Paper  Company,  Limited,  has  taken  up  the  manu- 
facture of  ornamental  stonework  of  all  kinds  as  well  as 
concrete  for  every  purpose. 

It  is  reported  that  at  the  present  time  great  difficulty 
is  being  experienced  in  obtaining  housing  accommodation 
for  prospective  residents  of  Gait,  Ont.,  and  that  desirable 
citizens  are  being  lost  on  that  account. 

The  National  Bronze,  Iron  &  Engineering  Works,  Lim- 
ited, has  been  incorporated  with  a  capital  of  $750,000,  head- 
quarters Montreal.  The  firm  will  carry  on  the  business  of 
mechanical,  electrical  and  chemical  engineers. 

A  new  telephone  building  is  being  erected  at  Barrie, 
Out.,  at  a  cost  of  $12,500.  Pounder  Bros.,  of  Stratford,  ,are 
the  general  contractors,  and  W.  J.  Carmichael,  ,of  Montreal, 
is  the  architect.  The  building  will  be  of  brick  with  cement 
foundation. 

The  Nicomen  Gravel  Company,  Limited,  has  been  in- 
corporated with  a  capital  of  $50,000,  head  office  Vancouver, 
B.C.  The  new  concern  will  take  over  the  properties  and 
assets  of  the  Dewdney  Gravel  Company,  Limited,  which  is 
in  liquidation. 

Canadian  architects  and  contractors  are  expressing  con- 
siderable dissatisfaction  regarding  the  Dominion  Govern- 
ment's action  in  awarding  the  contract  for  construction  of 
the  arsenal  at  Lindsay,  Ont.,  to  a  United  States  firm,  with- 
out permitting  any  Canadian  competition. 

A  special  roads  committee  of  the  council  of  Kent  County, 
Ont.,  has  returned  from  Wayne  County,  Michigan,  where 
concrete  highways  were  inspected.  The  committee  gained 
valuable  information  and  will  report  at  the  December  ses- 
sion. It  is  expected  that  some  definite  action  will  be  taken 
at  that  time  by  the  council  towards  adopting  a  good  roads 
scheme  for  the  county. 

The  council  of  Chambly  Basin,  P.Q.,  have  decided  to 
extend  their  sewage  system,  and  have  let  a  contract  to  Mr. 
L.  Giguere,  Montreal,  for  the  construction  of  sewers  at 
$15,400.  The  council  have  also  decided  to  commence  the 
laying  of  cement  sidewalks  on  the  main  street,  under  the  • 
supervision  of  Mr.  Avila  Gravel,  civil  engineer,  17  Place 
D'Armes  Hill,  Montreal. 

City  Industrial  Commissioner  Davison  recently  present- 
ed a  promising  report  to  the  civic  industries  committee  of 
Vancouver,  regarding  possible  developments  in  that  city. 
Amongst  other  things,  he  stated  that  negotiations  were  pro- 
ceeding in  regard  to  the  establishment  of  two  steel  rolling 
mills  and  had  advanced  so  far  with  one  concern  that  it  was 
probable  it  would  be  started  within  the  next  few  months. 

The  general  contract  for  the  construction  of  a  whole- 
sale grocery  warehouse  for  Campbell,  Wilson  &  Home,  at 
Bed  Deer,  Alta.,  was  recently  awarded  to  Chas.  T.  Eline, 
ol  that  city.  Work  on  the  excavation  was  commenced  im- 
mediately and  the  building  is  to  be  completed  in  about  two 
months.  R.  G.  Dawe,  C.E.,  Red  Deer,  is  architect  and  en- 
gineer in  charge  of  construction.  Cost  will  approximate 
$21,000. 

In  a  report   which   lie  has  submitted  to  the  board  of 
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control  regarding  his  inspection  of  the  Toronto-Hamilton 
highway  in  the  vicinity  of  the  city,  Commissioner  of  Works 
H.irns.  of  Toronto,  states  that  at  a  point  about  1,000  feet 
west  of.  the  commencement  cracks  in  the  pavement  are 
apparent  and  from  that  point  westerly  for  about  thrcc- 
QtUMTtera  Of  a  mile  there  arc  39  bays  cracked,  while  many 
ol  the  joints  are  raised  >o  high  that  a  very  decided  bump  is 
perceptible  in  passing  over  them.  The  cracks  are  nearly  all 
longitudinal  and  vary  from  hair  eracks  to  a  width  of  2J^  ins. 

The  Dominion  Steel  Products'  Company  have  been  grant- 
ed a  permit  for  a  $05,000  plant  which  they  purpose  to  erect 
m  H  rant  ford,  Ont.  The  new  building  will  be  370  x  90  feet 
and  will  be  constructed  entirely  of  steel  and  glass  equipped 
With  latest  machinery  for  making  shells.  It  will  be  built 
by  Austin  Company  of  Cleveland,  U.S.A.,  standard  factory 
builders,  and  is  to  be  ready  in  sixty  days. 

I  officials  of  the  Toronto  and  Hamilton  Highway  Com- 
mission charge  New  Toronto  and  Mimico  with  being  re- 
usible  for  the  delaj  in  completing  the  work  between  the 
Etohicolce  River  and  the  city  of  Toronto.  These  muni- 
eipalities  arc  installing  a  water  and  sewerage  system  on  the 
lake  shore,  and  the  officials  state  that  road  work  is  being 
held  up  on  this  account. 

It  is  understood  that  Feldspar  and  Clay  Products,  Lim- 
ited, recently  incorporated  with  a  capital  of  $1,500,000,  have 
purchased  the  plant  and  property  owned  by  the  Crown  Port- 
land Cement  Company  at  Wiarton,  Ont.  It  is  the  intention  of 
the  new  firm  to  engage  in  the  manufacture  of  potash.  They 
will  get  their  raw  material  near  Parry  Sound,  where  they 
have  purchased  500  acres  containing  feldspar. 

Ontario  County,  Ont.  has  fallen  in  line  with  the  21 
counties  of  the  province  which  have  adopted  the  good  roads' 
system,  and  at  a  meeting  held  in  Uxbridge  town  hall  sixty 
municipal  representatives  from  all  parts  of  the  county  gave 
formal  expression  of  their  approval  of  the  scheme.  Mr.  W. 
A.  McLean,  Deputy  Minister  of  Public  Works,  was  present 
at  the  meeting  and  delivered  the  principal  address. 

It  is  stated  that  the  heavy  motor  truck  and  automobile 
traffic  which  has  developed  in  the  last  few  years  and  especi- 
ally since  reciprocity  of  motor  licenses  has  come  into  effect, 
has  resulted  in  severe  deterioration  on  the  roads  of  Welland 
County,  Ont.,  built  under  the  good  roads  system  adopted  in 
1912.  This  system,  which  provides  for  a  total  mileage  of 
166,  of  which  between  85  and  90  miles  have  already  been  con- 
structed, has  involved  an  expenditure  of  nearly  half  a  million 
dollars  to  date.  Waterbound  macadam  has  been  used  in 
the  construction,  but  it  is  thought  that  its  continued  use  is 
not  justified  and  that  some  more  permanent  material  will 
have  to  be  adopted. 

The  contract  for  the  new  Dominion  Arsenal  at  Lindsay, 
Ont.,  has  been  awarded  to  the  Westinghouse-Church-Kerr 
Company,  a  United  States  firm,  which  has  had  for  some  years 
a  large  Canadian  branch  at  Montreal.  The  contract  will  in- 
volve, all  told,  probably  between  two  and  three  millions, 
including  both  buildings  and  machinery.  The  award  was 
made  by  the  Government  on  the  advice  of  Hon.  A.  E.  Kemp, 
the  Minister  who  is  in  charge  of  the  work.  Col.  Weatherbee, 
of  Halifax,  has  been  given  supervision  of  the  carrying,  out 
of  the  contract.  It  is  hoped  to  complete  the  work  early  next 
year.  The  Westinghouse  Company  were  awarded  the  con- 
tract, it  is  said,  on  account  of  their  extensive  experience  in 
this  class  of  work,  having  built  practically  all  the  rifle  and 
ammunition  plants  in  the  United  States.  The  materials  and 
plant  are  purchased  on  the  tender  basis,  all  prices  being  sub- 
mitted for  Government  approval.  The  company  is  allowed 
a  percentage  on  the  total  value  of  the  work,  the  rate  vary- 
ing according  to  the  amount  of  the  engineering  services 
employed. 


Personal 

E.  A.  Janus,  C.E„  engineer  for  York  County,  Ont.,  re- 
cently spent  a  few  weeks  in  the  western  provinces. 

Mr.  F.  B.  Tapley  lias  been  appointed  an  assistant  en- 
gineer of  the  Canadian  Government  Railways  with  head- 
quarters at  Moncton,  N.B. 

City  Commissioner  C.  J.  Yorath,  of  Saskatoon,  Sask., 
has  been  offered  a  captaincy  in  the  Canadian  Engineers, 
which,  it  is  understood,  he  will  accept. 

Mr.  George  A.  Walkem,  of  Vancsmver,  B.  C,  has  been 
given  a  first  lieutenancy  in  the  Royal  Engineers  and  sent  to 
Egypt,  according  to  word  received  by  his  relatives. 

A  report  has  been  submitted  to  the  Canadian  Fire  Un- 
derwriters' Association  by  Mr.  R.  O.  Wynne-Roberts,  regard- 
ing the  fire-fighting  facilities  of  London,  Ont.,  with  especial 
reference  to  the  water  supply. 

Mr.  A.  Hastings,  who  for  eight  years  has  been  foreman 
of  the  Terra  Cotta  Pressed  Brick  Company,  of  Brampton, 
Ont.,  has  now  severed  his  connections  with  that  concern 
and  accepted^  position  as  superintendent  of  the  Meaford 
Brick  Company,  Meaford,  Ont. 

Lieut.  K.  G.  Rea,  Montreal  architect,  has  been  appoint- 
ed to  the  245th  Battalion  Canadian  Grenadier  Guards,  now 
being  organized  by  Lieut. -Col.  C.  C.  Ballantyne,  managing- 
director  of  the  Sherwin  Williams  Company  of  Canada. 

Mr.  L.  L.  Gisborne,  mechanical  engineer,  who  has  been 
in  charge  of  the  civic ,  waterworks  department  of  Ottawa, 
has  resigned  from  the  city's  service  to  accept  a  position  as 
sales  representative  of  a  Toronto  manufacturing  firm.  Mr. 
W.  A.  Macdonald  has  now  been  placed  in  charge.  Mr. 
Macdonald  has  been  in  the  civic  employ  for  the  past  five 
years  and  his  excellent  services  have  won  him  his  promo- 
tion. 

Mr.  Frank  Mclnnis,  of  Boston,  a  waterworks  engineer 
of  experience,  has  been  engaged  by  the  city  of  St.  John. 
N.B.,  to  fill,  temporarily  at  least,  the  vacancy  made  by  the 
departure  of  Lieut.  Armstrong,  the  former  engineer  of  water- 
works and  sewers.  Lieut.  Armstrong  left  for  Petewawa  to 
join  the  58th  Artillery,  which  is  expected  to-  sail  soon  foT 
overseas  service.  Mr.  Mclnnis,  who  is  taking  his  place,  is 
a  native  of  Frederieton  and  a  graduate  of  the  University  of 
New  Brunswick.  For  the  past  thirty  years  he  has  been  chief 
engineer  of  the  Boston  waterworks  department,  and  lias 
been  responsible  for  many  recent  improvements  inaugurated 
there.  While  his  engagement  is  not  announced  as  per- 
manent, there  is  a  possibility  of  his  remaining  in  the  ser- 
vice of  the  department. 


Obituary 

TWe  deatli  occurred  recently  of  William  M.  Manigault. 
of  Strathroy,  Ont.,  a  well-known  drainage  engineer  and  a 
county  surveyor  for  many  years.  Mr.  Manigault  was  one 
of  Strathroy's  best  known  citizens,  having  settled  there  over 
thirty  years  ago. 

The  death  occurred  recently  in  Victoria,  B.C.,  of  John 
Nicholson,  a  very  old  resident  of  that  district.  Mr.  Nichol- 
son was  94  years  of  age,  having  come  to  Canada  from  Ireland 
70  years  ago.  For  a  considerable  time  he  was  engaged  in 
the  contracting  business.  He  also  held  the  position  of  gov- 
ernment road  superintendent  under  Sir  James  Douglas,  and 
later  was  associated  with  the  firm  of  McNamee  &  Company, 
of  Montreal,  in  the  building  of  the  dry  dock  at  Esquimalt. 


Armour  &  Company,  pork  packers,  have  called  tenders 
for  the  construction  of  a  packing  house  and  power  house  on 
Craig  Street,  Montreal.  It  will  be  of  brick  and  reinforced 
concrete  construction,  and  four  storeys  high.  Mr.  R.  C. 
Clarke,  of  Chicago,  is  the  architect. 


Contracts  Department 

News    of   Special   Interest   to  Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Chambly  Basin,  Que. 

The  Council  have  decided  to  lay  ce- 
ment sidewalks  on  Main  Street  under 
supervision  of  A.  Gravel,  17  Place 
D'Armes  Hill,  Montreal. 

Chatham,  Ont. 

The  City  Council  propose  to  lay  a 
watermain  extension  to  the  premises  of 
the  Dominion  Sugar  Beet  Company, 
which  will  involve  about  0,400  feet  of 
pipe.    Clerk,  W.  G.  Merritt. 

St.  Catharines,  Ont. 

Tenders  on  the  construction  of  about 
2.500  square  yards  of  brick  block  or  wood 
block  pavement  and  1.000  feet  of  con- 
crete curb  will  be  received  until  5  p.m., 
September  14th,  by  the  Chairman  of 
the  Board  of  Works,  City  Buildings.  En- 
gineer, W.  P.  Near. 

St.  Marys,  Ont. 

The  Town  Council  are  considering  the 
installation  of  an  auxiliary  gasoline 
waterworks  plant  at  an  approximate  cost 
of  $4,000.     Clerk.  T.  M.  Clark. 

Stratford,  Ont. 

The  City  Council  arc  considering  the 
construction  of  watermains  on  Church 
Street  and  Market  Square.  Clerk,  R.  R. 
Lang. 

Thorold,  Ont. 

The  Town  Council  are  considering  the 
purchase  of  a  pump  and  motor  at  an  es- 
timated cost  of  $4,500.  Clerk,  D.  J.  C. 
Munro. 

CONTRACTS  AWARDED 

Chambly  Basin,  Que. 

The  Council  have  let  a  contract  for 
construction  of  sewers  to  L.  Giguere, 
Montreal,  at  $15,400. 

Copper  Cliff-Sudbury,  Ont. 

The  contract  for  the  construction  of 
a  macadam  road  between  these  two 
places  has  been  let  to  Law  &  Company, 
136  Hillsdale  Avenue  East,  Toronto,  at 
$14,000. 

Sarnia,  Ont. 

The  City  Council  have  awarded  the 
contract  for  construct  ion  of  tile  drain 
in  Confederation  Street  to  B.  Blair  Com- 
pany, Ltd.,  Riddcll  Street,  Woodstock, 
at  $16,170. 

Sudbury,  Ont. 

The  contract  for  construction  of  con- 
crete sidewalks  for  the  Town  Council 
has  been  awarded  to  D.  L.  Brown,  Sud- 
bury.    Approximate  cost,  $8,000. 

Tilbury,  Ont. 

The  Town  Council  have  awarded  a 
contract  for  the  construction  of  concrete 
pavement  to  Scratch  &  Link,  Leaming- 
ton, and  work  will  start  immediately. 


Railroads,  Bridges  and  Wharves 

Chippewa,  Ont. 

The  Norton  Company  propose  to  build 
a  dock  of  concrete  and  timber. 

Port  Stanley,  Ont. 

Tenders  on  the  construction  of  an 
extension  to  the  breakwater  will  be  re- 
ceived until  September  29th  by  R.  C. 
Desrochers,  Department  of  Public 
Works.  Ottawa.  Plans  with  the  Dis- 
trict Engineer.  Windsor.  District  Engi- 
neer, Equity  Building,  24  Adelaide  St. 
East,  Toronto,  and  the  Postmaster,  Port 
Stanley.  Cribwork  and  reinforced  con- 
crete construction. 

Wingham,  Ont. 

The  Town  Council  are  building  a  con- 
crete dam  by  day  labor  under  supervi- 
sion of  the  Engineer,  R.  Vent.  Approxi- 
mate cost,  $4,000. 

CONTRACTS  AWARDED 

Port  Colborne,  Ont. 

The  Dominion  Government  Depart- 
ment of  Railways  &  Canals  have  award- 
ed the  contract  for  construction  of  an 
addition  to  the  west  breakwater  to  Ken- 
neth Morrison,  Port  Colborne.  Rein- 
forced concrete  construction.  Approxi- 
mate cost,  $15,000  to  $20,000. 

Speedsville,  Ont. 

The  general  contract  for  construction 
of  a  cement  dam  for  Vickerman  Bro- 
thers, Preston,  has  been  awarded  to  Jacob 
Randall.  Preston,  Ont.  Approximate 
cost,  $5,000. 

Toronto  Gore  Township,  Ont. 

The  contract  for  construction  of  three 
reinforced  concrete  bridges  for  the 
Township  Council  has  been  awarded  to 
G.  G.  Reid,  10  Howland  Avenue  Toron- 
to. Engineers,  Whcclock  &  Christie,  Or- 
angeville. 


Public  Buildings,  Churches 
and  Schools 

Etibocoke  Township,  Ont. 

The  erection  of  a  school  for  Public 
School  Section  No.  14  is  being  consider- 
ed. Secretary,  William  S.  Moss,  Hum- 
ber  Bay,  Ont. 

Ingersoll,  Ont. 

Tn  connection  with  the  erection  of  an 
addition  to  the  Hospital,  the  contract 
for  installation  of  elevators  has  been 
let  to  the  Turnbull  Elevator  Manufac- 
turing Company.  120  John  St.,  Toronto. 

Mersea  Township,  Ont. 

The  Trustees  of  School  Section  No. 
10  are  considering  the  erection  of  a 
school,  at  an  approximate  cost  of  $3,000. 
Particulars  from  A.  Havisine,  Leaming- 
ton. 

New  Toronto,  Ont. 

The  School  Board  arc  considering  the 
erection  of  a  school  at  an  approximate 
cost  of  $20,000,  and  have  received  sketch 


plans  from  various  architects.  Town 
Clerk,  George  D.  Scott. 

Pembroke,  Ont. 

The  Board  of  Education  are  purchas- 
ing a  site  for  the  school  which  they  pro- 
pose to  build  next  year.  Secretary,  Len- 
nox Irving. 

Prince  Rupert,  B.C. 

The  erection  of  a  Roman  Catholic 
academy-convent  is  being  considered. 
Particulars  from  Very  Rev.  E.  M.  Bun- 
zon.     Brick  and  steel  construction. 

St.  Eli  D'Orford,  Que. 

The  Roman  Catholic  Congregation  will 
build  their  proposed  presbytery  by  day 
labor.  Frame  and  brick  construction. 
Approximate  cost.  $5,000.  Architect.  T. 
W.  Gregoire,  101a  Wellington  Street. 
Shcrbrooke. 

St.  John,  N.B. 

The  erection  of  a  power  house  ami 
laundry  at  the  Public  Hospital  is  being 
considered  and  sketch  plans  are  being 
prepared  by  F.  Neil  Brodie,  42  Princess 
Street.  Brick  and  steel  construction. 
Approximate  cost,  $35,000. 

Swansea,  Ont. 

The  sketch  plans  of  a  new  church  pre- 
pared by  Jeffrey  &  Watson,  0a  Well 
ington  Street  East,  Toronto,  have  been 
accepted  by  the  Congregation  of  Morn- 
ingside  Presbyterian  Church,  and  ten- 
ders will  shortly  be  called  by  the  archi- 
tects. Approximate  cost,  $30,000.  Prob- 
ably  rubble   stone  construction. 

Tilbury,  Ont. 

The  tenders  received  for  the  erection 
of  a  Library  were  too  high  and  new  ten- 
ders will  be  called.  Architects.  Adams 
&  Adams,  Box  72,  Chatham.  Approxi- 
mate cost.  $5,000. 

Toronto,  Ont. 

The  time  for  receiving  tenders  on  tin- 
erection  of  a  Nurses'  Home  in  connec- 
tion with  St.  Michael's  Hospital  has 
been  extended  until  September  12th. 

Victoria,  B.C. 

_  Plans  are  to  be  prepared  for  an  addi 
Hon  to  the  Royal  Jubilee  Hospital.  Ar- 
chitect.  J.    C.    M.    Keith,    416   Say  ward 
Building. 

CONTRACTS  AWARDED 

Anderdon  Township,  Ont. 

The  general  contract  for  the  erection 
of  a  school  for  School  Section  No.  6  has 
been  let  to  J.  Dufour,  Aylmer  Avenue. 
Windsor.  Frame  construction.  Esti- 
mated cost,  $5,000. 

Calgary,  Alta. 

The  general  contract  for  the  erection 
of  Central  Methodist  Church  has  been 
awarded  to  Rodgers  Brothers.  105a 
Eighth  Avenue  West,  the  contract  for 
heating  and  plumbing  to  Snyder  &  Com 
pany.  1126  Ninth  Street  East,  and  the 
electrical  work  to  the  Cunningham  Elec- 
tric. Eighth  Avenue  West.  Approximate 
cost,  $27,000. 
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Chinook.  Aha. 

In  connection  with  the  erection  of  a 
school  for  the  Consolidated  School  Dis- 
trict, the  contract  for  heating  and  plumb- 
ing has  been  awarded  to  the  Woodrotte 
Plumbing  Company,  1989  Fifth  Street 
\\  est,  Calgary.  Other  work  by  general 
contractor. 

Glenside.  Sask. 

The  contract  for  all  trades  required  in 
the  erection  of  a  frame  church  for  the 
Presbyterian  Congregation  has  been 
awarded  to  The  Constructors  Limited, 
Regina.    Approximate  cost.  $6,000. 

Hull.  Que. 

In  connection  with  the  erection  of  a 
convent  on  St.  Redempteur  Street  for 
the  Grey  Nuns  of  the  Cross,  Ottawa, 
the  carpentry  contract  has  been  let  to 
J.  Bourque,  75  Dc  Salaberry  Street,  and 
tlu'  painting  to  R.  Jacques. 

Medicine  Hat,  Alta. 

The  City  Council  have  awarded  the 
contract  for  completion  of  the  Home 
for  Delinquent  Children  to  C.  Reinis, 
at  $4,075. 

Ninette.  Man. 

The  contract  for  electrical  work  re- 
quired in  the  erection  of  a  sanitarium 
for  the  Provincial  Government  has  been 
let  to  the  Levvy  Electric  Company,  493 
Portage  Avenue.  Winnipeg,  and  the 
sheet  metal  work  to  the  Canada  Sheet 
Metal  &  Roofing  Company,  Winnipeg 
Avenue,  Winnipeg. 

Ottawa.  Ont. 

The  contract  for  electrical  work  re- 
quired in  the  erection  of  a  church  for 
the  Redemptionist  Fathers,  207  Bays- 
water  Ave.,  has  been  let  to  A.  C.  McDon- 
ald. 77  Sweetland  Avenue. 

Rimouski,  Que. 

In  connection  with  the  normal  school 
now  being  built  for  the  Urusline  Sis- 
ters, the  contract  for  painting  has  been 
let  to  Marier  &  Tremblay,  Du  Pont  St., 
Quebec,  and  heating,  plumbing  and  elec- 
trical work  to  A.  A.  Portugais,  Rim- 
ouski. 

Sudbury,  Ont. 

The  contract  for  roofing,  plastering 
and  painting  in  connection  with  the  Pub- 
lic School  now  in  course  of  erection  has 
been  awarded  to  the  general  contractor. 


Business  Buildings  and  Indus- 
trial Plants 

Aylmer,  Ont. 

Enoch  Mills,  Talbot  Street,  is  having 
plans  prepared  for  rebuilding  his  store 
at  an  approximate  cost  of  $5,00. 

Calgary,  Alta. 

The  Western  Canada  Flour  Mill  Com- 
pany propose  to  build  an  addition  to 
their  premises,  at  an  approximate  cost 
of  $5,800.  Architect.  W.  Bennett.  414 
14th  Avenue  N.E.    Mill  construction. 

Plans  have  been  prepared  by  George 
Lang,  care  of  W.  P.  Major,  611  34th 
Avenue  West,  for  a  business  block  for 
the  Merchants  Bank  of  Canada.  Brick 
construction.    Estimated  cost,  $10,000. 

Crowland  Township,  Ont. 

W.  J.  Miller.  R.  R.  No.  4.  Welland. 
proposes  to  build  a  barn  by  day  labor, 
and  has  had  plans  prepared.  Frame  con- 
struction.   Estimated  cost,  $3,000. 

Edmonton,  Alta. 

The  Winnipeg  Oil  Company,  Edmon- 


ton, have  started  work  on  the  erection  of 
.i  warehouse,  estimated  to  cost  $5,ooo. 
Frame  construction. 

Granby,  Que. 

The  Granby  Elastic  Webb  Company 
propose  to  build  a  factory,  and  have 
had  plans  prepared.  Brick  construction. 
Secretary,  Alonzo  Lemicux. 

London,  Ont. 

C.  S.  Hyman  &  Company  are  about 
to  start  work  on  the  erection  of  a  ware- 
house, estimated  to  cost  $5,000.  Frame 
and  sheet  iron  construction. 

The  City  Clerk,  S.  Baker,  will  receive 
tenders  until  September  16th  for  the 
erection  of  stables,  estimated  to  cost 
$11,000.     Brick  construction. 

Magog,  Que. 

D.  Audet  is  about  to  start  work  on  the 
rebuilding  of  his  sawmill.  Approximate 
cost,  $8,000.  Woodworking  and  sawmill 
machinery  will  be  required. 

Montreal,  Que. 

The  Automobile  Club  of  Canada, 
Montreal,  have  had  plans  prepared  for 
a  club  house,  garage  and  workshops,  es- 
timated to  cost  $1,000,000.  Secretary, 
G.  A.  McNamee,  909  New  Birks  Bldg. 

New  Westminster,  B.C. 

The  Saskatchewan  Bridge  &  Iron 
Company,  Ltd.,  Fairford  and  7th  N.W. 
Streets,  Moose  Jaw,  Sask.,  are  consider- 
ing the  erection  of  a  shipbuilding  plant. 

Henry  Schaake,  131  Queens  Street,  is 
considering  the  erection  of  a  foundry 
and  machine  shop,  estimated  to  cost 
$50,000.  Work  will  commence  very  short- 
ly if  site  can  be  secured. 

The  Northern  Pacific  Railway,  34  Nas- 
sau Street,  New  York,  N.Y..  propose  to 
build  freight  terminals,  and  are  having 
plans  prepared.    Steel  construction. 

The  Vulcan  Iron  Works.  Front  Street, 
contemplate  the  erection  of  a  boiler 
shop  and  factory,  and  later  on  the  con- 
struction of  a  steel  shipbuilding  plant 
and  drydock.  Particulars  from  J.  R. 
Duncan. 

Ottawa,  Ont. 

Bowles  Lunch,  Ltd.,  149  Yonge  Street, 
Toronto,  propose  to  build  a  restaurant 
on  Sparks  Street,  at  an  approximate  cost 
of  $50,000,  and  plans  have  been  prepared 
by  Hand,  Harris  &  Merritt,  7  King  St. 
East,  Toronto.  Brick  and  stone  con- 
struction. 

Peace  River,  Alta. 

The  Edmonton,  Dunvegan  &  British 
Columbia  Railway  are  building  a  station. 
Frame  construction.  Engineer,  W. 
Smith,  care  of  the  Company,  Edmonton. 

Port  Arthur,  Ont. 

Contracts  have  been  let  for  the  exca- 
vation, roofing  and  metal  work  required 
in  the  erection  of  a  business  block  for 
the  General  Realty  Corporation,  and  ten- 
ders on  other  trades  are  now  being  re- 
ceived by  the  general  contractor,  E.  G. 
Penniman,  Graham  Home  Block. 

Sherbrooke,  Que. 

Julius  Kayser  &  Company,  Frontenac 
Street,  are  considering  the  erection  of  a 
factory.     Manager,  William  Horn. 

Simcoe,  Ont. 

S.  Snowden  has  decided  to  rebuild  his 
barns  which  were  recently  destroyed  by 
fire. 

In  connection  with  the  factory  which 
is  now  being  built  for  the  Unique  Shoe 


Company,  tenders  on  plumbing,  heating 
and  wiring  are  now  being  received  by 
the  Superintendent,  A.  J.  Hardman. 
Painting  and  roofing  will  be  done  by 
day  labor. 

Tashota,  Ont. 

Work  is  about  to  start  on  the  erec- 
tion of  a  twenty-stamp  mill  for  the 
Tashorn  Mines,  Ltd.,  care  of  Cameron 
&  Crooks,  Royal  Bank  Building,  Tor- 
onto.   Engineer,  William  F.  Green. 

Toronto,  Ont. 

S.  L.  Yolles,  67  Baldwin  Street,  is  con- 
sidering the  erection  of  a  garage  on 
Queen  Street  West  at  an  approximate 
cost  of  $20,000. 

Valley  Junction,  Que. 

The  Quebec  Central  Railway  Com- 
pany, Sherbrooke,  are  considering  the 
erection  of  a  station.  Architect,  H.  G. 
James,  Whiting  Block,  Sherbrooke. 

Winnipeg,  Man. 

The  painting  required  in  connection 
with  the  warehouse  which  is  now  being 
erected  for  the  T.  Eaton  Company  will 
be  done  by  the  owners. 

CONTRACTS  AWARDED 

Ashcroft,  B.C. 

The  general  contract  for  the  erection 
of  a  business  block  for  W.  B.  Bailey  & 
Company  has  been  awarded  to  Hayes 
&  Matchell,  Victoria.  Brick  block  con- 
struction. 

Brantford,  Ont. 

The  general  contract  for  the  erection 
of  premises  for  the  Hygienic  Dairy  Com- 
pany, 54  Nelson  Street,  has  been  award- 
ed to  W.  S.  Jago,  65  St.  Paul  Avenue, 
and  the  masonry  to  F.  J.  Richards,  115 
Spring  Street.    Approximate  cost,  $5,000. 

Calgary,  Alta. 

The  general  contract  for  remodelling  a 
market  building  for  Pirmez  &  Company. 
Tudge  Travis  Building,  has  been  award- 
ed to  J.  G.  Edwards,  826-9^  Street  N.W. 
Brick  construction.  Approximate  cost, 
$4,500. 

The  Western  Canada  Flour  Mill  Com- 
pany have  let  the  general  contract  for 
the  erection  of  an  addition  to  their  pre- 
mises to  W.  Bennett.  414  Fourteenth 
Avenue  N.E.  Mill  construction.  Esti- 
mated cost,  $5,800. 

Charlottetown,  P.E.I. 

Plans  have  been  prepared  for  an  ad- 
dition to  the  premises  of  Carter  &  Com- 
pany, Ltd.,  Queen  Street,  and  the  gen- 
eral contract  has  been  let  to  H.  &  S. 
Lowe.    Brick  construction. 

Fredericton,  N.B. 

Work  has  been  started  on  the  erection 
of  a  pumping  station  at  the  Experimental 
Farm  for  the  Dominion  Government  De- 
partment of  Agriculture.  The  contract 
for  concrete  work  has  been  let  to  Wil- 
liam Richard,  C.E.,  Gibson,  N.B.  Ap- 
proximate cost,  $3,000. 

Hamilton,  Ont. 

The  general,  masonry,  carpentry  and 
roofing  contracts  f.or  the  erection  of  a 
factory  for  the  Chipman  &  Hollo  Knit- 
ting Company,  Ltd..  122  Mary  Street, 
have  been  let  to  George  Mills.  King  St. 
East.  Brick  construction.  Approximate 
cost.  $15,000. 

Plans  have  been  prepared  for  an  ad- 
dition to  the  premises  of  the  Bell  Thread 
Company.  Sanford  Avenue  North,  and 
the  general,  masonry,  carpentry  and  roof- 
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ing  contracts  have  been  let  to  William 
Yates.  24  Leeming  Street.  Brick  con- 
struction.   Estimated  cost,  $5,000. 

Lindsay,  Ont. 

The  Westinghouse,  Church  &  Kerr 
Company,  contractors  for  the  Govern- 
ment Arsenal,  have  awarded  the  con- 
tract for  steel  reinforcing  bars  to  the 
Burlington  Steel  Company,  Hamilton. 

London,  Ont. 

In  connection  with  the  addition  which 
is  now  being  built  to  Wongs  Cafe,  434 
Richmond  Street,  the  painting  has  been 
let  to  Smallman  &  Ingram.  Dundas  St., 
and  the  electrical  work  to  the  St.  Charles 
Electric  Company,  Boston,  Mass. 

McAdam,  N.B. 

The  contract  for  the  erection  of  a 
power  house  and  other  buildings  for  the 
C  anadian  Pacific  Railway  has  been  let 
to  Henry  Post,  Woodstock,  N.B.  Ap- 
proximate cost.  $28,000.  Reinforced 
concrete  and  steel  construction. 

McLennan,  Alta. 

The  general  contract  for  rebuilding  the 
roundhouse  of  the  Edmonton,  Dunvegan 
&  British  Columbia  Railway  has  been 
awarded  to  the  Jameson  Construction 
Company,  Edmonton.  Work  is  now  pro- 
gressing. 

Montreal,  Que.  _  - 

Work  has  been  started  on  the  erection 
of  a  factory  for  Alexander  McArthur  & 
Company,  Ltd.  The  general  contract 
has  been  awarded  to  MacBean  &  Wil- 
liams. 29a  Belmont  Street,  the  contract 
for  steel  to  the  Trussed  Concrete  Steel 
Company.  Montreal,  and  the  plumbing 
to  T.  E.  Moulton  &  Company,  142  In- 
spector Street.  Approximate  cost,  $40,- 
000.  The  owners  will  sub-let  heating, 
electrical  work  and  sprinkler  system. 

The  general  contract  for  alterations 
and  additions  to  the  premises  of  Lyn- 
burners  Ltd.,  360  St.  Paul  Street  East, 
has  been  awarded  to  the  Atlas  Construc- 
tion Company,  87  Belmont  Street.  Re- 
inforced concrete  construction.  Ap- 
proximate cost,  $12,000. 

Ottawa,  Ont. 

In  connection  with  the  store  and  apart- 
ment block  which  rs  being  built  by 
Charles  Joyce,  383  Somerset  Street,  the 
roofing  has  been  let  to  J.  D.  Sanderson, 
507  McLeod  Street,  plastering  to  W.  E. 
Lethey,  100  Truner  Street,  glazing  to  W. 
C.  Carson,  293  Laurier  Avenue,  and  cor- 
nice work  to  J.  H.  Brown,  794  Somerset 
Street. 

In  connection  with  the  factory  which 
is  being  built  for  J.  E.  Brownlce.  Bank 
Street,  the  contract  for  heating  and 
plumbing  has  been  awarded  to  F.  Fitz- 
patrick.  and  the  electrical  work  to  H. 
A.  Allan,  377  Somerset  Street. 

Red  Deer,  Alta. 

The  contract  for  all  work  required  in 
the  erection  of  a  warehouse  for  Campbell, 
Wilson  &  Home,  Red  Deer,  has  been 
let  to  Charles  T.  Elinc.  Red  Deer.  Ap- 
proximate cost,  $21,000.  Architect,  R. 
G.  Dawe,  C.E.,  Red  Deer. 

Sarnia,  Ont. 

In  connection  with  the  erection  of  a 
store  and  apartment  block  for  J.  E.  Clark, 
173  Front  Street,  the  contract  for  car- 
pentry and  roofing  has  been  awarded  to 
James  Shanks.  Wellington  Street,  the 
painting  to  Simpson  &  Carter,  Front  St.. 
and  the  heating  and  plumbing  to  Alex- 


ander Jess.  Front  Street.  Approximate 
cost,  $5,000. 

Sudbury,  Ont. 

In  connection  with  the  storage  ware- 
house which  is  now  being  built  for  H. 
Peters,  88  Front  Street  East,  Toronto, 
the  contract  for  plumbing  has  been  let 
to  the  Cochrane  Hardware  Ltd.,  Cedar 
and  Durham  Streets. 

Toronto,  Ont. 

Plans  have  been  prepared  for  stables 
to  be  built  on  Dalhousie  Street  for  the 
Robert  Simpson  Company,  and  the  gen- 
eral contract  has  been  let  to  Wells 
Brothers  Company  of  Canada,  Ltd.,  96 
Gould  Street.   Approximate  cost,  $35,000. 

The  general  contract  for  the  erection 
of  abattoir  buildings  for  the  William 
Davies  Company.  Ltd..  521  Front  Street 
East,  has  been  awarded  to  the  Wells 
Brothers  Company  of  Canada.  Limited, 
96  Gould  Street.  Approximate  cost, 
$500,000. 

The  general  contract  for  the  erection 
of  a  machine  shop  for  the  Russell  Motor 
Car  Company,  276  King  Street  West,  has 
been  awarded  to  the  Deakin  Construc- 
tion Company,  Weston,  Ont.  Frame 
construction.    Approximate  cost,  $40,000. 

The  contract  for  masonry  required  in 
the  erection  of  an  addition  to  the  pre- 
mises of  the  Sovereign  Perfumes  Ltd.. 
146  Brock  Avenue,  has  been  awarded 
to  Harman  &  Son.  248  Dupont  Street, 
the  roofing  to  George  Sinclair,  307  Clin- 
ton Street,  and  electrical  work  to  Turn- 
bull  Elevator  Manufacturing  Company. 
126  John  Street.  Approximate  cost, 
$3,200. 

The  Southam  Press  Ltd.,  Duncan  St., 
have  let'  the  contract  for  the  erection 
of  an  addition  to  their  premises  to  Hall 
8c  Son,  6  Park  Place.  Estimated  cost, 
$4,500.     Brick  construction. 

The  general  contract  for  the  erection 
of  alterations  and  additions  to  the  plant 
of  the  Harris  Abattoir  Company,  St. 
Clair  Avenue  West,  has  been  let  to  the 
John  V.  Gray  Construction  Company. 
Confederation  Life  Building.  Brick  and 
concrete  construction.  Approximate 
cost,  $5,000. 

Vancouver,  B.C. 

The  contract  for  masonry,  concrete, 
woodwork,  plastering  and  ornamental 
iron  work  required  in  the  erection  of  a 
theatre  and  office  building  for  Pantages 
Theatre  has  been  awarded  to  Skene 
&  Christie,  782  Howe  Street,  at  $95,980. 

The  contract  for  masonry  required  in 
the  erection  of  the  depot  at  False  Creek 
for  the  Canadian  Northern  Railway  has 
been  let  to  the  Scchclt  Granite  Quar- 
ries, Ltd. 

Windsor,  Ont. 

In  connection  with  the  store  building 
now  in  course  of  erection  for  the  Penin- 
sular Security  Company,  the  contract 
for  roofing,  plastering  and  painting  has 
been  let  to  the  general  contractor,  U. 
Jacques,  160  Dougal  Street. 

Winnipeg,  Man. 

The  contract  for  heating  required  in 
the  erection  of  a  picture  theatre  for  Hyde 
Brothers  has  been  let  to  the  Beairsto 
Plumbing  Company,  286  Fort  Street. 

Yarmouth,  N.S. 

The  contract  for  construction  of  a 
greenhouse  for  Mrs.  B.  B.  Law  has 
been  awarded  to  Lord  &  Burnham  Com- 


pany. Ltd.,  Royal  Bank  Building,  Toron- 
to.   Estimated  cost,  $3,326. 


Residences 

Bentley,  Alta. 

C.  Dameson  is  building  a  frame  resi- 
dence, estimated  to  cost  $3,500. 

Chigwell,  Alta. 

G.  Lemon  has  commenced  the  erection 
of  .a  residence,  estimated  to  cost  $3,500. 
Frame  construction. 

Blenheim,  Ont. 

E.  Ridley  has  commenced  the  erection 
of  a  residence,  estimated  to  cost  $3,000. 
Frame  and  white  brick  construction. 

Humberstone,  Ont. 

C.  M.  Borter,  Main  Street,  Niagara 
Falls  South,  is  preparing  plans  of  a  resi- 
dence to  be  built  for  S.  J.  Quinn,  Buf- 
falo, N.Y.    Approximate  cost,  $6,000. 

Lambeth,  Ont. 

Charles  Bourne  is  considering  the 
erection  of  a  residence.  Estimated  cost, 
$3,000. 

Meaford,  Ont. 

The  general  contract  for  rebuilding  the 
residence  of  John  Faton  has  been 
awarded  to  James  Sparling. 

Montreal,  Que. 

Daniel  Blay,  302  Clifton  Avenue,  is 
about  to  start  work  on  the  erection  of 
two  residences  on  Decarie  Avenue,  and 
will  let  the  smaller  trades.  Plastic  brick 
construction.    Approximate  cost,  $7,000. 

Ottawa,  Ont. 

Work  is  about  to  start  on  alterations 
to  apartments  for  James  Walker,  151 
Strathcona  Avenue.  Brick  construction. 
Estimated  cost,  $5,000. 

Quebec,  Que. 

Edmond  Hamann,  96  St.  Raphael  St.. 
is  building  a  residence  by  day  labor. 
Brick  and  frame  construction.  Approxi- 
mate cost,  $6,000. 

Renfrew,  Ont. 

D.  L.  Campbell  proposes  to  build  a 
duplex  residence  on  Renfrew  Way, 
Flaunt  Park,  and  has  had  plans  pre- 
pared. Frame  construction.  Approxi- 
mate cost,  $3,500. 

Plans  have  been  prepared  for  a  resi- 
dence to  be  built  on  Plaunt  Street  by 
W.  E.  Smallfield.  Tile  and  stucco  con- 
struction.    Approximate   cost,  $3,500. 

St.  Hyacinthe,  Que. 

P.  L.  W.  Dupre  &  Company,  567  De- 
lorimier  Avenue,  Montreal,  arc  prepar- 
ing plans  of  residences  for  F.  Racicot, 
La  Providence  Street,  who  will  shortly 
call  for  tenders.  Approximate  cost, 
$10,000. 

Toronto,  Ont. 

Decth  &  Sons,  44  Grove  Avenue,  have 
started  work  on  the  erection  of  three 
pairs  of  residences,  estimated  to  cost 
$9,500.     Smaller  trades  will  be  let. 

Work  has  been  started  by  W.  Saul, 
58  Balmoral  Avenue,  on  the  erection  of 
a  residence  on  Alvin  Avenue.  Brick  con- 
struction. Estimated  cost,  $3,800.  Small- 
er trades  will  be  let. 

Grimshay  Brothers,  496  Avenue  Rd., 
propose  to  build  three  pairs  of  residences 
on  Kent  Road,  at  an  approximate  cost 
of  $10,000. 

I  J.  Downey,  396  Sunnyside  Avenue, 
has  commenced  the  election  of  three 
(Continued  on  page  47) 


Tenders  and  For  Sale  Department 


BUILDERS 


Builder*  COOld  make  money,  building,  selling 
or  renting  workmen's  cottages  at  our  New  On- 
tario divisional  points,  especially  Caprcol,  near 
Sudbury,    now  ready. 

Capreol  townsite  is  on  a  large  cleared  gravel 
plain,  where  fireproof  cement  bungalows  can  be 
built  out  of  cellar  excavations.  Will  be  our 
best  Divisional  Point,  as  it  is  the  junction  of 
Toronto  and  Montreal  main  lines  going  west. 
It  i»  in  the  nickel  belt  and  on  the  shore  of  the 
Vermillion  River.  The  other  three  Divisional 
Point*  will  be  ready  later.  Phone  Main  4S40  and 
ask  for 

CYRIL  T.  YOUNG, 

Manager  Eastern  Lands, 
M  43  Canadian  Northern  Railway. 


Telephone  Construction 


Tenders  for  the  construction  of  a  Telephone 
System  in  Town  of  The  Pas.  Man.,  will  he  re- 
ceived DJ  the  undersigned  until  September  30, 
1916     Work  to  he  completed  December  31,  1010. 

Accepted  cheque  for  10  per  cent,  of  amount 
Ol   tender   must   accompany  each  tender. 

Plans  and  specifications  may  be  seen  at  Gov- 
ernment Telephone  Exchange,  Winnipeg;  Murphy 
1'nderwnod.  Consulting  Engineers,  Ross  Bldg., 
Saskatoon ;  Town  Clerk's  Office,  The  Pas. 

II    H.  ELLIOTT,  Town  Clerk, 
;•„-,. :;7  The  Pas,  Man. 


Sealed  tenders  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  extension  to  west 
breakwater  at  Port  Stanley.  Ont.."  will  be  re- 
reived  at  this  office  until  4  p.m.,  on  Friday, 
September  29.  1916.  for  the  construction  of  an 
extension  to  the  west  breakwater  at  Port  Stanley, 
Elgin   County,  Ontario. 

Plans  and  forms  of  contract  can  be  seen  and 
specification  and  forms  of  tender  obtained  at 
this  Department,  at  the  offices  of  the  District 
Engineers  at  Windsor.  Ont.,  and  Equity  Build- 
ing. Toronto,  Ont. ;  also  on  application  to  the 
Postmaster  at  Port  Stanley,  Ont. 

Persons  tendering  are  notified  that  tenders  will 
not  be  considered  unless  made  on  the  printed 
forms  supplied,  and  signed  with  their  actual  sig- 
natures, stating  their  occupations  and  places  of 
residence.  Tn  the  case  of  firms,  the  actual  sig- 
nature, the  nature  of  the  occupation,  and  place 
of  residence  of  each  member  of  the  firm  must 
be  given. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheoue  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of  Pub- 
lic Works,  equal  to  ten  per  cent.  (10  p.c.)  of  the 
amount  of  the  tender,  which  will  be  forfeited  if 
the  person  tendering  decline  to  enter  into  a  con- 
tract when  called  upon  to  do  so.  or  fail  to  com- 
plete the  work  contracted  for.  If  the  tender  be 
not  accepted  the  cheque  will  be  returned. 

The  Department  does  not  bind  itself  to  accept 
the  lowest  or  any  tender. 

Xote  — Blue  prints  can  be  obtained  at  the  De- 
partment of  Public  Works  by  depositing  an  ac- 
cepted bank  cheque  for  the  sum  of  525.00,  made 
payable  to  the  o-der  of  the  Honourable  the  Min- 
ister of  Public  Works,  which  will  be  returned  if 
the  intending  bidder  submit  a  regular  bid. 

By  order, 

K.  C.  DESROCHERS. 

Secretary. 

Department  of  Public  Works, 

Ottawa.  August  31.  1916.  ... 
Newspapers  will  not  be  paid  for  this  advertise- 
ment if  they  insert  it  without  authority  from  the 
Department.  "6'3' 


CANADIAN  GOVERNMENT  RAILWAYS 


Tenders 


Sealed  tenders,  addressed  to  J.  W.  Pugsley, 
Secretary  Department  of  Railways  &  Canals, 
Ottawa,  Ont.,  and  marked  on  the  outside  "Ten- 
der for  Elevator  Foundations,  St.  John,"  will  be 
received  up  to  and  including  Twelve  O'Clock 
Moon,  Monday.  September  18th,  1916,  for  the 
construction  of  foundations  for  500,000  bushel 
storage  capacity  drain  Elevator,  Working  House 
and  Track  Shed  at  St.  John,  N.  B. 

Plans,  specifications  and  blank  form  of  Con- 
tract may  be  seen  on  and  after  Monday,  August 
28th,  at  the  Office  of  the  Chief  Engineer  of  the 
Department  of  Railways  &  Canals,  Ottawa;  at 
the  Office  of  the  Chief  Engineer,  Moncton,  N.B. ; 
at  the  Office  of  the  Terminal  Agent,  St.  John, 
N.B.;  and  at  the  Office  of  the  John  S.  Metcalfe 
Company,    Limited,    Engineers,,    Montreal.  P.Q. 

All  the  conditions  of  the  Specifications  and 
Contract    form   must   be   complied  with. 

Tenders  must  be  put  in  on  the  blank  form  of 
tender,  which  may  be  obtained  from  any  of  the 
offices  at  which  plans  are  on  exhibition.  Each 
tender  must  be  accompanied  by  a  certified  hank 
cheque,  payable  to  the  Honourable  the  Minister 
of  Railways  &  Canals,  for  the  sum  of  $10,000.00 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

F.  P.  GUTELIUS, 

General  Manager, 
Canadian   Government  Railways. 

Dated  at  Mor-'on,  N.B.  35-37 
August  23,  1916. 


MACHINERY 
FOR  ^ALE 

2 — 70  Gallon  Hydraulic  Pumps. 

1 —  100  Gallon  Hydraulic  Pump. 

Offer  bargain  on  above. 
1  —  125  H.P.  Motor,  3  phase,  60  cycle, 
220    volts,    General  Electric. 
Price,  $1,200.00. 

2—  90  H.P.  General  Electric  Motors, 

3  phase,  60  cycle,  220  volt.  Price, 
$700.00  each. 
2 — Sheldons  No.  3  Cast  Iron  Fans. 

National  Steel  Car  Co.,  Limited 
HAMILTON,  CANADA 

36-3S 


POSITIONS  WANTED 


CIVIC  ENGINEER  AND  SUPERINTEND- 
ENT 15  yeais'  experience  on  all  classes  of 
work,  open  for  position  September  1.  I'ox  445, 
Contract    Record,   Toronto,   Ont.  36-36 


SUPER  I  NTENDENT — Open  for  position;  ex- 
perience in  all  kinds  of  construction  work,  rail- 
ways, canals.  buildings,  reinforced  concrete 
work,  concrete  roads,  etc.,  25  years'  experience. 
Box  444,  Contract  Record,  Toronto,  Ont.  36-36 


Debentures  For  Sale 


TOWN  OF  THE  PAS,  MAN. 


.$12,000  live  per  cent,  twenty-year  telephone 
debentures,  fully  guaranteed  by  the  Province  of 
Manitoba. 

Bids  received  until  September  30,  1916. 
For  particulars  write 

H.  H.  ELLIOTT,  Town  Clerk, 
35-39  The  Pas,  Man. 


Board  of  Education 


Sealed  lenders,  whole  or  separate,  addressed 
to  the  Secretary-Treasurer  of  the  Board  of  Edu- 
cation, will  be  received  until 

Thursday,  September  14th,  1916 

for 

Drain  Work  at  Roden  and  other 
Schools 

Masonry  Work  at  Queen  Alexandra 
School 

Supply  Sand  and  Gravel,  Sundry 
Schools 

Specifications  may  be  seen  and  all  information 
obtained  at  the  office  of  the  Superintendent  of 
Buildings,  City  Hall,  Toronto.  Each  tender  must 
be  accompanied  with  an  accepted  bank  cheque 
for  five  per  cent,  of  the  amount  of  tender,  or 
its  equivalent  in  cash,  applying  to  said  tender 
only.  Sureties  for  all  tenders  exceeding  four 
thousand  dollars  must  be  furnished  by  Surety 
Companies.  Tenders  must  be  in  the  hands  of 
the  Secretary-Treasurer  at  his  office  in  the  City 
Hall,  not  later  than  4  o'clock  on  the  day  named, 
after  which  no  tender  will  be  received.  The 
lowest  or  any  tender  will  not  necessarily  be 
accepted. 

MILES  YOKES, 

Chairman  of  Committee. 

W.   C.  WILKINSON, 

Secretary -Treasurer.  36-3H 


BOILERS  FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


Late  News  Items 

Chatham,  N.B. 

The  Town  Council  propose  to  purchase 
and  install  a  unit  of  Semi-Diesel  oil  en- 
gine with  direct  connected  dynamo  and 
exciter,  at  an  approximate  cost  of  $13,- 
(iOO.    Clerk,  P.  J.  Mclntyre. 

Listowel,  Ont. 

The  Board  of  Education  are  consider- 
ing the  erection  of  an  addition  to  the 
High  School,  estimated  to  cost  $32,000. 
Work  will  include  a  heating  plant. 

St.  Helaire,  Que. 

Plans  are  heing  prepared  for  altera- 
tions to  the  readiness  of  Hon.  L.  P. 
Brodeur,  and  tenders  will  be  called  short- 
ly. Architect,  T.  Daoust,  26  St.  James 
Street.    Approximate  cost,  $10,000. 


.September  0,  1910 
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Residences 

(Continued  from  page  45) 

duplex  residences,  estimated  to  cost 
$15,000.  Smaller  trades  will  be  let.  Ar- 
chitect, J.  M.  Cowan,  122  Margueretta 
Street.    Brick  construction. 

F.  H.  Miller,  290  Lauder  Avenue,  lias 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $3,500.  Brick  con- 
struction. 

R.  J.  Cole,  224  Glenholmc  Street,  has 
commenced  the  erection  of  a  pair  of 
residences,  estimated  to  cost  $8,000,  and 
is  considering  the  erection  of  another 
pair  at  an  approximate  cost  of  $4,()0(). 
Smaller  trades  will  he  let.  Stone  and 
brick  construction. 

Work  has  been  started  on  the  erec- 
tion of  a  residence  for  A.  A.  Thompson, 
88  Warren  Road,  plans  for  which  were 
prepared  by  Edwards  &  Edwards,  18 
Toronto  Street.  Brick  and  stone  con- 
struction.    Estimated  cost,  $12,000. 

F.  G.  Imper,  25  Duvernet  Avenue,  has 
commenced  the  erection  of  a  pair  of 
residences,  and  will  let  the  smaller 
trades.  Brick  construction.  Approxi- 
mate cost,  $:s,ooo. 

A.  Nelson,  124  Wychwood  Avenue, 
has  started  work  on  the  erection  of  a 
pair  of  residences,  estimated  to  cost 
$4,000,  and  will  let  the  smaller  trades. 
Brick  construction. 

W.  Edmonds,  66  Tyrell  Avenue,  con- 
templates the  erection  of  a  residence  es- 
timated to  cost  $4,000.  Brick  construc- 
tion. 

J.  A.  Kitchen,  209  Humberside  Ave- 
nue, is  building  a  residence  at  292  Rush- 
ton  Street,  and  will  let  smaller  trades. 
Estimated  cost,  $7,000.  Brick  construc- 
tion. 

Windsor,  Ont. 

G.  Jacques  &  Company,  Bong  Block, 
are  preparing  plans  for  alterations  to  a 
residence  for  the  Knights  of  Columbus, 
Fleming  Block.     Estimated  cost,  $5,000. 

H.  Z.  Balcon,  Aylmer,  Ont.,  is  con- 
sidering the  erection  of  five  residences 
at  an  approximate  cost  of  $10,000.  Own- 
ers will  prepare  plans. 

CONTRACTS  AWARDED 

Blenheim,  Ont. 

George  Flood  is  building  a  residence, 
and  has  let  the  masonry  to  J.  J.  Cookson. 
Frame  and  white  brick  construction.  Ap- 
proximate cost,  $3,000. 

Hamilton,  Ont. 

The  following  contracts  have  been  let 
in  connection  with  the  residence  which 
is  being  built  for  R.  Taylor,  103  Kens- 
ington Street  South: — masonry,  Drew 
&  Johnston;  painting,  F.  Paul,  156  San- 
ford  Street  North;  heating  and  plumbing, 
C.  Smith,  38  Pine  Street;  electrical 
work,  John  Dynes,  161  Sanford  Street 
South. 

The  following  contracts  have  been 
awarded  for  the  erection  of  an  apart- 
ment house  on  Tisdale  Street  for  Mrs. 
F.  W.  Brennen: — general  contract,  F. 
Dyment,  of  the  Brennen  Lumber  Com- 
pany; masonry  and  steel,  R.  Tope,  191 
Robinson  Street;  carpentry,  Dawson  & 
West,  785  King  Street  East;  roofing,  W. 
F.  Drew,  261  Cannon  Street  East;  plas- 
tering, Hannaford  Brothers,  232  Robin- 
son Street;  heating  and  plumbing,  P.  A. 
Moore,  939  King  Street  East;  electrical 
work,  Snyder  Brothers,  37  King  William 


Street;  ;iron  work,  Olmstead  Iron 
works,  King  Street  West.  Estimated 
cost,  $20,000. 

Kingston,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  Arthur  McConirlle, 
140  Division  Street,  has  been  let  to 
Thomas  Andre,  242  Earl  Street.  Brick 
construction.    Estimated  cost,  $3,500. 

London  Township,  Ont. 

The  following  contracts  have  been  let 
in  connection  with  the  erection  of  a 
residence  for  Hadley  Williams,  498 
Queens  Avenue: — roofing,  Ludowici  Cal 
adon  Company,  Chicago,  111.;  plastering, 
J.  Calhoun,  88  Windsor  Avenue;  paint- 
ing, Lewis  Brothers,  179  Mill  Street; 
plumbing,  C.  B.  West,  244  Queens  Ave- 
nue. 

Ottawa,  Ont. 

In  connection  with  the  residence  which 
is  being  built  on  Clarey  Avenue  by  A. 
E.  Thorns,  53  Queen  Street,  the  con- 
tract for  plastering  has  been  let  to  Bow- 
man &  Sons,  239  Florence  Street,  heating 
to  the  Capital  Hardware  Company,  Bank 
Street,  plumbing  to  H.  A.  Knox,  346  El- 
gin Street,  and  the  electrical  work  to 
the  Rideau  Electric  Construction  Com- 
pany, 128  Bank  Street. 

The  contract  for  heating  and  plumb- 
ing required  in  connection  with  the  apart- 
ments which  are  being  built  for  E. 
Hinchey,  541  Somerset  Street,  has  been 
let  to  J.  A.  Langelier,  310  Wellington 
Street,  and  the  electrical  work  to  H. 
L.  Allan,  377  Somerset  Street. 

In  connection  with  the  residence  which 
is  now  being  erected  for  George  H.  Lett, 
43  Glen  Avenue,  the  contract  for  mason- 
ry has  been  awarded  to  Beattie  &  Dav- 
idson, Renfrew  Avenue,  and  carpentry  to 
A.  E.  Thorns,  53  Queen  Street.  Ten- 
ders are  now  being  received  for  plaster- 
ing, painting,  heating  and  plumbing. 

Outremont,  Que. 

In  connection  with  the  residence  now 
in  course  of  erection  for  Isaie  Prefon- 
taine,  120  St.  James  Street,  the  contract 
for  brick  work  has  been  let  to  Rolland 
Brothers,  Montreal,  carpentry  to  U. 
Pauze  &  Sons,  326  Greene  Avenue;  heat- 
ing, plumbing  and  roofing  to  H.  Bros- 
seau,  17  St.  Gabriel  Street,  and  electrical 
work  to  the  Simoneau  Electric  Contract- 
ing Company,  680  St.  Catherines  St.  E. 

Parkhill,  Ont. 

The  general  contract  for  the  erection 
of  a  parsonage  for  the  Baptist  Congrega- 
tion has  been  awarded  to  F.  Elson.  Ap- 
proximate cost,  $4,000.  Tenders  will  be 
called  shortly  for  heating. 

Quebec,  Que. 

The  contract  for  masonry  required  in 
connection  with  the  residence  which  is 
now  being  built  by  ().  Brochu,  73  Fourth 
Street,  Limoilou,  has  been  awarded  to 
J.  B.  Verret. 

Tile  contract  for  carpentry  required 
in  connection  with  the  residence  which 
is  being  built  by  A.  Bedard,  St.  Pierre  de 
Charlesbourg,  Que.,  has  been  awarded 
to  L.  Sevigny,  62  St.  Eustache  Street. 
Plumbing,  electrical  and  heating  work 
will  also  be  sub-let. 

In  connection  with  the  residence  now 
in  course  of  erection  for  Mdme.  V.  A. 
Vezina,  23  St.  Gabriel  Street,  the  con- 
tract for  roofing  has  been  let  to  E.  Falar- 
deau.  308  Queen  Street,  and  I  lie  plumb- 
ing and  electrical  work  to  C.  Lenghan 
&  Son,  57  Ste.  Claire  Street. 


Sarnia,  Ont. 

Work  is  abput  to  start  on  remodelling 
apartments  for  Watson  Brothers,  160 
Front  Street  North.  The  contract  for 
carpentry  has  been  let  to  David  Gifhn, 
Yard  Building.  Christian  Street,  and  the 
heating  to  Mackness  &  Strulhers,  Vic- 
toria Street.    Approximate  cost,  $3,000. 

Stephen  Township,  Ont. 

The    contract    for    the    erection    of  a 
residence  for  E.  Ryan,  Town  Line,  Dash- 
wood,  Ont.,  has  been  awarded  to  Niles 
Jackson,  Parkhill.      White    brick  con 
struction.    Approximate  cost,  $3,000. 

Sudbury,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  J.  B.  Laberge,  Louis 
Street,  has  been  awarded  to  the  Laberge 
Lumber  Company,  Notre  Dame  Street, 
and  the  heating,  plumbing  and  electrical 
work  to  Cochrane  Hardware  Ltd.,  Cedar 
and  Durham  Streets.  Estimated  cost, 
$9,000. 

Toronto,  Ont.. 

The  contract  for  plumbing  and  heat- 
ing required  in  connection  with  the  Home 
now  being  built  for  the  Robert  Simpson 
Company  has  been  let  to  Purdy  Mansell 
Ltd.,  63  Albert  Street. 

W.  H.  Avison,  575  Indian  Road,  has 
commenced  the  erection  of  a  residence, 
and  has  let  the  contract  for  plumbing  to 
I.  Maude.  Estimated  cost,  $5,000.  Own- 
er is  now  receiving  tenders  on  hot  water 
heating. 

In  connection  with  the  residences 
which  are  being  built  by  B.  J.  Case,  34 
Nina  Avenue,  the  contract  for  heating- 
has  been  awarded  to  the  A.  J.  Wise 
Heating  Company,  117  Vaughan  Road. 
Plastering  and  painting  will  be  supervised 
by  owner. 

The  contract  for  heating  required  in 
connection  with  the  erection  of  a  duplex 
residence  by  T.  J.  Allen,  48  Oakmoimt 
Road,  has  been  let  to  G.  E.  Davies,  39 
Boon  Avenue.  Tenders  are  being  re- 
ceived on  plastering  and  painting. 

The  general  contract  for  the  erection 
of  a  duplex  residence  for  A.  D.  Richards, 
28  Glenholme  Avenue,  has  been  awarded 
to  Robert  Boak,  170  Campbell  Avenue, 
and  the  masonry  to  R.  E.  McDonagh, 
175J/,  Spadina  Avenue.  Smaller  trades 
will  be  sub-let  by  the  general  contractor. 
Approximate  cost,  $10,000. 

J.  McCallurn.  150  Cortleigh  Boule- 
vard, is  building  a  residence  estimated 
to  cost  $5,500,  and  has  let  the  brick  and 
carpentry  work  to  J.  W.  Arnold.  145 
Albertus  Avenue,  and  the  heating  to  F 
Stein. 

In  connection  with  the  residence  which 
is  being  built  by  W.  B.  Isbister,  05  Mc- 
Farland  Avenue,  the  contract  for  plumb- 
ing has  been  awarded  to  J.  W.  Sheard, 
61  Ashburnham  Avenue. 

Winnipeg,  Man. 

The  general  contract  for  the  erection 
of  a  residence  for  W.  H.  Ryan,  110  James 
Street,  has  been  awarded  to  William  P. 
Wallace,  129  Montrose  Street.  Approxi- 
mate cost,  $7,000. 

Power  Plants,  Electricity  and 
Telephones 

Blenheim,  Ont. 

The  construction  of  a  hydro  line  be- 
tween  Blenheim   and   Cedar  Springs  is 
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being  considered  .mil  the  matter  will 
•.iiiiriiy  i>c  submitted  to  the  ratepayers, 

London,  Ont. 

i  lu  Middlesex  Mills  Companya  Col- 
I'l'iiu-  .street,  have  acquired  new  pre- 
mises, and  propose  to  operate  all  their 

machinery  by  hydro  motors.  Manager, 

\  J  Mitchell. 

Montreal.  Que. 

The  c  ity  Council  are  considering  the 
iiiM.ill.it i. >u  ot  water  wheel  equipment  for 
the  new  power  house  in  connection  with 
the  proposed  hydro  electric  development 
ot  the  aqueduct,  and  will  ask  manufac- 
turers to  submit  proposals.  Tenders  will 
afterwards  be  called.  Engineer,  P.  Mer- 
cicr. 

Saskatchewan  Province 

I  he  following  Rural  Telephone  Com- 
panies have  bun  empowered  to  borrow 
money  for  the  construction  of  their  sys- 
tem.-. -North  Marengo  R.  T.  Co.,  $11,000, 
Secretary,  H.  F.  Boyd,  Marengo;  Good- 
lands  R.  T.  Co.,  $0,000,  A.  McClelland, 
Avonlea;  Muenster  R.  T.  Co.,  $10,500,  A. 
X.  Loehr,  Muenster;  Glen  Eagle  R.  T. 
Co.,  $8,000.  L.  B.  Wheatley,  Asquith;  Kel- 
tield R.  T.  Co.,  $8,000,  C.  O.  Banting, 
Keltield;  Lockwood  R.  T.  Co.,  $7,000,  E. 
D  Gardiner,  Lockwood;  Paragon  R.  T. 
Co.,  $9,500,  C.  O.  Banting,  Keltield; 
Kuthilda  R.  T.  Co.,  $9,000,  C.  O.  Bant- 
ing. Keltield;  Butterton  R.  T.  Co.,  $4,300, 
M.  H.  Hall,  Butterton;  Handel  R.  T.  Co., 
(20,000,  J.  E.  Graham,  Handel;  Flaata  R. 
T.  Co.,  $6,600,  A.  Marriott,  Bromhead; 
Lampman  R.  T.  Co.,  $5,000,  A.  C. 
Moynes.  Lampman;  Spy  Hill  R.  T.  Co., 
$13,000,  J.  H.  Watson;  Crooked  Valley 
R.  T.  Co..  $7,000,  G.  A.  Bailey,  Scott; 
Tysdal  R.  T.  Co.,  $3,100,  J.  Eastwold, 
Briercrest;  Bluffview  R.  T.  Co.,  $11,600, 
K.  Bennett.  R.  R.  No.  1,  Regina;  Shauna- 
von  Pioneer  R.  T.  Co.,  $3,600,  J.  A. 
George,  Shaunavon;  Maple  Valley  R.  T. 
Co.,  $10,500,  J.  R.  Ross,  Davidson;  New 
Deloraine  R.  T.  Co.,  $4,800,  A.  J.  Rob- 
ertson, Davidson;  Stockholm  R.  T.  Co., 
$7,600,  B.  R.  Edquist,  Stockholm. 

St.  Thomas,  Ont. 

The  Pere  Marquette  Railway  Company 
and  the  American  Brake  Shoe  Company 
propose  to  install  equipment  for  oper- 
ating their  machinery  by  hydro  power. 

The  Pas,  Man. 

Tenders  on  the  construction  of  a  tel- 
phone  system  for  the  Town  Council  will 
be  received  until  September  30th  by  the 
Town  Clerk,  H.  H.  Elliott.  Plans  and 
specifications  at  the  Government  Tele- 
phone Exchange,  Winnipeg,  at  offices  of 
Murphy  &  Underwood,  Consulting  En- 
gineers, Ross  Building,  Saskatoon,  and 
of  the  Clerk. 

CONTRACTS  AWARDED 

Orillia,  Ont. 

The  Town  Council  have  awarded  the 
contract  for  construction  of  extensions 
to  the  power  lines  in  Matchedash  Town- 
ship to  H.  W.  Caswell,  Orillia,  at  $14,350. 


Fires 

Clarksburg,  Ont. 

Planing  mill,  two  storehouses  and  bas- 
ket factory  owned  by  A.  E.  Pedwell. 
Loss,  $4,000.  Owner  intends  to  build 
a  concrete  factory  at  once. 

Doaktown,  N.B. 

Sawmill  owned  by  James  Holmes  & 
Son.    Loss,  about  $8,000. 


Fairbank,  Ont. 

Six  residences  owned  by  M.  Langbord, 
78  Clinton  Street,  Toronto.    Loss,  $9,000. 

Glenville,  Ont. 

Grist  mill  owned  by  Prank  II.  Rob- 
inson, Aurora.    Loss,  $6,000. 

Harriston,  Ont. 

Pactory  of  the  Harriston  Casket  Com- 
pany totally  destroyed.  Manager,  R. 
P.  Dale. 

Long  Branch,  Ont. 

KcMdcnce  owned  by  W.  A.  Railing. 
Loss,  about  $10,000. 

Maiden  Township,  Ont. 

Barn  owned  by  H.  Paquette,  Amherst- 
burg.    Loss,  $2,500.    Owner  will  rebuild. 

Philipsville,  Ont. 

tirist  mill  owned  by  Reuben  Haskins, 
totally  destroyed. 

Ramsayville,  Ont. 

Store  and  residence  of  W.  A.  Ramsay, 
Russell  Road.    Loss,  $3,500. 

Ridgetown,  Ont. 

Stosk  barn  owned  by  John  J.  Simp- 
son.   Loss,  $4,500.    Owner  will  rebuild. 

Sapperton,  B.C. 

Shingle  mill  at  the  Brunette  Saw  Mill 
Company,  Ltd.,  New  Westminster.  Loss, 
$30,000.    Owners  will  rebuild. 

Savages  Mill,  Que. 

Barn  and  granary  owned  by  A.  Tal- 
bot.    Loss,  $4,00.     Owner  will  rebuild. 

Shawinigan  Lake,  B.C. 

Hotel  owned  by  James  Findley.  Loss, 
$10,000. 

West  Oxford  Township,  Ont. 

Stock  barn  owned  by  H.  Zufelt,  Inger- 
soll,  Ont.  Loss,  $2,500.  Owner  will  re- 
build. 

Willmot  Township,  Ont. 

Barn  of  Nichols  Roth,  New  Hamburg, 
Ont.    Loss,  $2,500.    Will  rebuild. 

Woodhouse  Township,  Ont. 

Stock  barn  owned  by  Keith  Mabee, 
Simcoe.    Loss,  $3,00.    May  rebuild. 


Miscellaneous 

Ottawa,  Ont. 

Tenders  will  be  received  until  noon, 
October  2nd,  by  G.  J.  Desbarats,  Deputy 
Minister  of  Naval  Service,  Ottawa,  on 
metal  supplies  to  be  delivered  at  H.M.C. 
Dockyards,  Halifax  and  Esquimalt,  in- 
cluding steel,  iron,  copper  and  brass  in 
bars  and  sheets.  Particulars  from  the 
Naval  Store  Officers  at  the  Dockyards, 
Halifax,  N.S.,  and  Esquimalt,  B.C.,  and 
from  the  Minister. 

Petrolia,  Ont. 

The  Union  Natural  Gas  Company  pro- 
pose to  lay  about  two  miles  of  high 
pressure  gas  line  to  connect  with  their 
main  supply  main.  Manager,  F.  James, 
Chatham. 

CONTRACTS  AWARDED 

London,  Ont. 

The  London  Concrete  Machinery  Co. 
have  been  awarded  the  following  con- 
tracts for  supply  of  machinery: — Chat- 
ham Paving  &  Construction  Company, 
Chatham,  one  paving  mixer;  B.  Kerr, 
Contractor,  Sarnia,  one  batch  mixer;  J. 
Gauthier,  Contractor,  Chicoutimi,  Que., 
one  batch  mixer;  Canadian  Government 
Railway,  Moncton,  N.B.,  one  batch  mix- 


er; Wartime  Telegraph  &  Telephone  Co., 
Halifax,   N.S.,  one  batch  mixer. 
Winnipeg,  Man. 

The  Provincial  Department  of  Public 
Works  have  awarded  the  general  con- 
tract for  the  construction  of  a  tunnel 
between  the  Parliament  Buildings  anil 
the  power  house  to  J.  H.  Tremblay  Com- 
pany, Limited,  814  Sterling  Bank  Build- 
ing, at  $36,300. 


Pneumatic  Placing  Saves  Space  in 
Concreting  Retaining  Walls 

Pneumatic  placing  was  used  to  ad- 
vantage in  building  retaining  walls  and 
abutments  containing  some  30,000  yards 
of  concrete  on  the  grade-separation  work 
of  the  Baltimore  &  Ohio  Railroad  in 
Pittsburgh.  Ordinary  methods  might 
have  been  employed  for  concreting  the 
piers  and  abutments,  but  the  retaining 
walls  were  located  so  close  to  main-line 
tracks  over  which  traffic  was  maintained 
that  lack  of  space  precluded  the  satis- 
factory use  of  such  methods. 

An  electrically  driven  air  compressor 
was  set  up  on  vacant  ground  just  off  the 
right-of-way  about  midway  of  the  length 
of  the  walls.  From  this  plant,  which  had 
a  capacity  of  2,200  cubic  feet  of  free  air 
per  minute,  a  6-inch  pipe  line  2,000  feet 
long  conveyed  air  to  the  mixing  plant. 
The  mixer,  a  ^-yard  Type  B  machine 
made  by  the  Pneumatic  Placing  Com- 
pany, Inc.,  was  located  under  a  gravel 
bin  of  40  yards  capacity  and  a  sand  bin 
of  half  this  size.  Adjoining  the  bins  was 
the  cement  house,  holding  four  car  loads. 
The  bins  were  fed  by  a  20-ton  crane. 
Cement  was  unloaded  into  the  house  di- 
rect from  railroad  cars,  and  conveyed  to 
the  mixer  on  a  track  running  lengthwise 
of  the  house.  Two  measuring  tanks 
were  used,  one  filling  as  the  other  dis- 
charged. A  perforated  pipe  circling  the 
top  of  the  mixer  insured  an  even  distri- 
bution of  water  and  produced  a  uniform 
mix  for  each  batch. 

Instead  of  being  shot  directly  into  the 
form,  the  concrete  was  conveyed  through 
an  8-inch  pipe  to  a  hopper  placed  on  top 
of  the  traveller  which  supported  the 
Blaw  wall  forms.  This  was  found  to  be 
more  satisfactory  from  the  standpoint 
of  separating  the  stone  from  the  grout 
than  to  have  the  pipe  discharged  into  the 
form  direct.  Wooden  chutes  leading  to 
various  parts  of  the  form  distributed  the 
concrete  from  the  hopper,  the  flow  be- 
ing controlled  by  gates.  The  form  sec- 
tions were  65  feet  in  length  and  20  feet 
high.  As  the  hopper  was  fastened  to  the 
top  of  the  traveller,  it  moved  with  the 
traveller  when  the  form  was  moved.  The 
only  work  necessary  to  resume  concret- 
ing was  to  insert  extra  lengths  of  pipe 
in  the  delivery  line. 

The  quantity  of  concrete  placed  varied 
with  the  distance  of  the  form  from  the 
mixing  plant.  It  was  found  that  at  a 
distance  of  400  feet  about  35  cubic  yards 
per  hour  could  be  placed,  while  at  900 
feet  the  quantity  fell  to  between  25  and 
30  yards. 

Only  the  actual  space  for  setting  up  the 
forms  was  required  by  the  side  of  the 
main-line  track,  and  it  was  possible  to 
locate  both  the  air  plant  and  the  con- 
crete plant  where  vacant  space  was  avail- 
able. One  setup  of  the  mixing  plant, 
which  was  constructed  so  as  to  be  easily 
taken  down  and  moved,  sufficed  to  con- 
crete !)00  feet  each  way,  or  a  total  stretch 
of  1,800  feet.  P.  J.  Joyce  &  Company. 
Inc.,  are  contractors  for  the  work. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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We  Specialize  in 


STEEL  ELEVATOR  BUCKETS 


Buffalo  Elevator  Bucket 


For  all  kinds  of 
work 


Empire  Elevator  Bucket 


Salem  Elevator  Bucket 

Our  Buckets  carried  in 
stock  by  all  leading  dealers 

Before   placing  your  next  order 
for  Buckets  GET  OUR  PRICES. 
Catalogue  upon  request. 


^tone  or  Ore  Bucket 


V  Shape  Elevator  Bucket 


John  Radigan  &  Company,  Hamilton,  Canada 


raiiBONE^iini 

Lime  in  Hard  Wall  Plaster 


The  series  of  tests  which  led  to  the  determina 
made  from  copper  alloy  showed  also  that  there  was 
different  brands  of  hard  wall  plaster.  When  these 
their  corrosiveness,  the  most  vigorous  at  the  top, 
in  the  order  indicated  by  their  content  of  hydrated 
bottom. 

That  hydrated  lime  in  hard  wall  plaster  reta 
Fifteen  tests  on  plain  steel  with  a  plaster  contain 
four  and  a  quarter  times  as  great  as  that  shown 
copper  alloy  the  rates  of  corrosion  were  both  small 
The  combination  of  copper  alloy  and  a  plaster  con 
sion  only  one-fifteenth  as  great  as  that  shown  by 

Ask  for  the  booklet  "Why  Copper  Alloy?" 


tion  that  all  Herringbone  Lath  should  hereafter  be 
a  wide  variation  in  the  rate  of  corrosion  of  the 
plasters  were  arranged  in  a  table  in  the  order  of 

it  was  found  that  they  were  also  arranged  inversely 
lime,  the  plaster  containing  the  least  lime  at  the 

rds  the  corrosion  of  metal  lath  cannot  be  doubted, 
ing  no  lime  showed  an  average  rate  of  corrosion 
by  a  plaster  containing  seven  percent  lime.  On 
er  and  the  effect  of  the  lime  was  further  increased, 
taining  seven  percent  lime  showed  a  rate  of  corro- 
plain  steel  with  unmixed  hardwall  plaster. 


Clarence  W.  Noble         -         General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 
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No  Upkeep  Cost  for  20  Years 
— Absolutely  Guaranteed 

Here  are  details  of  a  plan  to  guarantee  your  roof 
for  20  years—  at  no  extra  cost. 

It's  a  new  feature  of  our  service. 

We  know  from  an  experience  of  over  half  a 
century  that  a  Barrett  Specification  Roof,  i J  prop- 
erly laid  by  a  good  roofing  contractor,  will  last  at 
least  20  years.  Scores  of  roofs  of  this  type  have 
lasted  almost  twice  that  period. 

In  order  that  purchasers  may  have  the  benefit  of 
this  experience  we  have  arranged  with  one  of  the 
largest  Surety  Companies  to  issue,  hereafter,  a 
20  Year  Guaranty  Bond  on  all  Barrett  Specifica- 
tion Roofs  of  50  squares  or  more  in  all  towns  in 
the  Dominion  of  25,000  population  and  over- 
awe/ in  smaller  places  where  our  Inspection  Service 
is  available. 

Our  only  requirements  are  that  the  roofing  contractor  shall  be 
satisfactory  to  us  and  that  the  Specification  dated  May  1.  1916, 
shall  be  strictly  followed. 

All  you  have  to  do  to  secure  the  20  Year  Guaranty  Bond  is  to 
give  the  roofing  contractors  copies  of  The  Barrett  Specification 
of  that  date,  and  tell  them  to  figure  on  that  basis.  From  the 
buyer's  standpoint  the  arrangement  is  practically  ideal,  for 
under  the  plan  the  owner  is  assured  of  having  an  inspector  on 
the  roof  whose  only  interest  is  to  make  it  as  good  as  possible — 
for  if  it  isn't  right  we  alone  are  the  loser. 

Do  not  confuse  this  Surety  Bond  with  the  ordinary  "Guarantee." 


It  is  something  quite  different.  It  is  issued,  not  by 
an  individual  or  a  manufacturer,  but  by  one  of  the 
largest  and  best  known  Surety  Companies,  and  is 
a  legal,  workable  document  that  has  no  loopholes. 

When  you  give  the  roofing  contractor  a  copy  of 
The  Barrett  Specification  of  May  1,  1916,  to  figure 
on,  you  are  ordering  the  very  best  roof  it  is  possible 
to  construct,  and  one  that  takes  the  base  rate  of  in- 
surance. In  addition,  you  secure  a  20  Year  Surety 
Bond,  guaranteeing  freedom  from  upkeep  cost  for 
that  period 

If  you  are  interested  and  want  any  further  informa- 
tion, write  our  nearest  office  and  the  matter  will 
have  prompt  and  careful  attention. 


A  copy  of  The  Barrett  Specification,  with  roofing  diagrams,  sent  free  on  request. 
THE    PATER  SON    MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER 

THE    CARRITTE-PATERSON    MANUFACTURING     CO..  LIMITED 

ST.  JOHN,   N.  B,  HALIFAX,   N.  S.  SYDNEY,    N.  S. 
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CRANES 


t\       K  I'rnno    l.enrn  at>o\it  our  Type  K 
KltH'trir  Tnweling  Crime 


anc 


ELECTRIC  HOISTS,  DERRICKS,  ETC. 

for  all  purposes. 

We  can  make  your  Crane  or  Hoist  in  Canada.  Write 
us  about   your   Crane  requirements   for  any  purpose. 

Northern  Crane  Works,  Limited,  Walkerville,  Ontario 


Famous  Heart   Shape  Mixers 


Made  in  Canada  by 
a  Canadian  Firm, 
with  Canadian  Cap- 
ital. Noted  for  their 
rapid  and  thorough 
mixing.  Manufac 
il  Tile.  Brick, 
II  1  o  c  k  Machines, 
Crushers,  Pavers 


Contractors'  Mach- 
inery. Write  for 
special  ofTcr. 

Over  300  Used  in 
Toronto  alone. 


We  can  save  you  50 
per  cent,  on  Hoisting 
Machinery.  Let  us 
demonstrate  this  to 
you  here  at  our  ware- 
house. Equipped  with 
gas,  steam  or  electric 
power,  mounted  on 
skids  or  trucks. 
Write  for  our  special 
offer. 


WETTLAUFER  BROS.,  LIMITED 

IMPROVED  CONCRETE  MACHINERY 
178  Spadina  Ave.,  TORONTO,  ONT. 

Branches    Montreal,  Halifax,  Vancouver,  Winnipeg 


CASTINGS 

GRAY  IRON  and  SEMI  STEEL 

In  all  sizes  up  to  ten  tons 
Prompt  Deliveries.    Right  Prices.  Write  for  Estimates. 

The  Canadian  Blower  &  Forge  Co. 


Limited 


Berlin,  Ont. 


"This  Concrete 
Is  Sure  to  Be  Waterproof" 

I just  measure  out  two  pounds  of  this  dry  powder  to  each   hag  of 
Portland  Cement,  and  it  makes  concrete  that  is  waterproof  and  of 
a  more  uniform  appearance. 


,        W  fAf. 

{REMEMBER  ITS   Win BPSOOr] 

MY.MWf. 

ftec.  us.  pur.  otw. 


TOXEMENT 


is  an  integral  waterproofing  compound  for  concrete,  stucco,  Portland 
cement,  mortar,  etc. 

It  comes  in  hags  like  cement  and  is  added  in  small  quantities  at  the 
time  of  mixing. 

Does  not  hasten  or. retard  the  setting,  hut  luhricates  the  batch  and  in- 
sures concrete  that  is  watertight. 
Ask  your  architect  or  engineer. 

Write  for  the  "Toxement"  Booklet  from  Dept.  SI. 

R.  I.  W.  DAMP-RESISTING  PAINT  CO. 
TOCH  BROTHERS 

Gerrard  St.  and  Carlaw  Ave. 
TORONTO,   ONTARIO,  CANADA 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


Contractors  for  Waterworks  Construction, 
Manufacturers  ot  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling— Positively  LEAK  PROOF. 

We  are  the  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

VANCOUVER,  B.  C. 


850  Hastings  St.  W. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


WOODEN  PIPE 

Wire  wound  wood  stave  pipe,  2  in.  to  24  in. 
diameter.  Continuous  wood  stave  pipe,  any 
diameter  required. 

Canadian  Pipe  Co.,  Limited 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  mach- 
inery. Every  machine  driven  by  a  separ- 
ate electric  motor.  Satisfaction  Guaran- 
teed 

Office  and  Factory 


550  Pacific  Street 


VANCOUVER,  B.  C. 


How  Do  You  Buy  a  Transit? 

By  Precedent — -"The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"Mathematically  Precise  " 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 


HELLER  &  BRIGHTLY, 


1120  Spring  Garden  Street 
PHILADELPHIA.  PA., "Since  1870" 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


DAKE  SWINGING 
ENGINE 

with  Automatic 
Brake  Attachment 

Always  ready  and  speeds 
up  t  lie  work  on  any  joh. 
Engine  has  no  dead  center — 
It  starts,  stops  and  reverses 
instantly.  The  brake  re- 
lieves all  stress  on  the  gears 
in  coasting  and  spotting  the 
boom.  Investigate  some- 
thing t'hat  will  save  money 
for  you  by  writing  for  our 
catalog. 


DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS : 
Montreal,  Mussens,  Ltd.— Toronto,  A.  R.  William*  Machinery  Co.,  Ltd. 


Pacific  Coast  Pipe  Co.,  Ltd. 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 


1551  Granville  Street 


Vancouver,  B.C. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


the  CARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


CAST 


i  ^ 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 
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SMITH  MIXERS 

AS  GOOD  AS  EVER 

At  the  Old  Prices  for  a  Short  Time 


MUSSENS  LIMITED  E 


MONTREAL   QUEBEC— PRUNEAU  &  CO. 

MPEG  TORONTO  -H.  TURNBULL  &  CO. 
VANCOUVER  COBALT   H.  L.  USBORNE 


More  Work 

Fewer  Men 


With  our  light  port- 
able "PEERLESS" 
derrick  of  1800  lbs. 
capacity  you  can  ac- 
complish more  work 
with  fewer  men.  For 
brick  or  stone  laying 
this  derrick  will  do  the 
work  of  three  or  four 
hod  carriers.  For 
placing  light  steel 
work  it  is  ideal. 

Write 

for 
Catalog 


Don't  forget  that 
we  build  derricks 
of  all  sizes  and 
types.  Our  1,  2 
and  3  ton  stiff 
leg  derricks  are 
very  popular. 


National  Equipment  Co.,  Limited 

1  Wabash  Avenue,  Toronto 


Meet  All  Requirements 

"American"  Fire  Pumps  meet  all  requirements  of 
Underwriters'  Associations,  because  in  their  design, 
material  and  workmanship  high  quality  is  maintained, 
and  every  pump  is  carefully  tested  in  our  own  lab- 
oratory before  it  is  permitted  to  leave  our  Works. 

When  so  ordered,  these  pumps  are  furnished  direct 
connected  by  flexible  shaft  coupling  to  high  speed 
enclosed  ventilated  motor,  so  designed  that  in  case 
of  hose  rupture  it  will  not  deluge  the  motor. 

Catalog  1352  describes  them. 
Write  for  your  copy. 

The  American  Well  Works 

General  Office  and  Works :  Aurora,  111. 
Chicago  Office :  First  National  Bank  Building 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 
Gorman,   Clancy   &   Grindley,   Ltd.,   Edmonton  and 
Calgary. 

B.  C.  Equipment  Co.,  Vancouver,  B.  C. 


Crushed  Rubble  Dimension 

CROOKSTON  QUARRIES 

Crushed  Stone — Clean,  tough  stone,  specially  suitable  for  concrete  mix  and  macadam  roads.    Although  we 
have  supplied  hundreds  of  cars  of  stone  to  Toronto,  Montreal  and  intervening  points  we  have  never  had  one 

car  rejected. 

Rubble  Stone — From  one  man  size  to  blocks  weighing  many  tons. 
Dimension  Stone — The  stone  that  has  stood  the  test  for  half  a  century. 

C.P.R.  and  G.T.R.  Connections  Telephone  Madoc  2.  R  3—2 


Capacity  500  tons  a  day 


ASK  US  FOR  QUOTATIONS 


QUINLAN  &  ROBERTSON,  Limited,  Crookston,  Ontario 
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Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


We  Manufacture 
Water  Wheels,     Hydraulic  Governors, 
Centrifugal  Pumps,       Mill  Machinery 
Fly- Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


Have  You  Considered 

the  advantages  of  installing  Standard  Steel  Tape 
Armored  Cables  directly  in  the  ground  without  con- 
duits or  manholes  ?  There  are  many  ways  in  which 
such  cables  can  be  employed  in  your  service  with 
great  economy. 

Write  our  nearest  office  for  full  information. 
Standard   Underground   Cable  Co. 

of  Canada,  Limited 
Hamilton,  Ont. 

Montreal,  Que.  Winnipeg,  Man.  Seattle,  Wash. 


Pure, 

Warm 

Air 


in  large  volumes,  uncon- 
taminated    and    full  of 
health  -  giving 
that's  the   kind   supplied  by  the 


oxygen 


KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 
stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 

Water  St.  Limited       Brockville,  Ont. 


P  A  II   Q  New  and  Relaying 
IV/'VlLiO  Switches,  Turntables,  Etc. 

Carried  in  Stock 

Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 
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CAWTHKA  MULOCK,  President  Gordon  F.  Perry,  General  Manager 

NATIONAL   IRON  WORKS,  Limited 

Head  Office,  Works  and  Docks  >—  TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 


Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  No  dusting  away,  smooth. sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  of  Fluxphalte  and 
save  repair  bills. 

New  illustrated  booklet  on  request. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited,  walontv 
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Rust— Corrosion— Decay 

Are  More  Destructive  Than  the  Huns 

The  greatest  destroyers  of  all  time  are  Rust,  Corrosion  and  Decay.  Just  as  the  great  British  Fleet 
is  our  protection  against  the  devastation  of  the  Huns,  "Ferrodor,"  the  rust-proof  clastic  -paint,  is  an  abso- 
lute protection  against  the  awful  ravages  of  Rust,  Corrosion  and  Decay,  Eerrodor  lasts  where  no  other 
oaint  will  stand. 

" FERRODOR " 

THE  RUST-PROOF  ELASTIC  PAINT 

Superior  to  Red  Lead  or  Graphite 

Manufactured  in  England  by  Griffiths  Bros.  &  Co.,  London,  Ltd.,  contractors  to  the  Admiralty  and 
War  Office.  "Ferrodor"  is  used  by  the  British  and  Colonial  Fleets;  used  by  the  British  Army;  used  by 
the  leading  Railway  and  Shipping  Companies  throughout  the  world.  This  is  the  strongest  recommenda- 
tion we  can  give  you. 

Write  for  our  interesting  booklet  on  protective  paints  and  other  specialties. 

SPIELMANN  AGENCIES  (Reg'd.) 

SPECIALISTS  IN  PROTECTIVE  PAINTS 

Read  Building      -  MONTREAL 


Turnbull 


Elevators 


Passenger 
Freight 
Hand  Power 
Dumb  Waiters 


Th«  Turnbull  Elevator 

Mfg.  Company 

TORONTO,  ONT. 


:.s 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

625  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 


ident 


Phone  Main  102 


9 

Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


STANDARD  STEEL 


Baami  Channeli 

Atva"  :'""  CONSTRUCTION  CO. 

Reinforcing  Bart  LIMITED 

•  Self  Senterlng  WELLAND       -  CANADA 

Corrugated  MANUFACTURERS  AND  ERECTORS 
Sheeting 

STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  writs  us  for  quotations  when  you  are  In  the  market. 
Office-M  4515-M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand.  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

I  664 

Phones,  Office  North  \  ggg     Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  In  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in  the 

Contract  Record 

and  Engineering  Review 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


Canada  Iron  Foundries,  Limited 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


CAST  IRON  PIPE 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 
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Durability 
Accuracy 

Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
Yi  inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


Los  Angeles 
San  Francisco 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 


Angles 


Channels 


67-6"x3^"x6/i"-60  0" 
28-6"x3«/£"xll/16"-60'0' 
40-6"x3«4  "x8/4"-60 '  0" 
22-8"x8»^"x8/4"-56'0" 


31-12"x30  lb.-60'0" 
83-15"x33  lb  -36  '10!/,' 


94-3"  x  2-11/16' 


Zees 

x  1/4"  x 


1.7  lbs. 


64  0" 


96-3-1/16"  x  2-3/4"x6/16"  x  8.6  lbs. 


60 '  0" 


Mild  Steel  Bars 


20-8 
20-10 
13-6' 
17-7" 

19-  8 

20-  10 
16-11 

12-  11 
88-4" 

13-  8 


xl/4"-30'0" 
xl/4"-80'0" 
x6/16"-10'0" 
x5/16"-20'0" 
x6/16"-80'0" 

x5/16"-30'0" 
"x6/16"-20'0" 
■,4x6/16"-17'0" 
x3/8"-ll'10" 
x3/8"-30'0" 


14-6"x7/16"-13'0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

6-12>4"x6/8"-30'0" 

22-6'/a"xll/16"-33< 

6-7"xll/16"-20  0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shapes  and  Ban  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


U-  X  X  V  X  X  I  A  t  V  \  X  \  V  V  V  V  t 


\  V  *  A  X  \  V  \  \  v 


Metallic 

Building  Materials 


Let  us  assist  you  to  make  money 
out  of 

Metallic  Ceilings  and  Walls 

Our  Re-Squared  Ceiling  Plates  lay 
quickly  and  straight — they  never  run 
askew.  They  are  stamped  on  steel 
dies  with  Machine-Cut  Beads  and  the 
joints  are  snug  and  neat.  The  labor 
you  save  in  laying  our  ceilings  makes  a 
nice  profit  in  itself. 


The  "Quality  House"  is  Safest-  Think  of 
Safety  First 

The  Metallic  Roofing  Co 

Limited 
Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


:  ^iiilSLSlillii 
tM  ililnllllMailHI 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

v  V M  I". N  l".   LIMB,   AND  BRICK 
Cement— delivered  in  5  barrel  lots,  $1.85  per  bbl. ; 
with  ban*.  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs..  $1.75. 

Lime  «>ey  38c.  white  -H  e  per  UK)  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, while  37c,  j'cy  30C. 

Brick  No  1  dry  pressed  red  brick  $17;  bufT, 
$17  fob.  the  job;  No.  2.  $14;  common  red 
stock  brick.  $11  to  $14;  grey,  $11  to  $12; 
wire  cut  brick  (or  foundation  work,  $8,50  on 
the  cais.  delivered  $0  50;  "Tapestry"  brick, 
imported,  $26  to  $35;  local  Rug,  $14;  sand- 
lime  buck,  $7.50;  King  Edward  Siding.  $0.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $1S  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
M. ;  No.  2,  $1S.  Sun-Tex  face  brick,  $10 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile.  $00  per  M.     Lots  over  100.000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52.  buff  $28,  grey  $27,  plain  pressed 
$17.  red  $27.  Other  quotations  on  applica- 
tion. 

I  RUSHED  STONE.  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 
Crushed  stone— 2  in.,  $1.20;  1  -in.,  $125;  Ji-in., 
$1.25;   rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand— for  cement  or  brick  work,  SOc.  per  ton, 
f.o.b,  Toronto.  * 

Gravel— 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  1C  ft., 
$22;  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $10  to  $18. 

pine_l-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$20;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  by 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto,  $32;  pine  trim  4-in.  casing,  $1.75  per 
100  ft.;  5-in.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25 ;  4-in.  pine,  window  stool,  $2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10 ;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14  14  x  16,  $38.00;  10  x  16, 
12  x  16,  16  x  16.  14  x  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars— $2.90  to  $3  base,  twisted 
and    deformed.    $3.25;    structural  sections, 
$3.50;  small  sizes  $3.25. 


Steel  Plates— tank  and  boiler.  $3. 50  per  100  lbs. ; 
V\  in..  5/16  in.  and  H  in.,  $3.50  per  100  lbs. ; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemcr  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe-  Standard  'prices,  carload  lots, 
f.o.b.  Toronto;  4  in.  $34  per  net  ton;  6-in. 
to  12-in.  $33;  12-in.  up  $32.50,  with  $1  extra 
for  gas  pipe 

SEWER  PIPE 
Sewer  Pipe  -Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6-in.,  40c  ft. ;  8-in. 
55c  ft.;  9  in.,  70c  ft.;  12-in.,  $1  ft.;  15-in.p 
$1.40;  18-in.,  $1.90  ft.;  20  in.,  $2.25  ft.;  24- 
in  ,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
To  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil-  in  bbls:,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal.;  red  lead, 
dry.  $14  per  100  lbs.;  putty  in  bulk, .$3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25  lb.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs.;  turpentine,  in  bbls., 
80c.   per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement— $2.00  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton ;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  bufT  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic,  No.  2,  $13; 
buff  (smooth),  $21;  buff  (rough),  $25;  C. 
P.  R.  SOc  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
$10.50;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15 -in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crush;d  Stone— 2  in.,  $1.40;  Va,-\n.  $1.65;  J^-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 

Gravel— $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles— 3  in.  x  3  in.  and  up,  $3.75;  1  in. 
x  1  in.  x  %  in.,  25c  extra;  &  in.  x  H  in. 
x  %  in.  50c  extra.  Boiler  plates — %  in. 
thick  and  thicker,  $4.25.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$4.50;  under  30  in.  dimensions,  $5.00.  Beams 
and  channels— Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot)— 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2'/2  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $0.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  02  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
■  Paris— $2.35  per  bbl.  Rope— Best  Manilla, 
22^2C.  basis  per  pound;  British  manilla,  18c. 
basis;  sisal  rope,  15j4c  basis;  lath  yarn  15% 
cents.  Boiled  linseed  oil — in  barrels  89yic 
per  gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
S7c  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Orey,  34  cents  per  bushel;  white,  32  cents  ' 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.   1   dry  pressed,   red  and   buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12 ;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,  $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
•K  in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per   yard,   delivered,  $1.85. 

Crushed  Granite— V/2  and  2  in.,  $2.65;  J^-in.  and 

1  in.,  $2.90;    J^-in.   and   dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 
Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32 ;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 

2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4.  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16. 
6  x  10,  6  x  12,  8  x  12,  $39 ;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40 ;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42 ;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5%-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7 ;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,  $2.35   per   100  lbs.;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast  Iron  Pipes — Standard  price,  car  load  lots, 
f.o.b.   Winnipeg,  $38  per  ton. 

(Continued  on  page  62) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,   Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

LIMITED 

BAR  STEEL 


Warehouse  Stock*  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


New  Glasgow.NS. 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :    St.  Johns.  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 


THE   CONTRACT  RECORD 


September  C,  1916 


CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  52) 

SEWER  PIPE 
Sewer  Pipe  -Wholesale  prices  f.  o.  b.  Winnipeg, 
l>n  ft..  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
1«  cents;  6  in.,  18)4  cents;  8  in.,  30  cents; 
:>  m.  BB  cents:  10  in..  40  cents;  12  in..  60 
cents;  15  in.,  75  cents;  18  in.,  $1.00;  20  in.., 
$1  50;  24  in..  $2.00. 

SUNDRIES 

Hard  Wall  Plaster  -I'nsanded,  $13  per  ton;  sand- 
ed. $7  50,  delivered  on  job.  Plaster  of  Paris. 
$15.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl..  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25  1b.  tins.  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal..  $3.10. 


VANCOUVER  PRICES 

CEMENT.  LIME,  AND  BRICK 
Cement— Grey  Portland,  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton,  sacks  extra ;  fine  white,  $7.50  per  bbl.  of 
300  lbs.;  superfine,  white,  $9.50  per  bbl.; 
white  Portland  cement.  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime— $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 
Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver  ;  pressed  red  brick  ;  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house ;  $33  in  car  lots ;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house ;  fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Snnd     Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel  —$1.85  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
10  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron— 28  gauge,  $7.25  per  100  lbs. 
Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 

$6.65,  5,  9  and  10  ft.  sheets,  $6.80  per  square. 

Black  steel  sheets,  24  gauge,  $5.10  per  100 

lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse : 
4-in.,  12j4c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20  in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime— $14.00  in  car  lots. 

Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 

Finishing  Plaster— $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade, 
14j4c  basis;  sisal  rope,  12%c  basis. 

PAINTS  AND  OILS 
Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White   lead— Ground   in   oil,  $14.40  per  100  lbs. 
Boiled  linseed  oil — In  bbls.,  95c  to  $1  per  gal.  of 
9  lbs. 

Raw  linseed  oil — In  bbls.,  $1.00  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


Government  uses  Paroid 

Military  construction  work  placed  the  Canadian  Government 
in  the  market  for  roll  roofing.  As  a  result  of  the  selection 
made  by  the  authorities 

NEP0MSET# 

Paroid 

ROOFING 

has  been  used  in  Camp  Borden  and  in  the  roofing  of  the 
barracks  both  at  Hamilton  and  Halifax. 

1 8  years'  satisfactory  service  has  given  Paroid  a  premier 
place  among  ready  roofings— it  is  storm  proof,  sun  proof, 
trouble  proof,  frost  proof.  Use  it  on  particular  jobs.  Made 
in  three  colors — Red,  Green  and  Grey. 


HEpdnbCT 

PAROID 

ROOFING 

Made  in  Canada. 


BIRD  &  SON,  Dept.  K 
Hamilton,  Ont. 

Warehouses:  Winnipeg.  Vancouver,  Calgary,  Montreal, 
St.  John.  Edmonton 


The  Largest  Manufacturers 
of  Roofing,  Wall  Board  and 
Roofing  Felts  in  Canada 


Bird  &  so* 

No  ON  & 
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or  Clothe 
tairway* 

ulrles  t ollclted. 
CANADA    WIRE    &  IRON 


GOODS  CO 


Hamilton 


A  STEAM  SEPARATOR 

of  the  receiver  type  is  a  difficult  piece  of  plate  work  to 
make  absolutely  and  permanently  tight.  That  is  the 
reason  why  we  developed  our  Welded  Separator — not 
a  single  rivet  in  its  construction,  every  joint  and  seam 
being  a  perfect  weld.  The  shell  is  lap  welded,  the 
heads  are  set  in  by  our  patented  Line  Weld  method 
and  the  necks  are  attached  by  our  patented  Interlock 
method. 


PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 


ATW00D  ATW00D 

ENGINEERS   FOUNDERS  MACHINISTS 

Represented  by  W.  M.  Campbell,  32  Albany  Aye.,  Toronto.  Ont. 


BITUNAMEL 

Unsurpassed  (or  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd..  Varnish  Works 

Montreal  TORONTO  Winnipeg 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices: — 
Bridgeburg,  Ontario.  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y..  30  Church  Street 

Shops.  -Bridgeburg.  Ont. 

Built  for  C.P.R. Montreal   Chicago,  111.  Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 

Goold,  Shapley  &  Muir  Co. 

Limited 

Braotford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Lorlcated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturer,  under  Canadian  and  U,  S.  Letter!  Patent 

Toronto      -  Canada 
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Civil 

Contractors 

Electrical 
Mechanical 

Directory  of 

Engineers 

Special 
Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willi*    (  Inpnian      Ceo.    H.  Power. 


BRYAN  PONTIFEX 

CHARTERED 
ACCOUNTANT 

SPECIALTY  —  Manufacturers'  and 
Contractors'  Accounts. 

Excelsior  Life  Bldg.,  TORONTO 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


Canadian  Inspection& 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and, 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

Head  Office  MONTRFAL 
and   Main   Laboratories  1  IVCrtL, 

Branch    Offices   and  Laboratories — 
TORONTO    WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG  CALGARY 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and   Purification,  Sewerage  and 
Sewage   Disposal,   Water   Power  Development 
Tel.  LoiiK  I  listauce  Uptown  0740  4 ] 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert    W.  Hunt 
Thos.  C.  Irving,  Jr. 


Charles  Warnock. 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories: 
McGill  Building,      •  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904-906  «'2  Esplanade  E..  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATCUTC  SECURED  OR  OUR 
rH  I  Lll  I  O         FEES  RETURNED 

Ueing  next  door  to  the  Patent  Office,  we 
tiave  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
othei'5  who  realize  the  advisability  of  hav- 
ing tlieii  Patent  business  transacted  by 
Experts.     Send  foi   our  Hooklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa,  Carr.ii. 


ANGLES 

M  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WORK, 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


Crushed 
Stone 

BRICK 


Cut 

Stone 
SAND 

T.  A.  Morrison  &  Co.,  ^^trTal3' 


H.  J.  Griswold. 
Montreal. 


B.  W.  Seton. 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing  and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London.  Eng 
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MONNOYER 

Chimneys 
Water  Towers 
Condensors 
Silos,  Etc. 

The  Monnoyer  is  the  very 
latest  method  of  erecting  the 
ahove  structures.  It  is  re- 
volutionizing the  use  of  ce- 
ment in  buildings  of  this 
kind.  A  tremendous  saving 
in  time  required  for  erection. 
Saving  in  weight  and  found- 
ations. Greater  beauty  of 
outline.  All  round  superior- 
ity. 


T.N.R.,  Quebec.  198'  high,  9'  diameter 

MONNOYER'S  SYSTEM 

recently  introduced  to  this  country  by  us,  has 
so  many  decided  improvements  on  the  ordinary 
system  of  concrete  construction,  it  is  hard  to 
credit  all  these  claims. 

We  shall  be  glad  to  send  you  full  informa- 
tion by  mail. 

Edouard  Pelletier  &  Fils 

111  Colomb  St.,  QUEBEC 

GRANTEES  FOR  CANADA 
Sales  Representatives: 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St 

MONTREAL 

John  H.  Alexander,  C.  E. 

404  Donalda  Bld&,  WINNIPEG,  MAN. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  IS 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Papet 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "  100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

»45  Curry  Hldg.  42  Church  St.  Praetorian  Bldg. 

San   Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1118 
Private  exchange  connecting  all  departments 


66 


THE   CONTRACT  RECORD 


September  6,  1916 


Secured  Against  Breakage  by 


"Buffalo"  ARMOR  PLATE  Punches  and  Shears 


Armor  Plate  Steel  Frames 
give  7/4  times  the  strength 
of  cast  iron.  Absolutely 
free  from  flaws  and  imper- 
fections. 

LARGE 
CAPACITY 

GREAT  STRENGTH 
LIGHT  WEIGHT 

Let  us  send  you  our  New 
Punch  and  Shear  Catalog. 
Write  Dept.  12 


CANADIAN  BLOWER  AND  FORGE  CO.,  LIMITED 

BERLIN,  ONT. 

St.  John  Montreal  Toronto  Winnipeg  Vancouver 


Nova  Scotia  Steel  &  Coal  Company,  Ltd. 

Beg  To  Announce 

That  their  new  steam-hydraulic  forge  shop  is  now  in  opera- 
tion, as  also  is  their  recently  installed  "Harmet"  fluid  com- 
pression-plant. 

These  improvements  bring  " Scotia's"  equipment  abreast 
of  the  best  foreign  forges. 

They  are  accordingly  open  to  supply  forgings  of  all  shapes 
and  sizes.  Made  of  ordinary  or  fluid  compressed  open- 
hearth  steel,  and  satisfying  the  most  severe  specifications. 


For  Prices  and  Particulars  Apply  to 


Head  Office 


New  Glasgow,  N.  S. 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


VALVE  HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1916 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  lust  published  by  the  McGraw-Hill  Book  Co. 
223  pages,'  illustrated  ;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Hook  Company.  279  pages, 
illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  20G  pages,  illustrated.  Price 
$1.50. 

Handbook  for  Highway  Engineers,  by  Wilson  G.  Harger  and 
Edmund  A.  Bonney.  Second  Edition  just  published  by 
McGraw-Hill   Book  Company.     609  pages.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in   1914.      Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

Practical    Mathematics   for   the    Engineer   and    Electrician,  by 

Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  St 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark'  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  bv  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Flinn,  Robert  Spurr 

Weston  and   Clinton    Lathrop   liogert.  Just   published  by 

McGraw-Hill  Book  Company.  S24  pages,  illustrated. 
Price  $6.00. 
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"Follow  the  LEADERS" 

Buy 

"DOMINION"  WIRE  ROPE 

which  the  largest  Contractors  are  using 
and  getting  the  Best  Results  from 

STOCKS    CARRIED    AT    ST.  CATHARINES 

The  DOMINION  WIRE  ROPE  CO.,  Limited,  MONTREAL 


The  Reason  We  Have  Supplied  the 

Majority  of  the  Equipment 

on  the 

WELLAND  CANAL 

is  that  We  Carry  the  Best  and 

MOST  EFFICIENT 


"  Industrial  Works"  Locomotive  Cranes 

Steam,  Electric  and  Gasoline 

"  MARION "  Drag  Line  Machines, 
Steam  Shovels  and  R  R.  Ditchers 


Ransome 
Concrete 
Mixers 


if 


Branch : 

St.  Catharines,  Ont. 


Head  Office: 

MONTREAL 


Vol.  30  Toronto,  September  13,  1916  No.  37 


Rogers  Cement 


Crawford  Street  Bridge,  Toronto 


This  handsome  bridge  is  a  splendid  tribute  to  the  quality  of  Rogers 
Cement  and  to  the  careful  supervision  of  the  contractor.  Mr.  C.  J. 
Town  send. 

Where  great  strength  and  detail  in  design  are  necessary  in  concrete 
construction  specify  Rogers  Portland  Cement. 

Alfred  Rogers,  Limited 

28  King  Street  West,  TORONTO 
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THEDOMINION  ROAD  MACHINERY  CO.,  Ltd. 

Manufacturers  of  CHAMPION  MACHINERY 


Road  Graders 
Road  Levellers 
Road  Drags 
Road  Rollers 

Street  Sprinklers 
Street  Sweepers 
and  Cleaners 

Rock  Crushers 
Elevators 
Screens 
Bins 

Dump  and  Spreading 
Wagons 

Contractors'  Plows 

Street  Cleaners'  Hand 
Carts 


Champion  One-Horse  Street  Sweeper 

WRITE   OUR  NEAREST  BRANCH 

118  Mollis  Street,  Halifax,  N.S.  10237  109th  Street,  Edmonton,  Alta. 

5!S  £°?Ler  Bui'ding-  Montreal,  Que.  609-613  Bank  of  Ottawa  Building,  Vancouver,  B.C. 

s!»  Dalhousie  Street,  Quebec,  Que.  ,,.,„       T           „  ....  . 

Cor.  Sth  Ave.  and  3rd  Street  West,  Calgary,  Alta.  413  Mclntyre  Building,  Winnipeg,  Man. 

Factory  and  Head  Office—               -  -              -  GODERICH,  ONTARIO 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

2 — 6  x  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6*4  x  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
i — 5  x  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  yz  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6%  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLANT  1790  St.  James  Street,  Montreal, Que.        —Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

E.  LEONARD  &  SON'S  St.  John,  N.  B.  KELLY-POWELL,  LTD  McArthur  Bldg.  Winnipeg, Man. 
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A  SQUARE  DEAL 

The  policy  of  the  Dominion  Rubber  System  is  to 
provide  every  need  in  Rubber  Goods,  and  to  give 
a  square  deal  to  every  buyer,  no  matter  how  small 
the  purchase  may  be.     That  means — 

A  Square  Deal  in  Values 
as  Well  as  Qualities 

Whether  the  purchase  be  a  Rubber  Nipple  for  the 
baby's  bottle,  a  Rubber  Shoe,  a  "Nobby"  Tread 
Tire,  or  Inlaid  Tiling  for  a  Parlor  Car,  we  insist 
that  the  goods  must  be  absolutely  satisfactory. 

No  matter  what  the  need  in  rubber  may  be,  write 
to  our  nearest  Branch  or  direct  to  the  Head  Office. 

Canadian  Consolidated  Rubber  Co. 

LIMITED 

Executive  Office — Montreal,  P.  Q. 
28  "Service"  Branches  Throughout  Canada 
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To  Secure 
ECONOMY  and  DURABILITY 


Construct  Your 


SEWERS 


from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
In  a  trench  ready  for  filling. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gels 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  4  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,   Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating,  Steam   Turbines,   Tanks,   Water   Wheels.  Water 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic  160  lbs.  fire. 


Works  Plants. 
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Lightning  Construction  of  Canada's  Greatest 
Military  Camp  Made  Possible  by  the  Use  of 

CARBIC  FLARE  LIGHTS 

Night  work  was  essential— Batteries  of  Carbic  Flare  Lights  Solved  the  Problem. 


Photographic  reproduction  of  one  of  the  many  batteries  of  Carbic  Flare  Lights 
used  in  the  construction  of  Camp  Borden. 


CARBIC  FLARE  LIGHTS  will  solve  the  problem  of  RAPID  CONSTRUCTION 
for  you  in  the  most  economical  way  possible 

We  Can  Prove  It.  Let  Us  Do  It. 

A  FREE  TRIAL  OF  THESE  WONDERFUL  LIGHTS  AWAITS  YOU 

Wire  or  write  for  catalog — We  have  plenty 

W.  L.  FOSTER 

8  Lombard  St.  -:-  TORONTO,  CAN. 

Western  Agents  :    KELLY  POWELL,  LTD.,  WINNIPEG,  MAN. 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS 
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Air  Compressors 

Cut  1  ngei  soil- Rand  Co,  Ltd. 
Piatt  lion  Worki 


Aluminium 

Spiehnano  Agencies  Regd 


Air  Hoists 

Nortliern   Crane  Woiks 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Boilen 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Bucket* 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan   Si   Company,  John 


Brick  Machinery  and  Supplies 

Sheldons  Limited 


Bridges  (Steel) 

Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  &  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 


C.ible  Terminals 

Standard  Underground  Cable  Co. 
of   Canada,  Limited. 


Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B,  C.  Lumber  Commissioner 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
llritnell  &  Company 
Rogers  Supply  Company 


Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 


Coal  Chutes 

Manitoba   Bridge  &  Iron  Works 

Coal   Handling  Apparatus 

Beatty  &  Sons,  M. 

Cold    Storage  Insulation 

Armstrong  Cork  Company 

Concrete    Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 

Blair,  B. 

Dominion   Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete   Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster.  AV.  L. 

Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Dominion  Road  Machinery  Co. 
Goodwin,    Barsby   &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Barsby  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited: 

Cotton  Seed  Oil  Machinery 

Piatt  Iron  Works 


Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed   Stone  Corpora- 
tion 

Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  II. 
Marsh  &  Henthorn,  Limited 
National   Equipment  Company 
Nortliern  Crane  Works 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian    Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &   Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 
Carey  Mfg.  Co.,  Philip 


Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric   Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario   Wind   Engine   &  Pump 
Company 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American    Enamelled    Brick  & 
Tile  Company 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 


Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 


Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  til 
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Ten  Good  Reasons  for  Specifying 
Wire -Cut  Lug  Brick  for  Paving 


1  Wire-cut  lug  brick  have  proven  their  superiority 
in  service.  A  wire-cut  lug  brick  is  not  a  new 
brick  or  an  experiment.  It  is  a  wire-cut  brick  with 
absolutely  uniform  lugs,  and  it  is  a  well  known  fact 
that  the  old  wire-cut  brick  streets  have  given  the 
best  service  under  traffic. 

0  All  wire-cut  lug  brick,  subject  to  slight  varia- 

*  tions,  are  of  standard  size,  8l/2  inches  long  by 
'.i'A  inches  wide  and  4  inches  deep,  and  lay  40  brick 
to  a  square  yard.  If  local  conditions  of  traffic  justify 
same,  these  brick  can  be  used  3^  inches  or  3  inches 
deep  but  of  the  standard  surface  measurements. 

Q    The  rough  sides,  uniform  contact  lugs  (no  bar 

*  lugs  allowed)  and  the  square  edges  insure  a  per- 
fect bond  the  entire  depth  of  the  brick  and  also  a 
bond  much  stronger  than  is  obtained  with  the 
smooth,  round-edge  repressed  brick.  A  4-inch  wire- 
cut  lug  brick  gives  a  4-inch  bond,  but  a  4-inch  re- 
pressed brick  with  round  edges  gives  only  a  3^-inch 
bond  and  that  may  be  very  imperfect  owing  to  the 
smooth  sides  and  the  nonuniformity  of  the  lugs. 

A    Wire-cut  lug  brick  are  made  by  30  independent 

*  competing  companies  and  the  list  is  constantly 
increasing.  The  brick  are  marketed  at  the  same  price 
as  the  repressed  brick  of  the  same  manufacturer's 
make,  since  the  small  royalty  paid  is  saved  in  the 
process  of  manufacture.  The  Dunn  Wire-Cut  Lug 
Brick  Company  licenses  reputable  companies  which 
demonstate  their  ability  to  make  good  wire-cut  lug 
brick. 

C    The  interior  structure  of  wire-cut  lug  brick  is 
uniformly  denser  than  that  of  repressed  brick. 
On  account  of  their  square  edges,  wire-cut  lug  brick 
in  the  first  450  revolutions  of  the  rattler  lose  from 

1  to  2  per  cent,  more  than  repressed  brick;  but  no 
allowance  is  asked,  for  wire-cut  lug  brick  at  the  end 
of  the  test  show  an  abrasion  loss  usually  about  the 
same  as  repressed  brick,  and  sometimes  less.  Thus, 
the  user  of  wire-cut  lug  brick  really  is  getting  a 
quality  that  is  2  per  cent,  better  than  is  shown  by 
test. 


C    Wire-cut  lug  brick  are  made  on  engineering  lines. 

The  square  edges  aid  the  engineer  in  obtaining 
a  smooth  pavement,  and  a  pavement  in  which  the 
filler  will  not  chip  out  under  traffic,  as  it  does  from 
round-edge  repressed  brick.  The  engineering  de- 
partment of  the  Dunn  Wire-Cut  Lug  Brick  Company 
is  continually  investigating  methods  of  construction 
and  is  at  your  service  at  any  time,  in  an  advisory 
capacity,  as  to  methods  of  construction,  and  proper 
inspection  of  material. 

*7    The  Dunn  Wire-Cut  Lug  Brick  Company  has 

*  its  own  ceramic  engineer,  whose  duty  it  is  to  ren- 
der free  advisory  service  to  companies  making  wire- 
cut  lug  brick,  and  to  endeavor  in  every  way  to  im- 
prove the  quality  of  the  brick  at  the  plant. 

g    The  advantages  of  wire-cut  lug  brick  are  recog- 

*  nized.  These  brick  are  specified  exclusively  by 
St.  Louis,  Mo.;  Baltimore,  Md.;  Wilmington,  Del.; 
Toronto,  Canada,  and  many  other  cities,  and  they 
are  preferred  by  numerous  state  highway  depart- 
ments. 


Q    On  January  1,  1916,  wire-cut  lug  brick  were  in 
*  use  in  436  places  and  they  were  admitted  in  the 
specifications  of  more  than  2,500  places. 

1  Q  If  the  choice  between  wire-cut  lug  brick  and  re- 
*  pressed  brick  is  left  to  the  contractor,  he  may, 
on  his  first  job,  use  the  repressed  brick,  claiming  that 
the  repressed  brick  takes  less  filler.  We  admit  this 
claim,  and  it  substantiates  our  contention  that  wire- 
cut  lug  brick  makes  the  best  pavement,  because  the 
filler  goes  down  to  the  bottom  of  the  brick  and  in- 
sures a  good  bond  its  entire  depth.  After  his  first 
experiment,  the  contractor  recognizes  this  advantage 
and  becomes  an  advocate  of  wire-cut  lug  brick. 
Wire-cut  lug  brick  are  made  by  30  independent  com- 
peting companies,  operating  48  plants.  Write  for 
data. 


The  Dunn  Wire-Cut  Lug  Brick  Co. 

(LICENSORS) 
CONNEAUT         :  OHIO 
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Fire  Escapes 

Dennis  Wiie  4  Iron  Worki  Co. 
Manitoba  Budge  &  lion  Works 
McGregor  it  Mclntyre 

Ply  Poles 

Ontario  Wind  Engine  &  Pump 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economiieri 
Sturtevant  Co.  of  Can..  Ltd.,  B.  F. 

Furnaces 

Smart  M(g.  Company.  Jas. 

Forges  ,  _  _ 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Gas  Engines  „        •  r~ 

OooldT  Miapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 
Company  „.  _ 

Canadian  Fairbanks  Morse  Co. 

Good.  Shapley  &  Muir  Co. 

London  Concrete  Machinery  Co. 

Ontario  Wind  Engine  &  Pump 
Company. 

Glass 

Consolidated  Glass  Company 
Luxier  Prism  Company 
Toronto  Plate  Glass  Imp  t  g  Co. 

Governor*  _ 

Boving  Hydraulic  &  Engineering 
Company. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


High  Duty  Pumping  Engines 

Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  t 
Construction  Company 

Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
lieatty  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Henthorn 
Mussens  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 


Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Tbompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 
Northern  Crane  Works 

Kilns 

,   Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American   Lead   Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Meter  Boxes 

Ford  Meter  Box  Company 

Meters.  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian   Dolarway   Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 


Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson    Pipe  Co. 
National   Iron  Works 

(Continued  on  page  10) 


LONDON  Batch  Mixer 

LOOK  HOW  HIGH  THE  SKIP  RAISES!  Not  necessary 
to  pound  the  bottom  out  of  the  skip  in  order  to  charge  the  drum. 

London  Batch  Mixers  are  Built  to  Last  a  Life  Time.  They  will 
produce  a  Batch  of  Concrete  every  Sixty  Seconds.  A  Creamy, 
Smooth  Mixture.    Just  what  your  Engineer  is  looking  for. 

Why  two  thousand  in  use?  Because  every  Mixer  sold  sells 
ten  more. 


We  make  Twenty-three  different  sizes  of  Mixers. 

Catalogue  No.  1. 


Send  for 


CHAMPION  HOIST 


Built  very  strong.  A  high 
make  a  full  line  of  Hoists, 


Direct  connected.  No  lost  power, 
grade  hoist  at  a  moderate  price.  We 

both  Gasoline  and  Steam. 

Send  for  Catalogue  No.  23,  stating  requirements. 

London  Concrete  Machinery  Co.,  Limited 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada. 
World't  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 

Do  not  fail  to  see  our  exhibit  at  the  Western  Fair,  London. 
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STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE     Is  to  add  Strength. 

STEEL   BARS    Are  used  in  Concrete  to  Reinforce. 

D  E  M  A  N  D—    Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK     Your  work  on  reinforcing  bars  rolled   from  material 

of  questionable  quality. 

FAVOR     US    With  an  opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 


LIMITED 


HAMILTON 


TORONTO 


MONTREAL 


WINNIPEG 
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Pipe  and  Boiler  Coverings 

Dominion  Paint  Works 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 

Patrrson  Nil's.  Company 
Spielmann  Agencies  (Kgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  Sc  Iron  Goods  Co. 

Pile  Driving  Machinery 
Heitty  &  Sons.  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh   Valve,    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Iona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 
American  Well  Works 
Beatty  &  Sons,  M. 
Moving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook.  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 

Reinforcements.  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Dominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 


Roofing  Material 
Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 


Rubber  Goods 

Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 


Safes  and  Vaults 

Can.  Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 


Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.  C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.   Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 

Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  '"o 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14 ) 


DOLARWAY  SURFACING 

will  put  the  Endurance  in  Pavement 


Dolarway  Surfacing  knocks  the  question  out  of  per- 
manent pavement — just  keep  it  on,  that's  all!  After 
the  concrete  is  down  you  can  'easily  eliminate  the 
high  cost  of  up-keep  by  keeping  "Dolarway"  on. 
No  matter  how  heavy  the  traffic  may  be,  nor  how 
changeable  the  climate  is,  Dolarway  meets  all  con- 
ditions in  a  satisfactory  manner. 


There  is  no  great  outlay  of  money  required  to  pre- 
pare this  wonderful  surfacing.  It  comes  in  liquid 
form  and  can  be  easily  and  quickly  heated  and 
spread  on  with  unskilled  labor.  Within  a  few  hours 
after  applying  your  roadway  is  ready  for  traffic. 
Dolarway  is  ideal  for  boulevards,  city  streets  and 
suburban  highways. 


Inexpensive  First  Cost 


For  further  particulars  write  to 


Inexpensive  Maintenance 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 
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When  Quick  Shipment  Counts  I 

Steel  Reinforcing  Bars  for  CAMP  BORDEN 
were  required  immediately.  On  account  of  their 
facilities  for  prompt  service,  orders  were  placed  with 

Burlington  Steel  Co. 

II         aij  J        •  Limited 

Hamilton,  Ontario 


Rounds,    Squares,    Twisted    Squares,    Angles,  Flats 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 


Macadam  Roads 


'  must  be  built 
of  a 

Tough 
Stone 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville  -  Ont. 
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Solid  Steel  Window  Sash 


1  be  most  popular  and  extensively  used  Steel  Sash  now  on  the  market,  absolutely  fireproof  and  weather  proof. 
1  he  design  of  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 


tage. 


Maximum  Daylight  —No  Maintenance  Cost — Lower  Insurance  Rates. 

STEEL  and  RADIATION,  LIMITED 

 TORONTO,  Ont. 


Head  Office    Fraser  Avenue 


More  Work 

Fewer  Men 


ith  our  light  port- 
able "PEERLESS" 
derrick  of  1800  lbs. 
capacity  you  can  ac- 
complish more  work 
with  fewer  men.  For 
brick  or  stone  laying 
this  derrick  will  do  the 
work  of  three  or  four 
hod  carriers.  For 
placing  light  stee 
work  it  is  ideal. 


Don't  forget  that 
we  build  derricks 
of  all  sizes  and 
types.  Our  1,  2 
and  3  ton  stiff 
leg  derricks  are 
very  popular. 


National  Equipment  Co.,  Limited 

1  Wabash  Avenue,  Toronto 


"Meaford"  Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "  Meaford "  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces:  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.  Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta:  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

British  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


SMITH  MIXERS 

AS  GOOD  AS  EVER 

At  the  Old  Prices  for  a  Short  Time 


MUSSENS  LIMITED 


MONTREAL   QUEBEC-  PRUNEAU  &  CO. 
WINNIPEG    TORONTO  -H.  TURNBULL  &  CO. 
VANCOUVER  COBALT  -H.  L.  USBORNE 
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"Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
ParkcUle  5000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


CARE.Y  Jn 

Sioux 
City 

JOINT  MreelS 

There  has  not  been  a  poured  expansion  joint  in  the 
last  thirty  miles  of  street  laid  in  Sioux  City.  Not  a  tar 
kettle  on  the  job! 

Between  the  curbs  and  the  concrete  street  slabs  and 
transversely  between  unit  slabs,  sections  of  ELAS- 
TITE  were  placed.  The  concrete  was  poured  simul- 
taneously on  both  sides  of  every  joint. 
When  the  concrete  was  set  the  job  was  finished.  Not 
a  spacing  strip  to  remove,  not  a  pint  of  pitch  to  pour. 
There  has  never  been  a  case  of  buckling  in  all  this 
work. 

And  the  joints  are  always  water-tight. 

Write  today  for  sample,  specifications  and 
opinions  of  men  who  know  by  experience. 

Address  Elastite  Dept. 

THE  PHILIP  CAREY  CO. 

Toronto  Montreal 


FOR  SALE 


1  Portable  Air  Compressor* 
Gasoline  Driven,  150  ft. 
Capacity,  Complete 
with  Tank. 


2    Granite    Block  Cutting 
Machines. 


W.  FRASER 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Sttim  Engine* 

Slut  tevant  Co.  o(  Can.,  Ltd..  B.  F. 

Steam  Turbine* 

McDougall  Caledonian  Iron  Wkj. 
Sturtevant  Co.  of  Can..  Ltd.,  B.  F. 

Steel 

llopkint  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Bar* 

Burlington  Steel  Company 
Pominion  Iron  &  Steel  Co. 
Hopkins  &  Company.  F.  H. 
Steel  Cowpany  of  Can.  Ltd. 

Steel  Pipe 
Can.  Chicago  Bridge  &  Iron  Wks. 

Steel   Plate  Construction 

VVaterous  Engine  Works  Co. 

Steel  Sash 

Steel  &  Radiation  Limited 

Stone 

Britnell  &  Company 
Hageraville  Contracting  Co. 
Oakley  &  Son.  Geo. 
Rogers  Supply  Company 
Sackville   Freestone  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  4  Iron  Co. 
Dominion  Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 

Standard  Steel  Construction  Co. 
Structural  Steel  Company 


Surveyors'  Instruments 
llrllcr  &  Brightly 


Swinging  Gears 

I'ake  Engine  Company 


Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shaplcy  &  Muir  Co. 
Infills,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthoin 
McOougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geognegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 


Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Shcldons  Limited. 
Stui  tevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 


Welding  and  Cutting  Plants 

L'Air  Liquide  Society 
Piest-O-Lite  Company,  Inc. 


Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 


Wheelbarrows 

Meaford  Wheelbarrow  Co. 


Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 


Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 


Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank 

Company 


Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank 

Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  pure  carbon,  and  is  therefore  unaffected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  B-H  Graphite  Paint  being  made  from  pure  Graphite  is 
liierefore  the  ideal  paint  for  the  economical  and  successful  painting  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


I 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


R  RAN D  R  AM -HENDERSON 

mmammmm—mmmmmmammmm^mmmmmmmm  JL  JL  vmmmmmm—mmmmmmmmmmmmmm  limited 


Montreal 


Halifax 


St.  John 


Toronto 


Winnipeg; 


I 
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Washing  Plant  at  Frenchman's  Bay. 


SHARP 

WASHED 


SAND 

In  Bins — Princess  St.  Dock 
Quality  Guaranteed 

gravel  CRUSHED  STONE  TRAPR0CK 


GRANITE 


G.T.R.  and  C.P.R. 


CEMENT 


Pape  Avenue  and  G.T.R 
Yrtrr/e         Lansdowne  Ave.  and  Dundas  St. 
larus         Lawton  Ave.  and  G.T.R. 

I    Berkeley  St.  and  Esplanade 


f 


Rogers  Supply  Co.,  Ltd. 

28  King  St.  West,  TORONTO 


The  BEST  Results  in  Painting 


Special   Paints  mad< 


are  obtained  from 

Specially  to  meet   Special  Conditions 


A  Paint  made  to  give  the  best  possible  results  on  ALL  kinds  of  surfaces 
cannot  (the  fact  is  self  evident)  give  the  same  protection  that  a  paint 
made  specially  to  protect  ONE  special  surface  will  give. 

SPECIAL   PAINTS  ARE  OUR  SPECIALTY 


BRIDGES 
BUILDINGS 
GAS  HOLDERS 
STEEL  CARS 


If  You  Contemplate  the  Painting  of  : 

STRUCTURAL  STEEL 
STACKS  and  BOILERS 
ROOFS  (metal  or  canvas) 
GRAIN  ELEVATORS 

We  shall  be  glad  to  tell  you  of  these  Special  Coatings 
They  will  REDUCE  YOUR  MAINTENANCE  COST 


TANKS 

PENSTOCKS 

PIPING 

TROLLEY  POLES 


DOMINION  PAINT  WORKS,  LIMITED 


Montreal 
Toronto 


WALKER VILLE,  ONT. 

Made  in  U.  S.  A.  by  DEROIT  GRAPHITE  CO.   Detroit.  Mich. 


Winnipeg 
Vancouver 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  ...  L3 
American  Lead  Pencil  Company  ... 

American  Well  Works  

Angiitis  Limited   56 

Armstrong  Cork  Company  

Art  Stone  Company   56 

Asphalt  &  Supply  Company    49 

Ault  &  Wihorg  Company   55 

Barber  Asphalt  Company  

Barber,  Frank   56 

B.  C.  Lumber  Commissioner  5 

Beatty  &  Sons.  Limited.  M   2 

Bird  &  Son   54 

Black  Building  Supply  Company  . . . 

Blair  Company,  B   17 

Boving    Hydraulic    &  Engineering 

Company  

Brandram-Henderson  Co   14 

Britnell  Company.  Limited   50 

Burlington  Steel  Company   11 

Canada  Crushed  Stone  Corporation 

Canada  Iron  Foundries.  Limited  ...  50 

Canada  Wire  &  Iron  Goods  Co.  ...  55 

Canadian  Billings  &  Spencer  

Canadian  Blower  and  Forge  Co.  ...  58 
Canadian   Chicago    Bridge   &  Iron 

Works   55 

Canadian   Consolidated  Rubber  Co.  3 

Canadian  Dolarway  Paving  Co.   ...  10 

Canadian  Ingersoll-Rand  Co  

Canadian    Inspection    and  Testing 

Laboratories  ...   .-.   56 

Canadian    Office    School  Furniture 

Company   44 

C  anadian  Pipe  Company,  Limited  ..  47 

Carey  Company,  Philip   13 

Chipman  &  Power     56 

Conduits  Company,  Limited   55 

V  I)  

Crushed  Stone,  Limited   50 

Dake  Fngine  Company   47 

Darling  Bros  

Dennis  Wire  &  Iron  Company   

DesMoines  Bridge  &  Iron  Works.  57 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   56 

Dominion  Iron  &  Steel  Company  ...  53 

Dominion  Paint  Works   15 

Dominion  Road  Machinery  Co   2 

Dominion  Sewer  Pipe  Company  ...  13 

Dominion  Wire  Rope  Co.   ...    ...  60 

Dunlop  Tire  &  Rubber  Company  . . . 

Dunn  Wire-Cut  Lug  Brick  Co.  ...  7 


Elk  Fire  Brick  Company   48  ' 

Foster,  W.  I   5 

Fraser,  W   13 

Gartshore,  John  J  

Gartshore-Thompson  Pipe  &  Foun- 
dry Company   47 

Gent  Company  "  . .  .  46 

Gillis  &  Geoghcgan  

Goodwin-Barsby  Company   48 

Goold,  Shapley  &  Muir  Company  . .  55 

Gray  Construction  Co.,  John  V.  ...  50 

Haddin  &  Miles   56 

Hagersville  Contracting  Company..  11 
Hamilton  &  Toronto  Sewer  Pipe  Co. 

Heller  &  Brightly   47 

Hopkins  &  Company,  F.  H   60 

Hunt  &  Company,  Robert  W   56 

Ideal  Concrete  Machinery  Company  48 

Ingl.is  Company,  John   45 

Kerr  Engine  Company,  Limited  ...  59 

L'Air  Liquide  Society  

Lea,  R.  S   56 

London  Concrete  Machinery  Co.  ...  8 

Luxfer  Prism  Company   

MacLean  Daily  Reports  

MacKinnon  Holmes  &  Company  . .  58 

Manitoba  Bridge  Works  Co   18 

Maritime  Bridge  Company    46 

Marsh  &  .Henthorn,  Limited   47 

McAvity  &  Sons,  T  

McDougall .  Caledonian  Iron  Works 

Company   4 

McGregor  &  Mclntyre   57 

Meaford  Wheelbarrow  Company  ...  12 

Metallic  Roofing  Company   51 

Miller  &  Company,  Geo.  M  

Morrison  &  Co.,  T.  A   56 

Mueller  Mfg.  Company,  H   49 

Mussens,  Limited   12 

National  Equipment  Co   12 

National  Iron  Works   48 

National  Steel  Car  Company  

Neptune  Meter  Company   51 

Noble,  Clarence  W  

Northern  Crane  Works  ...   

Nova  Scotia  Steel  &  Coal  Co  


Oakley  &  Son,  Geo  

Oriental  Brick  Co  

Ormsby  Company,  A.  B   IS 

Ontario  Sewer  Pipe  Co  

Ontario  Wind  Engine  &  Pump  Co.  51 

Pacific  Coast  Pipe  Company   47 

Paterson  Mfg.  Company  

Pedlar  People  

Pelletier  &  Fils,  Edouard  

Pittsburgh-Des    Moines    Steel    Co..  .">? 
Pittsburgh  Valve,  Foundry  &  con- 
struction Company   5.") 

Piatt  Iron  Works    48 

Pollard  Manufacturing  Company   . . 

Pontifex,  Bryan   50 

Power  &  Son   56 

Prest-O-Lite  Company   57 

Quinlan  &  Robertson  

Radigan  &  Company,  John   

Reid  &  Brown   56 

Ric-wiL   Underground    Pipe  Cover- 
ing Company   50 

Rogers  Limited,  Alfred   1 

Rogers  &  Company,  F  

Rogers  Supply  Company   15 

Sackville  Freestone  Company  

Sheldons  Limited  

Shipman  &  Co.,  Harold  C   50 

Smart  Mfg.  Company,  James  

Spielmahn  Agencies  Regd  

Standard  Clay  Products  Limited  ...  53 
Standard  Steel  Construction  Co.  ...  50 
Standard  Underground  Cable  Co.  of 

Canada  •  

Stark  Rolling  Mill  Company  

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation   12 

Structural  Steel  Company    50 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F. 

Tiffin  Wagon  Company  

Toch  Bros  

Toronto  Plate  Glass  Importing  ,  Co. 

Trussed  Concrete  Steel  Co   4S 

Turnbull  Elevator  Company  

Vancouver  Wood  Pipe  &  Tank  Co. 

Waterous  Engine  Works  Co.  ...  .. 

Wettlaufer  Bros  

Wilson  &  Son,  C  

Wynne-Roberts.  R.  0   50 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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Made 

Concrete 

Pipe 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 

Further  particulars  and  prices  will  be  sent  upon  request. 

B.  Blair  Company,  Limited 

Woodstock,  Ontario 
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Bar  Iron 


Carried  in  all  sizes  and  lengths 
for  immediate  shipment. 


Small  Angles 

From  1/4"  x  %"  x  ys"  to  2"  x  2"  x 
in  all  sizes,  thicknesses  and 
lengths. 


Reinforcing  Bars  for  Concrete 

Medium  Steel,  Square  Cold  Twisted,  sizes  from  y4"  to  lengths  up  to  60  feet.  Me- 

dium Steel,  Plain,  Round  and  Square  sizes  from        to  1*4",  lengths  up  to  60  feet. 


Steel  Sheets 

complete  range  from  10  gauge  to  16 
auge,  for  immediate  shipment. 


Steel  Plates 


All  sizes  from  3/16"  to  1"  thick,  in  stock 
now. 


We  design  and  fabricate  all  kinds  of  structural  steel,  and  carry  at  all  times  a  6000-ton  stock  of  Beams,  Chan- 
nels. Broad  Flange  Beams,  Plates  and  Angles,  Rivets,  Bolts,  Shafting,  Transmission  Machinery,  etc.,  besides 
those  mentioned  above — ready   for  immediate  shipment. 

We  have  a  monthly  stock  list  that  should  be  on  your  desk.    Ask  for  it. 
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Showing  48-inch 
Ormsby  Swart- 
woul  Ventilator, 
ventilating  b 
■tori el  of  factory 
toilet*  1  58  units  1  in 
the  Wa  r  n  e  r  & 
Swney  Plant, 
Cleveland,  Ohio. 


Ormsby  -  Swartwout 

Rotary  Ball-Bearing 

VENTILATORS 

labor  output,  ventilation 
principle,  exact  specificat 
free  to  you  on  request 
writer. 


THIS  VENTILATOR 

SOLD  20  MORE 


s 


IX  years  ago  a  single  Ormsby-Swartwout  Ventilator  was 
installed  on  this  plant.     Since  then  they  have  installed 
twenty  more  ventilators  as  a  result  of  the  "pulling  power" 
of  their  first  Ormsby-Swartwout. 

In    the  Ormsby-Swartwout  Ventilator,  "pulling  power" 
is  an  actual  fact.     It  puts  the  free  power  of  the  wind  to  work, 
creating  a  vacuum  before  the  mouth  of  the 
ventilator,   which  is  continually  filled  by 
the  used  air  below.    Temperature  condi- 
tions do  not  effect  it— the  Ormsby-Swart- 
wout maintains  a  steady  flow  of  air  even 
on  the  hottest  days.    Ventilation  and  ven- 
tilation problems  are  fully  treated  in  our 
24-page  hsit\dbook,lThe Gospel 0/ Fresh  Air." 
It  takes  up  such  subjects  as  fresh  air  and 
and  workers'  errors,  the  semi-mechanical 
ions,  list  of  users,  etc.  It's 
Give  name  of  company  and 


1 

53 

A.  B.  ORMSBY  CO.,  LIMITED 

TORONTO 

Anociatad  with  the  Metal  Shingle  &  Siding  Co.  Ltd.,  Pre.ton,  Montreal,  Winnipeg 


Orm»by- 
Swartwout 

Rotary  Ball- 
Bearing 

Ventilator 
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Pneumatic  Placing  of  Concrete 

IMPROVEMENTS  are  always  being  sought  for 
economically  and  rapidly  handling  materials.  In 
concrete  work,  as  in  everything  else,  new  appli- 
ances, new  methods  and  new  developments  that 
will  lessen  labor  are  welcomed.  One  of  the  most  re- 
cent and  practical  innovations  along  this  line  has  been 
the  conveying  and  placing  of  concrete  by  pressure;  in 
general,  by  pneumatic  power,  Efforts  in  this  direction 
have  recently  been  meeting  with  a  considerable  ele- 
ment of  success,  and  the  method  has  been  tried  out 
Oil  a  number  of  important  jobs  with  quite  satisfac- 
tory and.  indeed,  encouraging  results.  We  confidently 
believe  that  this  opens  up  a  new  field  and  that  as  more 
experience  is  gained  radical  changes  in  our  methods 
of  handling  concrete  will  ensue. 

(  )n  another  page  of  this  issue,  there  is  published  an 
article  describing  the  genera]  principles  involved  and 
their  application  in  a  number  of  particular  instances 
which,  no  doubt,  will  prove  timely  to  those  interested 


in  concrete  construction.  The  nature  of  the  work  in 
w  hich  these  methods  were  employed  and  the  variety 
of  arrangements  and  equipment  involved  open  up  a 
new  phase  in  construction  processes. 

A  perfected  system  of  pneumatic  mixing  and  con- 
veying would,  no  doubt,  prove  revolutionary  in  its 
cfflect  on  man}'  kinds  of  work.  In  sewer  or  tunnel 
work,  where  space  is  limited,  pneumatic  methods  would 
abolish  inconvenient  mixing  and  transportation,  with 
the  further  advantage  of  having  stock  and  equipment 
located  at  almost  any  desired  spot.  A  pneumatic  in- 
stallation possesses  great  elasticity,  inasmuch  as  the 
pipe  line  can  be  accommodated  to  curves,  inclines  or 
vertical  lines,  and  to  any  distance  up  to  3,000  feet. 
The  equipment  is  easy  to  shift  from  one  job,  or  part 
of  a  job,  to  another.  A  point  worthy  of  special  note 
is  that  the  material  can  be  disposed  in  narrow  or  al- 
most inaccessible  places  and  the  action  of  the  pressure 
deposits  it  without  the  necessity  of  tamping.  The 
article  referred  to  mentions  several  instances  in  which 
these  advantages  were  especially  -apparent. 

A  more  recent  innovation  is  a  device  for  combining 
mechanical  mixing  with  pneumatic  deliverv.  which,  it 
is  claimed,  indicates  a  marked  advance  of  efficiency  in 
this  method  of  distributing  concrete.  More  definite 
results  are  eagerly  awaited. 

There  can  be  no  doubt  but  that  the  principles  of 
pneumatic  placing  have  much  to  commend  themselves. 
A  few  years'  experience  will,  it  is  claimed,  place  the 
process  on  a  practical  and  paying  basis;  there  seems  to 
be  much  (hat  presages  success  where  convenience, 
simplicity  and  compactness  will  be  advantageous. 


The  Bloodless  War  of  the  Future 

Now  that  European  countries  are  otherwise  en- 
gaged, it  would  appear  to  be  an  opportune  time  for 
our  manufacturers  of  every  kind  to  consider  immedi- 
ately how  they  may  place  their  products  on  foreign 
markets  where  competition  has  heretofore  been  too 
keen  for  us.  As  has  been  frequently  pointed  out,  the 
value  of  a  "Made  in  Canada"  slogan  is  very  much 
circumscribed  if  the  market  is  confined  to  our  own 
Dominion.  If  this  slogan  really  stands  for  "quality" 
and  "service"  it  should  find  its  greatest  usefulness 
outside  our  own  borders.  One  of  the  greatest  mis- 
takes our  manufacturers  have  made  in  the  past,  we 
believe,  has  been  in  trying  to  hold  the  home  market 
entirely  for  themselves,  for  by  so  doing  they  have 
automatically  shut  themselves  out  from  other  more 
profitable  and  populous  markets.  United  States  manu- 
facturers constantly  claim  that  there  is  much  less 
profit  to  lie  made  in  Canada  even  at  the  higher  prices 
prevailing,  on  account  of  the  limited  demand  spread 
over  such  a  large  area.  It  is  opening  an  old  sore,  of 
course,  to  discuss  the  interchange  of  products  with 
the  United  States  on  a  mutually  advantageous  basis, 
but  the  wisest  of  men  change  their  opinions  sometimes, 
and  on  every  side  there  is  evidence  that  our  manufac- 
turers are  themselves  coming  to  look  upon  this  idea 
with  favor — a  change  of  heart  probably  born  of  the 
feeling  that  our  products  have  the  quality  behind 
them  that  will  sell  them  against  any  competition.  It 
will  always  be  true  that  the  cost  of  production,  and 
therefore  the  selling  price,  is  regulated  by  demand,  and 
for  that  very  reason  we  ought  to  do  everything  in  our 
power  to  extend  our  markets. 

Little  as  we  now  respect  our  European  enemy,  we 
cannot  but  admit  the  success  of  the  German  govern- 
mental policy  of  assistance  to  her  manufactures,  and 
the  German  policy  has  always  been  diametrically  op- 
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posed  to  the  Canadian  policy.  Here  in  Canada  our 
governments  have  encouraged  the  manufacturers  to 
stay  at  home  by  making  it  difficult  for  outsiders  to 
come  into  the  home  market.  Over  in  Germany,  on  the 
other  hand,  they  have  assisted  the  marketing  of  home 
products  abroad,  leaving  the  home  market  to  take 
care  ol  itself.  This  it  automatically  did,  because  the 
greater  quantity  of  production  kept  the  prices  low 
enough  at  home  to  kill  all  competition  from  outside. 
Thus  at  the  same  time  the  people  of  Germany  enjoyed 
low  prices  and  the  factories  of  Germany  prospered  be- 
cause of  their  extended  markets. 

\-  againsl  this,  we  in  Canada  have  always  paid 
abnormally  high  prices  for  most  of  our  manufactured 
products  and  Canadian  factory  products  are  strangers 
in  almost  every  country  in  the  world  except  our  own. 

Rut  the  present  time  is  surely  an  exceptionally 
favorable  one  to  profit  by  our  own  mistakes  and  take 
advantage  of  world  markets  that  at  the  moment  are 
idling  begging,  and  it  is  distinctly  encouraging  to  note 
that  'Hir  Dominion  Government  is  meeting,  some  time 
in  the  near  future,  with  manufacturers  of  every  kind 
from  all  points  in  Canada,  having  in  view  a  discussion 
on  how  our  products  can  best  be  placed  in  those  mar- 
kets which  formerly  were  supplied  from  Europe,  es- 
pecially from  the  central  powers  with  which  we  are  at 
war.  It  is  important  that  we  should  act  promptly  in 
this  matter,  for  there  is  no  shadow  of  doubt  that  com- 
mercial competition  will  be  keener  than  ever  after  the 
war.  This  being  so,  it  is  scarcely  possible  to  over- 
estimate the  advantages  of  having  our  products  estab- 
lished before  the  war  ends. 

The  date  of  this  convention  has  not  yet  been  an- 
nounced, but  a  quantity  of  literature  has  been,  and  is 
being,  sent  out,  calling  upon  manufacturers  to  consider 
this  question  thoughtfully  and  carefully,  so  that  they 
may  come  to  the  convention  prepared  to  discuss  ways 
and  means.  We  trust  that  manufacturers  will  unani- 
mously take  advantage  of  this  opportunity  offered  by 
the  government,  as  it  indicates  the  latter's  willingness 
at  least  to  consider  supplying  such  support  as  is  neces- 
sary to  place  Canadian  products  on  foreign  markets 
under  conditions  that  will  make  the  business  attractive 
and  profitable. 


Freight  Service  on  Montreal  Tramways 

A-  the  city  of  Montreal  will  take  under  considera- 
tion the  granting  of  a  new  franchise  to  the  Tramways 
Company,  the  Builders'  Exchange  have  taken  the  oc- 

ion  to  ask  the  Board  of  Control  to  make  provision 
for  a  freight  service.  The  petition,  signed  by  many 
large  contractors  and  supply  firms,  was  presented  on 
September  1st,  by  a  deputation  composed  of  Mr.  John 
Quinlan,  President  of  the  Builders'  Exchange,  and 
Messrs.  W.  C.  Munn,  Robt.  E.  Dykes,  A.  Bremner, 
Tas.  Laurin,  and  David  K.  Trotter,  Secretary  of  the 
Exchange.  It  was  asked  that  freight  be  carried  at 
times  when  it  would  not  interfere  with  passenger 
traffic,  and  it  was  also  asserted  that  this  would  lead  to 
a  reduction  in  the  cost  of  building.  Mr.  Quinlan 
pointed  out  that  at  one  time  stone  was  quarried  and 
brick  was  manufactured  in  the  centre  of  the  city,  but 
these  industries  had  been  necessarily  changed.  While 
there  was  an  abundance  of  clay  and  lime  on  the  Island 
of  Montreal,  the  cost  of  haulage  by  teams  was  so  heavy 
that  the  manufacture  was  not  profitable.  It  was  also 
difficult  and  costly  to  dispose  of  surplus  material  from 
the  deep  excavations  for  the  large  buildings — all  these 
causes  making  for  increased  cost  of  building  and  rent. 


Air.  Quinlan  suggested  that  excavation  material,  lime, 
stone,  brick  and  sand  could  be  cheaply  transported  by 
the  Tramways  Company.  What  was  required  in  the 
interests  of  the  building  trade,  and  incidentally  the  Is- 
land of  Montreal,  was  that  the  Tramways  Company 
should  be  required  to  have  loading  and  unloading  sta- 
tions in  all  parts  of  the  city  and  be  compelled  to  carry 
Freight  to  and  from  these  stations,  at  a  fixed  price  per 
mile.  They  should  also  be  compelled  to  freight  from 
railway  and  steamboat  stations  at  night,  if  necessary, 
to  the  different  warehouses  in  the  city. 


The  Outlook  for  British  Engineers  in 
Canada 

Is  it  not  possible  that  when  the  Great  Crisis  is  over 
many  of  our  returned  engineers  may  look  to  Canada 
for  a  fertile  field  for  the  exercise  of  their  professional 
skill?  If  so,  our  advice  to  them  would  be,  emphatically. 
Don't!  We  have  it  on  excellent  authority  that  most 
of  the  towns  and  cities  there  have  spent  so  much  in 
the  past,  and  the  war  has  caused  such  a  great  set- 
back, that  it  will  take  a  long  time  for  them  to  revive 
the  stage  when  the  services  of  consulting  engineers 
will  be  needed  frequently.  Moreover,  practically  all 
the  plums  in  this  line  are  given  to  American  engineers. 
For  many  reasons  there  is  a  strong  tendency  to  select 
them,  while  the  next  choice  falls  to  Canadian-born 
engineers.  It  is  generally  held  that  American  methods 
and  ideas  are  best  suited  for  Canada,  and  no  doubt 
this  belief  is  sedulously  fostered  by  interested  Ameri- 
cans. Anyhow,  men  from  the  Old  Country  are  not 
encouraged,  and  it  is  well  this  should  be  put  plainly. — 
The  Surveyor,  London. 


Conference  of  Paving  Brick  Manufacturers 

The  National  Paving  Brick  Manufacturers'  Asso- 
ciation has  arranged  the  details  necessary  for  a  study 
and  conference  in  brick  pavement  construction,  to  take 
place  Friday,  October  6th,  at  Paris,  Illinois.  The  an- 
nual business  meeting  of  the  Association  will  be  held 
October  5th,  10  o'clock  a.m.,  at  the  Deming  Hotel, 
Terre  Haute,  Indiana.  Headquarters  of  the  occasion 
will  be  the  Deming  Hotel,  Terre  Haute,  Indiana,  from 
which  place  those  participating  in  the  paving  confer- 
ence will  go  by  interurban  railway  to  Paris,  Illinois — 
;tn  hour's  ride — where  the  construction  demonstration 
will  take  place,  which  will  consist  largely  of  steps 
showing  the  economy  of  construction  details  in  build- 
ing a  brick  pavement  by  laying  the  brick  in  green 
mortar.  An  important  purpose  of  the  effort  will  lie 
to  show  how  such  a  pavement  can  be  built  with  the 
least  possible  cost  and  yet  maintain  all  the  essentials 
of  worth.  All  persons  connected  in  any  way  officially, 
or  those  deeply  interested  in  the  roads  of  this  country 
will  be  made  welcome  at  this  conference.  It  is  under- 
taken, no  less  in  behalf  of  the  brick  industry,  than  in 
the  sincere  belief  that  the  country  itself  is  bound  to  be 
profited  by  such  an  opportunity. 


The  Great  Northern  Railway  Company's  handsome 
terminal  depot  at  Vancouver — a  perspective  view  of 
which  was  recently  presented  in  these  columns — is 
now  nearing  completion  as  far  as  the  exterior  is  con- 
cerned. Messrs.  Grant,  Smith  &  McDonald  have  boon 
awarded  the  contract  for  the  new  freight  sheds  to  be 
erected  on  the  False  Creek  tide-flats  adjoining  the  new 
depot  at  a  cost  of  about  $25,000.  The  sheds  will  be 
50  x  600  feet. 
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Concrete  Linings  for  Irrigation  Canals 

The  Desirability  of  Protecting  Earth  Banks  Against  Seepage 
Losses  Have  Promoted  the  Use  of  Concrete  for  this  Purpose 


SUCH  dry  seasons  as  the  past  one,  which  has 
materially  lessened  the  production  of  grain, 
roots,  frnit,  etc.,  throughout  various  districts  in 
Canada,  naturally  directs  our  attention  to  the 
possibility  of  making  ourselves  more  or  less  independ- 
ent of  these  elements  in  nature  over  which  we  have  so 
little  control.  In  Western  Canada  considerable  pro- 
gress has  been  made  with  irrigation,  but  in  the  East 
we  are  still  dependent  upon  the  somewhat  irregular 
dispensations  of  Providence.  However,  the  old  idea 
on  which  we  have  worked  with  varying  success  for 
so  long,  that  we  are  given  what  is  best  for  us,  is  los- 
ing ground  and  being  replaced  by  the  modern  inter- 
pretation that  "Heaven  helps  those  who  help  them- 
selves." That  being  the  case  we  now  have  both  moral 
and  commercial  reasons  for  supplementing  our  rain- 
fall with  something  a  little  more  dependable  and  the 
subject  of  irrigation  is  receiving  much  more  attention. 
The  present  paper  deals  more  particularly  with  the 
latest  methods  of  constructing  the  distributing  mains, 
as  practised  in  Western  Canada  and  the  United  States. 

Profitable  development  of  irrigation  projects  is  de- 
pendent upon  the  value  which  the  water  available  will 
have  in  making  and  maintaining  productive  the  acre- 
age which  the  supply  will  irrigate.  In  most  cases  all 
of  the  available  water  is  used,  either  by  being  actually 
distributed  over  the  area  to  be  irrigated  or  by  losses 
due  to  seepage  and  other  causes  in  transit. 

Studies  conducted  by  the  United  States  Depart- 
ment of  Agriculture  seem  to  prove  that  from  25  to 
40  per  cent,  of  the  water  taken  in  at  the  head  of  main 
canals  is  lost  by  absorption  of  the  earth  banks.  Meas- 
ures that  will  prevent  this  loss  mean  that  the  available 
water  at  the  source  of  supply,  if  conserved  against 
such  preventable  waste,  can  be  made  to  reclaim  a  large 
additional  acreage,  thus  contributing  greatly  to  the 
profit  of  an  irrigation  enterprise.  Losses  from  evapor- 
ation cannot  be  entirely  prevented.  They  are,  how- 
ever, relatively  insignificant. 

The  desirability  of  preventing  losses  from  seepage 
was  recognized  about  ten  years  ago  in  California,  and 
early  experiments  to  prevent  them  were  made  by  ap- 
plying crude  petroleum  to  the  earth  faces  of  ditches 
with  a  view  to  preventing  absorption  and  seepage. 
These  experiments  were  conducted  in  Kings  County, 
California,  by  the  Lemoore  Canal  and  Irrigation  Com- 
pany. This  company  shortly  afterward  discontinued 
the  practice  mentioned,  evidently  because  results  were 
not  satisfactory.  Investigation  has  shown  that  so- 
called  oil  lining  is  not  effective  for  a  very  long  period. 

In  some  sections  of  the'  west  it  was  once  common 
to  line  leaky  portions  of  canals  with  lumber,  especially 
when  lumber  proved  itself  cheaper  than  concrete  be- 
cause of  the  price  of  cement;  but  the  conditions  under 
which  wood  was  thus  used  were  most  favorable  to 
its  short  life  through  decay. 

Extensive  Use  of  Concrete. 

No  other  construction  material  has  been  used  to 
so  great  an  extent  as  concrete  in  developing  irrigation 
projects.  Since  the  Government  fust  began,  in  a  sys- 
tematic way,  the  construction  of  dams  and  associated 


structures  to  impound  and  distribute  water  to  reclaim 
the  arid  and  semi-arid  lands  of  the  west,  concrete  has  - 
been  used  almost  to  the  exclusion  of  all  other  construc- 
tion materials.  This  use  has  not  by  any  means  been 
confined  solely  to  the  larger  or  more  important  struc- 
tures or  parts  of  them.  The  high  cost  of  maintaining 
flumes  and  the  increasing  cost  of  lumber,  as  contrasted 
with  the  decreasing  cost  of  cement,  have  resulted  in 
the  practice  of  lining-  irrigation  canals  with  concrete. 

As  water  rights  in  connection  with  various  irriga- 
tion projects  sell  for  from  $25  to  $50  per  acre,  it  can  be 
seen  that  the  value  of  water  varies  considerably,  this 
perhaps  being  caused  often  by  geographic  location, 
which  determines  how  urgently  water  is  needed.  All 
means  that  will  tend  to  prevent  losses  in  transit  will 
naturally  increase  the  acreage  possible  to  reclaim  or 
irrigate. 

One  of  the  ever-present  possible  causes  of  loss  from 
unlined  ditches  and  canals  is  that  banks  may  break, 
thus  throwing  an  entire  system  or  a  large  portion  of 
it  out  of  commission  until  repairs  can  be  made.  These 
happenings  are  expensive  usually  because  they  occur 
at  a  time  when  water  is  most  needed  for  crops.  In 
such  cases  the  loss  due  to  absence  of  water  is  generally 
far-  greater  than  the  actual  cost  of  repair  to  the  canal. 
An  instance  of  this  kind  occurred  on  the  unlined  Tur- 
lock  Canal  in  California,  in  1910.  The  fundamental 
cause  of  this  break  seemed  to  have  been  due  to  a 
gopher  burrowing  into  the  banks,  thus  causing  a  leak 
and  rapid  erosion  which  finally  resulted  in  the  washing 
away  of  about  1,000  feet  of  embankment.  In  this  case 
the  canal  was  out  of  service  for  six  weeks,  during  a 
period  when  water  was  most  needed  for  crops.  The 
cost  of  actual  repairs  to  the  canal  was  $20,000,  while 
the  estimated  damage  to  crops  was  $1,000,000. 

Value  of  Lining. 

In  determining  the  value  of  any  material  proposed 
for  lining  irrigation  canals  or  ditches,  it  is  necessary 
to  compare  the  cost  and  possible  benefits  of  the  work. 
Unlined  irrigation  canals  or  ditches  are  of  lower  first 
cost  than  concrete-lined  ones,  but  they  require  con- 
tinual maintenance  to  keep  them  at  maximum  effici- 
ency. Erosion  of  the  soil,  caving  of  banks,  growth  of 
vegetation,  are  all  obstacles  to  maintain  maximum 
flow  of  water.  Necessity  for  continually  cleaning  the 
canals  to  restore  them  to  their  original  or  desired  sec- 
tion and  efficiency  is  therefore  a  perpetual  expense. 
Concrete  lining  does  away  with  all  of  these  troubles ; 
it  prevents  animals  from  burrowing  through  the  banks 
and,  if  properly  constructed,  is  permanent. 

Having  all  the  recognized  desirable  qualities  for 
canal  lining,  the  use  of  concrete  for  such  purposes  is 
rapidly  growing.  Records  show  that  concrete  was 
first  used  in  this  manner  about  1880,  in  southern  Cal- 
ifornia, when  the  increasing  value  of  water  in  thai 
locality  for  land  reclamation  made  it  imperative  to 
reduce  seepage  losses;  and  although  these  early  lin- 
ings were  more  or  less  experimental,  in  that  no  stand 
aid  practice  for  the  work  had  been  developed,  (he  re- 
sults were  so  satisfactory  that  concrete  lining  was 
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adopted  for  practically  all  canals  in  that  section  of  the 
country. 

\u  examination  of  literature  issued  by  the  United 
States  Reclamation  Service  proves  that  since  then, 
concrete  lining  has  been  used  extensively  throughout 
the  west  and  in  British  Columbia. 

'(  oncrete  linings  tor  irrigation  canals  have  other 
advantages  besides  those  already  enumerated.  The 
Smooth  surface  of  the  concrete  secures  a  higher  ve- 
locity of  water  and  permits  a  smaller  and  more  desir- 
able shape  of  section  tor  the  canal,  which  materially 
decreases  the  cost  of  excavation.  Steeper  grades, 
where  necessary,  and  better  alignment,  may  also  be 
obtained.  The  resulting  economies  in  cost  can  be 
shown  and.  in  a  short  time,  prove  the  profit  of  the 
investment  from  the  standpoint  of  eliminating  depre- 
ciation and  upkeep  on  untitled  canals. 

Increasing  Efficiency. 

Although  the  alignment  and  grade  of  old  earth 
canals  cannot  be  materially  changed  without  almost 
prohibitive  expense  in  some  cases,  nevertheless,  the 
efficiency  of  such  canals  can  be  increased  from  25  to 
SO  per  cent,  by  removing  irregularities  so  as  to  restore 
the  canals  to  their  original  section,  and  making  these 
improvements  permanent  by  lining  with  concrete. 

Studies  of  the  Reclamation  Service  seem  to  have 
proved  that  where  possible,  steep  grades,  with  corres- 
ponding high  velocity  of  water,  are  best,  if  economy 
■  •I  conveying  water  is  the  only  consideration.  But  in 
practice  high  velocity  of  water  flow  is  riot  generally 
desired,  because  to  provide  for  it  considerable  added 
expense  is  necessary  for  suitable  turnouts,  requiring 
increased  height  of  lining  to  take  care  of  the  pulsation 
caused  by  the  rapid  flow. 

Where  canals  follow  hillsides,  the  possibility  of 
breaks  in  the  lower  bank  may  readily  be  prevented 
by  concrete  lining.  Errors  of  faulty  location  followed 
by  weak  places  in  the  canal  can  often  be  remedied 
effectively  by  concrete  lining.  Likewise,  where  the 
original  grade  of  the  canal  is  such  that  considerable 
scotir  occurs,  or  where  excessive  curvature  results  in 
undercutting  of  the  sides,  concrete  lining  removes  the 
trouble. 

Even  though  many  miles  of  irrigation  canals  have 
been  concrete-lined,  the  practice  has  not  by  any  means 
yet  been  standardized.  In  fact,  each  irrigation  enter- 
prise involves  many  problems  peculiar  to  itself.  The 
design  of  canals  depends  upon  so  many  factors  that 
each  problem  must  be  solved  independently,  and  what 
seems  to  be  best  practice  applied  in  each  case.  As 
regards  the  use  of  concrete,  however,  the  same  funda- 
mentals of  good  work  apply  in  this  field  as  in  any 
other.  Where  failures  in  concrete  linings  have  occur- 
red they  have  almost  invariably  been  traced  to  faulty 
methods  of  design,  inferior  materials,  and  careless 
workmanship. 

>  far  as  the  cement  is  concerned,  any  brand  meet- 
ing the  specification  requirements  of  the  American 
Society  for  Testing  Materials  may  be  used.  Sand  and 
pebbles  or  broken  stone  should  be  carefully  selected 
so  as  to  secure  the  best  of  these  materials.  The  sand 
should  be  coarse,  clean,  well  graded  and  free  from 
alkali.  If  sand  of  suitable  grading  is  found  at  or  near 
alkali  deposits,  it  should  be  washed  thoroughly  with 
water  that  will  remove  any  excess  of  alkali.  Pebbles 
and  broken  stone  also  should  be  clean,  hard,  durable, 
non-porous  and  well  graded.  The  sand  should  be  ob- 
tained by  screening  natural  bank-run  material  through 
a  screen  that  will  pass  all  particles  one-quarter  of  an 


inch  and  under.'  The  pebbles  and  broken  stone  should 
be  graded  uniformly  from  this  size  upward  to  a  maxi- 
mum dimension  not  greater  than  1 ]  '<  inches. 

Correct  Mix. 

Accounts  of  earl v  practice  in  lining  irrigation  canals 
with  concrete  show  that  very  arbitrary  mixtures  were 
used  for  the  work.  The  fact  that  such  construction  has 
stood  up  under  the  service  required  of  it  is  no  proof 
that  the  work  is  what  it  should  have  been.  In  all 
cases  the  proper  proportions  of  cement,  sand  and  peb- 
bles should  be  determined  by  field  tests  so  that  mix- 
tures can  be  correctly  proportioned  to  make  certain 
that  voids  or  air  spaces  will  be  reduced  to  a  minimum 
and  dense  concrete  secured.    A  mixture  of  1  sack  of 


Cross  section  of  concrete-lined  chnnnel  of  the  Los  Angeles  Aqueduct,  California.    The  bottom 


Cross  section  of  concrete-lined  canal  of  the  Burbank  Tower  &  Light  Company.  California. 


(a)  General  type  of  concrete  construction  used  in  lining  the  Davis  and  Weber  Counties  Canal* 
Ogden,  Utah.  The  bottom  is  rounded  where  it  joins  the  sides  and  reinforced  with  l,-in.  h  twisted 
bars  i  inches  center  to  center.    Drainage      provided  for  the  foundation  by  laving  a  line  of  6-inch 

concrete  tile. 

(b)  Type  of  concrete  lining  used  on  the  same  cau.il  where  the  foundation  is  likely  to  prove  unstable.' 
This  design  incorporates  a  feature  which  is  essentially  that  of  a  reinforced  concrete  beam.  ' 


ConcrCle-lincd  canal  section,  Medina  Valley  Irrigation  Company,  San  Antonio.  Texas. 


Typical  sections  of  concrete-lined  irrigation  canals  in  the  West. 

Portland  cement  to  2]/2  cubic  feet  of  sand,  to  4  cubic 
feet  of  pebbles  or  broken  stone  will,  if  the  sand  and 
pebbles  or  broken  stone  are  properly  graded,  produce 
a  concrete  which  will  have  the  required  strength  and 
water-tightness.  Concrete  should  be  machine-mixed 
in  a  mixer  of  the  batch  type,  using  sufficient  water 
to  form  a  mixture  that  will  be  just  as  wet  as  possible 
to  hafid'le  on  the  ditch  slope  and  prevent  it  from  "flow- 
ing" out  of  place.  Certain  conditions  may  require  that 
the  concrete  be  reinforced.  These  can  be  determined 
only  from  a  knowledge  of  the  situation  to  be  met. 

Care  must  be  taken  after  the  concrete  has  been 
placed  to  protect  it  from  hot  sun.  wind  and  other  in- 
fluences that  would  cause  it  to  dry  out  rapidly.  Un- 
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less  so  protected,  much  of  the  otherwise  possible  good 
results  will  be  lost.  A  protective  covering  of  moist 
earth  or  a  shelter  of  canvas  should  be  placed  over  the 
concrete  as  soon  as  possible  to  do  so  without  marring 
it,  and  this  protective  covering  be  kept  wet  by  sprinkl- 
ing, if  possible,  for  several  days. 

It  is  not  possible  to  recommend  an  invariable  thick- 
ness for  linings  of  canals  excavated  in  natural  soil  as 
this  will  depend  largely  upon  the  nature  of  the  soil, 
and  the  water  to  be  carried.  Where  concrete  linings 
are  laid  on  firm  soil,  reinforcing  is  probably  unneces- 
sary. If  necessary,  however,  to  line  a  section  of  canal 
that  is  in  rather  unstable  soil,  reinforcing  is  advisable, 
as  this  practice  will  be  likely  to  prevent  cracks  from 
settlement.  Canals  and  ditches  should  not  be  located 
on  or  through  fills  if  possible  to  avoid  such  location. 

Contraction  Joints. 

Contraction  joints  in  concrete  linings  are  necessary 
to  prevent  cracks  that  may  occur  from  variations  in 
the  volume  of  the  concrete  due  to  temperature  changes, 
that  is,  to  alternate  expansion  and  contraction.  Prac- 
tice in  the  past  has  been  to  place  joints  at  too  short 
intervals  and  sometimes  to  use  a  poorly  designed  joint. 
Although  it  is  not  within  the  province  of  this  article 
to  recommend  any  particular  type  of  joint,  it  may  be 
stated  that  a  good  contraction  joint  should  provide 
for  the  expansion  and  contraction  likely  to  occur  with- 
out disturbing  the  continuity  of  the  lining  by  too  wide 
a  joint  space,  and  should  also  permit  a  certain  amount 
of  "creeping"  without  misplacement. 

The  result  of  omitting  contraction  joints  from  con- 
crete linings  was  well  illustrated  in  a  portion  of  the 
main  lower  Truckee  Canal,  Nevada,  constructed  in 
1904-5  by  the  United  States  Reclamation  Service.  On 
this  work  a  good  deal  of  the  lining  was  placed  with- 
out contraction  joints.  In  1911,  an  examination  of 
the  canal  showed  that  the  lining  had  cracked  at  quite 
regular  intervals  of  about  28  feet.  These  cracks  varied 
in  width  from  1/12  to  y2  inch  or  more  when  the  tem- 
perature was  50  degrees  and  that  of  the  water  was 
42  degrees,  Fahrenheit. 

Construction  methods  in  lining  canals  with  con- 
crete vary  widely  in  different  sections  of  the  country. 
Industrial  tracks  and  cars  are  found  economical  on 
large  jobs.  Here  again  each  particular  piece  of  con- 
struction is  a  special  problem. 

Certain  bad  practices  of  the  past  in  lining  irrigation 
canals  with  concrete  are  being  eliminated  as  a  result 
of  recent  studies  and  investigations.  The  commonest 
fault  seems  to  have  been  haphazard  methods,  or  at 
least  very  arbitrary  ones,  of  proportioning  the  con- 
crete mixtures ;  also  lack  of  uniformity  in  placing 
contraction  joints.  In  many  cases  it  is  now  recog- 
nized that  wrong  methods  were  used  even  though  the 
work  may  not  yet  have  had  time  to  disclose  bad  prac- 
tice. Even  though  a  concrete  lining  may  show  no 
appreciable  defects  in  from  two  to  six  years,  it  need 
not  necessarily  be  inferred  that  the  workmanship  or 
methods  employed  were  requisite  to  the  desired  ends. 

Durability. 

The  durability  of  concrete  lining  depends  not  only 
on  good  design  and  construction,  but  also  on  the  con- 
ditions of  use  to  which  it  is  subjected.  Sudden  changes 
of  temperature  brought  about  by  quickly  emptying  the 
canal  of  cold  water  and  exposing  the  lining  to  hot 
sun,  damage  from  roots  of  trees,  storm  water  and  live 
stock,  may  be  fundamental  causes  of  injury  to  good 
construction,  Trees  should  not  be  allowed  to  grow 
near  the  banks  of  the  concrete-lined  canal,  as  eventu- 


ally the  roots  are  certain  to  heave  the  concrete  slabs. 
Provisions  should  be  made  to  by-pass  the  storm  water 
of  cloud-bursts  or  heavy  storms,  as  the  sudden  flows 
coming  from  such  causes  may  raise  the  water  in  the 
canal  to  such  a  height  as  to  endanger  the  safety  of  the 
lining  by  washing  away  the  earth  backing. 

If  canals  are  to  be  operated  during  freezing  wea- 
ther, damage  from  ice  may  largely  be  prevented  by  in- 
creasing rather  than  diminishing  the  flow  of  water 
before  temperature  drops  to  the  freezing  point.  This 
will  raise  the  water  level,  thus  exposing  a  greater  sur- 
face of  water  in  the  canal  and  tend  to  make  an  ice 
sheet,  if  it  forms,  bulge  upward  and  thus  relieve  the 
lining  from  side  thrust.  Generally,  however,  the  slope 
of  ditch  sides  is  such  that  there  is  little  danger  of 
injury  from  the  formation  of  ice. 

Use  of  Concrete  Pipe. 

There  is  another  practical  use  of  concrete  in  con- 
nection with  irrigation  development  that  has  not  by 
any  means  been  extended  to  possible  limits.  This  is 
the  use  of  concrete  pipe,  either  plain  or  reinforced,  as 
conditions  may  require,  to  carry  the  water  in  laterals, 
or  in  some  instances,  even  to  build  main  canals.  The 
advantages  of  concrete  pipe  for  this  work  are  that 
where  suitable  materials  for  concrete  are  not  to  be 
found  at  the  exact  site  of  work,  the  pipe  can  be  made 
in  a  central  plant,  where  materials  are  available,  and 
all  necessary  measures  can  then  be  applied  to  properly 
harden  the  pipe,  thus  insuring  that  the  concrete  is  of 
high  quality.  It  is  no  doubt  difficult  sometimes  to  give 
the  concrete  all  desirable  protection  against  rapid  dry- 
ing out  where  ordinary  lining  is  laid,  and  pipe  manu- 
factured in  a  central  plant  and  properly  hardened  by 
approved  methods  would  insure  a  good  concrete  pro- 
duct on  the  job. 

In  the  various  irrigation  developments  which  have 
been  carried  on  under  the  work  of  the  United  States 
Reclamation  Service,  concrete  pipe  has  in  some  in- 
stances been  quite  extensively  used  as  described.  In 
the  Umatilla  project  in  the  northwestern  part  of  Ore- 
gon, a  number  of  pressure  pipes  are  required  to  dis- 
tribute the  water,  on  account  of  irregular  topography 
of  the  lands  reclaimed.  When  the  plans  of  the  distri- 
buting system  were  first  being  repaired,  some  doubt 
existed  as  to  the  kind  of  pipe  to  be  used.  Wood  pipe, 
from  the  standpoint  of  first  cost,  was  admitted  to  be 
the  cheapest  type  available  ;  but  when  it  was  considered 
that  the  pipe  would  be  in  use  only  about  seven  months 
a  year  and  would  be  dry  wholly  or  in  part  for  five 
months,  it  was  evident  that  wood  pipe  was  likely  to 
fall  far  short  of  requirements.  Steel  was  considered 
too  expensive,  and  there  was  some  uncertainty  as  to 
its  probable  length  of  life  in  the  soil  to  which  it  was 
to  be  exposed,  so  the  final  decision  of  the  engineer 
was  to  use  reinforced  concrete  pipe.  These  were  46 
inches  in  diameter,  manufactured  on  the  site.  In  use 
they  are  subjected  to  a  maximum  head  of  about  55 
feet ;  4,700  feet  of  such  pipe  were  used  in  the  first 
instance  and,  so  far  as  is  known,  have  proved  satis- 
factory. 

Reinforced  concrete  construction  was  also  used  in 
2.14  miles  of  pipe  for  the  Antelope  Valley  Siphon  of 
the  Los  Angeles  Aqueduct,  California. 

A  12-mile  conduit  of  36-inch  concrete  pipe  was 
built  down  the  canon  of  the  Middle  Boulder  Creek 
on  the  east  slope  of  the  Rocky  Mountains  in  northeast- 
ern Colorado  as  a  part  of  the  hydro-electric  develop- 
ment of  the  Eastern  Colorado  Power  Company.  These 
pipe  also  were  made  at  convenient  points  on  the  job. 


Ml 

I  he  conditions  under  which  they  are  used  submit  them 
to  considerable  pressure]  but  in  service  they  have  been 
eminently  satisfactory. 

Another  instance  of  the  use  of  reinforced  concrete 
pipe  in  reclamation  work  may  he  found  on  a  portion 
of  the  Yakima  project,  in  Yakima  Valley,  Washington. 
Hen-,  some  J.SJ5  feet  of  30'j-inch  concrete  pipe  are 

I  in  what  is  called  a  "feeder"  canal.  'The  type  of 
pipe  used  and  the  methods  of  construction  were  sim- 
ilar t>'  those  used  on  the  Umatilla  project,  previously 
mentioned.     The  central  pipe  yard  was  so  located  that 
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Ihe  average  distance  of  haul  for  pipe  was  about  \y> 
miles. 

(  )n  the  Boise  project,  Idaho,  the  United  States  Re- 
clamation Service  used  8,575  feet  of  reinforced  concrete 
pipe  T2  inches  in  diameter.  In  service  this  pipe  is 
frequently  subjected  to  a  head  varying  from  60  to  70 
feet. 

It  would  often  no  doubt  he  found  advantageous  to 
use  concrete  drain  tile  or  pipe  to  conduct  water  from 
main  ditches  or  canals  to  points  where  it  is  actually 
to  be  distributed  over  the  land. 
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Progress  of  New  Toronto  Union  Station 


Since  the  progress  at  the  new  Toronto  Union  Sta- 
tion was  last  mentioned  in  the  Contract  Record  of 
Jul)  26,  work  has  been  steadily  advancing,  although 
handicapped  to  a  very  large  extent  by  slow  deliveries 
of  materials  and  by  lack  of  labor.  In  spite  of  this, 
foronto's  new  station  is  beginning  to  take  shape  at 
last  and  there  is  every  indication  that  within  a  short 
time  the  skeleton  will  be  completed. 

The  Canadian  Bridge  Company,  who  are  the  con- 
tractors for  the  steel  work,  expect  to  complete  the 
assembly  of  the  structural  frame  for  the  two  end 
wings  on  which  they  are  now  working,  by  the  end  of 
the  present  month.  The  central  portion  will  be  start- 
ed immediately  after.  On  the  west  wing  the  steel  has 
been  erected  up  to  the  roof  and  is  practically  finished, 
while  the  east  side  is  nearly  as  far  ahead.  These  two 
wings  each  measure  nine  bays  long  by  seven  bays  wide, 
each  bay  being  about  26  ft.  by  23  ft.  When  complete, 
these  two  portions  will  contain  1,700  tons  of  steel 
apiece,  and  the  whole  structure  will  have  6,500  tons. 
Ouly  conventional  methods  of  erection  have  so  far 
been  employed,  since  the  advancement  has  been  too 
slow  to  warrant  any  novel  or  out-of-the-way  schemes. 
Steel  is  delivered  on  flat  cars  to  a  siding  directly  on 
the  site  and  unloaded  by  locomotive  cranes.  Four  huge 
derricks,  two  on  each  wing,  handle  the  steel  and  set 
it  in  place.  These  derricks  have  100-foot  masts  and  85- 
foot  booms,  with  capacities  of  15  tons  each.  Their 
top  and  bottom  bearings  are  equipped  with  ball  races, 
enabling  one  man  to  handle  each  quite  easily.  These 
are  unshipped  and  re-set  every  two  floors.  All  steel 
columns  come  assembled  in  two-storey  lengths.  Rivet- 


West  wing  of  Toronto  Union  Station  showing  central  roof  trusses. 


ing  is  done  by  pneumatic  hammers.  The  general  floor 
layout  is  to  have  I-beam  girders  between  the  H-sec- 
tion  columns,  with  beams  at  the  third  points  of  the 
span. 

Concreting  ol  the  steel  and  floor  has  already  begun 
on  the  west  wing.    The  columns,  girders  and  beams 


Sub-basement  of  new  Toronto  Union  Station  showing  arrangement 
of  reinforcement 


are  covered  with  a  single  layer  of  large  mesh,  expand- 
ed-metal  reinforcing  and  coated  with  concrete  as  a 
protection  against  fire  and  moisture.  Wooden  forms 
are  used  to  retain  the  concrete.  Flat  slab  concrete 
floors  are  laid  on  wood  centering  between  the  beams 
with  twisted  square  steel  reinforcing  rods  in  two  direc- 
tions and  bent  to  go  over  the  beams.  Concrete  is 
mixed  in  the  basement  and  elevated  to  the  required 
floor,  where  it  is  distributed  by  buggies  to  the  point 
of  pouring.  At  present  the  ground  floor  concrete  is 
reaching  completion.  All  wood  forms  are  made  on 
the  site,  a  circular  saw,  driven  by  a  gas  engine,  being- 
used  to  cut  the  wood.  All  rod  bending  is  also  done 
on  the  job. 

The  sub-basements  are  now  being  concreted.  The 
reinforcing  consists  of  twisted  square  rods.  One  illus- 
tration herewith  shows  the  general  arrangement  of 
the  sub-basement  reinforcing  for  both  walls  and  floor. 
Concrete  foundation  piers  can  be  seen  exposed  with  the 
rough  portion  at  the  base  where  the  wood  sheeting- 
did  not  reach. 

The  other  illustration  shows  the  steel  work  on  the 
west  wing  with  the  skylight  trusses  spanning  the 
longitudinal  corridors.  The  derricks  can  be  seen,  and, 
on  the  extreme  right,  the  concrete  hoisting  tower. 
The  first  load  of  cut  stone  is  already  on  the  ground, 
giving  promise  of  future  rapid  developments. 
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Sewage  Disposal  Works  at  Moose  Jaw,  Sask. 

By  W.  H.  Greene,  A.M.Can.Soc.C.E.* 


The  works  are  situated  one  and  one-half  miles  east 
of  the  centre  of  the  city,  on  the  north  bank  of  Moose 
Jaw  River.  They  were  constructed  in  1911,  with  addi- 
tions in  1914,  1915,  and  1916,  at  a  total  cost  of  $192,- 
ool.OO,  and  consist  of  detritus  pit  and  screen  chamber, 
pump  house,  sedimentation  tanks,  bacteria  beds,  sludge 
drying"  beds,  disinfection  chamber,  and  humus  pond. 
They  are  operated  by  the  City  Engineer's  Department, 
under  the  direct  supervision  of  the  writer. 

Operation. 

The  sewage,  on  arriving  at  the  works,  passes  over 
a  detritus  pit,  in  which  sand  and  other  heavy  mineral 
particles  are  retained,  it  then  passes  through  a  bar 
screen,  and  flows  into  the  pump  well,  from  which  it  is 
lifted  by  pumps  and  forced  through  a  long  pumping 
main  into  the  sedimentation  tanks,  which  are  operated 
on  the  septic  principle.  These  tanks  are  sludged  by 
means  of  a  Preistman  ejector,  placed  in  a  well  to  the 
south  of  Tank  No.  3,  and  to  which  the  sludge  flows  by 
gravity  through  a  12-inch  pipe  extending  under  the 
tanks  and  with  two  openings,  controlled  by  valves, 
into  each  tank.  Before  sludging  the  supernatant  liquid 
is  drawn  oft'  by  means  of  floating  arms,  is  conveyed 
back  to  the  screen  chamber,  and  comes  through  the 
works  again.  The  sludge  is  pumped  to  the  drying 
beds,  and  when  sufficiently  de-watered  is  hauled  away 
tn  the  nuisance  grounds  and  wasted. 

The  liquid  effluent  from  the  sedimentation  tanks 
then  flows  over  the  bacteria  beds  of  the  percolating 
filter  type,  being  distributed  by  Ham-Baker  automatic 
travelling  distributors.  This  system  of  distribution 
was  installed  some  six  months  ago,  superseding  Stod- 
dart  dripping  trays.  After  passing  through  the  beds 
it  is  collected  in  open-jointed  tile  pipe  placed  on  the 
concrete  floor  of  the  beds,  flows  into  the  laterals,  and 
thence  into  the  main  effluent  channel,  which  conveys  it 
through  the  disinfection  chamber  into  the  humus  pond. 
In  its  passage  through  the  humus  pond  the  oxidized 
suspended  solids  from  the  bacteria  beds  are  deposited 
and  the  clear  effluent  flows  out  into  Moose  Jaw  River. 

Composition  of  the  Sewage. 

The  sewage  is  a  strong  domestic  one,  containing 
some  trade  waste,  particularly  that  from  a  large  abat- 
toir and  a  small  brewery.  However,  the  percentage  of 
flow  from  manufacturing  plants  is  very  small  in  rela- 
tion to  the  total  flow.  Eollowing  is  a  typical  analysis, 
parts  per  100,000 : 


Temperature,  Fahr   40° 

Solids — Total   251. 

Dissolved   150 

Suspended   101 

Oxygen  consumed,  4  hours  at  20°  C   9.2 

Free  ammonia  ;   6.87 

Albuminoid  ammonia    2.15 

Nitrites   trace 

Nitrates  „   nil 

Chlorine   27 

Alkalinity   53 


The  samples  were  collected  at  two-hour  intervals 
throughout  the  twenty-four  hours  and  mixed  in  pro- 

•  Assistant  City  Engineer,  Moose  Jaw. 


portion  to  the  flow.  Sewage  is  sampled  after  passing 
through  a  bar  screen,  with  openings  between  the  bars 
of  one  and  one-quarter  inches. 

Detritus  Pit. 

This  pit  is  small,  as  the  sewage  contains  very  little 
sand  or  mineral  matter  owing  to  the  sewerage  system 
being  on  the  separate  plan.  It  is  cleaned  out  by  hand 
from  time  to  time.  Between  this  pit  and  the  pump 
well  is  a  bar  screen  9  feet  in  width  and  4{/s  feet  in 
depth,  inclined  in  the  direction  of  the  sewage  How  and 
making  an  angle  of  60  degrees  with  the  vertical.  The 
openings  between  the  bars  are  lj4  inches.  This  screen 
is  cleaned  by  hand-rakes,  the  screenings  being  imme- 
diately placed  in  a  covered  steel  tank  wagon.  This 
wagon  is  hauled  to  the  incinerator  every  morning  and 
the  contents  burnt. 

Pump  House. 

The  pumping  equipment  consists  of  two  Preistman 
automatically  operated  ejectors,  supplied  with  com 
pressed  air  by  two  motor-driven  air  compressors,  an 
eight-inch  steam-driven  centrifugal  pump,  which  draws 
its  steam  from  the  incinerator,  and  an  eight-inch  mo- 
tor-driven centrifugal  sewage  pump.  The  motor-driven 
pump  is  just  being  installed.  The  steam  pump  is  used 
whenever  steam  can  be  obtained,  but  as  the  incinera- 
tor is  only  in  operation  for  eight  hours  per  day  and, 
further,  as  steam  is  not  available  when  the  garbage  is 
very  wet,  only  24  per  cent,  of  the  total  pumpage  is 
done  by  this  unit.  Up  to  the  present  the  balance  of 
the  pumping  has  been  done  by  the  ejectors,  but  as  this 
form  of  pumping  has  proved  expensive,  it  is  the  inten- 
tion to  use  the  new  centrifugal  pump  and  keep  the 
ejectors  as  a  standby. 

Included  in  the  equipment  now  being  installed  is  a 
sewage  venturi  meter,  with  a  registering  indicator  re- 
corder. This  will  supersede  the  weir  measurements 
made  up  to  the  present. 

Sedimentation  Tanks. 

There  are  three,  each  62  feet  long,  24  feet  wide,  and 
from  7  feet  6  inches  at  the  ends  to  9  feet  6  inches  at 
the  centre  in  depth.  However,  the  effective  length  of 
tanks  Nos.  1  and  2  is  only  58  feet,  while  in  No.  3  it  is 
55  feet,  the  feeding  channels  and  outlet  weirs  reducing 
them  to  this  extent.  Hence,  while  the  capacity  of  each 
tank  is  81,000  imperial  gallons,  the  effective  capacity 
is  only  75,000  gallons  for  Nos.  1  and  2  and  72,000  gal- 
lons for  No.  3.  As  originally  constructed,  these  tanks 
were  on  the  continuous-flow  principle,  with  penstocks 
and  decanting  valves  for  the  removal  of  sedimented 
sludge  before  it  became  septic.  In  1914  tank  No.  1  was 
altered  by  the  addition  of  inlet  and  outlet  weirs,  the 
direction  of  flow  being  changed  from  across  the  tank 
to  lengthwise  in  the  tank.  The  addition  of  these  weirs 
also  allowed  the  sewage  level  to  be  raised  eighteen 
inches,  with  a  consequent  increase  in  sludge-storing 
capacity.  Colloidal  plates  were  also  suspended 
throughout  the  length  of  the  tank.  In  1915  tank  No.  2 
was  altered  to  the  same  type  as  No.  1,  but  without  the 
addition  of  colloidal  plates.  Immediately  after,  tank- 
No.  3  was  altered  to  a  two-storey  type  by  the  addition 
of  four  wooden  troughs,  each  trough  having  a  sectional 
area  of  12^  square  feet.  The  sewage  is  fed  into  the 
tank  from  submerged  orifices  in  a  channel  extending 
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icross  the  tank  at  the  centre,  and  flows  to  the  outlet 
weirs,  one  at  each  end  of  the  tank.  The  troughs  are 
provided  with  baffle  walls  to  prevent  surface  velocity. 

Simile  is  allowed  t.>  collect  in  all  of  these  tanks  to 
.1  depth,  measured  at  the  centre,  of  5  feet  0  inches,  this 
usually  taking  about  o5  days.  When  this  line  is  reached 
the  tanks  are  sludged,  as  previously  described  in  this 
article.  The  average  detention  period  is  4^4  hours  for 
N'os.  1  and  2  and  1 ,' j  hours  for  No.  3. 

I  Mb  in;;  to  the  short  digestion  period — about  65  days 
the  sludge  has  a  very  heavy  odor.  Before  being  run 
to  the  drying  beds  it  is  treated  with  a  deodorant,  a 
coal  tar  disinfectant  now  being  used.    The  deodorant 

mixed  with  water  in  a  tank,  which  is  connected  by 
a  pipe  to  the  sludge  ejector.  Every  time  the  ejector 
tills,  a  portion  of  this  mixture  is  drawn  in,  and  when 
discharged  out  on  the  beds,  is  mixed  throughout  the 
sludge.    In  addition,  after  the  bed  is  filled,  the  surface 

sprayed  with  the  chemical  until  entirely  covered. 
When  this  covering  has  evaporated,  usually  one  or  two 
•  lavs  after  treatment,  the  surface  is  again  sprayed,  and 
this  has  been  found  sufficient  even  in  the  hottest 
weather.  With  this  treatment  no  offensive  odors  can 
be  noticed,  even  in  the  vicinity  of  the  beds. 

Bacteria  Beds. 

The  number  of  beds  is  13;  area  of  each  bed,  20-1 
square  yards;  cubical  contents  of  each  bed,  498  cubic 
yards;  total  area,  2,652  square  yards;  total  cubical  con- 
tents, 6,474  cubic  yards;  number  of  distributors,  13; 
length  of  travel  of  distributor,  131  feet;  width  of  each 
distributor,  14  feet;  depth  of  filtering  media,  ends,  6ft. 
4  in. ;  centre,  8  ft.  4  in. 

The  size  of  the  filtering  media  varies,  being  for 
beds  Nos.  1  to  7  of  3-inch  crushed  stone,  with  a  top 
dressing  of  lj4-iuch  crushed  stone  one  foot  in  depth, 
and  for  beds  Nos.  8  to  13  of  2^-inch  crushed  stone, 
with  a  top  dressing  of  1)4 -inch  crushed  stone  one  foot 
in  depth.  The  rate  of  treatment  is  380  imperial  gallons 
per  superficial  yard  for  24  hours,  or  155  imperial  gal- 
lons per  cubic  yard  of  filtering  media  for  24  hours,  as 
two  beds  are  rested  each  day.  This  gives  each  bed  one 
day's  rest  per  week,  and  since  this  rule  has  been  put  in 
practice  no  trouble  has  been  experienced  with  the  fil- 
ters ponding. 

The  entire  plant  is  housed  in  metal-clad  buildings, 
which,  with  the  exception  of  the  pump  house,  are  not 
heated.  Although  in  the  winter  the  temperature  drops 
to  as  low  as  50  degrees  below  zero,  no  trouble  with 
frost  has  been  experienced.  The  temperature  inside; 
the  buildings  is  taken  on  recording  thermometers,  and 
the  lowest  figure  reached  last  winter  was  35  degrees. 

Sludge  Drying  Beds. 

There  are  six  beds,  with  a  total  area  of  2,421  square 
yards.  All  are  provided  with  open-jointed  tile  pipe 
underdrains,  which  carry  the  drained-off  liquor  back 
to  the  screen  chamber.  These  drains  are  covered  with 
18  inches  of  2-inch  crushed  stone,  and  this  in  turn  is 
covered  with  about  5  inches  of  cinders,  which  have 
passed  through  two  thicknesses  of  34-inch  mesh  screen. 

Usually  the  beds  are  filled  with  sludge  to  10  inches 
in  depth,  and  in  favorable  weather  dry  out  sufficiently 
for  emptying  in  two  weeks.  During  the  winter  months 
the  sludge  freezes  shortly  after  being  discharged,  so 
the  beds  are  completely  filled  and  not  emptied  until 
about  June,  by  which  time  they  are  thoroughly  dried. 
The  dried  sludge  is  hauled  to  the  nuisance  grounds  in 
dump  wagons,  the  round  trip  being  about  2^  miles. 

Humus  Pond. 

This  pond  is  formed  by  earth  embankments  and 
holds  about  300,000  gallons.  The  deposited  solids  from 


tin'  effluent  are  cleaned  out  once  a  year  and  used  for 
filling  in  the  banks. 

Operating  Costs. 

\  cry  little  is  published  regarding  the  cost  of  oper- 
ating sewage  works,  so  the  following  costs  are  for  the 


year  of  1915 : 

Screen  chamber  and  detritus  pit    $  279.(17 

Pump  house    6,632.03 

Sedimentation  tanks — Cleaning    158.4s 

Sludging   339,49 

Valve  repairs    36.75 

Bacteria  beds  and  distributors    051.90 

Sludge  beds — Dressing    221.10 

Emptying  \   1,003.34 

Testing  laboratory    355.90 

1 1  umus  pond    135.04 

Lighting   256.65 

Heating   80.83 

Water  .'.   366.10 

Miscellaneous   401.42 

Fire  insurance   361.98 

Employers'  liability  insurance    77.82 

Portion  of  engineer's  office  expense    310.91 


Total  cost    $11,076.07 


Note. — Electric  current  costs  2  cents  per  kvv.  h.  for  power 
and  7  cents  for  lighting.  The  charge  against  the  testing- 
laboratory  is  principally  for  equipment  and  utensils. 


General  Data. 

Population   20,000 

Total  sewage  treated,  imperial  gallons  . .  .'  311,411,000 

Sewage  per  capita  per  day,  gallons    43 

Total  gross  pumping  cost    $6,632.03 

Average  total  head,  feet   23 

Cost  of  pumping  per  million  gallons    $21.29 

Tons  of  dried  sludge  removed  from  beds    1,070.2 

Total  cost  of  removal    $1,003.34 

Removal  cost  per  ton    $0,937 

Cubic  yards  of  wet  sludge  removed  from  tanks..  ..  2,304 

Total  cost  of  removal    $339.49 

Removal  cost  per  cubic  yard    $0,143 

Imperial  gallons  of  sludge  obtained  per  million  gal- 
lons of  sewage  treated                                 ..  ..  2,052 

Tons  of  screenings  from  30th  May    21.70 

Total  cost  of  removal    $152.85 

Removal  cost  per  ton    $7.02 

Note. — No  record  of  the  screenings  was  kept 
previous  to  May  30. 

Cost  of  treatment  at  works  per  million  gallons — 

Net   $10.19 

Gross   $37.49 

Cost  of  treatment  per  capita  per  year — 

Net   $0,252 

Gross   $0,584 


Note. — The  net  cost  is  the  total  or  gross  cost,  less  the 
pumping  cost. 

Testing  Laboratory. 

This  is  now  well  equipped,  and  quantitative  an- 
alyses are  made  by  the  writer  once  a  week  for: — total, 
dissolved  and  suspended  solids,  oxygen  consumed  in 
four  hours  at  20  degrees  C,  free  and  albuminoid  am- 
monia, nitrogen  as  nitrites  and  nitrates,  chlorine,  and 
alkalinity.  Samples  are  also  incubated  for  seven  days 
and  again  tested  for  oxygen  consumed  in  four  hours. 
Samples  of  the  effluent  from  each  filter  bed  are  incu- 
bated for  relative  stability  as  measured  by  the  decolor- 
ation of  methylene  blue.  Complete  analyses  are  made 
simultaneously  of  the  sewage,  bacteria  lied  effluent, 
and  the  final  effluent,  while  the  effluents  from  the  three 
sedimentation  tanks  are  tested  separately  for  total,  dis- 
continued on  page  896) 
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Municipal  Filtration  Plant  at  Orillia,  Ont. 


THE  town  of  Orillia,  Ontario,  obtains  its  water 
supply  from  Lake  Couchiching,  which  source 
of  supply  is  at  times  turbid  and  subject  to 
sewage  contamination,  necessitating  filtration 
to  make  it  potable.  In  order  to  safeguard  the  public 
health,  the  Orillia  Water,  Light  and  Power  Commis- 
sion decided  to  install  an  up-to-date  filtration  plant, 
which  is  now  in  successful  operation. 

The  plant  installed  is  of  the  "pressure  type,"  con- 
sisting of  five  filter  units.  The  pumps  take  the  water 
from  a  pump  well,  after  it  first  has  passed  through  a 
sedimentation  basin,  which  basin  is  fed  from  the  lake 
by  gravity,  and  force  it  through  the  filters  either  to 
the  stand-pipe  or,  as  in  the  case  of  fire,  directly  into 
the  distribution  system. 

Each  filter  consists  of  a  steel  shell  built  of  heavy 
boiler  steel,  8  feet  in  diameter  by  18  feet  long.  The 
interior  of  the  filters  is  provided  with  a  filter  bed  con- 
sisting of  specially  mined  and  screened  quartz  gravel 
and  quartz  sand.  Below  the  filter  bed  is  a  strainer 
system  consisting  of  numerous  bronze  strainers,  of 
which  there  are  about  550  in  each  filter.   The  unfiltered 


Interior  of  Filter  House  at  Orillia,  showing  the  Mechanical  Filter  Units. 

water  is  admitted  on  top  of  the  filter  bed,  through 
which  it  percolates  and  is  collected  by  the  strainers. 

At  regular  intervals,  at  least  once  a  day,  each  filter 
is  washed  with  a  reverse  current  of  filtered  water  en- 
tering the  filters  through  the  strainers,  rising  up 
through  the  filter  bed  and  carrying  off  the  accumu- 
lated impurities  into  the  sewer.  In  order  to  help  this 
washing  process  the  filte'r  bed  is  first  agitated  with  a 
flow  of  air,  under  pressure,  furnished  by  an  air  blower. 
The  air  is  distributed  under  the  filter  bed  and  directly 
above  the  strainer  system  by  means  of  a  grill-work 
of  small  perforated  bronze  tubes.  The  air  not  only 
agitates  the  filter  bed,  thus  making  sure  that  the  ap- 
plied wash  water  reaches  every  particle  of  the  filter 
bed,  but  it  also  refreshes  and  sweetens  the  filter  bed, 
carrying  off  any  odor,  due  to  decaying  vegetable  mat- 
ter. 

In  order  to  properly  filter  the  water  it  is  necessary 
to  feed  to  the  raw  water  a  small  amount  of  alum  solu- 
tion. The  carbonates  present  in  the  lake  water  de- 
compose the  alum  into  aluminum  hydrate,  an  inert, 


flocular,  sticky  substance,  and  carbon  dioxide,  a  gas 
which  escapes  from  the  water.  The  aluminum  hydrate 
coagulates  the  impurities  present  in  the  water  (an 
action  similar  to  the  clarifying  of  coft'ee  by  means  of 
the  white  of  an  egg),  gathering  same  together  into  com- 
paratively large  particles.  These  particles  are  retained 
on  the  filter  bed,  forming  a  blanket,  which  enmeshes 
and  retains  all  foreign  substances  which  are  suspend- 
ed in  the  water,  including  germs. 

The  alum  solution  must  be  fed  to  the  raw  water  in 
exact  proportion  to  the  amount  of  water  passing 
through  the  filter,  and  inasmuch  as  the  pumping  sys- 
tem is  direct  and  therefore  irregular,  rising  and  fall- 
ing with  the  increase  and  decrease  of  consumption,  a 
very  ingenious  system  was  especially  designed  to  meet 
this  condition. 

As  above  stated,  the  water  flows  from  the  lake  by 
gravity  to  a  sedimentation  basin  located  below  the 
filter-house  floor.  This  basin  communicates  with  the 
pump  well  by  means  of  an  adjustable  sluice  gate,  which 
is  opened  just  sufficiently  to  produce  a  difference  in 
level  between  the  water  in  the  sedimentation  basin 
and  the  water  in  the  pump  well  of  twelve  inches,  when 
the  pumps  work  at  their  maximum  rate  of  two  mil- 
lion Imperial  gallons  per  twenty-four  hours.  When- 
ever the  speed  of  the  pump  decreases,  the  difference 
in  the  levels  between  the  sedimentation  basin  and 
pump  well  also  decreases,  and  this  difference  in  levels 
is  constant  for  a  given  pumpage,  irrespective  of  any 
variation  in  the  lake  level. 

The  pump  well  and  the  sedimentation  basin  are 
connected  each  with  a  float  tube  provided  with  floats, 
which  actuate  a  differential  control  mechanism,  which 
control  operates  a  swinging  orifice  in  the  orifice  box. 
The  orifice  box  is  fed  with  alum  solution  from  the 
solution  tanks  and  the  level  of  the  solution  in  the 
orifice  box  is  kept  constant  by  means  of  a  ball  cock. 
Tt  therefore  can  readily  be  seen  that  the  variation  in 
the  difference  of  the  level  between  sedimentation  basin 
and  pump  well  is  in  direct  proportion  to  the  head  of 
the  solution  in  the  orifice  box  above  the  swinging 
orifice. 

From  the  orifice  box  the  solution  discharges  into 
a  feed  box,  from  which  feed  box  the  solution  is  piped 
to  the  various  points  of  application.  It  has  been  found 
best  practice  to  feed  one  portion  of  the  solution  to 
the  entrance  of  the  water  into  the  sedimentation  basin, 
another  portion  into  the  pump  well,  and  a  third  por- 
tion directly  into  the  suction  of  the  pumps. 

The  accompanying  photograph  shows  the  general 
arrangement  of  the  plant. 

Each  filter  is  also  provided  with  a  mercury  indi- 
cator, showing  at  all  times  the  amount  of 'water 
passing  through  each  filter  when  filtering,  and  the 
amount  of  water  entering  each  filter  when  washing. 
Whenever  the  accumulation  of  impurities  in  one  of 
the  filters  reaches  such  a  point  that  the  delivery  of 
the  filter  is  considerably  decreased,  this  will  at  once 
be  indicated  by  the  mercury  indicator,  thus  telling 
the  operator  when  it  is  necessary  to  wash  the  filter". 
The  main  supply  and  discharge  pipes  are  provided 
with  pressure  gauges  to  show  "the  difference  in  pres- 
sure or  loss  through  friction  between  inlet  and  outlet. 
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rhe  plant  was  designed  and  built  by  the  Interna- 
tional Filter  Company,  Chicago,  under  the  supervision 
oi  the  (  >rillia  W  ater.  Light  and  Power  Commission, 
Mr.  \\    K.  Cireenwood.  M  A. Sc..  Engineer. 


Concreting  in  Cold  Weather 


AS  a  number  of  tilings  have  interfered  with  con- 
tracting this  season,  notably  the  shortage  of 
labor,  many  contractors  not  now  informed  on 
the  requirements  of  cold  weather  concreting 
would  no  doubt  appreciate  knowing  how  they  might 
profitably  lengthen  their  contracting  season. 

Concrete  work  can  be  carried  on  successfully  in  cold 
weather.  All  that  is  necessary  is  to  heat  the  sand  and 
pebbles  or  broken  stone  and  mixing  water  so  that  the 
concrete  mixture  will  have  a  certain  minimum  tem- 
perature, then  to  place  the  concrete  quickly  and  main- 
tain the  beat  until  early  hardening  has  been  completed. 
This  does  not  mean  that  there  are  no  limitations  to 
the  practicability  of  doing  concrete  work  in  cold 
w  eather,  but  that  if  a  few  simple  precautions  and  pro- 
tect i\e  measures  are  used,  winter  concrete  work  will 
be  as  successful  as  that  done  in  warm  weather. 

Many  contractors  have  found  their  working  season 
profitaby  lengthened  by  using  these  precautions  and 
protective  measures.  This  means  that  men  and  equip- 
ment can  be  kept  profitably  employed  almost  regard- 
less of  season.  In  this  way  the  contractor  can  keep 
his  efficient  organization  together.  The  resulting  ad- 
vantage^ are  far  greater  than  the  seeming  disadvan- 
tages, principal  among  which  is  that  applying  the 
necessary  precautions  slightly  increases  the  cost  of 
cold  weather  work.  This,  however,  is  usually  offset 
by  the  builder's  willingness  to  pay  for  the  privilege  of 
having  the  use  of  his  building  or  structure  earlier  than 
would  be  possible  if  work  were  postponed  until  warm 
weather.  The  contractor,  therefore,  who  decides  to 
lengthen  out  his  construction  season  will  do  well  to 
keep  the  following  in  mind : 

Remember  that  during  the  first  few  days  following 
the  placing  of  concrete  alternate  freezing  and  thawing 
at  comparatively  short  intervals  will  damage  it. 

Remember,  therefore,  that  it  is  necessary  to  so 
mix.  place,  and  protect  the  concrete  that  early  harden- 
ing will  be  complete  before  the  work  is  exposed  to 
freezing  temperatures. 

Remember  that  to  do  this: 

1.  Sand  and  pebbles  or  broken  stone  used  must  be 
free  from  frost  or  lumps  of  frozen  material. 

2.  If  these  materials  contain  frost  or  frozen  lumps, 
thaw  them  out  before  using. 

3.  As  cement  forms  but  a  relatively  small  bulk  of 
the  materials  in  any  batch  of  concrete,  it  need  not  be 
heated. 

4.  Mixing  water  should  always  be  heated. 
Remember  that,  although  adding  common  salt  to 

mixing  water  will  prevent  freezing  of  concrete  that 
has  not  hardened,  there  is  a  limit  to  the  quantity  of 
-alt  which  may  be  added  if  the  final  strength  of  the 
concrete  is  not  to  be  affected.  Salt  simply  lowers  the 
freezing  point  of  the  mixing  water;  it  does  not  supply 
what  is  most  needed — heat  and  warmth.  It  delays,  in- 
stead of  hastens,  the  hardening  of  the  concrete. 

Remember  that  sand  and  pebbles  or  broken  stone 
and  mixing  water  must  be  heated  so  that  the  concrete 
w  hen  placed  shall  have  a  temperature  of  from  75  to  80 
degrees. 

Remember  that  some  sands  are  injured  by  too 


much  heal.  The  same  applies  to  certain  varieties  of 
pebbles  and  broken  stone.  A  temperature  not  exceed- 
ing 150  degrees  Kahrenheit  will  generally  prove  most 
satisfactory. 

Remember  to  place  concrete  immediately  after  mix- 
ing, so  thai  none  of  the  heat  will  be  lost  before  placing 
in  the  forms. 

Remember  to  warm  metal  forms  and  reinforcing 
before  placing  concrete.  Re  careful  to  remove  ice 
and  snow  and  frozen  concrete  remaining  on  the  form 
from  preceding  work.  Forms  can  be  warmed  by  turn- 
ing a  jet  of  steam  against  them  or  by  wetting  with  hot 
water. 

Remember  that  even  though  materials  have  been 
heated  and  the  concrete  placed  immediately  after  mix- 
ing it  will  lose  much  of  its  heat  if  not  protected  from 
low  temperatures. 

Remember,  therefore,  to  protect  the  concrete  im- 
mediately after  placing".  Canvas  covering,  sheathing, 
housing-in  the  work,  or  hay  or  straw  properly  applied, 
will  furnish  the  required  protection  for  some  work.  Tn 
addition  to  these  means,  small  oil  or  coke  burning- 
stoves  or  salamanders  may  be  used  in  enclosed  struc- 
tures. 

Remember  that  temperatures  which  may  not  be 
low  enough  to  freeze  the  concrete  may,  nevertheless, 
delay  its  hardening  for  a  considerable  time.  Do  not 
expect  concrete  placed  when  the  temperature  is  low 
and  remains  low  for  some  time  afterward  to  be  safe 
for  use  as  soon  as  though  placed  during  warmer 
weather. 

Remember  that  if  concreting  is  unavoidably  de- 
layed or  interrupted  the  work  should  be  covered  until 
concreting  is  again  begun. 

Remember  to  cover  and  protect  any  sections  of  the 
work  as  soon  as  completed.  In  severe  cold  weather 
continue  this  protection  for  at  least  five  days. 

Remember  that  forms  must  not  be  removed  from 
the  concrete  work  too  early.  This  applies  to  any  con- 
crete work,  regardless  of  season,  but  is  particularly 
important  with  work  done  during  cold  weather. 

Remember  that  frozen  concrete  sometimes  very 
closely  resembles  concrete  that  has  thoroughly  hard- 
ened. When  frozen  concrete  is  struck  with  a  hammer 
it  will  often  ring  like  properly  hardened  concrete.  Be- 
fore removing  forms,  examine  the  work  carefully  to 
see  whether  it  has  hardened  or  is  simply  frozen.  To 
determine  this,  remove  one  board  from  some  section 
of  a  form,  pour  hot  water  on  the  concrete  or  turn  the 
flame  of  a  plumber's  blow-torch  or  a  jet  of  steam 
under  pressure  against  the  concrete.  If  frozen,  the 
heat  will  soften  the  concrete  by  thawing  the  water 
contained  in  it. 

Remember  that  although  concrete  which  freezes 
before  early  hardening  has  been  completed  may  not 
be  permanently  injured,  if  after  thawing  out  it  is  not 
again  exposed  to  freezing  until  hardened,  protecting 
the  concrete  against  possibility  of  freezing  is  best. 

The  Portland  Cement  Association,  111  West  Wash- 
ington Street,  Chicago,  have  just  announced  that  they 
are  distributing  a  booklet,  "How  , to  Do  Concrete  Work 
in  Cold  Weather."    It  is  supplied  free  of  charge. 


Sewage  Disposal  Works  at  Moose  Jaw,  Sa6k. 

(Continued  from  page  894) 

solved,  and  suspended  solids  and  oxygen  consumed 
in  four  hours  at  20  degrees  C. 

The  samples  tested  are  collected  at  two-hour  inter- 
vals in  separate  bottles  during  the  twenty-four  hours, 
preserved  in  an  ice  chest,  and  at  the  time  of  analysis 
mixed  in  proportion  to  the  sewage  flow. 
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The  Element  of  Safety  in  the  Construction 
and  Improvement  of  Roads 


In  the  last  issue  of  the  Contract  Record,  there  was 
published  a  letter  from  a  correspondent  advocating 
greater  measures  of  safety  and  protection  on  the  high- 
ways of  this  province.  From  time  to  time  articles 
dealing  with  this  important  subject  have  been  printed 
in  these  pages,  in  which  more  efficient  provisions  of 
safety  in  the  construction  and  improvement  of  roads 
were  recommended.  This  problem  is  of  such  import- 
ance that  further  comment  on  it  is  not  out  of  place, 
and  in  the  light  of  many  matters  pointed  out  by  our 
correspondent,  we  feel,  not  untimely.  We  therefore 
reprint  from  "Good  Roads"  parts  of  a  recent  article 
along  this  line  : — 

\t  a  time  well  within  the  memory  of  most  road 
builders,  the  element  of  safety  commanded  relatively 
little  attention  in  road  work.  Neither  in  design  nor 
in  construction  was  a  safe  road  kept  in  mind  as  the 
kind  to  be  built,  and  little  effort  was  made  to  eliminate 
danger  points  in  existing  roads. 

The  road  builders  of  that  time  were  not  greatly  at 
fault  in  their  disregard  of  this  factor  in  location  and 
construction.  The  traffic  over  the  roads  was  light;  it 
consisted  entirely  of  horse-drawn  vehicles  and  pedes- 
trians with  an  occasional  horseback  rider,  and  all  of 
it,  according  to  present  standards  at  least,  was  slow 
moving  traffic.  Accidents,  though  not  unknown,  were 
infrequent,  and  generally  resulted  from  a  road  surface 
out  of  repair  or,  often,  from  some  cause  not  related  to 
the  character  or  condition  of  the  highway.  These 
traffic  conditions  were  the  ones  for  which  roads  had 
to  be  built,  and  as  first  cost  was  often — perhaps  more 
often  than  now — the  governing  factor,  sharp  turns  and 
excessive  grades  were  the  rule  almost  everywhere  ex- 
cept in  flat  or  rolling  country. 

As  the  automobide  evolved  from  a  curiosity  to  an 
everyday  business  and  pleasure  vehicle,  from  a  clumsy, 
slow-going  "horseless  carriage"  to  a  trim,  powerful 
machine  capable  of  express-train  speed,  the  danger  Of 
obstructions  to  the  view  of  the  road  ahead  became  more 
and  more  apparent.  At  present  motor-driven  vehicles 
are  in  the  great  majority  on  many  country  roads.  They 
are  driven  at  high  speeds  and  in  some  sections  where 
the  roads  carry  an  especially  large  number  of  pleasure 
cars,  every  pleasant  Sunday  or  holiday  exacts  its  toll 
of  accidents. 

It  is  doubtless  a  fact  that  most  automobile  accidents 
are  caused  by  incompetent  or  reckless  driving,  but  at 
the  same  time,  dangerous  roads  are  partially  respons- 
ible. Many  an  accident  would  have  been  prevented  in 
spite  of  poor  or  reckless  driving  had  proper  provisions 
been  made  for  safety  when  the  road  was  built.  To 
put  it  in  another  way,  it  is  now  necessary  to  build 
roads  as  nearly  "fool  proof"  as  conditions  and  funds 
permit. 

Dangerous  Features 

The  most  common  dangers  of  the  road  are  excessive 
grades,  sharp  curves,  short  sight  lines  and  various 
combinations  of  these.  The  steep  grade  is  perhaps  the 
least  dangerous,  although  it  is  something  to  be  avoided 
for  safety's  sake  as  well  as  for  the  saving  in  power. 
There  is  occasionally  a  road  upon  which  the  summit 
of  two  intersecting  grades  is  a  source  of  danger  be- 
cause the  drivers  of  two  cars  which  happen  to  meet 
just  at  the  top  cannot  see  each  other  until  just  before 


they  meet.  Heavy  grades  are  also  dangerous  because 
they  increase  the  likelihood  of  serious  results  from 
unavoidable  accidents  to  cars. 

The  sharp  curve  is  ordinarily  dangerous  only  to 
vehicles  on  the  wrong  side  of  the  road  or  travelling 
at  a  comparatively  high  speed.  But  it  is  necessary  to 
recognize  that  motor  vehicles  will  be  driven  at  fairly 
high  speed  and  that  the  drivers  will  often  take  a  chance 
and  hug  the  inside  of  a  curve  whether  the  inside  is 
to  the  right  or  to  the  left.  At  a  curve  there  is  added 
to  the  danger  of  collision  that  of  leaving  the  road  if 
the  car  is  speeded  beyond  a  certain  limit. 

Short  sight  lines  are  without  doubt  the  greatest  of 
the  three  dangers  to  which  reference  has  been  made. 
A  sight  line  shortened  by  obstructions  is  most  frequent- 
ly encountered  on  curves,  but  is  also  common  at  inter- 
sections where,  as  a  matter  of  fact,  three  sight  lines 
have  to  be  taken  into  account — one  along  the  road 
ahead,  and  one  each  way  along  the  intersecting:  road 
or  railway.  Assuming:  a  roadway  to  be  of  sufficient 
width  to  allow  two  vehicles  to  pass  safely,  an  obstruct- 
ed view  of  the  road  ahead — like  the  sharp  curve — 
would  not  be  a  menace  to  the  safety  of  motorists  or 
other  users  of  the  road  if  all  drivers  kept  to  the  right 
and  drove  slowly  enough  so  that  they  could  stop  with- 
in a  very  short  distance.  These  conditions  do  not  ob- 
tain, however,  and  it  is  necessary  to  consider  the  si^ht 
line  very  carefully. 

Providing  for  Safety 

The  work  of  providing  for  the  safety  of  traffic  may 
be  considered  under  two  general  classifications;  first, 
in  the  design  and  construction  of  new  roads,  and  sec- 
ond, in  the  relocation  and  reconstruction  of  existing 
roads. 

In  new  work,  the  making  of  ample  provisions  for 
safety  is  very  largely  a  matter  of  location.  Grade, 
curvature,  and,  to  a  considerable  extent,  the  sight  line, 
generally  can  be  adjusted  to  the  requirements  of  safety 
when  laying  out  the  route,  although  special  construc- 
tion may  sometimes  have  to  be  provided  for  when  the 
location  is  fixed  by  topographical  conditions  or  by  the 
difficulty  of  securing  rights  of  way.  Probably  no  hard 
and  fast  rules  can  be  laid  down  for  limiting  grade  and 
curvature — both  having  to  be  determined  with  refer- 
ence to  the  conditions  obtaining  on  the  particular  road 
under  consideration. 

The  grade  will  often  be  determined  very  largely 
by  the  available  funds,  and,  of  course,  where  a  steep 
grade  is  unavoidable,  especial  effort  should  be  made 
to  avoid  sharp  turns  and  obstructions  to  view  on  the 
inside  of  the  curves.  The  steep  grade,  in  itself,  is 
less  dangerous  than  the  sharp  curve,  and  both  are 
rendered  safe  if  a  sufficiently  long  sight  is  provided. 

Minimum  radius  of  curve,  like  maximum  grade, 
must  be  determined  with  care,  but,  again  like  the 
matter  of  grade,  it  cannot  be  made  the  subject  of  a 
fixed  rule.  It  must  be  decided  upon  in  each  case,  giv- 
ing due  weight  to  grade,  sight  line,  and  a  variety  of 
other  factors,  both  independent  and  inter  dependent. 

The  sight  line  is  by  far  the  most  important  factor 
entering  into  the  problem  of  building  safe  roads,  for 
it  can  be  made  the  most  fruitful  cause  of  accidents  or 
the  most  effective  safeguard.  As  indicated  in  the  pre- 
vious references  to  grade  and  curvature,  what  would 
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otherwise  be  dangerously  high  grades  and  sharp  curves 
call  he  made  safe  by  providing  sufficiently  long  sight 
line.  The  problem  of  determining  the  necessary  length 
1 1 1  Sight  line  is  similar  to  that  of  fixing  upon  a  maxi- 
mum grade  or  thai  of  finding  the  minimum  radius  of 
curvature  in  that  it  cannot  be  considered  alone,  but 
must  be  studied  in  connection  with  other  factors,  chief 
among  them  being  grade  and  curvature.  Indeed,  these 
factors  are  so  inherently  inter-dependent  that  no  in- 
telligent discussion  of  any  one  of  them  can  be  under- 
taken unless  the  other  two  are  assumed. 

In  the  location  of  a  new  road  the  route  should  be 
carefully  examined  throughout  its  length  with  a  view 
to  so  adjusting  grade,  alignment  and  sight  line  as  to 
make  the  road  safe  for  the  traffic  it  will  carry.  Upon 
occasion  reliance  will  have  to  be  placed  almost  solely 
upon  sight  lines  to  accomplish  the  desired  result,  and 
there  will  be  but  few  cases  in  which  a  long  sight  line 
will  not  provide  an  adequate  safeguard. 

It  is  most  frequently  in  the  work  of  improving  ex- 
isting  roads,  however,  that  the  problem  of  providing 
for  safety  becomes  pressing,  for  the  great  bulk  of  high- 
way work  at  present  consists  of  improving  old  roads 
rather  than  building  new  ones.  For  the  reasons  al- 
ready outlined,  many  of  the  present  roads  were  built 
with  little  or  no  regard  to  the  now  important  considera- 
tion of  safety  and  the  frequency  and  seriousness  of  ac- 
cidents make  it  essential  to  remedy  the  conditions  that 
are  contributing  causes.  Such  remedial  measures  con- 
sist largely  of  widening  roads  at  curves,  banking  curves 
sharp  enough  to  require  it,  reducing  grades  where 
practicable,  and  removing  obstructions  in  the  sight 
line.  These  measures  are,  of  course,  the  same  as  those 
taken  in  original  construction,  and,  in  general,  are 
carried  out  in  the  same  way. 

Eliminating  Dangerous  Curves. 

Widening  the  road  on  curves  is  one  of  the  simplest 
of  safety  provisions,  and  has  become  standard  practice 
in  many  sections  both  in  new  work  and  improvement. 
How  much  should  be  added  to  the  width  of  a  road  at 
a  given  curve  naturally  depends  largely  upon  local 
conditions.  Both  the  paved  portion  and  the  outer 
shoulder  should  be  widened,  the  latter  to  provide  an 
added  safeguard  if  a  vehicle  is  forced  off  the  pavement. 
Sometimes  additional  right  of  way  has  to  be  secured 
in  order  to  widen  the  road,  but  even  in  such  cases,  the 
expenditure  generally  would  be  justified.  An  advant- 
age of  such  construction  at  curves,  apart  from  the 
greater  safety  secured,  is  that  there  is  a  tendency  to- 
ward a  better  distribution  of  traffic  over  the  width  of 
the  pavement. 

Another  method  of  safeguarding  traffic  at  curves 
is  the  division  of  the  road  into  two  parts.  This  di- 
vides the  traffic,  as  on  such  a  curve  only  the  most 
flagrant  disregard  of  the  rule  of  the  road  would  make 
it  possible  for  a  driver  to  hug  the  inside  when  keeping 
to  the  right  would  necessitate  taking  the  outside  of 
the  curve.  Where  this  construction  is  used  the  width 
o!  each  separate  pavement  should  be  somewhat  greater 
than  half  the  width  of  the  pavement  on  tangents,  un- 
less the  latter  has  a  width  exceeding  about  twenty  feet. 

Turves  on  roads  used  to  anv  considerable  extent 
by  motor  driven  pleasure  vehicles  should  be  banked. 
The  amount  of  superelevation  will  depend  on  the  de- 
gree of  curve  and  the  speed  of  traffic,  but  it  should 
never  be  great  enough  to  be  a  serious  hindrance  to 
slow  traffic  or  to  standing  vehicles.  There  is,  however, 
one  objection  to  the  banked  courve ;  it  probably  tempts 


the  driver  of  an  automobile  to  a  speed  greater  than 
is  safe. 

Grade  Reduction. 

Reduction  of  grade  is  so  generally  undertaken  for 
other  reasons  than  safety  that  it  needs  little  considera- 
tion. It  is  safe  to  assume  that  grades  will  be  cut 
down  about  as  much  as  possible,  or  practicable,  to 
reduce  the  resistance  to  travel  and  that  the  matter  will 
rarely  come  up  merely  as  a  safety  measure. 

Lengthening  the  sight  line  is  doubtless  the  mea- 
sure most  generally  adopted  to  remedy  unsafe  condi- 
tions. It  is  not  only  the  most  effective,  but  frequently 
is  the  only  practicable  expedient.  The  necessary 
length  of  sight  line  can  no  more  be  determined  by  a 
rule-of-thumb  than  can  the  other  problems  of  safe- 
guarding travel.  But  a  sufficiently  safe  road  will  be 
provided  if  the  sight  line  is  made  approximately  equal 
to  twice  the  distance  in  which  it  is  possible  to  bring  to 
a  stop,  without  undue  strain  on  the  brakes  or  upon 
the  skill  of  the  driver,  a  car  travelling  at  the  greatest 
speed  likely  to  be  attained  at  the  place  under  consider- 
ation. Fixing  upon  this  speed  may  be  a  matter  of  some 
difficulty,  since  speed  maniacs  are  everywhere,  and  an 
attempt  to  guard  traffic  from  these  exceptional  cases 
would  bring  the  cost  to  a  prohibitive  amount.  It  is 
sufficient  to  assume  a  maximum  speed  of,  say,  40  or 
45  miles  an  hour,  which  would  cover  all  ordinary  traffic 
and  most  of  the  cases  of  excessive  speed  since  the  meet- 
ing of  two  cars  each  going  over  40  miles  an  hour  at 
any  particular  curve  would  be  infrequent. 

Increasing  the  Sight  Line. 

The  actual  work  of  lengthening  the  sight  line  gen- 
erally consists  of  either  excavating  the  bank  on  the 
inside  of  the  curve,  or  clearing  the  corresponding  area 
of  trees,  underbrush  or  other  obstructions.  On  coun- 
try roads  this  usually  can  be  done  at  a  comparatively 
small  cost.  Where  it  would  be  necessary  to  excavate 
rock,  the  cost  would  generally  be  prohibitive,  as  it 
might  also  if  lengthening  the  sight  line  necessitated 
cutting  valuable  timber.  In  such  instances  recourse 
can  often  be  had  to  widening  the  road  on  the  outside 
of  the  curve,  for  as  a  rule  extra  right  of  way  can  be 
secured  on  one  side  or  the  other.  If  the  road  runs 
through  a  rock  cut  or  for  some  other  reason  is  so 
located  as  to  make  securing  additional  width  unduly 
expensive,  reliance  must  be  placed  upon  warning  signs. 

In  actual  work  more  and  more  attention  is  being 
paid  to  the  matter  of  safety.  In  New  York  State  work, 
for  instance,  the  pavement  proper  is  widened  on  curves 
and  banked.  In  addition,  the  slopes  of  the  inner  banks 
at  curves  are  cut  back  and  cleared  far  enough  back 
to  materially  lengthen  the  sight  line.  The  standards 
of  the  New  York  Commission  of  Highways  provide 
for  banking  a  16-foot  pavement  as  follows:  Curves  up 
to  300  ft.  radius,  10  ins.;  300  to  400  ft.  radius,  9  ins.; 
400  to  550  ft.  radius,  8  ins. ;  550  to  800  ft.  radius,  7  ins. : 
800  to  2,000  ft.  radius,  6  ins.  Where  curves  are  banked 
in  this  manner,  the  road  surface  is  made  a  plane  inter- 
secting the  plane  of  the  theoretical  grade  at  the  centre 
line  of  the  pavement. 

It  is  particularly  gratifying  to  observe  that  high- 
way departments  and  roadway  authorities  are  doing 
more  than  ever  in  promulgating  the  principles  of 
"safety  first."  It  is  gradually  being  realized  that 
dangerous  highways  are  relics  of  a  by-gone  day  and 
in  very  many  localities  very  efficient  measures  are  be- 
ing taken  to  re-align  roads,  decrease  grades,  eliminate 
sharp  curves,  remove  grade  crossings  or  otherwise 
dangerous  and  unsafe  obstacles. 
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Placing   Concrete    by    Pneumatic  Methods 

The  means  used  in  mixing,  conveying  and  deposit- 
ing concrete  by  compressed  air  and  live  steam 

 "     By  J.  L.  Springer*   


ANEW  method  of  transporting  concrete  from 
the  mixer  to  the  point  of  use  has  lately  come 
into  use  and  has  been  pretty  thoroughly  tried 
out  on  several  important  jobs.  Compressed 
air  is  employed  to  do  the  conveying.  But  the  pro- 
cedure is  not  so  simple  that  it  can  be  performed  with- 
out due  regard  to  certain  characteristics  of  concrete 
and  the  conveying  tube.  When  these  are  understood 
and  provided  for,  there  is  ordinarily  no  trouble. 

The  pressure  of  the  compressed  air  is  what  carries 
the  concrete  along.  The  first  thing  to  consider  is  the 
necessity  of  getting  the  heavy  weight  started.  A  little 
consideration  will  perhaps  prepare  one  to  understand 
that  in  the  new  procedure  a  very  strong  impulse  is 
employed  at  the  very  start.  That  is  to  say,  with  a 
pipe  transmission  line  8  inches  in  diameter  and  a  half- 
yard  batch  to  send  through,  the  initial  pressure  will 
ordinarily  be  about  85  pounds  per  square  inch.  This 
gets  the  heavy  mass  under  way.  After  a  very  short 
time  and  with  the  concrete  moving  along,  the  pressure 
will  be  kept  at  about  35  or  40  pounds.  A  batch  of 
concrete  can  be  shot  through  the  pipe  at  the  rate  of  50 
feet  per  second — a  speed  of  thirty-odd  miles  per  hour. 
Compressed-air  transmission  of  concrete  may  be  used 
with  pipe  lines  ranging  from  50  to  3,000  feet  long.  The 
diameter  of  8  inches  seems  to  be  about  right  to  suit 
present  methods. 

The  pipe  will  not  necessarily  be  cut  up  by  the  con- 
crete.  In  the  first  place,  the  concrete  is  not  permitted 
to  quite  till  the  interior.  The  pipe  should  have  a  smooth 
interior  surface.  Ordinary  lap-welded  steel  pipe  with 
flanged  joints  is  quite  suitable.  Bends  may  be  made, 
provided  they  are  on  a  36-inch  radius.  Either  bent 
steel  tubes  may  be  employed  for  elbows  or  built-up 
elbows  consisting  of  cast-iron  sections  of  22T/2  degrees 
curvature  each.  The  pipe  line  may  run  up  and  down, 
to  right  and  left — only  there  must  be,  of  course,  some 
limit  to  the  number  and  frequency  of  the  curves.  Riv- 
eted pipe  is  unsuitable,  as  the  rivet  heads  present  ob- 
structions which  the  concrete  would  proceed  to  wear 
down.    I'ipe  with  smooth  interior  stands  up  well. 

The  Mixing  Process. 

With  this  system,  the  ordinary  mixer  is  eliminated 
entirely  and  a  kind  of  pressure  tank  substituted.  The 
mixing,  it  appears,  is  not  completed  in  the  tank,  but 
after  the  materials  have  actually  started  for  their  des- 
tination. It  is  thought  that  it  is  pretty  well  com- 
pleted, though,  in  the  first  twenty  or  thirty  feet  of  the 
pipe  line.  The  mixing  process  probably  continues  to 
a  greater  or  less  extent  throughout  the  whole  journey. 

When  the  concrete  arrives  at  its  destination,  it 
possesses  a  good  forward  motion.  This  suffices  to 
tamp  it  well  into  the  crevices  and  to  consolidate  the 
concrete  itself.  A  short  space  is  allowed  between  the 
end  of  the  pipe  and  the  point  of  deposit.  This  interval 
permits  tin-  compressed  air  t<i  expand  to  atmospheric 
tension.  It  is  understood  that  concrete  alone  is  packed 
into  the  mass.  As  the  concrete  comes  with  a  rush, 
it  is  not  difficult  to  place  it  overhead  or  pretty  much 
anywhere. 

Let  us  now  consider  the  mixing  tank.    This  is  not 

'Adapted  from  an  article  in  Cement  World. 


a  complicated  affair  at  all.  There  are  no  turning  parts 
to  effect  mixing.  The  activity  of  the  compressed  air 
is  depended  upon  for  that  purpose.  There  is  at  the 
top  a  small  hopper  which  is  not  so  much  a  container 
as  a  guide.  There  is  a  down-swinging  door  which 
forms  its  bottom.  Above  the  hopper  is  a  real  hopper 
which  forms  no  part  of  the  device,  but  is  simply  a 
rough  chamber  in  which  the  requisite  quantities  of 
rock,  sand  and  cement  are  placed  with  no  effort  to 
mix  them.  When  the  mixer  is  not  under  pressure  the 
door  may  be  open,  giving  access  to  the  whole  interior 
of  the  mixer.  The  materials  are  dropped  in.  They 
will  settle  down  at  once,  permissibly  filling  the  mixer 
up  to  the  bottom  of  the  chamber  in  which  the  door 
moves  up  and  down  and  which  may  be  termed  the 
door-chamber.  At  the  bottom,  the  mixer  converges 
to  a  tube  which  bends  and  runs  off  horizontally.  When 
the  materials  have  been  dropped  into  the  mixer  from 
above,  they  will  in  part  naturally  settle  down  into 
this  bend.  Back  of  the  bend,  right  at  its  turn,  pro- 
vision is  made  for  the  controlled  entrance  of  com- 
pressed air.  There  is  also  provision  for  compressed 
air  entering  above  the  charge  of  materials  and  below 
the  door  when  that  is  in  closed  position.  The  closing 
of  the  door  is  effected  by  compressed  air.  operating 
against  a  small  piston  in  a  cylinder.  This  air  is  trans- 
mitted by  a  special  tube  of  small  diameter.  A  second 
small  diameter  tube  connects  the  door-chamber  with  a 
suitable  pressure  gauge,  which  enables  the  actual  pres- 
sure conditions  in  the  mixer  to  be  known  at  any  mo- 
men  t. 

Wre  will  now  suppose  the  materials  to  have  been 
dropped  into  the  mixer  and  the  proper  amount  of  water 
to  have  been  fed  in  with  a  hose,  everything  having  gone 
in  through  the  one  opening.  The  cock  is  turned  which 
admits  compressed  air  to  the  piston  cylinder  and  the 
door  is  thus  closed.  A  heavy  pressure  is  now  set  free 
at  the  bend  in  the  elbow  forming  the  bottom  of  the 
mixer.  The  effect  is  partly  to  start  some  of  the  con- 
crete horizontally  along  the  conveying  tube,  but  partly 
to  send  a  stream  of  air  up  against  the  main  load  of  ma- 
terials. This  stream  will  force  its  way  through  and 
there  will  be  evidence  of  a  pressure  above  the  materials 
in  a  movement  of  the  indicator  on  the  gauge  connected 
with  the  door-chamber.  Assuming  85  pounds  for  the 
starting  movement  and  assuming  that  this  movement 
was  quickly  checked,  the  gauge  will  show  perhaps  12 
or  13  pounds  of  pressure.  Pressure  air  will  now  be  ad- 
mitted directly  into  (he  door-chamber,  but  at  a  much 
less  pressure  than  (hat  employed  in  effecting  a  start. 
Thirty-five  or  forty  pounds  is  about  right.  The  gauge 
w  ill  be  carefully  watched  by  the  operator  and  the  cock 
manipulated  to  maintain  the  pressure  at  just  about 
this  stage.  If  it  is  allowed  to  drop  much  below,  the 
concrete  will  be  likely  to  choke  the  conveying  tube; 
if  the  pressure  is  permitted  to  rise  much  higher,  there 
will  he  an  unnecessary  waste  of  pressure  air.  The 
operator's  duty  is,  from  now  on,  a  very  simple  one, 
and  consists  principally  in  keeping  his  eye  on  the  gauge 
and  managing  the  pressure  air  at  a  pretty  constant 
pressure. 

Jt  seems  that  the  pressure  required  to  convey  con 
crete  along  the  pipe  is  the  same  whether  the  pipe  is 
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long  or  short,  Doubtless,  when  considerable  experi- 
ence is  gotten  with  other  diameters  of  conveying  tubes, 
it  will  be  found  that  the  required  pressure  will  vary 
with  the  diameter. 

Amount  of  Water  Immaterial. 

The  amount  of  water  appears  to  play  no  substantial 
part.  Drj  concrete  can,  in  fact,  be  conveyed.  With 
8-inch  tubes  and  elbows  on  36-inch  radii,  there  appears 
to  be  no  difficulty  in  using  concrete  in  which  the  coarse 
aggregate  has  a  maximum  diameter  of  two  inches.  Oc- 
casional  larger  pieces  give  no  trouble,  ordinarily. 
Uniformity  in  size  of  the  coarse  aggregate  seems  to 
promote  ease  of  conveying,  whether  the  material  be 
crushed  .stone  or  gravel.  As  to  the  fine  aggregate — 
the  less  loam  and  other  material  of  a  slick  character, 
the  better  the  transmission. 

The  mixers  are  of  two  sizes — those  receiving 


Arrangement  of  a  compressed  air  mixing  apparatus. 


cubic  yard  of  materials,  and  those  receiving  cubic 
yard.  Naturally,  the  amount  of  pressure  air  required 
will  vary  with  the  distance  of  transmission.  For  the 
larger  mixer,  1,000  feet  is  the  limit  of  economical  move- 
ment. A  compressor  capable  of  compressing  1,200 
cubic  feet  of  free  air  per  minute  will,  it  is  said,  supply 
enough  pressure  air  to  convey  8.  cubic  yards  of  concrete 
per  hour.  The  same  compressor  will  handle  fifty  cubic 
yards — six  times  as  much — in  the  same  time,  if  the 
pipe  line  is  cut  down  to  100  feet.  A  smaller  com- 
pressor will  not  only  have  a  less  maximum  radius  of 
action,  but  will  within  that  radius  operate  less  econ- 
omically.   Thus,  a  compressor  which  compresses  600 


cubic  feet  of  free  air  per  minute — one-half  the  capacity 
of  tlu'  larger  one  cited — will  have  a  limit  of  about  400 
feet  to  its  transmitting  capacity;  and  at  this  distance, 
it  will  handle  only  one-third  the  amount  of  concrete 
as  compared  with  the  bigger  machine.  At  any  rate,  the 
general  law  appears  to  favor  the  larger  compressor. 
Whatever  exceptions  there  are,  seem  to  correspond 
with  rather  short  distances  of  transmission.  At  such 
distances,  it  may  be  that  the  smaller  machine  will  work 
more  advantageously.  It  is  interesting  to  note  that  the 
diameter  of  the  pipe  line  affects  the  amount  of  air 
required.  Other  things  being  equal,  the  smaller  the 
tube,  the  less  pressure  air  is  needed.  Now  the  neces- 
sary diameter  of  the  tube  in  turn  depends  upon  the 
size  of  the  coarse  aggregate — big  aggregate  requires 
big  diameter  of  pipe. 

Where  the  distances  of  transmission  will  undergo 
considerable  changes,  it  may  be  well  to  install  two  com- 
pressors, one  of,  say,  800  cubic  feet  capacity  per  min- 
ute and  the  other  of,  say,  450  cubic  feet.  The  smaller 
machine  may  then  be  employed  on  the  short  trans- 
missions and. the  larger  machine  or  the  two  combined 
on  the  long  distances. 

Where  only  one  compressor  is  to  be  installed,  the 
600-foot  machine  will  be  perhaps  the  minimum  size 
for  effective  work  with  the  3/2-yard  mixer.  With  the 
%-yd.rd  mixer,  compressors  as  small  as  the  350-foot 
size  may  be  used.  In  the  foregoing,  the  actual  com- 
pressor capacities — and  not  the  theoretical  ones — are 
to  be  assumed. 

Adapted  for  Limited  Spaces. 

A  little  consideration  will  make  it  understandable 
that  the  pneumatic  method  is  particularly  suited  to 
tunnel  and  sewer  work.  The  small  amount  of  space 
required  to  provide  for  transmission  is  an  especial  ad- 
vantage. We  have  merely  to  provide  for  a  pipe  line. 
We  may  choose  the  location  of  the  mixing.  Of  course, 
it  is  advisable  to  lessen  the  distance  of  transmission 
because  such  reduction  means  economy  in  pressure  air. 
On  the  other  hand,  we  may,  if  conditions  require  it, 
put  the  mixing  arrangements  outside  the  tunnel  or 
sewer.  Thus,  the  mixer  may  be  placed  overhead  the 
excavation,  now  at  one  point,  and  now  at  another.  The 
transmission  tube  may  be  put  down  a  bore  hole  and 
then  connected  with  a  horizontal  line  of  pipe.  Or,  if 
there  is  room  below  and  it  is  otherwise  convenient,  the 
materials  may  be  dropped  down  the  small  vertical  hole. 

This  latter  procedure  was  found  suitable  in  con- 
creting a  big  sewer  in  a  large  city.  Here  the  excava- 
tion lay  some  80  feet  below  the  general  surface.  A 
station  for  the  assembling  of  batches  of  dry  materials 
would  be  selected  on  the  surface,  and  a  hole  8  or  10 
inches  in  diameter  would  be  put  down  to  the  sewer. 
At  the  surface,  suitable  pits  for  the  feet  of  elevators 
were  arranged  for  the  coarse  and  the  fine  aggregates. 
These  materials  were  dumped  in  their  respective  pits 
and  then  raised  by  the  elevators  and  discharged  into 
hi ns.  From  the  bins,  the  two  materials  could  be  dis- 
charged under  control  into  a  hopper  located  over  the 
vertical  hole.  Below,  in  the  sewer,  a  second  hopper 
was  set  up  above  the  mixer.  This  hopper  served  as 
an  intermediate  reservoir  between  the  hopper  at  the 
surface  and  the  mixer  below,  and  prevented  the  latter 
from  unexpected  service.  From  the  mixer  station  be- 
low, the  transmission  could  be  effected  horizontallv 
for  950  feet  in  two  directions,  making  a  total  of  1.000 
feet  for  one  surface  station. 

This  sewer  has  a  diameter  of  perhaps  15  feet  and  in 
transverse  section  has  the  outline  of  an  inverted  U. 
It  is  some  18,000  feet  in  length.    The  concrete  em- 
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ployed  is  understood  to  have  been  made  on  the  formula 
1 :3  :5.  The  stone  was  of  the  two-inch  size.  The  aver- 
age thickness  of  the  lining  is  perhaps  18  inches.  Or- 
dinary steel  pipe  was  used  for  the  straight  sections.  It 
stood  up  well  under  the  flow  of  material  within  it.  It 
is  understood  that  it  was  found  possible  to  transmit 
some  18,000  or  20,000  cubic  yards  of  concrete  without 
necessitating  a  renewal  of  the  pipe.  The  diameter  em- 
ployed was  eight  inches  inside.  The  concreting  of  the 
side  walls  and  overhead  arch  was  done  with  the  aid 
of  collapsible  steel  forms  with  which  40  feet  of  sewer 
could  be  lined  at  a  setting.  With  such  forms  it  is  or- 
dinarily possible  to  be  concreting  with  some,  while 
others  are  being  moved  to  new  positions  and  there 
prepared  for  the  concrete.  Accordingly,  with  five  sets, 
actual  concreting  could  go  along  at  a  clipping  pace. 
However,  this  would  make  a  heavy  demand  upon  the 
means  of  transmitting  the  concrete.  Nineteen  of  the 
40-foot  sections  were  concreted  in  fourteen  ten-hour 
shifts.  As  the  concrete  was  put  on  to  the  substantial 
thickness  of  18  inches  already  mentioned,  there  was  a 
first  rate  test  of  the  pneumatic  system  in  keeping  forms 
supplied. 

Against  the  cost  of  transmission  should  be  set  the 
economy  arising  out  of  the  automatic  tamping.  Ordi- 
nary recesses  and  crevices  will  be  filled  as  a  matter 
of  course. 

The  engineers  of  a  United  States  railway  devised  a 
special  car  to  be  used  in  connection  with  pneumatic 
mixing  and  placing  of  concrete  in  the  lining  of  a  tunnel 
on  their  line. 

A  Special  Car  for  Concreting 

The  tunnel  is  lyi  miles  long.  The  strata  through 
which  it  passes  consist  in  pari  ol  slate  and  shale,  and 
in  part  of  badly  seamed  and  broken  sandstone.  It  was 
deemed  advisable  to  line  the  tunnel  without  delay. 
It  was  also  desired  to  place  the  50,000  or  o0,000  cubic 
yards  of  lining  without  putting  a  stop  to  the  passage 
of  trains. 

With  a  stationary  mixer  at  either  portal,  the  aver- 
age haul  to  be  accomplished  by  a  concrete  car  would 
have  been  about  three-eighths  of  a  mile.  This  would 
have  meant  delay  and  expense.  A  compact,  self-pro- 
pelled mixer  was  the  outcome  of  the  conditions  to  be 
met. 

A  steel  car  40  feet  long,  10.38  feet  wide  and  stand- 
ing 17.75  feet  above  the  rails,  was  constructed.  The 
adoption  of  steel  probably  resulted  in  a  much  lighter 
car  than  if  wood  had  been  selected.  Naturally,  the 
sand,  stone  and  water  are  carried  at  some  height  above 
the  rails,  so  that  strength  of  construction  is  an  essen- 
tial. Amidships  of  the  car,  a  chamber  open  on  either 
side  is  provided  for  the  mixer  and  the  charging  skip. 
This  chamber  occupies  what  for  convenience  may  be 
called  the  lower  storey  of  the  car.  Immediately  over- 
head is  placed  the  water  compartment,  formed  by  <li 
viding  the  upper  storey,  transversely,  by  steel  bulk- 
heads. An  X-brace  on  cither  side  provides  for  resist- 
ance to  the  hydraulic  pressure.  The  capacity  of  the 
tank  is  1,850  gallons. 

To  the  front  and  to  the  back  of  the  tank  are  placed 
the  stone  and  sand  bins.  These  arc  provided  with  in 
clined  bottoms  sloping  down  towards  the  centre  of  the 
car  and  extending  down  into  the  first  storey.  Suitable 
chutes  extending  into  the  open  chamber  on  one  side 
of  the  car  provide  for  discharge  into  the  charging  skip. 
The  mixer  is  located  on  the  same  level  on  the  other 
side  of  the  car. 

The  motive  power  is  supplied  by  a  gasoline  engine. 


This  was  located  beneath  the  sloping  floor  of  the  sand 
bin.  At  the  other  end  of  the  car,  beneath  the  stone 
bin,  is  placed  an  air  receiver,  a  tank  used  to  contain 
a  supply  of  compressed  air.  Its  capacity  is  96  cubic 
feet.  There  was  a  certain  amount  of  free  space  here 
beneath  the  stone  bin.  This  provides  dry  storage  room 
l"i  ir  cement  in  bags. 

When  the  charging  skip  is  standing  on  the  floor 
ready  to  receive  the  materials,  its  top  is  15  inches  above 
the  floor  level.  Guide  rails  provide  for  its  movement 
up  and  across  the  car  to  a  position  over  the  mixer. 
This  movement  is  effected  by  compressed  air  operat- 
ing in  a  cylinder  9%  inches  in  diameter.  The  guide 
rails  are  T  bars,  40  pounds  to  the  yard.  The  skip  is 
provided  with  a  discharge  gate  which  is  tripped  auto- 
matically by  a  guide  rail. 

Arrangement  of  Discharge  Pipe. 

The  mixer  has  a  capacity  of  about  2/5  cubic  yard, 
corresponding  to  two  bags  of  cement.  At  its  bottom 
is  an  8-inch  discharge  pipe  which  carries  the  concrete 
horizontally  and  then  vertically  to  a  point  near  the 
top  of  the  rear  of  the  car.  At  this  point,  the  discharge 
pipe  divides  into  two  branches.  One  branch  is  used 
when  the  concrete  is  to  be  shot  into  the  foundation 
or  side  wall ;  the  other,  when  its  destination  is  the  arch. 
This  arrangement  is  a  patented  device.  It  includes  a 
sliding  plate,  by  whose  means  the  concrete  may  be  con- 
trolled in  its  movement  into  either  branch. 

Along  one  side  of  the  car  are  arranged  running 
hoards  two  teet  w  ide.  These  may  be  folded  up  against 
the  side  of  the  car  when  not  in  use.  They  provide  a 
footway  for  the  men  going  from  one  part  of  the  car 
to  another,  particularly  when  moving  cement  from 
storage  to  mixing  compartment. 

The  gasoline  engine  which  supplies  the  power  for 
locomotion  is  a  6-cylinder,  4-cvcle,  T-head  machine, 
and  has  a  horsepower  rating  of  200  when  running  at 
350  r.p.m.  The  speed  of  the  engine  may  be  throttled 
down  to  125  r.p.m.  This  motor  with  its  frame  con- 
stitutes an  integral  part  of  the  car,  forming,  in  fact, 
one  of  the  trucks.  Power  is  transmitted  by  a  chain  to 
one  of  the  axles.  A  specially  designed  friction  clutch 
provides  for  control.  The  car  may  be  moved  with 
considerable  rapidity,  a  speed  as  high  as  25  miles  per 
hour  having  been  attained. 

When  the  car  was  in  need  of  more  material,  it  was 
run  out  of  the  tunnel  to  a  special  loading  trestle.  Ar- 
rived beneath  this  trestle,  any  one  or  all  of  the  four 
items — water,  sand,  stone,  cement— could  be  delivered 
by  gravity.  The  cement  went  on  board  in  bags  along 
a  chute.  Undercut  gates  provided  for  the  delivery  of 
sand  and  stone. 

The  compressed  air  supply  for  the  car  was  obtained 
from  a  4-inch  air  main  running  through  the  tunnel. 
By  means  of  a  3-inch  hose,  12  yards  long,  the  air  re- 
ceiver on  the  first  car  could  be  supplied  from  the  air 
main. 

When  this  apparatus  was  first  put  into  actual  com- 
mission, the  men  operating  it  were  naturally  not  ex- 
pert at  handling  it  to  the  best  advantage.  Neverthe- 
less, in  the  first  week  (6  days),  261  cubic  yards  were 
placed'  by  its  means.  During  the  fourth  week  after 
this,  about  3'j  times  the  quantity  ((>2S  cubic  yards) 
was  placed.  A  record  of  201  cubic  yards  was  made 
in  a  single  day.  The  fact  that  the  tunnel  was  being 
used  by  trains  while  the  concreting  was  going  on 
complicates  matters  and  obscures  to  some  extent  the 
actual  performance. 

The  storage  trestle  has  a  track  beneath  it  for  the 
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locomotive  mixer  car.  There  is  another  track  over  its 
deck.  The  27  bins  of  tin-  trestle  provide  storage  for 
.;_M  cubic  yards  of  material.  As  five  loaded  cars  may 
stand  on  the  deck  track,  the  available  storage  is  in- 

creased  by  this  means  to  a  total  of  more  than  500  cubic 
J  ards. 

The  gasoline  mixer  ear  is  preferable  in  tunnel  work 
to  a  locomotive  operated  by  steam  because  of  the  elim- 
ination of  smoke.  Of  course,  electric  motors  would 
COVer  this  same  point. 

The  inventor  of  the  pneumatic  system  used  here 
and  elsewhere  on  long  and  short  transmission  lines  is 
Mr.  J.  H.  Graham. 

Placing  Concrete  with  Live  Steam 

Vnother  recent  system  in  transmitting  and  placing 
concrete  is  that  which  depends  upon  the  pressure  of 
live  steam.  This  method  deals  with  a  further  thing. 
Thai  is  to  say.  the  fresh  concrete  is  wanned  up  dis- 
tinctly in  the  process.  Now  the  setting  of  concrete  is 
largely  a  chemical  process,  so  that  when  one  considers 
how  heat  promotes  most  chemical  reaction  he  is  pre- 
pared to  learn  that  the  claim  is  made  for  the  steam 
process  of  conveying  that  it  is  distinctly  beneficial  to 
the  quality  of  the  resulting  concrete. 

Steam  is  employed  to  drive  concrete  through  a  pipe 
line  and  so  effect  the  placing.  The  concrete  comes  out 
at  the  end  with  a  rush  so  that  it  is  possible,  if  desired, 
to  discharge  the  concrete  in  a  strong  jet.  Off  hand, 
one  might  expect  this  system  to  be  rather  expensive. 
Vctual  experience  has  shown,  however,  that  for  a  dis- 
tance between  .300  and  400  feet  the  cost  for  mixing  and 
placing,  including  labor,  can  be  done  for  26  to  32  cents 
per  cubic  yard.  Fuel  for  the  steam  plant  is  counted 
in  with  this  cost. 

Concrete  can  be  conveyed  by  this  method  through 
2-inch  and  3-inch  pipe  lines,  provided  the  coarse  ag- 
gregate in  the  one  case  is  limited  to  J -inch  size  and  in 
the  other  to  lj^-inch.  In  using  such  small  pipe,  it  is 
very  advisable  that  no  large  pieces  of  stone  or  other 
hard  material  get  into  the  concrete,  even  though  these 
exceptional  pieces  should  be  few  in  number.  There 
should  be  absolutely  none  of  them.  Crushed  stone 
or  rock  should  not  go  into  the  concrete  unless  it  has 
actually  gone  through  the  meshes  of  a  rigid  screen 
having  the  proper  size  of  openings. 

There  seems  to  be  no  difficulty  in  forcing  the  con- 
crete along,  nor  is  there  any  undue  wear  of  the  interior 
surface  when  the  special  tubing  designed  for  the  pur- 
pose is  employed.  At  first,  rubber  tubing  was  em- 
ployed. But  this  seems  now  to  be  not  so  well  adapted, 
the  possible  cause  being  a  deterioration  in  the  grade 
of  rubber  obtainable  at  a  reasonable  price.  A  special 
coating  is  now  applied  to  the  interior  of  the  pipe.  The 
concrete  slips  along  through  this  tubing  without  diffi- 
culty, so  the  writer  understands. 

Protection  Against  Loss  of  Temperature. 

The  steam  in  contact  with  the  concrete  must  be 
protected  against  much  loss  of  temperature-.  Other- 
wise, we  are  likely  to  get  more  or  less  condensation 
with  the  consequent  loss  of  pressure.  Accordingly, 
it  is  not  enough  to  use  simple,  bare  pipes,  especially 
where  the  transmission  is  for  a  considerable  distance. 
This  matter  is  being  taken  care  of  by  the  inventor  of 
the  system  in  the  following  way.  The  coated  pipe  is 
covered  with  a  thick  envelope  of  magnesia,  or  other 
non-conductor  of  heat,  and  a  spiral  sheet  tubing  put 
about  the  magnesia.  This  exterior  metal  covering 
may  be  galvanized.  Each  length — measuring,  say,  23 
feet — is  then  provided  with  three  chairs.    These  are 


devices  which  provide  a  means  of  lifting  the  pipe  by 
hand  from  above  and  a  means  of  holding  it  a  little 
above  the  ground  when  at  rest.  They  also  provide 
a  simple  means  of  securing  mutual  agreement  in  align- 
ment of  a  group  of  pipe  lengths.  The  joints  are  made 
by  using  a  sleeve  which  goes  over  both  ends  and  which 
may  be  secured  quickly  in  place  with  the  use  of  a  bar 
and  without  the  use  of  a  wrench.  A  U-bolt  forms  part 
of  the  device.  Ordinarily,  the  coupling  arrangements 
are  sufficiently  flexible  to  permit  a  15-degree  variation 
in  alignment  from  pipe  length  to  pipe  length. 

Preferably,  super-heated  steam  is  used.  Often  it 
will  be  unnecessary  to  use  elaborate  methods  of  heat- 
ing the  steam.  The  simple  procedure  of  passing  the 
pipes  back  and  forth  at  a  point  where  they  can  be 
subjected  to  gases  of  combustion  will  frequently  be 
all  that  is  necessary. 

.  The  operation  of  the  mixing  and  propelling  ap- 
paratus is  about  as  follows:  All  materials,  including 
water,  are  put  into  the  mixing  chamber  and  the  door 
closed.  Steam  is  then  turned  on  with  the  result  that 
a  paddle  device  is  turned  which  mechanically  performs 
the  mixing.  Steam  is  admitted  into  the  mixing  cham- 
ber during  the  mixing  process.  When  the  materials 
have  been  sufficiently  churned,  steam  is  admitted  into 
another  compartment,  the  atomizing  chamber.  The 
steam  admitted  presses  out  through  the  discharge  line, 
clearing  the  tube  preparatory  to  the  coming  of  the 
freshly  mixed  concrete  and  heating  it  up  as  well.  The 
steam  pressures  in  the  mixing  and  atomizing  cham- 
bers are  different,  at  least  at  this  stage.  In  the  mix- 
ing chamber,  the  steam  admitted  will  have  a  pressure 
of  perhaps  80  pounds  per  square  inch,  and  a  tempera- 
ture corresponding  to  50  degrees  superheat.  In  the 
atomizing  chamber,  on  the  contrary,  the  steam  pres- 
sure will  be  markedly  less,  say  30  pounds  per  square 
inch.  This  steam  is  also  superheated.  Accordingly, 
when  the  valve  connecting  the  two  chambers  is  opened, 
the  superior  pressure  in  the  one  operates  to  drive  the 
concrete  into  the  other,  assisted  by  the  action  of  the 
paddle  device.  The  concrete  will  now  be  atomized — 
that  is,  divided  into  small  particles — and  forced  into 
the  transmission  line.  The  pressure  of  the  steam  will 
in  the  meantime  probably  have  become  about  40  pounds 
per  square  inch.  When  discharged,  the  concrete  is 
in  the  form  of  a  kind  of  spray  which  consolidates  when 
placed. 

It  is  very  necessary  that  the  steam  which  is  doing 
the  propelling  work  through  the  transmission  line  shall 
not  condense  and  so  lose  its  power  of  exerting  pres- 
sure. This  has  already  been  suggested  when  mention- 
ing the  provisions  against  the  'escape  of  heat.  The 
superheating  is  a  further  provision  with  the  same  ob- 
ject in  view. 

Particular  Examples. 

The  steam  method  of  placing  concrete  was  em- 
ployed on  some  Mississippi  levee  work.  The  bank 
had  a  slope  of  1  on  2,  and  it  was  desired  to  protect 
it  by  a  covering  of  concrete.  The  concrete  was  put 
on  two  inches  thick  in  squares  25  feet  on  a  side.  About 
half  of  such  a  square  extended  above  and  half  below 
the  high  water  level.  The  mixture  employed  had 
proportions  given  by  the  formula  1  :3 :2.  A  coating 
was  added  to  the  bank  for  a  distance  along  the  river 
of  perhaps  1,200  feet.  No  reinforcing  was  employed. 
No  provision  was  made  for  securing  the  concrete  to 
the  sloping  bank  other  than  what  would  naturally 
occur. 

Recently,  the  steam  method  was  used  in  connec- 
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tion  with  the  relining  of  an  old  tunnel  half  a  mile  long. 
The  tunnel  penetrates  soft  material  and  was  originally 
protected  against  collapse  by  a  timber  lining.  Thirty 
years  ago  a  second  lining  was  put  in  inside  the  original 
one.  This  consisted  of  semi-vitrified  brick.  The  space 
between  the  two  linings  was  not  thoroughly  packed. 
A  good  deal  of  water  pressure  developed  back  of  the 
brick  lining,  which  resulted  in  constant  leakage  and  a 
good  deal  of  freezing  into  ice  in  the  winter.  The 
brick  lining  suffered  a  great  deal  because  of  the  activ- 
ities to  which  it  was  subjected.  In  short,  the  lining 
became  very  unreliable,  especially  in  the  arch.  It  was 
doubtful  whether  this  brick  lining  could  be  very  well 
replaced  because  of  the  character  of  the  strata  through 
which  the  tunnel  passed.  The  addition  of  another  lin- 
ing within  the  old  would  have  reduced  the  bore  of  the 
tunnel  too  much.  It  was  decided  to  add  a  concrete 
coating  by  means  of  the  steam  atomizer. 

Special  Equipment. 

It  was  desirable  to  perform  the  work  without  inter- 
rupting the  use  of  the  tunnel  for  traffic.  A  construc- 
tion train  was  provided  which  consisted  of  a  locomo- 
tive, caboose  and  three  intervening  cars.  Next  the 
locomotive  was  placed  a  flat  car,  which  accommodated 
the  mixer  on  its  forward  end,  where  it  could  be  con- 
veniently served  with  steam.  By  means  of  a  reducing 
valve  steam  was  supplied  at  90  pounds.  Materials  for 
the  concrete  were  stored  on  the  remainder  of  the  car. 
A  second  flat  car  came  next.  It  was  rigged  to  facili- 
tate the  actual  application  of  the  concrete  to  the 
brickwork  of  the  old  lining.  Here  a  platform  20  feet 
long  was  arranged  4  feet  above  the  car  floor.  On  the 
platform  a  track  provided  for  the  movement  back  and 
forth  of  a  carriage  carrying  the  discharge  nozzle.  The 
carriage  could  be  moved  10  feet.  The  nozzle  consisted 
of  a  piece  of  wrought  iron  pipe.  To  it  was  attached 
a  piece  of  reinforced  rubber  hose,  which  connected  at 
its  other  end  with  the  main  discharge  line  running 
from  the  mixer,  which  was  laid  along  one  side  of  t he- 
car.  The  nozzle  was  arranged  to  rotate  on  a  hori- 
zontal axis  lying  in  the  vertical  plane  passing  through 
the  longitudinal  centre  line  of  the  car.  By  these  means, 
a  considerable  arc  could  be  commanded  with  every 
position  of  the  carriage.  As  the  carriage  itself  could 
he  moved  10  feet  horizontally,  a  segment  of  a  band  10 
feet  long  could  be  dealt  with  without  moving  the  train. 
The  rotation  of  the  framework  to  which  the  nozzle  was 
attached  was  effected  by  a  small  steam  engine.  A 
windlass  and  rope  operated  by  hand  provided  for  the 
carriage  movement.  And  the  locomotive  shifted  the 
whole  outfit.  With  this  equipment,  a  strip  of  concrete 
262  feet  long  and  11  feet  wide  was  placed  in  six  hours. 
The  amount  of  cement  consumed  was  35  bags,  and  the 
concrete  mixture  corresponded  to  the  formula  1:3:2. 
The  entire  job  was  carried  through  in  41  days  at  a 
total  cost  of  $4,600.  Of  this,  $1,700  went  for  rental  of 
the  machine  and  for  expert  supervision.  The  remainder 
was  expended  on  labor,  repairs,  materials,  the  work 
train  and  expense  of  plant. 

The  way  the  concrete  behaves  at  the  beginning  of 
its  application  is  curious.  The  sand  blows  away  for  a 
time-  until  enough  cement  has  been  applied  to  secure 
its  adhesion.  Then  the  pebbles  refuse  to  stay  until 
sand  and  cement  have  prepared  a  sufficient  thickness 
of  mortar.  However,  it  is  judged  that  even  the  sand 
and  pebbles  that  bounce  off  at  the  beginning  perform 
a  very  useful  service  by  pounding  the  first  layer  very 
thoroughly  onto  the  surface  to  which  it  is  desired  to 
attach  the  layer  of  concrete. 


A  similar  job  to  that  of  coating  this  old  brick  lining 
w  as  carried  out  not  long  ago  in  connection  with  an 
old  canal  beneath  which  were  two  stone-lined  water 
conduits  which  supplied  a  big  flour  mill.  The  tun- 
nels were  about  5  feet  high.  So  ancient  was  the  lin- 
ing that  the  mortar  had  pretty  well  disappeared  from 
the  crevices  between  the  stones.  The  job  of  filling 
the  spaces  and  making  a  smooth  coating  with  concrete 
would  have  been  rather  difficult  hy  ordinary  methods. 
The  atomizer  proved  equal  to  the  task,  however.  The 
first  operation  was  to  clean  the  irregular  surface  by 
means  of  a  jet  of  steam  and  hot  water.  This  the  ato- 
mizer supplied.  The  concrete  was  then  applied  by 
means  of  a  sprayed  stream.  Very  small  pebbles  were 
employed  here  for  the  coarse  aggregate,  and  performed 
the  admirable  function  of  packing  the  concrete  into 
the  crevices. 


Improvement  in  Building  Situation 

Building  operations  in  many  cities  in  different  parts 
of  the  Dominion  appear  to  have  picked  up  consider- 
ahlv  during  the  month  of  August,  and  while  in  some 
cases  the  building  business  was  very  slack  during  the 
previous  seven  months,  last  month's  more  active  oper- 
ations have  helped  to  some  extent  to  bring  up  the 
monthly  average.  This  is  especially  the  case  in  Van- 
couver, where  we  find  that  this  year  the  permits  for 
August,  numbering  36,  are  valued  at  $625,879,  as  com- 
pared with  50  in  1915,  at  a  value  of  $55,320.  The  to- 
tal for  the  first  eight  months  of  the  year,  however, 
is  $1,216,394,  the  permits  numbering  269,  as  compared 
with  $1,293,351  last  year,  when  475  permits  were  is- 
sued. The  building  work  during  August  was  as  fol- 
fows :  Repairs  and  alterations,  $15,100;  dwelling 
houses,  $800;  factories  and  warehouses,  $25,050;  offices 
and  stores,  $584,929. 


An  Attractive  Business  Opportunity 

The  Art  Stone  Company,  of  Waynesboro,  Pa., 
manufacturers  of  high-class  concrete  specialties,  are 
making  a  special  offer  of  exclusive  manufacturing  con- 
trol in  Canada  on  their  Artisto  concrete  methods  for 
making  the  following: — High  class  concrete,  concrete 
marble,  Scagliola  and  Marezzo  marble,  decorative  con- 
crete plaster  work,  cemetery  work,  lawn  and  garden 
furniture,  stucco,  brick  and  block  facings,  vases,  porch 
work,  composition  flooring,  marble  lumber  trim,  water- 
proofings,  matrix  mold  process,  granite  work,  mux 
and  porphyry  imitations,  interior  and  exterior  decora- 
tive work,  concrete  finishes,  surfaces,  textures,  granite 
facings,  etc.  It  is  claimed  that  manufacturing  can 
he  done  in  your  office  or  basement;  no  machinery  re- 
quired; profitable  decorative  lines,  and  an  all  the  year 
round  business.  Builders,  contractors  and  construc- 
tion companies,  with  these  art  marble  and  sanitary 
flooring  processes,  can  finish  a  hall,  vestibule,  bath 
room  or  fire  place  as  cheaply  as  in  hard  wood,  and  add 
distinctive  character  to  the  entire  job. 


It  is  estimated  that  $750,000  is  being  spent  this  year  on 
county  road  construction  in  the  province  of  Ontario.  This 
is  slightly  under  the  amount  for  last  year,  when  the  expendi- 
ture was  about  $800,000.  On  maintenance  and  repair  work 
the  outlay  will  be  in  the  region  of  $200,000,  which  is  con- 
siderably ahead  of  last  year.  The  province  contributes  40 
per  cent,  towards  the  construction  expense  and  :U)  per  cent, 
to  maintenance. 
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New  Machine  for  Rock  Tunneling 

A  now  appliance  for  rock-tunneling  has  recently 
been  developed  for  subway  excavation  in  New  York 
t  ity.  The  machine  operates  by  means  of  pneumatic 
hammers  fitted  with  chisels  which  turn  on  a  longitud- 
inal axis  and  chip  the  rock  in  a  series  of  concentric 
liuys.  All  operations  are  automatically  controlled 
and  the  success  of  the  machine  depends  on  the  rela- 
tion between  the  force  of  the  blow  and  the  character 
of  the  rock,  the  blow  delivered  being  proportional  to 
the  hardness  of  the  rock  to  be  cut. 

The  hammers  are  carried  on  a  revolving  head,  com- 
prising a  hub  with  four  arms  at  right  angles,  two  arms 
bearing  three  hammers  apiece,  and  the  other  two 
carrying  four  hammers  each.  The  shaft  which  car- 
rier ami  rotates  the  head,  is  12  inches  in  diameter  and 
14  feet  long.  The  head  is  revolved  and  the  hammers 
are  operated  bv  pneumatic  power.  The  action  of  the 
rotating  chisels  evidently  cuts  the  rock  in  a  series  of 
concentric  circles. 

The  machine  is  carried  on  a  two-wheeled  main  truck 
at  the  rear  and  a  two-wheeled  guide  truck  at  the  front, 
resting  on  a  light  standard  gauge  track.  The  two 
halves  are  separated,  the  front  half,  which  serves  the 
revolving  head  being  moved  forward  one  inch  every 
revolution  and  after  it  has  advanced  two  or  three  feet, 
the  rear  is  brought  up  by  means  of  gearing. 

A  compressed  air  engine  on  the  carriage  furnishes 
the  power  for  rotating  the  head  and  manipulating  the 
machine.  The  hammers  are  12  inches  long  and  weigh 
S2  pounds,  and  strike  a  chisel  holder  in  which  the 
chisel  is  firmly  fixed.  The  chisels  are  made  of  \y2-'\n. 
square  steel  and  have  a  movement  not  exceeding  l/2  in. 

There  is  a  distinct  relation  between  the  character 
of  the  cutting  and  action  of  the  hammers.  The  supply 
of  *air  to  any  single  hammer  depends  entirely  upon  the 
demand,  the  control  being  effected  by  the  bearing 
pressure  of  the  tool  against  the  fbek.  More  air  is  sup- 
plied if  the  rock  is  harder.  When  a  chisel  does  not 
bear  against  the  rock,  the  hammer  does  not  operate, 
and  if  it  happened  that  the  rock  is  sufficiently  soft,  the 
air  supply  is  cut  off  and  the  rock  is  sheared  off  by 
the  rotation  of  the  head.  This  control  is  automatic- 
ally arranged. 

A  >pray  of  air  and  water  over  the  rock  face  keeps 
practically  all  of  the  dust  down.  Spoil  is  elevated 
by  two  scoops  carried  on  the  rotating  head  to  a  belt 
conveyor  that  discharges  at  the  rear  into  muck  cars. 
The  cylinders  are  lubricated  by  oil  carried  in  with  the 
air. 

A  test  run  showed  an  average  progress  of  7.6  in. 
per  hour  for  a  running  time  of  four  hours,  and  9  feet 
has  been  drilled  in  24  hours  running. 


Prominent  B.  G.  Contractor  Passes  Away 

Citizens  of  Vancouver,  B.  C,  learned  with  much 
regret  of  the  death  of  James  Ironside,  a  pioneer  resi- 
dent, and  one  of  the  prominent  contractors  of  the 
province,  who  passed  away  at  the  General  Hospital  on 
August  27th,  following  a  severe  attack  of  heart  trouble. 
The  funeral  was  delayed  until  the  following  Thursday 
to  permit  the  attendance  of  three  brothers  of  the  de- 
ceased— Messrs.  E.  and  L.  Ironside,  of  Winnipeg,  and 
Mr.  Alex.  Ironside,  of  Orillia,  Ont.  The  late  Mr. 
Ironside  came  to  Vancouver  over  thirty  years  ago,  and 
for  eighteen  years  had  been  a  member  of  the  well- 
known  contracting  firm  of  Ironside,  Rennie  &  Camp- 


bell, which  carried  out  many  important  works  in  all 
sections  of  the  province.  Mr.  Ironside,  who  was  looked 
upon  as  one  of  the  shrewdest  men  in  his  line  of  busi- 
ness in  Western  Canada,  was  54  years  of  age  and 
unmarried.    I  [e  was  born  on  a  farm  near  London,  Ont. 


Automatic  Water  Feed  for  Concrete 
Mixers 

The  sketches  shown  herewith  illustrate  a  new  de- 
vice recently  put  on  the  market  for  automatically  de- 
livering water  to  a  concrete  mixer.  A  three-way  cock 
at  the  bottom  of  the  tank  opens  it  to  the  supply  or 
discharge  pipes  or  closes  it  off  entirely.  When  the 
valve  is  open  to  the  supply  line,  the  water  will  enter 
the  tank  and  a  float  valve  at  the  top  closes  automatic- 
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Automatic  Water  Feeder. 

ally  when  it  is  full.  On  the  discharge  side  there  is  a 
U-shaped  loop  of  pipe  fitted  with  swivel  joints  and  the 
amount  of  water  can  be  regulated  by  shifting  this  loop 
to  different  angles,  the  amount  discharged  being  the 
water  between  the  top  of  the  tank  and  the  top  of  the 
loop.  This  is  a  minimum  when  the  loop  is  vertical  and 
a  maximum  when  it  is  horizontal. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


Building  permits  issued  in  St.  Catharines,  Ont.,  for  the 
month  of  August  totalled  the  sum  of  $91,000. 

The  Toronto  Lime  &  Plaster  Company  will  build  a  plant 
at  Teeswater,  Ont!,  to  cost  some  $35,000,  for  the  production 
of  lime. 

The  paving  work  in  Moncton,  N.B.,  being  carried  out 
by  the  Warren  Bitulithic  Paving  Company,  was  recently  held 
up  for  a  short  time  owing  to  shortage  of  cement. 

The  Mountain  Hospital,  for  which  the  citizens  of  Ham- 
ilton, Ont.,  voted  $200,000  in  debentures  to  cover  the  cost  of 
construction  and  site,  will  be  completed  before  the  end  of 
the  year.  Frid  Brothers,  the  contractors,  soy  they  are  held 
up  by  lack  of  material. 

It  is  rumored  that  the  Hanover  Cement  Company  is  tak- 
ing options  on  several  farms  on  the  Teeswater  Road  between 
Walkerton  and  Enniskillen,  Ont.  This  is  taken  to  mean  that 
the  two  sub  ends  of  the  C.  P.  R.  will  be  linked  up  in  the  near 
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future  and  the  lime  rock  which  is  to  be  had  in  abundance  in 
that  vicinity  shipped  to  Hanover  for  cement  making. 

A  press  recently  installed  by  the  Dennis  Wire  &  Iron 
Works  in  their  London,  Ont.,  plant,  is  said  to  be  the  largest 
of  its  kind  in  Canada,  being  30,000  pounds  in  weight  and 
used  for  forming  steel  lockers. 

Counsel  for  bondholders  and  liquidator  for  the  B.  C. 
Portland  Cement  plant,  before  Mr.  Justice  Morrison  in  cham- 
bers, have  argued  for  a  00-day  extension  for  further  attempt 
to  adjust  the  company's  involved  finances. 

Building  permits  issued  at  Welland,  Ont.,  for  the  month 
of  August  this  year  total  $25,048,  as  compared  with  $12,147 
for  August,  1915.  The  total  for  the  first  eight  months  this 
year  is  $146,218;  for  the  corresponding  period  last  year  it 
was  $126,054. 

Building  permits  were  issued  in  Gait.  Ont.,  during  the 
month  of  August  numbering  17,  at  a  value  of  $57,885.  The 
permits  issued  up  to  the  end  of  August  this  year  total  $196,- 
840,  as  compared  with  $104,775  during  the  corresponding 
period  in  1915. 

Rumors  state  that  the  completion  of  the  parliament 
buildings  at  Winnipeg,  Man.,  may  lie  deferred  until  after 
the  war,  the  government  being  strongly  impressed  with  the 
fact  that  the  construction  will  be  very  expensive  according 
to  present  designs. 

Meating  Epps  Company,  Limited,  have  been  incorpor- 
ated with  a  capital  of  $20,000,  head  office  St.  George,  N.B., 
and  will  take  over  as  a  going  concern  the  granite  manufac- 
turing business  at  present  carried  on  by  the  firm  of  Rpps 
Dodds  &  Company. 

During  the  month  of  August  building  permits  were  issued 
in  Medicine  Hat,  Alta.,  to  the  value  of  $23,090,  while  in 
August,  1915,  there  were  no  permits  issued  at  all.  The  1916 
total  to  the  end  of  August  is  $367,190,  as  compared  with 
$53,260  during  the  corresponding  period  last  year. 

The  parliamentary  committee,  in  charge  of  the  rebuilding 
of  the  Dominion  Parliament  Buildings,  have  given  directions 
that  the  stone  which  has  been  removed  from  the  demolished 
walls  shall  be  utilized  as  much  as  possible  in  the  construction 
work,  and  that  the  heating  plant  shall  be  made  use  of. 

The  building  permits  issued  in  London,  Ont.,  for  tin 
month  of  August  numbered  105,  and  totalled  $107,985,  as 
compared  with  118  permits  last  August  for  a  total  of  $81,280. 
For  the  first  eight  months  of  the  year,  the  permits  total 
$692,715,  as  compared  with  $955,0(50  for  the  same  period  in 
1915. 

Following  the  defeat  of  his  motion  that  the  Peter  Lyall 
&  Sons  Company  be  settled  with  for  the  work  already  done 
and  that  public  tenders  be  called  for  the  reconstruction  of 
the  Dominion  Parliament  buildings,  Hon.  R.  Lemieux  has 
resigned  from  the  joint  parliamentary  committee  in  charge 
of  this  work. 

During  the  month  of  August,  1916,  there  were  181  build- 
ing permits  issued  in  Montreal,  at  a  value  of  $601,340,  while 
for  the  same  month  last  year  there  were  120,  valued  at  $309,- 
763.  For  the  first  eight  months  of  the  year  there  were  1,352 
permits  issued,  value  $3,581,554,  as  compared  with  1,438  dur- 
ing the  corresponding  period  last  year,  value  $4,161,362. 

During  the  first  eight  months  of  the  year  779  building  per- 
mits were  issued  in  the  city  of  Winnipeg,  representing  a  value 
of  $1,936,450,  as  compared  with  1,015  during  the  correspond- 
ing period  last  year,  valued  at  $1,431,100.  The  permits  for 
the  month  of  August  numbered  109,  at  a  value  of  $163,450, 
compared  with  95  the  same  month  last  year,  valued  at  $15 1,600. 

Twenty-two  million  gallons  of  water  are  pumped  every 
twenty-four  hours  for  the  city  of  Ottawa,  with  a  population 


of  approximately  100,000.  This,  in  the  opinion  of  the  Com- 
missioner of  Works,  is  nearly  twice  as  much  as  should  be 
necessary.  Leaks  in  the  mains  are  considered  responsible 
for  much  of  the  wastage,  while  a  great  deal  of  it  must  also 
be  due  to  unnecessary  household  wastes  and  similar  causes. 

To  eliminate  patronage  in  the  employment  of  labor  and 
purchase  of  materials  for  the  reconstruction  of  the  Domin- 
ion Parliament  Buildings,  a  non-partisan  board  has  been  ap- 
pointed composed  of  Mr.  J.  B.  Hunter,  Deputy  Minister  ol 
Public  Works;  D.  Ewart,  Dominion  Consulting  Architect, 
who  has  been  very  many  years  in  the  public  service;  and 
Messrs.  John  A.  Pearson  and  J.  O.  Marchand.  the  two  archi- 
tects who  are  to  prepare  all  calls  for  tenders. 

For  the  purpose  of  manufacturing  sand  brick  by  a  new 
process,  an  invention  of  John  T.  Jackson,  of  Toronto,  the 
Dominion  Building  Products,  Limited,  has  been  organized, 
with  Dr.  David  D.  Williams,  also  of  Toronto,  as  president. 
The  headquarters  of  the  concern  will  be  at  Gait,  where  the 
erection  of  a  plant  will  be  commenced  in  a  short  time.  Other 
plants  will  be  established  at  Toronto,  Sarnia,  Owen  Sound, 
Sudbury  and  Picton.  Each  plant  will  have  a  capacity  of 
190,000  bricks  per  day. 

On  September  1st  with  due  ceremony  H.R.H.  the  Duke 
of  Connaught  laid  the  corner  stone  of  the  new  Dominion 
Parliament  Buildings  at  Ottawa,  the  same  one  which  56 
years  ago  his  brother,  the  late  King  Edward,  who  was  then 
Prince  of  Wales,  tapped  into  place  in  the  old  building.  The 
Governor-General  was  received  by  Sir  Robert  Borden  and 
Hon.  Robert  Rogers,  Minister  of  Public  Works,  both  of 
whom  delivered  short  addresses.  The  old  documents,  coins, 
papers,  etc..  as  well  as  a  new  lot.  were  placed  in  the  niche 
before  the  stone  was  laid. 


Personals 

Lieut.  Norman  Saware.  of  the  Canadian  Pioneers,  has 
been  decorated  with  the  Military  Cross  by  the  King, 

Lieut.  Clement  Saye,  secretary-treasurer  of  the  Northern 
Electric  Company,  has  joined  the  245th  Battalion  Canadian 
Grenadier  Guards,  now  being  organized  in  Montreal. 

C.  P.  YanNorman,  resident  engineer,  Toronto  and  York 
Radial  Railway,  Toronto,  is  attached  to  the  127th  Battalion 
(York  Rangers),  with  the  rank  of  lieutenant,  and  is  stationed 
in  England. 

Lieut-Col.  H.  N.  Ruttan,  M.  Can.  Sos.  C.  K,  consulting 
engineer  for  the  city  of  Winnipeg,  and  formerly  city  engi- 
neer, who  has  been  for  some  time  district  officer  command- 
ing at  Winnipeg,  has  been  promoted  to  brigadier  general. 


Obituary 

Mr.  James  Brady,  pioneer  mining  and  civil  engineer,  and 
one  of  the  best  known  residents  of  the  Columbia  Valley, 
passed  away  recently  at  Wilnicr,  B.C. 

Mr.  H.  L.  Williams,  one  of  the  oldest  and  best  known 
citizens  of  Leamington,  Ont,  who  for  many  years  was  en- 
gaged in  the  building  trade,  recently  passed  away  at  the 
age  of  84. 

Gunner  Thos.  L.  Goldie,  of  the  16th  Battery,  C.F.A.,  died 
from  infective  jaundice  in  the  W  estern  General  Hospital, 
Manchester,  England,  on  August  28.  Gunner  Goldie  was 
born  in  Guelph,  Ont.,  34  years  ago,  being  the  son  of  the  late- 
Mayor  Thos.  Goldie  of  that  city.  He  spent  some  time 
prospecting  in  Northern  Ontario  and  was  with  several  sur- 
veying parties.  Previous  to  his  enlisting  at  Guelph,  he  was 
assistant  city  engineer  at  Regina,  Sask.,  to  City  Engineer 
Frank  McArthur,  now  city  engineer  of  Guelph. 


Contracts  Department 


News    of   Special   Interest   to   Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Hull.  Que. 

["he  City  Council  propose  to  construct 
a  sewer  and  watermain  on  Scott  Street, 
at  an  approximate  cost  of  $8,000.  Engi- 
neer, J.  Laforest. 

Jeannettes  Creek.  Ont. 

Tenders  on  pumping  apparatus  re- 
quired in  drainage  construction  are  being 
received  by  Oborn  &  Ellis,  22  College 
Street.  Toronto.    Estimated  cost,  $3,000. 

Kitchener,  Ont. 

Plans  of  a  waterworks  system  to  be 
constructed  for  the  City  Council  have 
been  approved  by  the  Provincial  Board 
of  Health.  Approximate  cost,  $100,000. 
Engineer,  Herbert  Johnston. 

LaSalle,  Que. 

Tenders  on  the  construction  of  about 
five  miles  of  macadam  and  concrete  road- 
way for  the  Town  Council  will  be  re- 
ceived until  5  p.m.,  October  13th,  by  the 
Secretary,  F.  Lafleur,  Town  Hall.  En- 
gineers, Beique  &  Charton,  513  Trans- 
portation Building,  Montreal. 

Lindsay,  Ont. 

The  Town  Council  propose  to  con- 
struct sewers  and  watermains  at  an  ap- 
proximate cost  of  $8,000.  Engineers, 
Smith  &  Smith. 

Maidstone  Township,  Ont. 

The  Township  Clerk,  W.  R.  Phillips, 
R.  R.  No.  2,  Maidstone,  will  receive  ten- 
ders until  September  18th  for  the  con- 
struction of  a  number  of  drains. 

Nova  Scotia  Province 

Tenders  on  the  construction  of  three 
enclosed  water  tanks  will  be  received  un- 
til noon,  September  27th.  by  J.  VV.  Pugs- 
ley.  Department  of  Railways  &  Canals, 
Ottawa.  Plans  and  specifications  at 
offices  of  the  Chief  Engineer,  the  De- 
partment, Ottawa,  Chief  Engineer,  Can- 
adian Government  Railways,  Moncton, 
N.B..  and  of  the  Engineer  in  charge, 
Dartmouth,  N.S. 

Ottawa,  Ont. 

The  City  Council  propose  to  lay  as- 
phalt pavement  and  sidewalks  on  Somer- 
set Street,  at  an  estimated  cost  of  $11,- 
261.  Commissioner  of  Works,  A.  F. 
Macallum. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  September  19th  for  the  con- 
struction of  asphalt,  bitulithic  and  con- 
crete paving  and  curbs  on  various  streets. 
Specifications  at  office  of  the  Works  De- 
partment. 

Walkerville.  Ont. 

The  Town  Council  propose  to  lay 
about  6,000  square  yards  of  concrete 
pavement,  and  will  shortly  call  for  ten- 
ders.   Clerk.  A.  Miers. 

Windsor,  Ont. 

The  City  Engineer,  M.  E.  Brian,  wdl 
receive  tenders  until  September  15th  for 


the  construction  of  sewers,  estimated  to 
cost  $5,000. 

CONTRACTS  AWARDED 

Lindsay,  Ont. 

The  Town  Council  have  awarded  the 
contract  for  the  construction  of  asphaltic 
concrete  paving  to  the  Standard  Paving 
Company,  Limited,  Central  Chambers, 
Ottawa. 

London,  Ont. 

The  City  Council  have  awarded  the 
following  contracts  for  sewer  construc- 
tion:— McLaughlin  Brothers,  Ottawa. 
$24,121;  Webster  Construction  Company, 
Ltd.,  Bank  of  Toronto  Building,  $15,558; 
T,  W.  Nicholson  &  Son,  London,  $3,063; 
Mitchell  &  Nolan,  London,  $5,634. 

Montreal,  Que. 

The  City  Council  have  awarded  a  con- 
tract for  the  supply  of  cast  iron  pipe  to 
the  Canada  Iron  Foundries,  Ltd.,  28  Vic- 
toria Square. 

Contracts  have  been  awarded  to  Ken- 
nedy Brothers,  364  LTniversity  Street,  for 
the  construction  of  about  half  a  mile  of 
sewers  at  St.  Lambert,  Que.,  and  for  the 
demolition  of  the  coaling  plant  and  sand 
house  at  Sortin  Yard,  Montreal  Junc- 
tion, and  re-erecting  same  on  concrete 
foundations  at  McAdam  Junction,  N.B., 

Ottawa,  Ont. 

The  City  Council  have  awarded  the 
contract  for  supply  of  pipe  required  in 
the  construction  of  a  watermain  on 
Gloucester  Street  to  the  National  Iron 
Works,  Ltd.,  Cherry  Street,  Toronto. 
Approximate  cost  of  work,  $140,000. 

Windsor,  Ont. 

The  contract  for  laying  concrete  pave- 
ment on  Moy  and  Erie  Streets  has  been 
let  by  the  City  Council  to  the  Chick  Con- 
tracting Company,  McDougall  Street. 
Estimated  cost,  $6,424. 


Railroads,  Bridges  and  Wharves 

Dundas,  Ont. 

Tenders  on  the  construction  of  a  re- 
inforced concrete  bridge  are  being  re- 
ceived by  John  Douglas,  Chairman  of 
the  Board  of  Works.  Approximate  cost, 
$3,000.  Engineer,  E.  H.  Darling,  Ham- 
ilton. 

Edmonton,  Alta. 

The  Canadian  Northern  Railway  con- 
template the  construction  of  about  35 
miles  of  track  from  Edson  westerly,  and 
grading  about  35  miles  to  the  south  of 
Dunblane.  Engineer,  F.  Fraser,  C.  N.  R. 
Station,  Edmonton. 

Red  Deer,  Alta. 

The  Canadian  Northern  Railway  are 
building  a  temporary  bridge  over  the 
Red  Deer  River,  and  will  later  erect  a 
steel  bridge.  Divisional  Engineer,  A.  T. 
Fraser,  C.  N.  R.  Station,  Edmonton. 

Toronto,  Ont. 

The  Toronto  Harbor  Commissioners 
will  receive  tenders  until  October  2  for 
the  construction  of  a  steel  bascule  bridge 


over  Cherry  Street.       Engineer,  E.  L. 

Cousins,  50  Bay  Street. 

Wainfleet  Township,  Ont. 

The  tenders  received  for  the  construc- 
tion of  seven  concrete  bridges  were  too 
high,  and  the  work  will  be  done  by  day 
labor.  Clerk,  Joseph  Henderson,  Marsh- 
ville. 

CONTRACTS  AWARDED 

New  Glasgow,  N.S. 

The  Town'  Council  have  let  the  con- 
tract for  raising  the  dam  at  Forbes  Lake 
to   Peter  Graham.     Approximate  cost, 

$5,500. 

Vancouver,  B.C. 

The  general  contract  for  construction 
of  the  Coal  Harbour  causeway  and  sea 
wall  has  been  awarded  to  the  Cotton 
Company,  Ltd.,  Vancouver,  at  $40,983. 
This  contract  does  not  include  dredging 
and  back-filling. 


Public  Buildings,  Churches 
and  Schools 

Antigonish,  N.S. 

Plans  have  been  prepared  for  a  gym- 
nasium to  be  built  for  St.  Francois  Xavier 
University.    Brick  and  iron  construction. 

Lundar,  Man. 

The  Nordurstjarna  School  District  are 
considering  the  erection  of  a  school  at 
an  approximate  cost  of  $5,000.  Secretary, 
A.  Magnusson,  Lundar. 

Quebec,  Que. 

Tanguay  &  Lebon,  20  d'Aguillon  St., 
have  prepared  plans  for  a  school  to  be 
built  on  St.  Luc  Street  for  the  Roman 
Catholic  School  Board.  Tenders  will  be 
called  privately  by  the  architects.  Ap- 
proximate cost,  $15,000. 

Sault  Ste.  Marie,  Ont. 

George  Drew,  architect,  6  Queen  Street 
East,  desires  to  receive  estimates  on  the 
installation  of  a  cold  storage  and  ice- 
niaking  plant  at  the  General  Hospital. 
Plans  at  office  of  MacLean  Daily  Re- 
ports, Ltd.,  25  Charlotte  Street,  Toronto. 

Toronto.  Ont. 

It  is  proposed  to  build  an  art  museum 
on  the  grounds  of  The  Grange,  and  work 
may  start  on  the  first  wing  within  six 
months.  Architects,  Darling  &  Pearson, 
Leader  Lane. 

Winnipeg,  Man. 

Tenders  on  tunnel  work  required  in 
connection  with  alterations  and  additions 
to  the  Pathological  Building  for  the 
General  Hospital  Board  are  being  re- 
ceived by  the  architect,  J.  H.  G.  Rus- 
sell, 1110  McArthur  Building. 

CONTRACTS  AWARDED 
Beeton,  Ont. 

The  general  contract  for  the  erection 
of  a  school  has  been  awarded  to  A.  B. 
McKenzie,  Georgetown,  at  $14,400.  Ar- 
chitect, John  Wilson,  Collingwood. 

Bruce  Mines,  Ont. 

The  general  contract  for  the  erection 
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(if  a  public  school  has  been  let  to  A.  R. 
Wood,  136  Pilgrim  Street.  Sault  Ste. 
Marie.  Estimated  cost.  $25,000.  Archi- 
tect, T.  R.  Wilks,  612  Queen  Street,  Sault 
Ste.  Marie. 

Gait,  Ont. 

The  contract  for  plumbing  in  connec- 
tion with  the  school  addition  which  is 
being  built  for  the  Separate  School 
Board  has  been  awarded  to  Scott  &  Ben- 
nett, and  the  electrical  work  to  the  Gait 
Electric  &  Gas  Fixtures  Company,  Ltd., 
Queen  Street. 

Longue  Pointe,  Que. 

In  connection  with  the  school  which  is 
being'  built  for  the  Roman  Catholic 
School  Board,  the  contract  for  steel  has 
been  let  to  the  Phoenix  Bridge  &  Iron 
Works,  Ltd.,  83  Colborne  Street,  Mont- 
real, and  the  plumbing  and  heating  to 
L.  Bergeron,  Longue  Pointe. 

Montreal,  Que. 

In  connection  with  the  school  now 
in  course  of  erection  on  Notre  Dame 
de  Grace  Street  for  the  Roman  Catholic 
School  Commission,  the  contract  for 
doors  and  sashes  has  been  let  to  W. 
Chatel,  St.  Remi  Street,  electrical  work- 
to  J.  A.  St.  Armour,  2171  St.  Denis  St., 
and  plumbing,  heating  and  roofing  to 
Tremblay  &  Francoeur.  25  St.  Julie  St. 

The  contract  for  plastering  required 
in  the  erection  of  a  synagogue  for  the 
Corporation  Adath  Jeshum,  841  St.  Law- 
rence Boulevard,  has  been  awarded  to 
F.  Charles.  870  St.  Catherine  Street 
West,  and  the  plumbing  to  H.  A.  Egan. 
115  Colonial  Avenue. 

Mount  Hamilton,  Ont. 

The  folowing  contracts  have  been 
awarded  in  connection  with  the  erection 
of  the  Union  Church:  Masonry,  A.  Mon- 
roe, 28  Fairleigh  Avenue  North,  Hamil- 
ton; carpentry.  John  Goatley.  1  Morris 
Avenue.  Hamilton:  painting.  A.  Kemp, 
Fairhoit  Road.  Hamilton:  plastering, 
Watson  Brothers,  138  Argue  Street, 
Hamilton. 

Port  Credit,  Ont. 

The  general  contract  for  the  erection 
of  a  school  has  been  awarded  to  Alex- 
ander T.  Darragh,  161  Close  Avenue. 
Toronto.  Plumbing  and  heating  will  be 
let  separately.   Approximate  cost,  $20,000. 

St.  Louis  de  Pintendre,  Que. 

The  general  contract  for  repairs  to  the 
Parish  Church  and  for  the  erection  of 
a  Presbytery  has  been  let  to  J.  Blais. 
Levis.    Approximate  total  cost,  $25,000. 

Toronto,  Ont. 

Work  has  been  started  on  the  erection 
of  a  school  addition  for  the  Monastery  of 
Our  Lady  of  Charity  of  Refuge,  West 
Lods^e  Avenue.  The  contract  for  mason- 
ry has  been  let  to  Wickett  Brothers,  35 
Deer  Park  Avenue,  steel  to  McGregor  & 
Mclntyre,  1139  Shaw  Street,  and  carpen- 
try to  F.  Sutherland.  Approximate  cost. 
$8,000. 

Westmount,  Que. 

In  connection  with  the  hospital  ex- 
tension which  is  being  built  for  the  Her- 
vey  Institute.  500  Claremont  Avenue,  the 
contract  for  carpentry  and  joinery  has 
been  let  to  J.  W.  Morrison.  55  Latour 
Street,  marble  work  to  R.  Reid,  125  St. 
Alexandre  Street,  ornamental  iron  to  F. 
i  A.  Mackay,  14  St.  George  Street,  and 
roofing  to  D.  Nicholson  &  Company,  837 
St.  Paul  Street  West. 

Yorkton.  Sask. 

In  connection  with  the  boarding  school 


which  is  now  being  built  for  the  Ruthen- 
ian.  Sisters,  the  contract  for  steam  heat- 
ing, plumbing,  and  galvanized  iron  work 
has  been  let  to  Parrott  &  Byers,  Fourth 
Street,  and  painting  to  Arnott  &  West. 

Business  Buildings  and  Indus- 
trial Plants 

Acton,  Ont. 

The  Reliance  Shoe  Company,  350  Sor- 
auren  Avenue,  Toronto,  propose  to  build 
a  factory  estimated  to  cost  $10,000,  if 
the  by-law  to  grant  them  a  free  site  and 
loan  is  passed. 

Edmonton,  Alta. 

The  City  Council  are  considering  re- 
pairs to  the  market  building  and  the 
erection  of  a  shed.    Clerk,  C.  E. 1  Cox. 

Englehart,  Ont. 

Work  is  about  to  start  on  the  con- 
struction of  mill  buildings  for  the  West 
Dome  Consolidated  Mining  Company, 
care  of  Pellatt  &  Pellatt,  Traders  Bank 
Building,  Toronto. 

Gait,  Ont. 

The  Dominion  Building  Products,  Ltd.,  ' 
propose  to  construct    a    plant  for  the 
manufacture  of  sand  brick,  with  a  capa- 
city of  190,000  per  day.  Vice-president, 
William  Heron,  Gait. 

Hamilton,  Ont. 

Sub-tenders  on  all  -  trades  required  in 
the  erection  of  a  storage  building  for 
the  Chipman  &  Holton  Knitting  Com- 
pany, are  being  received  by  the  general 
contractor.  George  E.  Mills.  King  Street 
East. 

London,  Ont. 

Plans  are  being  prepared  for  the  erec- 
tion of  a  galvanizing  plant  for  the  Mc- 
Clary  Manufacturing  Company.  Brick 
or  concrete  construction.  Approximate 
cost,  $30,000. 

Montreal,  Que. 

Horace  Maille.  1979  St.  Lawrence  St.. 
has  commenced  the  erection  of  a  store 
and  residence  block,  estimated  to  cost 
$6,500,  and  is  receiving  tenders  on  smaller 
trades.     Brick  construction. 

Sherbrooke,  Que. 

In  connection  with  the  machine  shop 
extension  which  is  being  built  for  the 
Canadian  Ingersoll  Rand  Company,  the 
heating  will  be  done  by  the  owners. 

St.  Boniface,  Man. 

Tenders  will  be  called  very  shortly 
for  the  erection  of  a  stable  and  garage 
for  D.  Balkooske. 

Strathroy,  Ont. 

The  Wright  Piano  Company,  Oxford 
Street,  propose  to  build  an  addition  to 
their  premises,  at  an  approximate  cost 
of  $4,000. 

Toronto,  Ont. 

Inglis  Company,  Ltd.,  14  Strachan 
Avenue,  have  commenced  the  erection  of 
a  forge  shop,  estimated  to  cost  $6, 000. 
Brick  and  steel  construction. 

J.  W.  Butchart,  1  St.  Ives  Avenue. 
Lawrence  Park,  proposes  to  build  a  store 
and  two  residences,  and  is  now  receiv- 
ing tenders  on  labor  required  in  the  stone 
and  brick  work. 

Plans  have  been  prepared  for  repairs 
to  the  planing  mill  of  Ewing  &  Murphy. 
18  Cameron  Street.  Frame  and  brick 
construction.     Approximate  cost.  $6,000. 

R.    S.    Johnston.    149    Krskinc  Street. 


proposes  to  build  a  store  and  residence 
at  an  approximate  cost  of  $3,500,  and  will 
let  contracts  early  next  month.  Brick 
construction. 

Winnipeg,  Man. 

The  Independent  Order  of  Oddfellows 
are  considering  the  erection  of  a  Home 
in  Tuxedo  Park,  at  an  approximate  cost 
of  $70,000.  Secretary,  B.  D.  Deering, 
l.O.O.F.  Temple. 

CONTRACTS  AWARDED 

Arnprior,  Ont. 

The  general  contract  for  the  erection 
of  a  grist  mill  and  elevator  for  David 
Craig  has  been  awarded  to  Thomas  Mo- 
ran  &  Son.  Frame  and  brick  construc- 
tion.   Estimated  cost,  $18,000. 

Aylmer,  Ont. 

The  general  contract  for  the  erection 
of  a  warehouse  for  Edgar  Thayer  has 
been  let  to  J.  J.  Navin.  White  brick 
construction.     Estimated   cost,  $4,000. 

Brantford,  Ont. 

In  connection  with  the  erection  of  a 
factory  and  office  for  the  Hygienic  Dairy 
Company,  54  Nelson  Street,  the  contract 
for  painting  has  been  let  to  R.  G.  Bal- 
Iantyne  &  Son.  3  King  Street,  and  plumb- 
ing to  R.  H.  Ballantyne. 

The  general,  masonry,  carpentry,  steel, 
roofing,  plastering,  heating  and  interior 
fittings  contracts  for  alterations  to  an 
office  building  for  R.  S.  Mason,  26  How- 
land  Avenue,  Toronto,  have  been  let  to 
Ingleby  Taylor  Company,  Ltd.,  116  Brant 
Sreet.  painting  to  R.  G.  Ballantyne  & 
Son,  3  King  Street,  plumbing  to  R.  II. 
Ballantyne,  3  King  Street,  and  electrical 
work  to  A.  C.  McLean.  12  King  Street. 
Approximate  cost.  $5,000. 

Edmonton,  Alta. 

In  connection  with  the  store  house  now 
being  built  for  the  Canadian  Northern 
Railway,  the  contract  for  heating,  plumb- 
ing and  electrical  work  has  been  let  to 
Ross  Brothers.  963  I  - 1 05th  Avenue. 

Halifax,  N.S. 

The  general  contract  for  the  erection 
of  premises  for  the  Maritime  Telephone 
&  Telegraph  Company,  Mollis  Street,  has 
been  let  to  S.  M.  Brooklield  Ltd..  58 
Granville  Street.     Brick  construction. 

Levis,  Que. 

'I  he  general  contract  for  the  erection 
of  an  exchange  building  for  the  Bell 
Telephone  Company  of  Canada,  Mont- 
real, has  been  awarded  to  the  Deakin 
Construction  Company.  Ltd..  37  Mayor 
Street,  Montreal.  Approximate  cost 
$15,000. 

Merritton,  Ont. 

The  general  contract  for  the  construc- 
tion of  a  screen  plant  for  the  Riordon 
Pulp  &  Paper  Company  has  been  award- 
ed to  the  T.  V.  Gray  Construction  Com- 
pany. Confederation  Life  Building.  To- 
ronto. Reinforced  concrete  construe- 
struction. 

Montreal,  Que. 

In  connection  with  the  extension  to 
the  sub-station  on  St.  Denis  Street  for 
the  Montreal  Tramway  Company.  Ltd.. 
the  contract  for  steel  has  been  awarded 
to  the  Dominion  Bridge  Company,  Ltd.. 
Lachine. 

In  connection  with  the  store  and  resi- 
dence  block   which    is   now    being  built 
by  J.  C.  Quenneville.  999  Dorchester  St. 
(Continued  on  page  42) 


Tenders  and  For  Sale  Department 


BUILDERS 


llmldrrs  could  make  money,  building,  selling 
.  irnting  workmen's  collages  at  our  New  On- 
tario divisional  points,  especially  Caprcol,  near 
Sudbury,   now  ready. 

Caprcol  tow  mite  is  on  a  large  cleared  gravel 
plain,  wliere  fireproof  cement  bungalows  can  be 
built  out  of  cellar  excavations.  Will  be  our 
best  Divisional  Point,  as  it  is  the  junction  of 
Toronto  and  Montreal  main  lines  going  west. 
It  is  in  the  nickel  belt  and  on  the  shore  of  the 
Vr.  million  River.  The  other  three  Divisional 
Pointl  will  he  ready  later.  Phone  Main  4S40  and 
ask  for 

CYRIL  T.  YOUNG, 

Manager  Eastern  Lands, 
I  |2  Canadian  Northern  Railway. 


Telephone  Construction 


Tenders   for   the  construction   of   a  Telephone 
System  in  Town  of  The  Pas,  Man.,  will  be  re- 
by   the   undersigned   until    September  30. 
1916.     W  ork  to  be  completed  December  31,  1016. 

Accepted  cheque  for  10  per  cent,  of  amount 
of  tender  must  accompany  each  tender. 

Plans  and  specifications' may  be  seen  at  Gov- 
ernment Telephone  Exchange,  Winnipeg;  Murphy 
\  Underwood,  Consulting  Engineers,  Ross  Bldg., 
Saskatoon;  Town  Clerk's  Office,  The  Pas. 

H.  H.  ELLIOTT,  Town  Clerk, 


Sealed  tenders  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  extension  to  west 
breakwater  at  Port  Stanley,  Ont.,"  will  be  re- 
cored  at  this  office  until  4  p.m.,  on  Friday, 
September  29.  1916.  for  the  construction  of  an 
^tension  to  the  west  breakwater  at  Port  Stanley, 
Elgin   County,  Ontario. 

Plans  and  forms  of  contract  can  be  seen  and 
specification  and  forms  of  tender  obtained  at 
this  Department,  at  the  offices  of  the  Lbst"" 
Engineers  at  Windsor,  Ont.,  and  Equity  Build- 
ing^  Toronto,  Ont. ;  also  on  application  to  the 
Postmaster  at  Port  Stanley,  Ont. 

Persons  tendering  are  notified  that  tenders  will 
not  be  considered  unless  made  on  the  printed 
forms  supplied,  and  signed  with  their  actual  sig- 
natures, stating  their  occupations  and  places  ot 
residence.  In  the  case  of  firms,  the  actual  sig- 
nature, the  nature  of  the  occupation,  and  place 
of  residence  of  each  member  of  the  firm  must 
be  given. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of  Pub- 
lic Works,  equal  to  ten  per  cent.  (10  p.c.)  of  the 
amount  of  the  tender,  which  will  be  forfeited  ll 
the  person  tendering  decline  to  enter  into  a  con- 
tract when  called  upon  to  do  so,  or  fail  to  com- 
plete the  work  contracted  for.  If  the  tender  be 
not  accepted  the  cheque  will  be  returned. 

The  Department  does  not  bind  itself  to  accept 
the  lowest  or  any  tender. 

Note. — Blue  prints  can  be  obtained  at  the  De- 
partment of  Public  Works  by  depositing  an  ac- 
cepted bank  cheque  for  the  sum  of  $25.00,  made 
payable  to  the  order  of  the  Honourable  the  Min- 
ister of  Public  Works,  which  will  be  returned  if 
the  intending  bidder  submit  a  regular  bid. 

By  order, 

R.  C.  DESROCHERS, 

Secretary. 

Department  of  Public  Works, 
Ottawa,  August  31,  1010. 
Newspapers  will  not  be  paid  for  this  advertise- 
ment if  they  insert  it  without  authority  from  the 
Department.  36-37 


CANADIAN   GOVERNMENT  RAILWAYS 


Tenders 


Scaled  tenders,  addressed  to  J.  W.  Pugslcy, 
Secretary  Department  of  Railways  &  Canals, 
Ottawa,  Ont.,  and  marked  on  the  outside  "Ten- 
der for  Elevator  Foundations,  St.  John,"  will  be 
received  up  to  and  including  Twelve  O'Clock 
Noon,  Monday,  September  18th,  1916,  for  the 
■  mist  Miction  cif  foundations  for  5(10.0110  bushel 
storage  capacity  Grain  Elevator,  Working  House 
and  Track  Shed  at  St.  John,  N.  B. 

Plans,  specifications  and  blank  form  of  Con- 
tract may  be  seen  on  and  after  Monday,  August 
28th,  at  the  Office  of  the  Chief  Engineer  of  the 
Department  of  Railways  &  Canals,  Ottawa;  at 
the  Office  of  the  Chief  Engineer,  Moncton,  N.B. ; 
at  the  Office  of  the  Terminal  Agent,  St.  John, 
N.B. ;  and  at  the  Office  of  the  John  S.  Metcalfe 
Company,    Limited,    Engineers,,    Montreal,  P.Q. 

All  the  conditions  of  the  Specifications  and 
Contract   form   must   be   complied  with. 

Tenders  must  be  put  in  on  the  blank  form  of 
tender,  which  may  be  obtained  from  any  of  the 
offices  at  which  plans  are  on  exhibition.  .  Each 
tender  must  be  accompanied  by  a  certified  bank 
cheque,  payable  to  the  Honourable  the  Minister 
of  Railways  &  Canals,  for  the  sum  of  $10,000.00 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

F.  P.  GUTELIUS, 

General  Manager, 
Canadian   Government  Railways. 

Dated  at  Moncton,  N.B.  35-37 
August  23,  1916. 


MACHINERY 
FOR  JSALE 

2 — 70  Gallon  Hydraulic  Pumps. 
1 — 100  Gallon  Hydraulic  Pump. 
Offer  bargain  on  above. 

1—  125  H.P.  Motor,  3  phase,  60  cycle, 

220  volts,  General  Electric. 
Price,  $1,200.00. 

2—  90  H.P.  General  Electric  Motors, 

3  phase,  60  cycle,  220  volt.  Price, 
$700.00  each. 
2 — Sheldons  No.  3  Cast  Iron  Fans. 

National  Steel  Car  Co.,  Limited 
HAMILTON,  CANADA 

36-.% 


POSITIONS  VACANT 


WANTED  SUPERINTENDENT  for  reinforced 
concrete  work,  one  with  experience  on  large 
building  work.  Box  448,  Contract  Record,  _To- 
ronto,  Ont.  37-3 (■ 


WANTED  CARPENTER  FOREMAN  for  re- 
inforced concrete  work,  one  with  experience  on 
forms  for  large  building  work.  Box  449,  Com 
tract  Record,  Toronto,  Ont.  37-37 


Debentures  For  Sale 


TOWN  OF  THE  PAS,  MAN. 


ifrj.OOO  live  per  cent,  twenty-year  telephone 
debentures,  fully  guaranteed  by  the  Province  of 

Manitoba. 

liiils  received  until  September  30,  1916. 

For   particulars  write 

H.  H.  ELLIOTT,  Town  Clerk, 
35-39  The  Pas,  Man. 


Cherry  Street  Bascule 
Bridge  Superstructure 

Sealed  tenders  will  be  received  until  October 
2nd,  1916,  at  12  o'clock  noon,  addressed  to  the 
Chairman  of  the  Toronto  Harbor  Commissioners, 
50  Bay  Street,  Toronto,  Ont.,  and  marked  "Ten- 
ders for  Cherry  Street  Bascule  Bridge." 

All  information  may  be  obtained  by  applying 
to  the  above  address. 

Tenders  received  after  the  time  above  named 
will  not  be  considered,  and  the  Commissioners 
reserve  the  right  to  reject  any  or  all  tenders. 

E.  L.  COUSINS, 
o7-."j0  Chief  Engineer  and  Manager. 


TOWN  OF  LASALLE,  P.  Q. 

Macadam  and 
Concrete  Roadways 

Scaled  tenders,  addressed  to  F.  Latleur,  Sec- 
retary-Treasurer, Town  Hall,  Lasalle,  P.  Q.,  ami 
marked  ''Tender  for  Roadways,"  will  be  re- 
ceived until  live  o'clock  p.m.,  October  13th.  1916. 

Macadam  and  Concrete  (from  which  a  selec- 
tion will  be  made)  to  surface  about  five  miles  of 
roadway. 

Plans  and  specifications  can  be  seen  at  Beique 
&  Charton's  ofli:e,  Room  513,  Transportation 
Building. 

The  lowest  or  any  of  the  tenders  will  not 
necessarily   be  accepted. 

The  proposal  must  be  accompanied  by  an  ac- 
cepted checpue  drawn  on  a  legally  chartered  bank 
in  Canada,  made  payable  to  the  Town  of  La- 
salle for  an  amount  of  $500.00.  37-37 


FOR  SALE 


Industrial  Works,  steam  locomotive  crane,  10 
tons  capacity,  4  wheels,  standard  gauge,  with  aux- 
iliary drum,  new  vertical  boiler,  and  in  first 
class  condition  throughout.  Can  be  seen  in 
Toronto.  liox  455,  Contract  Record,  Toronto. 
Ont.  37-37 


BOILERS  FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com- 
plete witli  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3.(100  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


September  13,  L916 
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Tenders  for 
VENTURI  METER 

Tenders  will  be  received  by  registered  post 
only,  addressed  to  the  Chairman,  Board  of  Con- 
trol, City  Hall,  Toronto,  up  to  noon  on  Tuesday, 
October  3rd.   1916,  for: 

The  Manufacture,  Supply,  and  Erection  of  One 
Twelve-inch  Venturi  Meter  and  Register,  Indi- 
cator Recorder  at  the  Main  Sewage  Disposal 
Works,  Toronto 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  Specifica- 
tions may  be  seen  and  forms  of  tender  obtained 
at  the  Works  Department,  Room  6,  City  Hall. 
Tenderers  must  comply  strictly  with  conditions 
of  City  Hy-law  as  to  deposits  and  sureties  as  set 
out  in  specifications  and  fornis  of  tender.  The 
lowest  or  any  tender  not  necessarily  accepted. 

T.  L.  CHURCH;  Mayor, 
37-37  Chairman,  Board  of  Control. 


Late  News  Items 

Ashcroft,  B.C. 

Tenders  on  the  erection  of  a  Public 
Building  will  be  received  until  4  p.m., 
September  27th,  by  R.  C.  Desrochers, 
Department  of  Public  Works,  Ottawa. 
Plans  and  specifications  at  the  Post 
Offices,  Ashcroft  and  Vancouver,  with 
the  Resident  Architect,  Victoria,  and  at 
the  Department.    Estimated  cost,  $25,000. 

Aylmer,  Ont. 

Plans  are  being  prepared  for  a  ware- 
house to  be  built  for  G.  A.  Bingham  & 
Company,  at  an  estimated  cost  of  $7,000. 
Work  may  not  start  until  next  spring. 

Ottawa,  Ont. 

The  City  Council  propose  to  repave 
Pooley's  Bridge  with  3-inch  wood  blocks. 
Commissioner  of  Works,  A.  F.  Macallum. 

St.  John,  N.B. 

Tn  connection  with  the  erection  of  St. 
Vincent  Girls'  High  School  for  the  Sep- 
arate School  Board,  the  contract  for  ma- 
sonry and  carpentry  has  been  let  to  the 
general  contractor,  J.  Flood,  123  Duke 
Street,  and  the  heating  and  plumbing  to 
G.  &  E.  Blake,  88  Germain  Street. 

St.  Lambert,  Que. 

The  Town  Council  have  awarded  the 
contract  for  construction  of  trunk  sew- 
ers on  St.  James  Street  to  Kennedy 
Brothers,  3(54  University  Street,  Mont- 
real.   Approximate  cost,  $17,000. 

Tilbury  North  Township,  Ont. 

The  Town  Council  are  considering  the 
construction  of  tile  drainage  work  at  an 
approximate  cost  of  $50,000,  and  will 
meet  next  month  to  arrange  for  the  rais- 
ing of  that  amount.  Clerk,  H.  J.  Roche- 
leau,  Stoney  Point,  (Jut. 

Toronto,  Ont. 

W.  Summerville,  258  Dan  forth  Ave- 
nue, proposes  to  build  three  residences 
on  Mountjoy  Avenue,  and  has  had  plans 
prepared.  Brick  construction.  Estimat- 
ed cost,  $6,500. 

Plans  have  been  drawn  for  an  apart- 
ment block  to  be  built  by  E.  Gagnon, 
8359  Queen  Street  East,  and  tenders  will 
be  called  shortly.  Brick  construction. 
Estimated  cost,  $10,000. 

W.  H.  Hutchinson,  83  Castle  Frank 
Read,  has  had  plans  prepared  for  four 


apartment  houses  which  he  proposes  to 
build  on  Aylmer  Avenue,  and  will  call 
for  tenders  shortly.  Brick  construction. 
Approximate  cost,  $60,000. 

The  factory  and  office  of  Harry  Webb 
Company,  Ltd.,  23  Buchanan  Street,  have 
been  destroyed  by  fire,  causing  a  loss  of 
about  $100,000  on  building  and  mach- 
inery. 

Vancouver,  B.C. 

Tenders  on  the  construction  of  a  jetty 
pier  for  the  Canadian  Pacific  Railway  will 
be  received  until  noon,  September  25th, 
by  the  Chief  Engineer.  J.  G.  Sullivan, 
Winnipeg.  Plans  and  specifications  at 
office  of  the  General  Superintendent. 
Vancouver  and  Calgary,  and  the  Chief. 
Engineer,  Winnipeg.  Approximate  cost, 
$1,000,000. 

Winnipeg,  Man. 

The  City  Council  have  awarded  the 
general  contract  for  the  construction  of 
two  comfort  stations  on  Main  Street  to 
Hazelton  &  Walin,  303  Donalda  Street. 
Approximate  cost.  $12,000  each. 

Building-Foundation  Specialists 
Use  Sectional  Forms 

The  success  attained  by  a  firm  in  Chi- 
cago employed  as  subcontractor  ex- 
clusively in  constructing  concrete  founda- 
tions for  buildings  is  attributed  by  it  to 
rapid  delivery  of  materials  by  motor 
trucks,  greatly  simplified  forms  requiring 
a  minimum  amount  of  lumber  and  care- 
ful study  of  non-freezing  compounds, 
permitting  it  to  lay  concrete  in  cold 
weather  and  to  guarantee  the  quality 
equal  to  that  laid  in  summer. 

Sectional  wood  forms  are  used  for 
practically  all  basement  walls  9  feet  or 
less  in  depth.  The  forms  vary  from  3J/£ 
to  -i1/.  feet  in  width  and  4  to  !)  feet  in 
length.  For  greater  depths  than  !)  feel 
it  has  been  found  more  practical  to  use 
special  forms  of  loose  lumber. 

When  using  the  built-up  sectional 
forms  the  concrete  footings  are  put  in 
first.  The  forms  for  the  outside  of  the 
wall  are  then  set  up;  but  before  erect- 
ing a  form  section  strips  of  28-gauge 
hoop  steel,  about  1  inch  wide  and  of 
sufficient  length  to  nail  to  the  outside 
of  the  frame  of  the  outer  form,  extend 
across  the  wall  at  the  bottom  and  permit 
nailing  to  the  inside  of  the  frame  of  the 
inner  form.  When  the  inner  forms  are 
set  up,  by  placing  wood  wall  gauges  be- 
tween the  side  forms  at  the  bottom, 
drawing  the  steel  hoops  taut  and  nail- 
ing them  on  the  inside  of  the  frams  of 
the  inner  form,  the  lower  part  of  the 
fprm  is  held  securely  on  the  footing.  At 
intermediate  distances  between  the  hot* 
torn  and  top  of  the  forms  wood  wall 
gauges  are  inserted  and  the  forms  wired 
together,  the  wires  extending  around  the 
lateral  bracings  of  the  fornis.  At  the 
intersection  of  forms  the  sections  are 
tied  together  by  liagonal  wiring.  Ad- 
jacent forms  are  nailed  together  through 
the  side  frames,  the  nails  used  for  ibis 
purpose  being  of  sufficient  length  so  that 
when  driven  to  the  heads  the  points  pro- 
trude on  the  opposite  side  a  considerable 
distance.  This  method  of  nailing  affords 
•.Meat  holding  strength  and  permits  driv- 
ing back  the  nails  when  it  is  desired  to 
remove  the  forms  without  injury  to  the 
liames.  At  the  top  the  forms  are  held 
by  U-bar  hoop  steel  nailed  to  the  outer 
sides  of  the  forms  on  either  side. 

When  these  forms  are  properly  set  up 
with  sufficient  wall  gauges,  wired,  nailed 


at  the  intersections  and  secured  with  the 
steel  hoop  bands  at  top  and  bottom,  the 
entire  construction  is  very  rigid  and  only 
a  small  amount  of  bracing  on  the  sides 
is  required  to  steady  the  forms  against 
shock. 

The  work  of  erecting  forms  and  plac- 
ing concrete  begins  practically  at  the 
same  time,  and  on  many  foundations  of 
moderate  size  a  skilled  crew  is  able  to 
erect  all  forms  for  the  basement  in  a 
few  hours. 

Ten  portable  Standard  mixers  are  used 
by  this  firm,  F.  Johnson  &  Company. 
They  are  moved  along  as  the  work  pro- 
gresses, so  that  most  of  the  concrete  is 
spouted  directly  to  the  forms. 


Truck   Hauls  30-Ton   Industrial  Trains 
On  Road  Jobs 

Industrial  trains  of  12  and  13  cars  are 
being  hauled  by  a  Four-Wheel  Drive  au- 
tomobile truck,  which  straddles  the  nar- 
row-gauge track,  to  transport  material 
lor  a  concrete  road  being  built  near 
Sioux  City,  Iowa.  Ten  round  trips  are 
made  daily,  and  the  contractors,  Hanlon 
ilt  Oakes,  estimate  that  50  teams  have 
been  replaced  by  the  railroad. 

Two  trains  of  IKS-yard  cars  are  used 
to  transport  the  crushed  rock,  sand  and 
cement.  One  is  loaded  while  the  other 
is  making  the  3!/.-mile  trip  to  the  end 
of  the  first  section  of  pavement.  The 
truck  pulls  these  trains  with  apparent 
ease  in  high  gear  at  speeds  of  10  to  15 
miles  per  hour,  making  2'/2  to  3  mill  s 
on  a  gallon  of  gasoline.  Mf.hougli  no 
load  is  carried  on  the  body  of  the  truck, 
it  is  stated  that  ample  traction  is  secured. 
It  is  asserted  that  on  one  occasion  both 
trains,  fully  loaded,  were  coupled  to- 
gether and  pulled  by  the  truck  around 
a  sharp  curve  on  a  five  per  cent,  grade — ■ 
the  most  difficult  stretch  on  the  railroad. 

To  facilitate  charging  the  mixture.  ,the 
cars  are  pushed  up  an  incline  at  the  cud 
of  the  line.  The  truck  is  cut  loose  from 
the  train  for  this  purpose  and  run  along- 
side the  incline  behind  the  cars,  pushing 
them  with  a  pole.  The  highway  is  16 
feel  wide,  and  it  being  built  at  I  be  rate 
of  500  to  600  feet  per  day. 


Cement  Company  Uses  Shell  Deposits 

The  extensive  shell  deposits  along  the 
Gulf  Coast  are  being  utilized  by  the  new 
plant  of  the  Texas  Portland  Cement 
Company  at  Manchester,  near  Houston, 
Tex.,  in  the  manufacture  of  cement  by 
a  wet  process  recently  developed  bv  the 
F.  L.  Smidth  (  ompany,  of  New  York 
C  ity.  Difficulty  in  using  shells,  which 
when  properly  prepared  contain  the 
purest  lime  constituent  possible  for  ce- 
ment making,  has  been  heretofore  ex- 
perienced because  no  sunccessful  process 
had  been  discovered  whereby  the  shells 
could  be  pulverized  preparatory  to  mix 
ing  with  the  alumina  and  silica  constitu- 
ents. The  new  plant,  which  is  one  of 
the  in. -I  modern  cement  plants  in  the 
country,  has  turned  out  in  the  first  two 
months  of  operation  about  50,000  barrels 
of  cement.  Shipments  under  the  direct 
supervision  and  re-check  of  the  engi- 
neers of  the  Pittsburgh  Testing  Labora 
tory  have  recently  been  started.  By 
using  oil  for  fuel  and  kaolin  from  the 
numerous  deposits  in  Texas  it  will  b» 
possible  to  produce  pure  white  cement. 
Plans  and  contracts  for  the  plant  were 
prepared  by  II.  Struckmann,  of  Kansas 
City,  Mo.,  the  company's  consulting  en- 
gineer. 
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\\  est  the  beating,  plumbing  and  roofing 
has  been  awarded  to  Belislc  Krcres.  Ltd.. 
>i>vi  I'apincau  Avenue. 

The  general  contract  for  the  erection 
■  •I  i  factory  addition  for  Johnson  &  Son. 

Ltd..  s  Dagenais  Street,  lias  been  award- 
ed to  A.  F.  Byers.  Ltd..  University  St.. 
w  ho  is  receiving  tenders  on  roofing  and 
painting    Estimated  cost.  $7,000. 

Ottawa.  Ont. 

In  connection  with  the  alterations  to 
the  premises  of  MeKinley  &  N'orthwood. 

Rideau  Street,  the  contract  for  carpentry 
has  been  let  to  J.  Ferguson,  *»-*:*  King 
Edward  Avenue. 

In  connection  with  the  store  and  apart- 
ment Idock  which  is  being  built  for  A. 
1  Paqnette,  18  Noel  Street,  the  contract 
for  roofing  and  painting  has  been  let  to 
the  general  contractor. 

Peace  River.  Alta. 

In  connection  with  the  erection  of  bar- 
racks for  the  Dominion  Government  De- 
partment of  Public  Works,  the  contract 
for  electrical  work  has  been  let  to  F. 
McKillop,  10428  Whyte  Avenue.  South 
Edmonton. 

Pembroke,  Ont. 

The  general  contract  for  the  erection 
of  a  block  of  stores  and  apartments  for 
James  Thackray  has  been  awarded  to 
George  Rawlins.  Brick  work  will  be  let 
separately.    Estimated  cost,  $15,000. 

Rainy  River,  Ont. 

The  general  contract  for  the  erection 
of  a  machine  shop  for  the  Canadian 
Northern  Railway  has  been  let  to  J.  B. 
Duncan,  care  of  the  Company.  Winnipeg. 
Brick  construction.  Approximate  cost. 
18,000. 

Sault  Ste.  Marie.  Ont. 

The  contract  for  foundations  and  brick 
u  ->rk  required  in  the  erection  of  a  theatre 
for  Xicholls  Brothers.  Gore  Street,  and 
George  Cartel.  137  Tancred  Street,  has 
been  let  to  P.  Fitzpatrick,  and  the  car- 
pentry to  E.  D.  Pittam. 

Sherbrooke,  Que. 

The  contract  for  installation  of  a 
sprinkler  system  at  the  machine  shop 
extension  which  is  being  built  for  the 
<  anadian  Ingersoll  Rand  Company,  has 
been  let  to  Rockwood  Sprinkler  Com- 
pany of  Canada.  Ltd..  143  St.  Maurice 
Street.  Montreal. 

St.  Boniface,  Man. 

The  general,  plastering  and  painting 
contracts  for  the  erection  of  an  abattoir 
and  rendering  plant  for  D.  Balkovaske 
have  been  let  to  the  Progress  Construc- 
tion Company.  St.  Boniface:  heating  and 
plumbing  to  Cotter  Brothers.  Ltd..  Fort 
and  St.  Mary's  Streets.  Winnipeg:  and 
the  electrical  work  to  Roller  &  Berns. 
Winnipeg.     Approximate    cost.  $75,000. 

Toronto,  Ont. 

In  connection  with  the  erection  of  a 
stable  on  Richmond  Street  West  for  the 
Methodist  Book  &  Publishing  Company. 
Queen  and  John  Streets,  the  contract  for 
masonry  has  been  let  to  H.  N.  Dancy 
&  Son.  C.  P.  R.  Building:  steel  to  Hep- 
burn &  Disher.  Van  Home  Street:  car- 
pentry to  J.  D.  Young  &  Son.  835  Col- 
lege Street:  plumbing  to  Keiths  Limited. 
Campbell  Avenue;  and  roofing  to  A. 
Ryan.  962  Bathurst  Street.  Estimated 
cost.  $8,000. 

The  general  contract  for  the  erection 
of  a  wagon  shed  on  Dalhousie  Street  for 
the  Robert  Simpson  Company  has  been 


let  to  \\  ells  Brothers  Company  of  Can- 
ada. Ltd.,  96  Gould  Street.  Concrete  con- 
struction.    Approximate  cost,  $10,000. 

I'lie  Sheet  Metal  Products  Company 
of  C  anada.  Ltd.,  River  and  Gcrrard  Sts., 
have  awarded  the  general  contract  for 
the  erection  of  an  addition  to  their  pre- 
mises in  Brown  &  Cooper,  Ltd.,  297 
Carlton  Street.  Brick  and  steel  con- 
struction.   Approximate  cost,  $6,500. 

Walkerville,  Ont. 

The  general  contract  for  the  erection 
i'l  a  factory  for  Walker  Sons  has  been 
awarded  to  Austin  Brothers,  care  of  II. 
R.  Dingwall.  120  Devonshire  Street.  Es- 
timated cost,  $20,000. 

Windsor,  Ont. 

The  Western  Racing  Association  have 
awarded  the  general  contract  for  the 
erection  of  a  grand  stand  and  barns  to 
L.  A.  Carriere.  57  Chatham  Street  West. 
Frame  construction.    Approximate  cost, 

$50,000. 

Windsor,  Ont. 

In  connection  with  the  store  building 
which  is  being  erected  on  Ouellette  Ave- 
nue for  a  Syndicate,  the  contract  for 
heating  and  plumbing  has  been  let  to 
J.  L.  Heureux,  17  Wyandotte  St.  East. 

Winnipeg,  Man. 

The  general  contract  for  the  erection 
of  a  warehouse  for  the  Grain  Growers 
Grain  Company,  Lombard  Street,  has 
been  let  to  the  Sutherland  Construction 
Company,  202  Carlton  Building.  Brick 
and  reinforced  concrete  construction. 
Approximate  cost,  $50,000. 

The  general  contract  for  the  erection 
of  a  warehouse  for  the  J.  H.  Ashdown 
Hardware  Company,  Ltd.,  Bannatyne 
Avenue  East,  has  been  awarded  to  Mal- 
colm Brothers,  care  of  the  architect.  J. 
II.  G.  Russell.  1110  Mc Arthur  Building. 
Reinforced  concrete  construction.  Ap- 
proximate cost,  $28,000. 


Residences 

Bentley,  Alta. 

Work  has  been  started  on  the  erection 
of  a  residence  for  Mrs.  Court.  Frame 
construction.    Estimated  cost,  $3. 500. 

Blenheim,  Ont. 

Tenders  on  the  erection  of  a  residence 
for  E.  C.  Rowe  are  being  received  by  S. 
G.  Kinsey,  Fifth  Street,  Chatham.  Brick 
veneer  construction.  Estimated  cost, 
$3,200. 

Coatsworth,  Ont. 

The  erection  of  a  residence  is  being 
considered  by  D.  Suskey,  who  will  pre- 
pare plans.    Approximate  cost,  $3,500. 

E.  T.  Rickard  is  having  plans  prepared 
for  a  residence,  to  cost  about  $3,000. 

Cornwall,  Ont. 

Plans  for  a  residence  to  be  built  for 
R.  J.  Pitts  are  being  prepared  by  Hutch- 
inson, Wood  &  Miller.  Royal  Insurance 
Building,  Montreal.  Contracts  will  be 
let  very  shortly.  Pressed  brick  and 
stone     construction.      Estimated  cost, 

$10,000. 

Great  Village,  N.S. 

All  work  required  in  the  erection  of  a 
residence  for  A.  B.  Geddes  will  be  done 
by  the  general  contractor,  F.  C.  McCur- 
dy.  New  plans  are  being  prepared  for  a 
residence,  estimated  to  cost  $15,000. 

Kennicott,  Ont. 

J.  Adair.  Monkton,  Ont.,  is  building  a 
residence,  estimated  to  cost  $3,000.  White- 
brick  construction. 


Lacombe,  Alta. 

A  residence  is  being  built  by  William 
Sliarpe,    Cliye,    Alta.      Estimated  cost, 

$5.00(1. 

Leamington,  Ont. 

Plans  are  being  prepared  for  a  resi- 
dent c  to  be  built  for  George  Trott,  Rus- 
sell Street.     Approximate  cost.  $3,000. 

Lindsay,  Ont. 

The  erection  id'  three  residences  is 
being  considered  by  J.  A.  McAlpine, 
William  Street.    Brick  construction. 

London,  Ont. 

Hyatt  Brothers,  288  Egerton  Street, 
propose  to  build  three  residences  and  are 
preparing  plans.  Approximate  cost, 
$10,000. 

Montreal,  Que. 

In  connection  with  the  residences  which 
are  being  buil  by  J.  C.  Quenneville.  999 
Dorchester  Street  West,  the  contract  for 
heating  and  plumbing  has  been  let  to  Be- 
lisle  Freres,  Ltd.,  808c  Papineau  Avenue, 
and  the  electrical  work  to  L.  Ortiz,  37  0 
Fabre  Street. 

Ottawa,  Ont. 

The  general  contract  for  alterations 
and  additions  to  apartments  for  T.  A. 
Armstrong,  132  Daly  Avenue,  has  been 
awarded  to  H.  Baylis.  74  Friel  Street. 
Brick  construction.  Estimated  cost, 
$11,000.  Architect,  W.  H.  George,  Castle 
Building,  Queen  Street. 

Plans  are  being  prepared  for  a  resi- 
dence to  be  built  on  Carling  Street  for 
W.  H.  LLee,  30  Barton  Street.  Brick 
veneer  and  stucco  construction.  Esti- 
mated cost.  $5,200. 

Outremont,  Que. 

Work  has  ben  started  on  the  erection 
of  an  apartment  house  for  W.  Duquette. 
339  St.  Joseph  Boulevard.  Labor  will  be 
let  and  all  material  purchased  by  the 
owner.  Brick  and  reinforced  concrete 
construction.    Approximate  cost,  $12,000. 

Port  Colborne.  Ont. 

Tenders  on  the  erection  of  a  residence 
for  Julius  Knall,  Humberstone,  will  be 
received  until  about  September  1C  by  the 
architect,  C.  M.  Borter,  Main  Street,  Ni- 
agara Falls.    Estimated  cost,  $3,000. 

Quebec,  Que. 

In  connection  with  the  residence  now 
being  built  for  J.  Laperriere,  15  Ste. 
Marie  Street,  materials  for  roofing, 
plumbing,  and  electrical  work  will  be 
purchased  by  the  general  contractor,  E 
Breton. 

Charles  Bedard.  14  Eighth  Avenue, 
Limoiou,  has  commenced  the  erection 
of  a  residence  by  day  labor.  Frame  and 
brick  construction.  Estimated  cost. 
$4,000. 

Omer  Emond,  265  Franklin  Street,  has 
started  work  on  the  erection  of  a  resi- 
dence, estimated  to  cost  $3,000.  Frame 
and  brick  construction.  Work  by  day 
labor. 

Sherbrooke,  Que. 

Louis  Joncas,  76  Laurier  Avenue,  is 
considering  the  erection  of  a  tenement 
house  on  Hospital  Street,  at  an  approxi- 
mate cost  of  $4,000.  Frame  construction. 
Work  by  day  labor. 

Tillsonburg,  Ont. 

Mrs.  J.  T.  Schell  is  considering  the 
erection  of  a  residence,  and  will  have 
plans  prepared  by  John  Mclntyrc.  Till- 
sonburg. frame  construction.  Approxi- 
mate cost.  $3,000. 

Toronto.  Ont. 

J.  Carroll,  223  Garden  Avenue,  has 
commenced  the  erection  of  a  residence. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


MB 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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anil   will  let    the-   smaller   trades.  Brick 
instruction.    Approximate  cost.  $:i.ooo. 
1  'luiis  have  been  prepared  lor  a  pair  of 
resiliences  t>>  l>e  built  bv  \V.  J.  &  I'.  \\  . 

»  allow,  B  Sword  Street.  Brick  construc- 
tion.   Estimated  cost.  $4,200. 

Purtoti  \  I  lumicls.  15  Ellsworth  Ave 
mie.  are  building  a  resilience,  estimated 
to  o>m  $::.nno.    Brick  construction. 

A.  A.  Mitchell.  502  Palmerston  Ave- 
nue, is  considering  the  erection  of  three 
pairs  oi  duplex  resiliences,  at  an  approxi- 
mate cost  of  $12,(100.    lirick  construction. 

I.  E.  Carlisle!  30  Pacific  Avenue,  is 
.iKoiit  to  commence  the  erection  of  a 
residence,  estimated  to  cost  $3,300.  lirick 
construction. 

\\  .  ('.dwell.  1 T "i  Delaware  Avenue,  is 
about  to  commence  the  erection  of  a 
residence,  estimated  to  cost  $3,500.  Brick 
construction. 

J.  Williams,  2(5  Hambly  Avenue,  is  re- 
ceiving tenders  on  all  trades  required  in 
the  erection  of  three  residences,  estimat- 
ed to  cost  $6,000.  Architect,  J.  G.  Ure, 
122  Westmount  Street.  Brick  construc- 
tion. 

Valetta.  Ont. 

D.  G.  Fletcher  has  commenced  the 
erection  of  a  residence,  estimated  to  cost 
$3,000.  Frame  and  white  brick  construc- 
tion. 

Welland.  Ont. 

I.  C.  Dutfin  is  building  a  residence  on 
Shotwell  Street,  estimated  to  cost  $4,500. 
Bricjc  construction. 

James  A.  Hughes  is  building  two  resi- 
dences, estimated  to  cost  $4,000.  Brick 
construction. 

CONTRACTS  AWARDED. 

Hamilton,  Ont. 

In  connection  with  the  erection  of 
apartments  on  Tisdale  Street  for  the 
Brennan  Estate,  40  Ferguson  Avenue, 
tlie  masonry  has  been  let  to  R.  Tape,  191 
Robinson  Street,  the  carpentry  to  Daw- 
son &  W  est,  Victoria  Apartments,  orna- 
mental iron  to  Oltnstead  Iron  Works, 
121  King  Street  Wrest,  plumbing  and 
heating  to  1'.  A.  Moor,  939  King  Street 
East,  wiring  to  Snyder  Brothers,  37  King 
\\  illiam  Street,  plastering  to  Hannaford 
Brothers,  232  Robinson  Street,  and  tin- 
smithing  to  Y.  Drew,  261  Cannon  Street 
East. 

Lindsay,  Ont. 

The  Lindsay  Woodworkers,  Ltd.,  pro- 
pose to  build  a  number  of  residences, 
and  have  let  the  general  contract  to 
James  Peel,  who  is  preparing  plans. 
Brick  construction. 

The  general  and  carpentry  contracts 
for  the  erection  of  three  residences  for 
John  O'Reilly  and  L.  V.  O'Connor  have 
been  let  to  Neil  Grey,  and  the  masonry 
to  John  Sproule.    Brick  construction. 

London.  Ont. 

The  general  contract  for  the  erection 
of  a  residence'for  G.  D.  Maresque,  care 
of  Hunt  Brothers.  Ltd.,  363  Richmond 
Street,  has  been  let  to  J.  H.  Moran,  937 
Maitland  Stret.  Rug  brick  construction. 
Estimated  cost,  $7,000. 

London  Township,  Ont. 

In  connection  with  the  residence  which 
is  being  built  for  Hadley  Williams,  498 
Queen's  Avenue,  London,  the  contract 
for  electrical  work  has  been  let  to  Ben- 
son &  Wilcox,  264  Dundas  Street,  Lon- 
don. 

Montreal,  Oue. 

The  general  contract  for  repairs  to  a 
residence  owned  by  Mrs.  J.  B.  de  Bouch- 


erville,  180  St.  lames  Street,  lias  been  let 
lo  !■".  Sauvagcau,  112  St.  Antoine  Street. 

Approximate  cost.  $5,000. 

'Phe  general  contract  for  the  erection 
of  a  residence  for  E.  Denis,  103  Convent 
Street,  has  been  awarded  to  Audet  & 
Charbonneau,  364  Dorchester  Street 
West,  and  the  roofing  and  heating  to 
Ducharme  &  I'.lais,  11195  St.  James  Street. 
Brick  construction.  Estimated  cost, 
$6,000.  Plastering  and  electrical  work  by 
owner. 

Oshawa.  Ont. 

The  contract  for  masonry,  carpentry, 
plastering,  painting,  and  glazing  required 
111  the  erection  of  a  residence  for  W.  J. 
Burns,  Quebec  Street,  has  been  awarded 
to  W.  J.  Trick  &  Co.,  Albert  St..  plumb- 
ing anil  heating  to  W.  Bramball,  wiring  to 
C.  De  Guerre,  Agnes  Street,  and  sheet 
metal  work  to  G.  L.  Lander,  Cilina 
Street. 

Outremont.  Que. 

In  connection  with  the  residence  now 
in  course  of  erection  for  E.  Duckett,  793 
Champagneur  Street,  the  contract  'for 
excavation  and  masonry  has  been  lei  to 
<  'orbeil  &  Krere.  1  K02  Clarke  Street,  and 
heating,  plumbing,  electrical  work,  and 
roofing  to  J.  St.  Amand,  105  Laurier  Ave- 
nue. Remainder  of  work  by  general  con- 
tractors. 

Quebec,  Que. 

The  contract  for  roofing  in  connection 
with  the  residence  which  is  now  being 
built  for  J.  Cote,  138  Lockwell  Street, 
has  been  let  to  A.  Durand.  Tenders  on 
heating,  plumbing,  and  electrical  work 
are  being  received  by  owner. 

1 11  connection  with  the  residence  now 
in  course  of  erection  bv  Lavoie  &  Frere, 
56  Jeanne  d'Arc  Street,  the  contract  for 
roofing,  heating,  plumbing,  and  electrical 
work  has  been  let  to  P.  Paradis,  236 
d'Aguillon  Street.  Plastering  and  paint- 
ing by  owners. 

I  lie  general  contract  for  the  erection 
of  a  residence  for  Emile  Bouchard,  1 
Fourth  Avenue,  Limoilou,  has  been  let  to 
E.  Bouchard,  185  Crown  Street.  Frame 
and  brick  construction.  Approximate 
cost,  $4,000. 

Toronto.  Ont. 

fhe  general  contract  for  the  erection 
of  a  residence  for  Osborne  Cartmell,  069 
King  Street  West,  has  been  let  to  Wil- 
liam Leachman,  73  Gilmour  Avenue,  who 
will  sub-let  smaller  trades.  Brick  con- 
struction.   Approximate  cost,  $3,000. 

The  contract  for  masonry  required  in 
the  erection  of  a  residence  on  Roxboro 
Street  East  for  F.  Allen  has  been  let  to 
H.  N.  Dancy  &  Son,  C.P.R.  Building, 
carpentry  to  Olsen  &  Archer,  929  Yonge 
Street,  and  steel  to  Reid  &  Brown,  Es- 
planade Street  East. 

The  general  contract  for  the  erection 
of  a  residence  for  S.  E.  Alger,  Kings- 
mount  Park  Road,  has  been  awarded  to 
J.  D.  Naylor,  129  Glenholme  Avenue, 
lirick  construction.  Approximate  cost, 
$4,000. 

Welland.  Ont. 

J.  C.  Diffin  has  commenced  the  erec- 
tion of  a  residence  on  Griffith  Street  for 
Tames  Revell.  Brick  construction.  Esti- 
mated cost,  $3,000. 

Westmount,  Que. 

In  connection  with  the  residence  wdiich 
is  being  built  for  Lome  C.  Webster,  49 
Rosemount  Avenue,  the  contract  for 
roofing  has  been  let  to  G.  W.  Reid  &  Co., 
41  St.  Antoine  Street,  and  the  mill  work 


to  R,  MacFarlane  &  Co.,  Ltd.,  St.  Janu  s 
Street. 

Windsor.  On,t. 

fhe  general  contract  lor  the  erection 
of  a  double  residence  for  J.  T.  Bass,  98 
Bruce  Street,  has  been  awarded  to  Wil- 
liam Hendrick,  6  Glengarry  Street,  lirick 
veneer  construction.  Estimated  cost, 
$6,000. 


Power  Plants,  Electricity  and 
Telephones 

Lyall,  Man. 

Tenders  will  shortly  be  called  for  the 
construction  of  an  electric  lighting  sys- 
tem and  transmission  line  for  the  Village 
Council.  Engineer,  George  Guy,  300 
Tribune  Building,  Winnipeg. 

CONTRACTS  AWARDED. 

Birch  Hills.  Sask. 

The  Birch  Hills  Rural  Telephone  Com- 
pany have  awarded  the  contract  for  the 
construction  of  their  system  to  the  North 
Saskatchewan  Telephone  Development 
Construction  Company.  Prince  Albert. 
Approximate  cost,  $6,625. 


Fires 

Alexander.  Man. 

Hotel  owned  by  William  Rabe.  Loss, 
$9,000. 

Bromhead.  Sask. 

Warehouse  of  Dimert  &  Nichol,  loss 
$30,000;  plant  of  Rogers  Lumber  Com- 
pany, $6,000;  barn  of  F.  Tegunrud,  $2,000; 
store  of  the  Bromhead  Trading  Com- 
pany, $7,000;  store  of  Sequin  &  Sampson. 
$25,000. 

Coe  Hill,  Ont. 

Barn  owned  by  Charles  Rusaw.  Loss, 
$3,000. 

Colchester  Township,  Ont. 

Barn  owned  by  Mrs.  Seymour,  Harrow, 
Ont.    Loss.  $6,000. 

North  Colchester  Township.  Ont. 

Residence  of  E.  Ellis,  Essex.  Loss, 
$2,800. 

Ontario  Province. 

Stock  barn,  William  Battersby,  Conces- 
sion 7,  Pelton,  $2,200;  stock  barn,  L.  D. 
Blair,  Town  Line,  Essex,  $2,500;  stock 
barns,  Atkinson  Pooke,  Town  Line. 
$2,800;  stock  barn,  John  Lester,  Town 
Line,  Brigden,  $2,500;  sawmill.  Quance 
Sawmill  Company,  $5,000:  residence  and 
barn,  A.  Watson,  Caset  Farm,  $3,500. 
Owners  intend  to  rebuild. 

Picton.  Ont. 

Store  owned  by  Albert  Powers.  Loss, 
$25,000. 

Sherbrooke,  Que. 

Warehouse  owned  by  C.  H.  Fletcher.  .1'.) 
Strathcona  Square.  Repairs  will  be 
made  at  once. 

Vancouver,  B.C. 

Premises  of  the  Shaughnessy  Height> 
Gold  Club,  1380  Thirty-third  Street  W  est. 
Loss.  $50,000.    Owners  will  rebuild. 

Warwick  Township,  Ont. 

Residence  and  stock  barns  of  George 
Thompson,  Concession  5,  forest.  Out. 
Loss,  $7,000.    Owner  intends  to  rebuild. 

Winnipeg,  Man. 

_  Warehouse  of  the  Leslie  Furnishing 
Company,  324  Main  Street.  Loss  on 
building.  $5,000.  Rebuilding  will  be  under 
supervision  of  E.  Leslie,  care  of  Stan- 
dard Trust  Company,  346  Main  Street. 
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NATIONAL 


MOTOR 
TRUCKS 

Five  Models 

1500-2000  3000 

4000  7500 
pounds  capacities. 


CONTINUOUS  Truck  Service  day  after  day  is  only  possible  when  the  Truck  is  designed 
and  built  right.    The  specifications  of  National  Trucks  prove  from  an  Engineering 
standpoint,  the  fineness  of  the  design  and  material  used  in  their  construction.    The  actual 
performance  of  National  Trucks  under  all  conditions  demonstrates  their  power,  carrying  capa- 
city and  economy.    It  pays  to  buy  a  real  Truck. 

NATIONAL  STEEL  CAR  CO.,  LIMITED 


Montreal  Office  : 

SHAUGHNESSY  BLDG. 


Works  and  Operating  Office  : 

HAMILTON,  CANADA 


Now  Ready 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 


Sold  leparately 


By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I— Fundamental  Principles.  254  pages,  6  x  9,  88 

illus.,  $2.50  net,  postpaid. 
Vol.  II— Retaining  Walls  and  Buildings,  075  pages, 

(i  x  9,  412  illus.,  34  plates,  $5.00  net,  postpaid. 
Vol.  Ill— Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 


Id 
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The  rise  and  fall  of  water 
in  a  Reservoir,  Tank  or 
Well  can  be  accurately  re- 
corded in  the  Engineer's 
Office,  even  if  it  is  fifty  miles 
away.  The  Transmitter 
will  show  locally  the  varia- 
tion, and  will  send  impulses 
to  the  Recorder  for  every 
inch  rise  and  fall.  The 
Recorder  will  show  all  this 
on  the  chart  and  the  pen 
acts  as  a  graphic  indicator, 
and  enables  the  level  of  the 
water  to  be  seen  at  a  glance. 

The  complete  outfit,  with- 
out batteries  or  line  wires, 
with  one  year's  supply  of 
charts  delivered  free,  duty 
paid  any  town  in  Canada 

$350.00 


Gent  &  Co.,  Ltd, 

Leicester,  Eng. 

Cables,  Lodestone 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 


Angles 


Channels 


67-6"x3!4"x5/4"-60'0" 
28-6''x3!Vxll/16"-60'0' 
40-6"x3!4"x3/4"-60'0" 
22-6"x3'/i"x3/4"-66'0" 


31-12"x30  lb.-60'0" 
83-15"x33  Ib.-36'IOV 


94-3"  x  2-11/16' 


Zees 

x  1/4"  x  6.7  lbs.  -  54  0" 


95-3-1/16"  x  2-3/4"x5/16"  x  8.5  lbs.  -  50  0" 


20-8" 
20-10 
13-6" 
17-7' 

19-  8" 

20-  10 
15-11 

12-  11 
88-4" 

13-  8" 


Mild 

xl/4"-30'0" 
"xl/4"-30'0" 
x5/16"-10'0" 
x5/16"-20'0" 
x5/16"-30'0" 

x5/16"-30'0" 
"x5/16"-20  0" 
!4x5/16"-17'0" 
x3/8"-ll'10k' 
x3/8"-30'0" 


Steel  Bars 


14-6"x7/16"-13'0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

5-12I/4"x5/8"-30'0" 

22-6M"xll/16"-33' 

5-7"xll/16"-20'0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  '  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


WOODEN  PIPE 


Wire  wound  wood  stave  pipe,  2  in.  to  24  in.  diameter.  Con- 
tinuous  wood  stave  pipe,   any   diameter  required. 

CANADIAN  PIPE  CO.,  LIMITED 

Established  1904  New  Factory  Erected  1910 

Equipped    with    the    most    up-to-date    machinery.  Every 
*     machine  driven  by  a  separate  electric  motor.  Satisfaction 
Guaranteed. 

Office  and  Factory— 550  Pacific  St.,  VANCOUVER,  B.C. 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"  Mathematically  Precise  " 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 


HELLER  &  BRIGHTLY, 


1120  Spring  Garden  Street 
PHILADELPHIA.  PA. ."Since  1870' 


DAKE  MOTOR  CRABS 

SINGLE  AND  DOUBLE  DRUM 

Speed  up  your  contracting  jobs 
by  equipping  your  derricks  with 
these  machines.  No  delays.  The 
Dake  motors  used  on  these  mach- 
ines have  no  dead  centres.  They 
start,  stop,  and  reverse  instantly. 
Made  very  strong  and  substantial. 

Write  for  catalogue  and  prices. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS : 
Montreal,  Mussens,  Ltd.— Toronto,  A.  R.  Williams  Machinery  Co.,  Ltd. 


Pacific  Coast  Pipe  Co.,  Ltd. 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 


1551  Granville  Street 


Vancouver,  B.C. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


the  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


Manufacturers  of 

Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


LIMITED 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 


I- 
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Cawthra  Mi'i.cvk,  President 


Gordon  F.  Perrv,  General  Manager 

NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks »— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


Science  is  Applied  to  Brickmaking  in  the 

Elkco,  Elk  Steel,  St.  Marys, 
Keystone,  Rotex 

brands  of 

FIRE  BRICK 

Our  booklet  on  "  Refractory  Efficiency  Engineering" 
contains  details  about  grades  and  shapes  we  manu- 
facture.   Send  for  it. 

Elk  Fire  Brick  Co.  of  Canada,  Ltd. 

Federal  Life  Building.  HAMILTON,  ONT. 


Smith-Vaile  Triplex  Pumps 


Belt  Drive 


Chain  Drive 


Direct  Geared 


Four  bearings  insure  reliability  for 
day-by-day  service  in  a  practically  un- 
limited range  of  application.  May  be 
belt  driven  from  any  available  source 
of  power,  or  direct  connected  by  coup- 
ling, gears  or  chain  to  any  form  of  motive  power. 
See  Bulletin  No.  741. 

Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


"IDEAL"  Concrete 
Power  Block 
Machinery 

turns  out  high  grade  building 
units  at  low  cost,  such  as  re- 
quired by  Contractors  and 
Builders  everywhere  and  for 
every  purpose.  If  you  are  not 
already  equipped  with  "Ideal" 
Machinery  write  us  for  inform- 
ation. 

Ideal  Concrete 
Machinery  Co  ,  Ltd. 

Windsor,  Ont. 
Box  250 


ill 


STONE , ORE, ROCK  ETC  ^rf  W 

THE  MOST  EFFICIENT  H""""",'  \j 

FOR  ALL  SERVICES  L  "V 

CONCR ETE 1  TAR  MACADAM  MACHINERY  ^ 
CYRAT0RY&  ROLLER  CRUSHERS  ~— - 

GOODWIN, BARSBY&O?  LEICESTER  ENG. 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKER  VILLE, 
ONT. 


September  13,  191C> 


THE   CONTRACT  RECORD 


49 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new",  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  No  dusting  away,  smooth  sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  of  Fluxphalte  and 
save  repair  bills. 

New  illustrated  booklet  on  request. 


PHAL' 


®iB  CM»I»fiiEITS  BR  Hi  BKUCffll  Mill  ©It  £?  Imam 

BOARD  OF  TRADE  lIElffli  -  MONTREAL 


MUELLER 

Lead  Flange  Curb  Cocks 


Any  article  in  the  Mueller  line  will  give  you  ex- 
cellent satisfaction.  As  an  instance,  we  want  you  to 
investigate  the  merits  of  this  Lead  Flange  Curb  Cock. 
It  is  the  best  money  and  ingenuity  can  produce.  Mech- 
anically correct' in  every  detail  and  tested  under  200 
pounds  hydraulic  pressure.  All  (if  our  goods  are  fully 
warranted,  and  it's  mighty  seldom  we  have  to  replace 
any  article.    Fill  in  the  coupon. 

H.  Mueller  Mfg.  Co.,  Ltd. 

SARNIA,  ONTARIO 


I  I-5M5J 


SEND    THIS  IN 


C.R. 

H.  Mueller  Mfg.  Co.,  Ltd., 
Sarnia,  Ont. 

Send  me  your  general  catalogue  and  quote 
me  prices  on  Lead  Flange  Work. 

Signed   


City  Prov. 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

625  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 


President 


Phone  Main  IO2 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


wl.  °£ZU    STANDARD  STEEL 
o  k  CONSTRUCTION  CO. 


Reinforcing  Bars 

"Self-Sentering" 

Corrugated 
Sheeting 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  writ*  us  for  quotations  when  you  are  in  the  market 
Office-M  4515-M  4516      Residence— P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand,  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,   Office  North  1  Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  In  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


Steam  Conduit  Troubles 


for  prevention  is  when  the  speci- 
fications are  written. 

Next  to  proper  insulation,  the 
one  vital  requirement  of  an  un- 
derground healing  system  is 
efficient  underdrainage  —  and 
this  is  assured  by  the  inter- 
locking base  drain,  an  exclusive 
feature  of  the 


R 


not  merely  curable — they 
preventable — and    the  time 


IC-WII 
METHOD  I— 


This  remarkably  efficient 
base  drain  insures  a  dry 
ditch  at  all  times,  and  is 
one  of  the  important  rea- 
sons for  low  cost  of  install- 
ing Ric-wiL  systems — and 
for  their  permanency  and 
remarkable  freedom  from 
repair  cost. 

Ask    for    full  information 

to-day. 

The  Ric-wjL  Company 

640  New  England  Bldg.,  CLEVELAND,  OHIO 


Canada  Iron  Foundries.  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring-  Bollards  for  both  Concrete  and  Wooden  Docks 
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Durability 
Accuracy 

Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


Los  Angeles 
San  Francisco 


The  Glue  Book 


What  it  Contains: 


Chapter  i- 
Chapter  2- 
Chapter  3- 
Chapter  4- 
Chapter  5- 
Chapter  6- 


Historical  Notes 
Manufacture  of  Glue 
-Testing  and  Grading 
-Methods  in  the  Glue  Room 
Glue  Room  Equipment 
Selection  of  Glue 


Price  SO  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


H-tUUtUUUtt.VU  .V  \  JWU't  \  1  a  *<  .v  a  m  s  v  / 


Good  Profits  Here-Wake  Up! 

M-R-Co.  Goods  are  "  Right 
on  the  Job." 

There  are  immense  possibilities  for  the 
Building  Trades  in  Metallic  Shingles  and 
Metallic  Ceilings.  They  are  quick  for 
repair  jobs.  They  are  durable,  neat 
and  fireproof  and  there  is  no  "come  back. 

The  "Quality  House"  is  Safest    Think  of 
Safety  First 

The  Metallic  Roofing  Co. 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  l.IME.  AND  BRICK 
Cement-  delivered  in  5-barrel  tots,  $1.85  per  bbl. ; 
with  bags,  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime  |rej  88c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick  -No.  1  dry  pressed  red  brick  $17;  buff, 
$17  fob.  the  job;  No.  2,  $14;  common  red 
stock  brick.  $11  to  $14;  grey,  $11  to  $12; 
wire-cat  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $0.50;  "Tapestry"  brick, 
imported.  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick.  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill ;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $1S  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M  ;  Ma  2,  $18.  Sun-Tcx  face  brick,  $16 
to  $20  per  M.;  Denison  interlocking  hol- 
low tile.  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52.  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

I  RUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 
Crushed  stone-2  in..  $1.20;  1  in.,  $1.25;  tf-in., 
$1.25;   rubble  stone,  in  car  lots,  $1.15  per 
ton   f.o.b.  car. 

Sand— for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel— 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22;  IS  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4  in.  to  6-in.,  $27;  1-in.  by  8-in., 
$20;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  by 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto,  $32;  pine  trim  4-in.  casing,  $1.75  per 
100  ft.;  5-in.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25;  4-in.  pine,  window  stool,  $2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4  ;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14  14  x  16,  $38.00;  10  x  16, 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars— $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3.50;  small  sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $:i.50  per  100  lbs. ; 
•>4  in.,  5/16  in.  and  H  in.,  $3.50  per  100  lbs. ; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe  —  Standard  prices,  carload  lots, 
f.o.b.  Toronto;  4-in.  $34  per  net  ton;  6-in. 
to  12-in.  $33;  12-in.  up  $32.50,  with  $1  extra 
for  gas  pipe 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
7i>  per  cent.,  15  in.  to  18-in.,  65  per  cent.,  20- 
in.   to  24  in. 

PAINTS  AND  OILS 
White  lead -ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil— in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal. ;  red  lead, 
dry.  $14  per  100  lbs.;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25  1b.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs.;  turpentine,  in  bbls., 
80c.  per  Imp.   gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement— $2.00  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic,  No.  2,  $13; 
buff  (smooth),  $21;  buff  (rough),  $25;  C. 
P.  R.  50c  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
$10.50;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c. ;  9  in.  30c  ;  10-in.  34c  ;  12  in.  40c  ;  15  in. 
(10c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36  in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

(  RUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  K  'n.  $1.65;  ^-in., 
$1.75  per  ton,  delivered. 

Sand— 90c.  per  ton,  car  load,  on  cars. 

Gravel— $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles— 3  in.  x  3  in.  and  up,  $3.75;  1  in. 
x  1  in.  x  %  in.,  25c  extra;  34  in.  x  H  in. 
x  Vi  in.  50c  extra.  Boiler  plates — \i  in. 
thick  and  thicker,  $4.25.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$4.50;  under  30  in.  dimensions,  $5.00.  Beams 
and  channels— Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1  ; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2y2  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $0.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope— Best  Manilla, 
22J/2C  basis  per  pound;  British  manilla,  18c. 
basis;  sisal  rope,  i5]/2c  basis;  lath  yarn  15'/2 
cents.  Boiled  linseed  oil — in  barrels  89'^c 
per  gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
87c  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.    1   dry   pressed,   red   and   buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,  $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
H-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per   yard,   delivered,  $1.85. 

Crushed  Granite— lyi  and  2-in.,  $2.65;  >4-in.  and 
1-in.,  $2.90;   J^-in.  and  dust,  $3.20. 
LUMBER   (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and'  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  x  12,  8  x  12,  $39;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5l4-in-  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel  -Round   bars,   $2.35   per   100   lbs. ;  square 
twisted,  $2.45  per  100  lbs.;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron    Pipes — Standard  price,   car   load  lots, 
f.o.b.   Winnipeg,  $38  per  ton. 

(Continued  on  page  54) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


Sewer 
Pipes 


High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  ns.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 
ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :    St.  Johns.  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS — continued. 


(Continued  from  page  52) 
SEWER  PIPE 
Sewer  Pipe  Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in..  11  cents;  5  in., 
Hi  cents;  0  in.,  18J4  cents;  8  in.,  30  cents; 
0  in..  35  cents;  10  in.,  40  cents;  12  in.,  50 
CCntS]  15  in.,  "5  cents;  IS  in.,  $1.00;  20  in., 
$15";  24  in..  $2.00. 

SUNDRIES 

Hard  Wall  Plaster— Unsanded.  $13  per  ton;  sand- 
ed. $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton;  Hammer  lirand,  $3.75  per 
bbl..  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils— White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  9S 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs  ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
2.'<  lb.  tins.  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT.   LIME,  AND  BRICK 

Cement — Grey  Portland,  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra ;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 

Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick;  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand — Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.85  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 28  gauge,  $7.25  per  100  lbs. 

Corrugated  iron — 26  gauge,  C,  7  and  8  ft.  sheets 
$6.65,  5,  9  and  10  ft.  sheets,  $6.80  per  square. 
Black  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse : 
4  in.,  12>4c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver,  bags  extra. 

Hydrated  lime — $14.00  in  car  lots. 

AIca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 

Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade, 
14j^c  basis;  sisal  rope,  12!4c  basis. 

PAINTS  AND  OILS 

Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White   lead— Ground   in   oil,  $14.40  per  100  lbs. 
Boiled  linseed  oil — In  bbls.,  95c  to  $1  per  gal.  of 
9  lbs. 

Raw  linseed  oil — In  bbls.,  $1.00  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;   turpentine,  in  bbls.,  95  cents. 


HepdmbTT 

PAROID 

Roofing 


bird  &  sow 

JT*N0  ON  El*" 


ROOF  WITH  PAROID 


Xeponset  Paroid  Roofing  is  made  to  meet  the  exacting  requirements  of  the 
Canadian  climate.  The  basis  is  felt  and  asphalt,  weatherproof,  fire-resisting, 
proof  against  sun  and  frost  and  free  from  the  defects  of  wooden  and  metal 
shingles. 

Paroid 

ROOFING 


RED 


GREY 
GREEN 


Back  of  every  roll  of  the  genuine  Paroid  is  a  record  of  18  years'  service  —  one 
factor  which  influenced  the  used  of  Paroid  by  the  Government  in  military  con- 
struction work  at  Camp  Borden,  Hamilton,  and  Halifax — over  half  a  million 
square  feet. 

Builders  and  contractors  should  write  for  prices,  etc.,  to 
BIRD  &  SON      Dept.  K.      HAMILTON,  ONT. 

Warehouse!  :  Montreal,  Vancouver,  Calgary,  Winnipeg.  Edmonton  and  St.  John 

The  Largest  Manufacturers  of  Roofing,  Wall  Board  and  Roofing 

Felts  in  Canada 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 


PIPE  BENDS 

eliminate  heavy  fittings 
economize  space, 
avoid  leaky  joints, 

save  trouble,  room  and  money 

We  make  pipe  bends  in  size  and  shape  to  meet 
your  specifications.  The  cut  above  illustrates  a 
20  inch  expansion  bend  of  16  foot  radius  contain- 
ing 38  feet  of  pipe  joined  in  the  arc  by  the  At- 
wood  Line  Weld. 


ATWOOD 


PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  ( 
PITTSBURGH,  PA. 

ENGINEERS    FOUNDERS  MACHINISTS 


4 

ATWOOD 


Represented   by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  (or  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"  Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:— 
Bridseburg,  Ontario.  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 
Shops:— Bridseburg.  Ont. 
Built  for  C.P.R.  Montreal   Chicago,  111.  Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 

Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturer,  under  Canadian  and  U.  S.  Letter.  Patent 

Toronto       -  Canada 
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Civil 

Contractors 

Electrical 

Directory  of  Engineers 

Special 

Mechanical 

Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

WUHl    Chipman.      Geo.    H.  Power. 


BRYAN  PONTIFEX 

Chartered  Accountant. 
-SPECIALTY- 
MANUFACTURERS'  AND 
CONTRACTORS'  ACCOUNTS 

Excelsior  Life  Bldg.,  Toronto 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchant*  Bank  Chambers, 

Kingston,  Canada 


CanadianInspection& 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

and  MH."dL^ra%oHe,:  MONTREAL 

Branch    Offices    and    Laboratories — 
TORONTO,  WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG  CALGARY 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage   Disposal,  Water  Power  Development. 

Tel.  Long  Distance  Uptown  0740  41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,  Montreal 
Branches  : 

Toronto         Vancouver         London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904-905  62  Esplanade  E.,  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATCMTC     secured  or 

r#\  I  EN  I  O         FEES  RETURl 


OUR 
RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  u  ho  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa,  Canada 


M  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WORK. 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


Crushed 
Stone 

BRICK 

T.  A.  Morrison  &  Co.,  ^oVtrfal1 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  Weat, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pitt»burgh  and 
Chicago ;  Glasgow  and  London,  Eng. 
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Hell  guard  of  angle  iron  and  wire  screen  made  by 
oxy-acetylene  welding. 

Safety  Guards  for  Moving  Parts 
Made  by  Welding 

Here  is  a  minor  welding  operation  which  illustrates  the  great 
convenience  and  economy  of  having  oxy-acetylene  equipment 
in  your  shops  for  taking  care  of  all  kinds  of  metal  joining. 

Following  safety  rirst  and  accident  prevention  measures, 
imperative  in  large  pfants,  many  companies  are  making  guards 
for  belts,  pulleys,  gears  and  other  moving  parts,  by  welding  light 
angle  iron  sections  into  frames  of  any  desired  shape  or  size  and 
covering  the  sides  with  heavy  screening.  This  provides  a  low 
cost  serviceable  guard,  simply  and  easily  made  by  welding — a 
striking  contrast  with  the  older  methods  of  riveting  and  bolt- 
ing sections  together. 

This  is  only  one  use  for  a  welding  outfit  in  your  plant,  the 
same  process  is  widely  used  for  manufacturing,  construction 
and  on-the-spot  repair  work.  Thousands  of  problems  in  metal 
joining  are  being  solved  daily  by  the 


Employs  both  gases  (acetylene  and  oxygen)  in  portable 
cylinders.    I'l  cst-( )- Lite  Dissolved  Acetylene  (ready-made 
carbide  gas)   is  backed  by   Prest-O-Lite  Service,  which 
provides  dry,  purified  gas,  insuring  better  welds,  quicker 
work,  and  lower  cost,  and  also  avoids  the  large  initial 
outlay  and  heavy  depreciation  incurred  in  making  crude 
acetylene  in  a  carbide  generator. 
Necessary  equipment  is  not  expensive.    We  furnish  high  grade 
welding  apparatus  for  $75;  acetylene  service  at  additional  cost. 
Adaptable  for  oxy-acetylene  cutting  by  the  addition  of  special 
cutting  blow-pipe.     Thorough  instructions  are  furnished  free  to 
every  user  of  Prest-O-Lite   Dissolved  Acetylene — any  average 
workman  who  understands  metals  can  learn  the  process  quickly 
and  easily. 

Ask  for  literature  and  data  showing  how  you  can 
duplicate  the  important  savings  others  are  making 
by  the  Prest-O-Lite  Process,  in  your  own  shops. 
Sent  free  if  you  are  interested. 

The  Prest-O-Lite  Co.,  Inc.,  Dept.  e 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 
Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

Factory  Branch  —  WINNIPEG,  Man. 
53  Branches  and  Charging  Plants 

Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  IS 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San   Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton.  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  HUlcrest  1614-1616-1618 
Private  exchange  connecting  all  departments 
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Don't  install  an  expensive  pump  when  a  cheaper 
one  will  answer  your  requirements. 

For  contract  work  there  are  no  low  priced  pumps 
on  the  market  equal  to  our  famous 

Class  "M"  Centrifugal  Pumps 


Made  in  Canada 


Built  horizontal  and  vertical  for  capacities  up  to 
3000  gallons  per  minute  and  for  heads  as  high  as 
65  feet.  Correct  design  and  correct  workmanship 
assure  long  life  and  low  repair  bills.  It  will  pay  you 
to  get  our  prices. 

Write  for  circular  237-12 

Canadian  Blower  and  Forge  Co. 

Berlin,  Ontario 


Limited 


St.  John        Montreal         Toronto        Winnipeg  Vancouver 


An  example  of  our  work. 
These 

TANKS 

are  30  feet  by  55  feet,  erect- 
ed at  Shawinigan  Falls,  Que. 

We  also  build  tanks  for 

PULP  and  PAPER  MILLS 

CHEMICAL  WORKS 
OIL    REFINERIES,  ETC. 

and  for  any  other  purpose. 

W rite  for  estimates 

McKinnon,  Holmes 
&  Company  Limited 

SHERBROO'£E>  QUE. 
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VALVE  HYDRANT  MANUFACTURERS 

WALKER  VI  LLC ,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub 
lished  in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1916 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the.  McGraw-Hill  Book  Co. 
223  pages,  illustrated  ;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub 
lished  in  1915  by  McGraw-Hill  Book  Company.  279  pages, 
illustrated.     Price  $3.00. 

Damp  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  20G  pages,  illustrated.  Price 
$1.50. 

Handbook  for  Highway  Engineers,  by  Wilson  G.  Harger  and 
Edmund  A.  Bonney.  Second  Edition  just  published  by 
McGraw-Hill   Book  Company.     6C9  pages.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.     480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wilev  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and-  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by- 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  205  pages,  illus- 
trated.    Price  $2.0". 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated      Price  $5.00 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Fllnn,  Robert  Spurr 

Weston  and   Clinton    Lathrop    Bogert.  Just   published  by 

McGraw-Hill  Book  Company.  824  pages,  illustrated. 
Price  $6.00. 
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Increase  Your  Efficiency 

in  Wire  Rope  Service 

By  ordering  "Made  in  Canada"  Rope 
from  our  Warehouses  in 

Montreal  *  and  St.  Catharines 

The  DOMINION  WIRE  ROPE  CO.,  Limited,  MONTREAL 


Peace  or  War 


"High  Speed  Steel" 


Manufactured  by  the  World  Famous  Makers 

JOHN   HY.   ANDREW  &   CO.,  LIMITED 

Is  The  World's  Choice 


1916  Methods  are  CHEAPER 


use 


"Industrial  Works"  Locomotive 
Coaling  and  Wrecking  Cranes 

Steam,  Electric  or  Gasoline 


If  your  Contract  is  for  Dredging,  Excavating,  Building 
Sewers,  or  the  Re-handling  of  materials 
Let  us  quote  you  for 


HAYWARD"  BUCKETS 


Branch : 

ST.  CATHARINES,  ONT. 


(^m-f-t   -fljf  I   *  C  Head  Office: 

t'WnOfMfrvto  MONTREAL 


Vol.  30  Toronto,  September  20,  1916  No.  38 


Canadian  Pipe  Company,  Ltd. 

Vancouver,  B.  C. 

-   MANUFACTURERS  OF 

Wire  Wound  and  Continuous  Wood  Stave 
Pipe  for  Water-works  Power  Plants, 
Irrigation,  &c. 


This  is  our  new  factory.  Main  building  247  ft.  x  112  ft.,  and 
lumber  shed  75  ft.  x  60  ft.,  having  325  ft.  of  trackage.  It  is 
equipped  with  two  complete  lines  of  machinery.  Capacity  for 
ten   hours,  6000   feet  of  pipe,  or  over  a  mile  a  day. 

We  are  at  present  installing  a  complete  gravity  water 
system  for  the  city  of  Port  Moody,  B.  C,  comprising  a  total 
of  nearly    5 0,000   feet  of  pipe. 
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THE  DOMINION  ROAD  MACHINERY  CO.,  Ltd. 

Manufacturers  of  CHAMPION  MACHINERY 


Road  Graders 
Road  Levellers 
Road  Drags 
Road  Rollers 

Street  Sprinklers 
Street  Sweepers 
and  Cleaners 

Rock  Crushers 
Elevators 
Screens 
Bins 

Dump  and  Spreading 
Wagons 

Contractors'  Plows 

Street  Cleaners'  Hand 
Carts 


Champion  One-Horse  Street  Sweeper 

WRITE  OUR   NEAREST  BRANCH 

IIS  Hollis  Street,  Halifax,  N.S.  10237  109th  Street,  Edmonton,  Alta. 

5J2  £°^er  ?ui'dinS'  Montreal,  Que.  609-613  Bank  of  Ottawa  Building,  Vancouver,  B.C. 

SU  JJalnousie  Street,  Quebec,  Que.  „,  T  .        „  ....  .... 

Cor.  8th  Ave.  and  3rd  Street  West,  Calgary,  Alta.  413  Mclntyre  Building,  Winnipeg,  Man. 


Factory  and  Head  Office 


GODERICH,  ONTARIO 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

2 — 6  x  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6l/2  x  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
i — 5  x  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  ]/2  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6%  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 


H.E.  PLANT  1790  St.  James  Street,  Montreal, Que. 

E.  LEONARD  &  SONS  St.  John,  N.  B. 


-Agents— 


ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

KELLY-POWELL,  LTD  McArthur  Bldg.  Winnipeg,  Man. 
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A  SQUARE  DEAL 

The  policy  of  the  Dominion  Rubber  System  is  to 
provide  every  need  in  Rubber  Goods,  and  to  give 
a  square  deal  to  every  buyer,  no  matter  how  small 
the  purchase  may  be.     That  means — 

A  Square  Deal  in  Values 
as  Well  as  Qualities 

Whether  the  purchase  be  a  Rubber  Nipple  for  the 
baby's  bottle,  a  Rubber  Shoe,  a  "Nobby"  Tread 
Tire,  or  Inlaid  Tiling  for  a  Parlor  Car,  we  insist 
that  the  goods  must  be  absolutely  satisfactory. 

No  matter  what  the  need  in  rubber  may  be,  write 
to  our  nearest  Branch  or  direct  to  the  Head  Office. 

Canadian  Consolidated  Rubber  Co. 

LIMITED 

Executive  Office— Montreal,  P.  Q. 
28  "Service"  Branches  Throughout  Canada 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
In  a  trench  ready  for  filling. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Worki :  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturer!  of  Boilers.  Castings,  Condensers,   Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumpa,  centrifugal  and  reciprocating,  Steam   Turbines,   Tanks,   Water   Wheels,  Water 


Lacbine  Water  Works 
Three  million  gallons,  eighty  pounds  dome,    c,  160  lbs.  fire. 


Works  Plants. 
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An  Important  Advantage  of  the  G  &  G  Telescopic  Hoist  Model  A 

The  Patented  Gear  Shifting  Device 

GEARS  are  automatically  thrown  out  of  mesh  whenever  the  brake  lever 
is  used  to  lower  load.  Empty  cans  are  rapidly  lowered  because  no- 
thing moves  but  cable  drum.  The  hoisting  handle  does  not  revolve 
when  brake  is  used.  This  is  but  one  of  the  numerous  supciior  features  asso- 
ciated only  with  the  G  &  G  Telescopic  Hoist. 


'Made  in  Canada" 


"Made  in  Canada" 


went 


Model  A  Hoist  in  operation. 
After  load  is  raised  to  proper 
point,  hoisting  head  revolves  on 
ball-bearings  and  can  is  deposit- 
ed on  sidewalk  without  lifting. 


Mode!  A  Hoist  illustrated  raises  load  at  speed  of  30  feet  per  minute.  It  is 
operated  from  grade,  insuring  fullest  protection  for  both  public  and  operator 
against  injury  due  to  open  hatch. 

Every  hoist  is  subjected  to  thorough  working  test  before  shipment,  and  is 
compact  in  construction,  easily  installed  because  shipped  completely  assembled. 
No  pit  is  required — heel  of  hoist  rests  on  basement  floor. 

Write  for  Booklet  "A." 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


Hiuraii 


BLACK  BUILDING  SUPPLY 
CO.,  LTD.,  TORONTO. 
Agents  for  Ontario 


WM.  N.  O'NEIL  CO.,  LTD., 
VANCOUVER, 
Agents  for  British  Columbia 


&  S.  H.  THOMPSON  &  CO.. 
LTD.,  MONTREAL, 
Agents  for  Quebec 


W.  T.  GROSE,  1 
Agent  for  Manitoba,  Saskatchewan,  g 
Alberta,  Winnipeg. 


ml 


IMI 


copper  r 

ALLOY 

"OR  EQUAL  (?)" 

Point  b)  point,  even  before  the  introduction  of  copper  alloy,  Herringbone  was  the  best  metal  lath 
on  the  market.  The  sustained  clinch,  the  selvage  edge  and  the  self  furring  feature  are  alone  found  in 
Herringbone.  Its  stiffness  is  unique.  The  Herringbone  cold  Japan  coating  is  superior  to  paint, 
and  the  Sherardized  coating  is  better  than  galvanizing.  Yet  many  architects,  in  their  desire  to  avoid 
being  arbitrary,  have  heretofore  placed  the  words  "or  equal"  after  their  specifications  of  Herringbone 
Lath. 

Herringbone  Copper  Alloy  Lath,  at  points  where  the  coating-  is  scratched,'  will  resist  hard  wall 
plaster  corrosion  sixty-one  per  cent,  better  than  lath  of  ordinary  steel.  In  other  words,  it  would  take 
lath  of  nineteen  gauge  in  ordinary  steel  to  offer  the  same  resistance  as  twenty-four  gauge  Herring- 
bone Copper  Alloy  Lath. 

Nineteen  gauge  lath  is  not  cut.  There  is,  therefore  no  equal  to  Herringbone.  Such  a  specifica- 
tion would  warrant  the  contractor  in  assuming  that  two  coat  plaster  work  would  be  regarded  as  equal 
to  three  coats.    "Or  equal"  after  Herringbone  is  a  thing  of  the  past. 

Clarence  W.  Noble         -         General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS 

The  following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
quarter  page,  six  headings;  half  page,  twelve     headings;    full       page,    twenty-four  headings. 


Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  lion  Works 

Aluminium 

Spielmann  Agencies  Regd 

Air  Hoists 

Northern   Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  Sc  Supply  Company 


Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd..  B.  F 


Boil  ere 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Bucketa 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan   &  Company,  John 

Brick  Machinery  and  Supplies 

Sheldons  Limited 


Bridges  (Steel) 

Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  &  Son. 


Cable 

Canada  Wire  Sc  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Terminals 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.  Lumber  Commissioner 

Cement  Waterproofing 
Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Rogers  Supply  Company 


Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba   Bridge  &  Iron  Works 

Coal   Handling  Apparatus 

Beatty  &  Sons,  M. 

Cold   Storage  Insulation 

Armstrong  Cork  Company 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 

Blair,  B. 

Dominion   Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster.  W.  L. 

Contractors'  Plant  Sc  Supplies 

Beatty  &  Sons.  M. 

Roving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Dominion  Road  Machinery  Co. 
Goodwin,    Barsby   &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Barsby  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Crushed  Stone.  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian    Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba   Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Elastite 

Carey  Mfg.   Co.,  Philip 


Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontano    Wind    Engine   &  Pump 
Company 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American    Enamelled    Brick  & 
Tile  Company 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne- Roberts,  R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils.  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  81 
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STEEL  BARS 

for  Reinforcing  Concrete 


Rounds,    Squares,    Twisted    Squares,    Angles,  Flats 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 

Burlington  Steel  Co. 

f  f         •«!  j        •  Limited 

Hamilton,  Ontario 


Now  Ready 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 


Sold  separately 


By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles.  254  pages,  6  x  9,  88 

illus.,  $2.50  net,  postpaid. 
Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 

(i  x  9,  412  illus.,  34  plates,  $5.00  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 
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Fur  Ficioei 

Permit  \\'iie  St  Iron  Worki  Co. 
Manitoba  Nridge  St  lion  Works 
Mcdregor  &  Mclntyre 

Flac  Polci 

Ontario  Wind  Engine  &  Pump 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economirera 
Slurtevant  Co.  of  Can..  Ltd..  B.  F. 

Furnacea 

Smart  Mfg.  Company.  Ja>. 


Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Gas  Engines 

GooldT  Shapley  &  Muir  Co. 


Gasoline  Engines 

Roving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Good.  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governor* 

Boving  Hydraulic  &  Engineering 
Company. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can..  Ltd.,  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


High  Duty  Pumping  Engines 

Piatt  lion  Works 

High  Pressure  Pipe  Lines 

Pittsburgh    Valve,     Foundry  & 
Construction  Company 

Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 

Beany  &  Sons,  M. 

Canadian   Ingersoll-Rand  Co. 

Gillis  &  Geoghegan 

Goold,  Shapley  &  Muir  Co. 

London  Concrete  Machinery  Co. 

Marsh  &  Henthorn 

Mussens  Limited 

National   Equipment  Company 

Northern  Crane  Works 

Pollard  Mfg.  Company 

Hoisting  Engines 
Reatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 
Northern   Crane  Works 

Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American   Lead   Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Meter  Boxes 

Ford  Meter  Box  Company 


Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 
Company 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian   Dolarway  Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


London  Tile  and  Sewer 
Pipe  Moulds 

Made  in  all  sizes  from  4  inches  to  1 0  feet 
in  diameter  and  in  lengths  and  designs  to 
meet  every  requirement. 

The  best  moulds  are  the  cheapest.  Write  for  catalogue  N.2B. 

£^Dunn  Cement  Drain  Tile  Machine 

There  are  large  profits  in  the  Cement  Drain  Tile  Business.  We  make  three  sizes  of  ma- 
chines and  entire  equipment  for  tile  plants.    Send  for  Catalogue  No.  2. 

LONDON  POWER  DIAPHRAGM  PUMP~^ 

This  Pump  will  do  as  much  work  as  8  men  can 
on  a  hand  operated  pump  at  a  cost  of  1  5c  per  day 
for  fuel. 

We  make  all  kinds  of  Contractors'  Pumps. 
Write  for  Catalogue  No.  4B. 

London  Concrete  Machinery  Co. 


LONDON,  ONT. 


Limited 


Branches  and  Agencies  in  every  large  city  in  Canada. 
World'*  Largest  Manufacturers  of  Concrete  Machinery  ard 
Cement  Working  Tools. 
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QUALITY  SERVICE 

STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE    Is  to  add  Strength. 

STEEL  BARS    Are  used  in  Concrete  to  Reinforce. 

D  E  M  A  N  D—    Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK     Your  work  on  reinforcing  bars  rolled    from  material 

of  questionable  quality. 

FAVOR     US    With  an  opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 

HAMILTON       TORONTO       MONTREAL  WINNIPEG 
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Pipt  «nd  Boiler  Coverings 
Dominion  Paint  Works 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Kgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metalt 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beat l y  &  Sons.  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Ilenthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
tona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 
American  Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Dominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 


Roofing  Material 
Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 


Rubber  Goods 
Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 


Safes  and  Vaults 

Can.  Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 


Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.   Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 

Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Worka 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

( Continued  on  page  14  ) 


DOLARWAY  SURFACING 

will  put  the  Endurance  in  Pavement 


Dolarway  Surfacing  knocks  the  question  out  of  per- 
manent pavement — just  keep  it  on,  that's  all!  After 
the  concrete  is  down  you  can  easily  eliminate  the 
high  cost  of  up-keep  by  keeping  "Dolarway"  on. 
No  matter  how  heavy  the  traffic  may  be,  nor  how 
changeable  the  climate  is,  Dolarway  meets  all  con- 
ditions in  a  satisfactory  manner. 


There  is  no  great  outlay  of  money  required  to  pre- 
pare this  wonderful  surfacing.  It  comes  in  liquid 
form  and  can  be  easily  and  quickly  heated  and 
spread  on  with  unskilled  labor.  Within  a  few  hours 
after  applying  your  roadway  is  ready  for  traffic. 
Dolarway  is  ideal  for  boulevards,  city  streets  and 
suburban  highways. 


Inexpensive  First  Cost 


For  further  particulars  write  to 


Inexpensive  Maintenance 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 


September  20,  1916 
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c*»sliED  sr°% 

Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 

Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Macadam  Roads 


must  be  built 
of  a 

Tough 
*J  Stone 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville  -  Ont. 
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Solid  Steel  Window  Sash 


The  most  popular  and  extensively  used  Steel  Sash  now  on  the  market,  absolutely  fireproof  and  weather  proof, 
["he  design  of  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 


t.^e. 


Maximum  Daylight— No  Maintenance  Cost  —Lower  Insurance  Rates. 


STEEL  and  RADIATION,  LIMITED 

Head  Office    Fraser  Avenue  TORONTO,  Ont. 


More  Work 

Fewer  Men 


With  our  light  port- 
able "PEERLESS" 
dernck  of  1800  lbs. 
capacity  you  can  ac- 
complish more  work 
with  fewer  men.  For 
brick  or  stone  laying 
this  derrick  will  do  the 
work  of  three  or  four 
hod  carriers.  For 
placing  light  stee 
work  it  is  ideal. 

Write 

for 
C  it  ^ log 


Don't  forget  that 
we  build  derricks 
of  all  sizes  and 
types.  Our  1,  2 
and  3  ton  stiff 
leg  derricks  are 
very  popular. 


National  Equipment  Co.,  Limited 

1  Wabash  Avenue,  Toronto 


The  Highest  Standard 
of  Quality 

Wherever  "American"  Centrifugal 
pumps  have  come  in  competition  with 
others,  they  have  won  a  reputation  for 
quality  because  so  rigid  a  guar- 
antee is  placed  upon  them  that 
it  is  necessary  to  maintain  the 
highest  standard  in  the  design, 
material  and  workmanship  of 
their  construction. 

They  are  adapted  to  the  wid- 
est range  of  use,  because  they 
are  regularly  built  in  about  50 
styles,  in  addition  to  special 
styles  designed  for  unusual  re- 
quirements. 


Catalog  1352  describes  them. 
Write  for  your  copy. 


The 

American  Well  Works 

General  Office  and  Works : — 
AURORA.  ILL. 

Chicago  Office: — 

First  National  Bank  Building. 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 

Gorman,  Clancy  &  Grindley,  Ltd., 
Edmonton  and  Calgary. 
B.  C.  Equipment  Company, 
Vancouver,  B.  C. 


HOLMAN  ROCK  DRILLS 


The  All  Steel  Drill  with  the  Chuck  taking  Unshanked  Steel.  Guar- 
anteed to  drill  a  greater  footage  at  lower  cost  than  any  other  make. 

CARRIED  IN  STOCK 


MUSSENS  LIMITED 


MONTREAL   QUEBEC— PRUNEAU  &  CO. 
WINNIPEG    TORONTO  -H.  TURNBULL  &  CO. 
VANCOUVER  COBALT -H.  L.  USBORNE 
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Famous  Heart  Shape  Mixers 


Made  in  Canada  by 
a  Canadian  Firm, 
with  Canadian  Cap- 
ital. Noted  for  their 
rapid  and  thorough 
mixing.  Manufac- 
turers of  Tile,  Ttrick. 
Block  Machines, 
Crushers,  Pavers 


Contractors'  Mach- 
inery. Write  for 
special  offer. 

Over  300  Used  in 
Toronto  alone. 


HOISTS 

We  can  save  you  50 
per  cent,  on  Hoisting 
Machinery.  Let  us 
demonstrate  this  to 
you  here  at  our  ware- 
house. Ecjuipped  with 
gas,  steam  or  electric 
power,  mounted  on 
skids  or  trucks. 

Write  for  our  special 
offer. 


WETTLAUFER  BROS.,  LIMITED 

IMPROVED  CONCRETE  MACHINERY 
178  Spadina  Ave.,  TORONTO,  ONT. 

Branches— Montreal,  Halifax,  Vancouver,  Winnipeg 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


EXPArJsiO 

_  Joint 

Prevents  S/ipper in  ess  on  the -Hills 


Paved  with  wood  block  and  Carey  Elastite  Joint. 

The  city  engineer  who  specified  Elastite  Joint  for  this  job  took 
into  account  the  gradient  of  the  street.  He  realized  that  in  addi- 
tion to  the  economy  in  laying  Elastite  Joint  (instead  of  the  old 
pouring  method)  Elastite  would  give  a  better  footing. 

Elastite  is  especially  necessary  in  wood 
streets  because  of  the  inevitable  expansion 
of  the  blocks — no  matter  how  well  sea- 
soned. 

Diagram  to  left  shows  how  to  lay  wood 
block  paving  straight  across,  to  pre- 
vent buckling. 
Fig.  1.  Shows  -54  in.  strip  Elastite  placed 

along  curb  line  on  either  side. 
Fig.  2.  Shows  l/%  in.  strip  Elastite  between 

each  course  of  blocks. 
When  figuring  on  your  next  wood  block 
street,  write  for  sample  and  literature. 

Address  "Elastite  Dept." 

THE  PHILIP  CAREY  CO.,  Winnipeg,  Toronto,  Montreal 
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Steam  Engines 

Stnrtsvaat  Co.  of  Can.,  Ltd..  B.  F. 

Steam  Turbines 
McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  ot  Can.,  Ltd..  B.  F. 

Steel 

Hopkins  &  Company,  F.  II. 
Steel  Company  of  Can.  Ltd. 

Steel  Ban 

Burlington  Steel  Company 
nonunion  Iron  &  Steel  (  o. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Pipe 
Can.  Chicago  Bridge  &  Iron  Wks. 

Steel   Plate  Construction 

Watcrous  Engine  Works  Co. 

Steel  Sash 

Steel  &  Radiation  Limited 

Stone 

Britnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sack%-ille  Freestone  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 

Standard  Steel  Construction  Co. 
Structural  Steel  Company 


Surveyors'  Instruments 
Heller  ft  Brightly 

Swinging  Gears 

I  >ake  Engine  Company 

Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Hcnthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 


Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 


Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 


Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 


Welding  and   Cutting  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 


Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 


Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 


Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood   Pipe  &  Tank 
Company 


Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver  Wood   Pipe  &  Tank 

Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  pure  carbon,  and  is  therefore  unaffected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  B-H  Graphite  Paint  being-  made  from  pure  Graphite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  painting  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


3 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


RRANDRA  M  - 14  ENDERSO  N 
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Montreal 


Halifax 


St.  John 


Toronto 


Winnipeg 
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Ingersoll-Rand  Air  Compressors 

have  their  efficiency  increased  by  the  use  of 
"Circo"  Silent  Leaf  Valves,  the  operation  of 
which  is  entirely  independent  of  all  valve 
gear  or  other  mechanism. 

These  Leaf  Valves  are  practically  noiseless 
in  operation  and  are  equally  suited  to  low 
and  ordinary  working  pressures.  Cost  of 
repairs  is  very  light  as  long  life  is  assured 
by  the  design— there  is  nothing  to  wear. 

Compressed  air  can  be  used  in  hundreds  of 
ways.    Let  us  tell  you  some  of  them. 

Canadian  Ingersoll-Rand  Company,  Limited 

Commercial  Union  Bldg.,  Montreal,  Canada 

Sydney        Toronto        Cobalt        Timmins        Winnipeg        Nelson  Vancouver 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  ... 

\merkan  Lead  Pencil  Company  ... 

American  Well  Works   12 

Angiitis  Limited   60 

Armstrong  Cork  Company   52 

\rt  Stone  Company   60 

Asphalt  &  Supply  Company   1!) 

Ault  &  Wihorg  Company   50 

Barber  Asphalt  Company  

Barber.  Frank   60 

B.  C.  Lumber  Commissioner  

Beatty  &  Sons,  Limited,  M   2 

Bird  &  Son   58 

Black  Building  Supply  Company  ...  5 

Blair  Company,  B  

Boving    Hydraulic    &  Engineering 

Company   50 

Brandram-Henderson  Co   14 

Britnell  Company.  Limited   54 

Burlington  Steel  Company   7 

Canada  Crushed  Stone  Corporation..  11 

Canada  Iron  Foundries.  Limited  ...  54 

Canada  Wire  &  Iron  Goods  Co.  ...  59 

Canadian  Billings  &  Spencer   20 

Canadian  Blower  and  Forge  Co.  ...  62 
Canadian   Chicago    Bridge   &  Iron 

Works   59 

Canadian   Consolidated   Rubber  Co.  3 

Canadian  Dolarway  Paving  Co.   ...  10 

Canadian  Ingersoll-Rand  Co   15 

Canadian     Inspection    and  Testing 

Laboratories    60 

Canadian  Office  School  Furniture  Co.  48 

Canadian  Pipe  Company,  Limited  . .  1 

Carey  Company,  Philip   13 

Chipman  &  Power   60 

Conduits  Company,  Limited   59 

Cook,  A.  D   53 

Crushed  Stone,  Limited   54 

Dake  Engine  Company   51 

Darling  Bros   53 

Dennis  Wire  &  Iron  Company    50 

DesMoines  Bridge  &  Iron  Works.  61 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   60 

Dominion  Iron  &  Steel  Company  ...  57 

Dominion  Paint  Works  

Dominion  Road  Machinery  Co   2 

Dominion  Sewer  Pipe  Company  ...  13 

Dominion  Wire  Rope  Co   64 

Dunlop  Tire  &  Rubber  Company  . . . 
Dunn  Wire-Cut  Lug  Brick  Co.  ... 


Elk  Fire  Brick  Company  

Foster,  W.  L  

Fraser,  W  \  .  13 

Gartshore,  John  J   53 

Gartshore-Thompson  Pipe  &  Foun- 
dry Company  •   51 

Gent  Company  ...  

C lil lis  &  Geoghegan   5 

Goodwin-Barsby  Company  

Goold,  Shapley  &  Muir  Company  .  .  59 
Gray  Construction  Co.,  John  V.  ...  54 

Haddin  &  Miles   60 

Hagersville  Contracting  Company..  11 
Hamilton  &  Toronto  Sewer  Pipe  Co. 

Heller  &  Brightly   51 

Hopkins  &  Company,  F.  H   64 

Hunt  &  Company,  Robert  W   60 

Ideal  Concrete  Machinery  Company 
Inglis  Company,  John  •.  . .  47 

Kerr  Engine  Company,  Limited  . .  .  63 

L'Air  Liquide  Society   18 

Lea,  R.  S   60 

London  Concrete  Machinery  Co.  ...  8 

Luxfer  Prism  Company   

MacLean  Daily  Reports  

MacKinnon  Holmes  &  Company  .. 

Manitoba  Bridge  Works  Co  

Maritime  Bridge  Company    52 

Marsh  &  Henthorn,  Limited   51 

McAvity  &  Sons,  T.  •   61 

McDougall  Caledonian  Iron  Works 

Company   4 

McGregor  &  Mclntyre   61 

Meaford  Wheelbarrow  Company  . . . 

Metallic  Roofing  Company    55 

Miller  &  Company,  Geo.  M  

Morrison  &  Co.,  T.  A   60 

Mueller  Mfg.  Company,  H  

Mussens,  Limited   12 

National  Equipment  Co   12 

National  Iron  Works   18 

National  Steel  Car  Company  

Neptune  Meter  Company   55 

Noble,  Clarence  W   5 

Northern  Crane  Works    17 

Nova  Scotia  Steel  &  Coal  Co  


Oakley  &  Son,  Geo   19 

Oriental  Brick  Co   52 

Ormsby  Company,  A.  B  

Ontario  Sewer  Pipe  Co  

Ontario  Wind  Engine  &  Pump  Co.  55 

Pacific  Coast  Pipe  Company   51 

Paterson  Mfg.  Company   49 

Pedlar  People  

Pelletier  &  Fils,  Edouard  

Pittsburgh-Des  Moines  Steel   Co...  61 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company   59 

Piatt  Iron  Works    51 

Pollard  Manufacturing  Company   .  .  62 

Pontifex,  Bryan   60 

Power  &  Son   60 

Prest-O-Lite  Company  

Quinlan  &  Robertson   IT 

Radigan  &  Company,  John   

Reid  &  Brown   60 

Ric-wiL  Underground   Pipe  Cover- 
ing Company  

Rogers-  Limited,  Alfred  

Rogers  &  Company,  F  

Rogers  Supply  Company  

Sackville  Freestone  Company  

Sheldons  Limited   17 

Shipman  &  Co.,  Harold  C   60 

Smart  Mfg.  Company,  James   53 

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  ...  57 

Standard  Steel  Construction  Co.  ...  54 
Standard  Underground  Cable  Co.  of 

Canada   53 

Stark  Rolling  Mill  Company  

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation   12 

Structural  Steel  Company    54 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F.  50 

Tiffin  Wagon  Company  

Toch  Bros   17 

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   18 

Turnbull  Elevator  Company-  

Vancouver  Wood  Pipe  &  Tank  Co.  54 

Waterous  Engine  Works  Co   20 

Wettlaufer  Bros   13 

Wilson  &  Son,  C   50 

Wynne-Roberts,  R.  0   60 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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ELECTRIC  and  HAND  POWER  TRAVELING  CRANES 

Electric  Bucket  Cranes,  Mono-Rail  Hoists,  Power  Plant  Cranes, 
Jib  Cranes,  Dock  Cranes,  Railway  Cranes,  Derricks. 

— Made  in  Canada — 

NORTHERN  CRANE  WORKS,  Ltd.,  Walkerville,  Ont. 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the   "Keith''   Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.        Write  for  our  New  Catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 
and  Edmonton,  Alta. 

Messrs.  ROBERT  HAMILTON  &  CO..  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


Withstands 

these  Acid  Fumes" 


<<TT'S  remarkable,"  muses  the  chemist,  "how  white  this 
enamel  stays  despite  the  acid  and  sulphur  fumes  we 
have  here.    And  it's  been  on  for  several  years." 


JTfc  II 

EMEMBER  IT'. 


\KEMEMBER  IT'S   WATE  fiPROOi 


HOSPITAL  & 
LABORATORY 
ENAMEL 


flea,  u.s  wr  Off 

may  be  washed  in  either  hot  or  cold  water. 
It  possesses  all  the  vital  features  of  the  good,  old-time 
enamels,  and  has  the  additional  ability  of  adhering  to  a 
surface  and  remaining  white. 

Perfectly  suited  to  chemical  laboratories,  hospitals,  brew- 
eries, milk  stations,  bath  rooms,  etc. 

Write  for  special  booklet  from  Dept.  51. 

R.  I.  W.  DAMP-RESISTING  PAINT  CO. 
TOCH  BROTHERS 

Gerrard  St.  and  Carlaw  Ave. 
TORONTO,   ONTARIO,  CANADA 


Crushed  Rubble  Dimension 

CROOKSTON  QUARRIES 

Crushed  Stone — Clean,  tough  stone,  specially  suitable  for  concrete  mix  and  macadam  roads.  Although  we 
have  supplied  hundreds  of  cars  of  stone  to  Toronto,  Montreal  and  intervening  points  we  have  never  had  one 
car  rejected. 

Rubble  Stone  —  From  one  man  size  to  blocks  weighing  many  tons. 
Dimension  Stone    The  stone  that  has  stood  the  test  for  half  a  century. 

Capacity  500  ton»  a  day  C.P.R.  and  G.T.R.  Connections  Telephone  Madoc  2.  R  3 — 2 

ASK  US  FOR  QUOTATIONS 

QUINLAN  &  ROBERTSON,  Limited,  Crookston,  Ontario 
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Cauihka  Mn.OiK,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  ^TORONTO 


CAST  IRON  PIPE 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 

Lake  or  Rail  Shipments    MONTREAL,  TORONTO  and  PORT  ARTHUR 


A  Paying  Field  for  Progressive  Contractors — 
Apply  the  Oxy-Acetylene  Welding  and  Cutting  Process 

It  helps  you  to  do  a  COUNTLESS  NUMBER  of  jobs  in  a  novel  way 
QUICKER-CHEAPER-BETTER-than  by  old  methods 

Modern  APPARATUS  (stationary  and  port- 
ablei  as  well  as  GASES  (Oxygen  and  Acety 
lenei  supplied  on  SHORTEST  NOTICE  and 

Made-in-Canadn  by 

L'AIR  LIQUIDE  SOCIETY 

WEST  TORONTO    MONTREAL  WINNIPEG 

26  Boler  St.         Maiionneuve     325  William  At*. 

—THE  OXY-ACETYLENE  PEOPLE- 
Branches  the  World  over.         "SERVICE"  our  Motto. 


L'Air  Liquide  Society,  Maisonneuve, 

MONTREAL,  P.  Q. 

Gentlemen :  —  Please  send,  post  paid,  without 
obligating  me,  your  NEW  BOOKLET. 


Name  . . . 
Address 

Prov  

Business 


Date 


C.  R. 


Welding  of  light-gauge  shells— later  on  armoured  and  embedded  in  cement— for 
Water  Mains,  Gas  Mains,  etc. 

THIS  COUPON  will  bring  you  — without  obligating  you— MUCH  INFORMA- 
TION about  this  rapidly  spreading  process. 


DO  NOT  POSTPONE 


SEND  COUPON  NOW 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKER  V1LLE, 
ONT. 
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Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  No  dusting  away,  smooth  sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  of  Fluxphalte  and 
save  repair  bills. 

New  illustrated  booklet  on  request. 


PIML 


$mn  cmmim  mwns  for 


ffiXICM  EMLE  OH,  C9  Immm 

OF  TRUDB  BUILDING  - 


CUT  STONE 


""ii'Wwi 

llil  nil 


We  were  the  contractors  for  the  cut  stone  for  Knox  College  Toronto,  as  illustrated  above. 
Send  us  details  and  we  will  quote  prices. 

Geo*  Oakley  &  Sons,  Ltd.,  278  Booth  Ave.,  Toronto 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 

Welland,  Ontario 


ELEVATORS 


For  Sand,  Stone,  Gravel,  Ore,  Etc. 

Handle  your  rough  and  abrasive  materials  with  WATER- 
OUS  STEEL  BUCKET  ELEVATORS  AND  CON- 
VEYORS to  save  time  and  money. 

They  are  built  in  sizes  up  to  600  tons  per  hour  capacity. 
If  your  needs  are  special  we  can  give  you  expert  advice 
and  special  equipment  to  cover  them. 

(  Mir  standard  equipments  cover  practically   every  re- 
quirement. 

We  have  a  Catalog  for  Contractors 
and  Builders  that  you  will  find 
helpful.    May  we  send  it? 

The  Waterous  Engine  Co.,  Ltd. 


Brantford 


Canada 
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Published  Each  Wednesday  by 

hugh  c.  Maclean,  limited 

HUGH  C.  MacLEAN,  Winnipeg,  President. 
THOMAS  S.  YOUNG,  General  Manager. 
HEAD  OFFICE  -  347  Adelaide  Street  West,  TORONTO 
Telephone  A.  2700 


MONTREAL  -  Telephone  Main  2299  -  119  Board  of  Trade 
WINNIPEG  -  Telephone  Garry  856  -  302  Travellers'  Bldg. 
VANCOUVER  -  Tel.  Seymour  2013  -  Winch  Building 
NEW  YORK  -  Tel.  3108  Beekman  -  1123  Tribune  Building 
CHICAGO  -  Tel.  Harrison  5351  -  1413  Gt.  Northern  Bldg. 
LONDON,  ENG.  16  Regent  Street  S.W. 

SUBSCRIPTION  RATES 
Canada  and  Great  Britain,  $2.00.    U.  S.  and  Foreign,  $3.00. 
Single  copies  10  cents 

Authorized  by  the  Postmaster  General  for  Canada,  for  transmission 
as  second  class  matter. 

Entered  as  second  class  matter  July  18th,  1914,  at  the  Postoffice  at 
Buffalo,  N.  Y.,  under  the  Act  of  Congress  of  March  3,  1879. 
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Preparing  for  the  Bloodless  War 

THAT  our  neighbors  to  the  south  arc  carefully 
and  systematically  planning  to  profit  financial- 
ly and  commercially  by  the  exhaustion  of  the 
belligerents  after  the  war.  even  as  they  are 
now  profiting  by  a  policy  of  "strict  neutrality"  during 
the  war,  is  evidenced  in  many  ways.  For  example,  a 
few  weeks  a^o  an  industrial  commission  was  organ- 
ized by  the  American  Manufacturers'  Export  Associa- 
tion. Another  indication  is  the  recent  decision  of  the 
American  International  Corporation  to  send  investi- 
gators on  a  tour  to  Russia  and  to  establish  a  perman- 
ent 1  iffice  in  Russia. 

In  this  same  connection  the  Engineering  Record 
publishes  this  week  a  lengthy  interview  with  Mr.  \\  . 
S.  Kies,  vice-president  of  the  National  City  Bank  of 
New  York  and  the  American  International  Corpora- 
tion, who  sees  in  the  rebuilding  of  Europe  an  oppor- 
tunity for  United  States  contractors,  engineers,  and 
manufacturers,  if  they  show  ability  to  develop  a  close- 


knit  organization  for  the  solution  of  this  great  eco- 
nomic problem.  Among  other  things,  Mr.  Kiev  be- 
lieves that  ready  cash  will  not  be  available  in  Europe 
for  this  work,  and  that  reconstruction  work  carried 
tin  "ough  by  United  States  interests  must  be  paid  for 
largely  by  foreign  bonds  or  other  securities.  The  be- 
lief is  also  expressed  that  United  States  labor  will  not 
be  required,  since  this  will  be  available  locally,  but 
that  United  States  capital,  machinery,  and  engineers 
will  be  chiefly  in  demand,  and  it  is  suggested  that 
"firsthand  knowledge  of  local  requirements,  in  France 
or  Belgium  for  example,  would  be  necessary  before 
plans  for  any  comprehensive  construction  programme 
could  be  financed.  I  think  it  is  time  now  for  Ameri- 
can firms  interested  in  this  work  to  get  together  and 
establish  in  Europe  an  engineering  bureau.  Its  per- 
sonnel should  be  recruited  from  only  the  highest  grade 
of  men,  representing  the  best  brains  in  the  engineer- 
ing, construction,  and  manufacturing  fields.  Such  a 
bureau  could  at  once  begin  a  study  of  the  problem  of 
reconstruction  on  a  big  scale  and  formulate  working 
plans  for  the  restoration  of  entire  cities,  or  even  groups 
of  cities." 

^      *  * 

Air.  Kies,  however,  does  not  underestimate  the 
value  of  the  entente  organization,  which  has  been  per- 
fected during:  the  war,  and  will  doubtless  evidence  it- 
self in  reconstruction  work  as  soon  as  the  war  is  over, 
but  he  is  "sure  of  the  fact  that  Europe  has  obtained 
too  clear  a  view  of  the  fundamentals  of  industry  to 
stop  anywhere  short  of  the  quickest  and  most  effective 
restoration,  even  at  a  measure  of  national  expense.  If 
as  a  result  of  the  work  of  the  American  engineering 
bureau  abroad  we  can  show  Europe  that  we  have  an 
absolutely  certain  supply  of  materials  and  machinery, 
an  absolutely  certain  supply  of  capital,  and  an  organ- 
ization that  can  be  depended  upon  for  first-class, 
speedy  construction  on  an  enormous  scale,  the  pros- 
pects of  America's  participation  in  the  restoration 
work  in  Europe  will  be  particularly  bright." 

*      *  * 

This  is  an  entirely  laudable  ambition,  looked  at 
from  the  angle  of  United  States  neutrality  ideals.  But 
we  have  every  confidence  that  the  allies,  having  satis- 
factorily completed  the  much  larger  task  in  which 
they  are  now  engaged,  will  still  possess  in  reserve  a 
sufficient  fund  of  wealth  and  vitality  to  carry  on  with 
all  sufficient  vigor  the  work  of  rebuilding  France  and 
Belgium.  Surely  the  governments  of  France  and  Eng- 
land will  see  to  it,  too,  that  those  whose  moral  sense 
of  obligation  to  defend  a  "principle"  has  led  them  to 
give  up  everything  that  life  holds  dear  shall  not  be 
robbed,  by  another,  of  any  little  commercial  advan- 
tage that  may  follow  the  war.  simply  because  the 
ideal  of  that  other  happens  to  be  a  commercial  one. 
Quite  aside  from  this,  however,  we  do  not  see  how 
there  can  be  any  set  of  men  better  fitted  to  carry  on 
the  work  of  reconstruction  than  those  same  engineers 
who  have  been  in  the  thick  of  the  destruction. 
*       *  * 

W  e  trust  our  Canadian  manufacturers  will  lose  no 
Opportunity  of  studying  this  matter  carefully,  so  as  to 
be  in  a  position  to  act  independently  or  to  bring  pres 
sure  on  a  somewhat  somnambulanl  government  to  act 
lor  them.  No  doubt  the  entente  governments  and  the 
commercial  interests  of  the  entente  countries  are  well 
along  with  their  plans.  Let  us  keep  in  mind  that  it  is 
to  the  victors  the  spoils  belong.  \Axt.  in  all  conscience, 
the  vanquished  ought  to  rank.  Only  in  third  place, 
if  there  is  anything  left,  should  the  mere  onlooker  be 
admitted. 
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The  Recognition  of  Canadian 
Engineers 


THE  C  anadian  Society  of  Civil  Engineers  are  at 
last  aroused  to  an  active  campaign  against 
the  increasing  encroachment  of  alien  engineers 
on  the  local  field.  The  Contract  Record  has 
frequently  pointed  to  this  condition  as  entirely  un- 
necessary, unpatriotic,  eminently  unfair  to  the  Can- 
tdian  engineering  profession  and  a  direct  reflection 
on  our  Own  institutions  of  learning.  That  the  foreign 
engineer  is  not  infallihle  could  scarcely  he  driven 
home  to  us  more  forcefully  than  in  the  second  catas- 
trophe which  has  just  overtaken  the  Quebec  hriclge 
work.  It  will  he  remembered  that  the  first  Quchec 
Bridge  had  as  a  consulting  engineer  a  man  who  was 
not  a  Canadian  and  practically  admitted  his  neglect 
of  proper  supervision  on  the  score  that  he  was  not 
being  paid  sufficiently  well  for  his  services.  It  will 
also  he  recalled  that  the  consulting  hoard  of  three 
which  had  the  plans  of  the  present  bridge  in  charge 
included  only  one  Canadian  until  quite  recently.  We 
do  not  know  whether  they  considered  they  were  not 
being  sufficiently  paid  to  give  this  work  careful  super- 
vision, hut  we  must  conclude  from  the  results  that  they 
did  not  do  so. 

This  is  only  one  of  a  number  of  cases,  however, 
where  Canadian  construction  work  under  the  consult- 
ing guidance  of  alien  engineers  has  turned  out  dis- 
astrously, though  it  is  the  one  which  stands  out  most 
prominently  in  the  public  eye  to-day.  The  action  of 
the  Canadian  Society,  explained  in  the  letter  repro- 
duced below,  will  meet  the  hearty  approval  of  every 
citizen  in  the  Dominion  for,  in  making  this  d-ecision, 
sentiment  evidently  played  an  insignificant  part.  There 
is  no  thought  in  this  letter  of  deprecating  the  ability 
of  the  foreign  engineer.  It  is  only  urged  that  the  Can- 
adian should  have  a  fair  chance  to  demonstrate  his 
equal  ability.  It  is  the  duty  of  every  member  of  this 
society,  and  of  every  Canadian  interested  in  the  de- 
velopment of  our  country  by  those  men  who  are  in- 
terested in  its  development,  to  take  an  active  interest 
in  this  question  and  make  every  effort  to  educate  our 
governmental  authorities,  from  Ottawa  down,  that 
our  resources  in  brain  power  are  just  as  outstanding 
as  our  resources  in  material.  Failure  of  any  con- 
-iderable  piece  of  engineering  work  in  charge  of  a 
Canadian  engineer,  due  to  any  lack  of  skill,  is  yet  to 
be  recorded.  Why  then  this  appearance  of  lack  of 
confidence? 

Below  we  print  the  letter  which  has  been  dis- 
tributed within  the  last  few  days  to  the  members 
of  the  Canadian  Society  by  its  secretary,  Professor 
McLeod,  of  McGill  University. 

Canadian  Society  of  Civil  Engineers 

176  Mansfield  Street 

Montreal,  September  7th,  1916 

Dear  Sir, 

The  Council  of  the  Canadian  Society  of  Civil  En- 
eineers  desires  to  call  vour  attention  to  a  matter  of 
vital  interest  to  the  Society,  and  requests  your  personal 
action  in  connection  therewith  for  the  benefit  of  the 
civil  engineers  of  Canada. 

The  Canadian  Government,  as  you  are  aware,  re- 
cently appointed  a  Commission  to  advise  upon  cer- 
tain phases  of  the  railway  situation  of  the  country. 


It  is  understood  that  the  Government  wishes  to  de- 
termine whether  it  should  continue  to  assist  private 
ownership  as  in  the  past  by  additional  loans,  or  take 
over  for  itself  the  ownership  and  operation  of  certain 
railways,  or  allow  them  to  go  into  receivership.  The 
Commission  consists  of  Mr.  A.  II.  Smith,  general  man- 
ager of  the  New  York  Central  Railway;  Sir  Henry 
Drayton,  chairman  of  the  Railway  Commission  of 
C  anada  :  and  Sir  George  Paish,  financier,  London, 
England. 

The  above  Commission  immediately  appointed  an 
American  engineer  as  its  advisor,  and  instructed  him 
to  organize  a  corps  of  engineers  for  valuation  and  ad- 
visory work.  We  wish  to  record  our  strong  condem- 
nation of  the  policy  of  placing  in  the  hands  of  aliens 
the  engineering  work  of  a  commission  appointed  by 
the  Canadian  Government  to  investigate  Canadian  rail- 
ways for  which  the  Canadian  community  has  paid. 

The  inferences  to  be  drawn  from  the  employment 
of  aliens  in  the  above  connection  are  that  the  Federal 
( r(  tvernment  considers  : 

1st.  That  the  Canadian  engineers  who  built  the 
railways  are  not  competent  to  report  upon  them. 

2nd.  That  the  Canadian  universities,  in  many  cases 
enjoying  Government  subsidies,  are  not  producing 
competent  engineers  ;  and 

3rd.  That  the  Canadian  Society  of  Civil  Engineers, 
although  embracing  a  membership  of  about  three 
thousand,  is  not  considered  worthy  of  consultation  on 
an  important  engineering  question. 

The  above  mentioned  appointment  of  alien  engi- 
neers is  not  by  any  means  the  first  of  its  kind,  as  many 
similar  but  possibly  less  flagrant  cases  have  preceded 
it,  and  it  is  not  improbable  that  the  recurrence  of 
such  appointments  may  be  due  to  the  fact  that  Can- 
adian engineers  neither  assert  themselves  nor  de- 
mand recognition. 

In  order  to  impress  upon  the  Federal  Government 
the  fact  that  one  of  its  first  duties  is  to  encourage 
and  develop  the  engineering  profession  in  Canada  in 
every  possible  way,  the  Council  has  selected  this  gross 
violation  of  a  vital  principle  to  initiate  a  campaign 
and  impress  the  fact  that  Canadian  engineers  must  re- 
ceive due  consideration.  The  Canadian  railways,  can- 
als, public  works  and  other  engineering  attainments 
are  a  proof  that  Canadian  engineers  stand  in  the  front 
rank,  and  it  should  be  quite  unnecessary  for  them  to 
have  to  appeal  to  their  own  Government  for  recogni- 
tion. 

It  may  be  argued  in  support  of  the  present  alien 
appointment  that  Canadian  engineers  are  not  accept- 
able because  many  have  been  in  the  employ  of  the 
railway  companies.  To  this  we  would  reply  that,  as 
the  Commission  itself  is  to  advise  the  Government, 
basing  itself  upon  the  engineering  data  given  to  it, 
any  experienced  engineers  are  competent  to  collect  and 
submit  the  necessary  information  to  the  Commission. 

It  may  also  be  argued  that  the  Government  gave 
the  Commission  a  free  hand  in  the  appointment  of 
an  engineering  staff,  and,  since  this  freedom  of  ap- 
pointment is  essential,  our  protest  should  be  to  the 
Commission  itself.    To  this  we  reply: 

1st.  That  when  a  particularly  flagrant  case  arises 
such  as  this  where  competent  constructing  and  operat- 
ing engineers  are  passed  over  in  favor  of  alien  en- 
gineers, the  question  of  the  suitability  of  the  Com- 
mission appointed  by  the  Government  for  the  work 
in  hand  comes  into  question. 

2nd.  A  protest  to  the  Commission  itself  would 
probably  prove  futile,  and,  even  if  successful,  would 
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not  in  any  way  impress  the  Government,  the  creator 
of  Commissions,  in  regard  to  future  procedure  in  mat- 
ters of  this  kind. 

The  Council  of  the  Canadian  Society  of  Civil  En- 
gineers, therefore,  asks  you  to  use  your  influence  in 
every  way  to  diffuse  a  knowledge  of  this  matter 
throughout  your  community,  and  to  place  before  those 
with  whom  you  may  come  in  contact  the  fact  of  the 
case  and  the  position  of  engineers  in  relation  thereto. 
Specifically,  the  following  is  recommended : 

1st.  That  you  write  to  your  representative  in  the 
Dominion  Parliament,  whether  Government  or  Op- 
position, setting  forth  the  facts  of  the  case  in  a  strong 
way,  and  pointing  out  that  this  is  merely  an  incident 
in  a  long  course  of  similar  procedures. 

2nd.  That  you  write  in  a  similar  vein  to  those 
having  influence  with  the  Government  in  your  own 
community  or  elsewhere. 

3rd.  That  wherever  similar  incidents  arc  brought 
to  your  attention  you  voice  a  protest,  giving  the  facts 
to  your  local  branch  of  the  Canadian  Society  of  Civil 
Engineers  or  to  the  Secretary  at  Montreal  in  such  a 
manner  that  the  Council  may  deal  therewith. 

4th.  That  you  do  not  delay  acting  in  this  matter 
as  above  outlined,  but  proceed  to-day  to  do  what  you 
can  to  bring  every  pressure  to  bear  in  every  direction 
for  the  good  of  the  engineering  community  in  Canada. 

The  Council  requests  that  you  will  be  good  enough 
to  fill  out  and  return  the  accompanying  blank  to  your 
Branch  or  to  Headquarters  if  you  are  not  a  Branch 
member,  in  order  that  they  may  be  fully  aware  of 
what  has  been  done  by  the  membership  at  large  to- 
wards strengthening  such  representation  as  it  may 
seem  desirable  to  make  to  the  Dominion  Government. 
On  behalf  of  the  Council, 

C.  H.  McLEOD,  Secretary. 

The  blank  referred  to  is  a  letter  reply  form  signed 
by  the  member  to  the  effect  that : 

(1)  He  has  written  to  certain  (named)  Federal  re- 
presentatives regarding  the  matter. 

(2)  That  he  has  taken  it  up  with  other  (named) 
influential  persons,  and, 

(3)  Advising  of  instances  of  engagement  of  out- 
side engineers  not  considered  justified. 


Build  Better  Foundations 

A road  is  no  stronger  than  its  foundation  any 
more  than  is  a  house,  a  public  library  or  a 
post-office.  No  matter  how  good  the  material 
placed  on  the  surface,  if  the  foundation  be 
not  sufficient  to  support  the  weight  of  traffic  it  will 
quickly  develop  holes  and  ruts.  Is  it  not  possible 
that  Canadian  engineers  do  not  give  sufficient  thought 
to  the  possibilities  of  solidity  in  foundation,  but  de- 
vote more  of  their  energy  to  trying  ,to  secure  a  pass- 
able surface?  This  sort  of  procedure  is  on  a  parallel 
with  putting  paint  on  rotten  wood.  The  practice  fol- 
lowed in  so  many  counties  of  spreading  stone  on  worn- 
out  roads  and  simply  rolling  it  flat,  or  allowing  traffic 
to  wear  it  down,  could  surely  be  improved  on.  It  is  at 
best  only  a  temporary  relief.  In  the  State  of  New  York 
the  method  usually  adopted  on  old  stone  roads  is  to 
completely  scarify  the  surface  to  a  depth  of  six  or 
eight  inches  and  remove  worn-out  material.  Crushed 
stone  of  one  to  two  inch  size  is  then  spread  and  thor- 
oughly consolidated.  This  affords  a  solid  foundation 
for  the  surface  coat  which  is  usually  of  line  stone  with 
Tarvia  binder. 

With  the  drying  of  the  oil,  of  course,  this  line 
stone  is  washed,  or  finds  its  way  by  gravity,  to  the 


shoulders,  but  this  is  provided  for  by  having  men 
continually  shovelling  this  loose  material  back  to  the 
middle  of  the  road,  thus  reducing  to  a  minimum  the 
tendency  for  traffic  to  follow  a  rut. 

It  would  seem  that  putting  a  little  extra  money 
into  the  foundation  of  our  roads  and  providing  a  little 
more  for  maintenance  would,  in  the  long  run,  save 
money  for  our  taxpayers. 


Royal  Architectural  Institute 

The  Royal  Architectural  Institute  of  Canada  this 
year  resumed  its  annual  meeting  which  was  held  at 
Quebec  on  September  8  and  9,  the  first  since  1913. 
Mr.  J.  H.  G.  Russell,  of  Winnipeg,  the  president,  was 
in  the  chair.  The  meetings  were  held  in  the  offices  of 
[he  city  council,  where  the  Institute  was  received  by 
the  Mayor,  Mr.  Lavigueur,  and  welcomed  by  Mr.  Mar- 
ier,  president  of  the  Builders'  Exchange.  Mr.  Rus- 
sell replied  in  a  brief  speech. 

The  first  day  was  devoted  to  meetings  of  the  coun- 
cil. On  the  second  day,  it  was  decided  to  institute  a 
competition  for  a  design  for  a  medal  to  be  awarded  to 
prominent  architects.  Applications  for  federation  to 
the  Institute  (which  now  consists  of  the  provincial 
architectural  societies  of  Alberta,  Manitoba,  Quebec, 
Ontario  and  Saskatchewan)  were  received  from  the 
[iritish  Columbia  Society  of  Architects  and  the  Ar- 
chitectural Institute  of  British  Columbia.  As  only  one 
society  in  each  province  can  be  admitted,  it  was  re- 
commended that  both  B.  C.  societies  join  hands,  and 
that  representatives  of  this  united  society  be  admitted. 

The  Institute  took  up  the  question  of  the  competi- 
tion for  the  departmental  offices  and  Supreme  Court, 
Ottawa.  The  Government  have  retained  six  of  the 
designs,  hut  have  taken  no  further  action  in  the  mat- 
ter of  coming  to  a  decision  as  to  which  shall  be  select- 
ed. The  Council,  it  was  decided,  should  communicate 
with  the  Government  on  the  subject. 

A  roll  of  honor  of  architects  who  have  joined  the 
forces  is  to  be  prepared.  Out  of  the  membership  of 
S00.  100  have  enlisted.  Architects  who  have  volun- 
teered will  be  kept  on  the  list  of  members  without 
fee  during  their  period  of  service.  The  financial  re- 
port showed  a  balance  of  between  $600  and  $700.  It 
was  left  to  the  Council  to  select  the  date  and  place 
of  the  next  meeting,  Hamilton  being  suggested. 

The  following  officers  were  elected:  Mr.  T.  P.  Ouel- 
let,  Quebec,  president;  Messrs.  A.  Frank  Wickson,  To- 
ronto, and  W.  G.  Van  Egmond,  Regina,  vice-presi- 
dents; Alcide  Chausse,  Montreal,  hon.  secretary  (10th 
time);  J.  W.  H.  Watts,  Ottawa,  hon.  treasurer  (10th 
time)  ;  council,  Messrs.  D.  R.  Brown,  A.  Beaugrand- 
Champagne  and  Joseph  Perrault,  of  Montreal;  C.  II. 
Acton  Bond  and  J.  P.  Hynes,  of  Toronto;  C.  P.  Mere- 
dith, of  Ottawa;  j.  1 1 .  G.  Russell,  E.  E.  Matthews  and 
Col.  J.  B.  Mitchell,  of  Winnipeg;  James  Henderson 
and  W.  D.  Cromarty,  of  Edmonton  ;  R.  P.  Blackey,  of 
Calgary ;  R.  G.  Bunyard,  of  Moose  Jaw ;  A.  G.  Creigh- 
ton,  of  Prince  Albert,  and  H.  Cooper,  of  Regina. 


"Applied  Science,"  in  its  June  issue,  just  to  hand, 
publishes  the  names  of  619  graduates  of  the  Faculty  of 
Applied  Science  and  Engineering  of  the  University  of 
Toronto  who  have  enlisted,  in  one  capacity  or  another, 
in  the  war.  Up  to  that  dale  16  of  this  number  had 
been  killed  and  26  others  wounded,  5  are  prisoners  of 
war,  and  military  honors,  so  far,  have  been  awarded 
to  X  of  the  school  men.  This  will  he  the  last  issue  of 
"Applied  Science"  until  the  war  ends. 
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Sewage  Disposal  Works  in  City  of  Regina 

 By  Mr.  D.  A.  R.  McCaniit-l*  


Till",  city  of  Regina  lias  a  separate  sewer  sys- 
tem, bill  owing  to  the  storm  water  system  be- 
in  j;  not  fully  completed  as  proposed,  much 
Storm  water  is  taken  care  of  by  the  domestic 
sewers.  The  average  dry  weather  flow  of  the  do- 
mestic sewer  is  about  2.000,000  gallons  per  day,  which 
enters  the  pump  house  through  a  48-inch  reinforced 
concrete  pipe.  The  sewage  disposal  plant  is  situated 
on  the  banks  of  the  Wascana  Creek,  just  outside  the 
city  limits,  where  the  city  has  acquired  about  fifty 
acres  of  land. 

The  method  of  sedimentation,  filtration  and  final 
sedimentation  is  used.  The  plant  consists  of  a  pump 
well  into  which  the  main  sewer  empties,  a  stand-by 
tank,  four  sedimentation  tanks,  eight  filters  and  two 
final  settling  tanks,  all  of  which  were  constructed  at 
a  cost  of  a  quarter  of  a  million  dollars.  Owing  to  the 
topography  of  the  city  and  surroundings  being  very 
leVel,  it  was  impossible  to  provide  sufficient  fall  to 
allow  for  treatment  by  gravitation,  so  pumping  has 
to  be  done. 

The  cost  of  operation  and  maintenance  is  about 
SI  1.000  a  year,  and  a  staff  of  four  men  are  regularly 
employed,  though  additional  help  is  required  during 
the  summer  to  clean  the  sedimentation  tanks.  The 
superintendent  devotes  half  of  his  time  to  the  plant, 
while  the  other  half  is  required  for  other  work.  Chem- 
ical and  physical  tests  of  the  sewage  as  it  passes 
through  the  different  units  are  made  from  time  to 
time,  these  tests  being  required  by  the  Saskatchewan 
Bureau  of  Public  Health. 

During  the  past  year  experiments  have  been  Gai- 
ned out  on  a  small  scale  with  two  activated  sludge 
tanks,  but  at  present  sufficient  results  have  not  been 
obtained  to  warrant  a  report,  although  the  results  have 
proved  satisfactory  to  date. 

A  brief  description  of  the  various  units  is  given 
below,  both  as  to  construction  and  working. 

Pump  Well 

The  pump  well  consists  of  a  reinforced  concrete 
basin  25  ft.  by  75  ft.,  with  a  longitudinal  slope  in  the 
floor  to  a  sump  15  ft.  from  the  inlet  end.  The  depth  at 
the  sump  is  19  ft.,  and  a  retention  period  of  1.2  hours 
for  average  flow  is  provided.  The  four-foot  outfall 
sewer  enters  the  end  of  the  pump  well  into  a  station- 
ary box  screen  8  ft.  by  4  ft.  by  11  ft.  The  screening  is 
done  by  hand,  being  removed  each  morning,  as  well 
as  the  elevating  of  any  solids  that  deposit,  such  as 
grit  which  is  not  lifted  by  the  pumps.  The  pumping 
units  consist  of  three  electrically  driven  1,000,000  gal- 
lon centrifugal  pumps  which  lift  the  sewage  25  feet 
to  the  sedimentation  tanks.  The  cost  of  operating  the 
pump  house  is  about  70  per  cent,  of  the  total  cost  of 
operation  and  maintenance.  A  brick  structure  30  ft. 
by  25  ft.,  encloses  the  machinery  and  screens,  while 
the  balance  of  the  pump  well  is  covered  by  a  cor- 
rugated iron  roof. 

Stand-by  Tank 

This  tank,  the  dimensions  of  which  are  200  ft.  by 
200  ft.  b'y  10  ft.,  is  constructed  of  reinforced  concrete 
and  is  provided  to  take  the  surplus  storm  water.  It 
is  connected  by  a  48-inch  overflow  pipe  and  a  10-inch 
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return  pipe  to  the  pump  well.  There  is  also  a  48-inch 
overflow  pipe  from  the  stand-by  pipe  .direct  to  the 
creek,  but  it  is  only  during  periods  of  excessive  rainfall 
of  long  duration  that  the  sewage  enters  the  creek 
without  treatment,  and  such  sewage  is  very  weak,  be- 
ing practically  storm  water. 

Sedimentation  Tanks 

These  are  rectangular  long  flow  tanks  of  reinforced 
concrete,  four  in  number,  each  tank  being  100  ft.  by 
50  ft.,  and  having  a  capacity  of  190,000  gallons.  The 
floors  of  the  tanks  have  a  slope  of  1:15  to  the  inlet  end, 
where  they  are  9  feet  deep.  The  tanks  are  all  inclosed 
by  a  corrugated  iron  building  constructed  on  a  steel 
frame.  These  tanks  were  originally  designed  for  sedi- 
mentation tanks  only,  and  the  settling  solids  were  to 
be  drawn  off  at  frequent  intervals,, but  it  was  found 
difficult  to  prevent  the  septic  action  from  taking  place 
in  the  deposited  solids,  owing  to  the  difficulty  of  clean- 
ing the  tanks  during  the  winter  season.  As  later  ex- 
perience has  proven  that  the  filters  will  give  better 
results  when  treating  fresh  sewage,  "V"-shaped  troughs 
have  been  proposed,  and  are  at  present  introduced  in 
two  of  the  tanks,  forming  a  two-storey  tank.  By  the 
addition  of  these  troughs  the  sewage  passes  through  the 
tanks  from  one  end  to  the  other  without  coming  in 
contact  with  the  septicized  sludge,  at  a  sufficiently 
slow  velocity  to  allow  the  suspended  solids  to  settle 
into  the  lower  chamber  of  the  tank  through  a  slot 
in  the  bottom  of  the  troughs.  A  storage  capacity  of 
five  hundred  cubic  yards  is  provided  in  the  lower 
chamber  of  each  tank.  Each  trough  is  four  feet  wide 
at  the  top,  four  feet  at  the  inlet  end  and  two  feet  deep 
at  the  outlet  end.  having  a  cross  section  of  six  square 
feet,  which  provides  a  retention  period  of  1.8  hours. 
A  twelve-inch  space  is  provided  between  troughs  for 
the  gas  to  escape  and  for  scum  to  accumulate.  The 
remaining  two  tanks  have  not  as  yet  had  the  troughs 
constructed  and  they  have  scum  boards  suspended  from 
the  roof  to  prevent  the  scum  from  passing  on  to  the 
filters. 

Sludge  Bed 

The  sludge  drawn  off  from  the  sedimentation  tanks 
discharges  on  the  sludge  drying  bed,  which  is  200  ft. 
by  25  ft.,  and  consists  of  a  concrete  floor  with  a  layer 
of  hollow  drain  blocks  on  which  is  placed  a  thin  layer 
of  crushed  stone,  through  which  the  liquid  drains  to 
a  drain  pipe  back  to  the  pump  well.  When  the  sludge 
is  sufficiently  dry  it  is  removed  by  teams  and  wagons, 
and  this  drying  takes  three  weeks  of  favorable  wea- 
ther. 

The  sprinkling  type  of  filter  is  used,  there  being 
eight ;  four  circular  and  four  rectangular.  The  cir- 
cular form  of  filter  was  first  constructed,  and  the  rec- 
tangulars  have  been  in  operation  only  during  the  past 
year.  The  filtering  media  consists  of  one  inch  to 
three  inches  of  broken  field  stone,  and  in  the  circular 
filters  this  is  laid  on  hollow  drain  blocks,  which  rest 
on  a  concrete  floor  that  slopes  to  the  collecting  chan- 
nel at  the  perimeter.  These  filter  beds  are  130  feet 
in  diameter,  7  feet  in  depth,  which  gives  the  four  an 
area  of  .95  acres  of  6  feet  in  depth.  The  sewage  is  ap- 
plied by  means  of  Adams  revolving  sprinklers,  which 
operate  under  a  2.5-foot  head,  and  require  very  little 
attention,  mainly  the  cleaning  of  the  arms  about  every 
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second  day,  due  to  the  solids  clogging"  some  of  the 
holes  in  the  end  of  the  arm.  Each  filter  is  housed  in 
a  corrugated  iron  building,  and  although  the  past  win- 
ter's temperature  lowered  to  50  degs.  below  zero,  the 
temperature  of  the  filter  effluent  only  lowered  to  45 
degs.  F.,  and  no  trouble  from  frost  occurred. 

The  rectangular  filters  are  168  ft.  by  28  ft.,  with  a 
7-ft.  depth,  and  the  crushed  stone  rests  on  a  layer  of 
field  boulders  that  are  laid  on  the  concrete  floor,  which 
slopes  to  the  outlet  end.  These  four  filters  provide  an 
area  of  .5  acres,  6  feet  in  depth,  which  gives  a  total 
filtering  area  of  1.45  acres.  The  sewage  is  applied  by 
means  of  Ham-Baker  distributors,  which  operate  by 
syphoning  the  sewage  from  a  concrete  trough  placed 
between  two  beds  and  extending  the  length  of  the  bed, 
itito  a  supply  pipe  that  feeds  the  revolving  buckets. 
These  buckets  form  a  waterwheel  which  forces  the  dis- 
tributor over  the  bed,  it  running  on  a  track  a  foot 
above  the  bed.   The  reason  for  the  change  in  the  form 


of  the  filter  was  due  to  the  decreased  cost  per  unit  area, 
there  being  twice  the  area  of  one  circular  filter  in  the 
four  rectangular  filters,  and  the  cost  was  approximately 
the  same. 

Humus  Tanks  or  Final  Settling  Tanks 

The  effluent  from  the  filters  is  led  to  the  humus 
tanks,  which  are  two  in  number,  each  80  ft.  by  14.5  ft. 
by  4  ft.,  with  a  .75  per  cent,  fall  to  the  outlet  end.  As 
the  sewage  enters  these  tanks  it  passes  through  a 
channel  provided  with  baffles,  where  provision  is  made 
for  the  addition  of  a  disinfectant.  Each  tank  has  a 
capacity  of  65  cubic  yards  of  humus,  and  considering 
1  cubic  yard  per  1,000,000  gallons  of  sewerage,  the 
tanks  have  to  be  cleaned  every  two  months,  which  is 
done  by  elevating  by  hand  into  carts  and  then  hauling 
away  with  teams. 

The  sewage  passes  over  an  outlet  weir  in  each  tank 
and  then  by  a  short  length  of  30-in.  pipe  is  led  directly 
into  the  creek. 


Water  Purification  Plant  at  Medicine  Hat 

 By  Mr.  R.  B.  Pyper'   


OWING  to  the  rapid  growth  of  the  city  of  Medi- 
cine Hat  it  was  found  in  1912  that  the  exist- 
ing water  plant  was  inadequate  to  supply  the 
demands  and  it  was  decided  to  construct  a 
plant  of  larger  capacity  with  provision  for  extension 
at  a  future  date,  if  necessary.  The  existing  plant  was 
situated  near  the  centre  of  the  city,  and  it  was  decided 
to  build  the  new  plant  a  distance  of  two  miles  further 
up  the  South  Saskatchewan  River,  which  is  the  source 
of  supply,  on  a  piece  of  property  along  the  banks  of 
the  river,  and  owned  by  the  city,  and  which  is  large 
enough  to  permit  of  considerable  extension.  A  small 
power  plant  was  situated  on  this  new  site,  but  as  it 
also  was  too  small  for  immediate  needs,  it  was  de- 
cided to  increase  the  power  capacity  as  well,  and  ac- 
cordingly a  combined  power  and  water  plant  was  built 
alongside  it. 

Water  is  taken  from  the  middle  of  the  river 
through  a  30-inch  cast  iron  pipe  which  delivers  by 
gravity  into  an  intake  well  on  the  bank.  This  well  is 
built  of  reinforced  concrete  and  is  18  feet  in  diameter 
and  45  feet  deep.  The  end  of  the  intake  pipe  is  pro- 
tected by  a  concrete  abutment,  the  outer  end  of  the 
pipe  being  coverd  with  a  removable  screen  sliding  in 
grooves  in  the  end  of  the  concrete  abutment.  On  the 
top  of  the  abutment  is  an  emergency  inlet  which  could 
be  used  in  case  the  ordinary  inlet  clogged  through 
some  unforseen  cause. 

The  water  is  pumped  from  the  intake  well  through 
three  16-in.  cast  iron  pipes,  carried  from  the  well  in 
a  tunnel  which  runs  under  the  sedimentation  basin 
and  clear  well  to  the  low  lift  pump  room,  and  thence 
delivered  to  the  sedimentation  basins.  The  low  lifl 
pumps,  three  in  number,  are  motor  driven  and  have 
a  capacity  of  3,000,000  Imperial  gallons  per  day  each. 

The  sedimentation  basins  are  of  reinforced  con- 
crete and  have  a  total  capacity  of  750,000  gallons, 
which,  with  a  minimum  of  three  hours'  sedimentation, 
yield  6,000,000  gallons  per  day.  There  are  six  filter 
units  of  the  mechanical  gravity  type,  each  with  a 
capacity  of  1,000,000  gallons  per  day,  and  an  area  of 
420  square  feet.  Directly  under  the  filters  is  the 
clear  well,  which  has  a  capacity  of  125^000  Imperial 
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gallons,  and  from  which  the  water  is  pumped  through 
a  20-inch  steel  main  to  a  reinforced  concrete  reservoir 
of  3,200,000  gallons  capacity,  situated  on  ground  300 
feet  higher  than  the  plant. 

Aluminum  sulphate  is  used  as  a  coagulant,  and  gen- 
erally speaking  there  are  about  four  and  a  half  months 
during  the  winter  when  it  is  unnecessary  to  use  this 
material,  or  only  sufficient  to  form  a  flock  which  will 
cover  the  filters,  as  the  water  in  the  river  is  clear  and 
colorless  during  that  period. 

The  average  daily  pumpage  for  the  year  1915  was 
2,100,000  Imperial  gallons  and  the  average  quantity 
of  aluminum  sulphate  used  was  0.645  grains  per  gal- 
lon. The  coagulant  is  applied  to  the  raw  water  at 
the  point  where  it  enters  the  sedimentation  basins. 

During  certain  periods  of  the  year  the  water  is 
treated  with  calcium  hypochlorite,  which  is  added  to 
the  filtered  water  close  to  the  suctions  of  the  high  lift 
pumps.  The  amount  of  this  chemical  used  averages 
about  0.2  parts  per  million  of  available  chlorine  during 
the  period  when  it  is  required. 

No  trouble  has  been  experienced  with  coloring 
matter  in  the  water  excepting  during  a  few  days  in 
February  of  this  year,  when  exceptional  conditions 
existed.  Owing  to  a  spell  of  very  warm  weather  the 
large  amount  of  snow  lying  on  the  prairies  melted 
and  caused  a  rapid  rise  in  the  river,  which  resulted 
in  the  ice  going  out  and  the  water  in  the  river  being 
exceedingly  turbid  with  a  low  alkalinity.  This  sur- 
face water  was  also  considerably  colored,  and  this  with 
a  low  temperature  required  careful  manipulation  for 
a  few  days,  but  good  results  were  obtained. 

Samples  Of  the  water  are  submitted  for  examina- 
tion at  frequent  intervals  and  it  has  always  been  de- 
clared as  excellent  for  drinking  purposes.  The  city 
has  been  particularly  free  from  typhoid  during  the  last 
two  years,  no  cases  being  attributable  to  the  water 
supply. 


Excessive  crowning  of  street  pavements  causes 
traffic  to  congregate  on  the  car  tracks,  resulting  in 
undue  crowding  of  the  street  and  interference  with  the 
right  of  way  of  vehicular  traffic. 
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Engineering  and  Scientific  Research 

Advocating  Industrial  Investigation  and  Experiment 
to    Produce    the    Highest   Commercial  Efficiency 


ONE  thing  that  has  contributed  very  materially 
to  the  rapidity  of  Germany's  industrial  pro- 
gress before  the  war.  and,  indeed,  is  of  prim- 
ai\  assistance  to  the  present  carrying-  out  of 
the  struggle,  has  been  the  intimate  co-relation  of  engi- 
neering with  scientific  and  industrial  research.  Our 
present  enemy  has  always  made  it  a  point  to  further 
and  a>sist  investigation  along  scientific  lines,  with  the 
object  of  applying  the  knowledge  so  gained  in  main- 
taining the  highest  pitch  of  industrial  efficiency.  While 
all  may  not — in  fact,  cannot — agree  with  the  bureau- 
cratic methods  bv  which  Germany  operates  this  sys- 
tem, yet  even  the  most  conservative  cannot  fail  to  re- 
cognize in  the  principle,  features  and  advantages  that 
commend  themselves  as  possessing  a  vast  deal  of 
merit,  and  that  are.  indeed,  even  of  essential  import- 
ance. The  paper  reproduced  below,  which  was  sub- 
mitted at  the  Conference  on  Engineering  and  Scien- 
tific Research,  England,  by  Prof.  J.  A.  Fleming,  M.A., 
I  ).Sc,  F.R.S.,  M.  Inst.  E.E.,  gives  some  interesting  and 
timely  remarks  in  this  regard,  covering  as  it  does  a 
viewpoint  specially  applicable  to  the  British  Empire. 
Timely  notice  has  evidently  been  taken  of  the  import- 
ance of  this  subject  by  the  Ontario  Government,  which 
recently  announced  through  one  of  its  cabinet  minis- 
ters the  intention  to  establish  a  department  of  indus- 
trial research  in  the  University  of  Toronto. 

In  the  particular  matter  under  discussion  we  have 
been  compelled  to  recognize  the  manner  in  which  im- 
portant industries  have  died  out  or  never  thriven  in 
this  country  in  consequence  of  our  neglect  of  scientific 
education  and  research.  It  is  equally  important  to 
realize  that  we  cannot  undo  the  effect  of  this  neglect 
by  a  wave  of  the  wand,  but  that  reforms,  to  be  useful, 
must  be  very  deep  and  very  thorough  and  begin  at  the 
top  and  at  the  bottom  in  our  systems  of  national  edu- 
cation. Whilst  we  cannot  hope  to  reach  anything  like 
unanimity  on  a  subject  so  complex  as  the  means  of 
imparting  or  creating  knowledge,  it  is  of  the  utmost 
moment  that  engineers  should  carefully  consider  the 
various  proposals  made  for  reforms,  so  as  to  bring  to 
bear  their  practical  experience  on  it  and  not  permit 
schemes  to  advance  too  far  which  are  the  product 
merely  of  academic  or  political  thought. 
We  have  to  consider,  then  : 

1.  The  improvements  in  the  training  of  men  who 
will  become  engineers. 

2.  The  best  means  by  which  scientific  knowledge 
can  be  brought  to  bear  on  the  problems  of  engineering. 

3.  The  scientific  method  in  relation  to  the  business 
side  of  engineering. 

The  enormous  destruction  during  the  war  of  the 
products  of  the  engineer's  shop  and  office  will  call  for 
reconstruction,  and  offer  a  vast  field  for  engineering 
work  on  its  conclusion.  We  have  to  see  to  it  that  as 
much  as  possible  of  this  work  falls  into  the  hands  of 
the  united  nations  which  form  the  British  Empire. 

This  work  will  make  a  call  for  men  trained  both  in 
the  scientific  and  practical  side  of  engineering,  and 
also  for  others  proficient  in  the  business  aspects  of  it. 

It  is  unquestionable  that  the  success  of  the  Ger- 
mans in  the  commercial  field  is,  in  part,  due  to  their 
-vstem  of  national  education,  which  prepares  every 


man  for  some  vocation  and  does  it  thoroughly.  We 
are  by  no  means  desirous  of  copying  it  in  its  entirety, 
as  it  possesses  grave  defects  on  its  ethical  side  and  in 
its  extreme  cultivation  of  materialism  in  its  worst 
aspects.  Nevertheless,  we  can  usefully  draw  some  les- 
sons from  it.  Our  own  educational  systems  from  bot- 
tom to  top  are  too  bookish,  too  much  devoted  to  the 
cultivation  of  memory  and  words,  and  not  sufficiently 
leavened  by  a  real  knowledge  of  the  facts  of  nature  and 
power  to  draw  true  inferences  from  observations. 

One  barrier  in  the  way  of  our  industrial  progress 
has  been  the  imperfect  scientific  training  of  foremen, 
managers,  and  young  heads  of  departments  in  many 
engineering  works.  The  young  men  who  are  brought 
in  to  fill  directing  positions  have  generally  received 
the  usual  public  or  middle  class  school  education,  with 
its  entirely  insufficient  attention  to  scientific  subjects. 
Even  when  this  has  been  supplemented  by  a  course  at 
a  technical  college,  the  time  at  the  latter  has  been  so 
much  taken  up  with  learning  things  which  ought  to 
have  been  learnt  at  school  that  the  opportunity  of  ac- 
quiring advanced  scientific  knowledge  or  real  power 
of  independent  investigation  has  been  very  much  cur- 
tailed. Hence,  when  once  immersed  in  business  it  has 
been  impossible  for  them  to  keep  up  with  scientific  ad- 
vances, and  they  can  at  most  copy  what  they  see 
others  do.  We  have  to  produce  more  men  who  can  do 
new  things,  and  not  merely  know  about  old  ones. 

Thorough  Scientific  Education. 

Until  this  state  of  affairs  is  remedied  it  is  perfectly 
futile  for  Great  Britain  to  hope  to  gain  pre-eminence 
over  Germany  in  scientific  industries.  The  advantages 
which  we  have  in  greater  originality  of  mind  and  bet- 
ter workmanship  are  neutralized  to  a  large  extent  by 
the  want  of  a  sufficiently  thorough  and  broad  scientific 
education  to  enable  us  to  see  the  practical  value  of, 
and  work  out  exhaustively,  and  especially  with  refer- 
ence to  trade  purposes,  the  openings  given  by  scientific 
discoveries.  It  is  the  want  of  this  sufficiently  thorough 
scientific  education  which  accounts  for  the  limited 
faith  of  many  employers  and  capitalists  in  scientific 
research,  and  also  for  the  inability  of  the  practical 
worker  to  take  advantage  of  or  see  the  meaning  of 
facts  which  present  themseves  to  him  in  his  every- 
day work. 

It  is  essential  now  for  every  engineer  to  have  a  good 
working  acquaintance  with  certain  branches  of  mathe- 
matics. If  he  has  no  knowledge  whatever  of  the  cal- 
culus or  trigonometry  he  finds  it  impossible  to  read 
many  original  papers  in  the  technical  journals.  In 
teaching  electrotechnics  to  young  engineers,  I  find  I 
have  to  give  much  time  to  imparting  elementary 
mathematical  knowledge  which  ought  to  have  been 
gained  elsewhere.  It  should,  however,  be  taught  by 
engineers  to  engineers. 

The  great  thing  to  guard  against  on  the  part  of  the 
student  is  premature  specialization.  He  should 
broaden  as  much  as  possible  his  knowledge  of  the  prin- 
ciples of  chemistry,  mechanics,  physics,  mathematics, 
and  metallurgy,  and  he  will  then  be  able,  later  on.  to 
build  up  on  this  foundation.    Unless  he  does  lav  this 
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foundation  he  will  not  be  able  to  follow'  or  assist  in 
improvements. 

Relation  of  Scientific  Research  to  Engineering. 

We  turn,  then,  to  the  subject  which  it  is  our  pur- 
pose more  particularly  to  discuss — viz.,  the  relation  of 
scientific  research  to  engineering  practice.  We  may 
roughly  divide  this  research  work  into  three  depart- 
ments. 

There  are,  first,  the  laboratory  researches  which 
aim  at  determining  various  physical  constants  of  the 
materials  used  in  engineering  which  are  requisite  to 
give  data  for  design.  This  knowledge  can  never  be 
made  too  accurate  or  too  complete;  but  the  moment 
one  goes  to  any  of  the  well-know  n  pocket  books  or 
tables  of  engineering  data  it  is  astonishing  to  find  the 
wide  gaps  in  our  knowledge.  Hence  we  require  abun- 
dant provision  for  re-determining  these  values  for  par- 
ticular samples  of  new  materials  to  be  used  in  bulk 
for  various  purposes. 

Then,  in  the  second  place,  there  are  those  re- 
searches which  aid  engineering  by  providing  new 
methods  of  examination  and  test  of  materials  or  struc- 
tures. As  an  instance  of  this,  consider  the  invaluable 
aid  rendered  by  what  is  now  called  metallography,  or 
the  study  of  the  internal  structure  of  metals  and  alloys 
by  the  aid  of  the  microscope. 

Then,  in  the  third  place,  we  have  a  type  of  research 
which  calls  for  special  aptitude  and  insight — viz.,  those 
which  lead  to  the  discovery  of  some  new  process,  ma- 
terial, or  machine. 

The  really  important  question  is,  What  are  the  con- 
ditions under  which  we  can  stimulate  this  originative 
power?  It  is  partly  due  to  natural  gifts,  partly  to 
effective  training,  and  partly  to  the  possession  of  suffi- 
cient appliances  and  means. 

Laboratories  may,  however,  be  built  without  num- 
ber, and  chairs  and  scholarships  endowed,  but  unless 
the  right  men  occupy  them  very  little  results. 

The  true  answer  to  the  above  question  is,  I  believe, 
that  originality  stimulates  originality.  A  really  great 
investigator  not  only  discovers  himself,  but  imparts 
something  of  his  powers  to  his  associates.  No  one  can 
have  worked  under  Lord  Kelvin  or  studied  under  Clerk 
Maxwell  without  having  caught  from  them  some  in- 
spiration and  some  small  fragment  of  their  passion  for 
the  discovery  of  new  truths  and  methods  of  doing  it. 
Hence  we  require  to  establish  and  strengthen  those 
research  institutions  such  as  the  Cavendish  Labora- 
tory, Cambridge,  or  the  Royal  Institution,  London, 
where  notable  scientific  investigators  have  established 
schools  of  research  and  imparted  some  of  their  great 
powers  to  students  and  colleagues. 

In  Germany  much  of  the  technical  research  work 
is  carried  out  privately  by  private  associations  of  the 
trades  concerned. 

Jt  is  certain  that,  as  a  rule,  British  technical  linns 
do  not  expend  anything  like  the  same  labor  or  money 
over  their  intelligence  departments  as  German  linns. 
The  latter  gather  in  from  all  countries  every  sera])  of 
information  which  can  assist  them,  both  from  scientific 
and  technical  papers  and  patent  specifications.  This 
is  carefully  digested  and  classified,  so  that  they  are 
able  to  keep  careful  watch  on  progress  in  their  own 
subject.  The  smallest  valuable  novelty  is  then  care- 
fully tested  in  practice.  We  need  to  improve  in  every 
wav  our  means  of  classifying  and  notifying  technical 
and  scientific  novelties  and  patent  applications,  so  that 
it  may  become  more  easy  to  keep  abreast  of  progress. 

It  is  essential  to  guard  against  the  bureaucratiza- 
tion of  science,  and  the  safest  and  most  simple  method 
of  avoiding  this  would  be  to  make  the  great  technical 
and  professional  institutions  the  means   of  advising 


upon  the  most  important  steps  to  be  taken  in  aiding 
technology.  Suggestions  have  been  put  forward  for 
the  creation  of  a  ministry  of  science.  It  is  difficult  to 
see  how  any  such  step  will  assist  matters  at  present, 
while,  on  the  other  hand,  it  might  be  the  beginning  of 
a  system  of  bureaucratic  control  which  would  involve 
a  cumbersome  and  expensive  machinery  with  much 
inertia  and  delay  in  giving  assistance  to  genuine  re- 
search. We  have  first  to  create  a  great  change  in  the 
attitude  of  the  public  mind  towards  scientific  know- 
ledge and  research,  and  develop  the  conviction  that 
until  it  is  regarded  as  a  most  serious  pursuit  we  shall 
fail  to  make  any  firm  advances  toward  victory  in  in- 
dustrial war. 

The  importance  of  a  true  education  in  science  is 
that  it  leads  to  love  of  accuracy  as  to  facts,  loyalty  to 
scientific  truth,  unwearying  labor  in  obtaining  it,  and 
care  in  the  inferences  derived  from  it.  We  have  to  cut 
ourselves  adrift  from  all  the  past — its  easy,  self-satis- 
fied mediocrity,  dislike  of  trouble,  and  contempt  for 
knowledge. 

The  first  steps  in  this  seem  to  be  large  reforms  in 
education,  and  the  second  reforms  in  our  system  of 
party  government,  in  which  the  true  requirements  of 
our  national  life  are  subordinated  to  the  efforts  to  re- 
tain political  pow  er  in  the  hands  of  individuals,  clans, 
or  parties.  The  only  desirable  form  of  government  is 
an  aristocratic  government  in  the  true  and  proper 
meaning  of  the  term — viz.,  government  by  the  most 
efficient  and  the  best.  The  nation  will  have  that  gov- 
ernment when  it  demands  it  in  sufficient  earnest. 


Steel  Houses  for  Soldiers 

An  interesting  scheme  is  at  present  being  discussed 
in  connection  with  the  building  of  large  numbers  of 
portable  houses  for  the  war  zone.  Certain  of  the  Allied 
Governments  arc  negotiating  with  manufacturers  for 
the  designing  and  building  of  these  shelters,  which, 
though  intended  to  be  temporary  in  character,  must  be 
durable  and  complete  enough  to  accommodate  family 
life  for  an  indefinite  period.  Originally  inquiries  were 
put  out  for  vast  quantities  of  lumber  from  which  to 
construct  these  houses,  but  it  was  found  this  material 
would  make  the  cost  excessive,  and  the  plan  was  drop- 
ped. Now  it  is  proposed  to  employ  steel  construction, 
which,  if  a  uniform  design  is  adopted,  can  be  produced 
in  great  numbers  at  a  minimum  cost. 

The  proposed  houses  are  to  be  12  by  24  feet  in 
ground  dimensions  and  9  feet  high.  They  are  to  con- 
tain two  rooms.  A  plan  now  designed  calls  for  the  use 
of  a  framework  of  light  channels  and  a  covering  of 
26  to  28  gauge  galvanized  sheets  or  some  other  un-in- 
flammable  material.  Each  of  these  structures  will 
contain  about  a  ton  of  steel.  If  this  type  is  adopted 
the  aggregate  steel  requirements  will  be  enormous  in 
view  of  the  great  numbers  required.  France  alone 
has  been  considering  the  ordering  of  100,000  houses, 
and  the  other  entente  powers  are  expected  to  order 
in  equal  proportion. 

The  houses  are  to  be  used  both  to  shelter  the  sold- 
iers at  the  front  and  to  provide  comfortable  accom- 
modations for  the  general  inhabitants  in  devastated 
territory  until  the  final  reconstruction  work  in  these 
districts  can  be  safely  inaugurated. 


The  Dominion  Water  Power  Branch  of  the  De- 
partment of  the  Interior,  J,  1'..  (  hallies,  C.E.,  superin- 
tendent, has  issued  a  progress  report  on  the  Manitoba 
hydrographic  survey  for  the  calendar  years  19-12-13-14. 
The  report  is  by  M.  ('.  Hendry,  I5.A.  Sc. 
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The  Future  Status  of  Sanitary  Engineering 

How  the  Period  of  Recuperation  After  the  War 
will  AlVect  Engineering  and  Particularly  Sanitation 


OF  the  man)  problems  that  will  be  an  outcome  of 
the  war  one  of  the  most  important  and, 
withal,  one  open  to  a  great  deal  of  question, 
will  he  the  matter  of  money  expenditure  to 
.see lire  the  maximum  benefit  in  building  up  and  re- 
trenching after  peace  has  settled  upon  us.  There  will 
presumably  be  a  tendency  on  the  part  of  many  of  those 
citizens  who  are  unacquainted  with  the  economic  value 
of  engineering  works  to  object  to  the  application  of 
money  to  projects  of  this  nature.  They  will  feel  that 
such  sums  could  be  more  usefully  expended  for  more 
productive  objects,  in  this  way  better  serving  the 
nation's  interests.  The  way  in  which  this  point  of 
view  will  affect  engineering  matters  and  sanitation  in 
particular  is  a  matter  of  speculation.  Mr.  A.  P.  1.  Cot- 
terell.  M.  Inst.  C.K..  F.R.  San. I.,  in  his  presidential  ad- 
dress to  the  Institute  of  Sanitary  Engineers,  discusses 
this  problem,  especially  in  regard  to  sanitary  develop- 
ment, and  we  reprint  his  paper,  in  part,  below : 

In  the  days  to  come  what  is  likely  to  be  the  status 
of  sanitary  engineering?  This  is  the  question  that  I 
wish  to  consider,  not  to  answer,  for  this  would  need 
the  insight  of  a  prophet,  a  title  to  which  1  do  not 
aspire — but  to  indicate,'  if  I  may,  some  of  the  direc- 
tions in  which  an  answer  may  be  found.  We  all  say 
or  acquiesce  in  the  statement  that  things  will  never  be 
the  same  when  this  war  is  over  as  they  were  before. 
Changes  vast  and  far-reaching  are  taking  place,  and 
the  world,  we  declare,  will  never  return  to  its  old  ways 
any  more  than  the  grown-up  boy  who  has  once  seen 
life  can  go  back  to  the  habits  of  childhood. 

The  question  is  vital,  and  demands  consideration. 
It  stretches  much  farther  than  the  mere  interests  of 
our  profession.  It  is  woven  into  the  life  not  only  of 
our  nation,  but  of  all  nations,  and  from  the  standpoint 
of  regard  for  humanity  is  well  worthy  of  our  thought. 

In  an  illuminating  article  published  by  the  Contem- 
porary Review  in  October  last,  a  well-known  social 
writer — Mr.  B.  Seebohm  Rowntree — discusses  some 
of  the  social  and  industrial  problems  that  will  confront 
us  as  soon  as  peace  is  signed.  In  his  view  industry 
will  pass  through  three  stages  after  the  war — first,  a 
period  of  very  serious  dislocation  of  trade,  causing 
much  unemployment,  and  probably  lasting  for  several 
months;  secondly,  a  period  of  feverish  trade  activity, 
lasting  for  a  year  or  more ;  thirdly,  a  long  period  of 
severe  trade  depresssion. 

I  find  that  this  forecast  is  also  held  in  other  quar- 
ters, and  I  think  it  may  be  taken  to  be  a  fairly  accur- 
ate view  of  what  is  likely  to  happen  industrially  after 
the  war,  so  far  as  any  opinion  can  at  present  be  ex- 
pressed. 

Judging  from  recommendations  made  from  time  to 
time  by  those  qualified  to  consider  the  subject,  it  is 
possible  that  the  first  period  of  dislocation  may  be 
partly  bridged  by  the  resumption  of  public  works  that 
had  to  be  set  aside  on  the  outbreak  of  the  war.  These 
will  naturally  include  much  that  we  as  a  profession 
are  directly  interested  in,  and,  if  such  be  the  case, 
will  involve  considerable  sanitary  activity.  But  what 
we  want  to  know  is :  How  will  sanitation  stand  when 
this  period  and  that  described  by  Mr.  Rowntree  as  one 
of  feverish  trade  activity  have  passed  by  and  trade 
depression  sets  in? 


\t  first  sight  it  would  appear  that  all  sanitary 
work  will  have  to  be  cut  down  to  a  minimum,  only 
such  things  as  are  in  the  general  view  absolutely  in- 
dispensable being  proceeded  with.  Then  comes  the 
further  question:  "To  what  extent  is  sanitation  abso- 
lutely indispensable?" 

Now,  it  seems  to  me  that  the  country  generally  will 
after  the  war  aim  intensely  to  invest  both  capital  and 
labor  in  productive  expenditure.  If  there  has  to  be 
unproductive  expenditure — and  this  is  almost  certain 
to  be  the  case  to  some  extent — it  will  be  the  national 
desire  to  reduce  it  to  the  lowest  possible  point.  Pro- 
ductive expenditure  will  probably  be  differently  re- 
garded by  the  private  individual  from  what  it  may  be 
by  the  state.  The  individual  will  look  out  for  what 
will  bring  in  an  immediate  return  without  stretching 
his  glance  too  much  towards  the  future. 

Is  Sanitary  Work  Productive. 

We  can  then  ask  the  question:  Is  sanitary  work 
productive?  I  expect  I  am  not  the  only  one  who  has 
heard  before  now  that  the  outlay  upon  sewage  dis- 
posal works  might  have  been  better  spent,  that  the 
pollution  of  our  streams  is  a  matter  largely  of  senti- 
ment, and  that  the  inhabitants  of  the  country  village 
are  not  likely  to  live  any  longer  because  they  are  to 
have  a  system  of  water  supply  instead  of  the  dip  wells 
used  by  their  forefathers.  We  are  said  to  be  too 
squeamish;  we  do  not  like  smells;  no  one  has  ever 
traced  an  epidemic  to  such  causes,  and  it  does  not  fol- 
low, so  it  is  asserted,  that  they  ever  will. 

It  is  admitted  that  a  water  supply  is  important  in 
some  respects.  It  may  be  essential  for  a  large  town, 
but  for  a  country  district  is  it  not  a  luxury  in  which 
in  a  hardier  age  no  one  would  have  dreamed  of  indulg- 
ing? After  all,  say  such  people,  even  if  things  are  not 
quite  perfect,  and  the  village  pump  or  the  dip  well  does 
not  always  bring  up  pure  water,  yet  there  is  plenty  of 
fresh  air  in  the  country,  and  you  must  not  expect 
town  conveniences  among  the  cabbages.  The  same 
arguments  may  not  quite  apply  to  our  urban  and 
semi-urban  populations;  but  here,  again,  is  it  not  pos- 
sible to  go  too  far  and  too  fast? 

We  have  made  great  improvements  in  our  towns. 
Can  we  reallv  afford  the  millions  of  pounds  needful  to 
carry  out  schemes  of  town  planning  and  development? 
We  have  effected  improvements  by  pulling  down 
slums  and  creating  open  spaces  in  spots  where  for- 
merly the  people  were  crowded  together  like  rabbits 
in  a  warren.  It  may  be  admitted  that  the  conditions 
are  not  ideal,  but  if  it  becomes  necessary  to  look  at 
every  sovereign,  shall  we  not  have  to  put  up  with  a 
great  many  of  these  inconveniences,  or  even  with  un- 
healthy surroundings,  at  least  for  a  while  longer,  until 
the  country  rehabilitates  itself  with  commercial  enter- 
prises that  bring  in  a  more  immediate  return? 

I  venture  to  claim,  in  reply  to  these  questions,  that 
sanitation  is  in  a  very  real  sense  productive  work,  and 
one  of  the  most  reproductive  that  a  nation  can  devote 
itself  to.  There  is  urgent  need  to  revive  and  enlarge 
all  the  vital  forces  of  the  nation.  After  all,  no  matter 
how  far  we  advance  in  commerce  or  in  capital  wealth, 
it  is  nothing  but  ashes  and  destruction  if  we  do  not  at 
the  same  time  grow  a  healthy  people  to  partake  of  it. 
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The  war  has  taught  us  that  we  stand  and  fall  together, 
and  that  the  national  well-being  is  a  vital  considera- 
tion, both  for  the  "rich  man  in  his  castle"  as  well  as 
"the  poor  man  at  his  gate." 

After  the  War. 

Shortage  of  money  is  bound  in  the  immediate 
future  to  be  a  pressing  problem.  Although  the  British 
nation,  on  account  of  its  great  wealth,  will  in  this  re- 
spect be  better  off  than  any  other  belligerent  nation, 
yet  it  must  also  feel  the  pinch  of  circumstances.  Will 
even  it,  then,  be  prepared  to  spend  capital  on  sanita- 
tion? 

We  know  the  British  nature,  born  of  a  laudable 
spirit  of  independence,  and  how  it  dislikes  being  told 
to  use  its  wealth  in  any  direction  of  which  it  does  not 
clearly  see  the  full  benefit.  It  claims  to  do  what  it 
likes  with  its  own,  and,  although  generous  and  altruis- 
tic when  its  inner  nature  is  touched,  it  hates  to  be 
regulated.  Sanitation  does  regulate.  It  imposes  re- 
strictions and  burdens  on  the  individual  for  the  benefit 
of  the  whole  body.  It  makes  part  of  the  community 
who  may  be  well  off  contribute  to  the  well-being  of 
those  whose  lot  is  not  so  favorably  placed.  It  does  so 
because  it  claims  that  epidemics,  when  they  come, 
touch  rich  and  poor  alike,  because  the  betterment  of 
the  lowest  grade  of  the  community  benefits  all  the 
grades  above  it. 

Yet,  when  the  pressure  of  taxation  makes  itself 
felt,  it  seems  to  me  that  many  will  ask  questions  in 
regard  to  public  sanitary  measures  such  as  these:  Is 
it  wise  to  carry  out  such  works  now?  Can  they  not 
wait?  Will  they  not  hinder  the  application  of  money 
to  other  apparently  more  productive  objects?  Could 
not  the  interests  of  the  nation  be  better  served  by 
keeping  down  rates  and  using  the  money  saved  in  the 
development  of  trade?  These  are  perfectly  reasonable 
questions,  and  rightly  demand  an  answer. 

Tt  might  be  claimed  that  the  first  object  of  the 
countrv  is  to  stimulate  its  manufactures  or  to  develop 
its  mineral  wealth,  or  even  to  set  its  agriculture  on  a 
more  scientific  and  secure  basis.  Not  one  of  us,  I  ven- 
ture to  think,  will  deny  that  all  these  are  worthy  ob- 
jects, and  in  some  form  or  other  should  be  the  con- 
cern of  the  community.    Yet  I  suggest  that  it  is  just 


here  where  brains  should  come  in  to  enable  us  to  see 
the  real  way  of  attaining  these  ends. 

What,  after  all,  are  they  without  a  healthy  people 
to  work  for  them  and  to  participate  in  their  benefits? 
We  want  the  nation  to  flourish.  Then  it  will  be  true 
foresight  to  lay  out  capital,  lavishly  if  you  will,  so 
long  as  it  is  not  wasteful,  in  building  up  a  strong  and 
virile  people,  who  shall  be  able  to  do  these  things. 
Brains  will  be  needed  in  the  future,  perhaps  more  than 
money;  organization  more  than  immensity  of  material 
wealth. 

But  here  we  come  up  against  a  characteristic  of  the 
British  nature,  the  determination  to  devote  attention 
to  practical  things,  and  to  leave  theory  and  experiment 
to  others.  We  sanitarians  know  it;  we  have  encoun- 
tered this  ancient  British  prejudice  again  and  again, 
until  it  has  almost  become  an  old  friend.  But  we  know 
it  also  to  our  cost.  We  know  too  well  that  often  at 
the  back  of  the  commercial  mind  has  been  a  tendency 
to  deprecate  our  special  knowledge,  or  to  value  it  little 
more  than  that  of  a  skilled  mechanic. 

Setting  this  aside,  however,  the  characteristic  of 
valuing  the  practical  more  highly  than  the  scientific 
is  a  factor  to  be  reckoned  with  in  considering  the 
future  of  sanitation.  One  of  the  changes  many  of  us 
would  like  to  see  would  be  the  welding  together  of 
the  two,  so  that  the  practical  man  may  be  more  scien- 
tific and  the  scientific  man  more  practical.  It  seems 
to  me  that  it  is  in  this  direction  true  progress  will  lie. 
But  it  means  laying  aside  many  a  cast-iron  tradition, 
and  an  appreciation  of  the  value  of  things  that  do  not 
always  appear  to  bring  in  an  immediate  return.  Sani- 
tary engineering  is  one  of  these.  It  may  for  the  mo- 
ment appear  a  wasteful  outlay ;  in  the  end  it  is  one  of 
the  best  investments  that  the  nation  could  have  made. 

Now,  what  does  all  this  amount  to?  We  have,  so 
far  as  we  can  see,  a  condition  of  affairs  approaching 
when  the  funds  formerly  devoted  to  sanitation  will  be 
restricted,  and  there  will  certainly  be  a  financial  in- 
ducement to  reduce  the  amount  of  money  spent  upon 
sanitary  engineering.  On  the  other  hand,  the  need  to 
rebuild  the  stamina  of  the  peoples  as  rapidly  and  as 
soundly  as  possible  will  be  urgent.  Will  the  nation 
see  that  in  the  health,  comfort,  and  upbuilding  of  its 
community  lies  the  surest  and  most  profitable  return 
for  any  capital  it  may  lay  out? 


The  Construction  of  a  Theatre  Floor 


BUILDING  operations  are  progressing  very 
favorably  on  the  construction  of  the  new  Prin- 
cess Theatre,  Toronto,  which  is  being  erected 
to  replace  the  old  playhouse  destroyed  by  fire 
some  time  ago.  The  body  of  the  new  theatre  is  being 
built  with  a  steel  frame  and  terra  cotta  facing,  while 
the  front  portion,  containing  the  entrance  rotunda, 
and  mezzanine  floor,  has  solid  brick  masonry  walls. 
\t  the  time  of  writing,  the  floors  in  the  entrance  ro- 
tunda and  mezzanine  are  being  laid,  and,  although  the 
system  employed  is  not  by  any  means  new,  its  use  in 
Canada  has  been  limited  to  a  certain  extent,  and, 
therefore,  a  description  of  the  type  of  reinforced  floor 
that  is  employed  in  this  case  will  not  be  out  of  place, 
inasmuch  as  it  possesses  certain  merits  of  value. 

The  illustration  (Fig,  2)  reproduced  herewith 
shows  a  small  portion  of  this  floor,  but  with  the  tile  and 
reinforcement  in  place,  and  before  the  concrete  was 
poured. 


Numerous  types  of  floors  have  been  designed  for 
larger  buildings  employing  concrete,  tile,  brick,  steel, 
or  some  combination  of  these.  For  fireproof  struc- 
tures floor  systems  embodying  hollow  tile  blocks  in 
some  manner  or  another  arc  much  in  favor.  These 
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Fig.  1— Cross-sectional  view  of  floor. 

possess  admirable  fire-resisting  features,  and  are,  at 
the  same  time,  very  reliable,  light  in  weight,  and  easy 
to  instal.  The  most  commonly  used  floors  of  this  nature 
employ  arch  constructions  of  either  the  segmental  or 
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flat  type,  with  a  reinforced  concrete  tilling  or  cover- 
in-.  In  such  a  floor  the  tile  arch  must  be  capable  of 
taking  the  entire  floor  load.  bloor.->  designed  on  this 
System  have  certain  disadvantages  and  objections. 
Solid  reinforced  concrete  floors  are  eminently  suitable 
■  r  most  purposes,  but  the  large  dead  weight  is  often 
a  serious  thaw  back. 

The  Moor  described  in  this  article  was  projected  to 
overcome,  in  some  measure  at  least,  the  disadvantages 
pertaining  to  both  the  types  mentioned  above.  In  this 
floor  concrete  is  employed  as  the  chief  load-resisting 
material,  with  hollow  tile  acting  as  a  tiller  to  relieve 
or  reduce  the  dead  load  of  solid  concrete  construction 
and  at  the  same  time  not  decrease  the  capacity.  There 
i>  no  arch  action,  but  the  system  simply  resolves  itself 
into  a  series  of  beams  or  joists  at  close  centres  (16 
inches),  which  bear  the  load  and  convey  it  to  the  walls. 
The  tile^  employed  in  this  case  are  three-celled  square 
blocks,  measuring  12  in.  by  12  in.  by  6  in.  These  are 
laid  in  rows  on  plank  centering,  with  a  4-in.  space  be- 
tween the  row  s.  These  spaces  are  Idled  with  concrete, 
which  is  continued  above  the  tiles  to  a  depth  of  a  2-in. 
layer  of  concrete.  The  floor  is  thus  practically  a  series 
of  concrete  joists.  4  in.  by  8  in.  in  size,  at  16-in.  centres. 
These  joists  are  carried  on  concrete  beams  12  in.  by  14 
in.,  spaced  10  ft.  apart.  The  beams,  joists,  and  floors 
are  all  poured  at  the  same  time. 

The  reinforcing  consists  of  two  rods  in  each  joist, 
one  a  straight  bar.  the  other  a  trussed  rod,  with  cross 
rods  in  the  floor  surface.  The  beams  are  also,  of 
course,  heavily  reinforced.  The  tiles  at  the  end  of 
each  row  are  plugged  so  that  the  voids  cannot  be  filled 
with  concrete.  Grooves  in  the  outer  surface  of  the 
tiles  act  as  a  bond  to  prevent  them  falling  out  when 
the  concrete  shrinks  on  setting.  A  cross  section  of  the 
floor  is  sketched  in  Fig.  1. 

The  concrete  is  designed  to  take  care  of  nearly  all 
of  the  load,  the  tile  in  this  case  serving  to  lighten  the 
floor  and  to  save  the  concrete.  The  tile  can  be  re- 
moved without  injuring  the    floor's    stability,  since 


there  is  no  arch  action,  or  it  left  in  place  (as  it  will  be 
in  this  building)  provides  a  Hush  surface  for  the  plas- 
ter coat. 

The  saving  in  weight  is  about  60  pounds  per  equare 
foot  of  floor  area  for  the  size  of  tile  here  used,  while 
the  tile  will  carry,  it  is  calculated,  as  much  load  as  the 
concrete  it  replaces.  There  is  no  direct  saving  in  cost, 
since  the  terra  cotta  blocks  are  practically  the  same 
price  as  the  same  volume  of  concrete,  but  an  indirect 
saving  is  effected,  however,  in  the  decreased  carrying 
capacity  required  in  the  main  walls  and  foundations 
due  to  the  lighter  weight  of  the  floor. 

The  centering  used  in  this  particular  instance  con- 
sists of  2  in.  by  8  in.  planks,  spaced  8  in.  apart,  to  carry 
the  tile.  With  a  solid  concrete  floor  close  centering 
would  be  required,  but  with  1  -in.  boards  only,  so  that 
there  is  no  savin-  in  material.  The  cost  per  square 
foot  of  floor  area,  for  centering,  tiling,  concrete,  and 
steel,  averages  34  cents  to  38  cents. 

Another  advantage  regarding  this  floor  is  that  pipe- 
holes  can  be  pierced  through  the  tile  without  impair- 
ing the  capacity  of  the  floor,  whereas  in  a  tile  arch 
construction  holes  materially  weaken  the  structure. 

The  required  depth  of  floor  depends  on  the  span. 
On  the  ground  floor,  where  the  beams  are  at  10  ft. 
centres,  6-in.  tiles  are  used,  with  a  total  depth  of  8  in., 
whereas  on  the  upper  floor,  with  the  beams  spaced  15 
ft.  apart,  the  tiles  are  8  in.  deep  and  the  floor  10  in. 

The  illustration  in  Fig-.  2  shows  the  general  layout 
of  this  floor,  and  illustrates  the  arrangement  of  tile 
and  steel.  The  arrangement  is  most  clearly  seen  in 
the  left-hand  lower  corner  of  the  photograph. 


MANHOLE 


A  Septic  Tank  for  the  Country  Home 

Nowadays  it  is  easily  possible  to  carry  most  of  the 
conveniences  of  the  city  homes  into  the  country  at  a 
comparatively  small  expense.  One  of  the  greatest  ad- 
vantages in  any  home  is  a  sewage  disposal  system, 
which  is  easily  possible  with  a  properly  designed  sep- 
tic tank.  However,  careless  or  inaccurate  designs 
have  been  responsible  for  much  of  the  slow  growth  of 
popularity  of  this  system  of  sewage  disposal,  and  we 
reproduce  herewith  a  drawing  of  the  design  of  an  ap- 
proved tank,  with  a  brief  description. 

Ordinarily  there  are  two  small    tanks,  the  first 
known  as  the  receiving  tank,  the  second  as  the  flush 
ing  tank.    Preferably  these  are  made  of  concrete,  as  in 
the  drawing  herewith.    Of  course,  the  size  of  the  tank 
.•ill  vary  with  the  amount  of  sewage  to  be  disposed  of. 
nil  for  an  ordinary  household  a  receivine'  tank  3  ft.  x  3 
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Fig.  2  -General  view  of  floor  showing  tile  and  reinforcement  in  place. 


MAC  SYPHON 


A  septic  tank  adapted  for  a  rural  locality. 
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ft.  x  3J/2  ft.  deep,  and  a  flushing  tank  the  same  size, 
wil  be  sufficient. 

The  side  walls,  the  bottom  and  the  top  should  be 
about  6  inches  thick,  the  top  being  reinforced,  as 
shown,  with  iron  rods.  The  manhole  covers  should 
also  be  reinforced.  A  1  :2 :4  mixture  of  concrete  is 
best,  and,  after  the  concrete  has  set  for  a  couple  or 
three  days,  the  tanks  should  be  plastered  inside  with 
a  mixture  of  one  part  of  cement  to  two  parts  of  fine 
sand.  Care  must  be  taken  to  install  the  syphon  and 
the  various  pipes  shown  as  the  concrete  walls  are 
built  up. 

The  diagram  illustrates  the  general  construction  of 
the  septic  tank  system.  Four-inch  pipes  should  be 
used  throughout.  The  inlet  should  be  so  arranged 
that  the  sewage  enters  below  the  surface,  but  the 
upper  end  of  the  tee  should  open  to  the  air.  The  over- 
flow is  adjusted  that  its  opening  is  about  midway  be- 
tween the  surface  of  the  water  and  the  bottom  of  the 
tank.  Two  or  three  tiles  should  be  placed  in  the  separ- 
ating walls  between  the  two  tanks,  at  the  top,  for  ven- 
tilation. 

An  important  feature  of  any  such  system  is  the 
syphon,  and  the  one  illustrated  in  the  drawing  here- 
with is  known  as  the  "Mac"  syphon,  one  of  the  most 
satisfactory  that  has  yet  been  placed  on  the  market.  It 
is  manufactured  by  the  West  Toronto  Foundry,  corner 
Mulock  Avenue  and  Junction  Road,  West  Toronto. 

After  passing  through  the  syphon  from  the  flush- 
ing tank  the  fluid  is  distributed  by  means  of  ordinary 
drain  tile  over  a  considerable  area,  such  as  a  lawn  or 
garden.  The  tile  is  placed  from  6  feet  to  a  foot  below 
the  surface  of  the  ground,  and  installed  as  level  as 
possible.  In  general,  the  tile  is  laid  in  rows  from  6  to 
8  feet  apart,  and  not  longer  than  30  or  40  feet.  Either 
3-inch  or  4-inch  tile  may  be  used,  and  the  amount  will 
depend  on  the  size  of  the  tank.  For  the  size  in  ques- 
tion it  is  advised  that  about  350  3-inch  tile,  or  225  4- 
inch  tile,  would  be  required. 


Lasalle  Bridge,  Montreal 

A  marked  difference  between  the  highest  and  lowest 
tenders  was  shown  in  the  bids  received  by  the  City  of 
Montreal  for  the  construction  of  the  Lasalle  bridge 
and  head  gates  in  connection  with  the  enlargement  of 
the  aqueduct.  With  one  exception,  the  firms  bidding 
were  local,  and  the  variation  in  their  bids  may  be  seen 
from  the  following  figures:  Foundation  Company, 
$315,527;  Tohn  Quinlan,  $270,845 ;  Laurin  &  Leitch, 
$268,375;  Bedford  Construction  Company,  $239,792; 
L.  A.  Ott,  $239,872;  T.  O.  Sullivan,  $226,221  ;  Lessard 
&  Son,  $245,955.  The  time  to  be  occupied  in  doing 
the  work  also  varied,  and  ranged  from  140  to  450  days. 

The  bridge,  situated  at  the  point  where  the  aque- 
duct joins  the  River  St.  Lawrence,  will  replace  a 
wooden  structure  on  through  plate  girders  resting  on 
old  masonry  piers.  The  contractor  will  have  to  re- 
move this  structure  and  construct  a  temporary  road 
over  the  top  of  a  dam  built  for  the  purpose  of  enlarg- 
ing the  aqueduct.  This  temporary  road  will  be  for  the 
purpose  of  facilitating  the  construction  of  the  new 
bridge. 

The  work  will  consist  of  three  head  gates,  a  bridge.; 
roadway,  piers  and  abutments,  operating  platform, 
etc.  The  gates  will  be  58^2  feet  long,  18  feet  high, 
with  a  normal  lift  of  17  feet,  under  a  maximum  head 
of  23  feet.  At  the  top  the  leakage  must  not  exceed  the 
equivalent  of  a  continuous  opening  !/£  in.  in  width. 
Each  gate  is  to  be  a  structural  steel  frame,  consisting 
of  two  vertical  end  girders,  between  which  five  hori- 
zontal girders  will  be  rivetted.    Between  tin-  latter 


vertical  ribs  will  support  a  steel  skin  plate  extending 
over  the  whole  front  of  the  gate.  The  hoisting  mechan- 
ism is  to  be  placed  in  towers,  which  are  carried  up 
from  the  piers  and  abutments.  The  hoisting  mechan- 
ism for  each  gate,  operated  from  a  platform  con- 
structed above  the  roadway,  will  consist  of  two 
winches,  to  be  hand-operated  ;  provision,  however,  is 
made  for  the  use  of  electricity.  The  gates  will  be 
raised  by  means  of  steel  wire  ropes,  while  four  coun- 
terweights are  to  be  provided  for  each  gate.  The  total 
weight  of  the  gates  is  390,000  pounds. 

The  bridge  will  be  251  feet  long,  and  is  supported 
by  two  piers  and  two  abutments,  with  reinforced  con- 
crete spans.  The  roadway  is  to  be  36  ft.,  and  two  5  ft. 
sidewalks  are  to  be  laid,  double  lines  being  put  in  for 
the  street  cars.  The  parapet,  with  an  Indiana  lime- 
stone coping,  will  be  ornamented  with  380  balusters. 
The  piers  and  abutments  will  be  carried  to  33  feet 
below  mean  water  level,  and  a  cut-off  wall  between 
the  piers  and  abutments  to  two  feet  lower  than  the 
piers. 

The  roofs  of  the  towers  will  be  of  dark  red  Spanish 
tile  on  a  covering  of  roofing  felt.  Steel  ladders  from 
the' piers  will  give  access  to  the  operating  floors  in  the 
towers.  The  head  gate  openings  in  the  sides  of  the 
towers  will  have  steel  guards,  and  in  the  two  end  tow- 
ers entrance  platforms  and  staircases  of  structural 
steel  will  be  provided. 

The  track  pavement  on  the  roadway  is  to  be  of 
granite  sets  on  a  one-inch  bed  of  sand  and  a  concrete 
base,  while  the  roadway  will  have  a  bituminous  pave- 
ment. The  contract  also  includes  the  construction  of 
two  brick  sewers  to  connect  with  existing  sewers. 

The  entire  structure,  apart  from  the  gates,  will  be 
of  concrete,  the  reinforcement  being  of  plain  bars, 
structural  steel  grade. 

The  bridge  was  designed  by  L.  G.  Mouchel  and 
partners,  Toronto,  and  the  head  gates  by  the  Domin- 
ion Bridge  Company,  Montreal.  Mr.  P.  E.  Mercier  is 
the  chief  engineer  of  the  city,  Mr.  T.  W.  Lesage  engi- 
neer superintendent  of  the  waterworks,  and  Mr.  F.  E. 
Field  resident  engineer  of  the  filtration  plant  and  aque- 
duct. 


Toronto  Branch  C.S.C.E.  Hold  Smoker 

The  Toronto  branch  of  the  Canadian  Society  of 
Civil  Engineers  opened  the  winter  season  with  a  very 
successful  smoker  at  the  engineers'  club  rooms  on 
Thu  rsda  y  evening,  September  14.  Mr.  II.  G.  /Veres 
co-operated  with  the  chairman,  Mr.  G.  A.  McCarthy, 
and  the  secretary,  Mr.  L.  M.  Arkley,  in  supplying  the 
members  with  a  very  entertaining  and  enjoyable  pro- 
gramme. The  date  and  programme  of  the  October 
meeting  will  be  announced  at  an  early  date.  It  is  pro- 
bable the  discussion  will  centre  around  the  recent  Que- 
bec bridge  mishap. 


Mr.  George  Hi  Power,  of  Chipman  &  Power,  civil 
engineers,  Toronto,  in  his  evidence  which  he  recently 
gave  before  the  Haultain  Commission,  made  state- 
ments to  the  effect  that  the  waterworks  and  sewage 
system  of  the  asylum  at  North  Battleford,  Sask.,  cost 
$83,000  more  than  it  should  have  done. 


The  sixth  annual  report  on  wholesale  prices  in 
Canada  for  the  year  1915  has  been  issued  by  the  De- 
partment of  Labor.  The  report  is  replete  with  numer- 
ous charts  and  tables  showing  the  trend  of  wholesale 
prices  in  Canada  from  1W0  to  1915. 
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Proper  Method  of  Laying  Oak  Flooring 

Stock  should  be  examined  to  ascertain  if  it  contains  moisture — 
Filler  to  be  applied  as  soon  as  possible  after  laying  completed 

By  W.  L.  Claffey 
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DLIND-NAILING 


O-DAY,  by  improved  machinery, 
equipment,  and  quantity  manufac- 
ture, the  cost  of  making  flooring 
lias  been  SO  reduced  that  beautiful 
oak  floors  are  now  within  reach  of 
everyone. 

Oak  flooring  is  generally  laid  by 
a  profession  commonly  known  as  floor-layers,  who 
specialize  in  the  laying  of  hardwood  floors.  These 
Boor-layers  may  be  divided  into  two  classes  —  good 
workmen  and  a  class  that  are  careless.  The  expert 
Boor-layer  obtains  his  reputation  by  the  high  class  and 
perfect  work  that  he  turns  out.  It  is  practically  his 
only  asset  in  the  game.  Many  large  and  prosperous 
floor-laying  concerns  have  reached  their  prosperous 
condition  chiefly  through  conscientious  workmanship 
in  their  earlier  days.  The  floor-layer  who  is  careless 
in  his  work  will  never  succeed. 

It  is  not  necessary  to  be  an  expert  to  produce  a 
[rood  floor-laying  job,  but  it  is  very  essential  that  con- 
siderable care  should  be  exercised,  and  all  the  details, 
fr..m  the  very  start  to  the  finish,  should  be  carefully 
studied  before  the  floor-laying  work  is  taken  in  hand. 

Before  starting  to  lay  oak  flooring  the  stock  should 
be  examined  to  ascertain  if  it  has  absorbed  any  moist- 
ure while  at  the  lum- 
ber yard,  on  the  wagon, 
or  at  the  job,  as  usually 
during  rainy  weather 
oak  flooring  will  absorb 
considerable  moisture, 
mostly  at  the  ends  — 
thereby  causing  it  to 
swell  as  much  as  one- 
sixteenth  of  an  inch.  If 
this  condition  is  not 
discovered  before  the 
floor  is  laid,  unsightly 
crevices  will  appear  in 
the  floor.  The  sub-floor, 
as  well  as  the  plaster 
work,  should  be  thor- 
oughly dry  before  start- 
ing to  lay  oak  floors.  If 
in  winter,  the  rooms 
should  have  a  temperature  of  about  70  degrees  to 
insure  the  best  results,  and  the  oak  flooring  bundles 
should  be  in  the  rooms  at  least  ten  days  to  thoroughly 
dry  out,  in  case  the  stock  has  been  subjected  to  any 
moisture,  before  the  main  work  is  started. 

Oak  flooring  leaves  the  mill  in  perfect  physical 
condition,  but  is  very  often  abused  bv  improper  hand- 
ling before  it  reaches  the  job.  There  are  many  lum- 
ber yards  and  contractors  that  almost  treat  oak  floor- 
ing like  rough  lumber.   This  is  a  mistake. 

The  sub-floor  should  be  thoroughly  swept,  and  it 
is  well  to  use  a  damp  proof  paper,  and  where  sound- 
proof results  are  desired  a  heavy,  deadening  felt  is 
recommended. 

The  sub-floor  should  be  of  serviceable  wood,  but 
not  less  than  '/%  in.  thick,  dressed  one  side  to  an  even 
thickness.  Sub-floors  should  be  nailed  securely  to 
the  joists,  but  not  driven  too  tight  together  so  as  to 


OAK  FLOORING 


permit  it  to  swell,  then  bulging;  4-inch  to  6-inch  strips 
are  preferred  widths  for  sub-floors. 

When  starting  with  the  first  oak  flooring  strip  it 
is  well  to  leave  at  least  }i  in.  for  expansion  space  be- 
tween  the  first  strip  and  the  baseboard,  and  likewise 
at  the  other  end  of  the  room,  as  there  is  more  or  less 
expansion  and  contraction  in  all  kiln-dried  oak  floor- 
ing. 

( )ak  flooring  should  always  be  laid  at  an  angle  to 
the  sub-floor,  and,  after  laying  and  nailing  three  or 
four  pieces,  use  a  short  piece  of  hardwood.  2  in.  x  4  in., 
placed  against  the  tongue  and  drive  it  up  with  a  heavy 
hammer. 

The  nailing  of  oak  flooring  is  very  important.  All 
tongued  and  grooved  oak  flooring  should  be  blind 
nailed.  The  best  flooring  made  can  be  spoiled  by  the 
use  of  improper  nails.  The  steel  cut  variety  is  recom- 
mended for  13/16  in.  stock — use  8-penny  nails  every 
16  inches ;  for  ^-inch  flooring  use  3-penny  wire  finish- 
ing nails  every  10  inches.  If  even  better  results  are 
desired  the  nails  can  be  driven  closer. 

A  floor-layer  should  use  discretion  in  regard  to 
certain  strips  that  do  not  blend  in  color  with  the  ma- 
jority of  strips.  A  few  badly  discolored  pieces  in  a 
room  will  mar  the  appearance  greatly.  Bad  discolored 
pieces  should  always  be  set  aside  and  used  in  closets 
and  other  out-of-the-way  places.  Where  there  is  a 
wide  variation  in  color  it  is  good  policy  to  separate 
the  pieces  before  they  are  nailed  down.  This  insures 
a  more  regular  run  of  color,  and  blends  better  together 
than  if  scattered  throughout  all  the  rooms.  Every 
floor-layer  should  watch  this  feature  of  his  work 
closely,  as  it  is  the  appearance  of  the  floor  after  laid 
that  counts. 

Oak  floors,  with  some  care,  should  last  a  lifetime, 
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and  it  is  for  this  very  reason  that  all  floor-layers 
should  be  very  particular  when  they  lay  oak  flooring. 
The  wood  itself  is  practically  never  permitted  to  wear 
— that  is,  in  the  better  grades  that  are  used  in  homes. 
It  is  the  wax  or  varnish  finish  that  wears,  which  is 
always  replenished.  Honest  and  careful  workmanship 
on  the  part  of  the  floor-layer  spells  success.  A  good 
job  of  floor-laying  is  the  best  advertising,  while  a  poor 
job  gets  nothing  but  kicks  and  no  reward. 

Scraping  oak  floors  is  always  done  in  the  better 
grades,  or  in  all  homes  where  people  dwell.  In  order 
to  get  the  best  results  for  a  nicely  finished  surface  it  is 
best  to  scrape  it.  This  scraping  process  can  be  dime 
by  the  ordinary  scrapers,  such  as  used  by  cabinetmak- 
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ers,  or  by  one  of  the  many  types  of  power  or  hand 
machines  that  are  generally  used  by  contractors  and 
carpenters.  Always  scrape  lengthwise  of  the  wood, 
and  not  across  the  grain.  A  floor  properly  scraped 
looks  very  smooth,  but  it  should  be  thoroughly  gone 
over  with  No.  1^2  sandpaper  to  obtain  the  best  results 


in  finishing.  After  this  the  floor  should  be  swept  clean 
and  the  dust  removed  with  a  soft  cloth. 

The  floor  is  then  ready  for  the  filler,  which  should 
be  put  on  as  soon  as  possible  after  the  laying  work  is 
finished,  as  the  filler  fills  up  the  pores  of  the  wood  and 
keeps  it  from  shrinking. 


The  Design  of  Monumental  Bridges 

By  Gustav  Lindenthal* 


When  speaking  of  monumental  bridges,  the  usual 
understanding  is  of  large  bridges  of  great  span,  but 
such  structures  have  been  built  only  in  the  last  ninety 
years,  and  that  definition  would  not  seem  to  be  fair  to 
the  master  bridge-builders  of  preceding  centuries.  Al- 
though with  few  exceptions  their  names  have  not  bee  n 
preserved,  their  work  should  receive  fitting  apprecia- 
tion from  the  modern  engineer. 

We  can  properly  regard  all  bridges  as  monumental 
which,  in  their  construction,  record  a  decided  pro- 
gress over  preceding  constructions — that  is  progress 
in  design,  in  methods  of  erection,  in  workmanship  and 
in  architecture.  Each  bridge  which  from  that  point  of 
view  shows  features  of  originality  is  a  monument 
along  the  road  of  creative  genius. 

Before  the  development  of  the  mathematical  laws 
of  statics,  some  ninety  years  ago,  the  longest  spans 
attempted  were  in  wood,  about  140  ft.  and  about  100 
ft.  in  stone  arches.  The  ancient  bridge-builders  de- 
rived the  dimensions  from  experience,  attempting 
longer  and  longer  spans,  without  accurate  knowledge 
'  f  the  forces  that  a  bridge  has  to  sustain. 

During-  the  middle  ages  in  Europe  architects  and 
builders  learned,  probably  from  Arabian  and  Moorish 
sources,  to  use  the  principles  of  the  funicular  polygon 
for  determining-  the  forces  in  arches. 

German  cathedral  builders  used  models  and  the  so- 
called  "Bauwage"  (the  building  balance)  consisted  of 
a  suspension  chord  supporting  the  weights  represent- 
ing the  loads  upon  the  arches,  and  under  which  the 
suspension  chord  assumed  the  equilibrium  form.  Tn 
this  manner  the  architects  of  the  mediaeval  ages  were 
enabled  to  determine  approximately  the  forces  and 
dimensions  of  the  bold  and  loftv  vaults  in  cathedrals 
which  we  admire  to  this  dav. 

Of  many  of  the  old  bridges  the  designers  and 
builders  are  unknown,  vet  their  work  shows  a  pro- 
found study  of  the  principles  of  equilibrium  and  nice 
adjustment  of  form  to  load  and  strength  of  materials, 
and  in  many  cases  such  superior  taste  and  workman- 
ship, particularly  in  masonry,  that  we  have  hardly  any 
to-day  to  match  it,  notwithstanding  our  superior  tools. 

The  historians  of  those  times  had  a  higher  regard 
for  the  speculations  of  scholastic  philosophy,  the  prin- 
ciples of  which  were  considered  and  recorded  as  the 
highest  exponents  of  science,,  than  for  the  practical 
arts  of  building  and  architecture,  the  masters  of  which 
went  unrecorded.  Yet  their  work,  exemplified  in 
ecclesiastic  buildings,  in  great  castles  and  in  bridges, 
was  truh'  monumental  considering  the  difficulties  over- 
come and  the  limited  resources  of  those  times.  It  be- 
hooves us  engineers,  as  their  successors  in  the  art  oi 
construction,  to  honor  them,  although  largely  un- 
known to  us.  and  to  cherish  a  just  appreciation  of  their 
skill. 

The  early  stone  arch  bridges  were  built  in  semi- 
tropical  and  tropical  climates,  where  the  action  of 

'  Consulting  Hnirincer,  New  York,  N.  Y.,  before  Cleveland  Kncinccrinjr 
Society. 


frosts  is  never  felt  as  a  disturbing  cause  in  masonry. 
Therefore,  stone  arches,  like  other  stone  masonry, 
could  be  laid  without  mortar,  with  tight-fitting  joints 
w  hose  exquisite  workmanship  evidences  the  great  skill 
of  ancient  mechanics. 

Although  bridge-builders  could  not  indulge  in  lung 
spans,  they  showed  great  enterprise  and  resourceful- 
ness in  building  long  bridges  over  wide  rivers  and  of 
great  boldness  of  design,  as  at  Babylon,  when  a  new 
river  bed  was  first  dug  out,  into  which  the  Euphrates 
River  was  diverted,  so  that  a  great  bridge  could  be 
built  over  the  old  river  bed.  That  was  about  3,000 
years  ago.  The  principle  of  cofferdam  foundation  was 
practised  that  long  ago. 

The  Babylonian,  Egyptian,  and  Greek  civilizations 
became  acquainted  with  the  principle  of  the  arch  onlv 
after  the  Romans.  There  are  records  of  arch  bridges 
in  China  older  than  the  Romans,  and  older  than  the 
arch  is  the  principle  of  the  cantilever  found  in  the 
earliest  structures,  together  with  the  principle  of  the 
beam. 

Suspension  bridges  occurred  only  as  unimportant 
structures  with  the  roadway  carried  on  flat  ropes  of 
some  fibrous  material.  Metal  was  too  expensive  for 
the  fabrication  of  suspension  chains.  The  carrying  of 
large  stones  and  enormous  slabs  from  granite  quarries 
and  their  transportation  over  long  distances  was  prac- 
tised in  China,  Persia,  and  Egypt  for  temple  as  well  as 
for  bridge  construction  centuries  before  the  Christian 
era. 

During  the  dark  centuries  preceding  the  Crusades, 
the  traditions  and  knowledge  of  arts  and  sciences  were 
preserved  by  the  priests  and  monks,  living  in  their 
castle-  like  monasteries.  Just  as  in  ancient  Rome  the 
first  bridge-builders  formed  a  guild  and  order  of  which 
the  head  priest  was  called  the  Pontifex  Maximus,  so 
orders  of  monks  became  again  the  first  bridge-builders 
in  the  Christian  era  after  the  Crusades,  when  order 
was  gradually  restored  after  centuries  of  anarchv. 
That  title  of  Pontifex  Maximus  had  become  one  of  the 
preatest  honor  among  the  Romans,  and  when  the 
Bishop  of  Rome  became  the  recognized  ruler  of  the 
Christian  Church  and  of  Rome  he  became  heir  to  that 
title,  which  he  carries  to  this  day. 

General  poverty  in  resources  and  the  entire  ab- 
sence of  public  spirit  in  the  feudal  ages  had  been  a 
hindrance  to  the  development  of  bridge  construction 
as  to  everything  else.  Onlv  as  the  wealth  of  Europe 
increased  was  the  skill  of  architects  and  builders  also 
availed  of  for  bridge  construction.  From  the  building 
of  castles  for  the  feudal  aristocracy  the  art  of  building 
was  transferred  to  the  towns  and  cities,  and  along  with 
the  construction  of  great  cathedrals  came  also  the  con- 
struction of  some  noteworthy  stone  bridges.  Progress 
was  slow,  however.  Some  of  the  bridges  required  for 
their  construction  from  50  to  150  years. 

With  the  beginning  of  the  fifteenth  century  we  ma) 
observe  the  length  of  spans  gradually  increasing.  In 
the  beginning  of  the  nineteenth  century  the  general 
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improvement  in  road  construction  extended  also  to 
bridges,  Later  came  the  demands  of  the  railroad  age, 
beginning  in  the  fourth  decade  of  the  last  century,  for 
larger  and  heavier  bridge  structures  and  longer  spans. 
Ir>>n  came  into  use  as  the  ideal  material.  Its  produc- 
tion in  great  masses  and  with  great  economy  made 
this  new  material  the  most  decisive  factor  in  modern 
bridge  construction,  and  it  has  become  a  highly  de- 
veloped science  on  a  mathematical  foundation. 

i  hir  present  age,  the  "age  of  iron  and  steel,"  will 
surely  pass  away  with  the  exhaustion  of  the  limited 
quantities  of  iron  ore  and  coal  in  the  earth's  crust. 
Estimates  inn  from  200  to  300  years  for  iron  ore  and 
somewhat  longer  for  coal.  This  iron  age  should  leave 
a  number  of  m  eat  monumental  bridges  built  of  steel  in 
massive  and  durable  form  to  convey  to  posterity  thott- 
sands  of  years  away,  the  power  and  resources  of  our 
times,  which  will  probably  then  be  only  legendary. 

A  number  of  works  have  been  written  in  various 
languages  on  bridge  architecture;  on  book  of  great 
merit  is.  for  instance,  that  by  II.  G.  Tyrrell,  published 
in  this  country  a  few  years  ago.  It  is  a  gratifying  fact 
that  the  purely  utilitarian  point  of  view  so  prevalent 
in  bridge  construction  is  now  gradually  changing. 
Where  the  location  and  surroundings  of  a  bridge  re- 
quire architectural  treatment  it  is  always  feasible  to 
combine  the  useful  with  the  beautiful,  to  give  artistic 
expression  to  the  purpose  of  the  structure,  which  is  the 
true  essence  of  architecture. 

All  connoisseurs  agree  that  the  appearance  of  a 
bridge  is  the  more  pleasing  the  clearer  and  simpler  its 
architecture  conveys  to  the  mind  its  function.  Decor- 
ative features  should  be  used  only  sparingly,  and 
should  be  attempted  only  by  artists  of  a  high  order. 
The  Alexander  bridge,  in  Paris,  is  in  this  respect  a 
rare  example  of  a  truly  beautiful  and  balanced 
decorative  architecture.  A  little  too  much  and  its  ex- 
quisite decoration  would  verge  on  the  vulgar;  a  little 
less  in  one  place  would  require  simplification  in  other 
places,  impairing  the  dignity  of  the  whole. 

The  famous  American  sculptor,  Horatio  Green- 
ough.  the  designer  of  the  Bunker  Hill  monument  and 
the  modeller  of  the  colossal  statue  of  Washington  in 
front  of  the  national  capitol,  gave  a  definition  of  what 
an  artistic  structure  should  be  in  a  letter  to  Ralph 
Waldo  Kmerson,  about  1840. 

He  defines  an  artistic  structure  to  be  "a  scientific 
arrangement  of  form  to  function  and  to  site.  An  em- 
phasis of  features  proportioned  to  their  gradated  im- 
portance in  function,  color,  and  ornament  to  be  de- 
cided and  arranged  and  varied  by  strictly  organic 
laws,  having  a  distinct  reason  for  each  decision.  The 
entire  and  immediate  abandonment  of  all  makeshift 
and  make-believe." 

The  appositeness  of  Greenough's  definition  can 
readilv  be  verified  in  ancient  and  modern  bridge  struc- 
tures alike,  either  by  the  presence  or  absence  of  the 
features  on  which  he  lays  so  much  stress. 

One  of  the  first  aesthetic  conditions  should  be  sym- 
metry of  design,  which  will  always  give  the  impres- 
sion  of  dignitv  and  clearness;  but  symmetry  is  not  al- 
wavs  attainable,  and  the  skill  of  the  bridge  architect 
will  then  be  the  more  needed  to  provide  for  an  unsym- 
metrical  structure  an  aesthetically  satisfying  appear- 
ance. 

It  is  regrettable  that  many  large  bridge  structures 
in  or  near  cities  have  been  built  without  sufficient  re- 
gard for  appearance  and  usually  with  the  excuse  that 
aesthetics  cost  money,  and  are,  therefore,  an  unneces- 
sary  expense.  This  is  not  true  in  most  cases.  It  is 
merelv  lack  of  study  and  skill  in  the  designer,  which 


is  not  creditable  to  the  noble  profession  of  engineer- 
ing. 

'I  he  engineer,  whether  he  designs  a  bridge  or  a  ma- 
chine, should  be  more  than  a  mere  educated  mechanic. 
Ill'  should  cultivate  an  understanding  for  art,  for  re- 
fined taste  in  all  things.  Give  me  an  engineer  who 
has  a  discriminating  taste  in  literature,  a  love  for 
poetry  and  higher  music,  and  that  engineer  will  be  in- 
capable of  inflicting  upon  his  fellow-man  the  pain  and 
nuisance  of  a  mean  and  ugly  structure  in  a  city  if  he 
can  avoid  it.  l.et  us  learn  in  that  respect  from  the 
ancients,  who  have  shown  a  more  ardent  aptitude  and 
a  greater  respect  for  everything  beautiful.  I  maintain 
that  only  when  the  engineer  shows  an  ability  in  his 
creative  work  to  produce  pleasing  forms  will  he  rise 
to  that  esteem  to  which  his  scientific  education  alone 
will  not  lift  him. 

Since  the  building  architect  does  not  include  in  his 
work  the  construction  of  bridges,  and,  on  the  other 
hand,  the  bridge  engineer  usually  does  not  include  in 
his  studies  the  contemplation  of  pleasing  forms,  it 
should  be  the  rule  for  any  important,  truly  monumen- 
tal bridge  structure,  that  engineer  and  architect  work 
together. 

The  greatest  bridges  are  yet  to  be  built.  They 
will  be  naturally  of  steel.  New  York  City  has  now 
the  distinction  of  having  the  largest  number  of  long 
span  bridges,  and  it  will  have  in  all  probability  also 
the  bridge  of  longest  span  anywhere,  that  over  the 
Hudson  River,  which  is  only  a  question  of  time. 

I  do  not  intend  to  dwell  here  on  the  principles  un- 
derlying the  construction  of  very  large  bridges.  If 
they  were  merely  an  expansion  of  the  experience  with 
ordinary  spans,  it  would  be  comparativelv  easy  to  de- 
sign them.  I  will  mention  only  the  condition  of  lead- 
ing importance,  which  is  that  of  determining  accur- 
ately the  weight  of  the  structure  itself.  When  this  is 
done  with  the  necessary  caution  and  judgment,  com- 
putations checked  and  repeated  three  to  five  times  as 
needed  of  the  entire  structure  and  of  every  part  of  it, 
we  have  then  the  assurance  of  success  and  safety,  as 
in  the  Forth  bridge,  the  largest  bridge  at  present  in 
existence.  When  this  is  not  done  thoroughly,  if  the 
designer  has  more  faith  in  mere  figures  than  actual 
knowledge  of  stresses  mathematically  verified  beyond 
the  remnant  of  doubt,  then  we  have  a  disaster  as  in  the 
first  Quebec  bridge,  which  collapsed  under  its  own 
weight  before  it  was  yet  completed. 

To  the  engineer  whose  business  it  is  to  build  first 
of  all  safe  structures,  mathematics  and  the  laws  of 
statics  are  onlv  tools  which  to  use  with  skill  and  good 
judgment  needs  to  be  learned  by  experience  as  much 
as  the  sculptor  has  to  learn  the  use  of  chisel  and  mal- 
let, or  even  as  the  mere  plasterer  learns  to  use  the 
trowel.  Without  skillful  use  of  the  necessary  tools, 
learned  only  by  experience,  the  engineer  cannot  any 
more  safely  design  a  large  bridge  than  the  most  en- 
thusiastic lover  of  art  can  create  a  beautiful  statue,  or 
than  the  plasterer  can  give  a  fine,  even  finish  to  a  plas- 
tered ceiling. 


( irade  crossing  accidents  form  a  goodly  proportion 
of  the  mishaps  befalling  automobiles.  An  investiga- 
tion by  a  United  States  railway  company  showed  that 
on  its  grade  crossings  69.5  per  cent,  of  the  motor  ve- 
hicle drivers  looked  neither  way  before  crossing  the 
tracks,  2.7  per  cent,  looked  one  direction  only,  and 
but  27.8  per  cent,  looked  both  ways.  Reckless  driv- 
ing over  the  tracks  was  indulged  in  by  19.3  per  cent, 
and  only  0.2  per  cent,  stopped  their  machines  before 
driving  across. 
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Practical  Methods  of  Measuring  Flowing 

Water 


The  paper  reprinted  below,  read  by  Mr.  C.  O.  Wis- 
ler  before  the  Michigan  Engineering  Society,  is  in- 
tended to  synopsize  the  commonly  used  methods  of 
measuring  flowing  water,  drawing  attention  to  those 
purposes  for  which  each  is  particularly  adapted.  The 
paper  follows : 

Classification  of  Methods. 

All  methods  of  measurement  may  be  divided  into 
general  classes,  viz :  (a)  Direct  discharge  methods ; 
(b)  mean  velocity-area  methods. 

The  first  of  these  two  general  classes  includes  all 
methods  whereby  the  total  discharge  is  determined 
directly,  independent  of  any  knowledge  of  the  velocity 
or  area  of  cross  section,  and  embraces  the  following  : 
(1)  Gravimetric,  (2)  volumetric,  (3)  weirs,  (4)  chemi- 
cal gauging. 

In  the  use  of  the  gravimetric  method  the  total 
cruantity  of  water  flowing  for  a  certain  definite  length 
of  time  is  weighed;  the  total  weight  divided  by  the 
product  of  the  weight  of  a  cubic  foot  of  water,  and  the 
length  of  observation,  expressed  in  seconds,  gives  the 
flow  in  cubic  feet  per  second. 

In  the  volumetric  method  of  measurement  the  total 
"uantitv  of  water  flowing  for  a  certain  definite  length 
of  time  is  measured  in  a  previously  calibrated  tank  or 
measuring  basin  ;  this  quantity  expressed  in  cubic  feet 
divided  by  the  length  of  observation  in  seconds  gives 
the  rate  of  discharge  in  cubic  feet  per  second. 

These  two  methods  obviously  are  unsuited  for 
field  practice,  due  to  a  lack  of  facilities  for  their  use. 
They  are  mentioned  here  because  they  are  the  basic 
measurements  to  which  many  other  methods  are  re- 
ferred. In  the  hydraulic  laboratory  they  are  of  prime 
importance. 

Measurement  by  Weirs. 

One  of  the  oldest,  usually  most  trusted,  and  for 
certain  purposes  most  useful,  methods  of  stream  mea- 
surements is  by  means  of  weirs.  A  weir  is  a  vertical 
obstruction  placed  in  the  Steam  bed  containing  a  notch 
of  either  rectangular,  trapezoidal,  or  V  form,  over 
which  the  water  falls.  In  cross  section  of  crest  there 
are  a  large  varietv  of  forms,  but  for  measurement  of 
discharge  the  sharp-crested  weir  is  used  almost  ex- 
clusively. Knowing  the  dimensions  of  the  weir,  the 
only  observation  necessary  for  the  determination  of 
the  discharge  is  the  head  or  the  depth  of  water  passing 
over  the  crest. 

All  this  seems  very  simple.  In  the  case  of  a  small 
stream  no  difficulties  are  likclv  to  be  encountered  in 
the  actual  construction  of  the  weir,  in  obtaining  its 
exact  dimensions  or  in  measuring  the  head  oi  water 
over  the  crest.  But  when  one  comes  to  the  selection 
of  a  formula  to  use  in  computing  the  discharge  his 
troubles  beL'in.  In  the  different  text-books  on  hy- 
draulics may  be  found  a  varied  assortment  of  formulae, 
all  seemingly  applicable  to  the  kind  of  weir  used. 

In  a  case  of  this  sort,  before  the  engineer  has  gone 
very  far  he  comes  to  realize  that  instead  of  the  problem 
being  .simple  it  is  really  very  difficult,  providing,  of 
course,  that  a  high  degree  of  accuracy  is  desired.  It 
becomes  necessarv  for  him  to  determine  the  exact  con- 
ditions under  which  the  experiments  were  conducted 
which  formed  the  basis  for  the  development  of  the 
formula  and  the  derivation  of  the  coefficients;  and, 


then,  after  he  has  done  this,  he  must  select  that  for- 
mula which  is  based  on  experiments  conducted  under 
conditions  most  nearlv  resembling  his  ow  n. 

For  instance,  one  may  expect  to  obtain  very  good 
results  by  the  use  of  the  Francis  formula,  making  the 
proper  corrections  for  end  contractions  and  velocity  of 
approach,  providing  he  duplicates  the  conditions  ex- 
isting during  Francis'  experiments,  as  follows : 

1.  The  weir  must  be  sharp-crested  and  rectangular. 

2.  The  distance  from  the  end  of  the  crest  to  the 
side  of  the  channel  must  be  at  least  three  times  the 
head  on  the  weir. 

3.  The  under  side  of  the  Overfallhw  sheet  of  water 
must  be  subjected  to  full  atmospheric  pressure. 

4.  The  height  of  the  weir  must  be  at  least  three 
times  the  head. 

5.  The  head  on  the  weir  must  be  not  less  than  5  10 
ft.  nor  much  more  than  1  5/10  ft. 

6.  The  length  of  crest  must  be  at  least  three  times 
the  measured  head. 

7.  The  velocity  of  approach  must  not  exceed  1  ft. 
per  second. 

However,  if  any  one  of  the  above  conditions  be 
violated,  the  results  obtained  by  the  use  of  the  formula 
will  not  be  so  trustworthy,  and  it  may  be  advisable  to 
use  some  other  formula,  provided  one  can  be  found 
that  is  based  on  experiments  more  similar  to  those  in 
the  case  at  hand. 

Hence,  the  conclusion  may  be  drawn  that  the  re- 
liability of  weir  measurements  depends  very  largely 
upon  the  intelligence  and  skill  employed  in  making 
measurements  and  computing  discharges.  If  the  con- 
ditions surrounding  the  original  experiments  are  faith- 
fully duplicated,  then  the  results  may  be  depended 
upon  to  be  correct  within  1  or  2  per  cent.  Under  other 
conditions  errors  as  great  as  10  or  15  per  cent,  are 
easily  possible. 

It  should  be  noted  here  that  the  place  where  skill 
is  required  in  connection  with  weir  measurements  is 
in  the  installation  of  the  weir  and  gauge.  After  tins 
has  been  successfully  accomplished,  almost  anyone 
with  a  little  practice  can  read  the  hook  gauge  accur- 
ately enough  for  all  purposes. 

The  principal  application  of  the  weir  lies  in  the 
measurement  of  small  streams  or  canals  where  the 
cost  of  weir  construction  is  not  excessive.  It  is  also 
frequently  useful  in  measuring  the  discharge  from 
pumps,  wells,  or  pipes,  which  are  allowed  to  flow  into 
a  basin  and  then  out  over  a  weir.  The  advisability  of 
its  use  in  connection  with  turbine  testing  is  open  to 
question.  In  this  class  of  work  the  highest  possible 
degrees  of  accuracy  is  desirable,  and,  in  the  opinion  of 
many,  this  is  best  obtained  by  the  chemical  method. 

Chemical  Gauging. 

The  most  recently  developed  and,  for  certain  pur- 
poses, most  important  of  the  direct  discharge  methods 
of  measurement  is  !>v  the  chemical  process.  The 
principle  involved  in  this  method  is  very  simple. 
Briefly,  it  consists  of  adding  to  the  stream  at  a  certain 
definite  rate  some  chemical,  usually  salt,  on  account 
of  its  low  cost.  Then  at  some  point  down  stream, 
after  a  uniform  mixture  has  been  effected,  samples  are 
drawn  off  and  the  degree  of  dilution  is  determined.  If 
\\  pounds  of  salt  be-  added  to  a  stream  w  hose  discharge 
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is  Q  cubic  fed  per  second  and  alter  a  thorough  mix- 
ture it  is  found  that  n  pounds  of  water  contain  one 
pound  of  salt,  the  total  discharge  Q  in  cubic  feet  per 
second  will  he  equal  to  \vn  <>_'.5.  The  success  attained 
l>\  the  use  of  this  method  depends  primarily  on  the 
>kill  of  the  observers.  Two  important  points  should 
In-  ci  >n»idercd  : 

First. — The  chemical  must  he  added  at  an  abso- 
lutely constant  rate.  This  is  usually  accomplished  by 
delivering  a  concentrated  solution  to  the  stream 
through  a  small  orifice  under  a  constant  head.  Due  to 
the  hiyh  specific  gravity  of  the  solution  the  rate  of  dis- 
charge through  the  orifice  cannot  he  determined  by  or- 
dinary formula,  but  must  be  found  by  measuring  the 
quantity  discharged  in  a  given  period. 

Second. — A  thorough,  uniform  mixture  of  the 
chemical  with  the  stream  must  be  secured  before  sam- 
ples are  taken.  The  length  of  time  required  to  secure 
this  mixture  can  he  determined  by  taking  a  number  of 
samples  at  different  points  in  any  cross  section  and 
determining  tin-  variation  between  them.  If  they  do 
not  vary  by  more  than  1  per  cent,  in  the  amount  of 
chemical  contained  the  mixture  is  usually  considered 
satisfactory.  Mr.  Parker,  an  English  engineer,  and  one 
"f  the  pioneers  in  the  use  of  this  method,  has  formu- 
lated the  following  empirical  rules.  If  V  represent 
the  mean  velocity  of  the  stream  and  b  the  breadth, 
then,  when  the  average  depth  lies  between  1/10  b  and 
.i  10  b,  complete  mixture  occurs  at  a  distance  down 
stream  equal  to  about  six  times  the  width  of  stream 
and  at  a  time  when  the  addition  of  the  chemical  has 
24b 

continued  for  at  least  seconds.    Also  sample  must 

V 
6b 

not  be  taken  more  than  —  seconds  after  the  addition 

V 

of  the  chemical  has  ceased. 

Applying  these  rules  to  a  stream  whose  width  is, 
say,  50  ft.,  average  depth  6  ft.  and  mean  velocity  3  ft. 
per  second,  the  samples  should  be  drawn  off  at  a  dis- 
tance of  300  ft.  down  stream  and  not  until  the  addition 
of  the  chemical  has  continued  at  least  400  seconds,  or 
nearly  7  minutes.  Furthermore,  it  would  be  safe,  ac- 
cording to  this  rule,  to  draw  off  samples  for  100  sec- 
onds, or  1  2/3  minutes,  after  the  addition  of  the  chemi- 
cal has  ceased. 

However,  attention  should  be  called  to  the  fact 
that  these  rules  are  applicable  only  to  streams  whose 
average  depth  is  at  least  one-tenth  of  the  width,  and 
streams  of  this  sort  are  not  very  common  in  this  coun- 
trv.  Consequently,  it  would  seem  that  in  applying  this 
method  of  measurement  to  a  wide,  shallow  stream,  like 
the  Grand  River  or  the  Huron,  the  best  way  of  deter- 
mining the  proper  point  for  sampling  is  by  trial.  That 
is.  go  down  stream  a  distance  of,  say.  six  times  the 
width,  and  by  taking  a  number  of  samples  throughout 
the  cross  section,  determine  if  the  degree  of  dilution 
varies  by  more  than  1  per  cent,  in  the  different  sam- 
ples. If  it  does,  then  go  farther  down  stream  until  a 
point  is  found  where  it  does  not. 

However,  the  most  useful  application  of  the  chemi- 
cal method  is  not  in  gauging  wide,  shallow  streams. 
Such  streams  can  perhaps  better  be  measured  by  the 
aid  of  current  meters.  But  for  turbine  testing  or  for 
gauging  rocky,  turbulent  mountain  streams,  where  a 
thorough  mixture  is  readilv  obtained,  it  is  extremely 
doubtful  if  anv  other  known  method  of  measurement 
can  compare  with  this  in  giving  accurate,  trustworthy 
results.  In  a  series  of  turbine  tests  at  Massena 
Springs,  N.Y.,  conducted  under  the  direction  of  Mr. 


Benjamin  F.  Groat,  consulting  engineer  for  the  Alum- 
inum Company  of  America,  five  successive  tests  under 
exactly  the  same  conditions  checked  each  other  within 
1/10  of  1  per  cent.  Of  course,  it  is  possible  that  a  con- 
slant  error  affected  all  the  results  alike;  but,  consider- 
ing the  great  amount  of  care  exercised  in  carrying  on 
the  experiments,  this  hardly  seems  likely,  especially 
when  a  number  of  other  experimenters  have  conducted 
tests  of  a  similar  nature  which  checked  within  Y>  of  1 
per  cent. 

Mean  Velocity-Area  Methods. 

This  brings  us  to  a  consideration  of  the  second 
class  of  flow  measurements,  viz.,  those  accomplished 
by  determining  the  mean  velocity  and  .cross  sectional 
area  of  the  stream.  Knowing  these  two  qualities, 
their  product  gives  the  discharge.  This  class  of  mea- 
surements naturally  subdivides  itself  into  two  groups. 
The  first  group  comprises  those  methods  whereby  the 
mean  velocity  of  the  whole  stream  is  determined  di- 
rectly by  one  operation,  as  is  done  in  measurements 
made  by  Venturi  meters,  moving  screens,  slope  deter- 
minations, orifices,  nozzles,  and  the  like,  and  by  the 
color  method.  The  second  group  includes  those  meth- 
ods whereby  the  total  cross  section  is  subdivided  into 
sections  whose  area,  mean  velocity,  and  discharge  are 
determined  separately,  and  these  discharges  summed 
up  to  give  the  total  discharge  of  the  stream.  The 
methods  falling-  under  this  second  group  differ  only  in 
the  manner  of  determining  the  mean  velocity  of  the 
sections,  and  comprise  the  use  of  surface  floats,  rod 
floats,  current  meters,  and  Pitot  tubes. 

Consideration  of  Methods  of  the  First  Class. 

The  methods  of  measurement  falling  under  the 
first  subdivision  have  a  very  wide  range  of  application 
and  a  corresponding  range  of  reliability. 

Orifices,  nozzles,  short  tubes,  and  the  like  are  gen- 
erally used  only  in  the  measurement  of  small  quanti- 
ties of  water.  A  sharp-edged  orifice  with  an  area  of  1 
sq.  ft.  or  less  furnishes  a  very  reliable  means  for  mea- 
suring the  discharge  from  a  tank  or  reservoir  provid- 
ing only  that  the  head  be  relatively  high  and  the  velo- 
city of  approach  low.  However,  a  thorough  know- 
ledge should  always  be  had  of  the  conditions  sur- 
rounding the  original  experiments  upon  which  are 
based  the  determination  of  the  coefficients  used.  For 
orifices  with  an  area  of  more  than  1  sq.  ft.  the  coeffi- 
cients have  not  been  reliably  determined. 

Velocity  determination  by  the  use  of  a  traveling 
screen  is  comparatively  new.  The  screen  is  usually 
made  by  stretching  canvas  on  a  light  frame.  This  is 
suspended  from  a  wheeled  carriage,  which  runs  on  a 
track,  either  over  or  at  the  side  of  the  channel.  By 
observing  the  time  required  for  the  screen  to  move  a 
certain  distance  the  mean  velocity  is  at  once  deter- 
mined. It  is  apparent  that  this  method  is  restricted  to 
open  channels  of  very  regular  cross  section.  The  cost 
of  equipment  is  high,  and  the  method  is  seldom  used, 
although  under  ideal  conditions  it  provides  a  means  of 
obtaining  very  good  results. 

Measurement  by  slope  determination  and  the  use 
of  the  Chezy  or  experimental  formula  can  be  relied 
upon  to  give  only  roughly  approximate  results.  Some- 
times, however,  this  is  the  only  method  that  can  be 
employed,  as,  for  instance,  in  estimating  a  flood  that 
has  already  passed  by.  Tf  high  water  marks  can  be 
found,  as  is  usually  the  case,  the  slope  of  the  stream 
when  the  flood  was  at  its  peak  can  be  determined  by 
the  aid  of  a  level.  The  mean  hydraulic  radius,  w  hich 
is  the  area  divided  by  the  wetted  perimeter,  can  also 
be  found  by  measurement.  Then,  by  a  proper  exer- 
cise of  judgment,  coupled  with  a  semi-divine  know- 
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ledge  of  the  correct  value  of  h  to  use  in  Kutters  for- 
mula, the  mean  velocity  can  readily  he  determined 
from  the  formula 

V=CV"RS 

Unquestionably  the  Venturi  meter  provides  the 
most  reliable  means  at  the  municipal  or  sanitary  engi- 
neer's command  for  the  measurement  of  the  velocity 
of  water  in  pipes  flowing  under  pressure.  This  instru- 
ment consists  of  a  special  casting  which  is  inserted  in 
the  pipe  line.  In  appearance  it  resembles  two  nozzles 
with  their  small  ends  joining,  the  larger  end  having 
the  same  diameter  as  the  pipe  line.  The  principle  in- 
volved in  the  use  of  the  instrument  is  based  on  Ber- 
noulli's theorem,  a  discussion  of  which,  along  with 
formulae  for  the  use  of  the  meter,  can  be  found  in  any 
text-book  on  hydraulics.  By  "obtaining  the  difference 
in  pressures  at  the  throat  and  at  the  inlet  wit.h  the  aid 
of  piezometer  tubes  the  velocity  can  be  determined. 
With  a  properly  calibrated  instrument  the  results 
should  be  very  accurate,  possibly  with  an  error  of  less 
than  1  per  cent.  By  the  use  of  a  recording  gauge  in 
connection  with  a  Venturi  meter  continuous  reliable 
records  of  discharge  can  be  obtained  with  very  little 
effort.  Practically  the  only  objection  to  its  use  is  its 
cost,  as  it  is  rather  expensive.  However,  the  first  cost 
is  practically  the  whole  cost,  and  as  the  instrument  is 
usually  used  only  as  a  permanent  installation  where 
either  continuous  or  intermittent  records  extending 
over  a  period  of  time  are  desired,  this  item  should  not, 
in  the  end,  prove  objectionable. 

(To  be  continued.) 


Timber  Conservation  by  Electricity 

A  new  process  has  been  discovered  for  drying  and 
conserving  timber  which  is  being  tried  in  Europe 
with  a  great  deal  of  success.  The  "Nodon"  process, 
as  it  is  called,  makes  use  of  electricity.  A  strong  elec- 
tric current  passes  through  freshly-cut  wood  appears 
to  cause  a  chemical  change  resulting  in  oxidation  of 
certain  parts,  together  with  a  physical  change  in  the 
cellulose.  On  account  of  this,  the  wood  is  better  pre- 
served against  the  action  of  fungi  and  is  more  suitable 
for  mechanical  use.  It  is  said  that  in  a  few  hours  a 
thorough  oxidation  of  the  wood  sap  takes  place  by 
this  process,  which  ordinarliy  requires  several  months 
in  free  air.  The  method  can  be  so  successfully  ap- 
plied to  green  timber  that  it  is  thoroughly  seasoned 
in  a  few  weeks.  The  moisture  in  the  wood  helps  to 
carry  the  electric  current  and  hence,  when  the  pro- 
cess is  applied,  the  timber  should  not  be  too  dry — 
in  fact  immediately  after  cutting  is  advisable.  The 
electrical  energy  required  is  3  to  6  kw.  per  cubic  yard. 

At  the  annual  meeting  of  the  Ontario  Municipal 
Association,  held  in  Toronto,  the  association  approved 
of  the  removal  of  duty,  excepting  war  tax,  from  im- 
ported paving  brick.  This  was  the  outcome  of  a  let- 
ter addressed  to  the  Association  by  Mr.  F.  B.  Good- 
man, who  stated  that  since  there  are  no  paving  brick 
manufacturers  in  Canada  the  removal  of  duty  would 
not  injure  the  industry  in  any  way.  The  Association 
approved  of  the  principle  involved  in  the  statements 
contained  in  this  letter,  and  therefore  passed  the  reso- 
lution spoken  of,  but  they  recommended  that  the  let- 
ter be  referred  to  the  Good  Roads  Association  for  con- 
sideration, feeling  that  its  members  would  be  interested 
in  this  matter. 


The  highest  bridge  on  the  Grand  Trunk  Pacific 
Railway  system  is  that  over  Pembina  River,  860  miles 
from  Winnipeg.    This  bridge  is  208  feet  high. 


A  Cleverly  Designed  Steel  Tank 

The  accompanying  photograph  illustrates  a  large 
elevated  water  storage  tank  built  for  the  Campbell 
Flour  Mills  Company,  Ltd.,  of  Toronto,  Out.  Their 
flouring  mills,  which  rank  among  the  most  progressive 
in  Ontario,  were  recently  equipped  with  an  automatic 
sprinkler  system,  to  provide  tire  protection  and  reduce 
their  insurance  rates.  The  tank  is  used  for  the  stor- 
age of  water  necessary  to  operate  the  sprinkler  equip- 
ment satisfactorily.  The  prominent  position  and  great 
height  of  the  structure  renders  it  peculiarly  effective 
for  advertising  purposes,  and  the  company  has  taken 
advantage  of  this  fact  in  having  the  tank  built  in  re- 
plica of  a  bag  of  flour.  The  work  is  built  entirely  of 
steel,  which  material  may  be  readily  formed  to  the 
shape  desired  and  at  the  same  time  insures  great 
strength  and  unusuallv  long  Hie.  The  tank  was  paint- 
ed and  lettered  to  exactly  represent  the  sack  in  which 
the  company's  product  is  marketed.  Some  idea  of  the 
size  of  this  water  tower  may  be  gathered  from  the  fol- 


This  Novel  Water  Tank  is  an  Effective  Advertisement. 


lowing  data:  The  tank  holds  40,000  gallons  of  water. 
The  total  height  of  the  structure  is  152  feet  above 
foundations.  The  tank  itself  is  37  feet  deep  and  IS 
feet  wide,  being  built  oval  in  cross-section,  to  corre- 
spond truly  to  the  shape  of  a  flour  sack.  The  weight 
supported  is  over  200  tons. 

The  work  was  designed  and  executed  by  the  Cana- 
dian Chicago  Bridge  and  [Iron  Company,  of.  Bridge- 
burg,  Out.,  which  makes  a  specialty  of  this  class  of 
construction.  They  have  also  recently  constructed  in 
the  city  of  Toronto  for  the  City  Dairy  Company  a 
similar  structure,  having  the  tank  in  the  shape  of  a 
milk  bottle. 


Messrs.  Oborn  &  Ellis,  architects,  Lumsden  Build- 
ing, Toronto,  have  moved  to  new  quarters  at  No.  22 
College  Street. 
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Flumes  for  Logging  Operations 

In  lumbering-  operations,  water  is  extensively  em- 
ployed in  some  manner  for  carrying  logs,  timber,  or 
other  forest  products  from  the  point  of  cutting  to  the 
mills  and  factories.  The  most  commonly  used  method 
is  to  float  the  logs  in  a  running  stream  to  the  manufac- 
ing  plant,  a  process  known  as  log-driving.  However, 
as  the  forests  lying  along  these  streams  are  being 
cleared,  such  a  process  becomes  less  applicable  and 
new  methods  must  be  sought,  if  many  large  and  valu- 
able tracts  of  the  finest  kind  of  mercantile  timber  are 
to  be  made  available.  Railroads  have  been  extensively 
built  for  this  purpose,  and  prove  of  advantage  when 
their  location  in  a  forest  area  is  practicable.  In  many 
cases  conditions  of  grade  or  considerations  of  cost 
prohibit  developments  of  this  nature. 

Under  such  conditions  flumes  have  successfully 
solved  the  difficulty  and  have  proven  eminently  satis- 
factory as  well  as  reasonable  in  cost.  The  illustra- 
tions reproduced  herewith  show  typical  flume  con- 
structions, and  indicate  the  general  schemes  adopted 
in  such  a  method  of  transporting  timber.  The  only 
condition  required  for  successful  operation  of  logging 
flumes  is  that  there  is  a  sufficient  supply  of  water  that 
can  be  diverted  into  the  channel  at  such  an  elevation 
as  to  ensure  flow  to  the  point  of  delivery. 

Flumes  have  special  advantages  in  being  flexible 
as  to  curves  and  grades.  The  grades  on  which  a  flume 
can  be  built  and  operated  can  be  as  steep  as  25  per 
cent,  at  least  and  as  flat  as  one-tenth  of  one  per  cent. 
It  is  not  essential  to  have  uniform  grades,  as  it  has 
been  found  that  changes  of  grade  from  one  extreme  to 
another  can  be  efficiently  carried  out.  The  curvature 
depends  on  a  number  of  variable  conditions,  curves  of 
20  degrees  being  quite  common. 

Flumes  are  also  easily  constructed  over  extremely 
rough,  rocky,  or  broken  country  by  trestling.  In  this 
respect  they  can  be  installed  where  railroad  locations 
are  impossible.  The  trestle  work  on  which  they  are 
generally  built  adapts  itself  readily  to  a  great  variety 
of  ground  conditions. 

The  practicable  length  of  a  flume  depends  on  the 
limitations  of  the  water  supply  and  on  the  mainten- 
ance of  a  descending  gradient.  There  are  known 
cases  of  flumes  30,  40,  and  50  miles  long  that  are  in 
successful  operation. 

The  maintenance  cost  of  wood  flumes  is  surpris- 
ingly low,  and  it  can  be  safely  assumed  that  the  life  of 
a  well-constructed  work,  kept  in  repair,  will  be  at  least 
twenty  years.  The  only  wear  occurs  in  the  flume  box, 
which  can  be  maintained  at  comparatively  little  ex- 
pense. 

The  illustrations  show  the  general  schemes  adopt- 
ed, and  portray  the  curvatures  and  grades  that  may 


be  accommodated.  The  flume  box  itself  is  triangular 
in  shape,  as  this  has  been  demonstrated  to  be  the  most 
efficient  and  desirable  in  operation.  The  sides  are  in- 
clined at  45  degrees.  This  angle  carries  the  water 
around  curves  with  the  least  disturbance  and  slopping. 


Metal  Road  Blockade 

The  accompanying  sketch  illustrates  a  metal  road 
or  street  barrier  which  has  been  designed  to  replace 
the  old  wooden  type  which  is  not  only  unsightly  but  is 
easily  broken,  laid  aside  or  carried  away.  This  new 
device  is  manufactured  entirely  of  metal  and  is  light, 
strong  and  unbreakable.  It  consists  of  channel  bars 
fitting  over  arms  on  the  supporting  T-iron  posts  and 
held  by  pins  or  bolts,  if  necessary.    The  barrier  is  thus 
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A  street  barricade  made  of  metal. 

very  easily  assembled  or  taken  apart  and  can  be  ex- 
tended indefinitely.  The  posts  are  36  inches  high  and 
weigh  14  pounds  each,  and  the  barrier  part  is  made  in 
10  foot  lengths,  weighing  24  pounds.  Red  painted 
signs  9  in.  by  15  in.  with  black  lettering  are  provided 
as  shown  and  the  device  is  furnished  with  a  lantern 
bracket  arranged  for  a  padlock  to  prevent  theft.  This 
road  blockade  is  manufactured  and  sold  by  the  C.  C. 
Fonts  Tank  and  Silo  Company. 


Side  Hill  Viaduct 

Much  trouble  is  often  experienced  with  roads  run- 
ning along  a  line  of  fill  by  settlement  or  down-hill 
slipping  of  the  fill  face,  causing  cracks  in  the  road 
surface  or  even  cave-ins.  The  method  of  overcoming 
this  in  one  particular  instance  was  to  use  a  side-hill 
viaduct,  a  construction  rarely  employed  on  this  con- 
tinent. The  illustration  shows  in  diagrammatic  form 
the  essential  features  of  a  side-hill  viaduct  as  applied 
to  the  case  in  question,  the  structure  being  of  rein- 
forced concrete.  Columns  are  spaced  at  intervals 
along  the  road  with  longitudinal  girders  resting  on 
top  and  a  flat  reinforced  slab  spanning  from  this  girder 
to  a  bearing  on  undisturbed  ground  near  the  centre 
of  the  road.  The  road  surface  is  then  built  on  top. 
This  method  has  been  found  to  be  a  very  effective 
cure  for  a  slipping  fill. 
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A  Side-Hill  Viaduct. 
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Rideau  River  Irrigation  Scheme 

Cornwall,  ( >nt.,  Sept.  2,  1916. 
Kditor  Contract  Record: 

1  read  with  much  interest  the  "Rideau  River  Irriga- 
tion Scheme"  in  your  issue  of  August  9,  illustrated 
with  a  map.  which  is  correct  so  far  as  my  knowledge 
Of  this  Scheme  is  concerned,  hut  the  basic  principle 
that  the  ■  ountry  requires  irrigation  is  fundamentally 
wrong,  and  it  is  only  necessary  for  you  to  consult  the 
drainage  engineer  at  the  department  in  Toronto  to 
find  out  the  vast  sums  being  spent  to  drain  the  area, 
even  in  the  neighborhood  of  Ottawa. 

What  is  a  far  more  feasible  scheme  is  for  the  Gov- 
ernment to  assist  the  farmer  in  draining  all  of  the  said 
area,  t"  reclaim  the  land  rather  than  to  irrigate. 

Y< airs  truly, 

A.  las.  Milden. 


All-Steel  Portable  Buildings 

There  is  a  special  held  for  the  use  of  steel,  portable 
buildings  for  constructional  or  other  temporary  pur- 
poses. For  contractor's  offices,  draughting  rooms, 
workshops,  tool  rooms,  or  other  similar  uses  in  con- 
nection with  the  erection  of  buildings,  metallic,  port- 
able designs  have  been  developed  that  are  especially 
advantageous.  In  the  past  wooden  structures  have 
been  erected  for  this  purpose,  but  in  many  cases  after 
the  need  for  their  use  has  disappeared,  the  lumber  used 
in  their  construction  is  waste.  On  the  other  hand, 
metallic  buildings  of  the  types  now  on  the  market  are 
permanent  investments,  since  they  are  portable  and 
can  be  re-erected  on  any  desired  location  at  any  time. 

These  buildings  are  now  being  made  by  various 
manufacturers  of  pressed  steel  in  collapsible  sections 
that  have  been  standardized.  These  come  delivered  in 
crates,  and  can  be  unpacked,  placed  in  position,  and 
wedged  together  with  astonishing  rapidity,  a  few  men 
being  able  to  erect  a  building  complete  in  the  matter 
of  only  a  few  hours.  The  resulting  structure  is,  sound 
and  strong,  wind-proof,  fireproof,  and  weather-proof, 
making  a  thoroughly  comfortable  interior. 

The  makers  of  these  pressed  steel  units  are  produc- 
ing products  of  pleasing  appearance  with  panelled  or 
decorated  exteriors,  affording  a  very  grateful  relief  to 
the  eye  accustomed  to  the  uncompromising  plain  sur- 
faces usually  found  in  temporary  structures.  Skilled 
labor  is  usually  not  required  for  the  erection  of  these 
buildings,  nor  are  special  tools  necessary.  Founda- 
tions also  are  rarely  obligatory,  in  most  cases  sleepers 
being-  adequate. 


May  Build  $1,000,000  Bridge  at  Buffalo 

The  U.  S.  House  of  Representatives  August  29 
granted  permission  to  a  committee  of  nine  citizens 
of  Buffalo,  N.Y.,  to  construct  a  toll  bridge  across  the 
Niagara  River  in  or  near  that  city.  The  proposed 
structure  will  cost  about  $1,000,000. 


New  Books 

The  Construction  of  Roads  and  Pavements— by  T.  R. 

Agg,  C.E.,  Professor  of  Highway  Engineering,  Iowa  State 
College;  McGraw-Hill  Book  Company,  Inc.,  New  York, 
publishers;  price  $3.00;-  written  to  present  in  concise  form 
the  latest  approved  practices  in  the  construction  of  roads 
and  pavements  and  the  principles  involved.  Intended  prim- 
arily as  a  text-book  for  a  short  course  in  roads  and  pave- 
ments, but  numerous  tables  and  typical  designs  and  specifi- 


cations have  been  included.  This  book  should  be  found  of 
great  value  to  anyone  interested  or  engaged  in  the  work  of 
highway  construction  or  maintenance.  The  ground  covered 
may  be  judged  from  the  following  chapter  headings:  The 
Development  of  Highway  Systems;  Surveys  and  Plans  for 
Koads  and  Pavements;  The  Design  of  Rural  Highways;  The 
Construction  and  Maintenance  of  Earth  Roads;  Testing  Non- 
bituminous  Road  Materials;  Sandy-clay  Roads;  Gravel 
Roads;  Water-bound  Macadam  Roads  and  Pavements;  Con- 
crete Roads  and  Pavements;  Vitrified  Brick  Roads  and 
Pavements;  Wood-block  Pavements;  Stone-block  Pave- 
ments; Bituminous  Road  and  Pavement  Materials;  Dust 
Layers  and  Bituminous  Carpets;  Penetration  and  Mixed  Mac- 
adam Roads  and  Pavements;  Sheet  Asphalt  and  Asphaltic 
Concrete  Surfaces;  Selection  of  Type  of  Surface  for  Rural 
Highways;  Selection  of  Type  of  Pavement  Surface;  The  De- 
sign of  Pavements;  Tests  for  Bituminous  Road  and  Paving 
Materials.  Well  illustrated;  size  fi  x  '.)  inches;  stiff  cloth 
covers;  435  pages. 


Mainly  Constructional 

East  and  West—  From  Coast  to  Coast 


The  Halifax,  N.S.,  Automobile  Association  are  advocat- 
ing, and  have  prepared  cost  estimates,  for  the  construction 
of  1,500  miles  of  good  roads  in  that  province. 

A  recommendation  that  the  roadway  to  the  Hamilton 
Sanatorium  be  reconstructed  has  passed.  Work  will  cost 
$2,975  and  will  be  commenced  almost  immediately. 

The  Wailamette  Iron  and  Steel  Works  have  registered 
to  carry  on  business  in  the  province  of  British  Columbia. 
The  head  office  of  the  company  is  situated  at  1104  Standard 
Bank  Building,  Vancouver. 

The  Board  of  Health,  Hamilton,  Ont.,  advertised  for  men 
to  tear  down  the  old  incinerator  building  on  Wellington  Street 
but  as  no  replies  were  received  it  was  decided  to  give  it 
free  to  any  person  who  would  remove  it. 

Building  permits  for  all  Canada  during  August  were  $4,- 
254,691.  This  amount  exceeds  the  total  for  the  same  month 
last  year  by  $1,197,701,  or  almost  100  per  cent.  The  total 
for  the  year  to  date  is  $23,362,400,  or  an  increase  of  $3,143,841, 

While  ante-bellum  building  conditions  in  St.  John,  N.B., 
have  not  yet  returned,  figures  show  that  building  is  on  the 
increase.  The  value  of  permits  from  January  1  to  August 
31,  1916,  amounted  to  $343,000;  corresponding  period  last 
year,  $218,800. 

Bathurst,   N.B.,  which   recently   installed   a  new  water  ■ 
system,  is  now  to  have  a  flour  mill.    It  will  be  operated  by 
the  George  Eddy  Company.    The  buildings  are  now  being 
erected.    In  addition  to  grinding  home-grown  wheat,  it  will 
be  used  for  grinding  western  grain. 

A  supreme  court  writ  has  been  filed  by  David  Gibb 
against  the  Northern  Construction  Company,  Limited,  and 
others,  alleging  breach  of  contract  relative  to  the  supplying 
of  Saturna  Island  stone  for  the  building  of  the  Canadian 
Northern  depot  at  False  Creek,  B.C. 

The  Western  Machinery  Works,  Limited,  Vancouver. 
B.C.,  have  been  incorporated.  The  company  will  manufacture 
and  repair  gasoline,  steam  and  other  kinds  of  engines  and 
machinery,  automobiles,  motors,  flying  machines  and  other 
articles  capable  of  being  manufactured  from  metal. 

At  a  recent  meeting  of  the  Nova  Scotia  Steel  and  Coal 
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Company  it  was  stated  that  the  company  had  sufficient  busi- 
ness now  on  hand  to  keep  every  furnace  and  mill  employed 
for  more  than  twelve  months.  The  directors  agreed  to  sub- 
scribe for  $250,000  worth  of  the  new  Canadian  War  Loan. 

License  has  been  issued  under  the  Great  Seal  of  the 
Province  of  Ontario,  authorizing  the  Dominion  Fire  Proof- 
ing Company,  Limited,  a  corporation  created  by  or  under  the 
authority  of  the  laws  of  the  Province  of  Manitoba,  to  deal  in 
brick,  tile  and  fire  proofing  products,  and  to  carry  on  the 
business  of  contractors  and  builders. 

Some  250  members  of  the  Canadian  Society  of  Civil 
Engineers  were  present  as  guests  of  the  Dominion  Bridge 
Company  on  the  day  set  for  the  placing  of  the  big  centre 
span  of  the  Quebec  bridge,  which  should  have  been  the  cul- 
mination of  one  of  the  world's  greatest  engineering  feats, 
but  instead  proved  a  deplorable  disaster. 

An  increase  of  close  to  $100,000  in  building  permits  is 
shown  in  the  Chatham,  Ont.,  figures  for  the  first  eight  months 
of  the  year  as  compared  wilji  the  same  period  last  year.  In 
addition  it  is  expected  that  the  permit  for  a  plant  for  the 
Dominion  Sugar  Company  will  be  taken  out  shortly,  which 
will  bring  the  present  total  of  about  $243,849  up  to  nearly 
$1,000,000. 

Mr.  Brummel,  of  East  Trenton,  Ont.  it  is  stated,  has 
just  completed  a  new  type  of  boat  for  carrying  freight.  The 
boat  from  outside  appearances  looks  like  a  huge  scow.  It 
is  to  be  run  by  two  twenty-four  horsepower  gasoline  engines, 
operating  two  propellers,  and  has  a  capacity  of  000  barrels 
of  apples.  It  was  built  for  navigation  purposes  on  the  Trent 
Valley  Canal. 

It  is  reported  that  the  next  move  of  one  of  the  great 
automobile  manufacturing  companies  will  be  to  organize  its 
workers  into  four  shifts,  each  working  six  hours,  without  in- 
terruption for  meals.  The  men  are  to  be  paid  $1  an  hour. 
This  will  keep  the  plant  running  a  full  twenty-four  hours, 
which  is  not  practicable  with  the  eight-hour  shift  on  account 
of  the  intermissions  for  meals. 

The  breaking  up  of  the  macadam  roads  in  Welland 
County,  Ont..  has  been  subject  of  much  discussion  by  the 
county  council.  The  majority  were  of  the  opinion  that 
macadam  was  not  a  sufficiently  permanent  material.  Some, 
however,  believed  the  deterioration  was  due  to  the  heavy 
motor  traffic  coming  on  the  roads  before  the  pavement  had 
time  to  become  solid.  The  use  of  oil  to  preserve  the  roads 
was  suggested. 

Building  permits  and  customs  receipts  at  Welland,  Ont.. 
for  the  month  of  August,  both  more  than  doubled  the  totals 
for  the  same  month  last  year.  Customs  receipts  for  August. 
1910,  totalled  $03,289.  Last  year  the  total  was  $29,937.  Build- 
ing permits  for  August.  1910,  were  $25,048,  as  compared 
with  $12,147  for  the  same  month  last  year.  Industrial  con- 
ditions are  reported  in  excellent  condition  but  a  scarcity  of 
labor  is  noticeable. 

It  appears  that  the  plans  lor  the  construction  of  the  ad- 
ministration building  at  the  Agricultural  College  at  Win- 
nipeg, Man.,  were  changed  after  the  letting  of  the  contract, 
from  evidence  given  before  the  Gait  commission.  The  plans 
on  which  the  $229,000  contract  was  let  called  for  reinforced 
concrete  and  steel  floors  throughout  the  building,  on  March 
3,  1911,  but  on  April  1  following,  new  plans  were  adopted 
which  called  for  steel  and  tile  floors. 

Many  houses  visited  by  the  St.  John.  WIS.,  plumbing  in- 
spectors have  been  found  defective  and  notice  has  been 
served  on  the  owners  to  make  the  necessary  repairs  within 
ten  days  or  water  will  be  shut  off.  Detecting  leaks  and 
dripping  faucets,  it  is  said,  has  been  greatly  facilitated  by  the 
use  of  the  sonoscope,  an  instrument  very  similar  to  a  tele- 


phone receiver,  which,  when  placed  on  a  pipe,  at  once  re- 
veals whether  the  pipe  is  free  from  leaks. 

The  contract  for  the  Aylmer,  P.Q.,  filtration  plant  to 
be  built  of  concrete,  has  been  let  to  R.  C.  Smith  &  Co.,  of 
Montreal,  at  $36,512.  The  system  is  to  be  of  the  rapid  sand 
type,  with  New  York  Continental  Jewell  Filtration  Com- 
pany's equipment.  The  capacity  is  one  million  Imperial 
gallons.  There  are  to  be  three  filters,  each  125  feet  square, 
the  clear  water  basin  containing  40.000  gallons.  The  coagula- 
tion period  will  be  four  hours.  Mr.  J.  O.  Meadows,  Mont 
real,  is  the  consulting  engineer. 

Answering  a  rumor  that  work  on  the  W  elland  Canal  and 
the  Ottawa  Parliament  Building  was  to  be  suspended  until 
after  the  war,  Hon.  Robert  Rogers.  Minister  of  Public- 
Works,  declares  it  to  be  "rot."  Work  on  the  Parliament 
Building  is  in  full  swing,  with  night  and  day  gangs,  and  will 
continue.  To  discontinue  work  on  the  Welland  Canal,  he 
pointed  out,  would  leave  the  Government  liable  to  heavy 
damages  to  the  contractors,  who  have  thousands  of  dollar-, 
tied  up  in  plants,  machinery,  etc'  The  Minister  also  de- 
clared that  the  Toronto  Harbor  works  will  be  continued  as 
planned. 

Harbor  development  enterprises  are  being  vigorously 
pushed  at  both  west  and  east  St.  John.  On  the  west  side, 
the  Maritime  Dredging  Company  and  the  Canadian  Pacific 
Railway  Company  are  engaged  on  reclamation  contracts  in 
connection  with  the  new  pier  system  that  is  being  developed 
there.  The  fulfilment  of  these  contracts  will  give  the  port 
another  large  concrete  pier  for  ocean  craft,  besides  a  more 
extended  yard  space  for  the  handling  of  freight.  One  fea- 
ture of  the  C.  P.  P.  work  is  the  erection  of  a  20,000  gallon 
reservoir  to  supply  fresh  water  for  engines  and  cars.  At 
West  St.  John,  the  finishing  touches  are  being  put  to  the 
4,500  foot  breakwater,  almost  the  entire  channel  of  10.000  feet 
has  been  dredged  to  a  width  of  500  feet  and  a  depth  of  32 
feet,  one-half  of  the  interior  basin  lias  been  dredged  to  the 
same  depth,  two  pier  sites  are  w  ell  advanced,  and  excavation 
is  being  rushed  on  the  dry  dock  site. 


Personal 

Mr.  David  W.  Johnston,  engineer  lor  the  South  Saanich 
Municipality,  New  Westminster,  B.C..  has  announced  his 
intention  of  enlisting  for  overseas  service. 

Air.  Charles  J.  Barr.  formerly  general  superintendent  of 
I  be  Tennessee  Coal,  Iron  and  Railroad  Company,  Ensley, 
Ala.,  has  been  appointed  general  manager  of  the  Algoma  Steel 
Corporation.  Mr.  Barr  is  a  Canadian  and  belongs  to  Lindsay 
Ont. 


Obituary 

Mr.  George  Forsythe.  at  one  time  a  prominent  contrac- 
tor, in  Toronto,  is  dead  at  the  age  of  72  years.  The  late 
Mr.  Forsythe  latterly  travelled  Ontario  as  an  insurance  valu- 
ator but  also  did  building  and  contracting  work  on  many 
of  the  city's  oldest  buildings. 

Mr.  J.  H.  Leahy,  contractor,  died  recently  at  the  Royal 
Victoria  Hospital,  Montreal.  Mr.  Leahy  had  been  associated 
with  works  in  that  city  for  many  years.  He  had  the  con 
tract  lor  the  paving  of  Notre  Dame  Street  through  Maison- 
neuve  and  for  the  construction  of  many  city  drains  and 
sewers. 

Mr.  John  Bannernian,  a  well-known  resident  of  Ottawa, 
passed  away  recently,  following  an  operation.  He  was  bom 
m  Scotland  66  years  ago  and  came  to  Canada  at  an  early 
age,  settling  in  Ottawa,  where  he  has  resided  ever  .since. 
Formerly  he  was  a  member  of  the  firm  of  Powers  and  Ban 
nerman.  and  was  the  constructor  of  the  first  pipe  for  the 
Ottawa  Waterworks  system. 


Contracts  Department 


News    of   Special   Interest   to  Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Aylmcr.  Ont. 

The  Town  Council  have  decided  to  lay 
.1  Hie  dniin  <>n  Plk  Street.  Kngineer, 
P.  Bell.  Cowl  House.  St.  Thomas. 

Hepworth.  Ont. 

Plans  have  been  prepared  for  sewers 
to  be  constructed  for  the  Town  Council 
at  an  estimated  cost  of  $3,170.  Clerk, 
W.  R.  White. 

Leamington,  Ont. 

The  Town  Council  propose  to  replace 
the  existing  2!4-inch  watermain  with  4- 
inch.  Engineer.  J.  J.  Newman,  Ouellet- 
te  Avenue.  Windsor. 

London,  Ont. 

Plans  are  to  be  prepared  for  the  con- 
struction of  a  sanitary  sewer  system  in 
south-east  London,  estimated  to  cost 
$100,000,  and  work  will  start  this  fall. 
Engineer,  H.  A.  Brazier.  City  Hall. 

Maiden  Township,  Ont. 

George  Anderson.  Amherstburg.  pro- 
poses to  construct  a  large  amount  of  tile 
drain  on  his  property,  and  is  preparing 
plans. 

New  Glasgow,  N.S. 

Tenders  will  be  called  shortly  for  the 
construction  of  waterworks  additions  for 
the  Town  Council,  estimated  to  cost 
$100,000.    Engineer,  E.  S.  Fraser. 

Osnabruck  Township,  Ont. 

The  Township  Council  are  considering 
the  enlarging  of  Hootle  Creek  in  order 
to  drain  about  40,000  acres,  and  have  in- 
structed the  Engineer.  J.  A.  Milden,  care 
of  the  Township  Clerk,  to  prepare  plans 
and  estimates.  Clerk,  H.  E.  Hodgins, 
Farrans  Point.  Ont. 

Ottawa,  Ont. 

The  Dominion  Government  Depart- 
ment of  Public  Works  propose  to  repave 
Wellington  Street  at  an  approximate  cost 
of  $70,000.  Secretary.  R.  C.  Desrochers, 
Ottawa. 

Sherbrooke,  Que. 

The  Waterworks  Committee  are  con- 
sidering the  installation  of  a  vertical 
plunger  pump,  with  a  capacity  of  4,000,- 
000  gallons.  Secretary,  E.  C.  Gatien,  City 
Hall. 

CONTRACTS  AWARDED 

Aylmer,  Que. 

The  general  contract  for  construction 
of  a  filtration  plant  for  the  City  Council 
has  been  awarded  to  R.  T.  Smith,  West- 
mount,  Que.  Approximate  cost,  $25,000. 
The  contract  for  equipment  has  been  let 
to  the  New  York  Continental  Jewell 
Filtration  Company,  10  Cathcart  Street, 
Montreal. 

Dover  Township,  Ont. 

The  Township  Council  have  awarded 
a  contract  for  the  construction  of  con- 


crete  sidewalks  to  John  Tewkesbury,  La- 
croix  Street. 

Hull,  Que. 

The  City  C  ouncil  have  awarded  the 
contract  For  laying  watermains  to  Wil- 
fred Hebert,  Wall  Street.  Pipe  will  be 
supplied  by  the  City.  Estimated  cost  of 
work.  $35,000. 

Niagara  Falls,  Ont. 

The  City  Council  have  let  a  contract 
for  the  construction  of  sewers  to  Louis 
Sacco,  Niagara  Falls  South,  at  $3,585. 
Engineer,  W.  Jopson. 

Sault  Ste.  Marie,  Ont. 

The  City  Council  have  awarded  a  con- 
tract for  construction  of  cement  walks 
to  A.  R.  Wood,  136  Pilgrim  Street. 

Trenton,  N.S. 

The  Town  Council  have  awarded  the 
contract  for  construction  of  concrete 
pavement  on  Main  Street  to  Fage  & 
Lusby,  Amherst.  N.S.,  at  $32,000. 


Railroads,  Bridges  and  Wharves 

Essex  County,  Ont. 

The  County  Council  propose  to  spend 
$25,000  on  the  construction  of  bridges. 
Clerk,  W.  P.  Coyle,  Sandwich. 

Scarboro  Township,  Ont. 

The  Township  Council  propose  to  re- 
place Smith's  Bridge  on  the  Fifth  Con- 
cession, South  of  Unionville,  with  a  con- 
crete structure.  Clerk,  W.  D.  Annis, 
Scarboro. 

Thistletown,  Ont. 

The  Etobicoke  Township  Council,  Is- 
lington, are  considering  the  erection  of 
a  bridge  to  connect  Baker  Avenue  with 
Concession  A. 

Tillsonburg,  Ont. 

The  Grand  Trunk  Railway  are  con- 
sidering the  erection  of  a  steel  bridge 
over  Broadway.  Particulars  from  Super- 
intendent Davidson,  London. 

Vancouver,  B.C. 

The  general  contract  for  the  construc- 
tion of  the  Coal  Harbour  sea  wall  and 
sewer  has  been  awarded  to  the  Cotton 
Company.  Limited,  False  Creek,  Van- 
couver, and  the  contract  for  dredging 
and  back-filling  to  the  Dominion  Con- 
struction Company,  509  Richards  Street, 
at  $16,962. 

The  Canadian  Pacific  Railway  have 
awarded  the  contract  for  dredging  and 
gravel  fill  required  in  the  construction 
of  Pier  B  to  W.  D.  Grant,  503  Burrard 
Street. 

Public  Buildings,  Churches 
and  Schools 

Beamsville,  Ont. 

Tenders  on  the  erection  of  a  High 
School  according  to  the  revised  plans 
will  be  received  until  September  27th. 
Architect,   W.  W.   Lachancc,   157  Main 


Si  reel,  Hamilton.  Approximate  cost, 
$20,000. 

Colinton,  Alta. 

Tenders  on  the  erection  of  a  frame 
school  will  be  received  until  noon,  Sep- 
tember 30th,  by  the  Trustees  of  School 
District  No.  3169.  Plans  and  specifica- 
tions at  office  of  the  Secretary,  Albert 
Gyte. 

County  Line,  B.C. 

Tenders  on  the  erection  of  a  school 
will  he  received  until  noon.  September 
25th,  by  J.  E.  Griffith,  Deputy  Minister 
of  Public  Works,  Victoria.  Plans  and 
specifications  at  offices  of  J.  Mahony. 
Government  Agent.  Court  House.  Van- 
couver; F.  C.  Campbell,  Government 
Agent,  Court  House,  New  Westminster; 
J.  W.  Berry,  Chairman  of  School  Board. 
Langley;  and  at  the  Department. 

East  Selkirk,  Man. 

E.  D.  Little,  705  McArthur  Building. 
Winnipeg,  has  been  appointed  architect 
for  the  school  to  be  built  for  the  Happy 
Thought  School  District.  Approximate 
cost,  $8,000. 

Lennoxville,  Que. 

K.  G.  Rea,  Beaver  Hall  Hill,  Montreal, 
is  preparing  plans  of  a  school  for  the 
Corporation  of  Bishop's  College  School. 

Medicine  Hat,  Alta. 

The  tenders  received  for  the  erection 
of  a  public  school  were  too  high,  and  the 
architect  has  been  instructed  to  modify 
the  plans  so  as  to  bring  the  cost  down 
to  about  $15,000. 

Montreal,  Que. 

The  tenders  received  for  the  erection 
of  a  church  for  the  Parish  of  Notre 
Dame  of  the  Holy  Rosary  of  Villeray 
were  too  high,  and  the  work  will  be  done 
by  day  labor.  Architects.  Viau  &  Venne, 
76  St.  Gabriel  Street. 

Tenders  will  be  received  until  4  p.m.. 
September  26th,  by  R.  C,  Desrochers. 
Department  of  Public  Works,  Ottawa, 
for  the  installation  of  a  freight  elevator 
and  alterations  at  Postal  Station  A. 
Plans  and  specifications  at  office  of  the 
Overseer  of  Dominion  Buildings,  Central 
Post  Office,  and  at  the  Department. 

Sherbrooke,  Que. 

Tenders  on  the  erection  of  an  exten- 
sion to  the  Nurses'  Home  for  the  Sher- 
brooke Hospital  Board  will  be  received 
until  September  25th  by  the  architect, 
H.  G.  James.  Whiting  Block.  Brick  con- 
struction.   Approximate  cost,  $20,000. 

Strathroy,  Ont. 

The  Strathroy  Hospital  Board  are  con- 
sidering the  erection  of  a  Nurses'  Home, 
at  an  estimated  cost  of  $3,500.  Particu- 
lars from  T.  N.  Dunn. 

West  St.  Paul,  Man. 

A  by-law  has  been  passed  for  the  erec- 
tion of  a  Municipal  Hall  at  an  approxi- 
mate cost  of  $5,000,  and  tenders  may  be 
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called.    Secretary,  H.  1.  Thompson,  Mid- 
dlechurch. 

CONTRACTS  AWARDED  D 

Calgary,  Alta. 

The  general  contract  for  the  erection 
of  an  addition  to  the  Sacred  Heart  School 
for  the  Calgary  Separate  School  Board 
has  been  awarded  to  Thomas,  Jamieson 
&  McKenzie,  301  Travis  Building.  Ap- 
proximate cost,  $12,500. 

Coaticook,  Que. 

Work  has  been  started  on  the  erection 
of  a  church  for  the  Corporation  Episco- 
pale  Catholic.  The  contract  for  masonry 
has  been  let  to  Alberic  Belisle,  and  car- 
pentry to  Cyprien  Grenier.  Brick,  stone 
and  steel  construction.    Estimated  cost. 

$10.00(1. 

Lachine,  Que. 

The  School  Commissioners  of  St.  Ag- 
nes de  Lachine  have  awarded  the  gen- 
eral contract  for  the  erection  of  two 
schools  to  J.  Archambault.  Joliette.  Que. 
Brick  encased  construction.  Approxi- 
mate cost,  $18,000. 

New  Glasgow,  N.S. 

The  contract  for  brick,  concrete  and 
wood  work  required  in  alterations  to  the 
United  Presbyterian  Church  has  been  let 
t<>  the  general  contractor. 

Ninette,  Man. 

In  connection  with  the  erection  of  a 
Sanitarium  for  the  Provincial  Govern- 
ment, the  contract  for  heating  and 
plumbing  has  been  let  to  Cotter  Bro- 
thers, Fort  and  St.  Mary's  Streets.  Win- 
nipeg, and  the  painting  to  the  general 
contractors. 

Ottawa,  Ont. 

The  City  Council  have  let  the  con- 
tract for  construction  of  sun  parlors  at 
the  Water  Street  Hospital  to  A.  E.  Far- 
ley, Banque  National  Building.  Rideau 
Street.  Frame  construction.  Estimated 
cost,  $3,000. 

Ponoka,  Alta. 

In  connection  with  the  erection  of  a 
kitchen  and  bakery  at  the  Asylum  for 
the  Provincial  Department  of  Public 
Works,  the  contract  for  mill  work  has 
been  let  to  W.  H.  Clark  &  Company. 
109th  Avenue,  Edmonton,  steel  to  Do- 
minion Bridge  Company.  Winnipeg; 
electrical  work  to  Perry  Company,  Lim- 
ited, 10301-109th  Street,  Edmonton,  and 
plumbing  and  heating  to  Ross  Brothers, 
9631-105th  Avenue,  Edmonton. 

Portage  la  Prairie,  Man. 

In  connection  with  the  school  which 
is  now  in  course  of  erection,  the  con- 
tract for  roofing  has  been  let  to  the 
Webster  Cornice  Company,  and  the 
plastering  to  the  general  contractors. 

St.  Eli  D'Orford,  Que. 

The  general  contract  for  the  erection 
of  a  church  for  the  Roman  Catholic 
Congregation  has  been  let  to  J.  Charest, 
Liverpool  Street,  Sherbrooke,  at  $28,500. 
Brick  and  stone  construction. 

St.  John,  N.B. 

The  following  contracts  have  been  let 
for  the  erection  of  a  school  on  Bent'ey 
Street: — masonry  and  plastering.  B. 
Mooney  &  Sons,  112  Queen  Street;  car- 
pentry, E.  W.  Green.  Tisdal  Place.  St. 
John  East;  steel,  William  Lewis  &  Son. 
60  Brittain  Street;  painting,  J.  H.  Pul 
ten,  16  Honefield  Street;  heating  and 


plumbing.  G.  &  E.  Blake.  88  Germain 
Street;  electrical  work.  H.  Webb  &  Son, 
91  Germain  Street. 

Trois  Rivieres,  Que. 

The  general  contract  for  the  erection 
of  an  academy  for  the  School  Board 
has  been  let  to  Anselnie  Dube.  133  Belle- 
feuille  Street,  at  $84,000.  and  the  con- 
tract for  plumbing  and  fittings  to  Nap- 
oleon Deschenes,  106  Forges  Street,  at 
$31,600. 

Winnipeg,  Man. 

The  contract  for  roofing  required  in 
the  erection  of  a  Home  for  the  Friend- 
less has  been  let  to  George  B.  Yardman. 
Burwell  Street,  painting  to  Robert  Craw- 
ford, 118  Sherbrook  Street,  heating  and 
plumbing  to  William  Toole.  480  Ross 
Avenue,  and  electrical  work  to  the  Looni- 
er Electric  Company,  Graham  Avenue. 


Business  Buildings  and  Indus- 
trial Plants 

Arrowhead,  B.C. 

Ralph  Simpson  is  rebuilding  his  shigle 
mill. 

Brockville,  Ont. 

Charles  Rudd  is  considering  the  erec- 
tion of  a  garage  on  Perth  Street,  at  an 
estimated  cost  of  $6,000.  Brick  construc- 
tion. 

Calgary,  Alta. 

The  Canadian  Northern  Railway  are 
building  an  express  office  and  station  by 
day  labor  under  supervision  of  J.  B. 
Duncan.  C.  N.  R.  Office,  Eighth  Ave- 
nue  West.     Approximate  cost,  $15,000. 

P.  T.  Holman,  212  Bay  Block,  is  now 
preparing  new  plans  for  a  business  block 
to  be  erected  on  Eighth  Avenue  for  T. 
J.  Skinner,  Armstrong  Block. 

Clyde,  Alta. 

G.  McLaughlin  is  considering  the  erec- 
tion of  farm  buildings  according  to 
Government  plans.  Estimated  cost, 
$3,000. 

Edmonton,  Alta. 

The  Canadian  Northern  Railway  pro- 
pose to  build  an  extension  to  their  ware- 
house. Particulars  from  Superintendent 
Brown,  Edmonton. 

A.  Robertson,  10724-123rd  Street,  pro- 
poses to  erect  farm  buildings  according 
to  Government  plans.  Estimated  cost, 
$3,000. 

Alfred  Harrocks,  470  Second  Street, 
is  considering  the  erection  of  farm  build- 
ings, according  to  Government  plans. 
Approximate  cost,  $3,000. 

Gagetown,  N.B. 

Tenders  on  the  construction  of  a  wharf 
and  warehouse  will  be  received  until  4 
p.m.,  October  10th,  by  R.  C.  Desrochers, 
Department  of  Public  Works.  Ottawa. 
Plans  and  specifications  at  offices  of  the 
district  Engineers,  St.  John.  N.B.,  Chat- 
ham. N.B.,  with  the  Postmaster,  Gage- 
town,  and  at  the  Department. 

Granby,  Que. 

A  factory  is  being  built  for  the  Granby 
Elastic  Webb  by  day  labor  under  super- 
vision of  the  President.  Ernest  Boivin. 
Approximate  cost,  $25,000. 

Grand  Prairie,  Alta. 

A.  Hunsker.  Grand  Prairie,  has  com- 
menced the  erection  ot  a  pool  room,  and 


will  also  build  a  bowling   alley.  Brick- 
construction. 

The  McDonald  Land  &  Trading  Com- 
pany have  started  work  on  an  addition 
to  their  premises  on  Third  Avenue. 

Halifax,  N.S. 

S.  M.  Brookfield,  Limited.  58  Gran- 
ville Street,  general  contractors  for  the 
erection  of  premises  for  the  Maritime 
Telephone  &  Telegraph  Company,  will 
do  all  work  with  the  exception  of  heat- 
ing. 

Hamilton,  Ont. 

The  City  Council  are  considering  the 
erection  of  a  sub-station  in  the  East  End. 
Clerk,  S.  H.  Kent. 

Kelsey,  Alta. 

The  Pacific  Elevator  Company.  Ed- 
monton, are  considering  the  erection  of 
an   elevator  and   have  secured  a  site. 

Leamington,  Ont. 

Milton  Campbell  is  considering  the 
erection  of  a  fish  house  at  an  estimated 
cost  of  $3,000.    Cement  construction. 

London,  Ont. 

The  architect  for  the  proposed  Hydro 
building  is  L.  H.  Carrothers.  Bank  of 
Toronto  Building. 

Medicine  Hat,  Alta. 

A  store  is  being  built  for  Robert 
Mitchell  &  Sons.  (134  Third  Street,  by 
day  labor  under  supervision  of  Morton 
Fulton,  care  of  the  owners.  Approxi- 
mate  cost,  $10,000. 

Mundare,  Alta. 

The  Fraser  Grain  Company  are  about 
to  start  work  on  the  erection  of  an 
elevator,  and  also  of  another  at  Chip- 
man,  Alta. 

New  Lindsay,  Alta. 

G.  A.  Killen  is  considering  the  erec- 
tion of  farm  buildings  according  to  Gov- 
ernment plans.    Estimated  cost,  $3,000. 

Nobleford,  Alta. 

The  erection  of  farm  buildings  is  be- 
ing considered  by  E.  S.  Quinsey.  Ap- 
proximate cost,  $3,000. 

Ottawa,  Ont. 

Tenders  will  be  called  shortly  for  the 
erection  of  a  stores  building  and  garage 
for  the  Bell  Telephone  Company.  Mont- 
real. Architect.  W.  Carmichael,  care  of 
the  Company.  Brick  and  steel  construc- 
tion. 

Peace  River  Crossing,  Alta. 

Tenders  will  be  open  very  shortly  for 
the  erection  of  a  warehouse  and  storage 
tank  for  the  Imperial  Oil  Company.  Ap- 
proximate cost.  $10,000. 

Port  Colborne,  Ont. 

The  Grand  Trunk  Railway  Company 
will  shortly  commence  the  erection  of 
a  station.  Brick  construction.  Pur- 
chasing Agent.  G.  W.  Caye,  Montreal. 

Rainy  River,  Ont. 

J.  Bcrnier  is  considering  the  construc- 
tion of  an  ice  house,  about  70  feet  by 
30  feet. 

Ramsayville,  Ont. 

W.  E.  Ramsay.  Russell  Road,  proposes 
to  rebuild  his  store  and  residence  block, 
at  an  estimated  cost  of  $3,500.  Frame 
construction.    Work  by  clay  labor. 

Sarnia,  Ont. 

J.  1).  Mills.  115  Milton  Street,  is  con- 
(Continued  on  page  45) 


ro\\  N  OF  HAWK KSBURY 


The  Town  of  llawkcshnry  will  receive  tenders 
foj  Installing  an  electric  pump-driven  turbine,  of 
mir  of  the  following  capacities:  half  a  million 
gallons,  imperial,  per  24  hours;  three-quarter  mil- 
lion gals.,  and  one  million  imperial  gallons.  The 
..ilirr  <>peeilieations  will  lie  furnished  on  demand 
t<>  the  Clerk  of  the  municipality.  The  tenders 
will  he  received  till  the  second  day  of  October, 
U'ltJ.   at   N  o'clock  p.m. 

M.   GAREAU,  Town  Clerk. 

llawkesbury.  Ont..  Sept.  18,  WIG.  38-38 


Tenders  Wanted 


Tenders  will  be  received  by  the  undersigned 
un  i,,  twelve  o'clock  noon  of  Friday.  September 
»8nd  1916.  foi  excavating,  pipe-laying  and  back- 
Idling,  and  for  excavating  and  back  tilling  only. 
,,f  approximately  1.800  feet  of  mains  for  Hespeler 
Water  Works. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

Specifications  and  form  of  tender  may  be  had 
by  applying  to 

\l    E    IAKDINE.  Town  Clerk. 
Hespeler.  Ont.,  Sept.   13th,  l'JIG.  38-38 


Cherry  Street  Bascule 
Bridge  Superstructure 


Sealed  tenders  will  be  received  until  October 
2nd  1916  at  12  o'clock  noon,  addressed  to  the 
Chairman 'of  the"  Toronto  Harbor  Commissioners, 
.VI  Way  Street.  Toronto,  Ont.,  and  marked  len- 
ders for  Cherry  Street  Bascule  Bridge." 

All  information  may  be  obtained  by  applying 
to  the  above  address. 

Tenders  received  after  the  time  above  named 
will  not  be  considered,  and  the  Commissioners 
reserve  the  right  to  reject  any  or  all  tenders. 

E.  L.  COUSINS, 
jf.gg  Chief  Engineer  and  Manager. 


Tenders  addressed  to  the  undersigned  will  be 
received  by  registered  post  only,  up  to  noon  on 
Tuesday.  October  3rd.  1916.  for  the  supplying  of: 

Four  Standard  Gasoline  Equip- 
ments Installed  Complete, 
with  Galvanized  Steel  Tanks 
14  Gauge  of  500  Gallons 
Capacity  each. 

Forms  of  tender  and  specifications  can  be  ob- 
tained upon  application  at  the  office  of  the  Fire 
Department,  Adelaide  Street  Fire  Hall,  Toronto. 
The  usual  conditions  relative  to  tendering  as  pre- 
scribed by  city  by-law  must  be  strictly  complied 
with  or  the  tender  will  not  be  entertained.  The 
lowest  or   any   tender  not  necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 
3jJ  Chairman,  Board  of  Control. 


BUILDERS 


Builders  could  make  money,  building,  selling 
or  renting  workmen's  cottages  at  our  New  On- 
tario divisional  points,  especially  Capreol,  near 
Sudbury,    now  ready. 

Capreol  townsite  is  on  a  large  cleared  gravel 
plain,  where  fireproof  cement  bungalows  can  be 
built  out  of  cellar  excavations.  Will  be  our 
best  Divisional  Point,  as  it  is  the  junction  of 
Toronto  and  Montreal  main  lines  going  west. 
It  is  in  the  nickel  belt  and  on  the  shore  of  the 
Vermillion  River.  The  other  three  Divisional 
Points  will  be  ready  later.  Phone  Main  4840  and 
ask  for 

CYRIL  T.  YOUNG, 

Manager  Eastern  Lands,  . 
:i  42  Canadian  Northern  Railway. 


Board  of  Education 


GUELPH  TOWNSHIP 


Sealed  tenders,  whole  or  separate,  addressed  to 
the  Secretary-Treasurer  of  the  Hoard  of  Educa- 
tion, will  be  received  until 

Thursday,  September  28th,  1916 

for 

Electric  Light  Fixtures  for  Admini- 
stration Building. 

Cabinet  Work,  Sundry  Schools 
Ash  Hoists,  Sundry  Schools 

Specifications  may  be  seen  and  all  information 
obtained  at  the  office  of  the  Superintendent  of 
Buildings,  City  Hall,  Toronto.  Each  tender  must 
be  accompanied  with  an  accepted  bank  cheque 
for  five  per  cent,  of  the  amount  of  tender,  or  its 
equivalent  in  cash,  applying  to  said  tender  only. 
Sureties  for  all  tenders  exceeding  four  thousand 
dollars  must  be  furnished  by  Surety  Companies. 
Tenders  must  be  in  the  hands  of  the  Secretary- 
Treasurer  at  his  office  in  the  City  Hall  not  later 
than  4  o'clock  p.m.,  on  the  day  named,  after 
which  no  tender  will  be  received.  The  lowest  or 
any  tender  will  not  necessarily  be  accepted. 

MILES  YOKES, 

Chairman  of  Committee. 

W,  G.  WILKINSON, 

Secretary-Treasurer. 


FOR  SALE 


About  4  tons  of  Yt  in.  Twisted  Steel  Rein- 
forcing Bars.  A.  E.  McDonald,  174  Brock  Street, 
Sarnia,  Ont.  38  :58 


Debentures  For  Sale 

TOWN  OF  THE  PAS,  MAN. 


$12,000  five  per  cent,  twenty-year  telephone 
debentures,  fully  guaranteed  by  the  Province  of 
Manitoba. 

Hids  received  until  September  30.  1916. 

For  particulars  write 

H.  H.  ELLIOTT,  Town  Clerk, 
;jfj  The  Pas,  Man. 


Tenders  l>c  received  up  to  September  30th. 
1916,  f"i  the  construction  of  Municipal  Drain 
Number  One,  Guelph  Twp.  : 

Section  One 

Main  Drain  from  Stake  23  _4-  92  to  end  of 
ditch,  open,  8,938  feet  long,  with  an  estimated 
excavation  of  7,428  cubic  yards. 

Section  Two 

Balance  of  Main  Drain,  northerly  from  Stake 
2M  _|_!12  a  distance  of  4,070  feet,  8  and  10  inch 
tile,  with  excavation  for  culverts  as  per  report. 

Branch  A. — 2,400  feet  long,  open  and  over- 
flow, estimated  excavation  of  1,017  cubic  yards, 
catch  basin  and  310 — 8-inch  tile. 

Branch  B. — 2,(ja4  feet  long,  8  and  10  inch  tile. 

Branch  C. — 1,063  feet  long,  7  and  8  inch  tile. 

Tenders  may  include  either  or  both  sections  of 
drain.  A  marked  cheque,  or  such  other  security 
as  the  Council  may  require  to  accompany  tender. 
The  work  to  be  begun  at  once  and  to  be  com- 
pleted by   September  1st,  1917. 

Plans  and  specifications  may  be  seen  at  the 
Township  offices,  25  Douglas  Street.  Guelph, 
or  C.   D.   Bowman,  Engineer,  West  Montrose. 

JAMES  LAIDLAW, 

Clerk,  Guelph  Township. 

Box  1444  Guelph, 

Phone   N75  38 


FOR  SALE— STEEL  BARS 


For  sale,  best  quality  steel  bars,  2-in.  rounds, 
.30  to  .40  carbon,  Government  inspected  for  shell 
parts,  and  we  offer  same  for  immediate  shipment 
from  stock,  at  reasonable  price.  Address  all 
letters  Canada  Forge  Company,  Limited,  Wel- 
land,  Ontario.  ■  3S-39 


BOILERS  FOR  SALE 

Two  low  pressure  30  ILP.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-1. f. 


MACHINERY 
FOR  SALE 


2 — 70  Gallon  Hydraulic  Pumps. 
1—100  Gallon  Hydraulic  Pump. 
Offer  bargain  on  above. 

1—  125  H.P.  Motor,  3  phase,  60  cycle, 

220  volts,  General  Electric. 
Price,  $1,200.00. 

2—  90  H.P.  General  Electric  Motors. 

3  phase,  60  cycle,  220  volt.  Price, 
$700.00  each. 
2 — Sheldons  No.  3  Cast  Iron  Fans. 

National  Steel  Car  Co.,  Limited 
HAMILTON.  CANADA 
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Business  Buildings  and  Indus- 
trial Plants 
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sidering  the  construction  of  two  green- 
houses, each  about  100  feet  long. 

St.  John,  N.B. 

F.  Neil  Brodie,  42  Princess  Street,  is 
preparing  plans  of  an  hotel  for  H.  E. 
Green.  Brick  and  steel  construction.  Es- 
timated cost,  $40,000. 

Toronto,  Ont. 

F.  S.  Mallory.  05  Adelaide  Street  East, 
has  prepared  plans  for  the  erection  of 
a  manufacturing  plant  for  the  Canada 
Metal  Company,  33  Fraser  Avenue,  and 
has  received  tenders.  Brick  and  con- 
crete construction.  Estimated  cost, 
$25,000. 

The  Toronto  Electric  Commissioners, 
226  Yonge  Street,  will  receive  tenders 
until  October  2nd  for  the  erection  of 
store,  office  and  garage  buildings.  Plans 
at  office  of  the  Purchasing  Agent,  15 
Wilton  Avenue,  and  with  the  architects, 
Ross  &  McDonald.  908  Royal  Bank  Build- 
ing. 

Plans  have  been  prepared  for  the  erec- 
tion of  a  sub-station  on  Jefferson  Ave- 
nue for  the  Toronto  Electric  Commis- 
sioners, Yonge  Street.  Brick,  concrete 
and  steel  construction.  Approximate 
cost,  $20,000. 

The  Adams  Furniture  Company,  Ltd., 
26  Queen  Street  West,  contemplate  the 
erection  of  a  store  and  warehouse  at 
Shuter  and  Yonge  Streets.  Work  may 
start  next  year. 

Charles  Bush  Ltd.,  105  Davenport 
Road,  have  received  tenders  on  the  erec- 
tion of  an  addition  to  their  premises,  but 
have  not  let  contracts.  Brick  construc- 
tion.   Approximate  cost,  $4,000. 

Vermilion,  Alta. 

Work  has  been  started  by  the  Hayward 
Grain  Company  on  the  erection  of  an 
elevator. 

CONTRACTS  AWARDED 

Brantford,  Ont. 

The  general  contract  for  the  erection 
of  a  garage  for  C.  J.  Mitchell,  56  Darling 
Street,  has  been  awarded  to  P.  H.  Se- 
cord  &  Sons,  135  Nelson  Street,  who  will 
do  all  work  except  heating  and  electrical 
work.    Approximate  cost,  $20,000. 

Calgary,  Alta. 

The  general  contract  for  the  erection 
of  a  warehouse  for  the  Advance  Rum- 
ley  Company,  Ltd..  403  Beveridgc  Street, 
has  been  let  to  Thomas,  jamieson  & 
McKenzie,  Travis  Building.  Bricky  mill 
and  steel  construction.  Approximate 
cost,  $20,000. 

Fergus,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  of  Beattie 
Brothers  has  been  awarded  to  J.  VV. 
Oakes.  14  Kathleen  Street,  Guelph. 

Fort  William,  Ont. 

The  general  contract  for  the  erection 
of  a  factory  for  the  Canada  Starch  Com- 
pany. 164  St.  James  Street,  Montreal, 
lias  been  let  to  the  Thunder  Pay  Con- 
tracting Company,  Whalen  Building, 
Port  Arthur,  and  a  contract  for  part  of 
the  work  to  the  Dominion  Bridge  Com- 
pany, Lachine,  Que. 


THE   CONTRACT  RECORD 

Hull,  Que. 

Work  is  progressing  on  the  erection 
of  a  store  and  residence  for  George  Mon- 
petit,  Duke  Street.  General  contractor, 
A.  E.  Farley,  Banque  National  Bund- 
ing, Ottawa.  Brick  and  metal  construc- 
tion.   Estimated  cost.  $3,200. 

Maisonneuve,  Que. 

In  connection  with  the  picture  theatre 
which  is  being  built  for  the  Theatre  Ma- 
isonneuve Ltd..  the  contract  for  heat- 
ing, plumbing  and  roofing  has  been  let 
to  LaVigeur  &  Menard.  2483  St.  Law- 
rence Boulevard. 

Merritton,  Ont. 

The  general  contract  for  the  construc- 
tion of  an  addition  to  the  plant  of  the 
Lincoln  Paper  Mills  has  been  awarded  to 
Purdy  Henderson  &  Company.  Limited, 
1608  Danforth  Avenue.  Toronto.  Ap- 
proximate cost,  $200,000. 

Middleton,  N.S. 

The  Dominion  Atlantic  Railway,  Kent- 
ville,  N.S.,  have  awarded  the  contract 
for  construction  of  a  frame  station  to 
J.  H.  Hicks  &  Sons,  Bridgetown.  N.  S. 
Approximate  cost,  $10,000. 

Montreal,  Que. 

In  connection  with  the  factory  which 
is  being  built  for  A.  McArthur  &  Com- 
pany, Ltd..  the  contract  for  steel  sash 
has  been  let  to  the  Trussed  Concrete 
Steel  Company,  59  Beaver  Hall  Hill,  and 
the  mill  work  to  R.  MacFarlane  &  Com- 
pany, Ltd.,  St.  James  Street. 

In  connection  with  the  store  and  resi- 
dence block  which  is  being  built  for  C. 
R.  Dufresne,  909  St.  Valier  Street,  the 
contract  for  plastering  has  been  let  to 
C.  Boudrias,  2384  Boyer  Street. 

The  contract  for  roofing  required  in 
connection  with  the  stores  and  residences 
which  are  being  built  for  G.  A.  Gougeon, 
1070a  Cote  des  Neiges  Road,  has  been 
let  to  G.  Martel,  617  de  Lanaudiere  St. 

In  connection  with  the  store  and  resi- 
dence block  which  is  being  built  by  O. 
Prevost,  1319  Cote  des  Neiges  Road,  the 
contract  for  heating,  plumbing,  roofing 
and  electrical  work  has  been  let  to  J. 
F.  Lemieux  &  Cie,  2337  St.  Lawrence 
Boulevard. 

Niagara  Falls,  Ont. 

The  contract  for  electrical  work  re- 
quired in  connection  with  the  foundry 
which  has  been  built  for  the  Pollard 
Manufacturing  Company  has  been  let 
to  the  Carter  Electric  Company,  Erie 
Avenue. 

Ottawa,  Ont. 

In  connection  with  the  office  building 
addition  which  is  being  erected  for  ('. 
J.  Booth,  Booth  Street,  the  contract  for 
cornice  and  metal  work  has  been  let  to 
McFarlane  &  Douglas,  230  Slater  Street, 
heating  and  plumbing  to  McKinley-  & 
Northwood,  Rideau  Street,  and  electric- 
al work  to  the  Electrical  Repair  &  Con- 
tract Company,  317  Craig  Street,  Mont- 
real. 

/  The  contract  for  roofing  required  in 
the  erection  of  a  factor  for  Grant,  Hol- 
den  &  Graham,  147  Albert  Street,  has 
been  awarded  to  A.  P.  Herbert,  613  Al- 
bert Street,  and  the  plastering  to  M. 
Davis,  139  Creighton  Street. 

The  general  contract  for  renovations 
to  the  office  building  of  the  Bell  Tele 
phone  Company  has  been  awarded  to  A. 
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E.  Farley,  Banque  National  Building. 
Rideau  Street. 

Parry  Sound,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  of  William 
Beatty  Company.  Ltd..  James  Street, 
has  been  awarded  to  Ross  Thompson. 
Approximate  cost,  $20,000. 

Peterborough,  Ont. 

The  general  contract  for  the  erection 
of  offices  and  apartments  for  W.  H.  Hill. 
Sun  Life  Building,  has  been  awarded  to 
Ephgrave  &  Barrett.  571  Gilmour  Street. 
Brick,  concrete  and  steel  construction. 
Estimated  cost.  $7,500. 

Port  Arthur,  Ont. 

The  contract  for  foundation  work  re- 
quired in  the  construction  of  an  elevator 
for  the  Saskatchewan  Co-operative  Ele- 
vator Company,  Limited,  12th  and  Smith 
Streets,  Regina.  has  been  awarded  to 
Barnett  &  McQueen  Company,  Limited, 
203  Cuthbertson  Block.  Fort  William. 
Approximate  total  cost  of  structure. 
$800,000. 

Port  Colborne,  Ont. 

The  contract  for  foundations  required 
in  the  construction  of  a  refinery  for  the 
International  Nickel  Company,  43  Ex- 
change Place,  New  York,  has  been  let 
to  the  Foundation  Company,  Limited,  224 
St.  James  Street,  Montreal.  Approximate- 
cost  of  buildings,  $3,000,000. 

Quebec,  Que. 

Work  has  been  started  on  the  erection 
of  a  garage  for  G.  Martineau,  139  Avenue 
des  Erables.  The  contract  for  masonry 
has  been  let  to  J.  Villeneuve  &  Son,  Ste. 
Francois  Street.  Approximate  cost. 
$20,000. 

Renfrew,  Ont. 

The  general  contract  for  the  erection 
of  a  store  and  apartment  block  for  John 
Mitchell  has  been  let  to  G.  T.  Moore, 
North  Bay,  Ont.  Brick  and  hollow  tile 
construction.    Approximate  cost,  $20,000. 

Simcoe,  Ont. 

In  connection  with  the  factory  which 
has  been  built  for  the  Unique  Shoe  Com- 
pany, the  contract  for  heating  has  been 
awarded  to  Steel  &  Radiation,  Limited, 
Fraser  Avenue.  Toronto. 

St.  Jerome,  Que. 

In  connection  with  the  mill  now  in 
course  of  erection  for  the  Regent  Spin- 
ners Ltd.,  the  contract  for  mill  work 
has  been  let  to  Elie  Meuiner. 

Sydney,  N.S. 

The  general  contract  for  the  erection 
of  an  addition  to  the  store  and  residence 
of  B.  L.  Lowden.  Dorchester  Street,  has 
been  let  to  W.  R.  Hill.  59  Dolbin  Street. 
Estimated  cost,  $4,000. 

Thorold,  Ont. 

The  Thorold  Agricultural  Society  have 
awarded  the  contract  for  the  erection 
of  a  poultry  building  and  horse  stables 
to  H.  W.  Stickle.  Concrete  block  con- 
struction. 

Three  Rivers,  Que. 

George  Barakat  has  awarded  the  con- 
tract for  the  erection  of  a  store  and  resi- 
dence to  Bellefcuille  &  Trepanier, 

Toronto,  Ont. 

Plans  have  been  prepared  for  a  store 
and  residence  to  be  built  for  J.  R.  Hume. 
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1949  Dundas  Street,  and  tin-  general 
contract  in-  been  let  to  J.  w.  Butchart, 
i  Si  Ives  Avenue.  Brick  construction. 
Approximate  cost,  16,500. 

rhe  contract  For  masonry  required  in 
tin-  erection  of  a  warehouse  for  the  F. 

\\    Woolworth  Company  Ltd..  4  Queen 
Strut  West,  has  been  awarded  to  Wit 
chall  &  Son.  ISO  St.  Helens  Avenue. 

Tin-  general  contract  tor  the'  erection 
of  a  factory  on  Dalhousie  Street  for  the 
Kohert  Simpson  Company  lias  been  let 
to  Wells  Brothers  Company  of  Canada. 
Ltd..  '.»<;  Could  Street,  who  will  sub-let 
-mailer  trades.  Reinforced  concrete 
construction.     Estimated  cost,  $100,000. 

The  contract  for  plumbing  and  heat- 
ing required  in  the  rebuilding  of  the 
l'rince>>  Theatre  has  been  awarded  to 
W.  .1.  McCuire  Ltd..  91  Jarvis  Street,  and 
the  painting  and  wiring  to  the  general 
contractors. 

Vegreville,  Alta. 

The  Home  Elevator  Company  have 
commenced  the  erection  of  an  elevator, 
and  have  let  the  contract  for  supply  of 
lumber  to  C.  Gordon.  Vegreville,  and 
Hallock  &  Smith.  508  Tegler  Block,  Ed- 
monton. 

Westmount,  Que. 

Work  has  been  started  on  the  erection 
of  an  ice  storage  room  for  the  Montreal 
Arena  Company.  4095  St.  Catherines 
Street  West.  The  general  contract  has 
been  let  to  W.  M.  Irving,  26a  Stanley 
Street,  contract  for  refrigerating  pipes 
to  Frick  Ice  Refrigeration  Manufactur- 
ing Company.  357  St.  Catherine  Street 
W  est,  insulation  work  to  Armstrong 
Cook  Company,  211  McGill  Street,  and 
routing  and  asphalt  floors  to  George  W. 
Reid  Company,  37  St.  Antoinc  Street. 
Approximate  cost,  $20,000. 

Wyoming,  Ont. 

The  general  contract  for  the  erection 
of  show  rooms  for  Crabb  &  Rice,  Butler 
Block,  has  been  awarded  to  D.  Senecal. 
White  brick  construction.  Estimated 
cost.  $4,000. 
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Hamilton.  Ont. 

R.  Huxtable.  70  St.  Clair  Avenue,  has 
commenced  the  erection  of  a  bungalow, 
estimated  to  cost  $4,000.  Brick  con- 
struction. 

Hill  Brothers.  ::07  Emerald  Street 
North,  have  commenced  the  erection  of 
a  residence,  estimated  to  cost  $3,000. 
Brick  construction. 

London.  Ont. 

Kilpatrick  Brothers,  002  Dundas 
Street,  are  having  plans  prepared  for  a 
residence  to  be  built  on  Emery  Street, 
at  an  approximate  cost  of  $3,000.  Work 
mav  not  start  until  next  spring.  Brick- 
construction. 

T.  H.  Janes,  Wellington  Road,  is  hav- 
ing plans  prepared  for  two  residences  to 
be  erected  on  Emery  Street,  at  an  esti- 
mated cost  of  $0,000.  Frame  and  brick- 
construction. 

The  tenders  received  for  the  erection 
of  a  residence  for  W.  L  Ashplant.  148 
Dundas  Street,  were  too  high,  and  the 
plans  are  being  revised  by  the  architect, 
H.  C.  McBride,  Edge  Block. 

Montreal.Que. 

J.  C.  Rancourt,  510  Old  Orchard  Street, 
pioposes  to  build  seven  residences  at  an 
approximate  cost  of  $14,000  each,  and  is 


receiving  tenders  on  masonry,  plumbing 
and  painting.    Brick  construction. 

1.  Hardy,  2113  Clarke  Street,  has  com- 
menced the  erection  of  a  residence  esti- 
mated to  cost  $8,000,  and  is  receiving 
tenders  on  plastering,  heating,  plumbing, 
and  electrical  work. 

Mt.  Brydges,  Ont. 

\\  .  Longlield  is  preparing  plans  of  a 
residence,  estimated  to  cost  $3,000. 

Ottawa.  Ont. 

A.  Davidson,  G9  Grosvenor  Avenue,  is 
considering  the  erection  of  a  residence 
on  Arlington  Street,  at  an  approximate 
cost  of  $4,500,  and  another  on  Ossington 
Street,  estimated  to  cost  $4,800.  Brick 
veneer  construction. 

Work  will  start  shortly  on  the  erection 
of  one  double  and  one  single  residence 
lor  the  Oakland  Land  Company,  care  of 
W  .  I.  Spratt,  Sunnyside  Avenue.  Brick 
veneer  construction.  Estimated  total 
cost,  $9,000. 

Port  Bruce,  Ont. 

E.  Johnson  is  considering  the  erection 
of  a  summer  apartment,  and  is  prepar- 
ing plans.    Estimated  cost,  $5,000. 

Quebec,  Que. 

T.  J.  Payne,  Canardiere  Road,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $3,000.  Frame  and 
brick  construction. 

Work  on  the  erection  of  a  residence 
lias  been  started  by  J.  Lacroix,  252  Marie 
Street.  Frame  and  brick  construction. 
Approximate  cost,  $5,000. 

Rock  Island,  Que. 

Mrs.  L.  N.  Arthur,  Bolton,  Que.,  pro- 
poses to  build  a  residence  next  spring, 
and  has  secured  a  site: 

Edwin  Howe,  Stanstead,  Que.,  has  pur- 
chased a  site  for  a  residence  which  he 
proposes  to  build  in  the  spring. 

Sherbrooke,  Que. 

A  tenement  house  is  being  built  for  J. 
Charest,  Liverpool  Street,  by  day  labor 
under  the  supervision  of  T.  Verette. 
Frame  and  brick  construction.  Estimated 
cost,  $5,000. 

Tenders  on  the  erection  of  a  tenement 
building  for  George  Ogston,  Aberdeen 
Vvenue,  will  probably  be  called  early  in 
October.  Architect,  H.  G.  James,  Whit- 
ing Block.    Approximate  cost,  $4,000. 

Plans  of  a  residence  to  be  built  for 
W.  H.  Hutchinson  are  being  prepared 
by  C.  C.  Goodwill,  Room  14,  2  Toronto 
Street.  Brick  and  stone  construction. 
Approximate  cost,  $15,000. 

Toronto,  Ont. 

C.  M.  Wilmot.  104  Stibbard  Avenue, 
has  commenced  the  erection  of  a  resi- 
dence, estimated  to  cost  $4,500.  Brick 
construction. 

J.  L.  Smith,  74  Balfour  Avenue,  has 
started  work  on  the  erection  of  a  pair  of 
residences,  estimated  to  cost  $3,000. 
Brick  and  roughtcast  construction. 

W.  Edmonds,  66  Tyrrell  Avenue,  has 
commenced  the  erection  of  a  residence, 
anil  will  let  smaller  trades.  Brick  con- 
struction.   Estimated  cost,  $4,000. 

J.  M.  Vaughan,  32  Summerhill  Gar- 
dens, has  commenced  the  erection  of  an 
apartment  block,  estimated  to  cost 
$15,000.    Brick  construction. 

D.  Kennedy,  798  Keele  Street,  has 
commenced  the  erection  of  a  residence, 
and  will  let  smaller  trades.  Brick  con- 
struction.   Estimated  cost,  $4,000. 

Work  has  been  started  by  J.  Nichol- 


son, 45  Fairview  Boulevard,  on  the  erec- 
tion of  two  pairs  of  residences,  estimat- 
ed to  cost  $5,000.  Brick  and  roughcast 
construction. 

F.  Samlow,  3  Muir  Avenue,  has  com- 
menced the  erection  of  a  pair  of  resi- 
dences, estimated  to  cost  $4,500,  and  will 
let  smaller  trades.    Brick  construction. 

J.  M.  Skelton.  85  Lawton  Avenue  East, 
lias  commenced  the  erection  of  a  resi- 
dence on  Heath  Street,  estimated  to  cost 
$3,500,  and  has  had  plans  prepared  for 
two  others,  to  cost  $7,000.  Owner  lets 
contracts. 

A.  R.  Doherty,  56  St.  Andrews  Gar- 
dens, is  about  to  start  work  on  the  erec- 
tion of  a  residence,  estimated  to  cost 
$5,000.  Smaller  trades  will  be  let.  Brick 
construction. 

A.  A.  Kennedy,  157  Edgar  Avenue,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $8,000.  Brick  construc- 
tion. 

W.  B.  Galbraith.  62H  Traders  Bank- 
Building,  is  preparing  plans  of  a  resi- 
dence and  garage  for  J.  A.  Treblecock. 
Brick  construction.  Estimated  cost, 
$6,500. 

W.  P.  Levack,  519  Roxton  Road,  pro- 
poses to  build  a  residence  and  garage, 
at  an  approximate  cost  of  $5,000,  and  a 
bungalow,  estimated  to  cost  $5,500,  and 
is  having  plans  prepared  by  W.  Breden 
Galbraith,  623  Traders  Bank  Building. 
Brick  construction. 

Tenders  on  the  erection  of  a  residence 
on  Indian  Road  for  W.  B.  Dixon  are 
being  received  by  the  architect,  W.  B. 
Galbraith,  623  Traders  Bank  Building. 
Brick  construction.  Approximate  cost, 
$6,500. 

Walkerton.  Ont. 

Alexander  Gordon  -  contemplates  the 
erection  of  a  residence,  at  an  approxi- 
mate cost  of  $3,000. 

CONTRACTS  AWARDED. 

Hahfax.  N.S. 

The  Eastern  Investment  Corporation. 
Cragg  Building,  have  had  plans  prepared 
for  two  flats,  estimated  to  cost  $8,000. 
and  have  let  the  heating  to  Longard 
Brothers,  213  Hollis  Street. 

Hamilton.  Ont. 

The  general  contract  for  the  erection 
of  three  residences  for  E.  New.  133 
George  Street,  has  been  let  to  William 
Theaker.  Dundas  Street  South.  Brick 
construction.    Approximate  cost,  $7,000. 

W.  J.  Gage,  67  Blake  Street,  has  let 
the  general  contract  for  the  erection  ol 
a  residence  to  R.  J.  Coleman,  I4'.i  Lon- 
don Street.  Brick  construction.  Esti- 
mated cost,  $3,300. 

Loyal,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  Allen  Green  has  been 
awarded  to  the  Goderich  Planing  Mill 
Company,  Cambria  Street,  Goderich. 
Frame  construction.  Estimated  cost, 
$3,000. 

Montreal,  Que. 

-J.  C.  Rancourt,  510  Old  Orchard 
Street,  has  let  the  following  contracts  in 
connection  with  two  of  the  four  resi- 
dences which  he  is  building;  brick  work. 
M.  Casiana;  heating  and  plumbing,  \\  . 
Skead,  530  St.  Antoine  Street;  plaster- 
ing, M.  Leger;  painting.  H.  Dubrule.  548 
Prudliomme  Street.  Owner  is  receiving 
tenders  on  heating,  plumbing,  plastering 
and  painting  for  the  other  two  houses. 
In  connection  with  the  residences  and 
Continued  on  page  48 
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Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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tl.it>  which  art  hein«  built  by  A.  Hanna- 
ford,  86  Springfield  Street,  the  plaster- 
inn  has  been  let  to  E,  Tessier,  870  Wil- 
li.mi  David  Street,  and  the  electrical 
work  i<>  X.  Portions.  Prices  are  being 
received  lor  heating. 

Ottawa.  Ont. 

In  connection  with  lite  residence  which 
is  being  bttilt  on  Seneca  Street  by  W.  H. 
v  ran;,  _'4;>  Kourth  Avenue,  the  contract 

t..r  plumbing  lias  been  let  to  T.  Watters, 

Hooth  Street,  and  the  electrical  work  to 
\.  A.  Ellacott,  886  Bank  Street. 

The  contract  for  roofing  in  connection 
witli  the  residence  which  is  now  being 
built  tor  C  A.  Bowman.  16  Monk  Street, 
has  been  awarded  to  the  general  con- 
tractor, and  tiie  heating  and  plumbing  to 
J.  T.  Myth,  Krank  Street. 

The  general  contract  for  alterations  to 
apartments  for  B.  Shapiro,  Wellington 
Street,  has  been  let  to  W.  F.  Day,  98 
Hank  Street.    Approximate  cost,  $3,500. 

Outremont.  Que. 

Work  has  been  started  on  the  erection 
Ot  two  residences  for  Victor  Gcurtin,  36 
St.  Vincent  Street.  The  general  and 
masonry  contracts  have  been  awarded 
t..  S.  Rochon.  470  Outremont  Avenue, 
and  the  carpentry  to  J.  C.  Perron,  639 
Ouerbes  Avenue.  Smaller  trades  will  be 
Ut  by  owner.  Approximate  cost,  $7,000 
each. 

In  connection  with  the  residences 
which  are  being  erected  by  M.  Dagenais, 
1055  Laurier  Avenue,  the  contract  for 
plastering  has  been  awarded  to  O.  Houle, 
:,T7  Drolet  Street,  and  heating,  plumbing, 
roofing,  and  electrical  work  to  J.  Vaillan- 
court.  43  Laurier  Avenue  West.  Paint- 
ing by  day  labor. 

Swift  Rapids,  Ont. 

The  Orillia  Town  Council  have  award- 
ed the  general  contract  for  the  erection 
of  a  residence  to  Alfred  Woods,  Orillia, 
at  $3,720.  This  contract  includes  all 
trades  except  plumbing  and  wiring, 
which  will  be  done  by  the  Power  Com- 
mission.   Frame  construction. 

Toronto.  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  a  residence  for  A.  A. 
Thompson  has  been  let  to  William  Ed- 
wards, 337  Rusholme  Road. 

In  connection  with  the  erection  of  a 
home  on  Bleecker  Street  for  the  Robert 
Simpson  Company,  the  contract  for  roof- 
ing has  been  awarded  to  the  Canadian  H. 
W.  Johns-Manville  Company,  Ltd.,  19 
Front  Street  East,  plastering  to  A.  D. 
Grant.  5  Grenadier  Road,  ornamental 
iron  work  to  Canadian  Ornamental  Iron 
Company,  88  River  Street,  and  electrical 
work  to  Canadian  Electric  &  Fixture 
Company,  Queen  Street  East. 

The  following  contracts  have  been  let 
in  connection  with  the  erection  of  a  resi- 
dence for  C.  S.  Blackwell.  care  of  C.  S. 
Cobb,  architect.  71  Bay  Street:  plumb- 
ing, Bennett  &  Wright,  72  Queen  Street 
East;  heating.  J.  Harrison,  8  St.  Mary's 
Street:  cut  stone.  Witchall  &  Son,  156 
St.  Helens  Avenue;  roofing.  G.  M.  Bryan, 
.".24  Yonge  Street;  ornamental  iron.  Or- 
namental Bronze  and  Iron  Works.  Ryer- 
son  Avenue:  marble  and  tile,  Italian 
Mosaic  and  Marble  Company,  Ltd..  533 
College  Street;  plastering,  T.  Gander  & 
Son.  251  Gladstone  Avenue;  painting, 
Hughes  &  Co.,  884  Yonge  Street;  wiring, 
McDonald  &  Willson,  12  Queen  Street 
East. 
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Asquith.  Sask. 

Station  of  the  Grand  Trunk  Pacific 
Railway  completely  destroyed, 

Calabogie,  Ont. 

Sawmill  owned  by  lames  Dempsey, 
Stewart  Street.  Renfrew,  totally  dc- 
st  roved. 

Coldwater.  Ont. 

Store  of  Nicholson  Brothers.  Loss, 
$15,000.    Owners  will  rebuild. 

Crowland  Township,  Ont. 

Hani  owned  by  Charles  Terrebcrry. 
R.R.  Xo.  l,  Welland.  Loss,  $:i,ooo. 
Owner  proposes  to  rebuild. 

Elmsdale.  N.S. 

Store  and  residence  of  Keyes  &  Co. 
totally  destroyed. 

Guelph,  Ont. 

Sawmill  on  Cardigan  Street,  owned  by 
George  McAllister.    Loss,  $5,000. 

Puslinch  Township,  Ont. 

Barns  owned  by  J.  &  G.  W.  Barclay, 
Guelph.    Loss,  about  $10,000. 


Miscellaneous 

Laprairie,  Que. 

Tenders  on  the  construction  of  protec- 
tion works  will  be  received  until  4  p.m., 
September  26,  by  R.  C.  Desrochers,  De- 
partment of  Public  Works,  Ottawa.  Plans 
and  Specifications  at  offices  of  District 
Engineers,  Post  Office  Building,  Quebec, 
and  Shaughnessy  Building,  Montreal, 
with  the  Postmaster,  Laprairie,  and  at 
the  department.  Specificaions  at  office  of 
MacLean  Daily  Reports,  Ltd.,  25  Char- 
lotte Street,  Toronto. 

St.  Benoit  Joseph  Labre  D'Amqui,  Que. 

Tenders  on  the  construction  of  a  rein- 
forced concrete  retaining  wall  will  be 
received  until  September  25th  by  the 
Municipal  Secretary,  L.  Doran.  Plans 
and  specifications  at  offices  of  the  Sec- 
retary and  of  the  Provincial  Highway 
Department,  Quebec. 

CONTRACTS  AWARDED. 

Sherbrooke,  Que. 

I  n  connection  with  the  construction  of 
a  concrete  dam  for  the  City  Council,  the 
contract  for  sluice  gates  has  been  award- 
ed to  the  Jenckes  „  Machine  Company, 
Ltd.,  Sherbrooke. 


Late  News  Items 

Fort  William,  Ont. 

The  general  contract  for  the  erection 
of  an  elevator  extension  for  the  Ogilvie 
Flour  Mills,  River  Front,  has  been  award- 
ed to  Barnett  &  McQueen  Company, 
Ltd.,  20.'!  Cuthbertson  Block.  Steel,  frame 
and  corrugated  iron  construction.  Ap- 
proximate cost,  $20,000. 

Hamilton,  Ont. 

The  general  contract  for  the  erection 
of  five  residences  for  H.  Dunham,  ;i!> 
Cannon  Street  East,  has  been  awarded 
to  A.  Howard.  150  Rosslyn  Avenue. 
Brick  construction.  Approximate  cost. 
$3,000  each. 

London,  Ont. 

The  London  Concrete  Machinery  Com- 
pany have  been  awarded  the  following 
contracts  for  the  supply  of  machinery: — 
Xorthern  Electric  Company,  Montreal, 
one  mixer;  Saskville  Concrete  Company, 
Sackville,  N.B.,  one  batch  mixer:  Can- 
adian Government  Railway,  Moncton,  N. 
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H..  one  batch  mixer;  R.  J.  Ferguson,  Ren- 
frew, Ont.,  one  batch  mixer;  Duncan 
Mavor,    Beamsville,    Ont.,    one  batch 

mixer. 

Moncton,  N.B. 

The  City  Council  have  let  a  contract 
for  construction  of  tile  and  brick  sewers 
to  I).  &  D.  LeBlanc,  Fox  Creek,  Monc- 
ton.    Estimated  cost,  $37,054. 

The  general  contract  for  the  erection 
of  a  warehouse  for  the  Reed  Company, 
Ltd.,  Mechanic  Street,  has  been  let  to 
McDonald  &  McNeil,  Moncton,  at 
$11,000.  Brick  construction.  Architect, 
F.  Neil  Brodie,  42  Princess  Street,  St. 
Job  n. 

Ottawa,  Ont. 

The  general  contract  for  the  erection 
of  premises  for  Bowles  Lunch  Limited, 
149  Yonge  Street,  Toronto,  has  been  let 
to  William  T.  Joy,  86  High  Park  Ave- 
nue, Toronto.  Approximate  cost,  $50,- 
000.    Stone  and  brick  construction. 

The  Ottawa  Car  Company,  Slater  St.. 
are  about  to  start  work  on  the  erection 
of  a  factory,  estimated  to  cost  $10,000. 
Sub-contracts  will  be  let.  Brick  con- 
struction. 

St.  Hyacinthe,  Que. 

Tenders  on  the  erection  of  residences 
are  being  received  by  F.  Racicot,  La 
Providence  Street.  Brick  construction. 
Estimated  cost,  $10,000.  Architects,  P. 
L.  W.  Dupre  &  Company,  567  Delorimier 
Avenue,  Montreal. 

Toronto,  Ont. 

The  Western  Hospital  Board  are  con- 
sidering the  erection  of  a  Nurses'  Home, 
at  an  approximate  cost  of  $100,000.  Pre- 
sident, Dr.  Stowe  Gullen. 

Adams  Brothers  Harness  Manufactur- 
ing Company,  Ltd.,  204  King  Street  East, 
are  building  a  factory  under  the  super- 
intendence of  F.  Farley.  Smaller  trades 
will  be  let  by  Mr.  Adams,  Jr.  Brick  and 
concrete  construction.  Estimated  cost, 
$75,000. 

J.  J.  Downey,  398  Sunnyside  Avenue, 
is  building  the  first  of  three  pairs  of 
duplex  residences,  estimated  to  cost  $15,- 
000.  Heating  and  plumbing  will  be  let. 
Architect,  J.  M.  Cowan,  122  Margueretta 
Street. 
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Preserves  Roads 
Prevents  Dust- 


Sherbrooke- Derby  Line  Highway,  (Provincial  Government) 
Near  Lenoxville,  Quebec.     7  miles  of  Tarvia  hilled 
Macadam — Penetration  Method 


The  use  of  Tarvia  means 
Better  Roads  and  Lower  Taxes 


TWENTY-FIVE  years  ago,  smooth  and 
well-kept  roads  were  the  special  pride  of 
Old  England,  where  they  were  the  product 
of  two  centuries  of  incessant  road  improvement, 
lint  those  fine  roads  were  only  macadam,  and 
they  were  not  fitted  for  the  gruelling  of  auto- 
mobiles. 

Now,  with  the  automobile  everywhere,  you  find 
in  every  section  of  Canada  examples  of  better 
roads  than  Old  England's  best  roads  of  twenty- 
five  years  ago. 

Tarvia  has  been  an  important  factor  in  this 
development. 

Good  roads  now  don't  require  generations  of 
labor  nor  immense  outlays  from  the  taxpayers. 
The  use  of  Tarvia  on  an  ordinary  macadam  road 


will  make  it  the  pride  of  a  community;  it  will 
give  luxurious  comfort  to  all  the  citizens;  it  will 
be  a  delight  to  visitors ; — and  most  important 
perhaps,  it  will  result  in  reduced  taxes. 

Tarvia  makes  a  smooth,  resilient  and  dustless 
surface.  It  gives  to  the  automobile  a  glide  that 
makes  a  mile  seem  like  a  quarter.  It  gives  to 
carriage  riding  a  welcome  comfort  and  to  team- 
ing an  easier  pull.  It  abolishes  the  curse  of  dust 
and  the  messiness  of  mud. 

A  Tarvia  road  brings  the  farm  and  the  town 
closer  together.    It  is  an  asset  to  the  community. 

Tarvia  roads  often  last  years  without  any  renewal. 
But  even  renewals  of  Tarvia  are  the  lowest  cost 
road   improvement   that  has  been  invented. 

The    reduction    in    maintenance    expense,    for  a 

Tarvia  road,  in  most  cases  more  than  covers 
the  total  cost  of  treatment. 


Booklet  on  request.    Address  our  nearest  office. 


Special  Service  Department. 

This  Company  has  a  corps  of  trained  engineers  If  you  will  write  to  the  nearest  office  regarding 

and  chemists  who  have  given  years  of  study  to  loa(j  problems  and  conditions  in  your  vicinity  the 

modern  road  problems.    The  advice  of  these  men  . 

may  be  had  for  the  asking  by  anyone  interested.  maUcr  mli  nave  Prompt  attention. 


THE  PATERS  ON   MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER 

THE  C  ARRITTE- P  ATERSON  MANUFACTURING  CO.,  LIMITED 

8T.  JOHN,  N.  B.  HALIFAX,  N.  6.  SYDNEY,  N.  8. 
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Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


OUR  LINDSAY  WORKS 


We  Manufacture 
Water  Wheels,     Hydraulic  Governors, 
Centrifugal  Pumps,       Mill  Machinery 
Fly-Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


WILSON  SCALES 


ARE 


GOOD  SCALES 

We  manufacture  all  styles.  —  Write  us  for  prices. 

C.  Wilson  &  Son 

71  Esplanade  St.  East  TORONTO 


A  Lumber  Company  Burns  Shavings  Successfully 


Here's  a  letter  we 
received  from  a 
lumber  company. 

It  speaks  for  itself. 


i 


"In  reply  to  your 
favor  of  the  11th  inst., 
we  take  pleasure  in 
stating  that  we  are  thor- 
oughly satisfied  with 
the  turbo  -  undergrate 
blower  purchased  from 
you.  We  have  no 
trouble  at  all,  keeping 
up  steam,  burning  no- 
thing but  shavings 
mixed  with  coal  dust. 
We  have  been  able  to 
cut  our  fuel  cost  to  a 
minimum  and  consider 
your  blower  a  very 
good  investment." 
CXame  on  application) 


r-1 


levant 


Trade  Mark 


Turbo-Undergrate  Blowers 

have  proved  successful  on  account  of  correct  de- 
sign and  careful  construction. 


The  turbine  is  not  a  makeshift — It  is  a  real 
turbine  built  similarly  to  our  large  standard 
machines.  It  has  generous  bushings  bearing — 
fitted  with  oil  rings  and  large  reservoirs.  Oil  is 
required  very  infrequently — no  ball  bearings  to 
crack  or  give  trouble.     Get  catalogue  214-Z. 


B.  F.  Sturtevant  Company  of  Canada,  Limited 


Montreal 


Toronto 


GALT,  ONTARIO 


Winnipeg 


Vancouver 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


Smith- Vaile 
Yoke  Type  Boiler  Feed  Pumps 

Not  an  ordinary,  every-day  Boiler 
Feed  and  General  Service  Pump,  but 
something  better. 

Provided  with  removable  and  inter- 
changeable water  cylinder  linings  and  adjustable  packed 
water  pistons,  permitting  compensation  for  wear. 

Bulletin  No.  780  will  interest  every  engineer. 
Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"  Mathematically  Precise  " 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

HELLER  &  BRIGHTLY,  tmtf£^ttd2X»7V> 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


Dake  Reversing  Motor 

The  Dake  reversing  air  or  steam  motor 
is  especially  adapted  for  use  in  connection 
with  contractors'  machinery, 
cranes,  hoists,  marine,  sawmill 
and  mining  machinery,  where  j4 
to  30  horse  power  can  be  used. 
Will  start,  stop  and  reverse  in- 
stantly. Send  for  complete  cata- 
logue. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS: 
Montreal,  Mussens,  Ltd.  — Toronto,  A.  R.  Williams  Machinery  Co.,  Ltd. 


Pacific  Coast  Pipe  Co.,  Ltd. 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 


1551  Granville  Street 


Vancouver,  B.C. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


the  CARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO, 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


CAST  IRON  PIPE 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 
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Fancy 
Faced 
Brick 

Our  concrete  bricks  have  a  rus- 
tic finish  that  is  absolutely  water- 
proof. It  is  obtained  by  a  patent 
process  which  produces  perfect 
crystalization.  Can  be  had  in  any 
color  or  combination  of  colors. 
For  mantels,  churches,  residencesor 
decorative  work  our  brick  is  ideal. 
Cost  no  more  than  ordinary  brick 
but  much  more  effective. 

GET  OUR  LITERATURE 

ORIENTAL  BRICK  CO. 

Plant  and  Head  Office: 

143  Royce  Ave.,  TORONTO 

Phone  Junction  5372 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 


Angles 


67-6"x3I/4"x6/i"-60  0" 
28-6"x3'/£"xll/16"-60'0' 
40-6"x3>4"x3/4"-60'0" 
22-6"x3'/S"x3/4"-66'0" 


Channels 

31-12"x30  lb.-60'0" 
83-16"x33  lb.-36'lOVi" 


Zees 

94-3"  x  2-11/16"  x  1/4"  x  6.7  lbs.  -  54  0" 
96-3-1/16"  x  2-3/4"x5/16"  x  8.5  lbs.  -  50  0" 


Mild  Steel  Bars 


20-8 
20-10 
13-6" 
i  i-l" 

19-  8 

20-  10 
15-11 

12-  11 
88-4" 

13-  8" 


xl/4"-80'0" 

"xl/4"-30'0" 

x5/16"-10'0" 

x5/16"-20'0" 

x5/16"-30 '  0" 

"x5/16"-30'0" 

"x5/16"-20'0" 

^x6/16"-17'0" 

x3/8"-ll'10" 

x3/8"-30'0" 


14-6"x7/16"-13'0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x97l6"-22'0" 

5-12'/4"x5/8"-30'0" 

22-6I/£"xll/16"-33'0" 

5-7"xll/16"-20'0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


The  Hot  Spots  In  Your  Plant  Mean  Wasted  Money 


GOOD  FURNACES 
MADE  BETTER 


Part  nf  the  heat — usually  a  large  part — generated  in  furnaces, 
ovens,  or  boilers  is  conducted  through  the  walls,  arches,  and  doors 
and  radiated  into  the  surrounding  air.  This  heat  represents  fuel 
being  needlessly  burned — a  direct  waste  of  money.  It  does  no  useful 
work,  and  actually  does  harm  by  increasing  the  temperature  of  the 
air,  thus  reducing  the  efficiency  of  the  employees. 

Now,  in  order  to  cut  down  this  heat  waste  it  is  necessary  to 
incorporate  some  material  in  the  walls,  arches,  and  doors  that  is  a 
much  better  nonconductor  of  heat  than  either  common  brick  or  fire 
brick. 

Nonpareil   Insulating  Brick 

are  especially  well  suited  for  this  purpose.  They  only  conduct  one-tenth  as  much  heat  as  fire  brick  or  common 
brick,  weigh  but  iy2  pounds  each,  yet  will  support  loads  up  to  140  pounds  per  square  inch.  They  are.  handled,  laid, 
and  bonded  the  same  way  as  ordinary  brick,  making  the  insulation  an  integral  part  of  the  structure. 

Reduced  fuel  bills,  increased  efficiency,  and  more  comfortable  working  conditions  are  obtained  by  using  Non- 
pareil Insulating  Brick  for 

Ovens  Gas  Producers  Kilns 

Furnaces  Regenerators  Stacks 

Boiler  Settings  Recuperators  Drying  Rooms 

Hot  Blast  and  Waste  Mains 

SEND  FOR  THESE  BOOKS 

If  you  are  interested  in  reducing  the  loss  of  heat  from  furnaces  and  ovens,  send  for  "Good  Furnaces  Made  Bet- 
ter."   If  you  want  to  generate  steam  more  cheaply,  ask  for  "Saving  Fuel."    Either  or  both  will  be  sent  free  on 

request. 

A  sample  brick  also  if  you  wish  it. 

Armstrong  Cork  &  Insulation  Co.,  Ltd.,  505  McGni  Building,  Montreal,  Que. 
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4  II   O   New  and  Relaying 
Jv/TlA J_^0  Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


Pure, 
Warm 
Air 

in  large  volumes,  uncon- 
taminated    and    full  of 
health  -  giving  oxygen 
that's  the  kind   supplied  by  the 

KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 
stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 

Water  St.  Limited       Brockville,  Ont. 


DARLINGS 
STEAM  r 


)ARLING  BROTHERS  « 

LIMITED  ^ 


Engineers  ;>nd  Manufacturers 
MONTREAL,  CANADA,. 


=2/ 


The  Ideal  House  Wire 

should  be  good  enough  for  the  most  costly  buildings 
and  cheap  enough  for  the  most  modest  structures. 

"Sterling"  N.E.C.  Rubber  Insulated  Wire 

is  a  high  grade  general  purpose  wire  which  is  used 
in  enormous  quantities  in  all  classes  of  buildings. 
Samples  and  prices  on  request. 

Standard  Underground  Cable  Co.  of  Canada 

Hamilton,  Ont.  Limited 

Montreal,  Que.        Winnipeg,  Man.         Seattle,  Wash. 


Water  Supply 

from 

Deep  Wells 

is  obtained  at  a  mini- 
mum cost  by  use  ot  our 
deep  well  pumps. 


Write  for 
Bulletin  26 
explaining 
the  use  of 
Cook's 
Patent 
Brass  Tube 
Well 
Strainer 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in  the 

Contract  Record 

and  Engineering  Review 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

625  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  WelU  &  Gray) 


President 


Phone  Main  102 


STANDARD  STEEL 


Beam*  — Channels 

£ S£SS*  CONSTRUCTION  CO. 


Reinforcing  Ban 

"Self-Sentering" 

Corrugated 
Sheeting 


LIMITED 
WELL  AND      -  CANADA 

Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market. 
Office-M  4515-M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


Sand.  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

I  664 

Phones,  Office  North  J  685     Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,    Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


Contractors  for  Waterworks  Construction, 
Manufacturers  ot  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling— Positively  LEAK  PROOF. 

We  are  the  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.      VANCOUVER,  B.  C. 


Canada  Iron  Foundries,  Limited 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


CAST  IRON  PIPE 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring-  Bollards  for  both  Concrete  and  Wooden  Docks 
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Durability 
Accuracy 

Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
Yt  inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


Los  Angeles 
San  Francisco 


The  Glue  Book 


What  it  Contains:- 

Chapter  i— Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3— Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


I 
- 

> 


1885   "QUALITY  FIRST "  1916 

It  Has  Paid  Us  and  Will  Pay  You. 

Galvanized    "  EASTLAKE "  Shingles 

have  made— and  will  make — more  money 
for  Canadian  Contractors  than  any  other 
type  of  metal  roofing. 

The  Quality  is  There! 

They  satisfy  your  customer  —  they  sell 
easily  —  they  lay  quickly  —  they  make  a 
good-looking  roof — they  are  fireproof. 

THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  SAFETY  FIRST 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 


Send  for  special  Tank  and  Tower  Catalogue 


Ontario  Wind  Engine  &  Pump  Co. 

Winnipeg  Calgary 


Toronto  Montreal 


Limited 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement -delivered  in  5  barrel  lots,  $1.85  per  bbl. ; 
with  bags.  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.~5. 

Lime— grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick  — No.  1  dry  pressed  red  brick  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick.  $11  to  $14;  grey,  $11  to  $12; 
wire- CUt  brick  for  foundation  work,  $S.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported.  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick.  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1.  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M  ;  No.  2,  $18.  Sun-Tex  face  brick,  $1C 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile.  $60  per  M.    Lots  over  100.000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52.  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

.  RUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 
Crushed  stone— 2  in.,  $1.20;  1  in.,  $1.25;   H  i"  . 
$1.25;    rubble   stone,   in   car   lots,   $1.15  per 
ton  f.o.b.  car. 

Sand— for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22;  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$20;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  U  by 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto,  $32;  pine  trim  4-in.  casing,  $1.75  per 
100  ft.;  5-in.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25;  4-in.  pine,  window  stool,  $2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14  14  x  16,  $38.00;  10  x  16, 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars — $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3.50;  small  sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3.50  per  100  lbs.; 
•>4  in.,  5/16  in.  and  H  in.,  $3.50  per  100  lbs. ; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots, 
f.o.b.  Toronto;  4-in.  $34  per  net  ton;  6-in. 
to  12-in.  $33;  12-in.  up  $32.50,  with  $1  extra 
for  gas  pipe 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12  in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15  in.  to  18-in.,  65  per  cent.,  20- 
in.   to  24  in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal. ;  red  lead, 
dry.  $14  per  100  lbs.;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-Ib.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
80c.   per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.00  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $15; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic,  No.  2,  $13; 
huff  (smooth),  $21;  buff  (rough),  $20;  plastic 
$9.  Dominion  silicate,  1st  quality,  $13;  sec- 
ond  quality,  $10.50;   all   f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36  in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  &-in.  $1.65;  H->n., 

$1.75  per  ton,  delivered. 
Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles — 3  in.  x  3  in.  and  up,  $3.75;  1  in. 
x  1  in.  x  'A  in.,  25c  extra ;  54  in.  x  M  in. 
x  'A  in.  50c  extra.  Boiler  plates — JA  in. 
thick  and  thicker,  $4.75.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$5.00;  under  30  in.  dimension,  $5.25.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gaug«, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $20.  Y.  Pipe, 
2'A  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.00,  $0.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.       Plaster  of 
Paris— $2.35  per  bbl.     Rope— Best  Manilla, 

21Mc  basis  per  pound;  British  manilla,  l'yic 
basis ;  sisal  rope,  15c  basis ;  lath  yarn  15 
cents.  Boiled  linseed  oil — in  barrels  SSj/Jc 
per  gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
87c  per  gal. 


WINNIPEG  PRICES 

CEMENT,   LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.00;  in  cat 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel ;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.    1   dry   pressed,   red   and   buff,   $35 ; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,  $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
54 -in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per  yard,   delivered,  $1.S5. 

Crushed  Granite— l1^  and  2-in.,  $2.65;  J^-in.  and 
1-in.,  $2.90;   K-in.  and  dust,  $3.20. 
LUMBER   (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  -pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  x  12,  8  x  12,  $39 ;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5j4-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round   bars,   $2.35   per   100   lbs. ;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,  car  load  lots, 
f.o.b.   Winnipeg,  $3S  per  ton. 

(Continued  on  page  58) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY.  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


New  Glasgow.RS. 

and  ST.  JOHNS.PQ. 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

St.  Johns.  P.  Q.,  and  New  Glasgow,  N.  S. 


THREE  SEWER   PIPE  FACTORIES 


ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MA TERIALS— continued. 


(Continued  from  page  56) 
SEWER  PIPE 
Sewer  Pipe  — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  0  cents;  4  in.,  11  cents;  5  in., 
IB  cenls;  0  in.,  \&yi  cents;  S  in.,  30  cents; 
9  in.,  S3  cents;  10  in..  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  IS  in.,  $1.00;  20  in., 
$150;  24  in..  $2.00. 

SUNDRIES 

Hard  Wall  Plaster— Unsanded,  $13  per  ton;  sand- 
ed. $7.50.  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils— White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal.;  dry  red  lead,  $10.00  per  100 
lbs.;  putty  in  bulk,  $3.25  per  bbl.;  putty  in 
28-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Grey  Portland,  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl  • 
white  Portland  cement.  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime— $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 

Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick;  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $:!:!  in  car  lots;  tapestry  brick,  $45  at 
warehouse  ;  impervious  brick,  $45  f.o.b.  build- 
ings ;  fire  brick,  $35  in  car  lots,  $40  in  ware- 
house ;  fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand  —Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.85  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
10  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 28  gauge,  $7.25  per  100  lbs. 

Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 
$6.65,  5,  9  and  10  ft.  sheets,  $6.80  per  square. 
Black  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  l'2'/2c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime — $14.00  in  car  lots. 

AIca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade, 
14}4c  basis;  sisal  rope,  12;4c  basis. 

PAINTS  AND  OILS 

Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White   lead— Ground   in  oil,  $14.40  per  100  lbs. 
Boiled  linseed  oil — In  bbls.,  95c  to  $1  per  gal.  of 
9  lbs. 

Raw  linseed  oil — In  bbls.,  $1.00  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


NEP0NSET 


Paroid 

ROOFING 


The  Largest 
Manufacturers 
of  Roofing, 
Wall  Boards, 
and  Roofing 
Felts  in  Canada. 


There  is  no  experimenting  to  do  when  yon  select  Neponset 
Paroid  Roofing.  Yon  know  positively  it  is  built  to  stand  the 
rigors  of  the  Canadian  climate — intense  heat,  severe  winters,  rain 
and  wind,  and  that  it  has  been  giving  absolute  satisfaction  for 
over  18  years. 

Look  for  the  PAROID  Roll 

Familiarize  yourself  with  the  roll,  so  that  you 
can  be  quite  sure  it  is  supplied  to  you.  Remember 
Paroid  is  made  in  three  colors — Grey,  Green  and 
Red. 

Write  for  prices,  etc.,  to 

BIRD    &    SON,    Dept.  K. 
Hamilton,  Ont. 

Warehouses : 

Winnipeg     Vancouver     Calgary     Montreal     St.  John  Edmonton 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 


"As  Strong  as  the  Pipe" 

Interlock  Welded  Necks 

Will  eliminate  two-thirds  of  your  joint 
trouble.  How?  By  eliminating  two-thirds 
of  your  joints  with  their  bolts,  gaskets  and 
liability  to  leak.  An  Interlock  Neck  is  much 
lighter  than  a  cast  iron  or  steel  fitting,  al- 
though "as  strong  as  the  pipe." 

We  design  and  execute  complete  piping 
contracts. 


A 


PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO. 
PITTSBURGH,  PA. 


ATW000  ATW00D 
ENGINEERS    FOUNDERS  MACHINISTS 

Represented   by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


Built  for  C.  P.  R.  Montreal 


CANADIAN 
CHICAGO  BRIDGE  &  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices: — 
Bridgeburg,  Ontario,  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 

Shops:— Bridgeburg.  Ont. 
Chicago,  111.  Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricatcd" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Solo  Manufacturer*  under  Canadian  and  U.S.  Letters  Patent 

Toronto       -  Canada 
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Civil 

Electrical 
Mechanica 


Directory  of  Engineers 


Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    (hitman      Geo.    il.  Power. 


BRYAN  PONTIFEX 

Chartered  Accountant. 
SPECIALTY 
MANUFACTURERS'  AND 
CONTRACTORS'  ACCOUNTS 

Excelsior  Life  Bldg.,  Toronto 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


CanadianInspection& 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mil!  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

Head  Office  MONTR  FAF 

and   Main   Laboratories:  MUHIRLAL 

Branch    Offices    and    Laboratories — 
TORONTO,  WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


Contractors 

Special 

Interests 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 


WINNIPEG 


CALGARY 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,   Water  Power  Development. 

Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,  Montreal 
Branches : 

Toronto         Vancouver         London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904  905  62  Esplanade  E..  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


PATPMTQ      SECURED  OR  OUR 
in  1  til  I  O         FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
othevs  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 

Reg.  Patent  Attorneys  Ottawa,  Canada 


ANGLINS 


LIMITED 
CONTRACTING 
ENGINEERS 

MONTREAL 


BIDING  WORK, 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


Crushed 
Stone 

BRICK 

T.  A.  Morrison  &  Co.,  X&'t&a?'- 


J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York    Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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"  McAVITY" 

New  Approved 

Indicator  Posts 

for  operating  valves  from  4  to  14  inch 


For  use  with  Valves  for  Fire 
Service  in  Corporations,  Mill 
and  Factory-Yards,  and  in 
connection  with  Automatic 
Sprinkler  Systems. 

Approved  by  Fire  Underwriters. 


Write  for  copy  No.  1004  catalogue. 


T.  McAVITY  &  SONS 


LIMITED 

St.  John,  N.  B.,  Canada 


Montreal 


Winnipeg 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  IS 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives  :  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:   180  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

vVc  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616- 1«1« 
Private  exchange  connecting  all  departments 


«2 
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Don't  install  an  expensive  pump  when  a  cheaper 
one  will  answer  your  requirements. 

For  contract  work  there  are  no  low  priced  pumps 
on  the  market  equal  to  our  famous 

Class  "M"  Centrifugal  Pumps 


Made  in  Canada 


Built  horizontal  and  vertical  for  capacities  up  to 
;>()()0  gallons  per  minute  and  for  heads  as  high  as 
65  feet.  Correct  design  and  correct  workmanship 
assure  long  life  and  low  repair  bills.  It  will  pay  you 
to  get  our  prices. 

Write  for  circular  237-12 

Canadian  Blower  and  Forge  Co. 

Berlin,  Ontario 


Limited 


St.  John        Montreal         Toronto        Winnipeg  Vancouver 


Steel  Derricks 

50  Tons  Capacity 

We  specialize  in  the  manufacture  of 
steel  guy  derricks  and  are  prepared 
to  ship  this  class  of  derrick  in  capaci- 
ties from  5  to  50  tons. 

The  illustration  shows  the  largest 
steel  guy  derrick  in  Canada.  It  is 
our  make  and  "Made  in  Canada". 

Electric  Hoists  —  Cranes — Derrick  Irons 
Stone   and  Marble  Working  Machinery 

POLLARD  MFG.  CO.  ■ 

LIMITED 
Niagara  Falls,  Canada 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


IM1TE.D 


VALVE.  HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale:  * 


British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1916 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated ;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Book  Company.  279  pages, 
illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technital  Society.  206  pages,  illustrated.  Price 
$1.50. 

Handbook  for  Highway  Engineers,  by  Wilson  G.  Harger  and 
Edmund  A.  Bonney.  Second  Edition  just  published  by 
McGraw-Hill  Book  Company.     609  pages.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  .worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,'  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. lust  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
ind  Milo  S.  Ketchum,  C.E.  Published  in  1915  bv  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  hy  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  ISO  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Flinn,  Robert  Spurr 
Weston  and  Clinton  Lathrop  Bogcrt.  Just  published  by 
McGraw-Hill  Book  Company.  824  pages,  illustrated. 
Price  $6.00. 
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Increase  Your  Efficiency 

in  Wire  Rope  Service 

By  ordering  "Made  in  Canada"  Rope 
from  our  Warehouses  in 

Montreal  and  St.  Catharines 

The  DOMINION  WIRE  ROPE  CO.,  Limited,  MONTREAL 


"Marion" 

Steam 
Shovels  & 
Ditchers 


We  supply  "Marion" 
Shovels  for  all  classes 
of  work — to  Railroads 
—  Mines  —  Contrac- 
tors.— All  sizes. — All 
styles. 


11  Industrial  "  Cranes 
are  the  most  efficient 
manufactured.  If  you 
wish  "Reliability" — 
instal  an  "Industrial 
Works." 


"  Napanee  " 


"  Ransome  " 


Industrial  Works" 

Locomotive 
Coaling  & 
Wrecking 
Cranes 


Hoisting  Engines     Concrete  Mixers 

F.  H.  HOPKINS  &  CO.,  Montreal 

Branch  .-St.  Catharines,  Ont. 
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GLASS  BENDERS 

TO  THE  TRADE 


THE  TORONTO  PLATE  GLASS 
IMPORTING  COMPANY  u-,™ 

GLASS   IMPORTERS   AND  MANUFACTURERS 

91-113   DON   ROADWAY,  TORONTO 
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THE  DOMINION  ROAD  MACHINERY  CO.,  Ltd. 

Manufacturers  of  CHAMPION  MACHINERY 


Road  Graders 
Road  Levellers 
Road  Drags 
Road  Rollers 

Street  Sprinklers 
Street  Sweepers 
and  Cleaners 

Rock  Crushers 
.  Elevators 
Screens 
Bins 

Dump  and  Spreading 
Wagons 

Contractors'  Plows 

Street  Cleaners'  Hand 
Carts 


Champion  One-Horse  Street  Sweeper 

WRITE  OUR   NEAREST  BRANCH 

11^  Hollis  Street,  Halifax,  N.S.  10237  109th  Street,  Edmonton,  Alta. 

5J5  £°^er  ?ui'dinK-  Montreal,  Que.  609-613  Bank  of  Ottawa  Building,  Vancouver,  B.C. 

s.ft  Dalhousie  Street,  Quebec,  Que.  .„„  ,»  T  *       t>  -u-       nr-  • 

Cor.  Sth  Ave.  and  3rd  Street  West,  Calgary,  Alta.  413  Mclntyre  Building,  Winnipeg,  Man. 


Factory  and  Head  Office- 


GODERICH,  ONTARIO 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

2 — 6  x  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6%  x  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
\ — 5  x  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  l/2  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6%  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line—We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 


RE.  PLANT  1790  St.  James  Street,  Montreal, Que. 

E.  LEONARD  &  SONS  St.  John,  N.  B. 


-Agents—       ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

KELLY-POWELL,  LTD  McArthur  Bldg.  Winnipep.Man. 
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A  SQUARE  DEAL 

The  policy  of  the  Dominion  Rubber  System  is  to 
provide  every  need  in  Rubber  Goods,  and  to  give 
a  square  deal  to  every  buyer,  no  matter  how  small 
the  purchase  may  be.     That  means — 

A  Square  Deal  in  Values 
as  Well  as  Qualities 

Whether  the  purchase  be  a  Rubber  Nipple  for  the 
baby's  bottle,  a  Rubber  Shoe,  a  "Nobby''  Tread 
Tire,  a  Conveyor  Belt  or  Inlaid  Tiling  for  a  Par- 
lor Car,  we  insist  that  the  goods  must  be  absolutely 
satisfactory. 

No  matter  what  the  need  in  rubber  may  be,  write 
to  our  nearest  Branch  or  direct  to  the  Head  Office. 

Canadian  Consolidated  Rubber  Co. 

LIMITED 

Executive  Office — Montreal 
28  "Service"  Branches  Throughout  Canada 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 


l  rom 


Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price.  " 


N.  B.  The  adjoining  illustration  hows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,    Elevators,  Engines,  Filters,   Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating,  Steam    Turbines.    Tanks,    Water    Wheels,  Water 

Works  Plants. 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  (ire. 
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Ten  Good  Reasons  for  Specifying 
Wire -Cut  Lug  Brick  for  Paving 


I  Wire-cut  lug  brick  have  proven  their  superiority 
in  service.    A  wire-cut  lug  brick  is  not  a  new 

brick  or  an  experiment.  It  is  a  wire-cut  brick  with 
absolutely  uniform  lugs,  and  it  is  a  well  known  fact 
that  the  old  wire-cut  brick  streets  have  given  the 
best  service  under  traffic. 

O  All  wire-cut  lug  brick,  subject  to  slight  varia- 
tions,  are  of  standard  size,  8^  inches  long  by 
inches  wide  and  4  inches  deep,  and  lay  40  brick 
to  a  square  yard.  If  local  conditions  of  traffic  justify 
same,  these  brick  can  be  used  Zl/2  inches  or  3  inches 
deep  but  of  the  standard  surface  measurements. 

0  The  rough  sides,  uniform  contact  lugs  (no  bar 
lugs  allowed)  and  the  square  edges  insure  a  per- 
fect bond  the  entire  depth  of  the  brick  and  also  a 
bond  much  stronger  than  is  obtained  with  the 
smooth,  round-edge  repressed  brick.  A  4-inch  wire- 
cut  lug  brick  gives  a  4-inch  bond,  but  a  4-inch  re- 
pressed brick  with  round  edges  gives  only  a  3^-inch 
bond  and  that  may  be  very  imperfect  owing  to  the 
smooth  sides  and  the  nonuniformity  of  the  lugs. 

A  Wire-cut  lug  brick  are  made  by  30  independent 
competing  companies  and  the  list  is  constantly 
increasing.  The  brick  are  marketed  at  the  same  price 
as  the  repressed  brick  of  the  same  manufacturer's 
make,  since  the  small  royalty  paid  is  saved  in  the 
process  of  manufacture.  The  Dunn  Wire-Cut  Lug 
Brick  Company  licenses  reputable  companies  which 
demonstate  their  ability  to  make  good  wire-cut  lug 
brick. 

C    The  interior  structure  of  wire-cut  lug  brick  is 
uniformly  denser  than  that  of  repressed  brick. 
On  account  of  their  square  edges,  wire-cut  lug  brick 
in  the  first  400  revolutions  of  the  rattler  lose  from 

1  to  2  per  cent,  more  than  repressed  brick;  but  no 
allowance  is  asked,  for  wire-cut  lug  brick  at  the  end 
of  the  test  show  an  abrasion  loss  usually  about  the 
same  as  repressed  brick,  and  sometimes  less.  Thus, 
the  user  of  wire-cut  lug  brick  really  is  getting  a 
quality  that  is  2  per  cent,  better  than  is  shown  by 
test. 


Q   Wire-cut  lug  brick  are  made  on  engineering  lines. 

*  The  square  edges  aid  the  engineer  in  obtaining 
a  smooth  pavement,  and  a  pavement  in  which  the 
filler  will  not  chip  out  under  traffic,  as  it  does  from 
round-edge  repressed  brick.  The  engineering  de- 
partment of  the  Dunn  Wire-Cut  Lug  Brick  Company 
is  continually  investigating  methods  of  construction 
and  is  at  your  service  at  any  time,  in  an  advisory 
capacity,  as  to  methods  of  construction,  and  proper 
inspection  of  material. 

y    The  Dunn  Wire-Cut  Lug  Brick  Company  has 

*  its  own  ceramic  engineer,  whose  duty  it  is  to  ren- 
der free  advisory  service  to  companies  making  wire- 
cut  lug  brick,  and  to  endeavor  in  every  way  to  im- 
prove the  quality  of  the  brick  at  the  plant. 

g  The  advantages  of  wire-cut  lug  brick  are  recog- 
nized. These  brick  are  specified  exclusively  by 
St.  Louis,'  Mo.;  Baltimore,  Md.;  Wilmington,  Del.; 
Toronto,  Canada,  and  many  other  cities,  and  they 
are  preferred  by  numerous  state  highway  depart- 
ments. 


<J    On  January  1,  191G,  wire-cut  lug  brick  were  in 
use  in  43G  places  and  they  were  admitted  in  the 
specifications  of  more  than  2,500  places. 

If!  Iflhech  oice  between  wire-cut  lug  brick  and  re- 
*  pressed  brick  is  left  to  the  contractor,  he  may, 
on  his  first  job,  use  the  repressed  brick,  claiming  that 
the  repressed  brick  takes  less  filler.  We  admit  this 
claim,  and  it  substantiates  our  contention  that  wire- 
cut  lug  brick  makes  the  best  pavement,  because  the 
filler  goes  down  to  the  bottom  of  the  brick  and  in- 
sures a  good  bond  its  entire  depth.  After  his  first 
experiment,  the  contractor  recognizes  this  advantage 
and  becomes  an  advocate  of  wire-cut  lug  brick. 
Wire-cut  lug  brick  are  made  by  30  independent  com- 
peting companies,  operating  48  plants.  Write  for 
data. 


The  Dunn  Wire-Cut  Lug  Brick  Co, 

(LICENSORS) 
CONNEAUT         :  OHIO 
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Air  Compressor* 

CUi  lngeisollRand  Co.,  Ltd. 
PUit  lion  Wotki 


Aluminium 

SphhtUT*"  Agencies  Regd. 

Air  Moists 

Northern   Crane  Woikt 

Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 

Architectural  Terrs  CotU 

Toronto  Plate  Glass  Imp'tg.  Co. 

Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  St  Supply  Company 


Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 
Hopkins  &  Co.,  F. 


11. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Boilerk 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  iron  Wks. 

Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brick 

Oriental  Brick  Company 


Brick  Dryera 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan   &  Company,  John 


Brick  Machinery  and  Supplies 
Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  &  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  W'iie  Rope  Co.,  Ltd. 
Standaid  Underground  Cable  Co. 
of  Canada,  Limited 


Cible  Terminals 

Standard  Underground  Cable  Co. 
of   Canada,  Limited. 


Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trusted  Concrete  Steel  Co. 

Cedar 

li.  C.  Lumber  Commissioner 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Brilnell  &  Company 
Rogers  Supply  Company 


Centrifugal  Pumps 

lloving  Hydraulic  &  Engineering 
Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 


Coal  Chutes 

Manitoba   Bridge  &  Iron  Works 

Coal   Handling  Apparatus 

Beatty  &  Sons,  M. 

Cold    Storage  Insulation 

Armstrong  Cork  Company 

Concrete    Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 

Blair,  B. 

Dominion   Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete   Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,  W.  L. 

Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Dominion  Road  Machinery  Co. 
Goodwin,    Barsby   &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Barsby  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Rooting  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora 
lion 

Crushed  Stone,  Limited 
ilagersville   Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 

Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Moi  se  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Baisby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  II. 
Marsh  &  Henthorn,  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian    Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba   Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 


Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.   Co.,  Philip 


Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll  Rand  Co. 

Electric   Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Onta:io    Wind    Engine    &  Pump 

Company 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works 
Turnbull   Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 


Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Iladdin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 


Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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STEEL  BARS 

for  Reinforcing  Concrete 


Rounds,    Squares,    Twisted    Squares,    Angles,  Flats 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 

Burlington  Steel  Co. 

f  f         «ij  ^-v     i        •  Limited 

Hamilton,  Ontario 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  No  dusting  away,  smooth  sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  of  Fluxphalte  and 
save  repair  bills. 

New  illustrated  booklet  on  request. 


PHAL' 


»n  of  mm 


UPP 

ML!  OIL  €<?  Ljmhsd 
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Fir*  Escapes 

Dennis  Wire  4  Iron  Works  Co. 
Manitoba  Itiiiltcc  Sc  lion  Works 
McGregor  &  Mclnlyre 

Flit  Polet 

Ontario  Wind  Engine  &  Pump 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economirers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart  Mfg.  Company,  las. 

Forge* 

Canadian  Hlower  and  Forge  Co. 
Shcldoni  Limited 

Gas  Engines 

Goold.  Sliaplcy  &  Muir  Co. 


Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks- Morse  Co. 

Goold.  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  I'ump 
Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can..  Ltd..  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


Huh  Duty  Pumping  Engines 

Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
lieatty  &  Sons.  M. 
Canadian   Ingersoll-Rand  Co. 
Otitis  &  Geoghcgan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Ilenthorn 
Musscns  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Heatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Ilenthorn.  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons.  T. 

Inspection  Engineers 

Canadian   Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 
Northern   Crane  Works 

Kilns 

Canadian   Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American  Lead  Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble.  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Meters.  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 

Ornamental  Brick 

Oriental   Brick  Company 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Carter  White  Lead  Company 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian   Dolarway  Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


The  Elevated 
Drum  allows  a 
great  descent 
for  the  concrete. 
Provides  for  a 
rapid  delivery. 


LONDON 

Paving  Mixer 

Forward  Loader  and  Rear  Dis- 
charge take  up  little  room  on 
the  roadway. 

Traction  Drive.  Moves 
anywhere  with  its  own  power. 

The  Rotary  Delivery  Chute  turns 
in  a  complete  half  circle,  also  opens 
up  at  different  points.  The  concrete 
is  distributed  to  any  part  of  the  road 
No  wheeling.  No  shovelling 
of  concrete. 

ONE-THIRD  LESS  MEN  REQUIRED.  A  BETTER  JOB,  We  guarantee  that  this  Machine  will  deliver  Con- 
crete on  a  roadway  at  a  saving  of  10  per  cent  over  any  other  type  of  Machine.    Full  particulars  on  request.     Send  for 

Catalogue  No.  1A. 

We  have  twenty-three  different  sizes  and  styles  of  Mixers. 
Also  a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 

THE  LONDON  CONCRETE  MACHINERY  CO.,  LTD. 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada 

World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 
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QUALITY         /.  SERVICE 

STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE     Is  to  add  Strength. 

STEEL   BARS    Are  used  in  Concrete  to  Reinforce. 

D  E  M  A  N  D—     Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK     Your  work  on  reinforcing  bus  rolled    from  material 

of  questionable  quality. 

FAVOR     US     With  an   opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 


HAMILTON       TORONTO       MONTREAL  WINNIPEG 
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Pipe  and  Boiler  Covering! 

Dominion  Paint  Works 

Pjinu  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 

Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beattv  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  ft  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh   Valve,   Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Iona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Roving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Works 

Itcatty  &  Sons,  M. 

lloving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
(  -inudian  Ingersoll-Rand  Co. 
Cook.  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
ItiKlis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
iintaiio  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartsliore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 
Dominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 


oohne 
Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 


Rubber  Goods 
Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 


Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartsliore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontaiio  Sewer  Pipe  Company 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.   Lumber  Commissioner 


Shovels  (Steam) 
lieatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.   Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 


Skylights 

Pedlar  People  Limited 


Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 
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Crushed  Stone  for  Macadam  Roads 


Macadam  Roads 
must  be  built' 
of  a 

TOUGH 
STONE 

that  will  cement. 
WE  HAVE  IT. 


The  Hagersville  Contracting  Company,  Limited 

HAGERSVILLE,  ONT. 


IfliniiiinniiiiiiiiiinnioiiHiii!! 
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Washing  Plant  at  Frenchman's  Bay 


SHARP 

WASHED 


SAND 

In  Bins — Princess  St.  Dock 
Quality  Guaranteed 

gravel  CRUSHED  STONE  TRAPR0CK 


GRANITE 


Yards 


f 


G.T.R.  and  C.P.R. 


CEMENT 


Pape  Avenue  and  G.T.R 
Lansdowne  Ave.  and  Dundas  St. 
Lawton  Ave.  and  G.T.R. 
Berkeley  St.  and  Esplanade 


Rogers  Supply  Co.,  Ltd. 

28  King  St.  West,  TORONTO 


Traders'  Bank  of  Canada,  Toronto 

Structural  Htcel  painted  with  "Superior 
Graphite  Paint" 


PROTECTION 

for  ALL  kinds 
of  surfaces 

Guaranteed 

by  using 

"SUPERIOR 
GRAPHITE 
PAINT" 


Penstocks 

Developing  98,000  horse  power,  painted  with 
"Superior  Penstock  Paints." 


The  most  economical  paint  that  can  be  used  when  maintenance  cost  is  considered,  for 

BRIDGES  STEEL  CARS  ROOFS  (metal  or  canvas)  PENSTOCKS 

BUILDINGS         STRUCTURAL  STEEL      GRAIN  ELEVATORS  PIPING 

GAS  HOLDERS   STACKS  AND  BOILERS  TANKS  TROLLEY  POLES 

Full  information  given  at  all  offices 

DOMINION  PAINT  WORKS,  LIMITED 


Montreal 
Toronto 


WALKERVILLE,  ONT. 

Made  in  U.S.A.  by  DETROIT  GRAPHITE  CO.,  Detroit,  Mich. 


Winnipeg 
Vancouver 
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Solid  Steel  Window  Sash 


1  he  most  popular  and  extensively  used  Steel  Sash  now  on  the  market,  absolutely  fireproof  and  weather  proof. 

1  he  design  of  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 
tage. 

Maximum  Daylight— No  Maintenance  Cost— Lower  Insurance  Rates. 


STEEL  and 

Head  Office    Fraser  Avenue 


RADIATION,  LIMITED 

 TORONTO,  Ont. 


More  Work 

Fewer  Men 


w  ith  our  light  port- 
able "PEERLESS** 
derrick  of  1800  lbs. 
capacity  you  can  ac- 
complish more  work 
with  fewer  men.  For 
brick  or  stone  laying 
this  derrick  will  do  the 
work  of  three  or  four 
hod  carriers.  For 
placing  light  steel 
work  it  is  ideal. 


Write 
for 
Catalog 


Don't  forget  that 
we  build  derricks 
of  all  sizes 
types.  Our 
and  3  ton 
leg  derricks 
very  popular. 


and 
2 
stiff 

are 


National  Equipment  Co.,  Limited 

1  Wabash  Avenue,  Toronto 


"Meaford"  Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "  Meaford "  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces :  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.  Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta :  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

British  Columbia :  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


AT  HALF  PRICE 


We  will  clear  our  stock  of  IDEAL  BLOCK  MACHINES 

and  MOULDS  at  Half  Price 

Now  is  the  time  to  buy 


MUSSENS  LIMITED 


MONTREAL   QUEBEC— PRUNEAU  &  CO. 
WINNIPEG    TORONTO   H.  TURNBULL  &  CO. 
VANCOUVER  COBALT   H.  L.  USBORNE 
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SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping- 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  6000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"  Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal, Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


On  Dixie  Highway 

Engineers  in  charge  of  this  great  roadway 
connecting  the  Northern  and  Southern 
boundaries  of  the  United  States  used  Carey 
Elastite  Expansion  Joint. 
The  result  is  a  magnificent,  smooth,  per- 
manent surface. 

On  the  finest  streets  and  roadways  every- 
where ELASTITE  is  specified  because  it  is 
the  Modern  Way  of  providing  for  surface 
expansion.  Does  away  with  old-fashioned 
tar  and  kettle  gang  with  its  laborious, 
tedious  methods. 

Write  for  samples  and  literature.  Address 
Elastite  Dept. 

THE    PHILIP    CAREY  COMPANY 
Toronto  Montreal 
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Steam  Engines 

Sluitevant  Co.  of  Can.,  Ltd..  D.  F. 

Stcjm  Turbinei 

McDougall  Caledonian  Iron  Wks 
Stur  levant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel 

BurHngton  Steel  Company 
Hopkins  &  Company,  F.  II. 
Steel  Company  of  Can.  Ltd. 

Steel  Bars 

Huttington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 

Steel   Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Steel  &  Radiation  Limited 

Stone 

Ilritnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sackville  Freestone  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 

Structural  Iron  and  Steel 
Burlington  Steel  Company 
C  an.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 

Standard  Steel  Construction  Co. 
Structural  Steel  Company 


Surveyors'  Instruments 
Heller  &  Brightly 

Swinging  Gears 

I  >aKC  Engine  Company 

Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
(ioold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  llentliorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,   Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Ciillis  &  Geoghegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 


Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 


Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F, 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 

Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water  Softeners  and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Piest-O-Lite  Company,  Inc. 

Welding   and   Cutting  Plants 
Piest-O-Lite  Company,  Inc. 


Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 


Wheelbarrows 

Meaford  Wheelbarrow  Co. 

White  Lead 

Carter  White  Lead  Company 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 


Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood    Pipe   &  Tank 
Company 


Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood    Pipe   &  Tank 
Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  pure  carbon,  and  is  therefore  unaffected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  B-H  Graphite  Paint  being  made  from  pure  Graphite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  painting  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


I 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


R RAN DR AM- HENDERSON 
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Montreal 


Halifax 


St.  John 


Toronto 


Winnipeg 
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DOLARWAY  SURFACING 

will  put  the  Endurance  in  Pavement 


Uolarway  Surfacing  knocks  the  question  out  of  per- 
manent pavement — just  keep  it  on,  that's  all!  After 
the  concrete  is  down  you  can  easily  eliminate  the 
high  cost  of  up-keep  by  keeping  "Dolarway"  on. 
No  matter  how  heavy  the  traffic  may  be,  nor  how 
changeable  the  climate  is,  Dolarway  meets  all  con- 
ditions in  a  satisfactory  manner. 


There  is  no  great  outlay  of  money  required  to  pre- 
pare this  wonderful  surfacing.  It  comes  in  liquid 
form  and  can  be  easily  and  quickly  heated  and 
spread  on  with  unskilled  labor.  Within  a  few  hours 
after  applying  your  roadway  is  ready  for  traffic. 
Dolarway  is  ideal  for  boulevards,  city  streets  and 
suburban  highways. 


Inexpensive  First  Cost 


For  further  particulars  write  to 


Inexpensive  Maintenance 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 


84  Sandwich  St.  West, 
WINDSOR,  ONTARIO 


Mueller  Quality 


Waterworks 


Gasworks 


Plumbing  Brass  Goods 


Mueller  quality  has  a  deeper  meaning  for  you  contractors  than  mere  words. 
We're  here  to  give  you  the  best  goods,  and  the  best  service  back  of  those 
goods,  that  we  know  how.  And  we've  been  making  a  specialty  of  these  very 
lines  for  a  long  time.  We  ought  to  know  quite  a  lot  about  your  require- 
ments. This  is  particularly  an  age  of  specialists.  They  do  their  work  bet- 
ter, as  a  rule,  than  the  general  "all  round"  people.  We  take  a  very  keen 
pride  in  making  each  and  every  piece  of  Brass  Goods  just  as  good  as  we  pos- 
sibly can  and  this  policy  is  appreciated  by  the  contractors  who  have  a 
reputation  to  uphold. 

Let  us  send  you  descriptions,  illustrations  and  prices  on  your  supplies  for 
the  next  contract.  Write 


H.  Mueller  Mfg.  Co.,  Limited 

Sarnia    :-:  Ontario 
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Pipe 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance-  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 


Further  particulars  and  prices  will  be  sent  upon  request. 

B.  Blair  Company,  Limited 

Woodstock,  Ontario 
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Rapid  Construction 

by  the  use  of 


CARBIC  FLARE  LIGHTS 


Contractors 


Rapid  Construction  is  the  Keynote  of 
live  Contractors  today,  and  the  man 
who  can  construct  within  the  specified 
time  is  the  man  who  is  overwhelmed 
with  work. 


Equipment 


The  MAIN  ARTERY  of  Rapid  Con- 
struction which  is  the  most  essential  in 
order  to  deteimine  the  pitch  of  Con- 
struction speed. 

Carbic  Flare  Lights 

The  biggest  asset  in  Contractors'  Equip- 
ment. Acknowledged  by  all  the  lead- 
ing Contractors.    It  must  be  so. 

Compare  the  CARBIC  LIGHT  with 
others  for  Simplicity,  Durability,  the 
First  Cost,  and  the  Operating  Cost,  and 
we  guarantee  that  it  is  in  a  class  by 
itself. 

Contractors  admit  it. 


CARBIC  FLARE  LIGHTS  are  put  to  work  on  all  big  "RUSH  JOBS." 
Why?    Because  they  give  absolute  satisfaction. 

2000  Candle  Power  of  the  Brightest  Light  Possible.      Sent  on  trial,  guaranteed  to  be  as  represented.     Test  at  our  expense- 
CATALOGUES  FOR  THE  ASKING  WIRE  FOR  FREE  TRIAL 


W.  L.  FOSTER 

8  Lombard  Street  -:-  TORONTO 


Agents: 


MONTREAL,  QUE. 


WINNIPEG,  MAN. 
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Prudence  Urges  You 
to  Build  Soundly 


JUL. 


Buildings  today  need  mora 
gripping   hold    in    walls,  ceil 


rdinary  construction.  They  need  positive 
ors   and   roof   tc    withstand    the    strain  of 


.1001  s  anu  rooi  tc  witnstanu  me  strain  oi 
present-day  use.  Avoid  the  possibility  of  your  walls  and  ceilings  cracking  and 
crumbling  in  a  few  months'  time  by  the  use  of  a  sound,  positive  enduring  bond. 

PEDLAR'S  RIB  FABRIC 

— Made  in  three  depths  of  Rib — 
DEEP  RIB,  THREE  RIB  and  FIVE  RIB 

Insures  you  walls  and  ceilings  of  permanent  smoothness. 


"Kill   Fabric"  Ceiling 


The  line  mes'.i  of  Pedlar's  Rib  F: 
or  cement  it  is  practically  impos: 
The  saving  in  labor,  and  time-cc 
ings  is  a  feature  you  can  depem 
For  roofs  and  floors  it  makes  a 
ings  it  is  a  combination  of  met 
and  permanence. 
For  walls  and  partitions,  the  nl 
a  light,  strong,  thin  wall  that  b 
proof,  too. 

Why  not  make  your  buildings  as 
and  tire-proof  as  those  of  other  1 
Kib  Fabric? 


tbiic  imbeds  itself  so  thoroughly  in  the  plaster 
.ible  for  it  to  crack,  crumble  or  pull  away, 
ist  through  doing  away   with   forms  or  center- 
1  and  calculate  on,  in  your  estimates, 
light,  strong  tire-proof  construction.     For  Ceil- 
al  lath,  and   furring,  facilitating  rapid  erection 

i  does  away  with . permanent  studding,  making 
;  not  only  sanitary,  and  tire-proof,  but  sound- 
free  fiom  cracks  and  cuimblings,  as  permanent 
uilders  prudent  enough  to  use  Pedlar's  Perfect 


Ask  us  to  send  you  the  Fire-Proofing  Catalogue  C.  R.  Today. 


"Rib   Fabric"  Roof 


THE  PEDLAR  PEOPLE  Limited 

(ESTABLISHED  1861) 
Executive  Office  and  Factories:  Oshawa,  Ont. 
Branches:    Montreal,  Qttawa,  Toronto,  London,  Winnipeg 


CARTER'S 

DRY 

Red  Lead  Orange  Lead  Litharge 

What  are  your  requirements  for  Dry  Red  Lead,  Orange  Lead  or  Litharge?  We  are  offering  you  a  Canadian  made 
product  manufactured  by  a  Canadian  Company. 

The  best  quality  of  Red  Lead,  Orange  Lead  or  Litharge  can  be  procured  right  here  in  Canada  at  the  most  favorable 
prices.  The  highest  standards  are  strictly  observed  and  your  requirements  can  be  filled  completely  without  any  delay, 
and  to  your  entire  satisfaction. 

We  manufacture  special  Red  Lead  and  Litharge  for  Color  Makers,  Rubber  Makers,  and  Varnish  Makers,  and  are  also 
manufacturers  of  Oxides,  specially  suited  to  Potters  and   Storage   Battery  Makers. 

Do  not  let  this  opportunity  go  by  but  drop  us  a  line  and  ask  us  for  our  prices  and  further  information  regarding  our 
products. 

The  Carter  White  Lead  Company  of  Canada,  Limited 

91  Delorimer  Ave.,  Montreal 
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Bar  Iron 


Carried  in  all  sizes  and  lengths 
for  immediate  shipment. 


Small  Angles 

From  y4"xy4"xy8"  to  2"x2"x 
%"  in  all  sizes,  thicknesses  and 
lengths. 


Reinforcing  Bars  for  Concrete 

Medium  Steel,  Square  Cold  Twisted,  sizes  from        to  lengths  up  to  60  feet.  Me- 

dium Steel,  Plain,  Round  and  Square  sizes  from  y4"  to  1*4",  lengths  up  to  60  feet. 


Steel  Sheets 

complete  range  from  10  gauge  to  16 
ge,  for  immediate  shipment. 


Steel  Plates 

All  sizes  from  3/16"  to  1"  thick,  in  stock 
now. 


Wif  dCj'8ci  and  fabricate  a11  kinds  of  structural  steel,  and  carry  at  all  times  a  6000-ton  stock  of  Beams,  Chan- 
nels. Broad  Flange  Beams,  Plates  and  Angles,  Rivets,  Bolts,  Shafting,  Transmission  Machinery,  etc.,  besides 
tnose  mentioned  above — ready  for  immediate  shipment. 

We  have  a  monthly  stock  list  that  should  be  on  your  desk.    Ask  for  it. 


ORMSBY 


Fire  Doors 


The  practical  fire-proofing  features  of  Ormsby  Rolling 
Steel  Doors  are  based  on  actual  tests  under  conditions 
similar  to  the  most  severe  fires.  Therefore  you  can 
be  absolutely  certain  they  are  safe  and  sure. 

Our  fireproof  doors  are  made  in  any  size  desired.  They 
are  the  neatest  and  best  appearing  of  any  door  made 
and  operate  easily  at  all  times.  Made  to  operate  by 
hand  or  power.  Can  be  supplied  with  Underwriters' 
Label  when  desired. 

We  have  an  interesting  new  catalogue  giving  valuable 
information  on  fireproofing  openings  of  every  kind. 
Free  for  the  asking. 


A.  B.  Ormsby  Co.,  Limited,  Toronto 

Associated  with  The  Metal  Shingle  &  Siding  Co.,  Limited,  Preston,  Montreal,  Winnipeg 


September  27,  L916 


THE    CONTRACT  RECORD 


929 


i  J  ESTABLISHED   I88«  — 

gntract  Record 

^Engineering  Review 


Published  Each  Wednesday  by 

hugh  c.  Maclean,  limited 

HUGH  C.  MacLEAN,  Winnipeg,  President. 
THOMAS  S.  YOUNG,  General  Manager. 
HEAD  OFFICE  -  347  Adelaide  Street  West,  TORONTO 
Telephone  A.  2700 

MONTREAL  -  Telephone  Main  2299  -  119  Board  of  Trade 
WINNIPEG  -  Telephone  Garry  856  -  302  Travellers'  Bldg. 
VANCOUVER  -  Tel.  Seymour  2013  -  Winch  Building 
NEW  YORK  -  Tel.  3108  Beekman  -  1123  Tribune  Building 
CHICAGO  -  Tel.  Harrison  5351  -  1413  Gt.  Northern  Bldg. 
LONDON,  ENG.  16  Regent  Street  S.W. 

SUBSCRIPTION  RATES 
Canada  and  Great  Britain,  $2.00.    U.  S.  and  Foreign,  $3.00. 
Single  copies  10  cents 

Authorized  by  the  Postmaster  General  for  Canada,  for  transmission 
as  second  class  matter. 

Entered  as  second  class  matter  July  18th,  1914,  at  the  Postoffice  at 
Buffalo,  N.  Y.,  under  the  Act  of  Congress  of  March  3,  1879. 


Alphabetical  Index  of  Advertisers 


 Pageje  

Vol.  30  September  27,  1916  No.  39 


Principal  Contents  Pagt. 

Editorial  ...   929 

Progress  on  Halifax  Ocean  Terminals    932 

The  New  Works  Now  Under  Construction   935 

Special  Methods  of  Construction    941 

The  Economic  Value  of  Port  Facilities    943 

Fall  of  Quebec  Bridge  Due  to  Broken  Casting    945 

A  Good  Roads  Association  Formed  in  the  Province  of 

Nova  Scotia   .'   947 

Unique  Steel  Caisson  Construction    948 

Practical  Methods  of  Measuring  Flowing  Water   949 

Mainly  Constructional    950 


The  Engineer  and  Political  Life 

IT  has  been  repeatedly  pointed  out  that  engineers 
as  a  profession  do  no  publicly  interest  themselves 
in  the  political  life  of  their  communities.  Perhaps 
owing  to  those  very  qualities  of  modesty  and 
thoughtfulness  that  are  characteristic  of  the  man  with 
a  constructive  mind,  they  refrain  from  entering  into 
the  realms  of  public  life.  They  seemingly  do  not  care 
to  become  involved  in  the  discussions  and  criticisms 
that  are  inseparable,  apparently,  from  political  offices. 
For  these  reasons  it  is  a  rare  occurrence  to  find  an 
engineer  occupying  a  high  and  influential  position  in 
the  community  or  nation.  And  yet  these  are  the  very 
men  who  should  take  most  interest  in  the  political  life 
of  their icountry.  They  are  the  men  oi  all  men  who 
have  built  up  its  resources,  developed  its  wealth,  pro- 
moted its  manufactures,  enlarged  its  markets.  It  lias 
been  the  duty  of  our  engineers  to  take  what  natural 
sources  of  wealth  we  have,  and  by  planning  and  con- 


structing our  great  systems  of  transportation,  erecting 
our  industrial  plants,  harnessing  our  water  powers, 
and  providing  our  machinery,  to  build  up  what  great- 
ness we  may  possess.  Engineers  have  done  all  this, 
and  yet  rarely  are  they  seen  in  those  executive  posi- 
tions where  they  may  direct  the  results  of  their  handi- 
work. 

Engineers,  perhaps,  lack  the  aggressiveness  of  those 
other  types  of  citizens  who  from  sheer  push — or  pull — 
reach  the  high  offices  that  public  or  private  life  has  to 
offer.  It  does  not  require  much  investigation  to  show 
that  lawyers,  for  example,  have  enthroned  themselves 
in  positions  of  influence  and  dignity.  Lawyers  are 
found  as  the  mayors  of  our  cities,  members  of  our 
commissions,  ministers  of  our  provinces,  premiers  of 
our  nation.  They  have  given  themselves  these  places 
by  virtue,  not  necessarily  of  their  ability,  but  of  their 
intermingling  with  the  political  life  of  the  day,  of  their 
entering  into  the  discussions  and  problems  of  civic  or 
national  importance. 

*  *  * 

Yet  engineers,  whose  profession  is  a  symbol  of 
public  service,  whose  work  is  intended  only  to  embody 
the  principles  of  science,  uninfluenced  by  the  thoughts 
of  political  graft  or  popular  gain,  should  be  as  capable 
in  the  high  offices  as  the  members  of  the  legal  profes- 
sion. Just  trying  to  build  things  honestly,  strongly, 
and  straightforwardly  is  the  engineer's  business,  and 
a  little  more  of  this  same  spirit  and  influence  in  politics 
would  solve  many  governmental  problems.  There 
seems  to  be  all  too  little  of  the  unselfish  in  our  public 
administration,  too  much  of  the  spirit  of  equivocation. 
It  is  not  saying  too  much  for  the  engineering  profes- 
sion to  suggest  that  its  members  can  help  to  provide  a 
solution  for  such  problems.  The  community  would 
benefit  greatly  by  the  entrance  of  the  engineer  into  its 
problems  and  difficulties.  Frequent  remarks  are  made 
that  the  best  qualified  citizens  do  not  attend  properly 
to  their  political  duties,  and  from  this  point  of  view 
alone  it  would  be  wise  to  educate  the  engineer  to  do 
his  share. 

r 

Without  in  any  way  deprecating  the  valuable  work 
that  lawyers  have  done  in  the  way  of  public  service, 
yet  it  would  not  be  without  benefit  for  engineers  to 
replace  to  some  extent  many  lawyers  in  public  places, 
because  their  aspects  and  viewpoints  materially  differ. 
The  lawyer  is  essentially  a  critic,  an  analyst,  while  the 
engineer  is  constructive,  a  planner,  a  builder,  and  his 
very  familiarity  with  those  essentials  of  national  de- 
velopment equip  him  for  a  higher  place  in  the  evolu- 
tion of  a  democratic  nationhood. 

*  *  * 

An  interest  in  politics  on  the  part  of  the  engineer 
would  benefit  not  only  the  nation,  but  also  himself. 
By  familiarizing  himself  with  the  machinery  of  popu- 
lar government,  by  striving  continually  to  discuss  and 
solve  the  political  problems  and  programmes  he  would 
be  developing  those  close  and  friendly  relationships 
with  men  of  other  outlooks  in  such  a  way  as  to  pro- 
mote broad-mindedness  and  permit  him  to  meet  men 
on  their  own  ground.  The  enlarged  acquaintance 
would  make  him  quick  and  accurate  in  judging  men 
and  adapting  himself  to  any  situation,  besides  enabling 
him  to 'popularize  Ids  technical  and  scientific  know  - 
ledge. Undoubted  benefits  would  accrue  to  him  per- 
sonallv. 

There  is  no  doubt  but  that  the  majority  of  engi- 
neers think  over  the  political  questions  and  suggest 
solution  in  their  own  minds.  Th^y  cannot  help  but  do 
ibis,  as  they  are  constantly  in  contact  with  these  pro- 
blems and  with  the  men  who  are  bringing  them  up. 
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However,  there  seems  to  be  an  inborn  tendency  to 
keep  these  thoughts  secret.  Kngineers  do  not,  as  a 
rule,  admire  publicity,  ami  for  this  reason  keep  them- 
selves  apart  from  political  and  governmental  life.  But, 
a-  we  have  tried  tn  point  out,  such  benefits  will  accrue, 
personally  and  generally,  that  we  would  urge  engi- 
neer^, as  a  profession,  to  shed  this  cloak  of  modesty 
and  realize  that  patriotism,  devotion,  and  foresighted- 

neSS  should  require  them  to  adopt  a  truly  national 
spirit. 


Organized  Advertising  Pays 

IN  an  editorial  office  there  is  unexcelled  opportunity 
for  studying  the  trend  of  the  technical  mind  as 
exhibited  and  exemplified  in  the  pages  of  contem- 
porary journals,  and  it  has  been  a  matter  of  ob- 
servation for  some  time  that,  in  a  majority  of  the  ex- 
changes, publishing  matter  of  supposedly  general  in- 
terest, a  very  large  proportion  of  the  articles  are  de- 
voted to  describing  concrete  and  its  application  in 
some  form  or  another.  The  Contract  Record  has 
always,  we  believe,  endeavored  to  avoid  this  exclusive- 
ness  by  showing  a  broad  interest  and  by  developing, 
.i-  far  as  possible,  the  engineering  and  contracting 
field  in  all  its  branches.  This  magazine  aims  to  divide 
its  pages  in  a  fair  measure  among  the  various  con- 
structional interests  without  attempting  to  emphasi/.e 
to  too  great  an  extent  any  particular  branch.  The 
fact  remains,  however,  that  our  contemporaries  show 
a  prevailing  tendency  to  specialize  on  concrete,  and  to 
such  an  extent  that  it  is  probably  safe  to  state  that 
more  space  is  devoted  to  the  study  of  this  material 
than  to  all  the  other  structural  products  or  methods 
added  together. 

There  is,  no  doubt,  a  definite  reason  back  of  this. 
In  searching  for  an  explanation  we  have  come  to  the 
conclusion  that  this  condition  merely  indicates  the 
channels  along:  which  men's  thoughts  are  being  direct- 
ed. It  is  an  accepted  principle  that  the  press  expresses 
public  opinion,  and  a  technical  journal,  of  necessity, 
treats  of  those  matters  in  which  its  readers  are  most, 
interested.  If  the  majority  of  the  articles  extol  the 
\  irtues  of  concrete,  it  is  an  indication  that  the  majority 
i  >f  readers  are  looking  for  information  about  this 
material.  It  proves  that  for  some  reason  concrete  is 
uppermost  in  the  mind;  that  it  occupies,  for  a  time  at 
least,  a  pedestal  in  public  thought  and  interest.  _ 

Certain  conditions  are  undoubtedly  operating  to 
produce  such  a  result — a  result  which,  on  the  surface 
does  not  seem  fair,  perhaps,  to  the  manufacturers  of 
those  other  products  that  are  just  as  favorably  asso- 
ciated with  engineering  and  contracting  projects.  Con- 
crete is  a  new  material.  It  is  universally  employed ; 
its  use  is  almost  unlimited;  its  application  unrestrict- 
ed; it  is  a  substance  that  appeals  to  the  people  because 
the  people  can  handle  it.  Does  not  this  universality 
explain  in  a  certain  way  why  technical  pages  abound 
with  matter  regarding  it?  The  very  fact  that  concrete 
is  new  and  even  yet  in  an  experimental  stage  seems  to 
provide  a  certain  justification  for  giving  it  greater  con- 
sideration. It  is  merely  a  case  of  more  thought  being 
given  to  concrete  than  to  anything  else,  and  these  ideas 
give  way  to  words  in  the  editorial  columns. 

To  account  for  this  public  attitude,  however,  a 
possibly  stronger  reason  has  impressed  itself  upon  us, 
and  this  is  the  active  campaign  that  the  cement  manu- 
facturers are  carrying  on.  The  Portland  Cement  As- 
sociation, for  example,  have  been  placing  their  product 
prominently  before  the  public  by  a  strenuous  publicity 
and  advertising  campaign.  A  series  of  booklets  and 
pamphlets  issued  by  this  association  has  been  widely 


reproduced*  The  work  of  this  organization  has  un- 
doubtedly contributed  to  the  extensive  use  of  this 
material,  and  lias  directly  or  indirectly  affected  the 
policy  of  main  technical  journals.  Such  advertise- 
ment creates  a  demand  and  an  interest  in  the  product 
that  cannot  possibly  result  from  mere  merit  alone 
without  tlie  aid  of  publicity.  The  cement  manufac- 
turers early  realized  that  if  concrete,  new  and  untried 
as  it  was,  was  to  attain  any  measure  of  success  in  the 
face  of  the  competition  of  well-established  and  suc- 
cessful structural  materials,  an  energetic  and  strenuous 
organization  must  be  established  to  impress  the  pub- 
lic with  its  advantages. 

(  )n  the  other  hand,  we  feel  that  the  lack  of  infor- 
mation in  regard  to  other  materials  is  due  in  no  slight 
degree  to  the  evident  lack  of  a  similar  campaign  on 
the  part  of  such  people  as  the  brick,  the  tile,  the  metal 
manufacturers,  and  so  on.  Any  associations  that  these 
interests  mav  have  are  not  making  themselves  felt; 
they  are  engaging  apparently  in  no  active  or  extensive 
publicity  or  advertising  campaigns  like  the  Lime  Bu- 
reau or  the  Cement  Association.  It  may  be  that  they 
feel  that  they  represent  industries  well  established 
which  require  no  public  advertising,  but  now,  as  al- 
ways, union  is  strength,  and  the  example  of  the  cement 
makers  is  only  an  indication  that  a  similar  plan  would 
produce  results  in  other  lines,  and  that  it  would  be 
none  the  less  effective  and  prolific. 

To  show  to  what  extent  the  cement  people  are  will- 
ing to  go,  we  are  informed  that  a  prominent  Canadian 
cement  manufacturing  linn  intends  to  build  a  model 
concrete  road  at  its  own  expense,  the  object  being,  no 
doubt,  to  show  antagonists  how  perfect  a  road  can  be 
built  of  this  material,  to  counteract  a  prejudice  that 
has  been  created  bv  virtue  of  a  number  of  such  road 
failures.  This  corporation  is  willing  to  stake  a  large 
sum  of  money  if  by  doing  so  it  can  attain  an  object 
that  will  repay  manifoldly  by  creating  a  demand  for 
such  roads.  Where  are  the  brick  manufacturers?  Win- 
do  the'v  not  take  advantage  of  the  failures  and  defects 
of  concrete?  The  reason  is  that  they  do  not  appear  to 
possess  an  organization  that  is  effective  in  furthering 
their  interests.  They  are  dormant  and  inactive.  We 
are  not  desirous  of  deprecating  the  popularity  of  con- 
crete, but  our  object  is  to  suggest  a  remedy  for  the 
disadvantage  under  which  the  brick,  steel,  and  iron 
interests  are  laboring.  x 

We  throw  this  out  by  way  of  suggestion,  so  that  it 
might  meet  the  eyes  of  those  who  feel  that  con- 
crete is  receiving  more  than  its  due  share  of  editorial 
comment.  Let  the  manufacturers  in  whatever  field 
they  may  operate,  create  such  associations  or  bureas 
as  will  foster  their  wares  and  their  advantages,  and  we 
feel  sure  that  the  technical  press  will  co-operate  to  the 
fullest  extent. 


Contractors  Lose  Valuable  Mixing  Plant 

An  unfortunate  mishap  occurred  on  September  14 
at  the  St.  Charles  River  improvement  work,  when  a 
scow  with  a  complete  concrete-mixing  outfit  on  board 
capsized.  The  ecptipment  consisted  of  a  tower  70  feet 
high,  a  concrete  mixer  of  one-yard  capacity,  steam 
hoisting  engine,  boiler,  and  accompanying  equipment. 
The  failure  was  caused  by  the  fall  of  a  large  bucket 
from  the  top  of  the  tower  just  after  mixing  had  been 
commenced.  This  fell  with  sufficient  force  to  pierce 
the  bottom  of  the  scow,  which  filled  with  water,  turned 
turtle,  and  now  lies  on  its  side  at  the  bottom  of  the 
river,  together  with  the  tower  and  machinery.  The 
fall  of  the  bucket  is  said  to  be  due  to  the  snapping  of  a 
cable. 
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Cracks  in  Concrete  Roadways 

CONSIDERABLE  interest  has  been  aroused  by 
the  report  of  Commissioner  of  Works  Harris, 
Toronto,  on  the  defects,  especially  cracks,  that 
have  developed  in  the  Toronto-Hamilton  high- 
way, the  40-mile  concrete  roadway  nearing  construc- 
tion between  Toronto  and  Hamilton.  That  defects 
have  appeared  in  this  roadway  is  regrettable,  as,  with 
later  developments  and  further  experience  in  the  plac- 
ing of  concrete  roads,  it  has  been  hoped  that  engineers 
were  gradually  overcoming  this  objectionable  weak- 
ness in  concrete  roads.  Some  of  the  discussions,  how- 
ever, almost  seem  to  have  lost  sight  of  the  fact  that  it 
is  a  very  difficult  matter  to  lay  down  a  concrete-faced 
road  without  cracks  developing'  later,  unless  a  very 
great  added  expenditure  in  the  way  of  metal  reinforce- 
ment is  incurred.  In  the  United  States,  where  the  ex- 
perience in  laying  concrete  roads  extends  over  a  longer 
period  and  a  much  greater  mileage  than  it  does  in 
Canada,  this  weakness  of  the  concrete  road  is  well 
recognized.  For  example,  a  report  has  just  been  issued 
by  the  Portland,  Ore.,  Chamber  of  Commerce  Paving 
Committee  on  the  comparative  value,  cost  of  installa- 
tion, and  maintenance  cost,  of  various  types  of  country 
roads,  and  this  report  contains  the  following  para- 
graph regarding  the  concrete  roadway  : 

"It  is  particularly  susceptible  to  physical  forces. 
This  susceptibility  is  caused  by  its  tendency  to  expand 
and  contract,  principally  to  contract  ;  the  result  is  that 
at  an  earlv  period  of  its  life  it  develops  cracks.  .  .  . 
li  is  generally  conceded  that  the  crack  in  the  concrete 
pavement  cannot  be  entirely  eliminated.  It  can,  how- 
ever, be  controlled." 

In  the  fourth  report  of  the  Illinois  Highway  Com- 
mission, which  covered  the  years  1910-11-12,  the  fol- 
lowing paragraph  appeared : 

"Owing'  to  the  constant  movement  of  concrete 
pavement,  due  to  temperature  changes,  it  is  impossible 
to  prevent  cracks  forming.  On  hot  days  the  pavement 
tends  to  lengthen  and  on  cold  days  to  shorten.  It  is 
evident  that  the  cracks  form  when  the  pavement  tends 
to  shorten." 

Reference  is  also  made  to  this  subject  in  a  report 
made  in  1913  to  the  taxpayers  of  Highland  Park,  111., 
by  Mr.  Paul  E.  Green,  Mem.  A.S.C.E.,  regarding  the 
road  system  as  it  exists  in  Wayne  County.  Mr.  Green 
says : 

"The  large  proportion  of  failures  observed  by  the 
writer  has  catised  him  to  seriously  doubt  the  utility  of 
this  product  as  a  wearing  surface,  in  cities  especially. 
While  cracking  will  not  be  a  serious  defect  as  far  as 
concerns  the  appearance  on  country  roads,  the  writer 
has  always  believed  that  in  city  streets  the  tendency  of 
concrete  to  crack  and  spawl  is  always  a  serious  objec- 
tion to  its  use." 

And  later  in  his  report :  "Another  proper  location  for 
such  a  road  would  be  in  the  country,  where  the  value  of 
the  property  will  not  be  affected  by  cracking."  And 
again  :  "Practically  all  classes  of  concrete  pavements 
on  city  streets  observed  by  the  writer  in  the  last  five 
years  have  cracked  badly  before  they  are  two  years 
old.  In  most  cases  they  are  also  badly  worn."  And, 
finally,  of  the  Wayne  County  roads  he  observes  :  "Thir- 
ty-two per  cent,  of  the  individual  slabs  of  the  1909 
work,  twenty-seven  per  cent,  of  the  1910  work,  four- 
teen per  cent,  of  the  1911  work,  and  twenty-one  per 
cent,  of ■  the  1912  work  is  cracking  and  showing  signs 
of  wear."  We  might  add  that  the  Wayne  County 
roads  are  considered  among  the  best  in  the  United 
States. 

These  quotations  are  not  given  as  an  attempt  to 


cover  up  any  defects  that  may  have  developed  in  this 
roadway.  They  are  simply  offered  as  indicating  the 
information  that  was  available  before  the  work  was 
begun  at  all.  Therefore,  if  those  who  authorized  the 
building  of  this  road  are  surprised  at  its  condition  it 
would  indicate  that  they  acted  without  sufficient  know- 
ledge. It  has  not  yet  been  shown  that  the  engineers 
omitted  to  take  every  precaution  known  to  the  pro- 
fession. 


Major  Doane  on  Leave  of  Absence 

Some  days  ago  we  noted  in  one  of  our  exchanges 
that  City  Engineer  Doane  was  leaving  the  employ  of 
the  city  of  Halifax,  and,  feeling  that  the  situation 
called  for  an  explanation,  we  wrote  their  city  clerk  for 
a  verification  of  the  report.  The  reply  is  so  satisfac- 
tory that  we  take  pleasure  in  reproducing  it  below. 
Evidently  Doane  suits  Halifax  and  Halifax  suits 
Doane.    We  hope  the  separation  may  be  brief: 

Halifax,  N.S.,  Sept.  15,  1916. 
Editor  Contract  Record: 

In  reply  to  your  favor  of  12th  inst.,  1  beg  to  inform 
you  that  you  are  "in  wrong"  in  imagining  that  our 
Doane  has  severed  his  connection  with  the  city  of 
Halifax  as  city  engineer.  For  very  many  years  Mr. 
Doane  belonged  to  our  volunteer  militia,  being  a  major 
in  the  63rd  Halifax  Rifles,  and  some  months  ago  was 
appointed  quartermaster  in  the  219th  Battalion  for 
service  overseas.  He  has  been  granted  leave  of  ab- 
sence from  his  civic  duties  during  the  period  of  the 
war,  but  lias  by  no  means  severed  his  connection  with 
the  city.  No  other  reason  than  a  war  like  the  present 
could  induce  Halifax  to  part  with  Doane. 

During  Mr.  Doane's  temporary  absence  his  assist- 
ant, H.  W.  Johnston,  has  been  appointed  acting  city 
engineer.  Yours  truly, 

L.  Fred  Monaghan, 

City  Clerk. 


Protection  Dyke  at  Laprairie 

The  government  plans  for  improving  and  complet- 
ing the  protection  dyke  at  Laprairie,  P.Q.,  include  the 
construction  of  a  flat-top  reinforced  concrete  culvert, 
with  a  clear  span  of  eight  feet  and  a  slab  thickness  of 
12  inches;  the  extension  of  the  drain  pipes  of  corru- 
gated galvanized  iron ;  alteration  of  the  eastern  and 
part  of  the  western  slope  of  the  dyke  with  stone  filling 
and  riprapping  from  1  to  4  to  1  to  1  ;  raising  and  widen- 
ing the  iron  bridge  over  Little  River- St.  James;  and 
completing  a  macadamized  road  way  on  the  top  of  the 
dyke  and  on  the  inclined  roadways.  It  is  estimated 
that,  in  addition  to  18,000  tons  of  stone  on  the  site  of 
the  work,  13,000  tons  will  be  required  to  complete  the 
job. 


The  first  slate-quarry  in  Canada  was  opened  at 
Cleveland,  Richmond  County,  N.S.,  as  far  back  as 
1854,  and  within  the  next  few  years  several  others 
were  opened  on  the  same  belt,  but  small  success  has 
attended  the  trade.  Only  one  of  the  old  slate  quarries 
has  survived.  At  New  Rockland  is  the  Prince  Albert 
Quarry,  which  was  opened  in  1868.  The  mineral  is 
a  dark  grey,  uniformly  colored,  mica  slate,  with  good 
cleavage  and  a  clear  ring.  The  stock  splits  easily  on 
the  grain,  which  is  vertical.  The  surface  is  fairly 
smooth  and  flat,  and  whilst  there  are  considerable  py- 
rites contained  in  some,  others  are  practically  free. 
The  slate  darkens  much  on  exposure,  but  its  erosion 
is  insignificant . 
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Progress  on   Halifax   Ocean  Terminals 

Substantial  and  Consistent  Advancement  in  Spite  of  War 
Conditions— One  of  the  Largest  Port  Developments  in 
the  World  and  Easily  the   Most   Extensive   in  America 


OX  K  of  the  largest  port  developments  in  the 
world  and  easily  the  most  extensive  project 
of  its  kind  in  America  is  the  construction  of 
the  new  deep-water  terminals  at  Halifax,  at 
present  being  carried  out  under  the  jurisdiction  of  the 
Department  of  Railways  and  Canals  of  the  Dominion 
Government.  In  this  work  there  are  planned  many 
radical  improvements,  comprising  an  entire  revision  of 
tbe  railway  and  steamship  facilities  of  the  city  of  Hali- 
I  \.  \\  hich  are  destined  to  make  this  one  of  the  greatest 
ocean  ports  of  the  continent.  The  scheme  was  started 
in  1 1  >  1 3  and  has  been  consistently  carried  forward,  even 
during  the  financial  difficulties  of  the  past  two  years, 
that  at  present  a  most  substantial  advance  has  been 
made.  It  is  estimated  that  $30,000,000  will  be  required 
t<>  bring  the  work  to  completion. 

The  project,  as  planned,  will  be  very  comprehensive, 
intended  to  be  co-operative  with  the  Dominion's  trans- 
continental railway  schemes  and  to  be  an  inducement 
for  the  transatlantic  trade  centering  around  not  only 
interior  Canada,  but  also  the  United  States.  The  de- 
velopment of  the  port  will  be  an  economic  factor  in 
the  expansion  of  the  Canadian  nation  and  its  growth 
into  a  world-trading  people.  In  the  period  of  recon- 
struction after  the  war  Canada's  great  eastern  port  will 
undoubtedly  have  a  very  extensive  part  to  play  and  the 
work  going  forward  at  the  present  time  will  ensure 
a  partial  completion  of  the  scheme,  at  any  rate,  in 
sufficient  time  to  take  its  place  in  this  revivifying 
period. 

Excellent  Advantages 

The  location  of  Halifax  is  admirably  suited  to  com- 
pete with  the  large  Atlantic  ports  on  the  United  States 
seaboard.  It  is  situated  on  a  harbor  with  exceptional 
natural  advantages,  affording  direct  passage  for  the 
largest  ocean  vessels  from  the  sea  through  a  wide  bay 
entrance  to  deep  water  berths,  amply  protected  and 
sheltered,  with  plenty  of  space  for  manoeuvering.  This 
harbor  differs  from  the  St.  Lawrence  ports  in  being 
free  of  ice  the  entire  year,  which  renders  it  specially 
-uitable  for  year-round  ocean  traffic.  It  is  furthermore 
the  closest  port  to  Europe  and  only  twenty  to  forty 
miles  out  of  the  accepted  paths  of  transoceanic  steam- 
ers bound  to  or  from  United  States  ports- 

The  government-owned  Intercolonial  and  National 
Transcontinental  Railways  have  their  eastern  terminus 
at  this  point  and  it  is  essential  that  a  port  should  be 
projected  comparable  with  the  trade  which  this  railway 
and  the  private  lines  will  foster.  It  will  therefore  be 
a  most  important  link  in  the  growing  chain  that  will 
embrace  and  embody  a  more  widely  distributed  trade 
development.  Halifax  will  have,  in  its  new  harbor,  a 
dominant  advantage  in  intercepting  the  European 
trade,  both  to  and  from  the  Dominion.  This  trade  has 
been  developing  and  expanding,  but  a  great  deal  has 
been  regulated  by  the  past  superior  facilities  of  United 
States  railways,  which  have  directed  a  very  material 
part  over  its  transportation  systems.  It  was,  there- 
fore, only  a  part  of  an  economically  important  policy 
that  more  weight  should  be  attached  to  the  estab- 
lishment of  a  greater  ocean  port  on  Canadian  soil, 


correlated  to  the  great  railway  developments,  so  that 
this  growing  trade  between  our  people  and  the  Euro- 
pean nations  may  be  controlled  entirely  through  our 
own  jurisdiction  and  be  independent  of  any  dictation 
from  outside  channels. 

Halifax  Railway  Facilities 

Although  Halifax  is  admirably  situated  so  far  as 
ocean  facilities  are  concerned,  its  development  since 
the  railroads  have  become  an  economic  factor,  has  been 
surpassed  by  the  St.  Lawrence  ports,  due,  no  doubt, 
to  the  less  accessible  railway  connections.  Halifax,  as 
located  on  the  Nova  Scotia  peninsula,  requires  that  all 
rail  connections  go  north  to  the  narrow  neck  before 
reaching  the  city.  This  defect  has  prevented  Halifax 
from  monopolizing  the  eastern  trade  and  has  pro- 
moted the  development  of  the  more  accessible  river 
ports.  However,  the  new  projects,  including  railway 
facilities,  perhaps  second  to  none  on  the  continent,  will 
ensure  the  due  growth  of  this  most  easterly  port  and 
will  bring  to  it  the  trade  that  belongs  to  the  city  by 
right  of  its  location  at  Canada's  very  gateway. 


Fig.  1— Showing  present  terminus  and  new  ocean  terminals  at  Halifax,  N.  S. 


The  present  position  of  the  railway  terminals  in 
Halifax  is  far  removed  from  the  centre  of  the  city. 
Since  the  building  of  the  railroad  and  its  location  in 
its  present  situation  fifty  years  ago  the  city  has  grown 
southward  along  the  bay  on  which  it  stands,  with  the 
result  that  the  terminal  is  a  considerable  distance  from 
the  business  portion  of  the  city.  The  ocean  terminals 
are  close  to  the  station. 

For  a  long  time  it  has  been  realized  that  the  rail 
and  ship  facilities  were  inadequate  and  in  an  effort  to 
improve  conditions,  the  government  undertook  in  1010 
to  reconstruct  the  existing  wharfage  by  building  the 
large  reinforced  concrete  pier  No.  2,  which  has  just 
recently  been  completed. 

Realizing  that  this  reconstruction  would  be  merely 
a  makeshift  and  simply  tide  over  an  uncertain  period, 
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The  ConiraciJta5?deStE1n3glnterinB  Review  NEW  0CEAN  TERMINALS,  HALIFAX,  N.  S.— View  of  Shell  Yard  as  seen  from  the  mixing  plant.   The  concrete  cribs  shown  in  this  illustration  are  used  to  form  the  quay  walls.    Each  block  measures  22  ft.  by  31  ft.,  contains  30  cubic  yards  of  concrete  and  weighs  approximately 

September  27.  1916.  g3  tons    gome  0f  tne  steej  rorms  reatjy  for  pouring  are  seen  In  the  background. 
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steps  were  taken  to  adopt  such  measures  as  would 
fully  meet  the  requirements.  After  careful  and  extend- 
ed investigation  four  possible  designs  were  evolved, 
which  would,  furnish  every  modern  facility,  conveni- 
ence and  accommodation.  The  plans  which  were  pro- 
jected were:  (a)  An  extension  of  the  present  wharfage, 
which  was  rejected  chiefly  on  account  of  involving  ex- 
pensive dislocation  of  established  business  and  ware- 
house epiarters ;  (b)  and  (c)  schemes  on  the  Dartmouth 
shore,  opposite  Halifax,  abandoned  because  of  the  iso- 
lation of  the  sites,  and  (d)  the  adopted  project,  which 
includes  an  entire  revision  of  the  rail  and  ship  termin- 
als at  a  new  location,  south  of  the  present  docks  and 
nearer  the  centre  of  the  city.  This  new  scheme  pre- 
sented especial  advantages  over  the  other  suggestions 
and  its  adoption  was  accepted  and  work  of  construc- 
tion started  in  1913. 


The  plan  makes  ultimate  provision  for  27  large  ves- 
sels with  deep  water  berths  of  45  ft-  depths  at  low  tide. 
Ample  freight  and  passenger  handling  equipment  will 
be  installed  and  very  extensive  railway  connections 
are  planned,  including  a  new  entrance  to  the  city,  which 
has  been  practically  completed.  A  railway  station 
forming  a  unit  in  the  whole  plan  is  projected. 

New  types  of  design  and  construction  are  being 
employed  and  it  is  one  of  the  notable  features  of  the 
work  so  far  completed  that  all  plans  of  the  engineers 
have  been  justified  in  an  ample  degree  by  the  speed, 
cheapness  and  superiority  of  the  work.  It  is  a  matter 
of  pride  that  the  whole  scheme  has  been  attended 
with  an  unexpected  measure  of  success,  which  presages 
a  great  deal  for  the  city's  position  in  the  wide  but  close- 
knit  scheme  of  economic  growth  that  embraces  Can- 
ada from  the  Atlantic  to  the  Pacific. 


The  New  Works  Now  Under  Construction 


In  a  paper  on  ''Canadian  Ports."  read  by  Mr.  F.  W. 
Cowie,  B.A.Sc,  chief  engineer  Montreal  Harbor  Com- 
mission, at  the  convention  of  the  American  Associa- 
tion of  Port  Authorities,  held  in  Montreal  on  Sept.  13- 
15,  elaborate  data  was  given  of  the  ports  of  Halifax, 
Montreal,  Fort  William,  and  Port  Arthur.  The  paper 
was  a  most  exhaustive  one,  and  gave  information 
which  was  described  by  members  of  the  association 
as  of  great  value.  The  most  interesting  portion  dealt 
with  the  new  ocean  terminals  at  Halifax.  After  a 
brief  historical  sketch  and  particulars  of  the  present 
facilities,  Mr.  Cowie  proceeded  to  describe  the  new 
works  under  construction.  The  paper  is  abstracted 
in  the  following  paragraphs  : 

New  Railway  Pier  No.  2. 

A  new  government  railway  pier.  No.  2,  has  recently 
been  completed,  which  affords  a  fine  example  of  an  up- 
to-date  railway  pier.  It  is  700  feet  long  from  bulkhead 
to  end,  236  feet  in  width,  and  with  a  depth  of  45  feet. 
It  is  served  by  four  tracks,  one  on  each  side  and  two 
in  the  centre.  The  pier  is  covered  by  a  two-storey 
shed  700  feet  long,  with  a  total  width  of  199  feet.  The 
ground  floor  of  the  shed  is  4  feet  above  the  base,  to 
facilitate  loading  and  unloading  from  cars.  The  upper 
floor  is,  for  the  present,  used  for  immigration  pur- 
pose. This  pier,  which  is  of  reinforced  concrete,  con- 
structed on  reinforced  concrete  piles,  was  designed  by 
Sir  John  Kennedy,  consulting  engineer  Montreal  Har- 
bor Commissioners. 


The  total  berth  accommodation  for  ocean-going 
vessels  at  the  government  docks  is  for  9  to  12  steam- 
ers. In  connection  with  the  government  railway  ter- 
minals and  docks  there  is  a  500,000-bushel  grain  ele- 
vator, having  grain  conveyors  to  two  ocean  berths. 

Development  of  New  Harbor  Plans. 

For  some  years  it  has  been  known  that  Halifax  has 
been  working'  under  great  disadvantages.  The  piers 
were  inadequate,  and  did  not  lend  themselves  to  ex- 
pansion ;  the  railway  facilities  and  terminals  were 
badlv  located,  and  could  not  be  improved  on  account 
of  physical  conditions. 

In  1912  the  Government  of  Canada,  through  the 
Minister  of  Railwavs  and  Canals  and  the  general  man- 
ager of  the  Canadian  Government  railways,  took  up 
the  question  which  had  been  so  many  times  investi- 
gated before — as  to  whether  something  could  not  be 
done  so  as  to  provide  for  a  port  at  Halifax  suitable  to 
the  situation,  equal  to  the  requirements,  and  of  such  a 
design  that  business  would  be  attracted  in  the  inter- 
ests of  the  railways  and  in  the  interests  of  transporta- 
tion in  Canada. 

The  writer  was  given,  on  May  12,  1912.  this,  one 
of  the  most  interesting  orders  regarding  port  develop- 
ment, that  has  ever  been  given  to  an  engineer  to  work- 
out. After  a  conference  with  the  railway  and  local 
authorities,  and  after  a  study  of  the  requirements  of 
the  steamship  companies  and  of  the  present  and  pro- 
jected railway  traffic,  instructions  were  given  that  a 


Fig.  2-Halifax  Ocean  Terminals   showing  layout  of  quay  and  piers  and  location  of  railway  station. 
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Fig.  4— Interior  of  new  pier  and  shed  No.  2  of  the  I.  C.  Ry.  deep  water  terminals  at  Halifax,  N.  S. 
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proposed  scheme  should  he  prepared  which  would  pro- 
vide accommodation  as  follows : 

1.  As  soon  as  possible  new  accommodation  for  nine 
steamships. 

2.  In  three  or  four  years,  witli  the  advent  of  new 
railways,  further  accommodation  for  nine  steamships. 

3.  In  three  or  four  years  more,  after  the  opening 
of  the  Quebec  Bridge,  further  accommodation  for  nine 
steamships. 

4.  Possible  extensions  on  same  lines  in  the  future. 

5.  All  accommodation  to  be  permanent,  first  class, 
and  to  be  suitable  for  modern  steamships  of  the  very 
largest  type. 

6.  All  accommodation  to  be  designed  with  due  al- 
lowance made  for  probable  increase  in  dimensions  of 
vessels. 

7.  The  railway  terminals  to  be  improved  and  in- 
creased in  the  same  proportion. 

Four  Schemes  Proposed. 

After  a  very  careful  reconnaissance,  with  the  aid  of 
the  plans  and  information  available,  including  Bedford 
Basin,  the  Halifax  Peninsula,  and  the  Dartmouth 
shore,  it  was  found  that  sufficient  data  was  not  avail- 
able, and  complete  topographical  and  marine  surveys 
had  to  be  immediately  organized  for. 

With  full  information  available,  four  alternative 
proposals  were  carefully  considered.  Each  of  these 
proposals  provided  for  a  scheme  which  would  give  ulti- 
mate accommodation  for  20  to  30  full-sized  ocean 
steamships.  Scheme  "D" — George's  Island  extension 
— was  adopted. 

Following  the  growth  of  Halifax,  it  would  appear 
that  harbor  development  ought  to  have  extended 
southward  as  the  size  of  ships  increased  and  the  pro- 
tection required  lessened.  For  this  reason  it  now  ap- 
pears strange  that  when  the  railway  was  first  projected 
to  Halifax  it  was  not  located  to  the  westward,  around 
the  city,  to  a  port  terminal  conveniently  situated  rela- 
tive to  the- centre  of  the  city.  The  present  plan  pro- 
vides a  railway  entrance  from  the  west  and  south. 

The  physical  features  of  the  shore  at  this  location 
and  the  depth  of  water  are  the  best  in  the  whole  har- 
bor, and  are  well  suited  for  harbor  construction.  The 
approaches  from  the  city  are  very  much  superior  to 
possible  approaches  from  any  other  location  on  the 
peninsula.  The  scheme  provides  for  a  total  accommo- 
dation of  27  steamship  berths.  The  advantages  that 
are  attached  to  the  new  scheme  are: 

1.  The  union  passenger  station  and  ocean  steam- 
ship terminals  are  located  very  close  and  convenient  to 
the  centre  of  the  city. 

2.  The  passenger  landing  quay  is  of  the  bulkhead 
type,  to  facilitate  the  docking  and  departure  of  ships, 
and  is  located  on  a  part  of  the  water-front  where  pier 
construction  would  not  be  permissible  on  account  of 
George's  Island,  which,  however,  protects  the  site  from 
north  and  northeast  winds,  and  leaves  a  deep-water 
channel  of  at  least  800  feet  in  width. 

3.  The  utilization  of  a  part  of  the  city  water-front 
hitherto  but  little  developed  and  largely  unoccupied. 

4.  For  shipping,  a  ship  making  Halifax  a  port  of 
call  may  take  aboard  the  quarantine  officials  and  ex- 
amination may  be  completed  by  the  time  the  steam- 
Ship  is  turned  and  ready  to  dock. 

5.  For  railway  terminals,  the  location,  the  contour 
of  the  site,  and  the  access  to  the  steamship  terminals 
are  excellent. 

6.  Ample  accommodation  will  be  prov  ided  for  ves- 
sels making  Halifax  a  port  of  call,  lor  vessels  making 
it  their  home  port,  and  for  any  proposed  faS1  line  ser- 
vices. 


7.  If  at  any  future  time  it  is  required,  further  ex- 
tensions may  be  made  southward  or  northward  on 
symmetrical  lines. 

8.  As  a  whole,  the  scheme  was  designed  on  broad 
lines,  in  the  interest  not  only  of  the  city  but  for  the 
improvement  of  the  trade  and  commerce  of  the  whole 
Dominion.  It  may  also  be  stated  that  at  no  part  in 
the  world  is  there  a  record  of  any  equal  development 
at  anything  like  an  equal  expenditure. 

9.  The  cost  per  ocean  steamship  berth  available, 
including  everything  required  for  harbor  facilities,  will 
be  comparatively  low.  The  estimated  cost  per  stan- 
dard steamship  berth,  including  land,  two-storey 
quays,  sheds,  and  equipment,  is  $860,000. 

Disadvantages. 

The  only  disadvantage  which  has  up  to  the  present 
time  been  established  is  that  the  new  railway  passes 
through  a  residential  district  of  which  the  Halifax 
citizens  are  very  proud,  and  its  cost  will  be  high,  due 
to  the  preservation  of  the  city's  amenities. 

Improved  Railway  Facilities. 

I'lie  new  railway  approach  to  the  ocean  terminals 
commences  on  the  Intercolonial  Railway  near  Rock- 
ingham, at  a  distance  of  about  five  miles  from  the  ex- 
isting deep-water  terminals,  and  about  six  miles  from 
the  proposed  new  ocean  terminals.  Between  Rock- 
ingham and  Fairview  there  has  been  constructed  a 
new  freight  terminal  yard,  by  reclaiming  a  large  and 
comparatively  shallow  area  from  Bedford  Basin. 
There  will  he  no  grade  crossings,  the  railway  being 
carried  under  the  Southwestern  Railway,  and  in  all 
cases  either  under  or  over  roads  and  streets  by  means 
of  bridges.  These  bridges  have  been  designed  to  har- 
monize as  far  as  possible  with  their  surroundings. 

The  new  union  station  is  to  be  situated  near  the 
corner  of  Pleasant  and  South  Streets.  It  will  be  a 
large,  handsome,  and  substantial  structure  provided 
with  all  modern  conveniences  and  facilities  for  pas- 
sengers and  for  the  handling  of  baggage,  mails,  ex- 
press, etc. 

The  General  Scheme. 

The  general  scheme  provided  for  an  outer  break- 
water, a  system  of  double-berth  piers,  and  a  large 
bulkhead  landing  quay.  The  whole  scheme  will  ac- 
commodate 27  large-sized  ocean  steamships,  most  of 
the  berths  to  have  a  depth  of  45  ft.  at  low  tide.  The 
landing  quay  and  the  railway  terminal  and  station 
have  been  designed  to  provide  a  concentrated  unit  for 
quick  despatch.  A  system  of  piers  and  wharves,  with 
railway  approach,  was  designed,  so  that  excavation 
and  filling  would  result  in  an  even  balance,  including 
railway  cutting  and  large  classification  yards. 

The  piers  have  been  designed  tapering  towards 
their  outer  ends.  The  reason  for  this  is  to  reduce  the 
amount  of  dredging  and  walls  at  the  heads  of  the 
basins,  the  amount  of  walls  and  filling  at  the  pier 
heads,  and  to  give  the  greatest  widths  of  approach 
from  both  sea  and  land,  where  most  required,  namely, 
at  the  outer  ends  of  the  basins  and  inner  ends  of  the 
piers  respectively. 

It  was  decided  that  the  use  of  timber  in  modern 
construction  work  was  not  permissible,  in  view  of  the 
uncertainty  and  power  to  resist  indetinitelv  decav  and 
attack  from  sea  worms  and  insects,  danger  from  lire, 
liability  to  damage,  and  high  cost  of  maintenance,  as 
well  as  hav  ing  regard  to  the  best  modern  practice. 
Concrete  Construction  Employed. 

Concrete  in  its  various  applications  was  next 
studied.  Unlike  timber,  concrete  is  not  subjected  to 
attacks  of  the  teredo  and  limnoria  and   their  allies. 
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There  are  no  instances  on  record  of  damage  dune  to 
concrete  structures  by  sea  worms.  After  an  exhaustive 
study  of  the  chemical  action  of  sea  water  upon  con- 
crete it  was  decided  that  concrete,  it  properly  con- 
structed, is  perfectly  safe  in  these  waters,  when  not 
exposed  <>'  the  combined  action  of  sea  water  and  frost 
within  range  of  or  above  tidal  levels.  The  whole 
scheme  was.  therefore,  designed  so  that  all  concrete 
WOttld  he  moulded  in  air  and  fully  matured  before 
being  exposed  tn  -alt  water  below  tide  level.  Above 
tide  level  all  concrete  work   will  be  protected  by  a 

granite  wall. 

Quay  Wall  Design. 

The  quay  wall  designs  for  large,  modern  steam- 
ships requiring  a  vertical  wall  of  some  60  feet  in 
height,  capable  of  carrying  a  permanent  structure  with 
heavy  loads  and  built  on  rock  foundations,  called  for 
very  careful  consideration.  A  new  departure  in  design 
wa>  proposed  by  the  w  riter  and  very  carefully  worked 
out  by  Mr.  James  McGregor,  superintending  engineer, 
and  his  stall".  Before  adopting  his  design  careful  con- 
sideration was  given  to  the  following  types:  (a)  Con- 
crete block  w  ork,  with  mass  concrete  heart,  estimated 
<>-t  $550  per  lineal  foot;  (h)  reinforced  concrete  cais- 
son floating  to  position.  $540  per  lineal  foot;  (c)  solid 
block  wall.  S550  per  lineal  foot;  (d)  reinforced  con- 
crete decking  on  cylinder  pier,  $490  per  lineal  foot; 
(e)  adopted,  $490  per  lineal  foot. 

This  design  was  finally  evolved  and  adopted,  by 
which  it  is  hoped  to  combine  the  undoubted  advan- 
tages of  reinforced  concrete  with  those  of  cheaper 
mass  work  and  eliminate  to  a  great  extent  the  objec- 
tionable features  of  each,  and  at  the  same  time  produce 
a  wall  of  the  gravity  type  which  will  be  economical 
and  speedv  of  construction.  The  wall  is  designed  to 
lie  sufhcientlv  wide  at  high  water  level  to  carry  the 
tracks  for  'the  block-setting  Titan,  or  travelling  crane, 
and  later  to  support  the  front  rows  of  the  transit  shed 
pedestals  and  columns.  In  this  design  of  wall  the 
method  is  to  construct  stacks  of  cellular  reinforced 
concrete  shells  or  hollow  blocks,  one  perfectly  above 
the  other,  and  securely  bonded  and  bedded  by  means 
of  mass  concrete  and  grout  deposited  in  the  front  and 
middle  compartments  and  in  the  grout  holes.  The 
other  compartments  are  to  be  filled  with  rock  or  other 
provided  filling  in  order  to  give  the  wall  sufficient 
weight.  All  the  bottom  shells  and  half  of  the  height 
of  the  next  shells  above  are  to  be  completely  filled 
with  concrete  to  form  a  solid,  full-width  foundation 
and  ballast  floor.  Each  stack  of  shells  or  section  of 
the  wall  is  to  be  22  feet  long,  and  is  to  be  keyed  to  the 
adjoining  sections  by  means  of  vertical  guide  posts. 
The  object  of  these  posts,  which  are  constructed  of 
reinforced  concrete,  and  of  varying  sizes  so  as  to  main- 
tain a  true  distance  to  centres  of  stacks,  is  to  prevent 
all  lateral  movements  in  the  event  of  settling  taking 
place,  to  facilitate  the  setting  of  the  shells  under  water, 
and  to  prevent  the  escape  of  the  filling  in  and  behind 
the  walls. 

The  spaces  between  the  stacks  of  shells  arc  to  be 
filled  with  rubble  or  other  filling,  thus  forming  an  ex- 
pansion joint  and  a  means  whereby  each  stack  of  shells 
can  settle  independently  without  affecting  the  adjoin- 
ing portions  of  the  wall.  This  type  of  wall  lends  itself 
to  speedy  and  economical  construction. 

Granite  Facing. 

The  reinforced  concrete  shells,  whose  outer  faces 
mme  in  contact  with  the  sea  water,  are  to  be  build  up 
to  one  foot  below  extreme  low  water  level,  and  the 
portion  of  the  quay  above  this  level  is  to  be  con- 
structed with  smaller  blocks  up  to  high  water  level 


with  cut  granite  masonry  and  finished  with  a  cut  gran- 
ite coping  three  feet  wide.  The  reinforced  concrete 
and  mass  concrete,  therefore,  will  not  be  exposed  to 
tin'  action  of  frost  bet  ween  high  water  and  low  water. 

Mooring  hooks  or  bollards,  each  designed  to  fit 
into  and  to  correspond  with  the  granite  coping,  and  to 
safely  withstand  a  pull  of  75  tons,  are  to  be  placed 
along  the  face  of  quays  at  intervals  of  88  feet.  In 
places  w  here  it  is  found  necessary  this  spacing  is  to  be 
reduced  to  (>(>  feet.  In  order  to  balance  the  pull  on  the 
mooring  hooks  the  walls  at  these  points  are  to  be  an- 
chored back  to  concrete  blocks  by  means  of  2V\  in. 
diameter  steel  anchor  ties.  Granite  boat  stairs  and 
landings  are  to  be  provided  at  the  pier  heads,  the 
heads  of  basins,  and  at  the  ends  of  the  passenger  land- 
ing quay.  Iron  ladders  are  also  to  be  placed  in  suit- 
able recesses  at  frequent  intervals  along  the  faces  of 
tie  walls.  The  contract  cost  of  the  adopted  design, 
including  mooring  hooks,  ladders,  stairs,  fenders,  etc., 
and  excluding  only  dredging  and  filling,  will  be,  say, 
$490  per  lineal  foot. 

Progress  of  the  Work. 

The  contract  for  the  railway  approach  was  let  in 
1913.  It  is  now  practically  completed.  The  first  unit 
track  contract  was  let  in  fanuary,  1914.  The  break- 
water at  the  extreme  south  end  of  the  "terminal  site" 
is  completed,  and  has  amply  justified  both  its  location 
and  style  of  construction. 

During  the  year  excellent  progress  has  been  made 
with  the  construction  of  the  quay  walls  and  with  the 
dredging  of  the  rock  and  other  materials.  At  the  end 
of  July,  1916,  over  2,000  lineal  feet  of  quay  walls  have 
been  constructed  up  to  the  top  of  the  blockwork;  790 
feet  on  the  north  quay  of  basin  No.  1,  837  feet  on  the 
north  quay  of  pier  "A."  154  feet  on  the  bulkhead  pas- 
senger landing  quay,  and  220  feet  on  the  south  quay 
of  pier  "A." 

About  500  lineal  feet  of  granite  face-work  have 
been  set  up  to  the  coping  stone.  Over  500  lineal  feet 
of  foundations  are  prepared  on  solid  rock,  ready  for 
the  blockwork,  and  about  1.000  lineal  fd!et  of  rubble 
mound  foundations  are  in  place  and  in  the  course  of 
settling.  The  dredging  in  basins  Nos.  1  and  2  and 
along  the  passenger  landing  quay  is  now  about  80  per 
cent,  completed.  The  smoothness,  facility,  and  speed 
with  which  the  work  of  dredging,  block-making,  and 
setting  have  been  carried  out  during  the  past  year  have 
more  than  realized  the  expectations  of  the  designers. 

Manufacture  of  Concrete  Blocks. 

The  cellular  reinforced  concrete  blocks,  which  are 
made  in  a  well  laid-ont  and  equipped  block  yard,  are 
being  made  at  the  rate  of  from  10  to  13  per  day,  con- 
taining from  300  to  350  cubic  yards  of  concrete  and 
from  30  to  39  tons  of  reinforcing  steel.  Each  block 
contains  about  30  cubic  yards  of  concrete  and  weighs 
about  63  tons,  the  side  and  partitions  walls  being  8 
inches  thick. 

The  blocks  arc  lifted  from  their  moulding;  plat- 
forms after  maturing  28  days,  and  placed  on  flat  cars 
by  a  150-ton  standard  gauge  railway  wrecking  crane, 
enough  blocks  (13)  being  loaded  on  cars  at  a  time  to 
complete  one  section  of  quay  wall  22  feet  long.  The 
crane  then  travels  out  to  the  end  of  the  wall,  and  the 
blocks  mi  the  cars  arc  run  out  to  it.  They  are  then 
lifted  and  lowered  into  place,  being  guided  into  posi- 
tion by  the  reinforced  concrete  guide  and  key  posts 
used  between  adjoining  stacks  of  blocks.  The  single 
crane  in  Operation  sets  usually  one  stack  of  blocks,  or 
22  lineal  feet  of  wall,  a  day,  but  66  lineal  feet  of  wall 
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Fig.  5— Showing  plan  of  initial  work  on  new  ocean  terminals,  Halifax    View  from  tower  of  mixing  plant  looking  northeast.   The  lines  placed  on  this 
photograph  show  theoutside  lines  of  the  work  as  it  will  be  when  finished.    Dimensions  are  as  follows  :— Bulkhead  passenger  landing  quay  :  north 
wall,  335  4  feet :  east  wall,  2,006.0  feet ;  south  wall.  1.208.1  feet.   Pier,  "A"  :  north  wall,  1,250  feet ;  south  wall,  1,250 feet ;  east  wall.  320  feet. 
Basin  No.  1  :  width  at  head,  95  feet ;  width  at  east  end,  350  feet ;  narrows  at  a  point  707.7  feet  in  from  the  cope  line  of  the  B.P.L.Q. 


have  been  built  in  two  <lavs  under  favorable  condi- 
tions. 

The  principle  of  using  as  large  blocks  as  possible 
for  quav  wall  construction,  provided  that  the  weight 
is  kept  within  reasonable  limits  for  economical  and,  if 
possible,  standard  lifting-  equipment,  has  been  fully 
justified,  as  it  would  be  impossible  to  place  small 
blocks  into  the  wall  at  a  faster  rate  and  with  greater 
accuracy.    The  cellular  construction  nf  the  blocks  has, 


in  addition  to  admitting  the  construction  of  ;i  very 
large  block  for  less  than  one-third  the  weight  of  any 
equal  over-all  dimensioned  solid  block,  effected  an 
enormous  saving  of  both  time  and  money  in  foundation 
work. 

The  Foundations. 

Instead  of  having  to  level  Off  and  screen  the  whole 
of  the  foundation  for  the  bottom  block,  concrete  stools 
about  6  feet-square  are  built  at  the  corners  of  the  junc- 


;-:a;  b.>.q. 
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Fig.  (i- Details  of  the  concrete-block  quay  wall    60-ton  concrete  blocks  stacked  up  to  form  a  60  foot  wall. 
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tion  of  each  stack  of  shells.  These  stools  support  the 
stack  of  blocks,  while  the  remainder  of  the  bottom  is 
Left  rough  and  serrated,  the  mud  and  debris  only  being 
removed  by  dredges  and  water  jet  or  by  hand  in  a  div- 
ing bell  ur  by  helmet  divers.  By  this  means  22  lineal 
feet  of  foundations  can  be  prepared  in  the  diving  bell 
per  day.  and  on  a  mass  concrete  foundation  two  hel- 
met divers  have  prepared  44  lineal  feet  of  foundation 
per  day. 

No  doubt  if  rock  foundations  were  prepared  very 
carefully  by  the  dredges  helmet  divers  could  be  used 
to  the  same  advantage  on  rock  as  on  concrete.  It  is 
questionable  whether  any  records  can  be  found  where 
the  foundations  and  superstructure  of  quay  walls  built 
in  tidal  waters  have  been  constructed  with  the  speed 
and  facility  made  possible  and  attained  at  Halifax  by 
reason  of  the  special  design  and  type  of  the  blocks. 

An  important  erection  feature  which  materially  as- 
sists the  progress  of  .the  work  is  that  the  block-setting 
crane  is  run  out  over  the  blocks  before  the  concrete 
and  earth  rilling  i>  put  in  them,  and  While  the  whole  of 
each  stack  is  simply  supported  <  m  the  6-fcet  square 
pedestals  or  stools  at  each  corner. 

The  granite  face-work,  which  is  obtained  from  a 
government-owned  quarry  within  three  miles  of  the 
work,  will  prevent  any.  abrasion  of  the  face  and  any 
frost  action  between  tides. 

Designs  and  Methods  Amply  Justified. 

It  may  be  safely  recorded  that,  as  far  as  the  work 
at  present  shows,  all  the  features  of  the  design  are 
justified,  and  actual  work  has  shown  that  the  style  of 


construction  is  better  suited  to  the  site  of  the  terminals 
and  conditions  at  Halifax  than  was  ever  anticipated. 

The  contractors  for  the  railway  and  later  contrac- 
tors for  the  docks  were  fortunately  reliable  firms,  hav- 
ing ample  capital  and  experience.  The  contractors  for 
the  docks  recognized  the  unique  features  and  problems 
from  the  start.  They  carefully  laid  out  their  work  and 
provided  construction  plant  which  is  attracting  the 
attention  of  port  builders  the  world  over.  Not  one 
essential  modification  has  been  required  in  the  designs 
or  specifications,  and  the  work  is  now  sufficiently  ad- 
vanced so  that  three  berths  for  the  largest  type  of 
modern  ocean  steamship  will  be  available  in  Novem- 
ber, 1916,  with  railway  terminals  second  to  none  on 
the  continent. 

Personnel. 

The  authorities  in  charge  of  the  railway  develop- 
ment of  Halifax  harbor  are :  The  Hon.  F.  Cochrane, 
Minister  of  the  Department  of  Railways  and  Canals 
of  Canada;  F.  I'.  Gutelius,  manager  of  the  Canadian 
Government  railways;  the  writer,  and  C.  I!.  Brown, 
chief  engineer  of  the  Canadian- Government  Railways, 
as  consulting  engineers  on  the  dock  and  railroad  works 
respectively;  James  McGregor,  as  superintending  en- 
gineer at  Halifax  in  direct  charge  of  design  and  con- 
struction. Foley  Brothers,  Welsh,  Stewart  &  Fau- 
quier are  the  contractors  for  the  docks;  the  Cook  Con- 
struction Company,  Limited,  and  Wheaton  Brothers 
are  building  the  railroad  connection.  The  architects 
for  the  passenger  station  and  immigration  buildings 
are  Ross  &  Macdonald,  Montreal. 


Special  Methods  of  Construction 


IN  tlie  construction  of  the  Halifax  terminals  special 
schemes  and  methods  have  been  developed  which 
have  been  marked  with  exceptional  success  from 
the  first.  The  designs  adopted  have  been  amply 
justified,  and  the  engineers  express  themselves  as  being 
perfect^  satisfied  with  the  progress  that  has  been 
made.  They  feel  that  the  style  of  construction  has 
been  better  than  anticipated.  Port  builders  every- 
where have  been  attracted  by  the  construction  plant 
and  equipment,  and  the  contractors  have  carefully 
planned  their  work  and  evolved  processes  comparable 
with  the  magnitude  of  the  undertaking. 

Concrete  walls  of  novel  construction  are  being  used 
in  the  construction  of  the  landing  quays  and  piers. 
The  special  design  was  selected  after  careful  investi- 
gation, and  with  due  regard  to  the  situation.  The 
concrete  cells  are  illustrated  in  a  number  of  the  ac- 
companying illustrations,  which  show  their  construc- 
tion and  methods  of  manufacture  and  setting. 

Quay- Wall  and  Pier  Construction. 

The  quay-wall  method  of  construction  consists  in 
placing  on  a  prepared  bottom,  in  30  to  60  feet  of  water, 
stacks  of  hollow  reinforced  concrete  blocks,  fitting  one 
on  top  of  the  other  to  form  the  required  height,  and 
joined  together  laterally  to  form  the  continuous  wall. 
After  setting  these  blocks,  their  cells,  which  line  Up 
Vertically,  are  completely  Idled  with  concrete  for  the 
first  five  feet,  and  above  that  each  stack  has  its  lace 
cells  and  the  middle  line  of  transverse  cells  filled  with 
concrete,  the  remainder  of  the  other  cells  being  filled 
with  stone  rip-rap  and  sand,  so  that  in  effect  the  com- 
pleted wall  will  be  a  retaining  wall,  with  a  concrete 
base  and  a  concrete  face,  strengthened    with  solid 


counterforts.  Topping  the  wall  above  low  water  will 
be  a  granite-faced  wall  in  the  intertidal  space,  and  up 
to  and  including  the  coping,  as  a  protection  against  the 
frost  and  sea-water  action,  which  might  damage  the 
concrete.  The  shed  and  warehouse  structure  will 
have  their  forward  columns  supported  directly  on  the 
wall  and  their  rear  columns  on  pedestals  footing  on 
concrete-pile  clusters  driven  through  the  (ill.  which 
will  be  placed  after  the  wall  is  completed. 

The  advantages  of  this  method  are  that  all  the 
concrete  is  mixed  with  fresh  water  moulded  in  air,  and 
allowed  thoroughly  to  mature  before  coming  in  con- 
tact with  sea  water,  and  placed  so  that  it- will  not  be 
subject  to  frost  action.  The  mass  concrete  that  is  de- 
posited under  water  is  placed  under  conditions  as 
nearly  ideal  as  possible.  The  design  of  the  walls  ob- 
viates the  necessity  of  using  expensive  temporary 
staging  of  floating  cranes.  Expensive  foundations  for 
the  front  row  of  the  shed  column  are  unnecessary. 
Settlement,  expansion,  and  contraction  are  provided 
for  by  means  of  the  short  sections  and  the  leeway 
afforded  by  the  reinforced  concrete  guides. 

While  cellular  concrete  blocks  for  subaqueous  wall 
construction  are  not  new,  in  no  other  work  have  they 
been  developed  to  such  magnitude  as  at  Halifax,  nor 
has  the  method  of  placing  and  filling  them  ever  been 
used  before..  The  method  in  which  the  blocks  are 
being  laid  can  be  outlined.  The  process  of  laying  is 
alsi  i  sketched  in  big.  10. 

Placing  the  Concrete  Blocks  in  Wall. 

The  details  of  a  typical  block  are  given  in  Fig.  6. 
As  shown  in  the  general  elevation,  this  block  is  only 
typical  of  ihose  in  the  main  part  of  the  shaft,  there 
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being  special  shapes  and  sizes  for  ihe  base  blocks  and 
u>r  the  top  hlooks.  The  block  shown,  however,  is  suf- 
ruiciitlv  typical  for  the  purposes  of  description.  It  is 
31  feel  wide,  the  width  of  the  completed  wall;  4  ft. 
high  and  22  ft,  long,  and  weighs  60  tons.  Ii  is  rein- 
forced not  only  against  its  loads  as  a  part  of  the  wall, 
hut  against  handling  stresses.  The  walls  are  solid 
except  for  the  triangular  openings  shown,  provided  so 
as  to  insure  a  good  bond  with  the  fluid  concrete  placed 
in  the  cells,  and  also  vertical  circular  openings  for 
grouting,  as  afterward  described.  On  each  side  are 
provided  triangular  vertical  openings,  which  serve  as 
grooves  to  engage  the  square  guide  posts  used  in  set- 
ting the  blocks.  These  posts  are  in  appearance  the 
same  as  reinforced  concrete  piles',  and  are  cast  in  a 
similar  manner.  Great  care  is  taken  in  getting  plane 
surfaces  and  truly  right-angled  edges  in  the  blocks,  for 
irpou  these  features  depends  the  verticality  of  the  fin- 
ished wall. 

The  surface  of  the  bottom,  upon  which  the  lowest 
block  is  laid,  is  prepared  by  dredging,  or  w  here  already 
low,  by.  filling  up  to  the  required  grade  with  mass  con- 
crete or  a  rubble  mound.  The  final  levelling  is  made 
in  the  chamber  of  a  diving  bell.  Inside  of  this  bell  the 
subsurface  is  cleaned  up,  and,  where  necessary,  at  the 
back  or  front  brought  to  proper  elevation  by  filling 
holes  or  depressions  with  concrete,  and  then  low  con- 
crete pedestals,  each  about  5x6  ft.  footing  on  solid 


Fig.  10-Method  of  laying  blocks  in  the  quay  wall— Halifax  Terminals. 

rock,  or  concrete  or  rubble  fill,  are  laid,  with  tops  fin- 
ished to  true  grade  about  3  inches  above  the  surround- 
ing bottom.  These  pedestals  are  located  at  back  and 
front  at  the  junctions  of  stocks  of  blocks.  The  first 
block  is  then  picked  up  with  special  tortus  slung  from 
a  travelling  crane,  the  jaws  of  the  tongs  fitting  into 
specially  prepared  openings  in  the  bottom  of  the  block. 
With  the  crane  running  on  a  standard  gauge  track  and 
standing  with  outriggers  set  on  an  already  completed 
-tack  (see  Fig.  10).  the  block  is  lowered  overboard, 
effort  being  made  to  keep  it  lightly  engaged  against  the 
vertical  guide  posts  which  have  been  plumbed  and 
fastened  into  the  corresponding  grooves  in  the  last 
stack  already  set.  After  the  block  is  lowered  to  bear- 
ing on  the  pedestal,  the  succeeding  blocks  of  the  stack 
are  placed  until  the  stack  is  complete.  The  sealing 
concrete  for  the  two  bottom  risers  is  then  placed  by 
bottom-dump  buckets  from  a  floating  concrete  mixer 
or  delivered  from  the  moulding  yard  concrete  mixer 
by  flat  cars  running  on  the  standard  gauge  track  be- 
hind the  crane,  and  then  the  filling  of  the  proper  cells 
with  concrete  to  the  top  of  the  stack  is  completed. 
After  this  filling  is  finished,  grout  is  forced  into  the 
vertical  10-in.  holes,  which,  matching  up,  form  a  con- 
tinuous well  through  the  stack.    It  is  expected  that 


this  grouting  will  fill  any  voids  left  where  the  hearing 
of  the  blocks  is  no1  perfect  or  the  concrete  lilling  has 
left  holes.  Filially,  the  remaining  cells  are  tilled  with 
rubble  gravel  and  sand. 

Blocks  Placed  With  Entire  Success. 

The  placing  of  the  blocks  has  from  the  first  been 
attended  with  the  greatest  success.  The  guide  and 
key  posts  which  are  carefully  plumbed  for  each  stack 
automatically  briny  the  blocks  into  true  position  with- 
out the  assistance  of  a  diver,  whose  services  are  re- 
quired only  for  inspection  and  to  see  that  all  is  clean 
and  clear  for  the  bottom  blocks  and  mass  concrete  of 
each  stack.  No  difficulty  is  found  in  keeping  the  stacks 
vertical  or  in  securing  good  alignment.  The  tendency 
to  "creep"  longitudinally  or  to  get  out  of  line  is  correct- 
ed by  usiiig  different  combinations  of  the  three  stan- 
dard sizes  of  posts  provided.  The  variation  in  levels 
between  the  highest  and  lowest  corners  of  the  top 
blocks  of  the  stacks  as  set  does  not  average  more  than 
one-half  inch.  Blocks  have  been  set  with  a  150-ton 
standard  gauge  steam  locomotive  wrecking  crane, 
which  travels  out  on  ordinary  railway  track  laid  on 
stringers  resting  on  the  stacks  of  empty  blocks  and 
extended  bv  stack  lengths  of  22  feet  as  the  block  set- 
tiny  proceeds.  The  same  crane  is  used  for  lifting  the 
blocks  from  the  moulding  platforms  to  standard  flat 
ears,  on  which  the  blocks  are  transported  out  to  the 
wall  head.  As  many  as  two  stacks  each  of  nine  blocks 
have  been  set  in  one  working  day,  and  an  average  per 
day  of  one  stack  of  blocks  loaded  from  the  yard  and 
set  in  the  wall  is  easily  maintained. 

The  landing  quay  and  piers  were  located  to  fit  as 
closely  as  possible  to  the  natural  shore  line,  so  that 
excavating  below  water  for  the  required  depths  would 
be  at  a  minimum.  However,  it  is  necessary  to  dredge 
about  250,000  cubic  yards  of  the  rock  bottom  to  attain 
the  desired  low-water  depths  (maximum  45  feet),  and 
this  spoil  is  used  mainly  in  filling  in  behind  the  walls. 
This  excavation  for  the  most  part  is  in  fairly  hard 
rock,  which  requires  blasting  before  dredging;  but  in 
some  low  areas  the  rock  lies  at  a  depth  of  from  50  to 
90  feet,  and  it  is  necessary  to  dredge  out  the  overlying 
mud.  In  these  sections  a  granite  rubble  mound  is  de- 
posited to  form  a  foundation  for  the  quay-wall  blocks. 

Breakwater. 

The  breakwater  at  the  southern  end  of  the  harbor 
site  consists  of  a  rock-fill  or  embankment  formed  of 
rock  excavated  with  steam  shovels  from  the  railway 
cuttings  west  of  Young  Avenue,  and  has  been  dumped 
from  16  cubic  yards  standard  gauge  air  side  dump  cars. 

A  temporary  timber  trestle  about  300  feet  in  length 
was  first  used  for  dumping  from  the  short  end,  and 
beyond  that  the  dumping  has  been  done  from  a  steel 
span  40  feet  long,  supported  at  its  inner  end  on  the 
e  nd  of  the  rock  embankment  and  at  the  outer  end  on 
a  timber  scow  34  feet  wide  by  90  feet  long  by  8  feet 
deep,  subdivided  by  bulkheads  and  provided  with 
steam  hoisting  engine  and  centrifugal  pump  for  mov- 
ing the  scow  and  span  and  for  adjusting  the  scow  by 
water  ballasting  to  suit  all  stages  of  the  tide.  This 
scow  also  carries  tail  track  for  three  of  the  16  cubic 
yards  standard  gauge  dump  cars. 

The  riprapping  of  both  slopes  of  the  core  to  form 
the  sides  of  the  breakwater  with  large  blocks  of  rock 
weighing  five  to  eight  tons  each  has  been  advanced  im- 
mediately behind  the  core  filling,  a  steam  locomotive 
crane  being  used  for  loading  and  unloading  and  plac- 
ing the  larger  blocks  of  rock.  This  simple  method  of 
constructing  the  breakwater  has  proved  very  efficient. 

(Continued  on  pane  9-lti) 
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The  Economic  Value  of  Port  Facilities 


PORT  developments  are  second  only  in  import- 
ance to  the  construction  of  railroads  in  the  up- 
building;' of  a  nation  like  C  anada.  A  country 
with  any  extent  of  seaboard  and  with  any  deep 
desire  to  take  a  place  among-  the  industrial  and  com- 
mercial nations  of  the  world  must  needs  organize  its 
port  facilities  so  as  to  prov  ide  for  the  trade  that  comes 
to  or  from  its  shores,  something  that  will  stimulate 
and  promote  commercial  development,  and  that  will 
ensure  a  natural  and  orderly  growth  in  international 
trade  relationships.  It  is  a  matter  of  pride  on  the  part 
of  Canadians  that  our  governments  have  realized  the 
extensive  part  our  great  ports  will  have  to  play  and 
the  importance  they  will  assume  as  this  country  grows 
and  the  value  of  its  productions  and  the  amount  of  its 
needs  increases.  On  both  oceans  and  mi  tin-  inland 
lakes  great  harbor  schemes  are  in  progress  or  have 
been  planned  which  are  destined  to  bring  to  C  anada  a 
greater  amount  of  maritime  prestige. 

There  are  certain  features  of  port  organization  and 
certain  principles  that  have  to  be  followed  if  the  great- 
est gain  is  to  be  obtained  and  if  the  people  at  large  are 
to  derive  the  maximum  benefit.  In  Canada  we  are 
under  certain  advantages,  in  that  the  Dominion  Gov- 
ernment directly  controls  the  harbors  and  ports  and 
formulates  their  improvement.  In  tin-  United  States, 
on  the  other  hand,  federal  aid  is  not,  as  a  rule,  extend- 
ed to  such  developments,  and  for  this  reason  many 
ports  have  become  controlled  by  private  interests  and 
corporations. 

Some  of  the  basic  principles  governing  port  organ- 
ization necessary  to  promote  the  highest  economic 
advantages  were  outlined  in  a  paper  on  "Terminal  and 
Rail  Facilities,"  rea*d  by  Robert  Bridges,  president  of 
the  Seattle  Port  Commission,  at  the  fifth  annual  meet- 
ing of  the  American  Association  of  Port  Authorities, 
held  at  Montreal  on  September  13-15.  This  paper  de- 
velops the  factors  that  should  govern  the  organization 
of  rail  and  water  terminals,  pointing  out  the  difficulties 
met  and  overcome  in  the  case  of  the  Port  of  Seattle. 
Mr.  Brigdes  points  out  many  details  of  general  import- 
ance which  are  worthy  of  special  note,  and  from  which 
we  epiote  rather  freely  in'the  following  paragraphs: 

The  Basic  Principle. 

The  basic  principle  of  port  organization  is  that  a 
port  must  be  developed  as  a  unit,  under  public  dicta- 
tion of  the  terms  on  which  private  carriers,  shippers, 
and  consignees  shall  be  served.  The  port,  being  once 
conceived  as  an  organic  whole,  publicly  administered 
for  the  benefit  of  all,  there  can  be  no  thought  of  re- 
maining in,  or  returning  to,  the  chaos  of  jarring  pri- 
vate rivalry  and  mutual  obstruction  from  which  mosl 
ports  suffer,  or  of  final  dependence  on  the  makeshift 
policy  of  separate  sub-ports  constructed  by  great  pri- 
vate corporations,  no  matter  how  perfect  each  may  be 
in  itself  or  how  welcome  they  may  be  as  co-operators 
in  a  general  system. 

In  analyzing  an  efficient  port  five  essentials  are 
enumerated : 

(a)  Comprehensive  port  development  plans. 

(b)  Provision  for  publicly  controlled  port  termin- 
als, the  main  features  of  which  shall  be  a  marginal  rail- 
road, making  accessible  all  parts  of  the  foreshore  to  all 
shippers,  and  over  which  traffic  should  move,  as  freely 
as  marine  traffic  moves  in  front  of  the  doc  ks. 

(c)  Supervision  and  publicity  of  port  affairs  by  the 


federal  government,  to  supplement  the  deficiencies  of 
port  administration  and  accounting  by  cities  and  pro- 
vinces. 

(d)  Provision  for  financing  the  ports  by  publicly 
acquiring  and  improving  marginal  lands  and  industrial 
sites  in  the  rear  of  the  docks  and  by  having  recourse  to 
tin-  recent  and  more  liberal  construction  placed  liv  the 
courts  on  the  riparian  rights  of  the  public. 

(e)  Enlargement  of  public  control  and  ownership 
through  taxation. 

Public  Ownership  of  Terminals. 

Terminals  should  be  impartial  public  intermediar- 
ies between  land  carriers  and  water  carriers,  and  the 
right  to  all  marginal  lands  should  belong  inalienably  to 
the  people  at  large.  On  the  proper  control  and  de- 
velopment of  such  marginal  area  great  and  increasing 
interior  populations  depend  for  many  of  the  necessities 
and  comforts  of  life.  Harbors  physically  and  commer- 
cially accessible  to  the  great  water  carriers  now  ap- 
pearing on  the  seas  are  few  compared  with  the  enor- 
mous North  American  coast  line.  The  marginal  area, 
whether  called  foreshore  or  sea  wall  lots,  tide  flats,  or 
levee  district,  thus  becomes  susceptible  of  natural 
monopoly  by  railroads  and  other  great  corporations  or 
of  being  held  out  of  use,  either  for  speculative  rise  in 
values  or  to  deter  competition  of  rival  railroads  or 
steamship  systems.  The  principles  of  common  law, 
both  Anglo-Saxon  and  Continental,  retain  in  the  public 
the  right  of  access  to  such  highways  by  people  of  the 
interior.  The  marginal  area  referred  to  is  the  natural 
area  for  public  quays  or  piers  for  docking  ships  and  the 
rapid  and  economical  handling  of  transit  freight.  It  is 
the  natural  area  for  chains  of  public  storage  ware- 
houses, elevators,  cold  storage  plants,  and  the  like. 
Lastly,  it  is  the  natural  area  for  a  co-ordinating  mar- 
ginal railroad  tying  together  in  an  efficient  manner  the 
waterfront  units  of  the  public  harbor. 

The  port  that  lacks  in  these  three  elements  falls 
short  of  a  proper  standard  of  efficiency,  economy,  and 
despatch. 

The  community,  whether  the  control  is  national, 
state,  or  local,  that  allows  any  of  these  three  elements 
of  port  service  to  be  farmed  out  into  private  or  corpor- 
ate hands  for  private  profit,  is  derelict  in  its  duty  to  the 
state  and  nation  whose  gateway  it  holds  in  trust.  In 
Canada  the  title  to  the  foreshore  is  unmistakably  in 
the  crown,  and  there  is  a  clear  understanding  with 
regard  to  the  waterfront  situation. 

A  Priceless  Possession. 

The  waterfront  of  a  great  seaport  is  a  priceless  pos- 
session in  the  hands  of  those  who  control  it.  Such 
possession  enables  its  proprietors  to  levy  tribute  upon 
every  pound  and  item  of  outgoing  and  incoming  com- 
merce moving  to  and  from  every' corner  of  the  World. 
Hence  the  aggressive  and  ever-insistent  effort  on  the 
part  of  transportation  companies  and  other  profit-seek- 
ing corporations  and  interests  to  secure  control  of  this 
valuable  property.  The  history  of  all  United  States 
ports — save  San  Francisco  and  New  Orleans — has 
been  in  this  regard  practically  the  same.  Private  cor- 
porations, and  particularly  transportation  corporations, 
have  acquired  practically  all  the  available  commercial 
waterfront  of  America. 

A  port  whose  waterfront  is  preempted  by  private 
railroad  terminals  is  necessarily  restricted  to  the  ser- 
vice of  the  railroads  owning  the  same.    All  other  rail- 
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roads  in  the  future,  no  matter  how  anxious  they  may 
he  to  enter  such  port  and  no  matter  how  advantageous 
the  entrance  of  such  railroads  might  be  to  the  com- 
munity, are  denied  the  necessary  facilities.  Further- 
more, Mich  port  under  such  conditions  is  destined  in- 
evitably to  become  a  mere  convenience  to  such  fran- 
chise owners,  to  he  used  by  them  as  a  trans-shipping 
point  merely,  without  regard  to  the  interests  of  the 
donors  of  the  franchises,  but  with  regard  only  to  the 
profit  of  the  corporations  owning  the  same. 

I  have  said  that  the  waterfront  of  a  great  seaport  is 

.1  priceless  possession  in  the  hands  of  its  proprietors. 
There  are  two  distinct  kinds  of  ownership  and  utiliza- 
tion to  which  this  possession  is  subject.  The  port 
facilities  may  be  owned  and  operated  by  private  cor- 
porations, as  heretofore  detailed,  or  the  ownership  and 
operation  of  the  same  may  rest  in  the  hands  of  the 
municipality  or  the  people.  If  private  interests  are  the 
proprietors,  then  such  facilities  are  exceedingly  valu- 
able  assets  for  the  production  of  revenues  and  the  gen- 
eration of  power  for  such  private  interests.  If  these 
facilities  are  ow  ned  by  the  people  and  operated  in  their 
behalf,  then  the  resultant  benefits  How  toward  the 
municipality  as  a  whole  and  toward  the  individual  citi- 
zens who  constitute  the  same. 

An  Open  Port  Necessary. 

Prom  what  has  been  said  before,  it  is  obvious  that 
the  fundamental  benefit  of  public  ownership,  control, 
and  operation  of  port  facilities  is  that  thereby  the  port 
is  kept  open — that  is,  no  special  interest  or  combina- 
tion of  interests  is  permitted  to  monopolize  for  selfish 
profit  the  tollgate  that  opens  out  upon  the  limitless 
commerce  of  the  seas,  on  the  one  hand,  and  upon  the 
great  highways  of  inland  trade  on  the  other.  The 
secondary  or  sequent  benefits  that  follow  this  funda- 
mental fact  are  that  all  transportation  agencies,  not 
only  in  present  but  in  prospective  operation,  are  in- 
\  ited  to  conduct  their  business  through  such  open  port 
upon  the  basis  of  ecpial  facilities,  minimum  charges, 
and  equitable  terms;  that  such  invitation  and  treat- 
ment will  not  only  increase  the  volume  of  traffic 
through  such  ports,  but  will  place  such  transportation 
agencies  in  the  relation  of  active  competition  with  each 
other. 

It  is  a  fact  that  trade  follows  the  line  of  least  resist- 
ance, or,  in  other  words,  will  gravitate  towards  that 
environment  which  is  most  favorable  to  expeditious 
and  inexpensive  movement.  Active  competition  be- 
tween transportation  companies  is  a  consideration,  of 
primary  importance.  Private  ownership  of  terminal 
facilities  will  close  the  port  and  strangle  competition; 
public  or  neutral  ownership  will  produce  the  directly 
contrary  result.  Assembling  cargoes  for  shipment, 
warehousing  the  same  when  necessary,  docking  the 
ships,  transferring  goods  from  railroad  to  railroad, 
from  railroads  to  ships,  from  ships  to  railroads,  and 
from  industry  or  factory  to  trunk  lines  and  wharves, 
are  all  units  of  movements  which  entail  expense.  The 
more  efficientlv  and  economically  these  units  are  co- 
ordinated the  less  will  be  the  charges  and  the  more 
satisfactory  the  service  per  unit  or  per  combination  of 
units.  It  should,  therefore,  be  the  aim  of  those  inter- 
ested in  the  development  of  the  port  to  address  them- 
selves earnestly  to  these  considerations. 

Guide  Posts  to  Progress. 

There  are  perhaps  five  guide  posts  that  lead  to  good 
port  progress : 

First. — To  lay  out  a  comprehensive  scheme  ot  har- 
bor improvement,  educate  your  community,  and  see 
the  thing  through.  Expect  opposition — "you  cannot 
make  an  omelet  without  breaking  eggs." 


Second.  Thai  modern  docks  should  be  constructed 
and  kept  publicly  owned  and  operated.  Public  owner- 
ship without  public  operation  is  cowardice  and  be- 
trayal  of  public  trust.  Every  lease  is  a  surrender  of 
vital  public  c< mtri >1. 

Third.  Thai  a  system  of  public  warehouses  be- 
hind, supporting  and  physically  connected  with  the 
waterfront  docks  is  an  essential  provision  of  efficient 
polls,  and  such  warehouses  include  specialized  units 
such  as  grain  elevators,  cold  storage  plants,  and  public 
fueling  bunkers  and  tanks. 

Fourth. — That  a  public  switching  railroad  to  tie 
together  all  the  railroads,  steamships,  warehouses,  and 
dorks  is  the  key  to  public  control  of  the  port.  "A  pub- 
lic terminal  system  is  impossible  without  a  public  mar- 
ginal railn  iad  system." 

Fifth.-  That  the  foreshore  legally  belongs  to  the 
pe<  rple. 

British  Port  Policy. 

Whatever  defects  may  exist  in  the  British  system 
of  administration  (and  they  are  admittedly  numerous), 
and  however  grimly  the  "dead  hand"  of  stupid  custom 
may  rest  upon  and  classify  men,  giving  privilege  to 
some  and  poverty  to  many  in  a  democratic  empire, 
Americans  must  nevertheless  admit  that  British  port 
policy  is  vastly  broader  and  more  effective  than  the 
theory  of  "letting  George  do  it"  which  is  the  rule  in 
most  harbors  of  the  United  States.  Americans  cling 
to  the  individualism  of  the  days  of  the  clipper  ships, 
while  British  port  policy,  like  German  port  policy,  is 
adapted  to  the  needs  of  world-wide  organizations  and 
steel  steamer  fleets. 

The  British  policy  has  resulted  in  national  control 
of  ports;  in  continuous  policy  in  their  planning  and 
improvement;  in  adequate  financial  support;  and  in 
crown  title  to  the  foreshore,  enabling  docks,  elevators, 
and  belt  line  railways  to  be  built  without  prohibitive 
outlay  upon  ground  already  owned  by  the  public. 

The  British  policy  of  national  control  of  ports  is 
exemplified  in  Canada  at  Montreal  and  Vancouver 
where  the  harbor  boards  are  appointed  by  the  Domin- 
ion Government.  The  United  States  Government  has 
no  visible  interest  in  her  great  ports  such  as  New  (  )r- 
leans,  San  Francisco,  Boston,  or  Seattle. 

The  British  policy  recognizes  ports  as  gateways  *to 
the  interior.  National  credit  is  pledged  in  providing 
funds  for  their  development.  The  $25,000,000  supplied 
Montreal  by  the  people  of  all  Canada  was  an  appropri- 
ate national,  expenditure  for  a  national  purpose. 

Lastly,  the  British  policy,  well  illustrated  in  neigh- 
boring Canadian  ports,  keeps  public  control  of  access 
to  the  ocean.  If  private  individuals  wharf  out  to  deep 
water  or  if  corporations,  like  the  Canadian  Pacific,  be- 
come squatters  on  the  tidelands,  as  at  Vancouver,  the 
general  government — the  crown — has  only  to  pay  the 
determined  value  of  the  improvement  and  order  them 
off.   The  lip  of  the  sea  vests  in  no  man. 

A  Belt  Railway  the  First  Requirement. 

The  first  great  essential  that  is  required  to  ensure 
the  absolute  success  of  any  port  is  a  publicly  owned 
railway  at  the  waterfront.  A  public  belt  railroad  or 
steel  highway  tapping  every  trunk  railway  and  serving 
every  steamship,  freight  boat,  or  lighter  touching  the 
waterfront  is  the  ideal  to  be  attained  by  every  port  ot 
this  continent.  It  is  the  unit  of  universal  service,  giv- 
ing equality  of  opportunity,  articulating  and  co-ordin- 
ating every  land  and  water  carrier,  however  conflicting 
and  diverse  may  be  their  competitive  interests.  Every 
dock,  every  storage  warehouse,  every  cold  storage 
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reservoir,  every  fuel  bunker;  every  waterfront  indus- 
try, every  factory,  every  wholesale  assembling  and  dis- 
tributing plant  reaching  out  to  marketing  avenues,  can 
be  served  to  the  highest  degree  of  efficiency,  economy, 
and  despatch  only  by  such  an  impartial  public  inter- 
mediary. A  public  belt  line,  giving  equal  access  to  all 
railways  and  steamships  from  all  parts  of  the  cit) 
reached  by  it.  would  afford  new  opportunities  for  de- 


velopment to  outlying  sections  of  the  city,  taking  care 
of  both  carload  and  express  package  shipments. 

In  conclusion,  Mr.  Bridges  expresses  the  hope  that 
the  nationalizing  of  railroads  will  take  place,  believ- 
ing that  in  such  a  course  there  is  a  remedy  for  the  dif- 
ficulties that  now  apply  to  transportation  problems, 
and  more  especially  those  problems  that  are  concerned 
with  the  inter-relationships  of  rail  and  ship  commerce. 


Fall  of  Quebec  Bridge  Due  to  Broken  Casting 


TH~E  following  brief  description  of  the  actual 
operations  on  the  Quebec  Bridge  span,  which 
was  raised  to  a  height  of  12  feet  before  the  fail- 
ure of  a  cast  steel  bearing  on  the  lower  lilting 
girder  at  one  of  the  corners,  resulting  in  it<  fall,  may 
now  be  accepted  as  the  official  explanation  of  the  acci- 
dent. In  spite  of  a  number  of  more  or  less  hasty  criti- 
cisms, it  does  not  appear  that  any  faults  developed  in 
the  design  of  the  bridge  or  the  bridge  span.  Neither 
is  there  any  apparent  force  in  the  contention  that  this 
method  of  erection  can  never  be  successful  ;  there  is 
no  information  to  indicate  that  the  span  showed  signs 
of  buckling,  due  to  its  abnormal  length  and  weight, 
during  the  three  hours  it  hung  suspended.  Whether 
the  minor  detail  fault  which  precipitated  the  whole 
trouble  could  have  been  avoided  by  a  more  rigid  in- 
spection or  more  eternal  vigilance  will  possibly  also 
remain  a  matter  of  dispute  between  those  who  accepted 
the  responsibility  of  inspection  and  those  who  were 
mere  onlookers. 

At  6.50  a.m.  the  span  arrived  at  the  bridge  site,  and 
the  mooring  lines  were  connected  up  to  the  cast  steel 
snubbing  posts  located  at  each  of  the  four  corners  of 
the  suspended  span.  These  1%-in.  steel  mooring  ropes, 
eight  in  number,  four  at  each  end  of  the  span,  were  cal- 
culated to  take  a  pull  of  75,000  pounds  each,  and  passed 
through  sheaves  at  the  lower  corners  of  the  mooring 
trusses,  and  from  there  up  to  a  nine-part  ^4-inch 
wire  rope  tackle,  which  led  back  to  the  drums  of  the 
derrick  hoists,  situated  on  the  bridge  Boor  at  the  ends 
of  the  cantilever  arms.  The  span  was  pulled  directly 
under  its  final  position  in  the  bridge  by  means  of  these 
V/^-'m.  ropes  and  the  derrick  hoists.  The  hanger  lifting 
chains  which  were  to  raise  the  span  were  then  lowered 
and  connected  through  the  slotted  holes  at  the  lower 
ends  to  the  pins  at  the  top  of  the  short  hanger  links 
connecting  to  the  supporting  girders  under  the  end 
corners  of  the  span.  This  connection  was  made  at 
7.40  a.m.,  when  the  current  was  practically  at  zero- 
that  is,  the  tide  had  turned  and  the  current  was  about 
to  change  from  a  westward  to  an  easterly  flow. 

The  mooring  frames  were  made  up  of  two  steel 
trusses  braced  together,  the  bracing  being  designed  to 
take  a  transverse  pull  from  each  end  of  the  suspended 
span  of  300,000  pounds.  They  were  pin-connected  to 
the  cantilever  arm  floorbeams  so  that  by  means  of  the 
nine-part  %-in.  wire  rope  tackle  leading  from  the 
lower  corners  of  the  trusses  to  the  connection  to  the 
floor  between  panel  points  CF5  and  CF6  of  the  canti- 
lever arm.  and  from  there  to  the  main  hoists  situated 
on  the  bridge  floor,  they  could  be  raised  so  as  not  to 
obstruct  the  channel  unnecessarily. 

The  hanger  chains  at  each  corner  of  the  span  were 
made  up  of  four  slabs  to  each  chain,  each  slab  being 
built  up  of  two  30-in.  by  1%-in.  carbon  steel  plates. 
The  slabs  were  manufactured  and  shipped  in  lengths  of 
about  30  ft.  centre  to  centre  of  end  connecting  pins. 
They  were  controlled  after  being  suspended  from  the 


jacking  girders  located  at  the  elevation  of  the  bottom 
chords  of  the  cantilever  arms,  by  means  of  a  two-part 
tackle  connecting  to  the  cantilever  arm  trusses  at 
panel  p<  »int  CL2. 

The  hoisting  apparatus  at  each  corner  of  the  span 
is  illustrated  in  the  figure  herewith.  A  pair  of  support- 
ing girders  6  ft.  11^  in.  deep  and  25  ft.  long  and  braced 
together  by  bearing  and  pin  connecting  diaphragms 
and  cover  plates  were  placed  under  each  corner  of  the 
span.  The  plate  lifting  chains  were  pin  connected  to 
these  girders  and  also  riveted  to  the  same  girders  and 
passed  up  through  a  set  of  upper  and  lower  jacking 
girders,  to  which  they  were  altrnately  pin  connected 
as  the  jacks  between  the  upper  and  lower  jacking 
girders  were  operated.    These  jacking  girders  were 


Quebec  Bridge  showing  the  suspended  span  floated  into  position  he- 
tween  the  two  cantilever  arms  and  connected  to  the  hanger 
lifting  bars.   The  load  is  still  carried  by  the  scows. 


each  made  Up  of  two  plate  girders  9  ft.  deep  and  22  ft. 
6  in.  long,  connected  together  by  cross-bearing  dia- 
phragms and  cove  plates.  The  upper  jacking  girders 
were  the  movable  girders,  and  slid  up  and  down  in  the 
stiff  built  guides,  which  were  riveted  into  the  lower 
jacking  girders,  passed  up  through  the  upper  jacking 
girders,  and  connected  to  the  stiff  hangers  which  led 
on  up  to  the  upper  supporting  girders.  These  upper 
supporting  girders  were  placed  on  top  of  the  CU0 
joints  of  the  cantilever  arms,  and  were  of  similar  con- 
struction to  the  lower  supporting  girders.  The  load 
of  the  span  was  transferred  to  the  upper  and  lower 
supporting  girders  by  means  of  cast  steel  rocker  bear- 
ings, designed  so  as  to  allow  the  span  to  sway  in  any 
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direction  under  the  influence  of  external  forces  from 

in  niit  anil  wind  which  might  have  acted  while  the 

span  w  as  being  hoisted. 

The  total  load  carried  1>\  the  hanger  chains  while 
luting  the  span  was  5.147  tons.  The  supporting  gird- 
ers,  hanger  chains,  jacks,  and  jacking  girders  and  all 
their  connections  were  designed  throughout  to  carry 
this  lifted  h  ad  plus  20  per  cent,  impact. 

The  work  of  hoisting  was  done  by  eight  1,000- Ion 
hydraulic  jacks,  placed  two  at  each  corner  of  the  span. 
These  jacks  were  operated  under  a  pressure  of  4,500 
pounds  per  square  inch,  the  water  being  supplied  to 
t hem  l>\  a  pair  of  direct-acting  double-plunger  pumps, 
operated  b}  compressed  air  and  located  on  the  centre 
line  of  the  bridge  floor  at  the  ends  of  the  cantilever 
arms.  Valves  placed  in  the  teed  pipe  lines  in  front  of 
the  pumps  controlled  the  water  supply  sent  to  each 
corner  of  the  span,  and  by  this  means  and  with  the  aid 
•  •I  an  indicator,  which  showed  anv  difference  in  eleva- 
tion between  the  two  sides  of  the  span,  the  span  was 
kept  approximately  level.  Another  set  of  valves  with 
a  similar  indicator  attachment  was  located  in  front  of 
each  set  of  jacking  girders  and>  controlled  the  water 
supplied  to  each  separate  jack  and  by  means  of  which 
the  jacking  girders  were  kept  horizontal. 

The  Collapse  of  the  Span. 

At  8.30  a.m.  the  tide  had  dropped  sufficiently  to 
make  the  pins  bear  at  the  ends  of  the  slotted  holes  in 
the  hanger  links,  and  the  links  themselves  had 
straightened  out.  At  9  a.m.  the  tide  had  fallen  about 
a  foot  and  a  half  further,  and  the  first  jacking  was 
commenced.  Each  operation  of  the  jacks  lifted  the 
-I >an  two  feet.  During"  the  lifting,  or  upward  stroke, 
the  12-in.  pins  engaged  the  hanger  chains  through  the 
diaphragms  in  the  upper  jacking  girders.  At  the  finish 
of  the  stroke  the  pins  were  entered  in  the  diaphragms 
of  the  lower  jacking  girders  to  engage  the  hanger 
chains.  The  upper  pins  were  then  removed,  the  jacks 
and  upper  girders  lowered,  the  upper  pins  again  en- 
tered, the  lower  pins  removed,  and  the  jacks  again 
operated.  The  first  operation  of  the  jacks  was  com- 
pleted in  15  minutes;  the  second  and  third  operations 
in  about  13  minutes  each.  At  the  end  of  the  third, 
operation  the  span  had  lifted  clear  of  the  scows,  the 
scows  had  drifted  away  and  were  taken  care  of  by  the 
waiting  tugs,  leaving  the  span  supported  entirely  by 
the  hoisting  apparatus  on  the  ends  of  the  cantilever 
arms.  The  fourth  stroke  was  completed,  after  which 
an  intermission  of  about  an  hour  was  allowed,  in  order 
that  the  working  men  could  get  their  breakfast;  and, 
upon  their  return,  the  jacks  were  again  operated.  The 
sixth  stroke  had  been  completed,  and  while  the  upper 
jacking  girders  were  in  the  act  of  being  lowered  the 
cast  steel  bearing  on  the  lower  lifting  girder  support- 
ing the  span  at  the  southwest  corner  failed.  The  span 
slipped  off  the  support  at  this  corner,  the  sway  and 
lateral  bracing  then  collapsed,  precipitating  the  span 
into  the  water.  As  it  fell  it  turned  over  to  the  west, 
and  plunged  to  the  bottom  of  the  river,  where  it  lies, 
a  mass  of  twisted  steel,  200  feet  below  the  river  sur- 
face. As  the  load  of  the  span  was  suddenly  released 
from  the  ends  of  the  cantilever  arms  these  arms  whip- 
ped back,  vibrated  and  swayed  to  such  an  extent  that 
a  number  of  the  workmen,  engineers,  and  visiting 
members  of  the  engineering  profession  assembled  to 
view  the  hoisting  of  the  span,  were  thrown  off  their 
feet.  These  vibrations  lasted  for  some  seconds,  then 
gradually  subsided,  leaving  the  anchor  and  cantilever 
arms  in  the  same  condition  as  they  were  before  they 
had  taken  the  weight  of  the  span.  Check  elevations 
have  since  been  made,  and  it  has  been  established. 


after  examination,  that  these  arms  are  apparenly  unin- 
jured in  any  manner,  after  having  been  subjected  to  a 
more  severe  test  than  would  have  been  possible  under 
ordinary  service  conditions. 


A  Double-Action  Split  Float 

The  accompanying  illustration  shows  a  divided  or 
Split  float,"  as  it  is  more  commonly  called,  produced 
commercially  as  a  result  of  an  increasing  demand  on 
the  part  of  concrete  road  builders.  The  difficulty  which 
was  experienced  by  road  builders  in  getting  the  con- 
crete on  both  sides  of  the  joints  in  a  true  plane  resulted 
in  home-made  split  floats  of  wood,  many  of  which  are 
now  in  use.  The  tool  shown  in  the  accompanying 
illustration  is  of  steel,  and,  while  the  general  trade  has 
not  vet  entirely  accepted  the  idea  of  steel  for  a  float 
where  a  floal  finish  rather  than  a  trowel  finish  is  want- 


A  Double  action  Split  Float  Made  of  Stetl. 

ed,  the  experience  of  some  users  with  just  such  floats 
has  been  most  satisfactory,  and  their  use  is  increasing. 
This  float  has  the  double  action,  which  facilitates  its 
manipulation.  The  tool  is  made  of  cold  pressed  steel, 
6  in.  wide  by  12%  in.  long,  with  a  j/2-in.  opening  in  the 
centre  so  that  the  joint  may  be  straddled.  The  bridg- 
ing over  this  opening  has  an  upward  bend  of  \]/z  in., 
giving  ample  room  to  take  care  of  the  surplus  of  felt 
strips  used  in  the  expansion  joints.  The  tool  is  built 
to  permit  the  use  of  a  long  handle.  It  is  manufactured 
by  the  Abram  Cement  Tool  Company. 


Progress  on  Halifax  Ocean  Terminals 

(Continued  from  page  942) 

It  is  interesting  to  note  in  connection  with  the  new 
railroad  pier,  No.  2,  which  has  just  been  completed, 
that  huge  reinforced  concrete  piles,  77  ft.  long  and 
weighing  46,000  pounds,  were  employed  and  in  driv- 
ing them  the  largest  steam  hammer  ever  built  was 
used,  which,  witb  its  follower  and  guide,  weighed 
28,000  pounds.  Its  ram  is  4,000  pounds  in  weight,  and 
develops  3,916,000  foot-pounds  per  minute. 

Railroad  Excavation. 

The  total  excavation  in  connection  with  the  new- 
railroad  entrance  to  the  harbor  site  involved  an  exca- 
vation of  about  1,750,000  cubic  yards,  and  the  deepest 
cut  was  about  60  ft.  It  was  impossible  to  balance  the 
cuts  and  fills,  so  most  of  the  work  was  in  cut,  the  spoil 
being  carried  north  to  the  freight  yard  and  south  to 
the  breakwater  and  back-fill  for  the  quay  and  pier  wall. 


The  Canadian  Pacific  Railway  during  the  fiscal 
year  just  ended  carried  1,255,561,198  passengers  one 
mile,  against  1,164,488,630  last  year.  The  grain  carried 
this  year  was  276,788,209  bushels. 
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A  Good  Roads  Association  Formed  in  the 

Province  of  Nova  Scotia 


AT  meetings  held  at  the  Board  of  Trade,  Hali- 
fax, on  September  15,  the  Nova  Scotia  Good 
Roads  Association  was  formed.  The  meet- 
ings were  very  well  attended,  about  200  dele- 
gates from  all  parts  of  the  province  being  present. 
There  has  been  a  growing  public  opinion  throughout 
the  province  in  favor  of  permanent  road  building  and 
judicious  borrowing  and  expenditure  of  money  for  this 
purpose.  Nova  Scotia  has  about  18,000  miles  of  road, 
and  has  been  able  to  build  macadam  roads  at  a  com- 
paratively low  cost  owing  to  the  presence  of  large 
quantities  of  trap  rock.  Lately  attention  has  been 
given  to  the  building  of  bridges  and  culverts,  and  it  is 
now  considered  that  the  time  is  favorable  to  take  up 
the  question  of  roads — to  build  more  and  better  high- 
ways and  to  inaugurate  a  policy  of  a  higher  standard 
of  maintenance.  The  formation  of  the  Good  Roads 
Association  marks  the  culmination  of  these  growing 
efforts,  and  expresses  them  in  a  tangible  organization, 
prepared  to  foster  the  movement  for  better  highways. 

The  meetings  were  attended  by  Mr.  J.  Duchastel, 
engineer  of  the  city  of  Outremont,  P.O.,  and  president 
of  the  Dominion  Good  Roads  Association,  and  Mr.  G. 
A.  McNamee,  secretary  of  the  association,  who  were 
specially  invited  to  be  present.  These  gentlemen  gave 
some  information  as  to  what  is  being:  done  elsewhere 
in  the  Dominion,  especially  in  Quebec,  with  the  idea 
that  such  knowledge  can  be  utilized,  having  regard,  of 
course,  to  local  conditions.  Mr.  Duchastel  and  Mr. 
McNamee  had  conferences  with  Premier  Murray  and 
with  the  Hon.  E.  H.  Armstrong-,  Minister  of  Public 
Works.  They  also  visited  the  exhibition,  where  models 
of  various  roads  were  on  view. 

Progress  in  Nova  Scotia. 

There  were  two  sessions.  At  the  first  Mr.  Arm- 
strong presided,  and  pointed  out  that  Nova  Scotia  had 
made  some  progress  in  the  development  of  good  roads, 
although  handicapped  by  the  fact  that  the  province 
had  a  large  number  of  rivers,  small  streams,  a  heavy 
rainfall,  and  a  short  season  in  which  to  work,  and  that 
the  character  of  the  soil  militated  against  good  roads. 
The  introduction  of  the  automobile  had  given  a  new 
impetus  to  the  demand  for  good  highways,  making  it 
necessary  to  reconsider  the  problem  of  road  making 
and  repair.  They  were  all  agreed  as  to  the  economic 
necessity  of  such  roads.  The  motto,  "We  want  good 
roads  and  we  are  willing  to  pay  for  them,"  interested 
him,  in  view  of  the  necessary  legislation  which  must 
be  adopted.  The  cities  and  towns  must  pay  largely  if 
they  meant  what  they  said,  that  they  wanted  good 
roads  and  were  willing  to  pay  lor  them. 

Mr.  G.  A.  McNamee,  of  Montreal,  who  was  espe- 
cially invited  to  attend,  suggested  that  a  good  roads 
association  be  formed,  with  representatives  from  socie- 
ties and  boards  of  trade  of  the  whole  province.  He 
outlined  what  was  being  done  in  Quebec,  and  ex- 
plained the  good  roads  laws  in  that  province,  pointing 
out  that  over  $15,000,000  had  been  expended  since  1912 
on  better  highways. 

Considerable  discussion  followed,  the  general  idea 
being  favorable  to  the  formation  of  an  association. 
The  improvement  of  roads  would,  it  was  stated,  bring 
in  tourist  traffic,  and  thus  benefit  the  province.  At 
present  there  are  1,500  miles  of  main  highways  and 


only  a  little  over  $100  per  mile  per  annum  is  being  set 
aside,  which  was,  of  course,  entirely  inadequate. 

At  the  evening:  session  it  was  decided  to  form  the 
association.  Mr.  G.  F.  Pearson,  of  Halifax,  was  elected 
president,  with  the  following  other  officers:  First  vice- 
president,  Mayor  W.  H.  Roach,  Windsor;  second  vice- 
president,  Mr.  J.  S.  Whyte,  Glace  Bay ;  third  vice- 
president,  Mr.  W.  Churchill,  Brooklyn,  Yarmouth 
County;  secretary-treasurer,  Mr.  R.  P.  Pell,  Halifax; 
together  with  a  number  of  representativs  of  various 
counties.  The  fee  for  ordinary  members  was  fixed  at 
$1  ;  sustaining  membership,  $10,  and  life  membership, 
$100. 

Mr.  Pearson  stated  that  a  meeting  is  to  be  held  be- 
fore the  next  legislature  convenes,  at  which  a  definite 
road  policy  will  be  formulated  to  be  placed  before  the 
legislature  at  its  next  assembly. 

Mr.  Duchastel,  president  of  the  Dominion  Good 
Roads  Association,  read  a  paper  on  the  benefits  of 
good  roads,  drawing  particular  attention  to  the  eco- 
nomic and  social  aspects  of  the  question  and  also  dis- 
cussing the  subject  of  grades. 

Benefits  Accruing  to  Good  Roads. 

Mr.  Duchastel  said  in  part:  "No  community  had 
ever  regretted  the  improvement  of  its  roadways.  In 
Canada  there  was  no  form  of  natural  development  of 
greater  benefit  to  the  people  at  large  than  road  im- 
provement. The  public  road  is,  of  all  forms  of  inter- 
communications, the  only  free  one.  and  also  the  most 
universally  used." 

He  pointed  out  the  benefits  accruing  to  a  well-con- 
structed highway  system,  these  being  of  both  an  eco- 
nomic and  social  order.  Advantages  were  gained  by 
both  farmer  and  city  dweller,  which  were  reciprocal, 
in  that  benefits  gained  by  one  had  a  favorable  influence 
on  the  other. 

Mr.  Duchastel  discussed  the  different  wavs  of  im- 
proving the  roadways,  classifying  the  methods  as  bet- 
terment of  the  road  surface,  reduction  of  grades,  and 
shortening-  of  the  road  itself.  It  was  stated  that  the 
farmers  of  Canada  would  save  $5,000,000  a  vear  if  we 
had  a  System  of  roadways  equal  to  those  of  Western 
Europe. 

"Motor  traffic  is  bound  to  make  use  of  good  roads, 
and  one  of  the  important  benefits  derived  by  the  com- 
munity at  large  is  the  wealth  distributed  by  the  motor 
car  tourists.  Since  the  local  Government  of  Quebec 
commenced  the  improvement  of  highways  there  has 
been  a  very  valuable  increase  in  tourist  traffic  in  the 
province.  It  is  figured  that  each  tourist  will  spend  at 
least  ten  dollars  a  day." 

Mr.  W.  G.  Yorston,  assistant  road  commissioner, 
described  the  road  system  in  Nova  Scotia.  The 
revenue  available  for  roads  in  the  province  was 
$235,000,  which  covered  repairs  to  bridges,  machinery- 
account,  and  maintenance  of  roads.  The  administra'- 
tion  of  this  money  was  by  road  inspectors  in  each 
county,  submitting  to  the  commission  particulars  of 
what  work  was  to  be  done.  Deducting  maintenance 
of  bridges  and  upkeep  of  machinery,  the  amount  avail- 
able for  roads  was  $180,000  for  18.000  miles  of  roads. 
Counting  in  the  value  of  statute  labor,  a  total  of  $22 
per  mile  was  available.  The  amount  allotted  was  far 
too  small  for  (he  needs  of  the  province. 

There  had  been  borrowing  on  capital  account  in 
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recent  years.  One  loan  was  $600,000  for  permanent 
culverts,  and  another  was  $180,000  for  permanent  work 
in  each  county,  the  division  being  aboul  $10,000  to  a 
county. 

Revenue  from  the  motor  vehicles  was  rapidly  in- 
creasing,   It  was  now  about  $35,000  a  year. 

Not  Sufficient  Money. 

[*he  amount  borrowed  already  is  far  too  small  for 
the  needs  of  the  province.  There  w  as  need  of  constant 
supervisors  of  highways  for  the  w  hole  season,  and  not 
men  who  made  their  road  work  a  side  line.  In  nine 
cases  out  of  ten  the  men  appointed  were  not  road  men 
Or  men  w  ho  had  any  knowledge  of  road  methods. 

Mr.  Hiram  Donkin,  road  commissioner,  said  no 
matter  how  much  money  was  granted  for  road  build- 
ing it  was  useless  unless  there  was  a  strong  organiza- 
tion to  see  that  it  was  prudently  and  efficiently  spent. 

Mr.  A.  K.  Maclean.  M.P.,  believed  that  the  chief 
problem  was  one  of  maintenance.  He  suggested  that 
there  should  be  a  modification  of  the  statute  labor  law, 
or  that  it  should  be  abolished. 

I  >ther  speakers  included  Messrs.  W.  L.  Bishop,  road 
supervisor  of  Nova  Scotia;  Mr.  f.  II.  Manning  and 
Mr.  1).  McGilhvrav. 


Unique  Steel  Caisson  Construction 

In  the  Contract  Record  of  June  28  was  described  a 
unique  scheme  for  constructing  the  concrete  founda- 
tions in  connection  with  the  new  power  house  of  the 
Buffalo  General  Electric  Company  on  the  Niagara 
River.  The  illustration  which  we  reproduce  herewith 
-hows  the  equipment  employed  in  assembling  the  sheet 
steel  caissons,  and  makes  more  clear  the  methods  that 
were  used. 

A  centering  pile  was  driven  in  the  exact  centre  of 
each  caisson  location  w  hich  supported  on  a  pin  a  42-ft. 
mast,  -  lived  in  place,  but  so  as  to  be  capable  of  revolv- 
ing freely.  On  this  mast  was  carried  the  steam  ham- 
mer, provided  with  vertical  and  transverse  adjust- 
ments, the  steam  lines  being  hung  over  a  set  of  blocks 
on  the  top  of  the  mast.  A  fixed  template,  circular  in 
shape  and  of  the  exact  interior  diameter  of  the  caisson, 
was  fastened  on  top  of  the  centering  pile,  with  a  second 
template  on  the  mast  17  ft.  above  the  first  one.  A  false- 
vvork  tower,  with  platforms,  enabled  the  workmen  to 
assemble  the  piling.  Each  caisson  was  completely  set 
up  as  indicated  in  the  dotted  lines,  the  piles  being 
handled  by  a  cablevvay  70  ft.  above  the  ground.  Two 
piles  were  always  driven  at  the  same  time  to  a  depth 
■•I  3  ft.,  the  hammer  being  revolved  round  and  round 
until  all  the  piles  reached  bed  rock.  Excavation  was 
carried  on  by  jetting. 

The  well-known  Lackawanna  steel  sheet  piling,  12 
in.  x  \s  in.,  was  employed  in  lengths  of  33  ft.  For  the 
jarger  caissons  the  angle  allowed  by  the  interlocking 
joints  did  away  with  any  curving  or  bending:  of  the 


piling,  but  in  the  caissons  of  smaller  diameter  the  webs 
\\  ere  benl  longitudinally  to  allow  the  piles  to  be  assem- 
bled. Hie  manufacturers  arc  bending  straight  web 
piles  along  standard  angles,  which  enables  contractors 
to  form  cylinders  of  any  diameter.   The  accompanying 
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Equipment  for  assembling  and  driving  the  sheet  pile  caissons. 

illustration  shows  the  standard  bends  for  sheet  pile 
webs,  each  stock  size  being  curved  right-handed  and 
K  it-handed,  as  indicated. 


Burlington  Steel  Booklet 

The  Burlington  Steel  Company,  Limited,  Hamil- 
ton, Out.,  have  issued  a  very  interesting  and  splendidly- 
illustrated  booklet  on  "Concrete  Reinforcement  Bars." 
The  earlier  pages  of  this  booklet  give  a  quantity  of 
useful  information  regarding  the  various  forms  of 
reinforcement  and  methods  of  manufacture  and  pre- 
paration, with  numerous  formulae.  Several  pages  are 
given  over  to  illustrations  of  buildings  in  which  Bur- 
lington reinforcement  has  been  used.  Two  valuable 
tables  at  the  end  of  the  booklet  give  the  weights  and 
areas  of  square  and  round  bars  and  the  weight  in 
pounds  of  flat  steel. 


Standard  bends  for  steel  sheet  piles  and  bent  piles  assembled  for 
cylindrical  caisson. 


Two  million  dollars  worth  of  bonds  are  to  be  Moat- 
ed immediately  by  the  province  of  British  Columbia 
to  aid  the  Pacific  Great  Eastern  Railway  in  complet- 
ing its  line  to  Prince  George.  Men  have  already  been 
sent  north  to  Clinton,  B.C.,  to  rush  ahead  the  track 
from  that  point,  in  the  expectation  of  reaching  Prince 
George  some  time  this  fall.  The  bond  issue  was  re 
cently  authorized  by  the  provincial  legislature. 


September  27,  1916 


THE    CONTRACT  RECORD 


949 


Practical  Methods  of  Measuring  Flowing 

Water 

  Continued  from  last  issue   — —  


Another  kind  of  velocity  determination  of  special 
interest  is  the  color  method  as  applied  to  flow  in  pipes, 
closed  conduits,  and  open  channels  of  uniform  cross 
section  whose  depth  is  at  least  one-third  the  width. 
The  process  consists,  briefly,  in  discharging  a  small 
quantity  of  coloring  matter  into  the  conduit  and  not- 
ing the  length  of  time  required  for  it  to  appear  at  some 
point  further  down  in  the  line.  In  determining  the 
flow  in  sewers  by  this  method,  the  coloring  can  be 
added  at  a  manhole,  preferably  near  the  discharge  end, 
and  the  elapsed  time  observed  until  it  appears  at  the 
outlet.  The  distance  traveled,  divided  by  the  time, 
gives  at  once  the  mean  velocity  of  flow,  provided  only 
that  the  flow  is  turbulent.  As  to  whether  this  condi- 
tion exists  or  not  can  be  determined  in  two  ways, 
hirst,  by  the  use  of  empirical  formulae,  such  as  that 
developed  by  Osborne  Reynolds,  in  which 

.2458 

V  =  :  

D  (1  +  .0337  T  +  .00022 IT2) 
where  D  is  the  diameter  of  pipe  in  inches  and  T  is  the 
temperature  of  the  water  in  degrees  Centigrade.  If 
the  velocity  is  as  great  or  greater  than  that  determined 
by  the  formula,  the  flow  is  turbulent.  Another  and 
perhaps  better  way  for  determining  the  condition  of 
flow  as  regards  turbulence  is  by  actual  observation. 

If,  for  instance,  the  flow  is  turbulent,  then  water 
which  is  at  one  instant  in  the  centre  of  the  pipe,  travel- 
ing at  the  maximum  velocity,  will,  an  instant  later,  be 
whirled  out  near  the  side  of  the  pipe  and  traveling  at 
a  lower  velocity,  and  that  water  which  was  near  the 
side  of  the  pipe  will  now  be  near  the  centre,  so  that  the 
average  velocity  of  the  different  particles  will  be  near- 
ly constant,  and  it  will  make  practically  no  difference 
where  they  may  happen  to  be  when  the  coloring  is 
added — they  will,  in  any  event,  reach  a  point  down 
stream  at  very  nearly  the  same  time.  In  other  words, 
if  the  flow  is  turbulent,  the  length  of  the  color  streak 
as  it  appears  at  the  outlet  will  be  surprisingly  short, 
usually  not  more  than  1  per  cent,  of  the  distance  tra- 
veled. Tf  the  velocity  should  be  decreased,  then  as  the 
flow  approaches  stream  line  motion  the  color  streak 
at  the  outlet  will  lengthen  greatly  and  the  method  will 
not  be  applicable. 

In  68  experiments  conducted  by  Parker  on  a  12-in. 
pipe,  2,074  ft.  long,  the  greatest  length  of  color  streak 
observed  was  14  ft.  The  coloring  first  appeared  after 
598.2  seconds,  nearly  10  minutes,  and  completely  dis- 
appeared 4  seconds  later.  Hence,  the  mean  velocity 
was  less  than  3.467  ft.  per  second,  and  greater  than 
3.444  ft.  per  second,  the  mean  value  3.456  ft.  per  second 
being  perhaps  more  nearly  correct  than  could  have 
been  obtained  by  any  other  means.  This  method  has 
t he  advantage  of  being  easily  applied,  is  inexpensive, 
and  is  capable  of  giving  very  good  results. 

In  measuring  sewage  or  water  not  used  lor  house- 
hold purposes,  a  fluorescent  dye  serves  well  for  color- 
ing. By  placing  a  white  surface  below  the  water  at 
the  outlet,  the  eye  is  aided  materially  in  making  (lie 
observation.  In  case  the  water  is  to  be  used  for  house- 
hold purposes  bran  may  be  used,  this  being  later 
strained  off  by  the  aid  of  cheesecloth  ;  or  permanganate 
of  potash  may  lie  used,  this  being  decolorized  by  the 
addition  of  a  little  ferrous  sulphate. 


Measurements  falling  under  the  second  class  of 
mean  velocity-area  methods  comprise  the  most  usual 
methods  employed  in  ordinary  measurement  of  river 
discharge.  The  instruments  used,  as  previously  stat- 
ed, are :  Surface  floats,  rod  floats,  current  meters,  and 
Pitot  tubes.  A  gauging  by  this  method  is  preferably 
made  from  a  bridge,  but  if  no  bridge  is  available,  and 
the  stream  is  too  deep  for  wading,  then  either  a  boat 
must  be  used  or  a  cable  suspended  across  the  stream. 

The  first  step  after  the  site  for  the  gauging  lias 
been  selected  is  to  divide  the  total  width  of  stream 
into  a  number  of  sections,  ranging  in  length  usually 
from  5  to  10  ft.,  the  limits  of  these  sections  being 
marked  either  on  the  bridge  or  on  a  wire  or  rope 
stretched  across  the  river.  The  depth  at  each  of  these 
limiting  points  is  determined  by  a  rod  or  sounding 
weight,  or,  better  still,  the  elevations  of  the  bed  ol 
stream  may  be  determined  by  aid  of  a  level  and  level 
rod.  The  next  step  is  to  determine  the  mean  velocity 
for  each  of  these  sections. 

When  this  is  accomplished  by  the  aid  of  surface 
floats,  a  partially  filled  bottle  with  only  the  neck  pro- 
jecting above  the  surface  may  he  used  to  advantage. 
The  surface  velocity  is  determined  by  noting  the  time 
required  for  the  bottle  to  travel  a  certain  distance, 
usually  100  ft.  Eighty-five  to  ninety  per  cent,  of  this 
surface  velocity,  depending  largely  upon  the  depth  of 
steam  and  wind  conditions,  gives  approximately  the 
mean  velocity  for  the  total  depth  at  that  point.  After 
thus  determining  the  mean  velocity  at  the  ends  of  the 
section,  the  average  of  the  two  is  computed,  which, 
multiplied  by  the  area,  gives  the  discharge  for  that 
section.  The  sum  of  these  discharges  for  all  the  sec- 
tions gives  the  total  discharge  of  the  stream.  This 
method  gives  only  approximate  results,  but  is  some- 
times useful  in  the  determination  of  flood  discharge  or 
in  reconnaissance  work. 

Rod  floats  can,  under  proper  conditions,  be  depend- 
ed upon  to  give  better  results,  and  may,  sometimes,  be 
used  to  advantage  in  streams  where  the  cross  section 
is  uniform  for  a  distance  of,  say,  100  ft.  These  floats 
are  designed  to  give  directly  the  mean  velocity  in  the 
vertical.  I  fence,  they  should  have  such  a  length  and 
weight  that  will  just  prevent  their  touching  ihe  bot- 
tom of  the  stream  and  allow  a  very  slight  projection 
above  the  water  surface  to  prevent  any  appreciable  in- 
fluence by  the  wind.  There  will  necessarily  be  a  layer 
of  water  between  the  lower  end  of  the  rod  and  the 
stream  bed.  As  this  layer  is  moving  with  a  velocity 
less  than  the  mean  in  the  vertical,  the  rod.  uninfluenced 
hv  it,  will  have  a  velocity  greater  than  the  mean,  so 
that  unless  coefficients  are  applied  in  the  computations 
rod  floats  give  too  high  velocities.  Rods  of  different 
lengths  must,  of  course,  be  used  for  the  different 
depths.  A  very  satisfactory  rod  can  be  made  of  a  piece 
of  2-in.  round  wood,  to  the  bottom  end  of  which  is 
lilted  a  tin  tube  about  10  in.  long,  with  the  lower  end 
idosed.  The  tube  should  be  filled  with  enough  shot  or 
sand  to  sink  it  to  the  proper  depth.  The  rod  should 
be  oiled  and  painted  to  prevent  its  becoming  water 
soaked  and  sinking  to  a  greater  depth  than  desired. 

In  canals  of  unvarying  section  rod  floats  should, 
perhaps,  give  results  as  accurate  as  can  he  obtained  In 
the  natural  use  of  current  meters.     However,  in  the 
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i  bsc  oi  natural  channels  of  irregular  and  rapidly  chang- 
ing sections,  the  error  becomes  much  greater,  and  they 
^hi >uM  n< >t  be  used. 

Current  Meters. 

Perhaps  the  most  commonly  used  and  most  gener- 
ally applicable  method  of  measuring  the  velocity  of 
water  in  open  channels  at  the  present  time  is  by  the 
aid  of  current  meters.  (  >f  these  there  are  two  common 
types,  namely,  screw  and  cup,  typical  examples  of 
which  are  the  Haskell  and  the  Price  meters  respec- 
tively. 

Velocity  is  not  indicated  directly  by  a  current 
meter,  but  is  obtained  bv  the  known  relation  between 
-peed  of  the  wheel  and  velocity  of  the  water.  As  this 
relation  is  not  the  -ante  for  different  meters,  it  becomes 
necessary  to  rate  every  meter  made.  Furthermore, 
the  same  rating  will  not  hold  for  any  meter  throughout 
its  life,  so  that  the  rating  should  be  checked  from  time 
to  time  and  a  new  rating  table  made  up  whenever  the 
necessity  for  one  becomes  apparent. 

The  current  meter  and  likewise  the  Pitot  tube  de- 
termines the  .velocity  only  at  a  point,  whereas  it  is  de- 
sired to  know  the  mean  velocity  for  the  entire  depth. 
However,  if  one  takes  a  number  of  observations  at 
different  depths  and  plots  the  results  in  the  form  of  a 
curve,  plotting  velocity  against  depth,  the  following 
facts  can  be  learned  : 

First,  the  curve  resembles  a  parabola  whose  axis  is 
horizontal  and  at  a  distance  below  the  surface  of  about 
three-tenths  of  the  depth. 

Second,  the  mean  velocity  occurs  at  about  six- 
tenths  of  the  depth  of  the  stream. 

Third,  the  mean  between  the  velocities  found  at 
two-tenths  and  eight-tenths  also  gives  the  mean  for 
the  total  depth. 

These  last  two  facts  afford  a  ready  means  for  de- 
termining the  average  velocity  at  any  station  by  tak- 
ing only  one  or  two  observations.  Both  methods  are 
in  common  use,  the  .2  and  .8  method  giving  perhaps 
slightly  the  better  results.  In  making  an  observation 
by  either  method  the  number  of  revolutions  is  observed 
for  a  period  usually  of  about  50  seconds.  From  the 
rating  table  the  corresponding  velocity  is  found. 
Thenceforth  the  manner  of  computing  the  discharge  is 
the  same  as  described  for  the  float  method. 

One  of  the  most  serious  errors  affecting  current 
meter  measurements  occurs  when  the  meter  is  sus- 
pended at  the  end  of  a  cable,  as  is  often  done.  Unless 
some  restraining  device  is  used  when  the  velocity  is 
more  than  three  feet  per  second,  the  meter  is  carried 
down  stream  a  distance  and  raised  somewdiat  in  the 
vertical,  and  the  observer  has  no  means  of  knowing  at 
just  what  depth  he  is  making  his  observation. 

There  are  many  other  possible  sources  of  error  af- 
fecting current  meter  measurements,  some  due  to 
faulty  design  of  meter,  others  due  to  carelessness  on 
the  part  of  the  observer,  but  time  does  not  permit  of  a 
full  discussion  of  all  these.  It  can  safely  be  said  that 
while  current  meters  afford  a  rcadv  and  useful  means 
of  stream  gauging,  the  degrees  of  accuracy  attained  in 
the  results  is  not  as  great  as  is  usually  thought.  It 
requires  a  very  careful  measurement  to  give  a  result 
within  5  per  cent,  of  the  true  discharge,  and  an  error 
of  10  per  cent,  or  even  20  per  cent,  may  easily  occur. 

One  of  the  simplest  methods  theoretically  for  de- 
termining the  velocity  of  flowing  water  is  by  convert- 
ing the  velocity  head  into  a  pressure  head  and  then 
measuring  this  pressure.  The  conversion  is  readily 
effected  bv  the  simple  expedient  of  presenting  some 
obstruction  to  the  flow.  Accurate  measurement  of  the 
resulting  pressure,  however,  is  not  so  easy.  This  mea- 
surement is  usually  made  by  balancing  the  pressure 


either  1>\  water  column,  as  is  done  in  the  Pitot  tube,  or 
l>\  some  mechanical  device. 

Practically  the  only  pressure  instrument  used  at 
the  present  time  is  the  Pitot  tube.  This  instrument  is 
rated  and  its  manner  of  use  is  practically  identical  with 
thai  of  the  current  meter.  As  to  the  practical  value  of 
the  Pilot  tube  there  is  a  most  remarkable  difference  of 
opinion  among  leading  hydraulicians. 

Briefly  summarizing,  the  writer  would  suggest  the 
following  methods  of  measurement  as  being  the  most 
practical  for  the  purposes  stated: 

For  gauging  wide,  shallow  streams  use  current 
meters. 

For  gauging  deep,  narrow  streams  use  current 
meters  or  salt  solution  method. 

For  gauging  swift,  turbulent  mountain  streams  use 
salt  solution  method. 

For  gauging  small  streams  use  current  meters  or 
sharp-crested  weirs. 

For  gauging  open  channels  Of  uniform  section  use 
current  meters  or  rod  floats. 

For  gauging  open  channels,  narrow,  deep  and  of 
uniform  section  use  color  method,  current  meters,  or 
rod  floats. 

For  turbine  testing  use  salt  solution  method  or 
sharp-crested  weirs. 

For  measuring  the  flow  in  sewers^  or  other  closed 
conduits  not  flowing  under  pressure,  use  salt  solution 
i  ir  ci  dor  method. 

For  measuring  How  in  pipes  under  pressure  use 
Venturi  meter,  Pitot  tube,  salt  solution,  or  color 
method. 

For  measuring  small  discharges  from  tanks  or 
reservoirs  use  sharp-crested  orifices. 

However,  the  application  of  these  various  methods 
is  more  or  less  elastic,  the  above  being  intended  only 
as  a  general  guide. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  recent  advance  of  10  per  cent,  in  all  lines  of  build- 
ers' hardware  is  attributed  to  increasing  costs  of  raw  ma- 
terial and  labor. 

The  city  inspector,  Quebec,  Que.,  during  the  week  Sep- 
tember 11  to  September  1(5  issued  building  permits  to  the 
extent  of  $35,000. 

It  is  reported  that  plans  arc  under  way  for  the  con- 
struction of  four  steel  freighters  of  5,000  tons  each  at 
the  drydock  at  Prince  Rupert,  B.C. 

The  McCallum  Granite  Company,  Limited,  has  been 
incorporated  with  a  capital  of  $40,000.  head  office  at  the 
city  of  Kingston,  Ont.  The  company  will  manufacture 
and  deal  in  monuments  of  all  sorts. 

"La  Compagnic  des  Terrains  et  Constructions  de  Shaw- 
inigan  Falls"  has  been  incorporated  with  a  capital  of  $24,500, 
headquarters  at  Shawinigan  Falls,  Que.  The  firm  will  enter 
the  building  trade  and  deal  in  all  kinds  of  building  materials, 
as  well  as  carrying  on  other  lines  of  business. 

Win.  Camps,  road  commissioner  for  Scarboro  Township, 
is  building  an  80-foot  span  concrete  and  steel  bridge  over 
the  Rouge  River  at  Hillside.  The  structure  is  along  the  line 
of  permanent  bridges  being  built  all  over  the  township. 
The  work  will  be  completed  before  the  close  of  the  season. 

The  city  of  Toronto  is  considering  the  replacing  of 
the  present  sedimentation  system  of  sewage  disposal  with 
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the  activated  sludge  process.  As  the  matter  will  involve 
an  expenditure  of  some  $5,000,000,  they  are  going  slowly, 
but  experiments  appear  to  justify  a  belief  that  the  activated 
sludge  process  will  be  adopted. 

The  Willamette  Iron  and  Steel  Works,  an  Extra-Pro- 
vincial Company,  has  been  registered  under  the  "Companies 
Ac*;"  and  is  authorized  to  carry  on  business  within  the 
Province  of  British  Columbia,  its  provincial  headquarters 
being  at  Vancouver.  The  capital  of  the  company  is  $600,000. 
Its  head  office  is  at  Portland,  Ore. 

The  contract  for  the  construction  of  the  model  concrete 
roadway  from  Killaly  Street  to  Sugar  Loaf  Hill,  west  of 
Port  Colborne,  Ont,  has  been  awarded  to  the  Ideal  Con- 
struction Company,  of  Kitchener,  Ont.  Work  is  to  be  started 
at  once,  with  a  force  of  about  50  men.  This  is  being  built 
by  the  Canada  Cement  Company. 

The  Montreal  Board  of  Control  have  under  considera- 
tion the  appointment  of  Mr.  Henry  Holgate  as  consulting 
engineer  for  the  proposed  hydro-electric  development  at  the 
aqueduct.  It  is  estimated  that  the  installation  of  a  new 
civic  lighting  system  in  connection  with  the  development 
will  cost  $1,680,000,  including  an  underground  conduit  sys- 
tem. 

At  a  recent  meeting  of  the  Brockville,  Ont..  town  council, 
a  blue  print  of  the  proposed  fountain  to  be  erected  on  Court 
House  Avenue  in  the  spring  to  the  memory  of  the  late  ex- 
Mayor  John  H.  Fulford,  was  exhibited.  The  work  is  in 
the  hands  of  the  Atlantic  Terra  Cotta  Company,  of  Montreal. 
The  design,  by  Architect  Raine.  calls  for  a  fountain  15  feet 
high  from  the  first  base  and  of  symmetrical  proportions. 
Starting  at  the  lower  portion  and  ascending  are  three  basins, 
the  first  is  21  feet  in  diameter,  the  second  11  feet,  and  the 
top  one  6  feet. 

The  plant  of  the'  Pacific  Steel  Products,  Limited,  located 
on  Lulu  Island,  about  one  mile  from  Eburne,  B.C.,  has 
been  destroyed  by  fire.  The  plant  was  formerly  known 
as  the  Dominion  Safe  Works  and  represented  an  invest- 
ment of  $110,000,  a  large  proportion  of  which  it  is  believed 
will  be  actual  loss.  The  plant  commenced  operations  under 
the  new  name  only  recently,  but  had  a  large  number  of 
contracts  on  hand,  their  products  being  bolts,  nuts  and 
similar  iron  and  steel  products,  for  which  there  is  at  present 
a  large  demand. 

A  committee  of  the  Montreal  Builders'  Exchange  is  con- 
sidering the  Quebec  Lien  law,  which  is  considered  by  many 
members  to  be  unsatisfactory,  especially  from  the  point  of 
view  of  the  supply  men,  who  have  to  give  notice  to  the 
proprietors  if  they  desire  to  protect  themselves  in  relation 
to  goods  sold  to  contractors.  This  portion  of  the  law  is 
liable  to  cause  a  certain  amount  of  friction,  and  is  not 
generally  acted  upon.  The  committee  is  obtaining  copies 
of  the  law  in  other  provinces,  in  order  to  see  whether  a 
more  workable  Act  cannot  be  passed  in  Quebec. 

Several  tenders  submitted  to  the  provincial  government 
for  work  on  the  new  parliament  buildings  at  Winnipeg 
have  been  rejected,  the  prices  being  declared  too  high.  Hon. 
Thos.  H.  Johnson,  Minister  of  Public  Works,  stated  that 
the  government  had  decided  to  make  certain  changes  in 
the  plans  in  order  to  reduce  the  cost  of  the  building.  The 
rejected  tenders  were  from  a  dozen  or  more  contractors  and 
covered  various  branches  of  the  work.  The  tender  of  the 
Manitoba  Bridge  and  Iron  Works,  however,  for  the  dome 
steel  was  accepted  at  $109,000,  their  offer  being  the  lowest. 

Part  of  the  Petawawa  road  lying  within  the  Pembroke, 
Ont.,  town  boundaries,  which  was  recently  given  a  new 
dressing  of  stone  by  the  town,  under  an  arrangement  with 
the  Northern  Development  branch  of  the  Ontario  Govern- 
ment, is  now  being  given  a  treatment  of  tarvia  dressing  un- 
der  the  direction  of  town  engineer  W.  J.  Moore,  and  a  re- 


presentative of  the  Paterson  Manufacturing  Company,  Lim- 
ited. This  is  being  put  on  as  a  binder  and  is  expected  to 
preserve  the  roadway.  It  is  the  first  tarvia  to  be  used  in 
Pembroke,  and  if  it  stands  the  test  on  this  much-travelled 
piece  of  road  it  will  likely  be  used  extensively  there. 

The  question  of  installing  a  sewerage  system  at  Ford 
City,  Ont.,  has  become  a  pressing  one,  and  a  deputation 
of  the  councillors  recently  paid  a  visit  to  Whitby  to  look 
over  the  sewage  disposal  plant,  pumping  station  and  the 
system  in  general.  During  their  inspection  they  were  ac- 
companied by  T.  Aird  Murray,  the  designer  of  the  Whitby 
system,  and  F.  F.  Fry,  the  builder  of  the  sewage  disposal 
plant.  Mr.  Murray  explained  everything  in  detail,  showing 
the  working  of  the  whole  plants  Next,  the  party  proceed- 
ed to  the  pumping  plant  which  is  being  installed  beneath 
the  roadway  at  Port  Whitby  in  order  to  force  the  sewage 
from  the  section  of  the  town  which  is  too  low  for  the 
gravity  system  to  be  used.  After  the  inspection  Mayor 
Montreuil,  of  Ford  City,  expressed  his  admiration  of  Whitby's 
splendid  equipment  and  said  he  wished  they  might  install 
similar  water  and  sewage  services  at  Ford  City. 


Personal 

Mr.  C.  H.  Dancer,  former  deputy  minister  of  public 
works  for  Manitoba,  has  been  appointed  Winnipeg  district 
engineer  for  the  federal  department  of  public  works. 

Mr.  A.  E.  Pickering,  manager  of  the  Water  and  Light 
Commission  of  Sault  Ste.  Marie.  Ont..  has  resigned  to 
accept  an  important  position  with  the  Great  Lakes  Power 
Company. 

Mr.  Albert  Sincennes,  architect,  is  suing  the  city  of 
Moncton,  N.B.,  for  $2,705,  which  he  claims  is  owing  for 
professional  services  in  connection  with  the  new  city  ball 
and  market  building. 

Mr.  J.  J.  Knight,  contractor,  of  Bala,  Muskoka,  has 
received  word  that  his  son,  Pte.  James  A.  Knight,  who  went 
to  England  with  the  3rd  Division  Cyclists,  has  been  promoted 
to  the  rank  of  lieutenant. 

Mr.  J.  W.  Frazer,  of  Moncton,  N.B.,  is  again  taking  up 
his  former  profession  of  architect,  now  having  bad  prac- 
tical experience  for  some  time  as  a  contractor.  Mr.  Frazer 
is  an  associate  of  the  Royal  Institute  of  British  Architects, 
and  has  had  considerable  experience  in  architectural  work 
in  the  Old  Country,  as  well  as  in  Canada.  He  has  carried 
out  a  large  amount  of  ecclesiastical,  school,  domestic  and 
general  work,  and  is  besides  an  expert  quantity,  building 
and  land  surveyor.  For  the  present  he  will  have  his  office 
at  132  Steadman  Street. 


Obituary 

Mr.  Edward  Gurney,  president  of  the  Gurney  Foundry 
Company,  Limited,  has  passed  away,  in  his  seventy-second 
year. 

Mr.  Joseph  Newman,  of  St.  Catharines,  Ont.,  a  former 
member  of  the  contracting  firm  of  Newman  Bros.,  died  re- 
cently after  a  lingering  illness. 

Major  W.  A.  Casey,  of  Victoria,  B.C.,  has  been  killed 
in  action,  according  to  a  message  received  from  the  War 
Office.  Major  Casey  was  a  well-known  civil  engineer  in 
that  city. 

Ex-Alderman  Thomas  Davies,  who  in  former  years  was 
a  citizen  of  prominence  in  Toronto's  municipal  life,  has 
passed  away  after  several  months'  illness.  He  is  credited 
with  being  the  originator  of  the  Board  of  Control  and  of 
the  city's  present  system  of  municipal  government,  and 
was  also  instrumental  in  bringing  into  effect  the  local  im- 
provement by-laws. 


Contracts  Department 

News    of   Special   Interest   to   Contractors,  Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Guelph,  Ont. 

IUilk  or  separate  tenders  will  be  re- 
ceived until  September  BOth  for  the  con- 
struction of  sections  1  and  2  of  Muni- 
cipal Drain  No.  1.  IMans  and  specifica- 
tions at  offices  of  the  Clerk,  James  Laid- 
l.iw,  25  Douglas  Street,  Guelph.  and  the 
Engineer,  C.  D.  Bowman.  West  Mont- 
rose, Ont. 

Hamilton.  Ont. 

Engineer  E.  R.  Gray  and  Chief  Engi- 
neer James  Bain  have  been  authorized  to 
prepare  plans  for  waterworks  buildings 
and  equipment,  including  a  high  duty 
triple  expansion  steam  unit  and  steam 
turbine.  Approximate  total  cost.  $300,000, 

Engineer  Gray  will  also  prepare  plans 
of 'a  reservoir,  estimated  to  cost  $200, 000. 

The  City  Council  are  considering  the 
construction  of  a  quantity  of  cement 
sidewalks,  pipe  sewer  and  asphalt  pave- 
ment.   Engineer,  E.  R.  Gray. 

The  City  Council  have  decided  to  lay 
a  watermain  on  Main  Street,  and  will 
start  work  in  about  one  month.  Ap- 
proximate cost,  $11,468.  Clerk,  S.  H. 
Kent. 

Hawkesbury,  Ont. 

The  Town  Council  will  receive  ten- 
ders until  8  p.m..  October  2nd.  on  the 
following: — (1)  supply  and  installation 
of  one  electrically  driven  turbine  pump, 
capacity  1.000.000  gallons  per  day.  direct 
connected  to  100  h.p.  motor;  (2)  pump 
with  capacity  of  750.000  gallons,  with  75 
h.p.  motor:  pump  of  500.000  gallons  capa- 
city, and  50  h.p.  motor.  Foundations  will 
be  constructed  by  Town.    Clerk,  M.  Gar- 


Kingsville,  Ont. 

The  Town  Council  propose  to  replace 
the  watermain  on  Lakeview  Avenue  with 
a  larger  one.  and  will  secure  estimates. 
Clerk.  George  Pearse. 

London,  Ont. 

The  City  Council  will  shortly  call  for 
tenders  on  the  construction  of  sanitary 
and  storm  sewers.  Engineer.  H.  A. 
Brazier.    Approximate  cost,  $7,000. 

Tenders  on  the  construction  of  sanitary 
sewers  on  William  Street  will  be  received 
until  October  4th.  Engineer.  H.  A.  Bra- 
zier.   Approximate  cost,  $5,000. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  October  3rd  on  the  supply  of 
20-inch  cast  iron  pipe  with  castings  and 
valves.  Plans  and  specifications  at  office 
of  the  Works  Department,  City  Hall. 

Welland,  Ont. 

Plans  are  being  prepared  for  water- 
works extensions  estimated  to  cost  $3,- 
000.    Engineer,  D.  T.  Black. 


CONTRACTS  AWARDED 

Moncton,  N.B. 

The  City  Council  have  awarded  a  con- 
tract to  Carritte.  I'atcrson  Company, 
Ltd.,  89  Water  Street,  St.  John,  for  the 
construction  of  macadam  roadway  on 
St.  George  Street.  Approximate  cost, 
$25,000. 

Toronto,  Ont. 

The  Board  of  Control  have  awarded 
the  following  paving  contracts: — Godson 
Contracting  Company.  Manning  Cham- 
bers, asphalt  paving,  $16,334;-  Grant  Con- 
tracting Company,  50  Front  Street  East, 
concrete  paving  on  four  streets;  Com- 
missioner of  Works,  bitulithic  paving. 
$1,571. 


Railroads,  Bridges  and  Wharves 

Toronto,  Ont. 

The  Provincial  Hydro  Electric  Com- 
missioners have  prepared  a  report  on  the 
construction  of  a  radial  line  from  Port 
Credit  to  St.  Catharines,  via  Hamilton, 
estimated  to  cost  $9, 360, 3(H),  inclusive  of 
buildings  and  rolling  stock.  Engineer, 
F.  A.  Gaby,  University  Avenue. 

CONTRACTS  AWARDED 

Chatham  Township,  Ont. 

The  Township  Council  have  awarded 
a  contract  for  construction  of  three  steel 
and  concrete  bridges  to  the  Sarnia  Bridge 
Company,  176  North  Street.  Sarnia,  and 
for  two  bridges  to  William  Strange,  Tur- 
nerville. 


Public  Buildings,  Churches 
and  Schools 

Creemore,  Ont. 

Work  on  the  proposed  school  will  not 
start  until  the  spring.  The  general  con- 
tractors will  do  all  trades. 

Foxwarren  ,Man. 

A  by-law  has  been  passed  authorizing 
the  raising  of  $6,000  for  construction 
of  a  school  addition.  Clerk  of  Consoli- 
dated School  District  No.  525,  P.  High- 
field. 

Guelph,  Ont. 

The  Methodist  Conference  of  Guelph 
District  have  passed  a  resolution  favor- 
ing the  erection  of  a  Home  for  women 
and  girls.    President,  Rev.  W.  Barker. 

Joliette,  Que. 

In  connection  with  the  erection  of  an 
annex  to  the  Court  House,  the  general 
contract  will  do  all  work  except  roof- 
ing, which  will  be  sub-let. 

Kemptville,  Ont. 

The  Provincial  Department  of  Agri- 
culture are  having  plans  prepared  for  Ag- 
ricultural School  Buildings,  estimated  to 
cost  $100,000.  Architect,  F.  R.  Heakes, 
Parliament  Buildings,  Toronto. 

Medicine  Hat,  Alta. 

Tenders  on  the  erection  of  a  school 


according  to  the  revised  plans  will  be 
received  until  October  1st.  Approximate 
cost,  $15,000.  Architect,  W.  H.  Bourne, 
Huckvale  Block. 

Rossland,  B.C. 

James  Bowman  will  prepare  new  plans 
of  the  proposed  school,  and  tenders  will 
be  called.    Approximate  cost,  $75,000. 

Sirncoe,  Ont. 

The  Board  of  Education  will  proceed 
with  the  erection  of  two  schools  if  an 
additional  grant  of  $20,000  is  granted. 
Approximate  cost,  $40,000. 

Tweed,  Ont. 

Ellis  &  Ellis,  Manning  Chambers,  To- 
ronto, are  receiving  new  tenders  on  the 
erection  of  a  High  School,  estimated  to 
cost  $25,000.  Hollow  tile,  steel  and 
brick  construction. 

Verdun,  Que. 

J.  E.  A.  Benoit.  1200  Wellington  Street, 
has  prepared  plans  for  an  extension  to 
the  college  on  Gertrude  Avenue  for  the 
School  Commissioners,  and  tenders  will 
be  called  this  fall.  Brick,  steel  and  lime- 
stone- construction.  Approximate  cost, 
$75,000. 

Walkerville,  Ont. 

The  architects  for  the  proposed  Par- 
ish Hall  for  St.  Mary's  Anglican  Church 
are  Crane  &  Ferguson,  15  Deacon  St., 
Boston,  Mass.  Approximate  cost,  $20,- 
000. 

CONTRACTS  AWARDED 

Haileybury,  Ont. 

The  High  School  Board  have  awarded 
the  general  contract  for  the  erection  of 
a  school  to  P.  H.  Secord  &  Sons,  Brant- 
ford,  Ont.    Approximate  cost,  $20,000. 

Halifax,  N.S. 

In  connection  with  the  school  which 
is  being  built  on  Yonge  Street  for  the 
School  Board,  the  contract  for  roofing 
and  plastering  has  been  awarded  to  the 
general  contractors. 

Hamilton,Ont. 

The  City  Hospital  Board  have  award- 
ed the  contract  for  electric  wiring  and 
fixtures  for  the  Barton  Street  Hospital 
to  R.  M.  Smith,  401  Barton  Street,  at 

$1,900. 

Lachine,  Que. 

The  contract  for  foundations  required 
in  the  erection  of  two  schools  for  the 
School  Commissioners  of  St.  Anges  de 
Lachine  has  been  awarded  to  Laplante 
&  Company,  19  Sixth  Avenue. 

Laval  De  Montreal,  Que. 

In  connection  with  the  school  which 
is  being  built,  the  contract  for  plumb- 
ing, heating,  roofing  and  electrical  work- 
has  been  let  to  F.  Turcot.  Laval  dc 
Montreal. 

Montreal,  Que. 

In  connection  with  the  school  which 
is  being  built  on  Notre  Dame  de  Grace 
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Street  for  the  Roman  Catholic  School 
Commissioners,  the  contract  for  plaster- 
ing has  been  awarded  to  J.  Chamberland. 
553  Durocher  Street. 

Ninette,  Man. 

In  connection  with  the  erection  of  a 
sanitarium  for  the  Provincial  Govern- 
ment, the  contract  for  roofing  and  plas- 
tering has  been  let  to  the  general  con- 
tractors. 

Quebec,  Que. 

The  general  contract  for  the  erection 
of  a  Hospital  on  St.  Faye  Road  for  the 
Anti  Tuberculosis  League  has  been  let 
to  J.  Gosselin,  Levis,  and  the  contract 
for  heating  to  Jobin  &  Paqtiet.  72  Abra- 
ham Hill.    Approximate  cost,  $125,000. 

Sherbrooke,  Que. 

The  contract  for  electrical  work  re- 
quired in  the  erection  of  St.  Michael's 
Cathedral  has  been  let  to  the  Auer  In- 
candescent Light  Manufacturing  Com- 
pany, 18  Notre  Dame  Street  West,  Mont- 
real. 

Spirit  River,  Alta. 

The  contract  for  the  erection  of  a 
school  for  the  White  Mountain  School 
District  has  been  let  to  Bell  &  Evans. 

Timmins,  Ont. 

The  following  contracts  have  been  let 
in  connection  with  th«  erection  of  a 
school: — cut  stone.  Ritchie  Cut  Stone 
Company,  191  Grant  Av  enue,  Hamilton: 
reinforcing  steel.  Steel  &  Radiation  Com- 
pany, Fraser  Avenue.  Toronto;  structural 
steel,  Hepburn  &  Disher,  Van  Home 
Street,  Toronto;  roofing,  Henry  Padden, 
Timmins;  tile,  National  Fireproof  Com- 
pany, Dominion  Bank  Building,  Toron- 
to; painting  and  glazing,  T.  Hargreaves; 
heating,  ventilating  and  plumbing,  F.  R. 
Gibson,  Haileybury;  ornamental  iron, 
Canada  Wire  &  Iron  Goods,  182  King 
William  Street,  Hamilton. 

Windsor,  Ont. 

In  connection  with  the  erection  of  a 
hospital  addition  for  the  Hotel  Dien  of 
St.  Joseph,  the  general,  masonry,  car- 
pentry, steel,  roofing,  plastering  and 
painting  contracts  have  been  let  to  Urgel 
Jacques,  160  Dougall  Avenue.  Brick- 
construction.     Estimated  cost,  $35,000. 


Business  Buildings  and  Indus- 
trial Plants 

Belleville,  Ont. 

The  Maple  Leaf  Tires  Ltd.,  40  Bridge 
Street,  have  commenced  the  erection  of 
a  factory,  estimated  to  cost  $100,000.  The 
President,  H.  C.  Long,  605  Traders  Bank 
Building,  Toronto,  superintends  con- 
struction, and  is  receiving  tenders  on 
supply  of  materials,  including  steel  sash, 
steel  roofing,  iron  reinforcing  bars  and 
water  tank. 

Fort  William,  Ont. 

Sub-contracts  for  work  required  in  the 
erection  of  an  elevator  for  John  King, 
Victoria  Avenue,  will  be  let  by  the  gen- 
eral contractor,  D.  A.  Gordon.  Luci 
Court. 

Hagersville,  Ont. 

The  Bank  of  Hamilton  have  decided 
not  to  build  for  some  time. 

Halifax,  N.S. 

S.  P.  Dumaresq,  St.  Paul  Building,  has 
prepared  plans  for  alterations  to  an  office 
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building  for  the  Robert  Reford  Company, 
Ltd..  75  Upper  Water  Street,  and  ten- 
ders will  be  called  shortly.  Estimated 
cost,  $10,000. 

Hamilton,  Ont. 

The  project  for  the  construction  of  a 
coke  oven  plant  for  the  Hamilton  By- 
products Coke  Ovens,  Ltd.,  Sun  Life 
Building,  has  been  deferred  until  next 
year. 

In  connection  with  the  factory  exten- 
sion for  the  Canada  Cotton  Company, 
James  Street  North,  the  roofing,  heat- 
ing, plumbing  and  electrical  work  will  be 
done  by  the  owners. 

The  City  Council  are  considering  the 
erection  of  a  barracks  at  an  approximate 
cost  of  $30,000.  Frame  construction 
Clerk,  S.  H.  Kent. 

Kitscotty,  Alta. 

The  Hayward  Lumber  Company  are 
about  to  start  work  on  an  elevator,  with 
a  capacity  of  35,000  bushels. 

Lloydminster,  Alta. 

The  Richardson  Elevator  Company  are 
about  to  commence  the  erection  of  an 
elevator,  with  a  capacity  of  200,000  bush- 
els. 

Niagara  Falls,  Ont. 

A  by-law  has  been  carried  granting  cer- 
tain exemptions  to  the  Perfection  Tire 
&  Motor  Company.  Ltd.  of  Canada,  713 
Marquette  Building,  Chicago,  and  a  site 
will  be  secured  for  the  erection  of  their 
plant.    Approximate  cost,  $35,000. 

Peterborough,  Ont. 

In  connection  with  the  premises  which 
are  now  being  built  for  the  Royal  Bank, 
Hunter  Street,  tenders  on  roofing,  plumb- 
ing, heating,  steel  and  plastering  are  be- 
ing received  by  the  general  contractors. 
Purdy  &  Henderson,  New  Birks  Build- 
ing, Montreal. 

Petrolia,  Ont. 

All  work  required  in  the  erection  of  a 
mill  for  the  Lambton  Flax  Company, 
Petrolia,  will  be  done  by  the  general 
contractors,  J.  &  J.  Kerr  &  Sons,  Pe- 
trolia. 

Quebec,  Que. 

Work  is  progressing  on  the  erection 
of  a  store  for  E.  &  G.  A.  Cafette,  100  St. 
Paul  Street.  Private  tenders  on  plumb- 
ing, roofing,  electrical  work,  painting  and 
glass  will  be  called  by  the  architect, 
A.  G.  Nosworthy,  ill  Mountain  Hill 
Approximate  cost,  $25,000. 
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Saskatoon,  Sask. 

Tenders  are  now  being  received  for 
the  erection  of  a  factory  for  the  Sas- 
katoon Bread  Company,  161  Second  Ave- 
nue. Brick  construction.  Estimated 
cost,  $15,000.  Architect,  R.  M.  Thomp- 
son, 12  Masonic  Temple. 

Sherbrooke,  Que. 

Julius  Kayser  &  Company,  Frontenac 
Street,  propose  to  build  a  factory  in  the 
spring,  and  have  secure" 
their  plant  in  the  meantime.  Manaeer 
William  Horn.  S  ' 

The  City  Council  are  considering  the 
erection  of  a  fire  station  next  sprin- 
at  an  approximate  cost  of  $25,000  Sec- 
retary, E.  C.  Gatien. 

St.  John,  N.B. 

F.  Neil  Brodie.  42  Princess  Street  is 
preparing  plans  of  a  picture  theatre  'for 
1".  G.  Spencer,  95  Charlotte  Street  and 


work  will  start  in  the  spring.  Estimated 
cost,  $100,000.  Steel  and  brick  construc- 
tion. 

Tenders  on  the  erection  of  a  shed, 
platform,  boiler  house,  etc.,  will  be  re- 
ceived until  4  p.m.,  October  6th,  by  R. 
R.  Desrochers,  Department  of  Public 
Works,  Ottawa.  Plans  and  specifications 
at  Post  Office.  St.  John;  Customs  House, 
Halifax;  Shaughnessy  Building,  Mont- 
real; and  at  the  Department. 

Summerside,  P.E.I. 

The  erection  of  a  theatre  is  being  con- 
sidered by  J.  Gaudet,  and  tenders  have 
been  received.   Approximate  cost,  $10,000. 

Tillsonburg,  Ont. 

Plans  are  being  prepared  for  an  addi- 
tion to  the  premises  of  the  Maple  Leaf 
Harvest  Tool  Company.  Venison  and 
iilson  Avenues. 

Toronto,  Ont. 

The  Mas  sey  Harris  Company,  915  Kin" 
Street  West,  have  commenced  the  erec^ 
tion  of  a  store  house  and  addition.  Ap- 
proximate total  cost,  $3,300.  Concrete 
and  brick  construction. 

J.  G.  Ure.  122  Westmount  Avenue,  is 
preparing  plans  of  a  picture  theatre'  to 
be  built  in  the  St.  Clair  Avenue  district 
and  is  receiving  prices  on  ventilating 
and  seating.    Work  will  start  next  spring. 

Plans  have  been  prepared  for  the  erec- 
tion of  an  addition  to  the  offi-ces  of  the 
William  Davies  Company.  521  Front  St. 
East.  Brick  construction.  Estimated 
cost,  $5,000. 

Vancouver,  B.C. 

Tenders  on  the  erection  of  freight 
sheds  and  offices  at  False  Creek  for  the 
Canadian  Northern  Pacific  Railway  will 
be  received  until  6  p.m.,  October  2nd 
by  the  General  Manager,  M.  H  Mc- 
Leod.  Winnipeg.  Plans  at  offices  of  the 
architect,  817  Vancouver  Block,  and  at 
1011  Electrical  Railway  Chambers,  Win- 
nipeg. 

Viking,  Alta. 

The  Town  Council  are  considering  the 
erection  of  a  market  building. 

CONTRACTS  AWARDED 
Anderson  Township,  Ont. 

The  general  contract  for  the  erection 
of  a  stock  barn  for  Sherman  Cornwall. 
Amherstburg,  has  been  awarded  to  James 
Cibb.     Frame  construction.  Estimated' 
cost,  $3,500. 

Brandon,  Man. 

The  general  contract  for  the  erection 
of  an  exchange  building  for  the  Brandon 
telephone  Company  has  been  let  to 
llazelton  &  Company,  303  Donalda  St 
Wmn.peg,  the  mill  work  to  McDairmid 
Uark  Company,  Princess  and  Seventr 
streets;  roofing  to  McDonald  Brothers- 
marble  and  terazzo  work  to  Hooper 
Marble  Company.  Archibald  Street  Win- 
'''P^.  and  electrical  work  to  McDonald 
&  Wilson  Electric  Company,  309  Fort 
$30,000    XXmn,pCg-      Approximate  cost, 

Brantford,  Ont. 

In  connection  with  the  garage  which  is 
^emg  built  for  C.  J.  Mitchell,  55  Darling 
S  .eet,  the  contract  for  heating  has  been 
l«-t  to  T.  A.  Cowan,  81  Colborne  Street 

The  contract  for  heating  required  in 
connection  with  the  factory  which  is 
(Continued  on  page  45) 


BUILDERS 


Builders  could  make  money,  building,  selling 
■  >i  renting  workmen's  cottages  at  our  New  On- 
Urio  divisional  points,  especially  Caprcol,  near 
Sudbury,   now   ready.  < 

Capreol  townsite  is  on  a  large  cleared  gravel 
plain,  where  fireproof  cement  bungalows  can  be 
built  out  of  cellar  excavations.  Will  be  our 
best  Divisional  Point,  as  it  is  the  junction  of 
Toronto  and  Montreal  main  lines  going  west. 
It  is  in  the  nickel  belt  and  on  the  shore  of  the 
Vermillion  River.  The  other  three  Divisional 
Points  will  be  ready  later.  Phone  Main  4S40  and 
ask  for 

.  CYRIL  T.  YOUNG. 

Manager  Eastern  Lands, 
:.l  18  Canadian  Northern  Railway. 


Hydro  Tenders  Wanted 


Sealed  tenders  for  Scales,  Cranes  and  Hoists 
and  Oil  Storage  Svstem  for  proposed  buildings 
at  Murray  and  Caer  Howell  Streets,  addressed 
to  the  Chairman  of  the  Toronto  Electric  (  om- 
missioners,  will  be  received  until  noon  on  Mon- 
day, October  2nd,  1916. 

Plans  and  specifications  will  be  open  for  ex- 
amination and  explanation  at  the  office  of  the 
\rchitects.  90S  Royal  Rank  Building,  Toronto, 
and  a  further  set  of  plans  and  specifications  may 
be  inspected,  but  not  obtained,  at  the  office  of 
the  Purchasing  Agent  of  the  Hydro-Electric  Sys- 
tem. Hermant  Building,  Toronto,  on  and  after 
Monday,  September  25th. 

Plans  and  specifications  may  be  obtained  from 
the  Architects,  on  depositing  a  marked  cheque 
for  $50.00,  payable  to  the  order  of  the  Toronto 
Electric  Commissioners,  which  sum  will  be  re- 
funded on  receipt  by  the  Commissioners  of  a 
bona  fide  tender  and  on  return  to  the  Architects 
of  plans  and  specifications.  Any  tenderer  may 
bid  on  one  or  more  of  the  trades,  as  he  may  see 
fit. 

The  lowest  or  any  tender  will  not  necessarily 
be  accepted.  39-39 


Separate  sealed  tenders,  addressed  to  the  un- 
dersigned, will  be  received  until  4  p.m.,  on  Mon- 
Hav.  October  2.  1916.  for  the  supply  of  Post 
Office  Sorting  Cases  Xos.  1257,  12S9  and  1264. 

Each  tender  must  be  endorsed  "Tender  for 
Sorting  C;ses  No.  1257";  "Tender  for  Sorting 
Cases  No.  1259",  etc.,  as  the  case  may  be. 

Tenders  will  not  be  considered  unless  made 
upon  forms  supplied  by  Department  and  in  ac- 
cordance with  conditions  contained  therein. 

Plans  and  specifications  to  be  seen  on  appli- 
cation to  the  Clerk  of  Works,  Postal  Station  F, 
Toronto,    Ont. ;    to    the    Overseer    of  Dominion 
Buildings.   General   Post  Office,   Montreal  P.Q., 
and  at  the  Department  of  Public  Works,  Ottawa. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank  payable  to 
the  order  of  the  Honourable  the  Minister  of 
Public  Works,  equal  to  ten  per  cent.  (10  p.c.) 
of  the  amount  of  the  tender. 

/  By  order, 

R.  C.  DESROCHERS, 

Secretary. 

Department  of  Public  Works, 

Ottawa,  September  19,  1916.  39-39 


Concrete  Bridge 


Sealed  tenders  addressed  to  the  undersigned 
will  be  received  up  to  Thursday,  September  28, 
1916.  for  the  construction  of  a  Reinforced  Con- 
crete liridge. 

E.  A.  JAMES, 

57  Adelaide  Street  East, 
39-39  Toronto,  Out. 


Cherry  Street  Bascule 
Bridge  Superstructure 


Sealed  tenders  will  be  received  until  October 
2nd,  1916,  at  12  o'clock  noon,  addressed  to  the 
Chairman  of  the  Toronto  Harbor  Commissioners, 
50  Bay  Street,  Toronto,  Ont.,  and  marked  "Ten- 
ders for  Cherry  Street   Bascule  Bridge." 

All  information  may  be  obtained  by  applying 
to  the  above  address. 

Tenders  received  after  the  time  above  named 
will  not  be  considered,  and  the  Commissioners 
reserve  the  right  to  reject  any  or  all  tenders. 
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E.  L.  COUSINS, 

Chief  Engineer  and  Manager. 


Debentures  For  Sale 


TOWN  OF  THE  PAS,  MAN. 


.$12,000  five  per  cent,  twenty-year  telephone 
debentures,  fully  guaranteed  by  the  Province  of 
Manitoba. 

Bids  received  until  September  30,  1916. 

For  particulars  write 

H.  H.  ELLIOTT,  Town  Clerk, 
35-39  The  Pas,  Man. 


MACHINERY 
FOR J>ALE 

2—70  Gallon  Hydraulic  Pumps. 
1 — 100  Gallon  Hydraulic  Pump. 
Offer  bargain  on  above. 

1—  125  H.P.  Motor,  3  phase,  60  cycle, 

220  volts,  General  Electric. 
Price,  $1,200.00. 

2—  90  H.P.  General  Electric  Motors. 

3  phase,  60  cycle,  220  volt.  Price, 
$700.00  each. 
2 — Sheldons  No.  3  Cast  Iron  Fans. 

National  Steel  Car  Co.,  Limited 
HAMILTON,  CANADA 

3639 


FOR  SALE— STEEL  BARS 


For  sale,  best  quality  steel  bars,  2-in.  rounds, 
..'111  to  .40  carbon.  Government  inspected  for  shell 
parts,  and  we  offer  same  for  immediate  shipment 
from  slock,  at  reasonable  price.  Address  all 
lettei  s  Canada  Forge  Company,  Limited,  Web 
land,  Ontario.  3S-39 


BOILERS  FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


POSITION  WANTED 


Reinforced  Concrete 

Superintendent  is  open  for  engagement  on  any 
class  of  reinforced  concrete  or  general  building 
construction.  I  have  had  entire  charge  of  sonic 
of  the  largest  plants  and  buildings  erected  and 
I  can  get  results.  Superintendent,  Box  459,  Con- 
tract Record,  Toronto,  Ont.  ."19-39 


Fires 

Adelaide  Township,  Ont. 

Stock  barn  owned  by  Harry  Brown. 
Concession  3,  via  Strathroy.  Loss, 
$2,500.    Ownerintends  to  rebuild. 

Aylmer,  Ont. 

Barn  owned  by  Sanford  Caverly.  Loss, 
$3,200.    Owner  plans  to  rebuild. 

Brockville,  Ont. 

Warehouse  of  Sack  Brothers.  Perth 
Street.    Loss,  $6,000. 

Enniskillen  Township,  Ont. 

Stock  barn  of  Joseph  Hackett,  Con- 
cession 10,  via  Petrolia.  Loss,  $2,800. 
Owner  proposes  to  rebuild. 

Hanover,  Ont. 

Rotary  building  of  the  Hanover  Ce- 
ment Company  damaged.  Loss,  $7,000. 
Superintendent,  Arthur  Clark. 

Jackson's  Corners,  Ont. 

Barn  and  stables  of  Henry  Vollans. 
Loss,  $4,000.  Owner  is  considering  re- 
building. 

Lennoxville,  Que. 

Storage  barn  of  Mrs.  A.  Ames.  Loss, 
$3,000.    Will  be  rebuilt  in  the  spring. 

Mitchell,  Ont. 

Residence  and  barn  owned  by  Oliver 
Stacey,  Fifth  Concession,  Logan  Town- 
ship, Mitchell.  Loss,  $2,500.  Owner 
will  rebuild. 

Ottawa,  Ont. 

Stables  owned  by  Joseph  Pink.  Creigh- 
ton  Street.    Loss,  $3,000. 

Pelham,  Ont. 

Barn  owned  by  J.  G.  Gormally,  R.R. 
No.  5,  Fenwick.    Loss,  $2,000. 

Port  Royal,  Ont. 

Stock  barns  owned  by  E.  Leighfield, 
Port  Royal,  via  Port  Rowan.  Loss, 
$2,500.    Owner  will  rebuild. 

St.  Thomas.  Ont. 

Premises  of  the  St.  Thomas  Dehydra- 
tion Company.    Loss,  $30,000. 
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l>cing  built  for  the  Dominion  Steel  Pro- 
ducts Company  has  been  let  to  the  gen- 
eral contractors. 

Grandmere,  Que. 

The  general  contract  for  the  erection 
of  premises  for  La  Banque  Nationale 
lias  been  let  to  A.  Ally  &  Company, 
Grandmere.  Approximate  cost,  $45. ()()(). 
Architects,  Tanguay  &  Lebon,  20  d'Aguil- 
lon  Street,  Quebec. 

Guelph,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  mills  of  the  Domin- 
ion Linens  Ltd.  has  been  let  to  Reuben 
Rogers,  Douglas  Street.  Approximate 
cost,  $10,000. 

Hamilton,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  of  the 
Frost  Wire  Fence  Company,  Sherman 
Avenue  North,  has  been  awarded  to 
George  E.  Mills,  King  Street  East.  Ap- 
proximate cost,  $4,000. 

The  general  contract  for  the  erection 
of  a  store  addition  for  Mills  Brothers, 
King  Street  East,  has  been  awarded  to 
J.  Mercer,  72  Barton  Street  East.  Brick- 
construction.    Approximate  cost,  $3,000. 

In  connection  with  the  erection  of  a 
factory  addition  for  the  Bell  Thread 
Company,  Sanford  Avenue  North,  tin- 
contract  for  roofing  has  been  let  to 
Dennis  &  Jocelyn,  Walnut  Street  North, 
and  painting  to  Smith  &  Omand,  177 
Walnut  Street  South.  Heating,  plumb- 
ing and  electrical  work  by  owners. 

The  general  contract  for  the  erection 
of  a  factory  for  the  Dominion  Steel  Cast- 
ings, Depew  Street,  has  been  let  to  Mac- 
kay  &  Paulin,  Bank  of  Hamilton  Build- 
ing. Brick  construction.  Approximate 
cost,  $75,000. 

Kitchener,  Ont. 

The  general  contract  for  the  erection 
of  a  warehouse  for  the  Canadian  Oil 
Company  has  been  awarded  to  C.  Braun. 
290  King  Street.  Brick  construction. 
Approximate   cost.  $3,741. 

London,  Ont. 

The  Middlesex  Mills,  1115  Dundas  St., 
have  let  the  general  contract  for  the  erec- 
tion, of  a  dry  kiln  to  Sanders  &  Robin- 
son, Oxford  Street.  White  brick  con- 
struction. 

Medicine  Hat,  Alta. 

The  contract  for  electrical  work  re- 
quired in  connection  with  the  mill  which 
has  been  erected  for  the  Lake  of  the 
Woods  Milling  Company  has  been  let  to 
the  Medicine  Hat  Light  &  Supply  Com- 
pany, Limited. 

Merritton,'  Ont. 

In  connection  with  the  erection  of 
an  addition  to  the  plant  of  the  Lincoln 
Paper  Mills,  the  contract  for  steel  sash 
has  been  let  to  A.  B.  Ormsby  Company, 
Ltd.,  48  Abell  Street,  Toronto,  and  the 
contract  for  glass  to  Pilkington  Bro- 
thers, Ltd.,  19  Mercer  Street,  Toronto. 

Mont  Joli,  Que. 

In  connection  with  the  premises  now 
in  course  of  erection  for  the  Banque  Na- 
tionale, 75  St.  Pierre  Street,  Quebec,  the 
contract  for  roofing  has  been  let  to  E. 
Falardeau,  143  Dorchester  Street,  Que- 
bec, painting  to  O.  Lachance,  25  Eden 
Street,  Levis,  and  heating,  plumbing  and 
electrical  work  to  F.  Gingras,  34  St. 
Augustin  Street,  Quebec. 


Montmorency  Falls,  Que. 

In  connection  with  the  mills  which  are 
being  built  for  the  Dominion  Textile 
Company,  the  contract  for  roofing  has 
been  let  to  W.  Barheau,  36  Bridge  Street, 
Quebec. 

Muirkirk,  Ont. 

Work  is  about  to  start  on  the  erection 
of  premises  for  the  Merchants  Bank  of 
Canada.  The  general  contract  has  been 
awarded  to  Horton  Brothers,  34  St.  John 
Street,  St.  Thomas.  Brick  construction. 
Approximate  cost,  $10,000. 

Ogema,  Sask. 

The  general  contract  for  the  erection 
of  a  fire  hall  for  the  Town  Council  has 
been  awarded  to  I.  Leckv  &  Company, 
Ltd.,  204  Kerr  Block.  Regina.  Rein- 
forced concrete  and  brick  construction. 
Approximate  cost,  $4,100. 

Ottawa,  Ont. 

The  general  contract  for  the  erection 
of  a  store  and  apartment  block  for  the 
Federal  Trust  Company  has  been  let  to 
W.  G.  Adamson.  126  Sparks  Street. 
Approximate  cost,  $36,-000.  Architects, 
Millson  &  Burgess.  Union  Bank  Building. 
Sparks  Street. 

Red  Deer,  Alta. 

The  contract  for  heating  in  connec- 
tion with  the  warehouse  now  being  built 
for  Campbell,  Wilson  &  Howe  has  been 
let  to  the  Day  Hardware  Company. 

Simcoe.  Ont. 

The  following  contracts  have  been  Iel 
in  connection  with  the  factory  now  be- 
ing built  for  the  Unique  Shoe  Company: 
—elevator  hoist.  Otis  Fensom  Elevator 
Company,  Hamilton;  vault  doors,  J.  A. 
Taylor.  145  Front  Street  East.  Toronto; 
roofing,  Brantford  Roofing  Company, 
Ltd.,  Sydenham  Street,  Brantford; 
plumbing,  Anguish  &  Whitefield.  40  Col- 
borne  Street.  Brantford.  Heating  and 
electrical  work  by  owners. 

St.  Jerome,  Que. 

In  connection  with  the  mill  nbw  in 
course  of  erection  for  the  Regent  Spin- 
ners Ltd.,  the  following  contracts  have 
been  let: — steel.  Phoenix  Bridge  Com- 
pany, 83  Colborne  Street,  Montreal;  met- 
al windows.  Stinson-Reeb  Builders  Sup- 
ply Companv,  Ltd.,  45  Alexander  Street, 
Montreal;  glazing,  J.  P.  O'Shea.  15  Per- 
rault  Lane,  Montreal. 

The  contract  for  roofing  in  connection 
with  the  factory  which  is  being  built 
for  the  Canadian  Consolidated  Rubber 
Company,  Ltd.,  950  Notre  Dame  Street 
East,  Montreal,  has  been  let  to  the 
Metal  Roofing  Company. 

Summerside,  P.E.I. 

The  general  contract  for  the  erection 
of  premises  for  the  Canadian  Bank  of 
Commerce  has  been  let  to  Peter  G. 
Clark.  Brick  and  stone  construction. 
Estimated  cost,  $l 2.000. 

Toronto,  Ont. 

The  general  contract  for  the  erection 
of  a  store  and  apartment  block  for  Mrs. 
A.  Ross.  1349  Queen  Street  West,  has 
been  awarded  to  W.  B.  Charlton.  412 
Indian  Road,  and  the  plumbing,  heating, 
wiring  and  galvanized  iron  work  to  R. 
Ross,  1349  Queen  Street  West.  Brick 
construction.    Estimated  cost,  $5,000. 

In  connection  with  the  erection  of  a 
plant  for  the  Canada  Metal  Company,  35 
Fraser  Avenue,  the  contract  for  masonry 


has  been  let  to  Thomson  Brothers,  151 
Rusholme  Road,  and  steel  work  to  Hep- 
burn &  Disher  Limited,  18  Van  Home 
Street. 

The  contract  for  carpentry  required  in 
the  erection  of  an  office  and  warehouse 
for  William  Long,  460  Yonge  Street,  has 
been  let  to  W.  R.  McGiffin  Company, 
Ltd.,  54  Roncesvalles  Avenue. 

In  connection  with  the  warehouse 
which  is  being  built  for  J.  G.  Kent, 
Confederation  Life  Building,  the  con- 
tract for  heating  has  been  let  to  W. 
Schulkins,  932  College  Street,  and  the 
contract  for  installation  of  an  oil  burn- 
ing system  to  the  Fess  System  Company 
of  Canada,  Ltd.,  121  Carlton  Street. 

Walkerton,  Ont. 

The  contract  for  construction  of  a  ce- 
ment silo  for  F.  Shaw,  Walkerton.  has 
been  awarded  to  Herbert  McNaughton, 
and  work  has  been  started. 

Windsor,  Ont. 

In  connection  with  the  store  building 
now  in  course  of  erection  on  Ouellette 
Avenue  for  a  Syndicate,  the  electrical 
work  has  been  let  to  the  Gas  &  Electric 
Company,  Sandwich  Street  West. 

Winnipeg,  Man. 

The  following  contracts  have  been  let 
in  connection  with  the  premises  now  in 
course  of  erection  for  the  Bank  of  Mam- 
ilton: — masonry  and  carpentry,  Hazelton 
&  Walin,  303  Donalda  Street;  steel,  Do- 
minion Bridge  &  Iron  Company,  Canada 
Building,  heating  and  plumbing,  Cotter 
Brothers,  Fort  and  St.  Mary's  Streets; 
electrical  work,  Levvy  Electrical  Com- 
pany, 493  Portage  Avenue;  cut  stone. 
Western  Stone  Company,  Desautels  and 
Youville  Streets;  iron  stairs.  Vulcan  Iron 
Works,  Point  Douglas;  hollow  tile.  Do- 
minion Fireproofing  Company,  503  Con- 
federation Life  Building. 


Residences 

Brantford,  Ont. 

Plans  of  a  residence  to  be  built  for  J. 
J.  Newham,  75  Erie  Avenue,  are  being 
prepared  by  F.  C.  Bodley,  Temple  Build 
ing,  who  will  receive  lenders  between 
October  2nd  and  10th.  Brick  construc- 
tion.   Approximate  cost,  $4,500. 

Bridgetown,  N.S. 

Edward  Hicks  is  considering  the  erec- 
tion of  a  residence  at  an  approximate  cost 
of  $3,500.     Frame  construction. 

Brockville,  Ont. 

A.  Stuart  Allaster,  King  Street,  is  pre- 
paring plans  of  a  residence,  estimated  to 
cost  $4,000.    Brick  construction. 

Coatsworth,  Ont. 

George  Geddes,  Lakeshore.  Coats- 
worth,  is  preparing  plans  of  a  residence, 
estimated  to  cost  $3,000.  Brick  construc- 
tion. 

Plans  of  a  residence  are  being  pre- 
pared by  Felvey  Edwards.  Estimated 
cost,  $3,500. 

Hagersville,  Ont. 

Work  is  about  to  start  on  the  erection 
of  a  residence  for  Arnott  Bailey.  Frame 
construction.  Estimated  cost.  $3,000. 
Tenders  will  not  be  called. 

Halifax,  N.S. 

Plans  of  two  residences  to  be  built 
feJr  E.  Clayton,  267  Gottinger  Street,  are 
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befog  prepared  by  S.  P,  Dumaresq,  St. 
Paul  Building,  and  tenders  will  shortly 
be  called.  Frame  construction.  Approxi- 
mate cost)  $5,000  each. 

I  endera  >'n  the  erection  of  ;i  residence 

I'm  Miss  MacArthur  will  he  received  un- 
til  October  1st  by  s.  P.  Dumaresq,  St. 
Paul  Building.  Frame  construction.  Ap- 
proximate cost,  $-4,001). 

Hamilton,  Ont. 

I'  S.  Mason,  43  Kensington  Street, 
has  had  plans  prepared  for  three  resi- 
ilenees  to  he  built  on  Rosslyn  Avenue  at 
an    approximate    cost    of    $3,000  each. 

Brick  construction. 

J.  M.  Farewell,  88  St.  Clair  Avenue, 
has  commenced  the  erection  of  a  resi- 
dence, estimated  to  cost  $5,000.  Brick- 
construction. 

\\  H  Hunkin,  Lister  Building,  has 
prepared  plans  of  an  apartment  house 
for  II.  Levitt.  Beamsville,  Ont..  and  will 
call  for  tenders  shortly.  Brick  construc- 
tion.   Estimated  cost.  $10,000. 

W.  H.  Hunkin.  Lister  Building,  has 
prepared  plans  of  a  residence  for  R.  G. 
Laidlaw,  9  Melrose  Avenue.  Brick  con- 
struction.   Approximate  cost,  $4,000. 

E.  B.  Patterson,  141!  Wentworth  Street 
North,  is  preparing  plans  of  a  residence 
for  George  Buckingham,  139  Balsam 
Avenue.  Brick  construction.  Approxi- 
mate cost.  $4,000. 

C.  Morrelli.  201  Sherman  Avenue 
North,  proposes  to  build  two  residences, 
at  an  approximate  total  cost  of  $4,000. 
Frame  construction. 

Montreal,  Que. 

R.  Dagenais,  23:50  Boyer  Street,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $4,000.  Brick  veneer 
construction. 

D.  Messier,  1993  Bordeaux  Street,  has 
started  work  on  a  residence,  estimated  to 
cost  $4,500.    Brick  construction. 

Mount  Dennis,  Ont. 

Tenders  on  the  erection  of  a  residence 
are  being  received  by  VV.  F.  Dowse,  14 
Denard  Street.  Architects.  Ohorn  & 
Ellis,  22  College  Street,  Toronto.  Brick 
construction.    Estimated  cost,  $3,000. 

Niagara  Falls,  Ont. 

The  City  Council  propose  to  build  four 
bunk  houses,  at  an  approximate  cost  of 
$8,000.    Clerk,  W.  J.  Seymour. 

Outremont,  Que. 

J.  Browllet,  191  Marguette  Street, 
has  commenced  the  erection  of  three 
residences,  estimated  to  cost  $8,000. 
Brick  construction. 

Quebec,  Que. 

V  Doucet,  177  St.  Simon  Street,  Lim- 
oilou,  has  started  work  on  repairs  to  a 
residence,  estimated  to  cost  $3,500.  Frame 
and  brick  construction. 

A.  Delaunier.  292  Dorchester  Street, 
has  commenced  the  erection  of  a  resi- 
dence, estimated  to  cost  $3,000.  Frame 
and  brick  construction. 

Work  on  the  erection  of  a  residence 
has  been  started  by  E.  Cloutier,  274 
Canardiere  Road.  Frame  and  brick  con- 
struction.   Approximate  cost,  $5,000. 

J.  Lafond.  l2'/2  St.  Nazaire  Street,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $5,000.  Frame  and 
brick  construction. 

A.  Leclerc,  27  Talon  Street,  has  start- 
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ed  work  on  a  residence,  estimated  to 
cost  $3,000.  Frame  and  brick  construc- 
tion. 

Sherbrooke,  Que. 

Mans  are  being  prepared  for  six  tene- 
ment houses  for  F.  R.  Darche,  143  Wel- 
lington Street.  Approximate  total  cost, 
$.','0,000. 

Thousand  Islands,  Ont. 

Plans  of  a  residence  to  be  built  for 
A,  C.  Hardy,  Brockville,  are  being  pre- 
pared by  A.  S.  Allaster,  King  Street, 
Brockville.  Frame  construction.  Es- 
timated cost,  $3,000. 

A.  S.  Allaster,  Brockville,  is  also  pre- 
paring plans  of  a  residence  for  Mrs.  J. 
K.  Butler,  New  York  City.  Frame  con- 
struction.    Estimated  cost,  $3,000. 

Toronto,  Ont. 

E.  laylor,  I  (>2  Delaware  Avenue,  is 
building  a  block  of  apartments  on  Bread- 
albane  Street,  estimated  to  cost  $15,000, 
and  is  receiving  tenders  on  six  brick 
mantels  and  fireplaces. 

A.  E.  Lankin,  85  Hogarth  Avenue,  has 
commenced  the  erection  of  a  pair  of 
residences,  estimated  to  cost  $3,000. 
Brick  construction. 

E.  T.  Miller,  290  Lauder  Avenue,  pro- 
poses to  build  a  residence  and  has  plans 
prepared  by  J.  G.  Ure,  122  Westmount 
Avenue.  Smaller  trades  will  be  let  by 
owner.    Estimated  cost,  $4,000. 

J.  G.  Ure,  122  Westmount  Avenue,  is 
preparing  plans  of  a  residence  to  be  built 
by  J.  A.  Shier,  61  Standish  Avenue. 
Brick  construction.  Estimated  cost, 
$4,000. 

F.  H.  Miller,  290  Lauder  Avenue,  is 
about  to  start  work  on  a  pair  of  resi- 
dences, estimated  to  cost  $5,000.  Smaller 
trades  will  be  let.    Brick  construction. 

H.  Pickering,  43  Meagher  Avenue,  has 
commenced  the  erection  of  a  pair  of 
residences,  estimated  to  cost  $4,200.  Brick 
construction. 

Work  on  the  erection  of  a  pair  of  resi- 
dences has  been  started  by  H.  E.  War- 
rington, 82  Wheeler  Avenue.  Brick  con- 
struction.   Approximate  cost,  $3,500. 

C.  Coldwell,  583  Carlaw  Avenue,  pro- 
poses to  build  a  pair  of  residences  on 
Kent  Road,  and  is  receiving  tenders  on 
excavation.    Brick  construction. 

T.  W.  Robinson,  11  Evelyn  Crescent, 
has  commenced  the  erection  of  a  resi- 
dence and  garage,  estimated  to  cost  $3,  ■ 
500.     Brick  construction. 

J.  W.  Nimmo,  27  Rosemount  Avenue, 
has  commenced  the  erection  of  a  pair 
of  residences,  estimated  to  cost  $5,000. 
Brick  construction. 

S.  B.  Green,  111  Evelyn  Crescent,  has 
started  work  on  a  residence,  estimated 
to  cost  $3,000.  Smaller  trades  will  be 
let.    Brick  construction. 

Verdun,  Que. 

V.  St.  Amand,  371  First  Avenue,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $4,500.  Brick  con- 
struction. 

Wallaceville,  Ont. 

James  Dazel,  Wallaceville  via  Listowel. 
is  preparing  plans  of  a  residence,  esti- 
mated to  cost  $3,000.  Milton  brick  con- 
struction. 

Welland,  Ont. 

James  A.  Hughes  has  started  work  on 
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a  double  residence,  estimated  to  cost 
$1,000.     Brick  construction. 

Windsor,  Ont. 

Walker  &  McPhail,  Tuson  Block,  have 
prepared  plans  of  a  double  residence  for 
William  Trembley,  213  Wyandotte  Street 
East.  Brick  veneer  construction.  Ap- 
proximate cost,  $6,000. 

CONTRACTS  AWARDED 

Danville,  Que. 

(  hair  factory  of  the  Danville  Chair 
&  Specialty  Company.  Loss,  about  $8,- 
000.    Will  rebuild. 

Glencolin,  Ont. 

Sawmill  of  Gordon  Stanley,  Glencolin 
via  Aylmer.  Loss,  $2,800.  Owner  will 
rebuild. 

Hamilton,  Ont. 

Plans  have  been  prepared  for  a  resi- 
dence for  T.  H.  Ross,  123  Charles  Street, 
and  the  general,  masonry,  carpentry  and 
roofing  contracts  let  to  MacKay  Bro- 
thers, Lister  Building.  Brick  and  stucco 
construction.    Approximate  cost,  $3,000. 

The  general,  masonry,  carpentry,  and 
rooling  contracts  for  the  erection  of  a 
residence  for  A.  G.  Thornton.  15  Lott- 
ridge  Street,  have  been  awarded  to  W. 
Jones,  33  Senator  Street.  Brick  con- 
struction.   Estimated  cost,  $3,500. 

In  connection  with  the  erection  of 
apartments  for  the  Brennan  Estate,  40 
Ferguson  Avenue,  the  contract  for  paint- 
ing has  been  let  to  F.  C.  Roberts  &  Co., 
106  Wells  Street,  Toronto. 

The  general  contract  for  the  erection 
of  four  double  residences  for  A.  Seeley, 
61  Hunter  Street,  has  been  awarded  to 
W.  McLarity,  223  Prospect  Street;  ma- 
sonry and  steel  work  to  Lemington  & 
White,  140  Rosslyn  Avenue;  carpentry 
and  roofing  to  Blake  &  McDonald,  73 
Central  Avenue;  plastering  to  Hill 
Brothers,  307  Emerald  Street  West; 
painting  to  R.  Pope;  heating  and  plumb- 
ing to  Bloom  &  Brittain,  121  James 
Street,  and  electrical  work  to  R.  H. 
Smith,  193^  King  Street.  Approximate 
cost,  $4,000  each. 

Lindsay,  Ont. 

In  connection  with  the  erection  of  a 
number  of  residences  for  the  Lindsay 
Woodworkers,  Ltd.,  the  contract  for  car- 
pentry has  been  let  to  O.  Sharpe  and 
heating  and  plumbing  to  Boxall  &  Mat- 
thie,  Kent  Street. 

Montreal,  Que. 

Work  has  been  started  on  alterations 
to  six  residences  for  J-  B.  Deseve,  12 
Plateau  Street.  The  general  contract 
has  been  let  to  L.  Chauepiguy,  1274  St. 
Valier  Street.    Approximate  cost.  $4,000. 

In  connection  with  the  alterations  and 
additions  to  the  residence  of  George  Mc- 
Dougall,  272  Bishop  Street,  the  contract 
for  painting  and  glazing  has  been  let  to 
W.  J.  Ryan,  32  Fort  Street;  heating 
and  plumbing  to  L.  E.  Moulton,  142  In- 
spector Street;  electrical  work  to  Vin- 
cent &  Say,  University  Street,  and  tile 
work  to  G.  R.  Locker  Company,  143 
Mansfield  Street. 

The  general  contract  for  the  erection 
of  four  residences  for  Owen  Roberts.  112 
Addington  Street,  has  been  let  to  Rob- 
erts &  Pick.  Brick  construction.  Ap- 
proximate cost,  $14,000. 

Oshawa,  Ont. 

In  connection  with  the  erection  of  a 
residence  for  R.  S.  McLaughlin,  the  con- 
tract for  plumbing  and  heating  has  been 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


IS 
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awarded  to  I'unlv  Mauscll.  Ltd..  03  Al- 
lien Street.  Toronto. 

In  connection  with  the  residence  now 
m  course  Ol  erection  lor  T.  H.  Duthie, 
li  Mcl.eod  Street,  the  contract  for 
concrete  and  hrick  work  has  been  let  to 
I. ones  Patterson,  33  Ptlltbn  Avenue; 
plastering  to  Thontas  Patterson,  70 
Koscdale     Street;     painting     to  James 

Baron,  Gladstone  Avenue;  heating  to 
Pas  Foundry  Company,  Lyon  Street,  and 
plumbing  to  J,  P.  Band,       Hank  Street. 

In  connection  with  alterations  and 
additions  to  apartments  on  Laurier  Ave- 
nue lor  T.  A.  Armstrong,  138  Daly  Ave- 
nue, the  contract  tor  heating  and  plumb- 
ing has  been  let  to  Gauthier  &  Co.,  Dal- 
hoiisic  Street. 

Outremont,  Que. 

In  connection  with  the  residence 
which  has  been  erected  for  J.  C.  Gagne, 
466  Durocher  Street,  the  contract  for 
roofing  has  been  let  to  Tremblay  & 
Franceour,  -'5  St.  Julie  Street. 

The  general  contract  far  the  erection 
oi  a  residence  for  J.  A.  Morrier,  Gl 5 
Bloomfield  Street,  has  been  let  to  A. 
Mercure.  4 lit  Labrecque  Street.  Hrick 
construction.    Approximate  cost,  $9,000. 

J.  A.  N  ates.  28:5  Ouerbes  Avenue,  has 
let  the  general  contract  for  the  erection 
of  a  residence  to  Angiitis.  Ltd.,  65  Vic- 
toria Street.  Montreal.  Hrick  construc- 
tion.   Approximate  cost,  $7,500. 

Quebec,  Que. 

In  connection  with  the  residence  which 
is  being  built  for  C.  Jobin.  188  Latourelle 
Street,  the  contract  for  roofing  has  been 
let  t<>  O.  Barbeau,  154  Franklin  Street, 
painting  to  N.  Pelchat,  182  Bayard  St., 
and  heating,  plumbing  and  electrical 
work  to  P.  Paradis,  236  d'Aguillon  St. 
ad  to  FIRES  -b  

The  general  contract  for  the  erection 
of  a  residence  for  Ulric  Marquis,  43  No- 
tre Dame  des  Anges  Street,  has  been 
awarded  to  U.  Cote,  Regd.,  125  Second 
Avenue.  Limoilou.  Frame  and  brick 
construction.    Approximate  cost,  $3,000. 

The  general  contract  for  the  erection 
of  a  residence  for  Ludger  Le  Febvre 
l  ils  has  been  awarded  to  E.  Cauchon.  84 
Lamontagne  Avenue,  Domaine  Lairet. 
Frame  and  brick  construction.  Estimat- 
ed cost.  $4,000. 

The  contract  for  the  erection  of  a  resi- 
dence for  N.  Hamel.  95  Dollard  Street, 
has  been  awarded  to  E.  Cauchon,  84 
Lamontagne  Avenue,  Domaine  Lairet. 
Frame  and  brick  construction.  Approx- 
imate cost.  $6,000. 

Red  Deer.  Alta. 

The  general  contract  for  the  erection 
of  a  residence  on  Waskasoo  Avenue  has 
been  let  to  Baird  &  McKenzie,  the  heat- 
ing and  plumbing  to  A.  Fyfe,  and  elec- 
trical work  to  Western  General  Electric 
Company.  Frame  construction.  Ap- 
proximate cost,  $6,000. 

Toronto.  Ont. 

R.  C.  Cummings,  301  High  Park  Ave- 
nue, has  started  work  on  a  duplex  resi- 
dence, and  has  let  the  masonry  to  F. 
Schultz.  Estimated  cost.  $4,500.  Ten- 
ders have  been  received  for  carpentry. 

The  general  contract  for  the  erection 
of  a  duplex  residence  for  T.  Gingras,  459 
Adelaide  Street  West,  has  been  awarded 
to  H.  Gingras,  12  Cowan  Avenue,  who  is 
now  receiving  tenders  on  brick  work. 
Smaller  trades  will  be  let.  Approximate- 
cost,  $3,500. 

W.  Edmonds,  66  Tyrrell  Avenue,  has 
commenced  the  erection  of  a  residence, 


nil!  has  let  the  contract  lor  (lie  supply 
ol'  granite  concrete  block  to  the  Granite 
i  onercte  Block  Company,  Ltd.,  W  eston 
Road.  Smaller  trades  will  also  be  let. 
Approximate  cost,  $4,000. 

In  connection  with  the  erection  of  a 
residence  at  396  St.  Clair  Avenue  West 
for  A.  A.  Thompson,  the  carpentry  con- 
tract has  been  let  to  T.  P.  Williams.  :JL 
Pleasant  Boulevard. 

Verdun,  Que. 

The  general  contract  For  the  erection 
of  a  residence  for  T.  Parker,  357  Gordon 
Avenue,  has  been  let  to  the  Home  Pro- 
vident Association,  Beaver  Hall  Hill. 
Hrick  construction.  Estimated  cost, 
$3,  oooo. 

F.  Valiguelte,  1125  Evely  Street,  has 
commenced  the  erection  of  a  residence 
for  J.  Lamoureux,  396  Gait  Street.  Brick 
construction.    Estimated  cost,  $3, 000. 

Windsor,  Ont. 

Work  has  been  started  on  the  erection 
oi  a  residence  on  Victoria  Street  for 
Donald  McGregor,  care  of  Universal 
Garage.  The  general,  masonry,  carpen- 
try, roofing,  and  plastering  contracts 
have  been  let  to  R.  Westcott  &  Sons,  La 
Belle  Building,  and  heating  and  plumb- 
ing to  Pennington  &  Brian,  47  Sandwich 
Street  West.  Electrical  work  by  owner. 
Approximate  cost,  $15,000. 

Walker  &  McPhail,  Tuson  Block,  have 
prepared  plans  of  a  residence  for  E. 
Riggs,  37  Pitt  Street  East.  Painting  has 
been  let  to  Russell  Brothers,  Howard 
Avenue,  but  remainder  of  work  will  be 
done  by  day  labor.  Estimated  cost, 
$4,000. 

The  general  contract  for  the  erection 
of  a  residence  for  Tohn  R.  Mackett,  8 
Langlois  Street,  has  been  awarded  to 
William  Creber,  89  Howard  Street;  heat- 
ing and  plumbing  to  Jones  &  Fletcher, 
221  Windsor  Avenue,  and  electrical  work 
to  the  Gas  and  Electric  Company,  Sand- 
wich Street  West.  Approximate  cost, 
$4,000. 

Power  Plants,  Electricity  and 
Telephones 

Adelaide  Village-Warwick,  Ont. 

The  West  Williams  Telephone  Com- 
pany, Parkhill,  Ont.,  are  considering  the 
extension  of  their  lines  htrough  Adelaide 
Village  to  Warwick  Town  Line. 


Miscellaneous 

London,  Ont. 

The  Utilities  Board  are  considering  the 
purchase  of  motor-driven  direct  connect- 
ed air  compressors.  General  manager, 
E.  V.  Buchanan,  City  Hall. 

Ottawa,  Ont. 

J.  R.  Gowan,  care  of  Chevrolet  Motor 
Car  Company  of  Canada,  Ltd.,  is  receiv- 
ing prices  on  kiln  trucks  and  lumber 
transfer  cars,  narrow  gauge  car  tracks, 
and  switches  for  about  1,400  feet  of  lime. 

Toronto.  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  October  3  for  the  installation 
of  four  standard  gasoline  equipments, 
with  No.  14  gauge  galvanized  steel  tanks 
of  500  gallon  capacity.  Information  at 
office  of  the  Fire  Deparment,  Adelaide 
Street  West. 

The  Board  of  Control  will  receive  ten- 
ders until  October  3  for  the  supply  and 
installation  one  12-inch  Venturi  meter 
and  register  at  the  Main  Sewage  Dis- 
posal Works.  Plans  and  specifications 
at  Room  6,  City  Hall. 


CONTRACTS  AWARDED. 

Winnipeg,  Mna. 

The  Provincial  Department  of  Public 
WUrks  have  awarded  a  contract  for  pip- 
ing and  accessories  to  James  Ballantyne 
Company,  Wall  Street,  at  $24,587. 


Late  News  Items 

Ingersoll,  Ont. 

The  Town  Clerk,  W.  R.  Smith,  will 
receive  tenders  until  1  p.m.,  September 
30th,  for  the  construction  of  pavement 
and  storm  sewers,  involving  about  13,515 
square  yards  of  concrete.  -Plans  with 
the  Clerk. 

London,  Ont. 

The  general  contract  for  the  construc- 
tion of  a  galvanizing  plant  for  the  Mc- 
Clary  Manufacturing  Company  has  been 
awarded  to  C.  Insell  &  Sons.  Brick- 
construction.    Approximate  cost,  $30,000. 

Oakville,  Ont. 

The  Town  Council  have  accepted  the 
plans  of  a  fire  hall  submitted  by  Wil- 
liam Connery,  72  Queen  Street  West, 
Toronto.  Approximate  cost,  exclusive 
of  hose  tower,  $8,000. 

Oshawa,  Ont. 

The  Oshawa  Railway  Company  are 
receiving  tenders  on  the  construction  of 
a  heating  chamber  and  installation  of 
a  complete  steam  heating  system  in  the 
car  barns  and  workshops.  Plans  at 
office  of  the  Superintendent. 

Port  Colborne,  Ont. 

The  Foundation  Company,  Limited, 
224  St.  James  Street,  Montreal,  are  pre- 
paring plans  of  a  refinery  for  the  Inter- 
national Nickel  Company,  43  Exchange 
Place,  New  York,  and  are  likely  to  do 
the  bulk  of  the  work.  Approximate 
cost,  $3,000,000. 

Renfrew,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  of  the 
Renfrew  Textile  Company,  Limited,  has 
been  let  to  W.  A.  Moore,  and  work  will 
start  very  shortly.  Approximate  cost, 
$10,000. 

Swansea,  Ont. 

Jeffrey  &  Watson,  9a  Wellington  St. 
East,  Toronto,  are  preparing  plans  of 
the  proposed  new  building  for  the  Morn- 
ingside  Presbyterian  Church,  and  will 
shortly  call  for  tenders.  The  contract 
for  construction  of  a  brick  basement 
has  been  let  to  Sinclair  &  Ryrie,  Swan- 
sea. 

Toronto,  Ont. 

The  Board  of  Control  will  receive 
tenders  until  October  3rd  for  asphalt, 
bitulithic,  brick  block  and  concrete  pav- 
ing, concrete  sidewalks  and  a  sewer  on 
Indian  Grove.  Plans  and  specifications 
at  office  of  the  Works  Department,  City 
Hall. 

The  following  contracts  have  been 
awarded  in  connection  with  the  erection 
of  an  extension  to  the  sub-station  on 
Duncan  Street: — reinforced  concrete,  J. 
A.  Wickett,  Limited,  Traders  Bank 
Building;  steel,  Hepburn  &  Disher,  IS 
Van  Home  Street;  painting  and  glaz- 
ing, J.  McCausland  &  Son,  Ltd.,  11  Nel- 
son Street;  plumbing,  W.  J.  McGuire 
Ltd.,  91  Jarvis  Street;  roofing  and  water- 
proofing, Carmichael  Waterproofing  Co., 
Ltd.,  267  Delaware  Avenue.  Building 
will  be  heated  electrically. 
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Hamilton  Vitrified  Clay  Pipe 
Will  Satisfy  You! 

We  guarantee  our  product  to 
stand  every  test  required  of  a 
first-class  sewage  conveyor. 
Having  supplied  our  goods  all 
over  Canada  since  i860,  and 
knowing  that  during  these 
many  years  they  have  given 
absolute  satisfaction  under 
practically  every  possible  test, 
we  feel  free  to  guarantee  them 
as  much  as  we  like.  It  is  the 
pipe  alone,  of  course,  that 
makes  our  guarantee  possible. 
Ask  us  for  the  names  of  some  engineers,  contrac- 
tors or  municipal  authorities  in  your  district  who 
have  bought  and  used  our  goods  in  the  past. 
We'll  gladly  give  their  names.  We  have  no  fear 
but  that  they  will  bespeak  a  good  word  for  our 
product.  And  another  important  consideration — 
we  have  a  large  up-to-date  plant,  carrying  a  most 
complete  stock,  thereby  assuring  you  of  quick 
delivery. 

Our  prices  are  always  consistent  with  the 
service  we  give 

The  Hamilton  &  Toronto  Sewer  Pipe  Co. 

Hamilton  and  Toronto 


Limited 
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Cauiuka  Mn.iVK,  President 


Gordon  F.  Perry,  General  Manager 

NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  i— TORONTO 


CAST IR 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


FIRE  BRICK 

in  every  grade  and  shape  to  suit  every  type  of  furnace 
or  boiler  setting  provided  in  the 

Elkco,  Elk  Steel,  St.  Marys, 
Keystone,  Rotex 

brands.  Details  concerning  them  are  contained  in  our 
booklet  "Refractory  Efficiency  Engineering"  which 
will  be  sent  on  application. 

Elk  Fire  Brick  Co.  of  Canada,  Ltd. 


Federal  Life  Bldg. 


HAMILTON,  ONT. 


^  STONE  CRUSHER 

IS  THE 

"ACME" 


The  Machine  of 

QUALITY   and  MERIT. 


Goodwin,  Barsby  &  Co.,  Leicester, Eng. 


Increase  Your  Profits 


by  manufacturing  ornamental 
products  at  odd  times,  using 
labor  that  might  otherwise  be 
idling  its  time  away. 

Let  us  send  you  our  book  show-  H^^«5ia 
ing  Columns,  Capitals.  Spindles.  g}, 
Balls,    Lawn   Vases,   Gate   Piers,  Mk 
Chimneys,  etc.,  made  on  "Ideal"  JSp^'i 
Ornamental  Molds. 

We  manufacture  a  complete  line 
Square  Spindle  r   ~  ».  Grecian  Lawn 

^  '  of  Concrete  Machinery  Vase 

IDEAL  CONCRETE  MACHINERY  CO.,  LIMITED 

WINDSOR  -  ONTARIO 


Tenders 

A  few  dollars  spent  in  advertising 
your  proposals  in  the 

Contract  Record 

and  Engineering  Review 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


CCWCIVT  DTD  UV  DID  for  partitions,  suspended  ceilings 
jLV  HIi  iv ID  JTl  I  -rxlD  side  walls,  roofs,  etc. 


GAUGES 
24,  26,  28 

standard 

SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKER  VILLE, 
ONT. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUM  ES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


Piatt  Double  Suction 
Centrifugal  Pumps 

Split  case  features  insure  accessibil- 
ity.   Their  rugged  construction  guar- 
antees efficient  and  continuous  service 
88    whether  installed  where  every  facility 
is  at  hand,  or  in  the  most  isolated  parts  of  the  world. 
Bulletin  No.  762  fully  describes  them. 

Standard  Pumps  for  Every  Service 

PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


How  Do  You  Buy  a  Transit? 

By  Precedent— "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
stru  ments? 

H&B  Transits  and  Levels 

"  Mathematically  Precise  " 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

HELLER  &  BRIGHTLY,  ph.l'a&Ma GPAd,-"sfn,reel 


ce  1870" 


DAKE  CHAIN  HOISTS 


Dake  chain  and  wire  rope  hoists  have 
the  famous  Dake  motor  directly  con- 
nected to  Standard  chain  block.  They 
can  be  equipped  with  hook  or  with  trol- 
ley to  run  on  single  or  two  I  beams. 
Lubrication  is  automatic.  All  parts 
strong  enough  to  carry  load  twice  rated 
capacity.   Send  for  catalogue- 

DAKE  ENGINE  CO. 


Grand  Haven 


Mich.,  U.S.A. 


CANADIAN  AGENTS 
Montreal— Mussens  Limited. 

Toronto  —  A.  R.  Williams  Machinery  Co.,  Limited. 


Pacific  Coast  Pipe  Co.,  Ltd. 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 

1551  Granville  Street     -     Vancouver,  B.C. 


Jambs  Thomson,  President. 


J.  G,  Allan,  Vice-President. 


James  A.  Thomson,  Secretary. 


the  GART8H0RE-TH0MS0N  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 

Flexible  and  Flange  Pipe, 


Special  Castings  and  all  kinds  3         fo  6Q 

of  Waterworks  Supplies.  for  Water,  Gas,  Culvert  and  Sewer 

HAMILTON,  ONT. 
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Ojcy-Acetylene  Welding 


Welding  light  metal  part  used  in  the  manufacture  of 
metal  hospital  furniture,  using  the  Prest-O-Lite  Process 

Welding  Is  Now  a  Routine 
Operation  In  Many  Large 
Manufacturing  Plants 

In  practically  every  metal  manufacturing  industry, 
oxy-acetylene  welding:  is  providing  better,  neater  and 
stronger  joints  than  have  been  hitherto  attainable  by 
riveting,  threading  or  other  methods,  and  at  the  same 
time  is  lowering  production  costs. 

Operations  on  metal  parts,  large  and  small,  are  handled 
easily,  quickly  and  economically  by  this  process.  Welded  joints 
can  be  built  up  to  give  added  strength  if  desired.  The  metal  is 
left  in  satisfactory  condition  for  subsequent  machining. 

The  profitable  employment  of  oxy-acetylene  welding  is  not 
confined  to  production  work  alone.  The  same  outfit  can  be 
used  to  tremendous  advantage  in  the  repair  of  worn  or  damaged 
metal  parts,  with  the  same  feature  of  economy,  simplicity  and 
efficiency. 


Employs  both  gases  (acetylene  and  oxygen)  in  portable 
cylinders.    Prest-O-Lite  Dissolved  Acetylene  (ready-made 
carbide  gas)  is  backed  by  Prest-O-Lite  Service,  which 
provides  dry,  purified  gas,  insuring  better  welds,  quicker 
work,  and  lower  cost,  and  also  avoids  the  large  initial 
outlay  and  heavy  depreciation  incurred  in  making  crude 
acetylene  in  a  carbide  generator. 
The  necessary  equipment  is  not  expensive.     We  furnish  high 
grade  welding  apparatus  for  $75;  acetylene  service  at  additional 
cost.     Also  adaptable  for  oxy-acetylene  cutting  by  the  addition 
of  a  special  cutting  blow-pipe.     Thorough  instructions  are  fur- 
nished free  to  every  user  of  Prest-O-Lite  Dissolved  Acetylene 
-  -any  average  workman  who  understands  metals  can  learn  the 
process  quickly  and  easily. 

In  all  probability  our  literature  illustrates  the 
economies  that  are  now  being  realized  in  your  own 
or  very  similar  lines  of  work.    Send  for  it. 

The  Prest-O-Lite  Co.,  Inc.,  Dept.  e 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 
Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

Factory  Branch  —  WINNIPEG,  Man. 
53  Branches  and  Charging  Plants 

Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA. 


Why  the 
Multivane 
Fan  is 
Superior 


The  Sturtevant  Multivane  Fan  is  de- 
signed intelligently  —  there  is  weight 
where  weight  is  needed,  and  the  distri- 
bution of  the  metal  makes  for  efficiency 
and  continuous  service. 

The  Multivane  wheel  is  light;  there  is 
thus  less  likelihood  of  bearing  trouble 
and  less  vibration.  The  cup-shaped 
blades  handle  air  very  efficiently.  The 
fact  that  the  Multivane  Fan  has  a  light- 
er wheel-  than  other  fans  for  the  same 
volume  of  air  handled  is  a  distinctive 
advantage.  There  is  less  centrifugal 
action  tending  to  tear  the  fan  to  pieces. 

The  casing  of  the  Sturtevant  Multivane 
Fan  is  heavy  —  reinforced  wherever 
necessary,  and  so  designed  generally 
that  the  bearings  have  a  sound,  sub- 
stantial support.  A  heavy  casing  of 
this  type  provides  the  weight  necessary 
to  eliminate  all  vibration.  This  is  not 
the  case  with  fans  of  inferior  manu- 
facture where  construction  is  light  and 
where  vibration  is  excessive,  and  the 
machine  goes  to  pieces  after  a  few 
years'  service. 

Sturtevant  Fans'  are  made  for  continu- 
ous operation,  and  we  have  many  fans 
that  have  been  in  operation  for  25,  30, 
or  even  40  years  > 

Write  for  General  Catalog  195. 

B.  F.  STURTEVANT  CO.  OF  CANADA,  LTD. 

GALT,  ONTARIO 

Montreal         Toronto        Winnipeg  Vancouver 

Selling  Agents  for  Sanford  Riley  Stoker  Co.,  Limited 
"THE  RILEY  STOKER" 


Trade  Mark 
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Durability 
Accuracy 

Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
Y%  inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


Los  Angeles 
San  Francisco 


>*  *  *  VMM  M  M  M  M  MM  M  X  M  f  M 1 .1  .f  M  9 MBMM  A  >  * -V  r 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4— Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West  Toronto 


1885    "QUALITY  FIRST"  1916 

It  Has  Paid  Us  and  Will  Pay  You 
We  can  give  you  prompt  shipment  of 

"  EMPIRE  "  Corrugated  Iron 

Painted  or  Galvanized — Straight 
or  Curved,  All  Sizes  and  Gauges 

We  always  carry  big  stocks,  including 

Corrugated  Ridge  Cap,  Hip  Cap, 
Flashings,  Etc. 

THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  SAFETY  FIRST 

The  Metallic  Roofing  Co. 

Limited 
Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 
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SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

625  Confederation  Life  B)dg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Well.  &  Gray) 

President  Phone  Main  102 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


B;:::.  cpr,::"  standard  steel 

o  k  CONSTRUCTION  CO. 


Reinforcing  Bart 

"Self-Senterinir" 

Corrugated 
Sheeting 


LIMITED 
WELLAND       -  CANADA 

MANUFACTI'KKKH  and  Krkctors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  tupply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market. 
Office -M  4515-M  4516      Residence— P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand.  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

I  661 

Phones,   Office  North  i  Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tone  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


WOODEN  PIPE 


Wire  wound  wood  stave  pipe,  2  in.  to  24  in.  diameter.  Con- 
tinuous wood   stave  pipe,   any   diameter  required. 

CANADIAN  PIPE  CO.,  LIMITED 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  machinery.  Every 
machine  driven  by  a  separate  electric  motor.  Satisfaction 
Gua  ranteed. 

Office  and  Factory— 550  Pacific  St.,  VANCOUVER,  B.C. 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 


September  27,  1916 
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BOTTLE  MADE  OF 
TONCAN  METAL  IN 
FINE  CONDITION 


It  is  a  matter  of  five  years  since  the 
gigantic  Bromo-Selzer  bottle  was  placed 
at  the  top  of  the  Emerson  Building 
tower.  Baltimore,  and  the  Toncan  Metal 
Sheets  from  which  it  is  constructed  are 
still  in  prime  condition. 

No  repairs  or  replacements  because  of 
corrosion  of  the  sheet  metal  have  been 
needed  since  its  installation.  Yet  all 
parts  of  the  bottle  are  exposed  to  the 
elements  day  after  day,  year  in  and  year 
out.  Heat,  cold  and  moisture  have  not 
affected  the  Toncan  Metal. 

The  bottle  is  51  ft.  2'A  inches  high  and 
20  feet  7  inches  in  diameter.  The  body 
of  the  bottle  revolves  constantly  at  the 
rate  of  one  and  one-half  times  per 
min  ute. 

Sixteen  gauge  Toncan  Metal  Galvan- 
ized Sheets  were  used  for  the  bottle,  ex- 
cept the  part  which  carries  the  letters, 
which  is  made  of  13  gauge  Toncan  Metal. 

It  is  service  such  as  this  that  proves 
Toncan  Metal's  extreme  durability.  It 
helps   the   specifier   and    user   of  sheet 
v  metal  to  determine  without  exhaustive 
investigation  whether  Toncan   Metal  is 
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suitable  for  his  particular  requirements. 

Moreover,  the  unique  use  to  which 
Toncan  Metal  was  placed  in  this  instance 
evidences  its  extensive  adaptability  for 
unusual  requirements — for  purposes 
where  otherwise  only  prohibitive  priced 
materials  could  be  used.  Toncan  Metal 
is  rapidly  superceding  both  cheap  short- 
lived materials  and  expensive  durab'e 
materials. 


Answers  to  Questions 


F.  C.R. — (a)  Yes.  Toncan  Metal  is 
made  in  Blue  Annealed  finish  also,  (b) 
Seven  gauge  Toncan  Metal  Sheets  can 
be  procured. 

J.D.H. — Rust  and  corrosion  are  differ- 
ent. Rust  is  a  natural  process,  while  cor- 
rosion can  be  compared  to  a  disease; — 
something  to  be  retarded.  See  page  19  in 
the  Sheet  Metal  Primer,  which  we  are 
sending  you. 

G.  H.M. — Allow  your  galvanized  Ton- 
can  Metal  Roofing  to  remain  exposed  to 
the  weather  for  at  least  a  month.  Then 
paint  it  and  you  will  have  no  trouble 
in  making  the  paint  adhere. 

F.M.E. — Are  you  sure  that  each  length 
of  Conductor  Pipe  is  Toncan  Metal? 
Look  for  the  trade  mark  and  maker's 
name  die  stamped  on  each  length. 

N.L.R. — Toncan  Metal  is  not  known 
by  another  name.  Insist  on  seeing  the 
trade  mark  on  each  sheet,  whether  flat 
or  formed  into  roofing,  siding,  etc..  ;lnd 
on  all  Eaves  Trough,  etc. 


A  LOST  ART  FOUND 
AND  MODERNIZED 


Pieces  of  Iron  Four  Thousand 
Years  Old  Furnish  Clue 


When  scientists  uncovered  pieces  of 
iron  which  bore  evidence  of  being  about 
four  thousand  years  old,  they  found  the 
clue  to  the  lost  art  of  durable  iron  mak- 
ing. 

The  analyses  of  these  ancient  pieces 
of  iron  showed  that  they  contained  only 
a  very  slight  percentage  of  impurities, 
in  fact  they  were  almost  100  per  cent, 
pure.  Moreover,  the  very  small  amount 
of  impurities  which  was  found  in  the 
material  was  uniformly  distributed — or,  in 
the  words  of  the  scientists,  the  metal 
was  homogeneous. 

This  proved  that  many  things  were 
known  about  iron  and  steel  making  in 
those  days  that  we  knew  nothing  about. 
The  art  was  lost. 

However,  after  years  of  research  and 
investigation  the  lost  art  was  found  and 
modernized  to  the  extent  that  the  durable 
sheet  metal  of  four  thousand  years  ago 
is  now  made  by  modern  scientific  meth- 
ods in  larger  quantities  within  less  time 
and  at  a  much  lower  cost.  It  is  called 
Toncan  Metal. 

A  metal  sheet  capable  of  resisting  the 
ravages  of  corrosion;  a  sheet  that  can  be 
bought  by  the  ultimate  consumer  at  a 
low  price;  a  sheet  in  which  there  is  dur- 
ability and  economy  in  every  ounce — that 
is  Toncan  Metal. 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement    delivered  in  5  barrel  lots,  $1.S5  per  bbl. ; 
with  ban*.  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime-grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick— No.  1  dry  pressed  red  brick  $17 ;  buff, 
$17  f.o.b.  the  job;  No.  2.  $14;  common  red 
stock  brick.  $11  to  $14;  grey.  $11  to  $12; 
wire  cut  brick  for  foundation  work,  $S.50  on 
the  cars,  delivered  $0.50;  "Tapestry"  brick, 
imported.  $25  to  $35;  local  Rug.  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $0.50 
at  the  mill ;  $S  50  delivered  on  job.  Paving 
brick.  No.  1,  $1S  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
M  j  No.  2,  $18.  Sun-Tcx  face  brick,  $1G 
to  $20  per  M.;  Denison  interlocking  hol- 
low tile.  $00  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52.  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 
Crushed  stone— 2  in..  $1.20;  1-in.,  $1.25;  ^-in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton   f.o.b.  car. 

Sand— for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  10  ft., 
$22;  18  ft..  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1  in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  10  in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  Vt  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  by 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto,  $32;  pine  trim  4-in.  casing,  $1.75  per 
100  ft.;  5-in.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25;  4-in.  pine,  window  stool,  $2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14  14  x  16,  $38.00;  10  x  16, 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars — $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3.50;  small  sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3.50  per  100  lbs.; 
ii  in.,  5/16  in.  and  H  in.,  $3.50  per  100  lbs.; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs.  ;  black  American  besscmer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $0.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots, 
t.o.b.  Toronto;  4-in.  $34  per  net  ton;  Gin. 
to  12-in.  $33;  12-in.  up  $32.50,  with  $1  extra 
for  gas  pipe 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6  in.,  40c  ft. ;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2:25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.   to  24  in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil— in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  9Sc.  per  gal. ;  red  lead, 
dry.  $14  per  100  lbs.;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100- lb.  drums,  $3.85;.  putty 
in  25-lb.  tins,  $4.00  per  100  lbs. ;  steel  sash 
putty,  $4.50  per  100  lbs.;  turpentine,  in  bbls., 
80c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement— $2.00  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton ;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $15; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic,  No.  2,  $13; 

buff  (smooth),  $21;  buff  (rough),  $20;  plastic 
$9.  Dominion  silicate,  1st  quality,  $13 ;  sec- 
ond  quality,  $10.50;   all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15  in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  Jij-in.  $1.65;  K-in., 

$1.75  per  ton,  delivered. 
Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel— $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles — 3  in.  x  3  in.  and  up,  $3.75;  1  in. 
x  1  in.  x  %  in.,  25c  extra;  in.  x  H  in. 
x  %  in.  50c  extra.  Boiler  plates — 'A  in. 
thick  and  thicker,  $4.75.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$5.00;  under  30  in.  dimension,  $5.25.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gaugt, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets— Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24-in.,  $3.25.  Bends^  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.60,  $10.25.  Double  branch,  2  ft.,  $1.75, 
$2.8Q,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2'/2  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.00,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.       Plaster  of 
Paris — $2.35   per   bbl.     Rope — Best  Manilla, 

21  Kc  basis  per  pound;  British  manilla,  17j4c 
basis ;  sisal  rope,  15c  basis ;  lath  yarn  15 
cents.  Boiled  linseed  oil — in  barrels  FXftc 
per  gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
S7c  per  gal. 


WINNIPEG  PRICES 

CEMENT,   LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.   1   dry   pressed,    red   and   buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12 ;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,   $12;    firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
K-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per  yard,   delivered,  $1.85. 

Crushed  Granite— ty2  and  2-in.,  $2.65;  M-in.  and 
1-in.,  $2.90;   &-in.  and  dust,  $3.20. 
LUMBER   (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $3S;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $2S;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$00;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  0  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar) — 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16. 
6  x  10,  6  x  12,  8  x  12,  $39;  10  x  16,  12  x  16, 
16  x  16,  14  x  IS,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18,  IS- x  20,  $42;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5j4-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10  in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50 ;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,  $2.35  per   100  lbs.;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast  Iron  Pipes — Standard  price,  car  load  lots, 
f.o.b.   Winnipeg,  $3S  per  ton. 

(Continued  on  page  58) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,   Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


Sewer 
Pipes 


High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 
ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :    St.  Johns.  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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(Continued  from  page  56) 
SEWER  PIPE 
Sewer  Pipe  Wholesale  pi  ices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  U  cents;  4  in.,  11  cents;  5  in., 
Ill  cents;  0  in.,  lSV-i  cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  In.,  40  cents;  12  in.,  60 
cents;  15  in.,  75  cents;  18  in.,  $1.00;  20  in., 
$150;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, $7  50,  delivered  on  job.  Plaster  of  Paris, 
$15.5"   pei  Hammer    Brand,   $3.75  per 

M.I  ,   in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils— White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal.;  raw  linsaed  oil,  in  bbls.,  95 
cents  per  gal.;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
26- lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal..  $3.10. 


VANCOUVER  PRICES 

CEMENT.  LIME.  AND  BRICK 

Cement— Grey  Portland,  $2.45  per  bbl.  f.o.b.  ware 
house,  sacks  extra;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
3110   lbs. ;   superfine,   white,  $9.50  per   bbl. ; 

white  Portlaiul  cement,  $2.45  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 

Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick;  $30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand     Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel  -$1.S5  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
10  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hamlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  sliiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron--2S  gauge,  $7.25  per  100  lbs. 

Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 
$0.05,  5,  9  and  10  ft.  sheets,  $0.80  per  square. 
Black  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer   pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  l2'/2c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;   10-in.,   40c   ft.;    12-in.,   50c   ft.;  15-in.," 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime — $14.00  in  car  lots. 

Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade, 
li'/iC  basis;  sisal  rope,  1254c  basis. 

PAINTS  AND  OILS 

Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead-  Ground   in  oil,  $14.40  per  100  lbs. 
Boiled  linseed  oil — In  bbls.,  95c  to  $1  per  gal.  of 
9  lbs. 

Raw  linseed  oil — In  bbls.,  $1.00  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


Look  for  the  Paroid  Roll" 
NEPDMSET  # 

Paroid 

ROOFING 

RED  -  GREEN  -  GREY 


Paroid  roofs  such  famous  fac- 
tories as  Ford  Motor  Car  Co., 
Wrigley's  Spearmint  Gum, Can- 
adian Westinghouse  Co.,  Rus- 
sell Motor  Co. 


NEponbeT 

PAROID 

„  ROOFING 


_MADE  INI  CANADA, 


BIRD  &  SO* 

No  on  0* 


Figure  on  using  Paroid  where 
ever  a  ready  roofing  is  required. 
It  pays  in  dollars  and  cents. 
Paroid  is  the  real  asphalt  sat- 
urated roofing  necessary  to 
stand  many  years  of  the  Canad- 
ian climate — intense  cold,  heat, 
wind,  rain  and  hail. 

Write  for  full  particulars  to 


BIRD  &  SON,  k- 

Hamilton,  Ont. 

Warehouses : 

Winnipeg      Vancouver      Calgary       Montreal      St.  John 
Edmonton 

The  Largest  Manufacturers  of  Roofings, 
Wall  Boards  and  Roofing  Felts  in  Canada. 
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9 
$3 


Ej^pODSf 

Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 
CANADA    WIRE    &  IRON 


GOODS  CO., 


Hamilton 


Horizontal  Automatic  Exhaust  Relief  Valve 

We  make  automatic  exhaust  relief  valves  of 
all  sizes  and  types — horizontal,  vertical,  angle 
and  downward  discharge.  An  inside  dashpot  of 
ample  size  eliminates  shock  in  closing  and  a 
water  seal  insures  the  valve  against  leakage. 


4 

ATW000 


PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  ( 
PITTSBURGH,  PA. 

ENGINEERS    FOUNDERS  MACHINISTS 


•A 

ATW000 


Represented  by  W.  M.  Campbell.  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


Built  for  C. P. R.  Montreal 


CANADIAN 
CHICAGO  BRIDGE  &  IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"  Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:— 
Bridgeburg,  Ontario.  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y..  30  Church  Street 

Shops:— Bridgeburg.  Ont. 
Chicago,  111.  Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 

Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturer*  under  Canadian  and  U.  S.  Letters  Patent 

Toronto       -  Canada 


CO 
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Civil 

Electrical 
Mechanical 


Directory  of  Engineers 


Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    t'hipinin      Geo.    H.  Power. 


BRYAN  PONTIFEX 

Chartered  Accountant. 
SPECIALTY 
MANUFACTURERS'  AND 
CONTRACTORS'  ACCOUNTS 

Excelsior  Life  Bldg.,  Toronto 


Power  &  Son, 

Architects  and  Building  Surveyors 


Merchants  Bank  Chambers, 


Kingston,  Canada 


CanadianInspection& 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 


MONTREAL 


Head  Office 
and   Main  Laboratories: 

Branch    Offices    and    Laboratories — 
TORONTO,  WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


Contractors 

Special 

Interests 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 


WINNIPEG 


CALGARY 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage   Disposal,  Water  Power  Development 

Tel.  Long  Distance  Uptown  (1740  41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Rohcrt  W.  Hunt. 
Tlios.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  Wt  Moflat. 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,      -  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  »04  »05  62  Esplanade  E..  Toronto 


R.  O. 
WYNNE  -  ROBERTS 

Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


PATENTS 


SECURED  OR  OUR 
FEES  RETURNED 


Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 

Reg.  Patent  Attorneys  Ottawa,  Canada 


AN<3UN? 


LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILD1MGW0RK. 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


Crushed 
Stone 

BRICK 

T.  A.  Morrison  &  Co.,     o n trf >t l ' 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton. 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 
Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust   Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York.  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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McGregor  &  Mclntyre 


Limited 


Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:   130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18.000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1618 
Private  exchange  connecting  all  departments 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50.000  gallons.     149  feet  to  top 
120,000     "  100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,   Iowa,  938  Tuttle  Street. 


STEEL  BRIDGES 


Our  Steel  Bridge  Construction 
has  been  installed  in  all  parts  of 
the  Country.  Let  us  give  you 
quotation  on  a  first-class  product. 
Like  as  not  it  will  be  lower  than 
untried  workmanship.  We  are 
specialists  in  this  work. 


MacKinnon,  Holmes  &  Company,  Limited 


Sherbrooke,  Quebec 
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The  Secret  of 
Efficiency 

Carrier 
Air  Washers 

Built  for  the  most  efficient  and 
economical  washing"  of  air  under 
varying  atmospheric  conditions. 
Simple  in  design,  free  from  all 
theoretical  or  untried  attach- 
ments. Finely  atomized  '  spray 
with  large  discharge  opening  in 
the  nozzle.  Have  four  times  the 
washing  surface,  four  times  as 
many  eliminators,  and  offer  less 
resistance  to  the  air  than  any 
other  Standard  washer  made. 

Let  us  send  you  our  catalog  No. 
13-12,  with  notes  on  humidity. 
It  is  a  text  book  on  Air  Con- 
ditioning. 

Canadian  Blower  and  Forge  Co. 


Limited 


Kitchener 


Ontario 


(formerly  Berlin,  Ont.) 
St.  John         Montreal  Toronto         Winnipeg  Vancouver 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 

Channels 


Angles 

67-6"x8,/4"x6/a"-60'0" 
28-6"x3!4"xll/16"-60'0" 
40-6"x3'/S"x3/4"-60'0" 
22-6"x3'/S"x3/4"-65'0" 


31-12"x30  lb.-60'0" 
83-16"x33  lb.-38'10!^' 


Zees 

94-  3"  x  2-11/16"  x  1/4"  x  6.7  lbs.  -  54  0" 

95-  3-1/16"  x  2-3/4"x5/16"  x  8.5  lbs.  -  50  0" 


20-8" 
20-10 
13-6" 
1 7-7" 

19-  8" 

20-  10 
15-11 

12-  11 
88-4" 

13-  8" 


Mild 

xl/4"-30'0" 
"xl/4"-80'0" 
x5/16"-10'0" 
x5/16"-20'0" 
x5/16"-30'0" 

x5/16"-30'0" 
"x5/16"-20'0" 
'^x5/16"-17'0" 
x3/8"-ll'10" 
x3/8"-30'0" 


Steel  Bars 


14-6"x7/16"-13 '  0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

5-12I/4"x5/8"-30'0" 

22-6'/4"xll/16"-33'0" 

5-7"xll/16"-20'0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shape*  and  Bart  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


"Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


:.>7.  L916 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


VALVE  -HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    4N3  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1916 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated  ;  price  $2.00.  • 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Book  Company.  279  pages, 
illustrated.     Price  $3.00. 

Dam?  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

Handbook  for  Highway  Engineers,  by  Wilson  G.  Harger  and 
Edmund  A.  Bonney.  Second  Edition  just  published  by 
McGraw-Hill   Book  Company.     609  pages.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.     480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 

Published   in    1915   by  McGraw-Hill 


Etcheverry. 

Company.     213  pages,  illustrated.     Price  $2.00. 


Book 


by  a.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

Practical    Mathematics   for   the    Engineer    and    Electrician,  by 

Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by- 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  bv  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  bv  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Flinn,  Robert  Spurr 

Weston  antl   Clinton    Lathrop   Bogert.  Just   published  by 

McGraw-Hill  Book  Company.  S24  pages,  illustrated. 
Price  $6.00. 
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Increase  Your  Efficiency 

in  Wire  Rope  Service 

By  ordering  "Made,  in  Canada"  Rope 
from  our  Warehouses  in 

Montreal  and  St.  Catharines 

The  DOMINION  WIRE  ROPE  CO.,  Limited,  MONTREAL 


"Marion" 

Steam 
Shovels  & 
Ditchers 


We  supply  "Marion" 
Shovels  for  all  classes 
of  work — to  Railroads 
—  M  ines  —  Con  trac- 
tors.— All  sizes. — All 
styles. 


44  Industrial  "  Cranes 
are  the  most  efficient 
manufactured.  If  you 
wish  "Reliability" — 
instal  an  "Industrial 
Works." 


"  Napanee  " 


M  Ransome  " 


Industrial  Works" 

Locomotive 
Coaling  & 
Wrecking 
Cranes 


Hoisting  Engines     Concrete  Mixers 

F.  H.  HOPKINS  &  CO.,  Montreal 

Branch  :-St.  Catharines,  Ont. 


Vol.  30  Toronto,  October  4,  1916  No.  40 


The  Merchant  who  orders  Fruit  Jar  Rings,  the  Contractor  who  requires  Belting, 
the  Architect  who  uses  Tiling  and  Matting,  or  the  Engineer  whose  Valves  and 
Pipes  need  Washers  and  Packings,  will  always  find  the  greatest  satisfaction  when 
selections  are  made  from  the  Dominion  Rubber  System  products,  because, 

THE  QUALITY  is  dependable,  and  meets  every 
possible  requirement. 

THE  VARIETY  is   wide  enough  to  satisfy  every 
possible  demand. 

THE  VALUE,  no  matter  what  the  price  or  article, 
is  the  best  within  reach. 

THE  SERVICE  is  prompt  and  satisfactory,  and 
there  is  no  occasion  for  disappointment. 

Back  of  all  is  the  broad  policy  of  the  Dominion  Rubber  System  to  serve  and 
please  under  all  circumstances. 

Write  to  our  nearest  Branch  or  direct  to  our  Head  Office 
for  Catalogue  and  Prices 

Canadian  Consolidated  Rubber  Co.,  Limited 

Head  office:  Montreal,  P.  Q. 

28  "Service"  Branches  Throughout  Canada 


Alphabetical  Index  to  Advertisers,  Page  16      Classified  Directory  to  Advertisements,  Page  6 
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THE  DOMINION  ROAD  MACHINERY  CO.,  Ltd. 

Manufacturers  of  CHAMPION  MACHINERY 


Road  Graders 
Road  Levellers 
Road  Drags 
Road  Rollers 

Street  Sprinklers 
Street  Sweepers 
and  Cleaners 

Rock  Crushers 
Elevators 
Screens 
Bins 

Dump  and  Spreading 
Wagons 

Contractors'  Plows 

Street  Cleaners'  Hand 
Carts 


Champion  One-Horse  Street  Sweeper 

WRITE   OUR    NEAREST  BRANCH 

118  Ilollis  Street.  Halifax,  N.S.  10237  109th  Street,  Edmonton,  Alta. 

5J5  S°^Ler  ?uiJ,din8-  Montreal,  Que.  609-013  Bank  of  Ottawa  Building,  Vancouver,  B.C. 

Mt  Dalnousie  Street,  Quebec,  Que.  .„.,       T  .        _  .... 

Cor.  8th  Ave.  and  3rd  Street  West,  Calgary,  Alta.  413  Mclntyre  Building,  Winnipeg,  Man. 


Factory  and  Head  Office- 


GODERICH,  ONTARIO 


"BEATTY" 

Hoisting  Engines, 
Clamshell  Buckets, 
Steel  Derricks, 
Derrick  Irons, 
Dipper  Dredges, 
Hydraulic  Dredges, 
Centrifugal  Pumps. 

Catalog  describing  above  on  request. 
Your  inquiries  will  be  answered  quickly. 
Utilize  our  50  years'  experience  in  this  field. 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 


Work  of  this  kind  calls  for  dependability— "Beatty"  Hoists  furnish  it. 


H.E.  PLANT  1790  St.  Jamea  Street,  Montreal,  Que. 

E.  LEONARD  &  SONS  St.  John,  N.  B. 


Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

KELLY-POWELL,  LTD  Mc Arthur  Bld«.  Winnipeg,  Man. 
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Sewer  Pipe  and  Sewer  Block 

for  Storm  and  Sanitary  Sewers. 

EFFICIENCY  and  PERMANENCE 

are  best  secured  by  the  use  of 
Most  Easily  Tested         VITRIFIED  CLAY         No  Deception  Possible 


Left  cut  shows  "MIMICO"  Segment  Block  being  used  in  36  inch  sewer  in  a  20  foot  cut.    This  is  a  splendid  piece 
of  construction  and  is  now  nearing  completion  on  Lake  Shore  Road,  Mimico.    Right  cut  shows  a  small  section 
of  sewer  built  from  same  block  and  covered  with  only  six  inches  of  cinders. 

BUILT  FOR  STRENGTH  —  AND  IT  HAS  STRENGTH 
Write  for  information  and  prices  to 

The  Ontario  Sewer  Pipe  Co.,  Ltd.,  Mimico,  Ont. 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 


t  rom 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE       -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price.  " 


N  B.  The  adjoining  illustration  hows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


Turbi 


ine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,  Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating.  Steam  Turbines,  Tanks,  Water  Wheels,  Water 

Works  Plants 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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Bishop  Strachan  School,  Toronto 


Credit  Valley 
Grey  Sandstone 

This  distinguished  looking  school  is  another  splendid 
example  of  the  high  class  effects  possible  with  Credit 
Valley  Grey  Sandstone. 

It  is  significant  when  this  stone  is  selected  for  such  build- 
ings as  Sir  Henry  Pellatf  s  Castle,  Knox  College,  Toronto 
Technical  School,  Rosedale  Congregational  Church  and 
others. 

Ask  us  for  prices 


F.  Rogers  &  C 

1193  Queen  St.  W.  Toronto 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS 

The  following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
quarter  page,  mx  headings;  half  page,  twelve     headings;     full       page,    twenty-four  headings. 


Air  Compressor! 

Can,  Ingei soil-Kind  Co..  Ltd. 
Plait   lion  Woiks 


Aluminium 

Spielmann  Agencies  Regd. 


Air  Hoisti 

Northern  Crane  Work* 

Architectural  Iron  Work 

Canada  Wire  &  lion  Cioods  Co. 
McCiegor    &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

C.illis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 

Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 
Hopkins  &  Co.,  F. 


H. 


Blowers  and  Compressor! 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can..  Ltd..  B.  F 


Boil  era 

Beatty  &  Sons,,  M. 

Inglii  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wki. 

Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brick 

Oriental  Brick  Company 


Brick  Dryen 

Canadian  Blower  and  Forge  Co. 
Sheldon!  Limited. 


Bucket! 

Beatty  &  Soni,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Worki 
Radigan   &  Company,  John 


Brick  Machinery  and  Supplies 

Sheldon!  Limited 


Bridges  (Steel) 

Canadian   Bridge  Company 
Can.  Chicago  Eridge  &  Iron  Wki. 
DeaMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Worki 
Maritime  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Paper! 
Bird  4  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 


Cable  Terminals 

Standard  Underground  Cable  Co. 
of   Canada,  Limited. 


Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casement! 

Trussed  Concrete  Steel  Co. 

Cedar 

li.  C.   Lumber  Commissioner 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Rogers  Supply  Company 


Centrifugal  Pumps 

lioving  Hydraulic  &  Engineering 
Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 


Coal  Chutes 

Manitoba   Bridge  &  Iron  Works 

Coal   Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold    Storage  Insulation 

Armstrong  Cork  Company 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 
Blair,  B. 

Dominion   Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian  Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete   Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,  W.  L. 

Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Dominion  Road  Machinery  Co. 
Goodwin,   Barsby  &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Barsby  Company 
kadigan  &  Company,  John 
Slurtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Core  Drills 

Can.  Ingersoll  Rand  Co.,  Ltd. 


Corrugated  Iron 

Metallic  Roori 
Pedlar  People  Lim 


MetallicRoofing  Company 
ited 


Cotton  Seed  Oil  Machinery 
i'latt  Iron  Works 


Cranes,  Travelling  and  Locomotive 
lioving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H.  , 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Crushed  Stone.  Limited 
llagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 

Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

1'aterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  1*. 
Marsh  &  Henthorn.  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

('anadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 
Carey 


Mfg.   Co.,  Philip 


Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario   Wind   Engine   &  Pump 
Company 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works 
Turnbull   Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company 


Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 


Engineers   (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 


Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt  Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 


Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 


1 9 1  6 


THE    CONTRACT  RECORD 


Concrete  Reinforcement  Bars 

Plain  Round  or  Square,  Twisted  Square 

Rail  Carbon  Steel 

Guaranteed  to  conform  to  the  Standard  Specifications  of  American  Society 

for  Testing  Materials. 

BARS  BENT  TO  SHAPE  FOR  BEAMS,  STIRRUPS,  Etc. 


Montreal  Aqueduct. 


Cook  Copsmiclion  Co..  Ltd. 
General  Contractors. 


The  Aqueduct  extends  a  distance  of  about  30,800  feet  from  St.  Lawrence  River,  Highly 
Reinforced  Retaining  Walls  were  erected  over  the  entire  distance.  5,000  tons  of  BURLING- 
TON STEEL  Bx\RS  were  supplied  for  this  work.  The  steel  consisted  of  Round  Bars  from 
V2  in.  up  to  1J4  in.,  and  was  all  made  from  our  high  clastic  limit  RAIL  CARBON  STEEL. 

PROMPT  SHIPMENT 

Burlington  Steel  Co.,  Ltd. 


Hamilton 


Canada 


! 
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Fire  Etcapet 

l>enni»  Wire  A  Iron  Works  Co. 
Manitoba  Undue  &  Iron  Works 
McGregor  &  Mclntyre 

Pl>(  Poles 

Ontario  Wind  Engine  &  Pump 
>  ompany. 

Flooring  Msterials 

Armstrong  Cork  Company 

Fuel  Economizers 
Sturtevant  Co.  of  Can..  Ltd..  B.  F. 

Furnaces 

Snarl  Mfg.  Company,  Jas. 


C  anadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Gas  Engines 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 

Goold.  Shapley  &  Muir '  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 
Company. 

Glas* 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governor* 

Boving  Hydraulic  &  Engineering 
Company. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can..  Ltd.,  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


High  Duty  Pumping  Enginei 

Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Beatty  &  Sons,  M. 
Canadian  Ingersoll-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Henthorn 
Mussens  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard  Mfg.  Company 


Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 


Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 

Industrial  Cars 

Hopkins  &  Company.  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 
Northern   Crane  Works 

Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American  Lead  Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 

Ornamental  Brick 

Oriental  Brick  Company 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Carter  White  Lead  Company 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian  Dolarway  Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  S  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomsori   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10> 


LONDON  Batch  Mixers 

London  Batch  Mixers  cost  less  because  they  will  run  for 
years  without  repairs,  or  break-downs.  They  produce  more  Con- 
crete, they  make  better  concrete  and  do  it  in  less  time.  These 
features  mean  clear  profits  to  the  Contractor  instead  of  loss. 

Every  Mixer  Sold  Sells  Ten  More.     Nearly  2000  Now  in  Use. 
Made  in  all  sizes  from  %  yd.  to  2  %  yd.  Batch.    Get  prices  now  before 

starting  on  the  next  job. 


London  Batch  Mixer 

LONDON  BULL  DOG  BATCH  MIXER 
A  Small  Batch  Mixer  for  Small  Contract  Work. 

6  cu.  ft.  Batch,  50  cu.  yds.  per  day.  Can  be  operated  with 
less  men  than  any  other  Mixer.  Pays  for  itself  in  15 
days'  use.  Every  contractor  with  small  jobs 
should  own  a  Bull  Dog  Batch  Mixer.    Send  for 

Catalogue  No.  1  B. 

We  make  23  different  sizes  and  styles  of  Concrete  Mixers  also 
a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 


Icrdcn  Bill  Dcg  Patch  Mixer. 


London  Concrete  Machinery  Co.,  Limited,       London,  Ont 

Branches  and  Agencies  in  every  large  city  in  Canada. 
WORLD'S  LARGEST  MANUFACTURERS  OF  CONCRETE  MACHINERY  AND  CEMENT  WORKING  TOOLS- 
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QUALITY         /.  SERVICE 

STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE    Is  to  add  Strength. 

STEEL  BARS    Are  used  in  Concrete  to  Reinforce. 

D  E  M  A  N  D—    Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK    Your  work  on  reinforcing-  bars  rolled    from  material 

of  questionable  quality. 

FAVOR     US    With  an   opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 

HAMILTON       TORONTO       MONTREAL  WINNIPEG 
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Pipe  and  Boiler  Coverings 

Dominion  Paint  Work* 

Paint*  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
I'atei  »on  Mtis.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Heatty  &  Sons.  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  C  ompany,  F.  H. 
Marsh  &  Ilenthorn,  Limited 

Pipe  Fittings  and  Flanges 

PittsburgTi    Valve,    r/oundry  & 
Construction  Company 

b 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mlg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Stttrtevant  Co.  of  Can.,  Ltd..  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
lona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Works 

Heatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Dominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 


Roofing  Material 

Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 


Rubber  Goods 

Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 


Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.   Lumber  Commissioner 


Shovels  (Steam) 
Heatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.   Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 

Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoi  nes  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steam  Appliances 
Darling  Bros. 

Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 
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Crushed  Stone  for  Macadam  Roads 


Macadam  Roads 
must  be  built 
of  a 

TOUGH 
STONE 

that  will  cement. 
WE  HAVE  IT. 


The  Hagersville  Contracting  Company,  Limited 

HAGERSVILLE,  ONT. 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  No  dusting  away,  smooth  sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  of  Fluxphalte  and 
save  repair  bills. 

New  illustrated  booklet  on  request. 


«ASPHAL' 

SOLE  CMMiM  MINTS 

B011©  OP  TE1D 


'Mil  OIL.  C?  Limits® 
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fSi&gk£>  Solid  Steel  Window  Sash 


1  he  most  popular  and  extensively  used  Steel  Sash  now  on  the  market,  absolutely  fireproof  and  weather  proof. 
1  he-  design  of  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 


tage. 


Maximum  Daylight— No  Maintenance  Cost — Lower  Insurance  Rates. 


STEEL  and  RADIATION,  LIMITED 

Head  Office    Fraser  Avenue  -   TORONTO,  Ont. 


More  Work 

Fewer  Men 


With  our  light  port- 
able "PEERLESS" 
derrick  of  1800  lbs. 
capacity  you  can  ac- 
complish more  work 
with  fewer  men.  For 
brick  or  stone  laying 
this  derrick  will  do  the 
work  of  three  or  four 
hod  carriers.  For 
placing  light  steel 
work  it  is  ideal. 

Write 
for 
Catalog 


Don't  forget  that 
we  build  derricks 
of  all  sizes  and 
types.  Our  1,  2 
and  3  ton  stiff 
leg  derricks  are 
very  popular. 


National  Equipment  Co.,  Limited 

1  Wabash  Avenue,  Toronto 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 


sale. 


Angles 


67-6"x354"x8/J"-60'0" 
28-6"x3'/£"xll/16"-60'0' 
40-6"x3«/S"x3/4"-60'0" 
22-6"x3'/2  "x3/4"-55 '  0" 


Channels 

31-12"x30  lb.-60'0" 
83-15"x33  Ib.-36'IO1^" 


Zees 

94-  3"  x  2-11/16"  x  1/4"  x  6.7  lbs.  -  54  0" 

95-  3-1/16"  x  2-3/4"x5/16"  x  8.5  lbs.  -  50 '0" 


Mild  Steel  Bars 


20-8 
20-10 
13-6" 
I  i-l 

19-  8 

20-  10 
15-11 

12-  11 
88-4" 

13-  8" 


xl/4"-30'0" 
"xl/4"-30'0" 
x5/16"-10'0" 
x5/16"-20'0" 
x5/16"-30'0" 
"x5/16"-30'0" 
"x5/16"-20'0" 
!^x5/16"-17'0" 
x3/8"-ll'10" 
x3/8"-30'0" 


14-6"x7/16"-13'0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22  0" 

5-12$4"x6/8"-30'0" 

22-6!^"xll/16"-33'0" 

5-7"xll/16"-20'0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shapes  and  Bar*  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


Reduce  Your  Hauling  Costs 

Ask  us  about  the  bargain  we  have  for  2—5  Ton 
Steam  Dumping  Trucks  in  Montreal  Stock. 


MUSSENS  LIMITED 


MONTREAL   QUEBEC— PRUNEAU  &  CO. 
WINNIPEG    TORONTO  -H.  TURNBULL  &  CO. 
VANCOUVER  COBALT   H.  L.  USBORNE 
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Famous  Heart  Shape  Mixers 


Made  in  Canada  by 
a  Canadian  Firm, 
with  Canadian  Cap- 
ital. Noted  for  their 
rapid  and  thorough 
mixing.  Manufac- 
turers of  Tile,  Brick, 
Block  Machines, 
Crushers,  Pavers, 


Contractors'  Mach- 
inery. Write  for 
special  offer. 

Over  300  Used  in 
Toronto  alone. 


We  can  save  you  50 
per  cent,  on  Hoisting 
Machinery.  Let  us 
demonstrate  this  to 
you  here  at  our  ware- 
house. Equipped  with 
gas,  steam  or  electric 
power,  mounted  on 
skids  or  trucks. 
Write  for  our  special 
offer. 


WETTLAUFER  BROS.,  LIMITED 

IMPROVED  CONCRETE  MACHINERY 
178  Spadina  Ave.,  TORONTO,  ONT. 

Branches—  Montreal,  Halifax,  Vancouver,  Winnipeg 


CAREY 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining's 
Wall  Coping- 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co, 

i'I'Iic  Independent  Co. i  Limited 

SWANSEA  (near  Toronto) 


expaJsio d 
JO.l  NT 


zs  Provides  for  expansion  and 

=  shrinkage  wherever  two  units 

ZZ  of  concrete  come  together  in 

^  modern  bridge  construction. 

3  Elastite  conies  to  the  job  in 

~  strips   or   panels   of  exactly 

—  the  right  dimensions  for  use. 
S  Place  it  in  position  against 
~  the  finished  work,  and  pour 
ZZ  the  concrete  or  grout  against 
S  't  where  the  new  unit  com- 

—  mences. 

=  It  forms  a  perfect  bond  and 

—  meets  every  requirement  of 

—  the  engineer. 

—  Let  us  send  you  samples  of 

—  Elastite  and  details  of  not- 
3!  able  installations  in  bridges, 
_  viaducts  and  streets. 

==  The  Philip  Carey  Co. 

—  Toronto  Montreal 


FOR  SALE 


1  No.  2  Thew  Shovel. 

1  No.  10  x  16.  36  in.  Gauge 
Porter  Dinkey. 


11    4  yards  2  Way  Dump 
Cars 


W.  FRASER 

83  Craig  St.  West 

MONTREAL 


: » 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Steam  Engine* 

Sturtevant  Co.  of  Cm.,  Ltd..  B.  F. 

Steam  Turbine* 

M.  i<ougall  Caledonian  Iron  Wks. 
Scur levant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel 

llurlington  Steel  Company 
Hopkins  &  Company,  F.  II. 
Steel  Company  of  (.  an.  Ltd. 

Steel  Bart 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Pipe 
Can.  Chicago  Bridge  &  Iron  Wks 

Steel   Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Steel  &  Radiation  Limited 

Stone 

Britnell  &  Company 
Ilagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sackville  Freestone  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion   Bridge-  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 

Standard  Steel  Construction  Co. 
Structural  Steel  Company 


Surveyors'  Instruments 
Heller  &  Brightly 

Swinging  Gears 

DaKe  Engine  Company 

Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Sliaplcy  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh   Valve,   Foundry  & 
Construction  Company 


Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water  Softeners  and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and  Cutting  Plants 

Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

White  Lead 

Carter  White  Lead  Company 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 


Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company 


Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  pure  carbon,  and  is  therefore  unaffected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  B-H  Graphite  Paint  being  made  from  pure  Graphite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  painting  of . 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper.  Paint 
Cement  Paint 
Marine  Paint 
Putty 


i 


BRA 

N 

DR AM- U E N  D ERSO N 

Montreal 

Halifax            St.  John            Toronto  Winnipeg 
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DOLARWAY  SURFACING 

will  put  the  Endurance  in  Pavement 


Dolarway  Surfacing  knocks  the  question  out  of  per- 
manent pavement — just  keep  it  on,  that's  all!  After 
the  concrete  is  down  you  can  easily  eliminate  the 
high  cost  of  up-keep  by  keeping  "Dolarway"  on. 
No  matter  how  heavy  the  traffic  may  be,  nor  how 
changeable  the  climate  is,  Dolarway  meets  all  con- 
ditions in  a  satisfactory  manner. 

Inexpensive  First  Cost 


There  is  no  great  outlay  of  money  required  to  pre- 
pare this  wonderful  surfacing.  It  comes  in  liquid 
form  and  can  be  easily  and  quickly  heated  and 
spread  on  with  unskilled  labor.  Within  a  few  hours 
after  applying  your  roadway  is  ready  for  traffic. 
Dolarway  is  ideal  for  boulevards,  city  streets  and 
suburban  highways. 

Inexpensive  Maintenance 


For  further  particulars  write  to 

THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD.  Zt££V^ 


Illustration  shows  how  hoist 
telescopes  when  not  in  use  and 
sidewalk  doors  may  be  closed 
flush  with  pavement. 


'Made  in  Canada" 


"Made  in  Canada" 


limp 


Tllh'.  G  &  G  Telescopic  Hoist  Model  A  (illustrated)  is  sturdy  in 
construction,  speedy  in  operation — and  provides  for  safety  first 
at  all  times.  Does  its  work  noiselessly,  conveniently,  and  requires  the 
services  of  but  one  man  for  the  entire  operation  of  ash  removal. 

Raises  load  at  guaranteed  speed  of  3Q  feet  per  minute.  No  part  has  a  factor 
of  safety  less  than  eight  based  on  ultimate  strength  of  material  when  load 
of  500  lbs.  is  raised. 

The  patented  gear-shifting  device  automatically  throws  gears  out  of  nicsh 
when  brake  lever  is  used  to  lower  load.  Thus  nothing  moves  when  lowering 
except  cable  drum,  and  the  hoisting  handle  does  not  revolve. 

The  automatic  steady  pin  is  a  patented  device  which  holds  hoisting  bead  rigid 
while  operator  turns  hoisting  handle.  The  band  brake  is  lined  with  a  special 
asbestos  wire-wove  brake  lining.  Kvcry  hoist  is  subjected  to  thorough  work- 
ing test  before  shipment. 


WRITE  TO  NEAREST  AGENT  f  OR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


HI.ACK  BUILDING  SUPPLY 
(  ().,  LTD.,  TORONTO. 
Agents  for  Ontario 


mini 


WM.  N.  O'NEIL  CO.,  LTD., 
VANCOUVER, 
Agents  tor  British  Columbia 

111 


&  S.  II.  THOMPSON  &  CO. 
LTD.,  MONTREAL, 
Agents  for  Quebec 


W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


\li>irt  Manufacturing  COmpany 
American  Lead  Pencil  Company 
American  Well  Works   

Anglins  Limited  

Armstrong  Cork  Company  ... 
Art  Stone  Company  

Asphalt  &  Supply  Company  ... 
Anil  &  W  iborg  Company  


Barber  Asphalt  C  ompany  

Barber.  Frank   60 

B.  C,  Lumber  C  ommissioner  

Beatty  &  Sons.  Limited,  M   2 

Bird  &  Son  >   58 

Black  Building  Supply  Company  ...  15 

Blair  C  ompany,  B  

Boving    Hydraulic    &  Engineering 

Company   50 

Brandram-Henderson  Co   14 

Britnell*  Company,  Limited   54 

Burlington  Steel  Company   7 

Canada  Crushed  Stone  Corporation..  11 

Canada  Iron  Foundries  Limited  ...  54 

Canada  Wire  &  Iron  Goods  Co.  ...  59 

Canadian  Billings  &  Spencer   20 

C  anadian  Blower  and  Forge  Co.  . .  .  62 
Canadian   Chicago   Bridge    &  Iron 

Works   59 

C  anadian  Consolidated  Rubber  Co.  . .  1 

Canadian  Dolarway  Paving  Co   15 

Canadian  I ngcrsoll-Rand  Co   17 

Canadian    Inspection    and  Testing 

Laboratories   GO 

C  anadian  Office  School  Furniture  Co. 

i  anadian  Pipe  Company,  Limited  .  .  54 

Carey  Company,  Philip   13 

C  arter  W  hite  Lead  Co  

Chipman  &  Power   00 

Conduits  Company,  Limited   59 

Cook,  A.  D   55 

Crushed  Stone,  Limited    54 

Dake  Engine  Company   4!) 

Darling  Bros  

Dennis  W  ire  &  Iron  Company   . .  .  51 

DesMoines   Bridge   &  Iron   Works.  01 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   00 

Dominion  Iron  &  Steel  Company  ...  57 

Dominion  Paint  Works  

Dominion  Road  Machinery  Co   2 

Dominion  Sewer  Pipe  Company  ...  13 

Dominion  W  ire  Rope  Co   04 

Dunlop  Tire  &  Rubber  Company  . . . 
Dunn  W'ire-Cut-Lug  Brick  Co.  ... 


Elk  Fire  Brick  Company  ... 


Foster,  W.  L  

Fraser,  W   13 

Gartshore,  John  J   51 

Gartshore-Thompsoh  Pipe  it  Foun- 
dry Company   49 

Gent  Company  

(iillis  &  Gcoghcgan   15 

Goodwin-Barsby  Company  

Goold,  Shapley  &  Muir  Company  . .  59 

Gray  Construction  Co.,  John  V.  ...  54 

Haddin  &  Miles   00 

Hagersville  Contracting  Company  ..  in 
Hamilton  &  Toronto  Sewer  Pipe  Co. 

Heller  &  Brightly    49 

Hopkins  &  Company,  F.  H                .  04 

Hunt  &  Company,  Robert  W   00 

Ideal  Concrete  Machinery  Company 

Inglis  Company,  John   45 

Kerr  Engine  Company,  Limited  .  .  .  63 

Lea.  R.  S   60 

London  Concrete  Machinery  Co.  ...  S 

Luxfer  Prism  Company   19 

MacKinnon  Holmes  &  Company  .. 

Manitoba  Bridge  Works  Co  

Maritime  Bridge  Works  Co   12 

Marsh  &  Henthorn,  Limited   49 

McAvity  &  Sons,  T  

McDougall  Caledonian  Iron  Works 

Company   4 

McGregor  &  Mclntyre   01 

Meaford  Wheelbarrow  Company... 

Metallic  Roofing  Company   53 

Miller  &  Company,  Geo.  M  

Morrison  &  Co.,  T.  A  .  00 

Mueller  Mfg.  Company,  H  

Mussens  Limited   12 

National  Equipment  Co   12 

National  Iron  Works   50 

National  Steel  Car  Company-  

Neptune  Meter  Company   53 

Noble.  Clarence  W   52 

Northern  Crane  Works   52 

Nova  Scotia  Steel  &  Coal  Co   02 


Oakley  &  Son,  Geo  : . 

(  Oriental  Brick  Company   48 

Onnsby  Company,  A.  B.  

Ontario  Sewer  Pipe  Co   3 

Ontario  W  ind  Engine  &  Pump  Co.  53 

Pacific  Coast  Pipe  Company   49 

Paterson  Mfg.  Company   47 

Pedlar  People  

Pelletier  &  Fils,  Edouard   55 

Pittsburgh-Des  Moines  Steel  Co...  61 
Pittsburgh  Valve,    Foundry  &  Con- 
struction Company   59 

Piatt  Iron  Works    ,18 

Pollard  Manufacturing  Company  . . 

Pontifex,  Bryan   00 

Power  &,  Son   00 

Prest-O-Lite  Company  

Quinlan  &  Robertson   52 

Radigan  &  Company,  John   19 

Reid  &.  Brown   00 


Ric-wiL  Underground   Pipe  Cover- 
ing Company  

Rogers  Limited,  Alfred  

Rogers  &  Company,  F  

Rogers  Supply  Company  


Sackville  Freestone  Company  

Sheldons  Limited   55 

Shipman  &  Co.,  Harold  C   60 

Smart  Mfg.  Company,  James   50 

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  ...  57 

Standard  Steel  Construction  Co.  . .  .  54 
Standard  Underground  Cable  Co.  of 

Canada  >   51 

Stark  Rolling  Mill  Company  

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation   12 

Structural  Steel  Company    54 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F. 

Tiffin  Wagon  Company  

Toch  Bros.    48 

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   50 

Turnbull  Elevator  Company    01 

Vancouver  Wood  Pipe  6c  Tank  Co.  49 

Waterous  Engine  W"orks  Co  20 

Wettlaufer  Bros   13 

Wilson  &  Son,  C   51 

Wynne-Roberts,  R.  0   00 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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Ingersoll-Rand  Air  Compressors 

have  their  efficiency  increased  by  the  use  of 
"Circo"  Silent  Leaf  Valves,  the  operation  of 
which  is  entirely  independent  of  all  valve 
gear  or  other  mechanism. 

These  Leaf  Valves  are  practically  noiseless 
in  operation  and  are  equally  suited  to  low 
and  ordinary  working  pressures.  Cost  of 
repairs  is  very  light  as  long  life  is  assured 
by  the  design — there  is  nothing  to  wear. 

Compressed  air  can  be  used  in  hundreds  of 
ways.    Let  us  tell  you  some  of  them. 

Canadian  Ingersoll-Rand  Company,  Limited 

Commercial  Union  Bldg.,  Montreal,  Canada 

Sydney        Toronto        Cobalt        Timmins        Winnipeg        Nelson  Vancouver 


1  * 
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PIATT  IRON  WORKS'  -  DAYTON, OHIO. 


Stilwell  Feed  Water  Heaters 

Class  "O"  Type 


A  Feed  Water  Heater 
A  Condensation  Purifier 


A  Feed  Water  Purifier 
A  Feed  Water  Softener 


Stilwell  Heaters  are  complete  with  accessories  for  controlling 
the  raw  water  supply  automatically,  for  proper  heating  of  the  water, 
for  filtering  and  p,urifying  both  steam  and  water. 

Steam  is  purified  on  entrance  to  heater  by  specially  designed 
oil  separator,  ample  space  is  provided  for  steam  passage  without 
causing  back  pressure.  Steam  travels  through  heater  counter- 
currently  to  flow  of  water. 

Amount  of  raw  water  is  automatically  controlled  by  balanced 
valve  operated  by  non-waterlogging  float. 

tilwell  Heating  Pans  are  self-locking  and  cannot  be  dislodged 
by  steam  pulsations,  yet  readily  removed  through  cleaning  door. 

Double  Filtration  of  the  up  and  down  type  effectively  removes 
mud,  sand,  etc. 

Water-sealed  overflow  for  no  back  pressure  systems,  trapped 
overflow  for  systems  carrying  back  pressure. 

Every  heater  is  tested  in  factory  before  shipping. 


Complete  stock  of  all  sizes  carried.    We  can  make  immediate  shipments 


ATLANTA 

BOSTON 

BALTIMORE 

BIRMINGHAM 

CHICAGO 

CINCINNATI 


Piatt  Double  Suction 
Centrifugal  Pumps 

Split  case  features  insure  accessibility.  Their  rugged 
construction  guarantees  efficient  and  continuous  service 
whether  i  nstatled  where  every  facility  is  at  hand,  or  in 
the  most  isolated  parts  of  the  world. 

Bulletin  No.  762  fully  describes  them. 

Smith- Vaile 
Yoke  Type  Boiler  Feed  Pumps 

Provided  with  removable  and  interchangeable  water 
cylinder  linings  and  adjustable  packed  water  pistons, 
permitting  compensation  for  wear. 

Bulletin  No.  780  will  interest  every  engineer. 

Smith-Vaile 
General  Service  Pump 

Well  designed  in  all  points  that  contribute  to  effici- 
ency, durability  and  satisfactory  operation.  Strength 
and  quality  of  metal,  direct  water  passages  insuring  air 
pocket  freedom,  accessibility,  liberal  valve  area  and  few 
working  parts. 

Bulletin  No.  780  covers  the  complete  line. 


Stilwell  Feed  Water  Heaters 

Class  "O"  Type 

Either  Thoroughfare  or  Switch  Valve  Type.  Fitted 
with  float  controlled  or  water  seal  overflow  as  may  be 
necessary.  Single  piece  castings,  special  design  for  raw 
water  control,  perfect  filtration,  make  them  pre-eminent. 

Bulletin  No.  783  is  descriptive. 


Victor-Francis  High  and  Low 
Head  Water  Wheels 

The  epoch-making  installation  of  Victor  Francis  equip- 
ment to  produce  50,000  horse  power  at  Cohoes,  N.  Y., 
indicates  the  high  efficiency  that  can  be  obtained  with 
well  designed  and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  and  710  describe  the  line. 

Smith-Vaile  Compound 
Duplex  Pumping  Engines 

Economical  steam  construction  by  multiple  expansion. 
Undeveloped  energy  of  steam  after  the  completion  of  the 
stroke  in  initial  cylinders  is  conserved  and  employed  in 
expansion  cylinders.   A  saving  of  from  25  to  35  per  cent. 

Bulletin  No.  780  gives  details. 

Smith-Vaile  Triplex  Pumps 

Belt  Drive    Chain  Drive    Direct  Geared 

Four  bearings  insure  reliability  for  day-by-day  service 
in  a  practically  unlimited  range  of  application.  May  be 
belt  driven  from  any  available  source  of  power,  or  direct 
connected  by  coupling,  gears  or  chain  to  any  form  of 
motive  power. 

Se'e  Bulletin  No.  741. 

Smith-Vaile 
Cottonseed  Oil  Presses 

With  built-up,  indestructible  all-steel  boxes.  The 
boxes  can  come  together  empty,  under  full  pressure, 
without  damage.  The  platen  o;  ram  block  is  of  semi- 
steel  and  of  ample  thickness. 

Bulletin  No.  684  on  request. 


PLATT  IRON  WORKS 


DAYTON,  OHIO 


Representatives  in  Principal  Cities  Insure  Prompt  and  Efficient  Service 


CLEVELAND 

COLUMBIA,  S.  C. 

DALLAS 

DENVER 

DETROIT 

HAVANA 


INDIANAPOLIS 

JACKSONVILLE 

KANSAS  CITY 

LONDON 

LOS  ANGELES 

MEMPHIS 


MEXICO  CITY 
MINNEAPOLIS 
MONTREAL 
NEW  ORLEANS 
NEW  YORK 
OMAHA 


PHILADELPHIA 
PITTSBURG 
PORTLAND 
RICHMOND 
SAINT  LOUTS 
SALT  LAKE  CITY 


SAN  ANTONIO 
SAN  FRANCISCO 
SEATTLE 
SPOKANE 
TORONTO 

YOUNGSTOWN,  OHIO 
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We  Specialize  in 


STEEL  ELEVATOR  BUCKETS 


Buffalo  Elevator  Bucket 


mat  ;  Q  , 
{0       o       g  -  '0 


Stone  or  Ore  Bucket 


For  all  kinds  of 
work 


Salem  Elevator  Bucket 

Our  Buckets  carried  in 
stock  by  all  leading  dealers 

Before  placing  your  next  order 
for  Buckets  GET  OUR  PRICES. 
Catalogue  upon  request. 


V  Shape  Elevator  Bucket 


John  Radigan  &  Company,  Hamilton,  Canada 


Are  You  Building  ? 

Labor  is  cheap  and  plentiful — the  building  trades  are  slack  and 
material  prices  will  be  higher  before  they  are  lower,  but  are  you 
building?  This  is  a  most  opportune  time  to  be  business-like 
and  build,    and   to   be    patriotic  and  employ   Canadian  labor. 

Prisms  will  figure  in  your  building  operations — specify  '"Luxfer 

Prisms"  and  you  will  be  sure  of  definite  results. 

Ask  us  about  "  Luxfer  Prisms  99 
for  your  particular  proposition. 

LUXFER  PRISM  CO.,  LIMITED 

100  KING  STREET  WEST,        -        -         -        TORONTO,  ONT. 
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Standard  Turnbuckles 

Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 

Welland,  Ontario 


ELEVATORS 


For  Sand,  Stone,  Gravel,  Ore,  Etc. 

Handle  your  rough  and  abrasive  materials  with  WATER- 
OUS  STEEL  BUCKET  ELEVATORS  AND  CON- 
VEYORS to  save  time  and  money. 

They  are  built  in  sizes  up  to  600  tons  per  hour  capacity. 
If  your  needs  are  special  we  can  give  you  expert  advice 
and  special  equipment  to  cover  them. 

(  )nr  standard  equipments  cover  practically   every  re- 
quirement. 

We  have  a  Catalog  for  Contractors 
and  Builders  that  you  will  find 
helpful.    May  we  send  it? 

The  Waterous  Engine  Co.,  Ltd. 


Brantford 


Canada 
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The  Relationship  of  Capital  and  Labor 

AT  many  times  in  the  world's  history,  the  sta- 
bility of  great  enterprises  has  been  threatened, 
from  various  causes,  but  perhaps  never  has 
tbe  prosperity  and  convenience  of  a  section  of 
a  country  ever  been  more  endangered  than  by  those 
eruptions  and  manifestations  that  make  themselves 
felt  in  the  form  of  industrial  strikes.  In  recent  years 
we  have  had  many  exhibitions  of  such  crises,  in  some 
cases  arising  from  a  justifiable  resistance  to  an  unjust 
or  intolerable  state  of  affairs,  but,  unfortunately,  in 
many  cases  culminating  in  a  menace  that  has  interfered 
with  and  more  or  less  permanently  undermined  the 
safety  and  prosperity  of  a  whole  nation. 

Perhaps  never  before  have  we  felt  more  keenly  the 
possibilities  of  dire  results  and  upheavals  in  the  com- 
mercial  situation  of  any  country  than  was  exhibited  in 
th  ose  few  days  last  month  when  the  railway  employees 
of  the  United  States  threatened  to  throw  up  their  jobs 
in  default  of  a  granting  to  them  of  several  measures 
of  industrial  reform.  The  crisis  was  suddenly  averted 
by  the  action  of  Congress  under  the  whip  and  spur 
of   President   Wilson,   in   passing  drastic  legislation 


which  complied,  in  the  main,  with  the  demands  of  the 
trainmen.  Doubtless  he  justifies  his  action  by  the 
argument  that  such  a  dangerous  situation  justifies 
equally  dangerous  remedies. 

The  situation  evoked  nation-wide  rebuke  and  scath- 
ing criticism  from  the  daily  and  technical  press.  Ap- 
parently the  high-handed  action  of  President  Wilson 
has  not  found  favor  in  the  eyes  of  free-thinking,  broad- 
minded  citizens  of  the  United  States.  By  some  people, 
it  is  regarded  as  a  most  injurious  measure,  almost  cer- 
tain to  be  a  future  source  of  danger  and  insecurity.  As 
an  example,  one  contemporary  engineering  paper 
states,  in  commenting  on  the  matter,  that  "the  United 
States  as  a  nation  and  all  its  citizens  individually  are 
greatly  humiliated,  politically  and  financially  injured, 
and  their  future  safety  and  prosperity  dangerously 
menaced  by  the  intolerable  and  unjustifiable  action  of 
the  labor  unions  as  represented  by  the  trainmen's 
brotherhoods  and  by  the  selfish,  drastic,  and  cowardly 
response  of  President  Wilson  and  the  Congress  of 
the  United  States." 

*  *  * 

This  is  putting  it  pretty  strong,  but  an  analysis  of 
the  situation  would  appear  to  show  it  to  be  more  or 
less  justified.  In  the  legislation  that  was  passed  there 
are  certain  significances  of  extreme  import  and  certain 
considerations  that  demand  careful  thought  and  require 
action.  Happily  we  in  Canada  have  never  been  under 
quite  the  same  difficulties  and  our  labor  organizations 
have  real  reason' to  be  proud  that  in  the  greater  crisis 
that  has  cast  its  shadow  over  the  Empire,  they  have 
realized  that  the  national  spirit  of  patriotism,  justice 
and  freedom,  is  greater  by  far  than  the  petty  squab- 
blings  of  an  ill-contented  labor  class,  and  that  they 
have  set  their  minds  resolutely  to  co-operate  in  term- 
inating, to  our  advantage,  the  struggle  in  which  we  are 
engaged.  But  so  closely  are  Canada  and  the  United 
States  interrelated  that  had  the  threatened  strike  ma- 
terialized the  effect  on  this  country  would  have  been 
only  less  in  degree,  and  now  that  Congressional  legis- 
lation has  created  this  precedent  in  the  "settling  of  labor 
questions,  there  is  no  doubt  but  that  in  Canada  the 
dangers  in  the  path  of  those  who  would  keep  the  peace 
between  capital  and  labor  are  lying  thicker  than  before. 

*  *  * 

That  the  United  States  Congress  should  pass  such 
class-favoring  legislation  as  they  did  seems  perhaps 
inexplicable;  that  it  should  under  duress  favor  four- 
tenths  of  one  per  cent,  of  the  citizens  of  the  United 
States  at  the  expense  of  the  other  ninety-nine  odd  per 
cent,  seems  unaccountable.  The  reason  for  President 
Wilson's  course,  looking  at  it  from  our  side  of  the 
line,  we  cannot  understand,  but  it  does  appear  to  be 
clearly  established  that  there  has  been  created 
a  precedent  dangerous  to  the  equilibrium  of  la- 
bor conditions.  That  the  demands  of  a  relatively 
small  body  of  men  should  be  granted  unre- 
servedly without  hearing  the  other  side  of  the  story 
is  bound  to  invite  further  demands  of  a  like  nature. 
W  hat  is  fair  for  one  is  fair  for  another  and  with  the 
present  legislation  unrevoked,  labor  is  open  to  make 
more  unreasonable  requests  and  threaten  more  insane 
strikes,  feeling  that  their  power  is  so  all-terrible  that 
even  Congress  bows  before  its  terror.  Whatever  ad- 
vantage may  accrue  to  the  labor  forces  or  under  what- 
ever bonds  the  railways  may  be  placed,  the  gravest  in- 
justices in  such  a  condition  fall  upon  the  shoulders  of 
the  public.    The  public  is  the  big  sufferer,  because  it 
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i>  .m  interference  with  public  rights  and  it  is  they  who 
pay.    Railway  companies,  like  all  public  utility  cor- 

porations,  are  charged  with  developing  the  public  in- 
terest .uul  governmental  control  should  be  subservient 
lO  public  benefits.  Bui  any  playing  into  the  hands  of 
one  side  *>r  the  other  is  detrimental  to  the  best  interests 
of  the  nation,  since  it  delivers  it  into  the  control  of  a 
tew  and  in  reality  creates  a  monopoly.  We  believe, 
however,  that  the  public  have  realized  that  their  rights 
are  not  being  respected,  and  that  the  reaction  has  come 
is  evidenced  by  the  unmerciful  lashing  by  the  press. 
Indications  are  that  "abuse  of  power  inevitably  leads 
to  loss  of  power." 

*        *  * 

From  a  social  standpoint  the  granting  of  the  de- 
mands of  the  brotherhoods  is  a  flagrant  violation  of 
fundamental  principles  because  it  does  not  permit  co- 
operation between  the  two  factions.  Certainly  strikes 
should  be  made  amenable  to  law  and  order,  but  labor 
questions  must  be  decided  on  principles  of  equal 
justice  for  all  and  consideration  for  the  legitimate 
rights  of  all.  That  the  rate  of  wages  should  be  fixed 
in  arbitrary  Values  upsets  the  basic  principle  that 
should  gov  ern  such  problems — the  balance  of  supply 
and  demand.  Capital  and  labor  if  they  are  related  on 
the  highest  plane  of  sociology  will  adjust  themselves 
and  find  their  level  under  that  fundamental  law.  Laws 
should  be  enacted  simply  to  ensure  that  this  principle 
pertains,  that  it  is  not  abused  or  its  results  exceeded, 
but  legislation  that  attempts  to  set  aside  the  co-rela- 
tion of  supply  and  demand  by  arbitrarily  fixing  a  scale 
of  wages  without  giving  consideration  to  the  multitude 
of  details  that  are  governing  factors  is  action  of  the 
most  high-handed  order,  at  best  but  a  sorry  makeshift. 
That  Canada  may  not  feel  the  dangers  of  such  action 
is  to  be  hoped,  but  so  related  are  the  great  labor  bro- 
therhoods that  the  pulse  of  the  newly  acquired  power 
may  quicken  and  spread,  and  it  will  require  abundant 
foresight  to  stop  it  before  its  results  become  manifest. 

Throughout  the  British  Empire  the  feeling  apparent 
between  capital  and  labor  appears,  to  a  very  consider- 
able extent  at  least,  to  be  that  of  co-operation  in  the 
interests  of  a  great  national  cause — our  war.  But  we 
must  not  forget  for  a  moment  that  when  this  is  won, 
we  start  another — the  war  of  commerce.  Is  it  too 
much  to  hope  that  the  same  happy  conditions  of  mutual 
co-operation  between  man  and  master  may  prevail,  that 
then,  as  now,  the  pride  of  both  in  the  commercial  ad- 
vantages of  our  wonderful  Empire  may  lead  us  to  keep 
our  petty,  selfish  ambitions  still  subservient  to  the 
common  good? 


The  Making  of  Good  Roads 

FINISHING  concrete  roads  by  dragging  heavy 
belting  across  the  surface  has  recently  been 
tried  out  in  Wayne  County,  Mich.,  where  the 
method  of  using  the  belt  is  as  follows :  Three 
pieces  of  heavy  belting  about  ten  inches  wide  and  cut 
a  few  feet  longer  than  the  width  of  the  road  are  used. 
The  first  is  seesawed  across  the  road  as  soon  as  the 
template  has  been  used.  The  second  belt  is  used  in 
a  similar  manner,  but  not  until  water  has  just  disap- 
peared from  the  surface.  After  the  concrete  has  stiff- 
ened somewhat,  the  third  belt  is  run  over  the  surface 
and  leaves  a  fine  grained,  coarse,  gritty  texture.  On 
the  Fremont-Port  Clinton  Road  in  Ohio,  contractors 
are  using  a  strip  of  8-ounce  canvas  24  inches  wide  and 
IS  feet  long  in  much  the  same  manner.   These  finish- 


ing methods  are  apparently  outgrowths  of  one  prac- 
tised in  California,  where  a  strip  of  pliable  redwood, 
•\s  inch  thick,  of  suitable  width,  has  been  used  to  finish 
a  concrete  road  surface.  Although  the  value  of  these 
methods  has  not  been  demonstrated  beyond  dispute, 
indications  are  that  they  will  prove  to  be  more  eco- 
nomical and  satisfactory  than  hand  floating. 

As  indicating  the  active  campaign  being  carried  on 
to  popularize  the  use  of  concrete  in  roadmaking,  the 
Portland  Cement  Association,  during  the  occasion  of 
a  recent  State  Fair,  conducted  a  demonstration  in  con- 
crete road  building  involving  the  laying  of  about  600 
square  yards  of  concrete  highway  pavement.  This 
particular  demonstration  was  held  on  what  had  been 
designated  as  Good  Roads  Day  at  the  Fair.  Great 
interest  was  displayed  in  the  demonstration.  Quite 
a  number  of  road  supervisors  and  engineers  from  vari- 
ous counties  in  the  state  were  present  at  the  demonstra- 
tion and  so  appreciated  its  worth  that  they  insisted 
upon  having  the  men  under  them  present  to  see  how 
concrete  roads  were  built. 


Good  Demand  for  Metal  Lath 

The  demand  for  metal  lath  is  holding  steady.  One 
of  the  large  manufacturers  reports  that  his  output  is 
sold  a  considerable  time  ahead  and  there  is  every 
indication  that  the  present  year  will  be  by  far  the 
largest  year,  in  point  of  sales,  ever  known  in  the  metal 
lath  industry.  The  use  of  metal  lath  in  stucco  con- 
struction is  increasing.  A  good  portion  of  the  in- 
creased demand  is  coming  from  smaller  town  and  cities. 
There  is  also  an  increasing  demand  for  metal  lath  to 
be  used  in  the  interior  of  residences.  There  is  no 
prospect  at  the  present  time  of  any  change  in  prices 
and  the  present  indications  are  that  the  steel  sheets 
from  which  metal  lath  is  manufactured  will  not  decline 
in  price  so  long  as  the  European  war  keeps  up. 


A  Wider  Outlook  for  the  Engineer 

As  I  see  it,  says  a  writer  in  The  Engineering  News, 
one  of  the  greatest  faults  of  the  engineer  is  that  he 
relies  too  much  on  his  technical  training,  and  confines 
himself  entirely  to  too  small  a  field,  taking  little  in- 
terest in  the  affairs  of  the  day  outside  of  his  own 
chosen  profession  and  not  mixing  with  clubs  and  or- 
ganizations as  other  business  men  do. 

Surely  there  is  no  business  or  profession  which  is 
more  certainly  founded  upon  sound  business  principles 
than  is  engineering.  "Engineering  is  the  theory  of 
economy"  expressed  in  a  few  words.  No  engineering 
business  can  ever  be  truly  successful  until  it  takes 
on  a  sound  business  system.  We  have  often  heard 
that  an  engineer  is  "a  man  who  can  do  for  one  dollar 
what  any  fool  can  do  for  two."  How  can  this  be  true 
unless,  in  addition  to  technical  engineering  knowledge, 
a  man  employs  business  methods  in  his  calculations 
and  transactions? 

Most  engineers  are  inclined  to  lack  confidence  in 
themselves  when  it  comes  to  mingling  with  men  of 
affairs,  or  else  their  outward  demeanor  does  not  show 
that  this  is  not  the  case.  We  cannot  expect  to  always 
talk  "shop,"  and  in  our  intercourse  with  men  it  is  ex- 
ceedingly important  to  our  success  that  we  be  able 
to  converse  on  other  subjects.  It  is  the  big,  broad  man 
who  accomplishes  things  in  this  day  and  age,  and  we 
must  enlarge  our  field  and  become  conversant  with  the 
events  of  the  day. 
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The  Importance  of  Cost  Data  on  Municipal 
Work  Carried  Out  by  Day  Labor 

By  Alvah  E.  Foreman* 


THERE  are  certain  branches  of  municipal  work, 
such  as  street  maintenance,  street  cleaning 
and  garbage  collection,  upon  which  it  is  diffi- 
cult to  get  satisfactory  results  when  let  by 
contract;  so  that  a  Works  Department,  equipped  for 
carrying  out  work  by  day  labor,  is  a  necessary  adjunct 
of  a  city's  organization.  If  this  department  is  organ- 
ized so  that  it  can  produce  efficient  results,  there  is  a 
tendency  to  enlarge  its  sphere  of  operations  to  include 
the  laying  of  concrete  sidewalks,  water  mains,  sewers, 
etc. 

In  these  days  of  keen  competition,  the  successful 
contractors  are  those  who  keep  accurate  cost  data,  so 
that  they  will  not  only  be  in  a  position  to  prepare  their 
estimates  intelligently,  but  so  that,  as  the  work  pro- 
gresses, they  may  know  just  where  the  excessive  cost 
or  leakage  is  taking  place,  and  be  in  a  position  to  rectify 
it  without  delay.  It  is  obvious  that  this  is  still  more 
necessary  on  municipal  work  carried  out  by  day  labor, 
where  there  are  many  adverse  conditions  with  which 
even  the  private  contractor  does  not  have  to  contend. 
For  example,  the  city  council  sometimes  considers  it 
advisable  to  sacrifice  price  in  order  to  place  a  contract 
for  material  with  a  local  manufacturer ;  and  again, 
men,  to  a  greater  or  less  extent,  are  employed  for 
reasons  other  than  their  ability.  The  fact  that  they  are 
taxpayers,  or  married  men  with  families  may  take 
precedence  over  experience — a  resolution  along  these 
lines  being  in  force  in  the  city  of  Victoria  in  1915  and 
1916 — or  again,  they  may  be  old  men  or  others  who 
through  disability  must  be  provided  for  by  the  city,  and 
many  other  reasons  less  justifiable  may  also  be  cited. 
Notwithstanding  these  restrictions,  the  engineer  is  ex- 
pected to  carry  out  work  as  cheaply  as  the  private  con- 
tractor. 

By  keeping  detail  cost  data,  the  increase  in  costs 
due  to  Conditions  over  which  the  engineer  has  no  con- 
trol, are  available;  and  what  is  more,  important,  he  is 
in  a  position  to  check  all  costs  over  which  he  has 
no  control. 

An  accurate  cost  data  system  acts  as  a  recording 
gauge  and  gives  a  permanent  record  of  all  variations 
in  cost,  and  the  advantages  obtained  are  by  no  means 
limited  to  the  engineer. 

Cost-keeping  Benefits  the  Taxpayer 

The  taxpayers,  who  may  be  looked  upon  as  share- 
holders, are  entitled  to  know  if  their  money  is  being 
spent  to  the  best  advantage,  and  this  is  only  possible 
when  the  costs  are  kept  in  detail.  If  they  were  so  kept 
there  would  be  less  distorted  and  inaccurate  informa- 
tion circulated,  and  consequently  less  criticism. 

The  aldermen,  who  may  be  compared  to  the  direc- 
tors of  a  company,  are  responsible  to  the  people  for 
the  work  done  by  the  officials  they  appoint,  and  their 
task  is  much  simplified  and  their  confidence  in  the  de- 
partment increased — leading  to  more  cordial  relations 
—when  they  know  that  any  information  desired  may 
be  had  at  short  notice,  and  is  open  for  inspection  at 
any  and  all  times.  If  the  work  is  being  done  efficiently, 
they  should  know  it,  and  if  not,  they  should  know  the 
reason  why,  and  the  engineer  should  be  in  a  position 
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to  give  it  at  once.  This  necessitates  the  keeping  of 
detail  cost  data. 

The  foreman  who  is  industrious  and  produces  satis- 
factory results  knows  that  there  is  a  permanent  record 
in  the  office  which  will  assure  him  steady  work  with 
the  city,  and  which  will  be  of  service  should  he  apply 
for  a  position  elsewhere — a  record  that  will  stand  be- 
tween him  and  any  person  wishing  to  have  him  dis- 
missed from  personal  animus. 

The  greatest  benefactor,  however,  is  the  engineer 
himself.  It  keeps  him  in  touch  continuously  with 
every  detail  of  his  work,  and  he  can  at  once  pick  up 
any  increase  in  cost,  locate  the  cause,  and  have  it  re- 
medied. While  his  other  duties- may  prevent  him  from 
visiting  the  work  regularly,  still  he  is  better  posted 
than  if  he  did  so  and  was  without  the  information  ob- 
tained from  the  cost  data.  He  knows  which  foreman's 
work  is  exceeding  a  reasonable  cost,  and  what  is  more, 
the  foreman  knows  he  knows  it-  The  very  fact  that 
detail  costs  of  each  job,  with  explanatory  notes,  are 
on  file  in  the  office  for  future  reference  has  an  excel- 
lent moral  effect  upon  the  foremen.  It  not  only  helps 
the  competent  man,  but  is  a  convincing  argument 
against  the  incompetent  foreman  who  claims  that  he 
has  been  dismissed  through  spite  or  favoritism,  as  it 
is  difficult  to  argue  against  data  kept  over  an  extended 
period. 

One  foreman  may  be  a  first  class  man  on  dirt 
excavation  but  poor  on  rock  work,  or  in  bad  ground; 
another  may  be  equally  good  in  both.  This  is  appar- 
ent at  once  where  detail  information  is  kept,  and  the 
foreman  can  be  placed  where  best  adapted. 

Encouraging  Foremen  to  Co-operate 

The  engineer  should  encourage  his  foremen  to  take 
an  active  interest  in  their  work,  and  should  engender 
an  esprit  de  corps  and  friendly  rivalry  among  them. 

One  of  the  best  methods,  in  the  writer's  opinion, 
is  by  supplying  them  weekly  with  detail  cost  data. 
They  then  acquire  the  habit  of  figuring  out  the  cost 
of  their  work  to  enable  them  to  check  up  the  weekly 
reports,  and  the  information  obtained  is  an  incentive 
for  them  to  try  to  steadily  reduce  the  cost  by  improved 
methods.  It  is  surprising  the  excellent  suggestions 
that  are  made  by  the  foremen  from  time  to  time,  and 
one  gets  the  benefit  of  the  brains  of  all  the  foremen  in- 
stead of  those  of  possibly  a  few,  and  the  efficiency  of 
the  entire  department  is  increased  thereby. 

The  engineer,  besides  being  technically  trained, 
and  having  the  ability  to  handle  men,  should  have  a 
sound  business  education.  He  has  control  of  the  ex- 
penditure of  large  sums  of  the  taxpayers'  money,  and 
he  should  be  able  to  inaugurate  up-to-date  business 
methods  in  his  department,  and  see  that  they  are  car- 
ried- out.  Among  other  things  is  the  keeping  of  ac- 
curate detail  cost  of  work.  The  system  must  be  simple 
but  effective,  and  the  cost  of  introducing  and  carrying 
on  must  be  a  reasonable  percentage  of  the  value  re- 
ceived. When  once  started  every  sub-division,  whether 
in  detail  or  more  general,  must  be  kept  accurately; 
otherwise  it  is  worse  than  useless;  it  is  misleading, 
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because  the  very  fact  oi  going  into  details  implies 
accuracy. 

It  must  not  be  expected  .however,  that  the  keep- 
ing  of  detail  cost  data  is  of  itself  the  engineer's  pana- 
cea. Hie  data  must  show  that  satisfactory  work  is 
being  accomplished  at  prices  that  compare  favorably 
with  those  for  which  contractors  would  do  similar 
work,  and  just  as  a  detector  is  first  required  to  find 
a  leak  and  then  a  mechanic  to  carry  out  the  repairs, 
SO  the  function  of  detail  cost  data  is  fulfilled  when  it 
locates  the  leakage  or  losses,  and  an  experienced  man 
is  then  necessary  to  apply  the  information  obtained,  to 
get  the  desired  results. 

There  is  no  reason  w  hy  a  Works  Department  can- 
not carr\  .'lit  construction  as  cheaply  and  satisfactorily 
a-  a  private  contractor,  provided  the  engineer  has  the 
proper  organization  and  is  given  the  same  privileges 
of  purchasing  material  and  employing  labor  as  the 
latter. 

Day  Labor  in  Victoria 

The  amount  of  work  done  by  day  labor  in  the  city 
of  Victoria,  B.C..  has  steadily  increased  until  now 
practically  all  is  being  carried  out  by  this  method. 
The  work  includes  sewers,  water  works,  sidewalks,  as- 


and  gravel  estimated,  and  the  quantities  actually  used, 
which  should  tally  closely. 

It  is  impressed  upon  the  foremen  that  the  first  re- 
quisite, and  one  which  is  iifsisted  upon,  is  first  class 
workmanship;  and  the  only  costs  they  are  concerned 
with  primarily  are  labor  costs.  The}'  are  neither  to 
waste  nor  go  short  on  material.  The  foremen  make 
any  explanatory  notes  they  consider  necessary  and 
return  the  reports  which  are  then  filed  in  the  office. 

One  foreman's  weekly  reports  on  sewer  work 
showed  a  steady  increase  in  cost,  while  the  gang  ap- 
peared to  be  good  workers.  An  investigation  showed 
that  the  foreman  was  gradually  employing  old  friends, 
and  a  shake-up  resulted  in  a  reduction  of  from  25  to 
30  per  cent,  in  labor  costs.  After  one  or  two  lapses 
his  services  were  dispensed  with. 

Another  foreman's  report  showed  that  the  work 
was  costing  too  much.  He  was  conscientious  and  a 
hard  worker,  and  his  gang  appeared  to  be  working 
steadily ;  but  after  being  given  every  assistance  it  was 
seen  that  he  had  not  the  ability  to  lay  out  his  work 
and  handle  his  men  to  get  the  desired  results,  and  he 
had  to  be  replaced. 

In  another  case,  of  laying  concrete  base,  the  work 


TABLK  I— CONCRETE  SIDEWALK  CONSTRUCTION  FOR  1915 

Aciual  Cost. 

By-law                                                                                                       Estimated  Plant-  Misc. 

No.      Street.         From           To           Started.         Completed.    Foreman.     cost.       Total.      Material.     Labor.  rent  bills. 

483    Douglas    Fisguard    Herald       5    2    15          24    2    15      Mitchell                    1942.25      1292.55      $605.75  $43.95   

434    Hank        Oak  Bay     Cowan       7    4    15          15    4    15.      Mitchell                     896.35        630.31        324.45  41.60   


Cost  Per  Sq.  Ft. 


Labor 


Material.  Grade. 
$0,075  $0,107 
0.069  0.012 


Laying 
$0,049 
0.028 


Plant 
rent. 

$0,011 
0.008 


t'oncretf  Sidewalk  (  on**tructlon  for  191."  (Continued). 


Total. 
$0,243 
0.117 


Sidewalk 
Constructed. 


Rock  Excavation.       Dirt  Excavation.      Fill  Over  cut). 


Area.  L'gth,  Width,  Total  Cu.  Per      Total  Cu.     Per    Total    Cu.  Per 

sq  ft.     ft.       ft.  cost.  yds.  cu.  yd.    cost.  yds.  cu.  yd.  cost.    yd.  cu,  yd. 

3.874       242       16  $249.25  58  $4.30     $96.65     275  $0.35   

7,660    1,532         5             3.00  2  1.50        6.75  7       0.97  $51.75     120  $0.43 


Miscl, 
Total 

cost. 
$68.75 

31.50 


Concrete  Sidewalk  Construction  for  101S  (Continued). 

Labor  Cost  Per  100  Square  Feet. 


Cement  .  Sand  Gravel  Concrete  Cement                          Mixer  Concrete, 

Forms          men.  men.  men.  graders.  finishers.  Foreman,  engineer,  wheelers.  Tampers  Miscl.  Hauling. 

$0.26            $0.21  $0.12  $0.41            $0.26            $0.31  $0.26            $0.16  $0.34  $0.16  $0.36  $0.33 

0.69              0.09  0.11  0.23              0.23              0.13  0.31              0.21  0.48  0.09  0.21  0.06 


Foreman. 
$4.00 
4.00 


Concrete  Sidewalk  Construction  for  1015  (Continued.). 

Rates  of  Wages.  Cost  of  Materials. 


Per  Eight-Hour  Day. 


Mixer 
engineer. 
$2.75 
2.75 


Cement 
finisher. 
$2.25 

2.25 


Laborer. 
$2.00 
2.00 


Cement 
per  bnl. 
$2.00 
2.00 


Sand 
per  cu.  yd. 
$1.35 
1.35 


Gravel 
per  cu.  yd. 
$1.50 
1.50 


High    cost  ac- 
count of  rock. 


All  sidewalk  construction  this  .year  done  as  relief  work.  Inexperienced  as  well  as  experienced  labor  being  employed  at 
reduced  wages,  and  special  prices  for  material.    Base  314  in.  thick,  of  1:3:6  concrete.    Top  y2  in.  thick,  of  1:2  concrete  mortar. 


phalt  pavements,  boulevard  construction  and  mainten- 
ance, parks,  garbage  collection,  street  cleaning,  etc. 
The  total  expenditure  on  day  labor  work  in  1915,  not- 
withstanding the  financial  stringency,  exceeded  half  a 
million  dollars,  and  the  payrolls  alone  for  work  carried 
out  by  day  labor  in  1912,  1913,  and  1914  averaged  over 
$700,000  per  annum. 

The  writer  during  the  last  four  years  has  been  in- 
troducing and  improving  upon  a  cost  data  system  in 
connection  with  the  above  mentioned  work.  Starting 
with  sewer  construction  the  scope  has  been  enlarged 
until  now  it  covers  practically-  all  work  done  by  day 
labor.  Some  of  the  more  important  reports  are  illus- 
trated herewith.  Tables  1,  2  and  3  show,  respectively, 
the  cost  of  work  for  1915  on  concrete  sidewalks,  as- 
phalt surface  and  garbage  collection.  The  reports  are 
compiled  and  made  out  by  a  cost  data  clerk  with  the 
assistance  of  a  timekeeper  in  his  spare  time.  The  en- 
gineer who  lays  out  the  work  takes  the  measurements 
for  quantities.  The  foremen  are  given  reports  weekly 
-how  ing  the  average  labor  cost  for  the  work,  the  aver- 
age cost  for  the  preceding  week,  and  the  average  cost 
to  date.  On  concrete  work  for  road  base,  however, 
the  weekly  reports  show  the  quantities  of  cement,  sand 


performed  by  a  good  gang  was  found  to  be  more  costly 
on  some  streets  than  upon  others,  and  for  no  apparent 
reason-  It  was  found  upon  investigation  that  the 
material  settings  on  streets  of  considerable  grade  were 
not  placed  to  the  best  advantage,  necessitating  wheel- 
ing up  hill  with  increased  cost  of  handling  aggregate 
to  and  from  the  mixer. 

The  above  causes  would  have  been  difficult  to 
locate  without  detail  cost  data. 

Costs  at  the  Corporation  Shops  and  Yards 

The  cost  of  all  work  at  the  corporation  blacksmith 
and  machine  shops  is  kept;  and  all  the  detail  costs  of 
keeping  horses  at  the  city  stables ;  and  charges  for 
work  and  teams  made  against  the  departments  in  the 
same  way  as  is  done  by  outside  firms,  the  charges  be- 
ing sufficient  to  cover  depreciation  and  maintenance 
as  well  as  labor  and  material. 

A  plant  account  is  kept  and  all  jobs  charged  a 
rental  for  tools  and  equipment  used  ;  small  tools  on  a 
basis  of  five  per  cent,  per  month,  and  larger  plant 
at  a  rental  sufficient  to  cover  maintenance  and  depre- 
ciation. Foremen  sign  for  and  must  return  all  equip- 
ment to  the  city  yards,  no  matter  in  wdiat  condition. 
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By  law 

No.  Street 

361  Market 

350  Sylvia 


From 
Douglas 
Boyd 


Started 
1-6-15 
7-6-15 


TABLE  II— REPORT  ON  ASPHALT  PAVLVG.  1915. 


Computed 
4-6-15 
7-6-15 


Foreman 
Bevan 
Bevan 


Estimated  Actual 
Cost  cost 
$1,514.85 
545.30 


Total 
actual  cost 
per  sq.  vd. 
$0. 61 3 
651 


Asphalt  Paving  Laid. 


-Binder- 


Area 

sq.  yds. 
2.470 
837 


-Surface- 


No.  of 
boxes 
416 
140 


I^abor  Cost  at  Plant. 


Report  on   Awphnlt   Paving  Tor   1915'  ( Continued  >. 

 Details  of  Cost  


Total 
$128.95 
44.25 


Per  sq.  yd. 
$0,052 
.052 


Total 
$128.95 
44.25 


Material  Cost  at  Plant. 


Total 
$652.85 
225.70 


-Total- 


, — Fuel  &  Supplied — %  t 

Total          Per  sq.  yd  Total  Per.  sq.  yd 

$31  45    $684.30  $0,277 

15.55  241.25  .287 


Report  on   Aftphnlt  Pnvlng  for  10*.5  (Continued). 


of  Cost  (Continued). 


, — Hauling  Mixture,-^, 
plant  to  street. 
Total  Per  sq.  vd. 

$62.90  $0,025 
44.00  .058 


Laying  Asphalt  on  Street. 


Overhead  Charges. 


-Surface  

Total       Per  sq.  vd, 

$134.30   

43.35 


— Fuel  &  Supplies  , 

Total        Per  sq.  yd. 

$10.40   

5.05   


Total 
$144.70 
48.40 


Per  sq.  yd. 
$0,054 
.057 


-60%  credited  to  pav'g- 
plant  maintenance. 
Total        Per  sq.  yd. 

$296.40   

100.45   


^  , — 4G'/<  credited  to— ^ 
paving  material. 
Total        Per  sq.  yd. 

$197.60   

66.95   


lOO'/o  debited  to—, 

by  law. 
Total     Per  sq.  yd. 
$494  0(1  $020 
167.411  .20 


,  Rates  of  Wages. 


Per  Fight-hour  Day.    Street  Gang. 


Whiilt  Paving  for  1915  (Continued). 


Cost  of  Materials. 


Asphaltlc 
cement, 
per  ton. 
$10.92 


Sand, 
per  cu.  vd. 
$0.85 


Gravel, 
per  cu.  yd. 
$1.25 


Mineral  Fuel  oil. 

dust,  per 

per  ton.  imp  gallon, 
$10.43  $0(135 


Remarks. 

Asphaltic  cement  f.  o.  b.  alln&s,  Victoria,  fluty  paid. 


All  worn  out  tools  are  there  scrapped  and  sold  fur  junk. 
All  the  larger  pieces  of  plant,  such  as  concrete  mixers, 
compressors,  rollers,  rock  crushers  and  motor  trucks, 
are  numbered  and  a  separate  account,  showing  charges 
in  detail,  is  kept  for  each.  When  the  maintenance 
cost  of  any  equipment  becomes  excessive,  the  cause 
either  lies  with  the  mechanic  in  charge  or  it  is  time 
to  dispose  of  the  machine  and  purchase  a  new  one. 
Table  No.  4  is  the  1915  report  on  road  rollers. 

Besides  the  detail  reports,  curves  are  plotted  for 
garbage  collection,  pumping  costs,  engineering  ex- 
penses, etc.,  with  costs,  or,  quantities  and  costs,  as 
ordinates,  and  the  months  of  the  year  as  abscissae; 


and  no  sand  w  as  used.  The  oil  was  delivered  in  drums, 
hoisted  onto  a  platform  and  emptied  into  horse-drawn 
tank  wagons. 

Cost  of  Oiling  Streets 

In  1914  the  cost  per  square  yard  was  1.23  cents, 
including  cost  of  oil  and  sand  and  all  labor,  teaming 
and  plant  rental  charges  for  removing  dust,  applying 
oil  and  spreading  sand-  The  cost  for  oiling  only  was 
0.81  cents  per  square  yard.  Part  of  the  reduction  was 
due  to  the  lower  cost  of  oil,  but  about  half  was  due  to 
improved  methods  of  handling.  The  body  of  the  mo- 
tor truck  was  replaced  by  a  600  gallon  tank,  which  the 
city  had  on  hand,  and  the  oil,  which  was  delivered  in 


TABLE  III-REPORT  ON  REMOVAL  OF  GARBAGE,  1915. 
Force  Ejmployed  Dally. 


No.  No.  of 

of     carts  No. 

Sub.  with  of 
Month   No.  of     sta.   driv-  can 

Formen.  men.   ers.  men. 

January       1  2        17  15. 

February    1  2       19  14 


No.  of 
motor 
trucks 
with 
drivers 
2 
1 


Expenditure. 


Men's 
wages. 
$2,596.20 
2,076.50 


City 
stables 

bill 
$553.41 
611.18 


Plant 
rent. 
$420.9(1 
316.90 


Light. 
$8.25 
4.30 


Water 
$37.75 
73.85 


Miscl. 
Supplies. 
$56.42 
30.71 


Towage 
{549.00 
549.00 


B/S.  Total. 
$2:!. 90  J4.245.S3 
7.70  3.670.11 


Report  on  Removal  of  Garbage  for  1913  (Continued). 

Details  of  Collection,  Etc. 


Garbage 
collected, 
cu,  yds. 
2,782 
2.782 


Cost 
per  cu.  yd. 
dumped 
at  sea. 
$1.52 

1.31 


Cost  per 
capita 

per 
annum. 


By  Carts 
to  Woodlands  Road 
Sub-Station. 


Total. 
$647.95 
547.70 


per  cu.  yd. 
$1.00 
0.95 


cu.  yds. 
649 

 573  _ 


By  Motor  Truck 

from 
Woodlands  Road 
to  Central  Wharf 

Total  per  cu.  yd. 
$137.35  $0.21 
128.00         0  23 


By  Carts 
to 

Walnut  St. 
Sub-Station. 


Report  on  Removal  of  Garbage  for  1015  (Continued). 

Details   of  Collection,  Etc.  (Continued). 


Total,  per  cu.  vd.  cu  yds. 
$925.45        $1.21  762 
786.00         1.10  713 


By  Motor  Truck 

from 
Walnut  St.  to 
Central  Wharf. 

Total,  per  cu.  yd. 
$137.35  $0.18 
128.00  0.18 


By  Carts  from  Houses 
to  Central  Wharf. 


By  Motor  Truck  from 
Houses  to  Central  Wharf. 


Towage  from  Central 
Wharf  to  Sea. 


Garbage  Collected  from  Business 
District  from  which  Revenue- 
is  Derived. 


Total 
$746.72 
987.88 


Cu.  yds. 
542 
993 


Per  cu.  yd. 
$1.37 
1.00 


Total. 
$667.40 
177.55 


cu.  yds. 
482 
149 


Per  cu.  yd. 
$1.39 
1.19 


Total,  cu.  yds. 
$549.00  2,782 
549.00  2.782 


$0,198 
0.198 


No.  of  Rate  Rev- 

Cu.  yds.  cans,  per  can.  enue. 

$308.30      347      1,858  $0.08  $148.64 

248,80      363      1.S14  0.08  145.12 


Report  on  Removal  of  Garbage  for  1015  (Continued). 


Rates  of  Wages. 


Carters     Can  men  Motor 
Foremen  Sub-Station     per      per  eight-  Truck 

per         men  per  eight-hour     hour  drivers 
month.       month.         day.         day.      per  month, 
$110.00  $75.00  $3.00  $3.00  $90  00 

»8i00  71.25  2.60  2.60  80.00 


Motor 
Truck 
drivers 
per  day. 
$4.00 
3.50 


Remarks. 

Capacity  of  garbage  cans  Is  3V4  cu.  ft.  or  8  cans  to  the  cu.  yd. 
Capacity  of  garbage  carts  in  2'i  cu.  yds.,  or  IS  cans. 


from  which  the  data  from  year  to  year  can  be  com- 
pared and  any  undue  variation  noted. 

A  comparison  of  the  costs  of  oiling  streets  for  the 
years  1913,  1914  and  1915,  will  illustrate  what  can  be 
accomplished  by  improved  methods  of  handling;  this 
being  directly  attributable  to  the  interest  taken  in  the 
work  on  account  of  the  detail  cost  data  kept.  In  1913 
the  mst  per  square  yard  was  1.12  cents,  but  this  in- 
cluded labor,  material  and  teaming  charges  for  oiling 
only.     Dust  removal  was  charged  to  street  cleaning 


tank  scows,  was  dumped  directly  into  the  tank.  Uy 
this  means  we  were  able  to  oil  from  four  to  live  time's 
the  yardage  covered  in  the  same  time  by  a  team  in 
1913.  The  sand  was  delivered  to  the  streets,  re- 
handled  with  carts  and  spread  by  hand,  but  we  found 
it  difficult  to  keep  pace  with  the  oiling  machine. 

In  I'M  5  the  cost  per  square  yard  was  1.09  cents 
for  carrying  out  the  work  as  enumerated  for  1()14.  The 
cost  of  oil  was  slightly  lower  and  wages  were  reduced, 
but  there  was  also  an  improvement  in  handling  the 
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I'AUI.K  IV    ROAD  ROLLERS,  1913  TO  1915  RECORD 

Rentals  fcarned  Maintenance 

pjjj                         ,.    .                   Valuation                 I909  to  1909  to 

1     ..  DESCRIPTION                                          '  1912          1913         1914         1915       Total  1912  1913      1914      1915  Total 

1913        1914        1915        1916       BsM-  Ksti- 

«,r,.'.n',''"r  ,T">'"'M    m-ismki    sjmumki    51100.00    5  900.00   $1200.00  *  395.00    5  905.00    $1367.50    J3927.50  W50.00  fl86.3T.    J497.64  $143.95  $1277.92 

[  3362.00     3025.00     2750.00      1300.00     1000.00      900.00      172.50      1005.00       637.50     2715.00  250.00  67.25     119.86    103.89  541.00 

rOTAI                               -    KM    5*013.00    55250.00    52400.00    51900.00   52100.00   1  567.50    S1970.00    52005.00   J6042.50  $700.00  1253.61    $617.50    $247.81  $1818.92 

•  latilr  l\'  »lsn  show  -  tin-  following:  $0.6W,  plus  maintenance  $1,818.92,  less  earnings  $6,642.50,  leaves  actual  cost  or  value  of  rollers,  51,858.42,  This  com- 
nam  a  Ith  the  1918  ( aluation  given  In  another  column  of  Table  IV,  namely  $1,900. 


-and.  A  hopper  which  feeds  onto  a  rotating  disk,  as 
shown  in  Fig.  I,  was  made  at  the  corporation  machine 
shop,  ami  attached  to  the  rear  of  a  motor  truck.  The 
truck  went  direct  to  the  bunkers  for  sand  and  thus 
saved  double  handling  of  the  material.  However,  as 
the  oil  sprinkler  covered  a  greater  area  than  the  sander, 
it  was  necessary  to  use  carts  to  sand  the  balance  of 
the  yardage  oiled  in  a  day.  It  was  found  that  the 
sanding  machine  spread  the  material  more  quickly 
and  more  uniformly  than  it  could  be  done  by  hand 
and  used  less  sand  per  scpiare  yard. 

L'p  to  the  present  we  have  been  using  hand  brooms 
for  dust  removal,  as  objections  were  made  to  the  use 
i  if  street  sw  eeping  machines  on  account  of  annoyance 
from  dust.  We  now  propose  using  the  rotary  brooms 
at  night  to  try  if  possible  to  reduce  the  cost. 

Next  year  we  shall  lay  out  the  entire  work  before- 
hand so  that  where  possible  a  day's  work  will  be  di- 
vided between  macadam  streets,  which  have  been 
oiled  this  year,  and  which  will,  therefore,  recpiire  less 
oil  and  more  sand;  and  the  newly  resurfaced  and  dirt 
streets,  which  will  take  more  oil  and  less  or  no  sand; 
so  that  the  sander  can  cover  as  much  as  possible  of 


Fig.  1  — Sand  sprinkler  in  action,  Victoria,  B.  C. 


the  yardage  oiled  and  thus  eliminate  carts.  We  hope 
by  this  means  to  reduce  the  cost  of  oiling  to  one  cent 
per  square  yard,  and  the  saving  will  be  directly  due 
to  the  information  obtained  from  the  detail  cost  data. 

The  city  has  nearly  completed,  by  day  labor,  the 
North  West  trunk  sewer  at  an  estimated  cost  of  $365,- 
000,  about  a  mile  and  a  half  of  which  is  in  rock  tun- 
nel. The  cost  of  this  work  was  steadily  reduced  until 
during  the  last  three  months  the  labor  cost  per  lineal 
foot  of  tunnel  was  about  35  per  cent-  less  than  it  was 
during  the  first  three  months,  the  foremen  themselves 


being  surprised  at  the  reduction  they  were  able  to 
make,  and  at  the  low  cost  of  work  towards  the  close. 

Day  Labor  Less  than  Contract 

It  was  first  thought  advisable  to  have  the  36-inch 
steel  pipe  outfall  laid  by  contract,  and  tenders  were 
called  for  accordingly.  The  work,  however,  was  done 
by  city  forces  and  completed  for  less  than  half  the 
price  submitted  by  tender,  and  the  results  were  so  sat- 
isfactory that  the  syphon  under  Selkirk  Arm  was  also 
laid  by  day  labor,  and  the  work  carried  out  success- 
fully at  a  low  figure.  It  has  taken  two  and  a  half 
years  to  construct  this  sewer,  and  it  will  be  completed 
for  over  $75,000  less  than  the  estimate  as  prepared 
by  the  engineers  of  the  three  municipalities  interested. 

Concrete  sidewalks  are  being  constructed  for  from 
30  to  40  per  cent,  less  than  they  were  costing  in  1911 
and  1912.  Sheet  asphalt  is  being  laid  for  considerably 
less  than  .the  price  paid  the  contractor  in  1914.  There 
has  been  a  steady  reduction  in  the  cost  of  collection 
and  disposal  of  garbage.  These  are  examples  of  what 
can  be  accomplished  by  keeping  detail  costs,  and  others 
could  be  given. 

To  inspire  confidence  in  others  an  engineer  must 
have  confidence  in  himself ;  and  to  have  confidence  in 
himself  he  must  not  only  have  a  general  knowledge 
of  his  work,  but  he  must  be  conversant  with  the  de- 
tails. The  more  he  masters  these,  the  more  efficient  he 
becomes.  This  is  accomplished  largely  by  keeping 
detail  cost  data  and  by  having  a  filing  system  such 
that  he  can  find  what  he  wants,  when  he  wants  it. 
'['lie  latter  is  most  important,  but  is  outside  the  scope 
of  this  paper. 

Finally  to  recapitulate,  the  direct  results  of  keeping 
detail  cost  data  on  municipal  work  are : 

To  supply  the  engineer  with  incontrovertible  evi- 
dence against  mis-statements. 

To  inspire  the  aldermen  and  taxpayers  with  con- 
fidence in  the  department,  with  the  attending  benefits. 

To  make  the  foremen  better  and  more  efficient 
workmen. 

To  insure  a  large  saving  of  the  taxpayers'  money. 

And  to  increase  the  engineer's  knowledge  and  in- 
cidentally his  earning  capacity.  And  as  such  it  has 
an  appreciable  moral  effect  as  well  as  a  monetary  and 
an  educational  value. 


Mr.  Kenneth  G.  Rea,  architect,  of  Montreal,  has 
been  instructed  to  proceed  with  the  plans  and  specifi- 
cations of  the  Westmount  new  City  Hall,  the  cost  of 
the  building  not  to  exceed  $200,000.  The  design  of 
Mr.  Rea  won  a  competition  for  the  building,  but  its 
execution  has  been  delayed  owing  to  financial  mat- 
ters. 


The  total  fire  loss  in  the  United  States  and  Canada 
for  the  first  four  months  of  this  year  amounted  to 
^97,555,420. 


October  4,  1916 


THE    CONTRACT  RECORD 


959 


Sheffield  Sewage  Disposal  Works 


Tl  I  E  disposal  of  the  sewage  of  Sheffield,  a  city 
approximately  the  size  of  Toronto,  takes  place 
in  settling  tanks  and  contact  beds.  A  scheme 
has  been  prepared  for  treatment  in  percolat- 
ing filters  and  for  aeration  and  filtration  of  the 
effluents.  A  great  deal  of  experimental  work  has  also 
been  carried  on  with  reference  to  the  purification  of 
sewage  by  aeration,  activated  sludge,  etc.  A  descrip- 
tion of  the  existing  system  and  results  of  experimental 
work  are  incorporated  in  a  paper  read  by  John  Ha- 
worth,  manager  of  the  Sheffield  sewage  disposal  de- 
partment, before  the  conference  of  the  Association  of 
Managers  of  Sewage  Disposal  Works  (England), 
which  is  reproduced  below: — 

The  area  of  the  city  of  Sheffield  is  24,886  acres,  and 
the  estimated  population  is  477,228.  The  present  sew- 
age disposal  works  serve  this  population,  together  with 
that  of  the  outside  districts  of  Blackburn  (780  per- 
sons), part  of  Wortley  rural  district  (9,000  persons), 
and  Dore  (1,732  persons),  the  sewage  from  which  is 
treated  under  agreements  with  the  city  council.  The 
normal  dry-weather  flow  is  approximately  15,000,000 
gallons  per  day,  of  which  3,500,000  gallons  consist  of 
trade  waste  waters,  but  this  volume  has  been  con- 
siderably exceeded  since  the  war  commenced,  owing 
to  munition  work. 

The  whole  of  the  city  is  drained  by  gravitation  to 
the  main  disposal  works,  situated  at  Wincobank,  with 
the  exception  of  a  small  proportion  which  is  dealt  with 
at  the  Tinsley  works,  which  adjoin  the  main  works. 

In  the  year  1884  works  were  designed  by  Mr.  G. 
Alsing,  and  constructed  on  part  of  the  present  site  at 
a  cost  of  £44,730  (including  land)  for  the  purpose  of 
treating  the  sewage  by  lime  precipitation.  These 
works  were  opened  in  1886,  and  were  designed  for  a 
flow  of  10,000,000  gallons  per  day.  For  some  years 
the  sewage  was  treated  during  eighteen  hours  only 
out  of  the  twenty-four  each  day,  and  the  sewage  was 
allowed  to  pass  to  the  river  in  an  untreated  condition 
during  the  remaining  six  hours  at  night.  Later  the 
treatment  was  made  continuous- 
Rapid  Growth  Necessitates  Extensions 
At  the  time  of  their  opening  the  works  were  con- 
sidered to  be  of  an  excellent  type,  and  they  no  doubt 
produced  a  great  improvement  on  previous  conditions. 
The  rapid  growth  of  the  city,  the  population  of  which 
increased  from  304,720  in  1886  to  352,760  in  1896,  and 
the  introduction  of  the  bacteriological  systems  of  treat- 
ment, and  the  demand  for  treatment  of  . storm  water, 
necessitated  further  extensions  and  improvements. 

In  the  year  1900  the  corporation  obtained  powers 
to  purchase  further  areas  of  land,  and  246  acres  in 
all  have  been  acquired  for  sewage  disposal  purposes. 
A  scheme  for  the  extension  and  remodelling  of  the 
works  was  therefore  prepared  and  carried  out  by  the 
city  engineer  (Mr.  Charles  F.  Wilke,  M.  Inst.  C.  E.). 
The  scheme  w  as  placed  before  the  local  government 
hoard  in  1904,  construction  commenced  in  1905,  and 
the  first  section  was  put  into  operation  in  1909.  The 
scheme  was  completed  in  1914,  at  a  cost  of  ,£29S,143, 
including  lands  actually  occupied  by  the  works. 

The  old  works,  except  the  shell  of  tin-  main  build- 
ing, have  practically  disappeared.  'Idle  works  now 
consist  of  four  sets  of  catchpits,  equal  in  capacity  to 
l/4Sth  of  the  dry-weather  flow.    Two  sets  are  remod 


elled  from  the  old  pits,  and  are  fitted  with  screens  for 
hand  raking,  and  fixed  dredgers  for  cleansing  purposes. 
The  two  new  catchpits,  of  modern  type,  are  provided 
with  mechanical  screens  and  an  electrically-driven 
travelling  dredger  for  removal  of  the  deposited  solids 
directly  into  railway  wagons. 

Settling  Tanks 

The  settling  tanks  are  seventeen  in  number,  with  a 
capacity  approximately  equal  to  the  dry-weather  flow 
of  sewage.  They  are  operated  on  the  continuous  flow 
principle,  and  have  proved  efficient  in  removing  the 
solid  matters. 

The  deposited  sludge  is  passed  by  gravitation  to 
two  sludge  wells  in  the  main  buildings,  from  which  it 
is  pumped  by  three  centrifugal  pumps  to  underdrained 
drying  lagoons,  where  it  is  air-dried  to  a  moisture 
content  of  80  to  85  per  cent.  The  sludge  is  then  re- 
moved by  rail  to  a  tip  six  miles  lower  down  the  valley, 
about  1,200  to  1,500  tons  per  week  being  thus  dis- 
posed of. 

Contact  Beds 

After  leaving  the  settling  tanks  the  settled  sewage 
is  treated  on  46  acres  of  primary  contact  beds  and  then 
discharged  to  the  river-  Twenty-nine  and  one-half 
acres  of  the  contact  beds  are  divided  into  half-acre 
units. 

The  medium  employed  is  screened  clinker  and  slag, 
laid  to  an  average  depth  of  4  ft.  3  ins.  in  graded  layers. 
The  under-drainage,  laid  on  concrete  floors,  consists 
of  tiles,  chiefly  of  semi-circular  section,  placed  in  rows 
10  feet  apart. 

The  remaining  \6y2  acres  of  beds  are  similar  in 
construction  to  those  described,  but  are  divided  into 
approximately  one-acre  units,  each  provided  with 
special  outlets,  so  that  they  may  be  used  either  as 
ordinary  contact  beds  or  as  storm  filters  by  stream- 
ing the  sewage  through  continuously. 

The  capacity  of  the  works  is  64,500,000  gallons  per 
day,  but  the  main  conduit,  etc.,  are  constructed  for  a 
flow  of  110,000,000  gallons  per  day,  extension  thus  be- 
ing provided  for. 

The  volume  of  sewage  treated  is  accurately  mea- 
sured by  an  installation  of  four  48-in.  Yenturi  meters. 

The  main  buildings  contain  boilers,  engines,  dyna- 
mos, catchpits,  sludge  wells  and  pumps,  valve-rooms 
and  workshops. 

The  laboratory  and  office  form  separate  blocks  of 
buildings. 

A  scheme  for  secondary  treatment,  to  consist  of 
percolating  filters,  with  power-driven  distributors, 
humus  tanks,  and  accessories,  for  the  rapid  aeration 
and  filtration  of  the  primary  effluents,  has  been  pre- 
pared. The  scheme  has  been  submitted  to  the  Local 
Government  Board,  but  was  postponed  during  the  war. 

A  scheme  for  pressing  the  sludge  is  also  under 
consideration. 

Experimental  Work  on  Aeration,  Activated 
Sludge,  Etc. 

A  short  description  of  some  experimental  work  car- 
ried on  at  Sheffield  is  now  presented.  Although  these 
experiments  are  by  no  means  complete,  and  have  been 
retarded  on  account  of  shortage  of  staff  and  pressure 
of  work  due  to  the  war,  the  description  may  be  of  in- 
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terest  and  furnish  some  matter  for  useful  discussion. 

At  tlu-  period  when  the  main  extension  scheme  was 
approaching  completion  it  was  considered  probable 
that  some  form  of  secondary  treatment  of  the  primary 
effluents  might  he  needed. 

While  the  primary  effluents  ate  usually  incapable 
i  putrefaction,  at  times  colloidal  solids  separate  out 
.mi  standing,  and  they  are  particularly  liable  to  this 
effect  on  account  of  the  large  volume  of  trade  wastes, 
containing  iron  and  other  metallic  salts,  hydroxides 
and  mineral  acids  discharged  into  the  sewers,  and  pre- 
sent in  the  sewage  at  the  outfall  works.  Kxperiments 
were  therefore  commenced  about  four  years  ago  in 
older  to  determine  the  most  suitable  and  economical 
methods  by  which  the  primary  effluents  from  the  con- 
tact beds  might  be  rendered  at  all  times  satisfactory. 
\n  experimental  plant  was  constructed,  consisting  of 
tanks,  pumps,  motor,  etc.,  for  the  purpose  of  conduct- 
ing the  necessary  experiments. 

Aeration 

It  was  Eound  that,  on  standing  in  contact  with  air, 
opalescent  and  cloudy  effluents  became  quite  clear 
after  about  twenty-four  hours.  Experiments  were 
therefore  made  in  order  to  bring  about,  if  possible,  the 
rapid  deposition  of  colloidal  and  other  solid  matters 
with  subsequent  clarification. 

These  experiments  consisted  of:  (1)  aeration  by 
jets  of  air;  (2)  aeration  by  forcing  air  through  porous 
substances,  such  as  land  tiles  and  silica  bricks;  (3) 
aeration  by  causing  the  liquids  to  fall  in  sprays;  (4) 
aeration  by  rapid  treatment  on  percolating -filters  of 
varying  depths;  (5)  sand  filtration;  (6)  precipitation 
by  chemicals. 

All  these  methods  produced  the  effects  desired 
to  a  greater  or  less  extent,  but  by  means  of  the  per- 
colating filter  effluents  of  high  purity,  clear  and  free 
from  colloidal  matters,  were  obtained. 

Primary  effluents  have  been  regularly  treated  in 
this  manner  at  the  rapid  rate  of  800  to  900  gallons  per 
day  per  cubic  yard  of  material  with  satisfactory  re- 
sults over  a  period  of/ at  least  four  years. 

The  following  chemical  results  may  be  taken  as 
tvpical : — 

Parts  per  100,000 

Sprinkler 
Liquid  treated  Effluent 

Oxygen  absorbed,  four  hours'  test   2.51  0.68 

Nitric  nitrogen   0.72 

Dissolved    oxygen    test.      Oxygen  ab- 
sorbed in  five  days  at  18.3  degs.  Cent-   0.63 

Suspended  solids  Traces  only 

The  effluent,  when  diluted  with  tap-water  in  the 
proportion  of  4  effluent  plus  5  tap-water,  and  the  mix- 
ture aerated  at  14.5  degs.  Cent,  (equal  to  two  parts  dis- 
solved oxygen  per  100,000),  and  then  incubated  for 
five  days  at  18.3  degs.  Cent.,  invariably  absorbed  less 
than  2 'parts  of  oxygen  per  100,000  and  were  therefore 
well  within  the  Royal  Commission  standard. 

Application  of  Activated  Sewage  Methods 

The  scheme  for  secondary  treatment  referred  to 
in  the  general  description  of  the  disposal  works  was 
based  upon  the  results  of  these  experiments.  It  may, 
however,  be  pointed  out  that  while  the  early  experi- 
ments which  were  made  by  forcing  air  through  porous 
substances,  such  as  land  tiles  and  silica  bricks,  did  not 
yield  such  hopeful  results,  there  was  an  incentive  to 
continue  the  experiments,  inasmuch  as  attention  had 
been  drawn  to  the  use  of  activated  sludge  in  combina- 


tion with  aeration.  Consequently  it  was  thought  that 
useful  information  might  be  obtained  by  applying  acti- 
vated sludge  to  the  treatment  of  primary  effluents. 

In  two  of  the  experimental  tanks,  fitted  with  dif- 
f users,  sludge  was  activated  by  the  usual  method.  In 
one  tank  primary  effluents  and  mixtures  of  these  efflu- 
ents with  settled  sewage  were  dealt  with,  and  in  the 
other  settled  sewage  was  treated. 

The  results  have  proved  both  interesting  and  in- 
structive- In  the  case  of  the  tank  treating  primary 
effluents  with  settled  sewage,  deposition  of  colloidal 
matters  is  obtained,  but,  bearing  in  mind  the  large 
volumes  of  this  liquid  which  can  be  dealt  with  on  the 
percolating  filter  and  the  greater  simplicity  of  the 
process,  no  advantage  would  be  gained  by  adopting 
the  fi  trmer. 

Parts  per  100,000 
Liquid  treated  Effluent 


Oxygen  absorbed,  four  hours'  test   3.47  1.03 

Nitric  nitrogen   ....  0.25 

Dissolved   oxygen   test.      Oxygen  ab- 
sorbed in  five  clays  at  18.3  clegs.  Cent.  ....  1.31 
Suspended  solids   ....  Traces  only 


The  effluent,  when  diluted  with  tap-water  in  the 
proportion  of  4  effluent  plus  5  tap-water,  and  the  mix- 
ture aerated  at  14.5  degrees  Cent.,  and  then  incubated 
for  five  days  at  18.3  degs.  Cent.,  invariably  absorbed 
less  than  2  parts  of  oxygen  per  100,000,  and  was  thus 
well  within  the  Royal  Commission  standard. 

Treatment  of  Settled  Sewage 

In  the  case  of  the  tank  treating  settled  sewage, 
good  results  are  also  obtained. 

The  effluents  are  usually,  with  normal  sewages,  ex- 
cellent in  character,  as  the  analytical  results  indicate, 
and  the  sludge  separates  rapidly  and  distinctly.  The 
alluring  prospect  of  a  possibility  of  purification  with- 
out filters  has  led  to  further  investigations. 

Parts  per  100.000 
Liquid  treated  Effluent 


Oxygen  absorbed,  four  hours'  test   ...       4.67  1.69 

Nitric  nitrogen   ....  0.40 

Dissolved   oxygen   test.      Oxygen  ab- 
sorbed in  five  days  at  18.3  degs.  Cent.       ....  0.21 

Suspended  solids  :   ....  Too  small  to 

estimate  in 
250  c.c.  of 
the  liquid. 


The  effluents,  when  diluted  with  tap-water  in  the 
proportion  of  4  effluent  to  5  tap-water,  and  the  mixture 
aerated  at  14.5  clegs.  Cent.,  and  then  incubated  for  five 
days  at  18.3  degs.  Cent.,  with  a  few  exceptions  ab- 
sorbed less  than  2  parts  of  oxygen  per  100,000  and 
were  within  the  Royal  Commission  standard. 

Results 

Briefly,  the  following  are  the  results  arrived  at : — 

(1)  Well-clarified  effluents  are  usually  obtained 
which  are  within  the  commonly  accepted  limits  of  im- 
purity allowable. 

(2)  It  is  found  that  discharges  of  acid  trade  wastes, 
such  as  occur  in  the  Sheffield  sewage,  destroy  the  effici- 
ency of  the  sludge  for  a  time.  On  one  occasion  a  par- 
ticularly strong  discharge  resulted  in  the  activity  be- 
ing destroyed,  and  aeration  for  several  weeks  was  re- 
quired before  clarified  effluents  could  again  be  obtained. 
This  inhibitory  action  is  more  or  less  pronounced,  and 
consequently  great  care  is  necessary  to  render  such 
abnormal  discharges  neutral  in  character,  and  to  equal- 
ize their  flow  so  as  to  render  such  sewage  amenable  to 
purification  by  this  process.    A  still  more  important 
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point  must  be  considered — namely,  the  effects  of  dis- 
charges of  trade  effluents  containing  and  consisting 
essentially  of  chemical  solids  of  heterogeneous  .compo- 
sition upon  the  activated  sludge. 

(3)  The  porous  tiles  became  choked  after  a  few 
months'  use,  owing  to  dust  and  grease  in  the  com- 
pressed air,  and  also  by  bacterial  masses  growing 
through  the  pores  of  the  tiles.  This  latter  fact  has 
also  been  proved  in  connection  with  the  Pasteur-Cham- 
berland  porous  porcelain  tube  filter. 

(4)  Uneven  aeration  occurs  by  reason  of  unequal 
porosity  of  the  tiles. 

(5)  Tiles  have  cracked,  with  the  result  that  the 
air  escapes  at  one  place,  and  the  tank  has  had  to  be 
stopped  for  repairs.  This  unsatisfactory  feature  in  the 
use  of  porous  tiles  requires  serious  consideration. 

These  unsatisfactory  features  lead  one  to  the  con- 
clusion that,  while  sewage  may  be  purified  by  means 
of  activated  sludge,  the  mode  of  application  leaves 
room  for  much  investigation  and  improvement  before 
its  practical  utility  is  proved.  Experiments  have  there- 
fore been  made  in  connection  with  devices  for  the  aera- 
tion of  liquids  without  the  use  of  porous  media,  and 
in  this  direction  some  of  the  latest  experiments  will 
now  be  described. 

During  a  discussion  on  this  question  with  Air.  F. 
Scudder,  F.I.C.,  F.C.S.,  of  Manchester,  he  described 
to  me  a  series  of  experiments  on  the  aeration  of  crude 
sewage  w  hich  were  made  by  him  in  1881,  in  collabora- 
tion with  the  late  Dr.  Angus  Smith,  and  called  my  at- 
tention to  an  apparatus  designed  for  the  oxidation  of 
oils,  etc.,  devised  in  the  year  1880  by  Dr  Storer,  and 
which  was  used  in  Angus  Smith's  experiments.  As 
a  result  of  this,  and  with  the  aid  of  valuable  sugges- 
tions by  Mr.  Scudder,  apparatus  has  been  constructed 
which  promises  satisfactory  results,  of  which  several 
small  types  may  be  seen  in  operation. 

Apparatus  for  the  Aeration  of  Liquids 

The  apparatus  consists  essentially  of  a  narrow  cyl- 
indrical tube  placed  vertically  and  fitted  with  a  central 
spindle,  bearing  either  an  archimedean  screw  or  a 
series  of  suitably  shaped  propeller  blades.  A  number 
of  the  blades  are  within  and  others  projecting  below 
the  lower  end  of  the  tube.  The  top  of  the  cylindrical 
tube  is  placed  at  a  suitable  depth  beneath  the  surface 
of  the  liquid  to  be  aerated.  On  rotating  the  spindle  at 
a  rapid  rate  the  liquid  is  merely  circulated  down  the 
cylindrical  tube,  but  on  the  insertion  of  a  small  air  pipe 
within  the  edge  of  the  cylindrical  tube  a  large  volume 
of  air  is  sucked  in  and  distributed  into  the  liquid  at 
the  lower  end  of  the  cylinder.  The  mixed  water  and 
air  rise  up  on  the  outer  side  of  the  tube  ready  to  flow 
in  again,  and  thus  the  aeration  is  continuous. 

The  apparatus  is  at  present  experimental  in  char- 
acter, but  as  a  mechanical  means  for  circulating  the 
sludge  and  at  the  same  time  giving  abundant  aeration, 
has  so  far  proved  to  be  simple  and  effective  without 
many  of  the  disadvantages  to  which  aeration  by  forc- 
ing of  compressed  air  through  porous  slabs,  etc.,  is 
liable. 

It  should  be  observed  that  two  functions  are  per- 
formed by  the  air  in  the  activated  sludge  process  as 
now  operated — viz.,  primarily,  the  supply  of  oxygen 
for  maintaining  the  bacteriological  and  chemical  action 
and  efficiency  of  the  sludge;  and,  secondly,  the  agita- 
tion of  the  sludge  with  the  liquid. 

As  only  a  small  proportion  of  the  air  is  used  for 
oxidation,  and  the  larger  proportion  for  circulation, 
it  becomes  questionable  whether  it  is  economical  to  use 
compressed  air  for  purposes  of  agitation,  or  if  mech- 


anical agitation,  which  would  carry  in  probably  the 
minimum  amount  of  air  necessary,  would  work  as  effi- 
ciently as  the  more  expensive  compressed  air  plant. 

Mechanical  Agitation 

With  this  aim  two  further  experiments  were  de- 
vised : — 

(1)  A  series  of  perforated  ordinary  steam  pipes  was 
laid  at  the  bottom  of  a  small  tank  and  connected  to 
the  compressed  air  supply.  Over  the  pipes,  approxi- 
mately 2  ft.  of  clean  clinker  or  slag,  broken  into  ap- 
proximately ->4-inch  cubes,  was  laid.  The  tank  was 
then  filled  with  settled  sewage,  and  air  bubbled  through 
for  about  five  hours. 

The  resulting  effluent  was  found  to  be  clarified, 
non-putrescible,  and  in  all  respects  a  satisfactory  one. 
A  partially  septic  and  black  tank  liquor  treated  by  this 
method  becomes  bright  and  clear  after  one  hour's  aera- 
tion, and  after  four  to  five  hours  is  amply  purified. 

One  of  the  tanks  has  been  in  daily  operation  for 
about  nine  months,  and  continues  to  give  good  results. 

Parts  per  100,000 
Liquid  treated  Effluent 


Oxygen  absorbed,   four  hours'  test    ...        4.97  0.92 

Nitric  nitrogen   ....  1.15 

Dissolved   oxygen   test.      Oxygen  ab- 
sorbed in  five  days  at  18.3  degs.  Cent.        ....  1.89 

Suspended  solids   ....  Too  small  to 

estimate  in 
250  c.C.  of 
liquid. 


The  effluents  when  diluted  with  tap-water  in  the 
proportion  of  4  effluent  to  5  tap-water,  aerated  at  14.5 
degs.  Cent.,  and  then  incubated  for  five  days  at  18.3 
degs.  Cent.,  with  a  few  exceptions  absorbed  less  than 
two  parts  of  oxygen  per  100,000,  thus  being  within 
the  Royal  Commission  standard. 

(2)  The  second  experiment  consisted  of  a  small 
iron  tank  having  a  semi-circular  section  at  the  bottom. 
A  shaft  was  fixed  lengthwise  through  the  tank,  and 
to  it  were  attached  two  hollow  paddles  of  special  shape, 
so  arranged  that  in  the  lowest  position  the  paddle 
tu  arly  touches  the  bottom  of  the  tank  and  in  the  upper 
position  it  is  approximately  at  the  top  of  the  tank.  The 
tank  was  charged  with  humus  washed  from  material 
taken  from  a  contact  bed  together  with  sewage,  the 
proportionate  volume  of  humus  being  25  per  cent,  of 
the  sewage.  When  the  paddle  is  rotated  the  blades 
leave  the  liquid  at  the  surface  and  trap  a  small  volume 
of  air,  which  is  carried  into  the  liquid  and  discharged 
therein.  Thus  the  mixture  of  humus  and  sewage  is 
kept  continuously  in  motion,  and  a  definite  quantity 
of  air  is  discharged  into  it  by  each  revolution  of  the 
paddle.  The  paddle  i^  revolved  fifteen  times  per  min- 
ute. 

After  several  weeks'  operation  the  humus  was  found 
to  become  fully  activated,  and  during  the  last  six 
months  crude  sewage  has  been  treated  daily  with  satis- 
factory results,  as  the  analytical  table  indicates. 

Parts  per  100.000 
Liquid  treated  Effluent 


Oxygen  absorbed,  four  hours'  test  ....       4.81  1.17 

Nitric  nitrogen   ....  •  0.GG 

Dissolved   oxygen    test.      Oxygen  ab- 
sorbed in  five  days  at  18.3  degs.  Cent.        ....  0.57 

Suspended  solids  Too  small  to 

estimate  in 
250  c.c.  of 
liquid. 


The  effluents,  when  diluted  witli  tap  water  in  the 
proportion  of  4  effluent   to   5  tap  water,  aerated  at 
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14  5  degs  *.  out.,  and  then  incubated  for  five  days  at 
IS .3  degs.  (.'cut.,  invariably  absorbed  loss  than  2  parts 
of  oxygen  per  HX),000.  thus  being  within  the  Royal 
i  'ommission  standard. 

rhe  result-  of  these  two  experiments  show  that  the 
aeration  by  minute  bubbles  of  air,  such  as  through 
porous  tiles,  is  unnecessary,  and  that  mechanical  cir- 
culation, combined  with  minimum  aeration,  is  efficient. 
Both  these  experiments  are  still  in  operation. 
General  Conclusions 

The  general  conclusions  drawn  from  the  experi- 
ments which  have  heen  described  may  he  summarized 
thus : — 

(1)  That  a  normal  sewage  may  be  purified  by  the 
activated  sludge  process. 

{2)  That  trade  wastes  may  interfere  seriously  with 
the  process. 

(3)  That  further  investigation  is  needed  with  re- 
spect to  modes  of  application  of  the  sludge  to  the  sew- 
age,  periodical  removal  of  the  surplus  sludge  and  the 
effect  of  such  removal  on  the  continuing  results  of 
purification  methods  of  aeration,  costs  of  plant  and  up- 
keep, hefore  older  plants  and  methods  can  be  aban- 
d>  >ned. 

(4)  That  skilled  control  of  the  process  will  be  es- 
sential. 

i  5  |  That,  while  the  resulting  sludge  is  undoubtedly 
richer  in  nitrogenous  organic  matter  than  ordinary 
sewage  sludge,  it  remains  to  be  proved  by  actual  agri- 
cultural trials  that  such  nitrogen  is  in  a  form  suitable 
for  the  ready  assimilation  by.  plant  life,  and  that  as  a 
fertiliser  its  superiority  over  humus  can  be  established, 
as  up  to  the  present  humus  sludge  derived  from 
sprinkler  filters,  which  is  also  richer  in  nitrogenous 
organic  matter  than  ordinary  sewage  sludge,  has  not 
been  appreciated  by  the  agriculturist  as  a  fertiliser, 
in  spite  of  its  availability  in  large  quantities  at  many 
sewage  works  in  this  country  during  recent  years. 


Protection  of  Concrete  Against  Sea  Water 

Conclusions  reached  after  an  exhaustive  search  of 
the  available  technical  literature  on  the  subject  of  the 
destructive  action  of  sea  water  on  concrete,  and  a 
scientific  analysis  of  a  particular  case  by  experimental 
study  to  determine  the  effect  of  various  elements  in 
the  problem,  are  given  in  a  report  by  Mr.  W-  Watters 
Pagon. 

A  summary  of  these  conclusions  is  given  in  the 
follow  ing  paragraphs : — 

(1)  The  addition  of  puzzolana  in  some  form  is  wide- 
ly practised  in  Europe,  and  appears  to  be  theoretically 
correct.  It  has  not  been  tried  in  America,  to  the 
author's  knowdedge,  but  is  worth  an  exhaustive  test. 
The  amount  should  not  be  over  one  part  for  each  part 
of  cement,  nor  less  than  one-half  part. 

(2)  Waterproofing  with  substances  that  combine 
chemically  with  the  free  lime  ought  to  be  successful, 
and  is  well  worth  testing. 

(3)  Between  extreme  high  and  low  tides  the  con- 
crete surfaces  should  be  faced  continuously,  without 
joints,  with  about  3  inches  of  1  :iy2  or  1  :2  mortar,  made 
with  sand  as  specified  below,  well  cured  before  coming 
in  contact  with  the  sea  water.  The  facing  must  be 
placed  simultaneously  with  the  backing. 

(4j  The  cement  should  be  low  in  lime  and  alumina 
and  contain  as  little  gypsum  as  possible. 

I  :  i  Sand  must  be  silicious,  uniformly  graded  from 
fine  to  coarse,  with  not  less  than  50  per  cent,  nor  more 
than  70  per  cent,  passing  through  a  No.  20  sieve,  and 
not  more  than  3  per  cent,  passing  a  No.  100  sieve,  and 


must  have  no  organic  matter  coating  the  grains.  It 
must  be  free  from  roots  and  easily  disintegrated  grains, 
such  as  feldspar,  shells,  limestone,  mica,  etc.  It  should 
be  washed  free  from  clay,  and  should  show  a  tensile 
strength  of  1  :3  specimens  not  less  than  85,  90,  95  and 
100  per  cent,  of  the  strength  of  standard  Ottawa  sand 
of  the  same  consistency,  using  the  brand  of  cement  that 
is  to  be  used  on  the  work,  at  ages  of  one,  three,  seven 
and  twenty-eight  days  respectively. 

(6)  Where  concrete  must  be  exposed  to  sea  water 
without  mortar  facing,  gravel  should  not  be  used. 
Broken  stone  should  be  hard,  durable,  trap,  granite 
or  other  dense,  hard,  insoluble  stone-  It  should  not 
exceed  three-quarters  of  an  inch  in  size,  and  should  be 
free  from  crusher  dust,  sand,  dirt,  organic  matter  or 
other  foreign  substances.  The  mixture  should  be 
1  AjA  :3  or  1  :2  :4,  or  should  be  proportioned  for  maxi- 
mum density. 

(7)  Pure  fresh  water  should  be  used  in  sufficient 
quantity  to  permit  the  materials  to  be  well  puddled  and 
spaded,  so  that  no  later  surface  treatment  or  patching 
will  he  required,  but  not  sufficiently  to  materially  re- 
tard the  setting  of  the  cement.  Care  must  be  exercised, 
however,  to  prevent  the  formation  of  laitance  or 
pockets  of  neat  cement  or  very  rich  mortar. 

(8)  Forms  should  be  tight  to  prevent  leakage  of 
cement  or,  where  concrete  must  be  submerged  immedi- 
ately, to  prevent  contact  with  the  sea  water. 

(9)  Facing  should  be  reinforced  with  steel,  well 
covered  with  mortar,  and  securely  anchored  to  the 
backing. 

(10)  No  surface  treatment  should  be  given. 

(11)  The  work  should  be  allowed  to  harden  two 
weeks,  if  possible,  before  coming  in  contact  with  sea 
water.    Two  months  is  better. 

(12)  Sea  water  work  should  never  be  done  in  cold 
weather,  with  temperature  below  40  degs.  Fahr. 

(13)  Where  possible,  precast,  mortar-faced  blocks 
cured  in  damp  sand  for  at  least  one  monih  should  be 
used.  The  facing-  should  extend  back  at  the  joints  to 
prevent  saturation  of  the  backing.  The  joints  should 
be  pointed  with  1  :1  mortar  of  coarse  sand. 

(14)  The  most  durable  surface  will  be  obtained  if 
granite  or  other  dense  stone  be  used  as  facing.  This 
should  not  be  less  than  six  inches  thick,  anchored  back 
with  wrought-iron  clamps,  and  pointed  with  1 :1  mor- 
tar of  coarse  sand  and  cement  as  noted  above. 

(15)  On  mortar  or  concrete  surfaces  the  growth 
of  barnacles,  moss,  etc.,  will  frequently  afford  protec- 
tion. 


Speed  Checks  at  Grade  Crossings 

On  a  California  road  experiments  are  being  con- 
ducted with  the  use  of  grade  checks  or  bumps  con- 
structed in  the  pavement  to  necessitate  the  reduction 
of  speed  of  vehicles  at  railroad  crossings.  These  are 
being  placed  for  a  short  distance  on  each  side  of  the 
tracks,  so  arranged  as  to  demand  careful  driving  and 
to  eliminate  a  possibility  of  speeding.  These  bumpers 
in  one  particular  case  are  rounded  ridges,  nine  to  twelve 
inches  high  above  the  surface  of  the  roadway  and  are 
approximately  four  to  six  feet  wide  at  the  base  and 
two  feet  at  the  crown.  Where  there  is  a  double  road- 
way only  the  right  hand  roadway  is  thus  marked.  It 
is  stated  that  crossing  accidents  have  been  materially 
absent  since  the  installation  of  the  bumpers. 

Other  suggestions  for  checking  speed  at  grade 
crossings  are  dips  in  the  roads  and  the  use  of  sand 
beds  for  a  suitable  distance. 
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Factory   Building  Vibration 


Building  vibration  has  an  evil  effect  on  occupants, 
machines  and  output  and  to  a  certain  extent  upon  the 
structures  themselves.  With  the  idea  of  determining 
the  actual  conditions,  a  Boston  firm  has  been  seeking 
information  from  professional  men  and  manufacturers, 
and  although  a  comprehensive  report  has  not  yet  been 
issued,  certain  information  has  been  issued  in  a  pre- 
liminary report  which  indicates  some  of  the  features 
of  this  problem.  The  replies  to  the  questions  sent 
<mt  arc  w  idely  divergent  in  experience  and  opinion,  but 
the  conclusions  are  interesting  as  indicated  by  the  fol- 
lowing abstracts  of  the  report: — 

The  effect  of  coincidence  between  the  natural  fre- 
quency of  vibration  of  a  floor  and  that  of  a  source 
of  disturbance  is  well  illustrated  by  the  following  ex- 
perience in  connection  with  the  testing  of  a  small  en- 
gine upon  a  floor  of  timber  construction  :  At  a  speed  of 
about  .550  r.p.m.,  the  intensity  of  the  floor  vibration  was 
so  great  that  it  was  impossible  to  work  in  the  draught- 
ing room  located  on  the  same  floor  more  than  100  feet 
away;  but  this  effect  entirely  disappeared  when  the 
speed  was  either  increased  or  decreased  by  about  50 
r.p.m.  When  the  disturbing  force  is  represented  by  a 
number  of  machines  at  practically  the  same  speed,  the 
effect  may  be-like  that  of  dancers  upon  a  floor  or  sold- 
iers marching  over  a  bridge,  and  prove  most  destruc- 
tive to  the  entire  structure  if  the  step  time  coincides 
with  its  natural  pitch. 

Obviously,  most  vibrations  are  the  result  of  several 
components,  and  records  must  be  made  of  not  only 
the  vertical  but  also  the  horizontal  components,  both 
longitudinally  and  crosswise  of  the  building.  Vibra- 
tion recorders  are  modelled  on  the  principle  of  the  seis- 
mograph ;  the  three-component  type  developed  by 
Maurice  Deutsch,  of  New  York,  and  Prof.  Elmer  E. 
Hall,  of  the  University  of  California,  is  much  lighter 
than  the  ordinary  seismograph,  thus  rendering  it  cap- 
able of  recording  vibrations  of  higher  frequency.  The 
records  are  made  on  a  rotating  drum  covered  with 
smoked  paper  by  a  recorder  which  separates  a  given 
vibration  into  three  components,  two  horizontal  com- 
ponents at  right  angles  to  each  other  and  the  vertical 
component.  These  three  components  are  recorded  sim- 
ultaneously. 

Type  of  Construction  Influences  Vibration 

Obviously,  the  type  of  construction  and  the  extent 
to  which  it  permits  or  prevents  vibration  must  be  con- 
sidered. The  context  of  many  of  the  quotations  which 
have  been  selected  referred  to  buildings,  usually  old, 
entirely  unsuited  to  the  requirements-  Hence  the  re- 
sulting vibrations.  Other  correspondence  shows  with 
equal  clearness  that  the  absence  of  vibrations  is  due 
t"  the  rigidity  of  the  structure,  to  foresight  in  the  plac- 
ing of  certain  machines  on  solid  foundations,  to  the 
proper  cushioning  of  others  and  such  arrangements  of 
duplicate  machines  operating  at  the  same  speed  as  to 
avoid  cumulative  effects. 

The  general  experience  is  that  severe  vibration 
lends  to  tire  the  workmen  and  make  them  nervous, 
with  the  resull  that  lhc\  become  irritable  and  ineffici- 
ent. The  plant  manager  of  a  large  concern  says  that 
he  lias  had  tour  different  clerks  leave  because  they 
could  not  stand  the  vibration  of  the  building.  During 
the  past  nine  years,  about  eight  or  ten  men  left  be- 


cause they  found  they  could  not  do  a  day's  work  on 
the  chipping  hammer  floor  because  of  vibrations. 

An  instructive  contrast  in  conditions  and  results  is 
shown  in  a  letter  from  a  consulting  engineer.  A  mill 
in  which  weaving  apparatus  was  originally  located  was 
of  the  old-fashioned  type,  but  rather  light,  and  the 
looms  could  not  run  more  than  120  picks  per  minute 
without  serious  difficulty  with  breaking  threads.  In 
the  new  plant  the  design  speed  was  about  145,  but 
through  error  it  was  made  160.  When  the  plant  was 
started,  in  spite  of  the  superintendent's  vigorous  com- 
plaints, no  trouble  was  experienced,  and  the  mill  is  at 
present  running  at  this  speed  with  less  loss,  so  far 
as  breakage  is  concerned,  than  was  experienced  in  the 
old  mill  at  far  slower  speed,  and,  of  course,  with  greatly 
increased  output.  It  is  claimed  that  this  was  owing 
solely  to  lack  of  vibration. 

Solid  foundations  apparently  insure  greater  output. 
A  case  is  cited  of  one  machine  which  was  first  placed 
directly  on  the  floor  and  vibrated  very  badly.  To  over- 
come this  vibration,  the  floor  was  cut  away  around 
the  machine  and  a  foundation  put  under  it.  The  in- 
creased output  is  claimed  to  be  almost  forty  per  cent., 
due  to  the  fact  that  the  operator  can  take  measure- 
ments with  the  machine  running  when  there  is  no 
vibration,  but  was  unable  to  do  so  where  the  vibra- 
tion was  so  great.  Apparently,  the  quality  of  the  work 
is  also  considerably  improved.  An  engineer  says  that 
perhaps  one  of  the  reasons  why  some  of  the  English 
and  other  foreign  fabrics  are  better  than  American 
fabrics  is  that  greater  attention  has  been  given  to  the 
construction  of  their  mill  floors,  w  hich  are  surprisingly 
free  from  disturbing  vibrations. 

Effect  of  Vibration  in  Machine  Shops 

The  general  effect  of  vibrations  in  machine  shops 
is  clearly  expressed  by  the  following  quotation:  "With 
the  heavier  tools  where  there  is  an  excessive  amount 
of  vibration,  the  depth  of  the  cut  is  limited,  and  we 
cannot  use  the  full  power  of  the  tool.  It  produces  a 
sort  of  chattering  which  marks  the  work  and  limits  the 
amount  of  stock  which  can  be  removed  in  one  cut." 
An  industrial  engineer  states  that  there  is  one  point 
where  the  vibration  of  buildings  is  not  considered  suffi- 
ciently, and  that  is  in  transmission  of  power  by  shaft- 
ing- The  losses  caused  by  vibration  in  such  trans- 
missions are  considerable. 

The  trouble  caused  by  reciprocating  machinery  may 
be  eliminated  by  proper  cushioning  or  bracing.  Where 
machinery  creates  more  or  less  vibration  due  to  shock, 
an  effort  should  be  made  to  use  either  a  massive  con- 
struction to  absorb  the  shock  or  else  put  in  direct  sup- 
ports which  will  transmit  the  vibration  to  a  point  be 
low  the  foundation.  Statements  regarding  the  com- 
parative merits  of  different  types  of  construction  cover 
a  wide  range  of  experience  and  opinion.  In  the  case 
of  a  knitting  mill  in  which  considerable  trouble  with 
combination  steam  and  joist  construction  buildings 
was  experienced,  it  was  found  that  buildings  of  modern 
reinforced  concrete  having  heavy  machines  on  the  first 
and  second 'floors  showed  no  sagging,  nor  is  any  vibra- 
tion noticeable. 

The  replies  include  a  great  number  of  statements 
from  consulting  and  designing  engineers,  ranging  from 
the  opinion  that  there  are  no  material  advantages  in  a 
reinforced-concretc  building  to  the  following:  "The 
owners  had  some  mill  construction  buildings  in  use 
before  we  built  the  reinforced-coiicrete  buildings.  Some 
sections  of  the  former  vibrated  like  drums,  but  we  be- 
lieve the  concrete  construction  has  proven  quite  free 
from  vibration." 
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Destruction  of  Macadam  Roadways 

The  nature  of  the  wear  in  stone  roads  and  the  manner  in  which 
loads   contribute   to   their    deterioration  —  The   effect   of  water 


MUCH  discussiou  is  centred  round  the  adapt- 
ability cf  macadam  roadways  under  modern 
conditions,  tn  past  years  this  type  of  road 
wa>  considered  a  standard  method  of  highway 
design,  and  even  yet  there  is  a  greater  mileage  of  mac- 
adam laid  than  of  any  other  surfaced  type,  although 
there  are  indications  that  in  some  forms  it  is  unsuited 
to  the  nature  and  conditions  of  traffic  that  prevail  to- 
day. Much  has  been  written  about  the  way  in  which 
a  macadam  road  is  made,  may  be  made,  or  should  be 
made.  It  is  interesting  to  develop  the  way  in  which 
such  a  road  is  destroyed.  The  causes  contributing  to 
the  destruction  of  a  road  of  this  nature  and  the  way 
in  which  they  act,  are  discussed  in  a  paper  read  before 
the  Institution  of  Municipal  and  County  Engineers 
i  England)  by  Mr.  T.  \Y.  Arnall.  This  paper  is  repro- 
duced in  the  following  paragraphs: — 

Many  studies  are  available  of  the  way  in  which  a 
macadam  road  is  made,  may  be  made,  or  should  be 
made  :  the  way  in  which  such  a  road  is  destroyed  may 
be  a  useful  addition. 

It  will  be  assumed  that  the  road  is  made  up  of 
fragments  of  broken  stone,  of  various  sizes,  compacted 
together  into  a  more  or  less  solid  mass  having  as  small 
a  proportion  of  voids  as  possible,  and  perhaps  bound  or 
slightly  cemented  together  by  dust  or  mud.  It  will 
be  convenient  to  give  but  small  consideration  to  posi- 
tive cementing  materials  such  as  Glutrin,  Rocmac,  and 
i  »thers  more  or  less  soluble  in  water ;  and  to  others  not 
soluble  in  water,  such  as  tar,  Plascom,  bitumen,  and  the 
like.  It  will  be  further  convenient  to  assume  that  the 
foundation  is  quite  hard  and  unyielding;  if  it  be  not 
SO,  the  agencies  which  are  destroying  the  macadam 
must  be  supposed  to  extend  into  the  foundation,  which 
thus  becomes  part  of  the  structure  to  be  destroyed. 

It  must  first  be  emphasized  that  it  is  impossible  to 
make  a  solid  mass  with  rounded  stones  of  any  size. 
If  round  marbles  of  any  size,  but  all  of  one  size,  are 
thrown  loosely  into  a  box,  there  may  be  40  per  cent, 
or  more  of  empty  space,  and  no  amount  of  shaking  or 
arrangement  can  possibly  reduce  the  voids  to  less  than 
2><  per  cent,  of  the  total.  This  proportion  is  quite  inde- 
pendent of  the  size  of  the  marbles;  if  they  are  1-inch 
diameter  they  cannot  fill  more  than  74  per  cent,  of  the 
total  space,  and  they  cannot  fill  more  than  74  per  cent, 
of  that  space  if  they  are  too  small  to  be  separately 
visible.  This  supposes  that  they  are  all  of  one  size, 
but  obviously  if  the  box  be  first  filled  with  big  marbles, 
other  smaller  ones  can  be  placed  in  the  cavities,  and 
there  is  room  for  still  smaller  ones  in  the  cavities  then 
left.  The  voids  can  thus  be  reduced  without  limit  by 
introducing  smaller  and  still  smaller  balls  into  the 
cavities.  It  is,  however,  essential  that  the  sizes  be 
properly  graded ;  it  is  of  no  use  trying  to  fill  the  inter- 
stices with  balls  of  only  one  size,  however  small  they 
may  be ;  the  spaces  must  first  be  filled  with  balls  of  as 
big  a  size  as  possible,  and  the  smaller  ones  kept  back 
until  no  larger  ones  will  go  in.    (See  Figs.  1  and  2). 

For  round  balls  substitute  rounded  stones  of  any 
size  or  shape,  and  the  argument  is  substantially  true; 
with  oval  or  potato  shaped  pieces  the  voids  may  be 


reduced  below  what  would  be  given  by  round  balls, 
but  the  voids  cannot  be  altogether  abolished,  however 
small  the  rounded  pieces  may  be,  and  however  care- 
fully they  may  be  graded  and  packed. 

This  argument  breaks  down  when  applied  to  fiat- 
sided  stones,  free  from  rounded  edges  and  corners,  and 
it  would  follow  that  the  road  should  be  made  up  of 
such  flat-sized,  sharp-edged  pieces  ;  but  even  then  they 
must  still  be  graded  into  suitable  sizes.  A  sett  pave- 
ment in  which  the  equal-sized  pieces  are  separately 
placed  by  hand  is  not  under  consideration  ;  a  macadam 
road  is  made  up'  of  random  sizes  and  random  shapes; 
mixed  in  some  way  and  compacted  together  as  solidly 
as  possible  by  rolling.  Many  of  the  edges  and  corners 
are  rubbed  off  in  the  process,  and  many  of  the  stones 
are  broken;  it  is  truly  a  rough  and  unmechanical  pro- 
cess, but  it  has  to  serve  since  no  better  one  is  known. 

Effect  Produced  by  a  Load 

The  effect  produced  by  a  load  placed  upon  a  stone 
forming  part  of  the  surface  of  such  a  mass  may  be 
readily  traced.  If  the  stone  is  resting  upon  one  other 
only,  it  must  sink  or  roll  over  until  it  bears  also  upon 
two  or  three  others  ;  each  of  these  in  turn  must  rest  up- 
on at  least  three  others,  so  that  in  the  result  the  pres- 
sure of  the  load  is  passed  downwards  to  the  foundation 
in  the  shape  of  a  cone,  with  a  rather  broad  base  at  the 
bottom.  The  cone  cannot  be  closely  defined,  principal- 
ly because  there  is  not  enough  known  about  the  shape 
and  arrangement  of  the  stones  composing  it.  Their 
size  has  not  much  to  do  with  it.  If  they  are  all  smooth 
and  round  like  marbles  or  bicycle  balls  they  are  easily 
pushed  aside,  and  the  base  of  the  cone  must  be  a  very 
broad  one.  If  they  are  flat  and  parallel,  say  like  pieces 
of  slate  laid  flat,  there  will  be  no  side-long  pressure, 
and  the  base  may  be  no  larger  than  the  last  piece  rest- 
ing on  the  foundation.  If  the  pieces  are  still  flat  and 
parallel,  but  not  laid  flat,  the  cone  will  appear  in  some 
form  or  another,  and  result  in  a  broadened  base.  In 
general  it  will  perhaps  not  be  far  out  to  assume  that 
the  slant  side  of  the  cone  is  at  an  angle  of  45  degrees  ; 
its  base  will  then  have  a  diameter  equal  to  twice  the 
thickness  of  the  macadam.  If  this  is  0  inches  the 
pressure  of  an  isolated  load  on  the  top  will  be  spread 
over  a  circle  about  1  foot  in  diameter,  and  it  may  there- 
fore be  concluded  that  a  steady  load  concentrated  on 
a  small  area  on  the  top  produces  but  a  moderate  pres- 
sure per  square  inch  at  the  bottom. 

The  way  in  which  the  cone  would  be  modified  when 
the  load  takes  the  shape  of  a  wheel  is  indicated  in 
Figs.  3  and  4.  A  3-inch  tire  will  give  a  cone  about 
15  inches  wide  at  the  bottom,  or  five  times  the  width 
of  the  tire  ;  an  18-inch  tire  will  give  a  cone  about  2  feet 
6  inches  wide,  or  something  less  than  l-'4  times  the 
tire  width.  The  proportionate  width  of  the  cone  i-; 
much  less  in  this  latter  case  than  the  other,  and  it 
must  obviously  be  less  in  proportion  the  greater  the 
width  of  the  tire. 

Size  of  Wheels 

From  Figs.  5,  o,  7  and  S  it  is  ev  ident  that  the  size 
(if  the  wheel  will  have  an  important  influence  on  this 
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question.  If  the  road  were  perfectly  hard  the  wheel 
would  touch  it  in  a  thin  line  only,  and  its  diameter 
would  he  immaterial,  hut  some  sensihle  depression 
must  he  produced  on  a  macadam  surface;  the  line  of 
contact  becomes  widened  out  into  a  sensihle  area,  and 
with  any  given  degree  of  sinking,  the  larger  the  wheel 
the  larger  this  area  of  contact  becomes.  To  fix  ideas, 
Fig.  7  shows  that  if  the  sinking  is  1  inch,  the  length 
of  contact  will  lie  about  9)4  inches  with  a  wheel  2 
feel  in  diameter  and  1  ft.  4%  ins.  with  a  wheel  5  ft.  in 
diameter,  as  in  Fig.  8.  In  other  words,  the  maximum 
pressure  under  a  2-ft.  wheel  will  fade  away  to  nothing 
at  a  distance  of  about  5  inches  from  the  centre,  and  at 
a  distance  of  about  8  inches  in  the  case  of  the  larger 
wheel.  Hence  it  is  certain  that  for  a  given  load  the 
sinking  of  a  large  wheel  must  be  less  than  that  of  a 


The  cone  is  not  shown  in  Figs.  5  and  0  because 
there  is  no  definite  spot  on  the  surface  to  start  it  from  ; 
whatever  the  depression  caused  by  the  load  may  be, 
it  dies  away  gradually  to  nothing  at  the  point  where 
the  wheel  leaves  the  ground.  Still  the  cone  is  there, 
nevertheless.  In  Figs.  3  and  4  its  sides  are  bounded 
by  a  definite  crack  starting  at  the  surface,  passing 
somewhere  between  the  stones  big  and  little,  and  taper- 
ing away  in  thickness  as  it  nears  the  bottom.  In 
Figs.  5  and  6  the  crack  is  replaced  by  an  indefinite 
looseness  among  the  stones,  perhaps  aggregating  in 
amount  to  the  definite  crack  met  with  in  the  other  case. 
The  only  way  to  prevent  the  formation  of  these  cracks 
is  for  some  of  the  material  to  escape  sideways  out  of 
the  cone  and  close  up  the  crack  as  fast  as  it  is  formed. 
Hut  in  the  absence  of  cavities  into  which  this  material 
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smaller  one,  for  the  same  pressure  is  spread  over  a 
greater  surface,  and  its  average  intensity  must  be  re- 
duced in  proportion.  The  mischief  done  to  the  road 
must  also  he  reduced  in  something  like  the  same  pro 
portion;  hence  the  reason  for  the  loadings  of  the 
wheels  of  heavy  motor  cars  as  fixed  by  the  Hoard  of 
Trade  Rules,  which  are  summarized  in  Fig.  10. 
Roughly  speaking,  the  permitted  loads  per  inch  of 
width  of  the  tire  are  proportional  to  the  square  root 
of  the  diameter  of  the  wheels;  they  are  not  exact  prob- 
ably, because  the  practical  dimensions  of  inches  and 
hundredweights  would  lead  to  awkward  fractions  if 
more  precisely  worked  out.  As  the  length  of  contact 
varies  in  the  same  proportion  with  different  wheels, 
the  net  re>ult  i->  that  the  different  loads  and  wheels 
give  the  same  average  load  pel-  square  inch  upon  the 
surface. 


can  escape,  this  amounts  only  to  pushing  the  crack 
into  another  place,  or  probably  making  many  little 
cracks  instead  of  one  big  one.  That  there  is  such  a 
sideways  tendency  to  escape  is  well  seen  in  a  pulpy 
road  ;  the  rut  formed  by  a  heavy  loaded  wheel  is  plainlv 
due  to  a  lifting  at  the  sides  as  w  ell  as  to  a  sinking  under 
the  wheel.  Often  it  may  be  seen  in  Eront  of  a  roller  at 
work  on  a  thick  coating — the  mass  rises  as  a  tlat  wave 
in  front,  to  he  forced  down  again  as  the  roller  moves 
over  it.  In  any  case  there  is  no  salvation,  whether  the 
view  of  one  l)ig  crack  is  taken  or  a  multitude  of  small 
ones;  whichever  view  is  taken  the  destruction  of  the 
material  goes  on  just  the  same. 

The  Nature  of  the  Wear 

It  therefore  appears  that  a  load  cannot  he  applied 
at  any  place  on  the  macadam  surface  without  pro- 
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ducing  a  cone  of  some  sort  below  it  in  which  the 
macadam  is  Further  compressed  ;  also,  if  the  load  is 
sufficient  to  cause  any  sinking  whatever  of  the  sur- 
face, a  crack  will  he  formed  between  the  cone  and  the 
unloaded  parts  of  the  mass.  As  the  load  moves  this 
crack  and  all  the  commotion  helow  move  along  with 
it,  and  the  whole  mass,  from  the  top  to  very  near  the 
bottom!  is  set  in  motion  in  its  turn.  In  this  movement 
the  Stones,  big  and  little,  are  forced  into  new  positions. 
Not  one  of  them  moves  until  it  is  pushed,  and  if  it  is 
UOt  forced  into  a  cavity  already  formed,  it  is  forced 
against  something  else  w  hich  opposes  the  movement. 
If  this  obstacle  does  not  yield  the  pressure  may  he 
i;reat  enough  to  break  it.  It  is  easier  to  displace  or  to 
crush  a  small  stone  than  a  large  one,  and  the  smaller 
it  is  the  more  easily  it  is  dealt  with.  The  net  result 
of  the  movement  under  the  pass\ng  load  is  that  the 
whole  mass  is  being  ground  up  into  smaller  fragments; 
the  larger  pieces  get  their  corners  and  edges  broken 
off,  and  the  angular,  flat-sided  pieces  of  the  original 
mass  become  like  rounded  pebbles.  The  moving  load 
makes  these  bigger  pieces  act  like  the  pebbles  in  a 
cement-grinding  mill :  the  smaller  pieces  are  broken 
down  to  sand,  and  the  sand  is  ground  down  to  mud, 
or  dust,  according  to  circumstances. 

There  is  a  principle  at  work  here  which  is  worth 
a  closer  study,  and  it  is  perhaps  best  brought  out  by 
considering  what  happened  to  some  tramway  rails  laid 
in  Birmingham  in  1882.  They  may  appear  to  have 
little  to  do  with  a  macadam  road,  but  the  experience 
gained  by  them  was  so  clear  and  definite  that  it  will 
be  a  useful  help  in  dealing  with  the  present  subject. 
A  section  of  the  rail  is  shown  in  Fig.  9.  It  was  a  steel 
rail  in  pieces  10  yards  long,  supported  on  and  fastened 
to  closely  spaced  cast-iron  sleepers  2  ft.  11  ins.  long 
bv  steel  keys,  two  to  each  sleeper.  The  sleepers  were 
solidly  bedded  in  concrete  in  the  usual  way,  and  the 
cavity  inside  them  was  also  solidly  filled  with  concrete. 
Attention  must  be  fixed  upon  the  successive  pairs  of 
bearing  surfaces — first  the  bottom  of  the  rail  and  the 
top  of  the  sleeper;  next  the  bottom  of  the  hole  in  the 
rail  and  the  bottom  of  the  key ;  next  the  top  of  the  key 
and  the  top  of  the  hole  in  the  sleeper;  lastly,  the  bot- 
tom of  the  sleeper  and  the  top  of  the  concrete.  The 
theory  of  the  arrangement  was  that  when  the  rail  was 
worn  out  it  could  be  easily  removed,  a  new  rail  keyed 
to  the  sleepers  in  its  place,  and  the  whole  structure 
would  then  be  as  good  as  new. 

These  expectations  were  not  realized.  The  only 
wear  expected  was  that  on  the  top  surface,  and  it 
was  found  to  be  the  least  important  of  all.  Much 
greater  was  the  wear  on  the  bottom  of  the  rail  and 
the  top  of  the  sleeper,  and  the  sleeper  wore  more  than 
the  rail.  There  was  further  wear  between  the  key  and 
the  rail,  and  between  the  key  and  the  hole  in  the 
sleeper.  Then  the  surface  of  the  concrete  suffered. 
Leaving  the  bottom  of  the  sleeper  out  of  account,  it 
will  be  seen  that  there  was  wear  going  on  at  seven  dif- 
ferent surfaces  that  had  not  been  provided  for,  and  long 
before  the  rail  was  "worn  out"  in  the  ordinary  way  the 
wear  on  these  other  seven  surfaces  gave  serious 
trouble.  It  will  be  seen  that  they  were  all  one  behind 
the  other,  somewhat  like  the  links  in  a  chain.  An  elec- 
trician would  say  that  they  were  arranged  in  series, 
and  the  same  current  of  destruction  had  to  pass  through 
them  all.  There  was  not  much  to  measure  at  any  one 
surface,  but  the  aggregate  was  sufficiently  imposing. 

Wear  is  Not  Concentrated 

The  stability  of  such  a  structure  depends  upon  the 
stability  of  every  part  of  it.    Consider  the  first  three 


mentioned  pairs  of  surfaces.  If  wear  takes  place  at 
one  of  them,  that  pair  is  loosened,  and,  as  an  inevit- 
able consequence,  the  other  two  pairs  of  surfaces  be- 
come loose  also.  As  in  a  chain  pulled  tightly,  if  one 
pair  of  links  becomes  loose  every  other  pair  of  links 
necessarily  becomes  loose  also.  It  cannot  be  that  all 
are  tight  except  one;  they  must  either  be  all  tight  or 
all  loose.  In  this  ease  looseness  of  any  one  of  the 
pairs  of  surfaces  below  the  street  level  meant  that  grit 
was  constantly  getting  in  between  them;  every  pass- 
ing car  crushed  this  grit,  wearing  away  the  surfaces, 
and  making  room  for  fresh  grit  to  enter  as  soon  as  they 
were  parted  again.  The  frequent  presence  of  water 
ensured  this  ground-up  stuff  being  washed  away  and 
fresh  abrasive  material  being  brought  into  its  place. 
The  looseness  of  the  rail  caused  the  sleepers  to  become 
loose;  water  filtering  into  the  bottom  was  violently 
surged  to  and  fro  as  the  car  passed  over  the  top.  There 
could  not  have  been  much  water  to  begin  with,  but 
there  was  always  enough  to  completely  fill  the  space 
below,  and  its  scouring  effect  could  have  been  no 
greater  if  it  had  been  10  feet  deep. 

There  are  four  points  to  be  emphasized  in  this  ex- 
perience, as  follows : — 

(1)  The  wear  on  the  top  surface  was  the  least  im- 
portant of  all. 

(2)  If  one  of  the  other  pairs  of  surfaces  became 
loose,  all  the  others  became  loose  likewise,  and  oppor- 
tunities were  set  up  for  fresh  wear  taking  place  at 
every  one  of  the  surfaces. 

(3)  The  smaller  bearing  surfaces  suffered  most. 
The  bearing  surface  of  the  keys  was  only  about  a 
quarter  of  a  square  inch  at  the  most,  but  each  was  as 
important  to  the  stability  of  the  whole  as  one  of  the 
larger  surfaces. 

(4)  The  presence  of  water  greatly  increased  the 
mischief.  It  was  under  pressure  and  in  motion.  It 
was  always  bringing  fresh  grit  into  position,  and  wash- 
ing away  that  which  had  been  ground  up  into  mud, 
and  was  no  longer  capable  of  withstanding  any  pres- 
sure or  of  packing  any  vacant  spaces. 

Every  one  of  these  points  is  immediately  applicable 
to  what  is  going  on  in  the  destruction  of  a  macadam 
road. 

(1)  The  wear  on  the  surface  is  the  least  important 
of  all. 

(2)  If  a  crack  forms  and  makes  some  parts  loose, 
all  others  behind  them  in  the  direction  of  pressure 
necessarily  become  loose  also. 

(3)  The  small  pieces  suffer  most.  The  large  pieces 
can  carry  no  pressure  unless  the  small  ones  support 
them  and  a  pressure  which  is  sufficient  to  break  any 
one  of  them  may  at  the  same  time  break  scores  of 
others  behind  it.  The  blow  must  be  carried  on  from 
one  piece  to  another. 

(4)  Water  greatly  increases  the  mischief.  It  can- 
not be  kept  out  of  such  a  porous  mass.  It  is  put  in 
motion  by  every  passing  load,  swilling  away  the  small- 
er particles  which  might  act  as  packings,  and  so  tak- 
ing away  the  support  of  the  large  ones,  which  have 
to  withstand  the  shocks.  It  acts  as  a  lubricant  and 
makes  movements  easy  that  would  otherwise  be  im- 
possible. 

Excess  of  Water  Injurious 

The  mention  of  water  perhaps  makes  it  conveni- 
ent to  point  out  that  its  mischievous  effects  appear  to 
arise  when  it  is  in  excess.  Wetness  must  not  be  con- 
fused with  dampness.  Dampness  holds  fine  particles 
together;  it  tends  to  prevent  their  movement,  and  so 
may  have  a  beneficial  effect  on  the  road.    Damp  sand 
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tipped  out  of  a  cart  will  often  hold  together  in  lumps. 
It  has  no  distinct  "angle  of  repose."  The  sides  of  the 
lumps  will  stand  vertical,  and  even  overhang,  so  that 
there  must  be  a  real  tension  between  particles.  No- 
thing of  this  sort  is  possible  with  either  dry  or  wet 
materials.  If  they  are  perfectly  dry,  the  "angle  of  re- 
pose" may  be  about  45  degrees.  If  they  are  perfectly 
wet,  it  may  be  very  little,  and  if  there  is  any  movement 
in  the  water  it  may  vanish  altogether;  the  sand  may 
settle  down  to  a  dead  level  at  the  bottom  of  the  water. 
It  is  obvious  that  this  has  important  consequences  on 
the  stability  of  macadam,  for  cracks  and  cavities  filled 
with  water  cannot  be  violently  closed  up  under  the 
traffic  without  that  water  being  forced  out,  carrying 
the  finer  parts  of  the  mass  into  new  positions.  If  the 
mass  is  merely  damp,  these  cracks  and  cavities  are  not 
full  of  water. 

In  addition  to  water  the  effects  of  clay  have  to  be 
considered  in  many,  if  not  in  most,  places.  It  is  not 
mud,  although  it  may  be  a  constituent  of  the  mud.  A 
little  mud  mixed  with  water  may  settle,  and  leave  the 
water  perfectly  clear  ;  a  little  clay  mixed  up  in  the  same 
way  may  take  days,  or  even  weeks,  to  settle,  and  what- 
ever  does  quickly  settle  is  pretty  sure  to  be  sand  and 
not  clay.  It  is  a  decomposition  product  of  feldspar, 
and  is  therefore  a  constituent  of  most  of  the  road-mak- 
ing stones  used  in  the  country.  The  change  in  the 
feldspar  does  not  often  effect  the  strength  or  value 
of  the  stone,  and  yet  so  much  of  it  as  has  actually 
been  changed  into  clay  is  readily  washed  off  the  sur- 
face of  a  freshly  broken  stone.  Break  the  stone  again 
and  fresh  clay  may  be  washed  off  the  newly-broken 
surface.  In  certain  stones  this  may  go  on  without 
limit ;  the  finer  the  rock  is  broken  or  ground  up  the 
greater  is  the  area  exposed,  and  the  greater  is  the  sup- 
ply of  clay  that  can  he  washed  out  of  it.  This  process 
is  probably  a  frequent  cause  of  the  supply  of  clay, 
which  is  seldom  absent  from  street  mud;  the  clay 
makes  it  of  a  greasy,  slimy  nature,  and  tends  to  cause 
it  in  bake  into  hard  cakes  as  it  dries.  Down  below  the 
clay  acts  as  a  lubricant,  as  a  kind  of  wet  grease,  help- 
ing in  every  action  tending  to  make  the  stones  slide 
upon  or  rub  against  each  other.  It  goes  wherever  the 
water  goes,  and  makes  movement  easy  under  loads  that 
would  be  quite  incapable  of  shifting  a  dry,  gritty  mass. 

Formation  of  Potholes 

A  fairly  general  sign  of  the  destruction  going  on  is 
the  formation  of  potholes.  For  some  reason  or  another 
a  soft  place  exists  in  the  macadam,  perhaps  because 
of  a  segregation  of  the  smaller,  and  therefore  the 
weaker,  stones;  perhaps  because  the  rolling  has  been 
less  thorough  there  than  elsewhere,  as  against  a  man- 
hole, or  against  the  granite  edge  of  a  tramway  where 
the  paving  has  caught  up  the  roller  before  the  macadam 
was  properly  consolidated.  The  surface  at  such  places 
is  quickly  worn  or  beaten  down  into  a  definite  hole 
which  holds  the  water.  When  all  around  is  dry,  this 
place  is  kept  in  a  pulpy  condition.  If  any  water  is 
visible  in  the  hole  it  is  certain  that  all  below  is  thor- 
oughly soaked  and  in  the  worst  possible  condition  to 
carry  traffic.  The  bottom  of  the  hole  usually  shows 
comparatively  large  angular  stones  ;  the  smaller  ones 
and  the  mud  and  grit  are  all  washed  away;  probably 
much  of  this  has  been  done  by  the  upward  rush  (if 
water  from  below,  squeezed  out  of  the  cavities  near  to 
but  not  under  the  hole.  On  the  surface  the  rolling 
settles  most  of  the  larger  stones  so  as  to  show  a  flat 
side  upwards;  in  a  pothole  the  stones  are  not  in  this 
position.  Most  of  them  show  sharp  angular  points 
upwards,  which  are  easily  broken  off  by  ironshod 


wheels,  or  easily  shaken  by  the  grip  of  rubber  tires. 
In  either  case  the  conditions  lead  to  a  greater  wear 
and  tear  at  the  bottom  of  the  hole  than  on  the  ad- 
jacent surface. 

A  hollow  place  in  the  road  is  a  kind  of  mechanical 
equivalent  to  a  flat  place  on  a  car  wheel,  and  it  is 
well  known  that  a  very  small  flat  has  a  most  surpris- 
ing effect.  A  flat  an  inch  wide  on  a  31 -inch  wheel 
makes  a  bump  that  can  be  heard  500  yards  away,  and 
yet  when  this  flat  meets  the  rail  the  axle  drops  less 
than  the  100th  part  of  an  inch.  So  likewise,  when  a 
wheel  meets  with  a  depression  in  the  road,  the  hammer- 
like blow  given  to  the  bottom  of  the  hole  seems  out  of 
all  proportion  to  the  minute  drop  in  the  axle  which 
caused  it.  It  is  so  because  the  drop  is  not  the  free  drop 
of  a  falling  bodv  under  the  action  of  gravity  ;  the  down- 
ward acceleration  is  due  to  the  energy  of  the  whole 
load  stored  in  the  deflected  springs  and  suddenly  re- 
leased on  the  small  mass  of  the  wheel;  the  downward 
acceleration  for  a  small  space  may  be  thirty  or  forty 
times  that  due  to  gravity  alone.  There  is  here  quite 
sufficient  reason  for  the  destructive  effects  on  this  al- 
ready weakened  and  sodden  macadam. 

But  there  is  generally  a  still  further  mechanical 
effect.  If  the  speed  is  great  enough  the  upward  push 
given  to  the  wheel  on  the  forward  side  of  the  hole 
takes  place  so  quickly  that  the  wheel  is  thrown  up- 
wards to  a  greater  height  than  that  from  which  it  fell, 
to  fall  again  and  meet  the  normal  surface  at  some  point 
further  on.  The  bump  has  become  a  jolt.  At  this  sec- 
ond place  there  is  a  blow  nearly  as  severe  as  that  re- 
ceived at  the  bottom  of  the  hole,  and  thus  a  second 
hole  is  quickly  formed  in  advance  of  the  first  one.  This, 
again,  gives  rise  in  its  turn  to  a  third  hole,  and  so  in  a 
short  time  one  pothole  becomes  the  cause  of  many 
others  being  formed.  They  are  spaced  at  pretty  regular 
intervals,  and  there  is  no  doubt  that  the  intervals 
would  be  quite  regular  if  the  conditions  giving  rise  to 
them  were  regular  likewise. 

Effect  of  Rubber  Tires 

The  peculiar  destructive  effect  upon  the  surface 
produced  by  rubber  tires  has  not  yet  been  referred  to. 
The  rubber  may  be  easily  shortened  in  one  direction 
if  left  free  to  expand  in  another.  Referring  to  Fig.  5, 
it  is  evident  that  there  is  no  load  upon  that  part  of  the 
tire  which  first  comes  in  contact  with  the  ground.  As 
the  wheel  moves  on  this  part  becomes  loaded,  the  load 
increasing  to  a  maximum  when  the  part  in  question 
is  under  the  axle,  dying  away  again  to  nothing  as  it 
leaves  the  ground  at  the  back  of  the  wheel.  As  soon 
as  the  load  comes  on  the  rubber  is  compressed  in  the 
direction  of  pressure,  and  must  expand  sideways  to 
precisely  the  same  degree.  Hut  the  friction  on  rub- 
ber is  enormous;  as  soon  as  it  comes  in  contact  with 
a  stone  on  the  surface,  that  stone  is  firmly  gripped  and 
must  move  along  with  the  rubber  which  is  expanding 
in  one  direction  because  it  is  being  compressed  in  an- 
other direction.  Thus  the  stones  in  front  are  pushed 
forwards,  at  the  sides  they  are  pushed  outwards,  until 
the  axle  comes  over  any  one  of  them.  Then  the  move- 
ment is  reversed  ;  the  stones  in  the  centre  are  gradually 
pulled  back,  and  those  at  the  side  pulled  inwards  into 
something  like  their  old  position  as  the  rubber  recovers 
itself  on  escaping  from  under  the  load.  The  import- 
ance of  this  process  arises  from  the  fact  that  no  stone 
displaced  is  ever  pulled  back  into  its  old  place.  Not 
one  of  them  can  be  violently  pushed  Forwards  or  side- 
ways without  at  the  same  lime  disturbing  multitudes 
of  smaller  ones  which  are  not  in  contact  with  the 
rubber  at  all,  and  are  therefore  free  to  take  up  new 


positions.  This  prevents  the  stones  ever  reaching  their 
"I<1  positions  a>  they  arc  pulled  back  again.  The  pass- 
ing tire  leave-  most  of  them  lying  loose  on  a  disinte- 
grated surface.  It  is  commonly  said  that  the  loose 
atones  are  "sucked"  out  of  the  ground;  it  would  be 
better  t>'  saj  that  they  are  "shaken"  out.  Every  one 
of  them  has  been  pushed  in  one  direction  and  the  next 
instant  pulled  back  again,  hut  in  the  meantime  the  bed 
on  which  it  lav  has  been  broken  up,  and  it  now  lies 
>sely  upon  instead  of  being  bedded  in  the  surface. 

Destruction  by  Heavy  Motor  Cars 

Motor  buses  call  for  special  mention,  since  the 
struction  wrought  by  them  is  greater  than  their 
weight  or  number  would  account  for,  even  when  full 
allowance  is  made  for  the  heavy  loads  and  high  speeds. 
Beyond  these  things  are  the  facts  that  the  busses  are 
similar  in  structure,  and  at  any  given  part  of  their 
ronte  they  tend  to  travel  at  the  same  speed.  At  any 
given  hole  the  same  jolt  is  experienced  every  time; 
the  wheel  comes  down  on  the  same  place  as  the  one 
before  it  did  :  and  whatever  mischief  is  caused  by  one  is 
exactly  repeated  by  every  other  one  that  travels  along 
the  same  track.  Any  variation  in  the  load,  size  of 
w  heels,  or  speed,  would  tend  to  prevent  accumulation 
■  effects,  but  as  this  would  interfere  w  ith  standardiza- 
tion of  structure  and  regularity  of  working,  it  appears 
that  the  results  must  be  accepted  as  inevitable.  All 
the  advantages  of  uniformity  and  standardization  be- 
long to  the  owners  of  the  vehicle  ;  the  defects  and  con- 
sequent  mischief  are  passed  on  to  the  owners  of  the 
road.  An  arrangement  of  this  sort  should  be  capable 
of  some  more  equitable  adjustment. 

Interstitial  Wear 

It  is  certain  then  that  the  destruction  of  a  macadam 
road  is  not  a  question  of  wear  on  the  surface.  A  wheel 
may  pass  by  and  leave  no  track  behind,  but  many  of 
the  small  stones  below  have  been  crushed  in  carrying 
the  load.  The  smaller  these  pieces  are  the  less  chance 
they  have  of  escaping  destruction  when  the  pressure 
comes  upon  them.  In  some  way  the  total  wear  will 
depend  upon  the  total  area  of  the  pieces  forming  the 
mass  rather  than  upon  their  weight  and  number,  and 
when  these  pieces  are  small  the  total  area  of  surface 
they  expose  runs  up  in  a  quite  unexpected  manner.  A 
cube  of  1  inch  side  exposes  a  total  area  of  6  square 
inches.  Cut  up  this  cube  into  little  ones  of  one  hun- 
dredth of  an  inch  side — i.e.,  into  pieces  the  size  of  fine 
sand — there  will  be  just  the  same  weight  of  material, 
and  it  will  fit  just  the  same  bulk  of  solid  space,  but 
the  total  area  of  surface  will  now  be  600  square  inches 
instead  of  6  inches.  If  cut  up  into  particles  small 
enough  to  be  classed  as  tine  dust,  or  mud,  the  total  area 
exposed  by,  say,  an  ounce  of  material  becomes  some- 
thing enormous.  Movement  under  pressure  means 
wear  and  tear  over  a  large  proportion  of  this  great 
area.  For  every  grain  that  is  crushed  there  will  be 
many  that  suffer  by  having  some  edges  or  corners 
ground  away.  The  idea  that  this  fine  stuff  is  useful 
for  packing  and  bedding  the  larger  stones  may  lead  to 
a  fallacy.  A  given  stone  may  be  so  embedded  on  and 
supported  by,  say,  1,000  or  10,000  very  small  ones. 
When  the  blow  comes  upon  it,  that  blow  has  to  be 
passed  on  to  and  in  some  way  shared  among  the 
thousands  of  very  small  ones.  The  "sharing,"  how- 
ever, can  only  be  among  those  that  are  arranged  (as  an 
electrician  would  Say)  in  parallel ;  those  that  are  ar- 
ranged in  "series,"  or  one  behind  the  other,  have  the 
-ame  blow  passed  through  the  lot.  There  is  no  "shar- 
ing" in  this  direction.    In  a  waterbound  mass  no  ten- 
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sion  is  possible,  and  one  bit  cannot  help  another  one 
alongside  it  ;  it  can  only  receive  the  shock  in  front  and 
pass  it  on  to  the  bits  behind.  It  may  be  so  broken 
in  the  process  that  when  the  shock  comes  next  time 
it  will  have  to  be  received  and  passed  on  by  some 
other  neighbouring  bit  that  had  hitherto  escaped. 
W  ater  ensures  that  this  line  stuff  is  kept  on  the  move, 
and  any  readily  effective  packing  or  support  of  some 
particular  stone  can  only  be  of  service  for  very  few 
repetitions  of  the  blow. 

To  Check  Destruction 

Apparently,  what  is  required  to  check  this  destruc- 
tion is  something  in  the  nature  of  a  cement;  something 
which  can  withstand  a  positive  tension  capable  of 
keeping  the  parts  together  when  any  forces  tend  to 
separate  them.  Two  well-marked  classes  of  such 
cements  are  in  use.  Of  those  soluble  in  water  there 
is  the  fear  that  they  may  dissolve  again  and  be  washed 
out  of  the  mass.  Efforts  have  been  made  to  prevent 
this  by  chemical  action  amongst  the  constituents  of 
the  cement  so  that  the  resulting  compound  is  no  longer 
soluble.  Of  the  cements  not  soluble  in  water  we  have 
the  natural  bitumens  and  very  many  tar  products  and 
mixtures.  True  bitumens  are  expensive,  and  their  use 
only  becomes  practicable  by  extensive  adniixture  with 
cheaper  materials.  All  tar  products  and  mixtures  suf- 
fer from  the  defect  that  the  various  constituents  which 
give  them  fluidity  and  are  essential  to  their  cementing 
properly  are  all  somewhat  volatile,  so  that  the  cement 
changes  with  time.  This  evaporation,  however,  can  be 
largely  controlled,  and  the  valuable  properties  of  the 
compound  preserved  for  a  long  time  by  periodical  at- 
tention to  the  surface.  All  these  matters,  however,  be- 
long to  the  study  of  construction,  and  cannot  therefore 
be  properly  included  in  the  present  paper. 


Dyking  a  Freshly  Laid  Road 

Curing  concrete  by  ponding  is  a  method  to  be  pre- 
ferred over  all  others  whenever  it  is  applicable.  Cali- 
fornia was  the  first  state  to  adopt  the  practice  of  flood- 
ing a  finished  concrete  pavement  so  as  to  enable  the 
concrete  to  acquire  strength  and  hardness  under  pro- 
per conditions  in  the  presence  of  moisture.    It  is,  of 


Curing  a  concrete  road  by  ponding,  showing  extra  dyke  to 
prevent  loss  of  water. 

course,  desirable  to  prevent  any  unnecessary  loss  even 
when  water  is  readily  obtained.  This  is  particularly 
true  in  hot  climates  where  evaporation  is  rapid  ami 
where  scarcity  of  water  often  prevails.  The  method 
originally  adopted  in  California  for  preventing  unneces- 
sary waste  was  simply  to  dyke  the  road  with  small 
earth  embankments.  The  accompanying  photograph 
shows  an  improvement  upon  this  method,  whereby  an 
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additional  longitudinal  dyke  is  added  near  the  edge 
of  the  concrete.  "  This  prevents  unnecessary  loss  of 
Avater  and  gives  assurance  that  concrete  will  be  covered 
at  the  crown  of  the  pavement  as  well  as  at  the  sides. 
This  precaution  is  very  essential  and  the  added  dyke 
seems  to  make  this  more  certain. 


Costs  of  Road  Construction 

The  following  figures  give  the  average  cost  of  con- 
struction of  different  classes  of  roads  built  in  New 
York  State  during  1915,  according  to  a  report  just 
made  public,  and  will  be  interesting  to  compare  with 
analogous  costs  for  pavements  constructed  in  this 
country. 

Cost  per  sq.     Total  cost  per 
yd. pavement     mile  of  highway 
only.         16  to  20  ft.  wide. 

Waterbound  macadam   $0,648  $10,250 

Bituminous  macadam   871  12,970 

First-class  concrete,  6  ins.  thick.      1.121  15,320 
Brick  pavement  on  5-in.  con- 
crete foundation   2.015  25,750 

To  illustrate  the  types  of  roads  being  laid  in  New 
York  State,  the  report  states  that  of  the  1,073  miles 
for  which  contracts  were  awarded  in  1915,  381  miles 
were  of  waterbound  macadam  ;  176  miles  of  waterbound 
macadam  with  surface  treatment  ;  347  miles  of  bitum- 
inous macadam,  penetration  method;  2.2  miles  of  bi- 
tuminous macadam,  mixed- method  ;  113  miles  of  ce- 
ment concrete;  31  miles  of  brick;  and  23  miles  of  other 
types.  In  all  new  work,  wider  and  more  prominently 
banked  curves  with  greater  radii  were  employed  when 
possible,  and  provisions  taken  for  increasing  the  sight 
range.  Depths  of  pavements  have  been  increased  to 
withstand  the  pounding  of  commercial  truck  traffic, 
and  concrete  was  more  extensively  laid,  as  this  seemed 
to  adequately  meet  motor  traffic. 


Meetings  of  the  C.S.C.E.  for  1916-17 

The  following  is  a  list  of  the  dates  of  meetings  of 
the  Canadian  Society  of  Civil  Fngincers,  at  Montreal 
for  the  1916-17  season.  The  meetings  will  be  held  at 
176  Mansfield  Street,  Montreal: — October  5,  monthly 
meeting;  October  19,  general  section  meeting;  Novem- 
ber 2,  monthly  meeting;  November  16,  electrical  sec- 
tion meeting;  November  30;  mechanical  section 
meeting;  December  14,  monthly  meeting;  Janu- 
ary 4,  mining  section  meeting;  January  18,  monthly 
meeting;  February  8,  general  section  meeting;  Febru- 
ary 22,  monthly  meeting;  March  S,  electrical  section 
meeting;  March  22,  mechanical  section  meeting;  April 
5,  monthly  meeting;  April  19,  mining  section  meeting. 

The  subjects  of  the  papers  arranged  for  are  very 
varied,  and  include  some  of  the  most  important  works 
now  being  carried  out.  The  following  list  must  be 
regarded  as  provisional,  while  the  titles  of  the  subjects 
are  not  definitely  settled.  Those  given  below  merely 
indicate  the  general  subject  matter  of  the  papers :  Dr. 
J.  S.  Bates,  director.  Forest  Products  Laboratories  of 
Canada,  "Forestry";  Mr.  E.  L.  Cousins,  chief  engineer, 
Toronto  harbour,  "Toronto  Harbour  Works";  Dr.  A. 
Stansfield,  Met  fill  University,  "Progress  in  .Metal- 
lurgy"; Mr.  II.  G.  Hunter,  New  York  Continental 
Jewell  Filtration.  Company,  Montreal,  "Progress  in 
Water  Filtration";  Mr.  T.  I Crossley,  Dr.  |.  T.  Don- 
ald Laboratory,  Montreal,  "Asphalt  Pavement  and  As- 
phalt Testing";  Mr.  W.  II.  Sutherland,  assistant  en- 
gineer, Montreal  Water  &  Power  Company.  "Montreal 
Water  &  Power  Company's  Reservoir";  Mr.  S.  P. 


Brown,  chief  engineer,  Mackenzie,  Mann  &  Co.,  Ltd., 
"C.  N.  R.  Tunnel";;  Mr.  Lesslie  Thomson,  Dominion 
Bridge  Company,  "Transmission  Towers";  Mr.  J.  L. 
Weller,  chief  engineer,  Welland  Canal,  "Welland  Can- 
al" ;  Messrs.  W.  G.  Chace  and  M.  V.  Saner,  "Con- 
struction of  Winnipeg  Water  Works";  Mr.  D.  H.  Nel- 
les,  "Ottawa  Water  Supply" ;  "Mr.  L.  M.  Jones,  city 
engineer,  "Port  Arthur  Water  Works";  Mr.  William 
Storrie,  "New  Toronto  Water  Filtration  Plant." 

Mr.  Walter  J.  Francis  is  chairman  of  the  committee 
on  meetings;  Mr.  J.  Duchastel,  chairman,  and  Prof. 
H.  M.  MacKay,  vice-chairman,  general  section ;  Mr. 
J.  C.  Smith,  chairman,  and  Mr.  J.  de  G.  Beaubien,  vice- 
chairman  electrical  section  ;  Mr.  J.  M.  Robertson,  chair- 
man, and  Mr.  F.  B.  Brown,  vice-chairman,  mechanical 
section;  Prof.  H.  E.  T.  Haultain,  chairman,  and  Prof. 
J.  B.  Porter,  vice-chairman,  mining  section. 


Paraffin  Wax  Coating  for  Toronto  Filter 
Tanks 

Solid  paraffin  wax  is  used  to  coat  the  wetted  in- 
terior surfaces  of  the  steel  filter  tanks  and  the  inside 
of  the  pump  and  filter  piping  of  the  new  filtration  in- 
stallation just  being  completed  in  Toronto.  The  wax 
is  dissolved  in  gasoline  at  a  minimum  temperature  of 
110  degrees  F.  The  surfaces  to  be  coated  are  thor- 
oughly cleaned  with  wire  brushes  and  must  be  abso- 
lutely dry  before  applying  the  paraffin.  The  coating- 
is  put  on  with  whitewash  brushes.  It  was  thought 
that  the  common  tar  or  asphalt  coatings  would  chip 
or  break  away  sufficiently  to  clog  the  sand  collecting 
and  removing  system  that  takes  drifting  sand  from  the 
filter  and  for  this  reason  paraffin  wax  was  selected. 


Railways  Cancel  Steel  Commodity  Rates 

Canadian  railway  companies  propose  to  cancel  on 
October  1,  1916,  the  present  iron  and  steel  commodity 
rates  from  shipping  points  in  eastern  Canada  to  At- 
lantic ports  for  export.  Mr.  J.  F.  Walsh,  of  the  Manu- 
facturers' Association,  draws  attention  to  the  fact 
that  the  new  rates  mean  an  advance  of  approximately 
fifty  per  cent.  Manufacturers  in  the  steel  industry  are 
naturally  somewhat  astonished  at  this  extraordinary 
increase,  especially  in  view  of  the  very  general  appeal 
being  made  to  all  manufacturers  to  develop  foreign 
business,  and  they  are  organizing  a  vigorous  attack 
against  these  proposed  rates. 


Large  Orders  for  the  Allies 

The  Standard  Underground  C  able  Company  of  Can- 
ada, Limited,  Hamilton,  Out.,  is  at  work  on  a  large 
order  of  field  telephone  cable.  The  extensiv  e  use  made 
of  electricity  on  a  modern  battle  field  for  signalling  to, 
and  otherwise  communicating  with  widely  scattered 
bodies  of  troops,  renders  electrical  conductors  a  vital 
factor  in  the  handling  of  armies,  and  the  frequent 
destruction  and  rapid  deterioration  of  such  systems  of 
conductors  in  this  service  necessitates  an  enormous  and 
continuous  supply.  A  large  order  for  seamless  copper 
tubes  to  be  used  as  shrapnel  bands  has  also  recently 
been  received.  As  material  of  this  character  is  not 
manufactured  anywhere  in  Canada  at  the  present  time, 
the  Standard  Company  will  fill  the  order  with  tubes 
manufactured  by  its  associate  company  in  the  United 
States,  which  is  supplying  large  quantities  of  copper, 
brass  and  bronze  products  both  direct  to  the  allied  srov- 
trnments  and  indirectly  through  contractors. 
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Cutting  Sheet  Steel  Piling 

rhc  ox}  acetylene  blow  pipe  has  been  used  most 
successfully  in  cutting  sheet  steel  piling  and  lias  proved 
superior  to  the  old  methods  of  sawing.  An  instance 
is  t>>  hand.  Piling,  used  in  the  construction  of  the 
piers  of  a  bridge,  was  driven  down  in  sections,  each 
section  or  sheet  consisting  of  ;s  in.  web,  and  the  thick- 
ness  "ii  the  lock  joint  was  about  inches.  About 
860  feel  of  piling  had  to  be  cut  off  at  a  uniform  height. 
1  Respite  the  fact  that  at  the  lock  joint  practically  four 
sections  "t  metal  had  to  be  cut  through,  between  40 
and  50  lineal  feet  of  piling  were  cut  in  seven  hours, 
one  man  handling  the  job. 


Trade  Publication 

The  National  Paving  Block  Manufacturers'  Association 
has  recently  issued  a  scries  of  booklets  covering  various  types 
of  vitrified  brick  roads  and  embodying-  specifications  relat- 
ing to  their  construction.  The  pamphlets  deal  with  pave- 
m<  i>t  sand-cement  and  sub-foundation  type,  green  cement 
foundation  type,  and  the  santT-cushion  type.  The  specifica- 
tions arc  very  exhaustive  and  apply  to  practically  every 
detail  in  the  construction  of  pavements  of  this  type,  includ- 
ing the  drainage,  grading,  curbing,  quality  of  concrete  and 
brick,  foundations,  etc. 


Mainly  Constructional 

East  and  West-  From  Coast  to  Coast 


W  estern  Sandstone  Company,  Limited,  has  been  incor- 
porated, with  a  capital  of  $25,000,  head  office  at  Vancouver. 

The  Humboldt  Builders'  Supply  Company,  Limited,  has 
been  incorporated,  with  a  capital  of  $25,000,  head  office  at 
Humboldt,  Sask. 

Nearly  two  hundred  excursionists  recently  took  advant- 
of  the  opportunity  offered  by  the  Welland  Canal  engi- 
neers to  view  the  progress  of  this  work. 

In  the  new  contracts  to  be  let  on  the  construction  of 
the  Greater  Winnipeg  Water  District  the  Manitoba  Build- 
ing Trades  Council  will  have  representation  in  drawing  up 
the  wage  schedules. 

The  Roman  Stone  Company,  of  Weston,  Ont.,  have 
transferred  their  stock  to  the  head  office  in  Toronto,  having 
sold  their  plant  in  Weston  to  a  United  States  syndicate,  who 
intend  erecting  an  additional  building. 

Recent  rains  have  resulted  in  a  swelling  of  the  wood 
block  paving  at  several  points  on  Regina's  streets,  resulting 
in  buckling  and  in  some  instances  breaking.  Repairs  can, 
however,  be  simply  effected,  it  is  claimed. 

A  writ  has  -been  issued  on  behalf  of  Architect  A.  E. 
Nicholson  against  the  Collegiate  Institute  Board  of  St. 
Catharines,  Ont.,  for  $8,306,  the  amount  claimed  for  work 
done  on  plans  and  specifications  for  a  new  collegiate. 

One  of  those  connected  with  the  work  is  authority  for 
the  statement  that  two  more  years  will  be  required  to  com- 
plete the  Latter  Day  Saint's  Temple  at  Cardston,  Alta.,  and 
that  the  expenditure  will  probably  reach  a  million  dollars. 

Plans  for  wharves  at  Vancouver  have  been  drawn  up 
by  the  C.  P.  R.  The  work  will  cost  $1,500,000,  and  will  fit 
in  with  the  wharf  extension  proposed  by  the  city  at  a  cost 
of  five  million  dollars.    The  C.  P.  R.  will  use  their  wharves 


for  their  steamship  business,  which  is  of  growing  import- 
ance both  mi  tlie  Pacific  and  Atlantic  coasts. 

Mr.  (I.  II.  Wilson,  secretary  of  the  Ottawa  works  de- 
partment, has  submitted  a  report  to  Commissioner  Macallum 
upon  numerous  changes  that  have  been  made  in  the  manage- 
ment of  the  various  branches  since  he  entered  upon  his  pre- 
sent duties.  This  report  would  indicate  that  the  secretary 
i s  eliminating  all  laxity  in  work  coming  under  his  jurisdiction. 

A  meeting  was  recently  held  by  the  British  Columbia 
Division  of  the  Canadian  Society  of  Civil  Engineers,  in  Van- 
couver, when  the  subject  of  the  recent  appointment  of  Pro- 
fessor Swain  of  Harvard  University,  as  chief  engineer  of  the 
Railway  Commission,  with  instructions  to  appoint  a  staff 
of  engineers  to  make  a  valuation  and  report  on  the  Can- 
adian railways  was  considered.  A  resolution  was  passed 
instructing  the  secretary,  Mr.  D.  Creer,  to  arrange  a  later 
meeting  of  the  Vancouver  branch  to  discuss  the  matter. 
Mr.  R.  F.  Hay  ward  presided. 

The  Montreal  Builders'  Exchange  have  arranged  for  a 
series  of  fortnightly  luncheons  at  Freeman's  Hotel.  The 
first  will  be  held  tomorrow,  October  5,  when  Controller 
Villeneuve  will  speak  on  "A  Bureau  of  Municipal  Research." 
Other  speakers  will  include  Mr.  Ross,  of  Ross  and  Mac- 
donald,  architects,  and  Dr.  Milton  Hersey,  who  will  deal 
with  technical  subjects. 

The  Ontario  Highways  Department  has  sent  out  some 
100,000  circulars  to  farmers  in  the  sixteen  counties  which 
have  not  yet  joined  in  the  good  roads  campaign.  The  idea 
which  the  Deputy  Minister  of  Highways,  Mr.  W.  A.  McLean, 
has  in  mind,  is  to  educate  the  farmers  so  that  by  the  middle 
of  next  summer,  when  the  war  should  be  drawing  to  a  close, 
good  roads  can  be  proceeded  with  throughout  the  province. 

It  is  reported  that  the  Manitoba  Government  will  re- 
ceive new  tenders  for  the  completion  of  the  parliament 
buildings  at  Winnipeg,  about  December  1.  It  is  also  stated 
that  the  amended  specifications,  on  which  the  tenders  are 
to  be  based,  will  show  a  reduction  of  $1,125,000.  This  would 
indicate  that  the  government  is  not  prepared  to  make  an  ex- 
penditure of  much  more  than  $2,000,000,  judging  from  the 
amount  of  the  James  D.  McDiarmid  Company's  tender,  re- 
ceived August  21,  $3,128,018.61.  The  saving  of  cost  is  to  be 
effected  in  the  finishing  and  ornamental  work. 

The  Montreal  Water  &  Power  Company,  under  the  direc- 
tion of  Mr.  J.  O.  Meadows,  engineer  and  superintendent  of 
the  company's  water  filtration  plant,  are  building  plants  for 
making  filter  alum  from  bauxite  and  chlorine  gas  from  brine, 
which  will  be  placed  in  operation  about  November  1.  In 
the  manufacture  of  the  filter  alum  or  sulphate  of  alumina, 
the  process  worked  out  by  Mr.  C.  P.  Hoover,  chemist  and 
superintendent  of  the  filtration  works  at  Columbus,  Ohio, 
will  be  employed.  Ground  bauxite  will  be  obtained,  it  is 
understood,  from  the  Aluminum  Company  of  America. 

The  finding  of  the  coroner's  jury  at  the  inquest  on  the 
remains  of  the  workmen  who  lost  their  lives  in  the  Quebec 
-  Bridge  disaster  is  that  these  men  were  drowned  accidentally 
while  in  the  employ  of  the  St.  Lawrence  Bridge  Company. 
The  evidence  failed  to  show  that  carelessness  or  neglect 
was  apparent  in  carrying  out  the  operations.  One  fact  which 
the  inquest  brought  out  was  the  avowed  determination  of 
the  St.  Lawrence  Bridge  Company,  through  its  president, 
to  erect  and  place  in  position  the  central  span  of  the  bridge 
after  the  same  plans  with  but  a  revision  of  the  detail  of  the 
universal  joint. 

Mr.  H.  A.  Gibeau,  town  engineer  of  St.  Lambert,  and 
Mr.  St.  Marie,  town  engineer  of  Longueuil.  P.Q.,  have  been 
instructed  to  prepare  preliminary  plans  and  estimate  for  an 
intercepting  sewer  for  St.  Lambert,  Longueuil.  Montreal 
South,  and  Greenfield  Park.    At  the  suggestion  of  the  Que- 
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bee  Superior  Board  of  Health  a  commission  representing 
the  four  towns  has  been  appointed,  with  a  view  i>l  obtaining 
co-operative  action  in  the  matter  of  sewage. disposal,  ami  the 
result  is  the  proposed  construction  oi  an  intercepting  sewer 
which  will  receive  all  the  sewage  and  discharge  it  into  the 
St.  Lawrence  below  Longueuil. 

Charles  E.  Ivens,  Reeve  of  the  municipality  of  Wallace, 
Man.,  has  submitted  to  Hon.  Thomas  H.  Johnson,  Minister 
of  Public  Works,  a  report  of  the  progress  made  to  dale  in 
the  construction  of  the  provincial  highway  and  main  roads 
in  Wallace  under  the  Good  Roads  Act.  It  shows  that  since 
July,  191.'!,  12;!  miles  of  grades  and  50  miles  of  gravelled 
roads  have  been  constructed.  The  total  cost  of  the  work 
done  was  $156,000.  Of  this,  $78,801  was  received  from  the 
government,  making  the  net  cost  to  the  municipality  $77,- 
138.36.  According  to  the  plan  laid  before  the  government 
in  November,  1912,  a  total  of  193J/  miles  was  to  be  con- 
structed. 

The  committee  in  charge  of  the  reconstruction  ol  I  lie 
Parliament  Buildings  at  Ottawa,  at  a  recent  meeting  with  the 
architects  and  contractors  went  over  detailed  plans  of  the 
new  building.  A  few  minor  changes  have  been  made  in 
the  contract  conditions  and  in  the  interior  plans.  The  com- 
mittee decided  that  instead  of  allowing  the  contractor  an 
annual  rental  of  20  per  cent,  on  his  plant,  as  originally  in- 
tended, the  plant  would  be  taken  over  at  present  valuation 
by  the  Government  and  then'  returned  to  the  contractor  on 
the  completion  of  the  work  at  its  valuation  then.  It  was 
further  decided  to  utilize  a  part  of  the  basement  as  a  library 
stack-room  instead  of  building  a  separate  stack-room  at  the 
foot  of  the  cliff.    This  will  effect  a  considerable  saving. 

Following  the  consideration  of  reports  submitted  by  Mr. 
James  Bain,  chief  engineer  at  the  Beach  pumping  station. 
Hamilton,  Ont.,  and  by  Mr.  J..  Milne,  consulting  engineer, 
Toronto,  the  Hamilton  board  of  control  authorized  city  en- 
gineer E.  R.  Grey  and  Engineer  Bain  to  prepare  plans  for 
new  waterworks  buildings  and  equipment,  including  a  high 
duty  triple  expansion  steam  unit  and  steam  turbine.  The 
triple  expansion  unit  was  recommended  in  the  reports.  Hydro 
officials  are  contending  in  favor  of  electrically-driven  pumps 
in  conjunction  with  a  mountain-top  reservoir,  and  the  state- 
ment was  made  that  they  would  submit  further  plans  before 
any  definite  action  could  be  taken  by  the  city.  The  esti- 
mated cost  of  the  work  outlined  by  Engineer  Bain  is  in  the 
neighborhood  of  $300,000. 

Commissioner  Macallum  has  prepared  a  statement  of  the 
amount  expended  on  construction  works  by  the  city  of 
Ottawa  in  the  last  year.  The  total  amount  expended  by  the 
works  and  waterworks  departments  this  year  was  $034,267. 
In  addition  to  this,  $215,004  was  expended  under  local  im- 
provement by-laws.  Among  the  large  undertakings  were 
the  overland  pipe,  the  water  main  redistribution,  the  Ottawa 
South  sewer  and  Billings'  and  Pretoria  Avenue  bridges. 
Other  items  were  fire  hydrants  and  meters,  new  pumps,  water 
services,  and  short  main  extensions.  Another  civic  work 
was  the  Bank  Street  subway  on  which  $14,031  was  expended. 
Local  improvements  included  paving  on  Rideau,  Nepean, 
Lisgar,  Albert  and  Booth  Streets;  Rosemount  Avenue  was 
widened  and  $24,215  was  spent  on  concrete  waiks. 

Independent  action  may  be  taken  by  civic  officials  of 
Ford,  Ont.,  to  provide  a  system  of  sewage  disposal  for  the 
residents,  either  through  the  Essex  Border  Utilities  Com- 
mission or  by  the  establishment  of  a  separate  system  for  the 
municipality.  Mayor  Montreuil  would  prefer  action  through 
the  joint  commission  to  establish  a  system  for  the  five  muni- 
cipalities, but  in  view  of  the  probability  that  the  plans  of 
the  commission  may  be  slow  in  working  out,  he  and  the 
members  of  the  council  are  preparing  to  proceed  independ- 
ently.    Plans  which  are  under  consideration  would  mean  a 


probable  expenditure  of  about  $20,000  for  a  disposal  plant 
in  addition  to  the  cost  of  sewers.  Action  will  not  be  taken 
until  the  matter  has  been  taken  up  with  the  joint  commis- 
sion. An  independent  plan  undertaken  wou'd  be  carried 
out  with  a  view  to  connecting  with  the  joint  system  for  the 
municipalities  at  a  later  date. 

A  complete  and  exhaustive  report  was  recently  sub- 
mitted by  city  engineer  McArthur,  of  Guelph,  Ont.,  to  the 
city  council,  dealing  with  the  entire  waterworks  system  of 
Guelph,  as  it  applies  to  the  source  of  supply  and  the  carry- 
ing of  the  water  by  conduit  to  the  city.  Investigations  made 
by  the  engineer  showed  that  there  was  a  very  high  percent- 
age of  loss  through  leakage,  and  also  that  at  certain  sections 
the  poor  condition  of  the  conduit  allowed  contamination 
from  outside  sources.  Mr.  McArthur  recommended  altera- 
tions and  repairs,  which,  based  on  preliminary  estimates,  will 
cost  some  $75,000.  Tha  largest  item  of  this  amount  is  the 
replacing  of  practically  the  entire  main  conduit  from  the 
lower  end  of  the  inverted  syphon  to  the  head  springs,  using 
wood  pipe  in  place  of  the  vitrified  sewer  pipe  now  employed, 
estimate  $46,800.  Other  items  were,  developing  spring  basins, 
and  repairs  to  reservoirs,  including  the  installation  of  Ven- 
turi  meter  and  recording  apparatus. 


Personal 

Mr.  Jos.  McBride  has  been  engaged  as  engineer  of  the 
Halton  Brick  Company,  Brampton,  Ont. 

Major  William  Ashplant,  a  former  city  engineer  of  Lon- 
don, Ont.,  has  been  reported  as  wounded  on  the  firing  line 
in  France. 

Mr.  W.  G.  Ross,  chairman  of  the  Montreal  Harbour 
Commissioners,  has  been  elected  president  of  the  American 
Association  of  Port  Authorities. 

Mr.  G.  G.  Underbill  has  been  appointed  Montreal  re- 
presentative of  L.  G.  Mouchel  &  Partners,  engineers,  with 
office  in  the  New  Birks  Building. 

Major  A.  G.  Nutter,  now  in  the  hospital  at  Boulogne 
severely  wounded  in  the  shoulder  by  gunshot,  was  formerly 
the  representative  of  Mussens,  Limited.  Montreal,  at  the  gov- 
ernment terminals  in  Halifax. 

Mr.  F.  P.  Jones,  general  manager  of  the  Canada  Cement 
Company,  recently  conducted  a  party  of  brokers  and  financial 
men  over  the  plant,  a  good  deal  of  attention  being  devoted 
to  the  new  metallurgical  branch  of  the  company's  plant. 
From  the  electric  smelter  down  to  the  finished  product  at  the 
freight  car  door  there  was  every  evidence  of  a  well-rounded 
and  smooth  working  department. 

Mr.  John  L.  Lang,  of  the  engineering  firm  of  Lang  & 
Ross,  Sault  Ste.  Marie,  Ont.,  has  volunteered  for  active  ser- 
vice and  has  been  appointed  captain  in  the  242nd  Battalion 
now  forming  at  Montreal,  a  Forestry  unit  of  which  Lt.-Col. 
J.  B.  White  is  the  officer  commanding.  Now  that  both  mem- 
bers of  the  lirm  have  enlisted,  Mr.  K.  G.  Ross  being  with  the 
227th,  the  business  is  in  the  hands  of  Mr.  G.  L.  Ramsey, 
B.A.Sc,  D.L.S.,  O.L.S.,  who  has  been  associated  with  the 
firm  for  a  number  of  years.  Mr.  Ramsey  also  volunteered  for 
service  but  was  rejected  as  physically  ineligible. 


Obituary 

Mr.  George  N.  Erb,  who  was  formerly  known  in  Cal- 
gary, Alta.,  as  a  successful  contractor,  died  recently  from 
an  attack  of  heart  failure  while  hunting  in  the  woods  about 
18  miles  from  Sussex,  N.B.  Mr.  Erb  was  a  resident  of  St. 
John,  N.B.,  for  the  past  two  years. 


Contracts  Department 

News    of    Special    Interest   to   Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Chatham,  Ont. 

The  Water  Board  arc  about  to  con- 
struct a  water  main  extension  to  the 
sugar  factory.  Work  will  include  10  and 
12-incfa  pipe. 

The  City  Council  propose  to  lay  a  12- 
inch  sewer  on  drey  Street  by  day  labor. 
Chairman  of  the  Board  of  Works,  W.  A. 
I  lammond. 

Dover  Township,  Ont. 

Tenders  will  be  received  until  October 
7th  for  the  construction  of  pumping  plant 
for  the  Dolsen  Creek  Mechanical  Works. 
Plans  and  specifications  at  office  of  the 
Township  Engineer,  W.  J.  McGeorge, 
Chatham. 

Montreal,  Que. 

The  City  Council  will  construct  asphalt 
and  block  pavements  by  day  labor.  Ap- 
proximate cost.  $250,000.  Engineer.  P. 
Mercier. 

St.  John,  N.B. 

Tenders  on  the  construction  of  granite 
block  pavement  will  be  received  until  1 1 
a.m..  October  9th,  by  the  City  Clerk,  H. 
E.  Wardroper.  Plans  and  specifications 
at  office  of  the  Road  Engineer. 

Waterloo  Township,  Ont. 

The  Township  Council  are  considering 
the  construction  of  tile  sewers,  estimat- 
ed to  cost  $3,000.  Engineer,  Charles 
Moogh.  Cedar  and  Queen  Streets,  Wa- 
terloo. 

CONTRACTS  AWARDED. 

New  Toronto,  Ont. 

The  contract  for  mechanical  filters  has 
been  let  by  the  Town  Council  to  the 
American  Water  Softener  Company, 
Philadelphia.  Pa. 

Ottawa,  Ont. 

The  City  Council  have  let  the  contract 
for  construction  of  pavement  on  Park- 
dale  Street  to  T.  d.  Brigham,  85  Duke 
Street.  __. 

■■  -Jt. 

Pembroke,  Ont. 

The  Town  Council  have  let  a  contract 
for  construction  of  storm  sewers  to  H.  J. 
Beatty.  William  Street,  at  $10,000. 

Sarnia.  Ont. 

The  City  Council  have  awarded  the 
contract  for  construction  of  vitrified  sew- 
ers on  Emma  and  Wellington  Streets  to 
Harris  &  Wales,  219  Collingwood  Street. 

York  Township,  Ont. 

The  Township  Council  have  awarded 
the  following  contracts:  Asphalt  pave- 
ment, Constructing  and  Paving  Com- 
pany. Confederation  Life  Building,  To- 
ronto: concrete  sidewalks.  Constructing 
and  Paving  Company,  Toronto;  Oodson 
Contracting  Company,  Manning  Cham- 
bers. Toronto;  Grant  Contracting  Com- 
pany. 50  Front  Street  East,  Toronto. 


Railroads,  Bridges  and  Wharves 

Hamilton,  Ont. 

The  City  Council  are  having  plans  pre- 
pared for  a  subway  under  the  tracks  of 
the  Grand  Trunk  Railway  between  Dun- 
durn  Park  and  the  bay  shore.  Approxi- 
mate cost,  $6,000.    Engineer,  E.  R.  Gray. 

New  Brunswick  Province. 

The  St.  John  and  Quebec  Railway 
Company,  Frederic'ton,  propose  to  build 
a  bridge  across  the  Nerepis  River,  and 
have  submitted  plans  to  the  Public 
W'orks  Department,  Ottawa. 

Ontario  Province. 

A  vote  will  be  taken  on  January  1st  by 
the  municipalities  concerned  to  authorize 
the  construction  of  a  radial  railway  be- 
tween Port  Credit  and  liridgeburg.  Ap- 
proximate cost,  including  rolling  stock 
and  building,  $9,360,000. 

Victoria,  B.C. 

Tenders  on  the  construction  of  the 
Rock  Ray  bridge  will  be  received  until 
noon,  October  9th,  by  the  City  Clerk,  W. 
J.  Dowler.  Plans  and  specifications  at 
office  of  the  Engineer,  C.  H.  Rust. 

Wellington  Conuty,  Ont. 

Plans  of  the  proposed  bridge  are- being 
prepared  by  Engineer  F.  McArthur, 
Guelph,  and  work  will  start  in  the  spring. 
Approximate  cost,  $35,000. 

CONTRACTS  AWARDED. 

Chatham  Township,  Ont. 

The  Township  Council  have  awarded 
the  contract  for  construction  of  two  steel 
and  concrete  bridges  to  W'illliam  Strain, 
Turnerville.  at  $3,805. 

Savage  Mills,  Que. 

The  Municipal  Council  have  let  the 
contract  for  construction  of  a  concrete 
bridge  to  C.  J.  Dry  den  Company,  1215 
Green  Avenue,  Westmount,  Montreal. 
Approximate  cost,  $4,050. 

Sherbrooke,  Que. 

In  connection  with  the  construction  of 
a  concrete  dam  for  the  City  Council  the 
contract  for  penstock  has  been  let  to 
Jenckes  Machine  Company,  Ltd.,  Sher- 
brooke. 

St.  Valier,  Que. 

The  Municipal  Council  have  awarded 
the  contract  for  the  construction  of  a 
concrete  and  steel  bridge  to  La  Cie  Boyer 
Ltee.,  St.  Valier.  A  sub-contract  will  be 
let  for  steel  work.  Approximate  cost, 
$8,000. 


Public  Buildings,  Churches 
and  Schools 

CONTRACTS  AWARDED. 

Dauphin,  Man. 

The  contract  for  electrical  work  re- 
quired in  connection  with  the  Court 
House  has  been  awarded  to  McDonald  & 
Wilson  Electric  Company,  309  Fort 
Street,  Winnipeg. 


Hamilton.  Ont. 

In  connection  with  the  alterations  to 
Christ  Church  Cathedral  the  contract  for 
electrical  work  has  been  let  to  E.  A. 
Wark  Electric  Company.  8  John  Street 
North. 

Kitchener.  Ont. 

In  connection  with  the  church  which  is 
being  erected  for  the  Polish  Roman 
Catholic  Congregation  the  contract  for 
masonry  has  been  let  to  Elliott  Brothers, 
Waterloo,  Ont.,  and  the  carpentry  to  H. 
Dunker,  46  Shanley  Street,  and  W.  H. 
Dunker,  58  Louise  Street. 

Work  has  been  started  on  the  erection 
of  a  Sunday  school  in  connection  with 
St.  Peter's  Church,  Queen  street.  The 
masonry,  carpentry,  roofing,  and  plaster- 
ing have  been  let  to  H.  Dunker,  46  Shan- 
ley Street;  painting  and  glazing  to  D.  P. 
Knarr,  97  St.  Joseph  Street,  and  heating 
and  plumbing  to  W.  M.  Knell  &  Co.,  45 
King  Street.  West. 

Louisville,  Que. 

The  general  contract  for  the  erection 
of  the  parish  church  has  been  let  to  J. 
Coutune,  17  St.  Joseph  Street,  Levis. 
Steel,  stone,  and  terra  cotta  construction. 
Approximate  cost,  $175,000. 

Montreal,  Que. 

In  connection  with  the  church  base- 
ment which  is  being  constructed  for  St. 
Mary's  Polish  Church,  166  Fulleun  Street, 
the  contract  for  steel  has  been  awarded 
to  the  Dominion  Bridge  Company,  145 
St.  James  Street. 

The  contract  for  brick  work  required 
in  the  erection  of  a  church  on  Iberville 
Street  for  the  Ruthen  Catholic  Corpora- 
tion has  been  let  to  M.  Marotta.  112  Dro- 
let  Street.  Other  trades  will  be  let  by 
the  architect,  J.  A.  Karch,  72  Nfotre  Dame 
Street  East. 

Mt.  Hamilton.  Ont. 

In  connection  with  the  church  now 
being  built  for  the  Union  Church  congre- 
gation the  contract  for  roofing  has  been 
let  to  J.  Goatley,  203  Grosvenor  Street, 
and  heating  to  C.  Havers,  127  Wentworth 
Street. 

Ottawa,  Ont. 

The  contract  for  installation  of  a  heat- 
ing system  at  St.  Luke  Hospital  has  been 
let  to  the  Garth  Company,  2S  Craig 
Street,  Montreal.  Approximate  cost, 
$8,000. 

Sherbrooke,  Que. 

The  contract  for  the  heating  required 
in  connection  with  St.  Michael's  Cathed- 
ral has  been  let  to  J.  J.  Briand,  127;  St. 
Dominique  Street.  Montreal. 

St.  Coeur  de  Marie,  Que. 

The  general  contract  for  the  erection 
of  a  presbytery  for  the  parish  has  been 
let  to  J.  Harvey.  Hebertville  Station, 
and  work  will  start  in  the  spring.  Ksti- 
mated  cost,  $9.ooo. 

St.  John,  N.B. 

The  contract  for  rooting'  in  connection 
with  the  school  on  Bentley  Street  has 
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been  let  to  E.  W.  Green,  Tisal  Place,  St. 
John  East. 

St.  Norbert  Du  Cap  Chat,  Que. 

The  general  contract  for  the  erection 
of  a  church  and  sacristy  for  the  Roman 
Catholic  congregation  has  been  let  to  J. 
Collin,  Riviere  Du  Loup  Station.  Ap- 
proximate cost,  $61,000. 

St.  Thomas.  Ont. 

The  congregation  of  the  Anglican 
Church  have  secured  a  site  for  a  new 
building,  and  plans  will  be  prepared. 
Work  will  be  in  charge  of  the  rector, 
Rev.  Dean  Brownlee.  Approximate  cost, 
$5,000. 

Toronto,  Ont. 

Work  on  the  proposed  Nurses'  Home 
in  connection  with  St.  Michael's  Hospi- 
tal has  been  postponed  until  the  spring. 

Welland.  Ont. 

The  Board  of  Welland  County  Hospi- 
tal have  decided  to  limit  the  expenditure 
on  the  proposed  addition  to  $4,000. 

Business  Buildings  and  Indus- 
trial Plants 

Acton,  Ont. 

A  by-law  to  authorize  a  loan  and  grant 
of  a  free  site  to  the  Reliance  Shoe.  Com- 
pany, 350  Sorauren  Avenue,  Toronto, 
will  shortly  be  voted  upon. 

Alberta  Province. 

Strong  &  Dowler,  406  Grain  Exchange, 
Calgary,  have  commenced  the  erection  of 
elevators  at  Braitree,  Redlands,  Aberlin, 
Bon  Accord,  Metiskow,  Tofield,  Scot- 
ford,  Rocky  Mountain  House,  and  Ar- 
denade. 

Ashcroft,  B.C. 

Plans  of  a  hotel  for  C.  R.-  Crotts  have 
been  prepared  by  Emil  Guenther,'  Canada 
Hotel.  Frame  construction.  Approxi- 
mate cost,  $10,000. 

Bridgewater.  N.S. 

F.  W.  Clark  is  considering  the  erection 
of  a  fireproof  hotel,  and  desires  to  get  in 
touch  with  architects  and  contractors 
with  regard  to  the  project. 

Erindale,  Ont. 

S.  Price  &  Sons  propose  to  rebuild 
their  premises,  which  were  recently  de- 
stroyed by  fire.  Work  may  riot  start  un- 
til the  spring. 

Fenelon  Falls,  Ont. 

A.  Macleod.  57  Belamond  Avenue,  To- 
ronto, is  building  three  stores,  estimated 
to  cost  $6,000.  Brick  and  concrete  con- 
struction. 

Georgetown,  Ont. 

Work  is  about  to  start  on  the  erection 
<>f  a  factory  addition  for  Harley-Kay, 
Ltd,    Approximate  cost,  $15,000. 

Hamilton,  Ont. 

The  erection  of  a  theatre  in  connection 
with  the  Loew  Circuit  is  being  consid- 
ered by  L.  Solman,  Royal  Alexandra 
Theatre,  Toronto. 

London,  Ont. 

Tin-  Utilities  Board  are  receiving  fig- 
ures on  Bedford  stone,  New  Brunswick 
Stone,  and  terra  cotta  in  connection  with 
the  proposed  Hydro  office  building. 

i'lans  have  been  prapared  for  an  addi- 
tion to  the  premises  of  S.  F.  Lawrason  & 
Co.,  Nelson  and  Adelaide  Streets,  and 
lenders  are  being  received  by  tile  archi- 
tect, \\  .  G.  Murray.  Dominion  Savings 


Building.  Brick  construction.  Estimated 
cost,  $3,500. 

Maisonneuve,  Que. 

Plans  of  a  factory  for  the  Smardon 
Shoe  Company,  533  Visitation  Street, 
have  been  prepared  by  Ross  &  MacDon- 
ald,  1  Belmont  Street,  and  tenders  will  be 
called  shortly. 

Montreal,  Que. 

Plans  of  a  factory  for  F.  W.  Homer, 
Ltd.,  142  St.  Urbain  Street,  are  being  pre- 
pared by  Ross  &  MacDonald,  1  Belmont 
Street. 

In  connection  with  the  plant  which  is 
being  built  for  Thompson  &  Morris  Com- 
pany, Notre  Dame  Street  East,  tenders 
on  electr'cal,  heating,  and  ventilating 
work  will  soon  be  called  by  the  engi- 
neers. Lockwood,  Greene  &  Co.,  Boston, 
Mass. 

W.  E.  Doran,  189  Bleury  Street,  has 
prepared  plans  of  a  store  for  P.  Wright 
&  Son,  and  will  shortly  call  for  tenders. 
Brick  construction.  Approximate  cost, 
$10,000. 

New  Toronto,  Ont. 

Brown's  Copper  and  Brass  Rolling 
Mills,  Ltd.,  are  building  an  addition  to 
their  plant  by  day  labor.  Steel  and  brick 
construction.    Approximate  cost,  $25,000. 

The  Imperial  Bank,  Leader  Lane,  To- 
ronto, have  secured  a  site  for  a  bank 
building,  which  they  will  probably  erect 
next  year. 

Saskatoon,  Sask. 

Plans  are  being  prepared  for  a  large 
addtion  to  the  premises  of  Thompson  & 
Needham,  First  Avenue  North. 

Sherbrooke,  Que. 

Work  has  been  started  on  razing  an 
existing  building  preparatory  to  the  erec- 
tion of  an  addition  to  the  Continental 
Hotel  for  Arthur  Chevalier,  Albert  Lane. 
Red  brick  construction.  Approximate 
cost,  $4,000. 

South  Vancouver,  B.C. 

The  City  Council  have  appointed  a 
Committee  to  select  a  site  for  a  fire  hall. 

St.  Thomas.  Ont. 

The  Canadian  Woodenware  Company 
intend  to  rebuild  their  plant,  which  was 
recently  destroyed  by  fire.  Manager,  A. 
J.  Voege. 

Stratford,  Ont. 

James  S.  Russell,  Gordon  Block,  has 
prepared  plans  for  alterations  to  a  store 
and  office  at  Erie  and  Ontario  Streets, 
and  will  shortly  call  for  tenders.  Brick 
and  steel  construction.  Approximate 
cost,  $9,000. 

Toronto,  Ont. 

W.  H.  Maton,  1723  Dufferin  Street,  is 
about  to  commence  the  erection  of  a 
store  and  apartment  block,  estimated  to 
cost  $5,000.  Smaller  trades  will  be  let. 
Brick  construction. 

I'lans  of  a  factory  to  be  built  for  Fash- 
ion Waists,  Ltd.,  68  Claremont  Street, 
have  been  prepared  by  R.  S.  Hambleton, 
41  Sussex  Street.  Brick  construction. 
Estimated  cost,  $6,000.  Contract  will 
shortly  be  let  by  owner. 

Tlie  Hoard  of  Control  are  considering 
the  construction  of  stables  at  the  West- 
ern Cattle  Market,  and  a  report  will  be 
prepared  by  the  Property  Commissioner, 
I),  l  liisholm.    Approximate  cost,  $10,000. 

Vancouver,  B.C. 

I'lans  of  a  club  house  for  the  Shaifdi- 
nessy    Heights    Golf    Club    have  been 


drawn  by  li.  C.  Palmer,  704  London 
Uuillding,  and  tenders  will  lie  called 
shortly.  Frame  construction.  Approxi- 
mate cost,  $20,000. 

Windsor.  Ont. 

Walker  &  McPhail.  Tuson  Block,  have 
prepared  plans  of  a  power  and  office 
building  to  be  erected  for  a  syndicate,  at 
an  approximate  cost  of  $100,000.  Steel 
and  reinforced  concrete  construction. 

CONTRACTS  AWARDED. 

Fort  Willliam.  Ont. 

I  n .  connection  with  the  erection  of  a 
factory  addition  for  the  Canada  Starch 
Company,  Ltd.,  Montreal  and  Fort  Wil- 
liam, the  contract  for  excavating  has  been 
let  to  Hacquoil  Brothers,  149  Amelia 
Street,  piling  to  Stewart  McKenzie,  113 
Finlayson  Street,  and  plumbing  to  Do- 
minion Plumbing  Company,  600  Simpson 
Street. 

Gait.  Ont. 

The  general  contract  for  the  erection 
of  a  factory  addition  for  the  Gait  Paper 
Box  Company  has  been  let  to  Thomas  & 
Hancock.    Approximate  cost,  $4,000. 

Kitchener,  Ont. 

Work  is  progressing  on  the  erection  of 
a  factory  for  H.  E.  Schreiter.  117  King 
Street  West.  The  masonry  has  been  let 
to  Casper  Brown,  296  King  Street  W  est, 
and  carpentry  to  H.  Dunker,  46  Shanley 
Street.  Other  trades  will  be  let  by  own- 
er.   Approximate  cost,  $10,000. 

The  contract  for  heating  and  plumbing 
required  in  connection  with  the  factory 
which  is  being  built  for  the  Onward 
Manufacturing  Company  has  been  let  to 
M.  Weickel  &  Son,  King  Street,  Water- 
loo. 

The  general  contract  for  the  erection 
of  a  store  and  apartment  block  for  E. 
Eassy,  Eby  Street,  has  been  let  to  P. 
Cragnoline,  King  Street.  Brick  construc- 
tion. Approximate  cost,  $8,000.  Archi- 
tects, C.  E.  &  W.  C.  Cowan,  200  Victoria 
Street. 

Maisonneuve,  Que. 

In  connection  with  the  picture  theatre 
which  is  now  being  built  for  the  Theatre 
Maisonneuve,  Ltd.,  the  contract  for  tile 
work  has  been  let  to  Mitchell  &  Co..  64 
Belair  Avenue,  Montreal,  and  the  con- 
tract for  ventilating  system  to  Canadian 
Sirocco  Company,  211  McGill  Street. 
Montreal. 

The  contract  for  excavation  required  in 
the  erection  of  a  factory  for  the  United 
Shoe  Machinery  Company,  Bennett 
Street,  has  been  let  to  the  Deakin  Con- 
struction Company,  37  Mayor  Street 
Montreal.  Architect.  H.  C.  Stone,  84  St. 
Francois  Xavier  Street,  Montreal. 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  premises  for  La  Banque  de  Hochelaga. 
112  St.  J  ames  Street,  has  been  awarded 
to  M.  Meloche,  1911  Masson  Street. 
Brick  construction.  Approximate  cost, 
$8,000. 

Work  has  been  started  on  the  erection 
of  a  garage  for  A.  E.  Ogilvie,  93  Red- 
path  Street.  The  contract  for  masonry 
and  brick  work  has  been  let  to  John 
Wighton,  19  Sussex  Avenue,  and  smaller 
trades  will  be  let  by  the  architect,  R. 
Findlay,  K)  Beaver  Hall  Hill.  Reinforced 
concrete  and  brick  construction.  Esti- 
mated cost,  $4,000. 

In  connection  with  the  addition  now 
being  built  at  the  premises  of  Lymburn- 
ers,  Ltd.,  360  St.   Paul  Street  East,  the 
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contract  foi  steel  sash  has  been  lei  to 
Steel  and  Radiation,  Ltd.,  304  Univer- 

-it\  Street,  ami  the  contract  lor  elevators 

(   i  >  1 1  ^  Pensom  Elevator  Company,  Ltd., 

168  St.  lames  Street. 

Moose  Jaw.  Sask. 

I'he  general  contract  for  alterations  to 
the  premises  of  Rohinson  McBean  Ltd.. 
has  I. een  let  to  Alexander  Ferguson,  39 
[roqaoia  Street.  Approximate  cost, 
sr.. into 

New  Toronto.  Ont. 

The  contract  for  carpentry  reepjired  in 
the  erection  of  an  office  building  for 'J.  F. 
Brown,  care  of  Brown's  Copper  and 
Bi  Rolling  Mills.  Ltd..  has  been  let 
t.>  lames  Mckenzie.  447  Gladstone  Ave- 
nue. Toronto,  and  steel  to  McGregor  & 
Mclntvre.  1139  Shaw  Street,  Toronto. 

Ottawa.  Ont. 

In  connection  with  the  store  and  apart- 
ment block  which  is  now  being  built  for 
the  Federal  Trust  Company  the  contract 
Foi  masonry  has  been  let  to  T.  C.  James, 
140  Flora  Street. 

Ouebec.  Que. 

In  connection  with  the  theatre  which 
is  being  built  for  Montclam  Theatre  and. 
St.  John  Company,  Limited,  the  contract 
for  carpentry  has  been  awarded  to  E. 
Rcrtrand.  2HS  Third  Avenue.  Limoilou. 
Heating,  plumbing  and  electrical  work 
will  also  be  sub-let  by  owners. 

The  general  contract  for  the  erection 
of  a  warehouse  for  P.  T.  Legare,  Ltd., 
879  St.  Paul  Street,  has  been  let  to  H. 
Levasseur.  and  work  has  been  started. 
Frame  and  asbestos  shingle  construction. 
Approximate  cost,  $10,000. 

In  connection  with  the  erection  of  a 
factory  for  La  Cie  de  Lithographic  Ltd., 
the  contract  for  heating  has  been  let  to 
J.  E.  Rouillard.  53  Lafrance  Street.  Elec- 
trical work  by  day  labor. 

Toronto.  Ont. 

Smith  Brothers,  Duke  and  Parliament 
Streets,  have  let  the  general  contract 
for  the  erection  of  a  garage  to  William 
\<.kers.  228  Rusholme  Road.  Steel  and 
concrete  construction.  Estimated  cost. 
$s.ooo. 

G.  C.  Briggs.  34  Victoria  Street,  is 
building  additions  and  making  laterations 
to  an  express  office  on  Front  Street  East 
for  the  Canadian  Northern  Railway.  1 
Toronto  Street.  Approximate  cost,  $7,000. 

S.  L.  Yolles.  67  Baldwin  Street,  is 
building  a  warehouse  for  Northrop  & 
Lyman  Company,  Ltd.,  86  Richmond 
Street  West.  The  contract  for  plumbing 
and  heating  has  been  let  to  A.  Welch  & 
Son.  304  Queen  Street  West,  and  the  con- 
tract for  sash  to  A.  B.  Ormsby,  48  Abell 
Street.    Approximate  cost,  $75,000. 

The  general  contract  for  the  erection 
of  three  factory  buildings  for  the  Cana- 
dian National  Carbon  Company,  99  Paton 
Road,  has  been  awarded  to  the  John  V. 
Gray  Construction  Company,  Ltd.,  Con- 
federation Life  Building,  who  are  now 
receiving  tenders  on  roofing,  sheet  metal 
work,  painting  and  glazing.  Approximate 
cost.  $25,000. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  of  the 
Harris  Abattoir  Company.  St.  Clair  Ave- 
nue West,  has  been  let  to  the  John  V. 
Gray  Construction  Company,  Ltd.  Brick 
and  concrete  construction.  Approximate 
cost,  $3,000. 

In  connection  with  the  erection  of  a 
factory  for  Willliam  Wrigley,  Jr.,  Com- 
pany, Ltd.,  Carlaw  Avenue,  the  contract 


lor  plumbing  has  been  let  to  Sheppard  & 
Abbott,  78  Harbord  Street. 

The  contract  for  steam  fitting,  etc..  in 
connection  with  the  erection  of  a  ma- 
chine shop  lor  the  Russell  Motor  Car 
t'ompany,  270  King  Street  West,  has 
been  lei  to  Sheppard  &  Abbott,  78  Har- 
bord Street. 

Welland.  Ont. 

The  general  contract  for  the  erection 
of  a  garage  on  North  Main  Street  for 
Harry  Rice  has  been  awarded  to  Ryan  & 
Gardner.  Brick  and  hollow  tile  construc- 
tion.   Approximate  cost,  $3,000. 

Windsor,  Ont. 

The  general,  masonry,  carpentry,  roof- 
ing, plastering,  and  painting  "  contracts 
for  the  erection  of  an  exchange  building 
lor  the  Bell  Telephone  Company  have 
been  awarded  to  Founder  Brothers,  Bank 
of  Toronto  Building;  steel  work  to  Cana- 
dian Bridge  Company,  Ltd.,  Walkerville, 
and  heating  and  plumbing  to  Pennington 
&  Brian.  47  Sandwich  Street  West.  Elec- 
trical work  by  owners. 

Winnipeg,  Man. 

The  following  contracts  have  been  let 
in  connection  with  the  warehouse  now 
being  built  for  the  Grain  Growers'  Grain 
Company,  Lombard  Street:  Steel,  Vulcan 
Iron  Works,  Point  Douglas;  painting 
and  glazing,  Taylor  Painting  and  Decor- 
ating Company,  259  Smith  Street;  roof- 
ing, Metal  Shingle  and  Siding  Company, 
Notre  Dame  Street;  plumbing  and  heat- 
ing, Boyer  and  Boag,  Ltd.,  45  Olivia 
Street;  electrical  work,  Levy  Electric 
Company,  493  Portage  Avenue;  fire 
escapes,  Western  Supply  Company,  Pa- 
cific and  Yeoman  Streets.  Plastering, 
masonry,  and  carpentry  by  general  con- 
tractors. 

Youngstown,  Alta. 

The  general,  masonry,  carpentry,  roof- 
ing, plastering,  and  painting  contracts 
for  the  erection  of  premises  for  the  Bank 
of  Toronto  have  been  awarded  to  Clay- 
don  Bros.,  Furby  Place,  Winnipeg.  Brick 
construction.    Approximate  cost,  $40,000. 


Residences 

Hamilton,  Ont. 

Tenders  are  now  being  received  for  the 
erection  of  an  apartment  house  for  H. 
Levitt,  Beamsville.  Approximate  cost, 
$10,000.  Architect,  W.  H.  Hunkin,  Lister 
Building. 

Montreal,  Que. 

A.  Zappe,  240  Fifth  Avenue,  has  com- 
menced the  erection  of  a  residence,  es- 
timated to  cost  $3,000.  Brick  construc- 
tion. 

J.  Simard,  5645  Souligny  Street,  has 
started  work  on  a  block  of  flats,  esti- 
mated to  cost  $10,000.  Brick  veneer  con- 
struction. 

W.  Maille,  2228  St.  Hubert  Street,  is, 
building  two  residences  by  day  labor. 
Brick  veneer  construction.  Approximate 
cost,  $6,000. 

E.  Chicoine,  2036  Cartier  Street,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $3,000.  Brick  veneer 
construction. 

A.  Archambault,  4356  De  Vaudrieul 
Street,  has  commenced  the  erection  of 
three  residences,  estimated  to  cost  $3,000. 
Brick  veneer  construction. 

New  Toronto,  Ont. 

J.   F.   Brown   is   building  a  boarding 


house,  estimated  to  cost  $25,000,  and  two 
duplex  residences  by  day  labor.  Archi- 
lect,  Henry  Simpson,  79  Spadina  Ave- 
nue, Toronto. 

Ottawa,  Ont. 

A.  Davidson,  69  Grosvenor  Avenue,  is 
building  a  residence  on  Arlington  Street, 
and  is  receiving  tenders  on  plastering, 
painting,  heating,  plumbing  and  electric- 
al work. 

A.  W.  Davidson,  69  Grosvenor  Street, 
has  commenced  the  erection  of  a  resi- 
dence, estimated  to  cost  $6,000.  Brick- 
veneer  and  stucco  construction. 

A.  G.  Fournier,  372  Frank  Street,  is 
about  to  start  work  on  an  addition  to 
apartments  on  Albert  Street.  Brick  ve- 
neer construction.    Estimated  cost,  $3,000. 

B.  A.  Grison,  Fentiman  Avenue,  is 
building  a  residence,  estimated  to  cost 
$3,000.  Brick  veneer  and  stucco  con- 
struction. 

Preston,  Ont. 

Louis  Southern,  care  of  W.  J.  Schleu- 
ter,  has  secured  a  site  for  a  residence, 
and  will  prepare  plans.  Approximate 
cost,  $3,000. 

Quebec,  Que. 

T.  Lajeunesse,  54  Fourth  Avenue,  Lim- 
oilou, has  commenced  the  erection  of  a 
residence  by  day  labor.  Frame  and 
brick  construction.  Approximate  cost. 
$3,000. 

Wilfred  Legare.  Ste.  Foye  Road,  is 
building  a  residence  by  day  labor,  esti- 
mated to  cost  $8,000.  Brick  construc- 
tion. 

Victor  Therrien.  21  Third  Street,  Stad- 
acona,  has  commenced  the  erection  of 
a  residence  by  day  labor.  Frame  and 
brick  construction.  Estimated  cost. 
$3,000. 

J.  A.  Poitras,  185  St.  John  Street,  has 
started  work  on  a  residence,  estimated 
to  cost  $4,000.     Brick  construction. 

Sherbrooke,  Que, 

Oscar  Riopelle,  104  Alexander  Street, 
has  started  work  on  a  tenement  house 
by  day  labor.  Brick  construction.  Es- 
timated cost,  $7,500. 

The  Sherbrooke  Real  Estate  Company. 
143  Wellington  Street,  have  commenced 
the  erection  of  three  tenement  houses, 
estimated  to  cost  $15,000.  Brick  con- 
struction. Architect,  L.  N.  Audet,  37 
King  Street. 

The  Sherbrooke  Real  Estate  Company, 
143  Wellington  Street,  have  commenced 
the  erection  of  five  tenement  houses,  es- 
timated to  cost  $25,000.  Frame  and  brick 
construction.  Architect.  L.  N.  Audet, 
37  King  Street. 

Stratford,  Ont. 

C.  Kennedy,  29  Church  Street,  is  con- 
sidering alterations  to  six  residences,  es- 
timated to  cost  $10,000,  and  also  con- 
templates the  erection  of  three  more  at 
an  approximate  cost  of  $7,500.  Pressed 
brick  construction. 

Toronto,  Ont. 

S.  B.  Green,  111  Evelyn  Crescent,  has 
started  work  on  a  residence  at  99  High 
Park  Avenue,  estimated  to  cost  $3,000. 
Brick  construction.  Approximate  cost. 
$3,000. 

Tenders  have  been  received  for  the 
erection  of  a  residence  on  Douglas  Drive 
for  E.  McLean,  care  of  the  architects. 
Burke,   Horwood   &   White,  229  Yongc 
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Street.  Brick  and  stone  construction. 
Approximate  cost,  $15,000. 

R.  J.  Cole,  224  Glenholme  Street,  has 
started  work  on  a  pair  of  residences,  es- 
timated to  cost  $6,000.  Brick  construc- 
tion. 

F.  H.  Miller,  297  Lauder  Avenue,  has 
commenced  the  erection  of  three  resi- 
dences on  Lauder,  estimated  to  cost 
$3,000  each.  Smaller  trades  will  be  let. 
Brick  construction. 

Nightscales  &  Smith.  1880  Queen  Street 
East,  have  started  work  on  a  residence, 
estimated  to  cost  $3,000.  Brick  construc- 
tion. 

M.  T.  Frankish,  30  Balfour  Avenue,  has 
commenced  the  erection  of  a  pair  of 
residences,  estimated  to  cost  $4,000. 
Brick  construction. 

W.  Saul,  58  Balmoral  Avenue,  is  re- 
ceiving tenders  on  heating  and  plumbing 
in  connection  with  the  residence  which 
he  is  building. 

Nicholson  &  Company,  167  Yonge  St., 
have  started  work  on  a  pair  of  stores 
and  residences,  estimated  to  cost  $4,800. 
Brick  construction. 

Charles  Hough.  905  Broadview  Ave- 
nue, is  receiving  tenders  on  hot  water 
heating,  plumbing,  plastering  and  paint- 
ing in  connection  with  the  residence 
which  he  is  building. 

A.  Edmonds,  35  Thome  Crescent,  is 
about  to  >tar^  work  on  the  erection  of  a 
residence,  and  is  receiving  tenders  on 
brick  work,  labor  only.  Approximate 
cost,  $3,000. 

Work  on  a  residence  has  been  started 
by  John  McCandlish,  208  Lauder  Ave- 
nue, who  will  let  smaller  trades.  Brick 
construction.    Approximate  cost,  S3, 000. 

T.  Brest,  129  Roehampton  Avenue,  has 
commenced  the  erection  of  a  duplex 
residence,  and  will  let  smaller  trades. 
Brick  construction.  Estimated  cost, 
$7,000. 

J.  M.  Walkey,  326  Shaw  Street,  has 
started  work  on  three  residences,  esti- 
mated to  cost  $6,000.  Brick  construc- 
tion. 

J.  W.  Clare,  1759  Dufferin  Street,  is 
about  to  start  work  on  three  residences, 
estimated  to  cost  $6,000.  Smaller  trades 
will  be  let.     Brick  construction. 

J.  H.  C.  Durham,  care  of  Merchants 
Fire  Insurance  Company,  86  Adelaide 
Street  East,  is  considering  the  erection 
of  a  residence,  and  has  secured  a  site. 
Brick  construction.  Approximate  cost, 
$5,000. 

J.  A.  Howden,  437  Quebec  Avenue,  is 
about  to  start  work  on  two  residences 
and  will  let  smaller  trades.  Approximate 
cost,  $5,500.    Brick  construction. 

J.  D.  Naylor,  129  Glenholme  Avenue, 
is  about  to  start  work  on  a  residence, 
estimated  to  cost  $3,000.  Brick  con- 
struction. 

Wolfville,  N.S. 

L.  E.  Shaw  is  considering  the  erection 
of  a  residence  at  an  approximate  cost 
of  $3,000.    Brick  construction. 

CONTRACTS  AWARDED 

Hamilton,  Ont. 

J.  Somerville,  166  Prospect  Street,  pro- 
poses to  build  a  residence  on  Melrose 
Avenue,  and  has  let  the  following  con- 
tracts:— masonry  and  steel.  Lewington 
&  White,  140  Rosslyn  Street;  plastering, 
F.   Mountain,  35   West   Avenue  North; 


heating  and  plumbing,  H.  Barnes,  93 
Clyde  Street;  electrical  work,  F.  Thorn- 
ton, 174  Balmoral  Street  North.  Approxi- 
mate cost,  $4,000. 

W.  P.  Harris,  20  Fairleigh  Avenue 
South,  has  let  the  general,  masonry,  car- 
pentry and  roofing  contracts  for  the  erec- 
tion of  a  residence  to  S.  Easter,  25  Fair- 
leigh Avenue  South.  Brick  construction. 
Approximate  cost,  $3,500. 

T.  Allen,  265  Robert  Street,  has  had 
plans  prepared  for  two  residences  which 
he  proposes  to  build  on  Argue  Street, 
and  has  let  the  masonry  and  steel  work 
to  A.  Beddie,  207  Burris  Street.  Brick 
construction.  Estimated  cost,  $2,500 
each. 

H.  Dunham,  719  Cannon  Street  East, 
has  let  the  general,  masonry,  carpentry 
and  roofing  contracts  for  the  erection  of 
three  residences  to  A.  Howard,  -50  Ross- 
lyn Avenue.  Brick  construction.  Esti- 
mated cost.  $3,500  each. 

Plans  have  been  prepared  for  a  resi- 
dence and  garage  to  be  built  by  A.  Mc- 
Mullen,  50  Kensington  Avenue,  and  the 
contract  for  masonry  and  steel  has  been 
let  to  Lewington  &  White,  140  Rosslyn 
Avenue.  Brick  construction.  Estimated 
cost,  $3,000. 

J.  Somerville,  166  Prospect  Street,  pro- 
poses to  build  a  residence  at  an  approxi- 
mate cost  of  $4,000,  and  has  let  the  ma- 
sonry and  steel  work  to  Lewington  & 
White,  140  Rosslyn  Avenue,  plastering  to 
F.  Mountain,  35  West  Avenue  North, 
heating  and  plumbing  to  H.  Barnes,  93 
Clyde  Street,  and  electrical  work  to  F. 
Thornton,  174  Balmoral  Street  North. 

The  general  contract  for  the  erection 
of  a  residence  for  R.  G.  Laidlaw,  9  Mel- 
rose Avenue,  has  been  let  to  J.  B.  Thomp- 
son, 66  Barnsdale  Avenue.  Brick  con- 
struction.   Approximate  cost,  $4,000. 

Kitchener,  Ont. 

S.  R.  Michaelis.  Weber  Street  West, 
has  awarded  the  general  contract  for 
the  erection  of  a  residence  to  R.  Bier- 
wagon,  213  Waterloo  Street.  Brick  con- 
struction.   Approximate  cost,  $3,000. 

Levis,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  N.  Maranda,  14  Deziel 
Street,  has  been  let  to  J.  Blais.  Approxi- 
mate cost,  $6,000. 

Lindsay,  Ont. 

The  general  contract  tor  the  erection 
of  a  residence  on  Bond  Street  for  W.  J. 
Mullen,  Box  296,  Lindsay,  has  been  let 
to  M.  H.  McGoeugh.  Brick  construction. 
Estimated  cost,  $3,500. 

London,  Ont. 

Charles,  Bright,  122  Windsor  Avenue, 
has  let  the  general  contract  for  the  erec- 
tion of  a  residence  to  Hyatt  Brothers, 
288  Egerton  Street.  Brick  construction. 
Approximate  cost,  $3,000. 

Oshawa,  Ont. 

Tn  connection  with  the  erection  of  a 
residence  for  R.  S.  McLaughlin,  the  con- 
tract for  plastering  has  been  let  to  R.  C. 
Dancy,  16.3  Spadina  Road,  Toronto. 

In  connection  with  the  residence  now 
in  course  of  erection  for  T.  H.  Duthie, 
134  McLeod  Street,  the  contract  for 
electrical  work  has  been  let  to  E.  G. 
Tressider,  58  Fifth  Avenue,  and  roof- 
ing to  the  general  contractor. 

Quebec,  Que. 

The  general  contract  for  the  erection 


of  a  residence  on  Ninth  Street.  Limoilou. 
has  been  let  to  W.  Boucher,  42  Bayard 
Street.  Frame  and  brick  construction. 
Approximate  cost,  $4,000. 

J.  B.  J.  Blais,  267  Fourth  Avenue,  Lim- 
oilou, has  awarded  the  general  contract 
for  the  erection  of  a  residence  to  A. 
Simard,  214  Fourth  Avenue,  Limoilou. 
Frame  and  brick  construction.  Approxi- 
mate cost,  $4,000. 

Toronto,  Ont. 

E.  Gagnon,  2359  Queen  Street  East, 
has  let  the  contract  for  masonry  in  con- 
nection with  the  apartments  which  he 
is  building  to  E.  J.  Sewell,  204  Waverley 
Road,  and  the  carpentry  to  C.  Barnard, 
89  Woodbine  Avenue. 

W.  H.  Avison,  573  Indian  Road,  is 
building  a  residence  on  Northcliffe  Boule- 
vard, and  has  let  the  contract  for  plumb- 
ing to  I.  Maude.  Approximate  cost, 
$5,000. 

George  Edwards,  2  Ravensden  Ave- 
nue, is  building  a  pair  of  residences  on 
Lauder  Avenue,  and  has  let  the  contract 
for  plumbing  and  heating  to  John  Mc- 
Candish,  208  Lauder  Avenue.  Brick  con- 
struction.   Estimated  cost.  $5,000. 

George  E.  Case,  58  Oakwood  Avenue, 
has  let  the  contract  for  excavation  re- 
quired in  the  erection  of  two  residences 
on  Glenholme  to  F.  E.  Hutton,  272  Perth 
Avenue.  Work  has  been  started  on  one 
residence.  Brick  construction.  Esti- 
mated cost.  $4,000  each. 

H.  A.  Johnston,  63  Normandy  Boule- 
vard, has  let  the  contract  for  lathing 
two  residences  which  he  has  built  on 
Lauder  Avenue  to  F.  Eddy,  44  Earls- 
cours  Street.  Other  small  trades  will  be 
let  by  owner.    Approximate  cost,  $6,000. 

The  general  contract  for  the  erection 
of  a  residence  at  14  Lauder  Avenue  for 
S.  E.  Alger,  Kingsmount  Park  Road, 
has  been  let  to  J.  D.  Naylor,  129  Glen- 
holme Avenue.  Brick  construction.  Es- 
timated cost,  $4,000. 

The  general  contract  for  the  erection 
of  a  duplex  residence  for  T.  Gingras, 
459  Adelaide  Street  West,  has  been  let 
to  H.  Gingras.  12  Cowan  Avenue,  and 
work  has  been  started.  Tenders  on 
plumbing,  heating,  wiring,  plastering  and 
painting  are  now  being  received  by  the 
contractor.    Approximate  cost,  $5,000. 

Power  Plants,  Electricity  and 
Telephones 

Amabel  Township,  Ont. 

The  Township  Council  are  considering 
the  installation  of  a  hydro  power  and 
lighting  system,  and  will  secure  esti- 
mates at  once.  Clerk,  George  C.  Wain, 
Allcnford. 

Dunnville,  Ont. 

A  by-law  has  been  passed  authorizing 
the  borrowing  of  $53,000  for  the  pur- 
chase of  the  existing  light  and  power 
plant  and  for  installing  a  system.  Town 
Clerk,  J.  W.  Holmes. 


Fires 

Camden  Township,  Ont. 

Farm  buildings  of  Charles  Lapointc, 
Concession  6,  Dresden.  Loss,  $2,500. 
Owner  plans  to  rebuild. 

Danville,  Que. 

Two  barns  owned  by  John  Snader. 
Loss,  $4,000. 

Continued  on  page  46 


Tenders  for 
News  Privileges  on 
T.  &  N.  0.  Trains 


Scaled  tenders  addressed  to  the  undersigned, 
when  marked  on  envelope  "Tenders  for  News 
Privileges  on  T.  &  N.  O.  trains."  will  he  received 
1.'  '  k  no, .11,  Wednesday,  18th  day  of 
October.  1916,  lor  the  privilege  of  selling  upon 
pMSengei  trains  operated  by  T.  &  X.  ().  Railway 
Commission  on  its  line  of  railway,  between  North 
Hay  and  Cochrane,  including  branch  lines — news- 
papers, hooks,  periodicals,  publications,  nuts, 
trims,  confections  of  all  kinds,  cigars,  stationery, 
fancy  goods  and  such  other  articles  as  are  usually 
Sold  on  railway  trains. 

No  articles  shall  be  put  up  for  sale  that  may 
be  deemed  objectionable  by  Commission. 

Lease  to  be  effective  January,  1017. 

Tenders  to  be  for  periods  of  one,  three  and  live 
years  respectively  and  must  be  accompanied  by 
proper  security. 

Successful  tenderer  will  be  required  to  furnish 
bond  from  responsible  company  for  full  amount  of 
contract. 

Highest  or  any  tender  not  necessarily  aecepted. 
Dated   at   Toronto,   this   twenty-ninth   day  of 
September,  A.D.  1010. 

\V.  II.  MAC XI).  Secretary-Treasurer, 
T.  &  X.  O.  Railway, 
40-40  56  Church  Street,  Toronto,  Ont. 


Tenders  Wanted  for 

Structural  Steel 


PARLIAMENT  BUILDING 
OTTAWA 


Tenders  will  be  received  by  the  undersigned 
until  4  p.m..  Tuesday.  October  10th.  1916,  for  the 
Structural  Steel  required  in  the  erection  of  the 
above  building. 

All  tenders  are  to  be  based  on  Two  Thousand 
Tons  of  Structural  Steel,  more  or  less,  fabricated, 
delivered  at  the  building  and  erected  in  place. 

Plans  and  specifications  and  any  other  informa- 
tion required  can  be  obtained  at  the  office  of  the 
Architects. 

Each  tender  must  be  accompanied  by  an  accept- 
ed cheque  on  a  chartered  bank,  payable  to  the 
Minister  of  Public  Works,  for  a  sum  not  less 
than  2  per  cent,  of  the  amount  of  the  tender, 
which  will  be  forfeited  if  the  parties  tendering 
decline  to  enter  into  a  contract  when  called  upon 
to  do  so,  or  fail  to  complete  the  work  contracted 
for.  If  the  tender  is  not  accepted,  the  cheque 
will  be  returned.  If  the  tender  is  accepted,  an 
additional  cheque  for  a  sum  equivalent  to  (S  p.c.) 
eight  per  cent,  of  the  amount  of  the  tender  must 
be  deposited  before  the  contract  is  signed.  The 
total  security  will  be  forfeited  if  the  Contractor 
fails  to  complete  the  work  contracted  for. 

Envelopes  containing  tender  to  he  marked 
"Tenders  for  Structural  Steel." 

JOHX  A.  PEARSOX. 
JOHX  O.  MARCH AXD, 

Centre  Block,  Parliament  Hill, 
40-40  Ottawa,  Ont. 


BUILDERS 


Builders  could  make  money,  building,  selling 
or  renting  workmen's  cotlagcs  at  our  New  On- 
tario divisional  points,  especially  Capieol,  near 
Sudbury,   now  ready. 

Capreol  townsite  is  on  a  large  cleared  gravel 
plain,  where  fireproof  cement  bungalows  can  be 
built  out  of  cellar  excavations.  Will  be  our 
best  Divisional  Point,  as  it  is  the  junction  of 
Toronto  and  Montreal  main  lines  going  west. 
It  is  in  the  nickel  belt  and  on  the  shore  of  the 
Vermillion  River.  The  other  three  Divisional 
Points  will  be  ready  later.  Phone  Main  4840  and 
ask  for 

CYRIL  T.  YOUNG, 

Manager  Eastern  Lands, 
34-42  Canadian  Northern  Railway. 


Tenders  for  Lavatory 
and  Waiting  Room 


Bulk  tenders  for  .all  trades  required  in  con- 
nection with  the  erection  of  a  lavatory  and  wait- 
ing room  at  Sunnyside  will  be  received  by  reg- 
istered post  only,  addressed  to  the  undersigned, 
up  to  noon  on  Tuesday,  17th  October,  1916. 

Plans  and  specifications  may  be  seen  and  forms 
of  tender  and  all  information  obtained  at  the 
office  of  the  City  Architect,  City  Hall,  Toronto. 
Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  The  usual 
conditions  relating  to  tendering  as  prescribed  by 
the  city  by-laws  must  be  strictly  complied  with 
or  tenders  may  not  be  entertained.  Tenderers 
shall  submit  with  tender  the  names  of  .two  per- 
sonal sureties  or  the  bond  of  a  Guarantee  Com- 
pany approved  by  the  City  Treasurer.  The  low- 
est or  any  tender  not  necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 
40-40  Chairman  of  Board  of  Control. 


BOILERS  FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


MIXER  WANTED 


Wanted  to  buy  good  second-hand  concrete  out- 
lit.  Preferably  Smith  or  Ransom  mixer,  hopper 
brcket  and  spouting  equipment.  James  A. 
Wickett,  803  Traders  Bank  Building,  Toronto, 
Ont.  40-40 


Making  Specifications  Handy  for  the 
Contractor 

The  city  of  Portland,  Ore,  lias  adopt- 
ed a  convenient  form  for  publishing 
specifications  which  is  intended  to  make 
it  easy  for  the  contractor  to  keep  handy 
reference  files  and  at  the  same  time  to 
reduce  the  cost  to  the  city  and  simplify 
the  getting  out  of  plans  and  specifica- 
tions for  new  work. 

Ahout  fifty-five  sets  of  standard  speci- 
fications have  been  prepared,  covering 


materials  and  methods  of  all  sorts  from 
vitrified  paving  blocks  to  general  require- 
ments for  bridges  and  viaducts.  Each 
set  is  printed  on  uniform  x  inch 
sheets  perforated  for  loose-leaf  binding, 
and  is  numbered  for  entry  on  an  index 
supplied  with  the  sets.  As  new  work 
makes  it  necessary  to  prepare  specifica- 
tions not  already  adopted  as  standard, 
these  are  completed  once  for  all  and  is- 
sued as  additions  to  the  loose-leaf  set. 

With  this  plan  in  effect  contractors 
are  encouraged  to  provide  a  small  binder 
in  which  the  sets  can  be  kept,  and  thus 
embody  in  a  single  book  of  handy  pocket 
size  all  city  standards.  From  the  stand- 
point of  the  city's  engineering  depart- 
ment, getting  out  specifications  for  new 
work  of  ordinary  character  requires  only 
actual  plans  for  the  construction  in- 
volved and  references  by  number  to  the 
standards  which  are  to  apply  particularly. 

The  plan  has  been  developed  by  Philip 
H.  Dater,  city  engineer  of  Portland. 


Suggestions  for  Economical  Road 
Construction. 

The  use  of  an  industrial  railway  in 
road  construction  is  an  economy  only 
under  certain  conditions  in  rough  grad- 
ing or  in  hauling  material.  In  most 
cases  it  is  economy  to  complete  all  cul- 
verts as  far  in  advance  as  possible,  and 
it  is  of  vital  importance  that  material 
and  labor  be  on  hand  when  the  excava- 
tion for  the  culvert  is  complete.  A  slight 
relocation  of  culverts  for  small  flows  is 
a  decided  advantage  and  can  be  fre- 
quently made.  The  concrete  can  be  put 
in  place  rapidly  and  successfully  without 
the  expense  of  diverting  the  water.  In 
subgrading  contractors  often  do  not  trim 
their  rough  grading  sufficiently  close  to 
avoid  an  excessive  cost  for  cutting  the 
subgrade.  Bids  ranging  from  3  to  5 
cents  for  subgrade  are  common,  with  an 
actual  cost  of  from  5  to  10  cents. 

These  points  were  brought  out  in  an 
address  made  by  Dr.  L.  I.  Hewes,  engi- 
neer of  the  U.  S.  A.  office  of  public  roads, 
at  this  year's  Good  Roads  Week  at  Cor- 
nell University  Dr.  Hewes  also  sug- 
gested that  the  item  of  hauling  and  plac- 
ing of  road  material  be  studied  carefully 
before  a  job  is  commenced.  Such  mat- 
ters may  often  decide  the  question  of 
profit  or  loss  on  a  highway  job.  It  has 
been  found  in  many  cases  that  while 
motor  trucks  and  tractor  trains  arc  of 
advantage  where  good  roads  prevail,  the 
expense  for  repairs  and  lost  time  under 
adverse  conditions  cancels  the  advan- 
tages of  speed  and  capacity. 

Contractors  will  find  it  economical  in 
many  cases  to  deliver  stone  in  piles 
along  the  roadbed  in  advance  of  the  con- 
struction of  the  surface.  There  exist 
sufficient  data  for  determining  in  ad- 
vance the  tonnage  of  stones  of  various 
kinds,  spread  to  various  depths,  per  100 
feet  of  road,  but  because  this  part  of  the 
job  is  left  to  guesswork,  loss  and  confu- 
sion have  often  resulted  on  road  con- 
tracts. It  is  an  advantage  to  avoid  haul- 
ing second-coat  material  over  gravel  or 
macadam  foundation. 

Machinery  should  be  adapted  to  the 
work  required.  Crushers,  for  instance, 
are  often  used  which  have  a  daily  out- 
put in  excess  of  the  roller  capacity. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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Fires 

l  tint iiuu'il  from  page  \'M 
Dawn  Township,  Ont. 

>t.>ck  barns  ol  W.  J  Thompson,  Dres- 
den,  Ont.  Loss.  $4.ooo.  Owner  pro- 
poses  to  rebuild. 

Delhi.  Ont. 

Station  of  the  Grand  Trunk  Railway. 
Loss,  $7,000  Company  are  considering 
rebuilding. 

High  Prairie.  Alta. 

Store  of  \Y.  K.  Thompson  completely 
destroyed. 

lonquieres.  Que. 

Stores  owned  In   Freres  Simard. 

Lauzon,  Que. 

Home  tor  Infants  and  Aged,  owned 
by  Rev.  F.  Guay.    Loss.  $50,000. 

Leamington,  Ont. 

Tobacco  kilns  of  L.  Wigle.  Owner  is 
Considering  rebuilding. 

Stables  owned  by  W  illiam  Wiper,  Tal- 
bot Street.    Loss,  $2,000. 

London.  Ont. 

Stock  barn  of  William  Kennedy.  Con- 
cession 11.  R.R.  No.  2.  London.  Loss, 
$2,000.    Owner  plans  to  rebuild. 

London  Township,  Ont. 

Stock  barn  of  A.  Goulding,  R.R.  No.  2, 
London.  Loss,  $2,500.  Owner  intends 
to  rebuild. 

Merrickville,  Ont. 

Factory  of  the  Percival  Plow  &  Stove 
Company  totally  destroyed. 

Moore  Township,  Ont. 

Stock  barn  owned  by  T.  K.  Thompson, 
2nd  Concession.  Oil  Springs.  Loss. 
$3,800.    Owner  plans  to  rebuild. 

Ostrander,  Ont. 

Stock  barns  of  Edgar  Wesenger.  Loss, 
$4,500.    Owner  proposes  to  rebuild. 

St.  Martine,  Que. 

Saw  and  planing  mill  owned  by  Alric 
Archambault.  Loss,  about  $9,000.  Own- 
er may  rebuild. 

Toronto.  Ont. 

Factory  of  the  E.  H.  Harcourt  Com- 
pany, Ltd.,  255  Wellington  Street  West, 
damaged. 

Tyron.  P.E.I. 

Parsonage  and  barn  of  Rev.  E.  'P.  Cal- 
der.    Loss.  $3,000. 

Vittoria,  Ont. 

Planing  mill  of  J.  E.  Butler  &  Sons. 
Loss.  $3,000. 

Westboro.  Ont 

Store  and  residence  owned  by  Daniel 
fJeatty.  Richmond  Road.  Loss,  $9,000. 
Owner  will  rebuild. 

Stores  and  residence  owned  by  John 
Stewart.  Richmond  Road.  Loss,  $15,000. 
Will  rebuild. 

Woodroffe.  Ont. 

Store  and  residence  owned  by  Thomas 
Bowman.    Loss.  $5,000. 


Miscellaneous 

Kitchener,  Ont. 

W.  C.  Cowan.  430  King  Street  West, 
is  preparing  plans  of  a  swimming  pool 
for  F.  H.  Reiders,  58  Roy  Street.  Brick 
construction.    Estimated  cost,  $7,000. 


Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  October  17th  for  the  erection 
of  a  waiting  room  and  lavatory  at  King 
Street  and  Roncesvallcs  Avenue.  Plans 
and  specifications  at  office  of  City  Archi- 
tect. Brick  and  concrete  construction. 
Approximate  cost,  $9,800. 

CONTRACTS  AWARDED 

St.  Benoit  Joseph  Labre  D'Amqui,  Que. 

1'he  Municipal  Council  have  awarded 
the  general  contract  for  the  construction 
of  a  retaining  wall  to  the  Quebec  Con- 
struction Company,  70  Tenth  Avenue, 
Limoilou,  Que,  Approximate  cost, 
$3,749, 


Late  News  Items 

Birtle,  Man. 

Frank  K.  Evans.  901  Confederation 
Life  Building,  Winnipeg,  is  preparing 
plans  of  a  cottage  hospital  for  the  Royal 
Victorian  ( )rder.  Approximate  cost, 
$7,000. 

Campbellton,  N.B. 

The  general  contract  for  the  erection 
of  a  school  on  Gerrard  Street  has  been 
awared  to  R.  D.  McNair,  Campbellton. 
Approximate  cost,  $12,000.  Brick  con- 
struction. 

Montmorency  Village,  Que. 

Philippe  Cote,  St.  Gregorie  Street,  has 
commenced  the  erection  of  a  tenement 
block,  estimated  to  cost  $8,000.  Brick 
construction. 

F.  X.  Gagnon.  Chateau  Richer  Street, 
lias  also  started  work  on  eight  tene- 
ments, estimate  to  cost  $9,000,  an  is  re- 
ceiving prices  on  all  material  except 
brick. 

Mt.  Dennis,  Ont. 

The  general  contract  for  the  erection 
of  factory  No.  2  for  the  Canadian  Kodak 
Company,  Kodak  Heights,  has  been 
awarded  to  the  Deakin  Construction  Com- 
pany, 37  Mayor  Street,  Montreal.  Sub- 
contract will  be  let  for  roofing.  Rein- 
forced concrete  and  brick  construction. 
Approximate  cost,  $12,000. 

Ottawa.  Ont. 

Tenders  on  structural  steel  required  in 
the  erection  of  the  Parliament  Buildings 
will  be  received  until  4  p.m.,  October  10, 
by  the  architects,  John  A.  Pearson  and 
J.  O.  Marchand,  Centre  Block,  Parlia- 
ment Hill.  Plans  and  specifications  with 
the  architects. 

The  City  Council  have  let  the  contract 
for  construction  of  pavement  on  Park- 
dale  Street  to  the  Oftawa  Construction 
Company,  Central  Chambers.  Approxi- 
mate cost,  $11,000. 

Quebec,  Que. 

A.  G.  Nosworthy,  111  Mountain  Hill, 
is  preparing  sketch  plans  of  a  public- 
garage  and  service  station  to  be  built  on 
Fabrique  Street,  at  an  approximate  cost 
of  $1M,000.  Steel,  concrete,  and  mill  con- 
struction. Tenders  will  be  called  about 
the  middle  of  the  month. 

J.  S.  Bergeron,  103  St.  John  Street,  is 
preparing  plans  of  a  residence  for  Miss 
Mercier,  and  is  receiving  tenders.  Esti- 
mated cost,  $8,000. 

Toronto,  Ont. 

Purton  &  Channels.  158  Ellsworth 
Avenue,  are  about  to  start  work  on  six 
residences,  estimated  to  cost  $3,500  each. 
Owners  will  do  carpentry  and  brick 
work  and  let  other  trades.  Brick  con- 
struction. 


Tenders  are  now  being  received  Jor 
repairs  to  the  planing  mill  of  Ewing  & 
Murphy,  18  Cameron  Street.  Frame  and 
brick  construction.  Estimated  cost,  $6,000. 

Winnipeg,  Man. 

The  general  contract  for  the  erection 
of  stores  on  Osborne  Street  for  Arono- 
vitch  &  Weidman,  Bon  Accord  Block, 
has  been  awarded  to  Bonnett  Brothers, 
501  Confederation  Life  Building,  who 
will  let  smaller  trades.  Stone,  brick,  and 
steel  construction.  Estimated  cost. 
Architect,  Frank  R.  Evans,  901 
Confederation  Life  Building. 

Work  will  start  shortly  on  the  con- 
struction of  a  cold  storage  plant  for  the 
Ontario  and  Manitoba  Cold  Storage 
Company,  Notre  Dame  Avenue,  Winni- 
peg, and  tenders  will  be  called  soon.  Ap- 
proximate cost,  $100,000. 


Photographs  of  Samples  Aid  City  Paving 
Records 

The  Public  Works  Department  of  the 
city  of  Portland,  Ore.,  maintains  a  de- 
tailed record  of  all  street  paving,  giving 
the  proportion  and  grade  of  materials 
used,  the  date  and  extent  of  the  work, 
and  other  data  that  might  prove  useful 
when  there  is  need  of  referring  to  such 
statistics.  The  interesting  feature  of  the 
records,  however,  is  that  it  has  been 
found  feasible,  and  of  great  value,  to  ap- 
pend to  each  description  a  photograph 
of  a  specimen  section  of  the  pavement. 

These  specimens  are  secured  after  the 
paving  is  laid,  in  the  case  of  new  work, 
or  are  obtained  from  old  pavement  when 
the  street  is  cut  for  laying  mains,  etc. 
The  sample  is  taken  to  the  bureau  of 
standards  and  is  sawed  to  secure  a  suit- 
able section  by  means  of  a  home-made 
device  the  cutting  edge  of  which  is  a 
wire  running  in  water.  The  section  is 
cut  in  a  true  vertical  plane,  care  being- 
taken  that  the  harder  fragments  in  the 
aggregate  do  not  cause  deflection  or 
breakage.  After  a  suitable  specimen  sec- 
tion has  been  secured,  the  surface  is  pho- 
tographed full  size  and  the  print  is  at- 
tached to  the  particular  record  sheet 
describing  the  paving. 


Concrete  Cribbing  Effective 

Various  elements  entering  into  the 
question  as  to  the  advisability  of  the  use 
of  concrete  cribbing  in  place  of  retaining 
walls  in  special  cases  have  been  under 
close  observation  by  the  Chicago,  Rock 
Island  &  Pacific  Railway  on  its  track 
elevation  at  Chicago.  Thus  far  the  re- 
sults as  to  cost,  efficiency  and  appear- 
ance are  very  favorable  to  the  cribbing. 
The  economy  in  the  use  of  this  type  of 
structure  is  brought  out  most  prominent- 
ly on  two-level  fills  where  a  retaining 
wall  between  tracks  would  have  to  be 
carried  down  through  many  feet  of  fill 
to  the  solid  foundation. 

Tests  as  to  the  settlement  and  move- 
ment of  the  cribbing  for  a  period  of 
nine  consecutive  months  show  move- 
ments which  could  not  be  detected  with 
the  eye  and  are  practically  negligible. 
The  cost  thus  far  has  been  about  20  per 
cent,  of  a  retaining  wall  of  the  same 
height. 

The  crib  wall  was  constructed  of  6- 
foot  headers,  8-foot  stretchers  and  a 
front  batter  of  1:12,  and  has'  formed  a 
very  stable  and  substantial-looking  wall. 

The  cribbing  was  placed  and  tests  ol 
it  were  made  under  the  direction  of  R. 
H.  Ford^  engineer  of  track  elevation. 
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Made  in  Canada 

No  Upkeep  Cost  for  20  Years 
-Absolutely  Guaranteed 

Here  are  details  of  a  plan  to  guarantee  your  roof 
for  20  years — at  no  extra  cost. 

It's  a  new  feature  of  our  service. 

We  know  from   an  experience  of  over  half  a 
century    that  a   Barrett  Specification   Roof,  // 
properly  laid  by  a  good  roofiing  contractor,  will 
last  at  least  20  years.    Scores  of  roofs  of  this 
type  have  lasted  almost  twice  that  period. 

In  order  that  purchasers  may  have  the  benefit  of 
this  experience  we  have  arranged  with  one  ot  the 
largest  Surety  companies  to  issue,  hereafter,  a 
20  Year  Guaranty  Bond  on  all  Barrett  Specifi- 
cation Roofs  of  50  squares  or  more  in  all  towns  in 
the  Dominion  of  25  000  population  and  over — 
and  in  smaller  places  where  our  inspection  Service 
is  available. 

Our  only  requirements  are  that  the  roofing  contractor  shall  be 
satisfactory  to  us  and  that  the  Specification  dated  May  1,  1916, 
shall  he  strictly  followed. 

All  you  have  to  do  to  secure  the  20  Year  Guaranty  Bond  is  to 
give  the  roofing  contractors  copies  of  The  Barrett  Specification 
of  that  date,  and  tell  them  to  figure  on  that  basis.  From  the 
buyer's  standpoint  the  arrangement  is  practically  ideal,  for 
under  the  plan  the  owner  is  assured  of  having  an  inspector  on 
the  roof  whose  only  interest  is  to  make  it  as  good  as  possible — 
for  if  it  isn't  right  we  alone  are  the  loser. 

I  )< i  not  confuse  this  Surety  Bond  with  the  ordihary  "Guarantee." 


Be 

sure  your 
next  roof 
carries  this 
20  year 
Guaranty 
Bond 


It  is  something  quite  different.  It  is  issued,  not  by 
an  individual  or  a  manufacturer,  hut  by  one  of  the 
largest  and  best  known  Surety  Companies,  and  is 
a  legal,  workable  document  that  has  no  loopholes. 

When  you  give  the  roofing  contractor  a  copy  of 
The  Barrett  Specification  of  May  1,  L916,  to  figure 
on,  you  are  ordering  the  very  best  roof  it  is  possible 
to  construct,  and  one  that  takes  the  base  rate  of  in- 
surance. In  addition,  you  secure  a  20  Year  Surety 
Bond,  guaranteeing  freedom  from  upkeep  cost  for 
that  period. 

If  you  are  interested  and  want  any  further  informa- 
tion, write  our  nearest  office  and  the  matter  will 
have  prompt  and  careful  attention. 


A  cofiy  oj  The  ttarrett  Specification,  with  roofing  diagrams,  sent  free  on  request. 


THE    PATKRSON    MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER 

THE    CARRITTE-PATERSON    MANUFACTURING     CO..  LIMITED 

ST.  JOHN,    N.  15.  HALIFAX,   N.  S.  SYDNEY,    N.  S. 
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Fancy 
Faced 
Brick 

Our  concrete  bricks  have  a  rus- 
tic finish  that  is  absolutely  water- 
proof. It  is  obtained  by  a  patent 
process  which  produces  perfect 
crystalization.  Can  be  had  in  any 
color  or  combination  of  colors. 
For  mantels,  churches,  residences  or 
decorative  work  our  brick  is  ideal. 
Cost  no  more  than  ordinary  brick 
but  much  more  effective. 

GET  OUR  LITERATURE 

ORIENTAL  BRICK  CO. 

Plant  and  Head  Office: 

143  Royce  Ave.,  TORONTO 

Phone  Junction  5372 


mm 


We've  got  to 

save  our  concrete  floors 

"Our  cement  Hum  s  arc  comparatively  new  and  are 
the  best  we  could  lay  down,  but  the  surface  is  already 
sanding,  water  is  getting-  spilled  on  them  and  they 
are  soaking  up  oil.  J  tell  you,  gentlemen,  we  have 
got  to  save  them." 

JD  elxai-Cement  Filler 
mv.M_.wt*  Z,  Cement  Floor  Paint 


#£G.  vs  pat.  orr. 


*\s  to 


will  keep  cement  floors  wearproof,  waterproof  and  oilproof. 

Scuffed  off  dust  won't  float  in  the  air  to  ruin  merchandise, 
get  into  bearings  and  cause  electric  motors  to  spark. 

Oil  won't  get  in,  never  to  be  gotten  rid  of,  to  injure  the 

concrete. 

R.  I.  W.  Cement  Filler  and  Cement  Floor  Paint  fill  tip  the 
sandy,  porous  surface  and  prevent  all  wear  on  the  floor  itself. 
Twelve  standard  shades. 

T.et  us  mail  you  a  special  booklet.    Address  Dept.  51. 
Manufactured  in  Canada  by 

R.  I.  W.  DAMP-RESISTING  PAINT  CO. 
TOCH  BROTHERS 

Gerrard  St.  and  Carlaw  Ave. 
TORONTO,   ONTARIO,  CANADA 


Economy  in  Large  Capacity 
Deep  Well  Pumping 

A  large  water  supply  from  deep 
wells  is  most  successfully  obtained 
with  "American"  Deep  Well  Turbine 
Centrifugal  Pumps,  because  they  de- 
liver a  remarkably  large  quantity  of 
water  from  a  deep  drilled  well,  main- 
tain high  efficiencies  and  are  reliable 
in  operation. 
These  pumps  are  made  in  styles  to 
deliver  water  at  the 
surface  or  in  com- 
b  i  n  a  t  i  o  n  with  a 
booster  centrifugal 
operating  on  the 
same  shaft  at  the 
surface,  to  produce 
a  pressure  in  the 
mains. 

Pumps  of  this  type 
operate  in  drill  holes 
12  inches  in  diam- 
eter and  larger,  and 
deliver  to  3,000  gal- 
lons of  water  per 
minute. 

Catalog  1352  describes  them. 
Write  for  it. 

The  American  Well  Works 

General  Office  and  Works:  AURORA,  ILL. 
Chicago  Off  ice :    First  National  Bank  Building 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  -  Montreal. 

Gorman,  Clancy  &  Grindley,  Ltd., 

Edmonton  and  Calgary 
B.  C.  Equipment  Co.,       -      Vancouver, B.C. 


m 
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Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"  Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


I        I  1  I 


Contractors  for  Waterworks  Construction, 
Manufacturers  ot  Wire-Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling— Positively  LEAK  PROOF. 

We  are  the  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.      VANCOUVER,  B.  C. 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"  Mathematically  Precise  " 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 


HELLER  &  BRIGHTLY, 


1120  Spring  Garden  Street 
PHILADELPHIA.  PA.,  "Since  1870' 


DAKE  SINGLE  DRUM  HOISTS 


The  Dake  single  drum, 
double  geared  hoist,  is  the 
best  all-round  machine  for 
general  service.  C  an  be  fur- 
nished with  clutch,  tight  or 
friction  drum.  All  parts  are 
most  substantially  built  so 
that  hoist  will,  stand  twice 
the  load  of  its  rated  capa- 
city. Made  in  sizes  "J  to  ."!<> 
horse  power.  Send  for  com- 
plete' catalogue. 


DAKE  ENGINE  CO., 


GRAND  HAVEN,  MICH. 
U.  S.  A. 
Canadian  Agents : 
Montreal:  Mussens  Ltd.    Toronto:  A. R.  Williams  Machineiy  Co..  Ltd. 


Pacific  Coast  Pipe  Co.,  Ltd, 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 


1551  Granville  Street 


Vancouver,  B.C. 


James  Thomson,  President. 


A  i  i )  n  V  i'_e- President 


AMi-s  .V.  Thomson,  Secretary. 


the  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  CO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT 


so 
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Cawthra  Mulock,  President  Gordon  F.  Perry,  General  Manager 

NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks »— TORONTO 


CAST  IRON  PIPE 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments    MONTREAL,  TORONTO  and  PORT  ARTHUR 


Pure, 

Warm 

Air 


in  large  volumes,  uncon- 
taminated    and    full  of 
health  -  giving  oxygen 
that's  the   kind   supplied  by  the 

KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 

stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 


Water  St. 


Limited       Brockville,  Ont. 


Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


OUR  LINDSAY  WORKS 


We  Manufacture 
Water  Wheels,    Hydraulic  Governors, 
Centrifugal  Pumps,       Mill  Machinery 
Fly- Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


CCWFIVT    DTD    UV  DID    FOR  PARTITIONS,  SUSPENDED  CEILINGS 
DEj  V  tLl\    IV ID    11  I  -IXID  SIDE  WALLS,  ROOFS,  ETC.  GAUGES 

24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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iv/VlJ-iO  Switches,  Turntables,  Etc. 
Carried  in  Stock 

Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


Standard 

Wires  and  Cables 


Hare  Copper.  Brass  and  Bronze  Wires 
Standard  C.C.O.  Wire  (Colonial  Copper  Clad) 
Weatherproof  Wire,  Rubber  Insulated  Wire 
V  arnished  Cambric  Cables,  Leaded  or  Braided 
Fibre,  Paper  and  Rubber  Leaded  Cables 
Steel-Wire  and  Steel-Tape  Armored  Cables 
Cable  Terminals,  Junction  B-Oxes,  etc. 

For  furlJier  infoi  mation  write  our  neai est offit  e. 

Standard  Underground  Cable  Co.  of  Canada,  Limited 
Hamilton,  Ont. 

Montreal,  Que.  Winnipeg,  Man.  Seattle,  Wash. 


The  Hot  Spots  In  Your  Plant  Mean  Wasted  Money 


Saving 
Fuef 


'Made  better 


■life 


Part  of  the  heat — usually  a  large  part — generated  in  furnaces, 
ovens,  or  boilers  is  conducted  through  the  walls,  arches,  and  doors 
and  radiated  into  the  surrounding  air.  This  heat  represents  fuel 
being  needlessly  burned — a  direct  waste  of  money.  It  does  no  useful 
work,  and  actually  does  harm  by  increasing  the  temperature  of  the 
air,  thus  reducing1  the  efficiency  of  the  employees. 

Now,  in  order  to  cut  down  this  heat  waste  it  is  necessar}'  to 
incorporate  some  material  in  the  walls,  arches,  and  doors  that  is  a 
much  better  nonconductor  of  heat  than  either  common  brick  or  lire 
■HHi  brick. 

Nonpareil   Insulating  Brick 

are  especially  well  suited  for  this  purpose.  They  only  conduct  one-tenth  as  much  heat  as  lire  brick  or  common 
brick,  weigh  but  \y2  pounds  each,  yet  will  support  loads  up  to  140  pounds  per  square  inch.  They  are  handled,  laid, 
and  bonded  the  same  way  as  ordinary  brick,  making  the  insulation  an  integral  part  of  the  structure. 

Reduced  fuel  bills,  increased  efficiency,  and  more  comfortable  working  conditions  are  obtained  by  using  Non- 
pareil Insulating  Brick  for 

Ovens  Gas  Producers  Kilns 

Furnaces  Regenerators  Stacks 

Boiler  Settings  Recuperators  Drying  Rooms 

Hot  Blast  and  Waste  Mains 

SEND  FOR  THESE  BOOKS 

If  you  are  interested  in  reducing  the  loss  of  heat  from  furnaces  and  ovens,  send  for  "Good  Furnaces  Made  lict- 
ur."  If  you  want  to  generate  steam  more  cheaply,  ask  for  "Saving  Fuel."  Either  or  both  will  be  sent  free  on 
request. 

A  sample  brick  also  if  you  wish  it. 


Armstrong  Cork  &  Insulation  Co.,  Ltd.,  505  McGiii  Building,  Montreal,  q 


ue. 


WILSON  SCALES 

ARE 

GOOD  SCALES 

We  manufacture  all  styles.  -    Write  us  for  prices. 

C.  Wilson  &  Son 

71  Esplanade  St.  East  TORONTO 


SCAPI 


VJ 
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Ughl  Electric 
Holnl  Crane 


IS/ 


The  Ideal 
Crane 
Trolley 
Northern 
"Type  E" 


CRANES 


MADE  IN 
CANADA 

OF  ALL  TYPES,  SIZES  AND  CAPACITIES 

Heavy  Cranes  and  Light  Cranes  for  Mill  Service,  Power 
Stations,  Foundries,  Stone  Trades — Grab  Bucket  Crane 


Northern  Crane  Works,  Limited,  waolnktearr^lle 


COPPER 
ALLOY 


costs  but  a  trifle  more  than  ordinary  lath  made  from  ordinary  steel. 

But  HERRINGBONE  CA°LPL^EYR  LATH  has  a  selvage  edge.  The  sides 
of  the  Herringbone  sheet  do  not  have  to  be  lapped  as  in  ordinary  lath  and 
as  a  result,  it  goes  farther.  The  gain  in  covering  capacity  makes  up  for 
increase  in  cost. 

The  copper  alloy  feature  which  largely  eliminates  corrosion,  is  free. 

The  saving  in  plaster,  due  to  the  Herringbone  rib,  and  the  saving  in 
studs,  due  to  the  Herringbone  superior  rigidity — these  are  profit. 


Clarence  W.  Noble 


General  Sales  Agent 


117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 


Crushed  Rubble  Dimension 

CROOKSTON  QUARRIES 

Crushed  Stone  — Clean,  tough  stone,  specially  suitable  for  concrete  mix  and  macadam  roads.    Although  we 
have  supplied  hundreds  of  cars  of  stone  to  Toronto,  Montreal  and  intervening  points  we  have  never  had  one 

car  rejected. 

Rubble  Stone — From  one  man  size  to  blocks  weighing  many  tons. 
Dimension  Stone    The  stone  that  has  stood  the  test  for  half  a  century. 

Capacity  500  ton*  a  day  C.P.R.  and  G.T.R.  Connections  Telephone  Madoc  2.  R  3—2 

ASK  US  FOR  QUOTATIONS 

QUINLAN  &  ROBERTSON,  Limited,  Crookston,  Ontario 
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Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
yi  inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  intei  changeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


Los  Angeles 
San  Francisco 


The  Glue  Book 


What  it  Contains: — 

Chapter  i— Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3— Testing  and  Grading 
Chapter  4— Methods  in  the  Glue  Room 
Chapter  5— Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


\  Building  Materials  \ 


Let  us  assist  you  to  make  money 
out  of 

Metallic  Ceilings  and  Walls 

Our  Re-Squared  Ceiling  Plates  lay 
quickly  and  straight — they  never  run 
askew.  They  are  stamped  on  steel 
dies  with  Machine-Cut  Beads  and  the 
joints  are  snug  and  neat.  The  labor 
you  save  in  laying  our  ceilings  makes  a 
nice  profit  in  itself. 
THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  SAFETY  FIRST 


The  Metallic  Roofing  Co. 


-rtiiuiiuu. 
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Limited 

Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


f' 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto    Montreal  Limited        Winnipeg  Calgary 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

625  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

Pmidcnt  Phone  Main  102 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


STANDARD  STEEL 


Beams  Channels 

£ £ "  2121  CONSTRUCTION  CO. 


Reinforcing  Bars 

"Self-Sentering" 

Corrugated 
Sheeting 


LIMITED 
WELLAND       -  CANADA 

Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market 
Office-M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Eatery,  Manager 


Sand.  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

I  661 

Phones,  Office  North  \  Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment  of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,    Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


WOODEN  PIPE 


Wire  wound  wood  stave  pipe,  2  in',  to  24  in.  diameter.  Con- 
tinuous wood   stave  pipe,   any   diameter  required. 

CANADIAN  PIPE  CO.,  LIMITED 


Established  1904 

Equipped  with  the 
machine  driven  by  a 
Gua  ranteed. 


New  Factory  Erected  1910 

most  up-to-date  machinery.  Every 
separate  electric  motor.  Satisfaction 


Office  and  Factory— 550  Pacific  St.,  VANCOUVER,  B.C. 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 
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Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the    "Keith''    Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.        Write  for  our  New  catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG.  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  ^9-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRtNDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO.,  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


Water  Supply 

from 
Deep  Wells 

is  obtained  at  a 
minimum  cost  bv 
use  of  our  deep 
well  pumps. 

Write  for  Bulletin  26 
explaining  the  use  of 
Cook's  Patent  Brass 
Tube  Well  Strainer. 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS.  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


MONNOYER 

Chimneys 
Water  Towers 
Condensers 
Silos,  Etc. 

The  Monnoyer  is  the  very 
latest  method  of  erecting  the 
above  structures.  It  is  re- 
volutionizing the  use  of  ce- 
ment in  buildings  of  this 
kind.  A  tremendous  saving 
in  time  required  for  erection. 
Saving  in  weight  and  found- 
ations. Greater  beauty  of 
All  round  superior- 


T.N.R.,  Quebec.  198'  high.  9'  diameter 

MONNOYER'S  SYSTEM 

recently  introduced  to  this  country  by  us,  has 
so  many  decided  improvements  on  the  ordinary 
system  of  concrete  construction,  it  is  hard  to 
credit  all  these  claims. 

We  shall  be  glad  to  send  you  full  informa- 
tion by  mail. 

Edouard  Pelletier  &  Fils 


111  Colomb  St., 


QUEBEC 


GRANTEES  FOR  CANADA 
Sales  Representatives: 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St 

MONTREAL 

John  H.  Alexander,  C.  E. 

404  Donalda  Bld{».,  WINNIPEG,  MAN. 


:,r. 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

iTMl-NT.  I.IME.  AND  BRICK 
Cement    delivered  in  5  barrel  lots,  $1.85  per  bbl. ; 
with  bat!".  $-  '-5:  car  lots.  $1.35  on  the  track, 
with  pkg*.,  $1.75. 

Lime— grey  88c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick— No.  1  dry  pressed  red  brick  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick.  $11  to  $14;  grey,  $11  to  $12; 
« ire  cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $0.50;  "Tapestry"  brick, 
imported.  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick.  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1.  $1S  per  M.  f.o.b.  West  Toronto; 
No  3  $14;  paving  blocks,  No.  1.  $24  per 
M. ;  No.  2.  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile.  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17.  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 
Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  H-in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand— for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel— 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  10  ft., 
$22;  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6  in.,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  10  in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  ^  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  by 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto,  $32;  pine  trim  4-in.  casing,  $1.75  per 
100  ft.  ;  5-in.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25;  4-in.  pine,  window  stool,  $2.75. 

Shingle*— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14  14  x  16,  $38.00;  10  x  16, 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars— $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3.50;  small  sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3.50  per  100  lbs.; 
X  in.,  5/16  in.  and  H  in.,  $3.50  per  100  lbs.; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 2S  gauge  $6.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots, 
f.o.b.  Toronto;  4-in.  $34  per  net  ton;  6-in. 
to  12  in.  $33;  12-in.  up  $32.50,  with  $1  extra 
for  gas  pipe 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal. ;  red  lead, 
dry.  $14  per  100  lbs.;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs.;  turpentine,  in  bbls., 
80c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.00  steam  car  load  lots,  including  sacks 

Lime-^Hydratcd,  $14  per  ton;  lump,  $8. 

Brick  -No.  1  pressed,  $18;  No.  2  pressed,  $15; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic,  No.  2,  $13; 

buff  (smooth),  $21;  buff  (rough),  $20;  plastic 
$9.  Dominion  silicate,  1st  quality,  $13;  sec- 
ond quality,  $10.50;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  V4-in.  $1.65;  H-in., 

$1.75  per  ton,  delivered. 
Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel— $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles— 3  in.  x  3  in.  and  up,  $3.75;  1  in. 
x  1  in.  x  H  in-.  25c  extra;  H  in.  x  H  in. 
x  V%  in.  50c  extra.  Boiler  plates — \i  in. 
thick  and  thicker,  $4.75.  Circular  plates- 
Flange  quality,  30  in.  dimension  and  over, 
$5.00;  under  30  in.  dimension,  $5.25.  Beams 
and  channels— Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gaug«, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot)— 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2y>  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.00,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.       Plaster  of 
Paris— $2.35   per   bbl.     Rope— Best  Manilla, 

21)4c  basis  per  pound;  British  rhanilla,  llyic 
basis;  sisal  rope,  15c  basis;  lath  yarn  15 
cents.  Boiled  linseed  oil — in  barrels  88^c 
per  gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
87c  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME, ,  AND  BRICK 

Cement— Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.    1   dry   pressed,    red   and   buff,   $35 ; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,   $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
54-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per  yard,   delivered,  $1.85. 

Crushed  Granite — ll/2  and  2-in.,  $2.65;  54-in.  and 
1-in.,  $2.90;    H-in.   and  dust,  $3.20. 
LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16. 
6  x  10,  6  x  12,  8  x  12,  $39;  10  x  16,  12  x  16. 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40 ;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42 ;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5%-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round   bars,   $2.35   per    100   lbs. ;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast  Iron  Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  $3S  per  ton. 

(Continued  on  page  58) 


October  4,  1916 


THE    CONTRACT  RECORD 


57 


RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :    St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  PIPE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 


5S 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  fiom  page  56) 

SEWER  PIPE 
Sewer  Pipe  -Wholesale  prices  f.  o.  b.  Winnipeg, 
per  (I..  3  in.,  0  cents;  4  in.,  11  cents;  5  in., 
18  cents;  0  in.,  18)4  cents;  S  in.,  30  cents; 
»  in..  35  cents;  10  in.,  40  cents;  12  in.,  60 
cents;  15  in.,  75  cents;  IS  in.,  $1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
*  1  .'•  "••  •  |  lor.;  Hamnu'i  Itrand,  $3.75  per 
bbl..   in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils— White  lead,  ground  in  oil,  $11.50 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal.;  dry  red  lead,  $10.00  per  100 
lbs.;  putty  in  bulk,  $3.25  per  bbl.;  putty  in 
251b.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT.  LIME,  AND  BRICK 

Cement— Grey  Portland,  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300   lbs. ;   superfine,   white,  $9.50  per   bbl. ; 

white  Portland  cement,  $2.45  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 

Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


wai chouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick;  $30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand  — Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.85  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel  —  (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 28  gauge,  $7.25  per  100  lbs. 

Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheets 
$(>.U5,  5,  9  and  10  ft.  sheets,  $6.S0  per  square. 
Black  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE" 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse : 
4-in.,  12'/2c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster— $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime — $14.00  in  car  lots. 

Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 

Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade, 
14}4c  basis;  sisal  rope,  12J4c  basis. 

PAINTS  AND  OILS 

Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White   lead— Ground  in  oi>,  $14.40  per  100  lbs. 
Boiled  linseed  oil — In  bbls.,  95c  to  $1  per  gal.  of 
9  lbs. 

Raw  linseed  oil — In  bbls.,  $1.00  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


NEPDNSET 


-Paroid 

ROOFING 


When  you  need  a  good  roof,  use 
Paroid.  It  is  the  most  carefully  made 
ready-roofing  on  the  market.  It  has 
been  giving  satisfaction  now  for  over 
eighteen  years. 

Try  one  of  the  three  colors — Red, 
Grey  or  Green. 

For  further  information  on  Paroid, 
or  on  Xeponset  Shingles  or  Wall  Board, 

write  to 

BIRD  &  SON,  Dept.  K,  -  HAMILTON,  ONT. 

The  Largest  Manufacturers  of  Roofings, 
Wall  Boards,  and  Roofing  Felts 
in  Canada 


Look  for  the 
Paroid  Roll 


A  FEW  OF  THE  FACTORIES 
ROOFED  WITH  PAROID  : 
Russell  Motor  Co.  (700  rolls) 
McLaughlin  Carriage  Co. 
Remington  ArmsU.M.C. 
Dominion  Canners 
Canadian  Crocker  Wheeler  Co. 


WAREHOUSES: 
Winnipeg  Calgary 
Edmonton  Vancouver 
Montreal  St.  John 


NEpdnsCT 

PAROID 

.  ROOFING  ^ 

MADE  IN  CANADA, 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 
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PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO. 
PITTSBURGH,  PA. 


ATW000  ATWOOD 
ENGINEERS    FOUNDERS  MACHINISTS 

Represented   by  W.  M.  Campbell,  32  Albany  Ave..  Toronto,  Ont. 


Valves 
Sluice 

Gates 
Fittings 
Flanges 
Castings 
Separators 
Exhaust 

Heads 
Expansion 

Joints 
Pipe  Bends 
Welded 

Work 
Hydraulic 

Piping 


96"  Motor  Operated  Butterfly  Valve. 


We  make  a  specialty  of  designing  and  executing 
complete  piping  contracts.  Estimates  furnished 
on  receipt  of  plans  and  specifications. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundation*  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


Built  forC.P.R. Montreal 


CANADIAN 
CHICAGO  BRIDGE  &  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"  Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:— 
Bridgeburg,  Ontario.  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 

Shops:— Bridgeburg.  Ont. 
Chicago,  111.  Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto       -  Canada 
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Civil 

Electrical 
Mechanics 


Directory  of  Engineers 


Contractors 

Special 

Interests 


Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    M.  Power. 


BRYAN  PONTIFEX 

Chartered  Accountant. 
—SPECIALTY- 
MANUFACTURERS'  AND 
CONTRACTORS'  ACCOUNTS 

Excelsior  Life  Bldg.,  Toronto 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


CanadianInspection& 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 


MONTREAL 


Head  Office 
and  Main  Laboratories: 

Branch    Offices    and    Laboratories — 
TORONTO,  WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG  CALGARY 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development 
Tel.  Long  Distance  Uptown  0740  41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


kobeit  W.  Hunt. 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,      -  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

PI, one  Office  and  Works: 

Main  904  905  62  Esplanade  E.,  Toronto. 


R,  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATCMTC       SECURED  OR  OUR 
r/A  1  til  I  O         FtES  RETURNED 

lieing  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 

Reg.  Patent  Attorneys  Ottawa,  Canada 


Crushed 
Stone 

BRICK 


Stone 
SAND 


T.  A.  Morrison  &  Co., 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 


October  4,  1916 
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McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1616 
Private  exchange  connecting  all  department! 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  nave  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San   Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,   Iowa,  938  Tuttle  Street. 


Turnbull 


Elevators 


Passenger 
Freight 
Hand  Power 
Dumb  Waiters 


The  Turnbull  Elevator 

Mfg.  Company 

TORONTO,  ONT. 
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ASK  YOUR  DEALER  or  Send  to  Us  for  New  Catalog 

Forges     Hand  and  Power  Blowers 
Drills      Punches  and  Shears 
Pumps     Combination  Woodworkers 
Fan  System  Apparatus  of  All  Kinds 

Canadian  Blower  &  Forge  Co.,  Limited 

Factory  and  Main  Office: 

KITCHENER  ONTARIO 

(Formerly  BERLIN,  ONT.) 

St.  John  Montreal  Toronto  Winnipeg  Vancouver 


Nova  Scotia  Steel  &  Coal  Company,  Ltd. 

Beg  To  Announce 

That  their  new  steam-hydraulic  forge  shop  is  now  in  opera- 
tion, as  also  is  their  recently  installed  "Harmet"  fluid  com- 
pression-plant. 

These  improvements  bring  " Scotia's"  equipment  abreast 
of  the  best  foreign  forges. 

They  are  accordingly  open  to  supply  forgings  of  all  shapes 
and  sizes.  Made  of  ordinary  or  fluid  compressed  open- 
hearth  steel,  and  satisfying  the  most  severe  specifications. 

For  Prices  and  Particulars  Apply  to 

Head  Office  -  -  New  Glasgow,  N.  S. 


ctober  4.  L916 
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Works  at  Walkerville,  Ontario 


VALVE  HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1916 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated ;  price  $2.00.- 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Book  Company.  279  pages, 
illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

Handbook  fdr  Highway  Engineers,  by  Wilson  G.  Harger  and 
Edmund  A.  Bonney.  Second  Edition  just  published  by 
McGraw-Hill   Book  Company.     609  pages.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.    213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.00. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum.  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Fllnn,  Robert  Spurr 
Weston  and  Clinton  Lathrop  Bogert.  Just  published  by 
McGraw-Hill  Book  Companv.  S24  pages,  illustrated. 
Price  $6.00. 
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Increase  Your  Efficiency 

in  Wire  Rope  Service 

By  ordering  "Made  in  Canada"  Rope 
from  our  Warehouses  in 

Montreal  and  St.  Catharines 


The  DOMINION  WIRE  ROPE  CO.,  Limited,  MONTREAL 


"Marion" 

Steam 
Shovels  & 
Ditchers 


We  supply  "Marion" 
Shovels  for  all  classes 
of  work — to  Railroads 
—  Mines- —  Con  trac- 
tors.— All  sizes. — All 
styles. 


' '  I  ndustrial  "  Cranes 
are  the  most  efficient 
manufactured.  If  you 
wish  "Reliability" — 
instal  an  "Industrial 
Works." 


"  Napanee  " 


"  Ransome  " 


Industrial  Works" 

Locomotive 
Coaling  & 
Wrecking 
Cranes 


Hoisting  Engines     Concrete  Mixers 

F.  H.  HOPKINS  &  CO.,  Montreal 

Branch  .-St.  Catharines,  Ont. 
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Rogers  Cement 


Power  Plant  and  Dam  of  Mond  Nickel  Co.,  Nairn  Falls,  Ontario. 

A  big  dam  and  an  expensive  power  plant  full  of  costly  machinery  are  not 
places  to  experiment  with  cement.  That  is  why  20,000  barrels  of  Rogers 
Cement  was  used  on  the  job  illustrated.  It  is  a  cement  of  known  quality  with 
a  thousand  examples  of  its  strength  in  big  engineering  work  everywhere. 

GET  OUR  PRICES 

Alfred  Rogers,  Limited,  28  %£s$  w 
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Built  of  Sackville  Freestone 

Block  Stone 
Dimensions 
Random 
Shoddy 
Head  Sills 
Stone  Sawing 


Bank  of  Montreal,  Moncton,  N.  B. 


"  Quarried  in  Canada 


SACKVILLE  FREESTONE  COMPANY,  LIMITED,  sackville, 

Toronto  Agent :  A.  W.  STEWARD,  BUILDERS'  EXCHANGE 


'BEATTY" 

Hoisting  Engines, 
Clamshell  Buckets, 
Steel  Derricks, 
Derrick  Irons, 
Dipper  Dredges, 
Hydraulic  Dredges, 
Centrifugal  Pumps. 

Catalog  describing  above  on  request. 
Your  inquiries  wil  be  answered  quickly. 
Utilize  our  50  years'  experience  in  this  field. 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLANT  1790  St.  James  Street,  Montreal,  Que.        -Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

F.  LEON  ARD  &  SONS  St,  John,  N.  B.  KELLY-POWELL,  LTD  MoArthur  Bldg.  Winnipeg, Man. 


Work  of  this  kind  calls  for  dependability- "Beatty"  Moists  furnish  it. 


i 


October  11.  1916 


The  Merchant  who  orders  Fruit  Jar  Rings,  the  Contractor  who  requires  Belting, 
the  Architect  who  uses  Tiling  and  Matting,  or  the  Engineer  whose  Valves  and 
Pipes  need  Washers  and  Packings,  will  always  find  the  greatest  satisfaction  when 
selections  are  made  from  the  Dominion  Rubber  System  products,  because, 

THE  QUALITY  is  dependable,  and  meets  every 
possible  requirement. 

THE  VARIETY  is   wide  enough  to  satisfy  every 
possible  demand. 

THE  VALUE,  no  matter  what  the  price  or  article, 
is  the  best  within  reach. 

THE  SERVICE  is  prompt  and  satisfactory,  and 
there  is  no  occasion  for  disappointment. 

Back  of  all  is  the  broad  policy  of  the  Dominion  Rubber  System  to  serve  and 
please  under  all  circumstances. 

Write  to  our  nearest  Branch  or  direct  to  our  Head  Office 
for  Catalogue  and  Prices 

Canadian  Consolidated  Rubber  Co.,  Limited 

Head  office:  Montreal,  P.  Q. 

28  "Service"  Branches  Throughout  Canada 


Nil:    CONTRACT  RKIOKI) 


October  11,  1910 


To  Secure 
ECONOMY   and  DURABILITY 

Construct  Your 

SEWERS 


trom 


Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price.  " 


N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe- 
in  a  trench  ready  for  filling. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings.  Condensers,  Elevators.  Engines.  Filters.  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating.  Steam  Turbines,  Tanks,  Water  Wheels,  Water 

Works  Plants 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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Ten  Good  Reasons  for  Specifying 
Wire -Cut  Lug  Brick  for  Paving 


1  Wire-cut  lug  brick  have  proven  their  superiority 
in  service.    A  wire-cut  lug  brick  is  not  a  new 

brick  or  an  experiment.  It  is  a  wire-cut  brick  with 
absolutely  uniform  lugs,  and  it  is  a  well  known  fact 
that  the  old  wire-cut  brick  streets  have  given  the 
best  service  under  traffic. 

O  All  wire-cut  lug  brick,  subject  to  slight  varia- 
tions,  are  of  standard  size,  %Y2  inches  long  by 
Zl/2  inches  wide  and  4  inches  deep,  and  lay  40  brick 
to  a  square  yard.  If  local  conditions  of  traffic  justify 
same,  these  brick  can  be  used  3^2  inches  or  3  inches 
deep  but  of  the  standard  surface  measurements. 

0  The  rough  sides,  uniform  contact  lugs  (no  bar 
lugs  allowed)  and  the  square  edges  insure  a  per- 
fect "bond  the  entire  depth  of  the  brick  and  also  a 
bond  much  stronger  than  is  obtained  with  the 
smooth,  round-edge  repressed  brick.  A  4-inch  wire- 
cut  lug  brick  gives  a  4-inch  bond,  but  a  4-inch  re- 
pressed brick  with  round  edges  gives  only  a  3]/2-mch 
bond  and  that  may  be  very  imperfect  owing  to  the 
smooth  sides  and  the  nonuniformity  of  the  lugs. 

A    Wire-cut  lug  brick  are  made  by  30  independent 

*  competing  companies  and  the  list  is  constantly 
increasing.  The  brick  are  marketed  at  the  same  price 
as  the  repressed  brick  of  the  same  manufacturer's 
make,  since  the  small  royalty  paid  is  saved  in  the 
process  of  manufacture.  The  Dunn  Wire-Cut  Lug 
Brick  Company  licenses  reputable  companies  which 
demonstate  their  ability  to  make  good  wire-cut  lug 
brick. 

C    The  interior  structure  of  wire-cut  lug  brick  is 

*  uniformly  denser  than  that  of  repressed  brick. 
On  account  of  their  square  edges,  wire-cut  lug  brick 
in  the  first  450  revolutions  of  the  rattler  lose  from 

1  to  2  per  cent,  more  than  repressed  brick;  but  no 
allowance  is  asked,  for  wire-cut  lug  brick  at  the  end 
of  the  test  show  an  abrasion  loss  usually  about  the 
same  as  repressed  brick,  and  sometimes  less.  Thus, 
the  user  of  wire-cut  lug  brick  really  is  getting  a 
quality  that  is  2  per  cent,  better  than  is  shown  by 
test. 


Q   Wire-cut  lug  brick  are  made  on  engineering  lines. 

*  The  square  edges  aid  the  engineer  in  obtaining 
a  smooth  pavement,  and  a  pavement  in  which  the 
filler  will  not  chip  out  under  traffic,  as  it  does  from 
round-edge  repressed  brick.  The  engineering  de- 
partment of  the  Dunn  Wire-Cut  Lug  Brick  Company 
is  continually  investigating  methods  of  construction 
and  is  at  your  service  at  any  time,  in  an  advisory 
capacity,  as  to  methods  of  construction,  and  proper 
inspection  of  material. 

y  The  Dunn  Wire-Cut  Lug  Brick  Company  has 
its  own  ceramic  engineer,  whose  duty  it  is  to  ren- 
der free  advisory  service  to  companies  making  wire- 
cut  lug  brick,  and  to  endeavor  in  every  way  to  im- 
prove the  quality  of  the  brick  at  the  plant. 

g  The  advantages  of  wire-cut  lug  brick  are  recog- 
nized. These  brick  are  specified  exclusively  by 
St.  Louis,  Mo.;  Baltimore,  Md.;  Wilmington,  Del.; 
Toronto,  Canada,  and  many  other  cities,  and  they 
are  preferred  by  numerous  state  highway  depart- 
ments. 


0    On  January  l,  1916,  wire-cut  lug  brick  were  in 
use  in  430  places  and  they  were  admitted  in  the 
specifications  of  more  than  2,500  places. 

\Qa  If tne  choice  between  wire-cut  lug  brick  and  re- 
pressed brick  is  left  to  the  contractor,  he  may, 
on  his  first  job,  use  the  repressed  brick,  claiming  that 
the  repressed  brick  takes  less  filler.  We  admit  this 
claim,  and  it  substantiates  our  contention  that  wire- 
cut  lug  brick  makes  the  best  pavement,  because  the 
filler  goes  down  to  the  bottom  of  the  brick  and  in- 
sures a  good  bond  its  entire  depth.  After  his  first 
experiment,  the  contractor  recognizes  this  advantage 
and  becomes  an  advocate  of  wire-cut  lug  brick. 
Wire-cut  lug  brick  are  made  by  30  independent  com- 
peting companies,  operating  48  plants.  Write  for 
data. 


The  Dunn  Wire-Cut  Lug  Brick  Co, 
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Air  Compie»»or» 

|  ta,  ingci«oll-Kand  Co..  Ltd. 
Piatt  lion  Woik* 


Aluminium 

Splehww  Agencie*  Regd. 


Canadian  [ngMBOU  Rami  1.0, 
Northern  Crane  Worta 


Architectural  Iron  Work 

Canada  Wire  &  lion  Goods  Co. 
McGregor    &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  [mp'tg.  Co. 


Ash  Hoistt 

Gillil  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drill* 
Hopkins  &  Co..  F. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd..  U.  r 


Boilers 

Beatty  &  Sons,,  M. 

Inglia  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brick 

Oriental  Brick  Company 


Brick  Dryer* 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan   &  Company,  John 


Brick  Machinery  and  Supplies 

Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Work* 
Maritime  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Paper* 
Bird  4k  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Staudaid  I  i  ndei  ground  t  able  Co. 
of  Canada,  Limited 


Cable  Terminals 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 


Casement* 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.  Lumber  Commissioner 

Cement  Waterproofing 

Pateison  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Rogers  Supply  Company 


Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Ingersoll  Rand  Co. 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 


Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal   Handling  Apparatus 
Beatty   &  Sons,  M. 

Cold    Storage  Insulation 

Armstrong  Cork  Company 

Concrete   Block  Machines 

Ideal  Concrete.  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 

Blair,  B. 

Dominion  Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Goold,  Sbapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 

Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 

Foster,  W.  L. 
Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 
Company 

Can.  Fairbanks-Morse  Company 

Dake  Engine  Company 

Dominion  Road  Machinery  Co. 

Goodwin,   Barsby   &  Company 

Marsh  &  Henthorn 

Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 
Goodwin,  Barsby  "Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  13.  U. 


Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 


Corrugated  Iron 
Metallic  Roofi 
Pedlar  People  Li 


Metallic  Roofing  Company 
Limited 


Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada   Crushed  Stone  Corpora- 
tion 

Crushed  Stone.  Limited 
Hagersville   Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Pateison  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 


Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.  Co.,  Philip 


Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario   Wind  Engine  &  Pump 
Company 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works  , 
Turnbull  Elevator  Company 


Enamelled  Brick 

American  Enamelled 
Tile  Company 


Brick  & 


Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 


Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 


Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Feed  Water  Heaters 
Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 


Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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Concrete  Reinforcement  Bars 

Plain  Round  or  Square,  Twisted  Square 

Rail  Carbon  Steel 

Guaranteed  to  conform  to  the  Standard  Specifications  of  American  Society 

for  Testing  Materials. 

BARS  BENT  TO  SHAPE  FOR  BEAMS,  STIRRUPS,  Etc. 


Montreal  Aqueduct. 


Cook  Construction  Co.,  Ltd. 
General  Contractors. 


The  Aqueduct  extends  a  distance  of  about  30,800  feet  from  St.  Lawrence  River,  Highly 
Reinforced  Retaining-  Walls  were  erected  over  the  entire  distance.  5,000  tons  of  BURLING- 
TON STEEL  BARS  were  supplied  for  this  work.  The  steel  consisted  of  Round  Bars  from 
V2  in.  up  to  \%  in.,  and  was  all  made  from  our  high  elastic  limit  RAIL  CARBON  STEEL. 

PROMPT  SHIPMENT 

Burlington  Steel  Co.,  Ltd. 


Hamilton 


Canada 
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Fit*  Escapes 

Dennis  Wiie  A  lion  \Vork»  Co. 
Manitoba  ltndge  &  lion  Works 
McGregor  &  Mclntyrc 

Flap  Poles 

('initio  Wind  Engine  4  Pump 
Company. 

Flooring  Materials 

Atnutrong  Cork  Company 

Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnacea 

Smart  Mfg.  Company,  Jai. 

Forges 

(  jr.ailian  lilower  and  Forge  Co. 
Sheldons  Limited 

Gas  Engines 

GooldT  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 

Coold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 
Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


High  Duty  Pumping  Engines 

Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Iteatly  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Henthorn 
Mussens  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Heatty  &  Sons,  M. 
Hopkins  &  Company   F.  H. 
Marsli  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 

Northern   Crane  Works 

Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American   Lead   Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 
Company 

Ornamental  Brick 

Oriental  Brick  Company 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Carter  White  Lead  Company 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian  Dolarway  Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


LONDON  Batch  Mixer 

LOOK  HOW  HIGH  THE  SKIP  RAISES!  Not  necessary 
to  pound  the  bottom  out  of  the  skip  in  order  to  charge  the  drum. 

London  Batch  Mixers  are  Built  to  Last  a  Life  Time.  They  will 
produce  a  Batch  of  Concrete  every  Sixty  Seconds.  A  Creamy, 
Smooth  Mixture.   Just  what  your  Engineer  is  looking  for. 

Why  two  thousand  in  use?  Because  every  Mixer  sold  sells 
ten  more. 

We  make  Twenty-three  different  sizes  of  Mixers.    Send  for 

Catalogue  No.  1. 


CHAMPION  HOIST— 


Direct  connected.  No  lost  power.  Built  very  strong.  A  high 
grade  hoist  at  a  moderate  price.  We  make  a  full  line  of  Hoists, 
both  Gasoline  and  Steam. 

Send  for  Catalogue  No.  23,  stating  requirements. 

London  Concrete  Machinery  Co.,  Limited 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada. 
World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 
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SERVICE 


STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE    Is  to  add  Strength.- 

STEEL  BARS    Are  used  in  Concrete  to  Reinforce. 

D  E  M  A  N  D—    Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK     Your  work  on  reinforcing  bars  rolled   from  material 

of  questionable  quality. 

FAVOR     US    With  an   opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 


LIMITED 


HAMILTON 


TORONTO 


MONTREAL 


WINNIPEG 


10 
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Pip*  and  Boiler  Covering* 

nonunion  Paint  Worts 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
I'atnson  Mfg.  Company 
Spielmann  Agencies  (Kgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian    IngersollRand  Co. 
Hopkins  &  C  ompany,  F.  H. 
Marsh  &  Ilcnthorn,  Limited 

Ptpe  Fittings  and  Flanges 

Pittsburgh   VaWe.   Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Plaster 

Albert  Mfg.  Company 
Brttnell  &  Company 
Iona  Gypsum  Company 

Plug  Drillers 

Canadian  IngersollRand  Co. 

Pneumatic  Machinery 

Canadian  Inge: soli-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Tnglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Works 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian   Fairbanks-Morse  Co. 
C  anadian  Ingersoll  Rand  Co. 
Cook.  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
NK  1  H>ugall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll  Rand  Co. 
Hopkins  &•  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 
Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Dominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 


Roofing  Material 

Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.   Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 


Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.   Lumber  Commissioner 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 

Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoi  nes  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steam  Appliances 
Darling  Bros. 

Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 
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Crushed  Stone  for  Macadam  Roads 


Macadam  Roads 
must  be  builtf 
of  a 

TOUGH 
STONE 

that  will  cement. 
WE  HAVE  IT. 


The  Hagersville  Contracting  Company,  Limited 

HAGERSVILLE,  ONT. 
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SHARP 

WASHED 


SAND 

In  Bins — Princess  St.  Dock 
Quality  Guaranteed 

gravel  CRUSHED  STONE  TRAPR0CK 


GRANITE 


Yards 


G.T.R.  and  C.P.R. 


CEMENT 


Pape  Avenue  and  G.T.R 
Lansdowne  Ave.  and  Dundas  St. 
Lawton  Ave.  and  G.T.R. 
Berkeley  St.  and  Esplanade 


Washing  Plant  at  Frenchman's  Bay. 


Rogers  Supply  Co.,  Ltd. 

28  King  St.  West,  TORONTO 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  Xo  dusting  away,  smooth  sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  of  Fluxphalte  and 
save  repair  bills. 

New  illustrated  booklet  on  request. 


CMMUM  MSHTS  Mill  OIL  Li 

•OARD  ©F  TRJISB  BUILDING  -  Mnwtw* 
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Solid  Steel  Window  Sash 


He  most  popular  and  extensively  used  Steel  Sash  now  on  the  market,  absolutely  fireproof  and  weather  proof. 
1  lie  design  of  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 


tage. 


Maximum  Daylight  —No  Maintenance  Cost  -  Lower  Insurance  Rates. 


STEEL  and  RADIATION,  LIMITED 

Head  Office    Fraser  Avenue  -   TORONTO,  Ont. 


More  Work 

Fewer  Men 


With  our  light  port- 
able "PEERLESS" 
derrick  of  1800  lbs. 
capacity  you  can  ac- 
complish more  work 
with  fewer  men.  For 
brick  or  stone  laying 
this  derrick  will  do  the 
work  of  three  or  four 
hod  carriers.  For 
placing  light  stee 
work  it  is  ideal, 

Write 
for 
Catilog 


Don't  forget  that 
we  build  derricks 
of  all  sizes  and 
types.  Our  1 ,  2 
and  3  ton  stiff 
leg  derricks  are 
very  popular. 


National  Equipment  Co.,  Limited 

1  Wabash  Avenue,  Toronto 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 


Angles 


Channels 


67-6"x3'/4"x5/j"-60'0" 
28-6"x3I/4"xll/16"-60'0" 
40-6"x3^"x3/4"-60'0" 
22-6"x3!4"x3/4"-66'0" 


31-12"x30  lb.-60'0" 
83-16"x33  Ib.-36  'IO1^' 


Zees 


94-  3"  x  2-11/16"  x  1/4"  x  6.7  lbs.  -  64  0" 

95-  3-1/16"  x  2-3/4"x5/16"  x  8.5  lbs.  -  60  0" 


Mild  Steel  Bars 


20 
20-10 
13-6" 

19-  8" 

20-  10 
15-11 

12-  11 
88-4 

13-  8" 


xl/4"-30'0" 
"xl/4"-30'0" 
x5/16"-10'0" 
v5/16"-20'0" 
x5/16"-30'0" 
"x5/16"-30'0" 
"x5/16"-20'0" 
■4x6/16"-17'0" 
x3/8"-ll'10" 
x3/8"-30'0" 


14-6"x7/16"-13'0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

5-  12'/a"x5/8"-30'0" 
22-6V£"xll/16"-33' 

6-  7"xll/16"-20'0" 
19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


AT  HALF  PRICE 


We  will  clear  our  stock  of  IDEAL  BLOCK  MACHINES 

and  MOULDS  at  Half  Price 

Now  is  the  time  to  buy 


MUSSENS  LIMITED  S 


MONTREAL   QUEBEC— PRUNEAU  &  CO. 

NIPEG  TORONTO  -H.  TURNBULL  &  CO. 
VANCOUVER  COBALT   H.  L.  USBORNE 
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"Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co, 

Hillsborough,  New  Brunswick,  Canada 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


r  H  E 

MINION 

Co. 

ANSEAj 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining's 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co*)  Limited 
SWANSEA  (near  Toronto) 


See  that  strip" 


An  Ordinary  Laborer 

can  satisfactorily  install 
CAREY 


EXPArJsiorl 
«J  O  I  INT 


One  man  places  it  in  position  and  the  joint  is., 
complete — one  operation.  Compare  this  with 
the  seven  laborious  operations  of  the  pouring 
gang.  Elastite  makes  a  perfect,  lasting  joint. 
Specified  by  leading  engineers  and  contractors 
on  construction  work  of  all  kinds. 

Write  today  for  illustrated  literature,  samples,  etc. 
Address  Elastite  Dept. 

The  Philip  Carey  Company 

TORONTO  MONTREAL 


FOR  SALE 


1  No.  2  Thew  Shovel. 

1  No.  10  x  16.  36  in.  Gauge 
Porter  Dinkey. 


11    4  yards  2  Way  Dump 
Cars 


W.  FRASER 


83  Craig  St.  West 

MONTREAL 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Steam  Engines 

Slut  levant  Co.  of  Can..  Ltd..  B.  F. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Stui  levant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel 

Burlington  Steel  Company 
Hopkins  Sc  Company,  F.  H. 
Steel  Company  of  (.an.  Ltd. 

Steel  Bara 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Pipe 
Can.  Chicago  Bridge  &  Iron  Wks. 

Steel   Plate  Construction 

Watcrous  Engine  Works  Co. 

Steel  Sash 

Steel  &  Radiation  Limited 

Stone 

Ilritnell  &  Company 
Ilagersville  Contracting  Co. 
Oakley  &  Son.  Geo. 
Rogers  Supply  Company 
Sackville   Freestone  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  4  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh- DesMoines  Steel  Co. 
Reid  &  Brown 

Standard  Steel  Construction  Co. 
Structural  Steel  Company 


Surveyors'  Instruments 
I  Idler   &  Brightly 

Swinging  Gears 

I  >ake  Engine  Company 

Tanks  and  Stand  Pipes 

Can,  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shaplcy  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Hcnthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,   Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Gcoghegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Roht.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shaplcy  &  Muir  Co. 

Turnbuckles 

Canadian    Billings    &  Spencer 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 


Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Stui  levant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and  Cutting  Plants 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

White  Lead 

Carter  White  Lead  Company 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company. 


19%  to  36% 

More  Daylight 

The  problem  of  providing  sufficient  light  for  factories  without  running 
up  overhead  expense  is  solved  by  covering  walls  and  ceilings  with 
Brandram-Henderson's 

Factory  Enamel  White 

Tests  show  from  19  to  36  per  cent,  increase  of  daylight  where 
Factory  Enamel  White  has  been  used.  It  is  washable,  durable  and  econ- 
omical.     It  has  the  facile  covering  properties  of  ordinary  oil  paints  but 

does  not  scale  or  tend  to  turn  yellow. 

Write  for  our  Booklet  and  Quantity  Prices. 
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DOLARWAY  SURFACING 

will  put  the  Endurance  in  Pavement 


Dolarway  Surfacing  knocks  the  question  out  of  per- 
manent pavement — just  keep  it  on,  that's  all!  After 
the  concrete  is  down  you  can  easily  eliminate  the 
high  cost  of  up-keep  by  keeping  "Dolarway"  on. 
No  matter  how  heavy  the  traffic  may  be,  nor  how 
changeable  the  climate  is,  Dolarway  meets  all  con- 
ditions in  a  satisfactory  manner. 

Inexpensive  First  Cost 


There  is  no  great  outlay  of  money  required  to  pre- 
pare this  wonderful  surfacing.  It  comes  in  liquid 
form  and  can  be  easily  and  quickly  heated  and 
spread  on  with  unskilled  labor.  Within  a  few  hours 
after  applying  your  roadway  is  ready  for  traffic. 
Dolarway  is  ideal  for  boulevards,  city  streets  and 
suburban  highways. 

Inexpensive  Maintenance 


For  further  particulars  write  to 

THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD.  :££2o£5£ 


GOOD  PAINT  Is  Necessary  to  Give  Satisfaction 

ON  GAS  HOLDERS 


^  l'\m 


That  is  why 


i 


"SUPERIOR  GRAPHITE  PAINT"  (C" 


Formula) 


Prominent  Cas  Holder  painted  with 
Superior  Graphite  Paint  (Gas  Formula) 


Is  so  frequently  chosen  for  this  class  of  protection. 
Being  made  under  a  special  Gas  Formula  it 

resists  successfully  the  action  of  naphthaline  de- 
posits, oil,  the  action  of  the  gas  itself,  and  actually 

Prevents  Rust 

It  is  the  most  economical  paint  for  YOUR  Holder. 
For  full  information,  prices,  etc.,  write 


Dominion  Paint  Works,  Limited 


Montreal 
Toronto 


Walkerville,  Ont. 


Made  in  U.S.A.  by  DETROIT  GRAPHITE  CO.,  Detroit,  Mich. 


Winnipeg 
Vancouver 


It! 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  ...  13 
American  Lead  Pencil  Company  ... 

American  Well  Works  

Angiitis  Limited   CO 

Armstrong  Cork  Company   

Art  Stone  Company   ....  GO 

Isphalt  &  Supply  Company   11 

Ault  &  Wiborg  Company   59 

Barber  Asphalt  Company  

Barber.  Frank   •  •  60 

B.  C.  Lumber  Commissioner  

Beatty  &  Sons,  Limited,  M   2 

Bird  &  Son  

Black  Building  Supply  Company  . . . 

Blair  Company,  B   17 

Boving    Hydraulic    &  Engineering 

Company  

Brandram-Henderson  Co   14 

Britnell  Company,  Limited   54 

Burlington  Steel  Company   7 

Canada  Crushed  Stone  Corporation*  . 
Canada  Iron  Foundries  Limited  ...  54 
Canada  Wire  &  Iron  Goods  Co.  ...  59 

Canadian  Billings  &  Spencer  

Canadian  Blower  and  Forge  Co.  ...  62 
Canadian  Chicago  Bridge    &  Iron 

Works   59 

Canadian  Consolidated  Rubber  Co.  ..  3 

Canadian  Dolarway  Paving  Co   15 

Canadian  Ingersoll-Rand  Co  

Canadian    Inspection    and  Testing 

Laboratories    60 

Canadian  Office  School  Furniture  Co. 
Canadian  Pipe  Company,  Limited  . .  54 

Carey  Company,  Philip   13 

Carter  White  Lead  Co   58 

Chipman  &  Power   60 

Conduits  Company,  Limited   59 

Cook,  A.  D  

Crushed  Stone,  Limited   54 

Dake  Engine  Company   49 

Darling  Bros  

Dennis  Wire  &  Iron  Company  . . . 

DesMoines  Bridge  &  Iron  Works.  61 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   60 

Dominion  Iron  &  Steel  Company  ...  57 

Dominion  Paint  Works   15 

Dominion  Sewer  Pipe  Company  ...  13 

Dominion  Wire  Rope  Co   64 

Dunlop  Tire  &  Rubber  Company  . . . 

Dunn  Wire-Cut-Lug  Brick  Co.   ...  5 


Klk  Fire  Brick  Company   51 

Foster,  W.  I     55 

Fraser,  W   13 

Gartshore,  John  J  

Gartshore-Thompson  Pipe  &  Foun- 
dry Company   49 

Gent  Company   48 

Gillis  &  Geoghegan   15 

Goodwin-Barsby   Company    51 

Goold,  Shapley  &  Muir  Company  . .  59 

Gray  Construction  Co.,  John  V.  . . .  54 


Haddin  &  Miles   60 

Hagersville  Contracting  Company  . .  10 

Heller  &  Brightly      49 

Hopkins  &  Company,  F.  H   64 

Hunt  &  Company,  Robert  W   60 

Ideal  Concrete  Machinery  Company  51 

Inglis  Company,  John   47 


Kerr  Engine  Company,  Limited  ...  63 

Lea,  R.  S   60 

London  Concrete  Machinery  Co.  ...  8 

Luxfer  Prism  Company  


MacKinnon  Holmes  &  Company  .  .  61 

Manitoba  Bridge  Works  Co   20 

Maritime  Bridge  Works  Co   12 

Marsh  &  Henthorn,  Limited   49 

McAvity  &  Sons,  T  

McDougall  Caledonian  Iron  Works 

Company   4 

McGregor  &  Mclntyre   61 

Meaford  Wheelbarrow  Company...  59 

Metallic  Roofing  Company   53 

Miller  &  Company,  Geo.  M  

Morrison  &  Co.,  T.  A   60 

Mueller  Mfg.  Company,  H   62 

Mussens  Limited   12 

National  Equipment  Co   12 

National  Iron  Works   50 

National  Steel  Car  Company   18 

Neptune  Meter  Company   53 

Noble,  Clarence  W  

Northern  Crane  Works  ...  

Nova  Scotia  Steel  &  Coal  Co.  


Oriental  Brick  Company  

Ormsby  Company,  A.  B   20 

Ontario  Sewer  Pipe  Co  

Ontario  Wind  Engine  &  Pump  Co.  53 


Pacific  Coast  Pipe  Company  

Paterson  Mfg.  Company  

Pedlar  People  

Pelletier  &  Fils,  Edouard  . .  .'  

Pittsburgh-Des  Moines  Steel  Co... 

Piatt  Iron  Works   

Pollard  Manufacturing  Company  . . 

Pontifex,  Bryan  

Power  &  Son  

Prest-O-Lite  Company  

Quinlan  &  Robertson  


49 


61 
411 

60 
60 
48 


Radigan  &  Company.  John  

Reid  &  Brown  

Ric-wiL  Underground   Pipe  Cover- 
ing Company  ...   .-   5^ 

Rogers  Limited,  Alfred  '   1 

Rogers  &  Company,  F  

Rogers  Supply  Company   n 

Sackville  Freestone  Company   2 

Sheldons  Limited  , 

Shipman  &  Co.,  Harold  C   60 

Smart  Mfg.  Company,  James  

Spielmann  Agencies  Regd   18 

Standard  Clay  Products  Limited  ...  57 
Standard  Steel  Construction  Co.  . , ,  54 
Standard  Underground  Cable  Co,  of 

Canada  .  , 

Stark  Rolling  Mill  Company   52 

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation   12 

Structural  Steel  Company  ...   ... . ,  54 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F, 

Tiffin  Wagon  Company   19 

Toch  Bros  

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   50 

Turnbull  Elevator  Company  

Vancouver  Wood  Pipe  &  Tank  Co. 


Waterous  Engine  Works  Co  

Wettlaufer  Bros  

Wilson  &  Son,  C  

Wynne-Roberts,  R.  0   00 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterprise 
ing  enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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Specially 
Made 
Concrete 
Pipe 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 

Further  particulars  and  prices  will  be  sent  upon  request. 

B.  Blair  Company,  Limited 

Woodstock,  Ontario 


IS 
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Corrosion— Decay 

Are  More  Destructive  Than  the  Huns 

The  greatest  destroyers  of  all  time  are  Rust,  Corrosion  and  Decay.    Just  as  the  great  British  Fleet 
niir  protect!)  ii  against  the  devastation  of  the  Huns,  "Ferrodor,"  the  rust-proof  elastic  paint,  is  an  abso- 
lute protection  against  the  awful  ravages  of  Rust,  Corrosion  and  Decay.    Ferrodor  lasts  where  no  other 
naint  will  stand. 

" FERRODOR " 

THE  RUST-PROOF  ELASTIC  PAINT 

Superior  to  Red  Lead  or  Graphite 

Manufactured  in  Knyland  by  Griffiths  Bros.  &  Co.,  London,  Ltd.,  contractors  to  the  Admiralty  and 
War  (  )ffice.  "Ferrodor"  is  used  by  the  British  and  Colonial  Fleets;  used  by  the  British  Army;  used  by 
the  leading  Railway  and  Shipping  Companies  throughout  the  world.  This  is  the  strongest  recommenda- 
tion we  can  give  you. 

Write  for  our  interesting  booklet  on  protective  paints  and  other  specialties. 

SPIELMANN  AGENCIES  (RegU) 

SPECIALISTS  IN  PROTECTIVE  PAINTS 

Read  Building      -  MONTREAL 


NATIONAL 


MOTOR 
TRUCKS 

Five  Models 

1500—2000—3000 

4000—7500 
pounds  capacities. 


CONTINUOUS  Truck  Service  day  after  day  is  only  possible  when  the  Truck  is  designed 
and  built  right.    The  specifications  of  National  Trucks  prove  from  an  Engineering 
standpoint,  the  fineness  of  the  design  and  material  used  in  their  construction.    The  actual 
performance  of  National  Trucks  under  all  conditions  demonstrates  their  power,  carrying  capa- 
city and  economy.    It  pays  to  buy  a  real  Truck. 

NATIONAL  STEEL  CAR  CO.,  LIMITED 


Montreal  Office  : 

SHAUGHNESSY  BLDG. 


Works  and  Operating  Office: 

HAMILTON,  CANADA 


October  11,  1916 
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Facts  about 


Motor  Power 


Street  Rushers 

For  Canadian  City  Officials 


Flusher  recently  installed  at  London,  Canada 


Evidence  is  piling  up  in  favor  of  Tiffin  Double  Motor 
System  Street  Flushers  and  Sprinklers. 

Cities  that  have  put  the  matter  to  rigid  demonstration 
and  test  have  been  overwhelmed  with  the  success 
of  the  TIFFIN. 

And  this  is  because  the  TIFFIN  principle  is  right — one 
motor  for  vehicle  movement,  another  motor  for 
water  pressure. 

This  Tiffin  Double  Motor  System  accomplishes  the 
following  results: 

The  Tiffin  is  most  economical  because  the  flushing 
motor  is  operated  only  during  period  of  actual 
work.    In  a  single  motor  system  a  large  motor  of 


high  fuel  consumption  must  operate  not  only  dur- 
ing periods  of  flushing  work,  but  whenever  the 
vehicle  is  in  motion. 

The  Tiffin  is  vastly  more  effective,  because  it  allows 
perfect  control  of  vehicle  speed  and  water  pressure 
—each  operated  INDEPENDENTLY  of  the  other. 
This  is  the  only  way  good  results  can  be  achieved 
under  all  conditions  of  grade  and  street  surface. 

The  Tiffin  is  easily  controlled  by  a  single  operator. 

Cities  in  Canada  are  appreciating  the  superior  benefits 
of  power  street  flushing.  They  are  buying  the 
TIFFIN  because  it  has  proved  its  superior  per- 
formance. 


Canadian  references,  catalog  and  engineering  data  upon  request. 

THE  TIFFIN  WAGON  COMPANY,  TIFFIN,  OHIO 

Makers  also  of  Tiffin  Dump  Wagons,  Street  Sprinklers,  Farm 
Wagons,  Contractors'  Carts  and  Motor  Trucks. 


NEW  YORK— J.  A.  del  Solar. 
PHILADELPHIA— Loder  &  Smith 
PITTSBURG— H.   B.  Naylor. 
COLUMBUS— F.  L.  Chase  Co. 
CHICAGO— W.   H.  Mclntyre. 
JACKSON.  Mich. — G.  M.  Whaley. 


OGDEN— Sidney  Stevens  Imp.  Co 
DENVER— S.  G.  Elbe. 
FARGO— Fargo  Fire  Engine  Co. 
PORTLAND,  Ore— A.  G.  Long. 
SAN  FRANCISCO— N.  K.  Davis. 
LOS  ANGELES— F.  F.  Foster  Co 


REPRESENTATIVES 

CHATTANOOGA— R.   R.  Nixon. 
MEMPHIS— J.  G  Livar. 
NASHVILLE— Dixie  Rd.  Ma'y  Co. 
NORFOLK— W.  H.  Hannan,  Jr. 
HUNTINGTON.    W.Vn.  —  Miller 
Supply  Co. 


MONTGOMERY,  Ala.— J.  F. 

Stuckenborg. 
JACKSONVILLE— J.  C.  Tarvin. 
MONTREAL— Francis  Hankin  & 
Co. 

ST.    CATHARINES.    Can.— F.  H. 
Hopkins  &  Co. 
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We  design  and  fabricate  all  kinds  of  structural  steel,  and  carry  at  all  times 
a  6,000-ton  stock  of  beams,  channels,  broad  flange  beams,  plates  and  angles, 
rivets,  bolts,  shafting,  reinforcing  bars  for  concrete — ready  for  immediate 
delivery. 


REINFORCING  BARS  FOR  CONCRETE  CONSTRUCTION.  Medium  steel,  square  cold 
twisted,  sizes  from  l/n  in.  to  in.,  lengths  up  to  60  ft.  Medium  steel,  plain  round  and  square, 
sizes  from  "4  in.  to  1%  in.,  lengths  up  to  60  feet. 


Send  for  Our  Monthly  Stock  List 


It  preaches  Fresh  Air 

When  our  salesman  calls  on  a  prospective  purchaser  of 
Ormsby  Swartwout  Ventilators,  he  takes  this  little  model 
with  him.  Better  than  a  thousand  words  could  do  it,  this 
miniature  ventilator  explains  the  principle  of  semi- 
mechanical  ventilation. 

Working  on  that  principle,  the 

ORMSBY  SWARTWOUT 

BALLBEARING  VENTILATOR 

pulls  the  bad  air  out  of  a  building  by  the  force  of  a  partial  vacuum.  It  affords 
constant  air  supply.   When  fitted  with  the  self-cleaning  pitched  glass- 
top,  it  serves  also  as  a  serviceable  skylight. 

All  sorts  of  work-rooms  in  factories,  mills  and  foundries  are 
successfully  ventilated  by  Ormsby  Swartwout.    Send  the  coupon 


for  "The  Gospel  of  Fresh  Air"  —  real  stories  of  ventilation 
experience.  It  tells  why  ventilation  pays. 

A.  B.  Ormsby  Co.,  Limited 

TORONTO 
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Employing  Alien  Engineers 

THE  recently  issued  letter  of  the  Canadian  So- 
ciety of  Civil  Engineers,  expressing  their  at- 
titude regarding  the  appointment  of  a  United 
States  engineer  to  assist  the  Drayton-Smith- 
Paish  commission  in  investigating  the  Canadian  rail- 
road situation  has  called  forth  a  memorandum  from  the 
Dominion  Government.  This  memorandum  seeks  to 
make  apologies  for  Professor  Swain's  appointment, 
pointing  out  that,  having  regard  to  the  magnitude  and 
seriousness  of  the  situation  which  confronts  us  in  con- 
nection with  our  railways,  it  was  essential  to  procure 
the  very  hest  and  most  authoritative' advice  possible. 
We  agree  entirely  that  the  proposed  investigation  is 
of  a  character  such  as  to  require  the  best  brains  the 
engineering  profession  possesses,  and  that  in  under- 
taking this  very  important  and  arduous  task,  the  hands 
of  the  commission  should  not  be  tied,  nor  its  powers 
limited.  ^  With  all  due  regard,  however,  to  the  gov- 
ernment's explanations,  we  cannot  see  in  what  way 
this  rendered  necessary  the  appointment  of  a  foreigner. 
The  government,  in  taking  this  course,  is  deprecating 
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the  abilities  of  Canadian  engineers,  is  indirectly 
acknowledging  the  inferiority  of  our  educational  in- 
stitutions and  systems  and  avowing  the  mediocrity  of 
our  engineering  societies. 

The  commission,  we  believe,  had  no  thought  of  lay- 
ing itself  open  to  such  assumptions.  National  pride 
and  loyalty  would  naturally  prevent  it  from  acknow- 
ledging such  implications.  Yet  in  this  matter  the  gov- 
ernment has  put  itself  into  a  seemingly  anomalous 
position.  They  meet  the  objections  to  Professor 
Swain's  appointment  on  the  ground  that  he  is  a  mem- 
ber of  the  Canadian  Society  of  Civil  Engineers.  This 
very  fact  the  government  seems  to  think  is  sufficient 
to  satisfy  the  society  that  their  best  interests  are 
being  served.  Yet  the  absurdity  of  this  argument 
is  all  the  more  clearly  shown  when  at  the  same  time, 
by  going  outside  the  country  for  an  engineer,  the 
government  tacitly  avows  the  inability  of  the  Canadian 
members  of  that  society.  Can  we  co-relate  these  two 
viewpoints?  Does  it  not  seem  incongruous  that  the 
government  on  the  one  hand  should  claim  to  appreciate 
the  worth  of  the  Canadian  Society  and  at  the  same  time 
sanction  the  employment  of  a  foreign  engineer? 
*        *  * 

Sir  Henry  Drayton  is  further  reported  to  have  made 
a  statement  to  the  effect  that  all  Canadian  engineers 
of  sufficient  standing  to  qualify  for  this  position  are 
now,  or  have  been  at  some  time,  employed  by  one  or 
other  of  the  railway  companies.  Surely  this  is  ab- 
solute nonsense.  We  are  confident  we  should  not 
have  to  search  far  to  name  several  Canadian  engineers 
of  note,  whose  ability  and  impartiality  would  be  beyond 
dispute  and  who  are  not  now  and  never  have  been  as- 
sociated with  any  local  railway  organization. 

It  has  also  been  said  that  the  Canadian  Society 
might  have  chosen  a  much  more  objectionable  example. 
We  think  so,  too;  but  that  they  did  not  do  so  strength- 
ens, rather  than  the  reverse,  the  stand  they  have  taken 
in  that  this  case  represents  the  average  rather  than 
the  extreme.  That  they  could  have  selected  numer- 
ous more  flagrant  violations  merely  adds  force  to 
their  objections.  Canadian  engineers  have  long  been 
accustomed  to  consider  themselves  on  a  high  ethical 
plane  ;  their  professional  bodies  have  been  imbued  with 
too  much  of  that  so-called  professional  dignity,  and 
apparently,  with  an  excess  of  those  virtuous  qualities 
of  modesty  and  self-forgetfulness.  Is  it  not  time  that 
our  engineers  stepped  down  from  the  heights  and  got 
into  business  for  their  own  interests  and  those  of  the 
public?  Should  they  not  combat,  determinedly,  the 
pernicious  habits  of  Canadian  organizations  in  con- 
stantly procuring  outside  advice?  We  fully  believe 
that  the  principle  at  stake  will  commend  itself  to  right- 
thinking  Canadians,  and  that  the  action  of  the  Can- 
adian Society  of  Civil  Engineers  will  justify  itself  in 
full  measure.  It  is  a  matter  of  congratulation  that 
they  have  not  restrained  themselves  any  longer,  but 
are  taking  such  questions  deliberately,  to  show  that 
they  are  alive  to  the  situation  and  appreciate  the  wide 
influence  and  broad  connection  their  societyship  con- 
fers. 


The  quantity  of  tar  used  in  tar  dressing  roads  in 
Great  Britain  is  estimated  to  be  160,000  tons,  or  35,- 
S40.000  gallons  on  a  road  mileage  of  176,000  miles, 
compared  with  32,000,000  gallons  used  in  the  United 
States  on  2,220,000  miles  of  road 
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Kent  County  Highways  System 

The  special  committee  of  t ho  Kent  County  Council, 
appointed  to  prepare  a  report  on  a  county  road  sys- 
tem, and  members  of  the  council  of  Chatham.  Out., 
attended  a  recent  meeting  held  in  that  city,  at  which 
Deputy  Minister  \Y.  A.  McLean,  of  the  Ontario  High- 
way Department,  was  present  and  explained  in  detail 
the  workings  of  the  Ontario  Highway  Improvement 
Vet.  Mr.  McLean  made  recommendations  as  to  what 
roads  it  would  he  advisable  to  improve.  By  following 
his  suggestions  every  market  centre  in  the  county 
would  have  one  or  more  good  roads  into  the  city.  The 
completed  system  would  mean  more  than  200  miles  of 
improved  roads  in  the  county.  The  city  was  urged  by 
Mr.  McLean  to  consider  the  plan  which  is  being  fol- 
lowed in  some  counties  of  having  the  city  join  with 
the  county  in  the  appointment  of  a  commission  which 
w  ould  decide  what  roads  the  city  would  aid  in  improve- 
ment and  the  distances  from  the  city  on  the  various 
roads.  He  also  emphasized  the  great  advantage  of 
the  use  of  the  split  log  drag  and  stated  that  the  De- 
partment would  pay  20  per  cent,  of  the  cost  of  the 
work  done  with  this  implement  on  the  county  roads 
if  the  good  roads'  system  is  adopted,  with  40  per  cent, 
on  such  culverts  and  bridges  as  may  be  built,  and  that 
where  there  were  low  places  in  which  a  fill  was  neces- 
sary 40  per  cent,  would  be  paid  when  it  was  shown 
that  this  was  part  of  the  necessary  improvement.  The 
county  solicitor  was  directed  to  prepare  the  necessary 
by-law  to  be  submitted  at  the  December  session  of 
the  county  council  providing  for  the  county  to  adopt 
the  county  good  roads  scheme  under  the  Highway 
Improvement  Act  and  also  designating  the  roads  which 
would  be  improved. 


Busy  Shipyard  at  Port  Mann 

Just  now,  when  public  attention  is  largely  centred 
on  the  vessels  under  construction  at  North  Vancouver 
and  Victoria  for  British  Columbia's  new  marine  fleet, 
our  readers  may  be  somewhat  surprised  to  learn  that 
at  IV, rt  Mann,  the  Fraser  River  terminal  of  the  Cana- 
dian Northern  Pacific  Railway,  in  a  well-equipped 
yard,  fifty  or  more  ship  carpenters  have  been  at  work 
"ii  a  number  of  vessels  for  several  months  past.  They 
are  needed  to  round  out  the  company's  plans  for  an 
up-to-date  passenger  and  freight  service  between  the 
mainland  and  Vancouver  Island  lines,  to  be  initiated 
in  the  near  future. 

At  the  shipyard  two  large  sealers  formerly  operat- 
ing on  the  Newfoundland  and  Labrador  coasts  are 
being  transformed  into  powerful,  up-to-the-minute 
tugs;  one  big  car  ferry  is  being  given  the  finishing 
touches  as  it  lies  at  anchor,  and  a  sister  barge  is  on 
the  stocks  and  will  be  ready  for  launching  about  six 
week-  from  date.  These  barges  are  160  feet  long  and 
48  feet  wide,  slightly  modelled  at  the  bow,  and  each 
will  transport  eight  loaded  freight  cars.  They  have  a 
depth  of  ten  feet ;  the  gunwales  are  built  up  of  12  x  12- 
in.  timbers,  and  there  are  four  longitudinal  bulkheads 
of  the  same  size  timbers  to  give  the  craft  sufficient 
-tiftening  without  the  use  of  hog  chains.  The  deck 
beams  are  of  12xl4-in.  timbers  set  12  inches  apart, 
and  the  decking  is  5  x  8-in.  timber  dressed.  The  bot- 
tom is  of  similar  construction  to  the  deck.  All  timber 
i-  clear  stock,  dressed,  and  most  of  it  is  48-ft.  and  60-ft. 
long.   There  is  275.000  feet  of  lumber  in  each  barge. 

The  completed  ferry  slip  is  located  about  half  a 
mile  above  the  shipyard.  The  lower  part  of  the  slip  is 
of  heavy  piling  and  bulkheading,  modelled    to  the 


shape  of  the  barges.  The  apron  is  operated  by  hy- 
draulic lift,  so  that  any  stage  of  the  tide  or  river  can 
he  met  instantly.  The  slip  is  also  equipped  with  a 
three-way  switch  for  connecting  with  the  three  tracks 
laid  on  the  barges. 

With  the  completion  of  the  vessels  now  on  the 
stocks  it  is  likely  the  railway  company  will  begin  at 
their  yard  the  construction  of  an  eighteen-car  passen- 
ger transfer,  which  will  he  similar  to  the  one  now 
Hearing  completion  at  Quebec,  and  which  will  shortly 
he  brought  out  to  operate  between  Patricia  Bay,  the 
Island  terminal,  and  Woodward's  Landing,  on  the 
mainland.  This  big  transfer  cannot  he  operated  with 
safety  beneath  Fraser  River  bridge,  according  to  the 
opinion  of  the  engineers,  and  will  be  kept  in  the  lower 
river  and  gulf  waters. 


New  Home  for  Vancouver  Board  of  Trade 

A  movement  is  on  foot  in  Vancouver  to  secure  bet- 
ter quarters  for  the  Board  of  Trade,  which  for  a  num- 
ber of  years  has  been  occupying  rather  unsuitable  and 
very  cramped  quarters  on  one  of  the  floors  of  the 
Molson's  Bank  Building,  on  the  corner  of  Hastings 
and  Seymour  Streets.  The  matter  was  discussed  at  a 
meeting  of  the  board  held  Sept.  22,  when  Mr.  G.  H. 
Cottrell  expressed  the  opinion  that  the  present  mem- 
bership of  the  board  and  its  strong  financial  backing 
should  make  it  possible  to  erect  a  suitable  building  on 
a  central  site  which  would  contain,  in  addition  to  the 
board's  offices,  a  good  central  hall  and  facilities  for 
housing-  exhibits  of  the  resources  of  the  province. 
Another  member  advocated  a  building  wherein  the 
work  of  all  public  bodies  could  be  combined  and  cen- 
tralized. 

Mr.  Nichol  Thompson,  president  of  the  board,  said 
he  believed  action  along  the  line  proposed  would  have 
been  taken  before  this  but  for  the  fact  that  the  lease  of 
the  present  premises  would  not  expire  for  another  five 
years.  It  might  be  possible  to  secure  a  cancellation  on 
fair  terms. 

Secretary  Blair  pointed  out  that  plans  were  afoot 
to  erect  another  large  ten-storey  building  in  a  central 
location  in  the  near  future,  and  it  might  be  possible  to 
secure  quarters  therein. 

A  joint  committee,  comprising  members  of  the 
Board  of  Trade  and  British  Columbia  Manufacturers' 
Association,  will  look  into  the  matter  and  report. 


Practical  Information 

Rural  contractors  specializing  in  concrete  work, 
especially  those  building  silos  and  other  farm  struc- 
tures, also  contractors  or  others  who  would  like  to 
specialize  on  such  work,  will  be  interested  in  knowing 
of  a  co-operative  plan  now  being  carried  out  by  the 
Extension  Division  of  the  Portland  Cement  Associa- 
tion. Anyone  interested  in  concrete  contracting  work 
or  in  taking  up  such  work  is  urged  to  address  a  letter 
to  the  director,  Extension  Division,  Portland  Cement 
Association,  111  West  Washington  Street,  Chicago,  for 
some  information  that  will  prove  valuable,  and  that 
can  be  obtained  without  cost  or  other  obligation. 


The  total  production  of  Portland  cement  in  the 
United  States  in  1915,  as  reported  to  the  United  States 
Geological  Survey,  was  85,914,907  barrels,  valued  at 
$73,886,820.  This  represents  a  decrease  in  quantity 
of  2.6  per  cent.,  and  a  decrease  in  value  of  nearly  9.7 
per  cent.  The  value  assigned  is  computed  at  a  price 
of  86c.  a  barrel 
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Good  Country  Roads  in  Ontario 

What  the  Local  Government  is  Doing  for  the  Various  Muni- 
cipalities— Many   Counties  Taking  Advantage   of   Recent  Law 


The  Department  of  Public  Highways  of  Ontario, 
under  date  Sept.  15,  1916,  has  issued  an  appendix  to 
their  last  annual  report,  giving  general  information 
calculated  to  interest  the  counties  that  have  not  yet 
availed  themselves  of  the  advantages  of  recent  legisla- 
tion. These  counties  will  do  well  to  consider  that  in- 
asmuch as  40  per  cent,  of  the  total  expenditure  is 
advanced  by  the  Ontario  Government  out  of  the  gen- 
eral taxation  fund,  they  are,  just  to  this  extent,  paying 
for  the  good  roads  of  other  counties,  without  receiving 
any  return  benefits.  The  report,  which  is  signed  by 
Hon.  F.  G.  Macdiarmid,  Minister  of  Public  Works  and 
I  tighways,  follows : 

Organization  for  road  improvement  is  a  matter 
which  at  the  present  time  should  receive  much  atten- 
tion, especially  in  counties  which  have  not  already  a 
system  of  county  roads  under  the  Highway  Improve- 
ment Act.  During  the  period  of  readjustment  at  the 
close  of  the  war,  it  is  important  that  industrial  activity 
of  all  kinds  be  stimulated  so  as  to  give  employment 
and  prevent  the  commercial  reaction  which  may  other- 
wise ensue. 

At  the  present  time  it  is  the  part  of  patriotism  to 
give  every  needed  support  to  the  men  who  are  so  gal- 
lantly  writing  the  name  of  Canada  in  the  annals  of  the 
great  world  conflict.  When  their  courage  is  rewarded 
with  victory,  it  will  be  an  equally  patriotic  duty  to 
show  that  adequate  preparation  has  been  made  for 
peace,  and  that  prosperous  conditions  await  the  return 
of  the  Canadian  overseas  forces. 

Road-building  may  be  made  an  important  part  in 
this  regard,  but  to  that  end  organization  should  be 
carefully  considered  and  created  now.  County  road 
construction  under  the  Highway  Improvement  Act  is 
generously  subsidized  by  the  Provincial  Government, 
is  essentially  sound  in  principle,  is  not  burdensome  in 
cost,  and  is  exceptionally  favorable  to  the  minor  muni- 
cipalities. Excellent  results  are  being  obtained  in  the 
twenty-one  counties  operating  under  the  act,  but  it  is 
desirable  that  the  remaining  sixteen  counties  should 
avail  themselves  of  its  advantages. 

Counties  now  having  county  road  systems  are: 
Wentworth,  Lanark,  Simcoe,  Wellington,  Lincoln,  Ox- 
ford, Hastings,  Peel,  Middlesex,  Lennox  and  Adding- 
ton,  Prince  Edward,  Halton,  Perth,  Frontenac,  Wa- 
terloo, Carleton,  Leeds  and  Grenville,  York,  Ilaldi- 
mand,  Wclland,  and  Essex. 

Road  improvement  under  a  county  road  system  is  a 
progressive  measure  which  every  progressive  com- 
munity can  advantageously  adopt.  The  general  fea- 
tures of  a  county  road  system  under  the  Highway  Im- 
provement Act  are  as  follows  : 

Created  by  By-law  of  the  County  Council. 

A  county  council  may,  by  by-law,  assume  a  system 
u|  roads  for  construction  and  maintenance.  These  be- 
come county  roads,  and  arc  under  the  control  of  the 
Ci  unity  council. 

Roads  of  the  open  country  have  ordinarily  been 
under  the  sole  control  of  township  councils.  Experi- 
ence in  every  country  which  has  achieved  a  system  of 
good  roads  has  shown  the  necessity  of  classifying  the 
roads  according  to  traffic,  placing  each  clas's  rinder 


separate  municipal  authority.  By  this  means  uni- 
formity of  construction  is  assured  and  opportunity  for 
permanent  maintenance  is  provided.  Roads  radiating 
from  towns  and  shipping  points  are  the  basis  of  a 
county  road  system. 

A  Substantial  Provincial  Subsidy. 

The  Provincial  Government  contributes  40  per 
cent,  of  the  total  expenditure  on  construction,  which  is 
paid  to  the  county  annually,  after  the  close  of  each 
year's  work.  It  should  be  made  clear  that  the  provin- 
cial subsidy  is  40  per  cent,  of  the  total  expenditure; 
not  a  percentage  of  the  county  contribution.   Thus : 

The  county  raises  "   60  cents 

The  province  contributes   40  cents 


The  county  spends    One  dollar 

Expressed  in  another  way:  For  every  $1,000  spent 
by  the  county  the  province  contributes  $666.66,  and 
the  county  thus  has  to  spend  $1,666.66. 

The  province  also  contributes  20  per  cent,  of  the 
total  cost  of  maintenance,  estimated  on  a  similar  basis. 

Mileage  of  County  Roads. 

The  mileage  of  roads  assumed  in  a  county  system 
is  usually  from  12  to  18  per  cent,  of  the  total  road  mile- 
age of  the  county,  and  therefore  bears  some  propor- 
tion to  the  number  of  townships  and  area  of  the  coun- 
ty. The  improvement  of  15  per  cent,  of  the  roads  will 
commonly  serve  75  per  cent,  of  the  traffic.  The  aver- 
age county  in  Ontario  has  about  200  miles  of  county 
roads. 

The  roads  assumed  are  usually  such  as  will  accom- 
modate the  greater  part  of  local  market  travel,  creating 
a  system  of  main  market  roads  for  farm  traffic.  They 
are  the  roads  radiating  from  local  market  centres  and 
shipping  points.  They  should  be  connected  as  far  as 
practicable  to  serve  the  needs  of  through  traffic  of  the 
locality.  These  county  systems  should  not  be  confused 
with  old  county  roads,  many  of  which  have  ceased  to 
be  the  roads  of  greatest  travel. 

County  Superintendent. 

The  work  is  placed  in  charge  of  a  superintendent 
appointed  by  the  county  council.  The  superintendent 
is  therefore  an  officer  of  the  county  council,  acting  in 
co-operation  with  the  council.  He  should  be  an  exper- 
ienced construction  man,  well  qualified  to  organize  and 
direct  labor.  The  average  salary  is  $1,500  yearly,  of 
which  the  province  contributes  40  per  cent.,  or  $600 ; 
leaving  only  $900  as  the  cost  to  the  county.  There  is 
no  charge  for  services  of  engineers  of  the  Provincial 
Department  of  Public  Highways,  and  they  are  avail- 
able at  all  times  for  consultation  and  advice. 

General  Type  of  Construction. 

Construction  should  be  suited  to  local  material  and 
traffic.  The  standard  type  is  a  roadway  well  drained, 
graded  to  a  width  of  24  feet  between  ditches,  with 
gravel  or  stone  in  the  centre  10  feet  wide.  With  very 
light  traffic  the  metal  niav  have  a  less  width,  and  for 
heaviest  traffic  adjacent  to  cities  may  be  18  feet  wide. 
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I  nder  special  conditions  for  roads  entering  towns  or 
cities  a  Stronger  type  of  construction  may  be  permitted 

i>\  the  department. 

Cost  Per  Mile  Varies. 

I  he  roads  commonly  1  > n i  1 1  under  county  road  sys- 
tem^ arc  not  necessarily  expensive.  They  are  usually 
gravel  roads,  or  broken  -tone  roads,  well  graded  and 
drained — such  as  serve  the  needs  of  farm  traffic.  Pre- 
ferabh  material  of  the  locality,  gravel  or  broken  stone, 
i-  used.  If  there  is  no  lgcal  material,  and  it  has  to  be 
brought  in  by  rail,  the  cost  is  greater — but  is  shared 
by  the  province. 

A  number  of  districts  in  Ontario,  such  as  portions 
of  York,  Peel,  llalton,  and  Welland,  have  no  local 
material  for  road-making.  In  such  cases  an  entirely 
new  road  must  be  built,  often  on  a  clap  subsoil,  and 
freight  rates  on  stone  must  be  added — all  tending  to 
higher  cost,  and  amounting  to  from  $4,000  to  $8,000 
per  mile. 

In  other  districts,  such  as  Erontenac,  Lanark,  or 
Leeds  and  Grenville,  there  is  an  abundant  supply  of 
st  me  on  or  close  to  the  road,  and  frequently  the  task 
is  one  of  regrading  and  putting  a  surface  over  an  old 
-tone  or  macadam  road.  In  such  cases  a  cost  of  $2,500 
or  $3,500  per  mile  is  an  ordinary  expenditure. 

Certain  districts,  on  the  other  hand,  have  an  abun- 
dant supply  of  gravel.  Many  of  the  roads  have  been 
gravelled  from  time  to  time  and  a  good  foundation  has 
Keen  made.  In  such  cases  the  work  usually  consists  of 
removing  sod  shoulders,  improving  the  drainage,  and 
adding  a  new  surface  of  gravel — costing  from  $1,000  to 
$2,000  per  mile  for  substantial  work  suited  to  local 
traffic. 

Equalizing  Expenditure  Among  Municipalities. 

County  councils  frequently  desire  to  make  the  ex- 
penditure in  each  township  proportionate  to  its  equal- 
ized assessment,  and  on  such  a  scale  that  there  may  be 
-pent  in  each  township  an  amount  equal  to  what  the 
township  has  contributed,  plus  the  provincial  grant. 
The  act  will  permit  a  county  to  adopt  this  adjustment 
of  expenditure  if  so  desired. 

Towns  and  Villages  Are  Aided. 

The  county  council  may  by  by-law  make  grants  to 
towns  and  villages  not  separated  from  the  county  for 
the  improvement  of  extensions  or  connecting  links  of 
D  lUnty  roads  in  such  towns  and  villages,  and  certain  of 
such  grants  mav  be  included  in  the  statement  of  annual 
expenditure.  Grants  are  commonly  proportionate  to 
what  the  town  or  village  has  paid  in  the  county  rate, 
plus  the  provincial  subsidy.  Grants  eligible  for  a  pro- 
vincial subsidv  are  those  made  to  villages  having  .a 
population  of  1,500  or  less,  and  those  made  to  muni- 
cipalities with  a  population  of  over  1,500  and  less  than 
3.000.  provided  the  improvement  is  carried  out  on 
streets  passing  farm  or  sparsely  occupied  property. 
Streets  may  in  cases  be  assumed  as  county  roads  if  so 
desired. 

The  Annual  Cost  Is  Not  Burdensome. 

Road-building  is  necessarily  a  slow  process.  Ten 
or  fifteen  years  is  commonly  required  to  complete  a 
county  road  system.  The  work  should  therefore  be 
financed  on  an  annual  basis,  and  mav  be  carried  on.  if 
desired,  without  debenture  issues.  The  total  cost  in  a 
term  of  years  should  not  deter  counties  from  under- 
taking construction  if  the  annual  cost  is  not  burden- 
some. 

An  annual  rate  of  one  mill,  or  one  and  one-half  mills 
on  the  county  assessment,  would  enable  most  coun- 
ties in  the  province  to  finance  construction.   This  may 


be  supplemented  by  a  small  debenture  issue  to  meet 
the  cost  of  bridges,  special  grading,  or  other  perman- 
ent work.  The  following  schedule  is  merely  suggest- 
ive, and  indicates  how  this  might  apply  in  the  case  of 
counties  which  have  not  adopted  the  system: 


County. 


Brant  

Bruce   

Dufferin  

Dundas,  Stormont, 

and  ("ilengarry  . 

Elgin   

Grey  

Huron  

Kent  

Lambton  

Norfolk  

Northumberland 

and  I  hirham  . .  . 

Ontario  

Peterboro  

Prescott  &  Russell 

Renfrew  

Victoria  


Hill 

330 
140 

322 
230 

4 15 

330 
2sr> 
285 
180 

375 
241  > 
140 
I'M) 
12.-. 
166 


!S3 


$1!),.r)()(t 

42,000 
16,500 

37,5(  10 
33,000 
IS, 000 

oo.ooo 

40,500 
37,500 
22,500 

42,000 
34,500 
13,500 
24,750 
24.000 
21,000 


H  3 


3-S 

I/) -3 

$10,500 


7,500 


7,500 
0,1  


4.500 
7,500 
7,500 


7,500 
10,500 
5,250 
O.ooo 

o.ooo 


'3  a  o 


$30,000 
42,00(1 
24.000 

45,000 
42,000 

IS  OHO 

ijo.ooo 

45,000 
15,000 
:;o,oi  io 

42,000 
42,000 
34,000 
30,000 
30,000 

30,000 


>  c 
o 

$20,000 
28,000 
16,000 

30,000 
28,000 
32,000 
40,000 

30,  

30,000 
20,000 

28,000 
28,000 
16,000 
20,000 
20,000 
20,000 


—3 

a  a 

c  « 
c  > 


o  — 
H-5 

$50,000 
70,000 
40,000 

75.000 
70,000 
80,000 
100,000 
75,000 
75,000 
50,000 

70.000 
70,000 
50,000 
50,01  IO 
50,000 

50,000 


Explanation  of  Schedule. 

Column  1  gives  the  name  of  each  county  of  the  pro- 
vince which  has  not  a  system  of  county  roads. 

Column  2  suggests  a  suitable  road  mileage  for  a 
county  system. 

Column  3  gives  the  amount  which  would  be  raised 
annually  on  the  county  assessment  bv  a  special  county 
road  rate  of  1  Yz  mills.  A  rate  of  one 'mill  would  in 
many-  cases  give  a  very  sound  basis  of  finance. 

Column  4  suggests  a  sum  to  be  contributed  annu- 
ally from  a  debenture  issue,  to  supplement  the  amount 
produced  by  the  special  road  rate. 

Column  5  is  the  sum  of  the  amounts  in  columns  3 
and  4,  and  represents  the  total  to  be  raised  by  the 
county  annually  by  a  special  rate  and  small  issue  of 
debentures. 

Column  6  is  the  amount  of  provincial  subsidy 
earned  by  the  county  contribution  given  in  column  5. 

Column  7  gives  the  sum  of  the  amounts  in  columns 
5  and  6,  and  shows  the  total  amount  available  for  ex- 
penditure annually  for  county  roads. 

Thus  in  the  case  of  Brant,  100  miles  is  suggested  as 
a  reasonable  county  road  system.  A  county  rate  of 
1^2  mills  would  produce  $19,500  annually.  This  might 
be  supplemented  from  a  debenture  issue  to  the  extent 
of  $10,500,  making  a  total  county  contribution  of 
$30,000.  Adding  the  proportionate  provincial  subsidy 
for  construction  ($20,000),  the  county  would  be  able  to 
spend  $50,000  annually. 

Statute  Labor  Along  County  Roads. 

Statute  labor  along  the  county  roads  belongs  to  the 
township  councils.  This  labor  may  be  worked  out  on 
the  side  roads,  or  may  be  wholly  commuted.  On  a 
county  system  of  200  miles  this  would  commonly 
amount  to  10,000  days,  having  a  commutable  value  of 
not  less  than  $10,000.  Devoted  to  township  roads,  it 
materially  aids  in  raising  the  general  standard  of  roads 
in  the  county. 

A  New  Burden  Is  Not  Created. 

The  county  road  expenditure  is  by  no  means  an 
added  burden.  No  new  roads  are  created.  The  roads 
are  essentially  those  which  are  now  most  heavily  tra- 
velled, and  therefore  require  a  considerable  township 
expenditure  for  maintenance  in   their  present  state. 
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Bridges  and  culverts  on  them  must  be  built  in  any 
event;  the  statute  labor  is  a  considerable  offset  to  a 
county  appropriation. 

Machinery. 

The  machinery  required  varies  with  the  type  of 
road  built  and  material  used.  If  no  local  stone  is  avail- 
able stone-crushing-  plants  will  not  be  necessary.  At 
times  it  is  profitable  to  put  pit  gravel  through  a  crush- 
er and  screen.  A  county  is  required  to  have  at  least 
one  steam  roller  costing  $2,800.  The  average  county 
has  gradually  invested  about  $20,000  in  machinery  and 
plant.  Of  this  the  province  pays  40  per  cent.  A  judi- 
cious expenditure  on  machinery  is  one  of  the  most  pro- 
fitable that  can  be  made,  as  proper  equipment  will  re- 
duce the  total  cost  of  the  work,  and  will  produce  better 


and  more  durable  results.  When  not  in  use  on  county 
roads  the  machinery  may  be  loaned  to  towns,  villages, 
and  townships  wishing  to  carry  on  special  construc- 
tion. 

Special  Conditions. 

The  act  is  sufficiently  flexible  to  meet  special  condi- 
tions on  an  equitable  basis.  Cities  may  co-operate  with 
county  councils  in  the  improvement  of  roads  adjacent 
to  the  city,  under  the  suburban  road  sections  of  the 
Ontario  Highways  Act.  Toll  roads  may  be  purchased 
and  incorporated  in  the  county  road  system.  Town- 
ships may  be  omitted  from  the  system  so  as  not  to  re- 
tard the  county  as  a  whole.  Further  information  may 
be  obtained  by  communicating  with  the  Department  of 
Public  Highways,  Parliament  Buildings,  Toronto. 


New   Westminster   Harbor  Developments 

The  Dominion  Government  is  Expending  Large  Sums  of  Money  in 
Creating  a  Great  Fresh  Water  Port  at  the  Mouth  of  the  Fraser  River 


PORT  authorities  and  harbor  boards  the  world 
over  are  to-day  devising  or  directing  great  enter- 
prises having  for  their  object  the  improvement 
of  existing  harbors  or  the  creation  of  new  ones, 
in  order  to  keep  pace  with  the  ever-growing  require- 
ments of  modern  shipbuilding  and  trade  expansion. 
The  city  of  New  Westminster,  located  on  the  mighty 
Fraser,  has  the  good  fortune  to  be  served  by  a  harbor 
commission  the  members  of  which  appear  to  be  fully 
alive  to  the  importance  of  their  great  port  being  on 
fresh  water — a  fact  which  alone  is  sufficient  to  com- 
mend it  to  mariners  because  it  means  a  clean  ship's 
bottom,  without  the  expense  of  docking  and  scraping. 

It  was  long  ago  recognized  that  the  only  drawback 
to  the  port's  usefulness  was  the  somewhat  difficult 
navigation  from  the  mouths  of  the  Fraser  to  New 
Westminster,  due  to  the  frequent  formation  of  shifting 
sandbanks  and  mudflats  under  the  action  of  the  swift, 
tidal  currents.  The  problem  involved  in  the  "train- 
ing" of  the  river  by  means  of  revetment  works  and 
mattress  barricades  in  1912  engaged  the  serious  atten- 
tion of  the  late  George  A.  Kecfer,  then  District  Engi- 
neer of  Public  Works  at  New  Westminster.  When 
convinced  of  the  feasibility  of  the  plan,  after  a  most 
thorough  inspection  of  the  river  channels,  he  succeeded 
in  interesting  the  department  at  Ottawa,  and  Mr.  Le 
Baron,  an  engineer  of  great  experience  in  levee  and 
jetty  construction  on  the  Mississippi  River,  was  com- 
missioned to  visit  New  Westminster  and  report  on 
the  scheme.  Mr.  Le  Baron  confirmed  Mr.  Kecfer's 
findings,  and  thereupon  he  was  retained  by  the  city  to 
prepare  a  plan  of  the  proposed  work,  which  was  adopt- 
ed and  proceeded  with  the  by  the  Dominion  Govern- 
ment. 

Work  on  the  North  Arm  Jetty. 

For  more  than  two  years  past  very  extensive  opera- 
tions have  been  in  progress  at  the  main  channel  or 
southern  mouth  of  the  Fraser  River,  and  also  at  the 
entrance  to  the  North  Arm — a  narrow  branch  of  the 
river,  which  is  used  by  log-towing  tugs  and  other 
small  vessels  when  making  the  trip  from  Vancouver 
to  Fraser  River  points,  or  vice  versa,  owing  to  the 
saving  in  distance  over  the  main  channel  route.  Work 
on  the  North  Arm  jetty,  22,300  feet  in  length,  was 
commenced  by  the  Marsh,  Mutton,  Towers  Company, 
of  Port  Arthur,  Out.,  in  May,  T>14,  and  the  contract 
was  completed  in  September  of  last  year,  at  a  cost  of 
over  $850,000.    The  channel  provided  is  300  ft.  wide 


and  10  ft.  deep  at  low  water,  and  extends  through  the 
sandheads  to  the  Gulf  of  Georgia.  The  sand  removed 
from  the  channel  by  the  hydraulic  dredges  was  de- 
posited over  the  jetty  to  form  a  bank  on  the  south,  or 
exposed,  side.  In  style  of  construction  the  work  is 
similar  to  that  being  carried  out  on  the  main  channel. 
The  single  bulkhead,  extending  a  distance  of  21,000 
feet,  is  built  as  follows: 

A  row  of  fir  piles  is  driven  at  least  10  feet  into  the 
PTOund  at  a  distance  of  8  feet  apart,  centre  to  centre, 


A  mattress  being  constructed  of  brush  and  bound  with  wire. 

and  capped  with  a  8-inch  x  8-inch  timber  and  fastened 
to  each  pile  with  a  %-inch  drift  bolt  22  inches  long; 
all  joints  in  the  caps  come  on  top  of  a  pile,  and  at  each 
joint  a  piece  of  timber  or  splice  block  3  in.  x  8  in.,  4  ft. 
long,  is  spiked  on  to  the  cap  on  the  opposite  side  to 
the  sheet-piling  with  eight  7-inch  spikes.  The  top  of 
the  cap  is  14  feet  above  low  water. 

On  the  south,  or  exposed,  side  of  the  row  of  piles  a 
row  of  sheet  piling  has  been  driven  close  together  and 
not  less  than  4  feet  into  the  ground.  This  sheet  piling 
is  3-inch  x  12-inch  fir,  fastened  to  the  cap  with  two 
7-inch  spikes.  A  batten  of  1  K>  inch  x  6  inch  is  driven 
at  at  least  one  foot  into  the  ground  opposite  each  joint 
in  the  sheet  piling;  this  extends  to  the  top,  and  is 
fastened  to  the  piling  with  4-inch  spikes  on  each  edge 
of  the  batten  and  one  foot  apart  from  top  to  bottom. 
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\\  hen  aecessarj  the  piles  wort-  flatted  to  enable  the 
sheet  piling  to  In-  nailed  t«>  the  cap  ami  kept  in  perfect 
alignment, 

How  the  Mattresses  Are  Constructed. 

<  'ii  each  side  of  the  hulkhcad,  brush  mattresses 
about  two  feet  thick  were  laid,  the  width  of  mattress 
On  each  Bide  being  three  tinier  the  height  of  the  bulk- 
head from  the  ground  to  the  top  of  cap.  The  mat- 
esses  were  built  of  brush  three  inches  in  diameter 
and  under,  laid  as  closelv  as  possible  and  comprising 
three  layers,  the  top  and  bottom  layers  laid  parallel  to 


Mattress  in  place  alongside  the  bulkhead  about  to  receive  stone. 

the  bulkhead  and  the  middle  layer  at  right  angles,  and 
tied  with  double  wires  (No.  6  galvanized  telegraph) 
every  five  feet  each  way.  each  mattress  being  similarly 
tied  to  its  fellow.  From  the  end.  of  the  bulkhead,  for 
a  distance  of  1,300  feet  outward,  the  jetty  is  formed  of 
tier-  of  mattresses  ;  the  bottom  mattress  is  90  feet  long, 
45  feet  on  each  side  of  the  jetty,  and  not  less  than  2 
feet  thick.  The  second  tier  is  about  4  feet  thick,  not 
less  than  50  feet  long,  25  feet  on  each  side  of  the  centre 
line,  and  each  succeeding  layer  is  4  feet  thick  and  re- 
duced in  length  10  feet,  5  feet  on  each  side  of  centre, 
the  top  layer  being  not  less  than  20  feet  wide.  Rough 
quarried  rock  was  used  for  weighting  each  mattress 
when  towed  into  position,  the  proportion  being  one 
ton  for  every  20  square  feet.  Extra  rock  was  placed 
on  each  side  of  the  sheet  piling  on  bulkhead,  being 
piled  to  within  a  foot  of  top  of  cap,  the  slope  on  south 
side  being  ll/>  to  1.  The  top  and  slopes  of  the  section 
of  mattress  jetty  extending  seaward  from  the  bulkhead 
i-  covered  with  large  rock  to  a  depth  of  at  least  three 
feet,  the  top  being  brought  to  the  same  elevation  as  the 
top  of  cap  on  bulkhead  (T4  feet  above  low  water). 

The  average  height  of  the  North  Arm  jetty  is  four 
feet  above  high  water  level.  It  is,  of  course,  laid  out 
in  shallow  water,  away  from  the  channel,  to  ensure  a 
firm  foundation.  The  effect  is  to  guide  the  waters  as 
they  flow  out  of  the  river  and  prevent  them  spreading 
ox  er  the  low  sandheads.  Following  the  completion  of 
the  work  the  harbor  commission  controlling  the  North 
Arm  carried  out  extensive  dredging  operations. 

Operations  on  Main  Channel  of  River. 

The  South  Arm  of  the  Fraser  is  the  main  or  ship 
channel  from  the  Gulf  to  New  Westminster.  It  has 
alwavs  been  navigable  by  the  largest  freighters,  but 
careful  pilotage  has  been  necessary.  The  Le  Baron 
plan  provides  for  extensive  revetment  works  on  both 
sides  of  the  channel.  At  present  there  is  a  jetty  under 
construction  on  the  north  side  at  the  mouth,  which 
comprises  three  units.  No.  1,  about  7,000  feet  in 
length,  outward  from  Steveston,  was  completed  by 
Jlroley  and  Martin  Contracting  Company,  New  West- 


minster, several  years  ago,  at  a  cost  of  $250,000;  the 
second  unit  of  7,000  feet  was  let  to  Marsh,  Mutton, 
Powers  Company,  but  was  not  proceeded  with  until 
the  North  Arm  unit  was  completed  last  fall,  when  the 
company's  plant  in  use  there  was  shifted  to  the  new 
contract,  which  was  executed  in  record  time,  at  a  cost 
of  about  $400,000.  The  same  concern  was  then  author- 
ized to  proceed  with  the  third  and  final  unit  of  the 
jetty,  w  hich  will  complete  the  protective  system  on  the 
north  side  of  the  main  channel  reaching  from  Steves- 
ton  across  the  sandheads  to  deep  water.  This  section 
will  be  about  0,500  feet  in  length,  and  will  cost  between 
$500,000  and  $600,000.  Work  was  started  early  in  the 
present  year,  but  as  only  a  small  amount  of  the  esti- 
mated cost  had  been  voted  by  the  Dominion  Govern- 
ment the  operations  are  on  the  point  of  being  blocked 
unless  another  appropriation  be  soon  made.  In  an- 
effort  to  interest  members  of  the  Federal  Cabinet  in 
the  urgency  of  continuing  the  work  without  further 
delay  New  Westminster  City  Council,  Board  of  Trade, 
and  Harbor  Commission  extended  invitations  to  Sir 
George  Foster,  Hon.  Martin  Burrell,  and  Hon.  Dr. 
Reid — all  of  whom  were  on  the  Coast  recently — to 
make  a  trip  of  inspection  down  the  river.  The  latter 
was  able  to  accept,  and  on  Sept.  26th  visited  the  works, 
accompanied  by  a  large  party,  the  snagboat  Samson 
being  utilized  for  the  occasion.  The  necessity  for  the 
speedy  completion  of  the  third  unit  in  order  that  a 
start  might  be  made  on  the  south  side  jetties  was  fully 
explained  to  the  minister,  who  was  able  to  see  for  him- 
self the  great  work  to  be  accomplished  by  carrying  out 
the  Le  Baron  plan  in  its  entirety.  Running  out  from 
either  shore  at  an  angle,  and  about  half  a  mile  apart  at 
the  narrowest  point,  the  jetties  will  confine  the  main 


Bulkhead  and  batten  construction,  with  continuous  mattress 
ready  for  sinking. 

channel  of  the  river  and  direct  such  a  volume  of  water 
into  the  ship  channel  that  it  will  automatically  be  kept 
free  from  sand  and  silt  and  thus  permit  of  the  present 
depth  of  about  24  feet  being  increased  to  30  feet  by 
dredging,  as  planned  by  the  Harbor  Commission.  It 
was  pointed  out  to  the  minister  that  the  city  of  New 
Westminster  has  already  expended  almost  half  a  mil- 
lion dollars  in  harbor  and  dock  work  on  the  strength 
of  the  promise  made  by  the  Dominion  Government 
that  the  Le  Baron  plans  for  river  improvement  would 
be  carried  out  so  that  the  largest  ships  visiting  the 
Coast  might  be  able  to  take  advantage  of  the  facilities 
offered  by  the  great  fresh  water  port  on  the  Fraset  It 
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is  satisfactory  to  know  that  Hon.  Dr.  Reid  promised 
to  bring-  the  matter  of  the  jetty  work  improvements 
before  his  colleagues  immediately  upon  his  return  to 
the  capital. 

Brush  and  Stone  in  Vast  Quantities. 

From  an  economic  standpoint  the  work  being  car- 
ried out  by  the  Marsh,  Mutton,  Powers  Company  dur- 
ing the  past  two  years  has  been  of  great  benefit  to  a 
large  section  of  the  population  in  the  district  adjoining 
Vancouver.  During  the  early  months  of  the  war,  when 
there  was  a  good  deal  of  depression,  as  many  as  700 
men  were  employed  at  times,  at  good  wages.  Farmers 
and  fishermen  along  the  Fraser  and  Pitt  Rivers  for  a 
distance  of  60  miles  were  busy  cutting  brush  and  load- 
ing it  on  scows.  So  far  over  50,000  cords  of  brush,  or 
1,000  scow  loads,  have  gone  into  the  jetty  mattresses, 
all  of  which  has  been  purchased  from  settlers  along 
the  two  rivers.  The  mills  have  supplied  large  quanti- 
ties of  lumber,  over  $45,000  worth  being  required  for 
one  unit.  Local  quarries  have  also  benefited  greatly 
in  the  supply  of  over  280,000  tons  of  rock.  To  convey 
this  material  to  the  men  at  work  on  the  jetties  the 
company  has  had  to  keep  six  tugs  and  about  forty 
scows  in  commission.  Work  has  gone  on  all  the  year 
round,  the  only  interruption  being  due  to  adverse 
weather  conditions  at  the  mouth  of  the  river  at  times. 

The  work  on  jetty  construction  has  been  carried  on 
under  the  superintendence  of  C.  C.  Worsfield,  district 
engineer  of  public  works  for  the  Dominion,  and  W.  P. 
Gross,  assistant  engineer  in  charge  of  work,  their 
offices  being  in  the  Government  Building,  New  West- 
minster. 

The  contract  for  the  dredging  operations  in  connec- 
tion with  jetty  construction  was  awarded  to  the  Pacific 
Dredging  Company,  Ltd.,  and  by  them  was  sublet  to 
.Marsh,  Mutton,  Powers  Company,  Ltd.,  who  have  car- 
ried it  out  in  a  satisfactory  manner.  A  vast  amount  of 
material  has  been  moved,  the  cost  of  the  North  Arm 
work  alone  being  over  $300,000. 


Suspension  Bridge  for  Carrying  Water  Pipe 
to  Supply  the  Citizens  of  Fernie 

In  June  of  this  year  the  water  in  the  Elk  River  at 
Fernie,  B.C.,  rose  9  ft.  above  low-water  mark,  and  as 
a  result  the  wooden  bridge  which  was  built  in  1908  to 
carry  the  12-inch  main  supplying  the  city  of  Fernie 
with  water  was  washed  out,  carrying  about  200  feet  of 
the  pipe  line  with  it.  A  meeting  of  citizens  was  held, 
and  tlie  city  engineer,  Mr.  William  Ramsay,  C.E., 
Mem.  Inst.  Mun.  Eng.,  was  instructed  to  throw  a  cable 
across  the  stream,  on  which  to  carry  the  pipe,  as  the 
building  of  another  wooden  structure  was  out  of  the 
question  at  the  moment  owing  to  the  height  of  the 
flood  water.  The  illustration  shows  very  clearly  the 
method  adopted. 

On  either  side  of  the  stream  a  tower  was  built  of 
tamarac  logs,  hauled  from  the  bush,  and  near  the  top 
<>i  each  tower  was  placed  a  3-inch  steel  shaft,  with  two 
loose  -heaves  to  carry  the  top  cables,  1-inch  diameter 
crucible  cast  steel,  each  with  a  breaking  strain  of  30 
tons.  Two  more  1-inch  steel  cables  were  stretched 
across  the  stream  at  the  level  of  the  pipe  line,  and  on 
these  were  laid  the  2-inch  x  12-inch  x  20-foot  planks 
to  form  a  platform  on  which  to  lay  the  pipes.  After 
the  cables  were  tightened  sufficiently,  wrought  iron 
drops  were  placed  at  intervals  of  about  10  feet,  con- 
necting the  upper  and  lower  cables,  and  on  each  of  the 
drops  a  turnbuckle  was  fixed  so  that  adjustment  could 
he  made  at  any  time. 

The  pipes  used  on  the  work  were  12-inch  diameter 


9/16-inch  steel,  in  lengths  varying  from  18  ft.  to  20  ft., 
and  the  joints  were  leaded  and  caulked.  Close  to  one 
of  the  towers  a  slip-collar  expansion  joint  was  in- 
stalled to  take  care  of  the  expansion  and  contraction 
due  to  changes  in  climatic  conditions. 

Six  weeks  after  the  washing  out  of  the  wooden 
bridge  the  cable  structure  was  completed  and  the  water 
turned  on  to  the  city,  and  up  to  the  present  time  the 
line  has  worked  without  a  hitch,  not  one  of  the  lead 
joints  having  leaked  to  any  extent  under  a  working 
pressure  of  100  pounds  per  square  inch. 

After  the  water  had  been  turned  on  it  was  thought 
advisable  to  brace  the  towers  and  at  the  same  time  a 
l^-inch  cable  was  run  across  the  top  of  both  towers 
back  to  the  anchors  on  either  side,  for  the  purpose  of 
picking  up  the  slack  in  the  centre  of  the  span. 

The  total  weight  of  the  structure  between  towers  is 
16  tons.    The  span  from  tower  to  tower  is  290  feet, 


Method  of  carrying  a  pipe  across  a  river  by  suspending  from  towers. 

and  the  pipe  line  is  now  at  such  a  level  that  high  water 
cannot  interfere  with  it  in  the  future. 

The  towers  are  set  in  concrete  to  a  depth  of  8  ft. 
and  braced  to  concrete  anchors  behind,  while  guy  lines 
of  5/8-inch  cable  were  placed  at  intervals  of  84  ft.  on 
the  bridge  and  run  back  to  anchors  on  each  bank,  in 
order  to  keep  the  bridge  steady  in  heavy  windstorms. 

The  cable  and  fittings  were  supplied  by  the  West- 
ern Equipment  and  Supply  Company,  Calgary,  while 
the  steel  pipes  were  of  the  Mathcson  joint  type,  and 
were  supplied  by  the  General  Supplies,  Ltd.,  also  of 
Calgary. 

The  work  was  carried  out  by  day  labor,  under  Mr. 
Robert  Kerr,  a  local  contractor,  to  whom  great  credit 
is  due  for  the  success  of  the  work. 
The  total  cost  was  about  $3,(>00. 


Tenders  for  the  new  C.P.R.  jetty  pier  at  Van- 
couver were  closed  Sept.  25th,  and  are  now  being  con- 
sidered by  the  engineering  department,  ft  is  tinder- 
stood  that  nearly  a  dozen  British  Columbia  firms  sub- 
mitted offers  on  the  structure. 
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Construction  of  Brick  Pavements 

Requires  Proper  Drainage — Concrete  Foundations  Best — 
Necessity   for   Expansion   Joints  —  Higher  Cost  Justified 


BRICK  generally  conceded  to  make  an  ideal 
pavement  when  carefully  constructed  and  the 
best  oi  materials  employed.  There  are  several 
types  of  road  construction  that  can  he  used,  the 
adaptability  of  each  being  governed  to  a  large  extent 
b)  a  number  of  variable  conditions,  including  the  lim- 
itation of  funds,  availability  and  cost  of  material,  soil 
conditions,  geographical  location,  as  well  as  the  char- 
acter and  amount  of  present  and  possible  future  traf- 
fic. Actual  experience  has  demonstrated  that  if  the 
work  is  carefully  performed,  brick  roadways  are  un- 
surpassed in  affording  rigid  surfaces  having  good 
traction  qualities,  in  sanitary  conditions  and  freedom 
i  ■  im  dust  and  in  durability.  An  objection  is  that  under 
hi  irse-drawn  traffic  they  are  rather  noisy,  especially  if 
grout-filled.  For  placing  or  repairing  service  pipes 
they  are  readily  opened,  and  repairs  to  the  road  are 
easily  made. 

Prov  ided  the  highest  standards  of  skill  and  work- 
manship are  employed  there  is  probably  no  road  sur- 
passing those  made  of  brick.  In  constructing  this 
road,  specifications  must  be  carefully  and  implicitly 
followed  and  care  taken  to  see  that  none  of  the  mul- 
titude of  details  is  subordinated. 

The  National  "Paving  Brick  Manufacturers'  Asso- 
ciation publish  specifications  covering  various  types  of 
brick  roads,  which  govern  the  operations  and  qualities 
of  materials,  and  which,  if  followed,  will  unquestion- 
ably produce  the  highest  quality  work.  In  the  matter 
which  follows,  items  appearing  in  these  specifications 
governing  brick  road  construction  are  adapted  and 
enlarged  upon : 

Proper  Drainage  Required. 

The  one  vital  requirement  in  any  road,  be  it  dirt  or 
brick,  essential  to  long  life  is  proper  and  efficient  drain- 
age, both  surface  and  under-drainage.  Adequate  un- 
der-drainage should  be  provided  to  remove  rapidly  all 
water  from  the  subgrade  of  the  roadway  to  a  depth  of 
not  less  than  18  inches  below  the  base  of  the  pavement. 

The  function  of  surface  and  under-drainage  in  road 
construction  is  that  of  stabilizing  subgrade  conditions 
by  making  it  dry.  The  property  of  soil  to  sustain 
loads  is  dependent  upon  its  character  and  its  degree  of 
density,  which  should  be  uniform.  The  presence  of 
water  in  the  subgrade  seriously  vitiates  the  develop- 
ment of  the  full  capacity  of  the  soil  as  a  load-bearing 
element. 

The  engineer  should  examine  carefully  the  pro- 
posed  location  of  the  pavement,  noting  all  evidences  of 
underground  flow  or  seepage,  and  if  the  effects  the^ 
from  will  come  within  the  limit  of  18  inches  below  the 
base  of  the  pavement,  he  should  prepare  special  plans 
and  specifications  to  insure  a  rapid  removal  of  the 
water  in  accordance  with  the  provisions  of  this  section. 

Pavements  are  subjected  to  the  wear  and  tear  of 
traffic  and  to  the  destructive  forces  of  nature.  Thor- 
ough drainage,  minimizing  the  danger  of  injury  from 
the  latter  source,  aids  the  pavement  in  resisting  the 
former,  and  an  initial  expenditure  for  thorough  drain- 
age is  justified  in  keeping  with  the  hazards  that  await 
unless  this  feature  is  thoroughly  cared  for  by  preven- 
tive measures. 

The  necessity  for  proper  foundation  drainage  is 
seen  when  cracks  and  sunken  spots  or  other  defects  are 


observed  in  highways,  which  are  unquestionably  due, 
in  the  first  instance,  to  ineffectual  drainage.  While  it 
is  probably  true  that  longitudinal  cracks  sometimes  re- 
sult from  causes  other  than  defective  drainage,  a  well- 
constructed  foundation,  properly  drained,  is  a  sure  pre- 
ventive of  sunken  spots,  and  cracks  are  most  unlikely 
to  develop.  A  well-drained  and  well-constructed 
grouted  brick  pavement  is  impervious  to  surface  water. 
A  splendid  example  of  this  is  shown  in  the  brick  boule- 
vard from  Uuffalo  to  Niagara  Falls,  which  was  sub- 
merged by  a  flood  for  a  period  of  two  or  three  weeks 
and  vet  came  through  absolutely  unharmed. 

In  grading,  the  subgrade  should  be  thoroughly 
compacted  bjr  rolling  and  depressions  being  filled  in 
and  rolling  repeated. 

Concrete  Foundations. 

The  foundations  are  usually  of  concrete.  Under 
some  conditions  macadam  or  No.  2  vitrified  brick  may 
be  used,  but  economical  instances  of  their  use  are  rare. 
In  the  concrete  foundation  the  material  should  be 
carefully  graded  and  mixed.  It  is  impossible  to  write 
definite  specifications  for  mixing  concrete,  particularly 
to  fix  its  proper  consistency.  At  present  the  best  evi- 
dence for  determining  the  proper  consistency  is  found 
in  the  nature  of  the  green  concrete  in  place.  Certain 
facts,  however,  are  definitely  established. 

With  any  given  proportion  of  the  aggregates  to 
cement,  the  strongest  concrete  is  obtained  when  the 
aggregates  are  uniformly  distributed  to  form  a  homo- 
geneous mass,  coupled  with  the  presence  of  sufficient 
water  thoroughly  admixed,  to  hydrate  the  cement, 
withal  producing  a  concrete  readily  handled  and  placed 
without  the  necessity  of  tamping. 

These  requirements  prohibit  the  use  of  an  excess 
of  water,  which  reduces  the  adhesion  of  the  cement  to 
the  fine  aggregate,  and  in  turn  of  the  mortar  to  the 
coarse  aggregate,  and  which  furthermore  produces  a 
porous  concrete  upon  the  evaporation  of  the  water 
simultaneous  with  the  hardening  of  the  concrete. 

On  the  other  hand,  a  lack  of  water  is  prohibited  by 
the  requirements  of  sufficient  water  to  hydrate  the 
cement,  ease  of  handling  and  placing,  and  freedom 
from  tamping. 

In  individual  instances  the  proper  amount  of  water 
to  be  used  in  mixing  depends  upon  the  nature  of  the 
aggregates,  their  relative  dampness  when  they  enter 
the  mixer,  and  the  use  to  be  made  of  the  concrete. 
Thorough  dry  mixing-  of  the  ingredients  is  essential  as 
well  as  thorough  mixing  after  the  water  has  been  ad- 
mitted. 

Strict  supervision  of  all  the  operations  and  factors 
involved,  coupled  with  the  exercise  of  sound  judgment, 
are  essential  in  securing  the  best  results  in  mixing  and 
placing  concrete. 

Broken  Stone  or  Slag  Foundation. 

In  making  a  broken  stone  or  slag  foundation  it  is 
advisable  to  grade  the  material,  the  sizes  being  desig- 
nated as  indicated  in  this  table : 

Minimum.  Maximum.  Designations. 

Dust  34  inch  Screening; 

J4  inch  \y2  inch  No.  1 

V/2  inch  2y2  inch  No.  2 

Upon  the  subgrade  a  layer  of  No.  2  stone  or  slag  is 
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laid  and  rolled,  and  upon  this  bottom  course  is  spread 
a  layer  of  No.  1,  followed  by  a  binder  of  screenings  or 
sand  to  a  depth  of  not  more  than  y2  inch,  each  course 
being  individually  rolled  and  compacted. 

Compliance  with  these  specifications  for  broken 
stone  and  gravel  foundations  insures  a  foundation  of 
the  highest  grade  for  these  types,  and  the  association 
recommends  that  these  methods  be  followed  wherever 
possible. 

There  exists,  however,  the  contingency  that  insuf- 
ficient funds  are  available  to  construct  a  broken  stone, 
slag,  Hi"  gravel  foundation  by  the  method  specified.  In 
such  cases  recourse  may  be  had  to  a  one-course  foun- 
dation using  run  of  crusher  stone  or  slag  in  place  of 
the  graded  sizes.  Again,  there  may  be  local  stone  or 
gravel  deposits  available  for  foundations  in  localities 
where  the  facilities  for  crushing  and  screening  are 
meagre  and  the  quality  of  the  stone  or  gravel  inferior 
to  that  specified  for  the  two-course  and  binder  method. 

Foundations  mav  be  laid  with  such  material  with 
entire  success  and  satisfactory  degree  of  economy  pro- 
vided very  special  attention  is  paid  to  secure  thorough 
subsoil  and  surface  drainage.  Such  foundations  may 
be  laid  in  one  course  with  stone  or  slag,  crushed  or 
broken  in  such  sizes  that  none  are  larger  than  two 
inches  in  the  maximum  dimension.  Precautions 
should  be  taken,  however,  to  guard  against  the  pres- 
ence of  an  excess  of  dirt  or  vegetable  matter  in  the 
stone  or  gravel. 

Old  Streets  as  Roadbeds. 

Concrete,  old  macadam,  or  gravel  streets  are  some- 
times surfaced  with  brick,  and  in  such  a  case  may  be 
regarded  as  foundations.  Streets  that  have  been  built 
heretofore  of  concrete,  macadam,  or  gravel,  which,  by 
reason  of  their  existing  condition  it  is  deemed  economi- 
cal to  place  thereon  a  brick  wearing  surface,  in  some 
cases  at  least  the  grade  and  cross-section  lines  of  the 
completed  brick  street  or  road  will  be  such  that  what 
remains  of  these  old  streets  can  be  utilized  as  a  portion 
of  the  foundation  for  the  brick-wearing  surface  without 
any  further  disturbance  of  the  same,  and  they  do  not 
have  to  be  scarified,  but  sufficient  like  material  added 
thereto  to  bring  them  to  a  true  grade  and  cross-section 
is  the  most  economical  procedure  in  such  cases. 

Natural  Earth  Foundation. 

For  constructing  brick  pavements  upon  a  natural 
earth  foundation  the  finished  surface  of  the  subgrade 
shall  be  considered  as  the  foundation.  The  specifica- 
tions may  then  be  followed  by  omitting  the  items  on 
artificial  foundations. 

Many  brick  pavements  have  been  successfully  con- 
structed upon  natural  earth  foundations.  Close  atten- 
tion and  care  are  required  in  regard  to  drainage  and 
workmanship.  In  localities  where  soil  conditions  af- 
ford an  easy  natural  drainage  and  where  practice  has 
secured  careful  attention  to  the  details  of  construction, 
particularly  the  grouting,  extraordinary  results  have 
been  accomplished.  Even  in  soils  necessitating  extra 
expenditure  and  care  to  maintain  a  dry  subgrade  to  a 
point  below  the  frost  line,  economical  and  satisfactory 
pavements  are  built.  Every  precaution  should  be 
taken  to  secure  thoroughness,  both  in  respect  to  the 
preparation  of  the  grout  and  to  its  application.  Every 
joint  should  he  thoroughly  filled  to  the  bottom  with 
uniformly  mixed  grout. 

Such  construction  is  particularly  applicable  and 
economical  on  residential  streets  bearing  a  light  vol- 
ume of  traffic,  and  if  the  contingencies  mentioned  ob- 
tain and  are  adequately  met.  durable  and  satisfactory 
pavement  construction  results. 


Immediately  before  placing  the  concrete  for  the 
foundation  a  prepared  longitudinal  expansion  cushion 
should  be  placed  against  each  curb,  with  the  ends 
closely  joined.  It  should  be  in  lengths  convenient  for 
handling,  and  having  a  depth  equal  to  the  thickness  of 
the  concrete  and  that  of  the  brick,  so  that  when  the 
pavement  is  finished  the  upper  edge  of  the  cushion  will 
be  flush  and  even  with  the  brick  surface.  The  prepared 
expansion  cushion  should  be  composed  of  such  com- 
binations of  asphalt  or  other  bituminous  material  with 
inert  aggregate  that  it  will  remain  pliable  throughout 
the  range  of  temperature  to  which  it  will  be  exposed. 

It  should  be  of  thicknesses  namely : 

Thickness  of 

Width  of  roadway.  Expansion  cushion. 

Less  than  20  feet   Y%  inch 

20  to  30  feet   y2  inch 

More  than  30  feet   Y\  inch 

The  use  of  transverse  joints  in  the  surface  or  base 
of  the  roadway  is  not  deemed  advisable. 

Super-foundations. 

For  a  superfoundation  a  sand  cushion  has  been 
commonly  employed,  which  affords  a  means  of  bedding 
the  brick  so  that  the  upper  surfaces  will  conform  to 

\     V    ^  k 
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Monolithic  brick  pavement— appearance  of  the  foundation  after 
the  brick  surface  has  been  rolled. 

the  pavement  surface  and  serves  as  a  means  of  taking 
out  any  unevenness  in  the  foundation.  It  is  not  in 
most  cases  advisable  to  use  a  sand  cushion  exceeding 
1  in.  in  thickness. 

W  ithin  the  last  few  years  a  new  type  of  superfoun- 
dation has  been  dev  eloped  called  the  sand-cement  type, 
which  consists  of  applying  to  the  foundation  already 
prepared  a  mortar  composed  of  one  part  of  cement  to 
four  parts  of  sand,  stone  screenings,  or  granulated 
slag,  which  when  thoroughly  rolled  and  compacted 
should  not  be  more  than  one  inch  in  depth.  When  the 
brick  are  laid  and  rolled,  the  pavement  is  sprinkled 
lightly,  and  the  water  penetrates  the  cushion  in  suffi- 
cient quantities  to  cause  the  cushion  to  set. 

On  the  superfoundation  the  bricks  are  carefully  laid 
with  the  better  faces  uppermost  and  the  lugs  all  in  the 
same  direction,  care  being  taken  to  insure  even  rows 
and  proper  curb  joints. 

Another  type  of  brick  road  of  recent  origin  is  the 
monolithic  form  or  green  concrete  foundation  type. 
This  road  is  constructed  by  laying  the  brick-wearing 
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surface  directly  on  a  freshly-placed  concrete  base  and 
rolling  the  bricks  to  bed  them  in  the  concrete  before  it 
take-  .1  set  Alter  the  subgrade  is  prepared  concrete  is 
laid  to  the  required  depth  and  coated  with  a  thin  layer 
of  sand  and  cement  in  the  proportion  of  one  part 
cemenl  to  three  parts  sand.  In  striking  off  the  surface 
a  Special  template  i-  employed,  which  consists  of  a 
6-inch  -uvl  l-heam  in  front  and  a  6-inch  steel  channel, 
or  I-beam,  to  the  rear,  held  in  a  rigid  frame  with  the 
two  members  parallel,  spaced  two  feet  from  centre  to 
centre,  and  shaped  to  conform  to  the  cross-section  of 
the  roadway.  The  rear  member  is  held  in  the  frame 
with  the  bottom  3  16-in.  higher  than  that  of  the  front 
member.  Rollers  are  attached  to  the  frame,  which  rest, 
when  in  use.  upon  the  guide  rails. 

In  shaping  the  concrete  deposited  from  the  mixer  it 
is  thoroughly  spaded,  settled,  and  roughly  surfaced  im- 
mediately ahead  of  the  double  template.  A  sufficient 
amount  of  dry  mixture  for  the  thin  coating  is  supplied 
continually  between  the  framed  templates  to  that  in 
the  forward  movement  the  rear  template  distributes 
the  necessary  film  over  the  entire  surface,  producing 
the  required  smoothness. 

By  reason  of  the  fact  that  the  rear  cutting  edge  of 
the  double  template  is  three-sixteenths  of  an  inch 
higher  than  the  front  cutting  edge  the  forward  move- 
ment of  the  template,  as  described,  performs  two  oper- 
ations simultaneously,  namely,  that  of  striking  off  the 
concrete  which  has  been  deposited  upon  the  subgrade 
and  spreading  over  its  surface  the  three-sixteenths  of 
an  inch  film  of  the  dry  mixture,  which,  being  of  equal 
quality  of  the  mortar  in  the  concrete,  becomes  an  in- 
tegral part  of  the  concrete. 

This  method,  so  easily  adapted  to  the  construction 
of  brick  country  roadways  wherein  fewer  conditions 
militate  against  the  use  of  steel  side  forms,  so  readily 
placed  to  perform  the  functions  indicated,  will  be 
found  equally  adaptable  for  use  in  building  city  streets. 

Concrete  of  a  consistency  which  will  sustain  the 
brick  surface  uniformly  during  the  laying,  rolling,  and 
filling  the  joints  is  a  necessary  prerequisite.  It  is 
equally  necessary,  too,  that  the  green  concrete  shall  be 
of  a  consistency  affording  a  mortar  surface  which  will 
insure  a  perfect  adhesion  of  the  brick. 

Upon  this  green  concrete  foundation,  laid  as  de- 
scribed, the  bricks  are  immediately  laid  and  rolled. 
The  use  of  transverse  joints  in  the  surface  or  base  of 
the  roadwav  should  not  be  permitted. 

Grout  Filling. 

After  the  bricks  are  set  in  place  a  grout  filler  is 
used  to  unite  the  surface  into  a  monolithic  layer,  and 
so  ensure  that  the  wear  on  the  bricks  is  no  more  than 
that  of  friction  and  grinding.  The  recommended 
grout  mixture  consists  of  1  part  of  cement  to  1^4  parts 
of  sand,  mixed  dry  in  a  mechanical  batch  mixer  until 
the  mass  attains  a  uniform  shade.  The  dry  batch  is 
mixed  with  sufficient  water  to  produce  a  thin  cream 
in  a  specially  devised  grout  box.  The  filler  is  applied 
to  the  joints  and  the  surplus  swept  in. 

After  the  first  application  of  the  filler  has  been 
made  and  sufficient  time  has  elapsed  to  allow  it  to 
-ettle  in  the  joints  without  reaching  its  initial  harden- 
ing, a  second  application  is  mixed  and  spread  in  the 
manner  provided  for  the  first,  with  the  exception  that 
le<-  water  is  used  in  mixing,  producing  a  filler  of 
-omewhat  thicker  consistency.  The  filler  is  swept 
immediatelv  into  the  joints  until  they  are  completely 
filled  by  means  of  squeegees  having  rubber  edges. 

Successive  applications  of  the  filler  are  made  as 
provided  until  the  joints  remain  completely  filled, 
flush  with  the  surface  of  the  roadway. 


Alter  inspection  of  the  roadway  and  sufficient  time 
lias  elapsed  to  avoid  injury  to  the  filler,  a  protective 
covering  of  sand  or  earth  not  less  than  1  in.  in  depth 
should  be  spread  upon  the  roadway  and  kept  moist  for 
a  period  of  not  less  than  four  days.  The  roadway 
should  not  be  opened  for  traffic,  for  15  days. 

Type  of  Joint. 

ll  might  be  pointed  out  that  the  method  of  finish- 
ing the  grouting  of  a  brick  pavement  may  differ  with 
tlu-  type  of  brick  used.  With  round-edged  bricks  no 
excess  grout  must  be  allowed  to  remain  on  the  surface, 
otherwise  the  pounding  of  traffic  breaks  it  and  pulls 
out  portions  of  the  grout  in  the  joints,  exposing  the 
edges  of  the  bricks.  With  square-edged  bricks,  on  the 
other  hand,  the  grout  in  the  joint  is  protected,  and 
there  is  no  danger  from  a  heavy  surface  coating. 

The  above  paragraphs  give  a  resume  of  the  general 
features  to  be  observed  in  the  construction  of  brick 
roadwavs  without  expressing  any  great  detail.  There 
are  good  roads  and  bad  ones  employing  paving  brick, 
but  there  is  ample  proof  that  a  perfect  brick  highway 
can  be  laid  and  that  it  will  be  unimpaired  under  traffic 
conditions  for  years.  In  Canada  this  type  has  not  yet 
found  extensive  use,  especially  in  the  rural  localities, 
but  there  are  certain  merits  attached  to  it,  in  spite  of 
high  cost,- that  it  is  well  for  roadway  engineers  to  give 
it  serious  consideration. 


Enterprising  Firm  of  Contractors 

The  Marsh,  Hutton,  Powers  Company.  Ltd.,  has  its 
head  office  in  the  Westminster  Trust  Block,  New 
Westminster,  and  is  preparing  to  enter  the  general 
contracting  field  whenever  normal  business  conditions 
are  resumed.  The  resident  directors  are  V.  L.  Marsh, 
H.  T.  Powers,  and  C.  A.  Bourne,  the  first  two  formerly 
of  Port  Arthur,  Ont.,  where  their  company  has  carried 
out  over  $3,000,000  worth  of  construction,  including 
some  of  the  largest  apartment  and  business  blocks  in 
that  city,  also  the  Dominion  customs  building  and 
other  public  works.  Mr.  Marsh  is  president  and  Mr. 
Bourne  vice-president  of  the  company.  Three  or  four 
subsidiary  lines  of  business  and  industry  are  promoted 
by  this  enterprising  firm.  They  are  the  controlling 
factor  in  the  British  Columbia  Transport  Company, 
Ltd.,  which  has  a  fleet  of  tugs  and  barges  on  the 
Fraser,  with  docks  and  bunkers  for  building  material 
at  New  Westminster.  All  the  crude  oil  used  in  New 
Westminster  and  on  the  Fraser  is  imported  by  the 
firm.  Thev  have  built  tank  storage  at  New  Westmins- 
ter to  handle  the  business. 

Just  now  the  company  is  completing  a  large  shingle 
mill  in  the  city  of  New  Westminster  for  the  Dominion 
Shingle  and  Cedar  Company.  Ltd..  which  is  another  of 
their  subsidiary  companies.  The  owners  are  making  a 
capital  investment  of  $75,000  in  this  new  shingle  plant 
and  in  logging  equipment  to  get  out  the  raw  material. 
They  expect  to  have  the  plant  in  constant  operation 
very  shortly. 


Another  Wire-Cut-Lug  Brick  Maker 

The  |olm  Kline  Brick  Company,  Wickliffe,  O.,  is 
the  newest  and  the  thirty-fourth  member  of  the  Dunn 
Wire-Cut-Lug  Brick  Company's  family  of  licensees. 
This  plant  has  a  daily  capacity  of  40,000.  It  is  a  pro- 
gressive company  that  makes  a  high  quality  of  brick 
which  has  stood  the  test  of  service.  Mr.  J.  C.  Kline  is 
president  of  the  company. 
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British  Industrial  Organization  for  War 


SECOND  only  to  the  bravery  and  determination 
of  the  soldiers  in  the  field,  the  one  factor  that 
has  contributed  to  the  recent  successes  of  Brit- 
ain's forces  in  France  has  been  the  bravery  and 
determination  of  those  who,  under  the  severest  diffi- 
culties and  privations,  it  may  be,  are  laboring  to  keep 
the  army  supplied  with  munitions.  The  cry  from  the 
battle  line  has  always  been  for  shells,  and  yet  more 
shells,  and  in  England  there  are  thousands  and  thous- 
ands of  workers — men  and  women — who  are  taking 
up  the  response  to  this  cry,  by  doing  their  "bit"  in 
the  great  ordnance  factories  and  arsenals. 

It  is  well  known  how  unprepared  Great  Britain 
was  at  the  beginning  of  hostilities,  how  unable  she 
w  as  to  keep  her  small  but  staunch  army  supplied  with 
munitions.  Yet  since  that  time  she  has  built  up  an 
organization  that  ,  has  never  been  equalled  in  the  his- 
tory of  the  world,  an  organization  which  in  two 
years  has  so  outdone  the  work  of  Germany's  forty  that 
at  last  it  may  be  said  that  the  British  army  has  enough 
shells  and  to  spare,  that  her  gun  power  is  so  superior 
that  it  ran  blast  a  way  through  the  strongest  fortifica- 
tions military  engineering  can  devise,  which  with  two 
years'  preparation  might  be  considered  as  nearly  im- 
pregnable as  anything  could  possibly  be.  This  organ- 
ization seems  all  the  more  wonderful,  when  it  is  real- 
ized that  this  is  but  a  drop  in  the  bucket,  that  it  is 
only  a  portion  of  a  far  greater  undertaking  whereby 
Britain  has  had  to  organize,  equip  and  train  an  army 
of  millions,  maintain  her  navy,  finance  her  expendi- 
tures and  those  of  her  allies,  organize  her  defences 
and  withal,  to  provide  equipment  for  armies  other 
than  her  own.  It  has  been  a  truly  stupendous  task 
and  frought  with  awful  difficulties.  That  numerous 
mistakes  and  errors  of  judgment  were  made  cannot 
be  denied,  but  the  work  done  by  the  Ministry  of  Muni- 
tions has  reached  a  very  high  order  of  efficiency  in 
overcoming  these  perplexities.  Very  little  idea  can 
be  grasped  of  the  magnitude  of  the  undertaking,  the 
more  so  when  it  is  considered  that  the  industry  was 
entirely  new  and  was  developed  without  any  guiding 
precedent.  The  thousands  of  workers  had  to  be 
trained  to  perform  the  exacting  and  skilled  operations 
and  those  unacquainted  with  the  operation  of  machines 
recpiired  special  teaching.  As  production  increased,  too, 
unsuspected  troubles  developed,  and  the  original  diffi- 
culties multiplied. 

Our  English  contemporary,  the  Knginecr,  presents 
in  a  recent  issue  an  account  of  the  difficulties  that 
have  been  and  are  being  overcome,  describing  graphic- 
ally what  large  production  has  meant.  The  article 
points  out  the  value  of  industrial  organization  of  the 
British  Empire  for  war,  how  it  has  accomplished  won- 
ders and  indicates  how  such  an  organization  is  of  in- 
calculable benefit  to  trade  after  the  war  by  increasing 
the  knowledge  of  what  the  country  can  produce  and 
what  are  its  capabilities.  In  the  following  paragraphs 
are  extracted  portions  of  this  article: 

Growth  of  Organization  for  War 

For  all  practical  purposes  there  was  no  British  in- 
dustrial organization  for  war  in  August,  1914,  and  little 
more  even  in  June.  1915.  It  is  still  far  from  complete 
at  the  present  time,  but  the  development. since  the  end 


of  last  year  has  undoubtedly  gone  sufficiently  far,  and 
with  sufficient  rapidity,  to  achieve  the  necessary  end. 
More,  however,  still  remains  to  be  done,  and  important 
portions  of  our  national  factories  still  require  to  be 
brought  up  to  their  maximum  output.  It  must  never 
be  overlooked  that  the  Ministry  of  Munitions  does  not 
control  material  supplied  to  the  Royal  Navy,  nor  that 
approximately  half  the  engineering  resources  of  this 
country  are  still  solely  engaged  on  work  for  the  Ad- 
miralty. All  requirements  had  to  be  met  as  far  as 
possible  on  the  basis  of  relative  urgency  of  demand, 
and  for  the  first  twelve  months  of  the  war  the  Navy 
absorbed  by  far  the  greater  portion  of  our  resources 
for  the  manufacture  of  big  guns.  The  first  call  was 
for  shell  and  cartridge  cases.  Shops  and  machinery 
for  the  production  of  both  were"  required  ;  the  former 
took  time  to  erect,  and  the  latter  as  long  to  manufac- 
ture. Shells  are  not  as  easy  to  make  as  they  may  ap- 
pear to  be  from  the  drawing,  particularly  as  they  have 
to  conform  to  extremely  strict  Admiralty  or  War-office 
conditions  and  specifications — and  especially  to  the 
former — while  as  regards  the  latter  Department  any 
shell  maker  can  produce  ample  evidence  of  the  diffi- 
culties he  has  experienced  in  meeting  War-office  in- 
spection. 

Taking  first  of  all  the  question  of  output  of  shell, 
there  were  perhaps  only  six  or  eight  firms  in  the  coun- 
try that  had  experience  of  shelf  manufacture  before 
the  war,  and  the  quantities  then  ordered  were  very 
small.  The  rapid  extension  of  facilities — factories  of 
all  natures  and  industries  of  all  kinds  being  pressed 
into  service — resulted  in  a  comprehensive  upheaval  in 
the  engineering  industry,  and  revealed  a  rapidly  in- 
creasing succession  of  unexpected  problems.  The  dif- 
ficulties, in  consequence,  of  attaining  a  well  co-ordin- 
ated balance  of  production,  so  that,  for  example,  shell 
should  be  turned  out  complete,  and  not,  as  was  some- 
times inevitable,  the  bodies  kept  waiting  for  fuses  or 
both  kept  waiting  for  lack  of  filling  facilities,  were 
enormous.  The  ramifications  into  which  the  shell  in- 
dustry entered  were  very  great  indeed,  and  consequent- 
ly in  many  cases  the  production  was  held  up  in  an 
apparent  cul  de  sac,  until  some  particular  branch  could 
be  speeded  up  into  line  with  the  rest.  Before  the  war 
there  were  only  three  national  factories  working  fat- 
tine  Army ;  now  there  are  ninety-five.  That  fact  in 
itself  is  remarkable,  but  it  gives  no  proper  indication 
of  the  great  increase  of  output  on  the  part  of  the  in- 
dividual worker,  nor  of  the  greatly  improved  methods 
of  production  that  have  been  introduced  in  the  last 
two  years.  Few  if  any  of  the  original  shell  or  cartridge- 
drawing  shops  cotdd  have  been  described  as  model 
factories  compared  with  those  which  have  been  erected 
in  the  last  twelve  or  eighteen  months.  When  it  is  con- 
sidered that  our  pre-war  output  was  only  supposed 
to  be  sufficient  for  an  Army  of  about  200,000  men, 
whereas  wje  have  now  to  supply  nearly  twenty  times 
that  number,  who  are  using  shell  at  a  rate  never  pre- 
viously contemplated  in  spite  of  the  eye-opening  ex- 
perience of  the  Russo-Japanese  war,  it  will  perhaps 
be  more  readily  understood  what  was  the  problem 
which  the  Ministry  of  Munitions  was  called  upon  to 
solve. 

The  earliest  difficulty  undoubtedly  lay  in  the  fact 
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that  the  Navy  required  to  be  supplied  fust.  The  next, 
ami  perhaps  the  greatest  difficulty  of  all,  was  to  meet 
the  continual  change  of  conditions  on  land.  There  is 
little  doubt  that  our  reserves  of  guns  and  ammunition 
for  both  services  were  lamentably  inadequate  before 
the  war,  but  at  the  present  time,  if  we  take  gun  and 
howitzer  ammunition  for  the  land  service,  we  are  now 
manufacturing  and  issuing  every  week  to  France  about 
as  much  as  the  whole  pre-war  stock  in  the  country. 
To  give  some  indication  of  the  more  detailed  difficul- 
ties w  hich  had  to  be  overcome  in  increasing,  say,  the 
18-pounder  production  170  times  over  and  above  what 
it  was  two  years  ago.  we  may  instance  the  question 
of  taps  and  gauges.  For  tapping  the  2-in.  fuse  hole 
in  the  nose  of  the  shell  special  taps  are  required,  hav- 
ing about  fourteen  threads  to  the  inch.  A  good  tap 
will  last  for  perhaps  two  hundred  shells,  often  less. 
Consequently  for  a  works  producing  perhaps  100,000 
18-pounder  high-explosive  shell  per  week,  no  less  than 
500  taps  are  required  per  week.  In  the  course  of  manu- 
facture many  get  distorted  in  the  hardening  process; 
others  are  made  w  ith  insufficient  accuracy  to  secure  the 
perfect  thread  required  :  some  inevitably  get  damaged 
and  others  give  out  long  before  their  proper  quota  is 
accomplished.  In  other  words,  the  tool  department 
of  a  works  capable  of  producing  this  quantity  of  shell 
must  be  in  a  position  to  make  at  least  700  to  800  taps 
per  w  eek  in  order  that  there  shall  be  no  delay  on  this 
particular  operation.  Such  a  quantity  is  so  abnormal 
that  it  is  hardly  surprising  that  the  need  for  items  of 
this  nature  or  for  the  tool  makers  to  produce  them,  was 
not  foreseen  before  the  war. 

The  Supply  of  Gauges 

The  question  of  supply  of  gauges  for  gauging  shell 
is  one  of  the  greatest  difficulties  which  the  Ministry  en- 
countered. The  average  type  of  shell  requires  30 
gauges,  a  percussion  fuse  100,  and  a  time  fuse  240. 
Taking  the  latter  to  mean  plus  and  minus  gauges,  we 
gi  •  for  a  week's  output  of  100,000  time  fuses  the  amaz- 
ing figure  of  24,000,000  gauging  operations  per  week! 
If  the  week  be  taken  as  120  working  hours  we  have 
200,000  operations  per  hour !  Unless  these  gauges  are 
absolutely  accurate — and  the  only  means  of  maintain- 
ing accuracy,  for  they  are  apt  to  wear  under  the  in- 
tense rate  of  production  and  inspection  required,  is 
frequently  to  supply  new  sets — abnormal  inconveni- 
ence is  caused  through  differences  of  dimensions  oc- 
curring, in  fuse  work  particularly.  Frequent  difficul- 
ties have  arisen  on  this  score  owing  to  slight  differ- 
ences, due  either  to  wear  or  manufacture,  between  the 
shop  gauges  and  those  of  the  inspecting  staff.  The 
difficulty  of  obtaining  men  capable  of  making  accurate 
gauges  in  the  quantities  that  have  been  required  was 
a  very  serious,  and  unforeseen,  one.  The  lack  of  gauges 
led  inevitably  to  the  continued  use  of  worn  gauges, 
with  a  resulting  confusion  that  occasioned  extremely 
inconvenient  situations  at  a  later  date. 

These  two  items  alone  will  serve  to  illustrate  the 
type  of  unsuspected  troubles  that  developed  with  in- 
creased intensity  of  production.  The  labor  difficulty 
that  arose  is  too  well  known  to  require  comment. 
While  instances  of  minor  difficulties,  tremendously 
important  as  they  intrinsically  proved  to  be,  were  cer- 
tainly among  those  that  it  was  hard  to  foresee,  some 
of  the  major  troubles  might  certainly  have  been  antici- 
pated, and  met  by  a  much  greater  peace-time  effort 
towards  industrial  organization  in  the  event  of  war. 
The  commandeering  of  the  motor  trade  en  bloc  and  its 
subdivision  into  different  sections  for  motor  transport 


vehicles,  shells  or  aeroplane  engines  was  an  obvious 
and  easily  accomplished  Step  which  entailed  few  diffi- 
culties. The  question  of  steel  production,  however, 
w  as  a  mat  (it  of  much  greater  difficulty,  for  the  simple 
reason  that  shell  steel  is  of  a  special  nature  and  the 
quantities  required  were  far  away  greater  than  could 
possibly  he  supplied  by  the  pre-war  manufacturers. 
Gun  stool  and  shell  steel  differ  considerably  in  their 
constituents,  and  further,  to  complicate  matters  still 
more,  a  very  large  portion  of  the  Admiralty  shell  steel 
differs  considerably  from  that  of  the  Army  shell  steel, 
which  again  differs  in  composition  for  various  types. 
The  commercial  steel  producing  firms  had  to  be  roped 
in  to  supply  the  special  steel  required,  and  no  little 
difficulty  was  at  first  experienced  in  obtaining  the 
quality  required,  particularly  in  the  case  of  high  carbon 
steels.  In  the  case  of  the  smaller  shell,  particularly  the 
18-pounder  high  explosive,  which  are  made  from  rolled 
bar  steel,  great  difficulty  was  experienced  by  many 
firms  new  to  the  work  in  avoiding  "rokes"  or  longitud- 
inal cracking  in  the  finished  bar.  All  these  firms  had 
to  be  arranged  and  sub-divided  so  that  the  whole  out- 
put of  certain  furnaces  went  to  one  firm,  and  that  of 
others  to  another  works,  the  labor  involved  in  making- 
such  arrangements  being  of  a  highly  complex  order. 
Machine  tool  builders  were  promptly  brought  into 
line,  and  set  to  work  on  shell  lathes,  various  makers 
being  practically  allocated  to  various  firms.  Special 
tools  for  shell  work,  generally  of  the  simplest  type — 
one  operation  per  machine  being  by  far  the  best  meth- 
od of  manufacturing  shell,  even  though  the  handling 
involved  is  greater — had  to  be  provided  by  the  thous- 
and, and  in  spite  of  the  heavy  construction  many  will 
be  scrapped  before  the  end  of  the  war.  Textile  firms, 
the  previous  output  of  which  was  mainly  of  looms  and 
carding  machines,  came  forward,  and,  working  in  con- 
junction with  one  or  other  of  the  large  armament  com- 
panies, accomplished  wonders  in  the.  manufacture  of 
shell  and  hand  grenades. 

What  Has  Been  Accomplished 

It  is  generally  supposed  that  in  Germany  before  the 
war  it  was  customary  for  the  Government  to  place 
small  orders  for  shell  with  a  number  of  engineering- 
firms  throughout  the  country,  so  that  on  the  outbreak 
of  war  shell  manufacture  would  not  be  an  absolute 
noveltyr  to  the  contractors  as  it  has  been  in  so  many 
cases  in  England.  German  munition  supply  as  regards 
shell  was  also  considerably  facilitated  by  the  inferior 
quality,  as  regards  composition  of  the  steel  or  detailed 
design  of  projectile,  that  would  be  accepted  compared 
to  our  own  standards,  and,  on  the  other  hand,  our  ow  n 
was  hampered  to  no  small  extent  by  the  abnormal 
number  of  different  types  of  shell  required,  the  Ad- 
miralty in  this  respect  being  very  exacting.  It  is, 
however,  very  hard  to  imagine  that  German  organiza- 
tion, about  which  in  many  cases  the  grossest  exaggera- 
tion has  existed  equals,  let  alone  excels,  that  which 
the  Ministry  has  built  up  for  munitions  production  in 
this  country,  albeit  the  Ministry  has  had  only  about 
fifteen  months'  experience  as  compared  with  Germany's 
years  of  preparation.  Locomotive  and  railway  car- 
riage builders  are  making  gun  mountings  and  gun-car- 
riages for  large  howitzers;  bridge  builders  are  making 
air-ship  sheds;  one  very  eminent  firm  of  feed  pump 
manufacturers  is  making  both  shell  and  aeroplanes ; 
in  other  cases,  well-known  builders  of  ordinary  mer- 
chant steamers  are  building  both  aeroplanes  and  tor- 
pedo-boat destroyers  ;  a  firm  of  sewing  machine  special- 
ists is  making  shell  and  fuses,  and  another,  the  pre- 
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war  business  of  which  was  shop  fittings,  is  building 
seaplanes.  Instances  could  be  multiplied  a  thousand- 
fold. With  a  good  organization  and  decent  shops,  a 
little  common  sense  and  adaptability,  experience  has 
shown  that  this  industrial  expansion  for  war  pur- 
poses could  be  achieved  with  far  less  difficulty  than 
might  have  been  imagined  two  years  ago.  It  might 
be  said,  moreover,  to  have  been  attained  with  remark- 
ably little  organization  except  as  regards  the  supply 
of  labor,  and  this  disorganization  is  now  less  a  present 
difficulty  than  a  prospective  source  of  trouble.  Wo- 
men may  or  may  not  be,  as  was  once  propounded,  the 
source  of  all  evil,  but  introduction  by  the  tens  of  thous- 
ands into  what  were,  if  quite  fallaciously,  previously  re- 
garded as  skilled  trades  may  lead  to  a  very  considerable 
quantity  of  it  at  the  end  of  the  war. 

Effect  of  Present  Organization  After  the  War 

There  is  certainly  one  very  deep  and  far-reaching 
effect  which  the  present  war  organization  of  British 
industries  will  have  on  the  peace  organization  after  the 
war.  Intimate  as  have  been  the  relationships  between 
the  individuals  composing  groups  of  manufacturers, 
as,  for  instance,  in  the  case  of  the  textile  trades,  the 
motor  trade,  or  the  armament  firms,  the  groups  them- 
selves were  generally  very  detached.  Inter-exchange 
even  between  the  groups  was  never  so  close  or  whole- 
hearted before  the  war  as  it  is  to-day,  and  it  is  only 
reasonable  to  suppose  that  this  influence  will  have  a 
markedly  beneficial  effect  after  the  war.  The  enforced 
close  association  of  firms,  the  interests  of  which  were 
poles  apart  before  August,  1914,  and  the  principals  of 
which  were  frequently  unknown  to  one  another  even 
by  name,  together  with  the  fact  that  such  a  large  num- 
ber of  firms  have  had  to  undertake  work  that  they 
never  would  have  contemplated  before  the  war,  has 
opened  the  eyes  of  all  concerned  to  their  own  capa- 
bilities of  production.  Three  years  ago  many  manu- 
facturers would  have  utterly  repudiated  the  idea  that 
their  plants  were  suitable  for  such  a  widely  different 
class  of  work  from  that  which  they  are  now  compelled 
to  undertake,  one  particular  reason  naturally  being  the 
financial  one.  Once  the  fear  of  serious  loss  was  re- 
moved by  the  virtual  guarantee  of  reimbursement 
against  it — and  this  can  be  said  without  any  disparage- 
ment of  the  patriotic  manner  in  which  both  plant  and 
services  of  staff  were  volunteered  from  the  very  begin- 
ning— work  was  undertaken  of  a  nature  that  has  been 
of  a  thoroughly  educational  kind.  It  has  broken  down 
reserve,  and  destroyed  opposition  to  progress  and  ex- 
tension when  it  was  really  perceived  how  simply  the 
change  could  be  wrought ;  it  showed  manufacturers  in 
all  branches  of  trade  that  many  unexpected  things 
could  be  accomplished  if  they  would  only  attempt 
them.  In  a  word,  the  industrial  organization  of  the 
country  for  war,  by  adding  enormously  to  our  know- 
ledge of  what  we  can  produce  and  generally  expand- 
ing the  knowledge  of  manufacturers  as.  to  their  own 
and  other  people's  capabilities,  has  probably  brought 
about  a  state  of  affairs  that  will  be  of  incalculable 
benefit  to  the  engineering  trade  after  the  war. 


strength  of  a  white  oak  beam  2  in.  wide  by  4  in.  deep 
and  5  ft.  between  supports.  From  column  B,  the 
maximum  allowable  stress  for  white  oak  is  1,000 
pounds  per  square  inch.  The  safe  stresses  of  several 
other  common  woods  are  indicated  in  column  B,  or 
arc  tabulated  in  the  table  below.  The  length  given  is 
5  ft.,  or  60  inches,  which  is  indicated  on  column  A. 
Join  this  point  to  the  point  1,000  already  determined 
on  B,  and  produce  the  line  to  meet  the  line  C.  Join 
the  point  representing  the  width  2  in.  on  column  1) 
to  the  point  representing  the  depth  4  in.  on  column  (I. 
Join  the  point  of  intersection  with  column  F  to  the  in- 
tersection previously  found  in  column  C.  The  required 
solution  is  found  in  column  E.  In  this  instance  the 
beam  will  hold  a  little  over  700  pounds  uniformly  dis- 
tributed, or  140  pounds  per  foot  of  length. 

The  process  may  be  reversed  to  find  the  size  of 
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Chart  for  Determining  Strength  of  Wooden 

Boards  or  Beams 

The  accompanying  chart  determines  by  graphic 
methods  the  strengths  of  wooden  boards  or  beams,  or, 
vice  versa,  determines  the  size  of  a  beam  to  withstand 
a  "hen  load.  The  operation  of  the  chart  can  he  seen 
by  studying  a  particular  example,  say,  to  find  the  safe 


Handy  chart  for  rinding  strength  of  wcoden  beams. 

beam  necessary  to  bear  a  given  load.  The  table  below 
gives  the  safe  strengths  of  the  principal  woods,  based 
on  a  safety  factor  of  ten  : 

1 '( minis  per  sq.  in. 

  1.100 

Beech  .'   l,150 

Cedar   Loon 

Chestnut   1,000 

Douglas  fir   1,200 

Elm   i,:;oo 

Hemlock   800 

Hickory   120 

Locust   2,000 

Long  leaf  pine    1,300 

Maple   1.000 

Norway  pine   800 

Spruce   000 

Tamarac   900 

Walnut,  black   900 

Western  hemlock    1,100 

White  oak   1,000 

White  pine   9Q0 

Yellow  pine   1,100 
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The    Building   of  Fireproof  Houses 

Do  Contractors  and  Architects  Sufficiently  Urge  the  Necessity  of 
Lessening  Fire  Risk?    Work  that  Doesn't  Show  on  the  Outside 


A  |  -  1 1  |  question  of  fire  protection  is  a  most  import- 
I      ant  problem  in  connection  with  almost  any 
_L      type  of  building.    Dwellings  are  usually  the 
least  protected  of  any  class  of  buildings,  and 
when  of  flimsy,  improper  construction,  constitute  an 
unnecessary  hazard.     To    safeguard  homes  against 
damage  and  loss  by  tire  knowledge  of  proper  design 
and  reliable  information  as  to  the  selection  of  building 
materials  are  essential.     Wood  in  most  cases  is  con- 
demned as  providing  a  fire  hazard,  but  this  material 
can  be  safely  and  economically  employed  if  careful  con- 
struction is  used  and  the  danger  from  lire  not  disre- 
garded. 

Universally  wood  is  found  in  all  dwellings,  and 
they  will  continue  to  be  built  in  this  way  in  the  indefi- 
nite future.  Wood  is  the  least  expensive,  most  univers- 
ally available,  and  the  most  adaptable  material,  and  at 
the  same  time  responds  to  architectural  treatment  in 
such  a  way  as  to  appeal  to  the  sense  of  beauty  and  sen- 
timent. With  intelligent  selection  of  lumber,  a  consid- 
eration of  the  strength  and  careful  workmanship, 
dwelling  construction  is  materially  safeguarded.  The 
introduction  of  proper  stops  or  fire-barriers  forms  a 
protective  measure  of  prime  importance,  and  yet  the 
efficacy  of  such  provisions  is  rarely  known  or  recog- 
nized. The  introduction  of  these  precautions  would 
go  far  to  reduce  the  enormous  fire  losses  occasioned  in 
dwelling  houses.  From  an  economic  point  of  view, 
also,  such  a  measure  gives  valuable  returns.  The 
cost  of  proper  construction  in  relation  to  the  fire  haz- 
ard adds  only  a  small  percentage  to  the  total  cost  of 
the  house  and  yet  produces  returns  in  lower  insurance 
rates  and  greater  safety  far  in  excess  of  the  additional 
expense. 

The  National  Lumber  Manufacturers'  Association 
have  recently  issued  a  pamphlet  dealing  with  this  sub- 
ject and  incorporating  some  suggestions  of  the  Na- 
tional Hoard  of  Fire  Underwriters  in  regard  to  the 
necessity  of  fire-stopping  and  the  methods  of  installing 
-uitable  protective  devices  of  this  nature.  In  the  fol- 
lowing paragraphs  are  extracted  some  of  the  more 
essential  suggestions  and  requirements: 

The  Necessity  for  Fire-Stopping. 

No  one  feature  of  house  construction  will  contribute 
more  to  its  safety  in  case  of  fire  than  efficient,  well- 
placed  fire-stops.  Their  purpose  is  to  delay  the  spread 
i  A  tire,  and  so  assist  in  confining  it  to  the  story  in  which 
it  start.-.  This  protects  life,  and  affords  a  better  chance 
of  extinguishing  the  fire. 

Fire-stops  are  principally  applicable  to  non-fire- 
proof buildings,  such  as  frame  houses  or  those  with 
incombustible  walls  but  with  the  interior  construction 
of  wood,  though  they  should  be  used  in  any  type  of 
building  where  openings  exist  which  would  act  as  flues 
to  distribute  heated  air  or  gases  from  a  fire  in  one  part 
of  a  building  to  other  portions  where  they  might  ignite 
combustible  material.  The  added  cost  of  such  protec- 
tion is  very  slight,  and  yet  its  value  is  so  little  appre- 
ciated the  ordinary  dwelling  either  has  no  fire-stopping 
at  all  or  else  the  work  is  so  indifferently  done  as  to  be 
practically  worthless.  Because  such  work  does  not 
show  when  a  building  is  completed,  and  because 
its  importance  is  usually  entirely  underestimated  it  is 
often  carelesslv  installed,  with  the  result  that  the  firc- 


stop  is  so  in  name  only,  it  being  merely  a  delusive  imi- 
tation, which,  if  called  upon  to  fulfill  its  purpose,  fails 
completely. 

The  danger  resulting  from  careless  workmanship  is 
greater  in  the  construction  of  wooden  fire-stops  than 
when  incombustible  material  is  used,  because  care  is 
not  often  taken  to  properly  fill  the  spaces  and  keep  the 
joints  tight.  Loose  joints,  even  though  the  openings 
be  very  small,  will  allow  the  passage  of  the  heated 
gases.  It  must  be  understood  that  air  or  gases  heated 
to  the  point  of  ignition  of  wood — less  than  1,000  de- 
grees F. — even  though  they  carry  no  flame  and  are  in- 
visible, will  set  fire  instantly  to  practically  everything 
combustible  with  which  they  come  in  contact. 

Suitable  Materials. 

Incombustible  fire-stopping  materials  should  be 
employed  when  possible,  since  they  are  unburnable 
and  the  possibility  of  fire  getting  by  them  is  consider- 
able decreased.  Moreover,  such  materials  as  mineral 
wool,  concrete,  or  mortar,  are  soft  when  used,  and  can 
be  more  or  less  tamped  or  pressed  into  the  space  pre- 
pared for  them  so  as  to  preserve  tight  joints  preventing 
the  passage  of  heated  air  or  gases. 

There  is  a  variety  of  materials  which  make  excel- 
lent fire-stopping,  such  as  brick-work,  stone  or  cinder 
concrete,  gypsum  block,  mineral  wool,  or  any  incom- 
bustible material  which,  when  packed  into  a  space,  will 
form  a  united  mass  that  will  not  fall  out  through  holes 
that  might  be  made  in  the  woodwork  supporting  it. 
Strips  of  metal  lath  can  often  be  advantageously  used 
to  hold  mortar  or  plaster  until  it  sets.  Some  of  these 
materials  are  nearly  always  found  as  waste  products 
about  a  new  building;  their  use  involves  no  expense 
except  for  labor,  and  the  disposal  of  refuse  is  an  advan- 
tage. 

When  fire-stopping  is  made  of  brickwork,  almost 
any  sort  of  bricks  will  serve  the  purpose,  such  as  sec- 
ond-hand, underburned,  chipped,  broken,  or  other  de- 
fectives, providing  sufficient  mortar  be  used  to  fill  all 
joints  and  interstices. 

•Concrete  or  mortar  fill  for  fire-stopping  can  be  made 
from  anv  refuse  from  plaster,  masonry,  or  concrete 
work.  Even  if  such  material  has  set,  it  can  often  be 
broken  up,  and  by  adding  sufficient  fine  material  to  fill 
voids,  enough  cement  or  lime  to  produce  a  set.  and 
water  sufficient  to  form  a  plastic  mass,  it  will  make  a 
very  satisfactory  fire-stopping  material.  Cinder  con- 
crete is  also  good. 

Mineral  wool  is  a  superior  material  for  fire-stop- 
ping. It  is  especially  adapted  for  places  where  it  is 
necessary  for  the  stopping  to  yield  as  the  timbers 
shrink ;  also  in  places  where  its  light  weight  is  advan- 
tageous. 

Solid  gypsum  blocks  are  excellent  for  fire-stopping 
in  dry  locations.  They  can  be  purchased  the  correct 
size  to  lit  between  studs,  or  ordinary  partition  blocks 
can  easily  be  sawed  to  lit  any  space.  It  is  important 
that  any  loose  joints  in  such  material  should  be  filled 
with  mortar.  Such  blocks  will  also  yield  when  wood 
shrinks  and  throws  pressure  upon  them.  Gypsum  pro- 
ducts absorb  moisture  freely,  and  when  wet  they  lose 
considerable  of  their  strength,  and  should  not  be  used, 
therefore,  in  contact  with  wet  surfaces  or  where  likely 
to  become  water-soaked.  They  are  also  liable  to  deter- 
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iorate  when  subjected  to  temperatures  in  excess  of  200 
degrees  Fahr.  for  considerable  periods  of  time,  and 
they  should  not  be  used  where  such  unusual  tempera- 
tures prevail. 

Asbestos  mill  board,  gypsum  plaster  board,  or  metal 
lath  and  plaster  are  useful  fire-stopping  materials 
where  considerable  areas  must  be  covered,  such  as  a 
cellar  ceiling  or  as  the  lining  of  the  pocket  for  a  sliding 
door.  They  are  not  recommended  for  the  ordinary 
stopping  of  walls  or  partitions. 


Plate  1 

Dwellings  with  Walls  of  liiick  or  Other  Masonry. 
Fig.  1. — Method  of  fire-stopping  at  eaves  when  attic  floor  joists  are 
level  with  plate. 

Fig.  2. — Same  as  Fig.  1,  except  that  attic  floor  joists  are  any  distance 
below  the  plate  and  built  into  the  wall.  Support  for  fire-stopping  might 
be  same  as  in  Fig.  1  if  more  convenient. 

Fig.  3. — In  this  and  the  other  figures  of  this  plate  note  fire-stopping 
of  wooden  furring  by  two  courses  of  brickwork  being  set  out  to  face  of 
furring  above  and  below  floor  joists  all  around  the  building.  Other  types 
of  masonry  walls  should  be  built  out  in  the  same  manner. 

Fig.  4. — Fire-stopping  at  a  floor  level  when  the  wall  is  thinner  above 
the  floor  than  below. 

Fig.  5. — Terra  cotta  and  gypsum  block  wall  furring. 

Construction  of  Fire-Stopping. 

Fire-stopping  shall  be  arranged  to  cut  off  all  con- 
cealed draft  openings  and  form  an  effectual  horizontal 
fire  barrier  between  stories.  Open  passages  in  frame 
walls  or  partitions  are  a  prolific  cause  for  rapid  spread 
of  lire  to  all  parts  of  a  structure.  If  fire  occurs  in  the 
cellar  or  basement  they  act  as  flues  to  carry  it  to  the 
attic.  If  the  fire  starts  in  the  attic  the  sparks  fall  down 
£he  hollow  spaces.  Results  are  disastrous  in  either 
case. 

For  all  walls  furred  with  wood  the  masonry  be- 
tween the  ends  of  wooden  beams  should  project  the 
thickness  of  the  Eurring  beyond  the  inner  face  of  the 
w  all  for  the  full  depth  of  the  beams  ;  or  a  double  course 
(.1  bricks  or  other  masonry  above  and  below  the  beams 
should  project  beyond  the  face  of  the  wall  the  full 
thickness  of  the  Eurring  (Plate  1).  Such  fire-stopping 
m  hollow  block  walls  is  usually  obtained  by  using  1- 
inch  slabs  of  the  same  material,  the  slabs  serving  also 
as  the  bearing  course  for  the  floor  joists.  Where  floor 
beams  are  parallel  to  a  wall  furred  with  wood,  there 


should  be  a  space  of  not  less  than  2l/>  inches  between 
such  wall  and  the  nearest  beam.  This  space  should  be 
tilled  in  solidly  with  brickwork  or  concrete  for  the  full 
depth  of  the  floor  beams,  or  be  equivalently  fire-stop- 
ped. Two  courses  of  brick,  slabs,  or  other  masonry  are 
required  to  cut  off  a  furring  space,  for  mortar  joints 
may  drop  out  of  a  single  course  and  render  it  useless. 

Incombustible  furring  is  excellent,  since  it  entirely 
prevents  a  rtre  creeping  along  a  wall  from  one  storey 
to  another  behind  the  plaster.  Terra  cotta  or  gypsum 
furring  blocks  or  tile  are  much  used,  and  are  quite 
satisfactory.  They  have  a  series  of  grooves  in  the 
back  face,  which  affords  the  necessary  air  space  be- 
tween the  wall  and  the  plaster  (Plate  I,  Pigs.  4  and  5). 
There  are  also  several  styles  of  metal  furring  strips,  to 
which  metal  lath  is  attached,  and  so  serve  the  same 
purpose.  W  here  walls  are  likely  to  be  damp,  terra 
cotta  furring  would  probably  he  most  satisfactory.  All 
these  forms  of  furring  should  be  firestopped  with  mor- 
tar a  few  inches  at  the  bottom  to  prevent  possibility  of 
their  acting  as  flues  for  heated  gases  and  bringing 
them  in  contact  with  wooden  construction  in  the  floor 
above. 

Where  walls  are  studded-off,  the  space  between  the 
inside  face  of  the  wall  and  the  studding  at  the  floor  level 
should  be  tire-stopped  with  incombustible  material. 
The  beams  directly  over  the  studded-off  space  should 
be  deadened  w  ith  not  less  than  4  inches  of  incombus- 
tible material,  which  should  be  laid  on  boards  cut  in 
between  the  beams;  or,  better  still,  use  4-inch  solid 
gypsum  plaster  blocks  cut  to  fit  the  space  between  the 
beams  and  supported  by  cleats,  thus  avoiding  the 
board  supports.  The  under  side  of  such  beams  should 
be  protected  by  a  covering  of  metal  lath  or  plaster 
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Plate  2 

l'tgs.  1  and  :(.  -Elevation  and  plan  showing  fire-stopping  of  wall  of 
frame  building  at  line  of  sill  and  between  studs  and  floor  joists. 

Fig.  2.  -  Fire-stopping  with  timber  cut  between  floor  joists  on  top 
ol  buck  partition. 

!• — F're-stopping  of  partition  resting  on  wooden  girder. 

Fig.  5.— Same  as  Fig.  2  except  that  incombustible  compressible  ma- 
terial between  two  boards  is  used  instead  of  a  timber. 

board,  and  plastered  to  a  total  thickness  of  -Pi-inch,  or 
a  double  layer  of  pi -inch  asbestos  mill  hoard  with 
broken  joints. 

In  frame  buildings  which  are  to  be  lathed  and  plas- 
tered or  otherwise  sheathed  on  the  inside,  all  stud  walls 
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should  be  completely  fire-stopped  with  brickwork  or 
««tlu-r  suitable  incombustible  material  ;it  each  Boor 

level.  The  Spaces  between  the  studs  should  he  filled  to 
a  height  of  4  inches  above  the  door  level  (  Plates  2  and 

3). 

Partitions. 

\\  here  stud  partitions  rest  directly  over  each  other 
and  cross  wooden  floor  beams  at  any  angle  they  should 
run  down  between  the  floor  beams  and  rest  on  the  top 
plate  of  the  partition  below,  and  should  have  the 
Spaces  between  the  studding  tilled  in  solid  to  at  least  4 
inches  above  each  floor  level  with  approved  incom- 
bustible materials. 

Methods  for  fire-stopping  v  arious  forms  of  partition 
construction  are  shown  in  I  Mates  2  and  4.  While  in- 
combustible material  only  is  recommended  for  fire- 
Stopping,  it  may  not  always  be  practical  to  require  it; 
therefore,  in  some  cases  the  sketches  indicate  methods 
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Plate  3 

Figs.  1  ami  Elevation  an<l  plan  showing  rue-stopping  in  frame 
wall  at  connection  of  upper  floor  joists  with  girt. 

Figs.  '1  and  4. -  Fire-stopping  at  same  place  for  "Balloon  frame." 

for  placing  both  incombustible  and  wooden  fire-stop- 
ping, but  incombustible  material  should  be  used  wher- 
ever suitable. 

There  are  some  places  in  wooden  construction,  such 
a-  a  fire-stop  along  the  top  of  a  brick  partition  over 
which  a  floor  is  laid  in  the  storey  above  (see  Plate  2, 
Figs.  2  and  5),  where  w  ooden  fire-stopping,  or  a  com- 
pressible incombustible  material,  such  as  mineral  wool, 
must  be  used,  otherwise  the  shrinkage  of  the  timber 
■  n-truction  will  in  time  cause  the  floor  to  bulge.  A 
course  of  brickwork  resting  on  the  foundation  wall  and 
built  between  the  ends  of  joists  is  a  method  of  fire- 
stopping  frequently  recommended  as  an  addition  to  a 
wall  stop  such  as  shown  in  Plate  2,  Figs.  1  and  3.  Such 
brickwork,  if  built  snugly  against  the  underside  of  the 
floor,  as  it  should  be,  is  likely  to  deform  the  floor  when 
the  timber  shrinks.  If  the  wrall  stopping  is  effectively 
done  with  incombustible  material  it  is  doubtful  whether 
such  secondary  stop  is  necessary. 

If  the  location  is  dry,  and  an  additional  fire-stop  is 
desired,  gypsum  partition  block  would  serve  the  pur- 
\>>  >~e  well,  or  it  may  be  made  of  asbestos  board,  or 
metal  lath  and  plaster  might  be  used.   A  wooden  board 


>'"iil<l  he  used,  bill  is  not  so  good  as  incombustible 
material.  Such  ;i  stop  in  an  existing  building  in  which 
the  timber  had  practically  ceased  to  shrink  could  be 
constructed  of  brickwork  without  objection. 

Roofs. 

Dwellings  within  10  feet  of  other  non-fireproof 
buildings  shall  have  the  walls  behind  eaves  or  cornices 
fully  lire  stopped  lo  prevent  fire  from  a  nearby  build- 
ing breaking  through  into  the  attic  space.  Such  fire- 
Stopping  w  ill  also  protect  against  lire  which  might  lap 
ii])  under  the  eaves  through  the  windows  from  a  fire 
within.  The  most  vulnerable  point  of  attack  for  an 
exposure  lire  of  this  kind  is  under  the  eaves,  for  the 
heal  hanks  up  there  and  the  woodwork  is  always  highly 
combustible,  since  never  exposed  to  storms.  With 
ordinary  construction  numerous  cracks  are  almost  cer- 
tain to  exist  alongside  the  rafters  communicating 
directly  with  the  attic  space.  It  is  therefore  important 
that  the  space  above  the  plate  and  between  the  rafters 
be  filled  as  tight  as  possible.  Where  masonry  walls  are 
used  they  should  extend  up  to  the  under-side  of  the 
roof  boards  or  be  fire-stopped  as  indicated. 

Combustible  cornices  are  always  troublesome  in 
ea^e  of  lire.  MMiey  catch  fire  easily,  are  usually  dry,  and 
so  burn  freely,  and  a  fire  travels  through  them  rapidly, 
fncombustible  cornices  are  safest.  Even  though  the 
framework  be  of  wood,  it  is  wise  to  cover  the  exterior 
surface  with  incombustible  material  where  practical. 
Metal  lath  and  cement  plaster  or  stucco  could  be  used 
on  flat  surfaces  on  under-side  of  cornices. 

When  sliding  doors  are  pocketed  in  partitions  such 
pockets  should  be  completely  fire-stopped  at  sides,  top 
and  bottom.  Asbestos  mill  board  or  plaster  board  is 
suited  to  this  use. 

The  surface  of  the  walls  or  partitions  behind 
wooden  wainscoting  and  dados  shall  be  plastered 
Hush  with  the  grounds  and  down  to  the  floor  line.  The 
same  stopping  shall  be  placed  behind  all  applied  wood- 
en trim,  such  as  fancy  wooden  paneling. 

The  space  between  stair  carriages  shall  be  fire- 
stopped  by  a  header  beam  at  top  and  bottom.'  Where 
a  stair  run  is  not  all  in  one  room,  or  where  a  closet  is 
located  beneath  the  stairs,  the  stair  carriages  should 
have  an  intermediate  fire-stop,  so  located  as  to  cut  oft" 
rommunication  between  portions  of  the  stairs  in  dif- 
ferent rooms  or  between  the  closet  and  the  room  in 
which  it  is  placed.  Such  stops  can  best  be  made  of 
plank. 

If  a  flight  of  stairs  is  so  arranged  as  to  be  the  onJy 
construction  separating  two  storeys  at  a  place  wdiere 
they  are  located,  as,  for  example,  between  the  cellar 
and  the  storey  above,  the  under-side  of  the  stairs 
should  be  covered  with  metal  lath  or  1  2-inch  piaster 
board  and  plastered  to  a  total  thickness  of  V\  inch. 

Pipes  and  Ducts. 

Care  must  be  taken  that  all  spaces  surrounding 
pipe,  speaking-tubes,  and  so  on,  are  fire-stopped  at 
each  floor  with  incombustible  material,  so  as  to  form 
tight  joints.  If  necessary,  close-fitting  metal  caps 
should  be  provided  at  points  where  pipes  pass  through 
floors,  ceilings,  or  partitions.  Steam  and  hot  water 
pipes  must  be  kept  away  from  all  woodwork,  which 
should  be  sufficiently  protected  against  charring. 

Hot  Air  Pipes  and  Registers. 

Where  a  furnace  hot  air  pipe  passes  through  a 
floor,  the  space  between  the  pipe  and  floor  construc- 
tion should  be  filled  with  incombustible  material,  like 
mineral  wool,  supported  by  sheet  metal  or  metal  lath. 
MMie  space  between  a  register  box  set  in  a  floor  and  the 
casing  protecting  the  floor  construction  should  also  be 
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lire-stopped.  This  protection  is  important,  since  the 
spaces  around  hot  air  pipes  and  register  boxes  form 
easy  passageways  for  fire.  There  is  also  a  danger 
Fn  'in  the  furnace  becoming-  intensely  hot,  and,  as  a 
protective  measure,  both  the  furnace  and  pipes  should 
be  covered  with  very  thick  asbestos  or  equivalent  ma- 
terial.   The  simple  thin  asbestos  paper  is  insufficient. 

Horizontal  Cut-Offs  for  Cellars. 

The  best  possible  cut-off  is  a  fireproof  floor.  Such 
floors  are  quite  applicable  to  dwellings.  They  should 
be  used  wherever  possible,  for  they  constitute  a  dis- 
tinct safeguard.  Such  floors  may  be  constructed  of 
steel  I-beams,  with  stone  or  cfinder  concrete,  terra 
cotta,  or  other  approved  fireproofing  between  them, 
with  suitable  protection  for  the  bottom  of  the  beams; 
or  steel  beams  may  be  omitted  and  the  floor  be  con- 
structed entirely  of  reinforced  concrete,  or  a  composite 
construction  of  reinforced  concrete  beams  filled  be- 
tween with  hollow  tile,  or  metal  or  plaster  forms  with 
a  concrete  covering  may  be  employed.    A  concrete 


i 

c 

> 

1 

•S7vx>-  —  »1£ 


Plate  4 


Fig.  1.— Interior  partition  running  same  direction  as  floor  joists 
supported  on  double  joists,  lire-stopped  at  bottom  by  2  x  4  inch  sole. 

Figs.  2  and  6. — Elevation  and  plan  of  partition  footing  on  3  x  4  inch 
cap  of  partition  below  running  crosswise  to  joists,  showing  method  of 
tire-stopping  between  joists. 

Fig.  8. — Partition  running  crosswise  to  floor  joists  footing  on  sole 
used  as  a  tire-stop.  This  would  be  improved  by  addition  of  some  in- 
combustible material  on  top  of  sole. 

Figs.  4  and  5. — Elevation  and  plan  of  partition  running  same  direction 
as  floor  joist  footing  on  :i  x  4  inch  cap  of  partition  below  used  as  fire- 
stop,  and  floor  joist  placed  alongside  studs. 

Figs.  7  and  8. — Elevation  and  plan  of  partition  running  crosswise  to 
joists  footing  on  sole  fitted  between  joists  at  bottom  and  fire-Stopped  with 
mineral  wool  between  two  boards.  Brickwork  or  other  solid  incom- 
bustible  material  could  be -used. 

floor  construction  can  be  very  simply  installed  in 
houses,  with  steel  or  wooden  beam  supports  to  reduce 
the  span  and  thickness. 

Reliable  building  constructors  state  that  such  con- 
crete floors  can  be  built  in  most  localities  at  practi- 
cally the  same  price  as  first-class  wooden  construction. 
Owing  to  the  fact  that  the  fireproof  floor  is  also  water- 
proof, vermin-proof,  and  thoroughly  rigid,  it  would 
justify  increased  cost.  If  desired,' a  wooden  finish 
flooring  may  be  laid  over  the  concrete.    The  support- 


ing beams  under  the  Hoor,  whether  steel  or  wood, 
must  be  protected,  the  former  by  2  inches  of  fireproof- 
ing and  the  latter  by  at  least  l/i  inch  of  metal  lath  and 
plaster,  plaster  board,  or  J4  inch  asbestos  mill  board. 

In  ordinary  dwellings  where  it  may  be  impossible 
to  secure  the  high  degree  of  protection  afforded  by  a 
fireproof  floor  for  a  cellar  cut-off,  or  dwellings  of  a 
grade  which  would  not  warrant  the  expense  of  such  a 
floor,  it  is  still  very  essential  that  efficient  temporary 
protection  be  provided,  and  that  every  precaution  be 
taken  to  prevent  a  cellar  tire  spreading  to  floors  above, 
at  least  long  enough  to  afford  reasonable  time  to  sub- 
due it.  This  can  be  accomplished  by  protecting  all 
communicating  openings,  as  elsewhere  provided,  and 
by  covering  the  ceiling  with  fire-resistive  material. 

Although  it  would  not  be  practicable  to  lire-stop 
an  existing  house  as  completely  as  here  recommended 
for  new  construction,  nevertheless  it  would  be  quite 
feasible  to  apply  several  of  the  suggestions  to  any 
existing  house  in  which  such  barriers  had  been 
omitted,  and  would  materially  lessen  the  lire  risk.  The 
great  obstacle  in  securing  efficient  fire-stops  in  a  build- 
ing is  in  getting  architects  and  builders  to  realize  the 
supreme  importance  of  such  precautions.  The  ordin- 
ary carpenter  or  builder  lias  an  inherent  prejudice 
against  doing  work  which  does  not  visibly  advance  his 
contract.  Ignorant  of  the  serious  annual  life  and  pro- 
perty loss  due  to  fires  in  combustible  dwellings,  he 
considers  the  possibility  of  such  a  lire  too  remote  to 
worry  about,  and  the  general  experience  is  that  he  will 
not  put  in  proper  fire-stops  unless  very  carefully 
watched.  Someone  must  be  responsible  for  rigid  in- 
spection to  insure  that  such  work  is  conscientiously 
performed. 


Earnings  of  Edmonton's  Utilities 

Below  is  a  statement  showing  the  earnings  of  the 
utilities  of  the  city  of  Edmonton  for  the  seven  months 
ending  July  31,  1916: 

Surplus  on  all 
charges  (including 
Surplus  on       depreciation  and 
operation.      capital  charges. 
$  98,267.21        $  6,710.64 
85,174.34  37,342.36 
L03, 525.00  14,625.00 
10!), '.168. 93  38,930.03 
85,859.55  63,010.78  deficit 


Telephone  Department   

■Electric  Light  Department.. 
Waterworks  Department  .  .  . 
Tower  House  (to  June  30). 
Street  Railway  Department 


Total   $482,795.03 


Surplus  balance  over  all  charges 


$97,608.03 
63.010.78  deficit 


$34,597.25 


*Taken  oxer  by  Alliance  Power  Co 
In  connection  with  the  street 


.  Ltd.,  on  July  1st. 

railway,  the  deficit 
for  the  first  seven  months  of  1915  was  $75,136.90,  and 
for  the  first  seven  months  of  1916  was  $63,010.78, 
showing  a  betterment  of  $12,126.12,  in  spite  of  the 
fact  that  the  citv  of  Edmonton  has  decreased  in  popu- 
lation and  that  live  battalions  of  her  soldiers  have  been 
in  camp  al  C  algary  and  elsewhere  during  the  summer, 
and  are  still  away. 


Now  that  the  laying  of  steel  between  Patricia  Bay 
and  Victoria  is  approaching  completion  the  Canadian 
Northern  Pacific  Railway  is  about  to  let  the  contract 
for  the  substructure  of  the  proposed  bascule  bridge 
over  Selkirk  Water,  Victoria.  Tenders  were  received 
up  to  Sept.  14  at  the  company's  offices  in  Vancouver 
and  Victoria,  but  the  contract  lias  not  vet  been 
awarded. 
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The  Proper  Education  for  an  Engineer 

The  best  course  to  pursue  depends  largelyu  pon 
natural  aptitudes  —  Graduates   have  weak  spots 

By  B.  G.  Lamme* 


In  i lie  earlier  days  of  the  Westinghouse  Electric  an'd 
Manufacturing  i  onipauy  many  young  technical  students  were 
taken  directly  into  the  various  departments  and  there  trained. 
But  in  time  the  student  problem  became  so  large  and  im- 
port.nit  thai  an  educational  department  was  developed  to 
meet  in  .1  systematic  manner  the  growing  needs  of  all  depart- 
ments, l'h is  educational  department  works  in  conjunction 
witl)  the  other  departments  in  training  and  in  placing  them 
where  they  will  have  opportunities  in  accordance  with  their 
special  abilities.  While  the  educational  department  super- 
trisi  9  the  student  course,  yet  much  of  the  training  is  through 
representatives  of  the  commercial,  manufacturing,  and  engi- 
neering departments. 

The  following  remarks  represent  the  writer's  own  per- 
sonal  opinions,  based  largely  upon  a  comparatively  wide  ex- 
perience with  the  young  engineers  who  have  entered  the 
student's  course  during  the  past  five  or  six  years.  In  that 
tune  this  company  has  taken  into  its  educational  department 
Over  one  thousand  graduates  of  technical  schools  from  all 
over  the  United  States  and  Canada.  Of  these  several  hun- 
dred have  wished  to  specialize  in  engineering,  while  the  aim 
of  the  others  has  been  toward  the  manufacturing  and  the 
commercial  lines,  both  of  which  require  good  technical  train- 
ing. The  electrical  salesman  of  to-day  is  quite  technical,  re- 
gardless of  how  he  got  his  training.  Also  the  complexities 
■  •!  the  electrical  business  of  to-day  require  many  high-class 
technical  men  in  the  manufacturing  departments.  As  to  engi- 
neering, it  goes  without  saying  that  those  who  follow  this 
branch  of  the  electrical  business  should  be  technical  men,  if 
they  are  to  advance  very  far.  In  consequence,  the  Westing- 
house  Company  takes  on  technical  graduates  almost  exclus- 
ively for  its  student's  course,  regardless  of  what  branch  of 
the  electrical  business  they  expect  to  follow. 

The  writer's  personal  experience  has  been  very  largely 
with  those  students  who  expect  to  follow  the  engineering 
branch  of  electrical  manufacturing.  During  the  past  few 
years  he  has  come  in  contact  with  practically  all  those  who 
leaned  toward  engineering  work.  One  of  the  most  import- 
ant considerations  in  the  engineering  student  problem  has 
been  that  of  fitting  the  men  to  the  kinds  of  work  for  which 
they  are  best  adapted.  In  former  years  this  was  done  in  a 
more  or  less  haphazard  manner  by  trying  the  men  out  in 
different  classes  of  work  to  see  whether  they  would  make 
good.  This  procedure  proved  so  unsatisfactory  that  it  be- 
came necessary  to  adopt  some  method  of  classifying  the  stu- 
dents according  to  their  aptitudes  and  abilities,  and  then  try 
each  one  out  on  that  line  of  work  for  which  he  seemed  to  be 
best  fitted.  Obviously  this  method  was  in  the  right  direc- 
tion, but  the  primary  difficulty  lay  in  determining  the  char- 
acteristics of  the  individual  students.  The  writer  has  spent 
quite  a  considerable  amount  of  time  in  the  past  few  years  in 
studying  the  characteristics  of  the  students  to  see  whether 
their  natural  and  their  acquired  abilities  can  be  sufficiently 
recognized,  during  the  preliminary  stages  of  the  work,  to 
allow  them  to  be  properly  directed  toward  that  field  in  which 
they  will  make  the  best  progress.  In  this  study,  in  which 
hundreds  of  young  men  were  analyzed  with  regard  to  their 
characteristics,  many  very  interesting  points  developed,  quite 
a  number  of  which  have  a  direct  bearing  on  the  subject  of 
technical  training.  In  the  first  years  of  this  study  the  results 
were  very  discouraging,  due  largely  to  the  fact  that  the 
young  men  had  been  brought  to  us  in  a  wholesale  way,  re- 

*  Chief  Engineer  Westinghouse  Electric  &  Mfg.  Co. 


gardless  of  their  characteristics  or  their  suitability  for  our 
engineering  work.  Many  of  them  had  no  ideas  whatever  in 
regard  to  the  kind  of  work  for  which  they  were  fitted.  Ap- 
parently the  man  who  had  not,  at  least  partly,  made  up  his 
mind  as  to  his  preferences  or  his  capabilities  for  some  given 
line  of  endeavor  by  the  time  he  had  gone  through  four  years 
"I  college  and  then  entered  our  course,  had  much  difficulty 
in  making  up  his  mind  after  he  had  been  with  us  a  year  or 
two.  Jt  developed,  in  many  cases,  that  he  was  lacking  in 
decision.  This  was  a  very  predominant  fact  in  the  first  few 
years  after  the  writer  had  gotten  into  this  work  more  ac- 
tively. After  a  careful  study  of  the  situation  it  was  recom- 
mended that  an  attempt  be  made  to  get  a  different  class  of 
college  men,  namely,  those  who  had  more  definite  ideas  as 
to  what  they  wanted  and  what  they  were  fitted  for.  This 
policy  was  tried,  and  with  great  improvement  in  the  grade  of 
men  obtained. 

Born  With  Valuable  Aptitudes 

One  of  the  most  prominent  features  which  has  developed 
from  the  study  of  these  young  men  is  that  in  practically  all 
cases  the  most  valuable  aptitudes  or  characteristics  which 
they  have  shown  were  possessed  by  them  long  before  they 
entered  college.  In  fact,  many  of  them  have  apparently  pos- 
sessed such  aptitudes,  more  or  less  developed,  from  com- 
paratively early  childhood.  For  example,  the  best  construct- 
ing or  designing  engineers  all  had  a  strong  tendency  toward 
the  construction  of  mechanical  toys  and  apparatus  in  child- 
hood. In  regard  to  such  characteristics,  the  schools  and  the 
colleges  have  merely  directed  and  developed  to  a  greater  ex- 
tent what  is  already  there.  From  this  viewpoint,  therefore, 
tlie  college  simply  develops.  If  the  tendency  isn't  there,  it 
would  seem  that  there  is  but  little  use  to  try  to  develop  or 
cultivate  it.  Viewed  from  this  standpoint,  quite  a  large  per- 
centage of  the  young  men  who  take  up  engineering  courses 
in  college  are  quite  unfitted  for  such  work.  Therefore,  one 
function  of  the  college  should  be  to  sort  out  and  classify  the 
young  men  according  to  their  characteristics,  to  discourage 
them  from  following  along  any  line  of  endeavor  for  which 
they  have  no  real  aptitudes,  and  to  direct  them  into  more 
suitable  lines.  This  applies  particularly  to  technical  schools. 
It  might  be  said  that  in  our  present  educational  system  the 
usual  method  is  to  educate  the  young  men  and  then  select  the 
real  engineers,  this  selection  being  made  afterwards  through 
bitter  experience.  The  ideal  method,  apparently,  would  be 
first  to  select  the  real  engineers  and  then  to  educate  them.  In 
other  words,  those  who  show  a  natural  aptitude  for  engi- 
neering should  be  educated  along  technical  lines. 

In  the  technical  school  one  of  the  first  efforts  should 
be  toward  finding  the  student's  natural  aptitudes.  Some 
boys  apparetitly  have  no  leaning  toward  any  special  line  of 
endeavor.  On  the  other  hand,  many  boys  really  have  some 
inherent  preference  which,  however,  may  not  have  been 
strongly  enough  developed  to  stand  out  prominently.  Too 
often  his  real  preference  has  been  entirely  neglected  or  even 
discouraged.  In  the  writer's  own  case,  as  a  boy,  he  was  very 
frequently  and  severely  criticized  for  his  inclination  to  "waste 
valuable  time"  in  trying  to  make  what  were  called  "useless 
things."  However,  fortunately  for  himself,  no  real  pressure 
was  brought  upon  him  to  prevent  him  from  following  his 
preferences  or  tendencies,  and  eventually  the  "call"  was  so 
strong  that  it  took  him  into  the  very  work  which  he  wanted 
above  all  else. 

On  the  other  hand,  the  boy  may  express  a  preference  for 
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a  line  of  work  for  which  he  is  entirely  unfitted.  In  other 
words,  this  preference  may  not  be  based  upon  natural  apti- 
tudes or  characteristics  and  is  not  a  real  "call."  It  is  these 
boys,  who  are  unfitted  for  the  lines  which  they  have  chosen, 
who  are  a  real  handicap  on  their  classmates.  The  class  never 
moves  along  faster  than  its  average  man,  and  very  often  at 
the  speed  of  the  poorest  men.  If  these  poorest  men  were 
eliminated,  naturally  the  progress  would  be  much  faster. 
Apparently  the  present  methods  of  training  have  not  yet 
overcome  this  difficulty,  although  very  many  teachers  recog- 
nize the  evil,  and  are  attempting  to  correct  it.  This  will  be 
referred  to  again  later. 

Coming-  to  the  technical  training  of  the  students,  experi- 
ence indicates  that  too  much  specialization  is  a  mistake.  He 
gets  enough  of  that  in  after  years.  What  is  needed  is  a 
good,  broad  training  in  fundamental  principles.  In  engineer- 
ing matters,  a  thorough  grasp  of  such  fundamentals  is  worth 
more  than  anything  else.  By  fundamentals  is  meant  basic 
principles  or  facts.  These  should  not  be  confused  with 
theories  or  explanations  of  facts.  A  fact  is  basic,  and  does 
not  change,  although  the  theories  which  explain  it  may 
change  many  times.  A  thorough  knowledge  of  basic  prin- 
ciples will  enable  a  direct  answer  to  be  made  in  many  cases, 
even  where  the  conditions  of  a  problem  may  appear  to  be 
very  complex.  Take,  for  example,  the  perpetual  motion  fal- 
lacy in  its  various  forms.  A  perpetual  motion  scheme  may 
be  made  so  complex  and  involved  and  may  include  so  many 
principles  and  appurtenances  that  the  best  analyst  may  be 
more  or  less  puzzled  to  explain  the  various  relations  clearly. 
But  by  applying  the  principle  of  conservation  of  energy  no 
further  explanation  is  necessary.  This  one  fundamental  fact 
covers  the  whole  case.  In  the  same  way  a  thorough  grasp  of 
some  basic  principle  will  often  clear  up  the  most  complex 
problems  or  situations  and  will  allow  a  conclusive  answer  to 
be  made.  With  such  a  grasp  of  fundamentals  one  is  not 
liable  to  believe  that  a  "pinch"  of  some  wonderful  new  pow- 
der or  chemical,  mixed  with  a  gallon  of  water,  will  give  the 
equivalent  of  a  gallon  of  gasoline,  and  at  the  cost  of  a  few 
cents.  And  yet  this  fallacy  "breaks  .loose"  periodically,  and 
is  given  wide  circulation  in  the  news  of  the  day.  What  is 
needed  in  such  cases  is  a  little  knowlede  of  fundamental 
principles. 

The  Grasp  of  Fundamentals 

This  very  grasp  of  fundamentals  accustoms  the  boy  to 
think  for  himself.  In  other  words,  it  develops  his  analytical 
ability.  As  one  educator  mentioned  to  the  writer  some  time 
ago,  "If  a  boy  has  analytical  ability,  there  is  hope  for  him; 
if  he  has  none,  he  is  'punk.'"  By  analytical  ability  is  not 
necessarily  meant  mathematical  ability  with  which  some  peo- 
ple are  inclined  to  confuse  it.  By  analytical  ability  is  meant 
the  ability  to  analyze  and  draw  correct  conclusions  from  the 
data  and  facts  available.  This  faculty  can  be  cultivated  to  a 
considerable  extent,  although,  in  the  writer's  opinion,  it  orig- 
inates rather  early  in  life.  This  is  considered  by  many  as  the 
fu  st  and  foremost  characteristic  that  an  engineer  must  have, 
and  therefore  the  schools  should  expend  their  best  energies 
in  this  direction. 

Allied  with  a  grasp  of  basic  principles  is  the  requirement 
of  a  physical  conception  of  such  principles  as  distinguished 
from  the  purely  mathematical.  This  can  be  cultivated,  as  the 
writer's  personal  experience  with  many  students  has  indi- 
cated. As  a  concrete  example  of  the  value  of  a  physical  con- 
ception the  following  may  be  cited:  Three  electrical  engi- 
neers, familiar  with  induction  motor  design,  are  given  some 
new  problem  regarding  the  action  of  an  induction  motor. 
One  of  them  immediately  thinks  of  a  "circle  diagram";  the 
second  thinks  of  a  mathematical  formula;  the  third  thinks  of 
fl«X  distributions  and  conductors  cuttin  ?4  them  tit  ccrttim 
speeds,  etc.  Assuming  equal  mathematical  skill  for  these 
three  men,  the  one  with  the  physical  conception  of  the  con- 
ductors cutting  fluxes  has  a  broader  means  for  attacking  the 


problem  than  either  of  the  others  can  be  said  to  have.  He 
can  tackle  a  new  condition  with  better  chance  of  success,  as 
he  goes  back  to  the  fundamental  principles  of  the  apparatus, 
lie  thus  may  create,  confidently,  new  formulae  and  diagrams 
to  meet  new  conditions  and  problems. 

This  physical  conception  is  closely  related  to  the  devel- 
opment of  imaginative  powers,  and  without  such  powers 
highly  developed  no  engineer  can  expect  to  advance  far  in 
his  profession.  The  man  with  originality,  resourcefulness,  or 
with  the  constructive  faculties  well  developed,  or  the  man 
who  "can  see  through  things"  readily,  must  have  strong  im- 
aginative powers.  This  faculty  also  should  be  developed  to 
t he  utmost,  but  should  also  be  directed.  It  begins  early  in 
some  children,  but,  unfortunately,  instead  of  being  directed, 
it  is  too  often  discouraged,  both  at  home  and  in  the  school. 
If  the  boy  in  the  public  school  develops  a  new  method  of 
solving  a  problem,  or  reaches  any  conclusion  by  other  than 
the  well-established  routine  way,  he  is  criticized  more  often 
than  encouraged  for  his  departure  from  the  beaten  track,  or, 
rather,  his  instructor's  particular  methods. 

Graduates  Have  Woefully  Weak  Spots 

As  stated  before,  the  student  should  be  well  trained  in 
fundamentals  or  basic  principles.  In  many  branches  of  engi- 
neering this  means  that  he  should  have  a  good  training  in 
mathematics.  Most  of  the  graduates  of  the  technical  schools 
are  woefully  weak  in  mathematics.  Apparently  this  is  not 
due  entirely  to  lack  of  mathematical  ability  on  the  part  of  the 
students,  but  largely  to  defective  training  in  their  earlier 
work.  One  great  defect  in  many  colleges  is  due  to  passing 
the  entrants,  in  algebra  and  trigonometry,  on  the  basis  of 
their  high  school  training.  In  most  cases  this  early  training 
in  algebra  is  very  defective,  as  sufficient  skill  is  not  developed 
in  the  student,  and  the  practical  side  is  largely  neglected. 
Algebra  and  its  applications  to  geometry,  trigonometry,  etc., 
should  be  taught  in  a  more  practical  manner  in  the  engineer- 
ing college  course,  as  a  foundation  for  the  higher  engineering 
mathematics.  The  higher  the  structure  is  to  be  the  stronger 
must  be  the  foundation.  If  the  engineering  student  is  not 
sufficiently  practised  in  these  elementary  mathematics,  then 
he  should  be  drilled  specially  as  a  step  to  further  engineering 
work,  hrthe  practical  engineering  work,  beyond  the  college, 
skill  in  the  use  of  algebra  and  trigonometry  is  of  relatively 
much  more  importance  than  practice  in  the  higher  mathe- 
matics, for  it  is  needed  one  hundred  times  where  the  other  is 
used  once.  In  the  writer's  experience  with  engineers  he  has 
reached  the  conclusion  that  the  principal  reason  why  mathe- 
matics are  not  used  more  in  everyday  work  is  because  the 
average  engineers  have  not  the  necessary  skill.  Most  of 
them  claim  that  they  have  become  "rusty"  in  such  mathe- 
matics through  disuse.  However,  in  many  cases,  this  excuse 
is  worse  than  none  at  all,  for  the  occasion  for  such  mathe- 
matics exists  in  practical  engineering-  work  and  has  been 
there  all  along. 

In  the  education  of  the  engineer  higher  mathematics 
forms  a  very  valuable  part  of  the  training.  One  of  its  uses 
is  to  show  how  one  can  do  without  it.  In  other  words,  if 
properly  taught,  it  gives  a  broader  grasp  of  methods  of  an- 
alysis; it  tends  to  fix  certain  fundamental  principles.  How- 
ever, as  a  tool  in  actual  engineering  work  it  is  seldom  re- 
quired, except  in  rather  special  lines.  The  higher  mathe- 
matics might  be  looked  upon  as  a  fine  laboratory  instrument 
or  tool,  to  be  used  on  exceptional  occasions,  while  the  ordin- 
ary mathematics  should  be  considered  as  an  every-day  tool  in 
engineering  work,  and  should  be  ready  at  hand  at  all  times. 

There  has  been  quite  a  fad  for  specialization  in  engineer- 
ing training.  The  writer's  personal  opinion  is  that  special- 
ization in  college  training  is  not  advisable,  except  possibly 
in  a  very  general  way.  There  has  been  a  false  idea  in  many 
schools  that  if  a  man  specialized  along  some  individual  line 
of  work  it  would  advance  him  more  rapidly  when  he  leaves 
school  for  active  work.    The  writer  almost  never  asks  the 
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itudenl  in  wiiat  field  be  specialized.   It  is  desired  to  know 

whether  he  a  go,,, I  analyst,  it  he  is  I  airly  skillful  at  mathe- 
matics, it  he  has  the  imaginative  faculty  and  what  goes  with 

it.  Has  he  initiative,  resourcefulness,  etc.  Is  he  a  man  with 
a  broad  grasp  of  general  principles  rather  than  one  who  has 
made  a  >pccial  study  ol  One  individual  subject? 

In  college  training  the  time  spent  on  commercially  prac- 
'  v  .tl  details  is  usually  largely  wasted,  as  it  may  give  the  stu- 
dent entirely  wrong  ideas,  When  a  young  man  says  that  he 
has  had  a  course  in  practical  design  and  is  positive  that  he 
can  design,  the  chances  are  about  ninety-nine  out  of  one 
hundred  that  he  knows  nothing  about  the  really  fundamental 
conditions  in  practical  design.  The  chances  are  that  he  does 
not  even  know  the  real  starting  point  in  making  up  a  com- 
mercial design.  Kvcn  worse,  if  he  has  taken  such  training 
seriously,  he  may  have  to  "unlearn"  many  of  his  ideas,  if  the 
use  of  this  term  is  allowable.  The  mental  training  and  the 
aid  in  grasping  principles  which  he  may  have  obtained 
through  his  school  design  is,  of  course,  worth  something,  but 
in  main  cases  the  same  time  expended  in  other  channels  may 
produce  larger  results,  l  eaching  of  design  should,  therefore, 
be  for  the  purpose  of  exemplifying  principles  rather  than 
practice.  There  are,  of  course,  some  lines  of  specialization 
in  colleges  which  lead  directly  to  practical  results  afterwards. 
Research  work  is  one  of  these.  However,  it  is  probable  that 
if  a  large  part  of  the  time  given  to  research  work  by  the  stu- 
dent in  college  were  expended  in  acquiring  a  broader  foun- 
dation in  fundamental  principles  the  results  would  be  better 
in  the  end. 

As  referred  to  before,  there  has  been  one  serious  defect 
in  our  systems  of  technical  training  to-day,  namely,  it  holds 
back  the  leaders  and  pushes  the  laggards,  thus  tending  to- 
ward mediocrity  as  the  general  result.  There  should  be 
some  system  in  colleges  for  weeding  out  the  "negatives"  in 
any  given  line  of  endeavor.  Many  of  these  are  simply  "mis- 
applications,'' to  use  a  manufacturing  company  term.  In 
some  other  lines  they  may  be  highly  successful. 

In  an  ideal  engineering  course  each  student  should  be 
pushed  to  the  utmost  of  his  capabilities.  One  solution  of 
this  problem  would  be  for  each  teacher  to  assign  a  certain 
amount  of  extra  work  to  his  students  individually,  and  they 
should  report  to  him  individually  on  such  work,  explaining 
to  him  fully  what  they  have  accomplished.  Each  man  thus 
could  be  pushed  along  independently  of  his  fellows.  The 
weaknesses  of  the  individual  men  would  soon  appear.  If,  for 
example,  it  develops  that  certain  of, the  students  are  behind 
in  the  necessary  mathematics,  then  steps  could  be  taken  to 
correct  this  defect.  Each  student  w:ould  have  to  think. more 
for  himself  and  would  be  put  more  or  less  upon  his  own  re- 
sources. His  various  characteristics  could  be  studied  and 
d(  \  eloped.  He  should  be  made  to  work  out  and  apply  fun- 
damental principles.  He  would  thus  practice  using  his  own 
mind.  As  soon  as  it  develops  that  he  has  no  mind  of  his 
own.  then  he  could  be  dropped.  In  such  a  course  of  teach- 
ing the  advancement  of  each  man  would  be  dependent  upon 
himself,  to  a  large  extent.  At  this  point  a  principle  of  me- 
chanics can  be  applied  rather  aptly.  Jn  machines  a  force 
floes  work  in  overcoming  resistance.  In  man  the  same  prin- 
ciple holds  true.  No  matter  how  much  force  a  man  may 
have,  if  no  resistance  is  presented,  no  result  is  accomplished. 
And  if  the  force  is  small,  then  the  result  is  also  liable  to  be 
small.  But  a  smaller  force  overcoming  a  large  resistance 
may  result  in  greater  accomplishment  than  a  larger  force 
with  but  little  resistance.  An  unusually  brilliant  boy  with  too 
small  a  task  set  for  him  may  accomplish  little.  His  task 
must  be  enlarged  to  suit  his  abilities;  for,  as  in  machines,  to 
obtain  the  greatest  result  the  resistance,  or  task,  must  be 
commensurate  with  the  force  acting.  Unfortunately,  many 
good  men  of  great  capabilities  accomplish  practically  noth- 
ing, through  too  little  resistance,  due  to  life  being  made  too 
easy  for  them. 

Such  a  course  of  "forcing,"  as  indicated  above,  might  be 


difficult  lo  'apply  in  many  of  the  schools  as  constituted  to- 
day.  Hut  the  writer's  personal  experience  indicates  that  the 
belter  class  of  men  will  develop  rapidly  under  such  treatment, 
while  tin'  laggards  are  eliminated  more  quickly.  He  has 
tried  this  system  in  general  on  many  graduates  from  the  tech- 
nical schools,  and  unusually  satisfactory  results  have  been 
obtained. 

All  of  the  foregoing  points  to  the  fact  that  the  mere 
accumulation  of  knowledge  is  not  a  training  nor  an  educa- 
tion. The  old  saying  that  "knowledge  is  power"  is  not  tech- 
nically correct  any  more  than  is  the  statement  that  torque  (or 
force)  is  power,  to  use  an  engineering  comparison.  Torque, 
or  force,  is  not  power,  but  torque  in  motion  is  power,  and,  to 
continue  this  comparison,  knowledge  in  motion,  or  in  action, 
is  power.  Activity  in  some  form  is  one  of  the  essential  fac- 
tors 

To  sum  up,  the  colleges  should  aim  to  develop  the  stu- 
dent's characteristics,  as  far  as  practicable.  They  should  aim 
to  develop  analytical  ability,  imaginative  faculty,  ability  to  do 
independent  thinking.  They  should  teach  fundamental  prin- 
ciples, and  the  course  of  teaching  should  be  such  as  to  give 
the  individual  student  a  real  grasp  of  such  principles.  A 
broad,  general  training  is  most  desirable  for  the  man  who 
has  the  ability  to  do  something  in  the  world. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


Montreal  Demolition  and  Construction,  Ltd.,  has  been  in- 
corporated, with  a  capital  stock  of  $20,000,  head  office  in  the 
city  of  Montreal. 

"Dextras,  Limitee,"  has  been  incorporated,  with  a  capital 
stock  of  $20,000;  headquarters  in  Montreal.  The  company 
will  carry  on  the  business  of  builders  and  contractors. 

The  Peter  Lyall  Construction  Company  have  awarded  a 
$100,000  contract  for  reinforced  concrete  work  on  the  new 
Union  Station  at  Toronto  to  the  Crescent  Concrete  Company. 

Twenty-nine  of  the  eighty-five  miles  of  the  aqueduct 
in  connection  with  the  Greater  Winnipeg  Water  District 
Scheme  are  now  completed  and  four  or  five  miles  more  are 
to  be  finished  this  year. 

The  building  permits  issued  at  London,  Out.,  during  the 
month  of  September,  1916,  numbered  81,  and  were  valued 
at  $39,710.  The  total  for  this  year  up  to  the  end  of  the  above 
month  is  821,  value  $732,425. 

Col.  Thomas  Cantley,  president  of  Nova  Scotia  Steel  and 
Coal  Company,  denies  that  there  is  any  foundation  for  the 
rumor  that  his  firm  and  the  Dominion  Iron  and  Steel  Com- 
pany are  contemplating  a  merger. 

It  is  hoped  to  have  the  foundations  of  the  Ottawa  par- 
liament buildings  completed  before  winter.  Construction 
is  to  be  pushed  all  winter,  in  order  to  have  the  structure 
ready  for  occupation  by  the  fall  of  1918,  if  possible. 

The  value  of  the  building  permits  issued  during  the  month 
of  September  this  year(in  the  city  of  Toronto  was  $643,372,  as 
compared  with  $518,589  in  September,  1915.  The  total  value 
for  the  first  9  months  was  $5,006,649,  against  $4,741,875  during 
the  corresponding  period  last  year. 

The  value  of  the  building  permits  issued  at  Welland,  Out., 
during  the  month  of  September  is  $12,905.  For  the  month  of 
September,  1915,  the  amount  was  $12,555.60.  The  total  for 
the  first  nine  months  of  this  year  is  $159,123,  as  compared 
with  $138,609.60  during  the  corresponding  period  last  year. 

The  steel  structural  work  on  the  Bloor  Street  Viaduct. 
Toronto,  has  now  reached  pier  C,  from  the  east;  the  west 
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side  is  now  at  pier  E,  which  leaves  only  two  arches  to  be 
completed.  The  bridge  has  progressed  fairly  well  this 
season.  The  contractors  hope  to  have  finished  the  steel 
work  by  April  next. 

The  contractors  on  the  new  government  elevator  at  Van- 
couver, who,  it  is  reported,  were  found  not  to  have  lived  up 
to  the  fair  wage  schedule  inserted  in  the  contract  by  the 
government,  have  been  compelled  to  pay  the  wages  ordered 
and  to  hand  over  to  a  number  of  workmen  back  pay  amount- 
ing to  $500. 

During  the  month  of  September  there  were  14  building 
permits  issued  in  the  city  of  Gait,  Ont,  value  $13,905,  as  com- 
pared with  9  permits  in  September,  1915,  value  $7,735.  The 
returns  for  the  first  9  months  of  this  year  show  127  permits, 
at  a  value  of  $210,745,  as  compared  with  117,  at  a  value  of 
$112,510,  during  the  corresponding  period  last  year. 

Three  men  were  killed  when  a  cement  chimney,  being 
erected  at  the  American  Pad  and  Textile  Company's  plant  at 
Chatham,  Ont.,  collapsed  recently,  precipitating  the  men  from 
the  top  of  the  chimney,  a  height  of  80  ft.  The  erection  of  the 
chimney  was  in  charge  of  the  Webber  Chimney  Company,  of 
Chicago.  It  was  part  of  the  $40,000  addition  which  was  being 
made  at  the  plant  on  Queen  Street,  Chatham. 

For  the  nine  months  ending  September  building  permits 
in  Windsor  represented  a  total  of  $1,088,580,  a  little  less  than 
the  total  for  1913,  which  was  the  largest  year  in  the  history  of 
the  city.  Pres'ent  indicacions  are  that  1916,  despite  the  war, 
will  outdo  any  previous  year.  There  were  44  permits  issued 
during  September,  this  year,  as  compared  with  34  in  Septem- 
ber, 1915,  the  increase  in  values  being  $39,340.  Permits  issued 
to  date  this  year  total  416. 

The  Nova  Scotia  Steel  &  Coal  Company  are  turning 
out  steel  at  the  rate  of  15,000  tons  a  month,  as  compared 
with  less  than  half  that  amount  a  year  ago.  Col.  Cantley, 
the  company's  president,  estimates  that  the  output  in  Can- 
ada for  the  entire  year  will  be  approximately  1,500,000  tons, 
as  against  975,000  tons  last  year  and  1,168,000  tons  in  1913. 
If  the  war  should  stop  there  will  still  be,  in  the  opinion  of 
the  Colonel,  a  strong  demand  for  steel. 

The  capital  of  the  Saskatchewan  Clay  Products  Com- 
pany has  been  raised  from  $300,000  to  $500,000  in  order  that 
the  company  can  carry  out  a  broader  plan  of  operation. 
The  plant  will  be  doubled  in  capacity  and  a  gas  producer 
installed  for  the  burning  of  brick.  An  issue  of  $10,000  of 
the  stock  will  shortly  be  thrown  open  to  the  public.  The 
name  of  the  new  company  operating  under  Dominion  charter, 
will  be  The  Dominion  Fire  Brick  and  Clay  Products  Com- 
pany, Limited. 

About  200  delegates  attended  the  recent  town-planning 
convention  held  at  the  Royal  Connaught  Hotel,  in  Hamilton, 
Ont.  Mr.  Thomas  Adams,  Dominion  town-planning  expert, 
addressed  the  convention.  The  opinion  was  expressed  that 
legislation  was  required  to  provide  for  uniform  extension  of 
cities,  and  a  resolution  was  passed  calling  for  the  appointment 
of  a  town-planning  commission.  Mr.  Allan  Studholme, 
M.P.P.,  promised  to  introduce  a  measure  providing  for  the 
appointment  of  such  a  commission. 

The  dismantling  of  the  old  D.  A.  Railway  bridge  at 
Windsor,  Ont.,  by  H.  J.  Garson  &  Company,  of  St.  John, 
N.B.,  has  been  recently  completed.  Work  was  commenced 
on  July  6.  A  skeleton  wharf  was  constructed,  sufficiently 
strong  to  support  the  pontoons  bearing  a  span,  at  the  fall 
of  the  tide.  The  bearing  surface  of  the  three  pontoons  or 
scows  was  raised  an  additional  10  feet  and,  this  accomplished, 
preparations  were  made  with  the  assistance  of  a  tug  to 
receive  the  first  small  span.  About  two  months  later  the 
last  span  was  floated  to  the  dismantling  blocks.  In  all 
there  were  nine  spans. 

A  movement  is  under  way  to  bring  Ontario  County, 
Ont..  into  line  wilh  the  Good  Roads  movement   which  is 


now  so  rapidly  spreading  over  the  province.  A  meeting 
was  recently  held  at  Uxbridge  at  which  addresses  were 
given  by  Mr.  W.  A.  McLean,  Deputy  Minister  of  High- 
ways, and  Mr.  Geo.  S.  Henry,  M.P.P.,  secretary  of  the  On- 
tario Good  Roads  Association  and  a  member  of  the  York 
Highways  Commission.  A  resolution  was  carried  that  the 
meeting  was  of  the  opinion  that  the  county  should  adopt  the 
good  roads  system  for  the  main  roads  and  that  those  pre- 
sent be  constituted  as  a  Good  Roads  Association  for  the 
County  of  Ontario. 

After  six  months  of  careful  investigation,  during 
which  time  every  possible  test  has  been  made,  the  com- 
mittee of  three  engineers  chosen  to  investigate  the  con- 
struction of  the  aqueduct  from  Shoal  Lake  to  Winnipeg, 
express  the  opinion  that  the  aqueduct  will  carry  out,  in 
every  particular,  the  work  for  which  it  was  designed.  The 
committee,  consisting  of  Brig.-Gen.  H.  W.  Ruttan,  Officer 
Commanding  Military  District  No.  10;  J.  G.  Sullivan,  Chief 
Engineer  of  the  Canadian  Pacific  Railway,  and  R.  S.  Low, 
consulting  engineer,  of  Montreal,  was  appointed  in  conse- 
quence of  reports  having  been  made  that  the  work  already 
done  on  the  aqueduct  was  faulty  and  would  have  to  be 
done  over.  The  committee  considers  that  the  work  can 
be  completed  with  a  total  cost  of  $6,867,000,  or  about  $230,- 
000  less  than  the  original  estimate. 


Personal 

Mr.  Walter  Buchanan  has  resigned  from  the  plumbing 
and  heating  firm  of  Buchanan,  Moffat  &  Parr,  Barrie,  Ont. 

Mr.  W.  W.  Van  Every,  of  Sault  Ste.  Marie,  Ont.,  who 
has  held  the  position  of  city  engineer,  has  been  appointed 
manager  of  the  city  water  and  light  department,  filling  the 
vacancy  made  by  the  resignation  of  Mr.  A.  E.  Pickering.  The 
new  city  engineer  is  Mr.  W.  L.  McFaul,  formerly  assistant. 

Mr.  Gordon  H.  Love,  of  the  firm  of  Brock.  Kelly  & 
Love,  has  been  appointed  manager  of  the  Saskatchewan 
Clay  Products  Company,  which  has  recently  been  formed 
with  headquarters  at  Moose  Jaw.  Mr.  Love  will  continue 
with  the  former  firm  until  the  new  company  is  ready  to 
commence  business. 


Obituary 

Christopher  Greason,  aged  75,  for  39  years  a  resident  of 
London.  Ont..  and  a  contractor  and  proprietor  of  a  planing 
mill,  died  suddenly  from  heart  failure  at  his  home  in  St. 
Thomas,  Ont. 

In  the  death  of  Mr.  E.  Long,  Orillia,  Ont.,  has  lost  one  of 
its  most  public-spirited  citizens.  Mr.  Long  was  a  prominent 
man  in  the  life  of  the  community,  being  the  president  of  the 
E.  Long  Manufacturing  Company,  Ltd.,  and  the  chairman  of 
the  Orillia  Water,  Light,  and  Power  Commission  since  its  in- 
ception four  years'ago. 

The  death  occurred  recently  of  Mr.  Robert  Burns  Mc- 
Lellan,  aged  27,  a  well-known  civil  engineer  of  Vancouver. 
Mr.  McLellan  was  a  graduate  of  McGill  University  where  he 
obtained  the  degree  of  B.Sc.  and  in  partnership  with  Mr. 
R.  Hone  had  opened  an  office  in  Vancouver  as  civil  en- 
gineer and  land  surveyor,  in  which  profession  he  was  mak- 
ing a  notable  success. 

Col.  Thomas  Tracy,  one  of  the  pioneer  residents  of 
Vancouver,  and  former  city  engineer  for  a  number  of  years 
is  mourning  the  death  of  his  only  son.  Lieut.  Thomas 
Leonard  Tracy,  of  the  Second  Pioneers  Battalion,  who  was 
killed  ,n  act.on  on  September  12,  "somewhere  in  Northern 
■ranee.  Lieut.  Tracy  was  26  years  of  age,  and  was  at- 
tending Mcdll  engineering  course  when  the  war  broke  out. 
He  would  have  graduated  this  year  had  his  course  of  studies 
not  been  .nterrupted  by  the  call  of  duty  to  aid  the  Empire- 
a  summons  which  he  was  prompt  to  answer.  The  sad  news 
of  his  death  reached  Col.  and  Mrs.  Tracy  on  September  18 


Contracts  Department 


News    of   Special   Interest   to  Contractors,  Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Aldboro  Township.  Ont. 

The  Township  Council  are  consider- 
ing the  construction  of  tile  drains.  Clerk, 
K.  A.  Hughill,  Rodney,  Ont. 

Chambly  Basin,  Que. 

l'lans  of  a  filtration  plant  for  the  City 
Council  will  be  prepared  during  the 
winter  by  J.  Gravel,  17  Place  D'Armes. 
Montreal. 

Dixie,  Que. 

The  British  Remount  Commission,  54 
St.  C  atherine  Street  West,  Montreal,  are 
receiving  tenders  on  the  construction  of 
about  2.000  feet  of  9-inch  tile  sewer  and 
3.000  feet  of  0-inch  cast  iron  water  pipe. 

East  Wawanosh  Township,  Ont. 

The  Township  Council  are  consider- 
ing the  construction  of  drains.  Particu- 
lar- from  A.  Porterfield,  Belgrave,  Ont. 

Gait.  Ont. 

The  City  Council  are  considering  the 
construction  of  pavement  on  Main  and 
Water  Streets,  and  may  start  work  in 
the  spring.    Clerk.  J.  McCartney. 

Hamilton.  Ont. 

The  City  Council  are  about  to  con- 
struct asphalt  pavement  on  Fairview 
Avenue,  at  an  approximate  cost  of 
$5,000:  Work  will  be  done  by  the  engi- 
neer. E.  R.  Gray. 

Tenders  will  be  called  shortly  for  the 
construction  of  the  southwest  sewer,  es- 
timated to  cost  $14,000.  Material  will  be 
20-inch  tile  and  30-inch  concrete  pipe. 

The  City  Council  are  about  to  con- 
struct cement  sidewalks  on  Elm,  Strach- 
an  and  Province  Streets  under  the  super- 
vision of  the  Epgineer,  E.  R.  Gray. 

Montreal,  Que. 

The  City  Council  have  decided  to  have 
plans  prepared  for  the  widening  of  the 
subway  on  Wellington  Street.  Engineer, 
E.  E.  Mercier,  City  Hall. 

Pembroke,  Ont. 

H.  J.  Beatty.  William  Street,  who  has 
been  awarded  the  contract  for  construc- 
tion of  storm  sewers,  is  receiving  prices 
on  about  4.500  feet  of  standard  sewer 
pipe,  8  to  30  inch. 

Smith's  Falls.  Ont. 

The  Town  Council  are  considering  the 
construction  of  a  filtration  plant,  at  an 
approximate  cost  of  $20,000.  Engineer, 
S.  B.  Code. 

CONTRACTS  AWARDED 

Gosfield  Township,  Ont. 

The  Township  Council  have  let  the 
contract  for  drainage  work  to  George 
B.  London,  care  of  W.  E.  Noble,  Cot- 
tarn,  at  $3,500. 

Ingersoll,  Ont. 

The  Town  Council  have  let  the  con- 
tract for  construction  of  pavement  and 
storm  sewers  on  King  Street  West  to 
McRae  &  Campaigne,  Niagara  Falls,  Ont. 

Lindsay,  Ont. 

In  connection  with  the  construction  of 


sewers  on  Kent  and  Mary  Streets,  the 
Town  Council  have  let  the  contract  for 
supply  of  L2-inch  pipe  to  Cinnamon  & 
Allin.  and  for  L5-inch  pipe  to  McLennan 
&  Company. 

London,  Ont. 

The  City  Council  have  let  the  follow- 
ing contracts  for  construction  of  sani- 
tary  sewers:  J.  Murphy,  care  of  the 
I  Ink,  approximately  $5,900;  W.  J.  John- 
ston Company,  care  of  the  Clerk,  $3,913. 

St.  Lambert,  Que. 

The  Town  Council  have  awarded  the 
contract  for  construction  of  a  sewer  on 
McCullough  Avenue  to  Dekeyser  Pois- 
mans  Company.  1101  St.  Valier  Street, 
Montreal.     Approximate   cost,  $4,850. 

Weston,  Ont. 

The  Town  Council  have  awarded  the 
contract  for  construction  of  watermains 
to  Johnstone  Brothers,  Weston. 


Railroads,  Bridges  and  Wharves 

Preston,  Ont. 

The  Town  Council  are  considering  the 
erection  of  a  bridge,  at  an  approximate 
cost  of  $40,000.  Work  may  start  next 
year.    Engineer,  C.  S.  McKenzie. 

CONTRACTS  AWARDED 

Lansdowne  Township,  Ont. 

The  ownship  Council  have  let  the  con- 
tract for  construction  of  a  steel  and  con- 
crete bridge  to  John  Donovan,  Lans- 
downe. Engineer,  D.  Dempster,  Route 
3,  Gananoque. 

Maidestone  Cross,  Ont. 

The  Essex  County  Council  have  award- 
ed the  contract  for  construction  of  two 
concrete  bridges  to  W.  J.  Wyatt,  Cot- 
tarn,  Ont. 

St.  Jean  Baptiste,  Que. 

The  Municipal  Council  have  awarded 
the  contract  for  the  construction  of  a 
steel  and  concrete  bridge  to  N.  Tetrault, 
A.  Roy  and  A.  Chigcoine,  at  $3,183. 

Public  Buildings,  Churches 
and  Schools 

Bangor,  Sask. 

The  Trustees  of  School  District  No. 
1 141  have  been  empowered  to  borrow 
$4,500  for  the  erection  of  a  school.  Trea- 
surer, W.  E.  Havard,  Bangor. 

Hoosier,  Sask. 

The  Trustees  of  School  District  No. 
1145  have  been  empowered  to  borrow 
$6,700  for  the  erection  and  equipment  of 
a  school.  Treasurer,  William  Petit, 
Hoosier. 

Ingersoll,  Ont. 

•  The  Public  School  Board  are  consider- 
ing the  erection  of  a  school  on  Thames 
Street  at  an  approximate  cost  of  $70,000. 
and  a  by-law  will  probably  be  submitted 
in  January.    Architect  not  yet  appointed. 

Kitchener,  Ont. 

The  Sisters  of  Charity,  Kingston,  are 
considering  the  erection  of  a  hospital  at 


an  approximate  cost  of  $00,000.  Archi- 
tect not  yet  appointed. 

Palmerston.  Ont. 

Tenders  on  post-office  fittings  .will  be 
received  until  4  p.m.,  October  18th,  by 
l\.  C.  Desrochers,  Department  of  Public 
Works,  Ottawa.  Plans  and  specifications 
at  office  of  Clerk  of  Works,  Palmerston, 
at  Postal  Station  F,  Toronto,  and  at  the 
Department.  Specifications  only  at  of- 
fice of  MacLean  Daily  Reports,  Ltd.,  25 
Charlotte  Street,  Toronto. 

Phillipsburg,  Ont. 

The  School  Trustees  are  considering 
the  erection  of  a  school  at  an  approxi- 
mate cost  of  $5,000,  and  propose  to  start 
work  in  the  spring-.    Particulars  from  E. 

D.  Eidt,  Baden,  Ont  

Ste.  Perpetue,  Que. 

Tenders  on  the  erection  of  a  Parisli 
Church  will  be  called  about  the  middle 
of  next  month.  Architect,  P.  Levesque. 
115  St.  John  Street,  Quebec.  Approxi- 
mate cost,  $12,000. 

CONTRACTS  AWARDED 

Brampton,  Ont. 

The  Department  of  Public  Works.  Ot- 
tawa, have  let  the  contract  for  electric 
wiring  and  fittings  at  the  Public  Build- 
ing to  W.  K.  Young  &  Company,  Bramp- 
ton. 

Calgary,  Alta. 

The  general  contract  for  the  erection 
of  a  drill  hall  has  been  let  by  the  De- 
partment of  Public  Works,  Ottawa,  to 
A.  G.  Creehnan  &  Company,  23  Crown 
Block.  Steel,  brick  and  stone  construc- 
tion.   Approximate  cost,  $99,000. 

Haileybury,  Ont. 

The  following  contracts  have  been  let 
in  connection  with  the  erection  of  a 
School  ofi  Mines: — cut  stone,  Ritchie 
Cut  Stone  Company,  191  Grant  Avenue, 
Hamilton;  steel,  Canadian  Bridge  Com- 
pany, Walkerville;  reinforcement  and 
steel  sash,  Trussed  Concrete  Steel  Com- 
pany, Walkerville;  roofing  and  sheet  met- 
al, F.  R.  Gibson,  Haileybury;  painting. 

E.  Hargreaves,  Haileybury;  plumbing,  F. 
R.  Gibson,  Haileybury;  electrical  work. 
D.  Clathy,  Haileybury. 

Hamilton.  Ont. 

The  following  contracts  have  been  let 
for  the  erection  of  a  military  barracks 
for  the  City  Council: — general  contract 
and  carpentry.  City  Engineer,  $34,770; 
tinsmithing,  F.  Irwin  &  Sons,  22  Mc- 
Nab  Street  South;  painting,  P.  Thomp- 
son, 13  Walnut  Street  North;  plumbing. 
P.  A.  Moore,  939  King  Street  East;  sew- 
ers, S.  Cheeseman,  644  King  Street  Wests 

Ingersoll,  Ont. 

The  following  contracts  have  been  let 
in  connection  with  the  hospital  addition 
which  is  now  being  built: — roofing,  W. 
Scott,  506  York  Street,  London;  painting. 
Lewis  Brothers,  179  Mill  Street.  London; 
heating  and  plumbing,  Howe  &  Hender- 
son, Thames  Street.  Tenders  are  now 
being  received  on  plastering  and  electric- 
al work. 
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Lachine,  Que. 

The  general  contract  for  the  erection 
of  a  synagogue  for  the  Jewish  Congrega- 
tion, Sixth  Avenue,  has  been  let  to  Lubin 
Brothers.  Brick  construction.  Approxi- 
mate cost,  $3,000. 

Mount  Dennis,  Ont. 

In  connection  with  the  erection  of  a 
school  for  School  Section  28,  the  contract 
for  heating  and  plumbing  has  been  let 
to  Robert  Paterson,  907  Keele  Street, 
Toronto.  Contract  previously  awarded 
for  this  work  has  been  cancelled. 

Pembroke,  Ont. 

In  connection  with  the  erection  of  a 
school  on  Victoria  Street,  the  contract 
for  plumbing  and  heating  has  been  let 
to  Gauthier  &  Company,  247  Dalhousie 
Street,  Ottawa. 

Smith's  Falls,  Ont. 

In  connection  with  the  school  now  in 
course  of  erection,  the  contract  for  heat- 
ing and  plumbing  has  been  let  to  George 
Ross  &  Company.  King  Street,  Brock- 
ville.  Remainder  of  work  by  general 
contractors. 

Stanstead,  Que. 

In  connection  with  the  church  which 
is  being  built  for  the  Roman  Catholic 
Congregation,  the  contract  for  painting 
has  been  let  to  Alfred  Paquet,  Danville, 
Que. 

Wentworth,  Man. 

The  general  contract  for  the  erection 
of  a  school  has  been  awarded  to  the 
Molver  Construction  Company,  care  of 
the  architect,  E.  D.  Tuttle,  109  McAr- 
thur  Building.    Approximate  cost,  $0,000. 

Windsor,  Ont. 

In  connection  with  the  addition  now 
being  built  at  the  college  on  Goyeau 
Street,  the  contract  for  masonry,  car- 
pentry and  plastering  has  been  let  to 
tli e  general  contractors,  and  the  paint- 
ing to  C.  M.  Bennett,  22  Assumption  St., 
Walkerville. 

Business  Buildings  and  Indus- 
trial Plants 

Alberta  and  Saskatchewan  Provinces 

Plans  of  four  banks  to  be  built  at 
Owen,  Meyronne  and  Richdale,  Alberta, 
and  Mazenod,  Sask.,  are  being  prepared 
by  M.  W.  Meanwell,  Kitson  Avenue, 
Norwood,  Man.  Approximate  cost  $4,500 
each. 

Batiscan,  Que. 

C.  H.  Mitchell  and  T.  Daoust,  26  St. 
lames  Street,  Montreal,  are  preparing 
plans  of  a  hotel  and  garage  for  Chateau 
Batiscan  Auto  &  Boating  Club,  Mont- 
real, and  will  soon  call  for  tenders. 

Calgary,  Alta. 

The  Robin  Hood  Flour  Mill,  Limited, 
Fourth  Street  West,  propose  to  erect 
offices  at  an  approximate  cost  of  $20,000, 
and  tenders  have  been  received.  Archi- 
tect, W.  S.  Bates,  Alberta  Block.  Rein- 
forced concrete  and  artificial  stone  con- 
struction. 

\  business  block  i>  being  built  by  day 
labor  for  the  Merchants  Bank  of  Canada. 
Brick  construction.  Estimated  cost, 
$5,000.  Architect,  George  Lang,  care  of 
W.  P.  Major,  611-34th  Avenue  West. 

Collingwood,  Ont. 

Work  is  about  to  start  on  the  erection 
of  a  garage  for  F.  Bull.  Approximate 
(.■(.st.  $10,000.    Architect,  Philip  C.  Palin. 


London,  Ont. 

Revised  plans  are  being  prepared  for 
the  stables  to  be  erected  on  Waterloo 
Street  for  the  City  Council,  and  tenders 
will  be  called  later.  Approximate  cost, 
$11,000. 

The  London  &  Port  Stanley  Railway 
Board  have  commenced  the  construction 
of  a  frame  storage  shed  by  day  labor, 
under  supervision  of  D.  M.  Morrison. 
Approximate  cost,  $3,200. 

Montreal,  Que. 

Plans  of  a  station  to  be  built  for  the 
Canadian  Northern  Railway  are  •  being- 
prepared  by  Warren  &  Wetmore,  New 
York,  and  tenders  will  be  called  shortly. 
Reinforced  concrete  construction. 

Montreal  Tramways  Limited,  78  Craig 
Street  West,  propose  to  build  a  sub- 
station on  Notre  Dame  Street,  and  have 
received  tenders.  The  Company  are  also 
having  plans  prepared  for  a  sub-station 
on  Cote  Street,  for  which  tenders  will 
be  called  shortly.  Brick  and  terra  cotta 
construction. 

Ottawa,  Ont. 

The  Haynes  Motor  Company.  Albert 
Street,  are  considering  the  erection  of  a 
factory,  at  an  approximate  cost  of 
$40,000. 

The  Beach  Motor  Company  are  con- 
sidering the  erection  of  a  garage.  Ap- 
proximate cost,  $30,000. 

McKenzie  Brothers,  Bank  Street,  con- 
template  the  erection  of  undertaking 
premises,  at  an  approximate  cost  of 
$15,000. 

The  erection  of  a  printing  establish- 
ment is  being  considered  by  Rolla  L. 
Crain,  Spruce  Street.  Work  may  not 
start  until  the  spring.  Estimated  cost, 
$20,000. 

The  architect  for  the  proposed  repair 
shop  to  be  built  by  the  Ottawa  Car 
Company.  Slater  Street,  is  W.  E.  Noffke. 
Plaza  Building.  Approximate  cost, 
$10,000. 

Puslinch  Township,  Ont. 

J.  &  G.  W.  Barclay,  Guelph,  propose 
to  rebuild  their  barns,  which  were  recent- 
ly destroyed  by  fire.  Approximate  cost, 
$4,000. 

Quebec,  Que. 

H.  Levasseur  &  Fortier,  who  have  been 
awarded  the  general  contract  for  the 
erection  of  a  warehouse  for  P.  T.  Le- 
gare,  Limited,  287  St.  Paul  Street,  are 
receiving  prices  on  materials. 

Rainy  River,  Ont. 

Plans  of  a  machine  shop  have  been 
prepared  for  Blackmore  Brothers.  Frame 
construction.    Approximate  cost,  $15,000. 

Renfrew,  Ont. 

L.  Tmbleau  &  Sons  are  razing  existing 
buildings  preparatory  to  the  erection  of 
a  foundry  and  machine  shop,  estimated 
to  cost  $3,000. 

Toronto.  Ont. 

Nicholson  &  Co.,  167  York  Street,  are 
receiving  tenders  on  roofing,  plumbing, 
plastering,  brick  work.  etc..  in  connec- 
tion with  the  stores  and  residences  which 
they  are  building  on  Gerrard  Street  East. 

Tlie  Hamilton  Gear  &  Machine  Com- 
pany, Van  Home  Street,  have  received 
tenders  on  the  erection  of  an  addition 
to  their  premises.  Brick  and  concrete 
construction.    Approximate  cost,  $5,000. 

CONTRACTS  AWARDED 

Belleville.  Ont. 

The  general  contract  for  the  erection 


of  a  machine  shop  for  T-  C.  Wilson  & 
Co.,  Glenora,  Ont.,  has  been  let  to  L.  E. 
Allen.  Front  Street,  and  the  steel  work 
to  the  Dominion  Bridge  Company,  Mont- 
real.   Approximate  cost,  $15,000. 

Calgary,  Alta. 

The  general  and  masonry  contracts  for 
the  erection  of  a  business  block  for  T.  J. 
Skinner,  Armstrong  Block,  has  been  let 
to  Bennett  &  White,  the  plastering  to 
McDonald  &  Ward,  General  Delivery, 
and  the  contract  for  store  front  fittings 
to  Kawneer  Manufacturing  Company, 
York  Road,  Guelph,  Ont.  Brick  con- 
struction.    Approximate  cost,  $22,000, 

Delhi,  Ont. 

The  Norfolk  County  Telephone  Com- 
pany have  awarded  the  general  contract 
for  the  erection  of  an  exchange  to  C.  S. 
Stickles,  Scotland,  Ont.  Estimated  cost, 
$5,000. 

Dundas,  Ont. 

The  general  contract  for  the  erection 
of  a  pattern  shop  and  store  room  for 
John  Bertram  &  Sons  Company,  Limited. 
Hatt  Street,  has  been  awarded  to  G.  M. 
Cape  &  Company,  New  Birks  Building, 
Montreal. 

Fort  City,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  plant  of  the  Ford 
Motor  Compnay  has  been  awarded  to 
Wells  &  Gray,  Bank  of  Commerce  Build- 
ing, Windsor,  and  the  contract  for 
pile  driving  to  Candler  Dack  and  Dredge 
Company,  Detroit  Mich.  Reinforced  con- 
crete, brick,  and  steel  construction.  Ap- 
proximate cost,  $100,000. 

Gait,  Ont. 

The  general  contract  for  the  erection 
of  a  storehouse  for  Goldie  &  McCulloch 
Company,  Limited,  has  been  let  to  P.  H. 
Secord  &  Sons,  Limited.  133  Nelson  St.. 
Brantford.    Approximate  cost,  $20,000. 

Grand'Mere,  Que. 

In  connection  with  the  erection  of  busi- 
ness premises  for  La  Banque  Nationale. 
Quebec,  the  contract  for  masonry,  car- 
pentry, roofing  and  plastering  has  been 
let  to  the  general  contractors. 

Halifax,  N.S. 

In  connection  with  the  erection  of 
premises  for  the  Maritime  Telephone  & 
Telegraph  Company,  Hollis  Street,  the 
contract  for  heating  has  been  let  to  Far- 
quhar  Brothers,  Barrington  Street. 

Hamilton,  Ont. 

In  connection  with  the  storage  build- 
ing now  in  course  of  erection  of  Chip- 
man  &  Holton  Knitting  Company,  Limit- 
ed, the  contract  for  glass  has  been  let 
to  the  Hamilton  Mirror  Plate  Company. 
77  Park  Street  North,  and  roofing  to 
John  E.  Riddle.  Ferguson  Avenue.  Ten- 
ders on  painting,  heating,  plumbing  and 
electrical  work  will  be  called  later  by 
the  architects. 

Kitchener,  Ont. 

In  connection  with  the  erection  of  a 
store  and  apartment  block  for  E.  Eassy, 
Eby  Street,  the  contract  for  masonry 
and  plastering  has  been  let  to  Peter  Crag- 
noline,  King  Street  East,  carpentry,  steel 
and  roofing  to  Peter  Bosdan,  and  paint- 
ing to  A.  Strome,  64  Schneider  Avenue. 

Lennoxville,  Que. 

The  Dominion  Government  Depart- 
ment of  Public  Works  have  let  the  gen- 
eral contract  for  the  erection  of  dairy 
barns  to  Poudriere  &  Boulet,  Black 
Lake,  Que. 
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London.  Ont. 

The  general  anil  masonry  contract  for 
the  erection  of  a  galvanizing  plant  for 
the  McClarv  Manufacturing  Company 
has  been  let  to  lames  II.  Moran,  927 
Maitland  Street:  carpentry  to  R.  G.  VVil- 
son  &  Son.  19:;  College  Avenue:  the  con- 
tract for  supply  of  steel  to  Canadian 
Bridge  Company,  Ltd..  Walkerville,  and 

for  steel  >a>h  to  Trussed  Concrete  Steel 
Company.  Walkerville.  Prices  on  felt 
and  gravel  routing  are  being  received  by 
the  general  contractor.  Approximate 
cost.  $30,000. 

Medicine  Hat.  Alta. 

In  connection  with  the  mill  which  has 
been  built  for  the  Lake  of  the  Woods 
Milling  Company,  Keewatin,  Ont.,  the 
contract  for  plumbing  has  been  let  to 
W  alsfa  &  Scott.  Medicine  Hat. 

Middleton.  N.S. 

In  connection  with  the  station  which 
is  being  built  for  the  Dominion  Atlantic 
Railway,  Kentville,  N'.S..  the  contract  for 
plumbing  and  heating  has  been  let  to 
Crowe  Elliott  Company,  Middleton,  N.S. 

Montreal.  Que. 

The  Deakin  Construction  Company,  37 
Mayor  Street,  have  been  awarded  the 
general  contract  for  the  erection  of  a 
factory  for  Thomas  Davidson  &  Sons, 
Limited.  Delisle  Street,  and  are  receiving 
sub-tenders  on  roofing,  metal  windows, 
plumbing  and  heating.  Brick  construc- 
tion.   Approximate  cost,  $5,000. 

In  connection  with  the  erection  of  a 
factory  addition  for  the  Canada  Malt- 
ing Company,  512  St.  Ambroise  Street, 
the  contract  for  roofing  and  steel  sash 
has  been  let  to  McFarlane-Douglass 
Company,  Limited,  34a  Dorchester  Street 
West,  and  the  contract  for  siding  to  the 
Metal  Shingle  &  Siding  Company,  91J<£ 
Delorimier  Avenue. 

Niagara  Falls,  Que. 

The  City  Council  have  awarded  a  con- 
tract for  the  erection  of  a  bunk  house  to 
each  of  the  following: — W.  Hodgkins. 
Ryerson  Avenue;  W.  G.  McCredie,  66 
Barker  Street;  Murray  &  Son,  19  Barker 
Street;  Ireland  &  Dinham,  Glenholme 
Avenue.  The  contract  for  roofing  has 
been  let  to  Bird  &  Son.  70  King  Street 
East.  Hamilton. 

Oshawa.  Ont. 

The  contract  for  installation  of  a 
sprinkler  system  at  the  factory  which 
has  been  built  for  the  Chevrolet  Motor 
Company  has  been  let  to  W.  J.  McGuire, 
Ltd..  91  Jarvis  Street.  Toronto,  and  the 
heating,  plumbing,  and  electrical  work  to 
the  general  contractors.  The  contract 
for  roofing  and  building  still  in  course  of 
erection  has  been  let  to  Bailes  &  Sons, 
King  Street  West,  and  heating,  plumb- 
ing, and  electrical  work  to  general  con- 
tractor. 

Ottawa,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  warehouse  of  Moy- 
nier.  Limited.  Sussex  Street,  has  been 
awarded  to  Ovla  Rose,  98  Water  Street. 
Brick  construction.  Estimated  cost, 
$3,000. 

Paris,  Ont. 

The  general  contract  for  the  erection 
of  a  dining  room  for  Penman's  Limited, 
has  been  awarded  to  P.  H.  Secord,  133 
Nelson  Street.  Brantford.  Brick  con- 
struction.   Approximate  cost.  $6,000. 

Quebec,  Que. 

In  connection  with  the  garage  which  is 
being  built  for  G.  Martineau.  139  Des 


\rables  Kvenue,  the  contracl  for  carpen- 
try has  been  let  to  V.  Cote,  125  Second 
Avenue.  Limoilou;  roofing  to  P.  P.  Gi- 
guere,  Ltd.,  52  Des  Fosses  Street,  and 
painting  to  Simard  &  Krcre,  270  St.  Jos- 
eph Street. 

The  contract  for  roofing  the  shed 
which  is  being  constructed  for  La  Cie 
Paquet,  Ltee.,  has  been  let  to  E.  Falar- 
deau,  30S  Queen  Street. 

St.  Boniface,  Man. 

The  contract  for  roofing  required  in 
the  erection  of  abattoir  buildings  for  D. 
Balkvoski  has  been  let  to  Marcel  Dcl- 
ceun,  291  M citrons  Street. 

The  general  contract  for  the  erection 
of  stables,  garage,  etc.,  for  D.  Balkooske 
has  been  awarded  to  the  Progress  Con- 
struction Company,  Youville  Street,  Win- 
nipeg. Architect,  A.  J.  Wills,  204  Ster- 
ling Bank,  Winnipeg. 

St.  Jerome,  Que. 

In  connection  with  the  erection  of  a 
mill  for  the  Regent  Spinners,  Limited, 
the  contract  for  roofing  has  been  let  to 
the  Canadian  Plumbing  &  Roofing  Com- 
pany, 2737  St.  Hubert  Street,  Montreal. 

Toronto,  Ont. 

In  connection  with  the  factory  addition 
now  being  built  for  Charles  Bush,  Ltd., 
105  Davenport  Road,  the  contract  for 
masonry  has  been  let  to  Teagle  &  Son, 
310  Davenport  Road. 

In  connection  with  the  warehouse 
which  is  being  built  for  Northrop  &  Ly- 
man Company,  Limited,  86  Richmond 
Street  West,  the  contract  for  roofing  has 
been  let  to  Carmichael  Waterproofing 
Company,  Limited,  267  Delaware  Ave- 
nue, and  the  electrical  work  to  Morris 
Klein,  56  Caer  Howell  Street. 

Vancouver,  B.C. 

The  contract  for  steel  work  required 
in  the  erection  of  the  False  Creek  Depot 
for  the  Canadian  Northern  Railway  has 
been  let  to  the  Dominion  Bridge  Com- 
pany, Canada  Building,  Winnipeg,  the 
roofing  to  the  British  Columbia  Ceiling 
&  Roofing  Company,  527  Seventh  Street 
West,  and  mill  work  to  James  Brooks 
Woodworking  Company,  Burnaby,  B.C. 

Windsor,  Ont. 

The  general  contract  for  the  erection 
of  a  store  building  on  Ouellette  Ave- 
nue for  a  Syndicate  has  been  let  to  J.  R. 
Sculland,  166  Dougal  Avenue.  Brick  and 
concrete  construction.  Approximate 
cost.  $9,000.  Architects,  Walker  &  Mc- 
Phail.  Tuson  Block. 

Windsor,  Ont. 

Work  has  been  started  on  a  store  and 
flat  block  for  O.  Orechkin,  93  Aylmer  St. 
The  contract  for  practically  all  work  has 
been  let  to  B.  Mechanic,  102  Mercer  St. 
Heating  and  plumbing  may  be  sub-let. 
Approximate  cost,  $15,000.  Architect, 
W.  M.  Leybourne,  Sandwich  Street  E. 


Residences 

Cornwall,  Ont. 

The  tenders  received  for  the  erection 
of  a  residence  on  Augustus  Street  for  R. 
J.  Pitts  were  too  high,  and  the  plans  are 
now  being  modified,  following  which  new 
tenders  will  be  called.  Architects,  Hutch- 
inson, Wood  &  Miller,  Royal  Insurance 
Building.  Montreal. 

Hamilton,  Ont. 

C.  G.  Hudson.  10  Edinburgh  Street, 
proposes   to   build   three   residences  on 


Beach  Street,  and  has  had  plans  pre- 
pared. Brick  construction.  Estimated 
cost,  $2,500  each. 

J.  M.  Honeyford,  24  Kensington  Ave- 
nue, is  considering  the  erection  of  three 
residences  at  an  approximate  cost  of 
$6,000.    Brick  construction. 

J.  M.  Farewell,  88  St.  Clair  Avenue,  will 
shortly  let  contracts  for  smaller  trades 
in  connection  with  the  residence  which 
he  is  erecting  on  Proctor  Boulevard. 

Leamington,  Ont. 

Wesley  Link  is  considering  the  erec- 
tion of  a  residence  on  Talbot  Street,  es- 
timated to  cost  $5,000,  and  will  prepare 
plans. 

London,  Ont.  . 

Prices  are  wanted  on  roofing  and 
plastering  required  in  the  erection  of  a 
rectory  for  the  Church  of  the  Redeemer. 
Architect,  W.  R.  Ashman,  899  William 
Street. 

J.  A.  Matthews,  562  Ontario  Street,  has 
commenced  the  erection  of  two  resi- 
dences, estimated  to  cost  $3,000.  Brick 
construction. 

Mitchell,  Ont. 

'  Willard  Ingram  is  preparing  plans  of 
two  residences  to  be  built  on  Montreal 
Street.  Brick  construction.  Estimated 
cost,  $5,000. 

Montreal,  Que. 

Owen  Roberts,  112  Addington  Street, 
is  building  ten  residences  on  Kingston 
Avenue  by  day  labor.  Brick  construc- 
tion.   Approximate  cost,  $14,000. 

P.  Blais,  462  Old  Orchard  Street,  has 
commenced  the  erection  of  three  resi- 
dences by  day  labor.  Brick  construction. 
Estimated  cost,  $12,000. 

Ottawa,  Ont. 

George  E.  Memenomy,  10  Pansy  Ave- 
nue, has  had  plans  prepared  for  a  resi- 
dence to  be  built  on  Grove  Street  at  an 
approximate  cost  of  $6,000.  Double  brick 
veneer  construction. 

John  P.  Cameron,  251  Bay  Street,  has 
prepared  plans  of  a  residence,  estimated 
to  cost  $5,000.    Brick  construction. 

A.  W.  Davidson,  69  Grosvenor  Street, 
has  prepared  plans  of  a  residence  to  be 
built  on  Arlington  Street,  at  an  approxi- 
mate cost  of  $4,500.  Brick  veneer  and 
stucco  construction. 

Quebec,  Que. 

E.  Malenfant-Lairet.  71  Canardiere 
Road,  has  commenced  the  erection  of  a 
residence,  estimated  to  cost  $4,000.  Frame 
and  brick  construction. 

J.  Poulin,  346  Arago  Street,  has  start- 
ed work  by  day  labor  on  the  erection  of 
a  frame  and  brick  residence.  Estimated 
cost,  $3,000. 

F.  X.  Huot,  180  Fourth  Avenue,  Limoi- 
lou, has  commenced  the  erection  of  a 
residence,  estimated  to  cost  $3,000.  Frame 
and  brick  construction. 

A.  Martin,  15  Parent  Avenue,  has  start- 
ed work  by  day  labor  on  a  residence,  es- 
timated to  cost  $4,000.  Frame  and  brick 
construction. 

Phileas  Marceau,  161  Third  Avenue. 
Limoilou,  has  commenced  the  erection  of 
a  residence  by  day  labor.  Frame  and 
brick  construction.  Approximate  cost, 
$4,000. 

F.  Eaindon,  Fourth  Street.  Limoilou, 
has  started  work  by  day  labor  on  a 
residence,  estimated  to  cost  $6,000.  Frame 
and  brick  construction. 
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Shawinigan  Falls,  Que. 

The  Canadian  Electric  Products  Com- 
pany, Limited,  are  about  to  start  work  on 
fifty  cottages.  Construction  will  be  un- 
der the  supervision  of  Donald  Ross  & 
Company,  who  will  require  material. 

Toronto.  Ont. 

J.  A.  Kitchen,  209  Humberside  Avenue, 
has  commenced  the  erection  of  a  resi- 
dence, and  is  receiving  tenders  on  all 
trades.  Brick  construction.  Approxi- 
mate cost,  $3,500. 

J.  Nimmo,  27  Rosemount  Avenue,  has 
started  work  on  a  pair  of  residences  and 
is  receiving  tenders  on  plumbing,  heat- 
ing, plastering,  etc.  Approximate  cost, 
$5,000. 

Tenders  on  all  trades  required  in  the 
erection  of  six  residences  for  J.  Wil- 
liams, 26  Hambly  Avenue,  are  now  being 
received.  Architect.  J.  G.  Ure,  122  West- 
mount  Avenue.  Brick  construction.  Es- 
timated cost,  $6,000. 

H.  A.  Johnston,  63  Normandy  Boule- 
vard, has  started  work  on  a  residence^, 
estimated  to  cost  $3,800.  Smaller  trades 
will  be  let.    Brick  construction. 

G.  S.  Petrie,  491  Dupont  Street,  is 
about  to  start  work  on  a  duplex  resi- 
dence, estimated  to  cost  $5,000.  Smaller 
trades  will  be  let.     Brick  construction. 

W.  &  A.  Hutchins.  167  Pearson  Ave- 
nue, have  commenced  the  erection  of  a 
pair  of  duplex  residences,  and  will  let 
smaller  trades.  Brick  construction.  Ap- 
proximate cost.  $10,000. 

Frank  Clarke,  169  College  Street,  is 
receiving  tenders  on  labor  required  in 
the  erection  -of  duplex  apartments  on 
Scarboro  Road.  Brick  construction.  Es- 
timated cost,  $6,000. 

Tenders  on  all  trades  required  in  the 
erection  of  two  residences  on  Glenholme 
Avenue  are  being  received  by  George  E. 
Case,  56  Oakwood  Avenue.  Brick  con- 
struction.    Estimated  cost,  $4,000  each. 

W.  Edmonds,  66  Tyrrell  Avenue,  has 
commenced  the  erection  of  a  residence 
>n  Glenholme  Avenue,  and  is  receiving 
tenders  on  wiring,  roofing,  etc.  Approxi- 
mate cost,  $4,000. 

Verdun,  Que. 

C.  Roussin,  537  Lasalle  Road,  has  com- 
menced the  erection  of  a  residence,  es- 
timated to  cost  $3,000.  Brick  construc- 
tion. 

C.  P.  Lalonde,  465  Lasalle  Road,  has 
started  work  on  a  residence,  estimated 
to  cost  $6,000.  Brick  and  stone  construc- 
tion. 

P.  Brunet,  481  Church  Avenue,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $3,500.  Brick  construc- 
tion. 

Walkerville,  Ont. 

Nicholas  Troup,  213  Victoria  Road,  has 
commenced  the  erection  of  a  residence 
on  Windermere  Road.  Brick  and  stucco 
construction.    Approximate  cost,  $5,000. 

S.  Keyser,  92  May  Street,  has  started 
work  on  two  residences,  estimated  to 
cost  between  $3,000  and  $4,000.  Brick 
construction.  Other  residences  may  be 
built. 

Herbert  Wilson,  158  Goyeau  Street, 
has  commenced  the  erection  of  four  resi- 
dences, estimated  to  cost  $3,500.  Brick 
construction. 

CONTRACTS  AWARDED 

Barrie,  Ont. 

W.  C.  Thompson,  15  Owen  Street,  pro- 


poses to  build  two  residences,  and  has 
let  the  masonry  to  F.  Sindry,  plastering 
to  Thomas  Thompson,  and  plumbing  to 
Buchanan  &  Moffat,  86  Dunlop  Street. 
Approximate  cost,  $2,000  each. 

Hamilton,  Ont. 

The  following  contracts  have  been  let 
in  connection  with  the  erection  of  a  resi- 
dence for  R.  G.  Laidlaw,  9  Melrose  Ave- 
nue: masonry  and  steel,  B.  Barnes;  plas- 
tering, W.  Brellisford,  202  Grosvenor 
Street;  painting,  A.  Brellisford,  202  Gros- 
venor Street:  heating  and  plumbing,  A. 
Crompton,  458  King  William  Street;  elec- 
trical work,  F.  Thornton,  174  Balmoral 
Avenue. 

J.  Poag,  685  Main  Street  East,  has 
had  plans  prepared  for  a  residence  which 
he  proposes  to  build  on  Gage  Avenue, 
and  has  let  the  contract  for  masonry  and 
steel  work  to  Isbister  Brothers,  Holton 
and  King  Streets.  Brick  construction. 
Approximate  cost,  $3,000. 

J.  Poag,  685  Main  Street  East,  has  had 
plans  prepared  for  a  residence  which  he 
proposes  to  build  on  Gage  Avenue,  and 
has  let  the  contract  for  masonry  and 
steel  work  to  Tabister  Brothers,  Holton 
and  King  Streets.  Brick  construction. 
Approximate  cost,  $3,000. 

William  Boyle,  506  Wilson  Street,  has 
let  the  general,  masonry,  carpentry  and 
roofing  contracts  for  the  erection  of  a 
residence  to  J.  M.  Farewell,  88  St.  Clair 
Avenue.  Brick  construction.  Approxi- 
mate cost,  $3,000. 

J.  M.  Honeyford,  24  Kensington  Ave., 
has  let  the  contract  for  masonry  and 
steel  work  in  connection  with  the  resi- 
dence which  he  proposes  to  build  to 
Lemington  &  White,  140  Rosslyn  Ave- 
nue. Brick  construction.  Approximate 
cost,  $3,000. 

London,  Ont. 

In  connection  with  the  rectory  which  is 
now  being  built  for  the  Church  of  the 
Redeemer,  the  contract  for  masonry  has 
been  let  to  Evans  Brothers,  905  Queens 
Avenue,  carpentry  to  Saunders  &  Rob- 
son,  289  Oxford  Street,  and  painting  to 
E.  Thome,  557  St.  James  Street. 

Quebec,  Que. 

In  connection  with  the  residence  which 
is  now  being  built  for  J.  Cote,  138  Lock- 
well  Street,  the  contract  for  painting  has 
been  let  to  Pelchat  &  Aubin,  183  Bayard 
Street,'  and  heating,  plumbing  and  elec- 
trical work  to  J.  E.  Rouillard,  53  La- 
france  Street. 

The  general  contract  for  the  erection 
of  an  annex  to  the  residence  of  Hon. 
J.  Tessier,  14  Laporte  Street(  has  been 
let  to  Arthur  Frenette,  260  St.  Cyrille 
Street.  Brick  construction.  Approxi- 
mate cost,  $3,000. 

In  connection  with  the  residence  which 
is  being  built  by  J.  Lafond,  12l/2  St.  Na- 
zaire  Street,  the  contract  for  masonry 
and  plastering  has  been  let  to  P.  Tardif, 
260  Nappleon  Street,  and  the  heating, 
plumbing  and  electrical  work  to  R.  Chi- 
quette,  220  Queen  Street. 

Sault  Ste.  Marie,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  F.  Lalande  has  been 
awarded  to  M.  Murphy,  Sault  Ste.  Marie 
West.  Brick  veneer  construction.  Ap- 
proximate cost,  $5,500. 

Toronto,  Ont. 

In  connection  with  the  residence  which 
is  .being  erected  on  Pine  Crescent  by  E. 
Gagnon,   2359  Queen   Street   East,  the 


contract  for  masonry  work  has  been  let 
to  E.  J.  C.  Sewell,  20.  Waverley  Road, 
and  the  plumbing  to  C.  J.  French,  2346 
Queen  Street  East. 

The  following  contracts  have  been  let 
in  connection  with  the  erection  of  a 
residence  for  H.  C.  Fletcher,  care  of  S. 
B.  Coon  &  Sons,  Ryrie  Building: — plumb- 
ing and  heating,  Sheppard  &  Abbott,  78 
Harbord  Street;  plastering,  J.  Boyce  & 
Son,  247  Grace  Street;  painting,  Bavinb- 
ton  Brothers,  44  Glenlake  Street;  tile 
work,  Italian  Mosaic  &  Marble  Company. 
College  Street;  roofing,  H.  S.  McHenry 
Company,  261  Spadina  Avenue;  wiring. 
Harris  &  Marson,  81a  Parkway  Avenue. 

A.  L.  Sanagan,  132  Balsam  Avenue,  has 
commenced  the  erection  of  a  residence 
on  Kingswood  Road,  and  has  let  the  ma- 
sonry to  J.  Kritzer,  100  Alton  Avenue, 
and  the  carpentry  to  C.  A.  Rhyndress, 
47^2  Wheeler  Avenue.  Other  trades  will 
be  let  by  owner.  Approximate  cost, 
$4,000. 

John  McCandish,  208  Lauder  Avenue, 
has  let  the  contract  for  masonry  in  con- 
nection with  the  residence  which  he  is 
building  to  F.  &  A.  E.  Ham,  83  Salem 
Avenue,  and  is  receiving  tenders  on  lath- 
ing, wiring,  plastering,  etc. 


Power  Plants,  Electricity  and 
Telephones 

Dublin  Township,  Ont. 

The  Township  Council  will  shortly  sub- 
mit a  by-law  to  authorize  the  installation 
of  a  hydro  system.  Clerk,  James  Jordan. 
Estimated  cost,  $5,000. 

Leamington,  Ont. 

The  Town  Council  are  considering  al- 
terations and  extensions  to  the  light  and 
power  system.    Clerk,  R.  M.  Selkirk. 

Plympton  Township,  Ont. 

The  Township  Council  are  consider- 
ing the  installation  of  a  hydro  system, 
and  will  secure  estimates.  Clerk,  Thomas 
Nesbitt,  Wyoming. 

Saskatchewan  Province 

The  following  Rural  Telephone  Com- 
panies have  been  empowered  to  borrow 
money  for  the  construction  of  their  sys- 
tems:—Ludeen  R.  T.  Co.,  $11,000,  Sec- 
retary, H.  Mc Alpine,  Bromhead;  Guern- 
sey R.  T.  Co.,  $4,000,  J.  Eldon,  Guernsey; 
Weyburn  R.  T.  Co.,  $6,700,  W.  M.  Bullis, 
Weyburn  Plains;  Starr's  Point  R.  T.  Co., 
$8,000,  Thomas  Bray,  Qu'Appelle;  Law- 
son  R.  T.  Co..  $9,000,  O.  W.  Juckes,  Law- 
son;  Camberley  R.  T.  Co.,  $14,000,  J. 
Lawson,  Marriott;  Riverbank,  R.  T.  Co., 
$12,000,  S.  N.  Oughtred,  Cabri;  White- 
hall R.  T.  Co.,  $7,700,  J.  McCallum,  Suc- 
cess; Spring  Lake  R.  T.  Co.,  $6,000.  A. 
L.  Brown,  Broadview;  Bangor  R.  T.  Co., 
$8,000,  A.  W.  Shaw,  Bangor;  Golden  Val- 
ley R.  T.  Co.,  $6,400,  J.  F.  Wiebe,  Her- 
bert; Woodleigh  R.  T.  Co..  $4,600,  S.  Bur- 
ridge,  Wapella;  North  Ernfold  R.  T.  Co., 
$4,000,  J.  E.  Byce,  Ernfold;  Strehlow  R. 
T.  Co.,  $5,500,  Harry  Ducie,  Dundrum; 
Valleyficld  R.  T.  Co.,  $3,600,  F.  H.  Wil- 
son, Southey;  Shallow  Lake  R.  T.  Co., 
$6,700,  O.  Nelson,  Marchwell;  Vawn  R. 
T.  Co.,  $8,000,  A.  Smith,  Vawn;  Bruce 
R.  T.  Co.,  $7,200,  A.  J.  Hindle.  Assini- 
boia;  Hauttain  R.  T.  Co..  $17,500.  William 
Walters,  Saskatoon;  Kingsley  R.  T.  Co., 
$4,500,  Tames  E.  Brown.  Windthorst; 
Prairie  R.  T.  Co.,  $7,300,  J.  W.  McLen- 
nan, Kamsack;  Pennant  Northern  R.  T. 
Co.,  $10,000,  H.  L.  Sutusman. 


BUILDERS 


Kuilders  could  make  money,  building,  selling 
or  renting  workman's  cottages  at  our  New  On- 
tario divisional  points,  especially  Caprcol,  near 
Sudbury,    now  ready. 

Caprcol  townsite  is  on  a  large  cleared  gravel 
plain,  where  fireproof  cement  bungalows  can  be 
built  out  of  cellar  excavations.  Will  be  our 
best  Division  a]  Point,  as  it  is  the  junction  of 
Toronto  and  Montreal  main  lines  going  west. 
It  is  in  the  nickel  belt  and  on  the  shore  of  the 
Vermillion  River.  The  other  three  Divisional 
Points  will  be  ready  later.  Phone  Main  4S40  and 
ask  for 

CYRIL  T.  YOUNG, 

Manager  Eastern  Lands, 
M  42  Canadian  Northern  Railway. 


BOILERS  FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars— MacM.  R.  &  1).,  4  Reaver  Hall  Sq., 
Montreal.  17-t.f. 


For  Sale 


Two  70-Gallon   Hydraulic   Pumps   for  1,500  lb. 
Pressure. 

One  90-H.P.  General  Electric  Co.  Motor,  3-Phase, 

60-Cycle,  200-Volt,  $700. 
Two  Sheldons,  No.  3,  Cast  Iron  Fans. 
These  machines  can  be  seen  and  inspected  at 

NATIONAL  STEEL  CAR  CO.,  LTD., 
4144  Hamilton,  Ont. 


For  Sale 


Valuable  factory  site  in  Port  Hope,  Ont.  P.rick 
building,  two  flats,  about  6,000  square  feet  floor 
space,  with  ample  land  for  extension.  Wate, 
power  about  100  horse-power.  Good  location. 
Will  be  offered  for  sale  at  Queen's  Hotel,  Port 
Hope,  on  Tuesday,  October  24th,  1010.  Terms 
will  be  made  known  at  time  of  sale. 


#1-42 


T.  P..  CHALK, 

Assignee. 


Machinery  For  Sale 


One  second-hand  H.  7  Boiler,  14  ft.  x  72  in., 

shell  114,  3-in.  tubes,  safety  pressure,  110  lbs. 
One  110  H  P.  Wheelock  Engine,  made  by  Goldie 

McCulloch  Co.,  size  of.  flywheel  20  ft.  diam., 

20  ins.  widtk 
One  Condenser  Belt-driven  Pump,  4  in.  x  12  in. 

stroke. 

One  double  ply  Leather  Belt,  85  ft.  x  19  in.  wide. 
Lot  of  pulleys,  shafting,  etc.,  would  be  sold  to 

gether  or  separate. 
One  elevated  tank  tower,  lattice  girder  type,  in 

fair  condition. 
For  further  particulars,  apply 

TOWN  ENGINEER, 
44.4,';  Orangeville,  Ont. 


SALES  OFFICE  ENGINEER  would  considei 
change.  Twelve  years'  experience  in  steam  tur- 
bine,  centrifugal  pump  and  power  pumping  sta- 
tion work.  Expert  designer  of  latter,  and  good 
technical  correspondent.  Salary  not  of  para- 
mount importance.  Box  465,  Contract  Record, 
Toronto,  Ont.  41'4'J 


Tenders  for 
Water  Works 


Sealed  tenders  will  he  received  by  Frank  liarbcr, 

Engineer  of  the  Municipal  Corporation  of  Town- 
ship oi  York,  up  to  12  o'clock  noon  of  Wednes- 
day. October  30th.  1916.  for  the  supply  and  de- 
livery of  the  following  material,  and  the  per- 
formance of  certain  works.  All  envelopes  must 
be  marked  "Tenders,  Contract  A-l,  A-2,"  etc. 

Tender  A-l  for  supply  and  delivery  of  approxi- 
mately 211.511(1  ft.  of  24  in.  Cast   Iron  Pipe. 

Tender  A-2 — for  the  supply  and  delivery  of  Cast 
Iron  Pipe  (12  in.  and  smaller  sizes)  required 
up  to  July  1st,  1017. 

Tender  B-l — for  supply  and  delivery  of  24  in. 
Special  Castings. 

Tender  B-2 — for  supply  and  delivery  of  Special 
Castings,  12  in.  and  smaller  sizes,  up  to 
July  1st,  11117. 

Tender  C-l — For  supply  and  delivery  of  24  in. 
Valves. 

Tender   C-2 — For  supply  and   delivery  of  12  in. 

and  6  in.  Valves  up  to  July  1st,  1917. 
Tender    C-3 — For    supply    and    delivery    of  Air 

Valves. 

Tender  D — For  supply  and  delivery  of  Hydrants 
up  to  July  1st,  1917. 

Tender  E-0 — For  the  laying  and  joining  of  24  in. 
water  main  on  Eglinton  Avenue. 

Tender  E-l — For  the  laying  and  joining  of  12  in. 
and  6  in.  water  main  on  Weston  Road. 

Tender  E-2 — For  the  laying  and  joining  of  12  in. 
and  6  in.  water  main  on  Baby  Point  Road. 

Tender  E-3 — For  the  laying  and  jointing  of  12  in. 
water  main  on  Jane  Street,  Mosson  Road, 
Riverside  Drive  and  Garboyd  Road. 

Tender  F — For  supply  and  delivery  of  Tops, 
Covers  and  Plugs  up  to  July  1st,  1917. 

Tender  G — For  supply  of  Yenturi  Meters  and  Re- 
corders. 

Plans  and  specifications  may  be  seen  and  all 
necessary  information  may  be  obtained  at  the 
office  of  the  undersigned  on  and  after-  Monday, 
October   10th,  1916. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. _ 

FRANK  BARBER, 
41. 44  Town  Engineer. 


Late  News  Items 

Hamilton.  Ont. 

The  City  Council  have  let  the  contract 
for  electrical  work  in  connection  with 
the  erection  of  a  barracks  to  J.  J.  Dynes, 
161  Sanford  Avenue  South.  Contract  will 
also  be  let  for  a  paroid  or  felt  roofing. 

Kingsville,  Ont. 

The  Town  Council  are  having  plans 
prepared  for  a  settling  basin,  estimated 
to  cost  $5,000,  and  tenders  will  be  called 
shortly.  Reinforced  concrete  construc- 
tion. Engineers,  F.  W.  Thorold  Com- 
pnay,  Ltd.,  2  Toronto  Street,  oronto. 

Kitchener,  Ont. 

The  general  contract  for  the  erection  ot 
a  machine  shop  extension  for  the  Cana- 
dian Buffalo  Forge  Company  has  been 
awarded  to  Casper  Braun,  King  Street 
West.  Brick  construction.  Approximate 
cost.  $100,000. 

Lachine,  Que. 

In  connection  with  the  two  schools 
which  are  now  beintf  built  for  the  School 
Commissioners  of  St.  Anees  de  Lachine, 
the  contract  for  steel  work  has  been  let 
to  the  Dominion  Bridge  Company,  Mont- 
real. For  the  remainder  of  work  mater- 
ials will  be  purchased  by  owners  and 


labor  only  sub-let.     Approximate  cost, 

$18,000. 

London.  Ont. 

The  London  and  Port  Stanley  Railway 
propose  to  build  an  extension  to  their 
car  barns  and  repair  shops,  at  an  ap- 
proximate cost  of  $25,000,  and  will  call 
for  tenders  in  February. 

Work  has  been  started  on  the  erection 
of  a  residence  for  H.  N.  Abell,  48  Craig 
Street,  and  the  contract  for  rooting  has 
been  let  to  J.  Whittaker,  551  King  Street. 
Masonry  and  carpentry  will  be  done  by 
day  labor,  and  tenders  on'all  other  trades 
and  materials  will  be  received  by  the 
owner.  Approximate  cost,  $7,500.  Archi- 
tects, Watt  &  Blackwell,  Bank  of  Toron- 
to Building. 

Mara,  B.  C. 

Tenders  on  the  erection  of  a  school 
will  be  received  until  noon,  October  17th, 
by  J.  E.  Griffith,  Department  of  Works. 
Victoria.  B.C.  Plans  and  specifications 
at  offices  of  L.  Norris,  agent,  Vernon;  J. 
Mahony,  agent,  Vancouver;  W.  Owen, 
secretary  to  the  School  Board,  and  at  the 
Department. 

Montreal,  Que. 

In  connection  with  the  residences 
which  are  being  erected  on  Beaconsfield 
Street  by  J.  C.  Bancourt,  510  Old  Or- 
chard Street,  the  contract  for  plumbing 
and  heating  for  two  of  them  has  been  let 
to  L.  Houle,  817  Notre  Dame  Street 
East.  Plastering  and  painting  by  day 
labor. 

L.  Lefetiere,  1895  St.  Catharine  Street 
East,  has  commenced  .the  erection  of 
four  residences,  estimated  to  cost  $15,000. 
Brick  veneer  construction. 

Rothesay,  N.B. 

Plans  of  a  residence  to  be  built  for  J. 
C.  Belyea,  163  Duke  Street.  St.  John,  are 
being  prepared  by  F.  Neil  Brodie.  42 
Princess  Street,  St.  John,  and  tenders 
will  be  called  shortly.  Approximate  cost, 
$8,000. 

St.  Thomas.  Ont. 

Tenders  on  alterations  to  premises  on 
Talbot  Street  for  A.  J.  McLean,  Dake 
House,  Talbot  Street,  will  be  received 
until  October  14th.  Approximate  cost, 
$8,000.  Architect,  J.  T.  Findlay.  South- 
ern Loan  Chambers. 

Toronto,  Ont. 

Work  has  been  started  on  a  factory 
addition  for  the  American  La  France 
Fire  Engine  Company,  Ltd.,  Weston 
Road.  The  general  contract  has  been  let 
to  L.  E.  Dowling,  167  Yonge  Street. 
Brick    construction.      Estimated  cost, 

$6,000. 


Miscellaneous 

Sarnia,  Ont. 

The  City  Council  are  considering  the 
installation  of  an  incinerator.  Engineer, 
John  Baird. 

Toronto,  Ont. 

Tenders  on  the  erection  of  a  comfort 
station  and  waiting  room  at  Sunny  side 
will  be  received  by  the  Board  of  Control 
until  noon,  October  17th.  Plans  and 
specifications  at  office  of  the  City  Archi- 
tect. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 

14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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ene  Welding  and  Cutting 


Making  oank  >hafls 
(or  electric  (arm  light- 
ing outfits,  by  weld- 
ing plate  throws  to 
colli  rolled  steel  liars. 


Welding  Solved  This 
Production  Problem 

In  this  manufacturing  plant  steel  drop  forgings 
were  hard  to  get  and  the  price  was  high.  Uncertain 
delivery  was  tying  up  production  and  the  high  cost 
was  killing  profits.  Oxy-acetylene  welding  was 
called  upon  to  solve  the  problem  without  sacrificing 
quality  or  profits.  By  no  other  process  could  this 
operation  be  done  so  easily,  quickly  and  economic- 
ally. The  welded  parts  were  left  in  perfect  condi- 
tion for  subsequent  machining. 

Now  is  an  ideal  lime  for  you  to  inaugurate  these 
marked  economies  in  manufacturing,  repairing  and 
construction  work.  Careful  cost  estimates  are  con- 
vincing progressive  manufacturers  everywhere  of 
the  permanent  value  of  welding  in  each  of  these 
classes  of  work. 


Employs  both  gases  (acetylene  and  oxygen)  in  portable 
cylinders.  Prest-O-Lite  Dissolved  Acetylene  (ready-made 
carbide  gas)  is  backed  by  Prest-O-Lite  Service,  which 
provides  dry,  purified  gas,  insuring  belter  welds,  quicker 
work,  and  lower  cost,  and  also  avoids  the  large  initial 
outlay  and  heavy  depreciation  incurred  in  making  crude 
acetylene  in  a  carbide  generator. 

The  necessary  equipment  is  not  expensive.  We  furnish  high 
grade  welding  apparatus  for  $70;  acetylene  service  at  additional 
cost.  Also  adaptable  for  oxy-acetylene  cutting  by  the  addition 
of  a  special  cutting  blow-pipe.  Thorough  instructions  are  fur- 
nished free  to  every  user  of  Prest-O-Lite  Dissolved  Acetylene 
—  any  average  workman  who  understands  metals  can  learn  the 
process   quickly   and  easily. 

Send  for  special  illustrated  data 
on  the  Prest-O-Lite  Process. 

The  Prest-O-Lite  Co.,  Inc.,  Dept.  E 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 
Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

Factory  Branch  —  WINNIPEG.  Man. 
53  Branches  and  Charging  Plants 

Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA. 


Fig.  C  21.    Mantel  Clock 


ARTISTIC  MERIT 


as 


in 


well  as  accuracy 
Time-keeping  is  embodied 
in  all  Pulsynetic  Electric 
Clocks.  No  matter  wheth- 
er they  are  to  be  fixed  in 
the  Residence,  Office,  Fac- 
tory, Warehouse,  or  Tower, 
we  have  the  correct  design 
at  the  right  price. 

One  master  transmitter  con- 
trols any  number  of  dials, 
irrespective  of  size  or  posi- 
tion and  never  wants 
winding. 

Architects,  Engineers  and 
all  interested  in  Correct 
Time  should  send  at  once 
for  our  Book  Five,  or  full 
particulars  and  prices  may 
be  obtained  from: — 


W.  Ashall 
442  Sherbourne  St. 
TORONTO 

Gent  &  Co.,  Ltd. 

Leicester,  Eng. 
Cables,  Lodestone 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 

MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


Stilwell  Feed  Water  Heaters 

Class  "O"  Type 

A  Feed  Water  Heater 
A  Feed  Water  Purifier 
A  Condensation  Receiver 
A  Feed  Water  Softener 

Either  Thoroughfare  or  Switch  Valve  Type  of  steam  supply. 
Fitted  with  float  controlled  or  nater  seal  overflow  as  may  be 
necessary.  Single  piece  castings,  automatic  raw  water  control, 
double  filtration,  simple  design,  simple  in  operation. 

Bulletin  No.  783  is  descriptive. 

We  carry  stock  on  all  sizes  and  can  make  immediate  shipment 

PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments ?> 

H&B  Transits  and  Levels 

"  Mathematically  Precise  " 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 
HELLER  &  BRIGHTLY,  PHILADELPH"A.^A!!"nsfntceei870" 


Dake  Double  Drum  Friction  Hoist 


Made  in  six  sizes, 
to  30  horse  power,  steam 
or  compressed  air — Dake 
motor  directly  connected. 
Furnished  with  clutch 
drums  if  preferred.  Can 
be  double  geared  to 
double  the  lifting  capa- 
city and  decrease  speed 
by  one  half.  Made  to 
carry  overload  as  great 
as  rated  capacity. 


DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 


Canadian  Agents 

MONTREAL— Mussens  Ltd.   TORONTO-A.  R.  Williams  Mach.  Co.,  Ltd 


■Hf 

Pacific  Coast  Pipe  Co.,  Ltd. 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 


1551  Granville  Street 


Vancouver,  B.C. 


James  Thomson,  President. 


J.  G.  Allen,  Vice-President. 


James  A.  Thomson,  Secretary. 


™  CARTSHORE-THOMSON  PIPE  &  FOUNDRY  CO. 


LIMITED 


Manufacturers  of 


CAST  IRON 


Flexible  and  Flange  Pipe,  I 
Special  Castings  and  all    kinds  3  inches  to  60  inches  diameter. 

of  Waterworks  Supplies.  for  Water,  Gas,  Culvert  and  Sewer 

HAMILTON,  ONT. 
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Cawthka  MfUVK,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  J— TORONTO 


CAST  IRON  PIPE 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


"The  National  Authority  on  Wiring  and  Construction" 

— The  Electrical  Journals  of  the  United  States,  Canada  and  England 

Over  359,400  Sold 


22nd  Year 


By  H.  C.  Gushing  Jr. 

Fellow   American  Institute  of  Electrical  Engineers;  formerly 
Electrical  Inspector Jor  Boston  Board  of  Fire  U nderwriters 
and  Underwriters'  Tariff  Association  oj  New  York. 


22nd  Edition 


• '•'No    *  En 


1916  Standard  Wiring 

Officially  adopted  by  the  National  Electric  Light  Association. 

It  is  the  only  book  on  Electric  Light  and  Power  Wiring  and  Construction  endorsed  and 
recommended  by  every  Board  of  Fire  Underwriters  in  the  United  States  and  Canada, 
because  it  is  the  only  one  kept  strictly  up-to-date  and  revised  every  year  in  accord- 
ance with  every  rule  and  requirement  of  the 

National  Electrical  Code 

which  it  contains,  explained  and  illustrated.  The  1916  Edition  has  been  completely 
revised  from  the  first  to  the  last  page,  and  contains  new  illustrations,  tables  and 
diagrams  in  accordance  with  the  latest  and  best  practice,  and  a  special  new  section 
of  fifty  pages  on  House  Wiring. 

"  It  settles  disputes  and,  if  referred  to  before  wiring,  prevents  disputes." 


Sent  to  any  address, 
postpaid,  on  receipt  of 


$1.00 


Leather  Cover 
Pocket  Size 


Contract  Record,      347  Adelaide  street  west,      Toronto,  Canada 

"The  Best  Book  on  Wiring  Ever  Produced " — E.  T.  BiRDSALL,  M.B.,  A.I.E.E. 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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Square  Spindle 


Increase  Your  Profits 


by  manufacturing  ornamental 
products  at  odd  times,  using 
labor  that  might  otherwise  be 
idling  its  time  away. 

Let  us  send  you  our  book  show- 
ing Columns,  Capitals,  Spindles, 
Balls,  Lawn  Vases,  Gate  Piers, 
Chimneys,  etc.,  made  on  "Ideal" 
Ornamental  Molds. 

We  manufacture  a  complete  line 
of  Concrete  Machinery 


Grecian  Lawn 
Vase 


IDEAL  CONCRETE  MACHINERY  CO.,  LIMITED 

WINDSOR  -  ONTARIO 


HIGHEST  GRADE  and  GREATEST  VARIETY 

FIRE  BRICK 

Supplied  by 

Elk  Fire  Brick  Co.,  of  Canada,  Ltd. 

ELKCO 
ELK  STEEL 
ST.  MARYS 
KEYSTONE 
ROTEX 


Booklet 
detailing 
shapes 
sent  on 
request. 


Federal 
Life 

Building, 

Hamilton, 

Ont. 


Now  Ready- 
BridgeS  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 


Sold  separately 


By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles.  254  pages,  6  x  9,  88 

illus.,  $2.50  net,  postpaid. 
Vol.  II— Retaining  Walls  and  Buildings,  675  pages, 

6  x  9,  412  illus.,  34  plates,  $5.00  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 


Commercial  Efficiency 


P  ic-wi  |^ 


Every  architect,  every  engi- 
neer, every  owner,  will  find 
is  the  sort  that  effects  an  actual  and  very  interesting  reading  in 
proved    saving  of  money.     That's   the     bulletin    No.    30,    which  re- 

reason  the  term  so  aptly  applies  to  the     lates    the    resuIts    of  recent 

comparative  tests. 

THE  RIC  WIL  COMPANY 
640  Guardian  Building 

1\  METHOD  1 


of  insulating  underground 
steam  and  hot-water 
pipes.  The  perfect  un 
derdrainage  and  the  qual 
ity  of  the  insulating  ma 
tci  tal  used  tell  the  story 
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PUBLISHED  IN  THE  INTEREST  OF 
BETTER  SHEET  METAL 


Oct.  1916 


8500  SQUARE  YDS. 
TONCAN  METAL 
LATH  USED 

Dallas   City   Hall  is  Built  to  Resist 
Destruction  by  Fire  and 
Corrosion 

To  combat  the  severe  corrosive  in- 
fluences existing  in  sonic  plasters,  the  ar- 
chitects,  specified  Toncan  Metal  Expand- 
ed Lath  lor  the  Dallas  City  Hall.  8500 
square  yards  were  used. 

As  indispensable  as  Metal  Lath  is  for 
modern  fireproof  construction,  its  use- 
fulness would  be  diminished  if  durable 
sheet  metal  like  Toncan  Metal  were  not 
available. 

Toncan  Metal  Lath  has  a  small,  neat 
"diamond  mesh"  with  a  narrow  strand 
which  permits  the  plaster  to  clinch  over 
the  strand  on  the  back.  The  plaster  slab, 
therefore,  completely  encases  the  lath 
and  is  rigidly  reinforced  by  it,  making  it 
ten  times  as  strong  as  plaster  applied  on 
wood  lath  or  on  a  tile  or  brick  wall.  The 
lath  comes  in  sheets  measuring  18  by  96 
inches,  which  size  has  been  adopted  as 
standard. 

Toncan  Metal  Lath    is    fire-resistant,  ' 
sanitary,  vermin-proof,  sound-proof  and 
easily  applied.    It  is  used  for  both,  in- 
terior work  and  stucco  construction. 


Get  Yours  ! 

Ask  the  Pedlar  People,  Limited,  Osha- 
wa,  Ont.  (Canadian  Distributors),  for  a 
copy  of  "Corrosion — The  Cause — The  Ef- 
fect— The  Remedy." 


Are  Your  Specifications 
Substitute  -  Proof  ? 

Are  you  sure  that  the  material  you  specify  on  your  various  building  pro- 
jects is  actually  furnished? 

Inferior  sheet  metal  is  the  easiest  thing  in  the  world  to  get — especially 
when  you  don't  want  it.  The  safest  way  is  to  specify  by  name,  as  for 
example —  J  Ml-IL 

CORROSION-RESISTING 

SHEETS,  ROOFING,  VENTILATORS,  TANKS,  ETC. 

Toncan  Metal  will  outlast  any  other  sheet  metal  made  from  iron  ore.  And 
it  is  moderate  in  cost. 

Write  for  "Corrosion    The  Cause— The  Effect— The  Remedy" 

THE  PEDLAR  PEOPLE  LTD.,OSHAWA,ONT. 

Canadian  Distributers 

THE  STARK  ROLLING  MILL  CO.,  CANTON,  OHIO. 

Sole  Makers 


DALLAS  CITY  HALL,  DALLAS.  TEXAS 


Answers  to  Questions 

g_  j  W—  No  commercial  sheet  metal  is 
100  per  cent.  pure.  Toncan  Metal  is  as 
near  100  per  cent,  pure  as  it  is  possible 
to  make  commercial  sheet  metal  from 
iron  ore.  An  infinitesimal  amount  of  cer- 
tain impurities  are  essential  to  give  the 
material  strength,  ductility  and  other 
necessary  properties. 

R.  S.  G.— Toncan  Metal  Sheets  are 
identified  by  the  well-known  double  dia- 
mond stencil  in  red.  On  Toncan  Metal 
Eaves  Trough.  Conductor  Pipe,  Elbows, 
Shoes,  Mitres  and  Cut-Offs  the  trade- 
mark is  also  stamped  into  the  metal. 

B.  L.  N.— You  can  avoid  the  danger  of 
receiving  lighter  than  28  gauge  roofing 
by  specifying    Toncan    Metal,  because 


Toncan  Metal  is  not  made  lighter  than 
28  gauge  Galvanized  and  26  gauge  Paint- 
ed or  Black. 


Quoth  the 
Corrosion  Devil 

All's  not  Galvanized 
Toncan  Metal  that 
glitters.  Look  for  the 
Toncan  Metal  trade 
mark  on  each  sheet 
and  piece. 
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Durability 
Accuracy 

Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sires 
%  inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


Los  Angeles 
San  Francisco 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 

347  Adelaide  St.  West       -  Toronto 


ino  Materials 


Good  Profits  Here-Wake  Up ! 

M-R-Co.  Goods  are  "  Right 
on  the  Job." 

There  are  immense  possibilities  for  the 
Building  Trades  in  Metallic  Shingles  and 
Metallic  Ceilings.  They  are  quick  for 
repair  jobs.  They  are  durable,  neat 
and  fireproof  and  there  isno."come  back. 

The  "Quality  House"  is  Safest-  Think  of 
Safety  First 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


Art  M  nrcll 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 

WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 

of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

625  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Well.  &  Gray) 


President 


Phone  Main  102 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


STANDARD  STEEL 


Beams  Channels 

^•S*  CONSTRUCTION  CO. 


Reinforcing  Bar. 

"Self-Sentering" 

Corrugated 
Sheeting 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market 
Office-M  4515-M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand,  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  st.,  North  Toronto 


Phones,  Office  North 


\  664 
t  665 


Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


WOODEN  PIPE 


Wire  wound  wood  stave  pipe,  2  in.  to  24  in.  diameter.  Con- 
tinuous wood  stave  pipe,  any  diameter  required. 

CANADIAN  PIPE  CO.,  LIMITED 

Established  1904  New  Factory  Erected  1910 

Equipped  with  the  most  up-to-date  machinery.  Every 
machine  driven  by  a  separate  electric  motor.  Satisfaction 
Guaranteed. 

Office  and  Factory— 550  Pacific  St.,  VANCOUVER,  B.C. 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring:  Bollards  for  both  Concrete  and  Wooden  Docks 
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Used  Exclusively  in 


CARBIC  FLARE  LIGHTS 


Eliminates  WASTE,  IS  SAFE  and  SURE.  Positively  not  affected  by 
atmospheric  moisture.    Easiest  and  quickest  to  use. 

The  CARBIC  FLARE  LIGHT  is  the  MOST  POSITIVE  Flare  Light  in 
Canada  to-day— it  is  being  proven  every  day. 

CONTRACTORS  are  the  best  practical  judges  of  flare  lights, 
and  the  many  REPEAT  ORDERS  received  is  the  highest 
recommend  possible. 

The  class  of  Contractors,  Corporations,  and  Industrial  Firms  using  CARBIC 
FLARE  LIGHTS  is  our  best  advertisement. 


A  Free  Trial  Awaits  You. 


Catalogues  for  the  asking. 


W.  L.  FOSTER 


\QjyZ       Carbic  Flare  Lights,  Cakes  Welding  and  Houselighting  Plants  and  Accessories 

roi%HT 


8  Lombard  Street  TORONTO 

Agents:         IVIONTREAL,  QUE.         WINNIPEG,  IVIAN. 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIMB,  AND  BRICK 
Cement  — delivered  in  5  barrel  lots,  $1.S5  per  bbl. ; 
with  t-asK,  $-'25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime -grey  3Sc.  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick— No.  1  dry  pressed  red  brick  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
•tock  brick.  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $0.50;  "Tapestry"  brick, 
imported.  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $1S  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M. ;  No.  2,  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52.  buff  $2.8,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 
Crushed  stone— 2  in..  $1.20;  1-in.,  $1.25;  ^-in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand— for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22;  IS  ft..  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  10-iri.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  by 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto,  $32;  pine  trim  4-in.  casing,  $1.75  per 
100  ft.;  5-in.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25;  4-in.  pine,  window  stool,  $2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clean  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14  14  x  16,  $38.00;  10  x  16, 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra,;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars — $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3.50;  small  sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3.50  per  100  lbs.; 
Ya,  in.,  6/16  in.  and  H  in.,  $3.50  per  100  lbs. ; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemcr  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots, 
f.o.b.  Toronto;  4-in.  $34  per  net  ton;  6-in. 
to  12  in.  $33;  12-in.  up  $32.50,  with  $1  extra 
for  gas  pipe 

SEWER  PIPE 
Sewer  Pipe  -Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil— in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal.;  red  lead, 
dry.  $14  per  100  lbs.;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-Ib.  drums,  $3.85;  putty 
in  25  1b.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
80c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.00  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton ;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $15; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic,  No.  2,  $13; 

buff  (smooth),  $21;  buff  (rough),  $20;  plastic 
$9.  Dominion  silicate,  1st  quality,  $13;  sec- 
ond quality,  $10.50;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c ;  15-in. 
60c ;  18-in.  74c.  Reinforced,  18-in.  90c ;  21-"' 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  5^-in.  $1.65;  H-in., 

$1.75  per  ton,  delivered. 
Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel— $1.20  per  ton  f.o.b.  cars. 

STEEL'  AND  IRON 
Steel  angles— 3  in.  x  3  in.  and  up,  $3.75;  1  in. 
x  1  in.  x  H  >n.,  25c  extra;  M  in.  x  X  in. 
x   '4   in.  50c  extra.     Boiler  plates—  54  in. 

thick  and  thicker,  $4.75.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$5.00;  under  30  in.  dimension,  $5.25.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gaugt, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal.  * 
SEWER  PIPE 
Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2y2  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.       Plaster  of 
Paris— $2.35  per  bbl.     Rope— Best  Manilla, 

21J^c  basis  per  pound;  British  manilla,  llyic 
basis;  sisal  rope,  15c  basis;  lath  yarn  15 
cents.  Boiled  linseed  oil — in  barrels  8Sj4c 
per  gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
87c  per  gal.  . 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.    1   dry   pressed,   red   and   buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,  $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
54-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.S5  per  cu.  yd. 

Gravel — Per  yard,   delivered,  $1.85. 

Crushed  Granite — iy2  and  2-in.,  $2.65;  54-in.  and 
1-in.,  $2.90;   H-in.  and  dust,  $3.20. 
LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar) — 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  x  12,  8  x  12,  $39;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
x  16.  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  554-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round   bars,   $2.35   per   100   lbs. ;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,  car  load  lots, 
f.o.b.   Winnipeg,  $38  per  ton. 

(Continued  on  page  58) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

LIMITED 

BAR  STEEL 


Warehouse  Stock*  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT 


WIRE  NAILS  -  —  WIRE  PRODUCTS 

Sewer 
Pipes 

High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 
ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :   St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 


Sale*  Office*  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Office* : 

SYDNEY,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MA TERIALS— continued. 


(Continued  fiom  page  56) 
SEWER  PIPE 
Sewer  Pipe —  Wholesale  prices  f.  o.  b.  Winnipeg, 
per  (I..  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  0  in.,  18)4  cents;  8  in.,  30  cents; 
9  in.  35  cents;  10  in.,  40  cents;  12  in.,  60 
cents;  15  in..  75  cents;  IS  in.,  $1.00;  20  in., 
$1  50;  24  in..  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15  50  per  ton;  Hammer  Brand,  $3.75  per 
1>M  .   in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils— White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT.  LIME,  AND  BRICK 

Cement — Grey  Portland,  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton,  sacks  extra ;  fine  white,  $7.50  per  bbl.  of 
300    lbs.;    superfine,    white,   $9.50   per  bbl.; 

white  Portland  cement,  $2.45  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 

Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick;  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand— Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.S5  per  yard  delivered. 

LUMBER   (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
10  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 28  gauge,  $7.25  per  100  lbs. 

Corrugated  iron — 20  gauge,  6,  7  and  8  ft.  sheets 
$0.05,  5,  9  and  10  ft.  sheets,  $0.80  per  square. 
Black  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  V2'/2c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft. ;  10-in.,  40c  ft. ;  12-in.,  50c  ft. ;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver,  bags  extra. 

Hydrated  lime — $14.00  in  car  lots. 

Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade, 
14}4c  basis;  sisal  rope,  12% c  basis. 

PAINTS  AND  OILS 

Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.40  per  100  lbs. 
Boiled  linseed  oil — In  bbls.,  95c  to  $1  per  gal.  of 
9  lbs. 

Raw  linseed  oil — In  bbls.,  $1.00  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


CARTER'S 

DRY 

Red  Lead  Orange  Lead  Litharge 

What  are  your  requirements  for  Dry  Red  Lead,  Orange  Lead  or  Litharge?  We  are  offering  you  a  Canadian  made 
product  manufactured  by  a  Canadian  Company. 

The  best  quality  of  Red  Lead,  Orange  Lead  or  Litharge  can  be  procured  right  here  in  Canada  at  the  most  favorable 
prices.  The  highest  standards  are  strictly  observed  and  your  requirements  can  be  filled  completely  without  any  delay, 
and  to  your  entire  satisfaction. 

We  manufacture  special  Red  Lead  and  Litharge  for  Color  Makers,  Rubber  Makers,  and  Varnish  Makers,  and  are  also 
manufacturers  of  Oxides,  specially  suited  to  Potters  and  Storage  Battery  Makers. 

Do  not  let  this  opportunity  go  by  but  drop  us  a  line  and  ask  us  for  our  prices  and  further  information  regarding  our 
products. 

The  Carter  White  Lead  Company  of  Canada.  Limited 

91  Delorimer  Ave.,  Montreal 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 


"Meaford"  Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "  Meaford "  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces :  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.   Nicholas  Street,   Montreal,  Que. 

Manitoba  and  Alberta:  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man.;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

British  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


Built  for  C.  P.R.Mont  real 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables. Building  and  Structural  Material. 

"  Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:  — 
Bridgeburg,  Ontario,  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 

SHOPS:— Bridgeburg.  Ont. 

Chicago,  111.  Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U.S.  Letter*  Patent 

Toronto       -  Canada 


CO 
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Engineers 

Special 
Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

WUHl    Chipman.     Geo.    H.  Power. 


BRYAN  PONTIFEX 

Chartered  Accountant. 
SPECIALTY 
MANUFACTURERS'  AND 
CONTRACTORS'  ACCOUNTS 

Excelsior  Life  Bldg.,  Toronto 


Power  &  Son, 

Architects  and  Building  Surveyors 

Mrrrhant*  Hank  Chambers, 

Kingston.  Canada 


CanadianInspection& 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

Head  Office  MONTRFAI 
a°d  Main   Laboratories:    mUW  1  RtAL 

Branch    Offices   and    Laboratories — 
TORONTO,  WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


HADDIN  &  MILES 

LIMITED 

( Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG  CALGARY 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 

Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 


Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt. 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories: 
McGill  Building,      •  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Woiks: 

Main  H04  MOB  62  Esplanade   E.,  Toronto 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATE  M  TO       SECURED  OR  OUR 
"H  I  EH  I  0         FEES  RETURNED 

ISeing  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 

Reg.  Patent  Attorneys  Ottawa,  Canada 


ANGLINS 

M  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WORK. 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


Crushed 
Stone 

BRICK 


Cut 

Stone 

SAND 

T.  A.  Morrison  &  Co.,  2%&JT^t 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton. 

Toronto 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  Weit, 
MONTREAL 

BRANCH  OFFICES: 
'.'4  Adelaide  Street  East,  Toronto. 
707   Union  Trust   Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago:  Glasgow  and  London.  Eng. 
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McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  HUlcrest  1614-1616-1*16 
Private  exchange  connecting  all  departments 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     *'         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  lildg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


STRUCTURAL  STEEL 


BRIDGES 


We  have  the  organization  to  plan 
and  execute  a  steel  construction  to 
give  that  lasting  satisfaction  ex- 
pected from  the  best. 

Write  us  for  an  estimate  on  your 
work. 


We  also  make  Steel  Tanks 
for  all  purposes. 


MacKinnon,  Holmes  &  Company,  Limited 

SHERBROOKE,      -  QUEBEC 
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ASK  YOUR  DEALER  or  Send  to  Us  for  New  Catalog 

Forges     Hand  and  Power  Blowers 
Drills      Punches  and  Shears 
Pumps     Combination  Woodworkers 
Fan  System  Apparatus  of  All  Kinds 

Canadian  Blower  &  Forge  Co.,  Limited 

Factory  and  Main  Office: 

KITCHENER      -  ONTARIO 

(Formerly  BERLIN,  ONT.) 

St.  John  Montreal  Toronto  Winnipeg  Vancouver 

Extension  Service  Boxes 

Arch  and  Minneapolis  Patterns 


We  want  you  to  look  into  the  improvements  as  carried 
out  in  our  Extension  Service  Boxes.  Both  types  are 
absolutely  dirt-proof  and  also  trouble-proof.  We  have 
overcome  all  previous  faults  of  our  own  and  other  service 
boxes  and  offer  our  present  models  with  perfect  confi- 
dence in  their  being  the  best  on  the  market. 

We  also  make  a  complete  line  of  waterworks,  gas 
works  and  plumbing  brass  goods.  All  tested  under  200 
lbs.  hydraulic  pressure  and  fully  guaranteed. 

Send  for  Catalogue  and  Prices 

H.  Mueller  Mfg.  Co.  Limited 

Sarnia  -:-  Ontario 

D-22000 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


I  Ml  TED 


VALVE  HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 


by  John  Watson 
liihed  in  loll  at  the  University  Pi 


Pub- 
Cambridge,  Eng- 


British  &  Foreign  Building  Stones 
liihed  in  1911  at  the  Universit 
land.     483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  .McGraw-Hill  Book  Co. 
223  pages,  illustrated;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Book  Company.  279  pages, 
illustrated.     Pride  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

Handbook  for  Highway  Engineers,  by  Wilson  G.  Harger  and 
Edmund  A.  Bonney.  Second  Edition  just  published  by 
McGraw-Hill  Book  Company.    609  pages.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 


Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.    213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum.  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  266  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  1S6  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Flinn,  Robert  Spurr 

Weston  and   Clinton   Lathrop   Bogert.  Just  published  by 

McGraw-Hill  Book  Company.  824  pages,  illustrated. 
Price  $6.00. 
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Increase  Your  Efficiency 

in  Wire  Rope  Service 

By  ordering  "Made  in  Canada"  Rope 
from  our  Warehouses  in 

Montreal  and  St.  Catharines 

The  DOMINION  WIRE  ROPE  CO.,  Limited,  MONTREAL 


"  Marion" 


Steam 
Shovels  & 
Ditchers 


We  supply  "Marion" 
Shovels  for  all  classes 
of  work — to  Railroads 
—  Mines  —  Contrac- 
tors. — All  sizes. — All 
styles. 


"  Industrial  "  Cranes 
are  the  most  efficient 
manufactured.  If  you 
wish  "Reliability" — 
instal  an  "Industrial 
Works." 


M  Napanee  " 


"  Ransome  " 


'Industrial  Works" 

Locomotive 
Coaling  & 
Wrecking 
Cranes 


Hoisting  Engines     Concrete  Mixers 

F.  H.  HOPKINS  &  CO.,  Montreal 

Branch:— St.  Catharines,  Ont. 
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Wood  Stave  Pipe  and  Tanks 

Wire  Wound  and  Continuous  Wood  Stave  Pipe, 
Wooden  Tanks  and  Silos 

MADE   FROM   BRITISH   COLUMBIA  FIR 


46  in.  Diameter  Continuous  Wood  Stave  Pipe  Installed  by  us  for  the  Hydro-Electric  Power  Commission  of  Ontario 
Wood  Pipe  and  Tanks  made  in  all  sizes — for  Municipal,  Mining,  Irrigation  and  Power  Purposes 

Write  for  Illustrated  Literature  and  Prices 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

Established  1903  1551  Granville  Street  VANCOUVER,  B.C. 
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SACKVILLE  FREESTONE 

This  stone  is  a 
permanently  at- 
tractive  material 
for  all  classes  of 
buildings. 

Block  Stone 
Head  Sills 
Dimensions 
Random 
Shoddy 
Stone  Sawing 

SACKVILLE  FREESTONE  COMPANY,  LIMITED,  SAC™E' 

Toronto  Agent:  A.  W.  STEWARD,  BUILDERS'  EXCHANGE 


"BEATTY" 

Hoisting  Engines, 
Clamshell  Buckets, 
Steel  Derricks, 
Derrick  Irons, 
Dipper  Dredges, 
Hydraulic  Dredges, 
Centrifugal  Pumps. 

Catalog  describing  above  on  request. 
Your  inquiries  wil  be  answered  quickly. 

,,,  ,    ,    .  „  .  ,  .....    „„   ..„„..,      ...  Utilize  our  50  years' experience  in  this  field. 

Work  of  this  kind  calls  for  dependability—  Beatty    Hoists  furnish  it.  *  r 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLAVT  17»)  St.  James  Street,  Montreal, Que.        —Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

E  LEONARD  &  SON'S   8t»  John,  N.  B.  KELLY-PO~WELL,  LTD  MoArthur  Bldg.  Wtnnipep.Man. 
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The  Merchant  who  orders  Fruit  Jar  Rings,  the  Contractor  who  requires  Belting, 
the  Architect  who  uses  Tiling  and  Matting,  or  the  Engineer  whose  Valves  and 
Pipes  need  Washers  and  Packings,  will  always  find  the  greatest  satisfaction  when 
selections  are  made  from  the  Dominion  Rubber  System  products,  because, 

THE  QUALITY  is  dependable,  and  meets  every 
possible  requirement. 


THE  VARIETY  is  wide  enough  to  satisfy  every 
possible  demand. 

THE  VALUE,  no  matter  what  the  price  or  article, 
is  the  best  within  reach. 

THE  SERVICE  is  prompt  and  satisfactory,  and 
there  is  no  occasion  for  disappointment. 


Back  of  all  is  the  broad  policy  of  the  Dominion  Rubber  System  to  serve  and 
please  under  all  circumstances. 


Write  to  our  nearest  Branch  or  direct  to  our  Head  Office 
for  Catalogue  and  Prices 


Canadian  Consolidated  Rubber  Co.,  Limited 

Head  office:  Montreal,  P.  Q. 


28  "Service"  Branches  Throughout  Canada 


4 


THE  CONTRACT  RECORD 


( )ctobef  18,  1916 


To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 


from 


Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 


Limited 


KEMPTVILLE 


ONTARIO 


"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 


N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,  Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating,  Steam  Turbines,  Tanks,  Water  Wheels,  Water 

Works  Plants 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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THE  HOME 

Is  the  very  foundation  of  our  National  Life.  To  make  Canadian  homes  all  they  should  be,  HEALTHFUL, 
COMFORTABLE,  COMPANIONABLE,  SERVICEABLE,  and  ATTRACTIVE,  demands  the  application 
of  all  the  knowledge  and  skill  in  regard  to  design,  materials  and  method  of  erection  which  architects,  build- 
ers and  manufacturers  possess. 

Our  racial  experience  has  proved  that  of  all  available  and  possible  materials  WOOD,  by  reason  of  its 
VITALITY,  RESILIENCE,  STRENGTH,  PLEASING  TEXTURE,  BEAUTY  of  COLOR  and  GRAIN, 
and  because  it  keeps  out  heat  and  cold,  stands  pre-eminent,  and  is  in  fact  indispensable  in  the  building  of  a 
home. 

Scientific  tests  as  well  as  long  experience,  have  demonstrated  that  British  Columbia  woods  are  unsur- 
passed for  structural  or  finish  work.  Investigations  have  shown  that  British  Columbia  contains  the  chief  sup- 
ply of  softwood  timber  in  the  British  Empire.  As  an  architect,  or  as  a  dealer  or  worker  in  Building  Materials 
you  will  want  to  inform  yourself  in  regard  to  these  woods,  which  within  ten  years  will  dominate  the  lumber 
markets  of  the  world. 

For  descriptive  bulletins,  and  samples,  address 

B.  C.  LUMBER  COMMISSIONER, 

Excelsior  Life  Building, 

TORONTO,  Ont. 

PREPARE  TO  SUPPLY  THE  INEVITABLE  DEMANDS  OF  YOUR 
CUSTOMERS  FOR  BRITISH  COLUMBIA  STRUCTURAL  AND 
FINISH    LUMBER,    SHINGLES,   DOORS   AND  FURNITURE 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS 

The  following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
quarter  page,  six  headings;  half  page,  twelve     headings;     full       page,    twenty-four  headings. 


Air  Compressors 

Can.  Ingeisoll-Rand  Co.,  Ltd 
Plait  lion  Woiks 


Aluminium 

Spielniann  Agencies  Regd 


Air  Hoists 

Canadian  Inttci -oil  Rand  Co. 
Northern   Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Good»  Co. 
McGregor   &  Mclntyre 

Architectural  Terra  Cotta 

Toronto  Plate  Glasi  Imp'tg.  Co. 

Ash  Hoista 

GUlil  &  Geoghegan 


Asphalt 

Aiphalt  &  Supply  Company 

Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 
Hopkins  &  Co..  F. 


Blowers  and  Compressora 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can..  Ltd..  B.  F 


Boilers 

Beatty  &  Sons,,  M. 

Inglii  Company,  John 

Marsh   &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brick 

Oriental  Brick  Company 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Buckets 

Beatty  &  Sons.  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan   &   Company,  John 


Brick  Machinery  and  Supplies 

Sheldons  Limited 


Bridges  (Steel) 

Canadian    Bridge  Company 
Can.  Chicago  Bridge  &.  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
Pittaburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  k  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 


Cable  Terminals 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 


Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

15.  C.  Lumber  Commissioner 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Rogers  Supply  Company 


Centrifugal  Pumps 

lioving  Hydraulic  &  Engineering 
Company 

Canadian  Ingei -soil-Rand  Co. 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 


Coal  Chutes 

Manitoba   Bridge  &  Iron  Works 

Coal   Handling  Apparatus 

Beatty  &  Sons,  M. 

Cold    Storage  Insulation 

Armstrong  Cork  Company 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 

Blair,  B. 

Dominion   Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair.  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 
Anglins  Limited 
Gray  Construction  Co.,  John  V. 

Wells  &  Gray  Limited 

Contractors'  Lights 

Foster.  W.  L. 
Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Roving  Hydraulic  &  Engineering 
Company 

Can.  Fairbanks-Morse  Company 

Dake  Engine  Company 

Dominion  Road  Machinery  Co. 

Goodwin,   Barsby  &  Company 

Marsh  &  Henthorn 

Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Barsby  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 


Corrugated  Iron 

Metallic  Roofing 


Company 


Metallic  Koohng  Lomp 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 


Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada   Crushed  Stone  Corpora- 
tion 

Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 

Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 


Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Roving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   lngersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 


Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.  Co.,  Philip 


Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric   Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario   Wind   Engine   &  Pump 
Company 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 


Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 


Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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Concrete  Reinforcement  Bars 

Plain  Round  or  Square,  Twisted  Square 

Rail  Carbon  Steel 

Guaranteed  to  conform  to  the  Standard  Specifications  of  American  Society 

for  Testing  Materials. 

BARS  BENT  TO  SHAPE  FOR  BEAMS,  STIRRUPS,  Etc. 


Montreal  Aqueduct. 


Cook  Construction  Co.,  Ltd. 
General  Contractors. 


The  Aqueduct  extends  a  distance  of  about  30,800  feet  from  St.  Lawrence  River,  Highly 
Reinforced  Retaining  Walls  were  erected  over  the  entire  distance.  5,000  tons  of  BURLING- 
TON STEEL  BARS  were  supplied  for  this  work.  The  steel  consisted  of  Round  Bars  from 
l/2  in.  up  to        in.,  and  was  all  made  from  our  high  elastic  limit  RAIL  CARBON  STEEL. 

PROMPT  SHIPMENT 


Burlington  Steel  Co.,  Ltd. 


Hamilton 
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Fir*  Kactpct 

I 'mint  Wire  A  lion  Worki  Co. 
Manitoba  ltiidge  4  lion  Worki 
Mcllregor  &  Mclntyre 

F.tf  Poles 

Ontario  Wind  Kngine  &  Pump 
Company. 

Flooring  Material! 

Armstrong  Coi  k  Company 

Fuel  Economuers 

Stuilevant  I'o.  of  (.'an.,  Ltd.,  B.  F. 

Furnace! 

Smart  Mfg.  Company,  Jai. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldona  Limited 

Gai  Engine! 

GooldT  Shapley  &  Muir  Co. 

Gaioline  Engine! 

Hoving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 

Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 
Company. 

Glasi 

Comolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company. 

Hammer  Drilli 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can..  Ltd.,  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


High  Duty  Pumping  Engines 
Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 

Hcatty  &  Sons,  M. 

Canadian  Ingersoll-Rand  Co. 

Gillis  &  Geoghegan 

Goold,  Shapley  &  Muir  Co. 

London  Concrete  Machinery  Co. 

Marsh  &  Henthorn 

Mussens  Limited 

National  Equipment  Company 

Northern  Crane  Works 

Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 

Northern   Crane  Works 

Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American  Lead  Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 

Ornamental  Brick 

Oriental  Brick  Company 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Henderson  Co. 

Carter  White  Lead  Company 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian  Dolarway  Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


London  Tile  and  Sewer 
Pipe  Moulds 

Made  in  all  sizes  from  4  inches  to  1 0  feet 
in  diameter  and  in  lengths  and  designs  to 
meet  every  requirement. 

The  best  moulds  are  the  cheapest.  Write  for  catalogue  N.2B. 

jt^Dunn  Cement  Drain  Tile  Machine 

There  are  large  profits  in  the  Cement  Drain  Tile  Business.  We  make  three  sizes  of  ma- 
chines and  entire  equipment  for  tile  plants.    Send  for  Catalogue  No.  2. 

LONDON  POWER  DIAPHRAGM  PUMP^ 

This  Pump  will  do  as  much  work  as  8  men  can 
on  a  hand  operated  pump  at  a  cost  of  1  5c  per  day 
for  fuel. 

We  make  all  kinds  of  Contractors'  Pumps. 
Write  for  Catalogue  No.  4B. 

London  Concrete  Machinery  Co. 


LONDON,  ONT. 


Limited 


Branches  and  Agencies  in  every  large  city  in  Canada. 

World's  Largest  Manufacturers  of  Concrete  Machinery  and 
Cement  Working  Tools. 
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STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE    Is  to  add  Strength. 

STEEL  BARS    Are  used  in  Concrete  to  Reinforce. 

D  E  M  A  N  D—    Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK     Your  work  on  reinforcing  bars  rolled   from  material 

of  questionable  quality. 

FAVOR     US    With  an   opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 


LIMITED 


HAMILTON 


TORONTO 


MONTREAL  WINNIPEG 
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Pipe  and  Boiler  Covering* 

Dominion  Paint  Works 

Painta  (Budge  and  Structural  Iron 
and  Pipe  Coating) 
Paterson  Mfg.  Company 
Spiclmann  Agencies  (Rgd.) 

Pencils  (Lead) 

Amencan  Lead  Pencil  Company 

Perforated  Metala 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  4  Sona.  M. 
(.  anadian    Ingersoll-Rand  Co. 
Hopkins  it  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mtg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Iona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Works 

Keatty  &  Sons,  M. 

Boving  Hydiaulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
C  anadian   Fairbanks-Morse  Co. 
C  anadian  Ingersoll-Rand  Co. 
Cook.  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
Mi  Mougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Dominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 


Roofing  Material 

Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 


Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.    Lumber  Commissioner 


Shovels  (Steam) 
Iieatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.  C.  Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 


Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoi  nes  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 


Crushed  Stone  for  Macadam  Roads 


Macadam  Roads 
must  be  builtj 
of  a 

TOUGH 


STONE 


that  will  cement. 


WE  HAVE  IT. 


The  Hagersville  Contracting  Company,  Limited 

HAGERSVILLE,  ONT. 


 I!llllllll||||||||||||||||ll!ll!lllllllll!lllllllllll!!lllllllllll!llll!!lll^ 


October  18,  1916  THE   CONTRACT  RECORD 

CASHED  STojVe 

Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 


Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  No  dusting  away,  smooth  sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  of  Fluxphalte  and 
save  repair  bills. 

New  illustrated  booklet  on  request. 


SOLE  CARMAN  MEITg  F@RTHE  H1MC»  Mill  ©IL  €?»  Imtm 


BOARD  OF  TRADE  BUILDING  - 
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Solid  Steel  Window  Sash 


1  lie  most  popular  and  extensively  used  Steel  Sash  now  on  the  market,  absolutely  fireproof  and  weather  proof. 

I  he  design  of  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 
tage. 

Maximum  Daylight — No  Maintenance  Cost — Lower  Insurance  Rates. 

STEEL  and  RADIATION,  LIMITED 

Head  Office    Fraser  Avenue  TORONTO,  Ont. 


More  Work 

Fewer  Men 


With  our  light  port- 
able "PEERLESS" 
derrick  of  1800  lbs. 
capacity  you  can  ac- 
complish more  work 
with  fewer  men.  For 
brick  or  stone  laying 
this  derrick  will  do  the 
work  of  three  or  four 
hod  carriers.  For 
placing  light  stee 
work  it  is  idea 

Write 

for 
Catalog 


Don't  forget  that 
we  build  derricks 
of  all  sizes  and 
types.  Our  1,  2 
and  3  ton  stiff 
leg  derricks  are 
very  popular. 


National  Equipment  Co.,  Limited 

1  Wabash  Avenue,  Toronto 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 


Angles 


Channels 


67-6"x3I/4"x5/<i"-60'0" 
28-6"x3  V»  "xll/16"-60 '  0' 
40-6"x3  V»  "x8/4"-60 '  0" 
22-6"x3I/a"x3/4"-65'0" 


31-12"x30  lb.-60'0" 
83-16"x33  lb.-36'10^' 


Zees 

94-  3"  x  2-11/16"  x  1/4"  x  6.7  lbs.  -  54  0" 

95-  3-1/16"  x  2-3/4"x6/16"  x  8.6  lbs.  -  50  0" 


20-8" 
20-10 
13-6" 

19-  8 

20-  10 
15-11 

12-  11 
88-4" 

13-  8" 


Mild 

xl/4"-30'0" 
"xl/4"-30'0" 
x5/16"-10'0" 
x5/16"-20'0" 
x5/16"-30'0" 
"x5/16"-30'0" 
"x5/16"-20'0" 
I/4x5/16"-17'0" 
x3/8"-ll'10" 
x3/8"-30'0" 


Steel  Bars 


14-6"x7/16"-13 '  0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

5-12I/S"x5/8"-30'0" 

22-6I/£"xll/16"-33'0" 

5-7"xll/16"-20'0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


Reduce  Your  Hauling  Costs 

Ask  us  about  the  bargain  we  have  for  2 — 5  Ton 
Steam  Dumping  Trucks  in  Montreal  Stock. 


MUSSENS  LIMITED 


MONTREAL   QUE BEC— PRUNEAU  &  CO. 
WINNIPEG    TORONTO -H.  TURNBULL  &  CO. 
VANCOUVER  COBALT   H.  L.  USBORNE 


October  18,  1916 
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5000 


Famous  Heart  Shape  Mixers 


In  Use 


These  fa  mous 
heart-shape  mixers 
are  entirely  a  Can- 
adian proposition — 
the  capital  and  the 
firm.  They  are  un- 
excelled for  rapid 
and  thorough  mix- 
ing of  concrete. 


We  have  all  kinds 
of  contractors'  ma- 
chinery. Write  for 
catalogue. 


HOISTS 

We  can  save  you 
50  per  cent,  on  hoist- 
ing machinery.  Let 
us  demonstrate  this 
to  you  here  at  our 
warehouse.  Equipped 
with  gas,  steam,  or 
electric  power, 
mounted  on  skids  or 
trucks. 

Write  for  our  spe- 
cial offers. 


WETTLAUFER  BROS.,  LIMITED 

IMPROVED  CONCRETE  MACHINERY 
178  Spadina  Ave.,  TORONTO,  ONT. 

Branches— Montrea     Halifax,  Vancouver,  Winnipeg 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 

True  to  Size 
Impervious  to  Water 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining's 
Wall  Coping- 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


Meets  National  Paving 
Brick  Specifications 


Section  23  Specifications  for  vitrified  brick  pavements  and 
highways  of  the  National  Paving  Brick  Association  call 
for  expansion  joints  of  a  "prepared  bituminous  material  that 
will  remain  pliable  at  all  temperatures  to  which  it  may  be 
subjected  as  a  paving  filler."  It  must  be  "made  into  strips 
of  suitable  length,  depth  and  thickness"  and  "should  be  laid 
in  the  pavement  as  the  bricks  are  being  laid." 

ELASTITE  meets  every  requirement  in  a  manner  that  saves 
the  contractor  a  lot  of  money  on  every  job. 

WRITE  FOR  SAMPLE  AND  LITERATURE 

Address  Elastite  Department 

The  Philip  Carey  Company 


TORONTO 


MONTREAL 


H 
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Sltim  Enginei 

Sturtevant  Co.  of  Can.,  I. id..  B.  F. 

Steam  Turbinea 

McDougall  Caledonian  Iron  Wka. 
SlurtcTant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel 

Burlington  Steel  Company 
llopkina  St  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Bart 

Burlington  Steel  Company 
dominion  Iron  St  Steel  Co. 
Hopkins  4  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Pipe 
Can.  Chicago  Bridge  &  Iron  Wks. 

Steel    Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Steel  St  Radiation  Limited 

Stone 

Britnell  Sc  Company 
Ilagersville  Contracting  Co. 
Oakley  St  Son.  Geo. 
Rogera  Supply  Company 
Sackville   Freestone  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  it  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  St  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 

Standard  Steel  Construction  Co. 
Structural  Steel  Company 


Surveyors'  Instruments 
Heller  &  Brightly 

Swinging  Gears 

Dake  Tingine  Company 

Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
lnglis,  John 

Manitoba.  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,   Holmes  St  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillll  &  Geoghegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Gocld,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 


Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

White  Lead 

Carter  White  Lead  Company 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood   Pipe  &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company. 


For  Metal  Surfaces 

Bridges,  Boiler  Fronts,  Stacks,  Structural  Iron  Work,  Roofs,  Machin- 
ery Tools,  etc.  are  absolutely  protected  from  all  corrosive  influences  by 
the  use  of 

Anchor  B-H 

Graphite  Paint  and  Pure  Red  Lead 

The  ingredients  are  ground  to  extra  fineness — resulting  in  a  mixture 
which  is  easy  to  apply,  spreads  freely  and  provides  a  protective  coating 
of  extreme  durability.  They  may  be  ordered  in  paste  or  ready  mixed 
in  40  gallon  barrels  or  in  5,  \,  %  ot  %  gallon  cans. 


Write  for  folders  including  analysts  tests  and  quantity  prices. 


(  ktober  is,  L916 
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DOLARWAY  SURFACING 

will  put  the  Endurance  in  Pavement 


Dolarway  Surfacing  knocks  the  question  out  of  per- 
manent pavement — just  keep  it  on,  that's  all!  After 
the  concrete  is  down  ycftt  can  easily  eliminate  the 
high  cost  of  up-keep  by  keeping  "Dolarway"  on. 
No  matter  how  heavy  the  traffic  may  be,  nor  how 
changeable  the  climate  is,  Dolarway  meets  all  con- 
ditions in  a  satisfactory  manner. 


There  is  no  great  outlay  of  money  required  to  pre- 
pare this  wonderful  surfacing.  It  comes  in  liquid 
form  and  can  be  easily  and  quickly  heated  and 
spread  on  with  unskilled  labor.  Within  a  few  hours 
after  applying  your  roadway  is  ready  for  traffic. 
Dolarway  is  ideal  for  boulevards,  city  streets  and 
suburban  highways. 


Inexpensive  First  Cost 


For  further  particulars  write  to 


Inexpensive  Maintenance 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 


84  Sandwich  St.  Weit, 
WINDSOR,  ONTARIO 


"Made  in  Canada" 


uimnp 


'Made  in  Canada' 


f-acfiment 


THE  G  &  G  Telescopic  Hoist  Model  A  (illustrated)  is  sturdy  in 
construction,  speedy  in  operation — and  provides  for  safety  first 
at  ill  times.  Does  its  work  noiselessly,  conveniently,  and  requires  the 
services  of  but  one  man  for  the  entire  operation  of  ash  removal. 

Raises  load  at  guaranteed  speed  of  .'JO  feet  per  minute.  No  part  has  a  factor 
of  safety  less  than  eight  based  on  ultimate  strength  of  material  when  load 
of  500  lbs.  is  raised. 

The  patented  gear-shifting  device  automatically  throws  gears  out  of  mesh 
when  brake  lever  is  used  to  lower  load.  Thus  nothing  moves  when  lowering 
except  cable  drum,  and  the  hoisting  handle  does  not  revolve. 


Illustration  shows  how  hoist 
telescopes  when  not  in  use  and 
sidewalk  doors  may  be  closed 
flush  with  pavement. 


The  automatic  steady  pin  is  a  patented  device  which  holds  hoisting  head  rigid  B 

while  operator  turns  hoisting  handle.    The  band  brake  is  lined  with  a  special  B 

asbestos  wire-wove  brake  lining.  Every  hoist  is  subjected  to  thorough  work-  B 
ing  test  before  shipment. 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


Itl.ACK  BUILDING  SUPPLY 
CO.,  LTD.,  TORONTO. 
Agents  for  Ontario 

■muni 


VVM.  N.  O'NEIL  CO.,  LTD., 
VANCOUVER, 
Agents  for  British  Columbia 


&  S   II.  THOMPSON  &  CO. 
LTD.,  MONTREAL, 
Agents  for  Quebec 


W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan 
Alberta,  Winnipeg. 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  .... 

American  Lead  Pencil  Company  ...  18 

\merican  Well  Works    .r>5 

Anglins  Limited   60 

Armstrong  Cork  Company    fit 

Art  Stone  Company   60 

Asphalt  &  Supply  Company   11 

\ult  &  Wiborg  Company   59 

Barber  Asphalt  Company  

Barber.  Frank   60 

B.  C.  I. umber  Commissioner   5 

Bcatty  &  Sons,  Limited,  M   2 

Bird  &  Son   58 

Black  Building  Supply  Company  ...  15 

Blair  Company,  B  

Boving    Hydraulic    &  Engineering 

Company   18 

Brandram-Henderson  Co   1-1 

Britnell  Company,  Limited   54 

Burlington  Steel  Company   7 

• 

Canada  Crushed  Stone  Corporation. .  11 

Canada  Iron  Foundries  Limited  ...  54 

<  anada  Wire  &  Iron  Goods  Co.  ...  59 

Canadian  Billings  &  Spencer   20 

Canadian  Blower  and  Forge  Co.  ...  62 
Canadian  Chicago  Bridge    &  Iron 

Works   59 

Canadian  Consolidated  Rubber  Co.  . .  3 

Canadian  Dolarway  Paving  Co   15 

Canadian  Ingersoll-Rand  Co   19 

Canadian    Inspection    and  Testing 

Laboratories    60 

I  anadian  Office  School  Furniture  Co. 

Canadian  Pipe  Company,  Limited  . .  54 

Carey  Company,  Philip   13 

Carter  White  Lead  Co  

Chipman  &  Power   60 

Conduits  Company,  Limited   59 

Cook,  A.  D.   52 

Crushed  Stone,  Limited   54 

Dake  Engine  Company   51 

Darling  Bros   55 

Dennis  Wire  &  Iron  Company   ...  55 

DesMoines  Bridge  &  Iron  Works.  61 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   60 

Dominion  Iron  &  Steel  Company  ...  57 

Dominion  Paint  Works  

Dominion  Sewer  Pipe  Company  ...  13 

Dominion  Wire  Rope  Co  ., .  64 

Dunlop  Tire  &  Rubber  Company  . .  . 
Dunn  Wire-Cut-Lug  Brick  Co  


Elk  Fire  Brick  Company 


Foster,  W.  L. 
Fraser,  W.  . . 


13 


Gartshore,  John  J  

Gartshore-Thompson  Pipe  &  Foun- 
dry Company  

Gent  Company  

Gillis  &  Geoghegan  

Goodwin-Barsby  Company   

Goold,  Shapley  &  Muir  Company  . . 
Gray  Construction  Co.,  John  V. 


15 


59 


Haddin  &  Miles   60 

Hagersville  Contracting  Company  . .  10 

Heller  &  Brightly   51 

Hopkins  &  Company,  F.  H.   64 

Hunt  &  Company,  Robert  W   60 


Ideal  Concrete  Machinery  Company 
Inglis  Company,  John   47 


Kerr  Engine  Company,  Limited  ...  63 

Lea,  R.  S   60 

London  Concrete  Machinery  Co.  ...  8 

Luxfer  Prism  Company  


MacKinnon  Holmes  &  Company  . . . 

Manitoba  Bridge  Works  Co  

Maritime  Bridge  Works  Co   12 

Marsh  &  Henthorn,  Limited   51 

McAvity  &  Sons,  T   48 

McDougall  Caledonian  Iron  Works 

Company   4 

McGregor  &  Mclntyre   61 

Meaford  Wheelbarrow  Company  . . 

Metallic  Roofing  Company   53 

Miller  &  Company,  Geo.  M  

Morrison  &  Co.,  T.  A   60 

Mueller  Mfg.  Company,  H  „ 

Mussens  Limited   12 


National  Equipment  Co   12 

National  Iron  Works   50 

National  Steel  Car  Company  

Neptune  Meter  Company   53 

Noble,  Clarence  W   18 

Northern  Crane  Works    52 

Nova  Scotia  Steel  &  Coal  Co  


Oriental  Brick  Company  .........  55 

Ormsby  Company,  A.  B  

Ontario  Sewer  Pipe  Co  

Ontario  Wind  Engine  &  Pump  Co.  53 


Pacific  Coast  Pipe  Company  . .  . 
_ .     Paterson  Mfg.  Company  .  f,   . .  . 


Pedlar  People  

51     Pelletier  &  Fils,  Edouard  

Pittsburgh-Des  Moines  Steel  Co... 

Piatt  Iron  Works  

Pontifex,  Bryan  

Power  &  Son  


1 

4!) 


01 
51 
60, 
60 


Prest-O-Lite  Company 


Quinlan  &  Robertson 


Radigan  &  Company,  John  

Reid  &  Brown   GO 

Ric-wiL  Underground   Pipe  Cover- 
ing Company  

Rogers  Limited,  Alfred  

Rogers  &  Company,  F  

Rogers  Supply  Company  


Sackville  Freestone  Company  

Sheldons  Limited  

Shipman  &  Co.,  Harold  C  

Smart  Mfg.  Company,  James  

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  . .  . 
Standard  Steel  Construction  Co.  . . . 
Standard  Underground  Cable  Co.  of 

Canada     

Stark  Rolling  Mill  Company  

Steel  Co.  of  Canada,  Limited  

Steel  &  Radiation  

Structural  Steel  Company   

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F. 


59 
60 
50 


54 


9 
12 
54 
48 


Tiffin  Wagon  Company    ... 

Toch  Bros   ...   ...    50 

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   50 

Turnbull  Elevator  Company  

Vancouver  Wrood  Pipe  &  Tank  Co.  55 


Waterous  Engine  Works  Co. 

Wells  &  Gray,  Limited  

Wettlaufer  Bros  , 

Wilson  &  Son,  C  

Wynne-Roberts,  R.  O  


20 
17 
13 
51 
60 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterprise 
ing  enough  to  spend  money  and  time  to  get  in  touch  with  you. 


October  18,  1916 
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WELLS  and  GRAY,  LIMITED 

ENGINEERS  AND  CONTRACTORS 

IN  SPITE  OF  THE  WAR  and  all  its  evil  effects  on  the 
country  in  general  and  the  building  trade  in  particular,  we  have 
had  two  fairly  successful  years.     We  have  handled  work  totalling 

in  value  One  and  One  Third  Million  Dollars. 

Some  of  our  Largest  Work  has  been  as  follows: 

Large  Extensions  to  Ford  Motor  Plant,  Ford,  Ont. 
New  Plant  for  Dominion  Stamping  Co.,  Walkerville,  Ont. 
Yonge  Street  Subway,  North  Toronto 
Swift  Canadian  Office  Bldg.,  West  Toronto 
Large  Extension  to  Chatham  Packing  Co.  Plant,  Chatham,  Ont. 
Large  Factory  Bldg.  for  American  Pad  and  Textile  Co.,  Chatham,  Ont. 

Two  Large  School  Bldgs.,  Windsor,  Ont. 
Reinforced  Concrete  Storage  Bldg.,  for  Harris  Abbatoir,  West  Toronto. 
C.  P.  R.  Station,  Freight  Sheds,  etc.,  Camp  Borden 
Peters  Cartridge  Co.  Factory  and  Power  House,  Cincinnati,  Ohio 
Large  Modern  Dairy  Bldg.  and  Barns  for  Walker  Sons,  Walkerville,  Ont. 

Smaller  Buildings  for 

Detroit  Lubricator  Co.,  Walkerville,  Ont.  Kelsey  Wheel  Co.,  Wiodsor,  Ont. 

Canadian  Pacific  R.  R.,  Ypres,  Ont.  Dominion  Stamping  Co.,  Walkerville,  Ont. 

W.  R.  Campbell,  Walkerville,  Ont. 
Hydro  Electric  Power  Commission  at  Dundas,  Niagara  Falls,  Petrolea,  Milverton,  Palmer  stcn,  Chesley  etc. 


For  Estimates  and  Information  of  all  kinds  address 

WELLS  and  GRAY,  LIMITED 

Branch  Office  :  Bank  of  Commerce  Bldg.,  WINDSOR,  ONT. 


247  Confederation  Life  Bldg. 
TORONTO,  ONT. 
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SMOOTHXliSS     and  ease 
of    writing- ,    an  entire 

absence  of  scfatchihess,  a  standard 
uniformity,  a  strong  non-hreaking  lead, 
long  life,  these  are  hut  a  few  of  the  quali- 
ties that  distinguish  the  famous 

"Venus 

10«  PENCIL 

IF  yon  want  a  heavy  soft  lead, 
it's  read)-.     If  you  want  a 

thin  delicate  line  you  can  have  it. 
The  IT  degrees  of  Venus,  from  6B  soft- 
est to  9H  hardest  satisfy  every  need. 

The  hard  and  medium  Venus  copying  and  the 
Venus  erasers  are  also  of  extraordinary  excellence. 
Insist  on  Venus  with  the  distinctive  Venus  water 
mark  finish.     At  all  dealers. 

American  Lead  Pencil  Go. 

236  Fifth  Avenue,  NEW  YORK 

and   Clapton,   London,  England 


Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


We  Manufacture 
Water  Wheels,     Hydraulic  Governors, 
Centrifugal  Pumps,       Mill  Machinery 
Fly- Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


A  TEST 


Take  two  bundles  of  metal  lath,  one  of  the  ordinary  kind,  and  one  of 


COPPERI  * 
ALLOY 


Throw  them  both  off  a  wagon,  letting  each  bundle  strike  on  its  corner.  The  corner  of  the 
ordinary  la.th  will  crumple  up.  The  corner  of  the  Herringbone  bundle,  consisting  of  twenty  sel- 
vage strips  wired  together,  will  not  be  affected. 

Now  let  a  lather,  paid  by  piece  work,  erect  each  bundle.  He  will  lap  the  sides  of  the  ordinary 
lath  three  inches  in  order  to  cover  the  damaged  corner.    The  Herringbone  lath  will  cover, 

yard  for  yard,  just  as  it  is  invoiced. 

This  one  feature  alone  justifies  the  trifling  increase  in  the  cost  of  Herringbone  lath.  The 
copper  alloy  feature,  which  eliminates  the  corrosion  danger,  is  free. 

The  Herringbone  rib  and  twisted  filament,  which  saves  plaster,  and  the  Herringbone  superior 
rigidity,  which  saves  studs, — these  are  profit. 

Clarence  W.  Noble         -         General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 


October  18,  i9i6 
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The 

"Little  Tugger" 
Hoist 

A  powerful  little  labor  and  time  saver. 

On  structural  work  it  is  most  handy  in 
raising  and  lowering  materials. 

Contractors  use  the  "Little  Tugger"  in 
laying  heavy  pipe  and  in  general  trench 
work. 

Hang  it  anywhere — on  a  ceiling,  col- 
umn, wall,  arm  or  floor. 
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Standard  Turnbuckles 


Made  in  Canada 

All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 

Welland,  Ontario 


ELEVATORS 


For  Sand,  Stone,  Gravel,  Ore,  Etc. 

Handle  your  rough  and  abrasive  materials  with  WATER- 
OUS  STEEL  BUCKET  ELEVATORS  AND  CON- 
VEYORS to  save  time  and  money. 

They  are  built  in  sizes  up  to  600  tons  per  hour  capacity. 
If  your  needs  are  special  we  can  give  you  expert  advice 
and  special  equipment  to  cover  them. 

( )ur  standard  equipments  cover  practically   every  re- 
quirement. 

We  have  a  Catalog  for  Contractors 
and  Builders  that  you  will  find 
helpful.    May  we  send  it? 

The  Waterous  Engine  Co.,  Ltd. 

Brantford       -  Canada 
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Inventory  of  Man  Power 

TH E  .Canadian  Government  is  at  last  moving 
slowly  in  the  matter  both  of  an  inventory  of 
our  man-power  and  of  the  conservation  of  our 
financial  resources,  and,  inasmuch  as  we  have 
seen  no  reason  to  change  our  viewpoint  of  many 
months  ago,  it  is  gratifying  to  note  that  it  is  fol- 
lowing along  lines  entirely  identical  with  those  urged 
time  and  again,  to  the  best  of  our  ability,  in  tbese 
pages.  For  example,  it  is  announced  by  Sir  Thomas 
I  . lit  that  an  "inventory  of  man-power"  will  be  taken 
— a  term  used  for  the  first  time,  we  believe,  in  the 
(  ontract  Record  when,  on  various  occasions,  we  urged 
this  as  the  right  line  of  action  for  the  government  to 
follow.  « 

It  is  also  equally  gratifying  to  note  that  the  de- 
partment of  finance  will  shortly  make  public  the.  de- 
tails of  a  plan  of  encouraging  savings  by  offering 
greater  inducements  to  invest  small  amounts  which 


will  also  yield  higher  interest  returns.  Several  moriths 
ago  we  pointed  to  the  futility  of  our  government  sav- 
ings departments  and  our  chartered  banks,  with  their 
3  per  cent,  interest,  as  any  real  inducement  to  the  work- 
ing man,  and  we  urged  at  that  time  that  the  govern- 
ment may  well  increase  their  rate  of  interest  so  that 
the  small  investors  would  thereby  be  induced  to  save 
their  money,  and,  in  so  doing,  prepare  to  participate 
in  such  issues  as  the  recent  Dominion  loans.  Splendid 
as  has  been  the  response  to  these  issues  it  cannot  be 
overlooked  that  the  support  comes  almost  entirely  from 
the  "saving"  class  and  scarcely  at  all  from  the  mass 
1  if  w  orking  men  and  women  who,  though  to-day  more 
prosperous  than  ever  before,  are  in  reality  more  im- 
provident. In  our  editorial  of  January  5,  this  year, 
for  example,  we  said  on  this  point :  "We  suggest  that 
the  government  take  steps  to  induce  the  working 
people  of  Canada  and  others  to  save  their  surplus. 
Let  the  government  stop  playing  with  its  3  per  cent, 
toy  and  offer  a  real  inducement  to  the  working  man, 
now  well  supplied  with  money,  to  save  his  surplus." 
We  hope,  now  that  the  government  shows  signs  of 
acting,  that  it  will  not  stop  short  of  making  the 
inducement  to  the  small  investor  really  worth  while. 


Support  Your  Engineering  Societies 

NOW  that  the  season  of  society  activities  has 
come  around  again  we  should  like  to  com- 
mend to  yOung  Canadian  engineers  (and  some 
of  the  older  ones,  too,)  the  sentiments  con- 
tained in  an  article  which  recently  appeared  in  the 
Bulletin  of  the  Oregon  Society  of  Engineers  from 
which  we  print  extracts  below.  One  is  frequently 
struck  with  the  comparatively  small  attendance  at  the 
branch  meetings  of  our  Canadian  Society  of  Civil  En- 
gineers and  the  American  Society  of  Electrical  Engi- 
neers, the  two  most  active  of  our  engineering  bodies, 
where  even  discussions  of  the  most  timely  interest,  or 
lectures  by  men  of  pre-eminent  standing  in  their  par- 
ticular field,  fail  to  arouse  the  interest  of  more  than  a 
small  percentage  of  the  engineers  within  easy  reach. 
Now  that  the  Canadian  Society  in  particular  and,  we 
hope,  Canadian  engineers  in  general,  have  decided  to 
look  upon  life  more  with  the  eye  of  the  business  man 
and  less  with  that  of  the  sentimentalist,  they  would  do 
well,  we  believe,  to  consider  just  how  far  their  business 
interests  would  be  served  by  joining  in,  a  little  more 
heartily,  with  their  engineering  societies'  activities, 
getting  a  little  better  acquainted  and  contributing  a 
little  more  to  the  interest  of  the  work  by  verbal  dis- 
cussions and  written  contributions — in  a  word,  doing 
their  "bit."  The  societies  would  be  more  prosperous 
and,  so  we  take  it,  would  the  individuals  : 

"Many  engineers  have  a  notion  that  acquaintance- 
ship with  other  engineers,  while  agreeable  enough,  so 
far  as  it  goes,  doesn't  really  amount  to  anything  where 
dollars  and  cents  are  concerned;  and  these  deluded  in- 
dividuals are  expending  their  substance  in  'putting  up 
a  front'  and  otherwise  cultivating  the  acquaintance  of 
men  of  other  professions. 

"Now  1  am  not  going  to  say  anything  against  the 
other  professions,  nor  the  men  in  them,  but  1  honestly 
believe  that  for  practical  purposes  the  acquaintance  of 
one  engineer  is  worth  to  an  engineer  that  of  half  a 
dozen  other  men.  In  my  own  case  it  has  proved  true. 
Total  strangers  have  walked  into  my  office  and  given 
me  better  jobs  than  T  knew  were  available — sent  to 
me  by  engineer  friends— while  the  best  that  I  could 
get  out  of  the  other  acquaintances  might  be  a  chance 
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to  Sjtake  out  a  lot — at  half  price— as  a  neighborly  act, 
you  know.  And  they  make  a  fellow  feel  at  the  same 
time  that  the\  are  giving  him  the  work  largely  as  an 
act  of  charity. 

"'  flute  arc  four  or  five  hundred  engineers  in  and 
around  Portland.  How  many  of  them  do  you  know? 
How  many  of  them  know  of  yon?  If  you  were  asked 
to  design  a  bridge  or  a  power  station,  and  were  too 
busy  or  didn't  know  how.  could  you  recommend  a  man 
to  do  the  work?  Or  to  reverse  the  case,  how  many 
of  the  five  hundred  engineers  in  this  vicinity  know 
your  specialty  and  your  qualifications? 

"I'm  willing  to  bet  that  they  are  mighty  few.  May- 
he  it  i>  just  as  well,  to,.,  for  frequently  those  who  know 
me  tell  me  that  I  have  missed  my  calling;  and  they 
may  be  right  about  it.    Quien  sabe? 

"You  may  have  missed  your  calling,  also,  in  which 
case  the  greater  the  secrecy  surrounding  you,  the 
greater  will  be  your  chances  of  success  as  an  engineer. 

"Hut  supposing  that  you  are  an  engineer,  and  a 
good  one,  which  is,  after  all,  the  only  assumption  that 
we  can  proceed  upon,  can  you  not  see  that  it  will  be 
distinctly  to  your  advantage  to  have  all  of  the  other 
good  engineers  in  the  community  know  what  you  can 
do  and  how  well  you  can  do  it,  as  well  as  to  know 
some  of  the  things  that  you  have  done  in  the  past? 

"Perhaps  you  are  employed  now,  and  are  satisfied 
with  the  surroundings  and  salary,  and  that. there  is  no 
prospect  of  a  change.  Hundreds  of  others  have  been 
in  the  same  circumstances  one  day,  and  the  next  have 
been  left  high  and  dry,  through  no  fault  of  their  own, 
with  no  job,  and  no  knowledge  of  how  to  get  one. 
Wouldn't  their  chance  of  immediate  re-employment 
have  been  increased  greatly  if  they  had  been  widely 
and  favorably  known  among  the  engineers  of  their 
town  ? 

"Possibly.  But  how  could  they  or  you  achieve  such 
a  result  without  too  great  a  cost? 

"By  joining  a  local  engineering  society,  and  by  at- 
tending the  meetings  and  when  there  by  'mixing.' 
Make  it  a  point  to  meet  one  or  two  or  a  dozen  new 
engineers  every  month.  Find  out  what  they  have  done 
and  are  doing  and  hope  to  do,  and  don't  be  too  modest. 
Let  them  know  who  you  are  and  what  part  of  the 
world  your  work  supports. 

"Search  out  the  chairman  of  the  program  com- 
mittee and  drop  a  hint  that  you  have  some  interest- 
ing lantern  slides  showing  a  work  upon  which  you 
were  engaged  before  coming  here  and  if  properly 
pressed  will  consent  to  show  them  to  the  society  and 
explain  the  peculiarities  of  the  work. 

"Look  up  the  publication  committee  chairman  and 
tell  him  that  you  have  written,  or  will  be  glad  to 
write,  a  description  of  some  of  your  experiences  in 
China  or  Nebraska,  as  the  case  may  be,  if  he  can  use 
such  matter  to  advantage — which  you  bet  he  can. 

"When  a  subject  is  up  for  discussion  upon  which 
you  are  informed  or  wish  information,  tell  what  you 
know,  or  ask  such  questions  as  will  bring  out  the 
information  you  seek.  Others  will  thank  you,  and 
will  form  a  favorable  opinion  of  your  professional  skill. 

"And  if  you  are  in  private  practice,  supplement 
these  methods  with  a  card  in  the  society's  year  book 
and  another  in  its  journal.  This  will  keep  your  name 
before  those  who  can  do  you  the  most  good." 


There  are  references  to  the  existence  of  bituminous 
macadam  roads  as  early  as  1838,  which  proves  that 
such  pavements  are  not  of  as  recent  origin  as  some- 
times imagined' 


Demand  for  Highway  Engineers 

College  and  university  students  who  specialize  in 
the  highway  engineering  branches  of  civil  engineering 
courses  will  find  unusual  opportunities  henceforth  of 
securing  early  employment  and  good  pay  after  win- 
ning their  degrees. 

There  has  long  been  a  decided  lack  of  trained 
road  engineers  and  the  demand  for  them  is  increasing 
rapidly.  Probably  no  other  branch  in  engineering 
offers  such  sure  reward  at  this  time. 

Eighteen  state  highway  commissions  out  of  twenty- 
four  reporting  to  the  National  Automobile  Chamber 
of  Commerce  in  New  York  City  state  that  there  is  a 
lack  of  trained  road  engineers,  and  sixteen  say  that 
1  inference  would  be  given  to  graduates  of  college 
highway  engineering  courses  in  the  appointment  of 
additional  road  engineers. 

Nearly  1,600  engineers  are  now  employed  by  the 
twenty-four  state  commissions,  and  in  addition  about 
2,000  are  employed  as  county  and  city  engineers  in 
nineteen  of  the  states. 

Salaries  of  highway  engineers  range  from  $900  to 
$5,000  a  year.    The  average  is  about  $1,800. 

There  has  been  a  tremendous  increase  in  highway 
improvement  throughout  the  country  during  recent 
years  and  the  demand  for  good  roads  is  growing  rapid- 
ly. Highway  commissioners  report  that  they  antici- 
pate the  number  of  engineers  employed  by  the  state 
highway  departments  will  be  doubled  within  five  years. 
— Cement  World. 


Prince  Rupert's  Superior  Facilities 

Criticism  has  been  rife  as  to  the  reason  why  ad- 
vantage has  not  been  taken  of  the  existence  at  Prince 
Rupert  of  one  of  the  finest  shipbuilding-  and  drydock 
plants  to  be  found  on  the  Pacific  Coast — a  plant  com- 
pleted only  a  couple  of  years  ago,  at  a  cost  of  nearly 
$3,000,000.  Several  offers  to  lease  it  have  been  made 
by  Vancouver  firms  who  are  desirous  of  starting  ship- 
building operations,  but  it  seems  that  the  government 
and  the  G.T.P.  management  have  to  arrive  at  some 
agreement  before  the  dock  and  shipyard  can  be  taken 
over.  With  every  plant  on  the  Pacific  Coast  bus)' 
turning'  out  ships  and  an  ever-increasing  demand  for 
vessels,  it  is  almost  disloyal  to  permit  anything  to 
.stand  in  the  way  of  the  utilization  of  Prince  Rupert's 
superior  facilities.  Four  or  five  hundred  men,  it  is 
claimed,  should  have  been  at  work  there  for  months 
past. 


Much  Deferred  Construction 

The  scheme  to  connect  the  cities  of  Vancouver  and 
North  Vancouver  by  means  of  a  $2,000,000  bridge  at 
Second  Narrows  is  only  one  of  a  number  of  big  enter- 
prises which  have  been  interfered  with  by  the  war. 
At  a  business  meeting  of  the  Burrard  Inlet  Bridge  and 
Tunnel  Company,  held  recently.  Mayor  McBeath,  of 
Vancouver,  succeeded  F.  Carter-Cotton  as  president, 
the  latter  asking  to  be  relieved  owing  to  press  of  other 
duties.    The  former  directors  were  re-elected. 


There  are  8.757  vessels  registered  in  Canada,  of 
which  4,312  are  steamers.  The  tonnage  amounts  to 
°29.312.  The  number  of  vessels  constructed  in  Canada 
last' year  was  246  of  18.832  tons,  compared  with  320  of 
43,000  tons  during  the  previous  year.  Over  45,000 
sailors  are  serving  on  board  these  ships. 
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The  Greater  Winnipeg  Aqueduct 

Report  of  Special  Committee  of  Engineers  on  Extent  of  Cracks,  their  Cause,  and  the 
Best  Method  of  Repairs  and  Maintenance — Adverse  Conditions  Met  in  Construction 


IN  view  of  the  very  general  interest  taken  by  en- 
gineers in  the  work  of  the  Greater  Winnipeg 
Water  District  scheme  of  withdrawing  water 
from  Shoal  Lake  and  transmitting  it  by  concrete 
aqueduct  to  Winnipeg,  a  distance  of  some  85  miles,  and 
in  view,  further,  of  the  faults  which  developed  in  the 
concrete  pipe  during  the  early  summer,  our  readers 
will  be  interested  in  the  report  just  issued  by  the 
special  board  of  consulting  engineers,  comprising  Col. 
H.  N.  Ruttan,  Winnipeg;  Mr.  J.  G.  Sullivan,  Winni- 
peg, and  Mr.  R.  S.  Lea,  Montreal.  It  will  be  recalled 
that  following  the  discovery  of  these  faults,  the  Ad- 
ministration Board  of  the  Greater  Winnipeg  Water 
District  submitted  a  number  of  questions  to  the  chief 
engineer  and  the  consulting  engineer  on  this  work, 
Mr.  W.  G.  Chase,  Winnipeg,  and  Mr.  James  H.  Fuer- 
tes,  New  York.  However,  when  the  report  of  these 
two  engineers  was  received,  it  was  considered  by  the 
Administration  Board  that  a  further  report  by  engi- 
neers who  had  not  been  associated  with  this  work 
would  be  in  the  best  interests  of  the  city,  and  in  the 
appointment  of  this  board,  as  mentioned  above,  the 
same  twelve  questions  were  submitted  for  their  con- 
sideration. During  the  -intervening  months  this  spe- 
cial board  of  consulting  engineers  have  carefully  con- 
sidered these  questions  from  their  various  angles,  and 
the  report  now  submitted  consists  chiefly  in  a  reply 
thereto.'  The  earlier  part  of  the  report  deals  with  many 
conditions  met  by  the  board  in  carrying  out  this 
work,  but  is  omitted  here,  having  been  covered  al- 
ready in  more  or  less  detail  in  the  Contract  Record. 
The  questions  and  the  answers  thereto,  however,  are 
particularly  interesting  as  throwing  a  great  deal  of 
light  on  the  conditions  surrounding  the  building  of 
the  Winnipeg  aqueduct,  and  we  reproduce  these  in 
full  herewith : 

Questions 

Specific  answers  to  the  questions  submitted  to  the 
consulting  engineer  and  the  chief  engineer  and  later 
to  the  special  board  of  consulting  engineers : — 

Question  1. — What  is  the  extent  of  the  cracks  in 
the  aqueduct? 

Answer. — The  construction  of  the  arch  form  of 
aqueduct  was  carried  on  at  ten  different  points  dur- 
ing 1915,  and  altogether  65,390  feet  or  about  12.4  miles, 
was  completed.  In  13,380  feet  of  this  total  length 
invert  cracks  have  developed,  usually  a  single  crack 
along  the  middle  of  the  invert  but  in  a  few  cases,  in 
badly  cracked  sections,  at  the  side  walls  of  the  arch 
as  well. 

Close  observation  has  been  kept  of  these  cracks 
from  their  first  appearance,  and  by  the  use  of  "tell- 
tales" consisting  of  smooth  pats  of  cement  trowelled 
across  the  cracks  any  enlargement  has  been  promptly 
detected  and  recorded.  The  last  sign  of  movement 
was  observed  at  the  beginning  of  April,  since  which 
time  there  has  been  no  indication  that  any  further  set- 
tlement has  taken  place. 

In  regard  to  the  si/.e  of  the  cracks,  these  inverts 
may  be  grouped  as  follows: — 

in  4,815  feet  the  cracks  vary  in  width  from  1/lMh 
of  an  inch  to  one-fourth  of  an  inch,  and  in  a  few  cases 


slightly  larger.  A  total  of  4,017  feet  has  cracks  from 
l/64th  in.  to  1  /16th  in.  In  the  remainder,  5,193  feet, 
the  cracks  are  merely  hair  cracks  which  can  only  be 
discovered  by  very  careful  examination.  In  many  of 
the  arches  where  the  invert  cracks  are  of  any  con- 
siderable size,  corresponding  cracks  have  occurred 
along  the  crown.  In  four  arches  where  the  backfilling 
was  improperly  done,  frost  action  has  caused  cracks 
along  each  haunch.  A  few  arch  cracks  have  been  ac- 
cidentally caused  in  removing  the  forms  and  small 
cracks  have  appeared  due  to  temperature  changes,  etc., 
most  of  which  had  been  formed  before  any  load  had 
been  placed  upon  the  arch. 

Question  2. — Are  the  cracks  continuous  over  a  cer- 
tain part  of  the  work  or  do  they  recur  in  various  sec- 
tions of  the  work? 

Answer. — The  location  and  extent  of  the  sections 
of  the  1915  work  which  have  invert  cracks  are  as 


follows : — 

Contract  30 

Mile  23  Feet 

Total  length  of  aqueduct  built   13,930 

Length  of  invert  with  cracks  1/16  in.  to  5/16  in. 

in  width  \   4,305 

Length  of  invert  with  cracks  1/64  in.  to  1/16  in. 

in  width   1,620 

Length  of  invert  with  hair  cracks  only    225 

Mile  24 

Total  length  of  aqueduct  built   7,405 

Length  of  invert  with  cracks  1/64  in.  to  1/16  in. 

in  width   390 

Length  with  hair  cracks  only   2,025 


These  two  sections,  which  are  continuous,  not  only 
include  about  two-thirds  of  all  the  cracked  inverts,  but 


nearly  all  the  cracks  above  1/16  in.  in  width. 

Contract  31 

Mile  33  •  Feet 

Total  length  of  aqueduct  built   5,925 

Length  of  invert  with  cracks  1/64  in.  to  1/16  in. 

in  width   135 

Length  with  hair  line  cracks  only   480 

Mile  43 

Total  length  of  aqueduct  built   5,055 

Length  of  invert  with  cracks  1/16  in.  to  5/16  in. 

in  width    450 

Length  of  invert  with  cracks  1/64  in.  to  1/16  in. 

in  width   35 

Length  with  hair  line  cracks  only   1,140 


At  the  west  end  of  this  work  several  alternate  sec- 
tions of  invert  amounting  to  645  lineal  feet  had  been 
laid  when  the  work  closed  down  for  the  season.  These 
were  covered  with  earth  for  protection,  but  not  suffi- 
ciently to  prevent  their  being  cracked  by  frost. 


Contract  32 

Miles  51,  57  and  65  Feet 

Total  length  of  aqueduct  built   23,321 

Length  of  invert  with  hair  line  cracks   1,155 

Contract  33 

Mile  71  Feet 

Total  length  of  aqueduct  built   6,060 


Length  of  invert  with  cracks  1/64  to  1/16  in. 
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in  width   170 

Mile 

Total  length  of  aqueduct  built   4,033 

Length  of  invert  with  cracks  1/64  in.  to  1/1(5  in. 

in  width   812 

Length  with  hair  line  cracks   203 

Contract  34 

Mile  85  Feet 

Total  length  of  aqueduct  built   5,266 

I. enmb  with  cracks  1/64  in.  to  1/16  in.  in  width  210 

Qestion  3. — What  caused  the  cracks? 


Answer.  The  sections  of  the  work  will  be  referred 
to  in  the  same  order  as  in  the  answer  to  Question  2. 

Contract  30 

This  work  i>  all  in  the  "prairie  section."  The  ma- 
terial is  clay,  and  at  Mile  23,  and  where  the  cracks 
occur  at  Mile  24,  the  cut  is  shallow,  generally  be- 
tween one  and  a  half  and  four  feet  in  depth.  The  type 
of  invert  referred  to  as  the  "standard  invert  for  firm 
soil"  was  used. 

As  has  already  been  stated,  the  cracks  formed  at 
tins  point  are  much  more  extensive  and  much  larger 
than  in  other  portions  of  the  work  and  are  practically 
continuous  throughout  the  whole  length  at  Mile  23. 
The  bearing  power  of  the  material  at  this  point  has 
proved  to  be  much  less  than  was  anticipated  and  as  a 
consequence  the  considerable  settlement  under  the 
load  as  distributed  by  the  type  of  invert  used  has  re- 
sulted in  the  cracking  of  the  invert  and  then  of  the 
arch  as  referred  to  above. 

Contract  31 

Mile  43. — This  section  is  on  the  east  slope  of  the 
Brokenhead  River  Valley.  The  cut  varies  from  two 
feet  at  each  end  to  seven  or  eight  feet  near  the  middle, 
but  is  for  the  greater  part  less  than  five  feet  in  depth. 
The  material  in  the  shallowest  portions  at  the  ends  of 
the  section  is  black  clay  which  has  been  removed  and 
replaced  with  rolled  embankment  and  water  settled 
embankment.  Otherwise  the  material  is  noted  as 
moist  sand  with  springs,  sandy  clay  with  boulders, 
and  some  hardpan. 

All  of  the  larger  cracks  and  nearly  all  of  the  others 
have  occurred  in  the  shallower  cuts.  '  The  450  feet  of 
cracks  previously  referred  to  larger  than  1/16  in.,  are 
near  the  west  end.  The  subsoil  is  referred  to  by  the 
division  engineer  as  "moist  sand  with  tendency  to 
springs."  All  of  the  invert  cracks  and  most  of  the 
arch  cracks  have  been  caused,  as  in  the  cases  previously 
referred  to,  by  the  settlement  under  the  side  walls, 
much  of  which  (and  probably  the  greater  part)  was 
apparently  due  to  insufficient  protection  of  the  trench 
bottom  before  the  inverts  were  put  in  place. 

The  exceptions  noted  in  the  case  of  the  arch  cracks 
are  the  side  cracks  in  the  four  arches  referred  to  in 
replying  to  Question  2.  These  arches  are  located  in 
the  deep  cut  and  were  backfilled  in  wet  trench  with 
very  wet  material  which  froze  solidly  to  the  top  and 
sides.  The  resulting  expansion  cracked  the  arch  along 
the  sides  clear  through  and  to  a  width  of  one-quarter 
inch  or  more.  These  cracks  closed  up  completely 
with  the  advent  of  warm  weather  except  for  a  short  dis- 
tance where  loose  material  had  gained  entrance. 

Contract  32 

The  sections  built  in  1915  were  at  Miles  51,  57  and 
65.  The  subsoil  material  is  sandy  clay  with  boulders, 
and  nearly  clean  sand.  The  same  type  of  invert  was 
used  here,  and  out  of  22,320  feet  of  work  built,  21,166 


Feel  is  free  from  settlement  cracks.  The  1,154  feet  re- 
maining, in  which  only  hair  cracks  have  appeared,  are 
all  in  cuts  in  which  the  material  is  largely  peat  or 
muskeg,  old}-  a  foot  or  two  in  the  bottom  of  the  trench 
being  in  the  linn  material,  generally  compact  clay. 
These  cracks  have  been  caused  as  before  by  settle- 
ment, and  indicate  that  in  such  shallow  depths  of 
the  firm  material  underlying  muskeg,  the  use  of  an 
invert  providing  somewhat  greater  bearing  area  is 
advisable. 

Contract  33 

Mile  71. — With  the  exception  of  the  first  1300  feet 
which  is  on  foundation  fill,' this  section  is  in  deep  cut 
and  the  material  is  fine  sand  with  a  few  boulders,  hard- 
pan  and  solid  rock.  Only  170  feet  of  the  6,060  feet 
constructed  has  invert  cracks.  These  are  on  founda- 
tion fill  in  the  middle  of  a  rock  cut  and  on  hardpan, 
and  are  due  to  imperfect  drainage  and  preparation  of 
the  trench  bottom. 

Mile  77. — The  invert  cracks  in  this  section  are 
partly  in  shallow  pockets  of  clay  and  partly  on  founda- 
tion fill  in  a  rock  cut  and  on  each  side  of  it.  In  the 
latter  case  the  cracks  are  to  be  attributed  to  the  same 
cause  as  at  Mile  71. 

Contract  34 

Mile  85. — Only  210  feet  of  this  work  has  invert 
cracks.  The  aqueduct  at  this  point  is  in  deep  cut  and 
adjacent  to  a  stretch  of  700  feet  where  the  conditions 
in  the  trench  bottom  required  the  use  of  pile  founda- 
tions. This  part  of  the  work  was  flooded  soon  after 
it  was  backfilled  and  remained  so  until  the  present 
season's  work  had  begun. 

In  a  number  of  the  cases  noted  in  the  preceding 
paragraphs,  the  occurrence  of  cracks  may  be  said  to  be 
more  or  less  incidental  to  construction  operations, 
and  to  be  expected  in  work  of  this  character  and  extent. 

As  previously  explained,  copper  expansion  joints 
are  placed  between  each  45-foot  length  of  arch  to 
provide  for  the  effects  of  temperature  changes.  In 
spite  of  this,  in  some  parts  of  the  work,  transverse 
cracks  have  appeared  between  the  joints  before  the 
protective  cover  of  the  embankment  has  been  put  in 
place.  They  are  generally  small  and  largely  confined 
to  the  upper  part  of  the  arch.  The  backfilling  on  the 
1915  work  was  postponed  till  the  end  of  the  season. 
If  the  backfilling  had  closely  followed  the  arch  con- 
struction, the  appearance  of  cracks  due  to  settlement 
would  have  suggested  and  permitted  the  prompt  adop- 
tion of  measures  which  would  have  prevented  the  most 
of  those  which  have  occurred. 

Question  4. — What  will  be  the  result  of  the  cracks? 

Answer. — This  has  been  fully  stated  in  the  answers 
to  other  questions.  There  will,  of  course,  be  the 
trouble  and  expense  of  making  the  necessary  repairs ; 
but  other  than  this  we  do  not  anticipate  any  result 
prejudicial  to  the  permanence  or  utility  of  the  aqueduct. 

Question  5. — What  is  the  cost  of  the  work  affected 
by  the  cracks? 

Answer. — This  information  has  been  supplied  to 
us  by  the  chief  engineer  as  follows : — 

The  "cost  of  the  portion  of  the  entire  aqueduct 
structure  in  which  these  settlement  cracks  have  oc- 
curred is  $104,360.  The  cost  of  the  invert  alone  is 
$34,198. 

Question  6. — Can  the  damaged  work  be  repaired  to 
be  efficient  or  will  it  have  to  be  removed? 

Answer. — The  damaged  work  can  be  repaired  to 
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be  as  permanent  and  efficient  as  other  portions  of  the 
aqueduct. 

As  a  result  of  our  observations,  and  of  hydrostatic 
and  other  tests  which  have  been  made  during  the  pre- 
sent season  on  portions  of  the  completed  aqueduct, 
we  are  of  the  opinion  that  none  of  the  work  so  far 
built  will  have  to  be  removed. 

Question  7. — If  it  can  be  repaired,  explain  how? 

Answer. — The  necessary  repair  work  consists  in 
effectively  and  permanently  closing  the  cracks  through 
which  water  can  enter  or  escape  from  the  aqueduct. 

There  is  no  lack  of  experience  and  precedent  in  re- 
gard to  the  repair  of  cracks  in  structures  of  this  Rind. 
The  general  method  is  to  enlarge  the  cracks  to  a 
depth  of  two  inches  or  so  and  fill  them  with  cement, 
asphalt  mixtures,  lead  wool,  etc.  Where  the  construc- 
tion is  of  brick  or  there  is  a  brick  lining  it  has  occa- 
sionally been  found  necessary  to  insert  pipes  and  force 
in  grout  under  pressure.  In.  extreme  cases  impervious 
linings  of  some  degree  of  flexibility  have  been  em- 
ployed. 

In  the  Shoal  Lake  aqueduct  the  cracks  are,  as  ex- 
plained previously,  largely  due  to  settlement,  and  when 
the  invert  has  come  to  a  permanent  bearing  and  set- 
tlement has  ceased  there  will  be  no  further  tendency 
for  these  cracks  to  open. 

The  method  of  repair  it  is  proposed  to  use,  and 
which  has  already  been  used,  is  as  follows : — The  sec- 
tion to  be  repaired  is  thoroughly  cleaned.  The  cracks 
are  cut  out  to  a  depth  of  one  and  a  half  to  two  inches 
and  to  a  width  of  about  one  inch.  This  groove,  as 
far  as  possible,  is  made  wider  at  the  bottom  than  at 
the  top  and  never  "V"  shaped.  It  is  carefully  cleaned 
with  water  and  then  packed  with  neat  cement  slightly 
moistened  and  hammered  solidly  into  place,  using  a 
special  caulking  tool.  This  makes  not  only  an  exceed- 
ingly tight  joint,  but  a  very  strong  one.  Several  sec- 
tions of  invert,  including  portions  of  these  joints,  have 
been  cut  out  and  tested.  The  cement  filling,  even  after 
having  been  in  place  only  two  or  three  days,  adheres 
so  strongly  to  the  concrete  that  when  broken  the  break 
has  generally  been  in  the  old  concrete,  sometimes  in 
the  filling,  but  never  at  the  junction  of  the  two. 

Two  sections  of  aqueduct  at  mile  23,  each  about 
270  feet  in  length,  and  purposely  selected  to  include 
the  most  seriously  damaged  portion  of  the  1915  work, 
were  repaired  in  this  way  in  July  last.  Watertight 
bulkheads  were  built  at  each  end  of  the  sections  which 
were  then  filled  with  water  to  the  level  corresponding 
to  the  rated  discharge  of  eighty-five  million  gallons 
per  day.  Since  then  daily  records  have  been  kept  of  the 
loss  of  water  as  indicated  by  the  fall  in  level,  and  are 
being  continued. 

The  results  so  far  are  very  satisfactory.  The  to- 
tal loss  at  the  present  time  is  only  about  250  gallons 
per  day  from  each  section,  each  of  which  has  between 
200  and  300  lineal  feet  of  expansion  joint  below  water 
level,  and  the  quantity  lost  could  escape  through  a 
single  hole  the  size  of  a  match.  The  result  shows 
that  the  cracks  have  been  very  thoroughly  closed. 

The  loss  of  water  stated  is  equivalent  to  less  than 
5,000  gallons  per  mile  of  aqueduct  which  is  much  less 
than  the  limit  usually  specified  in  large  concrete  pipes 
under  low  heads. 

Tests  made  in  April,  1915,  in  Philadelphia,  on  36- 
in.  reinforced  concrete  pipes  under  a  pressure  of  5  lbs. 
per  square  inch  gave  a  leakage  at  a  rate  from  7,920  to 
15,840  gallons  per  mile. 

The  limit  of  permissible  leakage  to  be  specified  for 


the  5  ft.  6  in.  concrete  pipe  from  Deacon  to  the  Red 
River  has  been  set  at  12,000  gallons  per  mile. 

The  evidence  furnished  by  a  series  of  tests  of  por- 
tions of  the  completed  aqueduct  provided  with  special 
facilities  for  accurate  observations  of  settlement,  taken 
in  connection  with  the  fact  that  no  settlement  has 
taken  place  in  the  cracked  sections  since  early  in 
April,  gives  some  indications  that  in  most,  if  not  all, 
of  these  sections,  the  aqueduct  has  come  to  a  perman- 
ent bearing.  There  is  plenty  of  time  to  obtain  assur- 
ance of  this,  and,  until  another  year's  experience  is 
available,  it  would  probably  be  advisable  to  restrict 
repair  work  to  what  may  be  required  to  secure  such 
further  information  as  may  be  considered  necessary  in 
the  meantime. 

The  entire  cost  of  the  repairs  described  above,  in- 
cluding labor,  materials  and  incidentals,  amounts  to 
about  93  cents  per  lineal  foot  of  aqueduct.  As  the 
sections  repaired  are  of  large  size  and  were  cracked 
more  seriously  and  extensively  than  other  parts  of  the 
1915  work,  the  average  cost  per  foot  of  such  repairs 
will  no  doubt  be  much  less;  so  that  even  if  much  of  it 
should  have  to  be  done  over  again,  the  total  cost  of 
repairing  will  probably  not  be  very  great. 

Question  8. — Is  anything  being  done  to  repair  re- 
cent damage? 

Answer. — The  only  repair  work  which  has  so  far 
been  undertaken  is  that  referred  to  in  the  reply  to 
question  7. 

Question  9. — What  action  do  you  propose  to  take 
to  avoid  a  recurrence  of  similar  defects  in  the  work 
yet  to  be  constructed? 

Answer. — On  April  29th  last,  the  following  com- 
munication was  received  from  the  late  Commissioner 
Reynolds : — 

Greater  Winnipeg  Water  District 

Winnipeg,  28th  April,  1916. 

Col.  H.  N.  Ruttan, 

Winnipeg,  Man. 

"Dear  Sir: 

"The  Administration  Board  of  the  Greater  Winnipeg 
Water  District  requested  me  at  a  special  meeting  of  the 
Board  held  to-day  to  request  that  you  convene  the  Board  of 
Independent  Consulting  Engineers  appointed  to  report  on 
the  Shoal  Lake  Aqueduct  at  the  earliest  possible  time,  and 
that  you  make  an  inspection  of  the  works  as  soon  as  pos- 
sible with  a  view  to  advising,  if  possible,  that  in  your  opinion 
the  work  at  some  point  should  be  proceeded  with.  The 
Contractors,  in  many  instances,  are  ready  to  begin  actual 
construction.  They  have  an  expensive  plant  and  an  ex- 
pensive organization.  The  contract  calls  for  the  work  to  be 
completed  within  a  certain  specified  time.  To  accomplish 
this,  advantage  will  have  to  be  taken  of  all  the  time  at  their 
disposal.  You  can  appreciate,  therefore,  the  Board's  desire 
that  at  least  an  interim  report  be  received  from  your  Board 
at  the  earliest  possible  date. 

"Yours  truly, 

"(Signed)  S.  H.  Reynolds, 

Chairman  of  Commissioners." 

In  response  to  this  the  following  interim  report 
was  submitted : 

Mr.  S.  H.  Reynolds,  C.E.,  Winnipeg,  May  5th,  1916 

Chairman  of  Commission, 

Greater  Winnipeg  Water  District 
City. 

"Dear  Sir: 

"Referring  to  your  instructions  of  the  11th  of  March 
last  and  your  further  communication  of  the  28th  of  April, 
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the  unde r-iniu-d  beg  to  state  that  they  have  held  several 
meetings,  some  with  yourself  and  the  engineers  of  the 
v  Dmmission,  and  that  they  have  examined  as  far  as  the 
M-.iMin  and  weather  conditions  would  admit,  the  works  in 
question. 

"While  a  good  general  idea  of  the  subject  has  been 
reached  several  experiments  on  the  bearing  power  of  the 
foundations,  and  further  opportunities  of  examining  the  effect 
<>f  the  constructions  already  made  on  the  many  and  various 
conditions  existing  in  the  foundations  are  necessary  before 
a  tinal  report  can  be  submitted  on  the  questions  asked  in 
sours  of  the  11th  of  March,  1916. 

"With  regard  to  yours  of  the  28th  of  April,  and  in  view 
of  the  reasons  stated  in  the  communication,  for  the  desir- 
ability of  the  immediate  and  safe  prosecution  of  the  works 
referred,  we  beg  to  recommend  that  the  construction  of  the 
aqueduct  be  proceeded  with  as  recommended  by  your  engi- 
neers on  the  following  basis: — 

ill  That  on  foundations  of  boulder  clay,  hardpan  and 
gtavd,  the  "Standard  Section"  be  used,  with  the  addition  of 
extensions  of  the  base  on  both  sides  as  shown  in  the  engi- 
neers' plan  D-317. 

S  '  That  in  foundations  less  firm  than  the  above,  the 
sections  showing  distributed  load  on  the  full  width  of  the 
aqueduct  D-317,  be  used. 

"Note: — The  projection  of  the  foundation  shown  in  the 
left  of  this  section  may  be  changed  to  8  inches,  if  the  cost 
of  excavation  can  thereby  be  reduced. 

"(3)  That  the  circular  section  as  designed  for  laying 
which  preparations  are  being  made,  be  gone  on  with. 

"It  is  distinctly  understood  that  the  above  recommenda- 
tion made  be  modified  when  the  results  of  the  investigations 
and  experiments  now  being  made  are  available,  and  indicate 
that  less  substantial  construction  may  be  safely  adopted." 
Yours  respectfully, 

(Signed)  H.  N.  Ruttan, 
J.  G.  Sullivan, 
R.  S.  Lea. 

The  first  recommendation  refers  to  the  unrein- 
forced  type  of  invert  illustrated  in  Figure  1,  but  with 
8-inch  extensions  on  each  side.  It  also  restricts  its 
use  to  the  hardest  foundations.  The  effect  of  the  exten- 
di- ms  is  to  reduce  the  maximum  intensity  of  pressure 
on  the  foundations  by  about  one-half. 

This  recommendation  was  made  notwithstanding 
the  fact  that  nearly  ten  miles  of  the  1915  work,  with 
similar  inverts,  but  without  extensions,  had  stood 
without  crack  or  other  indication  of  undue  settlement. 

On  account  of  the  lack  of  information  referred  to 
and  the  unavoidably  limited  opportunities  for  personal 
investigation,  and  in  view  of  the  circumstances  gen- 
erally, the  extensions  were  recommended  to  be  used, 
for  the  time  being,  in  all  cases,  and  have  been  so  used 
in  all  of  the  1916  work  to  date.  They  are  probably 
being  now  used  in  many  places  where  they  are  unneces- 
sary, and  in  the  future  the  extent  to  which  they  may 
be  "employed  should  be  decided  by  the  engineers. 

As  a  similar  precautionary  measure  to  provide 
against  the  uncertainties  existing  at  the  time,  the  sec- 
ond recommendation  advised  the  use,  in  all  of  the  com- 
pressible soils,  of  one  of  the  heavy  reinforced  inverts 
designed  by  the  engineers,  also  with  eight-inch  exten- 
sions. This  design  has  been  used  throughout  the  1916 
work  except  where  the  character  of  the  foundation, 
in  the  judgment  of  the  engineers,  justified  the  use  of 
the  plain  extended  invert. 

About  fifteen  miles  of  aqueduct  has  been  con- 
structed during  the  present  season  in  accordance  with 
these  recommendations,  and  the  greater  part  of  it  has 


been  backfilled.  So  far  no  settlement  cracks  have  de- 
veloped in  any  of  this  work. 

Since  the  date  of  the  interim  report,  however,  a 
considerable  number  of  observations  and  experiments 
have  been  made  which  have  enabled  us  to  satisfy  our- 
selves regarding  certain  doubtful  points.  Twelve  two- 
hundred-foot  lengths  of  aqueduct  located  at  different 
points  along  the  line,  of  different  sizes  and  on  a  variety 
of  foundations,  were  carefully  observed  and  tested  for 
settlement  under  load.  The  inverts  were  either  one 
or  the  other  of  those  just  described.  Results  have  also 
been  obtained  from  tests  made  on  other  sections  with 
inverts  further  extended  and  of  different  form  but 
without  reinforcement. 

The  reinforced  invert  in  use  is  designed  to  distri- 
bute the  load  over  the  entire  width  of  the  base  of 
the  aqueduct.  This  reduces  the  unit  pressure  to  such 
a  small  amount  that  the  eight-inch  extensions  are  un- 
necessary and  can  be  safely  omitted. 

Furthermore,  the  engineers  have  based  their  de- 
sign on  maximum  unit  stresses  of  only  10,000  lbs.  per 
square  inch  in  the  steel  and  500  lbs.  per  square  inch 
compression  in  the  concrete,  with  liberal  assumptions 
as  to  the  manner  in  which  the  load  will  in  general  be 
distributed. 

Between  the  reinforced  invert,  distributing  the  load 
over  the  entire  width  of  the  base  of  the  aqueduct,  and 
the  plain  invert  with  eight-inch  extensions,  there  is 
a  wide  difference  in  the  pressure  imposed  upon  the 
foundations.  There  are  evidently  intermediate  designs 
which  may  be  safely  and  advantageously  employed. 

A  series  of  experiments  is  now  being  carried  on 
by  your  engineers  on  sections  of  invert  of  different 
depths  and  with  different  percentages  of  reinforce- 
ment. These  inverts  are  built  in  place  in  the  trench 
and  careful  tests  will  be  made  with  each  type.  The 
results  will  indicate  the  modifications  which  may  be 
made  in  the  designs  and  the  extent  to  which  they  may 
be  used.  These  are  matters  upon  which  no  pronounce- 
ment can  be  made  in  advance,  but  which  must  be  left 
to  the  judgment  of  the  engineers  in  charge  of  the  work. 

Transverse  cracks  in  the  arch  between  expansion 
joints  can,  we  believe,  be  largely  and  perhaps  entirely 
prevented  by  closely  following  up  the  arch  construc- 
tion with  embankment. 

Question  10. — In  the  light  of  experience,  do  you 
consider  the  present  design  still  suitable  for  the  coun- 
try traversed?  If  so,  why?  If  not,  what  change  will 
require  to  be  made,  and  what  will  be  the  cost  of  con- 
struction under  altered  designs? 

Answer. — The  reply  to  these  questions  with  the 
exception  of  the  reference  to  cost  has  been  given  in 
the  answer  to  the  preceding  question,  and  elsewhere 
in  the  report  under  the  heading  "Design  of  the  Aque- 
duct." The  cost  per  foot  will  vary  with  the  size  of 
the  aqueduct  section  and  the  depth  of  cut. 

About  twenty-seven  miles  of  the  aqueduct  have 
now  been  built  and  about  half  of  the  excavation  com- 
pleted. The  information  obtained  from  the  actual  ex- 
posure of  the  sub-soil  at  so  many  different  points,  to- 
gether with  that  derived  from  soundings,  surface  in- 
dications, etc.,  enable  a  pretty  close  estimate  to  be 
made  of  the  character  of  the  materials  which  are  likebj 
to  be  met  with  in  the  different  portions  of  the  remain- 
ing excavations.  Such  estimates  have  been  made  by 
the  engineers  and  submitted  for  our  information.  They 
indicate  that  if  construction  were  to  be  continued  as 
at  present  without  any  modification  of  the  designs, 
except  the  omission  of  extensions  to  the  reinforced  in- 
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verts,  the  total  increase  in  cost  would  be  in  the  vicinity 
of  $500,000.  If  it  is  found  that  intermediate  forms  of 
reinforced  invert  less  heavily  reinforced  may  be  safely 
used  in  portions  of  the  work,  this  amount  .will  be 
materially  reduced. 

In  this  connection  we  are  informed  that  the  origin- 
al estimate  of  the  cost  of  the  aqueduct  from  Deacon 
to  the  Intake,  including  the  cost  of  the  cement,  and 
based  on  the  contract  quantities  of  the  different  items, 
amounted  to  $7,097,640.  In  these  quantities  a  liberal 
allowance  was  made  to  cover  contingencies,  uncer- 
tainties as  to  foundations,  etc. 

A  revised  estimate  based  on  the  accurate  informa- 
tion now  available,  and  including  the  cost  of  con- 
tinuing the  present  expensive  methods  of  construct- 
ing the  inverts  amounts  to  only  $6,867,700.  Accord- 
ing to  the  above  estimates,  which  have  been  furnished 
us  by  your  engineers,  the  aqueduct  will  be  completed 
under  the  modified  designs  well  within  the  original 
estimates. 

Question  11. — Have  the  designs  and  detailed  plans 
of  Messrs.  Hering,  Stearns  and  Fuertes  been  closely 
followed  or  have  they  been  varied  in  any  way  or  de- 
parted from  in  construction  of  the  work  so  far?  If 
so,  why,  and  by  whose  authority?  Were  the  Com- 
missioners or  Advisory  Board  advised  of  such  changes? 

Answer. — The  designs  and  plans  of  Messrs.  Hering, 
Stearns  and  Fuertes  referred  to  are  the  general  plans 
accompanying  their  report  upon  the  project  of  bringing 
water  from  Shoal  Lake  to  Winnipeg.  The  scheme  re- 
commended was  a  gravity  flow  concrete  aqueduct 
from  the  Lake  to  the  site  of  the  future  reservoir  at 
Transcona,  having  a  rated  capacity  of  eighty-five  mil- 
lion Imperial  gallons  per  twenty-four  hours,  and  a 
pipe  line  of  steel  and  cast  iron  of  smaller  capacity 
from  there  to  the  reservoir  at  McPhillips  Street.  The 
general  scheme  proposed  in  the  report  has  not  been 
departed  from  and  the  plans  have  not  been  varied  in 
any  essential  with  the  exception  of  the  pipe  from  Dea- 
con to  the  Red  River,  the  change  in  which  has  been 
approved  by  Messrs.  Hering  and  Stearns  in  a  special 
report,  and  later  by  the  undersigned. 

The  preliminary  surveys  upon  which  the  original 
report  was  based  were  made  in  sufficient  detail  to 
demonstrate  the  feasibility  of  the  project,  to  obtain 
an  approximate  location  for  the  line,  and  to  enable 
a  fair  estimate  to  be  made  of  the  probable  cost  of  the 
work.  When  the  undertaking  had  been  authorized  a 
series  of  very  careful  surveys  was  made  to  find  the 
best  possible  location  for  the  aqueduct  from  the  point 
of  view  of  character  of  foundation,  efficiency  and  econ- 
omy. The  final  location  and  the  corresponding  grades 
and  sizes  of  aqueduct  naturally  vary  somewhat  from 
those  given  in  the  Hering,  Stearns  and  Fuertes  report. 

The  site  for  the  future  distributing  reservoir  was 
changed  to  the  present  location  at  Deacon,  which,  be- 
ing on  higher  ground,  enables  a  reservoir  of  equal 
capacity  to  be  built  at  lower  cost.  We  understand  also 
that  the  land  necessary  for  the  purpose  was  obtained 
for  much  less  than  the  price  asked  for  the  original  site. 

As  regards  the  plans  of  the  aqueduct  itself  which 
accompanied  the  report,  they  consist  of  a  number  of 
typical  cross  sections  of  the  different  sizes  suitable  to 
the  approximate  line  and  profile.  The  arch  designs 
have  been  closely  followed  in  the  final  plans,  the  slight 
variation  in  form  being,  in  our  opinion,  in  the  way  of 
improvement.  The  inverts  are  practically  identical,  in 
form  and  dimensions,  with  the  present  standard  nn- 
reinforced  invert  for  use  in  firm  material-. 


Briefly,  the  designs  and  plans  signed  by  Messrs. 
Hering,  Stearns  and  Fuertes  have  not  been  departed 
from  in  principle.  The  detailed  contract  plans,  which 
are  based  on  accurate  information  and  painstaking 
study,  are  naturally  better  suited  to  the  purpose  in- 
tended than  those  accompanying  the  report,  which 
cannot,  and  were  not,  intended  to  be  considered  as 
working  plans. 

Question  12. — Were  the  changes,  if  any,  submitted 
to  the  full  Board  of  Consulting  Engineers  and  approved 
by  them?    If  not,  why  not? 

Answer. — As  a  matter  of  convenience  of  reference, 
we  quote  from  the  statement  made  by  Messrs.  Fuertes 
and  Chace  in  their  report  of  February  loth  last. 

"None  of  the  plans  upon  which  the  work  has  so 
far  been  built  were  submitted  to  Messrs.  Hering  and 
Stearns.  The  Engineers  subscribing  to  this  communi- 
cation, not  having  departed  from  the  designs  of  Hering, 
Stearns  and  Fuertes,  in  adapting  the  new  designs  to 
local  conditions,  saw  no  reason  to  ask  for  the  submis- 
sion of  the  final  plans  to  the  original  Board  of  Con- 
sulting Engineers,  whose  terms  of  service,  as  a  Board, 
terminated  with  the  submission  of  their  report  to  the 
City  of  Winnipeg." 

Conclusion 

The  practical  questions  to  be  answered  in  con- 
nection with  the  project  are: 

(1 )  When  the  aqueduct  and  its  accessories  are  com- 
pleted will  the  works  be  of  such  a  character  that  they 
will  satisfactorily  perform  the  service  for  which  they 
have  been  designed,  viz.,  the  delivery  of  Shoal  Lake 
water  to  the  city  of  Winnipeg  and  the  surrounding 
municipalities  in  the  quantities  specified  and  without 
pollution  on  the  way? 

(2)  Will  the  work  as  projected  be  of  such  a  sub- 
stantial and  permanent  character  as  to  require  only 
a  reasonable  charge  for  maintenance? 

(3)  Will  the  cost  of  the  completed  work  be  fair 
and  reasonable? 

Subject  to  the  careful  carrying  out  of  the  work  on 
the  lines  indicated  in  this  report  all  the  questions 
may  be  answered  in  the  affirmative. 

Reference  has  been  made  in  this  report  to  hydro- 
static tests  of  two  of  the  repaired  sections  of  the 
aqueduct,  in  which  the  loss  of  water  was  much  below 
the  permissible  limit  of  good  practice.  Further  tests 
which  are  being  carried  on  at  the  present  time  show 
still  better  results. 

By  the  use  of  steel  arch  forms  and  by  careful  at- 
tention to  details  by  the  workmen  an  interior  surface 
of  unusual  smoothness  has  been  obtained,  the  effect  of 
which  will  be  to  materially  increase  the- discharge  capa- 
city of  the  aqueduct  above  that  estimated.  These  re- 
sults could  only  be  obtained  with  concrete  of  the  high- 
est quality  both  as  to  materials  and  workmanship. 

The  cost  of  the  completed  work  according  to  the 
latest  estimate  will  compare  advantageously  with  that 
of  similar  works  anywhere,  when  the  capacity  and 
length  of  line  arc  considered. 


The  Montreal  Tramways  Company  are  adding  to 
their  sub-stations.  Tenders  have  been  received  for  a 
one-storey  building,  50  x  100,  at  the  corner  of  Arch- 
ambault  and  Notre  Dame  Street  East,  Pointe-aux- 
Trembles.  The  foundations  are  to  be  of  concrete  and 
granite,  and  the  superstructure  of  brick  and  terra  cotta. 
Plans  are  also  being  prepared  for  another  sub-station 
at  Cote  Street,  Montreal,  of  similar  design,  on  a  site 
100  x  100. 
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A  Large  Steel  Sheet  Pile  Cofferdam 

Several  Novel  and  Interesting  Features  —  Diagrams  Show  General 
Plan   of  the   Work        Pulling   the   Piles  with   Steam  Hammers 


THE  following  description  is  an  account  of  the 
methods  employed  in  constructing  a  large 
steel  sheet  pile  cotTerdam  in  connection  with 
the  new  Forty-sixth  Street  pier  at  New  York. 
The  cofferdam  involved  double  walls  of  long  piles, 
connected  by  pile  diaphragms,  filled  with  earth  and 
rip-rapped.  Several  novel  and  unusual  features 
marked  the  work.  The  information  in  this  article  is 
due  to  "Contracting." 

The  municipal  pier  at  Forty-sixth  Street  and  North 
River,  New  York,  was  designed  and  constructed  to 
provide  for  the  largest  ocean  steamships  and  is  1,050 
feet  l"iig  and  150  feet  wide.  It  is  perpendicular  to 
the  bulkhead  line  and  the  shore  end  has  been  con- 
structed and  rock  excavation  for  the  adjacent  slips  has 
been  executed  in  a  cofferdam  of  extraordinarily  large 
dimensions. 

Design  of  Cofferdam 

The  cofferdam  which  enclosed  three  sides  of  a 
rectangle  about  250  feet  wide  and  800  feet  long,  had 
one  end  built  adjacent  to  an  existing  pier.  The  other 
end  and  the  long  side  were  made  with  double  walls 
of  interlocking  steel  sheet  piles,  from  16  to  22  feet  apart 


the  joints  by  the  maximum  unbalanced  head  of  58  ft. 
and  thus  produced  positive  contact  making  watertight 
joints. 

Sequence  of  Operations 

Wooden  templates  were  fastened  to  four  location 
piles  driven  in  each  pocket,  the  sheet  piles  were  as- 
sembled around  the  templates  and  driven,  the  mud 
and  clay  on  the  inside  of  the  cofferdam  was  dredged 
and  deposited  in  the  pockets,  a  large  amount  of  rip- 
rap was  dumped  against  the  interior  face  of  the  cof- 
ferdam, and  fill  was  dumped  against  the  exterior  face. 

Care  was  taken  to  deposit  some  of  the  exterior  fill 
before  all  of  the  interior  rip-rap  was  placed  and  caution 
was  observed  both  in  excavating  and  filling  to  main- 
tain the  stability  of  the  dam  and  not  allow  a  great 
unbalanced  pressure  on  either  side. 

Construction  openings  were  left  in  the  cofferdam 
for  the  passage  of  barges.  These  openings  were  sub- 
sequently closed  and  the  dam  unwatered  by  pump- 
ing. Finally,  after  construction  below  water  level 
was  completed,  water  was  again  admitted,  the  sheet 
piles  were  pulled  and  the  rip-rap  and  fill  were  dredged 
out  to  the  required  depth.    The  unwatering  required 
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A  Urge  steel  pile  cofferdam,  showing  plan  of  scheme  on  the  left  and  the  sequence  of  filling  and  rip-rapping  operations  on  the  right, 
centre  illustrations  show  a  plan  of  one  cell  and  a  cross-section  of  the  specially  fabricated  pile. 
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connected  by  transverse  rows  of  interlocked  piles  24 
feet  apart  forming  pockets  filled  with  dredged  material 
and  braced  by  rip-rap  embankment  sufficient  to  give 
it  independent  stability  without  bracing  against  the 
unbalanced  hydrostatic  pressure. 

The  filled  cofferdam  was  L-shape  in  plan,  about 
1,100  feet  long  and  composed  of  42  approximately  rec- 
tangular pockets  and  two  circular  ones  55  feet  in  diam- 
eter, which  were  necessary  to  clear  an  existing  pier. 
The  outer  and  inner  walls  of  the  pockets  were  curved 
and  were  braced  apart  by  a  horizontal  15-in.,  40-lb. 
channel  on  top  of  each  transverse  wall. 

At  each  of  the  intersections  between  the  curved 
outer  walls  and  the  transverse  walls  a  special  pile  was 
provided  to  connect  the  adjacent  piles  in  the  three  in- 
tersecting planes.  This  pile  was  made  with  three 
half-piles  riveted  together  with  three  oblique  angles 
forming  a  single  heavy  pile  with  Y-shape  cross  sec- 
tion, as  shown  in  an  accompanying  illustration. 

About  3,500  tons  of  37-lb.  Lackawanna  steel  sheet 
piles  from  50  to  73  feet  in  length  were  required  and 
were  driven  to  rock  with  a  penetration  of  34  feet 
through  mud  and  clay.  It  was  computed  that  a  tensile 
stress  of  4,640  lbs.  per  linear  inch  was  developed  in 


the  pumping  of  an  estimated  quantity  of  55,000,000 
gals,  of  water  to  a  maximum  head  "of  51  feet. 

On  the  north  side  of  the  cofferdam  a  single  line  of 
sheet  piles  200  feet  long  was  driven  against  the  face 
of  an  existing  cofferdam  and  anchored  by  horizontal 
3-inch  steel  rods  engaging  the  tops  of  the  piles  above 
low  water  level.  One  end  of  each  rod  had  a  nut  and 
washer  bearing  inside  the  cofferdam  on  a  steel  ranger 
made  of  two  15-inch,  40-lb.  horizontal  channels  and 
the  other  end  had  similar  bearing  on  a  horizontal 
chock  timber  engaging  two  anchor  piles  driven  in  the 
crib  pier.. 

Assembling  the  Piles 

Construction  of  the  cofferdam  was  commenced  by 
driving  four  wooden  piles  in  the  interior  of  ever)'-  cof- 
ferdam pocket  and  attaching  to  them  the  wooden 
templates  around  which  the  steel  piles  were  driven. 
About  3,000  12^4  x  ^-in.,  35-lb.  Lackawanna  straight- 
web  steel  sheet  piles  from  50  to  73  feet  in  length  were 
delivered  by  scows  and  unloaded  and  handled  at  the 
site  by  two  lighters  with  100-ft.  trussed  booms  with  a 
capacity  of  about  five  tons.  These  booms  assembled 
the  piles  for  each  pocket,  beginning  at  one  of  the 
two  front  corners  of  the  preceding  pocket  and  working 


October  18,  1916 


THE   CONTRACT  RECORD 


1003 


around  to  make  the  closure  at  the  middle  of  the  dia- 
phragm where  the  structure  had  sufficient  pliability  to 
spring  in  either  direction  and  to  allow  for  the  entrance 
of  the  last  pile,  which,  of  course,  would  draw  the  ad- 
jacent piles  together  as  required  as  it  was  driven. 

On  account  of  the  great  length  of  the  piles  and 
the  penetration  about  34  ft.  maximum,  it  was  a  diffi- 
cult matter  to  engage  the  flanges  for  the  construction 
joint  as  each  successive  pile  was  placed.  The  piles 
were  guided  by  a  man  who  climbed  to  the  top  of  the 
last  pile  on  a  light  ladder,  hooked  to  it,  and  placed  on 
top  of  the  pile  a  short  temporary  sleeve  formed  by  a 
section  of  standard  pile  fitted  with  clamps  which  cen- 
tered and  held  it  on  the  pile. 

The  interlock  of  the  projecting  sleeve  flange  was 
removed  so  as  to  leave  this  flange  open  and  permit 
the  suspended  pile  to  be  set  in  engagement  with  the  side 
(if  the  projecting  flange  and  thus  automatically  align 
itself  so  that  when  dropped  after  entering  the  closed 
flange  of  the  pile  already  in  position,  it  descended  readi- 
ly until  it  struck  the  bottom  of  the  river.  If  it  failed 
to  penetrate  the  mud  sufficiently  to  bring  the  top  of 
the  pile  within  25  feet  of  the  surface  of  the  water,  it 
was  churned  up  and  down  until  it  descended  to  this 
level  or  if  necessary  was  driven  a  short  distance  with 
a  steam  hammer  so  as  to  bring  the  top  to  a  low  enough 
elevation  to  permit  the  engagement  with  the  next  pile 
with  the  100-ft.  boom.  A  force  of  about  five  men  was 
required  for  assembling  and  ordinarily  assembled  the 
64  piles  required  for  a  regular  pocket  in  one  eight- 
hour  shift. 

Driving  the  Piles 

About  half  of  the  piles  required  for  the  cofferdam 
were  assembled  before  driving  was  commenced.  Mon- 
arch No.  2,  Hamilton,  and  Arnott  steam  hammers  were 
installed  on  lighters,  and  where  no  obstructions  were 
encountered  each  drove  from  80  to  130  piles  in  one 
eight-hour  shift.  Considerable  delay  and  irregularity 
were,  however,  occasioned  by  obstructions,  of  which 
the  worst  were  two  timber  cribs  encountered  at  op- 
posite ends  of  the  cofferdam.  In  these  cases  heavy 
driving  was  required  to  crush  the  timber  and  force 
down  the  piles  to  solid  rock  where  all  of  them  were 
brought  up. 

At  the  commencement  of  the  driving  for  each  pock- 
et, the  hammer  was  arranged  to  engage  three  piles  at 
once,  and  after  driving  them  a  few  feet  engaged  the 
next  three  piles,  and  so  on,  working  around  and  around 
the  pocket.  When  the  driving  became  too  hard,  the 
hammer  was  changed  to  engage  two  piles  at  once, 
which  continued  until  finally  the  driving  was  com- 
pleted by  driving  a  single  pile  at  once,  until  the  sound 
indicated  to  the  inspector  that  the  pile  had  reached 
rock  bottom. 

The  Hammer  Guide 

At  first  considerable  difficulty  was  experienced  in 
maintaining  the  hammer  in  alignment  with  the  pile 
while  suspended  from  the  derrick  without  the  guidance 
of  any  ways.  This  was  later  obviated  by  an  ingenious 
appliance  which  consisted  of  extension  guides  screw- 
bolted  to  the  body  of  the  hammer  and  projecting  be- 
low it  so  as  to  securely  engage  the  pile  and  hold  the 
hammer  in  line  with  it  and  firmly  fixed  on  top  of  the 
pile.  The  ends  of  the  guide  were  provided  with  bear- 
ing blocks,  fitted  to  the  curved  flanges  of  the  pile  so 
as  to  hold  it  very  firmly  in  position  without  transverse 
movement.  The  bearing  blocks  were  arranged  so  that 
with  the  hammer  turned  in  one  direction  they  would 
take  bearing  on  three  piles  and  allow  them  to  be  driven 


in  a  group  or  when  turned  in  the  opposite  direction 
would  engage  the  flanges  of  two  piles  and  allow  them 
to  be  driven  together.  When  a  single  pile  was  driven 
alone  a  follower  was  used  on  account  of  the  width  of 
the  hammer  being  greater  than  that  of  a  single  pile. 

This  device  had  the  advantage  of  keeping  the  ham- 
mer always  in  position  to  deliver  its  blow  axially  and 
drive  the  pile  straight.  It  was  useful  as  a  support  for 
the  hammer,  enabling  it  to  be  seated  on  top  of  a  pile 
and  left  there,  which  was  more  expeditious  and  satis- 
factory than  releasing  it  from  the  derrick  and  laying 
it  down  on  the  deck  of  the  lighter.  It  also  made  it 
possible  for  one  derrick  boom  to  operate  two  steam 
hammers,  setting  one  on  top  of  the  pile  and  leaving  it 
securely  supported  there  by  its  guide  while  it  set  the 
other  steam  hammer  on  another  pile. 

Filling  the  Pockets 

Material  adjacent  to  the  pockets  was  dredged  from 
the  interior  of  the  cofferdam  by  orange  peel  and  clam 


Appearance  of  sheet  pile  cofferdam  pockets.   They  are  being  filled 
with  material  excavated  with  clam  shell  buckets. 

shell  buckets  operated  by  the  lighter,  and  deposited  in 
the  pockets.  Most  of  it  was  hard  clay  covered  on  top 
with  mud  and  silt.  As  soon  as  the  dredging  was  car- 
ried to  the  rock  adjacent  to  the  pockets,  the  tops  of 
the  pockets  were  covered  over  with  a  planked  platform 
and  a  rip-rap  fill  was  commenced  on  the  inshore  side  of 
the  pocket.  This  was  carried  up  half  way  to  the  top 
of  the  cofferdam  and  an  earth  fill  commenced  on  the 
outshore  side  of  the  pocket,  care  being  taken  to  fill  the 
interior  of  the  pockets  with  additional  material  set 
always  at  a  little  higher  level  than  the  rip-rap  or  the 
exterior  embankment.  This  fill,  together  with  the 
exterior  fill,  was  delivered  by  teams  from  subway  ex- 
cavations, cellar  excavations  ,and  other  sources. 

In  one  case  where  the  filling  of  a  pocket  was  carried 
up  too  far  above  the  outside  fill,  the  resulting  pressure 
became  too  strong  and  burst  the  pocket,  causing  a  con- 
siderable separation  of  the  piles.  A  number  of  these 
piles  were  pulled,  the  walls  of  the  pocket  were  drawn 
together  by  turnbuckle  rods,  and  new  piles  re-driven 
restoring  the  continuity  of  the  walls. 

Unwatering  the  Cofferdam 

It  was  considered  advisable  to  reduce  the  water 
level  in  the  cofferdam  slowly  and  the  pumping  was  in- 
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tcrmittcnt  t>>  give  opportunity  for  the  cofferdam  to  ad- 
just itself  at  intervals  to  the  heavy  pressure.  A  10-in. 
Morns  centrifugal  steam  pump  with  a  capacity  of  250 

gallons  per  minute  was  mounted  on  skids  near  the 
middle  of  the  long  side  of  the  eolYerdani  and  was  low- 
ered down  the  rip-rap  slope  by  a  tackle  as  it  reduced 
tlie  head  from  6  to  7  inches  daily. 

A  40  x  40-ft.  raft  huilt  up  of  cross  layers  of  16  x 
h>-in.  Oregon  tir  was  constructed,  and  on  it  were  in- 
stalled two  o-in.  Alberger  pumps  of  a  capacity  of  1,000 
gallons  per  minute,  one  4-in.  Alberger  pump  of  a  capa- 
city of  450  gallons  per  minute,  and  a  10-in.  Worthing- 
ton  pump  w  ith  a  capacity  of  4,000  gallons  per  minute, 
which,  with  the  centrifugal  pump  completed  the  un- 
watering  to  an  elevation  35  feet  below  low  tide.  Be- 
low this  elevation  a  sump  was  provided  that  was  drain- 
ed by  the  centrifugal  pump  running  in  the  day  shift 
and  one  of  the  <>-inch  pumps  running  at  night. 

Leaks  Under  the  Sheet  Piles 

In  pockets  6  and  22,  sluice  gates  about  8  feet  wide 
ami  (>  feet  high  were  provided  and  were  left  open  dur- 
ing the  construction  of  the  cofferdam.  When  the  cof- 
ferdam was  completed  these  sluice  gates  were  closed  at 
low  tide  and  umvatering  was  commenced.  As  the 
water  was  lowered  inside  the  cofferdam  several  leaks 
developed  at  the  44th  Street  corner  and  at  the  47th 
Street  bulkhead.  At  47th  Street  the  bulkhead  was 
enclosed  by  an  outside  fill  above  water  level,  round 
piles  were  driven  through  the  fill  to  rock,  pulled,  and 
the  cavities  filled  with  a  mixture  of  unsifted  cinders 
and  horse  manure  well  rammed. 


Similar  treatment  was  adopted  at  the  other  leak 
where  a  wooden  bulkhead  was  built  and  filled  with 
earth  and  this  proving  to  be  insufficient,  piles  were 
driven  and  rammed  as  before  described.  Eventually 
the  cofferdam  was  kept  dry  by  a  single  electric  pump 
with  a  capacity  greater  than  the  flow  and"  in  order  to 
opei  ate  it  continuously  a  certain  amount  of  air  was  ad- 
mitted in  the  suction  so  as  to  discharge  an  amount 
that  was  carefully  adjusted  to  the  amount  of  flow  and 
the  pump  was  enabled  to  work  automatically  all  night 
without  attention. 

Pulling  the  Piles 

For  pulling  the  piles  there  have  been  installed  two 
No.  6  McKiernan-Terry  steam  hammers  arranged  for 
driving  upwards,  two  No.  3  National  stock  hammers 
intended  for  pile  driving  and  fitted  for  driving  up- 
wards, and  three  No.  1  National  pile  pullers.  Besides 
these  there  have  also  been  installed  two  50-ton  and  one 
100-ton  Lackawanna  pile  grips  operated  by  the  boom 
derrick  or  by  the  lighter  derrick. 

In  addition  there  has  been  designed  a  special  pull- 
ing grip  which  consists  essentially  of  a  pair  of  riveted 
jaws  operated  by  a  powerful  toggle  which  is  at- 
tached to  a  10-ton  derrick  tackle  or  30-ton  lighter 
tackle.  This  grip  will  take  a  pull  of  60  tons  which 
develops  a  grip  of  115  tons.  It  has  the  special  ad- 
vantage of  being  arranged  so  that  it  automatically 
drops  into  position  and  immediately  engages  the  pile 
and  as  quickly  releases  it  when  the  tackle  is  over- 
hauled. It  is  also  of  such  dimensions  that  it  can  en- 
gage a  single  pile  in  any  position. 


Saving  Money  by  Town  Planning 


AX  interesting  article  appears  in  the  last  quar- 
terly bulletin  of  the  Commission  of  Conserva- 
tion of  Canada  on  the  subject  of  town  plan- 
ning as  an  investment  for  any  community.  It 
is  argued  that  instead  of  looking  upon  town  planning 
as  an  expense  it  would  be  much  nearer  the  mark  if  we 
considered  it  as  a  very  profitable  investment.  No 
doubt  there  are  many  towns  known  to  all  of  us  where 
excessively  expensive  operations  entailed  through  lack 
of  foresight  in  street,  water,  sewage,  and  other  exten- 
sions could  have  been  avoided.  For  the  new  and 
rapidly-growing  town  it  seems  plain  thai  a  proper 
"plan"  of  expansion  is  as  necessary  as  in  the  building 
of  a  house  or  the  laying  out  of  a  factory,  while  for  the 
town  that  has  started  wrong  there  is  surely  no  time 
like  the  present  to  set  things  right.  The  following  ex- 
tracts from  the  article  mentioned  appear  to  argue  this 
matter  in  a  very  common-sense  way: 

Can  Money  Be  Saved  by  Town  Planning? 

The  wrong  impression  has  been  given  to  many  peo- 
ple that  the  preparation  of  a  plan  for  a  city  or  a  town 
i-  waste  of  monev  and  effort  because  of  the  probable 
cost  of  executing  the  plan.  It  never  seems  to  occur  to 
such  people  that  a  plan  may  be  prepared  for  the  pur- 
pose of  reducing  municipal  expenditure.  The  object  of 
a  plan  is  to  ascertain  in  advance  what  are  the  best 
things  on  which  to  spend  the  money  that  is  available, 
not  to  find  out  new  things  on  which  to  spend  more 
monev  than  is  spent  without  a  plan.  In  Canada  at 
present  all  town  planning  should  be  directed  to  secure 
greater  economy  in  municipal  administration.  • 


Comparison  is  sometimes  made  between  the  plan- 
ning of  a  factory  and  the  planning  of  a  city — it  being 
argued  that  as  the  one  is  necessary  so  is  the  other.  But 
the  city  is  such  a  complex  thing,  and  so  many  of  its 
parts  and  functions  are  inter-related  and  linked  up 
with  one  another  that  there  is  much  stronger  reason 
for  planning  the  city  than  planning  a  factory  or  a 
house.  Yet  every  sane  person  who  builds  a  factory  or 
a  house  has  a  plan  prepared  for  it,  while  most  cities  are 
allowed  to  grow  without  plan.  There  is  one  compari- 
son between  the  planning  of  the  factory  and  the  city 
that  is  worth  noting.  The  first  thing  a  man  does  who 
proposes  to  build  a  factory  is  to  decide  what  amount 
he  has  to  spend  and  what  facilities  and  space  he  re- 
quires. He  next  computes  how  best  to  fit  in  his  re- 
quirements with  his  finances.  If  he  is  a  wise  man  he 
calculates  on  the  requirements  of  the  future  as  well  as 
of  the  present,  and  sees  that  he  has  a  site  large  enough 
for  reasonable  extension  in  the  succeeding  20  or  25 
years.  He  then  engages  architectural  and  engineering 
advice  to  prepare  plans.  The  architect  or  engineer  is 
told  what  money  is  available,  and  what  provision  has 
to  be  made.  The  latter  then  applies  his  skill  to  pre- 
pare a  set  of  plans  showing  how  the  provision  can  be 
made  for  both  immediate  and  future  requirements; 
next  he  submits  estimates  of  costs  and,  where  neces- 
sary, advice  regarding  any  increased  area  of  site  re- 
quired for  future  expansion.  If  the  sum  immediately 
available  for  buildings  is  $100,000  the  preliminary  plan 
and  scheme  might  cost  from  a  few  hundred  to  one  or 
two  thousand  dollars — but  it  might  have  the  effect  of 
showing  the  manufacturer  that  lie  should  only  spend 
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$80,000  instead  of  $100,000.  The  object  of  the  plan 
being-  to  enable  the  building  to  be  properly  constructed 
according  to  the  best  design,  it  may  as  likely  show  that 
the  manufacturer  can  accomplish. what  he  wants  at  less 
than  his  rough  estimate.  Of  course,  it  may  equally 
have  the  opposite  effect.  But  the  point  is  that  the 
preparation  of  a  plan  for  a  factory  or  a  city  does  not  in 
itself  increase  or  lessen  costs ;  it  merely  provides  the 
necessary  material  and  drawings  to  enable  the  cost 
and  the  proper  channels  of  expenditure  to  be  estimat- 
ed. It  is  like  preparing  a  city  budget  at  the  beginning 
of  a  financial  year — the  budget,  instead  of  increasing 
expenditure,  enables  the  city  authority  to  "cut  its  coat 
according  to  its  cloth,"  and  may  help  in  securing  re- 
ductions in  expenditure. 

If  a  man  were  to  build  a  house  and  pay  an  architect 
2Y2  per  cent,  on  the  cost  to  prepare  plans  and  esti- 
mates and  another  2y2  per  cent,  to  supervise  construc- 
tion, the  architect  does  not  by  the  act  of  preparing  the 
plans  involve  the  owner  in  greater  cost  than  2^  per 
cent,  of  the  estimated  cost,  and  for  that  he  may  save 
10  per  cent,  on  the  owners'  own  estimates  in  the  build- 
ing if  he  is  a  good  architect.  On  the  other  hand,  if  no 
plans  were  prepared  and  the  work  proceeded  piece- 
meal, the  owner  may  spend  twice  as  much  for  the  same 
house  before  he  completed  it. 

In  many  of  our  cities  and  towns  we  are  spending 
money  on  the  wrong  things ;  we  are  wasting  money  on 
non-essentials,  and  we  are  creating  the  beginnings  of 
bad  conditions  for  future  generations.  By  the  prepar- 
ation of  a  town  planning  scheme  at  comparatively 
small  cost  we  would  save  much  money  and  wasted 
effort,  and  we  could  avoid  mistakes  which  are  caused 
by  want  of  planning. 

These  financial  advantages  are  in  addition  to  the 
social  advantages  produced  by  town  planning — the 
improved  living  conditions,  the  better  facilities  for 
transportation,  etc.,  the  higher  standards  of  public- 
health  and  citizenship,  and  the  greater  equality  of  op- 
portunity. It  is  sometimes  said  that  the  financial  side 
of  these  problems  is  unimportant ;  that  the  human  side 
is  all  we  need  concern  ourselves  about.  That  is  just  as 
unsound  a  view  as  the  opposite,  which  puts  all  the 
emphasis  on  the  financial  side.  The  best  methods  of 
solving  social  problems  are  those  which  have  a  sound 
economic  basis.  If  our  method  of  feeding  the  hungry 
results  in  creating  paupers,  may  not  the  remedy  be  as 
bad  as  the  disease?  If  our  method  of  city  planning 
destroys  individual  initiative  and  helps  the  waster  at 
the  expense  of  the  hard-working  citizen,  will  it  not  be 
unsound?    The  great  value  of  town  planning,  how- 


ever, is  that  while  it  does  not  directly  solve  social  pro- 
blems connected  with  the  land,  it  is  a  necessary  basis 
for  any  proper  solution — it  is  the  only  method  by 
which  they  can  be  solved  at  reasonable  cost  to  the 
community  on  the  one  hand  or  without  injury  to 
legitimate  rights  in  property  on  the  other  hand. 

But  no  town  planning  scheme,  and  still  less  no 
paper  plan  unaccompanied  by  a  proper  scheme  of  re- 
gulations, can  be  effective  or  save  money  unless  it 
deals  with  the  control  of  building  development  and 
sanitary  conditions.  Indeed,  a  wasteful  and  irrational 
system  of  development  may  result  from  having  a  street 
plan  of  a  town,  if  land  speculation  is  permitted  and 
there  is  no  regulation  regarding  sizes  of  lot  and  den- 
sity and  character  of  buildings  to  be  erected.  Much 
of  the  expensive  development  seen  at  Prince  Rupert, 
B.C.,  for  example,  would  not  have  had  to  be  incurred 
if  the  plan  had  not  been  prepared  to  suit  the  require- 
ments of  the  land  speculators.  A  proper  town  plan- 
ning scheme  for  Prince  Rupert  would  have  enabled  the 
citizens  and  the  land-owners  to  have  saved  large  sums 
of  money  in  development,  but  it  would  not  have  made 
it  so  easy  to  create  a  "boom"  in  land  values. 


An  Exhibition  of  Brick  Pavement  Construc- 
tion Given  at  Annual  Convention 

One  of  the  most  interesting  items  at  the  paving- 
conference  of  the  National  Paving  Brick  Manufactur- 
ers' Association,  held  in  Paris,  111.,  on  Oct.  5  and  6,  was 
the  demonstration  of  monolithic  brick  paving  con- 
struction in  Edgar  County.  The  point  chosen  for  the 
demonstration  was  a  strip  of  the  Chicago  highway  ad- 
jacent to  the  city  waterworks  reservoir.  It  was  not  a 
staged  demonstration,  but  a  part  of  the  actual  contract 
for  improvement  of  this  road,  now  being  carried  out 
by  Allan  J.  Parrish,  under  the  general  supervision  of 
Engineer  W.  T.  Blackburn.  The  visitors  saw  not 
merely  the  demonstration  of  each  step  in  the  paving- 
process — the  laying  of  the  concrete  base,  the  operation 
of  a  double  template  which  levelled  the  concrete  and 
spread  a  dry  mix  of  mortar,  the  rapid  laying  and  grout- 
ing of  the  brick  surface — but  they  witnessed  a  spec- 
tacle of  structural  efficiency  that  won  the  admiration 
of  all.  Contractor  Parrish  reported  at  the  end  of  the 
day  that  he  had  laid  800  yards  of  pavement,  in  spite  of 
the  unavoidable  interference  of  visitors  who  pried  into 
every  detail  of  the  work  and  fairly  overran  the  job. 
The  illustration  herewith  indicates  interesting  phases 
in  this  day's  work  of  laying  a  piece  of  brick  roadway. 


The  brick  arc  bedded  in  green  concrete. 


Brick  are  rolled  before  grouting. 


loot; 
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Disinfecting    Water   with    Liquid  Chlorine 

Conditions  that  Determine  the  Point  at  which  the  Chemical 
Should    be    Introduced    to    Insure    Proper  Purification 


One  <it  the  more  recently  discovered  methods  of 
disinfecting  a  water  supply  is  by  the  use  of  liquid 
chlorine,  w  hich  overcomes  some  of  the  objections  per- 
taining to  the  conventional  bleaching'  powder  method. 
The  merit-  of  this  process  have  been  rapidly  recog- 
nized, and  its  application  has  met  with  considerable 
activity.  In  the  design  of  a  liquid  chlorine  equipment 
there  are  certain  factors  that  must  be  considered,  and 
especially  the  point  at  which  the  chemical  must  be  in- 
troduced. These  problems  are  discussed  in  a  paper  by 
Francis  F.  Longley,  in  Engineering  and  Contracting, 
which  is  reprinted  below  : 

Liquid  chlorine,  like  its  forerunner  hypochlorite  of 
calcium,  has  come  into  rapid  recognition  during  the 
pa-t  few  years  for  the  disinfection  of  water  supplies. 
Since  its  first  application  on  a  working  scale  to  a  muni- 
cipal supply  less  than  five  years  ago,  several  hundred 
installations  have  been  made  throughout  the  country. 
The  low  cost  of  this  treatment  compared  to  any  more 
complete  purification  such  as  filtration,  its  demonstrat- 
ed efficiency,  and  the  simplicity  of  its  installation  and 
application,  have  resulted  in  its  rather  hasty  adoption 
in  many  cities.  With  the  newness  of  the  process,  the 
lack  of  experience  in  its  use,  and  the  scarcity  of  precise 
knowledge  regarding  the  chemistry  of  chlorine  when 
used  in  this  way,  there  are  many  considerations  now 
recognized  which  could  not  have  been  taken  into  ac- 
count a  few  years  ago,  in  the  design  of  a  liquid  chlorine 
equipment. 

The  question  uppermost  when  an  apparatus  was  to 
be  purchased  seems  to  have  been,  "Will  it  work?  Will 
it  deliver  the  disinfecting-  agent  into  the  water  in  a 
regular,  dependable  way?"  Upon  the  showing  of  the 
first  strikingf  experiments  on  the  use  of  liquid  chlorine, 
it  was  generally  accepted,  subject  to  certain  recognized 
limitations,  that  the  disinfectant  would  always  produce 
a  reduction  in  numbers  of  bacteria;  and,  therefore, 
while  bacterial  reduction  has  been  the  primary  object 
of  this  method  of  treatment,  it  seems  that  in  many 
cases  this  has  been  left  subservient  and  considerations 
of  physical  or  engineering  convenience  have  deter- 
mined the  point  of  application. 

It  would  be  interesting  now  to  examine  these 
numerous  installations  in  detail  and  study  the  condi- 
tions which  led  to  these  various  points  of  application. 
It  is  not  feasible  to  do  this,  but  a  review  of  some  of  the 
conditions  now  known  that  are  likely  to  control  the 
location  of  the  point  of  application  may  be  of  interest. 

This  discussion  was  intended  primarily  to  relate  to 
the  liquid  chlorine  treatment.  Tn  many  of  their  phases 
the  treatments  by  liquid  chlorine  and  by  hypochlorite 
are  so  much  alike  that  experience  with  both  of  them 
yields  light  upon  the  conditions  under  discussion  ;  and, 
so  far  as  the  essential  points  are  covered  thereby,  occa- 
sional reference  may  be  made  to  hypochlorite. 

Two  Classes  of  Installations. 

For  a  consideration  of  this  question  all  installations 
may  be  divided  into  two  classes.  First,  in  those  instal- 
lations in  which  disinfection  is  the  only  treatment 
which  the  water  receives,  the  location  of  the  point  of 
application  will  be  determined  by  physical  or  hydraulic 
conditions.  Second,  in  the  installations  in  which  disin- 
fection is  an  adjunct  to  some  other  more  complete 


treatment,  such  as  filtration,  not  only  physical  condi- 
tions, but  also  conditions  arising  from  the  proximity 
or  inter-relation  of  the  two  forms  of  treatment,  must 
be  considered. 

Based  on  physical  conditions  existing  at  the  point 
of  application,  liquid  chlorine  equipment  may  be  con- 
sidered under  two  heads — first,  with  the  application 
made  as  a  solution  ;  and,  second,  with  the  application 
made  as  a  gas.  These  two  methods  of  application  give 
rise  to  conditions  which  have  an  important  effect  upon 
the  selection  of  the  point  of  application. 

If  the  chlorine  gas  is  mixed  with  water  before 
reaching  the  actual  point  of  application  to  the  supply, 
the  flow  of  this  solution  must,  of  course,  follow  the 
laws  of  hydraulics.  The  solution  of  the  chlorine  in  the 
water  is  generally  accomplished  in  an  absorption  tower 
or  tank  of  some  kind  located  at  or  about  the  elevation 
of  the  chlorine  tanks  and  other  apparatus.  The  ab- 
sorption tower  is  in  most  cases  open  to  the  air,  and  the 
flow  therefrom  into  the  supply  is  commonly  by  grav- 
ity. There  are  a  few  installations  in  which  this  solu- 
tion is  pumped  into  the  supply,  but  the  pumping  of 
such  a  liquid  is  a  bothersome  procedure,  and  is  usually 
avoided  if  possible. 

If  the  solution  is  to  be  delivered  into  the  supply 
without  pumping,  the  absorption  tower  must  stand 
near  enough  and  high  enough  above  the  hydraulic  gra- 
dient of  the  supply  into  which  it  is  delivered  to  afford 
free  gravity  flow.  This  arrangement  can  in  most  cases 
be  conveniently  secured  by  putting  the  solution  into 
the  suction  of  a  pump  or  into  an  open  suction  well  or 
conduit.  It  does  not  in  general  permit  the  delivery 
into  a  closed  conduit  or  pipe  under  pressure,  unless 
some  means  is  provided  for  pumping  the  solution 
against  that  pressure. 

This  is.  perhaps,  the  most  common  point  of  appli- 
cation, and  it  has  the  advantages  of  convenience  and 
of  thorough  agitation  and  mixing  of  the  treated  supply 
as  it  passes  through  the  pumps. 

Corrosion  Due  to  Chlorine. 

There  has  frequently  been  some  concern  felt  over 
the  question  of  corrosion  in  the  pump,  due  to  the  intro- 
duction of  a  corrosive  substance  like  chlorine  into  the 
water  just  before  it  enters  the  pumps.  When  the  use 
of  hypochlorite  was  comparatively  new,  there  were  a 
number  of  cases  noted  of  corrosion  of  pumps,  but  they 
were  the  exception  rather  than  the  rule,  and  may  have 
been  due  to  excessive  application  with  imperfect  appar- 
atus,  or  some  other  accidental  cause.  Experience 
through  several  years  past  with  liquid  chlorine  indi- 
cates that  there  is  no  real  danger  from  this.  The 
mechanical  absorption  of  the  gas  by  the  water  seems 
to  be  so  prompt  and  so  complete  that  it  does  not  have 
an  opportunity  to  act  upon  the  metallic  surfaces  of  the 
pump,  or  pipes. 

There  are  a  few  installations  in  which  the  liquid 
chlorine  is  applied,  in  the  form  of  a  chlorine  solution, 
on  the  discharge  side  of  pressure  filters.  This  is  accom- 
plished bv  utilizing  the  drop  in  pressure  through  the 
filters.  The  supply  of  water  for  the  absorption  tower 
is  taken  from  the  main  supplying  the  filters.  The 
absorption  tower,  instead  of  being  open  to  atmospheric 
pressure,  as  is  usual,  is  completely  closed,  a,nd  under 
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substantially  the  pressure  of  the  supply  main.  A  head 
practically  equal  to  the  loss  of  head  through  the  filters 
is  then  available  to  deliver  the  chlorine  solution  from 
the  absorption  tower  into  the  pressure  main  on  the 
discharge  side  of  the  filters. 

There  is  a  limitation  to  this  fixed  by  the  minimum 
pressure  to  which  the  chlorine  tanks  can  work.  It  is 
perhaps  sufficient  to  state  that  the  application  could 
not  be  made  as  above  described  if  the  pressure  prevail- 
ing in  the  discharge  main  from  the  filters  much  exceed- 
ed 40  or  50  pounds. 

Introduction  of  Chlorine  as  a  Gas. 

If  the  application  of  chlorine  is  made  to  the  water 
supply  as  a  gas,  there  is  no  point  in  the  apparatus  at 
which  the  pressure  of  the  gas  drops  to  atmospheric 
pressure.  The  tank  pressure  as  reduced  in  a  pre-deter- 
mined  way  bv  pressure  reducing  valves  is  available  to 
deliver  the  gas  into  the  supply.  The  tank  pressure 
must  not  be  permitted  to  fall,  due  to  chilling  from  too 
rapid  vaporization,  below  about  54  pounds,  or  troubles 
result  from  the  refrigerating  effect  produced.  With 
some  allowance  for  loss  of  pressure  through  the  appar- 
atus, it  is  therefore  possible  to  deliver  the  gas  into  the 
supply  from  this  tank  pressure  against  a  considerable 
w  ater  pressure.  A  water  pressure  of  35  pounds  is  com- 
monly stated  as  the  limit 'against  which  a  gas  may  be 
thus  applied,  but  cases  are  on  record  of  application 
against  pressures  somewhat  higher  than  this. 

These  cases,  however,  may  require  that  artificial 
heat  be  applied  at  times,  in  order  to  keep  the  tank  pres- 
sure at  a  point  high  enough  to  accomplish  the  delivery 
as  stated. 

With  this  limitation  the  chlorine  may  be  applied  as 
a  gas  into  a  water  main  under  some  pressure.  It  may 
be  applied  at  an  elevation  considerablv  higher  than  the 
elevation  of  the  tanks  and  the  control  apparatus.  It 
mav  be  conveyed  through  pipe  a  distance  probably 
considerablv  greater  than  the  distance  to  which  chlor- 
ine solution  could  be  carried.  There  is,  therefore,  much 
greater  latitude  in  the  selection  of  the  point  of  applica- 
tion when  the  chlorine  is  to  be  applied  as  a  gas  than  as 
a  solution. 

The  condition  of  distance  is  sometimes  met  by 
separating  the  absorption  tower  from  the  tanks  and 
measuring  apparatus.  The  chlorine  can  then  be  carried 
as  a  gas  to  any  reasonable  distance  and  discharged  into 
the  absorption  tower,  which,  in  turn,  can  be  so  located 
as  to  facilitate  the  discharge  of  the  solution  into  the 
supply. 

Amount  of  Supply  Affects  Application. 

Another  condition  may  be  mentioned  here  which 
mav  affect  the  type  of  apparatus  and  therefore  the 
point  of  application  in  many  small  supplies.  The  chlor- 
ine when  delivered  into  the  supply  as  a  gas  is  measured 
through  an  orifice,  when  a  difference  in  pressure  is 
maintained  on  the  two  sides  of  the  orifice  by  means  of 
pressure  control  valves.  The  size  of  an  orifice  which 
will  deliver,  say,  25  pounds  of  gas  in  24  hours,  under 
the  head  commonly  used  in  this  apparatus,  is  verv 
small.  This  is  equivalent  to  about  0.3  parts  per  mil- 
lion of  chlorine  in  a  ten-million  gallon  supply.  If  the 
total  quantity  of  gas  supplied  in  a  dav  is  much  less 
than  this,  the  orifice  becomes  so  small  that  it  becomes 
increasingly  more  difficult  to  keep  it  clean  and  deliver- 
ing at  a  uniform  rate  as  an  orifice  should.  The  size  of 
the  orifice  which  will  deliver  1  pound  of  gas  in  24 
hours  is  so  small  that  it  will  no  more  than  permit  the 
entrance  of  the  point  of  a  fine  needle.  For  a  quantity 
of  gas  as  small  or  smaller  than  this  some  other  device 
must  be  used  for  its.  measurement,    Orifice  meters  are 


now  in  use  delivering  quantities  down  to  a  minimum 
of  about  1  pound  per  24  hours  in  the  gaseous  state, 
but  for  total  daily  quantities  smaller  than  that,  the  de- 
vices in  use  involve  the  formation  of  a  solution  of  the 
gas.  The  conditions  and  limitations  described  above 
for  the  application  of  a  chlorine  solution  to  the  supply, 
therefore,  must  apply  to  any  supplies  which  require 
such  small  quantities  of  chlorine  as  were  just  men- 
tioned. 

When  the  chlorine  is  applied  in  a  gaseous  state  it 
is  commonly  distributed  into  the  water  through  a  por- 
ous diffuser  of  some  kind,  which  delivers  it  as  a  mass 
of  extremely  small  bubbles,  of  chlorine.  Chlorine  gas 
bubbles  thus  set  free  in  water  tend  to  rise  to  a  fairly 
constant  velocity  of  about  24  feet  per  minute.  It  has 
been  found  in  practice  that  the  bubbles  arising  from 
the  diffusers  commonly  used  become  completely  ab- 
sorbed by  the  water  before  they  have  risen  about  4 
feet  on  the  average.  This  will  varv  somewhat  with 
the  quantity  of  gas  set  free  at  the  diffuser,  but  4  feet 
is  commonly  looked  upon  as  sufficient  depth  of  sub- 
mergence for  an  apparatus  delivering  normal  quanti- 
ties of  gas.  For  this  type  of  apparatus  a  point  of  ap- 
plication must,  therefore,  be  found  which  will  have  at 
all  times  a  suitable  depth  of  water. 

Ordinarily  no  difficulty  is  encountered  in  this  mat- 
ter. It  occasionally  happens,  however,  that  a  fluctuat- 
ing water  level,  at  the  point  of  application  may  at 
times  reduce  the  depth  of  water  over  the  diffuser  be- 
low the  limit  mentioned.  A  proposal  to  apply  the 
chlorine  as  a  gas  under  these  conditions  would  con- 
tain some  elements  of  risk,  involving  possible  loss  of 
gas,  the  escape  into  the  air  of  corrosive  chlorine,  and 
a  reduction  in  efficiency  of  the  treatment.  It  might  at 
times  be  difficult  to  find  an  alternative  location  readily 
accessible  where  the  conditions  of  depth  of  water 
would  be  at  all  times  suitable  for  the  application  of 
chlorine  as  a  gas.  Under  such  conditions,  the  choice 
would  be  presented  of  applying  the  chlorine  as  a  solu- 
tion where  a  small  limit  of  depth  was  immaterial,  or 
of  seeking  a  more  perfect  but  perhaps  more  inacces- 
sible location  for  the  application  of  the  chlorine  as  a 
gas. 

Where  disinfection  bv  liquid  chlorine  is  the  onlv 
form  of  treatment  used,  the  difference  in  bacterial  effi- 
ciency, at  different  possible  points  of  application,  is 
likely  to  be  unimportant.  Where  used  as  an  adjunct 
to  filtration,  however,  the  efficiency  mav  be  quite  dif- 
ferent for  different  points  of  application. 

The  use  of  liquid  chlorine  is  sometimes  claimed  to. 
but  cannot  be  depended  upon,  to  reduce  in  any  degree 
any  of  the  other  objectionable  contents  of  a  water 
supply.  The  reduction  of  bacteria  was  the  primary 
reason  for  the  development  of  this  process,  and.  there- 
fore, bacterial  efficiency  may  be  considered  the  factor 
of  foremost  importance. 

Application  After  Filtration. 

Where  disinfection  is  used  as  an  adjunct  to  filtra- 
tion the  ideal  point  of  application  is  in  general  after 
filtration.  The  efficiency  of  liquid  chlorine  as  a  disin- 
fectant is  influenced  bv  the  presence  of  color  and  tur- 
bidity and  bv  other  substances  dissolved  in  the  water. 
A  water  that  contains  considerable  quantities  of  tur- 
bidity or  color  requires  a  much  larger  dose  to  produce 
a  given  bacterial  removal.  The  quantity  of  liquid 
chlorine  required  to  produce  a  satisfactory  final  result 
is.  therefore,  must  less  if  the  application  is  made  after 
the  turbidity  of  color  is  removed  bv  the  filtration  treat- 
ment. This  may  be  considered  one  of  the  phases  of  an 
ideal  treatment. 

It  sometimes  happens  that  the  application  in  the 
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filtered  water  results  in  objectionable  tastes  or  odors. 
\\  aters  differ  ill  their  susceptibility  to  trouble  of  tliis 
N.irt.  With  some  waters  the  dose  of  chlorine  that  is 
required  to  (jive  the  desired  bacterial  results  is  also 
enough  t«>  leave  a  taste.  With  others  there  is  a  safe 
margin  between  these  two  limits. 

When  the  former  conditions  prevail,  it  is  desirable 
to  appl\  the  chlorine  after  filtration,  but  before  the 
water  goes  to  the  filtered  water  reservoir,  as  Storage 
i s  an  important  factor  in  the  dissipation  of  any  tastes 
or  odors  that  may  result  from  the  treatment. 

This  consideration  is  less  important  where  tastes 
and  odors  give  no  trouble.  In  a  great  many  plants 
now  in  service  the  aoplication  is  at  a  point  beyond 
which  there  is  no  detention  except  in  the  mains  before 
the  water  reaches  the  consumer.  Conditions  are  not 
constant,  however,  and  there  may  be- times  with  most 
supplies  when  tastes  and  odors  may  be  detected.  It 
is  desirable,  therefore,  in  every  case  in  which  it  can  be 
arranged  to  apply  the  chlorine  to  the  water  before  it 
goes  to  the  filtered  water  reservoir. 

Overcoming  Prejudice. 

In  the  early  days  of  disinfection  of  public  water 
supplies  there  was  in  many  places  a  prejudice  against 
the  application  of  a  chemical  of  any  sort,  especially  of 
a  chemical  with  the  supposed  highly  corrosive  proper- 
ties of  chlorine  or  hypochlorite,  to  the  water  after  it 
had  passed  through  the  filters.  A. filter  operating  effi- 
ciently was  considered  to  be  as  near  the  acme  of  per- 
fection as  could  reasonably  be  attained. 

This  prejudice  arose  from  the  fear  that  objection- 
able tastes  and  odors  might  result  if  the  water  were 
treated  with  a  disinfectant  just  before  being  delivered 
to  the  consumer,  and  also  the  fear  regarding  turbidity 
that  might  be  contributed  by  the  sludge  when  hypoch- 
lorite was  used.  It  is  true  that  tastes  and  odors  have 
Si  metimes  been  conspicuous,  but  longer  experience 
and  broader  acquaintance  with  liquid  chlorine  treat- 
ment has  resulted  in  a  freat  reduction  in  difficulties  of 
this  kind,  and  this  prejudice  has  been  quite  overcome. 
Now  the  filter  effluent  is  considered  quite  generally 
the  ideal  point  of  application  for  the  chlorine. 

In  a  number  of  cases  the  application  of  a  disin- 
fectant has  been  made  just  before  the  water  was  ap- 
plied to  sand  filters.  In  some  of  these  cases  the  results 
have  been  disastrous  to  the  bacterial  efficiency  of  the 
filters.  The  reasons  for  the  application  at  this,  point 
are  not  now  clear,  but  these  cases  occurred  several 
years  ago,  when  the  treatment  was  new,  and  those 
who  chose  the  point  of  application  could  hardly  have 
foreseen  what  the  results  would  be. 

Application  Before  Filtration  Unsatisfactory. 

The  application  resulted  at  first  in  a  very  good  re- 
duction in  numbers  of  bacteria.  This  was  followed 
within  a  short  time  by  a  large  increase  in  the  bacteria 
in  the  effluent,  the  numbers  there  being  even  much 
greater  than  the  numbers  in  the  raw  water.  This  con- 
dition of  affairs  persisted  for  some  time  until  the  cause 
of  the  trouble  was  perceived  and  the  application  of  dis- 
infectant discontinued  at  that  point.  The  restoration 
of  a  normal  bacterial  efficiency  to  the  filters  took  some 
time,  and  the  subsequent  application  of  the  disinfect- 
ant to  the  water  after  filtration  produced  the  desired 
results.  The  reason  for  this  appears  to  have  been  the 
destruction,  either  partial  or  complete,  of  bacterial  life 
in  the  schumtz-decke  on  the  filter,  with  its  subsequent 
decomposition  which  afforded  food  material  for  the 
prolific  growth  of  organisms.  The  removal  of  this 
purifving  agency  and  the  presence  of  this  food  material 
encouraged  the  appearance  of  large  numbers  of  bac- 
teria in  the  effluent. 


This  trouble  arose  from  the  fact  that  the  disinfect- 
ant was  still  in  an  active  state  when  it  reached  the  sur- 
face of  the  sand.  It  is  commonly  considered,  with 
good  supporting  evidence,  that  the  chlorine  acts  very 
promptly  in  reducing  the  bacteria  after  it  is  applied  to 
the  water.  There  are  certain  lines  of  evidence,  how- 
ever, such  as  the  above,  which  indicate  that  all  the  re- 
actions resulting  from  the  addition  of  chlorine  to  the 
water  are  not  complete  for  some  little  time  after  its 
application.  There  is  no  evidence  at  hand  to  show 
how  long  this  time  is.  There  are  a  number  of  plants, 
however,  in  which  the  application  of  a  disinfectant  is 
made  as  the  water  enters  a  coagulating  or  settling 
basin,  just  preceding  filtration.  No  deterioration  of 
the  filter  as  a  result  of  this  application  has  been  re- 
corded, w  hich  leads  to  the  belief  that  in  these  particu- 
lar cases  the  time  of  storage  after  the  disinfection 
treatment  and  before  the  water  reaches  the  filters  has 
been  great  enough  to  permit  the  completion  of  all  the 
reactions  that  result  from  the  addition  of  the  disin- 
fectant. 

In  a  number  of  cases  liquid  chlorine  is  applied  to  a 
supply  just  before  it  is  pumped  into  pressure  filters. 
With  filters  of  this  type  primary  dependence  is  not 
placed  for  the  bacterial  purification  upon  the  presence 
of  a  living-  organic  schmutz-decke.  It  may  be,  there- 
fore, that  the  above  remarks  do  not  apply  to  this  con- 
dition, but  there  is  room  for  suspicion  that  the  bac- 
terial results  following  the  treatment  arranged  in  this 
wav  may  not  be  all  that  they  should  be. 

Some  claims  have  been  made  that  a  saving  could  be 
effected  in  the  quantity  of  alum  required  with  a  me- 
chanical filter  if  liquid  chlorine  were  applied  before 
filtration.  The  study  of  this  question  has  been  rather 
limited.  There  are  a  few  ardent  advocates  of  this  be- 
lief, and  it  is  possible  that  in  some  cases  a  saving  ma)' 
have  been  accomplished.  So  far  as  it  is  true,  this  con- 
dition also  will  affect  the  point  of  application. 

The  Question  of  Economy. 

Economy  is  many  times  a  consideration  in  the  loca- 
tion of  a  liquid  chlorine  equipment.  The  apparatus 
must  be  housed.  A  pumping  station  or  gate  house  or 
other  building  is  usually  located  conveniently,  but  it 
sometimes  happens  that  this  location  will  not  facili- 
tate the  application  in  the  ideal  way.  When  this  con- 
dition of  affairs  exists,  it  has  frequently  happened  that 
rather  than  build  a  new  building  especially  to  house 
the  liquid  chlorine  equipment  at  the  ideal  point,  it  has 
been  located  in  an  existing  structure  in  the  hope  that 
the  results  of  the  treatment  will  be  just  as  good  at  that 
point. 

The  question  of  availability  of  a  supply  of  water 
for  the  solution  of  the  chlorine  often  influences  the 
point  of  application.  The  convenience  of  the  deter- 
mination of  the  rate  of  flow  in  the  main,  or  conduit,  to 
which  the  chlorine  is  to  be  applied,  in  order  properly 
to  adjust  the  dose,  is  sometimes  an  important  factor 
in  fixing  this  point. 

It  is  unfortunate  that  data  are  not  more  generally 
available  to  show  definitely  the  relative  advantages  or 
disadvantages  of  these  points,  especially  with  refer- 
ence to  the  bacterial  efficiency  which  results,  and  to 
the  quantity  of  disinfectant  that  has  to  be  applied. 
Efforts  that  the  writer  made  a  year  or  so  ago  to  get 
comprehensive  information  along  these  lines  indicated 
only  that  systematic  observations  are  not  commonly 
taken  to  determine  the  efficiency  and  the  economy  of 
this  treatment. 


Swarthmore  College  is  running  its  engineering  de- 
partment like  an  industrial  organization. 


October  18,  1916 


THE    CONTRACT  RECORD 


1000 


The   City   Manager — A    New  Opportunity 

for  Engineers 

By  Gaylord  C.  Cummin* 


It  is  with  a  great  deal  of  pleasure  that  I  bring  to 
you  a  new  thought  in  public  affairs  which  should  in- 
terest you  as  citizens,  and  should  be  of  peculiar  inter- 
est tc  you  as  members  of  this  body,  because  it  has  re- 
ceived its  best  expression  to  date  through  engineers, 
and  promises  in  the  future  a  wonderful  opportunity  for 
engineers  to  assume  in  the  public  mind  the  position  to 
which  they  are  justly  entitled.  Engineers  have  been 
entirely  too  content  in  the  past  to  take  credit  only  for 
their  technical  achievements,  and  leave  the  glories  of 
dreams  that  come  true,  of  wonders  of  administrative 
effort,  of  wise  and  judicial  counsel  which  have  made 
our  country  great,  to  rest  on  the  brow  of  those  who 
were  in  positions  of  prominence,  and  to  whom  they  do 
not  rightfully  belong. 

A  real  engineer  is  much  more  than  a  man  who 
juggles  with  figures  and  formulae,  and  makes  queer 
designs  on  a  drawing  board.  A  real  engineer  must 
know  for  what  purpose  he  plans  both  economically 
and  physically ;  he  must  know  how  his  plans  can  be- 
come financially  possible;  in  short,  he  must  be  an  ad- 
ministrator in  order  to  make  his  designs  accomplished 
facts,  and  to  build  efficiently  and  well.  Very  many 
engineers  can  do  all  these  things  and  yet  are  content 
with  being  employed  only  for  their  technical  know- 
ledge, whereas  such  qualifications  as  those  above, 
equip  them  to  take  a  leading  position  for  public  service 
in  the  community  where  they  live. 

The  Engineer's  Place  in  City  Administration. 

In  this  field  of  public  service  the  engineer  has 
always  taken  a  much  more  subordinate  position  than 
that  to  which  he  was  entitled.  Seventy-five  per  cent, 
of  the  problems  which  occur  in  the  administration  of 
our  cities  are  engineering  problems  pure  and  simple, 
and  the  rest  of  them  are  such  that  an  engineer  is  at 
least  as  well  fitted  to  handle  as  a  man  trained  along 
any  other  line,  they  being  largely  problems  of  organ- 
ization and  social  justice.  The  vital  municipal  pro- 
blems are  pure  water  and  plenty  of  it,  adequate  sewers, 
clean  streets,  proper  buildings,  adequate  transporta- 
tion facilities,  efficient  police  and  fire  protection,  proper 
education  and  recreational  facilities,  etc. — these  things 
to  be  secured  with  the  smallest  expenditure  of  money 
possible  to  get  the  needed  results. 

Most  of  these  are  engineering  problems,  and  can 
be  best  handled  by  engineers;  hence  our  opportunity 
once  the  citizens  can  be  educated  to  the  point  where 
the  administrative  part  of  the  government  is  judged  on 
its  ability  as  such,  political  questions  being  relegated 
to  the  legislative  branch  where  they  belong. 

Municipal  government  on  this  continent  has  been 
unfortunate  in  both  its  genesis  and  its  evolution.  It  is 
clear  that  advanced  ideas  and  ideals  of  government  are 
most  likely  to  dev  elop  in  comparatively  small  and  co- 
herent communities.  In  Europe  the  nations  developed 
from  cities,  and  national  government  from  city  govern- 
ment. Due  to  this  development,  the  cities  of  Germany 
and  England  have  had  a  large  measure  of  freedom  and 
abundant  opportunity  to  develop  what  governmental 
Forms  were  best  suited  to  their  peculiar  needs.  The 
result  has  been  that  the  cities  have  been  many  years 
ahead  of  the  nations  of  which  they  are  a  part,  in  gOA 
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eminent  and  in  effectiveness  with  which  they  render 
service  to  their  people.  In  this  country  at  the  time 
our  national  government  was  formed  we  had  no  cities, 
properly  speaking,  and  the  simplest  and  crudest  of 
methods  sufficed  to  handle  the  municipal  problems  of 
the  time.  As  the  cities  outgrew  the  possibilities  of  the 
old  town-meeting-  and  our  cities  became  large  and  their 
problems  complex,  a  change  had  to  be  made,  and  our 
national  form  of  government  was  modified  and  used  by 
the  city,  and  without  any  reference  to  the  reasons  for 
certain  provisions  in  our  constitution.  The  cities  ac- 
cepted both  the  fit  and  the  unfit,  even  to  the  two  houses 
in  the  legislative  branch.  To  further  complicate  mat- 
ters, in  many  cases  a  large  number  of  the  administra- 
tive heads  were  made  elective,  whereas  in  our  national 
government,  as  outlined  by  the  constitution,  no  admin- 
istrative officer  was  supposed  to  be  elected,  the  presi- 
dent being  selected  and  appointed  by  a  deliberate  body 
—the  electoral  college.  This  is  the  basis  of  the  so- 
called  "federal  form"  of  municipal  government. 

Federal  Form  of  Municipal  Government. 

It  consists,  briefly,  of  a  legislative  branch  of  one  or 
two  houses,  elected  from  districts  called  wards,  an 
elective  administrative  officer  called  the  mayor,  and 
elected  administrative  department  heads  ad  infinitum. 
This  form  is  distinguished  by  a  system  of  checks  and 
balances  to  insure  honesty  and  prevent  efficiency;  by 
almost  guaranteeing  that  no  administrative  head  shall 
be  selected  for  his  fitness  for  his  particular  position, 
and  by  insuring  that  no  man  knows  for  what  he  is  re- 
sponsible, or  to  whom  he  is  responsible.  Furthermore, 
because  the  legislative  branch  and  administrative  offi- 
cers are  each  severally  responsible  to  the  people,  there 
is  no  teamwork  in  the  organization,  and  the  real  good 
of  the  city  is  sacrificed  to  petty  political  quarrels.  The 
speaker  was  an  officer  in  a  government  of  this  kind 
vyhere  the  council  was  of  one  party  and  the  administra- 
tion was  of  another.  Everything  good  started  by  the 
council  was  blocked  by  the  administration  and  vice 
versa,  the  city  very  naturally  suffering. 

However,  it  is  admitted  that  the  federal  form  is  not 
and  never  has  been  a  success,  so  I  shall  not  elaborate 
upon  its  shortcomings.  Suffice  it  to  say  that  it  vio- 
lates every  fundamental  of  efficient  organization. 

Commission  Government. 

The  so-called  "commission"  form,  as  exemplified  in 
Galveston  and  Des  Moines,  is  a  decided  improvement 
in  some  ways,  but  falls  far  short  of  the  ideal.  This 
plan  consists,  in  brief,  of  a  small  council  elected  at 
large  which  constitutes  the  legislative  bodv,  each 
member  being  made  the  administrative  head  of  one  of 
the  city  departments.  This  is  an  improvement,  because 
ward  hues  are  eliminated  and  the  organization  some- 
what simplified,  but  still  has  a  lack  of  centralized  re- 
sponsibility, places  men  in  technical  positions  who  are 
not  specially  qualified  for  them,  and  is  positively 
vicious  in  making  a  man's  success  as  a  commissioner 
depend  upon  the  success  of  his  particular  department 
and  not  the  success  of  the  city  as  a  whole.  This  will 
result  in  time  in  a  majority  of  the  commision  dividing 
the  hulk  o!  the  funds  anion-  their  departments  be- 
cause in  this  way  they  can  show  more  results  and  the 
minority  taking  what  is  left,  although  their  depart- 
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ments  may  be  the  most  important.  l'nder  the  com- 
tnission  form  there  is  no  fundamental  improvement  in 
organization,  the  improved  results  eomirig  from  an 
awakeucd  public  interest  in  municipal  affairs  shown  by 
the  fact  that  anv  change  in  government  was  made. 

Xow  before  we  go  further  let  us  state  a  few  funda- 
mental facts  that  are  often  ignored  in  considering  gov- 
ernmental affairs. 

It  is  impossible  to  legislate  honesty.  This  is  at- 
tempted in  our  famous  principle  of  "checks  and  bal- 
ances," which  does  not  prevent  dishonesty,  but  does 
prevent  efficiency. 

It  is  impossible  to  legislate  efficiency,  and  no  laws 
or  charters  will  ever  insure  it. 

The  legislative  branch  of  government  is  the  real 
governing  body,  the  policy-forming  body,  while  the 
administrative  branch  merely  carries  out  these  policies, 
and  any  attempt  to  mix  the  functions  as  here  laid 
down  will  result  in  disaster. 

A  City  Is  a  Business  Corporation. 

A  city  is  a  business  corporation,  with  citizens  as 
stockholders  who  expect  dividends  of  service.  A  city 
differs  from  other  business  corporations  only  in  that, 
fortunately,  its  income  does  not  depend  upon  its  effi- 
ciency. 

Xow,  considering  the  city  as  a  business  proposition, 
let  us  analyze  the  type  of  organization  as  set  forth  in 
the  federal  and  commission  forms  in  the  light  of  this 
viewpoint. 

Would  any  of  you  care  to  invest  your  money  in  a 
business  whose  stock  was  widely  held,  and  where  the 
stockholders  elected  a  board  of  directors,  a  president, 
a  general  manager,  a  superintendent,  a  chief  chemist,  a 
chief  engineer,  etc.,  none  of  whom  were  to  be  respon- 
sible to  each  other  and  whose  fitness  for  technical  ad- 
ministrative positions  was  subordinated  to  their  being 
"good  fellows,"  because  the  individual  stockholder 
would  be  in  no  position  to  properly  inform  himself  as 
to  those  technical  qualifications? 

Would  you  care  to  invest  your  money  in  a  business 
where  the  stock  was  widely  held  and  where  the  stock- 
holders, subject  to  the  same  limitations  as  before, 
should  elect  a  board  of  directors  each  one  of  which 
would  ex-officio  become  general  manager,  auditor,  chief 
engineer,  etc.? 

If  you  did  care  to,  your  families  would  certainly  be 
justified  in  worrying  about  your  sanity,  because  such 
corporations  would  certainly  end  very  quickly  in  a 
receiver's  hands,  and  yet  you  are  investing  for  your 
health,  safety,  comfort,  and  welfare  in  just  such  cor- 
porations. 

Commission-Manager  Government. 

The  commission-manager  form  of  city  government 
is  an  exact  parallel  to  the  form  which  our  experience 
has  taught  is  the  only  one  under  which  satisfactory 
results  can  be  obtained  in  business.  It  is  not  present- 
ed as  bringing  about  a  municipal  millennium.  Nor  is 
it  new  in  principle — only  in  application.  There  are  no 
mysterious  or  wonderworking  powers  concealed  with- 
in it.  It  is  simply  the  application  to  city  government 
of  the  only  methods  by  which  we  have  been  able  to 
manage  business  corporations  efficiently.  It  does  not 
insure  efficient  government.  No  charter  form  can  do 
that,  but  it  is  the  only  form  under  which  efficient  gov- 
ernment can  be  expected,  judging  by  our  experience  in 
business. 

It  consists,  briefly,  of  a  small  council,  elected  at 
large,  corresponding  to  a  board  of  directors,  and  whose 
duties  are  purely  legislative.  This  body  appoints  the 
chief  administrative  officer,  the  city  manager,  who 
corresponds  to  the  general  manager  of  a  corporation, 


and  who  has  complete  control  of  the  whole  administra- 
tive machinery.  He  holds  office  at  the  pleasure  of  the 
commission,  and  is  responsible  to  it  for  his  acts.  Re- 
sponsibility is  absolutely  centralized  on  the  commis- 
sion and  through  them  on  the  manager. 

There  is  never  any  chance  to  dodge  an  issue  by 
placing  the  blame  on  somebody  else.  If  anything  goes 
wrong  in  the  administrative  branch  the  manager  can 
be  held  responsible,  and  the  people  can  call  their  repre- 
sentatives to  strict  account  for  mistakes  and  ineffi- 
ciency in  the  administrative  branch,  because  of  the 
commission's  power  to  remove  at  will  the  city  mana- 
ger. 

Elimination  of  Party  Politics. 

What  has  been  the  result  of  this  mode  of  opera- 
tion? In  the  city  manager  cities  party  politics  has 
been  entirely  eliminated  from  the  administrative  side 
of  city  affairs.  In  our  city  the.  commission  do  not 
know  my  politics,  and  I  do  not  know  those  of  a  single 
one  of  my  subordinates,  and,  furthermore,  I  do  not 
care.  A  man's  beliefs  on  the  tariff  or  our  Mexican 
policy  have  no  bearing  upon  his  efficiency  as  a  water- 
works superintendent.  What  possible  difference  does 
it  make  whether  the  dog-catcher  is  a  Democrat,  Re- 
publican, or  Socialist,  providing  he  is  a  good  dog- 
catcher? 

We  have  teamwork  in  our  organization,  and  noth- 
ing can  be  accomplished  without  that.  We  must  have 
it,  because  the  department  head  that  refuses  to  work 
in  harmony  with  the  manager  will  soon  be  looking  for 
another  job,  and  the  manager  who  will  not  work  with 
his  commission  will  not  last  very  long. 

Our  department  heads  are  selected  for  special  fit- 
ness for  the  positions  which  they  hold,  and  not  be- 
cause they  are  "good  fellows."  The  manager  must 
select  on  this  basis  because  an  inefficient  department 
head  will  reflect  on  the  manager  and  he  cannot  evade 
his  responsibility. 

Responsibility  is  centralized  from  top  to  bottom, 
and  this  is  the  best  incentive  to  honesty  and  efficiency 
that  has  yet  been  devised. 

What  This  System  Has  Accomplished. 

Our  accomplishments  in  Jackson  after  one  year's 
operation  are  as  follows :  We  have  taken  city  employes 
out  of  politics,  reorganized  the  police  force,  and  are 
developing  it  on  the  basis  of  a  survey  of  its  needs 
made  by  an  expert  in  police  organization ;  are  using  a 
trained  social  worker  as  a  policewoman  to  handle  the 
young  girl  problem;  have  installed  a  modern  system 
of  double  accounting,  with  controlling  accounts ;  have 
passed  our  annual  budget,  based  on  a  uniform  classifi- 
cation of  expenditure  by  kind ;  have  installed  careful 
cost  accounting  on  city  construction  work,  separated 
the  sinking  fund  from  the  general  fund  and  put  it  to  1 
work,  accumulated  a  sinking  fund  balance  of  $45,000 
where  the  old  government  had  none,  centralized  the 
water  department  under  a  competent  superintendent, 
read  meters  quarterly  instead  of  semi-annually,  pre- 
sented bills  to  consumers  as  does  any  like  public  util- 
ity.   We  have  divided  the  city  into  three  sections,  so 
that  the  same  force  of  meter  readers  can  be  employed  j 
constantly,  the  bills  for  one  section  being  due  each 
month  ;  have  made  a  waste  water  survey  ;  and  are  rein-  I 
forcing  the  much  neglected  distribution  system  on  a 
rational  basis.    We  make   purchases    for   the  city 
through  a  purchasing  agent  and  take  all  cash  dis-  | 
counts,  these  amounting  to  enough  to  pay  all  the  ex-  | 
penses  of  the  purchasing  agent  and  his  office.    We  I 
have  replaced  $380,000  on  the  tax  rolls  that  was  for-  I 
merly  exempt  without  legal  reason;  and  made  all  J 
assessments  both  for  taxes  and  special  purposes  under 
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one  man  on  full  time,  instead  of  nine  elected  assessors 
on  part  time,  at  a  saving  in  cost  and  increase  in  effi- 
ciency. We  are  saving  $4,000  per  year  by  paying  the 
treasurer  a  salary  instead  of  fees.  We  are  making  a 
complete  study  of  the  very  inadequate  sewer  system, 
based  on  a  topographic  map  now  being  made  on  a 
scale  of  1-inch  equals  200  feet  and  with  a  1-foot  con- 
tour interval,  and  are  contemplating  a  complete  re- 
design on  modern  lines,  with  a  comprehensive  plan 
for  relief  as  well  as  for  future  extensions.  We  have 
installed  a  modern  boulevard  lighting  system,  under  a 
peculiarly  advantageous  contract ;  installed  patrol  sys- 
tem of  repair  on  graveled  streets ;  are  giving  efficient 
food  and  milk  inspection  ;  have  replaced  a  part-time 
health  officer  with  a  competent  physician  on  full  time, 
made  over  twice  as  many  inspections  with  one  sani- 
tary inspector  as  were  made  formerly  by  two ;  have 
centralized  privately  supported  public  nurses,  the  or- 
ganized charities  of  the  city,  the  city  poor  relief  and 
humane  officer  under  a  trained  social  worker  so  that 
there  is  no  duplication  of  work ;  we  have  made  the  city 
hospital  and  training  school  for  nurses  a  model  in  so 
far  as  the  buildings  will  allow ;  will  construct  this  year 
a  modern  hospital  building  to  cost  $150,000;  have 
equipped  and  opened  a  tuberculosis  hospital;  equipped 
and  opened  two  branch  libraries ;  started  the  improve- 
ments on  a  new  520-acre  park;  are  motorizing  the  fire 
department  on  a  plan  that  will  make  it  unnecessary  to 
purchase  any  new  horses  or  sell  any  horses  at  the 
height  of  their  usefulness;  are  completing  a  building 
code;  are  giving  efficient  electrical  inspection,  and 
have  inaugurated  inspection  of  weights  and  measures. 

Financial  Benefits. 

We  have  reduced  the  net  debt  over  $50,000,  paid 
off  a  floating  indebtedness  of  over  $20,000,  given  over 
$15,000  services  not  contemplated,  and  ended  the  fiscal 
year  with  a  cash  balance  of  nearly  $10,000  and  liquid 
accounts  receivable  of  $37,000,  and  have  not  raised  the 
tax  rate.  Furthermore,  although  theoretically  we 
operate  for  six  months  on  borrowed  money,  and  here- 
tofore money  was  borrowed  seven  to  eight  months  be- 
fore receipt  of  taxes,  we  are  now  in  our  fifth  month 
and  have  not  borrowed  a  cent. 

Any  city  can  get  as  good  results  by  using  a  few 
business  methods  and  a  little  business  sense.  I  am  not 
detailing  these  things  for  any  other  purpose  than  to 
show  the  possibilities  of  this  mode  of  operation,  and 
to  give  you  gentlemen  a  slight  idea  of  the  diversity  of 
questions  that  come  before  a  city  manager.  I  have  the 
administration  of  such  unusual  things  as  a  public 
library,  two  hospitals,  two  cemeteries,  and  a  small 
summer  resort. 

Engineers  Qualified  for  City  Managers. 

The  special  point  of  interest  to  engineers  is  that  all 
the  larger  cities  operating  under  this  form  of  govern- 
ment have  engineers  as  city  managers,  and  they  are 
making  good.  In  fact,  in  many  cases  none  but  engi- 
neers are  being  considered.  A  city  manager  must  be 
primarily  an  executive,  but,  given  that  qualification, 
the  engineer  is  preferred  over  men  of  other  profes- 
sions, because  such  a  large  percentage  of  the  problems 
which  arise  are  engineering  problems. 

There  are  now  over  eighty  cities  and  towns  operat- 
ing under  this  plan,  and  the  number  is  just  about 
doubling  each  year.  Where  are  we  to  find  the  city 
managers  for  these  openings?  Most  of  them  will  be 
drawn  from  the  engineering  profession  direct,  for  a 
good  many  years,  but  finally  we  hope  that  the  plan 
will  spread  so  that  a  man  can  take  it  up  as  a  profes- 
sion, start  as  manager  of  a  small  town  after  having 


received  an  engineering  education,  and  be  promoted  to 
larger  ones  if  he  makes  good. 

In  this  field  there  will  be  in  the  near  future  many 
openings  for  engineers,  well  paid  permanent  positions, 
where  the  engineer  can  at  last  take  his  proper  place  in 
public  service,  to  the  lasting  benefit  of  both  engineer 
and  citizen. 


Repairing  Pavement  Guts  Cheaply 

Pavement  cuts  are  repaired  at  an  average  cost  of 
20c  per  square  foot  by  the  Ottawa  Gas  Company,  of 
Ottawa,  Ont.  At  the  recent  annual  convention  of  the 
Canadian  Gas  Association  the  methods  were  described 
by  Mr.  P.  S.  Lamb,  superintendent  of  the  service  de- 
partment, as  follows : 

When  cutting  pavement,  we  first  take  off  the  as- 
phalt, lay  it  to  one  side,  then  take  out  the  concrete,  and 
lay  it  out  of  the  way.  When  the  work  of  repairing  has 
been  finished  the  hole  is  filled  up  again,  tamping 
everything  back  as  before.  We  then  mix  the  old  con- 
crete with  about  two  bags  of  ce-ment,  adding  a  little 
sand. 

After  this  has  been  put  back  we  mix  what  is  left  of 
the  two  bags  of  cement  with  sand,  mixing  it  up  thor- 
oughly, about  3  to  1,  and  place  it  on  the  top  of  the 
concrete  which  we  have  put  back.  Then  we  put  on 
the  asphalt,  tamping  it  level,  by  using  under  the  tam- 
per a  piece  of  plank  long  enough  to  catch  the  edge  of 
the  firm  pavement.  This  piece  of  board  keeps  it  to  the 
exact  level,  and  all  cement  that  comes  up  around  the 
edge  of  the  cut  is  then  leveled  off,  which  completes  the 
work.  This  is  protected  for  24  hours  by  a  trestle,  after 
which  it  takes  a  keen  eye  to  detect  the  cut.  The  cost 
of  this  work  would  be  as  follows : 

2  bags  of  cement  at  60c  each   $1.20 

2  men  for  one  hour  at  30c  per  hour  each  .60 

Total   $1.80 

As  the  average  cut  is  about  1  square  yard,  this 
would  be  exactly  20  cents  per  square  foot. 


The  Chain  Belt  Company,  of  Milwaukee,  Wis.,  has 
appointed  Mr.  C.  F.  Messinger  manager  of  their  con- 
crete mixer  department.  Mr.  Messinger  has  for  years 
managed  the  advertising  department,  and  is  thoroughly 
acquainted  with  the  mixer  business.  He  will  take 
charge  at  once,  and  will  augment  the  service  feature 
which  has  always  accompanied  chain  belt  mixers.  Mr. 
Messinger  is  a  graduate  of  the  Sheffield  Scientific 
School  of  Yale  University,  and  is  well  known  by  mixer 
men  throughout  the  country. 


The  Commission  of  Conservation  of  Canada  have 
issued  a  report  of  the  Conference  on  Civic  Improve- 
ment of  the  Civic  Improvement  League  of  Canada, 
which  was  held  in  Ottawa  earlier  in  the  present  year. 
This  conference  was  held  in  co-operation  with  the 
Commission  of  Conservation. 


The  quarterly  bulletin  issued  under  the  direction  of 
the  Commission  of  Conservation  of  Canada,  entitled 
"Conservation  of  Life,"  just  to  hand,  contains  a  num- 
ber of  interesting  articles  dealing  with  public  health, 
housing,  and  town  planning. 


Mr.  J.  Gravel,  consulting  engineer,  Montreal,  has 
received  instructions  to  prepare  plans  for  a  mechanical 
filtration  plant  for  Chambly  Basin,  P.Q. 
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A  Road  Survey  Planned 

The  Portland  Cement  Association  is  planning  to 
undertake  some  time  between  October  15  and  Novem- 
ber 15.  a  comprehensive  survey  of  all  concrete  roads 
in  the  United  States,  the  object  being  to  determine 
their  condition  and  to  confer  with  local  road  authori- 
ties everywhere  as  to  maintenance  or  any  similar  at- 
tention that  such  roads  may  need.  It  is  intended  to 
SO  record  the  findings  of  this  survey  that  there  will 
be  in  existence  a  real  history  of  the  concrete  roads  at 
present  in  the  United  States.' 


Lieut. -Col.  C.  H.  Mitchell  Moves  Up  Again 

v  anadians  everywhere  must  be  highly  gratified  over  the 
announcement,  just  to  hand,  that  Lieut.-Col.  Charles  H. 
Mitchell  has  been  promoted  from  the  general  staff  of  the 
Canadian  corps  in  France  to  be  first  general  staff  officer  of 
tlie  general  staff  of  the  British  Second  Army.  On  the  Cana- 
dian staff  Col.  Mitchell  has  done  some  very  notable  work, 
chiefly  in  charge  of  Intelligence,  and  won  considerable  recog- 
nition for  the  systematization  of  Intelligence  for  the  conduct 
of  entrenched  warfare.  The  Canadian  Intelligence  system 
has  become  the  model  of  the  British  and  French  armies 

Col.  Mitchell  left  Canada  in  September,  1914,  on  the  gen- 
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eral  staff  of  the  first  Canadian  division,  and  won  his  first 
laurels  in  the  second  battle  of  Ypres,  his  special  services  being 
recognized  by  his  being  invested  with  the  Croix  d'Officier 
Legion  of  Honor  by  the  President  of  France.  In  August, 
1915,  he  was  promoted  to  first  staff  officer  of  the  First  Divi- 
sion, and  in  September,  1915,  was  made  chief  Intelligence 
officer  of  the  general  staff  of  the  Canadian  Corps,  which 
embraced  the  two  Canadian  divisions  then  in  France.  In 
June,  1916,  Col.  Mitchell  was  honored  with  the  Distinguished 
Service  Order  for  his  special  Intelligence  operations.  He  has 
been  "mentioned"  several  time. 

The  move-up  from  the  Corps  to  the  Army  will  give  Col. 
Mitchell  considerably  greater  scope,  more  especially  as  the 


second  army,  of  which  the  Canadians  have  until  lately  been  a 
part,  is  stationed  in  the  Ypres  district,  and  it  is  said  by 
several  authorities  that  he  is  the  best  informed  officer  of  the 
condition  mi  tlio  Ypres  front. 

Col.  Mitchell  is  a  member  (if  the  firm  of  C.  H.  &  P.  H. 
Mitchell,  Toronto,  and  is  a  well-known  consulting  engineer. 
Uways  a  military  enthusiast,  he  has  progressed  through  in- 
fantry, cavalry,  corps  of  guides,  and  latterly  trained  in  the 
staff  college,  with  always  the  Intelligence  service  as  his  goal. 
Peculiarly,  as  Col.  Mitchell  has  often  said,  this  service  is 
analogous  to  the  general  duties  of  a  consulting  engineer.  The 
reports  on  the  situation,  the  scheme  of  action,  the  plans,  the 
cost,  the  supervision  during  progress — all  have  their  counter- 
parts in  the  handling  of  the  enemy. 


Trade  Publications 

Heaters — Catalogue  230  by  the  B.  F.  Sturtevant  Com- 
pany, describing  various  classes  of  heaters  and  heating. 

Multivane  fans— Bulletin  228  by  the  B.  F.  Sturtevant 
Company,  Boston,  describing  their  design  No.  3,  multivane 
volume  fan. 

Economizers — Bulletin  222  by  the  B.  F.  Sturtevant  Com- 
pany, describing  the  use  of  economizers  in  the  power  plants 
of  paper  mills. 

Electric  Fans — Catalogue  No.  240  by  the  B.  F.  Sturte- 
vant Company,  Boston,  describing,  with  illustrations,  fans 
for  practically  every  purpose. 

Portland  Cement — The  Portland  Cement  Association,  111 
West  Washington  Street,  Chicago,  have  issued  interesting 
pamphlets  on  the  following  topics:  (a)  Concreting  in  cold 
weather;  (b)  That  alley  of  yours;  (c)  Concrete  houses  and 
why  to  build  them. 


Mainly  Constructional 

East  and  West—  From  Coast  to  Coast 


The  Pacific  Steel  Company,  .Limited,  had  been  incor- 
porated with  a  capital  of  $100,000,  head  office  at  Vancouver. 

Canadian  Metals  &  Equipment  Company,  Limited,  has 
been  incorporated  with  a  capital  of  $25,000,  head  office  at 

Vancouver. 

Building  permits  in  Chatham,  Out.,  for  the  first  nine 
months  of  this  year  aggregate  $257,074,  an  increase  of  $88,- 
260  over  the  same  period  in  1915. 

Building  Inspector  McKenzie,  of  Vancouver,  B.C.,  has 
been  engaged  in  the  revision  of  the  city  building  by-laws 
in  order  to  bring  them  up  to  date. 

R,  A.  Kemp,  Limited,  has  been  incorporated  with  a 
capital  of  $40,000,  head  office  at  Ottawa.  One  branch  of  the 
company's  business  will  be  the  building  trade. 

The  building  permits  issued  at  Port  Arthur,  Out.,  in 
September,  number  20  and  total  $93,035,  as  compared  with 
12  permits  in  the  same  month  last  year,  at  a  value  of  $2,220. 

The  total  value  of  the  building  permits  issued  in  the 
city  of  Quebec  during  the  first  nine  months  of  this  year  is 
$364,250,  as  compared  with  $264,800  during  the  same  period 
last  year. 

Some  200  delegates,  including  educationists,  employers 
of  labor,  sociologists  and  experts  on  housing  and  sanitation. 
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attended  the  fifth  conference  of  the  National  Housing  Asso- 
ciation at  Providence,  R.I.,  last  week. 

Building  permits  issued  in  Winnipeg  this  year  from  Janu- 
ary 1  to  September  30,  total  $2,195,300,  compared  with  $1,721,- 
900  in  the  corresponding  period  in  1915.  September  permits 
covered  139  buildings  whose  estimated  value  is  $231,850. 

The  Canadian  Northern  Railway  Company  is  building 
houses  at  a  number  of  divisional  points  on  the  Montreal- 
Port  Arthur  section  of  its  transcontinental  line.  The  condi- 
tions of  occupancy  for  the  company's  employees  have  been 
made  very  easy. 

The  Montreal  Board  of  Control  has  awarded  the  con- 
tract for  the  construction  of  the  Lasalle  Bridge  and  head 
gates  in  connection  with  the  enlargement  of  the  aqueduct 
to  Mr.  T.  O.  Sullivan,  whose  tender  was  considerably  lower 
than  the  next  bidder. 

Hydro  connection  has  been  made  with  Toronto's  new 
60,000,000  gallon  filtration  plant  at  the  Island  and  the  pumps 


commence  operations  this  week  to  test  out  three  of  the  ten 
filters.  The  whole  ten  will  be  ready  to  operate,  it  is  ex- 
pected, by  the  end  of  the  year. 

The  value  of  the  building  permits  issued  in  the  city  of 
Medicine  Hat,  Alta.,  during  the  month  of  September  this  year 
is  $21,000,  as  compared  with  $580  in  t lie  same  month  last  year. 
The  total  for  the  first  nine  months  of  the  year  is  $388,280, 
while  during  the  corresponding  period  in  1915  the  figure  was 
only  $53,640. 

The  city  of  Vancouver  has  won  its  case  on  appeal  against 
Champion  &  White,  contractors,  in  regard  to  the  construc- 
tion of  the  sea  wall,  near  the  site  of  the  city  market.  The 
city  engineer  will  now  notify  the  Canadian  Northern  Railway 
Company  to  give  instructions  to  the  contractors  to  proceed 
with  the  work  of  constructing  the  sea  wall  at  once. 

An  offer  of  $500,000  has  been  made  by  the  Vancouver 
Harbor  Board  for  the  Kitsilano  Indian  Reserve,  which  they 
require  in  connection  with  a  proposed  scheme  of  port  im- 
provements. The  Dominion  Government  price,  however,  is 
$1,250, 000,  and  it  has  been  necessary  to  appoint  a  special 
arbitration  board  to  settle  the  matter. 


Port  Hope,  Ont.,  has  passed  a  factory  aid  by-law  in 
favor  of  the  Port  Hope  Sanitary  Manufacturing  Company, 
providing  for  exemption  from  taxes,  except  school  and  war 
taxes.  The  company  will  pay  the  town  $650  rent  per  year 
for  the  land,  and  agree  to  employ  a  minimum  of  50  hands, 
and  to  pay  at  least  $25,000  in  wages. 

Rush  orders  have  been  placed  in  Pittsburgh,  Pa.,  for 
steel  to  complete  the  new  span  for  the  Quebec  bridge.  The 
Dominion  Bridge  Company  has  placed  a  contract  with  tin- 
American  Bridge  Company  to  fabricate  the  new  span  and 
the  Carnegie  Steel  Company  will  roll  5,000  tons  of  steel 
shapes  and  beams  at  its  Homestead  plant. 

During  the  month  of  September  this  year  40  building 
permits  were  issued  in  Vancouver,  B.C.,  value  $415,350.  Last 
September  the  permits  issued  numbered  40,  at  a  value  of 
$45,493.  For  the  first  nine  months  of  the  year  309  permits 
were  issued,  valued  at  $1,631,744,  as  compared  with  515  per- 
mits during  the  corresponding  period  in  1915,  value  $1,338,844. 

The  value  of  the  building  permits  issued  at  Brantford. 
Ont.,  during  the  month  of  September  this  year  is  placed 
at  $56,090,  as  compared  with  $5,295- in  the  corresponding 
month  last  year.  The  figures  for  the  fiscal  year  ending  Sep- 
tember 30,  show  that  the  permits  in  that  time  amounted  to 
$255, 757,  or  an  increase  of  $68,577  over  the  previous  12  months. 

During  the  month  of  September,  146  building  permits 
were  issued  in  the  city  of  Montreal,  valued  at  $205,456,  as 
compared  with  179  permits  in  the  same  month  last  year, 
valued  at  $350,896.  The  permits  for  the  first  nine  months 
of  the  year,  numbering  1,498,  are  valued  at  $3,787,010,  as 
compared  with  $4,512,258  in  1915.  when  1,618  permits  were 
issued. 

"Plaster  Quarries  Limited"  is  a  new  company  formed  by- 
Montreal  business  men  to  operate  extensive  gypsum  quarries 
at  Island  Point,  Bras  D'Or  Lake,  N.S.  The  capital  stock  of 
the  company  is  $300,000.  It  is  estimated  that  100,000  tons  of 
gypsum  rock  can  be  produced  by  the  firm  per  year.  The  pro- 
perty contains  probably  ten  million  tons  of  gypsum,  it  is 
stated. 

At  the  adjourned  annual  meeting  of  the  Toronto  Term- 
inals Railway  Company,  which  was  held  in  Montreal,  good 
progress  was  reported  on  the  Toronto  Union  Station.  It 
was  stated  that  the  stone  was  being  delivered  and  cut  pre- 
paratory to  its  erection,  which  is  expected  to  be  begun  dur- 
ing the  present  month,  the  steel  work  being  practically  all 
completed. 

The  Quebec  Streams  Commission  are  distributing  their 
fourth  report  covering  operations  of  the  commission  for  the 
year  1915.  The  personnel  of  the  commission  is  as  follows: 
II  on.  S.  N.  Parent,  K.C.,  chairman;  William  I.  Bishop,  C.E.; 
Ernest  Belanger,  C.E.  Arthur  Amos,  C.E.,  is  the  engineer 
representing  the  Department  of  Lands  and  Forests.  O.  Le- 
febvre,  C.E.,  is  the  chief  engineer. 

The  survey  of  the  Ottawa-Prescott  highway  has  been 
recently  completed.  There  are  two  approaches  to  the 
city  of  Ottawa,  covered  by  the  survey;  one  is  along  the  gov- 
ernment road  between  the  canal  and  the  Rideau  River,  and 
the  other  is  along  the  toll  road  which  passes  through  the 
experimental  farm.  It  is  stated  that  the  Dominion  Gov- 
ernment is  ready  to  widen  the  former  roach 

Mr.  W.  G.  Chace  and  Mr.  M.  V.  Sauer,  both  members 
of  the  Canadian  Society  of  Civil  Engineers,  read  a  paper  at 
the  October  5  meeting  of  that  society  in  Montreal,  on  the 
"Aqueduct  for  the  Greater  Winnipeg  Water  District."  The 
paper  also  included  a  supplement,  "Studies  regarding  Mix- 
tures Employed  in  the  Work,"  by  Mr.  W.  G.  Chace  and  Mr. 
D.  L.  McLean,  the  latter  an  associate  member  of  the  society. 

At  Copper  Mountain,  near  Princeton,   B.C.,  the  B.  C. 


A  review  of  the  reports  issued  by  building 
inspectors  and  town  and  city  engineers  through- 
out the  Dominion,  covering  the  building  permits 
which  have  been  granted  during  the  month  of 
September,  reveals  a  situation  that  should  be  very 
encouraging  to  the  building  trades  generally.  The 
figures  in  the  majority  of  cases  appear  to  be  well 
in  advance  of  last  year,  and  only  in  very  few 
municipalities  do  they  show  a  decrease.  We  find 
some  instances,  too,  where  the  values  have 
soared  in  a  most  unexpected  manner.  Take  our 
two  big  sea  ports  for  example — Halifax'  figures, 
totalling  $350,000,  are  said  to  have  broken  all  pre- 
vious records,  while  Vancouver's  total  did  not 
fall  far  short  of  the  half-million  mark  and  was 
nearly  ten  times  greater  than  last  year.  Windsor, 
Ont.,  also  registered  a  big  increase  for  the  past 
month,  and  present  indications  are  that  this  will 
be  the  biggest  building  year  in  its  history.  Brant- 
ford, Ont.,  figures  jumped  from  $5,295  to  $56,- 
090;  Medicine  Hat,  from  $580  to  $21,000;  and  Port 
Arthur,  Ont.,  helped  out  by  some  big  construc- 
tion undertakings,  showed  a  total  of  $93,035,  as 
compared  with  $2,220  in  September,  1915. 
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C  opper  Company  has  erected  eight  cottages  and  will  erect 
several  more.  These  cottages  are  34  ft.  x  20  ft.  and  contain 
6  rooms.  This  company  is  also  building  a  pumping  plant 
near  Princeton  to  raise  water  1,700  feet  from  the  Simil- 
kameen  River,  and  then  run  it  through  a  pipe  0,000  feet  long, 
ut  order  to  supply  the  mine  am!  \illage  at  Copper  Mountain 
with  water. 

The  complete  plant  of  the  Superior  Tile  Company,  lo- 
cated at  Rosslyn  Village,  near  Fort  William,  Ont,  is  now 
in  operation  and  is  stated  to  be  turning  out  something  like 
35.000  bricks  per  working  day.  Officials  of  the  company  say 
they  have  enough  orders  on  hand  to  keep  the  plant  running 
for  some  time.  Between  35  and  40  men  are  now  employed 
and  the  number  may  soon  be  increased.  A  new  drying  shed 
which  was  recently  completed  is  now  in  operation. 

Claiming  his  professional  reputation  has  been  seriously 
injured.  City  Engineer  Laforcst,  of  Hull,  Que.,  has  taken 
action  against  Aid.  Chejiier  for  slander,  on  account  of  an 
accusation  voiced  by  the  latter  at  a  council  meeting,  when  he 
alleged  that  the  city  engineer,  while  employed  by-  the  cor- 
poration, had  acted  as  resident  engineer  for  the  Allis-Chal- 
mcrs  Company,  in  the  construction  of  an  additional  power 
plant  at  the  waterworks  station,  and  demanded  his  dismissal. 

The  value  of  the  building  permits  issued  in  Halifax,  N.S., 
during  the  month  of  September  this  year,  estimated  at  $350,- 
000.  is  stated  to  have  broken  all  records  for  that  city.  The 
value  of  the  permits  for  each  month  this  year  up  to  date  fol- 
lows: January,  $24,880;  February,  $16,580;  March,  $4,332; 
April.  $95,924;  May,  $144,141;  June,  $145,078;  July,  $171,970; 
August,  $93,516;  September  (estimated),  $350,000.  Total, 
$711,562.  In  1914  the  best  months  were  April,  $183,425;  May, 
$132,976,  and  July,  $175,025. 

The  further  widening  of  the  channel  at  the  First  Bur- 
rard  inlet,  orders  for  which  have  been  received  from  Ottawa, 
will  prevent  the  city  of  Vancouver  from  connecting  up  the 
two  12-inch  mains,  the  major  portion  of  which  still  lie  sub- 
merged in  the  Narrows,  as  they  are  directly  in  the  path  of 
where  the  government  dredge  Mastodon  will  be  widening 
the  channel  shortly.  The  extra  widening  of  the  channel 
will  not  affect  the  three  18-inch  steel  mains  which  have  been 
laid  since  the  widening  of  the  channel  was  undertaken.  City 
Engineer  Fellowes  reported  that  when  the  dredging  permitted 
it  next  spring,  the  cost  of  connecting  the  two  12-inch  mains 
would  be  about  $5,000  or  $6,000. 

T.  McAvity  &  Sons,  Limited,  St.  John,  N.B.,  have  pub- 
lished a  four-page  folder  enumerating  members  of  the  firm 
and  employees  "Who  have  heard  the  personal  call  of  pat- 
riotism, the  call  of  honor,  and  who  are  risking  their  lives 
that  their  country  may  live  and  that  freedom  may  not  dis- 
appear from  the  earth."  One  page  is  devoted  to  the  "Fight- 
ing McAvitys,"  in  which  five  members  of  the  family  are 
illustrated,  namely,  Lieut.-Col.  James  L.  McAvity,  O.C.,  26th 
Battalion,  C.E.F.;  T.  Malcolm  McAvity,  D.S.O.,  Brigade  Ma- 
jor, 5th  Infantry  Brigade,  C.E.F.;  Ronald  A.  McAvity,  Ma- 
jor, Canadian  Ordnance;  Percy  A.  McAvity,  Captain,  26th 
Battalion,  C.E.F.;  Thomas  A.  McAvity,  Sergeant,  60th  Over- 
seas Battery,  C.E.F. 

An  accident  which  was  partly  due  to  a  calf  trespassing 
on  the  road  agd  partly  to  the  unsafe  condition  of  a  culvert, 
which  was  about  two  feet  short  of  the  dirt  road  and  had 
no  protective  rail  on  one  side,  near  Cobourg,  Ont.,  resulted 
in  an  automobile,  and  its  occupants  being  precipitated  over 
the  edge  of  the  culvert.  The  Cobourg  Automobile  Club 
wrote  to  the  Ontario  Motor  League  asking  them  to  draw  the 
matter  to  the  attention  of  their  solicitor.  The  legal  opinion 
was  that  the  municipality  was  liable  to  action  on  account 
of  the  dangerous  condition  of  the  culvert.  It  had  the  right 
to  pass  by-laws  to  prevent  animals  running  at  large  on  the 


highway,  and  if  such  a  by-law  had  been  passed,  damages 
could  probably  be  claimed  from  the  owner  of  the  animal. 


Personals 

Mr.  J.  Macgregor,  superintending  engineer,  Halifax  Ocean 
Terminals,  Intercolonial  Railway,  is  going  overseas  with  the 
239th  Construction  Battalion,  in  which  he  is  major. 

Mr.  H.  B.  Muckleston,  M.  Can.  Soc.  C.  E.,  assistant  chief 
engineer,  Irrigation  Branch,  Natural  Resources  Department, 
C.  P.  R.,  is  a  captain  in  the  4th  Pioneers  Overseas  Battalion. 

Mr.  A.  S.  Clarson  has  been  appointed  engineer  of  the 
city  of  Verdun,  P.Q.  He  was  formerly  on  the  staff  of  the 
Montreal  Electrical  Commission,  and  has  also  held  muni- 
cipal positions  in  England. 

Mr.  E.  A.  James,  of  the  firm  of  James,  Loudon  and 
Hertzberg,  consulting  engineers,  Toronto,  has  just  com- 
pleted a  report  for  the  Royal  Commission  which  is  investi- 
gating alleged  irregularities  in  the  Highways  Department  in 
connection  with  the  South  Saskatchewan  Bridge  at  Saskatoon. 

Major  Arthur  Dubuc,  civil  engineer,  and  formerly  chief 
of  the  Montreal  branch  of  the  Federal  Department  of  Public 
Works,  has  been  appointed  commander  of  the  22nd  Bat- 
talion, French  Canadian,  in  succession  of  Lieut.-Col.  T.  L. 
Tremblay,  now  in  a  London  hospital.  Major  Dubuc  has  been 
wounded  three  times. 

Professor  Thos.  H.  Mawson,  of  Liverpool  University, 
the  English  landscape  architect  and  town  planner,  arrived 
in  New  York  last  week.  He  is  on  a  lecturing  tour  of  the 
United  States  universities  and  may  visit  Canada  to  give 
addresses  on  industrial  villages  for  partially  disabled  soldiers, 
a  movement  which  he  has  been  promoting  in  England. 

Mr.  Wm.  Gowrie,  a  civil  engineer,  who  has  spent  the 
past  ten  years  following  his  vocation  in  India,  recently  vis- 
ited Vancouver  on  the  way  to  his  home  in  Japan,  having 
been  on  a  tour  around  the  world.  Mr.  Gowrie  stated  that 
he  found  plenty  of  scope  for  his  profession  in  the  east,  and 
in  discussing  the  industrial  life  of  India  he  expressed  the 
opinion  that  the  war  would  have  a  far-reaching  effect.  Manu- 
factures, he  said,  were  being  carried  on  there  as  never  be- 
fore, and  in  his  own  business  especially,  he  noticed  a  remark- 
able change;  huge  steel  girders  were  being  manufactured 
which  were  formerly  imported. 


Obituary 

Mr.  John  Ferguson,  who  for  25  years  followed  the  trade 
of  building  contractor  and  plasterer,  passed  away  recently  in 
Toronto,  where  he  has  had  his  home  for  a  number  of  years. 

James  O.  Brewster,  a  well-known  resident  of  Harvey 
Bank,  N.B.,  died  recently  at  his  home.  The  deceased  had 
followed  the  occupation  of  carpenter  and  builder  for  many 
years  and  was  highly  respected  by  all. 

Mr.  J.  Howard  Jackson,  head  of  the  firm  of  Jackson  & 
Company,  civil  engineers,  died  recently  at  Brantford,  Ont., 
following  a  paralytic  stroke.  Mr.  Jackson  was  born  in  Eng- 
land in  1847,  and  went  to  New  Zealand  in  the  early  sixties, 
where  he  took  up  surveying.  Some  three  and  a  half  years 
ago  he  came  to  Brantford,  joining  his  son  in  the  civil  engi- 
neering field. 

Major  James  Sheppard,  of  Queenston,  Ont.,  superintend- 
ent of  the  Welland  County  Good  Roads  System,  was  killed 
by  a  railroad  train  while  driving  his  motor  over  a  crossing 
at  Brookfield.  Major  Sheppard  has  been  with  the  good  roads' 
movement  since  its  inception  in  the  province  of  Ontario,  and 
was  a  director  of  its  first  Good  Roads  Association,  and  after- 
wards manager  and  vice-president.  Last  year  $232,000  was 
spent  on  good  roads  construction  in  Welland  County  under 
his  supervision. 


Contracts  Department 


News    of   Special   Interest   to  Contractors,  Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Boucherville,  Que. 

The  Mouncipal  Council  arc  building  a 
quantity  of  macadam  road  by  day  labor, 
at  an  estimated  cost  of  $1,000.  Secretary, 
Louis  Racicot. 

East  Nissouri  Township,  Ont. 

The  Township  Clerk,  J.  W.  Suther- 
land, Lakeside,  Ont.  will  receive  tenders 
until  October  21st  for  the  open  portion 
of  Section  4  of  the  Muir  drain,  and  ten- 
ders on  the  remainder  of  this  drain  and 
2.000  feet  of  18-inch  tile  until  November 
7th.  Plans  and  specifications  with  the 
Clerk. 

Kingsville,  Ont. 

Tenders  on  the  construction  of  a  set- 
tling basin  for  the  Town  Council  are  be- 
ing received  by  the  engineers,  F.  W. 
Thorold  Company,  Ltd.,  167  Avenue 
Road,  Toronto.  Reinforced  concrete 
construction.    Approximate  cost,  $5,000. 

Smith's  Falls,  Ont. 

The  Town  Council  are  considering  the 
construction  of  a  sewer  on  Atironto 
Street.    Engineer,  S.  B.  Code. 

Windsor,  Ont. 

The  construction  of  concrete  pave- 
ment on  Howard  Avenue  is  being  con- 
sidered jointly  by  the  City  Council  and 
f.  ssex  County.  Approximate  cost,  $20,000. 

CONTRACTS  AWARDED. 

Dixie,  Que. 

The  general  contract  for  the  construc- 
tiotl  of  tile  and  cast-iron  sewers  for  the 
British  Remount  Commission,  54  St. 
Catharine  Street  West,  Montreal,  has 
been  awarded  to  F.  Grothe.  0  Cuthbert 
Street,  Montreal,  at  $12,000. 

Dover  Township,  Ont. 

The  contract  for  construction  of  a 
pumping  plant  for  the  Township  Coun- 
cil has  been  awarded  to  J.  L  Bradley, 
Prairie  Siding,  Out.,  at  $2,790,  and  the 
contract  for  equipment  to  McKeough  & 
Trotter,  17  Thames  Street,  Chatham. 

Guelph  Township,  Ont. 

The  Township  Council  have  awarded 
contracts  for  drainage  work  to  Joseph 
McGee,  Guelph,  ami  to  l)ey  Brothers, 
Guclnh.  Knginccr,  C.  D.  Bowman,  W  est 
Montrose,  Ont. 

Hamilton,  Ont. 

The  Hamilton  Health  Association, 
care  of  J.  Eriel,  York  Street,  have  let 
the  contract  for  construction  of  sewers 
on  the  mountain  top  to  ].  I).  Armstrong, 
138    Erie   Avenue.      Approximate  cost, 

$10,000. 

Harwich  Township,  Ont. 

The  Township  Council  have  awarded 
a  contract  for  construction  of  sidewalks 
to  C.  Crosby,  Skane  Street,  Chatham. 

Hawkesbury,  Ont. 

The  Town  Council  have  awarded  the 
contract  for  supply  of  an  electric  pump 
and  equipment  to  John  McDougall  Cale- 


donian Iron  Works  Company,  Ltd.,  512 
William  Street,  Montreal,  at  $1,569. 

Lethbridge,  Alta. 

The  contract  for  the  construction  of  a 
liltartion  system  for  the  City  Council  has 
been  awarded  to  the  Roberts  Filtration 
Company,  Philadelphia.  U.S.A.  Approx- 
imate cost,  $100,000. 

North  Dorchester  Township,  Ont. 

The  contract  for  construction  of  the 
McBeth  drain  has  been  awarded  bv  the 
Township  Council  to  J.  W.  Clayton, 
Woodstock,  Ont. 


Railroads,  Bridges  and  Wharves 

Hamilton,  Ont. 

The  City  Council  and  the  Hydro  Com- 
mission are  jointly  considering  the  con- 
struction of  an  electric  incline  railway 
on  Sherman  Avenue.  Approximate  cost, 
$200,000. 

Vancouver,  B.C. 

The  Canadian  Pacific  Railway  propose 
to  construct  a  pier  extension  400  feet 
long,  and  work  may  start  at  once.  Gen- 
eral superintendent,  F.  W.  Peters,  Van- 
couver. 

CONTRACTS  AWARDED. 

Kincardine  Township.  Ont. 

The  Township  Council  have  let  the 
general  contract  for  the  construction  of 
a  steel  and  concrete  bridge  on  Conces- 
sion 30  to  David  Keys. 

Montreal,  Oue. 

The  City  Council  have  awarded  a  con- 
tract for  the  construction  of  a  bridge, 
headgates,  etc.,  to  T.  O.  Sullivan,  47  St. 
Louis  Square,  at  $209,221.  Engineers,  L. 
G.  Mouchel  &  Partners.  Mail  Building, 
Toronto. 


Public  Buildings,  Churches 
and  Schools 

Hamilton,  Ont. 

The  erection  of  a  Ruthenian  church 
in  the  northeast  section  of  the  city  is 
being  considered.  Approximate  cost, 
$30,000.  Particulars  from  Rev.  Father 
Philiman,  St.  Ann's  Church.  Part  on  and 
and  Sherman  Streets. 

Plans  of  an  eight-room  addition  to  the 
Adelaide  Hoodless  School  are  to  be  pre- 
pared by  Gordon  Hutton,  Bank  of  Ham- 
ilton Building,  and  work  will  start  in  the 
spring. 

Lauzon,  Que. 

Tenders  will  be  called  for  rebuilding 
the  Nome  for  Infants  and  Aged,  owned 
by  C.  Guay,  Ville-Guay,  Levis.  Brick 
construction.   Approximate  cost,  $50,000. 

Linfield,  Alta. 

Tenders  on  the  erection  of  a  school 
will  be  received  until  noon.  October  30th. 
by  W.  Wallace,  secretary  to  School  Dis- 
trict 3331.  Plans  and  specifications  with 
the  secretary. 


Montreal,  Que. 

Tenders  will  be  received  until  October 
23rd  on  the  erection  of  an  addition  to  St. 
Eusebe  School  for  the  Roman  Catholic 
School  Commissioners.  Brick  and  stone 
construction.  Approximate  cost,  $150,- 
000.  Architects.  Vandal  &  Gascon.  520 
St.  Lawrence  Boulevard. 

Normandin,  Que.  t 

Plans  of  a  parish  church  are  being  pre- 
pared by  J.  P.  Ouellett,  28  Farnille  Street, 
Quebec,  and  tenders  will  be  called  early 
next  month.  Stone  construction.  Ap- 
proximate cost,  $125,000. 

Owen  Sound,  Ont. 

The  Hebrew  congregation  are  having 
plans  prepared  for  a  synagogue,  estimat- 
ed to  cost  $5,000.  Particulars  from  Rabbi 
King. 

Port  Colborne,  Ont. 

In  connection  with  St.  Tames'  Church, 
now  in  course  of  erection,  tenders  on 
seating,  trimmings,  electric  fixtures,  and 
pipe  organ  are  being  received  by  the  rec- 
tor. Rev.  D.  R.  Smith. 

Quebec,  Que. 

The  Roman  Catholic  School  Board 
have  decided  to  build  a  school  on  Sala- 
berry  Street.  Secretary,  Antoine  C.  Tas- 
chereau. 

St.  Catharines,  Ont. 

Plans  for  an  addition  to  the  Alexandra 
School.  Henry  Street,  are  being  prepared 
by  T.  H.  Wiley,  128  St.  Paul  Street,  and 
tenders  will  be  called  in  about  one 
month.  Brick  construction.  Estimated 
cost,  $20,000. 

St.  Coeur  de  Marie,  Que. 

I  he  Ascension  Mission  are  building  a 
chapel  by  day  labor.  Frame  construc- 
tion. Estimated  cost,  $3,000.  Curate, 
Rev.  G.  Tremblay. 

Trenton,  Ont. 

A  by-law  has  been  carried  authorizing 
the  erection  of  a  high  school,  at  an  ap- 
proximate cost  of  $40,000,  and  work  will 
start  shortly.  Chairman  of  the  School 
Board,  H.  Mayhew. 

CONTRACTS  AWARDED. 

Charlottetown.  P.E.I. 

Work  is  about  to  start  on  the  construc- 
tion of  an  elevator  tower  at  the  Hospital 
for  Bishop  O'Leary,  The  Palace.  The 
contract  for  elevator  has  been  let  to  the 
Otis  Fensom  Elevator  Company,  Ltd.. 
Halifax.    Frame  construction. 

Ford  City,  Ont. 

In  connection  with  the  school  which  is 
now  being  built,  the  contract  for  mason- 
ry, carpentry,  and  interior  fittings  has 
been  let  to  the  general  contractors,  steel 
to  the  Canadian  Bridge  Works,  Walker- 
ville.  and  roofing  to  Turnbull  &  Cut- 
cliffe,  50  Colborne  Street,  Brantford. 

Hamilton,  Ont. 

In  connection  with  the  erection  of 
barracks  for  the  City  Council  the  con- 
tract for  roofing  has  been  awarded  to  T. 
W.  Bird  &  Son. 
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Lloydminster.  Sask. 

The  general  contract  for  the  erection 
of  »  hospital  has  been  awarded  to  Thos. 
B  Farley.  Brick  and  concrete  construc- 
tion    Approximate  cost.  $18,000. 

Longue  Pointe.  Que. 

The  contract  for  flooring  required  in 
connection  with  the  school  which  is  now 
being  erected  has  been  let  to  the  Cana- 
dian Sicgwart  Beam  Company,  103  St. 
Francois  Xavier  Street.  Montreal. 

Medicine  Hat.  Alta. 

The  general  contract  for  the  erection 
of  a  school  on  Riverside  Street  has  been 
let  to  Morton  Fulton.  Medicine  Hat.  and 
electrical  work  to  Byron  Vickagc.  Medi- 
cine Hat.  Approximate  cost,  $16,000. 

Montreal.  Que. 

In  connection  with  the  school  which 
is  now  being  built  on  Papineau  Avenue 
for  the  Roman  Catholic  School  Commis- 
sioners the  contract  for  rooting  has  been 
let  to  the  general  contractor. 

In  connection  with  the  erection  of  a 
school  on  Delorimier  Street  for  the 
School  Commissioners  of  St.  Gregoire  le 
Thaumaturge  the  contract  for  architec- 
tural iron  work  has  been  let  to  the  Mont- 
real Architectural  Iron  Company,  157 
Prince  Street;  the  electrical  work  to  J. 
A.  St.  Amour,  2173  St.  Denis  Street,  and 
plastering  to  P.  Laroque,  341  De  Lana- 
diere  Street. 

Quebec,  Que. 

The  contract  for  plastering  required  in 
connection  with  the  monastery  which  has 
been  built  on  Ste.  Foye  Road  for  the  Rev. 
Fathers  St.  Sacrement  has  been  let  to 
Xormand  &  Legare.  Painting  by  day 
labor. 

The  general  contract  for  the  construc- 
tion of  a  tunnel  power  house  at  the  Jef- 
frey Hale  Hospital,  St.  Cyrille  Street, 
has  ben  awarded  to  Wright  &  Lonergan, 
38  Bourlamarque  Avenue,  and  the  heat- 
ing to  L.  F.  Moulton  Company,  142  In- 
spector Street. 

St.  John,  N.B. 

The  contract  for  steel  required  in  the 
erection  of  St.  Vincent  Girls'  High 
School  has  been  let  to  St.  John  Iron 
Works,  Ltd.,  Sydney  Street. 

Stanstead,  Que. 

In  connection  with  the  church  which 
is  being  built  for  the  Roman  Catholic 
congregation  the  contract  for  heating 
has  been  let  to  M.  Charland.  Stanstead. 

Union  on  the  Lake.  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  a  hospital  addition  for 
the  Essex  County  Health  Association 
has  been  let  to  Henry  Foster,  Leaming- 
ton. Contracts  for  several  other  wings, 
estimated  to  cost  $28,000.  will  shortly  be 
let  by  the  architect,  J.  C.  Pennington,  La 
Belle  Building,  Windsor. 


Business  Buildings  and  Indus- 
trial Plants 

Bridgeburg,  Ont. 

H.  Guess  has  commenced  the  erection 
of  a  garage  on  Niagara  Street,  estimated 
to  cost  $20,000. 

East  Lillooet.  B.C. 

The  Pacific  Great  Eastern  Railway, 
Vancouver,  propose  to  build  a  round- 
house, at  an  approximate  cost  of  $50,000. 
and  will  shortly  let  contracts.  General 
manager.  A.  H.  Sperry. 

Gait.  Ont. 

Plans  of  a  factory  to  be  built  on  Bev- 


erlej  Street  Idr  the  Dodge  Metal  Hose 
C  ompany  are  being  prepared  by  J.  Evans, 
30  \\  .iter  Street,  and  work  will  start  at 
once.  Brick  construction.  Estimated 
cost,  (50,000. 

Hamilton,  Ont. 

The  Chipiuan  &  llolton  Knitting  Com- 
pany, Ltd.,  122  Mary  Street,  will  <lo  the 
painting,  heating,  plumbing,  and  electri- 
cal work  in  connection  with  their  new 
storage  building  by  day  labor. 

The  Hamilton  Steel  Wheel  Company 
are  considering  the  erection  of  a  factory, 
at  an  approximate  cost  of  $200,000.  Archi- 
tects. Prack  &  Perrine,  Lumsdcn  Build- 
ing, Toronto.  Steel  frame  and  corrugat- 
ed iron  construction. 

R.  Clohecy,  226  John  Street  South,  has 
prepared  plans  of  an  addition  to  a  store 
and  residence  block  for  M.  Cummings, 
Barton  and  lames  Streets,  and  will  short- 
ly call  for  tenders  on  brick  work,  plas- 
tering, heating,  painting,  plumbing,  and 
electrical  work.    Estimate  cost,  $5,000. 

London,  Ont. 

S.  F.  Lawrason  &  Co.,  Nelson  and 
Adelaide  Streets,  are  about  to  build  an 
addition  to  their  factory  by  day  labor. 
Brick  construction.  Estimated  cost, 
$3,500.  Architect,  W.  G.  Murray,  Domin- 
ion Savings  Building. 

Merrickville,  Ont. 

Plans  are  being  prepared  for  the  erec- 
tion of  a  storage  building  for  the  Perci- 
val  Plow  and  Stove  Company,  to  replace 
that  recently  destroyed  by  fire. 

Montreal,  Que. 

Plans  of  a  theatre  to  be  built  for 
Loews  Montreal  Theatres.  Ltd.,  have 
been  prepared  by  T.  W.  Lamb,  Toronto 
and  New  York  City,  and  tenders  are  now 
being  received  by  the  architect's  repre- 
sentative, F.  Weeks,  Windsor  Hotel, 
Montreal.  Reinforced  concrete,  steel, 
tedda  cotta,  and  brick  construction.  Ap- 
proximate cost,  $500,000. 

[n  connection  with  the  erection  of  a 
picture  theatre  for  J.  S.  Jacobs  and  W. 
Bell,  Jacobs  Building,  tenders  on  con- 
crete foundation  work  are  now  being  re- 
ceived by  the  architect,  D.  J.  Creighton, 
282  St.  Catherine  Street  West.  Remain- 
der of  work  will  be  done  in  the  spring. 

Ottawa,  Ont. 

Tenders  on  additions  and  alterations 
to  a  store  and  apartment  block  for  the 
Slater  Estate  vyill  be  received  until  Oc- 
tober 21st  by  J.  P.  MacLaren,  104  Sparks 
Street.  Brick  construction.  Approxi- 
mate cost,  $8,000. 

Peace  River.  Alta. 

W.  Crawford  Coffatt  has  commenced 
the  erection  of  stores  and  offices. 

Port  Colborne.  Ont. 

In  connection  with  the  proposed  plant 
of  the  International  Nickel  Company,  43 
Exchange  Place,  New  York,  tentative 
prices  are  being  received  on  generators 
and  motors. 

Squamish,  B.C. 

Plans  have  been  prepared  for  a  ma- 
chine shop  and  roundhouse  for  the  Paci- 
fic Great  Eastern  Railway.  Vancouver, 
and  contracts  will  be  let  shortly.  Gen- 
eral manager,  A.  H.  Sperry.  Approxi- 
mate cost,  $100,000. 

St.  John,  N.B. 

A  shed  is  being  built  for  the  Intercol- 
onial Railway,  under  the  supervision  of 
R.  L.  Ross,  terminal  agent,  St.  John. 
Frame  construction.  Estimated  cost, 
$27,000. 


The  tenders  received  for  the  erection 
of  a  pumping  station  for  the  St.  John 
Railway  Company  were  too  high,  and 
new  tenders  will  be  called  shortly.  En- 
gineer, G.  G.  Murdock,  73  Carmarthen 
Street. 

Tenders  will  be  received  until  noon, 
November  15th,  by  J.  W.  Pugsley,  De- 
partment of  Railways  and  Canals,  Otta- 
wa, for  the  erection  of  an  elevator  with 
a  capacity  of  500,000  bushels.  Plans  and 
specifications  at  offices  of  chief  engineer, 
Moncton;  general  superintendent,  Win- 
nipeg; resident  engineer,  Fort  William, 
Ont.;  J.  S.  Metcalfe  Company,  Ltd., 
Montreal,  Que.  Reinforce  concrete  con- 
struction. 

St.  John's,  Que. 

M.  Pierre  Trahan  has  secured  a  site  for 
the  erection  of  a  store  building. 

Toronto,  Ont. 

Tenders  are  being  received  on  all 
trades  required  in  the  erection  of  a  gar- 
age for  William  Candler,  89  Stephenson 
Avenue.  Brick  construction.  Approxi- 
mate cost,  $3,000. 

William  Thomson,  62  Woodlawn  Ave- 
nue West,  contemplates  the  erection  of  a 
garage  and  apartment  block,  and  is  re- 
ceiving tenders  on  painting,  steel,  plas- 
tering, wiring,  and  heating.  Brick  con- 
struction.   Approximate  cost,  $13,000. 

A.  W.  &  J.  H.  Shuter,  1115  Davenport 
road,  propose  to  build  a  garage,  at  an 
approximate  cost  of  $6,000,  and  are  re- 
ceiving tenders  on  roofing,  heating, 
plumbing,  and  electrical  work.  Brick 
construction. 

Welland,  Ont. 

Plans  of  alterations  and  additions  to  an 
office  building  for  the  Laughlin  Realty, 
Ltd.,  Main  Street  South,  have  been  pre- 
pared by  D.  F.  Forbes,  Laughlin  Build- 
ing. Brick  and  terra  cotta  construction. 
Approximate  cost,  $8,000. 

Westboro,  Ont. 

Daniel  Beatty,  Richmond  Road,  intends 
to  rebuild  his  stores  and  residence,  and 
will  start  work  shortly. 

Windsor,  Ont. 

Plans  of  a  store  building  are  being 
prepared  for  A.  J.  Menard,  15  Pitt  Street 
East,  and  tenders  will  be  secured  from  a 
few  local  contractors.  Brick  construc- 
tion.   Approximate  cost,  $22,000. 

J.  C.  Pennington,  La  Belle  Building,  is 
preparing  plans  for  alterations  to  a  store 
for  the  People's  Loan  and  Savings  Com- 
pany, London.    Estimated  cost,  $3,000. 

CONTRACTS  AWARDED. 

Arnprior,  Ont. 

In  connection  with  the  grist  mill  and 
elevator  which  have  been  erected  for 
David  Craig,  the  contract  for  machinery 
has  been  let  to  Fairbanks-Morse  Com- 
pany, 84  St.  Antoine  Street,  Montreal. 

Bridgeburg,  Ont. 

The  general,  carpentry,  roofing,  and 
painting  contracts  for  the  erection  of  a 
garage  for  A.  B.  Hurrel  have  been  award- 
ed to  Oscar  C.  Teal,  and  work  has  been 
started.    Brick  veneer  construction. 

Charlottetown,  P.E.I. 

The  general  contract  for  the  erection 
of  a  factory  for  C.  F.  Fisher.  35  Queen 
Street,  has  been  awarded  to  E.  E.  Park- 
man  &  Son.  and  the  contract  for  ma- 
chinery to  Mac  Ams  Machine  Company, 
Bridgeport,  Conn.  Frame  construction. 
Approximate  cost,  $4,500. 

Cornwall.  Ont. 

The  general  contract    for  alterations 
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and  extensions  to  the  exchange  of  the 
Bell  Telephone  Company  has  been  let  to 
Atchinson  &  Company,  Cornwall.  Ap- 
prximate  cost,  $3,000. 

The  general  contract  for  tbe  erection 
of  an  addition  to  the  premises  of  the  St. 
Lawrence  Brewery  Company  has  been 
let  to  Archibald  Adams.  Cornwall.  Re- 
inforced concrete  and  ironclad  construc- 
tion. Approximate  cost,  $20,000.  Archi- 
tects, W.  J.  Francis  &  Co.,  260  St.  James 
Street,  Montreal. 

Fort  Erie,  Ont. 

The  general  contract  for  the  erection 
of  a  store  and  residence  for  C.  E.  Harris 
has  been  awarded  to  Troup  Brothers. 
Approximate  cost,  $5,000. 

Gait.  Ont. 

In  connection  with  the  erection  of  a 
storehouse  for  Goldie  &  McCulloch  Com- 
pany, Ltd.,  the  contract  for  structural 
steel  work  has  been  let  to  the  Hamilton 
Bridge  Works  Company,  Ltd.,  Hamilton, 
and  the  contract  for  steel  sash  to  the  A. 
B.  Ormsby  Company,  Ltd.,  King  Street 
West,  Toronto.  A  contract  will  also  be 
let  for  roofing  and  galvanized  iron  work. 

Gananoque,  Ont. 

ueorge  Gilbert  has  let  the  general  con- 
tract for  the  erection  of  a  warehouse  to 
Mitchell  &  Wilson.  Market  Street.  Re- 
inforced concrete  construction. 

Granby,  Que. 

The  general  contract  for  the  erection 
of  car  barns  for  the  Montreal  Southern 
Counties  Railway  has  been  awarded  to 
Nicholson  Construction  Company,  960  St. 
Catherine  Street  West,  Montreal.. 

Hamilton,  Ont. 

Work  has  been  started  on  the  erection 
of  a  storeroom  for  Brown  Boggs  Com- 
pany, King  William  Street.  The  general, 
carpentry,  masonry,  and  steel  contracts 
have  been  let  to  H.  G.  Christman  & 
Co..  Bank  of.  Hamilton  Building;  roofing 
to  Thomas  Irwin  &  Son,  22  McNab 
Street  South;  painting  to  A.  M.  MacKen- 
zie,  45  Ferguson  Avenue  South;  electrical 
work  to  Culley  &  Bray,  King  Street 
West.    Approximate  cost,  $5,000. 

R.  B.  Cope,  34  Albert  Street,  proposes 
to  build  a  garage,  at  an  approximate  cost 
of  $3,000,  and  has  let  the  masonry  and 
steel  work  to  Isbister  Brothers,  Stewart 
Apartments,  Jackson  Stre'et  East.  Brick 
construction. 

London.  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  premises  for  A.  B. 
Greer,  York  and  Talbot  Streets,  has  been 
awarded  to  Tones  Brothers,  Hamilton 
Road.  Brick  construction.  Estimated 
cost,  $3,600. 

Montreal,  Que. 

In  connection  with  alterations  and  ad- 
ditions to  the  premises  of  Lymburners, 
Ltd.,  360  St.  Paul  Street  East,  the  con- 
tract for  plumbing  and  heating  has  been 
let  to  James  Ballantyne,  163  Nazareth 
Street,  and  the  roofing  to  George  W. 
Reed  &  Co.,  St.  Antoine  Street. 

Gorace  Maille,  1979  St.  Lawrence 
Street,  has  let  the  contract  for  plumbing 
in  connection  with  the  erection  of  a  store 
and  residence  block  to  D.  Benois,  2037 
St.  Lawrence  Street.  Electrical  work  by 
day  labor. 

Ottawa,  Ont. 

The  general  contract  for  the  erection 
of  a  storage  building  and  garage  for  the 
Bell  Telephone  Company,  Montreal,  has 
been  awarded  to  Taylor  &  Lackie,  care 


of  the  Bell  Telephone  Company,  Otta- 
wa.   Approximate  cost,  $30,000. 

The  general  contract  for  the  erection 
of  a  storage  building,  for  Grant,  Holden 
&  Graham,  Albert  Street,  has  been  let 
to  Charles  Holbrooke  &  Sons,  425  Som- 
erset Street.    Brick  construction. 

In  connection  with  the  addition  now 
being  built  to  an  office  building  for  C.  J. 
Booth,  Booth  Street,  the  contract  for 
plastering  has  been  let  to  R.  D.  Clark  & 
Sons,  26  Lincoln  Avenue,  and  painting  to 
Charles  Higman  &  Son,  Rideau  Street. 

The  general  contract  for  alterations  to 
the  premises  of  L.  N.  Poulin,  Ltd., 
Sparks  Street,  has  been  awarded  to  Fer- 
guson &  Lambert,  643  King  Edward 
Street. 

Pembroke.  Ont. 

In  connection  with  the  stores  and 
apartments  which  are  being  built  for 
James  Thackray  the  contract  for  brick 
work  has  been  let  to  William  Markus, 
Ltd.,  Pembroke  Street. 

Peterborough,  Ont. 

The  contract  for  heating  and  plumb- 
ing required  in  connection  with  the  of- 
fices and  apartments  which  are  being 
built  for  W.  H.  Hill,  Sun  Life  Building, 
has  been  awarded  to  R.  G.  Sturgeon  & 
Co.,  202  Charlotte  Street. 

In  connection  with  the  erection  of 
premises  for  the  Royal  Bank,  Hunter 
Street,  the  contract  for  cut  stone  has 
been  awarded  to  J.  Vokes,  878  Dupont 
Street,  Toronto. 

Port  Arthur,  Ont. 

In  connection  with  the  erection  of  an 
elevator  for  the  Saskatchewan  Co-oper- 
ative Elevator  Company,  Ltd.,  Regina, 
the  contract  for  superstructure  has  been 
awarded  to  Barnett  &  McQueen  Com- 
pany, Ltd.,  203  Cuthbertson  Block,  Fort 
William. 

Saskatoon,  Sask. 

The  general  contract  for  the  erection 
of  a  garage  and  salesroom  for  R.  R. 
Morgan,  614  Canada  Block,  has  been 
awarded  to  W.  Houlding,  119  Twenty- 
ninth  Street  West.  Brick  construction. 
Approximate  cost,  $10,000. 

St.  Boniface,  Man. 

In  connection  with  the  store  and 
apartment  block  which  is  being  built  for 
Lady  Dubuc,  480  Clifton  Street,  Winni- 
peg, the  contract  for  heating  and  plumb- 
ing has  been  let  to  Daoust  and  Dugal, 
259  Provencher  Street,  Winnipeg,  and 
the  electrical  work  to  Star  Electric  Com- 
pany, 191  Portage  Avenue,  Winnipeg. 

St.  John,  N.B. 

The  contract  for  alterations  to  the 
offices  of  T.  McAvity  &  Sons  has  been 
awarded  on  a  percentage  basis  to  George 
M.  Lawson,  Glen  Falls,  East  St.  John. 
Approximate  cost,  $9,000. 

Stratford.  Ont. 

Work  is  about  to  start  on  the  erection 
of  a  garage  for  Henry  Yost,  38  Bruns- 
wick Street,  and  the  contract  for  mason- 
ry has  been  let  to  A.  Everett.  Remain- 
der of  work  will  be  done  by  owner. 
Brick  construction.  Approximate  cost, 
$5,000. 

Toronto.  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  a  store  and  residence  for 
1.  K.  Hume,  1243  Dundas  Street,  has 
been  awarded  to  Fogg  &  Co.,  care  of  the 
general  contractor,  J,  W.  Butchart,  1  St. 
Ives  Avenue.  Smaller  trades  will  be  sub- 
let by  the  general  contractor. 

The  following  contracts  have  been  let 


in  connection  with  the  factory  which  is 
being  built  on  Dalhousie  Street  for  the 
Robert  Simpson  Company,  Ltd.:  rein- 
forced concrete  and  carpentry,  general 
contractors;  heating  and  plumbing,  Pur- 
dy,  Mansell,  Ltd.,  63  Albert  Street;  elec- 
trical work,  Bennett  &  Wright  Com- 
pany, 72  Queen  Street  East;  ornamental 
iron,  Canadian  Ornamental  Iron  Com- 
pany, Ltd.,  88  River  Street. 

The  general  contract  for  the  erection 
of  a  factory  addition  for  Willliam  Neil- 
son  Company,  277  Gladstone  Avenue, 
has  ben  awarded  to  Gordon  Brothers,  1 
De  Lisle  Avenue.  Brick  construction. 
Approximate  cost,  $5,000.  Architects, 
Sproatt  &  Rolph,  36  North  Street. 

In  connection  with  the  warehouse  now 
in  course  of  erection  for  T.  G.  Kent,  Con- 
federation Life  Building,  the  contract 
for  electrical  work  has  ben  let  to  Rogers 
Electric  Company,  145  Queen  Street 
West;  the  contract  for  elevator  to  the 
Otis  Fensom  Elevator  Company,  Ltd., 
Bay  Street,  and  roofing  to  P"eather  & 
Roadhouse,  11  Foster  Place. 

The  general  contract  for  the  erection 
of  an  addition  to  the  Strachan  Avenue 
warehouse  of  the  Hydro-electric  Power 
Commission,  190  University  Avenue,  has 
been  let  to  Witchall  &  Sns,  156  St.  Hel- 
ens Avenue.  Tenders  will  be  called 
shortly  for  heating  and  roofing.  Ap- 
proximate cost,  $75,000. 

Transcona,  Man. 

The  Dominion  Department  of  Rail- 
ways and  Canals.  Ottawa,  have  let  the 
general  contract  for  the  erection  of  an 
elevator  to  the  Fegles  Bellow  Engineer- 
ing and  Construction  Company,  Grain 
Exchange  Building,  Fort  William.  Ap- 
proximate cost,  $500,000. 
Vancouver,  B.C. 

The  general  contract  for  the  erection 
of  offices  and  freight  sheds  for  the  Cana- 
dian Northern  Pacific  Railway  has  been 
awarded  to  MacDonald,  Nettleton  & 
Bruce,  and  work  will  start  shortly.  Archi- 
tects, Pratt  &  Ross.  1011  Electric  Rail- 
way Chambers.  Approximate  cost,  $125,- 
000. 

Welland.  Ont. 

The  general  contract  for  the  erection 
of  a  block  of  stores  and  flats  for  Frank 
Fishman  has  been  let  to  Horace  Gray. 
Concrete  block  construction.  Approxi- 
mate cost.  $6,500.  Architect,  T.  L.  Nich- 
ols, Main  Street  South. 


Residences 

Amherstburg,  Ont. 

Plans  have  been  prepared  for  a  resi- 
dence to  be  built  for  Walter  Chater. 
Walkerville,  Ont.  Some  of  the  smaller 
trades  will  be  let.  but  most  of  work  done 
bv  day  labor.  Approximate  cost,  $6,000. 
Architect,  J.  C.  Pennington,  La  Belle 
Building,  Windsor. 

Hamilton.  Ont. 

F.  W.  Warren,  6  St.  James  Street,  is 
about  to  call  for  tenders  on  the  erection 
of  a  residence  on  Erie  Avenue.  Brick 
construction.    Approximate  cost,  $4,000. 

W.  Lyon,.  88  John  Street  North,  has 
started  work  on  a  residence,  estimated 
to  cost  $3,000.     Brick  construction. 

C.  L.  Ryman,  19  Mary  Street,  proposes 
to  build  a  residence  on  Sunset  Avenue, 
and  has  had  plans  prepared.  Brick  con- 
struction.   Approximate  cost,  $3,000. 

G.  E.  Gaylard,  54  Lamouraux  Street, 
has  started  work  on  a  residence,  estimat- 
ed to  cost  $3,000.    Brick  construction. 

Continued  on  page  15 


Tenders  and  For  Sale  Department 


BUILDERS 


Builders  couM  nuke  money,  building,  selling 
or  renting  workman's  cottages  at  our  New  On- 
tario divisional  points,  especially  Capreol,  near 
Sudbury,    now  ■  ready. 

Capreol  townsite  is  on  a  large  cleared  gravel 
plain,  where  fireproof  cement  bungalows  can  be 
built  out  of  cellar  excavations.  Will  be  our 
best  Divisional  Point,  as  it  is  the  junction  of 
Toronto  and  Montreal  main  lines  going  west. 
It  in  In  the  nickel  belt  and  on  the  shore  of  the 
Vermillion    Kiver.      The    other    three  Divisional 

P  will  be  ready  later.    Phone  Main  4S40  and 

ask  for 

CYRIL  T.  YOUNG. 

Manager  Eastern  Lands, 
:;4  -TJ  Canadian  Northern  Railway. 


Board  of  Education 


Scaled  lenders,  addressed  to  the  Secretary- 
Treasurer  of  the  Hoard  of  Education,  Toronto, 
ior  the  Technical  School,   will  be  received  until 

Noon,  October  23rd,  1916 

for 

Two  Complete  Chassis,  one  new 
and  one  used;  engine  with  four 
cylinders;  electric  starter. 

W.    O.    McTAGGART,  Chairman. 

W,  C,  WILKINSON, 
12  4  J  Secretary-Treasurer. 


Department  of  Railways  and  Canals, 
Canada. 

Canadian  Government  Railways. 


Superstructure  of  Elevator, 
St.  John,  N.  B. 

Sealed  tenders,  addressed  to  J.  W.  Pugsley, 
Secretary  of  the  Department  of  Railways  and 
Canals.  Ottawa.  Ont..  and  marked  on  the  out- 
side "Tender  for  Superstructure  of  Elevator,  St. 
John,"  will  be  received  up  to  and  including 
twelve  o'clock  noon,  Wednesday.  November  15th, 
for  the  construction  of  a  reinforced  concrete 
grain  elevator  with  a  capacity  of  500,000  bushels. 

Plans,    specifications   and   blank   form   of  con- 
tract may  be  seen  at  the  offices  of  the  follow- 
ing, on  and  after  October  10th  : 
Chief    Engineer,    Department    of    Railways  and 

Canals, -Ottawa. 
Chief  Engineer,  Canadian  C.overnment  Railways. 

Moncton.  N.B. 
General   Superintendent.   Winnipeg,  Man. 
Resident  Engineer.  Fort  William.  Ont. 
John  S.   Metcalf  Company,   Limited,  Engineers, 
Montreal,  Que. 

Contractors  who  wish  to  obtain  plans  and 
specifications  temporarily  for  their  own  use  may 
obtain  same  from  any  of  the  offices  at  which 
plans  are  on  exhibition,  on  depositing  a  certified 
bank  cheque  in  favor  of  the  Canadian  Govern- 
ment Railways  for  the  sum  of  one  hundred  ($100), 
which  will  be  refunded  on  the  return  of  the  plans 
and  specifications.  t 

All  the  conditions  of  the  specifications  and  con- 
tract form  must  be  complied  with. 

Tenders  must  be  submitted  in  duplicate  on  the 
blank  form  of  tender  which  may  be  obtained  from 
any  of  the  offices  at  which  plans  _are  on  exhibition. 

Each  tender  must  be  accompanied  by  a  certified 
bank  cheque  payable  to  the  Honorable  the  Min- 
ister of  Railways  and  Canals  equal  to  ten  per 
cent.  (10  p.c.)  of  amount  of  tender. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

F.  P.  GL'TELIL'S,  General  Manager, 

Canadian  Government  Railways, 
Moncton,  N.B.,  Oct.  12th,  1916.  42-45 


Tenders  for 
Annual  Supplies 


Tenders  will  be  received  by  registered  post  only, 
addressed  to  the  Chairman,  Hoard  of  Control, 
City  Hall,  Toronto,  up  to  12  o'clock  noon  on 
Tuesday,  October  31st,  1916,  for  the  supply  and 
delivery   of  the  following: 

Tender  No. 

Brass  and  Bronze  Castings   1 

Brass  Work  for  House  Services   2 

Cast  Iron  Pipes   3 

Hydrants   4 

Pipe  Fittings  and  Valves   6 

Supply  of  Lead  Pipe   6 

Special   Castings   7 

Stop  Valves   8 

Refined  Asphalt   9 

Paving   Blocks   10 

Treated  Wood  Blocks   11 

Sewer  Brick   12 

Iron  Castings  of  Manhole,  Gullies,  Grates, 

Etc                                            :   13 

Portland  Cement   14 

Mineral  Dust  or  Filler   15 

General  Supplies  and  Tools   16 

Gravel,   Screened  and  Unscreened    17 

Granite  Setts  ...    18 

Iron  and  Steel   19 

House  Numbers   21 

Oils.  Lubricating   22 

Sewer  Pipe   23 

Rubber  Valves   26 

Crushed  Trap  Rock   27 

Sand   28 

Crushed  Stone    29 

Rubble  Stone   30 

Bleach                                                         .  .  32 

Trainmen's   Uniform   Suits.   Toronto  Civic 

Railway   33 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  Specifica- 
tions and  forms  of  tender  may  be  obtained  at 
the  Works  Department,  Room  12,  City  Hall. 
Tenders  must  comply  strictly  with  conditions  of 
City  By-law  as  to  deposits  and  sureties,  as  set 
out  in  specifications  and  forms  of  tender.  The 
lowest  or  any  tender  not  necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 
4U-42  Chairman,  Hoard  of  Control. 


BOILERS  FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Heaver  Hall  Sq., 
Montreal.  17-t.f. 


Machinery  For  Sale 


One  second-hand   H.  7  Boiler,   14  ft.   x  72  in., 

shell  114,  SMn.  tubes,  safety  pressure,  110  lbs. 
Out  110  II. P.  Wheelock  Engine,  made  by  Goldie 

McCulloch  Co.,  size  of  flywheel  20  ft.  diam., 

20  ins.  wide. 
One  Condenser  Belt-driven  Pump,  4  in.  x  12  in. 

stroke. 

One  double  ply  Leather  Belt,  85  ft.  x  19  in.  wide. 

Lot  of  pulleys,  shafting,  etc.,  would  be  sold  to- 
gether or  separate. 

One  elevated  tank  tower,  lattice  girder  type,  in 
fair  condition. 

For  further  particulars,  apply 


Tenders  for  Sewers 


Tenders  will  be  received  by  registered  post  only, 
addressed  to  the  Chairman,  Board  of  Control, 
City  Hall,  Toronto,  up  to  noon  on  Tuesday, 
October  31st,   1916,   for  the  construction  of  t!ie 

following  sewers: — 

Dorothy  Ave.,  Greenwood  Ave.  to  west  end; 

Hiltz  Avenue,  south  end  to  north  end; 

Lane  first  north  of  College  Street,  Euclid  Avenue 

to  west  end ; 
Lovatt  Place,  95  ft.  east  Sumach  St.  to  east  end  ; 
Queen  Street,  Pape  Ave.  to  Leslie  Street. 

Envelopes  containing  tenders  must  be  plainly 
marked   on   the   outside  as  to  contents. 

Specifications  may  be  seen  and  forms  of  tender 
obtained  at  the  Works  Department,  Room  0, 
City  Hall. 

Tenderers  must  comply  strictly  with  conditions 
of  City  By-law  as  to  deposits  and  sureties,  as 
set  out  in  specifications  and  forms  of  tender. 

The  lowest  or  any  tender  not  necessarily- 
accepted. 

T.  L.  CHURCH,  Mayor, 

Chairman,  Board  of  Control. 
Toronto,  October  11th,  1916.  42-42 


For  Sale 


Valuable  factory  site  in  Port  Hope,  Ont.  Brick 
building,  two  flats,  about  6,000  square  feet  floor 
space,  with  ample  land  for  extension.  Watei 
power  about  100  horse-power.  Good  location. 
Will  be  offered  for  sale  at  Queen's  Hotel,  Port 
Hope,  on  Tuesday,  October  "24th,  1916.  Terms 
will  be  made  known  at  time  of  sale. 


41-42 


T.  B.  CHALK, 

Assignee. 


For  Sale 


ti  4:; 


TOWN  ENGINEER, 

Orangeville,  Ont. 


Two   70-Gallon    Hydraulic    Pumps   for    1,500  lb. 

Pressure. 

One  90-H.P.  General  Electric  Co.  Motor,  3-Phasc, 

60-Cycle,  200-Volt,  $700. 
Two  Sheldons,  No.  o,  Cast  Iron  Fans. 
These  machines  can  be  seen  and  inspected  at 

NATIONAL  STEEL  CAR  CO.,  LTD., 
41-44  Hamilton,  Ont 


SALES  OFFICE  ENGINEER  would  con- 
change.  Twelve  years'  experience  in  steam  tur- 
bine, centrifugal  pump  and  power  pumping  sta- 
tion work.  Expert  designer  of  latter,  and  good 
technical  correspondent.  Salary  not  of  para- 
mount importance.  Box  465,  Contract  Record, 
Toronto,  Ont.  41A2 


Fires 

Farnham,  Que. 

Barn  owned  by  George  Edwards  to- 
tally destroyed. 

Glan  Sutton,  Ont. 

Residence  of  Leon  Piette  totally  des- 
troyed. 

Toronto,  Ont. 

Boiler  room  of  the  McAlpine  Tobacco 
Company.    Loss,  about  $5,000. 


( )ctober  18,  L916 
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Residences 

(Continued  from  page  43) 

Lindsay,  Ont. 

Tenders  on  the  erection  of  two  resi- 
dences for  F.  W.  Sutcliffe.  Bond  Street, 
will  be  received  from  October  21st  to 
26th.  Hollow  tile  construction.  Esti- 
mated cost,  $2,500  each. 

A  Company  has  been  formed  for  the 
purpose  of  erecting  about  fifty  cottages, 
and  application  has  been  made  for  a 
charter.  Provisional  Directors,  John 
Carew,  M.P.P.,  T.  H.  Stinson,  Barrister, 
Reeve  B.  L.  McLaren,  James  B.  Begg, 
and  P.  J.  White.  Approximate  cost  of 
each  cottage,  $1,200. 

London,  Ont. 

Hyatt  Brothers,  288  Egerton  Street, 
have  commenced  the  erection  of  two  resi- 
dences on  Ridout  Street,  estimated  to 
cost  $6,000.  Ornamental  brick  construc- 
tion. 

F.  A.  Sherry,  L31  Wharncliffe  Road, 
has  started  work  on  a  residence,  estimat- 
ed to  cost  $3,000.    Brick  construction. 

Montreal,  Que. 

J.  Simard,  464.")  Souligny  Street,  has 
started  work  by  day  labor  on  twelve 
flats,  estimated  to  cost  $10,000.  Brick 
veneer  construction. 

R.  Dagenais,  2330  Boyer  Street,  has 
commenced  the  erection  of  a  residence 
by  day  labor.  Brick  veneer  construc- 
tion.   Estimated  cost,  $4,000. 

J.  C.  Frenette,  324  Brebeonf  Street, 
is  building  a  residence  on  Fabie  Street 
by  day  labor,  and  will  sublet  electrical 
work  and  plastering.  Approximate  cost, 
$3,000. 

C.  Dufort,  195  St.  Catherine  Street  E., 
is  preparing  plans  for  the  conversion  of 
a  factory  into  apartments  for  Clickman 
&  Glickma-n,  124  St.  Lawrence  Boule- 
vard, and  tenders  are  now  being  received. 
Approximate  cost,  $3,500. 

Flans  for  alterations  and  additions  to 
an  apartment  house  for  Labrecque  & 
Company  are  being  prepared  by  C.  Du- 
fort, 195  St.  Catherine  Street  East. 

Ottawa,  Ont. 

A.  G.  Fournier,  372  Frank  Street,  is 
having  an  addition  to  apartments  on 
Albert  Street  built  by  day  labor  under 
supervision  of  John  Fleming,  646  Well- 
ington Street.  Brick  veneer  construc- 
tion.   Estimated  cost,  $3,000. 

Outremont,  Que. 

P.  Guidazio,  44  Marsolais  Street,  has 
commenced  the  erection  of  five  cottages 
on  Stuart  Street,  estimated  to  cost  $25,- 
000.  Brick  construction.  Architect,  H. 
Laverdure,  2473  St.  Denis  Street. 

B.  Trudel,  Boulevard  St.  Joseph,  has 
commenced  the  erection  of  two  resi- 
dences,  estimated  to  cost  $15,000  each. 
Architects,  Audet  &  Charbonneau,  364 
Dorchester  Street  West,  Montreal.  Brick 
construction. 

Quebec,  Que. 

A.  Fackney,  107  St.  Joachim  Street,  has 
commenced  the  erection  of  a  residence 
on  Begin  Street,  and  will  let  -  roofing, 
carpentry,  heating,  plumbing  and  elec- 
trical work.  Brick  construction.  Ap- 
proximate cost,  $7,000. 

Sherbrooke,  Que. 

A  residence  is  to  be  built  on  Magog 
Street  for  G.  M.  Robins,  6  Walton  Ave- 
nue, at  an  estimated  cost  of  $4,500.  Work 


by  day  labor.    Architect,  H.  E.  Nelson, 
100  Wellington  Street. 

W.  A.  Cameron,  11  Kingston  Avenue, 
is  building  a  residence,  and  is  receiving 
prices  on  plumbing.    Frame  construction. 

Toronto,  Ont. 

Sidney  F.  Lankin.  4:;  Harcourt  Ave- 
nue, is  building  three  residences  on 
Langford  Avenue,  and  is  receiving  ten- 
ders on  all  trades.  Approximate  cost, 
$4,200.     Brick  construction. 

J.  A.  Howden,  437  Quebec  Avenue,  is 
receiving  tenders  on  plumbing  and  heat- 
ing in  connection  with  the  residences 
which  he  is  building  on  Merrick  Street 
and  Indian  Road. 

\V.  J.  Grant,  83  Quebec  Avenue,  pro- 
poses to  build  two  residences  on  Scar- 
boro  Road,  and  is  receiving  tenders  on 
all  trades.  Brick  construction.  Approxi- 
mate cost,  $6,000. 

Walkerville,  Ont. 

J.  C.  Pennington,  La  Belle  Building, 
Windsor,  is  preparing  plans  of  a  resi- 
dence for  F.  Porter,  care  of  American 
Auto  Trimming  Company,  Walkerville, 
and  tenders  will  be  called  very  shortly. 
Brick  construction.  Approximate  cost, 
$5,000. 

S.  Keyser,  92  May  Street,  will  do  all 
work  required  in  connection  with  the 
residences  which  he  proposes  to  build 
on  Windermere  Street.  Brick  construc- 
tion.   Approximate  cost,  $7,000. 

Welland.  Ont. 

T.  L.  Nichols,  Main  Street  South,  has 
prepared  plans  of  a  residence  for  George 
Collins,  43  Main  Street  West,  and  will 
call  for  tenders  some  time  this  fall.  Brick 
veneer  construction.  Approximate  cost, 
$4,500. 

Windsor,  Ont. 

Plans  of  alterations  to  the  residence 
of  John  Duck,  221  Ouellette  Avenue,  are 
being  prepared  by  J.  C.  Pennington,  La 
Belle  Building.    Approximate  cost,  $3,500. 

Tenders  on  alterations  to  a  residence 
for  the  Knights  of  Columbus  will  be  re- 
ceived until  October  21st.  Architects,  G. 
Jacques  &  Company,  Boug  Building.  Ap- 
proximate cost,  $5,000. 

CONTRACTS  AWARDED 

Alexander,  Man. 

The  residence  of  William  Pabe  is  to 
be  rebuilt  by  Aitcheson  &  Bray,  care  of 
owner.    Approximate  cost,  $3,500. 

Fortune  Cove,  P.E.I. 

The  general  contract  for  the  erection 
of  a  residence  for  James  Clark  has  been 
awarded  to  W.  R.  Maynard,  Tyne  Valley, 
P.E.I.,  and  work  will  start  at  once. 

Hamilton,  Ont. 

The  following  contracts  have  been 
let  for  the  erection  of  a  residence  for 
T.  H.  Ross,  123  Charles  Street: — plaster- 
ing, J.  Moreland,  520  Cannon  Street  E.; 
heating,  H.  Day.  :;  i  Huron  Street;  plumb« 
ing,  J.  Saynor,  427  Aberdeen  Avenue; 
electrical  work.  I.  Dynes,  161  Sanford 
Avenue  South. 

R.  Spicer  has  also  been  awarded  the. 
general,  masonry,  carpentry  and  roof- 
ing contracts  for  another  residence  for 
T.  A.  Wooley.    Estimated  cost,  $8,000. 

The  general,  carpentry  and  roofing 
contracts  for  the  erection  of  a  residence 
for  T.  A.  Wooley,  64J4  King  Street  East, 
have  been  awarded  to  R.  Spicer,  279  Bay 


Street  South,  and  the  masonry  and  steel 
work  to  William  Surig,  76  Flat  Avenue. 
Brick  construction.  Approximate  cost, 
$8,000. 

J.  Somerville,  Prospect  Street,  pro- 
poses to  build  a  residence  on  Melrose 
Avenue,  and  has  let  the  contract  for 
masonry  and  steel  to  Lewington  & 
White,  140  Rosslyn  Avenue;  plastering 
to  F.  Mountain,  35  West  Avenue  North; 
heating  and  plumbing  to  H.  Barnes,  9:> 
Clyde  Street;  and  electrical  work  to  F. 
Thornton,  174  Balmoral  Street.  Ap- 
proximate cost,  $4,000. 

Stewart  Brothers,  1  Hyde  Park  Avenue, 
have  commenced  the  erection  of  a  resi- 
dence, and  have  let  the  masonry  and 
steel  work  to  Isbister  Brothers,  Hugh- 
son  and  Jackson  Streets.  Brick  construc- 
tion.   Estimated  cost,  $3,000. 

L.  V.  Blatz,  187  Charlton  Avenue  W.. 
has  commenced  the  erection  of  three 
residences,  and  has  let  the  masonry  and 
steel  work  to  Isbister  Brothers;  painting 
to  A.  Tutton,  204  East  24th  Street;  heat- 
ing to  Bowes-Jamieson  Company,  King 
Street  East';  and  plumbing  to  George 
Stevenson.  Walnut  Street  South.  Brick- 
construction.  Approximate  cost,  $2,500 
each. 

In  connection  with  the  residence  which 
is  being  built  on  Sherman  Avenue  for 
R.  Taylor,  103  Kensington  Street  South, 
the  contract  for  plastering  has  been 
awarded  to  W.  Bayliss,  372  Beach  Road. 

E.  H.  Jones,  37  Senator  Avenue,  has 
commenced  the  erection  of  a  residence, 
and  has  let  the  contract  for  masonry  and 
steel  work  to  E.  Tinan,  131  Sherman  Ave- 
nue North,  plastering  to  J.  Manion,  97 
Barnsdale  Street  North,  and  heating  and 
plumbing  to  H.  Morrison,  126  Burton 
Street.    Approximate  cost,  $4,000. 

The  contract  for  masonry  and  steel 
work  required  in  connection  with  the 
residence  which  is  being  built  on  Mel- 
rose Avenue  by  F.  Sullivan  has  been 
awarded  to  Isbister  Brothers,  Hughson 
and  Jackson  Streets.  Brick  construc- 
tion.   Estimated  cost,  $4,000. 

Levis,  Que. 

In  connection  with  the  residence  which 
has  been  built  for  E.  D.  Lacasse,  4  St. 
Julien  Street,  the  contract  for  plaster- 
ing and  painting  has  been  let  to  the  gen- 
eral contractor,  and  the  heating,  plumb- 
ing and  electrical  work  to  A.  Lachance, 
337  St.  Paul  Street,  Quebec. 

The  contract  for  masonry,  carpentry, 
plastering  and  painting  required  in  the 
erection  of  a  residence  for  N.  Moranda. 
14  Deziel  Street,  has  been  let  to  the  gen- 
eral contractor,  and  the  heating,  plumb- 
ing and  electrical  work  to  A.  Lachance, 
337  St.  Paul  Street,  Quebec. 

Lindsay,  Ont. 

The  general  contract  for  the  erection 
of  two  residences  for  J.  A.  McAlpine, 
William  Street,  has  been  awarded  to  Mc- 
Millan &  Dure.  Brick  veneer  construc- 
tion.   Approximate  cost,  $1,900  each. 

London,  Ont. 

G.  A.  Du  Marcsq,  care  of  Hunt  Bro- 
thers, Limited,  Mill  Street,  has  com- 
menced the  erection  of  a  residence,  and 
has  let  the  masonry  to  M.  Southam. 
Fenwick  Avenue,  and  the  carpentry  to 
A.  Eddie.  Brick  construction.  Approxi- 
mate cost,  $4,500. 

Montreal,  Que. 

In  connection  with  the  apartment  block 
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which  i>  being  erected  for  Mrs.  Chap- 
lcuu-l.aca\ alicr,  t'.:>  e  hcrricr  Street,  the 
contract  for  rooting  has  been  let  to  J. 
Si  Ain.ind.  109  l.anricr  Avenue  West, 
ami  the  plastering  to  the  general  con- 
tractors. 

The  general  contract  for  the  erection 
of  four  resiliences  for  Owen  Roberts,  112 
rVddington  Street,  has  been  awarded  to 
Roberts  &  Pick.  Brick  construction. 
Approximate  cost.  $1-4.000. 

Ottawa.  Ont. 

The  geiur.il  contract  for  the  erection 
of  a  residence  for  J.  l'errier  has  been 
let  to  N,  Poiricr  &  Son,  193  Cathcart 
Street.  Rrick  construction.  Approxi- 
mate cost.  $7,000 

The  general  contract  for  alterations 
and  additions  t"  a  residence  for  M.  Mc- 
kenzie. Claniow  Wcnue,  has  been  award- 
id  to  Alexander  Christie  &  Son,  25h 
Frank  Street.  Rrick  veneer  construction. 
Approximate  cost.  $5,000. 

In  connection  with  alterations  and  ad- 
ditions  to  apartments  for  T.  A.  Arm- 
strong. L39  Daly  Avenue,  the  contract 
for  corrugated  and  galvanized  iron 
work  has  been  let  to  McFarlane  &  Doug- 
'  ts  2:.o  Slater  Street,  and  electrical 
work  to  Charles  Presby,  138  Irving  Ave- 
nue. 

Outremont,  Que. 

The  general  contract  for  alterations 
and  additions  to  a  residence  for  J.  H. 
\  anier  2254  Hutchinson  Street,  has 
been  awarded  to  P.  Girard.  112  Drolet 
Street.  Brick  construction.  Estimated 
cost,  $5,000. 

Quebec.  Que.  . 

The  contract  for  masonry  required  in 
the  erection  of  a  residence  for  Louis 
Saillant.  99  Scott  Street,  has  been  let 
to  E.  Belanger,  185  Ste.  Marguerte  St. 
Owner  will  do  carpentry  and  will  let 
roofing,  heating,  plumbing  and  electrical 
work.    Approximate  cost,  $8,000. 

H.  Savard,  132  Third  Avenue,  has  com- 
menced the  erection  of  a  residence,  and 
has  let  the  carpentry  to  A.  Simard,  214 
Fourth  Avenue.  Limoilou.  Roofing, 
plastering,  plumbing  and  electrical  work 
will  also  be  let  by  owner.  Frame  and 
brick  construction.  Approximate  cost, 
$5,000. 

H.  Dorion.  First  Avenue,  has  let  the 
contract  for  roofing,  heating,  plumbing 
and  electrical  work  in  connection  with 
the  residence  which  he  is  building  to 
Jobin  &  Paquet.  72  Abraham  Hill.  Que- 
bec.   Owner  will  do  remainder  of  work. 

Toronto,  Ont. 

In  connection  with  the  residences 
which  are  being  built  by  J.  M.  Walkey, 
326  Shaw  Street,  the  contract  for  mason- 
rv  has  been  let  to  Wood  &  Wills.  43  Gar- 
net Avenue.  Tenders  on  smaller  trades 
are  being  received. 

Work  has  been  awarded  on  the  erec- 
tion of  a  residence  for  E.  L.  McLean, 
98  Walmer  Road.  The  masonry  and  car- 
pentry have  been  let  to  Walter  Davidson 
&  Company.  Limited.  188  Duke  Street, 
and  steel  to  Hepburn  &  Disher,  Limited, 
18  Van  Home  Street.  Approximate 
cost,  $15,000. 

In  connection  with  the  apartments 
which  are  being  erected  by  E.  Gagnon. 
2359  Queen  Street  East,  the  contract 
for  plumbing  has  been  let  to  C.  J.  French, 
2346  Queen  Street  East. 

In  connection  with  the  residence  which 
is  being  erected  by  Charles  Hough,  905 


Rroadview  \venue,  (he  contract  for  ma- 
sonry lias  been  let  to  Thomas  Hobson, 
166  Merton  Street,  and  roofing  to  George 
Sinclair,  307  Clinton  Street. 

Winnipeg,  Man. 

I  he  contract  lor  plastering  required  in 
connection  with  the  residence  which  is 
now  being  erected  for  \V.  II.  Ryan,  110 
St.  lames  Street,  has  been  let  to  A.  J. 
Gibson,  58  King  Street;  heating  and 
plumbing  to  Green  &  Lister,  237  Fort 
Street,  and  electrical  work  to  W.  C*.  Sib- 
bald.  .">'.)!>  Clifton  Street. 


Power  Plants,  Electricity  and 
Telephones 

Calabogie,  Ont. 

M.  |.  U'I'ricn,  Renfrew,  has  started 
work  by  day  labor  on  the  construction 
of  a  power  development  plant,  estimated 
to  cost  $150,000,  Plant  includes  power 
house,  concrete  dam,  water  wheels,  gen- 
erators and  sixty  miles  of  transmission 
line. 

Wainwright,  Alta. 

The  Town  Council  have  decided  to 
enter  into  a  contract  with  B.  L.  Perry 
Company,  Edmonton,  for  the  installa- 
tion of  a  power  system.  Clerk,  H.  Pawl- 
ing. 


Miscellaneous 

London,  Ont. 

The  London  Concrete  Machinery  Com- 
pany, Limited,  have  been  awarded  the 
following  contracts  for  supply  of  equip- 
ment :_Pettypiece  &  Son,  Amherstburg, 
(  Int.,  one  paving  mixer  for  laying  pave- 
ments in  Sandwich,  Ont.;  H.  Post;  Mc- 
Adam  Junction,  Que.,  one  hoisting  out- 
fit; Lake  Superior  Paper  Company,  Sault 
Ste.  Marie,  Ont.,  one  batch  mixer;  Wil- 
liam Robinson,  Fergus,  Ont.,  one  batch 
mixer;  J.  D.  Smith,  Glen  Morris,  Ont., 
one  batch  mixer. 


Late  News  Items 

Assiniboia,  Sask. 

The  general  contract  for  the  construc- 
tion of  a  waterworks  system  for  the 
Town  Council  has  been  awarded  to  M.  S. 
Holmes.  Souris,  Man.  Approximate  cost, 
$68,000.  Consulting  engineers,  Murphy  & 
Underwood.  116  Third  Street  South.  Sas- 
katoon. 

Athabaska  Landing,  Alta. 

The  Sacred  Heart  Hospital  has  been 
completely  destroyed  by  fire,  entailing  a- 
loss  of  about  $30,000.  Particulars  from 
Sister  Eloise. 

Chicoutimi,  Que. 

The  general  contract  for  the  erection 
of  a  warehouse  for  Gagnon  &  Frere  has 
been  awarded  to  Alphonse  Pednault. 
Frame  construction.  Approximate  cost, 
$25,000. 

Halifax,  N.S. 

Plans  have  been  prepared  by  W.  J. 
Busch.  60  Bedford  Road,  for  a  school  to 
be  built  on  Morris  Street  for  the  Board 
of  School  Commissioners,  and  tenders  will 
be  called  shortly.  Granite  and  reinforced 
concrete  construction.  Approximate  cost, 
$125,000. 

Killam,  Alta. 

F.  E.  Nicholls,  Dufferin  Street,  pro- 
poses to  rebuild  his  store  block  at  once, 
and  will  himself  supervise  the  work.  Ap- 
proximate cost,  $15,000. 


Quebec,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  Madame  J.  A.  Routh- 
ier,  li  Ste.  Foye  Road,  has  been  awarded 
to  Leon  Nadeau,  3171  St.  Olivier  Street, 
and  work  has  been  started.  Brick  con- 
struction.    Estimated  cost,  $8,000. 

Simcoe,  Ont. 

The  general  contract  for  the  erection 
of  the  South  Ward  School  for  the  Board 
of  Education  has  been  awarded  to  R.  E. 
Clinton,  Water  Street.  Architects,  Chap- 
man &  McGiffen,  95  King  Street  East, 
Toronto. 

Sudbury,  Ont. 

Plans  are  being  prepared  by  V.  L.  Mor- 
gan, Wilson-Greenwood  Block,  for  a 
creamery  to  be  built  for  the  Sudbury  Co- 
operative Creamery  Company,  Ltd.  Hol- 
low tile  and  steel  construction.  Approx- 
imate cost,  $12,000. 

The  Pas.  Man. 

The  general  contract  for  the  erection 
of  a  court  house  and  iail  has  been  award- 
ed by  the  Provincial  Department  of  Pub- 
lic Works  to  Snyder  Brothers,  Portage 
la  Prairie.  Brick  construction.  Approxi- 
mate cost,  $40,000. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  noon,  October  31st,  for  the 
construction  of  a  number  of  sewers. 
Plans  and  specifications  at  office  of  the 
Works  Department,  Room  6,  City  Hall. 

Wahnapitae,  Ont. 

In  connection  with  the  power  develop- 
ment scheme  of  the  British  Nickel  Cor- 
poration, Excelsior  Life  Building,  To- 
ronto, the  construction  of  a  concrete  dam 
has  been  started  by  day  labor.  Work  is 
under  the  supervision  of  A.  J.  Felio,  Stin- 
son  Pit,  via  Sudbury.  Approximate  cost 
of  scheme,  $1,250,000. 

Winnipeg,  Man. 

The  following  contracts  have  been 
awarded  in  connection  with  the  comfort 
stations  which  are  being  built  for  the 
City  Council:  cut  stone,  A.  Gillies  &  Son, 
Richard  and  Spruce  Streets;  sheet  metal 
work,  McDonald  Brothers,  care  of  gen- 
eral contractors;  plumbing,  Cotter  Broth- 
ers, Fort  and  St.  Mary's  Streets;  electri- 
cal work,  McDonald  &  Willson  Com- 
pany, 309  Fort  Street. 


October  18,  1916 


THE   CONTRACT  RECORD 


47 


PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


I  II  E    CONTRACT    R  K  COR  l> 


October  18,  1916 


Turbovane  Fan 

The  Sturtevant  Turbovane  Fan 
is  the  latest  thing  for  Forced 
Draft  Work. 

It  is  adapted  for  the  range  of 
pressures  usually  present  in 
underfeed  stoker  installations. 

Furthermore  this  fan  is  designed 
to  run  at  the  economical  speed  of 
Sturtevant  Turbines.  For  this 
reason  the  unit  is  an  absolute 
unique  proposition  for  forced 
draft — It  is  a  combination  that  no 
other  manufacturer  builds. 

We    can    send    you    a    list  of 
prominent  users. 

Ask  for  full  information — 
or  would  you  like  our 
engineer  to  call  ? 

B.  F.  Sturtevant  Company 

of  Canada,  Limited 

Gait,  Ont. 

Montreal  Toronto  Winnipeg  Vancouver 

Sellmg  Agents  tor  Sanford  Riley  Stoker  Co..  "  The  Riley  Stoker." 


"  McAVTTY" 
Iron  Body 

Gate  Valves 

All  Bronze  Fittings 


Made  in  Sizes  from  4"  to  24" 


Screwed,  Flanged  or  Hub  End 

with  Inside  Screw  or  Outside  Screw  and 
Yoke.  Fitted  for  Hand  Wheel  or  Wrench. 
Either  with  Bronze  Seats  or  Hard  White 
Metal  Renewable  Seats. 

Write  for  copy  No.  1004  catalogue. 

T.  McAVITY  &  SONS 

LIMITED 

St.  John,  N.  B.,  Canada 
Montreal  Winnipeg 
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Made  in  Canada 


This  perfect  contour 
will  endure — 


'Niagara  Boulevard, 
Queen  Victoria  Niagara  Falls  Park, 
Near  Black  Creek,  Out. 
Treated  ivitA  ' '  Tarvia- A ' '  in  1914. 


THIS  beautiful  macadam  road  was 
treated  with  "Tarvia-A"  in  1914. 
This  grade  of  Tarvia  is  of  medium  den- 
sity and  requires  heat  for  application.  It 
is  a  favorite  binder  for  just  such  roads 
as  this,  where  a  handsome,  smooth  and 
durable  surface  is  required,  free  from 
dust  and  mud,  and  proof  against  damage 
by  automobiles. 

After  the  "Tarvia-A"  had  soaked  into 
the  macadam  for  a  while,  a  surface  coat 
of  stone  screenings  was  applied  and 
rolled  into  the  Tarvia  while  the  latter 
was  still  tacky  and  warm.  On  cooling, 
the  Tarvia  hardened  to  a  stiff,  slightly 
plastic  matrix  of  great  bonding  power. 


Tarvia  is  absolutely  waterproof  and  this 
surface  sheds  water  smoothly  to  the  gut- 
ters at  all  seasons. 

For  the  same  reason  it  is  frost-proof 
and  came  through  the  snow  and  ice  of 
winter  in  fine  shape. 

After  two  or  three  years  this  road  will 
probably  receive  another  light  coat  of 
Tarvia  and  a  renewal  of  stone  screen- 
ings, and  this  will  suffice  to  keep  it  in 
beautiful  condition  for  another  such 
period. 

The  Tarvia  way  is  the  least  expensive 
way  of  keeping  a  road  dustless,  smooth 
and  inviting  to  traffic. 


Booklet  on  request.    Address  our  nearest  office. 


Special  Service  Department. 


This  company  has  a  corps  of  trained  engineers 
and  chemists  who  have  given  years  of  study  to 
modern  road  problems. 

The  advice  of  these  men  may  be  had  for  the 


asking  by  anyone  interested.  If  you  will  write 
to  the  nearest  office  regarding  road  problems  and 
conditions  in  your  vicinity  the  matter  will  have 
prompt  attention. 


THE  PATERSON  MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNII'KO  VANCOUVER 

T  H  B  CAliRI  TT  E-PATERSON  MANUFACTURING  CO.,  L I M 1  T  ED 

ST.  JOHN,  N.B.  HALIFAX,  N.  8.  SYDNEY,  N.  8. 
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c'am  niKA  Miuvk,  President 


Gordon  F.  Perry,  General  Manager 

NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  :— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


Well  Make  This 
L  ^y  Concrete  Building 
Waterproof 


nUli    OU'\T.R."  said  tlit  Architect  to  his  client,  ''the  walls  and 
™*     Hoots  ot   this  building  of   yours  will   he  concrete — and  they 
will  Ik  waterproof,  too.    I  have  specified 


,  r*  w  u/, 

•       -  i 

M\.Mff. 


met  u».  «r.  o*9. 


TOXEMENT 


R.l.W.  Toxemcnt  is  a  dry  powder,  added  in  small  quantities  to  the 
Portland  Cement.  It  lubricates  the  concrete  and  waterproofs  it 
against  the  fiercest  driving  storms — even  against   water  pressure. 

It  waterproofs  reinforced  concrete  factories,  piers,  bulkheads, 
chimneys,  tanks,  dams,  bridges,  walls,  etc.,  etc. 

Those  interested  in  any  form  of  concrete  construction  should  read 
our  "Toxemcnt  Booklet."    Address  Dept.  51. 

Manufactured  in  Canada  by 

R.  I.  W.    DAMP-RESISTING    PAINT  CO. 
TOCH  BROTHERS 

Cerrard  St.  and  Carlaw  Ave. 
TORONTO.     ONTARIO.  CANADA 


Pure, 

Warm 

Air 


in  large  volumes,  uncon- 
taminaterl    and    full  of 
health  -  giving 
that's  the  kind   supplied  by  the 


oxygen 


KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 
stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 


Water  St. 


Limited       Brockville,  Ont. 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


Victor-Francis 

High  and  Low  Head  Water  Wheels 

The  epoch-making  installation  of 
Victor-Francis  equipment  to  produce 
50,000  horse  power  at  Cohoes,  N. 
Y.,  indicates  the  high  efficiency  that 
can  be  obtained  with  well  designed 
and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  and  710  describe  them. 

Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"  Mathematically  Precise  " 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

HFI  I  PR    &  RRIP.HTIY  1120  Spring  Garden  Street 

nCiLLLtx  «  DIUUniLI,  PHILADELPHIA.  PA. ."Since  1870" 


TANKS 
FLUM  ES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


DAKE  SWINGING 
ENGINE 

with  Automatic 
Brake  Attachment 

Always  ready  and  speeds 
tip  the  work  on  any  job. 
Engine  has  no  dead  center — 
It  starts,  stops  and  reverses 
instantly.  The  brake  re- 
lieves all  stress  on  the  gears 
in  coasting  and  spotting  the 
boom.  Investigate  some- 
thing t'hst  will  save  money 
for  you  by  writing  for  our 
catalog. 


DAKE  EN.GINE  CO.,  grand  haven. mich. 

Canadian  Agents : 
Montreal:  Mussens  Ltd.    Toronto:  A. R.  Williams  Machine ry  Co.,  Ltd. 


WILSON  SCALES 

ARE 

GOOD  SCALES 

We  manufacture  all  styles.  -  -  Write  us  for  prices. 

C.  Wilson  &  Son 

71  Esplanade  St.  East  TORONTO 


JAMBS  Thomson,  President. 


J,  G.  Allen,  Vice-President. 


James  A.  Thomson,  Secretary. 


the  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


CAST  IRON  PI 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 
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CRANES 


Type  k  Crane  Leajrn  about  our  Type  K 
Bleotrlo  Traveling  Crime 


ind 


ELECTRIC  HOISTS,  DERRICKS,  ETC. 

for  all  purposes. 

We  can  make  your  Crane  or  Hoist  in  Canada.  Write 
us  about    your   Crane  requirements   for  any  purpose. 

Northern  Crane  Works,  Limited,  Waikerviiie,  Ontario 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal, Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


Water  Supply 

from 

Deep  Wells 

is  obtained  at  a  mini- 
mum cost  by  use  of  our 
deep  well  pumps. 


Write  for 
Bulletin  36 
explaining 
the  use  ot 
Cook's 
Patent 
Brass  Tube 
Well 
Strainer 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


Crushed 


Rubble 


Dimension 


CROOKSTON  QUARRIES 


Crushed  Stone — Clean,  tough  stone,  specially  suitable  for  concrete  mix  and  macadam  roads.    Although  we 
have  supplied  hundreds  of  cars  of  stone  to  Toronto,  Montreal  and  intervening  points  we  have  never  had  one 

car  rejected. 

Rubble  Stone — From  one  man  size  to  blocks  weighing  many  tons. 
Dimension  Stone — The  stone  that  has  stood  the  test  for  half  a  century. 


Capacity  500  tons  a  day 


C.P.R.  and  G.T.R.  Connections 
ASK  US  FOR  QUOTATIONS 


Telephone  Madoc  2.  R  3 — 2 


QUINLAN  &  ROBERTSON,  Limited,  Crookston,  Ontario 
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Durability 
Accuracy 

Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
Yt  inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


Los  Angeles 
San  Francisco 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


W .?  9  .1 .» .*  *  -f  I 9  9  .1 9  *  .f  ■»  .r.f  999  99  9  99 9 9 9 .J9.9tW9.Dtm  9  0 
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1885   "QUALITY  FIRST"  1916 

It  Has  Paid  Us  and  Will  Pay  You. 

Galvanized    "  EASTLAKE "  Shingles 

have  made— and  will  make — more  money 
for  Canadian  Contractors  than  any  other 
type  of  metal  roofing. 

The  Quality  is  There! 

They  satisfy  your  customer  —  they  sell 
easily  —  they  lay  quickly  —  they  make  a 
good-looking  roof— they  are  fireproof. 

The  "Quality  House"  is  Safest-  Think  of 
Safety  First 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


*f  „l!   J'      II  B  hi, 


>  1 1 1 1 1 


iiiiffllunti] 


HUE 


1  SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Winnipeg  Calgary 


Toronto  Montreal 


Limited 


I' I II-.    lONTKAl'T  RKIUKD 
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i  II    O    New  and  Relaying 
1\/\1LiO  Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


STANDARD  STEEL 


Beams  —  Channel* 

aa: £ "  A &  CONSTRUCTION  CO. 


Reinforcing  Bart 

"Self-Sentering" 

Corrugated 
Sheeting 


LIMITED 
WELLAND       -  CANADA 

Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market. 
Office-M  4515-M  4516      Residence— P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand,  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 


Phones,  Office  North - 


i  664 


l  665 


Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished,  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


WOODEN  PIPE 


Wire  wound  wood  stave  pipe,  2  in.  to  24  in.  diameter.  Con- 
tinuous wood   stave  pipe,  any   diameter  required. 

CANADIAN  PIPE  CO.,  LIMITED 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  machinery.  Every 
machine  driven  by  a  separate  electric  motor.  Satisfaction 
Gua  ranteed. 

Office  and  Factory— 550  Pacific  St.,  VANCOUVER,  B.C. 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring:  Bollards  for  both  Concrete  and  Wooden  Docks 
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VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 

BUHH 


Contractors  tor  Waterworks  Construction, 
Manufacturers  ot  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling— Positively  LEAK  PROOF. 

We  are  the  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.      VANCOUVER,  B.  C 


I 


Fancy 
Faced 
Brick 

Our  concrete  bricks  have  a  rus- 
tic finish  that  is  absolutely  water- 
proof. It  is  obtained  by  a  patent 
process  which  produces  perfect 
crystalization.  Can  be  had  in  any 
color  or  combination  of  colors. 
For  mantels,  churches,  residences  or 
decorative  work  our  brick  is  ideal. 
Cost  no  more  than  ordinary  brick 
but  much  more  effective. 

GET  OUR  LITERATURE 

ORIENTAL  BRICK  CO. 

Plant  and  Head  Office: 

143  Royce  Ave.,  TORONTO 


Phone  Junction  5372 


DARLING 
STEAM 


i 


LIMITED 
Knftlneers  and  Manufacturers 
MONTREAL,  CANADA 


Branches : 

I  orooto  ana  Winnipeg 


A  (tents  : 

H.<lifui   si   ,,  Cal^rj^Vjan^uvj 


Our  Facilities 

for  the  manufacture  of 
electric  wires  and 
cables  enable  us  to  sup- 
ply all  kinds  and  sizes 
and  in  any  quantity. 
No  order  is  too  small 
to  merit  our  attention 
and  none  so  large  as  to 
tax  our  facilities 

Write  our  nearest  office 
about  your  requirements 


i  _,*,  -••  *  /  ,  --via 


5,000,000  C.  M.  Weatherproof 
Cable  Ci  Actual  size.) 


Standard  Underground  Cable  Co. 
of  Canada,  Limited 


Montreal.  Que. 


Hamilton,  Ont. 

Winnipeg,  Man. 


Seattle,  Wash. 


Meet  All  Requirements 

"American"  Fire  Pumps  meet  all  requirements  of 
Underwriters'  Associations,  because  in  their  design, 
material  and  workmanship  high  quality  is  maintained, 
and  every  pump  is  carefully  tested  in  our  own  lab- 
oratory before  it  is  permitted  to  leave  our  Works. 

When  so  ordered,  these  pumps  are  furnished  direct 
connected  by  flexible  shaft  coupling  to  high  speed 
enclosed  ventilated  motor,  so  designed  that  in  case 
of  hose  rupture  it  will  not  deluge  the  motor. 

Catalog  1352  describes  them. 
Write  fdr  your  copy. 

The  American  Well  Works 

General  Office  and  Works:  Aurora,  III. 
Chicago  Office:  First  National  Bank  Building 

Special   Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 
Gorman,    Clancy    &    Grindley,    Ltd.,    Edmonton  and 
Calgary. 

B.  C.  Equipment  Co.,  Vancouver,  B.  C. 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT.  LIMB,  AND  BRICK 
Cement—  delivered  in  5  barrel  lots,  $1.85  per  bbl. ; 
with  bags.  $2  25;  car  lots,  $1.35  on  the  track, 
with  pkgs  .  $1.75. 

Lime— grey  3Sc,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick— No.  1  dry  pressed  red  brick  $17;  buff, 
$17  f.o.b.  the  job ;  No.  2,  $14 ;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported.  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $S50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M.;  No.  2,  $18.  Sun-Tcx  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52.  buff  $28.  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 
Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  &-in., 
$1.25;   rubble  stone,  in  car  lots,  $1.15  per 
ton   f.o.b.  car. 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22;  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  ^  by  6 
and  10-in.  pine  ihelving,  $38  to  $36;  H  by 
12-in.  pine  ihelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto,  $32;  pine  trim  4*-in.  casing,  $1.75  per 
100  ft. ;  5-in.  ditto,  $2 ;  8-in.  pine  base,  $2.75 
to  $3.25;  4-in.  pine,  window  stool,  $2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clean  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  X  14,  12  x  12, 
12  x  14,  14  x  14  14  x  16,  $38.00;  10  x  16, 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars— $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3.50;  small  sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3.50  per  100  lbs. ; 
M  in.,  6/16  in.  and  ^  in.,  $3.50  per  100  lbs.; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe — Standard  'prices,  carload  lots, 
f.o.b.  Toronto;  4-in.  $34  per  net  ton;  6-in. 
to  12-in.  $33;  12-in.  up  $32.50,  with  $1  extra 
for  gas  pipe 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal.;  red  lead, 
dry.  $14  per  100  lbs.;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
80c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.00  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $15; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic,  No.  2,  $13; 
buff  (smooth),  $21;  buff  (rough),  $20;  plastic 
$9.  Dominion  silicate,  1st  quality,  $13;  sec- 
ond quality,  $10.50;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  H-in.  $1.65;  X-»n., 

$1.75  per  ton,  delivered. 
Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles — 3  in.  x  3  in.  and  up,  $3.75;  1  in. 
x  1  in.  x  }i  in.,  25c  extra;  H  in.  x  #  in. 
x  '/i  in.  50c  extra.  Boiler  plates — 'A  in. 
thick  and  thicker,  $4.75.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$5.00;  under  30  in.  dimension,  $5.25.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gaug*, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2'A  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.       Plaster  of 
Paris— $2.35  per  bbl.     Rope— Best  Manilla, 

21}4c  basis  per  pound;  British  manilla,  \llAc 
basis ;  sisal  rope,  15c  basis ;  lath  yarn  15 
cents.  Boiled  linseed  oil — in  barrels  9Sl/2c 
per  gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
87c  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.   1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12 ;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
Vn-\r\.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per  yard,   delivered,  $1.85. 

Crushed  Granite— 1^  and  2-in.,  $2.65;  J<-in.  and 
1-in.,  $2.90;   H-\n.  and  dust,  $3.20. 
LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  In.,  $33;  No.  2 
-  white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16. 
6  x  10,  6  x  12,  8  x  12,  $39 ;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  554 -in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round  bars,  $2.35  per  100  lbs.;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast  Iron   Pipes — Standard  price,  car  load  lots, 
f.o.b.   Winnipeg,  $3S  per  ton. 

(Continued  on  page  58) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


m 


NewjGlasgow,N.S. 

and 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :   St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 


M 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS-eontinued. 


(Continued  fiom  page  S6) 
SEWER  PIPE 
Sewer  Pipe  -Wholesale  prices  f.  o.  b.  Winnipeg, 
per  It.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
It!  cents;  0  in.,  18)4  cents;  S  in.,  30  cents; 
9  in..  35  cents;  1U  in.,  40  cents;  12  in.,  60 
cents;  13  in.,  75  cents;  IS  in.,  $1.00;  20  in., 
$150;  24  in..  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed. $7.50,  delivered  on  job.  Plaster  of  Paris, 
Hffitffl  per  ton;  Hammer  Brand,  $3.75  per 
I'M  .  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  08 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal.;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins.  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK. 

Cement— Grey  Portland.  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32'  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300   lbs.;   superfine,   white,   $9.50  per   bbl. J 

white  Portland  cement,  $2.45  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Hme — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 

Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick;  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; lire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand  -Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel— $1.85  per  yard  delivered. 

LUMBER   (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
10  x  10  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14 ;  boards  and  shiplap,  $12 ;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron— 28  gauge,  $7.25  per  100  lbs. 

Corrugated  iron — 20  gauge,  0,  7  and  8  ft.  sheets 
$0.05,  5,  0  and  10  ft.  sheets,  $0.H0  per  square. 
Black  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  r2'/2c.  per  ft. ;  0  in.,  21c  ft. ;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime — $14.00  in  car  lots. 

Alca  lime — $1G  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  10c  basis;  2nd  grade, 
liyic  basis;  sisal  rope,  12j4c  basis. 

PAINTS  AND  OILS 

Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White   lead— Ground  in  oil,  $14.40  per  100  lbs. 
Boiled  linseed  oil — In  bbls.,  95c  to  $1  per  gal.  of 
9  lbs. 

Raw  linseed  oil — In  bbls.,  $1.00  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.S5;  turpentine,  in  bbls.,  95  cents. 


HepdmbTT 

PAROID 

ROOFING 


Shu  on 


"LOOK 

FOR 

THE 

PAROID 

ROLL" 


NEP0NBET 


Paroid 

ROOFING 


Paroid  Roofing  is  standing  the  severe  test  of  Can- 
adian summers  and  winters  on  many  well  known 
Canadian  factories — Ford  Motor  Car  Co.,  Wrigley 
Spearmint  Gum  ;  Canadian  Westinghouse  Co., 
Russell  Motor  Co.,  Welch  Grape  Juice  Co.,  to 
mention  but  a  few. 

Write  for  prices  on  Neponset  Paroid  Roofing, 
Shingles  and  Wall  Board  to 


BIRD  &  SON,  Dept.  K, 

WAREHOUSES:  Winnipeg 


Calgary 


Edmonton 


HAMILTON.  ONT. 

Vancouver        Montreal        St.  John 


The   Largest   Manufacturers   of  Roofings,  Wall  Boards  and 

Roofing  Felts  in  Canada. 
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EGOPDs 


Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the 


Keith Fan.  Com- 


parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being-  proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.        Write  for  our  New  catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GBINDLBY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO..  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


BITUNAMEL 

Unsurpassed  (or  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


Built  fc 


CANADIAN 
CHICAGO  BRIDGE  &  IRON  CO. 

Limited 
BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"  Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Salks  Offices:  — 
Bridgeburg,  Ontario,  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 

Shops:— Bridgeburg.  Ont. 

■  CP. R. Montreal    Chicago,  111.  Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturer*  under  Canadian  and  U.  S.  Letters  Patent 

Toronto      -  Canada 


00 
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Civil 

Electrical 
Mechanical 


Directory  of  Engineers 


Contractors 

Special 

Interests 


Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


BRYAN  PONTIFEX 

Chartered  Accountant. 
SPECIALTY 
MANUFACTURERS'  AND 
CONTRACTORS'  ACCOUNTS 

Excelsior  Life  Bldg.,  Toronto 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchant!  Bank  Chamber!, 

Kingston,  Canada 


CanadianInspection& 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American    and  European 


Works. 

Head  Office 
*nd  Main  Laboratories: 

Branch    Offices   and    Laboratories — 
TORONTO,  WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


MONTREAL 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG     —  CALGARY 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Ja».  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,  Montreal 
Branches : 

Toronto         Vancouver         London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904-906  62  Esplanade  E.,  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DAT  CUT  C      SECURED  OR  our 
r  M  I  En  I  O      fees  returned 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  'transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 

Reg.  Patent  Attorneys  Ottawa,  Canada 


ANfiUNS 


LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDIM6W0RK. 
LARGE  OR  SMALL, 
RECEIVES  OUR 
BEST  ATTENTION 


Crushed 
Stone 

BRICK 


Cut 


Stone 
SAND 


T.  A.  Morrison  &  Co.,  ^oVtrTal1 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago ;  Glasgow  and  London,  Eng. 
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McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:   130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614  1616  1618 
Private  exchange  connecting  all  departments 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  IS 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 
Co.,  Ltd. 


50,000  gallons. 
120,000  *' 


149  feet  to  top 
100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cat.,  Monadnock  Bldg. 
Havana,  Cuba— Room  65,  Nova  Scotia  Bank  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


NONPAREIL 

HIGH  PRESSURE 

COVERING 

for. Heated  Surfaces 


Real  Data  on  Steam  Pipe  Insulation 

You  will  find  this  new,  84-page  book  different  from  most  of 
the  trade  literature  on  steam  line  insulation.     Glittering  general- 
ities and  broad  unsupported  statements  have  been  left  out.  In 
their  place  are  given  concrete  facts  founded  on  actual  tests  and 
many  years'  experience. 

The  importance  of  covering  steam  lines,  the  qualities  essential 
in  insulating  materials,  the  loss  of  heat  from  bare  pipe  and  the 
savings  effected  by 


) 


) 


Nonpareil  High  Pressure  Covering 


For  Steam  Lines,  Boilers,  Etc. 


are  all  discussed  in  a  comprehensive  manner. 
In  fact,  the  book  is  most  complete,  covering  as 
it  does  .the  question  of  efficient  steam  line  in- 
sulation in  detail. 

Superintendents,  managers,  engineers  and  all 
others  interested  in  the  efficient  and  economical 
insulation  of  high  pressure  and  superheated  steam 
lines  and  other  heated  surfaces,  will  find  this 


book  of  value.  It  is  more  than  just  a  trade  cata- 
logue and  merits  a  permanent  place  in  your  busi- 
ness library. 

SENT  FREE 

A  copy  of  the  book  and  a  sample  of  Nonpareil 
High  Pressure  Covering  will  be  sent,  free  of 
charge,  on  request. 


Why  not  write  for  them  to-day  ? 

Armstrong  Cork  &  Insulation  Co.,  Ltd.,  505  Mcgui  Building,  Montreal,  q 


ue. 


Also  manufacturers  of  Nonparlel  Insulating:  Brick  for  boiler  settings. 
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CANADIAN  LONG  SERVICE  TOOLS 

Forges       Blowers  —  Drills 

The  Standard  by  which  all  others 
are  judged 


Made  in  Canada       Built  for  Service 

We  are  the  largest  manufacturers  of  Black- 
smiths' Tools  in  the  British  Empire.  You 
should  have  our  catalog.    Write  for  a  copy. 

Canadian  Blower  and  Forge  Company,  Ltd. 

KITCHENER,  ONT.    formerly  berlin,  ont. 
ST.  JOHNS  MONTREAL  TORONTO  WINNIPEG  VANCOUVER 


Sold  separately 


Now  Ready — 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 

By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles.  254  pages,  6  x  9,  88 

illus.,  $2.50  net,  postpaid. 
Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 

6  x  9,  412  illus.,  34  plates,  $5.00  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 
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Works  at  Walkerville,  Ontario 


VALVE  HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  .John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Tust  published  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Book  Company.  279  pages, 
illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  200  pages,  illustrated.  Price 
$1.50. 

.  Handbook  for  Highway  Engineers,  by  Wilson  G.  Harger  and 
Edmund  A.  Bonney.  Second  Edition  just  published  by 
McGraw-Hill  Book  Company.    609  pages.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5,00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in   1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. lust  published  by  McGraw-Hill  Book  Company. 
438  .pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,   illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum.  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Flinn,  Robert  Spurr 
Weston  and  Clinton  Lathrop  Bogert.  Just  published  by 
McGraw-Hill  Book  Company.  824  pages,  illustrated. 
Price  $6.00^ 
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Increase  Your  Efficiency 

in  Wire  Rope  Service 

By  ordering  "Made  in  Canada"  Rope 
from  our  Warehouses  in 

Montreal  and  St.  Catharines 


The  DOMINION  WIRE  ROPE  CO.,  Limited,  MONTREAL 


"Marion" 

Steam 
Shovels  & 
Ditchers 


We  supply  "Marion" 
Shovels  for  all  classes 
of  work — to  Railroads 
—  Mines  —  Contrac- 
tors.— All  sizes. — All 
styles. 


"  Industrial  "  Cranes 
are  the  most  efficient 
manufactured.  If  you 
wish  "Reliability" — 
instal  an  "Industrial 
Works." 


"  Napanee  " 


Industrial  Works" 

Locomotive 
Coaling  & 
Wrecking 
Cranes 


"  Ransome  " 


Hoisting  Engines     Concrete  Mixers 


F.  H.  HOPKINS  &  CO.,  Montreal 

Branch:— St.  Catharines,  Ont. 


Vol.  30  Toronto,  October  25,  1916  No.  43 


GLASS  BENDERS 

TO  THE  TRADE 


THE  TORONTO  PLATE  GLASS 
IMPORTING  COMPANY  um,ted 

GLASS  IMPORTERS  AND  MANUFACTURERS 

91-113   DON   ROADWAY,  TORONTO 
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Built  of  Sackville  Freestone 


Quarried 

in 

Canada" 


Block  Stone 
Random  Stone 
Dimension  Stone 
Head  Sills 
Shoddy 
Stone  Sawing 

Get  our  prices. 


Provincial  Parliament  Buildings,  Toronto,  North  Entrance. 


SACKVILLE  FREESTONE  COMPANY,  LIMITED,  "crou* 

Toronto  Agent:  A.  W.  STEWARD,  BUILDERS'  EXCHANGE 


"BEATTY" 

Hoisting  Engines, 
Clamshell  Buckets, 
Steel  Derricks, 
Derrick  Irons, 
Dipper  Dredges, 
Hydraulic  Dredges, 
Centrifugal  Pumps. 

Catalog  describing  above  on  request. 
Your  inquiries  wil  be  answered  quickly. 
Utilize  our  50  years'  experience  in  this  field. 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLANT  1790  St.  James  Street,  Montreal, Que.        -Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

B  LKONARD  &  SONS  St.  John,  N.  B.  KELLY-POWELL,  LTD  McArthur  Bldfc.  Winnipeg,  Man. 


Work  of  this  kind  calls  for  dependability— "Beatty"  Hoists  furnish  it. 


The  Meichant  who  orders  Fruit  Jar  Rings,  the  Contractor  who  requires  Belting, 
the  Architect  who  uses  Tiling  and  Matting,  or  the  Engineer  whose  Valves  and 
Pipes  need  Washers  and  Packings,  will  always  find  the  greatest  satisfaction  when 
selections  are  made  from  the  Dominion  Rubber  System  products,  because, 

THE  QUALITY  is  dependable,  and  meets  every 
possible  requirement. 

THE  VARIETY  is  wide  enough  to  satisfy  every 
possible  demand. 

THE  VALUE,  no  matter  what  the  price  or  article, 
is  the  best  within  reach. 

THE  SERVICE  is  prompt  and  satisfactory,  and 
there  is  no  occasion  for  disappointment. 

Back  of  all  is  the  broad  policy  of  the  Dominion  Rubber  System  to  serve  and 
please  under  all  circumstances.  1 

Write  to  our  nearest  Branch  or  direct  to  our  Head  Office 
for  Catalogue  and  Prices 

Canadian  Consolidated  Rubber  Co.,  Limited 

Head  Office:  Montreal,  P.  Q. 

28  "Service"  Branches  Throughout  Canada 
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To  Secure 
ECONOMY  and  DURABILITY 


Construct  Your 


SEWERS 


from 


Reinforced  Concrete  Pipe 

.Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price.  " 


N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


Turbi 


ine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,  Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating,  Steam  Turbines,  Tanks,  Water  Wheels,  Water 

Works  Plants 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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Congress  Hall,  Montreal      Architect,  J.  P.  Hynes,  of  Hynes,  Feldman  &  Watson 

Montreal  and  Toronto. 


Congress  Hall  Has 


Sturtevant  Fan  Installed 


5iurievani'  pans 

TRADE  MARK 

The  beautiful  new  Congress  Hall  adjoining 
Saint  Patrick's  Church,  Montreal,  is  ventilated 
by  Sturtevant  Fans.  A  54  inch  Propeller  Fan 
driven  by  a  Sturtevant  Motor  exhausts  from  the 
main  auditorium  1 25,000  cu.  ft.  per  minute. 
The  kitchen  is  ventilated  by  a  Sturtevant  Ex- 
hauster, hung  from  the  ceiling,  and  driven  by 
a  Sturtevant  Motor. 

The  high  quality  of  the  fans  is  in  keeping  with 
the  character  of  the  building. 

Write  our  nearest  office  for  Catalogue  "  2 " 
and  other  data. 

B.  F.  Sturtevant  Company 
of  Canada,  Limited 

Gait,  Ont.  Montreal 
Toronto  Winnipeg  Vancouver 
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Air  Completion 

i  ML  Ingeisoll  -Rand  Co  .  Ltd. 
Piatt  Iron  Works 


Aluminium 

>l>ie  Imsnii  Agencies  Kcgd 


An  Hoists 

Canadian  lngcrsoll-Rund  Co, 
.Noituein    Ciane  Woiks 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   4  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 

Ash  Hoists 

Gillis  &  Geognegan 


Atphalt 

Asphalt  &  Supply  Company 

Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Boilers 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

.Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brick 

Oriental  Brick  Company 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co..  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan   &  Company,  John 


Brick  Machinery  and  Supplies 

Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  "Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  &  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Stamlaid  Underground  Cable  Co. 
of  Canada.  Limited 


C.iblc  Terminals 

Standard  Underground  Cable  Co. 
uf   Canada,  Limited. 


Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B,  C.  Lumber  Commissioner 

Cement  Waterproofing 
Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Rogers  Supply  Company 


Centrifugal  Pumps 

Roving  Hydraulic  &  Engineering 
Company 

Canadian  rngersoll-Rand  Co. 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 


Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal   Handling  Apparatus 

Reatty  &  Sons,  M. 

Cold    Storage  Insulation 

Armstrong  Cork  Company 
Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 
Concrete  Culvert  Pipe 

Blair,  R. 

Dominion   Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete   Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair.  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Wells  &  Gray  Limited 

Contractors'  Lights 

Foster.  W.  L. 
Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 
Company 

Can.  Fairbanks-Morse  Company 

Dake  Engine  Company 

Dominion  Road  Machinery  Co. 

Goodwin,   Rarsby  &  Company 

Marsh  &  Henthorn 

Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Rarsby  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  R.  F. 


Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 


Cranes,  Travelling  and  Locomotive 
Roving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F,  H. 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed   Stone  Corpora- 
tion 

Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 


Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn.  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 

Douglas  Fir 

R.  C.  Lumber  Commissioner 

Dredging  Pumps 

Roving  Hydraulic  &  Engineering 
Company 

Dredges 

Reatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian    Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba  Rridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 


Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  R.  F. 


Elastite 

Carey   Mfg.   Co.,  Philip 


Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian    Ingersoll-Rand  Co. 

Electric   Impulse  Clocks 
Cent  &  Company 

Electric  Water  Systems 

Ontario    Wind    Engine   &  Pump 
Company 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company 


Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 


Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 


Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Reatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Expanded  Metal 

Pedlar  People  Limited 
Trussed   Concrete   Steel  Co. 


Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Feed  Water  Heaters 
Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Rrick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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Concrete  Reinforcement  Bars 

Plain  Round  or  Square,  Twisted  Square 

Rail  Carbon  Steel 

Guaranteed  to  conform  to  the  Standard  Specifications  of  American  Society 

for  Testing  Materials. 

BARS  BENT  TO  SHAPE  FOR  BEAMS,  STIRRUPS,  Etc. 


Montreal  Aqueduct. 


Cook  Construction  Co.,  Ltd. 
General  Contractors. 


The  Aqueduct  extends  a  distance  of  about  30,800  feet  from  St.  Lawrence  River,  Highly 
Reinforced  Retaining  Walls  were  erected  over  the  entire  distance.  5,000  tons  of  BURLING- 
TON STEEL  BARS  were  supplied  for  this  work.  The  steel  consisted  of  Round  Bars  from 
Vi  in.  up  to  V\  in.,  and  was  all  made  from  our  high  elastic  limit  RAIL  CARBON  STEEL. 

PROMPT  SHIPMENT 

Burlington  Steel  Co.,  Ltd. 


Hamilton 
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l'cnmt  Wire  &  Iron  Works  Co. 
Manitoba  Hndjie  &  Iron  Works 
McGregor  &  Mclnlyre 

Flat  Polea 

Ontario  Wind  Engine  &  Pump 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economizers 

Slurlevant  Co.  ol  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart  Mfg.  Company,  .las. 

Forges 

Canadian  Mower  and  Koige  Co. 
Shcldons  Limited 

Gas  Engines 

GooldT  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 

i 'mold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 
Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governor* 

Boving  Hydraulic  &  Engineering 
Company. 

Hammer  Drills 

Canadian  IngersollRand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Shcldons  Limited 

Sturtevant  Co.  of  Can..  Ltd.,  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


High  Duty  Pumping  Engines 
Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Beatty  &  Sons.  M. 
Canadian   Ingersoll  Rand  Co. 
(Willis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Ilenthorn 
Musscns  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Heatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Ilenthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doora 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 


Jib  Cranes  (all  kinds) 

Northern   Crane  Wor 


ks 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American  Lead  Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 


Ornamental  Brick 

Oriental  Brick  Company 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Carter  White  Lead  Company 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian  Dolarway   Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


The  Elevated 
Drum  allows  a 
great  descent 
for  the  concrete. 
Provides  for  a 
rapid  delivery. 


LONDON 

Paving  Mixer 

Forward  Loader  and  Rear  Dis- 
charge take  up  little  room  on 
the  roadway. 

Traction  Drive.  Moves 
anywhere  with  its  own  power. 

The  Rotary  Delivery  Chute  turns 
in  a  complete  half  circle,  also  opens 
up  at  different  points.  The  concrete 
is  distributed  to  any  part  of  the  road 
No  wheeling.  No  shovelling 
of  concrete. 

ONE-THIRD  LESS  MEN  REQUIRED.  A  BETTER  JOB.  We  guarantee  that  this  Machine  will  deliver  Con- 
crete  on  a  roadway  at  a  saving  of  1 0  per  cent  over  any  other  type  of  Machine.    Full  particulars  on  request.     Send  for 

Catalogue  No.  1A. 

We  have  twenty-three  different  sizes  and  styles  of  Mixers. 
Also  a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 

THE  LONDON  CONCRETE  MACHINERY  CO.,  LTD. 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada 

World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 
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STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE    Is  to  add  Strength. 

STEEL   BARS    Are  used  in  Concrete  to  Reinforce. 

DEMAND-    Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK     Your  work  on  reinforcing-  bars  rolled    from  material 

of  questionable  quality. 

FAVOR     US    With  an   opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 


HAMILTON       TORONTO       MONTREAL  WINNIPEG 
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Pip*  and  Boiler  Coverings 

Dominion  Paint  Works 

Piintt  i  Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Kgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beattv  &  Sons.  M 
Canadian    IngersollRand  Co. 
Hopkins  St  Company    F.  H. 
Marsh  &  llenthorn.  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Alhert  Mfg.  Company 
Britnell  &  Company 
lona  Gypsum  Company 

Plug  Drillers 

Canadian  IngersollRand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Works 

Itcatty  &  Sons,  M. 

Itoving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian   Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook.  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartsliore,  John  J. 
Hopkins  &  Company,  F.  II. 


Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 
Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 
Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 
Dominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 


Roofing  Material 
Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 

Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 

Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer 'Pipe  Co. 
Gartsliore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.    Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.   Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 

Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 
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Crushed  Stone  for  Macadam  Roads 


Macadam  Roads 
must  be  built 
of  a 

TOUGH 
STONE 

that  will  cement. 
WE  HAVE  IT. 


The  Hagersville  Contracting  Company,  Limited 

HAGERSVILLE,  ONT. 
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SHARP 

WASHED 


SAND 

In  Bins — Princess  St.  Dock 
Quality  Guaranteed 

ge/avel  CRUSHED  STONE  SESS" 


G.T.R.  and  C.P.R. 


CEMENT 


f 

1    Lawton  Ave.  and  G.T.R. 
I    Berkeley  St.  and  Esplanade 


Pape  Avenue  and  G.T.R 
Yards         Lansdowne  Ave.  and  Dundas  St. 


Washing  Plant  at  Frenchman's  Bay. 


Rogers  Supply  Co.,  Ltd. 

28  King  St.  West,  TORONTO 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  like  an  asphalt  pavement.  No  dusting  away,  smooth  sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  of  Fluxphalte  and 
save  repair  bills. 

New  illustrated  booklet  on  request. 


mm 


3wb  cmsmm  meats  «he  mmcbni  eagle  oil  c®  u*um 


II 


THE   CONTRACT  RECORD 


(  (qtober  25,  1916 


Solid  Steel  Window  Sash 


1  lie  most  popular  and  extensively  used  Steel  Sash  now  on  the  market,  absolutely  fireproof  and  weather  proof. 
1  lit-  design  of  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 


tage. 


Maximum  Daylight    No  Maintenance  Cost — Lower  Insurance  Rates. 


STEEL  and  RADIATION,  LIMITED 

Head  Office    Fraser  Avenue  TORONTO,  Ont. 


More  Work 

Fewer  Men 


With  our  light  port- 
able "PEERLESS" 
derrick  of  1800  lbs. 
capacity  you  can  ac- 
complish more  work 
with  fewer  men.  For 
brick  or  stone  laying 
thi.<  derrick  will  do  the 
work  of  three  or  four 
hod  carriers.  For 
placing  light  steel 
work  it  is  idea 


Don't  forget  that 
we  build  derricks 
of  all  sizes  and 
types.  Our  1,  2 
and  3  ton  stiff 
leg  derricks  are 
very  popular. 


National  Equipment  Co.,  Limited 

1  Wabash  Avenue,  Toronto 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 


Angles 


Channels 


67-6"x3'/2"x5/ci"-60'0" 
28-6"x3I/4"xll/16"-60'0' 
40-6"x354"x3/4"-60'0" 
22-6"x3I/4"x3/4"-55'0" 


31-12"x30  lb.-60'0" 
83-15"x33  lb.-36'10^' 


Zees 

94-  3"  x  2-11/16"  x  1/4"  x  6.7  lbs.  -  54  0" 

95-  3-1/16"  x  2-3/4"x5/16"  x  8.5  lbs.  -  50 '0" 


Mild  Steel  Bars 


20-8 

20-10 

13-6" 

19-  8" 

20-  10 
15-11 

12-  11 
88-4' 

13-  8" 


xl/4"-30'0" 
"xl/4"-30'0" 
x5/16"-10'0" 
x5/16"-20'0" 
x5/16"-30'0" 
"x5/16"-30'0" 
"x5/16"-20'0" 
■Jx5/16"-17'0" 
x3/8"-ll'10" 
x3/8"-30'0" 


14-6"x7/16"-13'0" 
8-3"xl/2"-10'0" 
40-6"xl/2"-20'0" 
12-8"xl/2"-10'0" 
8-9"xl/2"-32  0" 
3-10"x9/16"-22  0" 
5-12I/a"x5/8"-30'0" 
22-6J4  "xll/16"-33'0' 
5-7"xll/16"-20  0" 
19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shape*  and  Bar*  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


SMITH  MIXERS 


In  Stock  for 
Immediate  Delivery 


At   Low  Prices 


MUSSENS  LIMITED 


MONTREAL   QUEBEC   PRUNEAU  &  CO. 
WINNIPEG    TORONTO  -H.  TURNBULL  &  CO. 
VANCOUVER  COBALT   H.  L.  USBORNE 
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"Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining's 
Wall  Coping- 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 
SWANSEA  (near  Toronto) 


Simm  Avenue,  Sioux  Citv.  Iowa 


CAREY 


EXPArJsiorJ 
JOINT 

With  a  Hundred  Per  Cent.  Satisfaction! 

The  original  and  only  Elastite  Joint 

Some  time  ago  we  asked  several  hundred  contractors, 
who  had  used  large  quantities  of  Elastite,  to  write  us  their 
frank  opinions  as  to  its  value  as  compared  with  the  poured 
expansion  joint. 

Three  hundred  of  these  men  answered  our  letter.  Two 
hundred  and  ninety-nine  of  them  were  enthusiastic  in  their 
praise  of  the  new  product. 

The  other  one  man  replied  by  sending  us  his  order  for 
fifteen  hundred  feet  to  be  rushed. 

If  you  are  interested,  write  for  samples, 
letters  Irom  users  and  specifications. 

THE  PHILIP  CAREY  COMPANY 

Toronto  Montreal 


FOR  SALE 


1 — 85  Ton  Marion  Steam 
Shovel 

4 — Standard  Gauge 

Dinkies  (Porter) 


40— 6-yard  2  Way  Steam 
Shovel  Cars 


W.  FRASER 

83  Craig  St.  West 

MONTREAL 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Stum  Engines 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Stum  Turbines 

McDougall  Caledonian  Iron  Wka. 
Sturtevanl  Co.  o(  Can.,  Ltd.,  15.  F. 

Steel 

Burlington  Steel  Company 
Hopkins  4  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Bars 

Burlington  Steel  Company 
dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Pipe 
Can.  Chicago  Bridge  &  Iron  Wks 

Steel   Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Steel  &  Radiation  Limited 

Stone 

Britnell  St  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son.  Geo. 
Rogers  Supply  Company 
Sackville  Freestone  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McCiregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 

Standard  Steel  Construction  Co. 
Structural  Steel  Company 


Surveyors'  Instruments 
Heller  &  Brightly 

Swinging  Gears 

Dake  Engine  Company 

Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shaplcy  &  Muir  Co. 
Inglis.  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,   Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geognegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,   Foundry  & 
Construction  Company 


Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water  Softeners  and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and  Cutting  Plants 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

White  Lead 

Carter  White  Lead  Company 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank 

Company. 

 IB  I  I  iMMWi  *  IMIH  IIIMM1M 


For  Concrete  Surfaces 

The  palpable  imperfections  of  uncoated  concrete  surfaces  are  corrected  by 
Anchor  B-H,  proofing,  stain  and  paint  for  concrete  and  cement.  These  three  types 
possess  the  necessary  protective  qualities  to  the  maximum  degree  : 


B-H  B-H  B-H 


Concrete 
Proofing 

This  is  colorless.  Darkens 
the  surface  like  an  application 
of  water.  Hardens  like  the 
base  itself  and  resists  chem- 
ical and  electrical  action. 


Waterproof 
Stains 

The  pigment  is  ground  extra 
fine  and  sinks  into  the  sur- 
face without  partially  obscur- 
ing it.  Gives  a  velvety  ef- 
fect.   Eight  colors. 


Concrete 
Floor  Paint 

Sinks  into  and  covers  the  sur- 
face, producing  a  lustrous  fin- 
ish.. Withstands  friction,  oil 
and  grease  stains.  Furnished 
in  four  colors. 


These  products  are  guaranteed  to  be  fully  up  to  Brandram-Henderson  standards. 
Write  for  color  booklet  and  quantity  prices. 
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DOLARWAY  SURFACING 

will  put  the  Endurance  in  Pavement 


Dolarway  Surfacing  knocks  the  question  out  of  per- 
manent pavement — just  keep  it  on,  that's  all!  After 
the  concrete  is  down  you  can  easily  eliminate  the 
high  cost  of  up-keep  by  keeping  "Dolarway"  on. 
No  matter  how  heavy  the  traffic  may  be,  nor  how 
changeable  the  climate  is,  Dolarway  meets  all  con- 
ditions in  a  satisfactory  manner. 


There  is  no  great  outlay  of  money  required  to  pre- 
pare this  wonderful  surfacing.  It  comes  in  liquid 
form  and  can  be  easily  and  quickly  heated  and 
spread  on  with  unskilled  labor.  Within  a  few  hours 
after  applying  your  roadway  is  ready  for  traffic. 
Dolarway  is  ideal  for  boulevards,  city  streets  and 
suburban  highways. 


Inexpensive  First  Cost 


For  further  particulars  write  to 


Inexpensive  Maintenance 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD.  SEEFokXS 


PENSTOCK  PAINTS 

must  stand  hard  service,  from  submersion,  acids 
and  alkali  in  the  ground  and  water,  as  well  as  ex- 
posure to  the  elements. 

"SPECIAL  PENSTOCK  PAINTS" 


AS   MADE  BY  THE 


DOMINION  PAINT  WORKS,  LTD. 

stand  all  these  conditions  and  have  been  success- 
fully used  for  years  on  the  largest  penstocks  in 
the  world,  not  only  in  Canada,  but  in  the  United 
States,  South  America,  Mexico, — in  fact,  the 
world  over.  Their  PROTECTIVE  VALUE  and 
ULTIMATE  ECONOMY  has  been  proven  time 
and  time  again,  and  they  are  chosen  on  their  merits  by  the  leading  Hydro- 
Electric  Engineers.  

May  we  tell  you  something  about  "D.P.W.  SPECIAL  PENSTOCK  PAINTS  ? "    It  will  be  valuable. 


Penstock  at  plant  developing  96,000  h.  p..  painted  win 
"D.P.W.  Special  Penstock  Paint." 


Montreal 
Toronto 


DOMINION  PAINT  WORKS,  LIMITED 

WALKERVILLE,  ONT. 


Made  in  U.  S.  A.  by  DETROIT  GRAPHITE  CO.,  Detroit,  Mich 


Winnipeg 
Vancouver 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


\ll>iTt  Manufacturing  Company  ....  13 
American  Lead  Pencil  Company.... 
American  Well  Works   

Angiitis  Limited   60 

Armstrong  Cork  Company   

Art  Stone  Company   00 

Asphalt  &  Supply  Company   11 

Ault  &  Wihorg  Company   59 

Barber,  Frank   00 

11.  C  Lumber  Commissioner   

Beatty  &  Sons.  Limited,  M   2 

Bird  &  Son   

Black  Building  Supply  Company  

Blair  Company,  B   17 

Boving    Hydraulic    &  Engineering 

Company   

Brandram-Henderson  Co   14 

Britnell  Company.  Limited   54 

Burlington  Steel  Company   7 


Canada  Crushed  Stone  Corporation . . 

Canada  Iron  Foundries  Limited  ...  54 

Canada  Wire  &  Iron  Goods  Co.  ...  59 

Canadian  Billings  &  Spencer  

Canadian  Blower*  and  Forge  Co.  ...  02 
Canadian  Chicago  Bridge    &  Iron 

Works   59 

Canadian  Consolidated  Rubber  Co.  ..  3 

Canadian  Dolarway  Paving  Co   15 

Canadian  Ingersoll-Rand  Co  

Canadian    Inspection    and  Testing 

Laboratories   00 

Canadian  Office  School  Furniture  Co. 

Canadian  Pipe  Company,  Limited  . .  54 

Carey  Company,  Philip  ...   13 

Carter  White  Lead  Co   52. 

Chipman  &  Power   00 

Conduits  Company,  Limited   59 

Cook.  A.  D  

Crushed  Stone,  Limited   54 

Dake  Engine  Company  :   ...  51 

Darling  Bros  

Dennis  Wire  &  Iron  Company  

DesMoines  Bridge  &  Iron  Works.  61 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   60 

Dominion  Iron  &  Steel  Company  ...  57 

Dominion  Paint  Works    15 

Dominion  Sewer  Pipe  Company  ...  13 

Dominion  Wire  Rope  Co   64 

Dunlop  Tire  &  Rubber  Company  . .  . 

Dunn  Wire-Cut-Lug  Brick  Co   55 


VAk  Fire  Brick  Company    54 

Foster.  W.  L  .18 

Fraser,  W   13 

Gartshore,  John  J  

Gartshorc-Thompson  Pipe  &  Foun- 
dry Company   51 

Gent  Company  

Gillis  &  Geoghegan   

Goodwin-Barsby  Company   50 

Goold,  Shapley  &  Muir  Company  . .  59 
Gray  Construction  Co.,  John  V.  . . . 

Haddin  &  Miles   00 

Hagersville  Contracting  Company  ..  L0 

Heller  &  Brightly   51 

Hopkins  &  Company,  F.  H   64 

Hunt  &  Company,  Robert  W   00 

Ideal  Concrete  Machinery  Company  50 

Inglis  Company,  John    49 


Kerr  Engine  Company,  Limited 


03 


Lea,  R.  S   60 

London  Concrete  Machinery  Co.  ...  8 

Luxfer  Prism  Company  

MacKinnon  Holmes  &  Company  ...  01 

Manitoba  Bridge  Works  Co   20 

Maritime  Bridge  Works  Co   12 

Marsh  &  Henthorn,  Limited   51 

McAvity  &  Sons,  T  

McDougall  Caledonian  Iron  Works 

Company     4 

McGregor  &  Mclntyre   61 

Meaford  Wheelborrow  Company  . .  59 

Metallic  Roofing  Company   53 

Miller  &  Company,  George  M   00 

Morrison  &  Co.,  T.  A   00 

Mueller  Mfg.  Company,  H   58 

Mussens  Limited   12 

National  Equipment  Co   12 

National  Iron  Works    52 

National  Steel  Car  Company  

Neptune  Meter  Company   53 

Noble,  Clarence  W  

Northern'  Crane  Works   

Nova  Scotia  Steel  &  Coal  Co  


Oriental  Brick  Company   

Ormsby  Company,  A.  B   20 

Ontario  Sewer  Pipe  Co  

Ontario  Wind  Engine  &  Pump  Co.  53 

Pacific  Coast  Pipe  Company   

Paterson  Mfg.  Company   

Pedlar  People    19 

Pelletier  &  Fils,  Edouard  

Pittsburgh-Des  Moines  Steel  Co...  01 

Piatt  Iron  Works   5t 

Pontifex,  Bryan   00 

Power  &  Son   

Prest-O-Lite,  Company    50 

Ouinlan  &  Robertson  

Radigan  &  Company,  John  

Reid  &  Brown   00 

Ric-wiL  Underground   Pipe  Cover- 
ing Company  

Rogers  Limited,  Alfred  

Rogers  &  Company,  F  

Rogers  Supply  Company    11 

Sackville  Freestone  Company   2 

Sheldons  Limited  

Shipman  &  Co.,  Harold  C   00 

Smart  Mfg.  Company,  James   

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  ...  57 
Standard  Steel  Construction  Co.  ...  54 
Standard  Underground  Cable  Co.  of 

Canada  

Stark  Rolling  Mill  Company  

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation   12 

Structural  Steel  Company    54 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F.  5 

Tiffin  Wagon  Company  

Toch  Bros.   

•  Toronto  Plate  Glass  Importing  Co..  1 

Trussed  Concrete  Steel  Co   52 

Turnbull  Elevator  Company  

Vancouver  Wood  Pipe  &  Tank  Co.. 


Waterous  Engine  Works  Co  

Wells  &  Gray,  Limited   

Wettlaufer  Bros  

Wilson  &  Son,  C  

Wynne-Roberts,  R.  0   00 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterprise 
ing  enough  to  spend  money  and  time  to  get  in  touch  with  you. 


Specially 
Made 


% 


Concrete 
Pipe 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 


Further  particulars  and  prices  will  be  sent  upon  request. 


B.  Blair  Company,  Limited 

Woodstock,  Ontario 
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Better  Light 

And  Lots  of  It 

is  what  the  foreman  said  lie  wanted  when  asked  by  the 
superintendent  WHY  THE  "IOB"  WAS  NOT 
FART]  I  ER  ADVANCED. 

MEN  CANNOT  WORK  IN  POOR  LIGHT,  and 
dd  a  good  night's  work.  1  t's  impossible.  THE  FORE- 
MAX  WAS"  RIGHT.  Me  knew  that  good  light  was 
essential  in  order  to  get  a  good  night's  work  out  of 
his  men,  and  he  proved  his  point  by  putting  on  the 
"JOB"  a  number  of  INCH  CANDLE  POWERED 
LIGHTS,  and  they  w  ere  none  other  than 

Carbic  Flare  Lights 

What  Was  the  Result  ? 

The  BIG  JOB  was  forged  ahead  at  full  speed,  and 
every  man  was  working  to  the  last  ounce  in  him;  and 
the  same  applies  to  Y#J. 

Give  your  men  plenty  of  light  and  you  will  get 
more  work  and  better  work  than  if  you  had  them  work- 
ing in  dismal  light,  which  tends  to  dampen  their  work- 
ing power. 

CARBIC  LIGHT  is  Powerful,  Economical,  and 
Positive.  NO  DELAYS,  NO  WASTE,  NO  TIME 
LOST  through  burnt-out  fuses,  re-charging,  or  power 
being  off.  The  CARBIC  FLARE  will  burn  12  hours 
steady  without  even  touching  with  your  little  finger. 


Burns  the  CARBIC  CAKE 
/jp  exclusively. 

CARBIC  is  a  new  lighting  fuel  that  does  away  with  measurin 
the  charge,  and  waste,  which  always  happens  when  using  raw  car- 
bide lights.    It  is  packed  and  shipped  the  same  as  raw  carbide.  Mo 
delay  in  shipping.  You  are  always  positive  of  having  your  CAKMIC 
for  the  night's  work. 

Try  the  NEW  LIGHT  with  the  NEW  FUEL  at  our 
expense.    A  postal  will  bring  a  light  to  your  work. 

W.  L.  FOSTER  I 

TORONTO  -         -         -  CANADA 

Western  Agents  —  Kelly  Powell,  Limited,  Winnipeg,- Man. 
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Walls  of  Lasting 
Smoothness 


'Kilj   Fabric"  Ceili 


start  with  the  foundation  you  give  them.  You  cannot  put  weak, 
useless  binders  beneath  plastered  walls  or  ceilings,  or  cement 
floors  and  roofs,  and  expeel  them  to  hold  long  withoul  cracking 
or  repair.  Experiences  of  your  own  no  doubt  have  proven  how 
improbable  that  is. 

Pedlar's  Rib  Fabric 


is  the  only  sure  means  of  getting  permanent  smoothness,  freedom 
from  cracks  and  frequent  repair  in  walls  and  ceilings,  floors  and 
roof  Protective  as  well  as  durable  it  gives  you  walls  that  'nave 
nothing  to  burn.  Saves  time  and  expense  in"  construction  as  it 
does  away  with  costly  forms.  Made  in  three  depths  of  rib;  dee]) 
rib,  tliree  rib,  and  live  rib.  and  in  gauges  to  suit  any  requirements. 

ksk  for  the  Complete  Fireproofing  Catalogue  "C.  R." 


"Rib  Fabric"  Roof 


THE  PEDLAR  PEOPLE  Limited 

(ESTABLISHED  1861) 
Executive  Office*  and  Factories:  Oshawa,  Ont. 
Branches  :  Montreal,  Ottawa,  Toronto,  London,  Winnipeg  (No. 485) 


"The  National  Authority  on  Wiring  and  Construction 

— The  Electrical  Journals  of  the  United  States,  Canada  and  England 

Over  359,400  Sold 


99 


By  H.  C.  Cushing  Jr. 


22n4  Year 


Fellow  American  Institute  Of  Electrical  Engineers;  formerly 
Electrical  Inspector Jor  Boston  Board  of  Fire  Underwriter*  nr%      i  CJ'.» 

and  Undenvriters'  Tariff  Association  oj  New  York.  ZZtlU  tuition 


N 1916  Standard  Wiring 

Officially  adopted  by  the  National  Electric  Light  Association. 

It  is  the  only  book  on  Electric  Light  and  Power  Wiring  and  Construction  endorsed  and 
recommended  by  every  Board  of  Fire  Underwriters  in  the  United  States  and  Canada, 
because  itis  the  only  one  kept  strictly  up-to-date  and  revised  every  year  in  accord- 
ance with  tvery  rule  and  requirement  of  the 

National  Electrical  Code 

which  it  contains,  explained  and  illustrated.  The  1916  Edition  has  been  completely 
revised  fronthe  first  to  the  last  page,  and  contains  new  illustrations,  tables  and 
diagrams  imccordance  with  the  latest  and  best  practice,  and  a  special  new  section 
of  fifty  pageon  House  Wiring. 

"Itiettles  disputes  and,  if  referred  to  before  wiring,  prevents  disputes." 


Sent  to  arc  address, 

postpai  on  receipt  of 


$1.00 


Leather  Cover 
Pocket  Size 


Contract  Record,      341  Adelaide  street  west,      Toronto,  Canada 

"The  Best  Book  on  Wring  Ever  Produced"— E.  T.  BlBDSALL,  M.K.,  A.I.E.K. 
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Bar  Iron 


Carried  in  all  sizes  and  lengths 
for  immediate  shipment. 


Steel  Sheets 


Small  Angles 


From  •*  4  in.  x  3^  in.  x  l/%  in.  to  2  in.  x 
2  in.  x  1  ^  in.  in  all  sizes,  thicknesses  and 
lengths. 


A  complete  range  from  10  gauge 
to  16  gauge,  for  immediate 
shipment. 

Steel  Plates 

All  sizes  from  3/16  in.  to  1  in.  thick,  in 
stock  now. 


We  design  and  fabricate  all  kinds  of  structural  steel,  and  carry  at  all  times 
a  6,000-ton  stock  of  beams,  channels,  broad  flange  beams,  plates  and  angles, 
rivets,  bolts,  shafting,  reinforcing  bars  for  concrete — ready  for  immediate 
delivery. 


REINFORCING  BARS  FOR  CONCRETE  CONSTRUCTION.  Medium  steel,  square  cold 
twisted,  sizes  from  l/$  in.  to  V/4  in.,  lengths  up  to  60  ft.  Medium  steel,  plain  round  and  square, 
sizes  from  %  in.  to  1%  in.,  lengths  up  to  60  feet. 


Send  for  Our  Monthly  Stock  List 


,W.:/^\VVr.T.t/.i.i^.v.r^...,^>i:\'..*;:!-t'../-!'..'-....:-.^ 


Fire  Cannot 
Penetrate 


Safeguard  your  building  in  the  most  certain  ways.  In- 
stall Ormsbv  Rolling  Steel  Doors.  They  have  been  tested 
under  actual  fire  conditions,  and  have  never  failed  to  give 
the  utmost  in  protection  under  all  conditions.  Fire  cannot 
possibly  penetrate 

Canadian  Made  Rolling  Steel  Doors 

We  make  them  for  any  size  opening.  They  work  easily 
and  without  fuss,  and  always  look  neat.  Take  up  very 
little  space  on  either  side  of  opening  and  from  ten  to  four- 
teen inches  above.  Supplied  with  Underwriters'  Label 
when  required.  Every  part  made  right  in  our  own  fac- 
tories. Write  to-day  for  our  late,st  catalogue  and  further 
information  about  fi  reproofing  openings  of  every  kind. 


A.  B.  Ormsby  Co.,  Limited,  Toronto 

Associated  with  The  Metal  Shingle  &  Siding  Co.,  Limited*ston.  Montreal,  Winnipeg 
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Engineering  Aspects  of  Irrigation 

IK  KfGATION  possesses  very  wide  engineering  pos- 
sibilities and  opportunities.  In  the  early  days, 
when  the  advantages  of  intensive  cultivation  and 
irrigated  growth  were  little  understood,  and  when 
the  problem  was  only  in  an  experimental  stage,  the 
artificial  application  of  water  to  the  land  was  made  on 
a  purely  empirical  basis.  Little  attempt  was  made  to 
incorporate  in  irrigation  the  principles  of  engineering 
science.  Structures  for  aiding  the  watering  were  rough- 
ly and  often  crudely  built,  capable,  to  be  sure,  df  per- 
forming their  functions,  but  lacking  in  the  exactness 
and  preciseness  of  design  and  construction  that  char- 
acterizes present  practice.  The  hydraulic  laws  and 
principles  were  indifferently,  if  ever,  applied  or  adapt- 
ed to  suit  irrigation  conditions.  In  recent  years  how- 
ever, so  remarkable  have  been  the  developments  that 
have  been  made  along  this  line,  and  so  extensively  has 
artificial  watering  been  employed  that  irrigation  has 


become  a  highh  specialized  subject.  It  has  taken  its 
place  within  the  range  of  engineering"  science,  and  its 
extensiveness  and  many-sidedness  have  increased  the 
possibilities  that  lie  in  the  subject. 

A  review  of  what  irrigation  means  shows  to  what 
extent  engineering  ability  is  necessary,  and  indicates 
the  wide  opportunities  that  exist  for  its  future  develop- 
ment. The 'production  of  good  and  profitable  crops, 
the  transcendent  purpose  of  all  irrigation  projects,  de- 
pends largely  on  the  skill  and  ability  with  which  the 
works  are  constructed  and  the  water  applied.  The 
enormous  quantities  of  water  which  have  to  be  stored 
in  the  mountains,  pumped  from  wells,  diverted  from 
torrential  streams,  conveyed  around  hills  and  across 
valleys  and  finally  delivered  to  the  farmer,  call  for  the 
highest  ability  and  experience  on  the  part  of  engineers 
in  designing  and  constructing  the  needed  works.  In- 
vestigations to  study  the  feasibility  of  irrigation  pro- 
jects and  the  preparation  and  surveys  of  the  land  in- 
volve expertness  and  an  acquaintance  with  irrigation 
conditions.  The  heavy  drafts  which  irrigation  makes 
on  water  supplies  and  the  close  relationship  which  it 
bears  to  other  uses  of  water  are  features  that  require 
careful  investigation.  Further,  such  problems  as  pro- 
per organization,  co-operation,  good  management,  and 
profitable  returns  open  to  the  engineer  an  economic 
field  that  might  well  be  considered  within  his  range. 
(  onsidering  this  economic  aspect  alone,  there  are  copi- 
ous possibilities  for  the  exercise  of  engineering  ability 
and  the  displaying  of  engineering  knowledge.  The 
planning  of  an  irrigation  scheme  can  hardly  be  separ- 
ated entirely  from  efficient  operation  and  management. 
It  usually  develops  that  the  experience  gained  in  plan- 
ning and  designing  a  system  makes  the  engineer  the 
best  qualified  man  to  operate  it. 

The  broadness  of  the  matter  only  serves  to  indicate 
the  possibilities  that  are  presented.  In  the  matter  of 
structures  alone  a  very  extensive  field  is  opened.  In 
an  article  relating  to  irrigation  in  this  issue  are  repro- 
duced photographs  which  serve  to  illustrate  the  nature 
of  some  of  these  works.  An  indication  is  gained  of  the 
requisite  knowledge  and  skill  that  must  be  portrayed 
in  their  design.  Such  works  as  the  flumes  illustrated, 
miles  in  extent  in  many  cases,  are  subject  to  as  string- 
ent applications  of  the  laws  of  structural  and  hydraulic 
design  as  any  other  structure.  The  extensive  use  of 
concrete  which  has  been  promoted  in  recent  years  for 
irrigation  works  has  extended  the  scope  of  design  and 
given  further  opportunities  to  the  engineer.  The  pro- 
jects developed  by  the  large  irrigation  companies  in 
the  West,  covering  in  many  cases  hundreds  of  thou- 
sands of  acres,  are  not  without  their  very  difficult  and 
nerplexing  engineering  problems— problems  which  re- 
quire the  painstaking  and  exacting  skill  of  the  scien- 
tific mind. 

*       *  * 

One  feature  of  irrigation  that  is  seeminglv  little 
considered  is  the  matter  of  drainage.  It  has  been 
pointed  out  that  irrigation  must  be  co-related  with  effi- 
cient and  proper  drainage.  The  two  go  hand  in  hand, 
and  the  consequences  resulting  from'  continuous  irri- 
gation show  thai  proper  provision  must  be  made  for 
carrying  away  excess  water.  I  Heretofore  little  thought 
has  been  given  to  the  matter,  but  (he  disadvantages  of 
the  lack  of  drainage  are  so  great  as  to  warrant  more 
extensive  developments  along  this  line.  The  porosity 
ol  the  -round,  the  imperviousness  of  the  subsoil,  have 
potent  influences  on  the  degree  of  water  loss  and  a  lack 
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•  ■I  drainage  contributes  in  a  very  great  degree  to  the 
injurious  alkalinity  of  the  soil.  Experience  on  many 
projects  lias  demonstrated  that  it  is  impossible  to  de- 
pend on  the  adequacy  of  natural  drainage.  Few  irri- 
gation systems  van  do  without  supplemental  drainage 
l>\  artificial  mean-,  and.  indeed,  the  construction  of  an 

irrigation  scheme  may,  in  addition,  involve  an  almost 
equally  copious  drainage  system.  This  again  is  em- 
braced w  ithin  the  wide  field  that  is  opened  to  the  irriga- 
tion engineer.  Drainage  cannot  he  carried  out  in  a 
haphazard  manner  or  by  empirical  methods.  It  must 
he  performed  on  an  engineering  basis,  and  the  irriga- 
tion engineer  must  be  as  alive  to  the  methods  of  re- 
moving water  as  of  adding  water. 

That  this  aspect  of  the  subject  is  being  realized  is 
indicated  l>\  the  attention  some  universities  and  tech- 
nical schools  are  giving  the  matter.  Chairs  in  irrigat- 
ing engineering  have  been  established  in  many  western 
universities,  but  as  yet  those  in  this  portion  of  the 
country  have  not  realized  the  opportunities  that  are 
'>l>en  to  graduates  in  irrigation  engineering.  We  feel 
that  before  long  the  far-reaching  nature  of  the  subject 
will  demand  more  specialized  technical  training  than 
heretofore,  and  that  opportunities  and  possibilities  will 
be  opened  that  will  be  well  worth  the  consideration  of 
the  most  notable  and  pre-eminent  minds  of  the  profes- 
sion. 


Possibilities  in  Activated  Sludge 

THAT  the  recovery  of  nitrogen  from  sewage  has 
at  last  been  brought  within  the  range  of  a 
commercial  practicability  summarizes  in  one 
significant  sentence  a  paper  read  before  the 
American  Chemical  Society  by  Mr.  W.  R.  Copeland, 
the  chemist  in  charge  of  the  Milwaukee  sewage-test- 
ing station,  and  which  is  printed  elsewdiere  in  this 
issue.  The  activated  sludge  method  is  distinctive  in 
that  it  gives  to  the  dry  sludge  a  higher  percentage 
of  nitrogen  than  other  methods.  It  is  this  condition 
that  seems  to  indicate  the  possibilities  that  lie  locked 
up  in  activated  sludge  and  suggests  that  profitable  re- 
covery may  be  more  practicable  than  has  heretofore 
been  the  case  with  other  processes. 

This  problem  has  been  before  sewage  engineers  for 
a  long  time  and  they  have  given  unlimited  efforts  to 
trying  to  solve  the  difficulty.  If  sewage  treating  plants 
can  he  operated  so  as  to  produce  a  fertilizer  base,  up- 
on a  profitable  scale,  then  the  usefulness  of  sewage 
treatment  will  he  apparent  in  a  commercial  way. 

The  difficulty,  as  Mr.  Copeland  points  out,  is  the 
problem  of  dewatering  a  material  that  is  99  per  cent, 
water.  That  this  can  be  overcome  at  a  net  profit  is 
believed  by  many  experts.  The  question  of  cost  is 
not  yet  certain,  but  summing  up  the  figures  given,  it 
appears  that  the  dried  sludge  from  the  activated  sludge 
can  be  sold  for  $9  to  $15  per  ton,  while  the  cost  of 
placing  on  the  market  will  be  about  $8  to  $12  per 
ton,  with  a  possibility  of  reducing  this  in  the  case  of 
large  plants. 

There  is  sufficient  information,  at  any  rate,  to  pro- 
mise much  for  further  investigation  in  this  regard. 
There  is  still  demand  for  more  exhaustive  research 
on  the  part  of  engineers,  chemists  and  biologists  and 
further  experimentation  with  sewage  systems.  Now 
that  hope  is  entertained  for  recovering  nitrogen  on  a 
commercial  scale,  further  attempts  should  be  made  to 
solve  the  problem  completely.  It  will  undoubtedly 
revolutionize  sanitation  methods. 


Do  Your  Part 

1"*VHE  M  ilitary  I  lospitals  Commissi <  >n  have  recent ly 
circulated  for  publication    in    the  Canadian 
press  an  article  by  A.  R.  Doble,  president  of 
the  Khaki   League,  Montreal,  entitled  "What 
You  (  an  Do  for  the  Returned  Soldiers." 

It  is  felt  that  every  Canadian  should  and  can  take 
an  interest  in  returned  soldiers,  and,  inasmuch  as  many 
have  neither  time  nor  opportunity  to  join  an  organiza- 
tion for  that  purpose,  much  must  be  clone  by  individual 
and  independent  effort.  The  article  referred  to  incor- 
porates a  few  suggestions  which  may  help  to  intel- 
ligently direct  the  individual's  part. 

Give  Them  a  Welcome 

W  hen  you  see  in  the  papers  that  any  of  the  boys 
are  returning  to  your  neighborhood,  get  together  with 
a  few  of  your  neighbors  and  give  them  a  hearty  re- 
eeptii  m. 

Employment 

Find  out  what  jobs  are  vacant  in  your  community. 
Make  it  a  matter  of  pride  for  employers  to  give  the 
first  chance  to  a  returned  soldier.  Encourage  the  men 
to  get  back  to  work.  Loafing  is  bad  for  them,  as  it  is 
f<  ir  any  c  if  us. 

If  you  are  an  employer,  give  the  returned  soldiers  a 
fair  show.  It  may  take  a  little  time  for  them  to  get 
their  bearings.  Have  patience  with  them,  and  en- 
courage them — they  have  suffered  so  much  for  you. 

Advice 

Be  in  a  position  to  advise  the  returned  soldier  where 
to  go  in  case  of  need.  If  you  see  one  in  any  difficulty, 
try  to  help  him' out,  or  go  with  him  where  he  can  get 
proper  attention.    Help  the  men  who  have  helped  you. 

In  conclusion,  take  a  personal  interest  in  the  re- 
turned soldiers.  They  don't  need  treating,  nor  coddl- 
ing, nor  charity,  but  they  need  human  sympathy  and 
kindness,  as  well  as  justice. 

Canada  owes  her  soldiers  a  debt  which  money  can 
never  pay.  Will  you  do  your  bit  towards  paying  it 
as  above  suggested  ? 

Organizations 

Some  of  the  places  where  information  and  assist- 
ance can  be  obtained  follow: — 

The  Military  Hospitals  Commission  of  the  Domin- 
ion (  rovernment  has  its  chief  office  at  22  Vittoria  Street, 
Ottawa.  Branch  offices, — Room  301  Drummond  Build- 
ings 511  St.  Catherine  Street  West,  Montreal,  One.; 
and  1  Queen's  Park,  College  Street,  Toronto,  Out. 

The  provincial  organizations  are  : — Nova  Scotia — 
Returned  Soldiers  Employment  Committee,  Metropole 
Building,  Halifax;  New  Brunswick — Returned  Sol- 
diers Aid  Committee,  49  Canterbury  Street,  St.  John  ; 
Prince  Edward  Island — Returned  Soldiers'  Commis- 
sion, Box  306,  Charlottetown  ;  Ontario — Soldiers'  Aid 
Commission,  Parliament  Buildings,  Toronto  ;  Quebec — 
Soldiers'  Employment  Bureau,  64-65  Dandurand  Build- 
ing, 294  St.  Catherine  Street  East,  Montreal  ;  Manitoba 
—Provincial  Returned  Soldiers'  Commission,  185  Lom- 
bard Street,  Winnipeg;  Saskatchewan — Saskatchewan 
Division  of  the  Military  Hospitals  Commission,  Leader 
Buildings,  Kegina  ;  Alberta — Central  Provincial  Com- 
mittee of  the  Military  Hospitals  Commission,  Govern- 
ment Buildings,  Edmonton;  British  Columbia— Re- 
turned Soldiers'  Aid  Commission,  Parliament  Build- 
ings, Victoria. 

Some  of  the  provincial  organizations  have  local 
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committees  .in  many  towns,  and  more  of  these  local 
committees  are  being  formed. 

There  is  the  Khaki  League,  which  maintains  at  its 
Khaki  Club,  660  Dorchester  Street  West,  a  Soldiers' 
Employment  and  Information  Department  in  charge 
of  a  returned  soldier,  in  addition  to  which  it  operates 
another  Club  at  184  Peel  Street,  as  well  as  the  Khaki 
Convalescent  Homes  at  46  Belmont  Park  and  128  Mc- 
Tavish  Street. 

Khaki  Clubs  are  also  established  in  the  cities  of 
Quebec,  St.  John,  N.B.,  and  Halifax. 


Pooling  Contracting  Equipment 

The  Montreal  Builders'  Exchange  have  had  under 
consideration  a  scheme  by  which  members  who  are 
general  contractors  may  rent  to  their  fellow  members 
surplus  equipment.  In  these  days  of  dullness  in  the 
building  trade  many  contractors  have  expensive  plants 
which  they  are  perforce  obliged  to  store  in  yards,  en- 
tailing a  certain  amount  of  cost  to  look  after  and  also 
charges  in  the  way  of  interest  on  capital.  The  object 
is  to  organize  a  method  by  which  the  various  plants 
can  be  located  in  a  central  yard,  and  any  portion  rented 
to  members  who  require  it;  or  the  scheme  may  be 
varied  by  eliminating  the  central  yard,  but  retaining 
the  idea  of  renting  the  equipment.  This  could  be 
done  through  the  secretary  of  the  Exchange,  who 
would  be  supplied  weekly  with  lists  of  the  various  sur- 
plus equipment  of  the  contractors.  In  the  case  of  a 
contractor  requiring  a  certain  piece  of  machinery,  he 
will  get  in  touch  with  the  secretary  of  the  Exchange 
and  make  enquiries  as  to  wdiether  such  machinery  is 
on  any  of  the  lists.  In  the  event  of  the  machinery  be- 
ing available,  the  secretary  will  give  the  member  who 
enquires,  a  description  and  the  name  of  the  member 
who  is  desirous  of  renting  the  equipment.  The  two 
parties  are  in  this  way  brought  together,  and  it  then 
remains  for  them  to  settle  the  terms  on  which  the 
rental  will  be  made.  The  scheme  is  of  advantage  to 
both  members  or  firms  ;  the  one  is  saved  the  expense 
of  purchasing  plant  which  may  be  required  only  for 
a  given  job,  and  the  other  obtains  a  rental  for  mach- 
inery which  would  otherwise  be  idle. 


Toronto    Branch,   G.  S.  G.  E.,  Condemns 
Employment  of  Alien  Engineers 

An  interesting  meeting  of  the  Toronto  branch  of 
the  Canadian  Society  of  Civil  Engineers  was  held  at 
the  rooms  of  the  society  at  the  Engineers'  Club  on 
Oct.  12,  1916.  The  subject  for  the  evening  was  "The 
Ouebec  Bridge,"  and  Messrs.  Ambrose  and  Steenbuch, 
who  observed  the  operations  in  connection  with  the 
recent  attempt  to  place  the  central  span,  addressed  the 
meeting.  Mr.  Steenbuch  gave  a  short  historical  re- 
\  iew  of  facts  in  connection  with  the  bridge  and,  by  the 
aid  of  slides,  explained  methods  employed  in  the  con- 
struction of  the  giant  cantilever  arms  and  of  the  cen- 
tral span.  Mr.  Ambrose  confined  his  remarks  more 
particularly  to  the  methods  of  floating  and  raising  the 
central  span,  these  operations  being  illustrated  by 
many  photographs  taken  by  the  speaker,  and  which 
gave  a  clearer  idea  of  the  immensity  of  the  task.  Both 
speakers  laid  particular  emphasis  on  the  thoroughness 
and  foresight  with  which  every  detail  had  apparently 
been  worked  out. 

At  the  close  of  the  meeting  a  resolution  was  car- 
ried unanimously  that  the  Toronto  branch  convey  to 
Mr.  O.  II.  Duggan  its  sympathy  and  also  its  absolute 


conviction  that  success  would  crown  the  next  effort  to 
complete  the  bridge. 

It  was  also  resolved  and  unanimously  carried  that 
the  Toronto  branch  convey  its  hearty  congratulations 
to  Col.  Mitchell,  one  of  its  most  prominent  members 
at  present  at  the  front,  on  his  well-earned  promotion 
to  the  position  of  first  staff  officer  of  the  Second  British 
Army  in  France. 

The  matter  of  the  Government  employing  alien 
engineers  was  also  considered,  and  the  following  reso- 
lution carried : 

"That  the  members  of  the  Toronto  branch  con- 
demn the  practice  of  any  government — federal,  pro- 
vincial, or  municipal — employing  alien  engineers  to 
the  exclusion  of  Canadians  competent  to  do  the  work. 
And,  further,  that  a  committee,  consisting  of  Mr.  G.  A. 
McCarthy,  chairman ;  Mr.  L.  M.  Arkley,  secretary- 
treasurer  ;  Prof.  Haultain  and  Mr.  J.  R.  W.  Ambrose, 
be  appointed  to  consider  this  question  at  a  joint  meet- 
in"  of  the  Canadian  Manufacturers'  Association,  To- 
ronto architects,  and  construction  contractors. 


Instruction  in  Public  Service 

The  Bureau  of  Municipal  Research,  New  York, 
through  its  Training  School  for  Public  Service,  has 
arranged  for  two  courses  in  municipal  highway  engi- 
neering and  engineering  administration  respectively, 
to  be  given  during  the  season  October  to  May.  PT6-17. 
A  series  of  lectures  in  municipal  highway  engineering 
will  be  given  by  Prof.  A.  II.  Blanchard,  professor  in 
charge  of  the  graduate  course  in  highway  engineering. 
Columbia  University,  and  will  develop  the  field  from 
the  standpoint  of  the  fundamental  principles  involved, 
important  differences  of  opinion,  and  recent  develop- 
ments in  modern  practice.  The  course  in  engineering 
administration  will  be  conducted  by  a  number  of  emin- 
ent specialists,  including  Mr.  E.  P.  Goodrich,  acting 
director  Bureau  of  Municipal  Research;  Mr.  J.  T. 
Fetherston,  commissioner  of  street  cleaning.  New 
York,  and  Mr.  George  B.  Ford,  consultant  to  the  com- 
mittee on  city  plan,  New  York  City,  and  will  concern 
itself  with  problems  that  confront  administrative, 
legal,  financial,  and  executive  engineering  departments 
of  civil  subdivisions.  These  courses  are  arranged  in 
accordance  with  the  policy  of  the  Training  School  for 
Public  Service,  which  aims  to  prepare  students  for 
official  and  unofficial  public  service. 


Arrangements  have  been  completed  for  holding  the 
next  National  Complete  Building  Exposition  in  the 
Grand  Central  Palace,  New  York,' on  March  5-11,  1917. 
At  this  show  manufacturers  and  building  material 
dealers  will  participate  in  exhibiting  the  best  in  con- 
struction, equipment,  and  furnishings,  not  only  for 
homes  but  also  for  buildings  of  a  more  general  sort — 
commercial,  factory,  and  public.  This  exposition 
should  arouse  and  maintain  an  unusual  interest,  com- 
ing as  it  does  on  the  eve  of  the  spring  building  season. 

The  Montreal  Council  have  rejected  a  recommenda- 
tion of  the  Board  of  Control  asking  for  a  credit  of 
$45,000.  to  be  paid  to  a  consulting'  engineer  for  prepai" 
ing  and  supervising  plans  for  the  proposed  hydro-elec- 
tric development.  A  special  committee  to  whom  the 
matter  was  referred  were  of  opinion  that  the  Council's 
engineering  staff  should  do  the  work,  or  that  it  should 
he  done  under  their  supervision,  and  this  was  en- 
dorsed by  the  Council.  A  further  report  by  the  con- 
trollers, asking  lor  $6,400  for  preparing  pkins  for 
bridges  over  the  aqueduct,  was  returned  for  the  same 
reason. 
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Irrigation  Practice  in  the  Canadian  West 

The  Developments  that  Have  Taken  Place  in  Our  Western  Provinces 
in  the  Matter  of  Artificial  Watering  Within  the  Last  Twenty  Years 

 —  By  Mr.  E.  F.  Drake*   


ANY  person  engaged  in  farming  in  a  region  oi 
uncertain  and  often  scanty  rainfall  must  all 
tog  frequently  sutler  partial  or  complete  crop 
failure  from  drouth.  Such  a  person  would,  if 
he  were  dependent  upon  Ins  farm  for  a  living,  have  a 
choice  of  just  two  courses.  He  could  plant  drouth- 
resisting  crops  and  adopt  approved  methods  for  con- 
serving soil  moisture,  or  he  could  supply  nature's  de- 
ficiencies  l>\  applying  water  artificially  by  irrigation — ■ 
if.  fortunately,  there  happened  to  be  water  available 
for  that  purpose.  There  remains,  of  course,  a  third 
alternative.  He  might  give  up  in  despair  and  move  to 
Si  'inc  other  district. 

Not  verv  many  years  ago  it  was  not  uncommon  in 
the  Western  United  States  to  see  disappointed  home- 
seekers  "moving  on"  with  all  their  household  posses- 
sions loaded  in  a  "prairie  schooner"  and  the  cow  and 
the  family  dog  trailing  along  behind.  From  Indiana  or 
Illinois  to  Missouri,  and  from  Missouri  to  Kansas, 
thence  to  Western  Kansas,  and  even  still  farther  west, 
went  this  sorry  procession,  always  looking  for  the  pro- 
mised land,  often  disappointed,  and  usually  poorer 
with  each  successiv  e  migration.  Farming  as  practised 
by  these  "birds  of  passage"  was  a  haphazard  occupa- 
tion. A  crop  failure  was  looked  upon  as  a  dispensa- 
tion of  Providence,  w  hich  might  be  endured  but  could 
not  be  avoided  except  by  moving  on  to  some  more 
favorable  region. 

Government  Assistance. 

The  art  of  farming  had  advanced  a  step,  or  several 
steps,  since  those  days.  There  are  still  those  who 
farm  by  the  old  methods  and  who  blame  Providence 
for  their  lack  of  success,  but  modern  methods  are  now 
being  very  generally  adopted,  and  the  up-to-date  farm- 
er now  looks  for  the  causes  of  his  failures  and  then 
sets  seriously  to  work  to  overcome  them.  In  this  he 
i-  materially  helped  by  the  research  and  experimental 
work  carried  on  by  the  Government  departments  of 
agriculture.  He  may.  for  the  mere  asking,  obtain- ex- 
pert advice  on  a  wide  variety  of  subjects,  such  as 
treatment  of  soils,  selection  of  crops  suitable  to  his 
local  conditions,  cultural  directions,  the  breeding  and 
care  of  live  stock — in  fact,  he  has  but  to  state  his  pro- 
blem and  helpful  advice  is  usually  available. 

Put  -cience  can  do  little,  if  anything,  to  affect  the 
volume  or  seasonal  occurrence  of  rainfall.  If  a  dis- 
trict is  "dry"  it  is  likely  to  remain  quite  as  dry  in  the 
future  as  it  has  been  in  the  past.  There  used  to  be  a 
widespread  belief  that  the  breaking  and  cultivation  of 
the  prairie  sod.  the  planting  of  crops,  and  particularly 
of  tree-,  increased  the  rainfall.  That  belief  has  now 
been  verv  generally  abandoned.  Certain  beneficial 
changes  do.  indeed,  result  from  cultivation  of  the  soil. 
When  the  prairies  were  covered  with  tough,  unbroken 
sod  a  verv  considerable  proportion  of  the  rainfall  ran 
off  and  was  wasted,  while  now  it  sinks  into  the  loose, 
cultivated  soil  and  is  stored  and  made  available  for  the 
growing  crops.  But  evidence  is  lacking  that  these,  or 
other,  changes  have  any  material  effect  on  the  amount 
of  the  annual  rainfall. 

Volumes  have  been  written  on  the  subject  of  dry- 

*  Superintendent  of  Irrigation,  Department  of  the  Interior,  Ottawa. 


farming,  or  methods  of  farming  suitable  to  semi-arid 
regions,  and  many  other  volumes  dealing  with  the 
practice  of  irrigation.  The  purpose  of  this  article  is 
nut  to  disi  uss  either  oi  these  farming  methods  in  de- 
tail, but  merely  to  draw  attention  to  the  development 
of  irrigation  in  Western  Canada  within  the  past  twenty 
years.  Dry-farming  has  made  equal  progress  within 
the  past  few  years,  but  that  is  another  story.  There  is. 
however,  no  conflict  between  these  two  methods  of 
farming;  they  may  be,  and  in  fact  frequently  are,  prac- 
tised on  the  same  farm,  and  the  irrigation  farmer  who 
does  not  practise  cultural  methods  for  the  conservation 
ol  soil  moisture  is  neglecting  a  vital  point  in  the  game. 

In  a  comparatively  small  district  in  the  southern 
part  of  the  Province  of  Alberta  some  $20,000,000  have 
been  expended  in  the  construction  of  irrigation  works. 
This  money  has  not  been  spent  by  faddists  or  by  pro- 
moters w  ho  hoped  to  get  quick  returns  and  large  pro- 
fits, but  by  conservative  business  men,  who,  after  care- 
ful investigation,  were  convinced  that  the  investment 
will  eventually  be  profitable  to  themselves  and  benefi- 
cial to  the  whole  community. 

The  First  Canadian  Water  Law. 

The  development  of  irrigation  farming  began  about 
1894,  when  the  first  Canadian  water  law  was  enacted, 
under  the  title  of  "The  North-West  Irrigation  Act." 
The  essential  features  of  this  law  are: 

1.  That  the  water  in  all  streams,  lakes,  springs,  ponds,  or 
other  surface  sources  of  water  supply  is  the  property  of  the 
Dominion  Government. 

2.  That  the  right  to  use  this  water  may  he  obtained  by 
companies  or  individuals  upon  compliance  with  the  provisions 
of  the  law. 

:i.  That  the  uses  for  which  water  rights  may  he  "so 
acquired  are: 

(a)  Domestic,  which  includes  household  and  sanitary 
purposes  and  all  purposes  connected  with  the  watering  of 
stock  and  the  operation  of  agricultural  machinery  by  steam: 

(b)  Municipal,  i.e.,  the  supply  of  water  to  towns  and 

cities; 

(c)  Industrial,  i.e..  the  operation  of  railways  and  factories 
by  steam; 

(d)  Irrigation;  and 

(e)  Other  purposes  than  those  above-mentioned. 

4.  That  the  individual  or  company  acquiring  such  a  water 
right  shall  be  given  a  clear  and  indisputable  title  to  the  right 
to  the  use  of  the  water  so  long  as  he  shall  continue  to  apply 
it  to  beneficial  use. 

.">.  That  such  rights  may  be  forfeited  by  abandonment, 
waste,  or  non-use. 

f>.  That  holders  of  water  rights  shall  have  the  protection 
and  assistance  of  permanent  government  officials  in  the  exer- 
cise thereof,  and  that  all  disputes  and  complaints  in  connec- 
tion therewith  shall  be  referred  to  and  settled  by  such  offi- 
cials, whose  decisions  shall  Ire  final. 

There  had  been  a  considerable  development  of  irri- 
gated farming  in  a  small  way  in  the  foothills  region  of 
Southern  Alberta,  but  the  individual  projects  were  for 
the  most  part  small,  and  had  been  installed  by  ranchers 
for  the  purpose  of  growing  forage  crops  in  connection 
with  their  cattle  raising  industry.  Surveys  were  made 
under  the  direction  of  the  Dominion  Government  at 
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about  the  time  of  the  passing-  of  the  Irrigation  Act, 
which  demonstrated  the  feasibility  of  diverting  water 
from  streams  in  the  Province  of  Alberta  for  the  irriga- 
tion of  three  large  tracts  of  land.  These  surveys  were 
not  carried  out  in  detail,  but  were  confined  merely  to  a 
determination  of  the  feasibility  of  diyerting  water  from 
the  several  sources  of  supply  and  conveying  it  to  cer- 
tain tracts  which  seemed  to  be  well  adapted  to  the 
practice  of  irrigated  farming. 

Alberta  Railway  and  Irrigation  Company. 

The  first  of  these  surveys  indicated  that  a  consider- 
able tract  of  land  in  the  vicinity  and  south  of  Leth- 
bridge, Alberta,  could  be  irrigated  at  reasonable  cost, 


An  irrigation  flume  of  the  Southern  Alberta  Land  Co.— One  mile  long. 

and  a  study  of  the  climatology  of  the  region  indicated 
very  clearly  that  the  practice  of  irrigated  farming 
should  be  highly  beneficial.  The  construction  of  works 
was  begun  about  1899.  The  main  canal  taps  the  St. 
Mary  River  at  a  point  about  five  miles  from  the  inter- 
national boundary,  and  runs  in  a  general  northeasterly 
direction  as  far  as  Lethbridge,  where  it  turns  east  and 
slightly  south.  This  canal  has  a  present  capacity  of 
about  1,000  cubic  feet  per  second,  which  is,  theoreti- 
cally, sufficient  to  irrigate  about  150,000  acres  of  land. 
It  is  probable  that  about  75,000  acres  have  so  far  actu- 
ally been  irrigated  in  this  region. 

The  Alberta  Railway  and  Irrigation  Company 
owned  and  operated  a  line  of  railway  known  as  the  Al- 
berta Railway  and  Coal  Company,  which,  with  con- 
necting lines,  runs  from  Lethbridge  to  Great  Falls, 
Montana,  and  also  owned  the  Gait  coal  mines  at  Leth- 
bridge. This  road  had  received  a  considerable  grant 
of  land,  which  lay  chiefly  in  the  district  south  and  west 
of  Lethbridge  and  was  traversed  by  the  main  canal. 
The  company  hoped  to  encourage  irrigated  farming  in 
the  district,  and  by  that  means  to  enhance  the  value  of 
its  land.  The  company's  profits  would  accrue  through 
the  higher  prices  obtained  for  otherwise  almost  worth- 
less land  and  by  the  increased  railway  traffic  due  to 
settlement. 

These  hopes  have,  in  large  measure,  been  realized. 
A  colony  of  Mormons  was  imported  from  the  United 
States  because  of  their  familiarity  with  irrigation. 
These  Mormons  settled  in  the  vicinity  of  Cardston, 
worked  on  the  construction  of  the  irrigation  system, 
purchased  land  from  the  company,  and  soon  estab- 
lished a  highly  prosperous  farming  community  upon 
land  that  had  formerly  been  regarded  as  fit  for  nothing 
but  grazing,  and  not  particularly  valuable  even  for 
that.  There  may  be  differences  of  opinion  as  to 
whether  the  Mormons  have  been  a  desirable  addition 


to  our  population,  but  they  have  certainly  been  success- 
ful farmers,  and  the  country  about  Cardston.  Ray- 
mond, Magrath,  and  Stirling  is  now  highly  productive 
and  prosperous. 

Extent  of  the  System. 

The  company's  canal  system  comprises  231  miles  of 
main  canals  and  natural  channels,  with  a  maximum 
bottom  width  of  45  feet  in  the  main  canals  and  from  20 
to  25  feet  in  the  secondary  canals.  The  constructed 
woiks  have  cost  in  the  neighborhood  of  $1,300,000. 
There  are  approximately  130,000  acres  of  land  irrigable 
from  the  works  as  they  stand  to-day,  and  probably 
some  75,000  acres  have  actually  been  irrigated.  The 
annual  maintenance  charge,  sometimes  called  water 
rental,  is  equivalent  to  $1  per  irrigable  acre.  The  pres- 
ent system  of  works  is  susceptible  of  considerable  ex- 
pansion, but  further  development  is  dependent  to 
some  extent  upon  the  availability  of  the  necessary 
water  supply,  the  main  sources  of  supply  being  St. 
Mary  and  Milk  Rivers,  which  are  both  international 
streams,  and  subject  to  the  provisions  of  a  treaty  be- 
tween Canada  and  the  United  States  providing  for  the 
joint  use  of  the  waters  by  the  respective  countries  for 
irrigation  and  power. 

The  works  originally  constructed  by  this  company, 
while  well  built  and  cptite  sufficient  for  present  pur- 
poses, were  not  of  the  mqst  modern  type,  but  as  the 
wooden  structures  decay  they  are  gradually  being  re- 
placed by  others  of  reinforced  concrete,  while  improve- 
ments in  the  canal  are  made  from  time  to  time  as  neces- 
sity requires. 

Beet  Culture. 

An  extensive  beet  sugar  factory  was  established 
several  years  ago,  and  the  culture  of  sugar  beets  by 
means  of  irrigation  was  practised  on  a  considerable 
scale  for  some  years.   The  industry  progressed  far  be- 


The  Brooks  Aqueduct,  approximately  2  miles  in  length.   The  bents  are  51  ft. 
at  highest  point.  — CP.R.  Irrigation  scheme.- See  also  next  figure. 


yond  the  experimental  stage,  and  was  recognized  as  a 
profitable  form  of  agriculture,  entirely  suitable  to  this 
district.  Recently,  however,  the  growing  of  sugar  beets 
has  fallen  off,  and  it  is  understpod  that  the  factory  has 
been  closed.  Presumably  one  of  the  reasons  for  this  is 
the  scarcity  of  reasonably  cheap  labor  for  handling  the 
crop. 

Alfalfa. 

Alfalfa  growing  is  now  rapidly  coming  into  favor. 
The  oldest  alfalfa  fields  were  sown  in  the  vicinity  of 
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l.cthbridge  some  fifteen  years  ago,  and  many  of  them 
arc  in  first-class  condition  to-day.  With  good  care  and 
under  favorable  conditions  three  crops  a  year  can  be 
cut,  with  a  total  yield  6f  about  six  tons  per  acre;  two 
cuttings,  averaging  lour  tons,  may  be  relied  upon, 
rhese  results  can.  however,  only  be  obtained  under 
irrigation,  and  they  furnish  striking  proof  of  its  value, 
as,  without  irrigation,  the  yield  of  forage  crops  in  this 
district  is  uncertain  and  scanty.  There  are  now  more 
than  15,000  acre-  -own  to  alfalfa  in  the  l.cthbridge  dis- 
trict. 

The  Canadian  Pacific  Railway  Irrigation  Company. 

Another  of  the  large  irrigation  projects,  the  feasi- 
bility of  which  w  as  determined  at  an  early  date  by  gov- 
ernmental surveys,  was  subsequently  taken  up  by  the 
Canadian  Pacific  Railway  Company.  The  lands  com- 
prised in  this  project  form  a  block  about  125  miles  in 
length  easl  and  west,  with  an  average  width  of  about 
;' i  miles,  lying  along  the  main  line  of  the  company's 
railway  immediately  east  of  Calgary.  The  tract  com- 
prises about  3,000,000  acres,  and  was  acquired  by  the 
company  as  part  of  the  grant  in  aid  of  the  construction 
i  if  it  -  railway  line. 

The  annual  precipitation  within  this  tract  varies 
considerably  from  year  to  year  and  in  different  por- 
tion- of  the  tract,  the  precipitation  generally  decreas- 
ing in  volume  from  west  to  east.  The  average  at  Cal- 
gary  from  1886  to  1910  was  16.4  inches;  the  minimum 
being  6.90  inches  in  1889  and  the  maximum  31.90 
inches  in  1902.  The  average  during  the  irrigation 
period  from  1st  May  to  30th  September  for  the  same 
vears  was  about  12  inches. 

Western  Section. 

The  tract  has  been  divided  by  north  and  south  lines 
into  three  sections,  known  as  the  eastern,  central,  and 
western  sections.  Work  was  first  commenced  on  the 
western  section,  which  is  supplied  from  the  Bow  River 
at  Calgary  by  a  main  canal  with  a  present  theoretical 
capacity  of  about  2,200  second:feet.  The  western  sec- 
tion contains  1,039,620  acres,  of  which  about  223,000 
acres  are  irrigable. 

The  works  comprise  a  diversion  weir  and  headgates 
at  Calgary,  a  main  canal  16  miles  in  length,  with  a 
capacity  of  about  2,200  second-feet,  and  secondary 
canals  and  laterals  with  a  total  length  of  2,484  miles. 
The  total  cost  of  the  constructed  works  has  been  slight- 
ly in  excess  of  $4,000,000.  The  annual  water  rental  or 
maintenance  charge  is  50  cents  per  irrigable  acre. 
While  the  works  for  the  irrigation  of  this  section  of  the 
project  have  only  recently  been  finally  completed,  they 
have  been  in  partial  use  for  some  eight  years,  and  irri- 
gated farming  has  been  practised  to  a  considerable  ex- 
tent in  several  portions  of  the  tract. 

Central  Section. 

The  central  section  contains  about  900,000  acres,  of 
which  only  about  75,000  acres  are  irrigable  under  pres- 
ent conditions,  and  this  area  can  be  irrigated  by  exten- 
sions  of  the  main  canals  from  the  western  section.  No 
actual  construction  work  has  yet  been  done  on  this 
section,  and  it  is  not  the  company's  intention  to  de- 
velop this  section  at  present.  Ultimately  it  may  be 
found  feasible  to  irrigate  a  much  greater  area  in  this 
>ection. 

Eastern  Section. 

The  eastern  section  contains  1,156,000  acres,  of 
which  about  400,000  are  irrigable.  Water  for  this  sec- 
tion is  taken  from  Bow  River  at  what  is  known  as 
1 Horse-shoe  Bend,"  about  85  miles  east  of  Canary, 
where  a  concrete  dam  has  been  built  about  720  feet 
long  with  a  minimum  height  of  about  40  feet  to  the 


overllow  crest,  above  which  11  feet  of  water  will  be 
held  l>\  movable  gates.  Connected  with  this  concrete 
dam  is  an  earthen  embankment,  or  dam,  7,000  feet  long 
and  45  feet  in  maximum  height,  32  feet  wide  on  top 
and  310  feet  wide  at  the  base  in  the  section  of  its 
greatest  height.  Water  is  diverted  through  five  steel 
sluice-gates  into  the  main  canal  and  thence  by  an  elab- 
orate system  of  canals,  reservoirs,  Humes,  etc.,  is  dis- 
tributed throughout  the  tract  to  be  irrigated.  The 
works  consist,  in  addition  to  the  dam  and  intake,  of 
2,500  miles  of  canals  and  ditches  and  a  reservoir  with 
a  storage  capacity  of  186,000  acre-feet.  The  system 
has  only  recently  been  completed  sufficiently  to  war- 
rant the  sale  of  land,  and  of  the  400,000  acres  of  irri- 
gable land  in  this  section  only  about  8,000  acres  have 
so  far  been  irrigated.  The  cost  of  the  works  has  been 
about  $9,500,000. 

The  annual  water  rental  or  maintenance  charge  is 
$1.25  per  irrigable  acre,  but  the  water  contracts  pro- 
vide for  a  reduction  to  75  cents  per  acre  in  the  event  ot 
the  water  users  forming"  associations  and  taking  over 
the  maintenance  of  the  works  and  the  distribution  of 
the  water  within  their  own  districts,  in  which  case  the 
company's  responsibility  will  be  limited  to  the  main- 
tenance of  the  main  canal  systems  and  the  delivery  of 
water  at  the  upper  end  of  each  water  district.  No 
such  associations  have  yet  been  formed,  as  the  district 
has  only  recently  been  opened  for  settlement,  and,  in 
fact,  no  water  rental  has  yet  been  charged,  although 
two  or  three  small  colonies  of  settlers  have  been  sup- 
plied with  water  for  two  years. 

The  works  in  this  section  are  of  the  most  modern 
type,  and  practically  all  the  structures  are  of  reinforced 
concrete.  The  land  is  well  adapted  to  irrigated  farm- 
ing, and  it  is  expected  that  the  district  will  eventually 
be  one  of  the  most  thickly  settled  and  prosperous  in 


The  Brooks  Aqueduct  on  Western  section,  C.P.R.  Irrigation  System.  The 
upper  picture  shows  the  columns  and  bottom  of  shell.   The  lower 
illustrates  a  syphon  under  the  railroad  tracks. 


the  province.  Immediate  development,  however,  will 
probably  be  retarded  by  conditions  arising  from  the 
war.  v  jg| 

Southern  Alberta  Land  Company. 
The  third  project  surveyed  by  Government  engi- 
neers covered  a  tract  of  several  hundred  thousand 
acres  lying  chiefly  between  the  Bow  and  Oldman  Riv- 
ers, south  and  east  of  the  Canadian  Pacific  Railway 
Company's  tract.    Within  this  district  the  Southern 
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Alberta  Land  Company  was  permitted  to  purchase 
some  380,000  acres  of  land  which  arc  to  be  irrigated 
from  a  canal  which  taps  Bow  River  at  a  poinl  about  30 
miles  southeast  of  Calgary.  A  diversion  dam  has  been 
built  across  the  river,  and  by  it  water  is  turned  into  a 
canal  and  carried  for  a  distance  of  some  45  miles  to  a 
reservoir  known  as  Lake  McGregor,  which  by  means 
of  large  earthen  dams  at  its  northern  and  southern  ends 
contains  about  300,000  acre-feet  of  water,  or  sufficient 
to  irrigate  some  .180,000  acres  of  land. 

The  water  is  drawn  from  the  reservoir  at  its  south- 
ern end  and  carried  by  a  large  canal  in  a  general  east- 
erly direction  to  and  through  the  tract  to  be  irrigated, 
and  branch  canals  and  distributaries  will  be  construct- 
ed at  suitable  points.  Part  of  the  tract  lies  east  of  the 
Bow  River,  and  the  water  for  its  irrigation  is  to  be 
carried  across  the  river  in  huge  pipes  slung  under  the 
roadbed  of  a  bridge,  which  is  also  to  be  used  for  gen- 
eral traffic  purposes.  The  eastern  limit  of  the  tract  is 
near  Suffield,  a  town  some  25  miles  west  of  Medicine 
Mat. 

A  Large  Storage  Reservoir. 

The  most  noteworthy  point  about  the  canal  system 
of  this  company  is  the  huge  reservoir,  where  can  be 
stored  almost  enough  water  for  one  year's  supply,  thus 
making  the  company  practically  independent  of  the 
fluctuating  flow  of  the  river  from  which  its  supply  is 
drawn. 

The  constructed  works,  other  than  the  dam  and 
reservoir  previously  referred  to,  consist  of  some  300 
miles  of  canals  and  a  smaller  reservoir  with  a  capacity 
of  30,000  acre-feet,  several  flumes,  and  two  wood  stave 
syphons,  one  of  which  (not  completed)  carries  the 
water  across  Bow  River  to  the  easterly  portion  of  the 
tract  to  be  irrigated.  The  works  so  far  constructed 
have  cost  a  little  over  $5,000,000.  No  land  has  yet 
been  sold  or  irrigated. 

The  tract  to  be  irrigated  comprises  some  442,000 
acres,  including  the  tract  purchased  from  the  Govern- 
ment subject  to  irrigation  conditions.  The  area  actu- 
ally irrigable  is  approximately  153,000  acres.  The 
works  are  not  yet  completed,  and  further  construction 
has  been  temporarily  abandoned  ow  ing  to  financial  dif- 
ficulites.  If  these  are  satisfactorily  adjusted  it  is  the 
company's  intention  to  proceed  with  development  as 
rapidly  as  possible.  The  plan  now  proposed  is  to  de- 
velop the  tract  in  units,  beginning  with  a  block  of 
some  20,000  acres  in  the  extreme  westerly  portion  of 
the  tract,  and  not  to  attempt  the  development  of  fur- 
ther units  until  practically  all  of  the  land  within  the 
first  unit  has  been  sold  and  occupied.  This  plan  has 
much  to  recommend  it.  It  ensures  economy  in  the 
operation  of  the  canal  system,  and  will  probably  be 
profitable  to  the  company  in  connection  with  the  sale 
of  the  remainder  of  its  lands.  If  the  practice  of  irriga- 
tion on  the  first  unit  of  the  tract  is  successful  it  will 
enhance  the  value  of  the  remainder  of  the  lands. 

Development  of  Smaller  Irrigation  Projects. 

While  the  construction  of  large  irrigation  projects 
such  as  those  already  mentioned  is  of  more  general  in- 
terest to  the  public,  it  by  no  means  follows  that  the 
larger  projects  are  of  more  general  benefit  to  the  coun- 
try than  the  smaller  ones.  Here  and  there  throughout 
the  southern  part  of  the  Province  of  Alberta  and  in  the 
Cypress  I  lills  region  in  the  southwestern  corner  of  the 
Province  of  Saskatchewan  are  to  be  found  small  irri- 
gation projects  which  have  been  developed,  perhaps 
crudely  and  cheaply,  by  the  owners  of  the  land.  Here 
irrigation  has  been  intelligently  practised  for  several 
years,  with  decidedly  beneficial  results.    In  many  cases 


these  small  projects  have  resulted  in  the  reclamation 
of  what  are  known  as  "gumbo  flats"  and  other  tracts 
of  land  which,  under  natural  conditions,  were  of  very 
little  value  for  any  purpose.  These  have  been  con- 
verted into  profitable  meadows  of  native  or  cultivated 
grasses  and  alfalfa. 

There  are  in  the  neighborhood  of  400  oi  these  small- 
er irrigation  projects  scattered  throughout  the  south- 
ern portion  of  the  two  provinces  and  comprising  in 
the  neighborhood  of  110,000  acres  of  irrigable  land. 
No  accurate  cost  data  has  been  kept  with  respect  to 


Upper  -The  North  and  West  Bantry  Headgates,  C.P.R.  Irrigation  System. 
Lower— The  North  and  South  Bantry  Headgates. 

these  smaller  projects,  and  in  only  a  few  cases  would 
it  be  possible  to  ascertain  even  the  approximate  cost 
of  the  works.  Most  of  the  work  has  been  done  by  tin- 
settlers  themselves,  and  in  the  comparatively  few  cases 
where  work  has  been  let  by  contract,  or. where  cost 
data  has  been  kept,  this  covers  only  a  small  portion  of 
the  project.  It  might  be  fair  to  assume,  however,  that 
the  works  have  cost  in  the  neighborhood  of  $5  per 
irrigable  acre,  which  would  bring  the  total  cost  to 
about  $550,000. 

A  summary  of  irrigation  development  would,  there- 
fore, be  approximately  as  follows: 

Area 
I  rrigated. 


Project.  Acres.  Cost. 

Alberta  Railway  and  (irrigation  Company,  i :;<>,«><>()  $1,300,000 

C.P.R.  Company,  western  .section    223,000  4, 000, 000 

C.P.R;  Company,  eastern  section   400,000  9,500,000 

Southern  Alberta  Land  Company   15:!, 000  5,000,000 

Alberta  Land  Company    49,000  490,000 

Smaller  irrigation  projects   1 10,000  350,000 


1,065,000  $20,840,000 
Benefits  from  Irrigation. 

Perhaps  no  better  proof  can  be  given  of  the  value 
oi  irrigation  in  regions  of  scanty  or  uncertain  rainfall 
during  the  crop-producing  season  than  the  results  ob- 
tained in  the  Lethbridge  district  in  Southern  Alberta 
during  the  past  ten  or  fifteen  years.  The  cultivation 
of  alfalfa  in  that  district  is  a  proven  success,  and,  with 
reasonable  care  in  the  application  of  water  and  the 
harvesting  of  the  crop  at  the  proper  time  it  is  safe  to 
say  that  approximately  five  tons  per  acre  per  annum 


1033 


mi-:  contract  k  !•.(.•(>  k  i> 


October  25,  191G 


CSI1  be  grown.     Alfalfa  in  this  district  lias  a  Selling 

value  of  al>. «ut  £10  per  ton,  bul  experiments  conducted 
at  the  Dominion  Government  experiment  station  near 
Lethbridge  indicate  that  its  feeding  value  is  between 
$16  and  SIT  per  ton  ;  in  other  words,  if  a  fanner  chooses 
t.i  -ell  his  crop  he  may  reasonably  expect  a  gross  re- 
turn of  about  $50  per  acre;  whereas,  if  he  is  the  fortu- 
nate possessor  of  sufficient  live  stock  and  feeds  the 
crop  mi  hi-  own  farm,  he  may  expect  a  return  of  from 
^v  '  to  $S5  per  acre,  and.  in  addition,  will  have  the 
benefit  of  the  manure  for  fertilizer.  , 

I  he  continnoii>  growing  of  any  one  crop  is  usually 
believed  to  result  in  soil  impoverishment,  but  this  is 
not  the  case  with  alfalfa,  which,  on  the  other  hand, 
always  has  a  beneficial  effect  because  of  its  ability  to 
absorb  nitrogen  from  the  air  and  store  it  in  the  soil. 

Alfalfa  is.  however,  by  no  means  the  only  crop  that 
can  be  successfully  grown  under  irrigation.  All  the 
native  and  cultivated  grasses  respond  readily  to  irri- 
gation, while  very  beneficial  results  have  followed  the 
judicious  application  of  water  to  grain  crops.    For  ex- 


A  drop  on  the  Canadian  Pacific  Irrigation  System.    View  from  above 
and  below.    The  structure  s  of  concrete. 


ample:  In  1912  wheat  grown  on  non-irrigated  land 
produced  31  bushels  per  acre  at  the  Lethbridge  Experi- 
ment Station,  while  irrigated  wheat  produced  63  bush- 
els per  acre.  The  average  for  six  years  at  this  station 
shows  that  irrigated  wheat  produced  an  average  of  20 
bushels  per  acre  more  than  non-irrigated. 

Heavy  Yields  of  Grain. 

Similarly,  at  the  same  station  oats  on  dry  land  in 
1912  yielded  77  bushels  per  acre  and  on  irrigated  land 
145  bushels,  the  average  increased  yield  for  the  six- 
year  period  being  42  bushels  per  acre. 

The  record  for  barley  in  1914  was  30  bushels  on 
non-irrigated  land  and  97  bushels  on  irrigated  land. 
The  average  increased  yield  for  the  six-year  period 
was  38  bushels. 

The  average  increased  yield  for  potatoes  during  a 
seven-year  period  was  258  bushels  under  irrigation,  as 
compared  with  dry-farming,  the  greatest  difference  in 
any  one  year  being  in  1909,  when  the  potatoes  on  dry 
land  vielded  159  bushels  and  on  irrigated  land  605 
bushels  per  acre. 

These  illustrations  are  extremes,  but,  admitting 
that,  the)-  very  clearly  show  the  increased  yields  that 


can  be  expected  i!  fanners  will  carefully  cultivate  their 
land  and  will  apply  irrigation  water  intelligently.  Un- 
fortunately, a  great  many  of  the  settlers  in  the  West 
who  have  heretofore  attempted  to  farm  by  irrigation 
have  apparently  been  of  the  opinion  that  it  was  only 
necessary  to  open  the  headgates  and  turn  the  water  on 
to  the  land  in  order  to  ensure  the  maximum  benefits. 
Very  little  attention  is  given  by  many  of  the  farmers 
to  the  tedious  and  somewhat  expensive  work  of 
smoothing  the  land  so  as  to  permit  of  the  equal  distri- 
bution of  water  over  the  entire  surface  to  be  irrigated, 
but,  unless  this  is  done,  good  results  cannot  be  ob- 
tained. Turning  on  the  water  and  permitting  it  to  run 
at  will  over  an  improperly  prepared  field  will  result  in 
drowning  out  crops  in  the  depressions  while  leaving 
the  hummocks  untouched,  and.  in  addition,  the  water 
will  very  probably  escape  from  the  boundaries  of  the 
irrigator's  own  farm  and  damage  the  lands  or  crops  of 
his  neighbor  or  the  adjacent  road  allowances. 

Education  in  Irrigated  Farming  Necessary. 

It  apparently  takes  a  long  time  to  teach  some  set- 
tlers that  irrigated  farming  is  an  art  that  must  be 
learned.  The  writer  heard  a  settler  in  Southern  Al- 
berta complaining  that  irrigation  was  no  good ;  that  it 
had  been  tried  out  on  his  farm  for  several  years  and 
the  results  had  not  been  at'  all  satisfactory.  The  set- 
tler was  himself  attempting  to  flood  a  field  of  young 
alfalfa  and  was  having  a  good  deal  of  difficulty  in  con- 
trolling the  water.  It  was  learned,  upon  questioning 
him,  that  he  had  spent  all  his  earlier  life  in  mercantile 
pursuits  in  the  city  and  had,  in  fact,  during  his  later 
years  been  a  banker;  that  he  had  absolutely  no  know- 
ledge of  agriculture  prior  to  the  current  year,  when, 
being  unable  to  get  anyone  else  to  run  his  farm,  he  had 
undertaken  to  do  so  himself.  He  was  disappointed  at 
the  results,  and  inclined  to  blame  irrigation  for  his  lack 
of  success.  What  would,  this  settler  have  thought  of 
a  farmer  without  any  acquaintance  with  business,  and 
particularly  with  banking  methods,  who  had  essayed 
to  run  a  bank  in  a  city?  He  would  probably  have 
characterized  him  as  a  fool,  and  would  have  had  little 
sympathy  for  him  when  he  lost  his  investment.  It  is 
unwise  to  embark  in  any  line  of  business  without  a 
thorough  acquaintance  with  all  its  details,  and  there  is 
no  royal  road  to  success  in  farming. 

Water  Supply  vs.  Area  Requiring  Irrigation. 

The  area  in  the  Provinces  of  Alberta  and  Sas- 
katchewan that  require,  or  will  be  benefited  by,  irriga- 
tion may  roughly  be  described  as  a  tract  of  from  forty 
to  fifty  million  acres,  comprising  the  southern  portion 
of  the  Province  of  Alberta  and  the  southwestern  por- 
tion of  the  Province  of  Saskatchewan.  Not  all  of  this 
large  area  requires  irrigation,  but  most  of  it  would  be 
materially  benefited  by  the  practice  of  irrigated  farm- 
ing, and  in  some  regions  irrigation  is  believed  to  be 
absolutely  necessary  for  successful  crop  production 
throughout  a  series  of  years.  There  is  no  really  arid 
land  in  Western  Canada  as  the  term  "arid"  is  gener- 
ally understood  in  the  Western  United  States.  There 
is  probably  no  portion  of  this  district  in  which  in  occa- 
sional years  the  rainfall  is  not  sufficient  for  crop  pro- 
duction. In  1915,  the  "year  of  the  bumper  crop,"  some 
of  the  finest  crops  produced  in  Western  Canada  were 
grown  on  land  which  in  1914  had  not  raised  enough 
grain  per  acre  to  keep  a  gopher  alive. 

Only  a  Part  of  the  Land  Irrigable. 

Unfortunately  for  the  future  development  of  por- 
tions of  this  so-called  semi-arid  tract,  the  available 
water  supply  will  only  suffice  for  the  irrigation  of  a 
comparatively  small  proportion  of  the  total  area,  and, 
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moreover,  a  considerable  portion  of  the  entire  tract  is 
too  rough,  or  too  high,  to  permit  of  its  irrigation  with- 
in reasonable  limits  of  cost.  It  is  probable  that  not  in 
excess  of  five  million  acres  will  ever  be  successfully 
irrigated  within  this  district ;  in  other  words,  the  water 
supply  will  be  sufficient  for  about  one-tenth  of  the 
total  area.  If,  however,  but  one-tenth  of  this  area  is 
actually  developed  and  intelligently  farmed  under 
modern  methods  of  irrigation,  the  results  will  be  as- 
tounding, and  will  not  only  double  or  treble  the  value 
of  the  irrigable  land,  but  will  at  the  same  time  mater- 
ially increase  the  value  of  the  adjacent  non-irrigable 
land. 


Treatment  of  Wood  Paving  Blocks 

The  essential  features  in  the  proper  treatment  of 
wood  paving  blocks  consist  in  obtaining  an  even  and 
thorough  diffusion  of  the  oil  through  the  wood,  so  far 
as  possible,  and  in  so  controlling  the  operation  of 
treatment  that  the  "bleeding"  and  swelling  of  the 
pavement  will  be  reduced  to  a  minimum,  is  the  state- 
ment made  by  C.  H.  Teasdale,  of  the  Forest  Products 
Laboratory  at  Madison,  Wis.,  in  a  recent  address  be- 
fore the  American  Society  of  Municipal  Improve- 
ments. 

In  formulating  specifications  for  wood  paving 
blocks  in  the  past,  it  was  stated,  the  principal  consid- 
eration has  been  given  to  the  properties  of  the  preserv- 
ative, while  the  importance  of  the  method  of  treatment 
has  been  underestimated.  Engineers  are  now  begin- 
ning to  realize  that  the  methods  adopted  for  treatment 
are  probably  the  most  vital  consideration  in  the  suc- 
cessful production  of  wood  block  paving. 

By  "bleeding"  of  wood  paving  blocks,  Mr.  Teasdale 
explained,  is  meant  the  exuding  by  the  blocks  or  the 
filler  between  them  of  a  bituminous  material,  which 
becomes  a  nuisance  when  deposited  upon  the  surface 
of  the  pavement.  Swelling  of  the  blocks  ma}'  give 
rise  to  buckling  of  the  pavement  or  shearing  or  dis- 
placement of  the  curb.  In  order  to  avoid  these 
troubles  and  still  obtain  durable  pavements,  according 
to  Mr.  Teasdale,  the  timber  should  be  treated  while 
green,  and  given  a  thorough  steaming  and  vacuum 
treatment  before  the  oil  is  forced  into  the  wood.  The 
object  of  these  operations  is  to  remove  air  from  the 
wood  cells.  Another  very  important  point  in  the  treat- 
ment is  to  be  certain  that  the  oil  is  not  applied  too 
rapidly.  In  order  to  obtain  the  best  penetrations  of 
the  preservative  it  is  recommended  that  the  pressure 
be  raised  very  gradually  and  that  the  maximum  pres- 
sure should  not  be  too  high.  Subsequent  to  treatment 
with  the  oil,  a  steaming  and  vacuum  period  may  be 
employed  if  thought  desirable.  This  operation  re- 
moves dirt  and  tarry  matter  from  the  surface  of  the 
wood  and  makes  the  blocks  bright  and  clean,  even 
when  oils  containing  much  tar  have  been  used  as  the 
preservative. 


Mr.  J.  Quinlan,  president,  and  Mr.  D.  Trotter, 
secretary,  represented  the  Montreal  Builders'  Ex- 
change at  a  dinner  organized  by  the  Canadian  Credit 
Men's  Trust  Association,  and  held  on  October  3,  in 
Montreal.  The  object  was  to  discuss  the  subject  of 
legislation  as  it  affects  commercial  questions,  part- 
icularly in  the  matter  of  credits.  Mr.  Quinlan  and 
Mr.  Trotter  made  special  reference  to  the  Quebec  law 
governing  the  relations  of  contractors,  architects,  sup- 
ply men,  merchants,  men  and  owners.  The  law,  said 
Mr.  Quinlan,  seemed  perfect,  but  in  actual  working 
it  was  defective  and  required  amendment  to  make  it 
workable. 


Cost  of  Operation  of  the  Central  Heating 

Plant,  University  of  Toronto 

The  following  tables  give  some  interesting  infor- 
mation regarding  the  cost  of  operation  and  the  effi- 
ciency of  the  central  heating  and  lighting  system  of 
the  University  of  Toronto.  They  are  taken  from  a 
paper  by  L.  M.  Arkley,  assistant  professor  of  mechani- 
cal engineering  at  the  university,  recently  reproduced 
in  Power.  The  tables  show  the  temperatures  reached 
in  the  different  months  of  the  winters  of  1912-13,  1913- 
14,  1914-15,  and  the  cost  of  heating  per  square  foot  of 
radiation  during-  these  years  : 

Temperatures  and  Coal  Used. 

Average  Daily  Average  Daily  Average  Daily 

Temp.,  Coal,    Temp.,  Coal,    Temp.,  Coal, 

1912-13.  1912-13,  1913-14,  1913-14.  1914-15,  1914-15, 

Deg.     Tons.    Deg.  Tons.     Deg.  Tons. 

October   50.6       17.0       51.6  14.2       52.75  13.2 

November  .  .  .     40.5       36.5       42.4  31.4       38.13  29.1 

December  ....   32.6       49.0       33.4  35.7       25.72  41.5 

January    31.3       43.8       25.5  46.0       23.62  44.5 

February   20.4       58.2       15.5  57.4       26.04  44.9 

March    33.3        42.8        30.8  37.6        29.93  38.6 

April   46.3       23.6       41.5  24.2       49.82  18.6 

May    54.3       10.1        58.5  10.1        52.15  7.0 

Data  on  the  Cost  of  Operation. 

 1912-13    1913-14  *   1914-15  

2       .      c  w  d  £  c 

8fc°         8       So  °S§ 

_       ft        •         _         a        .         _       o,   -S  ,x 

O         o  -L^  c  n  n    -  *3  c  O         O  F. 

H     GSfg.S  h  °S"2S  £  <-S>8 

Cost  of  coal               $29,429.52  17.23  $26,649.23  15.12  $25,135.64  12.80 

Cost  of  city  water.        510.62  0.30  265.90  0.15  209.00  0.11 
Repairs  and  renew- 
als                         2,393.39  1.41  3,674.89  2.08  5,354.06  2.73 

Salaries  (engineers, 

firemen,  helpers)      8.713.S1  5.12  7,992.47  4.54  7,972.25  4.05 
Electric  current  pur- 
chased                      1,100.66  0.65  1,424.24  0.81  1,329.32  0.G0 

Total  cost  of  op- 
eration ....  $42,148.00    24.71    $40,000.73    22.70    $40,000.37  20.35 

Total  sq.  ft.  radia- 
tion   170,221  176,203  196.534 

Total  current  gener- 
ated, kw.  h   395,395  351,231  390,655 

Total  water  evapor- 
ated, lb   112,329604  121,657,911  117,424,163 

Total  cost  of  coal  re- 
quired for  evapor- 
ating 1,000  1b.  of 
water  under  ob- 
served conditions, 

cents'   20.2  21.9  21.4 

Cost  of  evaporation 
per      1,000  lbs. 

steam,  cents    38  33  34 

The  increased  charge  on  repairs  and  renewals  is  accounted  for  by 
extensive  alterations  wlrich  have  ultimately  reduced  the  cost  of  operation. 
In  this  distribution  of  cost  no  charge  is  made  for  light  and  power  or  high- 
pressure  service. 


The  Hamilton  Steel  Wheel  Company  has  pur- 
chased a  site  and  will  erect  a  plant  costing  $200,000, 
for  making  steel  wheels,  which  product  was  formerly 
furnished  bv  Germany  and  the  United  States.  This 
industry  will  give  employment  to  about  200  men,  and 
will  turn  out  about  75  tons  of  steel  wheels  per  day. 
C.  W.  Sherman,  of  the  Dominion  Steel  Foundry  Com- 
pany, will  be  managing  director  of  the  new  concern. 


Mr.  John  Quinlan  presided  at  the  opening  luncheon 
of  the  season  of  the  Montreal  Builders'  Exchange  on 
Oct.  5.  The  address  was  by  Controller  J.  Villeneuve, 
who  described  at  length  the  objects  of  Bureaux  of 
Municipal  Research  now  established  in  mam  cities  on 
this  continent.  He  dealt  in  detail  with  the  local  muni- 
cipal situation,  and  suggested  that  many  needed  re- 
forms could  be  effected  by  means  of  a  Montreal  bureau. 
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Nitrogen  Recovery  from  Sewage  Sludge 

A  Paper  and  Discussion  Indicating  the  Commercial  Possibility 
of  Deriving  Fertilizer  Base  on  a  Practicable  and  Profitable  Scale 


THERE  arc  indications  that  nitrogen  can  be  re- 
covered from  sewage  sludge  on  a  commercially 
practicable  scale,  and  that,  in  the  form  of  fer- 
tilizers, profits  may  In-  expected  from  activated 
sewage  wastes.  In  a  paper  read  before  the  water, 
sewage",  and  sanitation  section  of  the  American  Chemi- 
cal Society  at  the  recent  annual  convention,  Mr.  W.  R. 
Copeland,  chemist  at  the  Milwaukee  sewage-testing 
station,  discussed  the  practicability  of  this  problem; 
Mr.  Copeland's  paper  is  reproduced  substantially  in 
full  herewith : 

The  answer  to  the  question  as  to  whether  it  is  or 
is  not  practicable  to  recover  the  nitrogen  in  sewage 
.md  sewage  sludge  will  depend  upon  three  factors: 
I  1  |  The  amount  of  nitrogen  contained;  (2)  the  cost  of 
recovering  and  disposing  of  the  nitrogen;  (3)  the  mar- 
ket value  of  the  nitrogen. 

Recovery  of  nitrogen,  from  the  standpoint  of  this 
paper,  has  t><  do  principally  with  the  nitrogen  in  sus- 
pension, because  that  is  the  portion  which  appears  in 
the  greatest  quantity  in  the  sludge.  The  total  obtained 
will  vary  both  with  the  treatment  process  used  and 
with  the  volume  contained  by  the  raw  sewage  (see 
Table  1.). 

Table  I.— Composition  of  Dry  and  10  Per  Cent.  Moisture 
Sewage  Sludge. 

(  >n  the  basis  of  Dry  Sludge. 

Source  of  sample.  Sludge  obtained      P.C  of 

from  Nitrogen 

Prankturt-am-Main    Plain  sedimentation  . . .  2.85 

Columbus,  Ohio    Septic  tank    1.40 

£sscn   I mh off  tank   1.22 

Philadelphia   Imhoff  tank    1.20 

Worcester,  Mass   Chemical  precipitation  .  2.77 


Sludge  Computed  on  Basis  of  10  Per  Cent.  Moisture. 


Brooklyn  (Williamsburg)  ... 
Columbus  testing  station  .... 
Philadelphia  testing  station  . 

Cleveland  testing  station  .... 

Gloversville  testing  station  . 

Worcester,  M.  &  E.,  Vol.  III. 
Atlanta  


1.4 

1.2 
1.0 
1.2 
1.4 


Dickson  (yeast)  process 
f  Grit-chamber  sludge  . . 
j  Plain  sedimentat'n  tank 

Plain  sedimentat'n  tank 
|  Plain  sedimentation  . .  . 

<  Septic  tank    1.3 

|  Imhoff  tank   1.2 

(  Plain  sedimentation  ...  2.3 

|  Septic  tank   2.2 

(  Plain  sedimentation  ...  2.7 

|  Septic  tank   2.7 

Imhoff  tank    1.5 


Data  given  in  the  tables  show  that  the  sludge 
which  has  been  obtained  heretofore  by  the  best-known 
processes  of  sewage  treatment  (plain  sedimentation, 
-eptic  and  Imhoff  tanks)  contained  from  1.2  to  3.0  per 
cent,  of  nitrogen.  These  figures  are  low,  and  indicate 
that  the  sludge  did  not  possess  as  much  nitrogen  as 
the  amount  contained  by  the  raw  sewage  would  lead 
us  to  expect.  This  condition  may  be  explained  by  the 
fact  that  a  large  share  of  the  colloidal  matter  carried 
by  the  sewage  ran  out  in  the  effluent  flowing  away 
from  the  tanks  and  took  nitrogen  with  it.  In  the  case 
of  chemical  precipitation  works,  the  lime  added  drove 
nitrogen  off  in  the  form  of  ammonia  and  diluted  the 
portion  remaining  by  increasing  the  amount  of  inert 


mineral  matter.  Moreover,  various  authors  state  that 
from  10  to  60  per  cent,  of  the  volume  of  the  solids  de- 
posited bv  sewage  in  the  sludge-digestion  chambers  of 
[mhoff  tanks  and  other  forms  of  septic  tanks  is  con- 
verted into  soluble  or  gaseous  form.  Much  of  the  al- 
buminoid ammonia  is  thus  changed  into  free  ammonia 
and  free  nitrogen,  which  escape  in  the  liquor  or  bubble 
out  at  the  gas  vents. 

The  Activated  Sludge  Process. 

Within  the  last  two  years,  however,  a  new  method 
of  sewage  purification  by  the  so-called  "activated- 
sludge"  process  has  been  tried  out  in  various  cities  of 
America  and  England.  One  of  the  distinctive  features 
of  this  process  is  that  the  colloidal  and  suspended  mat- 
ters of  the  sewage  are  collected  in  the  sludge.  If  this 
is  not  reaerated  or  overaerated  the  solids  are  not  lique- 
fied to  such  a  large  degree  as  they  are  in  septic  tanks, 
and  therefore  the  nitrogen  does  not  escape. 

For  example,  the  digested  sludge  accumulates  in 
Imhoff  tanks  at  a  rate  of  from  4  to  10  cubic  yards  per 
1,000,000  gallons  of  sewage  treated,  whereas  by  the  ac- 
tivated-sludge process  20  to  80  cubic  yards  or  more 
may  be  deposited  in  the  settling  tanks,  varying  widely, 
of  course,  with  the  strength  of  the  sewage  and  the 
water  content  of  the  sludge. 

The  Milwaukee  sewage-testing  station  carried  on 
a  series  of  experiments  during  the  summer  of  1915, 
where  the  city  sewage  was  treated  by  the  Imhoff  and 
activated-sludge  processes  simultaneously.  Analyses 
of  the  sewage  effluents  and  sludges  are  given  in  Table 
2 

Table  2. — Analyses  of  Milwaukee  City  Sewage  Before  and 
After  Treatment  by  Imhoff  Tank  and  by  Activated  Sludge. 

Parts  per  million. 


,  Nitrogen  as- 

Ammonia. 


'o 


o  S 
s  ^ 

.2  ""l 


3  P 


G  u 

<V  tit 


3  " 


105 


14.0 
16.2 

3.8 

13.5 
15.4 


< 

7.88 
6.10 

3.19 

8.81 
7.10 


29 
27 

6 
29 


August : 

Sewage  

fmhoff  effluent 
Activated-sludge 

effluent   14 

September: 

Sewage  300 

Imhoff  effluent  . .  116 
Activated-sludge 

effluent   8        5.7       2.22  9 

Samples  of  digested  sludge  from  the  Imhoff  tank 
and  of  the  fresh  activated  sludge  were  also  collected 
and  analyzed  in  August  and  September.  While  it  is 
not  correct  to  say  that  these  sludges  represent  all  of 
the  raw  sewage  passed  through  these  tanks  during 
August  and  September,  it  is  fair  to  assume  that  they 
are  typical  of  the  sludge  which  was  being  produced  by 
those  processes  at  that  season  of  the  year.  Therefore, 
the  analyses  of  the  sludges  are  given  in  Table  3. 


0.15 
0.19 

0.29 

0.25 
0.12 

0.24 


0.13 
0.13 

6.00 

0.14 
0.09 

5.01 
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Table  3. — Analyses  of  Samples  of  Imhoff  and  Activated 
Sludges  Obtained  from  Milwaukee  Sewage. 

Nitrogen  reported  as  NHs 
on  basis  of  sludge  dried 
Date,  1915.      Source  of  sample.      to  10  per  cent,  of  moisture. 
August: 

Imhoff  sludge   2.87 

Imhoff  sludge   .   3.82 

Activated  sludge   v   5.71 

Activated  sludge   4.97 

Activated  sludge    7.04 

September: 

Imhoff  sludge    3.88 

Activated  sludge    8.69 

Activated  sludge   •       9  00 

The  data  given  in  Table  2  show  some  interesting 
facts.  For  example,  the  Imhoff  effluent  contained  on 
an  average  more  than  100  parts  per  milllion  of  sus- 
pended matter,  whereas  the  effluent  from  the  activated- 
sludge  process  contained  only  about  10  parts  per  mil- 
lion. The  Imhoff  effluent  contained  more  free  am- 
monia than  the  raw  sewage,  whereas  the  activated- 
sludge  effluent  contained  only  one-third  as  much.  The 
Imhoff  effluent  contained  almost  as  much  albuminoid 
ammonia  as  the  raw  sewage,  whereas  the  activated- 
sludge  effluent  contained  only  about  one-third  as  much. 
The  Imhoff  effluent  contained  almost  as  much  organic 
nitrogen  as  the  raw  sewage,  whereas  the  activated 
sludge  contained  only  one-third  as  much. 

What  became  of  the  nitrogen  carried  by  the  sew- 
age? Evidently-  most  of  the  nitrogen  in  the  sewage 
treated  by  the  Imhoff  tank  passed  out  in  the  suspended 
and  colloidal  matters  carried  by  the  effluent.  The 
activated  sludge  process,  on  the  other  hand,  converted 
the  free  ammonia  into  nitrate  and  stored  up  the  undis- 
solved albuminoid  ammonia  and  organic  nitrogen,  as 
indicated  by  the  large  amount  of  nitrate  in  the  effluent 
and  high  nitrogen  content  of  the  activated  sludge.  In 
short,  analyses  of  this  material,  when  dry,  show  that 
activated  sludge  contains  from  4  to  Al/2  per  cent,  of 
nitrogen,  and  sludge  from  certain  industrial  plants  such 
as  packing  houses  may  carry  even  more. 

Recovering  the  Nitrogen. 

When  it  comes  to  recovering  this  nitrogen,  how- 
ever, we  meet  with  a  serious  difficulty,  because  as  the 
sludge  gathers  in  the  settling  tanks  it  contains  from 
98  to  99  per  cent,  of  moisture,  and  the  bulk  of  this 
water  must  be  removed  before  the  dry  material  can  be 
sold  for  fertilizer.  Several  methods  of  dewatering  the 
sludge  have  been  tried,  such  as  settling,  passing  the 
mixture  through  centrifugal  machines,  pressing  and 
drying. 

The  best  information  now  available  points  to  a 
combination  of  settling  and  decantation  as  a  prelimin- 
ary process.  By  this  means  the  water  will  be  cut  down 
from  about  99  to  96  per  cent.  On  passing  the  concen- 
trated residue  through  a  press  the  moisture  can  be  cut 
down  to  75  per  cent.  The  press  cake  can  be  dewatered 
in  a  drier  to  10  per  cent,  of  moisture  or  less. 

More  than  thirty  samples  of  activated  sludge  have 
been  dewatered  by  sedimentation,  decantation,  and 
pressing  at  Milwaukee.  It  is  an  interesting  and  not- 
able fact  that  two  different  types  of  press  can  handle 
the  settled  sludge  without  requiring  the  addition  of 
lime.  Many  experts  and  manufacturers  of  presses  have 
held  heretofore  that  sewage  sludge  could  not  be 
pressed  advantageously  without  lime  because  of  the 
gummy  or  gelatinous  nature  of  the  colloids  in  the 
sludge;  but  the  facts  remain  that  the  sludge  is  not  as 
gummy  'as  was  expected,  and  it  presses  fairly  easily 
down  to  75  per  cent,  of  moisture. 


In  order  to  try  out  the  feasibility  of  further  de- 
watering  the  sludge,  four  samples  of  the  press  cake 
were  sent  to  fertilizer  plants  and  dried  there  on  a  com- 
mercial scale.  Three  of  these  tests  were  made  in  a 
steam-jacketed  (indirect-heat)  drier  and  one  in  a  semi- 
direct  heat  drier.  In  each  case  the  tests  proved  to  be 
successful  from  three  standpoints:  (1)  The  sludge 
dried  readily  to  a  satisfactory  mechanical  condition  ; 
(2)  the  processes  did  not  require  much  power;  (3) 
little  nitrogen,  if  any,  was  driven  off  or  lost  by  drying. 
From  the  mechanical  standpoint,  therefore,  the  recov- 
ery of  nitrogen  in  sewage  sludge  is  practicable. 

Cost  of  Recovery. 

With  regard  to  the  question  of  cost,  however,  the 
situation  at  the  time  of  writing  is  not  so  clear.  The 
pieces  of  apparatus  used  for  settling  the  raw  sludge 
and  drying  the  press  cake  were  not  designed  to  handle 
activated  sludge  in  the  most  economical  manner,  but 
were  requisitioned  as  being  the  best  commercial  ap- 
paratus available  at  the  time.  By  comparing  the  be- 
havior of  activated  sludge  with  such  matters  as  pack- 
ing-house tankage  the  author  estimates  that  this 
sludge  can  be  dewatered  so  that  the  recovery  of  the 
nitrogen  in  it  will  probably  cost,  upon  present  evi- 
dence, about  $8  to  $12  per  ton  of  material  containing 
10  per  cent,  of  moisture,  depending  on  a  variety  of 
local  factors.  These  figures  are  intended  to  cover  in- 
terest charges,  depreciation,  repairs  and  renewals,  and 
a  liberal  provision  for  labor  and  fuel,  as  well  as  the 
cost  of  resettling  and  decanting  of  the  water  of  the 
original  sludges,  and  expenses  for  handling,  freighting, 
and  marketing  the  finished  product.  Obviously,  the 
total  cost  per  ton  will  be  somewhat  more  in  the  case  of 
a  small  plant  than  for  a  large  one.  For  a  very  large 
plant,  where  fuel  and  labor  arc  relatively  cheap,  it  is 
possible  that  further  experience  will  reduce  the  cost 
below  the  lower  limit  in  the  range  here  given. 

The  dried  samples  of  sludge  were  analyzed  and  the 
data  obtained  are  given  in  Table  4. 

Table  4. — Analyses  of  Commercially  Dried  Activated  Sludge 
(Basis  of  10  Per  Cent.  Moisture). 

, —  Per  cent,  of  , 

Nitrogen  as  Available 
Sample. No.    Character  of  drier.  ammonia.      phos.  acid. 

1  Semi-direct  heat    4.36  0.70 

2  Indirect  heat    4.76  0.81 

3  Indirect  heat    4.56  0.47 

4  Indirect  heat    5.06  0.39 

Average  of  4  samples   4.68  0.57 

These  analyses  may  be  supplemented  by  the  tests 
in  Table  5. 

Table  5. — Some  Additional  Analyses  of  Activated  Sludge 
Press  Cake. 

1  'er  cent,  of  nitrogen 
calculated  to  ammonia 
(basis  of  10  pei- 
Date  of  collection.  cent  moisture.) 

May    3,  1916   5.74 

June  20,  1916    4.65 

June  13,  1916    4.88 

June  14,  1916    4.92 

June  16,  1916    5.01 

The  data  obtained  at  Milwaukee,  as  cited  in  Tables 
4  and  5,  indicate  that  dry  activated  sludge  (basis  of 
10  per  cent,  moisture)  will  contain  4.6  to  5  per  cent,  of 
nitrogen  figured  as  ammonia  and  0.6  to  0.7  per  cent, 
of  available  phosphoric  acid.  In  addition  to  this  the 
Milwaukee  data  show  that  the  dry  product  contains 
about  l/i  to  l/2  per  cent,  of  potash  and  from  3  to  4  per 
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cent  of  Fatty  material.  At  present  prices  the  nitrogen 
is  worth  $3.50 per  unit  (or  percent.).  In  normal  times 
tin-  nitrogen  would  be  worth  about  .SJ  per  unit.  The 
phosphoric  acid  is  worth  about  50  cents,  and  the  pot- 
ash  ma)  be  worth  something  in  the  future,  although 

the  best  that  can  he  saiil  of  it  at  present  is  that  it  will 
assure  for  the  fertilizer  a  more  ready  sale. 

The  fat  present  in  the  Milwaukee  sludge  is  neglible. 
It  would  n.-t  pa\  to  recover  the  fat.  nor  will  the  fat 
injure  the  selling  qualities  of  the  dried  sludge. 

Value  of  the  Product. 

Summing  the  whole  situation  up,  then,  we  see  that 
the  dried  sludge  has  a  market  value  upon  present  fig- 
ure>  of  S'»  to  S15  per  ton  of  material  containing  10  per 
cent,  moisture.  The  total  cost  of  getting  this  product 
and  placing  it  on  the  market  will  probably  run  from 
<s  t0  si  J  commercially  per  dry  ton,  depending  on  local 
conditions.  For  large  plants  this  cost  ma)*  possibly  be 
reduced  as  a  result  of  further  experience. 

The  activated  sludge  containing  4  per  cent,  or  more 
of  nitrogen  is  much  nearer  a  commercial  possibility 
than  the  sludges  obtained  by  the  older  methods  of 


treatment,  such  as  chemical  precipitation,  septic  tanks, 
or  the  tmhoff  prftcess,  which  data  indicate  to  contain 
only  1  1    to  3  per  cent,  of  nitrogen. 

In  case  the  question  arises  as  to  the  possibility  of 
finding  a  market  for  the  dried  activated  sludge,  it 
should  be  added  that  raw  materials  containing  nitro- 
gen, phosphoric  acid,  and  potash  are  capable  of  being 
worked  up  readily  as  a  base  for  making  high-grade 
fertilizers,  and  as  they  are  not  very  plentiful  they  are 
in  good  demand.  Presumably,  however,  large  cities 
Mich  as  New  York  and  Chicago,  by  installing  this  acti- 
vated-sludge process,  would  produce  so  much  raw 
material  of  this  character  that  the  product  would  have 
to  be  parceled  out  among  a  number  of  manufacturers. 
It  is  even  possible  that  the  production  might  be  suffi- 
cient to  reduce  the  price. 

I  [owever,  the  dried  sludge  is  a  good  fertilizer  just 
as  it  stands,  and  contains  enough  value  to  pay  for  sale 
and  distribution  in  quite  a  large  local  market.  The 
data  given  indicate,  therefore,  that  the  recovery  of  the 
nitrogen  in  sewage  sludge  has  at  last  been  brought 
within  the  range  of  a  commercially  practicable  pro- 
blem. 


Difficulties  in  Utilizing  By-Products 


THE  following  is  a  discussion  to  the  preceding 
paper  of  Mr.  \Y.  R.  Copeland,  contributed  by 
Mr.  George  \Y.  Fuller,  consulting  engineer,  of 
New  York,  in  which  he  points  out  that  the 
greatest  difficulty  in  the  way  of  utilizing  the  by-pro- 
duct- of  sewage  sludge  and  recovering  the  nitrogen  is 
the  nroblem  of  dewatering.  He  points  out  that  there 
are  mechanical  details  vet  to  be  studied  before  the  pro- 
cess is  absolutely  practicable.  The  discussion  follows  : 
Mr.  Copeland's  conservative  statements  on  his  ob- 
servations at  Milwaukee  add  materially  to  our  practi- 
cal knowledge  on  this  subject.  With  the  advent  of  the 
activated-sludge  method  of  treatment  it  appears,  in 
Mr.  Copeland's  opinion,  that  the  handling  of  sludge  so 
a-  to  use  it  in  a  dry  form  as  a  fertilizer  has  now  come 
within  the  range  of  commercial  practicability.  But  a 
careful  perusal  of  this  paper  indicates  that  he  does  not 
entertain  such  views  concerning  the  sludge  obtained 
from  other  processes. 

Generally  speaking,  the  data  of  Mr.  Copeland  show- 
that  drv  sludge  from  the  activated-sludge  process  con- 
tains about  twice  as  much  nitrogen  as  the  sludge  from 
other  processes.  His  data  bearing  upon  this  matter 
-are  probably  more  decisive  than  those  which  have  been 
brought  together  hitherto,  and  he  explains  clearly  why 
it  is  that  activated  sludge  is  richer  in  fertilizing  pro- 
perties than  are  other  sludges. 

Activated  Sludge  Has  More  Nitrogen. 

Experience  showed  years  ago  that  plain  sedimen- 
tation removes  about  one-third  of  the  total  organic 
matter  in  ordinary  sewages  and  that  chemical  precipi- 
tation removes  about  one-half.   That  which  is  removed 
by  these  tankage  treatments  normally  appears  in  the 
accumulated  sludge.    The  balance  passes  out  of  the 
tank  with  the  effluent.  Table  2  of  Mr.  Copeland's  paper 
shows  that  with  the  activated-sludge  method  the  re- 
moval of  organic  matter  is  in  the  vicinity  of  70  per 
t-v,^  Seems  perfectly  logical  in  comparison  with 
plain  sedimentation,  owing  to  the  fact 
ited-sludge  treatment  removes  colloids 
ettling  organic  matters. 
i  this  table  further  indicate  that  the  Mil- 


waukee Imhoff  tanks,  with  their  relatively  short  period 
of  sedimentation,  removed  less  organic  matter  by  de- 
position than  does  plain  sedimentation  in  larger  tanks, 
as  tested  in  earlier  years. 

When  we  consider  the  nitrogen  content  of  Imhoff 
tank  sludge — and  the  same  would  be  roughly  true  for 
sludge  of  single-story  septic  tanks — it  is  necessary  to, 
recognize  clearly,  as  pointed  out  by  Mr.  Copeland,  that 
there  is  a  material  reduction  in  organic  matter,  due  to 
the  liquefaction  and  ultimate  gasification  of  organic 
matters  in  a  form  permitting  their  direct  release  into 
the  atmosphere.  Obviously,  septicization  must  mean 
a  loss  of  the  nitrogen  content  and  hence  of  the  fertiliz- 
ing value  of  sludge. 

On  the  other,  hand,  activated  sludge,  reinforced 
with  the  nitrogen  content  of  colloidal  and  nonsettling 
matters,  is  not  only  spared  the  loss  of  nitrogen  but  is 
actually  able  to  show  a  substantial  gain  in  nitrogen  as 
a  result  of  containing-  some  of  the  more  or  less  oxidized 
nitrogen.  The  removal  of  free  ammonia,  as  shown  in 
Table  2,  is  quite  striking.  Part  of  it  doubtless  passes 
to  nitrates,  but  it  would  be  interesting  to  know  what 
proportion  of  it  becomes  available  for  fertilizing  pur- 
poses by  adherence  to  the  solid  sludge  as' dried. 

Nitrogen  Contents. 

Figured  on  a  commercially  dry  basis  (10  per  cent, 
moisture),  Mr.  Copeland's  average  figures  show  a 
nitrogen  content  which  is  compared  with  some  other 
data  from  activated-sludge  tests,  as  follows: 

Per  cent. 
Nitrogen. 


Milwaukee  data  (Copeland)    4.40 

Manchester,  England  (Ardern)    4.60 

Salford,  England  (Melling)  

Urbana,  111.  (Bartow)    3.5-6.4 

Armour  &  Co.  (Noble)    4.6 

English  range  (Fowler)    4.0-6.0 


Attention  is  called  to  the  fact  that  all  of  the  fore- 
going figures  are  expressed  in  terms  of  nitrogen  and 
not  of  ammonia,  as  seems  to  be  the  custom  in  speaking 
of  the  composition  of  tankage  from  garbage  works. 
Nitrogen  is  only  82  per  cent,  of  the  ammonia  content. 
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and  care  must  be  taken  in  dealing  with  the  analysis. 
Mention  should  also  be  made  of  the  fact  that  many 
published  analyses  refer  to  absolutely  dry  sludge, 
whereas  most  of  the  data  recently  refer  to  commer- 
cially dry  sludge  with  10  per  cent,  of  moisture. 

From  a  commercial  standpoint  it  is  highly  import- 
ant to  know  whether  the  analyzed  samples  of  sludge 
are  representative  or  not  of  the  annual  output  of  the 
plant.  Where  sewage  from  a  separate  system  of  sew- 
ers is  treated,  this  is  not  so  vital  a  matter  as  in  the 
instance  of  the  sewage  from  combined  sewers,  where 
the  amount  of  mineral  detritus  is  bound  to  vary  mater- 
ially. Obviously,  mineral  matter  dilutes  the  organic 
sludge  with  inert  material  which,  pound  for  pound, 
costs  as  much  to  dry  and  prepare  for  the  fertilizer  trade 
as  in  the  case  of  organic  matter  free  of  street  wash  and 
industrial  wastes. 

A  good  deal  has  been  written,  particularly  in  Eng- 
land, as  to  the  availability  of  the  nitrogen  content  as  a 
plant  food.  It  is  not  the  intent  to  discuss  that  phase 
here,  but  it  would  appear  that  the  activated-sludge 
method  in  this  respect  does  not  suffer  by  comparison 
with  the  sludge  from  other  methods. 

The  availability  of  the  nitrogen  is  discussed  at  some 
length  in  a  paper  by  Dr.  E.  H.  Tripp,  describing  the 
1  )ickson  process  of  sludge  treatment  as  practised  at 
Dublin,  Ireland,  and  printed  in  the  Journal  of  the  So- 
ciety of  Chemical  Industry,  May  31,  1915.  In  Dr. 
Tripp's  article  the  nitrogen  in  the  dry  Dublin  sludge  is 
given  as  2.51  and  2.26  per  cent,  in  the  two  analyses  pub- 
lished. It  is  interesting  to  note  that  the  Dublin  sludge 
is  not  nearly  so  rich  in  nitrogen  as  that  obtained  with- 
out the  activated-sludge  method. 

Difficulty  of  Dewatering. 

Tt  is  an  altogether  different  matter  to  dewater  acti- 
vated sludge  obtained  from  a  settling  tank  in  a  floccu- 
lent  condition  and  mixed  with  99  per  cent,  of  water 
from  what  is  the  case  with  Imhoff  sludge  containing  87 
per  cent,  of  water  and  mixed  with  gas,  so  distributed  as 
to  cause  practically  all  of  the  solid  matters  to  rise  and 
allow  the  withdrawal  of  subnatant  water. 

Clearly  the  first  step  is  to  resettle  and  remove  by 
decantation  as  much  surface  water  as  practicable,  as 
described  by  Mr.  Copeland.  This,  he  says,  at  Milwau- 
kee allows  them  to  get  sludge  of  about  96  per  cent, 
water  content.  To  carry  this  resettling  too  far  seems 
to  be  impracticable,  owing,  among  other  things,  to  the 
fact  that  the  activated  sludge,  after  settling  and 
during  storage,  seems  to  undergo  putrefaction  within  a 
period  of  24  hours  or  less.  Further  aeration  for  four  or 
five  days  would  make  this  settled  sludge  nonputres- 
cible,  but  this  treatment  results  in  the  consumption  of 
a  substantial  portion  of  the  available  nitrogen. 

The  real  problem  is  to  dewater  this  resettled  pro- 
duct. The  speaker  has  given  a  good  deal  of  attention 
to  this  matter  recently,  and  offers  comments  concern- 
ing the  two  latter  stages  of  dewatering,  as  follows: 

Mr.  Copeland  describes  the  use  of  Worthington 
presses  for  reducing  the  water  content  from  about  96  to 
77  per  cent.  Based  on  general  experience,  it  will  cost 
for  a  fairly  si/able  plant  about  $3  per  ton  of  absolutely 
dry  solids  for  pressing.  For  commercially  dry  sltrdge 
with  10  per  cent,  moisture  this  figure  would  be  about 
$2.70  per  ton.  This  makes  no  allowances  for  interest, 
depreciation,  or  overhead  charges. 

The  Dickson  Yeast-Fermentation  Process. 

The  Dickson  yeast-fermentation  process  might  al 
low  this  result  to  be  accomplished  at  a  much  lower 
figure,  although  I  am  not  prepared  to  give  any  cost 
data  at  present.    Within  the  past  few  months  I  have 
had  opportunity  to  investigate,  in  behalf  of  New  York 


bankers,  a  test  plant  built  in  Brooklyn  under  the  east- 
ern end  of  the  Williamsburg  bridge  for  treating  about 
500,000  gallons  of  sewage  per  24  hours,  according  to 
the  Dickson  process,  which  was  originally  installed  at 
Dublin,  Ireland.  The  sew  age  is  subjected  to  plain  sedi- 
mentation in  hopper-bottom  tanks,  from  which  the 
sludge  is  removed  at  intervals  and  a  portion  of  the 
water  removed  by  further  sedimentation.  This  sludge, 
with  92  to  96  per  cent,  of  water,  is  mixed  with  about 
Yz  per  cent,  of  brewers'  yeast  and  allowed  to  ferment 
for  about  24  hours  in  long,  narrow,  roundbottom, 
sloping  tanks,  which  are  jacketed  and  kept  heated  to 
about  90  degrees  Fahrenheit.  Anaerobic  bacteria  de- 
compose the  yeast  cells  and  cause  the  sludge  to  be- 
come so  mixed  with  entrained  gases  that  the  solid  mat- 
ters rise  to  the  top  in  a  manner  similar  to  that  noted 
with  Imhoff  tank  sludge,  and  a  fairly  clear  subnatant 
water  is  removed  through  a  perforated  pipe  at  the 
bottom  of  the  tank.  The  water  content  of  the  remain- 
ing sludge  averaged  about  80  per  cent.,  according  to 
analyses  made  by  Hill  and  Ferguson,  but  some  sam- 
ples showed  75  per  cent.,  which,  with  improved  de- 
vices, could  probably  be  obtained  regularly. 

No  activated  sludge  has  been  treated  at  this  plant, 
which  has  been  shut  down  for  several  weeks  pending 
changes.  It  is  proposed  to  treat  activated  sludge  as 
soon  as  material  is  obtained  from  the  Brooklyn  testing 
station.  So  far  as  known,  there  appears  to  be  no  rea- 
son why  activated  sludge  cannot  be  dewatered  by  the 
yeast-fermentation  process  in  a  manner  similar  to  that 
experienced  with  the  sludge  of  plain  sedimentation 
tanks,  as  is  being  installed  on  a  large  scale  by  Mr. 
Watson  at  Birmingham,  England. 

Sludge  Dryers. 

Mr.  Copeland  refers  to  both  indirect-steam  driers 
and  direct-heat  driers,  with  results  which  promise  prac- 
tical success  for  reducing  the  water  content  from  about 
75  to  10  per  cent.  Much  weight  should  be  attached  to 
the  fact  that  success  has  attended  the  drying  of  wet 
products  in  other  industries,  such  as  garbage  tankage 
and  refuse  from  stock  yards,  packing  plants,  etc.  To 
drive  off  4  to  6  pounds  of  water  with  1  pound  of  coal 
seems  to  be  attainable  with  the  devices  now  on  the 
market.  Some  manufacturer  seem  willing  to  guaran- 
tee a  removal  of  10  pounds  of  water  for  1  pound  of 
coal.  A  test  guarantee  of  8  pounds  evaporation  seems 
reasonable,  according  to  the  conclusions  arrived  at  in 
the  office  of  the  speaker,  but  in  practice  it  would  pro- 
bably be  wise  to  make  some  allowance  for  waste  heat, 
which  is  characteristic  of  all  plants  of  this  general 
character. 

Whether  or  not  it  would  be  worth  while  to  use  an 
indirect  steam  drier  for  removing  a  portion  of  the 
water  and  then  finish  the  drying  in  a  direct-heat  type 
of  machine  is  a  point  perhaps  worthy  of  discussion, 
and  upon  which  the  speaker  has  reached  no  final  con- 
,  elusion. 

The  drier  of  the  Dublin  type,  as  operated  at  the 
Willliamsburg  test  plant,  did  not  prove  very  satisfac- 
tory in  several  respects.  One  of  the  principal  difficul- 
ties was  that  the  sludge  contained  more  or  less  fibrous 
material,  which  Formed  lumps  or  balls  which  were  not 
crushed  by  the  stirring  arrangements  in  this  drier,  with 
the  result  that  they  passed  out  through  the  outlet  into 
the  disintegrator.  The  water  was  not  removed  from 
the  interior  of  these  lumps  as  they  left  the  drier,  but 
were  fairly  well  dried  in  the  disintegrator.  In  the  effort 
to  dry  out  these  lumps  there  were  occasions  when  the 
.sludge  caught  on  lire,  so  that  it  would  burn,  and  have 
its  fertilizing  value  lessened  if  the  fires  were  put  out 
with  water,  which,  of  course,  increases  the  amount  of 
coal  used  for  dewatering. 


I' 111-'.    CONTRACT    RKCOR1)  October  25,  1916 


Two  of  the  World's  Largest  Dams 

The  Elephant  Butte  Dam,  Recently  Dedicated,  Stores  862  Billion  Gallons 
of    Water  —  The    Calaveras    Dam    is    the    Largest    Earthfill  Structure 


ON  October  14  the  great  Elephant  Butte  Dam 
at  El  Paso,  Texas,  was  formally  dedicated, 
although  it  lias  been  completed  since  last 
May.  This  dam  was  built  by  tbe  United 
States  Reclamation  Service,  and  measured  by  tbe  water 
it  impounds,  it  is  one  of  the  largest  in  America,  being 
second  only  to  the  famous  Gatun  dam  at  Panama. 
\hont  860,000,000,000  gallons  are  stored  up  to  provide 
irrigation  water  in  the  Rio  Grande  Valley.  The  struc- 
ture is  so  massive  and  pre-eminent  that  the  following 
information,  for  which  we  are  indebted  to  the  "Engi- 
neer." is  of  interest : 

The  Reclamation  Service  of  the  United  States  has 
recently  finished  the  dam  of  its  great  water  storage 
project  at  Klephant  Butte  in  New  Mexico.  The  task 
has  engaged  the  engineers  since  1908,  when  tentative 
plans  were  drawn  up  and  money  appropriated  for  the 
undertaking.  Actual  construction  work,  however,  was 
not  begun  until  1911,  but  since  then  it  has  been  pushed 
on  steadily  and  the  dam  was  actually  ready  for  the 
impounding  of  water  upon  May  13th  last.  A  great  deal 
of  preliminary  work  was  necessary  before  the  rearing 
of  the  dam  itself  could  be  begun,  and  these  conditions 
have  mainly  controlled  the  time  taken  to  bring  the 
project  to  consummation.  Two  thousand  men  have  at 
times  been  employed. 

Provides  for  Storage  of  Flood  Waters 

The  irrigation  plan  of  the  Rio  Grande  undertaking 
is  to  provide  the  storage  of  flood  waters  in  the  reser- 
voir controlled  by  Elephant  Butte  Dam,  which  is 
about  twelve  miles  west  of  Engle,  New  Mexico.  The 


A  view  of  the  dam  at  Elephant  Butte.    It  impounds  860,000,000,000  gals, 
of  water  for  irrigation  purposes. 

waters  of  the  Rio  Grande  are  diverted  from  that  river 
about  six  miles  below  the  storage  dam  in  order  to 
irrigate  the  lands  in  Las  Palomas  Valley;  about  24 
miles  below,  for  watering  lands  in  Rincon  Valley; 
about  60  miles  below  for  the  irrigation  of  28,000  acres 
in  the  upper  Mesilla  Valley;  about  80  miles  below  for 
the  irrigation  of  57,000  acres  in  the  lower  Mesilla  Val- 
ley:  and  about  120  miles  below  for  supplying  water  to 
lands  in  El  Paso  Valley  on  the  Mexican  side  of  the 
Rio  Grande.    There  is  a  diversion  dam  at  Leasburg 


in  the  upper  Mesilla  Valley  and  another  diversion  dam 
at  Mesilla  in  the  lower  Mesilla  Valley,  which,  of  course, 
are  subordinated  to  the  great  master  dam  at  Elephant 
Butte.  The  Counties  of  Socorro,  Sierra,  and  Dona  Ana 
in  New  Mexico  and  El  Paso  in  Texas  are  the  direct 
beneficiaries,  and  a  total  of  185,000  acres  of  land  will 
in  all  be  brought  under  irrigation. 

The  irrigable  area  has  a  general  elevation  of  3,700 
feet  above  sea  level,  the  climate  is  mild,  and  the  tem- 
perature fairly  equable  during  the  twelve  months.  The 
annual  rainfall  is  normally  in  the  neighborhood  of  10 
inches.  The  soils  are  of  sandy  loam  and  fertile  alluvi- 
um, and  when  properly  watered  are  capable  of  produc- 
ing very  generous  crops  of  alfalfa,  wheat,  corn,  fruits, 
melons,  and  vegetables.  The  raising  of  stock  and  the 
prosecution  of  dairying  are  profitable.  The  region 
offers  an  attractive  opportunity  to  the  industrious  hus- 
bandman. The  lake  formed  by  blocking  a  canyon  of 
the  Rio  Grande  at  Elephant  Butte  has  a  maximum 
length  of  45  miles  and  a  shore-line  of  something  over 
200  miles.  The  maximum  depth  of  water  near  the 
dam  is  193  feet,  and  the  average  depth  is  66  feet.  When 
full,  the  area  of  the  water  surface  will  be  42,000  acres. 
By  means  of  the  dam  the  torrential  floods  of  the  erratic 
Rio  Grande  will  be  controlled,  and  the  waters  im- 
pounded so  that  they  can  be  fed  deliberately  over 
the  entire  year  to  the  lands  under  cultivation.  The 
storage  capacity  amounts  to  862,200,000,000  gallons,  or 
2,642,292  acre-feet.  In  other  words,  if  the  water  were 
spread  out  one  foot  deep  it  would  cover  an  area  of 
over  4,120  square  miles. 

Difficulties  of  Transportation 

The  town  site  of  Elephant  Butte  is  situated  4.220 
feet  above  sea  level,  and  it  is  above  this  that  Elephant 
Butte,  an  extinct  volcano,  rises  as  a  conspicuous  land- 
mark. One  of  the  difficulties  encountered  in  pushing 
the  project  to  completion  was  that  of  transportation. 
It  was  necessary  to  tap  the  Atchison,  Topeka  and  Santa 
Fe  Railroad  nearly  13  miles  away,  and  to  build  a  branch 
line  having  a  maximum  gradient  of  3.7  per  cent,  or  1 
in  27.  Of  this  line  9.15  miles  were  operated  by  the  rail- 
road company  and  3.67  miles  were  run  by  the  Govern- 
ment. The  federal  authorities,  however,  did  all  the 
grading  and  track  laying,  but  the  Atchison,  Topeka 
and  Santa  Fe  Railroad  furnished  the  material  for  the 
mileage  operated  by  it.  The  Government  portion  of 
the  route  contained  two  trestle  bridges,  that  at  Ash 
Canyon,  440  feet  long  and  80  feet  high,  and  that  at 
Spring  Canyon,  368  feet  long  and  59  feet  high.  By 
means  of  this  line  the  Government  was  able  to  save 
in  freight  charges  alone  a  matter  of  quite  $130,000. 
The  rolling  stock  consisted  of  four  16-ton  Davenport 
locomotives,  seventeen  60,000  lb.  flat  cars,  forty  6-cubic 
yard  dump  cars,  one  derrick  car,  one  motor  car,  and 
four  push  cars.  The  train  service  was  maintained 
three  days  a  week. 

Judged  by  height  alone,  the  Elephant  Butte  Dam 
is  not  so  imposing  as  two  of  the  earlier  dams  built 
by  the  United  States  Reclamation  Service,  but  in  its 
massiveness  and  in  the  capacity  of  its  reservoir  it  is 
pre-eminent  in  America.    The  main  structure  is  of 
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cyclopcan  concrete  with  up  and  down-stream  faces  cast 
against  forms.  The  batter  of  the  up-stream  face  is  as 
1  :16.  Expansion  joints  are  placed  at  every  100  feet 
np  to  the  elevation  of  4,314  feet  above  sea  level,  and 
then  every  50  feet  up  to  the  top.  These  expansion 
joints  are  of  the  tongue-and-groove  type.  The  founda- 
tions were  grouted  40  feet  below  the  bottom  of  the 
dam  by  means  of  drilled  holes  spaced  10  feet  apart  from 
centre  to  centre.  Drainage  holes  8  in.,  10  in.,  and  12 
in.  in  diameter  have  been  provided  the  full  length  of 


Plan  of  Elephant  Butte  Dam,  showing  cofferdams  and  flume 
for  diverting  the  river  during  construction. 

the  dam  and  spaced  8  feet  apart,  from  centre  to  centre, 
in  two  lines.  The  main  structure,  including  spillways, 
has  a  length  of  1,674  feet  at  the  top,  and  at  that  point 
is  203.5  feet  above  the  original  river  level.  The  maxi- 
mum elevation  from  the  deepest  excavation  to  the  top 
of  the  parapet  wall  is  318  feet.    The  maximum  width 


then  laid  across  the  river  above  and  below  the  founda- 
tion site,  and  the  work  of  excavation  was  carried  on 
day  and  night  until  a  maximum  depth  of  100  feet  was 
reached  below  the  river  channel.  Because  of  seepage 
it  was  needful  to  keep  pumps  of  high  capacity  going 
steadily  until  the  base  of  the  dam  was  well  above  the 
flood  point  of  the  dangerous  Rio  Grande.  The  prelim- 
inary work  required  as  much  time  as  the  building  of 
the  dam  itself.  Power  for  the  work  was  supplied  by 
three  Curtis  horizontal  steam  turbo-generators  of  500 
kilowatt-ampere  capacity  and  two  turbine-driven  ex- 
citers of  .15  kilowatt  capacity.  There  were  three  cir- 
culating pumps  with  reciprocating  engines  and  con- 
densers, three  reciprocating  air  pumps,  and  two  duplex 
boiler  feed  pumps.  Steam  was  supplied  by  four  ver- 
tical water-tube  boilers  of  250  horse-power  capacity 
each.  All  the  water  used  had  to  be  treated  by  a  soft- 
ening system,  while  stoking  and  the  handling  of  ashes 
and  coal  were  done  mechanically.  There  were  two 
complete  air  compressor  units — each  of  a  capacity  of 
600  cubic  feet  of  free  air  a  minute  at  a  pressure  of  100 
lbs.  These  were  driven  by  100  horse-power  motors. 
For  carrying  out  the  work  of  building  the  dam  a  cable- 
way  system  composed  of  three  cables  of  15  tons  capa- 
city each  was  employed.  The  cableway  had  a  span  of 
1,400  feet.  The  crushing  of  stone  and  the  mixing  and 
handling  of  the  concrete  and  other  materials  was  ef- 
fected by  means  of  electricity. 

The  Outlets 

Water  is  drawn  off  from  the  reservoir  by  means 
of  outlets  built  into  the  dam  at  three  different  levels. 
The  upper  irrigation  pipes  are  the  highest,  at  an  eleva- 
tion of  4,332  feet  above  sea  level.  The  lower  irriga- 
tion pipes  are  at  an  elevation  of  4,269  feet,  and  the 
penstock  intakes  are  at  an  elevation  of  4231.67  feet. 
The  sluicing  tunnels  are  only  a  few  feet  above  the  river 
bed,  which  has  an  elevation  of  4,214  feet  above  the 
sea.  The  sluice  and  penstock  gates  have  a  number 
of  interesting  features,  and  a  good  deal  of  careful  de-' 
signing  was  called  for  in  planning  the  balanced  valves 
for  the  service  conduits.  Taken  all  in  all  the  Elephant 
Butte  Dam  is  unquestionably  a  notable  engineering- 
achievement,  and  when  everything  is  considered  the 
total  outlay  of  $5,000,000  is  a  moderate  price  to  have 
been  paid  for  the  project.    Potentially,  benefits  worth 
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at  the  base  is  235  feet,  and  the  roadway  on  top  of 
the  parapet  has  a  width  of  16  feet.  There  are  610,000 
cubic  yards  of  masonry  in  the  dam,  and  the  estimated 
weight  of  the  mass  is  1,000,000  tons. 

Constructing  the  Foundation 

It  was  necessary  to  divert  the  river  through  a  by- 
pass before  work  on  the  foundation  could  be  started. 
This  called  for  a  flume  of  concrete  1,200  feet  long,  50 
feet  wide  and  16  feet  deep.    Temporary  dams  were 


many  times  this  sum  should  be  reaped.  Not  only  will 
the  sudden  torrential  floods  of  the  Rio  Grande  be  held 
in  check  and  the  waters  distributed  when  and  where 
they  will  do  the  most  good,  but  the  ravages  of  this 
erratic  river  will  be  reduced  to  a  minimum  through- 
out the  range  of  a  wide  area  and  a  long  distance. 

One  of  the  illustrations  reproduced  herewith  shows 
the  completed  dam.  There  is  a  spillway  on  the  left 
not  shown,  which  is  300  feet  across  and  is  designed 
to  pass  45,000  cubic  feet  per  second. 
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The  Calaveras  Dam 


THE  highest  earth-fill  structure  yet  undertaken 
is  the  Calaveras  Dam,  being  built  to  augment 
San  Francisco's  water  supply.  When  com- 
plete it  will  involve  over  3,000,000  cubic  yards 
ol  earth  till,  nearly  all  of  which  is  being  placed  by 
hydraulic  methods.  Up  to  date  about  one-third  of 
this  has  been  laid.  'The  following  information  regard- 
ing the  design  and  constructional  details  of  this  work 
i-  h\  ti.  A.  Klliott.  in  Kngineering  Record. 

The  Calaveras  dam.  the  construction  of  which  was 
begun  in  1913,  is  located  about  45  miles  southeast  of 
San  Francisco  and  has  a  direct  tributary  drainage  area 
of  100  square  miles,  which  will  he  increased  to  138 
square  miles  by  the  construction  of  a  tunnel  9,000  feet 
long.  It  will  have  a  capacity  of  162,700  acre-feet  and 
will  insure  a  daily  supply  of  57,000,000  gallons,  more 
than  doubling  the  present  supply. 

'The  Calaveras  dam  is  the  highest  earth-fill  struc- 
ture vet  undertaken,  and  in  volume  is  second  only  to 
the  Gatun  dam.  The  height  above  bedrock  at  the 
centre  is  240  feet,  the  crest  length  1,300  feet,  and  the 
base  w  idth  1.300  feet.  The  upstream  face  slope  is  3:1 
and  the  downstream  2]/,:\.  It  will  contain  3,084,700 
cubic  yards,  of  which  1.300,000  cubic  yards  are  now  in 
place..  To  prevent  seepage  under  or  around  the  struc- 
ture, a  trench  25  feet  wide  and  8  feet  deep  has  been 
cut  in  the  bedrock  under  the  crest  line.  On  the  west 
side,  due  to  the  presence  of  seamy  rock  in  the  abut- 
ment, this  trench  has  been  carried  50  feet  below  the 
ground  surface. 

The  reservoir  outlet  consists  of  a  concrete  culvert 
1,300  feet  long  with  an  area  of  234  square  feet,  follow- 
ing the  original  stream  channel  beneath  the  dam.  A 
reinforced-concrete  tower,  225  feet  high,  located  at  the 
up-stream  end  of  the  culvert,  provides  an  outlet  for 
the  reservoir.  The  tower  was  designed  to  withstand 
a  possible  earthquake  shock  having  an  acceleration  of 
6  feet  per  second  . 

Designed  to  Resist  Earthquake  Shocks 

The  type  of  dam  was  decided  upon  after  a  thorough 
investigation  of  the  foundation  conditions  and  with 


economy  of  the  method  as  compared  to  the  ordinary 
dry  fill,  and  also  for  the  great  advantage  to  be  derived 
from  the  automatic  selection  of  the  material,  which  by 
this  method  is  deposited  in  successive  stages  of  quality 
ranging  from  the  extremely  coarse  fill  on  the  outer 
slopes  to  the  fine  clay  in  the  core.  Test  pits  indicated 
that  workable  material  was  available. 

W  ork  was  started  in  May,  1913,  and  during  that 
year  the  culvert  was  completed.  Surface  soil  and 
gravel  w  ere  removed  to  a  depth  of  30  feet  for  a  dis- 
tance of  65  feet  on  either  side  of  the  core  trench,  ex- 
posing the  bedrock.  The  material  removed  in  this  way 
was  used  to  build  dikes  along  the  toes  of  the  dam 
to  retain  the  sluiced  fill.  Early  in  1914  the  hydraulic 
fill  was  begun  and  has  been  carried  on  continuously 
to  the  present  time. 

Methods  of  Sluicing 

Practically  all  of  the  hydraulic  fill  in  the  dam  has 
been  pumped.  The  location  of  only  one  of  the  eight 
borrowpits  used  was  at  an  elevation  sufficient  to  deliver 
the  material  by  gravity.  The  distance  of  transporta- 
tion has  varied  from  1,000  to  4,500  feet.  The  equip- 
ment used  in  the  work  consists  of  motor-driven  cen- 
trifugal pumps. 

At  the  present  time  two  sluicing  units  are  used. 
A  three-stage  8-sec-ft.  centrifugal  pump,  direct-con- 
nected to  a  500-h.p.,  2200-volt  induction  motor  running 
at  600  r.p.m.  is  mounted  on  a  barge  in  the  reservoir 
above  the  partly  completed  dam.  The  water  is  pumped 
through  12-inch  slip-joint  steel  pipes,  and  is  delivered 
at  the  pit  with  a  nozzle  pressure  of  75  pounds.  Hendy 
giants  with  discharge  tips  varying  from  2T/>  to  4  ins.  in 
diameter,  are  used  on  the  end  of  the  line.  The  size  of 
the  discharge  tips  varies  with  the  material,  depending 
upon  the  cutting  force  necessary  to  bring  down  the 
banks. 

The  second  station  is  located  in  the  canon  below 
the  dam  and  receives  its  supply  through  a  suction  pipe 
laid  through  the  outlet  culvert.  This  installation  con- 
sists of  two  units,  one  with  a  capacity  of  8  sec.-ft. 
against  a  400-ft.  head  and  one  of  4  sec.-ft.  against  a 
550-ft.  head.  The  water  from  the  smaller  pump  is 
delivered  with  a  75Tb.  head  and  is  used  to  cut  the 
banks.  Water  from  the  second  unit  is  delivered  at 
the  pit  without  head  and  simply  gives  a  volume  suffi- 
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A  section  through  the  Calaveras  Dam,  showing  the  extent  of  the  earth  fill  at  the  present  time. 


due  respect  to  the  possibility  of  earthquake  effect. 
Materials  were  available  for  either  a  concrete  or  an 
earth  dam.  The  fault  line  of  the  earthquake  of  1906 
passed  directly  through  the  San  Adreas  and  Upper 
Crystal  Springs  earth  dams,  and  although  the  move- 
ment was  sufficient  to  change  the  position  of  nearby 
fences  more  than  six  feet,  the  structures  were  not  af- 
fected in  any  way.  In  view  of  this  experience,  it  was 
decided  that  an  earth  structure  built  on  liberal  lines 
would  not  offer  the  rigid  resistance  to  seismological 
disturbance  that  would  be  met  in  a  masonry  dam. 
The  hvdraulic  fill  was  selected  on  account  of  the 


cient  to  carry  the  material  to  the  dam.  By  dividing 
the  pumping  head  in  this  way  a  considerable  saving 
was  effected  in  the  power  cost. 

The  jets  are  directed  against  the  toe  of  the  borrow- 
pit  bank,  which  is  undermined,  causing  it  to  cave  in. 
This  results  in  the  spoil  being  broken  up  and  allows 
the  water  to  carry  it  away.  The  soil-laden  water 
flows  to  the  lowest  point  in  the  pit,  passing  through 
a  grizzly  or  screening  device  made  of  vertical  2-inch 
pipe  set  4  inches  apart.  Rocks  more  than  4  inches  in 
diameter  are  screened  out  and  passed  through  a 
crusher  set  just  below  the  grizzly.    From  this  point 
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the  material  is  pumped  by  a  12-inch  mud  pump  driven 
by  a  300  h.p.  motor  through  a  14-inch  slip-joint  steel 
pipe  to  the  toe  of  the  dam. 

Controlling  the  Discharge 

The  pipes  discharge  their  contents  on  the  outer 
edges  of  the  toes.  The  flow  is  directed  toward  the 
centre  of  the  dam  by  the  work  of  one  man,  who  by  the 
use  of  boards  so  controls  the  discharge  from  the  pipe 
line  as  to  build  up  small  dikes  along  the  edge  of  the 
toes.  The  coarser  fill  remains  near  the  point  of  dis- 
charge, the  remaining  burden  of  the  water  being  de- 
posited automatically  as  the  velocity  of  the  stream  de- 
creases, until  the  pond  is  reached.  Here  the  fine  clay 
is  settled  in  comparatively  still  water.  The  point  of 
discharge  is  changed  along  the  toes  by  the  removal  of 
successive  pipe  lengths,  to  maintain  uniform  relation 
between  the  widths  of  the  dry  banks  and  pond.  Pipes 
are  removed  from  the  end  of  the  discharge  line  with- 
out interruption  to  the  pumps,  so  that  a  delivery  run 
across  the  toe  is  always  begun  from  the  end  furthest 
from  the  pit. 

The  mud  pumps  will  operate  against  a  head  of  80 
feet.  When  the  head  exceeds  80  feet  a  booster  of  equal 
capacity  is  cut  into  the  line.  The  head  on  the  mud 
pumps  depends  largely  on  the  character  of  the  soil. 
With  an  excess  of  clay  the  friction  is  comparatively 
low,  and  the  power  required  is  a  minimum.  An  ex- 
ample of  this  fact  may  be  had  with  the  present  ar- 
rangement at  Calaveras.  In  order  to  reduce  inter- 
ruptions to  a  minimum,  duplicate  units  have  been  in- 
stalled, so  that  should  work  be  discontinued  for  any 
reason  the  crew  can  be  immediately  moved  to  another 
location.  Two  pits  at  the  same  elevation  and  the 
same  distance  from  the  dam  are  used  alternately. 
One  of  these  pits  is  composed  of  about  65  per  cent, 
clay  and  35  per  cent,  shale  rock.  In  the  other  these 
percentages  are  reversed.  When  using  the  first  pit 
one  pump  is  sufficient.  If  the  second  pit  is  used,  a 
booster  has  to  be  cut  in  and  the  power  is  doubled. 

Wear  on  Pumps 

One  of  the  problems  encountered  in  the  work  was 
to  reduce  the  wear  on  pumps  and  pipes.  The  velocity 
of  the  water  and  the  character  of  material  which  it 
carries  are  the  factors  that  affect  the  life  of  the  car- 
riers. Although  a  high  velocity  is  desirable  to  secure 
the  maximum  carrying  power  of  the  water,  it  was 
found  that  the  minimum  velocity  in  the  pipe  lines 
which  would  keep  the  material  in  suspension  caused 
the  least  wear  on  the  pipes,  and  although  the  output 
was  decreased  the  resulting  unit  cost  was  lower.  With 
the  installation  described  this  critical  velocity  was  12 
feet  per  second.  On  an  average  the  water  carries  8 
per  cent,  of  its  volume  of  material. 

All  the  wear  takes  place  on  the  bottom  third  of  the 
pipe  circumference.  This  feature  is  so  pronounced  that 
the  coating(on  the  interior  of  the  line  is  not  disturbed 
on  the  top  two-thirds  of  the  circumference  even  when 
the  plate  at  the  bottom  is  w  orn  through,  High-carbon 
steel  pipes  arc  now  being  tried,  and  the  result  has 
justified  the  slight  increase  in  initial  cost.  The  pipes 
are  turned  twice  during  their  life,  allowing  full  use 
to  be  made  of  the  metal. 

The  runners  or  impellers  in  the  pumps  are  subject 
to  excessive  wear.  A  worn-out  runner  means  an  idle 
crew  for  half  a  shift  while  it  is  being  replaced.  Three 
kinds  of  material  have  been  used — cast  iron,  cast  steel 
and  manganese  steel.  Manganese-steel  runners  cost 
about  six  times  as  much  as  cast  iron  ;  hut  the  cost  pet- 
cubic  yard  was  cut  almost  in  two  by  the  use  of  the 


former.  In  some  cases  it  was  found  that  the  man- 
ganese-steel runners  wore  unevenly,  becoming  unbal- 
anced and  creating  excessive  vibration  of  the  pump. 

The  yardage  handled  through  the  life  of  a  runner 
varies  with  the  character  of  the  material  pumped. 
It  has  \  aried  from  30,000  with  sand  and  gravel  to  200,- 
000  with  excessive  clay  and  soft  shale  rock. 

During  the  first  year  of  sluicing  the  excess  water 
in  the  pond  was  allowed  to  flow  out  through  a  vertical 
pipe  in  the  centre  leading  to  the  culvert.  To  give  this 
pipe  stability  a  double  line  was  used,  consisting  of  a 
16-inch  pipe  set  inside  of  an  18-inch  pipe,  the  space 
between  the  two  being  filled  with  cement  grout.  It 
Avas  found  that  as  the  length  of  this  pipe  increased  it 
was  susceptible  to  the  movement  of  the  clay  core, 
and  this  scheme  was  abandoned  and  the  pipe  filled 
with  concrete. 

Running  Water  From  the  Pond 

Two  trenches  4  feet  wide  were  cut  through  opposite 
ends  of  the  up-stream  toe  and  bottomless  flumes  con- 
structed of  1-inch  boards  with  4  x  6-inch  posts  and 
2  x  4-inch  spreaders.  Excess  water  from  the  pond  is 
allowed  to  flow  out  through  the  box  which  is  farthest 
from  the  point  where  the  pipes  are  discharging,  and 
runs  down  the  slope  of  the  dam,  which  is  riprapped 
up  to  the  outlet  to  prevent  erosion  of  the  slope.  To 
raise  the  level  of  the  pond,  rock  and  gravel  are  dropped 
into  the  cut  to  the  required  height  for  the  width  of 
the  dry  toe.  The  amount  of  clay  contained  in  the  dis- 
charge from  the  pond  varies  from  0.1  to  2  per 'cent. 
This  depends  on  the  relative  amounts  of  material 
delivered,  clay  sometimes  being  wasted  in  order  to 
maintain  the  proper  relation  between  the  dry  toes  and 
the  clay  core,  to  insure  the  stability  of  the  structure. 

It  developed  after  the  beginning  of  hydraulic  oper- 
ations that  the  available  material  contained  in  excess 
of  clay,  and  that  it  would  be  necessary  either  to  waste 
this  excess  or  to  add  coarse  material  by  other  means. 
A  sandstone  bluff  opposite  the  down-stream  toe  sug- 
gested the  use  of  steam  shovels  and  the  deposition  of 
this  material  on  the  outer  slopes  of  both  toes.  Work 
was  started  early  in  1915  with  two  steam  shovels,  the 
material  being  transported  with  wagons.  This  has 
resulted  in  a  substantial  increase  in  the  width  of  the 
dry  toes  and  has  allowed  sluicing  to  be  carried  on  at 
a  greater  rate  of  speed,  through  eliminating  the  neces- 
sity for  wasting  in  the  pond  discharge  any  of  the  clay 
core. 

In  order  to  secure  storage  during  1916,  it  was  de- 
cided that,  to  obtain  the  maximum  height  of  dam  with 
the  yardage  to  be  deposited  in  the  time  intervening 
before  the  runoff  period  began,  the  lower  toes  should 
be  moved  toward  the  centre  a  distance  of  150  feet.' 
This  was  done,  leaving  a  bench  between  the  final 
slope  location  and  the  temporary  toe,  which  will  be 
filled  by  steam-shovel  work  in  the  sandstone.  This 
is  now  being  done  by  contract,  using  a  Model  65 
Marion  shovel  and  15-yard  air-dump  cars.  The  con- 
tract covers  the  placing  of  375,000  cubic  yards  of 
sandstone,  this  amount  contemplating  a  fill  varying 
from  150  feet  in  thickness  at  the  present  elevation  to 
60  feet  within  40  feet  of  the  crest  of  the  dam.  It  is  the 
intention  to  continue  placing  sandstone  on  the  up- 
stream toe,  unless  future  borrowpits  develop  an  ex- 
cess of  rock  and  coarse  material. 

Tests  on  the  Fill 

Monthly  tests  are  made  of  the  clay  core  by  taking 
samples  of  the  fill  at  10-ft.  intervals.  A  l^-inch  pipe 
with  a  wooden  plug  in  the  lower  end  is  forced  down 
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to  the  point  at  which  the  sample  is  to  be  taken.  The 

plug  is  tapped  out  by  moans  of  a  rod  put  down  inside 

■  ■I  tin  pipe,  and  the  plastic  clay  presses  into  the  end. 

It  is  impossible  for  lour  men  to  force  the  pipe  any 
deeper  than  60  feet.  At  a  depth  of  60  feet  helow  the 
pond  surface  a  practically  constant  relation  of  75  per 
cent,  of  clay  and  25  per  cent,  of  water  by  weight  is 
[( .and. 

In  addition  to  this  quantitative  test  a  traverse  of 
the  poiul  between  the  upper  and  the  lower  toe  is  also 
made,  in  order  to  ascertain  the  relative  compactness 
of  the  till.  This  traverse  is  made  by  forcing  a  pipe 
as  far  down  as  possible  into  the  fill  at  50- ft.  intervals. 
I'lie  comparison  between  the  periodical  depths  and  dis- 
tances  from  the  edge  of  the  pond  are  indicative  of  the 
consolidation  of  the  mass. 

Comparatively  few  men  are  employed  on  the  sluic- 
ing units.  Two  units  are  working  two  shifts  each 
ami  the  total  number  of  men  per  unit  per  shift  is 
fifteen,  making  sixty  altogether.  When  it  is  considered 
that  an  average  of  3,600  cubic  yards  of  material  per 
day  is  transported  a  distance  of  3,000  feet  with  a  crew 
of  this  size,  the  advantage  of  this  method  of  excavat- 
ing and  placing  tills  is  evident.  With  the  single  ex- 
ception of  the  relative  quantity  and  quality  of  the 
till,  nothing  is  left  to  the  judgment  of  the  engineer. 

Cost  Data 

The  cost  of  excavating  and  placing  fills  by  the 
hydraulic  method  depends  as  much  on  the  character 
'  if  the  materials  as  on  the  cost  of  labor,  material  and 
power.  The  relative  coarseness  of  the  material  af- 
fects the  head  upon  the  pumps.  The  direct  cost  of 
sluicing  the  first  million  cubic  yards  of  fill  was  about 
25  cents  per  cubic  yard.  This  is  the  bare  cost  of  the 
work  and  includes  only  the  expense  of  pipes,  pumps, 
motors,  belts,  power  and  labor  used  directly  on  the 
sluicing  work.  No  interest,  overhead,  superintend- 
ence, insurance  or  the  prorated  auxiliary  costs  of 
charing  the  reservoir  site,  building  and  maintaining 
roads,  trails,  camp,  etc.,  are  included  in  this  figure. 
In  this  connection  it  must  be  borne  in  mind  that 
the  work  accomplished  so  far  has  been  on  the  base 
of  the  dam,  and  that  as  the  height  is  increased  the 
unit  cost  of  placing  the  sluiced  fill  will  also  increase. 

It  is  estimated  that  the  dam  will  be  completed  in 
1918. 


A  Stone  Road  at  $3,500  to  $4,500  a  Mile 

The  illustration  reproduced  herewith  shows  the 
type  of  road  being  built  in  Adams  County,  Indiana,  as 
de-cribed  in  Engineering  Record,  and  which  repre-' 
sents  very  cheap  and  yet  effective  construction.  The 
Funds  for  road  construction  are  raised  by  bond  issues, 
and  as  the  state  laws  prevent  a  bonded  debt  exceeding 
4  per  cent,  of  the  total  asses>ed  valuation,  the  cost  per 
mile  has  to  be  kept  low  if  roads  are  to  be  constructed 
over  the  entire  township  in  a  reasonable  time.  The 
county  maintains  the  roads  under  the  supervision  of  a 
highway  superintendent.  The  maintenance  fund  is 
raised  by  a  tax  on  the  whole  county.  This  fund,  in- 
cluding automobile  license  fees,  amounts  to  only  $100 
per  mile  per  year,  which  is  to  take  care  of  all  repair 
work,  including  repair  of  sewers  and  culverts  and  weed 
cutting.  The  smallness  of  this  fund  necessitates  a 
road  in  which  the  annual  maintenance  is  a  minimum. 

The  first  road  tried  in  Adams  County  was  a  24-ft. 
highway,  providing  a  10-ft.  crushed  stone  pavement 
on  the  right  side  in  the  direction  of  the  heaviest  traffic, 


and  a  LO-ft.  earth  side  road.  This  type  proved  a  fail- 
ure, as  il  has  been  found  impossible  to  maintain  two 
radically  different  types  of  road  on  a  24-ft.  snbgrade. 
During  wet  or  freezing  weather  the  wheels  of  passing 
vehicles  drag  up  mud  from  the  earth-side  road  onto 
the  stone,  causing  holes  to  "burn"  through  the  metal. 
While  the  double  track  appealed  to  the  public  and  is 
correct  in  theory,  it  has,  in  Indiana,  proved  impractic- 
able, and  in  most  cases  the  earth  track  is  little  traveled. 

During  the  last  two  years  the  type  here  illustrated 
has  been  adopted.  The  snbgrade,  as  shown  in  the 
drawing,  can  be  built  with  the  ordinary  road  grader 
pulled  either  by  teams  or  farm  tractor.  Drainage  is 
provided  by  clay  drain  tile  laid  in  the  centre  of  the 
side  drains.    All  tile  drains  crossing  the  road  are  re- 


Clay  Drain  T/le  as  Required 
Top  of  Tile  Not  Less  thon/B'Q 
delotf  dottom  of  Side  Drain 


Section  of  a  crushed  stone  road  built  for  $3,500  per  mile. 

placed  with  cast-iron  sewers,  with  brick  receivers  in 
the  side  drains.  These  receivers  are  laid  up  in  cement 
mortar  and  equipped  with  removable  cast-iron  grates. 
Overflow  sewers  are  of  cast  iron,  equipped  with  con- 
crete bulkheads.  All  bridges  and  larger  culverts  are  of 
reinforced  concrete,  and  standard  designs  for  those 
structures  have  been  developed  in  the  county  engi- 
neer's office.  After  the  completion  of  the  snbgrade  the 
surface  is  thoroughly  rolled  with  a  10-ton  roller  until 
all  settlement  ceases. 

Upon  this  snbgrade  a  course  of  24  to  2%-m.  crushed 
limestone,  5  in.  thick  at  the  sides  and  7  in.  thick  at  the 
centre,  is  placed  to  a  width  of  12  ft.  Limestone  screen- 
ings (%  to  24  in.)  are  then  placed  to  a  uniform  depth 
of  3  in.  and  the  metal  thoroughly  rolled.  Ledger 
boards  are  used  at  the  sides  to  hold  the  stone  in  place. 
Before  they  are  removed,  earth  is  taken  from  the  side 
drains  and  placed  against  them,  to  hold  the  stone  in 
place. 

Under  traffic  the  12-ft.  road  spreads  to  14  ft.,  and, 
owing  to  shape  of  the  finished  road  surface,  may  be 
graded  in  and  repaired  without  the  use  of  new  mater- 
ial. 

Adams  County  has  25  miles  of  this  type,  including 
roads  under  construction,  as  a  part  of  the  county  sys- 
tem of  500  miles  of  stone  roads.  Under  ordinary  con- 
ditions of  traffic  these  roads  will  have  a  life  of  15  to  20 
years,  with  nominal  maintenance  charges. 

(  )ne  piece  of  road  was  built  this  year  at  a  contract 
price  of  $2,629.45.  The  estimates  were  as  follows: 
1,321  yd.  of  stone  complete  in  place,  $2,443.85  ;  grading, 
$350;  sewers  and  headwalls,  $115;  receivers  and  sub- 
drainage  sewers,  $42;  tiling,  $15;  concrete  culvert  (8 
ft.  spaii  and  26  ft.  long),  $322.50. 

The  total  length  of  the  road  was  3,800  ft.,  or  0.72 
mile.  Therefore,  the  cost  per  mile  would  be  from 
$3,500  to  $4,500,  depending  on  local  conditions.  All 
material  was  near  at  hand,  and  the  longest  haul  was 
two  miles. 


Canadian  Clay  Products  Convention 

The  next  convention  of  the  Canadian  National  Clav 
Products  Association  will  be  held  at  the  Royal  Con- 
naught  Hotel.  Hamilton,  Tuesday.  Wednesday,  and 
Thursday,  January  23rd,  24th,  and  25th,  1917. 
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Wooden  Water  Pipes 

 By  Arthur  W.  Dudley*"  

Wooden  water  pipes,  when  encountered  in  street 
excavations,  are  invariably  found  to  be  entirely  free 
from  decay.  These  ancient  pipes  were  bored  logs,  and 
in  their  manufacture  the  very  best  part  of  the  timber 
—namely,  the  heart — was  removed.  It  may  be  asked 
why,  if  wood  pipe  was  so  durable,  should  cast-iron 
or  any  other  material  be  substituted?  The  answer 
to  that  question  is  that  the  old  method  of  making  a 
wood  pipe  limited  its  inside  diameter  to  the  size  of 
the  log,  and  therefore  large  pipes  were  both  expensive 
and  usually  impracticable  ;  6  in.  inside  diameter  was 
nearly  the  limit  of  such  pipe.  By  the  modern  method 
of  making  wood  pipe  the  diameter  is  practically  un- 
limited, and  it  has  been  made  in  the  continuous  form 
up  to  10  feet  in  diameter. 

The  two  forms  of  wood  pipe  in  common  use  are 
tin-  continuous  pipe,  built  of  staves,  breaking  joints, 
put  together  in  the  trench,  and  what  is  termed  "ma- 
chine made."  This  latter  is  made  in  lengths  of  from 
3  feet  to  14  feet,  and  shipped  to  the  work  ready  to  be 
laid.  The  staves  are  about  2  inches  in  thickness,  and 
cut  true  to  the  circle  of  the  diameter  of  the  pipe.  These 
staves  have  two  beads  upon  each  longitudinal  edge, 
and  two  corresponding  grooves  in  the  other  longitud- 
inal edge.  The  beads  are  slightly  larger  than  the 
grooves,  and  when  pressed  together  the  bead  crushes 
into  the  groove,  this  making  it  perfectly  watertight. 
At  one  end  there  is  a  tenon  4  inches  long  where  the 
staves  are  one-half  the  thickness  of  the  balance  of  the 
walls  of  the  pipe.  On  the  other  is  a  chamfer  cut  4 
inches  deep.  The  tenon  is  slightly  smaller  in  diameter 
at  the  end  than  at  the  shoulder,  so  that  when  driven 
into  the  chamfer  it  makes  a  watertight  joint.  These 
staves,  cut  radially  to  correspond  with  the  diameter 
of  the  pipe,  are  held  together  by  a  steel  band,  either 
flat  or  round,  wound  spirally  upon  the  pipe  by  a  ma- 
chine. The  high  tension  of  this  band  forces  the  beads 
into  the  grooves,  making  a  longitudinal  joint  that  can- 
not leak  mi  lung  as  the  elastic  limit  of  the  bands  is 
not  overcome.  After  the  pipe  is  wound,  and  the  tenon 
and  chamfer  cut.  it  is  rolled  in  a  bath  of  asphalt  that 
adheres  to  the  outside  of  the  steel  and  wood,  protect- 
ing them  from  oxidation.  Usually  a  second  coating  of 
asphalt  is  applied.  It  is  then  rolled  in  a  bed  of  saw 
dust  that  forms  a  protection  for  it  in  shipping  and 
handling.  It  is  laid  by  driving  one  piece  into  another 
until  the  shoulders  are  in  close  contact.  This  form 
of  pipe  is  made  for  diameter's  from  3  to  36  inches;  the 
larger  pipes  are  made  in  the  continuous  form. 

Material  in  Wood  Pipe 

The  eastern  manufacturers  make  their  pipes  of  the 
best  obtainable  Canadian  pine.  The  Pacific  Coast  pipe 
is  made  of  Douglas  fir  and  redwood,  and  is  banded 
with  round  steel  wire,  instead  of  fiat  steel,  and  dif- 
fers also  in  that  pipes  are  all  made  with  tenon  ends 
that  are  connected  with  sleeves,  6  to  8  inches  in  length. 
The  manufacturers  claim  that  this  method  of  connect- 
ing gives  greater  strength  to  the  pipe  line,  and  also  that 
Douglas  fir  and  redwood  is  a  stronger  material  than 
pine.  The  writer,  however,  after  experimenting  with 
both  forms  of  pipe,  came  to  the  conclusion  that,  while 
the  claim  that  the  sleeve  method  of  connection  may 
be  stronger,  the  difficulty  in  coating  the  exposed  ends 
of  these  sleeves,  and  the  fact  that  they  would  not  he 

'From  a  paper  before  the  New  England  Water  Works  Association. 


saturated  at  all  times,  exposed  them  to  greater  danger 
from  decay.  Also  that,  while  Douglas  fir  might,  and 
probably  does,  possess  greater  tensile  and  crushing 
strength  than  pine,  its  greater  brittleness  exposes  it  to 
more  danger  from  water-hammer,  and  for  these  and 
other  minor  reasons  has  given  the  preference  to  the 
tenon  and  chamfer,  flat-hooped  pipe.  This  form  of 
wood  pipe  was  first  laid  in  New  Hampshire  in  1895, 
at  Penacook,  a  suburb  of  Concord,  and  this  system 
was  afterwards  connected  with  and  incorporated  into 
the  Concord  water  system.  The  Antrim  water  system, 
constructed  in  1896,  is  a  gravity  system;  its  source  of 
supply  is  some'  three  miles  from  the  village,  and  the 
head  is  slightly  over  200  feet.  The  entire  system,  both 
supply  and  distribution  pipes,  is  of  wood.  The  writer 
on  several  occasions  during  the  past  few  years  has 
uncovered  and  examined  pipes  in  this  water  system, 
and  has  invariably  found  them  as  perfect  as  when  laid  ; 
the  leakage  here,  as  in  all  wood  pipe  lines  that  he  has 
had  to  do  with,  is  infinitesimal. 

Water  Systems  Employing  Wooden  Pipe 

Other  water  systems,  most  of  them  designed  and 
constructed  by  the  writer,  are:  (1)  Campton  Village, 
where  the  head  is  186  feet  and  the  supply  pipe  12  inches 
and  10  inches;  the  distribution  pipe,  8  inches  and  6 
inches  in  diameter;  this  was  constructed  in  1905.  (2) 
Freedom,  New  Hampshire,  constructed  in  1912,  with 
a  head  of  300  feet.  Both  of  these  systems  have,  no  ap- 
parent leaks  and  have  cost  next  to  nothing  for  repairs 
since  their  installation.  Bristol,  New  Hampshire,  has 
a  20-inch  wood  pipe  supply  line  connecting  the  village 
distribution  system  with  the  source  of  supply.  La- 
conia,  New  Hampshire,  has  a  wood  pipe  intake  line 
laid  400  feet  into  Lake  Winnepesaukee,  connecting 
with  the  pumping  station.  Hudson,  New  Hampshire, 
has  an  8-inch  supply  line,  and  the  writer's  firm  is  this 
season  constructing  two  water  systems  with  wood  pipe 
supply  line,  one  with  a  four-mile  distribution  line,  in 
a  suburban  street.  The  smaller  system  is  at  Troy, 
New  Hampshire.  The  source  of  supply  is  a  small 
stream  that  has  its  source  in  the  west  slope  of  Mount 
Monadnock,  and  this  wood  supply  line,  some  four 
miles  in  length,  is  of  12-inch  and  10-inch  pipe,  the  head 
is  310  feet,  the  distribution  system  is  to  be  cast-iron 
pipe.    This  is  now  in  progress  of  construction. 

Some  Advantages 

To  sum  up  the  situation,  wood  pipe  has,  besides 
the  saving  in  cost  of  both  pipe  and  installation,  these 
advantages : — 

(1)  It  is  preserved  by  water,  and  not  rusted  or  cor- 
roded by  it. 

(2)  It  is  not  corroded  by  any  substance,  or  des- 
troyed by  acids  or  salts. 

(3)  Its  carrying  capacity  is  20  per  cent,  greater 
than  cast-iron  pipe,  and  remains  constant,  while  that 
of  metal  pipe  decreases  with  age. 

(4)  It  does  not  taint  or  affect  fluids  going  through  it. 

(5)  It  does  not  burst  if  frozen,  the  elasticity  of  the 
wood  preventing  it. 

(6)  It  requires  less  labor  and  experience  to  lay  in 
place  than  metal  pipe,  and  a  considerable  saving  can 
be  made  here. 

(7)  It  can,  when  service  pipes  are  not  taken  off, 
be  laid  in  shallower  ditches  than  metal  pipe,  for  it  is 
not  so  easily  affected  by  frost. 

(8)  In  the  writer's  experience,  while  more  or  less 
joints  show  slight  leakage  when  the  pipe  is  first  filled, 
they  soon  swell  up  and  give  less  trouble  in  the  em! 
than  cast-iron  pipe. 
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\ notlier  Fine  Theatre  for  Montreal 

Tenders  have  been  invited  for  the  construction  of  a 
theatre  i>>r  Loew's  Montreal  Theatres,  Ltd.,  on  a  site 
.it  the  corner  of  St.  Catherine  Street  W  est  and  Mans- 
field Stin  t.  Montreal.  The  site  is  100  ft.  by  175  ft.  on 
Mansfield  Street,  with  an  entrance  26  ft.  by  100  ft.  on 
St,  Catherine  Street.  The  building  will  consist  of  an 
auditorium,  mezzanine  floor,  and  balcony,  and  will  ac- 
commodate  1,700  people  in  the  auditorium  and  1,500 
people  in  the  balcony.  Plans  have  been  prepared  by 
Mr.  T.  W.  Lamb,  Toronto  and  New  York. 

The  theatre  will  he  one  of  the  finest  on  the  contin- 
ent, and  is  estimated  to  cost  about  $450,000.  The  foun- 
dations will  he  of  concrete  and  the  exterior  of  tapestry 
brick  on  a  steel  frame.  A  large  amount  of  Missisqoui 
marble  will  be  used  in  the  stairway  from  the  mezzan- 
ine floor  to  the  auditorium,  in  the  balustrade  around 
the  former,  on  the  orchestra  box  fascias,  orchestra  col- 
umn-, and  in  the  foyer,  while  Caen  stone  cement  finish 
is  also  to  he  extensively  employed.  Tlu  Honrs  will  be 
of  concrete.  The  general  style  of  decoration  will  be 
Adam.  All  the  electric  lights  will  be  concealed  in 
coves.  The  marquix  over  the  entrances  are  to  he  of 
structural  iron.  Art  glass  will  be  used  in  the  form  of 
panels  and  also  in  the  ceiling,  and  much  of  the  plaster- 
ing will  he  ornamental.  An  elaborate  ventilating  sys- 
tem is  to  be  installed. 

The  entrance  from  St.  Catherine  Street  is  carried 
over  a  lane  by  means  of  a  short  bridge;  and  leads  to 
the  mezzanine  floor,  on  which  will  he  a  promenade, 
ladies'  and  gentlemen's  toilet  rooms  and  rest  room. 
Access  to  the  auditorium  from  the  mezzanine  floor  is 
by  means  of  eight  marble  steps  at  the  Mansfield  Street 
entrance,  where  there  is  an  inner  and  outer  lobby  and 
ticket  and  manager's  offices.  On  the  far  side  of  the 
foyer,  toilet  and  smoking  rooms  are  provided. 


Edmonton's  New  Pavement 

A  new  pavement  has  recently  been  completed  on 
Portage  Avenue.  Edmonton,  Aha.,  and,  inasmuch  as  it 
is  one  of  the  longest  and  widest  paved  streets  of  its 
kind  in  the  Dominion,  the  following  data  is  of  interest: 
The  avenue  has  a  total  length  of  9,911  feet,  or  about 
1'4  miles,  and  a  total  width  of  100  feet.  There  is  a 
66  ft.  roadway,  with  two  16  ft.  sidewalks.  The  street 
railwav  tracks  occupy  22  ft.  at  the  centre.  The  pave- 
ment contains  55,609  scpiare  yards,  with  17,444  lineal 
feet  of  curb  and  gutter.  The  concrete  sidewalk 
amounts  to  249,379  square  feet.  An  asphaltic  concrete 
type  of  surface  has  been  used,  the  pavement  having  a 
6  in.  base  with  2  in.  bituminous  surface  and  an  addi- 
tional base  of  6  in.  under  the  street  railway  tracks.  The 
contractors  were  the  International  Paving  Company, 
Crown  Paving  Company,  and  Messrs.  Swanson  and 
Kaline.   The  total  cost  was  about  $415,000. 


Great  Oil  Refinery  to  be  Built 

The  recent  visit  to  Vancouver  of  Mr.  W.  M.  Smith, 
of  London,  Eng.,  president  of  the  famous  Shell  Oil 
Company,  presages  the  establishment  in  or  near  Van- 
couver of  a  huge  factory  for  the  refining  of  oil  to  be 
brought  here  from  the  company's  California  wells  in 
tank  steamers.  The  Shell  Company  is  the  opponent 
of  the  Standard  Oil  Company  in  all  parts  of  the  world, 
and  in  California  alone  the  company  has  about 
S35,O00,OOO  invested  in  producing  oil  wells  and  other 
plants.  Western  Canada  is  now  to  be  exploited  in 
real  earnest,  and  an  expenditure  of  several  millions  of 
dollars  is  contemplated  in  establishing  a  great  supply 


plant  in  British  Columbia.  Land  has  already  been 
acquired  on  Lulu  Island,  adjoining  the  Eraser  River, 
and  at  Barncl,  on  liurrard  Inlet,  hut  the  exact  location 
of  tlie  refinery  has  not  yet  been  divulged  because  the 
premature  announcement  would  cause  a  boom  in  ad- 
ji  .initio  rral  estate. 

The  Shell  Company  have  a  fleet  of  86  tankers  carry- 
ing oil  to  the  vessels  of  the  British  fleet  in  the  North 
Sea,  and  three  vessels  carrying  gasoline  and  distillate 
from  this  coast  to  the  allies  in  France.  Their  contract 
covers  all  oil  and  similar  supplies  required  during  the 
continuance  of  the  war,  which  will  afford  some  idea 
of  the  enormous  deliveries  being  made  by  this  great 
concern,  whose  selection  of  Vancouver  as  a  supply 
centre  for  the  West  is  an  event  of  the  first  importance. 


American  Road   Builders'  Convention 

The  fourteenth  annual  convention  of  the  American 
Road  Builders'  Asociation  will  be  held  in  Mechanics' 
Building,  Boston,  Mass.,  during  the  week  beginning 
February  5,  1917.  The  programme,  which  is  in  course 
ol  preparation,  will  include  papers  and  discussions  on 
subjects  connected  with  road  and  bridge  building  and 
street  paving  by  the  foremost  authorities  of  the  United 
States  and  Canada. 

In  connection  with  the  convention,  and  in  the  same 
building,  will  be  held  the  Eighth  National  Good  Roads 
Show.  This  exposition  will  include  exhibits  by  leading 
manufacturers  in  the  United  States  of  the  machinery 
and  materials  used  in  road  and  paving  construction 
and  maintenance. 


The  Goal  Harbor  Bridge  at  Vancouver 

Vancouver  will  soon  possess  another  handsome 
bridge,  the  city  council  having  at  last  decided  to  pro- 
ceed with  the  Coal  Harbor  causeway,  which  will  con- 
nect Georgia  Street  with  the  northerly  entrance  to 
Stanley  Park — the  route  taken  by  three-fourths  of  the 
visitors  because  it  leads  to  the  zoo,  refreshment  pavil- 
ion, recreation  ground,  lighthouse,  and  other  popular 
resorts.  Several  years  ago  City  Engineer  Fellowes  sub- 
mitted plans  for  a  new  causeway,  which  met  with  in*- 
stant  approval,  but  the  work  could  not  then  be  pro- 
ceeded with  for  financial  and  other  reasons.  Construc- 
tion is  now  actually  in  progress,  the  M.  P.  Cotton  Com- 
pany, Ltd.,  having  secured  the  contract  to  build  the 
concrete  retaining  wall  across  Coal  Harbor,  which 
forms  part  of  the  design,  and  instal  the  penstocks  and  . 
valves  that  will  empty  the  shallow  upper  basin  of 
water  when  desired,  the  tender  price  being  $40,984.76. 
A  temporary  bridge  for  foot  passengers  has  been  laid, 
and  the  present  bridge  will  be  utilized  by  the  construc- 
tion gang  as  a  working  runway.  The  balance  of  the 
work  on  the  new  causeway  will  be  done  by  the  Domin- 
ion Construction  Company,  Ltd.,  their  tender  being  for 
$16,962. 


In  memory  of  their  son,  Sergt.  Louis  Armour  Rob- 
ertson, who  was  killed  in  action  on  July  18,  Mr.  and 
Mrs.  J.  A.  Robertson,  Montreal,  have  given  $200  to 
found  a  prize  in  the  department  of  architecture  of  Mc- 
( .ill  University.  Sergt.  Robertson  was  a  member  of 
the  1915  class  of  architecture. 


Concrete  paving  has  often  proved  itself  adaptable 
to  steep  grades.  So  far  as  is  known,  the  steepest  grade 
upon  which  this  material  has  been  used  is  in  Los  An- 
geles. Baxter  Street,  in  this  city,  is  paved  with  con- 
crete, and  the  grade  is  in  some  places  29  per  cent. 
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Noted  Professor  Addresses  Ottawa  Branch 
C.  S.  C.  E. 

The  Ottawa  branch  of  the  Canadian  Society  of 
Civil  Engineers  held  its  first  luncheon  for  the  fall  sea- 
son on  Thursday,  October  19,  at  the  Chateau  Laurier. 
The  Society  was  especially  honored  by  having  Mr. 
Boris  Bakhmeteff  address  them  on  the  subject'The 
Russian  Engineer  and  the  War."  Mr.  Bakhmeteff, 
who  is  professor  of  the  Polytechnical  Institute  of  Em- 
peror Peter  the  Great,  has  been  continuously  on  duty 
for  over  a  year  in  New  York  city  as  engineer  member 
of  the  Imperial  Russian  supply  committee  in  America. 


A  Peculiar  Bridge  Failure 

A  highway  bridge  was  caused  to  fail  by  collapse  of 
the  stringers  due  to  their  insecure  fastening  to  the  floor 
beams.  A  heavy  traction  engine  in  passing  over  the 
structure  caused  the  stringers  in  one  panel  to  over- 
turn, and  then  collapse  under  the  load,  allowing  the 
engine  to  drop  through  into  the  river.  Investigation 
showed  that  the  stringers,  which  were  I-beams,  were 
insecurely  fastened  to  the  floor  beams.  There  was 
but  one  bolt  through  the  flange  at  each  end  and  both 
bolts  were  on  the  same  side,  thus  offering  very  little 
resistance  to  overturning  in  one  direction.  The  floor 
planks  were  laid  directly  on  the  stringers  with  no 
method  of  fastening  The  overturning  of  the  stringers 
was  due  in  part  to  this  condition.  To  prevent  such 
failures  the  stringers  should  be  fixed  by  both  flanges 
and  the  floor  planks  should  be  nailed  to  furring  strips 
attached  to  the  stringers. 


Trade  Publication 

The  Hydrated  Lime  Bureau  of  the  National  Lime  Manu- 
facturers' Association  has  just  issued  a  booklet  entitled 
"Dependable  Concrete — Hydrated  Lime  and  its  Effect  on 
Workability,  Segregation,  Uniformity,  Strength  and  Per- 
meability." This  pamphlet  treats  of  the  value  of  using 
hydrated  lime  in  concrete  and  sets  forth  the  several  ad- 
vantages which  have  been  found  by  prominent  engineers 
to  follow  its  use  in  judicious  quantities.  There  are  several 
illustrations  of  jobs  wherein  hydrated  lime  has  been  effect- 
ively used  in  overcoming  difficulties  met  in  concrete  con- 
struction. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


A  fair  wage  clause  will  in  future  be  included  in  the  con- 
tracts of  the  Toronto  Board  of  Education. 

The  Weir  Machinery  Company  has  been  incorporated 
with  a  capital  of  $25,000,  head  office  at  Vancouver. 

The  Dominion  Sheet  Metal  and  Roofing  Company,  Lim- 
ited, has  been  incorporated,  with  a  capital  of  $5,000,  head- 
quarters at  Winnipeg. 

Central  Buildings,  Limited,  have  incorporated  to  carry 
on  business  at  Port  Arthur.  Out.  Capital  $400,000;  business 
will  be  that  of  general  construction. 

An  investigation  is  being  conducted  at  Ottawa,  Out., 
relative  to  a  shortage  of  an  average  of  five  pounds  per  bag 
<>i  cement  supplied  to  the  city  under  contract. 

It  is  stated  that  owing  to  the  cutting  off  of  export  of 
granite  from  Scotland  on  account  of  the  war,  the  granite 
firms  of  St.  George,  N.B.,  are  doing  a  capacity  business. 


Hon.  Mr.  Tessier,  Minister  of  Roads  for  the  Province  of 
Quebec,  recently  visited  Hull  and  the  surrounding  districts' to 
inspect  the  road  improvements  already  effected  in  that  region. 

The  big  building  boom  which  Halifax,  N.S..  is  enjoying 
at  the  present  time  manifests  itself  chiefly  in  the  west  end 
of  the  city,  where  the  growth  is  little  short  of  phenomenal 

Building  operations  are  brisk  in  Newcastle,  N.B.  It  is 
said  that  the  town  affords  splendid  opportunities  tor  the 
erection  of  rentable  properly — houses  being  very  much  in 
demand. 

Owing  to  delay  in  deliver}'  of  sewer  pipe  for  the  New 
Toronto  and  Mimico  sewerage  system,  a  section  of  the  Lake 
Shore  Road  has  been  blocked  by  sewer  trenches  for  about 
two  months. 

The  Toronto  Hamilton  Highwawy  has  been  completed 
between  Hamilton  and  Etobicoke,  thus  making  il  a  complete 
roadway  from  Hamilton  to  within  five  miles  ol  Toronto,  a 
total  of  miles. 

The  Corbet  Foundry  and  Machine  Company,  Owen 
Sound,  have  had  a  very  busy  season.  Besides  turning  out 
machinery  for  the  manufacture  of  munitions  they  shipped 
recently  seven  steel  bridges  to  points  in  Ontario. 

Building  operations  in  (  algary.  Alta..  are  now  more 
extensive  than  at  any  time  during  the  past  two  years.  ^Con- 
tracts have  been  let  for  several  large  buildings,  and  over 
thirty  houses  are  at  present  in  course  of  construction. 

Fifty  houses  are  to  be  built  in  Lindsay.  Ont.,  by  a  linn 
known  as  Lindsay  Builders.  Limited.  This  company  has 
been  formed  with  a  view  to  relieving  the  housing  problem, 
recently  becoming  more  acute,  and  the  fifty  houses  will  be 
immediately  constructed  as  a  starter. 

The  Tillsonburg  Foundry  and  Machine  Company.  Lim- 
ited', Tillsonburg,  (  )nt.,  have  been  incorporated  to  carry  on 
the  business  of  foundrymen,  ironmongers,  machinists,  manu- 
facturers of  engines,  motors,  etc.  Provisional  directors  are 
S.  E.  Dykeman,  David  J.  Downs,  F.  J.  Bushnell,  S.  P.  Beemer 
and  A.  Sinclair,  all  of  Tillsonburg. 

A  meeting  was  held  at  Cannington,  Ont.,  recently  and 
a  good  roads  association  for  Cannington,  Thorah  and  Brock 
townships  was  formed  to  work  in  affiliation  with  the  On- 
tario County  association.  There  is  an  abundance  of  gravel 
all  over  the  county  and  it  is  proposed  to  utilize  this  material 
for  (be  improvement  of  about  250  miles  of  road. 

The  question  of  the  construction  of  a  highway  from 
Hull  to  Montreal,  through  the  Labelle  region,  is  again  be- 
ing taken  up  by  the  municipalities  affected.  The  matter 
was  placed  before  the  provincial  government  in  191.;,  but  no 
action  was  taken  at  that  time,  as  there  was  other  highway 
work  of  considerable  magnitude  to  be  completed. 

Officials  of  the  Ontario  Department  of  Lands  and  Mines 
are  making  investigations  regarding  the  deposit  of  iron  ore 
which  is  reported  to  have  been  discovered  on  an  uncharted 
island  in  James  Bay.  in  order  to  determine  its  commercial 
value,  according  to  a  statement  made  by  Hon.  G.  Howard 
Ferguson.  The  Department  has  received  samples  of  the 
ore  from  this  deposit,  which  is  said  to  be  very  extensive. 

When  in  St.  John,  N.B.,  recently,  Mr.  Thomas  Adams. 
I  In  town-planning  expert,  gave  an  address  before  the  Rotary 
Club,  in  which  he  discussed  the  need  for  a  comprehensive 
road  building  scheme  for  the  province  of  New  Brunswick, 
with  a  proper  system  ot  construction  and  maintenance.  He 
recommended  an  independent  highway  commission  or.  as  an 
alternative,  the  creation  of  a  department  of  municipal  affairs. 

In  connection  with  their  recent  extension  to  Granby, 
P.O.,  the  Montreal  and  Southern  Counties  Railway  Company 
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have  let  ;i  contract  for  the  construction  of  a  car  barn  at 
Granb]  West.  It  will  be  ol  steel,  brick,  and  concrete,  and 
will  accommodate  ten  car-.  The  barn  is  to  be  ISO  feet  long, 
and  From  30  to  GO  feet  wide.  The  superstructure  will  be  of 
Steel  and  brick,  the  foundations  of  concrete  and  the  roof  of 
tin  Bane  material. 

The  good  roads'  movement  in  Ontario  County.  Out.,  is 

now  taking  definite  shape.  Following  the  successful  meet- 
ing held  at  Uxbridge  which  set  the  movement  going,  a  scries 
of  meetings  were  arranged  for  at  various  points  throughout 

i In-  county  and  wire  held  during  the  past  week,  their  pur- 
pose being  to  acquaint  as  many  as  possible  with  the  details 
of  the  scheme  ami  gain  the  interest  and  support  of  the  rate- 
payers all  over  the  county. 

The  Toronto  Terminals  Company  have  suggested  to 
i he  city  of  Toronto  that  the  construction  of  the  railway 
viaduct  along  the  waterfront  be  postponed  for  fifteen  years 
in  order  to  save  the  expenditure  of  a  large  amount  of  money 
•  In ri n war  time,  [n  the  meantime  as  a  substiutc  they  pro- 
pose  to  build  bridges  over  the  Yonge  street  and  Bay  street 
crossings,  connected  by  a  cross  viaduct  at  the  south,  and  also 
to  reconstruct  the  York  street  bridge,  all  at  their  own  ex- 
pense. 

The  Dominion  Fire  Brick  and  Clay  Products  Company, 
Moose  Jaw.  Sask.,  have  on  foot  a  scheme  for  forming  a 
small  colony  of  Belgian  clay  workers.  This  company  have 
millions  of  tons  of  tire  clay  on  their  property  suitable  for 
the  making  of  all  the  most  useful  forms  of  pottery.  Their 
idea  is  to  gather  men  who  will  establish  themselves  as  pot- 
tery makers,  paying  the  company  a  small  royalty  for  the 
clay  used,  the  price  of  which  will  be  fixed  and  settled  before 
the  Belgians  are  asked  to  emigrate. 

The  Canadian  Xational  Highway,  which  it  is  proposed 
to  construct  across  Canada  for  vehicular  travel,  will  extend 
from  Halifax  to  Vancouver,  and  will  pass  through  all  the 
provinces  except  Prince  Edward  Tsland,  to' which,  however, 
it  will  be  in  close  proximity.  It  is  stated  that  the  under- 
taking is  not  so  stupendous  as  might  be  expected,  as  it 
would  consist  to  a  great  extent  of  merely  linking  up  highways 
which  already  exist.  One  of  the  most  difficult  portions  of 
the  highway,  from  Calgary  to  Vancouver,  a  distance  of  750 
miles,  is  already  to  a  great  extent  completed,  only  150  miles 
remaining  to  be  constructed. 

W  ork  on  the  Ottawa-Prescott  highway,  on  which  sur- 
veys have  now  been  completed,  is  expected  to  commence 
next  spring.  The  cost  will  be  approximately  $000,000,  of 
which  amount  the  city  of  Ottawa  will  pay  $80,000,  and  each 
township,  $3,000  per  mile.  A  change  is  to  be  made  from  the 
original  route.  Instead  of  cutting  through  the  township  of 
Augusta,  as  was  proposed,  the  highway  will  swing  east,  leav- 
ing the  old  Prescott  route  and  running  to  the  Johnstown 
road,  which  it  will  follow  right  down  to  the  St.  Lawrence. 
Then  there  will  be  a  four-mile  ride  along  the  banks  of  the 
river  to  the  town  of  Prescott.  The  route  will  cover  a  dis- 
tance of  about  62  miles. 

The  engineering  work  at  the  Whitby  Hospital  for  the 
Insane  which  was  designed  by  MacMullen,  Riley  &  Durley, 
consulting  engineers,  will  be  carried  to  completion  by  the 
firm  of  MacMullen.  Riley  &  Angus,  who  have  taken  over 
the  unfinished  work  of  the  former  firm.  Mr.  Angus,  whose 
name  appears  in  the  new  organization,  is  well  known  in 
engineering  circles  in  Toronto,  and  has  been  for  some  years 
practicing  his  profession  in  this  city.  The  new  firm  will 
continue  the  design  of  heating,  ventilating,  plumbing  and 
electrical  equipment  of  buildings  as  carried  on  by  them 
separately  in  the  past,  and  will  also  specialize  in  the  build- 
ing, design  and  equipment  of  industrial  plants. 

The  first  town-planning  scheme  to  be  undertaken  in  the 


Pominion,  will  be  adopted  by  the  city  of  St.  John,  N.B.,  in 
the  near  future.  The  plan,  which  has  been  worked  out  with 
the  assistance  of  Mr.  Thomas  Adams,  the  government  expert, 
and  is  now  in  its  final  stages,  will  probably  be  made  effective 
before  winter.  The  area  which  it  covers,  comprises,  roughly, 
■  it)  square  miles,  bounded  on  the  north  by  the  Kennebecasis, 
on  the  east  by  a  line  from  Glen  Falls  extending  across 
country  to  Anthony's  Cove  at  Courtenay  Bay,  and  on  the 
west  by  a  line  from  the  extremity  of  South  Bay  to  Taylor's 
Island.  The  scheme  will  for  the  most  part  consist  of  regu- 
lations and  the  laying  out  of  the  main  arteries  through  the 
newly  developed  territory.  It  is  proposed  to  regulate  the 
width  of  the  streets  in  the  main  portions,  define  the  number 
of  buildings  to  the  acre  and  restrict  factories,  etc.,  to  certain 
districts,  protecting  residential  sections.  The  scheme  will 
shortly  be  submitted  for  the  approval  of  the  attorney-general. 


Personals 

A.  P.  Kappelc,  works  manager  of  Hamilton,  Out.,  and 
Controller  Cooper,  represented  that  city  at  the  convention  of 
the  American  Society  of  Municipal  Improvements,  at  New- 
ark, NJ. 

Mr.  E.  L.  Cousins,  general  manager  of  the  Toronto  Har- 
bor Commission,  has  been  asked  by  the  Montreal  Board  of 
i  Commissioners,  to  report  on  the  Montreal  tramways  prob- 
lem, but  owing  to  the  pressure  of  work  caused  by  the  dim- 
inution of  the  staff  owing  to  the  war,,  he  has  been  forced  to 
decline  the  offer. 

Lieut.  Sidney  Fellowes,  39  Lowther  Avenue,  has  been 
wounded  in  the  head  and  back,  according  to  a  recent  report. 
Lieut.  Fellowes  went  overseas  with  the  8th  Field  Company 
of  the  Canadian  Engineers,  and  has  been  at  the  front  1!S 
months.  Before  enlistment  he  was  with  the  Construction 
Supply  C  ompany,  Limited,  of  Toronto.  He  is  the  son  of 
Engineer  Fellowes,  of  the  Toronto  waterworks  department. 

Lieut.  J.  T.  Walker,  a  young  Toronto  architect,  who  for 
about  four  years  was  employed  with  Messrs.  Darling  and 
Pearson,  and  immediately  before  enlistment  was  in  the  edu- 
cational department  at  the  city  hall,  is  reported  missing 
since  September  20.  He  fell  while  leading  a  party  of  bomb- 
ers into  a  German  trench  on  that  date,  but  on  account  of 
the  heavy  fire  it  is  stated  that  it  was  impossible  to  recover 
any  of  the  fallen. 

Mr.  VV.  P.  Kellett,  of  Brantford,  Ont.,  has  been  made  a 
member  of  the  board  of  engineers  which  is  soon  to  make 
a  valuation  of  all  railway  properties  in  Canada,  under  the 
direction  of  the  commission  recently  appointed  to  inquire 
into  railways  and  transportation.  Mr.  Kellett  was  formerly 
chief  engineer  of  the  Lake  Erie  and  Northern  Railway  which 
became  part  of  the  C.  P.  R.  system,  and  is  now  connected 
with  the  Dominion  Steel   Products  Company,  Brantford. 

It  is  understood  that  Mr.  W.  M.  Ackworth,  of  Lon- 
don, England,  will  shortly  be  appointed  as  a  member  of 
the  railroad  board  of  inquiry  in  consequence  of  the  resig- 
nation of  Sir  George  Paish  on  account  of  ill-health.  Mr. 
Ackworth  has  had  extensive  experience  in  railway  mat- 
ters, having  been  a  member  of  several  royal  commissions 
on  railway  questions  in  Great  Britain.  He  is  also  the  author 
of  several  works  on  the  railroads  of  the  United  Kingdom. 


Obituary 

Robert  Hastwell,  superintendent  of  the  International 
Malleable  Iron  Works  at  Guelph.  Ont.,  passed  away  re- 
cently following  a  short  illness.  Previous  to  coming  to 
Guelph  Mr.  Hastwell  was  for  25  years  in  the  employ  of  the 
Illinois   Malleable   Iron  Works. 


Contracts  Department 


News    of  Special   Interest   to  Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Cornwall,  Ont. 

Plans  are  being  prepared  for  an  addi- 
tion to  the  pumping  station,  and  ten- 
ders will  be  called  shortly.  Equipment 
will  include  two  centrifugal  pumps  and 
a  waterwheel.  Approximate  cost,  $20,000. 
Engineer,  F.  Stidwell. 

Culross  Township,  Ont. 

Tenders  on  the  construction  of  the 
Pennell  drain  will  be  received  until  2  p. 
in..  October  28th,  by  the  township  clerk. 
Charles  Button,  Tceswater,  Ont.  Plans 
and  specifications  with  the  clerk. 

Osnabruck  ownship,  Ont. 

The  Hoople  t  rcck  drain,  which  is  now 
being  considered  by  the  Township  Coun- 
cil, will  include  the  construction  of  about 
live  30-fpot  concrete  arch  bridges.  Work 
may  start  next  season.  Approximate  cost, 
$150,000. 

Ottawa,  Ont. 

The  City  Council  are  considering  the  . 
widening  of  a  portion  of  Bank  Street, 
which  is  estimated  to  cost  $2,000,000.  The 
Scheme,  if  carried  out,  will  necessitate 
the  alteration  or  rebuilding  of  about  100 
buildings.  Commissioner  of  Works,  A. 
[<".  Macallum. 

Pembroke,  Ont. 

I  lie  own  Engineer,  J.  VV.  Moore,  will 
construct  an  addition  to  the  sewage  sys- 
tem, and  if  securing  information  with 
regard  to  pumps.     Approximate  cost, 

$4,000. 

Spirit  River,  Alta. 

The  Town  Council  propose  to  secure 
prices  on  digging  a  well  and  installation 
of  pumps,  etc.  Particulars  from  the 
Mayor. 

St.  John,  N.B. 

The  City  Council  will  shortly  call  for 
tenders  on  the  supply  of  about  3,000  feet 
of  20-inch  cast  iron  pipe.  Approximate 
cost,  $:H),000.  Particulars  from  Commis- 
sioner R.  W.  Wigmore. 

St.  Marc  des  Carriers,  Oue. 

The  Municipal  Council  are  considering 
the  construction  of  a  waterworks  system 
and  the  purchase  of  fire  equipment. 

CONTRACTS  AWARDED. 

Gosfield  North  Township,  Ont. 

The  Township  Council  have  let  the 
contract  for  construction  of  the  Billing 
drain  to  J.  H.  Webster,  and  the  contract 
for  the  Noble  drain  to  Philemon  San- 
ford.  Particulars  from  the  Township 
Clerk,  W,  II.  Noble,  Cottam,  Out. 

Hespeler,  Ont. 

The  Town  Council  have  let  the  con- 
tract lor  construction  of  waterworks  ex- 
tensions to  lames  McDonnell.  Gadshill 
Post-Orfice.  Ont. 

Sarnia,  Ont. 

The  Town  Council  have  let  the  con- 
tract for  sidewalk   construction  duriii" 


the  remainder  of  the  year  to  Gutteridge 
&  Grace,  109  College  Avenue. 


Railroads,  Bridges  and  Wharves 

Ennismore  Township,  Ont. 

The  Township  Council  propose  to  con- 
struct seven  or  eight  large  steel  culverts. 
Clerk,  J.  Maloney,  Ennismore,  Ont. 

CONTRACTS  AWARDED. 

Brompton  Township,  Que. 

The  Township  Council  have  awarded 
the  contract  for  construction  of  a  steel 
and  concrete  bridge  to  the  Phoenix 
Bridge  and  Iron  Works  Company,  83 
Colborne  Street,  Montreal.  Approximate 
osct,  $3,000. 

Vancouver,  B.C. 

The  Canadian  Pacific  Railway  have  let 
the  general  contract  for  an  extension  to 
Pier  D  to  W.  D.  Grant  &  Co.,  503  Bur- 
rard  Street. 

Public  Buildings,  Churches 
and  Schools 

Hamilton,  Ont. 

The  Roumanian  Orthodox  Church  have 
secured  a  site  on  Barton  Street  for  a 
churhe,  and  have  had  sketch  plans  pre- 
pared. Approximate  cost,  $30,000.  Par- 
ticulars from  Rev.  Dr.  Primrellio.  24."> 
McNab  Street  North. 

Kentville,  N.S. 

The  Dominion  Government  Depart- 
ment of  Public  Works  are  making  ar- 
rangements for  the  erection  of  a  sanitar- 
ium, estimated  to  cost  $60,000=  Provin- 
cial Superintendent,  Dr.  Miller,  Kent- 
ville. 

London,  Ont. 

The  London  Health  Association  are 
considering  the  erection  of  a  tuberculosis 
hospital  for  the  use  of  invalided  soldiers. 
The  Dominion  and  Provincial  Govern- 
ments are  expected  to  share  the  cost, 
which  will  be  about  $50,000. 

Masside,  Alta. 

The  Agricultural  Society  are  having 
plans  prepared  for  an  agricultural  build- 
ing.   Particulars  from  the  secretary. 

St.  Catharines,  Ont. 

Plans  of  an  addition  to  Alexander 
School  are  being  prepared  by  T.  H  Wil- 
ey, 128  St.  Paul  Street,  and  tenders  will 
be  called  about  the  middle  of  next  month. 
Rubble  stone,  brick  and  steel  construc- 
tion.   Approximate  cost,  $25,000. 

Verdun,  Que. 

Tenders  will  be  called  in  about  one 
month  for  extensions  to  the  college  on 
Gertrude  Avenue.  Approximate  osct 
$75,000. 

CONTRACTS  AWARDED. 
La  Canardiere,  Que. 

I  he  general  contract  for  (he  erection 
lor  the  Grey  Nuns  has  been  awarded  t,, 
Celestin  Parent,  Giffard  ,Que.  Approxi- 
mate cost,  $10,000. 


Medicine  Hat,  Alta. 

The  contract  for  heating  and  pumbing 
required  in  the  erection  of  a  school  has 
been  let  to  J.  H.  Reive,  and  the  carpen- 
try, roofing,  plastering,  and  painting  to 
the  general  contractor. 

Montreal,  Que. 

In  connection  witli  the  school  which 
has  been  erected  on  Notre  Dame  de 
Grace  Street  for  the  Roman  Catholic 
School  Commission  the  contract  for 
painting  and  glazing  has  been  let  to  W. 
D.  Rutiange.  !)1  Rose  de  Lima  Street. 

Ottawa,  Ont. 

The  contract  for  electrical  work  re- 
quired in  alterations  to  Roseman  Ave- 
nue Church  has  been  let  to  ].  A.  Ella- 
cott,  226  Bank  Street. 

Ponoka,  Alta. 

In  connection  with  the  erection  of  a 
kitchen  and  bakery  at  the  asylum  the 
contract  for  painting  has  been  let  to  I'. 
Hoogenboezeni,  9912  Eighty-sixth  Ave- 
nue. South  Edmonton. 

Shawinigan  Falls,  Que. 

I  he  general  contract  for  the  erection 
or  a  convent  for  Les  Commissaircs 
d'Ecoles  de  Shawinigan  halls  has  been 
awarded  to  Bellefeuille  &  Trepanier,  care 
ol  the  secretary,  C.  H.  Flamand. 

Toronto,  Ont. 

The  general  contract  for  the  erection 

01  convent  buildings  on  Kingston  Road 
for  St.  Joseph'  Novitiate  has  been  let  to 
Wiekett  Brothers,  35  Deer  Park  Cres- 
ent.  Toronto,  and  work  has  ben  started. 
Brick,  concrete,  and  steel  construction. 
Approximate  cost,  $200,000. 

Work  has  been  started  on  the  erection 
of  an  art  museum  on  Grange  Road  for 
the  Art  Museum  of  Toronto.  The  con- 
tract for  brick  and  stone  work  has  been 
let  to  Withcall  &  Son.  156  St.  Helens 
Avenue,  and  other  trades  will  be  let 
shortly.    Architects,  Darling  &  Pearson, 

2  Leader  Lane.  Approximate  cost' 
$55,000. 


Business  Buildings  and  Indus- 
trial Plants 

Acton.  Ont. 

A  by-law  has  been  carried  authorizing 
a  loan  and  grant  of  a  free  site  to  the  Re- 
liance Shoe  Company,  350  Sorauren  Ave- 
nue Toronto,  and  the  company  will 
build  a  large  factory. 

Campbellton,  N.B. 

The  New  Brunswick  Telephone  Com- 
pany, 22  Prince  William  Street.  St.  John 
propose  to  build  an  exchange,  and  have 
secured  a  site  at  Andrew  and  Roseberry 
Streets.    Brick  construction. 

Crowland  Township,  Ont. 

Charles  Terreberry,  Route  I,  Port  Rob- 
inson, Out.,  has  had  plans  prepared  for 
a  barn  which  he  proposes  to  build  by 
clay  labor.  hrame  construction.  Esti- 
mated cost,  $:s,ooo. 
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Deseronto,  Ont. 

\  by-law  has  been  carried  authoriz- 
ing certain  concessions  ti>  the  Dominion 
Hardwoods,  Ltd.,  ami  the  company  will 
probably  proceed  xv  i t li  tin-  rebuilding  ol 

their  plant. 

Dundas.  Ont. 

lohn  Bertram  &  Sons  Company.  Ltd., 
li.nt  Street,  are  having  plans  prepared 
[or  an  office  building,  estimated  to  cost 

(35,000,  but  tenders  may  not   he  called 

until  next  spring:.   BrySc  construction. 

HaKcrsvillc.  Ont. 

Lenders  on  the  erection  of  premises 
tor  the  Hank  of  Hamilton  will  be  re- 
ceived until  October  28tb  by  the  arehi- 
tect.  Gordon  Hutton.  Hank  of  Hamilton 
Building,  Hamilton.  Approximate  cost, 
>in.ooo. 

Harrulton.  Ont. 

The  architect  for  the  garage  which  is 
to  be  built  on  lohn  Street  North  for 
Thomas  Ramsey,  LS  Market  Street 
South,  is  E.  B.  Patterson.  141!  W'ent- 
worth  Street  North.  'lenders  will  be 
vailed  immediately  and  work  started  as 
soon  as  possible.  Approximate  cost, 
$15,000. 

(Mans  have  been  prepared  for  a  garage 
t..  he  built  by  J.  M.  Farewell,  88  St. 
Clair  \\enue.    Brick  construction. 

London,  Ont. 

K.  Stinchcombe.  L30  Wharncliffe  Road, 
West  London,  is  considering  the  erec- 
tion of  a  warehouse.    Approximate  cost, 

$10,000. 

Montreal,  Que. 

O.  Yalle,  314  Chateauguay  Street,  is 
about  to  start  work  on  the  conversion  of 
six  residences  into  stores.  Approximate 
cost.  $3,000. 

New  Toronto.  Ont. 

Tenders  are  being  received  on  the 
erection  of  a  concrete  building  for 
Brown's  Copper  and  Brass  Rolling  Mills. 
Ltd.  Estimated  cost.  $50,000.  President, 
J.  F.  Brown. 

Buildings  are  now  being  erected  for 
the  Dupont  Pabrikoid  Company,  Duffer- 
in  Street.  Toronto,  and  the  work  is  be- 
ing done  under  the  supervision  of  the 
chief  engineer,  F.  W.  Curtis,  Goodyear 
Building,  Toronto.  Estimated  cost  of 
buildings.  $75,000;  estimated  cost  of  ma- 
chinery. $175,000. 

Niagara  Falls,  Ont. 

Plans  are  being  prepared  for  a  factory 
for  Xesbitt  Billings  &  Co.  Reinforced 
concrete  construction.  Estimated  cost, 
$15,000. 

Ottawa.  Ont. 

W.  E.  Xoffke,  Plaza  Building,  is  pre- 
paring plans  for  alterations  and  additions 
to  stores  on  Elgin  Street  for  Charles  Mc- 
Gee.  Brick  veneer  construction.  Ap- 
proximate cost,  $7,000. 

The  Beach  Automobile  Company  are 
about  to  make  alterations  to  a  garage 
on  Sparks  Street  by  day  labor.  Brick 
construction.  Approximate  cost,  $5,000. 
Architect.  \V.  E.  Xoffke,  Plaza  Building, 
Rideau  Street. 

J.  Meagher,  25  Westmount  Avenue,  is 
buiiding  a  garage  on  Metcalfe  Street  by 
day  labor.    Frame  construction. 

Charles  Howe,  550  Albert  Street,  has 
started  work  on  alterations  to  premises. 
Frame  construction. 

Port  Colborne,  Ont. 

The  Grand  Trunk  Railway  are  build- 


ing  a  station  under  the  supervision  oi  G. 
\    Mitchell      Brick  construction. 

St.  Catharines,  Ont. 

Plans  of  a  foundry  are  being  prepared 
For  the  St.  Catharines  Brass  Works  by 
r.  ft.  Wiley.  12  St.  Paul  Street.  Brick 
and  mill  construction. 

St.  John's.  Que. 

M.  Pierre  Trahan  is  about  to  start 
work  by  day  labor  on  two  stoves  and 
residences,  estimated  to  cost  $6,000. 

St.  Malo,  Que. 

P.  C.  Marquis  has  commenced  the 
election  of  a  factory  addition,  estimated 
to  cost  $5,000. 

Sydney,  N.S. 

Work  is  about  to  start  on  a  mill  for 
the  Atlantic  Milling  Company,  Pictou, 
N.S.  Partictlars  from  J.  J.  McKenzie, 
Pictou.    Approximate  cost,  $00,000. 

Toronto,  Ont. 

The  Taber  Laundry  Company,  440 
Bathurst  Street,  are  receiving  tenders  on 
the  erection  of  a  boiler  room  addition 
and  chimney.  Brick  and  concrete  con- 
struction.   Approximate  cost,  $5,000. 

Tenders  are  now  being  received  for 
the  erection  of  a  factory  addition  for 
Benjamin  Moore,  (i  Lloyd  Avenue.  Brick 
construction.    Estimated  cost,  $3.,500. 

W.  I'.  Levock,  519  Roxton  Road,  has 
started  work  on  a  store  and  apartment 
block,  and  will  let  smaller  trades-  Brick 
construction. 

The  plans  of  the  proposed  bakery  for 
the  Harry  Webb  Company,  Ltd.,  23  Bu- 
chanan Street,  are  being  revised  and  new 
tenders  will  be  called  shortly.  Architect, 
J.  Francis  Brown,  Board  of  Trade  Build- 
ing. 

CONTRACTS  AWARDED. 

Granby,  Que. 

In  connection  with  the  erection  of  car 
barns  for  the  Montreal  Southern  Coun- 
ties Railway  the  contract  for  supply  of 
brick  has  been  let  to  the  St.  Lawrence 
Brick  Company,  59  Peter  Street,  Mont- 
real. 

Halifax,  N.S. 

The  contract  for  masonry  and  carpen- 
try required  in  alterations  to  an  office 
building  for  Robert  Reford  Company, 
Ltd.,  Upper  Wtaer  Street,  has  been  let 
to  S.  M.  Brookfield,  Granville  Street; 
the  painting  to  David  Roche,  35  Blower 
Street;  and  heating,  plumbing,  and  elec- 
trical work  to  Farquhar  Brothers,  Bar- 
rington  Street. 

Kitchener,  Ont. 

All  work  required  in  the  erection  of  a 
machine  shop  extension  for  the  Canadian 
Buffalo  Forge  Company  will  be  done  by 
the  general  contractor,  Casper  Braun. 

Levis,  Que. 

The  following  contracts  have  been 
awarded  in  connection  with  the  erection 
of  an  exchange  for  the  Belle  Telephone 
Company.  Montreal;  Cut  stone,  Victor 
Quarry  Company.  147  Mountain  Hill 
Street,  Quebec;  plumbing  and  heating, 
Vaudry  &  Matte,  169  St.  John  Street, 
Quebec;  mill  work,  Rutherford  &  Sons 
Company.  Ltd.,  425  Atwater  Avenue, 
Montreal. 

London,  Ont. 

The  contract  for  felt  and  gravel  roof- 
ing required  in  the  erection  of  a  galvan- 
izing plant  for  the  McClark  Manufactur- 
ing Company  has  been  let  to  the  general 
contractor. 

The  general  contract  for  the  erection 


of  an  addition  to  the  premises  of  the 
McLaughlin  Carriage  Company,  Ltd.. 
has  been  let  to  Hyatt  Brothers,  288  Eger- 
ton  Street,  and  work  will  start  imme- 
diately.   Approximate  cost,  $6,000. 

Marysville,  N.B. 

The  general  contract  for  the  erection 
of  a  brick  warehouse  for  the  Canadian 
Cottons,  Ltd.,  has  been  awarded  to  An- 
glin's  Ltd.,  65  Victoria  Street,  Montreal. 

Merritton.  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  plant  of  the  Lin- 
coln Paper  Mills  has  been  awarded  to 
Purdy,  Henderson  &  Co.,  Ltd.,  10  Galil- 
ean Street,  Montreal,  and  the  contract 
for  boilers  to  Poison  Iron  Works,  foot 
of  Frederick  Street,  Toronto.  Approxi- 
mate cost,  $200,000. 

Moncton,  N.B. 

The  general  contract  for  the  erection 
of  an  addition  to  the  exchange  of  the 
New  Brunswick  Telephone  Company,  St. 
John,  has  been  awarded  to  Mrs.  Cecil 
McManus;  manager,  R.  C.  Donald.  Brick 
construction.    Approximate  cost,  $12,000. 

Montmorency  Falls,  Que. 

In  connection  with  the  erection  of 
mills  for  the  Dominion  Textile  Company 
the  contract  for  painting  and  glazing  has 
been  awarded  to  Marier  &  Tremblay,  Du 
Pont  Street,  Quebec. 

Montreal,  Que. 

The  contract  for  steel  sash  required  in 
the  erection  of  a  factory  for  Thomas 
Davidson  &  Sons,  Ltd.,  Delisle  Street, 
has  been  awarded  to  the  Trussed  Con- 
crete Steel  Company,  59  Beaver  Hall 
Hill,  and  the  roofing  to  the  general  con- 
tractors. Plumbing  and  heating  will  be 
let  bv  the  engineers,  T.  Pringle  &  Son, 
20  St.  Nicholas  Street. 

Davis  &  Lawrence,  356  St.  Antoinc 
Street,  have  awarded  the  general  contract 
for  the  erection  of  a  warehouse  to  Laird, 
Paton  &  Son,  Ltd.,  485  St.  James  Street. 
Brick  construction.  Approximate  cost, 
$6,000. 

The  general  contract  for  the  erection 
of  a  club  house  addition  for  the  Knights 
of  Columbus,  St.  Henry  Council,  Laporte 
Street,  has  been  let  to  D.  Brazeau,  225 
Addington  Street.  Brick  construction. 
Approximate  cost,  $4,000. 

The  contract  for  installation  ot  a 
sprinkler  system  at  the  factory  which  is 
now  being  built  for  A.  McArthur  &  Co., 
Ltd.,  has  been  let  to  the  following  firms: 
L.  E.  Moulton  &  Co.,  142  Inspector 
Street,  underground  work;  General  Fire 
Extinguisher  Company,  374  Beaumont 
Street,  overhead  work. 

Montrose,  Ont. 

In  connection  with  the  erection  of  a 
roaundhouse  for  the  Michigan  Central 
Railway,  Detroit,  the  contract  for  coal 
ducts  has  been  let  to  Canadian  Link- Belt 
Company,  Ltd.,  265  Wellington  Street 
West,  Toronto. 

New  Carlisle,  Que. 

The  contract  for  repairs  to  the  prem- 
ises of  La  Banque  Nationale,  Quebec, 
has  been  let  to  G.  Roy.  Levis.  Approxi- 
mate cost,  $3,200.  Architect,  P.  Levesque. 
115  St.  John  Street.  Quebec. 

.  New  Toronto,  Ont 

The  general  contract  for  the  erection 
of  a  garage  for  Brown's  Copper  and 
Brass  Rolling  Mills.  Ltd.,  has  been 
awarded  to  Holtby  Brothers.  Hcphournc 
Street,  Toronto.    Brick  construction. 

Ottawa,  Ont. 

All  work  required  in  the  erection  of  a 
storage  building  for   Grant.   Holden  & 
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Graham,  Albert  Street,  will  be  done  by 
the  general  contractors,  Charles  Hol- 
brooke &  Sons,  425  Somerset  Street. 

The  contract  for  concrete,  masonry, 
ami  carpentry  work  required  in  the  erec- 
tion of  a  storage  building  for  the  Bell 
Telephone  Company  has  been  let  to  the 
general  contractors,  and  the  steel  work 
to  Dominion  Bridge  Company,  Sparks 
Street.  Tenders  are  open  for  roofing, 
plastering,  painting,  heating,  plumbing, 
and  electrical  work. 

The  general  contract  for  alterations  to 
a  store  for  the  Davidson  estate  has  been 
let  to  A.  Beck,  18  Woodlawn  Avenue,  and 
the  contract  for  steel  work  to  the  Camp- 
bell Steel  and  Iron  Works,  Carling  Ave- 
nue.   Approximate  cost,  $3,000. 

Peterborough,  Ont. 

The  general  contract  for  the  erection 
of  business  premises  for  Thomas  Gil- 
gour,  641  George  Street,  has  been  award- 
ed to  Ephgrave  &  Barrett,  571  Gilmour 
Street,  ami  the  plumbing  and  heating  to 
W.  Archibald,  care  of  the  general  con- 
tractors. Approximate  cost,  $6,000.  Brick 
and  steel  construction. 

The  following  contracts  have  been  Let 
in  connection  with  the  erection  of  offices 
and  apartments  for  W.  H.  Hill,  Sun  Life 
Building:  Carpentry,  painting,  and  plas- 
tering, general  contractors;  steel  work, 
McGregor  &  Mclntyre.  1139  Shaw  Street, 
Toronto;  galvanized  iron  work,  Gait  Art 
Metal  Company,  Gait;  hardwood  floors, 
Seaman  Kent  Company,  Meaford;  vault 
door,  JJ.  &  J.  Taylor,  145  Front  Street 
East,  Toronto. 

Quebec,  Que. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  of  the 
National  Breweries  has  been  let  to  A. 
Kackney,  107  St.  Joachim  Street.  Brick 
construction.    Approximate  cost,  $6,000. 

The  general  contract  for  the  erection 
of  a  stable  for  Bertrand  &  Buillot,  708 
St.  Valier  Street,  has  been  let  to  V.  Tal- 
bot. 92  Morin  Street.  Brick  and  frame 
construction.    Estimated  cost,  $3,000. 

The  general  and  carpentry  contracts 
for  the  erection  of  a  store  addition  for 
L.  H.  Levasseur,  48  Palace  Hill,  have 
been  let  to  E.  Paquet  &  Co..  16  Couil- 
lard  Street,  and  the  contract  for  masonry 
to  V.  Parent,  449  St.  Francois  Street. 
Brick  construction.  Approximate  cost, 
$3,000. 

The  contract  for  masonry  required  in 
the  erection  of  a  dairy  and  residence  for 
J.  Gingras,  203  St.  Olivier  Street,  has 
been  awarded  to  H.  Dallaire,  68  Sixth 
Street;  the  carpentry  contract  to  A.  Dar- 
veau,  156  Latourelle  Street,  and  the  roof- 
ing, heating,  plumbirlg,  and  electrical 
work  to  R.  Paradis,  236  d'Aguillon  Street. 
Brick  and  frame  consti  action.  Approxi- 
mate cost,  $7,000. 

Renfrew,  Ont. 

The  general  contract  for  the  erection 
of  a  foundry  and  machine  shop  for  L. 
Imbleau  &  Sons  has  been  let  to  C.  A. 
Duff  &  Co.  Approximate  cost,  $3,000. 
Architect,  John  McNicol. 

St.  Catharines,  Ont. 

The  general  and  masonry  contracts  for 
the  erection  of  a  store  and  flat  for  the 
Merchants  Bank  of  Canada  has  ben  let 
to  Newman  Brothers,  75  St.  Paul  Street; 
carpentry,  C.  F.  Monk,  Wilson  Street; 
rooting,  John  Nichols,  65  Queen  Street; 
plastering,  James  Robinson;  painting, 
Leach  &  Jones,  46  James  Street;  heating, 
John  Peart,  49  King  Street.  Approxi- 
mate cost,  $5,000. 


St.  Hyacinthe,  Que. 

The  general  contract  for  the  erection 
of  premises  for  the  Bank  of  Montreal 
has  been  awarded  to  Loomis  Dakin,  Ltd., 
25  BeLvidere  Street,  Sherbrooke.  Stone 
construction.    Approximate  cost,  $30,000. 

St.  Jerome,  Que. 

In  connection  with  the  erection  of  a 
mill  for  the  Regent  Spinners,  Ltd.,  the 
contract  for  plumbing  has  been  let  to 
Jules  Denis,  St.  Jerome;  the  contract  for 
fireproof  doors  to  Douglas  Brothers,  17 
St.  Maurice  Street,  Montreal,  and  for 
hardwood  floors  to  St.  Agathe  Lumber 
and  Construction  Company. 

St.  Thomas,  Ont. 

The  following  contracts  have  been 
awarded  in  connection  with  the  conver- 
sion of  a  building  on  Talbot  Street  into 
a  theatre  for  A.  J.  McLean,  Dake  House. 
Talbot  Street:  Masonry,  tile  and  stone 
work,  I.  S.  Belbin,  180  Centre  Street; 
carpentry,  D.  T.  Shafer,  131  Curtis 
Street;  steel  work,  McGregor  &  Macln- 
tyre,  1139  Shaw  Street,  Toronto;  metal 
work,  G.  T.  Stewart,  16  St.  Catharine 
Street;  heating  and  plumbing,  J.  A.  Mc- 
enzie,  658  Talbot  Street. 

Toronto.  Ont. 

The  Toms  Contracting  Company,  To- 
ronto, have  been  awarded  the  following 
contracts:  Mill,  concentrator  plant,  gar- 
age and  stable  for  Brown's  Copper  and 
Brass  Rolling  Mills,  Ltd.,  New  Toronto; 
additions  to  the  plant  of  the  Chevrolet 
Motor  Company,  Oshawa;  factory  for 
the  Dominion  Abrasive  Wheel  Company, 
Ltd.,  Mimico.,  estimated  cost,  $65,000. 

The  contract  for  masonry  required  in 
the  erection  of  a  factory  addition  for 
William  Neilson  Company,  Gladstone 
Avenue,  has  been  let  to  Gordon  Broth- 
ers, 1  Delisle  Street,  and  the  carpentry 
to  J.  D.  Young  &  Son,  35  College  Street. 

William  Candler,  89  Stephenson  Ave- 
nue, has  commenced  the  erection  of  a 
garage,  and  has  let  the  contract  for  ma- 
sonry to  George  T.  Gayton,  56  Lyall 
Avenue.  Smaller  trades  will  also  lie  let 
by  owner.    Approximate  cost,  $3,000. 

The  following  sub-contracts  have  been 
let  in  connection  with  the  erection  of  a 
warehouse  for  H.  Greisman,  68  Adelaide 
Street  East:  Sprinkler  system  and  heat- 
ing, H.  J.  Ritchie  Plumbing  and  Heating 
Company,  56  Adelaide  Street  East; 
plumbing,  W.  Schulkins,  932  College 
Street;  roofing,  H.  Williams  &  Co.,  23 
Toronto  Street;  galvanized  iron  and  steel 
sash,  A.  B.  Ormsby  Company,  Abell 
Street;  elevator,  Turnbull  Elevator  Man- 
ufacturing Company,  126  John  Street. 

In  connection  with  the  erection  of  a 
factory  for  the  Canadian  Bag  Company, 
427  St.  Patrick  Street,  Montreal,  the  fol- 
lowing sub-contracts  have  been  lei  : 
Sprinkler  system,  W.  J.  McGuire,  Ltd., 
91  Jarvis  Street;  plumbing  and  heating, 
W.  Schulkins.  932  College  Street;  gal- 
vanized iron,  A.  B.  Ormsby,  Abell 
Street;  steel  sash.  Steel  and  Radiation, 
Ltd.,  Fraser  Avenue;  elevator,  Turnbull 
Elevator  Manufacturing  Company,  126 
fohn  Street. 

Weston.  Ont. 

In  connection  with  tin-  factory  which 
is  in  course  of  erection  for  T.  A.  Russell, 
et  al.  King  and  Duncan  Streets,  Toronto, 
the  contract  for  electrical  work  has  been 
let  to  Toronto  Electric  Company,  101 
Duke  Street,  Toronto;  contract  for  ele- 
vators to  Turnbull  Flevator  Manufactur- 
ing Company,  126  John  Street,  Toronto; 
plumbing  to  Drake-Avery,  Hamilton. 


Yonugstown,  Alta. 

The  contract  for  heating  and  plumbing 
required  in  the  erection  of  premises  for 
the  Bank  of  Toronto  has  been  let  to 
Boyer  Boag  Company,  care  of  the  gen- 
eral contractors. 


Residences 

Courville,  Que. 

The  Quebec  Home  Buiulders,  Quebec, 
propose  to  build  a  residence  at  an  ap- 
proximate cost  of  $7,000.  Brick  con- 
struction. 

F.  E.  Laplante  is  considering  the  erec- 
tion of  a  residence.  Brick  construction, 
Approximate  cost.  $:;,.'>oo. 

Hamilton,  Ont. 

Rounanberg  &  Beck,  54  Fairholt  Road 
South,  have  had  plans  prepared  lor  a 
residence  which  they  propose  t<>  build  at 
an  approximate  cost  of  $6,000.  Brick  con- 
struction. 

J.  Bethune,  57  St.  Clair  Avenue,  pro- 
poses to  build  a  residence  at  an  approxi- 
mate cost  of  $3,000,  and  has  plans  pre- 
pared.   Brick  construction. 

Plans  are  being  prepared  for  two  resi- 
dences to  be  built  by  Sparks  &  Mac  Kay, 
«  Fairholt  Road  South.  Brick  con- 
struction.    Estimated  cost.  $3,000  each. 

Plans  have  been  drawn  for  a  resi- 
dence to  be  built  on  Garfield  Avenue  by 
Sparks  &  McKay,  9  Fairholt  Road  South. 
Brick  construction.  Approximate  cost, 
$3,000. 

Leamington,  Ont. 

Wesley  Link  is  about  to  start  work 
on  a  residence  on  Talbbr  Street.  Frame 
construction.    Approximate  cost.  $5,000. 

London,  Ont. 

Plans  of  a  bungalow  are  being  pre- 
pared for  John  Imeson,  24  Tecumseh 
Avenue.  Brick  construction.  Approxi- 
mate cost,  $3,000. 

H.  Templeman,  24  Windsor  Avenue, 
has  commenced  the  erection  of  two  cot- 
tages on  Sterling  Street,  estimated  to  cost 
$3,000.     Frame  construction. 

Montreal,  Que. 

Laflamme  &   Bedford,    ios   Colbrooke  ( 
Street,  have  commenced  the  erection  of 
two  residences  on  Vendome  Avenue,  es- 
timated to  cost  $10,000.     Brick  construc- 
tion. 

Ottawa,  Ont. 

Charles  F.  Dore,  23  Euclid  Avenue,  is 
considering  the  erection  of  a  residence 
at  an  approximate  cost  of  $4,000.  Brick 
and  stucco  construction. 

F.  Gellanger,  26  St.  Francis  Street,  has 
started  work  on  a  residence,  estimated  to 
cost  $3,000.  Brick  veneer  and  stucco 
construction. 

A.  W.  Davidson,  09  Grosvcnor  Street, 
has  commenced  the  erection  of  a  resi- 
dence, estimated  to  cost  $4,500.  Brick- 
veneer  and  stucco  construction. 

Quebec,  Que. 

East  &  Masson,  62  St.  Nazaire  Street, 
have  commenced  the  erection  of  a  resi- 
dence on  Cartier  Avenue,  estimated  to 
cost  $8,000.  Masonry,  roofing,  plumbing, 
heating,  plastering  and  electrical  work 
will  be  let. 

Louis  Careau,  127  Scott  Street,  has 
started  work  on  a  residence,  estimated 
to  cost  $5,000,  and  will  let  rooting,  plumb- 


46 


INK    CONTRA CT    R EC OR ft 


October  25,  (.016 


in«.  heating,  plastering  ami  electrical 
work     Brick  construction. 

M  Cauchon,  309  Richardson  Street, 
will  do  all  carpentry,  masonry  and  plas- 
tering work  in  connection  with  iltc  rcsi- 
dence  which  he  is  about  i<>  build  «>n 

l  artier      Street.        Approximate  cost. 

tuo.ooo 

H  Bert  rand,  888  Third  Avenue,  Lim- 
oilon,  has  Started  work  by  day  labor  on 
I  resilience,  estimated  to  cost  $4,000. 
Brick  construction. 

Shawinigan  Falls.  Que. 

\nioni  Laperrier  is  building  a  resi- 
lience, estimated  to  eost  $6,000.  Brick 
construction. 

St.  Andrews,  N.B. 

\\.  I  Noffke,  Plaza  Building,  Rideau 
Street.  Ottawa,  has  prepared  plans  of 
a  summer  residence  for  R.  C.  (irant,  24 
Blackburn  Street.  Ottawa.  Frame"  con- 
struction. 

Toronto,  Ont. 

W.  H.  Avison.  573  Indian  Road,  is  re- 
ceiving tenders  on  all  trades  except  car- 
pentry required  in  the  erection  of  a  du- 
plex residence.  Brick  construction.  Ap- 
proximate cost.  $4,000. 

D.  Kennedy.  798  Keele  Street,  is 
building  a  residence  on  Woodside  Ave- 
nue, and  is  receiving  tenders  On  wiring 
and  roofing.   Approximate  cost,  $4. ooo. 

W.  K.  Dixon.  249  Yonge  Street,  is  re- 
ceiving tenders  on  the  smaller  trades  re- 
quired in  the  erection  of  a  duplex  resi- 
dence on  Indian  Road.  Brick  construc- 
tion. Estimated  cost.  $6,500.  Architect. 
W.  Bredin  Balhraith.  623  Traders  Bank- 
Building. 

(  tsborne  Smith.  104  Eighth  Avenue, 
has  started  work  on  a  pair  of  residences, 
estimated  to  cost  $:;.00().  Brick  con- 
struction. 

G.  F.  Cudmore,  02  Pacific  Avenue,  has 
commenced  the  erection  of  two  resi- 
dences, and  will  let  smaller  trades.  Brick- 
construction.    Approximate  cost,  $5,000. 

John  VV.  Gratton.  486  Clinton  Street, 
has  commenced  the  erection  of  four  resi- 
dences, and  will  let  smaller  trades.  Brick 
construction.    Approximate  cost,  $18,000. 

R.  W.  Maton,  173  Glenholme  Avenue, 
has  started  work  on  a  residence,  esti- 
mated to  cost  $.'{.200.  Brick  construc- 
tion. 

W.  H.  Avison,  573  Indian  Road,  is 
about  to  start  work  on  a  duplex  resi- 
dence, estimated  to  cost  $4,000.  Smaller 
trades  will  be  let.    Brick  construction. 

\V.  J.  (irant.  83  Quebec  Avenue,  has 
-tarted  work  on  two  residences,  esti- 
mated to  cost  $<>.000.  Smaller  trades  will 
be  let  later  on.    Brick  construction. 

\V.  J.  &  C.  VV.  Callow,  0  Sword  Street, 
are  receiving  tenders  on  lathing  and 
plastering  a  pair  of  residences  which 
they  have  built  on  Lamb  Street.  Ap- 
proximate cost,  $4,200. 

CONTRACTS  AWARDED 

Brantford,  Ont. 

The  general,  masonry,  carpentry,  roof- 
ing, plastering  and  painting  contracts  for 
the  erection  of  a  residence  for  J.  J.  New- 
man. 75  Erie  Avenue,  have  been  let  to 
Ingleby  Taylor  Company,  Limited,  116 
Brant  Street,  heating  and  plumbing  to 
R.  H.  Ballantyne.  King  Street,  and  elec- 
trical work  to  W.  H.  Wilson,  5  Glenville 
Avenue. 


Chatham.  Out. 

In  connection  with  the  erection  of  a 
residence  for  ( i.  W.  Speague.  Victoria 
\  venue,  the  contract  lor  plumbing  and 
heating  lias  been  lei  to  J.  I  .  Wanlcss.  Is 
King  Street;  roofing,  A.  Tbnilinson,  30 
Wade  Street;  electrical  work.  Chatham 
(■as  and  Electric  Company,  King  Street; 
plastering,  E.  Sparks,  Sandys  Street. 

Courville.  Que. 

(  liarles  \.  Dorion,  Charlesbourg,  Que., 
lias  let  the  contract  for  the  erection  of 
a  residence  to  the  Quebec  Home  Build- 
ers, Quebec.  Brick  construction.  Rsti- 
mated  cost,  $8, ooo. 

Fergus,  Ont. 

The  general  contract  for  the  erection 
1 1 f  five  residences  For  R.  Armstrong  and 
('.  I\.  McGregor,  Fergus,  has  been  let 
to  Beattie  &  Eaton.  Gitelph.  Brick  con- 
struction.    Approximate  cost,  $10,000. 

Gananoque,  Ont. 

E.  T.  Lent,  Gananoque,  has  prepared 
plans  of  a  refectory,  laundry,  master's 
lodge  and  servants'  lodge  to  be  built  on 
Hay  Island  for  Frank  Lewis.  The  gen- 
eral, masonry,  carpentry,  roofing  and 
plastering  contracts  have  been  let  to 
Mitchell  &  Wilson,  Gananoque,  and  the 
plumbing  to  W.  E.  Martin,  Gananoque. 
Frame  construction.  Approximate  total 
cost,  $7,000. 

Grimsby,  Ont. 

The  contract  for  brick  work  and  plas- 
tering required  in  the  erection  of  a  resi- 
dence for  Peter  Nichols  has  been  award- 
ed to  George  Nigh,  and  the  carpentry  to 
D.  Marsh. 

Hamilton,  Ont. 

The  following  contracts  have  been  let 
for  the  erection  of  an  apartment  house 
for  O.  Seeley,  (II  Hunter  Street  North: 
General  contract,  F.  McLarity,  223  Pros- 
pect Street;  masonry,  carpentry,  steel, 
and  roofing,  day  labor;  plastering,  Mc- 
Clar.y  Manufacturing  Company,  York 
Street;  painting,  F.  Pope,  Smithville, 
Ont.;  plumbing,  Bloom  &  Britain,  James 
Street  South;  electrical  work,  R.  Smith, 
in |  liurton  Street  East.  Approximate 
cost,  $5,000. 

C.  G.  Cooper.  109  Kent  Street,  has 
awarded  the  general  contract  for  the 
erection  of  a  residence  to  J.  Shuart,  284 
Locke  Street  South,  who  will  do  ma- 
sonry, carpentry  and  roofing.  Brick  con- 
struction.   Estimated  cost,  $4,500. 

The  general,  masonry  and  steel  con- 
tracts for  the  erection  of  a  residence  for 
George  Buckingham,  13,9  Balsam  Avenue, 
have  been  awarded  to  Walter  J.  Smith. 
20  Norway  Street,  the  carpentry  and 
roofing  to  J.  Lomax,  210  Maple  Avenue, 
and  painting  to  E.  Gibson,  172  Rosslyn 
Avenue.     Approximate   cost.  $4,000. 

The  following  contracts  have  been  let 
in  connection  with  the  bungalow  which 
is  being  built  by  R.  Huxtable,  70  St. 
('lair  Avenue: — plastering,  C.  Fink,  C><; 
Welling  Street  West;  heating,  J.  Luxon 
Company,  00  Lemmington  Street;  plumb- 
ing, J.  Gibson,  070  King  Street  East; 
electrical  work,  A.  Dynes,  161  Sanford 
Avenue  South. 

E.  Solomon,  40  Walnut,  Street  South, 
has  let  the  general,  masonry,  carpentry 
and  roofing  contracts  for  the  erection 
of  a  residence  to  J.  W.  Roderick.  19  Hol- 
ton  Avenue.  Brick  construction.  Ap- 
proximate cost,  $3,500. 

The  contract  for  painting  in  connection 
with  the  erection  of  a  residence  for  T. 


II  Rose,  123  Charles  Street,  has  been  let 
to  Dennis  Brothers,  226  King  Street  W. 

Kitchener,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  on  St.  George  Street  for 
A.  L.  Bitzer,  has  been  let  to  S.  T.  Dip- 
pel.  Irwin  Street.  Frame  and  brick  con- 
struction.   Estimated  cost,  $3,500. 

London,  Ont. 

In  connection  with  the  rectory  which 
is  being  built  for  the  Church  of  the  Re- 
deemer, the  contract  for  plumbing  has 
been  let  to  F.  C.  Hunt  &  Co.,  Richmond 
Street;  heating  to  Charles  Dyson,  Dun- 
das  Street;  plastering  to  John  Fenn,  Wil- 
liam Street,  and  electrical  work  to  Peo- 
ple's Electric  Company,  Dundas  Street. 

Montreal,  Que. 

The  general  contract  for  the  erection 
oi  an  addition  to  a  residence  for  E.  Lang- 
uedoc,  120  St.  James  Street,  has  been  let 
to  J.  B.  Gratton,  Limited,  000  Labrecque 
Street,  masonry  to  Filion  &  Freres  Ltd., 
34  11)  St.  Denis  Street,  and  roofing,  heat- 
ing, plumbing  and  electrical  work  to  J. 
E.  Blanchard  &  Son,  2108  St.  Lawrence 
Boulevard.  Brick  construction.  Ap- 
proximate cost,  $3,000. 

In  connection  with  the  apartments 
which  are  being  built  for  Mrs.  F.  Chap- 
leau-Lecavalier,  65  Cherrier  Street,  the 
contract  for  electrical  work  has  been  let 
to  W.  Marchand,  04  Mance  Street. 

The  general  contract  for  the  erection 
of  residences  on  Decarie  Boulevard  for 
D.  Chevrier,  1655  Notre  Dame  Street  W.. 
has  been  awarded  to  D.  Beloquin.  447 
Old  Orchard  Street.  Brick  construc- 
tion.    Approximate  cost,  $12,000. 

Ottawa,  Ont. 

Work  is  about  to  start  on  alterations 
and  additions  to  a  residence  for  Dr. 
Rogers,  251  Cooper  Street.  The  contract 
for  heating  and  plumbing  has  t>een 
awarded  to  J.  R.  McLennan.  240  Bank- 
Street,  and  for  hardwood  to  Ottawa  Stair 
Company,  Somerset  Street.  Estimated 
cost,  $4,000. 

The  general  contract  for  the  erection 
of  a  residence  for  M.  McKenzie.  Clemow 
Avenue,  has  been  let  to  E.  L  Shuttle- 
worth,  20  Euclid  Avenue;  plastering  to 
Murphy  &  Morrow,  139  Waverly  Street; 
painting  to  Ritchie  &  Nunn,  Sunnyside 
Avenue.    Approximate  cost,  $5,000. 

Port  Colborne,  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  a  residence  for  Julius 
Knoll,  Humbcrstone.  Ont..  has  been 
awarded  to  Peter  Beam,  carpentry  tO 
John  Schneider.  Humbcrstone.  and 
plumbing  and  heating  to  William  Tray- 
ncr,  Humberstone. 

Quebec,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  E.  Saindon.  (11  Fourth 
Street.  Limoilou.  has  been  awarded  to 
P.  Filion.  41 8  Third  Avenue.  Limoilou. 
who  will  sub-let  brick  work,  roofing, 
plumbing  and  electrical  work.  Approxi- 
mate cost,  $10,000. 

E.  Bouchard,  185  Crown  Street,  has 
let  the  contract  for  roofing  and  plaster- 
ing in  connection  with  the  residence 
which  he  is  building  to  N.  Gossclin.  92 
Bavard  Street. 

In  connection  with  the  residence  which 
is  being  built  for  N.  Hamel.  !>.">  Dollard 
Street,  the  contract  for  masonry  and 
plastering  has  been  awarded  to  '/..  Fiset. 
2]/2  St.  Bcnoit  Street.    Roofing  and  elec- 
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trical  work  will  also  be  sub-let  by  the 
general  contractor. 

The  general,  masonry,  carpentry  and 
plastering  contracts  for  the  erection  of 
a  residence  for  John  Byrne,  80  St.  Eus- 
tache  Street,  have  been  awarded  to  L. 
H.  Peters  Ltd.,  10  Ste.  Angele  Street; 
roofing  to  E.  Falardeau,  :S08  Queen  St.; 
painting  to  B.  Leonard,  29  St.  Stanislas 
Street;  heating  and  plumbing  to  J.  J. 
Walker,  122  St.  John  Street.  Frame  and 
brick  construction.  Approximate  cost, 
$7,000. 

Madame  F.  Ferland.  L26  Ninth  Street,. 
Limoilou,  has  commenced  the  erection 
of  a  residence,  and  has  let  the  contract 
for  masonry  to  F.  X.  Villeneuve,  168  Sec- 
ond Street,  Limoilou,  and  carpentry  to 
E.  Belanger,  163  Ninth  Street,  Limoilou. 
Roofing,  plumbing  and  electrical  work 
will  also  be  sub-let  by  owner.  Approxi- 
mate cost.  $10,000. 

St.  Helaire,  Que. 

The  general  contract  for  remodelling 
a  residence  for  Hon.  L.  P.  Brodeur  has 
been  awarded  to  A.  Hubert,  Beloeil,  Que. 
Approximate  cost.  $10,000.  Architect, 
T.  Daoust,  26  St.  James  Street,  Montreal. 

Toronto,  Ont. 

T.  W.  Robinson,  11  Evelyn  Crescent, 
has  let  the  contract  for  masonry  in  con- 
nection with  the  residence  and  garage 
which  he  is  building  to  H.  Ne?l,  15.  Ux-. 
bridge  Avenue,  and  the  plumbing  to  L. 
Hulme,  49  Vine  Avenue. 

T.  W.  Robinson.  11  Evelyn  Crescent, 
has  started  work  on  a  residence  for  Wil- 
liam Armstrong,  and  will  let  smaller 
trades.  Brick  construction.  Approximate 
cost,  $3,500. 

The  contract  for  masonry  required  in 
the  erection  of  a  residence  for  A.  E. 
Boothe,  654  Huron  Street,  has  been 
awarded  to  Thomson  Brothers,  151  Rush- 
olme  Road,  and  the  carpentry  to  Hugh 
Curry,  325  Markham  Street.  Brick  con- 
struction.   Approximate  cost,  $3,500. 

The  general  contract  for  the  erection 
of  three  residences  for  J.  Williams,  26 
Hambly  Avenue,  has  been  awarded  to  T. 
Carlton,  11  Spruce  Hill  Road,  who  will 
sub-let  the  smaller  trades.  Brick  con- 
struction. Approximate  cost,  $6,000. 
Architect,  J.  G.  Ure,  122  Westmount 
Avenue. 

Power  Plants,  Electricity  and 
Telephones 

Renfrew.  Ont. 

The  Town  Council  and  the  Ontario 
Hydro  Commission  have  entered  into  an 
agreement  for  the  development  of  power, 
whereby  the  commission  will  build  a 
dam  and  dredge  Golden  Lake.  Town 
» llerk,  J.  A.  Devcnny. 

In  connection  with  the  power  develop- 
ment at  Calabogie,  M.  J.  O'Brien  is  re- 
ceiving prices  on  brick,  cement,  two  gen- 
erators, two  waterwheels,  and  60  miles 
of  No.  2  copper  wire. 


Fires 

Collingwood,  Ont. 

(  old  storage  building  of  the  Dominion 
Fish  Company. 

Lindsay,  Ont. 

Exchange  building  owned  by  F.  Knowl- 
son  and  occupied  by  the  Canadian  Ma- 


chine Telephone  Company.  Loss  on 
building  and  plant  estimated  at  $26,000. 

London,  Ont. 

Factory  of  \V.  A.  Jenkins  Company. 
Loss,  about  $30,000,  Will  he  repaired  as 
soon  as  possible. 

Pelham,  Ont. 

Barn  owned  by  Blake  Shriner,  R.  R. 
No.  4,  Fenwick,  Ont.  Loss,  $2,500.  Will 
rebuild  in  the  spring. 

Phillipsburg,  Ont. 

Business  premises  and  residence  of 
Henry  Wagner,  Baden,  Ont.  Loss, 
$8,000.    Owner  will  rebuild. 

Port  Hammond,  B.C. 

Store,  hotel  and  hall  owned  by  J.  M. 
Dale.  Loss,  $47,000;  Bank  of  Hamilton, 
bank  building,  $10,000;  F.  Wilson,  barber 
shop  and  pool  room,  $700;  Mrs.  J. 
Thompson,  millinery  store;  British  Col- 
umbia Telephone  Company,  storehouse, 
etc.,  $5,000. 

Rimouski,  Que. 

College  of  the  Cross  of  Jesus.  Loss, 

$45,000.    May  be  rebuilt  by  the  owners, 

Reverend  Father  Friars. 

Salem,  Ont. 

Residence  of  Mrs.  James  Munro  to- 
tally destroyed. 

St.  Victor  de  Tring,  Que. 

Residences  of  Albert  Langelier,  I. 
Shink  and  E.  Bolduc.  Losses,  $0,000, 
$5,000  and  $6,000  respectively.  Owners 
will  rebuild. 

Wainfleet  Township,  Ont. 

Barn  owned  by  J.  Augustine,  Tort  Col- 
borne,  Ont.    Loss,  $3,000. 


Miscellaneous 

Kitchener,  Ont. 

Tenders  will  be  called  shortly  for  the 
construction  of  a  swimming  pool  for  F. 
H.  Reiders,  58  Roy  Street.  Brick  con- 
struction. Approximate  cost,  $7,000.  Ar- 
chitect, W.  C.  Cowan,  430  King  Street 
West. 

Ottawa,  Ont. 

The  City  Council  are  considering  the 
construction  of  two  swimming  baths,  and 
plans  are  to  be  prepared  by  the  Works 
Commissioner.  Approximate  cost, 
$25,000  each. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  October  31st  for  supply  of 
materials  during  the  coming  year,  in- 
cluding paving  block,  refined  asphalt, 
wood  block,  sewer  brick,  cement,  iron 
and  steel,  sewer  pipe  and  cast  iron  pipe. 

Vancouver,  B.C. 

The  City  Council  are  considering  the 
construction  of  a  swimming  bath  at  Eng- 
lish Bay  and  may  submit  a  by-law  in 
January.  Approximate  cost,  $75,000. 
Particulars  from  Commissioner  George 
Owens. 


Bent  I-Beams  Hung  Over  Fire  Straighten 
of  Own  Weight 

A  large  number  of  bent  15-inch  1- 
peams  were  straightened  at  Harrisburg. 
Pa.,  by  F.  P.  Kcmon,  superintendent  for 
the  Robert  Grace  Contracting  Company, 
engaged  in  building  the  Cumberland  \  al- 
ley Railroad  bridge  by  hanging  them  one 
at  a  time  between  two  ginp< des  over  care- 
fully built  wood  fires.    Each  end  of  each 


72-foot  beam  was  suspended  by  a  set  of 
falls.  These  falls  were  attached  to  tin 
tops  of  two  ginpoles  leaning  toward  each 
other  and  each  guyed  with  three  lines. 
In  this  way  there  were  no  guys  directly 
over  the  fire.  The  beams  were  suspended 
belly  up  in  the  case  of  light  kinks,  and 
belly  down  when  badly  bent,  with  the 
bend  resting  on  the  fire,  so  as  to  straight- 
en of  their  own  weight  when  heated.  It 
was  necessary  to  guy  them  sideways  with 
small  wire  lines  to  keep  the  web  as 
nearly  as  possible  in  a  horizontal  posi- 
tion. The  fires,  built  of  scrap  lumber1 
from  the  job,  were  tended  by  an  experi- 
enced blacksmith,  who  took  great  care 
to  avoid  burning  any  part  of  the  beams. 
The  work  was  very  successful,  many 
beams  badly  bent  being  restored  to  prac- 
tically perfect  straightness.  A  number 
of  the  more  badly  bent  beams  could  nut 
be  quite  straightened,  but  were  restored 
near  enough  to  their  original  condition  to 
make  it  safe  to  use  them  in  trestle  con- 
struction. 

The  trestle  irl  which  the  beams  were 
employed  was  about  1,500  feet  long  and 
extended  entirely  across  the  east  branch 
of  the  Susquehanna  River.  The  river  bed 
is  scoured  bare,  and  the  framed  trestle 
bents  rested  directly  on  the  rock.  The 
entire  trestle,  which  was  upstream  from 
the  new  bridge,  was  carried  out  by  a 
severe  and  unexpected  flood,  practically 
all  of  the  stringers  being  bent  around  the 
upstream  ends  of  the  piers.  As  soon  as 
the  water  went  down,  the  stringers  were 
fished  out  by  a  locomotive  crane  on  the 
main-line  track.  The  work  of  straight- 
ening them  on  the  island  proceeded  so 
rapidly  that  it  was  possible  to  rebuild 
the  entire  trestle  and  start  concreting  at 
its  far  end  in  less  than  six  weeks  after 
the  flood.  Aside  from  the  present  high 
price  of  steel,  it  is  doubtful  if  a  sufficient 
number  of  stringers  to  replace  the  benl 
ones  could  have  been  delivered  to  the 
job  within  this  time. 


Two-Way  Motion  and  Revolving  Ham- 
mer Cage  on  Land  Drivers 

A  type  of  land  driver  with  two-way  mo- 
tion leads  lengthwise  of  the  under-frame 
to  bring  the  hammer  parallel  to  the  two 
long  lines  of  sheeting  to  be  driven,  and 
carrying  the  hammer  in  a  revolving 
cage  in  front  of  the  leads  so  that  it 
could  drive  sheeting  on  an  arc.  proved 
very  successful  in  constructing  the  land 
wall  of  the  cofferdam  for  lock  No.  2  on 
the  Cape  Fear  River,  N  O  The  lower 
carranges  of  the  drivers  ran  on  tracks 
spanning  the  width  of  the  cofferdam 
cells.  A  third  track  back  of  the  rear 
wall  of  sheeting  carried  an  extension  of 
the  under-frame  on  which  the  hoist  was 
ununited.  Steam  for  both  the  hammers 
and  the  hoisting  engines  was  provided 
from  a  central  boiler  plant.  Each  driver 
was  equipped  with  two  2-inch  jets.  The 
pumps  which  supplied  these  jets  were 
mounted  on  barges  tied  up  at  the  points 
where  the  drivers  were  working. 

The  sides  of  the  sheet-pile  pockets  next 
the  river  were  curved,  and  on  one  of  the 
drivers  the  frame  in  which  the  hammer 
was  suspended  in  front  of  the  leads  was 
constructed  so  that  the  hammer  could 
be  turned  at  any  angle  to  follow  (he 
curve  of  the  sheeting.  The  cage  on  the 
other  driver  did  not  have  this  revolving 
feature,  but  was  useful  where  it  was 
necessary  to  over-reach  piling  partly  driv- 
en in  making  the  closures  of  the  pockets. 


BOILERS  FOR  SALE 

Two  low  pressure  30  H.P.  iteel  boilers  com- 
plete with  mounting!,  grates,  etc.  Have  been  in 
use  less  tban  two  months.  Good  for  steam  or 
!iot  water  heating  purposes.  Each  will^  carry 
;{ UOO  sotiare  leet  of  steam  radiation.  Further 
i .aittculirt— M«cM.  K.  &  I).,  4  Beaver  Hall  Su.. 
Slontieal  17  tf 


For  Sale 


I'wn   TO- Gallon    Hydraulic    I'nnips   for   1,500  lb. 
Pressure. 

line  IXt  H.lV  General  Elcctiic  Co.  Motor.  .1-1  hiisr, 

OOCycle,  200-Volt,  *7iK». 
two  Shcldons.   No.        Cast   I ron  Fans. 
|hrs,    machines   can   hi'   seen   and   inspected  al 

NATIONAL  STEEL  CAR  CO.,  LTD., 
41  44  Hamilton,  Out. 


Machinery  For  Sale 

One  second-hand  H.  7  Hoiler.  14  ft.  x  72  in., 

shell  114.  ::-in.  tubes,  safety  pressure,  110  lbs. 
One  110  II  I'.  Wheelock  Engine,  made  by  GolOie. 

Mit  ulloch  Co..  size  of  flywheel  20  ft.  diam., 

20  ins.  wide. 
( tat  Condenser  Belt-driven  Pump,  4  in.  x  12  in. 

stroke. 

One  double  ply  Leather  Belt,  86  ft.  x  19  m.  wide. 
Lot  of  pulleys,  shafting,  etc.,  would  be  sold  to 

gether  or  separate. 
One  elevated  tank  tower,  lattice  girder  type,  in 

fair  condition. 
For  further  particulars,  apply 

TOWN  ENGINEER, 
4J.43  Orangeville,  Ont. 

Department  of  Railways  and  Canals, 
Canada. 

Canadian  Government  Railways. 

Superstructure  of  Elevator, 
St.  John,  N.  B. 

Sealed  tenders,  addressed  to  J.  W.  Pugsley, 
Secretary  of  the  Department  of  Railways  and 
Canals.  Ottawa.  Ont.,  and  marked  on  the  out- 
side "Tender  for  Superstructure  of  Elevator,  St. 
lohn."  will  be  received  up  to  and  including 
twelve  o'clock  noon.  Wednesday,  November  15th. 
for  the  construction  of  a  reinforced  concrete 
grain  elevator  with  a  capacity  of  500,000  bushels. 

Plans,    specifications   and   blank    form   of  con- 
tract may  be  seen  at  the  offices  of  the  follow- 
ing, on  and  after  October  10th  : 
Chief    Engineer,    Department    of    Railways  and 

Canals,  Ottawa. 
Chief  Engineer.  Canadian  Government  Railways, 

Moncton,  N.I!. 
General   Superintendent,   Winnipeg,  Man. 
Resident  Engineer,  Fort  William,  Out. 
John   S.   Metcalf  Company.    Limited,  Engineers, 
Montreal,  Que. 

(  ontractors  who  wish  to  obtain  plans  anrl 
specifications  temporarily  for  their  own  use  may 
obtain  same  from  any  of  the  offices  at  which 
plans  are  on  exhibition,  on  depositing  a  certified 
bank  cheque  in  favor  of  the  Canadian  Govern- 
ment Railways  for  the  sum  of  one  hundred  ($100), 
which  will  be  refunded  on  the  return  of  the  plans 
and   specifications.  - 

All  the  conditions  of  the  specifications  and  con- 
tract form  must  be  complied  with. 

Tenders  must  he  submitted  in  duplicate  on  the 
blank  form  of  tender  which  may  be  obtained  from 
any  of  the  offices  at  which  plans  are  on  exhibition. 

Each  tender  must  be  accompanied  by  a  certified 
bank  cheque  payable  to  the  Honorable  the  Min- 
ister of  Railways  and  Canals  equal  to  ten  per 
cent.  CIO  p.c.)  of  amount  of  tender. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted.      ^   ^   r;l.TEI  IT_-S   General  Manager, 

Canadian  Government  Railways, 
Moncton,  N'.B.,  Oct.  12th,  1010.  42-45 


Late  News  Items 

Hamilton,  Ont. 

S.  I'..  Thompson,  6  King  William 
Street,  proposes  to  build  a  number  of 
resiliences  facing  the  city  park  on  the 
mountain,  and  lias  been  granted  permis- 
sion by  the  Parks  Board.  Approximate 
cost,  $3, 500  each. 

Montreal,  Que. 

J.  Edgar  Prairie,  502  St.  Catharine 
Street  East,  is  receiving  tenders  on  the 
smaller  trades  required  in  the  erection  of 
a  residence  on  Pare  Lafontaine,  and  has 
let  the  contract  for  foundation  work, 
brick  work,  and  masonry  to  A.  Milette, 
189  Christopher  Colomb  Street,  and  the 
contract  for  carpentry  to  A.  Bonin,  2935 
Dandurand  Avenue.  Approximate  cost, 
$14,000. 

Outremont,  Que. 

I  he  following  contracts  have  been  let 
in  connection  with  the  residence  which 
is  being  built  for  J.  A.  Morrier,  615 
Bloom  held  Street:  Masonry,  Corbe.il  & 
Guilbault,  334  Beaudrv  Street;  brick 
work,  O.  Archambault,  61 Q  Tare  Lafon- 
taine; plastering,  F.  Beaudoin  &  Sons, 
636  Drolet  Street;  painting,  Lavoie  & 
Paquette,  691  St.  Andre  Street;  roofing, 
heating,  and  plumbing,  J.  E.  Blanchard 
&  Son,  2168  St.  Lawrence  Street;  electri- 
cal work,  J.  A.  St.  Amour  2171,  St.  Denis 
Street. 

Quebec,  Que. 

Lavoie  &  Frere,  56  Jeanne  d'Arc  Street, 
have  commenced  the  erection  of  two  resi- 
dences on  Aberdeen  Street,  estimated  to 
cost  $18,000.  Roofing,  heating-,  plumbing, 
and  electrical  work  will  lie  sub-let. 

J.  Bonin,  21  Eighth  Avenue,  Limoilou, 
is  building  two  residences  on  Second 
Avenue,  Limoilou,  for  T.  P.  Dion,  and 
will  sub-let  roofing',  plumbing,  and  elec- 
trical work.    Approximate  cost,  $12,000. 

Three  Rivers,  Que. 

The  Dominion  Sugar  Company  are  ne- 
gotiating with  the  town  for  a  site  and 
other  concessions,  preparatory  to  the 
erection  of  a  refinery.  Approximate  cost, 
$150,000.  Particulars  from  D.  A.  Gor- 
don, Wallaceburg,  Ont. 

Toronto,  Ont. 

The  general  contract  for  the  erection 
of  a  foundry  addition  for  the  Canadian 
Fairbanks-Morse  Company,  Ltd.,  1379 
Bloor  Street  West,  has  been  let  to  the 
J.  V.  Gray  Construction  Company,  Con- 
federation Life  Building;  sheet  metal 
work,  A.  B.  Ormsby  Company,  Ltd., 
A  bell  Street;  roofing,  Carmichael  Water- 
proofing Company,  Ltd.,  267  Delaware 
Avenue.  Brick  and  steel  construction. 
Approximate  cost,  $12,000. 

The  Board  of  Control  will  receive  ten- 
ders until  October  31st  for  the  construc- 
tion of  sewers  on  various  streets.  Plans 
and  specifications  at  Room  6,  City  Hall. 

The  general  contract  for  the  erection 
of  an  office  building  for  the  National  Iron 
Works  Company,  Ltd.,  Cherry  Street,  has 
been  let  to  the  Jackson  Lewis  Company, 
Bell  Telephone  '  Building.  Brick  con- 
strution.  Approximate  ost,  $7,500.  Arch- 
itect, John  M.  Lyle,  19  Avondale  Avenue. 


The  following  contracts  have  been  let 
in  connection  with  the  factory  addition 
which  is  now  being  built  for  P.  W.  Ellis 
&  Company,  Ltd.,  Wellington  Street 
East:  Concrete  work,  A.  C.  Richmond, 
Yonge  Street  Arcade;  plumbing,  Purdv 
M  ansell,  Ltd.,  63  Albert  Street;  wiring,  J, 
Everard  Myers,  4  Gould  Street;  carpen- 
try and  painting,  Thomas  Hocking, 
N  onge  Street  Arcade.  Approximate  cost, 
$8,ooo.  Architect,  I-'.  S.  Saunders,  Jor- 
dan Street. 

Fire  has  caused  damage  to  the  extent 
of  about  $5,000  damage  to  the  large  resi- 
dence on  the  Kingston  Road  owned  by 
Charles  C.  Cummings,  Lumsden  Build- 


Tweed.  Ont. 

The  plans  for  the  proposed  high  school 
are  being  revised,  and  new  tenders  will 
be  called  shortly.  Brick,  steel,  and  hol- 
low tile  construction.  Approximate  cost, 
$25,000.  Architects,  Ellis  &  Ellis,  Man- 
ning Chambers,  Toronto. 


Portable  Hoppers  on  Street,  Steam 
Shovel  Underground 

A  revolving  steam  shovel  is  at  work 
under  Seventh  Avenue  in  New  York  City 
taking  out  a  full-depth  rock  heading  on 
Section  4  of  Routes  4  and  36  of  the  new 
dual  subway  system.  It  drinks  only 
water  and  is  on  the  job  promptly  at  S 
each  morning.  The  superintendent  for 
tlie  Litchfield  Construction  Company, 
contractor  for  the  section,  has  not  wor- 
ried about  the  prevailing  shortage  of 
muckers  since  il  was  installed.  It  handles 
rock  from  the  entire  face  faster  than  the 
rock  can  be  shot  down,  loading  with  its 
5^-yard  dipper  "battleship"  skips  handled 
on  plaftorm  cars  by  mule.  The  street 
over  the  shovel  is  supported  on  40-foot 
girder  beams  carried  by  towers  built  in- 
side of  cribbing  which  could  support  the 
load  alone,  and  which  amply  protects 
the  vertical  timbers  inside  during  blast  - 
ing.  The  steam  shovel  is  provided  with 
a  square  shield  of  3-inch  plank,  behind 
which  it  takes  refuge  when  blasts  arc 
fired. 

The  heading  is  advanced  by  the  needle- 
beam  method.  As  the  rock  is  overlaid 
by  8  to  10  feet  of  clay,  the  most  econ- 
omical way  to  operate  is  to  remove  the 
clay  first  and  to  take  the  rock  out  in  a 
second  lift.  It  was  not  possible,  of 
course,  to  lake  out  this  clay  at  the  con- 
struction shafts.  To  remove  it  by  hand 
loading  as  the  street  w'as  decked  would 
have  been  very  wasteful.  Therefore  tem- 
porary shafts  have  been  opened  al  con- 
venient points  along  (he  curl)  by  cutting 
a  hole  in  the  decking  and  pulling  up  one 
of  the  derricks  and  one  of  the  loading 
hoppers.  They  are  mounted  on  wagon 
wheels  for  moving,  but  rest  when  in  use 
on  wedges  driven  far  enough  under  their 
frames  to  raise  them  oil"  their  wheels  It 
takes  but  a  short  while  to  knock  out 
these  wedges,  haul  the  outfit  ahead  and 
drive  them  in  again.  The  derricks  dump 
into  the  loading  hoppers  turn-over  buck- 
ets, which  are  hauled  to  the  shafts  by 
mules  on  platform  cars  running  on  the 
upper  level. 


October  25,  1916 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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Square  Spindle 


Increase  Your  Profits 


by  manufacturing  ornamental 
products  at  odd  times,  using 
labor  that  might  otherwise  be 
idling  its  time  away. 

Let  us  send  you  our  book  show- 
ing Columns,  Capitals,  Spindles, 
Balls,  Lawn  Vases,  Gate  Piers, 
Chimneys,  etc.,  made  on  "Ideal" 
Ornamental  Molds. 

We  manufacture  a  complete  line 
of  Concrete  Machinery 


Grecian  Lawn 
Vase 


IDEAL  CONCRETE  MACHINERY  CO.,  LIMITED 

WINDSOR  -  ONTARIO 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"  Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"  Tender  Ad.  "  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing- bids,  in  our  offices  at 
Toronto,  Montreal, Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


^  STONE  CRUSHER 

IS  THE 

"ACME" 


Pat 


The  Machine  of 

QUALITY  and  MERIT. 


Goodwin,  Barsby  &  Co.,  Leicester,  Eng. 


The  above  shows  the  Prest-O-Lite  Process  as  used  in 
the  manufacture  of  metal  furniture. 

Metal  Furniture 
Made  by  Welding 

Makers  of  metal  furniture  of  all  kinds  are  using 
the  oxy-acetylene  welding  process  to  obtain  strong- 
er, better  and  neater  joints  than  are  possible  by 
other  methods. 

This  process  is  effecting  marked  economies  in 
production  costs.  It  provides  a  means  of  greatly 
simplifying  the  manufacture  of  intricate  metal  parts, 
speeds  up  production,  and  improves  the  quality  of 
the  finished  article. 

The  same  process,  so  widely  used  in  manufactur- 
ing operations,  is  equally  useful  and  efficient  for  hun- 
dreds of  jobs  in  and  around  the  shop. 

When  emergency  repairs  are  needed  to  avoid  a 
possible  shut-down  of  important  machinery,  this 
portable  welding  outfit  will  quickly  and  efficiently 
repair  the  break  right  "on  the  spot,"  oftentimes  with- 
out moving  or  dismantling  the  machine. 


Employs  both  gases  (acetylene  and  oxj'gen)  in  portable 
cylinders.    Prest-O-Lite  Dissolved  Acetylene  (ready-made 
carbide  gas)   is  backed  by  Prest-O-Lite  Service,  which 
provides  dry,  purified  gas,  insuring  better  welds,  quicker 
work,  and  lower  cost,  and  also  avoids  the  large  initial 
outlay  and  heavy  depreciation  incurred  in  making  crude 
acetylene  in  a  carbide  generator. 
The  necessary  equipment  is  not  expensive.     We  furnish  high 
grade  welding  apparatus  for  $75;  acetylene  service  at  additional 
cost.     Also  adaptable  for  oxy-acetylene  cutting  by  the  addition 
of  a  special  cutting  blow-pipe.     Thorough  instructions  are  fur- 
nished free  to  every  user  of  Prest-O-Lite  Dissolved  Acetylene 
—  any  average  workman  who  understands  metals  can  learn  the 
process  quickly  and  easily. 

Let  us  send  you  interesting  data  and  illustrated  lit- 
erature on  many  welding  operations  —  important 
savings  that  others  are  now  making. 

The  Prest-O-Lite  Co.,  Inc.,  Dept.  E 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 
Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

Factory  Branch  —  WINNIPEG.  Man. 
53  Branches  and  Charging  Plants 
Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


Smith -Vaile  Triplex  Pumps 


Belt  Drive 


Chain  Drive 


Direct  Geared 


Four  bearings  insure  reliability  for 
day-by-day  service  in  a  practically  un- 
limited range  of  application.  May  be 
belt  driven  from  any  available  source 
of  power,  or  direct  connected-  by  coup- 
ling, gears  or  chain  to  any  form  of  motive  power. 
See  Bulletin  No.  741. 

Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
niiss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"  Mathematically  Precise  " 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

UCI  I  CD    *    DDirUTI  Y  1120  Spring  Garden  Street 

nLLLCK   &  DIUUniL.1,  PHILADELPHIA,  PA., "Since  1870" 


DAKE  MOTOR  CRABS 


SINGLE  AND  DOUBLE  DRUM 


Speed  up  your  contracting  jobs 
by  equipping  your  derricks  with 
these  machines.  No  delays.  The 
Dake  motors  used  on  these  mach- 
ines have  no  dead  centres.  They 
start,  stop,  and  reverse  instantly. 
Made  very  strong  and  substantial. 

Write  for  catalogue  and  prices. 


EN.  MICH. 
.  A. 


DAKE  ENGINE  CO.,  GRAND£ASV 

Canadian  Agents: 
Montreal:  Mussens  Ltd.    Toronto:  A  .R.  Williams  Machinery  Co.,  Ltd. 


Pacific  Coast  Pipe  Co.,  Ltd. 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 


1551  Granville  Street 


Vancouver,  B.C. 


James  Thomson,  President. 


J.  G.  Allkn,  Vice-President. 


James  A.  Thomson,  Secretary. 


the  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  CO 


LIMITED 


Manufacturers  of 


CAST IR 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 
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i/\uiHK.\  Mi'lock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  j-TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


CARTER'S 

DRY 

Red  Lead  Orange  Lead  Litharge 

What  are  your  requirements  for  Dry  Red  Lead,  Orange  Lead  or  Litharge?  We  are  offering  you  a  Canadian  made 
product  manufactured  by  a  Canadian  Company. 

The  best  quality  of  Red  Lead,  Orange  Lead  or  Litharge  can  be  procured  right  here  in  Canada  at  the  most  favorable 
prices.  The  highest  standards  are  strictly  observed  and  your  requirements  can  be  filled  completely  without  any  delay, 
and  to  your  entire  satisfaction. 

We  manufacture  special  Red  Lead  and  Litharge  for  Color  Makers,  Rubber  Makers,  and  Varnish  Makers,  and  are  also 
manufacturers  of  Oxides,  specially  suited  to  Potters  and  Storage  Battery  Makers. 

Do  not  let  this  opportunity  go  by  but  drop  us  a  line  and  ask  us  for  our  prices  and  further  information  regarding  our 

products. 

The  Carter  White  Lead  Company  of  Canada,  Limited 

91  Delorimer  Ave.,  Montreal 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 


October 


1916 
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Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
¥&  inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


Los  Angeles 
San  Francisco 


The  Glue  Book 


What  it  Contains: 


Chapter  i- 
Chapter  2- 
Chapter  3- 
Chapter  4- 
Chapter  5- 
Chapter  6- 


-Historical  Notes 
-Manufacture  of  Glue 
-Testing  and  Grading 
-Methods  in  the  Glue  Room 
Glue  Room  Equipment 
-Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 
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1885    "QUALITY  FIRST"  1916 

It  Has  Paid  Us  and  Will  Pay  You 
We  can  give  you  prompt  shipment  of 

"  EMPIRE  "  Corrugated  Iron 

Painted  or  Galvanized — Straight 
or  Curved,  All  Sizes  and  Gauges 

We  always  carry  big  stocks,  including 

Corrugated  Ridge  Cap,  Hip  Cap, 
Flashings,  E  c. 

The  "Quality  House"  is  Safest-  1  hink  of 
Safety  First 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 


Send  for  special  Tank  and  Tower  Catalogue 


Ontario  Wind  Engine  &  Pump  Co. 

Winnipeg  Calgary 


Toronto  Montreal 


Limited 
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Elkco,  Elk  Steel,  St.  Marys 
Keystone,  Rotex 

Brands 

provide  a  type  for  every  kind  of  furnace 

FIRE  BRICK 

Our  booklet  "  Refractory  Efficiency  En- 
gineering "  detailing  shapes  and  sizes 
will  be  sent  on  request. 

Elk  Fire  Brick  Co.  of  Canada,  Ltd. 


Federal  Life  Building. 


HAMILTON,  ONT. 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


Beam.  Channel. 
Angle.  Plate. 

Always  in  Stock 

Reinforcing  Ban 

"Self-Sentering" 

Corrugated 
Sheeting 


STANDARD  STEEL 
CONSTRUCTION  CO. 

LIMITED 
WELLAND       -  CANADA 

Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  i*  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market. 
Office -M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand,  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 


(  664 


Phones,  Office  North  j  ^    Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


WOODEN  PIPE 


Wire  wound  wood  stave  pipe,  2  in.  to  24  in.  diameter.  Con- 
tinuous wood   stave  pipe,   any   diameter  required. 

CANADIAN  PIPE  CO.,  LIMITED 

Established  1904  New  Factory  Erected  1910 

Equipped  with  the  mo«t  up-to-date  machinery.  Every 
machine  driven  by  a  separate  electric  motor.  Satisfaction 
Gua  ranteed. 

Office  and  Factory— 550  Pacific  St.,  VANCOUVER,  B.C. 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring-  Bollards  for  both  Concrete  and  Wooden  Docks 


October  25,  1916 


THE   CONTRACT  RECORD 


55 


Ten  Good  Reasons  for  Specifying 
Wire -Cut  Lug  Brick  for  Paving 


"1  Wire-cut  !ug  brick  have  proven  their  superiority 
in  service.  A  wire-cut  lug  brick  is  not  a  new 
brick  or  an  experiment.  It  is  a  wire-cut  brick  with 
absolutely  uniform  lugs,  and  it  is  a  well  known  fact 
that  the  old  wire-cut  brick  streets  have  given  the 
best  service  under  traffic. 

O  All  wire-cut  lug  brick,  subject  to  slight  varia- 
tions,  are  of  standard  size,  8]/2  inches  long  by 
3]/2  inches  wide  and  4  inches  deep,  and  lay  40  brick 
to  a  square  yard.  If  local  conditions  of  traffic  justify 
same,  these  brick  can  be  used  3l/2  inches  or  3  inches 
deep  but  of  the  standard  surface  measurements. 

0  The  rough  sides,  uniform  contact  lugs  (no  bar 
lugs  allowed)  and  the  square  edges  insure  a  per- 
fect bond  the  entire  depth  of  the  brick  and  also  a 
bond  much  stronger  than  is  obtained  with  the 
smooth,  round-edge  repressed  brick.  A  4-inch  wire- 
cut  lug  brick  gives  a  4-inch  bond,  but  a  4-inch  re- 
pressed brick  with  round  edges  gives  only  a  3^2-inch 
bond  and  that  may  be  very  imperfect  owing  to  the 
smooth  sides  and  the  nonuniformity  of  the  lugs. 

A  Wire-cut  lug  brick  are  made  by  30  independent 
competing  companies  and  the  list  is  constantly 
increasing.  The  brick  are  marketed  at  the  same  price 
as  the  repressed  brick  of  the  same  manufacturer's 
make,  since  the  small  royalty  paid  is  saved  in  the 
process  of  manufacture.  The  Dunn  Wire-Cut  Lug 
Brick  Company  licenses  reputable  companies  which 
demonstate  their  ability  to  make  good  wire-cut  lug 
brick. 

C    The  interior  structure  of  wire-cut  lug  brick  is 
uniformly  denser  than  that  of  repressed  brick. 
On  account  of  their  square  edges,  wire-cut  lug  brick 
in  the  first  450  revolutions  of  the  rattler  lose  from 

1  to  2  per  cent,  more  than  repressed  brick;  but  no 
allowance  is  asked,  for  wire-cut  lug  brick  at  the  end 
of  the  test  show  an  abrasion  loss  usually  about  the 
same  as  repressed  brick,  and  sometimes  less.  Thus, 
the  user  of  wire-cut  lug  brick  really  is  getting  a 
quality  that  is  2  per  cent,  better  than  is  shown  by 
test. 


g   Wire-cut  lug  brick  are  made  on  engineering  lines. 

*  The  square  edges  aid  the  engineer  in  obtaining 
a  smooth  pavement,  and  a  pavement  in  which  the 
filler  will  not  chip  out  under  traffic,  as  it  does  from 
round-edge  repressed  brick.  The  engineering  de- 
partment of  the  Dunn  Wire-Cut  Lug  Brick  Company 
is  continually  investigating  methods  of  construction 
and  is  at  your  service  at  any  time,  in  an  advisory 
capacity,  as  to  methods  of  construction,  and  proper 
inspection  of  material. 

y    The  Dunn  Wire-Cut  Lug  Brick  Company  has 

*  its  own  ceramic  engineer,  whose  duty  it  is  to  ren- 
der free  advisory  service  to  companies  making  wire- 
cut  lug  brick,  and  to  endeavor  in  every  way  to  im- 
prove the  quality  of  the  brick  at  the  plant. 

The  advantages  of  wire-cut  lug  brick  are  recog- 
nized. These  brick  are  specified  exclusively  by 
St.  Louis,  Mo.;  Baltimore,  Md.;  Wilmington,  Del.; 
Toronto,  Canada,  and  many  other  cities,  and  they 
are  preferred  by  numerous  state  highway  depart- 
ments. 


Q    On  January  1,  1916,  wire-cut  lug  brick  were  in 
*  use  in  436  places  and  they  were  admitted  in  the 
specifications  of  more  than  2,500  places. 

If)  If  the  choice  between  wire-cut  lug  brick  and  re- 
*  pressed  brick  is  left  to  the  contractor,  he  may, 
on  his  first  job,  use  the  repressed  brick,  claiming  that 
the  repressed  brick  takes  less  filler.  We  admit  this 
claim,  and  it  substantiates  our  contention  that  wire- 
cut  lug  brick  makes  the  best  pavement,  because  the 
filler  goes  down  to  the  bottom  of  the  brick  and  in- 
sures a  good  bond  its  entire  depth.  After  his  first 
experiment,  the  contractor  recognizes  this  advantage 
and  becomes  an  advocate  of  wire-cut  lug  brick. 
Wire-cut  lug  brick  are  made  by  30  independent  com- 
peting companies,  operating  48  plants.  Write  for 
data. 


The  Dunn  Wire-Cut  Lug  Brick  Co, 

(LICENSORS) 
CONNEAUT  OHIO 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT.  I.1ME.  AND  BRICK 
Cement- delivered  in  5  barrel  lots,  $1.85  per  bbl.  ; 
with  bag'.  18.25;  car  lots,  $1.35  on  the  track, 
with  pkgs..  $1.75. 

Lime  <irv  3<o.  while  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  giey  35c. 

Brick — No.  1  dry  pressed  red  brick  $17;  buff, 
$17  fob.  the  job;  No.  2,  $14;  common  red 
•lock  brick.  $11  to  $14;  grey.  $11  to  $12; 
wire  cut  brick  (or  foundation  work,  $S.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported.  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick.  $7.50;  King  Edward  Siding.  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1.  $1S  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
If. ;  No.  2,  $18.  Sun-Tex  face  brick.  $1G 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile.  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52.  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car : 
Crushed  stone— 2  in..  $1.20;  1-in.,  $1.25;  5£-in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton   f.o.b.  car. 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22;  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  H  by 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto.  $32;  pine  trim  4-in.  casing,  $1.75  per 
100  ft.;  5-in.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25;  4-in.  pine,  window  stool,  $2.75. 

Shingle*— XXX  B.  C.  shingles  $3.35;  N.  B.  extrai 
$4;  N.  B.  clean  $3.85;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $6.10;  No.  1  ipruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14  14  x  16,  $38.00;  10  x  16, 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars— $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3  50;  small  sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3.50  per  100  lbs.; 
54  in.,  5/16  in.  and  H  in.,  $3.50  per  100  lbs.; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots, 
f.o.b.  Toronto;  4-in.  $34  per  net  ton;  6-in. 
lo  12-in.  $33;  12-in.  up  $32.50,  with  $1  extra 
for  gas  pipe 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8  in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,'  15-in.  to  18-in.,  G5  per  cent.,  20- 
in.   to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil— in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil— in  bbls.,  98c.  per  gal. ;  red  lead, 
dry.  $14  per  100  lbs.;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25  1b.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
80c.  per   Imp.   gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.00  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $15; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic,  No.  2,  $13; 
buff  (smooth),  $21;  buff  (rough),  $20;  plastic 
$9.  Dominion  silicate,  1st  quality,  $13;  sec- 
ond quality,  $10.50;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15  in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  54->n.  $1.65;  M  \n., 

$1.75  per  ton,  delivered. 
Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles— 3  in.  x  3  in.  and  up,  $3.75;  1  in. 
x  1  in.  x  H  in.,  25c  extra;  54  in.  x  54  in. 
x  H  >n-  60c  extra.  Boiler  plates— 54  in. 
thick  and  thicker,  $4.75.  Circular  plates- 
Flange  quality,  30  in.  dimension  and  over, 
$5.00;  under  30  in.  dimension,  $5.25.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.50; 
35  lbs.  per  yd.  and  over,  $4.25;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gaug«, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.00  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
S  in.,  55c;  9-in.,  70c ;  10-in.,  80c;  12-in.,  $1; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2]/2  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.00,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
'  prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.       Plaster  of 
Paris— $2.35   per   bbl.     Rope— Best  Manilla, 

L.'L'"jc  basis  per  pound;  British  manilla,  18c 
basis ;  sisal  rope,  15j4c  basis;  lath  yarn  15}/. 
cents.  Boiled  linseed  oil — in  barrels  OO^c 
per  gal.  of  9  lbs.    Raw  linseed  oil — in  barrels, 

97c  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.    1   dry   pressed,    red    and   buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,  $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
54 -in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per  yard,   delivered,  $1.85. 

Crushed  Granite — lyi  and  2-in.,  $2.65;  5^-in.  and 
1-in.,  $2.90;    54-in.   and  dust,  $3.20. 
LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $3S;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16. 
6  x  10,  6  x  12,  8  x  12,  $39;  10  x  16.  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40 ;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42 ;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine— 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110 ;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5J4-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.60. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round   bars,   $2.35   per   100   lbs. ;  square 
twisted,  $2.45  per  100  lbs.;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,  car   load  lots, 
f.o.b.   Winnipeg,  $38  per  ton. 

(Continued  on  page  58  > 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,   Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


Sewer 
Pipes 


High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 
ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :    St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q, 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  fiom  page  56) 
SEWER  PIPE 
Scwtr  Pipe -Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ((.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in.. 
Hi  cents;  0  in.,  18)4  cents;  8  in.,  30  cents; 
9  in.  35  cents;  10  in..  40  cents;  12  in.,  SO 
cents;  15  in.,  75  cents;  IS  in.,  $1.00;  20  in., 
$1  5M;  24  in..  $2.00. 

SUNDRIES 

Hard  Wall  Plaster— Unsanded,  $13  per  ton;  sand- 
ed, $7  50,  delivered  on  job.  Plaster  of  Paris, 
$15  50  per  ton;  Hammer  Brand,  $3.75  per 
bbl..  in  bags  $16.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  08 
cents  per  gal.;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal.;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25  1b.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT.  LIME,  AND  BRICK 

Cement— Grey  Portland,  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement.  $32  per 
ton.  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
::imi   lbs.;   superfine,   white,   $9.50  per  bbl.; 

iri-  Portland  cement.  $2.45  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 

Brick  -Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver ;  pressed  red  brick  ;  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  In  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house ;  tire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand   -Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1,86  per  yard  delivered. 

Prices  of  stone  are  still  open. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  Lo.b.  mills: 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 


Galvanized  iron — 28 


$7.25  per  100  lbs. 


?auge, 

Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 
$0.05,  5,  9  and  10  ft.  sheets,  $6.80  per  square. 
Black  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  12'/2c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft. ;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24  in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver,  bags  extra. 

Hydrated  lime — $14.00  in»  car  lots. 

Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 

Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade, 
Uyic  basis;  sisal  rope,  1254c  basis. 

PAINTS  AND  OILS 

Mixed  Paint— Per  gal.  $2.45  to  $3.00. 

White  lead  -Ground  in  oil,  $14.90  per  10(1  lbs. 

Boiled  linseed  oil— In  bbls.,  $1.10  per  gal.  of  0 

lbs. 

Raw  linseed  oil— In  bbls.,  $1.08  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.S5 ;  turpentine,  in  bbls.,  95  cents. 


Lead  Flange  Curb  Cocks 

This  curb  cock  is  up  to  the  usual  high  standard  of  all  Mueller 
brass  goods.     It  is  mechanically  correct  in  every  detail  and  will  give 
satisfaction  on  your  next  installation. 
For  over  thirty  years 

Mueller  Quality 

groods  have  been  accepted  as  the  standard 
for  water,  gas  and  plumbing  brass  sup- 
plier and  our  present  line  is  far  in  advance 
i  >f any  ideas  we  have  developed  previously. 

Write  for  illustrated  catalogue  and  price  list 
of  any  supplies  in  which  you  are  interested. 


D-5351 


H.  MUELLER  MFG.  CO.,  LIMITED 


>arnia 


Ontario 
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"Meaford"  Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "  Meaford "  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces :  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.  Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta:  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

British  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


CANADIAN 
CHICAGO  BRIDGE  &  IRON  CO. 

Limited 
BRIDGEBURG,  ONTARIO 
Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"  Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:  — 
Bridgeburg,  Ontario,  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg 
New  York,  N.  Y.,  30  Church  Street 


Built  for  OP. R.Montreal 


Shops: 
Chicago,  111. 


Bridgeburg.  Ont. 

Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 


Goold,  Shapley  &  Muir  Co. 


Limited 


Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto      -  Canada 


r.o 
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CWil 

Electrical 
Mechanical 


Directory  of  Engineers 


Contractors 

Special 

Interests 


Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis  Cbipmmn.     Geo.   H.  Power. 


BRYAN  PONTIFEX 

Chartered  A ccountartt. 
SPECIALTY 
MANUFACTURERS'  AND 
CONTRACTORS'  ACCOUNTS 

Excelsior  Life  Bldg.,  Toronto 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


CanadianInspection& 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

Head  Office  MONTRFAL 
and  Main   Laboratories:    WlUn  1  IVCrtL, 

Branch    Offices    and    Laboratories — 
TORONTO,  WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG  CALGARY 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage   Disposal,   Water  Power  Development. 

Tel.  Long  Distance  Uptown  (1740-41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and]  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Kobeit  W.  Hunt, 
Thos.  C.   Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  MofTat. 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,  Montreal 
Branches  : 

Toronto  Vancouver  London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  9(14  !»OB  «2  Esplanade   E.,  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 

Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


QlATClUrC       StCURtD  OR  OUR 
rrt  I  til  I  O         FtES  RETURNED 

Iteing  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMXN  &  CO. 

Reg.  Patent  Attorneys  Ottawa,  Canada 


ANGLINS 


LIMITED 
CONTRACTING 
ENGINEERS 

MONTREAL 


ALL  BUILDING  WORK 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


Crushed 
Stone 

BRICK 
T.  A.  Morrison  &  Co.,  ^o'ntTfal5' 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 


Chicago;  Glasgow  and  London, 


rgh  a 
Eng. 
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The  Building  of  Satisfactory 

Strong  Bridges 

like  strong  Tanks  requires  con- 
siderable experience  in  Engineer- 
ing- and  Construction. 

During  recent  years  we  have 
designed,  fabricated  and  erected 
a  large  number  of  Highway 
Bridges  in  the  Province  of  Que- 
bec, so  have  all  requisite  know- 
ledge and  experience. 

Our  Tanks — referred  to  in 
our  August  advertisement  —  are 
in  use  from  British  Columbia  to 
Newfoundland. 

Numerous  large  Pulp  anil 
Paper  Mills  have  installed  Diffus- 
ers,  and  Tanks  for  all  purposes  of 
our  construction. 

We  carry  a  large  stock  of 
Plate  Beams,  Angles  and  Chan- 
nels. 

We  specialize   in    first  class 
workmanship    and  material 
prompt  delivery  and  reasonable 
cost. 

Our  Engineering  Department 
is  at  your  service. 

MacKinnon,  Holmes 
&  Company  Limited 

SHERBROOKE,  QUE. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Papei 

Co.,  Ltd. 
50,0(10  gallons.     149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg 

San   Francisco,  Cal.,  Monad'nock  P.ldg. 
Havana,  Cuba-Room  65,  Nova  Scotia  Hank  Bids'. 
Canadian  Representatives:  V.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,   Iowa.  938  Tuttle  Street. 


McGregor  &  Mclntyre 


Limited 


Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:   130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1616 
Private  exchange  connecting  all  department! 


ASK  YOUR  DEALER  or  Send  to  Us  for  New  Catalog 


Forges      Hand  and  Power  Blowers 
Drills        Punches  and  Shears 
Pumps       Combination  Wookworkers 
Fan  System  Apparatus  of  All  Kinds 

Canadian  Blower  &  Forge  Co.,  Limited 

Factory  and  Main  Office: 

KITCHENER     -  ONTARIO 

(  Formerly  BERLIN,  ONT.  ) 

St.  John  Montreal  Toronto  Winnipeg  Vancouver 


Sold  separately 


Now  Ready — 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 

By  G.  A.  Hool,  Associate  Professor  of  Structural 

Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 

as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 

books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles.  254  pages,  6  x  9,  88 

illus.,  $2.50  net,  postpaid. 
Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 
.     6  x  9,  412  illus.,  34  plates,  $5.00  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


I  nV 


I  MITE. D 


VALVE-  HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1916 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Book  Company.  279  pages, 
illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

Handbook  for  Highway  Engineers,  by  Wilson  G.  Harger  and 
Edmund  A.  Bonney.  Second  Edition  just  published  by 
McGraw-Hill  Book  Company.    609  pages.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.      Published   in  1915  by   McGraw-Hill  Book 


Company.     213  pages,  illustrated. 


PH 


ce  $2.00. 


Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.    Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Flinn,  Robert  Spurr 

Weston  and   Clinton   I.athrop   Bogert.  Just  published  by 

McGraw-Hill  Book  Company.  824  pages,  illustrated. 
Price  $6.00. 
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October  25,  1916 


Increase  Your  Efficiency 

in  Wire  Rope  Service 

By  ordering  "Made  in  Canada"  Rope 
from  our  Warehouses  in 

Montreal  and  St.  Catharines 

The  DOMINION  WIRE  ROPE  CO.,  Limited,  MONTREAL 


"Marion" 

Steam 
Shovels  & 
Ditchers 


We  supply  "Marion" 
Shovels  for  all  classes 
of  work — to  Railroads 
—  Mines  —  Contrac- 
tors.— All  sizes. — All 
styles. 


"  Industrial  "  Cranes 
are  the  most  efficient 
manufactured.  If  you 
wish  "Reliability" — 
instal  an  "Industrial 
Works." 


M  Napanee" 


"  Ransome  " 


Industrial  Works" 

Locomotive 
Coaling  & 
Wrecking 
Cranes 


Hoisting  Engines     Concrete  Mixers 

F.  H.  HOPKINS  &  CO.,  Montreal 

Branch  :-St.  Catharines,  Ont. 


Vol.  30  Toronto,  November  1,  1916  No.  44 


QUALITY  and  VARIETY 
PLUS 

VALUE  and  SERVICE 
GIVE 

ABSOLUTE  SATISFACTION 

If  you  have  not  proved  it,  write  to  our  nearest  Branch 
or  direct  to  Head  Office  for  anything  you  may  need  in 
Rubber  and  see  for  yourself  how  we  aim  to  serve  and 
please  you. 

Canadian  Consolidated  Rubber  Co.,  Limited 

Head  office:  Montreal,  P.  Q. 

Branches  at  Halifax,  N.S.;  St.  John,  N.B.;  Moncton,  N.B.; 
Quebec,  Que.;  Ottawa,  Ont.;  Toronto,  Ont.;  Hamilton,  Ont.'; 
Brantford,  Ont.;  London,  Ont.;  Kitchener,  Ont.;  North  Bay, 
Ont.;  Fort  William,  Ont.;  Winnipeg,  Man.;  Brandon,  Man.'; 
Regina,  Sask. ;  Saskatoon,  Sask.;  Calgary,  Alta. ;  Edmonton,' 
Alta. ;  Vancouver,  B.C.;  and  Victoria,  B.C. 

Alphabetical  Index  to  Advertisers,  Page  16      Classified  Directory  to  Advertisements,  Page  6 
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Sackville 
Freestone 


The  main  entrance  to  this  repre- 
sentative building — Toronto's  City 
Hall  —  is  built  of  Sackville  Free- 
stone. 


Quarried  in  Canada" 


Block,  Dimension   and   Random  Stone. 
Head  Sills,  Shoddy,  Stone  Sawing 

Sackville  Freestone 

Company,  Limited 

SACKVILLE,  N.B. 

Toronto  Agent— A.  W.  Steward,  Builders'  Exchange 


"BEATTY" 

Hoisting  Engines, 
Clamshell  Buckets, 
Steel  Derricks, 
Derrick  Irons, 
Dipper  Dredges, 
Hydraulic  Dredges, 
Centrifugal  Pumps. 

Catalog  describing  above  on  request. 
'  Your  inquiries  wil  be  answered  quickly. 
Utilize  our  50  years'  experience  in  this  field. 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 


Work  of  this  kind  calls  for  dependability— "Beatty"  Hoists  furnish  it. 


H.E.  PLANT  1790  .It.  Jamea  Street,  Montreal,  Que. 

E.  LEONARD  &  SONS  St.  John,  N.B. 


-Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

KELLY-POWELL,  LTD  McArthur  Bldg.  Winnipeg-, Man. 


November  1,  1D1G 


THE   CONTRACT  RECORD 


3 


Sewer  Pipe  and  Sewer  Block 

■^HBH^HMI^^Hi^H  — MM  IMIMII—  mm  Ml  whmmmi^h^^mhmh 

for  Storm  and  Sanitary  Sewers. 

EFFICIENCY  and  PERMANENCE 

are  best  secured  by  the  use  of 
Most  Easily  Tested         VITRIFIED  CLAY  —  No  Deception  Possible 


Left  cut  shows  "MIMICO"  Segment  Block  being  used  in  36  inch  sewer  in  a  20  foot  cut.    This  is  a  splendid  piece 
of  construction  and  is  now  nearing  completion  on  Lake  Shore  Road,  Mimico.    Right  cut  shows  a  small  section 
of  sewer  built  from  same  block  and  covered  with  only  six  inches  of  cinders. 

BUILT  FOR  STRENGTH  —  AND  IT  HAS  STRENGTH 
Write  for  information  and  prices  to 


The  Ontario  Sewer  Pipe  Co.,  Ltd.,  Mimico,  Ont. 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 


Limited 


KEMPTVILLE 


ONTARIO 


''Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price.  " 


N.  B.  The  adjoining;  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  fil.ingr. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,  Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating,  Steam  Turbines,  Tanks,  Water  Wheels,  Water 

Works  Plants 


391 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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PIATT  IRON  WORKS'  -  DAYTON,  OHIO. 


Double  Suction  HOP  Centrifugal  Pump 


Casing  of  hard,  close-grained  cast  iron  or 
other  suitable  metal.  Lower  part  of  casing 
is  cast  in  one  piece,  giving  strength  and  ligid- 
ity  under  operating  conditions. 

Rotors  are  specially  designed  to  meet  con- 
ditions undei  which  they  are  expected  to 
work. 

Casing  is  split  horizontally  on  the  center 


Standard 
Pumps  for 
Every 
Service 


line  of  the  shaft.  Lifting  off  of  the  top  and 
bearing  caps  allows  the  removal  of  all  rotating 
parts  without  disturbing  the  suction  or  dis- 
charge connections. 

Interchangeability  is  guaranteed.  Every 
pump  tested  underworking  conditions  before 
shipping,  besides  given  a  static  test  under 
much  higher  pressure. 


ATLANTA 

HOSTON 

P.  Al.TIMORE 

BIRMINGHAM 

(  II  ICAGO 

CINCINNATI 


Piatt  Double  Suction 
Centrifugal  Pumps 

Splil  case  features  insure  accessibility.  Their  rugged 
construction  guarantees  efficient  and  continuous  service 
whether  installed  where  every  facility  is  at  hand,  or  in 
the  most  isolated  parts  of  the  world. 

Bulletin  No.  762  fully  describes  them. 

Smith- Vaile 
Yoke  Type  Boiler  Feed  Pumps 

Provided  with  removable  and  interchangeable  water 
cylinder  linings  and  adjustable  packed  water  pistons, 
permitting  compensation  for  wear. 

Bulletin  No.  780  will  interest  every  engineer. 

Smith- Vaile 
General  Service  Pump 

Well  designed  in  all  points  that  contribute  to  effici- 
ency, durability  and  satisfactory  operation.  Strength 
and  quality  of  metal,  direct  water  passages  insuring  air 
pocket  freedom,  accessibility,  liberal  valve  area  and  few 
working  parts. 

Bulletin  No.  780  covers  the  complete  line. 


Stilwell  Feed  Water  Heaters 

Class  "O"  Type 

Either  Thoroughfare  or  Switch  Valve  Type.  Fitted 
with  float  controlled  or  water  seal  overflow  as  may  be 
necessary.  Single  piece  castings,  special  design  for  raw 
water  control,  perfect  filtration,  make  them  pre-eminent. 

Bulletin  No.  783  is  descriptive. 


Victor-Francis  High  and  Low 
Head  Water  Wheels 

The  epoch-making  installation  of  Victor  Francis  equip- 
ment to  produce  50.000  horse  power  at  Cohoes,  N.  Y., 
indicates  the  high  efficiency  that  can  be  obtained  with 
well  designed  and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  and  710  describe  the  line. 

Smith- Vaile  Compound 
Duplex  Pumping  Engines 

Economical  steam  construction  by  multiple  expansion. 
Undeveloped  energy  of  steam  after  the  completion  of  the 
stroke  i  n  initial  cylinders  is  conserved  and  employed  in 
expansion  cylinders.   A  saving  of  from  25  to  35  per  cent. 

Bulletin  No.  780  gives  details. 

Smith- Vaile  Triplex  Pumps 

Belt  Drive    Chain  Drive    Direct  Geared 


Four  bearings  insure  reliability  for  day-by-day  service 
in  a  practically  unlimited  range  of  application.  May  be 
belt  driven  from  any  available  source  of  power,  or  direct 
connected  by  coupling,  gears  or  chain  to  any  form  of 
motive  power. 
'  See  Bulletin  No.  741.  , 


Smith- Vaile 
Cottonseed  Oil  Presses 

With  built-up,  indestructible  all-steel  boxes.  The 
boxes  can  come  together  empty,  under  full  pressure, 
without  damage.  The  platen  or  ram  block  is  of  semi- 
steel  and  of  ample  thickness. 

Bulletin  No.  684  on  request. 


PLATT  IRON  WORKS        DAYTON,  OHIO 


Representatives  in  Principal  Cities  Insure  Prompt  and  Efficient  Service 


CLEVELAND 

COLUMBIA,  S.  C. 

DALLAS 

DENVER 

DETROIT 

HAVANA 


INDIANAPOLIS 

JACKSONVILLE 

KANSAS  CITY 

LONDON 

LOS  ANGELES 

MEMPHIS 


MEXICO  CITY 
MINNEAPOLIS 
MONTREAL 
NEW  ORLEANS 
NEW  YORK 
OMAHA 


PHILADELPHIA 
PITTSBURG 
PORTLAND 
RICHMOND 
SAINT  LOUIS 
SALT  LAKE  CITY 


SAN  ANTONIO 
SAN  FRANCISCO 
SEATTLE 
SPOKANE 
TORONTO 

YOUNGSTOWN,  OHIO 
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Air  Compressors 

Can.  lngei toll- Rand  Co.  Ltd. 
Plait  lion  Woiki 


Aluminium 

Spiclmann  Agencies  Regd. 


A.r  Hoists 

Canadian  Ingersoll  Rand  Co. 
Noitlictn   Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   St  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glasi  Imp'tg.  Co. 

Ash  Hoista 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 
Hopkins  &  Co., 


F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd..  B.  F 


Boilers 

Beatty  &  Sons,,  M. 

Inglii  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brick 

Oriental  Brick  Company 


Brick  Dryer* 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co..  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan  &  Company,  John 


Brick  Machinery  and  Supplies 
Sheldoni  Limited 


Bridges  (Steel) 

Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoinea  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  A  Son. 


Cable 

Canada  Wiie  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 


Cable  Terminals 

Standard  Underground  Cable  Co. 
of   Canada,  Limited. 


Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

It.  C.   Lumber  Commissioner 

Cement  Waterproofing 

Patcrson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Rogers  Supply  Company 


Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Canadian  Ingcrsoll-Rand  Co. 

Chemists 
Canadian  Inspection  and  Testing 
Laboratories 


Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal   Handling  Apparatus 

Beatty  &  Sons,  M. 

Cold    Storage  Insulation 

Armstrong  Cork  Company 
Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 
Concrete  Culvert  Pipe, 

Blair,  B. 

Dominion  Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Wells  &  Gray  Limited 

Contractors'  Lights 

Foster.  W.  L. 
Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 
Company 

Can.  Fairbanks-Morse  Company 

Dake  Engine  Company 

Dominion  Road  Machinery  Co. 

Goodwin,   Barsby  &  Company 

Marsh  &  Henthorn 

Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Barsby  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 


Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Crushed  Stone.  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 


Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 
Prest-O-Liie  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  II. 
Marsh  &  Henthorn,  Limited 
■    National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 


Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey*  Mfg. 


Co.,  Philip 


Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian  Ingersoll-Rand  Co. 

Electric   Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario  Wind   Engine   &  Pump 
Company 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company 


Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 


Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 


Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt  Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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Concrete  Reinforcement  Bars 

Plain  Round  or  Square,  Twisted  Square 

Rail  Carbon  Steel 

Guaranteed  to  conform  to  the  Standard  Specifications  of  American  Society 

for  Testing  Materials. 

BARS  BENT  TO  SHAPE  FOR  BEAMS,  STIRRUPS,  Etc. 


Montreal  Aqueduct. 


Cook  Construction  Co.,  Ltd. 
General  Contractois. 


The  Aqueduct  extends  a  distance  of  about  30,800  feet  from  St.  Lawrence  River,  Highly 
Reinforced  Retaining  Walls  were  erected  over  the  entire  distance.  5,000  tons  of  BURLING- 
TON STEEL  BARS  were  supplied  for  this  work.  The  steel  consisted  of  Round  Bars  from 
l/2  in.  up  to  1J4  »n-»  and  was  all  made  from  our  high  elastic  limit  RAIL  CARBON  STEEL. 

PROMPT  SHIPMENT 

Burlington  Steel  Co.,  Ltd. 


Hamilton 


Canada 


s 
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Fir*  Escapes 

I'tnnii  Wire  A  Iron  Works  Co. 
Manitoba  Bridge  ft  Iron  Work* 
McGregor  ft  Mclntyre 

Flag  Pole* 

tTntirio  Wind   Engine  ft  Pump 
Company. 

Flooring  Materials 

Armstrong  Coi  k  Company 

Fuel  Economiiers 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Furnaces 

Snmt  Mfg.  Company,  Jas. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Gas  Engines 

GooldT  Shapley  ft  Muir  Co. 

Gasoline  Engines 

Boring  Hydraulic  ft  Engineering 

Company 
Canadian  Fairbanks  Morse  Co. 

Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  ft  Pump 
Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  ft  Engineering 
Company. 

Hammer  Drills 

Canadian  IngersollRand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can..  Ltd.,  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


High  Duty  Pumping  Engines 
Piatt  lion  Works 

High  Pressure  Pipe  Lines 

Pittsburgh    Valve,     Foundry  ft 

Construction  Company 

Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Heatty  &  Sons,  M. 
Canadian   I ngcrsoll-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  C  oncrete  Machinery  Co. 
Marsh  &  llenthorn 
Mussens  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Heatty  &  Sons,  M. 
Hopkins  ft  Company,  F.  H. 
Marsh  &  llenthorn.  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons.  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company^  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 
Northern  Crane  Works 

Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 
American  Lead  Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 
Company 


Ornamental  Brick 

Oriental  Brick  Company 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram- Henderson  Co. 

Carter  White  Lead  Company 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 

Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian  Dolarway  Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 


Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


LONDON  Batch  Mixers 

London  Batch  Mixers  cost  less  because  they  will  run  for 
years  without  repairs,  or  break-downs.  They  produce  more  Con- 
crete, they  make  better  concrete  and  do  it  in  less  time.  These 
features  mean  clear  profits  to  the  Contractor  instead  of  loss. 

Every  Mixer  Sold  Sells  Ten  More.     Nearly  2000  Now  in  Use. 
Made  in  all  sizes  from  %  yd.  to  2^  yd.  Batch.    Get  prices  now  before 

'  starting  on  the  next  job.  , 


London  Batch  Mixer 

LONDON  BULL  DOG  BATCH  MIXER 

A  Small  Batch  Mixer  for  Small  Contract  Work. 

6  cu.  ft.  Batch,  50  cu.  yds.  per  day.  Can  be  operated  with 
less  men  than  any  other  Mixer.  Pays  for  itself  in  15 
days'  use.  Every  contractor  with  small  jobs 
should  own  a  Bull  Dog  Batch  Mixer.    Send  for 

Catalogue  No.  I  B. 

We  make  23  different  sizes  and  styles  of  Concrete  Mixers  also 
a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 


London  Bull  Dog  Batch  Mixer. 


London  Concrete  Machinery  Co.,  Limited,       London,  Ont. 

Branches  and  Agencies  in  every  large  city  in  Canada. 
WORLD'S  LARGEST  MANUFACTURERS  OF  CONCRETE  MACHINERY  AND  CEMENT  WORKING  TOOLS- 
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QUALITY         .'.  SERVICE 

STEEL  BAR 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE    Is  to  add  Strength. 

STEEL  BARS    Are  used  in  Concrete  to  Reinforce. 

D  E  M  A  N  D—    Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK     Your  work  on  reinforcing-  bars  rolled   from  material 

of  questionable  quality. 

FAVOR     US    With  an   opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

|  OF 

CANADA 

LIMITED 


HAMILTON       TORONTO       MONTREAL  WINNIPEG 
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Pip*  and  Boiler  Covering* 

Dominion  Paint  Woit* 

Paint*  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
I'atmon  Mfg.  Company 
Spictmann  Agencies  (Rgd.) 

Pencili  (Lead) 

Ametican  Lead  Pencil  Company 

Perforated  Metal* 

Canada  Wire  &  Iron  Good*  Co. 

Pile  Driving  Machinery 
Beattv  &  Son*.  M. 
Canadian    lnger»oll  Rand  Co. 
Hopkin*  Sc  Company    F.  H. 
Mar*li  &  Henthorn,  Limited 

Pipe  Fittings  and  FUnges 

Pittsburgh    Valve,    l-oundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Iona  Gypsum  Company 

Plug  Driller* 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Work* 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian   Fairbanks  Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Work* 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Dominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 


oofing 
Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.  Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 

Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.  C. 


Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 


Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Work* 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Work* 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons.  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 
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Crushed  Stone  for  Macadam  Roads 


r 


Macadam  Roads 
must  be  built 
of  a 

TOUGH 
STONE 

that  will  cement. 
WE  HAVE  IT. 


The  Hagersville  Contracting  Company,  Limited 


HAGERSVILLE,  ONT. 


i:illl!lllllllll!ll!l!llllll!lllllillllllllllll^ 
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^SHED  ST0^ 

Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


J 


Preserves  Roads,  Saves  Expense 

Fluxphalte  binds  and  hardens  the  surface  of  macadam  roads  making  them  smooth  and  durable 
as  asphalt  pavements.  It  prevents  the  surface  dusting  and  wearing  down  to  the  rock.  It 
makes  the  road  wear  many  years  longer,  thereby  saving  great  expense  in  continuous  road 
repairs. 

Send  for  new  illustrated  book.    Free  on  request. 


©lb  cmmmMm%&  foe  in  e 
™  OF  TRADE  BIElffl 
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Solid  Steel  Window  Sash 


1  in  most  popular  and  extensively  used  Steel  Sash  now  on  the  market,  absolutely  fireproof  and  weather  proof. 
1  lu-  design  of  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 


Maximum  Daylight— No  Maintenance  Cost—Lower  Insurance  Rates. 


STEEL  and  RADIATION,  LIMITED 

Head  Office    Fraser  Avenue  .......  TORONTO,  Ont. 


More  Work 

Fewer  Men 


With  our  light  port- 
able "PEERLESS" 
derrick  of  1800  lbs. 
capacity  you  can  ac- 
complish more  work 
with  fewer  men.  For 
brick  or  stone  laying 
this  derrick  will  do  the 
work  of  three  or  four 
hod  carriers.  For 
placing  light  stee 
work  it  is  ideal. 

Write 

for 
Catalog 


Don't  forget  that 
we  build  derricks 
of  all  sizes  and 
types.  Our  1,  2 
and  3  ton  stiff 
leg  derricks  are 
very  popular. 


National  Equipment  Co.,  Limited 

1  Wabash  Avenue,  Toronto 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 


Angles 


Channels 


67-6"x3'/2"x6/.s"-60'0" 
28-6"x31/a"xll/16"-60'0" 
40-6"x3'/a"x3/4"-60'0" 
22-6"x3;4"x3/4"-66'0" 


31-12"x30  lb.-60'0" 
83-15"x33  lb.-36'10^' 


Zees 

94-  3"  x  2-11/16"  x  1/4"  x  6.7  lbs.  -  54  0" 

95-  3-1/16"  x  2-3/4"x6/16"  x  8.5  lbs.  -  50  0" 


Mild  Steel  Bars 


20-8" 
20-10 
13-6" 
17-7" 

19-  8" 

20-  10 
15-11 

12-  11 
88-4" 

13-  8" 


xl/4"-30'0" 
"xl/4"-30'0" 
x5/16"-10'0" 
x5/16"-20'0" 
x5/16"-30'0" 
"x5/16"-30'0" 
"x5/16"-20'0" 
I,4x5/16"-17'0" 
x3/8"-ll'10" 
x3/8"-30'0" 


14-6"x7/16"-13 '  0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

5-12^"x5/8"-30'0" 

22-6I/4"xll/16"-33'0" 

5-7"xll/16"-20'0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shape*  and  Bar*  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


CONCRETE  BLOCKS 

Now  is  the  time  to  purchase  from  our  stock  of  "Ideal" 
Block  Machines  and  Moulds  at  half  the  regular  prices. 


MUSSENS  LIMITED 


MONTREAL   QUEBEC— PRUNE AU  &  CO. 
WINNIPEG    TORONTO  -H.  TURNBULL  &  CO. 
VANCOUVER  COBALT   H.  L.  USBORNE 
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Famous  Heart 
Shape  Mixers 

Strictly  a  made-in-Can- 
ada  product.  Noted  for 
their  thorough  and  very 
rapid  mixing  of  concrete. 
Used  by  the  largest  con- 
tractors in  Canada. 


Write  for  latest 
Catalogue  and 
Special  Offers. 


WETTLA UFER 

CONTRACTORS'  MACHINERY 


Our  hoisting  ma- 
chinery is  the  most 
modern  and  effi- 
cient. Equipped  with 
gas,  steam,  or  elec- 
tric power,  mount- 
ed on  skids  or 
trucks. 


WETTLAUFER  BROS.,  LIMITED 

IMPROVED  CONCRETE  MACHINERY 
178  Spadina  Ave.,  TORONTO,  ONT. 

Branches— Montreal,  Halifax,  Vancourer,  Winnipeg 


CARE.Y 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining's 
Wall  Coping- 
Culvert  Pipe 
Inverts 

l  i  l,  phone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 
SWANSEA  (near  Toronto) 


EXPArJsiOlJ 

JOINT 

For  all  types  of  paving,  for  concrete  bridges, 
viaducts,  reservoirs,  stadia,  etc. — wherever  allow- 
ance must  be  made  for  expansion  and  contraction, 
ELASTITE  saves  time,  labor  and  expense  and 
gives  a  better  job. 

ELASTITE  consists  of  a  heavy  body  of  spe- 
cial asphalt  compound  between  two  layers  of 
high-grade  asphalt  felt,  the  whole  being  firmly 
bonded  together  to  form  a  continuous  section 
of  any  desired  dimensions. 

Instead  of  using  wooden  spacing  strips  and  then 
coming  back  to  remove  them  and  pour  the  joints, 
merely  place  ELASTITE  strips  and  leave  them, 
thus  keeping  your  work  all  in  front  of  your  gang. 

For  free  sample  and  literature, 
address ' 
ELASTITE  DEPT. 

THE  PHILIP  CAREY  CO. 

Winnipeg      Toronto  Montreal 


^      ^8  ^  'ft  t!* 


FOR  SALE 


1 — 85  Ton  Marion  Steam 
Shovel 

4 — Standard  Gauge 

Dinkies  (Porter) 


40— 6-yard  2-Way  Steam 
Shovel  Cars 


W.  FRASER 

83  Craig  St.  West 

MONTREAL 


14 


THE   CONTRACT  RECORD 


November  1,  1910 


CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Steam  Engine! 

StWtOTUI  Co.  of  Can..  Ltd..  H.  F. 

Steam  Turbines 

McDoukiII  Caledonian  Iron  Wki. 
Stuitevaul  Co.  of  Can..  Ltd..  It.  F. 

Steel 

Burlington  Steel  Company 
lloiikmi  &  Companv.  F.  H. 
Steel  Company  of  I.  an.  Ltd. 

Steel  Bars 

Hw  hngton  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkun  &  Company,  F.  H. 
Steel  Company  of  Lan.  Ltd. 

Steel  Pipe 
Can.  Chicago  Bridge  &  Iron  Wks. 

Steel   Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Steel  &  Radiation  Limited 

Stone 

Hntnell  St  Company 
Hageraville  Contracting  Co. 
Oafcley  &  Son.  Geo. 
Roger*  Supply  Company 
Sackvillc   Freestone  Company 

Stone  Working  Machinery 
Pollard  Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  A  Iron  Wks. 
DesM  oines  Bridge  St  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McC.regor  &  Mclntyre 
Pittsburgh.  DesMoines  Steel  Co. 
Reid  St  Brown 

Standard  Steel  Construction  Co. 
Structural  Steel  Company 


Surveyors'  Instruments 
Heller   St  Brightly 

Swinging  Gears 

I'aKe  Engine  Company 

Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Gooldi  Shaplcy  &  Muir  Co. 
Highs,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
M.k  kitinon,    Holmes   &   C  o. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Hillings    &  Spencer 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 


Ventilating  &  Heating  Apparatus 
Canadian  Mower  and  Forge  Co. 
Sheldons  Limited. 
Stui tevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes-plnsulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 

Piatt  Iron  Works  , 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water  Softeners  and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and  Cutting  Plants 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

White  Lead 

Carter  White  Lead  Company 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe  &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe  &  Tank 
Company. 


In  all  parts  of  the  World 
as  well   as  in  Canada 

B.  B.  Genuine  White  Lead 

is  recognized  as  the  very  finest  made.  Its  status  is  the  result  of  over  100 
years  continuous  manufacture.  As  a  basis  for  paints  of  all  descriptions  it 
is  unexcelled,  and  architects  are  well  advised  to  insist  on  its  use  when 
drawing  up  specifications  where  quality  is  desired. 

It  is  equally  fine  for  protective  purposes  and  for  rich  harmonious 
effects  when  mixed  with  colors. 

Write  us  for  particulars  as  to  manufacture  and  points 
of  superiority  of  this  product,  including  quantity  prices. 
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DOLARWAY  SURFACING 

will  put  the  Endurance  in  Pavement 


Dolarway  Surfacing  knocks  the  question  out  of  per- 
manent pavement — just  keep  it  on,  that's  all!  After 
the  concrete  is  down  you  can  easily  eliminate  the 
high  cost  of  up-keep  by  keeping  "Dolarway"  on. 
No  matter  how  heavy  the  traffic  may  be,  nor  how 
changeable  the  climate  is,  Dolarway  meets  all  con- 
ditions in  a  satisfactory  manner. 


There  is  no  great  outlay  of  money '  required  to  pre- 
pare this  wonderful  surfacing.  It  comes  in  liquid 
form  and  can  be  easily  and  quickly  heated  and 
spread  on  with  unskilled  labor.  Within  a  few  hours 
after,  applying  your  roadway  is  ready  for  traffic. 
Dolarway  is  ideal  for  boulevards,  city  streets  and 
suburban  highways.. 


Inexpensive  First  Cost 


For  further  particulars  write  to 


Inexpensive  Maintenance 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 


84  Sandwich  St.  Weit, 
WINDSOR,  ONTARIO 


Turnbull 


Elevators 


Passenger 
Freight 
Hand  Power 
Dumb  Waiters 


The  Turnbull  Elevator 

Mfg.  Company 

TORONTO,  ONT. 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  .... 
American  Lead  Pencil  Company.... 

American  Well  Works    59 

Anylins  Limited   60 

Armstrong  Cork  Company    20 

Art  Stone  Company    64 

Asphalt  &  Supply  Company    11 

Ault  &  Wiborg  Company   63 

Barber,  Frank    64 

B.  C.  Lumber  Commissioner  

Beatty  &  Sons,  Limited,  M   2 

Bird  &  Son    '  " 

Black  Building  Supply  Company  ...  56 

Blair  Company.  B  

Boving    Hydraulic    &  Engineering 

Company    52 

Brandram-Henderson  Co   14 

Britnell  Company,  Limited    58 

Burlington  Steel  Company   7 

Canada  Crushed  Stone  Corporation.  11 

Canada  Iron  Foundries  Limited  ...  58 

Canada  Wire  &  Iron  Goods  Co.  ...  63 

Canadian  Billings  &  Spencer   22 

Canadian  Blower  and  Forge  Co.  ...  66 
Canadian  Chicago  Bridge    &  Iron 

Works    63 

Canadian  Consolidated  Rubber  Co.  .  1 

Canadian  Dolarway  Paving  Co   15 

Canadian  Ingersoll-Rand  Co   19 

Canadian    Inspection    and  Testing 

Laboratories    64 

Canadian  Office  School  Furniture  Co. 

Canadian  Pipe  Company,  Limited  . .  58 

Carey  Company,  Philip   13 

Carter  White  Lead  Co  

Chipman  &  Power    64 

Conduits  Company,  Limited    63 

Cook,  A.  D   52 

Crushed  Stone,  Limited    58 

Dake  Engine  Company   55 

Darling  Bros  

Dennis  Wire  &  Iron  Company   59 

DesMoines  Bridge  &  Iron  Works...  65 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   64 

Dominion  Iron  &  Steel  Company  ...  61 

Dominion  Paint  Works   

Dominion  Sewer  Pipe  Company  ...  13 

Dominion  Wire  Rope  Co   68 

Dunlop  Tire  &  Rubber  Company  . . . 
Dunn  \  ."ire-Cut- Lug  Brick  Co  


Foster.  W.  L  

Fraser,  W  ...  13 

Gartshore,  John  J   58 

Gartshorc-Tliompson  Pipe  &  Foun- 
dry Company  .   55 

Gent  Company  

(iillis  &  Geoghegan    56 

Goodwin-Barsby  Company  

Goold,  Shapley  &  Muir  Company  .  .  63 
Gray  Construction  Co.,  John  V.  ... 

Haddin  &  Miles   64 

Hagcrsville  Contracting  Company  .  .  10 

Heller  &  Brightly    55 

Hopkins  &  Co.,  F.  H   68 

Hunt  &  Company,  Robert  W   64 

Ideal  Concrete  Machinery  Company 

Tnglis  Company,  John    51 

Kerr  Engine  Company,  Limited  ....  67 

Lea,  R.  S   64 

London  Concrete  Machinery  Co.  ...  8 

Luxfer  Prism  Company   54 

MacKinnon  Holmes  &  Company  . .  . 

Manitoba  Bridge  Works  Co  

Maritime  Bridge  Works  Co   12 

Marsh  &  Henthorn,  Limited    55 

McAvity  &  Sons,  T  

McDougall  Caledonian  Iron  Works 

Company  ...                ...    4 

McGregor  &  Mclntyre    63 

Meaford  Wheelbarrow  Company  . .  . 

Metallic  Roofing  Company    57 

Miller  &  Company,  George  M   64 

Morrison  &  Co.,  T.  A   64 

Mueller  Mfg.  Company,  H  

Mussens  Limited   12 

National  Equipment  Co   12 

National  Iron  Works   54 

National  Steel  Car  Company  

Neptune  Meter  Company    57 

Noble,  Clarence  W.     21 

Northern  Crane  Works    52 

Nova  Scotia  Steel  &  Coal  Co   62 


Oriental  Brick  Company   59 

Ormsby  Company,  A.  B  

Ontario  Sewer  Pipe  Company    3 

Ontario  Wind  Engine  &  Pump  Co..  57 

Pacific  Coast  Pipe  Company    55 

Paterson  Mfg.  Company   53 

Pedlar  People   

Pelletier  &  Fils.  Edouard    65 

Pittsburgh-Des  Moines  Steel  Co.  ...  65 

Piatt  Iron  Works   ."   5 

Pontifex,  Bryan    C4 

Power  &  Son   

Prest-O-Lite  Company   

Quinlan  &  Robertson   52 

Radigan  &  Company,  John   56 

Reid  &  Brown   \   G4 

Ric-wiL  Underground   Pipe  Cover- 
ing Company  

Rogers  Limited,  Alfred  

Rogers  &  Company,  F   18 

Rogers  Supply  Company   

Sackville  Freestone  Company   2 

Sheldons  Limited    63 

Shipman  &  Co.,  Harold  Co   64 

Smart  Mfg.  Company,  James   20 

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  ...  61 

Standard  Steel  Construction  Co.  ...  38 
Standard  Underground  Cable  Co.  of 

Canada   59 

Stark  Rolling  Mill  Company  

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation   12 

Structural  Steel  Company    58 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F. 

Tiffin  Wagon  Company  

Toch  Bros   20 

Toronto  Plate  Glass  Importing  Co.. 

Trussed  Concrete  Steel  Co   34 

Turnbull  Elevator  Company    15 

Vancouver  Wood  Pipe  &  Tank  Co..  59 

Waterous  Engine  Works  Co   22 

Wells  &  Gray,  Limited    17 

Wettlaufer  Bros   13 

Wilson  &  Son,  C   59 

Wynne-Roberts,  R.  0   64 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterprise 
ing  enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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Yonge  Street  Subway,  North  Toronto 


T^HIS  contract  recently  completed  for  the 
Canadian  Pacific  Railway  is  a  good 
example  of  what  can  be  done  in  concrete  by 
careful  workmanship.  We  consider  it  to  be 
one  of  the  best  pieces  of  concrete  work  in  this 
country. 

Work  was  done  under  supervision  of 

B.  Ripley,  G.  P.  R.  Engineer  of  Grade  Separation, 

A.  L.  Hertzberg,  Division  Engineer  G.  P.  R.,  Toronto. 

WELLS  and  GRAY,  LIMITED 

ENGINEERS  AND  CONTRACTORS 

247  Confederation  Life  Bldg. 

TORONTO 


Branch  Office: 

Bank  of  Commerce  Bldg., 
WINDSOR,  ONT. 
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Toronto  Technical  School 


Credit  Valley 
Grey  Sandstone 

This  Magnificent  and  permanent  hall  of  learn- 
ing is  another  splendid  example  of  Credit  Valley 
Grey  Sandstone. 

The  architects  who  design  such  Buildings  as  Sir 
Henry  Pellatt's  Castle,  Knox  College,  Rosedale 
Congregational  Church  and  others,  select  Credit 
Valley  Grey  Sandstone  as  their  building  material 
because  of  its  uniform  beauty. 

Ask  us  for  prices, 

F.   Rogers   &  Company 

1193  Queen  St.  West      -  TORONTO 


November  1,  1916 


THE   CONTRACT  RECORD 


19 


"Maximum  Power  at  Minimum  Cost " 


Leading  Points  of  Classes  <kEL"  and  "FL" 

Ingersoll-Rand  Air  Compressors 

1.  PRICE — They  bring  the  highest  possible  quality  at 

the  lowest  consistent  price. 

2.  CAPACITY — They  have  a  larger  capacity  per  unit 

of  space  than  any  other  small  compressor. 

3.  POWER   ECONOMY      Every  horse  power  of 

energy  returns  a  higher  value  in  compressed 
air  than  in  any  other  type  within  their 
range  of  sizes. 

4.  AUTOMATIC  OPERATION  —  Thoroughly  reli- 

able, completely  automatic,  self-regulating 
and  in  every  way  capable  of  taking  care  of 
themselves. 

5.  WEARING  QUALITY  —  The  best  material  the 

market  affords  give  them  the  wearing  quality 
which  makes  them  permanently  profitable. 

6.  TYPE — They  embrace  simplicity,  accessibility  and 

suitable  method  of  drive. 

Ask  nearest  office  for  any  information  desired. 

Canadian  Ingersoll-Rand  Company,  Limited 

Commercial  Union  Bldg.,  Montreal,  Canada 

WORKS:   SHERBROOKE,  QUE. 
Sydney        Toronto        Cobalt        Timmins        Winnipeg        Nelson  Vancouver 
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"We  are  protecting 
this  steel  work  RIGHT" 

!-.  arc  using  the  same  paints  in  this  building  of 
yours  that  were  used  on  the  Pennsylvania  Station, 
the  Metropolitan  Tower  and  the  Hell  Gate  Bridge  in  New 
York,  They  are  the  greatest  steel  preservatives  ever  in- 
vented, and  arc  known  as 


•w 


TOCKOLITH 

THE  PATENTED  CEMENT  PAINT 


AND  [ 


W\  I  1J/. 


MV.M.ff. 

DAMP-RESISTING  PAINT 


Tockolitli.  in  drying,  liberates  lime  and  in  this  way  deposits  a 
hard  n-nient  coating  on  steel.  It  combines  with  incipient  yellow  rust 
when  present,  stopping  further  oxidation. 

Tockolith  and  a  finishing  coat  of  K.  I.  W.  Damp-Resisting  Paint 
keep  steel  work  in  perfect  condition. 

Write  for  Tockolith  Booklet  from  Dept.  51. 

R.  I.  W.  DAMP-RESISTING  PAINT  CO. 
TOCH  BROTHERS 

Gerrard  St.  and  Carlaw  Ave. 
TORONTO,  ONTARIO,  CANADA 


Pure, 

Warm 

Air 


in  large  volumes,  uncon- 
taminated    and    full  of 
health  -  giving  oxygen 
that's  the  kind   supplied  by  the 

KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 
stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 


Water  St. 


Limited      Brockville,  Ont. 


Do  You    Know   the   Proper  Thickness 

of  Covering  to  Use  ? 


NONPAREIL 

HIGH  PRESSURE 

COVERING 

For  Heated  Surfaces 


) 


) 


Suppose  the  lines  in  your  plant  are  carrying"  steam  at  150  pounds 
pressure  with  100  degrees  of  superheat.  Now,  if  it  costs  15  cents  to 
generate  1000  pounds  of  steam,  including  the  cost  of  coal,  labor, 
and  overhead,  do  you  know  what  thickness  of 

Nonpareil  High  Pressure  Covering 

For  Steam  Lines,  Boilers,  Etc. 

would  be  the  most  economical  ? 


C )n  pages  40-45  of  this  new  84-page,  bound 
book,  entitled  "Nonpareil  High  Pressure  Cover- 
ing," are  given  the  data  necessary  to  solve  just 
such  problems.  This  information  is  not  based 
on  general  assumptions,  but  has  been  determined 
by  painstaking  investigations  and  the  experience 
gained  through  years  of  designing  and  installing 


This  Book  Will  Tell 

scientific  heat  insulation 

This  feature  is  just  one  of  the  many  that  make 
the  publication  of  value  to  those  who  are  inter- 
ested in  the  scientific  insulation  of  heated  sur- 
faces. A  copy  of  the  book,  and  a  sample  of  Non- 
pareil High  Pressure  Covering  will  be  sent,  free 
of  charge,  to  those  who  request  them. 


Armstrong  Cork  &  Insulation  Co.,  Ltd.,  505  McGill  Building,  Montreal,  Que. 

Also  manufacturers  of  Xonpariel  Insulating  Brick  for  furnaces,  boiler  settings,  etc.,  and  Nonpareil  Cork  Covering  for 

drinking  water  purposes. 
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A  Plaster  Saving  Test 


ON 

Have  a  competent  man  erect  a  couple  of 
square  yards  of  Herringbone  Lath  on  a  stud 
partition.  The  ribs  of  the  lath  should  be  hor- 
izontal, sloping  upward  and  .outward.  Have 
him  also  place  a  similar  quantity  on  a  ceiling. 

Now  have  him  plaster  the  lath  on  the  par- 
tition and,  while  he  is  doing  so,  place  yourself 
on  the  opposite  side  of  the  partition  and  watch 
the  result.  His  trowel  passes  upward  over  the 
lath.  Each  horizontal  rib,  forming  the  stiffen- 
ing framework  of  the  lath,  also  acts  as  a  baffle, 
throwing  the  excess  of  wet  mortar  back  on  the  trowel.  The  twisted  filaments  acting  in 
conjunction  with  these  baffles,  make  a  perfect  key  with  a  minimum  of  mortar. 

Now  have  your  man  apply  plaster  to  the  ceiling,  pushing  his  trowel  against  the 
slope  of  the  ribs  so  that  they  save  plaster  in  the  same  manner  that  they  do  on  partitions. 
It  won't  work.  The  ribs  are  too  efficient  for  ceilings.  In  spite  of  the  horizontal  posi- 
tion of  the  twisted  filaments,  there  is  not  enough  mortar  gets  through  the  lath  to  hold  it 
in  place.  Your  plasterer  when  working  on  ceilings,  must  move  his  trowel  parallel  to  the 
ribs  of  the  lath  and  thus  eliminate  a  portion  of  the  economy  resulting  from  the  use  of 
Herringbone  C^^T  Lath  on  partitions.  But  this  fact  in  itself,  well  known  to  every  plast- 
erer, demonstrates  conclusively  the  fact  that  Herringbone  c^^x  Lath  saves  mortar. 

Now,  think  a  moment.  All  Herringbone  Lath  is  made  from  copper  alloy.  This 
feature  eliminates  the  corrosion  problem.  And  Herringbone  ^noy1"  Lath  saves  plaster. 
The  saving  amply  offsets  the  small  difference  in  cost  between  Herringbone  C£$£T  Lath 
and  the  ordinary  kind.  It  adds  nothing  to  the  cost  of  the  building,  therefore,  to  use 
Herringbone  CAUoyr  Lath  and  you  get  the  copper  alloy  feature  free. 

That  is  why  the  best  architects  always  insist  on  Herringbone  Lath. 

Clarence  W.  Noble 

General  Sales  Agent 
117  Sun  Life  Building      -         -  -         -      TORONTO,  ONT. 

Metal  Shingle  and  Siding  Co.,  Manufacturers 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 

Welland,  Ontario 


WATEROUS 


SPLIT 
BASE 


PUMPS 


¥   For  Industrial  Service 


Waterous  Pumps  are  built  in  sizes  up  to 
14-inch  discharge  opening,  with  capa- 
city of  from  120  to  7,000  gallons  per 
minute. 

In  Horizontal  and 
Vertical  Types 

Built  for  belt,  motor  or  engine  drive 

They  will  handle  foaming,  non-foam- 
ing and  precipitating  liquids,  pulp  stuff 
and  water  containing  up  to  20  per  cent, 
suspended  matter. 

SPECIAL  FEATURES— Split  bronze, 
packing  glands,  reversible  barrel  and 
runners,  extra  large  bearings.  Great 
strength  and  simplicity  distinguish 
these  pumps.    No  matter  what  kind  of 


NOTICE  THE  SPLIT  BASE ! 


This  is  a  special  Waterous  feature.  Tt  permits  tiie  work- 
ing parts  to  be  lifted   bodily   from  the  base  without  dis- 

work  you  are  doing  we  have  the  right  pump  and  the  best  pump  for    turbing  the  foundation.  This  is  of  great  benefit  when  pump 

yOUr  WOrk.  is  set  in  concrete  or  when  the  suction  flange  is  placed  close 

CATALOGUE  ON  REQUEST  No.  200.  '°  a  wal1  where  access  is  difficult 


The  Waterous  Engine  Works  Co.,  Limited,  Brantford,  Canada 


November  1,  1916 


THE    CONTRACT  RECORD 


1037 


Published  Each  Wednesday  by 

hugh  c.  Maclean,  limited 

HUGH  C.  MacLEAN,  Winnipeg,  President. 
THOMAS  S.  YOUNG,  General  Manager. 
HEAD  OFFICE  -  347  Adelaide  Street  West,  TORONTO 
Telephone  A.  2700 


MONTREAL  -  Telephone  Main  2299  -  119  Board  of  Trade 
WINNIPEG  -  Telephone  Garry  856  -  302  Travellers'  Bldg. 
VANCOUVER  -  Tel.  Seymour  2013  -  Winch  Building 
NEW  YORK  -  Tel.  3108  Beekman  -  1123  Tribune  Building 
CHICAGO  -  Tel.  Harrison  5351  -  1413  Gt.  Northern  Bldg. 
LONDON,  ENG.  16  Regent  Street  S.W. 


SUBSCRIPTION  RATES 
Canada  and  Great  Britain,  $2.00.    U.  S.  and  Foreign,  $3.00. 
Single  copies  10  cents 

Authorized  by  the  Postmaster  General  for  Canada,  for  transmission 
as  second  class  matter. 

Entered  as  second  class  matter  July  18th,  1914,  at  the  Postoffice  at 
Buffalo.  N.  Y.,  under  the  Act  of  Congress  of  March  3,  1879. 


Alphabetical  Index  of  Advertisers 
 Page  18  

Vol.  30  November  r,  1916  No.  43 


Principal  Contents  Page 

Editorial   1037 

Public  Service  for  the  Engineer    1039 

The  Merits  of  Concrete  Pavements    1040 

The  Construction  of  Concrete  Pile  Railway  Trestles  . .  .  1042 

Service  Pipes  for  Waterworks  Use   1045 

Special  Devices  in  a  Small  Town  Mechanical  Filtration 

Plant    1048 

Shipbuilding  Industry  in  Canada  Is  Reviving    1050 

Novel  Railway  Station  Canopies    1051 

Economical  Sewage  Filter  Bed  Construction    1052 

The  Heating,  and  Ventilation  of  Munition  Factories  ...  1053 

Construction  Camps  for  the  Winnipeg  Aqueduct   1055 

Mainly  Constructional    1057 


The  Engineer  After  the  War 

THE  post-bellum  period  is  bound  to  bring  its 
problems  and  difficulties.  That  the  warring- 
nations  realize  this  is  evidenced  by  the  very 
efficient  preparations  that  the  entente  allies  are 
making  for  the  struggle  that  will  be  an  aftermath  of 
the  present  war — a  struggle  for  commercial  superiority 
and  prestige,  a  struggle  that  has  been  characterized  as 
the  "bloodless  war  of  the  future."  Economic  recupera- 
tion will  be  a  momentous  problem  that  will  require 
our  greatest  energies  and  our  most  influential  efforts. 
But  these  commercial  rearrangements  will  be  largely 
external ;  they  affect  only  our  relations  with  outside 
nations  and  outside  affairs.  Readjustments,  as  great 
or  greater,  must  be  expected  in  the  internal  conditions 
of  our  nation.  New  situations  must  be  prepared  for 
and  internal  readjustments  must  be  admitted  if  the 


plans  for  the  Allies'  collaboration  and  mutual  assistance 
after  the  war  are  to  hold.  Internal  disarrangements 
must  not  be  allowed  to  render  abortive  the  efforts  that 
are  being  put  forth  for  allied  co-operation. 

*  *  * 

One  great  problem  that  will  affect  our  country,  and 
that  is  fully  and  clearly  recognized,  will  be  the  dis- 
posal of  the  men  back  from  the  front.  That  the  mat- 
ter is  of  serious  concern  is  realized  by  the  efforts  that 
our  governments,  our  commissions,  our  societies  and 
organizations,  and  our  public  men  are  putting  forth  to 
effect  a  solution.  Even  now,  with  the  end  of  the  war 
not  yet  in  view,  they  are  making  preparations  and 
urging  broad  schemes  and  suggestions.  On  cessation 
of  hostilities  there  will  be  available  hundreds  of  thou- 
sands of  men  of  hardy  physique,  accustomed  to  open- 
air  life  and  endowed  with  virility  and  eagerness.  That 
the  majority  of  these  men  will  be  available  for  hard 
physical  work  of  an  outdoor  character  is  evident.  The 
openings  which  these  men  will  seek  can  be  supplied  by 
engineering  works,  by  opening  up  railroads,  roadways, 
and  other  transportation  lines.,  by  erecting  buildings, 
and  by  promoting  our  natural  resources  and  riches. 

The  financial  situation  will  undoubtedly  contribute 
some  difficulty.  Our  governments  will  be  more  anx- 
ious to  recuperate  than  to  spend,  but  they  must  realize 
a  responsibility  to  provide  for  those  who  have  served 
their  country.  Our  contemporary,  "Engineering,"  cov- 
ered the  point  well  when  it  stated  some  time  ago  that 
"the  government  must  afford  assistance  on  the  prin- 
ciple that  it  is  better  to  advance  loans  to  municipal 
authorities  and  to  public  corporations  for  the  prosecu- 
tion of  work  of  a  profit-yielding  character  than  to  or- 
ganize benevolent  schemes  for  the  help  of  men  and 
their  families  who  are  unable  at  once  to  find  employ- 
ment." 

*  *  * 

It  is  here  that  the  engineer  will  have  his  oppor- 
tunity. A  broad  scheme  of  readjustment  embracing 
copious  engineering  achievements  will  bring  the  engi- 
neer into  prominence  as  nothing  else  ever  could.  This 
problem  of  employing  the  skilled  and  unskilled  labor 
that  the  battlefield  and  the  munition  factory  will  re- 
lease will  require  his  greatest  efforts  and  his  greatest 
ingenuity.  The  situation  will  be  acute,  no  doubt,  but 
in  adjusting  the  country  to  it,  it  will  be  the  engineer 
who  will  be  the  controlling  factor.  Not  only  in  this, 
but  in  the  larger  plans  of  international  co-operation 
which  the  Entente  nations  have  formulated,  opportuni- 
ties are  presented  for  the  engineer  to  show  his  abilities. 
Much  is  being  spoken  and  written  to-day  about  the 
engineer's  place  in  political  life  and  in  our  "governmen- 
tal organizations.  It  has  been  felt  that  he  has  kept 
aloof  too  long.  It  is  gratifying  to  observe  that  efforts 
are  now  being  made  to  have  the  engineer's  status 
recognized  and  to  have  his  efforts  and  achievements 
not  rendered  subservient  to  any  man.  Now  is  the  time 
to  begin  preparations  for  capturing  the  wider  and  more 
influential  field  that  awaits  the  engineer  after  the  war 


Protection  from  Fire  Hazards 

SO  appalling  are  the  number  of  tires  each  year  in 
the  United  States  and  Canada  that  no'  effort 
should  be  spared  that  will  help  to  reduce  the  at- 
tendant loss  in  life  and  property.  Although  the 
dangers  from  fire  are  not  confined  to  any  particular 
class  or  type  of  structure,  yet  it  is  in  the  dwellings  and 
homes  of  our  people,  so  essential  to  their  comfort  and 
happiness,  that  special  means  should  be  taken  to  pre- 
vent the  conflagrations  that  too  often  result  in  fearful 
consequences.    The  home  usually  represents  a  laroe 
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proportion  of  the  family  capital,  ami  in  it  arc  sheltered 

the  most  treasured  and  cherished  belongings;  >'c,<  by 
a  combination  oi  careless  construction  and  a  lack  oi 
appreciation  of  tire  danger,  private  dwellings  are  gen- 
erally the  least  protected  of  any  class  of  buildings. 
Cost  apparently  plays  little  part.  As  a  rule,  the  most 
ostentatious  palace  i>  a-  defectively  constructed  and  as 
flagranti)  liable  t<>  destruction  as  the  most  modest  cot- 
tage. 

The  lack  of  even  the  most  elementary  lorms  of  pro- 
tection is  almost  incomprehensible  when  a  little 
thought  and  investigation  show  that  the  danger  can 
he  large!)  eliminated  hy  very  simple  precautions.  City 
ordinances  and  municipal  building  codes  may  improve 
conditions,  hut  they  place  comparatively  little  restric- 
tion upon  the  construction  of  dwellings,  and  are  usually 
not  sufficiently  explicit  to  he  of  much  real  service.  Be- 
sides,  a  large  proportion  of  dwellings  arc  located  in 
suburban  of  rural  districts  beyond  the  jurisdiction  of 
cit)  b}  -laws.  It  is  thus  only  by  an  educative  campaign 
and  by  enlightening  public  sentiment  that  much  can 
he  done  in  reducing  the  lire  hazard  among  residences. 

With  this  object  the  National  Hoard  of  Fire  Under- 
writers have  recently  published  a  booklet  entitled, 
"Dwelling  Houses — A  Code  of  Suggestions  for  Con- 
struction and  Fire  Protection,"  the  principal  purpose 
of  which  is  to  issue  warnings  against  prevalent  dwell- 
in-  house  fire  hazards  and  to  indicate  how  they  may  be 
avoided.  It  deals  only  with  construction  which  in- 
Buences  the  spread  of  tire.  The  subjects  of  design, 
costs,  and  suitability  of  materials  are  avoided,  except 
so  far  as  they  are  necessary  incidents  to  the  discussion 
of  general  fire  resistive  features  and  good  construction. 
The  majority  of  suggestions  are  applicable  to  all  types 
of  dwellings,  but  it  is  certain  that  one  of  their  greatest 
fields  of  usefulness  would  be  in  connection  with  the 
vast  number  of  unpretentious  dwellings  which  lie  out- 
ride of  any  municipal  limits.  This  pamphlet  is  dis- 
tinctly educational  in  character,  since  there  is  no 
authority  to  enforce  its  provisions.  The  aim  has  been 
to  recommend  the  most  efficient  and  practical  methods 
of  tire  protection,  to  warn  against  unsafe  construction 
customs,  and  to  urge  best  structural  practice  generally. 

The  suggestions  are  incorporated  in  specification 
form,  and  cover  every  portion  of  dwelling  construction 
that  is  subject  to  fire  destruction  or  loss.  That  the 
subject  is  treated  very  comprehensively  is  indicated  by 
the  scope  of  the  contents:  Quality  of  materials  suitable 
for  construction  work ;  walls ;  floor  and  roof  construc- 
tion; major  structural  requirements  to  protect  life  and 
prevent  spread  of  fire;  chimneys,  flues,  smoke-pipes, 
and  fireplaces;  heating  and  lighting  equipment;  fire- 
stopping;  frame  dwellings  ;  concrete  construction  ;  gen- 
eral precautions  for  fire  protection. 

It  is  pointed  out  that  there  is  a  prevailing  belief 
that  incombustible  dwellings  are  impracticable  because 
of  the  excessive  cost.  As  a  matter  of  fact,  this  opinion 
is  not  justified,  for  numerous  dwellings  of  this  class  are 
being  erected  in  different  parts  of  the  country  at  costs 
not  exceeding  10  to  15  per  cent,  over  that  of  first-class 
combustible  construction.  Reputable  contractors  claim 
that  in  some  localities  the  difference  in  cost  is  even  less 
than  this.  If  properly  designed,  such  buildings  not 
only  furnish  complete  safety  to  the  occupants,  but  re- 
duce to  a  minimum  the  danger  of  a  complete  burn-out 
from  an  interior  fire,  and  greatly  lessen  the  hazard  of 
ignition  from  burning  of  neighboring  buildings.  They 
are  also  rat  and  mouse  proof,  as  well  as  having  in- 
creased sanitary  advantages. 

The  cost  of  structural  fire  barriers  necessary  un- 
reasonable protection  to  a  dwelling  house  amounts  to 
but  a  small  percentage  of  the  total  cost  of  a  building. 
For  this  reason  it  is  hoped  that  architects  and  owners 


will  adopl  them  once  their  attention  is  directed  to  the 
reduced  hazard  resulting  from  a  little  intelligent 
thought  and  care.  Speculative  builders  who  erect 
houses  to  sell,  and  build  them  as  cheaply  as  possible, 
with  slight  regard  to  utility,  will  perhaps  be  disinclined 
to  adopl  alterations  which  will  add  anything  to  the 
cost.  I  [owever,  even  these  should  be  convinced  of  the 
advantage  gained  as  an  advertising  medium  by  the  in- 
troduction of  such  structural  safety  features.  It  is  rea- 
sonable to  assume  that  a  prospective  home  purchaser 
would  be  very  favorably  impressed  with  the  idea  of 
Inn  ing  a  house  in  which  all  precautions  had  been  taken 
against  the  spread  of  fire. 


New  Water  Supply  for  Vancouver 

The  superb  quality  of  the  water  furnished  Vancou- 
ver citizens  is  commented  upon  in  terms  of  admiration 
by  every  visitor  and  tourist.  Many  globe-trotters  have 
declared  that  no  city  in  the  world  has  water  of  equal 
purity,  and  that  in  this  great  possession  the  people 
ha\  e  an  asset  the  worth  of  which  is  simply  inestimable. 
This  is  realized  by  a  majority  of  the  citizens,  perhaps, 
but  they  take  it  as  a  matter  of  course,  instead  of  pro- 
claiming it  a  unique  gift  of  nature.  Certain  it  is  that 
the  remarkable  immunity  from  certain  diseases  and  the 
very  low  Vancouver  death  rate  may  fairly  be  ascribed 
to  the  excellence  of  the  city's  drinking  supply,  and  this 
alone  is  sufficient  to  attract  new  population. 

The  city's  supply  comes  from  the  Capilano  and 
Seymour  systems,  having  their  sources  in  the  moun- 
tains of  North  Vancouver,  the  water  coming  from  gla- 
cial streams.  Until  recently  the  larger  portion  of  the 
city's  daily  consumption  of  about  18,000,000  gallons 
(in  hot  weather)  came  from  the  Seymour  system,  but 
a  third  18-inch  steel  main  is  now  in  place  under  the 
First  Narrows,  and  supplies  3,000,000  additional  gal- 
lons per  day  of  Capilano  water,  or  approximately 
'',750,000  gallons,  a  quantity  slightly  in  excess  of  that 
received  from  Seymour  Creek  through  service  pipes 
crossing  the  harbor  at  Second  Narrows. 

The  new  main,  which  represents  an  outlay  of  about 
$1 4,000,  was  recently  brought  into  service  by  Mayor 
Mc Heath,  who  took  occasion  to  compliment  City  Engi- 
neer Fellowes  on  the  very  successful  way  in  which  the 
w  <  irk  had  been  carried  out.  When  the  big  valve  on  the 
north  shore  was  opened  the  pressure  gauge  registered 
176  pounds,  and  a  similar  test  made  at  Stanley  Park, 
on  the  south  side  of  the  harbor,  and  at  a  considerably 
higher  elevation,  gave  a  steady  pressure  of  151  pounds. 

Besides  the  three  18-inch  flexible  joint  steel  mains 
now  in  commission  at  First  Narrows  there  are  two  un- 
used 12-inch  mains  in  position,  which  can  be  connected 
up  when  desired,  and  thus  furnish  the  equivalent  of 
another  18-inch  main,  which  would  bring  the  total 
daily  supply  from  the  Capilano  system  to  nearly 
13,000.000  gallons. 

Of  interest  to  municipal  authorities  is  the  unique 
manner  employed  by  a  New  Jersey  city  for  exterminat- 
ing mosquitoes.  It  reads  something  like  fiction,  but 
at  any  rate  the  information  is  official,  being  contained 
in  the  1916  year  book  of  the  city  in  question.  The 
residents  had  for  some  time  been  pestered  and  tor- 
mented by  the  mosquitoes  w  hich,  it  was  learned  Upon 
investigation,  were  propagated  in  stagnant  pools  in  a 
certain  district.  It  was  found  practically  impossible 
to  drain  these  to  the  street  gutters  and  as  some  other 
method  had  to  be  devised  it  was  decided  to  sink  the 
water  into  the  ground.  A  heavy  charge  of  dynamite 
was  sunk  and  discharged  about  20  feet  under  the  sur- 
face. This  caused  the  pools  to  disappear  entirely  and 
no  water  has  since  accumulated. 
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Public  Service  for  the  Engineer 


Till-"  engineer,  above  all  others,  will  be  called 
upon  in  the  solution  of  big  public  problems 
and  in  the  development  of  governmental  ad- 
ministration, as  he  has  been  in  the  solution  of 
military  and  industrial  problems.  In  the  military  ser- 
vice the  engineer  is  called  upon  to  reconnoitre  and  de- 
velop offensive  and  defensive  engineering  plans  for  the 
fighting  forces  and  fighting  machinery.  Upon  the  en- 
gineer corps  the  duty  of  arranging  for  the  sanitation 
of  the  camp  and  for  comfort  and  health  of  the  military 
organization  is  placed.  The  engineer  has  been  called 
upon  to  lead  in  the  solution  of  problems  of  transporta- 
tion. 

To  engineers  credit  must  be  given  for  the  great 
achievements  in  connection  with  the  construction  of 
railways  and  waterways,  the  construction  and  opera- 
tion of  our  municipal  and  other  public  works,  the  ex- 
tension of  public  improvements,  and  in  the  develop- 
ment of  economic  and  scientific  methods  in  the  con- 
duct of  the  routine  of  public  administration.  The  role, 
which  the  engineer  has  played  in  the  administration  of 
affairs  of  our  governmental  bodies,  has  been  mostly 
that  of  close  application  to  details  of  administration, 
the  importance  of  which  have  not  always  been  brought 
out  or  fully  appreciated  by  the  public.  In  spite  of 
these  handicaps  and  the  restrictions  ofttimes  brought 
about  by  politics  and  the  uninformed  and  misinformed 
officials,  the  engineer  has  brought  into  the  civil  service 
the  spirit  of  workmanship  and  ideals  of  scientific  man- 
agement, and  has  been  the  first  to  use  and  instill  in  the 
minds  of  others  the  necessity  of  management  based  on 
scientific  method. 

Opportunity  for  Engineers  in  Public  Administration. 

In  making  any  statements  of  achievements  already 
accomplished  through  the  patriotic  and  unselfish  ser- 
vices of  engineers,  I  was  not  unmindful  of  the  greater 
opportunities  which  are  before  engineers  and  other 
trained  personnel  in  the  further  development  of  respon- 
sible and  effective  public  administration.  Engineers, 
because  of  their  analytical  training,  their  ability  to  ob- 
tain and  stick  to  facts  and  to  act  with  precision,  their 
imagination  and  vision  for  new  and  big  things,  and 
their  genuine  interest  and  spirit  of  public  service,  have 
in  the  public  service  almost  a  virgin  field. 

The  entry  into  the  public  service  of  men  and 
women  of  ability  and  sincerity  of  purpose,  with  high 
ideals  and  non-recognition  of  the  negative  things  in 
the  public  service,  will  have  the  effect  of  bringing 
about  positive  and  fundamental  improvements  in  the 
administration  of  public  affairs  and  will  give  further 
impetus  to  the  increasing  favorable  attitude  of  the 
public  toward  governmental  administration.  Politics, 
incompetency,  irresponsible,  and  mediocre  service  and 
administration  can  find  no  comfort  and  cannot  long 
Sttrvive  where  such  conditions  exist. 

Variety  of  Problems  Confronting  Municipalities. 

It  would  not  be  possible  within  the  confines  of  this 
paper  to  go  into  detail  on  the  diversity  and  complexity 
of  the  problems  confronting  our  municipalities,  nor  of 
their  growing;  importance.  A  mention  of  some  of  the 
more  important  technical  divisions  indicates  the  field 
and  broad  opportunities  and  urgency  for  a  trained  per- 
sonnel in  the  municipal  service: 

*  From  an  address  by  J.  L.  Jacobs  to  the  Western  Society  of  Engineers. 


1.  Finance  administration  and  municipal  account- 


ing. 


2.  Taxation,  budget  making,  and  municipal  financ- 


ing. 


3.  Municipal  reports,  publicity,  and  statistics. 

4.  Technicpie  of  constructive  investigation  and  re 
porting. 

5.  Civil  service  administration  and  standardization 
of  employment. 

6.  Standardization  and  centralization  of  purchasing 
and  testing. 

7.  Management  and  administrative  procedure — sci- 
entific management. 

8.  Education  administration. 

9.  Public  health  administrtaion. 

10.  Justice,  charity,  and  correction  administration. 

11.  Social  surveys — housing.. 

12.  City  planning. 

13.  Police  and  fire  administration. 

14.  Public  works  administration  and  local  improve- 
ments. 

15.  Water  supply  administration. 

16.  Municipal  lighting. 

17.  Pavement  construction  and  repair. 

18.  Cleaning  of  streets  and  removal  <  >  I"  snow. 

19.  Sewerage  systems  and  sewage  disposal. 

20.  Collection  and  disposal  of  city  wastes. 

21.  Parks  and  playgrounds  and  recreation  adminis- 
tration. 

22.  Elimination  of  smoke  nuisances. 

23.  Regulation  of  local  public  utility  rates  and  ser- 
vices. 

24.  Street  railways,  elevated  roads,  and  subways! 

City  Manager  Government. 

Within  the  last  two  years  over  eighty  of  the  muni- 
cipalities in  the  United  States  have'  adopted  the  city 
manager  form,  and  there  seems  to  be  no  sign  of  abate- 
ment in  this  direction.  These  commission-manager 
cities  are  scattered  through  twenty-eight  states. 

Hon.  Henry  Waite,  city  manager  of  Dayton,  which, 
by  the  way,  is  the  largest  city  that  has  adopted  the  city 
manager  plan  of  government,  outlines  the  advantages 
of  the  city  manager  form  of  municipal  governmentTa- 
follows : 

1.  Simplicity. 

2.  Basis  of  organization — efficiency  and  economy. 

3.  Centralized  authority. 

4.  Fixed  definite  responsibility. 

5.  Business  methods. 

6.  Prompt  and  effective  action. 

7.  Employment  of  experts  when  needed. 

8.  Commissioners  represent  the  whole  citv,  not 
ward. 

9.  Interests  a  higher  type  of  man  in  citv  service. 

10.  The  short,  non-partisan  ballot. 

11.  Abolishes  politics  from  the  administration  end  of 
government. 

12.  Separates  the  legislation  from  the  administra- 
tion. 

13.  Does  not  depend  on  ballot  to  select  trained  men 
lor  particular  functions  of  government. 

These  problems  of  public  service  which  arc  present- 
ed by  the  new  order  of  things  are  being  recognized  \n 
a  gr«  .wing  proportion  of  our  people.  This  is  'show,,  by 
the  new  civic  spirit  which  has  arisen  in  our  municipal!- 
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tics  and  the  attitude  oi  the  increasing  number  to  serve 
as  watchful  and  informed  citizens,  or  as  agents  to 
carrj  out  the  affairs  of  government  in  a  way  such  as 
to  raise  the  horizon  of  civic  and  community  service. 

Growing  Activities  and  Organizations. 

[iie  held  of  public  service  which  is  performed  by 
these  citizen  agencies  lias  increased  with  the  growth 
of  the  functions  of  government.  Opportunities  are  not 
onl)  uttered  t".>r  \\«>rk  in  these  organizations,  but  gov- 
ernmental officials  have  turned  to  them  for  men  and 
women  to  fill  Official  positions  requiring  training  and 
experience  of  public  administrative  problems  and  the 
knowledge  of  the  structure  and  operations  of  govern- 
ment. Increasing  activities  and  co-operation  of  these 
civic  agencies  with  governmental  bodies  is  bound  to 
create  a  further  demand  for  trained  workers  in  public 
administration.  The  more  important  organizations  and 
associations,  which  have  been  developed  and  are  active 
in  this  positive  and  growing  field,  are  the  following: 

Mallot  associations. 

Hoards  of  trade. 

Bureaus  of  municipal  research. 

Chambers  of  commerce. 

City  clubs. 

Civil  service  reform  associations. 
Commercial  clubs. 
Educational  associations. 
Foundations  for  special  research. 
Health  associations. 
Housing  reform  associations. 
Industrial  associations. 
Juvenile  associations. 
Legal  aid  associations. 
Legislative  leagues. 
Local  improvement  associations. 
Merchants'  associations. 
Municipal  leagues. 
Real  estate  associations. 
Recreation  associations. 


Tax  associations. 

Training  schools  for  public  service. 

(  Importunities  in  the"  civil  service  are  increasing 
faster  than  the  supply  oi  men  and  women  who  are 
trained  and  interested  in  the  public  service.  Steps 
must  be  taken  for  thorough  and  sustained  practical 
preparation  for  public  service  administration.  The 
creation  of  a  larger  supply  of  men  and  women  who 
are  trained  and  are  genuinely  interested  in  public  af- 
fairs and  wish  to  find  a  career  in  the  official  life  will  go 
\  ery  far  towards  stimulating  further  demand  for  ex- 
perts. This,  I  believe,  will  largely  solve  our  problem 
of  efficient  and  responsible  public  administration. 
There  have  been  a  number  of  suggestions  and  pro- 
grammes set  out  for  developing  such  a  trained  army  of 
civil  servants.  In  the  adoption  of  the  following  steps 
there  lav  the'  solution  for  preparedness  and  increased 
opportunities  in  our  public  service 

1.  Publicity  of  public  administration  and  of  re- 
searches on  government  and  public  administration. 

2.  Extension  of  merit  system  and  positive  employ- 
ment methods  and  control. 

3.  Practical  training  for  public  service  in  connec- 
tion with  our  educational  programmes  and  with  civil 
service  administration. 

4.  Federal  enactment  for  the  promotion  of  public 
service  training  and  distribution  of  federal  appropria- 
tions amongst  individual  states  and  cities  on  uniform 
basis. 

5.  Co-operation  between  administrative  depart- 
ments of  the  federal  government,  states  and  cities  and 
our  state  and  other  educational  institutions,  providing" 
for  practical  training  and  field  wrork  in  public  service. 

6.  Encouragement  of  training  of  public  service  to 
teachers  and  compulsory  instruction  of  principles  of 
democracy  and  public  administration  to  children  and 
immigrants. 

7.  Recognition  of  public  service  as  a  profession  of 
dignity,  social  prestige  and  permanence. 


The  Merits  of  Concrete  Pavements 


THAT  the  concrete  road  will  be  the  ideal  road  of 
the  future,  as  it  is  the  ideal  road  of  to-day,  is 
the  statement  made  by  Edward  N.  Hines, 
chairman  of  the  Board  of  County  Road  Com- 
missioners, Wayne  County,  Michigan,  before  the  meet- 
ing of  the  Portland  Cement  Association  in  Detroit. 
Mr.  Hines  says  that  any  community  desirous  of  im- 
proving a  road  upon  which  there  is  a  present  or  pros- 
pective daily  average  mixed  traffic  of  200  or  more 
vehicles  is  justified  in  expending  a  sufficient  sum  of 
money  to  build  a  first-class  concrete  road.  Traffic  is 
always  much  heavier  after  improving  a  road  than  it 
was  before  improvement.  Sometimes  it  increases  out 
of  all  proportion  to  the  volume  estimated.  Over  a 
period  of  years  concrete  is  the  cheapest  good  road  that 
can  be  bought,  figuring  cost  as  an  annual  proposition, 
which  is  the  correct  way  to  figure  it,  rather  than  to 
figure  from  the  standpoint  of  first  cost.  The  fact  that 
a  concrete  road  is  free  from  excessive  yearly  mainten- 
ance charges,  is  extremely  durable,  usable  throughout 
the  entire  year  by  all  types  of  vehicles,  irrespective  of 
weather  conditions,  warrants  its  construction  regard- 
less of  first  cost. 

The  question  of  cost  is  largely  a  local  question,  and 
is  affected  by  the  thickness  and  width  of  the  road, 


length  of  haul,  cost  of  materials  on  board  cars,  freight 
charges,  availability  of  side  tracks  for  unloading,  cost 
of  teams,  availability  of  labor-saving  equipment,  cost 
of  labor,  distance,  elevation,  and  source  of  water  sup- 
ply, amount  of  skill  and  experience  demanded  in  fin- 
ishing, length  of  time  road  is  given  to  harden  properly, 
conditions  of  subgrade  over  which  materials  are 
hauled,  weather  conditions,  and  numerous  other  fac- 
tors. In  many  instances  it  is  compared  with  the  cost 
of  concrete  foundations  such  as  used  under  other  types 
of  construction.  This  is  an  unfortunate  fallacy,  as  the 
specifications  and  practice  governing  concrete  founda- 
tions for  other  surfacing  materials  are  widely  different 
from  specifications  of  the  all-concrete  road.  It  is  also 
a  mistake,  in  Mr.  Hines'  judgment,  to  dig  out  some 
unusually  low  cost  concrete  road  where  all  conditions 
were  nearlv  ideal  and  present  it  as  an  example  of  fair 
cost.  In  an  endeavor  to  duplicate  such  a  cost,  many  a 
concrete  road  job  has  been  let  to  well-meaning  but 
ignorant  contractors,  and  the  road  has  suffered  in  con- 
sequence, because  the  contractor,  being  only  human, 
feels  that  the  community  is  better  able  to  stand  the 
loss  than  he,  if  loss  there  is  to  be. 

You  do  not  spend  any  stated  sum  for  a  concrete 
road — you  invest  that  stated  sum  ;  and  it  will  pay  any 
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community  handsome  dividends  in  the  way  of  de- 
creased hauling-  costs  through  ability  to  move  larger 
loads  and  move  them  in  less  time.  It  will  pay  divi- 
dends in  decreased  repair  and  upkeep  bills  on  harness, 
wagons,  and  automobiles,  in  prolonging  the  lives  of 
horses,  in  increasing  mileage  of  rubber  tires,  in  increas- 
ing mileage  on  a  given  amount  of  gasoline  consump- 
tion, in  increased  land  values,  and  in  a  sum  total  of 
pleasure  and  satisfaction  that  cannot  be  expressed  in 
dollars  and  cents.  The  low  relative  cost  of  a  good  con- 
crete road  compared  with  other  forms  of  construction 
often  raises  the  presumption  that  it  cannot  be  as  good 
or  it  would  not  cost  so  much  less.  Furthermore,  the 
cost  in  one  locality  has  no  bearing  on  what  it  may  cost 
elsewhere  unless  all  local  conditions  are  taken  into 
consideration. 

Maintenance  should  be  built  into  the  road,  which 
means  building  it  of  hard,  tough,  clean  aggregates  of 
uniform  quality  and  correctly  combined  with  a  proper 
amount  of  cement  thoroughly  mixed,  placed,  .and 
cured.  In  the  case  of  first-class  roads,  $30  to  $50  per 
mile  for  labor  and  material  has  maintained  the  surface. 

As  far  as  cracks  are  concerned,  Mr.  Mines  declares 
that  although  cracks  are  not  assets  of  a  concrete  road, 
and  every  effort  should  be  made  to  prevent  them  by 
using  good  materials  and  a  high  grade  of  workman- 
ship, nevertheless  some  cracks  are  likely  to  occur.  Ad- 
verse criticism  of  certain  concrete  roads  has  been 
widely  circulated,  in  which  cracks  are  exaggerated  in 
number  and  size,  and  so  described  as  to  lead  one  to 
think  that  the  road  has  been  ruined,  if  not  completely 
destroyed.  In  many  instances  the  wish  is  father  to  the 
thought.  Expansion  joints  are  spaced  at  regular  inter- 
vals, and  cracks,  when  they  do  occur,  are  cheaply  and 
easily  taken  care  of  by  a  maintenance  system  involving 
the  use  of  tar  and  coarse  sand.  Such  cracks  do  not 
militate  against  nor  interfere  with  the  use  of  the  road 
by  traffic.  It  is  true  that  the  black  streak  made  by  the 
tar-and-sand  preparation  used  to  maintain  cracks  does 
not  tend  to  improve  the  appearance  of  the  otherwise 
grav  surface  of  a  concrete  road,  but  if  the  surface  is 
smooth,  free  from  ruts,  holes,  bumps,  and  dust,  and 
usable  any  day  in  the  year,  irrespective  of  weather  con- 
ditions, cracks  should  not  be  seriously  regarded. 

Traffic  Increases  After  Improvement. 

In  discussing  width,  the  writer  said  that  his  experi- 
ence has  been  that  as  soon  as  a  concrete  road  is  opened, 
traffic  on  it  increased  at  a  wonderful  rate  compared 
with  what  the  road  carried  before  improvement.  Not 
only  is  an  increased  use  of  the  road  made  by  those  liv- 
ing along  it,  but  by  people  who  come  miles  from  all 
directions  to  use  the  concrete  in  preference  to  the 
routes  they  have  formerly  traveled;  hence,  a  concrete 
road  must  be  built  not  only  with  a  view  to  accommo- 
dating the  traffic  it  has  been  accustomed  to  bear,  but  a 
traffic  at  least  three  times  as  great.  Within  his  own 
personal  experience  he  had  seen  traffic  increase  twen- 
ty-fold in  two  years'  time  after  a  road  had  been  con- 
creted. 

Remembering  that  an  improved  road  attracts  an 
increased  traffic,  and  that  the  tendency  of  traffic  is 
toward  greater  speed,  wider  gauge  and  heavier  loads. 
Air.  Mines  believes  that  a  concrete  road  built  in  prox- 
imity to  large  centres  of  population  should  have  a  mini- 
mum pavement  width  of  24  feet;  18  feet  should  be  the 
minimum  for  a  safe  two-track  road;  and  where,  for 
financial  reasons,  single-track  roads  must  be  built,  10 
feet  should  be  the  minimum.  I  lis  personal  view  is  that 
no  concrete  road  should  be  as  narrow  as  9  feet.  W  here, 
for  the  reasons  mentioned,  a  10-foot  concrete  road  is 


built,  he  is  in  favor  of  letting  one  edge  of  the  road  fall 
along  the  centre  line  of  the  highway,  sloping  the  pave- 
ment one  way,  with  the  idea  of  simplifying  the  con- 
struction problem  of  widening  the  pavement  in  case 
the  necessary  funds  become  available  and  conditions 
demand  the  improvement. 

The  speaker  drew  attention  to  the  fact  that  a  good 
concrete  road  does  not  mean  higher  taxes,  but  more 
value  to  tax.  It  has  invariably  increased  the  valuation 
of  surrounding  properties,  and  the  increased  revenue 
thereon  will  in  time  pay  off  the  original  cost  of  con- 
struction and  maintain  a  high  standard  of  excellence. 

In  conclusion,  Mr.  Hines  pointed  out  that  there  is  a 
factor  which  he  regards  as  necessary  to  making  the 
concrete  road  the  ideal  all-round  road.  That  is,  a  sur- 
face must  be  produced  that  is  absolutely  free  from  any 
waves,  depressions,  or  irregularities  of  any  kind. 
Being  a  plastic  material,  concrete  easily  lends  itself  to 
securing  such  results.  It  is  purely  a  question  of  good 
workmanship.  When  the  quantity  of  the  work  is  suf- 
ficient to  warrant  its  use,  the  finishing  machine,  by 
eliminating  the  human  equation,  will  bring  about  the 
desired  results  more  rapidly  than  they  may  be  secured 
through  perfecting  the  "art"  of  concrete  road  building. 
The  finishing  machine  also  permits  placing  mixed 
materials  in  a  dryer  state,  and,  through  its  ability  to 
thoroughly  compact  the  concrete,  will  give  a  greater 
density.  There  is  no  financial  saving  in  the  use  of  a 
finishing  machine,  but  there  is  a  decided  gain  in  the 
quality  of  the  finished  road.  Water  pockets  and  air 
bubbles  are  eliminated.  A  more  homogeneous  concrete 
is  secured.  If  side  forms  are  firmly  staked  to  line  and 
grade,  results  secured  by  using  a  finishing  machine 
cannot  be  attained  in  any  other  manner. 

With  changing  traffic  conditions  due  to  the  auto- 
mobile and  motor  truck,  greater  weights  and  greater 
speeds  of  modern  traffic,  the  modern  road  must,  if  it  is 
to  give  service  and  satisfaction,  be  built  rigid — road 
shocks  must  be  taken  up  by  springs,  pneumatic  or 
cushion  tires,  or  other  means. 


November  Meeting  of  the  Toronto  Branch 
G.S.  G.  E. 

The  regular  monthly  meeting  of  the  Toronto  branch 
of  the  Canadian  Society  of  Civil  Engineers  will  be  held 
in  the  society's  rooms  at  the  Engineers'  Club,  90  King- 
Street  West,  on  Thursday,  November  9th,  at  8  p.m. 
Mr.  W  illiam  Storrie,  A.M.  Inst.  C.E.,  will  give  an  illus- 
trated address  on  "  The  Drifting  Sand  Water  Purifica- 
tion Plant  for  the  City  of  Toronto."  Mr.  William 
Gore,  M.  Inst.  C.E.,  the  inventor  of  the  system,  will  be 
present  and  will  take  part  in  the  discussion. 


C.  S.  C.  E.  Montreal 

Three  addresses  on  military  subjects  were  given  at 
the  opening  meeting  of  the  1916-17  season  of  the  Cana- 
dian Society  of  Civil  Engineers,  Montreal,  on  Oct.  5. 
Lieut.  Paid  Ogilvv,  B.Sc,  late  of  Lieut-Col.  Ramsay's 
Railway  Construction  Corps  and  now  with  the  242nd 
Forestry  Battalion,  described  the  construction  of  cer- 
tain military  railways  at  the  front,  alluding  to  the  diffi- 
culties under  which  the  work  was  carried  out  and  the 
value  of  the  lines.  Capt.  J.  (i.  Ross,  15. Sc.,  13th  Battal- 
ion, Royal  Canadian  Highlanders,  spoke  on  machine 
guns,  and  vividly  described  the  fighting  on  the  Ypres 
salient.  Mr.  W.  J.  Francis,  by  means  of  diagrams,  gave 
a  description  of  the  now  famous  "tanks"  which  caused 
so  much  destruction  in  recent  fighting. 
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The  Construction  of  Concrete  Pile  Railway 

Trestles 


By  [.  C.  Crawford,  C.E.* 


TIIK  concrete  pile  railway  trestle,  which  is  rapidly 
replacing  the  timber  trestle,  is  composed  of 
thne  distinct  parts:  (\)  the  concrete  piles; 
(2)  the  concrete  caps  in.  which  the  concrete 
pile  heads  are  imbedded;  and         the  concrete  slabs 
extending  from  cap  to  cap  on  which  the  ballast  and 
track  rest. 

The  object  bl  this  article  is  to  describe  the  general 
method  of  constructing  these  trestles  as  followed  by 
the  Illinois  Centra]  Railroad.  All  plans  reproduced 
here  are  taken  from  the  standards  of  this  road. 

Laying  Out  the  Bridge 

The  first  step  in  laving  out  a  bridge  is  to  definitely 
locate  the  positions  of  the  different  bents.  In  many 
cases  the  timber  bridge,  which  is  being  replaced,  may 
have  been  renewed  three  or  four  times,  and  on  each 
occasion  the  bents  driven  in  a  different  location.  A 
-harp  lookout  should  he  kept  for  these  old  pile  studs 
SO  that  the  new  bents  may  not  be  located  on  top  of 
them.  Unfortunately  these  stubs,  with  sometimes  a 
cap  on  them,  may  be  entirely  covered.    Usually,  a 


Fig.  1— A  concrete  pile  railway  trestle. 

piece  of  the  old  cross-brace  will  project  above  the  sur- 
face of  the  ground,  showing  the  location  of  the  old 
bent. 

After  the  bents  have  been  located  the  points  for  the 
piles  in  each  bent  may  be  set.  This  may  be  done  in 
the  following  manner:  A  straight-edge,  fourteen  or 
fifteen  feet  long,  is  placed  at  right  angles  to  the  track 
and  on  the  centre  line  of  the  bent.  The  centre  line  of 
track  bisects  the  straight-edge,  which  is  squared  by 
means  of  a  carpenter's  square  and  the  rails.  The  po- 
sitions of  the  piles  of  the  bent  are  then  marked  on 
the  straight-edge  and  their  positions  on  the  ground 
found  by  plumbing  down  from  it. 

Classification  and  Construction  of  Piles 

Concrete  piles  may  be  divided  into  two  general 
classes.  The  first  class  includes  those  piles  which 
are  cast  in  forms  and,  after  having  been  allowed  to 
cure  for  a  certain  length  of  time,  are  jetted  or  driven 
into  place.  The  second  class  consists  of  piles  which 
are  poured  in  place.  In  this  process  a  hole  is  bored 
into  the  earth  and  filled  with  concrete,  the  concrete 
being  supported  by  steel  forms  or  by  the  earth  alone. 
The  following  discussion  deals  only  with  piles  of  the 
first  class. 

Piles  of  the  first  class,  or  pre-moulded  concrete 
piles,  are  usually  square,  round  or  octagonal  in  cross- 
section.  Fig.  2  shows  cross-sections  and  longitudinal 
sections  of  an  octagonal  pile  used  extensively  by  the 
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Illinois  Central  Railroad.  As  shown  in  the  figure,  the 
area  of  the  longitudinal  reinforcement  varies  with  the 
length  of  the  pile*.  It  will  also  be  noticed  that  the 
longitudinal  rods  are  brought  together  near  the  point 
of  the  pile  and  are  wrapped  with  No.  12  wire.  The 
hoops  .are  made  of  No.  7  wire  and  are  welded.  The 
piles  are  made  in  lengths  varying  from  twelve  to  forty 
feet.  A  1  :2  :4  mixture  is  generally  used  in  the  manu- 
facture of  concrete  piles. 

Unloading  and  Driving 

In  unloading  from  the  car  the  pile  should  be  picked 
up  at  its  centre  and  handled  carefully  as  the  point  is 
easily  broken  off  by  a  side  blow.  A  convenient  sling 
for  use  in  this  work  is  made  from  two  thicknesses  of 
24-inch  steel  cable.  Foresight  should  be  employed  in 
choosing  the  unloading  place  so  that  when  driving 
operations  start  the  piles  will  be  conveniently  located. 

Either  a  steam  or  a  drop  hammer  may  be  employed 
in  driving  the  piles.  The  steam  hammer  is  the  more 
frequently  used  and  with  it  a  device  for  distributing 
the  blow  evenly  over  the  head  of  the  pile.  This  de- 
vice is  known  as  the  pile  bonnet  or  cap  and  varies  con- 
siderably in  form  and  dimensions.  A  sketch  of  a  pile 
cap  used  by  the  Illinois  Central  Railroad  is  shown  in 
Fig.  2.  The  hammer  strikes  upon  a  steel  plate  fastened 
to  the  upper  end  of  an  oak  or  beechwood  follower  which 
is  placed  in  the  bonnet.  Below  the  follower,  eight,  to 
twelve  inches  of  coiled  rope  is  placed  in  the  bonnet. 
This  rope  serves  as  a  cushion  and  distributes  the  blow 
evenly  over  the  head  of  the  pile.  In  this  particular 
case  the  follower  is  about  fifty  inches  long.  This  al- 
lows a  pile  to  be  driven  several  feet  below  the  top  of 
the  ties  without  dropping  the  leads  down  with  it.  The 
condition  of  the  rope  cushion  should  be  carefully 
watched  and  a  fresh  coil  inserted  when  the  old  packing 
becomes  too  hard,  since  in  this  condition  the  cushion 
may  cause  the  pile  head  to  spall. 

Placing  the  Piles 

The  first  step  to  be  taken  in  the  driving  operation 
is  to  pick  up  the  pile  and  hoist  it  into  the  perpendicular 
position  in  front  of  the  leads  of  the.  driver.  In  doing 
this  the  sling  should  be  placed  around  the  pile  about 
four  feet  from  the  top  end  and  the  pile  line  hooked 
into  the  sling.  A  hand  line  should  be  attached  to  the 
lower  end  of  the  pile  to  control  its  motion  and  thus 
prevent  accidents  which  are  often  caused  by  the  pile 
swinging  into  the  bridge  as  it  is  being  elevated. 

The  second  step  is  to  land  the  pile  on  the  exact 
spot  where  it  is  to  be  driven  and  to  place  the  hammer 
and  bonnet  on  it.  The  driver,  carrying  the  pile  in 
front  of  the  leads,  is  run  slowly  out  on  the  bridge  and 
stopped  at  the  proper  place  ;  the  pile  is  lowered,  cor- 
rectly centered,  and,  in  case  it  is  square  or  octagonal 
in  cross-section,  is  squared  with  the  centre  line  of 
the  track.  The  pile  is  then  approximately  plumbed, 
the  leads  moved  into  place  and  the  hammer  lowered 
until  the  top  of  the  pile  is  engaged  in  the  bonnet. 
The  weight  of  the  hammer  is  not,  as  yet,  allowed  to 
rest  on  the  pile. 

The  third  step  is  to  plumb  the  pile,  land  the  ham- 
mer and  then  to  drive  the  pile,  keeping  it  in  a  truly 
vertical  position  all  the  while.    The  pile  is  plumbed  in 
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a  direction  perpendicular  t<>  the  track  by  Swinging  the 
Leads  across  the  track  and  by  inserting  blocking  be- 
tween the  rails  and  the  pile  or  the  leads.  It  is  plumbed 
parallel  to  the  track  by  attaching  Mocks  and  tackle  to 
the  Kails  in  front  and  then  to  the  rails  or  tics,  and  by 
attaching  a  block  to  the  back  of  the  loads,  the  block 
having  a  rope  running  through  it,  each  end  of  which 

IS  wrapped  around  a  nigger  head  on  the  engine.  Thus 
the  leads,  with  the  pile,  may  he  pulled  backwards  Or 
forwards  parallel  to  the  centre  line  of  the  track. 

Alignment  Must  Be  Maintained 

After  the  pile  has  been  accurately  plumbed  the 
weight  of  the  hammer  and  bonnet  is  allowed  to  come 
OH  the  head  and  driving  starts.  During  the  first  few 
feet  of  penetration  it  is  necessary  to  watch  the  pile 
closely  from  both  directions  so  that  any  departure  from 
the  vertical  may  he  noticed  and  promptly  corrected. 

When  a  penetration  of  twelve  to  fifteen  feet  has 
heen  secured  the  ahove  methods  of  plumbing  should 
he  used  with  caution  since  heavy  bending  stresses  will 
he  produced  in  the  pile  and  may  cause  it  to  fail.  It  is 
sometimes  possible  to  straighten  a  pile  at  this  depth, 
by  slanting  the  leads  and  allowing  the  hammer  to 
strike  the  side  of  the  pile  head  opposite  the  direction 
in  which  the  pile  is  to  he  straightened.  Here  again 
judgment  must  be  used  since  too  many  blows  applied 
in  this  manner  will  spall  the  head  of  the  pile. 

The  point  to  he  emphasized  here  is :  the  pile  should 
be  perfectly  plumbed  before  driving  is  started  and  it 
should  be  closely  watched  for  the  first  ten  or  twelve 
feet  of  its  penetration  so  that  a  variation  from  the  per- 
pendicular will  be  immediately  observed  and  corrected. 

It  is  necessary  that  the  centres  of  the  pile  heads 
in  a  bent  be  very  nearly  in  a  straight  line,  this  line 
being  the  centre  line  of  the  bent.  When  the  work  is 
careful lv  done  the  pile  centres  need  not  vary  more 
than  two  and  one-half  inches  from  the  centre  line, 
while  a  large  percentage  of  them  will  probably  have 
a  variation  of  less  than  one  and  one-half  inches.  Occa- 
sionally a  pile  will  "get  away"  making  it  necessary  .to 
design  a  special  cap  for  the  bent. 

Good  practice  demands  that  the  pile  should  have 
a  penetration  of  at  least  fifteen  feet.  Where  the 
ground  is  exceptionally  hard  it  will  he  found  imprac- 
ticable to  secure  this  penetration,  and  in  case  the 
gr<  >und  is  soft  it  will  he  necessary  to  drive  the  pile 
to  a  greater  depth.  The  Illinois  Central  Railroad  is- 
sues rules  for  the  guidance  of  its  inspectors  which 
require  that:  (1)  all  piles  must  be  given  a  minimum 
penetration  of  fifteen  feet  whenever  possible;  (2)  in 
case  a  pile  has  been  driven  ten  feet  and  it  has  taken 
600  blows  of  the  hammer  to  secure  the  last  foot,  the 
driving  may  be  stopped  at  that  penetration;  (3)  on 
the  other  hand,  in  case  a  pile  has  received  a  penetra- 
tion of  fifteen  feet  and  is  sustaining  less  than  150  blows 
per  foot  of  penetration,  driving  must  be  continued  un- 
til this  number  is  sustained. 

Penetration  in  Soft  Ground 

In  very  soft  ground  it  will  often  be  necessary  to 
drive  piles  to  a  penetration  of  twenty-five  feet  or  more. 
Sometimes  when  a  pile  is  driven  within  about  two 
feet  of  the  proper  elevation  and  allowed  to  rest  for  a 
day  or  two  it  will  be  found  that  several  times  the 
number  of  blows  will  be  required  to  drive  the  re- 
maining distance,  than  would  be  expected. 

A  pile  may  be  cut  off  at  any  desired  elevation  by 
chiselling  through  the  reinforcement  and  then  attach- 
ing the  pile  line  to  the  reinforcement  and  pulling  it 


out.  It  will,  of  course,  he  necessary  to  pass  the  pile 
line  under  a  cap  or  stringer  so  that  a  horizontal  pull 
is  given. 

The  number  of  piles  w  hich  can  he  driven  in  a  day 
depends  upon  several  factors.  If  a  bridge  is  located 
on  a  busy  single  track  line  much  time  will  be  lost  in 
running  to  and  from  passing  tracks.  The  distance 
to  the  passing  track  w  ill  influence  the  number  of  piles 
which  can  he  driven,  Should  it  be  necessary  to  move 
the  str  ingers  before  piles  can  be  driven,  and  it  usually 
is,  more  time  will  be  lost.  Under  ordinary  single  track 
conditions  the  driving  of  eight  or  ten  piles  makes  a 
fair  day's  work. 

Caps  and  Slabs 

As  .soon  as  all  the  piles  in  a  bent  have  been  driven, 
work  may  be  started  upon  the  forms  for  the  cap.  As 
shown  in  Fig.  2,  the  pile  heads  project  into  the  cap 
a  distance  varying  from  ten  inches  to.  two  feet.  The 
floor  of  the  form  is  cut  to  fit  around  the  heads  of 
the  piles,  and  is  wedged  up  to  the  proper  elevation. 
A  good  foundation  for  the  form  may  be  made  from 
a  couple  of  old  bridge  stringers,  one  placed  on  each 
side  of  the  bent.  The  ends  of  the  forms,  parallel  to 
the  centre  line  of  the  track,  should  be  carefully  lined 
and  if  the  bridge  is  a  long  one  it  is  necessary  to  use 
a  transit.  A  hub  may  be  set  at  each  end  of  the  bridge 
on  a  line  perpendicular  to  the  centre  line  of  the  track 
and  a  distance  equal  to  one-half  the  length  of  the 
cap  from  it.  The  line  joining  the  points  of  the  two 
hubs  will  give  the  ends  of  the  caps.  The  bottom  of 
the  cap  forms  may  be  kept  at  the  proper  elevation  by 
means  of  wedges. 

Three  different  styles  of  caps  may  be  used  in  the 
same  bridge,  as  shown  in  Fig.  2.  Anchor  bents  are 
used  only  in  bridges  having  eight  or  more  panels.  It 
will  be  noticed  that  the  anchor  bent  for  single  track 
has  two  rows  of  piles  and  four  piles  in  each  row. 
The  number  of  piles  in  the  end  bents  varies  with 
the  height  of  the  fill,  the  usual  number  being  six. 
Intermediate  single  track  bents  have  five  piles  as 
shown  in  Fig.  2.  The  spacings  of  the  piles  are  shown 
in  the  cuts. 

The  details  of  the  slab  used  are  shown  in  Fig.  3. 
These  slabs  extend  from  cap  to  cap,  there  being  two 
slabs  in  each  panel  for  single  track  work  and  four  for 
double  track.  The  slabs  are  handled  by  a  derrick 
and  are  raised  by  means  of  the  lifting'  hooks  imbedded 
in  the  slab  as  shown  in  Fig.  3.  It  is  the  usual  prac- 
tice to  build  these  slabs  at  centrally  located  points  and 
to  ship  them  to  the  various  bridges  as  needed.  They 
are  built  for  fourteen,  sixteen,  and  twenty-foot  panels. 
All  slabs  are  seven  feet  in  width. 

In  the  construction  of  caps  and  slabs  a  1  :2  :4  crush- 
ed stone  concrete  is  used. 


In  an  effort  to  foster  manufacturing  industries 
Vancouver  City  Council  will  probably  give  free  water 
to  plants  employing  a  minimum  number  of  workmen. 
The  city  can  well  afford  to  do  this,  last  year's  net 
revenue  from  the  waterworks  department  having  been 
about  $80,076,  which  includes  about  $40,000  owing  in 
meter  rentals.  The  cost  per  100  cubic  feet  of  water 
was  4.1  cents. 


The  Montreal  Machinerv  and  Supplies.  Ltd..  have 
opened  an  office  at  Room  504,  McGill  Building,  Mont- 
real, for  the  sale  of  machinery,  machine  tools,  and  vari- 
ous supplies  used  by  contractors,  manufacturing  plant's, 
railroad  shops,  etc.  Mr.  J.  E.  Ryan  is  the  sales  manager. 
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Service  Pipes  for  Waterworks  Use 

The  Relative  Values  of  Various  Materials  Employed 
in    the     Manufacture    of    Water    Supply  Lines 


AT  the  recent  annual  convention  of  the  New 
England  W  aterworks  Association  the  com- 
mittee on  service  pipes  presented  a  report, 
through  its  chairman,  Mr.  W.  S.  Johnson,  in- 
corporating the  results  of  investigations  made  to  de- 
termine the  relative  values  of  various  materials  used  in 
the  manufacture  of  service  pipes.  This  subject  has 
not  received  a  great  deal  of  attention  and  yet  its  im- 
portance is  so  obvious  that  the  report  reproduced  be- 
low in  extracted  form  is  not  out  of  place.  Tt  concerns 
itself  with  practical  data,  collected  through  the  co- 
operation of  waterworks  men.  It  is  called  a  prelimin- 
ary report,  since  it  is  felt  that  a  general  discussion 
should  be  inaugurated  before  a  final  or  complete  report 
is  formed. 

The  committee  on  service  pipes  began  its  investi- 
gations by  sending  to  every  water  department  in  New 
England  requests  for  information  relating  to  the  ma- 
terials used  in  service-pipe  construction,  the  troubles 
experienced,  and  other  matters  which  appeared  to  be 
of  interest  in  this  connection.  Over  300  replies  were 
received.  To  have  matters  further  explained,  at  two 
meetings  of  the  committee  a  number  of  superinten- 
dents who  appeared  to  have  had  exceptional  opportuni- 
ties to  obtain  valuable  experience  were  questioned  in 
regard  to  the  details  of  their  practice  and  experience. 

In  considering  the  information  contained  in  the  re- 
plies received  it  should  be  understood  that  the  returns 
from  New  England  included  a  large  number' of  small 
places,  while  the  56  replies  from  outside  of  this  district 
were  chiefly  confined  to  larger  communities. 

The  returns  in  regard  to  the  material  now  used  for 
new  services  may  be  summarized  as  follows:  Wrought 
iron  or  steel,  13;  galvanized  iron,  145;  lead,  48;  lead 
lined,  13;  cement  lined,  37;  galvanized  and  lead,  14; 
galvanized  and  cement  lined,  4;  galvanized,  lead,  and 
cement  lined,  2;  galvanized  and  lead  lined,  10;  iron 
and  cement  lined,  2;  cement  lined  and  lead  lined,  1; 
cement  lined  and  lead.  2;  lead  and  lead  lined,  4:  lead 
and  wrought  iron.  3;  miscellaneous,  6;  total,  304. 

Materials  Used  for  Service  Pipes. 

The  use  of  plain  wrought  iron  or  steel  is  becoming 
rare,  while  nearly  one-half  of  the  places  sending  in 
reports  now  use  galvanized  wrought  iron  or  steei  ex- 
clusively; in  56  per  cent,  of  the  places  galvanized  iron 
is  used,  either  exclusively  or  in  part.  In  95  places  lead 
"i-  lead-lined  pipes  are  used,  and  cement-lined  pipes  in 
48  places.  Tt  is  noticeable  that'  the  use  of  cement-lined 
pipe  is  largely  confined  to  Massachusetts  and  New 
Hampshire,  46  of  the  48  places  using  it  being  in  these 
two  states. 

Of  the  new  waterworks  systems — those  construct- 
ed within  the  past  ten  years— the  following  materials 
have  heen  used  for  services:  Galvanized,  24;  plain 
wrought  iron,  1  ;  lead,  2;  cement  lined,  9. 

The  disfavor  with  which  plain  iron  and  steed  are 
regarded  is  shown  by  tin-  Fad  that  22. places  have 
Changed  from  these  materials  to  some  other,  while 
only  one  place  has  reported  as  having  taken  up  this 
material.  Galvanized  pipe,  mi  the  other  hand  has  lost 
only  1/,  while  gaining  4(>.  Lead  and  lead-lined  pipes 
have  gained  18  and  16  places  respectively  and  lost  6 


and  8.  Changes  to  cement-lined  pipes  have  occurred 
in  11  places,  and 'changes  from  cement-lined  pipes  to 
some  other  material  have  occurred  in  27  places. 

A  comparison  of  the  number  of  places  now  using 
the  different  materials  with  the  number  of  places  where 
this  material  has  been  abandoned  shows  that  63  per 
cent,  of  those  formerly  using  plain  iron  or  steel  pipes 
have  changed  to  some  other  material.  Eight  per  cent, 
have  changed  from  galvanized  iron  ;  1('  per  cent,  from 
lead  or  lead  lined,  and  42  per  cent,  from  cement  lined. 

Of  those  places  where  changes  have  been  made 
from  galvanized  pipe  to  some  other  material,  13  are 
supplied  from  surface  sources,  1  with  ground  water, 
and  3  with  filtered  water.  Of  the  places  changing  from 
lead  or  lead-lined  pipe  to  some  other  material,  5  are 
supplied  from  surface  sources,  13  from  ground-water 
sources,  and  4  from  filtered  sources.  Of  the  places 
abandoning  cement-lined  pipes  for  other  material,  18 
are  supplied  with  surface  water,  7  with  ground  water, 
and  1  with  filtered  water. 

Reasons  for  Changes. 

The  reasons  reported  for  the  changes  are  varied. 
The  changes  from  plain  and  galvanized  pipes  are  al- 
most entirely  on  account  of  rust.  The  changes  from 
lead  pipes  are  largely  on  account  of  the  possibility  of 
lead  poisoning,  although  in  some  cases  it  has  been  on 
account  of  expense  or  because  of  the  bursting  of  the 
pipes  under  pressure.  Lead-lined  pipe  has  been  aban- 
doned on  account  of  lead  poisoning  and  trouble  from 
bursting  and  because  of  the  difficulty  in  making  joints 
which  will  not  corrode.  Of  20  places  reporting  the 
abandonment  of  cement-lined  pipes,  8  were  on  account 
of  trouble  at  the  joints,  6  for  convenience,  2  on  account 
of  expense,  1  on  account  of  the  difficulty  in  getting 
good  work,  1  because  of  rust,  1  because  the  cement 
broke  off,  1  because  of  outside  rust. 

A  large  proportion  of  the  places  where  the  works 
have  been,  in  operation  for  a  sufficient  time  report 
trouble  with  sen  ice  pipes,  no  matter  what  the 
material  used,  except  in  the  case  of  cement-lined  pipes. 
With  cement-lined  pipes,  54  per  cent,  of  the  places  re- 
plying report  little  or  no  trouble.  With  galvanized 
pipe,  36  per  cent,  of  the  places  report  little  or  no  trou- 
ble, and  with  lead  pipe  10  per  cent,  so  report.  The 
trouble  with  iron  and  steel  pipes,  both  plain  and  gal- 
vanized, appears  to  he  through  the  entire  length  of  the 
pipe.  The  trouble  with  lead  pipes  appears  largely  at 
the  corporation  cock.  The  trouble  with  cement-lined 
pipes  is  very  largely  corrosion  of  the  outside  of  the 
pipe  just  inside  the  cellar  walls,  with  some  trouble  at 
the  lead  gooseneck. 

The  data  in  regard  to  length  of  life  of  a  service  pipe 
and  the  period  that  elapses  before  it  begins  to  give 
trouble  are  very  unsatisfactory.  The  averages  of  the 
figures  givet)  in  the  returns  are  as  follows: 

Years  before  Life  of 

trouble  begins,    pipe  years. 

Plain  iron  or  steel   12  ifi 

Galvanized   15  <>0 

Lead.   l0  35 

Lead  lined   iq 

Cement  lined  1   14  <>8 
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Sources  of  Trouble. 

I  lie  main  sources  of  trouble  from  corrosion  are 

largel)  inside  the  pipes,  due  to  the  action  of  the  water. 

In  certain  Soils,  however,  there  i>  a  rapid  corrosion  of 

the  pipes  on  the  outside,  and,  in  case  the  inside  is  pro- 
tected, as  in  the  case  of  cement-lined  pipes,  this  is  the 
main  source  of  trouble.  Pipes  laid  in  salt  marsh  or  in 
cinder  till  are  certain  to  be  acted  upon  rapidly.  Pipes 
in  cla>  are  much  more  subject  to  corrosion  on  the  out- 
side than  those  in  sand  or  gravel.  One  of  the  common 
places  where  trouble  occurs  it  at  the  corporation  cock, 
or  where  a  gooseneck  is  used  at  the  junction  of  the 
tseneck  with  the  service  pipe.  Some  of  the  troubles 

at  the  corporation  cock  are  due  to  the  tuberculation  of 
the  main  pipe,  which  tends  to  cover  the  corporation 
cock.  This  can  be  overcome  in  a  large  measure  by 
inserting  the  corporation  cock  well  beyond  the  inside 
of  the  main. 

Wrought  Iron  and  Steel  Pipes. 

The  committee  believes  that  there  arc  very  few 
cases  where  the  use  of  either  wrought  iron  or  steel 
pipes  without  some  protective  coating  for  services  is 
justifiable.  They  are  certain  to  become  filled  with  rust, 
and  the  expense  of  cleaning  or  renewing  them  will 
much  more  than  offset  the  extra  first  cost  of  construc- 
tion. Covering  the  metal  with  some  protective  paint 
seems  to  increase  its  life  but  slightlv. 

In  the  compilation  of  the  returns  wrought  iron  and 
steel  have  been  grouped  together,  as  it  is  evident  that 
the  words  are  used  interchangeably  in  many  cases.  Of 
those  making  returns,  however,  very  few  have  said 
that  steel  pipes  were  used,  and  a  considerable  number 
have  called  attention  to  the  fact  that  only  genuine 
wrought  iron  was  used.  Others  have  stated  their  be- 
lief in  the  superiority  of  w  rought  iron  over  steel,  deem- 
ing it  of  sufficient  importance  to  call  for  special  remark. 

The  relative  merit  of  steel  and  wrought  iron  has 
been  a  matter  of  controversy  ever  since  steel  pipe  has 
been  on  the  market.  The  steel  pipe  has  the  advantage 
of  greater  strength  and  lower  cost,  but  the  advocates 
of  wrought  iron  claim  that  the  steel  corrodes  more 
rapidly,  has  a  much  shorter  life,  and  is  more  difficult  to 
work.  The  advocates  of  steel  contend  that  the  life  of 
steel  is  as  long  as,  if  not  longer  than.. that  of  wrought 
iron.  Both  sides  produce  evidence  to  support  their 
claims,  much  of  which  appears  to  be  trustworthy.  The 
claims  of  both  sides,  also,  are  supported  by  competent 
experts. 

Behavior  of  Pipe  Depends  on  Conditions. 

The  behavior  of  pipes  under  different  conditions  is 
so  different  that  the  greatest  care  must  be  exercised  in 
drawing  conclusions.  The  action  of  the  different  waters 
on  both  steel  and  wrought  iron  is  quite  different,  so 
that  the  results  obtained  in  different  places  cannot  be 
compared.  The  action  of  the  water  on  the  pipes  de- 
pends to  a  considerable  extent  on  the  quantity  passing 
through  it.  and  a  pipe  which  contains  dead  water  much 
of  the  time  will  corrode  much  less  rapidly  than  one 
which  has  a  continuous  flow.  For  these  reasons  con- 
clusions based  on  the  appearance  of  occasional  samples 
are  worthless.  The  character  of  the  metal  should  also 
be  taken  into  consideration,  as  there  is  wrought  iron 
pipe,  for  example,  which  is  of  inferior  quality,  and  will 
not  resist  corrosion  as  well  as  genuine  wrought  iron, 
and  there  is  undoubtedly  much  steel  pipe  sold  as 
wrought  iron. 

The  experience  of  waterworks  superintendents,  as 
indicated  by  the  returns  and  as  shown  bv  previous  dis- 
cussions  in  the  meetings  of  the  association,  is  decid- 
edlv  unfavorable  to  steel  pipe,  and  while,  undoubtedly, 


main  of  those  who  argue  in  favor  oi  wrought  iron 
pipes  max  be  unfamiliar  w  ith  anything  else,  and  believe 
iii  it,  there  is  certainly  a  large  number  of  reliable  men 
who  ha»ve  had  an  extended  experience  with  both  ma- 
terials who  are  firmly  convinced  that  wrought  iron  is 
much  superior  to  steel,  and  there  must  be  some  good 
reasi  in  fi  >r  this  belief. 

In  regard  to  the  working  of  the'  steel,  there  seems 
lo  In'  no  doubt  thai  the  same  tools  used  for  wrought- 
i r.  hi  pipes  cannot  be  satisfactorily  used  for  steel  pipes, 
but  that  with  suitable  tools  the  steel  pipes  can  be 
worked  without  any  difficulty. 

The  feeling  against  steel  pipes  appears  to  be  chiefly 
confined. to  New  England,  for  it  is  undoubtedly  a  fact 
that  a  majority  of  pipes  used  in  other  sections  of  the 
country  are  of  steel,  and  it  is  apparent  that  no  more 
trouble  is  experienced  from  the  use  of  steel  in  these 
places  than  is  experienced  from  the  use  of  wrought 
iron  in  this  vicinity. 

Galvanized  Pipes. 

The  action  of  water  on  zinc  is  comparatively  slight, 
and  if  the  pipe — whether  of  steel  or  wrought  iron — is 
completely  covered  with  zinc  the  life  of  the  service  will 
be  very  materially  lengthened.  The  chief  trouble  with 
galvanized  pipe  is  in  the  joints,  where  the  water  gets 
directly  at  the  iron,  and  in  the  imperfect  covering  of 
the  iron. 

As  pipes  are  manufactured,  there  is  a  large  quan- 
tity  of  scale  left  on  the  pipe,  especially  on  the  inside. 
In  the  galvanizing  process  this  scale  is  simply  covered 
with  zinc.  When  the  scale  becomes  loose,  as  it  invari- 
ably will,  the  metal  of  the  pipes  is  exposed  in  spots 
directly  to  the  action  of  the  water  and  corrosion  be- 
gins, which  tends  to  loosen  still  further  the  scale,  and 
soon  the  pipe  is  little  better  than  an  uncoated  pipe. 
The  wrought  iron  pipe  advocates  claim  that  the  greater 
roughness  of  the  w  rought  iron  insures  a  greater  quan- 
titv  of  zinc,  but  the  extra  zinc  in  this  case  is  obviously 
not  so  distributed  as  to  be  of  any  material  value. 

I  f  the  pipe  could  be  freed  from  scale  before  galvan- 
izing, leaving  a  comparatively  smooth  surface,  the 
effects  ol  galvanizing  would  be  much  greater,  as  there 
would  be  little  opportunity  for  the  direct  action  of  the 
w  ater  on  the  iron.  One  of  the  steel  compnies  has  now 
perfected  a  method  of  removing  scale  from  the  pipes, 
which  would  seem  to  be  of  enormous  advantage,  both 
in  decreasing  the  friction  in  the  pipe  and  in  making  it 
possible  to  obtain  a  much  more  durable  coating  of  zinc 
when  galvanized.  This  process,  which  is  applicable 
both  to  w  rought  iron  and  steel  pipes,  is  likely  to  result 
in  the  production  of  very  much  better  galvanized  pipe. 

Galvanized  pipe  appears  to  be  the  cheapest  practic- 
able material  for  services  where  the  class  of  street  sur- 
facing is  not  such  as  to  make  the  renewal  of  the  ser- 
vices a  matter  of  great  expense.  They  will  give  trou- 
ble, especially  with  waters  which  attack  metals  read- 
ilv,  but  there  is  no  possibility  of  danger  to  health  in 
their  use. 

\\  hether  steel  pipe  is  as  durable  when  galvanized 
a--  i>  wrought  iron  is  a  matter  which  is  open  to  discus- 
Mi  'ii.  If  the  galvanizing  is  perfect,  it  would  make  little 
difference  whether  the  metal  under  the  zinc  resisted 
corrosion  more  or  less.  With  the  process  for  remov  - 
ing scale  above  referred  to,  it  would  seem  that  a  long 
Step  had  been  made  toward  getting  a  perfect  galvan- 
ized pipe. 

Lead  Pipes 

Lead  is  in  many  respects  the  most  satisfactory 
material  to  use  for  service  pipes.  Its  pliability  and  its 
comparative  freedom  from  corrosive  action  make  it 
almost  ideal  from  a  mechanical  standpoint.    The  cost 
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of  lead  pipe  of  sufficient  thickness  to  safely  withstand 
the  pressure  is  more  than  the  cost  of  many  other  ma- 
terials used  for  services,  but  in  a  paved  street  the 
greater  duration  of  life  probably  more  than  compen- 
sates for  the  extra  cost,  and  in  places  where  the  streets 
are  occupied  by  other  pipes  and  conduits  the  ease  of 
getting  over  and  under  these  obstructions  with  a  flex- 
ible pipe  is  a  great  advantage.  The  most  serious  ob- 
jection to  the  use  of  lead  pipe  for  services  is  the  possi- 
bility that  the  water  may  dissolve  enough  lead  from 
the  pipe  to  cause  lead  poisoning.  It  is  certain  that 
many  cases  of  lead  poisoning  have  been  caused  by  the 
use  of  lead  services.  On  the  other  hand,  lead  has  al- 
ways been  used  for  services  in  most  of  the  large  places, 
without  any  unfavorable  effects. 

The  reason  why  trouble  has  resulted  in  some  places 
and  not  in  others  is  found  in  the  different  character  of 
water  supplied  in  these  places.  With  soft  water  which 
contains  considerable  carbonic  acid,  the  action  of  water 
on  the  lead  is  very  rapid.  Waters  obtained  from 
reservoirs  are  not  likely  to  have  carbonic  acid,  and,  in- 
stead of  a  corrosive  action,  the  water  tends  to  form  a 
coating  of  an  insoluble  lead  compound  on  the  inside  of 
a  pipe.  With  such  waters  there  is  no  great  danger  in 
the  use  of  lead.  The  danger  in  such  cases  lies  in  the 
possibility  that  at  some  future  time  the  character  of 
the  water  will  change,  either  by  the  introduction  of 
new  sources  of  supply  or  by  filtration  of  the  old  supply. 

It  seems  to  be  practically  impossible  to  determine 
definitely  in  advance  what  the  effect  of  any  water  on 
lead  pipe  will  be,  as  the  laboratory  results  fail  in  many 
cases  to  show  the  action  which  will  occur  in  actual 
practice.  Tests  of  service  pipes  in  use  for  a  consider- 
able period  are  the  only  safe  guides. 

Lead-lined  Pipes. 

Lead-lined  pipe  as  manufactured  several  years  ago 
gave  much  trouble  from  the  separation  of  the  lead  lin- 
ing from  the  iron,  leaving  the  metal  exposed  to  the 
water.  The  pipe  as  manufactured  to-day,  however, 
appears  to  be  durable,  and  prevents  the  corrosion  of 
the  iron  or  steel  very  effectively.  It  would  seem  that 
the  life  of  such  pipe  would  be  limited  only  by  the  cor- 
rosion of  the  outside  of  the  pipe.  The  expense  of  the 
lead-lined  pipe  is  much  less  than  that  of  lead  pipe.  All 
of  the  dangers  from  the  dissolving  of  lead  which  have 
been  enumerated  in  the  case  of  lead  pipes  apply  equal- 
ly to  lead-lined  pipes.  The  health  authorities  of  sev- 
eral of  the  New  England  states  advise  most  strongly 
against  the  use  of  lead  for  service  pipes,  even  where 
the  character  of  the  water  n<  >\\  in  use  is  such  as  to  indi- 
cate that  there  would  probably  be  no  injurious  effects! 

Cement-lined  Pipes. 

Cement-lined  pipes,  if  properly  constructed,  make 
ideal  service  pipes  as  far  as  the  interior  of  the  pipe  is 
concerned.  The  cement  is  not  acted  upon  by  water, 
and  the  interior  of  the  pipe  will  remain  smooth  for  an 
indefinite  time.  There  are  many  places  where  cement- 
lined  pipes  have  been  in  use  for  many  years  without 
any  trouble,  and  there  are  many  others  where  they 
have  given  so  much  trouble  that  their  use  has  been 
discontinued.  The  reason  for  the  troubles  which  have 
been  experienced  are  found  to  be  generally  the  im- 
proper lining  of  the  pipes  or  the  use  of  fittings  which 
did  not  prevent  the  water  from  getting  to  the  metal. 

Much  information  has  been  secured  in  regard  to 
the  methods  of  making  cement-lined  pipes  and  of  join- 
ing them  so  as  to  prev  ent  corrosion  at  the  joints.  This 
information  will  be  given  in  the  final  report  of  the 
committee,  but  need  not  be  given  in  detail  here. 

Trouble  with   cement  lined   services  occurs  most 


frequently  from  corrosion  on  the  outside  of  the  pipe, 
and  especially  ^where  the  pipe  enters  the  cellar.  In 
many  cases  the  action  on  the  outside  of  the  pipe  is 
quite  rapid,  and  samples  have  been  submitted  to  the 
committee  where  the  iron  has  been  completely  eaten 
through  and  nothing  but  the  cement  remains  to  hold 
the  water.  This  rapid  corrosion  is  undoubtedly  due  to 
the  dampness  inside  the  cellar  wall.  Various  methods 
have  been  suggested  for  remedying  this.  A  short  piece 
of  the  pipe  where  it  passes  through  the  cellar  wall  may 
be  incased  in  cement.  Another  suggestion  is  that  a 
coupling  be  placed  just  outside  the  wall,  so  that  the 
corroded  piece  may  be  readily  removed  and  replaced. 

The  use  of  galvanized  pipes  for  lining  with  cement 
undoubtedly  gives  the  pipe  a  much  longer  life,  as  the 
outside  is  in  this  way  protected  from  corrosion  to  a 
large  extent.  Painting  the  outside  of  the  pipe  is  re- 
sorted to  in  some  places,  with  good  results. 

Size  of  Service  Pipes. 

The  standard  size  for  services  is  ordinarily  in., 
but  in  several  cases  this  size  has  been  increased  to  1 
in.  or  even  to  1%  in.  for  the  purpose,  chiefly,  of  length- 
ening the  life  of  the  service.  Where  plain  or  galvan- 
ized steel  or  wrought  iron  pipes  are  used,  the  pipes 
soon  fill  up  with  rust,  but  the  service  which  they  ren- 
der is  fairly  satisfactory  until  the  pipes  become  nearly 
choked,  when  they  must  be  cleaned.  A  1-in.  pipe  lias 
about  twice  the  area  of  Y\  in.  pipe  and  will  probably 
last  at  least  twice  as  long  before  it  will  require  clean- 
ing. Where  meters  are  not  used,  there  is  some  objec- 
tion to  the  use  of  large  service  pipes,  as  the  waste  of 
water  from  leaks  and  from  carelessness,  and  especially 
the  use  of  water  through  garden  hose,  is  considerably 
larger  with  the  larger  service.  Where  meters  are  used, 
this  objection  does  not  apply,  and  it  seems  to  the  com- 
mittee that  much  trouble  and  expense  might  be  saved, 
where  pipes  are  used  which  are  liable  to  corrode,  if 
the  services  should  be  made  of  larger  size. 

Rigid  Connections  and  Goosenecks. 

Rigid  connections  with  the  main  and  the  omission 
of  the  goosenecks  are  used  in  a  large  number  of  places, 
and  in  some  places  such  connections  are  used  exclus- 
ively. Rigid  connections  make  a  considerable  saving 
in  the  first  cost,  and  are  much  more  readily  cleaned. 
( )n  the  other  hand,  the  gooseneck  permits  the  drop- 
ping of  the  service  below  the  main  and  away  from 
frost,  and  it  is  possible  to  make  the  service  take  any 
direction  from  the  main. 

Where  rigid  connections  are  used  it  is  necessary  to 
have  good  soil  in  which  the  pipes  will  not  settle,  and 
it  is  necessary  to  have  the  pipes  rest  on  a  firm  founda- 
tion, as  any  settlement  in  the  service  pipe  near  the 
main  will  cause  the  service  to  break.  The  digging  up 
of  the  street  near  the  main  may  also  cause  trouble  to 
rigid  connections.  The  fact  that  83  of  the  towns  re- 
porting use  rigid  connections  to  a  greater  or  less  ex- 
tent, and  that  56  of  these  report  no  trouble  and  many 
others  "little  trouble''  or  "some  trouble,"  would  indi- 
cate that  the  use  of  rigid  connections  is  thoroughly 
practicable. 

During  the  past  few  years  great  advances  have 
been  made  in  the  methods  of  cleaning  service  pipes, 
and  it  is  now  possible  to  save  large  sums  which  have 
heretofore  been  paid  lor  digging  up  the  services  and 
for  renewals.  The  committee  has  not  discussed  the 
merits  of  the  different  types  of  cleaners,  but  all  of 
them  seem  to  have  some  merit.  The  most  satisfactory 
in  many  cases,  and  especially  with  lead  pipes  or  when 
goosenecks  are  used,  is  the  force  pump  and  wad  of 
paper  which  permits  the  cleaning  of  the  gooseneck  and 
corporation  cock  as  well  as  the  straight' pipe. 
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Special  Devices  in  a  Small  Town  Mechanical 

Filtration  Plant 


MECHANICAL  filtration  plants  arc  coining 
more  and  more  into  vogue,  and  there  is  quite 
a  tendency  for  small  cities  or  towns  to  instal 
purification  systems  of  this  nature.  Of  this 
account  the  Following  description  applying  to  an  instal- 
lation in  a  small  Missouri  city  is  of  interest.  This 
plant  involves  several  special  devices  intended  to  im- 
prove the  operation  of  the  filters.  The  account  which 
follows  i-  by  K.  I-'..  Harper,  in  Engineering  Record: 

A  circular  coagulating  basin,  automatic  propor- 
tional chemical  feed  devices,  an  unobstructed  pipe  gal- 
lery, draft  tubes  for  washwater,  supplemental  coagu- 
lation at  each  filter  unit  and  rate  controllers  which 
regulate  the  flow  automatically  in  accordance  with  the 
demand  for  water  in  the  city — these  are  a  few  of  the 
features  at  the  mechanical  filtration  plant  which  has 
recently  been  completed  for  the  city  of  Chillicothe, 
Mo.,  which  has  a  population  of  10.000,  and  obtains  its 
supply  from  the  Grand  River.  The  river  water  is 
pumped  by  He  Laval  centrifugal  units  a  distance  of 
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General  layout  of  a  water  purification  system  for  a  small  town  involving  a 
settling  basin,  a  circular  coagulating  basin  and  a  filter 
plant  of  the  mechanical  tyre. 

two  mile-  to  a  1,800,000-gallon  rectangular  concrete- 
lined  settling  basin.  120x200  ft.  in  plan.  Thence  it 
passes  through  the  coagulating  basin  to  the  filter. 

The  coagulating  basin,  of  reinforced  concrete,  is 
circular.  42  ft.  inside  diameter,  11  ft.  deep,  and  has  side 
walls  12  in.  thick.  So  far  as  the  writer  is  aware,  this  is 
the  first  circular  coagulating  basin  built  in  this  part  of 
the  country.  The  baffle  walls  are  also  circular,  and 
the  whole  construction  is  such  that  all  sharp  turns  and 
dead  spaces  are  eliminated,  as  the  raw  water,  after 
being  treated  w  ith  the  proper  dose  of  coagulant,  enters 
at  the  centre  of  the  basin  and  flows  in  an  ever-widen- 
ing circle  until  it  is  ready  for  the  filters.  A  basin  of 
this  type  costs  only  about  two-thirds  as  much  as  a  rec- 
tangular basin  of  the  same  capacity,  and  is,  the  writer 
believes,  more  efficient. 

The  mixing  chamber  is  a  rectangular  space  in  a 
small  compartment  in  that  part  of  the  basin  which  ex- 
tends underneath,  and  is  enclosed  by,  the  filter  house. 
Here  the  raw  water  is  discharged  through  an  orifice 
plate  of  such  size  that  700  gallons  per  minute  produces 
a  iet  about  9  inches  high,  and  the  chemicals  are  dis- 
charged in  a  stream  at  this  point  and  thoroughly  mixed 
with  the  stream  as  it  falls  from  the  orifice.  The  treat- 
ed water  then  passes  a  series  of  wooden  baffles  and 
flows  through  the  pipe  leading  to  the  centre  of  the 
basin. 

Chemical  Treatment. 

Coagulants,  lime,  and  alum  are  mixed  in  circular 
concrete  tanks  and  discharged  through  chemical  feed 
devices  which  automatically  proportion  the  flow  of 


coagulants  to  the  amount  of  raw  water  pumped  to  the 
coagulating  basin.  Each  device  consists  essentially  of 
a  small  tank,  called  the  tilting  tank,  cylindrical  in 
form,  about  10  in.  in  diameter  and  15  in.  long,  open  on 
one  side,  with  closed  ends,  and  fitted  to  rotate  30  de- 
grees  about  its  major  axis  and  approximate  centre  of 
gravity.  Attached  to  one  side  of  this  tank  is  a  spout 
or  piece  of  pipe  about  18  in.  long,  the  end  of  which  is 
fitted  with  an  adjustable  orifice.  This  tank  is  kept 
filled  to  a  uniform  height  with  the  chemical  solution, 
regulated  by  a  float  valve,  as  in  the  usual  type  of  ori- 
fice box. 

The  tilting  tank  is  actuated  by  means  of  a  cable 
fastened  to  the  end  of  the  spout  thereon,  running  over 
suitable  pulleys,  and  attached  to  a  large  float,  which, 
in  turn,  is  moved  up  or  down  by  changes  in  the  water 
level  of  a  small  tank  that  is  connected,  by  means  of 
piping,  to  the  pipe  through  which  raw  water  is  dis- 
charged into  the  coagulating  basin.  In  operation  the 
coagulant  is  therefore  discharged  from  the  tilting  tank, 
through  the  orifice  on  the  end  of  the  attached  spout, 
under  the  same  head  as  the  raw  water  is  discharged 
through  its  orifice  into  the  coagulating  basin.  The 
chemical  feed  is  always  in  exact  proportion  to  the' 
amount  of  raw  water  entering  the  coagulating  basin, 
and  the  quantity  of  water  entering  the  coagulating 
basin  is  regulated  by  the  demands  of  the  filters,  and  is 
controlled  by  a  float-operated  butterfly  valve  in  the  co- 
agulating basin. 

The  pipe  gallery  is  12  ft.  wide,  8  ft.  high  in  the 
clear,  with  the  floor  on  the  same  level  as  the  bottom  of 
the  filters,  and  the  piping  is  so  arranged  that  there  are 
no  pipes  overhead  or  on  the  bottom  of  the  gallery, 
where  they  would  interfere  with  walking.  There  is  a 
clear  space  in  the  centre  of  the  pipe  gallery  6  ft.  wide. 

Unobstructed  Pipe  Gallery. 

The  pipe  gallery  really  contains  the  most  important 
parts  of  the  filter  plant,  but  as  a  rule  pipe  galleries  are 
so  arranged  that  they  are  hard  to  get  at,  poorly  lighted, 
and  ventilated,  and  are  generally  avoided'  as  much  as 
possible  when  the  superintendent-  is  showing  visitors 
around  the  plant.  The  writer  has  always  insisted  that 
more  attention  should  be  paid  to  this  part  of  a  filter 
plant,  and  feels  well  repaid  for  the  efforts  that  were 
made  in  this  case  to  secure  a  pipe  gallery  that  would 
be  just  as  accessible  as  any  other  part  of  the  plant,  and 
which  would  not  invite  neglect  on  the  part  of  the 
operators  at  the  plant. 

Space  is  provided  for  six  filter  units,  each  11x14 
ft.,  but  only  three  units  have  been  equipped.  As  con- 
structed, the  weir  wall  and  small  compartment  usually 
built  in  one  end  of  each  unit  on  filters  of  this  size  to 
receive  the  washwater  discharged  from  the  wash 
troughs  were  omitted,  and  the  wash  troughs  were  car- 
ried the  full  length  of  the  filter  unit.  They  discharge 
through  special  castings  set  in  the  front  wall  of  each 
filter  unit  and  connect  to  the  sewer.  This  is  the  first 
instance  in  which  the  writer  has  used  the  principle  of 
the  draft  tube  to  facilitate  the  discharge  of  wash  water 
from  the  troughs  in  a  filter,  but  it  worked  well  and  has 
since  been  used  on  other  plants  with  equal  success. 

This  form  of  construction,  bv  which  the  small  com- 
partment at  the  end  of  the  filter  unit  was  omitted, 
allowed  the  capacity  of  each  filter  unit  to  be  increased 
15  per  cent,  over  the  usual  form  of  construction  with- 
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out  increasing  the  space  required  fur  the  filter  unit, 
and  the  cost  of  the  few  extra  laterals,  strainers,  and 
extra  sand  was  insignificant. 

Supplemental  Coagulation. 

To  insure  a  high  bacterial  efficiency  of  the  filters 
soon  after  washing,  the  writer  worked  out  a  plan  which 
is  very  simple,  and  which  he  believes  will  be  widely 
used  when  the  importance  of  this  matter  becomes 
more  generally  known.  No  rapid  sand  filter  will  give 
good  bacterial  efficiency  until  sufficient  coagulant  has 
been  deposited  on  the  sand  bed  to  form  a  good  mat, 
and  if  the  water  as  it  comes  to  the  filter  carries  suffi- 
cient floe  to  make  a  good  coating  in  less  than  an  hour, 
the  period  between  washings  of  the  filter  will  be  too 
frequent.  Very  few  operators  filter  to  waste  for  more 
than  five  minutes,  and,  as  a  result,  most  filters  are 
operated  in  such  a  manner  that  the  bacterial  efficiency 
for  the  first  hour  or  two  after  washing,  or  at  least  10 
per  cent,  of  the  time,  is  very  low,  and  the  much-talked- 
about  "98  per  cent,  removal  of  bacteria,"  which  is  the 
basis  of  most  filter-plant  guarantees,  is,  after  all,  a  de- 
lusion. 

How  many  companies  furnishing  filter  equipment 
would  be  willing  to  guarantee  98  per  cent,  removal  ol 
all  harmful  bacteria  if  the  tests  were  to  be  made  with- 
in one  hour  after  the  filter  was  washed,  and  at  the 
same  time  guarantee  such  low  percentages  of  wash- 
water  as  are  now  guaranteed 

At  the  Chillicothe  plant  a  .small  porcelain-lined  tank, 
holding  about  five  gallons,  is  placed  on  the  operating 
floor  beside  the  alum  solution  tank.  It  can  be  filled  to 
a  predetermined  level  by  opening  a  valve  on  a  pipe 
leading  to  the  alum  tank.  Leading  from  this  small 
tank  are  three  lead  pipes,  with  a  valve  on  each  pipe, 
and  these  pipes  are  connected  into  the  raw-water  inlet 
to  each  filter,  so  that  after  a  filter  is  washed  the  raw 
water  for  that  particular  filter  can  be  given  an  extra 
dose  of  coagulant.  This  is  done  while  the  filter  is 
being  tilled  again  after  being  washed,  and  the  raw 
water  and  coagulant  are  thoroughly  mixed  as  they  flow 
into  the  filter. 

The  filter  is  then  allowed  to  stand  for  a  few  min- 
utes, during  which  time  the  coagulant  forms  and  set- 
tles on  the  sand  bed,  thus  affording  ideal  conditions 
under  which  to  begin  filtering  with  high  efficiency. 
The  first  water  is  filtered  to  waste  in  the  usual  manner, 
except  that  the  water  thus  wasted  does  not  go  to  the 
sewer,  but  flows  back  to  the  large  settling  basin,  and 
is  later  filtered  over  again. 

The  clear-water  well  is  underneath  the  filters,  and 
has  a  depth  of  10  ft.  and  a  capacity  of  100,000  gallons. 
From  this  well  the  water  is  pumped  direct  to  the  city 
by  cither  of  two  motor-driven  centrifugal  pumps, 
located  in  the  engine  room  in  the  electric  light  plant, 
and  operating  under  a  minimum  suction  lift  of  15  ft. 

Rate  Controllers  Regulate  the  Flow. 

The  discharge  from  each  filter  unit  is  controlled  by 
a  rate  controller  located  in  the  pipe  gallery,  but  with 
a  handwheel  connection  extending  to  the  operating 
floor,  so  that  the  rate  of  flow  of  each  filter  can,  if  de- 
sired, be  regulated  by  the  attendant  from  the  operating 
floor. 

Under  all  normal  conditions  the  controllers  are  set 
lor  the  normal  capacity  of  each  filter,  and  they  auto- 
matically maintain  this  capacity  until  the  filter  re- 
quires washing,  or  until  the  clear-water  well  is  nearly 
tilled  with  water,  when  they  gradually  throttle  the 
discharge  of  their  respective  filters,  but  never  shut  off 
the  How  completely  unless  the  pumps  are  shut  down, 
in  which  event  the  throttling  of  each  filter  is  so  gradual 


that  the  flow  is  not  completely  stopped  for  perhaps  an 
hour. 

With  these  controllers  it  is  impossible  to  flood  the 
pipe  gallery,  yet  the  clear  well  is  always  kept  well  filled 
with  water  ready  for  emergency.  In  case  of  fire  they 
can  quickly  be  set  to  give  twice  the  normal  flow,  and 
yet  perform  all  their  automatic  features. 

These  controllers  operate  on  the  principle  of  main- 
taining a  constant  head  of  water  through  a  variable 
orifice,  the  size  of  the  orifice  being"  regulated  by  a  cone- 
shaped  plug,  actuated  by  a  handwheel  from  the  operat- 
ing floor  to  change  the  rate  of  discharge  through  the 
orifice.  They  have  proved  to  be  especially  well  adapt- 
ed to  the  conditions  of  Chillicothe,  where  the  city  uses 
the  direct  pressure  system,  and  has  several  customers 
who  use  water  in  large  quantities  at  irregular  periods, 
for  the  clear  well  is  always  well  filled,  yet  never  over- 
flows. 

It  is  the  custom  in  many  plants,  both  large  and 
small,  to  meet  the  varying  demands  for  filtered  water 
during  the  day  by  shutting  down  or  starting  up  one  or 
more  filter  units,  and  this  practice  results  from  the 
fact  that  very  few  filter  plants  are  equipped  with  con- 
trolling devices  which  will  automatically  perform  this 
function  by'  varying  the  rate  of  all  the  filters  instead  of 
starting  or  stopping  one  or  more  units. 

Continuous  Operation  Preferable. 

\\  henever  a  filter  is  shut  down,  even  for  a  very 
brief  interval,  small  bubbles  of  air  or  gas  which  tend 
to  collect  in  the  sand  during  filtration  will  rise  to  the 
surface,  and  in  so  doing  they  break  the  mat  which  has 
formed  on  the  sand,  and  when  the  filter  is  started  again 
the  rate  of  filtration  through  these  broken  places  is 
very  rapid  and  the  bacterial  efficiency  of  the  filter  is 
very  low. 

The  writer  believes  that  if  a  filter  is  kept  in  continu- 
ous operation  from  the  time  it  is  started  until  it  is 
washed  that  the  results  therefrom  will  be  much  better, 
even  if  the  rate  of  filtration  is  very  small  at  times.  It 
floes  no  harm  to  change  the  rate  of  filtration  while  the 
filter  is  in  operation,  provided  that  the  change  is  made 
slowly. 

Air  and  water  are  used  for  washing  the  filters,  the 
air  being  supplied  through  a  separate  system  of  pipes, 
so  that  the  flow  of  wash  water  can  be  started  before  the 
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Automatic  chemical  feed  device,  involving  a  tilting  tank  and  galvanized 
Moats  for  supplying  coagulant  in  proportion  to  the  flow  of  water. 

air  is  turned  oil.  A  novel  feature  in  connection  with 
the  air  wash  is  that  the  air  is  carried  to  the  different 
filters  through  a  wrought-iron  pipe,  so  arranged  as  to 
form  a  handrail  around  the  filters. 

All  loss  of  head  gauges,  clear  well  gauges,  etc.,  art' 
of  the  vacuum  type,  with  mercury  columns.  All  valves 
are  hand-operated,  and  all  valve  stands  are  on  line, 
instead  of  being  spotted  all  over  the  operating  floor. 

C.  F.  Cole  &  Co.,  Ltd.,  have  succeeded  to  the  busi- 
ness of  Eugene  Dietzgen  &  Co.,  drawing  materials, 
Toronto. 
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The  Ship  Building  Industry  in  Canada 
is  Reviving 

COLONEL  THOMAS  CANTLEY,  president  of 
the  Nova  Scotia  Steel  and  Coal  Company,  re- 
cent)) delivered  an  address  before  the  Canadian 
Manufacturers'  Association  at  Now  Glasgow, 
VS..  dealing  with  the  shipbuilding  situation  in  Can- 
ada and  particularly  in  the  Maritime  Provinces.  He 
quoted  figures  showing  the  status  of  the  industry  in 
*  anada  during  the  past  forty  years;  these  indicate  that 
while  Canada  was  very  active  in  wooden  shipbuilding, 
since  the  advent  of  steel  vessels  there  has  been  a  severe 
decline  in  the  tonnage  produced  in  the  country.  For 
instance,  42  years  ago,  in  1874,  the  tonnage  of  the  ships 
built  in  Canada  totalled  190,758,  as  against  a  total  of 
only  43,346  t6ns  in  the  year  1914.  Col.  Cantley  stated, 
however,  that  at  the  present  time  the  Maritime  Pro- 
vince-; give  evidence  of  a  revival  of  interest  in  the  mat- 
tor  of  shipbuilding,  and  made  mention  of  the  modern 
high-powered  steel  freighter  of  about  2,000  tons  dead 
weight,  which  i-  now  under  construction  at  the  Scotia 
plant.  This  vessel  is  to  he  driven  with  geared,  high- 
pressure  -team  turbines,  with  a  steam  consumption  not 
to  exceed  11  1  j  pounds  per  shaft  horse  power — a  result 
about  25  per  cent,  better  than  given  by  engines  of  the 
best  modern  triple  reciprocating  type. 

Emphasis  was  laid  by  Col.  Cantley  on  the  necessity 
for  adequate  government  assistance  to  the  industry, 
and  he  stated  that  the  old  system  of  granting  bounties 
\-<  shipping  in  Canada  was  obsolete  and  the  amount 
available  too  trifling  to  be  effective.  In  his  opinion  the 
bounty  should  be  $10  per  ton  dead-weight,  calculated 
on,  saw  Lloyd's  freeboard,  in  the  case  of  all  sail  or 
steam  vessels,  while  in  the  case  of  steamers  this  should 
be  supplemented  by  a  further  bounty  of  $2.50  per  indi- 
cated horse  power  for  propelling  machinery,  provided 
that  such  machinery  is  the  product  of  Canadian  work- 
shops. This  system,  he  stated,  was  practically  the 
same  as  that  used  by  the  Japanese  Government,  and 
appeared  to  be  the  best  adapted  to  our  present  needs. 
He  quoted  figures  showing  what  other  countries  were 
doing  in  the  matter  of  government  aid  to  this  indus- 
try. The  United  States,  for  example,  in  the  fiscal  year 
of  1914,  paid  in  subsidies  to  steamers  under  contract 
the  sum  of  $1,089,361,  and  the  French  Government  paid 
out  in  one  vear  more  than  $2,000,000.  The  bounty 
granted  by  France  at  the  present  time  is  about  $19  pet- 
ton,  and  ten  years  ago,  when  the  system  of  government 
aid  was  inaugurated,  the  amount  granted  was  $28.  The 
following  table  shows  the  growth  of  the  merchant 
marine  fleets  of  various  nations,  which,  under  the  stim- 
ulus of  assistance  by  the  state,  has  been  remarkable  : 


1895,  tons. 

1915.  tons. 

13,242,630 

21,045,045 

United  States  

2,164,763 

5,368,194 

304,970 

1,055,718 

356,714 

820,181 

Holland  

448,861 

1,495,455 

1.094,752 

2,319,438 

1,886.812 

5,459,296 

Italy  1  

778,941 

1,668,296 

301,101 

1,708,386 

1,659,012 

2,504,722 

487,681 

1,053,818 

554.238 

898,823 

497,887 

1,118,086 

Canada— 1894  to  1914  .  .  . 

868.624 

932,422 

Col.  Cantley  stated  that  the  industry  could  be  de- 
veloped in  Canada,  also,  on  a  large  scale,  if  the  Gov- 
ernment would  grapple  with  the  matter  in  a  broad  and 


statesmanlike  way.  Practically  the  only  material  re- 
quisite  for  the  construction  of  steam  tonnage  in  Can- 
ada not  now  produced  by  Canadian  mills  are  the  larger 
and  heavier  steel  sheets  for  the  hull  plating  and  boil- 
ers, and  if  the  mills  were  assured  of  the  same  protec- 
tion on  these  sheets  as  on  steel  bars  and  other  forms  of 
finished  steel,  there  was  little  doubt  in  his  mind  but 
that  within  a  few  months  they  would  be  in  a  position 
to  supply  all  the  plates  necessarv  for  a  very  substan- 
tial addition  to  our  merchant  marine.  In  concluding 
his  remarks,  lie  spoke  of  the  great  loss  in  merchant 
ships  from  August  1,  1914,  to  August  1,  1916,  the  num- 
ber being  1,486,  with  an  aggregate  gross  tonnage  of 
2,312,644,  and  said  there  was  no  doubt  that  there  would 
hi'  a  tremendous  demand  for  merchant  tonnage  not 
only  while  the  war  continues,  but  for  a  decade  there- 
after, lie  urged  that  immediate  action  was  imperative 
if  we  in  Canada  were  to  participate  in  supplying  this 
demand  and  building  up  a  Canadian  mercantile  marine 
to  carry  in  Canadian  bottoms  our  own  exports  and  im- 
ports. 

How  to  Maintain  Concrete  Roads 
and  Streets 

CONCRETE  roads,  like  all  other  types  of  pave- 
ments if  they  are  to  give  their  maximum  ser- 
vice, must  be  properly  maintained.  The  small 
amount  of  work  and  small  expense  necessary 
to  maintain  a  well-built  concrete  road  in  perfect  repair 
should  not  be  made  an  excuse  for  delaying  the  work, 
but  rather  an  incentive  to  have  it  done  immediately. 
Maintenance  should  be  systematic  and  imperfections 
given  immediate  attention. 

Cracks. 

Cracks  in  concrete  roads  occasion  no  inconvenience 
whatever  to  traffic,  and  traffic  will  not  injure  the  road 
at  such  a  place  if  the  crack  is  filled  with  tar  and  covered 
with  sand.  The  crack  should  first  be  cleaned  with  a 
stiff  wire  broom  and  all  loose  particles  of  material  re- 
moved. If  the  crack  is  too  narrow  to  permit  cleaning 
in  this  manner,  it  may  be  cleaned  with  an  air  jet  from 
an  automobile  pump.  Tar  should  then  be  poured  into 
the  crack  in  sufficient  quantity  just  to  flush  over  the 
edges  and  afterwards  covered  with  coarse  dry  sand. 

Refined  coal  tar  should  be'  used,  having  a  melting 
point  (half-inch  cube  method  in  water)  of  about  100 
degrees  Fahrenheit.  The  tar  should  be  heated  from 
225  to  250  degrees  Fahrenheit  at  the  time  of  applica- 
tion, and  may  be  applied  by  means  of  a  sprinkling  can 
with  spray  nozzle  removed.  Sand  or  screenings,  thor- 
oughly dried,  graded  from  l/$  to  *4  inch,  should  be 
spread  over  the  surface  before  the  tar  has  cooled. 

Small  Holes  and  Depressions. 

Where  a  small  hole  occurs,  due  to  the  displacement 
of  a  lump  of  clay  or  a  piece  of  coal  or  wood,  it  should 
be  thoroughly  cleaned  and  filled  with  tar  and  stone 
chips.  If  the  hole  is  two  or  three  inches  in  size,  it 
should  first  be  wiped  with  the  tar  and  stone  ehips  put 
in ;  these  are  covered  with  more  tar  and  sand  and 
tamped  into  place. 

If  for  any  cause  the  surface  of  the  concrete  has 
scaled  and  a  slight  depression  formed,  it  can  be  coated 
with  tar,  stone  chips  added,  these  in  turn  covered  with 
tar,  and  the  whole  covered  with  sand  and  tamped  into 
place. 

Deep  Holes. 

I  f  through  neglect  or  other  causes  a  hole  of  any  con- 
siderable size  and  depth  has  formed  in  the  surface  of 
a  concrete  road,  the  concrete  surrounding  the  edge 
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should  be  cut  away  until  the  walls  are  made  practically 
vertical  and  cut  to  a  depth  of  at  least  three  inches,  or 
as  much  deeper  as  the  hole  may  be.  The  hole  should 
then  be  filled  with  water  and  stand  for  a  few  hours, 
after  which  the  water  should  be  removed,  the  sides 
washed  with  cement  paste,  and  the  hole  filled  with  con- 
crete of  about  the  same  materials  and  mixture  as 
that  in  the  original  road.  The  surface  should  be  fin- 
ished with  a  wood  float  and  brought  to  a  true  shape 
with  the  surrounding  surface  of  the  concrete,  then 
covered  so  as  to  protect  it  from  traffic.  This  may  be 
done  by  the  use  of  steel  plates  or  pieces  of  plank,  which 
should  in  turn  be  covered  with  moist  earth  or  gravel. 
This  will  permit  traffic  to  use  the  repaired  portion  of 
the  road  without  injuring  the  concrete.  On  a  wide 
street  where  there  is  sufficient  room  a  barrel  could  be 
placed  over  the  hole  and  traffic  diverted  around  it. 

If  it  is  necessarv  to  cut  a  hole  through  the  entire 
thickness  of  the  concrete  slab,  gravel  should  be  placed 
in  the  sub-base  and  thoroughly  rammed,  so  as  to  form 
a  compacted  base  on  which  the  new  concrete  will  rest. 
W  here  water  has  been  allowed  to  stand  in  such  a  place, 
it  should  be  compacted  after  the  water  has  been  re- 
moved and  just  before  laying  the  concrete. 

The  consistency  of  the  concrete  should  be  suffi- 
cientlv  stiff  to  require  considerable  tamping  to  bring 
water  to  the  surface  so  that  it  may  be  possible  to  ram 
it  thon  Highly  into  place. 

.A  new  patch  should  be  kept  moist  for  at  least  four 
or  five  days  and  protected  from  traffic  at  least  ten  days. 


Novel  Railway  Station  Canopies 

Tl  I  E  accompanying  illustrations  show  a  novel 
canopy,  designed  for  railway  stations,  the  spe- 
cial features  of  which  are  the  pre-cast  concrete 
posts  and  slabs.  Each  column  is  of  T-shape, 
supporting  one  end  of  each  of  four  similar  slab  units. 
The  columns  are  16  in.  by  12  in.  in  section,  and  16  ft. 
high,  including  3  ft.  imbedded  in  the  platform  and  foot- 
ings. The  cross  beams  are  11  ft.  long.  The  canopy  is 
composed  of  slabs,  as  shown  in  the  illustration,  each 
one  of  which  forms  a  half-section  and  measures  9  ft. 
9  in.  wide  by  20  ft.  long  and  3  in.  thick.  They  are  rib- 
bed and  sloped  toward  the  middle.  The  total  width  of 
the  canopy  is  19  ft.  6  in. 

The  units  are  made  of  concrete  and  pre-cast  some 
distance  from  the  station.    W  ood  forms  covered  with 


galvanized  iron  are  used,  these  being  laid  on  steel  rails 
carried  on  ties.  Slabs  are  cast  every  other  day  and 
moved  to  the  stacks  for  curing  in  six  days.  Columns 
are  poured  once  a  week  and  left  for  a  period  of  three 
weeks.  The  units  are  sprinkled  evefy  day  for  ten 
davs.  When  sufficiently  set,  the  slabs  are  removed 
from  the  bottom  forms  by  a  travelling  locomotive 
crane  and  stacked  six  deep  with  strips  of  wood  between 


Fig.  1.  — Method  of  handling  pre-cast  units  for  station  canopy. 

them  to  prevent  centre-binding.  After  seasoning  they 
are  loaded  on  flat  cars  and  set  in  place  in  the  canopies. 

The  mixture  used  is  in  the  proportion  1  :6  mixed  in 
a  mixer  feeding  into  a  half-yard  bottom-dump  bucket, 
which  is  picked  up  by  the  crane  travelling  along  the 
yard  and  delivered  as  required. 

The  reinforcement  for  the  column  beams  is  built 
up  outside,  while  that  for  the  slabs  is  laid  in  place. 
Hooks  are  inserted  to  allow  the  unit  to  be  picked  up 
with  the  crane.  The  one  crane  travels  up  and  down 
the  yard,  placing  the  concrete,  transferring  the  units 
from  the  forms  to  the  curing  stacks,  loading  them  on 
the  flat  cars,  and  erecting  them  in  place. 


Details  of  pre-cast  concrete  slabs  and  columns  for  railway  station  canopy. 
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Economical  Sewage  Filter-Bed  Construction 

The  percolating  filter-bed  is  now  a  very  usual  fea- 
ture in  a  sewage  disposal  scheme,  and  where  adopted 

is  Mire  to  be  responsible  for  a  notable  proportion  of 

the  cost  of  the  scheme.    It  is  not  at  all  a  costly  item 

per  unit  of  ana,  luit  as  it  is  only  by  the  use  of  ample 
niter  area  that  a  satisfactory  effluent  can  be  obtained, 
the  aggregate  eost  is  considerable. 

Any  method,  therefore,  of  reducing  the  cost  of  the 
construction  of  SUch  beds  is  worthy  of  close  considera- 
tion, for  a  small  saving  on  each  square  yard  will  mean 
an  appreciable  reduction  of  the  total  cost. 

\  et  it  would  be  very  false  economy  to  reduce  the 
COSt  of  the  filter  if  by  SO  doing  the  efficiency  of  the 
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An  inexpensive  but  effective  sewage  filter  bed. 

bed  is  impaired  or  its  effective  life  shortened.  If  the 
effluent  obtained  is  not  satisfactory  it  is  no  consolation 
that  the  beds  were  cheap ;  while  to  have  to  rewash  the 
filtering  medium  at  the  end  of  every  five,  or  even  ten, 
years,  is  to  be  saddled  with  a  heavy  maintenance  cost, 
as  well  as  to  be  in  constant  risk  from  an  effluent  of 
varying  quality.  Cheapness  is  not  economy  if  it  re- 
duces efficiency  or  shortens  life. 

The  chief  item  of  cost,  of  course,  is  the  filtering 
medium,  and  here  local  conditions  are  the  predominat- 
ing factor.  What  is  cheap  at  one  place  is  expensive 
at  another,  and  each  locality  must  make  its  own  selec- 
tion by  the  light  of  local  knowledge,  assisted  by  reliable 
information  as  to  the  relative  merits  of  the  types  of 
material  available  for  the  purpose  in  view. 

The  next  item  in  the  scale  of  cost  is  what  may  be 
called  the  constructional  works — viz.,  the  concrete 
floor,  the  false-tile  floor,  and  the  walling.  In  some 
instances  these  works  are  pushed  to  considerable  elab- 


oration, and  represent  a  heavy  proportion  of  the  total 
eost  of  the  filter-bed.  It  is  here,  if  anywhere,  that  a 
Saving  is  to  be  effected,  and  the  only  sure  guide  of 
what  may'or  may  not  be  reduced  or  omitted  is  ex- 
perience. 

The  Luton  Filter  Beds 

In  this  connection  a  recent  report  by  the  borough 
engineer  of  Luton  upon  the  filter-beds  installed  there 
some  years  ago  is  of  interest.  These  filter-beds  were 
constructed,  most  of  them,  in  1910-11,  as  part'  of  the 
scheme  then  carried  out  for  dealing  with  the  whole 
of  the  sewage  of  the  borough,  the  remainder  having 
been  added  since  1914  to  meet  the  requirements  of  a 
rapidly  growing  population.  The  beds  are  all  similar 
in  construction.  They  are  circular,  100  feet  in  diam- 
eter, with  a  depth  of  filtering  material  of  6  feet,  except 
in  three  cases,  where  the  depth  is  only  4  feet.  There 
is  no  concrete  floor  to  the  beds,  the  filtering  medium 
being  placed  immediately  upon  the  consolidated  earth. 
The  subsoil  is  chalk,  and  this  was  thoroughly  rolled 
with  a  steam  roller  before  the  construction  was  com- 
menced. The  area  of  the  bed  was  then  shaped  into 
a  series  of  parallel  ridges  and  furrows,  the  ridges  be- 
ing 25  feet  apart,  and  having  an  elevation  of  6  inches 
above  the  furrows,  both  furrows  and  ridges  having  an 
inclination  of  1  in  200  towards  the  effluent  drain, 
which  passes  the  bed  at  right  angles  to  them.  A  shal- 
low grip  is  then  cut  up  each  furrow,  and  a  6-inch  stone- 
ware drain  is  laid  along  it,  bedded  in  large  clinker. 
Every  pipe  of  this  drain  is  a  junction  pipe,  and  the 
junctions  are  alternately  right  and  left  hand.  From 
each  junction  a  3-inch  agricultural  drain  pipe,  also  laid 
in  a  grip  and  packed  in  clinker,  runs  up  the  slope  in  a 
straight  line  from  the  junction  to  a  6-inch  stoneware 
drain  on  the  ridge,  which  is  similar  in  all  respects  to 
the  one  in  the  furrow,  except  that  its  junctions  point 
in  a  reverse  direction  and  that  it  is  not  sunk  in  a  grip. 
None  of  the  pipes  are  jointed.  The  floor  of  the  bed 
is  thus  provided  with  a  system  of  subsoil  drains.  The , 
drains  from  the  furrows  discharge  into  the  main  efflu- 
ent drain,  and  those  from  the  ridges  are  turned  up 
at  each  end  and  open  through  the  wall  of  the  filter- 
bed  to  the  air. 

Upon  the  floor  thus  prepared  the  filtering  material 
— in  this  case  it  consisted  of  London  gas  works  clinker 
— is  laid,  grading  and  placing  in  position  being  done 
simultaneously.  The  wall  of  the  bed  is  formed  simply 
of  large  pieces  of  the  material  laid  as  rough  Availing. 

Inexpensive  Construction 

From  these  particulars  it  will  be  seen  that  a- cheaper 
form  of  construction  than  that  adopted  could  not  well 
be  devised.  The  report  referred  to  above  appears  to 
answer  the  question  whether  this  construction  is  justi- 
fied by  results.    It  states: — 

"No.  1  filter-bed  was  opened  and  examined  in  the 
summer  of  1913  after  a  life  of  three  years,  and  a  report 
upon  its  condition  was  then  presented.  This  year 
(1916),  after  being  continuously  at  work  for  six  years, 
the  bed  has  again  been  opened  up  and  carefully  in- 
spected. The  drains  were  found  to  be  perfectly  clear 
and  free  from  any  trace  of  solid  deposit.  The  filtering 
material  in  the  top  half  of  the  bed  was  quite  clear  and 
contained  no  deposit  at  all.  Below  this  there  was  a 
small  quantity  of  deposit  to  be  found  on  almost  every 
piece  of  clinker,  but  there  was  no  indication  of  the 
deposit  being  anywhere  in  such  quantity  as  to  ap- 
proach a  condition  of  local  silting  up.  Compared  with 
the  condition  found  on  examination  three  years  ago, 
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there  can  be  no  question  that  at  present  the  bed  is 
cleaner  than  it  was  then.  This  would  indicate  that 
the  deposit  present  is  one  which  is  continuously  being- 
washed  away  and  continually  added  to  in  the  working 
of  the  filter,  and  is  the  normal  and  natural  state  of 
the  bed,  and  in  no  way  indicative  of  deterioration.  It 
is  worthy  of  note  that  the  particular  bed  examined  has 
been  in  continuous  use  during  the  past  twelve  months, 
without  even  the  briefest  period  of  rest,  but  has  worked 
night  and  day,  seven  days  a  week,  at  full  capacity.  .  .  . 

"As  you  are  aware,  the  quality  of  the  effluent  ob- 
tained has  always  been  of  the  highest,  and  has  satis- 
fied the  Lee  Conservancy. 


.  "The  conclusion  arrived  at  is  that  the  bed  is  quite 
self-cleansing,  and  will  continue  to  give  efficient  ser- 
vice for  an  indefinite  period." 

There  are  twenty  of  these  filter  beds  in  use  at 
Luton,  and  it  will  be  evident  that  the  saving  secured 
by  omitting  the  usual  brick  walling,  false  and  concrete 
floors  must  have  been  very  considerable,  and,  appar- 
ently, so  far  as  results  go  up  to  date  (and  six  years 
is  a  fair  period  for  discovering  defects),  the  filters  are 
as  satisfactory  as  any  filters,  however  constructed, 
could  be. 

We  are  indebted  to  the  London  Surveyor  for  this 
article. 


The  Heating  and  Ventilation  of  Munition 

Factories 


The  efficient  heating  and  ventilation  of  all  factories 
is  absolutely  necessary  if  the  maximum  output  is  to  be 
obtained,  as  the  health  of  the  workers  must  be  main- 
tained, and  the  initial  outlay,  together  with  the  annual 
cost  of  running  the  apparatus,  will  be  more  than  repaid 
to  the  employer  who  studies  the  comfort  of  his  em- 
ployees by  providing  healthy  workshops.  Even  in  the 
most  successful  types  of  factory  buildings  the  large 
numbers  of  workers  employed  in  one  apartment,  to- 
gether with  the  heat  generated  by  motive-power  and 
plant,  and  the  smell  given  off  by  the  materials,  render 
some  system  of  induced  ventilation  necessary,  espe- 
cially in  cold  weather,  when  the  natural  ventilation  is 
often  partially  or  totally  suspended  by  the  closing  of 
windows  and  skylights. 

War  Conditions. 

At  the  present  time  the  conditions  of  war  have  the 
effect  of  rendering  the  subject  of  even  greater  import- 
ance than  in  normal  times,  for  the  following  reasons : 
(1)  The  work  is"  carried  on  in  factories  at  a  greater 
pitch  and  working  hours  are  longer;  (2)  a  great  deal  of 
female  labor  is  employed,  and  this  calls  for  better  con- 
ditions; (3)  the  shortage  of  labor  generally  makes  it 
essential  to  avoid  sickness  wherever  possible,  as  work- 
ers cannot  easily  be  replaced;  (4)  many  of  the  build- 
ing's used  for  munition  work  were  not  designed  for  the 
purpose  and  are  therefore  far  from  ideal. 

In  face  of  all  these  reasons  for  dealing  with  the  sub- 
ject, there  is  the  need  to  economize  in  every  possible 
direction,  both  in  material  and  labor,  and,  in  addition, 
the  designer  will  experience  difficulty  and  delay  in  get- 
ting even  those  essential  "parts  of  liis  apparatus  which 
require  any  sort  of  skilled  labor  in  execution,  as  the 
energies  of  the  industrial  world  are  entirely  devoted  to 
the  production  of  actual  machines  of  war,  and  the 
equipment  of  any  building  is  compelled  to  take  second 
place. 

A  building  can  be  used  without  the  heating  and 
ventilating  sys'tems  being  completed,  and  this  is  often 
the  case  at  the  present  time,  which  fact  renders  it 
necessary  to  keep  every  system  as  simple  as  possible 
consistent  with  efficiency,  in  order  that  the  scheme 
may  be  completed  speedily  and  the  maximum  benefit 
accrue  from  its  installation  before  the  health  .if  the 
workers  is  a  fleeted.  More  especially  in  buildings  of  a 
temporary  character  is  this  essential,  because  the  life 
of  the  structure  is  likely  to  be  a  short  one,  and  once  the 
war  is  over  demolition  will  follow,  with  the  consequent 
"scrapping"  of  any  installation  within  the  building. 

One  of  the  most  striking  features  of  building  work 
during  the  past  two  years  has  been  that  the  class  of 


structure  erected  in  nearly  every  instance  is  such  that 
new  problems  have  been  presented  to  the  designer.  It 
is  quite  true  that  in  ordinary,  times  of  peace  no  two 
buildings  present  exactly  the  same  features,  but  in  the 
case  of  munition  factories  an  entirely  new  field  of  de- 
sign has  been  entered  upon,  and  preconceived  notions 
have  had  to  be  considerably  modified  to  meet  the  ex- 
ceptional circumstances.  Architects  and  engineers 
have,  however,  risen  to  the  occasion,  and  the  new  pro- 
blems have  been  tackled  in  a  spirit  which  reflects  credit 
upon  them. 

It  is  quite  obvious  that  the  majority  of  designers 
had  practically  no  experience  of  explosive  factories,  as 
the  work  in  the  past  was  very  limited  and  confined  to  a 
few  specialists ;  while  there  is  no  published  matter  that 
is  available  to  those  outside  government  departments. 
The  vast  amount  of  work  to  be  done,  however,  necessi- 
tated the  employment  of  many  persons  who  were  not 
specialists  in  the  subject,  and  thus  considerable  ability 
was  required  in  producing  satisfactory  schemes  at 
short  notice.  Again,  there  are  cases  of  quite  new  types 
of  buildings  which  have  to  be  erected  for  new  processes 
and  wonderful  explosives  which  have  been  invented 
since  the  war  began,  and  for  which  absolutely  no  data 
existed. 

In  the  last  mentioned  in  particular  the  heating  and 
ventilation  schemes  have  presented  unique  problems, 
and  it  would  be  extremely  interesting  if  some  actual 
details  of  specific  cases  could  be  given,  but  this,  of 
course,  is  impossible. 

Heating. 

I  he  heating  of  munition  factories  is  a  matter  which 
requires  considerable  care,  owing  to  the  absolute  neces- 
sity tor  avoiding  any  possibility  of  sparks  which  would 
cause  fires  and  explosions.  At  the  same  time  efficient 
heating  is  absolutely  necessary  in  many  cases,  as  a  uni- 
form temperature  must  be  maintained  in  order  that 
various  processes  may  be  successful,  and,  as  this  tem- 
perature is  often  one  which  is  excessive  as  regards  the 
comfort  of  the  workers,  efficient  ventilation  must  be 
pmvided  in  conjunction  witli  the  heating.  Ordinary 
coal  tires  can  be  considered  at  once  as  being  practically 
impossible  in  nearly  all  cases,  and,  although  gas  fires 
can  be  adopted  in  some  instances,  these  cannot  be 
looked  upon  as  a  method  of  heating  large  apartments 
in  such  buildings,  even  when  there  is  no  risk  of  explo- 
sion in  the  immediate  vicinity  and  a  gas  supply  is  avail- 
able. Hot-air  heating  is  not  generally  employed  in 
munition  factories.  The  alternative  methods  are  elec- 
tric radiators,  hot  water  heating,  steam,  and  various 
gas  appliances.  Of  these,  electric  radiators,  although 
perfect  as  regards  cleanliness   and   convenience,  are 
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often  expensive  when  required  in  large  numbers,  even 
ii  the  current  is  generated  in  a  power  station  which 
forms  a  part  of  the  factory  buildings,  and  For  this 
rea&  n  they  are  not  extensively  employed.  A  supply  of 
steam  is  practically  always  available  in  a  large  factory, 
as  n  l-  required  for  many  purposes,  and  with  a  com- 
plete installation  of  mains  about  the  building  it  offers  a 
simple  solution  of  the  heating  problem.  Steam  pipes 
can  be  carried  round  skylights  and  radiators  provided 
under  the  window-.,  and  with  a  properly-designed  sys- 
tem the  hea tiny  can  be  regulated  to  a  nicety. 

In  some  types  of  factories  the  work  is  divided  np 
ini.i  distinct  operations,  which  have  to  be  carried  out 
in  distinct  and  separate  buildings,  and  these  buildings 
ate  often  so  scattered  that  it  renders  it  very  difficult  to 
deal  with  the  heating  under  one  scheme,  while  any 
attempt  to  deal  with  each  one  separately  becomes  an 
expensive  matter,  as  it  necessitates  the  duplication  of 
the  primary  source  of  heating.  With  the  use  of  steam 
a-  the  heating  medium  it  is  possible  to  carry  the  mains 
lor  some  distance,  but  it  Frequently  happens  in  estab- 
lishments of  this  kind  that  what  mav  be  described  as  a 
composite  system  is  used,  i.e.,  steam  is  used  for  the 
main  buildings  and  hot  water,  gas,  electric  radiators, 
and  even  coal  tires  are  used  in  smaller  separate  build- 
ing, according  to  the  suitability  of  "the  system  and  the 
sources  which  are  actually  available  in  each  particular 
position.  A  great  deal  depends  on  the  nature  of  the 
power  which  is  being  used  in  the  factory,  the  arrange- 
ment or  grouping  of  the  buildings,  and  the  class  of 
work  which  is  being  produced,  and  it  is  quite  impos- 
sible t'  i  state  any  fixed  rule  as  to  the  system  that  should 
be  adopted  in  the  numerous  munition  factories  which 
are  now  in  being  or  in  course  of  construction. 

Heating  Is  Difficult  in  Temporary  Buildings. 

In  temporary  buildings  the  heating  is  usually  a  dif- 
ficult matter,  as  the  outlay  required  for  a  complete  and 
efficient  installation  is  often  prohibitive,  and  the  nature 
of  the  construction  of  the  outer  walls  and  roof  is  such 
that  there  is  a  great  loss  of  heat  and  more  units  are 
necessary  to  produce  a  constant  uniform  temperature. 
There  is  also  a  difficulty  in  maintaining  a  healthy  tem- 
perature, and  the  feeling  in  either  one  of  insufficient 
warmth  or  excessive  heat  according  to  the  general  ar- 
rangement of  the  building  and  the  outside  weather  con- 
ditions. 

In  newly-erected  buildings  of  the  more  permanent 
character  it  is  an  excellent  method  to  use  hot  wall  pan- 
el-, which  are  constructed  with  small  pipes  embedded 
in  the  plaster,  as  these  give  a  pleasant,  efficient  warmth 
and  have  the  advantage  of  helping  to  dry  the  building 
quickly — a  distinct  consideration  in  these  days  of 
early  occupation  after  completion.  This  system  will 
not,  of  course,  be  applicable  to  numerous  buildings  of 
the  factory  type,  as  the  walls  are  left  unplastered ;  but 
in  -uch  cases  the  pipes  can  be  laid  in  the  floor  material, 
and  this  method  assists  in  keeping  the  feet  warm  dur- 
ing the  winter.  It  is  an  absolute  necessity  to  provide 
-<>me  system  of  heating  in  every  factory  building,  and 
the  essential  factors  are  that  the  outlay  should  not  be 
excessive  :  it  should  be  simple  and  easily  regulated,  and 
it  should  be  such  as  will  produce  a  pleasant  heat. 
When  installed  in  new  buildings  it  should  be  complet- 
ed as  soon  as  any  of  the  services,  in  order  that  the  ap- 
paratus may  be  put  in  operation  and  the  heat  used  in 
assisting  to  dry  out  the  moisture  that  is  inevitable  in 
all  new  structures. 

Ventilation. 

As  previously  stated,  the  ventilation  of  all  munition 
factories  must  of  necessity  be  dealt  with  in  conjunc- 
tion with  the  heating,  and  the  two  are  inseparable  if 


the  building  is  to  be  successful.  The  ventilation  sys- 
tem must  be  one  w  hich  can  be  controlled  and  regulated 
to  perfection,  because  it  will  not  be  efficient  if  this  is 
not  the  cast'.  W  ith  munition  factories  the  varying 
conditions,  which  offer  such  difficulties  when  dealing 
with  heating  systems,  apply  equally  forcibly  to  the 
question  of  ventilation.  Natural  ventilation  has  been 
partly  resorted  to  in  many  cases,  and  when  provided 
with  some  kind  of  controlling  arrangement  it  has 
proved  satisfactory  ;  but  this  generally  applies  to  small 
apartments  and  in  instances  where  no  poisonous  or 
dangerous  fumes  are  given  off.  Extract  ventilators 
for  drawing  air  through  the  roof  and  similar  devices 
have  probably  been  in  greater  demand  during  the  past 
two  years  than  for  many  years  previous,  and  the  sev- 
eral excellent  types  which  are  on  the  market  have 
given  great  satisfaction.  The  respective  merits  of  forc- 
ing in  the  fresh  air  and  allowing  the  vitiated  air  to 
escape  through  outlets  owing  to  the  increased  pres- 
sure, or  of  drawing  out  the  vitiated  air  with  fans  and 
allowing  the  fresh  air  to  be  sucked  in  at  certain  ar- 
ranged inlets,  have  been  discussed  many  times,  and 
each  system  has  its  adherents;  but  in  the  case  of  muni- 
tion factories  it  has  frequently  happened  that  the  de- 
signer has  had  to  face  conditions  which  do  not  permit 
of  any  choice,  and  he  has  been  forced  to  adopt  which- 
ever of  the  two  systems  is  practicable. 

In  explosive  factories  there  are  frequently  rooms 
which  either  have  to  be  heated  to  an  excessive  tem- 
perature on  account  of  the  process  being  carried  on  or 
the  mere  fact  of  the  process  being  in  operation  cause.; 
an  excessive  heat  to  be  generated,  and  it  is  with  these 
rooms  that  the  ventilation  scheme  has  chiefly  to  deal 
Where  no  unpleasant  fumes  are  generated  it  is  possible 
to  give  a  supply  of  fresh  air  to  the  rooms  and  diau 
the  warm  air  through  other  apartments,  and  thus  take 
advantage  of  wdiat  would  otherwise  be  waste  heat. 
When  one  portion  of  tire  building  is  considerably  high- 
er than  the  remainder  this  can  sometimes  be  used  as  a 
natural  upcast  for  the  warm  air,  and  a  very  simple  and 
cheap  scheme  will  result.  In  those  rooms  where  dan- 
gerous fumes  are  generated  the  ventilation  becomes  a 
more  difficult  matter,  as  it  often  happens  that  these 
fumes  will  attack  and  quickly  destroy  any  extract  fans 
that  are  installed,  and  the  only  method  to  adopt  in  such 
instances  is  that  of  neutralizing  the  fumes  before  the 
fans  are  reached. 

Neutralizing  Fumes  from  Explosive  Factories. 

This  neutralization  will  be  accomplished  by  draw- 
ing the  air  through  specially-constructed  pipes  and 
chambers  wherein  an  agent  is  employed  to  suit  the  par- 
ticular gas  or  fumes  which  are  to  be  treated.  It  must 
also  be  remembered  that  it  is  not  permissible  to  dis- 
charge large  volumes  of  vitiated  air  which  may  contain 
a  large  percentage  of  fumes  or  gas  of  an  explosive 
nature,  as  the  contact  of  sparks  from  a  neighboring  fur- 
nace or  fire  would  cause  serious  results. 

In  the  laboratories  the  ventilation  will  obviously  be 
a  very  important  matter,  and,  in  addition  to  the  extrac- 
tion of  the  vitiated  air  in  the  main  rooms,  it  will  be 
necessary  to  provide  specially-constructed  draught 
cupboards  with  suitable  outlets,  in  order  that  opera- 
tions which  produce  obnoxious  fumes  may  not  affect 
the  general  work. 

The  effect  of  scattered  buildings  i>  not  so  difficult 
to  overcome  in  the  design  and  installation  of  the  ven- 
tilation scheme  as  it  is  in  the  case  of  the  heating  sys- 
tem, because  if  mechanical  ventilation  is  necessary  the 
question  of  running  small  cables  for  electric  power  to 
drive  fans  is  a  simple  one,  and  it  frequently  happens 
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with  scattered  buildings  that  no  mechanical  system  is 
required. 

There  are  many  other  points  to  consider  in  dealing 
with  the  scientific  ventilation  of  factories,  such  as  the 
portions  where  radiant  heat  is  given  off  and  the  wink- 
ers are  engaged  under  very  trying  conditions.  An  ex- 
cess of  fresh  cold  air  is  disadvantageous  in  rooms  of 
this  kind,  as  it  will  be  found  that,  if  there  is  a  continual 
supply  of  air  which  prevents  the  worker  from  perspir- 
ing, then  the  radiant  heat  will  become  even  more  in- 
tolerable. Exactly  the  same  conditions  will  not  be 
found  in  any  two  factories,  and  thus  it  is  impossible  to 


lay  down  any  definite  rules  until  the  particular  circum- 
stances are  known.  In  some  buildings  a  certain  scheme 
of  ventilation  is  necessary  to  assist  in  the  actual  carry- 
ing out  of  the  process,  while  in  other  structures  the 
process  is  such  that  only  the  minimum  ventilation 
which  will  enable  the  workers  to  continue  is  permis- 
sible. It  therefore  remains  for  the  engineer  to  study 
the  subject  from  the  two  aspects  and  endeavor  to  sat- 
is|y  both  conditions  with  sufficient  margin  for  varia- 
tion in  order  that  any  necessary  adjustments  can  be 
made  when  the  actual  working  conditions  are  in  exist- 
ence.— The  Iluilder. 


Construction  Camps  for  the  Winnipeg  Aqueduct 


The  October  issue  of  "Contracting"  contains  the 
following  short  article  on  portable  houses  used  on  the 
construction  of  the  Winnipeg  aqueduct  for  the  water 
supply  of  the  citv  of  Winnipeg,  Canada.  This  is 
through  a  practically  uninhabited  country,  largely  of  a 
swampy  nature,  and  made  necessary  the  provision  of 
particularly  well  designed  construction  camps.  The 
work  covered  by  the  contracts  which  this  company  has, 
reaches  over  60  miles,  and  camps  have  to  be  moved 
frequently.  The  company,  therefore,  devised  a  system 
of  portable  houses,  which  could  be  taken  down,  moved 
on  tlat  cars,  and  erected  quickly  and  without  injury  to 
the  structures.  These  camps  are  for  summer  use  only, 
as  the  weather  is  too  cold  to  permit  construction  dur- 
ing the  winter,  and  consequently  they  have  only  single 
w  a  Ik. 

Character  and  Equipment  of  Buildings. 

The  buildings  are  made  up  of  panels  of  a  maximum 
height  of  about  10  ft.,  some  of  which  have  windows 
and  doors  framed  therein.  The  roofs  are  also  made  in 
sections,  and  the  buildings  are  assembled  by  bolting 
through  the  studding  pieces  of  adjoining  panels  which 
act  as  flanges.  The  floors  are  also  made  in  panels. 
This  permits  the  extension  of  any  one  building  to  any 
desired  dimensions.  The  widths  are  about  14  ft.,  and 
the  lengths  vary,  the  maximum  being  for  the  dining- 
n  ioms  and  kitchen,  which  were  as  much  as  60  ft.  long. 

In  each  camp  the  men  are  lodged  in  a  bunk  house 
with  double-deck  steel  cots.  The  bunk  house  is  used 
only  for  sleeping  purposes,  a  separate  house  being  pro- 
vided for  entertaining,  where  newspapers  and  periodi- 
cals are  provided ;  other  diversions  are  permitted.  The 
dining-room  and  kitchen  are  in  a  separate  building,  and 
the  office  and  residence  of  the  superintendent  of  each 
contract  are  in  another  building.  At  each  camp  a 
separate  wash  house  is  provided,  with  stationary  wash- 
tubs,  in  which  the  men  can  wash  their  clothes  and 
bathe,  as  nil  bathing  is  permitted  in  the  bunk  house. 

All  the  windows  and  doors  of  the  camp  are  screened 
to  exclude  flies  and  mosquitoes.  In  some  camps  the 
windows  are  hung  on  hinges  at  the  top  and  pushed  out 
at  the  bottom.  In  others  the  windows  are  hinged  at 
the  bottom  and  pushed  out  at  the  top,  which  is  found 
to  maintain  a  lower  temperature  in  the  summer,  but 
has  some  disadvantages  in  case  of  rain. 

Garbage  Destruction. 

At  each  camp  the  contractors  have  built  a  furnace 
for  the  destruction  of  the  garbage  and  refuse  from  the 
kitchen  for  the  dining  camps.  This  garbage  furnace  is 
very  simple  and  quite  effective.  It  is  made  bv  dig»in» 
two  trenches,  each  about  10  ft.  long,  1  ft.  wide,  and  ljl 
ft.  deep,  intersecting  at  right  angles.  Over  tliis  inter- 
section an  ordinary  oil  barrel  with  the  bottom  knocked 


out  is  placed,  and  instead  of  the  bottom,  pieces  of  x 
l]/2-m.  flat  iron  are  laid  across  the  top  of  the  trench  to 
form  a  grate  in  the  bottom  of  the  barrel. 

The  tops  of  the  trenches  adjacent  to  the  barrel  are 
then  covered  over  with  boards,  upon  which  clay  is 
packed  to  a  depth  of  a  foot  or  more,  leaving  at  the  end 
of  each  trench  an  uncovered  hole  about  1>4  ft.  long. 
The  barrel  is  also  enclosed  in  clay  clear  to  the  top. 
When  the  clay  has  dried,  fires  are  started  in  the  holes 
at  the  ends  of  two  of  these  trenches,  depending  upon 
the  direction  of  the  wind,  and  the  heat  bakes  the  clay 
around  the  barrel  and  over  the  top  of  the  trench  and 
burns  out  the  wood  lining.  The  garbage  is  then  burned 
by  dumping  it  into  the  clay  barrel,  starting  a  big  fire 
at  one  end  of  any  trench  and  closing  the  other  trenches 
so  that  the  flame  and  smoke  pass  through  and  destroy 
the  garbage.  Proper  sanitary  conveniences  are  pro- 
vided at  each  camp,  and  free  use  is  made  of  chloride  of 
lime  and  other  disinfectants,  the  trench  system  being 
used. 

All  the  meats  used  in  the  camp  are  kept  in  screened 
houses  near  the  cook  shack,  and  at  each  camp  there  is 
an  ice  house,  which  is  filled  from  local  sources. 
Water  Supply. 

The  water  supply  for  the  camps  is  looked  after  very 
carefully.  At  most  places  it  is  possible  to  secure  good 
water  from  driven  wells  of  only  moderate  depth.  In 
other  places  it  has  been  necessary  to  use  the  swamp 
water  and  filter  it  through  sand  beds.  A  great  deal  of 
care  is  taken  to  prevent  the  pollution  of  water  source, 
the  men  being  all  instructed  in  regard  to  the  danger 
thereof,  and  added  precautions  being  taken  by  the  way 
of  frequent  patrolling  by  the  district's  police  organiza- 
tion. No  cases  of  typhoid  or  other  communicable  dis- 
eases have  so  far  developed. 

At  each  camp  the  contractors  take  particular  pride 
in  attempting  to  make  the  surroundings  comfortable 
and  attractive.  At  best  it  is  a  very  unlovely  country  in 
appearance;  the  timber,  mostly  spruce  and  scrub,  is 
neither  heavy  nor  imposing,  and  there  are  very  few- 
places  where  the  ground  is  dry  around  the  camp.  In 
some  places  a  number  of  small  spruce  trees  have  been 
planted  along  the  front  of  the  camps,  and  the  muskegs 
and  roots  have  been  dug  out  and  good  drainage  pro- 
vided there. 

There  were  ai+.ogether  twelve  such  camps  in  use 
during  the  past  season,  six  of  which  were  on  the  work 
of  the  Winnipeg  Aqueduct  Construction  Company,  the 
other  six  being  similar  in  general  design  and  on  the 
works  of  the  .1.  II.  Tremblay  Company  and  Thomas 
Kelly  &  Sons,  altogether  accommodating  a  force  vary- 
ing from  500  to  1,000  men.  The  houses  were  neatly 
painted  and  made  throughout  of  tongue  and  groove 
planed  lumber. 
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Toronto  to  Have  an  Imposing  Art  Gallery 

Work  has  at  last  been  started  on  the  art  museum 
for  the  eitv  of  Toronto.  The  construction  of  this 
building,  however,  will  cover  a  period  of  years,  the 
work  beiny  proceeded  with  only  as  sufficient  funds  are 
received  through  public  subscriptions  or  otherwise. 
I  he  section  w  hich  is  now  under  way  comprises  three 
galleries,  which  will  cost  some  $(>0,(XX).  Two  of  these 
are  32  feet  square  and  the  third  32  feet  by  73  feet.  One 
wall,  which  will  be  permanent,  will  be  built  of  cut 
stone,  while  the  other  three  will  be  of  a  temporary 
nature,  as  the\  w  ill  be  absorbed  in  the  building  as  fur- 


They  are,  however,  narrow.  Copper  sulphides  occur 
at  the  surface,  associated  with  gold  in  gold  showings. 
The  copper  sulphides  give  place  in  depth  to  pyrite.  As 
a  rule,  the  gold  occurs  in  microscopic  grains,  uncon- 
nected with  the  sulphides,  though  sulphide  concen- 
trates also  give  good  values.  An  interesting  feature  in 
the  Long  Lake  area  is  the  occurrence  of  very  promis- 
ing veins  in  the  granite,  more  than  a  mile  from  the 
contact. 

North  of  the  Pas  a  belt  extends  over  120  miles  from 
w  est  to  east,  the  centre  of  the  belt  being  over  60  miles 
distant  from  the  Pas^    The  deposits  in  this  belt  are  of 


ther  sections  are  added.  The  structure  will  be  entirely 
fireproof.  The  floors  will  be  of  tile  and  marble.  Ths 
site  of  the  museum  was  the  gift  of  the  late  Professor 
Goldwin  Smith,  and  extends  along  St.  Patrick  street, 
between  P.everlev  and  McCaul  Streets. 


Dr.  Wallace  Addresses  Manitoba  Branch 
C.  S.  G.  E. 

Dr.  Wallace,  professor  of  geology  in  the  University 
of  Manitoba,  addressed  the  regular  meeting  of  the 
Manitoba  branch  of  the  Canadian  Society  of  Civil  En- 
gineers on  Oct.  5,  in  Winnipeg.  The  lecturer  dealt 
with  the  present  stage  of  mining  development  in  the 
province.  Interest  in  metalliferous  deposits  was  con- 
fined to  three  districts:  (1)  The  Rice  Lake  area,  (2) 
the  district  north  of  the  Pas,  (3)  the  Star  Lake  area. 

The  Rice  Lake  area  now  consists  of  four  separate 
fields — the  original  Rice  Lake  area,  the  Gold  Lake  area, 
the  Long  Lake  area,  and  the  area  north  of  the  Hole 
River.  The  only  development  work  is  in  the  original 
Rice  Lake  area,  where  several  shafts  have  been  sunk 
to  the  100-feet  level,  and  some  drifts  have  been  run ; 
and  in  the  Gold  Lake  district,  where  on  the  Gold  Pan 
and  Moose  properties  depths  of  125  feet  have  been 
reached.  In  the  Long  Lake  district  veins  have  been 
very  thoroughly  stripped,  but  no  sinking  has  been 
done.  North  of  the  Hole  River  work  has  been  confined 
entirely  to  stripping.  The  veins  in  all  parts  of  the  field 
occur  in  very  pronounced  shear  zones,  which  are  pre- 
sumably persistent  vertically,  as  they  are  laterally. 


two  kinds — (1)  sulphide  bodies,  (2)  quartz  veins  with 
gold.  The  sulphide  bodies  have  attracted  widespread 
interest.  They  have  been  formed  by  impregnation  in 
zones  of  weakness,  and  are  consequently  irregular  in 
shape,  and  discontinuous.  They  are  also  somewhat 
readily  weathered,  and  occur  in  valleys,  many  of  which 
are  drift-covered.  Careful  prospecting  will,  therefore, 
be  necessary  in  order  to  locate  all  the  sulphide  bodies. 
The  ores  are  chalcopyrite,  zincblende,  galena,  arseno- 
pyrite,  and  pyrute,  with  gold.  Two  of  the  deposits 
have  been  fairly  thoroughly  prospected  by  diamond 
drilling,  and  are  of  considerable  extent.  It  will  be 
necessary  either  to  erect  smelters  in  the  district  or  to 
export  the  ore  to  smelters  elsewhere.  The  most  promis- 
ing quartz  veins  strike  north  and  south  on  the  east  side 
of  Herb  Lake,  near  the  eastern  end  of  the  belt.  They 
arc  fairly  wide,  but  very  lenticular.  One  vein  has  been 
followed  1,800  feet.  The  country  rock  along  the  walls 
is  very  extensively  mineralized  with  arsenopyrite. 
which  is  also  the  chief  sulphide  in  the  veins.  The  veins 
have  been  thoroughly  stripped,  but  no  sinking  has  yet 
been  done. 

In  the  Star  Lake  district  a  fahlband  of  conglomer- 
ate and  quartzite  has  been  extensively  impregnated 
with  pyrrhotite  and  arsenopyrite.  Irregular  veins  and 
stringlets  of  quartz,  which  traverse  the  fahlband.  carry 
high  values  in  gold  ;  and  into  the  w  hole  fahlband  gold 
has  been  introduced,  but  in  low  values.  On  one  pro- 
perty there  is  a  very  complete  set  of  buildings,  but  new 
mill  machinery  must  be  installed.  The  underground 
development  is  by  no  means  extensive.    Elsewhere  de- 
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velopment  work  has  been  confined  to  stripping  and  the 
sinking  of  shallow  pits. 

The  lecturer  emphasized  the  fact  that  mining  opera- 
tions were  frequently  retarded  because  the  conditions 
of  sale  which  prospectors  demanded  and  those  which 
mining  companies  were  willing  to  offer  were  dissimilar 
in  nature.  He  suggested  that  if  development  compan- 
ies were  organized  to  take  over  prospects  and  develop 
them  to  the  stage  where  values  could  be  approximately 
estimated,  prospects  of  real  value  would  have  a  much 
better  chance  of  becoming  producing  mines. 


G.  N.  Ry  Station  at  Montreal 

The  Canadian  Northern  Railway  will  shortly  call 
for  tenders  for  the  construction  of  a  temporary  sta- 
tion, chiefly  of  concrete,  on  Lagauchetiere  Street, 
Montreal,  in  connection  with  the  Mount  Royal  tun- 
nel. Warren  &  Wetmore,  New  York,  are  the  archi- 
tects. It  had  been  contemplated  to  build  a  very  large 
terminal  on  Dorchester  Street,  and  Warren  &  Wet- 
more  made  preliminary  plans,  but  owing  to  the  out- 
break of  war,  the  scheme  was  postponed;  it  was. then 
decided  to  put  up  a  station  at  Lagauchetiere  Street, 
which  will  enable  the  tunnel  to  be  opened,  it  is  antici- 
pated, about  May.  The  excavation  of  the  terminal  site 
will  be  commenced  next  month,  the  material  being 
conveyed  through  the  tunnel  in  cars -drawn  by  electric 
locomotives. 


The  citizens  of  the  progressive  little  city  of  Prince 
George  are  looking  forward  to  the  speedy  completion 
of  their  new  waterworks  and  electric  lighting  systems, 
which  are  being  installed  under  the  direction'of  H.  K. 
Dutcher,  of  DuCane,  Dutcher  &  Co.,  engineers,  Van- 
couver. About  six  miles  of  4-in.,  6-in.,  and  8-in.  wood 
pipe  have  been  laid.  Water  will  be  taken  from  the 
Nechako  River,  within  the  corporation  limits.  The 
power  plant  for  pumping  and  electric  lighting  will  con- 
sist of  two  semi-Diesel  engines  of  150  h.p.  each.  The 
total  cost  of  the  two  systems  will  be  about  $80,000.  It 
is  expected  they  will  be  in  operation  by  Dec.  1st. 


With  the  co-operation  of  Harvard  University  and 
the  Massachusetts  Institute  of  Technology,  the  Barber 
Asphalt  Paving  Company  has  established  at  these  in- 
stitutions a  fellowship  for  research  in  asphaltic  ma- 
terials and  their  uses.  The  fellowship  is  to  be  known 
as  "The  Clifford  Richardson  Fellowship."  Mr.  Rich- 
ardson is  a  distinguished  alumnus  of  Harvard,  and 
this,  taken  in  connection  with  his  contributions  to  as- 
phaltic highway  construction,  and  his  work  in  the 
chemistry  of  bitumens,  makes  the  designation  of  the 
fellowship  particularly  appropriate.  The  appointment 
of  the  incumbent  of  the  fellowship  and  the  choice  of 
subjects  for  investigation,  as  well  as  the  disposition 
to  be  made  of  the  results  of  such  investigations  as  may 
be  undertaken,  are  to  be  decided  by  the  Institute  fac- 
ulty or  the  joint  committees  of  the  University  and  the 
Institute  having  control  of  engineering  work. 


Trade  Publications 

How  to  Maintain  Concrete  Roads  and  Streets — Hints 
on  remedying  cracks,  holes  and  depressions  in  concrete  roads. 
Published  by  the  Portland  Cement  Association;  3  pages,  6 
x  9  inches,  pamphlet. 

Dwelling  Houses — A  Code  of  Suggestions  for  Construc- 
tion and  Fire  Protection.    This  pamphlet  incorporates  con- 


struction specifications  intended  to  properly  protect  dwelling 
houses  against  fire.  Published  by  the  National  Board  of  Fire 
Underwriters,  New  York;  115  pages;  illustrated. 

Fundamentals  of  Reinforced  Concrete  Design — A  lecture 
prepared  by  Ernest  McCullough,  chief  engineer,  Fireproof 
Construction  Bureau,  for  the  short  course  for  manual  train- 
ing and  vocational  teachers  held  at  the  Lewis  Institute, 
Chicago,  June  26  to  July  1,  1916.  Published  by  the  Port- 
land Cement  Association;  18  pages,  6x9  inches;  illustrated. 

The  Concrete  Road — Paper  prepared  by  Edward  N. 
Hines,  chairman,  Board  of  County  Road  Commissioners, 
Wayne  County,  read  before  the  meeting  of  the  Portland 
Cement  Association  at  Detroit,  September,  1916.  Deals  with 
general  features  of  concrete  roads  as  exemplified  by  those  of 
Wayne  County.  Published  by  the  Portland  Cement  Asso- 
ciation; 13  pages,  6x9  inches. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


Western  Canada  White  Lead,  Limited,  has  been  incor- 
porated with  a  capital  of  $40,000,  head  officse  at  the  city 
of  Vancouver,  B.C. 

It  is  understood  that  the  request  of  the  Kingston,  Ont., 
plumbers  for  an  increase  in  wages  from  $3.00  to  $3.50  per 
day  has  been  granted. 

The  New  Westminster  Foundry  Company,  Limited,  has 
been  incorporated  with  a  capital  of  $10,000,  head  office  at 
New  Westminster,  B.C. 

The  Universal  Smokeless  Heat  Generator  Company. 
Limited,  has  been  incorporated  with  a  capital  of  $50,000, 
head  office  at  Victoria,  B.C. 

Building  operations  in  the  city  of  Quebec  have  been 
active  this  season.  For  the  six  months,  April  to  September 
inclusive,  buildings  have  been  erected  involving  an  expendi- 
ture of  $1,694,194,  as  compared  with  $1,419,943  during  the 
same  period  last  year. 

A  largely  attended  meeting  at  Whitby,  Ont.,  recently, 
organized  a  branch  of  the  Ontario  County  Good  Roads  As- 
sociation for  that  town.  The  chairman  and  the  secretary 
were  authorized  to  arange  for  a  big  meeting  during  the 
session  of  the  county  council  in  November. 

A  contract  for  an  addition  to  the  St.  Eusbe  School,  Amity 
Street,  Montreal,  has  been  let  by  the  Catholic  School  Com- 
missioners to  Durocher  and  Archambault,  at  $152,400.  The 
plans  are  by  Messrs.  Vandal  &  Gascon  and  Messrs.  Venne 
&  Labclle,  associate  architects.  The  addition  will  be  three 
storeys,  of  brick  and  stone  construction,  concrete  founda- 
tion and  Barrett  roofing. 

The  Querbes  Academy  at  Outremont,  Que.,  which  has 
recently  been  opened,  is  a  very  fine  building  where  the  most 
modern  facilities  for  the  physical  as  well  as  the  mental  train- 
ing of  boys  have  been  provided.  The  cost  of  the  building  is 
about  $200,000.  It  is  of  fireproof  construction.  Its  architec- 
ture is  somewhat  of  a  departure  from  the  usual  severity  of 
style  considered  suitable  for  schools. 

The  total  value  of  the  building  permits  issued  through- 
out the  Dominion  during  the  month  of  September  this  year 
was  $3,401,655,  as  compared  with  $2,435,148  in  the  corres- 
ponding month  last  year.  It  is  in  the  West  that  the  biggest 
general  increase  is  registered,  17  cities  showing  an  increase 
of  130  per  cent.  In  eastern  C  anada  the  total  for  29  cities 
was  $2,378,650,  a  20  per  cent,  increase  over  September,  1915. 
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The  total  u>r  the  hr>t  nim-  months  of  the  year  is  9  per 

cent   almvf  tlic  corresponding  j » c r i i > 1 1  last  year. 

\  recent  fire  totally  destroyed  a  frame  structure,  225 
l.\  SO  feet,  on  section  -'.  Welland  ship  canal,  erected  and 
. .wind  l>\   Haldry.  Ycrbur^h  &  II utchinsoo,  contractors,  and 

used  a-  engine  house,  machine  shop,  blacksmith  shop,  and 

Storehouse  All  the  contents  were  destroyed,  except  the 
locomotives,  which  were  moved  out.  The  machine  shop 
Was  one  of  the  lust  equipped  on  the  canal.  The  loss  will 
be  in  the  neighborhood  of  $  it). out),  only  partly  covered  by 

insurance. 

The  value  of  building  permits  issued  in  Oshawa,  Ont„ 
during  1MB  compared  with  that  of  1916  follows.  The  total 
is  $888,818,  as  against  $52,625  for  the  corresponding  period 
of  last  year: 

l'.ll.">.  1916. 

March   $  2,075  $  2.525 

April   9V350  12,115 

May   25,000  25,000 

I  une   450  58,750 

July    6.000  85,600 

August   7.050  41,225 

September  ,.        2,700  100,000 

The  proposal  of  the  Toronto  Terminals  Company  to 
build  steel  bridges  oyer  Yonge  and  Bay  street  crossings  in 
Toronto  and  postpone  the  construction  of  the  railway  via- 
duct for  fifteen  years  has  not  met  with  approval.  The  city, 
the  Harbor  Board  and  the  Board  of  Trade  will  insist  that 
the  railways  proceed  with  the  viaduct  within  a  reasonable 
time.  It  is  possible,  however,  that  a  compromise  may  be 
made,  and  that  wooden  bridges  may  be  erected  at  Yonge  and 
Bay  streets  and  employed  for  a  period  of  five  or  six  years, 
until  the  time  may  seem^opportune  for  the  building  of  the 
viaduct. 

At  the  recent  annual  meeting,  of  the  Toronto  Housing 
(  ompany  reports  were  presented  indicating  that  the  past  year 
had  been  a  successful  one  for  the  corporation.  All  of  the 
250  apartments  belonging  to  the  company  are  let,  and  the 
rents  for  the  12  months  amount  to  $54,400.  The  meeting  was 
addressed  by  Mr.  G.  Frank  Beers,  who  declared  that  the 
solution  of  the  housing  problem  in  urban  municipalities  would 
be  found  in  the  adoption  and  enforcement  of  town  planning 
regulations.  The  meeting  passed  a  resolution  authorizing 
the  directors  to  memorialize  the  provincial  government  urg- 
ing the  enactment  of  town  planning  legislation. 

Mr.  W.  Sanford  Evans,  chairman  of  the  Georgian  Bay 
Canal  Commission,  was  present  at  a  recent  luncheon  of  the 
Canadian  Club  at  Hamilton,  and  delivered  an  address  in 
which  he  discussed  marketing  conditions  in  Western  Can- 
ada, showing  the  need  for  a  new  canal  linking  up  the  West. 
He  states  that  the  feasibility  of  the  canal  had  been  passed 
upon  by  engineers,  but  that  it  was  said  the  cost  would  be 
$125,000,000.  and  the  question  arose  whether  it  would  be 
advisable  to  spend  that  amount.  The  commission  would 
not  meet  again  until  after  the  war,  he  said,  but  in  the  mean- 
time he  was  working  along  gathering  information  and  statis- 
tics to  see  if  the  expenditure  was  justified. 

It  is  reported  that  six  of  the  highest  city  officials  of 
Montreal  intend  leaving  the  municipal  service  at  the  end 
of  the  year.  They  are:  Paul  E.  Mercier,  chief  city  engineer; 
John  Barlow,  city  surveyor;  Senator  L.  O.  David,  city  clerk; 
J.  Tremblay.  chief  of  the  fire  department;  J.  Arnoldi,  city 
treasurer;  Justinien  Pelletier,  city  comptroller,  and  auditor. 
As  to  the  reasons  given  by  each  for  his  resignation,  old 
age  or  sickness  is  the  most  common.  In  the  case  of  Engineer 
Mercier  the  report  may  be  somewhat  premature,  but  it  is 
-aid  he  is  disgusted  with  city  hall  methods  and  interference 
of  aldermen  and  controllers  in  matters  which  they  do  not 
understand.  All  of  the  officials  who  are  resigning,  with 
the  exception  of  Mr.  Mercier,  are  entitled  to  their  pensions. 


Tlie  municipal  expenditure  in  Stratford,  Ont.,  shows  a 
considerable  decrease  this  year  from  the  year  1915,  as  the 
board  of  works  has  adopted  the  policy  of  retrenchement 
on  account  of  the  war.  Up  to  October  3  the  work  handled 
by  tlie  engineering  department  has  cost  approximately  $415,500, 
including  $16,500  for  improvements.  Last  year  the  depart- 
ment's expenditure  during  the  same  period  was  $114,060, 
of  which  amount  $67,500  was  for  public  improvements.  The 
improvements  this  year  have  included  the  laying  of  side- 
walks, road  improvement,  construction  of  sewers,  both  for 
storm  water  and  sew.age,  and  the  laying  of  a  few  water 
mains.  Culverts  w  ere  also  const  nu  t ed  on  Mornington  Road 
and  Regent  Street.  All  the  roadways  constructed  this  year 
were  of  Tarvia.  Some  of  the  work  authorized  this  year 
has  been  delayed  on  account  of  shortage  of  labor. 

Concrete  work  on  a  big  storm  sewer  in  Stratford,  Ont., 
lias  just  recently  been  completed  by  the  contractor,  W.  M. 
(I  Davies,  who  has  carried  out  practically  the  whole  under- 
taking since  its  inception  four  years  ago.  This  sewer  stretches 
virtually  across  the  city,  covering  in  the  Erie,  Romeo  and 
Collegiate  creeks,  and  the  cost  is  in  the  neighborhood  of 
$55,000.  The  entire  work  is  of  monolithic  construction  and 
is  declared  by  City  Engineer  Manson  to  be  altogether  satis- 
factory. The  Romeo  section  of  the  sewer  is  egg-shaped,  and 
is  6,800  feet  long,  varying  in  width  from  5  to  9  feet.  The 
Erie  arch  is  2,000  feet  long,  9  feet  wide  and  5  feet  high,  while 
the  Collegiate  section  is  1,400  feet  long,  9  feet  wide  and  6 
feet  high.  The  concrete  ranges  from  10  to  12  inches  in 
thickness  at  the  top  and  is  about  2  feet  in  width  at  the  foot 
of  the  wall.  The  bottom  is  V-shaped  and  at  the  thinnest 
measures  6  inches. 


Personals 


Mr.  C.  H.  Rust,  city  engineer,  Victoria,  B.C.,  recently 
addressed  the  Rotary  Club  of  that  city  and  described  inter- 
esting features  of  the  sewer  and  waterworks  systems. 

Mr.  A.  E.  Foreman,  assistant  city  engineer  of  Victoria 
since  1912,  is  leaving  that  city's  service  on  November  1. 
During  Mr.  Foreman's  four  years  in  his  present  position 
he  has,  in  addition  to  his  other  duties,  introduced  a  very 
accurate  cost  data  system  which  is  said  to  have  greatly- 
increased  the  efficiency  of  the  engineering  department.  A 
short  article  by  Mr.  Foreman  on  this  subject  appeared  in 
the  Contract  Record  of  October  4.  Mr.  Foreman  is  a  gradu- 
ate of  the  1903  engineering  class  of  McGill  University.  Latcr 
he  was  secretary  and  manager  of  the  Concrete  Engineering 
and  Construction  Company,  of  Vancouver,  and  for  a  short 
time  was  a  member  of  the  firm  of  Dutcher  and  Foreman. 
In  1910-11  lie  was  resident  engineer  of  construction  on  the 
concrete  power  dam  at  Revelstoke  and  from  that  date  until 
his  appointment  to  the  position  he  is  just  leaving,  he  was 
supervising  engineer  of  the  Dallas  road  sea-wall  and  con- 
struction engineer  at  Smith's  Hill  reservoir.  Mr.  Foreman 
is  a  member  of  the  executive  of  the  Victoria  Branch  of  the 
Canadian  Society  of  Civil  Engineers. 


Obituary 

Mr.  John  Aylen,  an  Ottawa  civil  engineer  who  had  been 
working  on  the  Hudson's  Bay  Railway,  was  found  dead  re- 
cently in  a  Winnipeg  hotel.    He  was  fifty  years  of  age. 

Capt.  Frank  Ross  Newman,  who  for  three  years  pre- 
vious to  his  enlistment  had  held  the  position  of  local  man- 
ager for  the  Canadian  Fairbanks  Mose  Company  in  Toronto, 
has  died  of  wounds  in  a  London  hospital.  He  joined  the 
Queen's  Own  Rifles  on  October  14,  1914.  and  one  month 
later  was  attached  to  a  Toronto  overseas  battalion  with  the 
rank  of  captain. 


Contracts  Department 


News    of   Special   Interest  to  Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Alberta  Province. 

The  Department  of  Public  Works,  Ed- 
monton, are  considering  a  scheme  for  the 
reclamation  of  a  tract  of  land  between 
Daysland  and  Bawlf.  Approximate  cost, 
$60,000. 

Gosfield  Township,  Ont. 

The  Township  Council  are  considering 
the  construction  of  tile  drains.  Clerk,  G. 
W.  Coatsworth,  Kingsville,  Ont. 

Hamilton.  Ont. 

The  City  Council  will  submit  the  mat- 
ter of  the  construction  of  sewers  on 
Kenilworth  Street  to  the  ratepayers  on 
the    1st   of  January.      Estimated  cost, 

$.->t;.o<M). 

The  plans  for  the  proposed  pumping 
station  and  equipment  will  shortly  be  fin- 
ished and  sent  to  the  City  Council  for 
approval,  following  which  tenders  will  be 
called.  Approximate  cost,  $300,000.  En- 
gineers, J.  Milne.  Toronto;  James  Bain, 
and  the  City  Engineer. 

Leamington,  Ont. 

The  Town  Council  are  considering  the 
construction  of  watermain  extensions. 
Clerk,  R.  M.  Selkirk. 

London.  Ont. 

The  City  Council  contemplate  the  con- 
struction of  extensions  to  the  storm  and 
sanitary  sewers.    Clerk,  S.  Baker. 

Petrolia,  Ont. 

The  Town  Council  have  decided  to 
construct  cement  sidewalks  on  Main 
Street.    Clerk,  J.  McHattie. 

Ridgetown,  Ont. 

The  Town  Council  propose  to  start 
work  shortly  on  the  construction  of  ce- 
ment sidewalks  on  Church  Street.  Clerk. 
D.  Cochrane. 

Romney  Township,  Ont. 

The  Township  Council  are  considering 
the  construction  of  tile  drains  and  other 
improvements.  Clerk,  ].  A.  Kennedy, 
Whcatley,  Ont  

Tilbury  West,  Ont. 

The  Township  Council  are  considering 
the  construction  of  drainage  improve- 
ments in  conjunction  with  adjoining 
townships.  Clerk,  S.  T.  Anderson,  Com- 
ber, Ont. 

Vancouver,  B.C. 

The  City  Council  have  authorized  the 
construction  of  sewers  in  Hastings 
Townsite,  estimated  to  cost  $20,000.  En- 
gineer, F.  T.  Fellowes. 

CONTRACTS  AWARDED. 

Assiniboia.  Sask. 

The  Town  Council  have  let  the  follow- 
ing contracts  for  the  construction  of  a 
waterworks  system:  One  internal  com 
bustion  engine.  Boving  Company  of  Can- 
ada, Ltd.,  Lindsay,  Ont.;  generator, 
Switchboard,  and  other  apparatus,  West 
inghouse  Company,  Ltd.,  Portage  Ave- 


nue, Winnipeg;  pumps,  motors,  piping, 
and  air  compressor,  James  Ballantyne  & 
Col.,  Wall  Street,  Winnipeg;  one  pneu- 
matic storage  tank,  Canadian  Allis- 
Chalmers  Company,  146  Notre  Dame 
Street,  Winnipeg;  one  oil  storage  tank, 
Town  of  Battleford,  Sask.;  poles,  wire, 
and  lime  material.  Northern  Electric, 
Ackerman  Building,  Regina;  about  17,500 
feet  of  cast  iron  or  steel  pipe  and  spe- 
cials, Canada  Iron  Foundries,  28  Victoria 
Square,  Montreal;  hydrants,  gate  valves, 
and  boxes,  T.  McAvity  &  Sons,  14?  Ban- 
natyne  Avenue,  Winnipeg;  trenching  and 
laying  of  pipe,  M.  S.  Hines,  Souris,  Man.; 
erection  of  power  station  and  heating 
plant  and  construction  of  reinforced  con- 
crete reservoir,  J.  A.  Broley,  Fernie,  B.C. 

Sault  Ste.  Marie,  Ont. 

The  City  Council  have  let  the  contract 
for  the  construction  of  a  15-inch  sanitary 
sewer  on  North  Street  to  Bombardo  & 
Wilde. 

St.  Mary's,  Ont. 

The  Town  Council  have  let  a  contract 
for  pumping  equipment  to  Canadian  Al- 
lis-Chalmers  Company,  212  King  Street 
West,  Toronto. 

Toronto,  Ont. 

The  contract  for  construction  of  pave- 
ment on  Osier  Avenue  has  been  trans- 
ferred from  the  Commisioner  of  Works 
to  the  Warren  Bituminous  Paving  Com- 
pany of  Ontario,  Ltd.,  McKinnon  Build- 
ing, at  $11,089. 


Railroads,  Bridges  and  Wharves 

Essex  County,  Ont. 

The  County  Council  are  building  twelve 
small  concrete  bridges  by  day  labor,  and 
propose  to  construct  a  similar  number  in 
the  spring,  as  well  as  two  steel  bridges, 
50  and  75  feet  long.  Clerk,  W.  P.  Doyle, 
Sandwich,  Ont. 

Sault  Ste.  Marie.  Ont. 

An  unloading  bridge  at  the  New  On- 
tario Dock,  owned  by  the  Inland  Lines. 
Ltd.,  lias  been  destroyed  by  gale.  Loss, 
$50,000. 

Swan  River,  Man. 

Tenders  on  the  construction  of  a  steel 
bridge  with  concrete  abutments  will  be 
received  until  November  2nd  by  the  sec- 
retary to  the  Municipal  Council,  J.  Arm- 
strong, Box  153,  Swan  River.  Plans  and 
specications  at  office  of  the  Department 
of  Public  Works,  Winnipeg. 

Toronto.  Ont. 

The  Canadian  Pacific  Railway  and  the 
Board,  of  Control  have  had  plans  pre- 
pared for  a  bridge  to  be  built  over  Reser- 
voir Ravine,  and  the  work  will  be  done 
under  the  supervision  of  the  C.P.R.  The 
bridge  will  have  four  tracks  and  an  un- 
derdeck  for  pedestrians,  street  cars,  and 
other  traffic. 

Public  Buildings,  Churches 
and  Schools 

Bcamsville,  Ont. 

The  Hoard  of  Education  have  decided 
to  build  the  proposed  High  School  on  a 


percentage  basis,  and  the  work  will  be 
supervised  and  material  purchased  by  the 
architect,  W.  YV.  Lachance,  157  Main 
Street,  Hamilton.  Approximate  cost, 
$20,000. 

London,  Ont. 

The  London  Health  Association  are 
about  to  start  work  on  a  tuberculosis 
hospital,  estimated  to  cost,  $50,000,  which 
will  be  shared  between  the  association 
and  the  Provincial  Government. 
Sault  au  Recollet,  Oue. 

The  School  Board  propose  to  erect  a 
school,  and  are  now  negotiating  for  a 
site.    Secretary,  J-.  A.  Cadieux. 

St.  Catharines,  Ont. 

Tenders  on  the  erection  of  an  addition 
t<>  the  Alexander  School  will  be  received 
until  November  15th  by  the  secretary  of 
the  School  Board,  G.  I.  McBride.  Ap- 
proximate cost,  $25,000.  Architect.'!'.  II. 
Wiley,  128  St.  Paul  Street. 

Three  Rivers,  Que. 

Tenders  will  be  received  until  Novem- 
ber 6th  for  the  erection  of  a  school  for 
the  Roman  Catholic  School  Board.  Ar- 
chitects, Asselin  &  Brousseau,  177  Notre' 
Dame  Street. 

Toronto,  Ont. 

The  erection  of  a  wing  at  the  Toronto 
Hospital  for  Incurables,  Dunn  Avenue,  is 
being  considered.  Estimated  cost,  $30,000. 
President,  Ambrose  Kent. 

The  congregation  of  North  Earlscourt 
Methodist  Church  are  having  plans  pre- 
pared for  a  new  church,  estimated  to  cost 
$10,000.  Frame  and  brick  construction. 
Architects,  Burke,  Horwood  &  White, 
Ryric  Building. 

Welland,  Ont. 

The  Welland  County  Hospital  Board, 
at  their  annual  meeting  set  aside  $9,000 
for  the  erection  of  an  addition  after  the 
war.    Secretary,  C.  M.  Webber. 

CONTRACTS  AWARDED. 

Calgary,  Alta. 

In  connection  with  the  addition  which 
is  now  being  built  to  the  Sacred  Heart 
School  for  the  Calgary  Separate  School 
Board  the  contract  for  masonry  and  car- 
pentry has  been  awarded  to  the  general 
contractors,  and  the  heating  and  plumb- 
ing to  Snyder  &  Co.,  112  North  Street 
East. 

Montreal.  Oue. 

The  general  contract  for  the  erection 
of  an  addition  to  the  school  on  Amity 
Street  for  the  Roman  Catholic  School 
Commissioners  has  been  let  to  Durocher 
&  Archambault,  care  of  the  architects, 
Venne  &  Labelle,  706  St.  Catherine  Street 
East.    Approximate  cost,  $152,400. 

Moose  Jaw,  Sask. 

In  connection  with  the  erection  of  an 
hospital  for  the  Sisters  of  Providence,  the 
contract  for  plumbing  and  heating  has 
been  let  to  Kennedy  &  Co.,  Moose  Jaw, 
.it  $30,000. 

St.  Joseph,  Nfld. 

The  contract  for  masonry  required  in 
the  erection  of  a  church  has  been  let  to 
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I  i.  i >.ul n  .ind  \\  .  Murphy,  care  of  the 
pastor.  Rev.  Dr.  Kitchen,  and  the  carpen- 

tr\  to  |  Pidgeon.  Approximate  cost. 
PO.000. 

Union  on  the  Lake.  Ont. 

In  connection  with  the  hospital  altcru- 
1 1< mi >  now  being  carried  out  for  tile  Essex 
Comity  Health  A880ciation(  the  contract 
fur  motini;,  heating,  an«l  plumbing  for 

tiu-  remaining  wings  lias  been  let  to  A.  E. 

Law.  Leamington. 

Business  Buildings  and  Indus- 
trial Plants 

Canboro  Township,  Ont. 

The  American  Gas  and  Gasoline  Com- 
pany propose  to  contsruct  a  compressor 
plant,  and  have  secured  a  site.  Rein- 
forced concrete  construction.  Agent,  Eu- 
gene F.  Deiner,  Dunnvillc,  Ont. 

Edmonton.  Alta. 

The  Western  Trust  Company,  1004 
One  Hundred  and  One-A  Avenue,  pro- 
pose to  demolish  a  large  church  and  to 
erect  two  or  three  stores. 

Fort  William.  Ont. 

John  King,  Victoria  Avenue,  is  in  the 
market  for  a  quantity  of  galvanized  cor- 
rugated iron  and  prepared  roofing  in  con- 
junction with  the  erection  of  his  elevator. 

M.  Sellers  &  Son.  408  Grain  Exchange, 
have  had  plans  prepared  for  an  elevator, 
estimated  to  cost  $130,000,  and  will  call 
for  tenders  at  once  for  the  working  house 
section. 

Granby.  Que. 

The  Montreal  and  Southern  Railway 
Company  propose  to  instal  a  steam  heat- 
ing system  at  their  station  on  Main 
Street.    Manager,  S.  R.  Powell. 

Grand  Rapids,  Man. 

Final  plans  are  now  being  prepared  for 
a  oulp  and  paper  mill,  plans  to  be  con- 
structed for  the  Manitoba  Power,  Pulp 
and  Paper  Company,  Ltd.,  Winnipeg. 
Approximate  cost.  $2,000,000.  General 
manager.  D.  B.  McDonald,  530  Green- 
v'i  od  Place. 

Grimsby,  Ont. 

The  Radient  Electric  Company  are 
considering  the  erection  of  an  addition  to 
their  premises.  Cement,  frame,  and  steel 
construction. 

Hamilton.  Ont. 

Ross  Head.  362  Wentworth  Street 
South,  proposes  to  build  a  store  at  Bel- 
mont and  Concession  Streets.  Brick  con- 
duction.   Estimated  cost.  $3,000. 

Plans  of  an  office  building  are  being 
prepared  for  the  Canadian  Westinghouse 
Company,  Sanford  Avenue  North.  Brick 
and  terra  cotta  construction.  Approxi- 
mate cost.  $150,000.  Architects.  Prack  & 
Perrine.  Lumsden  Building,  Toronto. 

Indian  River.  Ont. 

The  Farmers'  Dairy  Company,  Ltd., 
Walmer  Road.  Toronto,  will  shortly  start 
work  on  a  dairy  building  and  residence, 
estimated  to  cost  $10,000.  Frame  and 
brick  construction. 

London.  Ont. 

A.  E.  Nutter.  Dominion  Bank  Building, 
is  preparing  plans  of  a  garage  for  G.  A. 
Wenige.  427  Wellington  Street,  and  ten- 
ders will  shortly  be  called.  Frame  con- 
struction. 

J.  W.  Westervelt.  Forest  City  Business 
College,  has  purchased  the  Western  Ho- 
tel on  Richmond  Street,  and  intends  to 
remodel  the  building  for  a  business  col- 


lege Approximate  cost,  $5,000.  Work 
will  start  early  next  'ear. 

Moncton.  N.B. 

Plans  .nc  being  prepared  for  the  con- 
version of  ;i  hotel  into  stores  for  Patrick 
Gallagher,  Approximate  cost,  $5,000. 
Architect,  Allien  Sincennes,  02  Main 
Street. 

Montreal,  Oue. 

\\  ork  is  likely  to  start  in  about  one 
month  on  the  theatre  which  the  North 
F.nd  Amusement  Company  propose  to 
build  on  St.  Denis  Street,  but  no  con- 
tracts are  yet  awarded.  Approximate 
cost.  $125,000.  Manager  of  company,  W. 
K.  <  larabut,  Power  Building. 

Aird  &  Son,  482  Ontario  Street,  are 
about  to  build  a  factory  by  day  labor  un- 
der supervision  of  J.  B.  Gratton,  Ltd.,  600 
Labrecquc  Street.  Brick  construction. 
Architect.  L.  R.  Mont  Briant,  230  St.  An- 
dre Street. 

Montrose,  Ont. 

The  Canadian  Aloxite  Company,  Ni- 
agara Falls,  have  commenced  the  erec- 
tion of  an  addition  to  their  plant,  and 
will  do  all  work.  Steel,  concrete,  and 
brick  construction.  Approximate  cost, 
$35,000.  Engineer,  L.  J.  Call,  care  of  the 
company. 

Niagara  Falls,  Ont. 

The  Perfection  Tire  and  Motor  Com- 
pany, Ltd.,  of  Canada,  713  Marquette 
Building,  Chicago,  111.,  have  secured  a 
site  for  their  proposed  plant,  and  will 
probably  start  work  on  the  completion  of 
the  siding,  which  is  now  being  construct- 
ed by  the  Michigan  Central  Railway.  Ap- 
proximate cost,  $35,000. 

Ottawa.  Ont. 

The  proprietors  of  the  Minto  Hotel  are 
having  plans  prepared  for  the  conversion 
of  the  building  into  stores  and  apart- 
ments. Brick  and  steel  construction.  Ar- 
chitect, W.  H.  George,  Castle  Building, 
Queen  Street. 

Alterations  and  additions  to  premises 
on  Elgin  Street,  owned  by  Charles  Mc- 
Gee,  are  now  being  built  by  day  labor, 
under  supervision  of  the  architect,  W.  E. 
Noffke,  Plaza  Building,  Rideau  Street. 
Contracts  will  be  let  for  heating,  plumb- 
ing, and  electrical  work.  Approximate 
cost.  $7,000. 

St.  John,  N.B. 

F.  G.  Spencer  proposes  to  have  plans 
prepared  for  a  theatre  to  be  built  on 
King  Square,  and  to  let  contracts  in  the 
spring. 

Toronto.  Ont. 

Work  will  start  shortly  on  the  erection 
of  an  addition  to  the  bakery  of  J.  Demp- 
ster, 224  Dundas  Street.  Brick  construc- 
tion. Approximate  cost,  $6,000.  Archi- 
tect, W.  G.  Burns,  74  Indian  Grove. 

J.  W.  Butchart,  1  St.  Ives  Avenue,  is 
receiving  tenders  on  drains,  plumbing, 
heating,  roofing,  plastering,  and  painting 
in  connection  with  the  erection  of  a  store 
and  residence  for  J.  R.  Hume,  1243  Dun- 
das Street. 

J.  A.  Thatcher,  37  Cowan  Avenue,  is  re- 
ceiving tenders  on  all  trades  required  in 
the  erection  of  a  factory,  estimated  to 
cost  $200,000.  Concrete  and  steel  con- 
struction. 

The  Toronto  and  York  Railway  Com- 
pany will  shortly  start  work  on  a  wait- 
ing room  at  Yonge  and  Farnham  Streets. 
General  manager,  W.  H.  Moore,  92  King 
Street  East. 

Work  is  about  to  start  on  the  erection 
of  an  addition  to  the  abaittoir  of  Gunns, 


Ltd..  Gunns  Road.  Tenders  have  been 
received,  but  no  contracts  awarded.  Ap- 
proximate cost,  $3,500. 

G.  W.  Wilson,  266  Evelyn  Crescent,  is 
about  to  start  work  on  a  garage  addition, 
estimated  to  cost  $6,000.  Brick  and  con- 
crete construction. 

A.  W.  and  J.  H.  Shuter,  1115  Daven- 
port Road,  have  commenced  the  erection 
of  a  garage,  estimated  to  cost  $6,000,  and 
will  let  the  smaller  trades.  Brick  con- 
struction. 

Work  has  been  started  on  the  erection 
of  an  addition  to  two  stores  for  Mrs.  S. 
E.  Trent,  274  St.  George  Street.  The  con- 
tract for  masonry  has  been  let  to  Saul  & 
Page,  58  Balmoral  Avenue.  Approximate 
cost,  $3,500.  Architect,  J.  Mitchell,  55  Isa- 
bella Street. 

Trenton.  Ont. 

The  Canadian  National  Features,  Ltd., 
propose  to  build  a  motion  picture  studio, 
and  have  been  granted  concessions  by 
the  town.  Particulars  from  Jeremiah 
Shea,  care  of  Shea's  Theatre,  Victoria 
Street,  Toronto. 

Vancouver.  B.C. 

W.  P.  Nichols,  851  Granville  Street,  is 
about  to  start  work  on  an  addition  to  a 
theatre,  estimated  to  cost  between  $5,000 
and  $10,000.    Work  by  day  labor. 

Verdun,  Que. 

The  general  contract  for  the  erection 
of  an  addition  to  the  plant  of  the  British 
Munitions  Company  has  been  let  to  the 
Atlas  Construction  Company,  37  Belmont 
Street,  Montreal. 

Wainfleet  Township,  Ont. 

J.  Augustine,  Port  Colborne,  Out.,  in- 
tends to  rebuild  his  large  barn  in  the 
spring.  Steel  frame  and  metal  siding  and 
roofing. 

Welland.  Ont. 

The  Toronto-Niagara  Company  are 
building  a  transformer  house,  and  are  do- 
ing all  work  themselves.  Transformers 
and  dynamos  will  be  installed.  Electric 
engineer,  F.  Adams,  care  of  the  Ontario 
Power  Company,  Niagara  Falls. 

CONTRACTS  AWARDED. 

Calgary,  Alta. 

In  connection  with  the  warehouse 
which  is  being  built  for  the  Advance 
Rumley  Company,  Ltd.,  403  Beveridge 
Street,  the  contract  for  steel  work  has 
been  awarded  to  the  Union  Iron  Works,- 
Fourteenth  Street;  plastering,  McDonald 
&  Ward,  care  of  general  delivery;  heating 
and  plumbing,  Campbell  &  Hillier,  429 
Eighth  Avenue  East;  electrical  work, 
Cassidy  Electric  Company,  120  Fifth  Ave- 
nue East. 

The  general,  masonry,  and  carpentry 
contracts  for  the  erection  of  offices  for 
the  Robin  Hood  Flour  Mill,  Ltd..  Fourth 
Street  West,  have  been  let  to  Fraser  & 
Bennett,  414  Fourteenth  Avenue,  and  the 
plastering  to  McDonald  &  Ward,  care  of 
general'  delivery.  Approximate  cost. 
$20,000. 

In  connection  with  the  business  block 
which  is  being  erected  on  Eighth  Avenue 
for  T.  J.  Skinner,  Armstrong  Block,  the 
contract  for  carpentry  has  been  let  to 
the  general  contractors;  steel  work,  Man- 
itoba Bridge  and  Iron  Works,  Logan 
Avenue,  Winnipeg;  heating  and  plumb- 
ing, Snyder  &  Co.,  1126  Ninth  Street. 

Fort  William.  Ont. 

All  work  in  connection  with  the  eleva- 
tor extension  which  is  now  being  built  for 
the  Ogilvie  Flour  Mills  will  be  done  by 
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the  general  contractors,  Barnett  &  Mc- 
Queen Company,  Ltd. 

Granby,  Que. 

The  general  contract  for  the  construc- 
tion of  a  wooden  flume  for  the  Canadian 
Consolidated  Rubber  Company  has  been 
let  to  Arthur  Kent.  Approximate  cost, 
$5,000. 

Montreal,  Que. 

Lajeunesse  &  Company,  688  Notre 
Dame  Street  East,  are  demolishing  exist- 
ing premises  on  St.  Catherine  Street,  pre- 
paratory to  the  erection  of  a  theatre  for 
Loew's  Montreal  Theatres,  Ltd.,  Mont- 
real. 

Moose  Jaw,  Sask. 

In  connection  with  alterations  to  the 
departmental  store  of  Robinson-McBean, 
Ltd.,  the  contract  for  elevator  has  been 
let  to  the  Otis-Fensom  Elevator  Com- 
pany, 310  Cumberland  Avenue,  Winnipeg. 

Oshawa.  Ont. 

The  Oshawa  Railway  Company  have 
let  the  contract  for  installation  of  a  heat- 
ing system  in  the  Railway  Buildings  to 
G.  L.  Lander,  Celina  Street.  Approxi- 
mate cost,  $1,600. 

Ottawa.  Ont. 

The  approximate  cost  of  the  office 
building  which  is  being  erected  by  Doran 
&  Devlin  for  the  Norlite  Realty  Com- 
pany is  $130,000,  not  as  previously  re- 
ported. 

In  connection  with  alterations  to  a 
store  and  office  building  for  McKinley  & 
Northwood,  Rideau  Street,  the  contract 
for  electrical  work  has  been  awarded  to 
Marchand  &  Donelly,  126^  <  Sparks 
Street,  and  the  remainder  of  work  tu  the 
general  contractor. 

Quebec,  Que. 

The  general  contract  for  repairs  to  a 
store  for  the  Guinivan  Shoe  Company 
has  been  awarded  to  L.  H.  Peters,  Ltd., 
10  Ste.  Angele  Street.  Approximate  cost, 
$3,000.  Architects,  Staveley  &  Staveley, 
92  St.  Peter  Street. 

Sault  Ste.  Marie.  Ont. 

The  general  contract  for  the  conver- 
sion of  a  hotel  into  a  picture  theatre  for 
W.  B.  Moorhouse  has  been  let  to  L.  W. 
Allcock,  169  Spring  Street.  Approximate 
cost,  $20,000.  Architect,  T.  R.  Wilks,  612 
Queen  Street. 

Sherbrooke,  Que. 

The  general  contract  for  the  erection 
of  a  factory  addition  for  Walter  Blue  & 
Co.,  King  Street,  has  ben  let  to  Anglins, 
Ltd..  Victoria  Street,  Montreal.  Brick 
and  mill  construction. 

St.  Catharines,  Ont. 

Work  has  been  started  on  razing  exist- 
ing building  preparatory  to  the  erection 
of  a  garage  addition  for  Charles  Taylor. 
The  contract  for  masonry  has  been  let  to 
Newman  Brothers.  75  St.  Paul  Street; 
carpentry,  O.  Mallay  &  Wiley;  steel,  Mc- 
Gregor &  Mclntyre,  1139  Shaw  Street, 
Toronto;  roofing,  Brown  Jarvis,  9  George 
Street,  Brantford;  painting,  J.  Albon,  90 
King  Street.    Approximate  cost,  $4,000. 

Toronto.  Ont. 

The  general  contract  for  the  erection 
of  a  factory  addition  for  Toronto  Laun- 
dry Machine  Company,  Dundas  Street 
and  Sorauren  Avenue,  has  been  awarded 
to  Brown  &  Cooper,  297  Carlton  Street, 
and  work  has  been  started.  Brick  con- 
struction. 

W.  P.  Levack,  519  Roxton  Road,  has 
commenced  the  erection  of  a  store  and 


apartment  block,  estimated  to  cost 
$25,000.  and  has  let  the  contract  for  exca- 
vation to  E.  Corner,  698  Manning  Ave- 
nue. 

In  connection  with  the  factory  which 
is  being  built  for  the  Hamilton  Gear  and 
Machine  Company,  Van  Home  Street, 
the  contract  for  masonry  has  been  let  to 
Wickett  Brothers,  35  Deer  Park  Cres- 
cent, and  the  carpentry  to  George  Sparl- 
ing, 759  Dufferin  Street.  Brick  and  mill 
construction.    Approximate  cost,  $7,500. 

Trail.  B.C. 

The  general  contract  for  the  erection  of 
an  assembly  hall  and  offices  for  the  Trail 
Mill  and  Smelterman's  Union  has  been 
let  to  J.  W.  Taylor,  and  the  heating  to 
John  Balfour.    Frame  construction. 

Vancouver.  B.C. 

The  New  England  Fish  Company,  foot 
of  Gore  Street,  have  let  the  general  con- 
tract for  the  erection  of  a  freight  shed  to 
A.  W.  Starrett.  Approximate  cost,  $17,000. 

The  Dominion  Government  Depart- 
ment of  Public  Works  have  awarded  the 
general  contract  for  the  erection  of  a 
freight  shed  to  Snider  Brothers  &  Breth- 
our,  Ltd.,  C.P.R.  Wharf.  Approximate 
cost,  $45,000. 

Windsor,  Ont. 

Work  has  been  started  on  the  razing  of 
an  existing  building  preparatory  to  the 
erection  of  an  apartment  house  for  A.  J. 
Menard,  15  Pitt  Street  East.  The  con- 
tract for  masonry  has  been  let  to  Harry 
Howe,  142  Lincoln  Road.  Walkerville; 
carpentry  and  steel  work,  V.  Williamson, 
Kildare  Road,  Walkerville;  roofing,  J.  E. 
Hussy,  245  Wyandotte  Street  East,  Walk- 
erville; heating  and  plumbing,  Windsor 
Hardware  Company,  69  Sandwich  Street 
East. 

The  general  contract  for  alterations  to 
a  store  for  the  People's  Loan  and  Sav- 
ings Company,  People's  Building,  has 
been  awarded  to  William  Walker,  41 
Teannette  Avenue.  Approximate  cost, 
$3,000. 


Residences 

Ayers  Cliff,  Que. 

Charles  Drew  and  Marshall  Rexford 
are  each  considering  the  erection  of  a 
residence,  and  may  start  work  shortly. 

Brantford.  Ont. 

Contracts  for  the  erection  of  a  resi- 
dence on  Egerton  Street  for  J.  G.  Town- 
send,  128  Dalhousie  Street,  will  be  award- 
ed in  March.  Architect,  F.  C.  Bodley, 
Temple  Building.  Approximate  cost, 
$5,0000.    Rugdale  brick  construction. 

Hamilton.  Ont. 

C.  L.  Ryman,  19  Mary  Street,  has  mm 
menced  the  erection  of  a  residence  by 
day  labor,  and  will  do  all  work.  Brick 
construction.    Approximate  cost,  $3,000. 

I  Mans  have  been  drawn  for  a  residence 
to  be  built  on  Burlington  Street  by  the 
Grasselli  Chemical  Company.  Burlington 
Street.  Brick  construction.  Approximate 
cose.  $4,000. 

Plans  have  been  drawn  for  two  resi- 
dences to  be  built  on  Sherman  Avenue  by 
II.  Dunham,  719  Cannot  Street  East. 
Brick  construction.  Approximate  cost, 
$2,500  each. 

George  Webb,  136  Stinson  Street,  has 
had  plans  prepared  for  four  residences 
which  he  proposes  to  build  on  Went- 
worth  Street  South.  Brick  construction. 
Estimated  cost  $2,500  each. 


Hespeler,  Ont. 

James  Goudie  is  considering  the  erec- 
tion of  a  residence,  at  an  approximate 
cost  of  $3,000,  and  will  prepare  plans. 

Oakville.  Ont. 

Plans  are  being  prepared  for  a  resi- 
dence to  be  built  for  H.  G.  Kelly,  65  Cas- 
tle Frank  Road,  Toronto,  at  an  approxi- 
mate cost  of  $10,000.  Tenders  will  not 
be  called  until  next  spring.  Architects, 
Chapman  &  McGiffin,  95  King  Street 
East. 

Munro  &  Mead,  34  Hughson  Square, 
Hamilton,  are  preparing  plans  of  a  resi- 
dence for  W.  F.  Eaton,  Ravenscliffe  Ave- 
nue, Hamilton.  Approximate  cost,  $25,000. 
A  garage  is  now  being  erected,  but  the 
residence  will  not  be  built  until  next  year. 

Ottawa.  Ont. 

W.  H.  Lee,  36  Barton  Street,  has  let 
the  contract  for  heating  and  plumbing  in 
connection  with  the  residence  which  he 
is  building  to  C.  Williams,  215  Kent 
Street. 

In  connection  with  the  alterations  and 
additions  to  apartments  on  Laurier  Ave- 
nue for  T.  A.  Armstrong,  132  Daly  Ave- 
nue, the  contract  for  plastering  has  been 
let  to  Murphy  &  Morrow,  139  Waverley 
Street. 

The  Oakland  Land  Company,  care  of 
W.  J.  Spratt,  307  Sunnyside  Avenue,  have 
commenced  the  erection  of  two  resi- 
dences on  Fairbairn  Street,  and  prices  on 
all  trades  are  being  received  by  Mr. 
Spratt.  Brick  veneer  and  stucco  construc- 
tion.   Estimated  cost,  $6,000. 

C.  A.  Wallace,  Woodruff,  Ont.,  is  con- 
sidering the  erection  of  a  residence,  at 
an  approximate  cost  of  $3,800.  Brick- 
veneer  construction. 

Paris,  Ont. 

The  contracts  for  the  erection  of  a 
residence  on  Banfield  Street  for  R.  Turn- 
bull  will  not  be  let  until  January  or 
February.  Architect,  F.  C.  Bodley,  Tem- 
ple Building,  Brantford.  Rugdale  brick 
construction. 

Sherbrooke,  Que. 

Tenders  on  electrical  work  required  in 
the  erection  of  a  resdience  are  being  re- 
ceived by  the  owner,  George  M.  Robins, 
6  Walton  Avenue.  Approximate  cost  of 
residence,  $4,500. 

Toronto.  Ont. 

D.  Cowan,  27  Hilton  Avenue,  is  receiv- 
ing tenders  on  all  trades  required  in  al- 
terations to  a  residence. 

J.  T.  &  1 T.  Hutson,  43  Victoria  Street, 
have  started  work  on  an  apartment 
house,  estimated  to  cost  $25,000,  and  will 
let  smaller  trades.    Brick  construction. 

R.  C.  Vaughan  &  Son,  32  Surrimerhill 
Gardens,  have  commenced  the  erection  of 
apartments,  estimated  to  cost  $15,000,  and 
will  let  smaller  trades.  Tapestry  brick 
construction. 

II.  Addison  Johnston,  63  Normandy 
Boulevard,  has  started  work  on  a  resi- 
dence, estimated  to  cost  $3,000,  and  will 
let  the  smaller  trades.  lie  has  also  bad 
plans  prepared  for  two  others,  estimated 
to  cost  $3,000  each.    Brick  construction. 

F.  G.  Smart.  25  Wineva  Avenue,  has 
commenced  the  erection  of  a  pair  of  resi- 
dences, and  will  let  smaller  trades.  Brick 
construction.    Approximate  cost,  $4,000. 

I".  A.  Thatcher,  37  Cowan  Avenue,  is 
receiving  tenders  on  the  conversion  of  a 
residence  into  a  three-family  apartment. 
Approximate  cost,  $3,000. 

A.  &  A.  Grant,  837  Logan  Avenue,  have 
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commenced  the  erection  of  a  resilience, 
estimated  to  com  13,000.  Brick  construc- 
tion, 

G    W.  Dale.  IS  Butternut  Avenue,  has 

started  work  i>n  a  residence,  estimated  to 

COSt  13.000.     C  ontracts  will  he    let  for 
heating,  plumbing,  plastering  ami  wiring. 
I.  A   Shier.  01  Standish  Avenue,  has 

coinmencetl  the  erection  of  a  residence, 
estimated   to   cost   $4.00(1.   and   will  let 
smaller  trades.     Brick  construction. 
Wurk  on  the  erection  of  a  residence 

has  been  started  bv  C.  W.  Wright,  1315 
Lansdowne  Vvenue,  who  will  let  smaller 

trades.  Brick  construction.  Approxi- 
mate cost.  $3,000. 

Purton   &   Chennells,  158  Ellsworth 

Vvenue,  are  receiving  tenders  on  lathing 

and  plumbing   in  connection  with  resi- 

dences   which   they   are    building  on 

llotnewood  Street. 

1.  \V.  Glare,  1759  Dulfcrin  Street,  has 
started  work  on  three  residences,  esti- 
mated  to  cost  S6.000.    Brick  construction. 

W.  H.  Hutchinson.  s;t  Castle  Prank 
Avenue,  is  ahout  to  start  work  on  an 
addition  to  a  residence,  estimated  to  cost 
$5,000.    Itrick  construction. 

C  K.  Johnson.  2::  Applcton  Avenue, 
has  started  work  on  a  residence,  estimat- 
ed to  cost  $4,000.    Brick  construction. 

E.  C.  Hurlbut.  44  Castlciield  Avenue, 
has  resumed  work  on  the  residence  which 
is  building  on  St.  Leonards  Avenue,  and 
will  let  plumbing,  heating,  painting,  and 
wiring.    Approximate  cost,  $:;,000. 

H.  Addison  Johnston,  83  Normandy 
Boulevard,  has  started  work  on  a  resi- 
dence, estimated  to -cost  $3,500.  Heat- 
ing, plumhitig.  plastering,  and  wiring  will 
be  let. 

Westmount.  One. 

J.  Sawyer.  407  Guy  Street,  Montreal,  is 
preparing  plans  of  a  residence  to  he  built 
for  E.  Mayer,  421!)  Western  Avenue,  at 
an  approximate  cost  of  $4,000.  Brick 
C(  instruction. 

Windsor.  Ont.  . 

In  connection  with  the  residence  which 
is  now  being  erected  for  J.  R.  Mackett.  8 
Langlois  Street,  the  contract  for  painting 
has  been  let  to  William  Roherts,  Mont- 
morenci  Street. 

Sculland  &  Kiggs,  care  of  J.  R.  Scul- 
land.  Royal  Bank  Building,  have  com- 
menced the  erection  of  a  four-family  ter- 
race, estimated  to  cost  $8,000.  Owners 
will  do  all  work  except  pumping  and 
heating.    Brick  construction. 

CONTRACTS  AWARDED. 

Chatham.  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  J.  A.  Hildreth,  Lacroix 
Slip,  has  been  let  to  Frank  Sparks,  San- 
dys Street.  Brick  construction.  Ap- 
proximate cost,  $:t,000.  Painting  by 
owner. 

John  Kime,  7  Elizabeth  Street,  has  let 
the  general  contract  for  the  erection  of 
two  residences  to  A.  J.  Robert,  Joseph 
Street.  Frame  construction.  Estimated 
cost.  $2,200  each. 

Courville,  Oue.  " 

The  Quebec  Home  Builders,  Quebec, 
have  awarded  the  general  contract  for 
the  erection  of  a  residence  to  C.  Mathieu. 
Frame  and  brick  construction.  Approxi- 
mate cost.  $7,000. 

Hamilton.  Ont. 

The  general  and  masonry  contracts  for 
the  erection  of  a  residence  for  George 
Britton,  r;40  King  Street  West,  have  been 


let  to  c.  E.  Gaylard,  54  Lamdreaux 
Street,  ami  the  carpentry  and  rooting  lo 
[,  i  .  Smith,  in'.  Locke  Street  North.  Ap- 
proximate cost,  $3,000, 

Work  has  been  started  mi  the  erection 
ol  four  cottages  for  C.  G.  Hudson,  f.0 
Edinborough  Street,  The  general,  ma- 
sonry, carpentry,  and  roofing  contracts 

have  been  let  tO  Gordon  I  Unison,  cafe  of 
owner.  Frame  construction.  Approxi- 
mate  cost,  $1,500  each. 

In  connection  with  the  residence  which 
is  being  built  by  Stewart  Toothers,  1 
1 1  vde  I  'ark  Avenue,  the  contract  for 
painting  has  been  let  to  J.  Scott,  439 
t  harltotl  Avenue  West;  healing  to  J. 
Tut'ig,  L7  Flat  Avenue,  and  electrical 
work  to  L.  II.  Lander,  II  McXah  Street 
South. 

In  connection  with  the  residences 
which  are  being  built  for  II.  Dunham,  719 
Cannon  Street  Last,  the  contract  for 
painting,  plastering,  and  electrical  work 
has  been  let  to  the  general  contractor, 
heating  to  McClary  Manufacturing  Com- 
pany, York  Street,  and  the  plumbing  Lo 
I.  Kerr,  32  Sherman  Avenue  North. 

Kitchener.  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  Mrs.  K.  Herman,  St. 
Ledger  Street,  has  ben  awarded  to  J. 
Hinchberger.  Brick  construction.  Esti- 
mated cost,  $3,000. 

Niagara  Falls,  Ont. 

In  connection  with  the  residence  now 
in  course  of  erection  for  R.  C.  Young,  43 
Benson  Street,  the  contract  for  plumbing 
and  heating  has  been  let  to  Payne  &  Nes- 
hitt,  122  Main  Street,  Niagara  Falls  South, 
and  electrical  work  to  the  Carter  Electric 
Company. 

Oakville.  Ont. 

The  general  contract  for  the  erection 
of  a  lodge  and  residence  for  J.  W.  Fla- 
velle,  jr..  Queen's  Park,  Toronto,  has 
Keen  let  to  f.  C.  Scott  Company,  Ltd.,  106 
River  Street.  Toronto.  Approximate  cost. 
$25,000.  The  residence  will  not  be  built 
until  next  year.  Architects,  Wickson  & 
Gregg,  Kent  Building. 

Ottawa.  Ont. 

James  Audley  has  let  the  contract  for 
the  erection  of  a  residence  on  Bellwood 
Street  to  James  dimming,  06  Third  Ave- 
nue. Brick  veneer  and  stucco  construc- 
tion.   Approximate  cost,  $4,000. 

The  general  contract  for  the  erection 
ill  a  residence  for  Dr.  Drum'mond,  11  Re- 
gent Street,  has  been  let  to  A.  Villeneuvc, 
109  Bell  Street.  Brick  veneer  construc- 
tion.  Approximate  cost,  $4,500. 

Ouebec,  Que. 

In  connection  with  the  residence  which 
is  now  being  erected  for  J.  Blais,  267 
Fourth  Avenue,  Limoilou,  the  contract 
for  roofing,  heating,  and  plumbing  has 
been  let  to  A.  Noreau.  Fifth  Street,  Do- 
maine  Lairet. 

The  contract  for  plastering  in  connec- 
tion with  the  residence  which  is  now  be- 
ing built  for  J.  L.  A.  Jaudreau,  230  Marie 
de  l'Incarnation  Street,  has  been  awarded 
to  F.  Croteau,  151  Kirouac  Street,  and 
the  plumbing  and  electrical  work  to  R. 
Chiquette,  220  Queen  Street. 

The  general  contract  for  the  erection 
of  a  residence  for  F.  X.  Brousseau,  2  Par- 
ent Avenue,  has  been  awarded  to  V.  Tal- 
bot, 92  Morin  Street.  Frame  and  brick- 
construction.    Approximate  cost,  $3,000. 

In  connection  with  the  residence  which 
has  been  built  by  A.  Bedard,  St.  Pierre  de 
Charlesbourg  Street,  the  contract  for 
plumbing  and  electrical  work  has  been 


awarded  to  A.  La  Pointe,  Fourth  and 
Sixth  Streets,  Limoilou. 

In  connection  with  the  erection  of  a 
residence  for  Miss  Mercier,  L35  Maple 
Vvenue,  the  contract  for  masonry  has 
been  lei  to  Abel  Ratte,  458  St.  Francois 
Street,  and  the  carpentry  to  (J.  Trudel, 
St.  Francbis  Street. 

Thousand  Islands,  Ont. 

The  following  contracts  have  been  let 
For  the  erection  of  an  addition  to  a  resi- 
lience for  Mrs.  J.  K.  Butler,  New  York 
City:  Carpentry,  Henry  Lake,  Mallorv- 
town;  plumbing,  George  Ross  &  Co., 
Broekville;  electrical  work,  A.  G.  Dobbie, 
Broekville;  metal  work,  H.  Wright. 
Broekville;  weather  strip  and  window 
Screens,  Higgin  Company,  ;!7  McCaul 
Street,  Toronto. 

Toronto,  Ont. 

A,  W.  Pike,  59  Hepbourne  Avenue,  is 
about  to  start  work  on  an  apartment 
block,  estimated  to  cost  $20,000,  and  has 
let  the  contract  for  excavation  to  E.  Cor- 
ner, 698  Manning  Avenue.  Brick  con 
struction.  Smaller  trades  will  also  be  lei 
by  owner. 

The  Hoard  of  Control  have  let  a  con- 
tract for  installation  of  sanitary  conven- 
iences in  1!)  houses  to  E.  R.  Maxwell  cc 
Co.,  :!<)7  Queen  Street  West,  and  for  s 
houses  to  G.  H.  Tucker,  162  Oakmount 
Load.  Contracts  are  for  $2,567  and  $.1,087 
respectively. 

The  general  contract  for  the  erection 
of  three  residences  for  W.  A.  Herron.  57 
MacKay  Avenue,  has  been  awarded  to  J. 
A.  Orr,  250  Wright  Avenue.  Brick  con- 
st ruction.    Estimated  cost,  $6,000. 

E.  C.  Hurlbut,  44  Castlefield  Avenue,  is 
building  a  residence  on  Belsize  Street  for 
W.  Walton.  Brick  construction.  Esti- 
mated cost,  $:i,200. 

M.  T.  Frankish,  00  Balfour  Avenue,  is 
building  a  pair  of  residences,  and  has  let 
the  contract  for  plumbing  and  heating  to 
Albert  Emmott,  51  Amroth  Avenue. 
Brick  construction.  Approximate  cost, 
$4,000. 

Power  Plants,  Electricity  and 
Telephones 

Hamilton,  Ont. 

The  project  for  the  erection  of  an  addi- 
tion to  the  Trolley  Street  sub-station  foi 
the  Hydro-Electric  Board  will  be  sub- 
mitted to  the  voters  in  January.  Approxi- 
mate cost.  $10,000. 

Scarborough  Township,  Ont. 

The  Provincial  Hydro  Commission  are 
about  to  construct  a  power  and  light 
transmission  line  throughout  the  town- 
ship. Engineer,  F.  A.  Gaby,  University 
Avenue,  Toronto. 

Stratford,  Ont. 

The  plans  for  the  proposed  power  sta- 
tion addition  have  been  accepted,  and 
tenders  will  be  called  by  the  Ontario 
Hydro  Commision. 

Thorold.  Ont. 

The  Toronto-Niagara  Power  Company 
are  doing  all  work  required  in  connection 
with  the  transformer,  house  which  they 
are  building  on  Carleton  Street. 


Fires 

FIRES  nE|- 
Blind  River.  Ont. 

Opera  house,  owned  by  D.  I.  Miller. 
$8,000;  residence  of  Mrs.  McNamara, 
$1,800;  store  and  residence  of  R.  J.  Ing- 
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stcr,  $1,800;  store  of  .].  R.  Albert,  $6,000; 
store  of  M.  Solomon.  $2,000. 

Elimville.  Ont. 

Stock  barn  owned  by  Kae  Dobhs,  LJim- 
ville,  via  Exeter.  Loss.  $:i,200.  Owner 
will  rebuild. 

Scotstown,  Que. 

Residence  of  1).  Mclver  destroyed. 

St.  Catharines.  Ont. 

Machine  shop,  engine  house,  and  store 
of  Baldry,  Yerburgh  &  Hutchinson,  14 
Queen  Street.    Loss,  $40,000. 

St.  Hyacinthe,  Que. 

Mattress  factory  owned  by  J.  E.  Arpin. 
Loss,  $23,000.    Owner  will  rebuild. 

St.  John's,  Que. 

Foundry  and  machine  shop  of  St. 
John's  Machine  and  Tool  Company.  Loss, 
about  $16,000.  Particulars  from  A.  N. 
Deland,  notary,  St.  John's,  Que. 

St.  Stephen,  N.B. 

Plant  of  the  St.  Stephen  Lumber  Com- 
pany.   Estimated  loss,  $100,000. 

South  Middleton,  Ont. 

Box  factory  owned  by  James  Trevail 
&  Son.    Loss  is  considerable. 

Waterford.  Ont. 

Business  block  owned  by  I.  E.  York. 
Loss,  about  $25,000. 

Wilkesport,  Ont. 

Stock  barn  owned  by  Nicholas  Cun- 
ningham. Loss,  $2,500.  Owner  plans  to 
rebuild. 

Stock  barn  owned  by  Robert  Marsh. 
Loss,  $2,800.  Owner  is  considering  re- 
building. 


Miscellaneous 

Sherbrooke,  Que.  . 

Loomis,  Dakin,  Ltd.,  25  Belyidere 
Street,  are  in  the  market  for  75,000  feet  o. 
2&-inch  to  li^-inch  faced  maple  flooring, 
to  he  delivered  within  two  weeks. 


Tablets  Set  in  Concrete  for  Coast  Survey 
Stations. 

So  that  engineers  and  surveyors  may 
take  advantage  of  United  States  coast 
and  geodetic  survey  benchmarks  and 
stations,  tablets  have  been  issued  by  the 
government  for  use  by  the  engineers  of 
the  survey.  Each  tablet  is  set  in  con- 
crete or  some  kind  of  masonry  structure, 
and  tells  the  nature  of  the  station. 

Directions  for  using  the  new  devices 
state  that  "wherever  a  tnangulation,  re- 
ference, topographic,  or  hydrographic 
station  or  a  leveling  or  tidal  benchmark 
is  established  and  marked  with  the  stan- 
dard inscribed  metal  disc  or  cap,  the 
disc  or  cap  should  be  stamped  with  the 
name  of  the  station  or  the  number  of  the 
benchmark.  There  should  also  be  stamp- 
ed the  year  in  which  the  station  or 
benchmark  is  established.  If  a  station 
or  benchmark  is  recovered  which  had 
been  marked  with  an  inscribed  disc  or 
cap,  the  name  or  number  and  the  date 
when  originally  established  should  be 
stamped.  Also  when  a  recovered  station 
or  benchmark  which  had  not  been 
marked  with  a  disc  or  cap  is  remarked 
with  a  disc  or  cap  the  name  or  number 
and  the  date  of  original  establishment 
should  be  stamped. 

"When  a  new  or  recovered  magnetic 
station  is  marked  with  a  disc,  the  year  in 
which  the  station  was  established  should 
be  stamped  on  the  disc.  It  is  not  neces- 
sary to  stamp  the  name  of  the  mark  of  a 
magnetic  station. 


"The  only  exception  to  this  general 
rule  should  be  when  the  stamping  can- 
not be  done  except  at  excessive  cost  or 
delay  to  the  work  or  when  to  stamp  tin- 
mark  would  loosen  or  destroy  it." 

Low  Centre  of  Gravity  Claimed  for  Con- 
tractor's Locomotive. 

A  number  of  locomotives  of  the  De- 
cauville  type  which  meet  the  require- 
ments of  contractors  have  recently  been 
built  by  the  Baldwin  Locomotive  Works 
for  export  trade.  Aside  from  strong  and 
simple  construction,  the  low  centre  of 
gravity  obtained  by  placing  the  water 
tank  between  the  sides  of  the  steel  plate 
frames  is  claimed  as  another  advantage. 

A  four-coupled  locomotive  was  built 
for  the  Pleystowe  Central  Mills  Com- 
pany, Ltd.,  Australia.  It  operates  on  a 
2-foot  track  on  grades  of  3  per  cent,  and 
curves  of  198-feet  radius.  The  boiler  car- 
ries a  steam  pressure  of  170  pounds  per 
square  inch,  and  has  a  steel  outside  shell, 
a  copper  firebox,  and  brass  tubes.  A  box 
of  8  cubic  feet  capacity  is  placed  in  the 
cab  to  hold  bituminous  coal.  The  tank 
capacity  is  102  gallons. 

The  steam  dome  is  placed  well  forward 
on  the  boiler  and  the  live  steam  pipe 
passes  out  of  the  right  side  of  the  dome. 
The  cylinders  are  G  x  10  inches  and  fitted 
with  plain  slide  valves.  The  equipment 
includes  a  handbrake  with  shoes  on  the 
rear  driving  wheels  only.  The  locomo- 
tive weighs  12,000  pounds  in  working 
order. 


Steel-lined  Material  Chute. 

Concrete  materials  have  to  be  chuted 
down  to  Shaft  2  of  the  shore  tunnel  of 
the  new  Milwaukee  waterworks  intake, 
as  the  shaft  headhouse  lies  at  the  foot  of 
a  bluff.  An  unloading  platform  at  the 
tot)  of  the  bluff  enables  cement,  stone, 
and  sand  to  be  piled  or  dumped  and  sent 
down  the  chute.  The  chute  is  at  an  angle 
of  .'SO  degrees,  and  is  feet  long.  It  is 
40  inches  wide  by  21  inches  deep,  and  is 
made  of  2-inch  plank,  with  bottom  lining 
of  18-gauge  sheet  steel.  The  chute  forks 
at  its  lower  end  and  here  has  a  swinging- 
gate,  so  that  cement  can  be  diverted  to 
the  cement  storage  shed  or  sand  and 
stone  to  the  mixer  platform.  At  the  top 
two  :i  x  :i-feet  openings  in  the  unloading 
platform  give  access  to  the  chute.  All 
materials  except  wet  sand  flow  readily  on 
the  :!0-degree  angle.  With  wet  sand  it  is 
necessary  to  have  a  man  to  help  it  slide. 


Low-priced  Asphalt  Pavements. 

According  to  Eric  Wold,  city  engineer 
of  liurlingame,  Cal.,  in  an  article  in  the 
July  issue  of  "Western  Engineering,"  re- 
cent prices  for  pavements  of  lyi  inches 
of  asphaltic-concrete  surfacing  (Topeka 
specifications)  on  a  4-inch  cement-con- 
crete base,  are  remarkably  low  this  year. 
A  contract  was  let  to  the  Federal  Con- 
struction Company,  San  Francisco,  for 
181,000  square  yards  of  this  pavement  for 
78c.  per  square  yard.  The  contract  in- 
cluded storm  sewers,  sanitary  sewers, 
curbing,  etc.,  amounting  in  all  to  nearly 
a  quarter  of  a  million  dollars.  The  prices 
of  materials  were  as  follows:  Cement  de- 
livered on  the  street,  $2.10  per  barrel; 
crushed  gravel.  $1  per  ton;  asphalt  at  the 
plant  in  tank-car  lots,  $8  per  ton;  lime- 
stone dust,  $5  per  ton.  Keen  competition 
and  efficiency  in  handling  materials  as 
well  as  the  size  of  the  job  are  said  to  be 
instrumental  in  producing  the  low  prices. 


The  longest  water  conduit  in  the  world 
is  the  famous  Coolgardie  line,  in  West 


Australia,  built  in  1902.  Water  is  pumped 
from  a  river  in  the  humid  coast  region, 
and  is  carried  through  351  miles  of  30- 
inch  lock-bar  steel  pipe  to  Kalgoorlie,  in 
the  West  Australian  gold  field,  in  a  dis- 
trict where  rain  seldom  falls.  The  pump- 
ing engines  which  force  the  water 
through  the  main  not  only  have  to  over- 
come the  friction  head,  but  to  raise  the 
water  a  total  height  of  1,447  feet.  At  the 
time  this  pipe  line  was  laid  it  was  thor- 
oughly protected  with  a  mixture  of  coal 
tar  and  Trinidad  aspaltum,  applied  hot. 
but  within  a  very  few  years  after  comple- 
tion it  was  found  that  sections  of  the  pipe 
wci  e  badly  corroded.  The  annual  report 
of  the  engineer  of  West  Australia  in 
charge  of  the  Water  Supply,  Sewerage 
and  Drainage  Department  is  reviewed  in 
"The  Engineer"  (London)  of  Aug.  1>S, 
and  gives  interesting  particulars  regard- 
ing the  further  corrosion  of  this  pipe  line. 
The  most  serious  corrosion  has  been  due 
to  the  action  of  mineral  salts  in  the  soil 
of  certain  districts  through  which  the 
line  passes.  The  interior  of  the  pipe, 
however,  has  become  covered  in  many 
places  with  tubercles,  under  which  cor- 
rosion goes  on.  The  increase  in  corro- 
sion, from  -the  figures  in  the  report,  ap- 
pears to  be  rapid.  In  the  year  1911-12 
the  number  of  holes  occurring  from  ex- 
ternal corrosion  was  only  124.  In  1 '.114-15 
there  were  2,078.  In  the  first-named  year 
£17,000  was  expended  on  maintenance. 
In  1914-15  the  expenditure  was  £  5 1  .(too. 


A  portable  plank  roadway  six  miles  in 
length  is  being  constructed  across  the 
sand-hill  country  about  midway  between 
the  Imperial  irrigation  district  and  Yuma. 
Ariz.,  as  a  part  of  the  state  highway  being 
built  by  the  California  Highway  Commis- 
sion. These  sand  hills  are  composed  of 
very  fine  uniform-grained  sand  similar  to 
that  used  in  an  hour  glass,  and  so  line 
and  dry  that  when  a  handful  is  picked  up 
nearly  all  the  sand  escapes  from  the  fist. 
The  roadway  will  be  eight  feet  wide,  with 
double-width  turnouts  every  1.000  feet, 
where  two  cars  can  sidetrack  to  allow 
others  to  pass  on  the  mam  line.  Phe 
roadway  is  built  of  4-inch  planks  spiked 
to  three  stringers  underneath.  Half-inch 
carriage  bolts  are  cinched  up  tight  by- 
means  of  nuts  and  washers  under  the  bot- 
tom of  the  stringers.  The  individual  units 
are  12  feet  ong,  weighing  about  1,500 
pounds  each,  and  are  rigidly  joined  to- 
gether by  bolts  and  iron  straps.  The 
plankway  will  be  coated  with  hot  reoad 
oil  and  then  covered  wijth  coarse  sand  or 
line  gravel.  A  small  force  of  men  and 
teams  will  be  maintained  in  the  vicinity 
of  the  plank  road  to  clear  away  small 
drifts  as  soon  as  they  occur.  Should  it  be 
found  that  a  sand  hill  of  considerable  size 
is  advancing  across  the  road,  a  short 
piece  of  the  roadway  will  be  taken  up 
and  shifted  to  one  side  to  avoid  the  drift. 


Inspection  of  cast-iron  pipe  for  the  Chi- 
cago waterworks  in  1915  cost  $12,450,  or 
27.8c.  per  ton  for  the  44,709  tons  tested. 
The  percentage  of  pipe  rejected  was  :t4.4 
per  cent.  The  cost  of  inspection  was 
much  larger  than  in  previous  years,  ow- 
ing chiefly  to  the  fact  that  a  large  num- 
ber of  foundries  are  in  the  field,  requir- 
ing many  more  inspectors,  while  the  ton- 
nage of  pipe  purchased  did  not  increase- 
in  proportion.  All  inspection  work  of  the 
Department  of  Public  Works  is  done  by 
the  testing  division,  under  the  supervision 
of  L.  S.  Marsh,  engineering  chemist  in 
charge. 


Tenders  and  For  Sale  Department 


BOILERS  FOR  SALE 

Two  low  pressure  30  H.P.  steel  boileis  com- 
plete Willi  mountings,  grates,  etc.  Have  been  in 
ute  le»»  than  two  months.  Good  for  steam  or 
hot  water  heating  purpose*.  Each  will  carry 
3  U00  s.jiiirc  Irel  ot  steam  radiation.  Further 
ulars—  MacM.  K.  &  D..  4  Beaver  Hall  bq., 
Montreal  IT-l.t. 


Tenders  for  Cement 
Supply  for  1917 

Greater  Winnipeg  Water 
District 


Sealed  tenders  will  be  received  by  the  under- 
signed at  their  office  up  to  noon  of  Monday, 
November  27th.  1916.  for  the  supply  during  the 
building  season  of  1917  of  the  District  s  require- 
ment- of  Portland  Cement,  estimated  in  the 
neighborhood  of  200.CXMJ  barrels.  Debvery  to  be 
made  with  j-egularity  weekly  during  the  season. 

Specifications  may  be  obtained  at  this  office, 
t  deposit  of  $10,iMMi  will  be  required  with  the 
tender. 

The  District  reserves  the  right  to  reject  any  or 
all  tenders  or  to  accept  any  tender  which  may 
seem  most  advantageous  to  the  District. 

R.  D.  WAUGH, 
Chairman  of  Commissioners, 
901  Boyd  Building, 

Winnipeg,  Manitoba,  Canada. 
October  24th,  1916.  44  45 


Department  of  Railways  and  Can  a  Is 
Canada. 

Canadian  Government  Railways. 


Superstructure  of  Elevator, 
St.  John,  N.  B. 


Sealed  tenders,  addressed  to  J.  W.  Pugsley, 
Secretary  of  the  Department  of  Railways  and 
Canals.  Ottawa,  Ont.,  and  marked  on  the  out- 
side "Tender  for  Superstructure  of  Elevator,  bt. 
John,"  will  be  received  up  to  and  including 
twelve  o'clock  noon,  Wednesday.  November  15th, 
for  the  construction  of  a  reinforced  concrete 
grain  elevator  with  a  capacity  of  500,000  bushels. 

Plans,   specifications  and   blank   form  of  con- 
tract may  be  seen  at  the  offices  of  the  follow- 
ing, on  and  after  October  ICth : 
Chief    Engineer,    Department   of    Railways  and 

Canals,  Ottawa. 
Chief  Engineer,  Canadian  Government  Railways. 

Moncton,  N.B. 
General   Superintendent,   Winnipeg,  Man. 
Resident  Engineer,  Fort  William,  Ont. 
John  S.   Metcalf  Company,   Limited,  Engineers, 
Montreal,  Que. 

Contractors  who  wish  to  obtain  plans  and 
specifications  temporarily  for  their  own  use  may 
obtain  same  from  any  of  the  offices  at  which 
plans  are  on  exhibition,  on  depositing  a  certified 
bank  cheque  in  favor  of  the  Canadian  Govern- 
ment Railways  for  the  sum  of  one  hundred  (¥100), 
which  will  be  refunded  on  the  return  of  the  plans 
and  specifications. 

AH  the  conditions  of  the  specifications  and  con- 
tract form  must  be  complied  with. 

Tenders  must  be  submitted  in  duplicate  on  the 
blank  form  of  tender  which  may  be  obtained  from 
any  of  the  offices  at  which  plans  are  on  exhibition. 

Each  tender  must  be  accompanied  by  a  certified 
bank  cheque  payable  to  the  Honorable  the  Min- 
ister of  Railways  and  Canals  equal  to  ten  per 
cent.  (10  p.c.)  of  amount  of  tender. 

The  lowest  or  any  tender  not  necessarily  ac- 

cepte  .      ^  ^  GUTELIUS,  General  Manager, 

Canadian  Government  Railways, 
Moncton,  N.B.,  Oct.  12th,  191C.  42-45 


For  Sale 


Two    70  Gallon    Hydraulic    Pumps   for   1,500  lb. 
Pressure. 

One  90-H.P.  General  Electric  Co.  Motor,  3-Phase, 

GO-Cycle,  200-Volt,  .$700. 
Two  Sheldons,  No.  3,  Cast  lion  Fans. 
These  machines  can  be  seen  and  inspected  at 

NATIONAL  STEEL  CAR  CO.,  LTD., 
11  II  Hamilton,  Ont. 


Extension  of  Time 


The  time  for  receipt  of  tenders  for  all  work 
and  supplies  in  connection  with  York  Township 
Water  Works,  is  extended  from  October  30th  to 
Noon  of   Monday,   November  6th,  1916. 

Plans  and  specifications  may  be  seen  and  all 
necessary  information  obtained  at  the  office  of 
the  undersigned,  57  Adelaide  Street  E.,  Toronto. 

FRANK  BARBER, 

Township  Engineer. 


SITUATION  WANTED 


SALES  OFFICE  ENGINEER  would  consider 
change.  Twelve  years'  experience  in  steam  tur- 
bine, centrifugal  pump,  and  power  and  pumping 
station  work.  Expert  designer  of  latter,  good  de- 
signer and  technical  correspondent.  Salary  not  of 
paramount  importance.  Box  405,  Contract  Re- 
cord, Toronto,  Ont.  44-45 


Late  News  Items 

Hamilton,  Ont. 

Tenders  are  now  being  received  for 
the  erection  of  two  hospital  pavilions  for 
the  Military  Hospital  Commission,  1 
Queen's  Park,  Toronto.  Plans  and  spe- 
cifications with  the  owners  and  the  archi- 
tects. Stewart  &  Witton,  Hamilton  Pro- 
vincial and  Loan  Building,  Hamilton. 

Sherbrooke,  Que. 

The  general  contract  for  the  erection 
of  premises  at  107  King  Street  for  the 
Canadian  Bank  of  Commerce  has  been 
awarded  to  Loomis  Dakin.  Ltd.,  25  Bel- 
videre  Street,  and  work  will  start  at  once. 
Brick  and  stone  construction.  Architects, 
Dominion  Realty  Company,  34  King 
Street  West,  Toronto. 

Sudbury,  Ont. 

Work  has  been  started  on  the  erection 
of  a  creamery  for  the  Sudbury  Co-opera- 
tive Creamery  Company,  Ltd.  Th2  con- 
tract has  been  let  to  the  Laberge  Lumber 
Company,  Ltd..  Sudbury,  on  a  percent- 
age basis  for  all  work  except  heating, 
plumbing,  and  electrical  work,  tenders 
for  which  will  shortly  be  called.  Ap- 
proximate cost,  $12,000. 

Three  Rivers,  Que. 

The  Roman  Catholic  School  Board 
have  awarded  the  general  contract  for 
the  erection  of  a  school  in  Ste.  Cecile 
Ward  to  X.  Guillemette,  77  Bonaventure 
Street,  at  $38,580,  and  the  contract  for 
heating,  roofing,  and  electrical  work  to 
C.  Hamelin  &  Son,  3  St.  Oliver  Street,  at 
$11,100. 

Toronto,  Ont. 

Brown  &  McKnight,  522  Dundns 
Street,  have  commenced  the  erection'  of 


two  stores  and  apartments,  estimated  to 
cost  $15,000,  and  will  let  contracts  for 
plumbing,  heating,  roofing  and  plastering. 

In  connection  with  the  residence  which 
is  being  built  at  71  Douglas  Drive  for  E. 
L.  McLean,  98  Walmer  Road,  the  con- 
tract for  plastering  has  been  let  to  Tay- 
lor &  Nesbitt,  18  Havelock  Street,  and 
the  contract  for  plumbinging  and  heat- 
ing to  Sheppard  &  Abbott,  78  Harbord 
Street. 

Westmount,  Que. 

The  general  contract  for  the  erection 
of  a  residence  and  garage  for  W.  G.  M. 
Byers,  346  Mountain  Street,  has  been  let 
to  Fussing  &  Jorgenson  Brothers,  0  Dy- 
rocher  Street.  '  Brick  and  stone  construc- 
tion. Estimated  cost,  $17,600.  Archi- 
tects, Nobbs  &  Hyde,  14  Philips  Square. 

The  general  contract  for  the  erection 
of  a  residence  and  garage  for  L.  A.  Du- 
brule,  342  Sherbrooke  Street  East,  has 
been  awarded  to  Anglins,  Ltd.,  65  Vic- 
toria Street,  Montreal.  Brick  and  terra 
cotta  construction.  Approximate  cost, 
$12,300. 

J.  B.  Letendre,  425  Mount  Stephen 
Avenue,  has  awarded  the  general  contract 
for  the  erection  of  a  residence  and  gar- 
age to  Anglins,  Ltd.,  Montreal.  Brick 
and  terra  cotta  construction.  Estimated 
cost,  $13,000. 


Cheaper  to  Build  the  New  Than  Main- 
tain the  Old. 

There  has  been  discussion  in  recent 
years  on  the  great  need  of  a  deep-water 
channel  to  connect  Sacramento,  Cal.,  with 
the  sea.  The  citv  lies  about  50  miles  by 
river  from  Suisun  Bay,  an  arm  of  San 
Francisco  Bay,  and  it  has  been  maintain- 
ed that  a  deep-water  route  is  one  of  the 
city's  greatest  needs. 

The  Sacramento  River,  which  passes 
through  the  city  and  flows  directly  into 
Suisun  Bay,  has  been  many  times  sur- 
veyed, and  United  States  engineers  have 
estimated  that  it  would  cost  about  $400,- 
000  a  year  to  maintain  a  15-foot  channel 
to  the  bay.  But  this  depth  is  not  con- 
sidered sufficient,  and  surveys  made  un- 
der the  direction  of  the  state  engineering 
department  are  reported  to  indicate  that 
the  maintenance  of  a  30-foot  channel 
would  be  about  $1,000,000  per  annum. 

Because  this  annual  expenditure  was 
considered  unwarranted,  an  examination 
of  other  means  of  accomplishing  the 
same  end  was  undertaken.  It  was  found 
that  a  ship  canal  could  be  built  from  the 
south  border  of  the  city,  a  distance  of  35 
miles,  to  dep  water  on  the  San  Joaquin 
River,  by  way  of  the  old  city  drainage 
ditch,  Snodgrass  and  Georgiana  sloughs. 
By  using  this  route  it  will  be  possible  to 
take  advantage  of  natural  waterways  for 
14  of  the  35  miles,  which  will  keep  the 
total  cost  of  excavation  down  to  about 
$1,000,000  for  a  30-foot  canal  with  a  bot- 
tom width  of  150  feet.  This  figure  would 
not,  of  cpurse,  include  costs  of  right-of- 
way,  wharves,  or  other  incidental  work: 
but  the  ship  canal  would  be  practically 
free  from  the  necessity  of  annual  dredg- 
ing to  remove  silt  brought  down  during 
the  flood-water  stage,  whereas  dredging 
would  be  necessary  in  the  river  channel. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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ELECTRIC  and  HAND  POWER  TRAVELING  CRANES 

Electric  Bucket  Cranes,  Mono-Rail  Hoists,  Power  Plant  Cranes, 
Jib  Cranes,  Dock  Cranes,  Railway  Cranes,  Derricks. 

— Made  in  Canada — 

NORTHERN  CRANE  WORKS,  Ltd.,  Walkerville,  Ont. 


Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


We  Manufacture 
Water  Wheels,     Hydraulic  Governors, 
Centrifugal  Pumps,       Mill  Machinery 
Fly-Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Water  Supply 

from 
Deep  Wells 

is  obtained  at  a 
minimum  cost  by 
use  of  our  deep 
well  pumps. 

Write  for  Bulletin  26 
explaining  the  use  of 
Cook's  Patent  Brass 
Tube  Well  Strainer. 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


Crushed  Rubble  Dimension 

CROOKSTON  QUARRIES 

Crushed  Stone— Clean,  tough  stone,  specially  suitable  for  concrete  mix  and  macadam  roads.    Although  we 
have  supplied  hundreds  of  cars  of  stone  to  Toronto,  Montreal  and  intervening  points  we  have  never  had  one 

car  rejected. 

Rubble  Stone — From  one  man  size  to  blocks  weighing  many  tons. 
Dimension  Stone — The  stone  that  has  stood  the  test  for  half  a  century. 

Capacity  500  ton*  a  day  C.P.R.  and  G.T.R.  Connections  Telephone  Madoc  2.  R  3—2 

ASK  US  FOR  QUOTATIONS 

QUINLAN  &  ROBERTSON,  Limited,  Crookston,  Ontario 
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Made  in  Canada 


OUR  new  plan  to  guarantee  Barrett 
Specification  Roofs  for  20  years  seens 
to  have  met  with  instant  welcome  from 
architects,  owners  and  roofing  contractors. 

During  the  first  few  weeks  the  plan  was  in 
operation  several  million  feet  of  Barrett  Spe- 
cification Guaranteed  Roofs  were  specified. 

This  means  that  the  owners  of  these  roofs  are 
guaranteed  against  all  roof  repair  and  upkeep 
expense  until  1936. 

This  new  Guaranty  Bond  is  issued  on  all 
Barrett  Specification  Roofs  of  50  squares  or 
more  in  all  towns  in  Canada  and  in  the 
United  States  of  25,000  population  and 
over — and  in  smaller  centers  where  our  In- 
spection Service  is  available. 

Our  only  requirements  are  that  the  roofing 
contractors  be  approved  by  us  and  that  The 
Barrett  Specification  dated  May  1,  1916, 
shall  be  strictly  followed. 

The  Guaranty  is  arranged  for  as  follows  : 

The  owner  or  his  architect  orders  the  roofing 


contractor  to  "construct  a  Barrett  Specifi- 
cation Roof  and  get  for  him  a  20  Year 
Guaranty  Bond  for  the  work." 

The  contractor  notifies  us  that  he  wishes  the 
20  Year  Bond  and  will  construct  the  roof 
under  the  supervision  of  our  Inspector 

Our  Inspector  on  completion  of  the  job  certi- 
fies that  the  proper  quantity  of  Specification 
Pitch  and  Felt  has  been  used  and  that  The 
Barrett  Specification  of  May  1,  1916,  has 
been  strictly  followed. 

On  our  O.  K.  of  the  job,  the  U.  S.  Fidelity 
&  Guaranty  Company  issues  a  regular  20 
Year  Guaranty  Bond,  by  which  the  owner  is 
relieved  of  all  costs  for  repairs  or  mainten- 
ance to  the  roof  during  the  next  20  years. 

The  Guaranty  Bond  costs  the  owner  and 
roofing  contractor  nothing.  The  service  is 
free  in  the  interest  of  good  workmanship  and 
the  good  repute  of  our  materials. 

If  you  are  interested  in  the  proposition  we 
shall  be  glad  to  send  you  further  details. 


THE    PATERSON    MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER 

THE   CARRITTE-PATERSON  MANUFACTURING 

ST.   JOHN,   N.B.  HALIFAX,  N.S. 
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Cah  iuka  Mn.iVK.  President 


Gordon  F.  Perry,  General  Manager 

NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks »— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


Building  Alterations 

Make  Them  Now! 

Don't  be  a  party  to  trade  stagnation.  If  you  have 
contemplated  building  alterations  or  additions,  carry 
them  through.  Patriotism  and  business  demand  that 
you  "Do  your  bit"  to  keep  things  moving  in  the 
building  trade. 

Don't  overlook  "Luxfer"  Prisms  in  any  building 
you  may  do.     They  put  daylight  where  you  want  it. 

Ask  us  about  daylighting  dark  interiors. 

Luxfer  Prism  Company,  Limited 

100  King  Street  West,  TORONTO 


CCA/" CM    DTD    UV  DID     FOR  PARTITIONS,  SUSPENDED  CEILINGS 
JL  V  Ull    KID    11  I  -IVlD  SIDE  WALLS,  ROOFS,  ETC.  GAUGES 

24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKER  VILLE, 
ONT. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUM  ES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"Mathematically  Precise" 

Ave  rigid,  of  lightest  practical  construction. 
Accurate  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 
Write  for  Catalogue  now 

HPI  I  CD    S,  RDirUTI  V  "2°  Spring  Garden  Street 

flLLLLK   &  DKlUnlLI,  PHILADELPHIA.  PA. ."Since  1870" 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


Dake  Reversing  Motor 

The  Dake  reversing  air  or  steam  motor 
is  especially  adapted  for  use  in  connection 
with  contractors'  machinery, 
cranes,  hoists,  marine,  sawmill 
and  mining  machinery,  where. 
to  30  horse  power  can  be  used. 
Will  start,  stop  and  reverse  in- 
stantly. Send  for  complete  cata- 
logue. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS: 
Montreal,  Mussens,  Ltd.  — Toronto,  A.  R.  Williams  Machinery  Co.,  Ltd. 
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Pacific  Coast  Pipe  Co.,  Ltd. 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 

1551  Granville  Street    -    Vancouver,  B.C. 


Jamfb  Thomson,  President. 


G.  Allen,  Vice-President. 


James  A.  Thomson,  Secretar* 


the  CARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 

Flexible  and  Flange  Pipe, 
Special  Casting's  and  all  kinds 
of  Waterworks  Supplies. 


STMRON 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 
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We  Specialize  in 


STEEL  ELEVATOR  BUCKETS 


For  all  kinds  of  j^sm 
work 


Buffalo  Elevator  Bucket 


Stone  or  Ore  Bucket 


Our  Buckets  carried  in 
stock  by  all  leading  dealers 

Before  placing  your  next  order 
for  Buckets  GET  OUR  PRICES. 
Catalogue  upon  request. 


V  Shape  Elevator  Bucket 


John  Radigan  &  Company,  Hamilton,  Canada 


wrthec 


MADE 
IN 

CANADA 


Telescopic  Hoist 

compnundtfearf  andbrake  attachment 


Are  You  Providing  for 
the  Removal  of  Ashes  ? 

HUNDREDS  of  prominent  architects  are  now  repeat- 
edly specifying  the  G&G  Telescopic  Hoist  for  the 
removal  of  ashes  in  all  types  of  buildings — resi- 
dences, schools,  office  and  apartment  buildings,  churches,  etc. 
This  hoist  is  made  in  five  convenient  models.  The  Model  A 
Hoist  illustrated  may  be  operated  by  one  man,  unaided.  It 
is  noiseless,  speedy  and  safe. 

Raises  load  at  guaranteed  speed  of  30  feet  per  minute.  Oper- 
ated from  sidewalk  level.  When  not  in  use  hoist  telescopes, 
and  no  part  shows  above  grade.  Every  hoist  subjected  to 
thorough  working  test  before  shipment. 

WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  "A"  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


i 


BLACK  BUILDING  SUPPLY 
CO.,  LTD.,  TORONTO. 
Agents  for  Ontario 


WM.  N.  O'NEIL  CO.,  LTD., 
VANCOUVER, 
Agents  for  British  Columbia 


B.  &  S.  H.  THOMPSON  &  CO., 
LTD.,  MONTREAL, 
Agents  for  Quebec 


W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 
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Accuracy 

Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


Los  Angeles 
San  Francisco 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 
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us  assist  you  to  make  money 
out  of 

Metallic  Ceilings  and  Walls 

Our  Re-Squared  Ceiling  Plates  lay 
quickly  and  straight— they  never  run 
askew.  They  are  stamped  on  steel 
dies  with  Machine-Cut  Beads  and  the 
joints  are  snug  and  neat.  The  labor 
you  save  in  laying  our  ceilings  makes  a 
nice  profit  in  itself. 
THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  "SAFETY  FIRST" 

The  Metallic  Roofing  Co. 

Limited 
Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 


4 


pi  m 


Toronto  Montreal 


Limited 


Winnipeg  Calgary 


I'll  !•:  i  ontract  kiaokl) 
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O  A  If    C!    New  and  Relaying 

1.  V       X  Li  O  Switches,  Turntables,  Etc. 

Carried  in  Stock 

Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


B;:::.  5^"  standard  steel 

CONSTRUCTION  CO. 


R  ci  nf  orcin  s  Bart 

"Self-Sentering" 

Corrugated 
Sheeting 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market 
Office-M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

C.  W.  Essery,  Manager 


Sand.  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 


Phones,  Office  North  -) 


(  664 


Hi65 


Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


WOODEN  PIPE 


Wire  wound  wood  stave  pipe,  2  in.  to  24  in.  diameter.  Con- 
tinuous  wood   stave  pipe,   any  diameter  required. 

CANADIAN  PIPE  CO.,  LIMITED 

Established  1904  New  Factory  Erected  1910 

Equipped  with  the  most  up-to-date  machinery.  Every 
machine  driven  by  a  separate  electric  motor.  Satisfaction 
Gua  ranteed. 

Office  and  Factory— 550  Pacific  St.,  VANCOUVER,  B.C. 


Canada  Iron  Foundries.  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc..  Castings 
of  all  kinds,  Mooring:  Bollards  for  both  Concrete  and  Wooden  Docks 
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VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


Contractors  for  Waterworks  Construction, 
Manufacturers  ol  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling-Positively  LEAK  PROOF. 

We  are  the  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.      VANCOUVER,  B.  C. 


Fancy 
Faced 
Brick 

Our  concrete  bricks  have  a  rus- 
tic finish  that  is  absolutely  water- 
proof. It  is  obtained  by  a  patent 
process  which  produces  perfect 
crystalization.  Can  be  had  in  any 
color  or  combination  of  colors. 
For  mantels,  churches,  residences  or 
decorative  work  our  brick  is  ideal. 
Cost  no  more  than  ordinary  brick 
but  much  more  effective. 

GET  OUR  LITERATURE 

ORIENTAL  BRICK  CO. 

Plant  and  Head  Office: 

143  Royce  Ave.,  TORONTO 

Phone  Junction  5372 


WILSON  SCALES 

ARE 

GOOD  SCALES 

We  manufacture  all  Styles.  -  -  Write  us  for  prices. 

C.  Wilson  &  Son 

71  Esplanade  St.  East  TORONTO 


You  Eliminate  Needless  Risk 

when  you  install  Standard  Rubber  Insulated 
Wires  and  Cables  in  that  building  of  yours.  Ask 
our  nearest  office  for  prices  of  Standard  wiie 
before  buying. 

Standard  Underground  Cable  Co. 

of  Canada,  Limited 
Hamilton.  Ont. 

.Montreal,  One.       Winnipeg,  Man.        Seattle,  Wash. 
Manufacturers  of  Electric  Wires  and  Cables  of  all  kinds,  for  all 
services,  also  Cable  Accessories. 


The  Highest  Standard 
of  Quality 

Wherever  "American"  Centrifugal 
pumps  have  come  in  competition  with 
others,  they  have  won  a  reputation  for 
quality  because  so  rigid  a  guar- 
antee is  placed  upon  them  that 
it  is  necessary  to  maintain  the 
highest  standard  in  the  design, 
material  and  workmanship  of 
their  construction.  H 

They  are  adapted  to  the  wid- 
est range  of  use,  because  they 
are  regularly  built  in  about  50 
styles,  in  addition  to  special 
styles  designed  for  unusual  re- 
quirements. 


Catalog  1352  describes  them. 
Write  for  your  copy. 


The 

American  Well  Works 

General  Office  and  Works: — 
AURORA,  ILL. 

Chicago  Office: — 

First  National  Bank  Building. 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 

Gorman.  Clancy  &  Grindley,  Ltd., 
Edmonton  and  Ca'gary. 
B.  C.  Equipment  Company, 
Vancouver,  B.  C. 


Iron  Stairways 

are  one  of  our  specialties.  We  make 
every  kind,  size,  and  style,  from  the 
lowest-priced  and  plainest  type  to  the 
linest  that  money  can  produce. 

We  want  to  send  literature  on  any 
of  these  subjects  that  interest  you — 
ORNAMENTAL  IRON  and  BRONZE 
WORK,  STEEL  LOCKERS.  FIRE 
ESCAPES,  SPIRAL  STAIRS,  STEEL 
SHELVING.  STEEL  BINS  and 
MATERIAL  CABINETS,  STEEL 
PARTITIONS.  WIRE  WORK  OF 
EVERY  NATURE.  ELEVATOR 
CARS  and  ENCLOSURES. 

The  Dennis  Wire  &  Iron  Works 
Co.,  Limited 
LONDON,  ONT. 


DENNIS  ::  LONDON 
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Current  Prices  of  Building  and  Engineering  Materials 

  1  ;  


TORONTO  PRICES 

CEMENT.  LIME,  AND  BRICK 
Cement— delivered  in  5  barrel  lots,  $1.86  per  bbl. ; 
with  has*,  $2  25;  car  lots,  $1.35  on  the  track, 
with  pW|!S..  $1.75. 

Lime— grey  3Sc,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick— No.  1  dry  pressed  red  brick  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14;  grey.  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported.  $-'5  to  $35;  local  Rug,  $14;  sand- 
time  brick,  $7.50;  King  Edward  Siding,  $0.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M  ;  No.  2,  $18.  Sun-Tex  face  brick,  $1C 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car : 
Crushed  stone— 2  in.,  $1.20;  1  in.,  $1.25;  ^-in., 
$1.25;   rubble  stone,  in  car  lots,  $1.15  per 
ton   f.o.b.  car. 

Sand— for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel— 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  10  ft.. 
$22;  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  by 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35 ;  No.  1  spruce  flooring,  $27  ;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto,  $32;  pine  trim  4-in.  casing,  $1.75  per 
100  ft.;  5-in.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25;  4-in.  pine,  window  stool,  $2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14  14  x  16,  $38.00;  10  x  16, 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars — $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3.50;  small  sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3.50  per  100  lbs.; 
X  in.,  5/16  in.  and  H  in.,  $3.50  per  100  lbs.; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $0.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots, 
f.o.b.  Toronto;  4-in.  $34  per  net  ton;  6-in. 
to  12-in.  $33;  12-in.  up  $32.50,  with  $1  extra 
for  gas  pipe 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
55c  ft.;  9-in.,  70c  ft. ;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil— in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal.;  red  lead, 
dry.  $14  per  100  lbs.;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25  1b.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs.;  turpentine,  in  bbls., 
80c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement— $2.00  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,'  $18;  No.  2  pressed,  $15; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic,  No.  2,  $13; 

buff  (smooth),  $21;  buff  (rough),  $20;  plastic 
$9.  Dominion  silicate,  1st  quality,  $13;  sec- 
ond quality,  $10.50;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15  in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  &-in.  $1.65;  H-in., 

$1.75  per  ton,  delivered. 
Sand — 90c.   per  ton,  car  load,  on  cars. 
Gravel— $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 
Steel  angles — 3  in.  x  3  in.  and  up,  $3.75;  1  in. 
x  1  in.  x  %  in.,  25c  extra;  H  in.  x  Ya  in. 
x   H  50c  extra.     Boiler  plates— 54  in. 

thick  and  thicker,  $4.75.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$5.00;  under  30  in.  dimension,  $5.25.  Beams 

and  channels — Under  35  lbs.  per  yd.,  $4.50; 
35  lbs.  per  yd.  and  over,  $4.25;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gaug«, 
$0.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.60  per  100  lbs.  nominal. 
SEWER  PIPE 
Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.S0,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2Vi  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.       Plaster  of 
Paris— $2.35  per  bbl.     Rope— Best  Manilla. 

2254c  basis  per  pound;  British  manilla,  18c 
basis;  sisal  rope,  15^c  basis;  lath  yarn  \olA 
cents.  Boiled  linseed  oil — in  barrels  99^c 
per  gal.  of  9  lbs.    Raw  linseed  oil — in  barrels, 

97c  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Delivered  in  5-bbl.  lots,  $2.G0;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime— Grey,  34  cents  per  bushel;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.   1   dry   pressed,   red   and   buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12 ;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,  $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
Ji-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per  yard,   delivered,  $1.85. 

Crushed  Granite— lyi  and  2-in.,  $2.65;  ^in.  and 
1-in.,  $2.90;   M-in.  and  dust,  $3.20. 
LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in..  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $2S;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  x  12,  8  x  12,  $39 ;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20. 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5J4 -in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.60. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round  bars,  $2.35  per  100   lbs.;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast  Iron  Pipes — Standard  price,  car  load  lots, 
f.o.b.   Winnipeg,  $3S  per  ton. 

(Continued  on  page  62  ) 


November  1,  HJ16 


THE   CONTRACT  RECORD 


61 


RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


NEW  GLASGOW.N.5. 

and  Sr.  Johns, PQ. 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 
Prompt  shipment  on  ail  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :   St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  (>om  page  60) 
SEWER  PIPE 
Sewer  Pipe— Wholesale  prices  f.  o.  b.  Winnipeg, 
per  It.,  3  in.,  9  cents;  4  in.,  11  cents;  6  in., 
16  cents;  0  in.,  18yi  cents;  8  in.,  30  cents; 
9  in.  33  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  IS  in.,  $1.00;  20  in., 
HUSO;  M  in..  $2.00. 

SUNDRIES 

Hard  Wall  Plaster— Unsanded,  $13  per  ton;  sand- 
ed. $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl..  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal.;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs.;  putty  in  bulk,  $3.25  per  bbl.;  putty  in 
251b.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Grey  Portland,  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300   lbs. ;   superfine,   white,  $9.50  per   bbl. ; 

white  Portland  cement,  $2.45  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 

Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick;  $30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
house ;  $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; lire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand     Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.85  per  yard  delivered. 

Prices  of  stone  are  still  open. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse : 
Steel  —  (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 28  gauge,  $7.25  per  100  lbs. 

Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 
$0.05,  5,  9  and  10  ft.  sheets,  $6.80  per  square. 
Black  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse : 
4  in.,  12>4c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime— $14.00  in  car  lots. 

Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 

Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade, 
14J-2C  basis;  sisal  rope,  12}4c  basis. 

PAINTS  AND  OILS 

Mixed  Paint — Per  gal.  $2.45  to  $3.00. 

White  lead— Ground  in  oil,  $14.90  per  100  lbs. 

Boiled  linseed  oil— In  bbls.,  $1.10  per  gal.  of  0 

lbs. 

Raw  linseed  oil — In  bbls.,  $1.08  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


Nova  Scotia  Steel  &  Coal  Company,  Ltd. 

Beg  To  Announce 

That  their  new  steam-hydraulic  forge  shop  is  now  in  opera- 
tion, as  also  is  their  recently  installed  "Harmet"  fluid  com- 
pression-plant. 

These  improvements  bring  " Scotia's"  equipment  abreast 
of  the  best  foreign  forges. 

They  are  accordingly  open  to  supply  forgings  of  all  shapes 
and  sizes.  Made  of  ordinary  or  fluid  compressed  open- 
hearth  steel,  and  satisfying  the  most  'severe  specifications. 


For  Prices  and  Particulars  Apply  to 

Head  Office  -  -  New  Glasgow,  N.  S. 
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MEN.T 


Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the   "  Keith '*   Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.        Write  for  our  New  Catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO.,  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


BITUNAMEL 

Unsurpassed  (or  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


CANADIAN 
CHICAGO  BRIDGE  &  IRON 


CO. 


Limited 
BRIDGEBURG,  ONTARIO 
Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"  Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:  — 
Bridgeburg,  Ontario,  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 


Built  for  C.P.R.  Montreal    Chicago,  111 


SHOPS:— Bridgeburg.  Ont. 

Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 

Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto      -  Canada 
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Civil 

Electrical 
Mechanica 


Directory  of  Engineers 


Contractors 

Special 

Interests 


Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willii    I'hipimn      Geo.    H.  Power. 


BRYAN  PONTIFEX 

Chartered  Accountant. 
SPECIALTY 
MANUFACTURERS'  AND 
CONTRACTORS'  ACCOUNTS 

Excelsior  Life  Bldg.,  Toronto 


Geo.  M.  Miller  &  Co. 

A  rchitects 

Toronto  General  Trust  Building  TORONTO 


Canadian  Inspection& 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

and   M^aTn  "^Laboratories :  MONTREAL 

Branch    Offices   and  Laboratories— 
TORONTO,  WINNIPEG,  EDMONTON, 
VANCOUVER   and   NEW  GLASGOW 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG     —  CALGARY 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 

Tel.  Long  Distance  Uptown  6740  41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,      -  Montreal 
Branches : 

Toronto         Vancouver         London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


RE1D  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

T„i^  0(14  Q(in  «2  Fnplanadi-   F  Tnmnt. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


PATENTS 


SECURED  OR  OUR 
FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers.  Engineers,  and 
others  who  realize  the  advisability  of  Hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SH1PMAN  &  CO. 

Reg.  Patent  Attorneys  Ottawa,  Canada 


UMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WOftK. 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


Crushed  ^ 
Stone 

BRICK 


Cut 

Stone 
SAND 


T.  A.  Morrison  &  Co.,  ^SVtrTa'l51- 


J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust  Building,  Winnipeg. 

Cement   Testing  and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago ;  Glasgow  and  London,  Eng. 
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MONNOYER 

Chimneys 
Water  Towers 
Condensers 
Silos,  Etc. 

The  Monnoyer  is  the  very 
latest  method  of  erecting  the 
above  structures.  It  is  re- 
volutionizing the  use  of  ce- 
ment in  buildings  of  this 
kind.  A  tremendous  saving 
in  time  required  for  erection. 
Saving  in  weight  and  found- 
ations. Greater  beauty  of 
outline.  All  round  superior- 
ity. 


T.N.R.,  Quebec,  198'  high,  9'  diameter 

MONNOYER'S  SYSTEM 

recently  introduced  to  this  country  by  us,  has 
so  many  decided  improvements  on  the  ordinary 
system  of  concrete  construction,  it  is  hard  to 
credit  all  these  claims. 

We  shall  be  glad  to  send  you  full  informa- 
tion by  mail. 

Edouard  Pelletier  &  Fils 


111  Colomb  St., 


QUEBEC 


GRANTEES  FOR  CANADA 
Sales  Representatives: 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St 

MONTREAL 

John  H.  Alexander,  C.  E. 

404  Donalda  BldjL,  WINNIPEG,  MAN. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     "  100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San   Francisco,  Cal.,  Monadnock  Bldg. 
Havana,  Cuba— Room  65,  Nova  Scotia  Bank  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,   Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614  1616  161* 
Private  exchange  connecting  all  department! 
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Canadian  Type  "R"  Pressure  Blowers 


Avoid   Belts   or  Gears — 
USE  DIRECT  DRIVE 

for  supplying  air  to  oil  furnaces,  cupolas 
and  forges. 

TYPE  "R"  blowers  are  built  to  order, 
with  plain  or  ring  oiling  bearings,  and 
are  very  efficient. 

Send  for  Catalog  179-12  on  complete 
forge  shop  equipment,  or  bulletins  on 
Down  Draft  Forges,  Exhaust  Fans, 
Pressure  Blowers,  Shop  and  Roundhouse 
Heating. 


Canadian  Blower  &  Forge  Co.,  Limited 


St.  John 


KITCHENER  - 

Montreal  Toronto 


ONTARIO 

Winnipeg 


Vancouver 


Sold  separately 


Now  Ready — 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 

By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles.  254  pages,  6  x  9,  88 

illus.,  $2.50  net,  postpaid. 
Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 

6x9,  412  illus.,  34  plates,  $5.00  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


IfVUTLD 


VALVE  HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1916 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated ;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Book  Company.  279  pages, 
illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  200  pages,  illustrated.  Price 
$1.50. 

Handbook  for  Highway  Engineers,  by  Wilson  G.  Harger  and 
Edmund  A.  Bonney.  Second  Edition  just  published  by 
McGraw-Hill  Book  Company.     609  pages.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.     480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 


Irrigation  Practice  _and  Engineering  (Volume  One),  by  B.  A. 

by   McGraw-Hill  Book 
Price  $2.00. 


Etcheverry.  Published  in  1915  by  McGraw- 
Company.    213  pages,  illustrated. 


Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by- 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  I).  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  266  pages,  illus- 
trated.    Price  $2.00. 

Wster  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   843  pages,  illustrated.     Price  $6.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Flinn,  Robert  Spurr 

Weston  and   Clinton    I.athrop   Bogert.  Just  published  by 

McGraw-Hill  Book  Company.  824  pages,  illustrated. 
Price  $6.00. 
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A  FEW  OF  OUR  SPECIALS 


"SAMSON"  WIRE  ROPE 


"Dominion"  Durable  Rope 
"Kilindo"  Non-Rotating 


and 


MONTREAL 
ST.  CATHARINES 
and  WINNIPEG 


Necessities 

for 

Contractors 


1 


"KING  BEE"  Gasolene  Lights 

Drag  Scrapers 

Hoisting 
Engines 

In  our  various  warehouses 
we  carry  a  large  stock 
of  all  classes  of 

RAILWAY  and 
CONTRACTORS'  SUPPLIES 

7'H'fl«pkmfr&fc  MONTREAL 

Branch :-st.  Catharines,  Ont. 


Vol.  30  Toronto,  November  8,  1916  No.  45 


Rogers  Cement 


Power  Plant  and  Dam  of  Mond  Nickel  Co.,  Nairn  Falls,  Ontario. 

A  big  dam  and  an  expensive  power  plant  full  of  costly  machinery  are  not 
places  to  experiment  with  cement.  That  is  why  20,000  barrels  of  Rogers 
Cement  was  used  on  the  job  illustrated.  It  is  a  cement  of  known  quality  with 
a  thousand  examples  of  its  strength  in  big  engineering  work  everywhere. 

GET  OUR  PRICES 

Alfred  Rogers,  Limited,  28  KTttfo' w 
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Built  of  Sackville  Freestone 

Block  Stone 
Dimensions 
Random 
Shoddy 
Head  Sills 
Stone  Sawing 


"  Quarried  in  Canada  " 


Bank  of  Montreal,  Moncton,  N.  B.  =^=^===^^==== 

SACKVILLE  FREESTONE  COMPANY,  LIMITED,  sackviue, 

Toronto  Agent:  A.  W.  STEWARD,  BUILDERS'  EXCHANGE 


"BEATTY" 

Hoisting  Engines, 
Clamshell  Buckets, 
Steel  Derricks, 
Derrick  Irons, 
Dipper  Dredges, 
Hydraulic  Dredges, 
Centrifugal  Pumps. 

Catalog  describing  above  on  request. 
Your  inquiries  wil  be  answered  quickly. 
Utilize  our  50  years'  experience  in  this  field. 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 


Work  of  this  kind  calls  for  dependability— "Beatty"  Hoists  furnish  it. 


H.E.  PLANT  1790  St.  Jamea  Street,  Montreal,  Que. 

E  LEONARD  &  SONS  St.  John,  N.  B. 


-Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

KELLY-POWELL,  LTD  McArthur  Bldg.  Winnipeg,  Man. 


November 


QUALITY  and  VARIETY 
PLUS 

VALUE  and  SERVICE 
GIVE 

ABSOLUTE  SATISFACTION 

If  you  have  not  proved  it,  write  to  our  nearest  Branch 
or  direct  to  Head  Office  for  anything  you  may  need  in 
Rubber  and  see  for  yourself  how  we  aim  to  serve  and 
please  you. 

Canadian  Consolidated  Rubber  Co.,  Limited 

Head  office:  Montreal,  P.  Q. 

Branches  at  Halifax,  N.S.;  St.  John,  N.B.;  Moncton,  N.B.; 
Quebec,  Que.;  Ottawa,  Ont. ;  Toronto,  Ont. ;  Hamilton,  Ont. ; 
Brantford,  Ont.;  London,  Ont.;  Kitchener,  Ont.;  North  Bay, 
Ont.;  Fort  William,  Ont.;  Winnipeg,  Man.;  Brandon,  Man.; 
Regina,  Sask. ;  Saskatoon,  Sask. ;  Calgary,  Alta. ;  Edmonton, 
Alta. ;  Vancouver,  B.C.;  and  Victoria,  B.C. 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 


;  rom 


Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price.  " 


N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,  Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating,  Steam  Turbines,  Tanks,  Water  Wheels,  Water 

Works  Plants 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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Ten  Good  Reasons  for  Specifying 
Wire -Cut  Lug  Brick  for  Paving 


I  Wire-cut  lug  brick  have  proven  their  superiority 
in  service.  A  wire-cut  lug  brick  is  not  a  new 
brick  or  an  experiment.  It  is  a  wire-cut  brick  with 
absolutely  uniform  lugs,  and  it  is  a  well  known  fact 
that  the  old  wire-cut  brick  streets  have  given  the 
best  service  under  traffic. 

0  All  wire-cut  lug  brick,  subject  to  slight  varia- 
tions,  are  of  standard  size,  8^  inches  long  by 

3J/2  inches  wide  and  4  inches  deep,  and  lay  40  brick 
to  a  square  yard.  If  local  conditions  of  traffic  justify 
same,  these  brick  can  be  used  3J/2  inches  or  3  inches 
deep  but  of  the  standard  surface  measurements. 
Q  The  rough  sides,  uniform  contact  lugs  (no  bar 
lugs  allowed)  and  the  square  edges  insure  a  per- 
fect bond  the  entire  depth  of  the  brick  and  also  a 
bond  much  stronger  than  is  obtained  with  the 
smooth,  round-edge  repressed  brick.  A  4-inch  wire- 
cut  lug  brick  gives  a  4-inch  bond,  but  a  4-inch  re- 
pressed brick  with  round  edges  gives  only  a  3^-inch 
bond  and  that  may  be  very  imperfect  owing  to  the 
smooth  sides  and  the  nonuniformity  of  the  lugs. 
A    Wire-cut  lug  brick  are  made  by  30  independent 

*  competing  companies  and  the  list  is  constantly 
increasing.  The  brick  are  marketed  at  the  same  price 
as  the  repressed  brick  of  the  same  manufacturer's 
make,  since  the  small  royalty  paid  is  saved  in  the 
process  of  manufacture.  The  Dunn  Wire-Cut  Lug 
Brick  Company  licenses  reputable  companies  which 
demonstate  their  ability  to  make  good  wire-cut  lug 
brick. 

C    The  interior  structure  of  wire-cut  lug  brick  is 

*  uniformly  denser  than  that  of  repressed  brick. 
On  account  of  their  square  edges,  wire-cut  lug  brick 
in  the  first  450  revolutions  of  the  rattler  lose  from 

1  to  2  per  cent,  more  than  repressed  brick;  but  no 
allowance  is  asked,  for  wire-cut  lug  brick  at  the  end 
of  the  test  show  an  abrasion  loss  usually  about  the 
same  as  repressed  brick,  and  sometimes  less.  Thus, 
the  user  of  wire-cut  lug  brick  really  is  getting  a 
quality  that  is  2  per  cent,  better  than  is  shown  by 
test. 


CL    Wire-cut  lug  brick  are  made  on  engineering  lines. 

*  The  square  edges  aid  the  engineer  in  obtaining 
a  smooth  pavement,  and  a  pavement  in  which  the 
filler  will  not  chip  out  under  traffic,  as  it  does  from 
round-edge  repressed  brick.  The  engineering  de- 
partment of  the  Dunn  Wire-Cut  Lug  Brick  Company 
is  continually  investigating  methods  of  construction 
and  is  at  your  service  at  any  time,  in  an  advisory 
capacity,  as  to  methods  of  construction,  and  proper 
inspection  of  material. 

y    The  Dunn  Wire-Cut  Lug  Brick  Company  has 

*  its  own  ceramic  engineer,  whose  duty  it  is  to  ren- 
der free  advisory  service  to  companies  making  wireT 
cut  lug  brick,  and  to  endeavor  in  every  way  to  im- 
prove the  quality  of  the  brick  at  the  plant. 

The  advantages  of  wire-cut  lug  brick  are  recog- 

*  nized.  These  brick  are  specified  exclusively  by 
St.  Louis,  Mo.;  Baltimore,  Md.;  Wilmington,  Del.; 
Toronto,  Canada,  and  many  other  cities,  and  they 
are  preferred  by  numerous  state  highway  depart- 
ments. 

On  January  1,  1916,  wire-cut  lug  brick  were  in 

*  use  in  436  places  and  they  were  admitted  in  the 
specifications  of  more  than  2,500  places. 

10  ^  *'ie  cno'ce  between  wire-cut  lug  brick  and  re- 
#  pressed  brick  is  left  to  the  contractor,  he  may, 
on  his  first  job,  use  the  repressed  brick,  claiming  that 
the  repressed  brick  takes  less  filler.  We  admit  this 
claim,  and  it  substantiates  our  contention  that  wire- 
cut  lug  brick  makes  the  best  pavement,  because  the 
filler  goes  down  to  the  bottom  of  the  brick  and  in- 
sures a  good  bond  its  entire  depth.  After  his  first 
experiment,  the  contractor  recognizes  this  advantage 
and  becomes  an  advocate  of  wire-cut  lug  brick. 
Wire-cut  lug  brick  are  made  by  30  independent  com- 
peting companies,  operating  48  plants.  Write  for 
data. 


The  Dunn  Wire-Cut  Lug  Brick  Co. 

(LICENSORS) 
CONNEAUT         :  OHIO 
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Alt  Compiiatoii 

Can.  lngei soli- Rand  Co..  Ltd. 
Plan   lion  Works 


Aluminium 

Sjicliii*iMi  Agencies  Kegd 


Air  Hoists 

Canadian  Insersoll-Rand  Co. 
Northern   Ciane  Work* 


Architectural  Iron  Work 

i  UMda  Wire  &  lion  Coods  Co. 
NUuresor   &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Class  Imp'tg.  Co. 

Ash  Hoista 

Gillii  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 
Hopkina  &  Co.,  F. 


Blowers  and  Compressora 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll  Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Boilert 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brick 

Oriental  Brick  Company 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Bucketa 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan   &   Company,  John 


Brick  Machinery  and  Supplies 

Sheldons  Limited 


Bridges  (Steel) 

Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wka. 
DeaMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Worki 
Maritime  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  &  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standaid  U  mlci  gi  ound  Cable  Co. 
of  Canada,  Limited 


C.ible  Terminals 

Standard  Underground  Cable  Co. 
of   Canada,  Limited. 


Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

H.  C.  Lumber  Commissioner 

Cement  Waterproofing 
Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Uritnell  &  Company 
Rogers  Supply  Company 


Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Canadian  Ingersoll-Rand  Co. 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 


Coal  Chutes 

Manitoba   Bridge  &  Iron  Works 

Coal   Handling  Apparatus 
Heatty  &  Sons,  M. 

Cold    Storage  Insulation 

Armstrong  Cork  Company 
Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 
Concrete  Culvert  Pipe 

Blair,  B. 

Dominion  Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Wells  &  Gray  Limited 

Contractors'  Lights 

Foster.  W.  L. 
Contractors'  Plant  &  Supplies 

Beatty  &  Sons.  M. 

Boving  Hydraulic  &  Engineering 
Company 

Can.  Fairbanks-Morse  Company 

Dake  Engine  Company 

Dominion  Road  Machinery  Co. 

Goodwin,   Barsby  &  Company 

Marsh  &  Henthorn 

Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Barsby  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 


Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 


Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Crushed  Stone.  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 


Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn.  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 
Carey 


Mfg.   Co.,  Philip 


Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian    Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario    Wind   Engine   &  Pump 
Company 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 


Engineers  (Civil  and  Mechanical) 

Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 


Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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Concrete  Reinforcement  Bars 

Plain  Round  or  Square,  Twisted  Square 

Rail  Carbon  Steel 

Guaranteed  to  conform  to  the  Standard  Specifications  of  American  Society 

for  Testing  Materials. 

BARS  BENT  TO  SHAPE  FOR  BEAMS,  STIRRUPS,  Etc. 


Montreal  Aqueduct. 


Cook  Construction  Co.,  Ltd. 
General  Contractors. 


The  Aqueduct  extends  a  distance  of  about  30,800  feet  from  St.  Lawrence  River,  Highly 
Reinforced  Retaining  Walls  were  erected  over  the  entire  distance.  5,000  tons  of  BURLING- 
TON STEEL  BARS  were  supplied  for  this  work.  The  steel  consisted  of  Round  Bars  from 
y2  in.  up  to  1%  i"-.  and  was  all  made  from  our  high  elastic  limit  RAIL  CARBON  STEEL. 

PROMPT  SHIPMENT 

Burlington  Steel  Co.,  Ltd. 


Hamilton 


Canada 
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Fire  Escapes 

Permit  \Vite  A  lion  Worki  Co. 
Manitoba  Itudgc  &  lion  Works 
McGregor  &  Mclniyic 

Pita  Mai 

iTntano  Wind  Knginc  &  Pump 
lompjiijr. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economirert 
Sun  levant  Co.  of  Can..  Ltd..  B.  F. 

Furnace* 

Smart  Mtg  Coapanji  J»i. 

Forgea 

*.  anadian  Blower  and  Forge  Co. 
Sheldona  Limited 

Gai  Engines 

GooldT  Shapley  &  Muir  Co. 

Gaaoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 

Coold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 
Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governor* 

Boving  Hydraulic  &  Engineering 
Company. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Shetdons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


High  Duty  Pumping  Engines 
Piatt  Iron  Woiks 

High  Pressure  Pipe  Lines 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
lieatty  &  Sons,  M. 
Canadian  Ingersoll-Rand  Co. 
Gillil  &  Geoghcgan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Henthorn 
Mussens  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company   F.  H. 
Marsh  &  Henthorn.  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 
Northern   Crane  Works 

Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Lead  Pencils 

American  Lead  Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  .Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 
Company 


Ornamental  Brick 

Oriental  Brick  Company 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Carter  White  Lead  Company 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian  Dolarway  Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 


Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


LONDON  Batch  Mixer 

LOOK  HOW  HIGH  THE  SKIP  RAISES!  Not  necessary 
to  pound  the  bottom  out  of  the  skip  in  order  to  charge  the  drum. 

London  Batch  Mixers  are  Built  to  Last  a  Life  Time.  They  will 
produce  a  Batch  of  Concrete  every  Sixty  Seconds.  A  Creamy, 
Smooth  Mixture.    Just  what  your  Engineer  is  looking  for. 

Why  two  thousand  in  use?  Because  every  Mixer  sold  sells 
ten  more.  * 

We  make  Twenty-three  different  sizes  of  Mixers.    Send  for 

Catalogue  No.  1. 


CHAMPION  HOIST 

Direct  connected.  No  lost  power.  Built  very  strong.  A  high 
grade  hoist  at  a  moderate  price.  We  make  a  full  line  of  Hoists, 
both  Gasoline  and  Steam. 

Send  for  Catalogue  No.  23,  stating  requirements. 

London  Concrete  Machinery  Co.,  Limited 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada. 
World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 


November  8,  1916 


THE   CONTRACT  RECORD 


QUALITY 


SERVICE 


STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE    Is  to  add  Strength. 

STEEL  BARS    Are  used  in  Concrete  to  Reinforce. 

D  E  M  A  N  D—    Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK     Your  work  on  reinforcing  bars  rolled   from  material 

of  questionable  quality. 

FAVOR     US    With  an   opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 


LIMITED 


HAMILTON 


TORONTO 


MONTREAL 


WINNIPEG 
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Pi(-«  and  Boiler  Coverings 

Pomimon  Paint  Woiks 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Patcraon  Mfg.  Company 
Spirlmann  Agencies  (Rgd.) 

Prncits  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metala 

Canada  Wiie  4  Iron  Goods  Co. 

Pile  Driving  Machinery 
ileatty  &  Sons.  M 
C  anadian    Ingersoll  Rand  Co. 
Hopkins  Sc  t  ompany,  F.  H. 
Marsh  &  Menthorn.  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve,    toundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Rlower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Iona  Gypsum  Company 

Plug  Drilleri 

Canadian  IngersollRand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll  Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Tnglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Works 

Beatty  &  Sons,  M. 

It. mug  Hydraulic  &  Engineering 

Company 
Canadian  Rlower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll  Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
tfcDougall  Caledonian  Don  Wks. 

Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingjersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 
Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 
Dominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 


Roofing  Material 

Bird&  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 
Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.  Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 

Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons.  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.  C.  Lumber  Commissioner 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 


Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 

Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 


Crushed  Stone  for  Macadam  Roads 


Macadam  Roads 
must  be  built 
of  a 

TOUGH 
STONE 

that  will  cement. 
WE  HAVE  IT. 


The  Hagersville  Contracting  Company,  Limited 

HAGERSVILLE,  ONT. 


 i:!iii;:>ii!iii,iii!  i:iiii':iiiii!>iii:  <  .1  :it  :  .mimuiu  'i  n  1  ^  :  nun'  in1  !  'nm  1111  :iii;iii:   
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SHARP 

WASHED 


SAND 

In  Bins — Princess  St.  Dock 
Quality  Guaranteed 

gravel  CRUSHED  STONE 


GRANITE 


G.T.R.  and  C.P.R. 


CEMENT 


f 


Pape  Avenue  and  G.T.R. 
YnnJe         Lansdowne  Ave.  and  Dundas  St. 
i  aras    -     Lawton  Ave  and  G.T.R. 

I    Berkeley  St.  and  Esplanade 


Washing  Plant  at  Frenchman's  Bay. 


Rogers  Supply  Co.,  Ltd. 

28  King  St.  West,  TORONTO 


For  Good  Roads- 


Fluxphalte  will  save  many  dollars  every  year  in  road  repairs.  For  macadam  roads  it  will 
make  a  perfect  surface  covering  that  will  not  dust  or  wear.  The  surface  will  be  like  an 
asphalt  pavement.    Makes  an  ideal  roadway  on  macadam  foundation. 

Write  for  illustrated  book  and  further  details. 


PHAL' 


IS 


THE   CONTRACT'  RECORD 


November  8,  1910 


Solid  Steel  Window  Sash 


Hifl  most  popular  and  extensively  used  Steel  Sash  now  on  the  market,  absolutely  fireproof  and  weather  proof, 
["he  design  of  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 


tage 


Maximum  Daylight  -No  Maintenance  Cost — Lower  Insurance  Rates. 


STEEL  and  RADIATION,  LIMITED 

Head  Office    Fraser  Avenue  -  -  TORONTO,  Ont. 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water 

Sizes  manufactured  and  al  - 
ways  in  stock  4  in.  to  24  in 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining's 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

The  Independent  Co.)  Limited 
SWANSEA  (near  Toronto) 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 


Angles 


Channels 


67-6"x3!^"x6/3"-60'0" 
28-6"x3I/4"xll/16"-60'0" 
40-6"x3  y2"x3/i"-60 '  0" 
22-6"x3!4"x3/4"-55'0" 


31-12"x30  lb.-60'0" 
83-15"x33  Ib.-36'IO1^' 


Zees 

94-  3"  x  2-11/16"  x  1/4"  x  6.7  lbs.  -  54  0" 

95-  3-1/16"  x  2-3/4"x5/18"  x  8.5  lbs.  -  50 '0" 


Mild  Steel  Bars 


20-8 
20-10 
13-6" 

19-  8" 

20-  10 
15-11 

12-  11 
88-4" 

13-  8 


xl/4"-30'0" 
"xl/4"-30 '  0" 
x5/16"-10'0" 
x5/16"-20  0" 
x5/16"-30'0" 

x5/16"-30'0" 
"x5/16"-20'0" 
I/2x5/16"-17'0" 
x3/8"-ll'10" 
x3/8"-30'0" 


14-6"x7/16"-13'0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

5-12!4"x5/8"-30'0" 

22-6I/4"xll/16"-33'0" 

5-7"xll/16"-20'0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shape*  and  Bars  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


STEAM  DUMPING  TRUCKS 

For  a  quick  sale  we  offer,  at  bargain  prices, 

Two  5-Ton  Steam  Wagons,  Dumping  Body 

In  Montreal  Stock 


MUSSENS  LIMITED 


MONTREAL   QUEBEC— PRUNEAU  &  CO. 
WINNIPEG    TORONTO -H.  TURNBULL  &  CO. 
VANCOUVER  COBALT  -H.  L.  USBORNE 
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We  are  in  a  position  to  make 
Immediate  Delivery 


of  all  kinds  of 


STEEL 
CASTINGS 

100  lbs.  and  heavier 


Send  us  your  next  order 


Dominion  Steel 

Foundry  Co.,  Limited 

HAMILTON        h      «  ONTARIO 


Tripod  Derricks 

For  all  road  construction 
work  this  Tripod  Derrick 
will  save  its  cost 
many  times  over. 
It  easily  handles 
all  sewer 
pipe,  stone, 
etc.  Also 
for  grave 
stones,  buri- 
al vaults, 
etc.  We 
also  manufacture  Peerless,  Champion, 
Standard,  Counter  Weight,  Setter  Pole 
and  Stiff  Leg  Derricks. 

Write  for  Catalog  and  Prices  of 
any  Derrick  desired 

National  Equipment  Co..  Limited 

1  Wabash  Avenue,  Toronto 


All  that  is  left  of 
the  tar  kettle  gang 


On  hundreds  of  big-  contracts  one  common 
laborer  now  does  all  the  work  formerly  done 
by  a  gang  of  half  dozen  or  more  men  and  a 
foreman — and  does  it  better — by  using 

CAREY 


XPAtJsiOtJ 

JOINT 

This  man  takes  the  sections  of  ELASTITE 
as  they  are  delivered  direct  from  our  factory 
to  the  job.  He  sets  them  against  the  curio 
and  the  pavers  lay  their  materials  flush  against 
them.  When  the  job  is  grouted  the  bond  is 
complete  and  the  job  is  done. 

Write  today  for  sample  and  literature.    Address:  ELASTITE  DEPT. 

The  Philip  Carey  Company 

Winnipeg  Toronto  Montreal 


FOR  SALE 


1 — 85  Ton  Marion  Steam 
Shovel 

4 — Standard  Gauge 

Dinkies  (Porter) 


40 — 6-yard  2 -Way  Steam 
Shovel  Cars 


W.  FRASER 

83  Craig  St.  West 

MONTREAL 


H 
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Stc«m  Engines 

Stortuaai  Co.  of  c»n..  Ltd..  n.  f. 

Steim  Turbine* 

McUougall  Caledonian  Iron  Wki 
Stuttcvant  t  o.  o(  Can..  Ltd..  B.  F. 

Sice) 

Hutliiigton  Steel  Company 
Hopkins  &  Company.  F.  H. 
Steel  Company  o(  t  an.  Ltd. 

Steel  Bart 

Burlington  Steel  Company 
Dominion  Iron  5c  Steel  Co. 

Hopkins  &  Company,  F.  II. 
Steel  lor*.,  .   .  of  Can.  Ltd. 

Steel  Pipe 
Can.  Chicago  Bridge  &  lion  Wks. 

Steel    Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Steel  &  Radiation  Limited 

Stone 

Britnell  3c  Company 
llagersville  Contracting  Co. 
Oakley  4  Son.  Geo. 
Rogers  Supply  Company 
Sackville   Freestone  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
Des.Moines  Bridge  &  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McC.regor  &  Mclntyre 
Pittsburgh  DesMoines  Steel  Co. 
Reid  &  Brown 

Standard  Steel  Construction  Co. 
Structural  Steel  Company 


Surveyors'  Instruments 
Heller  &  Brightly 

Swinging  Gears 

I  'akc  Engine  Company 

Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 

Goold,  Sliaplcy  &  Muir  Co. 
Inglis,  J  oh  ii 

Manitoba  Hiidge  &  Iron  Works 
Marsh  &  Hcntlioin 
McUougall  Caledonian  Iron  Wks. 
Mackinnon,   Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittshurgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Ciillis  &  Geoglicgan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 


Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sbeldons  Limited. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 
IMatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba   Bridge  &   Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Roving  Hydraulic  &  Engineering 

Company 
McUougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 

Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

White  Lead 

Carter  White  Lead  Company 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company. 


3B-H  Paint  Products 
For  Concrete  and  Cement 

The  following  products  meet  in  the  most  satisfactory  manner  the  practical 
requirements  of  every  uncoated  concrete  surface,  whether  it  be  merely  to 
close  the  pores,  tint  a  wall  with  rich  colors,  or  protect  a  floor  against  the 
grind  of  traffic. 


B-H  Proofing 

is  colorless.  It  seals  the 
pores  and  hardens  like  the 
base  itself. 


B-H  Stain 

is  waterproof  and  oil- 
proof.  Gives  soft,  velvety 
effect.    Eight  colors. 


B-H  Floor  Paint 

in  four  colors,  flat  or  gloss 
finish.  Impervious  to  oil, 
dirt,  wear. 


Write  us  for  sample  colors  and  quantity  prices  of  these  products.  We  will 
send  information  as  to  the  qualities  which  have  brought  them  into  universal 
use  in  factories,  public  buildings,  office  buildings  and  homes  throughout  Canada. 
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DOLARWAY  SURFACING 

will  put  the  Endurance  in  Pavement 


Dolarway  Surfacing  knocks  the  question  out  of  per- 
manent pavement — just  keep  it  on,  that's  all!  After 
the  concrete  is  down  you  can  easily  eliminate  the 
high  cost  of  up-keep  by  keeping  "Dolarway"  on. 
No  matter  how  heavy  the  traffic  may  be,  nor  how 
changeable  the  climate  is,  Dolarway  meets  all  con- 
ditions in  a  satisfactory  manner. 


There  is  no  great  outlay  of  money  required  to  pre- 
pare this  wonderful  surfacing.  It  comes  in  liquid 
form  and  can  be  easily  and  quickly  heated  and 
spread  on  with  unskilled  labor.  Within  a  few  hours 
after  applying  your  roadway  is  ready  for  traffic. 
Dolarway  is  ideal  for  boulevards,  city  streets  and 
suburban  highways. 


Inexpensive  First  Cost  Inexpensive  Maintenance 

For  further  particulars  write  to 

THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 


"SUPERIOR  GRAPHITE  PAINT" 


—ON 


PROTECTION 


MEANS 


ITS  USE  INSURES  these  costly  structures  AGAINST  CORROSION 

"Superior  Graphite  Paint"  is  unaffected  by  the  weather,  gases,  or  brine  drippings. 

Special  Coatings  Made  for  Salt  Water  Exposures 

The  use  of  "  Superior  Graphite  Paint  "  and  the  Special  Protective  Bridge  Coatings  made 
by  this  Company  has  steadily  increased,  and  their  use  by  the  leading  railways  and  munici- 
palities is  a  guarantee  of  their  quality. 


Write  for  full  particulars  to- 


DOMINION  PAINT  WORKS,  LIMITED 


Montreal 
Toronto 


WALKERVILLE,  ONT. 

M  ,de  in  U.  S.  A.  by  DETROIT  GRAPHITE  CO.. Detroit,  Mich. 


Winnipeg 
Vancouver 


lr. 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  ....  50 
American  Lead  Pencil  Company  ... 

American  Well  Works   

Anglins  Limited  '   oo 

Armstrong  Cork  Company   

Art  Stone  Company   oo 

\sphalt  &  Supply  C  ompany    11 

Ault  &  Wiborg  Company   50 

Barber.  Frank     GO 

B.  C.  Lumber  Commissioner  

Beatty  &  Sons.  Limited,  M   2 

Biril  &  Son  
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Canadian    Inspection    and  Testing 

Laboratories   60 
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Carter  White  Lead  Co   62 
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Dake  Engine  Company   51 
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Gartshore,  John  J  
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Goold,  Shapley  &  Muir  Company  . .  59 

Gray  Construction  Co.,  John  V  
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Hagersville  Contracting  Company  ..  10 

Heller  &  Brightly   51 

Hopkins  &  Company,  F.  H   64 

Hunt  &  Company,  Robert  W   00 

Ideal  Concrete  Machinery  Company  54 

Inglis  Company,  John   49 

Kerr  Engine  Company,  Limited  ....  63 

Lea,  R.  S   .60 

London  Concrete  Machinery  Co.  ...  8 

Luxfer  Prism  Company  

MacKinnon  Holmes  &  Company  ...  (il 

Manitoba  Bridge  Works  Co.  ......  20 

Maritime  Bridge  Works  Co   12 

Marsh  &  Henthorn,  Limited  ...   ...  51 

McAvity  &  Sons,  T  

McDougall  Caledonian  Iron  Works 

Company   4 

McGregor  &  Mclntyre    61 

Meaford  Wheelbarrow  Company  ...  59 

Metallic  Roofing  Company    53 

Miller  &  Company,  George  M   00 

Morrison  &  Co..  T.  A   60 
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National  Equipment  Co   13 
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Pacific  Coast  Pipe  Company   51 
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ing Company  
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Rogers  Supply  Company   11 

Sackville  Freestone  Company   2 

Sheldons  Limited  

Shipman  &  Co.,  Harold  C   60 

Smart  Mfg.  Company,  James  

Spielmann  Agencies  Regd   19 

Standard  Clay  Products  Limited  ...  57 
Standard  Steel  Construction  Co.  ...  54 
Standard  Underground  Cable  Co.  of 

Canada   

Stark  Rolling  Mill  Company  

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation   12 

Structural  Steel  Company   54 

Sturtevant  Co.  of  Canada,  Ltd.,  B,  F, 

Tiffin  Wagon  Company  

Toch  Bros  

Toronto  Plate  Glass  Importing  Co.. 

Trussed  Concrete  Steel  Co   50 

Turnbull  Elevator  Company  


Vancouver  Wood  Pipe  &  Tank  Co. 

Waterous  Engine  Works  Co  

Wells  &  Gray,  Limited  

Wettlaufer  Bros  

Wilson  &  Son,  C  

Wynne-Roberts,  R.  0   60 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterprise 
ing  enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing-,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing-  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  rigfht  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 

Further  particulars  and  prices  will  be  sent  upon  request. 

B.  Blair  Company,  Limited 

Woodstock,  Ontario 
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WHAT  EVERY  MUNICIPALITY  NEEDS 


Cast  Iron  Basin  Covers 


LOW  CONE  CATCH   BASIN  COVER 

I 'at  a  ma  Cast  Iron  Catch  Hasin  Covers  are 
Knol  to  eliminate  cIork>"K  with  debris  anil  to 

free  passage  <>f  water.  They  are  so  con- 
ctcil  that  the  rising  water  constantly  washes 
drift  upwards,  over  the  top.  ami  away,  ami 
nils  unobstructed  tlow.  The  wide  flange  fits 
irely  into  the  end  of  the  tile  and  the  projec- 

protects  it.  anil  holds  the  cover  firmly  in 
lion.  Made  to  lit  the  hell  end  of  tile, 
s  I".  to  "J4  inches. 


II I  CM  CONE  CATCH   BASIN  COVER 


IF 

you  need  a 
machine 
to  grade 
the  streets 
in  your 
town 
ask  us 
about  our 
BOSTON 
GRADER 


Cast  Iron  Culvert  Pipe 


The  Panam 
covered  by 
sections,    but  wh 
feature  makes  it  0 
should    interest  u 
trouble  whatever 
it  freezes  full,  th 


nd  Culvert  Pipe  comprises  features  that  are 


lU  111 


This  culvert  is  furnished  in  4  ft. 
placed  into  the  ditch  the  .interlocking 
continuous  culvert.  The  expansion  feature 
s  of  culverts  in  Canada.  There  is  no 
\  this  culvert  in  extreme  cold  weather;  if 
Dp  section  raises  enough  to  allow  for  ex- 
it  will  eventually  replace  all  concrete  tile 


FOR  STREET  CROSSINGS  AND  SHALLOW  DRAINS 


THE   EXETER  MANUFACTURING  CO.,  LTD.,  EXETER,  ONT. 

Road  Machinery  Municipal  Supplies  Concrete  Machinery 


Now  Ready — 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 


Sold  separately 


By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles.  254  pages,  6  x  9,  88 

illus.,  $2.50  net,  postpaid. 
Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 

6  x  9,  412  illus.,  34  plates,  $5.00  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 
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Made  by 

Griffiths  Bros  &  G>  Lw 
London 


ON  DON,  England   /  "il^] 

^^^^li^l^  PAINT 

lasts  where  no  other  paint  will  stand 


\  ,  i  CoNtmctors  to  the 
\  ;  Admiralty  &War Office 


impervious  to  all  external  influences,  and  possessing  wond 
qualities   of   FIRMNESS,    DURABILITY,    and    ELASTICITY,  it 
affords 

PERFECT  PROTECTION 

for  IRON,  STEEL  AND  WOOD.    That  is  why  it  is  used  by  the 
British  Navy  and  Army  and  leading  Railway  and  Shipping  Companies. 
Write  for  our  interesting  booklet. 

Spielmann  Agencies,  R ec'd. 

Specialists   in   Protective  Paints 
Read  Bldg.  MONTREAL. 


NATIONAL 


MOTOR 
TRUCKS 


This  one-ton  National 
has  been  on  "active  ser- 
vice" all  summer  for  the 
164th  Battalion.  Military 
use  is  an  exceptionally  se- 
vere test  for  a  motor  truck, 
and  the  National  has  stood 
the  test. 

For  commercial  use  al- 
so, many  National  trucks 
are  giving  day-after-day 
service  that  means  a  more 
economical  delivery  sys- 
tem for  contractors,  manu- ' 
facturers,  wholesale  houses 
and  many  other  lines  of 
business. 


National  trucks  are  made  in  five  capacities;  1500,  2000,  3000,  4000  and  7500  lb.  capacity. 

The  National  catalogue  is  an  exceptionally  complete  compilation  of  Motor  Truck 
facts.    We  will  be  glad  to  send  you  a  copy. 


NATIONAL  STEEL  CAR  CO.,  LIMITED 


Montreal  Office  : 

SHAUGHNESSY  BLDG. 


Works  and  Operating  Office 

HAMILTON,  CANADA 


Smith-Vaile 

Yoke  Type  Boiler  Feed  Pumps 

Not  an  ordinary,  every-day  Boiler 
Feed  and  General  Service  Pump,  but 
something  better. 

Provided  with  removable  and  inter- 
changeable water  cylinder  linings  and  adjustable  packed 
water  pistons,  permitting  compensation  for  wear. 

Bulletin  No.  780  will  interest  every  engineer. 
Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


ACME  «o 


THE  PATENT  g0* 

STONE , ORE, ROCK  ETC 

THE  MOST  EFFICIENT 

FOR  ALL  SERVICES 

CONCRETE* TAR  MACADAM  MACHINERY  P^. 
CYRAT0RY&  ROLLER  CRUSHERS  - 


 SSif '  /■  ■ 


GOODWIN, BARSBY&  C?  LEICESTER  ENG. 
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Bar  Iron 


Carried  in  all  sizes  and  lengths 
for  immediate  shipment. 


Small  Angles 


From  34"  x  3^"  x  ys"  to  2"  x  2"  x 
in  all  sizes,  thicknesses  and 
lengths. 


Reinforcing  Bars  for  Concrete 

Medium  Steel,  Square  Cold  Twisted,  sizes  from  J4"  to         lengths  up  to  60  feet.  Medium 
Steel,  Plain,  Round  and  Square,  sizes  from  yA"  to  ll/4",  lengths  up  to  60  feet.  J 


Steel  Sheets 

A  complete  range  from  10  gauge  to  16 
gauge,  for  immediate  shipment. 


Steel  Plates 


All  sizes  from  3/16"  to  1"  thick,  in  stock 
now. 


We  design  and  fabricate  all  kinds  of  structural  steel,  and  carry  at  all  times  a  6000-ton  stock  of  Beams,  Chan- 
nels. Broad  Flange  Beams,  Plates  and  Angles,  Rivets,  Bolts,  Shafting,  Transmission  Machinery,  etc.,  besides 
tnose   mentioned   above — ready   for  immediate  shipment. 

We  have  a  monthly  stock  list  that  should  be  on  your  desk.   Ask  for  it. 


Canadian  Made 

Rolling  Steel  Fire  Doors 

These  Ormsby  fire  doors  will  absolutely  pre- 
vent fire  from  penetrating  the  openings  which 
they  cover.  They  are  scientifically  correct,  and 
have  been  tested  under  fire  conditions.  They 
always  give  satisfaction.  This  is  strictly  a  Cana- 
dian product  from  start  to  finish,  and  is  held  in 
the  highest  estimation  by  large  Canadian  con- 
tractors and  engineers.  The  doors  are  made  for 
any  size  opening.  They  are  neat  and  serviceable. 
Only  \y2  to  3  inches  on  either  side  of  opening 
required  and  from  10  to  14  inches  above.  We 
supply  them  with  Underwriters'  Label  when  spe- 
cified. We  would  be  glad  to  send  you  blue  prints 
giving  complete  details  of  Ormsby  Canadian 
Made  Rolling  Steel  Fire  Doors. 


A.  B.  Ormsby  Co.,  Limited,  Toronto 

Associated  with  The  Metal  Shingle  &  Siding  Co.,  Limited,  Preston,  Montreal,  Winnipeg 
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Education  Through  Advertising 

THAT  organized  publicity  campaigns  have  had  a 
very  far-reaching  effect  in  fostering  the  use 
of  many  of  the  present  popular  budding  ma- 
terials was  pointed  out  in  an  editorial  pub- 
lished in  the  Contract  Record  of  September  27.  Na- 
tion-wide advertising  of  an  educational  nature  has 
been  primarily  responsible  for  putting  prominently  be- 
fore the  public  the  advantages  pertaining  to  struc- 
tural products  and  certain  construction  methods.  How 
else,  for  example,  except  by  publicity  would  it  have 
been  possible  to  bring  the  advantages  of  reinforced 
concrete  before  builders?  This  branch  of  construction 
has  developed  in  less  than  a  decade  from  a  novelty  to 
an  accepted  standard,  simply  because  the  leaders  in 
the  field  did  not  hesitate  to  use  the  forces  of  publicity 


in  their  sincere  efforts  to  place  valuable  information 
in  the  hands  of  architects,  engineers,  contractors  and 
owners.  And  it  is  as  true  of  many  other  lines  that  the 
popularity  and  widespread  use  of  their  products  is  due 
in  no  small  measure  to  the  organizations  that  their 
manufacturers  and  distributors  have  formed  for  no 
other  purpose  than  to  publish  abroad  the  advantages 
of  their  wares. 

In  our  previous  editorial  referred  to,  we  suggested 
to  other  manufacturers,  those  who  are  not  now  asso- 
ciated for  the  purpose  of  organized  and  educational 
appeal,  or  whose  organizations  are  dormant  and  in- 
active, that  they  take  steps  to  remedy  the  disadvant- 
ages under  which  they  are  laboring — for  they  are  real 
disadvantages.  Organized  educational  advertising 
pays  and  manufacturers  must  realize  this,  if  their  pro- 
ducts, more  especially  new  and  untried  ones,  are  to 
attain  any  measure  of  success  in  the  face  of  strenuous 
competition  and  other  new  products  energetically  im- 
pressed upon  the  public. 

A  recent  editorial  in  our  contemporary,  "Engineer- 
ing and  Contracting,"  discusses  "this  matter  of  educa- 
tional advertising  and  its  influence  on  building,  and 
urges  that  as  advertising  has  come  to  be  more  and 
more  truthful,  it  should  become  more  instructive,  more 
educational,  and  the  result  will  be  ideal  advertising. 
This  journal  points  out  that  already  many  advertisers 
are  setting  forth  costs  and  giving  hints  as  to  the  best 
ways  of  using  their  products  under  given  conditions 
Some  catalogs,  for  example,  are  veritable  text  books, 
full  of  exceedingly  useful  information.  The  advertis- 
ing pages  of  journals  contain  suggestive  photographs 
and  text,  and  while  there  is  much  room  for  improve- 
ment, the  march  is  steadily  and  rapidly  onward  to- 
ward ideal  educational  advertising. 

"In  the  building  field  certain  manufacturers — big 
men  of  far  vision — have  been  conducting  publicity 
campaigns  of  educational  nature.  We  wonder  whether 
many  of  our  structural  engineering  and  contracting 
readers  who  are  designers  or  builders  of  reinforced 
concrete,  steel  and  other  fireproof  buildings,  realize  to 
what  extent  they  are  indebted  to  the  advertising  that 
these  manufacturers  have  done.  When  you  see  the 
nation-wide  exploitation  of  cement,  tile  and  rein- 
forced concrete  structures,  when  you  read  the  adver- 
tisements of  modern  plumbing,  heating  and  ventilating 
apparatus ;  when  you  note  the  publicity  given  to  fire- 
proofing,  both  by  manufacturers  and  fire  insurance 
companies,  it  will  be  well  if  you  divest  yourself  of  the 
common  idea  that  all  this  advertising  produces  merely 
a  profit  for  the  advertisers.  If  it  is  successful  adver- 
tising it  must  be  truthful.  If  it  is  truthful,  it  must 
win  purchases  because  it  benefits  the  purchaser.  If 
it  benefits  the  purchaser  it  undoubtedly  does  as  much 
good  for  the  public  as  it  does  for  the  advertiser.  In- 
deed, it  is  safe  to  say  that  for  every  dollar  expended 
in  advertising  the  public  gains  many  dollars  in  effici- 
ency. A  bargain  that  is  a  good  bargain  is  always 
profitable  to  both  parties  to  the  transaction.  All  co- 
operative effort  is  collectively  profitable  and  the  bar- 
gains between  two  parties  are  merely  devices  for  split- 
ting up  and  sharing,  the  gain  resulting  from  co-oper- 
ative effort." 

"Modern  Building,"  discussing  this  same  question  ' 
slates  that  people  do  not  realize  that  publicitv  is  one 
of  the  principal  underlying  causes  of  the  rapid  advance 
in  building  methods.  Everywhere— in  the  workshop 
and  in  the  home— is  seen  the  influence  of  publicity  on 
building.  "Few  of  the  public  or  of  the  building  world 
realize  the  service  which  progressive  manufacturers 
have  rendered  in  influencing  better  methods  of  build- 
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ing.  Courageous!)  and  unhesitatingly  these  men  have 
borne  the  expense  of  important  educational  work,  de- 
living  [or  themselves  only  those  incidental  benefits 
that  come  From  the  Use  <>t"  Wetter  methods.  It;  has  taken 
l>is,r  men  with  big  ideas  to  do  work  of  this  kind  and  it 
i-  no  wonder  thai  many  of  them  have  developed  big 
organizations.  W  hen  the  whole  story  of  modern 
building  is  written,  you  will  find  an  important  place 
i-  occupied  by  these  hroad  gauged  manufacturers  who 
have  unsparingly  used  the  forces  of  publicity  in  bring- 
ing their  improved  methods  before  prospective  builcl- 
ei  -  Their  influence,  more  than  any  other  single  factor, 
is  responsible  for  the  high  class  of  our  modern  building 
construction." 


The  Engineer's  Defects 

El  ,SE  \\  1 1  ERE  in  this  issue,  an  eminent  engineer, 
Mr,  J.  A.  L.  \\  added,  discusses  those  things 
that  can  best  be  done  to  secure  the  advance- 
ment of  the  engineering  profession.  This  ar- 
ticle is  exactly  along  the  line  of  what  the  Contract 
Record  has  been  hammering  at  for  a  long  time.  We 
have  frequently  expressed  an  opinion  that  there  is 
urgent  need  for  engineers  as  a  body  to  exert  such  con- 
certed efforts  as  will  advance  the  interests  of  the  pro- 
fession  and  secure  the  recognition  that  is  their  due. 
In  the  paper  referred  to,  the  author  points  out  the  al- 
leged deficiencies  of  the  engineer's  make-up  that  pre- 
clude him  from  reaching  the  highest  goals  of  success, 
and  suggests  remedies  that  will  overcome  the  diffi- 
culties, defects  and  general  undesirabilities  connected 
with  the  profession.  * 

What  can  best  be  done  to  secure  the  recognition  of 
the  engineering  body,  depends,  of  course,  on  what  in- 
terests that  body  have.  Fundamentally,  there  is  an 
inseparable  bond  between  the  interests  of  the  engineer- 
ing profession  and  the  larger  interests  of  the  public. 
It  appears  to  us  that  the  paramount  reason  for  the  en- 
gineer is  for' the  progress  of  mankind.  It  is  self-evi- 
dent, then,  that  the  augmenting  of  the  effectiveness 
•  >f  the  profession  can  be  secured  primarily  by  increas- 
ing its  usefulness  to  humanity.  As  we  have  often 
urged,  engineers  must  interest  themselves  to  a  far 
greater  extent  in  public  affairs,  but  at  the  same  time 
the  general  public  must  be  induced  to  appreciate  the 
engineer's  real  function  in  society,  and  the  accomplish- 
ment of  this  is  the  first  effective  step  to  be  taken. 

To  impress  the  public  with  the  advantages  of  the 
engineering  methods  of  doing  work  calls  for  concerted 
and  co-operative  efforts  on  the  part  of  the  great  bodies 
and  associations  of  engineers.  Individual  efforts  are 
also  no  less  availing  or  necessary  to  broaden  the  status 
of  the  engineer,  but  group  efforts  are  usually  more 
conclusive  and  more  prolific  of  result.  Recent  action 
i  n  the  part  of  our  Canadian  engineers  seems  to  indi- 
cate they  are  not  asleep  to  the  possibilities  that  are 
open  to  them  and  that  by  stern  appeal  to  the  public 
sense  of  duty  they  will  be  able  to  make  themselves 
recognized  as  a  force  no  less  potent  than  the  force  and 
usefulness  of  other  professions. 

The  Measure  of  Efficiency 

"How  may  the  efficiency  of  a  man  at  his  daily  work 
be  measured?"  A  very  good  answer  to  this  was  given 
by  -Mr.  Robert  E.  Meadows,  in  a  paper  on  "The  Human 
Factor  in  Business."  He  said  the  efficiency  of  a  work- 
man or  assistant  could  be  measured  by  the  amount  of 
supervision  he  needed  in  his  work.  The  more  super- 
vision a  workman  needs  the  less  his  value  in  whatever 
capacity  he  may  be  acting.    There  are  two  factors 


necessary  to  such  a  happy  slate  of  affairs.  One  is  that 
the  delegation  of  responsibility  should  be  coupled  with 
a  delegation  of  power  to  do  things  which  may  be 
necessary,  and  the  other  is  that  the  assistant  should  be 
prepared  to  accept  responsibility  for  his  own  decisions. 
1 1  is  no  good  to  hold  an  assistant  responsible  for  the 
running  of  a  particular  department  if  he  is  to  be  sub- 
jected to  constant  questioning  or  interference,  or  if  he 
has  to  i  ibtain  permission  to  carry  out  minor  repairs  and 
alterations  which  are  obvious  or  desirable.  On  the 
other  hand,  the  assistant  must  not  only  be  prepared  to 
act  with  decision,  but  must  study  the  conditions  of  his 
work  and  improve  his  technical  knowledge  as  much  as 
possible,  so  that  when  he  is  called  upon  to  act  on  his 
ow  n  responsibility  he  may  do  so  with  confidence,  fully 
prepared  to  justify  his  action  if  need  arises.  The  good 
chief  has  plenty  of  big  things  to  think  about,  and  he  is 
usually  grateful  to  assistants  who  can  relieve  him  of 
anxiety  or  worry  in  regard  to  the  small  things.  In  fact, 
he  measures  the  efficiency  of  the  staff  by  the  amount  of 
supervision  he  has  to  exercise  over  their  work. 


Canada's  Changed  Financial  Position 

There  is  no  more  striking  evidence  of  the  changed 
conditions  in  our  international  financial  relations  than 
the  participation  by  leading  Canadian  financial  institu- 
tions in  the  loans  of  foreign  governments.  Until  the 
war  began  it  was  deemed  impossible  to  attempt  any 
large  financial  operations  without  enlisting  the  aid  of 
foreign  capital.  For  several  years  preceding  the  war 
the  country  was  buying  an  increasing  proportion  of 
its  own  issues,  but  it  never  reached  the  stage  when  a 
large  issue  would  have  been  deemed  possible  of  ab- 
sorption by  the  country  without  outside  assistance. 

Canadians,  however,  are  now  finding  funds  not 
alone  for  large  loans  of  their  own  government,  but  are 
investing  in  the  bonds  of  the  British,  French,  Italian 
and  Russian  governments.  Instead  of  the  financial 
catastrophe  which  many  pessimists  predicted  for  Can- 
ada the  country  has  come  through  a  period  of  unparal- 
leled stress  and  anxiety  with  its  credit  stronger  in  the 
markets  of  the  world  than  ever  before. — Bradstreets' 
Bulletin. 


Who  Wants  a  Permanent  Job? 

"Unless  the  members  of  the  society  are  deceiving 
the  secretary  maliciously,  they  are  all,  or  very  near 
all,  profitably  employed.  At  least,  it  is  like  the  old 
job  of  hunting  for  a  needle  in  a  haystack  to  find  a 
man  now  when  a  position  is  open. 

"To  be  sure,  many  are  but  'temporary  positions,' 
but  when  you  get  to  the  bottom  of  the  whole  thing 
there  are  no  others.  And  who  of  us  wants  a  perm- 
anent job,  anyhow? 

"I  well  remember  seeing  a  gray-haired  draftsman 
packing  his  tools  and  books  preparatory  to  leaving  a 
'temporary  position'  which  he  had  accepted  a  short 
nineteen  years  before.  When  he  found  that  it  pro- 
mised to  merge  into  a  permanent  one  he  quit — and 
you  would,  too,  wouldn't  you?" — Bulletin,  Oregon  So- 
ciety of  Engineers. 


At  a  recent  meeting  held  at  Oshawa,  Out.,  a  local 
good  roads'  association  was  formed  to  help  along  in 
the  general  scheme  for  better  roads  in  the  county  of 
Ontario.  There  was  a  large  gathering  and  much  in- 
terest was  shown  in  the  movement  for  road  improve- 
ment. The  following  officers  were  elected  at  the  meet- 
ing: Chairman,  Fred  W.  Cowan;  Vice-chairman,  T.  B. 
Mitchell;  Secretary-treasurer,  W.  G.  Warden. 
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Many  Structural  Failures  Due  to  Poor  Sand 


A TALK  on  the  testing-  of  sand,  principally  in 
relation  to  its  use  in  concrete,  was  given  by 
Mr.  C.  R.  Hazen,  vice-president  of  Milton 
Ifersey  Company,  Ltd.,  at  the  luncheon  of  the 
Montreal  Builders'  Exchange,  on  October  26th.  Mr. 
John  Quinlan  presided.   Mr.  Hazen's  paper,  .which  was 
illustrated  by  a  number  of  samples,  is  as  follows : 

"Montreal  is  fortunate  in  having  available  for  the 
contractor's  use  a  very  high  grade  of  sand,  provided  he 
is  willing  to  pay  for  it.  The  trouble  is  that  when  a 
contractor  starts  to  excavate  for  a  cellar  or  a  basement 
and  finds  a  few  feet  beneath  the  surface  a  bed  of  sand, 
he  is  very  much  tempted  to  use  it  in  making  his  con- 
crete for  the  walls  because  of  the  low  cost.  It  is  aston- 
ishing how  good  a  sand  will  look  to  the  contractor 
when  he  obtains  it  in  this  manner  and  when  he  com- 
pares it  with  that  supplied  by  one  of  the  sand  com- 
panies, upon  which  he  has  to  pay  cartage  as  well  as 
freight  and  a  profit  to  the  dealer.  A  few  years  ago  the 
engineer  of  the  Montreal  and  Quebec  Southern  had 
occasion  to  instal  a  twenty  feet  concrete  culvert  on  one 
of  the  lines  below  Sorel,  and  he  found  in  the  immediate 
neighborhood  a  pit  of  sand  which  appeared  to  be  suffi- 
ciently good  for  his  purpose.  The  sand  in  question  was 
fairly  coarse,  quite  free  from  loam  or  clay,  had  a  sharp 
feel,  and  was  physically,  to  all  outward  appearances,  a 
fairly  good  concrete  sand.  Without  investigation  the 
sand  was  used,  and  the  entire  job  put  in  with  it.  The 
work  was  completed  towards  the  end  of  September. 
Immediately  afterward  the  weather  turned  cold  and 
rainy,  and  no  further  attention  w  as  paid  to  it,  until  the 
following  spring.  When  the  workmen  came  to  loosen 
off  the  forms  they  found  that  the  concrete  had  failed  to 
set  up,  after  a  period  of  approximately  seven  months. 
Only  a  few  boards  were  removed  because  of  this  condi- 
tion. Samples  of  the  concrete  were  taken  and  brought 
to  the  Milton  Hersey  Company's  laboratory  for  exam- 
ination, the  engineer  suggesting  that  the  concrete  had 
been  made  from  poor  cement.  He  was  asked  to  obtain 
samples  of  the  sand  used,  and  tests  were  started  with 
a  cement  of  known  value  which  had  been  tested  and 
its  tensile  strength  fully  determined.  The  cause  of  the 
trouble  soon  became  apparent,  and  lay  entirely  in  the 
sand.  The  briquettes  made  were  so  weak  that  they 
could  not  be  broken  at  the  end  of  a  month.  The  engi- 
neer had  followed  the  common  custom  of  blaming  the 
cement  for  the  trouble.  Cement,  by  the  way,  in  these 
days  is  a  very  high  grade  material,  and  it  may  interest 
some  to  know  that  the  cement  made  on  the  Island  of 
Montreal  is  as  good,  or  better,  than  any  made  any- 
where in  America.  There  is  no  deposit  of  cement  rock 
of  which  we  are  aware  as  uniform  or  satisfactory  for 
making  cement  as  the  Trenton  limestone  deposits  on 
the  Island  of  Montreal. 

Results  of  Faulty  Sand. 

"Part  of  the  earth  with  which  the  culvert  had  been 
covered  was  removed  as  the  warm  weather  of  June 
came  on,  so  that  the  sun  and  air  could  get  at  it.  and  it 
was  allowed  to  stand,  as  the  work  had  cost  a  consider- 
able sum.  The  heat  of  the  summer  weather  eventually 
caused  it  to  set  up.  but  it  was  September  again,  or  a 
full  year  after  the  work  had  been  placed,  before  it 
became  sound  and  strong.  We  might  add  that  trains 
are  running  over  it  in  perfect  safety  to-day.  It  is  rare, 
however,  that  work  may  be  left  in  this  manner,  as  such 
a  delay  would  be  much  more  costly  in  an  ordinary 


building  operation  than  to  rip  out  the  defective  work 
and  replace  it  at  once.  The  tearing  out  of  defective 
work  is  apt  to  be  costly  and  provoking  to  all  con- 
cerned, and  it  delays  the  work  and  too  often  holds  back- 
more  than  one  contract.  Another  instance  of  this 
same  character  occurred  in  the  erection  of  the  Water- 
man fountain  pen  factory.  The  contractors  were  mak- 
ing splendid  progress  with  the  job,  and  had  been  using 
a  local  pit  sand.  One  day  the  engineers  came  in  with 
some  samples  in  considerable  alarm,  stating  that  thev 
had  put  in  seven  or  eight  sections  of  reinforced  con- 
crete flooring  and  a  number  of  pillars  which  would  not 
set  up,  and  asked  the  writer  to  come  over  and  inspect 
the  job.  After  going  over  it  thoroughly  with  the  engi- 
neers the  conclusion  was  reached  that  we  had  to  do 
with  pretty  much  the  same  conditions,  and  in  order  to 
avoid  delays  it  was  necessary  to  tear  out  this  defective 
work  and  replace  it.  Now,  if  either  of  these  engineers 
had  taken  the  precaution  to  test  the  sand  before  they 
put  it  into  the  work  they  would  have  detected  these 
defects  and  avoided  them  entirely. 

Causes  of  Failures. 

"It  is  astonishing  how-  many  failures  of  concrete 
are  brought  to  our  attention  to  determine  the  cause  of 
the  failure,  bullv  nine-tenths  of  these  are  due  either 
to  faulty  or  negligent  work  on  the  part  of  the  foreman 
in  charge  or  his  men  or  to  faulty  sand.  Two  thirds  of 
the  blame  put  upon  cement  is  really  due  to  the  con- 
tractor's not  finding  out  whether  the  sand  is  good  or 
not  before  using  it.  There  is  no  objection  to  the  use 
of  a  sand  found  in  an  excavation  by  a  contractor  pro- 
vided it  is  good  sand  for-  the  purpose,  but  the  con- 
tractor should  take  the  reasonable  precaution  to  find 
out  what  its  qualities  are  before  using  it,  and  we  want 
to  urge  the  necessity  of  having  sand  examined,  instead 
of  taking  the  chance  on  its  being  suitable.  The  cost  is 
small,  and  it  is  the  best  kind  of  insurance  that  one  can 
take.  It  is  a  curious  thing  that  to  the  average  con- 
tractor sand  is  just  sand.  Sometimes  it  is  sharp  and 
coarse;  sometimes  it  is  round  and  coarse,  and  some- 
times it  is  fine,  but  never  in  the  experience  of  our  com- 
pany has  a  contractor  raised  the  question  or  asked  us 
to  investigate  the  proportion  of  the  different  sized 
grains  in  a  sand.  It  never  seems  to  occur  to  them  that 
the  proportion  of  the  different  sized  grains  has  any 
bearing  whatever  upon  the  strength  of  the  concrete, 
yet  this  is  one  of  the  most  important  features  of  a  sand 
that  makes  it  desirable  or  otherwise. 

Voids  Should  Be  Filled. 

"If  a  sand  is  used  in  which  the  grains  are  practi- 
cally all  of  one  size  the  percentage  of  voids  is  unusually 
high,  and  may  run  up  above  40  per  cent.  I  f  the  amount 
of  the  different  sized  grains  is  properly  proportioned 
in  the  sand,  the  voids  or  spaces  between  the  grains 
may  be  cut  down  as  low  as  25  per  cent.,  and  28  per 
cent,  is  easily  obtainable.  Now.  to  get  the  strongest 
concrete  it  is  essential  that  the  voids' be  entirely  tilled 
with  cement.  If  sufficient  cement  is  added  to  a  mix  to- 
properly  fill  28  per  cent,  of  voids  and  the  sand  contains 
over  40  per  cent.,  you  can  readily  appreciate  how  much 
weaker  the  concrete  is  bound  to  be.  The  average  con- 
tractor is  apt  to  dismiss  this  whole  question  with  the 
statement:  'If  you  put  in  sufficient  cement  you  will 
obtain  strong  concrete.'  Now,  this  terse  statement  is 
correct,  but  what  is  entirely  sufficient  with  one  sand 
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and  stone  mixture  is  insufficient  in  another,  because  of 
what  we  have  just  said,  and.  on  the  other  hand,  what 
i>  absolutely  necessary  for  one  mixture  may  enforce 

.m  actual  waste  of  cement  in  another.  We  are  again 
harping  on  Our  single  tune.  I  lave  your  sand  tested. 
Nol  alone  to  see  whether  von  are  likely  to  have  trouble 
with  it.  but  to  determine  what  is  most  economical  to 
obtain  the  required  strength.  This  question  of  voids  is 
One  that  is  rarely  investigated  and  yet  is  one  that 
enters  directly  into  costs  and  through  w  hich  consider- 
able economies,  very  much  worth  the  attention  of  the 
contractor  or  engineer,  may  he  effected.  The  applica- 
tion i «f  this  is  verv  simple,  indeed,  for  once  the  sands 
available  have  been  tested  out  and  the  proper  .grading 
arrived  at,  it  mereh  means  the  purchase  of,  at  the  out- 
side,  three  different  sands  and  blending  them  in  the 
mix  along  with  the  cement,  the  sands  being  chosen  to 
ijive  the  least  possible  percentage  of  voids.  It  is  better 
as  a  measure  of  insurance  to  test  the  sand  before  using 
it  than  to  wait  and  test  it  to  find  out  why  the  job  has 
failed." 


Negligence  Produces  Failure. 

In  seconding  a  vote  of  thanks,  proposed  by  Mr. 
Savor.  Mr.  Mann  pointed  out  that  reinforced  concrete 
had  the  preference  over  steel  for  certain  types  of  build- 
ing, (neat  developments  in  the  use  of  concrete  had 
taken  place  in  the  last  five  years,  and  it  was  a  good 
thing  thai  those  who  used  it  should  learn  more  about 
it.  They  bad  heard  of  failures  in  reinforced  concrete, 
but  these  bad  been  due  not' to  the  fault  of  design  or  to 
the  concrete,  but  to  the  ignorance  or  negligence  of 
those  w  ho  used  it.  It  was  to  the  interest  of  the  public 
thai  they  should  learn  what  chance  they  were  taking 
with  the  material  chosen.  Practically  all  failures  in 
concrete  occurred  during  the  course  of  construction 
and  not  afterwards.  Concrete  was  composed  of  certain 
integral  materials  made  up  into  a  mass,  and  the  longer 
it  stood  the  harder  it  became.  If  the  forms  were 
stripped  by  men  before  the  proper  time,  failure  result- 
ed ;  if  the  foreman  or  his  workmen  allowed  the  forms 
to  remain  the  proper  length  of  time,  there  would  be 
practically  no  failures. 


Wider  Joints  Should  be  Used  in  Roads 

Laid  in  Late  Fall 


THE  new  highway  between  Toronto  and  Hamil- 
ton was  recently  opened  for  traffic.  With  the 
exception  of  a  section  from  Mimico  to  To- 
ronto, the  roadway  is  practically  complete. 
<  toe-course  concrete  construction  has  been  followed, 
using  a  mix  of  the  proportion  1  :lj^:3,  the  coarse  ag- 
gregate being  crushed  limestone.  Excepting  in  the 
village  of  Oakville',  the  roadway  is  18  feet  wide.  In 
this  place  it  is  50  feet  and  30  feet  wide.  Joints  have 
been  placed  at  35-foot  intervals,  the  joint  material  con- 
sisting of  two  layers  of  bituminated  felt,  enclosing  a 
bituminous  filler,  with  a  total  average  thickness  of 
one-quarter  inch.  These  joints  were  made  by  staking 
the  filler  against  a  1-inch  board,  care  being  taken  to 
ensure  a  vertical  position.  They  were  placed  before 
any  concrete  was  laid  near  them  and  the  board  and 
-takes  were  not  removed  until  concrete  had  been  laid 
six  feet  beyond  the  joint. 

As  previously  announced,  trouble  has  been  experi- 
enced with  some  of  these  joints,  due  to  heaving  of  the 
slabs.  Of  the  work  performed  in  1915,  recent  inspec- 
tion showed  that  about  94  per  cent,  of  the  joints 
caused  no  perceptible  jar :  4  per  cent,  caused  a  notice- 
able jar;  and  2  per  cent,  caused  a  serious  jar.  All  the 
latter,  -in  which  the  heaving  in  some  cases  was  as 
much  as  2l/2  inches,  were  found  to  be  inclined  from 
the  vertical  when  chiseled  through,  and  about  half 
of  them  had  water  in  the  subgrade  beneath  the  joint. 

Work  Done  in  Late  Fall  Failed 

Upon  comparison  of  the  work  performed  after  the 
middle  of  October  with  that  done  during  the  whole 
year,  an  apparent  explanation  is  found.  The  work 
done  subsequent  to  October  15  comprised  31.5  per 
cent,  of  the  entire  year's  work,  and  41  out  of  the  42 
joints  which  heaved  seriously  were  in  sections  laid 
after  this  date ;  also  65  of  the  85  joints  causing  only 
noticeable  jar.  In  fact  the  nature  of  the  joints  formed 
a  fairly  sure  guide  of  the  date  of  concreting.  During 
this  period  the  temperature  was,  on  several  days,  be- 


low freezing  at  some  time,  though  no  concrete  was 
actually  laid  at  such  temperature. 

From  these  results  it  may  be  concluded  that  owing 
to  the  low  temperature  at  which  the  concrete  was 
laid,  combined  with  the  extremely  and  unusually  wet 
weather  occurring  during  the  fall  of  1915  and  spring 
of  1916,  setting  did  not  take  place  properly  and  the 
usual  contraction  upon  drying-out  did  not  occur,  due 
to  the  lowering  of  the  temperature.  The  excessive  wet 
weather  may  have  caused  an  unusual  amount  of  ex- 
pansion. At  any  rate,  there  was  insufficient  space  be- 
tween the  slabs  to  take  care  of  the  expansion  during 
the  following  summer.  This  would  seem  to  indicate 
that  for  late  fall  work  under  conditions  of  climate  such 
as  we  have,  it  would  be  advisable  to  use  a  wider  joint, 
as  well  as  employing  special  precautions  in  regard  to 
workmanship.  This  is  the  confirmed  opinion  of  the 
Chief  Engineer,  Mr.  H.  S.  Van  Scoyoc. 

Other  conditions,  such  as  obliqueness  of  the  joint, 
and  the  tendency  of  wet  sand  in  the  sub-base  to  ex- 
pand and  exert  an  upward  pressure,  unquestionably 
caused  part  of  the  trouble,  which,  perhaps,  better  work- 
manship or  more  favorable  climatic  conditions  would 
have  avoided,  but  the  same  workmanship  and  weather 
caused  little  trouble  previous  to  October  15,  so  that 
much  can  be  blamed  on  the  fact  that  work  was  carried 
out  during  the  late  fall  at  temperatures  approaching 
the  freezing  point. 

Repairs 

Tn  repairing  the  joints,  the  worst  ones  were  chiseled 
out,  as  much  as  four  inches  in  some  cases,  and  filled 
with  a  mixture  of  tar  and  crushed  stone.  If  there  was 
any  indication  that  the  slab's  would  return  to  their 
normal  position,  the  jar  to  traffic  was  overcome  by 
building  an  approach  of  tar  and  fine  gravel,  sometimes 
18  inches  in  width.  If  there  was  evidence  that  the 
slab  would  not  settle  further  the  joints  were  chipped, 
but  in  no  case  so  as  to  decrease  the  thickness  of  the 
slab  by  more  than  one  inch. 
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What  Can  Best  Be  Done  to  Advance  the 
Interests  of  the  Engineering  Profession? 


By  J.  A.  L.  Waddell* 


THAT  there  is  always  something  to  be  done  to 
advance  the  interests  of  the  engineering  pro- 
fession goes  without  saying;  for  if  the  exist- 
ing status  of  affairs  were  such  as  to  make  this 
statement  incorrect,  it  would  indicate  that  no  improve- 
ments are  being  made  in  engineering  and  that  none 
are  needed — which  condition  is  inconceivable.  The 
question  is  "how  serious  and  pressing  are  the  condi- 
tions calling  for  concerted  effort  to  improve  them  on 
the  part  of  engineers" ;  and  that  matter  should  be  in- 
vestigated thoroughly  before  attempting  to  indicate 
the  possible  remedies. 

Early  in  1915  Dr.  George  F.  Swain,  the  eminent 
engineering  professor  of  Harvard  University,  and  Past 
President  of  the  American  Society  of  Civil  Engineers, 
delivered  an  address  before  the  American  Institute  of 
Electrical  Engineers,  which  was  published  in  the  Con- 
tract Record  of  March  10,  1915,  in  which  he  stated  that, 
on  the  whole,  engineers  are  deficient  in  clarity  of 
thinking  as  compared  with  lawyers,  and  in  both  clarity 
of  thinking  and  breadth  of  view  as  compared  with 
lawyers  and  business  men.  He  gave  it  as  his  opinion 
that  the  engineering  profession  is  not  appreciated  at 
its  full  value,  and  that  the  engineer  does  not  receive 
the  recognition  in  public  life  and  as  a  leader  to  which 
he  is  entitled  by  his  attainments.  Dr.  Swain  stated 
also  that  while  the  compensation  of  engineers  has  in- 
creased of  late,  the  fees  which  they  receive  are  not  as 
large  as  those  paid  to  lawyers  and  doctors,  the  reason 
being  that  the  engineer  does  not  appeal  to  sentiment, 
while  the  lawyer  and  doctor  do. 

Dr.  Swain  also  remarked  that  the  best  men  of  the 
community  take  up  law,  and  that  "legal  training  and 
experience,  on  the  whole,  train  men  better  to  think 
straight  and  reason  logically  than  the  engineering 
training." 

Breadth  of  View 

Speaking  of  breadth  of  view,  he  says:  "Here,  again, 
there  may  be  doubt,  but  I  similarly  question  whether 
today,  and  in  the  past,  the  training  of  the  engineer 
has  given  as  much  grasp  of  subjects  and  breadth  of 
view  as  has  the  training  of  the  lawyer  and  the  business 
man.  1  fear  that  the  engineer  concerns  himself  in 
college,  and  after  college,  too  much  with  the  minor 
technical  details  of  his  profession,  and  does  not  ac- 
custom himself  to  study,  does  not  take  interest  enough 
in  the  broad  questions  affecting  the  community  in 
general." 

Finally,  Dr.  Swain  claims  that  "the  fact  that  en- 
gineering is  to  so  large  an  extent  a  mathematical  sub- 
ject is  one  of  the  main  reasons  why  the  engineer  is 
not  recognized";  also  that  "there  is  scarcely  anything 
that  tends  more  to  narrowness  of  view  than  dealing- 
all  the  time  with  problems  which  can  be  solved  only 
by  rigid  mathematical  processes,  because  the  great 
questions  that  confront  us  are  not  mathematical ;  the 
data  are  shifting,  variable,  and  the  human  element 
comes  in.  Therefore,  the  man  who  is  accustomed  to 
solve  his  problems  by.  mathematics,  and  who  can  only 
do  the  solving  in  that  way,  finds  himself  at  a  loss  in 
the  practical  affairs  of  life — mathematics  do  not  apply." 
_ These  various  statements  of  Dr.  Swain's  are  em- 

•From  a  paper  read  before  the  Engineer's  Society  of  Western  Pennsylvania. 


phatically  drastic ;  and  probably  they  had  to  be  made 
so,  if  they  were  to  effect  any  good  purpose. 

The  speaker  endorses  many  of  the  claims  made; 
but  he  is  not  prepared  to  concede  that  the  leaders  in 
engineering  are  in  any  way  inferior  to  the  leaders  in 
the  other  learned  professions  in  clarity  of  thought, 
straight  thinking,  or  breadth  of  view.  It  may  be  other- 
wise, however,  with  the  rank  and  rile  of  engineers, 
because  their  training,  experience,  and  general  manner 
of  life  are  far  from  broadening. 

Concerted  Effort  Needed 

Certainly  Dr.  Swain  has  given  good  evidence,  which 
has  been  fairly  well  endorsed  by  his  critics,  to  the  ef- 
fect that  there  exist  rather  "serious  and  pressing  con- 
ditions calling  for  concerted  effort  to  improve  them  on 
the  part  of  American  engineers." 

When  two  vacancies  occurred  in  the  Interstate 
Commerce  Commission  a  year  or  so  ago,  the  sugges- 
tion was  made  to  one  who  had  the  ear  of  the  appointive 
power  that  it  would  be  desirable  to  have  one  of  the 
vacancies  filled  by  an  engineer.  He  replied  that  such 
a  position  required  a  judicial  quality  of  mind,  and  that 
the  incumbent  could  surround  himself  with  all  the  ex- 
pert service  needed.  His  answer  implied  that  an  en- 
gineer could  not  be  found  possessing  the  necessary 
judicial  quality  of  mind.  It  should  be  stated  that  the 
man  who  gave  this  reply  was  a  lawyer. 

Once  more — in  one  of  the  richest  and  most  active 
counties  of  the  Middle  West  a  vacancy  due  to  the  death 
of  the  incumbent  occurred  lately  in  the  office  of  county 
engineer ;  and  the  politicians  succeeded  in  having  the 
Governor  of  the  State  appoint  a  lawyer  to  the  position 
for  the  unexpired  term  of  office.  Of  course,  he  relied 
upon  the  assistant  engineers  to  attend  to  all  the  tech- 
nical work;  but  it  is  claimed  that  he  has  since  stated 
that  there  is  not  an  engineer  in  the  entire  county  cap- 
able of  filling  the  position  because  of  its  political  char- 
acteristics. 

Alleged  Deficiencies 

Do  not  the  preceding  facts  constitute  sufficient  evi- 
dence that  there  is  a  necessity  for  engineers  to  make 
a  concerted  effort  to  advance  the  interests  of  their  pro- 
fession and  to  change  materially  those  existing  condi- 
tions which  cause  the  unsatisfactory  state  of  affairs? 
There  can  be  no  doubt  whatsoever  about  the  expedi- 
ence of  such  concerted  action;  hence  it  will  be  well 
to  summarize  the  undesirable  conditions  and  the  al- 
leged deficiencies  in  the  general  make-up  of  engi- 
neers. Those  most  commonly  recognized  or  claimed 
are  the  following: 

(a)  The  importance  of  the  engineering  profession 
is  not  at  all  adequately  recognized  by  'the  general 
public.  * 

(b)  Engineers  as  a  class  are  riot  paid  enough  for 
their  services. 

(c)  Engineers  are  not  sufficiently  often  appointed 
to  high  executive  positions  for  which  their  special 
training  and  knowledge  eminently  fit  them. 

(d)  In  most  joint  work  where  a  lawyer  and  an  en- 
gineer are  employed,  the  lawyer  is  usually  given  the 
leading  part  and  the  greater  compensation.'  and  the 
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engineer  i>  forced  to  fill  a  subordinate  position  with 
small  pay. 

ii  >  Engineers  do  not  take  a  proper  interest  in 
politics;  and  hence  are  not  given  any  of  the  political 
plums,  these  ^oinj;  generally  to  the  lawyers  and  the 
business  men. 

if)  Engineers  are  too  modest  for  their  own  good, 
hence  their  great  works  are  comparatively  unknown 
Otttside  of  the  technical  world-  -and  often  none  too  well 
within  it. 

n;  i  Engineers  as  ;i  cla>>  are  lacking  in  the  ability 
t"  speak  readily  and  convincingly  in  public,  and  hence 
cannot  influence  the  masses  or  guide  their  efforts  to- 
wards the  accomplishment  of  important  desiderata. 

(h)  Engineers  are  trained  too  closely  along  narrow 
mathematical  and  technical  lines  and  not  in  those  which 
develop  them  broadly  as  men  and  as  citizens. 

(i)  Engineers,  as  a  class,  do  not  pay  sufficient  at- 
tention to  the  proprieties,  do  not  dress  with  sufficient 
care,  do  not  have  sufficient  dignity,  and  rather  look 
down  upon  a  man  who  concerns  himself  seriously  with 
Mich  matters  of  minor  importance  as  personal  appear- 
ance and  tlu-  general  requirements  and  trifling  obliga- 
tions of  society. 

(j  )  Engineers,  as  a  rule,  have  not  a  thorough  com- 
mand of  their  native  language  in  either  writing  or 
speaking,  owing  mainly  to  the  fact  that  they  have  been 
taught  to  look  upon  language-study  as  of  far  less  im- 
portance than  mathematics  or  technics. 

(k)  Engineers,  because  of  their  narrow  training, 
are  not  interesting  members  of  society,  in  that  they  are 
unable  to  converse  well  upon  general  subjects,  and  be- 
cause they  are  not  keen  in  regard  to  any  matter  that 
lies  without  the  pale  of  their  professional  life. 

(1)  There  is  a  lack  of  ambition  and  earnestness 
among  the  rank  and  file  of  the  engineering  profes- 
sion, making  them  content  with  earning  their  com- 
paratively small  monthly  wage  and  with  living  a 
hnm-drum  life,  and  preventing  them  from  advancing 
beyond  mediocrity. 

(m)  There  is  as  yet  no  adequate  general  code  of 
ethics  established  for  engineers  ;  and  for  that  reason 
the  profession  cannot  stand  as  high  in  public  estima- 
tion as  the  other  professions  which  have  such  estab- 
lished codes. 

(n)  There  is  a  lack  of  harmony  among  engineers 
as  a  body  (due  possibly  to  the  need  of  a  proper  code 
of  ethics,  but  probably  also  to  a  number  of  other 
important  reasons),  which  tends  to  hold  back  the 
progress  of  the  profession. 

(o)  The  field  of  activity  of  the  engineer  is  too  re- 
stricted— both  from  a  business  standpoint  and  geo- 
graphically. 

As  before  stated,  these  are  the  common  allegations 
made  against  engineers  and  their  vocation  by  both 
its  members  and  the  laity;  but  please  understand  clear- 
ly that  they  are  not  those  of  the  speaker,  for  while 
he  cannot  deny  the  existence  of  numerous  shortcom- 
ings in  the  engineering  profession,  he  maintains  reso- 
lutely that  it  is  the  grandest  and  most  worthy  pro- 
fession of  them  all,  in  that  to  it  are  due  the  wonderful 
progress  of  mankind  which  has  characterized  modern 
times,  and  all  the  comforts  and  conveniences  of  life 
that  make  it  truly  worth  living  instead  of  the  heavy 
burden  which  it  was  often  claimed  to  be  by -our  an- 
cestors of  a  few  generations  ago. 

The  Test  of  Clear  Thinking 

The  speaker  does  not  like  to  confess  that  the  lawyer 
is  a  clearer  or  more  direct  thinker  than  the  engineer. 
What  is  the  test  of  clear  thinking?   What  is  the  mea- 


sure  .if  the  value  of  such  thought?  In  the  engineer's 
case,  clarity  of  thought  is  evidenced  by  his  works  suc- 
cessfully  resisting  or  controlling  natural  forces  through 
the  adaptation  of  existing  physical  conditions  to  the 
service  of  mankind.  The  value  of  this  service  to  so- 
ciety is  proportional  to  the  increase  in  the  sum  total 
<>l'  human  satisfaction  which  it  accomplishes. 

In  the  lawyer's  case,  clarity  of  thought  is  best  at- 
tested by  the  winning  of  a  lawsuit — and  in  this  Con- 
nection it  must  not  be  forgotten  that  for  every  win- 
ning side  there  is  also  a  losing  side,  and  that,  there- 
fine,  there  must  often  have  been  a  lack  of  clear  think- 
ing to  the  same  extent  as  there  was  an  existence  of 
clear  thinking.  Also  in  the  lawyer's  case  ;  the  win- 
ning of  a  suit  hinges  upon  a  jury's  verdict  or  a  judge's 
decision,  and  not  upon  immutable  laws  of  an  orderly 
universe.  The  value  of  the  lawyer's  service  also  to 
society  is  to  be  measured  by  the  increment  to  the 
sum  total  of  human  satisfaction  which  his  efforts  pro- 
duce. There  is  satisfaction  of  some  degree  for  the 
client  whose  case  is  won,  but,  on  the  other  hand,  there 
is  equal  dissatisfaction  for  the  client  whose  case  is  lost. 
I  lence  by  adding  these  two  results  it  is  seen  that  there 
has  been  no  gain  but  simply  a  maintaining  of  the 
status  quo. 

It  may  be  urged  by  some  of  the  champions  of  the 
legal  profession  that  the  lawyer's  service  to  society  is 
rendered  when  he  acts  as  a  legislator  or  as  a  judge 
or  other  public  official,  and  that  his  constructive  work 
in  framing  new  laws  or  in  making  decisions  of  record 
is  of  great  benefit ;  but  it  must  not  be  forgotten  that 
this  constructive  work  is  later  subjected  to  the  de- 
structive efforts  of  other  lawyers  in  their  endeavors 
to  win  cases  for  clients.  Hence,  considering  the  legal 
profession  as  a  whole  and  the  entire  machinery  of  the 
courts,  the  principal  service  rendered  to  society  by 
lawyers  is,  as  before  indicated,  preserving  the  status 
quo. 

Notwithstanding,  however,  anything  that  may  pre- 
viously have  been  intimated  to  the  contrary,  in  re- 
spect to  the  various  enumerated  allegations  against 
our  profession,  the  speaker  must  confess  that  they  all 
contain  in  them  more  or  less  of  truth ;  and  that  is  the 
reason  why  they  have  been  stated  by  him  so  plainly. 

Remedying  the  Engineer's  Defects 

Enough,  though,  has  now  been  said  about  the  exist- 
ing difficulties,  defects,  and  general  undesirabilities 
connected  with  our  profession  ;  hence  what  follows  will 
deal  essentially  with  the  remedies  therefor  and  with 
the  manner  in  which  the  interests  of  engineering  may 
best  be  advanced.  This  subject  involves  two  under- 
lying questions : 

First:  What  are  the  interests  of  the  profession?  and. 

Second:  What  is  the  limit  of  their  advancement? 

Fundamentally,  the  interests  of  the  profession  are 
inseparably  linked  with  those  larger  interests  of  the 
public  which  are  paramount  for  the  progress  of  man- 
kind ;  consequently,  it  may  be  stated,  without  fear  of 
contradiction,  that  the  status  of  engineering  can  be 
improved  mainly  in  one  way,  viz.,  by  increasing  its 
usefulness  to  humanity.  This  object  is  the  true  "rai- 
son  d'etre"  of  the  profession,  hence  the  augmenting  of 
its  effectiveness  will  certainly  react  favorably  upon  the 
aggrandizement  of  its  appreciation  by  the  general 
public. 

The  amassing  and  the  consumption  of  wealth  by 
the  people  constitute  the  most  important  factor  in  the 
process  of  attaining  the  maximum  of  material  satis- 
faction for  both  the  individual  and  the  community, 
which  satisfaction  is  the  true  measure  of  national  pro- 
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gress ;  and  this  can  be  secured  only  by  a  continu- 
ous and  progressive  development  of  the  country's  re- 
sources. With  such  development  the  engineer  is  di- 
rectly concerned,  and  he  is  responsible  in  a  large  mea- 
sure for  that  development.  This,  in  a  broad  sense, 
is  the  service  that  he  renders  to  mankind.  A  keener 
appreciation  by  the  general  public  of  the  engineer's 
real  function  in  society  is  greatly  to  be  desired ;  and 
its  accomplishment  constitutes  the  first  effective  step 
to  be  taken  in  advancing  materially  the  interests  of 
the  profession.  This  is  the  psychological  phase  of 
the  problem.  A  proper  recognition  is  essential  so 
that  adequate  compensation  may  follow. 

A  Continual  Growth  in  Professional  Knowledge 

In  order  that  the  engineer's  efficiency  may  increase 
and  that  he  may  be  able  to  respond  to  the  growing 
needs  (if  a  highly  complicated  society,  it  is  necessary 
that  there  be  a  continual  growth  in  professional  know- 
ledge to  enable  him  to  meet  such  demands.  Again, 
to  render  it  more  certain  that  a  proper  compensation 
will  be  the  reward  of  the  engineering  profession,  it 
is  desirable  that  the  supply  of  engineers  be  fairly  well 
adjusted  to  the  average  rate  of  development  of  the 
country  so  that  no  large  surplus  will  be  forced  into 
competitive  methods  for  obtaining  business.  A  proper 
balance  should  be  maintained  between  the  number  of 
engineers  of  all  lines  and  the  total  amount  of  capital 
available  from  time  to  time  for  investment. 

We  thus  see  that  the  engineering  profession  is 
especially  interested  in  securing : 

1.  Proper  recognition. 

2.  Adequate  compensation. 

3.  Increase  of  professional  knowledge. 

4.  Proper  balance  or  adjustment  of  various  classes 
and  numbers  of  engineers  to  meet  the  needs  of  a  de- 
veloping country. 

If  this  country  is  to  attain  to  its  maximum  de- 
velopment its  resources  must  be  more  highly,  efficient- 
ly, and  economically  developed  than  they  are  now ;  all 
(if  which  means  an  increasing  demand  on  the  engi- 
neering profession  for  generations  to  come.  Here  is 
the  need  for  broad  vision  and  clear  thinking.  Here 
is  the  need  for  a  continuous  adjustment  and  readjust- 
ment of  the  profession  to  the  requirements  of  a  grow- 
ing society.  It  is  not  sufficient  simply  to  maintain 
a  status  quo,  but  it  is  necessary  that  progress  be 
anticipated  ;  and  in  such  anticipation  the  engineering 
profession  should  be  leaders — not  followers. 

Permanently  to  advance  the  interests  of  humanity 
means  to  enlarge  those  interests  in  every  way  possible 
that  is  consistent  with  an  increase  in  the  sum  total 
of  satisfaction  to  society. 

To  secure  greater  recognition  requires  that  a  more 
extended  publicity  be  given  to  the  works  of  engineers 
and  to  the  results  and  effects  thereof  upon  the  com- 
munity in  which  those  works  exist.  It  is  not  sufficient 
merely  to  describe  the  technical  details  of  a  structure 
or  other  piece  of  construction  work;  but  it  should  be 
shown  how  such  a  structure  or  construction  'affects 
the  community  by  drawing  a  sharp  contrast  between 
the  conditions  preceding  the  improvements  and  those 
subsequent  thereto.  It  is  this  that  the  public  can 
best  understand  and  appreciate. 

Engineer's  Interest  in  Public  Affairs 

Again,  greater  recognition  would  result  to  the  en- 
gineering profession,  were  more  of  its  members  ap- 
pointed on  boards,  commissions,  committees,  etc.  This 
can  be  brought  about  mainly  by  the  individual  en- 
gineer making  a  practice  of  taking  part  in  the"  affairs 


of  the  community  in  which  he  dwells.  Further  recog- 
nition could  be  secured  through  the  various  engineer- 
ing organizations  by  making,  from  time  to  time,  re- 
commendations to  legislative  bodies  for  constructive 
legislation.  As  before  indicated,  greater  recognition 
of  the  engineering  profession  and  a  keener  apprecia- 
tion of  the  service  it  renders  to  society  must  come  be- 
fore very  much  improvement  can  be  expected  in  the 
way  of  remuneration.  Furthermore,  conditions  which 
lead  to  undue  competition  between  members  of  the 
profession  are  to  be  corrected  by  adjusting  and  re- 
adjusting occasionally  the  supply  of  engineers  to  meet 
the  demands  of  a  developing  country. 

To  bring  about  any  great  increase  in  technical 
knowledge  calls  for  organized  and  co-operative  effort 
on  the  part  of  the  members  of  the  profession.  A 
survey  of  existing  technical  knowledge  should  dis- 
close wherein  are  the  gaps  needing  to  be  filled.  The 
practicing  engineer  can  well  draw  on  his  own  ex- 
perience in  locating  such  deficiencies.  The  filling  of 
those  gaps  and  the  further  extension  of  existing  know- 
ledge can  best  be  undertaken  by  the  numerous  engi- 
neering schools  working  under  a  general  program  laid 
down  by  a  joint  committee  composed  of  members  (»f 
the  various  engineering  societies. 


New  Hospital  at  Nelson,  B.C. 

The  corner-stone  of  the  new  Kootenay  Lake  Gen- 
eral Hospital,  to  be  erected  at  Nelson,  was  laid  on  Oct. 
21,  with  Masonic  honors.  The  first  sod  was  turned  on 
June  28,  since  which  time  much  difficult  work  on  the 
foundations  has  been  accomplished.  When  complete, 
the  building  will  have  a  capacity  of  64  patients  in  four 
public  wards  for  medical  and  surgical  cases,  one  semi- 
private  ward,  fifteen  private  wards,  and  one  public 
maternity  ward.  The  building  will  be  constructed  of 
stone  and  brick,  the  first  two  storeys  being  of  stone. 
The  basement  will  be  devoted  to  the  heating  plant. 
The  ground  floor  will  contain  the  business  offices  and 
other  administration  rooms';  the  first  floor  will  contain 
two  medical  public  wards  for  men  and  women,  rive 
private  wards,  and  one  semi-private  ward.  The  second 
floor  will  have  the  operating  room,  two  public  surgical 
wards  for  men  and  women,  and  five  private  wards ; 
w  hile  the  top  floor  will  be  devoted  to  maternity  cases 
and  will  also  have  public  and  private  wards.  It  is  pro- 
posed to  move  the  present  maternity  hospital  a  dis- 
tance of  fifty  feet  farther  to  the  east  and  to  connect  it 
up  with  a  heating  system  supplied  from  the  plant  in 
the  main  building.  The  old  building  will  then  he  used 
as  the  nurses'  residence. 

The  hospital  will  be  equipped  with  an  elevator  for 
the  .moving  of  patients  on  stretchers,  and  it  is  planned 
to  place  no  more  than  six  beds  in  any  one  public  ward. 


Bombing  Methods  Described  to  G.  S.  C.E. 

Captain  G.  L.  Dobbin,  14th  Battalion,  Royal  Mont 
real  Regiment,  who  is  home  on  short  leave  of  absence, 
addressed  the  members  of  the  Canadian  Society  of 
Engineers,  Montreal,  on  November  2.  Captain  Dob- 
bin explained  in  a  chatty  way  the  methods  of  bombing 
at  the  front,  and  described  the  various  bombs,  speci- 
mens of  which  he  exhibited.  He  referred  to  the  enor- 
mous improvements  in  this  branch  of  warfare,  stating 
that  the  British  and  Canadians  were  now  superior  to 
the  Teutons.  Captain  Dobbin  also  related  several 
humorous  incidents,  remarking  upon  the  splendid  mor- 
ale of  our  troops. 
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The  Pioneer  Activated  Sludge  Plant 

A  Description  of  the  New  Installation  at  Milwaukee,  Designed 
to  Guide  the  City  in  the  Ultimate  Expenditure  of  $3,000,000 


THE  cits  of  Milwaukee.  Wis.,  U.S.A.,  was  the 
pioneer  American  experimenter  with  the  ac- 
tivated sludge  process  of  sewage  disposal. 
Their  sewage  testing  station  took  up  this 
problem  as  soon  as  this  method  received  recognition 
and  very  exhaustive  practical  tests  were  carried  out 
during  a  period  of  two  years.  In  the  Contract  Re- 
cord  of  April  19,  Mr.  T.  C,  llatton.  chief  engineer, 
Milwaukee  Sewage  Commission,  described  the  results 
that  were  obtained.  Basing  their  decision  on  the  con- 
ditions derived  from  this  experimental  work,  the 
commission  decided  to  build  the  first  unit  of  a  large- 
scale  plant  which  is  being  constructed  for  the  purpose 
of  trying  out  the  process  on  a  normal  size  unit,  so 
that  the  city  may  be  guided  in  the  ultimate  expenditure 
■  if  $3,000,000  or  so  on  its  sewage  system.  This  present 
unit  is  now  in  operation,  cost  about  $60,000,  and  is 
designed  to  treat  about  1,600,000  gallons  of  sewage 


Channel 

Fig.  1— General  layout  of  Milwaukee  sewage  disposal  plant, 
showing  tanks,  channels  and  air  pipes. 

daily  with  a  four-hour  period  of  aeration  and  a  25  per 
cent,  activated  sludge  content. 

One  of  the  principal  reasons  for  building  the  large 
plant  was  to  determine  how  much  the  process  would 
be  affected  by  winter  temperatures,  and  to  study  the 
cost  and  methods  of  overcoming  this  effect.  Extreme- 
ly satisfactory  results  were  obtained  in  the  experi- 
mental plant  with  sewages  varying  in  temperature 
from  50  to  70  degs.  F.  As  low  temperatures  seriously 
affect  the  efficiency  of  nitrifying  organisms,  the  pre- 
sent plant  will  show  the  means  to  be  used  to  over- 
come this.  One  important  feature  in  the  design  of 
this  full-size  unit  is  that  it  shall  be  possible  to  convert 
the  activated  sludge  tanks  into  digestion  chambers 
for  Imhoff  tanks  in  case  the  new  process  does  not 
prove  satisfactory.  This  can  be  done  by  merely  re- 
moving the  sloping  bottoms  and  baffle  walls. 


The  General  Scheme 

The  illustrations  accompanying  this  article  show 
the  general  layout  and  details  of  the  system.  There 
are  eleven  circular  reinforced  concrete  tanks,  30  feet 
inside  diameter  and  13  feet  maximum  depth,  supported 
on  a  pile  foundation,  due  to  the  instability  of  the  soil. 
The  tanks  are  of  the  continuous  flow  type.  Sewage 
and  "seeded"  sludge  are  aerated  in  tanks  1  to  8,  by 
means  of  air  forced  in  under  a  5  lbs.  pressure,  the 
combined  sewage  and  sludge  passing  from  one  tank 
to  another  and  finally  into  sedimentation  tank  No.  9. 
In  this  tank  the  sludge  is  separated  from  the  clear 
liquor  by  settling.  The  liquor  passes  over  the  circum- 
ferential weir  shown  in  Fig.  3  to  the  lake,  and  the 
sludge  is  discharged  by  gravity  from  the  bottom  of 
a  deep  well  in  this  tank,  Fig.  3,  to  either  sludge-aerat- 
ing tank  No.  10  or  11.  From  these  two  tanks  the 
aerated  sludge  passes  to  a  48-inch  vertical  cast-iron 
pipe,  set  28^4  feet  in  the  ground,  from  which  it  is 
pumped  and  returned  to  the  inlet  of  tank  No.  1  or 
dewatered  and  used  for  fertilizer. 

The  total  depth  of  sewage  and  sludge  is  10  feet, 
and  the  average  depth,  9  feet  in  the  ten  aeration  tanks. 
In  the  sedimentation  tank,  the  depth  of  tank  proper 
and  deep-well  is  about  35  feet.  The  eight  sewage 
aerating  tanks  hold  45,000  gallons  apiece.  The  sedi- 
mentation tank  has  a  capacity  of  33,000  gallons,  ex- 
clusive of  the  2,260  gallons  held  by  the  4-foot  cast- 
iron  sludge  pipe  (deep-well)  extending  belowr  its 
bottom. 

In  Fig.  2  the  sewage  aerating  tanks  are  shown 
with  curved  baffles,  by  means  of  which  the  sewage  is 
subjected  in  the  first  eight  tanks  to  aeration  for  a 
distance  of  912  feet.  The  bottom  of  the  channels  are 
sloped  to  avoid  the  deposition  of  sludge.  The  air  is 
diffused  by  filtros  plates,  78  to  each  tank,  measuring 
12  inches  square,  giving  a  ratio  of  diffusing  surface  to 
tank  surface  of  1  to  8.5.  The  filtros  plates  are  set  in 
cast-iron  frames,  which  also  serve  as  air  supply  con- 
duits. The  air  capacity  is  2  cu.  ft.  per  minute  per 
plate  in  tanks  Nos.  1  to  8  and  12  cu.  ft.  per  minute  in 
tanks  Nos.  10  and  11,  under  a  2-inch  water  pressure. 
The  air  is  supplied  by  two  positive  pressure  rotary 
blowers,  of  a  capacity  of  2,400  cu.  ft.  free  air  per 
minute  each  compressed  to  5  lbs.  per  square  inch  and 
belt  driven  from  alternating-current  variable-speed 
motors  of  75  horse-power.  The  duplicate  set  is  to 
provide  for  possible  interruptions.  Indicating,  self- 
recording,  integrating  meters  measure  the  volume  and 
rate  of  air  supply,  there  being  one  meter  for  the  eight 
sewage  tanks  and  another  for  the  two  sludge  tanks. 

The  Air  Diffuser 

Many  experiments  have  been  conducted  with  a 
view  to  determining  the  best  form  of  air  diffuser,  and 
others  are  now  being  carried  on.  So  far  the  filtros 
plate  seems  to  give  the  best  results.  This  is  a  com- 
position of  quartz  sand  and  some  character  of  cement 
to  bind  it  together.  The  sand  is  ground  to  a  uniform 
coefficient  to  give  any  desired  porosity,  and,  after  ad- 
ding the  cement,  is  burned  in  a  furnace.  The  plates 
come  any  size  or  shape  desired,  and  at  any  thick- 
ness. In  the  Milwaukee  plant  a  plate  12  inches  square 
by  \l/2  .inches  thick  is  being  used,  and  has  a  capacity 
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for  passing  2  cu.  ft.v  of  air  per  square  foot  at  2  in. 
water  pressure.  The  porosity  is  33.27  per  cent,  by 
voids. 

The  sedimentation  tank  is  provided  with  a  roof  to 
prevent  ice  forming  about  the  edge  of  the  circular  weir 
which  would  set  up  uneven  currents.  This  tank  has  a 
radial  flow.  It  is  designed  for  a  25  minute  sedimenta- 
tion period  at  a  2,000,000  gallon  rate.    The  sludge 


The  settled  sludge  rested  upon  the  sloping  bot- 
tom to  a  considerable  extent,  and,  unless  removed  at 
frequent  intervals  by  using  a  squeegee,  became  septic 
and  consumed  the  dissolved  oxygen  contained  in  the 
influent.  In  addition  to  this,  sludge  accumulated  in 
the  48-inch  cast-iron  pipe  which  was  not  removed 
by  the  air  lifts,  and  this  also  became  septic. 

Instead  of  a  45  deg.  slope  the  bottom  of  the  sedi- 


fom pressed  Air   Ducfs  ■ 

Section  a- a 


flon 


Act  [.voted1  Sludge  TanK 

Milwaukee  w.-t*^ 
Fig.  2— Plan  and  section  of  sewage  aerating  tank. 


tanks  differ  from  the  sewage  tanks  only  in  having 
stop  planks  to  divide,  each  into  two  compartments. 

Wooden  rectangular  troughs  built  part  way  around 
each  tank  control  the  direction  of  the  flow  of  liquor 
and  have  stop  planks  to  cut  out  any  one  or  more  of 
the  tanks,  Fig.  1.  The  sewage  from  the  city  passes 
through  a  20-ft.  wide  open  channel  alongside  the  plant. 
A  weir  in  the  bottom  of  this  channel  keeps  back  about 
3  feet  of  liquor  and  thus  forms  a  grit  chamber  to  allow 
the  heavier  solids  from  the  street  washings  to  settle. 
The  weirs  are  so  arranged  as  to  provide  a  flow  through 
the  plant  to  correspond  with  the  fluctuation  of  flow 
through  the  sewer  and  the  air  applied  to  the  flow  will 
be  automatically  regulated  to  correspond  with  this 
flow. 

That  portion  of  . the  activated  sludge  in  excess  of 
what  is  necessary  to  maintain  the  proper  percentage 
in  the  aerating  tanks  is  pumped  out  of  the  sludge  tanks 
from  time  to  time  and  dewatered  so  as  to  be  used  as 
fertilizer.  The  plant  capacity  under  three  different 
*  •  p  era  tin  g— rate  schemes  is  as  follows:  (1)  with  25  per 
cent  activated  sludge  in  the  aerating  tanks,  a  4-hour 
period  of  aeration,  a  velocity  of  3.8  feet  per  minute 
and  a  27-minute  sedimentation  period — 1,620,000  gal- 
lons per  day;  (2)  25  per  cent,  activated  sludge,  3  hours 
aeration,  5-foot  velocity,  20-minute  sedimentation — 
2,160,000  capacity;  (3)  20  per  cent,  activated  sludge, 
3  hours  aeration,  5-foot  velocity  and  19-minute  sedi- 
mentation— 2,304,000  gallon  capacity. 

Results  of  Operation 

Since  the  operation  of  the  plant  was  commenced 
some  months  ago,  certain  results  have  been  obtained 
which  indicate  that  minor  changes  will  be  required  as 
was  expected.  In  the  Engineering  News,  these  results 
are  summarized  as  follows : — 

Early  in  the  operation  it  became  apparent  that  the 
sedimentation  tank  was  not  designed  to  properly  meet 
the  conditions,  in  that  the  velocity  through  the  tank 
was  too  great  and  the  bottom  slope  was  too  little. 
Instead  of  a  27-min.  sedimentation  period  the  indica- 
tions are  that  about  60  minutes  will  be  required  to 
permit  the  liner  floe  to  settle  out. 


mentation  tank  should  not  be  less  than  a  60  deg.  slope 
from  the  horizontal,  and  the  sludge  should  be  removed 
from  a  pipe  built  at  the  apex  of  the  conical  bottom  so 
as  to  insure  its  constant  and  complete  removal. 

With  the  sedimentation  tank  as  built  it  has  not 
been  possible  to  get  more  than  1,000,000  gallons  of 


Fig.  3  — Plan  and  section  of  sedimentation  tank. 

clear  stable  effluent  per  day  through  the  plant  without 
losing  the  sludge. 

In  order  to  try  out  horizontal-flow  sedimentation, 
No.  1 1  tank  has  been  improvised  into  three  compart- 
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ments,  each  of  which  can  be  operated  separately.  So 
far  the  indications  are  that  an  average  horizontal  ve- 
locity of  3  ft.  per  m in.  will  be  sufficient  to  secure  sat- 
isfactory sedimentation,  l>ut  this  figure  is  subject  to 
further  tie teriuinat ions. 

In  operating  the  large  plant  throughout  the  last 
seven  months  several  important  matters  have  been 
fully  demonstrated)  among  which  may  be  mentioned: 
That  an  increase  of  air  pressure  is  required  due  to  the 
partial  silting  up  of  the  top  surface  of  the  diffuser 
plates,  which  indicates  that  provision  must  he  made 
to  clean  off  these  plates  at  intervals. 

That  when  the  temperature  of  the  sewage  is  50  degs. 
F.,  or  under,  more  air  is  required  to  produce  an  equal 


WILL  electric  welding  supplant  riveting  in 
fabricating  structural  steel?  The  remarkable 
progress  made  in  the  practical  application  of 
electric  welding  methods  presages  successful 
employment  of  this  process  in  connecting  structural 
units.  Certainly,  at  any  rate,  obvious  advantages  will 
accrue  if  welding  of  this  nature  can  he  placed  on  a 
practicable  basis.  In  the  "Engineering  Record"  Mr. 
<  i.  (  '.  Hinckley  discusses  this  subject,  pointing  out  the 
enormous  advantages  that  will  attend  the  introduction 
of  electric  welding,  which,  in  view  of  the  tendency  to- 
ward the  electrification  of  shop  methods  and  the  em- 
ployment of  labor-saving  devices,  promises  to  replace 
a  large  percentage  of  the  riveting  in  fabricated  iron  or 
steel  products.   His  article  follows: 

A  decade  ago  the  art  of  welding  iron  by  means  of 
the  oxygen-acetylene  flame  was  unknown.  Electric 
welding  is  of  still  more  recent  origin.  Tt  is  only  within 
the  past  few  years  that  these  methods  have  emerged 
from  the  experimental  to  their  present  state  of  demon- 
strated practicability  and  rapidly  broadening  applica- 
tion in  the  metal  trades.  Welding  concerns,  confining 
their  operations  chiefly  to  repair  work,  have  been  suc- 
cessfully established  in  many  of  our  larger  cities.  Lap- 
welded  steel  pipe  and  welded  boilers  and  tanks  have 
taken  their  places  on  our  market  in  competition  "with 
the  riveted  articles. 

Electric  Welding  Commercially  Successful. 
Electric  weldingr  has  been  demonstrated  a  commer- 
cial success  in  the  manufacture  of  sheet-metal  goods, 
automobile  frames,  steel  window  sash,  frames  for  con- 
crete reinforcement,  etc.  Its  progress  is  marked  par- 
ticularly by  a  rapid  and  pronounced  tendency  toward 
the  welding  of  increasingly  heavy  sections  and  the 
perfection  of  larger  welding  units,  as  recently  evi- 
denced bv  the  introduction  and  successful  operation 
of  an  electric  spot  welder  with  a  capacity  equal  to  a 
butt  weld  of  7  square  inches  sectional  area  for  the  field- 
welding  of  connection  plates  across  the  ends  of  street 
railway  rails.  There  is  nothing  to  indicate  that  the 
ultimate  limit  of  capacity  has  been  approximated  in 
this  machine,  the  probability  being  rather  that  such  a 
limit  will  be  controlled  only  by  the  amount  of  elec- 
tricity economically  available  in  any  instance. 

The  remarkable  progress  in  the  practical  applica- 
tion of  these  new  methods  has  so  far  outstripped  their 
literature  and  published   data   that   the   subject  is 


effluenl  from  sewage  having  a  temperature  of  60  degs. 
F.  or  over. 

That  circular  tanks  are  not  SO  efficient  as  rectangu- 
lar tanks  either  in  first  cost  or  in  operation  and  require 
much  more  area  to  treat  an  equal  volume  of  sewage 
than  do  rectangular  tanks. 

That  the  mixed  sewage  and  activated  sludge  must 
not  he  run  through  conduits  as  the  tendency  is  for 
the  sludge  to  settle  out  immediately  in  the  conduits 
and  become  septic.  The  sedimentation  tank  must  be 
connected  to  the  aerating  tanks  without  conduits. 

That  the  settled  sludge  must  be  constantly  and 
completely  removed  from  the  sedimentation  tanks  to 
prevent  septic  action. 


Steel 


marked  by  a  dearth  of  definite  information,  resulting 
in  a  general  lack  of  knowledge  concerning  the  methods 
themselves  and  of  appreciation  of  their  possibilities. 
Lacking  such  detailed  information,  and  in  the  absence 
of  specific  experiments  and  tests,  it  is  of  course  impos- 
sible accurately  to  predict  the  future  of  these  methods, 
especially  in  their  possible  application  to  new  fields  of 
industry.  Nevertheless,  when  we  consider  in  a  broad 
sense  their  present  status  of  efficiency  and  rapid 
growth,  together  with  the  pronounced  modern  ten- 
dency toward  the  electrification  of  shop  processes  and 
the  universal  adoption  of  labor-saving  devices,  it  is 
logical  to  assume  that,  unless  unforeseen  obstacles  are 
encountered,  the  electric-welding  process  promises 
within  the  next  few  years  to  supplant  90  per  cent,  of 
the  riveting  in  all  our  fabricated  iron  and  steel  pro- 
ducts. In  the  shop  fabrication  of  structural  steel  such 
an  innovation  would  be  nothing  short  of  revolutionary 
in  its  character  and  attended  by  enormous  advantages, 
some  of  the  more  important  of  which  it  is  now  pro- 
posed to  point  out  and  discuss  in  a  general  way. 

Efficiency  of  Welded  Connections. 

In  the  first  place,  let  us  assume  that  the  tendency 
will  be  so  to  design  welded  connections  that  the  welds 
themselves  will  be  in  shear'  whenever  possible,  much 
as  is  the  current  practice  in  riveted  joints.  Consider, a 
typical  connection,  a  girder  web  splice,  for  instance, 
consisting  of  the  usual  pair  of  splice-plates  with  double 
rows  of  rivets,  the  splice  being  subject  to  the  usual 
tension,  compression,  and  shearing  stress,  and  then 
conceive  of  the  rivets  being  replaced  by  a  sufficient 
number  of  spot  welds  between  the  splice  plates  and  the 
web.  The  great  advantage  of  the  welded  splice,  both 
in  efficiency  and  economy,  is  immediately  apparent,  in- 
asmuch as  it  involves  no  reduction  of  sectional  area  in 
the  web  or  splice  plates  for  rivet  holes.  It  has  been 
repeatedly  demonstrated  that  the  riveted  splice  cannot 
exceed  about  80  per  cent,  efficiency ;  the  welded  con- 
nection, on  the  contrary,  may  be  made  100  per-  cent, 
efficient,  or  more,  depending  on  the  total  area  of  the 
spot  welds,  which  may  be  grouped  as  closely  as  de- 
sired, or  even  joined  together  to  produce  a  single  large 
welded  area.  While  these  advantages  pertain  particu- 
larly to  tension  joints,  they  are  nevertheless  applicable 
in  a  degree  to  all  points  where  rivets  are  now  used. 

It  will  thus  be  seen  that  the  substitution  of  welding 
for  riveting  would  result  in  an  ultimate  saving  of 


Electric  Welding  of  Structural 

Will  the  Spot  Weld  Process  Supplant  Riveting? — The  Rapid 
Progress  of  the   Method  Suggests   its   Possible  Application 
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metal  in  each  fabricated  member,  roughly  measured  by 
the  difference  between  the  present  so-called  "gross" 
and  "net"  sections,  together  with  a  considerable  sav- 
ing in  the  weight  of  details,  while  the  opportunity  for 
a  better  distribution  of  metal  in  the  design  of  sections 
would  doubtless  result  in  additional  economy.  Even- 
tually certain  modifications  in  the  rolled  shapes  them- 
selves could  be  expected  to  result  in  very  important 
saving  of  metal,  inasmuch  as  the  elimination  of  rivets 
would  permit  a  more  efficient  distribution  of  metal  in  a 
great  many  shapes,  in  whose  design  the  effective  sec- 
tion has  heretofore  been  subjected  to  the  necessity  for 
punching  and  reaming  rivet  holes,  with  the  attendant 
rehandling  of  material  in  the  shop,  and  would  doubt- 
less also  eliminate  fully  75  per  cent,  of  the  template- 
making  and  laying-out  work.  The  cost  of  manufactur- 
ing, heating,  and  driving  rivets  would  be  replaced  by 
that  of  operating  the  welding  machine  and  also  a  sand- 
blast for  cleaning  the  surfaces  to  be  welded.  In  view 
of  these  facts  it  must  be  conceded  that,  if  the  introduc- 
tion of  the  welding  process  should  prove  feasible,  it 
would  result  in  an  immense  saving  of  shop  labor,  and 
that  the  elimination  of  the  punching,  reaming  and  lay- 
ing-out operations  would  leave  a  wide  margin  to  cover 
any  possible  increased  cost  of  the  welding  operation 
itself  over  that  of  driving  rivets.  In  the  light  of  results 
nov\  obtaining  in  the  welding  of  smaller  work,  there  is 
reason  for  the  expectation  that  the  total  shop  cost  of 
fabrication  by  welding  could  be  brought  considerably 
below  that  of  the  present  methods. 

Comparing,  from  a  mechanical  standpoint,  the 
welded  and  riveted  types  of  connection,  it  is  at  once 
obvious  that  the  advantage  lies  with  the  weld,  in  which 
the  stress  coming  upon  the  joint  is  immediately  and 
simultaneously  assumed  by  each  spot  weld,  the 
amounts  carried  by  the  individual  spots  depending,  of 
course,  on  their  relative  areas  and  positions  in  the 
group ;  whereas  in  the  riveted  connection  the  applica- 
tion of  stress  acts  first  to  overcome  friction  between 
the  plates  consequent  upon  the  initial  tension  in  the 
rivets,  after  which  the  rivets  take  stress  one  by  one, 
depending,  among  other  things,  on  their  varying  fits  in 
the  holes.  Under  such  action,  and  when  subject  to 
anv  considerable  vibration  or  stress  reversal,  a  riveted 
joint  will  loosen  more  or  less  in  time,  resulting  in  a 
gradual  loss  of  efficiency  and  an  increasing  tendency 
toward  crystallization  and  deterioration  from  rust  and 
wear. 

Uniformity  of  Welds. 

It  will  be  contended  that  the  nature  of  a  welded 
connection  involves  lack  of  uniformity  in  the  quality 
and  strength  of  the  welds,  which  must  be  met  by  an 
increased  factor  of  safety.  However,  the  validity  of 
such  an  objection  is  subject  to  question.  Inasmuch  as 
the  welding  process  would  seem  to  involve  no  more 
uncertainty  of  uniformity  than  that  of  making  and  roll- 
ing the  steel  itself,  if  welding  were  subjected  to  the 
same  systematic  inspection  and  testing  as  now  obtains 
in  the  steel  mills,  the  results  would  be  dependable  in  a 
similar  degree.  There  is  no  apparent  reason  why  the 
electric-welding  process  may  not  be  conducted  with 
absolutely  uniform  results,  for  once  the  necessary  pres- 
sure, amount  of  current  and  time  of  application  have 
been  determined  for  any  given  thickness  of  plates  these 
may  readily  be  maintained  constant  throughout  re- 
peated operations. 

While  there  is  nothing  in  the  process  to  prevent  the 
continued  use  of  the  riveted  Held  connections,  the  same 
prospect  of  successful  welding  obtains  in  the  field  as  in 
shoi>  work,  the  contractor's  air-conipressor  plant  and 
riveters  being  supplanted  by  a  generator  plant  (where 
electric  power  is  not  at  hand)  and  a  portable  electric 


welder,  which  for  ordinary  work  should  be  no  more 
cumbersome  than  the  "bull  machine"  now  employed 
for  field-riveting  on  larger  jobs. 

Comparative  tests  of  welded  and  riveted  connec- 
tions on  identical  members  are  needed  to  verify  the 
foregoing-  contentions  regarding  their  relative  efficien- 
cies. Investigations  should  be  conducted  to  determine 
whether  the  heating  due  to  the  welding-  process  will 
have  any  injurious  effect  upon  the  steel,  with  a  view 
particularly  toward  ascertaining  the  maximum  thick- 
ness of  metal  practicable  to  be  welded  under  existing 
conditions  and  the  best  method  of  increasing  this 
thickness.  A  series  of  tests  using  very  thin  filler  plates 
of  pure  iron  or  other  substance  between  the  plates  to 
be  welded  might  be  productive  of  interesting  and  valu- 
able results.  Experimental  work  to  furnish  approxi- 
mate data  on  the  costs  of  welding  structural  steel  is,  of 
course,  imperative. 


Galvanized  Corrugated  Steel  Fences 

Excellent  use  can  be  made  of  corrugated  steel  sheets 
for  fence  construction,  especially  in  combination  with 
reinforced  concrete  posts.  The  illustration  shows  a 
fence  of  this  type  which  is  being  extensively  used, 
especially  for  industrial  or  factory  plants.    The  fence 
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consists  of  a  concrete  curbing  about  six  inches  wide 
and  extending  a  foot  or  so  above  the  ground  surface. 
Post  bases  are  cast  integral  with  this  curb,  a  pocket 
being  left  to  take  the  post.  The  posts  are  of  reinforced 
concrete,  about  8  inches  by  12  inches  at  the  bottom 
and  tapering  towards  the  top,  and  spaced  about  15  to 
18  feet  apart.  Six  34-inch  bars  give  ample  reinforce- 
ment. Flats  measuring  ]/2  inch  thick  and  3  inches 
wide  are  bent  as  shown  and  imbedded  in  the  post  to 
carry  the  longitudinal  angles  which  support  the  sheei 
ing.  The  angles  are  bolted  or  riveted  to  the  brackets. 
Galvanized  corrugated  steel  sheets  are  then  riveted  to 
the  angles  to  form  the  fence. 

Many  advantages  are  evident  for  this  type  of  fence. 
In  appearance  it  is  much  trimmer  than  the  average 
wooden  fence,  and  it  is  quite  efficient  in  preventing 
trespass.  It  is  sufficiently  solid  and  strong  to  resist 
wind  and  snowdrifts.  The  concrete  curb  prevents  the 
soil  from  washing  out,  and  in  that  way  maintains  a 
neat  appearance.  The  maintenance  cost  and  deprecia- 
tion are  low  and  the  fence  will  last  a  long  time. 
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Captured  German  Trenches 


7  entl)  hear  of  the  solidarity  of  German 

%/%/    trenches  and  the  elahoration  and  complete 
T  T  of  their  finish.    t*wo  years  in  fixed  posi- 

tipns  have  enabled  our  enemy  to  incorporate 
the  highesl  degree  of  military  engineering  skill  and  in- 
genuity in  the  building  of  their  trench  fortifications. 
These  have  hern  characterized  by  heavy  reinforced 
concrete  and  Steel  protections  and  by  dugouts  of  a 
capacity  to  enable  w  hole  battalions  to  escape  the  ter- 
ror- and  dangers  of  a  tierce  bombardment.  These  dug- 
outs hav  e  in  main  cases  been  elaborately  fitted  out  and 
finished,  and  have  indicated  the  enemy's  intention,  or 
hope,  of  a  long  stay.  In  a  recent  issue  of  the  "Cabinet 
Maker"  |  England)  there  is  an  article  from  an  authori- 
tative source  describing  in  detail  the  elaborate  system 
employed  in  German  trench  architecture  and  illustrat- 
ing the  furnishing  and  decoration  of  some  of  the  dug- 
outs. This  is  of  such  general  interest  that  we  repro- 
duce the  article  below  : 

Along  main  miles  of  the  western  front,  as  it  was 
till  the  end  of  June,  you  can  now  do  what  seems  to 
trench  dwellers  almost  the  utmost  reach  of  impossi- 
bility.  You  can  stand  at  your  ease  in  the  middle  of 
No  Man's  Land  and  look  at  a  German  front  trench  on 
your  right  and  a  French  or  British  trench  on  your  left. 
V  -..on  as  vou  do  so  you  feel  that  the  outward  face  of 
each  wears  a  epiite  different  expression. 

Contrast  Between  British  and  German  Trenches. 

If  you  now  leave  your  first  standpoint  and  explore 
the  two  trenches  in  turn,  and  also  the  support  and 
communication  trenches  behind  each  of  them,  you  find 
that  the  difference  goes,  in  more  than  one  sense,  deeper 
still.  The  Allied  trench  looks  in  every  way  like  the 
work  of  men  who  hoped  and  meant  to  move  on  before 


long;  the  German  trench  looks  like  the  work  of  men 
who  hoped,  or  feared,  that  they  would  be  in  it  for 
years.  Our  trench  housing  has  been  much  more  of  a 
makeshift,  a  sort  of  camping  out,  with  some  ingenious 
provisions  for  shelter,  but  not  more  than  the  least  that 
would  serve.  Most  of  our  dugouts  are  just  roughly- 
delved  holes  in  the  earth,  with  only  enough  props  and 


rafters  to  hold  the  roofs  up;  their  floors  are  bare 
ground,  with  a  little  straw  on  it  ;  their  doors,  if  they 
have  any,  are  a  few  odd  pieces  of  plank  with  a  couple 
of  other  pieces  nailed  across;  often  the  floor  is  on  the 
trench  lev  el,  to  save  burrowing..  Lighting  is  done  with 
candles,  mostly  bought  at  the  canteen,  and  if  anyone 
own-  an  armchair  or  a  two-foot-high  mirror  it  is  the 
jest  of  the  platoon. 

A  Huge  Straggling  Village. 

The  whole  German  idea  of  trench  life  is  different. 
The  German  front  in  the  west  is  like  one  huge,  strag- 


gling village,  built  of  wood  and  strung  out  along  a 
road  300  miles  long.  Of  course,  the  houses  are  all 
underground.  Still,  they  are  houses,  of  one  or  '.wo 
floo"rs,  built  to  certain  official  designs,  drawn  out  in 
section  and  plan.  The  main  entrance  from  the  trench 
level  is — sometimes,  at  any  rate — through  a  steel  door, 
of  a  pattern  apparently  standardized,  so  that  hundreds 
may  come  from  the  factory  on  one  order  and  missing 
parts  be  easily  replaced.  The  profusely  timbered  door- 
way is  made  to  their  measure.  Outside  this  front  door 
you  may  find  a  perforated  sheet  of  metal,  to  serve  for 
a  doormat  or  scraper.  Inside,  a  flight  of  from  12  to  36 
stairs  leads  down  at  an  easy  angle.  The  treads  of  the 
stairs  and  the  descending  roof  of  the  staircase  are 
formed  of  mining  frames  of  stout  timber,  with  double 
top  sills;  the  walls  are  of  thick  planks,  notched  at  the 
top  and  bottom  to  fit  the  frames,  and  strengthened 
with  iron  tie-rods  running  from  top  to  bottom  of  the 
stairs,  and  with  thick  wooden  struts  at  right  angles  to 
these. 

At  the  foot  of  the  stairs  a  tunnelled  corridor  runs 
straight  forward  for  anything  up  to  fifty  yards,  and  out 
from  there  open  rooms  and  minor  passages  on  each 
side.  In  many  dugouts  a  second  staircase,  or  two 
staircases,  lead  to  a  lower  floor,  which  may  be  30  or  40 
feet  below  the  trench  level. 

Completely  Lined  With  Wood.  ' 

All  these  staircases,  passages,  and  rooms  are,  in  the 
best  specimens,  completely  lined  with  wood,  and  as 
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fully  strengthened  with  it  as  the  entrance  .staircase 
already  described:  In  one  typical  dugout  each  section 
of  a  platoon  had  its  allotted  places  for  messing  and 
sleeping,  its  own  place  for  parade  in  a  passage,  and  its 
own  emergency  exit  to  the  trench.  In  another,  used  as 
a  dressing  station,  there  are  beds  for  32  patients  and  a 
fair-sized  operating  room.  A  third,  near  Mametz,  was 
designed  to  house  a  whole  company  of  300  men,  with 
the  needful  kitchens,  provision  and  munition  store- 
rooms, a  well,  a  forge  revetted  with  sheets  of  cast-iron, 
an  engine  room,  and  a  motor  room. 

Furnishing  the  Officers'  Quarters. 

Many  of  the  captured  dugouts  were  thus  lighted  by 
electricity.  In  the  officers'  quarters  there  have  been 
found  full-length  mirrors,  comfortable  beds,  cushioned 
armchairs,  and  some  pictures.  One  room  is  lined  with 
glazed  "sanitary"  wall  paper,  and  the  present  English 
occupant  is  convinced  by  circumstantial  evidence  that 
his  predecessor  lived  there  with  his  wife  and  child. 
Clearly,  there  was  no  expectation  of  an  early  removal. 

Nobody  who  reads  this  should  leap  to  the  conclu- 
sion that,  simply  because  German  trench  work  is  more 
elaborate  than  ours,  it  is  a  better  means  to  its  end — 
the  winning  of  the  war.  No  doubt  the  size  and  the 
overhead  strength  of  the  German  dugouts  keep  down 
casualties  under  bombardment,  and  sometimes  enable 
the  Germans  to  bring  up  unsuspected  forces  to  harass 
our  troops  in  the  rear  with  machine  gun  and  rifle  fire 
when  a  charge  has  carried  our  men  past  an  uncleared 
dugout  of  the  kind.  (  >n  the  other  hand,  if  our  advance 
is  made  good,  every  German  left  in  such  a  dugout  will 
be  either  a  dead  man  or  a  prisoner.  No  doubt,  again, 
the  German  dugouts  give  more  protection  from  very 
bad  weather  than  ours.  But  they  also  remove  men 
more  from  the  open  air,  and  there  is  nothing  to  show 
that  the  half-buried  German  army  gains  more  by  rela- 
tive immunity  from  rheumatism  and  bronchitis  than  it 
loses  in  the  way  of  general  health  and  vitality.  In 
England  troops  have  better  health  in  tents  than  in 
huts,  and  better  health  in  huts  than  in  billets.  For  a 
man  of  sound  constitution  "exposure"  often  means 
something  unpleasant  rather  than  unhealthy,  and  it 
would  not  be  surprising  if  the  close  underground  vil- 
lages of  the  Germans  yielded  higher  figures  of  general 
sickness  than  our  own  simpler,  shallower,  and  more 
airy  trench  shelters. 

Suggestions  for  Fire  Protection 

The  following  suggestions  were  submitted  by  City 
Architect  Alcide  Chausse,  of  Montreal,  at  the  twenty- 
third  annual  convention  of  the  American  Society  of 
Municipal  Improvements,  recently  held  at  Newark, 
N.J.  Mr.  Chausse  is  chairman  of  the  Committee  on 
Fire  Protection : 

Adoption  of  the  principle  of  classification  of  build- 
ings in  accordance  with  fire  resistive  qualities. 

The  amplification  and  extension  of  tentative  tables 
of  test  specifications  for  materials  of  construction 
established  by  the  International  Fire  Prevention  Con- 
gress, held  in  London,  England,  in  1903. 

Co-operative  effort  among  industries,  looking  to- 
ward the  formation  of  a  basic,  fundamental  building 
code. 

That  discretionary  powers  should  be  vested  in 
building  officials  to  vary  or  modify  the  law  where  prac- 
tical difficulties  arise  in  the  literal  enforcement,  so  that 
the  intent  of  the  law  is  assured;  and  thai  in  case  the 
building  official  declines  to  exercise  discretionary  pow- 
ers, an  appeal  should  lie  to  a  board  of  technical  experts. 


That  proper  means  of  egress  from  every  building 
should  be  provided  in  the  form  of  enclosed  stairways; 
that  outside  metal  fire  escapes  should  not  be  consid- 
ered as  a  required  means  of  egress  from  new  buildings, 
and  that  their  use  should  be  confined  to  existing  build- 
ings, where  other  means  of  egress  are  impracticable; 
and  that,  wherever  such  fire  escapes  are  used  the  open- 
ing thereon  should  be  protected  by  metal  sash  and  wire 
glass  or  by  fire-resisting  doors  with  proper  fusible 
links. 

That  standard  specifications  for  hollow  building  tile 
and  construction  be  adopted,  also  comprising  metal 
lath  and  gypsum  blocks. 

That  the  installation  of  automatic  fire  sprinklers  be 
encouraged  in  all  classes  of  public  buildings  and  com- 
mercial and  industrial  establishments. 

The  adoption  of  regulations  and  by-laws  respecting 
the  transportation,  storage,  and  use  of  inflammable 
liquids  and  explosives. 

The  universal  adoption  and  use  of  the  safety  match, 
and  legislation  prohibiting  smoking  in  all  parts  of  in- 
dustrial and  mercantile  buildings. 

The  education  of  children  and  the  public  generally, 
in  careful  habits  regarding  the  use  of  fire. 

The  adoption  of  uniform  boiler  by-laws. 


Specifications  As  They  Are 

The  following,  taken  from  Engineering  and  Con- 
tracting, is,  we.  believe,  meant  to  be  a  satire  on  archi- 
tects' specifications  in  which,  as  is  usually  the  case,  the 
contractor  is  made  the  "goat."  However,  the  char- 
acters are  true  enough  to  life  to  be  easily  recognized. 

General:  The  plans  and  specifications  are  to  be 
taken  together.  Anything  shown  in  the  plans  not 
mentioned  in  the  specifications  and  anything  men- 
tioned in  the  specifications  and  not  shown  on  the 
plans  is  to  be  considered  as  both  shown  and  specified; 
and  anything  wanted  by  the  architect  or  any  of  his 
friends,  or  anybody  else  (except  the  contractor),  shall 
be  considered  as  shown  and  specified,  implied  and  re- 
quired, and  shall  be  provided  by  the  contractor  with- 
out expense  to  anybody  but  himself.  If  he  can  do  the 
work  without  expense  to  himself,  the  work  shall  be 
torn  down  and  done  over  again,  until  the  expense  is 
satisfactory  to  the  architect. 

Architect:  The  term  architect  herein  appearing 
shall  be  understood  to  mean  the  architect  or  any  en- 
gineer that  he  foolishly  but  courteously  employs  to 
assist  in  making  trouble  for  the  contractor. 

Plans:  The  plans  are  to  be  considered  diagramatic, 
and  are  to  be  followed  only  where  space  conditions 
make  it  possible  to  avoid  so  doing.  Coincidence  be- 
tween the  plans  and  executed  work  shall  not  be  con- 
sidered a  claim  for  extra  compensation.  The  architect 
is  not  required  to  recognize  coincidence.  Anything 
that  is  right  on  the  plans  is  to  be  considered  right; 
anything  that  is  wrong  on  the  plans  shall  be  discovered 
by  the  contractor,  and  shall  be  made  right  without 
telling  on  the  architect  or  on  the  bills.  Anything  that 
is  forgotten  or  missed  out  of  the  plans  and  specifica- 
tions, but  which  is  necessary  or  required  for  the  com- 
fort and  convenience  of  the  owner,  shall  be  provided 
by  the  contractor,  to  the  satisfaction  of  everybody  (ex- 
cept the  contractor)  and  in  full  accord  with  the  evi- 
dent intent  and  meaning  of  the  specifications  without 
extra  cost  to  anybody  but  the  contractor. 

Rules  and  Regulations:  The  work  throughout  shall 
comply  with  all  rules,  regulations,  caprices  and  whims 
of  all  city,  county,  state,  national  and  international 
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departments,  bureaus  and  officials  having  or  riot  hav- 
ing jurisdiction. 

Materials:   All  the  materials  shall  he  the  best  of 

their  several  kinds.  The  contractor  is  expected  to 
know  and  provide  the  best,  irrespective  bf  what  is 

specified  in  detail.  The  architect  reserves  the  right 
ti>  change  his  mind  about  what  is  host.  Any  changes 
necessary  to  make  work  and  material  lit  the  mind  of 
the  architect  shall  he  made  by  the  contractor  with- 
out extra  charge. 

Permits:  The  contractor  shall  Obtain  and  pay  all 
fees,  annual  dues,  assessments  and  subscriptions  to 
masked  halls,  organizations  and  coat  and  hat  checks. 

Guarantee:  The  contractor  shall  guarantee  and 
does  guarantee  that  he  will  keep  in  complete  working 
order,  anything  that  the  architect  asks  him  to,  so 
long  as  there  is  more  work  in  sight  in  the  architect's 
<  i fiico. 

Arbiter:  In  case  of  any  dispute  arising  as  to  the 
nature,  character  or  extent  of  work  shown,  specified 
or  implied,  the  matter  will  he  decided  by  referendum 
and  recall,  after  which  the  decision  shall  be  set  aside 
and  reversed  by  the  architect  and  designcr-in-chief  of 
the  national  government. 

Payments:  Payments,  if  any,  shall  be  made  on  the 
architect's  certificate.  Architect's  certificate  shall  not 
l>e  considered  negotiable,  nor  are  they  legal  tender. 
When  once  issued,  the  architect  assumes  no  responsi- 
bility for  their  future  usefulness.  Partial  payments 
shall  be  made  as  the  work  progresses  in  the  amount 
of  S5  per  cent,  of  the  value  of  the  work  done  as  judged 
by  the  architect.  In  no  case  shall  the  judgment  of 
the  architect  cover  more  than  enough  to  pay  the  wire- 
men  and  helpers  every  Saturday  night.  The  material 
men  must  take  the  customary  chances.  The  final  pay- 
ment, if  any,  shall  be  made  when  everybody  is  satisfied 
(but  the  contractor).  Any  evidence  of  satisfaction  on 
the  part  of  the  contractor  shall  be  considered  a  just 
cause  for  withholding  final  payment. 

The  contractor  shall  accept  and  hereby  does  accept 
the  conditions  hereinbefore  appearing,  for  himself,  his 
ancestors  and  progenitors,  his  family,  heirs,  executors, 
his  ox,  his  assignee  and  the  stranger  within  his  gates. 


Contractors  Responsible  for  Dry  Rot 

An  important  decision  has  just  been  handed,  down 
by  the  Court  of  Review,  Quebec,  which  confirms  a 
previous  judgment  of  the  superior  court  regarding  a 
mill  built  by  Peter  Lyall  &  Sons  Company  for  the 
Canadian  Spool  Cotton  Company.  It  appears  that 
shortly  after  the  building  was  constructed  it  was 
noticed  that  dry  rot  had  set  in  in  a  number  of  the  tim- 
bers, and  eventually  the  diseased  wood  was  taken  out 
and  steel  substituted.  This  work  was  undertaken  by 
the  Canadian  Spool  Cotton  Company,  who  sued  the 
contractors  and  architects  for  the  sum  of  $98,802  as 
damages. 

The  judgment  reduces  this  amount  to  $71,120.85, 
which  the  Peter  Lyall  &  Sons  Company,  contractors, 
and  Brown  &  Vaillance,  architects,  are  jointly  and 
severally  condemned  to  pay  to  the  Canadian  Spool  Cot- 
ton Company,  it  being  held  by  the  court  that  the  evi- 
dence showed  that  the  contractors  had  substituted  an 
inferior  class  of  building  material,  and  therefore  had 
not  followed  the  specifications  to  the  letter. 

The  contracting  company  are  further  condemned  to 
pay  to  the  spool  company  the  sum  of  $4,098.72,  be- 
cause the  mill  had  to  be  re-pointed.  In  this  case  it  was 
argued  by  the  contractors  that  the  actual  cost  of  point- 
ing the  building  had  been  more  expensive  than  the 


plan  called  for  in  the  specifications,  but  the  court  held 
that  it  was  a  matter  of  specific  performance,  and,  as 
the  w  ork  was  not  executed  in  accordance  with  the  spe- 
cifications, the  contractors  are  bound  to  pay  the  cost  of 
having  the  work  done  over  again  in  the  manner  called 
for.  Justice  McDougall  also  added:  "We  cannot  sanc- 
tion the  doctrine  that  a  contractor  may  substitute  one 
kind  of  material  for  another.  A  contractor  must  con- 
f(  inn  to  his  contract." 

In  connection  with  the  dry  rot,  it  was  argued  by 
counsel  for  the  contractors  that  dry  rot  under  certain 
circumstances  w  as  inevitable,  but  the  court  found  that 
the  evidence  did  not  establish  this  fact,  and  that,  in 
their  opinion,  it  was  possible  to  ascertain  whether  or 
not  the  germ  of  dry  rot  was  present  in  the  timbers  be- 
fore they  were  placed  in  the  building. 


A  Law  to  Avoid  Public  Utility  Strikes 

An  enlistment  contract  for  a  stated  term,  after  a 
probationary  period  for  new  employees,  states  "En- 
gineering Record,"  is  one  of  the  features  of  a  law 
proposed  by  Henry  R.  Towne,  past  president  of  the 
Merchants'  Association  of  New  York,  to  insure  con- 
tinuous and  adequate  service  from  all  public  utilities. 
Such  a  contract  would  be  required  between  each  utility 
and  each  of  its  employees,  and  would  be  renewable 
by  mutual  agreement.  The  company  could  terminate 
the  contract  because  of  misconduct  by  the  employees, 
as  defined  by  law;  because  of  slack  business,  in  which 
case  the  employee  should  have  thirty  days'  notice,  or 
two  weeks'  pay  and  immediate  release,  or  because  of 
disability  or  superannuation,  on  stated  notice.  The 
employee  could  terminate  the  contract  because  of 
valid  family  or  personal  necessity,  because  of  sickness 
or  unfavorable  effect  on  health,  or  for  cause  not  stated, 
upon  fair  notice,  without  penalty  if  with  the  company's 
consent,  otherwise  subject  to  fine  as  provided  by  law. 

A  schedule  of  fines  for  both  corporation  and  em- 
ployee would  be  a  part  of  the  plan.  Fines  against 
the  company  would  be  collectible  from  a  fund  created 
by  the  company  and  vested  in  a  trustee  ;  those  against 
an  employee  from  a  fund  created  by  the  company's  re- 
tention of  a  percentage  of  the  employee's  first  wages 
— the  company  to  return  this  fund  with  interest  when 
the  employee  leaves  the  company.  Several  methods 
are  proposed  for  the  assessment  of  fines,  which  would 
be  payable  to  the  other  party  to  the  contract. 

Employees  would  have  a  right  to  join  any  lawful 
organization,  and  could  alone  or  in  combination  with 
others  request  concessions  in  wages  or  conditions  of 
service,  and  the  company  would  be  required  to  give 
prompt  and  fair  consideration  to  all  such  requests, 
without  discriminating  against  any  employee  for  par- 
ticipation in  such  requests.  The  employee  could  appeal 
decisions  to  a  joint  board  of  award,  constituted  under 
the  law  by  joint  action  of  the  company  and  its  em- 
ployees, and  both  the  company  and  its  employees 
would  have  the  right  to  appeal  to  an  appropriate  fed- 
eral or  state  body. 

During  the  term  of  any  contract  between  the  com- 
pany and  an  employee  the  discharge  of  an  employee 
or  the  cessation  of  services  by  the  employee,  except 
-as  provided  by  law  and  previously  stated,  would  be  an 
offense  at  law  and  punishable  as  such. 


The  Raymond  Concrete  Pile  Company.  Montreal, 
have  been  awarded  the  contract  for  the  piling  for  a 
stack,  boiler  house,  and  pumping  station  for  the  Rior- 
don  Pulp  and  Paper  Company  of  Hawkesbury,  Out. 
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A  Typical  House  for  Industrial  Townsites 

IN  these  days  of  keen  competition  and  advanced 
business  methods,  commercial  concerns  through- 
out the  country  realize  that  if  they  are  to  forge 
ahead  of  their  competitors,  they  must  neglect 
no  detail  that  will  affect  the  output  of  their  plants. 
In  consequence  of  this  fact  more  attention  is  being 
paid  both  to  the  living  and  working  conditions  of  the 
employees,  and  in  country  districts  and  at  isolated 
points,  industrial  towns  and  villages  are  springing  up 
all  over  the  Dominion,  which  are  built  on  modern  and 
scientific  lines,  conducive  to  the  health  and  comfort 
of  the  workingmen  and  their  families.    A  village  of 


with  show  plans  and  elevations  of  a  small  type  of 
house  which  the  company  is  erecting  for  the  accom- 
modation of  the  foremen,  the  cost  of  which  is  about 
.$2,000.  It  is  22  ft.  x  23  ft.  in  dimensions,  two  storeys 
high,  and  contains  six  rooms — a  kitchen,  dining  room, 
living  room,  two  bedrooms  and  a  bathroom.  All  of  the 
rooms,  as  will  be  noted  on  the  plan,  are  of  fairly  large 
size.  There  is  no  cellar  in  this  particular  type,  and 
the  house  is  built  on  cedar  post  foundation,  and  closed 
in  below  the  first  floor.  The  outer  portion  of  the  walls 
is  constructed  of  shiplap,  paper  and  siding,  and  the 
inner  portion  of  shiplap,  paper  and  JHs-in.  V-joint, 
built  up  on  a  framework  of  2  in.  x  4  in.  studs.  The 
house  is  roofed  with  best  grade  cedar  shingles.  There 
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this  nature  is  at  present  being  built  for  the  Canadian 
Copper  Company,  at  Creighton  Mine,  and  additions 
made  to  the  town  of  Copper  Cliff,  Ont.,  and  a  descrip- 
tion of  a  typical  house  will  no  doubt  be  of  interest  as 
indicating  what  class  of  dwellings  are  being  erected 
by  big  concerns  in  these  industrial  towns,  and  the 
expenditure  which  is  necessary.  The  accompanying 
sketches  show  what  very  comfortable  accommoda- 
tion can  be  supplied  at  surprisingly  low  cost. 

All  of  the  houses  are  of  frame  construction,  but  are 
built  in  different  sizes  and  styles  to  suit  varying  con- 
ditions. These  cottages  were  carefully  designed  to 
make  them  wind  proof,  especial  care  being  taken 
around  the  openings,  and  double  sheathing  was  used 
on  both  sides  of  the  exterior  walls.  They  run  from 
about  $900  to  $4,000  in  cost.    The  illustrations  here- 


is  a  large  porch  in  front  and  also  one  off  the  kitchen 
at  the  back.   Stoves  are  used  for  heating  purposes, 

Every  house  in  the  village  is  supplied  with  electric 
current  for  lighting,  and  all  of  the  two  storey  houses 
are  fitted  with  plumbing  and  water  services.  Most  of 
these  are  equipped  with  modern  hot  air  furnaces  and 
electric  light  fixtures,  both  of  which  are  included  in 
the  price  given.  Each  is  also  provided  with  an  out- 
shed  in  the  rear  for  storage  or  other  purposes.  There 
are  187  buildings  altogether,  now  nearing  completion, 
and  they  will  be  occupied  in  about  a  month's  time. 
This  number  includes  a  28-room  boarding  house  for 
bachelors,  and  a  club  house  which  has  been  provided 
•for  the  engineers.  The  contract  for  the  whole  work 
has  been  carried  out  by  the  Dickie  Construction  Com- 
pany, Toronto. 
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Disposal  of  Sludge  from  Activated  Process 


Long-Continued  Aeration  Suggested  as  a 
Means  of  Minimizing  the  Surplus  Sludge 


IN  a  paper  presented  at  t ho  convention  of  the  Ameri- 
can Chemical  Society.  Mr.  G.  T.  Hammond  dis- 
cussed  problems  bearing  on  the  activated  pro- 
cess  of  sewage  treatment  and  suggested  aera- 
tion for  treating  and  disposing  the  sludge  in  the 
same  waj  as  the  sewage  is  treated.  The  amount  of 
sludge  which  must  he  disposed  of  is  easily  the  first 
among  the  problems  that  the  activated-sludge  pro- 
cess  of  sewage  treatment  involves.  This  sludge 
amounts  to  2.000  to  4.000  gallons  or  more  per  million 
gallons  of  sewage,  and  the  material  has  a  water  con- 
tent of  about  99  per  cent.  Mr.  Hammond  sees  pos- 
sibilities  in  the  use  of  some  scheme  of  long-con- 
tinual aeration  in  order  to  minimize  this  surplus  sludge. 

Sludge  from  the  activated  method  of  sewage  treat- 
ment is  highly  putrescible  unless  dewatered,  which 
is  an  expensive  operation.  '  Success  in  dealing  with  this 
problem  is  reported  by  T.  Chalkley  Hatton  of  Mil- 
waukee, but  the  details  and  cost  data  are  not  yet 
available.  As  pointed  out  in  the  Contract  Record  of 
August  9.  191(>,  on  page  789,  experiments  are  still 
under  way  with  dewatering  methods  at  the  plant  of 
Armour  &  Company,  at  the  Chicago  Stock  Yards, 
but  final  conclusions  have  not  yet  been  reported.  It 
seems  to  them,  however,  that  a  battery  of  vertical-flow 
settling  tanks,  which  decrease  moisture  to  97  per  cent., 
followed  by  a  W'orthington  or  similar  press,  is  the 
best  method  up  to  the  present.  The  sludge,  after 
pressing,  is  dried  by  a  direct  or  an  indirect-heat  drier 
to  10  per  cent,  moisture,  which  is  necessary  in  order 
that  the  material  may  be  used  in  making  fertilizer. 
The  cost  of  this  method  is  such  that  the  commercial 
value  of  the  product  must  be  considerable  in  order 
to  make  the  treatment  available.  If  means  of  trans- 
porting the  dried  product  to  market  are  costly,  or 
fail  at  a  critical  moment,  serious  trouble  may  arise. 

Mr.  Noble,  of  Armour  &  Company,  writes  that  their 
further  analyses  of  the  sludge  for  the  fertilizer  value 
show  it  will  run  between  \y2  and  5  units  of  ammonia 
and  the  value  will  be  about  $9  to  $10  per  ton  in  the 
dried  state.  Mr.  Hammond  indicates  that  these  fig- 
ures apply  to  the  sludge  derived  from  stock-yard  sew- 
age ami  will  probably  not  be  equalled  with  ordinary 
domestic  sewage. 

The  Use  of  Screens 

Mr.  Hammond  believes  that  the  difficulty  of  min- 
imizing the  surplus  sludge  can  be  overcome  to  a  con- 
siderable extent  by  means  directed  to  the  removal  of 
sludge-producing  material  from  sewage  previous  to 
the  treatment — for  instance,  by  screens  or  tanks.  So 
far  no  complete  data  are  obtainable  on  this  point, 
but  experiments  seem  to  justify  the  expectation  of 
success.  Experiments  are  needed  to  show  how  fine  a 
screen  should  be,  for  if  it  removes  too  much  suspended 
matter  the  process  may  be  seriously  interfered  with. 
The  Imhoff  tank,  so  far  as  Mr.  Hammond's  experience 
goes,  is  not  likely  to  prove  as  successful  as  the  screen 
in  this  preliminary  treatment,  as  the  tank  takes  out 
too  much  of  the  best  size  material  in  suspension  for 
the  activation  process.  But  this  is  not  stated  as  hav-  ' 
ing  been  proved  conclusively.  If  an  Imhoff  tank  is 
used,  the  surplus  activated  sludge  might  be  reduced 


to  the  condition  of  Imhoff  sludge  by  being  introduced 
into  the  digestion  chamber. 

While  the  conditions  at  Milwaukee  are  rather 
unique,  and  favorable  to  the  activated-sludge  method, 
as  well  as  to  the  transportation  of  the  dewatered 
sludge,  it  is  doubtful,  according  to  Mr.  Hammond,  if 
Other  cities  less  favorably  situated  will  feel  justified 
in  going  to  the  expense  of  installing  extensive  plants 
for  dewatering  sludge.  The  combination  of  a  com- 
mercial venture  with  sewage  disposal  need  not  neces- 
sarily prove  a  failure,  but  the  chances  against  its 
success  do  not  make  the  project  seem  attractive. 

A  recent  communication  from  Mr.  Hatton,  of  Mil- 
waukee, states :  "After  elaborate  experiments  on  the 
dewatering  of  sludge  and  sludge  drying  we  find  that 
there  is  little  of  the  problem  connected  therewith  that 
has  not  already  been  solved  in  industrial  establish- 
ments where  material  of  like  character  must  be  treated. 
Either  of  two  kinds  of  presses  will  reduce  the  moisture 
from  99  to  75  per  cent.,  and  there  is  no  difficulty  by 
cither  the  direct  or  indirect  drier  to.  reduce  this  moist- 
ure froin  75  to  10  per  cent,  or  lower." 

This  statement  is  of  great  interest  and  seems  very 
promising.  It  seems,  however,  that  in  most  places 
the  problem  will  always  be  how  to  minimize  the 
formation  of  surplus  sludge  and  how  to  get  rid  of 
what  does  form  without  dewatering  it  in  a  plant  es- 
pecially provided  for  this  purpose.  If  it  costs  more 
per  ton  to  dewater  than  the  sludge  will  sell  for,  or 
the  net  value  obtainable  therefor,  then  even  though 
the  value  figures  at  $9  to  $10  per  ton,  few  will  care 
to  undertake  such  a  venture,  or  at  least  go  farther 
than  what  would  be  the  fair  cost  of  sludge  disposal 
by  other  means. 

Dewatering  is  Difficult 

Dewatering  sludge  is  a  matter  of  difficulty  and  ex- 
pense and  cannot  but  add  a  burden  to  the  maintenance 
of  a  plant.  This  may  be  provided  for  in  large  plants, 
if  the  value  of  the  sludge  recovered  warrants,  but  in 
small  plants  it  would  probably  lead  to  a  nuisance  and 
would  not  be  usually  undertaken  where  the  sewage 
amounts  to  less  than  10,000,000  gallons  per  day. 

The  Schaefer-ter-Meer  centrifugal  sludge  drier, 
used  on  a  large  scale  at  Frankfort-on-the-Main,  and 
at  Hanover,  in  Germany,  has  been  thoroughly  de- 
veloped as  a  sludge-drying  machine,  which  can  handle 
with  success  large  volumes  of  sludge  and  dry  it  suffi- 
ciently to  burn  readily  in  an  incinerator  plant.  This 
machine  was  experimented  with  at  the  Jamaica  sew- 
age-disposal plant  on  Long  Island,  N.Y.,  and  tests 
show  that  operating  on  sludge  containing  91.5  per 
cent,  of  moisture,  from  a  lime-precipitation  tank,  it  af- 
fected a  removal  of  64.2  per  cent,  moisture,  and  oper- 
ated continuously  while  effecting  this  removal.  The 
cost  of  this  method,  as  shown  by  the  tests,  was  rather 
high,  but  the  tests  were  really  not  a  fair  exhibition 
of  what  these  machines  can  do,  as  the  sludge  treated 
was  limed  sludge  and  entered  the  machine  in  a  sticky 
state,  not  favorable  for  economical  operation. 

The  Dickson  method  of  sludge  dewatering,  which 
employs  brewers'  yeast  to  effect  a  separation  of  water 
and  sludge,  also  offers  a  possible  means  of  success, 
and  has  the  advantage  of  a  fully  developed  system 
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by  means  of  which  the  dewatering  and  drying  can  be 
carried  from  the  commencement  to  the  completion  of 
the  process,  without  extra  handling  between  the  vari- 
ous steps.  The  dried  sludge  leaves  the  apparatus  in 
bags  ready  for  shipment  to  the  fertilizer  factory,  or 
may  even  be  made  a  complete  fertilizer  ready  for  mar- 
ket as  it  leaves  the  plant. 

So  far  the  cost  of  these  methods  has  not  been 
determined  for  activated  sludge,  but,  in  the  opinion 
of  Mr.  Hammond,  it  will  be  lower  than  the  cost  for 
drying  ordinary  sludge.  It  is  quite  possible  that  the 
sludge  may  be  destroyed  by  a  septic  process  where  the 
amount  of  it  is  not  great  enough  to  make  dewatering 
an  attractive  measure.  But  little  study  has  been 
done  in  this  direction  and  much  is  desirable, 

Aeration  of  Sludge  is  Promising 

As  the  sludge  tends  to  break  up  and  dissolve  with 
over-aeration,  and  in  doing  so  diminishes  /in  volume, 
this  gives  promise  of  still  another  method  that  so 
far  has  received  but  little  study.  It  has  been  found 
that  by  means  of  long-continued  aeration  activated 
sludge  may  be  broken  up  and  reduced  to  10  per  cent, 
or  less  of  its  original  volume.  The  problem  is  to  get 
rid  of  the  water  during  this  reduction,  so  as  to  decrease 


the  volume  to  be  aerated.  That  this  may  be  done  seems 
fairly  possible. 

Taking  the  surplus  activated  sludge  as  a  special 
problem,  it  would  seem  that  we  should  be  able  to  de- 
sign a  plant  to  reduce  its  putrescible  contents  by  means 
of  biological  agencies.  If  we  may  treat  the  sewage 
by  "activation,"  why  may  we  not,  also,  find  such  a 
means  of  treating  the  sludge?  Since  we  have  found 
that  long-continued  aeration  will  reduce  it  to  a  very 
small  volume,  can  we  n,ot  find  means  of  doing  this 
without  excessive  cost  for  air? 

We  observe  that  after  a  short  aeration  period  with 
activated  sludge  clarification  of  the  sewage  takes  place, 
and  that  out  of  1,000,000  gallons  we  have  a  net  amount 
of  2,000  to  4,000  gallons  of  sludge,  which  we  must  dis- 
pose of  separately,  and  this  is  about  99  per  cent,  water. 
Clearly  we  can  afford  to  aerate  this  small  volume  for 
a  long  time,  if  necessary,  to  effect  its  reduction  to  a 
form  which  will  not  cause  a  nuisance.  Experiment 
shows  that  about  half  of  this  volume  is  free  water 
which  can  be  removed  by  an  hour's  tankage,  and  that 
24  hours'  aeration  of  the  sludge  will  separate  a  large 
part  of  its  remaining  water,  and  the  bacteria  will  keep 
on  working  for  us.  Thus  we  are  continually  treating 
a  diminishing  quantity  of  sludge,  and  the  problem  of 
design  seems  the  principal  problem. 


Sewer  Deposits— Their  Prevention 

and  Removal 


The  subject  of  sewer  deposits  sooner  or  later  de- 
mands the  attention  of  practically  every  municipal 
engineer,  and  for  this  reason  we  are  reproducing 
below  an  excellent  paper  by  Mr.  Henry  A.  Cutler,  M. 
Inst.  C.  E.,  city  surveyor  of  Belfast,  recently  presented 
before  the  Association  of  Municipal  Authorities  of  Ire- 
land : 

All  who  are  accustomed  to  the  design  of  sewers 
endeavor  to  obtain  such  gradients  as  will  give  self- 
cleansing  velocities  when  the  sewers  are  flowing  full — 
that  is,  velocities  of  about  three  feet  per  second  for 
small  sewers,  decreasing  as  the  sewers  increase  in  size 
to  a  minimum  of  about  two  feet  per  second,  and  as  cir- 
cular sewers  have  theoretically  the  same  velocity  when 
flowing  half  full  as  when  flowing  full,  they  will  remain 
self-cleansing  under  all  conditions  of  flow  between 
those  limits. 

When  the  normal  condition  of  flow  is  small  com- 
pared with  the  size  of  a  sewer  (although  when  flowing 
half  full  it  may  be  self-cleansing)  deposits  will  occur. 
A  small  decrease  in  velocity  will  allow  the  particles 
which  are  largest  and  of  highest  specific  gravity  to  be 
deposited,  and  a  further  decrease  the  smaller  and  light- 
er particles. 

As  there  are  many  conditions  to  be  satisfied  when 
determining  the  sizes  and  gradients  of  sewers,  it  is  not 
always  possible  to  make  them  self-cleansing  under  all 
conditions,  and,  further,  we  do  not  always  give  the 
normal  flow  conditions  sufficient  consideration. 

Variations  of  Flow. 

To  form  some  idea  of  the  possible  variations  of 
flow,  let  us  consider  the  conditions  in  a  densely  popu- 
lated area,  where  there  may  be  as  many  as  250  persons 
to  the  acre,  a  sewage  flow  of  30  gallons  per  head  per 
day,  and  a  rate  of  rainfall  flowing  off  during  the  heav- 
iest storms  of  0.66  inch  per  hour.    The  average  rate  of 


sewage  flow  from  such  an  area  would  be  50  cubic  feet 
;jer  hour,  and  the  minimum  about  25  cubic  feet  per 
hour,  and  the  maximum  rate  of  rainfall  flowing  off 
would  be  2,420  cubic  feet  per  hour,  or  about  100  times 
greater  than  the  minimum  sewage  flow.  Even  taking 
sewers  the  maximum  discharging  capacity  of  which  is 
only  six  times  the  average  flow,  we  get  a  variation  of 
12  to  1  between  the  maximum  and  minimum,  and  as 
the  Local  Government  Board  requires  that  sewers 
should  be  of  sufficient  size  to  convey  sewage  to  the  out- 
fall works  for  treatment  at  the  rate  of  at  least  six  tinges 
the  average  sewage  flow,  it  will  be  seen  that,  without 
having  to  provide  for  heavy  rainfall,  the  conditions  are 
sufficiently  difficult  to  deal  with. 

Taking  the  variation  of  12  to  1  as  the  least  that 
must  be  contemplated  with  combined  drainage,  and 
assuming  that  such  variation  is  taking  place  in  a  circu- 
lar sewer  which  is  running  full  when  discharging  the 
maximum  quantity,  "the  depth  of  flow  when  the  mini- 
mum quantity  is  being  discharged  will  only  be  0.19  of 
the  diameter,  and  the  velocity  0.59  of  the  velocity  when 
flowing  full  or  half  full. 

Oval  or  Egg-shaped  Sewers. 

Sewers  of  large  capacity  are  usually  made  oval  or 
egg-shaped,  with  a  view  to  increasing  the  velocity 
where  the  flow  is  comparatively  small,  and  applying 
the  foregoing  variation  of  flow  to  an  egg-shaped  sewer 
the  minimum  depth  of  flow  would  be  6.21  of  the  verti- 
cal diameter  of  the  sewer,  and  the  velocity  0.64  of  the 
velocity  when  flowing  full. 

From  these  figures  it  will  be  seen  that  with  a  varia- 
tion of  flow  of  12  to  1,  gradients  of  sewers,  so  that  they 
may  be  self-cleansing  at  all  times,  should  be  such  that 
the  velocities  when  running  full  would  be  from  about 
3/>  feet  per  second  for  large  sewers  to  about  5  feet  per 
second  for  small  sewers. 

As  in  fixing  the  sizes,  one  has  to  provide  for  an  in- 
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crease  of  population  over  a  period  of  about  thirty 
years,  the  problem  gets  the  more  difficult,  and  the 
original  minimum  flow,  compared  with  the  capacity  of 
the  sewer,  may  be  SUCh  that  it  is  absolutely  impossible 
to  prevent  deposit. 

Fortunately,  the  proportion  of  solids  reaching  sew- 
er- i-  much  smaller  during  the  period  of  minimum  Boyy 
than  at  other  times,  and  as  they  usually  consist  chielly 
of  the  -mailer  and  lighter  particles,  velocities  less  than 
what  are  usualh  considered  self-cleansing  will  remove 
them.  It  is  also  often  found  that  deposits  which  ac- 
cumulate in  sewers  in  drv  periods  owing  to  sluggish- 
ness of  sewage  flow  will  be  washed  out  in  times  of 
heav}  rainfall,,  but  such  accumulations  may  become 
ffensive  in  warm  and  dry  weather  and  require  to  be 
periodically  removed. 

Although  in  most  cases  in  designing  new  sewers  it 
i-  possible  tn  make  them  self-cleansing,  there  are  cases 
where  the  necessaf}  gradient  is  impossible,  especially 
where  gradients  are  governed  by  the  levels  of  existing 
-ewei-.  It  i-  also  sometimes  found  that  sewers  which 
would  have  a  self-cleansing  gradient  for  ordinary  sew- 
age  become  -ewers  of  deposit  owing  to  the  character 
of  the  liquid  discharged  into  them. 

Removing  Deposits. 

Having  considered  the  difficulties  and,  under  some 
conditions,  the  impossibility  of  preventing  deposits  in 
-ewer-,  the  question  of  how  deposits  are  to  be  removed 
when  they  occur  naturally  arises.  The  most  common, 
and  usually  most  satisfactory,  method  is  by  flushing, 
but  to  be  effective  it  must  be  carried  out  systematically 
and  periodically. 

Flushing  may  be  carried  out  by  specially  construct- 
ed tanks  with  a  syphonic  discharge ;  by  discharges 
front  tank  carts,  or  by  damming  the  sewage  flow  until 
a  large  quantity  of  sewage  is  impounded  above  the 
length  to  be  cleaned  and  suddenly  releasing  it.  For 
Bushing  branch  sewers  or  the  upper  ends  of  main  sew- 
ers the  permanent  flushing  tank  or  tank  carts  are  the 
only  possible  means;  but  for  main  sewers,  especially 
large  ones,  flushing  by  damming  up  the  flow  is  usually 
the  cheapest  and  most  effective  method. 

Cases  where  deposits  cannot  be  removed  by  flush- 
ing alone  are  not  uncommon,  as  most  officers  who 
have  had  charge  of  sewers  will  have  found,  and  the 
removal  of  such  deposits  is  always  expensive  and 
sometimes  impossible  except  by  breaking  into  the 
-ewer  at  frequent  intervals.  The  most  usual  method  of 
removing  such  deposits  is  by  a  chain  and  "badger," 
which  is  moved  backwards  and  forwards  in  the  sewer 
to  rake  up  the  deposit  and  keep  it  agitated  so  that  it 
will  be  carried  down  by  the  flow  in  the  sewer.  Badgers 
are  made  according  to  fancy,  the  most  usual  being  a 
bunch  of  heavy  chain  fixed  to  the  hauling  chain,  but 
sometime-  some  form  of  bucket  or  disc  is  used.  The 
hauling  chain  is  got  through  the  length  of  sewer  to  be 
cleaned  by  first  floating  a  line  through  or  pushing  it 
through  with  sewer  rods.  Badgers  are  useful  where 
there  is  sufficient  flow  to  carry  off  the  deposit  when 
agitated,  and  some  form  of  bucket  or  disc  may  be  use- 
ful if  there  is  not  much  deposit  in  the  sewer,  but  it  can- 
not be  pulled  through  against  any  weight  of  silt. 

A  Special  Apparatus. 

Difficulties  have  recently  been  experienced  in  Bel- 
fast in  cleansing  a  sewer  where  the  gradient  was  very 
flat  and  the  deposit  of  a  plastic  nature,  due  to  the  pres- 
ence of  tarry  matter.  After  the  usual  methods  of  re- 
moving the  silt  had  been  resorted  to  without  success, 
openings  had  to  be  made  about  every  20  feet,  the 


crown  of  the  -ewer  removed,  and  the  deposit  dug  out. 
As  these  operations  w  ere  costly,  and  caused  permanent 
damage  to  the  -ew  er,  the  author  considered  the  matter 
oi  sufficient  importance  to  warrant  the  spending  of 
tune  in  trying  to  devise  special  apparatus  to  deal  with 
the  deposit  w  ithout  breaking  into  the  sewer. 

After  designing  several  forms  of  scraper,  models 
were  made  and  tried  in  a  glass  tube  partly  filled  with 
sand,  and  ultimately  a  full-sized  scraper  was  made  in 
accordance  with  the  model,  which  proved  most  suc- 
cessful. The  actual  scraper  did  its  work  well,  but, 
<  iwing  to  ( 'pen  joints  in  the  sewer  in  which  it  was  tried, 
it  was  found  necessary  to  make  some  improvements 
to  prevent  the  scraper  sticking  in  the  open  joints. 
Since  the  improvements  were  made,  sewers  of  lengths 
up  to  100  yards  between  manholes  have  been  success- 
fully cleaned,  even  when  more  than  half  full  of  silt. 

The  scraper  does  not  enter  the  sewer  at  the  upper 
end  of  the  section  to  be  cleaned,  but  at  the  lower  end, 
from  which  it  is  pulled  in  by  a  rope  previously  passed 
through  the  sewer,  the  act  of  pulling  in  causing  it  to 
lie  flat  and  skate  over  the  deposit;  when  the  scraper 
lias  been  pulled  in  a  few  feet  (according  to  the  quan- 
tity of  deposit  in  the  sewer),  it  is  withdrawn  by  a  rope 
attached  to  its  after-end,  the  pulling  back  causing  it  to 
open  up  and  bring  the  deposit  back  with  it.  The  opera- 
tion  proceeds  a  yard  or  so  at  a  time,  the  scraper  being 
pulled  farther  into  the  sewer  each  time  it  is  introduced, 
until  ultimately  the  whole  of  the  deposit  in  the  section 
has  been  removed.  After  each  withdrawal  of  the 
scraper  the  silt  is  filled  into  buckets  and  lifted  to  the 
surface,  and  the  quantity  of  deposit  against  which  the 
scraper  has  to  be  pulled  is  limited  by  the  extra  distance 
the  scraper  is  drawn  in  after  each  operation. 

Repairing  Leaky  Joints. 

Where  sewers  are  laid  in  running  sand,  and  any 
open  joints  occur,  sand  will  find  its  way  into  the  sew- 
ers with  the  subsoil  water,  and  if  the  velocity  of  the 
flow  is  insufficient,  deposits  will  accumulate.  The 
author  has  had  some  trouble  of  this  nature,  and  by 
means  of  special  devices  has  been  able  to  remake  leak- 
ing joints  and  execute  other  repairs  where  the  sewers 
have  been  over  two  feet  in  diameter  without  opening 
from  the  surface. 

Where  the  sewer  is  large  enough  clay  stanks  are 
usually  constructed  inside  the  sewer  at  each  end  of  the 
portion  under  repair,  and  a  trough  put  in  between  the 
stanks  so  as  to  keep  the  sewage  from  the  bottom  and 
walls  of  the  sewer  while  the  repairs  being  made.  As 
the  size  of  the  manholes  limits  the  length  of  the  trough 
which  can  be  got  inside  the  sewer,  short  lengths  are 
usually  joined  together  in  position. 

As  the  space  occupied  by  an  ordinary  trough  pro- 
hibited its  use  in  the  small  sewers  the  author  was  re- 
pairing, a  length  of  canvas  about  five  yards  long  and 
one  yard  wide  was  laid  on  the  invert  of  the  sewer  and 
half  way  up  the  sides;  the  ends  of  the  canvas  were 
secured  by  iron  hoops  expanded  inside  the  sewer  over 
the  canvas,  and  similar  iron  hoops  were  used  over  the 
canvas  on  each  side  of  each  joint  about  four  inches 
apart.  The  iron  hoops  were  served  with  marline  so  as 
to  make  a  cushion  against  the  canvas  to  prevent  leak- 
age past  the  hoops.  When  the  canvas  trough  was 
ready,  cement  grout  was  run  into  the  joints  at  the  back 
of  the  canvas  between  the  hoops  and  the  canvas  left  in 
till  the  joints  had  set.  The  arrangement  referred  to 
enabled  the  bottom  half  of  each  joint  to  be  perfectly 
made,  without  any  obstruction  to  the  flow  in  the  sewer, 
and  the  top  half,  where  the  joints  were  not  too  wide, 
w  as  pointed  in  the  ordinary  way. 
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Plastering  on  Concrete 

Plastering-  on  concrete  is  materially  different  from 
plastering  on  other  surfaces,  because  concrete  has  lit- 
tle or  no  suction,  and  on  this  account  a  plaster  with 
special  requirements  must  be  employed.  The  expul- 
sion of  the  surplus  water  during"  crystallization  and 
drying  out,  together  with  insufficient  adhesiveness, 
serves  to  break  the  bond  set  up  under  the  trowel.  Good 
bond  plasters  are  specially  compounded  so  that  the 
usual  expulsion  of  surplus  water  during  crystallization 
is  controlled  and  the  bond  with  concrete  is  not  mater- 
ially injured.  They  work  well  under  the  tools,  have 
excellent  spreading  qualities,  and  are  dense,  durable, 
and  lire-resisting.  They  maintain  a  practically  un- 
changing volume  during  the  process  of  setting  and 
hardening.  Although  no  plaster  can  successfully  with- 
stand the  expulsion  of  the  moisture  during  the  drying 
out  of  concrete  which  occasionally  brings  with  it  an 
efflorescence  which  is  deposited  on  the  surface  of  the 
concrete,  yet  special  bond  plasters  are  fairly  reliable  in 
this  regard. 

A  well-known  construction  company  recommends 
the  following  method  of  attaching  plaster  to  concrete: 

Make  the  concrete  as  porous  as  possible  by  omit- 
ting sand  from  the  mix  and  by  not  spading  the  con- 
crete next  to  the  forms.  Where  plaster  is  required 
underneath  a  floor  or  roof,  if  the  forms  are  sprinkled 
with  ^-inch  stone  before  the  concrete  is  placed,  a 
rough  surface  will  be  obtained  to  which  plaster  will 
key  nicely. 

To  attach  Portland  cement  plaster  to  smooth  con- 
crete, hack  the  surface  with  a  point,  brush  the  surface 
thoroughly  to  get  the  dust  out,  wash  it,  and  in  every 
case  make  sure  that  the  under  concrete  is  thoroughly 
wet  before  the  plaster  is  applied,  otherwise  the  water 
will  be  soaked  out  of  the  plaster  and  the  plaster  will 
not  adhere.  Wash  the  surface  with  grout  just  ahead 
of  the  plaster  and  make  sure  that  the  plaster  is  applied 
before  the  grout  has  time  to  set. 

It  is  the  experience  of  this  company  that  lime  plas- 
ter is  very  unsatisfactory  for  placing  on  concrete  sur- 
faces. The  only  way  they  have  been  sure  of  a  satis- 
factory result  is  to  use  plaster  which  is  principally 
composed  of  plaster  of  paris. 


"Skinning"  Doesn't  Pay 

A  tenement  building  in  course  of  construction  in 
New  York  City  collapsed  last  August,  killing  two  men 
and  injuring  fifteen  others.  An  investigation  showed 
that  the  failure  was  due  to  the  contractors  "skinning" 
qh  cement.  A  bricklayer  testified  that  he  overheard 
one  of  the  owners  of  the  apartment  house  tell  another 
that  he  feared  the  building  would  fall  if  more  cement 
was  not  used  in  the  mixture.  This  "skinning  on 
cement"  is  an  extremely  common  practice  and  one  that 
has  contributed  to  the  ruin  of  many  a  building  (and 
contractor).  Being  stingy  with  cement  is  dangerous, 
and  any  laxity  in  inspection  on  the  part  of  city  officials 
only  leads  to  this  practice.  Strict  inspection  is  required 
if  catastrophe  is  to  be  averted. 

In  the  New  Orleans  Building  Review  Mr.  C.  W.  J. 
Melville,  C.E.,  has  written  an  article  pointing  out  the 
dangers  to  be  encountered  in  constructing  a  concrete 
building  with  a  lean  mix.  He  shows  that  "skinning  on 
cement"  doesn't  pay.   This  article  follows : 

In  making  up  specifications,  architects  and  engi- 
neers are  sometimes  tempted  to  use  a  leaner  mix  for 
concrete  than  their  good  judgment  would  indicate, 
with  the  idea  that  they  are  making  a  considerable  sav- 
ing in  the  ultimate  cost  of  the  work. 


Some  small  and  unreliable  contractors  are  also  in 
the  habit  of  skinning  the  mix  of  concrete — that  is,  leav- 
ing out  as  much  cement  as  they  think  the  architect  will 
stand  for — under  the  impression  that  they  are  making- 
considerable  financial  gain  for  themselves. 

The  following  table  is  worked  out  with  a  view  of 
showing  that  there  is  very  little  economy  to  the  owner 
when  the  architect  specifies  a  lean  mix,  and  also  very 
little  financial  gain  to  the  contractor  when  he  skins  his 
mix  without  the  consent  of  the  architect  even  though 
he  gets  away  with  it : 
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1-3-6  ...  $4.44  $15.44  1950  .72 

1-3-5  ...  4.57  15.57  2030  .59 

1-2-5  . .  .  4.93  15.93  2200  .23 

L-2-4  ...  5.1G  16.16  2440   

This  table  is  based  upon  the  average  crushing 
strength  of  concrete  as  given  by  the  best  authorities  on 
tests  made  when  the  concrete  is  thirty  days  old.  It  is 
based  on  the  following  prices  for  materials: 

Cement,  $1.90  per  barrel  net;  sand,  $1.35  per  cubic 
yard;  gravel,  $1.80  per  cubic  yard.  All  prices  are  for 
the  materials  delivered  at  the  job. 

In  making  up  the  total  cost  for  the  concrete,  the 
carpenter  labor,  lumber,  mixing  and  placing,  and  the 
reinforcing  steel  have  been  assumed  at  $11  per  cubic 
yard,  which  is  a  very  conservative  assumption  when 
the  present  price  of  steel  is  taken  into  consideration. 

The  first  column  of  this  table  gives  the  mix  of  the 
concrete ;  the  second  the  cost  of  materials  required  for 
one  cubic  yard  of  concrete ;  the  third  column  gives  the 
total  cost  per  cubic  yard  of  reinforced  concrete  in 
place,  including  carpenter  labor,  lumber,  labor  of  mix- 
ing and  placing  the  reinforcing  steel.  The  next  column 
gives  the  average  crushing  strength  of  concrete  per 
square  inch.  The  next  two  columns  show  the  amount 
in  cents  per  cubic  yard  and  also  the  percentage  saved 
using-  a  1-2-4  mix  as  a  basis.  The  last  two  columns 
show  the  loss  of  strength  in  pounds  and  also  the  per- 
centage of  loss,  using  a  1-2-4  mix  as  a  basis. 

By  studying  this  table  it  will  be  observed  that  the 
difference  in  cost  between  a  1-2-4  mix  and  a  1-2-5  mix 
is  only  23c  per  cubic  yard,  or  1.4  per  cent.,  while  the 
loss  in  strength  is  10  per  cent.  It  will  be  noticed  that 
the  amount  saved  between  a  1-2-4  mix  and  a  1-3-6  mix 
is  only  4l/2  per  cent,  of  the  cost  of  the  concrete  work, 
while  the  loss  of  strength  is  20  per  cent. 

If  we  take  into  consideration  the  total  cost  of  the 
entire  building  and  assume  thai  the  concrete  work  is 
one-fifth  of  the  total  cost  of  the  entire  building,  which 
is  the  usual  percentage,  we  note  that  by  changing  the 
mix  from  1-2-4  to  1-2-5  we  save  only  one-third  of  1  pet- 
cent,  on  the  total  cost  of  the  building,  while  the 
strength  is  cut  down  10  per  cent.;  while  if  we  change 
the  mix  from  1-2-4  to  1-3-6  we  save  less  than  1  pet- 
cent,  on  the  total  cost  of  the  building,  while  the 
strength  is  cut  down  20  per  cent. 

From  this  tabulation  it  is  easily  seen  that  it  is  poor 
economy  to  skin  the  mix  of  concrete ;  and  the  old  say- 
ing that  "the  best  reinforcement  for  concrete  is 
cement"  is  fully  verified. 


The  contract  for  reinforcing  steel  for  the  Canadian 
Government  Railways'  new  elevator  at  St.  John,  N.B., 
has  been  awarded  to  the  Burlington  Steel  Company 
I  [amilton,  <  )nt. 
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Experimental  Work   oil   a   Delaware  Road 
Shows  Important  Results 

A portion  Of  a   new   trunk   highway,  know  n  as 
the  Coleman  du  Pont   Road,  has  recently 
been  completed  in  the  State  of  Delaware,  U. 
S.  A.    This  roail  has  afforded  an  opportunity 
carrj  out  many  experiments  on  an  extensive  scale, 
and  On  this  account  the  work  is  of  special  importance 
and  interest.     The  early  experiments,  many  of  them 

tour  years  old,  dealt  with  the  use  of  various  kinds  of 
asphalts  or  tars  w  ith  different  aggregates.  Later  experi- 
ments comprised  tests  on  concrete  pavement  and  in- 
eluded  such  problems  as  the  effect  of  hydrated  lime  on 
concrete;  the  most  economical  length  of  slab;  the  vari- 
..u^  kinds  of  reinforcement;  the  different  kinds  of  sur- 
face finish  ;  methods  of  curing;  the  results  of  using  dif- 
ferent sands  :  the  advantage  of  thoroughly  mixing  the 
ingredients;  the  types  of  joints,  etc. 

The  results  of  these  tests  should  prove  interesting 
to  Canadian  municipalities  that  are  projecting  this  type 
of  highway,  and  there  are  more  and  more  of  such  roads 
being  built  in  this  country  each  year.  Special  informa- 
tion was  developed  concerning  the  cracks  that  are  the 
troublesome  features  of  concrete  pavements,  and  which 
often  prejudice  people  against  the  use  of  roads  of  this 
type. 

Reinforced  concrete  forms  the  greater  portion,  of 
the  completed  work  on  the  du  Pont  Road.  The  pave- 
ment measures  14  feet  in  width,  7  inches  deep  in  the 
centre  and  5  inches  deep  at  the  sides,  and  is  laid  on  a 
flat  subgrade.  Reinforcement  is  generally  used.  The 
mix  used  was  1:2:4  with  different  quantities  of  hyd- 
rated lime  up  to  10  per  cent,  by  volume. 

Thorough  Mixing 

Experiments  carried  out  to  develop  the  advantage 
of  thoroughly  intermingling  the  ingredients  showed 
that  the  strength  of  concrete  was  greatly  increased  by 
thorough  mixing.  It  was  considered,  however,  most 
economical  to  mix  for  \y2  minutes,  although  the  tests 
developed  that  there  was  an  increase  in  strength  by 
mixing  up  to  four  minutes. 

The  Length  of  Slab 

The  length  of  slab  to  be  used  was  a  seemingly  im- 
portant problem,  for  it  appeared  that  the  number  and 
extent  of  cracks  depended  largely  on  this  feature. 
Roads  already  built  showed  slabs  varying  in  length 
from  25  feet  to  60  or  70  feet,  and  in  many  instances 
cracks  were  almost  as  numerous,  in  short  slabs  as  they 
were  in  long  ones.  The  question  of  the  ultimate  limit 
to  the  length  of  a  slab  was  naturally  raised.  If  a  70-foot 
slab  could  be  satisfactorily  constructed  without  its 
length  being  a  detriment,  why  should  the1  length  not 
be  increased  to,  say,  100  or  200  feet.  Experiments 
were  conducted  with  a  view  to  getting  ideas  on  this 
point  and  to  find  where  cracks  would  occur.  Joints 
were  placed  only  when  the  concrete  mixers  stopped  for 
more  than  15  minutes,  with  the  result  that  some  very 
long  slabs  were  produced,  some  reaching  500  feet  long. 
It  has  been  found  that  so  far  the  slabs  have  remained 
intact,  with  the  exception  of  a  few  transverse  cracks 
which,  although  not  a  serious  injury  to  the  road,  are 
rather  unsightly.  The  cracks  generally  appeared  in 
the  longest  slabs,  their  regularity  seeming  to  indicate 
a  definite  principle  of  contraction.  By  studying  this 
experimental  data,  it  w^as  found  what  was  the  longest 
slab,  without  cracks,  that  could  be  used  under  the 
particular  conditions  that  applied  to  this  road.  Shorter 


slab.s  were  employed  for  the  purpose  of  getting  away 
from  these  cracks,  but  although  this  was  accomplished, 
the  increased  number  of  joints  created  a  more  serious 
condition. 

The  Value  of  Hydrated  Lime 

Experiments  were  performed  to  prove  the  efficacy 
of  hydrated  lime.  Laboratory  tests  showed  that  this 
material  strengthened  the  concrete  made  from  some 
sands,  but  weakened  that  made  from  others.  In  the 
field,  hydrated  lime  was  observed  to  reduce  the  num- 
ber of  transverse  cracks,  as  the  amount  was  increased 
up  to  ten  per  cent.  It  seems  to  make  the  concrete 
How  more  freely  and  prevents  segregation  of  the  coarse 
aggregate  and  is  thus  of  assistance  despite  the  slight 
increase  or  decrease  of  strength  that  may  be  occa- 
sioned. The  greater  number  of  cracks  develop  dur- 
ing the  first  24  or  48  hours,  and  hydrated  lime  causes 
the  concrete  to  retain  the  moisture  longer  and  de- 
creases the  contraction  during  the  period  when  the 
concrete  is  acquiring  strength,  which  assists  the  pre- 
vention of  transverse  cracks. 

I  hiring  the  early  spring,  when  the  concrete  was 
saturated  and  expanded,  and  when  the  expansion  was 
at  its  maximum  due  to  the  temperature,  a  number  of 
the  slabs  rose  at  the  joints,  in  some  cases  as  much  as 
1%  inches,  causing  an  abrupt  unevenness.  Nearly  all 
of  the  slabs  returned  to  their  normal  position  after 
complete  drying.  At  the  cracks  this  uneven  condition 
was  not  observed  and  consequently  it  w-as  decided  to 
eliminate  any  chance  of  movement  at  the  joints  and 
maintain  the  cracks.  On  this  account  the  slabs  were 
not  restricted,  but  made  as  long  as  possible. 

Reinforcement  in  Relation  to  Cracks 

The  value  of  reinforcement  in  preventing  cracks 
was  open  to  question.  Experiments  were  conducted 
along  this  line,  although  more  study  is  yet  required  to 
provide  conclusive  results.  Reinforcement  does  not 
prevent  cracks,  but  in  the  smaller  slabs  it  has  a 
tendency  to  prevent  the  cracks  from  opening,  although 
in  long  slabs  the  cracks  will  open  in  spite  of  the  metal, 
especially  in  the  autumn,  after  a  dry  spell,  and  when 
the  temperature  suddenly  drops. 

In  making  the  joints  of  this  road  metal  protection 
plates  were  generally  employed  to  protect  the  edge 
from  abrasion  when  there  was  any  unevenness.  Some 
butt  joints  were  used  with  no  protection  plates.  In 
some  cases  this  type  of  joint  was  reinforced  with  steel 
rods  across  the  joint,  giving  it  the  appearance  of  a  fine 
crack.    This  process  resulted  in  a  slab  1,240  feet  long. 

The  finishing  of  the  surface'  was  especially  con- 
ducted to  secure  smoothness.  A  power  template  was 
used  on  one  section  and  a  very  satisfactory  surface 
obtained.  On  other  portions,  a  steel  template  made 
of  angle  iron  was  employed  with  hand  floating  after, 
but  the  resulting  surface  was  irregular  and  somewhat 
unsatisfactory.  A  second  template  kept  several  feet 
in  the  rear  of  the  first  and  consisting  of  a  float  14  ins. 
wide,  shaped  to  the  crown  of  the  pavement,  remedied 
the  irregularities  and  produced  a  smooth  surface. 

The  curing  of  the  road  was  carried  out  by  protect- 
ing with  a  canvas  cover  until  the  concrete  was  suffi- 
ciently hard  to  hold  a  covering  of  earth,  which  was 
kept  soaked  for  fourteen  days.  After  thirty  days  this 
was  removed  and  a  few  days  hardening  in  the  air 
allowed. 

All  materials  were  carefully  inspected  and  tested 
by  the  State  Bureau  of  Inspection  to  ensure  satisfac- 
tory ingredients. 
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A  Sulphite  Plant  for  a  Merritton  Paper  Mill 

The  Purdy  &  Henderson  Company,  Ltd.,  New 
Birks  Building",  Montreal,  have  obtained  a  contract  for 
the  construction  of  a  sulphite  plant  for  the  Lincoln 
Paper  Mills  Company,  Merritton,  Ont.,  from  plans  pre- 
pared by  G.  D.  Jensson  &  Co.,  New  York.  The  plant 
comprises  a  number  of  buildings — digester,  blow  pit, 
wet  room,  and  acid  room  buildings  and  acid  towers. 
The  digester  and  blow  pit  buildings  are  to  consist  of 
steel  frames,  with  brick  exteriors  and  tile  roofs;  the 
wet  room  building  is  to  be  of  brick,  with  steel  girders 
in  the  roof  and  tile  roof  construction  ;  the  acid  plant 
and  acid  towers  will  be  constructed  of  reinforced  con- 
crete. The  digester  building  and  acid  towers  will  be 
each  100  feet  high,  and  the  other  buildings  will  be  one- 
storey  structures. 


Mr.  Mawson  Discusses  Soldiers'  Aid 

Mr.  Thomas  H.  Mawson,  of  Liverpool  University, 
the  well-known  authority  on  town  planning,  recently 
paid  a  visit  to  the  city  of  Toronto,  and  then  left  for 
Ottawa,  to  confer  with  Sir  James  Lougheed  on  the 
soldiers'  aid  question  and  interchange  views  on  what 
can  best  be  done  to  help  the  partially  and  totally  dis- 
abled men  to  live  more  happy  and  useful  lives.  Mr. 
Mawson  has  written  a  book,  in  which  he  discusses  the 
formation  of  model  villages  for  those  who  have  been 
rendered  physically  unfit  for  their  former  occupations, 
and  urges  that  these  men  be  given  some  distinctive  em- 
ployment, such  as  making  pencils  or  toys,  with  assist- 
ance from  the  government,  until  they  become  self-sup- 
porting. He  also  draws  attention  to  the  possibilities  in 
the  growing  of  bulbs  and  nursery  stock.  Mr.  Mawson 
is  on  a  lecturing  tour  at  the  present  time,  visiting  the 
various  United  States  universities. 


Me'ssrs.  Quinlan,  Anglin,  and  Sommerville  have 
been  appointed  by  the  directors  of  the  Montreal 
Builders'  Exchange  to  work  out  the  details  of  a  plan 
for  the  exchange  of  surplus  plant,  on  a  rental  basis, 
between  general  contractors.  This  plan  was  outlined 
in  our  issue  of  October  25.  The  secretary  will  keep  a 
register  of  the  machinery,  and  will  put  the  various  con- 
tractors in  touch  with  one  another  in  the  event  of  any 
plant  being  required. 


The  Montreal  Builders'  Exchange  will  ask  the  Gov- 
ernment to  open  tenders  for  Government  work  in  the 
presence  of  those  who  tendered,  and  to  return  immedi- 
ately the  cheques  of  the  unsuccessful  tenderers. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  Brockville  Homes  Building  Company,  Limited,  has 
been  incorporated  with  a  capital  of  $40,000. 

The  Engineering  Society  of  the  University  of  Toronto 
recently  held  a  reception  to  welcome  home  School  men  who 
have  returned  from  the  front. 

It  has  been  proposed  to  heat  the  new  Parliament  Build- 
ings at  Ottawa  with  electricity,  and  the  architects  have  been 
asked  to  report  upon  the  estimated  cost  of  an  electric  heat- 
ing plant  for  the  entire  house. 

During  the  month  of  October,  10  building  permits  were 
issued  in   Kitchener,   Ont.,   totalling  $01,515.     There  have 


been  143  permits  issued  during  the  10  months  of  this  year, 
valued  at  $303,303. 

Tt  is  now  said  that  the  Ontario  Government  is  going 
to  abandon  the  scheme  of  appointing  a  board  of  trustees 
to  look  after  the  construction  of  the  Ottawa-Prescott  high- 
way.   The  alternative  suggested  is  a  government  commission. 

It  is  understood  that  the  International  Nickel  Company 
■is  getting  under  way  with  its  nickel  refinery  project  at  Port 
Colborne,  Out.,  for  which  $5,000,000  is  said  to  have  been 
set  aside. 

A  new  quarry  of  excellent  red  granite  was  recently 
opened  by  the  Bay  of  Fundy  Company,  on  their  land  in 
New  Brunswick  in  the  canal  district.  The  stone  is  a  dark 
red  color,  takes  a  beautiful  polish,  and  is  said  to  be  equal 
to  the  granite  that  made  St.  George  famous  in  former  years. 

Building  permits  issued  at  Welland,  Ont.,  during  the 
month  of  October  totalled  $10,927,  and  for  the  ten  months 
of  the  year  totalled  $176,050.  These  figures  compare  with 
$524  and  $139,133,  which  were  the  totals  for  the  corres- 
ponding periods  last  year. 

In  the  month  of  October  the  value  of  the  building  per- 
mits issued  in  the  city  of  Toronto  was  $496,153.  as  com- 
pared with  $413,756  in  October  last  year.  For  the  ten  months 
of  the  year,  January  to  October,  the  total  was  $5,502,802,  an 
increase  of  $347,171  over  the  figures  for  the  corresponding 
period  in  1915. 

At  the  recent  board  meeting  of  the  Nova  Scotia  Steel 
&  Coal  Company,  held  in  Montreal',  Col.  Cantley,  the  presi- 
dent, stated  that  the  firm's  output  for  the  first  nine  months 
of  1916  was  40  per  cent,  higher  than  the  previous  year.  As 
regards  forward  business  he  said  the  company  was  booked 
practically  to  capacity  to  the  middle  of  1917. 

A  special  meeting  of  the  city  council  of  Chatham,  Ont., 
is  to  be  held  at  an  early  date  to  consider  a  building  by-law 
which  lias  been  given  its  first  and  second  readings,  having 
been  held  in  abeyance  from  last  year.  The  city  engineer  is 
to  be  present  at  this  discussion,  and  members  of  the  Build- 
ers' Exchange  will  also  be  notified  regarding  it. 

During  the  month  of  October,  1916,  there  were  171  build- 
ing permits  issued  in  the  city  of  Montreal,  the  total  value 
being  $352,925,  as  compared  with  214  permits  in  the  same 
month  last  year,  at  a  value  of  $493,268.  The  year's  permits 
up  to  October  21st  number  1,669,  and  are  valued  at  $4,139,- 
934.  This  compares  with  1,832  permits  in  the  same  period 
last  year  at  a  value  of  $5,005,526. 

The  old  Boulder  hotel  building  at  the  northwest  corner 
of  Carroll  and  Cordova  streets,  Vancouver — the  pride  of  the 
city  years  ago  owing  to  its  stone  construction — is  being  re- 
modelled for  modern  banking  purposes  and  will  be  occupied 
by  the  Royal  Bank  of  Canada,  which  acquired  the  block 
about  three  years  ago.  The  work  is  being  done  by  Messrs. 
Purdy  &  Henderson,  contractors,  at  a  cost  of  $10,000. 

The  Nova  Scotia  Steel  &  Coal  Company  decided  at  their 
recent  meeting  to  build  another  ocean-going  vessel,  about 
five  per  cent,  larger  than  the  one  now  under  construction. 
Good  progress  has  been  made  with  the  latter  vessel,  the 
frames  being  all  up  and  the  double  bottom  practically  placed. 
It  should  be  ready  for  launching  in  the  spring. 

The  building  permits  issued  in  London,  Ont.,  during  the 
month  of  October  this  year  number  118,  and  are  valued  at 
$110,145,  as  compared  with  129  permits  in  the  same  month 
last  year,  value  $110,980.  There  were  939  permits  issued  in  1916 
up  to  October  31,  their  value  being  $842,570,  while  during 
the  corresponding  period  last  year  1,142  permits  were  issued, 
value  $1,107,890. 

Plans  are  now  being  prepared  by  the  Northern  Pacific 
Railway  for  new  freight  terminal  buildings  at  New  West- 
minster. Two  years  ago  the  company  leased  part  of  the 
new  market  site,  paying  over  $50,000  in  advance  rentals,  and 
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the  decision  to  proceed  with  the  improvements  is  taken  as 

an  indication  that  a  period  of  bi^  business  is  now  in  sight. 
\  steel  building  Will  likely  !>e  erected,  together  with  large 

warehouses  for  freight. 

Work  on  the  new  Pantages  Theatre  at  Vancouver,  to 
cost  about  1300,000,  is  being  pushed  with  all  possible  speed 
l>>    tbe   eontractors.  Messrs.   Skene   &  Christie,  who  built 

the  ne«  Hotel  Vancouver  at  a  cost  of  over  $2,000,000.  The 

pouring  of  the  cement  foundations  is  now  in  progress  and 
Steel  and  other  material  for  the  superstructure  is  being  as- 
sembled. The  walls  will  be  up  and  the  roof  on  before 
Christmas. 

Seven  or  eight  hundred  men  are  now  engaged  in  work 
on  the  nonunion  Parliament  Buildings.  On  the  east  wing 
of  the  Senate  Chamber  most  progress  has  been  made,  the 
walls  having  been  built  up  to  within  a  few  feet  of  the  top 
of  the  first  storey.  It  is  expected  to  have  the  masonry 
of  the  walls  in  place  as  high  as  the  sills  over  the  whole 
building  before  winter  sets  in.  The  basement  has  been  roofed 
Over  with  a  solid  sheet  of  9-in.  concrete,  heavily  reinforced. 

J.  A.  Kinney,  of  Edmonton,  an  organizer  for  the  car-' 
penters'  unions  in  the  west,  recently  returning  from  an  ex- 
tended trip  through  Manitoba,  Saskatchewan  and  Alberta, 
states  that  labor  conditions,  especially  in  the  carpenter  trade, 
are  in  very  good  shape  indeed,  the  demand  being  far  in 
excess  of  the  supply.  This  is  partly  due  to  the  large  per- 
centage  of  carpenters  who  have  gone  to  the  war  and  partly 
to  a  renewed  action  in  the  building  trade. 

In  the  Xew  Glasgow  works  of  the  Eastern  Car  Company 
—a  subsidiary  of  the  Nova  Scotia  Steel  &  Coal  Company— 
a  drop  forgings  plant  and  an  electric  furnace  are  being  in- 
stalled, in  accordance  with  a  recent  decision  of  the  directorate. 
These  will  make  the  works  self-contained  in  practically  every 
r.  spect,  and  will  obviate  delays.  In  addition  to  some  foreign 
business,  the  company  is  busy  on  an  order  for  500  fifty-ton 
cars  for  the  Transcontinental  Railway,  which  is  to  be  finished 
by  the  end  of  the  year.  The  cars  call  for  a  capacity  of 
3.265  cubic  feet. 

Messrs.  R.  J.  Wig.  of  the  Bureau  of  Statistics  of  the 
United  States  Government,  and  R.  L.  Ferguson,  chief  en- 
gineer of  the  Association  of  U.  S.  Cement  Manufacturers, 
spent  a  few  days  in  Victoria  recently.  The  former,  who 
is  inspecting  seawalls  of  recent  construction,  made  a  close 
examination  of  the  Dallas  Road  and  Ross  Bay  works,  while 
the  latter  gave  his  attention  more  particularly  to  the  use 
of  cement  in  road  construction.  Naturally  the  Victoria 
authorities  feel  flattered  at  this  proof  that  their  municipal 
works  have  been  so  constructed  as  to  offer  valuable  data 
to  the  United  States  Government  and  the  cement  industry. 

A  verdict  was  recently  rendered  at  Napanee,  Ont.,  award- 
ing $175  damages  to  the  owner  of  a  horse,  the  owner  claim- 
ing that  the  animal  had  died  as  a  result  of  over-exertion  in 
endeavoring  to  haul  a  load  of  milk  over  the  boundary  road, 
due  to  the  poor  condition  of  the  highway.  The  judge  com- 
mented on  the  penny-wise  and  pound-foolish  policy  of  muni- 
cipalities in  not  keeping  their  roads  in  proper  repair,  and 
further  intimated  that  it  might  be  a  proper  case  for  prefer- 
ring an  indictment  against  the  corporations  for  their  per- 
sistent neglect  to  perform  their  duty  with  respect  to  roads. 

It  had  been  estimated  that  the  20  counties  under  the 
1  Ontario  Highways  Act  would  spend  approximately  $750,000 
on  highway  construction  this  season,  but  it  is  doubtful  if 
this  expenditure  will  exceed  $700,000.  Labor  difficulties  and 
other  matters  are  responsible  for  this.  There  will  be  an 
appreciable  rise  in  maintenance  outlays,  however.  Govern- 
ment assistance  in  maintaining  roads  afforded  an  impetus 
in  this  direction,  the  counties'  programme  involving  about 
$220,000.  Leaving  out  of  account  the  Toronto-Hamilton 
highway,  the  road  expenditure  in  the  province  will  be  about 


$950,000,  of  which  the  Government  will  contribute  around 
$330,000.  , 

It  appears  that  (lie  London  press  is  favorable  to  the 
English  Channel  tunnel  project  and  that  Premier  Asquith, 
who  recently  received  a  deputation  regarding  it,  is  also  in 
sympathy  with  the  idea.  Late  in  August  it  was  announced 
in  Paris  that  France  had  taken  all  the  necessary  steps  to 
enter  into  negotiations  with  England  for  the  joint  construc- 
tion of  the  tunnel.  Plans  were  outlined  by  M.  Sartiaux,  chief 
engineer  of  the  Nord  Railway  Company,  who  stated  that 
the  tunnel  would  cost  £10,000,000.  It  is  stated  that  the 
English  Tunnel  Company,  which  controls  the  right  to  con- 
struct tubes,  is  becoming  active,  and  that  the  capital  is  sub- 
scribed and  the  initial  boring  well  under  way. 

Plans  and  specifications  have  been  prepared  for  a  hydro 
sub-station  to  be  erected  on  York  Street,  Stratford,  Ont..  by 
the  Public  Utilities  Board.  The  new  building  is  to  be  con- 
structed on  the  site  of  the  old  brick  boiler  room,  but  the 
old  wall  on  the  south  side  will  be  retained.  The  structure 
will  be  30  feet  wide,  64  feet  long  and  42  feet  high,  with  two 
storeys,  and  a  basement  under  the  entire  building.  The 
foundation  wall  will  be  of  concrete  and  the  superstructure 
of  red  brick  and  stone,  while  the  girders  will  be  of  regular 
structural  steel.  The  walls  facing  the  street  will  be  of  the 
ornamental  style  with  cut  iron.  The  building  throughout 
will  be  fireproof,  the  roof  and  girders  being  protected  with 
concrete. 


Personals 

Mr.  W.  H.  Ballzell  has  been  appointed  chief  engineer  of 
the  Canadian  Steel  Corporation,  Limited,  with  offices  at 
Ojibway,  Ont. 

Mr.  W.  W.  Brookfield,  of  Welland,  Ont.,  has  been  ap- 
pointed good  roads  superintendent  of  Welland  County,  to 
succeed  the  late  Major  James  Sheppard. 

Mr.  F.  L.  Fellowes,  city  engineer  of  Vancouver, .attended 
a  meeting  of  the  executive  of  the  Union  of  B.  C.  Municipali- 
ties, held  at  Vernon  on  October  10th,  and  delivered  an  address 
at  the  annual  convention  held  on  the  two  succeeding  days. 

Capt.  W.  J.  Loudon,  who  was  formerly  employed  by  the 
C.  P.  R.  as  engineer  supervising  railroad  construction  work, 
has  been  wounded,  but  word1  has  been  received  by  his  father 
to  the  effectt  that  he  is  progressing  favorably. 

Mr.  R.  F.  Randolph,  who  has  been  in  the  employ  of 
the  Bethlehem  Steel  Company,  has  been  engaged  by  the 
Dominion  Steel  Corporation,  Limited,  Sydney,  N.S..  as  gen- 
eral superintendent  of  all  steel  work. 

Mr.  E.  P.  Mathewson  has  been  appointed  general  man- 
ager for  the  British  America  Nickel  Corporation  of  Sudbury, 
Ont.,  with  headquarters  at  Toronto,  having  resigned  his 
position  as  manager  of  the  reduction  works  of  the  Anaconda 
Copper  Company.  • 

Mr.  C.  A.  Amirault,  who  for  25  years  has  been  connected 
with  the  engineering  department  of  the  city  of  Montreal 
and  is  at  the  present  time  engineer  of  the  sidewalks  and 
sewers  division  in  the  office  of  the  chairman  of  the  Board 
of  Assessors,  will  shortly  resign.  Mr.  Amirault  is  one  of 
the  oldest  engineers  in  the  civic  employ.  For  many  years 
he  was  chief  engineer  in  charge  of  the  northern  division  of 
sewer  work. 


Obituary 

Lieut.  Carl  J.  Beatty,  of  the  Royal  Flying  Corps  of  the 
British  Army,  was  recently  killed  in  action.  Lieut.  Beatty 
had  been  in  the  employ  of  the  engineering  department  of  the 
British  Columbia  Provincial  Government  for  some  time  be- 
fore he  enlisted.  Previous  to  that  time  he  had  been  a  mem- 
ber of  the  engineer  corps  of  the  Northern  Pacific  Railway. 


Contracts  Department 


News    of   Special   Interest   to  Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Albemarle  Township,  Ont. 

The  Township  Council  are  consider- 
ing road  improvements  estimated  to  cost 
$3,000,  as  well  as  the  construction  of  tile 
drains.  Particulars  from  Thomas  Cove- 
ney,  Purple  Valley,  Ont. 

Etobicoke  Township,  Ont. 

The  Township  Council  are  having  a 
report  prepared  with  regard  to  a  source 
of  water  supply  and  the  cost  of  a  pump- 
ing plant.  Clerk,  S.  Barrett,  Islington, 
Ont. 

Hamilton,  Ont. 

The  plans  and  specifications  for  the 
proposed  Southwest  sewer  have  been 
completed  and  tenders  will  be  called 
shortly.    Estimated  cost,  $14,000. 

Plans  and  specifications  have  also  been 
completed  for  the  Beach  Pumping  Sta- 
tion and  equipment,  and  these  will  be 
submitted  to  the"  Waterworks  Committee 
for  further  action.  Approximate  cost, 
$."500,000. 

Levis,  Que. 

The  City  Engineer,  C.  Lessard,  is  about 
lo  prepare  plans  of  a  filtration  plant  and 
a  reservoir,  estimated  to  cost  $30,000  and 
$25,000  respectively. 

London,  Ont. 

The  Utilities  Board  are  considering  the 
installation  of  an  auxiliary  pumping  plant, 
and  a  report  will  be  prepared  by  the 
General  Manager,  E.  V.  Buchanan.  Ap- 
proximate cost,  $2;">,000. 

Sault  Ste.  Marie,  Ont. 

The  City  Council  have  appointed  a 
Committee  to  report  on  the  question  of 
pun  basing  two  motor-driven  pumps  of 
a  capacity  of  5,000,000  gallons  each. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  November  14th  for  clearing, 
grading  and  grubbing  work  on  Mossom 
Road  (Humber  Boulevard).  Plans  and 
specifications  at  office  of  the  Parks  De- 
partment, City  Hall. 

CONTRACTS  AWARDED 

Courville,  Que. 

The  Municipal  Council  have  let  a  con- 
tract for  road  work  to  Emilc  Cote,  St. 
Gregoire  Village,  Quebec  County.  Ap- 
proximate cost,  $4,715. 

Mitchell,  Ont. 

The  Town  Council  have  awarded  a 
contract  for  construction  of  cement  side- 
walks to  John  Avery,  Mitchell. 

Toronto,  Ont. 

The  Board  of  Control  have  awarded 
contracts  for  the  construction  of  sew- 
ers to  the  following: — Fussel-Mc  Rey- 
nolds Company,  Ltd.,  2014  St.  Cl'air  Ave- 
nue West,  $37,250;  Commissioner  of 
Works  R.  C.  Harris,  $:i,5('.7. 

Welland,  Ont. 

Work  is  about  to  start  on  the  con- 
struction of  waterworkse  extensions  on 


Ontario  Road.  The  Town  Council  will 
furnish  6  and  10-inch  pipe  and  have  let 
the  contract  for  trenching  to  H.  N.  Shis- 
ler,  R.  R.  No.  1,  Welland. 


Railroads,  Bridges  and  Wharves 

Russell  Township,  Ont. 

Tenders  on  the  construction  of  a  steel 
and  concrete  bridge  for  the  Township 
Council  are  being  received  by  the  Reeve, 
T.  Emard,  Embrun,  Ont.  Plans  and 
specifications  with  the  Reeve  and  the 
Engineer,  F.  Stidwell,  Cornwall,  Ont. 
Approximate  cost,  $17,000. 

Victoria,  B.C. 

In  connection  with  the  proposed  Rock 
Bay  Bridge,  the  City  Council  have  de- 
cided not  to  let  a  contract  for  a  wooden 
structure  at  present,  and  may  build  a 
steel  bridge.    Engineer,  C.  H.  Rust. 

CONTRACTS  AWARDED 

Montreal,  Que. 

The  City  Council  have  let  the  contract 
for  construction  of  a  bridge  on  Church 
Avenue  to  J.  F.  Tago  Company,  Ltd.,  37 
Mayor  Street,  who  will  call  for  tenders 
on  all  trades.  Concrete  and  steel  con- 
struction.   Approximate  cost,  $78,887. 

Public  Buildings,  Churches 
and  Schools 

Granby,  Que. 

Work  has  been  started  on  the  con- 
version of  a  residence  into  a  hospital 
for  Drs.  E.  Patterson  and  A.  Elder.  Es- 
timated cost,  $5,000.  Architect,  Arthur 
Kent. 

Hamilton,  Ont. 

Work  on  the  proposed  Ruthenian 
Church  in  the  north  east  section  of  the 
City  will  not  start  until  next  spring. 

Lauzon,  Que. 

P.  Lcvesquc.  115  St.  John  Street,  Que- 
bec, is  preparing  plans  of  a  Home  for 
Mgr.  C.  Guav,  Villc  Guay,  Levis,  and 
tenders  will  be  called  early  next  year. 
Brick  construction.  Approximate  cost, 
$25,000. 

London,  Ont. 

Watt  &  Blackwell,  Bank  of  Toronto 
Building,  are  preparing  plans  of  a  tuber- 
culosis hospital  for  the  London  Health 
Association.  Reinforced  concrete  and 
white  brick  construction.  Estimated 
cost,  $75,000. 

Montreal,  Que. 

Tenders  on  the  construction  of  a  shed 
and  covered  passage  at  Postal  Station  A 
will  be  received  until  I  p.m..  November 
13th,  by  R.  C.  Desrochers,  Department 
of  Public  Works.  Ottawa.  Plans  and 
Specifications  with  the  Clerk  of  Works, 
Dominion  Buildings.  Quebec;  the  Over- 
seer, Central  Post  Office.  Montreal;  and 

at  the  Department, 

The  Tres  Saint  Redcmpteur  Congre- 
gation have  applied  to  the  Legislature 
for  permission   to   borrow  $200,000  for 


the  erection  of  a  church  and  presbytery. 
Priest,  J.  U.  Geoffrion,  18C0  Notre  Dame 
Street  East. 

St.  Francois  Xavier  Riviere  du  Loup, 
Que. 

Plans  of  a  convent  for  Soeurs  Enfant 
Jesus  are  being  prepared  by  J.  S.  Ber- 
geron, 103  St.  John  Street,  Quebec,  and 
tenders  will  be  called  privately.  Work- 
will  not  start  until  the  spring. 

St.  Hyacinthe,  Que. 

The  Trustees  of  the  Roman  Catholic 
Church  are.having  plans  prepared  for  a 
church,  estimated  to  cost  $150,000,  and 
tenders  will  be  called  next  month.  Ar- 
chitects, McDuff  &  Lemieux.  320  Univer- 
sity Street,  Montreal. 

The  Roman  Catholic  School  Commis- 
sioners are  considering  the  erection  of  a 
school  at  an  aoproximate  cost  of  $25, 000. 
and  plans  will  be  prepared  by  G.  R. 
Richer,  10  Cathcart  Street.  Montreal. 

St.  Jean  de  Dieu,  Que. 

Tenders  on  the  erection  of  the  pro- 
posed Parish  Church  will  lie  called  about 
the  middle  of  the  month.  Architect.  P. 
Levesque,  115  St.  John  Street,  Quebec. 
Stone  construction.  Approximate  cost 
$(10,000. 

St.  Octave  de  Metis,  Que. 

Plans  for  interior  work  to  the  Parish 
Church  are  being  prepared  by  P.  Le- 
vesque, St.  John  Street,  Quebec,  and 
tenders  will  be  called  shortly.  Approxi- 
mate cost,  $30,000. 

St.  Victor  de  Tring,  Que. 

J.  S.  Bergeron,  St.  John  Street.  Que- 
bec, is  preparing  plans  of  a  college  for 
the  Curate.  D.  Caron.  and  J.  Bernier.  and  " 
will   call   for  tenders  privately.  Work 
will  start  next  spring. 

Sydney,  N.S. 

The  Roman  Catholic  Congregation 
have  secured  a  site  for  a  church  and  will 
probably  have  plans  prepared  during  the 
winter  by  a  Montreal  architect.  '  Ap- 
nproximate  cost,  $00,000.  Priest,  Rev.  R. 
Mclnncs.  Whitney  Pier,  Sydney. 

Toronto,  Ont. 

General  Logie  has  advised  the  Military 
Hospital  Commission.  1  Queens  Park,  to 
install  additional  fire  escapes  and  fire 
alarm  gongs  at  the  Old  General  Hos- 
pital.   Secretary,  G.  I.  Riddel!. 

The  residents  of  Earlscourt  District 
will  ask  the  Public  Library  Board,  Col- 
lege Street  Library,  to  cither  enlarge  the 
existing  Library  or  erect  a  new  one. 

Trenton,  Ont. 

Tenders  will  shortly  be  called  for  all 
trades  required  in  the  erection  of  a  High 
School,  estimated  to  cost  $40,000.  Vr- 
chitect,  W.  G.  Brown,  Clyde  Building. 

CONTRACTS  AWARDED 
Beamsville,  Ont. 

The  Board  of  Education  have  let  the 
contract  for  the  erection  of  the  proposed 
High  School  to  Duncan  Mavor,  Beams- 
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v  ill*.-,  on  a  percentage  basis.  Approxi- 
mate cost.  $39,600. 

Beauceville.  Que. 

The  general  contract  for  the  erection 
of  an  addition  to  the  College  tin  Sacre 

Cocar  baa  been  let  to  La  l  ie  d'Arrache- 
Sotiche.  Beauceville. 

Byron.  Ont. 

The  London  Heolth  Association  have 
awarded  the  general  contract  for  the 
erection  of  a  kitchen  and  dining  room  to 
Hyatt  Brothers,  288  Egerton  Street. 
London.  White  brick  construction.  Ap- 
proximate cost.  (6,000.  Architects.  Watt 
&  Blackwcll.  Hank  of  Toronto  Building. 
London. 

Ingersoll,  Ont. 

In  connection  with  the  erection  of  a 
bospit.il  addition  for  the  Hospital  Board, 
the  contract  for  special  glass  and  steel 
frame  work  has  been  awarded  to  Lord 
&  Burnham,  Royal  Bank  Building.  To- 
ronto. 

Joliette.  Que. 

In  connection  with  the  Court  House 
annex  which  is  now  being  built,  the  con- 
tract for  roofing  has  been  let  to  J.  A. 
Malo,  Joliette.  and  the  heating  and 
plumbing  to  E.  A.  Malo.  The  general 
and  carpentry  contracts  will  be  taken  by 
the  Provincial  Department  of  Public 
Works.    Approximate  cost.  $10,000. 

London.  Ont. 

In  connection  with  repairs  to  the  Cita- 
del of  the  Salvation  Army.  394  Clarence 
Street,  the  contract  for  heating  and 
plumbing  has  been  let  to  the  Hunt 
Plumbing  Company.  533  Richmond  St., 
and  the  masonry  and  carpentry  to  the 
general  contractors. 

The  general  contract  for  alterations 
and  repairs  to  the  Citadel  of  the  Salva- 
tion Army.  394  Clarence  Street,  has  been 
let  to  R.  G.  Wilson  &  Son,  195  College 
Avenue.    Approximate  cost,  $15,000. 

Louisville,  Que. 

In  connection  with  the  Parish  Church 
which  is. now  being  built,  the  contract  for 
stone  has  been  let  to  the  Standard  Lime 
Company.  St.  Marc  des  Carriere,  and  the 
contract  for  terra  cotta  to  J.  A.  Bernard, 
21  St.  Peter  Street,  Quebec. 

Montreal.  Que. 

In  connection  with  the  erection  of  an 
addition  to  the  school  on  Amity  Street 
for  the  Catholic  Board  of  School  Com- 
missioners, the  contract  for  heating  has 
been  let  to  the  Canadian  Domestic  En- 
gineering Company,  45  St.  Alexander  St. 

Ottawa,  Ont. 

The  general  contract  for  the  erection 
of  outhouses  at  the  Monastery  of  the 
Sisters  of  Precious  Blood,  Echo  Drive, 
has  been  awarded  to  C.  Frenette,  97  York 
Street.  Brick  construction.  Approxi- 
mate cost,  $8,500. 

Regina,  Sask. 

The  general  contract  for  the  erection 
of  a  church  for  St.  Audrew's  Congrega- 
tion ha-  been  awarded  to  Wilson  &  Wil- 
son, 1017  McCallum  Hill  Building.  Ten- 
ders will  be  called  for  heating,  plumbing 
and  seating.    Approximate  cost,  $5,700. 

Shawinigan  Falls,  Que. 

All  work  required  in  the  erection  of  a 
convent  for  Les  Commissaires  d'Ecolcs 
de  Shawinigan  Falls  will  be  done  by  the 
general  contractors,  Bellefeuillc  &  Tre- 
panier. 

Sorel,  Que. 

In  connection  with  the  convent  which 


is  now  being  built  for  the  Roman  Catho- 
lic School  Commissioners,  the  contract 
for  plumbing  and  heating  has  been  let 
to  P.  D.  Coron,  Georges  Street. 

St.  Jean  de  la  Croix,  Que. 

The  general  contract  for  the  erection 
oi  a  school  in  connection  with  the  Parish 
Church  has  been  awarded  to  O.  Filion 
&  Freres,  2419  St.  Denis  Street,  Montreal. 

Trois  Rivieres,  Que. 

In  connection  with  the  erection  of  an 
academy  for  the  School  Commissioners, 
the  contract  for  electrical  work  has  been 
let  to  Albert  Olivier,  15  Alexandre  St., 
at  $3,750. 


Business  Buildings  and  Indus- 
trial Plants 

Aylmer,  Ont. 

J.  W.  Clinc  is  considering  the  erection 
of  an  implement  shop  at  an  approximate 
cost  of  $4,000.  He  has  secured  a  site  and 
will  prepare  plans. 

Beachville,  Ont. 

Smith  Brothers  arc  considering  the 
enlargement  of  their  premises.  Manager, 

A.  W.  Smith. 

Cavan  Township,  Ont. 

T.  H.  Aiken,  Millbrooke,  Ont.,  is  about 
to  start  work  on  farm  buildings,  esti- 
mated to  cost  $3,000.  Concrete  and  steel 
truss  construction. 

Chatham,  Ont. 

Adams  &  Adams,  Market  Building,  are 
preparing  plans  of  alterations  to  pre- 
mises for  E.  C.  Brisco.  Approximate 
cost,  $16,000. 

The  F.  W.  Woolworth  Company,  Ltd., 
are  considering  the  erection  of  an  addi- 
tion to  their  premises. 

Fort  William,  Ont. 

Work  is  about  to  start  on  the  erection 
of  a  warehouse  for  the  Lake  of  the 
Woods  Milling  Company,  Limited,  St. 
Sacrament  Street,  Montreal.  The  build- 
ing will  be  one  storey  with  provision  for 
additional  storeys. 

Gait,  Ont. 

Tenders  are  now  being  received  for 
the  erection  of  an  addition  to  the  factory 
of  the  Gait  Brass  Company,  Macadam- 
ized Road.  Architect,  J  .Evans,  30  Water 
Street.    Brick  construction. 

Guelph,  Ont. 

Tenders  will  be  received  until  Novem- 
ber 11th  for  the  erection  of  a  theatre  for 
George  Reinhart,  Guelph,  and  M.  F.  Col- 
lins, -Welland.  Approximate  cost,  $16,- 
000.  Architects,  Colwell,  Boothe  &  Com- 
pany, Douglas  Street.  Brick  and  steel 
construction. 

Tenders  will  be  received  until  Novem- 
ber 11th  for  the  erection  of  an  addition 
to  the  factory  of  the  Munder  Tungsten 
Lamp  Company,  Limited.  Brick  and 
mill  construction.  Approximate  cost, 
$15,000.    General  Manager,  J.  S.  Wheeler. 

Hamilton,  Ont. 

With  regard  to  the  proposed  office 
building  for  the  Canadian  Westinghouse 
Company,  nothing  further  will  be  done 
until  the  summer. 

Tenders  on  the  erection  of  a  brick  gar- 
age for  Thomas  Ramsey,  15  Market  St., 
are  being  received  by  the  architect,  E. 

B.  Patterson,  143  Wentworth  Street 
North.    Approximate  cost,  $15,000. 

London,  Ont. 

S.  F.  Lawrason  &  Company,  Nelson 


Street,  are  considering  the  erection  of  a 
factory  addition  at  an  approximate  cost 
of  $3,000.  Architect,  W.  G.  Murray,  Do- 
minion Savings  Building.  Brick  con- 
struction. 

The  City  Council  have  instructed  City 
Architect  Piper  to  secure  prices  with  a 
view  to  reducing  the  cost  of  the  proposed 
stables  to  $8,000. 

Marysville,  N.B. 

Contracts  for  mill  work,  brick,  roof- 
ing and  electrical  work  required  in  the 
erection  of  a  warehouse  for  Canadian 
Cottons,  Limited,  will  be  let  by  the  gen- 
eral contractors,  Anglins  Limited,  Mont- 
real, and  the  contracts  for  elevator  and 
sprinkler  system  will  be  let  by  the  own- 
ers. 

McGregor,  Ont. 

Work  will  start  in  the  spring  on  the 
erection  of  a  factory  for  the  McGregor 
Canning  Company.  Estimated  cost, 
$7,000. 

Moncton,  N.B. 

The  contract  which  was  let  for  the 
erection  of  a  warehouse  for  the  Reed 
Company,  Limited,  Mechanic  Street,  has 
been  cancelled,  and  the  Company  will 
do  all  work  by  day  labor.  Brick  con- 
struction. Architect,  F.  Neil  Brodie,  42 
Princess  Street,  St.  John. 

Montreal,  Que. 

Plans  are  being  prepared  for  a  picture 
theatre  to  be  built  on  St.  Catherine  St. 
for  the  Acme  Amusement  Company,  Ltd., 
at  an  approximate  cost  of  $400,000.  Build- 
ings on  the  site  are  now  being  de- 
molished and  work  on  the  foundations 
will  start  as  soon  as  possible. 

Mt.  Forest,  Ont. 

The  Agricultural  Society  are  consider- 
ing the  erection  of  a  grand  stand.  Par- 
ticulars from  Dr.  Allen. 

Niagara  Falls,  Ont. 

C.  M.  Borter,  architect,  Niagara  Falls 
South,  has  received  tenders  on  the  erec- 
tion of  premises  for  the  Royal  Bank, 
Montreal.  Stone,  brick  and  steel  con- 
struction. 

Port  Colborne,  Ont. 

The  Canada  Steamship  Lines  Limited, 
Longe  Street,  Toronto,  are  considering 
the  erection  of  an  office  and  storehouse 
building.  Work  may  start  early  next 
spring. 

Port  Arthur,  Ont. 

Plans  are  being  prepared  for  the  erec- 
tion of  a  warehouse  and  plant  on  Frank- 
lin Avenue  for  the  Fegles-Bellows  En- 
gineering Company,  Fort  William,  and 
material  is  now  being  placed  on  the  site. 

Quebec,  Que. 

A.  G.  Nosworthy,  111  Mountain  Hill, 
is  receiving  tenders  on  painting,  roofing, 
heating  and  plumbing  in  connection  with 
alterations  to  a  store  building  on  Moun- 
tain Hill  Plastering,  carpentry  and  ma- 
sonry will  be,  done  by  day  labor.  Esti- 
mated cost,  $3,000. 

The  Victoria  Theatre  Company,  St. 
John  Street,  have  secured  a  site  for  a 
theatre,  estimated  to  cost  $200,000,  and 
plans  are  being  prepared.  Work  is  not 
likely  to  start  until  the  spring. 

Tn  connection  with  the  proposed  gar- 
age for  Frank  Carrel,  care  of  Daily  Tele- 
graph, work  has  been  postponed  until 
the  spring.  Architect,  A.  G.  Nosworthy, 
111  Mountain  Hill.  Approximate  cost, 
$18,000. 
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Regina,  Sask. 

In  connection  with  the  factory  which 
is  now  in  course  of  erection  for  the 
Prairie  Biscuit  Company,  Limited,  ten- 
ders on  plumbing  and  heating,  electric 
wiring  and  motors  are  now  being  re- 
ceived by  the  owners. 

Sarnia,  Ont. 

The  Imperial  Oil  Company  propose  to 
erect  a  large  refinery,  and  have  secured  a 
site. 

St.  John,  N.B. 

F.  Neil  Brodie,  43  Princess  Street,  is 
preparing  plans  for  garage  alterations 
for  the  McLaughlin  Carriage  Company, 
Limited,  140  Union  Street.  Brick  con- 
struction.   Estimated  cost,  $4,000. 

Stratford,  Ont. 

C.  N.  Green  and  A.  Vivian,  Ontario 
Street,  are  considering  the  erection  of 
a  furniture  store.    Brick  construction. 

Toronto,  Ont. 

W.  H.  Banfield  &  Son,  372  Pape  Ave- 
nue, have  commenced  the  erection  of  a 
factory,  estimated  to  cost  $10,000.  Brick 
construction. 

The  correct  address  of  Brown  &  Mc- 
Knight,  who  were  reported  in  our  last 
issue  as  having  commenced  the  erection 
of  stores  and  apartments  on  Dundas  St., 
is  789^4  Concord  Avenue. 

The  plans  of  the  proposed  office  and 
warehouse  building  for  Cassidys  Ltd., 
Montreal,  are  being  revised.  Architects, 
Mac  Vicar  &  Heriot.  104  Union  Avenue, 
Montreal.  Consulting  Engineer,  W.  H. 
Wardwell,  413  New  Birks  Building,  Mont- 
real. Reinforced  concrete  construction. 
Approximate  cost,  $100,000. 

Tenders  have  been  received  for  the 
erection  of  an  addition  to  the  premises 
of  Booth  Coulter  Copper  &  Brass  Com- 
pany, Limited,  115  Sumach  Street,  but 
no  contracts  have  been  awarded.  Esti- 
mated cost.  $5,000.  Architects,  Bond  & 
Smith,  15  Wilton  Avenue. 

T.  A.  Rowan,  59  Victoria  Street,  has 
started  work  on  a  garage,  estimated  to 
cost  $8,500,  and  will  let  the  smaller 
trades.    Brick  and  concrete  construction. 

Walkerville,  Ont. 

The  plans  of  the  proposed  exchange 
for  the  Bell  Telephone  Company  have 
been  approved,  but  work  may  not  start 
until  after  the  war.  Local  Manager,  F. 
W.  Dewar.    Approximate  cost,  $20,000. 

Windsor,  Ont. 

In  connection  with  the  erection  of 
stores  and  flats  for  O.  Orechkin,  93  Ayl- 
mer  Street,  heating  and  plumbing  work 
will  be  done  by  the  owner. 

Woodstock,  Ont. 

The  Bell  Telephone  Company,  Mont- 
real, have  secured  a  site  for  the  erection 
of  an  office. 

CONTRACTS  AWARDED 

Barrie,  Ont. 

In  connection  with  the  office  building 
now  in  course  of  erection  for  the  Bell 
Telephone  Company,  all  work  will  be 
done  by  the  general  contractors,  Pounder 
Brothers,  21  Downie  Street,  Stratford. 

Belleville,  Ont. 

The  general  contract  for  the  erection 
of  a  garage  addition  for  the  McLaughlin 
Carriage  Company,  Limited,  has  been  let 
to  Thomas  Manley,  05  St.  Charles  Street. 
Brick  construction.  Estimated  cost, 
$0,000. 

Cornwall,  Ont. 

In  connection  with  the  erection  of  an 


addition  to  the  plant  of  the  St.  Lawrence 
Brewery  Company,  all  work  will  be  done 
by  the  general  contractor,  Archibald 
Adams,  Cornwall. 

Guelph  Junction,  Ont. 

The  following  contracts  have  been 
awarded  in  connection  with  the  factory 
addition  which  is  now  being  erected  for 
the  Louden  Machinery  Company: — gen- 
eral contract  and  carpentry,  W.  A.  Cow- 
an, 149  London  Road;  masonry,  S.  Run- 
del  &  Son,  Clark  Street;  roofing,  Zieman 
&  Son,  Macdonell  Street;  painting,  Den- 
nis &  Bennett,  Suffolk  Street.  Heating 
and  electrical  work  will  be  done  by  own- 
ers. Tenders  on  reinforcing  steel  are  be- 
ing received  by  the  general  contractor. 
Approximate  cost,  $0,000. 

Indian  River,  Ont. 

The  general  contract  for  tlfe  erection 
of  premises  for  the  Farmers  Dairy  Com- 
pany, Walmer  Road,  Toronto,  has  been 
awarded  to  Ephgrave  &  Barrett,  571  Gil- 
mour  Street,  Peterborough.  Brick  con- 
struction. Approximate  cost,  $9,000.  Ar- 
chitects, Jeffrey  &  Watson,  9a  Welling- 
ton Street  East,  Toronto. 

Kitchener,  Ont. 

The  general  contract  for  the  erection 
of  a  factory  for  the  Consolidated  Felt 
Company  has  been  let  to  Casper  Braun. 
295  King  Street  West.  Brick  construc- 
tion. Approximate  cost,  $20,000.  Archi- 
tects, C.  E.  &  C.  W.  Cowan,  King  Street 
East. 

In  connection  with  the  store  and  apart- 
ment block  which  is  now  being  built  for 
E.  Eassy,  Eby  Street,  the  contract  for 
heating  and  plumbing  has  been  let  to  T. 
Winters,  103  King  Street  East,  and  the 
electrical  work  to  Cloisonne  &  Art  Glass 
Ltd.,  58  Foundry  Street. 

Levis,  Que. 

The  contract  for  roofing  in  connection 
with  the  exchange  which  is  being  built 
for  the  Bell  Telephone  Company  of  Can- 
ada, Montreal,  has  been  let  to  E.  J.  Sib- 
ley, Ltd.,  34  St.  Martin  Street. 

London,  Ont. 

The  London  &  Port  Stanley  Railway 
have  let  the  general  contract  for  the  erec- 
tion of  car  barns  to  John  Hayman  & 
Sons,  Wellington  Street.  White  brick 
construction.    Estimated  cost,  $12,000. 

Moncton,  N.B. 

In  connection  with  alterations  and  ad- 
ditions to  the  Victoria  Block  for  T.  Hig- 
gins,  93  Queen  Street,  the  contract  for 
plumbing  has  been  let  to  Thomas  John- 
son Company. 

Montreal,  Que. 

In  connection  with  the  garage  which 
is  being  built  for  A.  E.  Ogilvie,  93  Red- 
path  Street,  the  contract  for  carpentry 
has  been  let  to  McRobert  &  Gibeau,  10 
Benoit  Street,  and  the  plumbing  and 
heating  to  Ogilvie  Brothers,  441  Bleury 
Street. 

Ottawa,  Ont. 

The  contract  for  steel  work  in  connec- 
tion with  the  stores  and  apartments 
which  are  being  erected  for  the  Federal 
Trust  Company  has  been  awarded  to  the 
Dominion  Bridge  Company,  Sparks  St. 
•  In  connection  with  alterations  and  ad- 
ditions to  stores  on  Elgin  Street  for 
Charles  McGee,  the  contract  for  brick 
work  has  been  let  to  Charles  Holbrook, 
425  Somerset  Street.  Remainder  of  work 
by  day  labor. 

In  connection  with  the  premises  which 
are  being  built  by  the  Ottawa  Car  Com- 


pany, Slater  Street,  the  contract  for  ma- 
sonry has  been  let  to  J.  Sutherland, 
Cooper  Street;  reinforced  concrete.  Trus- 
sed Concrete  Steel  Company  of  Canada, 
Ltd..  Walkerville,  Ont.  Tenders  on 
roofing,  plastering,  painting,  plumbing, 
electrical  work  and  interior  fittings  will 
be  received  until  November  16th  by  the 
architect,  VV.  E.  Noffke,  Plaza  Building. 

In  connection  with  the  restaurant 
which  is  being  built  for  Bowles  Lunch 
Ltd.,  149  Yonge  Street,  Toronto,  the 
contract  for  reinforced  concrete  work  ha? 
been  let  to  Alexander  Garvock,  136  Lewis 
Street;  plumbing,  McKinley  &  North- 
wood,  56  Rideau  Street;  electrical  work, 
Marchand  &  Donnelly,  128^4  Sparks  St. 

Quebec,  Que. 

In  connection  with  the  theatre  which 
has  been  erected  for  the  Montcalm  The- 
atre Company,  Ltd.,  the  contract  for 
plastering  has  been  awarded  to  D.  Caron, 
168  Notre  Dame  des  Anges  Street. 

The  general  contract  for  the  erection 
of  a  garage  addition  for  P.  T.  Legare 
Limited,  Sf.  Paul  Street,  has  been 
awarded  to  Levasseur  &  Fortier, 
Victoriaville.  Mill  and  asbestos  shingle 
construction.     Approximate  cost,  $5,000. 

The  general  contract  for  the  erection 
of  an  addition  to  a  store  for  J.  J.  Smith, 
64  St.  John  Street,  has  been  awarded  to 
the  Quebec  Construction  Company,  111 
Mountain  Hill.  Approximate  cost,  $3,- 
000.  Architect,  A.  G.  Nocworthy,  111 
Mountain  Hill. 

Sherbrooke,  Que. 

The  contract  for  roofing  in  connection 
with  the  erection  of  a  factory  addition 
for  Walter  Blue  &  Company,  8  King  St., 
has  been  let  to  Campbell,  Gilday  Com- 
pany, Ltd.,  793  St.  Paul  Street  West, 
Montreal.  Heating  and  electrical  work 
will  be  sub-let  by  the  general  contrac- 
tors, Anglins  Limited,  Montreal. 

St.  Catharines,  Ont. 

The  general  contract  for  the  erection 
of  a  foundry  for  the  Metal  Drawing 
Company.  Mill  Street,  has  been  let  to 
Robert  Williams,  9  Beecher  Street.  Ar- 
chitect, A.  E.  Nicholson,  46  Queen  Street. 
Frame  construction. 

St.  Hyacinthe,  Que. 

In  connection  with  the  erection  of 
premises  for  the  Bank  of  Montreal,  all 
work  will  be  done  by  the'general  con- 
tractors, Loomis-Dakin  Ltd..  Sherbrooke. 

St.  Jerome,  Que. 

The  contract  for  heating  in  connection 
with  the  erection  of  a  mill  for  the  Regent 
Spinners  Ltd.  has  been  let  to  T.  Latour- 
elle  &  Sons,  6  Craig  Street  West,  Mont- 
real. 

St.  Laurent,  Que. 

The  general  contract  for  the  erection 
of  a  factory  for  the  Canada  Stove  & 
Furniture  Company,  Ltd.,  St.  Laurent, 
has  been  awarded  to  F.  A.  Grothe,  6 
t  Uthbert  Street,  Montreal,  who  will  let 
smaller  trades.  Heating  will  be  done  by 
owners.  Brick  and  steel  construction 
Approximate  cost,  $16,000.  Architect 
William  Mahoney,  Quebec  St.,  Guelnh' 
Ont. 

Swift  Current,  Sask. 

The  general  contract  for  the  erection 
of  a  warehouse  for  Campbell,  Wilson  & 
Strathdee  has  been  awarded  to  Moore 
&  McWilliams,  Swift  Current.  Mill  and 
brick  construction.  Approximate  cost 
$33,000.  Architects,  Reilly,  Dawson  & 
Reilly,  512  Western  Chambers,  Regina. 
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Thorold.  Out 

In  connection  with  the  factory  addition 
now  in  course  of  erection  for  the  l£xo- 
loil  Company,  the  contract  for  steel  lias 
hern  let  to  the  Standard  Steel  i  onstruc- 
tion  t  oinpany.  Wclland.  Ont.,  and  the 
electrical  work  to  the  Canadian  W'est- 
inghousc  Company,  Limited.  Maiuiltou. 
\\'\>:  ■  •vtiii.iU'  cm         ailditions.  $100,000. 

Toronto.  Ont. 

The  general  contract  for  the  erection 
of  a  factory  addition  for  the  Russell  Mo- 
tor Car  Company.  king  and  Duncan 
Streets,  has  heen  let  to  J.  D.  Young  & 
Son,  s;;:,  College  Street.  Frame  con- 
struction. Approximate  cost.  $12,000. 
Architects,  Prack  &  Perrine.  808  Lums- 
den  Building. 

\\.>rk  has  been  started  on  an  addition 
t..  the  betting  shed  at  the  Woodbine  Race 
Track  for  the  Ontario  Jockey  Club. 
Leader  Lane.  The  contract  for  masonry 
and  concrete  work  has  been  let  to  Wick- 
ett  Brothers,  Deer  Park  Crescent,  and 
the  carpentry  to  J.  Sims,  372  Markham 
Street.  Estimated  cost.  $12,000.  Archi- 
tect, G.  M.  Gouinlock,  Temple  Building. 

W.  P>.  C  harlton.  412  Tndian  Road,  has 
been  awarded  the  contract  for  the  altera- 
tion of  the  old  Union  Hotel  into  a  ware- 
house. Estimated  cost,  $5,000.  Mill  con- 
struction. 

The  Imperial  Munitions  Board,  Lums- 
den  Building,  have  awarded  the  contract 
for  the  erection  of  a  storage  building  to 
the  J.  Y.  Gray  Construction  Company, 
Confederation  Life  Building.  Frame  and 
galvanized  iron  construction.  Approxi- 
mate cost,  $5,500. 

The  contract  for  brick  work  and  car- 
pentry required  in  the  erection  of  an 
office  addition  for  the  William  Davies 
Company.  521  Front  Street  East,  has 
been  awarded  to  Clarke  &  Son,  and  the 
heating,  plumbing  and  ventilating  to  Ben- 
nett &  Wright  Company,  72  Queen  St. 
East. 

Truro,  N.S. 

Stanfields.  Ltd.,  Water  Street,  are  hav- 
ing plans  for  a  warehouse,  and  have  let 
the  general  contract  to  Blanchard  Ste- 
phens. 

Valley  Junction,  Que. 

The  general  contract  for  the  erection 
of  a  station  for  the  Quebec  Central  Rail- 
way  Company.  Sherbrooke,  has  been  let 
to'W.  C.  Goff.  Thetford  Mines,  Que. 
Steel  and  concrete  block  construction. 
Estimated  cost.  $11,500.  Architect.  W.  G. 
James.  Whiting  Block,  Sherbrooke. 

Verdun,  Que. 

In  connection  with  the  addition  to  the 
plant  of  the  British  Munitions  Company. 
Montreal,  the  contract  for  mill  work  has 
been  let  to  Rutherford  Ltd.,  Atwater 
Avenue.  Montreal;  roofing.  Metal  Shingle 
&  Siding  Company.  91^  Delorimier  Ave- 
nue. Montreal:  glazing,  Pilkington  Bro- 
thers. Ltd..  8  Busby  Lane.  Montreal; 
plumbing.  James  Ballantyne,  163  Nazar- 
eth Street,  Montreal. 

Westmount,  Que. 

In  connection  with  the  erection  of  an 
ice  storage  room  for  the  Montreal  Arena 
Company,  the  contract  for  plumbing  has 
been  let  to  the  general  contractor,  W.  M. 
Irving.  26a  Stanley  Street. 


Residences 

Apoin.  Ont. 

William  Stephenson  proposes  to  build 


.1  residence,  at  an  approximate  cost  of 
$3,000,  and  will  prepare  plans. 

Hamilton.  Ont. 

J.  Bethune,  57  St.  Clair  Avenue,  is 
about  to  start  work  on  a  residence,  esti- 
mated to  cost  $3,500.  Brick  construc- 
t  ion. 

Lindsay,  Ont. 

\\  ork  lias  been  started  on  twenty-five 
residences  for  the  company  composed  of 
fohn  Crew,  M.P.P..  and  others,  and  is 
being  done  under  the  supervision  of  B. 
L.  McLean  and  J.  B.  Begg.  Approxi- 
mate cost,  $1,200  each.  Frame  and  brick 
construction. 

K.  E.  W.  McGaffney  is  considering  the 
erection  of  ten  residences  of  the  bunga- 
low type. 

J.  I-*.  Goodman  lias  commenced  the 
erection  of  three  residence's  on  Simcoe 
Street.    Brick  construction. 

London,  Ont. 

I.  \\ .  Humpidge,  500  Ridout  Street,  is 
about  to  start  work  on  remodelling 
premises  for  stores  and  apartments.  Es- 
timated cost,  $4,000. 

Montreal,  Que. 

O.  Filion  &  Frere,  2085  St.  Denis 
Street,  arc  about  to  start  work  on  three 
residences,  estimated  to  cost  $4,000. 

Francis  Leger,  163  Decarie  Boulevard, 
has  commenced  the  erection  of  four  resi- 
dences, estimated  to  cost  $4,000,  and  will 
call  for  tenders  on  smaller  trades.  Brick- 
construction. 

J.  Geoffrion,  521  Nicolet  Street,  is  con- 
sidering the  erection  of  five  residences, 
at  an  approximate  cost  of  $4,000. 

N.  Masson,  317  Ninth  Avenue,  Rose- 
mount,  contemplates  the  erection  of  three 
residences.    Approximate  cost,  $3,000. 

Savage  &  Lecocq,  213  St.  Ferdinand 
Street,  have  commenced  the  erection  of 
two  residences.  Brick  construction.  Ap- 
proximate cost,  $5,000. 

Laflamme  &  Bedford.  108  Colbrooke 
Street,  are  doing  all  work  in  connection 
with  the  residences  which  they  are  build- 
ing on  Vendome  Avenue. 

G.  Couette,  1402  Demontigny  Street, 
has  commenced  the  erection  of  two  resi- 
dences, estimated  to  cost  $3,000.  Brick 
veneer  construction. 

Mt.  Dennis,  Ont. 

J.  Southorn,  Lambton  and  Weston 
Roads,  is  building  six  residences  on  the 
Weston  Road,  estimated  to  cost  $6,000. 
Brick  construction. 

Oakville,  Ont. 

Tenders  are  now  being  received  for 
the  erection  of  a  residence  for  W.  F. 
Eaton,  Ravenscliffe  Avenue,  Hamilton. 
Stone  construction.  Approximate  cost, 
$40,000.  Architects,  Munro  &  Mead.  34 
Hughson  Street,  Hamilton. 

Ottawa,  Ont. 

Walter  Fryer,  5  Glen  Avenue,  is  about 
to  start  work  on  a  residence,  estimated 
to  cost  $5,200.  Brick  veneer  construc- 
tion. 

G.  F.  Memenomy,  10  Pansy  Avenue, 
has  commenced  the  erection  of  a  resi- 
dence, estimated  to  cost  $6,000,  and  will 
let  smaller  trades. 

B.  A.  Grison,  21  Fentiman  Avenue,  is 
considering  the  erection  of  two  resi- 
dences, at  an  approximate  cost  of  $6,000. 
Brick  and  stucco  construction. 

John  P.  Cameron,  251  Bay  Street,  is 
building  a  residence  on  Hinton  Street  by 
day  labor.  Brick  construction.  Approxi- 
mate cost,  $5,000. 


Quebec,  Que. 

J.  Herbert,  77  Canardiere  Road,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $5,000.  Frame  and 
brick  construction. 

W.  Brochu,  185  Aberdeen  Street,  is 
building  a  residence  by  day  labor.  Brick 
construction.    Estimated  cost,  $8,000. 

Toronto,  Ont. 

1\.  W.  Watson,  173  Glenholme  Avenue, 
has  started  work  on  a  residence,  esti- 
mated to  cost  $3,000,  and  will  let  smaller 
trades.    Brick  construction. 

A.  Edmonds,  35  Thorne  Crescent,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $3,000.  Brick  construc- 
tion. 

William  Hodgkinson,  663  Carlaw  Ave- 
nue, has  had  plans  prepared  for  three- 
pairs  of  residences  which  he  proposes  to 
build,  at  an  approximate  cost  of  $13,000. 
Contracts  for  smaller  trades  will  be  let 
shortly.    Brick  construction. 

W.  A.  Scott,  331  Mutual  Street,  is 
building  a  pair  of  residences,  and  will  let 
contracts  for  heating,  plumbing,  plaster- 
ing, and  wiring.  Brick  construction.  Ap- 
proximate cost,  $,000. 

McMillan  &  &Costain,  166  Main  Street, 
have  started  work  on  a  duplex  residence, 
estimated  to  cost  $3,000.  Brick  construc- 
tion. 

J.  E.  Wainwright,  621  Crawford  Street, 
has  started  work  on  two  residences,  esti- 
mated to  cost  $5,000.  Contracts  will  be 
let  for  smaller  trades.  Brick  construc- 
tion. 

Mcllroy  &  Lowery,  105  Clendennan 
Avenue,  have  commenced  the  erection  of 
two  residences,  and  will  sub-let  plumbing 
and  heating.  Brick  construction.  Ap- 
proximate cost,  $5,200. 

A.  F.  Foster,  493  Rushton  Road,  is 
about  to  start  work  on  two  residences, 
and  will  let  smaller  trades.  Brick  con- 
struction. Approximate  cost,  $3,000  each. 

Plans  have  been  prepared  for  three 
residences  to  be  built  on  Kew  Beach 
Avenue  by  Nightscales  &  Smith,  1880 
Queen  Street  East.  Smaller  trades  will 
be  let.  Brick  construction.  Approxi- 
mate cost,  $5,000. 

M.  Dennis,  738  Richmond  Street  West, 
lias  had  plans  prepared  for  a  nair  of  resi- 
dences which  he  proposes  to  build  on 
Auburn  Street.  Frame  and  brick  con- 
struction. Approximate  cost,  $3,600. 
Smaller  trades  will  be  let. 

H.  B.  Taber.  Hillbrow  Avenue,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $7,500,  and  is  now  re- 
ceiving tenders  on  heating,  plumbing, 
plastering,  painting,  and  wiring. 

G.  E.  Case-  56  Oakwood  Avenue,  has 
started  work  on  a  residence,  and  will  let 
heating,  plumbing,  wiring,  and  plastering. 
Brick  construction.  Estimated  cost, 
$3,500. 

T.  Bailey,  32  Lauder  Ave.,  is  receiving 
tenders  on  brick  and  stone  work,  labor 
only,  in  connection  with  the  erection  of 
a  residence.  Approximate  cost,  $3..r>00. 

W.  A.  Wilson,  22  Beach  Avenue,  has 
commenced  the  erection  of  a  duplex  resi- 
dence, and  will  let  smaller  trades.  Ap- 
proximate cost,  $5,000.  Tenders  are  now 
being  received  for  heating. 

J.  G.  Ure,  122  Westmount  Avenue,  has 
prepared  plans  for  two  residences  to  be 
built  on  Day  Avenue  by  M.  Dennis.  7.'iS 
Richmond  Street  West.  Frame  and  brick- 
construction.    Estimated  cost,  $3,800. 

W.  H.  Hunter,  50  Chicora  Avenue,  is 
receiving  tenders  on  brick,  stone,  and 
carpentry  work,  labor  only,  in  connec- 
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|ion  with  the  erection  of  a  residence  oil 
Stibbard  Street.  Approximate  cost, 
$:;,ooo. 

F.  H.  Miller,  297  Lauder  Avenue,  pro- 
noses  to  build  a  residence  on  Dufferin 
Street,  and  has  had  plans  prepared. 
Brick  construction.  Estimated  cost, 
$:;,ooo. 

VV.  J.  McWaters,  20  Kingswood  Road, 
has  started  work  on  a  residence,  estimat- 
ed to  cost  $3,000.  Contracts  will  be  Let 
for  heating  and  plumbing.  Brick  con- 
struction. 

C.  McLaughlin,  48  Hogarth  Avenue, 
has  started  work  on  a  pair  of  residences, 
estimated  to  cost  $4,200,  and  will  let  con- 
tracts for  plumbing,  heating,  and  wiring. 
Brick  construction. 

The  Board  of  Control  will  receive  ten- 
ders until  November  14th  for  the  instal- 
lation of  sanitary  conveniences  in  a  num- 
ber of  residences.  Specifications  at  of- 
fice of  the  Health  Department,  City  Hall. 

H.  Lucas,  119  Felstead  Avenue,  is 
about  to  start  work  on  nine  residences 
estimated  to  cost  $18,000.  Contracts  will 
lie  let  for  heating  and  plumbing.  Brick 
construction.  -         D  „  . 

Cox  &  Cuinmings,  Canada  Lile  build- 
ing, or  49  Isleworth  Avenue,  are  build- 
ing' two  residences,  estimated  to  cost 
$0,000.  Smaller  trades  will  be  let.  Brick 
construction. 

H.  McLean,  77  Seventh  Avenue,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $3,000.  Brick  construc- 
tion. 

Walkerville,  Ont. 

Tenders  on  the  erection  of  a  residence 
for  F.  Porter,  care  of  American  Auto 
Trimming  Company,  will  be  received  un- 
til November  15th  by  the  architect,  J.  C. 
Pennington,  La  Belle  Building,  Windsor. 
Approximate  cost,  $5,000. 

Welland.  Ont. 

Plans  of  a  store  and  residence  are  be- 
ing prepared  for  David  Dick  by  C.  M. 

iter,  Main  Street,  Niagara  Falls  South. 
Frame  construction.  Approximate  cost, 
$8,000. 

Tenders  on  the  proposed  residence  for 
George  Collins,  43  Main  Street  West, 
will  not  be  called  until  the  spring.  Archi- 
tect. T.  L.  Nichols,  Main  Street  South. 

CONTRACTS  AWARDED. 

Belleville.  Ont. 

The  general  contract  for  the  erection 
of  two  residences  for  D.  V.  Doyhe,  19 
Grove  Street,  has  been  awarded  to  Her- 
bert Carter,  20  Murray  Street,  and  the 
plumbing  to  J.  Lewis  &  Co.,  265  Front 
Street.  Brick  construction.  Approxi- 
mate cost,  $6,000. 

Gananoque,  Ont. 

In  connection  with  the  erection  of  a 
summer  home  for  F.  Lewis,  care  of  F. 
T.  Lent,  architect,  the  contract  for  the 
erection  of  a  boathouse  has  been  award- 
ed to  Mitchell  &  Wilson,  and  the  con- 
tract for  plumbing  to  W.  h".  Martin.  Ap- 
proximate cost,  $4,000. 

Hamilton,  Ont. 

T.  R.  Hawkins,  1 1 1  Leinster  Avenue, 
has  had  plans  prepared  for  a  residence 
which  he  proposes  to  build,  and  has  let 
the  contract  for  steel  and  masonry  work 
to  Isbister  Brothers,  Jackson  and  Hugh- 
son  Streets.  Brick  construction.  Ap- 
proximate cost,  $3,500. 

I).  Pickvance,  13  Alice  Street,  has  let 
the  contract  for  plastering  in  connection 
with  the  erection  of  three  residences  on 
Alberta  Street  to  W.  Brellisford,  202 
Grosvenor  Street;  plumbing  to  A.  Clay- 


ton, l()78  Cannon  Street  East,  and  elec- 
trical work  to  F.  Thornton,  IM  Balmoral 
Street.  Frame  construction.  Approxi- 
mate cost,  $1,500  each. 

The  general  contract  for  the  erection 
of  a  residence  on  Burlinston  Street  for 
the  Grasselli  Chemical  Company  has 
been  awarded  to  L.  J.  Beatty,  175  Emer- 
ald Street,  who  will  sub-let  all  trades. 
Approximate  cost,  $4,000. 

In  connection  with  the  residences 
which  are  being  built  by  Sparks  &  Mc- 
Kay, 9  Fairholt  Road  South,  the  contract 
for  plastering  has  been  let  to  C.  J.  Hart- 
nup,  177  Rebecca  Street;  painting,  Gib- 
son Brothers,  172  Rosslyn  Avenue;  heat- 
ing, McClary  Manufacturing  Company, 
York  Street;  plumbing,  J.  Saynor,  427 
Aberdeen  Avenue. 

A.  J.  McFadyen,  9  Garfield  Avenue 
South,  has  let  the  following  contracts  for 
the  erection  of  two  residences  on  Lott- 
ridge  Street:  Masonry  and  steel,  George 
Earl,  Carrick  Avenue;  plastering,  N. 
Bayliss,  372  Beach  Road;  heating,  Mc- 
Clary Manufacturing  Company,  York 
Street;  plumbing,  P.  A.  Moore,  939  King 
Street  East.  Approimate  cost,  $2,000 
each.  Owner  will  build  more  residences 
in  the  spring. 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  P.  H.  Tamieson,  300 
Prud'homme  Avenue,  has  been  let  to  R. 
D.  Clark  &  Sons,  Ltd..  26  Lincoln  Ave- 
nue; the  heating  to  John  Colford,  508a 
Guy  Street,  and  electrical  work  to  Vin- 
cent &  Say,  35  University  Street.  Brick 
construction.    Approimate  cost,  $7,500. 

In  connection  with  the  apartments 
which  are  being  built  for  Mrs.  F.  Chap- 
lea- Lecavalier,  65  Cherrier  Street,  the 
contract  for  painting  has  been  let  to  M. 
Rodrique,  401  St.  Evelie  Street. 

Ottawa.  Ont. 

M.  Wilson,  302  Wellington  Street,  is 
building  a  residence,  and  has  let  the  heat- 
ing and  plumbing  to  F.  Tapp,  36  Arm- 
strong Street,  and  the  electrical  work  to 
R.  Stewart,  Wodroffe,  Ont.  Brick  ve- 
neer construction.  Approximate  cost, 
$3,500. 

J.  M.  McAllister,  22  Willard  Avenue, 
has  let  the  general  contract  for  the  erec- 
tion of  a  residence  to  M.  J.  Cooper,  124 
Noel  Street.  Tenders  are  being  received 
^11  plastering,  painting,  heating,  plumb- 
ing, and  electrical  work.  Approximate 
cost,  $5,000. 

The  general  contract  for  the  erection 
of  three  residences  for  Charles  Wyman, 
249  Creighton  Street,  has  been  awarded 
to  E.  Wentcliff,  249  McKay  Street.  Brick 
veneer  and  stucco  construction.  Ap- 
proximate cost,  $4,500. 

Ouebec,  Que. 

The  contract  for  roofing,  plumbing, 
and  electrical  work  in  connection  with 
the  residence  now  in  course  of  erection 
for  E.  Saindon,  61  Fourth  Street,  Li- 
nioilou,  has  been  awarded  to  A.  Lapointe, 
Fourth  and  Sixth  Avenues,  Limoilou. 

In  connection  with  the  residence  which 
is  being  built  for  Louis  Saillant,  99  Scott 
Street,  the  contract  for  roofing  has  been 
let  to  E.  Falardeau,  308  Queen  Street, 
and  the  plastering  to  E.  Bclanger,  1.85  St. 
Marguerite  Street. 

The  contract  for  roofing  required  in 
connection  with  the  residence  which  is 
being  built  for  N.  Hamel,  95  Dollard 
Street,  has  been  let  to  A.  Noreau,  Fifth 
Street.  Domaine  Lairet,  Quebec. 

Toronto.  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  Osborne  Smith,  101 


Eighth  Avenue,  has  been  awarded  to  J. 
A.  Powell,  136  Browning  Avenue,  and 
work  has  been  started.  Brick  construc- 
tion.   Estimated  cost.  $4,000. 

The  general  contract  for  the  erection 
of  a  duplex  residence  at  862  Keele  Street 
for  H.  Macdonald,  357  Runnymede  Road, 
has  been  let  to  F.  J.  Tushingham,  78  7 '/> 
Annette  Street,  who  will  sub-let  smaller 
trades.  Brick  construction.  Estimated 
cost,  $6,000. 

Windsor.  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  A.  W.  Warren,  Lon- 
don Street  West,  has  been  awarded  to  R. 
Westcott  Company,  Labelle  Building. 
Brick  construction.  Approximate  cost. 
$5,000. 

The  contract  for  alterations  to  the 
residence  of  James  McEwan,  Sandwich 
Street  West,  has  been  let  to  l\.  Westcott 
Company.    Approximate  cost,  $3. .".00. 


Miscellaneous 

London,  Ont.- 

The  London  Machinery  Company,  699 
Bathurst  Street,  propose  to  instal  elec- 
tric equipment  and  machinery  for  the 
manufacture  of  munitions.  Manager,  \\  . 
Yates. 

Port  Stanley,  Ont. 

The  London  and  Port  Stanley  Railway 
Board  are  about  to  start  work  on  a 
bailing  house,  estimated  to  cost  $20,000. 
Foundations  will  be  constructed  by  das- 
labor.  Construction  has  been  changed  to 
stucco  on  metal  lath  and  composition 
roofing.  Architects,  Watt  &  Blackwell, 
Hank  of  Toronto  Building,  London. 

Quebec,  Que. 

O'Brien  &  Doheney,  400  Quebec  Rail- 
way Building,  will  receive  tenders  until 
4  p.m.,  November  22nd,  for  the  supply  of 
90,000  ties,  to  be  delivered  early  next 
year.  Specifications  with  Arthur  Dick', 
Division  Engineer,  Transcontinental 
Railway,  Quebec;  with  Gordon  Grant. 
Chief  Engineer,  Ottawa;  and  with  the 
contractors. 

Winnipeg.  Man. 

R.  D.  Waugh,  Chairman  of  the  Greater 
Winnipeg    Water    District,    901  Boyd 

Building,  will  receive  tenders  until  n  i, 

November  27th,  for  the  supply  of  about 
200,000  barrels  of  cement,  to  be  delivered 
during  1917.  Specifications  at  office  of 
the  Chairman. 

CONTRACTS  AWARDED. 

Kitchener.  Ont. 

The  general,  carpentry,  and  roofing 
contracts  for  the  construction  of  a  swim- 
ming pool  for  F.  H.  Reiders.  58  Roy 
Street,  have  been  let  to  S.  F.  Dippel,  31 
Wellington  Street;  masonry,  Casper 
Braun,  King  Street  West;  painting,  G. 
Dippel,  55  Irvin  Street;  heating,  plumb- 
ing, and  electrical  work  by  owner.  Ap- 
proximate cost,  $7,000. 

New  Toronto,  Ont. 

The  general  contract  for  the  erection 
of  an  incinerator  for  the  Town  Council 
has  been  let  to  Reed  Products  Company, 
Standard  Building,  Toronto.  Approxi- 
mate cost,  $10,000.  Engineers,  James. 
Loudon  &  Hertzberg,  1005  Excelsior  Life 
Building,  Toronto. 

Toronto,  Ont. 

The  Board  of  Control  have  awarded 
the  general  contract  for  the  erection  of  a 
waiting  room  and  lavatory  at  Kin- 
Street  and  Roncesvalles  Avenue  to 
Teagle  &  Son,  310  Davenport  Road. 
Brick  and  concrete  construction. 


Tenders  and  For  Sale  Department 


BOILERS  FOR  SALE 

Two  low  pirsMiir  30  II.  P.  steel  boilers  com- 
plete with  mountings,  states,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  (team  or 
hot  water  heating  purpose*.  Each  vvill^  carry 
3.U00  situate  feet  ot  steam  radiation.  Further 
particular.  MacM.  K  &  l>..  4  Heaver  Hall  Sq., 
Montreal.  17-t.f. 


Tenders  for  Cement 
Supply  for  1917 

Greater  Winnipeg  Water 
District 


Sealed  tender*  will  be  received  by  the  under- 
signed  at  their  office  up  to  noon  of  Monday, 
November  27th.  1916.  [01  the  supply  during  the 
building  season  of  1917  of  the  District's  require- 
ments of  Portland  Cement,  estimated  in  the 
neighborhood  of  2(10,000  barrels.  Delivery  to  be 
made  with  regularity   weekly  during  the  season. 

Specifications  may  be  obtained  at  this  office, 
("ash  deposit  of  ?10.000  will  be  required  with  the 
tender. 

The  District  reserves  the  right  to  reject  any  or 
alt  tenders  or  to  accept  any  tender  which  may 
seem  most  advantageous  to  the  District. 

R.  D.  WAUGII, 
Chairman  of  Commissioners, 
901  Boyd  liuilding, 
Winnipeg,  Manitoba,  Canada.. 
October  24th,  1016.  44-45 


Department  of  Railways  and  Canals 
Canada. 

Canadian  Government  Railways. 

Superstructure  of  Elevator, 
St.  John,  N.  B. 

Sealed  tenders,  addressed  to  J.  W.  Pugsley, 
Secretary  of  the  Department  of  Railways  and 
Canals.  Ottawa,  Ont.,  and  marked  on  the  out- 
side "Tender  for  Superstructure  of  Elevator,  St. 
John,"  will  be  received  up  to  and  including 
twelve  o'clock  noon.  Wednesday,  November  15th, 
for  the  construction  of  a  reinforced  concrete 
grain  elevator  with  a  capacity  of  500,000  bushels. 

Plans,   specifications   and   blank   form   of  con- 
tract may  be  seen  at  the  offices  of  the  follow- 
ing, on  and  after  October  16th : 
Chief    Engineer,    Department    of    Railways  and 

Canals,  Ottawa. 
Chief  Engineer,  Canadian  Government  Railways. 

Moncton,  N.B. 
General   Superintendent,   Winnipeg,  Man. 
Resident  Engineer,  Fort  William,  Ont. 
John  S.   Metcalf  Company,   Limited,  Engineers, 
Montreal,  Que.  ,  ■ 

Contractors  who  wish  to  obtain  plans  and 
specifications  temporarily  for  their  own  use  may 
obtain  same  from  any  of  the  offices  at  which 
plans  are  on  exhibition,  on  depositing  a  certified 
bank  cheque  in  favor  of  the  Canadian  Govern- 
ment Railways  for  the  sum  of  one  hundred  ($100), 
which  will  be  refunded  on  the  return  of  the  plans 
and  specifications.  , 

All  the  conditions  of  the  specifications  and  con- 
tract form  must  be  complied  with. 

Tenders  must  be  submitted  in  duplicate  on  the 
blank  form  of  tender  which  may  be  obtained  from 
any  of  the  offices  at  which  plans  are  on  exhibition. 

Each  tender  must  be  accompanied  by  a  certified 
bank  cheque  payable  to  the  Honorable  the  Min- 
ister of  Railways  and  Canals  equal  to  ten  per 
cent.  (10  p.c.)  of  amount  of  tender. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted.     ^  ^  GUTELIUS,  General  Manager, 

Canadian  Government  Railways, 
Moncton,  N.E.,  Oct.  12th,  1916.  42  45 


TENDERS 


Secretary  i>f  Public  Schools  at  St.  Catharines, 
C.  T.  McBride,  will  receive  tenders  until  15th  of 
.November,  for  the  erection  of  new  addition  to 
tin.-  Alexandra  Public  School.  Tenders  to  be  ac- 
companied by  a  marked  cheque  for  5  per  cent, 
of  the  amount  of  the  tender.  The  lowest  or  any 
tender  not  necessarily  accepted.  Plans  and  speci- 
fications  may  lie  had  from  the  architect,  T.  H. 
W'iky.  St.  Catharines,  or  at  the  office  of  the 
Contract   Record.  45-45 


For  Sale 


Seventy  thousand  dollar  Factory  and  Plant, 
with  a  large  stock  of  aggregates  and  colors  for 
the  manufacture  of  Concrete  Sewer  Pipe,  Hollow 
Blocks,  Bricks,  Cornices,  Friezes,  Ornamental 
I  Hocks,  Floor  and  Roof  Tiles.  For  particulars 
apply  to: — 

S.  C.  FOWLER,  Liquidator, 
15  13  No.  70  St.  Paul  Street,  Ouebec. 


SITUATIONS  WANTED 


BUILDING  SUPERINTENDENT  —  Seven 
years'  experience.  No  objection  to  out  of  town. 
References  furnished.  Box  473,  Contract  Record, 
Toronto,  Ont.  45-40 


SALES  OFFICE  ENGINEER  would  consider 
change.  Twelve  years'  experience  in  steam  tur- 
bine, centrifugal  pump,  and  power  and  pumping 
station  work.  Expert  designer  of  latter,  good  de- 
signer and  technical  correspondent.  Salary  not  of 
paramount  importance.  Box  405,  Contract  Re- 
cord, Toronto,   Ont.  44-45 


Late  News  Items 

Cochrane,  Ont. 

The  Frederickhouse  &  Abitibi  Pulp 
Wood  Company,  now  being  organized, 
propose  to  build  saw  mills  and  a  wood- 
working plant  in  this  neighborhood,  and 
later  on  to  erect  a  rosser  plant.  Approxi- 
mate cost  of  the  mills  and  woodworking 
plant.  $1.50,000.  Particulars  from  J.  A. 
McAndrcws,  Lumsden  Building,  Toronto. 

Dartmouth,  N.S. 

In  connection  with  the  erection  of  an 
office  building  for  the  French  Cable  Com- 
pany, Montreal,  the  contract  for  steel 
work  has  been  let  to  McKinnon  Holmes 
&  Company,  Quebec;  roofing,  J.  E.  Mc- 
Donald, 253  Pleasant  Street,  Halifax; 
painting,  Roche  &  Company,  35  Blower 
Street,  Halifax;  plumbing,  G.  A.  Perrier, 
35  Granville  Street,  Halifax;  electrical 
work,  John  Starr,  Son  &  Company,  Gran- 
ville Street,  Halifax.  Masonry,  carpentry, 
plastering,  heating,  tile  and  marble  work 
by  owners. 

East  Selkirk,  Man. 

The  general  contract  for  the  erection 
of  a  school  for  the  Happy  Thought 
School  District  1452  has  been  let  to  the 
Progress  Construction  Company,  Lim- 
ited, St.  Boniface,  Man.  Approximate 
cost,  $8,000. 

Hamilton,  Ont. 

L.  Solman,  Royal  Alexandra  Theatre, 
Toronto,  has  secured  a  site  on  King 
Street  East  for  the  erection  of  a  theatre, 
and  has  had  plans  prepared.  Approxi- 
mate cost,  $200,000. 


Montreal,  Que. 

The  general  contract  for  alterations 
and  repairs  to  a  school  residence  for 
the  Parish  of  St.  Jean  de  La  Croix  has 
been  let  to  H.  Legault,  3138  St.  Lawrence 
Street.  Plastic  brick  and  stone  construc- 
tion.   Approximate  cost,  $17,905. 

The  Montreal  Tramways  Limited,  78 
Craig  Street  West,  will  receive  tenders 
until  November  16th  (about),  for  the 
erection  of  a  sub-station  on  Cote  Street. 
Brick  and  terra  cotta  construction. 

Toronto,  Ont. 

Fred  Campbell,  32  Wells  Hill  Crescent, 
is  .receiving  tenders  on  excavation  and 
other  trades  required  in  the  erection  of 
a  residence.  Brick  construction.  Ap- 
proximate cost,  $8,500. 

William  MacKenzie,  1425  Queen  St. 
West,  is  about  to  start  work  on  two  pairs 
of  residences,  estimated  to  cost  $12,000. 
Brick  construction. 

Bulk  tenders  on  the  erection  .of  apart- 
ments on  St.  Marys  Street  are.  being  re- 
ceived by  J.  Sutherland,  Room  25,  16 
King  Street  West.  Brick  construction. 
Estimated  cost,  $20,000. 

Winnipeg,  Man. 

The  following-  contracts  have  been  let 
in  connection  with  the  erection  of  stores 
on  Osborne  Street  for  Arnovitch  & 
Weidman,  Bonaccord  Block: — cut  stone, 
A.  Gillis,  Richard  and  Spruce  Streets; 
painting  and  glazing,  B.  Sloane,  447 
Maryland  Street;  plumbing  and  heating. 
John  Plaxton  &  Company,  224  Main  St. 

Westmount.  Que. 

R.  B.  Dillon,  100  Closse  Street,  has 
awarded  the  general  contract  for  the 
erection  of  a  residence  to  Anglins,  Ltd.. 
65  Victoria  Street,  Montreal.  Brick  and 
terra  cotta  construction.  Approximate 
cost,  $8,550. 


Fires 

Frankford,  Ont. 

Evaporator  plant  owned  by  Graham 
Company,  Ltd.,  Scott  Street.  Loss, 
$8,000. 

Lachute,  Que. 

Sash  and  door  factory  of  E.  Charbon- 
neau.  Loss,  $15,000.  Owner  may  re- 
build. 

Port  Talbot,  Ont. 

Docks  and  fish  house  owned  by  B. 
Clay,  Port  Talbot,  via  Rodney,  Ont. 
Loss,  $4,000.  Owner  is  considering  re- 
building. 

Valleyfield,  Que. 

Plant  of  the  Gold  Iron  Brewery.  Loss, 
about  $400,000.    Owners  may  rebuild. 


Power  Plants,  Electricity  and 
Telephones 

CONTRACTS  AWARDED. 

Montreal,  Que. 

The  Montreal  Tramways,  Ltd.,  78 
Craig  Street  West,  have  awarded  the 
general  contract  for  the  erection  of  a 
sub-station  on  Notre  Dame  Street  to  1". 
A.  Grothe,  6  Cuthbert  Street.  Brick  and 
terra  cotto  construction. 


November  8,  1916 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 


The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


THE   CONTRACT  RECORD 


November  8,  1910 


Cahiiika  Mi'uvk,  President 


Gordon  F.  Perry,  General  Manager 

NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks »— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments    MONTREAL,  TORONTO  and  PORT  ARTHUR 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"  Tender  Ad.  "  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing- bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


Hammer  Brand" 


Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKER  VILLE, 
ONT. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


How  DoYou  Buy  a  Transit? 


By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
•niss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 


'   H  &  B  Transits  and  Levels 


"Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 


Hfl  1  ED    JP-  RDirUTI  V  H20  Spring  Garden  Street 

nLLLLK  &  DKlbnlLl,  Philadelphia, pa., "Since i 


870" 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


DAKE  CHAIN  HOISTS 


Dake  chain  and  wire  rope  hoists  have 
the  famous  Dake  motor  directly  con- 
nected to  Standard  chain  block.  They 
can  be  equipped  with  hook  or  with  trol- 
ley to  run  on  single  or  two  I  beams. 
Lubrication  is  automatic.  All  parts 
strong  enough  to  carry  load  twice  rated 
capacity.    Send  for  catalogue. 

DAKE  ENGINE  CO. 


Grand  Haven 


Mich. ,  U.S.A. 


CANADIAN  AGENTS 
Montreal— Mussens.  Limited. 

Toronto  —  A.  R.  Williams  Machinery  Co.,  Limited. 


Pacific  Coast  Pipe  Co.,  Ltd. 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 


1551  Granville  Street 


Vancouver,  B.C. 


James  Thomson,  President. 


J.  G.  Allen,  Vice-President. 


James  A.  Thomson,  Secretary. 


the  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  CO 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 
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Manufacturing  metal  furniture,  using  the  Prest-O-Lite  Process 

Makes  Greater  Savings 
In  Metal  Manufacturing 

1  >x\  -acetylene  welding  is  a  simple,  low-cost,  eas- 
ily-learned method  of  metal  joining  that  makes  pos- 
sible  marked  economies  in  production  costs  and  in- 
creased Quality  in  the  finished  article.  Welded  joints 
are  rapidly  displacing  riveted  and  threaded  joints  of 
many  kinds. 

From  the  manufacture  of  heavy  machinery  to  the  making  of 
fine  surgical  instruments,  oxy-acetylene  welding  is  more  than 
paying  its  way.  Welded  joints  can  he  made  as  strong  as  any 
other  part  of  the  finished  article.  Metal  is  left  in  ideal  con- 
dition for  Subsequent  machining. 

For  the  same  reasons  that  oxy-acetylene  welding  is  so  valu- 
able in  metal  manufacturing,  it  is  highly  profitable  in  all  kinds 
of  metal  repairing.  Just  one  important  welding  repair  could 
easily  repay  you  for  all  needed  apparatus,  by  preventing  serious 
tie-ups  in  production,  to  say  nothing  of  the  savings  on  old 
parts  reclaimed  and  the  troublesome  dismantling  avoided.  i 


Employs  both  gases  (acetylene  and  oxygen)  in  portable 
cylinders.    I'rest-O-Lite  Dissolved  Acetylene  (ready-made 
carbide  gas)   is  backed  by  Prest-O-Lite  Service,  which 
provides  dry,  purified  gas,  insuring  better  welds,  quicker 
work,  and  lower  cost,  and  also  avoids  the  large  initial 
outlay  and  heavy  depreciation  incurred  in  making  crude 
acetylene  in  a  carbide  generator. 
The  necessary  equipment  is  not  expensive.     We  furnish  high 
grade  welding  apparatus  for  $75;  acetylene  service  at  additional 
cost.    Also  adaptable  for  oxy-acetylene  cutting  by  the  addition 
of  a  special  cutting  blow-pipe.     Thorough  instructions  are  fur- 
nished free  to  every  user  of  Prest-O-Lite  Dissolved  Acetylene 
—  any  average  workman  who  understands  metals  can  learn  the 
process  quickly   and  easily. 

Send  for  thoroughly  illustrated  literature  that  shows 
specific  instances  of  the  savings  made  and  how  easy 
it  is  to  apply  these  economies  in  your  shops. 

The  Prest-O-Lite  Co.,  Inc.,  Dept.  e 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 
Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

Factory  Branch  -  WINNIPEG,  Man. 
53  Branches  and  Charging  Plants 
Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA. 


The  rise  and  fall  of  water 
in  a  Reservoir,  Tank  or 
Well  can  be  accurately  re- 
corded in  the  Engineer's 
Office,  even  if  it  is  fifty  miles 
away.  The  Transmitter 
will  show  locally  the  varia- 
tion, and  will  send  impulses 
to  the  Recorder  for  every 
inch  rise  and  fall.  The 
Recorder  will  show  all  this 
on  the  chart  and  the  pen 
acts  as  a  graphic  indicator, 
and  enables  the  level  of  the 
water  to  be  seen  at  a  glance. 

The  complete  outfit,  with- 
out batteries  or  line  wires, 
with  one  year's  supply  of 
charts  delivered  free,  duty 
paid  any  town  in  Canada 

$350.00 

Gent  &  Co.,  Ltd. 

Leicester,  Eng. 

Cables,  Lodestone 
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Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
Y%  inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


Los  Angeles 
San  Francisco 


MRjg 


The  Glue  Book 


What  it  Contains: 


Chapter  i- 
Chapter  2- 
Chapter  3- 
Chapter  4- 
Chapter  5- 
Chapter  6- 


Historical  Notes 
Manufacture  of  Glue 
-Testing  and  Grading 
-Methods  in  the  Glue  Room 
Glue  Room  Equipment 
Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


< 


Good  Profits  Here- Wake  Up ! 

M-R-Co.  Goods  are  "  Right 
on  the  Job." 

There  are  immense  possibilities  for  the 
Building  Trades  in  Metallic  Shingles  and 
Metallic  Ceilings.  They  are  quick  for 
repair  jobs.  They  are  durable,  neat 
and  fireproof  and  there  is  no  "come  back." 

THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  "SAFETY  FIRST" 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


* 

SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 

WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Winnipeg  Calgary 


Toronto  Montreal 


Limited 
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The  Possibilities 

ot  ■■  1  DKAL  "  Concrete 
Block  Machinery  and  Or- 
namental Molds  are  al- 
most unlimited,  to  the  Up- 
to  date     and  wide-awake 

contractor, 

Write  for  catalogue  on 
Block  Machines,  Tampers, 
Ornamental  Molds,  Sand 
Sereins,  Derricks,  Lenient 
Tools.  Mixers,  Water- 
rooting,  Colors,  etc. 


IDEAL  CONCRETE  MACHINERY  CO.,  LTD.  WiSdnrari< 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


B;:::.  5s?  standard  steel 

stock  CONSTRUCTION  CO. 

Reinforcing  Bart  LIMITED 

••self Centering"  WELLAND       -  CANADA 


Corrugated 
Sheeting 


Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  aize  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  tor  quotations  when  you  are  in  the  market. 
Office -M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand,  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 


Phones,  Office  North 


<  664 
'(665 


Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  In  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,    Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


WOODEN  PIPE 


Wire  wound  wood  stave  pipe,  2  in.  to  24  in.  diameter.  Con- 
tinuous wood   stave  pipe,   any  diameter  required. 

CANADIAN  PIPE  CO.,  LIMITED 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  machinery.  Every 
machine  driven  by  a  separate  electric  motor.  Satisfaction 
Cua  ranteed. 

Office  and  Factory— 550  Pacific  St.,  VANCOUVER,  B.C. 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PIPE 


Head  Office 


Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Casting's 
of  all  kinds,  Mooring:  Bollards  for  both  Concrete  and  Wooden  Docks 
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Better  Light 

And  Lots  of  It 


is  what  the  foreman  said  he  wanted  when  asked  by  the 
superintendent  WHY  THE  "JOB"  WAS  NOT 
FARTHER  ADVANCED. 

MEN  CANNOT  WORK  IN  POOR  LIGHT,  and 
do  a  good  night's  work.  It's  impossible.  THE  FORE- 
MAN WAS  RIGHT.  He  knew  that  good  light  was 
essential  in  order  to  get  a  good  night's  work  out  of 
his  men,  and  he  proved  his  point  by  putting  on  the 
"JOB"  a  number  of  HIGH  CANDLE  POWERED 
LIGHTS,  and  they  were  none  other  than 

Carbic  Flare  Lights 

What  Was  the  Result  ? 

The  BIG  JOB  was  forged  ahead  at  full  speed,  and 
every  man  was  working  to  the  last  ounce  in  him  ;  and 
the  same  applies  to  YOU. 

Give  your  men  plenty  of  light  and  you  will  get 
more  work  and  better  work  than  if  you  had  them  Avork- 
ing  in  dismal  light,  which  tends  to  dampen  their  work- 
ing power. 

CARBIC  LIGHT  is  Powerful,  Economical,  and 
Positive.  NO  DELAYS,  NO  WASTE,  NO  TIME 
LOST  through  burnt-out  fuses,  re-charging,  or  power 
being  off.  The  CARBIC  FLARE  will  burn  12  hours 
steady  without  even  touching  with  your  little  finger. 


Burns  the  CARBIC  CAKE 
exclusively. 


CARBIC  is  a  new  lighting  fuel  that  does  away  with  measuring 
the  charge,  and  waste,  which  always  happens  when  using  raw  car- 
bide lights.  It  is  packed  and  shipped  the  same  as  raw  carbide.  No 
delay  in  shipping.  You  are  always  positive  of  having  your  CARBIC 
for  the  night's  work. 

Try  the  NEW  LIGHT  with  the  NEW  FUEL  at  our 
expense.    A  postal  will  bring  a  light  to  your  work. 

W.  L.  FOSTER 

TORONTO  -  CANADA 

Western  Agents  —  Kelly  Powell,  Limited,  Winnipeg,  Man. 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIMB,  AND  BRICK 
Cement— delivered  in  5  barrel  lots,  $1.80  per  bbl. ; 

with  bati>.  $2.25;  cur  lots,  $1.40  on  the  track, 

mUh  pkg*.,  $1.80. 

Lime — t'.rry  44c.  white  30c  pci  UK)  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  43c,  grey  39c. 

Brick  -  No.  1  dry  pressed  red  brick  $17;  buff. 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick.  $11  to  $14;  grey.  $11  to  $12; 

wire-cut  brick  for  foundation  work,  $9  on 
the  cars,  delivered  $10 ;  "Tapestry" brick,  im- 
portd,  $2.1  to  $35;  local  Rug,  $14;  sand-lime 
brick.  $7.ttO  f.o.b.  car  at  King  Edward  Siding; 
$0.50  f.o.b.  car  or  wagon  at  plant ;  $S.50  de- 
livered on  job.  Paving  brick,  No.  1,  $18  per 
M.  f.o.b.  West  Toronto;  No'.  2  $14;  paving 
blocks.  No.  1.  $24  per  M. ;  No.  2,  $18.  Sun- 
Tex  face  brick,  $16  to  $20  per  M. ;  Denison 
interlocking  hollow  tile,  $60  per  M.  Lots 
over  100.000,  $53. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52.  buff  $28,  grey  $27,  plain  pressed 
$17.  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE.  SAND,  AND  GRAVEL 

Toronto  prices,  F.  O.  B.  Car: 
Crushed  stone — 2  in.,  $1.30;  1-in.,  $1.40:  }£in., 
$1.40;  rubble  stone,  in  car  lots,  $1.30  per  ton 
f.o.b.  car 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — Pit  run,  75c  to  85c  per  ton  f.o.b.  Toronto; 
screened,  $1  per  ton  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in..  8  to  16  ft., 
$24;  18  ft.,  $25;  1-in.  Hemlock,  No.  1  $24; 
No.  1  Hemlock  decking  $24  to  $25;  No.  2 
Hemlock,  dimension  and  1  in.,  $20  to  $22. 

Pine — 1-in.  by  4-in.  to  6-in.,  $30;  1-in.  by  8-in., 
$32;  1-in.  by  10-in.,  $33;  1-in.  by  12-in.,  $33 
to  $35;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $30  to  $35;  %  by  6 
and  10-in.  pine  shelving.  $33  to  $36;  U  by 
12-in.  pine  shelving.  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $29;  No. 
1  pine  V.  or  beaded  sheeting.  $35;  No.  2 
ditto.  $32:  pine  trim  4-fn.  casing,  $1.75  per 
100  ft.;  Bin.  ditto.  $2:  8-in.  pine  base,  $2.76 
to  $3.25:  4-in.  pine,  window  stool.  $2.75. 

Shingles— XXX  B.  C.  shingles  $3.85;  N.  B.  extras 
M;  N.  B.  clean  $3,615:  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14,  14  x  16,  $40;  10  x  16, 
12  x  16.  16  x  16.  14  x  1*.  1R  x  1H,  20  x  20, 
$40.50;  12  x  18,  18  x  20.  $41.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $42.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 

Steel  and  Iron  Bars — $3.40  to  $5  base;  twisted 
and  deformed,  $3.50  base. 

Shapes — Over  35  lbs.  per -yd..  $3.40  per  100  lbs.; 
under  35  lbs.  per  yd.,  $3.60  per  100  lbs. 

Plates — 12  ins.  and  under,  $4  per  100  lbs. ;  over 
12  ins,  and  under  36  ins.,  $3.80  per  100  lbs. ; 
36  ins.  and  over,  $4.20  per  100  lbs.  Tank  and 
boiler  plates — 54  in-  and  over  and  under  36 


ins.,  $4.4o;  -'Mi  ins.  and  over,  $4.90.  Gauge 
plate-     \,,v  It).  12.  14.  $4.60  to  $4.80  per  100 

lbs.  Black  American  bessemer  plates — 28 
gauge,  $3.75  to  $4  per  100  lbs. 

Extras — 1  10c  per  lb.  extra  for  cutting  to  length, 
for  plate  less  than  '/J  in.  thick,  for  all  Bethle- 
hem sections,  for  angles  less  than  5  in.  com- 
bined legs  and  beams  and  channels  under  0 
ins.,  for  18,  20,  and  24  in.  beams. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron    pipe — Standard    prices,    carload  lots, 
f.o.b.  Toronto:  4-in.  $38  per  net  ton;  6-in.  and 
up  to  $37,  with  $1  extra  for  gas  pipe. 
SEWER  PIPE 

Sewer  Pipe — Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 

White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.15  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.12  per  gal. ;  red  lead, 
dry,  $14  per  100  lbs. ;  putty  in  bulk,  $4  per 
100  lbs.;  in  100-lb.  drums,  $4.40;  putty  in 
25-lb.  tins,  $4.50  per  100  lbs. ;  steel  sash 
putty,  $5  per  100  lbs. ;  turpentine,  in  bbls., 
72c  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT.  LIME,  AND  BRICK 
Cement — $2.00  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $15; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic.  No.  1,  $15;  red  rustic,  No.  2,  $13; 
buff  (smooth),  $21;  buff  (rough),  $20;  plastic 
$9.  Dominion  silicate,  1st  quality,  $13;  sec- 
ond  quality,  $10.50;   all   f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15  in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  34-in.  $1.65;  H-in,, 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 

Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles— 3  in.  x  3  in.  and  up,  $3.75;  1  in. 
x  1  in.  x  */i  in.,  26c  extra ;  ^  In.  x  K  in. 
x  H  in.  60c  extra.  Boiler  plates — yi  in. 
thick  and  thicker,  $4.75.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$5.00;  under  30  in.  dimension,  $5.25.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.50; 
35  lbs.  per  yd.  and  over,  $4.25;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.fi0  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  SOc ;  12-in.,  $1; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2'/3  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.       Plaster  of 
Paris— $2.35  per  bbl.     Rope— Best  Manilla, 

22'/2c  basis  per  pound;  British  manilla,  18c 
basis;  sisal  rope,  lSj/Sc  basis;  lath  yarn  15J4 
cents.  Boiled  linseed  oil — in  barrels  99j^c 
per  gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
97c  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — -No.   1   dry   pressed,   red   and   buff,  $35; 
common  red  stock,  $25;  common  grey  stock. 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,  $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
34 -in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per   yard,   delivered,  $1.S5. 

Crushed  Granite — 1'/2  and  2-in.,  $2.65;  $4 -in.  and 
1-in.,  $2.90;   J4-in.  and  dust,  $3.20. 
LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $2S;  6 
in..  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  x  12,  8  x  12,  $39 ;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $106;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5!4-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7 ;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,   $2.35   per   100   lbs. ;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles 
beams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,   car  load  lots 
f.o.b.    Winnipeg,  $3S  per  ton. 

(Continued  on  page  58  ) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


NEW  GLASGOW.N.S. 
and  ST.  JOHNS.PQ. 


wer 


Se 
Pipes 


High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 
ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :    St.  Johns.  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


( Continued  from  page  56) 
SEWER  PIPE 
Sewer  Pipe— Wholesale  prices  f.  o.  b.  Winnipeg, 
per  It  ,  3  in.,  9  OMtt;  4  in.,  11  cents;  5  in., 
16  cents;  6  in..  lS^s  cents;  8  in.,  30  cents; 
9  in.  35  cents;  10  in.,  40  cents;  12  in.,  SO 
cents;  15  in.,  75  cents;  IS  in.,  $1.00;  20  in., 
$150;  -4  in..  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Untanded,  $13  per  ton;  sand- 
r  I.  $7  r«<>.  delivered  on  job.  Plaster  of  Paris. 
$15  50  per  ton;  Hammer  Brand,  $3.75  per 
I'M  .  in  bags  $10.00. 

PAINTS  AND  OILS 
Paints  and  Oils— White  lead,  ground  in  oil,  $11.50 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal.;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gaL ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk.  $3.25  per  bbl. ;  putty  in 
25-lb.  tins.  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal..  $3.10. 


VANCOUVER  PRICES 

CEMENT.  LIME.  AND  BRICK 

Cement— Grey  Portland.  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton.  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300   lbs. ;    superfine,    white,   $9.50   per    bbl. ; 

white  Portland  cement.  $2.45  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime— $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 

Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver  ;  pressed  red  brick  ;  $30  f.o.b.  wharf 
Vancouver ;  pressed  bull  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand     Ilrick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel— $1.85  per  yard  delivered. 
Prices  of  stone  are  still  open. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  sliiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse : 
Steel  —  (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 28  gauge,  $7.25  per  100  lbs. 

Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 
$6.65,  5,  9  and  10  ft.  sheets,  $6.80  per  square. 
Black  steel  sheets,  24  gauge,  $5.10  per  100 
lb:. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  12>4c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime— $14.00  in  car  lots. 

AIca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade, 
14J/2C  basis;  sisal  rope,  12}4c  basis. 

PAINTS  AND  OILS 

Mixed  Paint— Per  gal.  $2.45  to  $3.00. 

White  lead— Ground  in  oil,  $14.90  per  100  lbs. 

Boiled  linseed  oil — In  bbls.,  $1.10  per  gal.  of  9 

lbs. 

Raw  linseed  oil — In  bbls.,  $1.0S  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.S5;  turpentine,  in  bbls.,  95  cents. 


Mueller  Tapping  Machine 


BY  an  entirely  new  feature,  found  only  in  our  machine, 
you  can  tap  water  mains  under  pressure  with  very  little 
exertion.  We  have  sold  hundreds  of  these  machines 
to  corparations  and  private  companies  all  over  Canada  and 
every  machine  has  given  the  best  satisfaction.  We  might 
refer  you  to  users  in  your  part  of  the  country,  if  you  are  in- 
terested. 

We  also  make  a  complete  line  of  waterworks,  gas 
works,  and  plumbing  brass  goods.  All  tested  under  200 
lbs.  hydraulic  pressure  and  fully  guaranteed. 


H.  Mueller  Mfg.  Co.,  Limited 


SARNIA 


ONTARIO 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 


Meaford"  Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "  Meaford "  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces:  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.  Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta:  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

British  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


CANADIAN 
CHICAGO  BRIDGE  &  IRON 


CO. 


Limited 
BRIDGEBURG,  ONTARIO 
Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"  Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices: — 
Bridgeburg,  Ontario,  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colonv  Bldg. 
New  York,  N.  Y..  30  Church  Street 


Built  for  C.P.R. Montreal 


Shops:— Bridgeburg 
Chicago,  111.  i 


Ont. 

Ireenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 

Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto       -  Canada 
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Civil 

Contractors 

Electrical 

Directory  of  Engineers 

Special 

Mechanical 

Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willi*    Chipman.      Geo.    H.  Power. 


BRYAN  PONTIFEX 

Ch a rtered  A  ccoun tan t. 
SPECIALTY 
MANUFACTURERS'  AND 
CONTRACTORS'  ACCOUNTS 

Excelsior  Life  Bldg.,  Toronto 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


Canadian  Inspection& 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 


MONTREAL 


Head  Office 
aod   Main  Laboratories: 

Branch    Offices   and  Laboratories — 
TORONTO.  WINNIPEG,  EDMONTON, 
VANCOUVER  and  NEW  GLASGOW 


HADDIN  &  MILES 

LIMITED 

I  Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG  CALGARY 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 

Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,      •  Montreal 
Branches  : 

Toronto  Vancouver  London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  tor  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904  HOC  62  Esplanade  E..  Toronto 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DAT  CM  TO       SECURED  OR  OUR 
rn  I  CH  I  O         FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 

Reg.  Patent  Attorneys  Ottawa,  Canada 


AN6LINS 

CONTRACTING 
ENGINEERS 

MONTREAL 


JWILDINGWOBK. 
LARGE  OR  SMALL 
RECEIVES  OUR 
BEST  ATTENTION 


Crushed 
Stone 

BRICK 


Cut 

Stone 
SAND 

T.  A.  Morrison  &  Co.,  ^g^g* 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London.  Eng. 
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McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:   130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1815-1«1« 
Private  exchange  connecting  all  department! 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  IS 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "  100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co 

Pittsburgh,  Pa.  New  York  City  Pallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Havana,  Cuba— Room  65.  Nova  Scotia  Bank  Bldg'. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


An  example  of  our  work. 
These 

TANKS 

are  30  feet  by  55  feet,  erect- 
ed at  Shawinigan  Falls,  Que. 

We  also  build  tanks  for 

PULP  and  PAPER  MILLS 

CHEMICAL  WORKS 
OIL    REFINERIES,  ETC. 

and  for  any  other  purpose. 

W rite  for  estimates 

McKinnon,  Holmes 
&  Company  Limited 

SHERBROOKE,  QUE. 
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There  are  so  many 
important  points 
where 

CANADIAN 
SUMP 
PUMPS 

show  marked  superiority  over  others 
that  you    will    be    interested    in  booklet 

230-1  2. 

There  are  hundreds  of  Canadian  Sump 
Pumps  in  successful  operation  to-day, 
which  is  the  very  best  recommendation 
that  they  are  highly  efficient. 

,  Write  to-day  for  booklet  230-12. 
BUFFALO  STEAM  PUMP  CO.,  Buffalo,  N.Y. 

Sole  Canadian  Agents 

Canadian  Blower  and  Forge  Co. 


Limited 


Kitchener 


Ontario 


St.  John 


(formerly  Berlin,  Ont.) 
Montreal  Toronto  Winnipeg  Vancouver 


If  You  Want  the 
Highest  Standard 
Quality  Dry  Lead 

— the  kind  that  is  the  best  for  every 
purpose  for  which  a  dry  lead  is  used 
— the  kind  that  is  absolutely  guaran- 
teed for  protecting  all  styles  of  metal 
construction  that  is  subject  to  rust  or 
corrosion, 

Make  Your  Next  Order 

CARTER'S 

Dry  Red  Lead 

We  make  Orange  Lead  and  Litharge. 
Special  Red  Lead  and  Litharge  for 
Color,  Varnish  and  Rubber  making. 
Oxides  for  Potters  and  Storage  Batt- 
ery makers.  Our  products  are 
wholly  Canadian  made  and  equal 
in  quality  to  the  best  imported  goods. 

Send  a  post  card  for  prices. 

The  Carter  White  Lead  Co. 

of  Canada,  Limited 

91  Delorimier  Avenue 
Montreal 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


VALVE-HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

Britiih  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated ;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Book  Company.  279  pages, 
illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

Handbook  for  Highway  Engineers,  by  Wilson  G.  Harger  and 
Edmund  A.  Bonney.  Second  Edition  just  published  by 
McGraw-Hill  Book  Company.     609  pages.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 


Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.    213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.60. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  A 
Company.    142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.     Price  $2  00. 

U»«  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Flinn,  Robert  Spurr 
Weston  and  Clinton  Lathrop  Bogert.  Just  published  by 
McGraw-Hill  Book  Company.  824  pages,  illustrated. 
Price  $6.00. 
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If  your  rope  breaks 
your  work  stops 


Use 


"DOMINION" 

Dependable  Rope 
The  Dominion  Wire  Rope  Company,  Limited 

MONTREAL,  TORONTO,  WINNIPEG 

In  Peace  or  War  Jh£c^toQ  "High  Speed  Steel" 

Manufactured  by  the  World  Famous  Makers 

JOHN  HY.  ANDREW  &  CO.,  LIMITED 

Is  The  World's  Choice 

1916  Methods  are  CHEAPER 


use 


"Industrial"  Works  Locomotive 
Coaling  and  Wrecking  Cranes 

Steam,  Electric  or  Gasoline 


If  your  Contract  is  for  Dredging,  Excavating,  Building, 
Sewers,  or  the  Re-handling  of  materials 
Let  us  quote  you  for 

"HAYWARD"  BUCKETS 


Branch : 
108  Mail  Building, 
TORONTO 


Head  Office: 

MONTREAL 


Vol.30  Toronto,  November  15,  1916  No.  46 


Wood  Stave  Pipe  and  Tanks 

Wire  Wound  and  Continuous  Wood  Stave  Pipe, 
Wooden  Tanks  and  Silos 

MADE   FROM   BRITISH   COLUMBIA  FIR 


46  in.  Diameter  Continuous  Wood  Stave  Pipe  Installed  by  us  for  the  Hydro-Electric  Power  Commission  of  Ontario 
Wood  Pipe  and  Tanks  made  in  all  sizes— for  Municipal,  Mining,  Irrigation  and  Power  Purposes 

Write  for  Illustrated  Literature  and  Prices 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

Established  1903  1551  Granville  Street  VANCOUVER,  B.C. 
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SACKVILLE  FREESTONE 


rhis  stone  is  a 
permanently  at- 
tractive material 
tor  all  classes  of 


Hiilum^s. 


Block  Stone 
Head  Sills 
Dimensions 
Random 
Shoddy 
Stone  Sawing 


SACKVILLE  FREESTONE  COMPANY,  LIMITED,  SAC™E' 

Toronto  Agent:  A.  W.  STEWARD,  BUILDERS'  EXCHANGE 


"BEATTY" 

Hoisting  Engines, 
Clamshell  Buckets, 
Steel  Derricks, 
Derrick  Irons, 
Dipper  Dredges, 
Hydraulic  Dredges, 
Centrifugal  Pumps. 

Catalog  describing  above  on  request. 
Your  inquiries  wil  be  answered  quickly. 
Utilize  our  50  years'  experience  in  this  field. 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLANT  1790  3t.  Jamea  Street,  Montreal, Que.        -Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

E  LEONARD  &  SON3  St.  John,  N.  B.  KELLY-POWELL  LTD  McArthur  Bldg.  Winnipeg-,  Man. 


Work  of  this  kind  calls  for  dependability— "Beatty"  Hoists  furnish  it. 
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Everything 
in 
Rubber 


QUALITY  and  VARIETY 
PLUS 

VALUE  and  SERVICE 
GIVE 

ABSOLUTE  SATISFACTION 

If  you  have  not  proved  it,  write  to  our  nearest  Branch 
or  direct  to  Head  Office  for  anything  you  may  need  in 
Rubber  and  see  for  yourself  how  we  aim  to  serve  and 
please  you. 

Canadian  Consolidated  Rubber  Co.,  Limited 

Head  Office:  Montreal,  P.  Q. 

Branches  at  Halifax,  N.S.;  St.  John,  N.B.;  Moncton,  N.B.; 
Quebec,  Que.;  Ottawa,  Ont.;  Toronto,  Ont.;  Hamilton,  Ont; 
Brantford,  Ont;  London,  Ont.;  Kitchener,  Ont.;  North  Bay, 
Ont.;  Fort  William,  Ont.;  Winnipeg,  Man.;  Brandon,  Man.; 
Regina,  Sask. ;  Saskatoon,  Sask. ;  Calgary,  Alta. ;  Edmonton, 
Alta.;  Vancouver,  B.C.;  and  Victoria,  B.C. 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 


I  rom 


Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price.  " 


N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


Turbi 


ine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings.  Condensers,  Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating.  Steam  Turbines,  Tanks,  Water  Wheels,  Water 

Works  Plants 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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A  Plaster  Saving  Test 


ON 


iraNfiBONEfflSflSIH 


throvvi 
conjun 


Have  a  competent  man  erect  a  couple  of 
square  yards  of  Herringbone  Lath  on  a  stud 
partition.  The  ribs  of  the  lath  should  be  hor- 
izontal, sloping  upward  and  outward.  Have 
him  also  place  a  similar  quantity  on  a  ceiling. 


Now  have  him  plaster  the  lath  on  the  par- 
tition and,  while  he  is  doing  so,  place  yourself 
on  the  opposite  side  of  the  partition  and  watch 
the  result.  His  trowel  passes  upward  over  the 
lath.  Each  horizontal  rib,  forming  the  stiffen- 
ing framework  of  the  lath,  also  acts  as  a  baffle, 
ng  the  excess  of  wet  mortar  back  on  the  trowel.  The  twisted  filaments  acting  in 
ction  with  these  baffles,  make  a  perfect  key  with  a  minimum  of  mortar. 


Now  have  your  man  apply  plaster  to  the  ceiling,  pushing  his  trowel  against  the 
slope  of  the  ribs  so  that  they  save  plaster  in  the  same  manner  that  they  do  on  partitions. 
It  won't  work.  The  ribs  are  too  efficient  for  ceilings.  In  spite  of  the  horizontal  posi- 
tion of  the  twisted  filaments,  there  is  not  enough  mortar  gets  through  the  lath  to  hold  it 
in  place.  Your  plasterer  when  working  on  ceilings,  must  move  his  trowel  parallel  to  the 
ribs  of  the  lath  and  thus  eliminate  a  portion  of  the  economy  resulting  from  the  use  of 
Herringbone  clf^T  Lath  on  partitions.  But  this  fact  in  itself,  well  known  to  every  plast- 
erer, demonstrates  conclusively  the  fact  that  Herringbone  CAnoyF  Lath  saves  mortar. 

Now,  think  a  moment.  All  Herringbone  Lath  is  made  from  copper  alloy.  This 
feature  eliminates  the  corrosion  problem.  And  Herringbone  c$g*  Lath  saves  plaster. 
The  saving  amply  offsets  the  small  difference  in  cost  between  Herringbone  cXy'  Lath 
and  the  ordinary  kind.  It  adds  nothing  to  the  cost  of  the  building,  therefore,  to  use 
Herringbone  cAnoyr  Lath  and  you  get  the  copper  alloy  feature  free. 

That  is  why  the  best  architects  always  insist  on  Herringbone  Cjffi%r  Lath. 

Clarence  W.  Noble 

General  Sales  Agent 
117  Sun  Life  Building      -  TORONTO,  ONT. 

Metal  Shingle  and  Siding  Co.,  Manufacturers 


THE  CONTRACT  RECORD 


November  15,  1916 


CLASSIFIED  INDEX  TO  ADVERTISEMENTS 

rhe  following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
quarter  page,  six  headings;  half  page,  twelve     headings;     full       page,    twenty-four  headings. 


Air  Completion 

Can.  Ingeitoll-Rand  Co..  Lid. 
Plait  lion  Woiks 


Aluminium 

Spielniinii   Agencies  Kegd 


Air  Hoim 

Canadian  Ingersoll-Rand  Co. 
Northern   Ciane  Worka 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glasa  Imp'tg.  Co. 

A>h  Hoiata 

Gillia  &  Geoghegan 


Asphalt 

Aaphalt  &  Supply  Company 

Asphalt  Shinglei 

Bird  &  Son. 


Blatt  Hole  Drilla 
Hopkina  &  Co..  P. 


H. 


Blowers  and  Compressora 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldoni  Limited 
Sturtevant  Co.  of  Can.,  Ltd..  B.  F 


Boileri 

Beatty  &  Sons,,  M. 

Inglia  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
oi  Canada.  Limited. 


Brick 

Oriental  Brick  Company 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sbeldona  Limited. 


Buckets 

Beatty  &  Sons,  M. 
Hopkina  &  Co..  F.  H. 
Manitoba  Bridge  &  Iron  Worka 
Radigan   &   Company,  John 


Brick  Machinery  and  Supplies 

Sheldona  Limited 


Bridget  (Steel) 

Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Co. 
DeaMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Mackinnon-Holmei  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
Pittsburgh-DeiMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Conatruction  Co. 


Building  Papers 
Bird  &  Son. 


Cable 

Canada  Wiie  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Undci ground  Cable  Co. 
of  Canada,  Limited 


Cable  Terminals 

Standard  Underground  Cable  Co. 

of   Canada,  Limited. 


Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.  Lumber  Commissioner 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Rogers  Supply  Company 

Centrifugal  Pumps 

Roving  Hydraulic  &  Engineering 
Company 

Canadian  Ingersoll-Rand  Co. 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal   Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold    Storage  Insulation 

Armstrong  Cork  Company 
Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 
Concrete  Culvert  Pipe 

Blair,  B. 

Dominion  Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian  Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 

Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 
Anglins  Limited 
Gray  Construction  Co.,  John  V. 
Wells  &  Gray  Limited 

Contractors'  Lights 

Foster.  W.  L. 
Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 
Company 

Can.  Fairbanks-Morse  Company 

Dake  Engine  Company 

Dominion  Road  Machinery  Co. 

Goodwin,  Barsby  &  Company 

Marsh  &  Henthorn 

Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Barsby  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 


Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 


Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 
Pollard  Mfg.  Company 


Crushed  Stone  and  Granite 

Canada   Crushed  Stone  Corpora- 
tion 

Crushed  Stone.  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 


Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
National  Equipment  Company 
Northern  Crane  Works 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh   and  Henthorn 
National  Steel  Car  Company 
Slieldons  Limited 


Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.   Co.,  Philip 


Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario   Wind   Engine   &  Pump 
Company 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American    Enamelled    Brick  & 
lile  Company 

Engines 

Canadian  Blower  and  Forge  Co 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H 
Inghs  Company,  John 
McDougall  Caledonian  Iron  Wks 


Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Cliipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W 
R.  S.  &  W.  S.  Lea  ' 
Wynne-Roberts,  R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Slieldons  Limited 


Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils.  Edouard 

Filter  Presses 

Piatt  Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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Concrete  Reinforcement  Bars 


Plain  Round  or  Square,  Twisted  Square 

Rail  Carbon  Steel 

Guaranteed  to  conform  to  the  Standard  Specifications  of  American  Society 

for  Testing  Materials. 

BARS  BENT  TO  SHAPE  FOR  BEAMS,  STIRRUPS,  Etc 


Montreal  Aqueduct. 


Cook  Construction  Co.,  Ltd. 
General  Contractors. 


The  Aqueduct  extends  a  distance  of  about  30,800  feet  from  St.  Lawrence  River,  Highly 
Reinforced  Retaining  Walls  were  erected  over  the  entire  distance.  5,000  tons  of  BURLING- 
TON STEEL  BARS  were  supplied  for  this  work.  The  steel  consisted  of  Round  Bars  from 
y2  in.  up  to  1J4  'n-.  anc'  was  a"  made  from  our  high  elastic  limit  RAIL  CARBON  STEEL. 

PROMPT  SHIPMENT 

Burlington  Steel  Co.,  Ltd. 


Hamilton 


Canada 
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Wit*  Kacapaa 

Penms  Wire  A  Iron  Works  Co. 
Manitoba  Hiidgc  &  lion  Works 
McOregor  &  Mclnlyre 

Flag  Poltl 

Ontario  Wind  Engine  &  Pump 
Company. 

Flooring  Material! 

Armmong  Cork  Company 

Fuel  Economirers 

Sturtevant  Co.  of  Can..  Ltd..  B.  F. 

Forge* 

C  anadian  Blower  and  Foige  Co. 
Sheldom  Limited 


Gat  Engines 

GooldT  Shapley  &  Muir  Co. 

Gasoline  Engines 

Koving  llydiaulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 

Goold.  Shaplcy  &  Muir  Co.* 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 
Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governor* 

Boving  Hydraulic  &  Engineering 
Company. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can..  Ltd.,  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


H it h  Duty  Pumping  Engines 

Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh    Valve,    Foundry  A 
Construction  Company 


Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Beatty  &  Sons.  M. 
Canadian   Ingersoll-Rand  Co. 
("■illrs  &  Geoghegan 
Goold,  Shaplcy  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Henthorn 
Mussens  Limited 
National   Equipment  Company 
Northern  Crane  Works 


Hoisting  Engines 
licatty  &  Sons,  M. 
Hopkins  &  Company   F.  H. 
Marsh  &  Henthorn.  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons.  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 


Jib  Cranes  (all  kinds) 
Northern   Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 


Lead  Pencils 

American  Lead   Pencil  Company 


Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 


Machinery  Insulation 

Armstrong  Cork  Company 


Metal  Lath 

Metallic  Roofing  Company 
Noble.  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 
Company 

Ornamental  Brick 

Oriental   Rrick  Company 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Paints  and  Varnishes 

Brandram-Henderson  Co. 

Carter  White  Lead  Company 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 

Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian  Dolarway  Paving  Co. 
Carey  Mfg.  Co..  Philip 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National   Iron  Works 

(Continued  on  page  10) 


London  Tile  and  Sewer 
Pipe  Moulds 

Made  in  all  sizes  from  4  inches  to  1 0  feet 
in  diameter  and  in  lengths  and  designs  to 
meet  every  requirement. 

The  best  moulds  are  the  cheapest.  Write  for  catalogue  N.2B. 

^^Dunn  Cement  Drain  Tile  Machine 

There  are  large  profits  in  the  Cement  Drain  Tile  Business.  We  make  three  sizes  of  ma- 
chines and  entire  equipment  for  tile  plants.    Send  for  Catalogue  No.  2. 

LONDON  POWER  DIAPHRAGM  PUMP""^ 

This  Pump  will  do  as  much  work  as  8  men  can 
on  a  hand  operated  pump  at  a  cost  of  1  5c  per  day 
for  fuel. 

We  make  all  kinds  of  Contractors'  Pumps. 
Write  for  Catalogue  No.  4B. 

London  Concrete  Machinery  Co. 


LONDON,  ONT. 


Limited 


Branches  and  Agencies  in  every  large  city  in  Canada. 

World's  Largest  Manufacturers  of  Concrete  Machinery  and 
Cement  Working  Tools. 
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STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE    Is  to  add  Strength. 

STEEL  BARS    Are  used  in  Concrete  to  Reinforce. 

D  E  M  A  N  D—    Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK     Your  work  on  reinforcing  bars  rolled   from  material 

of  questionable  quality. 

FAVOR     US    With  an   opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 


HAMILTON 


TORONTO 


MONTREAL 


WINNIPEG 
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Pip«  and  Boiler  Coverings 

Dominion  Paint  Works 

Paints  (Bridge  and  Structural  Iron 
tnd  Pipe  Coating) 
Pate  »      Mfg  Company 
Splelmann  Agencies  (Rgd  ) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Hctttv  Si  Sons.  M 
Canadian    lngersoll  Rand  Co. 
Hopkins  ft  Company,  F.  H. 
Marsh  &  Hcnthorn.  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mtg.  Company,  II. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldon*  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  ft  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 


Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 
American  Well  Works 
Beatty  &  Sona,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook.  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Can.  Chicago  Bridge  &  Iron  Co. 

Gartshore,  John  J. 

Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 
Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  ft  Steel 
Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 
Dominion  Road  Machinery  Co. 
Exeter 'Mfg.  Company. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 


Roofing  Material 

Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 


Rubber  Goods 

Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 


Safes  and  Vaults 

Can.  Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 


Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard  Clay  Products  Ltd. 

Shingles 

B.  C.  Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.  C.  Lumber  Commissioner 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 

Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Co. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Can.  Chicago  Bridge  &  Iron  Co. 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 
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Crushed  Stone  for  Macadam  Roads 


Macadam  Roads 
must  be  built 
of  a 

TOUGH 
STONE 

that  will  cement. 
WE  HAVE  IT. 


The  Hagersville  Contracting  Company,  Limited 

HAGERSVILLE,  ONT. 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Ideal  Surface  for  Macadam  Roads 

Macadam  roads  dust  on  the  surface  so  that  constant  repairs  and  attention  are  ne- 
cessary. Use  Fluxphate.  It  binds  the  surface  perfectly  making  a  roadway  like 
Asphalt  pavement.  Wears  for  years  longer  and  saves  great  expense  in  low  up- 
keep of  road. 

Write  for  illustrated  booklet  and  further  particulars. 


PHAL' 


Ai>n  OP  TRADB  BI 


UPP 
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£Sig*k2>  Solid  Steel  Window  Sash 


1  he  in  >>t  popular  and  extensively  used  Steel  Sasli  now  on  the  market,  absolutely  fireproof  and  weather  proof. 
1  lie  design  of  our  Sasli  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 


tage 


Maximum  Daylight    No  Maintenance  Cost — Lower  Insurance  Rates. 


STEEL  and  RADIATION,  LIMITED 

Head  Office    Fraser  Avenue  TORONTO,  Ont. 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining's 
Wall  Coping- 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

The  Independent  Co.)  Limited 
SWANSEA  (near  Toronto) 


PUMPS 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 


Angles 


67-6"x3«/£"x6/i"-60'0" 
28-6"x3l/a"xll/16"-60'0' 
40-6"x354"x3/4"-60'0" 
22-6"x3^"x3/4"-65'0" 


Channels 

31-12"x30  lb.-60'0" 
83-16"x33  Ib.-36'IO^" 


Zees 

94-  3"  x  2-11/16"  x  1/4"  x  6.7  lbs.  -  54  0" 

95-  3-1/16"  x  2-3/4"x5/16"  x  8.5  lbs.  -  50 '0" 


Mild  Steel  Bars 


20-8" 
20-10 
13-6" 

19-  8' 

20-  10 
15-11 

12-  11 
88-4" 

13-  8" 


xl/4"-30'0" 

'xl/4"-30'0" 

x5/16"-10'0" 

xb  16"-20'0" 

x5/16"-30'0" 

"x5/16"-30'0" 

"x5/16"-20'0" 

I/2x5/16"-17'0" 

x3/8"-ll'10" 

x3/8"-30'0" 


14-6"x7/16"-13'0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

5-1254"x5/8"-30'0" 

22-6!4"xll/16"-33'0" 

5-7"xll/16"-20'0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


ALL  KINDS 

DUPLEX,  CENTRIFUGAL, 
PULSOMETER,  DIAPHRAGM 


For  Steam,  Gasoline,  or  Electric  Motor  or  Belt  Driven 


MUSSENS  LIMITED 


MONTREAL   QUEBEC   PRUNE AU  &  CO. 
WINNIPEG    TORONTO  -H.  TURNBULL  &  CO. 
VANCOUVER  COBALT   H.  L.  USBORNE 
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We  are  in  a  position  to  make 


Immediate  Delivery 


of  all  kinds  of 


STEEL 
CASTINGS 


100  lbs.  and  heavier 


Send  us  your  next  order 


Dominion  Steel 

Foundry  Co.,  Limited 

HAMILTON        n      n  ONTARIO 


PEERLESS 

a  Money-Maker 


If  your  contract 
includes  masonrx 
work  or  the  set- 
tiny  of  girders  or 
timbers  you  need 
a  Peerless. 

It  soon  saves  its 
cost  in  labor 
saved. 


It  is  a  light, 
portable,  inex- 
pensive derrick 
of  1,800  lbs  ca- 
pacity, built  of 
steel  and  malle- 
able iron  with 
bronze  bush- 
ings. 

Our  1,  2,  and 
.i  ton  stiff  leg 
derricks  are 
also  very  popu- 
lar. 

Get  our  prices. 


National  Equipment  Co.,  Limited 

1  Wabash  Ave.,  TORONTO 


THE  MARGIN  OF  SAFETY 

Wherever  there  is  an  expansion  joint  in  this  magnificent  con- 
crete.viaduct  at  Cincinnati,  Ohio,  there  is  a 

CAHEY 


EXPAtJsiorJ 
J  O  I  INT 

Not  merely  a  crack  full  of  poured  asphalt  but  a  firm,  substantial 
slab  of  asphalt  compound  compressed  between  two  layers  of 
asphalt  felt,  making  a  perfect  bond  between  the  units  of  the  con- 
struction and  expanding  or  contracting  in  complete  synchronism 
with  the  changes  in  the  concrete. 

ELASTITE  absolutely  prevents  opening  of  cracks  or  buckling  of 
slabs  or  paving  blocks,  insures  a  better  job,  a  saving  of  time  and 
of  money  and  freedom  from  come-backs  under  the  provisions  of  the 
maintainance  bond. 

Write  for  sample  and  literature. 

Address  Elastite  Department 

THE  PHILIP  CAREY  COMPANY 

TORONTO  MONTREAL 


FOR  SALE 


1 — 85  Ton  Marion  Steam 
Shovel 

4 — Standard  Gauge 

Dinkies  (Porter) 


40— 6-yard  2 -Way  Steam 
Shovel  Cars 


W.  FRASER 

83  Craig  St.  West 

MONTREAL 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Strain  Engines 

Slur  tcvant  Co.  o(  Can..  Ltd..  B.  F. 

Stejm  Turbines 

McDou*?all  Caledonian  Iron  Wks 
Stuiloant  t  o.  oi  Can..  Ltd..  H.  F. 

Steel 

Burlington  Slcel  Company 
Hopkins  A  Company.  F.  H. 
Sleel  i 'ompany  ol  Can.  Ltd. 

Steel  Bar* 

Burlington  Steel  Company 
Dominion   Iron  St  Steel  Co. 
Hopkins  ft  Company.  F.  II. 
Sleel  i  uuipjny  o(  Can.  Ltd. 

Steel  Castings 

Dominion  Steel  Foundry  Co. 

Steel  Pipe 
Can.  Chicago  Bridge  ft  Iron  Wks. 

Steel   Plate  Construction 

Water  ous  Engine  Works  Co. 

Steel  Baah 

Steel  St  Radiation  Limited 

Stone 

Brunei!  ft  Company 
Hagersville  Contracting  Co. 
Rogers  Supply  Company 
Sackville   Freestone  Company 

Structural  Iron  and  Steel 

Burlington  Sleel  Company 
Can.  Chicago  Bridge  &  Iron  Co. 
DesMoines  Bridge  St  Iron  Co. 
Dominion   Bridge  Company 
Mackinnon  Holmes  St  Co 
Manitoba  Bridge  ft  Iron  Works 
Maritime   Bridge  Company 
Mct.regor  ft  Mclntyre 
Pittsburgh- DesMoines  Steel  Co 
Reid  &  Brown 

Standard  Steel  Construction  Co 
Structural  Steel  Company 


Surveyors'  Instruments 
llcllci    St  Biightly 

Swinging  Gears 

Dake  Engine  Company 

Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  Jt  Iron  C*o. 
Goold,  Sliaplcy  &  Muir  Co. 
lnglis,  John 

Manitoba  Bridge  &  Iron  Works 
Mai!.li  &  Heiitlioin 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,    Holmes   &  Co. 
Ontaiio  Wind  Engine  &  Pump 

Company 
Pittsburgh DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Bjack  Building  Supply  Company 
tiillis  &  Ccoghegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Kobt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Co. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Tliomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons.  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 


Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldon*  Limited. 
Stui  tevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 

Piatt  Iron  Works 

Waterproofing 

Palerson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and  Cutting  Plants 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

White  Lead 

Carter  White  Lead  Company 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood    Pipe  &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank 
Company. 


Factory  Enamel  White 

in  flat  or  glass  produces  a  smoother,  more  lasting,  pure 
white  finish  than  ordinary  paint  and  positively  will  not 
turn  color,  crack,  peel  or  check  even  after  years  of  ser- 
vice.   It  is  specially  recommended  for 

Increasing  the  Daylight 

in  factories  without  extra  overhead  expense.  Actual  tests 
where  it  has  been  applied  show  19  to  36  per  cent,  more 
light  because  the  enamelled  walls  reflect  the  rays  which 
were  formerly  absorbed. 


Factory  Enamel  White  is  put  up  in  cans  and  barrels. 
For  further  particulars  and  quantity  prices  write 
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"Maximum  Power  at  Minimum  Cost" 


Leading  Points  of  Classes  UEL"  and  "FL" 

Ingersoll-Rand  Air  Compressors 

1.  PRICE — They  bring  the  highest  possible  quality  at 

the  lowest  consistent  price. 

2.  CAPACITY — They  have  a  larger  capacity  per  unit 

of  space  than  any  other  small  compressor. 

3.  POWER   ECONOMY    -  Every  horse   power  of 

energy  returns  a  higher  value  in  compressed 
air  than  in  any  other  type  within  their 
range  of  sizes. 

4.  AUTOMATIC  OPERATION  —  Thoroughly  reli- 

able, completely  automatic,  self-regulating 
and  in  every  way  capable  of  taking  care  of 
themselves. 

5.  WEARING  QUALITY  —  The  best  material  the 

market  affords  gives  them  the  wearing  quality 
which  makes  them  permanently  profitable. 

6.  TYPE  —  They  embrace  simplicity,  accessibility  and 

suitable  method  of  drive. 

Ask  nearest  office  for  any  information  desired. 

Canadian  Ingersoll-Rand  Company,  Limited 

Commercial  Union  Bldg.,  Montreal,  Canada 

WORKS:   SHERBROOKE,  QUE. 
Sydney        Toronto        Cobalt        Timmins        Winnipeg        Nelson  Vancouver 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


\ll>crt  Mamiiacturim:  Company  ..  . 

\inerican  Lead  Pencil  Company  .  .  .  50 

American  Well  Works   55 

Angiitis  Limited   60 

tnnstrong  Cork  Company   02 

Art  StOIK  Company   60 

\sphalt  &  Supply  Company    11 

Ault  \-  \\  ihorn  Company   50 

Barber.  Frank    60 

B.  C.  I. timber  Commissioner  

Bratty  &  Sons.  Limited,  M   2 

Bird  &  Son  

IUac}v  Building  Supply  Company  ...  58 

Blair  Company.  B  

Boving    Hydraulic  &  Engineering 

Company  : . .  .  52 

Brandram- Henderson  Co   14 

Britnell  Company.  Limited  ...  ...  .  51 

Burlington  Steel  Company   7 


i  .ui.ida  Crushed  Stone  Corporation.  11 

Canada  Iron  Foundries  Limited  ....  54 

Canada  Wire  &  Iron  Goods  Co.  ...  50 

Canadian  Billings  &  Spencer   20 

Canadian  Blower  and  Forge  Co.  %  .  .  62 
Canadian   Chicago   Bridge    &  Iron 

Company   50 

Canadian  Consolidated  Rubber  Co...  3 

Canadian  Ingersoll-Kand  Co   15 

Canadian    Inspection    and  Testing 

Laboratories   60 

Canadian  Office  School  Furniture  Co. 

Canadian  Pipe  Company,  Limited  . .  54 

Carey  Company,  Philip   13 

Carter  White  Lead  Co  

Chipman  &  Power   60 

Conduits  Company,  Limited   59 

Cook,  A.  D   52 

Crushed  Stone,  Limited   54 

Dake  Engine  Company   51 

Darling  Bros   51 

Dennis  Wire  &  Iron  Company   55 

DciMoines  Bridge  &  Iron  Works..  61 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   60 

Dominion  Iron  &  Steel  Company  ...  57 

Dominion  Paint  Works  

Dominion  Steel  Foundry  Co   13 

Dominion  Sewer  Pipe  Company  ...  12 

Dominion  Wire  Rope  Co   64 

Dunlop  Tire  &  Rubber  Company  . . . 
Dunn  Wire-Cut-Lug  Brick  Co  


I  teeter  M  t...  (  omp  inj 


Foster,  W.  L  

Fraser,  W   13 

Gartshore,  John  J   51 

t iartshore-Thompson  Pipe  &  Foun- 
dry Company   51 

Gent  Company  

Cillis  &  Geoghegan   58 

Goodwin-Barsby  Company  

Goold,  Shapley  &  Muir  Company  . .  59 
Gray  Construction  Co.,  John  V  

Haddin  &  Miles   60 

Hagersville  Contracting  Company  . .  10 

Heller  &  Brightly   51 

Hopkins  &  Company,  F.  H   64 

Hunt  &  Company,  Robert  W   60 

[deal  Concrete  Machinery  Company 
Inglis  Company,  John   40 


Kerr  Engine  Company,  Limited 


Lea,  R.  S  

London  Concrete  Machinery  Co. 
Luxfer  Prism  Company  


60 


MacKinnon  Holmes  &  Company  ... 

Manitoba  Bridge  Works  Co.  

Maritime  Bridge  Works  Co   12 

Marsh  &  Henthorn,  Limited   51 

McAvity  &  Sons,  T   60 

McDougall  Caledonian   Iron  Works 

Company   4 

McGregor  &  Mclntyre   61 

Mcaford  Wheelbarrow  Company  . .  . 

Metallic  Roofing  Company    53 

Miller  &  Company,  George  M   00 

Morrison  &  Co.,  T.  A   60 

Mueller  Mfg.  Company,  H  

Mussens  Limited   12 


National  Equipment  Co   13 

National  Iron  Works   50 

National  Steel  Car  Company  

Neptune  Meter  Company   53 

Noble.  Clarence  W   5 

Northern  Crane  Works   52 

Nova  Scotia  Steel  &  Coal  Co  


( )riental  Brick  Company  

Ormsby  Company,  A.  B   .  . 

(  Intario  Sewer  Pipe  Company  ... 
(  Intario  Wind  Engine  &  Pump  Co. 


Pacific  Coast  Pipe  Company  ... 

Paterson  Mfg.  Company  

I'edlar  People  

Pelletier  &  Fils,  Edouard  

Pittsburgh-Des  Moines  Steel  Co. 

Piatt  Iron  Works  

Pontifex,  Bryan  

Power  &  Son  

Prest-O-Lite  Company  


1 
40 


61 
54 
60 
60 


Quinlan  &  Robertson   52 


Radigan  &  Company,  John  

Reid  &  Brown   60 

Ric-wiL  Underground   Pipe  Cover- 

,  ing  Company  

Rogers  Limited,  Alfred  

Rogers  &  Company,  F  

Rogers  Supply  Company  


Sackville  Freestone  Company   2 

Sheldons  Limited   50 

Shipman  &  Co.,  Harold  C   00 

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  ...  57 

Standard  Steel  Construction  Co.  ...  54 
Standard  Underground  Cable  Co.  of 

Canada   5.5 

Stark  Rolling  Mill  Company   48 

Steel  Co.  of  Canada,  Limited   0 

Steel  &  Radiation   12 

Structural  Steel  Company   54 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F. 

Tiffin  Wagon  Company   10 

Toch  Bros                                   ...  18 

Toronto  Plate  Glass  Importing  Co.. 

Trussed  Concrete  Steel  Co   50 

Turnbull  Elevator  Company  


Vancouver  Wood  Pipe  &  Tank  Co.  55 


Waterous  Engine  Works  Co.  20 

Wells  &  Gray,  Limited   13 

Wettlaufer  Bros   18 

Wilson  &  Son,  C   55 

Wynne-Roberts,  R.  0   00 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 


November  15,  1916 


THE  CONTRACT  RECORD 


17 


Yonge  Street  Subway,  North  Toronto 

''"PHIS  contract  recently  completed  for  the 
Canadian  Pacific  Railway  is  a  good 
example  of  what  can  be  done  in  concrete  by 
careful  workmanship.  We  consider  it  to  be 
one  of  the  best  pieces  of  concrete  work  in  this 
country. 

Work  was  done  under  supervision  of 

B.  Ripley,  G.  P.  R.  Engineer  of  Grade  Separation, 

A.  L.  Hertzberg,  Division  Engineer  G.  P.  R.,  Toronto. 


WELLS  and  GRAY,  LIMITED 

ENGINEERS  AND  CONTRACTORS 

Branch  office:  247  Confederation  Life  Bldg. 

Bank  of  Commerce  Bldg.,  TAnAMTrv 
WINDSOR,  ONT.  1  (JKUIN  1  O 
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WETTLAUFER'S 

Fa  mous  Heart  Shaped 

CONCRETE  MIXERS 

I  hcsc  machines  are  recognized  by  -  contractors  as 
the  finest  for  heavy  duty  performance',  and  uniform  mix- 
in.;  Perfected  and  made  entirely  in  Canada  by  Can- 
adians  for  the  Canadian  trade.  W  e  manufacture  hoists, 
equipped  with  e.a>.  steam  or  electric  power.  Mounted 
•  n  >knN  or  trucks.  We  would  be  glad  to  demonstrate 
>ur  equipment  at  our  Toronto  warehouse  at  any  time. 


Ask  us  about 
our  brick  and 
block  machines, 
tile  machines, 
crushers,  pul- 
verizing rolls, 
pavers,  etc. 


Catalogue 
on 
request 


WETTLAUFER  BROS.,  LIMITED 

IMPROVED  CONCRETE  MACHINERY 
178  Spadina  Ave.,  TORONTO,  ONT. 

Bra-iche«    Montreal.  Halifax,  Vancouver,  Winnipeg 


ft  isrit  dusting 


Il'SI  as  I  told  you — the  right  cement  floor  finishei  would  make 
J  our   concrete  floors   wearproof,   waterproof  and   oilproof.  Now 

you  see  why  1  specified 

,  P  w  uzTcmfnt  Filled 
M\.M.Tf*  L  Cement  Floor  Paint 


ft£6.  us. pat.  orr. 


<«S    TO  CIMET  ^£BJ7ift># 


R.  I.  W.  Cement  Filler  and  Cement  Floor  Paint  seal  the  sandy,  por- 
ous surface  of  concrete  and  cement  floors  and  in  this  way  stop  the 
constant  sanding,  water  infiltration  and  the  soaking  up  of  oil. 
And  it  is  so  easy  to  apply — anybody  can  do  it  perfectly. 
Twelve  standard  decorative  colors.    A  two-coat  proposition  that  resists 
wear  longer  than  anything  else  we  have  ever  seen. 

Don't  let  "cement  dust"  fly  as  the  floor  scuffs  off  or  sands.  Stop  it  im- 
mediately with  an  application  of  these  wonderful  preservatives,  and 
save  your  machinery  and  stock.     Write  for  illustrated   Booklet  from 


Dept.  51. 

R.  I.  W. 


DAMP-RESISTING  PAINT  CO. 
TOCH  BROTHERS 

Gerrard  St.  and  Carlaw  Ave. 
TORONTO,   ONTARIO,  CANADA 


WHAT  EVERY  MUNICIPALITY  NEEDS 


Cast  Iron  Basin  Covers 


LOW  CONE  CATCH   BASIN  COVER 

The  Panama  Cast  Iron  Catch  Basin  Covers  are 
designed  to  eliminate  clogging  with  debris  and  to 
give  free  passage  of  water.  They  are  so  con- 
structed that  the  rising  water  constantly  washes 
the  drift  upwards,  over  the  top,  and  away,  and 
permits  unobstructed  flow.  The  wide  flange  fits 
securely  into  the  end  of  the  tile  and  the  projec- 
tion protects  it,  and  holds  the  cover  firmly  in 
position.  Made  to  fit  the  bell  end  of  tile. 
Size9  ft  to  24  inches. 


IF 

you  need  a 
machine 
to  grade 
the  streets 
in  your 
town 
ask  us 
about  our 
BOSTON 
GRADER 


Cast  Iron  Culvert  Pipe 


The  Panama  Round  Culvert  Pipe  composes  features  that  are 
covered  by  Canadian  patents.  This  culvert  is  furnished  in  4  ft. 
sections,  but  when  placed  into  the  ditch  the  interlocking 
feature  makes  it  one  continuous  culvert.  The  expansion  feature 
should  interest  users  of  culverts  in  Canada.  There  is  no 
trouble  whatever  with  this  culvert  in  extreme  cold  weather ;  if 
it  freezes  full,  the  top  section  raises  enough  to  allow  for  ex- 
pansion. This  culvert  will  eventually  replace  all  concrete  tile 
and  sheet  iron  culverts. 


HIGH  CONE  CATCH  BASIN  COVER 


FOR  STREET  CROSSINGS  AND  SHALLOW  DRAINS 


THE    EXETER  MANUFACTURING  CO.,  LTD.,  EXETER,  ONT. 

Road  Machinery  Municipal  Supplies  Concrete  Machinery 
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60,000,000 

Bacilli 

to  the 
Teaspoonful 

That  is  the  find- 
ing of  a  prominent 
city  bacteriologist 
in  reference  to  or- 
dinary street  dust. 
Half  '  of  this  stu- 
pendi  his  amount  are 
dangerous  disease 
germs.  Flushing 
with  water  is  the 
best  known  street 
cleaning  method  to 
safe-guard  public 
health. 


A  Canadian  City  Official 
Said  of  the  Tiffin  Street  Flusher 


"This  is  the  first  real  flushing 
demonstration  I  ever  saw" 


These  were  mighty  emphatic  words,  coming 
from  a  man  who  had  investigated  every  type 
of  street    flusher  manufactured. 

The  Tiffin  is  able  to 
convince  all  who  in- 
vestigate, because  it  is 
absolutely  right  in  prin- 
ciple. One  motor  for 
flushing  absolutely  in* 
dependent  of  the  other 
motor  used  for  propelling 
cle. 

It  is  the  only  system  that  gives  full  control 
of  flushing  pressure  regardless  of  vehicle 


the  vehi- 


speed.  If  the  street  is  badly  caked  the  vehicle 
can  run  slowly  with  flushing  stream  heavy, 
or — if  street  is  comparatively  clean,  flushing 

maybe  light  while  vehicle 

travels  fast. 

The  Tiffin  also  costs 
least  to  operate  and  con- 
sumes less  water  in  pro- 
portion to  the  work 
accomplished. 
But  one  man  required  to  operate  all  devices 
and  drive  the  vehicle. 

Engineering  data  and  catalog  sent  upon 
request. 


THE  TIFFIN  WAGON  COMPANY,  TIFFIN,  OHIO 

Makers  also  of  Tiffin  Motor  Trucks,  Municipal  Vehicles,  Dump  and  Farm  Wagons,  etc. 


Agents  for  Ontario,  Quebec  and  Lower  Provinces: 

F.  H.  HOPKINS  &  CO.,  Montreal  and  Toronto 


THE   CONTRACT  RECORD 


November  15,  1916 


Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 

Welland,  Ontario 


WATEROUS 


SPLIT 
BASE 


PUMPS 


¥   For  Industrial  Service 

Waterous  Pumps  are  built  in  sizes  up  to 
14-inch  discharge  opening,  with  capa- 
city of  from  120  to  7,000  gallons  per 
minute. 

In  Horizontal  and 
Vertical  Types 

Built  for  belt,  motor  or  engine  drive 

They  will  handle  foaming,  non-foam- 
ing and  precipitating  liquids,  pulp  stuff 
and  water  containing  up  to  20  per  cent, 
suspended  matter. 

SPECIAL  FEATURES— Split  bronze, 
packing  glands,  reversible  barrel  and 
runners,  extra  large  bearings.  Great 
strength  and  simplicity  distinguish 
these  pumps.    No  matter  what  kind  of 

Work  yOU  are  doing  we  have  the  right  pump  and  the  best  pump  for  turbing  the  foundation.  This  is  of  great  benefit  when  pump 
VOUr  WOrk.  is  set  in  concrete  or  when  the  suction  flange  is  placed  close 

CATALOGUE  ON  REQUEST  No.  200. 


NOTICE  THE  SPLIT  BASE! 

This  is  a  special  Waterous  feature.  It  permits  the  work- 
ing parts  to  be   lifted  bodily   from  the  base  without  dis- 


to  a  wall  where  access  is  difficult. 


The  Waterous  Engine  Works  Co.,  Limited,  Brantford,  Canada 
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The  Question  of  Tenders  and  the  Rights 
of  Tenderers 

THE  methods  generally  adopted  in  the  calling  of 
tenders  and  the  awarding  of  contracts  is,  at 
best,  a  phase -of  bur  business  life  that  is  open 
to  discussion,  though  opinions  may  differ  as  to 
the  best  remedy  for  the  defects.  There  can  be  no  dif- 
ference of  opinion  as  to  the  existing  facts,  however, 
viz.,  that  there  is  something  in  current  methods — par- 
ticularly in  municipal  work — that  smacks  of  the  un- 
savory, and  a  great  deal  that  is  obviously  unjust.  Com- 
petitive bidding,  involving  as  it  does  a  large  expendi- 
ture of  labor  and  time  on  the  part  of  those  tendering, 
is  a  game  that  should  be  played  fair.  Tendering  is 
largely  speculative  and,  as  such,  can  never  be  quite 
above  suspicion,  but  any  recognition  of  this  on  the 
part  of  authorities — any  latitude  which  admits  of  a 
possibility  of  tampering  with  bids  after  they  have 
been  sent  in — should  be  strictly  tabooed.    The  game 


should  not  be  made  a  gamble,  with  dishonest)'  thrown 
in.  It  is  true  some  bids  are  submitted  in  the  hope  that 
a  chance  stroke  will  cause  their  acceptance,  hut  re- 
sponsible bidders  submit  their  tenders  intelligently 
and  trust  that  the  fairness  of  honest  competition  will 
be  instrumental  in  determining  acceptance  or  rejec- 
tion. It  is  only  fair  to  those  bidding,  then,  that  no  un- 
savory procedure  should  be  allowed,  and,  indeed,  that 
there  should  be  no  opening  for  suspicion.  It  is  an  out- 
rage upon  those  who  play  the  game  in  good  faith  to 
permit  any  action  that  is  not  above  suspicion  or  to 
leave  an  opening  for  the  intrusion  <>f  the  irresponsible 
bidder  or  the  grafter. 

*  *  * 

In  last  week's  Contract  Record  an  item  was  pub- 
lished intimating-  that  the  Montreal  Builders"  Ex- 
change will  ask  the  government  to  open  tenders  for 
government  work  in  the  presence  of  those  who  ten- 
dered and  to  return  immediately  the  cheques  of  unsuc- 
cessful tenderers.  We  heartily  endorse  such  action, 
but  why  limit  it  to  government  work?  Why  not  make 
it  just  as  applicable  to  municipal  interests?  It  is  in 
such  connection  that  a  great  deal  of  the  dishonest  and 
suspicious  conduct  of  contracts  occurs.  The  item  re- 
ferred to  brings  out  one  great  defect  in  connection  with 
municipal  tenders.  Perhaps  nothing  is  calculated  to 
cause  distrust  so  much  as  the  common  and  pernicious 
habit  of  opening  tenders  secretly.  But.  though  this 
practice  is  widespread,  this  does  not  constitute  an  ex- 
cuse, nor  does  it  minimize  to  any  degree  its  pernicious- 
ness.  It  pays  to  be  frank,  and  any  attempt  at  tempor- 
izing only  leads  to  suspicion.  Such  practice  is  to  be 
condemned,  not  only  on  high  moral  grounds,  but  also 
on  the  grounds  of  fair  play  and  square  treatment,  ['.id 
ders  who  submit  their  offers  gratuitously  are  entitled 
by  the  highest  ethics  of  business  to  be  present  when 
the  contract  is  awarded. 

The  remedy  that  naturally  suggests  itself  is  to 
make  it  a  general  law  that  tenders  must  be  opened  at 
the  hour  the  bidding  ceases.  The  tendency  to  delay 
the  award  is  disconcerting  and  unfair  to  the  bidder. 
Delay  means  in  most  cases  loss  of  money  and  time. 
Delay  gives  rise  to  suspicion  which,  in  many  cases, 
has  been  well-founded.  An  opportunity  is  offered  for 
unscrupulous  or  irresponsible  bidders  to  submit  bids 
or  tamper  with  those  already  in. 

*  *  * 

Then,  again,  if  an  hour  is  set  it  should  be  obsen  ed. 
We  recently  heard  that  in  one  Canadian  municipality 
three  United  States  representatives  travelled  north  to 
be  present  at  the  opening,  at  the  appointed  hour,  of 
tenders  for  work  on  which  their  firms  had  bid.  The 
mayor  delayed  the  matter  for  a  week  on  a  purely  triv- 
ial pretext,  and  calmly  informed  the  bidders  to  call 
again.  An  action  of  this  kind  is  bound  to  be  harmful 
to  the  best  interests  of  the  city,  inasmuch  as  it  will 
tend  to  keep  honest,  reputable  contr-actors  out  of  the 
running. 

The  obligation  of  returning  cheques  of  unsuccess- 
ful tenderers  promptly,  also,  too  frequently  goes  un- 
recognized. Indeed,  the  practice  of  retaining  them  is 
very  widespread.  We  occasionally  hear  of  municipali- 
ties financing  their  contracts  on  retained  deposits, 
keeping  those  accruing  from  one  contract  until  the 
funds  similarlv  derived  from  the  next  work  should 
enable  them  to  pay  off  the  first  debt.  Such  cases  may 
be  supernormal,  but  they  simply  indicate  the  extreme 
to  which  a  bad  practice  may  be  carried.  Municipali- 
ties will  gain  in  the  end  if  tender  procedure  is  played 
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t.ur.  Nothing  can  be  more  harmful  than  secret  award- 
ing -.1  Contracts,  and  the  surest  rcnie.lv  is  to  open  the 
tenders  at  the  tunc  of  closing  and  return  the  cheques 

of  the  unsuccessful  bidders  promptly. 

1  Ik-  \j\  antages  of  Co-Partnership  Between 
Engineers  and  Architects 

A PARTNERSHIP  between  a  structural  engi- 
neer and  an  architect  often  proves  an  ideal 
union  of  the  economist  and  the  artist,  states  a 
writer  in  Engineering  and  Contracting.  Re- 
centh  the  persona]  columns  of  civil  engineering  jour- 
nals have  recorded  an  increasing  number  of  such  part- 
nerships. W  e  venture  the  prediction  that  each  coming 
year  will  witness  a  marked  increase  in  engineering- 
architectural  co-partnerships. 

There  are  main  new  forces  at  work  that  tend  to 
develop  relationships  of  this. sort.  To  begin  with,  the 
increasing  wealth  of  the  country  leads  inevitably  to- 
ward the  construction  of  larger  and  better  buildings  of 
all  sorts.  The  financial  progress  of  every  nation  is 
always  marked  by  the  betterment  of  both  residential 
and  industrial  buildings.  With  larger  investments  in 
buildings  there  comes  greater  care  in  selecting  the  de- 
signers. And  when  an  owner  gives  careful  thought  to 
this  matter,  it  takes  no  unusual  powers  of  perception 
to  recognize  that  it  pays  to  employ  a  designer  skilled 
in  studv  of  building  economics — structural  engineer- 
ing. 

Educational  publicity  is  playing  an  important  part 
in  convincing  owners  that  it  pays'to  build  for  perman- 
ence. When  to  the  publicity  effected  by  manufacturers 
of  cement,  tile,  steel,  etc.,  there  shall  be  added  the  pub- 
licity  that  individual  engineers  and  structural  engi- 
neering societies  can  effect,  owners  will  more  com- 
monly  demand  engineering  services  of  high  order  in 
the  designing  of  buildings.  We  believe  that  this  de- 
mand will  not  relate  to  industrial  buildings  only,  but 
will  involve  residential  buildings.  Take,  for  example, 
the  problem  of  heating  a  house.  Here  is  an  engineer- 
ing problem  of  no  mean  intricacy,  yet,  as  conditions 
now  exist,  its  solution  is  usually  left  to  the  mechanic 
w  ho  installs  the  heating  apparatus.  How  many  house 
owners  know  that  the  efficiency  of  the  average  furnace 
i-  less  than  50  per  cent,  and  that  it  could  be  raised  to 
75  per  cent.?  I  low  many  know  that  the  heat  lost 
through  the  window  glass  constitutes  the  greatest 
drain  upon  their  coal  bin,  and  that  double  glazing  cuts 
this  drain  in  two?  How  many  know  that  cheap  and 
defective  plumbing  not  only  doubles  their  annual  main- 
tenance costs,  but  results  in  a  vast  waste  of  water 
which,  directlv  or  indirectly,  they  must  pay  for?  How 
manv  know  that,  for  equal  illumination,  light-colored 
interior  walls  decrease  the  monthly  lighting  bills  as 
compared  with  dark  walls?  How  many  realize  that 
white  exterior  walls  in  courts  and  where  buildings  are 
close  together  will  eliminate  at  least  one  hour  of  arti- 
ficial illumination  daily?  How  many  know  that  by 
building  large  refrigerators  as  part  of  the  house  they 
can  not  onlv  cut  ice  bills  in  two,  but  reduce  the  cost  of 
all  perishable  foods  by  buying  in  larger  quantities? 

We  have  touched  but  a  few  of  many  economies  of 
household  operation  that  are  effected  by  the  design  of 
the  house,  vet  thev  alone  would  justify  employing  an 
engineer  in  the  design  of  every  modern  residence. 

We  believe  that  an  engineer  who  specializes  in 
household  economics  both  of  operation  and  construc- 
tion has  a  better  chance  (if  winning  clients  than  has  an 
architect.  Together  a  good  structural  engineer  and  a 
food  architect  should  easily  forge  ahead  of  any  firm 
composed  only  of  architects. 


Toronto's  Mechanical  Filtration  Plant,  the 
Biggest  in  the  World 

Till''  regular  monthly  meeting  of  the  Toronto 
branch  of  the  Canadian  Society  of  Civil  Engi- 
neers was  held  on  Thursday  evening,  Nov.  9. 
The  feature  was  an  address  by  Mr.  Storrie, 
chief  engineer  of  the  John  ver  Mehr  Engineering  Com- 
pany, the  designers  of  and  consulting  and  supervising 
engineers  for  Toronto's  new  mechanical  filtration 
plant.  Mr.  Storrie's  remarks  covered  very  compre- 
hensively the  design  and  construction  features  of  the 
new  drifting  sand  installation  on  Toronto  Island,  the 
largest  plant  of  its  type  in  the  world.  In  introducing 
his  subject,  the  speaker  directed  attention  to  the  differ- 
ences between  the  slow  sand  method  of  filtration  and 
the  mechanical  (rapid)  sand  system.  Generally  speak- 
ing, they  typify  English  and  American  methods.  He 
pointed  out  how  the  general  differences  in  the  sources 
of  supply  in  the  two  countries  made  the  names  espe- 
cially applicable^  The  events  leading  up  to  the  inven- 
tion of  the  type  of  unit  just  installed  in  Toronto, 
known  as  the  drifting  sand  filter,  were  described.  By 
means  of  a  large  number  of  slides,  also,  the  speaker 
elucidated  the  principles  that  underlie  the  operation  of 
the  drifting  sand  units — this  drifting  sand  feature  con- 
stituting the  distinguishing  and  essential  difference  be- 
tween this  type  of  unit  and  the  conventional  type  of 
mechanical  filter.  The  slides  also  depicted  features  of 
construction  in  connection  with  the  erection  of  the 
plant,  which  indicated  the  wonderful  ingenuity  exer- 
cised  and  care  taken  in  securing  the  perfection  of  every 
detail. 

Theory  of  Drifting  Sand  Filter. 

Mr.  Gore,  the  inventor  of  the  drifting  sand  type  of 
filter,  was  present,  and  addressed  the  meeting  briefly 
on  his  theory  of  the  basic  operations  of  this  type  of 
filter.  Mr.  Gore  does  not  consider,  either  that  the 
original  theory  of  mere  screening  or  the  later  theory 
oi  removal  of  impurities  through  biological  action  are 
sufficient  to  explain  the  operations  which  go  on  in  this 
type  of  filter.  In  Mr.  Gore's  opinion,  purifying  action 
is  due  to  adsorption,  by  which  is  meant,  in  this  in- 
stance, the  mutual  combining  action  between  ions 
carrying  electrostatic  charges  of  opposite  polarities. 
To  be  more  specific,  this  theory  is  that  the  alum  which, 
in  solution  (according  to  the  now  generally  accepted 
theory  of  solution),  breaks  up  into  electrically 
charged  ions,  thus  prov  ides  nuclei  around  which  bac- 
teria carrying  opposite  electrostatic  charges  gather. 
These  groups  of  ions,  having  now  an  appreciable  size, 
are  carried  off,  chiefly  by  the  drifting  sand  and  liber- 
ated to  the  discharge  sewer  at  the  bottom  of  the  filter. 
Such  of  these  groups  as  make  their  way  through  the 
drifting  sand  and  finally  reach  the  surface  of  the  inner 
fixed  cone  are  caught  at  the  surface,  being  now  larger 
than  the  interstices  through  which  the  bacteria  for- 
merly passed. 

Mr.  Gore  related  that  his  attention  was  first  drawn 
to  this  idea  by  the  action  of  a  large  iron  pipe  supply- 
ing the  city  of  Liverpool,  in  which  a  scum  of  peaty 
material  had  been  deposited  to  a  considerable  thick- 
ness, and  where  examination  showed  that  the  water 
was  being  slowly  but  surely  purified  by  adsorption  as 
it  passed  along  the  pipe.  The  only  difference  between 
this  pipe  and  the  drifting  sand  filter  is  that  in  the  first 
case  the  adsorber  was  a  fixed  body,  whereas  in  the 
latter  case  it  is  a  body  in  motion.  Interesting  contri- 
butions to  the  discussion  were  offered  by  Mr.  lv.  O. 
Wynne-Roberts,  Professor  Haultain,  Chairman  Mc- 
Carthy, and  others. 
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Port  Arthur,   Ont.,   Water  Supply  System 

Modern  and  Efficient  Methods  Used  in  Constructing  the 
New  Plant  —  Description  of  Buildings  and  Equipment 


THE  new  water  system  of  the  city  of  Port  Arthur, 
Out.,  draws  its  supply  from  Lake  Superior 
through  an  intake  pipe  located  2,350  feet  from 
shore.  This  source  after  examination  of  all 
other  possible  plans  seemed  to  possess  the  most  favor- 
able advantages  so  far  as  the  quality  and  clearness 
of  the  water  were  concerned.  In  designing  the  system 
the  aim  was  to  acquire,  as  far  as  possible,  (a)  a  pure 
supply  of  water;  (b)  a  continuous  service;  (c)  maxi- 
mum efficiency  in  pumping  plant,  and  (d)  efficient 
domestic  and  fire  service.  The  first  was  secured  by 
having  a  supply  from  Lake  Superior,  which  is  good, 
provided  that  chance  pollution  may  be  counteracted 
by  disinfection,  filtration  not  being  required  at  pre- 
sent. A  continuous  service  was  assured  by  reasonable 
duplication  of  plant,  pipe  line  and  intake.  The  matter 
of  plant  efficiency  is  subject  to  good  design,  installa- 
tion, choice  of  pumps,  etc.,  while  efficient  service  can 
be  maintained  only  by  a  combination  of  the  previous 
factors,  together  with  watchfulness  and  foresight  in 
operation. 

The  plant  is  designed  to  supply  sixteen  million 
gallons  per  twenty-four  hours  when  the  duplicate  lines 
are  working  in  parallel.  The  system  consists  of  two 
intake  pipes  delivering  to  a  pump-house  well  on  shore, 
from  which  the  water  is  pumped  and  distributed.  A 
chlorinating  plant  supplying  liquid  chlorine  is  the 
method  of  disinfection.  The  pumping  equipment  is 
electrically  driven.  The  total  cost  of  the  work  was 
$596,501.43. 

These  facts  regarding  Port  Arthur's  water  supply 
are  gleaned  from  a  paper  read  by  Mr.  L.  M.  Jones, 
city  engineer  of  that  city,  before  the  Canadian  Society 
of  Civil  Engineers.  Extracts  from  this  paper  dealing 
with  certain  specific  phases  of  the  work  of  construc- 
tion are  reprinted  below  : 

Intake  Pipes 

The  intake  consists  of  duplicate  pipes  twenty-four 
inches  in  diameter  extending  from  the  pump-house 
well  for  a  distance  of  2,350  feet  into  the  lake,  the  mini- 
mum depth  of  the  top  of  pipes  being  28  feet  from  low 
water  level,  thus  allowing  for  dredging  a  harbor  of 
25-foot  draught.  At  the  outer  end  is  a  rock-filled  crib 
supported  on  piles,  through  which  the  pipes  pass  ver- 
tically for  a  distance  of  fourteen  feet,  and  on  this  crib 
and  over  the  inlets  are  placed  screens  of  ^-inch  copper 
mesh.  To  take  care  of  any  possible  settlement,  flexible 
joints  were  placed  at  the  base  of  the  crib  and  sufficient 
clearance  allowed  for  this  between  pipes  and  screen 
collars.  Valves  were  placed  near  the  flexibles  for  clos- 
ing off  supply.  The  depth  of  water  at  the  crib  is  47 
feet.  For  a  distance  of  510.5  feet  from  the  well  the 
pipes  pass  through  a  rock  tunnel,  the  remainder  of  the 
pipe  lines  being  supported  on  piles,  with  flexible  joints 
at  changes  of  grades. 

The  plans  for  the  intake  showed  two  alternative 
methods  of  construction  ;  one  being  for  excavation  in 
open  cut  and  the  other  for  a  tunnel  through  the  rock 
at  the  shore  end.  Bids  were  on  the  basis  of  a  lump 
sum  for  the  work  included  between  the  well  and  crib, 
and  showed  that  the  tunnel  scheme  was  to  be  pre- 
ferred, the  price  being  $10,000  less  than  for  open  cut, 


and  a  further  reduction  was  made  by  allowing  the 
contractor  to  use  the  well  as  a  portion  of  the  tunnel 
shaft. 

Tunnelling  Operations 

Work  was  commenced  on  the  tunnel  on  October 
1st,  1913,  and  completed  February  19th,  1914.  The 
shaft  below  the  well  bottom  was  twelve  feet  in  diam- 
eter, and  it  was  the  original  intention  to  drive  the  tun- 
nel 540  feet  from  this  point,  but  water  troubles  made 
it  necessary  to  cease  tunnelling  5105  feet  from  the 
shaft.  The  first  348  feet  were  advanced  under  free  air 
conditions  and  in  the  remaining  portion  an  air  pres- 
sure of  approximately  twelve- pounds  per  square  inch 
was  applied.  When  the  tunnelling  operations  ceased 
the  two  lines  of  pipe  were  laid  at  a  point  twenty  feet 
back  from  the  end  to  the  well.  On  the  outer  ends  of 
the  pipes,  water-tight  covers  were  bolted,  and  about 
five  or  six  feet  back  from  the  tunnel  heading-,  a  strong 
wooden  bulkhead  was  constructed  to  withstand  con- 
siderable shock  from  the  submarine  drilling  and  blast- 
ing when  the  end  of  the  tunnel  was  blown  off,  while 
the  space  between  the  bulkhead  and  heading  was  filled 
with  hay,  brush  and  bags  of  sawdust.  At  a  point  two 
feet  nearer  the  shore  than  the  ends  of  the  pipes  a 
solid  concrete  bulkhead,  four  feet  in  thickness,  was 
constructed,  in  order  that  the  tunnel  could  be  pumped 
out  in  the  future  and  as  a  safeguard  against  the  possi- 
bility of  the  blasting  operations  breaking  down  the 
temporary  wooden  bulkhead. 

The  character  of  the  rock  encountered  was  fine 
grain  basalt,  witli  numerous  pockets  or  deposits  of 
black  or  gray  flint,  which  made  drilling  extremely  slow. 
The  mucking  was  done  by  ordinary  methods  of  tracks 
and  cars,  the  car  being  hoisted  to  the  surface  by  der- 
ricks. There  were  996  cubic  yards  of  rock  removed, 
entailing  11,304  feet  of  drilling' and  about  7,000  lbs.  of 
70  per  cent,  gelignite.  There  were  209  working  shifts, 
the  average  advance  per  shift  being  2.44  feet.  The 
length  of  the  air  lock  was  thirty-eight  feet  between 
bulkheads. 

Dredging 

Outwards  from  the  tunnel  for  about  300  feet  the 
rock  was  removed  by  submarine  drilling  and  dredging 
with  a  rock-digging  dipper  dredge.  The  junction  be- 
tween tunnel  and  open  cut  was  made  satisfactorily 
and  most  of  the  material  in  the  temporary  bulkhead 
floated  to  the  surface,  the  remainder  being  removed  by 
a  diver. 

From  the  end  of  the  rock  for  a  distance  of  1,200 
feet  the  material  encountered  was  very  soft  and  was 
removed  by  hydraulic  dredging  to  the  extent  of  36,000 
cubic  yards.  In  the  estimates  an  amount  of  24,000 
cubic  yards  was  allowed,  but  the  nature  of  the  ma- 
terial made  it  necessary  to  dredge  a  trench  70  to  100 
feet  wide  at  the  bottom,  so  that  shoaling  in  of  the  banks 
w  i  mid  in  a  till  the  cut. 

Pile  Supports  for  Pipe  Line 

Originally  it  was  intended  that  the  pipes  should 
rest  on  the  lake  bottom  and  the  bed  of  the  excavated 
trench,  but  dredging  operations  showed  that  the  ma- 
terial was  too  soft  and  it  was  decided  to  place  pile  sup- 
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ports  under  the  pipes.  The  piles  wore  arranged  in 
bents  of  tu<'  piles  each  and  spaced  alternatively  27 
ami  ..vi  tiit.  so  that  one  pair  Of  pipes  rested  on  two 

supports.  The  next  pair  were  supported  from  the  two 
pipes  at  either  end.  resting  on  the  bents.  It  was 
thought  that  this  manner  of  spacing  would  produce 
the  minimum  bending  moments  in  the  pipes.  The 
piles  were  driven  with  an  ordinary  pile  driver,  drop 
hammer  type,  which  was  moved  along  the  ice..  Prior 
to  driving,  a  shoulder  was  cut  on  the  pile  to  receive 
the  support,  and  the  piles  w  ere  driv  en  to  an  exact  grade 
it  .i  depth  "t  from  32  to  4<i  feet  below  water  level  by 
Using  a  chaser  52  feet  long  fitted  with  a  steel  socket 
and  locking  dev  ice  at  the  lower  end.  This  socket  had 
a  diameter  of  nine  inches  and  the  shoulder  mentioned 
above  was  cut  to  tit  the  socket.  Such  were  the  pains 
taken  in  connection  with  the  pile  driving,  that  the 
grade  for  the  supports  was  almost  perfect,  there  be- 
ing only  slight  variations  and  these  were  either  cut 
down  or  shimmed  up  as  the  case  required.  The  sup- 
ports were  3  in.  x  12  in.  x  10  ft.,  set  with  a  measuring 
rod  and  level,  and  spiked  to  the  piles.  After  the  pipes 
were  placed,  wedges,  properly  cut,  were  spiked  on 
the  supports  tight  up  to  the  pipes.  Across  the  top  of 
the  pipes  and  spiked  to  the  ends  of  piles  projecting 
above  the  pipes,  was  a  cap  3  in.  x  6  in.  x  10  ft.,  thus 
preventing  any  movement.  The  supports  were  placed 
by  divers. 

Tlie  piles  for  the  crib  were  driven  in  like  manner 
a-  described  above,  the  crib  itself  being  built  above  the 
ice  and  then  lowered  into  place  by  block  and  tackle 
supported  by  bents  at  the  four  corners.  Rock  was 
placed  in  the  crib  as  it  was  lowered  and  completely 
tilled  by  chute  from  the  surface.* 

Laying  the  Pipe 

W  hen  the  piles  were  being  driven  for  supporting 
the  pipes,  a  number  of  piles  were  driven  to  be  used  in 
lowering  them.  These  were  driven  in  bents  of  two 
and  capped  with  10  in.  x  12  in.  timbers  about  ten  feet 
above  the  ice  level.  The  bents  were  sixty  feet  apart, 
properly  braced,  and  the  pipes  were  supported  from 
them  in  a  continuous  line  by  means  of  three-sheave, 
twelve-inch  wood  blocks,  reaved  up  with  1^-inch 
manilla  rope,  while  a  wire  cable  passed  around  the 
pipes  and  through  the  hook  in  the  block.  At  the  wire 
cable  a  wooden  spacer  was  placed  between  the  pipes 
and  wooden  collars  were  placed  outside,  connected 
with  f4-inch  bolts,  thus  preventing  the  pipes  from 
separating  or  having  any  side  motion.  The  total  length 
of  pipes  lowered  in  this  way  was  about  1,290  feet,  in 
duplicate,  and  were  lowered  in  two  sections  of  about 
660  and  630  feet  each.  In  the  lowering  a  man  was 
stationed  at  each  bent  and  a  graduated  rod  was  at- 
tached to  the  pipes,  the  pipes  being  lowered  twelve 
inches  at  a  time  until  they  rested  on  the  supports  be- 
low.  The  connections  were  made  under  water  by  a 
'liver,  with  no  more  than  the  usual  amount  of  difficulty 
attending  such  operations. 

On  account  of  the  delay  in  making  the  rock  exca- 
vation, the  balance  of  the  pipe  was  laid  from  scows 
in  open  water,  there  being  ninety  feet  of  pipe  lowered 
at  one  time.  At  the  point  of  connection  between  the 
pipes  in  the  tunnel  and  lake  an  expansion  joint  was 
provided  to  slide  over  the  ends,  this  being  properly 
bolted  up. 

The  Pumphouse  Well 

The  well  is  located  near  the  shore  about  fifty  feet 
from  the  pumphouse,  it  being  twenty-five  feet  in  diam- 
eter, and  twenty-five  feet  to  the  bottom,  from  the  cover- 


ing slab.  The  first  seven  feet  was  in  earth,  the  bal- 
ance in  rook,  and  as  has  been  previously  stated,  the 
well  formed  part  of  the  shaft  to  the  tunnel,  this  por- 
tion being  Idled  with  concrete  at  the  contractor's  ex- 
pense. The  lining  is  twelve  inches  in  thickness,  while 
the  cover  is  a  seven-inch  slab  supported  in  the  centre 
by  a  concrete  pillar. 

There  are  two  operating  methods  for  delivering 
w  ater  to  the  pumps,  the  usual  condition  being  that  the 
two  pipes  discharge  into  the  well  from  which  the  water 
passes  through  a  duplicate  set  of  copper  screens  to 
the  suction  pipes.  Should  it  he  necessary  to  by-pass 
the  well,  by  closing  a  pair  of  valves  and  opening  an- 
other pair,  the  pumps  receive  water  direct  from  the 
lake,  these  valves  being  operated  from  the  cover  over 
the  well.  At  the  inlets  from  the  lake,  sump  pits  are 
located,  the  bottom  of  the  well  being  graded  to  these, 
which  in  turn  are  connected  to  the  sump  pumps  in- 
side the  basement  of  the  pumphouse,  thus  providing 
for  draining  the  well.  Inside  the  well  a  water  con- 
nection is  returned  with  hose  connection  for  cleaning 
out  well  and  screens.  Constructed  over  the  well  is  a 
brick  building,  one  storey  in  height,  in  which  the  chlor- 
inating plant  is  located. 

Tunnel  from  Well  to  Pumphouse 

As  the  connection  between  the  well  and  pumphouse 
was  deep  and  through  solid  rock,  it  was  decided  to 
construct  a  tunnel  in  which  to  place  the  thirty-inch 
suction  pipes,  and  this  also  allowed  the  ground  sur- 
face to  be  used  in  constructing  the  pumphouse,  as  on 
account  of  delays  in  receiving'  the  pipe  a  trench  would 
have  to  be  left  open  for  some  considerable  time. 

Pumphouse 

The  pumphouse  is  a  fireproof  structure  31^4  x  54 
feet  inside  dimensions,  sufficient  to  house  the  present 
equipment.  On  top  of  the  concrete  roof  slab,  a  false 
timber  roof  was  constructed,  covered  with  felt  and 
gravel,  to  prevent  sweating  and  dripping.  There  are 
practically  three  floor  levels.  On  the  lower  floor  are 
the  large  pipes,  sump  pumps,  heating  plant  and  coal 
bin.  The  next  is  the  main  floor,  having  the  three  pump- 
ing units  and  the  water  recording"  apparatus ;  while 
above  this  floor,  but  not  extending  the  full  width  of 
the  building,  is  a  gallery  on  which  is  located  the  switch- 
board, bus  structure  and  motor  generator  sets.  Span- 
ning the  building  is  a  crane  of  eight  tons  capacity. 

In  order  to  secure  the  most  efficient  suction  lift, 
when  in  the  future  the  full  head  of  the  intake  pipes 
was  being  utilized,  it  was  decided  to  set  the  centre 
line  of  the  pumps  at  lake  level.  This  meant  deep 
excavations,  water-tight  walls  and  first-class  piping- 
equipment. 

In  the  walls  of  the  basement  "Ceresit"  waterproof- 
ing compound  was  used  in  proportions  of  one-half 
pound  to  one  cubic  foot  of  concrete,  the  concrete  being 
one  part  Portland  cement  to  four  parts  lake  shore 
gravel.  When  the  water  was  allowed  to  rise  to  normal 
or  lake  level,  there  were  slight  signs  of  leakage  in  a 
few  places,  but  gradually  these  have  taken  up  until 
now  all  these  signs  have  disappeared. 

The  three  main  pumping  units  (Escher  Wyss 
manufacture)  are  centrifugal,  two-stage,  single-suction 
pumps,  having  a  twelve-inch  suction  branch  and  a 
twelve-inch  delivery  branch,  the  horizontal  lines  of 
these  branches  being  at  the  same  elevation.  They  are 
designed  for  2,000  imperial  gallons  per  minute  when 
pumping  against  a  head  of  300  feet,  the  speed  being 
1,200  r.p.m.,  and  a  guaranteed  efficiency  of  76  per  cent, 
with  a  2  per  cent,  margin.    The  impellers,  guide  ap- 
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paratus  and  all  parts  coming  in  contact  with  the  water 
are  special  bronze,  a  nickel  steel  shaft  covered  with 
bronze,  self-lubricating"  bearings  of  the  ring  type  and 
a  patent  balancing  device  for  eliminating  axial  thrust. 
There  is  no  necessity  to  disconnect  piping  to  gain  ac- 
cess to  the  internal  parts.  The  pumps  will  operate  in 
parallel  or  in  series,  as  may  be  desired,  and  when 
working  in  series  will  deliver  the  capacity  of  one 
pump  at  twice  the  head,  or  a  pressure  equal  to  a  head 
of  600  feet  can  be  obtained  if  necessary,  or  a  range 
between  300  and  600  feet  is  available  by  throttling. 
They  will  discharge  their  rated  capacity  with  a  suction 
lift  between  19  and  20  feet  and  the  power  required 
for  the  stated  condition  is  244  b.h.p.  The  motors  are 
Siemens  type.  The  booster  pump  was  Supplied  by 
W.  F.  Allen  &  Sons. 

Motors  and  Equipment 

The  motors  of  these  units  are  of  the  self-starting 
synchronous  type,  direct  connected  to  the  pump  shaft, 
have  a  power  output  of  275  h.p.  and  are  capable  of  sus- 
taining a  25  per  cent,  overload  for  a  period  of  two  hours 
without  the  temperature  exceeding  55  degs.  Cent.  This 
overload  period  was  considered  sufficient  as  it  was 
not  possible  to  secure  a  25  per  cent,  overload  from  the 
pumps.  The  guaranteed  efficiency  of  the  motors  at 
full  load  was  92  per  cent. 

Electrical  current  is  supplied  from  the  Current 
River  Station  and  the  Hydro-electric  Station.  The  line 
between  the  former  and  the  pumphouse  transmits 
power  at  2,200  volts  and  the  latter  at  25,000  volts  to 
a  sub-station  adjoining  the  pumphouse,  where  it  is 
stepped  down  to  2,200  volts,  at  which  voltage  it  is  sup- 
plied to  the  motors. 

On  the  gallery  the  switchboard  and  apparatus  is 
located,  there  being  a  panel  for  each  motor,  exciter 
motors,  exciters,  power  line  from  Current  River  and 
the  transformers,  while  alongside  the  board  is  the 
panel  for  controlling  the  25,000  volt  line.  At  the  rear 
of  the  board  the  switch  and  bus  compartments  are  con- 
structed of  concrete  slabs,  there  being  duplicate  sets 
of  bus  bars. 

When  changing  from  one  source  of  power  to  the 


other,  the  400  kv.a.  transformers  are  paralleled  with 
the  Current  River  line,  thus  enabling  the  load  to  be 
changed  from  one  power  source  to  the  other  without 
interruption  to  the  service. 

In  the  transformer  station  is  located  a  bank  of  three 
400  kv.a.  transformers  with  one  spare,  making  four  in 
all.  They  are  "star"  connected  on  the  high  tension 
side  and  "delta"  in  the  low  tension  side,  being  oil  and 
water  cooled,  and  are  mounted  on  castors,  making  then- 
removal  quite  easy.  The  switching  apparatus  is  placed 
on  a  floor  above  the  transformer,  all  switches  being 
located  in  cells  made  of  concrete  slabs. 

Piping 

The  large  suction  and  discharge  pipes  are  steel 
with  a  wall  thickness  of  7/16  of  an  inch,  while  all  other 
pipes,  specials  and  branches,  are  cast  iron.  The  con- 
nections are  flanged  and  the  valves  are  equipped  with 
bevel  gears  so  that  they  can  be  easily  operated  by 
one  man.  At  the  well  end  of  the  force  mains  six- 
inch  relief  valves  are  installed  with  a  discharge  pipe 
returned  to  the  wall.  These  valves  are  automatic  and 
are  fitted  with  hydraulic  regulating  devices.  A  feature 
worthy  of  special  mention  is  the  ring  pipe  surround- 
ing the  units.  This  acts  as  a  suction  and  discharge 
pipe  and  is  used  in  pumping  in  series. 

The  Forcemain 

After  due  consideration  it  was  decided  that  steel 
pipe  be  used  with  cast-iron  specials  for  the  mains.  The 
twenty-four  inch  pipe  is  of  5/16-inch  shell  thickness 
and  25  feet  long,  the  twelve-inch  3/16-inch  and  20  feet 
long,  each  tube  being  subjected  to  a  test  pressure  of 
500  pounds  per  square  inch.  All  joints  were  bell 
and  spigot.  The  outside  surface  of  the  pipes  were 
protected  by  a  wrapping  of  burlap,  and  the  whole 
dipped  in  Dr.  Angus  Smith's  solution. 

Disinfection  by  Chlorine 

Liquid  chlorine  is  used  for  disinfection.  The  plant 
requires  a  space  of  only  7y2  feet  by  8  feet,  yet  is  cap- 
able of  treating  the  water  supply  for  years  to  come. 
The  efficiency  of  this  plant  cannot  be  fully  determined 
yet. 


Business  Methods  Applied  to  Road  Upkeep 

 —  By  Mr.W.  P.  Blair*  


THE  whole  problem  of  streets  should  be  man- 
aged in  the  same  way  as  is  any  modern  busi- 
ness having  as  its  ultimate  object  progress 
or  profit.  There  is  no  objection  to  the  care- 
ful watching  of  all  expenditures  by  the  means  pro- 
vided in  various  published  methods  of  cost  accounting. 
But  it  is  not  enough  in  these  days  to  know  that  the 
price  paid  for  a  thing  is  a  certain  amount  of  money. 
An  executor  or  administrator  not  only  has  to  account 
for  the  amount  expended,  but  also  for  what  is  ob- 
tained and  why  it  is  purchased.  It  serves  no  useful 
purpose  merely  to  know  that  money  has  been  expend- 
ed ;  there  should  also  be  knowledge  of  what  it  has  been 
expended  for. 

But  consider  the  case  of  a  pavement.  Who  certifies 
as  to  its  quality?  Who  records  its  identification?  Who 
is  even  held  responsible  for  its  existence?  And  where 
are  there  official  records  showing  that  every,  detail  of 
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the  specifications  under  which  it  is  built  have  been 
complied  with? 

When  a  purchase  is  made  in  private  business  a  com- 
petent man  is  called  upon  to  report  whether  the  pur- 
chase meets  the  requirements  of  the  purchaser  and  is 
value  received  for  the  purchase  price.  In  the  case  of 
a  street  or  road  the  value  is  passed  upon,  in  ninety- 
nine  cases  out  of  a  hundred,  by  an  agency  the  least 
competent  to  judge  and  in  a  manner  incapable  of  pro- 
ducing good  results.  Often  the  inspection  is  made  by 
a  pensioner  acting  as  an  inspector.  Sometimes  the 
procedure  is  worse — there  is  a  blind  inspection  by  a 
dignified  city  council,  or  a  committee  of  that  body, 
made  aftef  the  street  is  completed  and  there  is  no 
way  of  seeing  defects  that  should  have  been  known 
before. 

Study  the  Roads  Already  Built 

A  street  is  subject  to  everyday  use  as  much  as  is 
a  machine  in  a  manufacturing  establishment  or  a  ve- 
hicle that  travels  over  the  street.  Highway  depart- 
ments, educational  institutions,  and  the  government 
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departments  have  deemed  it  advisable  to  construct  var- 
t.'U>  types  of  roads  by  various  methods  and  with  vari- 
ous materials  with  a  view  t"  studying  them  and  keep- 
ing records  oi  behavior,  costs,  traffic  and  the  like.  The 
conclusions  reached  alter  years  of  study  are  oi  doubtful 
character  at  best  and  are  obtained  from  conditions  dif- 
fering widely  from  those  actually  existing  on  the 
streets.  Why  build  a  road  for  study?  Why  not  in- 
stead stud\  the  mads  built  for  use? 

Counting  the  traffic  passing  over  a  street  of  any 
particular  kind  is  no  basis  upon  which  to  draw  con- 
clusions  of  any  kind  unless  the  traffic  is  considered 
together  with  a  knowledge  of  exactly  what  it  passes 
over.  Why  can  not  information  of  this  kind  be  ob- 
tained in  a  more  practical  and  scientific  way  so  that 
it  will  be  more  reliable  and  will  more  nearly  meet  the 
necessities  of  the  ease? 

There  is  no  plan  of  street  and  road  management  or 
Street  administration  that  can  be  called  fundamentally 
efficient,  because  there  exists  no  plan  of  management 
that  includes  a  certified  copy  of  construction,  mainten- 
ance and  repair  data,  cost  data,  or  any  of  the  informa- 
tion sought  in  the  building  of  so-called  experimental 
roads.  Streets  that  are  improved  are  of  various  types. 
They  are  in  various  states  of  repair,  and  they  are  in 
various  locations.  A  single  street  carries  a  variety  of 
traffic  and  different  sections  of  it  carry  different  traffic. 
I  Afferent  streets  are  built  on  different  soils.  Some  are 
susceptible  to  easy  natural  drainage,  and  others  must 
be  drained  artificially.  Streets  are  generally  built  with 
the  plans,  specifications  and  the  contract  in  the  office 
Of  the  contractor  and  under  the  direction  of  a  foreman 
who  has  never  seen  either  the  plans  or  the  specifica- 
tions. 

Chaotic  Mismanagement 

The  type  of  improvement  is  determined  to  a  greater 
or  less  extent  by  whims,  by  cheapness,  by  the  influence 
of  promoters — in  almost  every  case  from  considera- 
tions other  than  those  upon  which  good  judgment 
depends.  The  streets  when  built  evidence  simply  a 
lavish  expenditure  of  money.  But  few  of  the  streets 
and  roads  have  legal  names,  most  of  them  bearing  only 
nicknames.  There  is  no  record  of  the  original  invest- 
ment. The  cost  of  upkeep  is  so  confused  with  general 
charges  against  the  whole  pavement  that  there  is  ob- 
tainable no  knowledge  whatever  as  to  the  amount  ex- 
pended for  it.  There  is  nothing  to  show  whether  ex- 
penditures made  for  repairs  are  necessitated  by 'wear 
and  tear;  by  defects  in  the  original  construction;  by 
accidents,  or  by  cuts  or  openings.  There  is  nothing  to 
Show  whether  a  street  has  remained  out  of  repair  when 
repair  was  needed.  This  chaotic  and  inexcusable  mis- 
management has  been  allowed  because  the  earning 
capacity  of  streets  and  roads  has  not  been  taken  into 
account.  Similar  methods  in  a  commercial  establish- 
ment would  lead  to  bankruptcy. 

During  the  past  twenty  years  streets  have  been 
improved  practically  without  supervision — without  ac- 
countability for  results.  No  two  contractors  building 
the  same  kind  of  streets  have  built  in  the  same  way ; 
each  has  followed  his  individual  methods.  The  result 
is  that  ninety-nine  per  cent,  of  the  defects  found  in 
streets  are  not  due  to  ordinary  wear  and  tear  but  to 
something  else. 

A  Business  System  Must  be  Established 

There  must  be  established  a  business  system  that 
is  fundamental,  that  will  bear  upon  everything  making 
for  the  economical  expenditure  of  funds.  Separate 
the  streets  into  certain  divisions  and  these  divisions 
into  sections  not  exceeding  a  mile  in  length.  These 


Sections  must  be  measured,  numbered  and  recorded 
Eof  the  purpose  of  complete  identification.  Put  these 
divisions  in  charge  of  a  competent  engineer.  When 
this  is  done  a  particular  section  can  be  treated  as  a 
thing,  as  a  piece,  as  a  machine,  and  it  will  be  pos- 
sible to  record  its  efficiency,  watch  its  weakness  or  its 
strength,  Us  value  and  its  behaviour,  and  record  in- 
formation of  every  kind.  Similar  data  can  be  secured 
from  every  §treet  within  the  corporate  limits  of  the 
city,  and  with  these  data  in  hand  the  adaptability  of 
various  types  of  streets  for  varied  kinds  of  service 
w  ill  in  a  short  time  become  apparent. 

By  such  a  plan  of  road  and  street  management  the 
greatest  economy  could  be  secured,  and  in  addition 
there  would  be  the  benefit  of  the  information  available 
for  future  work.  Street  and  road  improvement,  main- 
tenance and  repair  would  at  once  become  a  scientific, 
systematic,  business-like  operation  and  wasted  mil- 
lions would  be  saved. 


The  Cement  Gun  in  Canada 

Mr.  A.  R.  Roberts,  Canadian  sales  manager  of  the 
Chapman  Valve  Manufacturing  Company,  Indian  Or- 
chard, Mass.,  has,  in  addition,  been  appointed  Canadian 
sales  manager  for  the  Cement  Gun  Company,  Inc.,  Al- 
lentown,  Pa.,  his  territory  embracing-  all  of  Canada 
east  of  Alberta.  The  cement  gun  has  shown  itself  as 
occupying  an  unique  and  important  place  in  construc- 
tion work  in  Canada  as  elsewhere.  Among  notable  ex- 
amples of  gunite  construction  are  the  camp  buildings 
at  Camp  Borden,  the  Ontario  Hospital  for  the  Insane 
at  Whitby,  waterproofing  the  reservoir  of  the  Montreal 
Water  and  Power  Company,  etc.  Indeed,  the  use  of 
the  cement  gun  has  made  possible  the  application  of 
cement  mortars  to  many  entirely  new  methods  of  con- 
struction. Mr.  Roberts  is  a  graduate,  B.Sc,  of  Cam- 
bridge, Eng.,  and  was  formerly  connected  in  a  techni- 
cal capacity  with  the  Canada  Cement  Company. 


High  Standard  British  Meters 

The  city  of  Montreal  have  just  awarded  one  of  the 
largest  contracts  ever  placed  in  Canada  for  water 
meters  to  the  Francis  Hankin  Company.  The  order  is 
for  British  meters  known  as  the  "Helix."  manufactured 
by  the  Leeds  Meter  Company,  of  Leeds,  England.  The 
majority  of  the  meters  are  to  be  installed  on  the  pipe 
lines  leading  to  the  Montreal  harbor.  All  fire  protec- 
tion being  on  the  far  side  of  the  meters,  it  was  essential 
that  as  little  pressure  be  lost  as  possible,  and  in  the 
tests  the  "Helix"  meter  showed  a  loss  of  only  4-)4 
pounds.  The  Francis  Hankin  Company  carry  a  large 
stock  of  all  sizes  of  these  meters  at  their  Montreal 
warehouse. 


Mr.  Scully  Canadian  Representative 

Mr.  A.  A.  Scully,  of  Toronto,  has  been  appointed 
Canadian  representative  for  the  F.  C.  Austin  Drainage 
Excavator  Company  and  the  Municipal  Engineering 
and  Contracting  Company,  of  Chicago.  His  territory 
will  embrace  all  of  Ontario  and  the  Eastern  provinces. 
The  Austin  Drainage  Excavator  and  the  Austin  Cube 
Mixer  are  well  known  in  the  Canadian  contracting 
field.  Among  the  recent  large  work  on  w  hich  the  Aus- 
tin excavator  was  used  are  Camp  Borden,  government 
arsenal  at  Lindsay,  New  Toronto  sewer,  new  Interna- 
tional Nickel  Plant  at  Port  Colborne,  etc.  Mr.  Scully 
has  had  a  wide  experience  in  the  contracting  field  and 
knows  the  contractors'  requirements.  -His  offices  are 
located  in  the  Stair  Building. 
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Benefits  and  Burdens  of  Road  Improvement 

Data  Collected  from  an  Economic  Survey  of  High- 
way Work  Indicates  that   the  Outlay  is  Justified 


IN  order  to  obtain  direct  information  as  to  the  eco- 
nomic benefits  and  financial  burdens  imposed  upon 
communities  through  the  construction  of  systems 
of  improved  roads  the  Office  of  Public  Roads  of 
the  United  States  made  a  series  of  exhaustive  studies 
in  eight  selected  counties,  the  results  of  which  are  in- 
corporated in  a  recently  issued  bulletin,  entitled,  "Eco- 
nomic Surveys  of  County  Highway  Improvement." 
The  studies  were  designed  to  cover  a  period  of  approxi- 
mately five  years,  or  a  sufficient  period  to  show  the 
road  improvement  from  its  inception  until  such  time 
as  the  full  measure  of  its  usefulness  could  be  demon- 
strated. The  counties  selected  were  ones  in  which 
bonds  had  recently  been  voted  for  the  construction  of 
improved  roads,  and  it,  therefore,  was  possible  to  make 
a  series  of  studies  to  cover  the  improvement  from  the 
outset  to  completion.  Below  are  given  excerpts  from 
this  bulletin  dealing  with  a  number  of  features  that 
appear  to  be  helpful  examples  to  other  municipalities 
contemplating-  large  outlays  for  road  construction  : 

The  information  which  has  been  assembled  during 
the  years  1910  to  1915,  inclusive,  comprises  general 
descriptions  of  the  character  and  resources  of  the  coun- 
ties studied,  the  character,  extent,  and  cost  of  the  road 
improvement,  the  effect  of  the  improvement  on 
assessed  valuation  of  property,  the  financial  burden  as 
indicated  by  tax  rates,  and  the  general  prosperity  and 
welfare  of  the  respective  counties  as  shown  by  output 
of  local  products,  the  character  and  amount  of  traffic, 
the  saving  in  hauling  costs,  the  incoming  and  outgoing- 
shipments  of  freight  by  rail  and  water,  the  values  of 
lands  contiguous'  to  the  roads  improved,  the  attend- 
ance at  public  schools,  the  character  of  school  build- 
ings, the  number  and  distribution  of  population,  and 
other  related  information.  These  studies  were  made 
at  one-year  intervals,  and,  as  nearly  as  possible,  exactly 
comparable  information  was  obtained  on  each  inspec- 
tion. To  reinforce  these  records  a  number  of  repre- 
sentative points  were  selected  and  photographs  taken 
each  year  of  these  same  locations,  thus  securing  a  pic- 
torial record  .of  the  changes  evolved  from  year  to  year. 

Many  claims  and  counterclaims  are  made  as  to  the 
propriety  of  expending  large  sums  of  money  for  pub- 
lic road  construction  in  local  communities.  One  set  of 
extremists  ascribe  to  pood  roads  nearly  all  the  benefits 
and  blessings  which  fall  to  the  lot  of  humanity,  while 
another  set  sees  in  large  outlays  for  road  construction 
only  the  spectre  of  debt  and  ruinous  taxation.  Some- 
where between  these  two  extremes  must  be  placed  the 
actual  result  produced. 

The  economic  studies  in  the  eight  selected  counties 
have  brought  out  a  number  of  features  which  cannot 
fail  to  prove  helpful  examples  to  other  counties  which 
contemplate  large  outlays  for  road  construction.  A 
comparative  analysis  of  the  most  striking  data  ob- 
tained in  the  respective  studies  is,  therefore,  presented 
under  appropriate  beading's. 

Character  of  Bonds  Issued. 

In  some  of  the  counties  comprised  in  the  economic 
studies  bonds  were  issued  on  the  sinking  fund  plan,  and 
in  others  the  serial  method  was  followed.  Analysis  of 
the  methods  followed  in  each  case  brings  out  some  in- 
teresting points.     One  county,  for  example,  issued 


$173,000  of  4.5  and  5  per  cent,  bonds,  payable  in  30 
years,  and  callable  after  five  years.  It  is  impossible  to 
estimate  the  total  cost  of  retirement  owing  to  the  ele- 
ment of  variability  in  the  rate  of  retirement  under  this 
arrangement.  In  another  county  the  bonds  amounted 
to  $350,000,  payable  in  30  years,  at  5  per  cent.  Assum- 
ing the  sinking  fund  to  bear  3  per  cent,  interest,  the 
total  financial  burden  to  the  county  for  interest  and  the 
liquidation  of  the  bonds  during  the  30-year  period  will 
be  $745,702.  That  the  method  of  financing  the  road 
improvement  chosen  by  this  county  is  not  as  economi- 
cal as  might  have  been  selected  is  indicated  by  the  fact 
that  an  equal  amount  of  bonds  at  the  same  rate  of  in- 
terest, if  issued  under  the  deferred  serial  bond  method, 
with  the  first  bonds  payable  six  years  from  the  date  of 
issuance  and  a"n  equal  amount  payable  each  year  there- 
after for  twenty-four  years,  would  cost  the  county  at 
the  end  of  the  thirty  years  $665,000,  or  a  difference,  as 
compared  with  the  sinking  fund  method,  of  $80,702.  If 
4  per  cent,  could  be  realized  on  the  sinking  fund  in- 
stead of  3  per  cent.,  the  saving  for  the  deferred  serial 
plan  over  the  sinking  fund  plan  would  still  be  $47,216. 

In  the  case  of  a  third  county  the  bond  issues  aggre- 
gate $250,000  and  run  thirty  years,  at  5  per  cent.  As 
in  this  case  the  sinking  fund  also  yields  5  per  cent,  in- 
terest, the  method  of  bonding  is  reasonably  economical 
on  the  present  basis.  It  is  doubtful,  however,  if  the 
sinking  fund  will  continue  to  bring  such  an  unusual 
return,  and  as  soon  as  a  lesser  rate  of  interest  is  ob- 
tained or  any  of  the  sinking  fund  is  not  promptly  in- 
vested, the  sinking  fund  method  will  become  more 
costly  than  the  serial  method  which  might  have  been 
adopted. 

Another  district  adopted  the  deferred  serial  method, 
and  had  its  bonds  run  from  the  fifth  year  to  the  twen- 
ty-sixth year.  This  is  the  only  one  among  the  entire 
eight  which  appears  to  have  adopted  the  most  prudent 
and  economical  method  of  handling  the  bond  issue. 

Some  counties  have  issued  bonds  on  the  sinking- 
fund  plan,  but  subject  to  a  redemption  clause.  A  little 
investigation  shows  that  this  method  is  inferior  to  the 
serial  method,  and  a  net  loss  is  effected.  The  practice 
of  deferring  the  first  serial  payment  is  also  expensive, 
as  it  has  been  found  that  a  considerable  amount  could 
have  been  saved  by  making  the  first  payment  at  the 
end  of,  say,  five  years,  instead  of  deferring-  it  for  ten  or 
more  years.  Extending  the  date  of  payment  over  a 
long  period  of  years  is  a  rather  dangerous  method,  as 
it  results  in  the  indebtedness  long  outliving  the  esti- 
mated life  of  the  improvements  made. 

Serial  Method  Most  Economical. 

It  would  seem  that  the  most  economical  form  of 
bond  to  issue  is  the  deferred  serial,  with  the  first  pay- 
ment at  the  end  of  the  sixth  year  and  the  payments 
then  extending  to  a  final  term  varying  in  length  ac- 
cording to  local  conditions,  but  never  exceeding-  thirty 
years.  By  having  the  first  payment  deferred  to  the 
sixth  year  the  county  has  an  opportunity  to  complete 
its  road  system  and  enjoy  the  benefits  before  beginning 
payment,  but  if  the  deferred  period  is  much  greater  all 
of  the  evils  of  the  sinking  fund  plan,  with  no  corre- 
sponding merits,  are  adopted.    If  local  communities 


loss 


THE  CONTRACT  RECORD 


November  15,  1916 


could  profit  l>v  these  examples  the  result  would  be  the 
saving  of  mam  millions  oi  dollars. 

In  «. •  1 1 c  ot  the  counties  it  was  found  that  an  amount 
probabh  aggregating  as  much  as  $5,000  had  been  lost 
to  the  county  through  a  premature  sale  of  the  bonds — 
that  is,  in  selling  the  bonds  before  the  funds  actually 
were  needed.  This  resulted  in  the  payment  of  interest 
much  in  excess  of  that  which  could  be  obtained  upon 
cash  balances  in  bank.  Counties  should  pay  due  re- 
yard  to  this  feature  of  road  finance,  even  though  the 
necessary  precautions  would  save  only  a  small  amount. 

Management  of  the  Improvements. 

In  the  eight  counties  selected  several  forms  of  man- 
agement were  ill  effect,  and  a  noticeable  tendency  was 
demonstrated  on  the  part  of  county  authorities  to 
Select  and  designate  for  improvement  a  larger  mileage 
oi  roads  than  the  funds  contemplated  were  adequate 
to  construct.  This  was  especially  true  in  those  coun- 
ties where  a  considerable  amount  of  grading  was  in- 
volved  and  where  comparatively  expensive  types  oi" 
construction  were  contemplated.  Naturally  these 
faulty  estimates  resulted  in  dissatisfaction  and  distrust 
among  the  taxpayers  and  to  require  either  additional 
heavy  outlays  or  the  leaving  of  the  project  in  a  par- 
tially completed  state.  Judging  from  these  examples, 
it  i-  quite  obviously  essential  that  where  any  county 
contemplates  comprehensive  improvements  involving 
large  outlays  and  expensive  types  of  construction  the 
detailed  advice  and  estimate  of  a  competent  highway 
engineer  be  secured  before  the  people  are  asked  to  ap- 
prove the  bond  issue.  The  experience  of  the  counties 
covered  by  these  studies  indicates  the  wisdom  of  a 
Statute  in  each  state  requiring  a  reliable  estimate  upon 
which  bond  elections  should  be  based. 

The  road  construction  in  these  counties  would'seem 
to  bear  out  the  assertion  which  has  often  been  made, 
that  from  20  to  25  per  cent,  of  the  total  road  mileage  of 
a  county,  if  wisely  distributed,  will  serve  traffic  needs 
to  the  extent  of  at  least  80  or  85  per  cent,  of  the  total. 
In  one  of  the  counties  included  in  these  studies  it  was 
noted  that  the  mileage  is  excessively  large  in  compari- 
son with  the  ton-mileage  hauled  over  the  improved 
roads.  In  this  case  it  would  seem  that  the  county  has 
overbuilt  its  improved  road  system  and  that  a  lesser 
mileage  would  have  served  its  traffic  needs. 

Provision  for  Maintenance. 

A  question  partly  of  management  and  partly  of 
finance  is  involved  in  the  experience  of  the  eight  coun- 
ties in  regard  to  road  maintenance.  It  is  a  well-known 
fact  that  the  general  tendency  is  to  neglect  the  main- 
tenance of  roads  which  have,  in  many  cases,  been  built 
at  great  expense.  In  the  case  of  a  new  New  York 
county  the  state  was  directly  concerned  in  the  main- 
tenance of  the  roads,  and  had  complete  control  over 
such  work  on  some  of  the  roads  and  an  indirect  control 
over  other  roads,  thus  applying  to  the  task  a  skilled 
management.  In  another  county  the  work  is  conduct- 
ed under  an  excellent  provision  of  law,  which  specifies 
that  an  amount  of  not  less  than  one  mill  on  the  dollar 
shall  be  levied  to  provide  a  maintenance  fund  for  all 
of  the  roads  constructed  by  means  of  bond  issues,  and 
this  fund  is  to  be  kept  separate  from  all  other  county 
funds,  and  can  be  used  only,  for  maintenance.  As  a 
result  of  this  law  these  roads  are  not  only  in  as  good 
condition  to-day  as  when  completed,  but  have  been 
actually  improved.  Thus  the  county's  investment  in 
good  roads  has  not  been  allowed  to  deteriorate  in  the 
slightest  degree. 

One  state  has  met  the  maintenance  situation  by 
providing  that  an  annual  tax  of  not  less  than  3  per 


cent,  of  the  amount  of  bonds  issued  shall  be  levied  to 
provide  a  maintenance  fund.  A  conspicuous  example 
of  an  emergency  situation  with  reference  to  road  main- 
tenance is  afforded  in  one  locality,  where  no  provision 
was  made  for  maintenance  of  the  bond-built  roads.  It 
was  Found  that  rapid  deterioration  was  taking  place 
and  thai  insufficient  funds  existed  with  which  to  meet 
the  sit  nation.  Accordingly  toll  gates  were  established 
On  the  principal  roads  and  a  sufficient  revenue  was 
derived  from  this  source,  not  only  to  maintain  the 
roads,  but  to  actually  extend  the  construction  a  short 
distance.  This  reversion  to  a  system  long  since  abol- 
ished by  most  countries  is  partly  due  to  an  administra- 
tive and  fiscal  organization  under  which  the  cities  are 
not  taxed  for  county  purposes  (although  they  may  aid 
in  the  improvement  of  roads  for  a  distance  of  ten  miles 
from  the  city  limits  if  the  city  council  so  elects).  Thus 
it  came  about  that  while  the  cities  contributed  no  part 
of  the  financial  burden  of  maintaining  the  roads,  they 
were,  because  of  the  heavy  automobile  traffic  emanat- 
ing from  them,  a  very  destructive  element  to  the 
county  road  system.  In  view  of  the  very  rapid  devel- 
opment of  motor  vehicles  during  the  past  decade  and 
the  prospects  of  much  more  widespread  use  of  this 
means  of  transportation  in  the  future,  the  desirability 
of  making  provisions  so  that  the  cities  may  aid  in  the 
construction  and  maintenance  of  roads  in  the  sur- 
rounding territory. 

Economic  Benefits. 

In  arriving  at  an  estimate  of  the  benefits  which  a 
county  receives  through  the  improvement  of  its  public 
roads,  certain  factors  must  be  taken  into  account  more 
as  the  media  by  which  the  benefits  may  be  measured 
than  as  the  actual  benefits  themselves.  While  it  is 
realized  that  the  increase  in  the  value  of  land  must  not 
be  added  to  the  saving  in  hauling  costs,  the  conven- 
ience and  access  to  schools,  markets,  churches,  etc.,  but 
is  rather  the  effect  produced  by  those  causes,  it  is  per- 
haps the  best  index  which  can  be  obtained  as  to  the 
economic  value  of  the  roads  to  the  community.  A 
study  of  the  increase  in  the  values  of  farm  lands  in  the 
eight  counties  reveals  the  rather  interesting  fact  that 
following  the  improvement  of  the  main  market  roads 
the  increase  in  the  selling  price  of  tillable  farm  lands 
served  by  the  roads  has  amounted  to  from  one  to  three 
times  the  total  cost  of  the  improvements.  The  in- 
crease in  values  in  those  instances  which  were  record- 
ed ranged  from  9  per  cent,  to  194  per  cent.  The  esti- 
mates of  increase  were  based  for  the  most  part  upon 
the  territory  within  a  distance  of  one  mile  on  each  side 
of  the  roads  improved.  These  estimates  are  not 
claimed  to  be  mathematically  exact,  but  it  is  believed 
that  they  will  give  a  fairly  accurate  indication  of  the 
results  which  may  be  expected  under  similar  condi- 
tions: 

Saving  in  Hauling  Costs. 

In  dealing  with  the  effect  of  road  improvement 
upon  the  hauling  of  commodities,  the  method  has  been 
adopted  of  ascertaining  the  traffic  area  served  by  each 
road  much  in  the  same  manner  as  the  drainage  area  of 
a  stream  is  ascertained.  After  determining  such  areas 
the  character  and  amount  of  production  is  ascertained 
and  an  estimate  is  made  as  to  the  proportion  of  the 
tonnage  produced  which  is  hauled  upon  the  roads.  A 
further  investigation  is  made  as  to  shipments  by  rail 
in  and  out  of  the  county,  and  information  is  obtained 
from  census  reports  and  from  merchants  and  produc- 
ers to  verify  the  results  obtained  from  the  traffic-area 
calculation  and  the  freight-tonnage  enquiry.  In  some 
cases  an  actual  traffic  count  or  census  is  taken  to  deter- 
mine the  tonnage  hauled  upon  the  roads.    From  these 
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various  sources  it  is  possible  to  arrive  at  a  reasonably 
accurate  estimate  of  the  tonnage  hauled  over  the  im- 
proved roads.  It  is  a  comparatively  easy  matter  to  de- 
termine the  average  length  of  haul  in  each  case  and 
the  prevailing  rate  of  wages  for  men  and  teams.  With 
these  factors  the  total  tonnage,  the  total  ton-mileage, 
and  the  cost  per  ton-mile  before  and  after  the  improve- 
ment of  the  roads  are  computed.  The  saving  in 
traffic  represented  by  the  road  improvement  is 
thus  expressed  in  dollars.  It  is,  of  course,  realized 
that  the  figures  given  do  not  represent  an  actual 
"dollars  and  cents"  saving,  as  many  of  the  men 
and  teams  figured  in  on  a  wage  basis  might  have  been 
idle  if  thev  had  not  been  engaged  in  hauling  the  pro- 
ducts of  farm  and  forest.  But  they,  at  least,  indicate 
the  saving  in  time  and  energy,  and  these  have  a  mone- 
tary value.  Therefore,  the  saving  to  traffic  in  each 
county  is  stated  for  the  purpose  of  indicating-  to  read- 
ers a  relative  figure  by  which  they  can  determine  the 
waste  due  to  a  system  of  poor  roads.  Considering  the 
eight  counties  in  the  aggregate,  the  gross  annual  say- 
ing in  hauling  costs  due  to  their  good  roads  systems 
affords  the  rather  impressive  total  of  $627,409  for  a 
traffic  of  3,489,652  ton-miles.  The  average  gross  sav- 
ing per  ton-mile  for  the  eight  counties  is  17.8  cents, 
this  being  indicated  by  an  average  rate  of  33.5  cents 
before  the  roads  were  improved,  as  compared  with  15.7 
cents  after  the  roads  were  improved. 

In  order  to  determine  the  net  saving  on  a  ton-mile- 
age basis  it  is  necessary  to  deduct  from  the  gross  sav- 
ing the  estimated  annual  outlay  for  interest  and  retire- 
ment of  the  bonds  and  for  interest  on  the  value  of  aid 
received  from  the  state  or  from  any  source  other  than 
the  bond  issue.  The  annual  cost  of  maintenance 
should  be  considered  as  a  partial  offset  to  the  saving  in 
hauling-  costs  if  the  outlay  for  maintenance  is  greater 
after  the  roads  are  improved  than  before  improvement. 
That  the  cost  is  greater  after  improvement  can  scarce- 
ly be  doubted,  as  real  maintenance  was  scarcely  in 
effect  at  all  before  the  roads  were  improved.. 

Effect  of  Road  Improvement  on  Schools. 

A  comparison  of  the  effect  of  the  road  improvement 
upon  country  schools  affords  probably  a  more  com- 
plete vindication  of  the  outlay  than  even  the  material 
features  which  have  been  presented.  Combining  the 
results  obtained  in  all  of  the  eight  counties,  it  appears 
that  before  the  roads  were  improved  the  average 
school  attendance  was  66  pupils  of  each  100  enrolled, 
as  compared  with  76  after  the  roads  were  improved. 
A  consideration  of  this  showing  must  reveal  the  fact 
that  the  good  roads  have  been  materially  responsible 
for  the  education  of  ten  children  out  of  each  hundred. 
As  the  struggle  for  existence  becomes  keener  in  the 
years  that  are  yet  before  us,  the  educational  training 
which  the  children  receive  in  the  country  schools  will 
make  itself  felt  more  and  more  in  the  material  and 
moral  success  of  the  man  and  woman.  Not  only  have 
the  roads  contributed  toward  a  larger  school  attend- 
ance, but  they  have  been  quite  instrumental  in  lifting 
the  standard  of  instruction  by  making  easier  the  con- 
solidation of  little  one-room  schools  into  graded 
schools.  In  one  particular  county  the  system  of  taking 
the  children  to  and  from  school  by  means  of  wagons 
has  been  adopted  since  the  roads  were  improved. 

Taking  it  from  all  of  these  angles,  the  experience  of 
the  eight  counties  has  demonstrated  that  the  beneficial 
effects  of  the  road  improvement  justified  the  outlay, 
and  that,  while  more  efficiency  and  economy  might 
have  been  obtained  in  some  cases,  the  loss  was  not 
such  as  to  make  the  citizens  of  any  of  the  counties  feel 
that  the  move  for  better  roads  had  been  an  unwise  one. 


The  Engineer 

By  Dr.  Frank  Crane 

THE  man  of  the  future  will  be  the  engineer. 
He  is  the  man  who  can  DO  things ;  and  is 
better  than  the  man  who  OWNS  things. 

The  millionaire  is  a  temporary,  passing, 
makeshift  product  of  civilization.  He  is  merely  hold- 
ing things  together  until  the  people  get  sense  enough 
to  do  their  own  owning. 

Some  day  little  boys  will  read  that  the  world  once 
had  millionaires  and  huge  private  wealth  units,  just  as 
they  will  one  day  read  and  wonder  that  men  once  had 
kings. 

But  the  official  who  will  forever  be  indispensable  is 
the  engineer. 

The  time  will  come  when  the  head  of  the  state  will 
be  chosen  as  the  man  who  has  the  greatest  talent  and 
skill  in  organizing  public  works.  There  will  be  no 
more  politics  in  his  selection  than  there  is  now  in 
choosing  the  master  mechanic  of  a  railway  or  factory. 

When  a  nation  goes  to  war  nowadays — that  is, 
when  it  becomes  necessary  to  exert  its  supreme  col- 
lective strength — nobody  dreams  of  electing  the  most 
popular  politician  or  the  cleverest  speechmaker  to  lead 
the  armies.  It  is  the  man  who  can  get  the  last  ounce 
of  efficiency  out  of  men  and  metal  that  is  wanted. 

Some  day  the  nation  will  realize  that  it  is  continu- 
ally in  a  crisis,  and  that  in  peace,  as  in  war,  we  need 
the  highest  order  of  efficiency  and  organization. 

We  need  the  engineer  to  arrange  the  transportation 
of  people  and  goods  from  place  to  place,  without  waste, 
without  competition,  without  graft,  looking  only  to,  the 
public  good. 

We  need  the  engineer  to  get  meat,  bread,  and  milk 
from  farm  to  citizen,  without  the  present  inefficient 
tangle  of  trusts  and  middlemen  working  at  cross-pur- 
poses. 

We  need  the  engineer  to  turn  the_public  enterprise 
toward  building  good  roads  and  bridges,  instead  of 
enriching  a  few  shrewd  manipulators. 

We  need  the  engineer  to  manage  a  city  as  economi- 
cally and  smoothly  as  if  it  were  a  manufacturing  plant. 

We  need  the  engineer  to  organize  the  farmers  so 
that  all  can  work  together  for  each,  and  their  products 
be  marketed  without  being  preyed  upon  at  every  step 
of  the  way  from  farm  to  household. 

Wealth  can  be  taken  away  from  us.  But  the  power 
to  DO  things  cannot  be  taken  away. 

The  millionaires  could  go  and  not  be  missed.  The 
engineers  we  cannot  spare. 

"What  availeth  all  thy  wealth?"  said  the  ancient 
philosopher.  "He  that  hath  better  iron  than  thou  will 
come  and  take  awav  all  thy  gold." 

Savs  H.  L.  Gantt : 

"The  man  who  knows  what  to  do  and  how  to  do  it 
is  pre-eminently  the  engineer.  The  new  world  which 
is  being  ushered  in  bv  the  great  struggle  now  taking 
place  is  one  in  which  the  engineer  is  destined  to  be  the 
supreme  power,  for  it  is  becoming  clear  that,  in  future, 
the  man  who  OWNS  THINGS  will  not  be  as  import- 
ant a  factor  in  the  world  as  the  man  WHO  CAN  DO 
THINGS." 


Sir  Lomer  Gouin,  Premier  of  Quebec,  has  been  peti- 
tioned by  the  Montreal  Builders'  Exchange  to  allow 
direct  representation  of  the  exchange  on  the  board  of 
directors  of  the  Montreal  Technical  School.  The  main 
contention  is  that  such  representation  will  be  for  the 
mutual  advantage  of  the  community  and  the  school. 
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Tests  on  I  ^ad-Caulked  Joints 

IN  connection  with  the  construction  of  Port  Arthur's 
water  system,  before  pipe  laying  was  commenced 
a  series  of  u>ts  of  lead-caulked  joints  was  car- 
ried out,  and  for  this  purpose  some  lengths  of 
12  Inch  pipe  were  used  with  a  valve  at  each  end  of  the 
line.     fhe  pipes  were  on  blocking  and  standing-  free, 


on  pipes  caulked  when  the  above  tests  were  made. 
In  this  test  three  joints  were  caulked  with  lead  wool 
and  the  Fourth  with  lead  wire  Y%  of  an  inch  in  diameter. 
When  the  test  w  as  applied  the  pressure  was  gradually 
raised  to  500  pounds  per  square  inch  with  no  percept- 
ible sweating.  When  raised  a  few  pounds  higher  one 
of  the  joints  suddenly  moved  1  \ j  inches.  The  arrange- 
ment of  pipe  was  similar  to  the  previous  tests. 

(  )ne  lest  was  also  applied  on  the  24-inch  pipe  as 


fests  Performed  on  3/16  in.  x  12  in.  Steel  Bell  and  Spigot  Pipe 


Joint  No.  1 
Pressure  Run  Lead 

1 10  Ilis.  Sweating  slightly 

I2">  lbs.  Sweating  freely. 

I.*i0  lbs.  Dripping  freely 

_on  lliv  Dripping  freely 

233  lbs.  Dripping  freely 


loint  No.  2 
Lead  Wool 

Sound 

Sound 

Sound 

Sound 

Sound 


Test  No.  1 

J  oint  No.  3 
Run  Lead 
Sound 
Sound 
Sound 
Sound 


In 


Sound 

the  above  test 
Test  No.  2 


tin 


Joint  No.  4 
Lead  Wool 
Sound 

Sweating  slightly 
Sweating  freely 
Valve  started  to  move  off 
leaking  freely 
.Valve  moved  off  2]/2  in.,  leak- 
ing freely 

protective  solution  was  left  on  spigot  and  bell. 


Pressure 
no  lbs. 

ISO  lbs. 
200  lbs. 


Joint  No.  1 
Run  Lead 
Sweating  slightly 
Sweating 
Sweating  freely 


Joint  No.  2 
Lead  Wool 

Sound 

Sound 

Sound 


Joint  No.  3 
Run  Lead 

Sound 

Sound 

Sound 


The  spigot  at  joint  was  cut  off  and  solution  left  on. 

Test  No.  3 


Joint  No.  4 
Run  Lead 
Sound 

Sweating  slightly 
Valve  jumped  1  inch, 
leaking  freely 


and 


Joint  No.  1 
Pressure  Run  Lead 

200  lbs.  Sound 
300  lbs.    Sweating  slightly 
350  lbs.    Sweating  freely 
400  lbs.    Moved  %  in. 
».'>o  lbs.    Lead  started  to  blow- 


Joint  No.  2 
Lead  Wool 

Sound 

Sound 

Sound 

Moved  lA  in-,  not 
Sweating  slightly 


.akin; 


Joint  No.  3 
Run  Lead 


Sound 
Sound 
Sound 

Moved  y!\  in.,  dripping 
Moved  1  in. 


Joint  No.  4 
Lead  Wool 


Pipes  were  clamped  in  this  test  only,  as  shown  on  sketch. 


Sweating  slightly 
Dripping 
Running 
Running  freely 
Running  freely  but  had  not 
moved 

At  450  lbs.  the  pipe  buckled  at  joint  No.  3. 


Test  No.  4 


Pressure 
200  lbs. 
275  lbs. 
290  lbs. 
300  lbs. 
340  lbs. 
390  lbs. 


Joint  No.  1 
Run  Lead 

Sound 

Sound 

Sound 

Sweating  slightly- 
Sweating  slightly 
Sweating  slightly 


Joint  No.  2 
Run  Lead 
Sound 

Sweating  freely 
Jumped       in.,  drippinj 
Dripping  freely 
Dripping  freely 
Dripping  freely 


Joint  No.  3 
Run  Lead 
Sound 
Sound 
Sound 
Jumpec" 
Leakin 
Moved 
blow 

The  spigot  ends  of  all  pipes  were  well  scraped  and  brightened. 

Test  No,  5 


!  in.,  leaked  badly 
adly  and  moving  ' 
in.,  lead  started  to 


Joint  No.  4 
Run  Lead 
Sweating 
Sweating- 
Sweating 
Dripping  freely 
Dripping  freely 
Dripping  freely 


Pressure 
150  lbs. 
200  lbs. 
225  lbs. 
250  lbs. 
275  lbs. 
290  lbs. 
340  lbs. 


Joint  No.  1 
Run  Lead 
Sweating  slightly- 
Sweating  slightly- 
Sweating  freely 
Sweating  freely 
Sweating  freely 
Sweating 
Sweating 


Joint  No.  2  Joint  No.  3  Joint  No.  4 

Run  Lead  Run  Lead  Run  Lead 

Sound  Sound  Sound 

Sound  Sound  Sound 

Sound  Sound  Sound 

Sound  Sound  Sound 

Sound  Sweating  slightly  Sound 

Sound  Jumped  3-16  in.  Sound 

Sound  Moved  YA  in.,  lead  started  to  Sound 

blow  at  bottom 

In  this  test  1-H  in.  to  2%  in.  of  lead  were  used  in  each  in  each  joint  instead  of  from  zy2  in.  to  3J4  in.  during  the  pre- 
vious tests. 


and  in  all  there  were  four  joints.  A  small  hand  pump 
was  rigged  up,  having  a  displacement  of  three  cubic 
inches  per  stroke. 

The  foregoing  tests  were  made  within  a  few  hours 
of  making  the  joints,  and  in  order  to  ascertain  what 
advantage  there  would  be  in  leaving  the  joints  for 
several  weeks,  a  test  was  conducted  four  weeks  later 

*  From  a  paper  by-  Mr.  L.  M.  Jones,  before  Canadian  Society  of  Civil 
Engineers. 


above,  there  being  four  joints  in  all,  caulked  with  run 
lead,  lead  wool  and  lead  wire.  When  the  pressure 
reached  120  lbs.,  the  run  lead  joints  gave  out.  On 
account  of  cold  weather  no  further  tests  were  made. 

It  should  be  noted  that  the  pressure  exerted  on 
the  12-inch  gate  at  500  lbs.  per  square  inch,  was  56,550 
lbs.,  and  on  the  24-inch,  54,286  lbs.  and  120  lbs.  pres- 
sure. 

Some  points  brought  out  in  the  tests  are : — 
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1.  It  is  evident  that  lead  wool  makes  a  better  joint 
than  run  lead  and  lead  wire  better  than  lead  wool. 

2.  That  a  depth  of  lead  from  1^4  inches  to  2  inches 
from  the  face  of  the  bell  is  cheaper  and  just  as  efficient 


1 

2  3 

1  : 

1  4 

IK                   r/t  r«  jtrei  c*#e 

h  

^Method    Cf  Clampinq  Used  In  Test  Nc  3'  ' 
The  arrangement  of  experimental  pipe  line  as  used  in  test  No.  :i. 

as  a  greater  depth.  Caulking  had  no  effect  on  the  lead 
beyond  this  depth. 


3.  The  clean  spigot  allows  of  a  better  joint  being 
made  than  one  having  a  covering  of  solution. 

4.  That  the  run  lead  joints  gave  better  results  when 
pressure  was  applied  about  four  weeks  after  making, 
than  immediately  after  being  made. 

5.  That  none  of  the  lead  blew  from  the  joints  until 
considerable  movement  had  taken  place  in  the  joint. 

6.  That  better  results  would  have  been  obtained 
had  the  pipe  been  laid  in  the  trench  and  properly  cov- 
ered, for  the  reason  that  no  movement  would  have 
taken  place  in  the  pipes  if  bends  were  anchored. 

7.  It  is  evident  that  all  bends  of  considerable  angle 
should  be  anchored  to  prevent  movement.  This  was 
very  clear  with  regard  to  the  24-inch  pipe. 


The  Capital  Ship  of  the  Future 


EVERY  student  of  naval  technique  who  cherishes 
his  own  theories  about  warship  design  thinks 
with  envy  of  the  rich  mass  of  data  which,  by 
this  time,  must  have  accumulated  at  the  Ad- 
miralty. Although  no  really  decisive  encounter  has 
taken  place,  the  past  two  years  have  been  singularly 
fruitful  and  instructive  from  the  technical  point  of 
view.  Vessels  of  every  type  and  class  have  been  in 
action.  Super-Dreadnoughts  and  battle-cruisers  have 
met  their  "opposite  numbers,"  light  cruisers  have  re- 
peatedly been  engaged,  and  the  smaller  fry  of  the 
flotillas  have  put  in  a  prodigous  amount  of  work,  both 
above  and  below  water.  Every  weapon  in  the  modern 
naval  armoury  has  been  fully  tested,  not  once  but 
many  times.  And,  on  the  whole,  the  result  has  been 
eminently  creditable  to  all  who  have  had  a  share  in 
forging  and  fashioning  those  weapons.  Naval  con- 
struction is  not  yet  an  exact  science.  In  spite  of'the 
many  formulae  and  well-defined  rules,  based  on  past 
experience,  which  guide  the  designer  of  fighting  ships 
in  his  work,  there  still  remains  an  element  of  uncer- 
tainty as  to  whether  the  completed  ship  will  behave 
in  given  circumstances  as  she  is  intended  to  behave. 
It  is  a  truism  that  every  warship  represents  a  com- 
promise. Years  ago  the  warship  problem  was  com- 
pared in  these  columns  to  a  differential  equation  which 
has  an  infinite  number  of  solutions;  but,  it  was  added, 
there  is  always  a  particular  solution  corresponding  to 
each  particular  case,  and  the  best  is  obtained  when 
.the  elements  of  armament,  armour,  coal  capacity, 
speed,  and  tactical  qualities  are  assigned  to  their  pro- 
per relative  proportions,  with  regard  to  the  work  to 
be  done  and  within  the  limits  of  the  displacement  avail- 
able. This  is  perfectly  true  of  the  theory  of  design. 
But  in  warship  design  there  can  be  no  finality,  and 
though  to-day  we  are  nearer  the  ideal  type  than  was 
the  case  ten  years  ago,  every  new  conception  suggests 
by  its  very  qualities  the  direction  in  which  still  more 
perfect  results  are  to  be  sought. 

The  Supremacy  of  the  Capital  Ship. 

Tn  this  article  we  shall  confine  our  attention  to  the 
capital  ship ;  first,  because  the  test  of  war  has  re-estab- 
lished its  claim  to  supremacy  in  the  naval  hierarchy, 
and,  secondly,  because  it  lias  undergone  changes  far 
more  revolutionary  than  those  which  have  marked  the 
evolution  of  lesser  types.  Between  the  capital  ship 
of  1904-5,  with  which  the  last  great  naval  war  was 
fought  and  won,  and  the  capital  ship  of  the  present 


day,  there  is  a  difference  out  of  all  normal  proportion 
to  the  brief  period  of  time  that  divides  them.  The 
displacement  has  practically  doubled,  the  destructive 
power  of  the  armament  trebled  or  quadrupled,  and  if 
the  other  elements  of  battle  efficiency,  such  as  speed 
and  protection,  show  progress  rather  less  startling,  it 
is  only  because  their  development  is  retarded  by  phy- 
sical obstacles  which  an  incautious  critic  might  pro- 
nounce insuperable.  Nevertheless,  the  rise  in  the 
speed  of  the  capital  ship  within  the  last  decade  is, 
perhaps,  the  most  remarkable  feature  of  all.  Ten 
years  ago  our  fastest  armoured  ship  was  the  Drake, 
with  a  maximum  speed  of  25.3  knots.  To-day  there 
are  vessels  of  more  than  twice  the  displacement  which 
can  better  her  performance  by  five  knots,  and  it  may 
be  that  if  all  the  facts  were  known  figures  still  more 
striking  could  be  adduced.  The  problem  of  enabling 
the  ship  to  resist  attack  is  hedged  about  with  graver 
difficulties  than  beset  the  gun  maker  or  the  engineer. 
Means  of  offence  have  entirely  outstripped  those  of 
defence.  It  is  many  years  since  the  last  noteworthy 
improvement  in  the  manufacture  of  armour  was  re- 
corded, in  spite  of  unceasing  experiment  and  patient  re- 
search by  the  chemist  and  the  metallurgist.  But  the 
gun  has  grown  so  rapidly  in  range  and  power  that  in 
place  of  the  40  calibre  12-in.  weapon  which  discharged 
its  850  lb.  projectile  with  a  muzzle  energy  of  39,280 
foot-tons,  we  now  have  the  45  calibre  15-in.  gun, 
which  fires  a  1,950  lb.  projectile  with  a  muzzle  energy 
of  84,500  foot-tons.  Yet  the  quality  of  armour  has 
remained  all  but  stationary,  and  the  slightest  increase 
in  thickness  involves  the  addition  of  many  hundred 
tons  of  dead-weight  for  a  very  problematical  gain  in 
protection.  Unless  some  really  important  improve- 
ment in  the  resistant  properties  of  armour  is  intro- 
duced, it  appears  likely  that  the  system  of  protection 
adopted  in  the  United  States,  where  the  latest  vessels 
are  given  14  inches  to  18  inches  of  armour  over  vital 
parts  and  none  elsewhere,  will  become  universal. 
Against  the  mammoth  projectiles  of  the  modern  gun, 
more  comparable  to  explosive  meteorites  than  mere 
shells,  the  thin  armour  with  which  many  of  the  older 
capital  ships  in  the  world's  navies  are  fitted  can  offer 
no  real  protection.  Even  those  battle  guns  which  are 
now  regarded  as  of  medium  calibre',  such  as  the  11-in 
and  12  -in.,  have  shown  themselves  to  possess  extra- 
ordinary ballistic  properties.  The  German  50  calibre 
12-in.  gun,  with  its  enlarged  powder  chamber  and  high 
initial  velocity,  is  a  very  formidable  weapon,  possibly 
outranged  by  our  13.5  in.  model,  but  capable  of  great 
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destruction  inside  lo.CHXt  yards.  And  all  the  signs 
point  unmistakably  to  a  further  growth  in  the  power 
of  naval  ordnance,  Great  Britain.  (lennany,  and  Italy 
each  have  ships  huilt  or  completing  which  are  armed 
with  15 -in.  guns.  As  the  mechanical  and  optical  ap- 
pliances which  have  made  long-range  gunnery  feasible 
are  brought  to  still  higher  stages  of  perfection  there 
will  be  an  irresistible  tendency  to  increase  the  power 
of  the  individual  gun.  It  is  only  eight  years  since  a 
well-known  naval  w  riter  foreshadowed  the  building  of 
.i  33.000-ton  battleship,  to  carry  eight  18-in.  guns, 
rhougb  he  put  the  probable  date  of  its  construction  as 
far  ahead  as  1(»25,  his  forecast  was  looked  upon  as  too 
fantastic  for  serious  consideration.  Yet  the  American 
battleship  Pennsylvania,  now  completing,  is  barely  600 
tons  short  of  the  displacement  of  this  imaginary  mas- 
todon, and  it  is  scarce  three  years  since  Mr.  J.  M. 
Gledhill,  of  Armstrong,  Whitworth  and  Company,  told 
the  members  of  the  Iron  and  Steel  Institute  that  there 
were  "now  whispers  concerning  a  gun  of  18-in.  bore 
and  w  eighing  betw  een  150  and  200  tons." 

The  King  of  Weapons. 

The  big  gun  is  still  the  king  of  weapons,  and  those 
c< 'undent  prophets  who  foresaw  the  metamorphosis 
of  the  capital  ship  from  a  floating  gun-platform  into 
a  huge  torpedo-carrier  have  been  put  out  of  counten- 
ance by  the  lessons  of  the  last  two  years.  The  prob- 
lem which  the  naval  designer  will  have  to  solve  in  the 
near  future  remains  substantially  the  same  as  that 
w  hich  he  has  solved,  more  or  less  successfully,  in  the 
past.  He  will  not  be  asked  to  design  a  capital  ship 
possessing  the  faculty  of  submersion,  for  the  business 
■  f  the  capital  ship  is  not  to  run  away  but  to  fight. 
The  vision  of  submarine  Dreadnoughts  bobbing  up 
here  and  there  to  fire  at  the  enemy,  and  vanishing  into 
the  depths  after  each  salvo,  is  not  one  that  appeals  to 
the  practical  mind.  The  capital  ship  of  the  future 
promises  to  be  remarkable  more  for  gun-power  and 
-peed  than  for  its  powers  of  occultation.  To  design  a 
capital  ship  with  the  maximum  amount  of  battle  en- 
ergy, and  to  give  her  besides  the  greatest  power  of 
endurance  compatible  with  more  positive  fighting 
qualities,  remains  the  task  of  the  naval  constructor. 
But  the  problem  is  less  simple  than  .it  was.  Twenty 
years  ago  offence  and  defence  could  be  stated  in  terms 

::uns  and  armour  plate.  The  torpedo  and  the  mine 
both  existed,  but  both  were  still  too  primitive  to  exert 
any  appreciable  influence  on  construction.  In  the 
capital  ships  of  that  era  we  may  discern  some  recog- 
nition of  the  possibilities  of  underwater  attack,  for 
every  vessel  of  importance  was  fitted  with  a  double 
bottom  and  water-tight  compartments.  These,  how- 
ever, were  as  much  a  concession  to  the  ram  and  to 
the  ordinary  hazards  of  navigation  as  to  the  mine  and 
torpedo.  Not  until  the  Russo-Japanese  War  had  de- 
monstrated how  the  most  powerful  capital  unit  was 
liable  to  disablement  or  summary  destruction  by  un- 
der-water  explosion  was  special  attention  paid  to  the 
new  menace.  From  that  time  onward  an  ingenious 
combination  of  sub-division  and  armoured  longitud- 
inal bulkheads  was  worked  into  most  capital  ships. 
Germany,  it  may  be  mentioned,  plumbed  the  question 
with  characteristic  thoroughness.  Several  obsolete  ves- 
sels, after  being  refitted  with  the  most  approved  sys- 
tems of  under-water  defence,  were  subjected  to  mine 
or  torpedo  attack,  and  the  practical  experience  thus 
derived  was  embodied  in  new  construction.  Possibly 
the  most  noteworthy  early  example  of  internal  defence 
against  submarine  explosion  is  presented  by  the  French 
coast-defence  ship  Henri  IV.,  in  which  ship  an  im- 


mense  amount  of  armour  was  worked  into  the  lower 
portions  of  the  hull.  In  addition  to  flat  decks  both 
above  and  below  the  main  belt  there  are  lateral  ar- 
moured bulkheads  which  extend  downwards  from  the 
lower  armoured  deck  to  the  bilge  keel  line,  and  the 
side  below  the  belt  amidships  has  3-in.  plating  down 
to  a  considerable  depth.  The  total  weight  of  armour 
in  this  small  ship  is  3,500  tons,  or  nearly  40  per  cent, 
of  the  entire  displacement.  That  the  new  measures 
were  partly  efficacious  has  been  proved  by  the  manner 
in  which  certain  modern  ships  have  survived  the  ex- 
plosion of  torpedoes.  The  French  battleship  Jean  Bart, 
attacked  by  an  Austrian  submarine,  was  able  to  make 
her  way  to  a  base  several  hundred  miles  distant,  where 
she  was  very  quickly  repaired.  In  the  Battle  of  Jut- 
land Bank  the  Marlborough  was  struck  by  a  torpedo 
and  took  up  a  considerable  list  to  starboard,  yet  in 
spite  of  the  damage  she  kept  her  place  in  the  line  and 
reopened  fire  nine  minutes  later.  More  recently  the 
l  rerman  battleship  Westfalen  was  successfully  attacked 
by  a  British  submarine.  At  least  one  torpedo  got  home, 
but  the  Germans  claimed  that  the  second  went  wide, 
and  that  the  vessel  was  brought  safely  into  port.  On 
the  other  hand,  many  older  vessels,  built  before  the 
torpedo  had  become  a  serious  menace,  have  succumbed 
to  a  single  blow.  The  torpedo,  however,  like  the  gun, 
is  rapidly  increasing  its  potency.  From  14  inches  the 
diameter  has  risen  to  21  inches,  and  in  the  latest 
models  the  war-head  contains  about  300  lbs.  of  trini- 
trotoluol. A  few  years  hence  these  figures  will  be  sur- 
passed, for  there  are  no  technical  difficulties  in  the 
way.  Hitherto  it  has  been  necessary  to  keep  the  weight 
and  length  of  torpedos  within  reasonable  limits  in 
order  to  facilitate  their  handling.  But  as  destroyers 
and  submarines  grow  larger  and  able  to  carry  heavier 
weights,  the  need  for  restricting  torpedo  dimensions 
will  no  longer  obtain.  Thus,  what  is  considered  ade- 
quate internal  protection  against  existing  torpedoes 
may  be  powerless  to  resist  ,the  attack  of  the  more  for- 
midable weapons  which  are  sure  to  appear  in  a  few 
years'  time. 

Submarine  Has  Modified  Naval  Operations. 

Though  the  submarine  has  not  proved  itself  as  for- 
midable a  tactical  factor  as  Admiral  Sir  Percy  Scott 
and  several  other  authorities  apprehended  before  the 
war,  it  has  unquestionably  modified  naval  operations 
both  tactically  and  strategically.  Through  its  agency 
the  torpedo  has  ceased  to  be  a  remote  and  casual 
danger,  to  counter  which  certain  precautions  of  a  some- 
what perfunctory  nature  were  deemed  sufficient.  Not 
even  a  close  screen  of  destroyer  patrols  can  always 
guard  a  capital  ship  against  submarine  attack ;  and  as 
for  the  torpedo  nets  on  which  reliance  used  to  be 
placed,  these  have  been  shown  up  as  a  snare  and  a 
delusion.  The  construction  of  submarines  with  speed 
and  manoeuvring  qualities  vastly  superior  to  the  pre- 
sent standard  will  be  made  possible  by  improvements 
in  the  internal  combustion  engine.  Boats  of  this  des- 
cription will  obviously  constitute  a  much  greater 
danger  to  the  capital  ship,  for  their  speed  and  handi- 
ness  will  give  them  more  opportunities  to  attack  than 
the  present-day  submarine  enjoys.  And  their  attack, 
when  delivered,  will  be  the  more  effective  owing  to 
the  deadlier  torpedoes  with  which  they  will  be  armed. 
It  is  apparent,  therefore,  that  the  capital  ship  will 
henceforth  have  to  reckon  with  torpedo  attack  under 
all  conditions,  and  unless  given  means  to  resist  this 
form  of  assault  it  will  at  all  times  be  exposed  to  the 
risk  of  sudden  destruction.  Whether  the  significance 
of  this  fact  has  been  fully  grasped  by  those  whose 
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business  it  is  to  design  our  warships  can  only  be  con- 
jectured. Many  years  elapsed  between  the  introduc- 
tion of  the  shell  gun  in  foreign  navies  and  the  building 
of  armour-plated  ships  in  our  own.  There  was  an  al- 
most invincible  prejudice  against  armour,  and  it  was 
not  until  the  battle  of  Sinope  and  other  naval  incidents 
in  the  Near  East  had  revealed  the  tremendous  effect 
of  shells  against  unprotected  wooden  ships  that  the 
authorities  began  seriously  to  consider  the  adoption 
of  armour.  But  in  a  very  short  time  after  the  first 
cautious  step  had  been  taken  the  building  of  ironclad 
ships  became  general,  and  designers  ceased  to  be  ap- 
palled at  the  notion  of  devoting  about  30  per  cent,  of 
available  displacement  to  iron  plates.  Fortunately 
the  traditional  conservatism  of  the  Navy  has  been  less 
in  evidence  of  late  years,  and  especially  during  the 
war  have  our  constructors  shown  great  boldness  and 
adaptability.  The  "torpedo-proof"  monitors  sent  to 
the  Dardanelles  are  a  case  in  point,  and  there  are  count- 
less other  instances  which  it  is  not  expedient  to  cite. 
In  view  of  the  good  results  which  have  been  attained 
in  this  direction,  when  time  was  limited  and  everything 
had  to  be  improvised,  it  is  not  too  much  to  hope  that 
still  more  effective  work  will  be  possible  when  we 
revert  to  normal  conditions.  The  really  efficient  cap- 
ital ship  of  the  future  will  be  a  vessel  which,  in  addi- 
tion to  having  the  highest  qualities  of  armament  and 
protection  against  gun-fire,  will  be  virtually  immune 
from  serious  damage  by  underwater  attack.  In  all 
likelihood  this  immunity  will  be  conferred  by  some 
modified  form  of  the  girdle  which  has  been  fitted  to 
the  monitors.  To  dispose  this  belt  in  such  a  manner 
as  not  to  diminish  speed,  yet  to  make  it  proof  against 
the  strongest  torpedoes  likely  to  be  produced,  will  be 
a  knotty  problem  to  solve.  A  considerable  increase  in 
displacement  must  be  looked  for,  as  the  adoption  of 
the  new  belt  will  entail  greater  breadth ;  which,  unless 
it  be  found  possible  to  fine  the  ends  of  the  ship  and 
thus  obtain  a  finer  block  coefficient,  will  call  for  more 
engine  power  to  attain  the  desired  speed.  On  the 
other  hand,  an  important  saving  could  be  effected  by 
discarding  the  armoured  topedo  bulkheads  below  water, 
since  if  the  anti-explosion  belt  did  its  work  these  would 
be  superfluous.  We  may  add  that,  to  be  thoroughly 
effective,  this  system  of  resisting  explosion  should  ex- 
tend over  the  whole  underbody  of  the  ship,  for  a  belt 
merely  deep  enough  to  arrest  torpedoes  would  not 
necessarily  afford  protection  against  mines.  No  sys- 
tem of  internal  protection,  however  elaborate,  which 
depends  on  armoured  bulkheads  and  subdivision,  is 
likely  to  prove  as  satisfactory  as  the  explosion-proof 
belt  or  cofferdam.  This  has  been  demonstrated  both 
by  experiments  in  peace  and  by  the  test  of  war.  Long- 
itudinal protective  bulkheads,  especially  when  placed 
too  near  the  side  of  the  ship,  may  actually  constitute 
a  source  of  danger.  Tn  a  paper  read  before  the  Insti- 
tution of  Naval  Architects  mention  was  made  of  one 
experiment  in  which  a  thick  bulkhead,  fitted  at  the 
usual  distance  from  the  side,  was  broken  up  by  the 
force  of  a  submarine  explosion  and  was  hurled  through 
the  inner  bulkheads,  wrecking  the  boilers  in  its  course, 
more  damage  resulting  apparently  than  if  the  outer 
bulkhead  had  not  existed.  To  prove  really  effective, 
it  has  been  stated,  the  outer  explosion  bulkhead  ought 
to  be  at  least  15  feet  from  the  side  of  the  ship.  This 
suggests  the  possibility  of  filling  the  intervening  space 
with  some  shock-absorbing  and  water-excluding  ma- 
terial. Such  an  arrangement  would  certainly  mean 
the  pre-emption  of  much  valuable  space,  but  it  would 
not  be  too  high  a  price  to  pay  for  almost  absolute  im- 
munity from  a  particularly  dangerous  form  of  attack. 
The  Naval  Power  which  is  first  in  the  field  with 


a  squadron  of  capital  ships  proof  against  both  torpedo 
and  mine  will  enjoy  an  advantage  difficult  to  over- 
estimate. The  indecisive  character  of  naval  operations 
in  the  present  struggle  has  been  largely  owing  to  the 
development  of  underwater  attack.  At  the  Dogger 
Bank  engagement  of  January  24th,  1915,  the  German 
battle-cruiser  squadron  would  probably  have  suffered 
far  more  severely  than  it  did  had  not  the  necessity 
of  safeguarding  his  ships  against  submarines  and  mines 
compelled  the  British  Admiral  to  relax  the  pursuit. 
Again,  there  is  every  reason  to  believe  that  the  Battle 
of  Jutland  Bank  would  have  been  renewed  on  June 
1st  with  decisive  results  had  not  the  night  dispositions 
which  Admiral  Jellicoe  was  forced  to  make  in  order  to 
preserve  his  Fleet  from  destroyer  attacks  allowed  the 
Germans  to  slip  back  to  their  ports  under  cover  of 
darkness.  The  consciousness  of  immunity  from  tor- 
pedoes and  mines  would,  in  fact,  be  an  asset  of  incal- 
culable value  to  any  commander,  however  bold  and 
resourceful  he  might  be.  It  would  enable  him  to  pur- 
sue tactics  which  are  entirely  ruled  out  in  existing 
conditions,  and  to  exploit  to  the  utmost  his  superiority 
in  gun-power  and  speed.  A  point  so  obvious  as  this 
does  not  need  to  be  laboured. 

The  Future  Capital  Ship. 

Reviewing  the  experience  of  the  war  to  date,  we 
may  safely  conclude  that  capital  ships  will  continue 
to  form  the  backbone  of  every  fleet,  and  that  they  will 
steadily  grow  in  size  and  cost.  The  suggestion  heard 
carlv  in  the  war,  when  submarines  were  claiming  many 
victims,  that  great  armoured  ships  were  useless  luxu- 
ries, and  that  command  of  the  sea  could  be  secured  by 
submarine  torpedo  craft  alone,  is  now  seen  to  be  falla- 
cious. There  is  no  short  cut  to  sea  power.  In  the 
future,  even  more  than  in  the  past,  that  power  will 
be  expressed  in  squadrons,  each  unit  of  which  will  cost 
as  much  as  a  whole  division  of  older  capital  ships.  The 
demand  for  larger  guns,  higher  speed,  thicker  armour, 
and  protection  against  submarine  explosion  bids  fair 
to  lead  to  the  construction  of  ships  which  will  as  far 
outclass  the  early  Dreadnoughts  as  the  Dreadnought 
outclassed  the  Formidable  type.  Heavy  as  the  burden 
of  armament  promises  to  become  in  future,  it  is  con- 
soling to  reflect  that  the  almost  prohibitive  cost  of  the 
capital  ship  will  render  it  impossible  for  any  single 
State  to  inaugurate  such  an  era  of  feverish  naval  ex- 
pansion as  that  for  which  Germany  was  responsible  in 
recent  years. — The  Engineer. 


Complete  Building  Exposition 

A  feature  of  the  National  Complete  Building  Ex- 
position that  will  appeal  peculiarly  to  the  average 
building  contractor  will  be  the  special  divisions  illus- 
trating; the  very  latest  development  in  commercial,  fac- 
tory, church,  and  theatre  construction.  In  expanding 
the  educational  policy  of  the  exposition  it  is  planned  to 
make  these  special  exhibits  as  complete  and  compre- 
hensive as  possible,  while  in  no  degree  minimizing  the 
home-building  interest,  which  is  really  the  foundation 
upon  which  the  show  is  laid.  Much  interest  will  attach 
also  to  the  community  exhibits  to  be  put  on  by  the 
several  associations  promoting  the  welfare  of  asbestos, 
tile,  metal,  and  slate  shingles,  hollow  and  self-facing 
tile,  metal  lath,  cement,  concrete,  terra  cotta,  gypsum, 
and  vitrified  clay  products.  These  will  be  unusually 
elaborate,  and  will  show  most  effectively  the  possibili- 
ties of  each  particular  material.  The  exposition  will 
be  held  in  the  Grand  Central  Palace.  Yew  York.  March 
5-11,  1917,  and  will  provide  many  interesting  pointers 
for  the  enterprising  and  up-to-date  contractor. 
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The  Fundamental  Principles  of  Reinforced 

Concrete  Design 


By  Mr.  E. 

Reinforced  concrete  is  a  combination  of  concrete  and 

metal.  prcicrably  steel,  with  the  two  materials  so  disposed 
MS  regards  position  ami  amounts  that  each  resists  the  stresses 
n  i>  beat  fitted  to  resist  In  piers,  posts  and  columns  the 
concrete  take-  compression  assisted  hy  the  steel,  and  the 
vertical  Steel  takes  tension  if  any  bending  occurs.  In  beams 
three  >tres"ses  act;  namely,  compression,  tension  and  shear. 
The  concrete  takes'all  compression  and  a  limited  amount  of 
shear.  The  steel  is  computed  as  taking  all  the  direct  tension 
and  assists  the  concrete  to  carry  shear. 

Let  us  consider  a  reinforced  concrete  column  8x8  ins. 
outside  dimensions.  The  steel  will  be  in  the  form  of  four 
bars  each  1  in.  -quarc.  The  bars  are  set  in  the  corners,  as 
Shown  in  Fig.  1.  and  1'..  in.  in  from  the  sides  of  the  column. 
This  is  specified  for  fire  protection.  The  concrete  outside 
of  the  steel  I  used  for  fire  protection)  assists  in  carrying 
the  load  until  the  fire  comes,  but  after  a  severe  fire  it  should 
not  be  depended  on.  so  we  neglect  it  entirely  in  our  computa- 
tions. The  actual  area  of  the  columns  is  therefore  5X5  = 
25  sq.  in.    Four  '/<  in.  square  bars  have  an  area  of  one  square 
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inch.  The  ratio  of  steel  to  concrete  is  1  25  =  0.04.  The 
steel  ratio  multiplied  by  100  is  the  per  cent,  of  steel  rein- 
forcement. Our  column  therefore  contains  4  per  cent,  of 
steel,  the  maximum  for  a  column  of  this  type.  Some  build- 
ing ordinances  limit  it  to  3  per  cent.,  following  the  lead  of 
Chicago. 

When  a  load  is  applied  to  the  top  of  a  column  and  the 
steel  bars  get  their  share  they  bend  because  the  slenderness 
ratio  (the  ratio  of  length  to  thickness)  is  large.  It  is  neces- 
sary to  put  ties  around  the  upright  bars  and  these  ties  are 
spaced  at  intervals  not  exceeding  twelve  times  the  thickness 
of  the  vertical  bars.  Therefore,  in  the  column  under  con- 
sideration, the  ties  will  be  spaced  6  inches  apart  because  the 
bars  are  only  l/2  inch  square.  The  ties  are  held  in  place  by 
No  18  black  stove  wire  and  the  ends  are  turned  in  far  enough 
to  be  gripped  by  the  concrete  so  they  cannot  be  pulled  out 
when  stressed.  Ties  are  usually  made  of  heavy  wire  or  % 
or  ^-inch  round  steel  rods. 

Having  arranged  the  bars  and  the  ties,  how  much  will 
our  column  carry? 

Let  us  assume  a  1:2:4  concrete  with  an  allowable  fiber 
stress  in  compression  of  400  lbs.  per  sq.  in.  The  area  of  the 
concrete  is  25  sq.  ins.  less  1  so.  in.  of  steel  =  24  sq.  ins.,  which 
at  400  lbs.  gives  24  X  400  =  9,600  lbs.  To  determine  the 
strength  added  by  the  steel  we  must  be  governed  by  the 
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ratio  of  deformation  between  the  steel  and  concrete.  This, 
lor  the  concrete  we  are  using,  is  15,  as  determined  by  ex- 
periments. 

Assume  a  piece  of  steel  fastened  in  a  vertical  position 
and  a  load  placed  on  lop.  Assume  a  piece  of  concrete  of 
the  same  size  similarly  placed  and  loaded  with  an  equal 
load.  Careful  measurements  will  show  that  both  materials 
shorten  under  the  applied  loads  but  the  decrease  in  the  length 
of  the  steel  is  1/15  that  of  the  concrete.  To  produce  equal 
shortening  (deformation)  under  equal  loads  the  cross-sec- 
tional area  of  the  concrete  must  be  15  times  the  cross  sec- 
tional area  of  the  steel.  Thus  each  square  inch  of  steel  is 
equal  to  15  square  inches  of  concrete. 

Now  apply  this  to  the  column  in  question.  The  area  of 
concrete  is  24  square  inches.  The  area  of  the  steel  is  1 
square  inch,  the  equivalent  of  15  square  inches  of  concrete. 
Consider  the  area  of  concrete  to  be  increased,  making  it  24 
-4-  15  =:  39  sq.  ins.  The  load-carrying  capacity  of  the  col- 
umn is  now  39  X  400  —  15,600  pounds.  The  average  stress 
is  15,600/25  —  624  lbs.  per  sq.  in.,  an  increase  of  56  per 
cent.  The  unit  stress  on  the  steel  is  15  X  400  =  6,000  lbs. 
per  sq.  in. 

A  safe  compressive  stress  for  the  steel  alone  would  be 
12,000  pounds  per  square  inch,  which  shows  that  it  is  not 
economical  to  use  steel  in  compression  in  reinforced  con- 
crete, except  in  columns. 

We  cannot  use  a  steel  stress  exceeding  the  concrete 
stress  multiplied  by  the  ratio  of  deformation  or  the  concrete 
will  be  stripped  from  the  steel  and  the  column  will  fail.  The 
two  materials  must  act  together  and  shorten  equally,  each 
carrying  a  proportion  of  the  load.  The  ratio  of  deformation 
is  therefore  a  stress  ratio  for  columns  or  for  members  act- 
ing wholly  in  compression. 

The  following  formulas  are  used  for  the  design  of  col- 
umns in  which  the  unsupported  length  does  not  exceed  15 
times  the  effective  diameter  or  thickness;  that  is,  the  thick- 
ness of  the  column  after  deducing  the  protective  covering  of 
the  steel. 

Let  f  =  average  unit  stress  per  sq.  in.  of  effective  area. 
(■  =  allowable  unit  stress  per  sq.  in.  on  plain  concrete, 
p  =  ratio  of  steel  to  concrete. 
Ac  =  area  of  concrete  in  sq.  in. 
As  =  area  of  steel  in  sq.  in. 
A  —  total  effective  area  =  Ac  -4-  As. 
n  =  ratio  of  deformation. 
P  =  total  load, 
then  P  =  Af  =  fc  (Ac  +  nAs). 
or  f  =  fc  [(1— p)  +  np]. 

The  Hooped  Column 

Make  a  cylinder  of  thin  paper  and  fill  it  with  sand.  The 
paper  is  barely  strong  enough  to  hold  the  sand  and  if  a  load 
is  put  on  top  the  paper  will  burst  and  the  sand  will  flow. 
Use  a  tin  cylinder  and  the  pressure  required  to  burst  it  will 
be  very  great.  Instead  of  sand  use  cement  mortar  or  con- 
crete and  the  metal  casing  can  be  made  very  thin,  so  thin, 
in  fact,  that  a  wire  wound  spirally  around  the  concrete  cyl- 
inder will  furnish  the  necessary  strength  provided  the  amount 
of  metal  in  the  wire  is  equal  to  the  amount  found  to  be 
necessary  in  the  solid  thin  shell.  Poorly  made  concrete 
needs  more  reinforcement  than  first-class  concrete. 

The  hooped  column  consists  of  a  concrete  core  rein- 
forced with  vertical  steel  and  having  a  steel  spiral  around 
the  core.  There  should  be  not  less  than  eight  vertical  rods 
not  exceeding  6  per  cent,  of  the  area.    The  spiral  hooping 
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should  be  not  less  than  one-half  of  one  per  cent,  and  not  to 
exceed  one  and  one-half  per  cent,  of  the  area.  More  than 
this  amount  is  wasteful,  for  it  adds  little  strength.  The 
spiral  does  not  act  until  the  concrete  begins  to  fail  and  as  it 
postpones  the  total  failure  the  effect  is  the  same  as  increas- 
ing the  strength  of  the  concrete  in  compression  so  we  can 
use  20  to  25  per  cent,  higher  unit  stress,  depending  upon 
the  building  ordinance  followed.  Steel  in  the  form  of  a 
spiral,  provided  it  has  a  pitch  not  exceeding  one-sixth  of  the 
diameter,  is  2.4  times  as  effective  as  the  same  amount  placed 
vertically.  The  vertical  equivalent  of  spiral  steel  is.  found  as 
follows: 

Let  c  =  circumference  of  the  core  in  inches, 
x  =  pitch  of  spiral  in  inches. 

a  =  cross  sectional  area  of  steel  used  for  spiral. 
A  =  Area  of  core  in  sq.  in. 

ca 

Then  the  equivalent  ratio  of  spiral  per  ft.  of  length  =  l.l  

Ax 

The  strength  of  the  hooped  column  is 

P  =  fc  (A.  +  nAs  +  2.4nAb) 
in  which  Ab  =  area  of  spiral  steel,  in  terms  of  vertical  steel, 
or  f  =  P/A  =  fc  [(1— p)  +  np  +  2.4np'] 


it)  is  designated  by  the  letter  f. 


The  average  stress  is  f/2. 
f     h  fh. 

The  area  of  each  force  triangle  is  — X — = — 

2      2  4 

We  have  been  considering  a  thin  slice  of  a  beam,  and 
as  a  beam  has  breadth  we  will  use  the  letter  b  (breadth)  to 
designate  this.  Our  force  triangles  now  become  wedges 
each  with  a  volume  =  fhb/4. 

Forces  act  through  the  centre  of  gravity  of  bodies  and 
the  centre  of  gravity  of  a  triangle  is  h/3  from  the  base.  The 
distance  between  the  centre  of  gravity  of  the  two  force  tri- 
angles is  2h/3  as  shown  in  Fig.  4. 

The  total  compressive  force  is  equal  to  the  total  tensile 
force  exerted  to  resist  bending  and  each  force  wedge  acts 
with  a  moment  arm  =  2h/3,  so  we  obtain  the  moment  of 

2h  fbh  2fblr  fbh' 

resistance  by  multiplication,  thus  M= — X — =  =   for 

3      4       12  6 
a  rectangular  beam  of  homogeneous  material;  that  is,  one 
in  which  (below  the  elastic  limit)  the  tensile  strength  equals 
the  compressive  strength. 

In  Fig.  5  is  shown,  a  beam  made  of  two  pieces  with  a 
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Fig.  3 

Fig.  2 


in  which  p'  =  ratio  spiral  steel  expressed  as  equivalent  ver- 
tical steel. 

In  Fig.  2  is  shown  a  beam  bending  under  load.  In  tin- 
middle  of  the  span  is  shown  a  vertical  line  A  c,  an  extension 
of  a  radial  line.  On  one  side  of  this  line  is  a  radial  intercept 
A'b  and  on  the  other  side  a  radial  intercept  A"d. 

Provided  the  material  is  homogeneous,  that  is,  uniform  in 
quality  and  strength,  and  is  not  stressed  beyond  the  elastic 
limit,  a  vertical  section  plane  before  the  beam  bends  is  plane 
after  it  bends.  That  is,  A  c  is  straight  before  the  load  is 
applied  and  the  lines  A'b  and  A"d  are  also  straight  although 
the  horizontal  separation  be  is  greater  than  AA'  and  cd  is 
greater  than  A  A".  In  Fig.  3  the  line  A'b  is  assumed  to  be 
moved  across  Ac  so  the  space  A  A'=b'c.  This  is  equivalent 
to  revolving  the  line  Ac  until  it  becomes  A'  b',  parallel  to  A'b. 

In  Fig.  4  this  is  again  shown  to  illustrate  the  two  force 
triangles,  the  upper  one  representing  compression  and  the 
lower  one  tension.  The  material  being  homogeneous  the 
neutral  axis  x  x'  is  midway  between  the  top  and  bot- 
tom edges.  The  force  triangles  are  therefore  equal,  the 
stress  being  zero  at  the  neutral  axis  and  a  maximum  at  the 
edges.    The  maximum  unit  stress  (skin  stress  some  men  call 


hinged  joint.  In  the  top  of  the  joint  is  a  block  of  rubber 
and  at  the  bottom  is  a  coiled  spring.  Wheij  a  load  is  placed 
o.n  top  the  beam  will,  of  course,  bend  at  the  hinged  joint. 
It  requires  no  effort  of  imagination  to  prove  that  in  the  top 
of  the  open  joint  the  tendency  to  close  is  opposed  by  the 
rubber  and  in  the  bottom  the  tendency  to  open  is  opposed 
by  the  spring.  Actually  the  hinge  midway  is  not  required. 
It  merely  locates  definitely  the  position  of  the  neutral  axis, 
and  to  consider  the  hinge  as  a  necessary  feature  is  likely 
to  confuse  one  as  to  the  action  of  resisting  forces  in  a  beam. 
The  neutral  axis  is  the  point  where  the  character  of  stress 
changes  from  tension  to  compression,  or  from  compression 
to  tension.  In  a  beam  of  homogeneous  material,  that  is, 
one  in  which  the  tensile  and  compressive  strengths  are  equal, 
with  symmetrical  cross-section,  the  neutral  axis  will  be  mid- 
way between  the  top  and  bottom  surface,  or  skin.  At  the 
skin  the  stress  is  a  maximum.  At  the  neutral  axis  it  is  zero. 
A  diagram  illustrating  this  is  triangular  and  is  termed  a 
force  triangle. 

In  Fig.  6  (a)  the  compressive  triangle  has  vertical  lines 
and  the  tensile  triangle  has  horizontal  lines.  Each  triangle 
overlaps  the  other  and  the  heavily  shaded  diamond  centre 
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indicate*  a  cancellation  of  one  force  by  another.  The  re- 
maining effective  stresses  are  shown  in  Fin  0  (b).  The 
neutral  .i\t>  i>  therefore  the  point  where  the  tensile  and 
Compressive  Stresses  are  definitely  separated.    In  a  beam  with 


clings  to  the  steel  and  protects  it  from  corrosion.  The  ver- 
tical tension  cracks  in  beams  are  shown  in  Fig.  7. 

The  ratio  of  deformation  plays  an  important  part  in 
determining  the  location  of  the  neutral  axis  in  concrete  beams. 


3upporf 


i--  Cof/ecf  spring 
F/ff.  S  Support^ 
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Fig.  6 


a  finite  breadth,  for  we  have  been  considering  only  a  thin 
vertical  slice,  the  neutral  axis  becomes  the  neutral  plane. 
The  use  of  the  word  neutral  implies  a  point,  place  or  plane 
where  there  is  a  definite  neutralization  of  opposite  forces, 
or  stresses.  The  force  acting  along  the  neutral  plane  is 
therefore  horizontal  shear,  for  the  forces  acting  on  either 
side  are  opposite  in  character  and  equal  in  magnitude. 

The  principal  of  the  lever  is  evident.  The  length  of  the 
lever  arm  is  the  distance  between  centers  of  gravity  of  the 
opposite  forces  and  the  fulcrum  is  situated  in  the  neutral 
plane. 

In  a  reinforced  concrete  beam  steel  is  placed  near  the 
lower  edge  to  take  all  the  tension,  for,  roughly  speaking, 
concrete  is  ten  times  stronger  in  compression  than  in  ten- 
sion. In  a  plain  concrete  beam  the  neutral  plane  will  be 
very  high  because  the  tensile  and  compressive  forces  must 
be  equal.  The  tensile  stress  will  be  low  and  the  compressive 
stress  will  be  high,  but  the  lever  arm  is  a  constant.  The 
relative  volumes  of  the  two  force  wedges  will  be  approxi- 
mately as  10  is  to  1. 

When  steel  reinforcement  is  used  the  area  required  is 
computed  on  the  assumption  that  it  will  carry  all  the  ten- 
sion and  the  value  of  the  concrete  in  tension 
below  the  neutral  axis  is  neglected.  The  ten- 
sile stress  therefore  does  not  vary  from  zero  at 
the  neutral  axis  to  a  maximum,  but  the  com- 
pressive stress  above  the  neutral  axis  does  so 
vary. 

The  ratio  of  deformation  between  concrete 
and  steel  prevents  the  consideration  of  the 
value  of  concrete  in  tension.  Experiments 
have  shown  that  when  steel  embedded  in  con- 
crete is  stressed  in  tension  to  an  amount  prac- 
tically equal  to  the  tensile  strength  of  an  area 
of  concrete  equal  to  the  steel  area,  multiplied 
by  the  ratio  of  deformation,  the  concrete 
cracks."  The  tensile  strength  per  square  inch 
in  the  concrete  at  the  level  of  the  steel  =  f»/n, 
in  which  t'»  =  unit  tensile  steel  stress. 

These  cracks  are  vertical  and  fairly  uni- 
formly spaced.  They  probably  extend  as  far 
into  the  beam  as  the  neutral  axis  when  the 
beam  is  on  the  point  of  failure.  If  the  beam 
is  well  made  and  the  bond  of  the  concrete  to 
the  steel  is  good  the  cracks  are  so  small,  be- 
cause numerous,  that  there  is  no  danger  of  the  entrance  of 
moisture  in  large  enough  amounts  to  cause  rusting  of  the 
steel.  It  is  therefore  possible  to  use  steel  with  a  very  high 
stress,  for  the  ratio  of  deformation  is  not  a  stress  ratio  as 
in  the  case  of  columns  carrying  direct  compressive  stress. 
In  a  column  a  high  compressive  stress  on  the  concrete  may 
strip  it  from  the  steel.  In  beams  a  high  tensile  stress  in  the 
concrete  merely  cracks  it  and  the  concrete  between  the  cracks 


In  the  Chicago  Building  Code  the  following  values  are  used 
as  a  result  of  experiments: 

Ultimate  Compressive 

Mixture  Strength  Per  Sq.  In. 

1:1:3  2,900 

1:1^:3  3,400 

1:2:4  3,000 

1:3^:5  1,750 

1:3:7  1,500 


Ratio  of 
Deformation 
10 

12 
15 
18 
20 


The  allowable  safe  unit  stress  per  square  inch  is  thirty- 
five  hundredths  of  the  ultimate  strength  in  compression. 

In  reinforced  concrete  we  have  two  materials  with  widely 
differing  unit  stresses.  The  letter  f  is  used  to  denote  the 
unit  stress  per  square  inch,  usually  termed  the  "Fiber  Stress." 
The  unit  steel  stress  is  fs  and  the  unit  concrete  stress  is  fc 
The  stress  ratio  f./fo  is  denoted  by  the  letter  m  (meaning 
"measure").  The  ratio  of  deformation  is  denoted  by  the  let- 
ter n  (meaning  "number"),  for  it  is  an  arbitrary  number 
which  is  approximately  correct. 

Fig.  8  is  a  graphical  representation  of  the  effect  n  and 
m  have  on  the  location  of  the  neutral  plane  in  a  reinforced 
concrete  beam.    On  a  piece  of  quadrille  ruled  paper  plot  the 
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depth  from  the  top  of  the  beam  to  the  centre  of  gravity  of 
the  steel  by  setting  off  ten  divisions.  Set  off  on  the  same 
scale  theratio  of  stresses  (m)  and  the  ratio  of  deformation 
(n)  as  shown.    The  depth  to  the  neutral  axis,  k,  may  then 


be  scaled.    The  exact  value  is  k 


n-|-m 
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Example.    What  is  the  value  of  k  when  f»=  16,000  lbs. 
per  square  inch  and  fc  =  650  lbs.  per  square  inch? 
n  =  15  . 
16000 

m  =  =24.02 

650 
n  15 

k  =  =  =  0.378  d 

n  +  m  15+24.62 
Fig.  9  shows  the  force  triangle  of  the  concrete  in  com- 
pression and  the  steel  in  tension.    To  find  the  ratio  of  steel, 
proceed  as  follows: 

The  total  amount  of  compressive  force  is  found  by  ob- 
taining the  area  of  the  force  triangle.  The  height  is  kd  and 
the  average  stress  is  fc/2.  The  compression  =  kdfc/2.  We 
use  kd  for  the  depth,  d,  has  a  definite  value  and  k  is  a  per- 
centage of  d.  The  moment  arm,  the  lever,  has  a  length  = 
d — kd/3  or  jd.  (j=i — k/3).  The  total  compressive  force  in 
a  thin  slice,  C  =  fc/2  X  kdjd  =  fc/2  X  kjd2. 

The  tensile  force  T  =  fsAjd,  in  which  A  =  area  of  steel  in 
square  inches.  The  steel  ratio  =A/bd=p,  so  it  is  necessary 
to  introduce  the  breadth  b,  into  the  expression. 

We  now  have  C=fc/2Xkjlxr  and  T=fspjbd2  then  fck/2== 


sume  a  breadth  and  solve  for  the  depth,  or  assume  a  depth 
and  solve  for  the  breadth.  T  beams  are  beams  in  which  the 
floor  slab  is  considered  to  be  a  part  of  the  beam  and  carries 
the  compression.  The  breadth,  b,  is  the  width  in  the  floor 
slab  and  the  stem  below  the  slab  must  be  wide  enough  to 
contain  the  reinforcement.  The  width  necessary  must  include 
space  between  the  bars  and  on  each  side  to  furnish  bond 
and  shearing  strength. 

Below  the  steel  there  must  be  a  covering  of  concrete 
not  less  than  the  thickness  of  the  steel,  with  a  minimum 
thickness  of  one-half  inch,  this  being  for  bond  and  fire  pro- 
tection. In  all  building  ordinances  minimum  coverings  of 
concrete  are  specified;  as  for  example,  one-half  inch  for  slabs 
and  one  and  one-half  inches  for  beams,  girders,  and  columns. 

Shear 

Fig.  10  shows  a  beam  with  typical  shear  cracks.  A  beam 
may  fail  by  crushing  of  the  concrete  in  the  top,  by  the 
stretching  or  slipping  of  the  steel  or  by  shear,  which  is 
manifested  by  the  appearance  of  shearing  cracks.  These 
cracks  are  an  indication  of  tension  in  the  concrete  and  stir- 
rups are  used  to  prevent  shearing  (diagonal  tension)  failures. 

Fig.  11  (a)  shows  a  uniformly  loaded  beam  resting  freely 


d 


kd 

t- 

L 


Neutral  Axis 

J* 

=J(=Q- Steel 


r/9.s 


fsp,  provided  C=T,  which  is  the  case  for  a  beam  with  "bal- 
anced" reinforcement. 

Assigning  values,   650/2X0.378=1 6000p  and 
325X.378 

p  =  =  0.00767 

16000 

p  X  100  =  per  cent,  of  steel  =  0.767  (0.77%). 
By  formula  p=k/2m. 

Assume  a  beam  6  inches  wide  with  depth  to  the  centre 
of  the  steel=9  ins.    What  is  the  resisting  moment? 
C=325X 0.378X0.874X6X9  =52,242  in. -lb. 
What  area  of  steel  will  be  required? 
A=bdp=6X 9X0.0077=0.42  sq.  in. 
Check  the  steel: 

T=fsAjd=16000X 0.42X0.874X9=52,850  in.-  lb. 
-  The  greater  resisting  moment  in  tension  is  due  to  hav- 
ing used  0.42  sq.  in.  of  steel,  the  exact  area  being  0.4158  sq. 
in.  The  area  of  steel  used  is  governed  by  the  commercial 
sizes  of  bars  and  rods,  or  the  expanded  metal  or  wire  fabric 
used.  The  actual  steel  area  used  will  usually  be  greater  than 
the  theoretical  area  necessary. 

Every  reinforced  concrete  beam  has  two  moments  of 
resistance;  one  determined  by  the  concrete,  the  other  by  the 
steel.  The  lesser  of  the  two  is  the  resisting  moment  which 
determines  the  actual  strength.  In  designing  slabs  a  width 
of  one  foot  is  taken,  for  a  slab  is  merely  a  wide  and  shallow 
beam  assumed  to  be  made  up  of  a  number  of  beams  each 
12  inches  wide. 

R  is  a  moment  factor.  For  the  concrete  R  =  fckj/2. 
For  the  steel  R  =  f»pj.    Then  the  bending  momentM=Rbd2; 

b  =  M/Rd2;  d  =  V  M/Rb. 

To  design  a  beam  select  stresses  for  the  steel  and  con- 
crete and  find  R.  The  value  of  M  is  the  bending  moment 
which  is  equal  to,  or  is  less  than,  the  resisting  moment.  As- 


on  two  supports.  At  (b)  is  shown  the  shear  diagram.  The 
vertical  shear  at  either  end  is  equal  to  one-half  the  load  and 
is  zero  at  the  point  of  maximum  bending  moment.  The  ver- 
tical depth,  measured  in  pounds,  of  the  shear  diagram  at 
any  point  is  a  sum-curve  of  the  loading  to  that  point. 

The  bending  moment  at  any  point  is  the  area  of  the  shear 
diagram  between  that  point  and  the  support.  The  vertical 
dimension  is  in  pounds.  The  horizontal  dimension  is  in  feet 
when  the  result  is  foot  pounds  and  in  inches  when  the  result 
is  inch  pounds.  The  bending  moment  at  any  section,  such 
as  y  y  is  the  sum  curve  of  the  shear  at  that  section. 

The  shear  being  tension  increases  from  the  top  and 
bottom  skin  to  a  maximum  at  the  neutral  axis  where  the 
bending  stress  changes  from  tension  to  compression  and 
from  compression  to  tension.  In  a  beam  of  homogeneous 
material  with  a  uniform  cross  section  the  shear  is  the  same 
above  and  below  the  neutral  plane  at  equal  distances  from 
this  plane.  This  distribution  of  horizontal  shear  is  found  in 
a  reinforced  concrete  beam  above  the  neutral  plane.  Below 
the  neutral  plane  the  shear  is  constant,  for  all  the  tension  is 
carried  by  the  steel.  The  unit  value  of  the  shear  at  all  depths 
from  the  neutral  axis  to  the  centre  of  gravity  of  the  steel  is 
determined  by  the  expression,  v  =  V/jbd  in  which  d  =  depth 
from  top  of  beam  to  centre  of  gravity  of  the  steel. 

In  Fig.  12  is  given  an  illustration  of  horizontal  shear. 
Several  planks  laid  loosely  on  end  supports  bend  under  load 
and  the  slipping  of  one  plank  past  the  adjoining  plank  is  a 
horizontal  movement.  This  is  shown  in  Fig.  12a.  Spike,  or 
bolt,  the  planks  together  as  shown  in  Fig.  12b  and  the  slip- 
ping cannot  occur.  The  spikes  or  bolts  represent  with  fair 
accuracy  the  stirrups  used  in  reinforced  concrete  beams.  The 
shear  being  a  maximum  at  the  ends  where  the  bending  mo- 
ment is  a  minimum,  the  fastenings  are  closer  together  than 
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nearer  the  middle  of  the  span  where  the  shear  is  a  mi 
ami  the  bending  moment  is  a  maximum. 

By  reference  to  Fig,  lib  it  i^  seen  that  vertical  shear 
e\i^t>  at  all  points  on  a  beam.  W  e  have  seen  that  horizontal 
>lu-.ir  al-..,  exists  at  all  points  on  a  beam.  Along  the  neutral 
plane  it  is  equal  to  the  maximum  end  vertical  shear.  Very 
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point  of  maximum  bending  moment, 
:ach  side  of  this  point  must  be  long 


-Parabo/a 


thin  horizontal  slices,  like  the  planks  in  Fig.  12,  are  assumed 
for  the  purposes  of  computation. 

The  resultant,  according  to  the  parallelogram  of  forces, 
is  a  diagonal  tension,  which  causes  the  cracks  shown  in  Fig. 
10. 

In  designing  reinforced  slabs,  beams  and  girders  the  re- 
sisting moment  must  be  equal  to  or  greater  than  the  bend- 
ing moment.  W  hen  this  is  fixed  the  beam  must  be  tested 
for  shearing  strength,  and  if  it  is  found  to  be  deficient  in 
this  particular,  steel  in  the  form  of  stirrups  must  be  provided 
or  the  size  of  the  beam  be  increased.  The  unit  shearing 
stress  v  should  not  exceed  40  lbs.  per  square  inch 
for  the  concrete  alone,  nor  exceed  a  total  of  120 
lbs.  per  square  inch  when  stirrups  are  used. 
Bond 

Experiments  have  shown  that  70  lbs.  per  square 
inch  is  a  safe  allowance  for  bond  in  order  that 
the  steel  and  concrete  may  act  toge*ther.  The 
coefficient  of  expansion  of  the  two  materials  is 
practically  the  same,  so  we  need  not  fear  a  sep- 
aration under  extreme  variations  in  temperature. 

Assuming  the  two  materials  to  act  together 
and  the  safe  bond  stress  is  70  lbs.  per  square  inch, 
what  length  of  embedment  is  necessary  for  a  bar 
one-inch  square  stressed  16,000  lbs.  per  square 
inch  ? 

The  one-inch  square  bar  has  four  square  inches 
of  surface  for  each  inch  of  length. 

1 6.000/(4  X  70  ;=57. 142  in.  embedment  required. 
Four  '/z-inch  square  bars  have  the  same  area  as  one 
1-inch  square  bar  but  the  surface  =  4  (4X ]/2)—%  square  inches 
and  the  length  of  embedment  =  16,000/(8 X70)=28. 57  in. 

When  a  large  bar  having  sufficient  area  to  carry  the  ten- 
sion is  found  to  be  deficient  in  bonding  area,  smaller  bars 
may  be  used.    The  stress  is  the  maximum  tensile  stress  in 


reinforcemertl  at  tin 
the  reinforcement 

Igh   for  bond 

Bending  Up  Steel 

The  bending  moment  decreases  toward  the  supports  and 
when  a  number  of  bars  arc  used  they  may  gradually  be  de- 
creased in  number,  always  allowing  not  less 
than  two  to  go  the  full  length  in  the  hot- 
torn,  The  other  bars  are  turned  up  a  short  dis- 
tance past  the  p'oint  where  they  are  no  longer 
needed  For  direct  tension,  being  carried  to  within 
an  inch  of  the  top  of  the  beam  on  an  angle  of 
4.">  degrees  or  less,  and  thence  horizontally  to  the 
supports.  Half  the  steel  area  may  thus  be  bent 
up  at  0.2.'!  of  the  span  from  the  support,  one-half 
the  remainder  at  0.15  of  the  span  and  one-half 
of  the  remainder  at  0.10  of  the  span.  These  rules 
are  closely  approximate  and  apply  only  to  uni- 
formly loaded  beams.  Exact  rules  are  given  in 
text  books.  Bent  up  steel  assists  in  reinforcing 
the  web  or  body  of  the  beam  and  thus  strength- 
ens the  beam  against  failure  by  shear. 

Stirrups 

Stirrups  should  be  fastened  to  the  tension 
steel,  not  merely  looped  around  it.  They  should 
extend  far  enough  above  the  neutral  axis  to  de- 
velop bond.  The  stress  in  the  stirrups  is  tension 
and  it  is  equal  to  the  tension  in  the  concrete  mul- 
tiplied by  the  ratio  of  deformation  at  the  instant 
the  concrete  cracks,  when  the  whole  stress  is 
immediately  taken  by  the  steel.  The  stress  used 
for  stirrups  should  not  exceed  75  per  cent,  of  the 
stress  in  the  tension  reinforcement. 

The  stirrups  should  be  equal  in  area  and  the 
intervals  should  increase  by  increments  of  50 
per  cent,  or  logarithmically,  the  greatest  interval  being  equal 
to  d.  The  area  of  steel  in  the  bent  up  bars  should  be  neglect- 
ed when  it  is  more  than  O.lSLTrom  the  supports,  for  the 
maximum  shear  is  at  the  edge  of  the  support  at  either  end. 
When  four  stirrups  are  used  at  each  end,  the  first  will  be 
'.jd  from  the  support;  the  second  y2d  from  the  first;  the  third 
%d  from  the  second  and  the  fourth  d  from  the  third. 

Reinforcing  a  Circular  Tank 

In  a  round  tank  the  only  stress  is  tension,  being  equal 
to  wd/2  in  which  w  =  weight  (pressure);  d  —  diameter. 
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The  tension  is  figured  for  strips  one  foot  wide,  the  weight 
used  being  the  weight  of  the  liquid  at  the  depth  of  the  strip. 
The  weight  of  one  cubic  foot  of  water  being  62.5  lbs.,  w  at 
the  depth  of  10  ft.  is  625  lbs.   At  15  feet  the  weight  is  937.5  lbs. 

The  stress  to  be  used  in  the  steel  cannot  exceed  fs/n, 
or  large  cracks  will  open.    The  concrete  shell  should  be  de- 
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signed  to  carry  all  the  stress  with  an  assumed  safe  unit  ten- 
sile stress.  Steel  should  be  used  to  carry  all  the  tensile 
stress.  This  combination  fixes  the  unit  stress  in  the  steel 
as  equal  to  nf.  until  something  causes  the  tank  wall  to  crack, 
after  which  all  the  tension  is  carried  by  the  steel  with  the 
assumed  fiber  stress,  f». 

Owing  to  the  difficulties  encountered  in  construction  no 
tank  wall  should  have  a  thickness  of  less  than  six  inches, 
regardless  of  the  theoretical  thickness  found  by  computation. 

Example:  Give  the  proper  thickness  of  wall  and  amount 
of  steel  required  for  a  circular  tank  20  feet  in  diameter  at  a 
depth  of  14  feet,  using  a  1:2:3  concrete, 
wd  14X62.5X20 

T  =  =  =  8,750  lbs. 

2  2 

Use  a  tensile  stress  of  12,000  lbs.  per  square  inch  in  the 
steel  in  order  to  care  for  possible  mistakes  in  connecting 
ends  of  bars.  Clamps  should  not  be  used.  The  best  method 
is  to  have  the  ends  of  the  bars  overlap  a  length  of  not  less 
than  40  times  the  thickness.  The  overlapping  ends  should 
not  be  in  contact,  but  should  be  separated  to  leave  a  space 
of  about  twice  the  thickness  of  the  bars  so  the  concrete  may 
surround  the  steel. 

A«=  8750/12000  =  0.729  square  inches  (area  of  steel). 

Use  three  !4-inch  square  bars,  giving  an  area  of  0.75  sq.  in. 

A  safe  tensile  stress  for  well  made  1:2:3  concrete  is  175 
lbs.  per  square  inch.  Area  of  concrete  =  8750/175  =  50  square 
inches.  The  theoretical  thickness  of  the  wall  is  50/12  = 
4.166  in.,  for  the  strip  is  12  inches  wide.  The  thickness,  for 
reason  given,  should  be  not  less  than  6  inches,  so  the  actual 
area  will  be  72  square  inches. 

The  area  of  the  concrete  is  72  square  inches  minus  area 
of  steel  =  72  —  0.75  =  71.25  sq.  in. 

The  ratio  of  deformation  for  1:2:3  concrete  is  12,  so  the 
steel  is  equivalent  to  a  concrete  area  of  12  X  0.75  =  9  sq.  in. 

Adding:  71.25  -4-  9  =  80.25  sq.  in. 

The  average  stress  is  8750  72  =  121.53  lb.  per  sq.  in., 
and  the  stress  on  the  concrete  is  8750  80.25  =  109.0:s  lb. 
per  sq.  in. 

The  stress  in  the  steel,  when  both  materials  are  carrying 
tension,  is  12  X  109.03  =  1308.36  lb.  per  sq.  in. 

If,  for  any  reason,  the  concrete  cracks  the  steel  will  carry 
all  the  tension  with  a  stress  of  12,000  lbs.  per  square  inch. 
Cracks  may  occur  where  an  occasional  poorly  mixed  batch  of 
concrete  was  deposited;  where  construction  joints  are 
defective;  where  forms  were  removed  too  roughly, 
through  ice  pressure;  by  reason  of  excessive  tempera- 
ture changes;  frequent  and  sudden  changes  in  pressure 
due  to  quick  filling  or  emptying  of  water;  through  defective 
foundations.  When  the  steel  stress  is  not  permitted  to  ex- 
ceed 12,000  lbs.  per  square  inch  the  only  effect  of  cracking 
will  be  to  throw  the  entire  tension  on  the  steel  and  the  cracks 
will  not  be  large  enough  to  cause  corrosion  or  leakage. 


Personals 

Mr.  J.  K.  Scammell,  C.E.,  a  consulting  engineer  of  St. 
John,  N.B.,  has  volunteered  for  overseas  service.  During  his 
absence  his  business  is  being  carried  on  by  a  graduate  en- 
gineer who  himself  is  prevented  from  joining  the  colors  by 
physical  unfitness. 

Various  changes  recently  made  in  the  staff  of  the  Do- 
minion Steel  Corporation  at  Sydney,  N.  S.,  include  the 
following:  the  appointment  of  Mr.  VV.  H.  Bishop,  of  the 
Bethlehem  Steel  Company,  as  steel  expert;  the  promotion 
of  H.  E.  Rice  to  the  position  of  assistant  general  superin- 
tendent, his  jurisdiction  extending  over  the  various  mills  of 
the  steel  company,  and  the  promotion  of  Geo.  D.  Macdougall, 
former  mechanical  superintendent  of  the  steel  works,  to  the 
position  of  chief  engineer. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  Monarch  Land  Building  Company.  Limited,  lias 
been  incorporated  with  a  capital  of  $40,000,  head  office  at 
Windsor,  Ont. 

It  is  said  that  the  building  record  for  Gait,  Ont.,  this 
year,  will  be  the  highest  in  the  history  of  the  city.  In  no 
previous  year  have  so  many  factory  additions  been  made 
as  this  season. 

The  Supreme  Court  of  Canada  lias  upheld  the  decision 
of  the  Manitoba  Court  which  found  Thomas  Kelly,  the  Win- 
nipeg contractor,  guilty  of  the  charges  against  him,  which 
include  fraud,  conspiracy,  theft,  and  embezzlement. 

It  is  interesting  to  note  that  Messrs.  Foley,  Welch  & 
Stewart,  the  well-known  western  -railway  contractors,  have 
secured  a  contract  for  3,000  miles  of  new  railroad  in  Eastern 
Russia.  It  is  understood  they  already  have  their  men  and 
engineers  on  the  ground. 

During  the  month  of  October  this  year,  building  permits 
were  issued  in  Chatham,  Ont.,  amounting  to  $18,125,  an  in- 
crease of  $5,750  over  the  same  month  last  year.  The  total 
for  the  ten  months  of  the  year  is  $275,199,  as  compared  with 
$181,189  during  the  corresponding  period  last  year. 

Evidence  of  the  satisfaction  given  by  the  central  heat- 
ing plant  system  in  the  city  of  Brandon,  Man.,  is  shown 
by  its  increasing  popularity,  and  the  Electric  Light  Com- 
pany are  receiving  a  great  many  orders  this  year  for  in- 
stallations on  this  branch  of  their  service. 

An  order  winding  up  Robertson  &  Sherris,  stonecutters, 
was  recently  made  at  Osgoode  Hall,  Toronto,  on  the  peti- 
tion of  James  Robertson,  president,  creditor  for  $200  on  a 
promissory  note.  The  company  was  incorporated  with  a 
nominal  capital  of  $20,000. 

It  is  stated  that  at  the  present  time  there  is  considerable 
difficulty  experienced  in  obtaining  housing  accommodation 
for  newcomers  in  the  city  of  Chatham,  Ont.,  and  it  is  ex- 
pected that  there  will  be  great  real-estate  activity  in  the  near 
future. 

Mr.  W.  A.  McLean,  Deputy  Minister  of  Highways  for 
the  Province  of  Ontario,  reports  that  Stormont,  Dundas  and 
Glengarry  have  fallen  in  line  with  the  twenty  other  counties 
which  have  adopted  the  Good  Roads'  system.  There  are 
still  fourteen  counties  which  have  not  taken  advantage  of 
the  Ontario  Highways'  Act. 

Construction  operations  on  Hudson  Bay  Railway  and 
Port  Nelson  Terminals  have  closed  down  for  the  year.  Rails 
are  laid  as  far  as  Kettle  Rapids,  as  planned  for  the  season. 
This  is  330  miles  north  of  The  Pas.  During  the  winter  two 
bridges  over  the  Nelson  River  will  be  completed  and  track- 
laying  will  be  finished  to  Port  Nelson  early  next  summer. 

October's  building  permits  in  the  city  of  St.  John,  N.B.. 
total  $83,100.  as  compared  with  $36,350  in  the  same  month 
last  year.  The  figures  for  the  ten  months  of  the  year  are 
$447,350,  as  compared  with  $283,150  during  the  correspond- 
ing period  last  year.  A  $70,000  school  helped  to  increase 
last  month's  total  considerably. 

The  Gait  Brass  Company,  Gait,  Ont.,  propose  to  erect 
two  new  buildings  which  will  double  their  capacity.  Archi- 
tect J.  Evans  has  prepared  plans  for  two  modern  structures 
— one,  50  ft.  x  80  ft.  in  dimensions,  two  storeys  with  base- 
ment, and  the  other,  40  ft.  x  60  ft.,  one  storey.  Both  build- 
ings will  be  constructed  of  brick  and  concrete  and  will  be 
modern  in  every  respect. 
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I  In-  (•<•«. d  Roads'  movement  in  Ontario  County,  Out.. 
Continues  to  spread,  and  branches  have  now  been  formed 
t\>r  the  tOWflBhipS  oi  EftSl  and  Wesl  Whitby.  Reach  and 
ScuKojr.  and  for  the  village  of  Port  Perry.  It  is  probable 
that  at  the  November  session  of  the  county  council  a  depu- 
tation will  urge  the  adoption  f>f  a  county  system  of  good 
roads. 

It  is  stated  that  the  building  operations  this  season  in 
Walkcrville.  Ont..  have  set  a  new  record  for  that  town  and 
that  by  the  end  of  the  year  the  figures  will  have  more  than 
doubled  those  of  1915.  The  building  values  by  months  up 
t.>  the  end  of  October  are  as  follows:  January.  $0,000;  Febru- 
ary. $5,500;  March.  $10,500;  April.  $40,700;  May,  $33,825; 
June.  $30,100;  July.  $34,725;  August,  $17,600;  September, 
135,880;  October,  $9,525. 

N- 1,  151  Local  of  the  Painters'  and  Decorators'  Union 
recently  met  in  the  Labor  Temple,  Toronto,  when  they  de- 
cided to  notify  the  civic,  provincial  and  federal  authorities 
that  after  January  1,  1917,  the  rate  of  wages  for  men  of 
tluir  craft  would  be  45  cents  an  hour.  At  the  beginning  of 
next  year  an  organizer  will  be  employed  to  more  thoroughly 
organize  the  non-union  painters  and  decorators  in  the  city 
of  Toronto. 

The  building  permits  issued  in  the  city  of  Vancouver 
during  the  month  of  October  number  41  and  amount  to 
$394,085.  Offices  and  stores,  valued  at  $300,000,  constitute 
the  greatest  part  of  the  month's  building  operations.  The 
total  for  the  ten  months  of  the  year  is  350  permits,  valued 
at  $2,025,829.  The  above  figures  compare  with  36  permits 
issued  in  October,  1915,  value  $214,455,  and  551  permits 
which  were  issued  during  the  first  ten  months  of  1915,  at  a 
value  of  $1,552,599. 

The  members  of  the  Engineers'  Club  at  Thorold.  Ont., 
were  recently  addressed  by  Mr.  Brockbank,  of  the  Exolon 
Abrasive  Works,  on  the  subject  of  "High  temperature  re- 
actions." Mr.  Brockbank  described  the  methods  and  pro- 
cesses used  in  the  Exolon  works.  With  the  aid  of  samples 
of  the  raw  materials,  products  and  by-products,  he  illustrated 
the  various  operations  involved  in  the  manufacture  of  abrasive 
materials.  The  electric  furnaces,  developing  temperatures 
up  to  2.025  degrees  centigrade,  were  also  described  in  detail. 

A  meeting  was  recently  held  at  Cobourg,  Ont.,  in  the 
Counties  Council  chamber,  to  organize  the  district  for  the 
purpose  of  effecting  the  improvement  of  the  Kingston  Road. 
The  municipalities  east  of  Kingston  had  previously  appointed 
a  committee  to  take  up  this  matter,  and  at  this  meeting 
another  committee  of  25  members  was  named  to  act  in  con- 
junction. The  object  is  to  ask  the  Ontario  Government  to 
take  over  the  Kingston  Road  and  make  it  a  provincial  high- 
way. 

The  members  of  the  Good  Roads'  Committee  of  Kent 
County,  Ont..  have  drafted  a  schedule  and  bylaw  of  the 
roads  which  it  is  proposed  to  rebuild,  for  presentation  to  the 
county  council  at  the  December  sessions,  with  a  recom- 
mendation that  the  Ontario  Government's  scheme  of  good 
roads  be  adopted.  The  scheme  which  the  council  will  in 
all  probability  undertake  is  a  very  extensive  one  and  will 
entail  a  heavy  expenditure.  It  will  result,  however,  in  the 
building  of  some  of  the  best  roads  in  Ontario,  affecting  all 
of  the  principal  thoroughfares  in  Kent. 

It  is  stated  that  New  Zealand  proposes  to  adopt  concrete 
as  a  road-building  material.  The  U.  S.  Consul-General  at 
Auckland,  has,  it  is  said,  reported  to  the  state  department 
that  the  local  and  national  authorities  of  New  Zealand  are 
studying  the  good  roads'  problem,  as  they  have  found  the 
up-keep  of  stone  roads  very  expensive.  They  estimate  that 
a  mile  of  12-foot  concrete  road  could  be  built  for  $2,000  more 
than  a  mile  of  ordinary  stone  road  and  that  there  would 


be  a  saving  in  up-keep  of  at  least  $l,200  a  mile  in  the  first 
live  years,  while  at  the  end  of  ten  years  there  would  be  a 
saving  of  $7,000  or  $8,000. 

During  the  month  of  October  the  Civic  Labor  Bureau, 
Toronto,  found  employment  for  569  men  and  33  boys,  while 
during  the  previous  month  566  secured  employment.  An 
outstanding  feature  of  the  placing  of  men  is  that  a  great 
demand  has  developed  for  outside  tradesmen,  and  the  call 
from  builders  and  contractors  has  been  heavy,  owing  to  the 
fad  that  frost  may  set  in  at  any  time  now  and  the  con- 
tractors are  anxious  to  finish  the  work  commenced.  It  is 
said  that  the  majority  of  foreigners  applying  for  work  are 
seeking  factory  jobs  and  not  the  outside  work,  though  a 
large  number  of  them  are  merely  unskilled  laborers.  A 
great  demand  is  being  made  for  machinists  in  the  larger 
establishments  in  Toronto. 

The  Bricklayers'  Union  held  a  very  largely  attended 
meeting  in  the  Labor  Temple,  Toronto,  recently.  Mr.  John 
\  ick,  the  business  secretary,  reported  that  negotiations  with 
the  employers  with  reference  to  the  voluntary  increase  of 
wages  till  the  end  of  the  year  and  the  agreement  for  next 
year  were  progressing  satisfactorily  and  that  there  would 
be  something  to  present  to  the  organization  at  the  next 
meeting.  It  was  decided  to  send  one  delegate  to  the  Pro- 
vincial Conference  of  Bricklayers,  Stonemasons,  and  Plas- 
terers, which  will  be  held  in  the  near  future.  It  was  also 
decided  that  the  union  would  not  pay  the  extra  per  capita 
tax  to  the  Building  Trades  Council  for  the  purpose  of  ap- 
pointing a  business  agent. 

W.  W.  Van  Every,  who  on  October  2  was  appointed 
manager  of  the  city  water  and  light  department  of  Sault 
Ste.  Marie,  Ont.,  where  he  formerly  held  the  position  of 
city  engineer,  has  submitted  a  report  to  the  council  regard- 
ing the  state  of  affairs  which  exists  in  the  department  of 
which  he  is  now  in  charge.  His  report  states  that  generally 
speaking  it  is  in  a  very  unsatisfactory  state  and  that  the 
physical  plants,  both  water  and  light,  are  in  poor  repair. 
In  the  electrical  department  a  considerable  amount  of  the 
apparatus  should  have  been  replaced,  or  extensively  repaired 
when  the  city  acquired  the  system;  in  the  waterworks  a 
similar  condition  exists.  The  intakes  are  in  such  a  position 
that  there  is  every  possibility  that  the- water  may  be  entirely 
cut  off  due  to  ice  troubles  during  the  winter.  Mr.  Van  Every 
states  that  the  critical  condition  of  the  city's  pumping  plant 
cannot  be  too  strongly  emphasized.  Attention  is  also  drawn 
to  the  storage  facilities  for  piping,  fittings,  repair  wagons, 
etc.,  which  apparently  are  in  a  bad  condition. 


Obituary 

News  has  been  received  by  Richard  Reid.  Agent-General 
of  Ontario  in  England,  that  his  son,  John  Stanley  Reid,  has 
been  killed  while  serving  at  the  front  with  the  Canadian 
Mounted  Rifles.  Mr.  Reid  was  27  years  of  age  and  had 
formerly  been  on  the  engineering  staff  of  MacLeod.  Alta. 

The  death  occurred  recently  of  Jacob  W.  Steeves.  a 
prominent  resident  of  Elgin,  Albert  County,  N.B..  at  the 
age  of  84  years.  The  late  Mr.  Steeves  was  a  well-known 
railway  contractor,  having  built  that  portion  of  the  Inter- 
colonial Railway  running  through  Folleigh  Lake,  N.S.,  as 
well  as  many  sections  of  branch  lines  in  New  Brunswick  and 
several  important  railway  lines  in  the  State  of  Maine. 

Mr.  Leon  Maguire,  who  with  his  father,  Mr.  John  Ma- 
guire,  has  carried  on  a  successful  contracting  business  in 
the  city  of  Toronto,  where  they  are  well  known  to  the  trade, 
fell  a  victim  to  typhoid  fever  recently  and  died  within  a 
short  time.  His  father  also  was  taken  with  the  same  disease, 
but  is  recovering.  Mr.  Leon  Maguire  was  30  years  of  age. 
He  had  recently  been  residing  in  St.  Catharines,  where  he 
was  carrying  on  some  contract  work. 


Contracts  Department 


News    of   Special   Interest  to  Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Brooke  Township,  Ont. 

The  Township  Clerk.  W.  J.  Weed,  In- 
wood,  Ont.,  will  receive  tenders  until 
November  18th  for  repairs  to  tile  drains. 
The  Township  Council  are  also  consider- 
ing other  drainage  work. 

Etobicoke  Township,  Ont. 

The  Township  Council  have  been  peti- 
tioned to  install  a  sewer  and  water  sup- 
ply system  for  the  Long  Branch  dis- 
trict, and  will  appoint  an  Engineer  to 
make  a  report.  Clerk,  S.  Barrett,  Isling- 
ton. 

Penticton,  B.C. 

The  Town  Council  propose  to  con- 
struct a  reservoir  at  an  approximate 
cost  of  $15,000.  and  will  submit  a  by-law 
in  January.    Clerk,  B.  C.  Bracewell. 

Three  Rivers,  Que. 

The  City  Council  are  having  plans  pre- 
pared for  improvements  to  the  water- 
works system  as  well  as  for  contemp- 
lated extensions  to  the  sewers  and  mains. 
Consulting  Engineers,  R.  S.  and  W.  S. 
Lea,  10  Cathcart  Street,  Montreal. 

Winnipeg,  Man. 

Tenders  will  be  received  until  noon, 
December  18th,  by  R.  D.  Waugh,  Chair- 
man of  the  Greater  Winnipeg  Water 
District,  901  Boyd  Building,  for  the  con- 
struction of  9l/2  miles  of  06-inch  rein- 
forced concrete  pressure  pipe.  Plans  and 
specifications  at  office  of  the  Chairman. 

CONTRACTS  AWARDED 

Hull,  Que. 

The  general  contract  for  the  construc- 
tion of  a  tile  sewer  has  been  let  by  the 
City  Council  to  H.  Ebert.  Approximate 
cost,  $15,000.    Engineer,  J.  P.  Laforest. 

Kingsville,  Ont, 

The  tenders  received  for  the  construc- 
tion of  a  settling  basin  were  too  high, 
and  the  Town  Council  will  do  the  work 
under  the  superintendence  of  F.  W.  Fry. 
A  contract  for  supply  of  1,000  barrels  of 
cement  has  been  let  to  Scratch  &  Mac- 
Donald.  Approximate  cost  of  work. 
$0,000. 

Railroads,  Bridges  and  Wharves 

Hull,  Que. 

The  Hull  Electric  Railway  Company 
have  decided  to  construct  an  extension 
on  Chelsea  and  Montcalm  Streets.  Ma- 
terial will  be  purchased  by  the  Manager, 
Cordon  Gale. 

Ontario  Province 

A  by-law  to  authorize  the  construc- 
tion of  a  Hydro  Radial  Line  via  Aylmer 
and  Tillsonburg  to  Port  Burwell  will  be 
submitted  in  January  to  the  ratepayers 
of  Westminster  Township,  South  Dor- 
chester Township  and  Dereham.  Par- 
ticulars   from   George    Riddell,  Wilton 


Grove;  D.  Taylor,  Belmont;  and  Alex- 
ander Bell,  Mt.  Elgin. 


Public  Buildings,  Churches 
and  Schools 

Coquitlam,  B.C. 

The  Municipal  Council  are  considering 
tin  erection  of  a  Municipal  Hall  and  will 
submit  a  by-law  in  January.  Clerk,  J. 
Smith. 

Hamilton,  Ont. 

The  Government  Hospital  Committee 
are  negotiating  with  the  City  Council 
with  regard  to  the  erection  of  a  hospital 
for  returned  tubercular  soldiers.  Ap- 
proximate cost,  $400,000.  Particulars 
from  Capt.  W.  L.  Symons,  care  of  the 
Dominion  Hospitals  Commission. 

The  tenders  for  the  proposed  addition 
to  the  Adelaide  Hoodless  School  will 
probably  be  called  in  January.  Archi- 
tect, G.  Hutton,  Bank  of  Hamilton  Build- 
ing. 

Montreal,  Que. 

Plans  of  a  school  are  being  prepared 
for  the  Roman  Catholic  School  Com- 
missioners of  Longue  Pointe.  Architect, 
H.  Bergeron,  Longue  Pointe. 

The  Roman  Catholic  School  Commis- 
sion, 5430  Notre  Dame  Street  East,  have 
had  plans  prepared  for  a  school. 

Ottawa,  Ont. 

The  proposed  outhouses  to  be  built 
in  connection  with  the  Convent  of  the 
Sisters  of  Precious  Blood,  Echo  Drive, 
will  be  erected  by  day  labor.  Brick  con- 
struction.   Approximate  cost,  $8,200. 

Quebec,  Que. 

Tenders  on  Post  Office  fittings  will  be 
received  until  4  p.m.,  November  24th. 
by  R.  C.  Desrochers,  Department  of 
Public  Works,  Ottawa.  Plans  and  speci- 
fications with  the  Clerk  of  Works,  Cus- 
toms House,  and  at  the  Department, 
Ottawa. 

Shawinigan  Falls,  Que. 

Plans  of  a  church  to  be  built  for  the 
Roman  Catholic  Trustees  are  being  pre- 
pared by  McDufT  &  Lemieux,  320  Uni- 
versity Street,  Montreal,  and  tenders  may 
be  called  next  month.  Approximate 
cost,  $150,000.  This  was  previously  re- 
ported under  the  head  of  St.  Hyacinthe. 

St.  Norbert  Du  Cap  Chat,  Que. 

In  connection  with  the  erection  of  a 
church  for  the  Roman  Catholic  Congre- 
gation, contracts  for  roofing,  plastering, 
painting  and  glazing  will  be  sub-let  by 
the  general  contractor.  J.  Collin.  Riviere 
Du  Loup  Station. 

Stratford,  Ont. 

The  Public  School  Board  are  con- 
sidering the  erection  of  an  Administra- 
tion Building  on  St.  Andrews  Street. 
Plans  are  not  yet  prepared.  Chairman, 
A.  W.  Fisher. 


Trail,  B.C. 

The  School  Board  are  considering  the 
enlargement  of  the  Central  School.  Sec- 
retary, F.  E.  Dockerill. 

Vancouver,  B.C. 

The  General  Hospital  Board  have  been 
advised  by  the  Superintendent,  Dr.  M. 
T.  MacEachern,  to  erect  a  children's 
hospital. 

Walkerville,  Ont. 

Tentative  bids  on  the  proposed  church 
hall  for  St.  Marys  Congregation  are  now 
being  received  by  the  architect.  Donald 
Smith,  care  of  the  Pastor.  Rev.  W.  H. 
Battersby.    Approximate  cost,  $25,000. 

Wingham,  Ont. 

The  Hospital  Board  are  considering 
the  installation  of  a  standpipe  system 
for  fire  protection.    President,  R.  Clegg. 

CONTRACTS  AWARDED 

Armstrong,  B.C. 

The  Town  Council  have  let  the  gen- 
eral contract  for  the  erection  of  a  Town 
Hall  to  F.  Ferguson,  care  of  the  Clerk, 
B.  E.  Morgan.    Brick  construction. 

Bruce  Mines,  Ont. 

The  general  contract  for  the  erection 
of  a  school  for  the  Public  School  Board 
has  been  let  to  McPhail  &  Wright  Con- 
struction Company,  Gouin  Street,  Sault. 
Ste.  Marie,  at  $28,000. 

Foxwarren,  Man. 

The  general  contract  for  the  erection 
of  a  school  for  the  Consolidated  School 
District  525  has  been  awarded  to  Wil- 
liam Boyd,  and  work  will  start  in  the 
spring.    Approximate  cost.  $0,000. 

Longue  Pointe,  Que. 

In  connection  with  the  school  which  is 
now  being  built  for  the  Roman  Catholic 
School  Board,  the  contract  for  plastering 
has  been  let  to  W.  Bergeron,  2G0  St. 
Germain  Street,  Montreal,  and  the  paint- 
ing and  electrical  work  to  the  general 
contractor. 

Montreal,  Que. 

In  connection  with  the  school  which 
is  being  erected  for  the  Parish  of  St. 
Jean  de  la  Croix,  the  contract  for  plumb- 
ing and  heating  has  been  awarded  to 
the  general  contractors. 

In  connection  with  the  erection  of  a 
church  on  Iberville  Street  for  the  Ruth- 
enian  Catholic  Corporation,  992  Sher- 
brooke  Street  West,  the  contract  for 
plumbing,  heating  and  roofing  has  been 
let  to  Tremblay  &  Franceour,  St.  Julie 
Street;  carpentry,  Guertin  &  Bouchard, 
no  Partenais  Street. 

The  contract  for  carpentry  required 
in  the  erection  of  a  church  basement 
for  St.  Mary's  Polish  Church.  166  Ful- 
leun  Street,  has  been  let  to  P.  Brouillet. 
1879  Chrislophc  Colomb  Street. 

Three  Rivers,  Que. 

The    Roman    Catholic    School  Board 
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li.iv<  awarded  the  general  contract  for 
the  erection  of  a  school  to  Nobcrt  & 
Ihi^re.  St  Georges  Street,  at  $42,750; 
rooting.  Arsenaull  Limited;  heating, 
plumbing  ami  ventilation.  C  harles  Hame- 
lin  &  Pits,  :i  St  Olivier  Street,  at  $12,37'.). 

Toronto.  Ont. 

The  contract  for  steel  required  in  the 
erection  of  the  Art  Museum  has  been 
let  to  the  Dominion  Bridge  Company, 
Limited.  20  Victoria  Street:  plumbing 
and  heating.  I'urdy  Mansell  Limited.  03 
Albert  Street;  ornamental  iron  work. 
Architectural  Bronze  &  Iron  Works, 
Laosdowne  Avenue. 

Business  Buildings  and  Indus- 
trial Plants 

Beachville.  Ont. 

Work  .>n  the  proposed  factory  exten- 
sion tor  Smith  Brothers  will  not  start 
until  the  spring. 

Copper  Cliff.  Ont. 

The  I  anadian  Copper  Company  are 
considering  the  enlargement  of  their 
smelting  facilities  and  the  increasing  of 
their  water  power  capacity. 

Fredericton.  N.B. 

Fraser  Limited,  Carleton  Street,  are 
considering  the  erection  of  a  pulp  mill, 
but  have  not  yet  decided  upon  a  site. 

Hamilton,  Ont. 

E.  B.  Patterson.  143  Wcntworth  Street 
North,  is  preparing  plans  of  a  garage  for 
A.  Venator.  222  John  Street  North. 
Brick  construction.  Estimated  cost, 
$10,000. 

The  American  Can  Company,  Emerald 
and  Shaw  Streets,  are  considering  the 
erection  of  an  addition  to  their  premises, 
at  an  approximate  cost  of  $25,000.  Brick 
and  steel  construction. 

Joliette,  Que. 

J.  Dufresne  is  having  a  factory  office 
built  by  day  labor  under  the  supervision 
of  H.  Centre.  Brick  construction.  Ap- 
proximate cost.  $3,000. 

Kitchener.  Ont. 

The  Canadian  Consolidated  Felt  Com- 
pany. Limited,  will  let  contracts  for 
heating,  plumbing  and  electrical  work 
in  connection  with  the  factory  which 
is  being  built  on  Breithaupt  Street  for 
them.  Remainder  of  work  will  be  done 
by  the  general  contractor. 

London,  Ont. 

Tenders  on  the  proposed  Hydro  Elec- 
tric offices  will  be  called  about  the  first 

of   December.     Brick,   stone  and  steel 

construction.     Approximate   cost.  $80.- 

000.  Architect.  L.  H.  Carrothers.  Bank 
of  Toronto  Building. 

Plans  are  being  prepared  for  the  erec- 
tion of  an  addition  to  the  exchange  of 
the  Bell  Telephone  Company.  Montreal, 
and  work  will  start  in  the  spring.  Ap- 
proximate cost,  $60,000.  Local  Man- 
ager, C.  H.  Beard. 

Montreal  East,  Que. 

The  Dominion  Cutlery  Company,  Lim- 
ited, 591  St.  Catherine  Street  West,  are 
considering  the  erection  of  a  factory. 

The  Clark  Shoe  Company,  St.  Ste- 
phen's. X.B..  propose  to  build  a  factory. 

W.  C.  Mooney.  Senneville  Road,  St. 
Anne  de  Bellevue,  is  considering  the  erec- 


tion of  a  factory  for  the  manufacture  of 
chocolate. 

Moose  Jaw,  Sask. 

The  Gtay.-Dort  Motor  Company  are 
making  interior  alterations  to  a  build- 
ing to  convert  it  into  a  garage,  and  will 
install  an  elevator. 

North  Vancouver,  B.C. 

.1.  D.  Shipton,  L146  Pendrill  Street, 
Vancouver,  proposes  to  build  a  smelter 
with  a  capacity  of  fifty  tons  per  day, 
and  has  applied  to  the  Council  for  cer- 
tain concessions. 

Orillia,  Ont. 

Hector  McLean.  Orillia.  or  77  Seventh 
Street,  Toronto,  has  commenced  the  erec- 
tion of  a  planing  mill  on  Front  Street, 
and  will  do  all  work.  Frame  construc- 
tion. 

Ottawa,  Ont. 

Leon  Petigorsky,  351  Chapel  Street, 
contemplates  the  erection  of  a  store  and 
apartment  block,  at  an  approximate  cost 
of  $26,000.     Brick  construction. 

Port  Moody,  B.C. 

The  British  Columbia  Telephone  Com- 
pany, 555  Seymour  Street,  Vancouver, 
propose  to  build  an  exchange  on  Clark- 
Street,  and  are  now  receiving  tenders 
on  clearing  the  site. 

Quebec,  Que. 

All  work  required  in  connection  with 
the  warehouse  which  is  now  being  erect- 
ed for  P.  T.  Legare  Limited,  179  St. 
Paul  Street,  will  be  done  by  the  general 
contractors,  H.  Levasseur  &  Fortier. 

South  Vancouver,  B.C. 

The  Dominion  Glazed  Pipe  Company, 
Front  Street,  propose  to  build  a  plant 
for  the  manufacture  of  cement  sewer 
pipe,  and  have  been  granted  concessions 
by  the  Council. 

The  establishment  of  a  rolling  mill 
is  contemplated  by  David  Milne,  2580 
Bowker  Avenue,  Victoria,  and  the  Coun- 
cil have  granted  him  certain  concessions. 
Approximate  cost,  $150,000. 

Toronto,  Ont. 

Tenders  have  been  received  for  the 
construction  of  a  covered  driveway  for 
the  Imperial  Oil  Company,  56  Church 
Street,  and  work  will  start  shortly.  Ar- 
chitect, J.  L.  Hanill,  56  Church  Street. 
Approximate    cost,  $3,000. 

Tenders  on  the  proposed  office  and 
warehouse  for  Cassidys  Limited,  Mont- 
real, will  be  called  in  about  one  month. 

In  connection  with  the  erection  of  an 
addition  to  the  factory  of  P.  W.  Ellis 
Company,  Wellington  Street  East,  ten- 
ders on  felt  roofing  and  galvanized  iron 
work  are  now  being  received  by  the  ar- 
chitect, F.  S.  Saunders,  22  Jordan  Street. 
Approximate  cost  of  additions,  $12,000. 

J.  L.  Playter,  176  Danforth  Avenue, 
is  about  to  start  work  on  a  garage  ad- 
dition, estimated  to  cost  $10,000,  and  is 
also  considering  the  erection  of  three 
stores  and  apartments  at  an  approxi- 
mate cost  of  $20,000.  Brick  construc- 
tion. .  '. 

Trenton,  Ont. 

Work  by  day  labor  is  about  to  start 
on  the  proposed  moving  picture  studio 
for  the  Canadian  National  Features  Ltd. 
Material  will  be  purchased  by  the  archi- 
tect, A.  Dunbar,  402  Kent  Building,  To- 
ronto.   Brick,  steel  and  Denison  Inter- 


locking Tile  construction.  Approximate 
cost,  $35,000. 

Wahnapitae,  Ont. 

The  British  American  Nickel  Cor- 
poration propose  to  build  nickel  refinery, 
but  have  not  yet  started  work  on  the 
plans.  General  Manager,  E.  P.  Mathew- 
son,  20  Victoria  Street,  Toronto. 

Whitby,  Ont. 

The  Canadian  Tractor  Company  pro- 
poses to  build  a  factory  on  Ontario  St. 
at  an  approximate  cost  of  $60,000.  Plans 
will  be  prepared  if  the  by-law  passes. 
Particulars  from  Guy  R.  Creelman,  Fen- 
ton,  Michigan. 

CONTRACTS  AWARDED 

Belleville,  Ont. 

The  Imperial  Oil  Company,  Limited, 
have  let  the  general  contract  for  the 
erection  of  a  warehouse  to  G.  T.  Manley, 
•  i.'i  St.  Charles  Street.  Frame  and  con- 
crete construction. 

Fort  William, 'Ont. 

The  Lake  of  the  Woods  Milling  Com- 
pany have  awarded  the  contract  for  the 
erection  of  a  warehouse  on  Hardistry 
Street  to  the  Fegles  Bellows  Engineer- 
ing Company,  Grain  Exchange  Building. 
Frame  and  iron  construction*  Approxi- 
mate cost,  $4,000. 

Gait,  Ont. 

The  general  contract  for  the  erection 
of  a  moulding  shop  for  the  Perfect  Ma- 
chine Company,  Samuelson  Street,  has 
been  awarded  to  Plested  &  Company, 
and  work  has  been  started.  Milton 
brick  construction.  Approximate  cost, 
$3,000. 

The  general  contract  for  the  erection 
of  a  factory  addition  for  the  Gait  Brass 
(  ompany,  Macadamized  Road,  has  been 
awarded  to  P.  H.  Secord  &  Son,  Brant- 
ford,  Ont.  Brick  construction.  Ap- 
proximate cost,  $22,000. 

Guelph,  Ont. 

The  general,  masonry,  carpentry,  roof- 
ing, painting  and  electrical  contracts  for 
the  erection  of  a  moulding  shop  for  the 
Guelph  Stove  Company  have  been  let 
to  W.  E.  Taylor,  82  Eramosa  Road. 
Heating  by  the  owners.  Brick  construc- 
tion. Approximate  cost,  $8,000.  Archi- 
tect, W.  A.  Mahoney,  St.  George  Square. 

The  following  contracts  have  been  let 
in  connection  with  the  erection  of  a  fac- 
tory for  the  Guelph  Stove  Company: — 
masonry,  W.  E.  Taylor,  Eramosa  Road; 
carpentry,  George  Ibbotson,  Woolwich 
Street;  steel,  Hamilton  Bridge  Works 
Company,  Bay  Street  North,  Hamilton; 
roofing.  T.  Irwin  &  Sons,  22  McNab 
Street  South,  Hamilton;  painting,  Dennis 
&  Bennett,  Suffolk  Street. 

Hagersville,  Ont. 

The  general  contract  for  the  erection 
of  premises  for  the  Bank  of  Hamilton 
has  been  awarded  to  George  Frid  Bro- 
thers, Bank  of  Hamilton  Building.  Ham- 
ilton'.   Approximate  cost,  $10,000. 

Hamilton,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  plant  of  the  Stand- 
ard Underground  Cable  Company  of 
Canada,  Sherman  Avenue  North,  has 
been  let  to  Frid  &  Company,  Bank  of 
Hamilton  Building.  Mill  and  frame  con- 
struction.   Estimated  cost,  $30,000.  Ar- 
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chitects,  Prack  &  Perrine  Company, 
Lumsden  Building,  Toronto. 

The  Canadian  Cartridge  Company, 
Sherman  Avenue  North,  have  let  the 
general,  masonry,  carpentry,  steel  and 
painting  contracts  for  the  erection  of 
an  addition  to  their  premises  to  H.  G. 
Christrrian  &  Company,  Sun  Life  Build- 
ing. Brick  and  steel  construction.  Es- 
timated cost,  $15,000. 

The  proposed  addition  to  the  plant  of 
the  Dominion  Steel  Castings  Company. 
Depew  Street,  will  be  erected  by  Frid 
&  Paulin.  Bank  of  Hamilton  Building. 
Brick  and  steel  construction.  Approxi- 
mate cost.  $15,000.  Architects,  Prack  & 
Perrine  Company,  80S  Lumsden  Build- 
ing, Toronto. 

The  general,  masonry,  carpentry  and 
steel  contracts  for  the  erection  of  a 
store  addition  for  S.  Cole,  24  Victoria 
Avenue  South,  have  been  let  to  Mur- 
ray &  Connor,  158  Victoria  Avenue 
South;  plastering.  Hill  Brothers.  307  Em- 
erald Street  North;  plumbing.  Buchanan 
&  MacBeth.  314  King  Street  East.  Ap- 
proximate cost,  $3,000. 

Hawkesbury,  Ont. 

The  Riordon  Pulp  &  Paoer  Company, 
1  Beaver  Hall  Square,  Montreal,  have 
awarded  the  general  contract  for  the 
erection  of  a  boiler  house  to  the  Atlas 
Construction  Company.  37  Belmont  St., 
Montreal.  Reinforced  concrete  and 
brick  construction.  Approximate  cost, 
$30,000. 

Indian  River,  Ont. 

The  following  contracts  have  been  let 
inin  connection  with  the  premises  which 
are  being  built  for  the  Farmers  Dairy 
Company.  Toronto: — concrete,  masonry 
and  excavation.  H.  Shurter,  King  Street; 
plastering.  William  Saxby,  Smith  Street; 
painting,  Duncan  Brothers,  George  St.; 
carpentry,  steel  and  roofing.  Ephgrave 
&  Barrett,  Peterborough. 

Mimico,  Ont. 

The  general  contract  for  the  erection 
of  a  factory  for  the  Dominion  Abrasive 
Wheel  Company,  Limited,  has  been  let 
to  the  Toms  Contracting  Company,  501 
Kent  Building.  Toronto,  who  are  now 
receiving  tenders  on  plumbing,  heating, 
wiring,  painting  and  glazing.  Approxi- 
mate cost,  $65,000. 

Monkton,  Ont. 

The  general  contract  for  the  erection 
of  a  garage  and  repair  shop  for  Gol- 
ightly  Brothers  has  been  let  to  John 
Querengesser,  Brodhagen,  Ont.  Rein- 
forced concrete  construction. 

Montreal,  Que. 

The  Atlas  Construction  Company,  37 
Belmont  Street,  have  been  awarded  the 
general  contract  for  the  erection  of  a 
theatre  for  Loew's  Montreal  Theatres 
Limited,  and  will  shortly  call  for  sub- 
tenders.  Steel,  reinforced  concrete,  terra 
cotta  and  brick  construction.  Approxi- 
mate cost,  $500,000. 

CONTRACTS  AWARDED 

Montreal  East,  Que. 

The  general  contract  for  the  erection 
of  a  factory  for  the  F.  &  B.  Shoe  Manu- 
facturing Company,  510  Lasalle  Avenue 
Maisonneuve,  has  been  let  to  A.  March- 
essault,  632  Adam  Street.  Maisonneuve. 
Roofing,  heating,  plumbing  and  electrical 
work  will  be  sub-let.     Architect,  J.  L. 


Lafreniere,  523  Lafontaine  Street,  Mai- 
sonneuve. 

Oshawa,  Ont. 

The  Oshawa  Railway  Company  have 
let  the  contract  for  installation  of  a  heat- 
ing system  in  the  Railway  Building  to  G. 
L.  Lander,  at  $1,600,  and  the  contract 
for  construction  of  heating  chamber  to 
R.  Wallace,  at  $1,400. 

Ottawa,  Ont. 

The  general  contract  for  the  conver- 
sion of  the  Minto  Hotel  into  stores  and 
apartments  has  been  let  to  Alexander 
Christie  &  Son.  258  Frank  Street.  Archi- 
tect, W.  H.  Geo  rge.  Castle  Budding. 
Queen  Street.  Brick  and  steel  construc- 
tion. 

Paris,  Ont. 

The  contract  for  roofing  required  in 
connection  with  the  dining  room  which 
is  being  built  for  Penman's  Limited,  has 
been  let  to  Turnbull  &  Cutcliffe  Limited, 
50  Colborne  Street,  Brantford. 

Port  Colborne,  Ont. 

The  contract  for  steel  work  in  con- 
nection with  the  erection  of  a  refinery 
for  the  International  Nickel  Company, 
Exchange  Place.  New  York,  has  been 
let  to  the  Dominion  Bridge  Company, 
145  St.  James  Street,  Montreal. 

Sault  Ste.  Marie,  Ont. 

The  general  contract  for  the  erection 
of  a  cold  storage  and  ice  plant  for  the 
General  Hospital,  941  Queen  Street  E., 
has  been  awarded  to  the  Canadian  Ice 
Machine  Company,  82  Chestnut  Street, 
Toronto. 

Sherbrooke,  Que. 

In  connection  with  the  erection  of  a 
factory  addition  for  Walter  Blue  &  Com- 
pany, 8  King  Street,  the  contract  for 
electrical  work  has  been  let  to  the  Elec- 
tric Repair  Company,  Sherbrooke,  and 
the  contract  for  heating  to  the  general 
contractors. 

St.  Catharines,  Ont. 

The  following  contracts  have  been 
awarded  for  the  erection  of  a  machine 
shoo  for  the  Metal  Drawing  Company. 
Mill  Street: — masonry,  Newman  Bro- 
thers. 75  St.  Paul  Street;  carpentry,  R.  B. 
Williams;  roofing,  John  Nichols;  metal, 
heating  and  plumbing  work,  Harry  Bald 
&  Company,  Academy  Street;  electrical 
work,  Sandham  &  Roberts,  237  St.  Paul 
Street.  Approximate  cost,  $10  000.  Ar- 
chitect, A.  E.  Nicholson,  46  Queen  St. 

The  Packard  Electric  Company,  Mill 
Street,  have  awarded  the  general  con- 
tract for  the  erection  of  a  machine  shop 
to  the  Lincoln  Construction  Company. 
Niagara  Street.  Mill  construction.  Es- 
timated cost,  $3,000. 

Toronto,  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  a  bakery  for  Harry  Webb 
Company,  Limited,  23  Buchanan  Street, 
has  been  let  to  H.  N.  Dancy  &  Son,  C. 
P.  R.  Building,  and  the  contract  for  re- 
inforced concrete  work  to  Raymond 
Construction  Company,  43  Victoria  St. 

In  connection  with  the  erection  of  a 
factory  on  Carlaw  Avenue  for  the  Wil- 
liam Wrigley  Junior  Company,  Limited, 
the  contract  for  sprinklers  has  been  let 
to  the  Canadian  General  Fire  Exting- 
uisher Company,  Limited.  1200  Dundas 
Street;  heating,  A.  Welch  &  Son;  304 
Queen  Street  West;  electrical  work, 
Keiths  Limited,  Campbell  Avenue;  ele- 


vators, Otis  Fensom  Elevator  Company, 
50  Bay  Street. 

The  Kilgour  Davenport  Company,  44 
Osier  Avenue,  have  let  the  contract  for 
masonry  required  in  the  erection  of  an 
addition  to  their  premises  to  John  Ald- 
ridge.  128  Wrestmount  Avenue,  and  the 
carpentry  to  E.  A.  Gale,  312  Wellesley 
Street.  Brick  construction.  Approxi- 
mate cost,  $10,000. 

The  general  contract  for  the  erection 
of  a  warehouse  for  the  Western  Canada 
Flour  Mills  Company  Limited,  74  King 
Street  East,  has  been  awarded  to  the 
engineers,  J.  H.  Tromanhauser  Company, 
Limited,  Temple  Building.  Reinforced 
concrete  construction.  Approximate 
cost,  $25,000. 

Vancouver,  B.C. 

In  connection  with  the  Pantages  The- 
atre which  is  now  being  built  on  Hast- 
ings Street,  the  contract  for  marble  work 
has  been  let  to  the  British  Columbia 
Supply  Company,  207  Hastings  St.  W. 

Windsor,  Ont. 

The  contract  for  heating  and  plumbing 
in  connection  with  the  premises  which 
are  now  being  erected  for  the  Peninsular 
Security  Company  has  been  let  to  J. 
L'Heureux,  113  Goyeau  Street. 

Windsor  Mills,  Que. 

In  connection  with  the  plant  now  in 
course  of  erection  for  the  Canada  Paper 
Company.  Limited,  the  contract  for  roof- 
ing has  been  let  to  George  Wr.  Reed,  St. 
Antoine  Street,  Montreal,  and  the  plumb- 
ing to  F.  B.  Lemire,  Windsor  Mills. 

Winnipeg,  Man. 

In  connection  with  the  warehouse 
which  is  being  built  for  the  J.  N.  Ash- 
down  Hardware  Company.  Bannatyne 
Street  East,  the  contract  for  carpentry 
has  been  let  to  A.  B.  Anderson,  114 
Spruce  Street;  sheet  metal  work.  Mc- 
Donald Brothers,  276  Burrows  Avenue; 
electrical  work.  McDonald  &  Willson 
Electric  Company,  191  Portage  Avenue; 
plastering,  general  contractors.  Plumb- 
ing by  owners. 


Residences 

Brockville,  Ont. 

The  Brockville  Homes  Building  Com- 
pany, Ltd.,  have  been  incorporated  to 
build  a  number  of  houses  for  working 
men,  and  propose  to  start  at  an  early 
date.  The  following  local  men  are  on 
the  directorate:  W.  H.  Davis,  A.  C.  Har- 
dy, R.  H.  Smart,  D.  W.  Downey,  J.  G. 
Garner,  T.  J.  Storey. 

Chatham,  Ont. 

E.  Prudhomme.  174  Lome  Avenue,  is 
about  to  start  work  on  a  residence  on 
Loiroix  Street,  estimated  to  cost  $3,000, 
and  on  two  residences  on  Lome  Avenue, 
estimated  to  cost  $2,200  each.  Brick  con- 
struction. 

Hamilton,  Ont. 

Plans  of  two  residences  have  been  pre- 
pared for  J.  McCutcheon,  Room  5.  Fed- 
eral Life  Building.  Frame  construction. 
Estimated  cost,  $2,000  each. 

I  Mans  of  an  apartment  house  are  being 
nrepared  for  F.  Sansone,  99  Park  Street 
North.  Brick  construction.  Estimated 
cost,  $10,000. 

Tenders  are  now  being  received  for  re- 
mainder of  trades  required  in  the  erection 
of  a  residence  for  George  Britton,  349 
King  Street  West,  for  which  the  general 
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.iiul  ma»»nr\  contracts  h;i\ c  already  been 
let  to  *■  K.  Gaylard,  .'.4  Lamoreaux 
Street. 

U.  B.  i  ope.  34  Albert  Street,  contem- 
plates the  erection  of  a  tenement  house, 
at  an  approximate  cost  ot  $10,000  $  1 5,000. 
Brick  construction. 

Lindsay.  Ont. 

I  I'.  Jackson,  Mailov,  Out.,  is  consider- 
ing the  erection  of  two  or  three  brick 
residences. 

Ottawa.  Ont. 

I  harlcs  l>ore.  23  Euclid  Avenue,  has 
commenced  the  erection  of  a  residence 
on  Belmont  Street,  estimated  to  cost 
<i  "in*     Brick  and  stucco  construction. 

A.  Davidson.  69  Grosvenor  Avenue,  is 
building  a  residence  on  Ossington  Street, 
estimated  to  cost  $4,000.  Brick  veneer 
and  stucco  construction. 

D.  Arbuckle.  :;s  Gwvnne  Avenue,  has 
started  work  on  a  residence  on  Wilton 
Ctescent,  estimated  to  cost  $4,500.  and  is 
also  considering  the  erection  of  another 
..n  Belmont  Street,  at  an  appropriate  cost 
of  $3,800.    Brick  veneer  construction. 

A.  Davidson.  69  Grosvenor  Street,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $4,500.  and  will  let  sub- 
contracts. Brick  veneer  and  stucco  con- 
struction. 

Port  Stanley.  Ont. 

C.  S.  Hyman.  Grand  Avenue,  London, 
contemplates  the  erection  of  a  bungalow, 
and  has  secured  a  site.  Approximate  cost, 
$6,000. 

Quebec.  Que. 

P.  Roberge.  155  Eighth  Avenue,  Limoi- 
lou.  has  commenced  the  erection  of  a 
residence,  estimated  to  cost  $4,000,  and 
will  let  contracts  for  roofing,  plumbing, 
and  electrical  work.  Brick  and  frame 
construction. 

Sarnia.  Ont. 

Capt.  G.  Home.  210  Essex  Street,  is 
preparing  plans  of  three  residences,  esti- 
mated to  cost  $7,500.  Frame  construc- 
tion, t 

Toronto.  Ont. 

G  \Y.  Graham.  2469  Queen  Street  W., 
is  about  to  start  work  on  a  residence,  es- 
timated to  cost  $4,650  and  will  let  smaller 
trades.    Brick  construction. 

A.  E.  Bannister  56  Cedarvale  Avenue, 
is  about  to  start  work  on  a  pair  of  resi- 
dences, estimated  to  cost  $4,000.  Brick 
construction. 

W.  T-  Grant,  83  Quebec  Avenue,  is  re- 
ceiving tenders  on  lathing,  plastering, 
wiring,  plumbing,  painting,  and  galvan- 
ized iron  work  in  connection  with  resi- 
dences which  he  is  building.  Approxi- 
mate cost,  $5,000. 

George  Hutchinson,  161  Waverley 
Road,  has  commenced  the  erection  of 
three  residences,  and  will  let  labor  only 
on  brick  work.   Approximate  cost,  $7,500. 

J.  W.  Butchart,  1  St.  Ives  Avenue,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $4,500.  and  will  let  the 
smaller  trades.    Brick  construction. 

George  Lucas,  5  Playter  Crescent,  has 
commenced  the  erection  of  a  pair  of  resi- 
dences, and  will  let  contracts  for  heating, 
plumbing,  and  wiring.  Brick  construc- 
tion.   Approximate  cost,  $4,000. 

J.  H.  Galloway,  231  Sheldrake  Avenue, 
has  started  work  on  a  residence  and  gar- 
age, estimated  to  cost  $6,000.  Contracts 
will  be  let  for  all  trades.  Brick  and  hol- 
low tile  construction. 

S.  J.  Cairns,  43  Furniss   Avenue,  has 


Started  work  on  eight  residences,  estimat- 
ed i"  o>st  $20,000.  Smaller  trades  will  be 
let  later  on.    Brick  construction. 

(Irani  &  Stevens,  68  Harcourt  Avenue, 
oi  192  Pape  Avenue,  are  about  to  start 
work  on  a  pair  of  residences,  estimated 
to  cost  $1,000.    Brick  construction. 

C.  McLaughlin,  48  Hogarth  Avenue,  is 
about  to  start  work  on  a  residence  on 
l.uknian  Avenue,  estimated  to  cost 
$3,000.  and  is  considering  the  erection  of 
another  at  the  same  cost.  Brick  con- 
struction. 

Windsor,  Ont. 

Winter  &  Williamson,  16  Pitt  Street, 
have  commenced  the  erection  of  a  resi- 
dence  on  Cameron  Street,  estimated  to 
cost  $5,000.    Frame  construction. 

Wolfe  Lake.  Ont. 

William  Newlands  &  Son,  258  Bagot 
Street.  Kingston,  are  preparing  plans 
ot  a  hunting  lodge  and  boathouse  for  F. 
\.  Forbes.  342  West  Eighty-fifth  Street, 
\rw  York,  and  material  will  be  conveyed 
to  the  island  during  the  winter.  Ap- 
proximate cost,  $7,000.  Frame  construc- 
tion. 

CONTRACTS  AWARDED. 

Courville,  Que. 

Charles  N.  Dorion,  Quebec  Railway 
Building,  Quebec,  has  let  the  general 
contract  for  the  erection  of  a  brick  resi- 
dence to  George  Chalifour,  St.  Gregoire 
de  Montmorency,  Que.  Approximate 
cost,  $8,000. 

Gait,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  L.  H.  Bawtinhimer, 
210  Main  Street  East  has  been  awarded 
to  R.  Nicol,  Cambridge  Street.  Brick 
and  terra  cotta  construction.  Approxi- 
mate cost,  $3,000.  Architect,  R.  Hall, 
Water  Street  North. 

William  Hall,  15  William  Street,  has 
lei  the  general  contract  for  the  erection 
of  a  residence  to  George  Murray,  23 
Richardson  Street.  Brick  construction. 
Approximate  cost,  $3,000. 

Hamilton,  Ont. 

The  contract  for  masonry  and  steel 
work  required  in  the  erection  of  a  resi- 
dence for  Miss  McCandlish,  163  Welling- 
ton Street  South,  has  been  awarded  to 
Isbister  Brothers,  Jackson  and  Hughson 
Street,  and  the  carpentry  and  roofing  to 
J.  Evans,  237  Hunter  Street  West.  Brick 
construction.  Estimated  cost,  $6,000.  Ar- 
chitect. W.  A.  Edwards,  7  Hughson 
Street  South. 

The  following  contracts  have  been  let 
in  connection  with  the  residences  which 
are  being  built  by  H.  Dunham,  19  Cannon 
Street  East:  Masonry,  Leminton  & 
White,  140  Rosslyn  Avenue;  painting,  H. 
Hill.  66  Sherman  Avenue  North;  heating. 
McClary  Manufacturing  Company,  York 
Street;  plumbing,  Coffee  &  Co.,  859  King 
Street  East;  electrical  work,  F.  Thorn- 
ton, 174  Balmoral  Avenue. 

T.  C.  Woolams,  132  Rosslyn  Avenue, 
has  commenced  the  erection  of  three 
residences,  estimated  to  cost  $1,500  each, 
and  has  let  the  following  contracts:  Plas- 
tering, W.  Brellisford,  202  Grosvenor 
Street;  heating,  H.  Day,  34  Huron 
Street;  plumbing,  P.  A.  Moore,  939  King 
Street  East;  electrical  work,  F.  Thorn- 
ton. 174  Balmoral  Street.  Frame  con- 
struction. 

Hillyard  &  Armstrong,  28  Burris 
Street,  have  commenced  the  erection  of 
two  residences,  estimated  to  cost  $2,500 
each,  and  have  let  the  following  con- 


tracts: Masonry,  W.  Smith,  20  Norway 
Avenue;  carpentry  and  roofing  J.  Vick- 
ers.  258  Rosslyn  Avenue;  plastering,  W, 
Bayliss,  372  Beach  Road;  painting,  Gib- 
son Brothers,  172  Rosslyn  Avenue;  heat- 
ing, C.  Havers,  39  Strachan  Street  North; 
plumbing,  J.  Saynor,  427  Aberdeen  Ave- 
nue North;  electrical  work,  R.  M.  Smith, 
401  Barton  Street  East.  Brick  construc- 
tion. 

Oshawa,  Ont. 

In  connection  with  the  residence  which 
is  in  course  of  erection  for  R.  S.  Mc- 
Laughlin, the  contract  for  roofing  has 
been  let  to  G.  Duthie  &  Sons,  Ltd.,  30 
Widmer  Street,  Toronto;  electrical  work, 
George  J.  Beattie,  72  Victoria  Street,  To- 
ronto. 

Ottawa.  Ont. 

In  connection  with  the  residence  which 
is  being  erected  by  George  H.  Lett,  43 
Glen  Avenue,  the  contract  for  electrical 
work  has  been  awarded  to  E.  Headley, 
645  Echo  Street. 

The  contract  for  electrical  work  in 
connection  with  the  residence  which  has 
been  erected  for  Mrs.  Tohnston  has  been 
let  to  J.  A.  Ellacott,  226  Bank  Street. 

In  connection  with  the  residence 
which  is  being  erected  on  Arlington 
Street  by  A.  Davidson,  69  Grosvenor 
Avenue,  the  contract  for  heating  has 
been  let  to  J.  Cameron,  Lewis  Street; 
plumbing,  J.  B.  Gervin,  69  Leonard 
Street;  electrical  work,  E.  Headley,  Bank 
Street.    Painting  by  owner. 

The  contract  for  heating  and  plumbing 
in  connection  with  the  residence  which 
has  been  built  on  Clemow  Avenue  by  A. 
Davidson,  Grosvenor  Street,  has  been  let 
to  J.  B.  Gervin,  69  Leonard  Street,  and 
the  electrical  work  to  J.  Ellacott,  226 
Bank  Street. 

The  general  contract  for  the  erection 
of  a  residence  for  Mrs.  L.  D.  Bangs,  18 
Glen  Avenue,  has  been  awarded  to  A. 
Villeneuve,  93  Spadina  Avenue.  Brick- 
veneer  construction.  Approximate  cost, 
$6,000.  Architect,  W.  H.  George,  Castle 
Building,  Queen  StSreet. 

Outremont,  Que. 

In  connection  with  the  residence  which 
is  now  being  built  on  Hartland  Avenue 
for  J.  A.  Yates,  283  Querbes  Avenue,  the 
contract  for  roofing  has  been  awarded  to 
George  W.  Reed  Company,  St.  Antoine 
Street,  Montreal,  and  the  electrical  work 
to  McDonald  and  Willson.  99  Drummond 
Street,  Montreal. 

Quebec,  Que. 

In  connection  with  the  residence  now 
being  built  on  Cartier  Avenue  for  East  & 
Masson,  62  St.  Nazaire  Street,  the  con- 
tract for  masonry  and  plastering  has 
been  let  to  P.  Tardif,  260  Napoleon 
Street. 

The  contract  for  roofing,  heating, 
plumbing  and  electrical  work  required  in 
connection  with  the  residences  which  are 
being  built  by  Lavoie  &  Frere,  56  St. 
Jeanne  d'Arc  Street,  has  been  awarded  to 
P.  Paradis,  236  d'Aguillon  Street. 

The  general  contract  for  the  erection 
of  a  residence  for  N  .Gignac,  27  Lale- 
ment  Street,  has  been  awarded' to  Jinche- 
reau  &  Lamonde,  325  Richardson  Street, 
and  work  has  been  started.  Brick  and 
frame  construction.  Estimated  cost, 
$3,000. 

The  general  contract  for  the  erection 
of  a  residence  for  A.  Lessard,  107  Sixth 
Street,  Limoilou,  has  been  awarded  to  E. 
Bouchard,    185    Crown    Street,  and  the 
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contract  for  roofing,  plumbing,  and  elec- 
trical work  to  N.  Gosselin,  192  Bayard 
SStreet.  Brick  and  frame  construction. 
Approximate  cost,  $4,000. 

In  connection  with  the  residence  which 
is  now  being  built  for  Miss  Mercier,  135 
Maple  Avenue,  the  contract  for  plaster- 
ing has  been  let  to  Abel  Ratte,  458  St. 
Francois  Street;  painting,  Plante  &  Mar- 
coux;  heating,  plumbing,  and  electrical 
work,  Jean  Maranda,  17  St.  Leon  Street. 

The  general  contract  for  the  erection 
of  a  residence  for  F.  Vaillancourt,  141 
Fleurie  Street,  has  been  let  to  T.  Veil- 
leux.  21  Park  Street.  Brick  and  frame 
construction.    Approximate  cost,  $4,000. 

The  general  contract  for  the  erection 
of  a  residence  for  C.  Bolduc,  168  Sixth 
Street,  Limoilou,  has  been  awarded  to  E. 
Bouchard,  185  Crown  Street,  who  will 
sub-let  roofing,  plumbing,  and  electrical 
work.  Frame  and  brick  construction. 
Approximate  cost,  $5,000. 

In  connection  with  the  erection  of  a 
residence  for  Miss  Mercier,  135  Maple 
Avenue,  the  contract  for  roofing  has 
been  awarded  to  A.  Durand,  42  St.  Agnes 
Street,  and  the  heating,  plumbing,  and 
electrical  work  to  E.  Rouillard,  53  La- 
france  Street. 

In  connection  with  the  residences 
which  have  been  built  for  T.  Dion,  129 
Fifth  Street,  Limoilou,  the  contract  for 
plumbing  and  electrical  work  has  been 
let  to  N.  Gosselin,  192  Bayard  Street. 

Toronto,  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  a  duplex  residence  for  W. 
V.  Dixon,  249  Yonge  Street,  has  been 
awarded  to  S.  J.  Bailey,  and  plumbing 
and  heating  to  Belyea  Brothers,  1002 
Bathurst  Street.  Estimated  cost,  $6,500. 
Architect,  W.  Bredin  Galbraith,  623  Trad- 
ers Bank  Building. 

The  general  contract  for  the  erection 
of  a  residence  for  C.  W.  Morris  has  been 
let  to  H.  Addison  Johnston,  63  Norman- 
dy Boulevard.  Brick  construction.  Ap- 
proximate cost,  $3,500. 

T.  Gingras,  459  Adelaide  Street  West, 
has  let  the  general  contract  for  the  erec- 
tion of  a  duplex  residence  to  H.  Gingras, 
12  Cowan  Avenue,  who  is  receiving  ten- 
ders on  plastering,  wiring,  and  furnaces. 
Brick  construction.  Approximate  cost, 
$5,000. 

In  connection  with  the  erection  of  a 
residence  on  Roxboro  Drive  East  for  F. 
Allen,  care  of  Hynes,  Feldman  &  Wat- 
son, 105  Bond  Street,  the  contract  for 
plumbing  has  been  let  to  Lou  Palter,  621 
College  Street;  heating,  Dyce  &  Co.,  820 
Dovercourt  Road;  painting,  R.  Dale,  96 
Castle  Frank  Road.  • 

In  connection  with  the  erection  of  a 
residence  at  296  St.  Clair  Avenue  for  A. 
A.  Thompson,  care  of  Edwards  &  Ed- 
wards, 18  Toronto  Street;  the  contract 
for  plumbing  has  been  let  to  A.  F.  Pass- 
niore,  428  Yonge  Street,  and  the  roofing 
to  G.  Sinclair.  307  Clinton  Street. 

The  general  contract  for  the  erection 
of  a  residence  for  J.  H.  C.  Durham,  Bond 
Lake,  Ont.,  has  been  awarded  to  T. 
Bailey,  32  Lauder  Avenue,  who  will  sub- 
let heating,  plumbing,  plastering,  paint- 
ing, and  roofing.'  Brick  construction.  Es- 
timated cost,  $7,000. 

The  contract  for  masonry  required  in 
the  erection  of  a  residence  on  Baby  Point 
Road  for  U.  C.  Hamilton  has  been  let  to 
Albert  Webb,  13  Shirley  Street,  and  the 
carpentry  to  T.  P.  Wright,  Baby  Point 
Crescent.  Tenders  on  others  trades  are 
now   being  received   by   the  architects, 


Smith  &  Wright,  Baby  Point  Crescent. 
Approximate  cost,  $8,000. 

Windsor,  Ont. 

The  general,  masonry,  carpentry,  roof- 
ing, and  painting  contracts  for  the  erec- 
tion of  two  residences  for  S.  C.  Robin- 
son. Devonshire  Road,  Walkerville,  have 
been  let  to  R.  Westcott  Company,  La- 
belle  Building;  plastering  to  John  Reid, 
Goyeau  Street;  heating  and  plumbing  to 
the  Windsor  Hardware  Company,  Sand- 
wick  Street,  and  electrical  work  to  the 
Gas  and  Electric  Supply  Company,  20 
Sandwich  Street  West.  Approximate 
cost,  $4,000  each. 


Power  Plants,  Electricity  and 
Telephones 

London.  Ont. 

The  Utilities  Board  will  ohortly  call 
for  tendert  on  three  200  kw.  oil-insulated, 
self-cooled  transformers.  Manager,  E.  V. 
Buchanan. 

Penticton.  B.C. 

The  Town  Council  have  authorized  the 
purchase  of  an  engine  for  the  electric 
station.    Clerk,  B.  C.  Bracewell. 

CONTRACTS  AWARDED. 

The  Pas.  Man. 

The  Town  Council  have  let  the  con- 
tract for  construction  of  a  telephone  sys- 
tem to  Houston  &  Tallman  Company, 
Ltd..  1826  Hamilton  Street,  Regina,  who 
will  purchase  material.  Approximate 
cost,  $12,000. 


Fires 

Barrie,  Ont. 

Premises  of  the  Barrie  Carriage  Com- 
pany, 69  Elm  Street.    Loss,  $3,000. 

Bolton.  Ont. 

Ontario  Hotel  and  store  and  residence 
of  Extense  &  Norton.  Total  loss,  $15,000. 

Brownsville.  Ont. 

Barns  of  George  A.  Rounds.  Loss, 
$4,500.    Owner  is  considering  rebuilding. 

Farnham,  Que. 

Fire  has  destroyed  the  hospital  of  the 
Grey  Nuns,  entailing  a  loss  of  about 
$135,000.  It  is  understood  that  a  new 
building  will  be  erected. 

Grand  Coulee.  Sask. 

Power  station  owned  by  the  Town 
Council  totally  destroyed. 

Mildmay,  Ont. 

Sawmill  owned  by  E.  Witters.  Loss, 
$3,000.    Owner  is  considering  rebuilding. 

Millington,  Que. 

Barn  owned  by  F.  H.  Patch.  Loss, 
$3,000. 

Normanby  Township,  Ont. 

Stock  barn  owned  by  James  Petty, 
Durham,  Ont.  Loss,  $3,000.  Owner  pro- 
poses to  rebuild. 

St.  Hughes,  Que. 

Fire  has  destroyed  the  sash  and  door 
factory  of  Adelard  Paquette,  causing  a 
loss  of  $20,000.  The  premises  will  be  re- 
built, and  machinery  for  steam  power  re- 
quired. 

Sydney,  N.S. 

Premises  of  Crowells  Ltd.,  Charlotte 
Street.     Loss,  $6,000. 

Business  block  owned  by  A.  Siderski, 


Glace  Bay,  N.S.,  and  J.  E.  &  J.  T.  Bur- 
chell,  111  Esplanade  Street. 

Store  and  residence  owned  by  A.  Mc- 
Lean &  Co.    Loss,  $5,000. 

Windham  Centre,  Ont. 

Residence  of  William  Gray.  Loss 
about  $4,000. 


Propose  Law  to  Prevent  Public  Bidding 
on  Municipal  Work  at  Los  Angeles. 

An  organization  intended  for  civic  bet- 
terment, known  as  the  United  Improve- 
ment Federation,  has  drafted  a  drastic 
measure  in  an  attempt  to  eliminate  pub- 
lic contracting  from  the  field  of  local 
municipal  improvements  at  Los  Angeles. 
The  proposed  amendment  to  the  city 
charter  makes  unlawful  the  calling  for 
any  bids  for  street,  sewer,  water,  and 
similar  city  improvements  and  exten- 
sions. It  proposes  that  such  work  be 
handled  at  actual  cost  by  a  municipal  de- 
partment organized  and  operated  particu- 
larly for  such  purpose.  Arranged  in  the 
form  of  a  petkion  for  property  owners' 
approval  for  formal  presentation  to,  the 
city  council  and  submission  at  a  special 
election  this  month  for  the  ratification  of 
voters,  the  amendment  reads  as  follows: 

"No  contract  for  the  grading,  regrad- 
ing,  paving,  macadamizing,  remacadamiz- 
ing,  construction  of  sewers  or  construc- 
tion of  sidewalks  shall  be  entered  into  by 
the  city  of  Los  Angeles. 

"This  charter  amendment  to  provide 
for  the  improvement  by  the  direct  em- 
ployment of  labor,  purchase  of  material, 
of  the  streets,  avenues,  alleys,  or  other 
public  places  of  the  city,  or  for  the  con- 
struction or  reconstruction  in  any  public 
street,  avenue,  alley,  or  other  public  place 
in  the  city,  or  in  any  right-of-way  owned 
by  the  city,  of  sewers,  drains,  water  and 
gas  mains,  lines  and  conduits  for  trans- 
mitting electric  energy  or  telephone  com- 
munication, and  to  make  the  cost  thereof 
a  lien  and  charge  upon  abutting  property 
or  upon  property  in  the  districts  accord- 
ing to  benefits. 

"The  foregoing  charter  provision  and 
all  ordinances,  acts,  and  procedure  enact- 
ed, done  or  taken  in  pursuance  thereof 
shall  be  valid  and  binding,  anything  in 
the  law  of  the  state  heretofore  or  here- 
after to  the  contrary  notwithstanding." 


BOILKKS  TOR  SALE 

Too  low  pressure  80  H.P.  steel  boilers  com- 
plete «nh  mountings,  gtate»,  etc.  Have  been  in 
use  less  than  two  months.  Good  foi  steam  or 
hot  water  -rating  purposes.  Each  w i 1 1  _  carry 
S» 000  Mnmc  feet  of  steam  radiation.  Further 
particulars  MacM  K.  &  !>..  4  Iteaver  Hall  Sq., 
Montreal.  17  t.f. 


For  Sale 


Sc\cuty  thousand  dollar  Factory  and  Plant, 
with  a  large  stock  of  aggregates  and  colors  for 
the  manufacture  of  Concrete  Sewer  Pipe,  Hollow 
Block*,  Itik-k*.  Cornices,  Friezes,  Ornamental 
I! locks  Floor  and  Koof  Tiles.  For  particulars 
apply  lo: — 

S.  C.   FOWLER,  Liquidator, 
13  No.  7ti  St.   Paul  Street,  Quebec. 


GREATER  WINNIPEG  WATER 
DISTRICT 


Tenders  for  Construction 
of  9.5  Miles  of  5  6  Re- 
inforced Concrete 
Pressure  Pipe 


Scaled  tenders  addressed  to  the  undersigned 
will  be  received  up  to  noon  of  Monday,  Decem- 
ber 18th.  1916.  for  the  construction  of  9.5  miles 
..f  r>  ft.  rt  in.  Reinforced  Concrete  Pressure  Pipe. 

Plans,  Specifications  and  Form  of  Tender  can 
be  secured  on  application  to  the  District,  accom- 
panied by  certified  cheque  for  Twenty  Dollars, 
payable  to  the  District,  which  deposit  will  be  re- 
turned upon  submission  of  tender  or  return  of 
documents. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

R.  D.  WAUGH, 
Chairman  of  Commissioners. 


■ml  Itoyd  Bldg.,  Winnipeg.  Man. 
4th  November,  1910. 
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SITUATIONS  WANTED 


BUILDING  SUPERINTENDENT  —  Seven 
years'  experience.  No  objection  to  out  of  town. 
References  furnished.  liox  47.'!,  Contract  Record, 
Toronto,  Ont.  43-40 


Late  News  Items 

Ingersoll,  Ont. 

The  Town  Council  have  agreed  to 
grant  certain  concessions  to  a  Company 
who  propose  to  huild  a  factory  and  in- 
stall machinery  for  the  manufacture  of 
auto  tires.  Approximate  total  cost, 
$200,000.    Particulars  from  Mayor  Elliott. 

Kentville,  N.S. 

Tenders  on  the'  erection  of  a  theatre 
on  Main  Street  will  he  received  until 
noon,  Novemher  20th,  hy  Perry  W. 
Bishop.  Plans  and  specifications  with 
Mr.  Bishop. 

Lake  Megantic,  Que. 

The  plant  of  the  Lake  Megantic  Elec- 
tric Company  has  been  totally  destroyed 
by  fire.  The  Company  propose  to  re- 
build and  will  probably  require  mach- 
inery for  steam  power. 


Montreal,  Que. 

In  connection  with  the  erection  of  a 
school  for  the  School  Commissioners  of 
St.  Gregoire  le  Thaumaturge,  the  con- 
11. ut  for  tlu'  tiling  has  been  awarded  to 
llanion  &  Hess.  S3  Craig  St.  W.;  slate 
and  marble  work,  Lepage  Marble  Works, 
Ltd.,  734  St.  Lawrence  Street;  painting, 
F.  Bellehumer,  374  Fifth  Avenue;  vac- 
uum cleaner  system.  Tuec  Vacuum  Clean- 
er Company,  10  Catheart  Street. 

Montreal  West,  Que. 

The  general  contract  for  the  erection 
of  two  residences  for  L.  W.  Halliday, 
Relniore  Avenue,  has  been  awarded 
to  W.  H.  Payne  &  Company,.  68  West- 
minster Street,  who  are  receiving  prices 
on  brick  work,  roofing,  painting  and  elec- 
trical work.  The  contract  for  plaster- 
ing has  been  let  to  R.  D.  Clark  &  Son,  26 
Lincoln  Avenue.  Brick  construction. 
Approximate  cost,  $17,000.  Architects, 
Peden  &  McLaren,  Beaver  Hall  Hill, 
Montreal. 

Oakville,  Ont. 

The  Town  Clerk,  W.  E.  Crawley,  will 
receive  tenders  until  noon,  November 
20th,  for  the  erection  of  a  fire  hall.  Plans 
and  specifications  at  offices  of  the  Clerk 
and  the  architect,  William  Connery,  72 
Queen  Street  We.st,  Toronto.  Approxi- 
mate cost,  $8,000. 

Oshawa,  Ont. 

George  McLaughlin  proposes  to  build 
a  large  residence  and  outbuildings  on  a 
farm  north  of  the  town,  and  work  will 
start  shortly  on  the  wrecking  of  the  ex- 
isting buildings. 

Ottawa,  Ont. 

Leon  Petigorsky,  351  Chapel  Street, 
has  commenced  the  excavating  required 
in  the  erection  of  a  block  of  stores  and 
apartments  on  Bank  Street,  and  is  re- 
ceiving tenders  on  the  balance  of  the 
work.  Brick  construction.  Approximate 
cost,  $26,000. 

Oxenden,  Ont. 

Tenders  will  be  received  until  Decem- 
ber 1  ^t  for  the  construction  of  cement 
foundations  under  the  Oxenden  Method- 
ist Church,  together  with  the  installation 
of  a  hot  air  heating  system  and  interior 
decorations.  Particulars  from  W.  B. 
Reeve,  R.  R.  No.  2,  Wiarton.  . 

Quebec,  Que. 

C.  Jobin,  182  Laturelle  Street,  has 
commenced  the  erection  of  two  resi- 
dences on  Cartier  Avenue,  and  will  let 
contract  for  roofing,  plumbing,  heating, 
lighting  and  painting.  Approximate  cost, 
$15,000. 

Sherbrooke,  Que. 

The  City  Council  have  let  the  contract 
for  the  construction  of  a  power  trans- 
mission line  between  Weedon  and  Sher- 
brooke to  Two  Miles  Falls  Power  Com- 
pany. Racine  Building,  Sherbrooke.  Ap- 
proximate cost,  $50,000.  Engineer,  M. 
A.  Sammett,  301  McGill  Building,  Mont- 
real. 


St.  John,  N.B. 

The  tenders  received  for  the  erection 
of  a  hotel  at  Union  and  Prince  William 
Streets  for  H.  E.  Green,  La  Tour  Apart- 
ments, were  considered  too  high,  and 
the  project  has  been  laid  over  for  the 
present. 

Toronto,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  H.  Ireland,  18  Wey- 
bourne  Crescent,  has  been  let  to  Ire- 
land Brothers,  113  Concord  Avenue,  who 
will  sub-let  the  smaller  trades.  Brick 
construction.    Approximate  cost,  $6,000. 

The  general  contract  for  the  erection 
of  two  pairs  of  residences  for  W.  J.  R. 
Fowler,  404  Bathurst  Street,  has  been 
awarded  to  W.  N.  McEachren  Company, 
Royal  Bank  Building.  Brick  construc- 
tion.    Approximate  cost,  $8,400. 

Wingham,  Ont. 

The  Town  Council  are  considering  a 
proposal  for  utilizing  the  Town  dam  for 
the  production  of  power,  and  will  ap- 
point an  Engineer  to  report.  Particulars 
from  Councillor  Spottone. 


Strengthening  an  Alley  Bridge 

The  east  approach  of  the  Van  Buren 
Street  tunnel  under  the  Chicago  River 
is  crossed  by  a  31-foot  alley,  the  east 
side  of  which  is  in  line  with  the  tunnel 
portal.  The  paving  is  carried  on  a  con- 
crete slab  resting  on  shelf  angles  on  the 
webs  of  24-inch  transverse  girders.  The 
depth  of  paving  and  slab  was  20  inches, 
the  lower  portion  of  the  girders  extend- 
ing about  18  inches  below  the  bottom  of 
the  concrete  slab.  These  girders  were 
placed  in  1891,  and  in  1915  their  condi- 
tion was  such  that  immediate  repair  or 
renewal  was  necessary.  The  former 
method  was  decided  upon.  There  is 
very  heavy  team  traffic  in  the  alley,  and 
to  avoid  interruption  to  business  it  was 
decided  to  do  the  work  from  below,  the 
tunnel  being  closed  on  account  of  re- 
construction of  the  west  approach. 

The  lower  flanges  of  the  girders  were 
wrapped  with  expanded  metal,  and  strips 
of  expanded  metal  in  the  form  of  an  arch 
were  sprung  in  on- top  of  these  flanges 
and  between  the  webs  of  each  pair  of 
girders.  Transverse  reinforcing  rods 
were  placed  in  position  between  the 
girders.  Forms  were  then  made  and 
supported  on  false-work.  Grout  pipes 
were  placed  in  position,  openings  were 
calked  with  oakum,  and  a  grout  Mixture 
composed  of  2  parts  cement,  2  parts 
powdered  stone  and  1  part  torpedo  sand 
was  forced  into  place  under  90  pounds 
air  pressure  by  means  of  a  pneumatic 
concrete  mixer.  A  heavy  I-beam  was 
placed  adjacent  to  the  girder  over  the 
portal,  and  a  concrete  parapet  wall  was 
built  in  place  of  the  former  railing  on 
this  side  of  the  alley. 

The  work  was  done  by  company  force 
by  the  Chicago  Railways  Company,  un- 
der the  direction  of  John  Z.  Murphy. 
Electrical  Engineer,  and  J.  W.  Harris. 
Tunnel  Engineer. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 


The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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TONCAN  METAL 
VENTILATORS 
REMOVE  SALT 
VAPORS 


To  carry  off  the  vapors  and  fumes  aris- 
ing from  the  salt  refining  apparatus  in 
the  Canadian  Salt  Company's  plant  at 
Windsor.  Ont..  ventilators  made  of  Ton- 
can  Metal  Corrosion-resisting  Sheets 
were  used. 

The  ventilators  are  36  inches  in  di- 
ameter and  were  made  by  The  Pedlar 
People  Limited,  of  Oshawa,  Ont. 

Salt  is  one  of  the  most  severe  accel- 
erators of  corrosion.  It  attacks  ordinary 
sheet  metal  very  readily.  On  the  other 
hand.  Toncan  Metal  Sheets  have  proven 
in  actual  service,  their  ability  to  resist 
the  action  of  salt,  salt  water,  saline  fumes, 
vapors,  etc. 

Countless  other  instances  could  be  cited 
where  Toncan  Metal  was  used  to  com- 
bat the  influence  of  salt.  For  example,  on 
the  Traymore  Hotel,  Atlantic  City,  every 
window  is  equipped  with  a  Toncan  Metal 
wind  shield  to  keep  out  the  wind  and 
salt  spray  of  the  ocean. 

Prominent  railroads  use  Toncan  Metal 
for  brine  troughs  which  carry  off  brine 
from  refrigerator  cars.  The  launch  "No- 
coro,"  built  of  Toncan  Metal  has  been 
plying  the  ocean  off  the  Jacksonville,  Fla., 
coast  for  two  years  and  is  in  prime  con- 
dition today.  The  durability  of  a  sheet 
metal  withstanding  these  severe  tests 
cannot  be  questioned. 


DID  YOU  GET  YOUR  COPY? 


"'  CfjKRDSlOU-  I 


No  matter  how  busy  you 
are,  here  is  a  booklet  you 
will  finish  reading,  once  you 
get  started.  It  has  caused 
more  comment  and  discussion 
than  any  booklet  ever  pub- 
lished on  a  similar  subject. 
It  is  not  a  technical  treatise. 
To  the  contrary,  it  is  writ- 
ten in  simple,  non-technical 
language. 


The  Pedlar  People  Limited 

Oshawa,  Ont. 

Canadian  Distributers 


Quoth  the 
Corrosion  Devil: 

A  galvanized  coating 
covers  a  multitude  of 
sins;  therefore  be  sure 
that  the  sheet  metal  it- 
self is  durable. 


Canadian  Salt  Company,  Windsor,  Ont.,  Equipped  with  Toncan  Metal  Ventilators 
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Preserves  RoM$ 
Prei/eats  Dust\ 


Heaconsfield  Station  Road,  Beaconsfield,  P.  Q.    This  is  what 
happened  when  the  road  was  weaker  than  the  automobile. 


Tarvia  Makes 


When  resurfaced  with  Tarvia,  this  road  became 
stronger  than  the  automobile. 


Roads  Stronger  than  the  Automobile 


Plain  macadam  roads  were  all  right  in 
their  day,  because  they  were  stronger 
than  the  slow-moving  horse-drawn  ve- 
hicles. 

The  automobile,  however,  is  heavier  and 
faster,  and  in  these  days  plain  macadam 
roads  crumble  away  swiftly. 

The  remedy  is  once  more  to  make  the 
road  stronger  than  the  automobile  by 
bonding  the  macadam  with  Tarvia. 

Tarvia  is  a  coal-tar  preparation  which  is 
introduced  into  the  macadam  either  at  the 
time  of  construction  or  afterwards.  Jts 
function  is  that  of  a  powerful,  plastic 
binder. 

To  the  dry,  hard  and  brittle  macadam, 
Tarvia  contributes  a  necessary  element  of 
plasticity  and  cohesiveness.  Automobiles, 
instead  of  grinding  away  the  surface,  roll 
it  down  smoother  when  Tarvia  is  used. 


Dust  on  a  road  is  a  sign  that  the  surface 
is  disintegrating,  that  expensive  road  ma- 
terial is  being  ground  up  and  blown  away 
by  the  winds. 

There  is  practically  no  dust  on  a  tarvi- 
ated  road,  for  traffic  does  not  tear  up  the 
plastic,  malleable  surface. 

Progressive  communities  are  rapidly  giv- 
ing up  the  use  of  plain  macadam.  It 
costs  too  much,  because  it  won't  stand 
modern  traffic.  It  requires  incessant  re- 
newal and  repairs. 

Tarvia  in  any  town  marks  the  beginning 
of  a  new  era  of  dustless,  mudless,  dur- 
able, economical  roads. 

The  use  of  Tarvia  will  not  add  to  the 
road  taxes;  on  the  contrary,  it  tends  to 
reduce  them,  because  the  roads  will  last 
longer  and  there  will  be  less  maintenance 
to  pay  for. 

Illustrated  booklet  on  request. 


Special  Service  Department. 

This  company  has  a  corps  of  trained  engineers  asking  by  anyone  interested. 

and  chemists  who  have  given  years  of  study  to  tf  you  will  write  to  the  nearest  office  regarding 

modern  road  problems.  road   problems   and   conditions   in   your  vicinity, 

The  advice  of  these  men   may   be   had   for   the  the  matter  will  have  prompt  attention. 


THE  PATERSON   MANUFACTURING    COMPANY,  LIMITED 

MONTREAL.  TORONTO  WINNIPEG  VANCOUVER 

THE  C  ARRITTE- P  ATERS  ON  MANUFACTURING  CO.,  LIMITED 

ST.  JOHN,  N.  B.  HALIFAX,  N.  8.  SYDNEY,  N.  8. 
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L'awihka  Mi  iiVk,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks »— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


SMOOTHNESS    and  ease 
of    writing,    an  entire 

absence  of  scratchiness,  a  standard 
uniformity,  a  strong  non-breaking  lead, 
long  life,  these  are  but  a  few  of  the  quali- 
ties that  distinguish  the  famous 

Venus 

iO«  PENCIL 

IF  you  want  a  heavy  soft  lead, 
it's  ready.     If  you  want  a 

thin  delicate  line  you  can  have  it. 
The  17  degrees  of  Venus,  from  6B  soft- 
est to  9H  hardest  satisfy  every  need. 

The  hard  and  medium  Venus  copying  ami  the 
Venus  erasers  are  also  of  extraordinary  excellence. 
Insist  on  Venus  with  the  distinctive  Venus  water 
mark  finish.     At  all  dealers. 

American  Lead  Pencil  Go. 

236  Fifth  Avenue,  NEW  YORK 

and   Clapton,   London,  England 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
.  Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUM  ES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


How  Do  You  Buy  a  Transit? 


By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustfnents 
under  hard  service.  Designed  and  ottered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 


HELLER  &  BRIGHTLY, 


1120  Spring  Garden  Street 
PHILADELPHIA,  PA., "Since  1870" 


DAKE  SINGLE  DRUM  HOISTS 


The  Dake  single  drum, 
double  geared  hoist,  is  the 
best  all-round  machine  for 
general  service.  Can  be  fur- 
nished with  clutch,  tight  or 
friction  drum.  All  parts  are 
most  substantially  built  so 
that  hoist  will  stand  twice 
the  load  of  its  rated  capa- 
city. Made  in  sizes  2  to  30 
horse  power.  Send  for  com- 
plete catalogue. 


DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

Canadian  Afients 

MONTREAL— Mussens  Ltd.    TORONTO   A.  R.  Williams Mach.  Co..  Ltd. 


DARLING 
STEAM 

LIANCE 


I|darling  BROTHERS    V   '  L1 

i  ivtiTirr.  "/  ' "  a 


Engineers  and  Manufacturers 
MONTREAL,  CANADA 

EJranch.es :  Agents : 

Toronto  and  Winnipeg  Halifax.  St.  John,  d 


Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


James  Thomson,  President. 


J.  G.  Ali.en,  Vice-President. 


James  A.  Thomson,  Secretary. 


the  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


CAST  IRON  PIPE 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 
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The  Ideal 
Crane 
Trolley  #->- 
Northern 
"Type  E" 


CRANES 


MADE  IN 
CANADA 
OF  ALL  TYPES,  SIZES  AND  CAPACITIES 

Heavy  Cranes  and  Light  Cranes  for  Mill  Service,  Power 
Stations,  Foundries,  Stone  Trades— Grab  Bucket  Crane 


Northern  Crane  Works,  Limited, 


WALKERVILLE, 
ONTARIO 


Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


OUR  LINDSAY  WORKS 


We  Manufacture 
Water  Wheels,     Hydraulic  Governors, 
Centrifugal  Pumps,       Mill  Machinery 
Fly-Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Water  Supply 

from 

Deep  Wells 

is  obtained  at  a  mini- 
mum cost  by  use  of  our 
deep  well  pumps. 


Write  for 
Bulletin  26 
explaining 
the  use  of 
Cook's 
Patent 
Brass  Tube 
Well 
Strainer 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


Crushed  Rubble  Dimension 

CROOKSTON  QUARRIES 

Crushed  Stone — Clean,  tough  stone,  specially  suitable  for  concrete  mix  and  macadam  roads.    Although  we 
have  supplied  hundreds  of  cars  of  stone  to  Toronto,  Montreal  and  intervening  points  we  have  never  had  one 

car  rejected. 

Rubble  Stone — From  one  man  size  to  blocks  weighing  many  tons. 
Dimension  Stone — The  stone  that  has  stood  the  test  for  half  a  century. 

Capacity  500  ton*  a  day  C.P.R.  and  G.T.R.  Connections  Telephone  Madoc  2.  R  3 — -2 

ASK  US  FOR  QUOTATIONS 

QUINLAN  &  ROBERTSON,  Limited,  Crookston,  Ontario 
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Durability 
Accuracy 

Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
Ys  inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


Los  Angeles 
San  Francisco 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  SO  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West  Toronto 


> 

3* 

is 
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1885   "QUALITY  FIRST"  1916 

It  Has  Paid  Us  and  Will  Pay  You. 

Galvanized    "  EASTLAKE "  Shingles 

have  made — and  will  make — more  money 
for  Canadian  Contractors  than  any  other 
type  of  metal  roofing. 

The  Quality  is  There ! 

They  satisfy  your  customer  —  they  sell 
easily  —  they  lay  quickly  —  they  make  a 
good-looking  roof — they  are  fireproof. 

THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  "SAFETY  FIRST" 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 


THE   CONTRACT  RECORD 


November  15,  1916 


Piatt  Double  Suction 
Centrifugal  Pumps 

^ Split  v.isr  ti-.ttuii-s  insure  aivcssiliil- 
^|^P**>"**^By  1'lu"!  ruirm-.I  loiwiiu'tiiiii  jiiiar- 

^^MPjBBi^,  -  .unl  continuous  service 

^^^^^^^^^    whether  inst,alleil  where  every  facility 
is  at  hand,  or  in  the  most  isolated  parts  of  the  world. 
Bulletin  No.  7(>2  fully  describes  them. 

Standard  Pumps  for  Every  Service 

PI  M  l   [RON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


STANDARD  STEEL 


Hr«mi  Channels 

CONSTRUCTION  CO. 


R.inforcing  Ban 

"Self-Senterinir" 

Corrugated 
Sheeting 


LIMITED 
WELLAND       -  CANADA 

Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market 
Office  -  M  4515-M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand,  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,  Office  North  \  ^   Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


WOODEN  PIPE 


Wire  wound  wood  stave  pipe,  2  in.  to  24  in.  diameter.  Con- 
tinuous wood   stave  pipe,   any   diameter  required. 

CANADIAN  PIPE  CO.,  LIMITED 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  machinery.  Every 
machine  driven  by  a  separate  electric  motor.  Satisfaction 
Gua  ranteed. 

Office  and  Factory— 550  Pacific  St.,  VANCOUVER,  B.C. 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Casting's 
of  all  kinds,  Mooring1  Bollards  for  both  Concrete  and  Wooden  Docks 
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VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


Contractors  for  Waterworks  Construction, 
Manufacturers  ot  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling-Positively  LEAK  PROOF. 

We  are  the  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.      VANCOUVER,  B.  C. 


Fancy 
Faced 
Brick 

Our  concrete  bricks  have  a  rus- 
tic finish  that  is  absolutely  water- 
proof. It  is  obtained  by  a  patent 
process  which  produces  perfect 
crystalization.  Can  be  had  in  any 
color  or  combination  of  colors. 
For  mantels,  churches,  residences  or 
decorative  work  our  brick  is  ideal. 
Cost  no  more  than  ordinary  brick 
but  much  more  effective. 

GET  OUR  LITERATURE 

ORIENTAL  BRICK  CO. 

Plant  and  Head  Office: 

143  Royce  Ave.,  TORONTO 

Phone  Junction  5372 


WILSON  SCALES 

ARE 

GOOD  SCALES 

We  manufacture  all  Styles.  -  -  Write  us  for  prices. 

C.  Wilson  &  Son 

71  Esplanade  St.  East  TORONTO 


Standard 
Colonial  Copper  Clad  Wire 

TRADE  MARK 

lias  satisfactorily  met  the  requirements  of  large  and 
discriminating  buyers  who  have  purchased  millions 
of  pounds  of  it  annually  for  many  years.  It  stands 
among  copper  clad  wires  as  does  E.  B.  B.  among 
galvanized  iron  wires,  that  is,  for  extra  best  best  in 
quality. 

For  further  information  write  our  nearest  office 
for  C.  C.  C.  Bulletin  No.  202. 

Standard  Underground  Cable  Co.  of  Canada 
Limited 

General  Offices  and  Works:  Hamilton,  Ont. 

Montreal,  Que.  Winnipeg,  Man. 

Hamilton,  Ont.  Seattle,  Wash. 


Economy  in  Large  Capacity 
Deep  Well  Pumping 

A  large  water  supply  from  deep 
wells  is  most  successfully  obtained 
with  "American"  Deep  Well  Turbine 
Centrifugal  Pumps,  because  they  de- 
liver a  remarkably  large  quantity  of 
water  from  a  deep  drilled  well,  main- 
tain high  efficiencies  and  are  reliable 
in  operation. 
These  pumps  are  made  in  styles  to 
deliver  water  at  the 
surface  or  in  corn- 
bin  a  t  i  o  n  with  a 
booster  centrifugal 
operating  on  the 
same  shaft  at  the 
surface,  to  produce 
a  pressure  .in  the 
mains. 

Pumps  of  this  type 
operate  in  drill  holes 
12  inches  in  diam- 
eter and  larger,  and 
deliver  to  3,000  gal- 
lons of  water  per 
minute. 

Catalog  1352  describes  them. 
Write  for  it. 

The  American  Well  Works 

General  Office  and  Works:  AURORA.  ILL. 
Chicago  Off  ice:    First  National  Bank  Building 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  -  Montreal. 

Gorman,  Clancy  &  Grindley,  Ltd., 

Edmonton  and  Calgarv 
B.  C.  Equipment  Co.,       -      Vancouver,  B.C. 


Stai  rway  Specialists 


Most  important  stairway  contracts 
come  our  way.  Architects  and  other 
authorities  have  come  to  know  that 
DENNIS  equipment,  facilities  and  ex- 
perience ensure  a  satisfactory  and 
creditable  job. 

We  make  all  styles  of  iron  stairways, 
the  inexpensive  kind  as  well  as  the 
most  elaborate.  Spiral  iron  stairs  are 
a  feature  of  this  department  of  our 
business.  Write  for  illustrated  litera- 
ture, please. 

The  Dennis  Wire  &  Iron  Works  Co..  Ltd. 
LONDON,  CANADA 

DENNIS:: 
LONDON 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIMB,  AND  BRICK 
Cement-  delivered  in  5  barrel  lots.  $1.S6  per  bbl. ; 
n  ill,  bags.  $2.25;  car  lots.  |1.40  on  the  track, 
with  i>ks»  .  $>  80. 
Lime— Grey  44c.  white  50c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  45c,  grey  39c. 
Brick  — No.  1  dry  pressed  red  brick  $17;  buff, 
$17  fob.  the  job;  No.  2,  $14;  common  red 
stock  brick.  $11  to  $14;  grey.  $11  to  $12; 
wire-cut  brick  for  foundation  work.  $0  on 
the  cars,  delivered  $10;  ••Tapestry"  brick,  im- 
portd,  120  to  $86;  local  Rug-,  $14;  Band-lime 
brick.  $7.«0  f.o.b.  car  at  King  Edward  Siding; 
$0.50  f.o.b.  car  or  wagon  at  plant;  $8.50  de- 
livered on  job.  Paving  brick.  No.  1,  $18  per 
M.  f.o.b.  West  Toronto;  No.  2  $14;  paving 
blocks.  No.  1.  $24  per  M. ;  No.  2,  $18.  Sun- 
Tex  face  brick,  $1G  to  $20  per  M. ;  Denison 
interlocking  hollow  tile.  $G0  per  M.  Lots 
orer  100,000,  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52.  buff  $28.  grey  $27,  plain  pressed 
$17.  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE.  SAND,  AND  GRAVEL 

Toronto  prices,  F.  O.  B.  Car: 
Crushed  stone— 2  in..  $1.30;  1-in.,  $1.40:  Jf-iiu, 
$1.40;  rubble  stone,  in  car  lots,  $1.30  per  ton 
f.o.b.  car 

S>nd— for  cement  or  brick   work,  80c.   per  ton, 
f.o.b.  Toronto. 
*    Gravel— Pit  run.  75c  to  85c  per  ton  f.o.b.  Toronto; 
screened,  $1  per  ton  f.o.b.  Toronto. 
LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$24:  18  ft.,  $25;  1-in.  Hemlock,  No.  1  $24; 
No.  1  Hemlock  decking  $24  to  $25;  No.  2 
Hemlock,  dimension  and  1  in.,  $20  to  $22. 

Pine—l.in.  by  4-in.  to  6-in.,  $30;  1-in.  by  8-in., 
$32;  1-in.  by  10-in.,  $33;  1-in.  by  12-in.,  $33 
to  $35;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $30  to  $35;  V»  by  6 
and  10-in.  pine  shelving.  $33  to  $36;  H  by 
12-in.  pine  shelving.  $45;  No.  1  white  pine 
flooring,  $35  ;  No.  1  spruce  flooring,  $29;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto.  $32:  pine  trim  4-in.  casing,  $1.75  per 
100  ft.:  Bin.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25:  4-in.  pine,  window  stool.  $2.75. 
Shingles— XXX  B.  C.  shingles  $3.85;  N.  B.  extras 
M;  N.  B.  clears  $3  65:  No  1  pine  lath  $8.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 
Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14.  14  x  14,  14  x  16,  $40;  10  x  16, 
12  x  16.  16  x  18.  14  x  18,  18  x  18,  20  x  20, 
$40.50;  12  x  18.  IS  x  20.  $41.00;  10  x  18, 
12  x  20.  14  x  20,  16  x  20,  $42.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars — $3.40  to  $5  base;  twisted 

and  deformed.  $3.50  base. 
Shapes— Over  35  lbs.  per  yd..  $3.40  per  100  lbs.; 

undeT  35  lbs.  per  yd..  $3.60  per  100  lbs. 
Plates — 12  ins.  and  under,  $4  per  100  lbs. ;  over 
12  ins,  and  under  36  ins.,  $3.80  per  100  lbs.; 
.36  ins.  and  over,  $4.20  peT  100  lbs.    Tank  and 
boiler  plates — 'A  in.  and  over  and  under  36 


ins.,  .fill);   :t<i  ins.   and   over,  $4.90.  Gauge 

plates  Nos,  10,  12,  14,  $4.(50  to  $4.80  per  100 
lbs.  Black  American  bessemer  plates  28 
gauge,  $3.75  to  $4  per  100  lbs. 

Extras — 1  10c  per  lb.  extra  for  cutting  to  length, 
for  plate  less  than  \i  in.  thick,  for  all  Bethle- 
hem sections,  for  angles  less  than  5  in.  com- 
bined legs  and  beams  and  channels  under  G 
ins.,  for  18,  20,  and  24  in.  beams. 

Galvanized  iron— 28  gauge  $0.50  to  $7.00. 

Cast-iron    pipe — Standard    prices,    carload  lots, 
f.o.b.  Toronto:  4-in.  $38  per  net  ton;  G  in.  and 
up  to  $37,  with  $1  extra  for  gas  pipe. 
SEWER  PIPE 

Sewer  Pipe — Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6-in.,  40c  ft. ;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.   to  24-in. 

PAINTS  AND  OILS 

White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.15  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.12  per  gal.  ;  red  lead, 
dry,  $14  per  100  lbs. ;  putty  in  bulk,  $4  per 
100  lbs.;  in  100-lb.  drums,  $4.40;  putty  in 
25-Ib.  tins,  $4.50  per  100  lbs.;  steel  sash 
putty,  $5  per  100  lbs.  ;  turpentine,  in  bbls., 
72c  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement— $2.00  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton ;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $15; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic,  No.  2,  $13; 
buff  (smooth),  $21;  buff  (rough),  $20;  plastic 
$9.  Dominion  silicate,  1st  quality,  $13;  sec- 
ond quality,  $10.50;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15  in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  J$-in.  $1.65;  H-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 

Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles— 3  in.  x  3  in.  and  up,  $3.75;  1  In. 
x  1  in.  x  H  In.,  26c  extra;  H  in.  x  K  In. 
x  H  in.  BOc  extra.  Boiler  plates — K  in. 
thick  and  thicker,  $4.75.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$5.00;  under  30  in.  dimension,  $5.25.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.50; 
35  lbs.  per  yd.  and  over,  $4.25;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauga, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.60  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
S  in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2yi  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.G0,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.       Plaster  of 
Paris— $2.35  per  bbl.     Rope— Best  Manilla, 

22}4c  basis  per  pound;  British  manilla,  18c 
basis;  sisal  rope,  15j^c  basis;  lath  yarn  15'A 
cents.  Boiled  linseed  oil — in  barrels  99j4c 
per  gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
97c  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.    1   dry   pressed,   red   and   buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,   $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND' GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
}4-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per  yard,   delivered,  $1.S5. 

Crushed  Granite — lj/j  and  2  in.,  $2.65;  J^-in.  and 
1-in.,  $2.90;   jg-in,  and  dust,  $3.20. 
LUMBER   (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38 ;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  x  12,  8  x  12,  $39 ;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40 ;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42 ;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5%-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7 ;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,  $2.35  per   100  lbs.;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron   Pipes — Standard   price,   car   load  lots, 
f.o.b.   Winnipeg,  $38  per  ton. 

(Continued  on  page  58  ) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,   Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
gla7ed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.    We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :    St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.    JOHNS,    P.  Q. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  fiom  page  56) 
SEWER  PIPE 
Sewer  Pipe — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  U  cents;  4  in.  11  cent*;  D  in., 
It!  cent*;  (J  in..  18V4  cents;  8  in,  30  cents; 
9  in.  33  cents;  10  in.,  40  cents;  12  in.,  SO 
MBtai  IS  in..  TS  cents;  IS  in.,  $1.00;  20  in., 
ILflOj  24  in..  $2.00. 

SUNDRIES 

Hird  Wall  Plaster— L'nsanded.  $13  per  ton;  sand- 
ed. $7  S<>.  dcliveicd  on  job.  Plaster  of  Paris, 
$13  SO  per  ton;  Hammer  llrand,  $3.75  per 
I'M  .  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25  1b.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal..  $3.10. 


VANCOUVER  PRICES 

CEMENT.  LIME.  AND  BRICK 

Cement— Grey  Portland,  $2.45  per  bbl.  f.o.b.  ware- 
bouse,  sacks  extra;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300   lbs. ;    superfine,    white,   $9.50   per    bbl. ; 

white  Portland  cement,  $2.45  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1  35  per  bbl.  f.o.b.  warehouse  or  delivered 

Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse)  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick;  $30  f.o.b.  wharf 
Vancouver;  pressed  bull  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand  -liiick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.85  per  yard  delivered. 

Prices  of  stone  are  still  open. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
10  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse : 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base ;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 28  gauge,  $7.25  per  100  lbs. 

Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 
$0.05,  5,  9  and  10  ft.  sheets,  $6.80  per  square. 
Black  steel  sheets,  24  gauge,  $5.10  per  100 
lb:. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE  ' 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse : 
4-in.,  12J/£c.  per  ft.;  6-in„  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12  in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime— $14.00  in  car  lots. 

AIca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade, 
liyic  basis;  sisal  rope,  12'/ic  basis. 

PAINTS  AND  OILS 

Mixed  Paint— Per  gal.  $2.45  to  $3.00. 

White  lead— Ground  in  oil,  $14.90  per  100  lbs. 

Boiled  linseed  oil — In  bbls.,  $1.10  per  gal.  of  0 

lbs. 

Raw  linseed  oil — In  bbls.,  $1.0S  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  i00  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.S5 ;  turpentine,  in  bbls.,  95  cents. 


illinium 


Are  You  Providing  for 
the  Removal  of  Ashes  ? 

HUNDREDS  of  prominent  architects  are  now  repeat- 
edly specifying  the  G&G  Telescopic  Hoist  for  the 
removal  of  ashes  in  all  types  of  b'uildings — resi- 
dences, schools,  office  and  apartment  buildings,  churches,  etc. 
This  hoist  is  made  in  five  convenient  models.  The  Model  A 
Hoist  illustrated  may  be  operated  by  one  man,  unaided.  It 
is  noiseless,  speedy  and  safe. 

Raises  load  at  guaranteed  speed  of  30  feet  per  minute.  Oper- 
ated from  sidewalk  level.  When  not  in  use  hoist  telescopes, 
and  no  part  shows  above  grade.  Every  hoist  subjected  to 
thorough  working  test  before  shipment. 


MADE 
IN 

CANADA 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  "A"  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


■  BLACK  BUILDING  SUPPLY 
-  CO.,  LTD.,  TORONTO. 

Agents  for  Ontario 


WM.  N.  O'NEIL  CO.,  LTD., 
VANCOUVER, 
Agents  for  British  Columbia 

iiiiiiiiiiiuiiiiiiiiitiiiiiiiiiinii 


B.  &  S.  H.  THOMPSON  &  CO., 
LTD.,  MONTREAL, 
Agents  for  Quebec 


W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO., 


Hamilton 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the   "  Keith '*   Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.        Write  for  our  New  Catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office:  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO.,  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


Built  for  C.  P.  R.  Montreal 


CANADIAN 
CHICAGO  BRIDGE  &  IRON  CO. 

Limited 
BR1DGEBURG,  ONTARIO 
Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"  Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:  — 
Bridgeburg,  Ontario.  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 
Shops: 
Chicago,  111. 


Bridgeburg.  Ont. 

Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 

Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto       -  Canada 
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Contractors 

Electrical 
Mechanical 

Directory  of  E 

ngineers 

Special 
Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willn    CUpoaWB      Geo     H.  Power. 


BRYAN  PONTIFEX 

Chartered  Accountant. 
SPECIALTY 
MANUFACTURERS'  AND 
CONTRACTORS'  ACCOUNTS 

Excelsior  Life  Bldg.,  Toronto 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

He.d  office  MONTREAL 

and   Main   Laboratories : 

Branch    Offices    and    Laboratories — 
TORONTO    WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gall  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG  CALGARY 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage   Disposal,  Water   Power  Development 

Tel.  Long  Distance  Uptown  0740  41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat. 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works  : 

Main  904-H05  62  Esplanade  E..  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DnTCMTC     secured  or  our 

rH  I  kll  I  O         FEES  RETURNED 

Iteing  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who.  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 

Reg.  Patent  Attorneys  Ottawa,  Canada 


ANGLINS 

M  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


,   BUILDING  WORK 
URGE  OR  SHALL 
RECEIVES  OUR 
BEST  ATTENTION 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


Crushed 
Stone  | 

BRICK 


T.  A.  Morrison  &  Co.,  ^SVtrTal' 


H.  J.  Griswold, 

Montreal. 


B.  W.  Seton, 

Toronto. 


DOMINION  ENGINEERING 
&  INSPECTION  CO. 

Inspecting  and  Testing  Engineers 
Head   Office  and  Laboratories, 
318    Lagauchetiere   St.   West,  Montreal. 
BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 
CEMENT  TESTING  AND  REIN- 
FORCED  CONCRETE  INSPECTION 
MILL,  SHOP  AND  FIELD  INSPEC- 
TION OF  STEEL  STRUCTURES 
AND  BRIDGES 
TESTS   AND   INSPECTION   OF  IRON 
AND  STEEL  PIPE,  ETC. 
EXPERT  EXAMINATIONS  AND 
REPORTS 

Represented  at  New  York,  Pittsburgh  and 
Chicago ;  Glasgow  and  London,  Eng. 
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McAVITY" 


Improved  Side  Outlet 

Brass  Pop 
Safety  Valve 

Lockup  Pattern 


Approved   by  the  Governments  of  the 
Provinces  of  Ontario,  Alberta, 
Saskatchewan  and  British  Columbia 

For  use  on  boilers  carrying  pressures  up  to 
and  including  200  lbs. 

One  of  the  features  of  this  Pop 
Valve  is  the  spring  case,  which 
keeps  the  steam  from  striking 
directly  on  the  spring,  thus  pre- 
venting corrosion.  Also  provided 
with  a  stop  to  prevent  valve  from 
flying  off  seat  in  case  spring 
breaks. 

T.  McAVITY  &  SONS 

LIMITED 

St.  John,  N.  B.,  Canada 
Montreal  Winnipeg 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Havana,  Cuba- Room  65,  Nova  Scotia  Bank  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 


Limited 


Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton»  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcreit  11314  16 1  S  1618 
Private  exchange  connecting  all  departments 
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Overhead  Piping  and  Hoods  Are  a 
Menace  to  Efficiency  and  Health 

Do  away  with  such  costly  systems — costly  not 
only  in  dollars  and  cents,  but  costly  too  in  em- 
ployees' health.  The  employer  who  looks  to 
the  welfare  of  his  employees  is  surely  insuring 
the  steady  income  of  his  dollars  and  cents. 

Buffalo  Stationary  Down  Draft  Forges 

Arc  built  entirel)  of  cast  iron.  The  edges  are  wide  and  possess  the  strength  neces- 
sary for  any  serv  ice.  No  work  too  large  for  Buffalo  Forges.  The  Down  Draft 
I  [ood  is  adjustable  by  means  of  a  lever  gear  to  any  position  as  may  be  required  by 
the  operator. 

All  smoke,  fumes  and  gases  generated  by  the  lire  are  carried  away,  leaving  the  at- 
mosphere [Mire  and  clear.    This  is  the  commercial  shop  design. 

Write  for  Down  Draft  Catalog  12. 

Canadian  Blower  and  Forge  Company,  Limited 


KITCHENER,  ONTARIO 

ST.  JOHN  MONTREAL  TORONTO  WINNIPEG 


VANCOUVER 


Do  You 


=1  n 


NONPAREIL 

HIGH  PRESSURE 

COVERING 

fr/r  /footed  Surfaces 


) 


Know    the   Proper  Thickness 
of  Covering  to  Use  ? 

Suppose  the  lines  in  your  plant  are  carrying  steam  at  150  pounds 
pressure  with  100  degrees  of  superheat.  Now,  if  it  costs  15  cents  to 
generate  iooo  pounds  of  steam,  including  the  cost  of  coal,  labor, 
and  overhead,  do  you  know  what  thickness  of 

Nonpareil  High  Pressure  Covering 

For  Steam  Lines,  Boilers,  Etc. 

would  be  the  most  economical  ? 


This  Book 

On  pages  40-45  of  this  new  84-page,  bound 
book,  entitled  "Nonpareil  High  Pressure  Cover- 
ing," are  given  the  data  necessary  to  solve  just 
such  problems.  This  information  is  not  based 
on  general  assumptions,  but  has  been  determined 
by  painstaking  investigations  and  the  experience 
gained  through  years  of  designing  and  installing 


Will  Tell 

scientific  heat  insulation 

This  feature  is  just  one  of  the  many  that  make 
the  publication  of  value  to  those  who  are  inter- 
ested in  the  scientific  insulation  of  heated  sur- 
faces. A  copy  of  the  book,  and  a  sample  of  Non- 
pareil High  Pressure  Covering  will  be  sent,  free 
of  charge,  to  those  who  request  them. 


Armstrong  Cork  &  Insulation  Co.,  Ltd.,  sos  Mcghi  Building,  Montreal,  Que. 

Also  manufacturers  of  Nonpariel  Insulating  Brick  for  furnaces,  boiler  settings,  etc.,  and  Nonpareil  Cork  Covering  for 

drinking  water  purposes, 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


11 


MITE.D 


VALVE-  HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

BritUh  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated  ;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Book  Company.    279  pages, 

illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

Handbook  for  Highway  Engineers,  by  Wilson  G.  Harger  and 
Edmund  A.  Bonney.  Second  Edition  just  published  by 
McGraw-Hill  Book  Company.     609  pages.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 


Etcheverry.  Published  in  1915  by 
Company.     213  pages,  illustrated. 


Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 

3y  McGraw-Hill  Book 
Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by- 
John  Sharp.  Published  in  1914  by  Longmans,  Green  * 
Company.    142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  266  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Flinn,  Robert  Spurr 

Weston  and  Clinton  Lathrop  Bogcrt.  Just  published  by 

McGraw-Hill  Book  Company.  824  pages,  illustrated. 
Price  $6.00. 
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If  your  rope  breaks 
your  work  stops 

Use 

"DOMINION" 

Dependable  Rope 
The  Dominion  Wire  Rope  Company,  Limited 

MONTREAL,  TORONTO,  WINNIPEG 


In  Peace  or  War 


"High  Speed  Steel 


Manufactured  by  the  World  Famous  Makers 

JOHN  HY.  ANDREW  &  CO.,  LIMITED 

Is  The  World's  Choice 

1916  Methods  are  CHEAPER 

use 

"Industrial"  Works  Locomotive 
Coaling  and  Wrecking  Cranes 

Steam,  Electric  or  Gasoline 


If  your  Contract  is  for  Dredging,  Excavating,  Building, 
Sewers,  or  the  Re-handling  of  materials 
Let  us  quote  you  for 

"HAYWARD"  BUCKETS 


Branch : 
108  Mail  Building, 
TORONTO 


Head  Office: 

MONTREAL 


Vol.  30  Toronto,  November  22,  1916  No.  47 


GLASS  BENDERS 

TO  THE  TRADE 


THE  TORONTO  PLATE  GLASS 
IMPORTING  COMPANY  um,ted 

GLASS   IMPORTERS   AND  MANUFACTURERS 

91-113   DON   ROADWAY,  TORONTO 


Alphabetical  Index  to  Advertisers,  Page  16      Classified  Directory  to  Advertisements,  Page  6 
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Built  of  Sackville  Freestone 


Provincial  Parliament  Buildings,  Toronto,  North  Entrance. 


"Quarried 

in 

Canada" 

Block  Stone 
Random  Stone 
Dimension  Stone 
Head  Sills 
Shoddy 
Stone  Sawing 

Get  our  prices. 


SACKVILLE  FREESTONE  COMPANY,  LIMITED,  SAC^,LLE' 

Toronto  Agent:  A.  W.  STEWARD,  BUILDERS'  EXCHANGE 


"BEATTY" 

Hoisting  Engines, 
Clamshell  Buckets, 
Steel  Derricks, 
Derrick  Irons, 
Dipper  Dredges, 
Hydraulic  Dredges, 
Centrifugal  Pumps. 

Catalog  describing  above  on  request. 
Your  inquiries  will  be  answered  quickly. 
Utilize  our  50  years'  experience  in  this  field. 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLANT  1790  St.  James  Street,  Montreal, Que.        -Aokntb-        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

E  LEONARD  &  SONS  St.  John,  N.  B.  KELLY-POWELL  LTD  McArthur  Bid*.  Winnipeg,  Man. 


Work  of  this  kind  calls  for  dependability— "Beatty"  Hoists  furnish  it. 
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Everything 
in 
Rubber 


Dominion 


Made 
in 

Canada 


QUALITY  and  VARIETY 
PLUS 

VALUE  and  SERVICE 
GIVE 

ABSOLUTE  SATISFACTION 

If  you  have  not  proved  it,  write  to  our  nearest  Branch 
or  direct  to  Head  Office  for  anything  you  may  need  in 
Rubber  and  see  for  yourself  how  we  aim  to  serve  and 
please  you. 

Canadian  Consolidated  Rubber  Co.,  Limited 

Head  office:  Montreal,  P.  Q. 

Branches  at  Halifax,  N.S.;  St.  John,  N.B.;  Moncton,  N.B.; 
Quebec,  Que.;  Ottawa,  Ont.;  Toronto,  Ont.;  Hamilton,  Ont.; 
Brantford,  Ont.;  London,  Ont.;  Kitchener,  Ont.;  North  Bay, 
Ont.;  Fort  William,  Ont.;  Winnipeg,  Man.;  Brandon,  Man.; 
Regina,  Sask. ;  Saskatoon,  Sask.;  Calgary,  Alta.;  Edmonton, 
Alta. ;  Vancouver,  B.C.;  and  Victoria,  B.C. 
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IY>  Secure 
ECONOMY  and  DURABILITY 


Construct  Your 

SEWERS 


i  rom 


Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price.  " 


V  H.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


Turbi 


ine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,  Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating,  Steam  Turbines,  Tanks,  Water  Wheels,  Water 

Works  Plants 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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Ten  Good  Reasons  for  Specifying 
Wire -Cut  Lug  Brick  for  Paving 


1  Wire-cut  lug  brick  have  proven  their  superiority 
in  service.  A  wire-cut  lug  brick  is  not  a  new 
brick  or  an  experiment.  It  is  a  wire-cut  brick  with 
absolutely  uniform  lugs,  and  it  is  a  well  known  fact 
that  the  old  wire-cut  brick  streets  have  given  the 
best  service  under  traffic. 

O  All  wire-cut  lug  brick,  subject  to  slight  varia- 
tions,  are  of  standard  size,  8J/£  inches  long  by 
3l/2  inches  wide  and  4  inches  deep,  and  lay  40  brick 
to  a  square  yard.  If  local  conditions  of  traffic  justify 
same,  these  brick  can  be  used  3%  inches  or  3  inches 
deep  but  of  the  standard  surface  measurements. 

0  The  rough  sides,  uniform  contact  lugs  (no  bar 
lugs  allowed)  and  the  square  edges  insure  a  per- 
fect bond  the  entire  depth  of  the  brick  and  also  a 
bond  much  stronger  than  is  obtained  with  the 
smooth,  round-edge  repressed  brick.  A  4-inch  wire- 
cut  lug  brick  gives  a  4-inch  bond,  but  a  4-inch  re- 
pressed brick  with  round  edges  gives  only  a  3^2-inch 
bond  and  that  may  be  very  imperfect  owing  to  the 
smooth  sides  and  the  nonuniformity  of  the  lugs. 

A  Wire-cut  lug  brick  are  made  by  30  independent 
competing  companies  and  the  list  is  constantly 
increasing.  The  brick  are  marketed  at  the  same  price 
as  the  repressed  brick  of  the  same  manufacturer's 
make,  since  the  small  royalty  paid  is  saved  in  the 
process  of  manufacture.  The  Dunn  Wire-Cut  Lug 
Brick  Company  licenses  reputable  companies  which 
demonstate  their  ability  to  make  good  wire-cut  lug 
brick. 

C    The  interior  structure  of  wire-cut  lug  brick  is 
uniformly  denser  than  that  of  repressed  brick. 
On  account  of  their  square  edges,  wire-cut  lug  brick 
in  the  first  450  revolutions  of  the  rattler  lose  from 

1  to  2  per  cent,  more  than  repressed  brick;  but  no 
allowance  is  asked,  for  wire-cut  lug  brick  at  the  end 
of  the  test  show  an  abrasion  loss  usually  about  the 
same  as  repressed  brick,  and  sometimes  less.  Thus, 
the  user  of  wire-cut  lug  brick  really  is  getting  a 
quality  that  is  2  per  cent,  better  than  is  shown  by 
test. 


g   Wire-cut  lug  brick  are  made  on  engineering  lines. 

*  The  square  edges  aid  the  engineer  in  obtaining 
a  smooth  pavement,  and  a  pavement  in  which  the 
filler  will  not  chip  out  under  traffic,  as  it  does  from 
round-edge  repressed  brick.  The  engineering  de- 
partment of  the  Dunn  Wire-Cut  Lug  Brick  Company 
is  continually  investigating  methods  of  construction 
and  is  at  your  service  at  any  time,  in  an  advisory 
capacity,  as  to  methods  of  construction,  and  proper 
inspection  of  material. 

y    The  Dunn  Wire-Cut  Lug  Brick  Company  has 

*  its  own  ceramic  engineer,  whose  duty  it  is  to  ren- 
der free  advisory  service  to  companies  making  wire- 
cut  lug  brick,  and  to  endeavor  in  every  way  to  im- 
prove the  quality  of  the  brick  at  the  plant. 

g    The  advantages  of  wire-cut  lug  brick  are  recog- 

*  nized.  These  brick  are  specified  exclusively  by 
St.  Louis,  Mo.;  Baltimore,  Md.;  Wilmington,  Del.; 
Toronto,  Canada,  and  many  other  cities,  and  they 
are  preferred  by  numerous  state  highway  depart- 
ments. 

O^  On  January  1,  1916,  wire-cut  lug  brick  were  in 
use  in  436  places  and  they  were  admitted  in  the 
specifications  of  more  than  2,500  places. 

1  Q  If  the  choice  between  wire-cut  lug  brick  and  re- 
*  pressed  brick  is  left  to  the  contractor,  he  may, 
on  his  first  job,  use  the  repressed  brick,  claiming  that 
the  repressed  brick  takes  less  filler.  We  admit  this 
cla  im,  and  it  substantiates  our  contention  that  wire- 
cut  lug  brick  makes  the  best  pavement,  because  the 
filler  goes  down  to  the  bottom  of  the  brick  and  in- 
sures a  good  bond  its  entire  depth.  After  his  first 
experiment,  the  contractor  recognizes  this  advantage 
and  becomes  an  advocate  of  wire-cut  lug  brick. 
Wire-cut  lug  brick  are  made  by  30  independent  com- 
peting companies,  operating  48  plants.  Write  for 
data. 


The  Dunn  Wire-Cut  Lug  Brick  Co. 

'  (LICENSORS) 
CONNEAUT         :  OHIO 
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An  Completion 

Cu  lngeisoll-Kand  Co.,  Ltd. 
Piatt  lion  Works 

Aluminium 

"inllllllMIIII  Agencies  Kegd 

Air  Hoists 

Canadian  Ingersoll-Rand  Co. 
Northern  Ciane  Works 

Architectural  Iron  Work 

I  loada  Wirt  &  lion  tioodt  Co. 
Mciiicgor    Sc  Mclntyre 

Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 

Aih  Hoists 

Cillis  &  Geoghegan 


Asphalt 

Asphalt  St  Supply  Company 

Asphalt  Shingles 

Bird  &  Son. 

Blast  Hole  Drills 

Hopkins  &  Co..  F.  H. 

Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Boilers 
Beatly  &  Sons,,  M. 
Inglis  Company,  John 
.Marsh   &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mussens  Limited 


Boxes-Junction 
Standard  Underground  Cable  Co. 
of  Canada.  Limited. 

Brick 

Oriental  Brick  Company 

Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co..  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan   &   Company,  John 

Brick  Machinery  and  Supplies 

Sheldons  Limited 


Bridges  (Steel) 

Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Co. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
Pittaburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  A  Son 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wiic  Hope  Co.,  Ltd. 
Standaid  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Terminals 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.  Lumber  Commissioner 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britm. ]  &  Company 
Rogers  Supply  Company 


Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Canadian  Ingersoll-Rand  Co. 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold    Storage  Insulation 

Armstrong  Cork  Company 
Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 
Concrete  Culvert  Pipe 

Blair,  B. 

Dominion   Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair.  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Wells  &  Gray  Limited 

Contractors'  Lights 
Foster.  W.  L. 

Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Goodwin,   Barsby  &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  8r  Rubber  Comoanv 


Conveying  Machinery 

Goodwin,  Barsby  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Core  Drilli 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 


Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 

anadian  Fairbanks-Morse  Co. 
oodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H.  * 
Marsh  &  Henthorn.  Limited 
National  Equipment  Company 
Northern  Crane  Works 


Douglas  Fir 

B.  C.  Lumber  Commissioner 


Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 


Dredges 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba   Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey   Mfg.   Co.,  Philip 


Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario   Wind    Engine   &  Pump 
Company 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can..  Ltd.,  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

(Continued  on  -pasre  8) 
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Burlington  Steel  Co.,  Ltd. 

Hamilton,  Canada 

STEEL  BARS 

For 

Concrete  Reinforcing 

Rounds,  Flats,  Plain  Squares, 
Twisted  Squares 

We   furnish   Rail  Carbon  Steel  Bars 

minimum  Elastic  Limit,  50,000  lbs.  per 
Square  Inch,  in  strict  accordance  with 
''American  Society  of  Testing  Materials;" 

specification. 

Increased  Physical  Properties  of  our 
product  allow  use  of  less  Tonnage. 

Bars  bent  to  shape  for  Beams, 
Stirrups,  Etc. 

Prompt  Shipment 


■HMH 
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l'tnnii  Wire  A  lion  Work*  Co. 
Manitoba  Budge  &  lion  Work* 
McGrtgor  Sl  Mclntyre 

■>!•■  Pole* 

Ontario  Wind  Engine  &  Pump 

Company. 

Flooring  Material* 

Armstrong  Coik  Company 

Fuel  Economizer! 

Stuttevant  Co.  ol  Can..  Ltd..  B.  F. 

Forge* 

Canadian  Mower  and  Forge  Co. 
Sheldon*  Limited 

G«»  Enginci 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engine* 

Moving  Hydiaulic  &  Engineering 

Company 
Canadian   Fairbanks-Morse  Co. 

Goold,  Shapley  &  Muir  Co. 
London  C'oncicte  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 
Company. 

Gla*a 

Comolidated  Glass  Company 
Luxier  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governor* 

Boving  Hydraulic  &  Engineering 
Company. 

Hammer  Drills 

Canadian  IngersollRand  Co. 

Heating  Apparatus 

l  anadian  Blower  and  Forge  Co. 

Sheldon*  Limited 

Sturtevant  Co.  of  Can..  Ltd..  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


Higk  Duty  Pumping  Engine* 
Piatt  Iron  Woik* 

High  Pressure  Pipe  Line* 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern  Crane  Work* 

Hoisting  Apparatus 
Hcatty  &  Sons,  M. 
Canadian   Ingcrsoll  Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Henthorn 
Mussens  Limited 
National   Equipment  Company 
Northern  Crane  Works 


Hoisting  Engines 
Beatty  &  bons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 


Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 


Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 


Jib  Cranes  (all  kinds) 

Northern   Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Lead  Pencils 

American  Lead  Pencil  Company 


Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 


Machinery  Insulation 

Armstrong  Cork  Company 


Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 


Oil  Tank* 

Boving  Hydraulic  &  Engineering 

Company 

Ornamental  Brick 

Oriental  Brick  Company 


Ornamental  Iron 

Dennis  Wire  &  Iron  Work*  Co. 


Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Carter  White  Lead  Company 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  St  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


The  Elevated 
Drum  allows  a 
great  descent 
for  the  concrete. 
Provides  for  a 
rapid  delivery. 


LONDON 

Paving  Mixer 

Forward  Loader  and  Rear  Dis- 
charge take  up  little  room  on 
the  roadway. 

Traction  Drive.  Moves 
anywhere  with  its  own  power. 

The  Rotary  Delivery  Chute  turns 
in  a  complete  half  circle,  also  opens 
up  at  different  points.  The  concrete 
is  distributed  to  any  part  of  the  road 
No  wheeling.  No  shovelling 
of  concrete. 

ONE-THIRD  LESS  MEN  REQUIRED.  A  BETTER  JOB.  We  guarantee  that  this  Machine  will  deliver  Con- 
crete  on  a  roadway  at  a  saving  of  1  0  per  cent  over  any  other  type  of  Machine.    Full  particulars  on  request.     Send  for 

Catalogue  No.  1A. 

We  have  twenty-three  different  sizes  and  styles  of  Mixers. 
Also  a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 

THE  LONDON  CONCRETE  MACHINERY  CO.,  LTD. 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada 

World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 
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•  •       •  • 


SERVICE 


STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 


TO  REINFORCE    Is  to  add  Strength. 

STEEL  BARS    Are  used  in  Concrete  to  Reinforce. 


DEMAND- 
DO   NOT  RISK 


Cold  Twisted  Open  Hearth  Steel  Bars. 

Your  work  on  reinforcing"  bars  rolled    from  material 
of  questionable  quality. 

FAVOR     US    With  an   opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 


CANADA 


LIMITED 


HAMILTON 


TORONTO 


MONTREAL 


WINNIPEG 


10 
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Pip*  and  Boiler  Covering* 

Pomlttlou   Paint  Woiks 

Paints  *  Budge  and  Structural  Iron 
and  Pipe  Coating) 
Paterton  Mfg  Company 
Spielrnann  Agencies  (Kgd.) 

Pencil!  (Lead) 

American  l.ead  Pencil  C*ompany 

PtrlorateJ  Metal* 

Canada  Wiie  &  Iron  Good*  Co. 

Pile  Driving  Machinery 
Heatty  &  Sont.  M. 
t  anadian    Ingersoll-Rand  Co. 
Hopkins  A  Company,  F.  H. 
Maisti  &  llenthorn.  Limited 

Pipe  Fittings  snd  Flanges 

Pittsburgn    Valve,    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  EL 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 


Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Tnglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Works 

Hcatty  &  Sons,  M. 

Boring;  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
t  anadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Hailing  Bros. 

Hopkins  &  Company,  F.  H. 
In^lis  Company,  John 
Mcl'ougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Walerous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Can.  Chicago  Bridge  &  Iron  Co. 
Dominion  Iron  &  Wrecking  Co. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  St  Steel 
Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Dominion  Road  Machinery  Co. 
Kscti'i    Mf^.  Company. 
Hopkins  &   Company,   F.  H. 
Waterous  Engine  Works  Co. 

Roofing  Material 

Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.   Consolidated  Rubber  Co. 

I  )n i i lop  Tire   &  Rubber  Co. 

Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 

Scrap  Iron 

Dominion  Iron  &  Wrecking  Co. 

Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.  C.  Lumber  Commissioner 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 

Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Co. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Can.  Chicago  Bridge  &  Iron  Co. 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 
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Crushed  Stone  for  Macadam  Roads 


Macadam  Roads 
must  be  built 
of  a 

TOUGH 
STONE 

that  will  cement 
WE  HAVE  IT. 


The  Hagersville  Contracting  Company.  Limited 

HAGERSVILLE,  ONT. 


:        ■!  'II   I  i:i!llll!!llli!!!lllll!!lll!llll!lll!l!lll^ 
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SHARP 

WASHED 


SAND 

In  Bins — Princess  St.  Dock 
Quality  Guaranteed 

gravel  CRUSHED  STONE  TRAPR0CK 


GRANITE 


Yards 


G.T.R.  and  C.P.R. 


CEMENT 


Pape  Avenue  and  G.T.R 
Lansdowne  Ave.  and  Dundas  St. 
Lawton  Ave.  and  G.T.R. 
Berkeley  St.  and  Esplanade 


Washing  Plant  at  Frenchman's  Bay. 


Rogers  Supply  Co.,  Ltd, 

28  King  St.  West,  TORONTO 


Makes  Roads  Last  Longer 

Fluxphalte  is  the  best  macadam  road  preservative.  Being  used  by  road  commissioners  and  contractors 
all  over  Canada  with  finest  results.  Binds  the  surface  of  roadway  so  that  no  dusting  occurs.  Makes 
surface  smooth  as  asphalt  pavement  and  keeps  it  in  this  condition.  Saves  expense  of  repairs  and  con- 
stant attention. 

Send  for  free  booklet  and  further  details. 

UPP 

eiHcm  mms,  on,  c?  uhhs> 

OffiPEBlL 


sole  cmsmm  mmt§  f©e 

APim  op  tmm 
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Solid  Steel  Window  Sash 

[lie  most  popular  and  extensively  used  Steel  Sash  now  on  the  market,  absolutely  fireproof  and  weather  proof. 

["he  design  ol  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 
tage. 

Maximum  Daylight  -No  Maintenance  Cost— Lower  Insurance  Rates. 

STEEL  and  RADIATION,  LIMITED 

Head  Office    Fraser  Avenue  TORONTO,  Ont. 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 

True  to  Size 
Impervious  to  Water 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining's 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

Tin-  [n<]>'pi-n<lent  Co.)  Limited 

SWANSEA  (near  Toronto) 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 

Channels 


Angles 


67-6"x3«4"x6/8"-60'0" 
28-6"x3!4  "xll/16"-60 '  0" 
iO-6"x3V2  "x3/4"-60 '  0" 
22-6"x3'/4"x3/4"-65'0" 


31-12"x30  lb.-60'0" 
83-16"x33  Ib.-36'IO^' 


Zees 


94-  3"  x  2-11/16"  x  1/4"  x  6.7  lbs.  -  54  0" 

95-  3-1/16"  x  2-3/4"x5/16"  x  8.5  lbs.  -  50  0" 


Mild  Steel  Bars 


20-8" 
20-10 
13-6" 

19-  8 

20-  10 
15-11 

12-  11 
88-4" 

13-  8" 


xl/4"-30'0" 
"xl/4"-30'0" 
x5/16"-10'0" 
x5/16"-20'0" 
x5/16"-30'0" 

x5/16"-30'0" 
"x6/16"-20'0" 
!/2x5/16"-17'0" 
x3/8"-ll'10" 
x3/8"-30  0" 


14-6"x7/16"-13 '  0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

5-  12I/i"x5/8"-30'0" 
22-6I/S"xll/16"-33'0" 

6-  7"xll/16"-20'0" 
19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shape*  and  Bar*  in  Stock 

Office  and  Plant,  New  GlaSgOW,  N.  S. 


FOR  QAI  F  Practically  new 
r  VJM\  "Austin"  10  x  16 

Jaw  Crusher — 125  to  150  Tons  per  day  on  Trucks  with 
23  ft.  Folding  Elevator. 

$1100.00  F.O.B.  MONTREAL 
HflTPCTlTC1  I  UMITTTV  Montreal  quebec-pruneau  &  co. 

I  WHIMS       I 'VI         Hll   WINNIPEG    TORONTO  -H.  TURNBULL  &  CO. 
i'HJ  kJULllllJ  LlllTll  1  LjU   VANCOUVER  COBALT   H.  L.  USBORNE 
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We  are  in  a  position  to  make 


Immediate  Delivery 


of  all  kinds  of 


STEEL 
CASTINGS 


100  lbs.  and  heavier 


Send  us  your  next  order 

Dominion  Steel 

Foundry  Co.,  Limited 

HAMILTON        n      n  ONTARIO 


Handy— Portable 

Pays  for  Itself 


This  light  portable  "Champion' 
derrick  will  pay  for  itself  in 
a  very  short  time  on  any 
masonary  contract 
Capacity 
1000  lbs. 


It  will  replace 
three  or  four  hod 
carriers  for  brick 
or  stone  laying. 

We  have  stiff  legged 
derricks  in  capacities  of 
1 ,  2  and  3  tons. 
Write  for  our  catalogue 
and  details  of  our  liberal 
selling  proposition. 
Hundreds  now  in  use  in 
all  parts  of  Canada. 


National  Equipment  Co.,  Limited 

1  Wabash  Ave.,  TORONTO 


Simm  Avenue,  Sioux  City,  Iowa. 

Many  of  Ibe  Best  Paved  Streets  in  the  country  have  Carey 
Elastite  installed.  Leading  engineers  specify  and  insist  on 
it.  Mr.  Fred  C.  Smith,  city  engineer  of  Sioux  City,  Iowa, 
says: — "I  have  watched  this  joint  through  our  hottest 
summer  and  also  through  some  very  cold  weather,  and  it 
has  proven  so  satisfactory  and  such  an  improvement  over 
the  old  methods,  that  we  will  specify  it  exclusively  for 
the  next  season's  work. 


EXPArJsiO  J 

JOINT 

is  way  ahead  of  the  old  pouring  method.  It  means  a 
better  job,  at  less  cost  and  with  less  trouble.  No  moulds, 
pouring  equipment,  etc.  Just  a  perfect,  permanent  ex- 
pansion joint. 

Write  for  Samples  and  Illustrated  Literature 

Address  Elastite  Dept. 

THE  PHILIP  CAREY  COMPANY 


WINNIPEG 


TORONTO 


MONTREAL 


FOR  SALE 


1 — 85  Ton  Marion  Steam 
Shovel 


4 — Standard  Gauge 

Dinkies  (Porter 


40— 6-yard  2  Way  Steam 
Shovel  Cars 


W.  FRASER 

83  Craig  St.  West 

MONTREAL 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Slcim  Engines 

Still tWl  Co.  ol  Can..  Ltd..  B.  F. 

Stejm  Turbines 

Mi-  Doug«ll  Caledonian  Iron  Wk§ 
Sturtevant  Co.  ol  Can..  Ltd..  B.  F. 

Steel 

Burlington  Steel  Company 
IHwntnion  Iron  Jk  Wrecking  Co. 
Hopkins  &  Company.  F.  11 
Steel  Company  o(  Can.  Ltd. 

Steel  Bars 

Burlington  Steel  Company 
Pominion  Iron  St  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  ol  Can.  Ltd. 

Steel  Castings 

Dominion  Steel  Foundry  Co. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks 

Steel    Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Steel  &  Radiation  Limited 

Stone 

Britnell  ft  Company 
Hagersrille  Contracting  Co. 
Rogers  Supply  Company 
Sackville   Freestone  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Co. 
PesMoines  Bridge  &  Iron  Co. 
Dominion   Bridge  Company 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  8c  Mclntyre 
Pittsburgh. PesMoines  Steel  Co. 
Reid  tc  Brown 

Standard  Steel  Construction  Co. 
Structural  Steel  Company 


Surveyors'  Instruments 
Heller  &  Brightly 

Swinging  Gears 

Pake  Engine  Company 

Tanks  and  Stand  Pipes 

t  an.  Chicago  Bridge  &  Iron  Co. 
Goold,  Shipley  &  Muir  Co. 
lnglis.  John 

Manitoba  Bridge  &  lion  Works 
M  j i  r. I i  A  llenthorn 
McPougall  C  aledonian  Iron  Wks. 
Mackinnon.   Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
I'ittsbiiigh  PesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geogliegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Co. 
Goold,  Sliapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 

halves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 

Construction  Company 
Dunlop  Tire  &  Rubber  Co. 


Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Meters 

Hankin  &  Co.,  Francis. 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 
Piatt  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McPougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and  Cutting  Plants 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

White  Lead 

Carter  White  Lead  Company 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood   Pipe  &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company. 


Uniformity  of  color  and  finish  as  well  as  remarkable  durability 
and  protective  qualities  explain  why  for  generations  Architects  and 
Contractors  from  the  Atlantic  to  the  Pacific  have  specified 

B.  B.  Genuine  White  Lead 

Every  barrel  and  every  can  of  this  lead  goes  out  from  the  Brandram- 
Henderson  factory  thoroughly  tested  and  absolutely  up  to  the  stand- 
ard of  all  other  Brandram-Henderson  paint  and  Varnish  products. 

Write  for  quantity  prices  and  information  as  to  selection  of  ingred- 
ients and  manufacturing  processes  by  which  we  have  attained  for 
B.  B.  GENUINE  WHITE  LEAD  the  highest  possible  quality. 
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Canadian  Pacific  R.  R.  Office  Building 
Dominion  Bridge  Co.  Steel  Fabricators 
Structural  Steel  Painted  with 
"SUPERIOR  GRAPHITE  PAINT" 


The  Structural  Steel  of 

The  Highest  Commercial  Buildings 

in  the  British  Empire 
is  protected  by 

"SUPERIOR  GRAPHITE 
PAINT" 


The  use  of  this  Paint  absolutely  insures  steel 
against  damage  by  Rust  or  Electrolysis. 

SPECIFIED  BY  LEADING  ARCHITECTS 

Because  it  has  Twenty-five  years  of  proven  service 

to  its  credit. 


Made  only  by 

DOMINION  PAINT  WORKS,  LIMITED 


Montreal 
Toronto 


WALKERVILLE,  ONT.  £3- 

Made  in  U.S.A.  by  DETROIT  GRAPHITE  CO.,  Detroit.  Mich. 


WHAT  EVERY  MUNICIPALITY  NEEDS 


Cast  Iron  Basin  Covers 


LOW   CONE  CATCH   BASIN  COVER 

The  Panama  Cast  Iron  Catch  Basin  Covers  are 
designed  to  eliminate  clogging  with  debris  and  to 
give  free  passage  of  water.  They  are  so  Con- 
structed that  the  rising  water  constantly  washes 
the  drift  upwards,  over  the  top,  and  away,  and 
permits  unobstructed  flow.  The  wide  flange  fits 
securely  into  the  end  of  the  tile  and  the  projec- 
tion protects  it,  and  holds  the  cover  firmly  in 
position.  Made  to  fit  the  bell  end  of  tile. 
Sizes  (!  to  24  inches. 


HIGH  CONE  CATCH  BASIN  COVER 


IF 

you  need  a 
machine 
to  grade 
the  streets 
in  your 
town 
ask  us 
about  our 
BOSTON 
GRADER 


Cast  Iron  Culvert  Pipe 


The  Panama  Round  Culvert  Pipe  comprises  features  that  are 
covered  by  Canadian  patents.  This  culvert  is  furnished  in  4  ft. 
sections,  but  when  placed  into  the  ditch  the  interlocking 
feature  makes  it  one  continuous  culvert.  The  expansion  feature 
should  interest  users  of  culverts  in  Canada.  There  is  no 
trouble  whatever  with  this  culvert  in  extreme  cold  weather;  if 
it  freezes  full,  the  top  section  raises  enough  to  allow  for  ex- 
pansion. This  culvert  will  eventually  replace  all  concrete  tile 
and  sheet   iron  culverts. 


FOR  STREET  CROSSINGS  AND  SHALLOW  DRAINS 


THE    EXETER  MANUFACTURING  CO.,  LTD.,  EXETER,  ONT. 

Road  Machinery  Municipal  Supplies  Concrete  Machinery 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


AU»crt  Manufacturing  Company 
American  Lead  Pencil  Company 

American  Well  Works  

Anglins  Limited  

Armstrong  Cork  Company  

Art  Stone  Company  

Asphalt  &  Supply  C  ompany  . .  . 
Ault  &  Wiborg  Company  


.1      Fxcter  Mfg.  Company 


Foster,  W.  L. 
Kraser,  W.  . . . 


56 
I  I 


Barber,  Frank   56 

B.  C.  Lumber  C  ommissioner   17 

Bcatty  &  Sons,  Limited.  M   2 

Bird  &  Son  

Black  Building  Supply  Company  . . . 

Blair  Company,  B  

Bovine    Hydraulic    &  Engineering 

Company  

Brandram-Henderson  Co   14 

Britnell  Company,  Limited   50 

Burlington  Steel  Company   7 


Canada  Crushed  Stone  Corporation. 
Canada  Iron  Foundries  Limited  ....  50 

Canada  Wire  &  Iron  Goods  Co   55 

Canadian  Billings  &  Spencer  .....  20 
Canadian  Blower  and  Forge  Co.  ...  58 
Canadian    Chicago    Bridge    &  Iron 

Company   55 

Canadian  Consolidated  Rubber  Co...  3 

Canadian  Ingersoll-Rand  Co  

Canadian    Inspection    and  Testing 

Laboratories   

Canadian  Office  School  Furniture  Co. 
Canadian  Pipe  Company,  Limited  . . . 

Carey  Company,  Philip  

Carter  White  Lead   

Chipman  &  Power  

Conduits  Company,  Limited  

Cook.  A.  D  

Crushed  Stone.  Limited   50 


56 

50 
13 
59 
56 
55 


Dake  Engine  Company   47 

Darling  Bros  

Dennis  Wire  &  Iron  Company  

De-Moines  Bridge  &  Irorr  Works..  57 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   56 

Dominion  Iron  &  Steel  Company  ...  53 

Dominion  Iron  &  Wrecking  Co   51 

Dominion  Paint  Works   15 

Dominion  Steel  Foundry  Co   13 

Dominion  Sewer  Pipe  Company  ...  12 

Dominion  Wire  Rope  Co   60 

Dunlop  Tire  &  Rubber  Company  . . . 

Dunn  Wire-Cut-Lug  Brick  Co   5 


Gartshore,  John  J  '. 

Gartshore-Thompson  Pipe  &  Foun- 
dry Company  

Gent  Company  

Gillis  &  Geogliegan  

Goodwin-Barsby  Company  

Goolcl,  Shapley  &  Muir  Company  . . 
Gray  Construction  Co.,  John  V  


Haddin  &  Miles  

Hagersville  Contracting  Company 

Heller  &  Brightly  

Hopkins  &  Company,  F.  H  

Hunt  &  Company,  Robert  W  


15 


18 
13 


47 


48 


56 
10 
47 
60 

56 


Ideal  Concrete  Machinery  Company  47 
lnglis  Company,  John   45 


Kerr  Engine  Company,  Limited 


Lea,  R.  S  

London  Concrete  Machinery  Co. 
Luxter  Prism  Company  


56 
8 


MacKinnon  Holmes  &  Company  ...  58 

Manitoba  Bridge  Works  Co   20 

Maritime  Bridge  Works  Co   12 

Marsh  &  Henthorn,  Limited   47 

McAvity  &  Sons,  T  

McDougall  Caledonian  Iron  Works 

Company  ...   4 

McGregor  &  Mclntyre   57 

Meaford  Wheelbarrow  Company  ...  55 

Metallic  Roofing  Company    49 

Miller  &  Company,  George  M   56 

Morrison  &  Company,  T.  A   56 

Mueller  Mfg.  Company,  H   54 

Mussens  Limited   12 


National  Equipment  Co   13 

National  Iron  Works   48 

National  Steel  Car  Company  

Neptune  Meter  Company  ........  49 

Noble,  Clarence  W  

Northern  Crane  Works  

Nova  Scotia  Steel  &  Coal  Co  


Oriental  Brick  Company  

Ormsby  Company,  A.  B  

Ontario  Sewer  Ripe  Company  . . . 
Ontario  Wind  Engine  &  Pump  Co. 


Pacific  Coast  Pipe  Company  ...  . 

Paterson  Mfg.  Company  

Pedlar  People  

Pelletier  &  Fils,  Edouard  

Pittsburgh-Des  Moines^Steel  Co. 

Piatt  Iron  Works  ...  

Pontifex,  Bryan  

Power  &  Son  

Prest-O-Lite  Company   


20 
49 

47 
19 


50 
56 
56 
51 


Quinlan  &  Robertson 


Radigan  &  Company,  John  

Reid  &  Brown   56 

Ric-wiL  Underground  Pipe  Cover- 
ing Company   48 

Rogers  Limited,  Alfred  

Rogers  &  Company,  F  

Rogers  Supply  Company   11 


Sackville  Freestone  Company   2 

Sheldons  Limited  

Shipman  &  Co.,  Harold  C  

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  . .  . 
Standard  Steel  Construction  Co.  . . . 
Standard  Underground  Cable  Co.  of 

Canada   

Stark  Rolling  Mill  Company  

Steel  Co.  of  Canada,  Limited  

Steel  &  Radiation   12 

Structural  Steel  Company   50 

Sturtevant  Co.  of  Canada,  Ltd.,  B.F. 


9 


Tittin  Wagon  Company  

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co  

Turnbull  Elevator  Company  


Vancouver  Wood  Pipe  &  Tank  Co. 


Waterous  Engine  Works  Co. 

Wells  &  Gray,  Limited  

Wettlaufer  Bros  

Wilson  &  Son,  C  

Wynne-Roberts,  R.  O  


1 

48 


56 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers,  n 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 


Make 
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Are  You  Prepared  to  Supply  the  Inevitable  Demand  of  Your 
Customers  for  British  Columbia  Structural  and 
Lumber,  Shingles,  Doors  and  Furniture  ? 


ROOMS 

WHERE  do  we  spend  most  of  our  lives? 

BETWEEN  the  four  walls,  floor  and  ceiling  of  ROOMS. 
DO  the  nature  and  appearance  of  these  SIX  sides  of  a  room  have  any  influence  on  our  lives? 

UNQUESTIONABLY,  since  they  constitute  our  principal  environment  from  childhood  to  old  age. 
WHAT  qualities  is  it  desirable  the  sides  of  a  room  should  possess? 

A  FLOOR  which  you  like  to  walk  on.    WALLS  which  form  friendly  surroundings.    A  CEILING  which  is 
not  a  monotonous  expanse.    DOORS  and  FI  XED  FURNITURE  which  are  a  combination  of  utility 
and  beauty.    THE  WHOLE  of  harmonious,  restful  colors  and  agreeable  texture,  dustless,  and  easy  to 
keep  clean  and  polished.    A  PLACE  you  enjo  y  being  in. 
DO  YOU  KNOW  of  any  material  which  so  completely  a  nswers  all  these  requirements  as  WOOD? 
Can  anything  equal  a  well  laid  WOOD  FLOOR?  What  can  surpass  WOOD  for  a  beamed  CEILING 

Is  there  any  material  which  is  more  permanently  satis-  Has  any  material  ever  been  found  which  can  give  the 

fying  for  WALLS  than  WOOD  PANELS?  same  degree  of  satisfaction  for  DOORS  and  FUR- 

NITURE as  WOOD? 

WOOD  possesses  a  vitality,  has  a  softness  and  warmth  of  color  and  texture  which  m;ikes  it  THE  MATERIAL  to 
LIVE  with. 

WOOD  is  strong,  durable,  tenacious,  dustless,  sanitary,  and  easy  to  keep  clean  and  polished. 

A  ROOM  FINISHED  IN  WOOD  IS  HEALTHFUL.  COMFORTABLE.  COMPANIONABLE 
SERVICE  ABLE.  ATTRACTIVE,  and  HOMELIKE. 
BRITISH  COLUMBIA'S  forests  supply  a  number  of  woods,  such  as  DOUGLAS  FIR  WESTERN  SOFT 
PINE.  WESTERN  RED  CEDAR,  and  WESTERN  LARCH,  which  for  finish  work  are  of  superior  merit,  and 
their  cheapness  places  wood  finish  within  the  reach  of  every  home  builder.  As  an  architect,  or  as  a  dealer  or 
worker  in  Building  Materials,  you  will  want  to  inform  yourself  in  regard  to  these  woods,  which  within  ten  years 
will  dominate  the  lumber  markets  of  the  world. 

For  descriptive  bulletins  and  samples,  address     B.  C.  LUMBER  COMMISSIONER, 

Excelsior  Life  Building, 

TORONTO,  Ont. 
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Construction  By  Night 

can  be  successfully  carried  out  in  an  economical  manner  by 
the  addition  of  higher  candle  powered  flare  lights. 

CONTRACTORS  on  the  largest  construction  jcbs  in 
Canada  are  using 

CARBIC  FLARE  LIGHTS 

The  advantages  of  these  lights  over  others  of  a  similar 
candle  power  have  been  proven  by  the  largest  contractors  be- 
fore buying,  otherwise  it  would  not  be  possible  to  say  that 
the  largest  Contractors  in  Canada  and  the  United 
States  are  using  these  lights  regularly. 


Carbic  No.  I 
burns  6  hours. 
2000  C.  P. 


Carbic  No.  3 
burns  6  hours. 
4000  C.  P. 


Carbic  Flare  Lights 
burn  exclusively 


'  /  WAKEFIELD  sX  \  v 
/PATENTS*  N 

/    '        \    \  ^ 

\ : 


The  CARBIC  CAKE 

Carbic  is  an  economical,  non-explosive,  prepared  carbide  pressed  into 
blocks  making  it  an  absolute  perfect  lighting  fuel.  Can  be  handled 
by  forei  ^n  labor  right  on  the  job  without  any  fear  of  costly  blunders. 

SIMPLE  TO  USE,  SAFE,  AND  CHEAP  TO  BUY. 

A  Carbic  Light  placed  on  your 
work  free.     Send  for  a  trial. 

W.  L.  FOSTER 


8  Lombard  St., 


TORONTO,  CANADA 


Western  Agents  —  Kelly  Powell,  Limited,  Winnipeg,  Man. 
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TONCAN  METAL 
VENTILATORS 
REMOVE  SALT 
VAPORS 


To  carry  off  the  vapors  and  fumes  aris- 
ing from  the  salt  refining  apparatus  in 
the  Canadian  Salt  Company's  plant  at 
Windsor,  Ont.,  ventilators  made  of  Ton- 
can  MetaJ  Corrosion-resisting  Sheets 
were  used. 

The  ventilators  are  36  inches  in  di- 
ameter and  were  made  by  The  Pedlar 
People  Limited,  of  Oshawa,  Ont. 

Salt  is  one  of  the  most  severe  accel- 
erators of  corrosion.  It  attacks  ordinary 
sheet  metal  very  readily.  On  the  other 
hand,  Toncan  Metal  Sheets  have  proven 
in  actual  service,  their  ability  to  resist 
the  action  of  salt,  salt  water,  saline  fumes, 
vapors,  etc. 

Countless  other  instances  could  be  cited 
where  Toncan  Metal  was  used  to  com- 
bat the  influence  of  salt.  For  example,  on 
the  Traymore  Hotel,  Atlantic  City,  every 
window  is  equipped  with  a  Toncan  Metal 
wind  shield  to  keep  out  the  wind  and 
salt  spray  of  the  ocean. 

Prominent  railroads  use  Toncan  Metal 
for  brine  troughs  which  carry  off  brine 
from  refrigerator  cars.  The  launch  "No- 
coro,"  built  of  Toncan  Metal  has  been 
plying  the  ocean  off  the  Jacksonville,  Fla., 
coast  for  two  years  and  is  in  prime  con- 
dition today.  The  durability  of  a  sheet 
metal  withstanding  these  severe  tests 
cannot  be  questioned. 


DID  YOU  GET  YOUR  COPY? 


No  matter  how  busy  you 
are,  here  is  a  booklet  you 
will  finish  reading,  once  you 
get  started.  It  has  caused 
more  comment  and  discussion 
than  any  booklet  ever  pub- 
lished on  a  similar  subject. 
It  is  not  a  technical  treatise. 
To  the  contrary,  it  is  writ- 
ten in  simple,  non-technical 
language. 


The  Pedlar  People  Limited 

Oshawa,  Ont. 

Canadian  Distributers 


Quoth  the 
Corrosion  Devil : 

A  galvanized  coating 
covers  a  multitude  of 
sins;  therefore  be  sure 
that  the  sheet  metal  it- 
self is  durable. 


Canadian  Salt  Company,  Windsor.  Ont.,  Equipped  with  Toncan  Metal  Ventila 
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Bar  Iron 


Carried  in  all  sizes  and  lengths 
for  immediate  shipment. 


Small  Angles 


From  34"  x  x  to  2"  x  2"  x 
J4"  in  all  sizes,  thicknesses  and 
lengths. 


Reinforcing  Bars  for  Concrete 

Medium  Steel,  Square  Cold  Twisted,  sizes  from  54"  to  lengths  up  to  60  feet.  Medium 
Steel.  Plain.  Round  and  Square,  sizes  from  54"  to  lengths  up  to  60  feet. 

Steel  Sheets 

A  complete  range  from  10  gauge  to  16 
gauge,  for  immediate  shipment. 


Steel  Plates 

All  sizes  from  3/16"  to  1"  thick,  in  stock 
now. 


We  design  and  fabricate  all  kinds  of  structural  steel,  and  carry  at  all  times  a  6000-ton  stock  of  Beams,  Chan- 
nels. Broad  Flange  Beams,  Plates  and  Angles,  Rivets,  Bolts,  Shafting,  Transmission  Machinery,  etc.,  besides 
those   mentioned   above — ready   for  immediate  shipment. 

We  have  a  monthly  stock  list  that  should  be  on  your  desk.   Ask  for  it. 


JUST  OFF  THE  PRESS 

"The  Gospel 
of  Fresh  Air 


5> 


4th  EDITION' 


SEND  to-day  for  this  new  and  completely  revised  ventilation  handbook 
—24  naees  of  facts,  figures,  ohotos,  and  helpful  drawings.    Such  sub- 
jects as  how  to  mount  ventilators,  how  to  ventilate  toilets,  how  the 
value  of  ventilation  is  proved,  and  others  of  equal  interest  are  thoroughly 
discussed.    Your  copy  is  free  on  request — by  letter,  postcard,  or  coupon. 

ORMSBY-  SWARTWOUT 

Rotary  Bail-Bearing 

VENTILATORS 

Pat.  Aug.  1911—  Number  134928 

are  wind-operated.  Any  light  breeze  turns  the  ventilator  away  from  the 
wind  and  draws  out  the  bad  air  by  the  power  of  the  "partial  vacuum." 
There  is  no  cost  beyond  the  first  cost  with  an  Ormsby-Swartwout.  It  is 
self-cleaning  and  storm-proof. 

The   Ormsby-Swartwout  "Air   Light"  Ventilator  is   furnished  with  a 
pitched  top  of  strongly  wired  glass,  which  is  directly  above  the  inner 
pening,  and  makes  this  type  both  ventilator  and  skylight. 

The  coupon  makes  it  easy  to  write  for  details. 

,  B.  ORMSBY  CO.,  LIMITED,  TORONTO 

Associated  with  Meta!  Shingle  &  Siding  Co.,  Limited 
PRESTON       MONTREAL      WINNIPEG      SASKATOON      and  VANCOUVER 


Write 
for  Your 
Copy 


Please  send  me  the  new  "Gospel  of  Fresh  Air." 

NAME 

COMPANY 

ADDRESS 

STATE 

(5120-8) 

November 
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Industrial  Research  and  Its  Relation  to 
Commercial  Supremacy 

THE  present  war  is  a  mighty  effort  by  Germany 
to  gain  not  only  a  military,  but  also  a  commer- 
cial, supremacy.  To-day,  it  is  true,  the  eyes 
of  the  whole  world  are  fixed  on  the  struggle 
which  for  the  moment  is  concentrated  on  military 
affairs.  But  this  is,  comparatively  speaking,  a  passing- 
condition.  To-morrow  the  military  struggle  will  end 
and  then  the  real  and  permanent  business  of  the 
nations  will  begin — industrial  war.  Xo  one  doubts  that 
our  military  enemies  of  to-day  will  be,  in  equal 
strength,  our  commercial  enemies  of  to-morrow.  No 
one  doubts  that  the  same  qualities  which  make  our 
enemies  almost  supernaturally  formidable  to-day  in  a 
military  sense  will  lead  them  to  contest  every  inch  of 
commercial  territory  with  the  same  craftiness,  the 
same  persistence,  and,  let  us  not  forget,  the  same  effi- 
ciency. 


The  craftiness  of  the  enemy,  however,  we  are  now 
fully  alive  to,  and,  being  forewarned,  will  also  be  fore- 
armed. Persistence,  too,  is  a  quality  that  character- 
izes preeminently  the  British  bulldog.  Jiut  efficiency 
is  a  human  product,  of  which,  generally  speaking,  the 
German  nation  has  been  popularly  credited  with  a 
monopoly.  Yet  it  is  on  this  one  factor — efficiency, 
ever  greater  efficiency — that  the  outcome  of  the  future 
struggle  for  commercial  supremacy  will,  to  a  very  con- 
siderable degree,  depend. 

Therefore,  it  is  on  this  one  basic  factor  that  the 
British  Empire  and  Canada,  as  an  essential  and  highly 
valuable  part  of  that  empire,  must  concentrate;  and, 
fortunately  for  us,  efficiency  is  not  bounded  by  geo- 
graphical limits.  We  can  have  it,  if  not  for  the  asking, 
at  least  for  the  taking,  and  we  shall  have  little  excuse 
if  the  coming  struegle  does  not  find  us  fully  equipped 
and  armed  to  the  teeth. 

And  what  is  commercial  efficiency?'  Surely  it  is 
the  co-relation  of  all  the  factors  that  can  in  any  way 
improve  that  efficiency.  It  is  the  co-operation  of  men 
and  methods.  It  is  the  synchronizing  of  business, 
science,  and  government.  It  is  the  working  together, 
for  the  common  good  of  theory  and  practice,  university 
and  factory,  professor  and  manager,  encouraged,  sup- 
ported and  guided  by  the  ruling  authority  in  the  land. 
Scientific  methods  applied  to  practical  problems — this 
is  the  weapon  with  which  our  enemies  will  meet  us, 
and  this  is  the  weapon  we  must  have  accustomed  our- 
selves to  use  in  the  most  effective  manner  possible. 

It  is  gratifying  to  note  that  the  Canadian  Govern- 
ment has  recently  moved  in  the  matter,  and  in  creating 
a  committee  of  council  and  an  honorary  advisory  com- 
mittee have  given  formal  recognition  to  the  "urgent 
necessity  of  organizing,  mobilizing,  and  encouraging 
the  existing  resources  of  industrial  and  scientific  re- 
search in  Canada,  with  the  purpose  of  utilizing  waste 
products,  discovering  new  processes — mechanical, 
chemical,  and  metallurgical — and  developing  into  use- 
ful adjuncts  to  industry  and  commerce  the  unused 
natural  resources  of  Canada."  In  this  they  will  have 
the  hearty  co-operation  alike  of  the  Canadian  men  of 
commerce  and  the  university  staffs — the  latter  of 
whom  are  in  many  cases  eminently  fitted  by  experience 
and  training  to  assist  in  this  development.  Indeed,  we 
may  take  as  typical  of  the  university  attitude  the  re- 
cent utterances  of  Professor  McLennan  in  his  in- 
augural presidential  address  before  the  Royal  Cana- 
dian Institute.  Professor  McLennan  is,  of  course, 
known  throughout  the  scientific  world  as  a  research 
enthusiast,  and  he  has  long  advocated  the  establish- 
ment of  research  depots  at  strategic  points  in  Canada, 
to  which  commercial  men  may  bring  their  problems 
and  discuss  them  with  a  trained  research  staff.  Now 
that  the  war  has  forced  the  necessity  for  action  on  the 
attention  of  our  Government,  we  hope  they  will  not 
hesitate  longer  to  make  a  move  in  this  direction.  In 
the  meantime  the  public  are  slowly  realizing  actual 
conditions  and  adjusting  their  ideas  afresh.  To  many 
of  our  readers  no  doubt  the  ideas  expressed  in  Pro- 
fessor McLennan's  address  are  entirely  new,  and,  in 
part,  we  reproduce  them  on  other  pages  of  this  issue. 
It  is  a  question  we  earnestly  commend  to  the  careful 
*study  of  every  thoughtful  Canadian,  for,  on  whether  or 
not  we  prepare  to-day  for  the  challenge  to  a  commer- 
cial war  that  we  are  sure  will  be  made  to-morrow  (in- 
deed, if  we  can  believe  the  reports,  has  already  been 
made  in  elaborate  German  preparations  tor  after-war 
trade)  will  depend  very  largely  the  benefits  we  shall 
derive  as  a  nation  from  the  awful  sacrifices  our  broth- 
ers are  now  making  on  the  battlefields  of  Europe. 
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Building  Prosperity  Wesl  and  East 

LOOKING  back  over  the  season  which  lias  jusi 
passed,  and  reviewing  the  building  and  con- 
structional activities  which  have  been  carried 

on  in  <  'it r  cities  and  towns  from  coast  to  coast, 

one  cannot  but  be  impressed  with  the  fact  that,  despite 
the  war,  Canada  is  prospering,  and  that  the  prospects, 
even  for  the  near  future,  arc  bright.  It  is  particularly 
encouraging  when  we  turn  to  the  West,  where  the  first 
shock  "t  war  seemed  to  bring  its  rapid  constructional 
development  to  a  standstill  and  to  deaden  trade  gener- 
ally. In  the  olilcr  provinces  in  the  East,  where  growth 
and  development  were  not  quite  so  noticeable;  and 

where  big  orders  for  munitions  and  war  supplies  soon 
provided  as  much  work  as  could  be  handled  with  the 
facilities  available,  the  declaration  of  war  had  not  such 
a  startling  effect.  \ow.  however,  before  the  end  of  the 
war  i-  even  in  sight,  we  find  that  the  West  is  again 
picking  Up  with  characteristic  rapidity;  for  the  condi- 
tion of  the  building  trade  may  be  taken  as  a  fairly. ac- 
curate indicator  of  the  genera]  trend  of  business,  and 
the  building  records  show  that,  during  the  later  part  of 
the  season  especially,  the  amount  of  the  building  per- 
mit- issued  is  far  in  advance  of  the  values  for  the  corre- 
sponding period  last  year.  The  total  of  the  permits 
issued  in  October  iii  our  17  principal  Western  cities  is 
$872,225,  an  increase  of  considerably  more  than  100  per 
cent,  over  the  same  month  in  1915,  when  the  figure  was 
$332,277.  The  figures  for  September  are  almost  equally 
,  ncouraging,  w  hile  for  the  first  ten  months  of  1916  the 
total  is'.S<>!447.722.  as  compared  with  $5,025,351  last 
vear  in  the  same  period. 

The  building  permits  issued  in  the  East  also  com- 
pare favorably  with  those  of  last  year.  Figures  com- 
piled tor  the  28  principal  cities  in  our  Eastern  pro- 
\  inces  show  that  the  value  of  the  permits  for  the  month 
.  i  |  (ctober  is  $3,077,331,  as  against  $2,128,019  in  Oc- 
tober. 1915.  The  total  for  the  first  ten  months  of  the 
year  in  these  cities  is  $24,117,291,  compared  with 
$21/  6  ',189  during  the  corresponding  period  last  year._ 

A  comparison  of  the  complete  figures  for  the  43 
cities  during  the  month  of  October  shows  an  increase 
of  nearlv  $1,500,000  over  the  same  month  last  year, 
the  amounts  being  $3,949,556,  and  $2,460,296  respec- 
tivelv.  while  the  grand  total  for  the  first  ten  months  of 
this  vear  is  S30.565.013,  as  compared  with  $26  694,540 
during  fhe  corresponding  period  in  1915. 

In  municipal  and  public  works,  also,  a  revival  of 
pre-war  activity  is  becoming  apparent  in  the  Canadian 
West,  and  towns  are  undertaking  or  arranging  for  vast 
improvements,  which  indicate  that  there  will  be  a  free 
circulation  of  money  during  the  coming  year,  and  that 
it  will  be  a  prosperous  one  for  those  whose  business  is 
in  the  constructional  line.  For  example,  a  great  many 
good-sized  Western  towns  are  still  without  electric 
lighting,  and  the  agitation  is  general  in  these  places  for 
this  convenience.  Oxbow.  Sask.,  carried  an  electric 
light  debenture  by-law  by  9  to.  1,  and  the  plant  will  be 
in  operation  before  the  end  of  the  year.  Melita,  Man., 
is  working  on  a  plan  for  an  electric  lighting  system, 
and  more  than  a  dozen  other  towns  are  discussing  the 
question,  with  good  prospects  of  going  ahead  with  the 
construction  of  the  plants  during  next  year.  The  Win- 
nipeg city  hall,  on  which  construction  was  postponed 
indefinitely  because  of  the  tightness  of  money  and  some 
difference  of  opinion  as  regards  the  site,  is  now  again 
coming  before  the  public  attention,  as  the  present 
building  is  not  in  keeping  with  the  progress  of  the  city, 
and  there  seems  a  possibility  that  the  new  structure, 
for  which  plans  were  prepared  at  great  expense,  may  be 
commenced  during  1917.    A  new  project  is  also  being 


considered  in  the  town  of  Sourjs,  Man.,  in  connection 
wuli  the  heating  of  the  business  portion  of  the  com- 
munity. Il  >is  proposed  to  accomplish  this  from  a  cen- 
tral gas  plant  which  has  already  been  installed,  work- 
in-  somew  hat  along  the  same  lines  as  Brandon,  Man., 
where  a  central  heating  plant  has  been  operated  for 
some  years  with  considerable  success  in  the  business 
section  of  the  city.  The  main  obstacle  to  the  plan  is 
the  high  cost  of  construction,  but  with  the  growing 
scarcity  of  wood  and  the  increase  in  cost  of  all  kinds  of 
fuel  it  is  possible  that  Souris  and  many  other  points 
will  be  d ris  en  to  the  early  installation  of  plants  which 
will  heat  the  more  closely  populated  parts  of  the  towns, 
and  the  matter  is  being  given  very  general  considera- 
tion. 

It  is  hardly  necessary  to  mention  such  huge  under- 
takings as  the  work  on  the  Winnipeg  aqueduct  and  the 
Manitoba  parliament  buildings,  the  harbor  develop- 
ment at  Vancouver,  New  Westminster,  and  Victoria, 
while  in  the  smaller  cities  public  works  of  lesser  im- 
portance are  being  carried  out  or  are  contemplated,  in- 
cluding waterworks  and  sewage  improvements,  hospi- 
tals, churches,  and  a  large  number  of  schools.  Private 
interests  are  erecting  many  warehouses,  factories,  and 
office  buildings,  and  it  is  safe  to  say  that  such  corpora- 
tions as  the  T.  Eaton  Company,  Ltd.,  who  are  expend- 
ing some  $600,000  on  their  warehouse  in  Winnipeg 
—  the  first  unit  of  a  store  which  is  to  cost  some  five  or 
six  millions — and  the  Imperial  Oil  Company,  whose 
refinery  at  Regina  is  costing  about  $1,000,000,  would 
not  invest  such  large  sums  of  money  in  the  Canadian 
West  had  they  not  reasonable  assurance  of  a  tremen- 
dous development  in  the  near  future. 


Regina  Branch  G.S.G.E. 

At  a  recent  regular  meeting  of  the  Regina  branch 
of  the  Canadian  Societv  of  Civil  Engineers  the  main 
discussion  referred  to  the  recent  appointment  of  the 
"commission  of  enquiry  into  railways  and  transporta- 
tion" and  the  action  of  this  commission  in  choosing 
American  engineers  to  organize  their  valuation  work. 
In  the  first  instance,  the  Dominion  Government  was 
sharply  criticized  for  appointing  such  a  commission, 
which  to  a  large  extent  will  influence  the  whole  finan- 
cial future  of  Canada,  and  in  which  a  number  of  im- 
portant engineering  questions  will  occvur,  without  giv- 
ing the  engineering  profession  of  the  Dominion  a 
representation  on  this  commission.  In  the  second 
place,  the  act  of  this  commission  in  appointing  alien 
engineers  to  such  prominent  positions  was  discussed, 
but  no  final  decision  was  reached.  This  matter  was 
left  with  the  executive  of  the  branch,  with  power  to 
prepare  a  resolution  in  this  respect  and  forward  a  copy 
of  same  to  every  member  of  the  Federal  Government 
for  the  Province  of  Saskatchewan. 


Building  with  Cement  Gun 

Concrete  reservoirs  have  recently  been  built  with- 
out the  use  of  form  work  by  using  the  cement  gun.  A 
light  structural  steel  frame  of  angles  and  bars  is  erect- 
ed, with  the  required  amount  of  reinforcing  bars 
securely  fastened  to  the  frame.  A  heavy  triangular 
wire  mesh  is  placed  over  this  reinforcement  to  hold  the 
concrete  in  place  while  setting,  and  incidentally  to 
-t  rve  as  additional  reinforcement.  Heavy  canvas  duck- 
ing is  stretched  over  the  outside  of  the  frame,  and  upon 
this,  from  the  inside,  a  coating  of  concrete  is  applied 
with  the  cement  gun.  After  allowing  sufficient  time 
for  this  coating  to  set,  the  canvas  is  removed  and  addi- 
tional layers  of  concrete  applied  from  both  the  exterior 
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and  interim-  until  the  walls  have  acquired  the  desired 
thickness.  The  roof  or  cover  may  be  formed  in  the 
same  manner.  One  feature  of  this  method  is  the 
ability  of  fashioning"  a  .variety  of  ornamental  cornices. 
Successful  results  depend  largely  upon  the  skill  of  the 
operator.  One  advantage  claimed  for  this  type  of  con- 
struction is  the  reduced  cost  due  to  the  elimination  of 
form-work.  It  also  produces  a  very  dense  concrete 
and  a  very  close  structure,  thus  obviating  the  need  of 
waterproofing  treatment. 


A  Town  Planning  Act 

A  conference  on  town  planning  for  the  Province  of 
Quebec,  called  by  the  Commission  of  Conservation, 
was  convened  for  Monday,  November  20,  at  the  Wind- 
sor Hotel,  Montreal.  The  object  of  the  conference,  as 
set  out  in  the  circular,  was  for  the  purpose  of  "consid- 
ering the  desirability  of  presenting  to  the  Legislative 
Assembly  of  Quebec,  during  the  current  session,  a  peti- 
tion in  favor  of  the  passing  of  a  town  planning  act  for 
the  province.  The  need  for  such  legislation  is  urgent 
owing  to  the  necessity  for  greater  economy  and  more 
scientific  methods  being-  applied  to  the  development  of 
land  for  building  purposes  and  owing  to  the  need  for 
greater  conservation  of  municipal  resources.  Resolu- 
tions have  already  been  passed  in  favor  of  it  in  other 
parts  of  the  province.  Town  planning  acts  are  in  force 
in  Nova  Scotia,  New  .Brunswick,  Manitoba,  and  Al  - 
berta, and  are  being  considered  in  other  provinces." 
Invitations  were  issued  to  various  local  bodies,  includ- 
ing the  Builders'  Exchange. 


Manitoba  Branch  G.S.G.E. 

On  the  evening  of  Nov.  2nd  Mr.  S.  Bylander'  ad- 
dressed the  Manitoba  branch  of  the  Canadian  Society 
of  Civil  Engineers  on  the  subject  "Shop  Details  of 
Steelwork  for  Buildings."  The  speaker  drew  upon  his 
own  experience  and  methods,  discussing  the  subject 
under  the  following  heads  : 

1.  American  methods,  as  introduced  into  England 
many  years  ago. 

2.  Old  English  methods. 

3.  Modern  English  methods. 

Mr.  Bylandex  explained  quite  fully  his  methods  of 
detailing  steelwork  for  fabrication,  which  are  veri- 
similar to  those  practised  by  structural  engineers  in 
Canada.  Some  phases  of  the  paper — for  example,  his 
methods  of  obtaining  dimensions  of  skew  members — 
were  of  special  interest  to  anyone  engaged  in  struc- 
tural work.  At  the  short  business  meeting  the  branch 
expressed  its  interest  and  voted  hearty  co-operation  in 
the  work  of  the  Ladies'  Auxiliary  to  the  Canadian  En- 
gineers at  the  front. 


Good  Roads  in  Quebec  Province 

Further  road  legislation  was  foreshadowed  in  tin; 
address  from  the  throne  at  the  opening  of  the  Quebec 
Legislature.  The  Gouin  Government  are  strong  sup- 
porters of  good  roads,  and  the  extensive  programme 
already  carried  out  has  met  with  almost  universal  ap- 
proval. The  Quebec-Montreal,  Levis-Jackman,  Sher 
brooke-Derby  line,  and  Montreal-Rouse's  Point  roads 
are  completed.  The  work  carried  out  at  various  points 
has  been  so  extensive  that  the  government  will  have  to 
find  more  money,  and  a  bill  to  raise  a  further  loan  will 
be  introduced,  in  order  to  pay  for  the  work  and  con- 
tinue it  on  the  same  lines.  The  government,  it  is 
learned,  intend  to  see  that  the  roads  are  kept  in  repair. 
Il  has  been  pointed  out  that  there  is  a  tendency,  even 
after  good  roads  have  been  built,  to  allow  them  to  get 


inte)  disrepair.  A  bill  which  is  to  be  submitted  will 
provide  methods  by  which  the  roads  will  be  better 
maintained,  it  being  understood  that  the  government 
will  only  bear  a  portion  of  the  cost  of  the  upkeep.  The 
repair  of  the  road  is  just  as  important  as  the  building, 
and  it  is  useless  to  spend  millions  on  highways  if  they 
are  neglected  in  the  matter  of  maintenance. 

Hon.  J.  A.  Tessier,  Minister  of  Roads,  in  his  report 
states  that  in  the  financial  year  of  1915-16,  ended  June 
30,  1916,  the  department  spent  $4,000,700  for  the  con- 
struction of  provincial  and  municipal  routes,  for  the 
upkeep  of  earth  roads,  special  work,  small  bridges,  and 
administration  expenses.  The  amount  spent  in  1916, 
the  minister  points  out,  will  not  be  equalled  in  1910-17, 
due  to  bad  weather  conditions.  It  was  possible  to  pro- 
cure laborers  in  certain  parts  of  the  province  at  $1.25 
per  day,  and  the  average  price  did  not  exceed  $1.75  per 
day  per  laborer.  This  year,  however,  the  price  of  labor 
jumped,  the  prices  paid  being  $2,  $2.50,  $2.75,  and  even 
$3  per  day.  It  is  remarked  that  municipalities  doing 
work  by  day  labor  showed  wisdom  in  suspending  per- 
manent works.  One  hundred  and  six  miles  of  mac- 
adam and  74  miles  of  stone  roads  were  constructed 
during  the  year. 


Become  Independent  of  Goal  Supply 

The  scarcity  of  coal  which  Canada  in  general  is 
experiencing  is  a  good  argument  in  favor  of  manufac- 
turers and  contractors  taking  steps  to  make  themselves 
as  independent  as  possible  of  the  coal  supply  by  install- 
ing electric  appliances.  The  opinion  has  been  ex- 
pressed that  the  Lhiited  States  will,  sooner  or  later,  pro- 
hibit the  export  of  coal,  and  the  present  shortage  gives 
us  a  fair  idea  what  we  shall  be  up  against  should  they 
suddenly  decide  to  cease  export  to  Canada.  It  is  doubt- 
less true  tht  our  more  progressive  contractors  have 
already  discontinued  the  use  of  coal  wherever  possible, 
but  there  are  still  a  number  of  isolated  plants  that 
could  well  be  replaced  by  the  more  modern  power. 
Especially  where  new  expenditures  have  to  be  made  it 
would  seem  to  be  the  part  of  wisdom  for  manufacturers 
and  contractors  to  remember  that  the  United  States  as 
a  source  of  coal  supply  for  Canada  is  an  uncertain 
quantity. 


Joints  in  Concrete  Roads 

The  theory  has  recently  been  advocated  that  for 
concrete  roadways  laid  late  in  the  season  it  is  better  to 
leave  wider  joints.  Mr.  A.  N.  Johnson,  consulting- 
highway  engineer  of  Chicago,  in  the  last  issue  of  the 
Engineering  Record,  takes  issue  with  this  suggestion, 
claiming  that  too  little  is  known  about  concrete  roads 
to  form  correct  conclusions.  Mr.  Johnson  states  that 
the  Illinois  Highway  Department  has  this  year  con- 
structed a  number  of  stretches  of  road  without  any 
joints  at  all,  and  he  raises  the  question  w  hether  in  the 
long  run  there  is  not  less  expense  in  maintenance  and 
less  inconvenience  to  the  public  by  leaving  joints  out 
altogether. 


In  the  Interests  of  Public  Health 

At  a  recent  convention  at  Quebec  of  the  Public 
Health  Services  of  the  Province  of  Quebec,  the  Can- 
adian Association  for  the  Prevention  of  Tuberculosis 
and  the  Canadian  Public  Health  Association,  a  reso- 
lution was  passed  that  the  plans  of  manufactures  to 
be  constructed  or  those  already  in  existence  that  are 
to  be  rebuilt  in  whole  or  in  part,  should  be  approved 
beforehand  by  a  Board  of  Inspection  of  industrial  es- 
tablishments. 
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New  Marine  Buildings  at  Victoria 


THE  coast  line  of  British  Columbia  resembles  in 
a  \crv  marked  degree  the  fiords  of  Norway,  and 
consists  ui  innumerable  sinuous  inlets  and  in- 
dentations, to  the  extent  of  over  2,000  miles, 
from  the  4l>th  parallel  to  the  Alaskan  boundary,  for 
which  the  Department  of  Marine,  realizing  the  import- 
ance of  the  British  Columbia  coast,  has  provided,  with- 
out a  direct  charge,  all  possible  aids  to  navigation  for 
ships  frequenting  these  waters— a  step  in  advance  of 
other  countries.  Not  only  on  the  coast  is  this  activity 
apparent,  hut  there  comes  also  within  the  purview  of 
the  Victoria  agency  the  duty  of  providing  for  the  neces- 
sary aids  to  inland  waters,  such  as  the  Kootenay,  Ar- 
row, and  »  Ikanagan  Lakes,  all  of  which  are  amply  sup- 
plied. 

During  the  past  few  years  the  rapidly  growing 
commerce  has  necessitated'  more  adequate  aids  to  navi- 
gation, and  this  department  has  not  been  laggard  in 
anticipation  of  the  requirements.  Lighthouses,  fog 
alarm  stations,  lighted  buoys  and  beacons,  and  smaller 


seized  the  opportunity  of  reserving  an  area  with  ex- 
tensive w  ater  frontage — in  all  about  2y2  acres — for  the 
required  depot,  and  without  delay  proceeded  to  grade 
the  site  and  ereel  a  serviceable  wharf  of  a  total  length 
of  640  feet  by  45  feet  wide  upon  creosoted  piles.  This 
gives  sufficient  accommodation  for  mooring  the  steam- 
er- in  service  in  connection  with  this  agency.  Upon 
completion  of  the  wharf  a  contract  was  entered  into 
with  the  well-known -firm  of  Victoria  contractors, 
Messrs.  Parfitt  Brothers,  for  the  construction  of  a 
large  buoy  shed  40  feet  by  80  feet,  with  provision  for  a 
20-ton  crane  for  the  cleaning,  painting,  and  recharging 
of  buoys.  Attached  to  this  shed  another  one  has  been 
provided,  20  feet  by  80  feet,  with  rooms  for  testing 
and  repairing  lamps,  and  for  the  installation  of  wood- 
working and  other  machines  for  making  and  repairing 
the  different  parts  of  fog  alarm  engines  and  other 
necessary  work.  In  addition  a  blacksmith  shop  is 
being  erected  in  which  facilities  will  be  provided  to  do 
all  repair  and  upkeep  work,  it  being  the  intention  of 


Fig.  1— Wharf  completed  on  new  depot  site. 


structures,  such  as  day  marks  and  unlighted  buoys, 
have  been  constructed  wherever  and  whenever  the 
necessity  was  demonstrated. 

The  lighthouses  on  this  coast  vary  from  small 
lights  up  to  those  of  greatest  strength,  with  powerful 
fog  alarms  in  connection  with  the  station,  the  most 
powerful  lights  being  on  the  exposed  Pacific,  as  all 
ocean-going  traffic  between  American  ports  and  Puget 
Sound.  British  Columbia,  and  the  foreign  ports  of 
China,  Japan,  Australia,  Russia,  and  elsewhere,  have 
to  pass  these  lights  while  using  the  Straits  of  Juan  de 
Fuca,  and  the  protection  Of  maritime  traffic,  which  is 
of  the  utmost  importance,  is  receiving  every  considera- 
tion in  keeping  with  the  comprehensive  policy  now 
being  enacted  and  carried  out  by  the  department 

It  is  of  interest  to  recall  that  in  1860  there  were 
only  two  lights  on  the  British  Columbia  coast,  viz., 
Race  Rocks  and  Fisgard,  which  still  exist  and  are  giv- 
ing good  service.  These  were  built  by  the  Imperial 
authorities,  and  from  this  small  beginning  the  number 
has  been  increased  yearly,  until  the  various  aids  of  all 
kinds  and  descriptions  now  number  several  hundred. 

Foreseeing  arising  needs  in  the  matter  of  in- 
creased accommodation  when  the  Songhees  Reserve 
at  Victoria  is  opened  for  utilization  the  Government 


Fig.  2— General  view  of  Marine  Depot,  Victoria,  with  lighthouse  tender  at  wharf. 


the  department  to  have  all  of  this  done  on  its  own 

premises. 

On  the  wharf  there  has  also  been  provided  a  shed 
30  feet  by  148  feet  for  the  handling  of  freight  to  and 
fri  >m  the  lighthouse  tenders,  and  in  the  rear  of  this, 
upon  the  land,  a  storehouse  36  feet  by  108  feet  has 
been  erected  on  a  concrete  foundation.  This  store- 
house has  a  concrete  floor,  and  the  interior  is  suitably 
fitted  with  shelving  and  bins  for  supplies,  which  hith- 
erto, for  lack  of  storage  space,  have  had  to  be  pur- 
chased as  required;  also  an  office  for  the  storekeeper 
in  charge.  A  standard  gauge  railway  track  has  been 
laid  along  the  wharf,  through  the  buoy  shed  and  into 
the  yard,  having  direct  connection  with  the  railways 
terminating  on  the  adjoining  property,  which  will 
facilitate  the  handling  of  the  heavy  buoys  and  material. 

An  adequate  water  service  has  been  installed  for 
washing  out  buoys,  for  steamers'  use,  fire  protection, 
and  general  purposes.  A  surface  drainage  system  has 
also  been  provided,  as  well  as  a  landing  stage  for  the 
use  of  small  boats.  The  premises  will  be  electrically 
lighted,  and  the  machinery  electrically  driven,  the 
necessary  installation  and  connection  for  which  is  now 
being  made  with  the  British  Columbia  Electric  Rail- 
way Company. 
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Building  a  Large  Elevated  Water-tower 

Two  hundred  thousand  gallons  capacity — Supported  on 
six-post  steel  tower — Details  of  plan  and  construction 


THE  Engineering  News  prints  an  interesting  de- 
scription, from  a  contractor's  viewpoint,  of  an 
elevated  water  tank  of  200,000  gallon  capacity, 
with  a  six-post  steel  tower.  The  tower  is  138 
feet  high  from  the  concrete  footing  to  the  horizontal 
ring  girder,  and  the  height  to  the  top  of  the  tank  is  172 
feet  6  inches.  The  tank  is  28  feet  in  diameter  and  35 
feet  high  in  the  cylindrical  portion.    It  has  a  segmental 
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Fig.  1  — Design  of  six-post  water  tower  with  200,000  gal.  tank. 

bottom  14  feet  deep,  connected  to  a  48-inch  riser  pipe, 
and  is  covered  by  a  conical  steel  roof. 

The  tower  has  a  batter  of  1  in  12,  and  is  divided 
into  four  stories  or  bays  by  three  courses  of  horizontal 
struts.  The  columns  are  of  box  section,  each  com- 
posed of  two  15-inch  side  channels  and  an  inner  18- 
inch  cover  plate,  with  double  lacing  on  the  outer  side. 
They  are  made  in  four  lengths  of  about  38  feet.  The 
horizontal  struts  are  pairs  of  channels  with  top  and 
bottom  lacing,  except  that  at  the  end  the  channels  are 
brought  together  and  riveted  to  connection  plates  on 
the  columns.  Each  panel  has  two  adjustable  diagonal 
tension  rods,  set  up  by  turnbuckles  and  having  welded 
loop  ends  fitted  to  2-inch  pins  in  the  connection  plates. 
The  loops  are  double,  straddling  the  plate  and  engag- 
ing both  ends  of  the  pins.  The  connection  plates  at 
the  bottom  are  on  the  outside  of  the  columns ;  the 
others  are  riveted  to  the  sides — that  is,  to  the  webs  of 
the  channels. 

Near  the  tops  of  the  columns  are  outside  brackets 
to  carry  the  ring  girder,  above  which  the  column  is 


extended  about  8  feet  by  four  6  x  4-inch  angles,  which 
are  riveted  to  the  bottom  course  of  the  side  of  the  tank. 
Large  reinforcing  plates  are  placed  between  the  backs 
of  the  columns  and  the  tank  plates. 

The  tank  has  five  courses,  7  feet  high,  with  each 
course  outside  of  the  next  course  below.  The  plates 
are  87  inches  high  and  15  feet  long,  with  double  rivet- 
ing in  the  vertical  seams  and  single  riveting  in  the 
horizontal  seams.  All  seams  are  made  with  lap  joints. 
The  thickness  is  -\s  inch  for  the  segmental  bottom  and 
the  lowest  course  of  plates,  5/16  inch  for  the  second 
course,  and  %  inch  for  the  other  courses.  At  the  top 
are  brackets  carrying  a  circular  channel  supporting  the 
5-inch  channels  forming  the  rafters  of  the  conical  roof, 
which  has  ^-inch  plates.  The  roof  projects  about  18 
inches  beyond  the  tank,  and  fits  close  against  its  upper 


Too  Secrion  of  Colurr- 
Fig.  2— Details  of  columns  and  struts  of  water  tower. 
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edge,  so  that  there  are  no  openings  b)  which  birds  can 
enter. 

At  the  base  oi  the  cylindrical  portion  of  the  tank  is 
a  ring  girder  with  a  '  ^ -invh  horizontal  web  plate  41 
inches  v\  nU-.  having  radial  stiff eners  on  the  under  side. 
I  hc  inner  flange  i-  a  single  angle  riveted  to  the  tank 
shell;  the  outer  flange  is  a  6-inch  channel  having  its 
lower  flange  riveted  on  top  of  the  web  plate.  The  hand- 
railing  around  this  girder  consists  of  steel  angle  staneh- 
ions  and  top  rail,  with  two  diagonal  bars  in  each  panel. 

About  is  inches  belov*  the  top  edge  of  the  tank  is 
an  inside  /-bar  ring  that  serves  as  a  stifleuer.  On  the 
cover  i-  a  Bwivel  trolley  for  a  painters'  platform.  The 
top  ..f  it  is  attached  to  the  apex  of  the  roof  in  such  a 
manner  as  to  allow  it  to  revolve,  and  its  lower  end 
supported  by  means  of  a  pair  of  3j4-inch  flat-tired 
wheel>  between  a  pair  of  angles.  This  frame  carries 
an  outside  bent  plate  having  a  hole  for  a  clevis  or  stir- 
rup, to  which  tlie  tackle  of  the  painters'  platform  is 
hooked.  The  overflow  is  a  3-inch  pipe  leading  out 
through  the  top  course  of  the  tank  and  carried  down 
one  of  the  columns. 

The  48-inch  riser  is  of  ] 4-inch  plates  in  5^-feet 
Courses,  w  ith  single-riveted  circular  and  vertical  seams. 
At  the  to)>  is  a  domed  cover  with  a  telescopic  expan- 
sion-joint  connection  to  the  12-inch  pipe  entering-  the 
tank.  The  bottom  is  flat,  with  a  12-inch  opening  for 
the  pipe  connection  to  the  mains  and  a  6-inch  opening 
for  the  pipe  from  the  service  pumps.  A  10  x  16-inch 
manhole  is  provided  in  the  lowest  course  of  plate.  With 
the  large  body  of  water  in  a  riser  of  this  size  no  frost- 
protection  covering- is  needed. 

To  give  access  to  the  expansion  joint  there  is  a 
gangway  from  the  column  carrying  the  ladder  to  the 
riser  pipe.  Around  the  riser  is  a  horizontal  ring  girder* 
4  feet  wide,  supported  by  brackets  on  the  riser  and 
forming  a  platform.  The  gangway  has  a  floor  plate 
lo;;  inches  wide,  resting  on  the  bottom  flanges  of  a 
pair  of  channels  and  stiffened  by  transverse  angles 


Bottom   Course   of  Tank 


Fig.  3— Ring  girder  and  bottom  course  of  tank  shell— showing  reinforcing 
plate  at  column  connection. 

across  the  bottom  of  the  plate  and  channels.  Hand- 
rail stanchions  are  riveted  to  the  backs  of  the  channels. 
In  this  gangway,  and  in  the  ring  girders  and  Z-bar 
stiffener,  holes  are  made  in  the  horizontal  web  plates 
to  provide  drainage. 

The  foundations  consist  of  six  heavy  concrete  foot- 
ings o\  piers  for  the  columns  and  a  central  pier  for  the 
4-foot  riser.  The  site  is  on  a  good  gravel  formation, 
and  the  pressure  of  the  base  of  the  piers  upon  the  soil 
averages  2.770  pounds  per  square  foot.  The  column 
piers  are  about  8^2  feet  high,  5x5  feet  at  the  top, 
which  is  inclined  so  that  the  columns  will  be  perpen- 
dicular to  it.     In  each  pier  there  are  two  1%-inch 


anchor  rods,  with  254'-inch  upset  ends.  The  anchor 
rods  are  inclined  1  in  12,  and  have  the  upper  ends  in- 
cased in  3-inch  pipe  sleeves  24  inches  long,  into  which 
the  rods  are  grouted  after  final  adjustment.  The  size' 
..I'  the  piers  was  not  governed  by  the  bearing,  but  was 
made  to  comply  with  a  specified  factor  of  safety  of 
on  uplift. 

Tlie  central  pier  is  8  feet  square  and  9  feet  deep.  It 
has  a  chamber  for  the  pipe  connections  and  a  valve  on 
a  6  inch  blowout  pipe.  The  top  of  the  pier,  over  the 
chamber,  is  reinforced  with  steel  rods.  There  are  22l/2 
cubic  yards  of  concrete  in  each  column  pier  and  18^4 

Opset-  l<-' 
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PIER  FOR  RISER  PIPE 


Fig.  4— Foundation  piers  for  water  tower. 

yards  in  the  central  pier.  The  concrete  is  a  1:3:5 
mix  (made  with  stone),  except  that  for  the  caps  of  the 
column  piers  it  is  1  :  2  :  3.  It  was  made  in  a  mixer  of 
the  continuous  type,  and  the  concrete  for  each  pier  was 
poured  in  a  continuous  run. 

The  tower  and  tank  are  of  openhearth  steel,  con- 
forming to  the  specifications  of  the  American  Railway 
Engineering  Association.  The  live-load  on  the  roof  is 
taken  at  30. pounds  per  square  foot,  or  200  pounds  con- 
centrated at  any  point.  The  wind  pressure  is  taken  as 
30  pounds  per  square  foot,  acting  on  66  per  cent,  of  the 
diameter  of  the  tank  for  its  full  height.  The  steel  was 
given  one  coat  of  paint  at  the  shop  and  one  field  coat 
after  erection. 

The  erection  outfit  was  very  simple.  A  light  tim- 
ber A-frame  sufficed  to  raise  the  tower.  It  was  just 
high  enough  to  enable  the  tackle  to  be  hitched  abo\  e 
the  middle  of  a  column  length,  the  column  thus  swing- 
ing free  and  being  guided  into  position  by  guy  lines 
For  the  upper  bays  the  A-frame  was  placed  upon  each 
line  of  struts  in  turn.  With  the  tower  completed,  in- 
cluding the  ring  girder  and  the  bottom  course  of  tht 
tank  (to  which  the  heads  of  the  columns  are  attached), 
the  next  step  was  to  place  the  segmental  bottom.  Two 
or  three  rope  tackles  were  attached  to  the  top  of  the 
tower,  operated  by  a  team  or  a  hand-winch  for  hea\  y 
hoisting,  and  by  hand  for  adjustment  of  the  parts. 

Two  of  the  bottom  plates  were  hoisted  into  place 
and  bolted  to  the  tank  shell,  and  then  the  bottom  disk 
or  circle  plate  (with  pipe  connection)  was  hoisted. 
With  the  aid  of  tackles  hitched  to  the  circle  plate  and 
the  ends  of  the  two  bottom  plates,  the  parts  were 
brought  together  so  that  erection  bolts  could  be  fitted. 
The  other  bottom  plates  were  then  placed  without  dif- 
ficulty. A  platform  composed  of  a  few  loose  planks 
was  used  in  this  part  of  the  work. 

The  tower  and  tank  bottom  were  erected  in  this 
way  without  any  riveting. 
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National  Organization  for  Industrial  Research 

What  Other  Countries  are  Doing  and  Some  Suggestions  as  to  What 
Canada  Might  Do  —  Future  Success  Depends  Upon  Present  Action* 


THE  view  is  held  in  some  quarters  in  Canada  that 
the  direction  of  research  work,  both  industrial 
and  purely  scientific,  should  be  placed  under 
the  control  of   the  universities,  and   that  it 
should  be  fostered  and  supported  by  grants  of  money 
from  the  Dominion  Treasury  directly  to  them. 

It  must  be  remembered,  however,  that  the  func- 
tions of  the  universities  are  primarily  educational,  and 
that  by  the  British  North  America  Act  matters  relat- 
ing to  education  are  not  by  any  means  national  in  their 
scope,  but  as  to  upkeep,  control,  and  direction  belong- 
particularly  to  the  individual  provinces.  The  univer- 
sities, as  I  have  stated,  are  especially  concerned  with 
the  literary,  scientific,  technical,  and  artistic  training 
of  our  young  men  and  women.  It  is  true,  generally 
speaking,  that  the  best  and  most  efficient  teachers  are 
those  who  carry  on  investigative  work  or  direct  re- 
searches. Such  activities  give  life  and  vigor  to  the 
teaching  and  serve  as  a  great  inspiration  to  the  stu- 
dents. It  is  also  true,  however,  that  the  educational 
aspect  of  university  work  imposes  definite  limits  both 
as  to  the  time  available  for  research  and  to  the  charac- 
ter of  the  researches,  especially  the  experimental  ones, 
which  can  be  undertaken  with  reasonable  prospects  of 
a  successful  issue,  in  universities  the  problems  at- 
tacked are,  generally  speaking,  of  fundamental  or  aca- 
demic interest.  They  are  such  as  can  be  solved  by 
work  carried  on  at  intervals,  or  such,  especially  those 
in  which  students  co-operate,  as  can  through  their  re- 
sults be  used  for  the  attainment  of  academic  standing 
or 'the  acquisition  of  university  degrees.  Problems  of 
a  secret  or  private  nature  cannot  be  conveniently  car- 
ried out  in  university  laboratories.  In  the  first  place, 
it  is  difficult  to  maintain  secrecy  in  such  institutions; 
and,  in  the  second  place,  the  solution  of  secret  pro- 
blems in  university  laboratories  is  not  desirable,  on 
account  of  the  lack  of  harmony  in  the  staff  which  it  is 
likely  to  engender,  and  on  account  of  the  need  therein 
for  a  high-minded  and  lofty  scientific  spirit  which  it 
would  inevitably  tend  to  suppress  or  at  least  fail  to 
develop. 

Moreover,  it  is  doubtful  if  in  a  democracy,  such  as 
our  own,  public  funds  should  be  used,  either  directly  or 
indirectly,  for  work  of  this  character.  At  the  same 
time  there  seems  to  be  no  reason  why  the  Dominion 
Government  should  not  subsidize  research  work  by 
grants  made  directly  to  members  of  the  staffs  of  the 
universities  for  researches  which  are  of  a  public  char- 
acter and  are  for  the  public  good.  Such  researches 
could,  with  the  approval  of  the  authorities  concerned, 
be  carried  out  in  university  laboratories,  for,  with  the 
conditions  at  present  existing,  these  and  the  apparatus 
in  them  are  available  for  a  considerable  time  each  year. 
It  would  seem  to  be  desirable  and  advisable  in  the  in- 
terests of  efficiencv  to  use  them.  Research  work  of  a 
secret  nature  or  for  the  advantage  of  individual  firms 
might  possibly  be  tolerated  in  university  laboratories 
for^a  time,  until  other  facilities  are  provided,  but. in 
my  opinion  it  should  nut  be  formally  encouraged.  Ex- 
perience has  shown   that   there  are    other  agencies 

*  Extract  from  Presidential  Address  of  Prof.  J.  C.  McLennan  before  the 
Royal  Canadian  Institute. 


through  which  such  work  can  be  more  efficiently  and 
satisfactorily  carried  out. 

Industrial  and  Scientific  Research  Commission. 

In  Great  Britain,  where  they  are  now  deeply  con- 
cerned with  this  question,  they  established  two  years 
ago  a  commission  on  industrial  and  scientific  research. 
It  is  controlled  by  a  committee  of  the  Privy  Council, 
consisting  of  three  or  four  members  of  the  Govern- 
ment, and  directed  by  an  advisory  council,  consisting 
of  a  small  group  of  men  of  distinction  in  science  and 
of  accomplishment  in  the  industries.  In  Canada, 
through,  the  initiative  action  of  the  Minister  of  Trade 
and  Commerce,  Sir  George  E.  Foster,  steps  have  been 
taken  to  set  up  a  commission  of  a  similar  character.*  It 
appears  that  such  a  body  is  the  best  agency  for  han- 
dling the  problem  with  us.  Among  its  activities  it  will 
first  of  all  make  a  survey  of  the  ground  for  the  purpose 
of  seeing  what  organizations  are  at  present  in  opera- 
tion and  engaged  in  research  work.  It  will  be  the  duty 
of  the  commission  to  co-ordinate  these  and  to  extend 
and  develop  their  efforts.  Cognizance  will  have  to  be 
taken  by  the  commission  not  only  of  the  work  done  by 
the  universities,  but  also  of  that  done  through  such 
agencies  as  the  national  and  provincial  governmental 
departments,  the  Royal  Society,  the  Royal  Canadian 
Institute,  the  Society  for  Chemical  Industry,  and  per- 
haps what  is  most  important  of  all,  by  private  firms  in 
their  works.  The  commission  will  be  able  to  give 
definiteness  and  direction  to  the  efforts  now  being  put 
forth  in  this  direction  by  the  boards  of  trade,  the  Grain 
Growers'  Association,  and  the  Canadian  Manufactur- 
ers' Association.  Machinerv  will  have  to  be  devised 
to  prevent  overlapping.  Steps  will  have  to  be  taken  to 
establish  in  Ottawa — and  probably  also  in  such  indus- 
trial centres  as  Montreal.  Toronto,  and  Winnipeg — 
large  and  fully  equipped  technical  libraries  which  will 
contain  all  scientific  and  technical  journals,  trade  and 
industrial  magazines,  books,  and  other  publications, 
and  also  copies  of  all  patents,  with  their  specifications, 
wherever  issued.  We  are  sadly  lacking  in  such  facili- 
ties at  the  present  time  in  Canada,  and  the  commission 
should  take  steps  to  see  that  this  defect  is  speedily 
remedied. 

In  Great  Britain  a  large  number  of  the  industries 


tTlie  Minister,  therefore,  recommends  the  appointment  of  a  Com- 
mittee of  Council  to  consist  of  the  Minister  of  Trade  and  Commerce,  the 
Minister  of  the  Interior,  the  Minister  of  Mines,  the  Minister  of  Inland 
Revenue,  the  Minister  of  Labour,  and  the  Minister  of  Agriculture,  which 
shall  be  charged  with,  and  responsible  for,  the  expenditure  of  any  ijnoueys 
provided  by  Parliament  for  scientific  and  industrial  research,  and  also 
an  Honorary  Advisory  Committee,  responsible  to  the  Committee  of  Coun- 
cil, to  be  composed  of  nine  members,  representative  of  the  scientific  and 
industrial  interests  of  Canada,  who  shall  be  charged  with  the  following 
duties : — 

(a)  To  consult  with  all  responsible  bodies  and  persons  carrying  on 
scientific  and  industrial  research  work  in  Canada  with  a  view  to 
bringing  about  united  effort  and  mutual  co-operation  in  solving 
the  various  problems  of  scientific  and  industrial  research  which 
from  time  to  time  present  themselves; 

(b)  To  co  ordinate  as  far  as  possible  the  work  so  carried  on  so  as 
to  avoid  over-lapping  of  effort,  and  to  direct  the  various  prob- 
lems reouiring  solution  into  the  hands  of  those  whose  equipment 
and  ahility  are  best  adapted  thereto ; 

(c)  To  select  the  most  practical  and  pressing  problems  indicated  by 
industrial  necessities  and  present  them  when  approved  by  the 
Committee  to  the  research  bodies  for  earliest  possible  solution. 

(d)  To  report  from  time  to  time  the  progress  and  results  of  their 
work  to  tlie  Minister  of  Trade  and  Commerce  as  Chairman  of 
the  Committee  of  Council. -  Extract  from  the  Report  of  the  Com- 
mittee of  the  Privy  Council  of  the  Dominion  of  Canada  Approved 
by  1 1  is  Royal  Highness  the  Governor  General  on  June  0th,  1916. 
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have  shown  extraordinary  enterprise  and  resourceful- 
ness since  the  War  broke  Out,  and  there  lias  appeared  a 
greater  disposition  anions  individual  manufacturers  to 
co-operate  03  interchanging  ideas,  putting  their  trade 
secrets  into  the  common  stock,  and  calling  in  all  the 
available  scientific  and  mechanical  resources  of  the 
count  r\  tor  the  purpose  of  increasing  output  and  im- 
proving organization.  In  certain  trades  the  changes 
which  have  already  taken  place  amount  to  a  positive 

revolution.  There  is  scarcely  an  industry  in  the  coun- 
tr\  which  has  not  come  out  of  the  ordeal  of  the  war 
without  being  stimulated  by  the  special  difficulties 
which  had  to  he  surmounted.  As  has  heen  stated,  the 
histon  ol  the  war  in  Great  ISritain  has  heen  a  history 
ol  grave  and  threatening  difficulties  courageously  faced 
and  successfully  overcome. 

\\  hen  the  war  hroke  out  the  manufacture  of  optical 
and  chemical  glass  in  France  and  England  was  pracli- 
calh  insignificant.  The  steel  industry  was  paralyzed 
at  first  hy  the  lack  of  chemical  glass  for  testing  pur- 
poses, and  the  porcelain  and  potters  industries  were 
brought  to  a  standstill  through  the  supply  from  Ger- 
many being  cut  off  of  seger  cones  used  as  guides  to 
firing.  To-day  they  have  industries  which  supply  all 
their  needs.  The  compositions  Of  chemical  glasses 
have  been  ascertained.  Methods  of  manufacture  have 
been  devised  and  have  been  put  into  operation,  and 
through  the  efforts  of  Dr.  Mellor,  recently  deceased, 
the  composition  of  >eger  cones  has  been  successfully 
Worked  OUt.  The  manufacturers  of  porcelain  have 
pooled  their  knowledge,  combinations  have  been 
effected,  and  research  laboratories  have  been  instituted 
and  manned  to  help  them  through  the  co-operation  of 
the  Industrial  Research  Commission,  and  with  the  aid 
of  the  financial  support  of  the  Government. 

I  may  perhaps  be  permitted  to  refer  to  another 
phase  of  the  work  of  the  British  Commission  on  In- 
dustrial and  Scientific  Research.  In  their  report,  which 
has  just  been  issued,  they  lay  emphasis  on  what  are 
"key"  or  master  industries.  Such,  they  point  out,  are 
the  magneto  industry,  and  the  manufacture  of  lathes 
and  milling  machines,  optical  glass,  porcelain,  fine 
chemicals,  dyestuffs,  synthetic  drugs,  and  high  explos- 
ives. For  such  articles  the  market  is  a  limited  one,  but 
the  articles  themselves  are  vital  for  numerous  other 
industries.  For  the  development  of  such  industries 
the  commission  takes  the  view  that  state  support  is 
absolutely  necessary,  and  steps  have  already  been 
taken  bv  that  body  to  place  a  number  of  these  indus- 
tries upon  a  satisfactory  basis.  Through  the  action  of 
the  commission  the  University  of  Leeds  has  made  ar- 
rangements whereby  the  organization  known  as  ''Brit- 
ish Dyes"  may  receive  substantial  assistance  in  the 
matter  of  scientific  research,  and  at  the  same  time  spe- 
cial facilities  are  to  be  given  to  private  firms  and  others 
in  the  national  interest.  In  dealing  with  the  textile 
industry,  support  has  also  been  given  for  the  investi- 
gation of  the  nature  and  constitution  of  cellulose  fibres 
at  the  School  of  Technology  at  Manchester.  The  com- 
mission is  also  supporting  an  investigation  of  the  de- 
gumming  of  silk  at  the  Imperial  Institute  of  Science  in 
London.  At  the  Royal  Technical  College,  Glasgow, 
and  at  the  University  of  Manchester  it  is  carrying  on 
researches  on  the  design  of  steam  nozzles  for  turbines. 

As  a  result  of  all  these  activities  two  tendencies 
have  been  emphasized:  (\)  Trade  associations  have 
been  formed  for  common  action  at  home  and  abroad, 
raising  the  average  standard  of  production,  and  (2) 
recognition  has  been  made  of  the  leeway  they  had  to 
make  up  as  regards  scientific  research,  the  utilization 
of  its  results  and  its  application  to  technical  and  indus- 
trial purposes. 


The  commission  to  which  I  have  already  referred 
has  heen  a  most  potent  factor  in  stimulating  and  pro- 
moting all'  these  results.  It  has  encouraged  manufac- 
turers of  particular  lines  to  combine  in  their  efforts; 
it  has  co-operated  by  supplying  them  with  information 
as  to  the  technique  of  their  industries,  and  it  has  fur- 
nished a  supply  of  scientific  men  likely  to  help  them  in 
the  solution  of  their  problems. 

Works  Research  Laboratories. 

In  addition  to  drawing  lessons  from  what  has  been 
accomplished  in  Great  Britain  much  may  be  learned 
also  from  what  is  going  on  to  the  south  of  us.  In  such 
large  organizations  as  the  General  Electric  Company, 
of  Schenectady;  the  Westinghouse  Electric  and  Manu- 
facturing" Company,  of  East  Pittsburg;  the  Eastman 
Kodak  Company,  of  Rochester;  the  DuPont  Powder 
Company,  the  American  Rolling  Mills  Company,  the 
National  Electric  Lamp  Association,  the  General 
Chemical  Company,  the  United  States  Steel  Corpora- 
tion, the  Edison  Laboratories,  the  Pennsylvania  Rail- 
road, they  have  as  adjuncts  large  and  magnificently 
equipped  research  laboratories,  manned  by  the  ablest 
scientific  men  whose  services  can  be  secured,  and  hun- 
dreds of  thousands  of  dollars  are  set  apart  by  each  of 
these  organizations  each  year  for  industrial  research. 

In  a  number  of  these  laboratories  the  activities  of 
the  researchers  are  not  confined  to  the  solution  of  pro- 
blems of  pressing  necessity.  In  the  laboratory  of  the 
General  Electric  Company,  for  example,  the  workers 
are  encouraged  to  exploit  fields  of  purely  scientific  in- 
terest, for  it  is  realized  that  what  to-day  may  be  of 
merely  academic  interest  may  to-morrow  have  the 
greatest  industrial  importance.  It  is  to  the  credit  of 
this  policy  that  to-day  we  have  on  the  market  the 
metallic  filament  electric  lamp,  the  gas  filled  electric 
lamp,  the  gas  arc  electric  lamp,  gas  electric  rectifiers, 
the  Coolidge  X-ray  tube,  and  the  steel  alloys  of  vana- 
dium and  other  rare  metals  which  have  proven  them- 
selves so  useful  in  the  manufacture  of  dental  and  high- 
speed mechanical  cutting  tools. 

In  Canada  our  works  are  as  yet,  generally  speak- 
ing, small  and  circumscribed  in  their  production.  We 
have,  however,  industries,  such  as  the  rubber  industry, 
the  agricultural  implement  industry,  the  cyanamide 
works,  and  the  steel  industry,  in  which  a  beginning  has 
been  made.  All  these  have  now  research  laboratories 
attached  to  their  works.  The  Canadian  Pacific  Rail- 
way, too,  has  recently  recognized  the  importance  of 
this  subject,  and  has  organized  in  connection  with  its 
system  a  research  laboratory  under  the  direction  of 
Messrs.  the  Arthur  D.  Little  Company,  for  the  purpose 
of  exploiting  the  natural  resources  and  raw  materials 
with  which  it  is  more  immediately  concerned. 

These  few  illustrations  which  I  have  cited — to 
which  others  might  be  added — will  serve  to  show  what 
steps  are  being  taken  in  Great  Britain  and  in  the  Unit- 
ed States  to  conserve  their  resources  and  to  stimulate 
and  protect  the  industries  of  the  two  countries.  More- 
over, they  point  out  very  clearly  the  path  which  we 
must  follow  if  our  manufacturing  interests  are  to  be  so 
protected  and  developed  that  they  may  be  prepared 
adequately  to  take  their  part  in  the  great  industrial 
struggle  which  must  inevitably  follow  the  termination 
of  the  war. 

In  Canada,  as  in  Great  Britain,  it  will  be  difficult 
for  an  industrial  commission  of  the  kind  I  have  re- 
ferred to  to  deal  with  individual  firms.  Small  manu- 
facturers cannot  afford  to  set  up  research  laboratories 
as  adjuncts  to  their  works.  It  will  be  necessary  for  the 
manufacturers  in  particular  industries  to  combine  for 
scientific  purposes,  and  possibly  also  for  financial  rea- 
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sons.  For  by  such  action  it  will  be  possible  for  the 
Government  to  subsidize  research  in  particular  indus- 
tries. Generally  speaking;  it  will  not  be  found  prac- 
ticable, I  venture  to  think,  for  such  subventions  to  be 
given  to  individual  firms  for  the  development  of  re- 
search problems  of  an  exclusive  or  private  nature. 
This  will,  of  course,  lead  to  the  creation  of  great  trusts, 
as  it  has  already  done  in  the  United  States,  but  such  a 
result  need  not  necessarily  prove  an  economic  evil  if 
we  profit  by  the  lessons  they  have  learned,  and  if  due 
precautions  are  taken  for  the  protection  of  the  interests 
of  labor  on  the  one  hand  and  also  on  the  other  of  those 
of  the  consumer. 

We  must  encourage  in  every  possible  way  our  man- 
ufacturers to  call  in  to  their  aid  the  assistance  of  the 
trained  investigators  which  we  are  at  present  turning- 
out  in  large  numbers  in  our  universities.  We  in  the 
universities  are  justly  proud  of  the  product  of  our  in- 
dustry, and  our  only  regret  is  that  hitherto  our  indus- 
tries have  failed  to  avail  themselves  of  the  services  of 
the  highly  trained  men  and  women  who  graduate  from 
our  halls  each  year.  To  our  regret  and  to  the  oft  ex- 
pressed regret  of  these  graduates,  the  lack  of  openings 
in  our  own  country  has  forced  them  to  accept  positions 
in  the  research  laboratories  of  the  United  States. 
There  they  are  assisting  in  building  up  great  indus- 
tries, rivals  to  our  own.  and  in  adding  to  the  already 
stupendous  wealth  of  that  great  country.  This  tide  is 
draining  us  of  our  most  valuable  product,  and  we  anx- 
iously look  forward  to  the  time  when  the  full  apprecia- 
tion of  research  work  and  of  the  application  of  scienti- 
fic methods  will  lead  our  manufacturers  to  so  orien- 
tate their  industries  that  an  efficient  research  spirit 
will  prevail.  May  the  time  soon  come  when  the  men- 
tal capabilities  of  our  people,  as  well  as  the  other 
natural  resources  of  our  richly  endowed  country  will 
be  carefully  conserved  and  developed  for  our  own  use. 

Standardizing,  Testing,  and  Research  Laboratories. 

In  what  has  preceded  I  have  dealt  with  the  pari 
which  may  very  well  be  taken  by  our  universities  in  a 
national  scheme  of  industrial  research.  I  have  also 
emphasized  what  appears  to  me  to  be  a  most  important 
factor  in  the  development  of  our  industries,  namely, 
combination  of  effort  and  the  establishment  of  re1 
search  laboratories  in  connection  with  the  works  of 
these  industries.  I  have  also  pointed  out  in  what  way 
it  appears  to  me  the  national  government  may  legiti- 
mately be  asked  to  give  financial  aid  to  these  two 
types  of  organization.  There  is,  however,  another 
phase  of  the  question  which  demands  consideration. 
In  a  number  of  the  departments  of  government  re- 
search work  is  being  carried  on  continually  and  en- 
tirely for  departmental  purposes.  It  is  felt  by  some 
that  there  is  a  danger  of  overlapping  in  this  work  un- 
less some  scheme  of  efficient  co-ordination  be  devised. 
This  matter  is  now,  I  believe,  under  consideration  by 
those  immediately  concerned  with  it.  and  it  is  possible 
that,  as  a  result,  it  may  be  found  necessary  to  estab- 
lish in  different  localities  in  Canada  laboratories  in 
which  much  of  this  work  can  be  done  under  one  or 
more  directing  bodies,  consisting  of  the  permanent  offi- 
cials interested  in  the  matters  taken  up,  and  of  others 
whose  scientific  attainments  and  qualifications  may  be 
such  as  to  make  them  desirable  members  of  such  body 
or  bodies.  Departmental  activities  which  might  be 
cited  as  being  preeminently  suitable  for  being  carried 
on  bv  such  organizations,  are  the  standardization  of 
weights  and  measures,  the  calibration  and  testing  of 
meters  and  measuring  instruments  of  all  kinds,  the 
testing  of  foodstuffs,  the  analysis  of  drugs  and  chemi- 
cals, the  development  of  ceramics,  the  investigation  of 


marine  lighting  and  signalling,  the  treatment  of  ores, 
and  the  investigation  of  the  properties  and  treatment 
of  natural  products,  such  as  fish,  oils,  natural  gases, 
peats,  and  minerals  of  all  kinds. 

The  working  out  of  a  scheme  which  will  embrace 
all  these  different  types  of  activity  will  be  a  task  which, 
I  think  you  will  agree,  will  tax  the  powers  and  capa- 
bilities of  the  Commission  on  Industrial  Research  to 
which  I  have  alluded.  It  can,  however,  be  done  and 
effected  very  speedily  if  there  be  a  general  recognition 
of  the  difficulties  involved,  and  if  a  general  and  hearty 
desire  be  evinced  by  those  whose  co-operation  is 
sought  to  assist  in  working  it  out. 

It  may  be  said  that  much  of  the  research  work  to 
which  I  have  referred  can  be  accomplished  in  the 
laboratories  of  our  universities.  That  some  of  it  can 
I  will  readily  admit,  but  I  venture  to  think  that  if  a 
serious  attempt  be  made  to  meet  the  needs  of  our  coun- 
try in  an  adequate  manner,  it  will  be  found  that  uni- 
versity organizations  possess  limitations  in  the  way  of 
space  requirements,  continuity  of  effort,  and  adminis- 
trative machinery  which  effectually  preclude  them 
from  assuming  the  direction  of  anything  more  than  a 
minor  part  of  the  industrial  research  work  of  the  conn- 
try. 

What  is  wanted  is,  in  my  opinion,  first  of  all  a  con- 
solidation and  correlation  of  the  research  work  now 
being  carried  out  at  Ottawa  in  different  departments 
and  under  different  ministers. 

In  my  opinion,  the  magnificent  work  which  is  now 
being  done  under  the  Geological  Survey  and  in  the  De- 
partment of  Mines  at  Ottawa  could  very  well  be  ex- 
tended. Increased  laboratory' accommodation  should 
be  provided  and  additions  made  to  the  staff  of  highly 
trained  technical  experts.  Sections  should  also  be 
attached  in  which  problems  of  a  physical  and  chemical 
nature  can  be  treated.  Problems  of  this  type  are  how 
being  dealt  with  by  a  number  of  the  governmental  de- 
partments at  Ottawa,  but,  in  my  opinion,  all  these  ac- 
tivities should  be  co-ordinated  with  the  work  in  the 
Geological  Survey  referred  to  above,  and  the  whole 
placed  under  the  direction  of  one  board,  embracing 
the  highest  technical  and  scientific  opinion  available 
in  the  country.  If  such  consolidation  were  accom- 
plished, it  could  be  done  on  a  basis  and  in  a  manner  to 
provide  for  the  most  powerful  and  the  most  efficient 
scientific  direction. 

In  the  second  place,  T  think  the  facilities  afforded 
bv  the  universities  should  be  supplemented  bv  the 
establishment  of  a  few  physical  and  chemical  research 
bureaus  of  laboratories  in  the  centre  of  those  localities 
in  Canada  where  the  industrial  activity  is  the  greatest. 
For  example,  under  the  conditions  at  present  existing", 
it  would  seem  that  one  of  such  bureaus  could  with 
advantage  be  established  in  the  Province  of  Quebec, 
either  at  Montreal  or  Quebec — preferably  at  Mont- 
real. Another  should  be  established  at  Toronto,  pro- 
bablv  a  third  at  Winnipeg,  and  later  on  a  fourth  in 
British  Columbia,  and  maybe  a  fifth  at  some  centre  in 
the  Eastern  Provinces.  These  bureaus,  implementing 
the  facilities  offered  by  the  universities,  could  be  made 
somewhat  elastic  in  their  organization,  and  they  could 
become  most  efficient  institutions  for  assisting  the  der 
partments  of  provincial  governments  in  their  scientific 
work,  and  for  co-operating  with  manufacturers  bv 
providing  them  with  scientific  information  and  advice 
and  by  investigating  for  them  numerous  scientific  pro- 
blems which  are  pressing  for  solution. 


Messrs.  F.  II.  Hopkins  8f.  Co.,  whose  head  office  is 
in  Montreal,  have  opened  an  office  in  Toronto,  at 
Room  No.  108,  Mail  Building. 
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Fw  elve  Hundred  Yards  of  Concrete  Placed  in 
24  1  lours  Using  Efficient  Conveyor  System 


A  record  of  1.2tX.)  cubic  vards  of  concrete  deposited 
m  twentv  consecutive  hours  was  made  August  23  on 
the  new  O.OOO.OOU-bushol  grain  elevator  which  the  Chi- 
cago and  North  Western  Railway  Company  is  build- 
ing for  the  Armour  Grain  Company  at  One  Hundred 
and  J  went v  fourth  Strict  and  the  Calumet  River,  Chi- 
cago. The  following  description  of  the  work  appears 
in  the  Knuineering  Record: 

There  are  in  the  storage  portion  being  built  at  pres- 
ent 104  circular  bins,  105  ft.  high  and  22y2  ft.  in  diame- 
ter. l'hc\  arc  being  constructed  by  the  continuous  ris- 
ing-forrn  method.  The  entire  bank  of  104  tanks,  aggre- 
gating loS  yards  per  vertical  foot,  was  under  construc- 
tion \\  hen  the  record  was  made.  Sand  and  gravel  were 
supplied  to  the  mixers  by  mechanical  equipment  that 
eliminated  all  hand  work,  and  to  this  fact  the  con- 
tractor attributes  the  success  of  the  concrete  plant. 
Bell  conveyors  Carry  the  aggregate  from  the  bins,  into 
which  bottom-dump  cars  discharge  to  the  charging 
bins  over  the  mixer,  but  there  is  an  intervening  "stor- 
ige  reservoir"  of  2,800-yard  capacity  between  the  cars 


level  and  a  traveling  tripper  works  back  and  forth  dis- 
tributing the  sand  and  gravel  evenly  over  the  length  of 
the  respective  bins.  The  gravel  bin  holds  1,800  yards 
and  the  sand  bin  1,000  yards.  A  second  belt,  4  ft.  above 
ground,  draws  from  the  storage  bins,  which  were  built 
entirely  above  ground  on  account  of  the  boggy  nature 
of  the  site,  and  discharges  on  the  cross-conveyor.  The 
latter  elevates  the  material  about  40  ft.  and  discharges 
it  either  directly  into  the  central  plant  hopper  or  onto 
belts  running  tp  the  plants  at  each  end  of  the  line. 

Each  concrete  unit  consists  of  a  140-foot  two-com- 
partment tower,  a  1-yard  Marsh-Capron  mixer,  and  a 
system  of  chutes  with  a  swivel  leg  and  balanced  canti- 
lever discharge  spout  reaching  a  maximum  of  100  feet 
from  the  tower.  Aggregate  bins  of  40  and  80-yard 
capacity  for  sand  and  gravel  respectively'  deliver  into 
the  mixer  through  measuring  chutes,  and  in  less  than 
a  minute  a  bucket  of  concrete  is  mixed  and  shot  up  the 
tower  at  the  rate  of  300  feet  per  minute  by  a  90  h.p. 
special  Thomas  elevator  hoist. 

Water  for  the  mixers  was  supplied  from  the  river 


Three  Mixer  Plants  with  which  1200-yard  record  was  made  supplied  continuously  by  extensive  conveyor  system. 

Railway  cars  at  right  unloaded  into  hoppers  feeding  belt  under  track.   This  belt  discharges  on  inclined  conveyor  B,  which  loads  large  storage  bins  C.   A  belt 
under  these  bins  feeds  the  inclined  cross-conveyor  D.  which  delivers  material  at  the  centre  concrete  plant  E,  for  use  there  or  to  be  conveyed 
to  the  west  plant  F,  or  the  east  plant,  out  of  sight  behind  the  right  corner  of  the  tanks.    Cement  is  handled  on  the  runways  G. 

by  means  of  a  4-inch  triplex  pump  driven  electrically 
by  a  starterless  Wagner  motor  controlled  by  an  An- 
derson automatic  cutoff  switch.  The  service  was  such 
as  to  start  the  pump  operating  every  few  minutes  to 
keep  up  the  required  80-pound  pressure. 

Distribution  of  Labor. 

The  distribution  of  men  engaged  in  the  concreting 
process  is  as  follows :  Eight  men  unloading  cars,  three 
men  attending  to  the  conveyor  belts,  six  men  handling 
cement  ;  and  for  each  plant  in  use  two  men  manipulat- 
ing levers  for  aggregate  and  water ;  one  man  on  the 
hoist  and  one  man  at  the  top  of  the  tower.  The  num- 
ber of  men  handling  chutes,  spreading  concrete,  and 
manning  the  jacks  to  raise  the  forms  varied  too  much 
to  give  accurately. 

It  is  to  be  noted  that  the  1,200-yard  record  was 
made  with  only  one  mixer  outfit,  which  operated  con- 
tinuously two  ten-hour  shifts,  or  a  total  of  twenty 
hours. 

During  the  extreme  dry  and  hot  weather  the  315- 
foot  main  supply  cotton  belt  stretched  to  an  extent 
which  could  not  be  compensated  for  by-  the  take-up  and 
which  proved  a  sour.ee  of  annoyance.  To  obviate  this 
difficulty  wetting  of  the  under  side  of  the  belt  with  a 
hose  was  resorted  to.  This  proved  efficacious,  and 
thereafter  the  belt  was  thoroughly  wetted  every  three 
days  for  a  period  of  two  hours.  The  Conveyor  system 
was  furnished  by  the  Stephens- Adamson  Manufactur- 
ing Company.  , 


and  the  mixer,  so  that  any  temporary  irregularity  in 
the  supply  of  material  is  equalized. 

Concrete  Supply  Plants. 

There  are  three  complete  concrete  plants  erected  in 
a  line  at  the  south  end  of  the  bank  of  tanks.  Parallel 
with  this  line  and  150  ft.  farther  to  the  south  is  the 
"reservoir,"  a  200-ft.  length  of  material  bins  supplied 
at  the  west  end  by  a  track  running  north  and  south.  A 
cross-belt  conveyor  connects  the  storage  bins  with  a 
conveyor  running  over  the  top  of  each  individual  mixer 
storage  bin.  A  track  with  a  continuous  platform  along 
the  line  of  the  mixers  enables  the  supply  of  cement  to 
be  maintained  with  little  use  for  the  small  600-pound 
sheds  placed  for  emergency  near  each  plant. 

Handle  Bottom-dump  Cars  Quickly. 

Beginning  at  the  aggregate  end,  bottom-dump  cars, 
three  at  a  time,  are  hauled  up  a  slight  incline  by  a  one- 
drum  22  h.p.  electric  hoist  over  four  hoppers.  From 
one  of  them  the  material  drops  directly  on  to  a  315-ft. 
2-*-in.  conveyor  deliv  ering  to  the  storage  bin.  This 
runs  at  300  ft.  per  minute  up  an  incline  on  a  20-degree 
slope,  and  has  a  capacity  of  200  yards  per  hour.  The 
three  other  hoppers  under  the  cars  feed  a  belt  running 
parallel  with  the  track  and  discharging  on  the  main 
supplv  conveyor.  Two  cars  may  be  dumped  at  one 
time,  and  as  manv  as  five  cars  have  been  unloaded  per 
hour.  The  heat  was  so  intense  this  summer  that  a 
-bed  had  to  be  built  over  the  unloading  outfit. 

The  belt  over  the  storage  bin  is  36  ft.  above  ground 
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Practical  Hints  for  the  Contractor 

that  may  save  him  time  and  money.  If  you  know  any  labor-saving  scheme, 
send  it  in — preferably  with  illustrations.    We  will  pay  for  all  accepted  articles. 


Iiliiuiiiiiiiiiii 

Powerful  Pipe  Wrench  Dismantles 
Large-Diameter  Pipe  Line 

By  James  Ryan  and  E.  C.  Entler 

The  Engineering  Record  contains  the  following  de- 
scriptive method  for  dismantling  a  large-diameter  pipe 
line : 

In  removing  a  line  of  about  4,000  lineal  feet  of  6 
and  8-inch  pipe  with  screwed  joints  which  had  been  in 


Elevaticm 

Wrench  broke  out,  with  ease,  joints  of  8  in.  pipe  line  in  place  five  years. 

place  for  about  live  years  the  pipe  wrench  shown  in 
the  illustration  was  used  with  great  success  to  break 
the  joints.  It  was  rigged  from  a  steamboat  ratchet 
and  a  12  x  12-inch  timber  6  feet  long.  With  this  rig  it 
was  possible  for  one  man  to  start  the  joints  on  8-inch 
pipe. 

In  operation  the  wrench  was  placed  astride  the 
pipe  and  centred  over  the  coupling.  Then  the  chains 
were  given  several  turns  around  the  pipe, 'carried  over 
the  sheaves  at  the  ends  of  the  wrench  and  hooked  into 
the  special  hooks  on  ends  of  the  ratchet,  the  screw  at 
the  start  having  a  hold  of  a  few  turns  in  each  sleeve. 
Then,  by  means  of  the  handle  and  ratchet  the  chain 
was  quickly  tightened  up  and  the  joint  broken,  in  most 
cases  with  a  jump.  The  sleeves  on  the  outer  ends  of 
the  ratchets  were  kept  from  turning  over  by  the  short 
pieces  of  steel  shown  on  the  bottom  -of  the  hooks.  The 
short  diagonal  struts  on  each  side  of  the  12-inch  tim- 
ber rested  against  the  pipe  and  took  the  pull  of  the 
chains.  The  handle  used  in  the  ratchet  was  about  3 
feet  long. 

Two  short  pipe  handles  at  each  end  provided  means 
tor  carrying  the  wrench  from  place  to  place.  For 
clearness  the  chain  is  shown  on  one-half  of  the  sketch 
only,  the  other  half  being  the  same. 
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could  also  be  used  for  tightening  joints  in 
by  reversing  the  chains  and  the  diagonal 


Stretching  Three  Wires  at  One  Time 

An  interesting  method  of-stretching  the  three  wires 
of  a  power  line  at  one  time  is  illustrated  herewith. 
When  constructing  three-phase  transmission  lines  a 
great  waste  of  time  is  often  caused  in  stretching  con- 
ductors bv  the  awkwardness  of-  the  block  and  tackle 
method.  This  scheme  enables  a  small  force  of  men  to 
stretch  all  three  conductors  of  a  three-phase  line  in 
one  operation.  In  other  words,  the  three  conductors 
are  strung,  stretched,  and  tied  in  with  one  trip  over 
'the  ground  and  bv  climbing  up  each  pole  once.  ,To 
facilitate  stretching  all  three  wires  at  once  a  special 
whiffle-tree  constructed  as  shown  in  the  accompanying 
illustration  is  used.  This  device  and  a  crew  consisting 
of  a  foreman,  four  climbers,  a  team  with  driver,  and  a 
helper  on  the  wagon  to  watch  the  reels  and  fasten  the 
wire  grips,  can  handle  line  construction  rapidly  with- 
out difficulty. 

The  main  beam  of  the  special  whiffle-tree  is  made 
of  oak,  2  in.  by  4  in.  by  48  in.  long.  The  single-trees 
are  also  of  oak,  \yA  in.  by  2l/z  in.  by  32  in.  long.  A 
clevis,  %  in.  by  2  in.  iron,  fits  the  main  beam  at  its 
centre  and  is  held  by  a  pin.  Two  other  clevises  are  of 
3/16  in.  by  V/2  in.  iron,  one  placed  at  each  end  of  the 
main  beam  on  22  in.  centres.  Six  other  clevises  are 
made  of  the  same  stock  and  tit  the  ends  of  the  single- 
trees. The  spacing  is  shown  in  the  diagram.  The 
links  used  with  the  clevises  are  made  of  p$  in.  round 
iron.  This  special  device  is  attached  to  the  axle  of 
the  wagon  by  a  chain  so  that  it  drags  about  two  feet 
behind  the  rear  wheels.  Three  reels  are  mounted  upon 
the  wagon  platform  and  carry  the  wire. 

When  stringing  the  conductors  for  a  particular 
line,  each  conductor  is  dead-ended  at  the  starting  point 

To  Wagon  Axle 
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Special  whiffle-tree  for  stretching  three  wires. 

and  the  team  driven  six  spans  for  the  first  pull.  Each 
climber  takes  his  assigned  place,  one  at  a  pole,  the 
foreman  making  the  fifth,  and  each  carries  the  wires  up 
the  pole,  the  helper  meanwhile  at  the  wagon  making 
East  the  wire  grips  on  the  conductors,  thus  attaching 
the  special  whiffle-tree  to  them.  The  driver  then  starts 
the  team  and  draws  the  wires  taut.  The  brake  is  then 
applied  on  the  wheels  of  the  wagon  to  aid  the  team  in 
holding  the  strain.    After  the  four  climbers  have  tied 
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in  the  hue  the  "rips  on  the  special  w  hiule-trec  are  re- 
lca»cd  and  the  team  driven  up  tour  spans,  thus  unreel- 
ing wire  lor  another  pull,  and  the  cycle  of  operation  is 
repeated  Four  spans  have  been  found  about  the  maxi- 
mum pull  on  an  upgrade  that  can  he  made  with  one 
team  ..[  horses;  however,  on  a  downgrade  as  high  as 
Seven  spans  have  been  stretched  without  any  difficulty 
at  one  pull. 

rhis  method  of  construction  makes  possible  a  very 
taut  line,  does  not  produce  twisting  upon  any  pole, 
make-  all  wires  hang  alike,  and  is  considerably"  faster 
than  the  block-and-tacklc  method.  An  average  'of  three 
miles  <»i  line  ha-  been  strung,  stretched,  ami  tied-in  in 
"tie  day. 


Draw-Knife  Pulled  by  Hoist 

Bj  IV  H.  I  leming* 

I  In-  accompanying  sketch  shows  how  a  hoisting 
engine  was  rigged  up  to  pull  a  drawknife  for  cutting 
out  Strips  "i  puttylike  blue  clay  in  sinking  a  12-foot 
square  shaft  tor  constructing  a  "brick-lined  sewer  tun- 

Trencht  dug  w/fh 
tiling  spade 


Sectional   Plan  BB 


Sectional  Elevation  AA 

Draw-knife  pulled  by  hoist. 

nel.  A  steam  hoist  and  buckets  were  the  only  plant 
on  the  job.  and  excavating  the  tough  clay  by  the  pick- 
and--hovel  method  proved  a  very  slow  process. 

'  Assistant  City  Engineer.  St.  Catharines.  Ont.,  in  Engineering  Record. 


To  get  around  the  difficulty  the  contractor  fastened 
a  single  block  at  the  bottom  of  the  shaft,  in  one  cor- 
ner. Throttgh  this  was  run  a  line,  to  the  upper  end  of 
which  was  hooked  the  hoisting  fall  and  the  lower  end 
of  w  hich  w  as  attached  to  an  ordinary  excavating  draw- 
knife.  In  order  to  give  the  knife  a  start,  an  advance 
trench  about  6  inches  wide  and  a  foot  deep  was  cut  on 
the  two  sides,  opposite  the  corner  in  which  the  block 
was  located.  Long  slices  extending  across  the  shaft 
could  then  be  cut  out  by  the  drawknife.  These  were 
cut  up  into  18-inch  lengths  by  one  man  with  a  spade, 
while  another  threw  the  pieces  into  the  bucket  and 
two  others  guided  the  drawknife.  The  device  more 
than  doubled  the  amount  of  excavation  taken  out  in  a 
day,  while  the  daily  cost  remained  the  same. — Engi- 
neering Record. 


"Safety  First"  Nets 

In  certain  localities,  safety  nets  are  now  being 
used  for  the  protection  of  men  engaged  in  the  erec- 
tion of  steel  and  iron  structures,  replacing  planking, 
where  this  would  be  impracticable.  The  safety  nets 
are  similar  in  character  to  those  employed  for  the  pro- 
tection of  circus  performers.  They  are  claimed  to  be 
inexpensive,  easily  transported  and  removed,  and  readi- 
ly adjusted  and  applied.  They  are  suspended  between 
]  ii 'ints  where  the  men  are  working.  The  rope  netting 
has  been  found  better  than  steel  wire  netting. 


Used  Rubber  Hose  and  Long-handled  Rollers 

In  finishing  the  surface  of  a  concrete  road  in  Myers 
Park,  Charlotte,  N.C.,  W.  C.  Campbell,  the  contractor, 
used  long-handled  rollers  and  rubber  hose.  The  photo- 
graph shows  how  the  work  was  done.  The  concrete  is 
formed  to  the  shape  of  the  finished  roadway  by  means 
m|  wooden  rollers  12  in.  in  diameter  and  4  to  8  ft.  in 
length.  These  are  provided  with  long  handles  and  are 
operated  from  either  side  of  the  road.  Transverse 
joints  are  made  at  intervals  of  30  ft.  The  joints  are 
made  with  two  thicknesses  of  two-ply  tar  roofing 
paper,  so  placed  that  they  come  to  within  *4  in.  of  the 
surface,  forming  blind  or  concealed  joints.  The  sur- 
face finishing  is  done  with  an  ordinary  garden  hose, 
made  of  rubber.  This  is  dragged  over  the  surface  by 
two  laborers  from  the  concrete  gang.  The  work  is 
done  at  such  times  as  the  mixer  is  being  moved  ahead. 
No  other  finishing  is  given  the  surface. 
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Big  Grain  Elevator  for  St,  John,  N.B. 

Tenders  have  been  called  for  the  construction  of 
the  superstructure  of  a  grain  elevator  at  St.  John,  N.B., 
for  the  Canadian  Government  Railways.  The  contract 
for  the.  foundations,  consisting  of  concrete  piles  on 
rock  has  been  let  to  Engineers  and  Contractors  Lim- 
ited, St.  John.  The  elevator  is  to  be  built  of  rein- 
forced concrete,  will  be  of  the  up-house  type,  and  will 
consist  of  a  working  house  with  a  belt  gallery.  It  will 
be  on  a  site  106  x  93,  and  will  be  utilized  for  receiv- 
ing grain  from  railway  cars  and  discharging  it  into 
ocean  vessels.  The  capacity  is  550,000  bushels.  Re- 
inforced concrete  will  be  used  up  to  the  top  of  the 
bins,  and  above  that  will  be  structural  steel  and  cor- 
rugated iron  covering.  All  the  floors  will  be  o'f  con- 
crete. Two  railways  will  run  through  the  first  storey. 
The  plans  provide  for  three  elevator  legs,  two  for  re- 
ceiving the  grain  from  the  cars  and  the  other  for 
shipping,  although  all  can  be  utilized  for  shipping. 
There  will  be  a  track  hopper  beneath  the  loading  place 
for  each  car,  and  the  hoppers  are  of  a  capacity  to  each 
hold  a  car  load.  The  grain  is  to  be  elevated  from  the 
track  hoppers  to  the  top  storey  of  the  cupola,  and  from 
this  point  will  be  discharged  by  gravity  to  2,000  bushel 
garners.  Beneath  every  garner  a  2,000  bushel  scale 
hopper  is  placed,  and  from  the  scale  hoppers  the  grain 
is  distributed  through  the  spouts  to  various  bins.  The 
elevator  will  be  electrically  driven  by  individual  motors, 
while  electric  signal  and  telephones  will  be  installed. 
The  plans  have  been  designed  by  the  John  S.  Metcalf 
Company,  Limited,  Montreal,  who  will  also  supervise 
the  work  under  the  direction  of  Mr.  C.  B.  Brown,  chief 
engineer  of  the  Canadian  Government  Railways. 


Fireproof  Doors 

The  Pedlar  People,  Limited,  of  Oshawa,  Out.,  are 
distributing  a  very  attractive  booklet,  entitled,  "Ped- 
lar's Saino  All-metal  Fire  Door,"  containing  complete 
information  regarding  this  fireproofing  product.  The 
Saino  all-metal  fire  door  is  stated  to  be  radically  differ- 
ent from  any  fire  door  previously  placed  on  the  mar- 
ket. It  is  made  of  two  walls  of  cross-laid  22-gauge  gal- 
vanized corrugated  steel,  with  air  chambers,  and  inter- 


lined with  heavy  asbestos.  Patent  telescope  channels 
and  joints  provide  for  expansion  and  contraction  along 
straight  lines  without  distorting  the  door.  The  heavy 
cross-laid  corrugations  give  extreme  strength,  while  the 
elimination  of  the  heavy  wood  core  gives  light  weight 
— five  pounds  per  square  foot.  The  large  air  spaces  in 
the  corrugations,  supplementing  the  heavy  asbestos, 
give  maximum  resistance  to  heat,  as  the  fire-retarding 
qualities  of  the  door  are  not  materially  affected  by  the 
sudden  cooling  and  impact  due  to  the  application  of  a 
In  t.'  stream  while  under  extreme  heat.  These  doors  are 
tested  to  500  degrees  above  the  conflagration  point. 
By  all  these  precautions  the  radiation  of  heat  through 
the  door  and  the  amount  of  flame,  heat,  or  smoke  pass- 
ing round  the  edges  of  the  door  are  reduced  to  a  mini- 
mum. The  illustration  herewith  shows  the  asbestos 
lining  between  the  two  walls  of  cross-laid  22-gauge  cor- 
rugated iron,  thus  preventing  the  transmission  of  heat 
in  case  of  fire.  The -strong,  reinforced  frame  holds  the 
covering  firmlv  in  place,  while  the  expansion  joints 
permit  it  to  expand  and  contract  along  straight  lines 
without  warping.  This  is  a  back  view  of  the  Saino  fire 
door. 


Pumping  Outfit  for  Gharlottetown 

The  city  of  Charlottetown,  P.E.I.,  have  awarded  a 
contract  to  the  Canadian  Fairbanks  Morse  Company, 
Montreal,  for  the  supply  of  a  pumping  outfit,  consisting 
of  a  Goulds  Fig-.  3030  No.  6-S  horizontal  single-stage 
double-suction  brass-fitted  centrifugal  pump,  with  base 
plate,  fitted  with  outboard  bearings  and  pulley.  The 
pump  will  be  belt-driven  from  a  Fairbanks-Morse  15 
h.p.  type  "Y"  semi-Diesel  oil  engine.  The  machinery 
will  have  a  capacity  of  850  United  States  gallons  per 
minute  against  a  normal  total  head  of  30  feet  when 
operating  at  975  r.p.m.  The  engineers  are  Messrs.  R.  S. 
&  W.  S.  Lea,  New  Birks  Building,  Montreal. 


The  Canadian  Siegwart  Beam  Company,  Limited. 
Montreal,  have  closed  a  contract  for  the  supply  of 
104,000  square  feet  of  Siegwart  beams,  to  be  used  in  a 
shed  being  erected  for  the  Quebec  Harbor  Commis- 
sioners. 


Fig.  1— Sectional  view  of  Saino  lire  door,  rear  side 


Fig.  2    Front  side  of  fireproof  door. 
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( Construction  of  High  Tension  Trans- 
mission Lines  and  Steel  Towers 

By  Mr.  Lesslie  R.  Thomson* 


1  he  truest  economy  in  transmission  line  design  may  only 

be  Attained  by  i  close  co-operation  between  the  electrical  and 

structural  engineers  after  a  careful  weighing  of  all  the  various 
condition-  that  atTect  the  whole  project.  The  following  few 
notes  are  prepared  from  the  point  of  view  of  the  structural 
engineer  wh<>  may  be  called  into  consultation  when  a  trans- 
mission line  is  under  consideration: 

General  Characteristics. 

When  electrical  power  is  to  he  developed,  and  then  car- 
ried over  any  considerable  distance,  the  necessary  transmis- 
sion line  becomes  one  of  the  most  important  items  in  the 
estimated  cost  of  the  whole  installation.  It  will  be  admitted 
that  the  aim  should  be  not  to  so  design  the  line  that  the  orig- 
inal investment  is  a  minimum,  but  rather  to  so  lay  out  the 
Whole  scheme  that,  consistent  with  satisfactory  operation,  the 
annual  outlay  is  reduced  to  the  smallest  possible  dimensions. 
Before  going  further  it  would  be  well  to  note  at  this  point 
that  the  term  "satisfactory  operation''  is  a  very  difficult  one  to 
either  define  or  equate  to  a'  definite  financial  basis,  but  an 
attempt  will  be  made,  however,  to  reduce  it  to  tangible  terms. 

Annual  Cost. 

The  annual  cost  of  a  line  may  be  assumed  to  divide  itself 
roughly  under  the  following  heads: 

I.  Interest  on  the  original  capital  investment. 

II.  Depreciation. 

III.  Operating  costs,  e.g.,  engineering  services,  repairs, 
patrolling  and  (a)  any  premiums  on  accident  or  interruption, 
liability  insurance,  or  <b>  the  annual  equivalent  of  any  mone- 
tary damages  due  to  interruptions  to  service  (unless  covered 
by  policies  under  III. -a). 

I..  II..  and  III.  are  not  isolated  or  independent  channels 
of  expenditure,  but  are  related  one  to  the  other,  and  will,  con- 
sequently, overlap  to  a  certain  extent.  It  is  desirable  to  touch 
briefly  on  this  interdependence.  In  the  past  it  was  often  con- 
sidered that  if  the  capital  investment  was  reduced  to  a  mini- 
mum the  line  would  then  be  the  most  economical  one  pos- 
sible. This  is  now  felt  to  be  only  partly  true,  for  a  cheaply- 
constructed  line,  with  frequent  interruptions  and  accidents, 
with  perhaps  heavy  damages,  may  prove  in  the  long  run  to  be 
far  more  costly  than  a  well-designed  line  involving  a  larger 
capital  outlay.  The  problem  thus  resolves  itself  into  prepar- 
ing a  design  on  which  the  sum  of  I.,  II.,  and  III.  is  a  mini- 
mum. r ': 
I.  Capital  Charges. 

It  will  be  readily  seen  that  items  I.  and  II.  will  contribute 
a  fairly  important  part  of  the  total  annual  cost,  and,  conse- 
quently, any  attempt  to  reduce  the  capital  investment  will 
result  in  the  reduction  of  both  the  interest  and  depreciation 
charges.  The  following  list  comprises  the  various  heads  under 
which  the  capital  expenditure  is  distributed:  (a)  Wires  and 
splices:  fb)  towers  or  poles;  (c)  insulators;  (d)  guy  wires; 
lei  right  of  way  complete,  or  ff)  land  for  towers,  with  right 
of  passage  for  overhead  wires;  fg)  foundations;  (h)  erection, 
including  the  delivery  of  the  towers;  (j)  engineering  services. 

The  cost  of  all  the  foregoing  will  vary,  of  course,  with 
every  change  in  the  layout  of  the  line.  The  minimum  clear- 
ance of  wires  from  the  earth,  all  the  electrical  characteristics, 
such  as  voltage,  number  of  circuits,  number  of  phases,  power 
per  circuit,  sizes  and  types  of  insulators,  etc.,  and  the  average 
span  length,  will  all  affect  the  total  capital  cost.    But  for  pur- 

*  Before  Canadian  Society  of  Civil  Engineers,  Montreal.  Nov.  16th,  1916 


in.sis  of  discussion,  from  the  point  of  view  of  this  paper,  it 
may  he  'assumed  that  all  electrical  features  have  been  fixed, 
together  witli  the  minimum  clearance  of  wires  from  ground. 
Tins  leaves  span  length  as  a  remaining  variable  whose  changes 
will  affect  the  capital  cost. 

I'lje  effect  of  span  length  on  capital  cost  is  a  little  difficult 
to  predict  with  any  certainty,  but  various  characteristics 
undoubtedly  influence  it,  and  these  characteristics  will  be 
examined.  Reverting  now  to  the  list  of  headings  under  which 
capital  expenditure  may  be  distributed,  it  will  be  noticed  that 
tin'  cost  of  certain  of  them  will  be  practically  unaffected  by 
any  change  in  span  length.  These  items  are  (a),  (d),  and  (j). 
The  cost  of  wires  and  splices  may  be  assumed  to  be  inde- 
pendent of  span  length,  for  most  transmission  cables  are 
strong  enough  in  any  event  to  carry  their  loads  over  com- 
paratively long  spans,  while  the  increase  in  cable  length — due 
to  larger  sags — may  be  neglected.  Similarly  the  cost  of  guy 
wires  (d)  and  of  engineering  services  may  be  regarded  as 
being  independent  of  span  length. 

The  items,  now  remaining  are  those  whose  costs  vary  with 
the  changes  in  the  span  length.  If  short  spans  are  to  be  used 
there  will  be  a  large  number  of  light  towers,  or  perhaps  poles, 
with  consequently  heavy  costs  for  insulators  and  possibly  for 
erection.  On  the  other  hand,  the  right  of  way  will  be  less 
expensive  than  were  longer  spans  desired.  This  will  be  easily 
appreciated  when  one  considers  the  fact  that  long  spans 
necessitate  increased  distances  centre  to  centre  of  conductors 
at  cross-arms,  and  also  large  sags  in  the  cables,  which,  in 
heavy  winds,  must  have  wide  arcs  of  swing.  These  facts 
naturally  require  for  the  line  wider  limits,  and,  consequently', 
a  more  expensive  right  of  way,  in  order  that  the  cables  shall 
at  all  times  and  under  all  circumstances  remain  within  the 
limits  of  the  property  or  passage  right  acquired.  As  the  spans 
increase  in  length  the  towers  become",  of  course,  heavier,  but 
there  are  naturally  fewer  of  them  to  the  mile,  and  it  must  be 
borne  in  mind  that  the  cost  of  insulators  varies  directly  with 
the  number  of  towers.  Pole  lines  usually  have  spans  of  150 
feet  to  300  feet  long,  while  tower  lines  have  spans  of  from 
300  feet  to  2,500  feet,  depending  on  the  judgment  of  the  engi- 
neer. In  flat  country  a  succession  of  equal  spans  with  as  few 
horizontal  angles  as  possible  will  give  the  most  economical 
arrangement.  In  mountainous  country  the  high  points  along 
the  line  should  be  selected  for  the  tower  sites,  and  very  little 
effort  should  be  made  to  keep  all  spans  of  equal  length.  For 
sake  of  repairs,  shipping,  storage  of  spare  parts,  etc.,  all  tow- 
ers should  be  made  alike  unless  some  exceptional  circum- 
stances should  demand  a  few  special  towers.  By  selecting 
high  points  for  the  towers  in  rough  country  a  considerable 
saving  may  often  be  effected,  owing  to  the  fact  that  the  con- 
ductors will,  in  general,  be  above  the  trees,  and  consequently 
the  necessity  for  a  large  amount  of  expensive  clearing  on  the 
right  of  way  is  obviated.  Also  tower  sites  in  mountainous 
country  should  not  be  placed  in  the  path  of  possible  snow  or 
land-slides,  while  towers  placed  near  rivers  that  are  liable  tp 
overflow  their  banks  should  be  protected  by  cribs  or  piling. 
The  cost  of  foundations  will  naturally  increase  as  the  num- 
ber of  towers  increases,  and  will,  in  general,  be  cheapest  per 
mile  when  long  spans  are  selected.  The  cost  of  erection  will, 
within  certain  limits,  vary  directly  as  the  number  of  towers. 
The  question  of  lightning  also  enters  into  the  discussion  to  a 
small  extent.  It  has  been  found  to  be  particularly  true  that 
lightning  most  frequently  discharges  through  one  of  the  pin 
insulators  to  the  tower  rather  than  travels  along  the  line  to  a 
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lightning  arrester  provided  for  the  purpose.  Consequently  the 
fewer  towers  and  insulators,  with,  however,  the  same  number 
of  lightning  arresters  per  mile,  the  less  likelihood  of  damage 
by  lightning. 

Structural  steel  poles  are  the  more  economical  for  short 
spans,  and,  without  further  comment,  will  be  assumed  to  be 
used.  The  advantages  of  short  spans  with  poles  are  as  fol- 
lows: Short  cross-arms  and  small  bases  permit  narrow  rights 
of  way;  frequent  supports  for  conductors,  by  reducing  sags 
and  hence  swings,  enable  lines  to  have  a  narrow  right  of  way; 
steel  in  poles  is  likely  to  be  economically  used;  and  riveting 
on  poles  is  done  in  the  shop,  which  is  superior  to  the  held- 
bolting  necessary  for  towers.  The  disadvantages  are  higher 
costs  for  steel  supports  and  insulators  per  mile.  It  will  have 
been  recognized  by  this  time  that  great  emphasis  has  been 
laid  upon  the  cost  of  right  of  way  and  the  saving  that  may  be 
effected  by  reducing  its  width.  The  importance  of  this  can 
hardly  be  overestimated,  especially  in  regions  where  land  is 
expensive.  It  will  generally  be  found  that  in  modern  trans- 
mission lines  entering  cities  or  towns  the  saving  in  cost  of 
right  of  way  more  than  compensates  for  any  increased  cost  of 
insulators  or  poles. 

II.  Depreciation. 

The  depreciation  in  the  towers  depends  on  the  type  of 
protection  afforded,  severity  of  climate,  presence  of  chemicals 
in  either  the  air  or  ground,  and  on  the  amount  of  original 
"stability"  provided.  By  the  term  "stability"  is  meant  that 
excess  thickness  demanded  by  the  structural  engineer  for  sake 
of  rigidity.  For  example,  it  may  be  often  found  that  when  a 
2J^x2^xJ/(j  angle  might  perhaps  figure,  the  engineer  will 
insist  on  %l/2  x  %l/t  x  J4,  because  of  his  distrust  of  thin  legs,  or 
because  of  specification  requirements  on  minimum  thickness. 

The  protection  usually  given  to  towers  and  foundations 
is  either  galvanizing  or  paint.    If  it  be  desired  to  paint  over 
the  galvanizing,  though  this  is  usually  regarded  as  quite  un 
necessary,  a  special  paint  must  be  secured. 

III.  Operating  Costs. 

Operating  costs  are  capable  of  being  fairly  closely  esti- 
mated before  the  line  is  built,  but  the  discussion  of  them  lies 
outside  the  scope  of  this  paper.  It  will  be  remembered,  how- 
ever, that  they  must  be  estimated  when  "satisfactory  opera- 
tion" is  being  furnished.  As  mentioned  above,  this  is  difficult 
to  define,  but  some  idea  may,  however,  be  formed  of  its  finan- 
cial equivalent.  Most  engineers  agree  that  a  large  amount  of 
power  is  entitled  to  more  insurance  than  a  small  amount, 
whether  this  insurance  be  paid  directly  in  the  form  of  pre- 
miums or  whether  it  be  paid  in  the  form  of  increased  interest 
charges  on  a  larger  capital  investment.  Again,  certain  ser- 
vices, from  the  very  nature  of  the  case,  must  be  continuous. 
For  example,  a  city  engineer  whose  low  tension  bus  bars  sup- 
ply power  for  lighting,  street  railway,  and  general  office  ser- 
vice, would  probably  consider  one  shut-down  a  year  of  even 
ten  minutes'  duration  as  very  unsatisfactory,  for  there  would 
be  investigations  without  number  enquiring  why  citizens  were 
stalled  in  the  streets,  caught  in  elevators  between  floors,  etc, 
etc.  On  the  other  hand,  power  delivered  to  electric  pumping 
stations  in  a  small  locality  would  be  satisfactory  if  they  had 
power  for  75  per  cent,  of  the  day. 

Having  reduced  the  question  of  "satisfactory  operation" 
for  different  types  of  service  to  a  definite  basis,  the  engineer 
should  use  his  own  judgment  as  to  the  amount  of  insurance 
the  service  needs,  and  thus  the  financial  equivalents  for  vari- 
ous types  of  service  may  be  approximated.  It  is  interesting 
to  note  in  this  connection  that  many  engineers  feel  that  it  is 
impossible  to  provide  absolutely  continuous  service  over  one 
circuit.  If  two  circuits  are  provided,  they  may  be  either  on 
the  same  tower  or  on  separate  towers,  with  the  same  or  inde- 
pendent rights  of  way.  It  is  on  questions  of  these  kinds  that 
the  judgment  of  the  engineer  must  be  exercised  to  obtain  the 
most  economical  solution. 


Loads. 

The  loads  on  a  transmission  line  tower  are  of  three 
classes,  each  system  at  right  angles  to  the  other  two.  They 
may  be  described  as  the  (a)  dead,  (b)  transverse,  (c)  longitu- 
dinal and  will  be  discussed  in  order: 

(a)  The  total  dead  load  is  obtained  by  taking  the  sum  of 
(J)  tower  itself;  (2)  weight  of  all  wires  supported  by  the 
structure;  (3)  the  weight  of  the  snow  or  ice  coating.  It  is  on 
this  point  that  climate  enters  into  the  question.  In  the  south 
Y2  inch  of  ice  coating  is  sufficient,  but  in  northern  coun- 
tries like  Canada  more  allowance  must  be  made.  The 
Montreal  Light,  Heat,  and  Power  Company  assumes  y\  in.  on 
each  side,  making  the  diameter  of  the  cable  in.,  plus  its 
own  thickness.  (From  information  supplied  to  the  writer  by 
Mr.  R.  M.  Wilson,  chief  electrical  engineer  of  the  M.  L.,  H., 
and  P.  Co.) 

(b)  The  transverse  loads  arise  from  the  action  of  the  wind 
on  the  towers  and  cables.  It  is  usual  to  neglect  the  wind 
pressures  on  cross-arms  and  insulators.  The  most  frequently 
assumed  wind  pressures  in  England  and  the  United  States  are 
56  pounds  and  30  pounds  per  square  feet  of  exposed  normal 
surface.  A  cylindrical  surface  is  usually  considered  to  present 
0.6  of  its  projected  area  as  an  effective  normal  surface.  In 
America  it  is  readily  recognized  that  wind  pressures  up  to  50 
pounds  per  square  foot  are  quite  possible,  but  only  over  small 
areas.  For  any  considerable  surface  30  pounds  is  felt  to  be  a 
liberal  estimate,  it  is  a  matter  of  observation  that  wind  pres- 
sures decrease  as  one  approaches  the  ground.  For  the  fore- 
going reasons  it  seems  adequate  to  take  the  following  pres- 
sures, and  they  are  recommended:  (1)  On  structure  itself 
(on  two  series  of  faces),  30  pounds  per  square  foot;  (2)  on 
bare  wires,  15  pounds  per  square  foot;  (3)  on  projected  area 
of  ice-covered  wires  up  to  l/2  in.  of  ice,  10  pounds  per  square 
foot;  (4)  on  projected  area  of  ice-covered  wires  with  more 
than  y2  in.  ice,  8  pounds  per  square  foot. 

The  only  question  about  which  any  doubt  may  be  raised 
in  the  foregoing  is  the  allowance  of  heavy  wind  on  coated 
cables.  Many  engineers  feel  that  these  never  occur  simul- 
taneously, and  some  are  dubious  as  to  whether  sleet  ever 
forms  in  a  conductor  carrying  an  appreciable  amount  of  elec- 
trical power.  But  the  majority  will  admit  that  ice  and  wind 
do  occur  together,  and  hence  the  necessity  of  providing  for  it. 

(c)  The  longitudinal  loads  are  obtained  by  assuming  one 
or  more  conductors  to  break,  and  thus  place  on  the  cross- 
arms  an  unbalanced  load — tending  to  produce  torsional 
effects  in  the  towers.  Certain  specifications  insist  that  pro- 
vision shall  be  made  for  all  wires  on  one  side  of  the  longi- 
tudinal centre  line  of  tower,  breaking  together  with  the 
ground  wire,  while  others  only  require  one  conductor  and 
ground  wire  per  circuit. 

Angles. 

When  turning  longitudinal  angles  the  usual  practice  is  to 
put  in  standard  line  towers  unless  this  angle  exceeds  10  de- 
grees. In  the  latter  event  either  a  standard  tower  with  wire 
guys  or  a  special  tower  designed  to  carry  the  actual  loads  is 
placed  in  position,  bisecting  the  angle  of  the  line.  The  use  of 
a  special  tower  is  the  better  practice,  as  the  transverse  guys 
introduce  more  or  less  indeterminate  stresses. 

Tests. 

During  the  la"st  decade  or  so  purchasers  have  been  insist- 
ing on  actual  mechanical  tests  of  a  certain  number  of  towers 
before  acceptance  for  delivery  of  any  of  them.  The  test 
loads  usually  specified  for  each  type  of  loading  are  double  the 
actual  values  (calculated).  It  is  customary  for  the  specifica- 
tions in  use  to  read  "the  tower  shall  not  fail,"  and  this  is  usu- 
ally interpreted  to  mean  that  no  member  or  part  shall  fail  by 
buckling  or  parting.  In  a  well-known  international  trans- 
mission line  the  tests  were  of  two  sorts  (a)  and  (b).  For 
tests  (a)  the  towers  were  set  on  rigid  foundations,  in  the 
manufacturer's  plant,  and  all  calculated  loads  were  doubled 
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Md  applied.  In  tests  (b)  the  towers  were  set  up  on  special 
held  foundations  Mel  »0  per  cent,  of  loads  used  in  tests  (a) 
were  applied.  * 

This  specification  is  indicative  of  a  growing  conviction 
among  engineers  that  the  effect  on  the  towers  themselves  of 
non-rigid  inundations  may  no  longer  l>e  neglected.  It  is  evi- 
dent that  if  the  foundations  of  a  four-legged  tower  are  some- 
what clastic  with  irregular  settlement  there  will  lie  an  entirely 
new  -.tress  distribution  within  the  structure.  This  point  will 
be  touched  upon  more  fully  under  the  head  of  "Foundations." 

It  is  well  to  realize  that  these  test  factors  bear  a  close 
relation  to  the  unit  stresses  specified;  and  they  will  be  dis- 
cussed later  under  unit  stresses.- 

Unit  Stresses. 

Working  stresses  for  the  towers  of  a  transmission  line 
are  to  be  used  with  loads  that  may  actually  occur  at  not  infre- 
quent intervals,  there  being  no  impact  whatever.  On  the  other 
hand,  their  maximum  values  are  capable  of  being  actually 
determined.  Hence  it  is  a  little  difficult  to  relate  them  intelli- 
gently t>>  bridge  stresses,  Certain  engineers  feel  that  conser- 
vative unit  stresses  for  towers  are  somewhat  in  the  nature  of 
an  insurance  or  guarantee,  and  that  for  lines  not  so  important 
a-  trunk  lines  higher  stresses  may  justifiably  be  used.  In  this 
connection  R.  Fleming  divides  proposed  towers  into  three 
classes — A,  11,  and  C — and  allots  unit  stresses  for  each  class, 
depending  on  their  importance,  thus: 

Class  A. —  Towers  for  a  line  whose  purchaser  insists  upon 
uninterrupted  service,  with  heavy  penalty  clauses.  Cases 
where  failure  of  tower  would  mean  probable  loss  of  life,  as  in 
thickly  populated  regions. 

Class  B. — Towers  for  a  line  where  certain  interruptions 
are  not  inadmissible.  Towers  for  a  line  through  sparsely  set- 
tled country. 

Class  C. — Towers  that  must  be  put  up  as  cheaply  as  pos- 
sible, independent  of  all  other  considerations. 

He  then  gives  the  following  unit  stresses  for  open  hearth 
structural  steel:  Class  A,  22,500.  pounds  per  square  inch; 
class  B,  27.000  pounds  per  square  inch;  class  C,  no  definite 
figure  given,  but  the  inference  is  that  certain  engineers 
assume  that  wind  and  ice-covered  cables  are  not  considered 
as  occurring  simultaneously,  and  the  resulting  loads  are  fig- 
ured at  30.000  pounds  per  square  inch.  He  condemns  this 
high  figure  as  being  too  near  the  elastic  limit,  and  does  not 
commit  himself  as  to  the  assumption.  Before  this  question  of 
the  unit  stresses  to  be  used  can  be  finally  settled  their  rela- 
tion to  the  test  safety  factor  must  be  discussed  briefly. 

It  was  noted  in  the  preceding  paragraph  that  many  pur- 
chasers insist  on  test  loads  of  double  the  actual  calculated 
load.  If,  for  example,  the  tower  under  test  belonged  to  class 
B  of  Mr.  Fleming's  list,  and  the  material  were  closely  de- 
signed, the  resulting  stress  in  certain  of  the  members  would 
be  54.000  pounds  per  square  inch.  This  is  much  beyond  the 
elastic  limit,  and  the  tower  would  probably  fail.  If,  however, 
instead  of  an  arbitrary  test  factor  of  2,  the  purchaser  would 
insist  upon  a  test  safety  factor  having  for  its  magnitude  the 
ratio  between  extreme  elastic  limit  and  unit  stress  desired 
(which  should  be  conservative),  and  would  at  the  same  time 
stipulate  that  the  maximum  combination  of  loads  must  be 
used,  the  resulting  towers  would  be  in  no  danger  of  being 
weak  or  badly  detailed,  and  rigid  tests  to  elastic  limit  would 
be  not  only  possible,  but  would  be  welcomed  by  the  manufac- 
turer. 

Conductors  and  Wires. 

(a)  Conductors. — These  are,  in  general,  of  three  different 
kinds — (T)  copper,  (2)  aluminum,  (3)  steel  reinforced  alum- 
inum. The  latter  two  are  the  ones  frequently  used  in  trans- 
mission lines  to-day  owing  to  the  high  price  of  copper.  A 
cable  often  used  by  the  Montreal  Light,  Heat,  and  Power 
Company  tor  high  tension  service  consists  of  a  steel  stranded 
core  of  "8.500  cm.  and  a  stranded  aluminum  sheath  of  336,420 
cm.,  with  a  total  diameter  of  about  0.74.  As  mentioned  above, 


this  paper  does  not  intend  to  do  more  than  touch  upon  these 
purelj  electrical  features  that  may  need,  however,  to  be  men- 
tioned in  passing. 

(h)  (iround  Wires. — These  wires  may  be  of  either  strand- 
ed or  solid  steel,  and  arc  about  J/2  in.  in  diameter.  Those 
engineers  who  place  reliance  in  the  capacity  of  these  ground 
cable-.  t<>  save  the  lines  from  lightning  usually  assume  that 
they  protect  all  conductors  underneath  and  within  45  degree 
lines. 

(c)  Stresses  and  Sags. — The  stresses  and  sags  in  any  of 
i  hese  conductors  may  be  found  from  the  well-known  equa- 
tions which  are  presented  in  very  clear  form  in  an  article 
entitled  "Mechanical  Stresses  in  Transmission  Lines,"  by  A. 
Guell,  Bulletin  No.  54,  the  University  of  Illinois,  Eng.  Exp. 
Station. 

(,d)  Swings. — As  the  swing  of  wires  between  supports 
often  affects  the  width  of  right  of  way,  the  following  vertical 
swing  angles  will  be  of  service  in  allowing  for  this  character- 
istic: (  Upper  conductors,  45  degrees;  steel  aluminum,  50  de- 
grees; aluminum,  55  degrees. 

(e)  Insulators. — Insulators  are  of  two  main  types — the 
pin  and  the  suspended.  The  former  are  used  almost  univer- 
sally up  to  voltages  of  60  or  70  kilowatts,  while  for  higher 
voltages  the  suspended  insulators  are  preferred,  the  number 
of  units  being  dependent  on  the  amount  of  the  voltages.  Pin 
insulators  for  h.t.  service  are  always  of  the  petticoat 
type,  and  are  manufactured  in  a  great  variety  of  designs.  The 
modern  practice  is  to  use  wrought  iron  or  steel  pins,  and 
care  should  be  taken  that  the  insulators  are  strong  against 
electrostatic  puncture  to  the  pin.  The  ratio  of  the  resistances 
to  puncture  and  to  flash  over  should  be  about  1.6. 

If  possible,  pin  insulators  should  be  used  on  account  of 
their  many  superior  characteristics,  chief  among  which 
should  be  mentioned  their  rigidity.  The  advantage  of  a  rigid 
support  for  the  conductor  is  manifest  should  there  be  any 
tendency  of  the  wire  to  "whip"  under  the  following  condi- 
tions: Suppose,  for  example,  there  is  a  heavy  coating  of  sleet 
on  a  conductor  with  a  warm  sun  and  wind.  The  sleet  will,  in 
general,  be  melted  off  in  large  blocks  rather  than  gradually. 
These  long  blocks  of  heavy  ice,  suddenly  released,  impart  to 
the  wire  a  whipping  effect  in  a  vertical  plane,  which  is  trans- 
mitted along  the  wire  by  a  wave-like  motion.  If  the  point  of 
support  is  rigid  the  whipping  is  arrested,  but  if  not  it  may 
jump  high  enough  to  touch  part  of  the  tower  or  even  meet 
another  conductor.  For  this  reason  conductors  on  suspended 
insulators  are  seldom,  if  ever,  in  modern  design,  placed  verti- 
cally over  one  another.  Often  each  conductor  is  suspended 
by  two  strings  of  insulators,  each  set  at  a  good  angle  to  the 
other  in  order  to  secure  greater  rigidity. 

Suspended  insulators  are  of  two  or  three  main  types,  each 
unit  being  a  duplicate  of  every  other  one.  The  bell  or  petti- 
coat units  are  familiar  to  all. 

With  whatever  type  of  insulator  a  h.t.  line  be  equipped,  it 
is  to  be  borne  in  mind  that  the  first  two  or  three  years  will  be 
in  the  nature  of  test  years,  for  .electric  storms  will  in  that 
time  be  pretty  sure  to  have  discovered  the  weak  insulators, 
and,  irrespective  of  any  lightning  protection,  a  marked  im- 
provement in  the  annual  insulator  cost  should  be  apparent  by 
the  end  of  the  third  year. 

(f)  Ties. — The  design  of  the  tie  is  always  dependent  on 
its  required  function.  Certain  ties  are  designed  to  be  rigid, 
and  to  hold  the  wire  not  only  from  vertical  displacement  but 
from  longitudinal  movement  as  well.  Such  ties  would  be 
placed  on  any  dead  end  or  anchor  tower.  Sometimes  it  is 
desired  that  in  the  event  of  a  cable  breaking  the  entire  longi- 
tudinal pull  shall  not  be  given  to  only  one  tower,  but  rather 
distributed  over  two  or  more.  In  this  latter  event  the  tie  is 
designed  to  allow  a  certain  amount  of  slip.  Tn  certain  in- 
stances it  or  the  pin  is  designed  to  break  absolutely  should 
the  load  become  more  than  nominal  (e.g.,  ties  to  a  so-called 
"flexible"  tower).  Whatever  type  of  tie  to  pin  insulators  be 
adopted,  there  are  two  points  that  should  not  be  overlooked — 
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first,  protection  must  be  given  the  conductor  against  arcing 
from  it  to  the  grounded  pin;  second,  protection  must  be  given 
the  cable  against  confined  arc  occasioned  by  a  puncture  of 
the  insulator.  The  first  is  usually  afforded  by  a  large  amount 
of  serving  in  the  cable  by  the  tie  wire  and  the  second  is 
accomplished  by  extra  parcelling  around  the  cable  with 
either  soft  copper  or  aluminum  plate. 

Poles. 

'  The  two  following  sections  touch  respectively  on  the 
design  of  poles  and  towers.  The  distinction  between  these 
may  be  clearly  drawn  in  a  few  words:  A  pole  is  a  steel  or  iron 
structure  whose  ratio  of  base  width  at  ground  level  to  height 
is  small.  This  ratio  is  usually  in  the  neighborhood  of  1.10  or 
smaller.  A  secondary  distinction  may  be  drawn  from  the 
base  support,  which  is  nearly  always  monolithic,  and  conse- 
quently acts  as  a  unit  in  supporting  the  load. 

By  a  tower  is  meant  a  light  fabricated  steel  structure,  in 
which  the  distance  at  ground  level  between  main  upright  sup- 
ports in  any  one  direction  is  large  compared  with  the  height 
of  the  structure.    A  usual  value  for  this  ratio  is  J4. 

The  design  of  steel  transmission  poles  has  crystallized 
into  a  three  or  four-latticed  angle  type,  with  a  triangular  or 
square  base  respectively,  back  to  back  angles  about  1/12  of 
the  height  to  the  first  of  the  conductors.  These  are  set  on 
pin  insulators  vertically  over  one  another  at  about  G  feet 
centres  for  66  kilovolts,  and  a  ground  wire  is  located  at  the 
same  distance  above  the  uppermost  conductor.  Frequently 
the  sides  of  the  pole  are  slightly  tapered  toward  the  top, 
where  the  distance  back  to  back  of  angles  is  about  1/24  the 
height  from  ground  to  first  conductor.  Horizontal  bracing- 
is  usually  placed  in  these  poles  at  about  1/3  points  to  aid  in 
resisting  torsional  loading.  The  pole  is  set  into  a  concrete 
foundation  for  about  6  or  7  feet,  while  the  enclosed  space 
between  the  main  leg  angles  above  the  foundation  is  fre- 
quently filled  with  concrete  for  a  height  of  about  5  or  6  feet. 
By  selecting  comparatively  short  spans  the  sag  may  be  re- 
duced to  very  small  quantities  and  hence  the  height  from 
ground  to  first  conductor  may  be  kept  down. 

Towers. 

(a)  General  Hints  on  Design. — Designs  for  towers  have 
not  absolutely  crystallized  as  yet,  but  for  rigid  towers  two 
main  types  are  emerging  from  the  mass  of  all  sorts  of  odd 
designs  that  have  from  time  to  time  appeared.  For  the  want 
of  better  terms  they  may  be  described  as  the  braced  A  frame 
and  the  windmill  type.  The  latter  are  the  more  frequent, 
especially  for  the  longer  spans  which  necessitate  higher 
towers. 

In  designing  a  tower  the  spans  should  first  be  approxi- 
mately determined  and  the  classification  of  the  tower  selected 
on  the  type  of  service  required.  The  various  loads  are  then 
figured — dead,  ice,  wind,  and  breaking.  The  grouping  of  the 
wires  is  usually  determined  from  electrical  considerations, 
and,  with  a  knowledge  of  maximum  sag  for  a  span,  the 
heights  of  each  wire  may  be  determined  from  ground  eleva- 
tion. The  outline  of  the  tower  and  cross-arms  may  be  then 
sketched  in  as  a  trial.  Every  effort  should  be  made  to  have 
the  stress  lines  as  direct  as  possible.  It  will  be  noted  that 
any  load,  in  any  direction  whatever,  imparted  to  the  tower  at 
the  insulator  supports  is  conveyed  to  the  ground  in  tension 
and  compression  by  the  four  main  legs,  and  in  tension  by 
some  of  the  main  diagonals.  The  great  .directness  of  the 
straight  line  stress  route  is  very  desirable.  It  obviates  the 
customary  crossing  back  and  forward  by  alternate  diagonals 
and  struts,  which  inevitably  tends  toward  loose  joints  in  a 
light,  bolted  structure  like  a  transmission  tower.  Another 
result  is  to  reduce  the  detail  weight  in  connections,  etc.,  be- 
cause main  stresses  are  not  being  carried  into  the  strut  brac- 
ing. 

In  addition  to  usual  vertical  bracing  designed  to  with- 
stand longitudinal  or  transverse  displacement  of  the  top  or  to 


stiffen  the  main  legs,  when  subject  to  such  stresses,  brac- 
ing in  a  horizontal  plane  should  be  put  in  to  resist  warping 
from  torsional  loading. 

"Flexible"  towers,  first  suggested  by  the  Italian  engineer, 
Smenza,  are  constructed  to  be  rigid  in  a  direction  transverse 
to  the  line,  and,  of  course,  against  vertical  loads.  These,  then, 
become  very  effective  supports  for  the  line  against  the  verti- 
cal dead  load  of  conductors,  ice,  snow,  etc.,  and  also  against 
wind.  But  by  their  design  they  are  quite  flexible  in  a  longi- 
tudinal direction.  A  distinct  saving  is  thus  effected  in  the 
weight  of  these  towers  by  the  absence  of  any  longitudinal 
bracing.  As  mentioned  elsewhere,  the  tie  fastening  the  con- 
ductors to  these  flexible  towers  is  usually  designed  to  give 
way  under  even  a  comparatively  small  longitudinal  pull,  and 
this  obviates  the  chance  of  complete  destruction  of  the  tower 
by  broken  cables.  In  designing  a  transmission  line  with 
flexible  towers  the  engineer  uses  one  or  more  of  them  con- 
secutively— the  number  depending  on  span  length  selected, 
configuration  of  the  ground,  etc.,  and  then  one  dead-end 
tower,  where  all  conductors  are  firmly  anchored. 

One  of  the  best-known  examples  of  flexible  towers  in 
Canada  is  to  be  found  in  the  municipal  transmission  line 
between  Winnipeg  and  Point  du  Bois,  Man.  In  this  case  the 
engineers — Smith,  Kerry,  and  Chace — have  placed  rigid  and 
flexible  towers  alternately  at  about  COO  feet  cts.  The  tie  to 
each  insulator  on  these  towers  is  only  good  for  80  to  100 
pounds  before  it  fails. 

It  is  generally  admitted,  however,  that  flexible  towers  are 
not  quite  so  reliable  as  the  braced,  and  it  is  just  a  question  as 
to  how  far  their  increased  economy  offsets  their  decreased 
.  reliability. 

(b)  Cross-arms. — The  cross-arms  for  pin  insulators  must 
be  very  carefully  designed  owing  to  the  heavy  torsional 
stresses  developed  in  them  by  the  height  of  the  insulator  pins. 
Cross-arms  for  suspended  insulators,  on  the  other  hand,  have 
these  loads  applied  almost  directly  on  the  arm.  Cross-arms 
should  always  be  designed  for  about  1,200  pounds  suspended 
at  each  extremity,  for  one  or  two  repair  men  at  any  time  niay 
have  to  be  at  the  very  end  of  the  arm. 

(c)  Ladders. — A  step  bolt  ladder  should  always  be  pro- 
vided ascending  one  leg  of  the  tower.  It  is  frequently  re- 
quired that,  after  passing  the  first  cross-arm,  ladders  shall  be 
provided  on  two  legs  to  the  top  in  order  to  allow  use  of 
either  corner  as  a  route  from  lowest  cross-arm  to  top  of 
tower.  , 

(d)  Foundations. — The  foundations  of  the  towers  are.  in 
the  main,  of  two  kinds:  (1)  Steel,  with  anchor  or  bearing 
piece;  and  (2)  concrete.  The  simplest  steel  foundation  is  the 
single  stub  angle,  in  which  each  leg  of  the  tower  is  supported 
by  a  small  angle  let  into  the  ground. 

(1)  The  stubs  consist  of  comparatively  short  pieces  of 
angle,  with  holes  punched  in  each  leg  at  the  tops.  These 
holes  match  the  holes  punched  in  the  bottom  of  the  main 
tower  legs.  On  the  other  end  of  the  stub  angles  there  arc- 
riveted  or  bolted  bearing  devices  of  one  kind  or  another. 
These  usually  consist  of  a  piece  of  8  in.  or  10  in.  about  2  ft. 
or  2  ft.  0  in.  long,  two  angles  about  the  same  length  or  old 
pieces  of  I-beams,  etc.  In  practice  these  foundations  are  set 
as  follows:  Four  holes  are  dug  at  the  proper  centres  and  to 
the  desired  depth.  Each  stub  angle,  with  its  bearing  piece,  is 
set  into  the  proper  hole,  care  being  taken  that  it  rests  'on 
undisturbed  earth.  The  foundations  arc  then  bolted  to  a 
large,  full-size  template  built  to  duplicate  a  standard  tower. 
When  bolted  up  in  this  way  the  earth  and  gravel  arc  then 
backfilled  and  tamped  into  position.  This  style  of  foundation 
is  fairly  satisfactory,  except  on  hard  rock,  where  some  type 
of  fox  or  wedge  bolts  should  be  grouted  in  with  either  cement 
or  sulphur.  The  tops  should  be  forged  to  lit  the  tower  legs 
which  arc  then  bolted  directly  to  them.  Stub  angle  founda- 
tions are  not  suitable  for  marsh  or  swampy  lands.  Steel  foun- 
dations may  also  be  of  the  steel  tripod  stub  type,  where  each 
leg  of  the  tower  is  supported  by  a  complete  tripod,  to  apex  of 
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which  is  fastened  the  main  allele.  The  base  ol  the  tripod  is 
inaile  up  of  >oine  simple  bearing  device  in  plates,  angles,  or 
channels.  The  upliit  capacity  of  the  tripod  type  is  about  50 
per  cent,  greater  than  that  of  the  single  stub. 

{$)  Concrete  foundations  are  becoming  more  used  in  re- 
cent years  tor  the  large  towers  supporting  long  spans.  Their 
suprem.u >  and  solidity  also  recommend  them  highly  tor  the 
foundations  .•[  special  dead-end  and  angle  towers.  These 
foundations  are  of  several  types — mushroom  without  forms, 
mushroom  with  steel  or  wooden  forms,  truncated  pyramid 
type  to  forms. 

The  mushroom  type  is  usually  constructed  by  digging 
postholcs  about  10  in.  in  diameter  and  about  (>  ft.  deep.  The 
bottom  section  is  then  undercut  for  a  depth  of  about  two 
feet  and  to  a  diameter  of  about  5  ft.,  leaving  in  the  upper  part 
a  parallel-sided  posthole  for  about  4  ft.  Sometimes  the  spread 
of  the  bottom  portion  is  made  by  dynamite  instead  of  digging. 
In  either  case  the  stub  angle  or  other  type  of  steel  foundation 
-  >et  to  template  and  the  concrete  is  poured.  Forms  are 
Often  hard  to  set  and  hold  in  place  owing  to  their  tendency  to 
lift  when  concrete  is  being  placed.  Concrete  foundations  of 
type  (In  are  difficult  and  somewhat  expensive  because  of  the 
difficulty  m  setting  the  forms.  This  type  is  satisfactory  in 
service,  however,  i<>r  swampy  locations,  owing  to  the  large 
spread  that  may  be  given  to  the  base.  The  anchor  bolts  are 
usually  set  I"  template  before  the  concrete  is  poured.  The 
t'.wer  legs  for  these  foundations  have,  of  course,  small  angle 
shoes  to  rest  on  the  concrete,  and  the  anchor  bolts  pass 
through  them.  W  ith  all  concrete  foundations  care  must  be 
taken  to  effectively  ground  tho  tower  electrically  by  some 
standard  device. 

The  whole  question  of  to\\er  foundations  is  one  that 
bears  a  very  important  relation  to  the"  strength  of  four-legged 
towers,  and  it  is  highly  probable  that  in  the  past  many  struc- 
tures have  failed  owing  to  some  small  uplift  of  one  founda- 
tion rather  than  to  any  inherent  weakness  in  the  structure 
itself.  Every  care  should,  therefore,  be  taken  to  ensure  rigid- 
ity against  either  upilft  or  sinking  of  any  one  of  the  founda- 
tions. Spread  footings  in  concrete,  either  of  the  mushroom 
type  or  of  the  truncated  pyramid  type,  would  seem  to  be  the 
foundation  of  the  future,  and  the  writer  would  recommend 
them  for  class  A  towers. 

The  method  by  which  the  main  horizontal  shear  is  trans 
ferred  from  tower  to  ground  is  one  that  has  only  recently 
been  investigated-  The  usual  way  in  the  past  has  been  to 
connect  the  lower  diagonal  to  the  main  leg  about  six  inches 
or  one  foot  above  the  connection  to  the  foundation.  With 
this  device  all  shear  must  be  taken  up  by  stub  angles  in  both 
direct  shear  and  bending.  This  introduces,  of  course,  in.to  the 
main  legs  entirely  new  stresses,  with  their  consequent  danger. 

Erection. 

The  field  splices  should  be  designed  to  afford  easy  ship- 
ment for  the  tower  sections.  Very  often  erections  must  take 
place  in  localities  remote  from  the  railway,  and  sometimes 
there  is  not  even  a  wagon  road  to  the  tower  sites.  Conse- 
quently the  pieces  have  to  be  transported  by  pack  horse  or 
mule.  Cnder  circumstances  any  thought  given  to  the  layout 
of  field  splices  and  weight  of  shipping  bundles  is  amply  justi- 
fied. Bundles  of  main  material  should  not  weigh  more  than 
200  to  250  pounds.  All  bolts,  nuts,  and  washers  should  be 
boxed  by  themselves  and  carefully  marked.  In  the  field  all 
pieces  are  assembled  and  bolted  together  on  the  ground  and 
the  tower  raised  as  a  unit  by  some  simple  tackle,  e.g.,  a  gin 
pole. 

Preservatives. 

As  mentioned  under  "Depreciation,"  two  main  methods  of 
preserving  towers  are  (1)  galvanizing,  (2)  painting.  The  cost 
of  the  former  is  quite  high,  and,  though  it  is  assumed  nomin- 
ally that  no  upkeep  is  required,  the  danger  from  unforseen 
deterioration  is  very  real.  If,  however,  the  towers  are  to  be 
subject  to  rigid  inspection  from  time  to  time  and  provision 


is  nude  in  foundation's  for  either  permanency  or  ability  to 
frequently  renew  them,  there  is  no  reasonable  doubt  that  a 
heavily  galvanized  skin  is  a  substantial  and  almost  permanent 
preservative,  I'he  galvanizing  should  be  done  on  all  material 
except  bolts,  nuts,  etc.,  after  all  shop  work  is  completed.  AH 
bulls  and  nuts  should  be  sherardized  after  the  threads  are  cut. 
Paint  is  very  much  cheaper  than  galvanizing,  but  has  the  ob- 
jcetion  that  it  must  lie  frequently  renewed.  But  this  can,  of 
course,  be  done  in  the  field,  while  galvanizing  is  always  a  shop 
process. 

The  writer  would  recommend  the  adoption  of  paint  as  the 
better  preservative  for  all  transmission  poles  and  towers, 
with  the  possible  exception  of  those  located  in  regions  of 
difficult  access,  such  as  mountainous  country. 

Limits  in  Design. 

The  following  structural  limits  in  design  are  recommend- 
ed without  comment: 

For  Class  A  Towers. — No  main  material  less  than  5/16  in. 
thick.  No  angle  leg  in  a  main  member  to  have  a  greater 
width  than  twelve  times  its  thickness.  No  conductor  to  be 
able  to  come  closer  than  2  ft.  6  in.  to  tower  except  insulator 
pin  and  cross-arm  (up  to  100,000  volts).  No  bracing  member 
less  than  2^x2%  angle.    No  bracing  material  thinner  than 

Class  B  Tower. — No  main  material  less  than  J4  in.  thick. 
No  main  angle  ratio  less  than  1/12.  No  bracing  material  less 
than  3/16.  No  conductor  to  be  able  to  come  closer  than  2  ft. 
6  in.  to  tower  except  insulator  pin  and  cross-arm  (up  to 
100,000  volts). 

Class  C  .Tower. — No  main  material  less  than  3/16.  No 
main  angle  ratio  less  than  1/12.  No  bracing  material  less 
than  }/g.  No  conductor  to  be  able  to  come  closer  than  2  ft. 
6  in.  to  tower  except  insulator  pin  and  cross-arm  (up  to 
100,000  volts). 

Tt  is  distinctly  understood  that  the  writer  only  recom- 
mends towers  of  class  C  for  adoption  under  those  circum- 
stances that  unquestionably  necessitate  the  placing  of  the  pro- 
ject in  that  class. 

The  suggested  unit  stresses,  limits  in  design,  etc.,  for 
class  C  are  merely  to  offer  a  slight  guide  to  obtain  towers  that 
shall  be  as  serviceable  as  possible  under  very  adverse  condi- 
tions. 


Trade  Publications 

Belts — A  monthly  booklet  issued  and  distributed  free  by 
the  Federal  Engineering  Company,  of  Toronto,  containing 
information  for  users  of  belts.  The  present  issue  contains 
an  interesting  article  on  slack  belts. 

Manganese  Steel — The  American  Manganese  Steel  Com- 
pany, Chicago,  have  issued  Bulletin  72,  describing  their  Man- 
ganese Steel  centrifugal  sand  and  gravel  pumps  and  wearing 
parts  for  pump  dredges.  The  bulletin  is  illustrated  through- 
out. 


Personals 

Miss  Mary  Kentner,  B.A.,  of  5  Chicora  Avenue,  Toronto, 
will  be  that  city's  first  woman  architect.  Miss  Kentner  is  a 
graduate  in  modern  languages  of  the  University  of  Toronto, 
and  is  now  training  in  the  "School"  under  Prof.  C.  H.  C. 
Wright. 

Mr.  R.  E.  Chadwick,  A.  M.  Can.  Soc.  C.  E.,  has  been 
appointed  eastern  manager  of  the  Foundation  Company, 
Limited,  Montreal.  He  has  just  been  on  a  visit  to  the  Pacific 
Coast.  Mr.  Chadwick  was  formerly  chief  engineer  of  the 
company  in  Montreal,  and  later  was  appointed  chief  engineer 
of  the  United  States  company,  with  headquarters  in  New 
York.    He  is  a  Canadian  by  birth. 

Mr.  R.  E.  Speakman,  who  has  been  city  engineer  of  the 
city  of  Brandon,  Man.,  for  more  than  six  years,  is  leaving 
Canada  to  return  to  his  home  in  the  Old  Country.    Mr.  Speak- 
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man  has  suffered  severely  from  rheumatism  during  the  past 
two  years  and  his  friends  in  England  have  been  urging  him 
for  some  time  to  return  home.  He  has  been  in  this  country 
for  25  years  and  has  designed  some  of  the  biggest  bridges 
that  were  built  from  1900  to  1910  in  the  West.  He  had  been 
city  engineer  at  Calgary  previous  to  going  to  Brandon. 

Mr.  Neil  G.  Beggs,  the  well-known  Toronto  architect, 
has  responded  to  the  call  of  King  and  Country,  and  accepted 
a  commission  in  the  Canadian  Engineers.  His  doing  so 
entails  a  great  sacrifice,  for  he  leaves  behind  him  a  wife  and 
five  small  children.  Mr.  Beggs  has  been  very  active  in  his 
profession,  and  has  the  honor  of  designing  and  superintend- 
ing some  of  the  largest  buildings  in  Toronto.  Notable 


Lieut.  Neil  C.  Beggs 

amongst  them  stands  the  Loretta  Abbey  day  school  on 
Brunswick  Avenue,  which  is  claimed  by  many  critics  to  be, 
if  not  so  large,  a  more  handsome  building  architecturally, 
than  the  new  Technical  School.  He  has  also  designed  some 
of  the  largest  apartment  houses  in  the  city — the  Ernescliffe. 
Vvellsboro,  etc. — and  numerous  important  buildings.  Mr. 
Beggs  has  announced  that  his  office  in  the  Cosgrave  Build- 
ing will  be  closed  till  after  the  war.  Communications  of  a 
business  nature  may  be  addressed  to  his  residence,  50  Standish 
Avenue,  North  Rosedale. 


Obituary 

William  C.  Gibb,  an  old  Scotch  pioneer,  who  settled  in 
Amherstburg,  Ont.,  in  the  early  fifties,  died  recently  in  that 
town  at  the  age  of  85.  In  his  younger  days  the  late  Mr. 
Gibb  carried  on  the  trade  of  carpenter  and  builder,  in  which 
he  was  a  skilled  workman, 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  B.  C.  Glass  Works,  Limited,  have  been  incorporated 
with  a  capital  of  $10,000,  head  office  at  Victoria,  B.C. 

According  to  an  official  announcement  the  Quebec  Gov- 
ernment spent  on  good  roads  up  to  January  1st,  1913,  the  sum 
of  $1,949,566,  and  up  to  July  1st,  1914,  the  sum  of  $3,991,722. 

The  Lymburner  Brass  Works,  Incorporated,  have  been 
granted  letters  patent,  with  a  capital  of  $40,000;  chief  place 
of  business,  Montreal. 

At  a  recent  meeting  of  the  Thorold  Engineers'  Club  an 
interesting  address  was  delivered  by  Mr.  Andrus  on  "Ten 
years'  residence  in  the  Balkans  and  Egypt." 

During  the  fiscal  year  1915-16,  the  Quebec  provincial  De- 
partment of  Public  Roads  paid  out  the  sum  of  $4,000,700.83 
for  the  construction  of  provincial  and  municipal  roads,  for 
the  maintenance  of  mud  roads,  for  special  work,  for  small 
bridges  and  for  cost  of  administration. 

Letters  patent  have  been  issued  to  "La  Fonderie  de 
1/ Islet,  Limitee."  to  acquire  and  operate  the  business  now- 
being  carried  on  at  L'Islet,  Que.,  under  the  firm  name  of 
"La  Fonderie  de  L'Islet."  The  capital  of  the  new  comparts 
is  $20,000,  and  they  will  carry  on  the  business  of  foundrymen. 

The  building  figures  in  London,  Ont.,  for  1916  are  very 
satisfactory  and  it  is  stated  that  by  the  end  of  the  year  the 
total  will  exceed  $900,000.  This  compares  favorably  with  any 
year  since  1908  with  the  exception  of  1913  and  1914,  when 
there  was  unusual  activity  in  the  building  trade. 

A  new  public  school  will  be  completed  in  Ford  City, 
Ont.,  early  in  1917.  This  building  .will  cost  $40,000.  It  will 
contain  five  rooms  and  will  be  strictly  modern  in  every 
detail.  The  structure  has  been  laid  out  in  such  a  way  that 
later  on  an  addition  can  be  built  to  make  it  a  twelve-room 
school  when  the  growth  of  the  town  warrants  such  an  ex- 
tension. 

The  rebuilding  of  a  bridge  over  the  Russel  Brook  at 
Lower  Derby,  N.B.,  has  just  been  completed.  This  bridge, 
which  was  formerly  built  of  crib  work  alone,  has  been  filled 
with  stone  and-  earth  and  riprapped  with  stone  the  entire 
length  from  the  base  to  the  crib.  It  is  230  feet  long  at  the 
base,  24  feet  wide  at  the  top,  and  22  feet  high.  The  rip- 
rapped  work  is  built  at  an  angle  of  45  degrees,  and  the  bills 
on  either  side  have  been  lowered  and  widened  out  to  a  dis- 
tance of  25  feet.  From  below  the  frost  line  the  centre  of 
the  bridge  is  faced  with  concrete  to  a  height  of  L0  feet,  and 
through  this  there  is  a  36-inch  concrete  drain  pipe.  The  guard 
rails  are  of  strong  wire  and  cedar  posts.  Mr.  James  Walsh,  of 
Strathadam,  was  the  builder. 

The  work  on  the  Marsh  Road,  at  St.  John,  N.B.,  which 
is  being  carried  out  by  the  provincial  government  under  the 
supervision  of  Engineer  A.  D.  Taylor,  has  been  progressing 
satisfactorily,  and  whatever  portion  of  it  remains  unfinished 
this  fall,  will  be  completed  early  in  the  spring.  A  tractor 
has  been  used  on  this  road,  which  is  said  to  have  given  very 
good  results.  For  the.  month  of  October  the  cost  of  operat- 
ing the  tractor  was  $450,  and  with  an  allowance  of  $350  for 
depreciation,  interest  and  repairs,  a  total  of  $800  is  estimated. 
It  is  calculated  that  this  is  a  saving  of  $415  in  comparison 
with  team  work.  The  work  being  done  is  of  a  semi-per- 
manent nature  and  can  easily  be  made  a  part  of  a  permanent 
highway  should  it  be  decided  later  to  build  one. 
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Waterworks,  Sewerage  and 
Roadways 

Brussclls.  Ont. 

The  Town  Council  propose  to  make 
improvements  to  the  pavement  on  Turn- 
berry  Street  in  the  spring,  and  may  lay  a 
cement  roadway.  Particulars  from  Reeve 
l.eckic. 

Goderich.  Ont. 

The  Town  Council  are  considering 
the  construction  of  a  sewer  on  Brittania 
Road.  Particulars  from  Councillor  Wigle. 

Hamilton.  Ont. 

Tenders  on  the  construction  of  the 
pmposcd  southwest  sewer  will  not  he 
called  for  some  time.  Engineer,  E.  R. 
Gray.    Approximate  cost,  $14,000. 

The  City  Council  will  call  for  tenders 
immediately  for  the  construction  of  a 
sewer  on  Rosslyn  Avenue.  Approximate 
cost.  $33,000.    Engineer,  E.  R.  Gray. 

Levis.  Ont. 

A  plan  for  filtration  plant  has  been 
submitted  to  the  City  Council  by  Ouimet 
&  Lesegc.  Montreal,  and  the  City  Engi- 
neer. C.  Lessard.  has  been  instructed  to 
make  a  report  on  the  scheme.  Approxi- 
mate cost.  $30,000. 

London.  Ont. 

The  City  Council  are  about  to  build 
sanitary  sewers  on  William  Street  by  clay 
labor,  under  the  supervision  of  the  Engi- 
neer. H.  A.  Brazier.  Approximate  cost, 
$.->.ooo. 

Montreal.  Oue. 

The  City  Council  have  not  awarded 
any  contract  for  the  supply  of  water  met- 
ers, but  will  take  the  matter  up  again  in 
the  spring.  Engineer.  T.  W.  Lesage. 
Approximate  cost,  $10,000. 

Saskatoon.  Sask. 

The  City  Council  propose  to  spend 
$200,000  on  the  construction  of  pave- 
ments, etc.,  next  year.  Commissioner,  C. 
J.  Yorath. 

Toronto.  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  November  28th  for  the  instal- 
lation of  a  30-inch  belt  conveyor  and  ap- 
purtenances at  the  main  sewage  disposal 
works.  Specifications  at  Room  6,  City 
Hall. 

CONTRACTS  AWARDED. 

Vancouver.  B.C. 

In  connection  with  the  construction  of 
the  West  End  interceptor  for  the  Van- 
couver and  Districts  Joint  Sewage  and 
Drainage  Board,  contract  SC  has  been  let 
to  H.  P.  Peterson,  foot  of  Clark  Street, 
at  $97,429.  Contract  5B  will  be  done  by 
the  board,  under  the  supervision  of  the 
engineer,  A.  D.  Creer. 


Railroads,  Bridges  and  Wharves 

Fort  William.  Ont. 

The  Canadian  Northern  Railway  pro- 
poses to  replace  their  present  docks  with 


a  reinforced  concrete  structure,  and  plans 
.ire  now  being  prepared.  Approximate 
cost.  $100,000.  Head  office  of  the  com- 
pany, Toronto. 

Hamilton,  Ont. 

The  C  ity  Parks  Board  have  been  asked 
to  appropriate  $8,000  for  the  construction 
of  a  subway  from  Dundurn  Park  to  the 
bay  shore,  where  the  Harbor  Commis- 
sion propose  to  build  a  beach.  City  Clerk, 
S.  K.  Kent. 

Welland,  Ont. 

The  Niagara,  Welland,  and  Lake  Erie 
Street  Railway  Company,  Welland,  pro- 
pose to  construct  a  subway,  at  an  ap- 
proximate cost  of  $17,000. 

York  Township,  Ont. 

The  Township  Council  are  considering 
the  construction  of  a  bridge  over  the 
West  Don  River  at  Lansdowne  Side 
Road.  Plans  have  been  submitted  by 
the  Township  Engineer,  Frank  Barber, 
57  Adelaide  Street  East,  Toronto!  Esti- 
mated cost,  $22,000. 

CONTRACTS  AWARDED. 

Montcalm  County,  Que. 

The  County  Council  have  awarded  the 
contract  for  stee!  work  required  in  the 
erection  of  a  bridge  between  Ste.  Juli- 
enne and  St.  Liguori  to  the  Dominion 
Bridge  Company,  St.  James  Street,  Mont- 
real. 

Russell  Township,  Ont. 

The  Township  Council  have  let  the 
general  contract  for  the  construction  of 
a  concrete  and  steel  bridge  to  the  On- 
tario Bridge  Company,  Crown  Office 
Building,  Toronto,  at  $16,450. 

Public  Buildings,  Churches 
and  Schools 

Alliance,  Alta. 

The  Public  School  Board  have  decided 
to  postpone  the  erection  of  a  school  until 
the  spring,  as  the  tenders  received  were 
too  high. 

Edmonton,  Alta. 

The  Public  School  Board  propose  to 
build  an  addition  to  the  Technical  School 
and  to  increase  the  capacity  of  the  ma- 
chine shop.  Secretary,  F.  Brody,  Civic 
Offices. 

Hamilton,  Ont. 

The  tenders  received  for  the  erection 
of  an  addition  and  balcony  at  the  Barton 
Street  Hospital  have  been  returned  to 
the  tenderers,  and  T.  H.  Pratt,  chairman 
of  the  Hospital  Board,  is  receiving  ten- 
ders informally.  Approximate  cost 
$15,000. 

Montreal,  Oue. 

The  Roman  Cath  olic  School  Commis- 
sion, 87  St.  Catherine  Street  West,  are 
having  plans  prepared  for  the  erection  of 
two  schools  on  Pie  IX.  Avenue,  one  for 
boys  and  the  other  for  girls.  Tenders 
will  be  called  early  in  the  new  year.  Ap- 
proximate cost,  $200,000  each.  Architect, 


C.  A.  Reeves,  83  Craig  Street  West. 

The  architect  for  the  proposed  school 
to  be  built  on  Notre  Dame  Street  for  the 
Roman  Catholic  School  Commission, 
5430  Notre  Dame  Street  East,  is  C.  A. 
Reeves,  83  Craig  Street  West. 

New  Toronto,  Ont. 

The  following  tenders  for  work  re- 
quired in  the  erection  of  a  school  will  be 
received  until  noon.  November  29th,  by 
T.  H.  Fountain,  secretary  to  the  School 
Board:  (1)  Masonry  and  brick  work;  (2) 
carpentry;  (3)  lathing  and  plastering; 
(4)  painting  and  glazing;  (5)  roofing  and 
galvanized  iron  work.  Plans  and  specifi- 
cations at  residence  of  J.  Gaunt,  Fifth 
A.venue,  New  Toronto.  Approximate 
cost,  $20,000. 

Oshawa,  Ont. 

Tenders  are  now  being  received  for  the 
erection  of  an  addition  at  Oshawa  Hospi- 
tal. Plans  with  the  president,  J.  D. 
Storie,  and  with  the  architects,  Langley 
&  Howland,  112  King  Street  West,  To- 
ronto. Brick  construction.  Estimated 
cost,  $20,000. 

Ottawa,  Ont. 

In  connection  with  the  reconstruction 
of  the  Parliament  Buildings,  tenders  on 
stone  for  interior  work  will  be  received 
until  4  p.m.,  December  5th,  by  the  archi- 
tects, J.  A.  Pearson  and  J.  O.  Marchand. 
Centre  Block.  Prices  and  samples  are  re- 
quired of  sandstone,  marble,  limestone, 
and  Tanite,  as  well  as  the  quantity  that 
can  be  delivered  per  month. 

Quebec,  Que. 

The  architects  for  the  proposed  school 
on  Salaberry  Street  for  the  Roman  Cath- 
olic School  Board  are  Tanguay  &  Lebon, 
20  d'Aguillon  Street. 

Sault  Au  Recollet,  Que. 

The  School  Board  have  appointed  L. 
R.  Montbriand,  St.  Andre  Street,  Mont- 
real, architect  for  the  proposed  school. 

St.  Hyacinthe,  Que. 

Tenders  may  be  called  soon  for  the 
erection  of  a  school  for  the  Roman  Cath- 
olic School  Commissioners,  but  work  is 
not  likely  to  start  until  the  spring.  Ap- 
proximate cost.  $25,000.  Architect,  G.  R. 
Richer,  10  Cathcart  Street,  Montreal. 

St.  Victor  De  Tring,  Que. 

J.  S.  Bergeron,  103  St.  John  Street, 
Quebec,  is  now  preparing  specifications 
for  the  proposed  college  for  D.  Caron 
and  J.  Bernier,  and  tenders  will  be  called 
next  month. 

Trout  Creek,  B.C. 

Tenders  on  the  erection  of  a  school 
will  be  received  until  noon.  November 
2th  by  J.  E.  Griffith,  Deputy  Minister  of 
Public  Works,  Victoria.  Plans  and  spe- 
cifications at  offices  of  L.  Norris,  Gov- 
ernment agent,  Vernon;  J.  Mahony. 
agent,  Court  House,  Vancouver;  J.  L 
Logie,  secretary  School  Board.  W  est 
Summerland,  and  at  the  department.  Vic- 
toria. 

Uxbridge,  Ont. 
The  School  Board  propose  to  build  a 
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high  school,  and  a  by-law  will  be  sub- 
mitted in  January.  Approximate  cost, 
$8,000. 

CONTRACTS  AWARDED. 

Beauveville,  Que. 

In  connection  with  the  erection  of  an 
addition  to  the  College  de  Sacre  Couer 
all  work  is  being-  done  by  the  general 
contractors. 

Brockville,  Ont. 

I  n  connection  with  the  Home  for  Old 
Women,  which  is  being  built  for  the 
Brockville  General  Hospital  Board,  the 
contract  for  plastering  has  been  let  to 
McNulty  Brothers,  Mountain  Street, 
Montreal. 

Montreal,  Que. 

The  contract  for  construction  of  an  or- 
namental iron  fence  in  connection  with 
the  Montreal  Technical  High  School 
has  been  let  to  T.  Lessard  &  Son,  83 
Craig  Street  West.  Architect,  J.  S.  Ar- 
chibald, 314  Dorchester  Street. 

Pembroke,  Ont. 

In  connection  with  the  school  which  is 
being  built  on  Victoria  Street  for  the 
Board  of  Education  the  contract  for 
painting  has  been  let  to  the  general  con- 
tractor. 

Peterborough,  Ont. 

In  connection  with  the  Methodist 
Church  which  has  ben  built  at  Aylmer 
and  Romaine  Streets  the  contract  for 
heating  has  been  let  to  W.  R.  Turner, 
Simcoe  Street;  plumbing,  Adamson  & 
Robbin,  Simcoe  Street;  electrical  work, 
Alexander  &  Miller,  George  Street. 

The  Pas,  Man. 

In  connection  with  the  erection  of  the 
Court  House  and  Jail,  the  contract  for 
healing  and  plumbing  has  been  awarded 
to  Cotter  Brothers,  Fort  and  St.  Mary's 
Streets,  Winnipeg.  Work  has  been  dis- 
continued until  the  spring. 

Truro.  N.S. 

The  general  contract  for  the  erection 
of  an  addition  to  the  Maritime  Home  for 
Girls  has  been  let  to  Falconer  &  McDon- 
ald, Ltd.,  St.  Paul  Street,  Halifax.  Work 
will  not  start  until  the  spring.  Approxi- 
mate cost,  $19,700. 

Windsor,  Ont. 

The  contract  for  heating  and  plumbing 
required  in  the  erection  of  an  addition  to 
Hotel  Dieu,  St.  Joseph  Street,  has  been 
let  to  L'Heureux  Brothers,  12  Wyandotte 
Street  East. 

Business  Buildings  and  Indus- 
trial Plants 

Alliance,  Alta. 

Plans  have  been  prepared  for  a  store  to 
be  built  for  the  Pioneer  Meat  Market, 
and  work  will  start  at  once. 


Fort  William,  Ont. 

Tenders  will  shortly  be  called  for  the 
erection  of  the  first  unit  of  the  elevator 
to  be  built  on  the  River  Front  for  Sellars 
Brothers'  Elevator,  Ltd..  Grain  Ex- 
change. Approximate  cost,  $75,000.  En- 
gineer, Harry  Sellars,  care  of  Canadian 
Northern  Elevator  Company,  Port  Ar- 
thur, Ont. 

Hagersville,  Ont. 

Frid  Brothers.  Bank  of  Hamilton 
Building.  Hamilton,  who  are  general  con- 
tractors for  the  erection  of  premises  for 
the  Bank  of  Hamilton,  are  receiving  ten- 
ders on  plastering,  painting,  heating, 
plumbing,  and  electrical  work. 

Hamilton,  Ont. 

The  Watkins  Medical  Company,  Win- 
ona, Mich.,  propose  to  build  a  factory  in 
the  spring. 

The  Tallman  Bross  Company  have  had 
plans  prepared  for  an  addition  to  their 
premises,  to  cost  about  $4,000.  and  are 
also  considering  the  erection  of  an  addi- 
tion, at  an  estimated  cost  of  $50,000.  Ar- 
chitects, Stewart  &  Witton,  7  Hughson 
Street  South.    Brick  construction. 

Kitchener.  Ont. 

Plans  have  been  prepared  for  an  addi- 
tion to  the  premises  of  the  W.  E.  Woelfle 
Shoe  Company,  Ltd.,  127  Wilmot  Street. 
Brick  and  stone  construction.  Estimated 
cost,  $15,000. 

Lachute  Mills,  Que. 

E.  Charlesbois  has  commenced  the 
erection  of  a  sash  and  door  factory,  esti- 
mated to  cost  $10,000.  Brick  construc- 
tion. 

Lindsay,  Ont. 

Flavelles  Limited  propose  to  rebuild 
their  premises  at  once,  at  an  approximate 
cost  of  $75,000.  Brick  construction.  Sec- 
retary, H.  S.  Johnston. 

London,  Ont. 

In  connection  with  the  erection  of 
stables  on  Waterloo  Street  for  the  City 
Council  tenders  on  foundations  are  being 
received  by  the  City  Architect.  A.  M. 
Piper,  City  Hall.  Approximate  cost, 
$9,000. 

Moncton,  N.B. 

Patrick  Gallagher  is  having"  a  hotel 
converted  into  stores,  at  an  approximate 
cost  of  $5,000.  Work  is  being  done  by 
day  labor,  under  supervision  of  the  archi- 
tect, Albert  Sincennes,  642  Main  Street. 

Montreal.  Que. 

The  plans  for  the  proposed  station  for 
the  Canadian  Northern  Railway,  Dor- 
chester Street,  have  been  sent  to  Toronto 
for  approval,  and  tenders  will  be  called 
upon  their  return. 

A.  Claude,  196  De  L'Epee  Avenue,  con- 
templates the  erection  of  a  block  of 
stores  and  residences  on  Papineau  Ave- 
nue next  spring.  Plans  will  be  prepared 
during  the  winter. 


Aylmer,  Ont. 

G.  W.  Howse  is  considering  the  re- 
building of  his  garage  and  repair  shop, 
which  were  recently  destroyed  by  fire. 

Exeter.  Ont. 

C.  B.  Snell  proposes  to  convert  a  hotel 
into  a  garage,  with  apartments  above, 
and  is  having  plans  prepared. 

Fort  Saskatchewan,  Alta. 

The  Farmers'  Co-operative  Elevator 
Company,  Lougheed  Block,  Calgary,  have 
decided  to  build  an  addition  to  their  ele- 
vator. 


North  Vancouver,  B.C. 

The  Canadian  Robert  Dollar  Company 
are  about  to  construct  a  sawmill  and 
docks,  at  an  approximate  cost  of  $200,000. 
The  project  includes  an  electrically  oper- 
ated sawmill,  about  800  feet  of  dock,  and 
twenty  houses  for  employees. 

Pelham  Township,  Ont. 

Brown  Brothers,  Ltd.,  Ridgeville,  Ont., 
propose  to  build  a  nursery  building  in  the 
spring.  Secretary,  Charles  E.  Plumb, 
I'onthill,  Ont. 

Peterborough,  Ont. 

The  masonry  and  carpentry  required  in 


the  alterations  to  the  premises  of  the 
Royal  Bank  of  Canada  will  be  done  by- 
day  labor.  Tenders  are  now  being  re- 
ceived for  plastering,  plainting,  heating, 
plumbing,  and  electrical  work. 

Prince  Rupert,  B.C. 

J.  S.  Emerson,  744  Hastings  Street 
West,  Vancouver,  proposes  to  build  a 
sawmill,  dry  kilns,  shingle  and  planing 
mills,  and  is  having  plans  prepared. 

Toronto.  Ont. 

Baynes  &  Peckover,  98  Esplanade 
East,  propose  to  build  a  warehouse,  at  an 
approximate  cost  of  $25,000  to  $50,000, 
and  have  secured  a  site  at  the  foot  of 
Cherry  Street  from  the  Harbor  Commis- 
sion. Plans  will  be  prepared  by  the  com- 
pany's staff. 

Plans  have  been  prepared  for  a  factory 
to  be  built  at  14  Darling  Avenue  for  the 
Dominion  Machinery  Company,  110 
Church  Street.  Brick  construction.  Esti- 
mated cost,  $5,500. 

Guff  Company,  28  Atlantic  Avenue, 
propose  to  build  a  saw  shop,  at  an  ap- 
propriate cost  of.  $3,000,  and  have  had 
plans  prepared.  Frame  and  galvanized 
iron  construction. 

The  Taber  Laundry  Company,  Bath- 
urst  Street,  are  receiving  tenders  on  pow- 
er electric  wiring. 

J.  H.  Hill,  451  Grace  Street,  proposes 
to  build  a  store  and  residence  on  Bloor 
Street,  at  an  approximate  cost  of  $4,500, 
and  will  let  all  trades.  Brick  construc- 
tion. 

A.  J.  H.  Eckhardt.  et  al,  500  Huron 
Street,  are  negotiations  for  the  purchase 
of  timber  limits  in  the  Province  of  Que- 
bec, and  propose  to  build  sawmills  and 
pulp  plants.  Work  may  start  in  the 
spring. 

Plans  have  been  prepared  for  a  veter- 
inary hospital  to  be  built  on  Wilson 
Place  for  A.  E.  Melhuish,  102  Annette 
Street,  and  all  trades  will  be  let  bv  the 
owner.  Brick  construction.  Estimated 
cost,  $3,500. 

The  T.  Eaton  Company  propose  to 
erect  a  departmental  store  on  the  block 
bounded  by  Yonge,  College,  Teraulay, 
and  Hayter  Streets,  at  an  approximate 
cost  of  $10,000,000  and  are  negotiating, 
through  their  agents,  for  the  closing  of 
Buchanan  Street.  A  heating  plant  will  be 
erected  on  the  south  side  of  Hayter 
Street.  Construction  will  be  of  reinforced 
concrete,  steel,  brick,  terra  cotta,  and 
granite. 

Plans  have  been  been  prepared  for  a 
picture  theatre  to  be  built  on  Bloor 
Street  West  by  Bryson  &  Varey,  745 
Dovercourt  Road,  and  work  will  start 
shortly.  Brick  construction.  Approxi- 
mate cost,  $15,000. 

Verdun,  Que. 

J.  H.  Gareau,  254  Lasalle  Avenue,  is 
building  a  store  and  residence,  estimated 
to  cost  $4,000.    Brick  construction. 

CONTRACTS  AWARDED. 

Acton,  Ont. 

The  Reliance  Shoe  Company,  350  Sor- 
auren  Avenue,  Toronto,  have  awarded  the 
general  contract  for  £he  erection  of  a 
factory  to  J.  15.  McKenzie,  Georgetown 
and  Acton.  Contracts  for  heating-  and 
plumbing  will  be  let  when  the  building  is 
finished.  Approximate  cost,  $13,000. 
liiick  and  mill  construction. 

Edmonton,  Alta. 

The  general  contract  for  alterations 
and  additions  to  the  market  building-  for 
the  City  Council  has  been  let  to  the  Zen- 
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ith  Construction  I  ompany,  404  Auenc> 
Building.    Approximate  cost,  $9,000. 

Ford  City.  Ont. 

In  connection  with  the  addition  which 
i >  now  being  erected  at  the  plant  of  the 
I  ,,rd  Motor  t'oinpanv,  the  contract  for 
tteel  ha-  been  awarded  to  the  Canadian 
Undue  Works.  \\  alkcrv  die.  Painting, 
beating,  plumbing,  and  electrical  work 
will  be  done  by  owners. 

Fortier  ville.  Que. 

The  contract  for  the  erection  of  a  tac- 
torv  for  P.  A.  Trudel  has  been  let  to 
Syndicat  Debeurrerie.  Mill  and  metal 
construction.    Approximate  cost.  $3,000. 

Gait.  Ont. 

In  connection  with  the  addition  which 
ia  being  built  for  the  Gait  Brass  Com- 
pany, all  work  will  be  done  by  the  gen- 
eral contractors. 

Grimsby.  Ont. 

The  Radiant  Electric  Company  have 
awarded  the  general  contract  for  the 
erection  of  an  addition  to  their  premises 
to  D.  Marsh.  Cement,  frame,  and  steel 
construction. 

Hamilton.  Ont. 

In  connection  with  the  factory  addition 
which  is  now  being  built  for  the  Cana- 
dian Cartridge  Company,  Sherman  Ave- 
nue North,  the  contract  for  roofing  has 
been  let  to  Thomas  Irwin  &  Son.  22  Mc- 
Nab  Street. 

In  connection  with  the  factory  which  is 
being  built  for  the  Mercury  Mills,  Ltd., 
so  Park  Street  North,  the  contract  for 
painting  has  been  let  to  P.  Thompson,  13 
Walnut  Street  North. 

Hespeler,  Ont. 

The  general  contract  for  the  erection 
of  officers  for  A.  B.  Jardine  Company  has 
been  awarded  to  Grill  Brothers.  Pressed 
brick   construction.     Approximate  cost, 

$3,000. 

Indian  River.  Ont. 

In  connection  with  the  1  erection  of 
premises  for  the  Farmers'  Dairy  Com- 
pany. Toronto,  the  contract  for  rooting 
and  heating  has  been  awarded  to  VV.  R. 
Turner.  Simcoe  Street.  Peterborough, 
and  the  contract  for  interior  fittings  to 
Georgian  Bay  Shook  Mills.  , 

Moncton.  N.B. 

The  contract  for  plumbing  and  heating 
required  in  the  erection  of  an  addition  to 
the.  exchange  of  the  New  Brunswick  Tele- 
phone Company,  St.  John  Street,  has 
been  awarded  to  Sumner  Company,  Main 
Street.  Remainder  of  work  by  the  gen- 
eral contractor. 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  theatre  on  St.  Denis  Street  for  the 
North  End  Amusement  Company  has 
been  let  to  Anglins,  Ltd.,  65  Victoria 
Street.    Approximate  cost,  $125,000. 

The  International  Machineries,  Ltd., 
have  awarded  the  general  contract  for 
the  erection  of  a  factory  on  Notre  Dame 
Street  East  to  Anglins.  Ltd..  65  Victoria 
Street. 

Ottawa.  Ont. 

The  general  contract  for  the  construc- 
tion of  a  greenhouse  for  Ahearn  &  Soper, 
Sparks  Street,  has  been  let  to  R.  H. 
Wright.  54  Sparks  Street.  Approximate 
cost.  $:»,000. 

In  connection  with  the  stores  and 
apartments  which  are  being  built  on 
Bank  Street  for  Leon  Petigorsky.  351 
Chapel  Street,  the  contract    for  brick 


work  has  been  let  to  A.  St.  George,  1 
MacDougall  Street,  and  the  heating  and 
plumbing  to  Coldry  &  Chapman',  348  Ri- 
ilcau  Street.    Carpentry  by  owner. 

The  general  contract  for  the  erection 
of  a  llax  building  at  the  F.xpcrimcntal 
Farm  for  the  Dominion  Department  of 
Public  Works  has  been  awarded  to  T.  H. 
Cathcart,  ;i  Melrose  Avenue,  and  E.  Web- 
ster, 124  Breezehill  Street.  Approximate 
cost,  $4,000.  Brick  and  steel  construc- 
tion. 

Quebec,  Que. 

In  connection  with  the  store  now  in 
course  of  erection  for  J.  J.  Smith,  64  St. 
John  Street,  the  contract  for  carpentry, 
roofing,  and  plastering  has  been  let  to  V. 
Talbot,  92  Morin  Street. 

In  connection  with  the  store  in  course 
of  erection  for  E.  &  G.  A.  Carette,  100 
St.  Paul  Street,  the  contract  for  roofing 
has  been  awarded  to  N.  Barbeau,  36 
Bridge  Street,  and  the  electrical  work  and 
plumbing  to  J.  Bernicr,  75  Des  Fosses 
Street. 

St.  Mary's,  Ont. 

The  general  contract  for  the  erection 
of  a  garage  and  repair  shop  for  Hayes 
Brothers,  Overland  Garage,  has  been  let 
to  John  Woods,  and  the  masonry  work  to 
J.  B.  Heuther.   Approximate  cost,  $5,000. 

Toronto.  Ont. 

I.  G.  Dixon,  1038  St.  Clair  Avenue,  has 
awarded  the  contract  for  excavation  re- 
quired in  the  erection  of  stores  and  apart- 
ments to  E.  Corner,  698  Manning  Ave- 
nue. Approximate  cost,  $5,500.  Owner 
will  let  all  other  trades. 

Work  has  been  started  on  wrecking 
existing  premises  at  64  Duke  Street  pre- 
paratory to  the  erection  of  a  factory  for 
F.  Daville,  191  George  Street.  The  gen- 
eral contract  has  been  let  to  S.  L.  Yolles, 
67!  Baldwin  Street,  who  prepared  the 
plans;  carpentry,  F.  Weinerman,  220 
Montrose  Avenue;  plumbing  and  heating, 
Lou  Palter,  621  College  Street.  Approxi- 
mate cost,  $15,000. 

The  general  contract  for  the  construc- 
tion of  a  tunnel  and  bridge  to  connect  the 
existing  premises  of  the  William  Wrigley. 
Jr.,  Company  with  the  new  factory  which 
is  now  in  course  of  erection  has  been  let 
to  H.  C.  Christman  &  Co.,  Hamilton.  Ap- 
proimate  cost,  $4,500.  Steel  and  concrete 
construction. 

The  contract  for  plumbing  and  heating 
in  connection,  with  the  warehouse  which 
is  now  being  erected  for  the  F.  W.  Wool- 
worth  Company,  Ltd.,  4  Queen  Street 
West,  has  geen  let  to  L.  Palter,  621  Col- 
lege Street. 

J.  L.  Plaxter,  176  Danforth  Avenue,  has 
let  the  general  contract  for  the  erection 
of  an  addition  to  a  garage  to  J.  Johnson, 
51  Ellerbeck  Avenue.  Approximate  cost, 
$5,000. 

Welland.  Ont. 

In  connection  with  the  stores  and  flats 
which  are  being  built  on  Main  Street  for 
Frank  Fisher,  the  contract  for  steel  has 
been  let  to  the  Hamilton  Bridge  Com- 
pany, Bay  Street  North,  Hamilton,  and 
the  plumbing  to  W.  T.  Boyd,  Welland. 

Windsor.  Ont. 

The  general  contract  for  the  erection  of 
agarage  for  Mrs.  Mary  Ooellette,  Royal 
Bank  Building,  has  been  let  to  W.  M. 
Walker,  41  Jeanette  Avenue.  Concrete 
construction.    Approximate  cost,  $3,500. 

The  Sandwich,  Windsor,  and  Amherst- 
burg  Railroad  Company  have  let  the  gen- 
eral contract  for  the  erection  of  an  as- 
sembly room  and  warehouse  to  W.  M. 


Walker,  41  Jeanette  Avenue.  Electrical 
work  by  owners.  Brick  construction. 
Approximate  cost,  $4,500. 

The  general,  masonry,  carpentry,  and 
roofing  contracts  for  the  erection  of  a 
block  of  stores  and  flats  for  A.  J.  Ben- 
sette,  Wyandotte  Street,  have  been  let  to 
W.  M.  Walker,  the  plastering  to  Cross 
Brothers,  25  Lewis  Avenue,  and  the  heat- 
ing and  plumbing  to  Windsor  Hardware 
Company,  Sandwich  Street.  Brick  con- 
struction. Approximate  cost,  $8,000. 
Owner  will  do  electrical  work. 

In  connection  with  the  exchange  addi- 
tion which  is  now  being  built  for  the  Bell 
Telephone  Company  the  contract  for 
floors  has  been  let  to  Pounder  Brothers, 
Stratford,  Ont.,  and  the  heating  and 
plumbing  to  R.  Paddon  &  Co.,  149  Sand- 
wich Street  East. 

Winnipeg,  Man. 

F.  Brownbndge  has  let  the  general 
contract  for  the  erection  of  a  store  to 
Worswick  Brothers,  Curry  Building. 
Frame  construction.  Approximate  cost, 
$5,000. 

The  general  contract  for  the  erection 
of  a  store  building  for  the  Breen  Motor 
Company,  Ltd.,  Broadway  and  Sher- 
brooke  Street,  has  been  let  to  Hazelton 
&  Walin,  303  Donalda  Street.  Estimated 
cost.  $11,500.  Architect,  A.  E.  Cubbidge, 
care  of  owners. 

The  general  contract  for  interior  alter- 
ations to  the  premises  of  the  Stovel  Com- 
pany, Ltd.,  has  been  awarded  to  the 
Sutherland  Construction  Company,  Ltd., 
202  Carlton  Building.  Approximate  cost, 
$30,000. 


Residences 

Delville,  Alta. 

H.  Adams  proposes  to  build  a  resi- 
dence this  winter. 

Hamilton,  Ont. 

G.  Hudson,    10    Edinborough  Street, 
proposes  to  build  a  residence,  at  an  ap- 
proximate cost  of  $3,500.  Brick  construe 
tion. 

La  Riviere  Boisclair,  Que. 

Lorengo  Castonuay  has  had  plans  pre- 
pared for  a  cottage,  estimated  to  cost 
$5,000,  and  is  receiving  prices  on  all  ma- 
terials. Brick  veneer  construction.  Ar- 
chitect, P.  L.  W.  Dupre,  Delorimier  Ave- 
nue, Montreal. 

London,  Ont. 

H.  Peacock,  134  Tecumseh  Avenue,  is 
considering  the  erection  of  a  residence, 
and  will  prepare  plans.  Approximate 
cost,  $3,000. 

Hyatt  Brothers,  288  Egerton  Street, 
contemplate  the  erection  of  two  resi- 
dences.   Estimated  cost,  $7,000. 

Montreal,  Que. 

N.  Masson,  317  Ninth  Avenue,  Rose- 
mount,  is  doing  all  work  required  in  the 
erection  of  three  residences  on  Sixth 
Avenue.    Approximate  cost,  $3,000. 

J.  Geoffrion,  521  Nicolet  Street,  is 
building  five  residences,  at  an  approxi- 
mate cost  of  $4,000,  and  is  doing  all  work 
himself. 

Plans  have  been  prepared  for  fourteen 
residences  to  be  built  on  Beaconsfield 
Street  by  J.  C.  Rancourt,  510  Old  Or- 
chard Street,  and  work  will  start  in  Feb- 
ruary. Owner  is  receiving  prices  on  all 
material,  and  will  let  labor  only  on  small- 
er trades.  Approximate  cost.  $14,000 
each. 

D.  Farrel,  605  Lansdowne  Street,  has 
commenced  the  erection    of    two  rcsi- 
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dences,  and  will  let  smaller  trades.  Brick 
construction.    Approximate  cost,  $10,000. 

W.  H.  Creed,  154  Marlowe  Avenue,  has 
started  work  on  two  residences,  estimat- 
ed to  cost  $5,000  each.  Owner  will  let 
contracts  for  labor  onlv-  Brick  construc- 
tion. 

Ottawa,  Ont. 

G.  A.  Clark,  106  Kent  Street,  is  consid- 
ering the  erection  of  a  residence  on  Wav- 
erlev  Street,  at  an  approximate  cost  of 
$3,000.  Brick  veneer  and  stucco  construc- 
tion. 

Lucien  Benot,  137  Third  Avenue,  con- 
templates the  erection  of  a  residence  on 
Clemow  Avenue.  Brick  veneer  construc- 
tion.   Estimated  cost,  $5,000. 

A.  E.  Shaver,  45  Powell  Street,  pro- 
poses to  build  a  row  of  four  residences, 
at  an  approximate  cost  of  $5,500.  Stucco 
construction. 

In  connection  with  alterations  to  apart- 
ments on  Elgin  Street  for  Charles  Mc- 
Gee,  care  of  W.  T.  Noffke,  Plaza  Build- 
ing, all  purchasing  is  being  done  by  J.  A. 
Bratton,  104  Third  Avenue. 

Richards  &  Abra,  Booth  Building. 
Sparks  Street,  have  prepared  plans  of 
apartments  for  Felix  McCulloch,  181 
Waller  Street.  Brick  construction.  Ap- 
proximate cost,  $6,000. 

B.  A.  Grison,.  Fentiman  Avenue,  lias 
commenced  the  erection  of  a  residence 
on  Glen  Street,  estimated  to-  cost  $5,000, 
and  is  receiving  prices  on  rooling,  plas- 
tering, painting,  heating,  plumbing,  and 
electrical  work.  Brick  veneer  and  stucco 
construction.  Mr.  Grison  is  also  consid- 
ering the  erection  of  four  residences  in 
the  Sandy  Hill  district,  at  an  approxi- 
mate cost  of  $7,000. 

Quebec,  Que. 

C.  Renaud,  Loretteville,  Que.,  has  com- 
menced the  erection  of  a  residence  on 
Fourth  Avenue,  Limoilou,  and  is  doing 
all  work  by  day  labor.  Frame  and  brick 
construction.    Approximate  cost,  $3,000. 

F.  G.  Bernier,  Montmagny,  Que.,  has 
commenced  the  erection  of  a  residence 
by  day  labor,  and  may  let  contracts  for 
roofing,  plumbing,  heating,  and  lighting. 
Brick  construction.  Estimated  cost, 
$5,000. 

J.  Godfroi  Cote,  care  of  D.  Cote,  109 
Marie  Louise  Street,  has  started  work  on 
a  residence,  estimated  to  cost  $4,000. 
Frame  and  brick  construction. 

T.  Lambert,  HI  Fifth  Street,  Limoilou, 
has  started  work  on  a  residence,  estimat- 
ed to  cost  $5,000.  Brick  and  frame  con- 
struction. 

Renfrew,  Ont. 

Donald  L.  Campbell,  Jr.,  contemplates 
the  erection  of  three  residences,  at  an  ap- 
proximate cost  of  $1,000  each.  Frame 
construction. 

Sarnia.  Ont. 

George  A.  C.  Andrew,  216  Maria  Street, 
is  razing  an  old  building  on  College 
Avenue,  preparatory  to  the  erection  of  a 
residence.  Plumbing,  painting,  and  elec- 
trical work  will  be  let.  Approximate  cost, 
$3,000. 

James  Cox,  Chapman  Mouse,  is  build- 
ing two  residences  on  Bright  Street,  es- 
timated, to  cost  $3,200.  Frame  construc- 
tion. 

Sherbrooke,  Que. 

Louis  Joncas,  76  Laurier  Avenue,  is 
building  a  tenement  house  by  day  labor. 
Brick  and  frame  construction.  Approxi- 
mate cost,  $4,000. 

L.  Gouin,  care  of  General  Delivery,  is 


erecting  a  tenement  building,  at  an  ap- 
proximate cost  of  $4,000.  Brick  and 
frame  construction. 

C.  O.  St.  Jean,  100  Wellington  Street, 
is  building  three  tenements  by  day  labor, 
under  the  supervision  of  Aime  Goupil. 
Frame  and  brick  construction.  Approxi- 
mate cost,  $4,000. 

R.  Doyon,  Larocque  Street,  is  erecting 
two  tenements  by  day  labor.  Frame  con- 
struction.   Estimated  cost,  $3,000. 

Toronto,  Ont. 

VV.  T.  Bennett,  119  Lauder  Avenue,  has 
started  work  on  a  residence,  estimated  to 
cost  $3,500,  and  will  let  smaller  trades. 
Brick  construction. 

J.  Anderson,  275  Jones  Avenue,  has 
started  work  on  a  pair  of  residences,  and 
will  let  the  smaller  trades.  Approximate 
cost,  $4,000.    Brick  construction. 

John  McGonegal,  28  Jackman  Avenue, 
is  about  to  start  work  on  a  residence,  es- 
timated to  cost  $6,500,  and  will  let  some 
of  the  trades.    Brick  construction. 

W.  J.  Devins,  51  Bird  Avenue,  has 
commenced  the  erection  of  a  residence, 
and  will  let  the  smaller  trades.  Brick  con- 
struction.   Approximate  cost,  $3,000. 

Mcllroy  &  Lowery,  105  Clendennan 
Avenue,  have  commenced  the  erection  of 
a  residence,  and  will  let  the  smaller 
trades.  Brick  construction.  Estimated 
cost,  $3,750. 

A.  Edmonds.  35  Thome  Crescent,  pro- 
poses to  build  a  residence,  and  will  let 
the  smaller  trades.  Brick  construction. 
Estimated  cost,  $3,500. 

S.  B.  Green,  40  Woodside  Avenue,  has 
started  work  on  a  residence  on  High 
Park  Avenue  and  on  another  on  Glenlake 
Street,  estimated  to  cost  about  $3,000 
each.  Smaller  trades  will  be  let.  Brick 
construction. 

W.  J.  McWaters,  26  Kingswood  Road, 
has  commenced  the  erection  of  a  resi- 
dence, and  will  let  the  smaller  trades. 
Estimated  cost,  $3,500.  Brick  construc- 
tion. 

Verdun,  Que. 

O.  Domierre,  216  Rielle  Street,  has 
commenced  the  erection  of  a  residence 
on  Welllington  Street?  estimated  to  cost 
$5,500.    Brick  construction. 

Walkerville,  Que. 

William  Newlands  &  Son,  258  Bagot 
Street,  Kingston,  have  prepared  plans  of 
a  residence  for  H.  F.  Metcalfe,  Kingston, 
and  will  call  for  tenders  early  next 
month.  Brick  construction.  Approxi- 
mate cost,  $7,000. 

Westmount.  Que. 

J.  H.  Hand,  4865  Sherbrooke  Street, 
has  commenced  the.  erection  of  resi- 
dences, estimated  to  cost  $16,000.  Brick 
construction.  Architect,  W.  S.  Wright, 
204  St.  James  Street. 

Windsor,  Ont. 

Peter  Osterhout,  23  Pitt  Street  East,  is 
building  four  bungalows  on  Giles  Boule- 
vard, estimated  to  cost  $3,000  each.  Heat- 
ing and  plumbing  will  be  let.  Frame 
construction. 

Charles  Holden,  Tuson  Block,  has 
started  work  on  a  residence,  estimated  to 
cost  $6,000.  Owner  will  do  brick  work 
by  day  labor  and  will  let  other  trades. 
Stucco  construction.  Architects.  Walker 
&  McPhail,  Tuson  Block. 

CONTRACTS  AWARDED. 

Hamilton,  Ont. 

In  connection  with  the  erection  of  ;i 


residence  for  George  Britton,  349  Kin;^ 
Street  West,  the  general  contractor  will 
purchase  all  material  and  do  work  by  day 
labor. 

The  contract  for  plastering  in  connec- 
tion with  the  erection  of  a  residence  for 
George  Buckingham,  139  Balsam  Avenue, 
has  been  let  to  Hill  Brothers,  307  Emer- 
ald Street  North,  and  the  heating  and 
plumbing  to  J.  Luxon,  451  Wilson  Street. 

In  connection  with  the  residence  which 
is  being  built  for  E.  Solomon,  46  Walnut 
Street  South,  the  contract  for  plastering 
has  been  let  to  Hill  Brothers,  307  Emer- 
ald Street  North;  painting,  P.  Thompson, 
13  Walnut  Street  North;  heating  and 
plumbing,  P.  A.  Moore,  939  King  Street 
East., 

In  connection  with  the  residence  which 
is  being  built  by  T.  R.  Hawkins,  111  Lein- 
ster  Avenue,  the  contract  for  electrical 
work  has  been  let  to  W.  H.  Bronson,  15:.' 
Queen  Street  North. 

Montreal,  Que. 

In  connection  with  the  erection  of  a 
residence  on  Marlowe  Avenue  for  P.  H. 
Jamieson,  300  Prud'homme  Avenue,  all 
remaining  work  will  be  done  by  the  gen- 
eral contractors. 

Montreal  West,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  Barker  &  Piatt  has 
been  awarded  to  W.  H.  Payne  &  Co.,  62 
Westminster  Avenue,  who  are  receiving 
prices  on  brick  work,  roofing,  painting, 
and  electrical  work.  The  contract  for 
plastering  has  been  let  to  R.  D.  Clark  & 
Son,  26  Lincoln  Avenue.  Approximate 
cost,  $6,000.  Architects,  Peden  &  Mc- 
Laren, Beaver  Hall  Hill,  Montreal. 

The  general,  carpentry,  heating,  and 
plumbing  contracts  for  the  erection  of 
two  residences  for  T.  Harper,  8  Ballan- 
tyne  Avenue,  have  been  let  to  W.  H. 
Payne  &  Co.,  62  Westminster  Avenue, 
and  the  roofing  to  the  Dominion  Sheet 
Metal  Works,  Ltd..  373  Clark  Street.  The 
general  contractors  are  receiving  prices 
en  brick  work,  plastering,  and  electrical 
work.  Approximate  cost,  $7,500  each. 
Architects,  Peden  &  McLaren,  Beaver 
Hall  Hill.  Montreal. 

Ottawa,  Ont. 

In  connection  with  the  residence  which 
is  being  erected  for  D.  Drummond,  11 
Regent  Street,  the  contract  for  heating 
and  plumbing  (labor  only)  has  been  let 
to  F.  Tapp,  36  Armstrong  Street. 

The  general  contract  for  the  erection 
of  a  residence  for  Fohn  McKenzie, 
Creighton  Street,  has  been  awarded  to 
August  Boehmer,  280  Creighton  Street. 
Brick  veneer  and  stucco  construction. 
Approximate  cost,  $3,800. 

The  contract  for  heating  and  plumbing 
required  in  the  erection  of  a  residence 
for  Mrs.  L.  I).  Bangs,  18  Glen  Avenue, 
has  been  awarded  to  F.  Tapp,  36  Arm- 
strong Street. 

In  connection  with  the  apartments  now 
in  course  of  erection  on  Gigues  Street  for 
I.  I'errier  the  contract  for  heating  and 
plumbing  has  been  let  to  Gauthier  &  Co., 
307  Dalhousic  Street,  and  the  electrical 
work  to  N.  Lecompte,  362  St.  Patrick 
Street. 

The  contract  for  carpentry  required  in 
the  erection  of  two  residences  for  the 
Oakland  Land  Company  has  been  let  to 
Walter  Fryer,  5  Glen  Avenue. 

In  connection  with  the  residence  which 
has  been  built  by  George  H.  Lett.  43 
Glen  Avenue,  the  contract  for  heating 
and  plumbing  has  been  awarded  to  H. 
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Knox,  346  Elgin  Strict.  Remainder  of 
*  ork  by  iUy  labor. 

Ouebec,  Que. 

In  con.iction  witli  the  resilience  which 
i>  ticiiii;  lunlt  tor  Louis  Saillant.  99  Scott 
M'eit.  the  contract  lor  painting  lias  beer. 
I<  I  t.  D,  I.avsueux,  I  so  l-'leurie  Street,  and 
the  electrical  work,  plumbing,  and  heat- 
in>:  to  I-'.  Roaillard,  58  L&France  Street. 

Sarnia.  Ont. 

The  general,  masonry,  carpentry,  roof- 
ing.  and  painting  contracts  tor  the  erec- 
tion of  a  residence  on  Julia  Street  tor  J. 
1'.  Haw  son  hav  e  been  let  to  James 
Shanks.  878  Wellington  Street.  Frame 
construction.  Approximate  cost,  $3,000. 
Architect.  R.  W.  l'aucett.  Front  Street. 

(  lie  general  contract  for  the  erection 
of  a  resilience  for  I.  1\  Dawson  has  been 
let  to  lames  Shanks,  272  Wellington 
Street.  Frame  construction.  Approxi- 
mate cost.  $:i,ooo. 

Toronto.  Ont. 

I',  i.".  Hamilton.  37  Gore  Vale  Avenue, 
has  let  the  general  contract  for  the  erec- 
tion ot  a  residence  at  5.")  Oakmount  Road 
to  William  Hurndall.  14  Munro  Park 
Avenue,  who  will  sublet  various  trades. 
Brick  construction.  Estimated  cost 
$4,500. 

In  connection  with  the  duplex  resi- 
dence which  is  being  built  for  J.  L.  Flor- 
ence. 2  Spruce  Hill  Road,  the  contract  for 
masonry  has  been  awarded  to  J.  Daven- 
l  ■  rt.  56  Fulton  Avenue,  and  the  carpen- 
try to  A.  Jeffery,  69  Pape  Avenue. 

The  contract  for  plumbing  and  heating 
required  in  the  erection  of  a  duplex  resi- 
dence for  H.  Macdonald.  357  Runnymede 
Road,  has  been  let  to  I.  Maude  &  Son, 
240  Annette  Street. 

Verdun,  Que. 

The  W'edgewood  Construction  Com- 
pany. 232  St.  James  Street,  have  let  the 
general  contract  for  the  erection  of  brick 
residences  on  F'ifth  Avenue  to  V.  Sau- 
rette.  197  Gait  Avenue.  Approximate 
cost.  $6,000. 

The  general  contract  for  the  erection 
of  a  residence  for  W  illiam  Andrews,  176 
W'illibrod  Avenue,  has  been  awarded  to 
the  Home  Provident  Association,  Ltd.,  51 
Beaver  Hall  Hill.  Montreal.  Brick  con- 
struction.   Estimated  cost,  $6,000. 

Westmount,  One. 

In  connection  with  the  erection  of  a 
residence  and  garage  for  J.  B.  Letendre, 
425  Mt.  Stephen  Avenue,  the  contract  for 
roofing  has  been  let  to  J.  J.  Briard,  1277 
St.  Dominigue  Street. 

The  contract  for  carpentry  required  in 
the  erection  of  a  residence  and  garage  for 
\V.  G.  M.  Byers.  346  Mountain  Street,  has 
been  let  to  T.  S.  Hudson  &  Co.,  42  St. 
Sacrement  Street,  and  the  plumbing  and 
heating  to  J.  Colford,  Guy  Street. 

Windsor.  Ont. 

The  general  contract  for  the  erection 
of  a  two-familv  residence  for  L.  Peiers, 
60  Ouellette  Avenue,  has  been  awarded 
to  W.  H.  Creber.  91  Howard  Avenue. 
Brick  construction.  Approximate  cost, 
$6,500. 

Peter  Osterhout.  23  Pitt  Street  East, 
has  commenced  the  erection  of  a  resi- 
dence, estimated  to  cost  $12,000.  and  has 
let  the  contract.for  heating  and  plumbing 
to  Hicks  &  Greenan.  159  Wyandotte 
Street  East.    Brick  construction. 

The  general,  masonry,  carpentry,  roof- 
ing, and  plastering  contracts  for  the  erec- 
tion of  a  duplex  residence  for  Mrs.  C. 
Beals.  38  Gladstone  Avenue,  have  been 


awarded  In  A.  St.  Ongc,  Labelle  Build- 
ing, ami  the  heating  and  plumbing  to  P. 
Dresch,  Lincoln  Road,  W  alkerville. 
Painting  and  electrical  work  by  owner. 
Brick  veneer  construction.  Approximate 
cost.  $5,500. 

Vincenl  St.  Louis,  546  Campbell  Ave- 
nue, Detroit,  Mich.,  proposes  to  build 
lour  Irame  residences,  at  an  approximate 
COSl  of  $3,500  each,  and  a  brick  veneer 
residence,  at  an  approximate  cost  of 
$4,500,  and  will  start  work  on  the  former 
very  shortly.  The  contract  for  heating 
and  plumbing  has  been  let  to  J.  C.  Hus- 
sev.  Wyandotte  Street  and  Hall  Avenue. 

Power  Plants,  Electricity  and 
Telephones 


Wiarton.  Ont. 

Lumber  mill  of  Tohnson,  Hunter  & 
Crawford.  Loss,  $10,000.  Owners  are 
ci  ins  idering  rebuilding. 


Miscellaneous 

Springfield,  Ont. 

The  Central  Pipe  Line  Company  pro- 
pose to  lay  a  3-inch  pipe  line  from  Rich- 
mond to  Springfield  and  to  drill  addi- 
tional wells  in  the  Richmond  district. 
Manager,  F.  Rand,  Aylmer,  Ont. 

Toronto,  Ont. 

Bulk  tenders  on  the  erection  of  a  drill 
tower  at  rear  of  Central  Fire  Station  will 
be  received  until  November  28th  by  the 
Board  of  Control.  Plans  at  office  of  the 
City  Architect,  City  Hall. 


Hepworth,  Ont. 

The  Town  Council  are  considering  the 
installation  of  an  electric  light  and  power 
plant,  and  will  submit  a  by-law  on  No- 
venibcr  :.'7tli.    Reeve,  James  Douglas. 

Kilsyth,  Ont. 

IThe  Ontario  Hydro  Commission  pro- 
pose to  build  a  stepping-down  station 
here  and  to  construct  hydro  lines  from 
Tara.  Engineer,  F.  Surtees,  care  of 
Hydro  Commission,  Toronto. 

Strathroy,  Ont. 

The  Town  Council  have  authorized  ex- 
tensions to  the  street  lighting  system. 
Mayor.  F.  Graham. 

CONTRACTS  AWARDED. 

Sherbrooke,  Que. 

The  City  Council  have  awarded  a  con- 
tract for  the  supply  of  an  electric  motor 
to  the  Canadian  General  Electric  Com- 
pany. Montreal. 


Fires 

Alborough  Township,  Ont. 

Stock  barn  of  A.  Gillies.  Concession  6, 
Aldborough,  Rodney,  Ont.  Loss,  $5,500. 
Owner  proposes  to  rebuild  as  soon  as 
possible. 

Drummondville,  Que. 

Sash  and  door  factory  of  J.  A.  Nadcau. 
Loss,  $15,000.    Owner  may  rebuild. 

Egremont  Township,  Ont. 

Residence  of  John  Bunston,  Conces- 
sion 15,  Egremont  Township,  via  Hol- 
stein,  Ont.  Loss.  $2,500.  Owner  plans  to 
rebuild. 

Moncton.  N.B. 

Roundhouse  owned  by  the  Canadian 
Government  Railway,  Ottawa.  Loss, 
about  $5,000. 

Smith's  Falls.  Ont. 

Plant  of  the  Canadian  Cooperage  Com- 
pany, Union  Street.  Loss,  about  $10,000. 
Owners  will  rebuild. 

Toronto,  Ont. 

Factory  of  Adams  Brothers  Harness 
Manufacturing  Company,  Ltd.,  204  King 
Street  East.  Loss  on  building  and  stock, 
about  $90,000. 

Residence  at  Hanlan's  Point,  owned  by 
C.  A.  Riske,  431  Yonge  Street.  Loss, 
$8,000.    Owner  may  rebuild. 

Turnberry  Township,  Ont. 

Stock  barn  owned  by  Steven  King, 
Concession  4,  Turnberry  Township,  via 
Wingham,  Ont.  Loss,  $3,500.  Owner  in- 
tends to  rebuild. 


Photographing  Interior  Structure  of 
Concrete  Work 

Some  successful  experiments  in  photo- 
graphing the  iron  reinforcements  of  con- 
crete work  with  Roentgen  rays,  recently 
made  by  Inspecting  Engineer  E.  Stettler, 
of  the  Swiss  Railway  Department,  are 
attracting  much  attention  among  Swiss 
construction  engineers.  The  advantages 
of  being  able  to  make  an  examination  of 
the  condition  of  such  reinforcements  or 
the  proper  disposition  and  situation  there- 
of without  destroying  the  concrete 
structure  are  self-evident,  as  well  as  the 
desirability  of  being  able  to  make  an 
inspection  of  the  position  of  the  rein- 
forcing iron  rods  upon  the  completion 
of  the  cement  parts  of  a  new  building  or 
a  new  cement  structure. 

Engineer  Stettler,  by  the  use  of  special 
plates  adapted  to  any  construction,  has 
apparently  obtained  serviceable  pictures 
of  the  inner  structure  of  cement  block. 
To  eyes  accustomed  to  pictures  with 
great  detail  and  much  light  and  shadow, 
the  first  results  of  the  Roentgen  exposure 
may  seem  somewhat  meagre.  However, 
the  iron  reinforcements  in  the  pictures 
are  shown  in  their  proper  size  and  situa- 
tion, as  also  the  connections  and  cross- 
ings, so  that  the  imperfect  connections 
can  be  clearly  recognized. 


Old  Sandstone  Blocks  Serve  as  New 
Pavement  Foundation 

Old  Colorado  sandstone  blocks  that 
have  given  thirty  years  of  service — they 
were  laid  in  1886 — arc  being  utilized  in 
place  of  concrete  for  the  base  of  the  new 
brick  pavement  being  laid  by  the  Topeka 
(Kan.)  Railway  Company.  After  shift- 
ing the  track,  a  2  x  9  ft.  trench  is  dug 
and  a  1-inch  layer  of  cinders  put  down, 
which  is  followed  by  a  cource  of  the 
sandstone  blocks,  which  are  6x6x8 
inches.  Grout,  mixed  by  hand,  is  then 
brushed  into  the  crevices  between  the 
blocks.  The  85-pound  railway  track  is 
then  moved  back  upon  this  foundation 
and  the  spaces  between  the  ties  are  filled 
with  Joplin  chats.  This  is  followed  by 
a  3-inch  cource,  which  joins  on  either 
side  a  similar  pavement  foundation  put 
in  by  the  city.  On  top  of  this  base  a 
regular  sand  cushion  and  4-inch  brick 
block  paving  are  laid  across  the  street. 

The  Topeka  Railway  Company  has  a 
stretch  of  ten  miles  of  track  with  a  sur- 
face paving  of  sandstone  block  which  it 
intends  to  repave  in  the  manner  des- 
cribed. The  pavement  is  claimed  to  be 
less  expensive  than  solid  concrete  work 
and,  in  the  opinion  of  the  company,  will 
support   the  street   railway  adequately. 
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Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 

14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


Tenders  and  For  Sale  Department 


Tender  for  School 

viv  i  icntlm,  addraued  to  tiir  undersigned, 

mil  l>r  rntucil  up  i..  rj  o'clock  noon,  Wednes- 
day. November  99th,  (or  ilir  erection  of  a  five- 
■  tH>me<l  addition  lu  the  New  Toronto  Public 
School,  acoiding  to  plans  ami  specifications  pre- 

pare,l  by  Smith  jtt  Wright,  Itaby  Point.  Separate 

tender*  lor  the  following  trades: 

1 1 1  Masonry  and  llrickwork. 

IS)  Carpenter  Work. 

(31  l-athing  and  Plastering. 

(4)  I'aintinti  and  ('.la/inn. 

(5)  Rooting  and  Galvanized  Iron  Work. 
Plans  and  specifications  may   be  seen  at  the 

residence  of  J.  Gaunt,  Esq.,  Fifth  Avenue,  New 
Toronto.  The  lowest  or  any  tender  not  neces- 
sarily accepted. 

T   EL  FOUNTAIN, 


•  7  IT 


Tenders  for  Drill 
Tower 

Hulk  tenders  for  all  trades  required  in  con- 
nection with  the  erection  of  a  drill  tower  at  rear 
of  Central  Fire  Hall.  Adelaide  Street  West,  will 
be  received  by  registered  post  only,  addressed 
to  the  undersigned,  up  to  noon  on  Tuesday,  28th 
of  November.  1916.  Plans  and  specifications  may 
lie  seen  and  forms  of  tender  and  all  information 
relative  to  tendering  obtained  at  the  office  of  the 
City  Architect,  City  Hall,  Toronto.  Envelopes 
containing  tenders  must  be  plainly  marked  on  the 
outside  as  to  contents.  The  usual  conditions  re- 
lating to  tendering  as  prescribed  by  the  city  by- 
laws must  be  strictly  complied  with,  or  tenders 
may  not  be  entertained.  The  lowest  or  any  ten- 
der not   necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 
47  47  Chairman  Hoard  of  Control. 


Tenders  for 
Belt  Conveyor 

Tenders  will  be  received  by  registered  post 
only,  addressed  to  the  Chairman  of  the  Board  of 
Control.  City  Hall,  Toronto,  up  to  noon  on 
Tuesday.  November  28th.  1916.  for  the  installa- 
tion of  a  30-inch  P.elt  Conveyor  and  appurten- 
ances at  the  Main  Sewage  Disposal  Works, 
Toronto. 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents. 

Specifications  and  forms  of  tender  may  be  ob- 
tained at  the  Works  Department,  Room  6,  City 
Hall. 

Tenderers  must  comply  strictly  with  conditions 
of  City  By-law  as  to  deposits  and  sureties,  as 
set  out  in  specifications  and  forms  of  tender. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

T.  L.  CHURCH,  Mayor, 

Chairman,  Board  of  Control. 
Toronto,  November  10th,  1910.  47-47 


Tenders  Wanted 


Scaled  tenders,  separate  or  in  bulk,  will  be 
received  at  the  office  of  the  Architect,  W.  Gray- 
son Brown,  Hamilton,  Chile  Building,  until 
twelve  o'eloek  of  the  30th  day  of  November,  1916, 
fbl  tlie  erection  of  a  High  School  in  Trenton,  Ont. 
Plans  may  be  seen  at  the  office  of  the  Architect; 
Contract  Record,  Toronto;  W.  II.  Mayhew,  Chair- 
man of  the  School   Board,  Trenton. 

Tenders  must  be  accompanied  by  a  marked 
cheque  for  5  per  cent,  of  the  contract,  or  bidders' 
bond. 

Lowest  or  any  tender  not  necessarily  accepted. 

47-47 


GREATER  WINNIPEG  WATER 
DISTRICT 

Tenders  for  Construction 
of  9.5  Miles  of  5  6"  Re- 
inforced Concrete 
Pressure  Pipe 

Scaled  tenders  addressed  to  the  undersigned 
will  be  received  up  to  noon  of  Monday,  Decem- 
ber 18th,  1916,  for  the  construction  of  9.5  miles 
of  5  ft.  (5  in.  Reinforced  Concrete  Pressure  Pipe. 

Plans,  Specifications  and  Form  of  Tender  can 
be  secured  on  application  to  the  District,  accom- 
panied by  certified  cheque  for  Twenty  Dollars, 
payable  to  the  District,  which  deposit  will  be  re- 
turned upon  submission  of  tender  or  return  of 
documents. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

R.  D.  WAUGH, 
Chairman  of  Commissioners. 
901  Boyd  Bldg.,  Winnipeg,  Man. 

4th  November,  1916.  46-49 


Board  of  Education 


Sealed  tenders,  whole  or  separate,  addressed  to 
the  Secretary-Treasurer  of  the  Board  of  Educa- 
tion, will  be  received  until 

Thursday,  November  30th,  1916 

for 

Electric  Light  Fixtures  for  Admin- 
istration Building  and  Sundry 
School  Buildings 

Cabinet  Work  for  Sundry  Schools 

Hydraulic   Ash   Hoist   for  High 
School  of  Commerce 

Specifications  may  be  seen  and  all  information 
obtained  at  the  office  of  the  Superintendent  of 
Buildings,  City  Hall,  Toronto.  Each  tender  must 
be  accompanied  with  an  accepted  bank  cheque 
for  five  per  cent,  of  the  amount  of  tender  or 
its  equivalent  in  cash,  applying  to  said  tender 
only.  Sureties  for  all  tenders  exceeding  four 
thousand  dollars  must' be  furnished  by  surety  com- 
panies. Tenders  must  be  in  the  hands  of  the 
Secretary-Treasurer  at  his  office  in  the  City  Hall 
not  later  than  4  o'clock  on  the  day  named,  after 
which  no  tender  will  be  received.  The  lowest 
or  any  tender  will  not  necessarily  be  accepted. 

W.  C.  WILKINSON, 
47-47  Secretary-Treasurer. 


BOILERS  FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,U00  square  feet  ot  steam  radiation.  Further 
particulars— MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


For  Sale  En  Bloc 


Seventy  thousand  dollar  Factory  and  Plant, 
with  a  large  stock  of  aggregates  and  colors  for 
the  manufacture  of  Concrete  Sewer  Pipe,  Hollow- 
Blocks,  Bricks,  Cornices,  Friezes,  Ornamental 
Blocks,  Floor  and  Roof  Tiles.  For  particulars 
apply  to: — 

S.  C.  FOWLER,  Liquidator, 
45-48  No.  70  St.  Paul  Street,  Quebec. 


Late  News  Items 

Cornwall,  Ont. 

Tenders  on  the  erection  of  an  addition 
to  the  pumping  station  for  the  Town 
Council  will  be  received  until  December 
1st  by  the  Clerk,  J.  G.  Harkness.  Plans 
and  specifications  at  office  of  the  En- 
gineer, F.  Stidwell.  Approximate  cost. 
$20,000. 

Fort  William,  Ont. 

The  contract  for  roofing  required  in 
the  erection  of  a  factory  addition  for  the 
Canada  Starch  Company,  Limited,  has 
been  let  to  the  general  contractors, 
Thunder  Bay  Contracting  Company. 
Port  Arthur.  Heating  and  electrical 
work  by  owners. 

Port  Arthur,  Ont. 

The  Industrial  Committee  have  recom- 
mended to  the  City  Council  that  a  bridge 
be  constructed  immediately  over  the 
Mclntyre  River.    Clerk,  T.  F.  Milne. 

Quebec,  Que. 

The  general  contract  for  the  erection 
of  an  office  and  shed  for  O.  Laviolette. 
55  Canardiere  Road,  has  been  let  to  A. 
Bouchard,  200  Third  Avenue,  Limoilou. 
Brick  and  frame  construction.  Approxi- 
mate cost,  $8,000. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  November  28th  for  the  con- 
struction of  asphalt  pavement  on  Hast- 
ings Avenue  and  concrete  sidewalks  on 
Windermere  and  Cardiff  Streets.  Plans 
at  office  of  the  Works  Department,  City 
Hall. 

The  Toronto  Harbour  Commission 
have  let  the  contract  for  steel  work  re- 
quired in  the  construction  of  a  bridge 
at  the  foot  of  Cherry  Street  to  the  Do- 
minion Bridge  Company,  20  Victoria 
Street,  at  $124,933.  The  foundations  are 
being  constructed  by  the  Commission. 
Engineer,  E.  L.  Cousins,  50  Bay  Street. 

The  general  contract  for  the  erection 
of  a  storage  building  at  13S3  Bloor  Street 
West  for  the  Canadian  Fairbanks-Morse 
Company,  Limited,  has  been  let  to  the 
John  V.  Gray  Construction  Company, 
Confederation  Life  Building.  Brick  and 
mill  construction.  Approximate  cost, 
$14,000.  Engineers,  T.  Pringle  &  Sons, 
Ltd.,  Excelsior  Life  Building. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
niiss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"  Mathematically  Precise" 

Are  ligid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

UCI  I  CD    ft,   RRinHTI  Y  1120  Spring  Garden  Street 

nbLLLK   fit  DftlUniLI,  PHILADELPHIA,  PA., "Since  1870" 


The  Possibilities 

of  "IDEAL"  Concrete 
Block  Machinery  and  Or- 
namental Molds  are  al- 
most unlimited,  to  the  up- 
to-date  and  wide-awake 
contractor. 

Write  for  catalogue  on 
Block  Machines,  Tampers, 
Ornamental  Molds,  Sand 
Screens,  Derricks,  Cement 
Tools,  Mixers,  Water- 
proofing, Colors,  etc. 

IDEAL  CONCRETE  MACHINERY  CO.,  LTD.  "fco 


Dake  Double  Drum  Friction  Hoist 


Made  in  six  sizes,  5 
to  30  horse  power,  steam 
or  compressed  air — Dake 
motor  directly  connected. 
Furnished  with  clutch 
drums  if  preferred.  Can 
be  double  geared  to 
double  the  lifting  capa- 
city and  decrease  speed 
by  one  half.  Made  to 
carry  overload  as  great 
as  rated  capacity. 


DAKE  ENGINE  CO.,  Grand  Haven,  Mich,  U.S.A. 

Canadian  Asenfs 

MONTRE  AL— Mussens  Ltd.   TORONTO-A.  R.  Williams Mach.  Co..  Ltd. 


Pacific  Coast  Pipe  Co.,  Ltd, 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 

1551  Granville  Street    -    Vancouver,  B.C. 


James  Thomson,  President. 


J.  G.  Allen,  Vice-President. 


James  A.  Thomson,  Secretary. 


the  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  CO. 


LIMITED 


Manufacturers  of 

Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 
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AW  MI  K  \   MruvK,  President 


Gordon  F.  Perry,  Genera!  Manager 

NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  »— TORONTO 


CAST  IRON  PIPE 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Rkcord  and  Engineering 
Review.  .  This  paper  is  the 
"Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


"  It  is  decidedly 
foolish  economy" 

says  Byron  T.  Gifford  in  his 
book  on  Central  Station 
Heating;  "to  use  inferior  ma- 
terial or  poor  workmanship 
in  anything  going  under 
ground  to  stay  as  long  in 
service  as  a  heating  system 
should  stay  in  service." — :and 


no  better   argument   could   have  been 

made    for  the 


RIC-WII 
METHOD  Urn 


OF  INSULATING  UNDERGROUND 
HEATING  SYSTEMS 


Besides  its  highly  effi- 
cient insulating  qualities 
Ric-wiL  conduit  possesses 
the  only  perfect  under- 
drainage  system. 

Write  for  our  Booklet 
"Ric-wiL  Method." 

THE  RIC-WIL  COMPANY 
640  Guardian  Building 
CLEVELAND 


^  STONE  CRUSHER 

IS  THE 

"ACME" 

The  Machine  of 

QUALITY  and  MERIT. 


Goodwin,  Barsby  &  Co.,  Leicester,  Eng. 


CC\/rM  DID  OV  DID  FOR  PARTITIONS,  SUSPENDED  CEILINGS 
OtL  V  Hill    KID    11  I  -IxlD  SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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Durability 
Accuracy 

Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
%  inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents drfmage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


Los  Angeles 
San  Francisco 


The  Glue  Book 


What  it  Contains: 


Chapter  i- 
Chapter  2- 
Chapter  3- 


Historical  Notes 
Manufacture  of  Glue 
Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  SO  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


1885    "QUALITY  FIRST"  1916 

It  Has  Paid  Us  and  Will  Pay  You 
We  can  give  you  prompt  shipment  of 

"  EMPIRE  "  Corrugated  Iron 

Painted  or  Galvanized — Straight 
or  Curved,  All  Sizes  and  Gauges 

We  always  carry  big  stocks,  including 

Corrugated  Ridge  Cap,  Hip  Cap, 
Flashings,  Etc. 

The  "Quality  House"  is  Safest-  Think  of 
Safety  First 

The  Metallic  Roofing  Co. 

Limited 
Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  -Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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Stilwell  Feed  Water  Heaters 

Cl«»«  "O"  1  x  pc 

\  Feed  Water  1  [eater 

\  Feed  Water  Purifier 
\  Condensation  Receiver 
A  I  ced  Water  Softener 

l  1 1 in- 1  rhoroughfare  or  Switch  Valve  Type  of  steam  supply. 

I  it : c »i  with  Hoat  controlled  or  water  seal  overflow  as  may  be 
BCCeaWT.  Single  pine  Castings,  automatic  raw  water  control, 
double  hit  ration ,  simple  design,  simple  in  operation. 

Bulletin  No.  7S3  is  descriptive. 

"  c  ,  jtt  i  \ioct  on  all  sizes  ami  tan  wake  immediate  shipment 

PL  ATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


STANDARD  STEEL 


Be.ma  Channels 

;Vn £ :„p:r,"  construction  co. 


Reinforcing  Bart 

"Self-SenterinK" 

Corrugated 
Sheeting 


LIMITED 
WELLAND 


CANADA 


Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market. 
Office   M  4515-M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand.  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right. and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,  Office  North  j        Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


WOODEN  PIPE 


Wire  wound  wood  stave  pipe,  2  in.  to  24  in.  diameter.  Con- 
tinuous wood   stave  pipe,   any   diameter  required. 

CANADIAN  PIPE  CO.,  LIMITED 

Established  1904  New  Factory  Erected  1910 

Equipped  with  the  most  up-to-date  machinery.  Every 
machine  driven  by  a  separate  electric  motor.  Satisfaction 
Gua  ranteed. 

Office  and  Factory— 550  Pacific  St.,  VANCOUVER,  B.C. 


Canada  Iron  Foundries.  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 
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Dealers  in 

Scrap  Iron,  Steel 
and  Metals 

Railway  Equipment,  Rails 
and  Machinery 

Dismantlers  of  Bridges,  Plants, 
Steamers,  Mills 

Dominion  Iron  &  Wrecking 

Company,  Limited 

General  Offices: 

Transportation  Bldg.,  MONTREAL 

Quebec  St.  John,  N.B. 


"Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


Illustration  shows  operator 
welding  the  corners  on  steel 
truck  frames,  using  the  Prest- 
O-Lite  Process. 


Welding  Speeds 
Up  Production 


By  welding  the  corners  of  the  frames  of  a 
series  of  trucks,  a  number  of  welds  are  made 
without  moving  the  welding-  outfit.  When  one 
pile  is  completed,  the  apparatus  is  quickly  and 
easily  moved  to  another  pile  similarly  ar- 
ranged. 

This  is  a  typical  example  of  how  oxy-acety- 
lene  welding  is  simplifying  production  and 
lowering  costs  in  manufacturing  operations. 
Better  than  complicated  and  expensive  riveting 
and  threading.  Hundreds  of  other  routine 
manufacturing  operations  are  handled  better 
and  at  a  lower  cost  by  oxy-acetylene  welding. 

You  secure  all  the  advantages  of  welding  in 
the  simplest,  most  efficient,  and  most  economi- 
cal form  by  adopting  the 


Employs  both  gases  (acetylene  and  oxygen)  in  portable 
cylinders.  Prest-O-Lite  Dissolved  Acetylene  (ready-made 
carbide  gas)  is  backed  by  Prest-O-Lite  Service,  which 
provides  dry,  purified  gas,  insuring  better  welds,  quicker 
work,  and  lower  cost,  and  also  avoids  the  large  initial 
outlay  and  heavy  depreciation  incurred  in  making  crude 
acetylene  in.  a  carbide  generator. 

The  necessary  equipment  is  not  expensive.  We  furnish  high 
grade  welding  apparatus  for  .$75;  acetylene  service  at  additional 
cost.  Adaptable  for  oxy-acetylene  cutting  by  the  purchase 
of  special  cutting  blow  pipe.  Thorough  instructions  are  fur- 
nished free  to  every  user  of  Prest-O-Lite  Dissolved  Acetylene 
—  any  average  workman  who  understands  metals  can  learn  the 
process   quickly  and  easily. 

The  Prest-O  Lite  Literature  is  thoroughly  illus- 
trated, and  is  full  of  helpful  suggestions  co  progress- 
ive manufacturers,  designing  and  production  engi- 
neers.   Ask  for  it. 

The  Prest-O-Lite  Co.,  Inc.,  Dept.  e 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 
Canadian  Main  Office  and  Factory 
MERRITTON.  ONTARIO 

Factory  Branch  —  WINNIPEG,  Man. 
53  Branches  and  Charging  Plants 
Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA. 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT.  I.IME,  AND  BRICK 

Cement  delive.rd  in  5  barrel  lots,  $1.86  per  bbli 
with  baj[S.  $2.25:  car  lot*.  $140  on  the  track, 
with  pktB.,  «1  SO- 

Lime— Ciey  -He.  white  50c  per  10O  lbs.,  delivered 
..,  not  lew  than  1500  ll>.  lots.  At  the  ware- 
house, white  45c.  grey  :»>c. 

Britk-No.  1  dry  pressed  red  brick  $17;  buff. 
$17  fob.  the  job;  No.  2.  $14;  common  red 
itock  brick.  $11  to  $14;  Krey.  $11  to  $12; 
wire  cut  brick  for  foundation  work.  $9  on 
the  can.  delivered  $10;  "Tapestry"  brick,  im- 
,K.rtcd.  $25  to  $35;  local  Rug,  $14;  sand  lime 
brick.  IT.eO  f.o.b.  car  at  King  Edward  Siding  ; 
|6  BO  I  o  b.  car  or  wagon  at  plant  J  $8.50  de 
:,..<-,ed  on  job.  Paving  brick.  No.  1.  SIS  per 
M  Lp-b  West  Toronto;  No.  2  $14:  paving 
blocks.  No.  1.  $24  per  M. ;  No.  2.  $18.  Sun- 
Tex  face  brick.  $16  to  $20  per  M.  j  Demson 
interlocking  hollow  tile.  $60  per  M.  Lots 
over  100.000,  $55. 

Concrete  brick  -  Quotations  f.  o.  b.  Toronto  :  — 
White  $52.  buff  $28.  grey  $27.  plain  pressed 
$17.  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE.  SAND,  AND  GRAVEL 

Toronto  prices.  F.  O.  B.  Car: 
Crushed  s«one-2  in..  $1.30;  1-in.,  $1.40: 

$1.40:  rubble  stone,  in  car  lots.  $1.30  per  ton 
f.o.b.  car 

Sand-for  cement  or  brick  work,  80c.  per  ton, 

f.o.b.  Toronto. 
Gravel-Pit  run.  75c  to  85c  per  ton  f.o.b.  Toronto; 
screened.  $1  per  ton  f.o.b.  Toronto. 
LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 
Hemlock-2  x  4  in.  to  2  x  12  in     8  to  16  It 
$24-  18  ft..  $25;  1-in.  Hemlock,  No.  1  5^4, 
No.'l  Hemlock  decking  $24  to  $25;  No.  2 
Hemlock,  dimension  and  1  in.,  $20  to  $22. 
pine_l  in   by  4-in.  to  6-in.,  $30;  1-in.  by  8-in., 
$32;  1-in.  by  10-in..  $33;  1-in.  by  12  in.,  $3.3 
to  $35;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft    to  16  ft.  long.  $30  to  $35;  %  by  6 
and  10-in.  pine  shelving.  $33  to  $36;  H  by 
12  in.  pine  shelving.  $45;  No.  1  white  pine 
flooring.  $35;  No.  1  spruce  flooring.  $29;  No. 
1  pine  V.  or  beaded  sheeting,  $35;   No.  2 
ditto.  $32;  pine  trim  4-in.  casing,  $175  per 
100  ft.;  5-in.  ditto,  $2;  8-in.  pine  base,  $2.76 
to  $3.25;  4-in.  pine,  window  stool,  $2.75. 
Shingle*— XXX  B.  C.  shingles  $3.85;  N.  B.  extras 
$4;  N.  B.  clears  $3  65;  No.  1  pine  lath  $6.00; 
No  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 
Dimension  Timber  (B.  C.  fir)-10  x  14,  12  x  12, 
12  x  14,  14  x  14,  14  x  16,  $40;    10  x  16. 
12  x  16.  16  x  16.  14  x  18,  18  x  18,  20  x  20, 
$40.50;  12  x  18.  18  x  20,  $41.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $42.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars— $3.40  to  ?5  base;  twisted 

and  deformed,  $3.50  base. 
Shapes— Over  35  lbs.  per  yd.,  $3.40  per  100  lbs. ; 

under  35  lbs.  per  yd.,  $3.60  per  100  lbs. 
Plates — 12  ins.  and  under,  $4  per  100  lbs.;  over 
12  ins,  and  under  36  ins.,  $3.80  per  100  lbs. ; 
36  ins.  and  over,  $4.20  per  100  lbs.    Tank  and 
boiler  plates — %  in.  and  over  and  under  36 


Int.,  $1.40;  36  ins.  and  over,  $4.90.  Gauge 
plates— Nos.  10,  12,  14,  $4.60  to  $4.80  per  100 
lbs.  Black  American  bessemer  '  plates— 28 
gauge,  $3.75  to  $4  per  100  lbs. 

Extras — 1 '10c  per  lb.  extra  for  cutting  to  length, 
for  plate  less  than  ]4  in.  thick,  for  all  Bethle- 
hem sections,  for  angles  less  than  5  in.  com- 
bined legs  and  beams  and  channels  under  6 
ins.,  for  IS,  20,  and  24  in.  beams. 

Galvanixed  iron— 28  gauge  $0.50  to  $7.00. 

Cast-iron    pipe — Standard    prices,    carload  lots, 
f.o.b.  Toronto:  4-in.  $38  per  net  ton;  6-in.  and 
Up  to  $37,  with  $1  extra  for  gas  pipe. 
SEWER  PIPE 

Sewer  Pipe —Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6-in.,  40c  ft. ;  8-in. 
55c  ft.;  9  in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  lS-in.,  $1.90  ft.;  20-in„  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 

White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbis.,  $1.15  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.12  per  gal. ;  red  lead, 
dry,  $14  per  100  lbs. ;  putty  in  bulk,  $4  per 
100  lbs.;  in  100-lb.  drums,  $4.40;  putty  in 
25-lb.  tins,  $4.50  per  100  lbs. ;  steel  sash 
putty,  $5  per  100  lbs. ;  turpentine,  in  bbls., 
72c  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.00  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $15; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic,  No.  2,  $13; 
buff  (smooth),  $21;  buff  (rough),  $20;  plastic 
$9.  Dominion  silicate,  1st  quality,  $13;  sec- 
ond quality,  $10.50;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  l^-in.  $1.65;  H-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 

Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles — 3  in.  x  3  in.  and  up,  $3.75 ;  1  in. 
x  1  in.  x  in.,  25c  extra;  M  in.  x  H  in. 
x  %  in.  60c  extra.  Boiler  plates — !4  in. 
thick  and  thicker,  $4.75.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$5.00;  under  30  in.  dimension,  $5.25.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.50; 
35  lbs.  per  yd.  and  over,  $4.25;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.60  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60. 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2y2  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.       Plaster  of 
Paris— $2.35  per  bbl.     Rope— Best  Manilla, 

22*/$c  basis  per  pound;  British  manilla,  18c 
basis;  sisal  rope,  15'/2c  basis;  lath  yarn  15!^ 
cents.  Boiled  linseed  oil — in  barrels  99J/2C 
per  gal.  of  9  lbs.    Raw  linseed  oil — in  barrels, 

9.7c  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — -Grey,  34  cents  per.  bushel;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.   1  dry  pressed,   red  and   buff,  $35; 
common  red  stock,  $25 ;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,   $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
M-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per   yard,   delivered,  $1.85. 

Crushed  Granite— l'A  and  2-in.,  $2.65;  H-in.  and 
1-in.,  $2.90;   M-in.  and  dust,  $3.20. 
LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $2S;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  x  12,  8  x  12,  $39 ;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  In.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5% -in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7 ;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round   bars,  $3.35  per   100  lbs. ;  square 
twisted,  $4  per  100  lbs. ;  channels  and  angles, 
$4.25;  beams,  $4;  plates,  $5  per  100  lbs. 
Cast  Iron  Pipes — Standard  price,  car  load  lots, 
f.o.b.   Winnipeg,  $3S  per  ton. 

(Continued  on  page  54  ) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


Sewer 
Pipes 


ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 

Mad*  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :    St.  Johns.  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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SEWER  PIPE 
S*w«t  Pip*  -Wholesale  price*  f.  o.  b.  Winnipeg, 
pec  ft..  3  in.,  U  cent*;  4  in  .  11  centi;  5  in.. 
It!  k-enii;  ti  in,  lM-j  cent* ;  S  in,  30  cent*; 
it  in.  S3  cent*;  10  in..  40  cent*;  12  in,  60 
cent*;  16  in.,  75  cent*;  IS  in.,  $100;  20  in.. 
$1  m  M  la.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaiter  -Cnsanded,  $13  per  ton;  sand- 
ed, $7  50,  delivered  on  job.  Plaster  of  Paris, 
$15  50  per  ton;  Hammer  Itrand,  $3.75  per 
bbl  .   in  bags  $15.00. 

PAINTS  AND  OILS 
Paint*  and  Oil* — White  lead,  ground  in  oil.  $11. 5u 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs.;  putty  in  bulk,  $3.25  per  bbl.;  putty  in 
'.'5  1b.  tins.  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal..  $3.10. 


VANCOUVER  PRICES 

CEMENT.  LIME.  AND  BRICK 

Cement— Grey  Portland.  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.60  per  bbl.  of 
300   lbs. ;   superfine,   white,  $9.50  per   bbl. ; 

"  '  ite  Portland  cement,  $2.45  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 

Brick-  Common  red  brick,  $10.60  to  $13.00  f  o  b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick;  $30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
house;  $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand     Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel    $1.N5  per  yard  delivered. 
Prices  of  stone  are  still  open. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
10  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse : 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 2S  gauge,  $7.25  per  100  lbs. 

Corrugated  iron — 2G  gauge,  6,  7  and  8  ft.  sheets 
$6.65,  5,  9  and  10  ft.  sheets,  $6.80  per  square. 
Black  steel  sheets,  24  gauge,  $5.10  per  100 

lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4  in.,  12'/2c.  per  ft.;  6-in.(  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in„  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime— $14.00  in  car  lots. 

AIca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 

Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade, 
14J/2C  basis;  sisal  rope,  1254c  basis. 

PAINTS  AND  OILS 

Mixed  Paint— Per  gal.  $2.45  to  $3.00. 

White  lead— Ground  in  oil,  $14.90  per  100  lbs. 

Boiled  linseed  oil — In  bbls.,  $1.10  per  gal.  of  9 

lbs. 

Raw  linseed  oil — In  bbls.,  $1.08  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-Ib. 
tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


Mueller  Tapping  Machine 


BY  an  entirely  new  feature,  found  only  in  our  machine, 
you  can  tap  water  mains  under  pressure  with  very  little 
exertion.  We  have  sold  hundreds  of  these  machines 
to  corporations  and  private  Companies  all  over  Canada  and 
every  machine  has  given  the  best  satisfaction.  We  might 
refer  you  to  users  in  your  part  of  the  country,  if  you  are  in- 
terested. 

We  also  make  a  complete  line  of  waterworks,  gas 
works,  and  plumbing  brass  goods.  All  tested  under  200 
lbs.  hydraulic  pressure  and  fully  guaranteed. 


H.  Mueller  Mfg.  Co.,  Limited 


SARNIA 


ONTARIO 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairway* 

Enquiries  solicited. 
CANADA    WIRE    &  IRON 


GOODS  CO. 


Hamilton 


"Meaf  ord"  Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "  Meaford "  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces :  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.  Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta:  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton^  Alta. 

British  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundation*  and  prevent- 
ing nut  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


CANADIAN 
CHICAGO  BRIDGE  &  IRON  CO. 

Limited 
BRIDGEBURG.  ONTARIO 
Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"  Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:  — 
Bridgeburg,  Ontario,  1  30  Janet  Street 

Chicago,   Illinois,  2014  Old  Colony  Rldg 
York,   N.   Y..  30  Church  Street 


Built  for  C.P.R.  Montreal 


New 

8HOP8 

Chicago,  111. 


-Bridgeburg.  Ont. 

Greenville.  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 

Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto      -  Canada 
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Civil 

Electrical 
Mechanic* 


Directory  of  Engineers 


Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willi*    ChipflAtn      Geo.    H,  Power. 


BRYAN  PONTIFEX 

Chartered  Accountant. 
SPECIALTY 
MANUFACTURERS'  AND 
CONTRACTORS'  ACCOUNTS 

Excelsior  Life  Bldg.,  Toronto 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

Head  Office  MONTRFAI 

and   Main   Laboratories:    "HUH  1  IVE.AL. 

Branch    Offices   and  Laboratories — 
TORONTO,  WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


Contractors 

Special 

Interests 


HADD1N  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG  CALGARY 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  ami 
Sewage   Disposal,  Water  Power  Development 

Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat. 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,      •  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 


Phone 
Main  904  905 


Office  and  Works: 
62  Esplanade  E.,  Toronto 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DAT  EM  TC     SECURED  or  our 

rM  I  bill  O         FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 

Reg.  Patent  Attorneys  Ottawa.  Canada 


ANGLINS 

M  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WOftK. 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


Crushed 
Stone 

BRICK 


Cut 


Stone 
SAND 


T.  A.  Morrison  &  Co.,  ^mSVtrTal34- 


H.  J.  Griswold, 

Montreal. 


B.  W.  Seton, 

Toronto. 


DOMINION  ENGINEERING 
&  INSPECTION  CO. 

Inspecting  and  Testing  Engineers 
Head   Office  and  Laboratories, 
318    Lagauchetiere   St.   West,  Montreal. 
BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 
CEMENT  TESTING  AND  REIN- 
FORCED   CONCRETE  INSPECTION 
MILL,  SHOP  AND  FIELD  INSPEC- 
TION OF  STEEL  STRUCTURES 
AND  BRIDGES 
TESTS   AND   INSPECTION   OF  IRON 
AND  STEEL  PIPE,  ETC. 
EXPERT  EXAMINATIONS  AND 
REPORTS 

Represented  at  New  York,  Pittsburgh  and 
Chicago ;  Glasgow  and  London,  Eng. 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


n 


> 


v 


I  Ml  TED 


teKlRREfiiNEi 

VALVE -HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs tor  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  lildg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Havana,  Cuba— Room  65,  Nova  Scotia  Bank  Bldgr. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 
Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tom  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614  1816  1«1« 
Private  exchange  connecting  all  departments 
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Induced  Draft  Fans 

installed  in 

Calgary  Municipal  Power  Plant 

We  design  forced  and  induced 
draft  equipment  for  boilers 
and  furnaces,  fan  system  heat- 
ing, ventilating  and  drying 
apparatus,  blowers  and  ex- 
hausters for  all  purposes. 

Canadian  Blower  and  Forge  Co. 

Kitchener,  Ontario  Limited 

St  John      Montreal      Toronto      Winnipeg  Vancouver 


Modern  Bridge  Construction 

The  services  of  our  bridge  engineering  and  building  organization  are  at  the  disposal  of  industrial, 
private  or  municipal  bodies,  in  any  connection  where  they  could  be  used  to  advantage.  The  above  is  an 
illustration  of  a  recent  bridge  constructed  by  our  company  at  Granby,  Quebec,  for  an  industrial  company. 
This  was  later  approved  by  the  municipality  and  taken  over  by  them.  This  is  another  instance  of  good 
engineering  and  careful  construction.  We  shall  be  glad  to  advise  you  regarding  any  bridge  work  you  have 
in  hand. 

MacKinnon,  Holmes  &  Company,  Limited,SheQUreooke 
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If  You 

Highest 

Quality 


Want  the 
Standard 
Dry  Lead 


—the  kind  that  is  the  best  for  every 
purpose  for  which  a  dry  lead  is  used 
—the  kind  that  is  absolutely  guaran- 
teed for  protecting  all  styles  of  metal 
construction  that  is  subject  to  rust  or 
corrosion, 

Make  Your  Next  Order 

CARTER'S 

Dry  Red  Lead 

We  make  Orange  Lead  and  Litharge. 
Special  Red  Lead  and  Litharge  for 
Color,  Varnish  and  Rubber  making. 
Oxides  for  Potters  and  Storage  Batt- 
ery makers.  Our  products  are 
wholly  Canadian  made  and  equal 
in  quality  to  the  best  imported  goods. 

Send  a  post  card  for  prices. 

The  Carter  White  Lead  Co. 

of  Canada,  Limited 

91  Delorimier  Avenue 
Montreal 


BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  lust  published  by  the  McGraw-Hill  Book  Co. 
223  pages,"  illustrated;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Book  Company.  279  pages, 
illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

Handbook  for  Highway  Engineers,  by  Wilson  G.  Harger  and 
Edmund  A.  Bonney.  Second  Edition  just  published  by 
McGraw-Hill  Book  Company.     609  pages.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 

Published   in    1915   by  McGraw-Hill 


Etcheverry. 

Company.    213  pages,  illustrated.     Price  $2.00. 


Book 


Irrigation   Practice  &  Engineering  (Vol.  2),  by  B.   A.  Etche- 
Published   in   1915  by   McGraw-Hill    Book  Com- 


verry. 

pany.    364  pages,  illustrated. 


Price  $3.60. 


Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  * 
Company.    142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.    Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Flinn,  Robert  Spurr 
Weston  and  Clinton  Lathrop  Bogert.  Just  published  by 
McGraw-Hill  Book  Company.  824  pages,  illustrated. 
Price  $6.00. 
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If  your  rope  breaks 
your  work  stops 


Use 


"  DOMINION  " 

Dependable  Rope 
The  Dominion  Wire  Rope  Company,  Limited 

MONTREAL,  TORONTO,  WINNIPEG 


In  Peace  or  War  ^frc 


High  Speed  Steel 


Manufactured  by  the  World  Famous  Makers 

JOHN  HY.  ANDREW  &  CO.,  LIMITED 

Is  The  World's  Choice 

1916  Methods  are  CHEAPER 

use 

"Industrial"  Works  Locomotive 
Coaling  and  Wrecking  Cranes 

Steam,  Electric  or  Gasoline 


If  your  Contract  is  for  Dredging,  Excavating,  Building, 
Sewers,  or  the  Re-handling  of  materials 
Let  us  quote  you  for 

"HAYWARD"  BUCKETS 


Branch : 
108  Mail  Building, 
TORONTO 


MONTREAL 


Vol.  30  Toronto,  November  29,  1916  No.  48 


QUALITY  and  VARIETY 
PLUS 

VALUE  and  SERVICE 
GIVE 

ABSOLUTE  SATISFACTION 

If  you  have  not  proved  it,  write  to  our  nearest  Branch 
or  direct  to  Head  Office  for  anything  you  may  need  in 
Rubber  and  see  for  yourself  how  we  aim  to  serve  and 
please  you. 

Canadian  Consolidated  Rubber  Co.,  Limited 

Head  office:  Montreal,  P.  Q. 

Branches  at  Halifax,  N.S.;  St.  John,  N.B.;  Moncton,  N.B.; 
Quebec,  Que.;  Ottawa,  Ont. ;  Toronto,  Ont;  Hamilton,  Ont. ; 
Brantford,  Ont.;  London,  Ont.;  Kitchener,  Ont.;  North  Bay, 
Ont.;  Fort  William,  Ont.;  Winnipeg,  Man.;  Brandon,  Man.; 
Regina,  Sask. ;  Saskatoon,  Sask. ;  Calgary,  Alta. ;  Edmonton, 
Alta. ;  Vancouver,  B.C.;  and  Victoria,  B.C. 
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Sackville 
Freestone 


The  main  entrance  to  this  repre- 
sentative building — Toronto's  City 
Hall — is  built  of  Sackville  Free- 
stone. 

"Quarried  in  Canada" 

Block,   Dimension   and    Random  Stone. 
Head  Sills,  Shoddy,  Stone  Sawing 

Sackville  Freestone 

Company,  Limited 

SACKVILLE,  N.B. 

Toronto  Agent— A.  W.  Steward,  Builders'  Exchange 


"BEATTY" 

Hoisting  Engines, 
Clamshell  Buckets, 
Steel  Derricks, 
Derrick  Irons, 
Dipper  Dredges, 
Hydraulic  Dredges, 
Centrifugal  Pumps. 

Catalog  describing  above  on  request. 
Your  inquiries  will  be  answered  quickly. 
Utilize  our  50  years'  experience  in  this  field. 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLANT....  1790  St.  James  Street,  Montreal, Que.        -Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

E  LEONARD  &  SONS  8t.  John,  N.B.  KELLY-POWELL   LTD  McArthur  BMb.  Winnipeg, Mau. 


Work  of  this  kind  calls  (or  dependability—  "Beatty"  Hoists  furnish  it. 


November  '29,  1916 


THE  CONTRACT  RECORD 


Sewer  Pipe  and  Sewer  Block 

for  Storm  and  Sanitary  Sewers. 

EFFICIENCY  and  PERMANENCE 

are  best  secured  by  the  use  of 
Most  Easily  Tested         VITRIFIED  CLAY  —  No  Deception  Possible 


Left  cut  shows  "MIMICO"  Segment  Block  being  used  in  36  inch  sewer  in  a  20  foot  cut.    This  is  a  splendid  piece 
of  construction  and  is  now  nearing  completion  on  Lake  Shore  Road,  Mimico.    Right  cut  shows  a  small  section 
of  sewer  built  from  same  block  and  covered  with  only  six  inches  of  cinders. 

BUILT  FOR  STRENGTH  — AND  IT  HAS  STRENGTH 
Write  for  information  and  prices  to 


The  Ontario  Sewer  Pipe  Co.,  Ltd.,  Mimico,  Ont. 
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To  Secure 
IXONOMY  and  DURABILITY 


Construct  Your 

SEWERS 


i  rom 


Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price.  " 


N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling:. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,  Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating,  Steam  Turbines,  Tanks,  Water  Wheels,  Water 

Works  Plants 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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Keep  This  Valuable  Fire -Door 
Text  Book  Close  at  Hand 


Dependable  fireproof  protection  is  so  vital 
a  factor  in  the  construction  of  present-day 
buildings,  you'll  need  the  book  frequently  for 
references,  ideas,  plans  and  working  drawings. 


Any  on  whom  depends  ihe  safety  of  build- 
ings, and  the  safety  of  those  who  tenant 
them,  should  learn  with  what  ease  and  assur- 
ance 


The  New  Text  Book  of 


PEDLARS  S 


amo 

ALL  METAL 


will  enable  him  to  determine  the  most  depend- 
able of  fire  doors  and  shutters,  and  just  what 
styles  are  best  suited  for  varied  requirements. 

Here  are  photographs  and  facts  showing 
how  completely  Fire  Doors  can  be  made  to 
fulfil  their  requirements  when  placed  under  the 
most  severe  tests  a  fire  door  could  be  called 
upon  to  withstand. 

Here  are  illustrations  and  diagrams  of  vari- 
ous types  of  doors ;  Single  and  Double  styles 
in  gravity  sliding  type,  Swinging  Type,  Over- 
lap or  Flush  Style,  Vertical  Sliding  or  Rising 
Type,  Trolley  Sliding  Type,  Swinging  Type 


Shutters,  Valuable  Tables  for  measuring  sizes 
required,  Charts  for  determining  wall  bolts 
required,  and  three  complete  working  blue 
prints.  All  valuable  material  you  may  be 
called  on  to  use  any  day. 

The  TEXT  BOOK  of  Pedlar's  Saino  Fire 
Door  is  FREE  to  any  engineer  contractor  or 
head  draughtsman  who  wants  to  know  what  is 
most  dependable  in  fire  door  construction.  As 
the  first  edition  of  this  valuable  book  is  limited, 
and  already  going  fast,  we  cannot  assure  you 
getting  your  copy  unless  you  write  at  once.  A 
request  on  your  letterhead  for  Saino  Text  Book 
C.  R.  mailed  today  will  bring  it. 


The  Pedlar  People  Limited 

(Established  1861) 

Executive  Offices  and  Factories:   OSHAWA,  ONT. 

Branches:         Montreal         Ottawa         Toronto         London  Winnipeg 
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Ait  Compressors 

mi  I  n^ci  >oll  Kind  Co.,  Ltd. 
I'ltll   lion  Works 


Aluminium 

Spicluitmn  Agencies  Regd. 


Air  Hoists 

Canadian  Ingcrsoll  Rand  Co. 
No:  t.iei  n   i  lane  Works 


Architectural  Iron  Work 

Canada  Wiie  &  lion  Goods  Co. 
McUregor   &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 

Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Compsny 

Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 
Hopkins  &  Co., 


F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  lngersoll-Rand  Co.,  Ltd. 
Shcldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd..  B.  F 


Boilers 
Beatty  &  Sons,,  M. 
Inglis  Company,  John 
Marsh   &  Henthorn 
McDougall  Caledonian  Iron  Wki 
Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brick 

Oriental  Brick  Company 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan   &   Company,  John 


Brick  Machinery  and  Supplies 

Sheldons  Limited 


Bridges  (Steel) 

Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Co. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
Pittsburgh- DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  Ac  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wiic  Rope  Co.,  Ltd. 
Standaid  Undo  ground  Cable  Co. 
of  Canada.  Limited 


Clble  Terminals 

Standard  Underground  Cable  Co. 
of   Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.  Lumber  Commissioner 

Cement  Waterproofing 
Paterson  Mfg.  Company 

Cement  \ 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Rogers  Supply  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  lngersoll-Rand  Co. 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal   Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold    Storage  Insulation 

Armstrong  Cork  Company 
Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 
Concrete  Culvert  Pipe 

Blair,  B. 

Dominion   Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Goold.  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete  Machinery  Co. 
London  Concrete  'Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 

Blair,  B. 

JJominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V 

Wells  &  Gray  Limited 

Contractors'  Lights 
Foster,  W.  L. 

Contractors'  Plant  4  Supplies 
Beatty  &  Sons.  M. 
Boving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Goodwin,   Barsby   &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop'  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Barsby  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Core  Drills 

Can.  lngersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 


Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 


Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 


Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Crushed  Stone.  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 


Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Alfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  11. 
Marsh  &  Henthorn.  Limited 
National   Equipment  Company 
Northern  Crane  Works 

Douglas  Fir 

B.  C.  Lumber  Commissioner 


Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingei  soli-Rand  Co. 
Hopkins  &  Company,  F.  H. 


Drill  Steel  Sharpeners 

Canadian  lngersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 


Drying  Apparatus 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey   Mfg.   Co.,  Philip 


Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   lngersoll-Rand  Co. 

Electric   Impulse  Clocks 
Gent  &  Company 


Electric  Water  Systems 

Ontario  Wind  Engine   &  Pump 
Company 


Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 


Elevators 

Northern  Crane  works 
Turnbull  Elevator  Company 


Enamelled  Brick 
American    Enamelled    Brick  & 
Tile  Company 


Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 


Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 


Engineering  Instruments 
Heller  &  Brightly 


Excavators 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 


Feed  Water  Heaters 

Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 


Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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Burlington  Steel  Co.,  Ltd. 

Hamilton,  Canada 

STEEL  BARS 

For 

Concrete  Reinforcing 

Rounds,  Flats,  Plain  Squares, 
Twisted  Squares 

We   furnish   Rail  Carbon  Steel  Bars 

minimum  Elastic  Limit,  50,000  lbs.  per 
Square  Inch,  in  strict  accordance  with 
''American  Society  of  Testing  Materials," 

specification. 

Increased  Physical  Properties  of  our 
product  allow  use  of  less  Tonnage. 

Bars  bent  to  shape  for  Beams, 
Stirrups,  Etc. 

Prompt  Shipment 
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Fit*     K  •    i    r  < 

I'enms  Wire  A  lion  Worki  Co. 
Manitoba  Htidge  &  lion  Woika 
McGregor  &  Mclntytc 

P  .i  Polta 

Ontario  Wind   Engine  &  Pump 
Company. 

Flooring  Materials 

Armittong  Cork  Company 

Fu«l  Economirers 

Sturtevant  Co.  of  Can..  Ltd..  B.  F. 

Forgaa 

Canadian  Blower  and  Forge  Co. 
Sheldona  Limited 

Gat  Enginei 

OooldT  Shapley  &  Muir  Co. 

Gasoline  Engines 

Moving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 

Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 
Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governor* 

Boring  Hydraulic  &  Engineering 
Company. 

Hammer  Drilla 
Canadian  Ingerioll  Rand  Co. 

Heating  Apparatus 

<  *:  idian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


High  Duty  Pumping  Engines 
Piatt  Iron  Woiks 

Hish  Pressure  Pipe  Linea 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 


Hoists,  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 

Heatty  &  Sons,  M. 

Canadian    1  ngci  soil  Kami    (  o 

Gillis  &  Geoghcgan 

Goold,  Shapley  &  Muir  Co. 

London  Concrete  Machinery  Co. 

Marsh  &  Ileuthorn 

Musscns  Limited 

National   Equipment  Company 

Northern  Crane  Woiks 


Hoisting  Engines 
Iteatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 


Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 


Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doora 

Canadian  Office  &  School  Fur. 
Company, 

Insulating  Bricks 

Armstrong  Cork  Company 


Jib  Cranes  (all  kinds) 

Northern   Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Lead  Pencils 

American  Lead  Pencil  Company 


Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 


Machinery  Insulation 

Armstrong  Cork  Company 


Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Meters.  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 

Ornamental  Brick 

Oriental  Brick  Company 


Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 


Ornamental  Moulds 

London  Concrete  Machinery  Co. 


Paints  and  Varnishes 

Brandram-Henderson  Co. 
Carter  White  Lead  Company 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 


Pipe  (Concrete,  Iron  4  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 


Motor  Trucks 

National  Steel  Car  Company  (Continued  on  page  10) 


LONDON  Batch  Mixers 

London  Batch  Mixers  cost  less  because  they  will  run  for 
years  without  repairs,  or  break-downs.  They  produce  more  Con- 
crete, they  make  better  concrete  and  do  it  in  less  time.  These 
features  mean  clear  profits  to  the  Contractor  instead  of  loss. 

Every  Mixer  Sold  Sells  Ten  More.     Nearly  2000  Now  in  Use. 
Made  in  all  sizes  from  %  yd.  to  2}4  yd.  Batch.    Get  prices  now  before 

starting  on  the  next  job. 


London  Batch  Mixer 

LONDON  BULL  DOG  BATCH  MIXER 

A  Small  Batch  Mixer  for  Small  Contract  Work. 

6  cu.  ft.  Batch,  50  cu.  yds.  per  day.    Can  be  operated  with 

less  men  than  any  other  Mixer.    Pays  for  itself  in  15 

days'   use.      Every  contractor  with  small  jobs 

should  own  a  Bull  Dog  Batch  Mixer.  Sender 

Catalogue  No.  1  B. 

We  make  23  different  sizes  and  styles  of  Concrete  Mixers  also 
a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 


London  Bull  Dog  Batch  Mixer. 


London  Concrete  Machinery  Co.,  Limited,       London,  Ont 

Branches  and  Agencies  in  every  large  city  in  Canada. 
WORLD'S  LARGEST  MANUFACTURERS  OF  CONCRETE  MACHINERY  AND  CEMENT  WORKING  TOOLS- 
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STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE    Is  to  add  Strength. 

STEEL  BARS    Are  used  in  Concrete  to  Reinforce. 

D  E  M  A  N  D—    Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK     Your  work  on  reinforcing  bars  rolled    from  material 

of  questionable  quality. 

FAVOR     US    With  an   opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 


HAMILTON       TORONTO       MONTREAL  WINNIPEG 
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Pip«  and  Boiler  Covering! 

I'omiwon  Paint  Work* 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Pateison  Mlg  Company 
Spielmann  Agencies  (Kgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

CanaJa  Wire  ft  Iron  Goods  Co. 

Pile  Driving  Machinery 
Heattv  A  Sons.  M. 
i  atiadian    lngersoll-Rand  Co. 
Hopkins  St  t  ompany    F.  H. 
Marsh  &  llenthorn.  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh   Valve.    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plsster 

Alhert  Mfg.  Company 
Britnell  &  Company 

Plug  Drillers 

Canadian  lngersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  lngersoll-Rand  Co. 


Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Works 

Heatty  &  Sons,  M. 

Boving  Hydraulic  ft  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks  Morse  Co. 
Canadian  lngersoll-Rand  Co. 
Cook.  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  lngersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Can.  Chicago  Bridge  &  Iron  Co. 
Dominion  Iron  &  Wrecking  Co. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 

Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  ft  Steel 
Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Dominion  Road  Machinery  Co. 
Exeter  Mfg.  Company. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 

Roofing  Material 

Bird  ft  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
I'aterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.   Consolidated   Rubber  Co. 

Dunlop  Tire  &  Rubber  Co. 

Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.  Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 

Scrap  Iron 

Dominion  Iron  &  Wrecking  Co. 

Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
►     Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard  Clay  Products  Ltd. 

Shingles 

B.  C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F. 


H. 


Spruce 

B.   C.   Lumber  Commissioner 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 


Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Co. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Can.  Chicago  Bridge  &  Iron  Co. 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 
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Crushed  Stone  for  Macadam  Roads 


r 


Macadam  Roads 
must  be  built 
of  a 

TOUGH 
STONE 

that  will  cement 
WE  HAVE  IT. 


The  Hagersville  Contracting  Company,  Limited 

HAGERSVILLE,  ONT. 


!iEiiii!i!iiii::i!itiiiiiiuii!iiiira 
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November  29,  1916 
/  


THE   CONTRACT  RECORD 


11 


c^SBED  STo^ 

Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Preserves  Roads,  Saves  Expense 

Fluxphalte  binds  and  hardens  the  surface  of  macadam  roads  making  them  smooth  and  durable  as 
asphalt  pavements.  It  prevents  the  surface  dusting  and  wearing  down  to  the  rock.  It  makes  the 
road  wear  many  years  longer,  thereby  saving  great  expense  in  continuous  road  repairs. 

Send  for  new  illustrated  book.    Free  on  request. 


PHAL 


ARD  OF  TRADB  BU 


fJOHTRBHL 
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Solid  Steel  Window  Sash 


1  he  most  popular  and  extensively  used  Steel  Sash  now  on  the  market,  absolutely  fireproof  and  weather  proof. 
1  he  design  oi  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 


ce 


Maximum  Daylight    No  Maintenance  Cost — Lower  Insurance  Rates. 


STEEL  and  RADIATION,  LIMITED 

Head  Office    Fraser  Avenue  TORONTO,  Ont. 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining's 
Wall  Coping- 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

The  [independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of  Steel  Plates,  Shapes 
and  Bars  which  we  are  anxious  to  sell  and  would 
be  pleased  to  quote  prices  upon 
receipt  of  enquiries. 


Angles 


44—6"  x  Zy2"  x  H"  —66' 
20—6"  x  W  x  11/16"— 60' 
29—6"  x  ZVi"  x'  M"  —60' 


Flange  Quality  Steel 
Circles 


Bars 


20—  8" 
20—10" 
20-10" 
10—11" 

9—  8" 

._, 


x  14"    —30'  0" 

x  Vt"    —30'  0" 

x  5/16"— 30'  0" 

x  5/16"— 20'  0" 

x  Vs"    —30'  0" 

x  9/16"— 22'  0" 


10—36"  x  3/8" 

9-^4"  x  3/8" 

7^18"  x  3/8" 

1—  44"  x  7/16" 
5—48"  x  7/16" 

2—  61"  x  7/16" 

1—  64"  x  7/16" 

2-  48"  x  1/2" 
2—61"  x  1/2" 
1—67"  x  1/2" 


Tees 


24—12"  at 
74—15"  at 


10—1" 
19-1^' 

15—  1/,' 
2—2" 
7—2" 

16—  2y2' 


X  1" 

x  1J4' 
x  l'A' 
x  2" 
x  2" 
x  2H' 
25— 2  ]/2"  x  2  y 
4—3"     x  4" 


ll—3'A 

10—1" 
l-^'/i 
4—5" 
9—5" 


"  x  4" 
x  4" 
x  4" 

"  x  3%' 
x  3" 
x  4" 


x  1/8" 
x  1/4" 
x  1/4" 
x  1/4" 
x  5/16' 
x  5/16' 
x  3/8" 
x  3/8" 
x  3/8" 
x  3/8" 
x  1/2" 
-.  7  1(1' 
x  1/2" 
x  1/2" 


—25'  0" 

—25'  0" 

—30'  0" 

—30'  0" 

—30'  0" 

—30'  0" 

—30'  0" 

—50'  0" 

—50'  0" 

—50'  0" 

—50'  0" 

—40'  0" 

—50'  0" 

—50'  0" 


Channels 

30  lb.— 60'  0" 
33  lb.— 36'  10 y2" 

Zees 


4—2-11  16 
1—2-11/16 

1—  4 

2-  41-1/16 
1-^-1/8 
1^-1/16 
1—4-1/16 
1—4-1/16 


1 
1 
1 

3— 
1 


1/16 
5-1/16 


x  3 
x  3 

x  3-1/16 
x  3-1/8 
x  3-3/16 
x  3-1/16 
x  3-1/16 
x  3-1/16 
x  3  -1/4 
x  3-1/4 
x  3-5/16 
x  ig 
x  3  -1/4 
::  1  1 


x  3/8  --IS' 
x  3/8  —  8' 
x  1/4  —25' 
x  5/16—23' 
x  3/8  —11' 
x  1/2  —40' 
x  1/2  —11' 
x  1/2  —11' 
x  5/16—60' 
x  5/16—15' 
x  3/8  —50' 
x  3/8  —iA' 
x  -1/2  —50' 
x  1/2  —14' 


Office  and  Plant,  New  GlaSgOW,  N.  S. 


FOR  SALE 


New  20  H.  P.  Farquhar  Portable  Engine  and  Boiler 

on  wheels. 

IN  STOCK-F.O.B.  MONTREAL 


MUSSENS  LIMITED 


MONTREAL   QUEBEC— PRUNEAU  &  CO. 
WINNIPEG    TORONTO  -H.  TURNBULL  &  CO. 
VANCOUVER  COBALT   H.  L.  USBORNE 
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We  are  in  a  position  to  make 
Immediate  Delivery 


of  all  kinds  of 


STEEL 
CASTINGS 

100  lbs.  and  heavier 


Send  us  your  next  order 


Dominion  Steel 

Foundry  Co.,  Limited 

HAMILTON        m      n  ONTARIO 


Tripod  Derricks 


For  all  road  construction 
work  this  Tripod  Derrick 
will   save    its  cost 
many  times  over. 
It  easily  handles 
aj  1  sewer 


pipe,  stone, 
etc.  Also 
for  grave 
stones,  buri- 
al vaults, 
etc.  We 
also  manufacture  Peerless,  Champion, 
Standard,  Counter  Weight,  Setter  Pole 
and  Stiff  Leg  Derricks. 

Write  for  Catalog  and  Prices  of 
any  Derrick  desired 

National  Equipment  Co.,  Limited 

1  Wabash  Avenue,  Toronto 


CARE.Y 


EXPArJsiOlJ 

JOINT 

The  original  and  only  Elastite  Joint 

Keeps  the  work  all  ahead  of  the  gang 

When  your  concreting  is  finished  your  work  is  done — no  spacing 
strips  to  dig  out,  no  kettle  to  heat,  no  melted  pitch  to  pour. 
Devote  all  your  attention  to  the  work  that  lies  ahead  without  a 
thought  to   what  lies  behind. 

Figure  what  a  saving  this  means  on  every  job.  Think  of  the 
saving  in  time — when  time  determines  profit  or  loss.  And  think 
of  the  security  you  feel  when  you  know  that  your  pavement  and 
curb  as  well  as  between  the  unit  blocks  will  never  leak. 
Keep  an  accurate  cost  account  on  your  next  poured  joints.  We 
can  prove  that  Elastite  will  save  you  money — and  lots  of  it. 

For  sample  and  literature  address  Elastite  Dept. 

THE  PHILIP  CAREY  COMPANY 

TORONTO  MONTREAL 


FOR  SALE 


1 — 85  Ton  Marion  Steam 
Shovel 

4 — Standard  Gauge 

Dinkies  (Porter) 


40— 6-yard  2  Way  Steam 
Shovel  Cars 


W.  FRASER 


83  Craig  St.  West 

MONTREAL 
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Steam  Engines 

Stuitcvam  Co.  of  Can..  Ltd..  B.  F. 

Steira  Turbines 

M.Hougall  Caledonian  Iron  Wks 
Stur levant  t  o.  of  Can..  Ltd..  B.  F. 

Steel 

Burlington  Steel  Company 

Dominion  Lou  &  Wrecking  Co. 

Hopkins  &  Company,  F.  H. 
Steel  Company  of  C  an.  Ltd. 

Steel  Bsrs 

llutlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company.  F.  H. 
Steel  Company  of  tan.  Ltd. 

Steel  Castings 

Dominion  Steel  Foundry  Co. 

Steel  Pipe 
Can.  Chicago  Bridge  ft  Iron  Wks. 

Steel   Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Steel  &  Radiation  Limited 

Stone 

Brunei!  4  Company 
Hagersville  Contracting  Co. 
Rogers  Supply  Company 
Sackville  Freestone  Company 

Structural  Iron  and  Steel 
Burlington  Steel  Company 

•  an.  Chicago  Bridge  &  Iron  Co. 
I'esMoines  Bridge  ft  Iron  Co. 
Dominion   Bridge  Company 
Mackinnon  Holmes  ft  Co. 
Manitoba  Bridge  ft  Iron  Works 
Maritime  Bridge  Company 
McGregor  ft  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  ft  Itrown 

Standard  Steel  Construction  Co. 
Structural  Steel  Company 


Surveyors'  Instruments 
Heller  ft  Brightly 

Swinging  Gears 

I  lake  Engine  Company 

Tanks  and  Stand  Pipes 

i  .in    l  hicago  Hi  iilgr  ft   Iron  t  o. 
Goold,  Shapley  ft  Muir  Co. 
Inghs,  John 

Manitoba  Biidge  ft  lion  Works 
Marsh  ft  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,   Holmes  ft  Co. 
Ontario  Wind  Engine  ft  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  ft  Gcognegan 

Testing  and  Inspecting  Bureau 
Hunt  ft  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Biidge  ft  Iron  Co. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    ft  Spencer 
Limited 

halves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  ft  Sons,  T. 
Pittsburgh    Valve,    Foundry  ft 

Construction  Company 
Dunlop  Tire  ft  Rubber  Co. 


Ventilating  ft  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  ft  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Meters 

Hankin  ft  Co.,  Francis. 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
l'aterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Biidge  ft  Iron  Works 
Piatt  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  ft  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  ft  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

White  Lead 

Carter  White  Lead  Company 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe  ft  Tank 
Company. 


To  Protect  Exposed  Metals 

For  all  kinds  of  structural  iron  work,  bridges,  boiler  fronts,  and  machinery, 
B-H  products  have  never  been  excelled. 

B-H  Anchor  Graphite  Paint  contains  the  largest  possible  percentage  of 
pure  Mexican  Graphite  which  gives  it  greater  strength  than  ordinary  Graphite 
Paint.  It  is  made  ready  mixed  and  in  paste,  in  black,  light  slate,  dark  slate, 
brown  and  olive  green  colors.  One  gallon  covers  1000  square  feet  of  iron 
surface.  Put  up  in  barrels  or  cans.  For  machinery  and  tools  it  is  put  up  in 
l/2  gal.  and  1  gal.  cans  in  black  or  natural  light  slate  and  dark  slate. 

Anchor  Iron  Filler  put  up  in  25  lb.  and  50  lb.  irons  is  a  thoroughly  reliable 
paste  filler  for  levelling  up  rough  spots  in  castings  or  metal  work  before  ap- 
application  of  paint. 

B-H  Anchor  Pure  Red  Lead  ground  in  oil  produces  a  smooth  elastic 
film  which  is  ideal  as  a  protective  coating  for  all  iron  and  steel  surfaces.  It 
is  put  up  in  12*4,  25,  50  and  100  lbs.  irons. 

These  products  are  used  by  the  largest  contractors  and  specified  by  the 
most  careful  architects  of  the  Dominion.  For  further  particulars  in- 
cluding analysts  tests  and  quantity  prices,  write 
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Blair  Concrete  Pipe 


We  use  only  the  finest 
grade  materials  in  all  our 
work.  Clean,  sharp  sand 
and  high-grade  cement. 
Gravel  sorted  and  crushed 
in  our  own  plant.  After 
thorough  mixing,  the  con- 
crete is  power  tamped,  to 
ensure  great  density.  Pipe 
is  then  allowed  to  set  for 
72  hours  in  vaporizing 
chambers,  with  automatic 
sprinklers,  giving  the  pipe 
great  hardness.  We  make 
large  sizes  of  pipe  in  our 
portable  plant  at  the  place 
where  they  will  be  used. 
We  also  have  a  special 
feature  in  our  continuous 
reinforced  concrete  pipe. 

Write  to-day  for  further 
details  and  prices. 


B.  Blair  Company,  Limited 


WOODSTOCK 


ONTARIO 


We  Specialize  in 

STEEL  ELEVATOR  BUCKETS 


Buffalo  Klevator  Bucket 


Stone  or  Ore  Bucket 


For  all  kinds  of 
work 


Salem  Elevator  Bucket 

Our  Buckets  carried  in 
stock  by  all  leading  dealers 

Before   placing  your   next  order 
for  Buckets  GET  OUR  PRICES. 
Catalogue  upon  request. 


V  Shape  Elevator  Bucket 


John  Radigan  &  Company,  Hamilton,  Canada 
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Architects:  Van  Leyen  and  Schilling 
Detroit,  Mich. 


Reinforced  Concrete  Factory  Building 

which  we   have  recently  completed  for   the  above 
mentioned  architects. 

While  this  building  is  chiefly  plain  reinforced  con- 
crete, two  bays  at  each  end  are  veneered  with  brick, 
trimmed  with  stone  and  tiles,  giving  an  exception- 
ally fine  appearance  to  the  whole  structure  at  a  mod- 
erate cost. 


WELLS 


GRAY,  LIMITED 


Branch  Office: 

Bank  of  Commerce  Bldg., 
WINDSOR,  ONT. 


AND 

ENGINEERS  AND  CONTRACTORS 

247  Confederation  Life  Bldg. 

TORONTO 


1« 
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Famous  Heart 
Shape  Mixers 

Strictly  Mailctn-C«n 
ail  a.  Noted  lor  thei 
«horoiifl>  and  very  rapi< 
mixing  of  concrete.  U»ei 
by  thr  Urge»t  contractor 
in  Canada. 


Write  (or  latest 
Catalogue  and 
Special  Offers. 


Improved  Concrete  Machinery 

inch  as  Crashers,  Tile,  Brick  and  ltlock  Machines,  Crushing  Kolls, 
K  .1  Pavers,  etc.  Everything  in  Contractors'  Equipment  is  Made- 
in  Canada  by  a  Canadian  tirm  with  Canadian  capital.  Our  hoist- 
ing machinery  is 
the  most  modem 
and  efficient. 

Equipped  with  gas, 
steam  or  electric 
power,  mounted  on 
skids  or  trucks. 


WETTLAUFER  BROS.,  LIMITED 

IMPROVED  CONCRETE  MACHINERY 
178  Spadina  Ave.,  TORONTO,  ONT. 

Branches  —Montreal,  Halifax,   Vancouver,  Winnipeg 


Dealers  in 

Scrap  Iron,  Steel 
and  Metals 

Railway  Equipment,  Rails 
and  Machinery 

Dismantlers  of  Bridges,  Plants, 
Steamers,  Mills 

Dominion  Iron  &  Wrecking 

Company,  Limited 


ieneral  Offices : 


Transportation  Bldg.,  MONTREAL 


Quebec 


St.  John  N.B 


Now  Ready — 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 

By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles.  254  pages,  6  x  9,  88 

illus.,  $2.50  net,  postpaid. 
Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 

6  x  9,  412  illus.,  34  plates,  $5.00  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 


Sold  separately 
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Buy  Goods 
Made  within  the  Empire 


Water  Meters 


British  Made 
"Leeds  Rotary" 

and 

"Leeds  Helix" 

Montreal  places 
with  us  contract 
for  over  $25,000 
after  competitive 
tests. 


A  3  in.  HELIX  Meter  showed  less  than  5 
lbs.  loss  of  pressure  in  the  main,  whereas 
competitive  meters  showed  losses  of  from  15 
to  23  lbs. 

How  much  is  your  fire  pressure  being  re- 
duced by  the  meters  you  have  in  service? 

LEEDS  Meters  give  accurate  registration, 
smallest  loss  of  head  and  greatest  delivery  of 
water. 

Investigate  our  British  Made  line.  Our 
prices  will  also  interest  you  and  we  hold  a 
large  stock. 

Write  today  for  information 

Francis  Hankin&Co. 

Coristine  Building,  Montreal 

$       Branches:  Toronto  Vancouver 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 

Limited 

Welland,  Ontario 


WATEROUS 


SPLIT 
BASE 


PUMPS 


¥   For  Industrial  Service 


Waterous  Pumps  are  built  in  sizes  up  to 
14-inch  discharge  opening,  with  capa- 
city of  from  120  to  7,000  gallons  per 
minute. 

In  Horizontal  and 
Vertical  Types 

Built  for  belt,  motor  or  engine  drive 

They  will  handle  foaming,  non-foam- 
ing and  precipitating  liquids,  pulp  stuff 
and  water  containing  up  to  20  per  cent, 
suspended  matter. 

SPECIAL  FEATURES— Split  bronze, 
packing  glands,  reversible  barrel  and 
runners,  extra  large  bearings.  Great 
strength  and  simplicity  distinguish 
these  pumps.  No  matter  what  kind  of 
work  you  are  doing  we  have  the  right  pump  and  the  best  pump  for 
your  work. 

CATALOGUE  ON  REQUEST  No.  200. 


NOTICE  THE  SPLIT  BASE! 

This  is  a  special  Waterous  feature.  It  psrmits  the  work- 
ing parts  to  be  lifted  bodily  from  the  base  without  dis- 
turbing the  foundation.  This  is  of  great  benefit  when  pump 
is  set  in  concrete  or  when  the  suction  flange  is  placed  close 
to  a   wall  where  access  is  difficult. 


The  Waterous  Engine  Works  Co.,  Limited,  Brantford,  Canada 
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Clearing  House  for  Contractors'  Equipment 

A CLEARING  house  for  contracting  equipment 
would,  we  believe,  solve  many  of  the  difficult 
lies  and  complexities,  pertaining  to  the  present 
system.  Thai  a  practical  and  timely  step  lias 
been  taken  in  this  regard  was  noted  recently  in  these 
columns,  when  it  was  stated  that  a  committee  of  the 
Montreal  Builders'  Exchange  had  been  appointed  t" 
work  out  the  details  of  a  scheme  for  the  exchange  of 
surplus  plant,  on  a  rental  basis,  between  general  con- 
tractors. There  is  no  doubt  that  the  existing  dullness 
of  conditions  in  many  trade  and  industrial  departments 
has  provided  much  used  equipment  which  surely  ought 
to  he  kept  in  continuous  and  useful  service  by  some 
system  of  pooling.  That  such  a  plan  present's  mutual 
advantages  is  obvious.  It  repays  the  one  party  by  re- 
imbursing him  for  equipment  otherwise  idle,"  and  it 


saves  the  other  the  unnecessary  burden  and  expense  of 
purchasing  plant  for  perhaps  unimportant  jobs. 

In  the  present  methods  there  is  a  wasle  of  effort 
that  has,  under  the  circumstances,  perhaps,  been  un- 
avoidable, but  during  the  present  stressed  conditions 
there  is  a  call  for  mobilization  of  resources,  and,  so  far 
at  least  as  the  business  of  contracting  is  concerned,  a 
clearing  house,  as  suggested,  would  ensure  greater  co- 
operation so  that  the  existing  facilities  for  production 
might  be  utilized  to  the  fullest  advantage.  To  provide 
one  instance,  it  has  been  suggested  that  the  motor 
truck  and  haulage  facilities  of  large  contractors,  usually 
idle  during  the  winter  season,  could  be  well  taken 
advantage  of  by  the  coal  dealers  for  transportation  of 
th  eir  product.,  the  merits  of  such  a  scheme  would 
appeal  to  both  interests,  inasmuch  as  the  contractors 
would  derive  a  profitable  revenue  for  an  otherw  ise  un- 
profitable plant,  and  the  dealers  would  he  relieved  of 
carrying  a  quantity  of  all-year-round  equipment  for  the 
peak  load  of  but  a  few  months'  trade. 

It  is,  however,  rather  between  contractors  them- 
selves that  such  a  scheme  should  find  favor,  for  there 
are  many  small  firms  the  extent  of  whose  work  does 
not  justify  the  maintenance  of  a  comprehensive  plant 
who  could  profitably  make  use  of  the  surplus  or  idle 
machinery  of  other  contractors,  and  there  are  large 
contractors  who  would  be  only  too  willing,  for  a 
reasonable  return,  to  keep  their  machinery  in  operation 
rather  than  bear  the  expense  of  its  enforced  idleness. 

There  is  another  field,  too,  in  w  hich  a  pooling  ar- 
rangement ought  to  be  a  welcome  suggestion,  and  this 
is  in  regard  to  the  machine  shop  organizations  that 
have  been  rounded  up  for  munition  manufacture. 
There  is  evidence  of  the  efficacy  of  this  arrangement  in 
the  recent  formation  in  Britain  of  a  Central  Clearing 
House  Organization,  under  the  direction  of  the  Min- 
istry of  Munitions,  which  has  for  its  objects,  firstly,  to 
ensure  that  war  contracts  are  directed  toward  any  un- 
occupied manufacturing  capacity  which  may  exist  in 
the  country,  and,  secondly,  to  place  contractors  in 
touch  with  all  departments  requiring  the  help  of  in- 
dustry, but  generally  to  assist  contractors  who  are  able 
to  undertake  additional  or  more  suitable  workfi  not 
only  now  but  at  a  future  date,  and  to  render  help  in 
maintaining  continuous  employment  of  their  machinery 
and  labor. 

*     *  * 

I  he  experience  of  Canada's  war  contract  awards 
shows  that  there  are  many  firms  with  ill-fitted  factor- 
ies, and  with  inefficient  labor,  resources,  and  experi- 
ence who  are  burdened  with  a  superabundance  of 
munition  work,  while  plants  with  the  necessary  facili- 
ties are  struggling  to  secure  orders,  and  whose  machin- 
ery is  allowed,  without  explanation,  to  remain  idle, 
though  this  state  of  affairs,  we  are  glad  to  say,  appears 
to  be  righting  itself  slowly.  The  clearing  house  de- 
partment would  have  for  its  first  object  the  direction 
of  contracts  to  such  unoccupied  capacity  as,  within 
common  knowledge,- exists  aplenty  in  the  Dominion. 
The  better  prosecution  of  the  war  needs  more  concen- 
trated efforts  on  the  part  of  manufacturers  and  a  closer 
co-operation  between  the  government  and  the  firms 
engaged  in  war  work  and  the  efforts  made  in  Britain 
through  this  new  organization  can  well  be  duplicated 
in  Canada.  In  the  interests  of  a  victorious  termination 
ol  the  war,  manufacturers  and  government  should  co- 
operate to  such  an  extent  that  the  unoccupied  facilities 
will  be  registered  and  their  resources  directed  to  the 
most  profitable  ends. 

The  second  function  of  the  British  Clearing  House 
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I  Irganization  contains,  perhaps,  a  suggestion,  although 
there  is  no  definite  statement  in  tins  regard,  that  a 
groundwork  is  I >oi 1 1 u:  laid  tor  post-war  occupation  of 
the  country's  manufacturing  resources.  That  the  gov- 
ernment is  endeavoring  to  maintain  continuous  em- 
ployment oi  contractors'  machinery  and  labor  and 
assisting  them  to  undertake  additional  or  more  suitable 
work,  not  only  now,  but  at  a  future  date,  might  indi- 
cate that  it  i>  preparing  to  assist  the  industries  in  the 
ieco\  er\  from  war  shocks  and  to  enable  them  to  bridge 
the  trxiny  -ap  that  will  exist  between  the  war  and 
peace  periods. 

The  plan  of  a  cleaving  house  department  is  an  ex- 
pc  uncut  that  will,  doubtless,  if  present  promise  is  ful- 
filled, be  evolved  i  11 1 < >  an  organization  of  profound  ser- 
vice.  The  principle  is  generally  applicable,  however, 
not  onrj  to  national  mobilization  of  industrial  machin- 
ery, but  equally  to  the  equipment  and  facilities  of  all 
branches  oi  trade,  and  more  particularly  to  those  asso- 
ciated with  building  and  engineering. 


Engineering  Failures 

SI  K  M  U'KICK  FITZMAURICE,  in  his  presiden- 
tial address  to  the  Institution  of  Civil  Engineers, 
condensed  elsewhere  in  this  issue,  adopts  a  line  a 
little  out  of  the  ordinary  when  he  discusses  the 
difficulties,  anxieties,  and  failures  that  every  engineer 
has  to  confront,  and  outlines  the  obstacles  that  beset 
the  path  to  success,  for  he  ventures  to  state  that  there 
is  no  engineer  whose  undertakings  are  of  any  extent 
who  has  not  at  some  time  experienced  disappointment, 
failure,  or  accident. 

The  one  matter  that  is  emphasized  is  the  usual  lack 
of  a  provision  for  possible  contingencies.  Engineers 
are,  in  general,  too  optimistic  in  the  design  of  their 
work  and  in  the  estimates  of  cost  and  time,  and  yet 
these  underestimates  are  not  always  willingly  arrived 
at.  The  clients  do  not,  as  a  rule,  seem  to  realize  that 
some  provision  must  be  made  for  the  inevitable,  and 
that  a  sufficient  allowance  of  both  time  and  money 
must  be  made  if  contingencies  which  may  arise  are  to 
1  e  met.  Much  of  the  engineering  work  that  is  being 
erected  to-day  is  apparently  a  race  against  time  and 
money,  and  the  inevitable  result  of  failure  will  some 
day  ensue.  It  does  not  pay  to  be  too  optimistic,  either 
as  regards  design  or  the  estimates  of  cost  and  time. 

Inaccurate  estimates  are  only  a  result  of  the  lack  of 
knowledge  engineers  have  regarding  the  forces  of 
nature.  Our  information  concerning  these  is  continu- 
ally improving,  and  will  always  do  so,  and  in  the  light 
of  this  it  is  impossible  to  forecast  results  or  to  guaran- 
tee against  accident.  Xew  unforeseen  difficulties  are 
always  arising  which  recpiire  the  development  of  new 
methods  for  overcoming  them.  On  this  account  the 
engineer's  work  has  to  be  based  on  a  co-relation  of 
scientific  procedure  with  experiment,  experience,  and  a 
proper  appreciation  and  balancing  of  the  inexact  know- 
ledge available. 


Improvement  in  Supply  Trade  Conditions 

Recently  a  decided  improvement  has  taken  place 
in  the  Montreal  building  supplies  trades.  The  placing 
of  substantial  contracts  with  Montreal  contractors  for 
work  in  the  city  and  outside  points  and  a  revival  in 
building  in  the  province  generally,  has  resulted  in  good 
orders  for  the  supply  houses.  This  demand  has  also 
been  stimulated  by  a  rush  at  the  end  of  the  season 
to  complete  work  while  the  weather  remains  favorable. 
One  of  the  largest  supply  firms  in  the  country  stated 


that  the  orders  were,  during  the  last  two  months,  the 
best  since  the  war,  and  another  firm  confirmed  this, 
adding  that  the  out-of-town  business  was  exceptionally 
good,  having  regard  to  conditions.  The  improvement 
has  occurred  notwithstanding  advances  in  practically 
all  lines  of  material,  and  the  higher  cost  of  labor. 
The  erection  of  ammunition  factories,  the  extension  of 
industrial  plants,  and  the  building  of  new  pulp  and 
power  mills,  and  also  additions  to  such  existing  plants, 
together  with  the  building  of  many  churches  and 
schools,  particularly  in  the  province,  have  all  helped 
the  supply  firms.  In  the  city  of  Quebec,  the  building 
programme  has  been  extensive,  many  of  the  structures 
costing  very  large  sums,  while  in  Ottawa  the  recent 
contracts  given  out  show  a  satisfactory  increase. 


Valuable  Report  by  the  Commission  of 
Conservation 

The  focussing  of  public  attention  in  Canada  upon 
the  problem  of  strengthening  our  national  organization 
through  increased  industrial  and  commercial  efficiency 
lends  special  value  and  interest  to.  the  Seventh  Annual 
Report  of  the  Commission  of  Conservation,  which  has 
just  been  issued.  The  activities  of  this  Commission, 
relating  to  the  entire  field  of  primary  production,  aim 
to  secure  greater  efficiency  in  basic  industry — in  the 
development  and  utilization  of  Canada's  natural  re- 
sources. 

Steady  progress  has  been  made  by  the  Commission 
in  the  huge  task  of  national  stock-taking,  the  urgent 
necessity  for  which  becomes  daily  more  apparent.  Re- 
cent experience  has  served  to  emphasize  the  need  for 
accurate  knowledge  of  the  nature  and  extent  of  the 
Dominion's  wealth  in  lands,  forests,  minerals,  water- 
powers,  fisheries  and  wild  life,  as  a  guidance  to  intelli- 
gent and  permanent  national  expansion. 

The  report,  which  is  bound  in  cloth,  and  well  illus- 
trated, constitutes  an  important  addition  to  the  litera- 
ture on  Canada's  resources  and  the  problems  connect- 
ed with  their  efficient  administration  and  development. 


The  grand  total  trade  of  Canada,  including 
coin  and  bullion,  for  the  financial  year  ended 
August  olst  did  not  fall  far  short  of  the 
two  billion  mark.  Of  the  six  leading  general 
branches  of  products  exported,  agriculture  ranks 
first,  being  valued  at  $382,000,000;  manufactures 
come  second,  with  $333,000,000 — nearly  treble  the 
figure  for  the  previous  year.  Exports  to  the 
United  Kingdom  were  large,  the  figure  being 
$646,504,000..  This  compares  with  $185,000,000  in 
1913.  Another  big  item  was  our  imports  from  the 
United  States,  amounting  to  $492,483,000,  which  is 
$208,000,000  ahead  of  last  year  and  $50,000,000 
ahead  of  1913.  The  enormous  scale  upon  which 
Canadian  steel  and  metal  plants  are  operating  is 
evidenced  by  imports  of  raw  metals  and  the  ex- 
ports of  the  same  in  more  or  less  finished  form. 
Imports  totalled  $128,181,000,  against  $78,446,000 
a  year  ago.  Exports  of  metal  products  amounted 
to  $140,055,000,  of  which  $58,363,000  was  iron  and 
steel  and  manufactures  thereof.  Last  year  the 
total  was  $85,841,000. 
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Many  Big  Canadian  Factories  Under  Way 

Work  Not  Being  Delayed  by  Gold  Weather — Descrip- 
tion   of    New    Methods   Employed    by  Contractors 


THE  photograph  reproduced  with  this  article 
illustrates  the  new  factory  at  present  being- 
built  for  William  Wrigley,  Jr.,  Company,  Ltd., 
on  Carlaw  Avenue,  Toronto,  and  represents 
the  state  of  construction  on  November  15.  The  new 
building  is  located  next  to  an  existing  factory  belong- 
ing to  the  same  firm,  and  is  intended  to  increase  their 
manufacturing  facilities  in  accordance  with  the  grow- 
ing demand  for  their  product.  In  the  figure  the  struc- 
ture at  present  in  use  is  shown  in  the  right  background. 
The  new  unit  on  the  left  is  at  present  in  process  of 
construction,  and  will  be  an  exact  replica  of  the  old 
plant  turned  side  for  side.  The  design  and  finish  of 
the  two  buildings  will  be  identical.  The  floor  space 
will  thus  be  exactly  doubled. 

The  new  unit  is  a  five-storey  and  basement  struc- 
ture. 258  feet  long  over  all  and  with  a  width  of  82  feet 
in  the  major  portion  of  the  building  and  a  width  of  92 
feet  for  the  front  40  feet.  This  addtional  10  feet  pro- 
vides an  entrance  and  hallway  on  the  ground  floor, 
with  stairways  and  passenger  elevator  shaft.  The 
length  is  divided  into  13  bays  of  19  feet  9  inches  in 


Deslauriers  type  fqr  the  columns.  Alabastine  hollow 
concrete  blocks  are  used  to  form  the  partitions.  In 
keeping  with  the  fireproof  nature  of  the  building,  steel 
window  sash  and  doors  will  be  installed  and  a  sprinkler 
tank  located  on  the  roof.  One  passenger  elevator  and 
two  freight  hoists  are  included  in  the  equipment. 

Economic  Handling  of  Materials. 

The  factory  is  especially  favored  in  its  location  on  a 
railway  siding,  so  that  materials  can  be  handled  eco- 
nomically and  advantageously.  The  handling  equip- 
ment has  been  devised  to  facilitate  operations  and  to 
minimize  hand  handling  as  far  as  possible,  and,  in  fact, 
from  the  time  the  raw  materials  come  in  until  the  con- 
crete is  in  the  forms  no  hand  labor  is  required.  The 
cars  containing  sand  and  coarse  gravel  or  crushed 
stone  are  run  directly  to  the  site,  and  a  stiff-leg  der- 
rick, fitted  with  a  clam-shell  bucket,  unloads  the  mater- 
ials into  supply  bins.  Just  at  the  present  time  the 
smooth  operation  of  the  handling  plant  is  impaired 
slightly  by  the  embargo  recently  placed  on  freight  cars 
by  the  railways,  which  has  interfered  considerably 


Progress  on  Wrigley  factory,  Toronto— Photograph  taken  Nov.  15. 


length  and  the  width  into  four  bays  of  20  feet.  A  con- 
crete frame  is  used,  with  the  side  and  rear  faces  pan- 
elled with  brick  and  fitted  with  steel  sash.  The  con- 
crete beams  and  columns  that  show  from  the  outside 
are  finished  smooth.  The  facade  columns  are  faced 
with  brick,  with  concrete  trimmings.  The  space  be- 
tween the  two  buildings  will  be  utilized  as  a  driveway, 
provision  being  made  for  a  shipping  or  wagon  drive 
near  the  rear  of  each  building. 

The  design  is  carried  out  in  the  conventional  mush- 
room or  flat-slab  reinforced  concrete  type,  with  circu- 
lar interior  columns  and  flat-faced  exterior  columns. 
There  are  73  columns  altogether.  Wood  centering  is 
used  for  floor  forms,  with  sheet  metal  forms  of  the 


with  the  transportation  of  supplies.  On  account  of 
this  much  of  the  sand  and  gravel  is  brought  in  by 
wagons,  which  is  not  as  efficient  as  under  normal  con- 
ditions when  freight  cars  are  available.  From  the  sup- 
ply bins  the  sand  or  gravel,  as  the  case  may  be,  is 
chuted  through  a  manually-controlled  measuring  hop- 
per into  a  skip-car  operating  on  an  inclined  runway. 
The  car  is  pulled  up  the  incline 'and  dumps  automati- 
cally into  the  mixer  hopper,  where  the  cement  and 
water  are  added.  The  skip-car  runs  back  to  the  bins  by 
gravity.  The  concrete  is  elevated  in  a  hoist  bucket, 
and  is  deposited  directly  to  the  forms  through  steel 
chutes.  Besides  the  concrete  hoist  there  is  a  brick- 
hoist  for  the  elevation  of  materials.    Both  are  fitted 
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with  derricks.  These  hoists  are  seen  in  the  illustration. 
Three  hoisting  engines  are  employed.  One  operates 
the  clam  shell.  one  the  brick  hoist,  and  the  third  pulls 

the  skip-car  and  elevates  the  concrete  hoist. 

All  steel  reinforcing  is  berfl  on  the  job;  and  a  power- 
driven  woodworking  equipment  facilitates  the  con 
strnetion  ol  forms. 

The  mixes  used  are  normally  1:2:4  and  1:1^:3. 
I 'it  run  sand  IS  Used,  as  this  is  rather  high  in  stone, 

and  it  means  that  the  coarse  aggregate  can  be  cut 
down  a  little.     Phis  effects  a  little  saving. 

Protection  Against  Cold  Weather. 

One  of  the  difficulties  of  the  present  season  is  the 
danger  from  frost,  and  special  precautions  have  been 
taken  oh  this  job  to  ensure  freedom  from  its  effects 
and  remove  any  danger  in  this  regard.  Heated  mater- 
ials, a>  well  a>  the  application  of  heat  during  setting, 
constitute  the  means  that  have  been  taken  to  enable 
concrete  to  be  poured  in  the  cold  weather.  Live  steam 
pipe-  in  the  aggregate  bins  keep  the  material  very  hot, 
and  hot  w  ater  is  used  in  mixing,  so  that  the  concrete  is 
distributed  in  a  warm  condition.  The  greatest  danger 
is  liable  to  occur  during  the  process  of  setting,  and  on 
this  j,>b  a  special  scheme  has  been  evolved  to  overcome 
I  his  danger.  After  the  slab  has  been  poured  it  is  pond- 
ed with  li< it  water  from  a  continually  running  hose  for 
a  period  of  12  to  14  hours  overnight,  after  which  the 
water  is  drained  off.  This  method  appears  to  give 
excellent  results,  and  the  contractors  state  that  after 


the  hot  water  is  withdrawn  the  concrete  is  found  to  be 
exceptionally  firm,  and  every  danger  from  frost  is  re- 
moved. The  cold  w  eather  has  not  been  severe  enough 
to  warrant  exceptional  measures  so  far  aS  the  columns 
are  concerned,  but  hereafter  the  walls  will  be  enclosed 
and  salamanders  used  to  reduce  the  frost.  With  these 
precautions,  the  contractors  are  ready  to  cope  with  any 
cold  weather  conditions  that  may  be  likely  to  occur, 
and  they  will  be  enabled  to  do  concreting  throughout 
the  winter  season.  As  there  are  still  two  floors  to  pout 
u  ithin  the  next  few  weeks,  there  will  be  every  need  for 
effective  measures  to  prevent  frost  effects. 

Quite  rapid  progress  is  being  made.  One  floor  is 
completed  in  an  average  of  six  or  seven  working  days. 
The  concrete  for  each  floor  is  poured  in  one  day  and 
during  the  night  hot  w  ater  is  ponded  over  it,  as  already 
explained.  The  progress  view  illustrated  in  the  figure 
shows  how  far  the  work  had  advanced  at  a  recent 
date. 

Personnel. 

The  structure  was  designed  by  Messrs.  Prack  & 
Perrine,  engineers  and  architects,  Toronto,  and  ihe 
work  is  being  carried  out  by  the  general  contractors, 
II.  <  i.  Christman  &  Co.,  Hamilton,  Ont.  Mr.  McMich- 
ael  is  supervizing  the  construction  for  the  general  con- 
tractors and  Mr.  Kaiser  for  the  engineers.  The  spirals 
and  spacing  bars  are  supplied  by  the  Electric  Welding 
Company,  and  the  other  reinforcing  by  the  Burlington 
Steel  Company,  Hamilton,  Ont. 

The  estimated  cost  of  the  building  is  $225,000. 


Report  on  Montreal  Aqueduct  Scheme 

Results  of  Investigation  Carried  Out  by  a  Committee  of  Rate- 
paying  Engineers  —  Findings  Are  Unfavorable  to  the  Project 


Tl  1 1  ".  report  of  the  ratepaying  engineers  of  the  city 
of  Montreal  on  the  works  now  under  con- 
struction and  completed  for  enlarging  the 
w  ater  supply  aqueduct  and  developing  hydro- 
electric pywer  for  the  use  of  the  municipality,  has 
just  been  submitted  to  the  Board  of  Commissioners 
and  to  the  City  Council  of  that  City.  Montreal  has 
been  supplied  with  water  for  many  years  from  an  open 
aqueduct  which  carries  the  water  from  the  Lachine 
Rapids  to  a  pumping  station  where  water  wheels 
formerly,  and  steam  power  later,  pumped  the  supply 
b  i  the  city.  In  1905,  as  a  result  of  a  shortage  of  power, 
the  proposal  was  made,  by  the  then  Superintendent  of 
Waterworks  that  the  aqueduct  be  enlarged  and  the 
surplu-  water  used  for  pumping  purposes.  Later  this 
scheme  was  extended  to  develop  a  maximum  of  10,000 
h.p.,  and  up  to  September  1,  1916,  the  city  engineer 
reported  that  58  per  cent,  of  the  excavation  and  20 
per  cent,  of  the  retaining  walls  had  been  completed 
by  the  contractors.  The  only  work  performed  so  far 
has  been  at  the  head  race.  The  tail  race  has  not  been 
touched,  nor  have  the  following  important  component 
parts  of  the  complete  installation,  namely,  entrance 
breakwater,  head  gates,  several  bridges,  power  house, 
and  dredging  of  the  river. 

From  time  to  time  considerable  opposition  has 
been  offered  to  this  scheme  of  hydro-electric  develop- 
ment by  prominent  members  of  the  Canadian  Society 
of  Civil  Engineers,  who  have  felt  that  the  proposition 
was  turning  out  much  more  expensive  than  the  city 
had  originally  estimated,  and  the  matter  was  brought 


to  a  head  in  April  of  the  present  year,  when  some 
thirty  independent  ratepaying-  engineers  of  Montreal 
signed  a  memorandum  to  the  city  urging  that  an  en- 
gineering commission  be  appointed  to  report  on  the 
cost  of  the  work  and  to  advise  to  what  extent,  if  at  all, 
the  project  might  to  advantage  be  modified. 

By  request  a  delegation  of  these  engineers  ap- 
peared before  the  board  of  commissioners  on  May  12 
this  year,  and  discussed  the  question  after  explain- 
ing their  position  as  ratepayers  and  engineers.  At  a 
later  date  a  delegation  of  the  ratepaying  engineers 
accompanied  by  official  representatives  of  various  pub- 
lic bodies  appeared  before  the  aldermen  and  commis- 
sioners when  it  was  proposed  that  the  rate-paying  en- 
gineers make  a  report,  without  charge,  to  the  city.  The 
engineers  accepted  this  proposal  and  named  a  com- 
mittee to  carry  out  the  investigation,  the  result  of 
w  hich  is  summed  up  in  the  following  conclusion.  The 
personnel  of  the  committee  of  rate-paying  engineers 
was:  W.  F.  Tye,  chairman;  John  Kennedy,  Ernest 
Marceau,  J.  A.  Jamieson,  R.  A.  Ross,  Arthur  Surveyer, 
Walter  J.  Francis,  secretary.- 

Conclusions 

1.  The  capacity  of  the  original  aqueduct  was  suftv 
cient  for  three  times  the  present  population  served,  if 
used  for  water  supply  only,  and  not  for  hydraulic 

power. 

2.  The  cost  of  the  construction  of  a  filtration  plant 
was  the  only  further  capital  expenditure  necessary  to 
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make  the  water  from  the  original  aqueduct  ideal  both 
for  domestic  and  industrial  use. 

3.  With  the  exception  of  the  filtration  plant  and  the 
pumping  equipment,  all  expenditures  in  connection 
with  the  present  project  are  chargeable  to  power  de- 
velopment. 

4.  The  power  project  cannot  be  regarded  as  an 
essential  part  of  a  general  improvement  scheme,  be- 
cause boulevards,  parkways,  permanent  bridges  and 
so  forth  were  just  as  applicable  to  the  original  aqueduct 
as  they  are  to  the  present  development. 

5.  The  present  project  has  never  been  properly 
studied  or  reported  upon  as  a  whole. 

6.  The  project  as  designed  would  not  safely  de- 
velop under  the  best  conditions  more  than  7,000  horse 
power  at  any  time  of  the  year,  and  the  average  out- 
put would  be  actually  much  less  than  this. 

7.  Serious  operating  troubles  due  to  frazil  and 
and  other  ice  are  inevitable.  These  will  greatly  reduce 
the  maximum  output  below  7,000  horse  power  and 
may  cause  complete  stoppage  of  the  plant  during  a 
more  or  less  protracted  period  every  winter. 

8.  The  minimum  capital  cost  of  the  project  as 
designed  will  be  $10,600,000.  This  cost  is  exclusive  of 
the  filtration  works  or  any  pumping  plant  or  steam 
auxiliary  plant,  or  the  Cook  Construction  Company's 
claims  of  over  $900,000,  or  an  allowance  for  parking, 
or  the  usual  allowance  for  contingencies. 

9.  Radical  changes  in  design  at  greatly  increased 
cost  would  be  necessary  to  even  approximate  the  capa- 
city of  the  power  development  as  claimed  by  the  city. 

10.  The  minimum  capital  cost  based  on  the  maxi- 
mum safe  capacity  of  the  plant  as  designed  will  be 
$1,515  per  horse  power. 

11.  The  minimum  fixed  charges  and  operating  ex- 
penses for  the  power  plant  will  amount  to  $757,000 
per  annum. 

12.  The  minimum  fixed  charges  and  operating  ex- 
penses of  the  power  plant  will  be  $108  per  horse  power 
per  annum. 

13.  Twenty-four-hour  power  can  readily  be  pur- 
chased in  the  open  market  at  a  figure  not  exceeding 
$25  per  horse  power  per  annum,  and  twenty-hour 
power  suitable  for  pumping  for  not  more  than  $20. 

14.  The  yearly  cost  of  purchasing  the  7,000  horse 
power,  which  is  the  maximum  amount  of  power  that 
the  project  might  develop,  would  not  exceed  $150,000. 

15.  As  compared  with  the  purchase  of  power,  this 
project,  if  and  when  completed,  would  involve  a  loss 
of  at  least  $600,000  per  annum. 

16.  The  present  project  should  never  have  been 
started,  and  we  are  firmly  of  the  opinion  that  all 
thought  of  completing  it,  along  the  present  lines, 
should  be  abandoned. 

17.  If  all  work  were  to  be  stopped  at  once,  the 
total  capital  cost  to  the  city  would  be  about  $5,200,000, 
which  includes  an  allowance  of  $300,000  for  boulevards, 
bridges,  fencing  and  cleaning  up,  but  no  allowance  for 
the  claims  of  the  Cook  Construction  Companv. 

18.  The  annual  fixed  charge  on  this  amount  of 
$5,200,000  will  be  $345,000. 

19.  The  total  yearly  cost  of  7,000  horse  power  pur- 
chased, plus  the  fixed  charges  on  $5,200,000,  would  be 
$495,000. 

20.  The  total  capital  cost  which  will  be  saved  by 
abandoning  the  present  project  will  be  a  minimum  of 
$5,400,000. 

21.  The  total  annual  saving  to  the  city  by  immedi- 


ately abandoning  the-  present  project  and  purchasing 
7,000  horse  power  would  be  a  minimum  of  $2(>2,0O0. 

22.  By  judicious  adaptation  of  the  existing  con- 
ditions, a  limited  return  may  be  derived  from  the  ex- 
penditures already  incurred. 


Large  Schools  Being  Erected  in  Montreal 

CHURCHES  and  schools  have  formed  a  very 
important  part  of  the  building  programme  in 
Montreal  during  the  season  which  has  just 
closed.  One  of  the  largest  girls'  schools  is 
now  being  erected  by  Durocher  and  Archambault, 
contractors,  at  the  corner  of  Fulhun  and  Amity  Streets, 
from  plans  drawn  for  the  Roman  Catholic  School 
Commissioners  by  Vandal  &  Gascon  and  Venne  & 
Labelle,  associate  architects.  The  site  is  71  x  140 
feet,  and  the  building  is  an  addition  to  an  existing 
school,  although  the  addition  is  considerably  larger 
than  the  present  structure.  It  consists  of  three 
storeys  and  a  basement ;  the  foundations  are  of  con- 
crete and  the  exterior  of  red  pressed  and  common 
hard  brick  and  Montreal  limestone,  backed  with  terra 
cotta.  The  cornice  and  balustrade  will  also  be  of 
limestone.  The  frontage  of  the  addition  is  on  Amity 
Street.  There  are  to  be  two  entrances  on  Amity 
Street,  and  two  at  the  rear,  the  latter  giving  access 
only  to  the  first  floor.  The  front  entrances  will  have 
granite  steps. 

The  basement  contains  the  janitor's  quarters,  a 
kindergarten  class,  the  heating  and  ventilation  appar- 
atus, the  latter  on  the  unit  system,  Tuec  vacuum 
cleaner  operated  by  an  electrical  motor,  and  the  coal 
bins.    The  heating  is  by  hot  water. 

With  the  exception  of  two  small  class  rooms  and 
lavatories,  the  entire  first  storey  is  planned  for  a  re- 
creation room,  the  floor  being  tiled.  The  other  storeys 
are  for  class  rooms,  six  on  each  floor,  each  24  x  29, 
one  room  being  fitted  up  for  instruction  in  cooking. 
A  large  corridor  will  run  down  the  centre  of  each  floor, 
dividing  the  rooms  into  two  sections.  The  partitions 
are  to  be  of  terra  cotta  and  Rockwall  type  of  cement 
plastering.  Maple  will  be  used  for  flooring,  but  in 
the  case  of  the  wardrobe  rooms  English  red  quarry  tile 
will  be  laid.  All  lavatories  will  have  tiled  floors  and 
walls.  The  floors  will  be  of  reinforced  concrete.  Com- 
munication with  the  existing  school  is  to  be  by  means 
of  automatic  fire  doors  on  every  storey. 

One  of  the  two  front  entrances  gives  access  to 
the  entire  building,  the  other  leading  to  the  first  floor 
only.  The  stairs  are  of  metal  with  slate  treads.  Pro- 
vision is  made  for  a  steel  framed  partition,  with  wired 
glass,  at  the  stairway,  this  reaching  from  the  basement 
to  the  top  part  of  the  building.  The  windows  on  the 
ground  floor  will  have  trussed  Kahn  sashes.  One  of 
the  features  of  the  heating  system  is  the  use  of  Sharp 
rotary  ash  receivers,  by  which  the  ash  is  collected  in 
a  number  of  receptacles  automatically  set  under  the 
boiler.  When  filled  a  certain  number  of  the  cans  are 
placed  direct  on  a  dump  cart,  and  arc  returned  by  the 
city  when  the  contents  have  been  dumped  on  the 
city  dump  heaps.  The  system  obviates  the  necessity 
of  handling  ashes  except  to  place  the  cans  on  the  cart. 
A  private  telephone  system  and  automatic  clocks  will 
be  installed.    The  contract  price  for  the  buildin^  is 


Messrs.  The  Dominion  Wire  Rope  Company  l-td 
whose  head  office  is  in  Montreal,  V.O.,  have  opened  an 
office  in  Toronto,  at  Room  No.  108  Mail  Building 
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Obstacles  to  Success  in  Engineering 

The  Factors  That  Contribute  to  Failures — Engineering 
is  a  Vers   Inexact  Science  —  Value  of  Research  Work 


IN  his  inaugural  presidential  address  to  the  Institu- 
tion of  Civil  Engineers  (England)  oh  November  7 
the  newh  appointed  president .  Sir  Maurice  Filz- 
maurice,  whose  engineering  achievements  have 
won  for  him  a  world-wide  reputation,  struck  a  rather 
novel  note  when  he  discussed  the  obstacles  to  suc- 
cess in  engineering.  Sir  Maurice,  in  pointing  out  the 
difficulties  confronting  engineers,  held  thai  engineers 
arc  generally  too  optimistic  in  designing  their  work 
and  in  their  estimates  of  cost  and  time.  He  helieves 
there  is  a  lack  of  conservatism  in  regard  to  both  the 
tune  element  and  the  provision  of  a  sum  to  meet  pos- 
sible contingencies.  The  causes  that  contribute  to 
failure  only  serve  to  substantiate  the  claim  that  engi- 
neering  is  not  an  exact  science,  and  that  the  work 
which  must  be  done  is  dependent  on  experiment,  ex- 
perience, and  a  proper  appreciation  and  balancing  of 
the  inexact  knowledge  available.  Sir  Maurice  re- 
marked also  on  the  importance  of  research  work,  and 
ventured  the  opinion  that  engineers  on  this  side  of  the 
Atlantic  are  more  alive  to  the  possibilities  of  industrial 
research  than  those  of  the  Old  Country,  but  he  hoped 
the  recently  evolved  governmental  scheme  would  re- 
sult in  work  of  real  Value.  The  address  is  reproduced 
herewith  in  a  condensed  form: 

There  are  two  kinds  of  want  of  success  which  I 
propose  to  consider — that  in  connection  with  works 
and  that  in  individuals.  There  is  a  third  class  which 
&  nie  of  us  have  experienced — namely,  want  of  success 
in  undertakings  owing  to  the  financial  arrangements 
coming  to  grief;  but  this  class,  although  very  discon- 
certing to  engineers,  is  not  so  clearly  allied  to  our  pro- 
fession as  the  two  former. 

I  do  not  suppose  there  are  any  engineers  who  have 
carried  out  undertakings  of  any  extent  who  have  not 
had,  at  some  time  or  other,  to  lament  failure  or  acci- 
dent in  connection  with  at  least  some  part  of  their 
work?.  For  many  years  1  was  fortunate  enough  to  be 
engaged  by  some  of  the  great  engineers,  and  I  cannot 
recollect  any  large  undertaking  which  has  not  at  times 
caused  my  chief  considerable  anxiety  owing  to  accident 
"ii  some  portion  of  the  works,  or  from  alteration  in. 
design  having  to  be  made  on  account  of  unforeseen 
causes.  Since  1  have  been  carrying  out  works  on  my 
own  responsibility,  1  have  found  a  similar  state  of 
affairs,  and  I  believe  all  engineers  have  from  time  to 
time  experiences  of  a  like  kind. 

1  am  not  now  speaking  of  great  calamities  or  dis- 
asters. I  am  referring  to  those  misfortunes  which  hap- 
pen more  or  less  on  all  works  of  engineering  construc- 
tion. Although  very  often  not  of  great  magnitude, 
they  cause  the  engineer,  the  contractor,  and  client 
great  anxiety  and  disappointment.  The  engineer  in 
the  case  of  accident  causing  loss  of  life,  even  though  it 
may  be  in  connection  with  temporary  works  for  which 
he  is  not  directly  responsible,  feels  it  very  keenly,  and 
probably  thinks  he  might  have  taken,  or  caused  to  be 
taken,  some  precautions  which  would  have  prevented 
it  Although  even  a  serious  accident  on  works  may 
not  entail  any  extra  cost  to  the  engineer's  client,  it 
ma*'  necessitate  such  an  addition  to  the  time  of  con- 
struction as  will  Seriously  dislocate  arrangements, 


made  for  the  use  of  the  works,  and  may  in  that  way  be 
a  cause  of  serious  financial  loss. 

The  necessity  for  alteration  of  design,  or  part  of 
design,  owing  to  unforeseen  difficulties,  is  generally  a 
matter  which  causes  much  anxious  thought  and  trouble 
to  engineer  and  client.  Unfortunately,  alteration  in 
design  is  generally  accompanied  by  increased  cost  and 
time.  In  exceptional  cases  unforeseen  difficulties  may 
necessitate  abandonment  of  the  work. 

I  lie  question  arises:  Are  engineers,  as  a  rule,  too 
optimistic  in  designing  their  work  and  in  their  esti- 
mates of  time  and  cost?  This  question,  however,  only 
deals  partially  with  the  class  of  failures  I  am  consider- 
ing, and  before  going  further  I  want  to  clear  the 
ground  in  connection  with  one  important  point. 

Contract  Difficulties. 

Works  of  any  si^e  are  generally  carried  out  by 
contract,  and  the  contractor  employed  has  a  very  im- 
portant bearing  on  the  question.  Probably  every  engi- 
neer would  like  to  choose  as  contractor  for  any  work 
which  he  has  to  undertake  that  firm  which  has  pre- 
viously carried  out  similar  work  for  himself  or  for  en- 
gineers he  knows.  This  course  is,  however,  one  which 
cannot  be  adopted,  except  in  a  few  special  cases,  owing 
to  obvious  reasons. 

As  is  well  known,  there  are  two  ways  of  obtaining 
contractors  for  works — either  by  ope-n  tender  or  by 
asking  selected  firms  to  tender.  In  the  first  case  it  is 
generally  understood  that  it  is  quite  allowable  not  to 
accept  the  lowest  tender  if  the  firm  has  not  the  neces- 
sary experience  and  standing.  There  are,  however, 
very  often  considerable  difficulties  in  rejecting  low  ten- 
ders of  unsuitable  firms,  and  explanations  to  clients  are 
often  difficult.  I  have  had  experience  of  a  firm  tender- 
ing for  work  approximating  in  value  to  five  million 
dollars  who  had  no  experience  of  the  class  of  work  ten- 
■  dered  for,  but  whose  financial  and  other  references 
were  good.  Fortunately  the  tender  was  passed  over. 
Later  on,  when  the  same  firm  obtained  a  small  contract 
for  somewhat  similar  work,  amounting  to  about 
$175,000,  failure  took  place  before  the  work  was  two- 
thirds  completed.  I  only  mention  this  as  an  example 
of  some  of  the  difficulties  which  arise  in  open  tender- 
ing. It  is  often  very  difficult  to  judge  of  the  financial 
position  and  the  capabilities  of  a  firm  of  which  one 
personally  has  no  knowledge.  Sometimes  those  who 
are  given  as  financial  and  general  references  seem  to 
rather  more  than  stretch  a  point  in  favor  of  the  firm 
enquired  about,  or  the  answers  given  are  so  vague  as 
to  be  useless. 

Tenders  from  Selected  Firms. 

It  might  be  considered  that  all  difficulties  could  be 
avoided  by  asking  selected  firms  to  tender,  and  in  such 
cases  it  is  generally  understood  that  the  lowest  tender 
will  be  accepted.  The  procedure  is.  however,  often  not 
satisfactory.  It  frequently  happens  that  the  client 
wishes  to  include  in  the  selected  list  the  name  of  a  firm 
who  has  carried  out  to  his  knowledge  some  work  in  a 
satisfactory  way,  although  of  quite  a  different  char- 
acter to  that  being  dealt  with  at  the  time.   This  is  often 
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the  cause  of  great  trouble  to  client,  engineer,  and  con- 
tractor. 

We  all  know  contractors  whom  we  Would  cheer- 
fully accept  without  any  question  of  reference — firms 
who  at  an  early  stage  of  the  work  recognize  the  neces- 
sity of  a  good  staff  and  of  providing  all  necessary  plant, 
and  who  know  that  the  initial  cost  thereby  incurred  is 
more  than  regained  by  the  facilities  obtained  in  carry- 
ing out  the  work  and  by  saving  resulting  from  curtail- 
ment in  time  of  construction.  It  is  probably  due  to  the 
well-deserved  profits  made  by  such  contractors  that 
other  firms  without  the  necessary  capital  or  experience 
are  frequently  tempted  to  tender  for  work  which  they 
are  not  capable  of  carrying  out  with  satisfaction  to  the 
engineer  or  his  client,  or  with  profit  to  themselves. 

It  must  not,  however,  be  assumed  that  1  am  favor- 
ing in  all  cases  the  employment  of  the  large  contrac- 
tors. 1  have  had  considerable  experience  with  con- 
tractors in  quite  a  small  way  of  business  who  carry  out 
the  smaller  contracts  entrusted  to  them  in  a  thoroughly 
satisfactory  way,  especially  when  they  have  laid  them- 
selves out  for  only  one  or  two  classes  of  work,  when 
the  principal  can  give  personal  attention  to  the  matter, 
and  when  they  resist  the  temptation  to  embark  on 
undertakings  beyond  their  capacity.  Some  of  my  most 
pleasant  experiences  in  engineering  work  have  been 
with  such  firms. 

I  do  not  know  any  more  unpleasant  position,  both 
for  contractor  and  engineer,  than  when  it  is  evident 
that  a  contract  is  being  carried  out  at  a  loss.  In  such 
cases  the  contractor,  on  the  one  hand,  may  be  forced 
to  carry  out  the  work  in  a  slow  and  unsatisfactory 
way,  and  the  engineer,  on  the  other  hand,  feels  that  he 
cannot  well  press  the  contractor  to  spend  more  money 
on  plant  and  staff. 

1  have  very  shortly  mentioned  these  difficulties 
with  contracts  as  they  are  a  source  of  real  trouble,  but 
I  think  I  ought  at  the  same  time  to  acknowledge  the 
great  help  which  engineers  obtain  from  many  contrac- 
tors. I  consider  that  one  of  the  most  pleasant  features 
of  our  profession  in  this  country  is  the  friendly  and 
helpful  feeling  which  generally  exists  between  engi- 
neers and  contractors. 

Engineers  Are  Too  Optimistic. 

I  now  come  back  to  the  question  whether  engineers, 
as  a  rule,  are  too  optimistic  in  designing  their  work, 
and  in  their  estimates  of  cost  and  time.  On  full  con- 
sideration of  the  matter  I  am  inclined  to  think  that  we 
must  sometimes  plead  guilty  to  this  charge,  although 
the  optimistic  view  and  underestimates  of  cost  and 
time  are  not  always  willingly  arrived  at.  I  do  not 
know  whether  my  experience  on  this  point  is  the  same 
as  that  of  other  engineers. 

I  am  well  aware  that  even  in  works  where  all  the 
details  have  been  worked  out  with  the  greatest  care, 
where  unit  prices  have  been  carefully  scrutinized, where 
the  different  stages  of  the  work  have  been  well  thought 
out,  where  all  possible  local  information  has  been 
obtained,  that  even  then  it  is  necessary  to  provide  a 
sum  of  money  over  and  above  the  detailed  estimate  to 
meet  any  contingencies  which  may  arise,  and  to  make 
some  addition  to  the  estimated  time  for  construction. 
In  some  cases,  when  adopting  this  course,  I  have  been 
met  with  the  statement,  particularly  when  dealing  with 
some  government  or  municipal  authorities,  "You 
surely,  if  the  design  has  been  properly  gone  into,  do 
not  require  that  large  sum  of  money  for  contingen- 
cies" ;  or,  "Surely  you  can  cut  something  off  the  esti- 
mate for  time  of  construction."    One  then  explains  the 


reason  of  money  for  contingencies  and  the  added  time 
for  construction.  After  some  discussion,  the  client 
says  :  "Well,  what  it  comes  to  is  that  if  everything  goes 
well  the  contingency  money  might  be  materiaily  de- 
creased and  the  time  for  construction  reduced,  and  I 
would  prefer  that  we  took  the  risk  of  cutting  both 
down."  the  engineer  knows  from  experience  that 
such  a  course  is  not  wise,  and  that  if  things  do  not  go 
right  the  conversation  will  probably  be  lorgotten,  but 
very  reluctantly  finds  himself  forced  in  some  cases  to 
reduce  his  estimate  of  money  and  time. 

Why  Are  Estimates  Exceeded? 

What  are  the  reasons  why  engineers  frequently 
find  that  their  most  carefully  made  estimates  of  both 
cost  and  time  are  exceeded  ?  1  he  principal  reason  is,  1 
think,  given  by  the  hackneyed  but  true  phrase  which 
we  olten  hear,  that  engineering  is  not  an  exact  science. 
We  are  continually  finding  out  more  about  the  forces 
"N attire,  but  as  long  as  the  world  exists  we  shall  not 
find  out  sufficient  to  enable  us  to  make  exact  estimates 
of  time  and  cost,  and  guarantee  .works  against  acci- 
dents. 

What,  shortly,  are  the  principal  matters  which 
cause  us  trouble?  The  first  one,  in  my  opinion,  is  the 
small  knowledge  we  are  able  to  obtain  of  the  condi- 
tions which  exist  below  the  surface  of  the  earth,  on 
which  everything  has  to  be  founded;  secondly,  the 
risk  which  it  is  necessai'3'  to  undertake  as  regards  con- 
ditions of  weather  while  works  are  being  carried  out ; 
and,  thirdly,  the  varying  quality  of  many  of  the  mater- 
ials we  have  to  deal  with.  There  is  a  fourth  matter, 
which  affects  contractors  more  than  engineers — name- 
ly, the  difficulty  of  estimating  the  cost  of  materials  and 
rates  of  wages  for  a  long  time  ahead.  This  last  also 
substantially  affects  engineers'  estimates  when  there  is 
a  long  interval  between  the  time  when  the  estimates 
are  made  and  that  when  tenders  are  received.- 

Sir  Mau  rice  discussed  these  factors  in  turn.  In 
regard  to  the  first — underground  conditions — he  stated 
that  borings  in  many  cases  do  not  form  a  basis  for  a 
just  estimation  of  the  ground,  and  the  fact  is  that  all 
we  have  is  a  rough  idea  of  the  nature  of  the  ground  at 
the  exact  spot  where  the  boring  was  made  and  that  in 
many  instances  very  different  information  would  be 
obtained  50  feet  away  in  any  direction.  It  is  quite 
obvious  that  borings  cannot  be  made  at  such  close 
intervals  as  will  disclose,  as  far  as  borings  can,  the 
nature  of  all  the  ground  which  has  to  be  dealt  with. 
Borings,  too,  disclose  very  little  information  as  regards 
the  quantity  of  water  which  may  be  met  with,  the' deal- 
ing with  which  may  he  a  very  important  item,  both  in 
the  cost  and  time  of  the  undertaking,  nor  do  they 
afford  any  accurate  data  regarding  the  effects  of  earth 
pressure,  about  which  there  is  much  variance  of  opin- 
ion. Long  experience  in  such  cases,  says  Sir  Maurice, 
is  the  principal  base  to  work  from,  but,  even  then,  con- 
siderable latitude  is  left  to  the  personal  factor  or  even 
lo  the  imagination  of  the  engineer. 

The  Risks  of  Weather. 

The  war  of  the  elements  is  another  very  real 
obstacle  to  the  obtaining  of  exact  results.  The  hazards 
of  heavy  storms  are  well  known — for  example,  in  con- 
nection with  harbor  works,  when  the  work  of  months 
mav  vanish  in  a  few  hours.  It  is  not,  however,  only 
unfinished  works  which  suffer.  We  can  probably  all 
bring  to  mind  finished  works  which  have  stood  for 
years  and  have  eventually  been  overcome  by  storms  of 
exceptional  fury.  In  some  cases  failure-  of  such  com- 
pleted works  are  not  due  to  any  initial  mistake  in  de- 
sign, but  are  owing  to  the  fact  "that  the  inevitable  rav- 
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ag< >s  >'i  storms  for  man\  years  have  tiol  been  deall  with 
a--  thc\  in'ciir,  and  that,  in  fact,  maintenance  works 
have  been  conspicuous  by  their  absence. 

There  are  other  matters  affecting  not  only  the  csti- 
mates  ot  cost  and  time,  but  also  the  utility  of  engineer- 
ing works,  which  are  due  to  the  impossibility  of  being 
able  to  arrive  at  exact  conclusions  on  many  points 
which  arise. 

A  cause  of  occasional  failure  in  temporary  works  is 
due  to  the  fact  that  engineers  and  contractors  some- 
times take  deliberate  and  justifiable  risks  in  connection 
with  such  works.  In  many  cases  of  temporary  works 
where  risks  are  taken  deliberately,  the  cost  of  recon- 
structing such  temporary  works,  should  failure  occur, 
might  only  be  a  small  portion  of  the  cost  involved  if 
the  work-  were  constructed  in  a  more  solid  manner, 
and  in  such  cases  the  risk  is  full}-  justified. 

Engineering  Not  an  Exact  Science. 

Perhaps,  continued  the  speaker,  I  have  said  enough 
in  this  rather  melancholy  recital  of  some  of  the  diffi- 
culties which  engineers  have  to  contend  with  to  show 
that  the  common  saying  that  engineering  is  not  an 
exact  science  hardly  goes  far  enough  to  show  how  in- 
exact a  science  it  is.  Although  much  of  the  work  of  an 
engineer  is  based  on  strictly  scientific  procedure,  it  is 
to  a  great  extent  dependent  on  experiment,  experi- 
ence, and  a  proper  appreciation  and  balancing  of  the 
inexact  knowledge  available. 

It  is.  under  these  circumstances,  hardly  to  be  won- 
dered at  that  estimates  of  cost  and  time  of  construction 
are  not  always  accurate.  Although  it  is  not  possible 
to  draw  any  very  close  deductions  from  different  ten- 
ders submitted  by  competent  contractors  for  the  same 
work,  owing  to  the  fact  that  one  contractor  may  hap- 
pen to  have  in  his  possession  the  necessary  plant,  may 
have  some  special  facilities  in  a  certain  locality,  or  may 
have  a  particular  reason  for  wishing  to  keep  some  of 
his  staff  together,  still  the  great  diversity  in  the 
amounts  of  tenders  received  from  capable  and  experi- 
enced contractors,  after  making  allowance  for  these 
matters,  is  only  a  very  practical  confirmation  of  the 
fact  that  exact  estimates  of  time  and  cost  are  impos- 
sible. 

The  difficulties  I  have  mentioned,  and  many  others, 
are,  however,  the  reason  why  our  profession  is  such  an 
extremely  interesting  one.  New  unforeseen  difficulties 
turn  up  every  day,  and  new  methods  are  being  con- 
tinually found  out  for  dealing  with  them.  Engineering 
works,  after  all,  have  to  be  carried  out,  and  engineers 


ami  contractors  have  lo  design  and  construct  them  to 
the  best  of 'their  ability. 

Research  Work. 
It  is  difficult  to  make  any  suggestions  to  facilitate 
our  work,  but  it  has  occurred  to  me  on  more  than  one 
occasion  that  our  brother  engineers  in  the  United 
States  and  Canada  devote  more  time  than  we  in  Bri- 
tain do  to  preliminary  work  and  studies,  particularly 
in  the  case  of  large  undertakings.  They  appear  in 
some  eases  to  have  taught  their  clients  that  time  and 
money  spent  on  very  full  investigation  and  prelimin- 
ary studies  give  a  very  good  return  on  the  expendi- 
ture. The  governments  of  Canada  and  the  United 
States  are  also  not  averse  to  collecting  information 
about  rainfall,  river  discharges,  and  other  matters, 
which  information  is  at  the  disposal  of  those  who  wish 
to  avail  themselves  of  it.  If  we  could  prevail  on  our 
clients  and  on  ,our  government  to  take  similar  views, 
they  would  also  find  that  the  money  was  not  wasted. 
We  are,  however,  as  things  stand,  dependent  to  a 
great  extent  on  experience  and  private  investigation 
and  experiment  for  the  success  of  many  of  our  works. 
We  ought  not,  at  the  same  time,  to  forget  the  great 
obligations  which  we  engineers  are  frequently  under 
to  chemists,  geologists,  metallurgists,  meteorologists, 
and  others,  for  the  great  help  which  they  ungrudgingly 
give  us. 

I  hope,  however,  that  the  government  "scheme  for 
the  organization  and  development  of  scientific  and  in- 
dustrial research,"  which  has  recently  come  into  exist- 
ence, and  which  has  already  made  a  grant  to  this  in- 
stitution for  research  work,  may  be  a  real  help  to  engi- 
neers. The  scheme  in  its  main  features  is  one  con- 
ceived on  broad  and  patriotic  lines,  which  may  lead  to 
results  even  greater  than  were  anticipated  by  those 
who  framed  it.  As  far  as  I  know,  the  detailed  ar- 
rangements under  which  it  will  be  administered  have 
not  as  yet  been  definitely  laid  down.  Some,  but  not 
all,  of  the  industries  which  may  expect  help  are  at  the 
present  time  so  engaged  with  war  work  that  it  is  not 
possible  for  those  controlling  them  to  fully  consider, 
much  less  to  carry  out,  useful  research  work.  Such 
work,  to  be  of  real  value,  must  be  undertaken  in  con- 
sultation with  the  different  industries.  It  is,  however, 
important  that  some  definite  lines  for  the  working  of 
the  government  scheme  should  be  laid  down  at  an 
early  date.  I  hope  and  believe  that  it  may  be  de- 
\  eloped  on  such  broad,  liberal,  and  generous  lines  as 
will  command  general  confidence.  If  worked  on  such 
lines  the  scheme  will  be  of  great  value.  "A  great  em- 
pire and  little  minds  go  ill  together." 


Types  of  Floors  and  Floor  Construction 


The  types  of  floor  construction  most  commonly 
found  in  the  modern  buildings  are  as  shown  in  Figs. 
1  to  5,  inclusive.  These  sketches  are  by  no  means  in- 
tended to  cover  the  entire  range  or  even  include  all 
of  the  common  types.  They  show,  however,  in  the 
opinion  of  the  writer,  the  more  common. 

The  essential  features  to  be  considered  in  any  floor 
construction  are  strength,  stiffness,  durability,  fire- 
proofing  qualities,  light  weight,  small  depth,  and  the 
cost.  The  construction  of  high  buildings  demands  that 
the  dead  weight  and  the  depth  of  the  floor  be  reduced 

*  From  a  paper  by  Mr.  F.  Ruchti  before  the  Western  Society  of  En- 
gineers. 


to  a  minimum,  consistent  with  good  construction  and 
the  cost.  In  recent  years,  various  new  types  of  floor 
construction  have  been  placed  before  the  designer,  and 
improvements  have  been  made  in  the  older  types  with 
the  object  of  accomplishing  these  results.  The  forms 
used  for  concrete  floors  are  also  an  important  factor, 
and  have  been  subjected  to  much  study  and  some  re- 
duction in  the  new  types. 

The  partitions  of  office  buildings  are  subject  to 
continual  re-arrangement  to  suit  different  tenants,  and 
the  floor,  therefore,  should  be  designed  to  permit  a 
partition  to  be  placed  in  any  position.  This  require- 
ment is  usually  satisfied  by  assuming  a  certain  weight 
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(10  to  25  lbs.  per  square  foot)  for  partitions  and  ad- 
ding; this  to  the  dead  load  of  the  floor. 

Flat  ceilings  are  also  desirable,  and  this  requires  the 
use  of  suspended  ceilings  for  some  of  the  types  of  floor 
construction.  Ample  fire  protection  should  be  given 
the  beam  on  both  flanges. 

This  paper  does  not  attempt  to  discuss  the  relative 
advantages  and  disadvantages  of  various  types  of  floor 
construction.  The  firms  most  interested  have  been 
quite  successful  in  presenting  the  respective  merits  of 
their  particular  type  and  the  designer  must  investigate 
these  claims  and  make  his  choice  accordingly. 

The  arrangement  and  the  spacing  of  the  floor  beams 
are  influenced  by  so  many  conditions,  such  as  location 
of  openings,  the  locations  where  comparatively  deep 
beams  are  permitted,  etc.,  etc.,  that  it  is  impossible 
to  suggest  a  particular  set  of  rules  to  be  followed. 

The  columns  having  been  located  and  as  it  is  de- 
sirable in  all  cases  to  transmit  the  floor  loads  as  di- 
rectly as  possible  to  the  columns,  the  main  panels  will 
be  determined  from  this  consideration.   The  economic- 
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Figs.  1  to  5— Types  of  floors  most  commonly  used  in  modern  buildings. 

al  span  of  the  type  of  the  floor  construction  will  limit 
the  size  of  the  sub-panels.  Thus,  for  terra  cotta  arches 
the  usual  span  is  from  5  feet  to  6  feet ;  for  reinforced 
concrete  slabs  the  span  will  probably  be  larger,  but 
not  to  exceed  8  feet  to  9  feet ;  while  for  the  concrete 
joist  construction  no  intermediate  panels  will  be  re- 
quired, as  this  construction  may  safely  be  used  for 
spans  up  to  26  feet  or  28  feet. 

For,  large  stretches  of  floor  surface  the  arrangement 
of  the  beams  may  be  influenced  by  the  desire  to  give 
continuity  to  the  floor  construction.  Also,  usually 
there  will  be  a  number  of  floor  beams  in  the  panel  and 
only  one  girder,  and  as  the  clearance  may  limit  the 
depth  of  the  girder,  it  may  be  desirable  to  run  the 
beams  in  the  long  direction  and  the  girder  in  the  short 
direction  in  order  that  the  latter  may  not  become  too 
deep.  Another  factor  which  may  determine  the  direc- 
tion of  the  girder  is  the  wind  bracing,  which  may  re- 
quire that  the  deep  girders  run  in  the  small  direction  of 
the  building  in  order  to  obtain  the  advantage  of  the 
stiffness  of  the  deep  girder  connections. 

In  all  cases,  however,  it  should  be  tne  aim  of  the 
designer  to  make  as  many,  panels  equal  and  rectangular 
as  the  general  plan  will  permit.    This  will  give  dupli- 


cation in  the  structural  steel,  concrete  forms,  and  terra 
cotta  blocks. 

Beam  to  beam  connections  are  made,  in  most  cases, 
by  simple  web  connections.  These  may  consist  of  one 
or  two  angles,  or  in  skew  connections  of  bent  angles  or 
plates.  It  will  be  necessary  at  times  to  make  a  con- 
nection by  resting  one  beam  on  top  of  another,  in 
which  case  it  may  be  necessary  to  investigate  the  webs 
of  these  beams  for  buckling  resistance.  Beams  fram- 
ing into  shallower  ones  should  be  avoided,  as  this  re- 
quires large  cuts  in  order  to  clear  the  flanges  of  the 
shallow  beam. 

Unnecessary  coping  and  blocking  at  the  ends  of 
the  beams  should  be  avoided,  and  this  may  be  done  in 
many  cases  without  injuring  the  construction  in  any 
way.  For  instance,  very  often  the  floor  beams  are  not 
as  deep  as  the  girders  into  which  they  frame.  By 
placing  the  beams  at  a  slightly  different  elevation  than 
the  girder  (1  in.  to  lj4  in.)  connection  may  be  made 
without  any  cutting.  Holes  in  both  flanges  and  the 
web  should  be  avoided  where  possible  and  only  one 
size  of  hole  should  be  used  in  any  one  beam.  The 
cutting  of  beams. and  the  punching  of  two  sizes  of  holes 
in  a  beam,  while  of  small  importance  in  the  design 
of  the  building,  increases  the  cost  of  fabrication  con- 
siderably, and  may  many  times  be  avoided  by  a  little 
thoughtfulness  in  designing. 

Beam  to  column  connections  are  probably  most  sat- 
isfactorily made  by  using  top  and  seat  angles,  with 
stiffener  angles  if  required  by  the  load.  This  type  of 
connection  for  the  usual  sizes  of  rolled  beams  is  cap- 
able of  transmitting  a  larger  moment  than  the  web 
connection  and  is,  therefore,  most  desirable  for  wind 
bracing. 

In  many  cases  the  clearance  lines  will  not  permit 
the  use  of  stiffener  angles.  In  such  cases  simple  web 
connections  must  be  used.  A  satisfactory  wind  bracing 
connection  may  very  often  be  made  by  the  use  of  web 
connection  angles  with  top  and  bottom  seat  angles. 

When  a  shallow  beam  frames  into  a  deep  beam,  this 
should  be  carried  on  a  shelf  angle  and  a  side  connec- 
tion angle  instead  of  the  usual  web  connection.  This 
connection  is  an  advantage  to  the  erector,  as  the  shelf 
angle  acts  as  an  erection  seat,  thus  facilitating  the 
erection.  This  is  especially  noticeable  when  two  small 
beams  frame  opposite  each  other.  The  smaller  beams 
thus  become  plain  punched  beams  without  riveted 
connection  angles  and  take  a  lower  classification  and 

a  less  unit  cost, 
i 


Mr.  Iv.  J.  Durley,  M.  Inst.  C.E.,  consulting  engi- 
neer, has  taken  over  and  will  carry  on  to  completion, 
the  unfinished  work  in  Canada  previously  handled  by 
the  Montreal  office  of  the  firm  of  MacMullen,  Riley  & 
Durley,  which  was  recently  dissolved.  He  will  con- 
tinue to  practise  as  a  consulting  engineer  under  his 
own  name  at  4  Beaver  Hall  Square,  Montreal,  special- 
izing in  the  design  and  construction  of  power  plants 
and  industrial  works,  in  addition  to  the  design  of  the 
complete  mechanical  and  electrical  equipments  of 
large  buildings. 


Mr.  Raymond  Carey  announces  that  the  partner- 
ship existing  between  Mr.  John  Woodman  and  him- 
self under  the  style  of  Woodman  &  Carey,  at  Winni- 
peg, has  been  dissolved,  and  that  he  is  now  carrying 
on  the  practice  of  his  profession  at  No.  ^00  Quebec 
Bank.  Winnipeg.  Mr.  Carey  desires  catalogues  of 
architectural  supplies  from  Canadian  manufacturers. 
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A  T  own  Planning  Act  Under  Consideration 

for  Quebec  Province 


Fhe  Quebec  Government  has  appointed  a  small 
committee  to  confer  with  Mr.  Thomas  Adams,  town- 
planning  advisor  to  the  Conservation  Commission,  on 
the  subject  of  drawing  up  an  act  on  town  planning. 
I  !n>  announcement  w  as  made  at  a  meeting  held  at  the 
Windsor  Hall,  Montreal,  on  November  20,  to  pro1 
mote  town  planning  in  the  province,  the  gathering 
being  the  first  of  several  which  will  he  held  in  the 
province  as  part  of  an  educational  campaign  having 
for  its  object  the  passing  of  legislation.  The  meeting 
on  \'  \  ember  20  was  largely  attended,  with  representa- 
tives from  many  associations. 

Dr.  J.  E.  Guerin,  president  of  the  Civic  Improve- 
ment League,  referred  to  the  appointment  some  years 
ago  in  Montreal  of  the  Metropolitan  Parks  Commis- 
sion, which  had  remained  a  dead  letter  owing  to  the 
fact  that  its  provisions  were  optional.  The  opposition 
to  the  commission  arose  from  the  fear  that  great  cost 
in  acquiring  spaces  woidd  be  incurred,  although  the 
tax  could  not  exceed  one-eighth  of  one  per  cent,  of 
the  valuation.  The  province  should  prepare  for  the 
great  influx  of  population  which  would  come  after  the 
war,  and  the  municipalities  ought  to  seek  authority 
from  the  Legislature  to  prepare  town  planning 
schemes. 

A  Town  Planning  Act  for  Quebec 

Mr.  Thomas  Adams,  in  the  course  of  an  exhaustive 
address  dealing  with  town  planning,  said: 

\  town  planning  act  will  assist  in  improving  the 
settlement  of  land  in  both  rural  and  urban  districts. 
Quebec  has  been  successful  in  maintaining  a  higher 
percentage  of  rural  as  compared  with  urban  popula- 
tion, than  any  other  province  in  Canada,  having  re- 
gard to  the  period  during  which  it  has  been  settled. 
That  success  has  been  due  largely  to  the  same  plan- 
ning methods  originally  employed  in  the  province  to 
secure  comparatively  close  settlement  of  rural  popula- 
tion. Quebec  should  hold  fast  to  those  methods  and 
prepare  village  planning  schemes,  with  the  assistance 
•  if  a  town  planning  act  on  all  new  agricultural  territory. 
The  benefit  of  this  closer  settlement  is  seen  in  the 
greater  ease  with  which  Quebec  has  been  able  to  carry 
out  its  good  roads  policy — as  closer  settlement  means 
fewer  roads — and  lesser  quantity  of  roads  means  bet- 
ter quality.  Rural  prosperity  is  the  foundation  of 
urban  prosperity  and  Quebec  is  demonstrating  this  in 
an  exceptional  degree.  Town  and  country  planning 
and  good  roads  will  help  to  maintain  and  improve 
that  position. 

But  whatever  rural  progress  may  be  obtained  the 
increased  growth  of  urban  population  is  inevitable. 
It  is  futile  to  try  to  prevent  such  growth.  But  while 
cities  and  towns  must  continue  to  grow,  they  need  not 
continue  to  be  unhealthy  if  we  plan  them  right,  and 
prevent  bad  conditions  being  created.  We  need  a 
town  planning  act  for  that  purpose,  an  act  which  will 
enable  us  to  prevent  waste,  unsanitary  conditions, 
overcrowding,  traffic  congestion,  destruction  of  natural 
beauty  and  other  things  that  can  only  be  economically 
secured  by  planning  in  advance. 

We  always  plan  our  houses  and  factories  but  not 
our  cities,  and  yet  for  every  reason  we  have  for  plan- 
ning a  building — a  simple  unit  of  construction — there 


are  ten  reasons  for  planning  a  city  or  town — so  com- 
plex and  interdependent  are  all  their  parts. 

On  tin'  whole,  Quebec  cities  and  towns  are  econ- 
omically managed,  even  the  much  criticized  Montreal 
has  nothing  to  be  ashamed  of  compared  to  Toronto, 
from  a  financial  standpoint.  Indeed,  I  think  Montreal 
is  in  the  stronger  position.  But  Montreal,  more  than 
any  other  city  in  Canada,  needs  town-planning.  She  is 
surrounded  by  a  number  of  satelite  towns  that  need  to 
be  brought  into  co-operation  under  a  comprehensive 
scheme  for  the  purpose  of  lessening  extravagance  in 
local  improvements,  securing  higher  standards  of  sani- 
tation, more  air  space  around  buildings,  less  congestion 
of  the  centre  and  closer  settlement  in  the  suburbs,  a 
sounder  system  of  land  valuation,  and  a  more  equit- 
able basis  for  taxation,  more  convenient  means  of 
transportation,  better  facilities  for  carrying  on  in- 
dustries, protection  of  the  amenities  of  residential 
areas,  and  more  scope  for  recreation  and  enjoyment  of 
natural  beauty. 

An  act  is  required  to  accomplish  these  things,  be- 
cause municipalities  need  greater  powers  to  enable 
them  to  do  them  effectively,  and  because  public  in- 
terests have  to  be  protected  in  a  greater  degree,  with- 
out injury  to  legitimate  private  interests.  Provincial 
oversight  over  town  planning  is  also  necessary,  since 
provincial  highway  planning  must  precede  city  plan- 
ning, and  one  city  or  town  cannot  be  planned  alone, 
it  must  be  planned  in  co-operation  and  simultaneously 
with  the  surrounding  territory  under  separate  juris- 
diction. Then  the  province  can  and  should  employ 
expert  advice  to  help  in  preparing  schemes  which  the 
small  municipalities  cannot  afford  to  employ  them- 
selves. Expert  advice  is  as  much  needed  to  help  on  the 
execution  of  the  scheme  as  in  its  preparation,  and  thus 
continuity  is  needed.  The  legal  provisions  of  a  scheme 
are  almost  more  important  than  the  paper  plan  of  an 
area,  since  they  determine  the  principles  on  which  it 
will  be  carried  out.  These  are  all  reasons  why  town 
planning  can  only  be  made  effective  if  we  get  the  legal 
basis  for  its  operation. 

The  act  proposed  for  Quebec  has  been  framed  after 
experience  in  Great  Britain  and  in  the  Province  of 
Nova  Scotia  and  New  Brunswick,  Alberta  and  Mani- 
toba. It  is  unlike  the  Nova  Scotia  act  in  that  it  is  not 
mandatory,  but  it  is  otherwise  an  improvement  on  the 
other  acts.   The  following  is  a  precis  of  its  provisions: 

Part  I. 

t.  A  department  of  the  provincial  government  has  to  be 
named  to  work  the  act.  It  has  to  draw  up  procedure  regu- 
lations, authorize  preparation  of  schemes,  approve  schemes 
when  prepared,  decide  differences  between  different  muni- 
cipalities and  owners.  Co-operate  with  highway  department 
of  province  in  securing  that  provision  is  made  in  schemes 
for  main  highways,  etc. 

2.  The  department  has  to  appoint  a  controller  of  town 
planning  who  may  be  an  existing  official. 

3.  Every  council  must  appoint  a  local  board,  but  may 
have  the  majority  on  the  board. 

Part  II. 

1.  All  subdivisions,  etc.,  have  to  be  approved  by  the 
local  town  planning  board. 

2.  Board  may  require  main  arteries  to  be  100  feet  in 
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width,  but  must  purchase  land  for  any  greater  width.  As  a 
setoff  to  owners  secondary  streets  may  be  permitted  to  be 
40  feet  or  even  narrower. 

3.  Readjustment  of  boundaries  of  the  states  may  l>e 
required. 

Part  III. 

1.  Municipalities  may  prepare  by-laws  or  schemes. 

2.  Scheme  becomes  act  of  parliament  when  finally  ap- 
proved, and  cannot  be  revoked  or  varied  without  consent 
of  the  provincial  department.  It  may  extend  into  more  than 
one  municipal  area.  Municipality  must  give  limited  amount 
of  funds  to  local  board  to  prepare  scheme,  but  has  complete 
discretion  to  refuse  funds  to  execute  scheme. 

3.  If  owner  does  anything  to  contravene  a  scheme  the 
municipality  can  remove  or  pull  down  without  paying  com- 
pensation, but  owners  have  to  be  consulted  at  all  stages. 

4.  Compensation  clauses  provide  for  full  payment  in 
cage  of  injury  either  in  making  or  executing  scheme,  unless 
in  cases  referred  to  in  Section  21.  i.e.,  cases  where  the 
department  decides  it  is  reasonable  that  certain  restrictions 
should  be  imposed  in  the  interest  of  health  and  amenities — 
such  as  restrictions  securing  air  space,  limiting  height  of 
buildings,  prescribing  factory  and  residential  areas,  etc.  Such 
decision  prevents  claims  for  compensation. 

If  a  scheme  improves  an  area  the  municipality  can  claim 
half  the  increment  of  value. 

Part  IV. 

1.  Municipality  may  expropriate  land,  including  land 
within  200  feet  of  land  acquired  for  street  or  park. 

2.  Price  should  be  fair  market  value  of  land. 

Part  V. 

1.  Only  when  a  municipality  refuses  to  act  and  after, 
a  petition  from  the  taxpayers  and  after  a  public  hearing  may 
the  provincial  department  call  upon  the  municipality  to  pre- 
pare a  scheme. 

Schedule  A.  In  A  it  is  sought  to  provide  that  buildings 
will  not  be  erected  nearer  to  each  other  than  from  80  to 
120  feet  on  either  side  of  a  road,  according  to  circumstances. 
While  main  thoroughfares  are  increased  to  100  feet,  second- 
ary streets  are  reduced  to  40  feet,  instead  of  66  feet,  but 
all  subject  to  above  building  line. 

The  density  of  building  is  prescribed  as  75  per  cent, 
of  lot  in  city  areas,  and  50  per  cent,  in  suburban  and  rural 
areas,  with  a  percentage  of  90  and  60  respectively  on  corner 
lot. 

Narrow  non-traffic  carriage  drives  are  permitted  (24  to 
28  feet  wide)  on  streets  so  long  as  wide  building  lines  are 
secured. 

Noxious  trades  and  unsightly  advertising  can  be  pro- 
hibited in  residential  areas. 

When  town-planning  schemes  are  prepared  under 
such  an  act  capital  invested  in  building  can  be  pro- 
tected. Fire  risks  and  fire  insurance  can  be  reduced. 
Land  values  can  be  put  on  the  most  stable  basis.  Bet- 
ter facilities  for  manufacturing  can  be  obtained,  exten- 
sion of  tramways  system  can  be  effected  (in  better 
principles,  and  at  less  loss  to  the  public,  and  the  tram- 
ways interests.  Real  estate  can  be  benefited  and  the 
public  health  can  be  conserved. 

There  is  no  better  way  than  this  to  lay  the  founda- 
tion for  the  new  growth  of  population  after  the  war. 
No  more  patriotic  duty  we  can  perform  in  the  inter- 
ests of  the  country  and  of  the  returned  soldiers.  As 
men  make  the  city,  so  will  the  city  make  men,  as  the 
city  is,  so  will  our  national  life  be.  To  make  it  a 
better  place  to  live  and  work  in,  is  a  patriotic  duty  of 
the  highest  order. 


Discussion 

The  chairman  said  that  one  of  the  most  vital  clauses 
was  that  giving  the  right  of  municipalities  to  expro- 
priate 200  feet  on  each  side  of  any  property  expro- 
priated. This  land  could  then  be  resold  for  the  benefit 
of  fhe  municipalities. 

Dean  Adams  moved  the  following  resolution : 
"Whereas,  in  the  Province  of  Quebec,  there  is  need 
for  improvement  in  the  methods  of  developing  land  for 
purposes  of  building,  in  cities,  towns  and  rural  muni- 
cipalities :  and  for  the  better  regulation  of  such  de- 
velopment so  as  to  secure  greater  economy  in  respect 
of  local  improvements,  proper  sanitary  and  hygienic 
conditions,  more  convenient  means  of  transportation, 
and  preservation  of  natural  beauty  ;  and — 

Whereas,  such  improvement  and  better  regulation 
can  be  made  most  effective  and  can  be  carried  out  at 
least  cost  and  without  interference  with  legitimate  in- 
terests in  property  by  means  of  town  planning  schemes  ; 
and — 

Whereas,  the  municipalities  of  Quebec  require  ad- 
ditional powers  conferred  upon  them,  subject  to  some 
provincial  authority  in  respect  of  the  exercise  of  such 
powers,  to  enable  them  to- prepare  such  schemes;  be  it 

Resolved  by  this  conference,  that  a  petition  be  for- 
warded to  the  Government  of  the  province  requesting 
them  to  consider  the  urgent  importance  of  conferring 
the  necessary  powers  on  municipalities,  and  of  passing 
an  act  for  that  purpose  during  the  current  session  of 
Parliament." 

Lieut.  Col.  J.  Adami,  M.D.,  who  has  just  returned 
from  the  front,  spoke  of  the  Canadian  soldiers  in  the 
hospitals  being  the  best  emigration  agents  the  country 
could  have.  From  what  he  had  been  told  by  the  sold- 
iers and  the  Tommies,  it  appeared  they  were  convinced 
that  the  Tommies  would  not  want  to  return  to  their  old 
hum-drum  life  ;  a  vast  mass  would  come  to  Canada  at 
the  end  of  the  war,  and  the  Dominion  must  prepare 
for  the  best  class  of  emigrant  the  country  could  ob- 
tain. He  had  been  struck  with  the  change  in  Great 
Britain  since  the  passing  of  town  planning  legislation. 
It_  was  important  that  they  should  get  powers  of  ex- 
propriation, in  order  that  the  municipalities  might  be 
able  to  recoup  themselves  for  the  outlay  on  schemes. 

Dr.  Grace  Ritchie  England  inquired  whether  pro- 
vision was  made  in  the  Hill  for  sanitation,  water  and 
sewage. 

Mr.  T.  Adams  replied  that  there  was  no  better  wav 
to  deal  with  sanitation  than  to  plan  for  it  in  advance- 
to  lay  out  town  planning  schemes.  Remedial  mea- 
sures, after  the  evil  existed,  were  costly,  owing  to 
vested  interests. 

Mr.  Gustav  Francq,  secretary  of  the  Trades  and 
Labor  Council;  Mayor  Beaubicn,  of  Outremont;  Mr. 
W.  D.  Lighthall,  secretary  of  the  Canadian  Union  of 
Municipalities;  Aid.  McLagan,  of  Westmount ;  Mr.  J. 
Duchastel,  president  of  the  Dominion  Good  Roads  As 
sociation  ;  and  Mr.  J.  Bradford,  community  secretary 
of  the  Y.  M.  C.  A.,  also  spoke,  accepting  the  main 
principles  of  the  bill.  Two  or  three  of  the  speakers 
also  urged  the  necessity  of  the  appointment  of  a  Pro- 
vincial Department  of  Municipal  Affairs,  in  order  that 
special  attention  could  be  given  to  matters  of  this  kind. 

The  resolution  was  carried  unanimously. 


The  Ottawa  branch  of  the  Canadian  Society  of 
Civil  Engineers  held  their  second  luncheon  of  the  sea- 
son on  November  23  in  the  Chateau  Laurier.  Sir  Wil- 
frid Laurier  addressed  the  branch  on  the  subject  "The 
Engineer  in  Canada." 
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Special  Struts   Eliminate  Falsework  in 
Bridge  Krection 

A UNIQUE  system  of  bridge  erection  was  de- 
veloped in  connection  with  tin.-  viaduct  illus- 
trated herewith.  The  special  feature  that  dis- 
tinguishes the  methods  employed  on  this 
Structure  was  the  elimination  of  expensive  falsework 
b\  the  use  of  specially  designed  steel  struts  and  guy 
cables  that  permitted  rapid  and  economical  erection  of 
the  tru>s  spans,  without  the  necessity  of  the  usual 
temporary  supporting  falsework  structure.  The  via- 
duct is  of  steel,  <>S0  feet  long  and  170  feet  high  at  the 
centre  and  serves  for  the  transportation  of  coal-mine 
cars  across  a  deep  valley.  The  structure  consists  of 
four  towers,  30  feet  wide,  and  three  deck  truss  spans, 


Arrangement  of  struts  and  methods  of  erection  to  eliminate 
expensive  falsework. 


102  feet  long,  with  30  ft.  plate  girders  from  the  end 
t.  .wefs  to  the  abutments.  About  340  tons  of  steel  are 
involved.  This  design  was  advocated  instead  of  an  or- 
iginallv  proposed  design  involving  plate  girders  and 
shorter  spans  on  account  of  the  reduced  number  of 
towers.  On  account  of  the  use  of  truss  spans  and 
the  fact  that  all  the  material  for  the  viaduct,  as  well 
as  the  erection  equipment  had  to  be  transported  long 
distances  to  the  site,  it  was  decided  to  use  a  light  tim- 
ber traveller  which  necessitated  erection  piece  by 
piece,  a  method  that  normally  calls  for  falsework. 

To  overcome  the  expense  attending  such  opera- 
tions special  inclined  struts  on  booms  were  designed 
to  facilitate  the  erection  of  the  deck  truss  spans.  The 
lower  ends  of  the  struts  were  pin-connected  to  tem- 
porary wing  plates  bolted  on  the  columns  of  the  main 
towers.  The  top  ends  were  held  in  position  to  hold 
the  bottom  chords  of  the  truss  spans  at  their  mid 
points  by  l*4-in.  wire  cables.  Fig.  2  illustrates  this 
clearly.  "The  traveller  was  a  light  timber  affair  with 
a  60-foot  steel  boom,  arranged  so  that  material  could 
be  delivered  on  push  cars  underneath  the  frame  and 
carried  forward  to  a  position  to  be  handled  by  the 
boom. 

In  constructing  the  bridge,  after  the  first  tower 
had  been  erected  and  the  plate  girder  spans  set,  the 
erection  struts  were  attached  to  the  tower  columns 
and  guved  in  position  to  receive  the  centre  panel  point 
of  the  span.  The  one-half  of  the  truss  span  was  built 
out  to  the  upper  end  of  the  strut,  the  traveller  was 
moved  forward  and  the  next  tower  partly  built  up  to 
receive  the  truss.  The  remainder  of  the  span  was  then 
built  as  a  cantilever.  The  traveller  Avas  backed  off  and 
the  cantilever  lowered  to  a  bearing  on  the  bent,  after 
which  the  traveller  erected  the  remainder  of  the  tower 
and  operations  proceeded  as  before  throughout  the 


whole  length  of  the  structure.  The  lengths  of  the 
struts  were  designed  to  provide  the  desired  camber 
in  tlu-  truss  spans  and  the  last  sections  of  the  top 
chord  were  placed  without  difficulty. 

A  material  yard  was  located  adjacent  to  the  end 
of  the  viaduct  in  which  the  air  plant  was  set  up.  The 
entire  bridge  was  erected  in  34  working  days.  We 
are  indebted  to  the  Engineering  Record  for  the  de- 
tails <  if  this  w  ( irk. 


What  Is  Filtros? 

Filtros,  the  material  so  widely  used  in  the  floor 
of  sewage  disposal  tanks,  separating  the  sewage  from 
the  air  and  allowing"  these  to  become  mixed  only  in 
the  proper  proportions,  is  composed  largely  of  a  pure 
crystalline  silica,  carefully  ground  and  screened.  This 
material  is  mixed  with  a  small  proportion  of  an  artifi- 
cial compound  silicate.  This  mixture  is  then  moisten- 
ed and  subjected  to  high  pressure  in  die  machines  of 
suitable  size.  As  a  final  process  the  plates  are  sub- 
jected to  high  temperature  in  kilns  for  several  days. 
The  final  product  is  white  in  color,  very  hard  though 
flocculent  in  surface  appearance,  porous  to  both  gases 
and  liquids  and  is  used  for  a  variety  of  physical  separa- 
tions. 

Filtros  is  unaffected  chemically  by  all  the  com- 
mon acids  and  most  other  corroding  substances.  It 
also  withstands  high,  temperatures  and,  if  corroded, 
is  easily  cleaned.  It  is  made  in  standard  sizes  12  in. 
x  12  in.  x  \J/2  in.  thick,  which  have  a  weight  of  11 
pounds  each.  Special  sizes  and  forms  are,  however, 
obtainable. 


A  Simple  Adjustable  Shore 

The  Ferro  Concrete  Construction  Company,  of 
Cincinnati,  Ohio,  is  continually  making  improvements 
and  seeking  new  inventions  by  which  they  can  improve 
their  work  or  cut  down  its  cost.  An  invention  which 
one  of  their  superintendents,  Mr.  Hodges,  recently  hit 
upon  and  known  as  the  Hodges  Adjustable  Shore,  has 
already  enabled  them  to  make  very  material  decreases 
in  their  form  costs.  These  shores  are  used  to  hold  up 
beam  forms  and  floor  forms,  or  in  any  other  way  that 
shores  are  ordinarily  used  on  a  concrete  building  job. 

The  construction  of  this  new  adjustable  shore  is 
simple.  Three  pieces  of  lumber  are  required.  Experi- 
ence and  tests  have  proven  that  the  following  dimen- 
sions are  the  most  satisfactory,  and  if  the  shore  is 
made  from  these  dimensions  it  is  even  stronger  than 
a  rough  4  by  4  inch  shore  of  the  same  length.  The 
lumber  should  preferably  be  No.  1  common  long  leaf 
yellow  pine,  two  2  by  4's  planed  to  1^-in.  and  one  4 
by  4-in.  planed  to  3%-in.  by  3%-in.  All  three  should 
be  about  8  feet  long.  In  addition  to  this  lumber,  which 
is  assembled  in  accordance  with  the  illustration  shown, 
two  special  clamps  are  necessary.  These  operate  by 
a  -mall  blow  of  the  hammer,  and  fasten  the  three  tim- 
bers into  a  rigid  non-collapsible  member  which  can  be 
nailed  to  or  braced  at  any  point  desired.  The  shore  is 
instantly  adjustable  from  8  to  14}4  feet. 

The  shore  is  sometimes  made  with  a  slotted  head, 
and  this  type  has  certain  advantages  over  the  one 
shown  in  that  it  can  be  set  up  without  any  nailing  or 
cleating  whatever,  and  cannot  fall  down  when  struck 
or  jarred.  Neither  type  will  collapse  under  load  as 
can  be  readily  seen  by  studying  the  action  of  the  cams. 

In  operation  the  shores  are  brought  from  the  stor- 
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age  pile  and  deposited  wherever  needed  on  the  job. 
The  clamps  are  loosened  and  the  4  by  4-in.  timbers 
drawn  out  to  the  desired  length,  this  being  determined 
by  a  measuring  pole  in  the  usual  manner.  The  clamps 
are  then  tightened,  the  shores  are  raised  and  the  string- 
ers placed  in  position.  Intermediate  shores  can  be 
put  into  place  without  careful  measuring  and  after  the 
decking  is  on,  can  be  levelled  up  by  means  of  an  en- 
gineer's level  and  shore  jack  in  a  fraction  of  the  time 
which  is  usually  required  with  wedges.  With  the 
Hodges  shore  wedges  are  unnecessary. 


According  to  the  experience  of  the  Ferro  Concrete 
Construction  Company  in  using  these  new  shores,  it 
seems  that  from  ten  to  twelve  cents  can  be  saved  on 
each  shore  every  time  it  is  used.  Not  only  is  there  a 
tremendous  saving  in  waste  lumber,  but  on  account 
of  freight  rates,  the  actual  cost  of  the  lumber  used  in 
these  shores  is  less  than  the  cost  of  rough  4  by  4  stock 
for  common  shores.  Inasmuch  as  the  cost  of  form- 
work  represents  a  considerable  part  of  the  cost  of 


concrete  construction,  any  savings  that  can  be  made 
on'  formwork  materially  affect  the  cost  of  concrete 
buildings. 


Brisk  Building  Conditions  in  Montreal 
and  Vicinity 

MONTREAL  contractors  have  lately  found 
trade  more  brisk.  Business  within  the  city 
proper  picked  up  to  some  extent,  especially 
towards  the  end  of  the  season,  and  contrac- 
tors have  been  fortunate  in  securing  a  considerable 
amount  of  outside  work.  The  most  important  of  these 
jobs  are  the  restoration  of  the  Parliament  Buildings, 
Ottawa,  in  the  hands  of  P.  Lyall  &  Sons  Construction 
Company,  Ltd. ;  the  plant  of  the  International  Nickel 
Company  of  Canada,  Ltd.,  at  Port  Colborne,  Ont, 
which  is  being  constructed  by  the  Foundation  Com- 
pany, Ltd. ;  the  arsenal  at  Lindsay,  Ont.,  now  being 
built  by  Westinghouse,  Church,  Kerr  &  Co.,  and  the 
St.  Maurice  River  darn,  by  the  St.  Maurice  Construc- 
tion Company.  Then  the  Purdy  &  Henderson  Com- 
pany, Ltd.,  have  a  large  contract  for  a  sulphite  plant  at 
Merritton,  and  the  F.  J.  Jago  Company,  Ltd.,  the  Ray- 
mond Pile  Company,  and  other  firms  have  smaller  con- 
tracts in  towns  outside  Montreal.  During  the  last 
fortnight  some  important  orders  have  been  given  out 
for  Montreal  work.  The  Atlas  Construction  Company 
have  secured  some  nice  contracts,  including  those  for 
the  new  Loew  theatre,  the  addition  to  the  plant  of  the 
British  Munitions  Company  at  Verdun,  which  they 
originally  constructed,  and  an  addition  to  the  Lym- 
burner,  Ltd.,  factory.  At  Hawkesbury,  Ont.,  they  will 
build  a  boiler  house  for  the  Riordon  Pulp  and  Paper 
Company.  The  Montreal  City  Council  have  lately  let 
contracts  for  the  building  of  a  bridge  on  Church  Ave- 
nue to  the  F.  J.  Jago  Company,  and  for  a  bridge  and 
headyates  in  connection  with  the  enlarged  aqueduct  to 
Mr.  T.  O.  Sullivan. 

The  chief  work  of  the  year  has  been  in  factories, 
moving  picture  houses,  schools,  and  churches.  Some 
of  the  churches  and  schools  are  of  fair  size.  Thus  a 
school  at  Longue  Pointe  is  estimated  to  cost  $95,000, 
another  for  the  Roman  Catholic  commissioners 
$175,000,  a  third  $143,000,  and  a  fourth  $150,000.  Plans 
for  others  are  being  prepared.  Several  new  factories 
and  additions  have  been  erected,  and  it  is  also  contem- 
plated to  build  other  similar  structures  in  the  east  end 
of  the  city.  Plans  for  a  moving  picture  house  to  cost 
about  $400,000  are  now  being  drawn.  The  Montreal 
Tramways  Company  are  constructing  various  sub-sta- 
tions, and  will  link  these  up  by  a  conduit  system,  in 
order  to  take  care  of  additional  power  from  a  large 
steam  plant  which  is  to  be  installed.  Conduit  work  for 
the  city  is  also  being  carried  out. 

Relatively,  work  has  been  much  more  plentiful  in 
the  province  than  in  Montreal.  It  has  mainly  consisted 
of  churches  and  schools,  with  a  certain  amount  of 
small  bridges.  In  such  centres  as  Sherbrooke  the  de- 
mand has  been  for  factory  buildings,  due  to  munition 
work.  Montreal,  too,  has  received  benefit  from  this 
source.  Quebec  City  has  shown  an  increase  in  the 
value  of  new  buildings',  the  work  there  being  of  an  all- 
round  character,  with  several  churches  and  schools 
running  into  large  sums.  Throughout  the  province 
there  have  been  extensions  in  the  way  of  hydro-elec- 
tric development,  and  plans  are  ready  for  larger  exten- 
sions when  the  money  market  is  more  favorable.  Fil- 
1  ration  plants  have  also  been  installed  and  altered. 

Road  improvements  have  been  carried  out  on  a 
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A  new  adjustable  shore  showing  appearance, 
construction  and  manner  of  use. 
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more  liberal  scale,  thanks  to  the  government  aid,  and 
there  i»  promise  that  the  programme  will  be  continued. 

It  i>  a  significant  Fact  that  the  lumber  trade  which 
i>  largely  affected  hy  building  business,  is  now  more 
brisk  than  at  any  period  of  the  year,  owing  in  part  to 
orders  for  shell  boxes,  but  wholesalers  state  that  gen- 
eral trade  is  al«.«.  affecting  the  increased  volume  of 
orders. 


Good  Roads  Expenditure  in  Ouebec 

In  the  Budget  speech  of  the  Hon.  W  alter  Mitchell, 
the  Provincial  Treasurer  of  Quebec,  a  statement  was 
made  to  the  expenditure  under  the  Good  Roads  Act 
lor  work  done  h\  municipalities  and  on  government 
roads.  The  amount  received  from  proceeds  of  loans 
under  that  act.  and  the  advance  made  from  the  Con- 
solidated Revenue  Fund  at  the  same  date  were: 

Payments  to  municipalities  to  date  $  9,103,148 

Payments  on  Government  roads  to  date  . .  4,846,736 

$13,949,885 

Net  proceeds  of  loans   5,850,805 

I  xcess  of  payments  over  proceeds  of  loans  $  8,099,079 

Amount  allocated  to  municipalities  to  date  $  9,573,600 
Amount  paid  on  same   9,103,148 

Balance  to  be  paid  as  work  progresses  .  .  $  470,452 

The  above  statement  shows  that  payments  to  muni- 
cipalities and  on  government  roads  amount  to  $13,949,- 
885,  leaving  a  balance  of  $750,414  on  the  proceeds  of 
the  permanent  loans  of  $15,000,000  authorized  by  the 
Legislature.  It  is  estimated  that  the  expenditure  for 
the  roads  department  in  the  1917-18  fiscal  year  will 
be  $300,000.  an  increase  of  $50,000. 


A   Proposed  Intercepting  Sewer  for  Sub- 
urbs of  Montreal 

A  plan  for  an  intercepting  sewer  for  St.  Lambert, 
Greenfield  Park,  Longueuil  and  Montreal  South,  has 
been  drawn  up  and  has  been  submitted  for  the  ap- 
proval of  the  citizens  of  the  various  municipalities.  In 
the  spring  of  this  year  St.  Lambert  asked  the  approval 
of  the  Provincial  Board  of  Health  of  a  plan  for  an 
outfall  sewer.  The  Board  suggested  that  the  work 
be  delayed  with  a  view  of  the  four  municipalities 
agreeing  on  a  scheme  for  an  intercepting  sewer.  The 
result  was  the  formation  of  a  commission,  known  as 
the  South  Shore  Municipalities  Commission — to  study 
a  project  for  an  intercepting  sewer  along  the  bank  of 
the  St.  Lawrence  and  with  its  outfall  below  Longue- 
uil. Each  municipality  was  represented,  with  Alder- 
man Deschene,  of  St.  Lambert,  as  chairman,  and  Mr. 
T.  J.  Lafreniere,  sanitary  engineer  of  the  Provincial 
Board  of  Health,  as  secretary.  The  Commission  in- 
structed Mr.  Ste.  Marie,  engineer  of  Longueuil,  and 
Mr.  H.  A.  Gibeau.  engineer  of  St.  Lambert,  to  pre- 
pare plans  and  estimates  under  the  supervision  of  Mr. 
Lafreniere. 

The  plan  has  been  approved  by  the  commission, 
who  have  also  agreed  on  the  proportion  of  cost  to  be 
paid  by  each  municipality.  The  cost  will  be  $216,405, 
divided  as  follows:  Longueuil  $33,185;  Montreal  South 
$10,000:  St.  Lambert  $80,155;  Greenfield  Park  $28,065. 
The  Federal  Government  will  contribute  $65,000,  in 
consideration  of  the  fact  that  it  owns  a  large  farm  in 


Montreal  South.  As  the  scheme  proposes  the.  use  of 
a  portion  of  the  St.  Lambert  sewer,  a  sum  of  $50,600 
will  he  allowed  to  that  municipality,  so  that  about 
$30,000  in  cash  will  have  to  be  paid  by  St.  Lambert  as 
its  share  of  the  total  cost.  The  cost  is  proportioned 
according  to  the  service  rendered  by  the  sewer  to  the 
municipalities,  plus  the  area  of  each  district. 

The  sewer  will  be  built  of  concrete,  and  will  com- 
mence at  St.  Lambert,  where  it  will  also  receive  the 
sewage  of  Greenfield  Park.  The  scheme  will  involve 
the  construction  of  trunk  sewers  by  Greenfield  Park 
and  A 1 1  nit  real  South  and  the  substitution  of  a  five-foot 
sewer  for  a  three-foot  sewer  by  Longueuil.  At  the 
commencement,  the  sewer  will  be  2  x  3  feet,  this  run- 
ning a  distance  of  2,500  feet,  then  there  will  be  30-inch 
sewer  for  2,000  feet,  already  built,  followed  by  a  39-inch 
sewer  for  7,100  feet  as  far  as  the  eastern  limits  of 
Montreal  South.  For  a  distance  of  9,100  feet  there 
w  ill  be  a  42-inch  section,  this  being  followed  by  a  sewer 
w  ith  a  capacity  of  5  feet  for  2,750  feet  to  the  outfall. 
The  sewage  will  be  carried  into  the  St.  Lawrence  a 
distance  of  1,500  feet  by  steel  pipes.  It  will  be  dis- 
charged at  a  point  in  the  river  which  will  allow  15  feet 
at  low  water,  and  the  current  is  sufficiently  strong  to 
take  the  sewage  away  from  the  water  intake  of  the 
municipality  of  Boucherville,  situated  below  Longue- 
uil. It  is  hoped  by  the  scheme  to  obviate  the  neces- 
sity of  each  municipality  building  its  own  outfall, 
and  to  avoid  further  controversy  as  to  the  pollution  of 
water  by  the  various  municipalities.  The  intercept- 
ing sewer  is  sufficiently  large  to  take  care  of  probable 
increases  in  population  during  the  next  twenty-five 
years.  Natural  conditions  are  favorable  for  the  con- 
struction of  the  sewer,  the  land  sloping  towards  the 
shore. 

Should  it  be  found  necessary  at  a  later  date  to 
install  a  purification  system  there  is  ample  land  near 
the  outfall  for  this  purpose. 


The  Superior  Court,  Montreal,  has  dismissed  an 
appeal  of  the  city  of  Montreal,  by  which  the  city 
sought  to  recover  from  the  Montreal  Harbor  Commis- 
sioners $150,000,  the  cost  of  diverting  the  city  sewer, 
rendered  necessary  owing  to  certain  harbor  works. 
The  court  decided  that  the  harbor  works,  which  had 
led  to  the  necessity  of  diverting  the  sewer,  were  exe- 
cuted under  federal  authoritv.  Federal  works  had  a 
privilege  over  city  works,  and  the  Harbor  Commission- 
ers could  not  be  held  liable  for  the  costs  of  the  change 
in  the  city  sewer. 


Six  hundred  men  are  now  at  work  on  the  St. 
Maurice  dam,  the  contract  for  which  is  let  to  the  St. 
Maurice  Construction  Company,  Montreal.  The  east 
channel  of  the  St.  Maurice  River  has  been  pumped 
dry,  and  this  section  of  the  concrete  dam  built.  The 
saw  mill,  crusher  and  mixing  plants,  and  compressors 
are  all  electrically  driven,  power  being  supplied  by  a 
hydro-electric  development  at  La  Loutre,  two  miles 
from  the  work.    The  camps  are  electrically  lighted. 


At  the  meeting  of  the  Canadian  Society  of  Civil 
Fngineers  held  on  November  14th,  in  Montreal,  a 
paper  by  Lieut.  F.  Laurie,  of  the  Royal  Flying  Corps, 
on  Aviation  Work  at  the  Front,  was  read.  Lieut. 
Laurie  described  in  a  general  way  the  work  of  the 
allied  aviators,  and  also  gave  particulars  of  the  en- 
gines and  other  portions  of  the  equipment. 
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Mill  Construction  Shows  Saving  in  Cost 


A RECENT  bulletin  issued  by  the  National  Tim- 
ber Manufacturers'  Association  contains  a 
paper  by  Mr.  F.  E.  Davidson,  president  of  the 
Illinois  Society  of  Architects,  contrasting  the 
construction  of  two  buildings  on  the  same  site — one  of 
standard  mill  construction,  the  other  of  reinforced  con- 
crete. Mr.  Davidson's  figures  show  that  the  concrete 
construction  costs  about  30  per  cent,  more  than  the 
timber  construction.  The  paper  is  substantially  as 
follows  : 

General  Construction  Costs. 

I  have  as  architect  designed  and  superintended  the 
construction  of  a  great  many  manufacturing  plants, 
both  of  fireproof  construction  and  of  the  type  known 
as  standard  mill  and,  based  upon  the  actual  construc- 
tion costs,  the  increased  cost  of  a  strictly  fireproof 
manufacturing  building  is  from  25  to  35  per  cent, 
greater  than  the  actual  first  cost  of  an  exactly  similar 
standard  mill  building.  In  considering  these  costs  I 
have  included  everything  necessary  absolutely  to  com- 
plete the  building  ready  for  the  owner's  occupancy — 
that  is,  the  heating,  lighting,  elevators,  power  wiring, 
lighting  fixtures,  sprinkler  equipment,  window  shades, 
window  screens,  etc.,  are  all  included  in  the  cost  of 
both  types  of  construction.  It  is,  of  course,  manifest 
that  the  actual  cost  of  many  of  the  items  of  construc- 
tion will  be  practically  identical  for  either  type  of 
building.  I  have  designed  standard  mill  factory  build- 
ings in  Chicago  that  have  cost,  complete,  including  all 
of  these  various  items,  less  than  7  cents  a  cubic  -foot, 
but  I  have  never  been  able  to  secure  the  construction 
of  a  fireproof  building  including  all  of  these  items  of 
cost  for  less  than  11  cents  a  cubic  foot,  nor  do  I  know 
of  any  accurate  data  showing  any  lower  costs  than 
those  noted  above. 

Depreciation  and  Maintenance  Charges. 

When  depreciation  charges  are  considered  I  have 
always  recommended  that  a  depreciation  charge  of  Zx/> 
per  cent,  per  year  be  charged  against  a  standard  mill 
building,  and  that  a  depreciation  charge  of  2l/2  per 
cent,  per  year  be  charged  against  an  absolutely  fire- 
proof building.  This,  of  course,  shows  a  slight  advan- 
tage in  favor  of  fireproof  construction,  considering  de- 
preciation only. 

As  to  maintenance  charges :  It  is,  of  course,  evident 
that  as  much  outside  painting  and,  in  fact,  as  much 
interior  painting  and  calcimining,  or  whitewashing, 
will  be  required  for  a  fireproof  building  as  for  a  build- 
ing of  standard  mill  construction.  Practically  the  only 
thing  which  wears  and  must  be  replaced  in  a  mill 
building  is  the  finished  flooring,  and  T  do  not  know  of 
any  accurate  records  of  maintenance  cost  of  a  standard 
mill  building  which  will  average  more  than  three- 
fourths  of  1  per  cent,  per  year.  Yet,  on  the  other  hand, 
I  do  not  know  of  any  records  of  the  maintenance 
charges  on  fireproof  buildings  which  will  average  less 
than  one-half  of  1  per  cent,  per  year. 

Insurance  Rating. 

As  to  insurance  ratings :  Every  architect  and  engi- 
neer of  course  knows  that  a  standard  mill  sprinklered 
building  is  given  a  much  lower  insurance  rating  than 
an  absolutely  fireproof  building  if  unsprinklered.  And 
even  if  the  fireproof  building  is  sprinklered,  the  dif- 
ference in  the  actual  ratings  between  a  standard  mill 


sprinklered  factory  and  a  standard  fireproof  sprink- 
lered factory,  with  -the  ordinary  occupancy,  will  only 
amount  to  about  10  ce'nts  per  $1,000  per  year  on  the 
insurable  value  of  the  building.  These  insurance  fig- 
ures can  be  verified/ bv  anyone,  and  T  do  not  believe 
that  anyone  will  dispute  them. 

Advantages  of  Standard  Mill  Construction. 

Thus,  considering  first  cost,  depreciation,  mainten- 
ance, and  insurance  only,  the  argument  is  all  in  favor 
of  the  standard  mill  building,  and  when  I  refer  to  a 
standard  mill  building-  I  mean  a  building  designed  by  a 
thoroughly  competent  industrial  architect,  who  will 
enclose  .all  stairs  and  elevators  with  brick  masonry 
walls  and  have  the  openings  to  same  protected  with 
automatic  fire  doors,  and  with  all  windows,  with  the 
possible  exception  of  street  frontages,  of  sheet  metal 
and  glazed  with  wired  glass,  and  with  no  unprotected 
vertical  openings  between  any  floors  in  the  building. 
These  are  items  which,  more  than  any  others,  affect 
insurance  ratings  on  any  building. 

There  are  in  addition  to  the  questions  above  noted 
some  additional  arguments  in  favor  of  the  standard 
mill  factory  building.  One  of  the  principal  ones  which 
have  recently  been  brought  to  the  writer's  attention  is 
the  fact  that  a  skilled  artisan  will  not  work  if  compelled 
to  stand  on  a  concrete  floor,  if  he  can  secure  employ- 
ment at  equal  wages  in  a  standard  mill  building.  Many 
owners  of  fireproof  buildings  have  had  trouble  in  keep- 
ing help,  due  to  this  reason  only,  and  in  some  fireproof 
factories  is  has  been  necessary  to  cover  the  concrete 
floor  with  a  layer  of  asphalt,  or  to  place  cork  carpet  or 
wood  thereon,  in  order  to  render  the  factory  habitable 

There  is  vet  another  argument  in  favor  of  the  stan- 
dard mill  building  which  in  any  large  city  should  be 
given  serious  consideration,  and  that  is  the  salvage 
value  of  the  building  itself.  We  all  know  that  a  stan- 
dard mill  building  can  be  wrecked,  and  if  the  work  is 
carefully  done,  all  the  structural  material  can  be  used 
in  another  structure,  whereas  in  wrecking"  a  concrete 
structure  there  is  no  salvage.  In  fact,  I  have  been 
quoted  by  one  of  the  largest  contracting  firms  in  Chi- 
cago a  price  for  the  wrecking  of  a  monolithic  concrete 
building  which  amounted  to  a  trifle  more  than  one- 
half  of  the  original  cost  of  the  building,  and  our  Ameri- 
can cities  are  growing  so  rapidlv  that  it  would  indeed 
be  a  courageous  investor,  or  at  least  one  blessed  with 
a  prophetic  vision,  who  could  predict  as  to  what  par- 
ticular use  a  certain  piece  of  property  would  be  best 
adapted  for  twentv-five  or  thirty  years  in  the  future. 

A  Particular  Example. 

In  order  that  the  statement  in  regard  to  compara- 
tive costs  made  above  may  be  brought  to  a  definite 
basis,  a  specific  case  will  be  given  in  detail.  The  tables 
that  follow  represent  the  lowest  prooosals  received  by 
my  office  on  a  building  to  be  erected  as  an  addition  to 
an  existing  factory.  The  owner  at  first  purposed  erect- 
ing the  addition  of  reinforced  concrete. 

With  this  idea  in  view,  plans  and  specifications 
were  drawn  for  a  concrete  structure.  After  these  plans 
were  made  the  owner  decided  to  find  out  what  a  stan- 
dard mill  building  would  cost  him.  with  the  result  that 
another  set  of  plans  and  specifications  was  prepared, 
and  bids  were  taken  on  both  sets  of  plans,  which 
amounted  to  practically  duplicating  the  contemplated 
concrete  building  in  mill  construction  as  nearly  as  it  is 
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l>. »ssiblc  to  have  uniformity  of  design  between  the  two 
tvpes. 

["he  figures  thai  Follow,  applying  to  the  mill  typo, 
are  self-explanatory : 


E\.c.i\ -ititm.  concrete  foundations,  and  brick  Rim 

sonry  complete   $18,884.00 

i.  arpenter  work  complete    14,374.00 

MiMtllaiHous  concrete,  including  fireproof  stairs..  If, 547.00 

Structural  steel  and  miscellaneous  iron    7.150.00 

Sheet  metal    L38.00 

Cnl  stone    735.00 

Roofing   145.00 

(tlazing   1,365.00 

Steel  sash    1.436.00 

Fire  doors   3,360.00 

Firt  escapes    1,479.00 

Painting   720.00 

Plumbing..   615.00 

Klectric  wiring    1.100.00 

Plastering   90.00 


Total   $52,138.00 

Exclusive  of  heating  and  sprinkler  equipment.  f 


Description. 

Tlie  building  is  55  feet  ll/2  inches  by  124  feet  7}i 
inches  in  area,  six  storevs  and  basement,  and  contains 
598,477  cubic  feet.  The  storey  heights  are,  in  general, 
13  feet  6  inches,  floor  to  floor.  The  typical  bays  of  the 
building  are  18  feet  by  17  feet  10  inches.  The  struc- 
ture was  designed  for  a  live  load  of  150  pounds  per 
square  foot,  in  accordance  With  the  requirements  of 
the  Chicago  building  code,  which  limits  the  stresses  in 
long  leaf  Southern  pine  to  1,300  pounds  per  square 
inch  in  bending  and  1.100  pounds  per  square  inch  in 
direct  compression  with  the  grain. 

The  floor  girders  are  composed  of  two  10-inch  by 
18-inch  timbers,  bolted  together,  and  the  floor  joists, 
"r  beams,  are  8  inches  by  16  inches,  located  4  feet  6 
inches,  centre  to  centre.  The  girders  are  carried  on 
steel  post  caps  of  the  writer's  own  design.  The  floor 
construction  is  a  3-inch  tongued  and  grooved  flooring, 
finished  with  a  "6-inch  maple  wearing  surface. 

This  building  is  an  addition  to  an  existing  factory, 
and  it  was  necessary  to  use  cantilever  foundations  for 
the  entire  structure.  This,  of  course,  is  true  for  either 
design. 

The  timber  specified  in  the  contract  was  to  be  of 
the  select  structural  grade,  as  per  the  new  grading 
rules  of  the  Southern  Pine  Association.  The  cost  to 
the  contractor  in  this  particular  building  at  the  site 
was  as  follows :  Approximately  $34.50  per  thousand 
for  the  18-inch  stock  and  $33  per  thousand  for  the  16- 
inch  stock. 

Mill  Construction  Cost  Per  Cubic  Foot 

On  the  basis  of  598.477  cubic  feet,  the  cost  of  the 
building  complete,  as  shown  from  the  total  cost  given 
above,  exclusive  of  heating,  sprinkler,  and  architects' 
fees,  is  %¥±  cents  per  cubic  foot.  In  figuring  the  cubi- 
cal contents  the  space  from  the  bottom  of  the  footings 
to  top  of  parapet  wall  is  included. 

Cost  of  Reinforced  Concrete  Design. 

For  the  same  building  proposals  were  taken  on  the 
monolithic  flat  slab  concrete  design,  and  the  lowest 
proposals  presented  were  as  follows : 

Foundations,   reinforced   concrete,    masonry  and 


carpenter  work    $55,941.00 

Sheet  metal    138.00 

Cut  stone   735.00 

Roofing   145.00 

Glazing   1.470.00 

Steel  sash    1.936.00 

Fire  doors                                                          •  •  •  3,360.00 

Fire  escapes   1.479.00 


Painting    790.00 

Plumbing   725.00 

Electric  wiring    1,250.00 

Plastering   90.00 

Total   $68,059.00 

Exclusive  of  heating  and  sprinkler  equipment. 

The  cubic  contents  of  reinforced  concrete  design 
on  the  same  basis  as  cubic  contents  for  the  timber  de- 
sign equal  5X5,467  cubic  feet.  41ms  the  total  estimated 
cost  of  building,  exclusive  of  heating,  sprinkler,  and 
architects'  Fees,  would  be  11^2  cents  per  cubic  foot,  and 
the  difference  in  first  cost  of  the  two  designs,  exclusive 
of  heating,  sprinkler,  and  architects'  fees,  is  $15,921. 

Timber  Design  Cheaper. 

The  concrete  design  was  made  as  inexpensive  as 
possible  and  provided  for  the  use  of  high  carbon  steel 
reinforcing  material,  and  in  other  ways  costs  were  cut 
as  much  as  possible,  in  spite  of  which  fact  there  was  a 
difference  of  2^4  cents  per  cubic  foot  in  the  cost  of  the 
two  types  of  construction. 

In  this  instance  it  will  be  noted  that  the  cost  of  the 
concrete  structure  would  have  been  about  30  per  cent, 
more  than  the  cost  of  the  mill  building,  and  this  saving 
to  the  owner  was  effected  in  addition  to  the  advantages 
he  gained  in  the  matter  of  quick  erection,  etc.  The  in- 
surance rate  is  the  same  on  the  standard  mill  building 
as  it  would  have  been  on  the  concrete  structure. 


Relief  Sewer  at  St.  Catharines,  Ont. 

The  relief  sewer  in  St.  Catharines,  Ont.,  which  is 
being- constructed  with  the  ultimate  object  of  carrying 
off  the  sewage  of  all  that  section  of  the  city  between 
Welland  Avenue  and  Carleton  Street  and  the  old  and 
new  Welland  canals,  is  now  nearing  completion,  and 
it  is  expected  that  sufficient  progress  will  have  been 
made  by  the  New  Year  to  afford  relief  to  the  present 
trunk  sewer  on  Carleton  Street  and  also  to  make  con- 
nections with  the  Ontario  Street  sewer  and  give  relief 
to  that  section.  Thus  far  the  gangs  working  on 
Carleton  Street  have  completed  over  1,700  feet  from 
the  canal  and  have  less  than  800  feet  to  complete  be- 
fore reaching  the  end  of  the  Northeast  sewer  which 
was  built  in  1912-13  and  which  will  empty  into  the 
relief  sewer.  At  Thomas  Street  there  is  a  spur  from 
the  main  sewer  which  intersects  with  it  in  a  "bell- 
mouth."  About  1,000  feet  of  this  spur,  which  is  5 
feet  in  diameter,  have  been  completed.  The  main 
sewer  from  Thomas  Street,  along  Carleton  Street,  is 
6  feet  in  diameter.  From  the  canal  bank  to  the  outlet 
in  the  canal  there  is  a  30-foot  grade  and  121  feet  of 
24-inch  cast  iron  pipe  is  used.  A  reduction  chamber 
has  been  constructed  where  the  sewer  changes  from 
6  feet  to  24  inches.  This  is  a  funnel-shaped  chamber 
designed  in  such  a  way  that  when  the  6-foot  sewer  is 
full  the  24-inch  outlet  will  be  under  a  6-foot  head,  in- 
suring at  all  times  a  clear  flow.  From  the  Thomas 
Street  spur  east  the  sewer  on  Carleton  Street  is  4  feet 
6  inches  in  diameter. 


The  Cleveland  Brick  and  Clay  Company,  of  Cleve- 
land, Ohio,  has  been  added  to  the  list  of  licensees  of 
the  Dunn  Wire-cut  Lug  Brick  Company,  of  Conneaut, 
O.,  and  henceforth  will  make  wire-cut  Iup'  paving  brick. 
The  company  is  one  of  the  most  prominent  paving 
brick  manufacturing  concerns  in  Northern  Ohio,  and 
it  has  a  daily  productive  capacity  of  60,000  blocks.  J. 
I..  Iligley  is  president  of  the  company  and  A.  L.  Hen- 
dershot  is  secretary. 
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Practical  Hints  for  the  Contractor 

that  may  save  him  time  and  money.  If  you  know  any  labor-saving  scheme, 
send  it  in — preferably  with  illustrations.    We  will  pay  for  all  accepted  articles. 
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Building  Concrete  Piers  in  Submerged 
Forms 

An  ingenious  method  of  constructing"  "concrete  sub- 
merged piers  reaching  nearly  to  the  surface  of  water 
from  8  to  14  feet  deep  was  recently  used  in  building  an 
extension  to  the  United  States  Navy  boathouse  at 
Newport,  R.I.,  and  is  described  in  a  recent  issue  of  Con- 
tracting. Foundations  for  the  piers  were  excavated 
by  a  one-half-yard  dredge  bucket  and  in  them  were  set 


Concrete  piers  constructed  in  submerged  forms. 

the  wooden  forms  with  4x4  inch  vertical  corner  pieces 
which  extended  below  the  bottoms  of  the  forms  to  an- 
chor the  latter.  The  dredged  material  was  backfilled 
around  the  forms  to  hold  them  in  position  and  to  seal 
the  bottoms.  Each  form  was  ballasted  with  six  90- 
lb.  lead  mine  weights  suspended  on  the  exterior. 

The  concrete  was  mixed  in  a  one-half-yard  concrete 
mixer  driven  by  a  gasoline  engine  and  was  delivered 
through  a  tin-lined  chute  at  a  slope  of  5:1,  to  a  bucket 
of  one-third-yard  capacity  at  the  water's  edge.  The 
concrete  in  the  chute  was  controlled  at  the  lower  end 
by  a  gate  where  the  sides  were  elevated  to  prevent 
any  overflow  of  the  concrete. 

The  concrete  bucket  was  handled  by  a  boom  rigged 
to  a  floating  pile  driver  machine  and  discharged  its 
contents  into  a  storage  hopper  controlled  by  a  bottom 
valve.  The  storage  hopper  was  mounted  in  a  tower 
cantilevered  beyond  a  15  x  30-ft.  float  moored  next 
to  the  pier  form.  . 

Under  the  storage  hopper  there  was  suspended  by 
two  three-ton  differential  hoists,  a  15-inch  tremie  pipe 
with  a  small  circular  hopper  on  top.  The  lower  end 
of  the  tremie  was  lowered  to  the  bottom  of  the  pier 
form  and  was  kept  12  inches  helow  the  surface  of 
the  concrete  discharged  into  the  form. 


A  Shore  that  Remains  in  Place 

By  J.  O.  Smith 

The  ordinary  type  of  shore — that  is.  a  plain  4  in.  x 
4  in.  post — used  for  supporting  floor  or  beam  centering 
in  reinforced  concrete  buildings  has  to  be  removed  to 
strip  the  work  after  the  concrete  has  set.  This  leaves 
nothing  to  carry  the  floor  loads  except  the  main  col- 
umn, and  as  the  concrete  has  not  usually  reached  its 
full  strength  when  the  forms  are  removed,  this  is  un- 
desirable. In  the  case  of  the  -usual  4  in.  x  4  in.  plain 
timbers,  generally  employed,  it  means  resetting  if  the 
supplementary  support  is  desired.  To  be  able  to  keep 
the.  shores  in  place  and  yet  strip  the  centering,  the 
shore  shown  in  the  accompanying  illustration  was  de- 
veloped, and  is  finding  wide  application  on  account  of 
its  obvious  advantages. 

As  shown  in  the  sketch,  this  shore  differs  from  the 
ordinary  type,  in  that  it  has  a  removable  block  bolted 
to  the  side  of  the  main  strut.  A  mortice,  about  1  in. 
deep,  is  cut  in  the  main  member  to  receive  the  block, 
which  is  about  4  in.  x  4  in.  in  section  and  about  12  in. 
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An  improved  shore. 

over  all  the  length,  one  end  being  bevelled.  This  facili- 
tates removal  when  the  bolt  is  loosened.  The  stringers 
that  carry  the  centering  are  carried  on  this  block^  in- 
stead of  the  strut  proper] 

When  the  concrete  is  sufficiently  solid  to  warrant 
the  removal  of  the  form  work,  the  block  is  removed  by 
withdrawing  the  holt,  and  the  stringers  and  cen- 
ters can  be  taken  down.    The  shore  remains  in  posi- 


THK   CON  TRACT  RKCORI) 


November  29,  L9l(5 


lion,  a  board  being  inserted  in  the  top  to  occupy  the 
space  previously  taken  by  the  centering'  planks. 
Wedges  in  the  bottom  provide  for  adjustment  as  usual. 

The  retaining  of  the  shore  in  plare  helps  to  support 
the  dead  floor  load  and  the  live  load  caused  by  the 
equipment  and  men  during  the  erection  of  the  next 
stoiev.  The  advantage,  of  course,  lies  in  the  fact  that 
it  nnnecessar\  to  reset  the  shores,  as  is  the  case  with 
the  plain  -.trut  type.  Time  and  labor  are  saved,  be- 
sides strengthening  the  structure  (hiring  construction. 

('.Inning  Concrete  Over  Extended  Areas 

The  application  .of  gravity  plants  to  structures  cov- 
ering Considerable  area  where  the  concrete  is  to  be  de- 
posited in  Comparatively  thin  layers  has  not,  as  a  gen- 
eral rule,  been  economical. 

This  application  of  gravity  plants,  however,  has 
been  given  considerable  impetus  by  scarcity  of  labor 
and  the  higher  scale  of  wages,  and  this  impetus  has 
been  materially  assisted  by  the  increased  economical 
radius  given  these  plants  by  the  new  counterweighted 
chutes  developed  by  the  lusley  Company. 

Quick  Shifts 

V  second  factor  in  this  work  has  been  the  success- 
ful development  of  the  quick  shift  which  facilitates 
the  change  of  point  of  discharge  either  up  or  down  the 
tower.  The  boom,  tower,  hopper,  and  boom  bridle  in 
these  quick  shift  plants  are  mounted  on  a  frame  which 
operates  on  the  outer  legs  of  two  Z  bars,  forming  the 
front  posts  of  the  steel  towers  which  are  gradually  re- 
placing the  old  wooden  towers. 

These  steel  towers,  constructed  to  templet  and  with 
their  milled  ends,  lend  themselves  to  rapid  erection  and 
for  contractors  whose  work  is  located  within  reason- 
able radius  they  form  a  valuable  item  in  permanent 
equipment.  On  the  building  with  floors  averaging,  say, 
6  inches  in  thickness,  the  gravity  system  is  ordinarily 
applicable  only  to  an  area  that  can  be  successfully 
reached  without  the  use  of  supports  other  than  the 
tower  itself  or  the  guy  lines  extending  out  therefrom. 
In  the  case  of  guy  lines  the  practical  application  of  a 
successful  gravity  plant  is  largely  limited  by  the  shape 


Counterbalanced  chutes  for  distributing  concrete. 


of  the  structure.  Only  such  structures  as  can  be 
reached  by  a  chute  line  supported  from  a  single  guy 
or  suspended  from  and  between  two  lines  lend  them- 
selves to  the  economic  use  of  a  guy  line  plant. 

Practicable  Limits 

It  must,  of  course,  be  borne  in  mind  that  these  re- 
marks apply  only  to  concrete  deposited  in  thin  layers 
requiring  very  frequent  shifting  of  the  point  of  dis- 
charge. The  diagram  indicates  the  extent  to  which 
the  development  of  counterweighted  chutes  has  been 
carried  and  a  little  experiment  with  paper  and  com- 
pass will  perhaps  give  a  clearer  idea  of  the  possibilities 
of  these  plants. 


For  example,  the  150-foot  plant  will  very  easily 
cover  a  building  225  feet  long,  100  feet  wide  with  two 
wings  75  \  100  feet,  and  the  other  plants  will  cover  a 
proportional  area.  In  making  an  estimate  as  to  com- 
parative  cost  of  chutes  and  cart  distribution  due  credit 
should  always  be  given  for  the  cost  of  runways  and 
scaffolds  which  are  not  needed  in  chute  distribution. 
This  item  of  cost  is  often  more  considerable  than  neg- 
ligible. 

Labor  Saving 

Where  the  concrete  to  be  placed  per  hour  amounts 
to  10  cubic  yards  a  gravity  plant  will  save  at  least  five 
men,  and  this  saving  in  men  holds  good  for  every 
10-yard  increase.  In  other  words,  if  the  rate  of  de- 
posit for  the  concrete  is  20  yards  per  hour  a  gravity 
plant  will  save  ten  men.  It  will  save  twenty  men  on 
a  rated  deposit  of  40  yards  per  hour.  Aside  from  sav- 
ing in  labor,  there  are  features  about  a  successful 
gravity  plant  to  which  but  little  attention  has  been 
directed  so  far. 

Improved  Mixing 

Contrary  to  a  more  or  less  common  belief,  the  suc- 
cessful operation  of  a  gravity  plant  stimulates  thor- 
ough mixing  for  the  simple  reason  that  a  properly  and 
thoroughly  mixed  concrete  is  the  only  one  which  can 
be  placed  successfully  and  economically  with  a  gravity 
plant.  Contrary  also  to  the  general  belief,  a  sloppy 
concrete  will  not  chute  as  readily  as  a  concrete  which 
is  of  plastic  consistency.  Another  argument  for 
chutes  to  which  little  attention  has  been  given,  is  the 
elimination  of  damage  to  newly  laid  concrete  by  wheel- 
ing over  it  heavy  loads.  It  is  common  practice  to  lay 
a  floor  one  day  and  wheel  over  it  the  next,  with  the 
result  that  this  green  concrete,  particularly  in  light 
structures,  is  very  often  injured.  With  a  gravity  plant 
there  is  no  displacement  of  reinforcing  metal. 

Installation  of  System 

Chutes  have  been  very  much  more  generally  applied 
to  concrete  construction  in  the  West  than  they  have  in 
the  East.  It  is  difficult  to  account  for  this  other  than 
by  reference  to  the  fact  that  the  first  chutes  were  used 
in  the  West.  The  time  is  coming,  however,  when  the 
application  of  chutes  to  concrete  work  in  the  East 
will  be  very  much  extended,  and  in  this  extension  the 
counterweighted  chutes  with  their  ease  of  movement 
will  play  an  important  part. 

The  first  important  installation  of  these  counter- 
weighted  chutes  was  made  by  Thompson-Starrett  Co., 
on  the  Field  Museum  building,  of  Chicago,  111.  An- 
other important  installation  of  these  chutes  is  for  the 
American  Aluminum  Company,  on  their  Knox'ville 
power  plant. 


Portable  Steel  Buildings  for  Con- 
struction Gamps 

On  many  large  construction  jobs  portable  buildings 
composed  of  steel  units  are  now  being  used  for  offices, 
bunk  houses,  shops  and  other  purposes.  These  port- 
able steel  buildings  are  composed  of  units — side  wall 
panels,  mullion  supports  between  the  panels,  pressed 
steel  trusses  and  steel  roofing  plates— and  are  gen- 
erally put  together  without  the  use  of  bolts  or  rivets. 

These  portable  steel  structures  are  also  being  used 
for  factories,  storehouses,  fabricating  mills,  in  fact  they 
are  being  built  up  under  every  condition  where  a  one- 
storey  building  can  be  used. 
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Brick  Institute  to  Hear  Live  Topics 

The  forthcoming  meeting  of  the  Paving  Brick  In- 
stitute, to  be  held  at  the  Statler  Hotel,  Cleveland,  Ohio, 
on  December  5  and  6,  will  discuss  a  programme  re- 
plete with  valuable  information  to  the  operating  de- 
partments of  the  industry.  The  following  papers  com- 
prise the  programme : 

"The  Use  of  Powdered  Coal,"  by  Mr.  A.  A.  Hol- 
beck,  of  the  Bennet  Company,  Canton,  Ohio. 

"Producer  Gas  in  Burning  Brick,"  by  Mr.  John  T. 
Underwood,  Inventor  of  the  Underwood  Producer  Gas 
Burning  System. 

"Equipment  Efficiency,"  by  Mr.  F.  R.  Kanengeiser, 
of  the  Bessemer  Limestone  Company,  Youngstown,  O. 

A  paper  by  Mr.  George  D.  Orr,  of  the  Purington 
Paving  Brick  Company,  Galesburg,  111.,  on  the  sub- 
ject of  "Labor." 

"The  Development  and  Application  of  a  Bonus  Sys- 
tem," by  Mr.  S.  M.  Duty,  of  the  Medal  Paving  Brick 
Company,  Cleveland,  Ohio. 


National  Good  Roads  Show 

Reservations  of  exhibition  space  at  the  Eighth  Na- 
tional Good  Roads  Show,  to  be  held  at  Boston,  Mass., 
February  5  to  9,  1917,  under  the  auspices  of  the  Am- 
erican Road  Builders'  Association,  predicate  the  most 
important  exhibition  in  the  history  of  the  organization 
from  the  standpoint  of  educational  value.  The  show 
will  be  held  in  Mechanics  Building  on  Huntington  Ave- 
nue, which  is  admirably  located  and  equipped  for  the 
purpose.  The  building  contains  a  very  large  amount 
of  floor  space,  ample  for  practically  any  number  of 
exhibits  and  adaptable  to  exhibits  of  any  size.  The 
Good  Roads  Show  will  be  held  in  conjunction  with  the 
Fourteenth  Annual  Convention  of  the  American  Road 
Builders'  Association,  the  programme  for  which  is 
now  in  course  of  preparation.  Many  of  the  foremost 
specialists  in  highway  work  and  bridge  building  have 
already  signified  their  intention  of  being  present  and 
participating  in  the  proceedings.  Coming  as  it  does, 
just  prior  to  the  opening  of  the  season's  activities,  the 
convention  and  show  will  afford  road  and  street  offici- 
als, engineers  and  contractors  an  excellent  opportunity 
to  familiarize  themselves  with  the  latest  developments 
in  road  building  machinery  and  materials  and  the  most 
modern  practice  in  highway  work  as  followed  by  the 
leading  authorities  in  this  field. 


Westinghouse  Equipment  in  B.  G. 

The  Slocan  Star  mines  at  Sandon,  B.  C,  have  in- 
stalled one  250  kw.,  3-phase,  60  cycle,  220  volt,  360 
r.p.m.  Westinghouse  generator,  direct  connected  to 
Pelton-Doble  tangential  water  wheel  with  Pelton  gov- 
ernor. Standard  switchboard  panel,  belted  exciter,  75 
h.p.  motor  and  transformers  have  also  been  supplied 
by  the  Canadian  Westinghouse  Company,  Limited, 
Vancouver. 


B.  G.  Cedar  Shingles  Described  in  Bulletin 

Shingles  —  The  British  Columbia  Government, 
through  the  chief  forester,  has  issued  a  bulletin  de- 
scriptive of  British  Columbia  red  cedar  shingles.  The 
bulletin  states  that  British  Columbia  red  cedar  has 
certain  qualifications  which  preeminently  fit  it  for  the 
manufacture  of  shingles,  and  instances  as  the  most  im- 
portant of  these  qualifications  its  marvellous  resist- 


ance to  decay,  it  is  claimed  that  instances  are  known 
(jf  fallen  trees  800  to  1,000  years  old,  the  wood  of 
which  is  still  perfectly  sound.  The  booklet  is  artistic- 
ally illustrated  and  contains  a  quantity  of  useful  in- 
formation for  anyone  interested  in  this  subject.  En- 
quiries in  Eastern  Canada  should  be  directed  to  the 
B.  C.  Lumber  Commissioner,  Excelsior  Life  Building, 
Toronto. 


When  "U"  is  "V" 

Why  do  modern  architects  assvme  that  U  is  V,  and 
carve  in  stone  that  palpable  and  bold  ahsvrdity?  Now 
that  we  possess  the  U,  with  soft  and  gracefvl  cvrve,  of 
vnexcelled  docility  and  willingness  to  serve,  why  do 
they  carve  VNITED  STATES  and  PVBLIC 
SCHOOL  and  svch,  and  make  the  English  langvage 
look  as  fvnny  as  the  Dvtch,  with  RESTAVRANT  and 
PVLLMAN  CAR  and  VNIVERS1TY  and  other 
marks  of  edvcational  perversity?  That  V  impresses 
some  of  vs  as  cheap  and  gavdy  blvff,  which  parvenves 
may  pvll  in  place  of  more  svbstantial  stvff,  bvt  people 
who  are  fashioned  ovt  of  vnpretentiovs  dvst  view  all 
svch  affectation  with  an  vnassvmed  disgvst.  Svch 
exhibitions  always  make  vs  glvm  and  blve.  Now, 
honest  [njvn,  don't  they  have  the  same  effect  on  vov? 
— Printer's  Ink. 


The  first  meeting,  for  the  present  season,  of  the 
Victoria  branch  of  the  C.  S.  C.  E.  was  held  on  Wed- 
nesday evening,  November  8. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  Walkerville  Construction  Company  has  been  incor- 
porated with  a  capital  of  $40,000,  headquarters  at  Walker- 
ville, Ont. 

The  Fort  William  Temple  Building  Company,  Limited,  • 
has  been  incorporated  with  a  capital  of  $40,000,  head  office, 
Fort  William,  Ont. 

Reid  Products  Company,  Limited,  has  been  incorporated 
with  a  capital  of  $40,000,  headquarters  at  Toronto.  The  com- 
pany will  deal  in  incinerators  and  building  and  metallic  spe- 
cialties and  carry  on  the  business  of  general  contractors. 

Rumors  have  been  circulated  that  when  work  on  the 
Welland  Ship  Canal  is  shut  down  for  the  winter  season,  it 
will  not  be  resumed  again  until  after  the  war.  It  is  stated 
that  the  original  estimate  of  cost,  $50,000,000,  will  likely  be 
exceeded  under  existing  conditions. 

The  York  Township  Council  has  adopted  the  report 
of  Mr.  Frank  Barber,  C.  E.,  township  engineer,  on  the  pro- 
posed waterworks  system  for  a  portion  of  the  township  west 
of  Yonge  Street  and  lying  against  the  northern  and  western 
limits  of  Toronto.  The  scheme  will  involve  the  expenditure 
of  about  one  million  dollars. 

The  Gordon  Granite  Company,  who  operate  a  granite 
quarry  near  Gananoquc,  Ont.,  have  been  awarded  a  contract 
by.  the  city  of  Toronto  to  supply  them  with  all  the  granite 
blocks  that  city  requires  for  the  year  1917,  which  will  be 
in  the  neighborhood  of  one  million.  The  blocks  arc  7  to 
10  inches  long,  4  to  4J4  inches  thick,  and  V/>  to  .">  inches  deep. 

Building  operations  are  being  commenced  on  a  new  steel 
warehouse   in    the   Toronto   harbor    industrial    district  for 


Hill 
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NK-s>r>  liaincs  and  IVckovcr,  steel  merchants,  to  cost  $20,(100. 
I. case  has  been  authorized  to  the  firm  for  the  property  for 
the  site,  which  i-  at  the  foot  of  Cherry  Street,  immediately 
southeast  of  the  new  Cherry  Street  bridge.  When  fully  de- 
veloped the  total  expenditure  will  he  in  the  neighborhood  of 
$335,000. 

In  a  recent  letter  to  the  town  planning  commission  of 
St.  John,  N.B..  Mr.  Thomas  Adams,  the  government  town- 
planning  expert,  expressed  the  opinion  that  many  changes 
were  required  in  the  laws  governing  street  making  in  St. 
John.  Amongst  other  recommendations  he  suggested  that 
50  feet  should  be  made  the  average  width  of  the  streets 
and  that  sub  division  owners  should  be  required  to  put  pro- 
posed streets  in  shape  before  being  taken  over  by  the  city. 

A  letter  has  again  been  received  by  the  Hamilton,  Out., 
city  council  from  t  hief  Knginecr  Jas.  Bain,  of  the  Beach 
pumping  station,  who  draws  attention  to  the  necessity 
tor  immediate  action  in  regard  to  increasing  the  pumping 
equipment  and  disclaims  responsibility  in  the  event  of  damage 
to  property  or  loss  of  life,  occasioned  by  a  shortage  of  water, 
due  to  power  failure  or  other  emergencies.  He  states  that 
a  duplicate  system  with  a  capacity  of  at  least  25,000,000 
gallons  is  required  to  take  care  of  immediate  needs  whether 
the  reservoir  is  fdled  or  not. 

An  interesting  judgment  has  just  been  rendered  in  the 
Superior  Court  by  Mr.  Justice  Lafontaine.  Recently  a  con- 
tract was  signed  between  Andre  Bray,  contractor,  and  the 
municipality  of  Laval  des  Rapids,  for  the  construction  of  a 
system  of  sewers,  and  one  clause  in  the  contract  stipulated 
that  for  each  day  a  certain  time  limit,  set  for  the  comple- 
tfon  of  the  work,  was  exceeded,  the  contractor  should  pay 
a  penalty  of  $30;  of  which  amount  $10  should  go  to  the 
consulting  engineers,  Messrs.  Ouimet,  Lesage  and  Desroches. 
The  time  limit  was  actually  exceeded  by  165  days,  and  action 
was  brought  against  the  contractor,  by  the  engineers,  to 
recover  the  penalty.  The  defendant  claimed  that  he  had 
no  agreement  with  these  engineers,  and  further,  that  delay 
was  caused  by  the  municipal  authorities  themselves.  This 
coincided  with  the  viewpoint  of  Mr.  Justice  Lafontaine,  and 
the  action  was  dismissed,  the  town  being  condemned  to  pay 
the  costs. 

Work  on  the  Great  Northern  depot  at  False  Creek,  Van- 
couver, B.C.,  is  progressing  favorably  and  it  is  hoped  that  it 
will  be  completed  by  the  first  of  the  year.  Since  the  start 
of  operations  in  April  between  150  and  200  men  have  been 
employed  on  the  work  and  80,000  yards  of  material  have 
been  used  every  month.  In  all  there  will  be  nine  miles  of 
track  at  the  new  depot,  consisting  of  seven  passenger,  six 
freight,  four  team,  one  long  industrial  and  eleven  coach 
tracks.  Other  buildings  to  be  erected  at  the  station  will 
be  the  engine  house  and  fifteen  brick  stalls,  brick  storehouse, 
commissariat  rooms,  and  car  repairers'  offices.  Another  ven- 
ture which  is  at  present  occupying  the  attention  of  the  rail- 
way company,  is  the  construction  of  a  large  42-inch  sewer 
pipe,  made  of  reinforced  concrete.  This  pipe  is  built  for  the 
purpose  of  carrying  surface  drainage  across  to  South  Heads. 
At  this  point,  the  C.  N.  R.  will  connect  up  and  take  it  to 
their  main  sewer,  which  is  also  now  under  construction.  A 
line  change  which  is  being  made  at  Sapperton  and  Pitt  en- 
tails the  erection  of  a  steel  bridge  to  carry  the  main  road 
from  Westminster  to  Port  Moody. 


Personals 

Mr.  R.  W.  Macintyre,  secretary  of  the  Victoria  branch, 
C.S.C.E.,  has  been  elected  a  member  of  the  Am.  Soc.  C.  E. 

Capt.  C.  E.  Kilmer,  who  went  overseas  with  the  19th 
Battalion,  has  been  awarded  the  Distinguished  Service  Order. 
Capt.  Kilmer  was  wounded  in  August  last  and  his  right 
leg  was  amputated  below  the  knee.    He  is  a  Toronto  man 


.mil  li.nl  been  employee]  in  engineering  work  in  New  Bruns- 
wick 

Lieut,  l\  Lawrence  Junkin,  of  the  5th  Field  Company. 
Canadian  Engineers,  lias  been  awarded  the  Military  Cross, 
having  distinguished  himself  on  the  field.  Lieut.  Junkin  is 
20  years  old,  and  has  been  in  the  trenches  fourteen  months, 
lie  was  a  graduate  of  the  School  of  Practical  Science,  To- 
ronto, and  was  gazetted  to  an  Ottawa  Company  of  the 
Engineers. 

City  Engineer  l\.  R.  Knight,  of  Fort  William,  Ont.,  has 
accepted  a  commission  with  the  Canadian  Engineers  and  will 
go  overseas  with  the  expeditionary  force,  having  obtained 
leave  of  absence  from  the  city  council.  Mr.  Knight,  who  now 
takes  the  rank  of  lieutenant,  has  been  in  the  service  of  Fort 
William  for  more  than  three  years,  going  there  from  the 
Toronto  engineering  department  in  February,  1913.  The 
completion  of  the  Stanley  avenue  sewer  was  carried  out  by 
In i ii.  as  was  also  the  extensive  paving  scheme  of  1914,  when 
Fort  William  streets  were  improved  by  the  construction  of 
many  miles  of  asphalt,  macadam,  rocmac  and  gravel.  Lieut. 
Knight  had  his  early  engineering  experience  in  England. 

A  letter  from  a  Manchester  hospital  written  by  a  ser- 
geant of  the  33rd  Battalion  and  dated  October  29,  gives  the 
most  direct  information  that  has  yet  been  received  regard- 
ing Major  W.  N.  Ashplant,  London's  former  city  engineer. 
It  appears  that  Major  Ashplant  was  wounded  on  the  night 
of  September  22  in  an  attack  on  the  German  trenches  in 
front  of  Courcelette,  and  a  corporal,  who  was  himself  Wound- 
ed the  same  night,  had  seen  him  and  offered  to  help  him 
to  the  rear.  The  Major,  however,  replied  that  his  arm  and 
leg  were  shattered  and  requested  him  to  send  stretcher 
bearers.  The  corporal  informed  two  different  parties  of 
stretcher  bearers  where  he  had  left  the  wounded  man,  but 
they  failed  to  find  him.  It  is  possible,  the  letter  states,  that 
Major  Ashplant  has  been  picked  up  by  a  German  patrol,  or, 
crawling  off,  wandered  ■  into  German  territory.  Other- 
wise, his  body  has  probably  been  buried  by  a  shell.  There 
is  still  hope,  however,  that  he  is  alive  and  that  news  of 
him  will  be  received  from  Germany. 


Obituary 

Private  Albert  Bates,  a  builder  and  contractor,  who  for 
some  years  carried  on  a  successful  business  at  Swift  Current, 
Sask.,  has  been  killed  in  action  at  the  front.  When  the  war 
broke  out  he  enlisted  with  the  mounted  police,  later  join- 
ing a  battalion  at  Saskatoon. 

Mr.  Alexander  T.  Stewart,  of  Toronto,  a  well-known 
and  highly  respected  citizen  of  the  west  end  for  many  years, 
died  recently  at  the  General  Hospital.  Of  recent  years 
Mr.  Stewart  had  been  engaged  in  the  building  contracting 
business,  in  which  he  operated  on  an  extensive  scale.  He 
was  an  cx-alderman,  having  represented  Ward  Five  in  the 
city  council  in  1905. 

Flight  Lieut.  J.  A.  N.  Ormsby,  who  has  been  missing 
since  August  8,  is  now  officially  reported  killed.  Lieut. 
Ormsby  was  22  years  of  age.  He  was  in  his  third  year  at 
the  School  of  Practical  Science,  Toronto,  when  he  joined  the 
Eaton  Machine  Gun  Battery.  He  went  to  England  with 
that  unit,  and  there  transferred  to  the  Royal  Flying  Corps 
and  received  his  training  in  aviation. 

Lieut.  E.  F.  M.  Dann,  a  British  Columbia  civil  engineer, 
who  for  four  years  had  been  employed  in  that  province  in 
connection  with  the  irrigation  work  of  the  Dominion  Govern- 
ment, died  of  wounds  on  November  3,  somewhere  in  France, 
Lieut.  Dann  was  a  graduate  of  the  School  of  Practical 
Science,  Toronto.  He  enlisted  with  the  72nd  Battalion,  Sea- 
forth  Highlands,  Vancouver,  and  had  been  in  France  since 
August,  1915. 


Contracts  Department 


News    of  Special   Interest  to  Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Chicoutimi,  Que. 

Work  will  start  in  the  spring  on  the 
construction  of  a  waterworks  system  for 
Pitre  Laberge,  to  include  about  11  miles 
of  Columbia  pine  pipes.  Engineer,  J.  A. 
Cleaveau. 

Hamilton,  Ont. 

The  City  Council  are  now  considering 
the  specifications  for  the  proposed  sewer 
on  Rosslyn  Avenue,  and  if  these  are  ap- 
proved tenders  will  be  called  next  week. 
Engineer,  E.  R.  Gray.  Estimated  cost, 
$33,000. 

St.  Marc  des  Carrieres,  Que. 

Octave  Naud  proposes  to  construct 
waterworks  at  an  approximate  cost  of 
$15,000,  and  will  require  wood  or  cast 
iron  pipe. 

St.  Vital,  Man. 

The  Municipal  Council  are  having 
plans  prepared  for  five  miles  of  concrete 
road,  together  with  a  three-span  rein- 
forced concrete  bridge.  Estimated  total 
cost,  $5,000.  Work  will  start  in  the 
spring.    Engineer,  M.  T.  Can-tell. 

CONTRACTS  AWARDED 

Harriston,  Ont. 

The  following  contract  for  painting  re- 
quired in  connection  with  the  Town  Hall 
which  is  now  being  built  has  been  let 
to  George  Uierlamn,  R.  R.  3,  Clifford, 
Ont.,  and  the  contract  for  carpentry  to 
the  general  contractors.  The  Town 
Council  will  purchase  electric  fixtures 
and  have  wiring  done. 

New  Toronto,  Ont. 

The  Town  Council  have  awarded  the 
contract  for  construction  of  an  inciner- 
ator to  the  Reed  Products  Company,  110 
Church  Street.  Approximate  cost, 
$1(1,000. 


Railroads,  Bridges  and  Wharves 

Prince  George.  B.C. 

The  Provincial  Department  of  Public 
Works  have  included  in  their  estimates 
for  the  coming  year  an  item  of  $150,000 
for  the  construction  of  a  bridge  over  the 
Eraser  River. 

CONTRACTS  AWARDED 

New  Brunswick  Province 

The  St.  John  and  Quebec  Railway 
Company  have  awarded  the  contract  for 
substructure  of  a  bridge  to  be  built  in 
Kings  County  to  the  Nova  Scotia  Con- 
struction Company,  Halifax,  N.S.,  and 
the  contract  for  superstructure  to  the 
Canadian  Bridge  Company,  Limited. 
Walkerville,  Ont.  Concrete  and  steel 
construction.    Estimated  cost,  $20,000. 

Public  Buildings,  Churches 
and  Schools 

Hull,  Que. 

The  City  Council  contemplate  the  erec- 


tion of  a  Technical  School,  and  have 
asked  the  Government  to  make  a  grant 
for  the  purpose.    Clerk,  H.  Boulay. 

Kingston,  Ont. 

The  Department  of  Public  Works,  Ot- 
tawa, arc  preparing  plans  for  new  build- 
ings in  connection  with  the  Royal  Mil- 
itary College.  Secretary,  R.  C.  Des- 
rochers. 

London,  Ont. 

Tenders  on  the  erection  of  a  tuber- 
culosis hospital  for  the  London  Health 
Association  will  be  called  about  1st  De- 
cember. Reinforced  concrete  and  white 
brick  construction.  Approximate  cost, 
$100,000.  Architects,  Watt  &  Blackwell, 
Bank  of  Toronto  Building. 

Louisville,  Que. 

The  roofing  for  the  Parish  Church 
which  is  now  in  course  of  erection  will 
be  galvanized  iron,  and  the  contract  for 
seating  will  probably  be  sub-let  by  the 
general  contractor. 

McGregor,  Ont. 

The  work  on  the  proposed  school  ad- 
dition will  be  in  charge  of  Father  T.  A. 
Pinsonneault.  Brick  construction  Ap- 
proximate cost,  $8,000. 

Mimico,  Ont. 

The  Connaught  Lodge  have  had  plans 
prepared  for  a  Masonic  building,  esti- 
mated to  cost  $7,500,  and  have  received 
tenders  on  some  trades.  The  work  is 
not  likely  to  start  until  the  spring.  Sec- 
retary, C.  C.  Heale. 

Montreal,  Que. 

The  Longue  Pointe  Roman  Catholic 
School  Commission  have  decided  that 
the  site  for  the  proposed  school  is  un- 
suitable and  have  stopped  work  on  the 
plans. 

Owen  Sound,  Ont. 

The  tenders  received  for  the  proposed 
Sunday  School  addition  for  St.  George's 
English  Church  were  too  high,  and  no- 
thing further  is  likely  to  be  done  until 
the  spring.  Approximate  cost.  $4,000. 
Architects.  Forster  &  Clark,  887  Second 
Avenue  East. 

Quebec,  Que. 

Tenders  on  a  heating  and  ventilating 
system  for  the  college  which  is  now  be- 
ine  built  for  the  Commercial  Academy 
will  be  received  until  December  1st  by 
the  architects.  Tanguay  &  Lebon,  20 
d'Aguillon  Street. 

St   Jean  de  Dieu,  Que. 

Tenders  may  be  called  next  month  for 
the  erection  of  the  proposed  Parish 
Church.  Estimated  cost,  $60,000.  Archi- 
tect, P.  Levesque,  115  St.  John  Street, 
Quebec. 

Tofield,  Alta. 

The  Public  School  Board  contemplate 
the  erection  of  a  four  or  six-roomed 
school,  and  may  call  for  tenders  in  tin 
spring.    Secretary,  A.  J.  H.  McCausley. 


CONTRACTS  AWARDED 
Hamilton,  Ont. 

The  Dominion  Hospital  Commission, 
Ottawa,  have  let  the  general  contract 
I'll'  the  erection  of  two  hospital  pavilions 
to  E.  Charlton,  Room  207,  Clyde  Build- 
ing. Approximate  cost,  $50,000.  Archi- 
tect. Captain  Symons,  care  of  the  Com- 
mishion. 

The  general  contract  for  the  erection 
of  a  church  on  Barton  Street  for  the 
Roumanian  Orthodox  Church  has  been 
awarded  to  J.  J.  Gamelin.  580  Catharine 
Street  North.  'Approximate  cost,  $30,000. 
A  new  set  of  plans  is  in  course  of  pre- 
paration. 

London,  Ont. 

The  general  contract  for  alterations 
and  repairs  to  the  Citadel  of  the  Salva- 
tion Army,  394  Clarence  Street,  has  been 
li  t  to  R.  G.  Wilson  &  Son,  193  College 
Avenue;  plastering.  W.  Scott  &  Son.  87 
Bruce  Street;  painting,  Westland  Bro- 
thers, 156  Wortley  Road;  electrical 
work,  Benson  &  Wilcox,  264  Dundas 
Street.     Approximate  cost.  $10,000. 

Quebec,  Que. 

In  connection  with  the  erection  of  a 
hospital  for  the  Anti  Tuberculosis 
League,  the  contract  for  steel  has  been 
awarded  to  the  Eastern  Canada  Steel 
Company,  plumbing  and  electrical  work- 
to  Jobin  &  Paquet.  72  Abraham  Hill, 
and  the  masonry  and  carpentry  to  the 
general  contractor. 


Business  Buildings  and  Indus- 
trial Plants 

Atwood,  Ont. 

Alexander  Morrison  contemplates  the 
erection  of  a  garage  in  the  spring,  and 
will  prepare  plans. 

Burford.  Ont. 

The  Canadian  Milk  Products  Com- 
pany, Mail  Building.  Toronto,  are  hav- 
ing a  factory  built  by  day  labor  under 
the  supervision  of  Schultz  Brothers 
Company,  Limited.  Albion  Street.  Brant- 
ford.  Brick  construction..  Estimated 
cost,  $20,000. 

Granby,  Que. 

Myer's  Box  Company  are  considering 
the  erection  of  an  addition  to  their  plant. 
Particulars  from  the  Superintendent,  A 
S.  Myer. 

Hamilton,  Ont. 

t  hanges  arc  being  made  in  the  plans 
for  the  proposed  garage  for  Thomas 
Ramsay,  15  Market  Street  South,  and 
tenders  will  be  called  when  these  are 
finished.  Approximate  cost,  $15,000. 
Vrchitect,  E.  B.  Patterson,  142  Went- 
worth  Street  North. 

Hull,  Que. 

The  architect  for  the  proposed  addi- 
tion to  the  Canadian  Club  of  Hull  is 
Charles  Brodeur,  &3  C  ity  Hall  Street. 
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Markham.  Ont. 

The  erection  of  a  flour  mill  is  being 
considered  by  A.  W  Milne.  F.  E.  N. 
Reesor.  D.  E.  Jones,  R.  J.  Carson  and 
[  \  Young.  Brick  construction.  Ap- 
proximate cost.  $10,000. 

Montreal.  Que. 

Private  tenders  have  been  called  for 
the  erection  of  a  factory  for  F.  \Y.  Hor- 
ner. 142  St  I'rbain  Street,  and  the  con- 
tract will  be  let  shortly.  Architects, 
U  i>>  &  MacDonald,  1   Belmont  Street. 

New  Toronto.  Ont. 

The  Merchants  Bank  of  C  anada,  13 
Wellington  Street  West,  have  secured  a 
site  for  a  branch  bank,  which  will  prob- 
ably be  erected  next  spring  Estimated 
cost,  $8,000  to  $10,000. 

The  Bank  of  Nova  Scotia.  39  King  St. 
West,  propose  to  build  a  branch  in  the 
spring,  and  have  secured  a  site.  Esti- 
mated cost,  $8,000  to  $10,000. 

Ottawa.  Ont. 

In  connection  with  the  repair  shop 
which  the  Ottawa  Car  Company  are 
building  mi  Slater  Street,  the  purchasing 
Agent.  K.  Arnold,  is  in  the  market  for 
a  large  quantity  of  stone  and  cement. 

T.  J.  Somerville.  4.".  Driveway  West, 
contemplates  the  erection  of  a  store  and 
residence  at  an  approximate  cost  of 
(7,000.    Brick  veneer  construction. 

In  the  matter  of  alterations  and  ad- 
ditions to  stores  and  apartments  for  the 
Slater  Estate  nothing  further  will  be 
done  until  the  spring. 

Port  Arthur,  Ont. 

The  City  Council  are  considering  the 
erection  of  an  addition  to  the  Central 
Fire  Hall  at  an  approximate  cost  of 
$8,850,  and  will  submit  a  by-law  in  Janu- 
ary. 

Richardson  &  Company  contemplate 
the  erection  of  an  elevator  with  a  capa- 
city of  2.500.000  bushels.  The  structure 
is  to  be  partially  completed  by  next  fall. 

Quebec.  Que. 

Tenders  are  being  received  for  plumb- 
ing, beating,  painting  and  roofing  re- 
quired in  alterations  to  premises  for  Dr. 
Mooney.  94  St.  Joseph  Street.  Archi- 
tcct.  A.  G.  Nosworthv.  111  Mountain 
Hill.    Estimated  cost  of  work,  $3,000. 

Sherbrooke.  Que. 

In  connection  with  the  premises  which 
are  now  being  erected  for  the  Canadian 
Bank  of  Commerce,  prices  on  heating, 
plumbing  and  electrical  work  will  be 
asked  from  local  men. 

Smith's  Falls,  Ont. 

Work  is  about  to  start  on  the  erection 
of  a  plant  for  the  Canadian  Cooperage 
Manufacturing  Company,  Box  734.  Frame 
construction.  Approximate  cost,  $20,- 
000.  Manager  F.  F.  Kessel  is  in  the 
market  for  material,  one  75  h.p.  engine, 
shafting,  pulleys  and  a  motor. 

St.  Hughes,  Que. 

Adelard  Paquette  is  considering  the 
rebuilding  of  his  sash  and  door  factory, 
but  has  not  yet  decided  when  work  will 
start. 

St.  Laurent,  Que. 

The  Canada  Stove  Foundry  are  call- 
ing private  tenders  on  the  erection  of  an 
addition  to  their  warehouse.  Brick  con- 
struction. Estimated  cost,  $25,000.  Ar- 
chitect. W.  A.  Mahoney,  79  Quebec  St., 
Guelph,  Ont. 


Toronto,  Ont. 

W  P.  Levack,  819  Roxton  Road,  has 
commenced  the  erection  of  a  block  of 

•.totes  .mil  apartments,  and  is  receiving 
tender-  "ii  the  smaller  trades.  Brick  con- 
struction.   Approximate  cost,  $25,000. 

l\iiders  on  the  brick  and  concrete 
work  required  in  the  erection  of  a  gar- 
age  for  S  G  Whaley.  20  Briar  Hill  Road, 
are  now  being  received.  Plans  with  the 
architect,  R.  Barr,  2411  Yonge  Street. 
Estimated  cost,  $10,000. 

T.  Burgess,  36  Langley  Avenue,  has 
had  plans  prepared  for  alterations  and 
additions  to  a  store  at  522  Yonge  Street, 
and  will  supervise  the  work  himself. 
Brick  construction.  Estimated  cost, 
$4,750. 

M.  F.  Hambly,  730  Dovercourt  Road, 
will  shortly  start  work  on  a  store  and 
apartment  building,  estimated  to  cost 
$3,000.     Brick  construction. 

The  Dominion  Machinery  Company, 
110  Church  Street,  arc  receiving  tenders 
on  brick  work  ("labor  only),  required  in 
the  erection  of  a  factory  on  Darling 
Avenue.  Approximate  cost  of  building, 
$5,500. 

Ewing  &  Murphy,  18  Cameron  Street, 
have  commenced  the  erection  of  an  addi- 
tion to  their  planing  mill,  and  will  let 
contracts  for  plumbing,  wiring,  heating 
and  roofing.  Mill  and  brick  construc- 
tion.   Estimated  cost,  $6,000. 

Tenders  have  been  received  for  altera- 
tions to  the  College  and  Manning  branch 
of  the  Merchants  Bank  of  Canada,  13 
Wellington  Street  West.  Approximate 
cost,  $3,500.  Architect,  C.  J.  Gibson,  53 
Yonge  Street. 

The  Dunlop  Tire  &  Rubber  Goods 
Company,  244  Booth  Avenue,  have  com- 
menced the  erection  of  a  storehouse, 
estimated  to  cost  $5,500.  Frame  and  gal- 
vanized iron  construction. 

Welland,  Ont. 

David  Dick  will  shortly  commence  the 
erection  of  a  store  and  residence,  and 
will  do  all  work  himself.  Frame  con- 
struction. Estimated  cost,  $8,000.  Ar- 
chitect. C.  M.  Borter,  Main  Street,  Niag- 
ara Falls  South. 

Westboro,  Ont. 

John  Stewart,  Richmond  Road,  has 
commenced  the  erection  of  a  store  and 
residence,  estimated  to  cost  $6,000.  Brick 
veneer  construction. 

Windsor,  Ont. 

Tenders  on  the  proposed  office  build- 
ing for  the  Huron  &  Erie  Mortgage  Cor- 
poration will  be  called  about  the  middle 
of  next  month.  Architects,  Watt  & 
Blackwell,  Bank  of  Toronto  Building, 
London. 

The  Essex  Bakery  Company,  147  Hall- 
jav  Street,  are  considering  the  erection 
of  a  bakery. 

CONTRACTS  AWARD. D 

Chatham,  Ont. 

Tn  connection  with  the  erection  of  a 
garage  and  salesroom  for  E.  C.  Briscoe 
and  the  Gray-Dort  Motor  Sales,  the  con- 
tract for  masonry  has  been  let  to  T. 
Blonde.  Wilson  Avenue.  The  remainder 
of  work  will  be  done  by  the  owners. 
Approximate  cost,  $10,000. 

Collingwood,  Ont. 

The  general  contract  for  the  erection 


of  a  garage  for  E.  Bull  has  been  let  to 
F.  Allen. 

Cornwall,  Ont. 

The  Canadian  Cotton  Company,  Mont- 
real, have  let  the  general  contract  for 
the  erection  of  an  addition  to  their  plant 
to  Anglins  Limited,  65  Victoria  Street, 
Montreal.  Brick  construction.  Approxi- 
mate cost,  $32,000. 

Fort  William,  Ont. 

In  connection  with  the  erection  of  an 
addition  to  the  premises  of  the  Canada 
Starch  Company,  Limited,  Montreal  and 
Fort  William,  the  contract  for  elevator 
equipment  has  been  let  to  the  Roelofson 
Elevator  Works,  First  Avenue,  Gait. 

Gait,  Ont. 

The  general  contract  for  the  ereection 
of  a  factory  for  Sheldon's  Limited  has 
been  let  to  Schultz  Brothers  Gompany, 
Limited,  Albion  Street,  Brantford;  steel, 
Dominion  Bridge  Company,  Toronto; 
steel  sash,  Trussed  Concrete  Steel  Com- 
pany, Walkerville,  Ont.  Pressed  brick 
construction.    Approximate  cost,  $18,000. 

In  connection  with  the  erection  of  a 
storehouse  for  Goldie  &  McCulloch 
Company,  Limited,  the  contract  for  roof- 
ing and  galvanized  iron  work  has  been 
let  to  the  Brantford  Roofing  Company, 
Sydenham  Street,  Brantford. 

Granby,  Que. 

The  Granby  Chair  Company  have 
awarded  the  general  contract  for  the 
erection  of  an  extension  to  their  factory 
to  Arthur  Kent,  who  prepared  the  plans. 
Sub-tenders  on  roofing,  heating,  plumb- 
ing and  electrical  work  are  now  being 
received  by  the  general  contractor.  Ap- 
proximate cost,  $10,000. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  of  the  Can- 
adian Consolidated  Rubber  Company  has 
been  let  to  Arthur  Kent;  masonry,  H. 
Langlois;  electrical  work,  Pierre  Benoit; 
carpentry,  William  Gervais.  Brick  con- 
struction.   Estimated  cost,  $5,000. 

Guelph.  Ont. 

The  following  contracts  have  been  let 
for  the  erection  of  a  factory  addition  on 
Surrey  Street  for  the  Dalyte  Lamp  Com- 
pany, Limited: — masonry,  S.  Rundell  & 
Son.  Clark  Street;  carpentry,  George 
Walker,  32  Tiffany  Street;  plasterine.  J. 
J.  Mahoney,  Kent  Street;  painting.  Den- 
nis &  Bennett,  22  Suffolk  Street;  plumb- 
ing. Fred  Smith.  Ouebec  Street:  aral- 
vanized  iron  work.  Frank  Schuett.  Mac- 
donell  Street.  Electrical  work  by  own- 
ers. Estimated  cost,  $15,000.  Architect. 
W.  A.  Mahoney,  79  Quebec  Street. 

In  connection  with  the  erection  of  a 
theatre  op  Macdonnell  Street  for  George 
Reinhart,  Guelph.  and  F.  Collins,  Wel- 
land, the  contract  for  carpentry  has  been 
let  to  George  Scroggie,  21  Suffolk  Street, 
and  the  steel  to  the  Hamilton  Bridge 
Company,  Bay  Street  North,  Hamilton. 

Hamilton.  Ont. 

The  following  contracts  have  been  let 
for  the  erection  of  an  addition  to  the 
premises  of  the  Tallman  Brass  Company: 
masonry  and  steel.  N.  H.  Cooper.  Clyde 
Building;  carpentry.  J.  Poag  &  Son. 
Westinghou.se  Avenue;  roofing.  Dennis 
&  Jocelyn.  Walnut  Street  North;  paint- 
ing, J.  C.  Boswell,  140  Wellington  Street. 
Approximate  cost,  $4,000. 

The  contract  for  steel  and  masonry  re- 
quired in  the  erection  of  an  addition  to 
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the  factory  of  Cummer-Dowswell  Com- 
pany, Elgin  and  Barton  Streets,  has  been 
let  to  Mitchell  &  Riddell,  4G  Head  Street; 
carpentry,  J.  Poag  &  Son,  Westinghouse 
Avenue;  roofing,  J.  E.  Riddle.  Ferguson 
Avenue  North;  painting,  J.  C.  Boswell, 
140  Wellington  Street.  Approximate 
cost,  $10,000. 

London,  Ont. 

The  general  contract  for  the  erection 
of  a  garage  for  John  M.  Moore,  425  Rich- 
mond Street,  has  been  awarded  to  S. 
Foxworthy,  616  Waterloo  Street.  White 
brick  and  concrete  block  construction. 
Approximate  cost,  $8,000. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  of  S.  F. 
Lawrason,  Nelson  Street,  has  been 
awarded  to  R.  G.  Wilson,  193  College 
Avenue.  Brick  construction.  Estimated 
cost,  $6,000.  Architect.  W.  G.  Murray, 
Dominion  Savings  Building. 

Maisonneuve.  Que. 

In  connection  with  the  erection  of  a 
theatre  for  Theatre  Maisonneuve  Limited, 
the  contract  for  nainting  has  been  award- 
ed to  G.  Houard,  416  Guy  Street,  Mont- 
real, and  the  contract  for  decorating  to 
D.  Alluise,  1551  St.  Lawrence  Boulevard, 
Montreal. 

Montreal,  Que. 

In  connection  with  the  factory  and 
nower  house  which  have  been  built  for 
Thompson  &  Norris  Company,  335  Notre 
Dame  Street  East,  the  contract  for  heat- 
ing and  ventilating  has  been  let  to  Garth 
Company,  28  Craig  Street  West. 

The  contract  for  electrical  work  in 
connection  with  the  factory  which  has 
been  built  for  Alexander  McArthur  & 
Company,  Limited,  has  been  let  to  the 
Montreal  Electric  Company.  92  St.  Felix 
Street,  and  the  heating  to  B.  F.  Sturte- 
vant  Company  of  Canada,  10  Cathcart 
Street. 

Niagara  Falls,  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  a  factory  for  Nesbitt 
Billings  &  Company  has  been  let  to 
George  Murray,  Niagara  Falls  South. 
Approximate  cost,  $6,000.  Hollow  tile 
and  steel  construction. 

The  general  contract  for  the  erection 
of  premises  for  the  Royal  Bank,  Mont- 
real, has  been  awarded  to  Ireland  & 
Dunham,  Glenholme  Avenue.  Stone, 
steel  and  tapestry  brick  construction. 
Architect,  C.  M.  Borter,  Niagara  Falls 
South. 

Ottawa,  Ont. 

The  general  contract  for  alterations 
to  a  store  for  J.  A.  &  H.  Brouse  has  been 
let  to  Alexander  Christie  &  Son,  359 
Rlgin  Street.    Approximate  cost,  $3,000. 

In  connection  with  the  storage  building 
which  is  now  being  erected  for  the  Bell 
Telephone  Company,  the  contract  for 
cut  stone  has  been  let  to  J.  Kirk,  Strath- 
cona  Avenue.  The  heating,  plumbing 
and  electrical  work  will  be  done  by  own- 
ers, and  the  remainder  by  the  general 
contractors. 

The  general  contract  for  alterations  to 
a  hotel  on  Bcssercr  Street  has  been  let 
to  Taylor  &  Lackey,  21  First  Avenue. 

The  Department  of  Public  Works  have 
awarded  the  general  contract  for  the 
erection  of  an  addition  to  the  fuel  test- 
ing building  on  Booth  Street  to  Taylor 
&  Lackey,  21  First  Avenue.  Brick  con- 
struction.    Approximate  cost,  $4,000.' 


Oxbrow,  Sask. 

The  general  contract  for  the  erection 
of  a  business  block  for  J.  T.  McCoy  has 
been  let  to  F.  Gibbons.  Brick  veneer 
construction. 

Regina,  Sask. 

The  general  contract  for  the  erection 
of  a  garage  for  D.  W.  Fisher,  2110  Mc- 
Tntyrc  Street,  has  been  let  to  W.  P. 
Moore,  3110  Mclntyre  Street,  but  work 
may  not  start  until  the  spring.  Brick 
construction. 

Renfrew,  Ont. 

In  connection  with  the  factory  addi- 
tion which  is  now  being  built  for  the 
Renfrew  Textile  Company,  all  work  will 
be  done  by  the  gefneral  contractor.  Ap- 
proximate cost,  $10,000. 

St.  Catharines,  Ont. 

The  general  contract  for  the  erection 
of  premises  for  the  St.  Catharines  Steel 
&  Metal  Company  have  been  awarded  to 
Newman  Brothers,  75  St.  Paul  Street, 
who  will  do  all  work.  Frame  and  cor- 
rugated iron  construction. 

Sydney,  N.S. 

J.  E.  &  J.  T.  Burchell,  111  Esplanade 
Street,  have  let  the  contract  for  rebuild- 
ing their  business  block  to  Chappell 
Brothers.  62  Brookland  Street,  at  $9,000. 
The  Siderski  Block  will  be  rebuilt  by 
day  labor,  at  an  estimated  cost  of  $15,000. 

Toronto,  Ont. 

The  general  contract  for  the  erection 
of  a  manufacturing  building  for  Forg- 
ings,  Limited.  502  Lumsden  Building,  has 
been  awarded  to  Roger  Miller  &  Sons. 
502  Lumsden  Building.  Frame  and  gal- 
vanized iron  construction.  Estimated 
cost,  $3,000. 

W.  H.  Banfield  &  Son.  372  Pane  Ave- 
nue, have  let  the  contract  for  masonry 
required  in  the  erection  of  a  factory  to 
Page  &  Company.  Queens  Park,  car- 
pentry to  J.  C.  Scott  Company,  Limited, 
106  River  Street,  and  roofing  to  Wil- 
liams &  Company,  Toronto,  Street.  Ap- 
proximate  cost,  $10,000. 

The  general  contract  for  the  erection 
of  a  frame  shed  for  the  William  Neilson 
Comnany.  Limited,  277  Gladstone  Ave- 
"ue.  has  been  let  to  Gordon  Brothers,  1 
Delilsle  Avenue;  Approximate  cost. 
*.!. 000.  Architects,  Sproatt  &  Rolph,  36 
North  Street. 

The  contract  for  masonry  required  in 
the  erection  of  a  boiler  room  and  garage 
for  Staunton's  Limited,  944  Yonce  Street, 
has  been  awarded  to  TT.  N.  Dancy  & 
Son,  C.  P.  P.  Building.  Approximate 
cost,  $7,000.  Architects,  Sproatt  & 
Rolph. 

The  general  contract  for  the  erection 
of  an  addition  to  the  factory  of  the  To- 
ronto Laundry  Machine  Company.  803 
Dundas  Street,  has  been  let  to  Brown 
&  Cooper,  297  Carlton  Street,  and  work- 
has  been  started.  Brick  construction. 
Approximate  cost,  $7,500. 

Trenton.  Ont. 

The  British  Chemical  Company  have 
awarded  the  contract  for  construction 
of  their  plant  to  the  Gaylord  Engineer- 
ing &  Construction  Company  (local  man- 
ager, F.  Skinner).  The  project  includes 
about  forty  buildings  of  reinforced  con- 
crete and  steel  construction,  and  is  es- 
timated to  cost  $500,000. 

Vancouver,  B.C. 

In  connection  with  the  erection  of  a 


theatre  and  office  building  for  Pantages 
Theatre.  Seattle,  Wash.,  the  contract 
for  ornamental  iron  has  been  let  to  S.  M. 
Morris  &  Company,  Limited,  2120  Cedar 
Street,  and  the  electrical  work  to  Mundy, 
Royland  &  Company,  Standard  Bank 
Building  . 

The  contract  for  heating  in  connec- 
tion with  the  erection  of  a  club  house 
for  the  Shaughnessy  Heights  Golf  Club 
has  been  let  to  Leek  &  Company,  1098 
Homer  Street. 

Verdun,  Que. 

In  connection  with  the  erection  of  an 
addition  to  the  plant  of  the  British  Muni- 
tions Limited,  Montreal,  the  contract  for 
steel  sash  has  been  let  to  the  Trussed 
Concrete  Steel  Company,  59  Beaver  Hall 
Hill,  Montreal. 

Westboro,  Ont. 

George  Hamilton  has  been  awarded  a 
contract  for  the  erection  of  a  store  on 
Main  Street,  estimated  to  cost  $3,000. 
and  has  the  wo-rk  well  under  way.  Brick- 
veneer  construction. 

Winnipeg,  Man. 

The  general  contract  for  alterations 
to  the  foundations  of  the  Bank  of 
Commerce  Building  has  been  let  to  the 
Foundation  Company.  Limited,  709  Elec- 
tric Railway  Chambers.  The  work  con- 
sists of  taking  the  foundations  down  sixty 
feet  to  bed  rock,  and  will  cost  approxi- 
mately $40,000. 

The  general  contract  for  alterations  to 
the  Carlton  Building.  Portage  Avenue, 
has  been  awarded  to  the  Sutherland  Con- 
struction Company,  202  Carlton  Building. 
Approximate  cost,  $20,000. 

Residences 

Cowansville,  Que. 

Plans  of  a  residence  are  being  pre- 
pared for  1.  F.  MacLean,  and  tenders 
will  be  called  in  January.  Brick  and 
frame  construction.  Approximate  cost. 
$10,000.  Architect,  T.  S.  Archibald.  314 
Dorchester  Street  West,  Montreal. 

Hamilton,  Ont. 

T.  Poag,  685  Main  Street  East,  is  re- 
ceiving prices  on  remaining  work  re- 
quired in  connection  with  the  residence 
which  he  is  building  on  Gage  Avenue. 

I".  A.  W  ooley,  64J4  King  Street  East, 
contemplates  the  erection  of  a  residence 
at  an  approximate  cost  of  $6,000,  and 
will  start  work  about  the  end  of  next 
month.     Brick  construction. 

Hill  Brothers,  307  Emerald  Street 
North,  contemplate  the  erection  of  two 
residences  at  an  approximate  cost  of 
$5,000  each.  Work  may  not  start  until 
next  year.    Brick  construction. 

Lindsay.  Ont. 

M.  H.  McGeough  is  building  a  resi- 
dence on  Gleneley  Street,  estimated  to 
cost  $3,000. 

Montreal  East,  Que. 

L.  A.  Beriau,  51  St.  James  Street, 
Montreal,  proposes  to  start  work  in  the 
Spring  on  twelve  residences.  Plans  have 
not  yet  been  prepared. 

J.  Pharaud.  85  Champlain  Avenue.  Hull, 
proposes  to  start  work  in  the  spring  on 
about  48  flats. 

Ottawa,  Ont. 

Cuthbertson  &  Clark,  710  Echo  Drive, 
have  commenced  the  erection  of  a  resi- 
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deuce,  estimated  to  cost  $.">..M)0  line  k 
veneer  and  stucco  construction. 

Frank  \\  ilson.  0  Roslyn  Avenue,  i> 
considering  the  erection  of  a  residence 
on  Seneca  Street  Brick  veneer  and 
stucco  construction. 

\  residence  is  being  i>uilt  on  Clemow 

Avenue  i>>r  M.  McKenzie.  the  work  being 
done  hy  day  labor  under  the  supervi- 
sion ol  the  architects.  Millson  &  Bur- 
ness,  Union  Bank  Building,  Brick  ve- 
neer construction.  Estimated  cost, 
$60,000, 

Outremont.  Que. 

11  Trudcl.  St.  Joseph.  Boulevard,  is 
building  «v»"  residences  on  Rockland 
Street  at  an  approximate  cost  of  $15,000 
each,  and  buys  all  material. 

P  Guiduio,  44  Marsolais  Street,  will 
do  all  \vi>rk  required  in  the  erection  of 
five  resiliences  on  Stuart  Street.  Brick 
Construction.  Estimated  cost.  $25. 000. 
Vrchitect,  II.  Laverdure,  2473  St.  Denis 
Street. 

Sherbrooke,  Que. 

Lazare  Daigle,  23a  Alexander  Street, 
has  commenced  the  erection  of  a  tene- 
ment house,  estimated  to  cost  $5,000. 

Strathroy.  Ont. 

t  ceil  Dcnniss  has  commenced  the  erec- 
tion of  a  residence,  estimated  to  cost 
$3,000.    White  brick  construction. 

Toronto.  Ont. 

T.  W.  Robinson.  11  Evelyn  Avenue, 
has  commenced  the  erection  of  two  resi- 
liences, and  will  let  the  smaller  trades. 
Brick  construction.  Estimated  cost, 
$S.000. 

F.  H.  Miller.  297  Lauder  Avenue,  has 
started  work  on  a  residence  estimated  to 
cost  $3,000,  and  on  two  others  to  cost 
approximately  $4,500.  Smaller  trades 
will  be  let.    Brick  construction. 

William  Adams.  52  Elberbeck  Avenue, 
has  commenced  the  erection  of  a  resi- 
dence and  garage,  estimated  to  cost 
$3,000,  and  will  let  the  smaller  trades. 
Brick  construction. 

George  Edwards.  2  Ravensden  Ave- 
nue, has  started  work  on  a  pair  of  resi- 
dences, estimated  to  cost  $5,000.  and  will 
let  the  smaller  trades.  Brick  construc- 
tion. 

W.  G.  McClean,  91  Greenlaw  Avenue, 
has  commenced  the  erection  of  a  pair  of 
residences,  and  will  receive  tenders  on 
plumbing,  heating,  etc.,  early  next  month. 
Brick  construction.  Estimated  cost, 
$3,750. 

The  National  Fire  Proofing  Company 
Limited.  601  Dominion  Bank  Building, 
arc  receiving  prices  on  various  materials 
required  in  the  erection  of  a  number  of 
cottages  at  Lindsay,  Ont.  Particulars 
from  F.  Nicholson,  care  of  the  company. 

George  Drury,  81  Gledhill  Avenue,  has 
started  work  on  two  residences,  and  will 
let  the  smaller  trades.  Approximate 
cost,  $4,750.    Brick  construction. 

W.  J.  Travis.  Waverley  Hotel.  Sp'adina 
Avenue,  has  started  work  on  two  resi- 
dences, and  is  receiving  tenders  on  lay- 
ing brick.  Smaller  trades  may  be  let. 
Approximate  cost.  $7,500. 

Kerr  &  Martin.  25  Hoyland  Avenue, 
have  commenced  the  erection  of  a  resi- 
dence, and  will  let  contracts  for  the 
smaller  trades.  Brick  construction.  Es- 
timated cost,  $3,500. 

H.  A.  Johnston,  63  Normandy  Boule- 


vard]  has  started  work  on  a  residence, 
estimated  to  cost  $3,000,  Brick  construc- 
tion. 

S.  1!.  t  oon  &  Son,  Architects,  Ryrie 
Building,  are  receiving-  bulk  or  separate 
lenders  on  the  erection  of  a  brick  resi- 
dence in   bhe  St.  C  lair  Avenue  district. 

Estimated  cost,  $3,ooo. 

J,  E.  Carlisle,  36  Pacific  Avenue,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $3,000,  Brick  construc- 
tion. 

George  Hutchison,  1(51  Waverley  Road, 
lias  started  work  on  a  pair  of  residences, 
estimated  to  cost  $4,000.  Brick  construc- 
tion. 

Walkerville,  Ont. 

In  connection  with  the  proposed  resi- 
dence for  F.  Porter,  care  of  American 
Vuto  Trimming  Company,  prices  have 
been  asked  from  local  contractors,  to 
close  about  December  1st.  Approximate 
cost,  $5,000.  Architect,  J.  C.  Penning- 
ton.  La  Belle  Building,  Windsor. 

Westmount,  Que. 

J.  S.  Archibald,  314  Dorchester  Street 
West,  Montreal,  is  preparing  plans  of  a 
residence  for  R.  T.  Leclerc,  160  St.  James 
Street,  and  will  call  for  tenders  in  Janu- 
ary. Brick  and  stone  construction.  Es- 
timated cost,  $20,000. 

CONTRACTS  AWARDED 

Hamilton,  Ont. 

I  n  connection  with  the  residence  which 
is  being  built  on  Undermount  Avenue 
for  C.  G.  Cooper,  109  Kent  Street,  the 
contract  for  painting  has  been  let  to 
W.  M.  McElroy,  1  Hill  Street;  heating 
and  plumbing,  Goodram  Brothers,  248 
King  Street  West;  eleectrical  work,  W. 
II    Bronson,  152  Queen  Street  North. 

Work  is  about  to  start  on  the  con- 
version of  a  hotel  into  apartments  for 
E.  Cahill,  Sun  Life  Building.  The  gen- 
eral contract  has  been  let  to  B.  Richard- 
son, 60  Market  Street,  who  prepared  the 
plans;  masonry  and  steel  work,  J.  Bus- 
combe.  Dundurn  and  Lochearne  Streets; 
carpentry,  J.  Vogan,  280  Sanford  Avenue 
North.    Approximate  cost,  $3,500. 

The  following  contracts  have  been  let 
in  connection  with  the  erection  of  a  resi- 
dence on  Proctor  Street  for  T.  A.  Wool- 
ey,  61^  King  Street  East: — masonry  and 
steel,  W.  Inrig,  76  Flat  Avenue;  plaster- 
ing, H.  Bayliss,  372  Beach  Road;  paint- 
ing. J.  Paul;  heating  and  plumbing,  C. 
Smith.  170  Locke  Street  South;  electric- 
al work,  J.  A.  Dynes,  161  Sanford  Ave- 
nue South. 

In  connection  with  the  erection  of  a 
residence  for  Miss  McCandlish,  163  Wel- 
lington Street  South,  the  contract  for 
plastering  has  been  let  to  Hannaford 
Brothers,  232  Robinson  Street;  painting, 
'  ioodale  &  Laidlaw,  20  Hunter  Street 
East;  heating,  R.  H.  Dow,  15  Bay  Street 
North;  plumbing,  C.  Barclay,  265  Charl- 
ton Avenue  North;  electrical  work,  Cul- 
ley  &  Breay,  35  King  Street  West. 

J.  Bethune,  57  St.  Clair  Avenue,  has 
awarded  the  following  contracts  in  con- 
nection with  the  residence  which  he  is 
building  on  Sherman  Avenue: — plaster- 
ing, C.  E.  Howard,  174  Belview  Street; 
paintfng;  H.  Foster,  12  Alanson  Street; 
heating,  McClary  Manufacturing  Com- 
pany, York  Street;  plumbing,  H.  Mor- 
rison, 126  Burton  Street;  electrical  work, 
E.  Thornton,  174  Balmoral  Avenue. 

Stewart  Brothers,  1  Hyde  Park  Ave- 


nue, have  let  the  contract  for  plumbing 
in  connection  with  the  residence  which 
they  have  erected  on  Aberdeen  Avenue 
to  C.  Smith,  170  Locke  Street  South,  and 
will  do  plastering  themselves. 

Hill  Brothers,  307  Emerald  Street 
North,  have  commenced  the  erection  of 
a  residence,  and  have  let  the  contract  for 
masonry  and  steel  to  Lemington  & 
White,  140  Rosslyn  Avenue;  carpentry 
and  roofing  to  H.  Hobbs  &  Son,  313 
Emerald  Street  North;  painting  to  H. 
Poster,  13  Alanson  Street;  and  heating 
and  plumbing  to  Dickenson  &  Allen,  277 
Emerald  Street  North.  Brick  construc- 
tion.   Approximate  cost,  $5,000. 

The  following  contracts  have  been  let 
in  connection  with  the  residence  which 
is  now  being  erected  for  the  Grasselli 
Chemical  Company: — plastering,  C.  E. 
Fink,  66  Wellington  Street  North;  paint- 
ing, J.  Guest,  39  Woodbine  Crescent; 
heating,  McClary  Manufacturing  Com- 
pany, York  Street;  plumbing,  B.  Wil- 
helm,  12  John  Street  North;  electrical 
work,  R.  Smith,  403  . Barton  Street  East. 

J.  Bethune,  57  St.  Clair  Avenue,  has 
let  the  following  contracts  in  connection 
with  the  residence  which  he  is  building 
on  Barnsdale  Street  North: — plastering. 
C.  E.  Howard,  174  Belview  Avenue; 
painting,  H.  Foster,  12  Alanson  Street; 
heating,  McClary  Manufacturing  Com- 
pany, York  Street;  plumbing,  J.  Kerr,  32 
Sherman  Avenue  North;  electrical  work, 
P.  Thornton,  174  Balmoral  Avenue. 

Lindsay,  Ont. 

In  connection  with  the  residences 
which  are  being  built  on  George  and 
Plamilton  Streets  for  a  company,  the 
painting  contract  has  been  let  to  E.  Mc- 
Phee,  Glenely  Street. 

Ottawa,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  on  Cameron  Street  for  E. 
Stanfield  has  been  let  to  George  A.  Ea- 
man,  571  O'Connor  Street.  Brick  veneer 
and  stucco  construction.  Approximate 
cost,  $5,500. 

The  general  contract  for  the  erection 
of  a  residence  on  Melrose  Street  for  Mrs. 
R.  Kelly  has  been  let  to  I.  Villeneuve. 
164  Bayswater  Avenue.  Brick  veneer 
construction.    Approximate  cost.  $4,000. 

In  connection  with  the  residences 
which  are  being  built  for  Charles  Wy- 
man,  349  Creighton  Street,  the  heating 
and  plumbing  will  be  done  by  the  owner, 
arid  all  other  work,  with  the  exception 
of  electric  wiring,  will  be  done  by  the 
general  contractor. 

In  connection  with  the  residences 
which  are  now  being  erected  by  B.  A. 
Grison.  21  Fentiman  Avenue,  the  con- 
tract for  heating  and  plumbing  has  been 
let  to  J.  P.  Band,  775  Bank  Street,  and 
electrical  work  to  E.  Headley,  645  Echo 
Street. 

The  contract  for  heating  and  plumb- 
ing required  in  alterations  to  apartments 
for  C.  Magee  has  been  let  to  M.  M. 
O'Connell  Limited,  Slater  Street. 

Quebec,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  O.  Laviolette,  55  Can- 
ardiere  Road,  has  been  awarded  to  A. 
Bouchard,  206  Third  Avenue.  Limoilou. 
Brick  construction.  Approximate  cost, 
$5,000. 

Thousand  Islands,  Ont. 

The  contract  for  foundation  work  re- 
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quired  in  the  erection  of  a  boat  house 
cottage  for  A.  C.  Hardy  Brockville,  has 
been  awarded  to  Walter  Houck,  Rock- 
port,  Ont. 

Windsor,  Ont. 

In  connection  wjth  the  residence  which 
is  being  built  for  A.  W.  Warren,  Lon- 
don Street  West,  the  contract  for  heat- 
ing and  plumbing  has  been  awarded  to 
the  Windsor  Hardware  Company,  Sand- 
wich Street,  and  electrical  work  to  W. 
Lefave,  235  Bruce  Avenue.  Masonry, 
carpentry,  roofing,  plastering  and  paint- 
ing will  be  done  by  the  owner. 

J.  E.  Baby,  79  Bruce  Street,  is  build- 
ing two  residences  on  Marion  Street  and 
four  others  on  Niagara  Avenue,  and  has 
let  the  contract  for  plastering  to  Beach 
&  Sons,  166  Windsor  Avenue,  and  the 
plumbing  to  Pennington  &  Brian.  47 
Sandwich  Street  West.  Approximate  to- 
tal cost,  $15,000. 

Power  Plants,  Electricity  and 
Telephones 

Granton,  Ont. 

C.  W.  McRoberts  proposes  to  replace 
all  his  steam-driven  machinery  with 
electrically-operated  equipment. 

Hamilton,  Ont. 

The  City  Council  propose  to  instal  a 
patrol  box  system  at  an  approximate  cost 
of  $21,000,  and  will  submit  a  by-law  in 
January. 

Toronto,  Ont. 

The  Ontario  Hydro  Electric  Commis- 
sion, University  Avenue,  propose  to  start 
work  shortly  on  the  construction  of  a 
power  canal  from  Chippewa  Creek  to 
Queenston,  estimated  to  cost  about 
$9,000,000.  The  Commission  will  pur- 
chase excavating  machinery  and  equip- 
ment, and  will  do  the  work  under  the 
supervision  of  their  own  engineers. 

CONTRACTS  AWARDED 

Toronto,  Ont. 

In  connection  with  the  addition  to  the 
sub-station  at  Duncan  and  Nelson  Streets 
for  the  Toronto  Electric  Commissioners. 
226  Yonge  Street,  the  contract  for  tiling 
has  been  let  to  the  Italian  Mosaic  &  Tile 
Company,  Manning  Chambers. 

Wainwright,  Alta. 

The  contract  for  construction  of  an 
electric  system  for  the  Town  Council 
has  been  let  to  B.  L.  Perry  Company, 
10301  -109th  Street,  Edmonton.  The  pro- 
ject includes  a  power  house  and  general 
wiring  and  street  lighting. 


Fires 

Bathurst,  N.B. 

Church  of  the  Sacred  Heart.  Loss, 
$](),ooo.    Priest,  Rev.  Father  Whelan. 

Chateauguay  Basin,  Que. 

Totel  owned  by  Emile  Gaudet.  Loss, 
$14,000.     Owner  will  rebuild. 

Ottawa,  Ont. 

Stables  owned  by  L.  Sechter,  375  Mur- 
ray Street.    Loss,  $3,000. 

Prince  Albert,  Sask. 

Store  owned  by  McLcod  Company, 
Limited,  925  Central  Street.  Loss  on 
building.  $20,000.    Owners  may  rebuild. 


Toronto,  Ont. 

Factory  of  the  Imperial  Varnish  Com- 
pany, 8  Morse  Street.  Loss  on  building 
and  contents,  $3,500. 

West  Vancouver,  B.C. 

Cannery,  wharf,  etc.,  owned  by  the 
Great  Northern  Salmon  Cannery.  Loss, 
$20,000. 

Winnipeg,  Man. 

Warehouse  of  the  Borbridge  Harness 
Company,  468  Ross  Avenue.  Loss, 
$10,000._ 

Point  Abino,  Ont. 

Tenders  on  the  erection  of  a  rein- 
forced concrete  lighthouse  tower,  fog 
alarm  building  and  residence  will  be  re- 
ceived until  noon,  January  15th,  by  A. 
Johnston,  Deputy  Minister  of  Marine, 
Ottawa.  Plans  and  specifications  with 
the  Harbour  Master,  Toronto;  at  the 
Post  Offices,  Welland,  Port  Colborne, 
St.  Catharines.  Bridgcburg,  Hamilton, 
and  Brantford;  and  at  the  Department. 

Windsor,  Ont. 

The  City  Council  have  authorized  the 
purchase  of  a  motor  feed  crusher.  En- 
gineer, M.  E.  Brian. 


Photographs    from   Aeroplanes  for 
Reconaissance  Aids 

For  use  in  preliminary  studies  in  work- 
ing out  an  elaborate  scheme  for  beauti- 
fying the  city  of  Santa  Barbara,  and  as 
an  aid  in  examining  possible  locations 
for  a  proposed  sewer  outfall,  photographs 
were  recently  taken  from  a  hydroplane 
showing  the  general  contour  and  the  re- 
lative position  of  the  city  with  regard  to 
the  sea  and  the  mountains.  The  actual 
use  of  such  photographs  as  adjuncts  to 
maps  provoked  some  local  comment  on 
the  possibilities  of  this  kind  of  photo- 
graphy as  a  more  generally  useful  aid  in 
engineering  studies.  For  example,  one 
engineer  pointed  out  that  "after  every 
flood  season  the  overflow  channels  of 
the  Colorado  River  in  the  neighborhood 
of  Volcano  Lake  are  radically  different 
from  those  of  the  preceding  season.  It 
is  a  very  difficult  country  to  survey  at 
any  time,  but  particularly  so  after  a  flood, 
as  there  are  always  bottomless  lakes  of 
liquid  mud  that  cannot  be  traversed  on 
foot  or  by  boat.  The  use  of  an  aero- 
plane would  make  it  possible  to  take 
photographs  that  would  give  the  desired 
information  quickly  and  accurately."  The 
Los  Angeles  Weather  Bureau  has  used 
an  aeroplane  for  about  six.  months  in 
making  meteorological  reconnaissance,  it 
was  stated,  and  engineers  who  have  in- 
terests in  Mexico  suggest  that  when  po- 
litical conditions  there  have  quieted 
down  a  demand  will  lie  felt  for  aeroplane 
reconnaissance  of  country  which  is  rug- 
ged, and  at  the  same  time  thickly  over- 
grown, to  a  degree  that  makes  it  ex- 
tremely difficult  to  make  topographic 
studies  off  the  beaten  track. 


Double  Diking  for  Curing  Concrete 
Roads 

Wherever  concrete  can  be  cured  by 
ponding,  that  method  is  to  be  preferred 
over  all  others.  California  was  probably 
tlie  first  state  to  practice  the  flooding 
of  the  finished  concrete  pavement  with 
a  view  to  keeping  moisture  present,  to 
enable  the  concrete  to  acquire  strength 
and  hardness  under  proper  conditions. 


Even  where  water  is  obtainable  for 
use  in  this  manner  it  is,  of  course,  de- 
sirable to  prevent  unnecessary  loss.  This 
is  particularly  true  in  hot  climates,  where 
evaporation  is  rapid  and  where  scarcity 
of  water  more  often  prevails. 

The  original  method  of  diking  roads 
in  California  has  been  improved  upon  by 
adding  an  additional  longitudinal  dike 
near  the  edge  of  the  concrete,  which  pre- 
vents unnecessary  loss  of  water  and  gives 
double  assurance  that  concrete  will  be 
covered  at  the  crown  of  the  pavement 
as  well  as  at  the  sides.  These  two  pre- 
cautions are  very  essential  and  the  ad- 
ded dike  seems  to  make  the  desired  ends 
more  certain. 


Concrete  Counterweights  for  Bascule 
Bridge 

The  concrete  counterweights  used  in 
a  new  Strauss  heel  trunnion  bascule 
bridge  recently  installed  over  the  North 
Branch  of  the  Chicago  River  contain 
14,400  cubic  feet  of  concrete,  weighing 
2,360,000  pounds. 

The  bridge  contains  2,526,000  pounds 
of  structural  steel.  Of  this  1.769,000 
pounds  are  in  the  moving  parts  and 
757,800  pounds  in  the  tower  supporting 
the  counterweight.  The  counterweight 
is  in  two  parts,  one  on  each  side  of  the 
tower,  and  so  placed  that  the  span  is 
exactly  balanced  by  the  counterweights 
throughout  its  travel  of  87  degrees  from 
the  closed  to  the  open  position.  The 
extreme  length  of  the  span  is  186  feet. 
Each  of  the  two  counterweights  is  built 
on  a  structural  steel  frame  mounted  on  a 
trunnion  at  the  top  of  the  tower.  The 
trunnions  are  26  inches  in  diameter,  8 
feet  5  inches  long  and  rest  on  massive 
bronze  bearings. 


Stone   Sidewalks  Standardized 

Until  last  year  the  city  of  Newton, 
Mass.,  allowed  abutting  property  owners 
who  desired  artificial  stone  sidewalks 
and  drivewayas  to  have  the  work  done 
by  any  contractor  they  might  select,  at 
their  own  expense  in  the  first  instance. 
On  completion  of  the  work  the  city 
allowed  the  property  owner  the  same 
amount  that  the  city  would  have  to  pay 
if  coal-tar  concrete  sidewalks  were  laid, 
instead  of  artificial  stone.  A  different 
policy  was  adopted  recently,  according 
to  the  annual  report  for  1915  of  Edwin 
H.  Rogers,  city  engineer.  Specifications 
for  the  construction  of  artificial  stone 
sidewalks,  driveways  and  curbing  were 
prepared  by  the  city's  engineering  de- 
partment, proposals  were  advertised  for 
and  a  contract  for  doing  such  work  as 
might  be  ordered  by  the  city  was  en- 
tered into  with  a  local  firm.  Arrange- 
ments were  made  whereby  the  city  paid 
substantially  one-half  the  cost  of  this 
sidewalk  construction. 


The  concrete  used  in  lining  the  Twin 
Leaks  Tunnel  in  San  Francisco  was  com- 
posed of  1  coarse  river  sand,  2  bank 
sand,  1  cement.  There  was  sufficient 
rock  so  that  all  voids  could  be  tilled 
by  the  mortar  or  about  5  to  f>K>  parts. 
Eight  pounds  of  hydratcd  lime  were  ad- 
ded for  every  100  pounds  of  cement  as 
a  waterproofing.  The  cement  and  the 
lime  were  mixed  together  dry.  The  con- 
crete was  placed  by  pneumatic  mixers 
which  shot  the  mixed  concrete  through 
pipes  by  compressed  air. 


Capital  Wanted 


Contractor  with  small  plant  and  capital  desires 
to  t;rt  in  touch  with  someone .  willing  to  invest 
$,">,<  UK  >  in  paying  contract  (or  construction  of 
large  bridge  in  Ontario.  References  as  to  ability 
be  supplied  by  the  Engineer  in  charge,  for 
whom  I  have  done  considerable  satisfactory  work, 
i:  \  iv:.  Contract  Record.  Toronto,  Out.  48-5(1 


GREAT KR  WINNIPEG  WATER 
DISTRICT 

Tenders  for  Construction 
of  9.5  Miles  of  5  6  Re- 
inforced Concrete 
Pressure  Pipe 


Sealed  tenders  addressed  to  the  undersigned 
will  be  received  up  to  noon  of  Monday,  Decem- 
ber 18th.  1916.  for  the  construction  of  9.5  miles 
of  5  ft.  6  in.  Reinforced  Concrete  Pressure  Pipe. 

Plans,  Specifications  and  Form  of  Tender  can 
be  secured  on  application  to  the  District,  accom- 
panied by  certified  cheque  for  Twenty  Dollars, 
payable  to  the  District,  which  deposit  will  be  re- 
turned upon  submission  of  tender  or  return  of 
documents. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

R.  D.  WAUGH, 
Chairman  of  Commissioners. 
!n»1  P.oyd  Bldg.,  Winnipeg,  Man. 
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Tenders  for 
Interior  Stone 

Parliament  Buildings,  Ottawa 


The  Joint  Committee  on  the  Reconstruction  of 
the  Parliament  Buildings  desire  to  use  Canadian 
stone  for  the  interior  finish  of  the  corridors  and 
chambers,  provided  it  can  be  obtained  in  proper 
dimensions  and  of  suitable  quality,  texture  and 
color,  and  at  fair -and  proper  prices,  and  delivery 
made  w-ithin  a  reasonable  time. 

Prices  and  samples  of  sandstone,  marble,  lime- 
stone and  granite  will  be  received  by  the  under- 
signed until  4  p.m.,  December  5th,  1916. 

About  150,000  cubic  feet,  more  _  or  less,  of 
stone  is  required  for  the  interior  lining  of  the 
corridors,  lobbies,  chambers,  etc.  A  stone  that 
is  light  in  color,  either  light  grey  or  buff,  will  be 
preferred,  medium  to  fine  grained  in  texture,  uni- 
form in  color  and  free  from  veins,  iron  stains, 
vents  and  other  defects  of  this  nature. 

Give  description  of  the  quarry,  and  state  the 
thickness  of  beds  and  dimensions  of  the  stone 
that  can  be  supplied.  Submit  a  three-inch  by 
three-inch  by  five-inc:i  sample,  and  state  price 
per  cubic  foot  delivered  F.O.B.  Ottawa,  also  the 
date  on  which  delivery  can  be  commenced  and 
the  number  of  cubic  feet  that  can  be  supplied  per 
month. 

Envelopes  containing  prices  to  be  marked 
•INTERIOR  STONE." 

JOHN  A.  PEARSON",  Architect. 
J.  O.  MARCHAN'D,  Associate  Architect. 
4S-4S         Centre  Block,  Parliament  Hill,  Ottawa. 


Tenders  for 
Centrifugal  Sewage 
Pump 


Tenders  will  be  received  by  registered  post 
only,  addressed  to  the  chairman,  Hoard  of  Con- 
trol,  City  Hall.  Toronto,  up  to  noon'  on  Tuesday, 
January  16th,  1917,  for  the  installation  of  a  40 
Million  Imperial  Gallon  Centrifugal  Sewage  Pump 
at  the  Main  Sewage  Pumping  Station,  Toronto. 
Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  Specifi- 
cations and  forms  of  tender  may  be  obtained  at 
the  Works  Department,  Room  (!,  City  Hall. 
Tenderers  must  comply  strictly  with  conditions 
of  City  l!y-law  as  to  deposits  and  sureties,  as 
set  out  in  specifications  and  forms  of  tender. 
The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

T.  L.  CHURCH,  Mayor, 
48-48  Chairman,  Board  of  Control. 


BOILERS  FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
.'i.HOO  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq.. 
Montreal.  17-t.f 


Plant  For  Sale 


Two  4-ton  Derricks,  ¥200  to  $350. 

Stone  Cutting  Machinery 

One  Diamond  Saw. 

One  Lincoln  Planer,  open  side. 

Two  sets  gang  saws. 

Lorries,  Box  Wagons,  Motors,  etc. 


48-49 


Fred  Holmes  &  Sons,  Limited, 

1107   Yonge   St.,  Toronto,  Ont. 


For  Sale  En  Bloc 


Seventy  thousand  dollar  Factory  and  Plant, 
with  a  large  stock  of  aggregates  and  colors  for 
the  manufacture  of  Concrete  Sewer  Pipe,  Hollow 
Blocks,  Bricks,  Cornices,  Friezes,  Ornamental 
Blocks,  Floor  and  Roof  Tiles.  For  particulars 
apply  to: — 

S.  C.  FOWLER,  Liquidator, 
45-48  No.  70  St.  Paul  Street,  Quebec. 


Late  News  Items 

Montreal,  Que. 

John  Dominique,  189a  Marcil  Avenue, 
has  commenced  the  erection  of  an  apart- 
ment house  and  will  do  all  work  except 
plumbing  and  heating.  Brick  construc- 
tion.   Estimated  cost,  $20,000. 

J.  Brunette,  Cote  St.  Luc  Road,  has 
started  work  on  seven  residences,  esti- 
mated to  cost  $28,000.  Frame  and  brick 
construction. 

Quebec,  Que. 

In  connection  with  the  theatre  which 
has  been  ereected  on  De  Salaberry  Street 
for    the    Montcalm    Theatre  Company, 


Limited,  the  contract  for  heating  and 
plumbing  has  been  let  to  John  T.  Quinn, 
91  St.  Patrick  Street,  and  the  electrical 
work  to  Goulet  &  Belanger,  St.  Joseph 
Street. 

The  general  contract  for  the  erection 
of  a  residence  for  C.  A.  Hurteau,  92  St. 
Cyrille  Street,  has  been  awarded  to  La- 
voie  &  Frere,  56  Jeanne  d'Arc  Street,  and 
work  has  been  started.  Brick  construc- 
tion. Estimated  cost,  $7,000.  Architect, 
L.  A.  Robitaille,  Lindsay  Building,  St. 
John  Street. 

The  Parish  Church  of  Limoilou  has 
been  destroyed  by  fire,  entailing  a  loss  of 
$200,000.  The  edifice  will  be  rebuilt,  and 
the  stone  walls,  which  are  still  standing, 
will  probably  be  re-used.  Curate,  Father 
Maurice. 


Sandwich,  Ont. 

The  Town  Council  contemplate  the 
construction  of  a  sewer  at  an  approxi- 
mate cost  of  $23,122,  and  a  watermain, 
estimated  to  cost  $20,457.  Clerk,  E.  R. 
North. 

Sherbrooke,  Que. 

Audet  &  Charbonneau,  architects,  37 
King  Street,  will  receive  tenders  until 
December  1st  for  the  erection  of  a  busi- 
ness block  on  Wellington  Street.'  Fire- 
proof construction.  Approximate  cost, 
$50,000. 

Arthur  Baillargeon,  188  King  Street 
West,  has  let  the  contract  for  the  erec- 
tion of  a  tenement  house  to  J.  Charet, 
Liverpool  Street.  Brick  and  frame  con- 
struction.   Estimated  cost,  $6,00t>. 

St.  Stephen,  N.B. 

Haley  &  Sons  are  rebuilding  their  lum- 
ber plant  at  an  approximate  cost  of  $30,- 
000.  The  storage  house  for  dry  lum- 
ber has  been  erected  and  the  foundations 
for  the  mill  completed.  They  will  re- 
quire saws,  planers,  lathes  and  pipes  for 
heating. 

Toronto,  Ont. 

The  following  contracts  have  been  let 
for  alterations  and  additions  to  the  resi- 
dence of  H.  B.  Johnston,  care  of  the  ar- 
chitects, Eden  Smith  &  Son,  33  Scott 
Street: — masonry,  Davidge  &  Lunn. 
Sykes  Avenue,  Weston;  carpentry,  C. 
Cooper,  382  Dupont  Street;  plastering. 
E.  J.  Curry.  57  Queen  Street  West; 
plumbing,  Sheppard  &  Abbott,  78  Har- 
bord  Street;  heating,  J.  Harrison,  8  St. 
Mary's  Street;  wiring,  R.  A.  L.  Gray  & 
Company,  85  York  Street;  tile,  Italian 
Mosaic  &  Marble  Company,  College  St.; 
hardware,  Canada  Hardware  Limited,  39 
Richmond  Street  East;  roofing,  G.  M. 
Bryan,  524  Yonge  Street;  painting,  Wil- 
liam Paris,  82  Amelia  Street.  Brick  con- 
struction, with  stone  trim.  Approximate 
cost,  $23,500. 

The  Board  of  Control  will  receive  ten- 
ders until  January  16th  for  the  installa- 
tion of  a  centrifugal  sewer  pump  at  the  k 
Main  Sewage  Pumping  Station.  Speci- 
fications at  Room  6,  City  Hall. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


I'll  K   CONTRACT  RECORD 
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CRANES 


T>  |>o  Kt  ruiu*    l.t'itrn  nt>out  our  Type  K 
BlOOtZlO  l  i  .n  elipg  I  1  tU 


ant 


ELECTRIC  HOISTS,  DERRICKS,  ETC. 

for  all  purposes. 

We  can  make  your  Crane  or  Hoist  in  Canada.  Write 
us  about    your    Crane  requirements    for  any  purpose. 

Northern  Crane  Works,  Limited,  Walkerville,  Ontaiio 


Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


OUR  LINDSAY  WORKS 


We  Manufacture 
Water  Wheels,     Hydraulic  Governors, 
Centrifugal  Pumps,       Mill  Machinery 
Fly-Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Water  Supply 
from 
Deep  Wells 

is  obtained  at  a 
minimum  cost  by 
use  of  our  deep 
well  pumps. 

Write  for  Bulletin  26 
explaining  the  use  of 
Cook's  Patent  Brass 
Tube  Well  Strainer. 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


Crushed  Rubble  Dimension 

CROOKSTON  QUARRIES 

Crushed  Stone — Clean,  tough  stone,  specially  suitable  for  concrete  mix  and  macadam  roads.    Although  we 
have  supplied  hundreds  of  cars  of  stone  to  Toronto,  Montreal  and  intervening  points  we  have  never  had  one 

car  rejected. 

Rubble  Stone — From  one  man  size  to  blocks  weighing  many  tons. 
Dimension  Stone    The  stone  that  has  stood  the  test  for  half  a  century. 

Capacity  500  ton»  a  day  C.P.R.  and  G.T.R.  Connections  Telephone  Madoc  2.  R  3 — 2 

ASK  US  FOR  QUOTATIONS 

QUINLAN  &  ROBERTSON,  Limited,  Crookston,  Ontario 
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Made  in  Canada 


OUR  new  plan  to  guarantee  Barrett 
Specification  Roofs  for  20  years  seems 
to  have  met  with  instant  welcome  from 
architects,  owners  and  roofing  contractors. 

During  the  first  few  weeks  the  plan  was  in 
operation  several  million  feet  of  Barrett  Spe- 
cification Guaranteed  Roofs  were  specified. 

This  means  that  the  owners  of  these  roofs  are 
guaranteed  against  all  roof  repair  and  upkeep 
expense  until  1936. 

This  new  Guaranty  Bond  is  issued  on  all 
Barrett  Specification  Roofs,  of  50  squares  or 
more  in  all  towns  in  Canada  and  in  the 
United  States  of  25,000  population  and 
over — and  in  smaller  centers  where  our  In- 
spection Service  is  available. 

Our  only  requirements  are  that  the  roofing 
contractors  be  approved  by  us  and  that  The 
Barrett  Specification  dated  May  1.,  1916, 
shall  be  strictly  followed. 

The  Guaranty  is  arranged  for  as  follows  : 

The  owner  or  his  architect  orders  the  roofing 


contractor  to  "construct  a  Barrett  Specifi- 
cation Roof  and  get  for  him  a  20  Year 
Guaranty  Bond  for  the  work." 

The  contractor  notifies  us  that  he  wishes  the 
20  Year  Bond  and  will  construct  the  roof 
under  the  supervision  of  our  Inspector 

Our  Inspector  on  completion  of  the  job  certi- 
fies that  the  proper  quantity  of  Specification 
Pitch  and  Felt  has  been  used  and  that  The 
Barrett  Specification  of  May  1,  1916,  has 
been  strictly  followed. 

On  our  O.  K.  of  the  job,  the  U.  S.  Fidelity 
&  Guaranty  Company  issues  a  regular  20 
Year  Guaranty  Bond,  by  which  the  owner  is 
relieved  of  all  costs  for  repairs  or  mainten- 
ance to  the  roof  during  the  next  20  years. 

The  Guaranty  Bond  costs  the  owner  and 
roofing  contractor  nothing.  The  service  is 
free  in  the  interest  of  good  workmanship  and 
the  good  repute  of  our  materials. 

If  you  are  interested  in  the  proposition  we 
shall  be  glad  to  send  you  further  details. 


THE    PATERSON    MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER 

THE   CARRITTE-PATERSON    MANUFACTURING    CO.,  LIMITED 

ST.   JOHN,    N  B.  ^s=^        HALIFAX,  N.S.  SYDNEY,  N.S. 


20  Y  ^t  VtfZe  &Ziyz 


The  owner  of  this  building  is 
guaranteed  against  all  root 
repairs  and  upkeep  until  rgjd. 


Bond  that 
guarantees 
the  roof 
for  20  years 


so 
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A  Plaster  Saving  Test 

ON 

Have  a  competent  man  erect  a  couple  of 
square  yards  of  Herringbone  Lath  on  a  stud 
partition.  The  ribs  of  the  lath  should  be  hor- 
izontal, sloping  upward  and  outward.  Have 
him  also  place  a  similar  quantity  on  a  ceiling. 

Now  have  him  plaster  the  lath  on  the  par- 
tition and,  while  he  is  doing  so,  place  yourself 
on  the  opposite  side  of  the  partition  and  watch 
the  result.  His  trowel  passes  upward  over  the 
lath.  Each  horizontal  rib,  forming  the  stiffen- 
ing framework  of  the  lath,  also  acts  as  a  baffle, 
throwing  the  excess  of  wet  mortar  back  on  the  trowel.  The  twisted  filaments  acting  in 
conjunction  with  these  baffles,  make  a  perfect  key  with  a  minimum  of  mortar. 

Now  have  your  man  apply  plaster  to  the  ceiling,  pushing  his  trowel  against  the 
slope  of  the  ribs  so  that  they  save  plaster  in  the  same  manner  that  they  do  on  partitions. 
It  won't  work.  The  ribs  are  too  efficient  for  ceilings.  In  spite  of  the  horizontal  posi- 
tion of  the  twisted  filaments,  there  is  not  enough  mortar  gets  through  the  lath  to  hold  it 
in  place.  Your  plasterer  when  working  on  ceilings,  must  move  his  trowel  parallel  to  the 
ribs  of  the  lath  and  thus  eliminate  a  portion  of  the  economy  resulting  from  the  use  of 
Herringbone  °jffi£T  Lath  on  partitions.  But  this  fact  in  itself,  well  known  to  every  plast- 
erer, demonstrates  conclusively  the  fact  that  Herringbone  c£$£r  Lath  saves  mortar. 

Now,  think  a  moment.  All  Herringbone  Lath  is  made  from  copper  alloy.  This 
feature  eliminates  the  corrosion  problem.  And  Herringbone  C£$£T  Lath  saves  plaster. 
The  saving  amply  offsets  the  small  difference  in  cost  between  Herringbone  CAHoyr  Lath 
and  the  ordinary  kind.  It  adds  nothing  to  the  cost  of  the  building,  therefore,  to  use 
Herringbone  cXnSy  Lath  and  you  get  the  copper  alloy  feature  free. 

That  is  why  the  best  architects  always  insist  on  Herringbone  °$$y  Lath. 

Clarence  W.  Noble 

General  Sales  Agent 


117  Sun  Life  Building 


TORONTO,  ONT. 


Metal  Shingle  and  Siding  Co.,  Manufacturers 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  th'e  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"  Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 
HELLER  &  BRIGHTLY,  p  HI  LA  DELPH  Ta  /r* "!  / "S  hi  c  eYs  7  0  " 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


!  I 


Contractors  for  Waterworks  Construction, 
Manufacturers  ol  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling— Positively  LEAK  PROOF. 

We  are  the  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.      VANCOUVER,  B.  C. 


DAKE  SWINGING 
ENGINE 

with  Automatic 
Brake  Attachment 

Always  ready  and  speeds 
up  the  work  on  any  job. 
Engine  has  no  dead  center — 
It  starts,  stops  and  reverses 
instantly.  The  brake  re- 
lieves all  stress  on  the  gears 
in  coasting  and  spotting  the 
boom.  Investigate  some- 
thing that  will  save  money 
for  you  by  writing  for  our 
catalog. 


DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

Canadian  Agents 

MONTREAL— Mussens  Ltd.   TORONTO-A.  R.  Williams  Mach.  Co.,  Ltd. 


Pacific  Coast  Pipe  Co.,  Ltd. 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 


1551  Granville  Street 


Vancouver,  B.C. 


James  Thomson,  President. 


J.  G.  Allen,  Vice-President. 


James  A.  Thomson,  Secretary. 


^  CARTSHORE-THOMSON  PIPE  &  FOUNDRY  CO. 


Manufacturers  of 

Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


LIMITED 


CAST  IRON  PI  PE 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 
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i'wvihka  Mi1  lock,  President 


Gordon  F.  Perry,  General  Manager 

NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  ^TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 

Lake  or  Rail  Shipments    MONTREAL,  TORONTO  and  PORT  ARTHUR 


IMMEDIATE  SHIPMENT 


FROM  STOCK 


Rib  Bar 

We  have  a  good  stock  of  all   sizes  of 

Rib  Bars, 
Trussed  Bars 

and  other  products  for  reinforcing 
concrete. 

Get  our  quotation  before  purchasing 

TRUSSED  CONCRETE 
STEEL  CO. 

OF   CANADA,  LIMITED 

WALKERVILLE,  ONT. 

Montreal       -       Toronto       -  Winnipeg 


i  X  S  T  A  L  I.  1  X  G 
■  Steel  Lockers  is 
as  much  a  business 
move  as  installing  a 
time  clock.  They 
save  time  and  money. 
The  largest  firms  in 
Canada  have  in- 
stalled lockers  of 


rUNNISTEEl 

\lJ   LONDON  ■  CANADA 

Handsome,  sanitary,  practically  everlasting;  they  economize  floor 
space,  are  fireproof  absolutely. 

Let  us  send  interesting  literature  for  your  information.  A  post- 
card brings  it. 

Dennis  Wire  &  Iron  Works  Co.,  Limited 
LONDON  CANADA 


WILSON  SCALES 


ARE 


GOOD  SCALES 

We  manufadure  all  styles.  —  Write  us  for  prices. 

C.  Wilson  &  Son 

71  Esplanade  St.  East  TORONTO 


"V\  A  ¥  ¥   C"   New  and  Relaying 
lY.r\l  J^hO  Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


Tenders 


A  few  dollars  spent  in  advertising 

your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 
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Durability 
Accuracy 

Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
%  inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


Los  Angeles 
San  Francisco 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2 — Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  SO  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


W  M  M  MMM  X  M  It  M  *..f  *  *  ft  M  MM  .?'*  MM  /? * .?.?'.?  MM  MM  MMMMM  *» 


etaUi 


Let  us  assist  you  to  make  money 
out  of 

Metallic  Ceilings  and  Walls 

Our  Re-Squared  Ceiling  Plates  lay 

quickly   and  straight  -  they  never  run 

askew.     They  are  stamped  on  steel 

dies  with  Machine-Cut  Beads  and  the 

joints  are  snug  and  neat.    The  labor 

you  save  in  laying  our  ceilings  makes  a 

nice  profit  in  itself. 

The  "Quality  House"  is  Safest    Think  of 
Safety  First 

The  Metallic  Roofing  Co. 

Limited 
Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


; 

% 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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Victor-Francis 

1  ligh  and  Low  I  lead  Water  W  heels 

r^flf^^  l  'u'  fpoih-ni.ik.inL;  installation  of 

^■j  r_  '  j         \  v  tm  Fraiu  is  equipment  to  produce 
4p    Coluu-s,  N. 

zfimg  }  .  inln  ;it<  the  lu^li  din  ieni  J  tli.it 
^"^^^^^^^^  cm  he  otnainol  wit li  well  designed 
and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  anil  710  describe  them. 

Standard  I'mufis  for  Every  Service 
PLAIT  IKON  WORKS      DAYTON,  OHIO 

Sato  Ke preventative*  in  Principal  Cities 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


CJ;;::U  standard  steel 

CONSTRUCTION  CO. 


Reinforcing  B>r> 

"Self-SenterinK" 

Corrugated 
Sheeting 


LIMITED 
WELLAND       -  CANADA 

M  ani  kactureks  and  Erkctorb 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  it  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market. 
Office  -  M  4515-M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand,  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,  Office  North  j  |?g|   Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  In  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


WOODEN  PIPE 


Wire  wound  wood  stave  pipe,  2  in.  to  24  in.  diameter.  Con- 
tinuous wood   stave  pipe,  any  diameter  required. 

CANADIAN  PIPE  CO.,  LIMITED 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  machinery.  Every 
machine  driven  by  a  separate  electric  motor.  Satisfaction 
Gua  ranteed. 

Office  and  Factory— 550  Pacific  St.,  VANCOUVER,  B.C. 


Canada  Iron  Foundries.  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 
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"Maximum  Power  at  Minimum  Cost" 


Leading  Points  of  Classes  "EL"  and  "FL" 

Ingersoll-Rand  Air  Compressors 

1.  PRICE — They  bring  the  highest  possible  quality  at 

the  lowest  consistent  price. 

2.  CAPACITY — They  have  a  larger  capacity  per  unit 

of  space  than  any  other  small  compressor. 

3.  POWER   ECONOMY      Every  horse   power  of 

energy  returns  a  higher  value  in  compressed 
air  than  in  any  other  type  within  their 
range  of  sizes. 

4.  AUTOMATIC  OPERATION  —  Thoroughly  reli- 

able, completely  automatic,  self-regulating 
and  in  every  way  capable  of  taking  care  of 
themselves. 

5.  WEARING  QUALITY  —  The  best  material  the 

market  affords  gives  them  the  wearing  quality 
which  makes  them  permanently  profitable. 

6     TYPE  — They  embrace  simplicity,  accessibility  and 
suitable  method  of  drive. 

Ask  nearest  office  for  any  information  desired. 

Canadian  Ingersoll-Rand  Company,  Limited 

Commercial  Union  Bldg.,  Montreal,  Canada 

WORKS:   SHERBROOKE,  QUE. 

Sydney        Toronto        Cobalt        Timmins        Winnipeg        Nelson  Vancouver 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,   I. IMF..   AND  BRICK 
Cement -delivered  in  5  barrel  lots,  $1.85  per  bbl. ; 
with  bags.  $2.25:  car  lots,  $1.40  on  the  track, 
with  pkgs..  *l.SO. 

Lime — Grey  44c,  white  50c  per  100  lbs.,  delivered 
in  not  le»»  than  1500  lb.  lots.  At  the  ware- 
house, white  45c.  grey  30c. 

Brick  -No.  1  dry  pressed  red  biick  $17;  buff. 
$17  fob.  the  job;  No.  2,  $14;  common  red 
itock  brick.  $11  to  $14;  strey.  $11  to  $12; 
wire-cut  brick  for  foundation  work.  $0  on 
the  cars,  delivered  $10;  "Tapestry"  brick,  im- 
ported. $25  to  $35;  local  Rug,  $14;  sand  lime 
brick.  $7.00  f.o.b.  car  at  King  Edward  Siding: ; 
$A50  f.o.b.  car  or  wagon  at  plant;  $8.50  de- 
livered on  job.  Paving  brick.  No.  1,  $18  per 
If.  f  ob.  West  Toronto;  No.  2  $14;  paving 
blocks.  No.  1.  $24  per  M. ;  No.  2.  $18.  Sttn- 
Tex  face  brick.  $16  to  $20  per  M. ;  Dcnison 
interlocking  hollow  tile,  $C0  per  M.  Lots 
over  100.000.  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52.  buff  $28.  grey  $27.  plain  pressed 
$17.  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE.  SAND,  AND  GRAVEL 

Toronto  prices,  F.  O.  B.  Car: 
Crushed  stone— 2  in.,  $1.30;  1  in.,  $1.40:  *$-in., 
$1.40;  nibble  stone,  in  car  lots,  $1.30  per  ton 
f.o.b.  car 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — Pit  run,  75c  to  S5c  per  ton  f.o.b.  Toronto; 
screened,  $1  per  ton  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$24;  18  ft.,  $25;  1-in.  Hemlock,  No.  1  $24; 
No.  1  Hemlock  decking  $24  to  $25;  No.  2 
Hemlock,  dimension  and  1  in.,  $20  to  $22. 

Pine — 1-in.  by  4-in.  to  6-in.,  $30;  1-in.  by  8-in., 
$.32;  1  in.  by  10-in.,  $33;  1-in.  by  12-in.,  $33 
to  $35;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $30  to  $35;  Vs  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  H  by 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $29;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto.  $32;  pine  trim  4-in.  casing,  $1.75  per 
100  ft.;  6-in.  ditto,  $2;  8-in.  pine  base,  $2.76 
to  $3.25;  4-in.  pine,  window  stool,  $2.75. 
Shingles— XXX  B.  C.  shingles  $3.85;  N.  B.  extras 
$4;  N.  B.  clears  $3.66;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10 ;  No.  1  spruce  lath  $4.75. 
Dimension  Timber  <B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14,  14  x  16,  $40;  10  x  16, 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$40.50;  12  x  18,  18  x  20,  $41.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $42.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars — $3.40  to  $5  base;  twisted 

and  deformed,  $3.50  base. 
Shapes — Over  35  lbs.  per  yd.,  $3.40  per  100  lbs. ; 

under  35  lbs.  per  yd.,  $3.60  per  100  lbs. 
Plates — 12  ins.  and  under,  $4  per  100' lbs. ;  over 
12  ins,  and  under  36  ins.,  $3.80  per  100  lbs. ; 
36  ins.  and  over,  $4.20  per  100  lbs.    Tank  and 
boiler  plates — 54  in.  and  over  and  under  36 


ins  ,  $4.40;  30  ins.  and  over,  $4.90.  Gauge 
plates— Nos.  10,  12.  14,  $4.60  to  $4.80  per  100 
lbs.  Black  American  bessemcr  plates — 28 
gauge,  $3.75  to  $4  per  100  lbs. 

Extras — l/10c  per  lb.  extra  for  cutting  to  length, 
for  plate  less  than  14  in.  thick,  for  all  Bethle- 
hem sections,  for  angles  less  than  5  in.  com- 
bined legs  and  beams  and  channels  under  0 
ins.,  for  18,  20,  and  24  in.  beams. 

Galvanized  iron— 28  gauge  $0.50  to  $7.00. 

Cast-iron    pipe — Standard    prices,    carload  lots, 
f.o.b.  Toronto:  4-in.  $38  per  net  ton;  6-in.  and 
up  to  $.'17,  with  $1  extra  for  gas  pipe. 
SEWER  PIPE 

Sewer  Pipe — Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft. ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15  in.  to  18-in.,  65  per  cent.,  20- 
in.   to  24-in. 

PAINTS  AND  OILS 

White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbis.,  $1.15  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.12  per  gal. ;  red  lead, 
dry,  $14  per  100  lbs. ;  putty  in  bulk,  $4  per 
100  lbs.;  in  100-lb.  drums,  $4.40;  putty  in 
25-lb.  tins,  $4.50  per  100  lbs.;  steel  sash 
putty,  $5  per  100  lbs. ;  turpentine,  in  bbls., 
72c  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.30  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $15; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic.  No.   1,  $15;  red  rustic,  No.   2,  $13; 

buff  (smooth),  $21;  buff  (rough),  $20;  plastic 
$9.00. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42  in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  *4-in.  $1.65;  M-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 

Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles — 3  in.  x  3  in.  and  up,  $3.75;  1  in. 
x  1  in.  x  '/i  in.,  25c  extra;  J4  In.  x  H  in. 
x  H  in.  60c  extra.  Boiler  plates — $4  in. 
thick  and  thicker,  $5.00.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$5.25;  under  30  in.  dimension,  $5.50.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.50; 
35  lbs.  per  yd.  and  over,  $4.25;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gaug*. 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.60  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60. 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2y2  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50.  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.       Plaster  of 
Paris— $2.35  per   bbl.     Rope— Best  Manilla, 

22'/2C  basis  per  pound;  British  manilla,  18c 
basis ;  sisal  rope,  16c  basis ;  lath  yarn  16c 
Boiled  linseed  oil — in  barrels  $1.12j/2  per  gal. 
of  !)  lbs.  Raw  linseed  oil — in  barrels,  $1.10 
per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.   1  dry  pressed,   red  and  buff,  $35 ; 
common  red  stock,  $25;  common  grey  stock, 
$12 ;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,   $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $2.50  per  yd.;  1-in.,  $2.75; 
-34 -in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — .Per  yard,   delivered,  $1.85. 

Crushed  Granite— V/2  and  2-in.,  $2.65;  U-in.  and 
1-in.,  $2.90;    H-in.   and  dust,  $3.20. 
LUMBER   (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  6,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16. 
6  x  10,  6  x  12,  8  x  12,  $39;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $106;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  554-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round   bars,  $3.35  per  100  lbs. ;  square 
twisted,  $4  per  100  lbs. ;  channels  and  angles, 
$4.25;  beams,  $4;  plates,  $5  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,  car  load  lots, 
f.o.b.   Winnipeg,  $3S  per  ton. 

(Continued  on  page  58  ) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

LIMITED 

BAR  STEEL 

Mills  and  General 
Offices : 

SYDNEY,  N.  S. 

WIRE  NAILS  -     WIRE  PRODUCTS 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :    St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(V  outinurd  doru  page  N>) 

SB  WEB  PIPE 
Sewer  Pipe—  Wholesale  price*  f.  o.  b.  Winnipeg, 
pd  ft,,  3  in.,  0  cents;  4  in.,  11  cents;  5  in.. 
It)  cents;  6  in.,  1S>4  cents;  8  in.,  30  cents; 
9  in.  33  cents;  10  in.,  40  cents;  12  in.,  60 
cents;  13  in.,  TS  cents;  IS  in.,  $1.00;  20  in., 
$1  SO;  24  in..  $2.00. 

SUNDRIES 

Hard  Wall  Plaster— Unsanded,  $13  per  ton;  sand 
e  l.  $7  30,  delivered  on  job.  Plaster  of  Paris, 
$13  30  per  ton;  Hammer  Hrand,  $3.75  per 
bbl  .  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11. 50 
l<er  100  lbs.;  boiled  linseed  oil,  in  bbls.,  OS 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs.  ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25  1b.  tins.  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Grey  Portland.  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300   lbs. ;   superfine,   white,  $9.50  per   bbl. ; 

white  Portland  cement.  $2.45  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime— $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 

Brick    Common  red  brick,  $11.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick;  $30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
house;  $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand    Brick  and  plaster  sand  $1.85  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel    $2.00  pur  yard  delivered. 
Prices  of  stone  are  still  open. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 28  gauge,  $7.50  per  100  lbs. 

Corrugated  iron — 20  gauge,  6,  7  and  8  ft.  sheets 
$0.05,  5,  9  and  10  ft.  sheets,  $6.80  per  square. 

Black  steel  sheets,  24  gauge,  $5.35  per  100 
lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse : 
4-in.,  12y2c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime— $14.00  in  car  lots. 

Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade, 
14j/$c  basis;  sisal  rope,  12%c  basis. 

PAINTS  AND  OILS 

Mixed  Paint— Per  gal.  $2.45  to  $3.00. 

White  lead— Ground  in  oil,  $14.90  per  100  lbs. 

Boiled  linseed  oil— In  bbls.,  $1.40  per  gal.  of  9 

lbs. 

Raw  linseed  oil — In  bbls.,  $1.38  per  gal. ;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.S5;  turpentine,  in  bbls.,  95  cents. 


lescopic  Hoist 

-jdndbraho  attachment 


MADE 
IN 

CANADA 


Are  You  Providing  for 
the  Removal  of  Ashes  ? 

HUNDREDS  of  prominent  architects  are  now  repeat- 
edly specifying  the  G&G  Telescopic  Hoist  for  the 
removal  of  ashes  in  all  types  of  buildings — resi- 
dences, schools,  office  and  apartment  buildings,  churches,  etc. 
This  hoist  is  made  in  five  convenient  models.  The  Model  A 
Hoist  illustrated  may  be  operated  by  one  man,  unaided.  It 
is  noiseless,  speedy  and  safe. 

Raises  load  at  guaranteed  speed  of  30  feet  per  minute.  Oper- 
ated from  sidewalk  level.  When  not  in  use  hoist  telescopes, 
and  no  part  shows  above  grade.  Every  hoist  subjected  to 
thorough  working  test  before  shipment. 

WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  "A"  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


1 


m       BLACK  BUILDING  SUPPLY 
CO.,  LTD.,  TORONTO. 
Agents  for  Ontario 


WM.  N.  O'NEIL  CO.,  LTD., 
VANCOUVER, 
Agents  for  British  Columbia 


&  S.  H.  THOMPSON  &  CO  , 
LTD.,  MONTREAL, 
Agents  for  Quebec 


W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 


j 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 


Keith 

Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the 


Keith r   Fan.  Com- 


parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.        Write  (or  our  New  Catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office:  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO.,  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Built  for  CP. R.Montreal 


CANADIAN 
CHICAGO  BRIDGE  &  IRON  CO. 

Limited 
BRIDGEBURG.  ONTARIO 
Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 
"  Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.    Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:— 
Bridgeburg,  Ontario.  130  Janet  Street  ' 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 
SHOPS:— Bridgeburg.  Ont. 
Chicago,  111.  Greenville,  Pa. 


Montreal 


TORONTO 


Winnipeg 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 

Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U,  S.  Letters  Patent 

Toronto       -  Canada 
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Civil 

Electrical 
Mechanical 


Directory  of  Engineers 


Contractors 

Special 

Interests 


Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Chipman      Geo.    H.  Power. 


BRYAN  PONTIFEX 

Chartered  .  Xccountant. 
SPECIALTY 
MANUFACTURERS'  AND 
CONTRACTORS'  ACCOUNTS 

Excelsior  Life  Bldg.,  Toronto 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  aH'important  Canadian, 
American  and  European 
Works. 

Head  Office  MONTRFM 
and   Main   L.boratoriea:  WUtllRLAL 

Branch    Offices   and  Laboratories — 
TORONTO,  WINNIPEG,  EDMONTON, 
VANCOUVER  and  NEW  GLASGOW 


HADDIN  &  MILES 

LIMITED 

( Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG     —  CALGARY 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 

Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,      •  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 


Phone 
Main  904-905 


Office  and  Works: 
62  Esplanade  E.,  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DAT  CMrC       SECURED  OR  OUR 
"H  I  till  O        FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 

Reg.  Patent  Attorneys  Ottawa,  Canada 


ANGLINS 


LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WORK. 
LARGE  OR  SMALL 
RECEIVES  OUR 
BEST  ATTENTION 


Power  &  Son, 


Architects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


Crushed 
Stone 

BRICK 


Cut 

Stone 
SAND 


T.  A.  Morrison  &  Co.,  204st.j.»-.st. 


MONTREAL 


H.  J.  Griswold, 

Montreal. 


B.  W.  Seton, 

Toronto. 


DOMINION  ENGINEERING 
&  INSPECTION  CO. 

Inspecting  and  Testing  Engineers 
Head   Office  and  Laboratories, 
318   Lagauchetiere  St.   West,  Montreal. 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 
CEMENT  TESTING  AND  REIN- 
FORCED  CONCRETE  INSPECTION 
MILL,  SHOP  AND  FIELD  INSPEC- 
TION OF  STEEL  STRUCTURES 
AND  BRIDGES 
TESTS   AND   INSPECTION   OF  IRON 
AND  STEEL  PIPE,  ETC. 
EXPERT  EXAMINATIONS  AND 
REPORTS 

Represented  at  New  York,  Pittsburgh  and 
Chicago ;  Glasgow  and  London,  Eng. 
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Meet  All  Requirements 

"American"  Fire  Pumps  meet  all  requirements  of 
Underwriters'  Associations,  because  in  their  design, 
material  and  workmanship  high  quality  is  maintained, 
and  every  pump  is  carefully  tested  in  our  own  lab- 
oratory before  it  is  permitted  to  leave  our  Works. 

When  so  ordered,  these  pumps  are  furnished  direct 
connected  by  flexible  shaft  coupling  to  high  speed 
enclosed  ventilated  motor,  so  designed  that  in  case 
of  hose  rupture  it  will  not  deluge  the  motor. 

Catalog  1352  describes  them. 
Write  for  your  copy. 

The  American  Well  Works 

General  Office  and  Works :  Aurora,  111. 
Chicago  Office:  First  National  Bank  Building 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 
Gorman,   Clancy   &   Grindley,   Ltd.,   Edmonton  and 
Calgary. 

B.  C.  Equipment  Co.,  Vancouver,  B.  C. 


ELEVATED 

STEEL  TANKS 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "  100  feet  to  top 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Pittsburgh-Des  Moines  Steel  Co 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

B45  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Havana,  Cuba— Room  65,  Nova  Scotia  Bank  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


Fancy 
Faced 
Brick 

Our  concrete  bricks  have  a  rus- 
tic finish  that  is  absolutely  water- 
proof. It  is  obtained  by  a  patent 
process  which  produces  perfect 
crystalization.  Can  be  had  in  any 
color  or  combination  of  colors. 
For  mantels,  churches,  residences  or 
decorative  work  our  brick  is  ideal. 
Cost  no  more  than  ordinary  brick 
but  much  more  effective. 

GET  OUR  LITERATURE 

ORIENTAL  BRICK  CO. 

Plant  and  Head  Office: 

143  Royce  Ave.,  TORONTO 

Phone  Junction  5372 


IE 


tta 


McGregor  &  Mclntyre 


Limited 


Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 
Main  Structural  Shop:  130  ft.  x  400  ft 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
-   Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcreit  1614  '815  1618 
Private  exchange  connecting  all  departments 
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The  Quickest  Heating  Rivet  Forge  Made 

Therefore  the  Most  Efficient 


The  ability  of  any  forge  to  produce  quick 
heat  lies  in  the  blower.  The 

Canadian  Rivet  Forge 

No.  625 

is  fitted  with  the  famous  Canadian  200 
Blower — the  blower  that  gives  more  blast 
than  any  other  made.  It  is  also  guaran- 
teed for  io  years  against  repairs  due  to 
wear.  ' 
A  heavy  round  Tuyere  Plate  distributes 
the  blast  so  as  to  insure  the-  best  results 
in  heating. 

This  is  a  very  popular  forge  with  contrac- 
tors and  you  should  lose  no  time  in  getting 
our  catalog  179-12. 

Canadian  Blower  and  Forge  Co. 

Kitchener,  Ontario  Limited 

St.  John      Montreal      Toronto      Winnipeg  Vancouver 


Do  You    Know    the   Proper  Thickness 

of  Covering  to  Use  ? 


NONPAREIL 

HIGH  PRESSURE 

COVERING 

frjr  Moated  Stir/aces 


)      <*  ) 


Suppose  the  lines  in  your  plant  are  carrying  steam  at  150  pounds 
pressure  with  100  degrees  of  superheat.  Now,  if  it  costs  15  cents  to 
generate  1000  pounds  of  steam,  including  the  cost  of  coal,  labor, 
and  overhead,  do  you  know  what  thickness  of 

Nonpareil  High  Pressure  Covering 

For  Steam  Lines,  Boilers,  Etc. 

would  be  the  most  economical? 


This  Book  Will  Tell 


On  pages  40-45  of  this  new  84-page,  bound 
book,  entitled  "Nonpareil  High  Pressure  Cover- 
ing," are  given  the  data  necessary  to  solve  just 
such  problems.  This  information  is  not  based 
on  general  assumptions,  but  has  been  determined 
by  painstaking  investigations  and  the  experience 
gained  through  years  of  designing  and  installing 


scientific  heat  insulation 

This  feature  is  just  one  of  the  many  that  make 
the  publication  of  value  to  those  who  are  inter- 
ested in  the  scientific  insulation  of  heated  sur- 
faces. A  copy  of  the  book,  and  a  sample  of  Non- 
pareil High  Pressure  Covering  will  be  sent,  free 
of  charge,  to  those  who  request  them. 


Armstrong  Cork  &  Insulation  Co.,  Ltd.,  505  McGill  Building,  Montreal,  Que. 

Also  manufacturers  of  NTonpariel  Insulating  Brick  for  furnaces,  boiler  settings,  etc.,  and  Nonpareil  Cork  Covering  for 

drinking  water  purposes, 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


1 1  Ml  TED 


VALVE.  HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &■  Foxier  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated;  pi  ice  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  VV.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Book  Company.  279  pages, 
illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  \V.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  200  pages,  illustrated.  Price 
$1.50. 

Handbook  for  Highway  Engineers,  by  Wilson  G.  Haiger  and 
Edmund  A.  Bonney.  Second  Edition  just  published  by 
McGraw-Hill   Book   Company.     009  pages.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.     480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  u  orked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in   1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   304  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etche- 
verry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  lohn  Wiley  &-  Sons.  1,110  pages,  illus- 
trated.    Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,   illustrated.     Price  $1.00. 


L-r.        .L-r.j     jjtigcs,     iiiusiiiiicu.        1  lice  fl.VU. 

Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John    Sharp.      Published   in   1914   by    Longmans,    Green  & 
illustrated.     Price  $1.50 


Some  C 
Johi. 

Company.    142  pages 


Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Claris  Publishing  Company  in  1013.  260 
pages,  .illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  I).  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  McGraw- 
Hill  Book  Co.     388  pages,  illustrated.     Price  $2.00. 

Use  of  Water  in  .Irrigation,  by  Samuel  Portier.  Published  in 
1015  by  McGraw-Hill  Book  Company.  205  pages,  illus- 
trated.     Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   S43  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise 'on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  1.  With  numerous  plates  and  180  illustrations.  Pub- 
lished by  Castle  Litbo  Limited,  Bristol,  England,  in  1914. 
208  pages.     Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Flinn,  Robert  Spurr 
Weston  and  Clinton  Lathrop  Bogett.  Just  published  by 
McGraw-Hill  Book  Company.  824  pages,  illustrated.  Price 
$0.00. 
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If  your  rope  breaks 
your  work  stops 


Use 


"DOMINION" 

Dependable  Rope 


The  Dominion  Wire  Rope  Company,  Limited 

MONTREAL,  TORONTO,  WINNIPEG 


In  Peace  or  War  ^frc 


"High  Speed  Steel 


Manufactured  by  the  World  Famous  Makers 

JOHN  HY.  ANDREW  &  CO.,  LIMITED 

Is  The  World's  Choice 

1916  Methods  are  CHEAPER 

use 

"Industrial"  Works  Locomotive 
Coaling  and  Wrecking  Cranes 

Steam,  Electric  or  Gasoline 


It  vour  Contract  is  for  Dredging,  Excavating,  Building, 
Sewers,  or  the  Re-handling  of  materials 
Let  us  quote  you  for 

"HAYWARD"  BUCKETS 


Branch : 
108  Mail  Building, 
TORONTO 


MONTREAL 


Vol.  30 


Toronto,  December  6,  1916 


No.  49 


Rogers  Cement 


This  notable  feat  of  concrete  construction — the  power  dam  at  Eugenia  Falls — was  made  possible  by  the 
use  of  Rogers  high  quality  cement. 

The  contractors — Amburscn  Hydraulic  Construction  Company  of  Canada.  Limited,  completed  this  dam 
six  months  after  the  contract  was  signed.  This  is  a  record,  and  the  contractors  say.  in  writing  to  us:  "We 
may  add  that  a  considerable  factor  in  the  record  made  was  the  fact  that  your  company  co-operated  with  us 
in  every  way  possible  in  keeping  us  supplied  with  cement  of  a  satisfactory  quality." 

We  have  a  real  service  to  offer  you  as  well  as  high  grade  cement. 


Alfred  Rogers,  Limited, 


28  King  Street  W. 
TORONTO 


Alphabetical  Index  to  Advertisers,  Page  16 


Classified  Directory  to  Advertisements,  Page  6 
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Built  of  Sackville  Freestone 

Block  Stone 
Dimensions 
Random 
Shoddy 
Head  Sills 
Stone  Sawing 


a  — ^  «  Quarried  in  Canada  " 

Bank  of  Montreal,  Moncton,  N.  B.  ^^===^=^=^====:^=. 

SACKVILLE  FREESTONE  COMPANY,  LIMITED,  sactou* 

Toronto  Agent:  A.  W.  STEWARD,  BUILDERS'  EXCHANGE 


"BEATTY" 

Hoisting  Engines, 
Clamshell  Buckets, 
Steel  Derricks, 
Derrick  Irons, 
Dipper  Dredges, 
Hydraulic  Dredges, 
Centrifugal  Pumps. 

Catalog  describing  above  on  request. 
Your  inquiries  will  be  answered  quickly. 
Utilize  our  50  years'  experience  in  this  field. 

M.  BEATTY  &  SONS,  LTD,  Welland,  Ont. 

H.E.  PLANT  1790  St.  James  Street,  Montreal, Que.        —  Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

E.  LEONARD  &  SON'S  St.  John,  N.  B.  KELLY-POWELL  LTD  McArthur  Bid*.  Winnipeg, Man. 


Work  of  this  kind  calls  for  dependability  -  "Beatty"  Hoists  furnish  it. 


1  December  6,  1 916 
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Everything 
in 
Rubber 


Made 
in 

Canada 


13UY  ONLY  those  goods  that  have 
a  reliable  maker's  name  on  them. 

The  largest  Rubber  Company  in  Can- 
ada, if  not  in  the  British  Empire, 
stands  behind  all  rubber  products  that 
carry  the  Dominion  Rubber  System 
Symbol. 


Canadian  Consolidated  Rubber  Co.,  Limited 

Head  office:  Montreal,  P.  Q. 

"Service"  Branches  at  Halifax,  St.  John,  Quebec,  Ottawa, 
Toronto,  Hamilton,  Brantford,  London,  Kitchener,  North 
Bay,  Fort  William,  Winnipeg,  Regina,  Saskatoon,  Edmonton, 
Calgary,  Vancouver  and  Victoria. 
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1  o  Seen i  e 
ECONOMY  and  DURABILITY 


Construct  Your 

SEWERS 


trom 


Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 


Limited 


KEMPTVILLE 


ONTARIO 


'Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price.  " 


N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,  Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery.  Pumps,  centrifugal  and  reciprocating,  Steam  Turbines,  Tanks,  Water  Wheels,  Water 

Works  Plants 


Lachine  Water  Werks 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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Dunlop  Mill  Fire  Hose  O.K'd  by  the  Underwriters 


Here  is  one  of  the  greatest  compli- 
ments ever  paid  to  a  manufacturer  of 
Mill  Fire  Hose  in  Canada: 

The  Underwriters'  Laboratories,  Inc. 
Chicago,  make  it  known  that  the  Dun- 
lop Tire  &  Rubber  Goods  Company  are 
authorized  to  use  the  Underwriters'  label 
of  approval  on  Dunlop  Underwriters' 
Mill  Fire  Hose  (Cotton  Rubber  Lined). 

You  can  understand  the  wonderful  sig- 


nificance of  this  "O.K."  to  the  Canadian 
manufacturer  and  mill  man  requiring  fire 
hose. 

To  purchase  Mill  Fire  Hose  (Cotton 
Rubber  Lined)  without  investigating  the 
surpassing  merits  of  Dunlop  make — ap- 
proved by  the  Underwriters — a  verdict 
money  cannot  buy — is  to  deny  yourself 
all  that  a  Mill  Fire  Hose  can  possibly 
represent  in  efficiency  because  the  great 
critics  in  effect  say:  "Dunlop  represents 
Leadership!" 


Quality  Perpetually  Repeated — Dunlop  Water  Hose 


In  Water  Hose,  "Hercules"  and  "Peer- 
less" take  front  rank  because  for  years 
they  have  kept  up  a  "repeat"  on  quality 
that  even  their  best  friends  did  not  think 


possible  in  any  brand  of  Hose.  We  re- 
commend "Hercules"  for  extra  heavy 
service. 


"Made  to  Work,  Not  to  Look  at"—  Dunlop  Steam  Hose 


Dunlop  "Gibraltar"  and  Dunlop  "Long- 
life"  Steam  Hose  are  "made  to  work, 
not  to  look  at." 


In  all  the  provinces  you  will  come 
across  Dunlop  Steam  Hose  "on  the 
job."  The  requirements  are  what  are 
usually    styled    "extra    hazardous,"  but 

If  your  plant  is  in  need  of  Hose,  it  is  not  too  late  to  learn  wherein  "Dunlop"  excels. 

Dunlop  Tire  &  Rubber  Goods  Co.,  Limited 

Head  Office  and  Factories    Branches  in  the  Leading 

Toronto  (STEAM)  Cities 


WATER. 
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Alt  Completion 

Cm  Ingei  soil-Rand  Co.  Ltd. 
PUll  lion  Woikt 


Aluminium 

S|  ktHMUU   Agenoet  KcgJ 


An  Hoist* 

Canadian  Ingersoll-Rand  Co. 
Noithcm   Ciane  Works 


Architectural  Iron  Work 

Canada  Wiie  &  lion  Goods  Co. 
McGiegor    3c  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  lmp'lg.  Co. 

Ash  Hoists 

Gillia  &  Geoghegan 


Atphalt 

Aaphalt  &  Supply  Company 


Aiphalt  Shinglea 

Bird  &  Son. 


Blaat  Hole  Drilla 

Mopkina  &  Co.,  F.  H. 


Bloweri  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  lnger»oll-Rand  Co.,  Ltd. 
Sheldona  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Batten 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh   &  Henthorn 

McDougall  Caledonian  Iron  Wkt 

Muaaens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brick 

Oriental  Brick  Company 


Brick  Dryera 
Canadian  Blower  and  Forge  Co. 
Sheldona  Limited. 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan   St   Company,  John 


Brick  Machinery  and  Supplies 

Sheldona  Limited 


Bridges  (Steel) 

Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Co. 
DesMoir.es  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
Pituburgh-DeiMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  &  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wiie  Kope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 


Cable  Terminals 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B,  C.   Lumber  Commissioner 

Cement  Waterproofing 
Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Rogers  Supply  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Ingersoll-Rand  Co. 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 


Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal   Handling  Apparatus 

Beatty  &  Sons,  M. 

Cold    Storage  Insulation 

Armstrong  Cork  Company 
Concrete    Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 
Concrete  Culvert  Pipe 

Blair,  B. 

Dominion  Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian  Fairbanks-Morse  Co. 
Goold    Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 
Gray  Construction  Co.,  John  V. 
Wells  &  Gray  Limited 

Contractors'  Lights 

Foster,  W.  L. 

Contractors'  Plant  &  Supplies 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Goodwin,   Barsby   &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Barsby  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Core  Drilla 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 


Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 


Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 


Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora 
tion 

Crushed  Stone,  Limited 
Hagersville   Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 


Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
National    Equipment  Company 
Northern  Crane  Works 

Douglas  Fir 

B.  C.  Lumber  Commissioner 


Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 


Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &   Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 


Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.  Co.,  Philip 


Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian    Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 
Gent  &  Company 


Electric  Water  Systems 

Ontario   Wind   Engine   &  Pump 
Company 


Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works 
Turnbull   Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fail  -banks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks 


Engineers  (Civil  and  Mechanical) 

Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 


Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Exhaust  Heads  • 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Feed  Water  Heaters 
Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt  Iron  Works 

Fireproof  Doors  and  Windows 

Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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Burlington  Steel 
Co.,  Ltd. 

Hamilton,  Canada 

STEEL  BARS 

For 

Concrete  Reinforcing 

Rounds,  Flats,  Plain  Squares, 
Twisted  Squares 

We   furnish   Rail  Carbon  Steel  Bars 

minimum  Elastic  Limit,  50,000  lbs.  per 
Square  Inch,  in  strict  accordance  with 
"American  Society  of  Testing  Materials," 

specification. 

Increased  Physical  Properties  of  our 
product  allow  use  of  less  Tonnage. 

Bars  bent  to  shape  for  Beams, 
Stirrups,  Etc. 

Prompt  Shipment 
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Fua  Eacapca 

I'tnmi  Wire  &  lion  Works  Co. 
Manitoba  Bridge  &  Iron  Worka 
\Ki.iegoi    »V  Mclntyre 

Flat  Poita 

I'nlario   Wind   Kngine  &  Pump 
Company. 

flooring  Material! 

Armatrong  Cork  Company 

Fuel  Economiiera 

Stuite»ant  C  o.  of  Can..  I. id.,  B.  F. 

Forgea 

C  anadian  Blower  and  Forge  Co 
Sheldona  limited 

Gaa  Engines 

GooldT  Sliapley  &  Muir  Co. 

Gaaolinc  Enginea 

Moving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanka- Morse  Co. 
Goold,  Shaplcy  &  Muir  Co. 
London  Concrete  Machinery  Co. 
i  'ntario  Wind  Engine  &  Pump 

lompany. 

Glasa 

Conaolidated  Glaia  Company 
Luster  Priam  Company 
Toronto  Plate  Class  Imp't'g  Co. 


GoTtrnora 

Boring  Hydraulic  &  Engineering 
Company. 

Hammer  Drills 

Canadian  Ingersoll  Rand  Co. 

Heating  Apparatus 

C  anadian  Blower  and  Forge  Co. 

Sheldona  Limited 

Sturtevant  Co.  of  Can..  Ltd.,  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


II lacks  Duty  Pumping  Engines 
Plait  Iron  Worka 

High  Presaure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
C  onstruction  Company 


Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
lleatty  &  Sons,  M. 
Canadian  Ingersoll-Rand  Co. 
GiUil  &  Geoghcgan 
i  ioold,  Shapley  Si  Muir  Co. 
London  Concrete  Machinery  Co. 
Maish  .\  Henthoin 
Mussens  Limited 
National    Equipment  Company 
Northei  n  Crane  Works 


Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 


Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 


Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 


Insulating  Compounds 

Spielmann  Agencies  Reg^d. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H, 
National  Steel  Car  Co. 


Interior  Finish  and  Doori 

C  anadian  Office  &  School  Fur. 
Company. 


Insulating  Bricks 

Armstrong  Cork  Company 


Jib  Cranes  (all  kinds) 

Northern   Crane  Wor 


ks 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Lead  Pencils 

American   Lead   Pencil  Company 


Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 


Machinery  Insulation 

Armstrong  Cork  Company 


Metal  Lath 

Metallic  Roofing  Company 
Noble.  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 


Oil  Tankt 

Boving  Hydraulic  &  Engineering 
Company 


Ornamental  Brick 

Oriental  Brick  Company 


Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 


Ornamental  Moulds 

London  Concrete  Machinery  Co. 


Paints  and  Varnishes 

Brandram-Henderson  Co. 
Carter  White  Lead  Company 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 


Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Carey  Mfe.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 


Pipe  (Concrete,  Iron  S  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 


(Continued  on  page  10) 


CHAMPION  HOIST 


LONDON  Batch  Mixer 

LOOK  HOW  HIGH  THE  SKIP  RAISES!  Not  necessary 
to  pound  the  bottom  out  of  the  skip  in  order  to  charge  the  drum. 

London  Batch  Mixers  are  Built  to  Last  a  Life  Time.  They  will 
produce  a  Batch  of  Concrete  every  Sixty  Seconds.  A  Creamy, 
Smooth  Mixture.    Just  what  your  Engineer  is  looking  for. 

Why  two  thousand  in  use?  Because  every  Mixer  sold  sells 
ten  more. 

We  make  Twenty-three  different  sizes  of  Mixers.    Send  for 

Catalogue  No.  1. 


Direct  connected.  No  lost  power.  Built  very  strong.  A  high 
grade  hoist  at  a  moderate  price.  We,  make  a  full  line  of  Hoists, 
both  Gasoline  and  Steam. 

Send  for  Catalogue  No.  23,  stating  requirements. 

London  Concrete  Machinery  Co.,  Limited 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada. 
World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Toola 
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STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE     Is  to  add  Strength. 

STEEL   BARS    Are  used  in  Concrete  to  Reinforce. 

D  E  M  A  N  D—    Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK     Your  work  on  reinforcing-  bars  rolled    from  material 

of  questionable  quality. 

FAVOR     US    With   an   opportunity  to  quote  on   your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 

HAMILTON       TORONTO       MONTREAL  WINNIPEG 
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Pirt  and  Boiler  Covering! 

Dominion   Flint  Woiks 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Paterson  Mlg  Company 
Spielmann  Agenciea  (Rgd.) 

Peaciia  (Lead) 

Amencan  Lead  Pencil  Company 

Perforated  Uetala 

Canada  Wue  &  Iron  C.ooda  Co 

Pile  Driving  Machinery 
Heattr  ft  Sona.  M. 
Canadian    Ingersoll  Rand  Co. 
Hopkins  ft  (.  ompany,  F.  H. 
Marah  &  Henthorn.  Limited 

Pipe  Pitting!  and  Flanges 

Pittsburgh    Valve.    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturteirant  Co.  ol  Can..  Ltd..  B.  F. 

Plaster 

Albert   Mfg.  Company 
Britnell  ft  Company 

Plug  Drillers 

Canadian  Ingersoll  Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 


Power  Engines 

Boring  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Woiks 

Bralty  &  Sons,  M. 

Boring  Hydraulic  &  Engineei  ing 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian   Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook.  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Can.  Chicago  Bridge  &  Iron  Co. 
Dominion  Iron  &  Wrecking  Co. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 

Bird  &  Son 

Revolving  Stone  Screens 
Goodwin,  Barsby  &  Company 

Reinforcements,  Concrete  ft  Steel 
Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Dominion  Road  Machinery  Co. 
Exeter  M'k-  Company. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 

Roofing  Material 

Birdft  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 

Dunlop  Tire  &  Rubber  Co. 

Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.  Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 

Scrap  Iron 

Dominion  Iron  &  Wrecking  Co. 

Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.   Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 


Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Co. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Can.  Chicago  Bridge  &  Iron  Co. 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 


Crushed  Stone  for  Macadam  Roads 


Macadam  Roads 
must  be  built 
of  a 

TOUGH 
STONE 

that  will  cement 
WE  HAVE  IT. 


The  Hagersville  Contracting  Company,  Limited 

HAGERSVILLE,  ONT. 


Illlllllllllllllllllllllllll!!^ 
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Quality        -        Reliability        -  Service 

CRUSHED  STONE 

sand     CEJVIENT  gravel 

Rogers  Supply  Co.  Ltd. 

28  King  St.  West,  TORONTO 

MAIN  4519 


"Superior  Graphite  Paint" 

For  the  Protection  of  Steel 

Is  used  so  largely  because  it  has  behind  it  a  successful  reputation 
of  25  years.  Its  use  insures  either  exposed  or  enclosed  surfaces, 
against  rust. 

Leading  ENGINEERS  and  ARCHITECTS  specify  "  Superior  Graphite 
Paint "  for  all  metal  work  because  for  similar  work  it  has  shown 
ACTUAL  PROVEN  MERIT. 

Write  for  new  booklet  on  PROTECTING  STEEL  STRUCTURES,  and 
for  full  information  to 

Dominion  Paint  Works,  Limited 

Montreal  Walkerville,  Ont.  Winnipeg 

Toronto       Made  in  U.S.A.  by  Detroit  Graphite  Co.,  Detroit,  Mich.  Vancouver 


is 
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Solid  Steel  Window  Sash 


1  he-  most  popular  and  extensively  used  Steel  Sash  now  on  the  market,  absolutely  fireproof  and  weather  proof. 
1  he  design  of  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 


tage 


Maximum  Daylight    No  Maintenance  Cost — Lower  Insurance  Rates. 

STEEL  and  RADIATION,  LIMITED 

 -         TORONTO,  Ont. 


Head  Office    Fraser  Avenue 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping* 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

I  n'lfpendent  Co.)  Limited 

SWANSEA  (near  Toronto) 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of  Steel  Plates,  Shapes 
and  Bars  which  we  are  anxious  to  sell  and  would 
be  pleased  to  quote  prices  upon 
receipt  of  enquiries. 


Angles 


44—6"  x  x  ys"  —60' 

20—6"  x  3'A"  x  11/16"— 60' 
29—6"  x  3j/2"  x  H"  —60' 


Bars 

20 —  8"  x  y4"    —30'  0" 

20—10"  x  yA"  —30'  o" 

20—10"  x  5/16"— 30'  0" 

10—11"  x  5/16"— 20'  0" 

9—  8"  x  ys"    —30'  0" 

2—10"  x  9/16"— 22'  0" 


Flange  Quality  Steel 
Circles 


10—36" 
9—14" 
7—18" 
1^14" 
5—48" 
2—61" 

1—  64" 

2—  18" 
2—61" 
1—67" 


3/8" 

3/8" 

3/8" 

7/16" 

7/16" 

7/16" 

7/16" 

1/2" 

1/2" 

1/2" 


Channels 


Tees 


24—12"  at 
74—15"  at 


30  lb.- 
33  lb.- 


-60' 
-36' 


0" 

10 '// 


10—1" 

l'.l  I 

15—1' 


16  'J 

25—2 
4—3 
1  1  3 
1 

10—4 
1 

4- 

9- 


x  1" 

x  iy 
x  \yy 

x  2" 
x  2" 

x  lyy 

x  2/2' 
x  4" 
x  4" 
x  4" 
x  4" 
x  W 
x  3" 
x  4" 


x  1/8" 
1  x  1/4" 
x  1/4" 
x  1/4" 
x  5/16' 
x  5/16' 
x  3/8" 
x  3/8" 
x  3/8" 
x  3/8" 
x  1/2" 
x  7/16' 
x  1/2" 
x  1/2" 


—25'  0" 

—25'  0" 

—30'  0" 

—30'  0" 

—30'  0" 

—30'  0" 

—30'  0" 

—50'  0" 

—50'  0" 

—50'  0" 

—50'  0" 

—40'  0" 

—50'  0" 

—50'  0" 


Zees 


4— 2-11/16 
1—2-11/16 

1—4 

2^-1/16 

1—4-1/8 

1  -4-1/16 

1—4-1/16 

1—1-1/16 

7—5 

1—5 

1—5-1/16 
1—5-1/16 
3—5 
1—5 


x  3 
x  3 

x  3-1/16 
x  3-1/8 
x  3-3/16 
x  3-1/16 
x  3-1/16 
x  3-1/16 
x  3-1/4 
x  3-1/4 
x  3-5/16 
x  3-5/16 
x  3-1/4 
x  3  -1/4 


x  3/8  —48' 
x  3/8  —  8' 
x  1/4  —25' 
x  5/16—23' 
x  3/8  —11' 
x  1/2  —40' 
x  1/2  —41' 
x  1/2  —11' 
x  5  /16—60' 
x  5  16— 15' 
x  3/8  —50' 
x  3/6  —44' 
x  1/2  —50' 
x  1/2  —14' 


Office  and  Plant,  New  GlaSgOW,  N.  S. 


FORM  CLAMPS  £ 


—  GRI  P — 
SHAN  K 


DRIVE 


TO  REMOVE 


We  have  a  quantity  of  36  and  42  Form  Clamps  in  Stock 

DO   YOU   WANT  THEM  AT  A  SPECIAL  PRICE? 


MUSSENS  LIMITED 


MONTREAL   QUEBEC— PRUNEAU  &  CO. 
WINNIPEG    TORONTO  -H.  TURNBULL  &  CO. 
VANCOUVER  COBALT   H.  L.  USBORNE 
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We  are  in  a  position  to  make 
Immediate  Delivery 


of  all  kinds  of 


STEEL 
CASTINGS 

100  lbs.  and  heavier 


Send  us  your  next  order 


Dominion  Steel 

Foundry  Co.,  Limited 

HAMILTON        h      h  ONTARIO 


PEERLESS 

a  Money-Maker 


If  your  contract 
includes  masonry 
work  or  the  set- 
ting of  girders  or 
timbers  you  need 
a  Peerless. 

It  soon  saves  its 
cost  in  labor 
saved. 


Write 
for 
Catalog 


It  is  a  light, 
portable,  inex- 
pensive derrick 
of  1,800  lbs  ca- 
pacity, built  of 
steel  and  malle- 
able iron  with 
bronze  bush- 
ings. 

Our  1,  2,  and 
3  ton  stiff  leg 
derricks  are 
also  very  popu- 
lar. 

Get  our  prices. 


National  Equipment  Co.,  Limited 

1  Wabash  Ave.,  TORONTO 


EXPArJsiO  J 

JOINT 

Makes  Miles  of  Smiles 

The  engineer  smiles  when  he  sees  the  job  finished  with 
ELASTITE  Expansion  Joints  because  he  knows 
that  the  pavement  will  not  buckle  and  that  the 
water  will  never  get  through  it. 

The  contractor  smiles  because  he  has  saved  time  and 
money  and  insured  himself  against  repair  charges. 
He  has  eliminated  the  trouble  and  expense  of 
pouring  joints  and  lengthened  the  open  season  for 
his  work. 

The  public  smiles  because  the  going  is  always  good 
and  the  tax  bills  represent  value  received. 

Address  Elastite  Department 

THE  PHILIP  CAREY  COMPANY 

Winnipeg,  Toronto,  Montreal 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Steam  Enginet 

Stuuevant  u  ol  Can..  Ltd..  B.  F. 

Steam  Turbine* 

McDougall  I  aledonian  Iron  Wki 
Sluilevaul  Co  ol  Can..  Ltd..  It  F. 

Steel 

Km  lington  Slerl  Company 
Dominion  Iron  &  Wrecking  Co. 
Hopkins  &  Company.  F.  H. 
Sleel  lompany  ol  (an.  Ltd. 

Steel  Bars 

Burlington  Steel  Company 
[>ominion  Iron  &  Sleel  Co. 
Hopkins  A  Company.  F.  H. 
Sleel  Company  ol  Can.  Lid. 

Steel  Catlings 

Dominion  Sleel  Foundry  Co. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 

Steel    Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Steel  A  Radiation  Limited 

Stone 

Hrttnell  &  Company 
Hagersville  Contracting  Co. 
Rogers  Supply  Company 
Sackville  Freestone  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Co. 
1  'es.Moines  Bridge  Sc  Iron  Co. 
Dominion   Bridge  Company 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McC.regor  4  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  Sc  Tlrown 

Standard  Steel  Construction  Co. 
Structural  Steel  Company 


Surveyors'  Instruments 
Heller   4  Brightly 

Swinging  Gears 

I  >ake  Engine  Company 

Tanks  and  Stand  Pipes 

Can    Chicago  Bridge  &  Iron  Co. 
(ioold,  Shipley  &  Muir  Co. 
Inglis,  John 

M  anitoba  Biidge  &  Iron  Works 
Marsh  &  Henthorn 
McPougall  Caledonian  Iron  Wks. 
Mackinnon,    Holmes   &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Cillis  &  Geoghegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can;  Chicago  Bridge  &  Iron  Co. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 

v"  alves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 

Construction  Company 
Dunlop  Tire  &  Rubber  Co. 


Ventilating  &  Heating  Apparatus 

t  anadian  lllower  and  Forge  Co. 

Sheldons  Limited. 

Stui  tevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
o(  Canada,  Ltd. 

Wagons 

Tiffin    Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Meters 

Hankin  &  Co.,  Francis. 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Biidge  &  Iron  Works 
Piatt  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meafoid  Wheelbarrow  Co. 

White  Lead 

Caiter  White  Lead  Company 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe  &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 

Company. 


To  Protect  Exposed  Metals 

For  all  kinds  of  structural  iron  work,  bridges,  boiler  fronts,  and  machinery, 
B-H  products  have  never  been  excelled. 

B-H  Anchor  Graphite  Paint  contains  the  largest  possible  percentage  of 
pure  Mexican  Graphite  which  gives  it  greater  strength  than  ordinary  Graphite 
Paint.  It  is  made  ready  mixed  and  in  paste,  in  black,  light  slate,  dark  slate, 
brown  and  olive  green  colors.  One  gallon  covers  1000  square  feet  of  iron 
surface.  Put  up  in  barrels  or  cans.  For  machinery  and  tools  it  is  put  up  in 
]/z  gal.  and  1  gal.  cans  in  black  or  natural  light  slate  and  dark  slate. 

Anchor  Iron  Filler  put  up  in  25  lb.  and  50  lb.  irons  is  a  thoroughly  reliable 
paste  tiller  for  levelling  up  rough  spots  in  castings  or  metal  work  before  ap- 

application  of  paint. 

B-H  Anchor  Pure  Red  Lead  ground  in  oil  produces  a  smooth  elastic 
film  which  is  ideal  as  a  protective  coating  for  all  iron  and  steel  surfaces.  It 
is  put  up  in  12 14,  25,  50  and  100  lbs.  irons. 

I  hose  products  are  used  by  the  largest  contractors  and  specified  by  the 
most  careful  architects  of  the  Dominion.  For  further  particulars  in- 
cluding analysts  tests  and  quantity  prices,  write 
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Construction  By  Night 

can  be  successfully  carried  out  in  an  economical  manner  by 
the  addition  of  higher  candle  powered  flare  lights. 

CONTRACTORS  on  the  largest  construction  jobs  in 
Canada  are  using 

CARBIC  FLARE  LIGHTS 

The  advantages  of  these  lights  over  others  of  a  similar 
candle  power  have  been  proven  by  the  largest  contractors  be- 
fore buying,  otherwise  it  would  not  be  possible  to  say  that 
the  largest  Contractors  in  Canada  and  the  United 
States  are  using  these  lights  regularly. 


Carbic  No.  1 
burns  6  hours. 
2000  CP. 


Carbic  No.  3 
burns  6  hours. 
4000  C.  P. 


Carbic  Flare  Lights 
burn  exclusively 

The  CARBIC  CAKE 

Carbic  is  an  economical,  non-explosive,  prepared  carbide  pressed  into 
blocks  making  it  an  absolute  perfect  lighting  fuel.  Can  be  handled 
by  foreign  labor  right  on  the  job  without  any  fear  of  costly  blunders. 

SIMPLE  TO  USE,  SAFE,  AND  CHEAP  TO  BUY. 

A  Carbic  Light  placed  on  your 
work  free.     Send  for  a  trial. 

W.  L.  FOSTER 

8  Lombard  St.,    ■    TORONTO,  CANADA 

Western  Agents — Kelly  Powell,  Limited,  Winnipeg,  Man. 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Allien  Manufacturing  Company 

American  Lead  Pencil  Company 

American  Well  Works  

Angiitis  Limited  ••  ... 

Armstrong  Cork  Company  ...  . , 

Art  Stone  Company  

Asphalt  &  Supply  Company  . . . 
Ault  &  Wiborg  Company  


60 
50 
59 


Barber.  Frank   60 

B.  C.  Lumber  Commissioner  

Beatty  &  Sons,  Limited.  M   2 

.Black  Building  Supply  Company  ... 

Blair  Company,  B.    

B.ning    Hydraulic    &  Engineering 

Company  ...  ...  ...  .*  

Brandram-Hcnderson  Co   14 

Britnell  Company.  Limited  '54 

Burlington  Steel  Company   7 


I  lanada  Crushed  Stone  Corporation 

Canada  Iron  Foundries  Limited  ....  54 

Canada  Wire  &  Iron  Goods  Co   59 

Canadian  Billings  &  Spencer  

Canadian  Blower  and  Forge  Co.  ...  02 
Canadian  Chicago    Bridge    &  Iron 

Company  ...   ...    50 

Canadian  Consolidated  Rubber  Co..  3 

Canadian  Tngersoll-Rand  Co  

Canadian    Inspection    and  Testing 

Laboratories   00 

Canadian  Office  School  Furniture  Co. 

Canadian  Pipe  Company,  Limited  ...  54 

Canadian  Siegwart  Beam  Co   17 

Carey  Company,  Philip   13 

Carter  White  Lead   48 

Cement  Gun  Company   18 

Chipman  &  Power   60 

Conduits  Company,  Limited   59 

Cook,  A.  D  

Crushed  Stone,  Limited   54 

Dake  Engine  Company   47 

Darling  Bros  

Dennis  Wire  &  Iron  Company  

DesMoir.es  Bridge  &  Iron  Works..  61 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   60 

Dominion  Iron  &  Steel  Company  ...  57 

Dominion  Iron  &  Wrecking  Co   51 

Dominion  Paint  Works   11 

Dominion  Steel  Foundry  Co   13 

Dominion  Sewer  Pipe  Company  ...  12 

Dominion  Wire  Rope  Co   64 


I  > it 1 1 K >p  Tire  &  Rubber  Company  ..  5 

Dunn  Wire-Cut  Lug  Brick  Co   52 

Exeter  Mfg.  Company  

Foster,  W.  L   15 

Fraser,  W   13 

(iartshore,  John  J  

I  iartslic  ire-'l'ln  mipson    Pipe  dv  Foun- 
dry Company   47 

Gent  Company   63 

Gillis  &  Geoghegan  

Goodwin-Barsby  Company   51 

Goold,  Shapley  &  Muir  Company  . .  59 

Gray  Construction  Co.,  John  V  

Haddin  &  Miles   60 

Hagersville  Contracting  Company  ..  10 

Heller  &  Brightly                       . ...  49 

Hopkins  &  Company,  F.  H   64 

Hunt  &  Company,  Robert  W.  . .-.  ...  00 

Ideal  Concrete  Machinery  Company  54 

Inglis  Company,  John   45 

Kerr  Engine  Company.  Limited  . .  .  53 

Lea,  R.  S.             ..:                    ..  60 

London  Concrete  Machinery  Co.  ...  8 

Luxfer  Prism  Company   18 

MacKinnon  Holmes  &  Company  ...  50 

Manitoba  Bridge  Works  Co   20 

Maritime  Bridge  Works  Co   12 

Marsh  &  Henthorn,  Limited   47 

McAvity  &  Sons,  T  

McDougall  Caledonian  Iron  Works 

Company  ...  4 

McGregor  &  Mclntyre    61 

Meaford  Wheelbarrow  Company  ...  59 

Metallic  Roofing  Company    53 

Miller  &  Company,  George  M   60 

Morrison  &  Company,  T.  A   60 

Mueller  Mfg.  Company,  H   49 

Mussens  Limited   12 

National  Equipment  Co   13 

National  Iron  Works   51 

National  Steel  Car  Company  

Neptune  Meter  Company   47 

Noble,  Clarence  W   ... 

Northern  Crane  Works   

Nova  Scotia  Steel  &  Coal  Co   58 


Oriental  Brick  Company  

Ormsby  Company,  A.  B  

Ontario  Sewer  Pipe  Company  . . . 
Ontario  Wind  Engine  &  Pump  Co. 


.  20 
.  53 


Pacific  Coast  Pipe  Company   47 

Paterson  Mfg.  Company  

Pedlar  People  

Pelletier  &  Fils,  Edouard   61 

Pittsburgh-DesMoines  Steel  Co   61 

Piatt  Iron  Works   55 

Pontifex,  Bryan   60 

Power  &  Son   60 

Prest-O-Lite  Company    48 

Quinlan  &  Robertson  

Reid  &  Brown   60 

Ric-wiL  Underground   Pipe  Cover- 
ing Company    

Rogers  Limited,  Alfred   1 

Rogers  &  Company,  F   19 

Rogers  Supply  Company   11 

Sackville  Freestone  Company   2 

Sheldons  Limited  

Shipman  &  Co.,  Harold  C   00 

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  ...  57 
Standard  Steel  Construction  Co.  ...  54 
Standard  Underground  Cable  Co.  of 

Canada   51 

Stark  Rolling  Mill  Company  

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation   12 

Structural  Steel  Company   54 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F. 

Tiffin  Wagon  Company  

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   51 

Turnbull  Elevator  Company   02 


Vancouver  Wood  Pipe  &  Tank  Co. 


Waterous  Engine  Works  Co  

Wells  &  Gray,  Limited  

Wettlaufer  Bros  

Wilson  &  Son,  C  

Wynne-Roberts,  R.  0   00 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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Siegwart  Flooring 


System 


Bridge  deck  made  of  Siegwart  Beams  10  ft.  long.   Bridge  between  St.  Johns  and  Iberville,  P.Q. 

Absolutely  Fireproof — Light  and  Durable 

Siegwart  floors  are  constructed  of  reinforced  concrete  beams  varying  in  depth  from  4"  to  9"  and  having 
a  maximum  length  of  20  .  These  beams  are  supported  at  the  ends  on  "1"  beams  or  on  any  other 
convenient  support. 


All  the  beams  are  seasoned,  thoroughly  dried 
and  in  first  class  condition  for  use  when  re- 
ceived. They  are  installed  side  by  side  and 
the  intervening  crevices  filled  with  cement 
mortar.  When  this  is  completed  the  surface 
can  be  used  at  once  and  will  bear  the  full 
capacity  weight.  No  waiting  for  concrete  to 
harden  on  the  job.     No  chance  of  shrink- 


age or  cracking,  no  loss  of  time  in  construc- 
tion work. 

Besides  the  evident  advantages  of  all  concrete 
systems,  the  Siegwart  System  is  very  light. 
Therefore  it  allows  much  lighter  substructure, 
thereby  saving  very  materially  on  cost  of  con- 
struction. This  remarkable  system  can  be 
used  for  all  flooring,  walls,  bridge  decks,  etc. 


Send  for  the  French  or  the  English  edition  of  our  Catalogue. 

The  Canadian  Siegwart  Beam  Co.,  Limited 

103  Saint  Francois  Xavier  St. 

MONTREAL 
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Toronto  Union  Station    A  "GUNITE"  Job 

Toronto's  new  Union  Station,  fashioned  alter  the  world's  best  stations  and  a  model  of  modern  building 
methods,  will  make  extensive  use  of  "Gunite"  for  fireproofing  the  steel.  The  cement  mortar — "Gunite" — as 
applied  b>   the  a  nnul  gun,  forms  a  much  denser  and  stronger  monolith  than  any  hand  placed  mortar. 

HAVE  YOU  THE  CEMENT  GUN  BOOK 

CEMENT  GUN  COMPANY  INC.,  AUentown,  Pa. 


30  Church  St.,  New  York  City,  N.Y.,  U.S.A. 


A.  R.  Roberts 
727  Traders  Bank  Bldg. 
Toronto.  Ont..  Canada 


Taylor  Engineering  Co. 
Vancouver,  B.  C. 


John  A.  Traylor 
New  House  Bldg. 
Salt  Lake  City,  Utah 


Taylor  Engineering  Co. 
528  Central  Bldg. 
Seattle,  Washington 


Are  You  Building  ? 

Labor  is  cheap  and  plentiful — the  building  trades  are  slack  and 
material  prices  will  be  higher  before  they  are  lower,  but  are  you 
building?  This  is  a  most  opportune  time  to  be  business-like 
and  build,  and  to  be  patriotic  and  employ  Canadian  labor. 
Prisms  will  figure  in  your  building  operations — specify  "Luxfer 
Prisms"  and  you  will  be  sure  of  definite  results. 

Ask  us  about  "  Luxfer  Prisms  " 
for  your  particular  proposition. 

LUXFER  PRISM  CO.,  LIMITED 


100  KING  STREET  WEST, 


TORONTO,  ONT. 
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Burwash  Hall,  Victoria  College,  Toronto 


Credit  Valley 
Grey  Sandstone 

THIS  architectural  gem  is  built  of  Credit 
Valley  Grey  Sandstone  because  the 
men  of  judgment  back  of  this  struc- 
ture deemed  it  the  best  material  to  inter- 
pret their  ideas. 

Burwash  Hall  is  but  one  of  the  many 
beautiful  buildings  constructed  of  Credit 
Valley  Grey  Sandstone.  Others  are  Sir 
Henry  Pellatt's  Castle,  Knox  College 
Toronto  Technical  School,  etc. 

Prices  gladly  furnished. 

F.  Rogers  &  Co. 

1193  Queen  St.  West 

Toronto 
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KAK   IKON  in  all  sizes  and  lengths. 

SMALL  ANGLES  in  all  sizes,  thicknesses 
and  lengths. 

STEEL  SHEETS,  a  complete  range  from 
10  to  16  gauge. 

STEEL  PLATES,  all  sizes  from  3  16  in. 
to  1  in.  thick. 

All  the  above  in  stock  ready  for  immedi- 
ate shipment. 


We  design  and  fabricate  all  kinds  of  Struc- 
tural steel  and  cany  at  all  times  a  G,000-ton 
stock  of  miscellaneous  steel  and  iron,  also 
shafting,  transmission  machinery  and  ele- 
vator equipment. 


We  can  immediately  ship 

Reinforcing  Bars  for  Concrete 

Mod  ium  Steel,  square  cold  twisted,  also  medium 
steel  plain,  round  and  square,  both  in  sizes  from 
to  i  hi 


lengths  up  to  6o  feet. 
Will  you  ask  us  for  our  monthly  Stock  List?  si  It's  free  on  request 


A  Rolling  Steel  Door  Investment 


Fourteen  Ormsby  Canadian  Made  Steel  Fire  Doors 
were  recently  installed  in  the  new  Fisher  Body  Company's 
plant  at  Walkerville.  The  illustration  gives  you  an  excel- 
lent idea  of  two  of  these  installations.  They  take  up  prac- 
tically no  space  on  either  side  or  above  the  opening.  They 
are  automatic,  heat  closing.  They  not  only  protect — they 
reduce  very  considerably  your  insurance  rates,  paying  for 

their  cost  in  a  few  years' 
time.  An  investment,  a 
valuable  one.  The  Door 
that  is  endorsed  and  re- 
commended by  Architect, 
Engineer,  Contractor, 
Owner,  and  Underwriter. 
We  saved  the  Fisher  peo- 
ple money.  We  can  save 
your  clients  money.  Fur- 
nished with  Underwriters' 
Label  when  required. 


FISHER  BODY  COMPANY 
of  Canuda,  Ltd- 

Walkerville,  Ont.. 

Oct.  18th,  1916. 
The  A.  B.  Ormsby  Co.,  Ltd., 
Toronto,  Ont. 
Dear  Sirs. — You  will  pro- ' 
bably  be  interested  to  know 
that  the  Rolling  and.  Swing- 
ing Fire  Doors  which  you 
installed  in  our  plant  some- 
time ago  are  giving  the  best 
of  satisfaction. 

If  you  care  to  mention 
our  name  as  a  reference,  we 
shall  be  very  much  pleased 
to  recommend  your  equip- 
ment as  being  first  class  in 
every  respect. 

Yours  very  truly, 
FISHER  BODY  CO.  OF 

CANADA,  LTD., 
Per  (Sgd.)  V.  A.  Clemen. 
V.A.C./L.T. 


Write  for  complete 
information 


A.  B.  ORMSBY  CO.,  LIMITED,  TORONTO 


PRESTON 


Associated  with  the  Metal,  Shingle  &  Siding  Co.,  Limited 

MONTREAL      WINNIPEG      SASKATOON  VANCOUVER 
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Revision  of  Plan  of  Toronto  End  of  Toronto- 
Hamilton  Highway  Necessary 

THE  present  season  witnesses  the  practical  com- 
pletion of  the  Toronto-Hamilton  Highway,  t he- 
concrete  roadway  connecting  Toronto  and  I  lam- 
ilton,  a  distance  of  some  forty  miles.  At  two 
or  three  points  along-  the  line  where  considerable 
streams  of  water  have  to  be  crossed,  there  still  remain 
to  be  constructed  short  sections  of  roadway  which 
must  he  held  up  until  these  bridges  have  been  strength- 
ened and  possihly  rehuilt.  The  only  considcrahle 
break  in  the  road,  however,  is  that  between  the  western 
limit  of  York  county  and  Sunnyside,  Toronto,  which 
includes  Swansea,  New  Toronto,  and  Mimico. 

Many  circumstances  have  combined  to  delay  the 
building  of  the  roadway  over  this  section.  It  was 
early  appreciated  by  the  Commission  that  the  original 
18-foot  road  allowance  would  prove  totally  inadequate 


for  the  amount  of  traffic  that  must  pass  over  this  sec- 
tion of  the  route.  For  this  reason,  alternative  proposi- 
tions were  submitted,  these  being  the  construction  of 
a  wider  roadway  along  the  route  as  originally  planned, 
or  a  diversion  of  the  road  so  as  to  pass  outside  and 
north  of  these  villages,  meeting  Queen  Street  extended 
further  west.  The  objection  to  the  second  alternative 
was  the  crossing  over  the  Grand  Trunk  Railway  sys- 
tem, which  would  have  necessitated  either  an  overhead 
bridge  or  a  subway,  and  this  route  has  reluctantly 
been  abandoned.  At  the  present  time  there  is  appar- 
ently no  alternative  but  to  construct  the  roadway  along 
the  main  thoroughfare  of  the  above-mentioned  villages, 
known  as  the  Lake  Shore  Road. 

*  *  * 

One  of  the  circumstances  realized  by  the  Commis- 
sion since  the  beginning  of  this  work,  which  was  pos- 
sibly not  appreciated  by  them  at  the  time  of  its  in- 
ception, and  probably  is  not  understood  by  the  general 
public  even  to-day,  is  that  figures  of  traffic  conditions 
on  this  road  under  the  old  conditions  are  no  criterion 
whatever  as  to  the  future  requirements  of  the  concrete 
roadway.  Experience  already  gained  on  the  Hamilton 
end  of  the  highway  shows  that  the  traffic  is  very  much 
greater  than  was  anticipated.  For  example,  in  August, 
1914,  a  traffic  census  on  this  highway  route  five  miles 
from  Hamilton  showed  a  maximum  daily  total  of  298 
vehicles.  In  October.  1916,  at  the  same  point,  this 
total  had  reached  1,521  vehicles.  If  this  is  true  of 
Hamilton,  it  will,  in  all  probability,  be  the  case  to  an 
even  greater  extent  with  a  city  the  size  of  Toronto, 
so  that,  with  the  completion  of  this  road,  Ave  may  ex- 
pect to  find  traffic  double,  treble  or  quadruple  immedi- 
ately, with  increases  continuing  at  a  very  high  ratio 
from  year  to  year.  Judging  from  the  Hamilton  figures 
given  above,  we  may  expect  a  daily  traffic,  near  To- 
ronto, anywhere  up  to  9,000  vehicles.  The  big  prob- 
lem before  the  Commission's  engineers  at  the  present 
time,  therefore,  is  how  to  make  provision  for  this 
traffic  when  they  are  only  authorized  to  construct  an 
18-foot  roadway. 

*  *  * 

The  real  position,  then,  at  the  moment,  seems  to 
be  this — that  the  Commission's  engineers  feel  that  the 
roadway  as  originally  planned  along  this  section  of 
the  route  will  almost  immediately  prove  totally  inade- 
quate for  the  requirements,  and  they  arc  contending 
that  it  is  evidently  not  the  part  of  wisdom  to  build 
such  a  roadway  as  must  be  widened  and  improved  in 
the  course  of  a  year  or  two,  with  the  consequent  extra 
expense  and  added  inconvenience  which  the  elaboration 
of  any  plan  carried  out  on  too  small  an  original  scale 
always  entails.  We  understand  it  to  be  the  engineers' 
recommendations  that  this  section  of  the  roadway 
allowance  should  now  lie  increased  to  a  minimum  of 
86  feet,  leaving  room  for  street  car  tracks  in  the 
centre  of  the  roadway  and  providing  for  a  travelled 
roadway  at  least  30  feet  in  width  of  which  24  feet  is 
concrete. 

This  larger  programme  would,  c/f  course,  add  still 
further,  very  considerably,  to  the  original  estimated 
cost,  but  we  cannot  see  that  there  is  any  other  coiri- 
mon-s.en.se  course  to  pursue.  There  is  no  doubt  of 
the  value  of  this  roadway  or  that  the  amount  of  traffic 
will  justify  its  construction.  Now  that  so  much 
money  has  been  spent  and  a  good  road  laid  between 
the  cities,  it  would  appear  to  be  the  only  wise  course 
to  follow  to  construct  a  proper  entrance  into  the  city 
of  Toronto.  As  a  matter  of  argument  it  is  quite  logical, 
respecting  any  road  between   two  main  points  the 
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The  annual  report  of  the  Bank  of  Montreal,  just 
out.  emphasizes,  in  the  marked  increase  in  de- 
posits, the  prosperity  of  the  general  saving  popu- 
lation of  Canada.  Deposits  not  hearing  interest 
have  increased  from  $75,745,730  to  $88,767,018, 
while  savings  deposits  have  gained  over  30  per 
cent.— from  $160,277,084  to  $210,439,031. 


si/c  of  Toronto  ami  Hamilton,  that  the  capacity  nearer 
the  cities  must  needs  he  greater  than  midway  between 
the  tWO  cities  ;  unless  we  are  to  take  it  for  granted  that 
all  traffic  initiating  in  one  city  is  carried  right  through 
to  the  other  evidently  a  wrong  supposition.  As  a 
matter  of  fact,  traffic  on  such  a  roadway  will  take  on 
something  of  the  nature  of  interurhan  electric  railway 
traffic,  the  characteristics  of  which  are  well  known, 
that  i-.  as  the  larger  centres  are  approached,  the  num- 
l>er  «>f  passengers  carried  is  greater,  and  vice  versa. 
Heavy  though  the  financial  load  may  seem,  therefore, 
at  the  present  time,  we  cannot  see  the  wisdom  of  the 
argument  that  the  original  plan  must  he  followed,  and 
.in  IS- foot  roadway  only  must  he  built  along  the  re- 
maining section.  Better  huild  the  road  right  in  the 
first  place  and  have  done  with  it,  or  leave  it  as  it 
stands  until  such  time  as  we  can  afford  to  build  it 
right. 

There  is  undoubtedly  a  considerable  prejudice 
..gainst  the  way  this  roadway  has  been  handled,  but 
there  is  one  great  satisfaction  in  knowing  that  the 
fault  does  not  lie  with  the  engineering  profession. 
Also,  it  is  worth  remembering  that  the  roadway  was 
started  partly  as  a  relief  scheme  to  give  work  to  the 
unemployed.  For  that  reason  the  Commission  was 
saddled  with  a  very  large  percentage  of  unsuitable 
labor,  inefficiently  applied  at  best,  a  condition  which 
has  given  place  in  recent  months  to  more  suitable  labor, 
possibly,  but  to  labor  which  costs  approximately  twice 
as  much.  However,  we  know  of  no  reason  for  think- 
ing that  the  people  of  Ontario  are  not  getting  value 
for  money  expended,  and  this  is  the  main  considera- 
tion. The  road  has  cost  no  more  than  it  would,  have 
cost  had  proper  estimates  been  made  before  the  work 
as  commenced.  The  error  was  a  political,  not  an 
engineering  one.  In  any  discussion  concerning  the 
roadway,  this  point  at  least  must  be  made  clear  and 
amply  maintained. 


The  insistent  demand  from  neutral  countries  for 
ships  to  replace  the  vessels  being  destroyed  by  sub- 
marines has  unexpectedly  revived  interest  in  the  big 
project,  and  there  now  seems  every  prospect  of  work 
being  resumed  with  feverish  activity.  Millions  of 
Eastern  capital  is  now  looking  for  profitable  forms 
of  investment,  and  those  in  control  have  been  quick 
to  recognize  the  great  opportunities  presented  in  the 
prompt  creation  of  a  great  shipbuilding  plant  on  the 
Pacific  Coast  of  Canada.  It  is  understood  that  the  con- 
tract for  construction  has  been  let  to  a  United  States 
firm  with  instructions  to  rush  it  to  completion  so  as 
to  permit  the  new  company  to  make  an  early  start  on 
several  steel  ships  offered  by  representatives  of  Nor- 
wegian interests  now  in  Vancouver. 


Steel  Houses  for  the  War  Zone 

A  scheme  is  at  present  under  discussion  in  connec- 
tion with  the  building  of  large  numbers  of  portable 
houses  for  the  war  zone.  Certain  of  the  allied  govern- 
ments are  negotiating  with  manufacturers  for  the  de- 
signing and  building  of  these  shelters,  which,  though 
intended  to  be  temporary  in  character,  must  he  dur- 
able and  complete  enough  to  accommodate  family  life 
for  an  indefinite  period.  Originally  enquiries  were  put 
out  for  vast  quantities  of  lumber  from  which  to  con- 
struct these  houses,  but  it  was  found  this  material 
would  make  the  cost  excessive,  and  the  plan  was  drop- 
ped. Now  it  is  proposed  to  employ  steel  construction, 
which,  if  a  uniform  design  is  adopted,  can  be  produced 
in  great  numbers  at  a  minimum  cost.  The  proposed 
houses  are  to  be  12  by  24  feet  in  ground  dimensions 
and  9  feet  high.  They  are  to  contain  two  rooms.  A 
plan  now  designed  calls  for  the  use  of  a  framework  of 
light  channels  and  a  covering  of  26  to  28  gauge  gal- 
vanized sheets,  or  some  other  uninflammable  material. 
Each  of  these  structures  will  contain  about  a  ton  of 
steel.  If  this  type  is  adopted  the  aggregate  steel  re- 
quirements wll  be  enormous,  in  view  of  the  great  num- 
bers required.  France  alone  has  been  considering  the 
ordering  of  100,000  houses,  and  the  other  entente  pow- 
ers are  expected  to  order  in  equal  proportion.  The 
houses  are  to  be  used  both  to  shelter  the  soldiers  at  the 
front  and  to  provide  comfortable  accommodations  for 
the  general  inhabitants  in  devastated  territory  until  the 
final  reconstruction  work  in  these  districts  can  be 
safely  inaugurated. 


Large  Engineering  Plant  on  the  Pacific  Coast 

A  few  months  previous  to  the  outbreak  of  the  war 
plans  had  been  about  completed  by  the  Amalgamated 
Engineering  &  Drydock  Company  for  the  construc- 
tion on  Burrard  Inlet  of  the  largest  drydock,  shipbuild- 
ing' and  engineering  plant  on  the  Pacific  Coast.  At  the 
head  of  the  big  undertaking  was  J.  C.  V.  Spratt,  of 
the  Victoria  Machinery  Depot,  Victoria,  who  had 
succeeded  in  interesting  the  necessary  capital  in  the 
Eastern  States  and  Eastern  Canada.  The  project  had 
the  backing  of  the  Dominion  Government  to  the  ex- 
tent of  a  guarantee  of  four  per  cent,  for  a  period  of 
thirty-five  years  on  the  cost  of  the  drydock  section, 
which  was  to  be  built  to  accommodate  the  largest 
Ships  at  an  estimated  outlay  of  $5,500,000.  The  site 
of  the  plant  on  the  North  Vancouver  waterfront  had 
been  secured  and  preparations  were  being  made  for 
a  start  on  construction  when  the  declaration  of  war 
brought  matters  to  a  halt. 


Exports  of  firearms  and  explosives  from  the 
United  States  for  the  four  months,  July,  August, 
September  and  October,  seem  to  add  strength 
to  the  statement  now  frequently  heard  that  the 
Allies,  i.e.,  at  least  England  and  France,  are  now 
nearing  the  point  where  they  are  independent  of 
outside  manufacturing  plants.  Here  are  the 
figures: 

July  $58,565,000 

August   52,236,025 

September     49,878,196 

October   43,039,085 


The  annual  convention  of  the  American  Concrete 
Pipe  Association  will  be  held  in  Chicago,  February  12, 
13,  and  14,  1917,  these  dates  falling  during  the  second 
week  of  the  Cement  Show. 
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The  St.  Johns-Iberville  Bridge,  Quebec 

A  1500  ft.  Structure  with  Two  Bascule  Spans  and  Eighteen 
Girder  Spans — Built  with  Floors  of  Hollow  Concrete  Beams 


AT  a  cost  of  $175,000  a  steel  and  concrete  bridge 
has  been  erected  over  the  Richelieu  River, 
P.  Q.,  connecting  the  towns  of  St.  Johns  and 
Iberville.  The  Provincial  Government  con- 
tributed $92,000,  the  Dominion  Government  $52,000, 
and  the  balance  was  contributed  by  St.  Johns  and 
Iberville,  in  the  proportion  of  two-thirds  by  the  former 
and  one-third  by  Iberville.  The  cost  of  maintenance 
is  borne  by  the  towns  in  the  same  proportions.  The 
structure  replaces  a  wooden  toll  bridge,  the  present, 
bridge  being  free.  On  the  St.  Johns  side  the  Chambly 
Canal  runs  alongside  the  river,  being  separated  by 


traffic,  the  two  sidewalks  being  4  feet  wide  and  the 
roadway  17  feet  wide.  The  floor  system  is  made  of 
7-inch  Siegwart  concrete  beams,  10  ft.  long,  manu- 
factured by  the  Canadian  Siegwart  Beam  Company, 
Limited,  Montreal,  laid  on  18-inch  I-beams  at  55 
pounds.  On  the  top  of  the  Siegwart  beams  Clinton 
electrically  welded  fabric,  manufactured  by  the  Pedlar 
People,  Limited,  was  laid,  in  order  to  spread  the  con- 
centrated load  over  each  unit  of  four  beams.  The  road 
was  finished  with  a  6-inch  concrete  covering  at  the 
centre  and  Al/2  inches  at  the  sides.  Four  and  three- 
quarter-inch  Siegwart  beams  were  used  for  the  sides. 


Fig.  1  — Deck  of  Gouin  bridge,  showing  arrangement  of  hollow  concrete  beams.   This  is  covered  with  electrically  welded  fabric  and 

finished  with  concrete. 


eribwork,  and  in  order  not  to  interfere  with  the  barges 
it  was  found  necessary  to  erect  a  bascule  bridge;  on 
the  other  side  of  the  river  there  exists  a  wharf  which 
necessitated  a  smaller  bascule  bridge  being  constructed. 

The  bridge  consists  of  two  abutments  and  nineteen 
piers,  with  a  steel  superstructure,  the  entire  length 
being  1,525  feet  from  abutment  to  abutment.  The 
piers  and  abutments  arc  of  concrete,  while  the  spans 
consist  of  one  85-foot  bascule  over  the  Chambly  Canal, 
one  45-foot  bascule  over  the  Richelieu  River,  17  plate 
girders  80  ft.  centre  to  centre  on  the  piers,  and  one 
35-foot  span.  The  piers  arc  5  feet  at  the  top,  9  feet 
at  the  bottom,  and  36  feet  in  length  ;  they  rest  on  sixty 
wooden  piles  driven  to  refusal.  After  the  piles  were 
driven,  cofferdams  were  built,  and  concrete  about  6 
feet  thick  laid  in  water;  after  being  allowed  to  harden 
for  ten  days,  the  water  was  pumped  out,  forms  built 
inside  the  cofferdam  and  additional  concrete  poured. 

Provision  is  made  for  both  vehicular  and  passenger 


Thc  bridge  is  designed  to  bear  100  lbs.  per  square  tool 
or  a  20-ton  road  roller,  whichever  produced  the  great- 
est stress. 

Both  the  bascules,  built  from  plans  by  the,  Strauss 
Bascule  Bridge  Company,  Chicago,  are  of  the  same 
type,  except  that  plate  girders  are  employed  on  the 
Iberville  side  and  lattice  girders  for  the  one  over  the 
Chambly  Canal.  A  platform  of  reinforced  concrete  is 
erected  on  the  abutment  at  the  Chambly  end  to  take 
care  of  the  electrical  machinery  used  in  operating  the 
bascule  over  that  canal.  The  other  bascule  is  oper- 
ated by  hand.  As  the  pier  in  the  canal  interfered  with 
the  horse  haulage  of  the  barges  a  wooden  trestle  has 
been  erected  to  allow  of  the  passage  of  the  horses  from 
one  side  of  the  bridge  to  the  other. 

The  superstructure  was  fabricated  by  the  Dominion 
Bridge  Company,  and  erected  by  the  contractors,  who 
adopted  the  method  of  floating  the  spans  into  posi- 
tion.   A  siding  was  constructed  to  convey  the  steel 
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Fig.  2— Gouin  bridge  between  St.  Johns  and  Iberville,  P.Q.,  during  construction.    View  of  the  deck  end  showing  the  Siegwait  concrete 

beams  in  place. 


t"  the  wharf  near  the  site  of  the  bridge.  The  spans 
wore  erected  at  this  point,  a  locomotive  crane  being 
employed  to  lift  the  heavy*  pieces.  The  erection  was 
done  on  a  scaffold,  and  the  span  was  transferred  to 
a  scow,  the  latter  being  pulled  to  the  site  and  floated 
in  between  two  piers.  The  scaffold,  with  the  span, 
was  about  six  inches  higher  than  the  top  of  the 
pier,  and  when  the  span  had  been  placed  in  position, 
a  valve  in  the  sc<>\v  was  opened  allowing  the  scow  to 
slowly  settle.  The  ends  of  the  span  thus  rested  on 
the  bridge  seat  and  the  scow  being  free  was  pulled 


to  the  wharf  and  loaded  with  another  span.  All  the 
plate  girders,  with  the  exception  of  the  bascules, 
were  erected  in  three  weeks. 

The  Two  Bascule  Bridges 

The  Gouin  Bridge  embodies,  as  mentioned  above, 
two  bascule  spans,  which,  although  they  are  of  the 
same  general  type,  differ  in  many  essentials.  On  the 
St.  Johns  side  and  crossing  the  Chambly  Canal,  there 
is  a  single  leaf  bascule  span  giving  a  clear  channel  for 
navigation  of  about  70  feet,  having  pony  trusses  and 


Fig.  3— Gouin  bridge  between  St.  Johns  and  Iberville  P.Q.,  during  construction  showing  plate  girder  spans  and  hoisting  of  floor  beams.  Total 

length  of  bridge  1525  ft.  between  abutments. 
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operated  by  electric  power ;  while  on  the  Iberville  side, 
near  the  shore  of  the  Richelieu  River,  there  is  a  single 
leaf  bascule  span,  giving  only  a  30  ft.  clear  channel, 
having  deck  plate  girders  in  harmony  with  the  station- 
ary parts  of  the  bridge  and  operated  by  hand.  Both 
bridges  are  of  the  Strauss  Trunnion  bascule  type  with 


Fig.  4— Cross-section  of  bridge  span,  showing  the  floor  arrangement. 

overhead  counterweights,  and  were  designed  by  the 
Strauss  Bascule  Bridge  Company,  of  Chicago. 

In  the  Strauss  system,  as  exemplified  in  these  two 
bridges,  the  span  is  supported  on,  and  rotates  around, 
stationary  shafts  or  trunnions  which  rest  in  ordinary 
shaft  bearings  of  large  dimensions.  The  main  truss, 
or  girder,  is  extended  back  of  this  trunnion  into  a  so- 
called  tail  end,  and  at  the  extreme  end  of  this  is  located 
another  trunnion,  the  counterweight  trunnion,  which 
supports  the  counterweight  necessary  to  balance  the 
bridge.  This  counterweight  is  so  determined  and  ad- 
justed as  to  completely  balance  the  structure  at  any 
angle  of  opening  whatever,  and  the  operating  mach- 
inery, therefore,  has  merely  to  overcome  the  frictional 
resistance,  the  wind  resistance,  if  any,  and  the  inertia 
of  the  structure.  The  counterweight  consists  of  a  re- 
inforced concrete  block  which  extends  from  one  side 
of  the  bridge  to  the  other,  overhead  and  across  the 


Fig.  5— Strauss  trunnion  bascule  span  on  Couin  bridge  over  Chambly  canal. 
Single-leaf  pony  truss  type,  85  ft.  long;  electrically  operated. 


roadway,  and  this  block  is  supported  on  steel  columns, 
or  legs,  which,  at  their  lower  end,  are  pin  connected 
to  the  tail  ends  of  the  main  trusses  or  girders-  by  means 
of  the  counterweight  trunnions  referred  to  above.  In 
order  to  maintain  the  counterweight  in  a  vertical  posi- 
tion, during  the  movement  of  the  bridge,  it  is  guided 
by  a  pair  of  "links,"  made  up  of  structural  steel  and 
braced  one  against  the  other,  these  links  being  pin- 


connected  at  one  end  to  the  counterweight  and  at 
the  other  end  to  the  counterweight  tower,  which  is 
in  the  nature  of  a  structural  steel  portal  frame  span- 
ning the  roadway  at  the  trunnion  pier.  A  line  drawn 
between  the  two  pins  connecting  each  link  to  the  tower 
and  the  counterweight  respectively,  is  parallel,  and 
equal  in  length,  to  a  line  drawn  from  the  main  trun- 
nion to  the  counterweight  trunnion  and  the  two  trun- 
nions and  the  two  piers,  therefore,  form  the  corners 
of  a  parallelogram  which  will  change  its  shape  but 
which  will  remain  a  parallelogram  during  the  opera- 
tion of  the  bridge. 

The  difference  in  dimensions  and  character  between 
the  Chambly  Canal  bascule  and  the  Richelieu  River 
bascule  is,  of  course,  not  accidental,  but  is  due  to  the 
difference  in  the  traffic  on  the  two  waterways. 

The  Gouin  Bridge  is  located  near  the  end  of  navi- 
gation on  the  river  and  the  river  span  will  therefore 
be  used  only  very  rarely.  For  this  reason  a  30-foot 
channel  was  deemed  sufficient,  and  this  made  it  pos- 
sible to  carry  through  the  deck  girder  design  which 


Fig.  6— Strauss  bascule  span  on  Gouin  bridge  over  Richelieu  River.  Single 
leaf  plate  girder  type,  45  ft.  long;  hand-operated. 


was  used  for  the  stationary  parts  of  the  bridge.  It 
was  also  deemed  sufficient  to  arrange  this  span  for 
hand  operation,  and  the  operating  machinery  therefore 
involves  nothing  more  than  a  pair  of  detachable  hand 
cranks,  operated  from  the  bridge  floor,  and  which,  by 
means  of  a  sprocket  wheel  and  chain  and  a  simple, 
train  of  spur  gears,  revolve  two  operating  pinions 
which  engage  cast  steel  quadrants  or  rack  segments, 
bolted  to  the  tail  ends  of  the  girders.  There  is  also 
a  simple  hand  brake  provided,  by  means  of  which  the 
operator  is  enabled  to  hold  the  bridge  in  any  position 
if  so  desired. 

The  Chambly  Canal  is  subject  to  a  very  consider- 
able traffic,  and  the  government  therefore  required  a 
70-foot  clear  channel  in  the  bascule  over  the  canal, 
which,  in  connection  with  the  fact  that  the  elevation 
of  the  roadway  at  this  end  of  the  bridge  is  consider- 
ably lower  than  at  the  other,  made  it  necessary  to 
resort  to  a  semi-through  or  pony  truss  span  and  to 
provide  for  power  operation ;  in  this  case,  electric.  The 
bridge  is  equipped  with  two  7y2  h.p.  electric  motors, 
operated  on  a  550  volt,  3  phase,  60  cycle  alternating 
current  and  controlled  by  means  of  a  drum  controller 
in  the  operator's  house.  The  motors  arc  equipped  with 
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solenoid  brakes,  which  set  automatically  ;is  soon  as 

tin-  current  is  cut  off  from  the  motors  by  means  of  the 
Controller,  ami  in  addition  there  are  two  shoe  hrakes, 
one  On  each  Bide  of  the  bridge  and  operated  by  means 
of  a  lever  in  the  house.  The  motors,  through  a  series 
•  >t  spur  gears,  operate  two  operating  pinions  which 
engage  east  steel  racks  attached  to  the  tail  ends  of 
tlie  trusses,  and  in  this  respect  the  machinery  layouts 
tor  the  two  bascule  spans  differ  only  in  size. 


I  In  bridge  is  lighted  by  nitrogen  filled  lamps,  on 
ornamental  standards,  placed  every  eighty  feet.  At 
each  entrance  arc  two  iivc-chtster  lights.  The  water 
in  the  river  was  10  feet  deep  at  the  time  of  construc- 
tion. The  work  was  started  in  December,  1914,  and 
completed  within  a  year.  The  bridge  was  designed 
by  Mr.  S.  A.  Baulne,  consulting  engineer,  Montreal, 
and  the  contract  carried  out  by  Laurin  &  Leitch, 
Montreal. 


The  Ability  of  the  Engineer  in  Canada 

Sir  Wilfrid  Laurier's  Address  to  the  Ottawa  Branch 
G.S.G.E. — A  Reputation  for  Integrity  and  Efficiency 


Till",  second  luncheon  lor  the  fall  season  under 
the  auspices  of  the  (  Htawa  branch  of  the  Cana- 
dian Societv  of  Civil  Knginecrs  was  held  at  the 
Chateau  Laurier  on  Thursday,  November  23, 
Mr.  John  Murphy,  chairman  of  the  branch,  presiding. 
Sir  Wilfrid  Laurier  was  the  guest  of  the  branch,  and 
addressed  them  briefly  on  "The  Fngineer  in  Canada." 
Sir  W  ilfrid  spoke  as  follows: 

Mr.  Chairman  and  Gentlemen, — i  thank  you  that  it 
is  to-day  my  privilege  to  sit  with  you  at  this  hospitable- 
board,  and  1  hasten  to  offer  to  you,  sir,  and  to  the 
members  of  the  Canadian  Society  of  Civil  Engineers  a 
sincere  expression  of  my  gratitude  for  the  honor  of  the 
invitation  with  which  you  have  favored  me.  I  appre- 
ciate it  all  the  more  that  I  am  here  with  none  of  the 
trammels  and  trappings  of  office.  I  come  to  you,  as 
\  ou  are  yourselves,  a  humble  citizen  of  Canada,  and 
the  only  bond  of  union  which  I  know  at  this  time  be- 
tween von  and  me  is  that,  whilst  you  have  the  pride  of 
the  profession  which  you  embraced  in  your  younger 
days,  I,  for  my  part,  have  the  pride  of  the  achievements 
of  the  engineers  of  Canada. 

Sir.  you  have  just  told  me  that  I  am  75  years  young, 
which,  I  am  bound  to  say,  is  a  flattery  which  I  cannot 
accept.  I  am  75  years  old.  That  is  the  fact;  I  cannot 
help  it,  and,  therefore,  why  should  I  disguise  it?  I  am 
75  vears  old,  but  I  have  this  to  say,  that  I  ought  to  be 
thankful  to  Providence  that  my  eye  is  still  clear,  and  if 
you  will  permit  me  to  refer  to  a  subject  to  which  I 
shall  not  further  allude,  I  think  I  have  yet  a  few  kicks 
in  my  body.  In  the  course  of  a  long  career,  which  has 
been  devoted  to  the  public  service,  as  I  have  under- 
stood  it,  it  was  my  proud  fortune  to  come  in  contact — 
and  sometimes  in  very  close  contact — with  some  of  the 
engineers  of  the  past — all  able  men,  all  men  of  the 
greatest  eminence,  all  men  held  in  the,  highest  respect 
not  only  within  the  sphere  of  their  own  immediate  call- 
ing, but  within  the  broader  circle  of  Canadian  citizen- 
ship. I  refer  to  the  dead  alone ;  I  refer  to  such  men  as 
Frank  Shanly,  Thomas  C.  Keefer,  John  Page,  and 
Toussaint  Trudeau,  and  if  I  were  privileged  to  speak 
of  the  living,  I  could  not  help  mentioning  the  name  of 
my  very  old  and  dear  friend,  Sir  Collingwood  Schreib- 
er,  whom  I  am  so  glad  to  see  at  this  board  to-day.  All 
these  men  were  connected  in  their  day  with  all  the 
great  works  on  the  St.  Lawrence  and  the  Great  Lakes 
— bridges,  canals,  wharves,  and  other  works  which  up- 
lifted Canada  from  a  position  not  very  far  removed 
from  that  of  primitive  savagery  to  the  proud  position 
which  it  now  occupies  in  the  eyes  of  the  civilized 
world.  The  labors  of  these  men  showed  that,  even  in 
those  early  days  in  our  country,  Canadian  engineers 


were  the  peers  of  the  engineers  in  any  part  of  the 
world.  They  do  not  claim  to  be  the  superiors,  but  they 
do  claim  to  be  the  equals;  and  it  is  with  much  reason 
that  they  make  that  claim.  They  do  not  fear  rivalry 
from  any  quarter  from  which  it  may  come.  In  our  own 
day  we  have  had  evidence  that  when  engineers  are 
brought  in  from  other  lands  the  work  is  not  done  bet- 
ter, but  that,  on  the  contrary,  it  is  not  done  as  well  as 
if  it  had  been  undertaken  by  our  own  engineers. 

May  I  recall  a  fact  with  which  I  am,  unfortunately, 
but  too  well  acquainted?  When  the  Quebec  Bridge 
Company  undertook  to  construct  the  bridge  across  the 
St.  Lawrence  it  was  seen  to  be  a  work  of  such  magni- 
tude that  many  believed  that  the  resources  of  engineer- 
ing science  in  our  own  country  would  not  be  adequate, 
and  the  board  of  management  of  the  company  entrust- 
ed the  building  of  the  bridge  to  an  American  firm.  The 
plans  of  the  bridge  were  designed  by  an  American 
engineer,  an  engineer  of  great  eminence  undoubtedly, 
an  engineer  of  great  renown,  who  had  had  a  large 
career  in  bridge  engineering,  and  who  was  supposed 
to  be  the  highest  authority  in  that  branch  of  engineer- 
ing science.  His  plans  were  accepted — I  will  show  you 
why  bye  and  bye— and  you  know  the  result.  The  story 
is  always  present  in  our  minds;  at  all  events,  it  is 
always  present  to  mine.  Before  the  first  span  of  the 
bridge  had  been  completed  it  dropped  into  the  St. 
Lawrence,  under  its  own  weight,  conclusively  showing 
that  the  plans  were  defective,  a  fact  which  was  not  dis- 
puted by  even  the  engineer  who  was  the  author  of 
those  plans.  For  my  part,  as  a  Canadian,  I  may  say,  in 
all  sincerity,  and  I  do  not  seek  to  disguise  it,  the  only 
consolation  I  have  with  regard  to  this  accident  is  that 
the  plan  was  not  the  work  of  a  Canadian,  but  of  an 
American  engineer. 

But,  sir,  the  poet  has  said  that  "to  err  is  human;  to 
forgive  divine."  We  forgave— that  was  the  only  thing 
to  do — but  we  determined  to  try  our  luck  anew  and  to 
try  it  under  other  auspices  and  circumstances.  We 
determined  to  go  on  with  the  work  at  that  time,  but  to 
transfer  the  enterprise  from  the  hands  of  the  company 
to  the  hands  of  the  government  of  that  day ;  that  was 
in  1908.  We  determined  this  time  to  entrust  the  work 
to  Canadian  engineers  and  Canadian  builders.  Unfor- 
tunately, as  you  know,  at  the  last  moment  an  accident 
occurred;  but  the  accident  showed,  and  showed  con- 
clusively—and this  is  a  fact  of  which  we  all  as  Cana- 
dians must  be  proud— that  it  was  not  due  to  any  fault 
in  the  design  of  the  bridge,  because  the  bridge  struc- 
ture remained  as  solid  as  the  rocks  on  the  shore  under 
the  terrible  strain  which  was  put  upon  it  by  the  sudden 
drop  of  the  central  span.  We  have  the  most  conclusive 
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evidence,  and  it  is  a  fact  which  was  nut  only  evident  to 
those  who  were  present  on  that  fatal  day,  but  which 
has  been  proved  by  actual  examination,  that  no  fault 
is  to  be  attributed  to  the  engineers.  The  accident  was 
due  to  a  flaw  in  the  metal.  From  all  this  L  think  there 
is  to-day  a  lesson  to  be  drawn,  and  that  lesson  is  that 
it  is  folly  to  go  abroad  to  seek  what  we  can  find  at 
home.  We  can  make  a  mistake  once — that  is  pardon- 
able— but  it  is  unpardonable  to  make  the  same  mistake 
a  second  time. 

I  do  not  belong  to  your  profession,  but  1  honor  it 
not  only  because  it  is  the  profession  of  engineering, 
but  because  the  engineers  are  fellowr-countrymen  of 
my  own  and  we  are  Canadians  all.  Canadian  engi- 
neers do  not  pretend  to,  do  not  claim,  any  superiority 
over  the  engineers  of  any  other  country;  neither  will 
they  admit  inferiority  to  the  engineers  of  any  other 
country.  They  claim  that  they  are  equal  to  the  high- 
est development  of  engineering  science  to  this  day ;  or, 
if  they  are  too  modest  to  claim  it,  I  claim  it  for  them. 
That  is  my  view,  and  I  express  it  as  I  feel  it,  not  only 
in  your  presence,  but  J  would  be  glad  to  do  so  wher- 
ever my  voice  can  be  heard  in  any  part  of  Canada.  I 
make  this  claim  for  the  engineers  of  Canada,  that  they 
are  the  equals  of  American,  of  British,  of  French,  or 
(German  engineers. 

There  is  something  more  which  1  claim  for  the 
engineers  of  Canada.  1  claim  for  the  engineers  of  Can- 
ada not  only  ability,  but  character,  and  by  character  I 
understand  honesty  and  honor.  I  was  for  fifteen  years 
the  Prime  Minister  of  this  country,  and  in  connection 
with  public  works  under  the  charge  of  the  government 
over  which  I  presided  I  had  a  great  deal  to  do  with 
Canadian  engineers,  and  it  is  my  proud  testimony  to 
say  that  I  always  found  that  the  Canadian  engineer 
could  be  depended  upon  for  honor  and  honesty.  Honor 
and  honesty  were  characteristics  of  those  engineers 
whose  names  I  selected  from  a  great  number  and 
whose  names  I  have  just  given  to  you.  Their  honor 
and  honesty  were  such  that,  when  1  had  the  responsi- 
bility of  office,  if  I  saw  the  signature  of  Mr.  Colling- 
wood  Schreiber,  or  any  other  Canadian  engineer,  upon 
a  report  or  plan,  1  knew  that  it  meant  that  there  was 
the  truth,  and  that  the  work  might  be  proceeded  with. 
Honor  and  honesty  are  required  in  every  branch,  in 
every  part,  of  our  life,  but  honor  and  honesty  are,  per- 
haps, more  required  in  the  engineering  profession  than 
in  any  other  calling".  It  is  characteristic  of  the  work 
of  your  profession  that  the  work  of  the  engineer  can- 
not be  intelligently  criticized  or  approved  by  the  lay- 
man who  commands  the  work.  The  plans,  the  calcula- 
tions of  the  engineer,  when  they  are  brought  before  the 
unpractised  eye  of  the  layman  who  has  to  do  with  the 
work — I  speak,  at  all  events,  for  myself  as  a  humble 
layman — present  nothing"  to  him  but  what  he  regards 
as  a  jumble  of  lines  and  figures,  lie  can  look,  but  he 
cannot  pronounce  upon  them ;  he  cannot  undertake  to 
say  that  the  lines  are  too  long  or  too  short,  that  the 
angles  are  too  sharp  or  too  obtuse,  or  that  the  calcula- 
tions are  right  or  wrong,  ft  is  not  so  in  many  other 
lines  or  in  many  other  arts  and  sciences.  Take  the  case 
of  architecture.  If  I  employ  an  architect  to  put  up  a 
building  for  me,  he  brings  me  his  plans;  I  look  them 
over,  and  I  can  see  whether  or  not  they  please  me.  I 
can  sit  down  and  discuss  and  argue  with  him.  I  can 
say  to  him:  "I  do  not  like  this  curve,"  and  he  can  an- 
swer me  and  say:  "You  are  wrong;  you  do  not  know 
the  accepted  canons  in  that  respect;  if  I  were  to  do  l he 
work  as  you  suggest  I  would  make  a  bad  job  of  it." 
Eevn  if  I  could  not  convince  him,  I  could,  at  all  events, 
give  him  my  views.    But  if  I  employ  an  engineer  to 


prepare  lor  me  a  plan  of  a  conduit  or  a  canal  and  he 
brings  to  me  his  designs,  his  lines,  and  profiles,  1  will 
be  a  very  presumptuous  man  if  I  undertake  to  say  that 
his  calculations  and  lines  are  wrong.  We  have  to  de- 
pend upon  the  ability  and  character  of  the  engineer  to 
do  this  work  for  us,  and  whenever  I  had  to  depend 
upon  a  plan  put  before  me  by  a  Canadian  engineer,  I 
proceeded  on  that  plan  which  was  put  before  me,  and 
which  represented  the  sum  total  of  engineering  science, 
backed  by  a  firm  and  rugged  honesty.  I  asked  no  more 
and  never  was  deceived.  Ability  and  character  are,  not 
only  to  my  knowledge  but  in  my  experience,  the 
double  attributes  of  Canadian  engineering.  Canadian 
engineers  have  always  lived  up  to  that  double  stan- 
dard, according  to  my  observation  and  experience. 
They  have  always  held  these  characteristics  up  as  the 
standards  by  which  they  desired  to  be  judged,  not  only 
for  themselves,  but  also,  may  I  say,  for  the  fair  name 
and  fame  of  Canada,  our  country  whose  name  and 
fame  must  always  remain  dear  to  all  the  sons  of  Can- 
ada. 

Now,  Mr.  Chairman,  you  have  been  kind  enough  in 
your  introductory  remarks  to  speak  of  my  age.  I  shall 
not  refer  to  that;  but  you  have  been  kind  enough  to 
mention  the  name  of  my  wife,  and  for  that  I  cannot  be 
sufficiently  grateful  to  you.  You  all  know — I  suppose 
most  of  you  do — the  blessing  of  a  good  wife.  I  have 
had  that  blessing  during  a  very  long  life.  Now,  I  have 
to  cut  my  remarks  short  because,  pleasant  as  this  occa- 
sion has  been  and  thankful  as  I  am  for  the  opportunity 
of  being  with  you,  I  am  going  to  something  even  better 
than  a  banquet  with  the  Engineers — I  am  going  to  a 
wedding". 

A  vote  of  thanks  was  moved  by  Mr.  A.  St.  I. anient. 


Demand  for  Oil  Storage  Tanks 

The  Toronto  Iron  Works  state  that  they  find  the 
demand  for  oil  fuel  storage  tanks  is  very  heavy. 
Among  the  orders  received  during  the  past  thirty  days 
are  the  following:  The  Fess  Oil  Burners  of  Canada, 
Ltd.,  five  8,000  gallon  storage  tanks  for  installation  in 
the  Robert  Simpson  mail  order  building  on  Mutual 
Street;  the  Robert  Simpson  Apartment  House  on 
Bleecker  Street;  the  Flint  Varnish  Company,  Berth 
Avenue ;  Messrs.  Clarke  &  Clarke,  Christie  Street ;  and 
in  Earl  Grey  School;  the  town  of  Chatham,  N.B.,  one 
each  standard  12,000  gallon  and  5,000  gallon  storage 
tanks;  the  Metal  Drawing  Company,  St.  Catharines, 
two  6,000  gallon  tanks;  the  Canadian  Bronze  Com- 
pany, Montreal,  one  10,000  gallon  tank;  the  Northwest- 
ern Brass  Company,  Winnipeg,  one  10,000  gallon  tank; 
the  Goodyear  Tire  and  Rubber  (ioods  Company,  To- 
ronto, one  10,000  gallon  tank;  the  National  Manufac- 
turing Company,  Brockville,  one  7,000  gallon  tank. 
The  Dominion  Steel  Foundry  Company,  Hamilton, 
have  duplicated  an  order  for  one  102,000  gallon  vertical 
storage  tank.  The  order  was  received  on  November 
23rd,  for  completion  on  December  22nd.  All  of  the 
above  orders  are  being  filled  from  stock  material,  ship- 
ment in  no  case  exceeding"  two  weeks  from  receipt  of 
order. 


Captain  Thomas  H.  Byrne,  3cSth  Battalion,  w  ho  was 
reported  wounded,  has  cabled  to  Ottawa:  "Wound  is 
not  serious."  This  welcome  news  was  read  by  Mr. 
John  Murphy,  before  a  recent  luncheon  of  the  Ottawa 
branch  of  the  Canadian  Society  of  Civil  Engineer-, 
held  at  the  Chateau  Laurier. 
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Buildings  of  Heavy  Timber  Mill 

Construction* 

Bj  C.  I     Paul,  Construction  Engineer 


Till-',  marked  success  of  early  heavy  timber  struc- 
tures ol  the  mill  construction  type  led  to  the 
popular  use  of  this  form  ol"  construction  in 
practically  all  kinds  of  large  buildings.  As  its 
use  developed,  new  problems  arose  which  made  neces- 
sary a  departure  from  the  original  designs.  This  varia- 
tion to  suit  the  case  in  hand  finally  resulted  in  three 
general  classes  of  framing,  each  commonly  referred  to 
l.\  builders  as  mill  construction.  These  classes  have 
certain  basic  points  in  common,  such  as  heavy  timber, 
brick,  .-tone,  L.r  concrete  walls;  stairways  and  elevators 
enclosed  in  fireproof  shafts  or  towers;  floors  with  no 
nings  or  with  all  openings  protected  by  fireproof 
covers;  each  floor  or  room  isolated  by  means- of  auto- 
matic fireproof  doors  or  fire  walls;  windows  protected 
by  shutters  or  by  the  use  of  wire  glass;  sprinkler 
equipment,  etc. 

These  three  general  types  of  framing  may  be 
classed  as  follows: 

1.  Floors  of  heavy  plank  laid  flat  upon  large  gird 
ers  which  are  spaced  from  8  to  11  feet  on  centres. 
These  girders  are  supported  by  wood  posts  or  columns 
spaced  from  16  to  25  feet  apart.   This  type  is  often  re- 
ferred to  as  "standard  mill  construction." 

2.  Floors  of  heavy  plank  laid  on  edge  and  support- 
eel  by  girders  which  are  spaced  from  12  to  18  feet  on 
centres.  These  girders  are  supported  by  wood  posts 
or  columns  spaced  16  feet  or  over  apart,  depending 
upon  the  design  of  the  structure.  This  type  is  called 
•mill  construction  with  laminated  floors." 

3.  Floors  of  heavy  plank  laid  flat  upon  large  beams, 
which  are  spaced  from  4  to  10  feet  on  centres  and  sup- 
ported by  girders  spaced  as  far  apart  as  the  loading 
will  allow.  These  girders  are  carried  by  wood  posts  or 
columns  located  as  far  apart  as  consistent  with  the 
general  design  of  the  building.  A  spacing  of  from  20 
t'  >  25  feet  is  not  uncommon  for  columns  in  this  class  of 
framing  where  the  loading  is  not  excessive.  This  type 
is  more  generally  known  as  "semi-mill  construction." 

Each  of  these  types  is  provided  with  a  lighter  topr 
floor,  to  take  the  wear  and  give  a  finished  surface.  Con- 
struction details  will  be  given  in  the  paragraphs  which 
follow. 

The  terms  "mill  construction"  and  "slow-burning 
construction"  are  used  in  most  instances  without  a 
true  clearness  of  meaning.  It  is  true  that  mill  con- 
struction is  one  of  the  best  types  of  slow-burning  con- 
struction, but  there  are  other  types  of  structures  which 
are  referred  to  under  this  same  classification.  The 
popular  distinction  is  best  shown  in  the  building  ordin- 
ances of  various  cities.  In  mill  construction  only  tim- 
bers of  large  size  are  used,  but  in  slow-burning  con- 
struction small  timbers  protected  by  metal  lath  and 
plaster  or  other  fire-resisting  materials  are  frequently 
installed.  Instead  of  the  thick  floors  required  in  mill 
construction,  lighter  material  is  used,  with  a  fire  re- 
tardant  layer  between  the  under  floor  and  the  wearing" 
surface.  Plaster  covered  steel  or  iron  members  may 
also  form  the  main  part  of  the  framing  in  this  latter 
type  of  building. 

Mill  construction  has  always  been  looked  upon  with 
favor  tor  buildings  in  which  ordinary  manufacturin  > 

'  Courtesy  National  Lumber  Manufacturers'  Association. 


industries  are  carried  on.  Warehouses  and  buildings 
fi  >i  storage  of  merchandise,  stores,  office  buildings,  fac- 
tories, shops,  and  all  buildings  of  moderate  height 
which  are  not  to  be  used  for  extremely  hazardous  pur- 
poses from  a  fire  protection  standpoint,  are  later  de- 
velopments of  this  type  of  construction.  City  building 
codes  limit  the  height  of  building  and  size  of  open 
spaces  in  buildings.  They  also  specify  the  minimum 
sizes  of  timber  which  shall  be  used,  and  other  similar 
details. 

This  article  is  intended  to  supplement  as  an  educa- 
tional treatise  and  to  aid  technically  the  work  of  the 
architect  or  enginer  who  may  not  have  the  time  or 
opportunity  to  compile  such  information  for  himself. 
While  heavy  timber  mill  construction  buildings  are 
easy  to  build  and  have  the  results  of  long  experience  to 
guide  the  builder,  the  services  of  a  competent  architect 
or  engineer  are  always  advisable.  In  no  class  of  build- 
ings can  safety  and  economy  of  design  be  more  posi- 
tively assured. 

Walls  and  Enclosures. 

The  stability  of  any  building  depends  to  a  great 
extent  upon  the  nature  of  the  foundations  and  the 
hearing  power  of  the  soil  upon  which  these  foundations 
rest.  Not  only  must  the  walls  have  footings  of  suffi- 
cient size,  but  all  piers  which  support  columns  or  iso- 
lated loads  must  also  be  provided  with  ample  bearing 
surface.  Heavy  machines  or  equipment  may  be  sup- 
ported upon  foundations  which  are  separate  from  the 
main  foundations  of  the  buildings.  This  is  advisable  in 
all  cases  where  heavy  shocks  or  vibrations  are  likely  to 
occur. 

The  footings  and  foundation  walls  of  modern  mill 
buildings  are  of  plain  or  reinforced  concrete.  A  lean 
mixture  of  one  part  Portland  cement,  three  parts  clean 
sand,  and  five  parts  of  broken  stone  or  screened  gravel, 
should  be  suitable  for  footings  in  ordinary  cases,  while 
a  1  :2 :4  mixture  will  make  strong,  watertight  founda- 
tion walls  if  the  materials  are  carefully  graded  and 
properly  handled.  It  is  essential  that  the  concrete  be 
extremely  well  mixed. 

Safe  bearing  values  for  different  kinds  of  soil  to  be 
used  in  preliminary  estimates  are  given  in  Table  I.  If 
exact  values  are  needed  in  doubtful  soils,  bearing  tests 
should  be  made. 

Table  I. — Bearing  Power  of  Soils. 

Tons  per  sq.  ft. 


Rock   10  to  200 

Gravel,  compacted    8  to  10 

Sand,  clean  and  compact   4  to  6 

Clay  on  thick  beds,  always  dry   4  to  (> 

Clay  on  thick  beds,  moderately  dry  ...  2  to  4 

Sand,  clean  and  dry   2  to  4 

Dry  earth  .   1  to  2 

Quicksand  and  wet  soil   JA  to  1 


The  unit  bearing  on  footings  should  be  proportioned 
in  such  a  manner  as  to  allow  equal  settlement  under 
all  parts  of  a  structure.  In  general,  footings  for  na- 
tural foundations  should  be  made  1  ft.  6  in.  or  2  ft. 
thick.  If  pile  foundations  are  used,  the  footings  should 
be  made  3  ft.  thick,  with  the  pile  head  extending  1  ft. 
into  the  concrete.  Foundation  piles  should  not  be 
spaced  closer  than  2  ft.  on  centres  in  any  direction, 
and  at  least  2  ft.  6  inches  should  be  allowed  in  one 
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direction.  Wood  piling-  should  always  be  cut  off  below 
water  level,  unless  creosoted.  Thorough  creosoting  is 
recommended  for  all  exposed  piling. 

Wherever  exposed  to  the  action  of  frost,  footings 
should  lie  from  4  ft.  to  6  ft.  below  grade,  depending 
upon  the  climatic  location.  In  any  case,  footings 
should  be  carried  to  the  firmest  bearing  strata  within 
reasonable  reach. 

The  thickness  of  the  foundation  walls  or  the  size  of 
isolated  piers  will  depend  upon  the  load  to  be  carried. 
This  load  is  determined  approximately  from  prelimin- 
ary plans  of  the  building,  and  from  the  weight  of  ma- 
chinery, equipment,  or  materials  which  is  to  be  car- 
ried on  the  floors  of  the  structure.  In  calculating  the 
live  load,  allowance  must  be  made  for  the  effect  of 
impact  from  machines  and  equipment,  together  with 
the  overturning  effect  on  the  leeward  side,  due  to  the 
wind. 

If  the  soil  is  wet  and  a  dry  interior  is  to  be  as- 
sured, the  basement  walls  and  floor  should  be  water- 
proofed during:  construction.  This  waterproofing  may 
consist  of  a  continuous  layer  of  bituminous  material 
placed  on  the  outer  surface  of  the  walls,  extending 
through  the  walls  at  the  footings,  and  forming  a  tight 
membrane  under  the  wearing  coat  of  the  basement 
floor,  or  by  the  use  of  a  rich,  properly  graded  mixture 
of  Portland  cement  concrete  containing  a  reliable  in- 
tegral waterproofing  compound. 

Exterior  Walls. 

City  building  ordinances,  as  well  as  the  recommen- 
dations of  insurance  underwriters,  generally  specify 
exterior  walls  of  an  incombustible  material,  such  as 
brick,  stone,  or  concrete.  The  pilastered  form  of  brick 
or  reinforced  concrete  wall  gives  large  window  areas 
and  furnishes  support  to  the  main  girders  of  the  floors 
where  needed,  but  may  lack  the  rigidity  of  a  solid  wall. 
This  general  type  of  construction  may  be  carried  out 
either  in  the  form  of  curtain  walls  or  pane]  walls  at 
the  choice  of  the  designer.  In  the  absence  of  a  local 
building  ordinance  which  determines  the  proper  thick- 
nesses to  be  used  in  the  different  parts  of  brick  or  con- 
crete exterior  walls,  it  is  suggested  that  the  sizes  given 
in  the  Building  Code  Recommended  by  the  National 
Board  of  Fire  Underwriters  be  followed. 

In  small  buildings  or  structures  located  well  out  of 
conflagration  districts  and  separated  from  other  build- 
ings, exterior  walls  are  occasionally  made  of  heavy 
timber  construction  as  in  the  case  of  floors.  The  posts 
which  are  to  form  the  exterior  framing  should  be  of  a 
size  needed  to  carry  the  load  from  the  floor  above,  but 
should  not  be  less  than  10  in.  bv  10  in.  These  posts 
should  be  spaced  from  8  to  10  ft.  apart,  as  in  the  case 
of  the  floor  girders,  and  should  be  thoroughly  braced 
at  the  corners  of  the  building  and  around  openings,  to 
provide  stiffness. 

The  walls  mav  be  of  plank  2  in.  or  more  in  thick- 
ness. Tongued  and  grooved  or  splined  material  is 
placed  vertically  and  nailed  to  horizontal  girths  ex- 
tending- between  the  posts.  Square-edged  plank  may 
be  used  bv  covering  the  cracks  with  in.  battens.  If 
metal  siding  nr  slate  is  to  be  used  as  an  exterior  finish, 
the  planks  should  be  placed  horizontally  and  fastened 
to  the  posts  and  intermediate  studs,  if  needed.  Planks 
nailed  diagonally  will  aid  in  stiffening  the  building,  but 
there  is  a  small  waste  of  material  involved.  All  inter- 
ior surfaces  should  be  left  exposed,  so  that  water  may 
reach  them  easily  in  case  of  fire. 

Fire  and  Party  Walls. 

Fire  walls  and  party  walls  should  be  built  of  brick 
or  reinforced  concrete,  and  should  extend  three  feet 


above  roof.  The  thickness  and  general  design  is  regu- 
lated by  the  local  ordinance,  or  may  be  governed  by 
the  recommendations  of  the  National  Board  of  Fire  Un- 
derwriters. For  the  sake  of  economy  designers  should 
take  care  to  keep  the  floor  areas  of  the  maximum 
proportions  at  which  fire  walls  are  not  required,  as  the 
cost  of  fire  walls  and  the  protection  of  openings  in 
walls  add  materially  to  the  cost  of  a  structure.  Maxi- 
mum floor  areas  between  fire  walls  or  exterior  walls  of 
mill  construction  buildings  not  over  65  feet  high,  as 
recommended  by  the  National  Board  of  Fire  Under- 
writers, are  as  follows: 

Without  With 
Sprinklers.  Sprinklers. 
Sq.ft.  Sq.ft. 

Building  fronting  on  one  street   6,500  13,000 

Building  fronting  on  two  streets    8,000  10,000 

Building  fronting  on  three  or  more  streets.  10,000  20,000 

Local  building  ordinances  may  vary  from  these 
areas  and  should  be  consulted  in  any  case.  Many  ex- 
amples may  be  found  in  the  cotton  and  woolen  mills  of 
the  New  England  States  in  which  these  areas  have 
been  exceeded,  even  in  the  practice  of  leading"  engi- 
neers and  architects.  The  weave  room  of  one  large 
mill  is  said  to  have  a  floor  area  of  five  and  one-third 
acres. 

Enclosure  Walls. 

Walls  which  serve  as  enclosures  for  stairways,  ele- 
vators, etc.,  should  be  self-sustaining  and  of  incom- 
bustible material.  Brick  walls  not  less  than  12  in. 
thick  or  reinforced  concrete  not  less  than  8  in.  thick 
are  commonly  used  for  this  purpose.  In  special  cases 
where  the  wall  is  less  than  8  ft.  on  a  side  and  has  no 
openings,  a  brick  wall  8  in.  thick  may  be  used  if  it  does 
not  extend  more  than  one  storey  in  height. 

The  walls  of  stairways  and  elevator  enclosures 
when  inside  of  a  building  should  extend  through  all 
floors  and  rise  about  3  ft.  above  the  roof.  No  interior 
windows  should  be  allowed,  and  all  openings  from  the 
different  floors  should  be  protected  by  automatic  fire 
doors.   All  stairway  doors  shoufd  be  self-closing. 

Belts  or  power  drives  should  be  located  in  a  special 
tower  or  shaft  constructed  of  incombustible  material, 
as  n  the  case  of  stairways  and  elevators.  Openings  to 
such  shafts  should  be  self-closing. 

General  Construction. 

One  of  the  distinctive  purposes  of  mil]  construc- 
tion is  to  obtain  strength  and  stiffness  with  a  minimum 
amount  of  timber  surface  and  corners  exposed  to  at- 
tack by  fife.  Large  supporting  members  and  flat, 
smooth,  heavy  floors  provide  this  requirement.  Large 
limbers  do  not  ignite  readily,  and,  if  exposed  to  fire, 
burn  slowly  and  with  but  slight  penetration  after  a 
considerable  period  of  time.  Flat,  smooth  surfaces 
possess  this  same  resistance  to  combustion,  and  may 
be  reached  easily  by  water  from  sprinklers  or  hose. 

Heavy  timber  posts  support  large  timber  girders 
spaced  as  far  apart  as  the  design  will  allow.  These 
girders  support  a  thick  main  or  carrying  floor  direct, 
without  aid  of  joists  or  smaller  timbers,  except  in  semi- 
mill  construction.  The  main  floor  is  covered  with  two 
or  more  layers  of  waterproof  paper,  or  similar  material, 
to  prevent  leakage  of  water  or  passage  of  dirt  from  the 
floor  above.  Tn  usual  practice  a  hardwood  top  or 
wearing-  floor  is  laid  on  the  paper  and  completes  the 
total  thickness  of  floor.  Edge-grain  flooring  of  other 
woods  may  also  be  used,  while  a  new  end-grain  floor- 
ing of  small  blocks  glued  to  a  solid  base  gives  promise 
of  success. 

The  factor  of  safety  used  in  calculations  for  size  of 
girders  and  columns  is  sufficient  to  allow  serious  char- 
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ring  by  tire  and  still  leave  strength  to  support  the  floor 
'  ail-  Wood  p.>»ts  ha vi"  successfully  withstood  lire 
that  would  have  entirely  crippled  unprotected  cast  iron 
•  >r  steel  columns. 

Beams  of  sufficient  Strength  to  carry  the  imposed 
leads  ma\  deflect  or  vibrate  under  the  action  of  ma- 
chinery or  impact  ;  therefore,  the  factors  of  weight,  de- 
flection, vibration,  and  impact  should  he  considered  in 
rinding  the  dimensions  of  beams  that  may  be  used  in  a 
(riven  case. 

Size  of  Bays. 

The  width  of  floor  and  roof  hays  will  vary  from  8 
to  11  ft.  on  centres  where  the  planks  of  the  main  floor 
are  laid  flat  and  no  intermediate  beams  used.  If  the 
planks  are  set  on  edge,  the  hays  will  commonly  vary 
from  12  to  18  ft.  in  width,  depending  in  any  case  upon 
the  general  design  of  the  building,  the  amount  of  floor 
load,  ami  an  economical  arrangement  of  the  pipes  for 
tin-  sprinkler  system.  Economy  in  the  use  of  lumber 
i-  effected  by  making  the  span  such  that  the  full  work- 


than  (i  ft.  bays  are  not  advised,  and,  if  used,  the  building 
should  not  be' classed  as  of  'mill'  construction." 

Height  of  Storeys. 

The  height  of  different  storeys  of  a  building  may 
be  controlled  l>\  the  different  character  of  occupancy 
or  bv  special  processes  necessary  in  the  manufactur- 
ing industries.  Where  no  special  features  are  to  be 
provided  for,  the  heights  shown  in  Table  If.  may  be 
used  as  a  guide : 

Table  II. — Height  of  Storeys  from  Floor  to  Floor. 

Width  of  building.  Height  of  storeys. 

25  feet   12  feet 

50  feet   13  feet 

75  feet   14  feet 

100  feet   15  feet 

125  feet  .  15  feet 

The  National  Hoard  of  Fire  Underwriters  recom- 
mend that  no  storey  of  any  building  above  the  first 
storev  shall  exceed  15  ft.  in  height. 


Fig.  I.  -  Heavy  timber  framing  with  laminated  floor. 


ing  strength  of  a  given  commercial  size  of  material 
may  be  utilized,  and  the  material  used  in  standard 
lengths.  Excessive  deflections  must  be  guarded  against 
in  any  design. 

The  length  of  bays  may  be  as  great  as  20  to  25  ft., 
but  16  ft.  is  more  common  in  ordinary  buildings. 
Again,  the  design  of  the  building  and  the  sizes  of  ma- 
terial easily  obtained  determine  this  dimension. 

Crosby  and  Fiske,  in  their  "Hand  Book  of  Fire  Pro- 
tection." refer  to  the  width  of  bays  as  follows: 

"Narrow  bay  construction  (4  ft.  to  5  ft.  centre  to  centre 
of  timbers;  is  not  true  mill  construction,  and  is  undesirable 
for  several  reasons.  There  are  more  corners,  angles,  and  sur- 
faces on  which  fire  may  feed  and  spread.  Water  from  sprink- 
lers or  hose  streams  cannot  be  used  as  advantageously.  Ow- 
ing to  the  expense,  and  also  because  of  the  greater  number  of 
sprinklers  in  the  same  fire  area,  it  is  not  always  feasible  to 
place  a  line  of  sprinklers  in  every  bay,  and  if  this  latter  is  not 
done,  the  sprinkler  protection  is  not  as  satisfactory.  Less 


Minimum  Sizes  of  Material. 

Building  ordinances  and  insurance  codes  or  specifi- 
cations have  established  certain  minimum  sizes  of 
girders  and  thickness  of  floor  plank.  This  action  tends 
to  preserve  the  distinctive  points  of  mill  construction 
and  separate  it  from  ordinary  light  framing.  While  all 
ordinances  and  codes  do  not  agree  in  detail,  the  same 
purpose  is  indicated  in  each. 

Girders  or  beams  are  commonly  required  to  be  at 
least  6  in.  in  either  dimension,  and  often  a  cross-sec- 
tion area  of  72  square  inches  is  demanded.  Some  cities 
require  8  in.  as  a  minimum  dimension.  All  timbers  are 
to  be  planed  on  all  sides. 

The  main  or  carrying  floor  should  be  at  least  o  in. 
thick,  with  tongued  and  grooved  or  splined  joints  if 
laid  flat  upon  the  girders.  For  plank  4  in.  or  more  in 
thickness  the  edges  should  be  grooved  to  take  a  :;4  in. 
by  1/^  in.  spline.   The  top  wearing  floor  may  be  of  a 
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1  in.  material.  All  material  should  be  surfaced  on  all 
sides.  The  sizes  given  above  are  nominal  and  not 
actual. 

Girders. 

Although  a  minimum  dimension  of  6  in.  (nominal) 
is  specified  by  building  ordinances  and  insurance  re- 
commendations, girders  of  greater  depth  than  width 
are  commonly  used. 

Girders  are  preferably  of  single  stick,  but  for  sizes 
above  14  in.  by  16  in.  it  is  often  advantageous  to  use 


Kig.  2.— Method  of  supporting  girder  on  wall  plate. 

two  pieces  8  in.  by  16  in.,  or  a  similar  combination, 
bolted  together  securely  side  by  side  with  the  larger 
dimension  vertical.  It  has  been  the  custom  to  leave  an 
air  space  about  Y\  in.  wide  between  the  two  members 
thus  fastened,  but  modern  practice  favors  placing  the 
two  girders  close  together  without  air  space.  It  is 
claimed  that  the  space  between  double  members  allows 
the  entrance  of  fire  into  a  place  which  is  difficult  to 
reach  with  the  ordinary  sprinkler  system  or  even  with 
a  stream  from  a  hose. 

Bolts  Y\  in.  diameter  fitted  with  nuts  and  3  in. 
washers  are  often  used  to  fasten  double  girders.  The 
extreme  bolts  are  placed  about  2  ft.  in  from  the  ends, 
while  the  others  are  staggered  at  equal  spacing  along 
the  length.  The  spacing  longitudinally  should  not  be 
greater  than  four  times  the  depths  of  the  girder. 

Where  girders  meet  at  the  columns  they  should  be 
fitted  around  the  column  or  butted  up  close  to  it.  The 
ends  of  girders  may  be  drawn  together  closely  by  dogs 
driven  into  the  top  side,  or  held  in  place  by  steel  or 
iron  straps  spiked,  bolted,  or  secured  by  lag  screws,  as 
shown  in  Fig.  1.  If  the  style  of  post  cap  will  allow,  the 
sides  of  the  post  cap  which  project  upward  may  be 
used  as  straps  for  the  girders. 

The  length  of  the  bearing  at  the  ends  of  girders 
should  be  such  that  the  bearing  area  will  be  sufficient 
to  allow  a  suitable  unit  stress  in  compression  across  the 
grain  of  the  wood.  A  minimum  length  of  5  in.  is  often 
required,  but  an  exact  determination  should  be  made 
after  the  width  of  girder  is  known.  If  the  local  build- 
ing ordinance  specifies  definite  values,  they  should  be 
used  in  all  calculations. 

Girders  are  supported  at  the  wall  by  metal  wall 
plates  or  wall  boxes  built  into  the  wall,  as  shown  in 
Fig.  2  and  Fig.  3,  thus  distributing  the  loads  more 
evenly  on  the  brickwork.  Wall  plates  should  have  two 
flanges — one  to  anchor  the  plate  to  the  wall  and  the 
other  to  hold  the  girder  on  the  plate.  Care  should  be 
taken  to  see  that  a  Vz  in.  air  space  is  left  around  the 
ends  of  girders  for  ventilation,  so  as  to  prevent  the  ap- 
pearance of  dry  rot.  A  preservative  treatment  applied 
to  the  wall  ends  of  the  girders  will  give  added  security. 
It  is  advisable  to  allow  end  play  in  girders  to  prevent 
strains  in  the  walls.  Ends  of  girders  should  be  cut  at 
an  angle  such  thai  in  case  of  damage  by  lire  the  mem- 
ber may  til)  nllt  of  the  wall  opening  without  disturbing 


the  wall.  At  columns,  girders  are  supported  by  steel 
or  iron  caps. 

Use  of  Intermediate  Beams. 

Where  intermediate  beams  are  used  to  support  a 
Moor  in  semi-mill  construction  it  is  preferable  that  the 
beams  should  rest  on  the  top  of  the  girders  direct. 
The  width  of  the  main  girder  is  usually  sufficient  to 
give  ample  bearing  for  the  ends  of  the  beams  in  the 
bays  on  each  side  of  the  girder,  even  when  the  ends 
butt  together.  Common  practice  is  to  suspend  inter- 
mediate beams  between  the  main  girders  by  the  use  of 
steel  or  iron  stirrups  or  hangers.  This  practice  un- 
doubtedly lowers  the  cost  of  the  side  walls  of  the 
bttilding  owing  to  the  diminished  height  of  wall  needed 
at  each  floor.  This  type  of  construction  is  not  looked 
upon  with  favor  by  insurance  underwriters.  They 
claim  that  experience  has  shown  that  such  stirrups  or 
hangers  are  likely  to  prove  hazardous  during  exposure 


Fig.  3.— Wall  box  for  holding  end  of  girder  in  wall. 

to  fire,  either  causing  the  heavy  timbers  to  burn  off 
quicker  at  the  point  of  suspension  in  the  stirrup  or 
hanger  or  allowing  the  beams  to  fall,  due  to  the  failure 
of  the  metal  stirrup  or  hanger  itself. 

The  Crosby-Fiske  Hand  Book  of  Fire  Protection 
contains  the  following  comment  upon  this  point : 

"Mill  construction,  particularly  in  the  Middle  West,  has 
suffered  unfairly  in  reputation  by  reason  of  disastrous  fire 
results,  because  buildings  somewhat  resembling  this  type 
have  borne  its  name.  They  may  have  had  floors  and  roofs  of 
plank  or  wide-spaced  timbers,  but  in  other  particulars  violated 
the  principles  of  'mill  construction.'  A  common  defect  has 
been  the  use  of  exposed  steel  or  iron  stirrups  to  hold  im- 
portant floor  timbers." 

(To  be  continued). 


Sheet  Steel  for  Pavement 

A  town  in  the  United  States  is  trying  out  the  use 
of  steel  sheets  as  a  paving  surface.  On  one  of  its 
streets,  a  roadway  7  inches  thick  is  being  built,  con- 
sisting of  a  macadam  base  4  inches  in  depth,  covered 
with  3  inches  of  concrete.  A  wearing  surface  of  steel 
plates  is  used  which  measure  18  feet  long,  30  inches 
wide  and  ]/$  inch  thick.  Trapezoidal-shaped  perfora- 
tions, 2  x  \y2  x  \%  inches  in  size  arc  placed  through- 
out the  plate  at  1  to  1}4  inch  intervals.  The  shorter 
side  of  each  perforation  is  uncut  and  the  metal  is 
bent  down  to  form  a  projecting  lug  on  the  under  side. 
Connection  between  adjacent  sheets  is  formed  by  fit- 
ting tongues  on  one  side,  of  one  sheet  into  slots  in 
the  opposite  side  of  the  other  sheet. 

The  steel  sheets  were  placed  in  position  and  tamped 
to  a  solid  bearing,  with  the  tops  flush  with  grade.  Each 
steel  sheet  was  joined  to  the  one  already  placed  by 
raising  the  outer  edge  and  slipping  the  tongues  of 
Ihe  new  sheet  into  corresponding  slots  of  the  other 
plate.  The  new  sheet  was  then  lowered,  and  at  the 
same  time  pushed  close  to  the  other  sheet.  A  space 
of  about  one-eighth  inch  was  left  between  adjacent 
sheets. 

Actual  cost  data  on  what  has  been  done  shows  a 
unit  cost  of  $2.06  per  square  yard. 
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Tunnel  Between  England  and  France 

I  lie  war  has  changed  public  opinion   and  shown   the  value  of 
such  a  project    Extensive  investigations  have  already  been  made. 


A REVIVED  interest  in  a  channel  tunnel  between 
Finland  ami  France  lias  resulted  from  the  pre- 
sent war.  For  nearly  a  hundred  years  pro- 
posals have  been  introduced  from  time  to 
time  for  a  means  of  linking  up  the  two  countries  by 
a  tunnel  driven  under  the  strait  that  forms  the  exist- 
ing barrier  to  land  communication.  Both  French  and 
English  companies  have  been  formed  with  a  view  to 
carrying  out  the  scheme,  and  as  a  matter  of  fact  work 
u  as  -tarted  about  forty  years  ago  on  preliminary  head- 
ings from  both  sides.  The  value  of  such  an  undertak- 
ing has  always  been  appreciated  in  France,  but  British 
sentiment  has,  in  the  main,  been  antagonistic  to  the 
plan.  The  object  lessons  of  the  war,  however,  are  ap- 
parently changing  public  opinion,  and  there  is  every 
indication  that  the  plan  is  now  meeting  with  favor 
and  may  be  crowned  with  ultimate  success.  The  facili- 
ties which  such  a  tunnel  offers  for  transportation,  to- 
gether with  the  independence  from  sea  traffic,  are  im- 
portant considerations  in  view  of  the  present  dangers 
to  cross-channel  transportation  from  enemy  war  ves- 
sels  and  submarines.  It  has  recently  been  intimated 
that  the  whole  scheme  will  be  reintroduced  in  the 
British  House  at  an  early  date,  and  on  account  of 


Plan  and  section  of  English  Channel,  showing  location  of  proposed  tunnel. 


the  revived  interest  shown  in  the  venture  we  believe 
our  readers  will  be  interested  in  a  presentation  of  the 
main  facts  concerning  the  work  and  the  proposed  plans 
for  its  construction.  We  are  indebted  chiefly  to  En- 
gineering Record  and  The  Engineer  for  the  facts  and 
illustrations  in  connection  with  this  article. 

Scheme  Long  Delayed  by  British  Opposition 

The  scheme  for  establishing  a  physical  connection 
between  England  and  France  across  the  Straits  of 
Dover  is  an  old  one,  a  French  engineer  having  sug- 
gested  it  to  Napoleon  as  early  as  1802.  Serious  pro- 
posals for  a  feasible  project,  however,  began  with  the 
French  engineer,  Thome  de  Gamond.  Passing  over 
Gamond's  early  proposals,  which  date  back  to  1834, 


: t  include  a  sheet-iron  tube  sunk  on  the  bottom,  an 
$80,000,000  bridge,  two  five-mile  riprap  jetties  be- 
tween the  ends  of  which  a  ferryboat  would  operate,  a 
riprap  causeway  with  three  drawbridges,  and  his  first 
tunnel  scheme  proposed  in  1856,  the  first  plan  which 
formed  the  basis  of  definite  action  was  proposed  by  him 
in  1866.  This  plan  resembles  the  present  one,  except 
that  it  included  a  construction  shaft  and  permanent 
station  on  an  island  to  be  made  at  the  site  of  the  Varne 
shoal  in  mid-channel.  An  Anglo-French  committee  of 
six  was  constituted  in  1869  to  carry  out  this  plan,  and 
although  most  of  its  original  members  are  dead  the 
committee  is  still  in  existence  with  full  authority. 
After  the  war  of  1870  the  plans  were  modified  by  omit- 
ting the  island  station,  which  was  considered  too  vul- 
nerable to  an  enemy  fleet. 

Boring  machines  tried  out  at  that  time  were  ex- 
pected to  complete  this  tunnel  in  four  or  five  years  at 
a  cost  of  $40,000,000,  and  the  net  annual  revenue  from 
freight  and  passenger  traffic  was  expected  to  reach 
$10,000,000.  It  was  the  intention  to  operate  trains  with 
compressed-air  locomotives,  and  Gamond  had  worked 
out  a  scheme  for  compressing  the  air  required  by  using 
the  rise  and  fall  of  the  tides.  A  French  company  was 
created  by  an  act  of  August  2,  1875,  with  a  ninety-nine- 
year  franchise  to  construct  the  French  half  of  the  tun- 
nel and  co-operate  with  a  similar  British  company  in 
carrying  out  the  plans  to  be  finally  adopted  by  the  com- 
mission above  referred  to.  This  company  raised  and 
spent  more  than  $400,000  on  shafts,  soundings  and  bor- 
ings. It  constructed  a  trial  tunnel  7  feet  in  diameter, 
6,033  feet  long  from  the  French  shore.  Its  construc- 
tion plant:  and  underground  workings  have  been  main- 
tained in  good  condition  and  the  company  is  ready  to 
go  ahead  with  the  completion  of  the  project. 

The  British  meanwhile  had  organized  in  1872  the 
Channel  Tunnel  Company,  which  was  merged  by  an 
act  of  July  16,  1874,  into  the  Southeastern  Railway 
Company.  This  company  co-operated  with  the  French 
company  and  spent  $200,000  on  exploration.  It  was 
succeeded  within  a  short  time  by  the  Submarine  Rail- 
way Company,  which  excavated  two  headings  from 
the  English  shore,  one  2,641  feet  and  the  other  6,075 
feet  long.  The  shafts  from  which  these  tunnels  were 
driven  were  sunk  in  the  Shakespeare  Cliff  near  Dover. 
This  company  was  later  merged  into  the  Channel  Tun- 
nel Company,  Limited,  which  has  maintained  the  early 
construction  work  and  plant.  Its  tunnels  have  been 
pumped  for  a  long  period,  and  have  shown  a  remark- 
ably small  quantity  of  seepage. 

In  1875  Gamond  died,  believing  that  his  project 
was  to  be  put  into  immediate  execution.  However, 
popular  outcry,  led  by  London  newspapers,  definitely 
put  a  stop  to  continuation  of  the  work  in  1882.  The 
Conservative  party  succeeded  in  defeating  motions 
made  to  resume  construction  in  1883,  1887  and  1906. 
It  is  interesting  to  note  that  at  the  last-mentioned  date 
the  French  proposed,  as  a  concession  to  England,  to 
build  a  long  section  of  the  tunnel  approach  as  an 
elevated  railroad  along  the  French  coast,  so  that  the 
British  fleet  could  readily  destroy  it  on  occasion.  As 
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Dumas  points  out,  this  plan  at  present  would  scarcely 
appeal  to  the  British  mind.  Were  such  a  line  in  opera- 
tion to-day,  raids  by  enemy  destroyers,  submarines  or 
sea  planes  would  perhaps  be  able  to  keep  it  out  of 
commission  a  good  part  of  the  time. 

In  spite  of  the  opposition  across  the  channel  the 
project  has  never  been  lost  sight  of  in  France,  and  the 
plans  have  been  revised  and  kept  up  to  date  until  the 
present  project,  in  many  of  its  essential  details,  is  prac- 


line  from  the  junction  with  the  Paris-Calais  road  to 
that  with  the  railroad  from  London  to  Dover  will  be 
a  little  more  than  37  miles  of  double  track,  about  32 
miles  of  which  will  be  in  tunnel.  The  location  on  the 
French  side,  which  is  more  definitely  settled  than  that 
on  the  British,  contemplates  a  maximum  grade  of  1 
per  cent.,  while  a  grade  of  1.8  per  cent,  is  shown  on 
the  present  plans  at  the  British  end.  A  short  hump 
about  four  miles  in  length  is  planned  at  the  middle 
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The  proposed  line  for  the  tunnel  deviates  from  a  straight  course  so  as  to  lie  wholly  in  an  impervious  chalk  layer  and  have 
a  minimum  variation  in  grade.    It  follows  approximately  the  contour  lines  of  the  stratum  illustrated  above. 


tically  a  new  one.  Albert  Sartiaux,  chief  engineer  of 
the  Compagnie  du  Chemin  de  Fer  du  Nord,  and  for 
some  time  a  director  of  the  French  construction  com- 
pany, the  Societe  Francaise  du  Chemin  de  Fer  Sous- 
Marin,  has  been  in  charge  of  the  engineering  work  and 
is  responsible  for  the  present  plans. 

Geological  surveys  of  the  channel,  confirmed  by 
the  explorations  already  made,  indicate  that  the  pro- 
posed tunnel  will  meet  nothing  resembling  the  tilted 
and  faulted  strata  which  caused  such  great  difficulty 
in  the  construction  of  the  Simplon  tunnel  and  which 
resulted  in  the  temporary  loss  of  an  entire  heading 
while  the  Astoria  gas  tunnel  under  the  East  Riyer  in 
New  York  City  was  being  built.  The  theory  common- 
ly accepted  among  geologists  is  that  an  isthmus  con- 
nected France  and  England  during  the  Miocene  period 
and  that  subsequent  settlement  has  caused  the  forma- 
tion of  a  shallow  strait.  The  indications  are  that  this 
settlement  was  very  gradual,  and  was  not  attended 
by  any  faulting  or  folding.  The  strata  found  on  both 
sides  of  the  channel  correspond  very  closely  in  thick- 
ness, position  and  material.  At  the  top  is  the  well- 
known  white  chalk  in  which  flint  occurs,  underlain  by 
a  stratum  of  chalk  and  clay.  Beneath  this  in  turn  is 
a  bed  200  feet  thick  of  compact  argillaceous  chalk 
which  is  very  uniform  and  dense.  It  is  extensively 
quarried  for  the  manufacture  of  cement  and  corres- 
ponds to  the  gray  chalk  found  at  Rouen  in  France. 
This  material,  while  it  does  not  require  timbering,  is 
rather  easy  to  excavate  and  is  nearly  watertight. 
Soundings  indicate  that  it  maintains  a  uniform  thick- 
ness for  the  entire  distance  under  the  channel,  and  lies 
approximately  between  elevations  indicated  on  the 
profile.  The  latest  plans  contemplate  a  thorough  ex- 
ploration of  this  bed  from  the  drainage  drifts,  which 
will  be  constructed  first,  and  a  vertical  alignment  of 
the  tunnel,  which  will  not  require  leaving  this  stratum 
except  at  the  ends.  The  outcrop  of  this  bed  on  both 
shores  has  determined  the  location  of  the  line  and  of 
the  junction  stations  shown  on  the  plan. 

The  present  plans  call  for  the  construction  of  twin 
single-track  tunnels,  18  ft.  -1 1  inches  in  diameter  and 
67  ft.  7  in.  centre  to  centre.    The  total  length  of  the 


of  the  channel,  from  each  end  of  which  water  will  be 
taken  through  drainage  tunnels  to  pumping  stations 
at  shafts  sunk  on  shore  on  either  side.  The  two  drain- 
age tunnels  will  be  connected  with  the  main  tunnels 
by  cross-drifts  dividing  the  latter  into  excavation  sec- 
tions four  or  five  miles  in  length,  which  can  be  con- 
structed independently  of  each  other. 

From  experience  with  the  trial  drifts  constructed, 
the  seepage  in  the  main  tunnels  is  not  expected  to  ex- 
ceed 8  gallons  per  minute  per  100  lineal  feet  of  single- 
track  tunnel,  or  26,500  gallons  per  minute  for  the  en- 
tire length  of  both  tubes,  which  is  well  below  the 
quantity  of  water  pumped  in  many  of  the  deep  mines 
of  Europe. 

Tunnel  to  be  Built  in  Sections 

The  French  half  of  the  work  is  naturally  divided 
into  two  sections,  the  first  of  which  includes  the  sta- 
tion and  approach  and  the  first  Al/2  miles  of  tunnel, 
which  can  be  drained  through  the  existing  shaft.  The 
construction  plans  contemplate  building  the  remainder 
of  the  French  section  by  first  driving  the  drainage  tun- 
nel, from  which  three  cross-tunnels  will  be  excavated 
to  the  line  of  the  main  tunnels.  From  the  end  of 
each  of  these  cross-drifts  and  from  the  end  of  the  drain- 
age tunnel  at  mid-channel  the  excavation  of  the  main 
tunnels  will  be  started  upgrade,  all  of  the  spoil  being 
taken  out  through  the  drainage  tunnel  and  the  main 
shaft.  During  the  construction  of  the  drainage  tun- 
nel and  cross-drifts  it  is  proposed  to  drill  test  holes 
up  and  down  at  intervals  of  500  feet,  to  define  exactly 
the  limits  of  the  stratum  in  which  the  tunnel  will  be 
constructed.  This  exploration  work  may  result  in 
modifying  the  proposed  profile  shown  herewith. 

Tunnelling  machines  modelled  on  that  invented  by 
Colonel  Beaumont  and  thoroughly  tried  out  on  the 
British  side  of  the  strait  will  be  used  to  drive  both 
the  main  tunnels  and  the  10-ft.  drainage  tunnels.  It 
is  expected  from  the  past  performance  of  this  machine 
that  a  progress  of  3.7  miles  per  year  can  be  made  for 
each  machine  in  use.  provided  the  muck  can  be  dis- 
posed of.  With  all  the  headings  working,  this  would 
require  the  transportation  of  4,400  tons  of  material 
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daily  through  the  section  of  drainage  tunnel  next  the 
shaft.  The  French  engineers  expect  to  accomplish 
this  with  an  electric  railroad  of  -'  it.  gauge  (presumably 
double-track),  over  which  100  train  movements  a  clay 
in  each  direction  will  he  necessary.  This  estimate  also 
allows  tor  transporting  in  and  out  1.2(X)  workmen  daily. 
\  verj  large  shaft  will  he  necessary  to  accommodate 
hoisting  equipment  capable  of  raising  material  to  the 
-ui  face  at  this  rate.  Experience  indicates  that  the 
-haft  on  the  French  side  will  he  difficult  to  sink,  and  it 
is  expected  that  the  pneumatic  process,  grouting  or 
freezing,  or  perhaps  a  combination  of  all  three,  will  be 
required. 

Based  on  this  estimate  of  progress  in  the  headings 
it  would  take  three  years  to  drive  the  drainage  gallery 
to  the  centre  of  the  strait.  In  the  meantime  work 
would  have  started,  at  some  of  the  four  points  of  attack- 
provided  for.  on  the  main  tunnels.  It  is  expected  that 
by  this  method  the  entire  work  can  be  completed  in 
4'..  or  5  years.  The  work  on  the  British  half  of  the 
tube-  will  be  carried  out  along  much  the  same  lines, 
although  the  construction  scheme  for  this  half  of  the 
work  has  not  yet  been  gone  into  so  thoroughly  as 
that  for  the  French  side. 

Electric  Operation  Decided  On 

As  was  to  be  expected,  the  contemplated  use  of 
compressed-air  locomotives  has  been  abandoned  for 
electric  operation.  Numerous  breaks  in  grade  will  not 
constitute  a  disadvantage  with  electric  traction,  and 
consequently  it  is  planned  to  change  the  profile  of  the 
tunnels,  as  may  be  required,  to  insure  keeping  them 
well  within  the  impervious  stratum.  It  has  been  esti- 
mated that  the  train  movements  would  be  sufficient  to 
ventilate  the  tunnel,  but  the  plans  provide  in  addition 
for  two  300-h.p.  ventilators,  each  capable  of  changing 
the  air  in  the  tunnel  once  in  three  days  without  assist- 
ance from  train  movements. 

Venture  Likely  to  Prove  Profitable 

Although  it  is  estimated  that  the  project  would 
cost  in  excess  of  $2,000,000  per  mile,  a  figure  not  ap- 


proached  1>\  any  other  railroad  tunnel  in  Europe,  it  is 
believed  that  the  operating  revenue  to  be  derived  from 
the  enterprise  would  make  it  a  profitable  one  from  the 
outset.  1 1  would  be  possible,  if  terminal  facilities  could 
It  provided  to  load  them,  to  move  144  troop  trains  a 
daj  in  one  direction.  If  1600-ton  freight  trains  (repre- 
sent hit;  about  a  50-car  train  in  American  practice) 
were  hauled,  a  possible  volume  of  225,000  tons  of 
[reigh.1  a  day  could  be  handled  on  the  same  basis.  As 
the  most  recent  estimate  of  Sir  Douglas  Fox  places  the 
cost  of  the  English  half  of  the  tunnel  at  $31,655,000. 
and  as  Albert  Sartiaux  estimates  that  the  French  half 
can  be  built  for  $34,740,000,  the  net  annual  revenue 
from  such  maximum  traffic  at  prevailing  rates  would 
represent  a  large  fraction  of  this  estimate  for  the  entire 
cost  of  the  project. 

Estimated  Construction  Cost  $77,000,000 

To  be  on  the  safe  side  M.  Sartiaux  has  supposed 
that  the  entire  construction  cost  will  amount  to  $77,- 
000,000,  and  has  made  a  conservative  estimate  of  the 
proportion  of  the  present  freight  and  passenger  traffic 
across  the  channel  which  would  be  diverted  to  the 
new  line.  On  this  basis  440  to  550-ton  trains  would 
be  the  standard  for  freight  traffic,  and  fifteen  freight 
and  passenger  trains  would  be  operated  each  day  in 
each  direction.  The  net  revenue  on  this  traffic  would 
yield  5  to  7  per  cent,  on  the  sum  invested.  A  similar 
estimate  published  by  Baron  Emil  d'Erlanger  also 
places  the  net  annual  earnings  of  the  road  at  $5,400,000. 
which  represents  about  7  per  cent,  on  the  maximum  ex- 
penditure contemplated. 

The  tunnel,  if  constructed,  will  have  a  far-reaching 
effect  in  cementing  French  and  English  commercial 
relations.  The  line  would  bring  Paris  and  London 
closer  together  by  5y>  hours  against  the  best  running 
time  that  can  be  made  at  present.  Another  important 
saving  would  be  the  elimination  of  the  double  transfer 
from  rail  to  water  and  back  to  rail,  which  is  necessary 
at  present,  and  a  saving  in  the  time  required  for  the 
transit  of  freight  shipments  probably  much  greater 
than  the  saving  in  passenger  time. 


Tests  on  Electrolytic  Sewage  Treatment 


THE  results  of  interesting  experiments  recently 
made  on  the  efficiency  of  electrical  treatment 
of  sewage  are  described  by  Mr.  Edward  Bar- 
tow, Director  Illinois  State  Water  Survey,  in  a 
recent  issue  of  Engineering  Record. 

The  Illinois  State  Water  Survey  was  invited  on 
July  12  to  "co-operate  with  and  assist  the  city  to  what- 
ever extent  it  may  feel  able  to  or  disposed"  in  the  offi- 
cial tests  of  the  "electrolytic  lime"  sewage  disposal 
plant,  built  at  Decatur  by  the  Electrolytic  Sanitation 
Company  of  Illinois.  Analyses  developed  the  fact  that 
the  purification  by  treatment  with  lime  alone  was 
greater  than  that  obtained  in  several  of  the  individual 
samples  treated  with  lime  and  electricity. 

An  outline  indicating  some  of  the  items  to  be  con- 
sidered in  determining-  the  efficiency  of  the  plant  was 
prepared  and  submitted  to  the  chemists  who  were  to 
conduct  the  tests  on  the  ground.  The  following  items 
were  suggested : 

I.  Cost  of  Installation.— fa)  Comparison  with  cost 
of  installing  plants  of  other  types. 

II.  Cost  of  Maintenance. — (a)  Power  for  the  me- 


chanical operation;  (b)  power  for  the  electrolysis;  (c) 
lime  and  other  chemicals;  (d)  labor;  (e)  interest  and 
depreciation;  (fj  disposal  of  sludge:  1,  Sludge  press- 
ing; 2,  moisture  in  sludge;  3,  hauling  of  sludge;  4,  land 
required  for  disposal. 

III.  Efficiency  of  Plant. — (a)  Effect  of  electrolysis; 
(b)  effect  of  lime;  (c)  effect  of  sedimentation  (sedi- 
mentation capacity  necessary)  ;  (d)  quality  of  effluent 
measured  by  total  residue,  organic  nitrogen,  putresci- 
bility,  oxygen  consumed,  alkalinity  (to  phenolphtha- 
lein  and  methyl  orange)  ;  (e)  comparison  of  quality  of 
effluent  with  reported  effluents  obtained  by  other  pro- 
cesses. 

It  was  impossible  for  the  Water  Survey  to  obtain 
data  concerning  all  of  the  items  enumerated.  Some 
have  been  discussed  in  the  report  furnished  bv  the 
chemists  and  engineer,  but  others  have  not  yet  been 
given  sufficient  consideration.  The  report  shotos  the 
estimated  costs  of  installing  the  electrolytic-lime  puri- 
fication plant,  but  does  not  give  data  showing  a  com- 
parison of  the  cost  of  treatment  with  the  cost  by  other 
types  of  sewage-purification  plants,  especially  plants 
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which  might  obtain  an  effluent  of  the  same  quality,  as, 
for  example,  chemical  precipitation  with  lime. 

The  Water  Survey  has  also  been  unable  to  obtain 
estimates  of  the  cost  of  maintenance,  and  can  only 
form  conclusions  from  the  results  furnished  by  the 
chemists  and  engineer  of  the  company.  In  these  esti- 
mates we  note  especially  the  high  value  given  to  the 
sludge.  We  have  been  unable  to  confirm  the  state- 
ment through  correspondence  with  manufacturers  of 
fertilizer.  It  is  our  belief  that  the  dried  sludge  con- 
taining about  1.6  per  cent,  nitrogen  (N)  would  have 
little,  if  any,  value,  and  would  probably  be  disposed  of 
only  at  considerable  expense  to  the  city. 

Samples  of  raw  sewage  and  of  the  final  effluent 
were  obtained  and  brought  to"  the  State  Water  Survey 
laboratory  for  analysis.  At  the  conclusion  of  the  offi- 
cial test  the  plant  was  run  for  a  short  time  without 
electricity.  One  visit  was  made  during  this  period  and 
samples  collected  for  examination.     Additional  sam- 


than  some  of  the  individual  results  obtained  with  lime 
and  electricity.  This  would  indicate  that  a  series  of 
tests  would  show  lime  to  be  as  efficient  as  a  combina- 
tion of  lime  and  electricity.  After  the  test  with  lime 
alone  the  city  insisted  that  there  should  be  a  compara- 
tive test  of  one  week's  duration  with  lime  and  elec- 
tricity and  of  one  week's  duration  with  lime  alone. 

This  test  was  started  on  Oct.  23,  using  lime  and 
electricity.  Composite  samples  were  taken  to  be  ana- 
lyzed in  triplicate  by  the  chemist  of  the  company,  the 
city  chemist,  and  the  .State  Water  Survey.  After  five 
days  of  operation  the  test  was  discontinued  by  the 
company  and  the  plant  ordered  to  be  dismantled.  The 
city  will,  however,  install  sufficient  apparatus  to  test 
the  effect  of  lime  on  the  Decatur  sewage. 


The  I'urington  Paving  Brick  Company,  of  Gales- 
burg,  111.,  has  become  a  licensee  of  the  Dunn  Wire-Cut 
Dug  Brick  Company,  of  Conneaut,  Ohio,  and  will  en- 


ANALY8E8  OF   SAMPLES  FROM   DECATUR  SEWAGE  EXPERIMENTAL  PLANT 

(Chemical  Results  In  Parts  Per  Million) 
Sewage  Treated  wUh  Electricity  and.  Lime 


Ammonia 

Date  Raw.  Effl. 

July  24   26.4  12.0 

Aug.    4.   46.0  11.2 

Aug.  11.   28.0  12.0 

Aug.  19   36.0  14.0 

Aug.  20   24.0  12.0 

Aug.  20   72.0  15.0. 

Aug.  20   42.0'  13.0 

Aug.  25  :  28.0  24.0 

Aug.  25   28.0  20.0 


-Nitrogen — 
Total 
Organic 
Raw  Effl. 


188  82 

136  76 

24  75 

70  75 


Nitrite 
and  Nitrate 
Raw  Effl. 
1.0 

0.3 
0.2 
1.2 
1.0 
1.8 
1.6 
1.6 
2.0 


Total 
Raw  Effl. 


-Solids- 
Sus- 
pended 


0.5 

0.7 

1.2 

1.0 

0.8 

1.6 

0.32 

0.64 


1,840 
1,515 
1,505 
1,970 
2,830 
1.537 
2,159 
1,548 
1,576 


1,487 
1.550 
1,405 
1,549 
1,663 
1,508 
1,524 
1,417 
1,385 


Raw 
245 
460 

190 
291 
517 
165 
381 
216 
224 


Effl. 
62 
20 
60 
67 
fifi 
84 
40 
24 
20 


Dissolved 
Raw  Effl. 


Alkalinity 


1,595 
1,055 
1,315 
1,679 
2,213 
1,372 
1,778 
1,332 
1,352 


1,425 
1,630 
1,345 
1,482 
1,587 
1.424 
1,484 
1,393 
1,365 


Raw 
364 
460 
440 
320 
320 
520 
440 
340 
360 


Effl. 
146/360 
200/380 
120/140 
116/160 
132/200 
108/192 
96/208 
64/324 
80/284 


_    _  Lb.  lime 

Ox.  Cons.  per  mn 

Raw  Effl.  Methylene  Blue  Effl.  gal. 

302    185  15  hr.  at  20  deg.  C   • 

164    174  10  min.  at  20  deg.  C   3149 

160    165  5  min.  at  20  deg.  C   3  757 

350    291    3  433 

390    235    2.600 

212  215 
260  270 
200  182  1 
202    186  1 


Average  per  cent  removed 


Oct. 
Oct. 


Average  

Average  per  cent  removed 


39.0  Increase,  3.8 


10.8 


6.4  Increase,  4.3 


5.3 
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jjgj  Decolorized  in  few  minutes.  . 


36.8 

14.8 

104 

77 

0.75 

1.2 

1.809     1,498  299 

47 

1,520  1,448 

369 

118/227 

249 

211 

59.8 

26 

17.2  84.4 

4.73. 

42.7 

15.3 

Sewage  Treated 

with 

Lime  Alone 

"48.0 

27.2 

54.4 

46.4 

1.4 

1.1 

1,581     1.354  313 

26 

1,268  1,328 

512 

124/488 

264 

178 

36.8 

24.8 

41.6 

55  Z 

l.P 

0.9 

1,436     1,336  198 

45 

1,238  1,291 

468 

112/440 

260 

168 

42.4 

26.0 

48.0 

50.8 

1.2 

1.0 

1,508    1,345  255 

35 

1.253  1.309 

490 

118/464 

262 

173 

Decolorized  in  few  minutes.  .  2,400 


•Amount  of  lime  from  Mariner  &  Hoskins'  report  of  official  test. 


pies  would  have  been  taken  when  the  plant  was  run 
ning  without  electricity,  if  the  company  officials  had 
not  ordered  the  plant  shut  down. 

Lime  Alone  Better  at  Times. 

The  results  of  the  analyses  have  been  compared,  as 
shown  in  the  accompanying  table.  When  lime  alone 
was  used,  less  lime  was  added  than  on  any  of  the  days 
when  lime  and  electricity  were  being  used. 

The  raw  sewage  was  approximately  of  the  same 
concentration.  That  treated  with  lime  alone  was 
weaker  than  the  average  if  measured  in  terms  of  total 
residue,  suspended  solids,  dissolved  residue,  and  total 
organic  nitrogen,  but  stronger  if  measured  by  ammonia 
nitrogen  and  oxygen  consumed.  The  purification  by 
treatment  with  lime  alone  was  greater  than  that  ob- 
tained in  several  of  the  individual  samples  treated  with 
lime  and  electricity.  The  alkalinity  to  methyl  orange 
did  not  show  as  great  a  decrease  when  lime  alone  was 
used,  indicating  the  use  of  a  smaller  proportion  of  lime 
and  confirming  the  figures  obtained  by  weighing  the 
lime.  Measured  in  terms  of  oxygen  consumed,  the  re- 
duction was  greater  with  lime  alone,  though  in  some 
individual  cases  greater  reduction  was  obtained  with 
lime  and  electricity. 

Company  Objects — Quits. 

We  regret  that  because  of  the  objections  of  the 
company  we  were  unable  to  obtain  further  samples 
when  the  plant  was  running  with  lime  alone.  While  it 
is  unsatisfactory  to  draw  conclusions  from  a  single 
test  with  lime  alone,  yet  the  results  obtained  arc  better 


gage  extensively  in  the  manufacture  of  Wire-Cut  Lug 
brick.  The  Purington  Company  is  one  of  the  biggest 
paving  brick  concerns  in  the  United  States,  with  a 
daily  output  capacity  of  about  350,000  brick.  The 
Purington  organization  consists  of  F.  G.  Matteson, 
president  and  treasurer;  George  C.  Prussing,  vice- 
president;  C.  D.  B.  Howell,  vice-president;  W.  H. 
Terwilliger,  secretary;  W.  G.  D.  Orr,  general  manager. 


The  Privy  Council  has  confirmed  the  judgment  of 
the  Court  of  Review  awarding  Kvarest  Champagne, 
formerly  manager  of  the  Montreal  Public  Serv  ice  Cor- 
poration, Ltd.,  $17,500  damages  against  the  company 
for  breach  of  contract.  Mr.  Champagne  was  engaged 
as  manager  of  the  company  for  a  period  of  years,  but 
before  the  time  expired  he  complained  that,  although 
nominally  manager,  he  had  been  superseded  and  shorn 
of  all  power.  Thereupon  he  took  action  against  the 
company  for  breach  of  contract,  claiming  $199,000 
damages.  Subsecpiently,  on  an  amended  claim,  he 
asked  for  $35,000  damages,  representing  five  years'  sal- 
ary as  manager.  A  judgment  of  the  Superior  Court, 
rendered  by  Mr.  Justice  Panneton,  gave  him  $17,500 
damages.  The  company  then  took  the  case  to  the 
Privy  Council  and  again  lost. 


Mr.  E.  I.  Shuttleworth,  one  of  Ottawa's  most 
prominent  contractors,  died  recently  at  the  age  of  44. 
Ilis  illness  was  only  of  short  duration,  pneumonia  be- 
ing the-  cause  of  his  death. 
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Practical  Hints  for  the  Contractor 

that  may  save  him  time  and  money.  If  you  know  any  labor-saving  scheme, 
soul  it  in    pre  ferably  with  illustrations.     We  will  pay  for  all  accepted  articles. 


iiiiiiiiiiiiiiiiiiiiiiiitiiiiiiitiMiiiiiUiriBniriiiiiiiiuiiiiiiitiii 

Gilbreth  Adjustable  Scaffolds  Aid  Con- 
junction on  Whitby  Insane  Hospital 

A  feature  that  distinguishes  the  work  of  construc- 
tion >>"  the  new  Hospital  for  the  Insane,  now  under 
erection  at  Whitby,  ( )nt.,  is  the  number  of  schemes 
and  ilrvices  that  have  Keen  developed  to  save  expense 
"r  reduce  time  and  labor.  One  of  these  is  the  different 
method"  oi  scaflolding,  which  show  labor-saving-  ideas 
and  have  heen  designed  to  secure  the  most  efficient 
results  at  low  cost.  One  of  the  most  extensively  used 
types  of  scaffold  is  the  Gilbreth  scaffold,  illustrated 
lurewith.    P.v  the  use  of  this  scaffold  the  walls  and 


The  Gilbreth  adjustable  scaffold  being  used  in  the  erection  of  a  wall. 

partitions  were  built  up  without  need  of  the  usual  pole 
or  trestle  scaffolding;  and  at  a  considerable  saving  in 
cost  and  time.  At  the  same  time  the  Gilbreth  scaffold 
was  adjustable,  and  accommodated  itself  to  the  pro- 
gress of  the  work. 

As  shown  in  the  illustration,  the  essential  parts  of 
the  scaffold  are  a  stationary  upright  standard  and  a 
movable  and  adjustable  scaffold  support.  The  stan- 
dard. "A."  consists  of  two  upright  wooden  scantlings, 
fastened  to  a  base  and  braced.  Holes  through  the 
standard  at  10  in.  centres  enable  the  scaffold  to  be 
adjusted  to  suit  the  location  of  the  work.  The  scaffold 
support  slides  between  the  uprights  and,  as  shown  in 


the  cut,  there  is  provision  on  this  support  for  three  sets 
of  planks.  The-  arm  "I!"  carries  the  scaffolding  for  the 
bricklayer  to  stand  on;  the  arm  "C"  supports  planks  to 
allow  hod-carriers  or  laborers  to  bring  material.  A 
secondary  scaffold  is  carried  on  the  arm  "D"  to  hold 
the  bricks,  tiles,  and  mortar.  The  units  are  set  up  on 
the  floor  or  on  planks  to  secure  a  level  foundation  at  12 
to  14  ft.  centres.  The  standards  are  braced  by  iron 
rods,  one  on  each  sdc.  The  rods  are  hooked  to  the  up- 
right about  2  ft.  above  the  base  and  nailed  to  the  floor 
planks  at  the  lower  end. 

The  movable  trestle  'is  raised  one  notch,  or  10  in., 
at  a  time  as  the  work  proceeds.  This  is  done  by  means 
of  a  special  jack  of  the  automobile  type.  A  bolt  slipped 
through  the  hole  at  "E"  holds  the  frame  in  place.  The 
scaffold  can  be  raised  to  a  limit  of  14  ft. 

A  scaffold  of  this  type  cannot  be  used  on  the  but- 
side  for  building  up  the  entire  wall  since  the  limit  of 
its  height  is  only  14  ft.,  but  it  is  used  on  the  inside,  and 
after  the  first  storey  is  erected  and  the  floor  joists  or 
beams- of  the  upper  floor  set,  the  scaffolds  are  re-erect- 
ed on  the  second  floor. 

This  scaffold  eliminates  the  use  of  poles  and  tres- 
tles and  makes  a  neat  arrangement.  One  feature  of  it 
is  the  fact  that  the  brick  and  materials  are  at  the  right 
height  for  convenient  working,  and  it  is  claimed  that  a 
saving  in  time  has  been  noticed  since  workmen  do  riot 
have  to  stoop.  Time  is  also  saved  in  that  the  scaf- 
folds are  raised  without  stopping  the  workmen.  The 
ease  of  adjustment  is,  of  course,  one  of  the  main  advan- 
tages, and  the  fact  that  the  units  are  instantly  available 
and  easily  transported  are  commendable  features.  The 
scaffolds  were  manufactured  by  the  Government,  at  a 
cost,  of  about  $3.50  per  unit. 


Pavement  Squeegee  Made  from  an  Old  Hoe 

The  application  of  cement  grout  joint  filler  in  gran- 
ite block  pavements  has  always  required  careful  atten- 
tion to  detail.  The  last  or  finishing  coat  is  undoubt- 
ed! v  the-  most  important,  and  the  usual  method  of  ap- 
plying it  by  brooming  a  comparatively  thick  mixture 
into  the  joints  has  generally  been  accompanied  by  the 
spreading  of  a  coat  of  grout  from  %  in.  to  %  in.  thick- 
over  the  whole  surface  of  the  pavement.  Attempts  to 
leave  the  surface  of  the  blocks  practically  free  from 
mortar  and  still  keep  the  joints  full  of  grout  generally 
meet  with  failure  where  brooms  are  used,  as  the  bris- 
tles pick  the  grout  out  of  the  joints  unless  a  thick  mix- 
ture and  fairly  heavy  coat  are  applied  with  a  broom 
having  quite  soft  bristles. 

The  heavy  coat  on  the  surface  is  somewhat  waste- 
ful of  material,  but  greater  objections  to  it  result  from 
the  rather  slow  reduction  of  the  coating  to  dust  and 
the  action  of  toe  calks  on  horses'  shoes  in  picking  of 
the  grout  in  such  a  way  as  to  cause  its  removal  from 
the  tops  of  the  joints.  With  grout  so  removed,  the 
corners  of  the  block  arc  unprotected,  and  they  wear 
round  very  rapidly. 

Similar  troubles  have  not  usually  been  experienced 
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with  grouted  brick  pavements,  and  the  now  prevailing 
practice  of  using-  squeegees  for  applying  the  finishing 
coat  in  grouting  brick,  combined  with  the  compara- 
tively smooth  finish  of  modern  granite  blocks,  has  led 
to  the  use  of  squeegee  for  final  grouting  work  on  gran- 
ite pavements  also. 

The  results  obtained  experimentally  by  the  Brook- 
lyn Rapid  Transit  System  last  year  with  the  squeegee 
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An  old  hoe  makes  a  squeegee  for  grouting  joints  in  granite  block  pavements. 

in  track  pavements  have  warranted  its  adoption  as  a 
part  of  the  tool  equipment  of  every  track  gang,  which 
is  also  equipped  for  pavement  work.  The  illustration 
gives  the  details  of  such  a  tool,  which  is  being  used  to 
advantage  in  Brooklyn.  Its  manufacture  is  simple, 
and  the  use  of  old,  badly-worn  hoe  blades  effects  some 
salvage.  In  passing,  it  may  be  noted  that  the  Borough 
of  Brooklyn  now  requires  the  use  of  a  squeegee  for 
grouting  work  in  new  granite  pavement  where  cement 
grouted  joints  are  specified.  This  description  is  by  R. 
C.  Cram  in  the  Electric  Railway  Journal. 


An  Extensive  Sewage  System  Proposed 
for  Ford,  Ont. 

A  report  was  recently  submitted  to  the  town  coun- 
cil of  Ford,  Ont.,  by  T.  A.  Murray,  consulting  engi- 
neer, regarding  the  proposed  sanitary  sewage  system 
for  the  municipality.  The  estimated  expenditures,  as 
itemized  in  the  report,  are  as  follows :  Sewers,  $66,973 ; 
disposal  plant,  $28,000;  pumping  plants,  $12,000;  flush- 
ing tanks,  $600;  engineering  services,  $5,378;  inciden- 
tals, $1,000;  totaj,  $113,951.  The  amount  for  the  lay- 
ing of  sewers  is  arrived  at  by  estimating  $1.50  per  foot 
for  8.4  miles  of  sewer,  which  covers  practically  the 
whole  of  the  town.  The  streets  on  which  it  is  proposed 
to  lay  mains  are  as  follows :  Sandwich,  Ramo,  Dawson, 
Lawrence,  Ottawa,  Pellette,  Elrose,  Joseph  Janisse, 
Parent,  Strabane,  Belle  Isle,  Cadillac,  Drouillard,  Mai- 
sonville,  Hickory,  Charles,  Albert,  St.  Luke,  Francis, 
Edna,  Montreuil,  Alexander,  Albert  Lane.  The  plant, 
as  proposed,  will  be  laid  out  in  units,  so  that  it  may  be 
added  to  from  time  to  time  until  it  has  been  increased 
to  a  capacity  sufficient  for  a  population  of  15,000.  The 
engineer  recommends  that  the  installation  be  made  to 
take  care  of  a  population  of  5,000.  The  Mushing  tanks 
included  in  the  estimates  are  two  elevated  automatic 
tanks  of  750  gallons  each.  Their  addition  to  the  system 
is  considered  necessary,  in  view  of  the  fact  that  there  is 
not  a  sufficient  flow  of  water  available  without  them  to 
flush  the  sewers  properly.  It  is  also  proposed  to  install 
two  automatic  pumps  underground  at  different  points 
on  Sandwich  Street  in  order  to  raise  the  sewage  .to  the 
required  level  for  the  disposal  plant.  The  estimated 
cost  of  one  of  the  pumping  stations  is  $8,000  and  of  the 
other  $4,000,  while  their  maintenance  charges  would 
be  about  $500  per  year.    As  possible  alternatives  to 
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Major  Dennis  Nominated  for  I 'resident  of  C.S.C>E. 

Major  John  Stoiighton  Dennis,  C.E.,  D.L.S.,  assistant 
ii>  the  President  of  the  C.  P.  R.,  with  offices  in  Montreal, 
has  been  namnl  l>y  the  nominating  committee  as  the  Presi- 
dent of  the  Canadian  Society  of  Civil  Engineers  for  1913. 
He  was  born  in  Weston,  Ont„  in  1850,  and  is  the  son'  of 
the  late  Lieut  -Col.  John  Stoughton  Dennis,  C.M.G.,  Deputy 
Ifhliate!  of  the  Interior,  Ottawa.  Alter  being  educated  at 
Upper  Canada  College  and  the  Royal  Military  College,  Kings- 
ton, he  was  engaged  on  Dominion  land  surveys  in  Western 
I  anada,  and  for  four  years  was  surveyor  to  the  Hudson 
lla\  i  impauy's  land  department,  winch  he  organized.  Major 
Dennis  then  went  into  private  practice  as  surveyor  and  en- 
gineer in  W  innipeg,  and  later  was  appointed  inspector  and 
chief  engineer  of  surveys.  Dominion  Government,  and  from 
ism  to  l'tnj  was  chief  engineer  of  the  Irrigation  Depart- 
ment and  Surveys.  Dominion  Government,  and  Deputy  Com- 
missioner of  Public  Works,  North  West  Territories,  1897- 


Major  John  Stoughton  Dennis. 


19()2.  In  that  year  Major  Dennis  was  appointed  superin- 
tendent of  Irrigation  and  Land  Commissioner  for  B.  C.  for 
the  C.  P.  R.,  being  promoted  to  assistant  to  the  second 
vice-president  in  1904.  In  1910  he  was  made  manager 
of  the  company's  irrigation  and  land  interests  in  Alberta. 
Recently  he  was  appointed  assistant  to  the  president,  and 
removed  from  Calgary  to  Montreal. 

Major  Dennis  joined  the  Canadian  Society  of  Civil  En- 
gineers in  1901  and  has  served  a  term  as  a  vice-president 
of  the  society  and  also  as  a  member  of  the  council.  He  is 
a  past  president  of  the  American  Society  of  Irrigation  En- 
gineers; holds  a  commission  as  Dominion  land  surveyor  Do- 
minion Topographical  Surveys,  and  a  first  class  military 
school  certificate. 


The  Vancouver  and  Districts  Joint  Sewerage  and 
Drainage  Board  have  decided  to  let  only  half  the  big 
interceptor  sewer  at  the  West  End  by  contract  and  to 
do  the  other  portion  by  day  labor.  The  contract  for 
section  5  C  has  been  awarded  to  H.  P.  Peterson,  and 
section  5  B  will  be  done  by  the  board  by  day  labor, 
under  the  supervision  of  its  engineer,  Mr.  A.  D.  Creer. 


Personals 

Mi.  G.  N.  Houston,  for  the  past  three  years  a  member 
of  the  Calgary  Branch,  C.  S.  C.  E.,  has  returned  to  Denver 
and  reopened  his  office  as  consulting  engineer. 

Mr.  V  S.  Dawson,  acting  chairman  of  the  Calgary  Branch, 
(  .  S.  C.  E.,  has  recently  returned  from  El  Paso,  where  he 
delivered  an  address  before  the  International  Irrigation 
Congress. 

Mr.  William  Pearce,  President  of  the  Calgary  Branch  of 
the  Canadian  Society  of  Civil  Engineers,  who  has  been  in 
<  >ttawa  for  several  months  in  connection  with  his  duties  on 
the  Economic  and  Development  Commission  has  returned  to 
Calgary. 

Lieut.  Col.  H.  R.  Lordly,  M.C.S.C.E.,  of  the  5th  Pioneers, 
Montreal,  has  been  presented  with  a  case  of  binocular  glasses 
on  behalf  of  the  Cornell  University  Association  of  Eastern 
(  anada,  of  which  he  was  one  of  the  founders.  Mr.  W.  H. 
Wardwell,  C.E.,  the  president,  made  the  presentation. 

Mr.  C.  R.  Needs,  Assoc.  Mem.  C.S.C.E.,  civil  engineer, 
who  since  the  outbreak  of  war  has  been  an  inspector  of  muni- 
lion  plants  with  the  Canadian  Inspection  Company,  prin- 
cipally of  plants  at  Gait,  Ont,  is  leaving  for  England,  having 
enlisted  in  the  Canadian  Aviation  Corps.  Prior  to  the  war 
Mr.  Needs  was  resident  engineer  of  the  Canadian  Northern 
Railway. 

Lieut.  Claude  Cecil  Wjmperly,  eldest  son  of  Mr.  H. 
Wimperly,  Oakville,  Ont.,  has  been  reported  wounded.  Lieut. 
Wimperly  trained  at  Toronto,  going  overseas  with  the  116th 
Battalion.  In  England  he  was  given  a  commission  in  the 
75th  Battalion  and  went  to  the  front  with  a  draft  from  that 
unit.  He  was  in  his  second  year  at  the  School  of  Practical 
Science,  Toronto,  when  he  enlisted. 

It  is  announced  that  Capt.  W.  G.  MacKendrick,  235 
East  Roxborough  Street,  Toronto,  has  been  appointed  As- 
sistant Deputy  General  Director  of  Roads  in  France.  Capt. 
MacKendrick,  who  was  president  of  the  Warren  Bituminous 
Paving  Company  of  Ontario,  enlisted  for  active  service  at 
the  outbreak  of  the  war  and  went  overseas  with  the  first 
Canadian  contingent.  For  some  considerable  time  he  has 
been  in  charge  of  road  construction  work  under  the  general 
headquarters  staff  of  the  British  forces  in  France.  Capt. 
MacKendrick's  son  was  killed  at  the  front  a  few  months  ago. 

Mr.  Howard  Murray,  vice-president  and  treasurer  of 
the  Shawinigan  Water  and  Power  Company,  Montreal,  has 
joined  the  staff  of  the  Imperial  Munitions  Board,  and  will 
be  associated  with  the  management  of  the  explosives  branch. 
The  directors  have  given  Mr.  Murray  a  year's  leave  of 
absence.  Mr.  Julian  C.  Smith,  the  chief  engineer  and  gen- 
eral superintendent,  has  been  appointed  general  manager  of 
the  company.  Mr.  Smith  has  been  responsible  for  the  de- 
sign of  several  important  hydro-electric  developments,  in- 
cluding that  of  his  own  company  and  the  hydraulic  section 
of  the  Cedars  Rapids  plant. 

Mr.  S.  G.  Porter,  secretary-treasurer  of  the  Calgary 
Branch  of  the  Canadian  Society  of  Civil  Engineers,  has  just 
returned  from  an  extensive  visit  through  the  Western  and 
•Southern  States.  He  reports  that  engineering  and  construc- 
tion activities  are  increasing  at  many  points.  This  was  especi- 
ally noted  at  El  Paso  and  Houston,  Texas.  At  Houston. 
Mr.  E.  E.  Sands,  formerly  engaged  in  irrigating  engineering 
in  Western  Canada,  and  now  city  engineer  at  Houston,  stated 
that  during  the  past  three  years  his  department  had  expended 
$7,000,000  on  public  works.  He  is  now  engaged  in  the  con- 
struction of  docks  at  the  terminus  of  the  new  ship  channel, 
a  modern  sewage  disposal  plant,  storm  sewers,  pavements, 
etc.  During  the  trip  Mr.  Porter  addressed  the  Colorado 
Branch  of  the  American  Society  of  Civil  Engineers  at  Denver, 
The  International  Irrigation  Congress  at  El  Paso,  and  the 
students  of  Baylor  University  at  Waco,  Texas. 
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East  and  West— From  Coast  to  Coast 


The  Quebec  Legislature  have  passed  a  vote  for  $250,000 
for  colonization  roads. 

The  annual  meeting  of  the  Calgary  Branch,  C.  S.  C.  E., 
for  the  election  of  officers  will  be  held  on  December  2nd. 

The  brick  and  tile  manufacturers  of  Elgin  County,  Ont, 
and  the  adjoining  counties,  have  announced  advances  in  the 
prices  of  their  products. 

The  Dominion  Steel  Corporation  is  said  to  be  enjoying 
the  greatest  prosperity  in  its  history.  The  entire  steel  output 
of  their  plant  lias  been  sold  for  1917. 

Albert  W.  Richardson,  a  builder  and  contractor,  of  V  er- 
non, B.C.,  has  made  an  assignment  of  his  property,  to  be 
sold  for  the  general  benefit  of  his  creditors. 

The  C.  F.  R.  propose  to  erect  a  large  dormitory  in  con- 
nection with  the  Algonquin  hotel  at  St.  Andrews,  N.B.  This 
addition  will  cost  some  $00, 000  or  $70,000. 

Two  new  theatres  have  been  built  in  New  Glasgow,  N.S., 
this  season,  and  over  one  hundred  residences.  The  permits 
for  the  year  number  109,  as  compared  with  36  in  1915. 

Mr.  J.  W.  Dorsey  on  November  8  read  a  paper  on  "A 
cut-out  system  on  party  telephone  lines,"  before  the  Elec- 
trical Section  of  the  Manitoba  Branch  of  the  Canadian 
Society  of  Civil  Engineers. 

Bathurst,  N.B.,  has  experienced  a  very  active  building 
season  this  year.  Stores  and  residences  have  been  improved 
and  erected,  besides  which  a  church  has  been  built  and  addi- 
tions made  to  another  church  and  an  hotel. 

Conditions  in  South  Vancouver,  B.C.,  are  said  to  be  bet- 
ter than  they  have  been  for  a  considerable  time,  and  build- 
ing contractors  have  been  pretty  busy  with  alterations  and 
repair  work  on  houses,  due  to  people  moving  into  the  district. 

The  Canadian  Malleable  Iron  Company  are  making  an 
addition,  40  x  GO  feet,  concrete  construction,  to  their  plant 
at  Owen  Sound,  Ont.  A  few  weeks  ago  another  addition, 
of  a  more  or  less  temporary  nature,  30  x  100  feet,  was  made 
to  the  munition  department. 

The  contractors  for  the  foundation  of  the  new  govern- 
ment grain  elevator  at  St.  John,  N.B.,  are  pushing  forward 
their  work.  One  line  of  track  has  been  laid  to  the  elevator 
site.  The  new  elevator  will  have  an  initial  capacity  of 
500,000  bushels;  later  on  its  capacity  will  be  doubled. 

An  investigation  of  the  Water  Department  of  Frederic- 
ton,  N.B.,  has  been  ordered,  and  it  is  stated  that  several 
changes  in  the  management  of  the  department  may  be  made. 
The  results  being  obtained  at  the  pumping  station,  both  from 
the  pumps  and  the  filtration  plant,  are  said  to  be  unsatis- 
factory. 

The  Union  Cement  Company's  plant  at  Owen  Sound, 
Out.,  is  now  being  shut  down  for  the  winter.  It  has  been 
necessary  to  close  the  works  earlier  than  was  at  first  in- 
tended on  account  of  the  scarcity  of  coal.  The  company  have 
had  a  very  satisfactory  season,  having  sold  practically  their 
whole  output. 

Official  announcement  has  been  made  by  Hon.  Dr.  Reid 
that  an  order-in-council  has  been  passed  for  the  construction 
of  two  vessels  in  British  Columbia  to  be  placed  on  the  line 
between  the  Canadian  Atlantic  and  British  Columbia  ports, 
via  the  Panama  Canal.  Contracts  are  to  be  let  immediately 
by  the  Department  of  Railways. 


The  Steel  Company  of  Canada,  Limited,  Hamilton,  Ont., 
contemplate  considerable  additions  to  their  plant,  according 
to  an  announcement  recently  made  by  the  directors.  In  view 
of  the  earnings  of  the  company,  a  distribution  of  four  per 
cent,  on  the  ordinary  shares  of  the  company  has  been  author- 
ized, to  be  paid  out  of  the  earnings  of  the  year  1910. 

The  growth  of  St.  John,  N.B.,  is  being  very  clearly 
shown  by  the  demand  for  additional  school  buildings.  This 
demand  is  in  part  being  met  by  the  erection  of  a  Catholic 
High  School  building  on  Cliff  Street,  and  of  a  $70,000  build- 
ing on  Bentley  Street.  In  the  adjoining  district  of  Lancaster 
another  school  building  has  also  become  a  necessity. 

The  new  steel  ship  under  construction  at  Wallace  Ship- 
yards No.  1  in  North  Vancouver  for  the  Kishirito  Company, 
Japan,  is  fast  taking  form.  The  frames  have  been  erected 
and  the  double  bottom  finished.  Work  on  the  four  wooden 
vessels  at  the  No.  2  yards  is  also  progressing  satisfactorily, 
and  the  first  of  them  will  be  launched  by.  the  New  Year. 

The  Nova  Scotia  Steel  &  Coal  Company  are  now  build- 
ing as  the  latest  addition  to  their  plant  at  New  Glasgow  a 
large  steel  foundry,  which  will  obviate  the  necessity  of  order- 
ing steel  castings  from  the  United'  States  for  use  in  the 
car  works,  and  will  be  of  similar  advantage  in  the  steel  ship 
building  industry  which  they  have  recently  undertaken.  A 
big'  building  is  now  under  construction  and  will  be  rushed 
to  completion. 

According  to  a  recent  announcement  of  the  Lake  Superior 
Corporation,  their  output  for  the  ensuing  year  is  practically 
sold  up.  At  October  31,  the  company  had  approximately 
380,000  tons  of  unfilled  orders  on  hand,  the  tonnage  pre- 
ponderating being  shell  steel  and  steel  rails.  Two  new  75-ton 
open  hearth  furnaces  are  being  installed  and  should  be  com- 
pleted by  the  end  of  the  year,  when  the  steel  plant  should  be 
able  to  produce  about  45,000  tons  of  ingots  monthly. 

The  embargo  placed  by  the  C.  1'.  R.  upon  stone,  cement, 
lime  and  other  building  materials  has  had  the  effect  of  a 
partial  tie-up  in  the  building  trade.  Even  after  the  lifting 
of  the  embargo  the  contractors  claim  they  are  unable  to 
get  cars  to  move  the  materials,  no  improvement  in  the  situa- 
tion being  apparent.  Inquiries  indicate  that  there  are  build- 
ings in  many  centres  being  held  up  because  materials  could 
not  be  obtained.  An  appeal  may  be  made  to  the  Dominion 
Board  of  Railway  Commissioners  for  relief. 

A  deputation  representing  42  municipalities  have  asked 
the  Quebec  Government  to  construct  a  road  from  St.  Lam- 
bert to  Levis,  connecting  it  with  the  King  Edward  Highway 
from  Rouses  Point.  The  Premier  replied  that  the  Govern- 
ment were  unable  to  do  this,  as  it  was  imperative  to  curtail 
the  expenditure  on  good  roads.  He  advised  the  different 
municipalities  interested  to  construct  whatever  part  of  their 
respective  roads  they  could  and  if  they  did  so  the  govern- 
ment would  only  be  too  happy  to  assist  them  all  it  could. 

The  plans  of  the  Essex  Border  Utilities  Commission  to 
utilize  the  Windsor  waterworks  temporarily  to  supply  the 
border  towns  were  presented  to  the  Windsor  Water  Board 
recently  by  Morris  Knowles,  consulting  engineer  for  the 
Commission.  Engineer  Knowles  declared  the  plan  to  be  a 
very  satisfactory  one  from  an  engineering  point  of  view,  in 
that  it  would  save  the  Windsor  plant  from  being  scrapped 
until  the  original  plan  of  obtaining  a  supply  from  up  the 
river  was  approved  by  the  ratepayers.  The  suggestion,  how- 
ever, did  not  meet  the  approval  of  the  Windsor  officials. 

A  petition  was  recently  received  by  the  city  council  of 
St.  C  atharines,  Ont.,  from  a  number  of  building  contractors, 
requesting  certain  changes  in  the  building  by-law.  It  was 
suggested  that  the  use  of  hollow  concrete  block  be  per- 
mitted in  foundations.  C  ity  Engineer  Near  stated  that  more 
difficulty  had  been  experienced  with  the  concrete  block 
foundations  than  any  other  class,  and  that  the  hollow  block 
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would  be  the  most  difficult  lo  inspect   The  by-lawj  he  said, 

ITM  .1  meat  protection  to  purchasers,  ami  to  Weaken  it 
would  be  a  rctronradc  step.  It  was  finally  decided  to  amend 
the  by-law  to  permit  the  use  of  concrete  blocks  in  founda- 
tions, the  ■"hollow"  was,  however,  struck  out.  The  request 
for  the  amendment  was  made  in  order  that  building  work 
could  be  continued  during  the  cold  weather. 

Ifayoi  l  oiter,  of  Ottawa,  has  laid  before  the  board  of 
...utrol  of  that  city  a  project  for  the  enlargement  of  the 
city  hall.  He  suggests  that  the  $300,000  surplus  in  the  sink- 
ing fund,  or  as  much  of  it  as  is  required,  be  utilized  to  pay 
for  the  work,  and  that  additions  be  built  at  the  rear  of  the 
ball  from  Albert  to  Queen  Street,  back  to  Canal  Street,  to 
accommodate  the  police  station,  a  hall  of  justice,  a  juvenile 
court,  the  present  number  eight  fire  station,  and  to  provide 
extra  space  for  some  of  the  civic  departments.  The  pro- 
posal received  favorable  consideration  by  the  members  of  the 
board,  though  the -matter  is,  of  course,  merely  in  a  prelimin- 
ary stage. 

Thomas  Kelly,  the  Winnipeg  contractor,  who  is  now  at 
Stoney  Mountain  penitentiary  serving  his  sentence,  has  ap- 
pealed to  the  Minister  of  Justice  against  his  conviction.  His 
petition  is  a  lengthy  document  which  contains  a  recital  of 
all  the  events  in  connection  with  his  extradition,  arrest  and 
trial.  He  claims  that  in  the  investigation  the  rules  of  evidence 
were  disregarded  and  that  his  case  was  prejudiced  by  the 
campaign  carried  on  by  the  Liberal  press.  He  also  complains 
that  he  was  not  given  sufficient  time  to  prepare  his  case. 
Reference  is  made  to  an  alleged  change  in  the  Jury  Act  by 
the  Norris  Government  whereby  the  Crown  was  able  to 
summon  an  unlimited  number  of  jurymen  and  choose  twelve 
suitable  to  themselves. 

At  a  recent  session  of  the  council  of  Lanark  County, 
Ont.,  the  road  work  which  has  been  performed  was  reviewed 
and  discussed.  Lanark  was  one  of  the  first  counties  to  take 
advantage  of  the  Ontario  Good  Roads'  legislation,  and  at 
the  end  of  the  present  year  it  will  have  about  125  miles  of 
county  roads.  In  addition  to  this,  all  the  tolls  have  been 
taken  off.  and  a  number  of  bridges  assumed  by  the  county 
which  formerly  had  to  be  built  and  maintained  by  the  muni- 
cipalities in  which  they  were  located.  At  the  close  of  1915 
Lanark  will  have  expended  $225,000  in  the  construction  of 
good  roads  under  the  Ontario  Highways'  Act,  and  next  year 
will  see  still  more  roads  taken  over  by  the  county.  Over 
$11,000  has  been  expended  since  the  first  of  the  year  on 
maintenance  in  connection  with  the  county  road  system. 

At  the  present  rate  of  progress  the  new  Union  Station 
at  Toronto  will  probably  be  completed  early  in  the  year 
1918.  The  steel  work  is  nearing  completion  and  the  stone 
work  on  the  Front  Street  side  of  the  structure  has  been 
commenced.  There  is  some  doubt  as  to  when  the  building 
of  the  railway  viaduct  in  connection  with  the  depot  will  be 
undertaken.  The  railway  companies  have  requested  the  city 
to  defer  the  construction  of  this  viaduct  for  fifteen  years 
and  offered  to  build  bridges  across  the  tracks  at  York,  Bay 
and  Yonge  streets.  An  official  states  that  even  though  the 
city  bring  the  companies  before  the  Dominion  Railway  Com- 
mission and  compel  them  to  pay  the  maximum  penalty  of 
$100  per  day,  until  the  viaduct  is  completed,  they  will  prefer 
to  pay  this  fine  rather  than  undertake  the  work,  as  it  would 
amount  to  much  less  than  the  interest  on  the  necessary 
outlay. 

The  new  Grand  Trunk  shops  at  Port  Huron,  which  are 
to  replace  the  old  shops  destroyed  by  fire  some  time  ago, 
will  cost  about  one  million  dollars.  They  will  be  used  prin- 
cipally for  the  repair  of  freight  and  passenger  cars  and  will 
consist  of  the  following  structures:  a  power-house  contain- 
ing six  150  h.p.  boilers  serving  double  steam  generating  units 
of  .100  kw.  for  developing  the  electric  power  for  lighting  and 


operation  "I  machines,  all  of  which  will  be  motor  driven;  a 
passenger  car  shop  of  two  units  135  feet  by  a  combined 
length  ol  545  feet,  accommodating  27  modern  passenger  cars, 
with  a  transfer  table  80  feet  long  between  the  two  units; 
a  freight  car  shop,  160  x  :s<;0  feet,  accommodating  70  freight 
cars;  a  cabinet  shop  of  two  floors,  each  73  x  250  feet;  a 
blacksmith  and  machine  shop,  150  x  300  feet;  a  wood  mill, 
!)0  x  210  feet;  a  dry-lumber  shed,  47  x  147  feet;  a  storehouse 
01  x  154  feet;  and  an  office  building  61  x  64  feet.  These 
buildings,  including  trackage,  will  occupy  a  space  of  ap- 
proximately 55  acres. 


Obituary 

Alexander  Laird,  of  Toronto,  died  recently  in  that  city 
at  the  advanced  age  of  84  years.  Mr.  Laird  came  to  Canada 
from  Scotland  as  a  boy,  settling  at  Elora,  Ont.,  where  for 
35  years  lie  worked  with  his  father  in  the  stonemason  trade. 

Lieut.  Corin  Henry  Cooper,  of  the  Royal  Engineers, 
is  reported  dead  of  wounds.  Lieut.  Cooper  was  engaged  in 
government  survey  work  in  the  Rockies  at  the  beginning 
of  the  war.  He  was  a  graduate  of  McGill  University,  Mont- 
real, where  he  acted  as  demonstrator. 

I'te.  Ernest  N.  Simons,  previously  reported  wounded,  is 
now  said  to  have  been  killed  in  action.  He  was  only  19 
years  of  age  and  was  the  son  of  Mr.  A.  F.  Simons,  of  Toronto. 
He  was  in  business  with  his  father,  who  is  a  drain  contractor, 
when  he  enlisted  in  the  58th  Battalion. 

Mr.  H.  W.  Aird,  manager  of  the  Canada  Paint  Company, 
died  suddenly  at  his  residence  on  Elm  Avenue,  Montreal, 
recently.  Only  a  week  prev-ious  he  had  returned  after  assist- 
ing at  the  jubilee  convention  of  the  associated  companies,  the 
Canada  Paint  Company  and  the  Sherwin-Williams  Company, 
at  Cleveland,  Ohio. 

Mr.  E.  T.  Nesbitt,  contractor  and  lumber  dealer,  of  Que- 
bec City,  died  in  the  Montreal  General  Hospital  on  Novem- 
ber 23,  after  a  brief  illness,  aged  62  years.  He  was  a  promin- 
ent citizen  of  Quebec,  and  participated  in  many  public  move- 
ments. Mr.  Nesbitt  was  particularly  interested  in  matters 
connected  with  the  building  trade,  and  was  for  several  years 
president  of  the  Quebec  Builders'  Exchange,  being  a  mem- 
ber at  the  time  of  his  death. 

The  death  occurred  recently  of  Mr.  Albert  Brewer,  an 
old  and  respected  resident  of  Woodstock,  N.B.  Mr.  Brewer 
entered  the  contracting  business  as  a  young  man,  his  first 
work  being  on  the  old  New  Brunswick  Railway,  when  he 
had  charge  of  the  construction  of  the  old  bridge  between 
Woodstock  and  Grafton.  He  also  built  several  other  bridges 
in  different  parts  of  the  province,  and,  with  Messrs.  S.  Perly 
and  John  Hopkins,  did  considerable  railway  grading  work 
both  in  New  Brunswick  and  Maine. 


An  Extensive  Sewage  System  Proposed  for 
Ford,  Ont. 

(Continued  from  page  1157). 

the  plan  of  pumping-  the  sewage  to  the  level  of  a  dis- 
posal plant  at  a  distance  from  the  river  front,  it  was 
suggested  that  use  might  be  made  of  the  Walkerville 
sewers,  or  that  a  system  of  treatment  might  be  in- 
stalled at  the  river  front.  Both  these  plans,  however, 
were  discarded  as  impracticable.  The  report  specifies 
sewer  pipes  of  vitrified  earthenware,  and  recommends 
that  sewers  which  have  already  been  installed  by  the 
town  be  used  for  surface  drainage  when  the  new  sys- 
tem is  completed.  The  project  will  be  submitted  to 
the  ratepayers  at  the  next  municipal  elections,  pro- 
vided it  is  not  blocked  by  opposition  from  the  Essex 
Murder  Utilities  Commission,  should  they  consider  it 
to  conflict  with  their  plans  for  a  joint  system. 


Contracts  Department 


News    of   Special   Interest   to  Contractors,  Engineers,  Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Chicoutimi,  Que. 

Negotiations  are  being  carried  on  be- 
tween the  Chicoutimi  Automobile  Club 
and  the  Provincial  Government  for  the 
construction  of  highways  between  St. 
Alexis,  St.  Alphonse,  Chicoutimi,  Keno- 
gami,  and  Jonquieres. 

Hamilton,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  5  p.m.,  December  11th,  for  the 
construction  of  the  Southwest  Sewer. 
Plans  and  specifications  at  office  of  the 
City  Engineer,  E.  R.  Gray.  Pipe  will  be 
supplied  by  the  Hamilton  and  Toronto 
Sewer  Pipe  Company. 

Howard  Township,  Ont. 

The  Township  Council  are  considering 
the  construction  of  drains  and  other  im- 
provements. Clerk,  George  McDonald, 
Ridgetown,  Ont. 

Knowlton-Lacolle,  Que. 

The  Provincial  Department  of  Public 
Works  propose  to  start  next  spring  on 
the  construction  of  a  roadway  between 
Lacolle  and  Knowlton.  Engineer,  M. 
Lariviere,  Quebec. 

Leamington,  Ont. 

The  Town  Council  contemplate  the 
laying  of  additional  pavements  next 
year.    Clerk,  R.  M.  Selkirk. 

Smith's  Falls,  Ont. 

The  Provincial  Board  of  Health  have 
approved  the  plans  for  the  proposed 
sewer  and  water  main  on  Atironto 
Street  for  the  Town  Council.  The  work 
will  necessitate  about  3, 500  feet  of  vitri- 
fied sewer  pipe  and  the  same  amount  of 
cast  iron  pipe.    Engineer,  S.  B.  Code. 

St.  Thomas,  Ont. 

The  City  Council  propose  to  submit  a 
by-law  to  the  ratepayers  to  authorize  the 
raising  of  $75,000  for  the  construction  of 
storm  sewers.    Clerk,  W.  B.  Doherty. 

Toronto,  Ont. 

The  time  for  receiving  tenders  on  belt 
conveyors  and  appurtenances  for  the 
Main  Disposal  Works  has  been  extended 
by  the  Board  of  Control'  until  December 
12th.  Specifications,  etc.,  at  Room  6, 
City  Hall. 

Winnipeg,  Man. 

The  City  Clerk  will  shortly  call  for 
tenders  on  the  construction  of  sewers 
and  water  mains  on  Academy  Koad. 
Plans  and  specifications  with  the  Engi- 
neer, W.  P.  Brereton,  223  James  Street. 
Approximate  cost,  $6,000. 

CONTRACTS  AWARDED. 

Sherbrooke,  Que. 

The  City  Council  have  awarded  the 
contract  for  the  supply  of  a  pump  and 
turbine  to  the  Canadian  Fairbanks- 
Morse  Company,  Ltd.,  84  St.  Antoinc 
Street,  Montreal,  at  $20,810. 

Toronto,  Ont. 

The  Board  of  Control  have  let  a  con- 


tract for  construction  of  asphalt  pave- 
ment on  Hastings  Avenue  to  the  Com- 
missioner of  Works,  at  $7,027. 


Railroads,  Bridges  and  Wharves 

Alvinston,  Ont. 

The  Michigan  Central  Railway  are 
building  a  concrete  and  steel  bridge,  esti- 
mated to  cost  $35,000.  Particulars  from 
Superintendent  Fenwick,  St.  Thomas, 
Ont. 

Niagara  Falls,  Ont. 

The  Ontario  and  Niagara  Connecting 
Bridge  Company,  Buffalo,  N.Y.,  are  con- 
sidering the  erection  of  a  bridge  over  the 
Niagara  River  for  steam  and  electric 
railroads,  vehicles,  and  pedestrians.  Steel 
and  concrete  construction.  Approximate 
cost,  $1,000,000. 

Port  Dover,  Ont. 

The  Lake  Erie  and  Northern  Railway 
vontemplate  the  construction  of  a  num- 
ber of  spur  lines  and  an  extension  along 
Walker  Street.  General  Manager.  Mar- 
tin N.  Todd,  care  of  the  company,  Gait. 
Ont. 

Public  Buildings,  Churches 
and  Schools 

Cardston,  Alta. 

in  connection  with  the  erection  of  a 
temple  for  the  Latter  Day  Saints  tenders 
are  now  being  received  for  electric  wir- 
ing, plumbing,  heating,  ventilation,  and 
metal  window  frames.  Particulars  from 
John  F.  Parrish,  Cardston. 

Coldbrook,  N.B. 

Tenders  on  the  erection  of  a  school  for 
the  Glen  falls  School  Board  will  be  re- 
ceived until  December  8th  by  the  archi- 
tect. H.  Claire  Mott,  13  Germain  Street. 
St.  John.  Frame  construction.  Approxi- 
mate cost,  $8,000. 

Harriston,  Ont. 

The  plans  of  the  proposed  town  hall 
call  for  three  cell  doors,  one  vault  door, 
and  a  lire  escape,  which  have  not  yet 
been  purchased.  Town  Clerk,  A.  J.  Stew- 
art. 

Kentville.  N.S. 

The  Provincial  Government  contem- 
plate the  erection  of  additional  buildings 
at  the  Sanatarium,  to  include  two  pavil- 
ions, one  infirmary,  work  shop,  and  re- 
creation building.  Particulars  from  Hon. 
E.  H.  Armstrong,  Halifax. 

Montreal,  Que. 

The  Roman  Catholic  School  Commis- 
sion, 87  St.  Catherine  Street  West,  con- 
template the  erection  of  a  school  in  St. 
Mark's  Parish.  The  architects  will  pro- 
bably be  Vautrin  &  Bernier,  281  St. 
Andre  Street. 

Normandin,  Que. 

Tenders  on  the  erection  of  a  church 
will  be  received  until  December  Kith  by 
the  curate.  Rev.  D.  Trcmblay.  Plans  and 
specifications  with   the   architect,  J.  P, 


Ouellet.  28  Ste.  Famille  Street,  Quebec, 
and  with  the  curate.  Stone  construction. 
Approximate  cost,  $125,000. 

Pointe  au  Pic,  Que. 

Tenders  will  be  called  shortly  for  the 
erection  of  a  church  and  presbytery  for 
the  parish.  Architect.  T.  P.  Ouellet,  28 
Ste.  hamille  Street,  Quebec,  frame  and 
brick  construction. 

South  Woodslee.  Ont. 

The  Independent  Order  of  Odd  fel- 
lows are  considering  the  erection  of  a 
hall,  at  an  approximate  cost  of  $5,000, 
and  propose  to  start  work  in  the  spring. 
Secretary,  O.  Ebbinghauf. 

St.  Hyacinthe,  Que. 

G.  R.  Richer.  10  Cathcart  Street,  Mont- 
real, is  now  preparing  specifications  for 
the  proposed  school  for  the  Roman  Cath- 
olic School  Commissioners,  and  will 
shortly  call  for  tenders  locally.  Brick- 
construction.    Approximate  cost,  $25,000. 

Ste.  Rose  Du  Degele,  Que. 

Plans  for  painting  and  plastering  to 
the  interior  of  the  parish  church  are 
being  prepared  by  J.  P.  Ouellet,  Ste. 
famille  Street,  Quebec. 

Toronto,  Ont. 

The  Board  of  Control  have  granted 
the  request  of  the  Canadian  National 
Exhibition  Board  to  spend  $25,000  on 
three  lavatory  buildings  at  the  Exhibi- 
tion Grounds.  General  Manager,  Dr.  O. 
Orr,  38  King  Street  East. 

flie  plans  for  the  proposed  addition  t<> 
the  Orde  Street  School  have  been  ap- 
proved, and  tenders  will  be  called  im- 
mediately. Brick  and  steel  construction. 
ICstimated  cost.  $00,000.  The  Board  of 
Education  are  also  having  plans  prepared 
for  an  addition  to  tire  Perth  Street 
School,  estimated  to  cost  $50,000. 

CONTRACTS  AWARDED. 

Bathurst,  N.B. 

The  general  contract  for  repairs  to  the 
Church  of  the  Sacred  Heart  has  been  let 
to  F.  Morley,  care  of  Rev.  Father  Whe- 
Liu.    Wood  and  slate  will  be  used. 

St.  Catharines.  Ont. 

The  following  contracts  live  been 
awarded  for  the  erection  of  an  addition 
to  the  Alexander  School:  General  con- 
tract, Newman  Brothers.  75  St.  Paul 
Street;  carpentry,  C.  F.  Monk,  Wilson 
Street;  electrical  work,  Sandham  &  Rob- 
erts. 237  St.  Paul  Street;  plumbing,  A. 
Riddell  &  Son.  283  St.  Paul  Street;  plas- 
tering, M.  Robinson,  care  of  the  general 
contractors;  painting,  John  Abon,  90 
King  Street.  The  general  contractors 
are  in  the  market  for  stock  brick,  ce- 
ment, stone,  steel,  lumber,  and  other 
material. 

Welland.  Ont. 

The  general  contract  for  the  erection 
of  barracks  at  Cross  and  Division  Streets 
lor  the  Salvation  Army  has  been  award- 
ed to  W  ill  iam  Mitchell,  Welland.  Ap- 
proximate cost,  $4,000. 
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Business  Buildings  and  Indus- 
trial Plants 

Arnpnor.  Ont. 

A  compain  propose  i<>  build  a  factory, 
at  an  approximate  cost  of  $10,000,  ami 
liaxe  secured  a  site.  I  1'.  Monro,  Pem- 
broke. Ont..  is  interested  in  the  project. 

The  erection  of  a  pulp  mill  is  contem- 
plated by  certain  parties,  and  a  site  has 
iieen  selected.  Particulars  from  Deputy 
Reeve  Havcy. 

Edmonton.  Alta. 

M  Livingstone.  Caledonian  Store.  Na- 
mavo  Avenue,  has  commenced  the  erec- 
tion of  a  block  of  stores  on  Jasper  Ave- 
nue.   Brick  construction. 

Fort  William.  Ont. 

lhe  Canadian  Northern  Railway  Com- 
pany. Toronto,  propose  to  start  work 
next  summer  on  a  railway  station,  and  a 
Site  is  now  being  selected. 

Hamilton.  Ont. 

Plans  are  being  prepared  for  a  factory 
fOf  the  Turner  Day  &  W'oolworth  Com- 
pany. Louisville.  Ky..  and  work  is  ex- 
pected to  start  shortly.  Lieutenant-Col- 
onel Hatch,  of  Hamilton,  is  interested  in 
the  project. 

The  Imperial  Oil  Company,  Went- 
worth  Street  North,  have  commenced 
the  erection  of  a  storeroom,  estimated  to 
cost  $3,000.  Galvanized  iron  construc- 
tion. 

Ingersoll,  Ont. 

The  directors  of  the  Ingersoll  Hotel 
Company  have  been  authorized  to  obtain 
plans  and  estimates  for  alterations  and 
extensions  to  the  building.  Manager,  V. 
N.  Dyer,  Ingersoll  Inn,  Kins  Street. 

Kitchener.  Ont. 

The  Canadian  Consolidated  Felt  Com- 
pany. Ltd.,  will  do  heating,  plumbing, 
and  electrical  work  required  in  connec- 
tion with  the  factory  which  is  now  being 
built  for  them. 

The  Berlin  Table  Manufacturing  Com- 
pany. Ltd..  Woodside  Street,  contem- 
plate the  erection  of  an  addition  to  their 
premises,  at  an  approximate  cost  of 
$3,000.    Metal-clad  construction. 

London.  Ont. 

Tromanhauser  &  Son,  Temple  Build- 
ing. Toronto,  have  prepared  plans  for  a 
grain  elevator  and  flour  mill  for  Hunt 
Brothers.  Ltd..  Talbot  Street,  and  will 
shortly  call  for  tenders  on  the  erection 
of  these  buildings.  Owners  will  call  for 
tenders  on  machinery.  Reinforced  con- 
crete and  brick  construction.  Approxi- 
mate cost,  $100,000. 

The  electrical  work  required  in  con- 
nection with  the  car  barns  which  arc  now 
being  erected  by  the  London  and  Port 
Stanley  Railway  will  be  done  by  the 
owners  by  day  labor. 

Montreal,  Que. 

Plans  are  being  prepared  for  altera- 
tions to  stores  and  residences  on  St. 
Catherine  Street  East  for  D.  A.  Lewis, 
80  St.  Francois  Xavier  Street.  Approxi- 
mate cost.  $7,000.  Architect,  J.  Edgar 
Prairie.  502  St.  Catherine  Street  East. 

North  Battleford.  Sask. 

The  Imperial  Oil  Company,  Sarnia, 
Ont.,  contemplate  the  construction  of  an 
oil  plant,  at  an  approximate  cost  of 
$20,000".  Manager  for  Northern  Sas- 
katchewan, James  McTavish,  104  Fourth 
Street  North.  Saskatoon. 

Ottawa,  Ont. 

VV,   E.    Noffke.   Plaza    Building,  has 


been  appointed  architect  for  the  pro- 
posed theatre  ami  store  Mock  lor  Ji  E. 
Taggart  and  Andrew  Haydon.  Sussex 
and  Rideau  Streets. 

Port  Arthur.  Ont. 

I'bc  Eastern  Terminal  Elevator  t'oni- 

pany,  Ltd.,  402  Grain  Exchange,  Fort 

William,  propose   to  build  an  elevator, 
and  to  start  work  this  winter. 
Sarnia.  Ont. 

The  City  Council  propose  to  enlarge 
the  market.    Clerk,  James  D.  Stewart. 

Saskatoon.  Sask. 

The  Adams  Brothers  Harness  Manu- 
facturing Company,  Ltd.,  McDermot 
\  venue  East,  Winnipeg,  propose  to  build 
a  factory  in  the  spring,  and  have  secured 
a  site.    Approximate  cost,  $125,000. 

The  Western  Lumber  Company  pro- 
pose  to  build  a  sawmill,  to  be  completed 
about  January  1st.    Manager,  C.  R.  Hill. 

St.  Andrew's.  N.B. 

The  Canadian  Pacific  Railway  Com- 
pany contemplate  the  erection  of  a  dor- 
mitory to  house  their  hotel  employees, 
and  may  begin  construction  very  shortly. 
Approximate  cost,  $65,000. 

St.  Hyacinthe,  Que. 

L.  O.  Grothe.  Ltd.,  556  St.  Lawrence 
Boulevard,  Montreal,  are  considering  the 
tiection  of  a  factory  addition,  and  ten- 
ders will  be  called  in  next  month.  Brick 
construction.  Approximate  cost,  $25,000. 
Manager,  Raoul  Grothe,  Montreal. 

Toronto,  Ont. 

The  Militia  Department,  Ottawa,  have 
started  work  on  a  storage  shed  at  the 
<  lid  Fort  Grounds,  estimated  to  cost 
$10,000.  Construction  is  being  done  un- 
der the  supervision  of  the  Engineers' 
Corps,  Exhibition  Grounds. 

W.  Pidgon,  41  Nairn  Street,  has  com- 
menced the  erection  of  a  store  and  resi- 
dence, and  will  let  the  smaller  trades. 
Brick  construction.  Approximate  cost, 
$3,000. 

The  plans  for  the  proposed  store  at 
College  and  Yonge  Streets  for  the  T. 
Eaton  Company  will  be  prepared  by 
Sproatt  &  Rolph,  36  North  Street,  asso- 
ciated with  Howard  J.  White,  of  Chi- 
cago, who  has  opened  an  office  at  403- 
408  Ryrie  Building. 

The  National  Electric  Heating  Com- 
pany, 544  Queen  Street  East,  have  com- 
menced the  erection  of  an  addition  to 
their  premises,  and  are  doing  the  work 
by  day  labor.  Brick  construction.  Esti- 
mated cost,  $5,000.  Architects,  A.  W.  & 
R.  S.  McConnell,  167  Yonge  Street. 

In  connection  with  the  stores  and 
apartments  which  are  now  being  built  by 
Brown  &  McKnight,  789^  Concord  Ave- 
nue, tenders  are  now  being  received  for 
painting.  Plans  either  on  job  or  at  above 
address. 

Wainwright,  Alta. 

C.  P.  Walton  has  started  work  on  a 
flour  mill. 

Welland.  Ont. 

S.  L.  Lambert,  56  Main  Street,  has 
commenced  the  erection  of  a  skating 
rink.    Corrugated  iron  construction. 

Westboro,  Ont. 

Daniel  Beatty,  Richmond  Road,  has 
commenced  the  erection  of  a  store  and 
residence.  an<]  will  do  most  of  the  work. 
Brick  veneer  construction.  Approximate 
cost,  $4,500. 

Winnipeg,  Man. 

J.  C.  McArthur,  McArthur  Block,  con- 
templates the  erection  of  a  paper  mill, 


and  is  about  to  open  negotiations  with 
che  city  for  the  supply  of  power  and 
water. 

CONTRACTS  AWARDED. 

Brockville,  Ont. 

The  general  contract  for  the  erection 
of  a  store  and  apartment  block  for  Chas. 
Murray  has  been  let  to  T.  J.  Davidson, 
who  is  receiving  tenders  on  electrical 
work,  plumbing,  heating,  plastering,  and 
painting.  Brick  construction.  Estimated 
cost,  $3,800. 

Gait.  Ont. 

The  general  contract  for  the  erection 
of  premises  for  Sheldon's  Limited  has 
been  let  to  P.  H.  Secord  &  Sons,  Ltd., 
133  Nelson  Street,  Brantford.  Pressed 
brick  construction.  Estimated  cost, 
$18,000. 

All  work  required  in  connection  with 
the  factory  which  is  now  being  erected 
for  Sheldon's  Limited  will  be  done  by 
the  general  contractors,  who  will  also 
purchase  material. 

Hamilton.  Ont. 

The  following  contracts  have  been  let 
for  the  erection  of  a  temporary  factory 
for  the  Hamilton  Steel  Wheel  Company. 
Masonry,  Canadian  Engineering  Com 
pany,  Bank  of  Hamilton  Building;  car- 
pentry, George  F.  Smith,  26  Carrick 
Avenue;  roofing,  Thomas  Irwin  &  Son, 
22  McNab  Street  South.  Approximate 
cost,  $8,000.  Architects,  Prack  &  Per- 
rine,  Lumsden  Building,  Toronto. 

Work  has  been  started  on  the  erection 
of  an  addition  to  the  premises  of  the 
Canadian  Shovel  and  Tool  Company.  Im- 
perial Street.  The  general,  masonry, 
steel,  and  carpentry  contracts  have  been 
let  to  George  E.  Mills,  614  King  Street 
East.  Approximate  cost,  $4,000.  Archi- 
tects, McPhie  &  Kelly,  Bank  of  Hamilton 
Building. 

Lindsay,  Ont. 

The  contract  for  masonry  required  in 
fitting  up  new  offices  for  the  Canadian 
Machine  Telephone  Company,  Ltd.,  263 
Adelaide  Street  est,  Toronto,  has  been 
awarded  to  R.  Williams,  and  the  con- 
tract for  carpentry  to  H.  Skitch,  William 
Street. 

London,  Ont. 

The  London  and  Port  Stanley  Railway 
Board  have  awarded  the  general  con- 
tract for  the  erection  of  an  addition  to 
their  offices  to  J.  Hayman  &  Sons,  432 
Wellington  Street,  who  prepared  the 
plans.    Brick  construction. 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  factory  for  F.  W.  Horner,  Ltd.,  ]4\! 
St.  Urbain  Street,  has  been  awarded  to 
Munn  &  Shea,  67  Cuthbert  Street;  plumb- 
ing, M.  Walsh  &  Co.,  Ltd.,  35  Vitre 
Street  West.    Approximate  cost,  $4S,000. 

In  connection  with  the  erection  of  a 
factory  for  the  International  Machineries 
Limited  the  contract  for  mill  work  has 
been  let  to  William  Rutherford  &  Sons 
Company,  Ltd.,  425  Atwater  Avenue. 

New  Toronto,  Ont.  • 

The  contract  for  masonry  required  in 
connection  with  the  office  building  which 
is  now  in  course  of  erection  for  Brown's 
Copper  and  Brass  Rolling  Mills  has  been 
awarded  to  Holtby  Brothers.  Hepbourne 
Street,  Toronto.  Steel,  terra  cotta,  and 
brick  construction.  Approximate  cost, 
$15,000.  Architect,  Henry  Simpson,  79 
Spadina  Avenue,  Toronto. 

Peterborough,  Ont. 

In    connection    with    the  alterations 
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which  are  now  being  carried  out  at  the 
premises  of  the  Royal  Bank  of  Canada 
the  contract  for  roofing  has  been  let  to 
A.  Moore,  260  Aylmer  Street;  metal 
work,  W.  R.  Turner,  206  Simcoe  Street; 
plumbing  and  heating,  George  A.  Bren- 
ton,  90  Hunter  Street;  plastering,  Me- 
Nulty  Brothers,  182  Mountain  Street, 
electrical  work,  Grant  &  Thorpe,  4:si) 
George  Street;  tile  and  marble  work, 
Vermont  Marble  C  ompany,  Maria  Street. 
Steel  work  by  general  contractors. 

Point  Aux  Trembles,  Que. 

The  Parlor  Furniture  Manufacturing 
Company,  Ltd.,  have  let  the  general  con- 
tract for  the  erection  of  a  factory  to  A. 
Choquette,  170  Bourbonniere  Street. 
Brick  construction. 

Port  Colborne.  Ont. 

In  connection  with  the  erection  of  t lie- 
plant  of  the  International  Nickel  Com- 
pany, the  contract  for  turbines  and  gen- 
erators has  been  awarded  to  the  Ridge- 
way  Engine  and  Dynamo  Company,  33 
West  Thirty-second  Street,  New  York 
City. 

Sherbrooke,  Que. 

In  connection  with  the  erection  of 
premises  for  the  Canadian  Bank  of  Com- 
merce, Toronto,  the  contract  for  heating 
and  plumbing  has  been  let  to  the  general 
contractors,  Loomis-Dakin,  Limited,  25 
Liclvidere  Street. 

St.  Catharines.  Ont. 

In  connection  with  the  alterations  and 
additions  to  a  garage  on  King  Street  for 
Charles  Taylor  the  contract  for  elevator 
has  been  awarded  to  Otis-Fensom  Ele- 
vator Company,  Ltd.,  50  Bay  Street,  To- 
ronto. * 

St.  Hyacinthe,  Que. 

In  connection  with  the  premises  which 
are  being  erected  for  the  Bank  of  Mont- 
real the  contract  for  electrical  work  has 
been  let  to  the  Electrical  Repair  and  Sup- 
ply Company,  71  Wellington  Street,  Sher- 
brooke. 

St.  Joachim,  Ont. 

The  general  contract  for  the  erection 
of  premises  for  the  Provincial  Bank  of 
Canada,  Montreal,  has  been  let  to  O.  All - 
ard  &  Sons,  St.  Joachim,  who  will  do  all 
trades.  Concrete  block  construction. 
Approximate  cost,  $3,000. 

St.  Thomas,  Ont. 

The  general  contract  for  the  erection 
of  a  woodworking  shop  for  A.  1.  Volge, 
40  Regent  Street,  has  been  let  to  D.  L. 
Shafrer,  131  Curtis  Street.  White  brick 
construction.    Approximate  cost,  $3,000. 

E.  Hatch,  112  Centre  Street,  is  building 
a  store  for  A.  Walley,  Yarmouth  Fleights. 
Reinforced  concrete  construction.  Ap- 
proximate cost,  $3,800. 

Stony  Point,  Ont. 

The  general  contract  for  the  erection 
of  premises  for  the  Provincial  Bank  of 
Canada,  Montreal,  has  been  let  to  O.  All- 
ard  &  Sons,  St.  Joachim,  who  will  do  all 
trades.  Concrete  block  construction. 
Estimated  cost,  $3,000. 

Sudbury,  Ont. 

In  connection  with  the  creamery  which 
is  being  built  for  the  Sudbury  Co-opera- 
tive Creamery  Company,  Ltd.,  the  con- 
tract for  electrical  work,  plumbing,  and 
heating  has  been  awarded  to  Percy 
Morrison.  Durham  Street. 

Toronto.  Ont. 

In  connection  with  the  erection  of  an 
addition  to  the  factory  of  the  Kilgour 
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Davenport  Company,  Osier  Avenue,  the 
contract  for  roofing  has  been  let  to  Ren- 
riie  &  Son,  His  Dupont  Street,  and  the 
plumbing  and  beating  to  John  Ritchie 
Plumbing  and  Heating  Company,  Ltd., 
58  Adelaide  Street  East. 

The  general  contract  for  the  erection 
of  a  dairy  stable  and  shed  for  Collinson 
*Hr  Walne,  661  Gerrard  Street  East,  has 
been  let  to  Thomas  E.  Essery,  Elliott 
House.  Brick  construction.  Approxi- 
mate cost,  $4,500. 

Valley  Junction,  Que. 

All  work  required  in  connection  with 
the  station  which  is  now  in  course  of 
erection  for  the  Quebec  Central  Railway 
Company,  Sherbrooke,  will  be  done  by 
the  general  contractor,  W.  C.  Goff,  Thet- 
ford  Mines.  Steel  and  concrete  block 
construction.    Approximate  cost,  $11,500. 

Welland.  Ont. 

The  contract  for  roofing  in  connection 
with  the  store  block  which  is  now  being 
built  for  Frank  Fishman  has  been  let  to 
the  Brantford  Roofing  Company,  Syden- 
ham Street,  and  the  heating  to  W.  J. 
Boyd.    Platsering  by  general  contractor. 

Windsor,  Ont. 

In  connection  with  the  erection  of  a 
store  and  apartment  building  for  A.  J. 
Menard,  15  Pitt  Street  East,  the  contract 
for  electrical  work  has  been  let  to  Gil- 
bert Campeau,  Wyandotte  Street  East. 

Youngstown,  Alta. 

In  connection  with  the  premises  which 
have  been  built  for  the  Bank  of  Toronto, 
the  contract  for  electrical  work  has  been 
let  to  the  Crane-Cassidv  Electric  Com- 
pany, Ltd.,  129  Fifth  Avvenue  East,  Cal- 
gary- 


Residences 

Hamilton,  Ont. 

William  Dillon.  81  Stuart  Street  West, 
proposes  to  convert  a  hotel  into  an  apart- 
ment house,  at  an  approximate  cost  of 
$3,000. 

Kingsville,  Ont. 

C  M.  McGregor  is  considering  the 
erection  of  two  residences,  at  an  approxi- 
mate cost  of  $5,000. 

Lawrenceton.  N.S. 

The  erection  of  a  residence  is  being 
considered  by  W.  S.  Phiriney.  Frame 
construction.    Approximate  cost,  $3,000. 

London,  Ont. 

Hyatt  Brothers,  288  Egerton  Street, 
are  about  to  start  work  on  three  resi- 
dences, and  will  do  all  the  work.  Brick 
construction.    Approximate  cost,  $9,000. 

Montreal,  Que. 

V.  E.  Lambert.  350  Marcil  Avenue,  has 
commenced  the  erection  of  residences  on 
Oxford  Avenue,  and  is  receiving  tenders 
on  masonry,  roofing,  electrical  work, 
plumbing,  heating,  and  plastering.  Brick 
construction.    Estimated  cost,  $15,000. 

Sherbrooke,  Que. 

J.  Charest,  Liverpool  Street,  is  in  the 
market  for  brick,  lumber,  and  roofing, 
and  is  receiving  tenders  on  electrical 
work,  plumbing,  and  heating  in  connec- 
tion with  the  tenement  house  which  be 
is  building  for  Arthur  Iiaillargon,  188 
King  Street  West. 

Toronto,  Ont. 

J.  E.  Carlisle,  114  Evelyn  Crescent,  lias 
commenced  the  erection  of  a  residence, 
and  will  be  open  for  tenders  on  painting, 
plastering,  and  wiring  about  the  middle 


of  the  month.  Brick  construction.  Esti- 
mated cost,  $3,000. 

F.  T.  Burgess,  36  Langley  Avenue,  has 
started  work  on  a  pair  of  residences,  esti- 
mated to  cost  $3,500,  and  will  let  the 
smaller  trades.    Brick  construction. 

J.  T.  Allen  and  R.  Low,  48  Oakmount 
Road,  have  had  plans  prepared  for  a  resi- 
dence which  they  propose  to  build  on 
High  Park  Avenue.  Smaller  trades  will 
be  let.  Brick  construction.  Estimated 
cost,  $4,500. 

Groves  &  Taylor,  128  Main  Street,  have 
commenced  the  erection  of  a  pair  of  resi- 
dences, and  will  let  the  smaller  trades. 
Brick  construction.  Approximate  cost, 
$3,500. 

Kerr  &  Martin,  25  Rowlands  Avenue, 
have  started  work  on  a  residence  and  are 
receiving  tenders  on  plumbing  and  beat- 
ing. Brick  construction.  Apprux.'-uate 
cost.  $3,500. 

W.  P.  Levack,  519  Roxton  Road,  has 
commenced  the  erection  of  a  residence 
on  Glenholme  Avenue  and  will  let  con- 
tracts for  plumbing,  heating,  wiring,  etc. 
Brick  construction.  Approximate  cost, 
$4,000. 

C.  II.  Knapton,  03  Woodbine  Avenue, 
is  receiving  tenders  on  all  trades  required 
in  the  erection  of  three  residences  in  the 
Beach  district.  Brick  construction.  Ap- 
proximate cost,  $6,000. 

CONTRACTS  AWARDED. 
Hamilton,  Ont. 

W.  H.  Kern.  89  Eastbourne  Avenue, 
has  let  the  following  contracts  for  the 
erection  of  a  residence:  General  contract, 
N.  H.  Kern,  care  of  owner;  carpentry 
and  roofing,  Blake  &  MacDonald,  73 
Central  Street;  plastering,  G.  Wigging, 
214  Balsam  Avenue;  heating,  McClary 
Manufacturing  Company,  York  Street; 
plumbing.  If.  Momson,  120  Burton  Street; 
electrical  work,  W.  Bronson,  152  Queen 
Street  North.  Brick  construction.  Ap- 
proximate cost,  $3,000.  Owner  does  paint- 
ing. 

J.  H.  Honeyford,  24  Kensington  Ave- 
nue, has  let  the  following  contracts  in 
connection  with  the  residence  which  lie 
is  building:  Painting,  J.  H.  Foster,  12 
Alanson  Street;  heating,  Pease  Foundry 
Company.  McNab  Street  North;  plumb- 
ing. J.  H.  Kerr.  32  Sherman  Avenue 
North;  electrical  work,  II.  Langford  28 
Fife  Street. 

London.  Ont. 

The  general  contract  for  the  election 
oi  a  residence  for  W.  Wright,  May  and 
Smith  Streets,  has  been  awarded  to  Wil- 
liam Jeffery,  419  Simcoe  Street.  Mrick 
construction.    Estimated  cost,  $3,000. 

The  general  contract  for  the  erection 
of  a  residence  for  form  I  meson,  24  Te- 
cumseh  Avenue,  has  been  awarded  to  R. 
J.  Kelly,  37  Beattie  Avenue.  Brick  con- 
struction. 

Montreal,  Que. 

The  contract  for  foundation  work  re- 
quired in  the  erection  of  a  residence  for 
D.  Chevrier,  1655  Notre  Dame  Street 
West,  has  been  let  to  I).  I'eloquin,  447 
Old  Orchard  Avenue.  I '.rick  construc- 
tion.   Estimated  cost,  $6,000, 

Ottawa,  Ont. 

In  connection  with  the  residence  which 
is  being  built  by  George  E.  Memenomy, 
10  Pansy  Avenue,  the  contract  for  elec- 
trical work  has  been  let  to  E.  Headly, 
645  Echo  Drive,  and  the  plumbing  and 
heating  to  J.  Gervin,  Ottawa  South. 

In  connection  with  the  residence  which 
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is  bcinjj  erected  on  Melrose  Street  lor 
Mr^  k  Kelly  tlie  contract  tor  plumbing 
anil  heatinu  (labor  only)  lias  been  let  t" 
I  .  Tupp.  30  Armstrong  Street. 

Quebec,  Que. 

In  connection  with  the  residence  which 
Ka>i  M.i — n,  02  St  Nazairc  Street, 
are  building,  the  contract  tor  painting 
lias  been  let  to  I'.  Aubin.  1S2  Bayard 
.street,  and  the  healing,  plumbing,  and 
electrical  work  to  K.  L  hiqucttc,  220 
(Jtieen  Street. 

The  contract  for  masonry  required  in 
the  erection  of  a  residence  for  Mrs.  A. 
I  orris  i  .ut.  838  St.  Yalier  Street,  has  been 
lit  to  A.  I.atulippe.  lis  BagOh  Street,  and 

the  carpentry  to  II.  Gignac,  12  Franklin 

Street  Brick  and  frame  construction. 
\pproximate  cost.  $5,000. 

H.  Savard.  132  Third  Avenue.  Limoi- 
lon,  and  tlie  plnmbing  and  electrical 
work  to  P.  Lacbance,  IOT  Third  Avenue, 
Limoilou. 

In  connection  with  the  residence  which 
is  being  built  for  A.  Fackney.  107  St. 
loachim  Street,  the  contract  for  roofing 
has  been  let  to  O.  Barbeau.  154  Franklin 
Street;  heating  and  plnmbing,  \.  )>  Walk- 
er, 188  St  fohn  Street:  electrical  work, 
I.  Larose.  101  Artillery  Street. 

In  connection  with  the  residence  which 
is  being  erected  for  J.  A.  Routhier,  11 
Ste.  Foye  Koad.  the  masonry  and  plaster- 
ing have  been  let  to  A.  Poulitt,  U4  La- 
tourelle  Street,  and  the  carpentry  to  the 
general  contractor,  who  will  sublet  roof- 
ing, plumbing,  heating,  and  electrical 
yvork. 

St.  Thomas.  Ont. 

The  general  contract  for  the  erection 
of  a  terrace  for  Mrs.  Fitch.  John  Street, 
has  been  awarded  to  E.  S.  Hatch,  112 
Centre  Street.  Frame  construction.  Ap- 
proximate cost,  $5,200. 

Verdun.  Que. 

A.  Lafrance.  110  Kielle  Street,  has  been 
awarded  the  general  contract  for  the 
erection  of  residences  for  G.  X.  Montif, 
416  Church  Avenue.  Brick  construction. 
Approximate  cost,  $6,400. 

P.  Dulude  has  awarded  the  general 
contract  for  the  erection  of  residences  on 
Rielle  Avenue  to  T.  Valiquette,  1225  Eve- 
lyn Street.  Brick  construction.  Approxi- 
mate cost.  $5,000. 


Power  Plants,  Electricity  and 
Telephones 

Brigden,  Ont. 

The  Town  Council  are  securing  esti- 
mate of  the  cost  of  installing  a  hydro 
system,  and  will  probably  submit  a  by- 
law in  January.    Clerk,  C.  C.  Watson. 

Embro.  Ont. 

The  West  Zorra  Township  Council  arc 
considering  the  construction  of  hydro 
extensions.  Clerk.  Allan  Murray,  Em- 
bro, Ont. 

Middleton.  N.S. 

The  ratepayers  have  authorized  the 
construction  of  a  transmission  line  from 
Nictau  Falls  to  Middleton.  Approximate 
cost,  $3,000.   Clerk,  James  A.  Gates. 

Port  Arthur.  Ont. 

The  Hydro-Electric  Power  Commis- 
sion of  Ontario,  University  Avenue.  To- 
ronto, propose  to  construct  a  plant  for 
the  development  of  about  30.000  horse- 
power, and  a  by-law  to  authorize  this 
work  will  be  submitted  to  the  ratepayers 
in  January.  The  proposed  plant  is  esti- 
mated to  cost  several  million  dollars. 


Saskatchewan  Province. 

I'he  following  rural  telephone  com- 
panies have  been  empowered  to  borrow 
money  for  the  construction  of  their  sys- 
tems: Eagle  Hills  R.  T.  Co.,  $18,000,  sec- 
retary, II.  J.  Nelson,  Battle-ford;  Richard 
R,  T.  Co.,  $15,00Q,  II.  G.  Graham.  Rich- 
ard; Little  Quill  R.  T.  Co.,  $15,000,  E.J. 
Hopper.  Wynard;  Melaval  I\.  T.  Co., 
$1,500,  B.  J.  Lloyd,  Melaval;  Lake  John- 
StOU  K.  T.  Co.,  $3,500,  M.  J.  Mongeon, 
I  xpansc;  Fagle  Lake  R.  T.  Co.,  $4,000, 
fohn  Lovvry,  Netherhill ;  Forest  Bank  R. 
T.  Co.,  $6,000,  E.  A.  O.  Pike.  Forest 
Bank;  Success  R.  T.  Co.,  $19,000,  W.  H. 
Frith,  Birmingham;  Great  Bend  R.  T. 
Co.,  $6,000,  R.  McNaught,  Radissoh. 

CONTRACTS  AWARDED. 

Stratford.  Ont. 

The  Public  Utilities  Commission  have 
let  the  contract  for  the  erection  of  a  sub- 
station on  York  Street  to  Robert  Mar- 
son.  378  Nelson  Street,  at  $9,695. 

Wainwright,  Alta. 

\11  work  required  in  the  construction 
of  the  electric  system  will  be  done  by 
the  general  contractors,  B.  L.  Perry 
Company,  10301  One  J  kindred  and  Ninth 
Street.  Edmonton.. 


Fires 

Gunningville,  N.B. 

Store  and  residence  owned  by  W.  A. 
Edgett.    Loss,  about  $4,000. 

Hawkestone,  Ont. 

Jiarn  owned  by  A.  Smith. 

Munson,  Alta. 

Elevator  owned  by  the  Alberta  Farm- 
ers' Co-operative  Elevator  Company, 
Ltd.    Loss.  $30,000. 

Ottawa.  Ont. 

Stables  owned  by  James  Gorman,  630 
Cumberland  Street.    Loss,  $3,500. 

Theatre,  store,  and  office  block  owned 
by  J.  E.  Taggart  and  Andrew  Haydon, 
Sussex  and  Rideau  Streets.  Loss,  $15,000. 
Owners  will  rebuild  shortly. 

Factory  of  J.  H.  O'Connor,  Pretoria 
Avenue.  Loss  on  building  and  machin- 
ery, $25,000.    Owner  may  rebuild. 

Petrolia.  Ont. 

Residence  of  William  Parks,  Blind 
Line,  Petrolia.    Owner  may  rebuild. 

Vancouver,  B.C. 

Warehouse  and  stable  owned  by  Dixon 
Brothers  &  Schultz,  .160  Lome  Street 
West.     Loss.  $10,000. 

Wingham,  Ont. 

Barn  of  Thomas  Wheeler.  Loss,  $4,000. 


Miscellaneous 

Peterboro,  Ont. 

The  City  Council  are  considering  the 
purchase  of  a  combination  chemical  and 
hose  truck  for  the  fire  department.  Clerk, 
R.R,  Armstrong. 

Toronto.  Ont. 

C.  C.  Goodwill,  2  Toronto  Street,  Room 
14,  is  in  the  market  for  a  quantity  of 
building  material,  including  face  and  fill- 
er brick,  lumber,  and  hardwood  flooring. 

The  Board  of  Control  will  receive  ten- 
ders until  December  12th  for  the  instal- 
lation of  electric  wiring  .and  fixtures  at 
the  Don  incinerator.  Plans  at  office  of 
the  City  Architect,  City  Hall. 

Windsor.  Ont. 

The  City  Engineer,  M.  E.  Brian,  is  in 


the  market  for  about  1,000,000  common 
brick. 

CONTRACTS  AWARDED. 

New  Toronto.  Ont. 

Tlie  by-law  for  the  proposed  incinera- 
tor, for  which  the  contract  was  let  to  the 
Reed  Products  Company,  110  Church 
Street,  has  been  passed,  and  work  will 
start  as  soon  as  the  site  has  been  decided 
upon.    Approximate  cost,  $10,000. 


New  Wet  Process  Block  System 

A  new  concrete  block  with  a  system  of 
manufacture  which  involves  the  use  of  a 
wet  mixture  of  a  consistency  which  will 
settle  readily  into  place  in  gang  moldLs 
has  been  devised  by  John  Phillipofi, 
Clearwater,  Fla.  The  molds  are  set  up 
on  a  concrete  floor  extending  in  aisles 
the  length  of  a  long  shed  or  construc- 
tion building.  Alongside  is  a  track  with 
a  mixer  operating  on  the  track  deposit- 
ing the  concrete  by  means  of  a  chute 
directly  into  the  molds. 

Block  for  building  purposes  are  4 
inches  thick  for  a  standard  unit  and  are 
made  with  tongue  and  groove  on  the 
upper  edge  and  on  the  lower  edge  and 
are  intended  to  be  used  laid  up,  with  a 
hollow  space  between  the  two  parts  of 
the  wall  fastened  with  special  metal  ties 
in  the  joints,  which  are  grouted  in.  These 
walls  may  be  left  hollow  or  the  center 
space  may  be  filled  with  concrete,  if  a 
solid  or  a  reinforced  wall  is  wanted. 


New  Wet  Process  Block  System 

A  new  concrete  block  with  a  system 
of  manufacture  which  involves  the  use 
of  a  wet  mixture  of  a  consistency  which 
will  settle  readily  into  place  in  gang 
molds  has  been  devised  by  John  Phillip- 
off,  Clearwater,  Fla.  The  molds  are  set 
up  on  a  concrete  floor  extending  in  aisles 
the  length  of  a  long  shed  or  construc- 
tion building.  Alongside  is  a  track  with 
a  mixer  operating  on  the  track  deposit- 
ing the  concrete  by  means  of  a  chute  di- 
rectly into  the  molds. 

Block  for  building  purposes  are  4 
inches  thick  for  a  standard  unit  and  are 
made  with  tongue  and  groove  on  the 
tipper  edge  and  on  the  lower  edge  and 
are  intended  to  be  used  laid  up,  with  a 
hollow  space  between  the  two  parts  of 
the  wall  fastened  with  special  metal  ties 
in  the  joints,  which  are  grouted  in.  These 
walls  may  be  left  hollow  or  the  centre 
space  may  be  filled  with  concrete,  if  a 
solid  or  reinforced  wall  is  wanted. 


Tight  forms  are  especially  essential  for 
columns.  Leakage  of  the  aggregates  un- 
der the  high  pressure  at  the  bottom  of 
the  column  may  result  in  the  lower  part 
of  the  column  standing  on  loose  gravel. 
If  there  is  any  question  as  to  the  strength 
of  the  column  forms,  the  columns  should 
be  poured  slowly  so  that  the  setting  will 
begin  before  the  entire  column  is  poured 


Porcelain  Tops 
Wanted 

A  Canadian  manufacturer  wants  to 
get  in  touch  with  manufacturers  of  por- 
celain tops  for  kitchen  cabinets.  In- 
formation will  be  appreciated  by  the 
publishers  of  this  journal. 


December  6,  1916 


THE   CONTRACT  RECORD 


45 


PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 


This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 


The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 

14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Repre»entatlve :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


Tenders  and  For  Sale  Department 


Tenders  for 
Belt  Conveyor 

Notice  is  hereby  given  that  the  date  for  re- 
ceiving tenders  (or  the  installation  of  a  80-inch 
Itelt  Conveyor  ami  appurtenances  at  the  Main 
..•  Disposal  Works.  Toronto,  has  been  ex- 
irnlc.l  It. .m  0OO0  ..11  Tuesday.  November  28th. 
1916.  to  noon  on  Tuesday.  December  12th.  1916. 

T.  L.  CHURCH,  Mayor, 

Chairman,  Hoard  of  Control. 
Toronto.  November  27th,  1910.  49-49 


Tenders  Wanted 


Sealed  tenders  will  be  received  by  the  under- 
signed, addressed  to  Thomas  S.  Norris,  Esq., 
Vice  Chairman.  Board  of  Control,  City  Hall, 
Hamilton,  up  to  5  o'clock  p.m.  on  Monday. 
December  11th.  1916.  for  the  construction  of 
the  following  pipe  sewers: — 

\melia  Street  from  Alley  to  Creek  from  Asylum. 

Alleyway  from  Amelia  Street  to  Glenfern  Ave. 

Glenfern  Ave.  from  Alley  to  Undermount  Ave. 

1"  ndermounl  Ave.  from  Glenfern  Ave.  to  Aber- 
deen Ave. 

Aberdeen  Ave.  from  Undermount  Ave.  to 
Locke  Street. 

Tenders  must  be  on  forms  supplied  and  plainly 
marked  on  the  outside  as  to  contents. 

Specifications  and  form  of  tender  for  the  above 
can  be  obtained  at  the  office  of  the  City  Engi- 
neer, where  any  otheT  information  may  be  secured. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

S.  H.  KENT, 

City  Clerk. 

Hamilton,  November  29th,  1916.  49-49 


GREATER  WINNIPEG  WATER 
DISTRICT 

Tenders  for  Construction 
of  9.5  Miles  of  5  6  '  Re- 
inforced Concrete 
Pressure  Pipe 


Sealed  tenders  addressed  to  the  undersigned 
will  be  received  up  to  noon  of  Monday,  Decem- 
ber 18th.  1916.  for  the  construction  of  9.5  miles 
of  5  ft.  6  in.  Reinforced  Concrete  Pressure  Pipe. 

Plans,  Specifications  and  Form  of  Tender  can 
be  secured  on  application  to  the  District,  accom- 
panied by  certified  cheque  for  Twenty  Dollars, 
payable  to  the  District,  which  deposit  will  be  re- 
turned upon  submission  of  tender  or  return  of 
document*. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

R.  D.  WAUGH, 
Chairman  of  Commissioners. 
901  Eoyd  BIdg.,  Winnipeg,  Man. 

4th  November,  1916.  46-49 


Capital  Wanted 


Contractor  with  small  plant  and  capital  desires 
to  get  in  touch  with  someone  willing  to  invest 
(5,000  in  paying  contract  for  construction  of 
large  bridge  in  Ontario.  References  as  to  ability 
will  be  supplied  by  the  Engineer  in  charge,  for 
whom  I  have  done  considerable  satisfactory  work. 
Box  is:!,  Contract  Record,  Toronto,  Ont.  48-50 


Tenders  for 
Centrifugal  Sewage 
Pump 

Tenders  will  be  received  by  registered  post 
only,  addressed  to  the  chairman,  Board  of  Con- 
trol, City  Hall,  Toronto,  up  to  noon  on  Tuesday, 
January  16th,  1917,  for  the  installation  of  a  40 
Million  Imperial  Gallon  Centrifugal  Sewage  Pump 
at  the  Main  Sewage  Pumping  Station,  Toronto. 
Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  Specifi- 
cations and  forms  of  tender  may  be  obtained  at 
the  Works  Department,  Room  0,  City  Hall. 
Tenderers  must  comply  strictly  with  conditions 
of  City  By-law  as  to  deposits  and  sureties,  as 
set  out  in  specifications  and  forms  of  tender. 
The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

T.  L.  CHURCH,  Mayor, 
Is  Chairman,  Board  of  Control. 


BOILERS  FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


Plant  For  Sale 


Two  4-ton  Derricks,  .$200  to  $350. 

Stone  Cutting  Machinery 
One  Diamond  Saw. 
One  Lincoln  Planer,  open  side. 
Two  sets  gang  saws. 
Lorries,  Box  Wagons,  Motors,  etc. 

Fred  Holmes  &  Sons,  Limited, 
In  l!i  1107   Yonge  St.,  Toronto,  Ont. 


CANADIAN  AGENTS  WANTED 


We  desire  to  appoint  an  agent  in  Canada  to 
handle  our  enamels,  etc.  Will  give  agency  for 
entire  Dominion  or  for  Provinces,  as  desired. 
Write  in  first  instance  to  "American,"  care  of 
Contract  Record,  Toronto,  Ont.  49 


Late  News  Items 

Hamilton,  Ont. 

Thomas  Ramsey,  15  Market  Street 
South,  is  receiving  tenders  on  the  erec- 
tion of  a  garage,  estimated  to  cost 
$15,000.    Architect,  E.  B.  Patterson,  142 


Went  worth  Street  North.  Brick  con- 
struction. 

Lindsay,  Ont. 

^  Sketch  plans  for  rebuilding  the  plant  of 
Flavelle's,  Ltd.,  are  now  being  prepared 
by  the  Madison-Cooper  Company,  of 
New  York.  The  project  includes  a 
creamery  building,  office,  and  cold  stor- 
age building,  and  is  estimated  to  cost 
$75,000.    Brick  construction. 

Ottawa,  Ont. 

The  general  contract  for  alterations  to 
a  garage  for  T.  D.  McFarlane,  Slater 
Street,  has  been  let  to  Alexander  Gar- 
vock,  136  Lewis  Street,  who  will  do  all 
work.  Approximate  cost,  $8,000.  Archi- 
tect, W.  H.  George,  Castle  Building, 
Queen  Street. 

Perth,  Ont. 

The  Provincial  Government  and  the 
Municipalities  of  Perth,  Smith's  Falls, 
and  Township  of  North  Elmsley  are 
jointly  considering  the  construction  of  a 
roadway  between  Perth  and  Smith's 
Falls.    Approximate  cost,  $21,000. 

Port  Stanley,  Ont. 

The  Dominion  Government  Depart- 
ment of  Public  Works  have  awarded  the 
contract  for  an  extension  to  the  break- 
water to  M.  J.  Hogan,  Port  Burwell,  at: 
$135,000.  Work  will  start  in  the  early 
spring.  Cribwork  substructure  and  rein- 
forced concrete  superstructure. 

Quebec,  Que. 

The  plans  for  the  proposed  school  on 
St.  Luc  Street  for  the  Roman  Catholic 
School  Board  are  being  revised,  and  ten- 
ders will  be  called  shortly.  Architects, 
Tanguay  &  Lebon,  20  d'Aguillon  Street. 
Approximate  cost,  $15,000. 

St.  Octave  De  Metis,  Que. 

Tenders  on  interior  work  to  the  parish 
church  will  be  received  until  December 
15th  by  the  curate,  D.  A.  Michaud.  Plans 
and  specifications  with  the  architect,  P. 
Levesque,  115  St.  John  Street,  Quebec, 
and  with  the  curate.  Estimated  cost, 
$30,000. 

Toronto,  Ont. 

The  general  contract  for  the  erection 
of  in  addition  to  the  cooler  building  of 
tire  William  Davies  Company,  521  Front 
Street  East,  has  been  let  to  Wells  Broth- 
ers of  Canada,  Ltd.,  96  Gould  Street. 
Brick  and  concrete  construction.  Ap'- 
proximate  cost,  $12,500.  Architects,  Hen- 
schien  &  McLaren,  Chicago,  111. 

Tweed,  Ont. 

The  general  contract  for  the  erection 
of  a  high  school  has  been  let  to  Houston 
Company,  Ltd.,  Metcalfe  Street.  Brick, 
hollow  tile,  and  steel  construction.  Ap- 
proximate cost,  $20,000.  Architects,  El- 
lis &  Ellis,  Manning  Chambers,  Toronto. 

Winnipeg,  Man. 

Fingland  &  Hanford,  Enderton  Build- 
ing, are  preparing  plans  for  an  assem- 
bling plant  for  R.  A.  Lister  &  Co.,  Ltd., 
Gait  Buildins,  and  will  call  for  tenders  in 
January.  Brick  and  mill  construction. 
Estimated  cost,  $50,000. 

The  Dominion  Government  Depart- 
ment of  Public  Works,  Ottawa,  are  con- 
sidering the  erection  of  a  hospital  addi- 
tion, at  an  approximate  cost  of  $40,000. 
Particulars  from  Lieutenant-Colonel  C. 
W.  Rowley.  Bank  of  Commerce. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUM  ES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


Durability 
Accuracy 

Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
Yi  inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


Los  Angeles 
San  Francisco 


DAKE  MOTOR  CRABS 


SINGLE  AND  DOUBLE  DRUM 


Speed  up  your  contracting  jobs 
by  equipping  your  derricks  with 
•these  machines.  No  delays.  The 
Dake  motors  used  on  these  mach- 
ines have  no  dead  centres.  They 
start,  stop,  and  reverse  instantly. 
Made  very  strong  and  substantial. 

Write  for  catalogue  and  prices. 


GRAND  HAVEN,  MICH. 
U.  S.  A. 


DAKE  ENGINE  CO., 

Canadian  Agents: 
Montreal:  Mussens  Ltd.   Toronto:  A.R.  Williams  Machinery  Co.,  Ltd. 


Pacific  Coast  Pipe  Co.,  Ltd. 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 


1551  Granville  Street 


Vancouver,  B.C. 


James  Thomson,  President. 


J.  G.  Allen,  Vice-President. 


James  A.  Thomson,  Secretary. 


the  CARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


CAST  IRON  PIPE 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 
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The  First  Coat 
for  Metal  Work 

is  exceedingly  important  and  it 
should  be  such  that  it  will  com- 
pletely protect  the  surface  from 
elements  causing  corrosion  or 
rust. 

CARTER'S 

Dry  Red  Lead 

is  the  highest  standard  quality  and 
gives  a  full  heavy  bodied  mixture 
that  assures  absolute  protection  for 
every  kind  of  metal  construction. 

We  make  Orange  Lead  and  Litharge. 
Special  Red  Lead  and  Litharge  for 
Color,  Varnish  and  Rubber  Making. 
Oxides  for  Potters  and  Storage  Bat- 
tery makers. 

Our  products  are  wholly  Canadian 
made  and  equal  in  quality  to  the 
best  imported  goods. 

Send  a  post  card  for  prices. 

The  Carter  White  Lead  Co. 

of  Canada,  Limited 
91  Delorimier  Avenue 
Montreal 


The  above  shows  the  Prest-O-Lite  Process  as  used  for  mak- 
ing an  "on  the  spot"  lepair  in  shops  of  P.  F.  Collier  &  Co., 
New  York  City,  publishers  of  "Collier's  Weekly." 

Welding  Makes  Possible  Marked 
Economies  in  Your  Plant 

By  avoiding  costly  delays  and  saving  expensive  re- 
placements, single  repairs  by  welding  have  often 
times  more  than  paid  the  cost  of  complete  welding 
equipment  in  hundreds  of  shops  and  factories. 

Fortify  your  plant  against  losses  incurred  by  sud- 
den breakdowns.  The  many  highly  profitable  uses 
to  be  found  both  inside  and  outside  your  shop  for 
oxy-acetylene  welding  will  amaze  you. 

More  important  perhaps  than  effecting  emergency  repairs 
to  important  tools  or  equipment  is  the  usefulness  of  this  pro- 
cess in  simplifying  many  manufacturing  operations  and  cut- 
ting production  costs. 

In  many  instances  it  is  entirely  displacing  the  rivet  and 
bolt,  because  welded  joints,  in  nearly  all  cases,  are  better, 
stronger  and  neater  than  those  of  other  methods  of  metal- 
joining.  , 

Find  out  about  these  possible  economies  for  your  plant. 


Employs  both  gases  (acetylene  and  oxygen)  in  portable 
cylinders.  Prest-O-Lite  Dissolved  Acetylene  (ready-made 
carbide  gas)  is  backed  by  Prest-O-Litc  Service,  which 
insures  prompt   exchange   of  full   cylinders  for  empty 
ones.    Provides  dry,  purified  gas,  insuring  better  welds, 
quicker  work,  and  lower  cost,  and  also  avoids  the  large 
initial  outlay  and  heavy  depreciation  incurred  in  making 
crude  acetylene  in  a  carbide  generator. 
The  necessary  equipment  is  not  expensive.     We  furnish  high 
grade  welding  apparatus  for  $75;  acetylene  service  at  additional 
cost.      Adaptable'  for   oxy-acetylene    cutting   by   the  purchase 
of   special   cutting  blow-pipe.     Thorough   instructions   are  fur- 
nished free  to  every  user  of  Prest-O-Lite  Dissolved  Acetylene 
—  any  average  workman  who  understands  metals  can  learn  the 
process  quickly  and  easily. 

We'll  be  glad  to  give  you  full  information  on  the 
Prest-O-Lite  Oxy-Acetylene  Process  of  welding  and 
cutting.  Tell  us  about  the  particulaar  work  you  are 
contemplating. 

The  Prest-O-Lite  Co.,  Inc.,  Dept.  e 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 
Canadian  Main  Office  and  Factory 
MERR1TTON,  ONTARIO 

Factory  Branch  —  WINNIPEG,  Man. 
53  Branches  and  Charging  Plants 
Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA. 
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How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactprily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

HFI  I  FR    &   RRIf.HTI  Y  1120  Spring  Garden  Street 

nCLLCK  Ot  DIUUniLI,  PHILADELPHIA,  PA.,  Since  1870" 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


"Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


Mueller  Tapping  Machine 


BY  an  entirely  new  feature,  found  only  in  our  machine, 
you  can  tap  water  mains  under  pressure  with  very  little 
exertion.  We  have  sold  hundreds  of  these  machines 
to  corporations  and  private  companies  all  over  Canada  and 
every  machine  has  given  the  best  satisfaction.  We  might 
refer  you  to  users  in  your  part  of  the  country,  if  you  are  in- 
terested. 

We  also  make  a  complete  line  of  waterworks,  gas 
works,  and  plumbing  brass  goods.  All  tested  under  200 
lbs.  hydraulic  pressure  and  fully  guaranteed. 


H.  Mueller  Mfg.  Co.,  Limited 

SARNIA  .....  ONTARIO 
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For  Good  Roads 


Fluxphalte  will  save  many  dollars  every  year  in  road  repairs.  For  macadam 
roads  it  will  make  a  perfect  surface  covering  that  will  not  dust  or  wear.  The  surface 
will  be  like  an  asphalt  pavement.      Makes  an  ideal  roadway  on  macadam  foundation. 

Write  for  illustrated  book  and  further  details 


PHAL' 


CHNI FOR 

&©m>  OP  TRJIDB 


STRUCTURAL  STEEL 


BRIDGES 


We  have  the  organization  to  plan 
and  execute  a  steel  construction  to 
give  that  lasting  satisfaction  ex- 
pected from  the  best. 

Write  us  for  an  estimate  on  your 
work. 


MacKinnon,  Holmes  & 

SHERBROOKE, 


We  also  make  Steel  Tanks 
for  all  purposes. 

Company,  Limited 

QUEBEC 
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STONE , ORE , ROCK  UL  &m 

TH£  MOST  £FF/Cf£NT  MR  4| 

FOR  ALL  S£RV/C£S  V  '  V3| 

CONCRETEtTAR  MACADAM  MACHINERY 
CYRATORY&  ROLLER  CRUSHERS 

GOODWIN  BARS BY&  C?  LEICESTER  ENG. 


IMMEDIATE  SHIPMENT 

FROM  STOCK 


Rib  Bar 

We  have  a  good  stock  of  all   sizes  of 

Rib  Bars, 
Trussed  Bars 

and  other  products  for  reinforcing 
concrete. 

Get  our  quotation  before  purchasing 

TRUSSED  CONCRETE 
STEEL  CO. 

OF  CANADA,  LIMITED 

WALKERVILLE,  ONT. 

Montreal       -       Toronto       -  Winnipeg 


Hi 


DV  supplying  our  customers  with  electric  wires  and 
cables  and  cable  accessories  of  the  highest  quality. 
Standard  has  come  to  mean  to  them  real  economy— 
that  is  maximum  durability  at  a  reasonable  price.  Ask 
our  customers  and  then  write  our  nearest  office  about 
your  requirements. 

Standard   Underground  Cable  Co. 
of  Canada,  Limited 

Hamilton,  Ont. 

Montreal,  Que.  Winnipeg.  Man.  Seattle.  Wash. 


Dealers  in 

Scrap  Iron,  Steel 
and  Metals 

Railway  Equipment,  Rails 
and  Machinery 

Dismantlers  of  Bridges,  Plants, 
Steamers,  Mills 

Dominion  Iron  &  Wrecking 

Company,  Limited 

General  Offices  : 

Transportation  Bldg.,  MONTREAL 

Quebec  St.  John  N.B 


Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  J  TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 
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Ten  Good  Reasons  for  Specifying 
Wire -Cut  Lug  Brick  for  Paving 


1  \\  ire-cut  lug  brick  have  proven  their  superiority 
in  service.  A  wire-cut  lug  brick  is  not  a  new 
brick  or  an  experiment.  It  is  a  wire-cut  brick  with 
absolutely  uniform  lugs,  and  it  is  a  well  known  fact 
that  the  old  wire-cut  brick  streets  have  given  the 
best  service  under  traffic. 

O  All  wire-cut  lug  brick,  subject  to  slight  varia- 
tions,  are  of  standard  size,  8]/2  inches  long  by 
3'/2  inches  wide  and  4  inches  deep,  and  lay  40  brick 
to  a  square  yard.  If  local  conditions  of  traffic  justify 
same,  these  brick  can  be  used  3]/2  inches  or  3  inches 
deep  but  of  the  standard  surface  measurements. 

0  The  rough  sides,  uniform  contact  lugs  (no  bar 
**•  lugs  allowed)  and  the  square  edges  insure  a  per- 
fect bond  the  entire  depth  of  the  brick  and  also  a 
bond  much  stronger  than  is  obtained  with  the 
smooth,  round-edge  repressed  brick.  A  4-inch  wire- 
cut  lug  brick  gives  a  4-inch  bond,  but  a  4-inch  re- 
pressed brick  with  round  edges  gives  only  a  3^-inch 
bond  and  that  may  be  very  imperfect  owing  to  the 
smooth  sides  and  the  nonuniformity  of  the  lugs. 

A  Wire-cut  lug  brick  are  made  by  30  independent 
competing  companies  and  the  list  is  constantly 
increasing.  The  brick  are  marketed  at  the  same  price 
as  the  repressed  brick  of  the  same  manufacturer's 
make,  since  the  small  royalty  paid  is  saved  in  the 
process  of  manufacture.  The  Dunn  Wire-Cut  Lug 
Brick  Company  licenses  reputable  companies  which 
demonstate  their  ability  to  make  good  wire-cut  lug 
brick. 

C    The  interior  structure  of  wire-cut  lug  brick  is 
uniformly  denser  than  that  of  repressed  brick. 
On  account  of  their  square  edges,  wire-cut  lug  brick 
in  the  first  450  revolutions  of  the  rattler  lose  from 

1  to  2  per  cent,  more  than  repressed  brick;  but  no 
allowance  is  asked,  for  wire-cut  lug  brick  at  the  end 
of  the  test  show  an  abrasion  loss  usually  about  the 
same  as  repressed  brick,  and  sometimes  less.  Thus, 
the  user  of  wire-cut  lug  brick  really  is  getting  a 
quality  that  is  2  per  cent,  better  than  is  shown  by 
test. 


£J   Wire-cut  lug  brick  are  made  on  engineering  lines. 

The  square  edges  aid  the  engineer  in  obtaining 
a  smooth  pavement,  and  a  pavement  in  which  the 
filler  will  not  chip  out  under  traffic,  as  it  does  from 
round-edge  repressed  brick.  The  engineering  de- 
partment of  the  Dunn  Wire-Cut  Lug  Brick  Company 
is  continually  investigating  methods  of  construction 
and  is  at  your  service  at  any  time,  in  an  advisory 
capacity,  as  to  methods  of  construction,  and  proper 
inspection  of  material. 

7    The  Dunn  Wire-Cut  Lug  Brick  Company  has 

*  its  own  ceramic  engineer,  whose  duty  it  is  to  ren- 
der free  advisory  service  to  companies  making  wire- 
cut  lug  brick,  and  to  endeavor  in  every  way  to  im- 
prove the  quality  of  the  brick  at  the  plant. 

Q    The  advantages  of  wire-cut  lug  brick  are  recog- 

*  nized.  These  brick  are  specified  exclusively  by 
St.  Louis,  Mo.;  Baltimore,  Md.;  Wilmington,  Del.; 
Toronto,  Canada,  and  many  other  cities,  and  they 
are  preferred  by  numerous  state  highway  depart- 
ments. 

Q    On  January  1,  1916,  wire-cut  lug  brick  were  in 

*  use  in  436  places  and  they  were  admitted  in  the 
specifications  of  more  than  2,500  places. 

1  Q  If  the  choice  between  wire-cut  lug  brick  and  re- 
*  pressed  brick  is  left  to  the  contractor,  he  may, 
on  his  first  job,  use  the  repressed  brick,  claiming  that 
the  repressed  brick  takes  less  filler.  We  admit  this 
claim,  and  it  substantiates  our  contention  that  wire- 
cut  lug  brick  makes  the  best  pavement,  because  the 
filler  goes  down  to  the  bottom  of  the  brick  and  in- 
sures a  good  bond  its  entire  depth.  After  his  first 
experiment,  the  contractor  recognizes  this  advantage 
and  becomes  an  advocate  of  wire-cut  lug  brick. 
Wire-cut  lug  brick  are  made  by  30  independent  com- 
peting companies,  operating  48  plants.  Write  for 
data. 


The  Dunn  Wire-Cut  Lug  Brick  Co. 

(LICENSORS) 
CONNEAUT         :  OHIO 
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When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


VALVE-HYDRANT  MANUFACTURERS 

WALKERVI LLE ,  ONT. 


building  naierial 


3 


Good  Profits  Here- Wake  Up ! 

M-R-Co.  Goods  are  "  Right 
on  the  Job." 

There  are  immense  possibilities  for  the 
Building  Trades  in  Metallic  Shingles  and 
Metallic  Ceilings.  They  are  quick  for 
repair  jobs.  They  are  durable,  neat 
and  fireproof  and  there  is  no  "come  back." 

The  "Quality  House"  is  Safest-  Think  of 
Safety  First 

The  Metallic  Roofing  Co. 

Limited 
Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 

WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 

of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Winnipeg  Calgary 


Toronto  Montreal 


Limited 


&4 
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The  Possibilities 

of  "IDEAL"  Concrete 
Block  Machinery  and  Or- 
namental Molds  are  al- 
most unlimited,  to  the  up- 
to-date  and  wide-awake 
contractor. 

W  rite  for  catalogue  on 
Block  Machines,  Tampers, 
Ornamental  Molds,  Sand 
Screens,  Derricks,  Cement 
Tools,  Mixers,  Water- 
proofing, Colors,  etc. 

IDEAL  CONCRETE  MACHINERY  CO.,  LTD.  Wi5dn",:rrio 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


STANDARD  STEEL 


Bumi  Channels 

CONSTRUCTION  CO. 


Reinforcing  Bar. 

"S«lf-Sentering" 

Corrugated 
Sheeting 


LIMITED 
WELLAND 


CANADA 


Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  tupply  you  in  any  size  or  quantity. 

Our  »ervice  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market. 
Office-M  4515-M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand.  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 


Phones,  Office  North 


( 664 
<665 


Evening's,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structured 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


WOODEN  PIPE 


-«4 


Wire  wound  wood  stave  pipe,  2  in.  to  24  in.  diameter.  Con- 
tinuous  wood   stave  pipe,   any  diameter  required. 

CANADIAN  PIPE  CO.,  LIMITED 

Established  1904  New  Factory  Erected  1910 

Equipped  with  the  most  up-to-date  machinery.  Every 
machine  driven  by  a  separate  electric  motor.  Satisfaction 
Guaranteed. 

Office  and  Factory— 550  Pacific  St.,  VANCOUVER,  B.C. 


Canada  Iron  Foundries.  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Casting's 
of  all  kinds,  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 
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Smith-Vaile 


Triplex  P  um  p  s 


Smith-Vaile  Class  B  Single  Acting  Triplex  Pumps 


Especially  designed  for  House  Supply, 
Boiler  Feeding,  Water  Works  and  General 
Service. 

Rugged,  substantial  construction  suitable 
for  the  hardest  and  most  exacting  service. 

Illustration  shows  the  highest  type  of  Tri- 
plex pump  that  can  be  desired.  Four  main 
bearings.  Crankshaft  of  selected  steel.  Sin- 
gle acting  plungers,  outside  packed.  Cross- 


Standard 

Pumps  for 

Every 
Service 


heads  working  in  bored  guides  in  frame,  re- 
lieving packing  glands  and  boxes  of  lateral 
pressure.  Crossheads  of  size  4x6  and  larger 
fitted  with  adjustable  shoes. 

Shaft  bearings  lined  with  bes  quality  anti- 
friction metal.  Gears  of  close  grained  cast- 
iron,  machine  cut. 

Water  valves  of  the  composition  or  metal 
best  suited  for  the  liquid  to  be  handled. 


ATLANTA 

BOSTON 

BALTIMORE 

BIRMINGHAM 

CHICAGO 

CINCINNATI 


Piatt  Double  Suction 
Centrifugal  Pumps 

Split  case  features  insure  accessibility.  Their  rugged 
construction  guarantees  efficient  and  continuous  service 
whether  installed  where  every  facility  is  at  hand,  or  in 
the  most  isolated  parts  of  the  world. 

Bulletin  No.  762  fully  describes  them. 

Smith-Vaile 
Yoke  Type  Boiler  Feed  Pumps 

Provided  with  removable  and  interchangeable  water 
cylinder  linings  and  adjustable  packed  water  pistons, 
permitting  compensation  for  wear. 

Bulletin  No.  780  will  interest  every  engineer. 

Smith-Vaile 
General  Service  Pump 

Well  designed  in  all  points  that  contribute  to  effici- 
ency, durability  and  satisfactory  operation.  Strength 
and  quality  of  metal,  direct  water  passages  insuring  air 
pocket  freedom,  accessibility,  liberal  valve  area  and  few 
working  parts. 

Bulletin  No.  780  covers  the  complete  line. 


Stilwell  Feed  Water  Heaters 

Class  "O"  Type 

Either  Thoroughfare  or  Switch  Vaivc  Type.  Fitted 
with  float  controlled  or  water  seal  overflow  as  may  be 
necessary.  Single  piece  castings,  special  design  for  raw 
water  control,  perfect  filtration,  make  them  pre-eminent. 

Bulletin  No.  783  is  descriptive. 


Victor-Francis  High  and  Low 
Head  Water  Wheels 

The  epoch-making  installation  of  Victor  Francis  equip- 
ment to  produce  50.000  horse  power  at  Cohoes,  N.  Y., 
indicates  the  high  efficiency  that  can  be  obtained  with 
well  designed  and  carefully  built  I'latt  products. 

Bulletins  Nos.  619  and  710  describe  the  line. 

Smith-Vaile  Compound 
Duplex  Pumping  Engines 

F.conomical  steam  construction  by  multiple  expansion. 
Undeveloped  energy  of  steam  after  the  completion  of  the 
stroke'i  n  initial  cylinders  is  conserved  and  employed  in 
expansion  cylinders.   A  saving  of  from  25  to  35  per  cent. 

Bulletin  No.  780  gives  details. 

Smith-Vaile  Triplex  Pumps 

Kelt  Drive    Chain  Drive    Direct  Geared 

Four  bearings  insure  reliability  for  day-by-day  service 
in  a  practically  unlimited  range  of  application.  May  be 
belt  driven  from  any  available  source  of  power,  or  direct 
connected  by  coupling,  gears  or  chain  to  any  form  of 
motive  power. 

See  Bulletin  No.  741. 

Smith-Vaile 
Cottonseed  Oil  Presses 

With  huilt-up,  indestructible  all-steel  boxes.  The 
boxes  can  come  together  empty,  under  full  pressure, 
without  damage.  The  platen  or  ram  block  is  of  semi- 
steel  and  of  ample  thickness. 

Bulletin  No.  684  on  request. 


PLATT  IRON  WORKS        DAYTON,  OHIO 


Representatives  in  Principal  Cities  Insure  Prompt  and  Efficient  Service 


CLEVELAND 

COLUMBIA,  S.  C. 

DALLAS 

DENVER 

DETROIT 

HAVANA 


INDIANAPOLIS 

JACKSONVILLE 

KANSAS  CITY 

LONDON 

l.OS  ANGELES 

MEMPHIS 


MEXICO  CITY 
MINNEAPOLIS 
MONTREAL 
NEW  ORLEANS 
NEW  YORK 
OMAHA 


PHILADELPHIA 
1'ITTSBURG 
PORTLAND 
RICHMOND 
SAINT  LOUIS 
SALT  LAKE  CITY 


SAN  ANTONIO 
SAN  FRANCISCO 
SEATTLE 
SPOKANE 
TORONTO 

YOUNGSTOWN,  OHIO 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT.  I.IME.  AND  BRICK 
Cement    delivered  In  5  barrel  lots,  $2.20  per  bbl.; 
with  bags.  $2.01);  oar  lots,  $1.70  on  the  track, 
with  pkgs..  $2.10. 

Lime  -grey  44c,  while  50c  per  100  lbs.,  delivered 
in  not  le»s  than  1500  lb.  lots.  At  the  ware- 
house, white  45c.  grey  39c. 

Brick — No.  1  dry  pressed  red  brick  $17;  buff, 
$17  f.o.h.  the  job;  No.  2,  $14;  common  red 
stock  brick.  $11  to  $14;  grey.  $11  to  $12; 
wire-cut  brick  for  foundation  work.  $9  on 
the  cars,  delivered  $10;  "Tapestry"  brick,  im- 
ported. $25  to  $35;  local  Rug.' $14;  sand-lime 
brick.  $7.60  f.o.b.  car  at  King  Edward  Siding; 
$6.50  f.o.b.  car  or  wagon  at  plant;  $S.50  de- 
livered on  job.  Paving  brick,  No.  1,  $18  per 
M.  f.o.b.  West  Toronto;  No.  2  $14;  paving 
blocks.  No.  1.  $24  per  M. ;  No.  2.  $18.  Sun- 
Tex  face  brick.  $16  to  $20  per  M. ;  Dcnison 
interlocking  hollow  tile,  $60  per  M.  Lots 
over  100.000.  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17.  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices.  F.  O.  B.  Car: 
Crushed  stone— 2  in.,  $1.30;  1-in.,  $1.40;  J^-in., 
$1.40;  rubble  stone,  in  car  lots,  $1.25  per 
ton  f.o.b.  car 

Sand— for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — Pit  run,  75c  to  85c  per  ton  f.o.b.  Toronto; 
screened,  $1  per  ton  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$24;  18  ft.,  $25;  1-in.  Hemlock,  No.  1  $24; 
No.  1  Hemlock  decking  $24  to  $25;  No.  2 
Hemlock,  dimension  and  1  in.,  $20  to  $22. 

Pine — i.jn.  by  4-in.  to  6-in.,  $30;  1-in.  by  8-in., 
$32;  1-in.  by  10-in.,  $33;  1-in.  by  12-in.,  $33 
to  $35;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $30  to  $35;  Va  by  6 
and  10  in.  pine  shelving.  $33  to  $36;  %  by 
12-in.  pine  shelving.  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $29;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto.  $32;  pine  trim  4-in.  casing,  $1.75  per 
100  ft.;  B  in.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25;  4  in.  pine,  window  stool,  $2.75. 

Shingles— XXX  B.  C.  shingles  $3.85;  N.  B.  extras 
$4;  N.  B.  clears  $3.66;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10 ;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14,  14  x  16,  $40;  10  x  16, 
12  x  16,  1«  x  16,  14  x  18,  18  x  18,  20  x  20, 
$40.50;  12  x  18,  18  x  20,  $41.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $42.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 

Steel  and  Iron  Bars — $3.40  to  $5  base;  twisted 
and  deformed,  $3.50  base. 

Shapes— Over  35  lbs.  per  yd.,  $3.40  per  100  lbs.; 
under  35  lbs.  per  yd.,  $3.60  per  100  lbs. 

Plates — 12  ins.  and  under,  $4  per  100  lbs.;  over 
12  ins,  and  under  36  ins.,  $3.80  per  100  lbs. ; 
36  ins.  and  over,  $4.20  per  100  lbs.  Tank  and 
boiler  plates — %  in.  and  over  and  under  36 


ins.,  $4.40;  36  ins.  and.  over,  $4.90.  Gauge 
plates  Xos.  10,  12,  14,  $4.60  to  $4.80  per  100 
lbs.  Black  American  bessemer  plates — 28 
gauge,  $3.75  to  $4  per  100  lbs. 

Extras— l/10c  per  lb.  extra  for  cutting  to  length, 
for  plate  less  than  J4  in.  thick,  for  all  Bethle- 
hem sections,  for  angles  less  than  5  in.  com- 
blned  legs  and  beams  and  channels  under  6 
ins.,  for  IS,  20,  and  24  in.  beams. 

Galvanized  iron— 2S  gauge  $6.50  to  $7.00. 

Cast-iron    pipe— Standard    prices,    carload  lots, 
f.o.b.  Toronto :  4-in.  $3S  per  net  ton ;  6-in.  and 
up  to  $37,  with  $1  extra  for  gas  pipe. 
SEWER  PIPE 

Sewer  Pipe — Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft. ;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft. ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 

White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.15  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.12  per  gal. ;  red  lead, 
dry,  $14  per  100  lbs. ;  putty  in  bulk,  $4  per 
100  lbs.;  in  100-lb.  drums,  $4.40;  putty  in 
25-lb.  tins,  $4.50  per  100  lbs. ;  steel  sash 
putty,  $5  per  100  lbs. ;  turpentine,  in  bbls., 
72c  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement— $2.30  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton ;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $15; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic,  No.  2,  $13; 
buff  (smooth),  $21;  buff  (rough),  $20;  plastic 
$9.00. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  ("per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24  in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  J^-in.  $1.65;  H-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 

Gravel— $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles — 3  in.  x  3  in.  and  up,  $3.76;  1  in. 
x  i  in.  x  H  in.,  26c  extra;  X  in.  x  X  in. 
x  H  in-  60c  extra.  Boiler  plates—  %  in. 
thick  and  thicker,  $5.00.  Circular  plates — 
Flange  quality,  80  in.  dimension  and  over, 
$5.25;  under  30  in.  dimension,  $5.50.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.50; 
35  lbs.  per  yd.  and  over,  $4.25;.  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gaug*, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.60  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2J4  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.       Plaster  of 
Paris— $2.35  per  bbl.     Rope— Best  Manilla, 

22yic  basis  per  pound;  British  manilla,  18c 
basis ;  sisal  rope,  16c  basis ;  lath  yarn  16c 
Boiled  linseed  oil — in  barrels  $1.12^2  per  gal. 
of  9  lbs.     Raw  linseed  oil — in  barrels,  $1.10 

per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.   1  dry  pressed,   red  and  buff,  $35 ; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,  $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
-?4-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per  yard,   delivered,  $1.85. 

Crushed  Granite — l'/i  and  2-in.,  $2.65;  J^in.  and 
1-in.,  $2.90;   J4-in.  and  dust,  $3.20. 
LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No'.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  x  12,  8  x  12,  $39 ;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18.  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine— 1-in.  common,  6  to  10  in.,  $106;  12  in., 
$110;  pine  trim  4-in.  casing,  $8.70  per  100 
ft.  5^ -in.  ditto,  $4.40;  8-in.  pine  bate,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.60. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.60; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round   bars,   $3.35   per    100   lbs.;  square 
twisted,  $4  per  100  lbs. ;  channels  and  angles, 
$4.25;  beams,  $4;  plates,  $5  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,  car   load  lots, 
f.o.b.   Winnipeg,  $3S  per  ton. 

(Continued  on  page  58  i 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


New  Glasgow.NS. 

and  ST.JOHNS.PQ. 


I  Sewer 
Pipes 


ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 

Madm  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :    St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 


I  II  I'.    CON TR ACM     L<  li<  <  »l<  D 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Con tin  trad  fiom  page  st>> 
SEWER  PIPE 
Sewer  Pipe  —  Wholesale  prices  f.  o.  h.  Winnipeg, 
per  ft..  3  in.,  0  cents;  4  in  ,  11  cents;  &  in., 
16  cents;  6  in.,  1SJ4  cents;  8  in.,  HO  cents; 
8  in,  33  cents;  10  in..  40  cents;  12  in  .  SO 
cents;  IS  in.,  73  cents;  18  in.,  (1.00;  20  in., 
$1  SO;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed.  $7  SO.  delivered  on  job.  Plaster  of  Paris, 
$13  50  per  ton;  Hammer  ltrand,  $3.75  per 
bbl  .  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils —White  lead,  ground  in  oil,  $11. So 
^>er  100  lbs.;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
U  !t>.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT.  LIME,  AND  BRICK 

Cement— Grey  Portland,  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton.  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;   superfine,   white,  $9.50  per   bbl. ; 

white  Portland  cement,  $2.45  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 

Brick    Common  red  brick,  $11.50  to  $13.00  f.o.b. 


warehouse;  $10.60  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick;  $30  f.o.b.  wharf 
Vancouver;  pressed  bull  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand     l!i  irk  and  plaster  sarid  $1.85  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel    $2.00  per  yard  delivered. 
Prices  of  stone  arc  still  open. 

LUMBER   (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
10  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 28  gauge,  $7.50  per  100  lbs. 

Corrugated  iron — 20  gauge,  6,  7  and  8  ft.  sheets 
$6.05,  5,  9  and  10  ft.  sheets,  $6.80  per  square. 

Black  steel  sheets,  24  gauge,  $5.35  per  100 
lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4  in.,  12'/2c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15  in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20  in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

I 

Hydrated  lime — $14.00  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 

Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade, 
XiYzC  basis;  sisal  rope,  12j^c  basis. 

PAINTS  AND  OILS 

Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.90  per  100  lbs. 
Boiled  linseed  oil — In  bbls.,  $1.40  per  gal.  of  9 
lbs. 

Raw  linseed  oil — In  bbls.,  $1.38  per  gal. ;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs. ; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


Nova  Scotia  Steel  &  Coal  Company,  Ltd. 

Beg  To  Announce 

That  their  new  steam-hydraulic  forge  shop  is  now  in  opera- 
tion, as  also  is  their  recently  installed  "Harmet"  fluid  com- 
pression-plant. 

These  improvements  bring  " Scotia's"  equipment  abreast 
of  the  best  foreign  forges. 

They  are  accordingly  open  to  supply  forgings  of  all  shapes 
and  sizes.  Made  of  ordinary  or  fluid  compressed  open- 
hearth  steel,  and  satisfying  the  most  severe  specifications. 


For  Prices  and  Particulars  Apply  to 

Head  Office  -  -  New  Glasgow,  N.  S. 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 


"Meaford"  Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "  Meaford  "  famous 
among  contractors  all  over  the  country. 
If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces:  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.  Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta:  Bissett  &  Loucks,  Limited,  161  Notre 
Dame  Avenue  East,  Winnipeg.  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building    Edmonton  Alia. 

British  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


BITUNAMEL 

Un»urpa»ied  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


Built  for  CP. R.  Montreal 


CANADIAN 
CHICAGO  BRIDGE  &  IRON  CO. 

Limited 
BR1DGEBURG,  ONTARIO 
Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:— 
Bridgeburg,  Ontario,  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 

Shops:— Bridgeburg.  Ont. 

Chicago,  111.  Greenville,  Pa. 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water  supply  outfits  of  every 
description 

CORRESPONDENCE  SOLICITED 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto      -  Canada 
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Civil 

Electrical 
Mechanical 


Directory  of  Engineers 


Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    i'hipnmn      Geo.    H.  Power. 


BRYAN  PONTIFEX 

Chartered  Accountant. 
SPECIALTY 
MANUFACTURERS'  AND 
CONTRACTORS'  ACCOUNTS 

Excelsior  Life  Bldg.,  Toronto 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 

..a  l£C'i2E£-i«  MONTREAL 

Branch   Offices   and  Laboratories — 
TORONTO,  WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


Contractors 

Special 

Interests 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 


WINNIPEG 


CALGARY 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Waler  Supply  and  Purification,  Sewerage  and 
Sewage   Disposal,   Water  Power  Development. 

Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,  Montreal 
Branches  : 

Toronto         Vancouver         London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 


Phone 
Main  904  90S 


Office  and  Works : 
62  Esplanade  E.,  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


PATFUTQ     SECURED  or  our 
•  H  I  till  O         FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 

Reg.  Patent  Attorneys  Ottawa,  Canada 


AN6LINS 


LIMITED 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WORK. 
LARGE  OR  SHALL. 
RECEIVES  OUR 
BEST  ATTENTION 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


Crushed 
Stone 

BRICK 


T.  A.  Morrison  &  Co.,  ^^trTal* 


H.  J.  Griswold, 

Montreal. 


B.  W.  Seton, 

Toronto. 


DOMINION  ENGINEERING 
&  INSPECTION  CO. 

Inspecting  and  Testing  Engineers 
Head  Office  and  Laboratories, 
318   Lagauchetiere  St.  West,  Montreal. 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

CEMENT  TESTING  AND  REIN- 
FORCED  CONCRETE  INSPECTION 
MILL,  SHOP  AND  FIELD  INSPEC- 
TION OF  STEEL  STRUCTURES 
AND  BRIDGES 
TESTS   AND   INSPECTION  OF  IRON 
AND  STEEL  PIPE,  ETC. 
EXPERT  EXAMINATIONS  AND 
REPORTS 
Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 


December  (!,  1916 


THE   CONTRACT  RECORD 


61 


MONNOYER 

Chimneys 
Water  Towers 
Condensors 
Silos,  Etc. 

The  Monnoyer  is  the  very 
latest  method  of  erecting  the 
above  structures.  It  is  re- 
volutionizing the  use  of  ce- 
ment in  buildings  of  this 
kind.  A  tremendous  saving 
in  time  required  for  erection. 
Saving  in  weight  and  found- 
ations. Greater  beauty  of 
outline.  All  round  superior- 
ity. 


T.N.R.,  Quebec,  198'  high,  9'  diameter 

MONNOYER'S  SYSTEM 

recently  introduced  to  this  country  by  us,  has 
so  many  decided  improvements  on  the  ordinary 
system  of  concrete  construction,  it  is  hard  to 
credit  all  these  claims. 

We  shall  be  glad  to  send  you  full  informa- 
tion by  mail. 

Edouard  Pelletier  &  Fils 

111  Colomb  St.,  QUEBEC 

GRANTEES  FOR  CANADA 
Sales  Representatives: 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St 

MONTREAL 

John  H.  Alexander,  C.  E. 

404  Donalda  Bldg.,  WINNIPEG,  MAN. 


ELEVATED 

STEEL  TANKS 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50.000  gallons. .  149  feet  to  top 
120,000     "  100  feet  to  top 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Pittsburgh -Des  Moines  Steel  Co 

Pittsburgh,  Pa.  New  York  City  Dallas.  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Havana,  Cuba— Room  65,  Nova  Scotia  Bank  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,   Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 
Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton.  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614  1616  Kit 
Private  exchange  connecting  all  departments 
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The  Quickest  Heating  Rivet  Forge  Made 

Therefore  the  Most  Efficient 


The  ability  of  any  forge  to  produce  quick 
hear  lies  in  the  blower.  The 

Canadian  Rivet  Forge 

No.  625 

is  fitted  with  the  famous  Canadian  200 
Blower — the  blower  that  gives  more  blast 
than  any  other  made.  It  is  also  guaran- 
teed for  io  years  against  repairs  due  to 
weai . 

A  heavy  round  Tuyere  Plate  distributes 
the  blast  so  as  to  insure  the  best  results 
in  heating. 

This  is  a  very  popular  forge  with  contrac- 
tors and  you  should  lose  no  time  in  getting 
our  catalog  179-12. 

Canadian  Blower  and  Forge  Co. 

Kitchener,  Ontario      .  Limited 

St.  John      Montreal      Toronto      Winnipeg  Vancouver 


j 


Turnbull 


Elevators 


Passenger 
Freight 
Hand  Power 
Dumb  Waiters 


The  Turnbull  Elevator 

Mfg.  Company 

TORONTO,  ONT. 


■m 
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Fig.  C21.    Mantel  Clock 

ARTISTIC  MERIT 

as  well  as  accuracy  in 
Time-keeping  is  embodied 
in  all  Pulsynetic  Electric 
Clocks.  No  matter  wheth- 
er they  are  to  be  fixed  in 
the  Residence,  Office,  Fac- 
tory, Warehouse,  or  Tower, 
we  have  the  correct  design 
at  the  right  price. 

One  masler  transmitter  con- 
trols any  number  of  dials, 
irrespective  of  size  or  posi- 
tion and  never  wants 
winding. 

Architects,  Engineers  and 
all  interested  in  Correct 
Time  should  send  at  once 
for  our  Book  Five,  or  full 
particulars  and  prices  may 
be  obtained  from: — 


W.  Ashall 
442  Sherbourne  St. 
TORONTO 

Gent  &  Co.,  Ltd. 

Leicester,  Eng. 
Cables,  Lodestone 


BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Fnr»ien  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.   4S3  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
hy  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated ;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished i ii  1915  by  McGraw-Hill  Book  Company.  279  pages, 
illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

Handbook  for  Highway  Engineers,  by  Wilson  G.  Harger  and 
Edmund  A.  Bonney.  Second  Edition  just  published  by 
McGraw-Hill   Book   Company.     009  pages.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.     ISO  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
S9  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in   1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   304  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etche- 
verry. Just  published  by  McGraw-Hill  Book  Company. 
43S  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  McGraw- 
Hill  Book  Co.    3S8  pages,  illustrated.     Price  $2.00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    S43  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914 
268  pages.    Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Flinn,  Robert  Spurr 
Weston  and  Clinton  Lathrop  Bogcrt.  Just  published  by 
McGraw-Hill  Book  Company.  S24  pages,  illustrated.  Price 
$6.00. 
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If  your  rope  breaks 
your  work  stops 

Use 

"DOMINION" 

Dependable  Rope 
The  Dominion  Wire  Rope  Company,  Limited 

MONTREAL,  TORONTO,  WINNIPEG 


In  Peace  or  War  ^^£c<loO  "High  Speed  Steel" 

Manufactured  by  the  World  Famous  Makers 

JOHN  HY.  ANDREW  &  CO.,  LIMITED 

Is  The  World's  Choice 
m^BBSmmm  1916  Methods  are  CHEAPER 


use 


"Industrial"  Works  Locomotive 
Coaling  and  Wrecking  Cranes 

Steam,  Electric  or  Gasoline 


If  your  Contract  is  for  Dredging,  Excavating,  Building, 
Sewers,  or  the  Re-handling  of  materials 
Let  us  quote  you  for 

"HAYWARD"  BUCKETS 


Branch: 
108  Mail  Building, 
TORONTO 


Head  Office: 

MONTREAL 


Vol.  30  Toronto,  December  13,  1916  No.  50 


Wood  Stave  Pipe  and  Tanks 

Wire  Wound  and  Continuous  Wood  Stave  Pipe, 
Wooden  Tanks  and  Silos 

MADE   FROM   BRITISH   COLUMBIA  FIR 


46  in.  Diameter  Continuous  Wood  Stave  Pipe  Installed  by  us  for  the  Hydro-Electric  Power  Commission  of  Ontairo 
Wood  Pipe  and  Tanks  made  in  all  sizes — for  Municipal,  Mining,  Irrigation  and  Power  Purposes 

Write  for  Illustrated  Literature  and  Prices 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

Established  1903  1551  Granville  Street  VANCOUVER,  B.C. 

Alphabetical  Index  to  Advertisers,  Pafje  16      Classified  Directory  to  Advertisements,  Page  6 
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SACKVILLE  FREESTONE 


I  his  stone  is  a 
permanently  at- 
tractive material 
for  all  classes  of 
buildings. 

Block  Stone 
Head  Sills 
Dimensions 
Random 
Shoddy 
Stone  Sawing 


SACKVILLE  FREESTONE  COMPANY,  LIMITED,  sack™, 

Toronto  Agent:  A.  W.  STEWARD,  BUILDERS'  EXCHANGE 


"BEATTY" 

Hoisting  Engines, 
Clamshell  Buckets, 
Steel  Derricks, 
Derrick  Irons, 
Dipper  Dredges, 
Hydraulic  Dredges, 
Centrifugal  Pumps. 

Catalog  describing  above  on  request. 
Your  inquiries  will  be  answered  quickly. 
Utilize  our  50  years'  experience  in  this  field. 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLANT  1790  St.  James  Street,  Montreal, Que.        — Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

E.  LEONARD  &  SONS  St.  John,  N.  B.  KELLY-POWELL  LTD  MoArthur  Bid*.  Winnipeg, Man. 


Work  of  this  kind  calls  for  dependability— "Beatty"  Hoists  furnish  it. 
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Everything 


in 
Rubber 


in 

Canada 


Made 


m 


OUY  ONLY  those  goods  that  have 
a  reliable  maker's  name  on  them. 

The  largest  Rubber  Company  in  Can- 
ada, if  not  in  the  British  Empire, 
stands  behind  all  rubber  products  that 
carry  the  Dominion  Rubber  System 
Symbol. 


Canadian  Consolidated  Rubber  Co.,  Limited 

Head  Office:  Montreal,  P.  Q. 


"Service"  Branches  at  Halifax,  St.  John,  Quebec,  Ottawa, 
Toronto,  Hamilton,  Brantford,  London,  Kitchener,  North 
Bay,  Fort  William,  Winnipeg,  Regina,  Saskatoon,  Edmonton, 
Calgary,  Vancouver  and  Victoria. 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 


fro  111 


Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 


Limited 


KEMPTVILLE 


ONTARIO 


"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price.  " 


\  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal.  v 
Manufacturers  of  Boilers,  Castings,  Condensers,  Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating,  Steam  Turbines,  Tanks,  Water  Wheels,  Water 

Works  Plants 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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Maximum  Power  at  Minimum  Cost 
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Leading  Points  of  Classes  "EL"  and  "FL" 

Ingersoll-Rand  Air  Compressors 


1.  PRICE — They  bring  the  highest  possible  quality  at 

the  lowest  consistent  price. 

2.  CAPACITY — They  have  a  larger  capacity  per  unit 

of  space  than  any  other  small  compressor. 

3.  POWER   ECONOMY  —  Every  horse  power  of 

energy  returns  a  higher  value  in  compressed 
air  than  in  any  other  type  within  their 
range  of  sizes. 

4.  AUTOMATIC  OPERATION  —  Thoroughly  reli- 

able, completely  automatic,  self-regulating 
and  in  every  way  capable  of  taking  care  of 
themselves. 

5.  WEARING  QUALITY  —  The  best  material  the 

market  affords  gives  them  the  wearing  quality 
which  makes  them  permanently  profitable. 

6.  TYPE — They  embrace  simplicity,  accessibility  and 

suitable  method  of  drive. 

Ask  nearest  office  for  any  information  desired. 

Canadian  Ingersoll-Rand  Company,  Limited 

Commercial  Union  Bldg.,  Montreal,  Canada 

WORKS  :   SHERBROOKE,  QUE. 
Sydney        Toronto        Cobalt        Timmins        Winnipeg        Nelson  Vancouver 
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Air  Compressors 

(  an.    Ingei soli- Kind  Co..  Ltd. 

flail  Iron  Mtortu 

Aluminium 

SphflWinr  Agencies  Regd 

Air  Hoists 

Canadian  lngci  soil  Rand  Co. 
.Nunnein  Ciane  Woiks 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 

Architectural  Terra  Cotta 

Toronto  Plate  Class  lmp'lg.  Co. 

Ash  Hoista 

Gillis  &  Geoghegan 

Asphalt 

Asphalt  &  Supply  Company 

Asphalt  Shingles 

Bird  &  Son. 

Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Slieldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd..  B.  F 


Boilers 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh   &  Henthorn 

McDougall  Caledonian  Iron  Wks 

Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brick 

Oriental  Brick  Company 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Bucketa 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan    &   Company,  John 


Brick  Machinery  and  Supplies 
Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Co. 
DeiMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  &  Son. 

Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co..  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 


Cable  Terminals 

Standard  Underground  Cable  Co. 
of   Canada,  Limited. 


Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

It.  C.   Lumber  Commissioner 

Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Cement  Waterproofing 

1'aleison  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Itritnell  &  Company 

Canada  Cement  Company 
Kogers  Supply  Company 

Cement  Gun 

Cement  Gun  Company 

Centrifugal  Pumps 

Roving  Hydraulic  &  Engineering 
Company 

Canadian  Jngersoll-Rand  Co. 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal   Handling  Apparatus 
Realty  &  Sons,  M. 

Cold    Storage  Insulation 

Armstrong  Cork  Company 

Concrete   Block  Machines 

Cast  Stone  Block  &  Machine  Co. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edotiard 

Concrete  Culvert  Pipe 
Blair,  B. 

Dominion   Concrete  Company 

Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Goold.  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 

Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Wells  &  Gray  Limited 

Contractors'  Lights 
Foster.  W.  L. 

Contractors'  Plant  &  Supplies 
Beatty  &  Sons.  M. 
Roving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Goodwin,   Barsby   &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Barsby  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 


Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 


Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
National   Equipment  Company 
Northern  Crane  Works 

Douglas  Fir 

B.  C.  Lumber  Commissioner 


Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 


Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 


Dump  Cars,  Wheels,  etc. 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 


Drying  Apparatus 

Canadian  Blower  &  Forge  Co. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey   Mfg.   Co.,  Philip 


Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 
Gent  &  Company 


Electric  Water  Systems 

Ontario   Wind   Engine   &  Pump 
Company 


Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works 
Turnbull   Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company 


Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 


Engineers  (Civil  and  Mechanical) 

Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 


Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Canadian  Blower  &  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 


Feed  Water  Heaters 
Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses  . 
Piatt   Iron  Works 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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Burlington  Steel' 
Co.,  Ltd. 

Hamilton,  Canada 

STEEL  BARS 

For 

Concrete  Reinforcing 

Rounds,  Flats,  Plain  Squares, 
Twisted  Squares 

We   furnish   Rail  Carbon  Steel  Bars 

minimum  Elastic  Limit,  50,000  lbs.  per 
Square  Inch,  in  strict  accordance  *with 
"American  Society  of  Testing  Materials," 

specification. 

Increased  Physical  Properties  of  our 
product  allow  use  of  less  Tonnage. 

Bats  bent  to  shape  for  Beams, 
Stirrups,  Etc. 

Prompt  Shipment 
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I'cnmi  \Viic  &  lion  Worlti  Co 
Manitoba  II  ml  it  r  &  lion  Woikt 
Mci'iicjoi   it  Mclntyre 

Fits  Poles 

I'ntano   Wind   Kngine  &  Pump 
Company. 

Flooring  Material! 

Armstrong  Cork  Company 

Fuel  Economlieri 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Forgea 

Canadian  Blower  and  Forge  Co. 
Sheldona  Limited 

Gii  Engines 

GooldT  Shapley  Si  Muir  Co. 

Gasoline  Engines 

Moving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 

Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 
Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governor! 

Roving  Hydraulic  &  Engineering 
Company. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  o(  Can..  Ltd..  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


High  Duty  Pumping  Engines 

Piatt  lion  Worlcs 

High  Pressure  Pipe  Lines 

riMsliurgh     Valve,     Foundry  A 
Construction  Company 

Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 

Ueatty  &  Sons,  M. 

Canadian  Ingersoll-Rand  Co. 

Gillis  &  Geoghegan 

Goold,  Shapley  &  Muir  Co. 

London  Concrete  Machinery  Co. 

Marsh  &  Henthorn 

Mussens  Limited 

National   Equipment  Company 

Northern  Crane  Works 


Hoisting  Engines 
Reatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 


Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons.  T. 


Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 


Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 

Industrial  Cars 

Hopkins  &  Companyj  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 


Jib  Cranes  (all  kinds) 

Northern  Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Lead  Pencils 

American  Lead  Pencil  Company 


Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Machinery  Insulation 

Armstrong  Cork  Company 


Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 


Meters.  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 


Ornamental  Brick 

Oriental  Brick  Company 


Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 


Ornamental  Moulds 

London  Concrete  Machinery  Co. 


Paints  and  Varnishes 

Brandram-Henderaon  Co. 

Carter  White  Lead  Company 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  raving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 


Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 


(Continued  on  page  10) 


London  Tile  and  Sewer 
Pipe  Moulds 

Made  in  all  sizes  from  4  inches  to  1 0  feet 
in  diameter  and  in  lengths  and  designs  to 
meet  every  requirement. 

The  best  moulds  are  the  cheapest.  Write  for  catalogue  N.2B. 

^!^Dunn  Cement  Drain  Tile  Machine 

There  are  large  profits  in  the  Cement  Drain  Tile  Business.  We  make  three  sizes  of  ma- 
chines and  entire  equipment  for  tile  plants.    Send  for  Catalogue  No.  2. 

LONDON  POWER  DIAPHRAGM  PUMP^ 

This  Pump  will  do  as  much  work  as  8  men  can 
on  a  hand  operated  pump  at  a  cost  of  1  5c  per  day 
for  fuel. 

We  make  all  kinds  of  Contractors'  Pumps. 
Write  for  Catalogue  No.  4B. 

London  Concrete  Machinery  Co. 


LONDON,  ONT. 


Limited 


Branches  and  Agencies  in  every  large  city  in  Canada. 

World's  Largest  Manufacturers  of  Concrete  Machinery  and 
Cement  Working  Tools. 
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QUALITY  SERVICE 

STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE    Is  to  add  Strength. 

STEEL  BARS    Are  used  in  Concrete  to  Reinforce. 

DEMAND-     Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK     Your  work  on  reinforcing  bars  rolled    from  material 

of  questionable  quality. 

FAVOR     US    With  an  opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 


LIMITED 


HAMILTON 


TORONTO 


MONTREAL 


WINNIPEG 


10 
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Pip*  and  Boiler  Covering! 

Dominion  Paint  Works 

Pi'.r.ti  (Bridge  end  Structural  Iron 
and  Pipe  Coating) 
Paterton  Mfg.  Company 
Spielinann  Agencies  (Rgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Fciloi  m  1  Metals 
Canada  Wiie  ft  Iron  Goods  Co. 

Pile  Driving  Machinery 
Heattv  &  Sons.  ML 
Canadian    Ingersoll  Rand  Co. 
Hopkins  &  e  ompany,  F.  H. 
Marsh  ft  Henthorn.  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh   Valve,   Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplie* 

Mueller  Mfg.  Company,  II. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldona  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 
American  Well  Works 
Beatty  &  Sons,  M. 
Moving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks- Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook.  A.  D. 
Darling  Bros. 

Hopkins  ft  Company,  F.  H. 
Inglis  Company,  John 
Mcl'ougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    ft  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Can.  Chicago  Bridge  &  lion  Co. 
Dominion  Iron  &  Wrecking  Co. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 

Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  ft  Steel 
Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Dominion  Road  Machinery  Co. 
Exeter  Mfg.  Company. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 

Roofing  Material 

Birdft  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 

Duiilop  Tire  &  Rubber  Co. 

Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.  Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 


Scrap  Iron 

Dominion  Iron  &  Wrecking 


Co. 


Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
i  Intario  Sewer  Pipe  Company 
Standard  Clay  Products  Ltd. 

Shingles 

B.  C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.  C.  Lumber  Commissioner 

Silo  Mould* 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 


Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Co. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Can.  Chicago  Bridge  &  Iron  Co. 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons.  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 
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Crushed  Stone  for  Macadam  Roads 


J 


Macadam  Roads 
must  be  built 
of  a 

TOUGH 
STONE 

that  will  cement 
WE  HAVE  IT. 


The  Hagersville  Contracting  Company,  Limited 

HAGERSVILLE,  ONT. 
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Good  Roads  Making  Good 


by  using 


Dundas  Stone 


Best  by  Test 


Canada  Crushed  Stone  Corporation,  Limited 


Take  two  bundles  of  metal  lath,  one  of  the  ordinary  kind,  and  one  of 


Throw  them  both  off  a  wagon,  letting  each  bundle  strike  on  its  corner.  The  corner  of  the 
ordinary  lath  will  crumple  up.  The  corner  of  the  Herringbone  bundle,  consisting  of  twenty  sel- 
vage strips  wired  together,  will  not  be  affected. 

Now  let  a  lather,  paid  by  piece  work,  erect  each  bundle.  He  will  lap  the  sides  of  the  ordinary 
lath  three  inches  in  order  to  cover  the  damaged  corner.  The  Herringbone  lath  will  cover, 
yard  for  yard,  just  as  it  is  invoiced. 

This  one  feature  alone  justifies  the  trifling  increase  in  the  cost  of  Herringbone  lath.  The 
copper  alloy  feature,  which  eliminates  the  corrosion  danger,  is  free. 

The  Herringbone  rib  and  twisted  filament,  which  saves  plaster,  and  the  Herringbone  superior 
rigidity,  which  saves  studs, — these  are  profit. 


DUNDAS,  ONTARIO 


Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


A  TEST 


W.  Noble         -  General 


117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 
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Solid  Steel  Window  Sash 


1  t\r  m  >;t  popular  and  extensively  used  Steel  Sash  now  on  the  market,  absolutely  fireproof  and  weather  proof.. 
The  drsign  of  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 


tage- 


Maximum  Daylight    No  Maintenance  Cost — Lower  Insurance  Rates. 


STEEL  and  RADIATION,  LIMITED 

Head  Office    Fraser  Avenue  -  -  TORONTO,  Ont. 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping: 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
farkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

The  Independent  Co.)  Limited 
SWANSEA  (near  Toronto) 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of  Steel  Plates,  Shapes 
and  Bars  which  we  are  anxious  to  sell  and  would 
be  pleased  to  quote  prices  upon 
receipt  of  enquiries. 

Flange  Quality  Steel 
Circles 


44— G" 
20—6" 
29—6" 


20 


Angles 

3</2"  x  —60' 
3</2"  x  11/16"— 60' 
3'/2"  x  54"  —60' 

Bars 


x  J4"    —30'  0" 

20—10"  x  —30'  0" 

20—10"  x  5/16"— 30'  0" 

10—11"  x  5/16"— 20'  0" 

9—  8"  x  ii"    —30'  0" 

2—10"  x  9/16"— 22'  0" 


10—36" 
9—14" 
7—48" 

1-  44" 
5-48" 

2—  61" 

1—  64" 

2—  48" 
2—61" 
1—67" 


x  3/8" 
x  3/8" 
x  3/8" 
x  7/16" 
x  7/16" 
x  7/16" 
x  7/16" 
x  1/2" 
x  1/2" 
x  1/2" 


Channels 


Tees 


24—12"  at 
74—15"  at 


30  lb.— 60' 
33  lb.— 36' 


0" 


Zees 


10— 1"      x  1" 
19—1J4"  x  l'A" 
15— 1H"  x  iy2" 

2—2"      x  2" 
x  2" 

x  2y2" 
x  2y2" 

x  4" 
x  4" 
x  4" 
x  4" 

x  zy2" 

x  3" 
x  4" 


16—  2^' 
25— 2 

4—3" 
11—3^' 

17—  4" 
10—4" 

4—5" 
9—5" 


x  1/8" 
x  1/4" 
x  1/4" 
x  1/4" 
x  5/16' 
x  5/16' 
x  3/8" 
x  3/8" 
x  3/8" 
x  3/8" 
x  1/2" 
x  7/16' 
x  1/2" 
x  1/2" 


—25'  0" 

—25'  0" 

—30'  0" 

—30'  0" 

—30'  0" 

—30'  0" 

—30'  0" 
—50',  0" 

—50'  0" 

—50'  0" 

—50'  0" 

—40'  0" 

—50'  0" 

—50'  0" 


4— 2-11/16 
1—2-11/16 

1—  4 

2—  4-1/16 
1—4-1/8 
1—4-1/16 
1—4-1/16 
1—4-1/16 
7—5 
1—5 

1—5-1/16 
1—5-1/16 

3—  5 
1—5 


x  3 
x  3 

x  3-1/16 
x  3-1/8 
x  3-3/16 
x  3-1/16 
x  3-1/16 
x  3-1/16 
x  3-1/4 
x  3-1/4 
x  3-5/16 
x  3-5/16 
x  3-1/4 
x  3  -1/4 


x  3/8  —48' 
x  3/8  —  8' 
x  1/4  —25' 
x  5/16—23' 
x  3/8  —11' 
x  1/2  -40' 
x  1/2  —11' 
x  1/2  —11' 
x  5/16—60' 
x  5/16—15' 
x  3/8  —50' 
x  3/8  —44' 
x  1/2  —50' 
x  1/2  —14' 


Office  and  Plant,  New  GlaSgOW,  N.  S. 


HOISTS 

IN  STOCK 

At  Low  Prices 

MUSSENS  LIMITED 


2  Single  Drum  Gasoline  Hoists  3000  lbs.  capacity 

1  Single  Drum  Electric  Hoist  3000  lbs.  capacity,  with 
motor,  A.C.  220  or  440  V. 

1  Double  Drum  Steam  Hoist,  6^4  x  10  with  Boiler 

2  Single  Drum  Steam  Hoists,  5x7  with  Boiler 


MONTREAL  QUEBEC— PRUNEAU  &  CO. 
WINNIPEG    TORONTO-H.  TURNBULL  &  CO. 
VANCOUVER  COBALT   H.  L.  USBORNE 
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We  are  in  a  position  to  make 


Immediate  Delivery 


of  all  kinds  of 


STEEL 
CASTINGS 


100  lbs.  and  heavier 


Send  us  your  next  order 


Dominion  Steel 

Foundry  Co.,  Limited 

HAMILTON        n      n  ONTARIO 


Handy— Portable 

Pays  for  Itself 


This  light  portable  "Champion' 
derrick  will  pay  for  itself  in 
a  very  short  time  on  any 
masonary  contract. 
Capacity 
I  000  lb: 


It  will  replace 
three  or  four  hod 
carriers  for  brick 
or  stone  laying. 

We  have  stiff  legged 
derricks  in  capacities  of 
1 ,  2  and  3  tons. 
Write  for  our  catalogue 
and  details  of  our  liberal 
selling  proposition. 
Hundreds  now  in  use  in 
all  parts  of  Canada. 


National  Equipment  Co.,  Limited 

1  Wabash  Ave.,  TORONTO 


SOMETHING 

has  got  to  give! 


You  can't  get  away  from  the  law  of  expansion 
and  contraction.  Something  has  got  to  give 
when  the  pressure  comes.  Bricks  are  not  elastic. 
The  only  sure  expansion  joint  is  the 

OAR  ELY 


EXPArJsiOtJ  = 

JOINT 

j  The  original  and  only  Elastite  Joint 

jj  Place  it  as  you  lay  your  brick.   When  the  squeeze  [ 

J  comes  the  cushioning  is  complete  and  uniform.  J 

|  When  the  brick  contracts  the  asphalt  spreads  and  {§ 

jj  keeps  the  crack  sealed  tight.  '  - 

H  Pavements  don't  buckle  like  this  when  made  with  ■ 

B  Elastite  Expansion  Joint. 

For  sample  and  descriptive  literature 
[  Address  Elastite  Dept. 

I  THE  PHILIP  CAREY  CO.  I 

!  TORONTO  MONTREAI  § 

I 
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Steam  Engines 

Sturtcvant  Co.  of  Can.,  Ltd..  B.  F. 

Stesm  Turbines 

McDougall  Caledonian  Iron  Wks 
Sturtcvant  Co.  ol  Can..  Ltd..  B.  F. 

Steel 

Burlington  Steel  Company 
Dominion  Iron  4  Wrecking  Co. 
Hopkins  4  Company,  F.  H. 
Steel  Company  of  tan.  Ltd. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  4  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  ol  Can.  Ltd. 

Steel  Castings 

Dominion  Steel  Foundry  Co. 

Steel  Pipe 

Cam  Chicago  Bridge  4  Iron  Wks 

Steel   Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Steel  &  Radiation  Limited 

Stone 

Biitnell  4  Company 
Hagersville  Contracting  Co. 
Rogers  Supply  Company 
Sackville  Freestone  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
<  an.  Chicago  Bridge  it  Iron  Co. 
DesMoines  Bridge  4  Iron  Co. 
Dominion   Bridge  Company 
Mackinnon  Holmes  4  Co. 
Manitoba  Bridge  4  Iron  Works 
Maritime  Bridge  Company 
McGregor  4  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  4  Brown 

Standard  Steel  Construction  Co. 
Structural  Steel  Company 


Surveyors'  Instruments 
llrller   4  Brightly 

Swinging  Gears 

Dane  Engine  Company 

Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Co. 
tioold,  Shapley  4  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  4  Iron  Works 
Marsh  4  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  4  Co. 
Ontario  Wind  Engine  4  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
tiillis  4  Geognegan 

Testing  and  Inspecting  Bureau 
Hunt  4  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  4  Iron  Co. 
Goold,  Shapley  4  Muir  Co. 

Turnbuckles 

Canadian   Billings    4  Spencer 
Limited 

v*  alves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  4  Sons,  T. 
Pittsburgh    Valve,    Foundry  4 

Construction  Company 
Dunlop  Tire  &  Rubber  Co. 


Ventilating  4  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 
Sturtcvant  Co.  of  Can.,  Ltd..  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  4  Son 

Water  Level  Apparatus 
Gent  4  Company 

Water  Meters 

Hankin  4  Co.,  Francis. 

Waterproofing 

I'aterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water  Softeners  and  Filters 

Manitoba  Bridge  4  Iron  Works 
Piatt  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  4  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  4  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  4  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

White  Lead 

Carter  White  Lead  Company 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  4  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   4  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   4  Tank 
Company. 


To  Protect  Exposed  Metals 

For  all  kinds  of  structural  iron  work,  bridges,  boiler  fronts,  and  machinery, 
B-H  products  have  never  been  excelled. 

B-H  Anchor  Graphite  Paint  contains  the  largest  possible  percentage  of 
pure  Mexican  Graphite  which  gives  it  greater  strength  than  ordinary  Graphite 
Paint.  It  is  made  ready  mixed  and  in  paste,  in  black,  light  slate,  dark  slate, 
brown  and  olive  green  colors.  One  gallon  covers  1000  square  feet  of  iron 
surface.  Put  up  in  barrels  or  cans.  For  machinery  and  tools  it  is  put  up  in 
*4  gal.  and  1  gal.  cans  in  black  or  natural  light  slate  and  dark  slate. 

Anchor  Iron  Filler  put  up  in  25  lb.  and  50  lb.  irons  is  a  thoroughly  reliable 
paste  filler  for  levelling  up  rough  spots  in  castings  or  metal  work  before  ap- 
application  of  paint. 

B-H  Anchor  Pure  Red  Lead  ground  in  oil  produces  a  smooth  elastic 
film  which  is  ideal  as  a  protective  coating  for  all  iron  and  steel  surfaces.  It 
is  put  up  in  12^,  25,  50  and  100  lbs.  irons. 

These  products  are  used  by  the  largest  contractors  and  specified  by  the 
most  careful  architects  of  the  Dominion.  For  further  particulars  in- 
cluding analysts  tests  and  quantity  prices,  write 
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Blair  Concrete  Pipe 


MM 


We  use  only  the  finest 
grade  materials  in  all  our 
work.  Clean,  sharp  sand 
and  high-grade  cement. 
Gravel  sorted  and  crushed 
in  our  own  plant.  After 
thorough  mixing,  the  con- 
crete is  power  tamped,  to 
ensure  great  density.  Pipe 
is  then  allowed  to  set  for 
72  hours  in  vaporizing 
chambers,  with  automatic 
sprinklers,  giving  the  pipe 
great  hardness.  We  make 
large  sizes  of  pipe  in  our 
portable  plant  at  the  place 
where  they  will  be  used. 
We  also  have  a  special 
feature  in  our  continuous 
reinforced  concrete  pipe. 

Write  to-day  for  further 
details  and  prices. 


B.  Blair  Company,  Limited 


WOODSTOCK 


ONTARIO 


Ideal  Surface  for  Macadam  Roads 

Macadam  roads  dust  on  the  surface  so  that  constant  repairs  and  attention  are 
necessary.  Use  Fluxphalte.  It  binds  the  surface  perfectly  making  a  roadway 
like  asphalt  pavement.  Wears  for  years  longer  and  saves  great  expense  in 
low  upkeep  of  road.    Write  for  illustrated  booklet  and  further  particulars. 


1 1 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company 
American  Lead  Pencil  Company 

American  Well  Works  

Angiitis  Limited  

Armstrong  Cork  Company  ...  . 

Art  Stone  Company  

Asphalt  &  Supply  Company  . . . 
Ault  &  Wiborg  Company  


CO 


La 

.VJ 


Barber,  Frank    60 

B.  C.  Lumber  Commissioner  

Bcatty  &  Sons.  Limited,  M   2 

Black"  Building  Supply  Company  . . .  68 

Blair  Company.  B   15 

Boving    Hydraulic    &  Engineering 

Company   00 

Brandrain-Henderson  Co   14 

Britnell  Company.  Limited   54 

Burlington  Steel  Company   ? 


Canada  Crushed  Stone  Corporation  11 

Canada  Iron  Foundries  Limited  ...  54 

Canada  Wire  &  Iron  Goods  Co   59 

Canadian  Billings  &  Spencer   20 

Canadian  Blower  and  Forge  Co.  ...  02 
Canadian  Chicago  Bridge    &  Iron 

Company   59 

Canadian  Consolidated  Rubber  Co.  3 

Canadian  Ingersoll-Rand  Co.  5 
Canadian    Inspection    and  Testing 

Laboratories   60 

Canadian  Office  School  Furniture  Co. 

Canadian  Pipe  Company,  Limited  ...  54 

Carey  Company,  Philip  ■  •  •■■  >3 

Carter  White  Lead  -  if- 

Cast  Stone  Block  &  Machine  Co   19 

Cement  Gun  Company   '■ 

Chipman  &  Power   60 

Conduits  Company,  Limited   59 

Cook,  A.  D   55 

Crushed  Stone,  Limited   54 

Dake  Engine  Company   51 

Darling  Bros    52 

Dennis  Wire  &  Iron  Company   52 

DesMoines  Bridge  &  Iron  Works..  01 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company     60 

Dominion  Iron  &  Steel  Company  ...  57 

Dominion  Iron  &  Wrecking  Co   50 

Dominion  Paint  Works  ...  

Dominion  Steel  Foundry  Co   13 

Dominion  Sewer  Pipe  Company  ...  12 

Dominion  Wire  Rope  Co.    04 


Dunlop  Tiii.'  &  Rubber  Company 
Dunn  Wire-Cut  Lug  Brick  Co.  . 


Exeter  Mfg.  Company  ,  

Foster,  W.  L  

Praser,  \\   L3 

Gartshore,  John  J   52 

Gartshore-Thompson  Pipe  &  Foun- 
dry Company   51 

Gent  Company  

Gillis  &  Geoghegan   58 

Goodwin-Barsby  Company  

Goold.  Shapley  &  Muir  Company  . .  59 
Gray  Construction  Co.,  John  V  

Haddin  &  Miles   60 

Hagersville  Contracting  Company  . .  10 

Heller  &  Brightly   52 

Hopkins  &  Company,  F.  H   64 

Hunt  &  Company,  Robert  W   00 


(  irni-by  Company,  A.  B  

Ontario  Sewer  Pipe  Company  ... 
(  Iritario  Wind  Engine  &  Pump  Co. 


Pacific  Coast  Pipe  Company   i 

Paterson  Mfg.  Company   49 

Pedlar  People   19 

Pelletier  &  Fils,  Edouard  

Pittsburgh-DesMoines  Steel  Co   61 

Piatt  Iron  Works   54 

Pontifex,  Bryan     00 

Power  &  Son  . . .  ,  -   60 

Prest-O-Lite  Company  


Quinlan  &  Robertson 


Ideal  Concrete  Machinery  Company 
lnglis  Company,  John   

Kerr  Engine  Company,  Limited  . . . 


Lea,  R.  S  

London  Concrete  Machinery  Co. 
Luxfer  Prism  Company  


47 


53 


00 


MacKinnon  Holmes  &  Company  . .  . 

Manitoba  Bridge  Works  Co  

Maritime  Bridge  Works  Co   12 

Marsh  &  Henthorn,  Limited   51 

McAvity  &  Sons,  T   01 

McDougall  Caledonian  Iron  Works 

Company   4 

McGregor  &  Mclntyre   01 

Meaford  Wheelbarrow  Company  ...  59 

Metallic  Roofing  Company    53 

Miller  &  Company,  George  M   00 

Morrison  &  Company,  T.  A   00 

Mueller  Mfg.  Company,  H  

Mussens  Limited   12 

National  Equipment  Co   13 

National  Iron  Works   50 

National  Steel  Car  Company  ... 

Neptune  Meter  Company   51 

Noble,  Clarence  W   11 

Northern  Crane  Works   55 

Nova  Scotia  Steel  &  Coal  Co  


Reid  &  Brown  

Ric-wiL  Underground 

ing  Company  

Rogers  Limited,  Alfred 
Rogers  &  Company,  F. 
Rogers  Supply  Company 


60 


Pipe  Cover- 


Sackville  Freestone  Company   2 

Sheldons   Limited      59 

Shipman  &  Co.,  Harold  C.  . . .    60 

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  ...  57 

Standard  Steel  Construction  Co.  ...  54 
Standard  Underground  Cable  Co.  of 

Canada   . .  .•  ... 

Stark  Rolling  Mill  Company   IS 

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation   12 

Structural  Steel  Company   54 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F.  63 


Tiffin  Wagon  Company  

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   50 

Turnbull  Elevator  Company  


Vancouver  Wood  Pipe  &  Tank  Co. 


Waterous  Engine  Works  Co   20 

Wells  &  Gray,  Limited   17 

Wettlaufer  Bros   52 

Wilson  &  Son,  C   50 

Wynne-Roberts,  R.  0   60 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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WELLS  and  GRAY,  LIMITED 

ENGINEERS  AND  CONTRACTORS 


Our  Record  with  one  firm : 

In  1910  we  built  one  three-storey  building  90'  x  70'  for  the 
Ford  Motor  Car  Co.  of  Canada,  Limited,  at  a  cost  of  $35,000.00. 

In  191 1  we  built  one  building"  200'  x  75'  four  storeys  also  an 
office  building  125'  x  40'  two  storeys,  also  a  heat  treat  building 
150'  x  40'  at  a  total  cost  of  $[40,000.00. 

In  1912  we  built  one  building  500'  x  75'  four  storeys,  also  a 
power  house  50  x  40',  also  an  extension  to  heat  treat  building 
150'  x  40'  at  a  total  cost  of  $270,000.00. 

In  191 3  we  built  an  addition  to  power  house,  also  addition  to 
heat  treat  building  about  130'  x  80'  at  a  total  cost  of  $60,000.00. 

In  1914  we  built  a  service  building  at  London,  Ont.,  120'  x 
100'  three  storeys,  also  six  storey  factory  and  office  building  at 
Ford,  Ont.,  200'  x  igo'  at  a  total  cost  of  $390,000.00. 

In  1915  we  built  an  extension  to  machine  shop  700'  x  45',  also 
engineered  a  building  in  Winnipeg  175'  x  125'  five  storeys  at  a  total 
cost  of  $290,000.00. 

In  1916  we  are  builning  an  extension  to  power  house,  also  an 
extension  700'  x  70'  to  machine  shop,  also  a  concrete  retaining 
wall  200  feet  long  at  a  total  cost  of  $160,000.00. 

In  6  years  we  have  had  repeat  orders  from  the  Ford  Motor  Co. 
to  the  amount  of  $1,345,000.00. 


For  Estimates  and  Information  of  all  kinds  address 

WELLS  and  GRAY,  LIMITED 


Branch  Office: 

Bank  of  Commerce  Bldg., 
WINDSOR,  ONT. 


247  Confederation  Life  Bldg. 

TORONTO 


T H  E   CON  TRACT  RECORD 


December  13,  1916 


Vol.  1    No.  6 


PUBLISHED  IN  THE  INTEREST  OF 
BETTER  SHEET  METAL 


<f[lNC:Ai\'> 


Dec.  1916 


TONCAN  METAL  IN  LASTS  400%  LONGER  THAN  STEEL 
EQUITABLE   BLDG.  ON  GLASS  MANUFACTURING  PLANT 


Twenty-five  Refrigerators 
Lined  with  Toncan  Metal 


Twenty-five  refrigerators,  varying  in  size 
from  24  feet  long  by  S  feet  deep  to  4  feet 
by  4  feet,  were  installed  in  the  new  Equit- 
able Building,  New  York  City,  and  all 
.>!  them  are  lined  with  Galvanized  Ton- 
can  Metal  Sheets. 

Low  maintenance  expense — that  was  the 
prime  reason  for  using  Toncan  Metal 
Sheets  in  these  refrigerators.  Toncan 
Metal's  ability  to  resist  rust  and  corro- 
sion is  an  assurance  against  frequent  re- 
pairs and  replacements. 

The  constant  presence  of  moisture  in  a 
refrigerator  makes  essential  the  use  of 
durable  material  for  linings.  And  Ton- 
can  Metal  is  being  used  very  extensively 
for  built-in  refrigerators  as  well  as  port- 
able refrigerators  by  some  of  the  most 
prominent  manufacturers  in  the  country, 
i  Names  on  request). 

Another  prominent  Toncan  Metal  refrig- 
erator installation  is  that  of  the  Kansas 
City  Railroad  Terminal.  Thirty-two  re- 
frigerators and  a  gigantic  humidor  in  that 
handsome  building  are  lined  with  Ton- 
can  Metal  Galvanized  Sheets. 


And  Good  for  Ten  Years  More,  Says  User 


Mr  Frank  Bastin,  Secretary  of  the  Black- 
ford W  indow  Glass  Co.,  Vincennes,  Ind., 
writes  under  date  of  Feb.  3,  1916,  as  fol- 
lows: 

"Replying  to  yours  of  the  1st  in 
which  you  inquire  what  we  have 
to  say  at  this  time  relative  to  the 
service  Toncan  Metal  has  given 
since  its  application  on  our  build- 
ings in  the  summer  of  1912,  we  beg 
to  state  that  as  far  as  we  can  see 
the  roof  is  in  excellent  condition, 
and  bids  fair  to  last  ten  years  or 
more.  This  would  be  remarkable 
service  from  the  fact  that  the  large 


buildings  in  which  the  melting 
takes  place  are  subjected  to  fumes 
and  chemical  dust,  all  of  which  are 
severe  on  metal  and  would  rust  out 
in  one  year  an  ordinary  galvanized 
steel  roof." 

Service  such  as  this  is  not  uncommon. 
Letters  like  that  quoted  above  are  be- 
ing constantly  received,  all  verifying  our 
claims    for    the    durability    of  Toncan 

Metal  Sheets. 

To  the  prospective  Toncan  Metal  user 
actual  service  evidence  of  this  kind  is 
valuable.    It  facilitates  investigation. 
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The  Corrosion-Resisting 
Sheet  Metal 

"P"HE  difference  between  the  best 
medium  gra.de  sheet  metal  and 
Toncan  Metal  is  the  difference  be- 
tween a  material  produced  by  rapid 
haphazard  processes  in  enormous  quan- 
tities and  the  scientifically  made  pro- 
duct of  the  expert  artisan  unhampered 
by  limitation, 
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Distributors 
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Solidly 
Protective 


Through  and  through,  from  inside  to  outside. 
Pedlar's  Saino  Fire  Door  solidly  protects  pro- 
perty and  human  lives  from  the  spreading  of 
fire.  Even  the  heat"  of  a  conflagration  can- 
not effectively  pass  through  it.  Actual  experi- 
ences and  rigid  Underwriters'  Tests  establish 
this  fact  beyond  doubt. 


attvo 

SHEET  METAL 


FIRE 


Made  of  two  walls  of  cross-laid  22-gauge  galvanized 
corrugated  steel,  with  air  chambers  and  interlined  with 
heavy  asbestos.  Patent  telescopic  channels  and  joints 
provide  for  expansion  and  contraction  along  straight 
lines  without  distorting  door. 

The  Level  Top  Sliding  Right-Hand  Style  illustrated 
above  can  be  installed  with  only  fourteen  inches  of  head 
room  between  the  top  of  opening  and  the  nearest  ob- 


ideifate  in  cost.    Made  in 


struction  above.     Ir  is  als< 
all  other  standard  types. 

New  Fire  Door  Text  Book  Free 

Just  from  the  printers.  Is  virtually  a  guide  to  the  right 
selection  of  dependable  tire  doors.  Also  contains 
charts,  tables,  and  working  blue  prints.  Free  to  you  if 
you  can  use  it  in  your  work.    Write  for  copy  to-day. 


THE  PEDLAR  PEOPLE  LIMITED 

Established  1861 

Executive  Offices  and  Factories  :  OSHAWA,  Ont.      Branches:  Montreal, Ottawa,  Toronto,  London,  Winnipeg 

No.  702 


Granite  Veneered  Cement  Blocks 


By  our  Cast  Stone  System  you  can  make  waterproof  hollow  cement  building  blocks  with  granite  veneered  facing, 
eeither  rock  or  smooth,  at  no  greater  cost  than  for  an  inferior  product  made  by  any  other  method. 

W  e  can  eliminate  cement  block  competition  in  your  territory  for  you.  Our  new  multiple  moulds,  together  with 
new  patented  ideas  in  Cement  Block  Construction,  are  revolutionizing  the  industry.  They  are  enlarging  the  uses  of 
this  building  material.    They  are  proving  big  money-makers  for  contractors  wherever  introduced. 

Write  for  big  free  catalogue  to-day,  giving- complete  details  of  construction  and  price  of  equipment. 


Cast  Stone  Block  &  Machine  Co.,  Ltd., 


298  Howard 
Avenue, 


Windsor,  Ont. 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 

Limited 

Welland,  Ontario 


WATEROUS 


SPLIT 
BASE 


PUMPS 


W   For  Industrial  Service 

Waterous  Pumps  are  built  in  sizes  up  to 
14-inch  discharge  opening,  with  capa- 
city of  from  120  to  7,000  gallons  per 
minute. 

In  Horizontal  and 
Vertical  Types 

Built  for  belt,  motor  or  engine  drive 

They  will  handle  foaming,  non-foam- 
ing and  precipitating  liquids,  pulp  stuff 
and  water  containing  up  to  20  per  cent, 
suspended  matter. 

SPECIAL  FEATURES— Split  bronze, 
packing  glands,  reversible  barrel  and 
runners,  extra  large  bearings.  Great 
strength    and    simplicity  distinguish 

these  pumps.  No  matter  what  kind  Of  jng  parts  to  be  lifted  bodily  from  the  base  without  dis- 
WOrk  yOU  are  doing  We  have  the  right  pump  and  the  best  pump  for  turbing  the  foundation.  This  is  of  great  benefit  when  pump 
YQUj-  work  's  set  'n  concrete  or  when  the  suction  flange  is  placed  close 

CATALOGUE  ON  REQUEST  No.  200. 


NOTICE  THE  SPLIT  BASE ! 

a  special  Waterous  feature.     It  permits  the  work- 


Thi 


to  a  wall  where  access  is  difficult. 


The  Waterous  Engine  Works  Co.,  Limited,  Brantford,  Canada 


December  i:i,  L916 


THE   CONTRACT  RECORD 


libi 


Published  Each  Wednesday  by 

hugh  c.  Maclean,  limited 

HUGH  C.  MacLEAN,  Winnipeg,  President. 
THOMAS  S.  YOUNG,  General  Manager. 
HEAD  OFFICE  -  347  Adelaide  Street  West,  TORONTO 
Telephone  A.  2700 

MONTREAL  -  Telephone  Main  2299  -  119  Board  of  Trade 
WINNIPEG  -  Telephone  Garry  856  -  302  Travellers'  Bldg. 
VANCOUVER  -  Tel.  Seymour"  2013  -  Winch  Building 
NEW  YORK  -  Tel.  3108  Beekman  -  1123  Tribune  Building 
CHICAGO  -  Tel.  Harrison  5351  -  1413  Gt.  Northern  Bldg. 
LONDON,  ENG.    -------    16  Regent  Street  S.W. 

SUBSCRIPTION  RATES 
Canada  and  Great  Britain,  $2.00.    U.  S.  and  Foreign,  $3.00. 
Single  copies  10  cents 

Authorized  by  the  Postmaster  General  for  Canada,  for  transmission 
as  second  class  matter. 

Entered  as  second  class  matter  July  18th,  1914,  at  the  Postoffice  at 
Buffalo,  N.  Y.,  under  the  Act  of  Congress  of  March  3,  1879. 


Alphabetical  Index  of  Advertisers 
Page  16 


Vol.  30  December  13,  1916  No.  50 


Principal  Contents  Page 

Culverts  and  Bridges  on  Toronto-Hamilton  Highway.  1163 

Buildings  of  Heavy  Timber  Mill  Construction   1167 

British  Government  Promotes  Industrial  and  Scientific 

Research  ...      1169 

Specifications  for  Highway  Bridges   1171 

Report  on  Roads  of  Wellington  County   1174 

Split-log  Drag  Competition,  Manitoba   1174 

Street  Congestion  and  Motor  Vehicle  Traffic    1175 

Reinforced  Concrete  Building  Design   1176 

Railway  Tunnel  Lined  by  Pneumatic  Methods   1177 

Practical  Hints  for  the  Contractor   1178 

Electric  Refuse  Trucks   1179 


Engineers  Report  Montreal  City  Scheme 
Works  Out  at  $1,515  Per  H.P. 

A TRULY  remarkable  state  of  affairs  in  Mont- 
real lias  been  exposed  by  the  "Committee  of 
Ratepaying  Engineers,"  on  the  expenditures 
necessary  to  carry  out  a  power  development 
in  conjunction  with  the  Montreal  water  supply  system. 
It  had  been  originally  estimated  that  there  would  be 
available,  some  10,000  h.p.,  but  the  report  shows  this 
figure  to  be  much  too  large,  and  places  the  maximum 
at.  7,000  h.p. 

The  startling  feature  of  the  report,  however,  is  the 
statement  that  "the  minimum  cost  of  the  project  as 
designed  will  be  $10,600,000."  This  cost  is  exclusive 
of  the  filtration  works  or  any  pumping  plant  or  steam 
auxiliary,  or  any  allowance  for  parking  or  the  usual 
allowances  for  contingencies.    The  minimum  capital 


cost,  based  on  the  maximum  safe  capacity  of  the  plant, 
would  therefore  amount  to  $1,515  per  horse  power. 

Now,  the  city  of  Montreal  is  the  centre  of  one  of 
the  most  abundant  power  areas  on  the  North  Ameri- 
can Continent,  and  as  such  can  obtain  by  purchase 
such  power  as  it  needs  at  very  reasonable  rates.  The 
report  in  question  states  that  24-hour  power  can  read- 
ily be  purchased  for  from  $20  to  $25,  so  that,  taking 
the  higher  figure,  the  7,000  h.p.  would  not  cost  more 
than  $175,000  per  annum.  As  against  this  the  engi- 
neers' report  calculates  the  carrying  charges,  if  the  pro- 
posed development  is  carried  through,  at  $757,000,  esti- 
mating interest  at  5  per  cent.,  sinking  fund  at  1  per 
cent.,  and  the  usual  depreciation  rates.  The  latter 
scheme,  therefore,  would  cost  the  city  annually  close 
to  $600,000  over  and  above  the  cost  of  the  purchase  of 
power. 

*  *  * 

That  the  estimate  of  the  Board  of  Ratepaying  En- 
gineers is  reliable  is  perhaps  best  evidenced  by  the 
personnel  of  the  board,  which  includes  only  well- 
known  members  of  the  Canadian  Society  of  Civil  En- 
gineers. If  further  proof  were  necessary,  one  has  only 
to  compare  the  estimated  cost  of  this  installation  of 
$1,515  per  horse  power  with  other  hydro-electric  in- 
stallations in  Montreal,  or,  for  that  matter,  anywhere 
in  the  world.  Take,  for  example,  the  plant  of  the 
Cedars  Rapids  Manufacturing  and  Power  Company, 
recently  completed  in  Montreal.  The  last  annual  re- 
port gives  the  bonded  issue  of  this  company  at  ap- 
proximately $10,500,000  and  the  development  at  about 
100,000  h.p.  This  is  a  cost  per  h.p.  of  $105.  Doubt- 
less, too,  there  are  many  plants  on  this  continent  in- 
stalled around  this  figure.  The  Niagara  plants,  for  ex- 
ample, are  probably  little  in  excess  of  this  amount,  and 
possibly  one  of  them  less.  Indeed,  from  the  Atlantic 
to  the  Pacific  it  is  safe  to  say  there  is  not  a  modern  in- 
stallation developing  hydro-electric  power  that  has 
cost  more  than  $200  per  horse  power  in  capital  charges. 

*  *  * 

When  one  considers  these  cases  one  realizes  more 
forcibly  the  enormity  of  the  mistake  the  city  of  Mont- 
real has  been  persisting  in.  Much  money  has  already 
been  spent  on  the  scheme,  but  that  is  no  reason  for 
continuing  the  work.  Even  if  another  five  or  six  mil- 
lions were  to  be  spent  on  it  and  the  installation  com- 
pleted, it  would  still  probably  pay  the  city  handsomely 
to  allow  the  plant  to  stand  idle  and  purchase  from  one 
of  the  companies  operating  in  that  city. 

Incidentally  it  may  be  recalled  that  this  report  was 
furnished  by  the  engineers  "gratis"— a  refreshing  and 
encouraging  contrast  to  the  schemes  of  profiteering 
that  one  sees  around  him  in  every  direction  these  days. 
We  hope  the  whole  situation  is  an  omen  that  engineers 
and  engineering  methods  and  ideals  will  in  future  have 
more  to  say  in  the  management  of  affairs  of  national 
importance  which,  in  the  past,  have  been  so  much  mis- 
managed by  our  (sometimes)  well-meaning  but  too 
oil  en  incompetent  "politicians." 


Government  Bill  Dealing  with  Roadway- 
Making  and  Maintenance 

The  Quebec  Government  has  introduced  the  pro- 
mised bill  dealing  with  roads.  The  main  object  is  to 
make  provision  for  the  maintenance  of  the  roads,  many 
of  them  built  under  the  Good  Roads  Act.  At  the  roads 
conventions  the  importance  of  maintaining  as  well  as 
building  loads  lias  been  very  strongly  urged,  it  beim>- 
pointed  out  that  it  was  Largely  a  waste  of  money  to 
construct  highways  and  to  allow  them  to  gej  into  such 
a  state  of  disrepair  as  to  be  of  comparatively  little 
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value.  It  is  self-evident  that  the  life  of  a  neglected 
i  ad  will  he  short,  and  that  it  is  as  important  to  main- 
tain the  highways  as  it  is  to  construct  them.  The  bill, 
it  i>  reported,  proposes  to  classify  roads  into  two  divi- 
sion-- provincial  and  municipal.  The  government  will 
he  responsible  for  the  construction  ami  maintenance  of 
the  provincial  roads,  and  will  charge  the  municipalities 
with  a  portion  of  the  cost  of  the  Upkeep.  The  main- 
tenanCC  of  the  municipal  roads  will  he  done  by  iocal 
authorities,  bul  the  work  w  ill  he  subject  to  supervision 
hv  officials  "t  the  government  roads  department.  The 
government,  however,  will  contribute  towards  the  cost 
oi  the  upkeep  of  the  municipal  roads. 


British  Columbia  Stone  a  Superior  Material 

President  T.  R.  Xickson,  of  Sechelt  Granite  Quar- 
ries, l  td..  Vancouver,  has  had  a  considerable  force  of 
men  at  work  at  llardv  Island  taking  out  granite  blocks 
for  the  new  Canadian  Northern  Railway  terminal  sta- 
tion on  False  Creek,  the  first  storey  of  which  is  being 
built  of  that  fine  material.  The  stone  is  transported  on 
scows  from  the  np-coast  quarry,  and  is  shaped  and 
dressed  at  a  plant  on  Main  Street,  in  the  rear  of  the 
station  site. 

From  the  ground  storey  up  the  facing  material  will 
he  sandstone  similar  to  that  used  in  the  construction  of 
the  Parliament  Buildings  at  Victoria  and  Provincial 
Court  House  and  Merchants'  Bank  Building  at  Van- 
couver. This  splendid  stone,  which  blends  perfectly 
with  granite,  comes  from  immense  deposits  on  Had- 
dington Island,  about  220  miles  north  of  Vancouver. 
President  Xickson  has  already  sent  up  gangs  of  men 
and  equipment  to  open  up  the  quarries  there. 

Fxperts  have  pronounced  the  Haddington  Island 
sandstone  to  be  the  best  deposit  of  that  class  of  build- 
ing material  on  the  American  continent,  and  superior 
to  the  Ohio  sandstone,  so  largely  used  in  the  Eastern 
States  and  Eastern  Canada.  British  Columbia  build- 
ers are  fortunate  in  the  possession  of  such  excellent 
materials  for  the  finer  examples  of  architecture,  the 
demand  for  which  will  multiply  as  our  cities  grow 
older  and  wealth  increases.  A  word  might  also  be  said 
in  favor  of  our  marble  deposits,  which  promise  infinite 
possibilities  w  hen  developed  along  right  lines. 


Sulphate  of  Iron  Replaces  Alum  in 
Water  Filtration 

Sulphate  of  alumina  as  a  coagulant  in  the  purifica- 
tion of  water  can  be  effectively  replaced  by  sulphate 
of  iron  at  a  considerable  saving  in  cost,  according  to 
results  obtained  from  experiments  carried  out  in 
Clarksburg,  Va..  U.S.A.  Sulphate  of  alumina  has  al- 
ways been  supplied  as  a  coagulant,  with  the  use  of 
lime  when  necessary  to  increase  the  alkalinity  of  the 
water.  The  greatly  increased  price  of  this  material 
led  the  waterworks  board  to  make  a  trial  of  sulphate 
of  iron  and  lime  for  coagulation.  In  this  particular 
plant,  since  no  provision  has  been  made  for  a  mix- 
in?  chamber,  the  chemicals  are  introduced  in  the  pipe 
line  carryine  the  water  from  the  river  to  the  coagulat- 
ing basin.  The  lime  enters  the  line  about  50  feet  ahead 
of  the  alum.  The  same  plan  was  used  when  iron  was 
substituted  and  a  good  floe  was  produced.  The  water 
can  be  eriven  a  secondary  treatment  with  iron  only, 
fust  as  it  enters  the  second  half  of  the  basin,  so  that 
all  the  fine  material  is  certain  to  be  coagulated,  suffici- 
ent lime  beintr  introduced  at  the  outset  to  allow  for 
this.  Six  months  operations  have  shown  that  the  iron 
sulphate  is  quite  as  effective  as  the  alum  and  that  a 
clear,  sparkling  fluid  results,  with  widely  varying  or- 


iginal turbidities.  The  cost  is  very  materially  reduced, 
the  saving  being  very  nearly  two-thirds.  Since  using 
iron  and  lime  the  quantity  of  hypochlorite  of  lime  to 
sterilize  the  filtered  water  has  been  increased  by  three 
to  four  pounds  per  million  gallons. 


Melted  Snow  Forms  a  Water  Supply 

A  project  is  being  undertaken  in  the  state  of  Ari- 
zona w  hereby  an  arid  desert  district  is  to  be  watered 
with  the  melted  snows  of  a  neighboring  mountain 
range.  The  scheme  involves  a  collecting  ditch  located 
in  an  impermeable  clay  stratum  to  intercept  the  water 
flowing  down  the  mountain  slopes,  with  two  storage 
basins  evolved  from  old  volcanic  craters.  Pipe  lines 
totalling  90  miles  are  to  be  laid  to  serve  the  area. 
The  capacity  of  the  two  reservoirs  amounts  to  920,000,- 
000  gallons,  and  the  total  annual  supply  will  be  2,000,- 
000,000  gallons.  The  distribution  will  take  place  en- 
tirely by  gravity.  The  pipes  are  of  sheet  iron,  each 
length  having  a  bead  or  ridge  stamped  around  each 
end.  The  end  of  one  pipe  is  heated  to  enable  it  to 
slip  over  the  adjacent  pipe,  with  the  hollow  bead  of  one 
fitting  over  the  raised  ridge  of  the  other.  On  cooling, 
the  pipes  are  locked  together.  The  total  cost  of  the 
installation  is  estimated  at  $250,000. 

This  will  solve  the  difficult  problem  of  supplying 
water  in  this  district,  where  all  potable  water  has  to 
be  drawn  in  by  rail  in  tank  cars.  So  little  water  was 
available  that  in  some  towns  the  effluent  from  treated 
sewage  was  used  to  sprinkle  lawns  and  in  boilers. 


The  Oxy-Acetylene  Blow-Pipe 

The  oxy-acetylene  blow-pipe  has  solved  one  of  the 
difficult  problems  in  connection  with  cast  iron  water 
mains.  Its  use  has  facilitated  the  removal  of  the  lead 
caulking  from  the  joints.  It  often  becomes  necessary 
to  take  out  a  section  of  a  main  for  repair  or  to  insert 
an  elbow,  tee,  or  fitting  in  the  line.  The  old  method  of 
removing  the  lead  caulking  by  hammer  and  chisel 
takes  a  man  a  day  or  more  on  any  fair-sized  pipe,  be- 
sides entailing  constant  danger  of  damaging  the  pipe. 
This  method  is  both  expensive  and  unsatisfactory.  The 
flame  of  the  oxy-acetylene  blow-pipe  is  a  solution  to 
the  difficulty,  and  the  lead  can  be  removed  in  an  hour 
or  so.  A  small  tip  is  used  that  gets  right  into  the  cre- 
vice, so  as  to  confine  the  flame  to  the  lead  without  in- 
juring the  pipe  itself  in  any  way.  This  method  is 
economical  and  inexpensive,  besides  being  convenient 
and  usually  quite  accessible. 


The  International  Manufacturing  Company,  said  to 
be  a  subsidiary  of  the  International  Arms  and  Fuse 
Company  of  America,  have  commenced  operations  on 
a  million  dollar  plant  near  Dominion  Park,  Montreal. 
The  building  will  have  a  ground  floor  area  of  350  x  750 
feet,  and  is  being  erected  by  Anglins,  Limited.  Work 
has  been  under  way  for  about  three  weeks,  and  it  is 
understood  the  building  will  be  ready  for  occupation 
not  later  than  the  end  of  January. 


A  new  engineering  society,  under  the  name  "The 
British  Columbia  Institute  of  Civil  Engineers."  has 
been  formed  in  Victoria,  B.C.  The  new  association  is 
wholly  a  provincial  one,  and  has  no  connection  with 
other  societies  of  a  similar  nature.  The  following  have 
been  elected  officers:  Chairman,  Mr.  E.  N.  Horsey; 
secretary-treasurer,  Mr.  L.  Macrae;  under-secretarv. 
Mr.  F.  M.  Preston;  council,  Messrs.  Stokes,  Devev. 
Xoakes,  Mitchell.  Lambert,  and  Todd. 
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Culverts  and  Bridges  on  Concrete  Highway 

Between  Toronto  and  Hamilton — Their  Beauty  and 
Stability  Evidenced  by  Accompanying  Photographs 

By  A.  E.  Wynn,  B.  Sc.* 


IN  Canada  probably  the  principal  engineering  work 
of  the  future  will  be  the  improving  of  our  high- 
ways and  the  building  of  new  main  roads.  An 
important  branch  of  this  work  is  the  design  and 
construction  of  the  bridges  and  culverts. 

Owing  to  the  increase  in  traffic  and  the  use  of 
heavier  vehicles  a  higher  standard  of  highway  con- 


Twanty-six  foot  arch,  Toronto-Hamilton  Highway. 

struction  must  be  adopted,  and  as  a  modern,  improved 
road  is  only  as  strong  as  its  weakest  part,  it  is  neces- 
sary that  all  the  bridges  and  culverts  along  the  route 
conform  to  the  same  high  standard  as  the  pavement 
itself. 

The  construction  of  the  Toronto  to  Hamilton  high- 
way is  one  of  the  first  important  works  of  this  kind  to 
be  undertaken  in  Canada,  and  this  article  purposes  to 
give  a  description  of  the  work  that  had  to  be  done  and 
the  method  used  to  put  the  bridges  and  culverts  into 
permanent  shape. 

As  concrete  is  becoming  recognized  as  one  of  the 
best  materials  to  use  for  main  road  surfaces,  so  also  is 
concrete  now  used  almost  exclusively  for  building  the 
structures  under  the  roadbed,  as  this  is  the  only  mater- 
ial that  is  permanent  and  requires  no  maintenance. 

The  first  thing  done  was  to  get  a  complete  descrip- 
tion of  every  bridge  and  culvert  along  the  route,  and 
soundings  were  made  to  ascertain  the  nature  of  the 
foundations.  There  are  forty-one  culverts  and  small 
bridges  between  the  Etobicoke  River  and  Hamilton, 
and  it  was  found  that  every  one  would  either  have  to 
be  replaced  or  extended.  Of  the  existing  types  many 
were  timber  boxes  or  rubble  walls  with  timber  decks. 
These  were  all  replaced.  Those  that  were  built  of  con- 
crete had  to  be  examined  for  their  capability  to  carry 
the  increased  loading,  and  some  were  so  badly  cracked, 
due  to  poor  workmanship,  that  they  also  had  to  be 
taken  out  and  replaced.  The  smaller  bridges  were  ligjjl 
steel  trusses,  old  and  not  strong  enough  to  can  y  mod- 


ern traffic,  so  they  were  removed  and  new  structures 
built. 

The  standard  width  of  the  roadbed  is  26  feet,  and 
as  the  existing  concrete  culverts  were  seldom  wider 
than  18  feet,  every  one  had  to  be  extended.  Through 
the  village  of  Port  Credit  extensions  were  made  to  66 
feet,  the  full  width  of  the  right  of  way,  to  allow  for  any 
future  requirements.  In  some  cases  the  new  centre 
line  departed  considerably  from  that  of  the  old  tra- 
velled road,  or,  in  order  to  improve  the  grade,  a  heavy 
fill  was  necessary  over  the  culvert,  so  that  extensions 
had  to  be  made  to  meet  these  conditions.  Where 
divergences  were  made,  entirely  new  structures  were 
necessary.  In  all  21  new  structures  were  built,  and  20 
were  extended  from  10  to  40  feet. 

Types. 

All  timber  boxes  were  replaced  by  reinforced  con- 
crete boxes  of  standard  design,  with  the  same  size  of 
opening  or  larger  where  thought  necessary.  For  all 
spans  up  to  10  feet  this  type  of  culvert  was  used,  as  it 
is  the  most  economical,  easy  to  construct,  and  gives 
the  maximum  opening.  For  spans  greater  than  10  feet 
cither  girder  construction  or  arches  were  used,  the 
former  when  the  foundations  were  too  bad  for  an  arch 
or  where  the  rise  was  high  and  the  span  small. 

Two  light  Warren  truss  bridges  were  replaced  by 
reinforced  concrete  arches  of  25  and  50  feet  span  re- 
spectively. Another  steel  truss  was  replaced  by  a 
girder  and  slab  structure  of  20-foot  span,  and  two  new 
bridges  of  this  type,  20  and  16-foot  spans,  were  also 
built. 

Extensions  in  general  were  of  same  type  as  existing 


Formerly  Kngineer  of  Bridges.  Toronto-Hamilton  Highway  Commis- 


Twenty— six  foot  bridge  east  of  Oakvillc— Concrete  fence  posts  in 
foreground  for  placing  cattle  obstructions. 

culverts,  mostly  arches  varying  from  10  to  30  feet  in 
span.  Where  the  till  was  not  greater  than  three  feet, 
the  spandril  and  wing  walls  were  carried  up  nine 
inches  above  grade  to  form  curbs.  Where  the  fill  was 
greater  than  this,  the  culverts  were  extended  to  catch 
a  1>^:1  slope,  the  width  of  roadbed  bein^  increased  to 
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about  30  Feet,  Wing  walls  in  nearly  every  case  were 
i>mlt  parallel  lo  centre  line  of  highway,  and  of  rein- 
forced concrete.  W  lure  the  stream  crossed  the  centre 
line  at  an  acute  angle,  splay  wing  walls  of  plain  con- 
crete were  used.  The  parallel  type  gives  a  neater  ap- 
peal 'ance  to  the  culvert,  is  more  economical,  and  easier 
to  construct. 

All  exposed  edges  wire  chamfered  and  the  walls 

finished  <>u  With  a  Cdpin'g  1  -  inches  deep.  Concrete 


A  50-foot  span— the  longest  arch  on  the  route. 

inverts  were  built  in  all  cases  where  there  was  likeli- 
hood  of  scour.  A  standard  form  of  guardrail,  consist- 
ing of  concrete  posts  and  rails,  was  used  on  all  culverts 
where  a  guard  was  necessary.  As  much  as  possible 
uniformity  in  appearance  was  aimed  at. 

Design. 

All  culverts  and  bridges  were  designed  for  class 
"< ""  loading  of  the  Ontario  Highways  Department's 
specifications,  which  is  for  heavy  and  concentrated 
traffic,  the  uniform  live  load  being  taken  at  135  pounds 
per  square  foot,  together  with  a  concentrated  load  of  a 
20-ton  steam  roller  or  motor  truck.  The  working 
-tre--e-;  used  were  650  pounds  per  square  inch  for  ex- 
treme fibre  of  concrete  for  bending,  60  pounds  per 
square  inch  for  concrete  in  shear,  and  16.000  pounds 
per  square  inch  for  tensile  stress  in  reinforcing  steel. 
Reinforced  concrete  was  used  practically  throughout  in 
preference  to  plain  concrete,  steel  at  this  time  being 
cheap,  and.  as  with  all  these  culverts,  transportation 
costs  were  high,  owing  to  long  hauls,  a  saving  in  cost 
was  effected  by  having  less  material  to  haul. 

Box  Culverts. 

Box  culverts  were  of  two  types.  Where  good  foun- 
dations were  found,  the  simple  box  form  was  used,  and 
it  was  assumed  that  the  invert  and  walls  bore  the  same 
uniform  load  as  the  slab,  and  were  designed  as  simple 
beams.  The  thickness  of  the  walls  was  generally  equal 
to  that  of  the  slab,  never  less ;  the  slab  steel  was  bent 
down  at  the  ends  into  the  wall.  When  it  was  neces- 
sarv  to  carry  the  foundations  deeper,  the  side  walls 
were  continued  down  and  given  separate  footings  on 
good-bearing  material,  and  aprons  were  built  each  end 
of  the  invert.  Where  the  bed  of  the  creek  was  rock  the 
invert  was  left  out. 

Small  arches  were  built  of  plain  concrete,  no  econo- 
my being  effected  bv  reinforcing.  Arches  25-foot  span 
and  over  were  reinforced  with  three-quarter  per  cent, 
of  steel  to  take  temperature  stresses  and  prevent 
cracks,  the  line  of  stress  being  kept  within  the  middle- 


third  ol  the  arch  ring.  Arch  abutments  were  always 
founded  on  rock. 

(iirder  and  slab  construction  was  used  for  three  new 
bridges  and  Eour  extensions.  Where  the  necessary  ex- 
tension was  small,  this  method  was  the  most  economi- 
cal, a  reinforced  concrete  girder  being  built  either  side 
to  old  structure,  carrying  a  thin  slab  resting  on  the  old 
walls.  A  30-foot  arch  was  treated  in  this  manner,  the 
girders  being  carried  by  the  existing  wing  walls,  an  ex- 
tension of  six  feet  taking  only  14  cubic  yards  of  con- 
crete. The  new  girder  bridges  were  of  the  deck  type, 
the  8-in.  slab  being  carried  on  five  reinforced  concrete 
girders  5  ft.  7  in.  apart. 

The  width  between  curbs  was  26  feet,  and  the  slab 
formed  the  finished  roadway,  expansion  joints  being- 
placed  between  it  and  the  road  proper.  The  thickness 
of  the  slab  varied  from  7  in.  at  curbs  to  9  in.  at  crown, 
and  was  reinforced  with  ^-iri.  round  bars  spaced  6  in. 
on  centres,  alternate  bars  being  bent  up  over  the  gird- 
ers. The  girders  were  12  in.  x  32  in.,  reinforced  with 
1  in.  round  bars  ;  half  the  bars  were  bent  up  at  the  ends 
and  hooked  into  the  abutment.  Stirrups  of  Y%  in.  round 
bars  were  spaced  vertically  along  the  girders  and  wired 
to  the  horizontal  bars.  Part  of  the  slab  was  taken  in 
with  the  girders  for  "T"  action. 

Wing  walls  for  practically  all  culverts  and  bridges 
were  built  of  reinforced  concrete,  being  designed  as 
cantilevers.  They  were  about  10  in.  thick  at  top,  with 
a  batter  of  1  in  24  on  the  back.  Where  the  walls  came 
up  to  grade,  the  top  width  was  increased  to  17  in.  for  a 
depth  of  two  feet,  to  form  curbs  and  carry  the  guard- 
rail. The  steel  used  in  footing  and  walls  was  in.,  or 
Y%  in.  round  bars,  spaced  according  to  the  height  of  fill. 
\\\  all  walls  and  slabs  temperature  steel  was  provided 
at  right  angles  to  the  main  reinforcement,  to  prevent 
cracks  from  expansion  or  contraction.  Wing  walls  not 
parallel  to  centre  line  of  highway  were  built  of  plain 
concrete  in  order  to  give  a  better  bond  to  the  abut- 
ments. 

A  standard  design  for  guardrails  was  used,  consist- 
ing of  concrete  posts  and  rails.    The  posts  are  8  in. 


Fifty  foot  arch,  showing  railing  construction. 

square,  half  round  at  the  top,  and  4  ft.  3  in.  high,  one 
foot  being  embedded  in  holes  left  in  the  curbs  to  re- 
ceive them.  The}-  are  spaced  a  maximum  of  7  ft.  6  ill. 
apart,  are  reinforced  with  four  Y  «i.  bars,  and  each 
post  receives  two  rails  12  in.  apart,  the  lower  rail  being 
12  in.  above  the  curb.  The  rails  are  <>  in.  dee])  by  4  in. 
wide,  reinforced  with  five  '4  in.  bars. 

A  test  load  distributed  over  6  in.  at  the  centre,  with 
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the  6  in.  face  uppermost,  showed  that  the  rail  would 
carry  a  steadily-applied  load  of  1,400  pounds  before 
cracking'.  This  guardrail  is  cheaply  constructed,  is 
easy  to  erect,  and  has  a  neat  appearance.  In  all  rein- 
forced concrete  work  a  mixture  of  1 :2:4  was  used.  The 
materials  used  were  similar  to  those  used  in  the  road 
surface,  and  standard  tests  were  frequently  made.  All 
reinforcing  steel  was  plain  round  bars,  shipped  in  the 
lengths  required. 

Special  Work. 

A  few  of  the  bridges  are  worthy  of  special  notice. 
The  largest  structure  built  by  the  commission  up  to 
the  present  is  a  reinforced  concrete  arch  of  50  ft.  span, 
about  three  miles  west  of  Oakville.  It  replaces  an  old 
Warren  truss  on  masonry  abutments.  The  arch  is 
three-centered,  and  has  a  rise  of  9  ft.  6  in.,  with  a  fill  of 
12  in.  at  the  crown.  The  crown  and  springing  thick- 
nesses are  respectively  16  in.  and  32  in.,  and  reinforce- 
ment consists  of  1  in.  round  bars  12  in.  on  centres  on 
both  faces.  The  steel  only  takes  a  small  amount  of 
tension,  the  line  of  stress  practically  passing  through 
the  middle  third.  Temperature  bars  were  spaced  every 
two  feet  and  wired  to  main  bars,  helping  to  keep  them 
in  position  while  pouring  concrete.  The  abutments 
are  12  ft.  thick  at  base  and  are  2  ft.  down  in  shale  rock. 
The  spandril  walls  are  reinforced  with  Y>  in.  bars,  and 
are  well  anchored  to  the  arch  ring.  The  wing  walls 
are  parallel  to  the  centre  line  of  the  highway,  forming 
curbs  26  ft.  apart  and  90  ft.  long.  They  are  finished 
off  on  the  face  with  a  coping  15  in.  deep. 

All  the  walls  have  panels  2  in.,  deep,  and  panelled 
pilasters  3  ft.  wide  are  carried  up  on  either  side  of  the 
arch  to  the  coping,  and  continue  above  to  form  posts 
of  same  width.  The  guardrail  is  the  standard  design. 
All  the  concrete  was  poured  in  freezing  weather,  the 
material  being  heated  and  steam  kept  in  the  forms 
until  the  concrete  had  set.  The  exposed  surfaces  were 
well  spaded,  no  plastering  and  little  rubbing  down 
being  necessary.  The  bridge  took  360  cubic  yards  of 
concrete. 

Near  Burlington  a  bridge  of  16  feet  span  was  neces- 
sary to  carry  the  highway  over  Big  Gut  Gulley.  The 


Triller  Bridge,  near  Bronte.  The  existing  structure 
consisted  of  two  concrete  arches,  30  and  12  ft.  spans, 
connected  by  concrete  retaining  walls  13  ft.  high  and 
175  ft.  long.   To  improve  the  grade  of  the  road  a  fill  of 
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Coleman  bridge— Only  structure  on  pile  foundation 

3  ft.  over  the  whole  length  was  necessary,  and  the 
standard  width  of  roadbed  was  6  ft.  greater  than  the 
distance  between  the  walls.  The  walls  were  in  poor 
condition,  several  bad  cracks  existing,  and  they  could 
not  be  relied  upon  to  carry  alone  the  extra  fill.  As 
they  had  been  built  at  considerable  expense,  it  was  not 
desired  to  cover  them  up  with  a  fill;  also  the  smaller 
arch  was  a  right  of  way,  and  could  not  be  closed.  The 
only  method  was  to  buttress  the  walls  and  carry  the 
extension  of  three  feet  in  either  side  by  girders  resting 
on  the  buttresses.  The  walls  were  filled  over  as  far  as 
the  small  arch,  where  wing  walls  were  built.  But- 
tresses, designed  to  carry  considerable  pressure  from 
the  fill,  were  built  over  the  worst  cracks.  The  girders 
varied  from  1.4  to  31  ft.  span  and  carry  a  6  in.  slab  from 
the  top  of  the  old  walls.    The  existing  wing  walls  of 


Triller  bridge  after  widening  by  girder  extensions  on  buttresses  as  shown. 


foundations  were  very  bad.  it  being  practically  a 
marsh,  so  that  a  girder  bridge  was  the  only  type  that 
could  be  used.  Piles  were  driven  down  35  feet  to  rock, 
under  the  abutments  and  wing  walls.  The  deck  in  this 
case  was  covered  with  12  in.  of  fill  and  panelled  para- 
pet walls  were  built  on  the  outside  girders.  The  bed 
of  the  stream  being  mud,  in  order  to  prevent  scouring 
under  the  abutments  it  was  necessary  to  provide  a 
concrete  invert,  and  as  this  had  to  carry  a  possible  head 
of  seven  feet  of  water,  it  was  designed  as  reinforced 
concrete  slab  and  girder  construction,  the  end  girders 
being  carried  down  to  form  aprons. 

The  most  difficult  extension  to  make  was  that  to 


the  30  ft.  arch  were  raised  three  feet,  and  they  carry 
the  end  girders.  This  construction  improved  the  ap- 
pearance of  the  retaining  walls,  at  the  same  time 
strengthening  them. 

Construction. 

Construction  was  commenced  in  July,  1915,  con- 
tinued all  through  the  winter,  and  all  the  culverts  and 
bridges  were  finished  by  March,  1916.  Winter  work- 
was  undertaken  in  order  that  the  fills  would  have  time 
to  settle  before  laying  the  concrete  pavement  in  the 
spring,  the  extra  cost  being  more  than  offset  by  having 
no  expense  of  hauling  plant  and  material  back  to  fill  in 
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gaps  in  the  pavement.  The  work  was  divided  into 
lour  sections,  one  or  two  gangs  building  all  the  cul- 
verts in  a  section. 

Material  was  transported  from  the  commissions' 
material  yards  at  Port  Credit,  Oakville,  and  Water- 
doWB,  in  summer  by  the  dinkey  train  and  in  winter  by 
team  All  reinforcing  steel  was  cut.  bent,  or  welded  at 
the  yards. 

Along  the  whole  route  shale  rock  is  very  near  the 
surface,  so  that,  with  a  few  exceptions,  there  was.no 
difficult)  in  obtaining  good  foundations.  In  all  cases 
they  were  carried  down  below  the  frost  line. 

Where  a  concrete  invert  was  necessary,  the  stream 

-  either  diverted  or  carried  along1  a  Hume,  or  the 
culvert  was  built  in  a  new  position  adjoining  the  old 
one.    No  special  finish  was  given  to  the  concrete,  but 

are  was  taken  in  spading  the  surfaces,  and  only  rub- 
bing with  carborundum  brick  was  necessary.  Faced 
ship-lap  lumber  was  used  for  all  exposed  surfaces,  kept 
wet  while  pouring  <>r  greased  for  the  larger  structures. 

I  In-  wall  reinforcement  was  placed  while  the  footings 
were  being  poured,  and  all  bars  were  wired  together  in 
position  before  erecting  the  wall  forms.  Walls  and 
abutments  were  poured  together  in  horizontal  layers. 

The  posts  of  the  larger  arch  centres  were  founded 
on  concrete  tills,  so  that  there  could  be  no  settlement 
Of  danger  from  sudden  freshets.  Arch  rings  were 
poured  simultaneously  from  each  springing;  at  the  end 
of  the  days'  work  cut-offs  were  placed  perpendicular 
to  the  arch.  The  decks  of  girder  bridges  were  poured 
in  one  operation,  no  break  being  allowed  between  gird- 
ers and  slab. 

Weep  holes  were  left  in  wing  walls  at  junction  with 
footing.  In  winter  each  gang  was  equipped  with  a 
boiler,  and  all  material  was  heated,  and  steam  was 
used  for  thawing-  ice  and  snow  and  keeping  the  con- 
crete warm  until  set.  No  stoppage  was  necessary  be- 
cause of  the  frost,  and  the  work  was  as  satisfactory  as 
that  done  in  the  summer.  The  guardrails  were  all  cast 
in  the  Oakville  yards  during  the  winter. 

Cost. 

All  the  work  was  carried  out  by  the  Toronto-Ham- 
ilton Highway  Commission  by  day  labor,  under  the 
supervision  of  the  commissions'  engineers,  and  the 
costs  compare  favorably  with  the  average  cost  of  this 
class  of  work.  A.s  the  greater  part  of  the  construction 
was  done  during  the  winter  months,  unit  costs  were 
necessarily  higher  than  for  the  work  done  in  the 
summer,  averaging  about  15  per  cent,  more,  but  this 

-  economical,  as  the  extra  cost  was  saved  in  the 
spring,  in  being  able  to  lay  the  pavement  through  with- 
out a  break.  It  was  also  possible  to  keep  employed  a 
portion  of  the  organization  required  for  the  1916  road- 
work.  The  average  unit  cost  of  concrete  for  all  the 
culverts  was  about  $12  per  cubic  yard,  material  and 
labor  costing  about  the  same.  In  addition,  important 
items  were  pulling  down  the  old  structures  and  provid- 
ing temporary  crossings  to  keep  the  road  open  to  traf- 
fic. In  winter  the  extra  cost  is  principally  due  to  the 
labor  of  heating  material  and  concrete  and  the  cost  of 
coal.  Most  of  the  culverts  being  a  long  way  from  the 
material  yards,  transportation  costs  were  heavy, 
amounting  to  about  15  per  cent,  of  the  total  cost  pet- 
cubic  vard  of  concrete.  The  culverts  and  bridges  con- 
tain about  3.000  cubic  yards  of  concrete  and  80  tons  of 
reinforcing  steel. 

Perhaps  the  most  interesting  point  in  the  work  is 
that  it  was  carried  out  just  as  successfully  in  winter  as 
in  summer,  and  with  little  extra  cost.  All  that  is  neces- 
sary  i>  thorough  supervision  and  inspection,  to  see 


that  all  footings  and  forms  are  cleaned  from  ice,  that 
no  frozen  material  enters  the  mixer,  and  that  the  con- 
crete  is  kept  warm  and  protected  from  frost  until  it 
gains  its  initial  set. 


Austin  A.  Briggs,  of  Dunlop  Tire  &  Rubber 
Goods  Co.,  Visits  Alaska 

Mr.  Austin  A.  Hriggs,  the  advertising  manager  of 
the  Dunlop  Tire  &  Rubber  Goods  Company,  Toronto, 
has  returned  from  a  very  delightful  business  trip 
through  Canada,  including  a  visit  to  Alaska.  Speaking 
of  bis  trip  to  a  representative  of  the  Contract  Record, 
Mr.  Briggs  said  that  next  to  the  kindness  of  the  West- 
ern Canadians,  the  most  outstanding  impression  upon 
his  mind  was  the  antiquated  immigration  regulations 
kept  in  force  by  the  United  States,  and  applied  to  that 
territory.  The  same  regulations  that  existed  at  the 
time  of  the  gold  rush  of  1898,  seemed  to  prevail  still. 
The  majority  of  the  people  going  to  Alaska,  Mr.  Briggs 
said,  are  Americans  and  Western  Canadians,  the  major- 
it  v  of  them  tourists.  Canadians  from  the  East  did 
not  seem  to  have  the  time,  even  when  they  were  West, 
to  go  to  Alaska,  though  it  was  well  worth  while.  The 
best  time  for  a  tourist  to  go  to  Alaska  was  in  the  month 
of  June. 

Mr.  Briggs  paid  a  tribute  to  the  services  of  the 
C.  P.  R.  and  the  G.  T.  R.,  who  operate  modern  boats 
and  obtain  the  largest  part  of  the  traffic.  As  a  Can- 
adian passing  through  the  country,  Mr.  Briggs  had  a 
feeling  of  regret  that  the  coast  line  should  be  American 
territory,  and  no  longer  Canadian.  Along  the  coast 
line,  valuable  fishing  industries  were  being  operated, 
the  majority  of  the  fishermen  being  Japanese.  There 
did  not  appear  to  be  much  trade  possibilities  outside 
of  fishing  and  mining.  The  copper  mines  in  Alaska 
were  fast  being  developed.  The  scenery  was  magnifi- 
cent, though  in  some  places  wild  and  monotonous. 

Mr.  Briggs  visited  the  western  branches  of  his  com- 
pany at  Victoria,  V  ancouver,  Calgary,  Edmonton,  Sas- 
katoon, Regina  and  Winnipeg,  and  toured  the  country 
in  the  vicinity  of  the  branches  to  get  a  grasp  of  the 
opportunities  for  business  in  their  particular  lines.  As 
a  result  of  his  visit  he  was  quite  enthusiastic  about  their 
Western  Canada  organization  and  the  prospects  for 
still  bigger  business. 


Owing  to  the  scarcity  of  labor  the  construction  61 
La  Loutre  dam,  on  the  St.  Francis  River,  for  the  Que- 
bec  Streams  Commission,  has  been  delayed;  and  the 
contractor,  Mr.  Madden,  of  Quebec,  has  made  arrange- 
ments for  the  work  to  be  carried  on  throughout  the 
winter.  About  55  per  cent,  of  the  construction  has 
been  done,  which  leaves  100  feet  of  the  dam  to  be  yet 
built. 


Mr.  E.  Hanson,  A.A.I.E.E.,  M.  Inst.  Mini.  E.,  has 
been  appointed  secretary  of  the  Institute  of  Municipal 
Engineers  (London,  Eng.)  for  Western  Canada.  It  is 
the  intention  to  inaugurate  a  campaign  for  members 
amongst  municipal  engineers  in  the  West,  with  a  view 
to  securing  closer  co-operation  amongst  municipal  en- 
gineers of  all  classes  and  furthering  the  cause  of  muni- 
cipal engineering  throughout  Western  Canada. 


The  Turbine  Equipment  Company,  Limited,  To- 
ronto, have  been  awarded  a  contract  by  the  town  of 
Mimico  to  supply  and  install  their  sewage  pumping 
machinery.  Two  pumps  will  be  direct  connected  to 
Canadian  Westinghouse  motors,  and  a  third  unit  to  a 
40  h.p.  gasoline  engine. 
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Buildings  of  Heavy  Timber  Mill 

Construction  (Continued) 

By  C.  E.  Paul,  Construction  Engineer 


Floors. 

Floors  may  be  of  dressed  and  matched  or  splined 
plank  3  in.  (nominal)  or  more  in  thickness,  nailed 
direct  to  the  girders.  This  type  of  floor  is  often  called 
a  "mill  floor."  If  heavy  loads  are  to  be  carried  on  long 
spans,  planks  6  in.  or  8  in.  wide  are  set  on  edge  close 
together,  firmly  nailed  at  each  end  and  at  about  18  in. 
intervals  with  60  D.  nails,  alternating  top  and  bottom, 
thus  forming  a  "laminated  floor."  Each  of  these  floors 
is  covered  with  two  or  more  thicknesses  of  waterproof 
paper  or  similar  material  and  then  by  a  top  or  wearing 


quarter  point  of  the  span  between  girders,  thus  allowing  one* 
end  of  the  length  to  project  three-fourths  of  the  way  across 
one  span  and  one-fourth  way  across  the  other.  The  next 
piece  of  plank  is  placed  over  the  opposite  girder  in  the  same 
manner  that  the  previous  is  placed  over  the  first  girder.  The 
lamination  is  completed  by  placing  a  length  of  plank  from 
centre  of  girder  to  centre  of  girder  as  in  the  first  case.  Care 
is  taken  to  see  that  each  plank  is  nailed  firmly  in  place  with  a 
tight  joint  between  each  piece  of  the  floor. 

In  laying  laminated  floors  it  is  advisable  to  omit 
the  last  two  planks  at  walls  until  after  glazing  and 
roofing  have  been  completed.  Then  these  spaces  should 


16-0 


Plan  View 

Fig.  4— Laminated  floor  with  joists  at  quarter  points. 


16-0 


floor,  laid  at  right  angles  to  the  direction  of  the  under- 
floor.  Material  is  surfaced  on  all  sides  and  edges  of 
plank  beveled  to  serve  as  a  finish  on  the  ceiling  below. 

Where  plank  floors  are  laid  flat  the  boards  should 
be  two  bays  in  length,  if  possible,  and  laid  to  break 
joints  every  4  ft.  With  laminated  floors  it  may  be  dif- 
ficult to  obtain  plank  two  bays  in  length.  A  strong 
and"  stiff  floor  will  result  if  the  planks  are  laid  with  the 
ends  extending  between  centres  of  girders  with  one 
plank  lad  across  the  girder  at  frequent  intervals  (every 


■be  tilled  in  close  against  the  walls.  It  is  often  recom- 
mended that  laminated  floors  be  laid  without  nailing 
to  the  girders  which  support  the  floor,  so  that  expan- 
sion in  the  floor  due  to  dampness  will  not  cause  .move- 
ment in  the  girders  at  the  walls. 

The  top  floor  may  be  of  softwood  or  hardwood  as 
use  demands.  Tongued  and  grooved  flooring  is  used 
almost  entirely.  Square-edged  flooring  is  easier  to  re- 
place when  repairs  are  needed,  but  wears  less  around 
nails,  thus  making  an  uneven  floor.    Some  of  the  best 
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sixth  or  eighth  piece)  to  act  as  a  tie  in  the  floor.  Or,  by 
another  method,  the  ends  of  planks  should  join  at  or 
near  the  quarter  point  of  the  span  between  girders,  tak- 
ing care  to  break  joints  in  such  a  way  that  no  continu- 
ous line  across  the  floor  will  occur,  big.  4  shows  an 
instance  of  this  kind,  in  which  the  span  between  gird- 
ers is  16  ft.  and  the  planks  are  16  ft.  long.  The  method 
of  lamination  shown  in  Fig.  4  is  as  follows : 

Every  fourth  piece  of  plank  extends  from  centre  of  girder 
to  centre  of  next  girder.  Next  to  this  piece  of  plank  a  second 
piece  of  the  same  length  is  nailed,  with  the  end  spaced  at  a 


Floor  Plank  •*      Under  Floor 
Fig.  (i  —  Details  of  floor  construction 

buildings  have  a  double  top  floor,  the  lower  part  of 
softwood,  laid  diagonally  upon  the  plank  under-floor 
and  the  hardwood  upper  part  laid  lengthwise.  This 
latter  method  allows  boards  in  alleys  or  passages  to  be 
easily  replaced  when  worn,  and  the  diagonal  boards 
brace  the  floors,  reduce  vibration,  and  distribute  the 
floor  load  evenly.  The  top  floor  should  always  be  laid 
so  that  the  length  of  the  pieces  is  parallel  to  the  direc- 
tion of  the  traffic  or  trucking.  Usually  this  is  length- 
wise of  the  building. 

If  extra  precaution  is  desired  to  prevent  leakage  of 
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water  through  tloors,  the  various  lasers  of  waterproof 
paper  should  he  laid  to  break  joints  and  each  joint 
mopped  with  hot  tar  or  a  similar  protective  material. 
Also  Boors  may  be  given  a  pitch  of  1  in.  in  20  ft.,  and 
scuppers  similar  to  that  shown  in  Fig.  installed  at 
floor  level.  These  are  ordinarily  spaced  from  20  to  40 
feet  apart  along  the  wall. 

The  Associated  Factory  Mutual  Tire  Insurance 
Companies  recommend  the  use  of  an  approved  elastic 
felt  instead  of  waterproof  paper.  'Their  experience  has 
been  that  felt  properly  laid  gives  better  satisfaction  in 
the  long  run.  l"hc-e  companies  recommend  that  a  rough 
board  tloor  be  laid  on  top  of  the  heavy  plank  Moor,  and 
that  the  waterproof  felt  be  placed  on  this  rough  floor. 
A  fairly  smooth  surface  must  be  provided  before  the 
felt  is  laid,  and  any  irregularity  in  the  tloor  more  than 
'  \|  in.  deep  should  be  tilled  up.  Two  layers  of  felt  are 
used,  breaking  joints,  and  mopped  with  a  sealing  com- 
pound between  the  piles  and  on  top  of  the  felt.  These 
companies  recommend  that  the  felt  be  turned  up  6  in. 
at  the  posts  and  at  the  side  walls.  The  hardwood  top 
il>or  is  laid  in  the  hot  compound  closely  following  the 
tinal  mopping,  so  that  the  nails  holding  it  down  are 
tightly  gripped. 

At  the  walls  the  felt  is  protected  by  a  counterflash- 
ing  of  galvanized  iron,  or  by  a  base-board  nailed  in 
place  with  the  joints  between  it  and  the  floor  covered 
l  \  a  quarter-round.  Both  the  base-board  and  quarter- 
round  should  be  kept  free  from  the  top-floor,  to  allow 
the  latter  to  move  without  breaking  the  corner  of  the 
turn-up  in  the  felt.  At  the  columns  the  felt  may  be 
protected  by  a  base-board  and  quarter-round,  as  at  the 
walls. 

Fig.  6  gives  details  of  floor  construction  and  flash- 
ing at  side  walls,  as  described  above,  and  as  recom- 
mended by  the  Associated  Factory  Mutual  Fire  Insur- 
ance Companies. 

The  following  extracts  from  the  Building  Code  Re- 
commended by  the  National  Board  of  Fire  Underwrit- 
i  rs  are  of  interest  in  connection  with  the  general  design 
of  floor  timbers  and  floors: 

'Wooden  girders  or  floor  timbers  shall  be  suitable  for  the 
load  carried,  but  in  no  case  less  than  6  in.  either  dimension, 
and  shall  rest  on  iron  plates  on  wall  ledges  and  where  enter- 
ing walls  shall  be  self-releasing.  Walls  may  be  corbeled  out 
to  support  floor  timbers  where  necessary.  The  corbeling  shall 
not  exceed  2  in. 

"So  far  as  possible,  girders  or  floor  timbers  shall  be 
single  stick. 

"Where  wooden  beams  enter  walls  on  opposite  sides 
there  shall  be  at  least  12  in.  of  masonry  between  ends  of 
beams,  and  in  no  case  shall  they  enter  more  than  one-quarter 
the  thickness  of  the  wall. 

"Width  of  floor  bays  shall  be  between  6  and  11  ft. 

"The  practice  in  mill  construction  of  supporting  the  ends 
of  beams  on  girders  by  means  of  metal  stirrups  or  bracket 
hangers  is  objectionable.  Experience  has  shown  that  such 
metal  supports  are  likely  to  lose  their  strength  when  attacked 
by  fire  and  so  cause  collapse. 

"Floors  shall  not  be  less  than  3  in.  {%Ya  in.  dressed)  floor- 
ing laid  crossways  or  diagonally.  Top  flooring  shall  not  ex- 
tend closer  than  V2  in.  to  walls,  so  as  to  allow  for  swelling  in 
case  floor  becomes  wet.  This  space  shall  be  covered  by  a 
moulding,  so  arranged  that  it  will,  not  obstruct  movement  of 
the  flooring. 

"Waterproofing  shall  be  laid  between  the  planking  and 
the  floor  in  such  manner  as  to  make  a  thoroughly  waterproof 
floor  to  a  height  of  at  least  3  in.  above  floor  level.  When 
there  are  no  scuppers,  the  elevator  or  stairwells  may  be  used 
as  drains  for  the  floors,  in  which  case  the  waterproofing 
material  need  not  be  flashed  up  at  these  points. 

"All  exposed  woodwork  in  exterior  construction  shall  be 
planed  smooth.  -  • 

"Pipes  or  conduits  extending  through  floors  shall  be  fitted 
with  metal  thimbles  and  made  watertight  to  a  distance  of  3 
in.  above  floor.  , 

"All  floors  shall  be  arranged  to  drain  to  elevator  well  or 
some  other  point  where  minimum  damage  will  result  from 


water.  It  is  recommended  that,  where  feasible,  floors  be  built 
with  a  slight  pitch  (about  1  in.  to  20  ft.),  and  have  proper 
scuppers  or  drain  pipes. 

"Two  thicknesses  of  waterproof  paper,  or  its  equivalent, 
to  be  laid  between  the  planking  and  the  flooring  in  such  a 
manner  as  to  make  a  thoroughly  waterproof  floor  to  a  height 
of  at  least  :!  in.  above  floor  level.  If  the  paper  itself  is  water- 
proof,  the  joints  should  be  swabbed  with  tar,  pitch,  or  their 
equivalent,  and  overlapped  at  least  2  in.  If  the  paper  is  not 
waterproof,  the  entire  surface  of  the  lower  layer  to  be  swab- 
bed with  tar,  pitch,  or  their  equivalent,  and  the  upper  layer 
placed  on  the  lower  while  hot.  Waterproofing  paper  to  be 
Hashed  up  at  least  3  in.  above  floor  openings  and  protected 
with  mop  board." 

Fig.  7  shows  an  interesting  point  in  connection 
with  the  erection  of  the  framing  in  a  mill  construction 
building  where  laminated  floors  are  used.  This  build- 
ing was  put  up  during  cold  weather,  and  the  tempera- 
ture was  considered  to  be  too  low  for  laying  brickwork 
properly.  In  order  not  to  hinder  the  progress  of  the 
structure  it  was  decided  to  go  ahead  with  the  framing 
of  the  floors  and  follow  later  with  the  walls.  Supports 
similar  to  those  shown  at  the  end  of  the  girder  in  Fig. 
7  were  tised  throughout  each  story  of  the  building 
above  the  brickwork  already  placed.  The  posts  were 
supported  in  place  by  braces  at  the  cap  to  prevent 
them  from  falling  sideways,  and  in  the  opposite  direc- 
tion by  the  girders  themselves.    The  ends  of  the  floor- 


Fig.  7.— Framing  and  floors  in  place  in  advance  of  walls 


ing  at  the  walls  were  supported  by  a  temporary  plate, 
which  could  be  easily  removed  after  the  final  wall  sup- 
port was  in  place. 

Basement  Floors. 

Creosoted  wood  block  floors  for  basements  or  for 
shop  floors  give  excellent  service  and  are  easy  for 
workmen  to  stand  on.  A  floor  of  this  type  made  of 
blocks  well  seasoned  before  treatment  and  laying,  hav- 
ing the  joints  made  with  an  approved  cement  or  pitch 
filler,  should  last  twenty  years  or  more.  Seasoning- 
prevents  shrinkage  in  the  blocks  after  laying  where 
used  indoors.  This  is  the  opposite  condition  to  that 
met  in  outdoor  work.  In  the  creosoting,  an  empty  cell 
treating  process,  with  five  to  eight  pounds  of  oil  per 
cubic  foot,  gives  an  excellent  floor  at  moderate  cost. 
When  not  subject  to  moisture  or  water  soaking,  etc., 
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the  blocks  can  be  laid  with  close  joints.  Under  moist 
conditions,  a  %  in.  joint  closed  with  pitch  is  advisable. 
A  good  specification  for  a  wood  block  floor  is  as  fol- 
lows : 

In  wet  "round  first  spread  a  thoroughly  compact 
layer  of  cinders  or  gravel  about  6  to  12  in.  deep  as  the 
sub-foundation.  Then  place  a  4  in.  layer  of  Portland 
cement  concrete.  A  l/2  in.  layer  of  sand  and  cement 
grout  is  spread  on  top  of  the  concrete  and  smoothed, 
preferably  with  a  template,  until  level,  to  serve  as  a  bed 
or  cushion  for  the  blocks. 

Wood  blocks  may  be  used  for  upper  floors  if  de- 
sired by  placing  under  them  two  layers  of  paper  laid  in 
pitch,  bedding  the  blocks  in  hot  pitch  and  filling  the 
joints  with  the  same  material. 

A  good  basement  or  shop  floor  is  made  by  laying  a 
wood  wearing  surface  on  a  base  consisting-  of  concrete 
and  coal  tar  which  contains  from  20  to  25  per  cent,  of 
creosote  oil.  Such  a  floor  is  made  by  first  spreading  a 
4  in.  layer  of  screened  gravel  or  stone  not  larger  than 
2^2  inches,  mixed  with  tar.    The  tar  is  heated  to  200 


degrees  P.,  and  enough  used  so  that  the  mixture  will 
be  compact  when  rolled.  The  sand  and  gravel  should 
be  well  heated  before  the  tar  is  added.  Often  a  4  to  6 
in.  base  of  Portland  cement  concrete  takes  the  place  of 
the  tar  concrete.  When  cement  concrete  is  used,  it 
should  be  given  a  coat  of  tar  before  the  top  course  is 
laid.  A  layer  of  tar  and  sand  mixed  in  the  proportion 
of  50  or  60  gallons  of  tar  to  each  yard  of  sand  and 
heated  to  225  degrees  F.  is  spread  over  the  base  to  a 
depth  of  \  '/4  in.,  and  plank  3  in.  thick  is  laid  directly 
over  this  top  coat  while  it  is  still  warm  and  before  it 
sets.  The  plank  is  then  tamped  into  place,  toe-nailed 
together,  and  a  top  or  wearing  Moor  laid  on  the  plank. 

If  it  is  desired,  an  ordinary  concrete  floor  may  be 
used  in  basements.  Such  a  floor  has  a  base  similar  to 
that  described  for  the  block  floor,  covered  with  a  layer 
of  1:2:4  Portland  cement  concrete  4  in.  to  6  in.  thick 
and  finished  with  a  wearing  coat  of  cement  and  sand. 
This  top  coat  is  usually  from  1  in.  to  2  in.  thick  and 
composed  of  a  1  :2  mixture  of  cement  and  sand.  Top 
should  be  kept  wet  for  at  least  ten  days  after  laying. 


(  To  be  continued.  ) 


The  British  Government  Promotes  Industrial 

and  Scientific  Research 


REPORTING  the  activities  of  the  first  year  of  its 
work,  and  discussing  in  full  detail  in  a  56-page 
pamphlet  the  plans  and  needs,  for  future  suc- 
cess, the  advisory  council  of  the  British  Com- 
mittee for  Scientific  and  Industrial  Research  is  de- 
veloping principles  about  which  engineers  in  this  coun- 
try should  be  informed.  In  view  of  the  efforts  being- 
made  in  Canada  through  the  work  of  the  newly  ap- 
pointed Advisory  Council  of  Industrial  and  Scientific 
Research,  the  following  abstract  of  the  first  annual  re- 
port, by  Engineering  Record,  has  direct  application  to 
the  problems  which  will  face  us  when  the  war  is  over. 

Object  and  Appropriations. 

The  advisory  council  to  the  Committee  of  the  Privy 
Council  for  Scientific  and  Industrial  Research,  report- 
ing to  the  British  Parliament,  was  created  July  28, 
1915,  "for  (1)  instituting  specific  researches;  (2)  estab- 
lishing or  developing  special  institutions  or  depart- 
ments of  existing  institutions  for  the  scientific  study  of 
problems  affecting  particular  industries  and  trades; 
and  (3)  the  establishment  and  award  of  research  stu- 
dentships and  fellowships."  Tts  chairman  is  Sir  Wil- 
liam S.  McCormick. 

In  the  first  annual  report  of  the  committee,  recently 
issued,  it  is  stated  that  twenty  scientific  investigations 
of  industrial  importance  have  been  approved  and 
grants  made  to  a  number  of  individual  research  work- 
ers, not  exceeding  £6,000  (about  $30,000)  for  the  first 
year.  The  amount  appropriated  for  the  initiation  of 
the  scheme  was  £25,000,  and  for  the  current  year 
£40,000  was  voted. 

Scope  of  Report  of  Advisory  Council. 

The  first  annual  report  of  the  advisory  council  dis- 
cusses previous  government  action  relating  to  the  ad- 
vancement of  trade  and  industry  by  means  of  scientific 
research,  the  present  government  scheme,  the  details 
of  the  methods  used,  parallel  movements,  trade  asso- 
ciations, impediments  to  industrial  research,  the  need 
for  a  new  outlook,  American  and  German  practice,  the 


sphere  of  universities  and  technical  schools  and  of  spe- 
cial research  institutes,  research  and  government  de- 
partments, and,  finally,  research  and  the  empire. 

The  scope  of  the  present  work  is  further  indicated 
by  the  statement  that  the  government  intends  to  deal 
with  this  problem  as  an  integral  part  of  a  comprehen- 
sive improvement  in  the  educational  system. 

Necessity  for  Central  Control. 

It  is  pointed  out  that  while  the  necessity  for  central 
control  of  the  machinery  for  war  has  been  obvious  for 
centuries,  not  until  this  war  revealed  the  essential 
unity  of  the  knowledge  required  for  both  the  military 
and  industrial  efforts  of  a  country  was  this  vital  fact 
understood.  The  instruments  of  war  are  now  forged 
by  the  man  of  science.  "This  is  equally  true  of  the 
weapons  of  industry.  The  brains,  even  the  very  pro- 
cesses, that  to-day  are  necessary  to  the  output  of  muni- 
tions were  yesterday  needed,  and  will  be  needed  again 
to-morrow,  for  the  arts  of  peace.  This  is  the  central 
fact  which  justifies  the  establishment  of  the  new  ma- 
chinery in  the  midst  of  a  struggle  that  is  absorbing  the 
whole  energies  of  the  nation  in  a  way  no  previous  war 
has  done." 

Why  Pure  Science  Must  Be  Neglected. 

In  view  of  the  average  manufacturer's  requirement 
of  quick  returns,  and  as  a  present  basis  for  a  considered 
programme  and  policy,  the  council  decided  to  give 
applied  science  precedence  over  pure  science.  The  uni- 
versities, which  are  the  natural  homes  of  research  in 
pure  science,  have  been  so  depleted  of  both  students 
and  teachers  by  the  war  that  they  arc  barely  able  to 
continue  routine  work,  and  cannot  command  either  the 
leisure  or  the  detachment  which  is  an  essential  condi- 
tion of  original  research.  Enquiries  show  that  "any 
effective  encouragement  of  research  in  pure  science 
must  await  the  return  of  peace." 

lo  save  certain  researches  being  conducted  1>\  pro- 
fessional a-sociations  which  were  in  danger  of  enforced 
abandonment,  the  council  recommended  the  payment 
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•  I  a  series  of  grants  to  the  societies  concerned,  Many 
interviews  have  been  had,  not  alone  with  the  principal 
engineering  M»ciet\  representatives,  hut  with  others 
from  professional  ami  manufacturers'  associations.  It 
i>  noted,  that  the  most  highly  organized  industries  are 
those  which  have  made  the  most  use  of  scientific  re- 
search—especially  the  engineering  trades,  hacked  by 
distinguished  professional  societies. 

Survey  of  Researches. 

A  careful  survey  is  being  made  of  "the  amount  and 
the  character  of  the  provision  made  in  our  higher  edu- 
cational institutions  for  research  work,"  as  a  part  of 
the  preparatory  arrangements  for  a  systematic  pro- 
lamine of  aid  to  individual  researchers.  It  is  hoped, 
.»!-.•.  to  induce  industrial  firms  to  inform  the  council, 
in  confidence,  of  the  problems  they  have  in  hand  or  in 
contemplation.  "It  is  obvious  that  even  this  modest 
degree  of  co-ordination  w  ill  he  abortive  unless  the  prin- 
cipal manufacturers  are  willing  to  trust  the  discretion 
of  the  council." 

There  are  found  indications  or  a  change  in  view 
among  certain  firms,  resulting  from  the  necessities  of 
the  war.  leading  to  interchange  of  information,  which 
mav  survive  the  present  critical  days.  "In  the  numer- 
ous conferences  we  have  had  with  representatives  of 
different  industries  we  have  been  impressed  with  the 
spirit  of  co-operation  which  is  growing  up  and  the 
willingness  to  accept  our  suggestions  for  the  initiation 
of  research  for  the  benefit  of  the  trade  as  a  whole. 
(  •  h  operative  research,  w  hen  it  has  done  its  utmost,  will 
always  leave  ample  room  for  individual  initiative  and 
ability  in  the  application  of  its  results,  more  than  suf- 
ficient as  an  incentive  and  as  a  means  to  outstanding 
success.  Co-operation  is  not  the  negation  of  individual 
effort ;  it  raises  initiative  to  a  higher  power." 

In  spite  of  the  grave  effects  of  the  war  on  the  field 
of  research  in  educational  institutions,  the  council  has 
recommended  grants  to  some  forty  individuals.  It  is 
stated  that  "research  in  pure  science  should  be  as  much 
our  care  as  research  in  applied  science;  it  is  the  neces- 
-arv  precedent  of  all  industrial  applications,  and  the 
universities  are  peculiarly  fitted  to  pursue  it,  though 
for  the  reasons  already  explained  it  is  not  possible  to 
do  much  in  this  direction  during  the  war."  The  coun- 
cil hopes  to  bring  more  reality  into  academic  labora- 
tories now  dominated  by  the  text-book  and  the  sylla- 
bus of  examination,  and  "so  encourage  a  better  profes- 
-i"tial  training  for  chemists,  physicists,  and  other  men. 
of  science." 

Danger  in  Applied  Researches. 

On  the  other  hand,  the  report  says :  "At  the  same 
time  we  recognize  that  there  is  a  danger  in  bringing 
technical  problems  too  pressingly  to  the  notice  of  teach- 
ers and  students  in  educational  institutions.  We  must 
OOt  tempt  those  capable  of  making  advances  in  natural 
knowledge  to  abandon  their  austere  studies  for  the 
sake  of  solving  temporary  and  local  technical  problems. 
Still  less  must  students  be  encouraged  to  take  up  such 
questions  except  as  stimulating  incidents  in  their  gen- 
eral training.  Qn  the  other  hand,  pure  science  has  in 
the  past  owed  much  to  observations,  suggestions,  and 
difficulties  which  have  come  from  activities  external  to 
the  laboratory  or  study.  So  it  will  be  again ;  and  it  is 
our  desire  so  to  order  the  relations  of  workers  in  pure 
science  to  the  industries  going  on  around  them  that 
they  may  receive  the  stimulus  of  a  wider  outlook  than 
is  always  attainable  under  the  limitations  of  an  aca- 
demic system  of  syllabus  and  examination.  In  this 
way  it  may  be  possible  in  the  end  to  create  such  an 
atmosphere  that  the  new  generation  of  students  will 


cease  to  draw  a  distinction  between  'theory'  and  'prac- 
tice.' and  technologists  of  all  ranks  will,  through  them, 
attain  to  the  view  that  sound  practice  is  only  theory 
tempered  by  compromise." 

Applications  for  aid  were  received  from  the  pro- 
fessional societies,  and  this  led  to  the  formation  of  a 
group  of  standing  committees  to  assist  in  surveying 
the  w  hole  field  of  research  and  dealing  with  such  ap- 
plications. Three  standing  committees  have  been  set 
up — a  committee  on  metallurgy,  a  committee  on  engi- 
neering under  Sir  Maurice  Fitzmaurice  as  chairman, 
and  3  committee  on  mining.  Each  committee  consists 
of  about  fifteen  members,  of  whom  approximately  one- 
half  have  been  nominated  by  the  professional  society 
ci  mcerned. 

Best  Advice  Sought. 

"The  council  hope,  with  the  assistance  of  their 
standing  committees,  the  professional  societies,  the 
Borne  Office,  and  the  Board  of  Trade,  gradually  to 
ci  instruct  panels  of  names  which  will  enable  them  to 
obtain  the  very  best  advice  on  the  different  aspects  of 
the  problems  they  are  called  upon  to  solve.  The  advice 
thc\  need  may  be  commercial,  economic,  financial,  or 
scientific.  The  best  opinion  in  all  these  spheres  will, 
it  is  hoped,  be  available  on  the  panels  for  the  guidance 
oi  the  council  and  their  standing  committees,  and  will 
insure  the  confidence  of  the  industries  concerned  that 
the  steps  proposed  have  been  considered  in  all  their 
aspects." 

Discussing  the  need  for  a  new  outlook,  the  council 
says:  "If  a  healthy  condition  of  enquiry  is  to  be  fos- 
tered in  the  scientific  industries,  they  must  for  some 
time  to  come  expend  a  good  deal  of  attention  and 
money  upon  convincing  the  manufacturing  world  in 
general  that  scientific  research  is  a  paying  proposition. 
They  believe  that  the  shortest  means  to  this  end  is  an 
attack  upon  the  pressing  problems  of  manufacture 
which  arise  in  the  course  of  the  ordinary  routine — 
problems  which  the  manufacturers  ought,  no  doubt,  to 
solve  by  means  of  their  own  scientific  staffs,  but  which 
their  present  staffs  are  too  small  to  undertake,  often 
because  the  firms  are  too  small  to  bear  the  necessary 
cost.  It  was  in  this  way  that  the  universities  of  the 
middle  states  of  America  convinced  the  farmers  that 
science  was  useful  to  agriculture." 

Conditions  of  Success. 

In  conclusion,  the  report  refers  to  a  full  list  of  the 
researches  aided  up  to  the  present,  given  in  an  appen- 
dix. The  probable  insufficiency  of  trained  research 
workers  after  the  war  is  emphasized,  and,  further,  the 
need  not  so  much  for  outstanding  minds  of  exceptional 
power,  but  for  systematized  work  of  more  ordinary  in- 
vestigators under  competent  direction.  "There  is  as 
much  place  and  need  for  plodding  labor  in  scientific 
research  as  in  other  kinds  of  work."  Greater  progress 
in  co-operative  effort  is  given  as  the  second  condition 
of  success,  and  the  report  says:  "If  the  general  level  of 
manufacture  can  be  rapidly  raised  by  co-operative 
effort  in  the  exchange  of  information  between  firms, 
and  in  the  support  of  national  trade  institutes  for  re- 
search, as  well  as  in  the  improvement  of  the  conditions 
and  efficiency  of  labor,  this  country  will  have  gone  far 
toward  establishing  its  industrial  prosperity  on  a  firm 
basis." 


The  Montreal  Board  of  Control  will  recommend  the  en- 
gagement of  Mr.  Bion  J.  Arnold,  of  Chicago,  to  advise  the 
hoard  in  connection  with  the  new  franchise  which  is  now 
being  negotiated  with  the  Tramways  Company.  The  cost 
is  not  to  exceed  $10,000. 
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Specifications  for  Highway  Bridges 

Comprehensive  Proposals  Covering  the  Design  of  Steel  Structures 
Carrying  Highway  Traffic  With  and  Without  Electric  Street  Cars. 


ifications  for  highway  bridges 
the  meeting  of  the  mechanical 
an  Society  of  Civil  Engi- 
1  on  November  30.  Copies 
is  have  been  sent  to  the 
servations  and  when  these 
nmittee  will  consider  the 
commendations  to  the  an- 
s.  The  draft  was  read  by 
of  the  committee,  and 


THE  proposed  spe< 
were  discussed  at 
section  of  the  Canac 
neers,  held  in  Montreal 
of  the  proposed  specification: 
various  branches  for  their  obsi 
have  been  received,  the  com 
criticisms  and  make  final  recc 
nual  meeting  of  the  members. 
Mr.  P.  B.  Motley,  chairman 
various  points  were  dealt  with  by  Messrs.  G.  H.  Dug- 
gan,  C.  N.  Monsarrat,  W.  C.  Thomson,  P.  L.  Pratley 
(designing  engineer  Dominion  Bridge  Co.),  "Walter  J. 
Francis  (who  presided),  H.  B.  Stuart  (structural  en- 
gineer, G.  T.  Railway),  F.  P.  Shearwood,  and  Prof. 
Brown.  The  specifications  are  very  comprehensive, 
and  include  bridges  carrying  electric  railways  and  high- 
way bridges.  Mr.  Shearwood  dealt  at  length  with  the 
reasons,  why  the  committee  had  included  certain  re- 
quirements, stating  that  the  object  of  the  committee 
was  to  obtain  a  safe  bridge  at  a  reasonable  cost.  Gen- 
eral practice  had  been  followed  unless  there  were 
some  deviations  which  gave  distinct  advantages.  Mr. 
Thomson  and  Prof.  Brown  made  a  number  of  sug- 
gestions as  to  amending  the  draft,  while  the  chair- 
man stated  that  the  document  should  be  used  as 
specifications  and  was  not  meant  to  take  the  place 
of  a  consulting  engineer.  Mr.  Motley  replied  that 
this  was  the  purpose  of  the  specifications. 

Mr.  Duggan,  after  a  short  review  of  the  various 
kinds  of  bridges,  said  that  Mr.  Pratley  had  drawn  up 
at  his  suggestion  a  paper  embodying  a  number  of  sug- 
gestions, with  the  whole  of  which  he  (Mr.  Duggan) 
did  not  agree.    The  following  are  the  suggestions: 

These  specifications  are  intended  to  apply  to  steel 
highway  bridges  carrying  ordinary  highway  traffic 
with  or  without  electric  street  cars.  They  will  not, 
however,  cover  bridges  which  carry  electric  railways 
only,  as  these  will  he  designed  under  the  specification 
for  steel  railway  bridges. 

In  the  case  of  combination  bridges,  carrying  both 
railway  and  highway  traffic,  the  responsible  engineers 
on  each  individual  project  will  be  expected  to  issue 
particular  specifications  governing  the  questions  of 
loading  and  unit  stresses.  Further,  insomuch  that 
modern  practice  has  adopted  riveted  structures  for  all 
ordinary  highway  work,  the  specifications  will  not 
cover  pin  bridges,  so  that  in  the  instance  of  long  and 
important  structures,  where  eye-bars  and  pin  connec- 
tions might  possibly  be  used  to  advantage,  special 
clauses  covering  this  class  of  work  will  need  to  be 
drawn  up  by  the  responsible  engineer. 

The  range  of  service  to  be  accommodated  under  the 
general  head  of  highway  traffic  is,  necessarily,  extreme- 
ly wide,  hut  the  following  are  the  principal  considera- 
tions which  will  enter  fundamentally  into  the  design 
of  those  structures  covered  by  this  specification. 

Firstly. — The  amount  of  money  available  for  the 
construction  and  its  effect  on  the  question  of  the  per- 
manency or  semi-permaneiicy  of  the  bridge  and  upon 
the  question  of  providing  for  probable  future  increase 
in  traffic. 


Secondly. — The  location  of  the  bridge  and  the  char- 
acter of  the  roads  in  its  neighborhood  with  the  prob- 
ability of  their  being  subject  to  improvement. 

Thirdly. — The  situation  with  respect  to  traffic  as 
affecting  the  character  of  the  flooring  and  the  nature 
and  magnitude  of  the  superimposed  loads. 

With  a  view  to  meeting  the  whole  range  of  condi- 
tions the  specification  classifies  bridges  according  to 
the  requirements  of  service  and  permanency  under  the 
following  heads : 

Class  1  is  intended  to  provide  for  first-class  per- 
manent structures  situated  on  main  arteries  of  traffic 
in  large  towns  and  cities  where  heavy  concentrated 
loads,  due  to  transportation  of  machinery  and  building 
material  frequently  occur.  Bridges  as  designed  under 
this  class,  will  be  equal  in  respect  to  permanency,  rig- 
idity, thickness  of  metal,  and  all  details,  to  those  built 
under  the  best  railway  practice. 

Class  2  is  intended  to  provide  for  city  bridges  in 
residential  districts,  where  general  traffic  regulations 
limit  both  the  loads  carried  on  the  highway  and  the 
speed  of  street  car  traffic.  Bridges  designed  under  this 
class  will  be  equal  to  those  designed  under  Class  1 
in  respect  of  general  stiffness  and  constructional  de- 
tails. 

Class  3  is  intended  to  provide  for  highway  bridges 
in  towns  where  heavy  manufacturing  is  not  conducted 
and  for  bridges  on  main  country  highways.  The  need 
of  providing  for  actual  or  possible  street  car  traffic 
and  the  issuing  of  specifications  regarding  the  street 
car  loads  are  matters  which  will  be  left  to  the  re- 
sponsible engineer. 

Class  4  is  intended  to  govern  roadway  bridges  serv- 
ing farming  communities  and  situated  on  unpaved 
roads  where  it  is  unlikely  that  the  character  of  the 
loading  will  change  during  the  normal  life  of  the 
structure. 

Class  5  is  intended  to  provide  for  bridges  in  re- 
mote or  mountainous  districts  difficult  of  access,  where 
lightness  and  first  cost  are  prime  considerations  in 
determining  the  character  of  the  proposed  bridge. 

The  purpose  of  the  classification  is  not  to  rigidly 
group  every  bridge  under  a  specific  head,  but  to  guide 
the  responsible  engineer  or  purchasing  authority  in 
the  making  of  suitable  decisions  regarding  loads,  unit 
stresses  and  general  design  •  in  consequence  whereof 
the  clauses  touching  upon  these  essential  questions 
will  refer  to  the  various  classes  suggested.  The  en- 
gineer on  important  bridges  will  still  be  expected  (.> 
use  his  professional  judgment  and  his  knowledge  of 
local  conditions,  either  of  which  may  justifiably  lead 
him  to  a  combination  or  modification  of  the  classes 
above  outlined  or  of  the  clauses  in  the  specification 
referring  thereto. 

Movable  Bridges 

The  specifications  cover  the  design  of  the  struc- 
tural work  for  all  kinds  of  movable  spans,  and  include 
clauses  governing  the  design  of  the  machinerv  and 
machined  parts  of  hand  operated  swing  bridges.  In 
the  case  of  power  operated  swing  spans,  bascule  or 
vertical  lift  bridges,  where  the  machinery  is  an  all- 
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important  feature  of  the  construction,  it  is  recom- 
mended that  the  design  of  tliese  features  be  referred 
to  .in  engineer  specializing  in  this  work. 

FLA  n  >RS 

For  bridges  built  under  classes  1  and  2  a  careful 

description  Oi  the  floor  system  to  be  employed  should 
be  supplied  by  the  responsible  engineer,  preferably 
l>\  drawing  Or  detail  sketch.  Special  care  should  be 
taken  t>>  indicate  the  proposed  method  of  carrying 
street  car  tracks. 

\  "permanent"  floor  shall  be  understood  to  signify 
a  floor  where  the  base  consists  of  either — ' 

(a)  Reinforced  concrete  slabs: 

(b)  Concrete  or  brick  jack  arches; 

(c)  Buckle  or  trough  plates  carrying  the  concrete 

matte. 

A  floor  w  here  the  base  is  wood,  whether  crcosoted 
Of  not.  will  not  be  considered  permanent. 

Under  Class  1  a  permanent  type  of  floor  is  every- 
where  demanded  and  the  pavement  or  upper  course 
shall  be  of  granite  setts,  brick,  asphalt,  macadam,  or 
treated  wood  blocks  as  determined  by  the  engineer. 

Under  Gasses  2  and  3  the  character  of  the  floor 
will  be  specified  directly  by  the  responsible  engineer, 
but  it  is  stipulated  that  the  stringers  shall  be  of  steel 
and  the  structure  shall  be  designed  to  carry  at  the 
specified  unit  stresses  a  floor  consisting  of  a  reinforced 
concrete  base  with  a  pavement  of  4-inch  wood  blocks 
or  any  other  heavier  type  which  may  subsequently  be 
laid.  ' 

Under  Class  4  a  wooden  floor  is  permitted,  but  the 
adoption  of. steel  stringers  is  recommended. 

Under  Class  5  the  lightest  type  of  wooden  floor  is 
allowed,  but  even  here  an  enquiry  into  the  probable 
ultimate  economy  of  longer  panels  with  steel  stringers 
is  suggested. 

Sidewalks 

Under  Class  1  sidewalks  shall  also  be  permanent, 
and  shall  have  a  cement  finish  to  the  slab  or  a  special 
w  earing  surface  of  asphalt  or  granolithic  paving.  For 
the  remaining  classes  sidewalks  may  be  of  wood  at 
the  discretion  of  the  responsible  engineer. 

Wooden  Floors 

Wooden  stringers  shall  not  be  used  on  greater 
spans  than  15  feet  and  shall  have  a  width  of  not 
less  than  3  inches  or  one-fourth  of  their  depth.  They 
shall  lap  by  each  other  on  the  floor  beams  to  give  each 
a  full  bearing  and  shall  be  bolted  together,  using  wash- 
er separators  not  less  than  one-half  inch  thick  in  order 
to  secure  free  circulation  of  air. 

Wheel  Guards 

On  wooden  floors  wheel  guards,  of  6  x  4  timber, 
shall  be  provided  at  each  side  of  the  roadway  and 
shall  be  supported  on  2-inch  blocks  spaced  not  over 
5  feet,  held  in  place  by  a  three-quarter  inch  bolt 
through  the  guard,  the  blocking  piece  and  the  timber 
floor.  The  splices  in  wheel  guards  shall  be  half  lap 
joints  6  inches  long,  and  shall  occur  over  the  blocking 
pieces. 

For  permanent  floors  the  wheel  guard  will,  gener- 
ally, be  formed  of  concrete  effectively  protected  by 
steel  angle  rubbing  pieces. 

Scuppers 

On  permanent  floors  of  any.  description  suitable 


-cuppers  shall  be  provided  not  less  than  20  feet  apart, 
so  arranged  to  carry  all  drainage  clear  of  steelwork. 

LIVE  LOADS 

The  varied  character  of  the  loads  applied  to  high- 
way bridges  renders  it  impossible  to  include  in  a 
general  specification  a  statement  of  the  precise  load- 
ing to  be  used  on  every  bridge  and  any  table,  of  sug- 
gested typical  loads  must  be  recognized  as  necessarily 
having  the  following  limited  purposes: 

(a  )  To  guide  the  responsible  engineer  in  his  choice 
ol  a  structure  in  regard  to  capacity  and  efficiency. 

(b)  To  indicate  to  non-technical  officials  or  to  en- 
gineers not  specially  experienced  in  bridge-work,  what 
(institutes  accepted  good  practice. 

(c)  To  guard  against  the  possibility  of  a  structure 
being  provided,  which  is  insufficient  to  meet  the  im- 
mediate requirements  or  those  reasonably  certain  to 
occur  in  the  future. 

On  the  other  hand,  the  specifications  should  not 
prevent  the  building  of  very  light  bridges,  which, 
while  sufficiently  strong  to  withstand  the  vertical  and 
\  ibratory  loadings,  should  be  able  to  compete  success- 
fully in  the  matter  of  first  cost  and  maintenance  with 
the  alternative  wooden  construction.  The  majority  of 
existing  light  structures,  which  would  fall  under  the 
5th  class,  above  indicated,  have  not  been  built  to 
any  of  the  recognized  standard  specifications,  and,  in- 
deed, no  present  specifications  in  vogue  in  Canada  per- 
mit of  this,  nevertheless  necessary,  class  of  bridge. 
With  the  idea  of  meeting  both  the  financial  and  ser- 
vice requirements  of  such  cases,  the  permissible  load- 
ings under  class  5,  as  well  as  certain  other  limitations, 
are  less  exacting  than  in  the  existing  standard  specifi- 
cations. 

Two  Main  Divisions 

The  loading  on  a  highway  bridge,  naturally,  falls 
under  two  main  divisions,  the  assurried  uniformly  dis- 
tributed load  and  concentrated  wheel  loads.  The  first 
division  will  consist,  generally,  of  crowds  of  people,  ani- 
mals in  droves  or  a  large  number  of  light  vehicles. 
Crowds  of  people,  such  as  quickly  gather  at  accidents 
or  for  sight-seeing,  on  city  bridges,  are  seldom  produc- 
tive of  100  lb.  sq.  ft.  average  load,  and  for  moving 
loads  this  figure  would,  undoubtedly,  cover  all  cases 
to  be  provided  for  at  ordinary  unit  stresses.  Classes 
1  and  2  are  likely  to  experience  such  loads  at  frequent 
intervals  and  for  almost  unlimited  lengths,  while  classes 
3  and  4  may  receive  the  same  intensity  of  loading  but 
far  less  often,  and  over  smaller  areas.  Animals  in 
droves  will  never  exceed  60  lbs.  per  sq.  ft.  and  for  class 
5  this  woqld  represent  the  maximum  load. 

The  second  division  will  include  all  classes  of  heavy 
vehicles  such  as  street  cars,  auto  trucks,  horse-drawn 
lorries  and  road-making  machinery.  Local  conditions 
alone  can  determine  the  type  and  magnitude  of  loading 
for  w  hich  steel  should  be  proportioned. 

In  bridges  of  classes  1  and  2  the  proximity  of  fac- 
tories, wharves,  railway  yards,  the  nature  of  the  street 
car  service,  the  possibility  of  loads,  due  to  building 
materials,  cable  spools,  heavy  guns,  steam  rollers,  or 
traction  engines  must  all  be  duly  considered  in  specify- 
ing the  applied  concentrations.  It  may  also  be  noted 
here  that  the  authorities  owning  these  classes  of 
bridges  arc  also  generally  empowered  to  regulate 
traffic,  and  it  will  devolve  upon  their  executive  engi- 
neer to  consider  the  principle  of  equity  involved  in  the 
question,  whether  the  publicly  owned  bridge  should  be 
capable  of  accommodating  some  unusual  "freak"  load, 
avoidable  at  a  certain  cost  to  the  transportation  com- 


December  13,  1916 


THE  CONTRACT  RECORD 


in:; 


pany,  or  whether  the  traffic  regulations  should  not 
control  the  use  of  the  bridge  for  such  purposes  on  the 
basis  of  engineering  economics. 

The  figures  given  in  the  following  tables  are  con- 
sidered safe  maximums  for  usual  cases,  and  are  recom- 
mended for  adoption  only  in  default  of  specific  informa- 
tion from  the  responsible  engineer. 

Impact 

The  function  of  the  so-called  impact  allowance  is 
twofold.  Firstly,  to  take  care  of  actual  increases  in 
the  magnitude  of  the  applied  load  liable  to  occur  at  in- 
frequent intervals.  Secondly,  to  make  provision  for 
the  increased  stresses  due  to  dynamic  application  of 
the  loads.  To  the  uniformly  distributed  loads  des- 
cribed above  only  the  first  aspect  of  impact  will  apply, 
and  in  so  much  as  same  maximum  figures  are  recom- 
mended for  adoption  no  further  increment  for  use  at 
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Diagrams  of  wheel  loads  applying  to  steel  highway  bridges. 

normal  unit  stresses  is  considered  necessary.  To  con- 
centrated wheel  loads  both  aspects  of  impact  may  be 
presumed  to  apply,  and  a  simple  percentage  of  the 
static  load  is  suggested  as  the  increment.  It  is  be- 
lieved that  the  effects  of  the  dead  load  and  the  length  of 
the  span  affected  are  suitably  provided  for  in  this  per- 
centage, in  so  much  as  the  concentrated  loads  - will 
in  "-ene'ral  govern  floor  members  only,  and  the  type 
and&weight  of  floor  will  bear  some  sensible  relation  to 
the  magnitude  and  ferocity  of  the  wheel  loads. 

Table  of  Live  Loads 
1.  For  floor  stringers,  cross  beams,  hangers,  and  any 
members  of  trusses  and  girders  where  concentrated  wheel 
loads  govern  the  sections. 

Trucks,  etc. 

Uniform  Load       Street  Cars  See  Dia.  D 

Class  J     100  lbs.  per  sq.  ft.    Diagram  A         2-15  ton  along- 
side or  following 
Class  2    100  lbs.  per  sq.  ft.    Diagram  R        1-15  Ton  . 
Class  3    100  lbs.  per  sq.  ft.    Diagram  B  or  C  1-10  Ton 

(if  any) 


Class  4     80  lbs.  per  sq.  ft.    None  1-6  Ton 

Class  5     60  lbs.  per  sq.  ft.    None  1-4  Ton. 

2.  For  trusses  and  girders. 

Uniform  Load  Street  Cars 

Class  1. 

100  lbs.  per  sq.  ft.  up  to  :i00     3400  lbs.  per  ft.  per  track  for 
ft.,  thence  diminishing  ar-      freight  cars.    2000  lbs.  per  ft. 
ithmetically  to  a  minimum     per  track  for  passenger  cars, 
of  75  lbs.  at  400  ft. 
Class  2. 

100  lbs.  per  sq.  ft.  up  to  100     2000  lbs.  per  foot  per  track, 
ft.,  thence  diminishing  ar- 
ithmetically to  a  minimum 
of  60  lbs.  at  :S00  feet. 
Class  3. 

80  lbs.  per  sq.  ft.  up  to  100      moo  lbs.  per  fool  per  track 
ft.,  thence  diminishing  ar-         if  any. 
ithmetically  to  a  minimum 
of  50  lbs.  at  200  feet. 
Class  4. 

80  lbs.  per  sq.  ft.  up  to  80  None 
ft.,  thence  diminishing  ar- 
ithmetically to  a  minimum 
of  50  lbs.  at  200  feet. 
Class  5. 

60  lbs.  per  sq.  ft.  up  to  60  None 
ft.,  thence  diminishing  ar- 
ithmetically to  a  minimum 
of  40  lbs.  at  100  feet. 

1  Scope  and  Combination  of  Loads 

Uniform  live  load  shall  be  applied  to  full  width 
of  road  surface  between  wheel  guards  and  on  sidewalks 
to  the  maximum  clear  width  available  for  traffic.  The 
assumed  equivalent  uniform  live  load  for  street  cars 
shall  be  applicable  to  the  whole  length  of  the  trackage 
on  the  span  or  any  portion  thereof.  Each  street  car 
track  shall  be  assumed  to  occupy  10  feet  width  of 
roadway.  The  following  combinations  shall  be  con- 
sidered possible : — 

Street  car  loads  and  other  concentrated  or  uniform 
loads  for  floor  beams  and  hangers. 

Street  car  loads  and  half  uniform  load  on  remainder 
of  floor  surface  for  trusses  of  Classes  1,  2  and  3. 

When  sidewalks  are  carried  on  brackets  outside  of 
the  main  trusses  provision  shall  be  made  in  the  trusses 
for  the  cantilever  effect  of  loading  one  sidewalk  and 
the  full  road  surface  between  trusses  with  75  per  cent, 
of  the  specified  uniform  loading. 

Impact 

The  percentages  of  the  live  load  from  wheel  con- 
centrations to  be  added  for  impact  will  be  as  follows : 
To  stringers  forty  per  cent. 

To  floor  beams  and  hangers  and  other  truss  mem- 
bers affected  20  per  cent. 


The  electrical  industry  of  Montreal,  in  practically  all 
branches,  is  very  busy  at  the  present  time.  The  building  and 
operation  of  munitions  plants  have  a  strong  influence  on  the 
industry — for  instance,  there  has  been  a  very  good  demand 
for  motors  and  accessories,  and  at  one  period  it  was  exceed- 
ingly difficult  to  obtain  immediate  deliveries.  The  muni- 
tions and  industrial  plants  are  large  consumers  of  current, 
and  the  business  of  the  power  companies  shows  a  marked 
expansion.  W  ith  regard  to  electrical  supplies,  the  difficulty 
of  manufacturers  is  in  some  instances  to  obtain  an  adequate 
supply  of  raw  materials,  while  prices  for  the  various  ma- 
terials have  advanced  to  very  high  figures. 
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Report  oa  Reads  of  Wellington  County, 
Onta  rio 

The  report  of  County  Road  Superintendent  J.  M. 
Young  u.i>  read  at  a  recent  session  of  the  council  of 
Wellington  County.  Ont.,  and  was  referred  to  the 
Count)  Roads  Committee.  Owing  to  road  repairs  com- 
ing  under  the  Highway  Improvement  Act  this  year, 
u  was  Stated  that  the  system  of  carrying  out  the  work 
had  to  he  somewhat  changed.  Difficulties  also  arose 
On  account  of  the  scarcity  of  suitable  labor  and  the 
almost  impassable  condition  of  the  roads  in  the  spring, 
due  to  the  very  severe  winter  frost  and  the  extremely 
wet  weather  in  the  early  part  of  the  season.  Though 
these  circumstances  prevented  the  work  being  carried 
out  in  some  cases  as  satisfactorily  as  it  might  have 
Keen,  the  superintendent  and  the  several  commission- 
ers bj  united  effort  succeeded  in  bringing  the  roads 
to  a  much  better  state  of  repair  than  was  expected. 
Se\  eral  sections  of  stone  road  which  had  become  rough 
had  been  reinforced  with  Tarvia  A.  and  B.  and  ap- 
peared to  be  doing  very  well,  but  the  superintendent 
preferred  to  wait  until  next  summer  before  making  a 
recommendation  as  to  its  value.  Road  oil  was  used  on 
several  sections  of  road  and  in  every  case  gave  satis- 
faction. Mr.  Young  believed  it  should  be  used  on 
all  roads  which  had  been  well  constructed,  as  it  would 
be  the  cheapest  system  of  maintenance.  He  recom- 
mended that  the  epiestion  of  purchasing  road  oil  be 
taken  up  early  in  the  session  and  that  some  system 
of  storing  it  be  devised  so  that  it  might  be  purchased 
at  the  lowest  possible  price.  A  number  of  bridges 
were  constructed  or  are  in  course  of  construction. 
<  taring  to  the  scarcity  of  steel  and  iron,  several  had  not 
been  completed,  and  the  superintendent  stated  that 
some  of  tlie  bridges  whose  completion  had  been  de- 
laved  till  late  in  the  season  would  not  have  as  good 
a  finish  as  if  they  had  been  completed  earlier.  A  list 
•  t  all  bridges  of  10-foot  span  and  over  was  included 
in  the  report.    These  were  as  follows : — 

Brown's  bridge,  county  road  No.  41.  Arthur  Town- 
ship. 35  ft.  span,  reinforced  concrete  truss,  railings. 
Not  completed. 

Stirton  bridge,  county  road  No.  36,  Peel  Township, 
35  ft.  span,  reinforced  concrete  truss.  Almost  com- 
pleted. 

Flax  Mill  bridge,  county  road  No.  37,  Maryborough 
Township,  70  ft.  span,  reinforced  concrete  truss.  Not 
completed. 

McKee's  bridge,  county  road  No.  12,  Peel  Town- 
ship, 24  ft.  reinforced  concrete  beam  span  with  break- 
water.   Fully  completed. 

Campbell's  bridge,  county  road  No.  32,  Peel  Town- 
ship, beam  span  reinforced  concrete.  Completed. 

McCarron's  bridge,  county  road  No.  32,  Peel  Town- 
-hip.  14  ft.  span,  reinforced  concrete  slab.  Completed. 

Gregson  bridge,  county  road  No.  23,  Erin  Town- 
ship, reinforced  concrete  slab.  Completed. 

Prison  Farm  bridge,  county  road  No.  4,  Guelph 
Township,  10  ft.  span,  reinforced  concrete  slab.  Com- 
pleted. 

Howe  bridge  No.  1,  county  road  No.  5,  Pilkington 
Township.  14  ft.  reinforced  concrete  slab.  Completed. 

Howe  bridge  No.  2,  county  road  No.  5,  Pilkington 
Township,  30  foot  reinforced  concrete  truss.  Abut- 
ments only  built. 

Gibson  bridge,  county  road  No.  29,  West  Garafraxa, 
63  foot  span,  reinforced  concrete.  Abutments  only 
built. 

Several  culverts  under  ten-foot  span  were  also 
erected  during  the  season  and  a  large  number  of  pipe 


culverts  placed,  w  here  necessary.  With  regard  to  ma- 
terial for  repairing  roads,  it  was  recommended  that 
the  teaming  be  done  in  the  winter  and  the  material 
placed  in  piles  as  close  as  possible  to  where  the  repairs 
would  probably  be  needed.  The  labor  problem  in  the 
summer  season  appeared  to  be  getting  more  difficult 
to  solve  each  year. 

The  report  of  the  treasurer  showed  that  up  till 

the  end  of  November  the  count)'  had  expended  $50,- 
173:55  on  roads  during  the  year.  Of  this  amount, 
$41,302.33  was  for  county  roads,  $2,537.43  for  town- 
ships and  villages  off  county  roads,  $1,6,8.5.61  for  road 
machinery,  and  $4,648.18  for  miscellaneous  roads. 


Split  Log  Drag  Competition  in  Manitoba 

At  a  recent  meeting  of  the  executive  committee  of 
the  Manitoba  Good  Roads  Association  the  judges'  re- 
port on  the  1916  annual  split  log  drag  competition  was 
made  public.   The  awards  were  as  follows!  . 

Gravel  Class. 

1.  $50  and  Banfield  Cup— Second  mile  of  the  east 
main  road  from  R.  Lot  110  to  R.  Lot  94,  in  Ward  1, 
Municipality  of  East  St.  Paul. 

2.  $30 — First  mile  of  east  main  road  from  Kildonan 
boundary  as  far  as  R.  Lot  110,  Municipality  of  East  St. 
Paul. 

3  $20 — One  mile  on  Warren  Road  through  25-13- 
1E,  Municipality  of  Rockwood. 

3.  Special  prize,  the  T.  Eaton  watch — One  mile 
east  of  13-14-1 E.,  Municipality  of  Rockwood. 

4.  $10— One  mile  between  16-21-13-2E.,  Munici- 
pality of  Rockwood. 

4.  Special  prize,  $10 — One  mile  north  from  the  Kil- 
donan boundary  on  the  two-mile  road  (Panet  Road), 
Municipality  of  East  St.  Paul.  ' 

Special  prize — Cuff  links  presented  by  Messrs. 
Henry  Birks  &  Sons — Two-mile  road,  one  mile  south 
from  the  Hoddinott  Road  or  Village  of  Bird's  Hill, 
Municipality  of  East  St.  Paul. 

Earth  Class. 

1.  $50  and  the  Henry  Birks  &  Sons  shield — Two 
miles  between  4  and  5-11-5E.  and  32  and  33-10-5E.. 
Municipality  of  Springfield. 

2.  $30 — Two  miles  extending  westward  from  the 
C.N.R.  station  at  St.  Agathe,  between  R.R.  Lots  559 
and  651  to  southwest  corner  Section  23-7-2E.,  Munici- 
pality of  Macdonald. 

3.  $20— Two  miles  north  of  22  and  23-16-2E.,  Muni- 
cipality of  Rockwood. 

4.  $10— Two  miles  north  of  10  and  11-16-2E.,  Muni- 
pality  of  Rockwood. 

The  report  states  that  there  were  many  very  fine 
pieces  of  gravel  roads  in  the  competition,  all  of  them, 
generally  speaking,  in  good  condition.  The  judges 
state  that  "the  extension  of  the  dragging  season  is,  in 
the  opinion  of  your  judges,  an  excellent  improvement 
on  the  method  of  only  dragging  for  two  or  three 
months  during  the  year,  and  we  are  firmly  convinced 
that  the  only  way  to  maintain  an  earth  road  is  to  drag 
it  at  the  proper  time  and  until  the  freeze-up.  The 
benefit  to  roads  that  have  been  thus  dragged  will  be 
marked,  especially  in  the  spring,  after  the  snow  goes, 
and  we  would  strongly  recommend  that  this  practice 
be  adhered  to  in  future  competitions." 

The  report  urges  that  some  plan  be  inaugurated 
whereby  more  municipalities  would  be  induced  to 
maintain  their  leading  roads  by  a  system  of  dragging" 
throughout  the  season,  and  municipalities  are  urged  to 
take  advantage  of  the  government's  offer  to  send  out 
an  organizer  and  instructor  for  the  purpose  of  main- 
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taining  their  roads  in  a  more  uniform  manner.  It  was 
also  suggested  that  this  matter  be  again  brought  to  the 
attention  of  all  municipalities  in  the  province  in  the 
form  of  a  campaign  for  better  road  maintenance.  The 
town  of  Stonewall  and  the  municipality  of  Rockwood 
were  mentioned  as  especially  deserving  of  commenda- 
tion for  placing  large  mileages  in  the  competition.  The 
judges  were  Messrs.  S.  R.  Henderson,  \Y.  F.  Tallman, 
A.  McGilliyray,  and  A.  C.  Emmett. 


The  Problems  of  Street  Congestion  and 
Motor  Vehicle  Traffic 

By  N.  P.  Lewis* 

Among  the  most  difficult  problems  presented  to 
road  planners  is  that  of  street  traffic.  The  increase  in 
the  volume  of  this  traffic  has  been  almost  sensational 
during  recent  years,  especially  since  the  use  of  the 
motor  vehicle  became  general.  While  this  increase  is 
quite  obvious  in  all  cities,  the  statistics  in  street  traffic 
in  London  are  unusually  complete,  and  the  reports  of 
the  London  traffic  branch  of  the  Board  of  Trade  bring 
out  some  remarkable  facts.  The  number  of  horse- 
drawn  cabs  licensed  by  the  Metropolitan  Police  de- 
creased from  11,404  in  1903  to  2.385  in  1912,  while  dur- 
ing the  same  period  the  number  of  motor  cabs  in- 
creased from  1  to  7,969.  During  the  same  period  the 
motor  omnibuses  increased  from  13  to  2,908,  while  the 
3,623  horse-drawn  omnibuses  in  1903  have  entirely  dis- 
appeared. Some  remarkable  statistics  are  given  as  to 
the  number  of  vehicles  passing  certain  points  at  certain 
hours  and  during  the  day,  but  the  surprising  feature  of 
these  statistics  is  that  the  total  number  of  vehicles 
licensed  in  1912,  including  tramway  cars,  was  actually 
203  less  than  in  1903.  No  better  illustration  is  afforded 
of  the  enormous  increase  in  the  service  rendered  by 
motor  vehicles  owing  to  their  higher  speed  and  greater 
flexibility. 

On  certain  streets  of  all  busy  cities  the  number  of 
vehicles  is  so  great  and  the  resulting  congestion  is  so 
serious  that '  students  of  this  problem  have  become 
much  alarmed,  and  are  discussing  the  need  of  more 
effective  traffic  regulation.  The  easiest  solution  of  this 
problem  appears,  however,  to  be  the  better  diffusion  or 
distribution  of  traffic,  and  this  can  in  no  way  be  more 
effectivelv  brought  about  than  by  a  better  and  more 
uniform  standard  of  improvement  of  the  roadways  of 
both  urban  and  rural  highways. 

Why  is  it  that  so  many  drivers  of  vehicles  tend  to 
use  the  same  street  when  many  different  possible 
routes  could  be  followed?  Undoubtedly  the  chief  rea- 
son is  that  they  wish  to  use  the  streets  that  are  best 
paved.  In  the  case  of  the  motor  vehicle  a  slight  de- 
tour, with  corresponding  increase  of  distance,  is  of  lit- 
tle consequence,  and  time  will  actually  be  saved  by  the 
avoidance  of  traffic  congestion,  but  those  who  are  rid- 
ing, especially  for  pleasure,  prefer  to  follow  the  streets 
that  are  most  attractive — those  on  which  the  abutting 
property  has  been  improved  to  a  higher  degree  and  in 
a  little  more  sightly  manner.  When  our  streets  shall 
have  become  uniformly  well  paved  and  w  hen  the  pro- 
perty along  them  shall  have  been  improved  according 
to  better  standards — not  necessarily  with  palatial 
homes,  but  with  good  taste — when  tree-planting  is 
taken  up  more  seriously,  and  when  the  space  not  need- 
ed for  roadwavs  and  footpaths  is  devoted  to  grass  plots 
or  planted  with  shrubbery,  those  with  whom  time  is 
not  the  important  element  will  follow  these  streets, 
now  given  over  wholly  to  the  delivery  wagons  of  the 
milkman,  the  grocer,  and  the  butcher,  and  appreciable 

*  Chief  engineer  of  the  Hoard  of  Kstimate  anil  Apportionment,  New  Vork 
City,  at  annual  dinner  of  American  Road  Huilders'  Association. 


progress  will  have  been  made  in  the  solution  of  the 
traffic  problem.  There  is,  however,  a  very  serious  pro- 
blem which  has  grown  out  of  the  use  of  motor  vehicles, 
namely,  the  increasing-  weight,  the  increasing  wheel 
loads,  and  the  increasing  size  of  these  vehicles.  The 
motor  or  the  tractor  can  overcome  grades  with  heavy 
loads  which  were  impossible  to  the  horse-drawn 
vehicle,  and  highway  officials  responsible  for  the  main- 
tenance of  our  city  streets  and  of  the  country  high- 
ways leading  out  of  them  are  greatly  concerned  at  the 
damage  inflicted  upon  road  surfaces  by  these  loads. 
The  only  effective  remedy  appears  to  be  the  enactment 
of  drastic  ordinances  and  laws  which  will  absolutely 
prohibit  the  use  of  vehicles  hav  ing  more  than  a  speci- 
fied load  per  inch  width  of  tire,  and  that  load  should 
probably  be  less  for  steel  tires  than  for  rubber  tires. 

The  width  and  length  of  such  vehicles  is  a  matter 
of  serious  concern,  especially  on  city  streets.  Where 
roadways  have  been  designed  to  accommodate  a  cer- 
tain number  of  lines  of  traffic  and  the  number  of  lines 
is  reduced  through  an  increase  in  the  width  of  the 
vehicles,  the  capacity  of  the  roadway  is  reduced  in  still 
greater  proportion,  and,  if  this  increase  in  width  is 
allowed  to  proceed,  very  costly  street  widenings  will 
become  necessary.  In  this  case,  also,  it  would  appear 
to  be  necessarv  to  prohibit  absolutely  the  use  on  our 
highways  of- vehicles  having  more  than  a  certain  speci- 
fied width.  The  State  Legislature  of  Pennsylvania  in 
1913  passed  a  law  prohibiting  the  registration  of  motor 
vehicles  exceeding"  90  inches  in  width  of  loads  and 
vehicle  combined,  except  that  motor  buses  for  carrying 
passengers  mav  be  used  within  the  limits  of  cities  of 
the  first,  second,  and  third  classes  having  a  total  width 
of  100  inches.  The  law  also  prohibits  loads  in  excess 
of  24,000  pounds  for  vehicle  and  load  combined  or  in 
excess  of  18,000  pounds  gross  load  on  any  .axle,  or  750 
pounds  for  each  nominal  inch  width  of  solid  tire. 

Fortunatelv,  the  tendency  of  the  manufacturers  of 
motor  trucks  appears  to  be  in  the  direction  of  more 
moderate  loads.  Of  221  manufacturers  producing  com- 
mercial vehicles  at  the  beginning  of  the  present  year 
133  confined  themselves  to  those  of  less  than  three  tons 
capacity.  Of  the  88  manufacturers  offering  trucks  of 
more  than  three  tons  capacity  12  appear  to  have  in- 
creased this  capacity  in  their  models  for  this  year,  only 
two  of  these  increases  being  the  six  tons,  while  six- 
have  decreased  the  capacity  of  their  trucks,  one  from 
four  to  three  and  one-half  tons,  three  from  five  to  three 
and  one-half  tons,  one  from  six  to  four  tons,  and  one 
from  seven  and  one-half  to  five  tons.  Of  12  newcom- 
ers in  the  field  only  one  offers  a  truck  with  a  capacity 
of  six  tons  and  two  of  five  tons,  while  the  rest  provide 
for  smaller  loads. 

While  the  imposition  of  an  absolute  limit  upon 
wheel  loads  and  upon  the  dimensions  of  vehicles  seems 
necessarv  to  preserve  our  highways;  both  in  the  city 
and  country,  the  development  of  the  motor  vehicle  ap- 
pears on  the  whole  to  present  no  problems  to  highway 
officials,  especially  problems  relating  to  street  conges- 
tion, which  will  not  solve  themselves  with  the  more 
general  improvement  of  our  streets  and  roadways  and 
with  the  adoption  of  a  higher  standard  of  real  estate 
development,  which  will  make  the  subsidiary  high- 
ways more  attractive  to  those  using  motor  vehicles. 


The  Burlington  Steel  Company,  Hamilton,  have 
been  awarded  the  contract  for  reinforcing  steel  for  the 
Canadian  Government  elevator  at  St.  John,  \T.r>.,  con- 
tract for  the  erection  of  which  has  been  let  to  the 
Fegles-Piellows  Eng.  Company. 
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Reinforced  Concrete  Building  Design 

Recommended  Specifications  for  Structures  to  be 
Erected  in  Cities  Not  Having  a  Building  Ordinance 


The  following  spccilicatit »ns  arc  recommended  by 
the  Cortland  Cement  Association.  Chicago,  for  use  in 
designing  buildings  of  reinforced  concrete  to  be  erect- 
ed in  cities  not  having  a  building  ordinance. 

If  alternative  designs  are  to  be  submitted,  these 
specifications  should  accompany  the  architects'  plans 
and  details,  and  be  headed  by  the  following  clause: 
"This  building  has  been  designed  in  accord- 
ance with  the  following  specifications.  Intend- 
ing bidders  wishing  to  submit  alternative  designs 
must   follow  strictly  the  design  specifications 


and  deposit  $   with  bid  to  cover  cost  of 

checking  said  alternative  design,  which  checking 

will  be  done  by  of 

 The  deposit  of  un- 


successful bidders  will  be  returned  when  the 
contract  is  awarded." 

Loads 

The  schedule  of  superimposed  uniform  (live)  loads 
per  square  foot  is  as  follows: 


Roof   pounds  per  square  foot. 

 floor  pounds  per  square  foot. 

 floor  pounds  per  square  foot. 

Etc. 


The  roof  slab,  together  with  the  roof  beams  and 
girders,  shall  be  designed  to  carry  the  full  live  and 
dead  loads.  All  floor  slabs  and  beams  shall  be  de- 
signed to  carry  the  full  live  and  dead  loads.  All  gird- 
er- under  floors  where  the  assumed  live  load  is  under 
120  pounds  per  square  foot  shall  be  designed  to  carry 
all  the  dead  load  and  85  per  cent,  of  the  assumed  live 
load.  No  deductions  for  floor  loads  greater  than  120 
pounds  per  square  foot. 

Every  column,  post  or  other  vertical  support  shall 
be  of  sufficient  strength  to  bear  safely  the  combined 
live  and  dead  loads  transmitted  to  it. 

The  following  reductions  are  permissible  when  the 
live  loads  are  under  120  pounds  per  square  foot : 

For  columns  supporting  roof:  No  reduction. 

For  columns  supporting  top  floor:  A  reduction  of  10 
per  cent,  of  the  live  load  of  the  top  floor  may  be 
made. 

For  columns  supporting  each  succeeding  floor:  A  re- 
duction of  5  per  cent,  of  the  live  load  per  floor 
may  be  made,  but  the  maximum  deduction  for 
any  floor  shall  not  exceed  50  per  cent.  The  re- 
ductions shall  cease  when  a  floor  carrying  a  live 
load  of  more  than  120  pounds  per  square  foot  is 
reached. 

For  floors,  beams,  girders  and  vertical  supports  car- 
rying machinery:  At  least  25  per  cent,  shall  be 
added  to  the  stresses  from  live  loads  to  provide 
for  effect  of  impact  and  vibration. 

For  sidewalks  between  the  curb  and  building  lines: 
Live  loads  shall  be  taken  at  300  pounds  per  square 
foot  or  a  concentrated  load  of  5  tons  at  any  point. 

Materials 

Cement  :  The  cement  shall  meet  the  requirements 
of  the  current  Standard  Specifications  for  Portland  Ce- 
ment of  the-  American  Society  for  Testing  Materials. 


Steel  :  The  steel  shall  meet  the  requirements  of 
the  current  Standard  Specifications  for  Reinforcing 
Steel  of  the  American  Society  for  Testing  Materials. 

Aggregates  and  Water :  The  aggregates  and  water 
shall  meet  the  requirements  of  the  current  specifica- 
tions for  aggregates  and  water  of  the  Portland  Cement 
Association. 

Broken  stone  or  pebble  concrete  not  reinforced 
shall  be  assumed  as  weighing  144  pounds  per  cubic 
foot,  and  when  reinforced  shall  be  assumed  as  weigh- 
ing 150  pounds  per  cubic  foot. 

Stresses 

Extreme  fiber  stress  in  compression  for  1:2:4  con- 
crete, 650  pounds  per  square  inch.  For  1  :3  con- 
crete, 810  pounds  per  square  inch. 

In  direct  compression,  1:2:4  concrete,  450  pounds 
per  square  inch.  l:lj^:3  concrete,  560  pounds  per 
square  inch. 

Shearing  stress  in  concrete  when  diagonal  ten- 
sion is  not  resisted  by  steel,  40  pounds  per  square 
inch  for  1  :2  :4  concrete  and  50  pounds  for  1  :3  con- 
crete. 

Unit  shearing  stress  when  web  reinforcement  is 
used,  120  pounds  per  square  inch,  of  which  40  pounds 
per  square  inch  may  be  resisted  by  the  concrete. 

In  proportioning  the  section  of  concrete  for  shear- 
ing stress,  the  effective  depth  from  centre  of  compres- 
sion area  to  centre  of  steel  area  shall  be  used.  In 
beams  of  T  section  the  width  of  the  stem  shall  be 
used.  In  ribbed  floors  the  width  of  the  stem  and  thick- 
ness of  flange  near  supports  shall  be  proportioned  for 
cumulative  shear  on  the  span. 

Bond  stress  between  concrete  and  reinforcement, 
80  pounds  per  square  inch  for  plain  and  deformed  bars, 
based  on  actual  section. 

Tensile  stress  in  steel,  16,000  pounds  per  square 
inch,  for  main  reinforcement.  Tensile  stress  in  stirrup 
steel,  10,000  pounds  per  square  inch. 

Ratio  of  deformation  of  steel  to  1 :2:4  concrete  shall 
be  taken  at  1  :15  and  to  1  :\1/>  :3  concrete  shall  be  taken 
as  1 :12. 

Compressive  stress  in  steel  shall  be  equal  to  the 
compressive  stress  in  the  concrete  multiplied  by  the 
ratio  of  deformation. 

In  continuous  beams  and  slabs  the  extreme  fiber 
stress  in  concrete  in  compression  may  be  increased  15 

per  cent,  adjacent  to  supports. 

Bearing  on  a  concrete  surface  having  a  total  area 
of  at  least  twice  the  area  of  the  loaded  portion  may 
be  taken  at  700  pounds  per  square  inch  for  1  :2:4  con- 
crete and  875  pounds  per  square  inch  for  1  :1^  :3  con- 
crete, and,  generally,  at  35  per  cent,  of  the  ultimate 
strength  of  the  concrete  used,  when  all  other  stresses 
are  properly  provided  for. 

(To  be  continued) 
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Railway   Tunnel   Lined   by  Pneumatic 
Methods 

PNEUMATIC  methods  of  placing  concrete  are 
being  successfully  made  use  of  in  lining  the 
Sandy  Ridge  tunnel  on  the  Carolina,  Clinch- 
field  and  Ohio  Railway.  This  work  is  charac- 
terized by  the  application  of  a  specially  designed  self- 
contained  concreting  car,  which  is  the  main  element 
of  the  equipment,  and  forms  a  portable  mixing  and 
placing  plant.  The  Sandy  Ridge  tunnel  is  very  nearly 
\l/2  miles  long  and  its  width  is  19  feet.  It  was  opened 
for  traffic  in  1915,  and  the  work  of  lining  is  being 
carried  out  under  traffic. 

The  main  part  of  the  equipment  is  the  concreting 
car,  self-propelled  by  a  gasoline  engine,  and  fitted  with 
a  pneumatic  mixer  and  bins  for  materials.  The  air 
for  placing  the  concrete  is  supplied  by  a  compressed 
air  plant  outside  the  tunnel  and  delivered  through  pipe 
line  in  the  tunnel  with  taps  at  regularly-spaced  inter- 
vals, so  that  the  mixer  on  the  car  may  be  attached. 
The  car  operates  on  the  regular  railway  tracks.  It 
measures  40  feet  long  over  all,  10  feet        inches  wide 


Method  of  holding  steel  forms  in  place  to  permit  tunnel 
to  be  lined. 


and  17  feet  9  inches  from  top  of  rail  to  top  of  car.  The 
mixer  is  located  on  one  side  of  a  central  chamber  ex- 
tending the  width  of  the  car  and  open  on  the  sides, 
which  measures  8^  feet  long  and  10  feet  3  inches 
high.  A  charging  skip  is  located  on  the  other  side 
of  this  space  and  over  the  chamber  is  a  water  tank 
of  1,850  gallons  capacity,  which  supplies  water  for 
the  concrete  and  also  for  cooling  the  gasoline  engine. 
The  storage  bins  for  stone  and  sand  are  placed  at  the 
ends  of  the  car  and  face' the  central  chamber.  A  chute 
from  each  bin,  controlled  by  a  gate,  leads  to  the  charg- 
ing skip.  Cement  is  stored  under  the  stone  bin  and 
the  gasoline  engine  and  driving  equipment  is  housed 
beneath  the  sand  bin. 

Sand  and  stone  are  chuted  to  the  charging  skip, 
which  is  raised  on  inclined  guide  rails  by  compressed 
air  to  a  position  above  the  mixer,  where  it  automatic- 
ally dumps.  An  8-inch  outlet  pipe  conveys  the  con- 
crete to  the  forms.    The  end  of  this  pipe  is  branched, 


one  line  being  arranged  to  shoot  the  concrete  into  the 
arch,  and  the  other  being  bent  to  direct  the  material 
to  the  foundation  and  sidewall. 

Five  men  are  required  to  operate  the  equipment. 
One  man  controls  the  charging  skip,  supply  of  water, 
mixing  and  discharge  of  the  batch.  One  man  operates 
each  chute  and  two  men  carry  and  empty  the  cement 
bags. 

Loading  and  Storage  Trestle 

To  keep  the  car  supplied,  a  timber  trestle  is  built 
outside  the  tunnel  under  which  the  car  runs,  receiv- 
ing stone,  sand,  cement  and  water  by  gravity.  Under- 
cut gates  allow  the  sand  and  stone  to  be  drawn  from 
overhead  bins.  Cement  in  bags  is  chuted  into  the  car. 
There  are  27  bins  with  a  capacity  of  324  cubic  yards  of 
aggregate,  while  above  the  deck  of  the  trestle  a  track 
enables  the  storage  of  five  loaded  hopper  cars  giving 
an  extra  storage  of  300  cubic  yards. 

Collapsible  steel  forms  are  employed  except  for 
the  arch  ring,  where  wooden  forms  on  steel  ribs  are 
used.  The  sketch  shows  the  manner  in  which  the 
forms  are  held  to  the  rock  wall.  A  rod  about  20  ins. 
long  split  at  one  end  and  threaded  at  the  other,  with 
the  point  of  a  wedge  just  entering  the  split,  is  in- 
serted in  a  hole  drilled  in  the  rock.  The  rod  is  driven 
hard,  causing  the  wedge  to  spread  the  split  and  hold 
fast.  A  square  coupling  is  screwed  in  the  tapped  end 
of  the  rod  and  a  second  rod  screwed  into  the  outer 
end  of  the  coupling.  A.  third  section  is  similarly  fas- 
tened to  the  rod  and  holds  the  form  in  place.  The 
square  shape  of  the  couplings  prevents  their  turn- 
ing when  the  outer  rod  is  unscrewed. 

The  forms  occur  in  sections  of  30  feet,  and  when 
a  section  is  prepared,  one  end  is  caused  to  overlap  the 
concrete  last  placed  and  a  bulkhead  of  sand  bags  is 
constructed  at  the  open  end,  which  is  built  up  as  the 
concrete  rises.  An  entire  section  of  concrete  is  not 
placed  at  once  owing  to  the  pressure  of  the  wet  ma- 
terial, but  the  walls  are  constructed  to  the  spring-line 
at  one  operation. 


Colored  Concrete 

For  the  production  of  colored  effects  in  concrete 
work  the  following  proportions  for  a  finishing  coat  are 
given  by  the  National  Builder : 

Gray — Carbon-  black,  ]/2  lb.  to  one  bag  of  cement. 

Brown — Iron  oxide,  6}4  lbs.  to  one  bag  of  cement. 

Red — Iron  oxide,  7l/2  lbs.  to  one  bag  of  cement. 

Bright  Red — Pompeian  red,  6J4  lbs.  to  one  bag  of 
cement. 

Buff  or  Yellow— Yellow  ochre,  12^— \7l/2  lbs.  to 
one  bag  of  cement. 

The  eolorinp-  material  should  be  mixed  drv  with  the 
cement,  and  all  these  ingredients,  including  water,  must 
be  measured  exactly  and  mixed  carefully,  as  the  color 
always  changes  to  some  extent. 

By  mixing  five  pounds  of  coloring  matter  with 
each  bag  of  cement  in  1 :2  mortar  the  following  colors 
will  result : 

Brown — Roasted  iron  oxide. 

Buff  or  Yellow — Yellow  ochre. 

Blue — Ultramarine. 

Gray  to  Dark  Slate— Lampblack  or  carbon  black. 

The  Grand  Trunk  Railway  Company  will  erect  at  their 
new  shops  at  Port  Huron  which  are  to  replace  those  de- 
stroyed by  fire  some  time  ago,  a  power  house  containing 
six  150  h.p.  boilers,  serving  double  steam  turbo-generating 
units  of  300  kw.  for  developing:  electric  power  for  lighting 
and  operation  of  machines,  all  of  which  will  be  motor  driven. 
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Practical  Hints  for  the  Contractor 

that  may  save  him  time  and  money.  If  you  know  any  labor-saving  scheme, 
soul  it  in    preferably  with  illustrations.     We  will  pay  for  all  accepted  articles. 


Casing  Wood  Stave  Pipe  to  Prevent  Decay 

Wood  Maw  pipe  extensively  used  for  carrying 
water,  i-  being  more  and  more  commonly  cased  with 
concrete  t<>  eliminate  decay.  This  practice  is  most 
coinm. mi  for  large  size  pipe.  As  the  pipe  is  ordinarily 
buried,  the  most  economical  method  of  uncovering  and 

,'  J'tJUrate/rorf 


~3'/yAnyfe  Iron 
Bent  to  W Radius 


Casing  a  wood  pipe  with  concrete  when  it  is  buried  and  full  of  water. 

concreting  warrants  consideration.  The  plan  of  one 
contractor  was  as  follows  : 

All  the  earth  covering  was  first  removed  halfway 
down  the  pipe.  Then  at  intervals  of  15  feet  strips  of 
earth  3  or  4  feet  wide  were  excavated  under  the  pipe 
and  the  space  filled  with  concrete,  using  the  wood  forms 
illustrated.  After  these  preliminary  concrete  saddles 
had  hardened,  the  earth  between  them  was  excavated 
and  the  space  concreted  as  before.  This  method  pre- 
vented any  settlement  of  the  pipe,  which  was  running 
full  of  water. 

The  final  operation  was  to  cover  with  concrete  the 
tops  of  the  pipe,  using  the  sheet  steel  form  illustrated. 
About  4,r/2  miles  of  pipe  were  cased  as  described.  The 
contract  price,  exclusive  of  cement,  was  $4.56  per  lineal 
foot. — Contractors'  Review. 


Haulage  Outfit  for  Gutting  Down  a  Hill 

A  contractor's  haulage  system  for  building  a  cut 
and  fill  incline  is  shown  by  the  accompanying  sketch, 
reproduced  in  the  first  issue  of  the  new  United  States 
magazine.  Contractors'  Review.  Such  a  construction 
condition  arises  in  street  and  road  work  where  a  hill 
has  to  be  cut  down.  For  example,  on  most  road  con- 
struction along  existing  routes,  grading  is  simply  a 
task  of  smoothing  to  profile  by  scrapers  and  graders; 
deep  cutting  and  filling  is  rare.  Usually  there  is  some- 
where on  the  route  a  hill  to  be  cut  down  and  a  valley 


Ulllll! 

filled,  involving  cut  and  embankments  from  a  few  hun- 
dred to  perhaps  a  thousand  feet  long.  These  rare 
pieces  of  heavy  grading  do  not  warrant  a  steam  shovel 
ami  car  outfit,  but,  on  the  other  hand,  they  are  pretty 
heavy  for  a  scraper  outfit.  The  system  illustrated  is 
designed  for  these  isolated  heavy  grading  jobs. 

lu  the  sketch  the  dotted  line  indicates  the  original 
surface  and  the  lines  A  B  the  new  grades  composed  of 
cut  and  fill.  Two  lines  of  light  truck  are  lined  as 
shown,  and  two  cars,  C  D,  are  employed.  From  car  C 
a  rope  extends  to  sheave  E,  thence  to  brake  drum  F, 
thence  to  sheave  G,  and  then  to  car  D.  When  car  D  is 
loaded  the  brake  F  is  released  and  the  loaded  car  de- 
scends the  grade  and  pulls  the  empty  car  C  up  to  the 


Method  of  removing  a  hill  and  filling  an  embankment  by 
•  trucks  and  hauling  line. 

cut  piece  in  position  for  loading.   The  truck  and  haul- 
ing line  are  extended  as  the  work  proceeds.    For  cut 
and  fill  up  to  1,000  feet  this  arrangement  is  highly  sat-' 
isfactory. 


Garbage  Disposal  Proves  Profitable 

Tl  I  E  question  of  garbage  disposal  is  one,  no 
doubt,  which  a  great  many  municipalities  have 
difficulty  in  solving.  There  is  the  necessity  in 
the  first  place  of  selecting  a  suitable  locality  in 
order  to  facilitate  the  collection  of  the  garbage  and  pre- 
vent too  great  expense  through  having  to  convey  it 
long  distances  in  the  dump  carts,  and  in  the  second 
place  there  must  be  no  inconvenience  or  discomfort  to 
residents  in  the  neighborhood  on  account  of  unpleasant 
odours.  The  results  of  experiments  which  have  been 
carried  on  in  the  city  of  Pontiac,  Mich.,  show  that  not 
only  have  these  difficulties  been  largely  overcome,  but 
the  disposal  plant  is  being  operated  on  a  profit-yield- 
ing basis. 

The  system  used  in  the  Pontiac  garbage-disposal 
plant  is  such  that  there  are  no  objectional  odours  no- 
ticeable outside  of  the  plant,  and  even  in  the  interior 
the  odour  is  by  no  means  strong  or  offensive.  This 
desirable  result  is  obtained  bv  the  use  of  steel  tanks 
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in  which  the  garbage  is  digested  under  a  pressure  of 
70  pounds  of  steam  and  a  vacuum  pump  which  draws 
off  the  offensive  odours  continuously  during  the  pro- 
cess, the  gases  being  condensed  and  discharged  into 
a  sewer.  A  solution  of  nitrocene  is  also  injected  into 
the  gases  before  their  discharge,  to  insure  their  pro- 
per disposal. 

The  recovery  of  by-products  is  an  important  factor 
in  the  garbage  disposal  problem  which  municipalities 
cannot  afford  to  overlook.  The  experiments  made  at 
the  Pontiac  plant  show  that  the  profits  to  be  made 
trom  these  materials  may  justify  considerable  initial 
expenditure  in  the  installation  of  an  efficient  plant. 
The  method  of  digesting  and  cooking  the  garbage,  as 
carried  on  at  Pontiac,  made  it  possible  to  obtain  at 
least  250  pounds  of  tankage  and  43.75  pounds  of  grease 
per  ton  of  raw  garbage  treated.  An  analysis  of  this 
tankage  showed  it  to  contain  materials  of  commercial 
value  in  quantities  as  follows :  Nitrogen,  3.03  per  cent. ; 
phosphoric  acid,  3.45  per  cent. ;  potash,  0.9  per  cent. 
Based  on  this  analysis  an  estimate  was  made  of  the 
value  of  the  tankage  per  ton.  This  estimate  showed 
the  following  figures:  Nitrogen,  $12.20:  phosphoric 
acid,  $2.76;  potash,  $1.53.  Total,  $16.49.  The  price  of 
the  nitrogen  was  figured  at  20  cents  per  pound ;  the 
phosphoric  acid  at  4  cents,  and  potash  at  8.5  cents ; 
these  being  the  prevalent  wholesale  prices  at  the  time 
of  the  test.  From  these  figures  it  will  be  seen  that 
there  is  a  value  of  $2.06  per  ton  of  raw  garbage  ob- 
tainable from  this  by-product  alone,  provided  it  is 
uniformly  as  rich  as  the  sample.  This  is  about  three 
times  as  valuable  as  the  average  tankage  which  is 
obtained  from  garbage-reduction  plants  using  solvents 
to  obtain  the  grease. 

However,  $6  per  ton  may  generally  be  taken  as  a 
fair  average  of  the  selling  value  of  garbage  tankage, 
and  on  a  basis  of  250  lbs.  per  ton  of  raw  garbage, 
the  value  available  per  ton  of  the  raw  material  is  75 
cents.  It  may  be  calculated  that  the  grease  can  be  dis- 
posed of  at  5  cents  per  pound,  which  is  a  conservative 
estimate,  and  thus  it  will  be  worth  $2.19  per  ton  of  raw 
garbage.  The  combined  value  of  the  by-products  is, 
therefore,  $2.94  per  ton  of  raw  garbage. 

On  the  basis  that  five  tons  of  raw  material  is 
handled  in  the  plant  per  day  and  that  it  can  be  dis- 
posed of  at  $2.94  per  ton,  the  gross  revenue  derived  is 
$15.70.  The  operating  expenses  of  the  Pontiac  plant 
are  estimated  at  $11  per  day,  not  including  the  smaller 
items,  such  as  lubricating  oils,  waste,  light,  telephone 
and  the  larger  items  of  interest  on  investment,  depreci- 
ation and  maintenance,  etc.  This  operating  cost  is 
calculated  as  follows:  One  foreman,  $4, per  day;  one 
assistant,  $2  per  day;  coal,  $5  per  day;  total  $11.  The 
net  revenue  per  day  when  working  on  a  five-ton  basis 
is,  therefore,  $3.70.  A  much  greater  amount  of  coal 
was  required  when  the  test  was  being  made  at  Pontiac 
than  would  have  been  necessary  had  certain  changes 
in  the  equipment  been  made  previously,  such  as  the 
installation  of  a  press  to  assist  in  drying  the  tankage 
and  the  substitution  of  an  electric  drive  for  the  agi- 
tator in  place  of  the  steam  engine  then  in  use. 

Many  Canadian  municipalities  could,  no  doubt, 
profit  by  the  experience  which  has  been  gained  at 
Pontiac.  Would  it  not  be  better  to  make  a  .slight  in- 
crease in  initial  outlay  if  by  so  doing  a  system  of  gar- 
bage-disposal can  be  installed  in  which  the  profits 
from  the  by-products  can  be  made  to  cover  the  cost 
of  reduction?  The  results  of  the  experiment  in  this 
United  States  city  have  demonstrated  that  garbage  in 


as  small  quantities  as  five  tons  per  day  can  be  re- 
duced on  a  profit-yielding  basis. 


Electric  Refuse  Trucks 

By  A.  Jackson  Marshall* 

The  collection  of  refuse  is  a  class  of  municipal  service 
in  which  motor  vehicles  are  becoming  more  and  more  popular. 
As  evidence  of  what  can  be  accomplished  where  conditions 
are  of  the  kind  that  wemld  generally  be  termed  as  decidedly 
unfavorable,  the  experience  of  an  English  municipality  will 
be  found  full  of  interesting  and  enlightening  information. 

In  Barnes,  England,  the  machines  now  employed  for 
refuse  collection  are  electric  vehicles.  An  economy  of  23 
per  cent,  has  been  effected  since  the  conversion  from  horse- 
drawn  equipment,  as  well  as  a  distinct  gain  in  service  ren- 
dered. 

The  adoption  of  "electrics"  by  this  municipality  was 
decided  upon  after  a  14-day  test  in  which  one  three-ton 
machine  of  the  type  finally  selected  was  put  in  service.  Its 
operation  was  carefully  watched  and  accurate  records  of 
mileage,  load,  current  consumpti-on,  etc.,  were  kept.  The 
electric  vehicles  employed  have  a  capacity  of  A1/:  cubic  yards, 
and  are  capable  of  a  maximum  speed  of  about  ten  miles  per 
hour.  A  single  charge  of  the  battery  is  sufficient  for  forty  or 
forty-five  miles.  Each  truck  holds  just  twice  as  much  as  the 
type  of  horse-drawn  carts  regularly  used,  and  is  capable  of 
collecting  28  loads  per  week,  as  compared  with  21  loads  for 
the  horse-drawn  vehicle.  It  is  estimated  that  85  "electrics" 
now  fulfill  the  same  service  that  formerly  required  275  horses. 

In  this  municipality  there  are  large  numbers  of  small 
houses,  and  the  vehicle  is  often  required  to  make  three  or 
four  stops  in  one  minute.  The  distance  between  stops  may 
be  no  more  than  15  to  18  feet.  The  electric  truck  is  par- 
ticularly suited  for  such  a  performance,  as  it  is  so  readily 
stopped  and  started. 

A  striking  point  in  the  operation  of  the  machines  is  the 
difference  in  the  time  spent  by  the  two  kinds  of  vehicles- — 
horse  and  electric — in  collecting  and  travelling.  Of  the  8z/> 
hours  in  each  work  day  the  horse  cart  spent  2J4  hours  in 
collecting  and  6^  hours  in  travelling  to  and  from  the  in- 
cinerator, while  the  "electric"  spends  5  hours  and  50  min- 
utes in  collection  and  only  2  hours  and  34  minutes  in 
travelling. 

These  electric  trucks  are  fitted  with  sheet  iron  bodies 
with  hinged  sides  which  can  be  let  down  at  a  convenient 
height  so  that  the  greater  part  of  the  load  can  be  dumped 
in  at  the  sides  direct  from  the  cans  on  the  shoulders  of 
the  fillers.  ^Unloading  is  quickly  and  easily  done  by  the 
power  of.  the  motor.  A  worm  shaft  geared  to  the  motor 
pushes  the  body  backward  about  two  feet,  while  inclined 
tracks  at  either  side  tip  the  body  through  rollers  mounted 
on  its  sides.  The  front  end  of  the  body  is  elevated  and  the 
rear  end  lowered,  a  discharge  angle  of  45  degrees  being 
obtained.  The  entire  operation  of  dumping  and  drawing  the 
body  back  to  its  normal  position  is  accomplished  in  7  or  8 
seconds  by  two  movements  of  a  convenient  switch.  ,  The 
body  is  galvanized  so  that  it  may  be  flushed  out  at  night 
with  a  hose. 

The  Electric  Vehicle  Section,  National  Electric  Light 
Association,  has  record  of  another  example  of  the  efficiency 
gained  by  the  installation  of  electric  trucks  used  for  garbage 
collection  in  the  city  of  Paterson,  New  Jersey.  Twenty 
wagons,  each  with  a  capacity  of  three  cubic  yards  were  used, 
with  three  men  on  each  wagon,  a  driver  and  two  lifters. 
There  are  150  miles  of  street  in  the  city  to  be  covered,  and 
in  the  severe  snow  storms  it  was  impossible  to  give  the  ser- 
vice required.  After  continued  difficulties,  followed  by  many 
complaints,  the  city  decided  to  install  electric  trucks.  Al- 
though  the  initial  expense  was  fairly  heavy,  a  saving  of 
'Secretary  Electric  Vehicle  Section,  National  Electric  Light  Association.  ~ 
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*t>.ooo  wa>  the  estimate  for  the  first  year,  and  for  the  second 

>c.u  the  saving  \s.i>  figured  .it  $22,000  to  $25. 000— and  the 
unproved  service  is  beyond  expectations. 

The  sanitarj.  department  of  the  city  of  Boston  is  also 
operating  electric  trucks  of  rive  tons  capacity,  and  is  finding 
thcui  extremely  satisfactory.  The  trucks  make  25  miles 
per  da>  in  five  trip-,  and  the  work  of  each  truck  is  equal  to 
twice  or  three  times  the  work  which  would  he  done  by  a 
similar  horse  equipment.  v 

Municipalities  in  this  country  are  gradually  becoming 
aware  of  the  efficiency  and  economy  of  the  "electric"  for  re- 
fuse collection,  a  fact  which  has  long  been  realized  and  taken 
advantage  of  in  many  countries  abroad. 


Trade  Publications 

The  Armstrong  Cork  &  Insulation  Company.  Pittsburgh, 
Pa  .  .ire  distributing  an  interesting  pamphlet  entitled  "Fifteen 
Years  on  Brine  Lines,"  and  a  booklet  on  "Nonpareil  Cork- 
Board  Insulation  for  Cold  Storage  Rooms."  Both  publica- 
tions are  illustrated  and  contain  a  quantity  of  useful  informa- 
tion.   They  may  be  had  on  request  to  the  company. 


Mainly  Constructional 

East  and  West—  From  Coast  to  Coast 


Nanoose  Collieries,  Limited,  has  been  incorporated  with 
a  capital  of  $50,000,  head  office  at  Vancouver. 

The  Pacific  Lime  Company,  Limited,  has  been  incor- 
porated with  a  capital  of  $500,000,  head  office  at  Vancouver. 

The  ventilating  system  of  the  new  Connaught  tunnel 
on  the  C.  P.  R.,  the  last  portion  of  the  work,  is  almost  com- 
plete. 

The  Dominion  Cement  Products  Company,  Limited,  has 
been  incorporated  with  a  capital  of  $1,500,000,  head  office  at 
Montreal. 

The  British  Columbia  Equipment  Company,  Limited,  has 
been  incorporated  with  a  capital  of  $100,000,  head  office  at 
Vancouver. 

The  New  Ontario  Contracting  Company,  Limited,  has 
been  incorporated  with  a  capital  of  $40,000,  head  office  at 
Port  Arthur,  Ont. 

The  East  Trail  Water  Company,  Limited,  fias  been  in- 
corporated with  a  capital  of  $10,000,  head  office  at  Trail, 
B.  C,  and  will  operate  as  a  waterworks  company. 

Building  permits  issued  in  St.  Catharines,  Ont.,  in  the 
month  of  November  are  valued  at  $17,600,  an  increase  of 
$400  over  the  same  month  last  year.  The  total  for  the  first 
eleven  months  of  the  year  is  $292,799. 

The  Canadian  Desmond-Stephen  Manufacturing  Com- 
pany. Limited,  has  been  incorporated,  with  a  capital  of  $50,- 
000,  and  will  operate  in  Hamilton,  Ont.,  for  .the  manufac- 
ture of  steam  injectors  and  grinding  wheel  dressers. 

The  Carter-Halls-Aldinger  Company,  Limited,  the  well- 
known  Winnipeg  contractors,  have  been  licensed,  as  an  extra- 
provincial  company,  to  carry  on  business  in  the  province  of 
British  Columbia.  Their  head  office  will  be  at  Vancouver 
Block,  Granville  Street,  Vancouver. 

The  Anglo-Canadian  Engineering  Company,  Limited,  has 
been  incorporated  with  a  capital  of  $20,000,  head  office  at 
Winnipeg.  The  firm  proposes  to  carry  on  the  business  of 
mechanical,  hydraulic  and  electrical  engineering  and  also 
suppliers  of  electricity,  water  and  gas,  and  manufacturers' 
agents. 


I  he  greater  activity  in  Montreal  building  recently  re- 
ferred to  in  the  Contract  Record  is  reflected  in  the  permits 
for  the  month  of  November.  These  total  $865,530,  as  com- 
pared with  $435,745  in  the  corresponding  month  last  year. 
For  the  year  to  date  the  value  was  $5,005,464,  as  against 
$5,441,271. 

The  value  of  the  building  permits  issued  in  Gait,  Ont., 
during  the  month  of  November  this  year  is  $22,700,  as 
against  $160  in  the  same  month  in  1915.  The  total  value  of 
the  permits  issued  during  the  first  eleven  months  of  the 
year  is  $237,795,  as  compared  with  $140,149  during  the  cor- 
responding period  last  year. 

It  is  now  stated  that  the  highway  between  Ottawa  and 
Prescott  is  to  be  built  of  concrete.  The  government  pro- 
poses to  undertake  the  construction  of  the  road  directly  under 
the  Highway  Department,  and  the  legislation  providing  for 
the  appointment  of  commissioners  will  probably  be  repealed 
at  the  coming  session  of  the  legislature. 

John  Macgregor,  Limited,  Montreal,  has  obtained  a 
contract  for  the  extension  of  the  forge  plant  of  Canadian 
Allis-Chalmers,  Limited,  Rockfield,  P.Q.  It  is  on  a  site  200 
x  81,  and  will  consist  of  a  two-storey  brick  and  steel  build- 
ing. The  foundations  are  to  be  of  concrete,  the  windows 
of  steel  sash,  and  the  roof  of  tar  and  gravel. 

The  Canadian  Steel  Foundries,  Welland,  Ont.,  have  let  a 
contract  to  Ryan  and  Gardner  to  build  two  open-hearth  fur- 
naces and  an  extension,  100  feet  long,  to  their  machine  shop. 
One  new  open-hearth  furnace  has  recently  been  completed, 
and  this,  with  the  new  one,  will  double  the  capacity  of  the 
plant.    The  total  extension  will  cost  about  half  a  million. 

The  building  trades  have  had  a  busy  season  this  year 
in  Quebec  City.  A  report  prepared  by  the  city  engineer's 
department  shows  that  the  building  permits  issued  in  the 
city  during  the  past  five  years  represent  an  expenditure  of 
$10,000,000,  an  average  of  $2,000,000  per  annum.  In  the  first 
ten  months  of  this  year  the  amount  reached  over  $2,000,000. 

At  their  inaugural  meeting,  held  recently  at  Hamilton, 
Ont.,  the  Winona  District  Improvement  League  discussed 
the  establishment  of  a  concrete  highway  between  Hamilton 
and  Niagara  Falls,  and  the  proposal  was  received  with  en- 
thusiasm. It  is  planned  to  circulate  a  petition  immediately 
throughout  the  district,  and  later  to  submit  it  to  the  Minister 
of  Public  Works. 

The  values  of  the  permits  issued  at  Welland,  Ont.,  dur- 
ing the  month  of  November  this  year  are  somewhat  behind 
those  of  the  same  month  last  year,  the  figures  being  $15,237 
and  $32,464  respectively.  For  the  eleven  months  of  the  year, 
however,  a  considerable  increase  is  shown.  This  year  the 
total  is  $191,362,  as  compared  with  $171,597  during  the  cor- 
responding period  last  year. 

Announcement  has  been  made  that  a  new  mausoleum 
will  be  built  in  Toronto,  which  will  exceed,  in  beauty  of  archi- 
tecture and  permanency  of  construction,  anything  that  has 
yet  been  built  on  the  continent.  The  design  of  the  structure 
is  in  the  hands  of  Mr.  Frank  Darling,  and  erection  will  be 
under  his  supervision.  Plans  will  be  ready  and  full  announce- 
ment made  in  January  next. 

The  city  of  Sherbrooke,  P.  Q.,  have  let  a  contract  for 
a  pump  and  turbine  for  the  waterworks  system  to  the  Can- 
adian Fairbanks-Morse  Company,  Limited.  Montreal.  A 
triple  X  Gould  pump  of  4,000,000  gallons  Imperial  capacity 
will  be  used  in  connection  with  a  William  Hamilton  turbine 
at  the  Drummond  plant  of  the  city,  working  under  a  static 
head  of  200  feet  and  a  total  head  of  240  feet. 

The  Mueller  Manufacturing  Company  propose  to  make 
considerable  additions  to  their  plant  at  Sarnia,  Ont.  New 
buildings  will  be  erected  and  new  machinery  installed  to 
handle  the  brass  work  of  their  large  contracts.    The  number 
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of  employees  will,  it  is  expected,  be  increased  from  600  to 
nearly  1,000.  The  installation  of  fire  fighting  apparatus  is 
also  under  way  and  a  large  tank  is  being  supplied  for  the 
local  water  supply. 

Figures  issued  by  Building  Inspector  McKenzie  cover- 
ins  the  building  permits  issued  in  Vancouver  last  month  are 
again  very  encouraging,  as  compared  with  those  for  the 
previous  year.  The  following  shows  a  comparison  of  the 
1916  and  1915  permits:  November,  1916,  38  permits,  value 
$100,695;  November,  1915,  32  permits,  value  $13,800;  first  11 
months  of  1916,  384,  value  $2,136,524;  11  months  of  1915, 
583,  value  $1,566,099. 

The  brickwork  on  the  new  St.  James'  church  at  Peter- 
boro.  Out.,  has  been  completed,  the  work  having  been  car- 
ried out  by  Cuff  Bros.  The  total  number  of  bricks  used  in 
the  structure  was  266,500,  of  which  69,200  were  Milton  pressed 
brick.  The  steel  roofing  has  been  completed  by  Adamson 
&  Dobbin,  who  have  also  been  awarded  the  contract  for 
plumbing.  The  wiring  of  the  building  is  in  the  hands  of 
Alexander  &  Miller.  W.  R.  Turner  &  Son  have  the  con- 
tract for  the  heating. 

The  contract  for  a  school  at  Lennoxville,  P.  Q.,  has 
been  awarded  by  the  Bishop's  College  Corporation  to  John 
Quinlan  &  Company,  Montreal.  This  is  one  of  four  buildings, 
the  cost  of  which  will  be  defrayed  by  a  donation  of  a  million 
and  a  half  dollars  by  Mr.  J.  K.  L.  Ross,  of  Montreal.  The 
plans  have  been  drawn  by  Mr.  Kenneth  G.  Rea,  Montreal. 
A  commencement  has  been  made  on  the  structure,  of  three 
storeys  and  a  basement,  the  -site  being  220  x  60.  The  founda- 
tions are  to  be  of  concrete  and  the  construction  is  of  stone, 
concrete  and  plastic  brick.  The  floors  will  be  constructed  of 
concrete  with  oak  covering,  and  the  plastering  is  of  hardwall 
plaster,  with  metal  lathing. 

At  a  meeting-  held  in  London,  Out.,  which  was  attended 
by  a  large  number  of  the  city's  business  men  and  repre- 
sentative citizens  from  adjoining  counties,  the  following 
resolution  was  passed:  "That  this  meeting  support  the  pro- 
posal that  there  should  be  a  Department  of  Municipal  Af- 
fairs for  Ontario,  and  also  that  a  town-planning  act  should 
be  passed  to  give  municipalities  greater  power  to  regulate 
their  development  on  the  lines  advocated  by  the  Conserva- 
tion Commission."  The  gathering  was  addressed  by  Mr. 
Thomas  Adams,  the  Government  town  planning  expert,  and 
included  county  councillors,  Board  of  Trade  members  and 
others  interested  in  municipal  government  from  the  counties 
of  Middlesex,  Oxford,  Perth,  Elgin,  Essex  and  Lanibton,  who 
were  the  guests  of  the  London  Board  of  Trade. 


Personals 

Mr.  Thus.  Adams,  of  the  Commission  of  Conservation, 
recently  addressed  the  Canadian  Club  at  Quebec  on  the  sub- 
ject of  town  planning. 

Mr.  Roadman  M.  Lee,  of  South  Vancouver,  has  been 
transferred  from  the  sewerage  office  to  the  engineering  de- 
partment, as  assistant  to  Municipal   Engineer  Bennett. 

Mr.  G.  H.  Tripplehorn  has  resigned  his  position  with 
the  Chatham  Cement  Tile  Company,  with  which  he  has  been 
associated  for  a  number  of  years  and  has  gone  to  Detroit, 
where  he  will  assume  the  management  of  a  cement  company. 

Mr.  David  Johnston,  engineer  of  Saanich  Municipality, 
Vancouver  Island,  has  resigned  his  position  to  enlist  with 
the  Sixth  Field  Company  of  the  Canadian  Engineers.  Mr. 
Johnston  had  formerly  been  municipal  engineer  in  Point  Grey, 
B.  C. 

Mr.  L.  V.  de  Bury  has  been  appointed  general  sales  agent 
at  Montreal  of  the  Dominion  Iron  and  Steel  Company,  Lim- 
ited. Mr.  de  Bury  was  formerly  president  of  the  B.  and  S. 
H.  Thompson  Company,  and  has  also  been  associated  with  the 


Page  Hersey  Iron  Company,  the  Peck  Rolling  Mills,  and  the 
Ontario  Iron  and  Steel  Company. 

Mr.  W.  H.  Fortier,  of  the  Dominion  Glazed  Cement  Pipe 
Company,  and  Sanitary  Engineer  Dalzell,  of  Vancouver,  will, 
at  the  request  of  the  Vancouver  Board  of  Works,  make  tests 
regarding  the  relative  merits  of  cement  pipe  and  vitrified 
pipe,  and  submit  a  report. 

Mr.  J.  A.  MacDonell,  formerly  head  of  the  contracting 
firm  of  MacDonell,  Gzowski  &  Company,  Vancouver,  who 
went  overseas  with  the  First  Canadian  Pioneers,  has  been 
promoted  to  the  command  of  that  corps.  He  has  also  been 
recommended  for  the  D.S.O. 

Mr.  Geo.  S.  Rice,  chief  engineer  of  the  United  States 
Bureau  of  Mines,  Washington,  D.C.,  has  been  engaged  by 
the  British  Columbia  Government  to  make  an  investigation 
of  the  Coal  Creek  coal  areas  of  the  Crow's  Nest  Pass  Coal 
Company,  near  Fernic,  with  regard  to  the  causes  of  certain 
accidents  which  have  resulted  in  the  death  of  a  number  of 
workmen. 


Obituary 

Lieut.  B.  H.  A.  Burrows,  of  Toronto,  son  of  Mr.  Acton 
Burrows,  of  Acton  Burrows  Ltd.,  Toronto,  is  reported  to 
have  been  killed  in  action  on  the  battle  line  in  France.  Lieut. 
Burrows  was  an  engineer  by  profession,  having  worked  for 
some  time  at  the  G.  T.  R.  shops  in  Stratford,  and  also  with 
the  Canadian  Allis-Chalmers  Company,  Toronto,  and  the 
Coleman  Fare  Box  Company,  Tottenham.  The  late  Lieut.' 
Burrows  was  educated  at  the  Toronto  Model  School,  Har- 
bord  Street  Collegiate  and  Toronto  University,  where  he 
took  a  course  in  mechanical  engineering  and  obtained  the 
degree  of  B.Sc.  In  September,  1915,  he  joined  the  Canadian 
Engineers,  and  at  Rockcliffe  Camp,  Ottawa,  he  received  his 
commission.  He  was  a  student  member  of  the  Canadian 
Society  of  Civil  Engineers. 


Holding  Power  of  Nails 

Some  very  interesting  tests  of  "the  holding  power 
of  nails  have  been  made  at  the  government  arsenal 
at  Watertown,  Mass.,  and  the  results  may  be  briefly 
summarized  as  follows:" 

The  tests  were  made  in  pine  and  spruce,  with  both 
cut  and  wire  nails.  The  nails  were  of  all  sizes  from 
V/%  inch  to  6  inches  in  length.  In  every  case  the  cut 
nails  showed  superior  holding  strength  by  a  large  per- 
centage. 

In  spruce,  in  nine  different  sizes  of  nails  both  stand- 
ard and  lightweight,  the  ratio  of  tenacity  of  cut  to 
wire  nails  was  about  three  to  two. 

With  the  finishing  nails  the  ratio  was  3.5  to  2. 
With  box  nails  \%  to  4  inches  long,  the  ratio  was 
three  to  two.  The  mean  superiority  in  spruce  wood 
was  61  per  cent. 

In  white  pine,  cut  nails,  driven  with  taper  along 
tlie  grain,  showed  a  superiority  of  100  per  cent.,  and 
with  taper  across  grain,  of  135  per  cent.  Also  when 
the  nails  were  driven  in  the  end  of  the  sticks  along 
the  grain  the  superiority  of  cut  nails  was  100  per  cent., 
or  the  ratio  of  cut  to  wire  nails  was  two  to  one. 

The  total  of  the  results  showed  the  ratio  of  ten- 
acity to  be  3.2  to  2  for  the  harder  wood,  and  about 
two  to  one  for  the  softer. 

This  gives  a  hint  as  to  where  we  may  use  each 
kind  of  nail  to  advantage.  For  example,  in  laying  a 
floor,  where  the  travel  over  it  naturally  tends  to  loosen 
the  boards,  it  will  pay  to  use  cut  nails.  Other  in- 
stances might  be  cited,  but  this  one  will  suffice. 


Contracts  Department 

News    of   Special   Interest   to   Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


901  Boyd  Building,  Winnipeg,  have 
awarded  the  contract  for  the  erection  of 
.111  extension  to  the  engine  shed  to  the 
Progress  Construction  Company,  Limit- 
ed, St.  Boniface,  Man.  Frame  construc- 
tion.   Approximate  cost,  $3,250. 

London,  Ont. 

The  City  Council  have  awarded  the 
contract  for  construction  of  a  10-inch 
sanitary  sewer  on  Bathurst  Street  to 
Goodwin,  McCallum  &  Judge,  043  Wil- 
liam Street.    Approximate  cost,  $16,000. 

Tilbury  West  Township,  Ont. 

The  Township  Council  have  awarded 
the  contract .  for  dredging  for  the  Big 
C  reek  Drain  to  the  Windsor  Dredging 
Company.  33  Chatham  Street  West. 

Railroads,  Bridges  and  Wharves 

Muncey-.  Ont. 

The  Michigan  Central  Railway  pro- 
pose to  build  a  steel  and  concrete  bridge, 
and  will  do  the  work  under  the  super- 
vision of  their  Superintendent,  M.  Fen- 
wick.  St.  Thomas.  Approximate  cost, 
$35,000. 

Port  Arthur,  Ont. 

The  Industrial  Committee  have  recom- 
mended to  the  City  Council  that  a  bridge 
be  built  immediately  over  the  Mclntyre 
River.    Clerk,  T.  F.  Milne. 


Public  Buildings,  Churches 
and  Schools 

Fredericton,  N.B. 

The  School  Board  propose  to  start 
work  in  the  spring  on  an  annex  to  the 
school  on  Charlotte  Street.  Chairman. 
Dr.  G.  C.  VanWart. 

Hamilton,  Ont. 

The  erection  of  a  Sunday  School  in 
connection  with  the  Jewish  Synagogue  at 
Hess  and  Peter  Streets  is  being  con- 
sidered. Brick  construction.  Approxi- 
mate cost,  $10,000.  Superintendent,  M. 
Grossberg,  184  Hess  Street  North. 

London.  Ont. 

Building-  Inspector  A.  M.  Piper  has 


St.  Jean  de  Dieu,  Que. 

Tenders  on  the  erection  of  a  church 
will  be  received  until  December  30th  by 
the  Curate,  Rev.  J.  A.  Ouellett.  Plans 
and  specifications  with  the  architect,  P. 
Levesque,  115  St.  John  Street,  Quebec, 
and  with  the  Curate.  Stone  and  steel 
construction.    Approximate  cost,  $60,000. 

Toronto,  Ont. 

It  is  probable  that  the  Provincial  De- 
partment of  Public  Works  will  include 
in  their  estimates  the  sum  of  $250,000 
for  the  erection  of  an  annex  to  relieve 
the  overcrowding  in  the  Parliament 
Buildings. 

The  Directors  of  the  Women's  Cot- 
tage Hospital  and  Dispensary.  125  Rush- 
olme  Road,  propose  to  start  work  in  the 
spring  on  the  erection  of  new  build- 
ings. Architects,  Gordon  &  Helliwell. 
Confederation  Life  Building.  Approxi- 
mate cost,  $125,000. 

The  Board  of  Governors  of  the  West- 
ern Hospital  propose  to  have  plans  pre- 
pared at  once  for  the  rebuilding  of  the 
west  wing. 

CONTRACTS  AWARDED 

Hull,  Que. 

In  connection  with  the  erection  of  a 
church  for  the  Parish  of  Holy  Redeemer, 
the  contract  for  heating  has  been  let  to 
J.  A.  Langelier,  310  Wellington  Street, 
Ottawa,  at  $3,750,  and  the  contract  for 
electrical  work  to  E.  Martel,  Hull. 

New  Toronto,  Ont. 

In  connection  with  the  erection  of  a 
school  for  the  School  Board,  the  follow- 
ing contracts  have  been  let: — carpentry. 
F.  Wilson,  41  Beaconsfield  Avenue,  To- 
ronto; painting.  R.  G.  Johnston,  17  Gal- 
ley Avenue,  Toronto;  plastering,  Cham- 
berlain &  Son,  Long  Branch,  Ont. 

Quebec,  Que. 

The  contract  for  ventilating  system  for 
the  college  which  is  being  erected  for 
the  Commercial  Academy  has  been  let  to 
E.  Falardeau,  308  Queen  Street,  and  the 
contract  for  heating  to  F.  Gingras,  34  St. 
Augusti'n  Street. 

The  following  contracts  have  been  let 
in  connection  with  thp  hnsnital  which  is 


Waterworks,  Sewerage  and 
Roadways 

Cayuga.  Ont. 

The  Town  Council  arc  considering  the 
installation  of  an  elevated  tank  and  hyd- 
rants for  tire  protection.  Clerk.  J.  W. 
Sheppard. 

Dartmouth,  N.S. 

The  City  Council  contemplate  the  con- 
struction of  water  and  sewer  extensions, 
estimated  to  cost  $5,000.  Clerk,  Alfred 
Elliott. 

Guelph.  Ont. 

Manager  Foster,  of  the  Water  Com- 
mission, has  recommended  the  installa- 
tion of  a  permanent  chlorination  plant 
at  the  Pumping  House.  City  Clerk,  T. 
J.  Moore. 

Hamilton-Niagara  Falls,  Ont. 

The  construction  of  a  cement  roadway 
between  Hamilton  and  Niagara  Falls  is 
being  considered  jointly  by  the  Pro- 
vincial Government  and  the  Municipali- 
ties concerned. 

Lindsay.  Ont. 

The  Town  Council  contemplate  the 
installation  of  a  sewage  disposal  plant, 
and  data  will  be  secured  by  Mayor  Kylic. 
Clerk,  D.  Ray. 

St.  John,  N.B. 

The  City  Council  propose  to  pave  a 
number  of  streets  next  season  with  bi- 
tuminous concrete,  granite  block,  sheet 
asphalt  and  asphaltic  concrete,  at  an  ap- 
proximate cost  of  $239,390.  Particulars 
front  Commissioner  R.  W.  Wigmorc. 

Stellarton,  N.S. 

The  Town  Council  contemplate  the 
construction  of  pavement  and  sidewalks 
at  an  approximate  cost  of  $50,960.  Clerk, 
f  W.  Henderson. 

Toronto,  Ont. 

Works  Commissioner  Harris  has  re- 
commended the  following  works: — gran- 
ite block  pavement.  $34,609;  asphalt  pave- 
ment. $48,633;  bitulithic  pavement,  $176,- 
707:  concrete  sidewalks.  $2,298. 

Victoria  County,  Ont. 

The  Roads  and  Bridges  Committee 
of  the  County  Council  have  adopted  a 
report  advocating  a  Good  Roads  Sys- 
tem for  the  County.  Clerk,  J.  R.  Mc- 
N'eillie,  Lindsay. 

Winnipeg,  Man. 

In  connection  with  the  proposed  water- 
main  on  Academy  Road,  the  City  Coun- 
cil will  purchase  about  1.200  feet  of  8-inch 
cast  iron  pipe,  three  hydrants  and  three 
valves. 

The  construction  of  a  sanitary  sewer 
on  Centennial  Street  is  being  considered 
by  the  City  Council.  Approximate  cost, 
$6,073.    Clerk.  C.  J.  Brown. 

CONTRACTS  AWARDED 

Deacon,  Man. 

The  Greater  Winnipeg  Water  District, 


been  instructed  to  report  on  a  steam  heat- 
ing system  for  the  Citv  Registry  Office, 
and  tenders  will  be  called  next  month. 

Proton.  Ont. 

The  Congregation  of  the  Methodist 
Church  contemplate  the  erection  of  an 
annex  to  their  church,  at  an  approxi- 
mate cost  of  $15,000.  Pastor,  Rev.  David 
A.  Walker,  Queen  Street. 

Quebec,  Que. 

Tt  is  probable  that  the  architect  for 
rebuilding  the  Parish  Church  of  Limoilou 
will  be  J.  P.  Ouellet,  28  St.  Famille  St. 

St.  Benjamin,  Que. 

Plans  are  to  be  prepared  for  interior 
work  to  the  Parish  Church  and  tenders 
will  be  called  in  January.  Architect,  P. 
Levesque.  115  St.  John  Street,  Quebec. 


being  built  for  the  Anti  Tuberculosis 
League: — supply  of  stone,  Chateauvert 
Quarry  Company;  supply  of  brick,  Cita- 
del Brick  &  Paving  Block  Company,  42 
Dalhousie  Street;  roofing,  E.  Falardeau. 
308  Queen  Street;  painting,  O.  Lachance, 
25  Eden  Street;  plastering,  J.  Gossilin. 
general  contractor. 


Business  Buildings  and  Indus- 
trial Plants 

Calgary.  Alta. 

Burrell  &  McDonnell,  Old  Herald 
Building,  Centre  Street,  have  prepared 
plans  of  a  business  block  for  A.  F.  H. 
Mills,  Eighth  Avenue  West.  Reinforced 
concrete  and  hollow  tile  construction. 
Estimated  cost,  $5,000. 
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Hamilton,  Ont. 

The  Canadian  Desmon-Stephen  Manu- 
facturing Company,  Market  Street,  pro- 
pose to  build  a  factory  for  the  manu- 
facture of  steam  ejectors,  etc.  Head 
office,  Urbana,  Ohio. 

E.  B.  Patterson,  143  Wentworth  Street 
North,  is  preparing  plans  for  converting 
a  building  at  Spring  and  King  Streets  in- 
to stores  and  apartments  for  Mrs.  Whit- 
ney, 39  West  Avenue  South,  and  will 
call  for  tenders  very  shortly.  Approxi- 
mate cost,  $3,000. 

In  connection  with  the  addition  which 
is  now  being  built  at  the  plant  of  the 
Canadian  Shovel  &  Tool  Company,  Im- 
perial Street,  the  electrical  work,  plumb- 
ing and  heating  will  be  done  by  the  own- 
ers. 

Kingston,  N.S. 

The  Acadia  Canning  &  Creamery  Com- 
pany, Ltd.,  propose  to  enlarge  their  fac- 
tory, and  to  start  work  next  summer. 
Frame  construction. 

Lindsay,  Ont. 

In  connection  with  the  rebuilding  of 
the  plant  of  Flavelles'  Lid.,  work  is 
about  to  start  on  the  excavation,  which 
will  be  in  charge  of  B.  L.  McLean,  Lind- 
say. Architects,  George  M.  Miller  & 
Son,  Lamport  Avenue,  Toronto.  Ap- 
proximate ost.  $30,000. 

London,  Ont. 

Plans  for  an  addition  lo  the  factory 
of  the  Ford  Motor  Company  are  being 
prepared  at  the  Head  Office  of  the  Com- 
pany, Ford  City.  Ont.,  and  work  will 
start  early  in  the  year.  Reinforced  con- 
crete construction.  Approximate  cost. 
$25,000. 

The  United  Cigar  Stores,  Limited,  284 
King  Street  West,  Toronto,  are  con- 
sidering remodelling  the  premises  at  380 
Richmond  Street. 

Milverton,  Ont. 

E.  Groppe  has  commenced  the  erec- 
tion of  a  garage,  estimated  to  cost  $5,000. 
Reinforced  concrete  construction. 

Oakville,  Ont. 

The  Acme  Tire  &  Rubber  Company. 
171  Yonge  Street.  Toronto,  contemplate 
the  erection  of  a  factory,  and  are  negoti- 
ating with  the  Town  Council  for  conces- 
sions. 

Owen  Sound,  Ont. 

The  Keenan  Woodenwarc  Manufac- 
turing Company,  Limited,  Third  Avenue 
East,  contemplate  the  erection  of  ex- 
tensions to  their  premises,  and  a  by- 
law to  grant  them  a  loan  of  $20,000  will 
be  submitted  lo  the  ratepayers  in  Janu- 
ary. 

Pembroke,  Ont. 

Plans  of  a  machine  shop  are  being  pre- 
pared for  the  Pembroke  Machinery 
Company.  Frame  construction.  Ap- 
proximate cost,  $12,000.  The  Company 
will  require  lathes,  pulleys,  shafting  and 
belting. 

Port  Elgin,  Ont. 

L.  Sees  has  started  work  on  a  garage, 
estimated  to  cost  $7,000.  Reinforced 
concrete  construction. 

Sarnia,  Ont. 

The  Sarnia  Metal  Products  Company. 
309  Front  Street  North,  are  considering 
the  erection  of  a  factory  addition,  but 
will  not  start  work  until  the  spring. 


The  H.  Mueller  Manufacturing  Com- 
pany, River  Road,  are  considering  the 
erection  of  extensions  to  their  plant,  and 
plans  will  be  prepared  by  their  own 
staff. 

St.  John,  N.B. 

The  Nashwaak  Pulp  &  Paper  Company- 
propose  to  make  improvements  to  the 
plant  of  the  Edward  Partington  Pulp 
&  Paper  Company,  which  they  have  pur- 
chased, and  work  will  start  immediately. 
Estimated   cost,  $250,000. 

Three  Rivers,  Que. 

J.  A.  Vezinas.  Notre  Dame  Street,  pro- 
poses to  build  a  store  and  garage  block 
by  day  labor,  and  has  taken  out  a  per- 
mit. Brick  construction.  Estimated 
cost,  $9,000.  Architect.  Charles  Lafond, 
15  Bonaventurc  Street. 

Toronto,  Ont. 

Rinaldo  McConnell.  1002  Kent  Build- 
ing, is  interested  in  a  project  for  the 
erection  of  a  mineral  reduction  plant 
somewhere  between  Hamilton  and 
Kingston. 

M.  Cummings.  99  Gerrard  Street  East, 
proposes  to  build  a  store  and  residence 
on  Danforth  Avenue,  and  has  had  plans 
prepared.  Brick  construction.  Estimated 
cost,  $3,250.    Smaller  trades  will  be  let. 

The  Dominion  Machinery  Company, 
110  Church  Street,  are  receiving  tenders 
on  excavation  required  in  the  erection  of 
a  factory.  Estimated  cost  of  building, 
$5,500. 

The  Bawden  Machine  Company.  103 
Stirling  Road,  have  commenced  the  erec- 
tion of  an  addition  to  their  machine 
shop,  estimated  to  cost  $3,500.  Brick- 
construction. 

W.  Pidgeon.  41  Nairn  Street,  proposes 
to  build  a  store  and  residence  on  Noy- 
man  Avenue,  and  is  receiving  tenders  on' 
laying  brick.  Smaller  trades  will  be  let 
later  on.    Approximate  cost.  $3,000. 

Westboro,  Ont. 

John  Stewart  is  considering  the  erec- 
tion of  stores  on  Main  Street.  Estimated 
cost.  $5,000. 

Whitby,  Ont. 

The  by-law  to  authorize  concessions  to 
the  Canadian  Tractor  Company  has  been 
defeated. 

CONTRACTS  AWARDED 

Calgary,  Alta. 

In  connection  with  the  business  block 
which  is  now  being  erected  for  T.  J. 
Skinner.  Armstrong  Block,  the  contract 
for  roofing  has  been  let  to  J.  H.  Foulds. 
1337  Fifteenth  Avenue  West,  and  the 
electrical  work  to  the  Crane-Cassidy 
Electric  Company,  Limited,  129  Fifth 
Avenue  East. 

The  general,  masonry  and  carpentry 
contracts  for  the  erection  of  an  addition 
to  the  garage  of  the  McLaughlin  Car- 
riage Company,  Limited.  Seventh  Ave- 
nue and  Third  Street  West,  have  been 
let  to  Thomas  famieson  &  McKenzic, 
301  Travis  Building.  Brick  construction. 
Approximate  cost,  $14,000. 

Chatham.  Ont. 

Work  has  been  started  on  the  erection 
of  a  planing  mill  for  C.  &  J.  Hadley 
Company, '58  Thames  Street.  The  gen- 
eral and  carpentry  contracts  have  been 
let  to  A.  I  Robert.  171  Joseph  Street,  and 
the  masonry  to  J.  Tewkesbury.  224  La- 
croix  Street.    Electrical  supplies  will  be 


purchased  by  the  owners.  Frame  con- 
struction.   Approximate  cost,  $10,000. 

Cornwall,  Ont. 

In  connection  with  the  addition  which 
is  now  being  erected  at  the  plant  of  the 
Canadian  Cotton  Company  by  Anglins 
Ltd.,  no  sub-contracts  will  be  awarded. 

Granby,  Que. 

The  Thomas  Meyer  Company,  Court 
Street,  have  awarded  the  general  con- 
tract for  the  erection  of  an  addition  to 
their  premises  to  T.  Delorme.  Approxi- 
mate cost,  $5,000. 

Hagersville,  Ont. 

[n  connection  with  the  premises  which 
are  being  built  for  the  Bank  of  Ham- 
ilton, the  contract  for  plastering  has  been 
let  to  E.  Hanna.  and  painting  to  M.  Rob- 
inson. 

Hamilton,  Ont. 

In  connection  with  the  garage  which  is 
now  in  course  of  erection  for  Thomas 
Ramsey,  15-  Market  Street  South,  the 
contract  for  masonry  has  been  let  to  R. 
Tsbister.  65  Hughson  Street  South. 

Kentville,  N.S. 

lames  Sealey,  Cornwallis  Street,  has 
let  the  general  contract  for  the  erection 
of  a  store  and  picture  theatre  to  C.  H. 
Wright,  Wolfville,  N.S.  Brick  veneer 
construction.    Estimated  cost.  $8,000. 

Kitchener,  Ont. 

Work  has  been  started  on  the  erection 
of  a  factory  addition  on  Victoria  Street 
for  the  Pollock  Phonola  Company.  The 
general  and  masonry  contracts  have  been 
let  to  A.  P.  Plummer,  31  Brubacher  St.. 
and  the  carpentry  to  Dunker  &  Son,  46 
Shanley  Street.  Tenders  on  electrical 
work,  plumbing,  heating  and  painting 
will  be  received  until  December  20th  by 
the  architect,  C.  E.  Cowan.  100  Victoria 
Street.     Approximate  cost,  $6,000. 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  warehouse  and  offices  for  the  Com- 
mercial Realty  Company.  Limited,  has 
been  awarded  to  G.  E.  Mitchell,  New 
Birks  Building,  10  Cat  heart  Street,  who 
is  receiving  prices  on  electrical  work, 
plumbing,  heating,  plastering1,  painting, 
millwork  and  elevator.  Reinforced  con- 
crete, terra  cotta  and  plactic  brick  con- 
struction.    Approximate  cost.  $45,000. 

Ottawa,  Ont. 

The  general  contract  for  the  erection 
of  a  theatre,  store  and  office  block  for 
J.  E.  Taggart  &  Andrew  Haydon,  Sussex 
and  Rideau  Streets,  has  been  let  to  A. 
Christie  &  Son.  Waverley  Street,  on  a 
percentage  basis.  Owners  are  receiving 
tenders  on  roofing,  electrical  work, 
plumbing,  heating,  plastering  and  paint- 
ing. General  contractors  will  purchase 
lumber,  brick  and  stone. 

All  work  renuired  in  connection  with 
tli e  addition  which  is  now  being  erected 
at  the  Government's  fuel  testing  build- 
ing will  be  done  by  the  general  contrac- 
tors, Taylor  &  Lackey.  First  Avenue. 

The  following  contracts  have  been  let 
in  connection  with  the  office  building 
which  is  now  being  erected  for  the  Nor- 
lite  Realtv  Company: — reinforcing  steel. 
Trussed  Concrete  Steel  Company  of  Can- 
ada, Ltd..  23  Jordon  Street,  Toronto; 
roofing,  McFarlane-Douglas  Company. 
Lid..  250  Slater  Street;  electrical  work. 
YY.  R.  McCallum  &  Company.  525  Bank 
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Street;  plumbing  and  heating,  A.  Gau- 
thier  \  Compan\.  ,'47  Dalhousic  Street: 
plastering.  Frank  Hunt.  115  Arlington 
Avenue;  terra  COtta,  \tlantic  Terra  Cot- 
ta  i  >mpan>  \'e\\  York  City;  painting, 
Dufonl.  Ltd  .  • "  Ridcau  Street;  eut  stone, 
Hooper  Brothers.  Elgin  and  Isabella  Sts.; 
temz/o  work.  Italian  Mosaic  &  Marble 
Company  of  C  anada.  Ltd..  College  Street 
and  Euclid  Avenue.  Toronto. 

The  general  contract  for  the  erection 

nf  a  factory  addition  for  the  Dominion 
YVirecloth  Manufacturing  Company, 
Armstrong  Street,  has  been  let  to  Cuth- 
bertson  &  Clark.  Hawthorne  Avenue. 
Brick  construction.  Estimated  cost. 
$4,000  Architects,  Richards  &  \bra. 
Booth  Building. 

Port  Colbornc.  Ont. 

The  contract  for  brick  required  in  the 
erection  of  a  refinery  for  the  Internation- 
al Nickel  Company  has  been  let  to 
George  Frid  Brick  Company,  Limited. 

Bank  of  Hamilton  Building.  Hamilton. 
The  contract  involves  about  69.000.000 
brick 

Quebec.  Que. 

In  connection  with  the  Store  which  is 
hcinn  built  for  E.  &  G.  A.  Carette.  100 
St.  Paul  Street,  the  contract  for  heating 
has  been  let  to  Brousseau  &  Frere.  St. 
Paul  Street,  and  the  painting  to  Marier 
&  Tremblay.  Bridge  and  Des  Fosses  Sts. 

The  general  contract  for  the  conver 
sion  of  a  residence  on  St.  Valier  Street 
into  a  factory  for  the  Gardner  Clothing 
Manufacturing  Company.  Dcmers  Street, 
has  been  let  to  A.  Deslauriers.  400  St. 
Francois  Street.  Approximate  cost.. 
$6,000. 

Sherbrooke.  Que. 

The  general  contract  for  the  erection 
of  an  addition  to  the  blacksmith  shop  of 
the  Canadian  Inger<oll-Rand  Company. 
Randrill  Street,  has  been  awarded  to  the 
Sherbrooke  Construction  Company.  St. 
Francis  Street.  Electrical  work,  plumb- 
ing, heating  and  painting  will  be  done 
by  the  owners.  Brick  construction.  Es- 
timated cost.  $20,000. 

St.  John,  N.B. 

The  general  contract  for  the  erection 
of  an  elevator  for  the  Dominion  Govern- 
ment Department  of  Railways  &  Canals 
has  been  let  to  the  Fegles  Engineering 
Construction  Company.  Grain  Exchange. 
Fort  William.  Ont.  Approximate  cost. 
$250,000. 

The  general,  masonry  and  carpentry 
contracts  for  the  erection  of  a  garage 
addition  for  the  McLaughlin  Carriage 
Company.  Ltd..  120  Union  Street,  have 
been  let  to  R.  A.  Corbett.  272  Douglas 
Street,  and  the  contract  for  steel  work 
to  Estey  &  Company.  40  Dock  Street 
Approximate  cost.  $4,000. 

Toronto.  Ont. 

The  contract  for  carpentry  required  in 
the  erection  of  a  bakery  for  Harry  Webb 
Company.  Ltd..  23  Buchanan  Street,  has 
been  let  to  Hogg  &  Company.  540  Ade- 
laide Street  West. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  at  535 
Yonge  Street  has  been  let  to  L.  E.  Dowl- 
ing.  167  Yonge  Street.  Brick  construc- 
tion. Approximate  cost.  $4,500.  Archi- 
tects. McConnell  &  McConncll.  167 
Yonge  Street. 

In  connection  with  the  office  and  wai  t- 
house  which  are  being  built  for  William 


Long,  MO  Yonge  Street,  the  contract  for 
plumbing  and  beating  has  been  let  to 
G.  R.  Baker,  37  l.appin  Avenue. 

In  connection  with  tin-  factory  build- 
ings which  are  now  being  erected  for 
i be  Canadian  National  Carbon  Company, 
D9  Paton  Road,  the  contract  for  roofing 
and  sheet  metal  work  has  been  awarded 
lo  Douglas  Brothers,  1:24  Adelaide  Street 
West;  painting.  Bavington  Brothers,  44 
Glenlake  Street;  glazing.  Pilkingtpn 
Brothers,  19  Mercer  Street;  plumbing 
and  beating.  Bennett  &  Wright,  72  Queen 
Street  East. 

In  connection  with  tin-  conversion  of 
the  residence  at  28  College  Street  into  a 
More  for  B.  M.  &  F.  Jenkins  Ltd.,  434 
Yonge  Street,  the  contract  for  masonry 
and  excavation  has  been  let  to  H.  Jen- 
nings, 16  St.  Clair  Avenue  West,  and  the 
carpentry  to  Wcllcr  &  Company,  54  Te- 
cumseh  Street. 

Welland.  Ont. 

The  Empire  Cotton  Mills.  Limited, 
Queen  Street  East,  have  let  a  contract 
for  construction  of  reinforced  concrete 
Hoors  and  other  works  to  J.  C.  Diffin. 
Brennan  Block,  and  work  will  start 
shortly.    Approximate  cost,  $4,500. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  of  the  Can- 
adian Steel  Foundries  Ltd.,  Ontario  Road, 
has  been  let  to  Ryan  &  Gardner,  who 
will  do  all  work  and  purchase  material. 
Brick  and  steel  construction.  Approxi- 
mate cost,  $150,000. 

Westboro,  Ont. 

Tn  connection  with  the  store  and  resi- 
dence which  are  being  built  for  Daniel 
Beatty,  Richmond  Road,  the  contract  for 
electrical  work  has  been  let  to  C.  C. 
Gould,  Birch  Avenue. 


Residences 

Hamilton,  Ont. 

J.  Bethune,  57  St.  Clair  Avenue,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $3,000.  Brick  construc- 
tion. 

Ingersoll,  Ont. 

Plans  are  being  prepared  for  two  resi- 
dences to  be  built  on  Wellongton  Street 
for  R.  A.  Skinner,  Charles  Street,  and 
F.  A.  Ackert,  and  tenders  will  be  called 
shortly.  Frame  construction.  Estimated 
cost.  $1,800  each. 

Kingsville,  Ont. 

Charles  Thomas  is  receiving  tenders 
on  the  erection  of  a  frame  residence. 
Estimated  cost,  $3,500.  Architect.  J.  C. 
Pennington,  La  Belle  Building,  Windsor. 

Lawrencetown,  N.S. 

W.  S.  Phinney  is  building  a  residence 
by  day  labor.  Frame  construction.  Es- 
timated cost,  $3,000. 

Lindsay,  Ont. 

Albert  Hoar  is  receiving  tenders  on 
plastering,  painting,  heating,  plumbing, 
interior  fittings,  etc.,  required  in  the 
erection  of  a  residence  on  Breenlande 
Street.    Approximate  cost,  $3,000. 

London.  Ont. 

The  Copp  Syndicate 'are  about  to  start 
wofk  on  the  foundations  for  five  resi- 
denes  on  Gerrard  Street,  and  will  do  the 
remainder  of  work  in  the  spring.  Brick 
construction!  Approximate  cost,  $15,000. 
Architect.  T.  Copp,  51  Wortlcy  Road. 

R.   H.   Smith.    191    Wharncliffe  Road, 


proposes  to  start  work  in  the  spring  on 
a  residence,  to  cost  about  $3,000,  and  will 
prepare  plans. 

R.  Bailey,  99  Inkermann  Street,  is  pre- 
paring plans  of  a  residence  to  be  built 
on  Erie  Avenue.  Brick  construction.  Es- 
timated cost,  $3,000. 

T.  K.  \\  alsh,  Erie  Avenue,  contemp- 
lates the  erection  of  a  residence,  and 
proposes  to  start  work  in  the  spring. 
Approximate  cost,  $3,000. 

Montreal,  Que. 

J.  Brunette.  Cote  St.  Luc  Road,  is 
receiving  tenders  cm  plumbing  and  heat- 
ing  in  connection  with  the  residences 
which  he  is  building  on  Oxford  Avenue. 

John  Dominique,  189a  Marcil  Avenue, 
is  receiving  tenders  on  plumbing  and 
heating  in  connection  with  the  apartment 
house  which  he  is  building  on  Wilson 
Avenue. 

Ottawa,  Ont. 

S.'J.  Lucy,  88  Hopewell  Street,  is  con- 
sidering the  erection  of  a  residence  at 
an  approximate  cost  of  $4,000. 

W.  O.  Byrnes,  379  Arlington  Street, 
has  started  work  on  a  residence  on  Hope- 
well Street,  and  will  do  masonry,  car- 
pentry and  roofing.  Prices  are  now  be- 
ing received  on  electrical  work,  plumbing 
and  heating.    Estimated  cost,  $3,000. 

W.  O.  Byrnes,  379  Arlington  Street,  is 
considering  the  erection  of  a  residence  at 
an  approximate  cost  of  $3,000.  Brick  ve- 
neer construction. 

T.  Holman,  1006  Wellington  Street, 
contemplates  the  erection  of  a  residence 
at  an  approximate  cost  of  $3,800.  Brick 
veneer  construction. 

Ruthven.  Ont. 

Cecil  Fuller  is  building  a  bungalow,  es- 
timated to  cost  $3,000.  Frame  construc- 
tion. 

Toronto,  Ont. 

George  Hutchison.  161  Waverley  Road, 
has  commenced  the  erection  of  a  resi- 
dence, and  will  let  the  smaller  trades. 
Brick  construction.  Approximate  cost. 
$3,000. 

D.  A.  Dunlop,  Toronto  General  Trusts 
Building,  proposes  to  build  a  country 
residence,  with  barn6,  garage,  etc..  on  the 
Don  Road  near  Donlands  Station,  where 
he  has  purchased  an  estate. 

A.  J.  Sewell,  87  Yarmouth  Road,  has 
commenced  the  erection  of  a  residence 
on  Durie  Street,  and  will  let  all  smaller 
trades  except  lathing.  Brick  construc- 
tion.    Approximate  cost,  $3,250. 

J.  J.  Downey,  398  Sunnyside  Avenue, 
has  started  work  on  a  duplex  residence, 
estimated  to  cost  $5,000.  and  will  let 
the  smaller  trades.    Brick  construction. 

W.  A.  Wilson,  22  Beech  Avenue,  has 
commenced  the  erection  of  a  residence 
and  garage,  and  will  let  contracts  for 
plumbing,  heating,  etc.  Brick  construc- 
tion.   Approximate  cost,  $4,250. 

W.  H.  Maton,  1723  Dufferin  Street, 
proposes  to  build  a  residence  at  an  ap- 
proximate cost  of  $3,500,  and  is  receiv- 
ing tenders  on  bricklaying. 

Whitelaw  &  Company,  62  Glenwood 
Avenue,  have  commenced  the  erection  of 
a  residence,  and  will  let  the  smaller 
trades.  Brick  ' construction.  Estimated 
cost,  $3,500. 

The  Board  of  Control  will  receive  ten- 
ders until  December  19th  for  the  installa 
tion  of  sanitary  conveniences  in  a  num- 
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her  of  houses.  Plans  and  specifications 
at  office  of  the  Health  Department,  City 
Hall. 

H.  McLean,  77  Seventh  Avenue,  has 
commenced  the  erection  of  a  residence, 
and  will  let  the  smaller  trades.  Brick 
construction.    Estimated  cost,  $:!,000. 

Westboro,  Ont. 

John  Stewart  contemplates  the  erec- 
tion of  a  residence  at  an  approximate  cost 
of  $3,500. 

CONTRACTS  AWARDED 

Hamilton,  Ont. 

In  connection  with  the  residences 
which  are  being  erected  on  Frederick 
Avenue  by  J.  McCutcheon,  Room  5,  Fed- 
eral Life  Building,  the  contract  for  elec- 
trical work  has  been  let  to  F.  Thorn- 
ton, 174  Balmoral  Avenue;  plumbing,  P. 
A.  Moore,  939  King  Street  East,  and 
plastering  to  W.  Brellisford,  202  Gros- 
venor  Street.     Painting  by  owner. 

C.  J.  Anderson,  24  Spadina  Avenue, 
lias  let  the  general,  masonry,  carpentry 
and  roofing  contracts  for  the  erection 
of  three  residences  to  A.  Winger,  156 
Grosvenor  Avenue.  Frame  construction. 
Approximate  cost,  $2,000  each. 

In  connection  with  the  residence  which 
is  now  being  built  by  Hill  Brothers,  307 
Emerald  Street  North,  the  contract  for 
electrical  work  has  been  let  to  J.  Downs, 
184  Rosslyn  Avenue. 

J.  M.  Farewell,  88  St.  Clair  Avenue, 
has  let  the  following  contracts  in  con- 
nection with  the  residence  which  he  is 
building  on  Proctor  Boulevard: — elec- 
trical work,  A.  Dynes,  161  Sanford  Street 
South;  plumbing  and  heating,  Clyde 
Plumbing  Company.  196  York  Street; 
plastering,  J.  Manion.  97  Barnsdalc  Ave- 
nue North.  Owner  will  do  carpentry  and 
roofing  by  day  labor. 

H.  Dunham,  718  Cannon  Street  East, 
has  commenced  the  erection  of  five  resi- 
dences on  Gage  Avenue  North,  and  has 
let  the  following  contracts: — carpentry 
and  roofing,  A.  Howard,  150  Rosslyn 
Avenue;  electrical  work.  F.  Thornton, 
174  Balmoral  Avenue;  plumbing.  Coffee 
&  Company,  459  King  Street  East; 
plastering,  J.  Moreland,  520  Cannon  St. 
East;  painting,  H.  Hill,  66  Sherman  Ave- 
nue North.  Approximate  cost,  $1,500 
each. 

Montreal,  Que. 

In  connection  with  the  residences 
which  are  now  being  built  on  Melrose 
Avenue  by  Savage  &  Lecocq,  213  St. 
Ferdinand  Street,  the  contract  for  heat- 
ing, plumbing  and  roofing  has  been  let 
to  E.  &  H.  Madore,  2560  Notre  Dame 
Street  West,  and  the  contract  for  plaster- 
ing to  A.  Lacroix,  160  St.  Phillippe  St. 

In  connection  with  the  residences 
which  are  being  built  on  Girouard  Street 
and  Decarie  Boulevard  for  H.  D.  Chev- 
rier,  1655  Notre  Dame  Street  West,  the 
contract  for  carpentry  has  been  let  to 
H.  Chauvelte,  .'S112  Berri  Street.  Owner 
is  receiving  tenders  on  other  trades. 

Oakville,  Ont. 

Tn  connection  with  the  erection  of  a 
residence  for  W.  F.  Eaton,  Ravenscliffc 
Avenue,  Hamilton,  the  contract  for  ex- 
cavating has  been  let  to  the  Canadian 
Engineering  Company,  Bank  of  Hamil- 
ton Building,  Hamilton.  Owner  is  re- 
ceiving tenders  on  steel  work,  carpentry, 
roofing,  electrical  work,  plumbing,  heat- 
ing, plastering  and  painting. 
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Ottawa,  Ont. 

In  connection  with  the  residences 
which  have  been  erected  on  Fairbairn 
Street  for  the  Oakland  Land  Company, 
the  contract  for  electrical  work  has  been 
let  to  E.  Headley,  645  Echo  Drive,  plumb- 
ing to  Gervin  &  Lillico,  Leonard  Ave- 
nue, and  the  heating  to  Pease  Foundry 
Company,  Lyon  Street. 

The  contract  for  plumbing  required  in 
connection  with  the  residence  which  is 
being  built  for  J.  M.  McAllister,  22  Wil- 
lard  Avenue,  has  been  let  to  Gervin  & 
Lillico,  Leonard  Avenue,  and  the  heating 
contract  to  Pease  Foundry  Company, 
Lyon  Street.  Roofing  by  the  general 
contractor. 

In  connection  with  the  residence 
which  is  being  built  on  Rosslyn  Avenue 
by  Walter  Fryer,  5  Glen  Avenue,  the 
contract  for  electrical  work  has  been 
let  to  F.  Headley.  645  Echo  Drive,  the 
plumbing  to  Gervin  &  Lillico,  69  Leon- 
ard Avenue,  and  the  heating  to  J.  Camer- 
on, 488  Lewis  Street. 

A.  Davidson,  69  Grosvenor  Street,  has 
let  the  contract  for  electrical  work  in 
connection  with  the  residence  which  he 
is  building  on  Ossington  Street  to  E. 
Headley,  645  Echo  Drive,  the  plumbing 
to  Gervin  &  Lillico,  69  Leonard  Street, 
and  the  heating  to  the  Pease  Foundry 
Company,  Lyon  Street. 

Quebec,  Que. 

In  connection  with  the  residence 
which  is  being  built  for  C.  A.  Hurteau. 
92  St.  Cyrille  Street,  the  contract  for 
masonry  and  plastering  has  been  let  to 
P.  Tardif,  260  Napoleon  Street;  electrical 
work,  plumbing  and  heating,  P.  Paradis, 
236  d'Aguillon  Street:  painting.  A.  S. 
Bedard,  118  Des  Stigmates  Street.  Car- 
pentry will  be  done  by  the  general  con- 
tractor, who  is  in  the  market  for  B.  C. 
fir  and  birch  for  flooring. 

Tn  connection  with  the  residence 
which  is  being  built  for  J.  A.  Routhier, 
11  Ste.  Foye  Road,  the  contract  for  roof- 
ing has  been  let  to  O.  Barbeau,  154 
Franklin  Street;  electrical  work,  plumb- 
ing and  heating,  J.  Lafrance,  57  Claire 
Fontaine  Street;  painting,  F.  X.  Thib- 
ault,  68  Boulevard  Langelier. 

The  general  contract  for  the  erection 
of  a  residence  for  A.  Mercicr,  310  Ste. 
Helene  Street,  has  been  let  to  J.  Savard. 
218  Richelieu  Street,  who  is  receiving 
prices  on  brick  and  will  sub-let  other 
trades.     Approximate  cost,  $3,000. 

In  connection  with  the  residence 
which  is  now  being  erected  by  P.  Rob- 
erge,  155  Eighth  Avenue,  Limoilou,  the 
contract  for  roofing,  plumbing  and  elec- 
trical work  has  been  let  to  T.  Corriveau, 
48  Lavigueur  Street. 

O.  Drolet,  26  Latuorelle  Street,  has  let 
the  general  contract  for  the  erection  of 
a  residence  to  J.  Savard,  218  Richelieu 
Street,  who  will  sub-let  all  trades  except 
brick  work.    Approximate  cost,  $3,000. 

It;  connection  with  the  residence 
which  is  being  built  by  Mdc.  F.  Ferland, 
126  Ninth  Street.  Limoilou,  the  contract 
for  roofing,  plumbing  and  electrical  work 
has  been  let  to  A.  Lapointe,  Fourth 
Street  and  Sixth  Avenue,  Limoilou. 

The  ontract  for  roofing,  plumbing  and 
electrical  work  required  in  connection 
with  the  residence  which  is  now  being 
built  for  C.  Bolduc.  168  Sixth  Street, 
Limoilou,  has  been  let  to  N.  Gosselin, 
192  Bayard  Street. 

In     connection    with     the  residence 
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now  being  erected  by  J.  Herbert,  77  Can- 
ardiere  Road,  the  contract  for  roofing 
has  been  let  to  N.  Gosselin,  192  Bayard 
Street,  and  the  plastering  to  D.  Caron, 
168  Notre  Dame  Des  Anges  Street. 

Toronto,  Ont. 

The  contract  for  heating  required  in 
the  erection  of  a  residence  for  A.  A. 
Thompson,  care  of  Edwards  &  Sounders, 
18  Toronto  Street,  has  been  awarded  to 
the  Peerless  Furnace  Company,  548  Col- 
lege Street,  and  the  wiring  to  R.  H.  For- 
syth, Confederation  Life  Building. 

In  connection  with  the  erection  of  a 
residence  on  Douglas  Drive  for  E.  L. 
McLean,  98  Walmer  Road,  the  contract 
for  roofing  has  been  let  to  Douglas  Bro- 
thers, 124  Adelaide  Street  West,  and  the 
contract  for  tile  work  to  the  Italian  Mo- 
saic &  Marble  Company,  Ltd.,  College 
Street  and  Euclid  Avenue. 

In  connection  with  the  erection  of  a 
residence  for  U.  C.  Hamilton,  37  Gore 
Vale  Avenue,  the  contract  for  plastering 
has  been  let  to  W.  Winson,  25  Ward 
Street,  and  the  painting  to  Fell  Brothers, 
14  McMurray  Street. 

Windsor,  Ont. 

In  connection  with  the  four-family  ter- 
race which  is  being  built  by  Sculland  and 
Riggs,  the  contract  for  plumbing  and 
heating  has  been  let  to  Jones  &  Fletcher, 
Windsor  Avenue. 

The  contract  for  plumbing  and  heat- 
ing in  connection  with  the  bungalows 
which  are  now  being  erected  for  Peter 
Osterhout,  2:s  Pitt  Street  East,  has  been 
let  to  tlie  Windsor  Hardware  Company, 
69  Sandwich  Street  East. 


Power  Plants,  Electricity  and 
Telephones 

Black  River,  Ont. 

The  Pembroke  Electric  Light  Com- 
pany, Pembroke,  are  having  plans  pre- 
pared for  a  power  house  to  cost  about 
$7,000,  and  will  be  in  the  market  for  one 
generator,  three  transformers,  water 
wheels,  shafting,  etc. 

Delaware  Township,  Ont. 

A  by-law  to  authorize  the  installation 
of  a  Hydro  System  will  be  submitted  to 
the  ratepayers  on  January  1st.  Clerk,  J. 
H.  Matthews,  Delaware,  Out. 

Hepworth,  Ont. 

The  Town  Council  propose  to  have 
plans  prepared  for  a  power  plant.  Reeve, 
James  Douglas. 

Sherbrooke,  Que. 

Tenders  will  be  received  until  January 
1st  by  E.  C.  Gatien,  Secretary  to  the 
City  Council,  for  a  four-ton  travelling 
hand-power  crane  for  the  Drummond 
Power  House.  Plans  and  specifications 
at  office  of  the  Engineer.  Thomas  Tremb- 
lay,  and  with  MacLean  Daily  Reports 
Ltd.,  345  Adelaide  Street  West,  Toronto. 

Watford,  Ont. 

The  Brooke  Township  Municipal  Tele- 
phone Company,  Watford,  have  decided 
to  build  a  line  to  Inwood. 

CONTRACTS  AWARDED 

London,  Ont. 

The  Utilities  Board  have  awarded  a 
ontract  for  transformers  to  the  Packard 
Electric  Company,  Race  Street,  St.  Cath- 
arines.   Approximate  ost,  $4,700. 

(Continued  on  page  48) 


Tenders  and  For  Sale  Department 


To  Contractors 


Sealed  bid*  nill  be  received  up  to  noon  of 
Saturday.  December  Hi.  bulk  or  separate.  for_  all 
n  ado  required  in  making  addition  to  premises 
in  Ednard  Street,  Toronto.  The  lowest  or  any 
bid  not  i.ece>-anl\  acocpted.  1'.  S.  Baker.  Ar- 
buret    I'raders  Hank  lluilding   Toronto.  50-50 


Tenders  Wanted 


Tender*  will  be  received  by  the  undersigned 
natil  r*ehrt  O'CIoek  Cfoon  on  Saturday.  Decem- 
ber 30th.  Foi  t!ic  supply  of  a  Turbine  Pump  and 
Electric  Motor.  Specifications  can  be  secured 
from  the  undersigned. 

L.  S.  O'CONNOR. 
Superintendent  of  Water  Works, 
"^,;Hi  Thorold,  Ont. 


Notice  to  Contractors 


Asphalt  Plant 


.  Sealed  tenders  addressed  to  the  Chairman  of 
the  Board  of  Control  will  be  received  by  the 
Secretary  of  the  Board  of  Control,  City  Hall, 
Ottawa,  up  to  4  p.m..  Tuesday.  January  2nd.  1917, 
for  the  remodelling  of  the  Civic  Asphalt  Plant. 

Any  tender  received  after  the  above  stated 
time  will  be  declared  informal. 

Specifications  and  full  particulars  may  be  ob- 
tained on  application  to  the  City  Engineer's  office. 

The  Corporation  does  not  bind  itself  to  accept 
the  lowest  or  any  tender. 

A.  F.  MACALLUM, 

Commissioner  of  Works. 
Ottawa.  Dec.  Mb.  1916.  50-50 


Board  of  Education 


Sealed  tenders,  whole  or  separate,  addressed  to 
the  Secretary-Treasurer  of_  the  Board  of  Educa- 
tion, will  be  received  until 

Thursday.  December  28th,  1916 

for 

Enlargement  of  Orde  Street 
School 

Supplementary  Steam  Heating  at 
Annette  Street  School 
Fire  Doors,  St.  Clair  Avenue 
School 

Specifications  may  he  seen  and  all  information 
obtained  at  the  office  of  the  Superintendent  of 
f'.nildings.  Administration  Building,  Board  of 
Education,  College  Street.  Each  tender  must  be 
accompanied  with  an  accepted  bank  cheque  for 
five  per  cent,  of  the  amount  of  tender  or  its 
equivalent  in  cash  applying  to  said  tender  only. 
Sureties  for  all  tenders  exceeding  four  thousand 
dollars  must  be  furnished  by  Surety  Companies. 
Tenders  must  he  in  the  hands  of  the  Secretary- 
Treasurer  at  his  office  in  the  City  Hall,  not  later 
than  4  o'clock  on  the  day  named,  after  which  no 
tender  will  be  received.  The  lowest  or  any  tender 
will  not  necessarily  be  accepted. 

W.  C  WILKINSON, 

Secretary-Treasurer. 

MILES  VOKES, 

Chairman  of  Property  Committee. 

50-50 


Capital  Wanted 


Contractor  with  small  plant  anil  capital  desires 
i"  set   in   touch  someone  willing  to  invest 

$5,000  in  paying  contract  for  construction  of 
hiidgi  in  Ontaiio.  References  a-  to  ability 
will  be  supplied  by  the  Engineer  in  charge,  for 
whom  I  have  done  considerable  satisfactory  work. 
Box  iSS,  Contract  Record,  Toronto,  Ont.  48-50 


BOILERS  FOR  SALE 

rwo  low  pressure  :i0  II. P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  01 
hot  watei  heating  purposes.  Each  will^  carry 
3,000  v|iiaie  feet  of  steam  radiation.  Further 
particulars  MacM.  K.  &  I).,  4  Beaver  Hall  Sq., 
Montreal.  _  17-t.f. 


CANADIAN  AGENT  WANTED 


We  desire  to  appoint  an  agent  in  Canada  to 
handle  our  enamels,  etc.  Will  give  agency  for 
entire  Dominion  or  for  Provinces,  as  desired. 
Write  in  first  instance  to  "American,"  care  of 
Contract  Record,  Toronto,  Ont.  50-51 


POSITIONS  VACANT 


HELP  WANTED 

Wanted  First-class  structural  engineer.  Must 
be  College  graduate,  capable  of  designing  build- 
ings. State  experience  and  salary.  Splendid  op- 
portunity for  young  graduate.  Box  490,  Contract 
Record,  Toronto,  Ont.  50-50 


SITUATIONS  WANTED 


Civil  Engineer,  fourteen  years'  experience, 
Reinforced  Concrete  and  General  Building  Con- 
struction  and  Municipal  Work  as  Engineer  and 
Superintendent,  invites  correspondence  with  con- 
tractors or  manufacturers  requiring  Construction 
Engineer.  Box  489,  Contract  Record,  Toronto, 
Ont.  50-51 


Late  News  Items 

Brandon,  Man. 

Fire  has  destroyed  a  number  of  build- 
ings on  the  Provincial  Government's  Ex- 
perimental Farm,  entailing  a  loss  of 
about  $25,000.  Minister  of  Agriculture, 
Hon.  V.  Winkler.  923  Dorchester  Ave- 
nue-. Winnipeg. 

Campbellford,  Ont. 

The  plant  of  the  Dickson  Bridge  Works 
Company,  Limited,  Balaklava  Street,  has 
been  entirely  destroyed  by  fire.  Loss, 
about  $60,000. 

Cornwall,  Ont. 

The  Town  Council  have  let  the  fol- 
lowing contracts  for  equipment  for  the 
Pumping  Station  which  they  will  build 
in  the  spring: — wheel,  Kennedy  &  Sons, 
1114  First  Avenue  West,  Owen  Sound, 
at  $5,000;  pumps.  Turbine  Equipment 
Company,  Limited,  ('.  P.  R.  Building, 
Toronto,  at  $10,075. 

Hamilton,  Ont. 

Stewart  Brothers,  Hyde  Park  Ave- 
nue, propose  to  build  two  residences  on 


Chedoke  Avenue,  atid  will  receive  ten- 
ders on  electrical  work,  plumbing,  heat- 
ing, plastering  and  painting.  Estimated 
cost,  $4,000  each.  Architects,  Stewart  & 
McPhie,  Bank  of  Hamilton  Building. 
Brick  construction. 

The  Abso-Pure  Ice  Ltd.,  Barton  Street 
East,  have  let  the  general,  masonry,  steel 
and  carpentry  contracts  for  the  erection 
of  an  ice-storage  building  to  William 
Yates,  24  Leeming  Street.  Frame,  gal- 
vanized iron  and  brick  construction.  Ap- 
proximate cost.  $10,000. 

Montreal,  Que. 

The  following  contracts  have  been 
awarded  in  connection  with  the  factory 
which  is  being  erected  for  the  Interna- 
tional Machineries,  Limited: — roofing, 
George  W.  Reed  &  Company,  37  St.  An- 
toine  Street;  electrical  work,  Collyer  & 
Brock,  131  St.  Alexander  Street;  plumb- 
ing, Garth  &  Company,  28  Craig  Street. 

Moose  Jaw,  Sask. 

In  connection  with  the  hospital  which 
has  been  built  for  the  Sisters  of  Pro- 
vidence, the  centract  for  plastering,  labor 
only,  has  been  let  to  Tredgett  &  Millar, 
Saskatoon;  marble  and  tile  work,  Italian 
Mosaic  &  Tile  Company,  Limited,  429 
Spadina  Avenue,  Toronto. 

Oshawa,  Ont. 

The  Oshawa  Railway  Company  pro- 
pose to  build  an  up-toWn  depot,  and 
will  let  contracts  shortly.  Work  will 
start  in  the  spring  as  soon  as  weather 
permits.  Plans  and  specifications  with 
the  Manager,  H.  W.  Cooper.  Oshawa, 
Approximate  cost,  inclusive  of  some  new 
rolling  stock  and  other  equipment. 
$100,000. 

Ottawa,  Ont. 

In  connection  with  the  stores  and 
apartments  which  are  being  built  ot> 
Bank  Street  for  Leon  Petigorsky,  351 
Chapel  Street,  lumber  supplies,  frames 
and  sashes  are  being  purchased  by  J.  S, 
Wilson,  250  Kent  Street,  who  is  also 
receiving  prices  on  roofing,  electrical 
work,  plastering  and  painting. 

.1.  H-  Connor,  Pretoria  Avenue,  is  con- 
sidering the  erection  of  a  large  factory 
for  the  manufacture  of  washing  machines, 
and  proposes  to  start  work  in  the  spring. 
Brick  and  concrete  construction. 

A  store  and  office  building  on  Sparks 
Street,  owned  by  Mrs.  Lemoine,  505  Wil- 
brod  Avenue,  has  been  damaged  by  fire 
to  the  extent  of  about  $20,000. 

St.  Lazare,  Man. 

Tenders  on  the  construction  of  a  Howe 
Truss  Bridge  over  the  Qu'Appelle  River 
will  be  received  until  December  22nd  by 
Henry  Tillman,  St.  Lazare.  The  bridge 
has  a  span  of  90  feet. 

Tache,  Man. 

Tenders  on  the  construction  of  a 
Howe  Truss  bridge  over  the  Seine  River 
will  be  received  until  2  p.m.,  December 
23rd,  by  E.  J.  R.  Appin.  Lorette  Post 
Office,  Man. 

Tweed,  Ont. 

The  contract  for  plumbing  and  heat- 
ing required  in  the  erection  of  a  High 
School  has  been  awarded  to  McKelvey 
&  Birch,  69  Brock  Street,  Kingston. 
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THE   CONTRACT  RECORD 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 

14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


It 

Power   Plants,  Electricity  and 
Telephones 
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Proton,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  hydro  station  has 
been  let  to  John  I  layman  &  Sons.  432 
Wellington  Street.  London,  and  work 
will  start  shortly.  .Approximate  cost, 
$10,000.    Brick  construction. 

Stratford.  Ont. 

The  following  contracts  have  been 

awarded  in  connection  with  the  erection 
of  a  sub-station  on  York  Street: — mason- 
ry, carpentry,  roofing  and  plastering, 
general  contractor:  steel,  Stratford 
P.ndgi  &  Iron  Works.  Lrie  St.;  plumb- 
ing, A.  E.  Cash,  Ontario  Street;  metal 
sash.  Trussed  C  oncrete  Steel  C  ompany, 
...,k  &  Donohue,  Downie  Street;  paint- 
I. united.   Walkcrvillc.  Ont. 


Fires 

Birch  Grove,  N.S. 

Stable  owned  by  the  Dominion  Coal 
Company.  4S3  Gcortje  Street,  Sydney, 
N.S. 

Cayuga,  Ont. 

( irist  mill  owned  by  John  Rolston. 
Owner  has  leased  premises  and  will 
require  machinery. 

Delhi,  Ont. 

Factory  of  the  Sovereign  Mitt.  Glove 
&  Robe  Company.  Limited,  destroyed. 

Halifax,  N.S. 

Warehouse  of  Pickford  &  Rlack.  Ltd.. 
:.t  Upper  Water  Street,  totally  destroyed. 

Listowel,  Ont. 

Barn  and  outbuildings  owned  by 
George  Gable,  R.  R.  No.  3,  Listowel, 
destroyed. 

Mannheim.  Ont. 

Barn  and  drive  shed  owned  by  E.  De- 
\itt.  totally  destroyed.    Loss,  $7,000. 

Montreal.  Que. 

Garage    at    1013    Marie    Anne  Street 

East,  owned  by  Mrs.  Belanger.  Loss, 
*  12.000. 

Nauwigewauk,  N.B. 

Saw  mill  owned  by  Ralph  D.  Wana- 

maker.  totally  destroyed.    Loss.  $5,000. 

Mount  Whatley,  N.B. 

Barn  of  E.  M.  Lockwood  destroyed. 

Quebec,  Que. 

Tannery  owned  by  Cyrille  Falardeau, 
5  Caron  Street.  Damape  estimated  at 
$35,009. 

Revelstoke,  B.C. 

Mill  of  the  Trout  Lake  Shingle  Mill, 
including  electric  plant  and  new  mach- 
inery. 

Ryckman's  Corners,  Ont. 

Barn  owned  by  J.  W.  Young  totally 
destroyed.    Loss  $10,000. 

St.  John,  N.B. 

Residence  on  Cranston  Avenue,  owned 
by  C.  J.  Wilson  and  George  Stevens. 
Loss.  $5,000  to  $6,000. 

Winnipeg,  Man. 

The  Woodbine  Hotel,  466  Main  Street: 
Loss  on  building.  $20,000. 


NIK   CON  r  U  VGT    In  ECO rd 
Miscellaneous 

Ottawa,  Ont. 

I  enders  on  the  supply  of  British  Col- 
umbia fir  and  white  oak  will  be  received 
until  4  p.m.,  December  22nd,  by  R.  C. 
Desrochers,  Department  of  Poblic 
Works,  Ottawa,  Specifications  at  oilice 
of  the  District  Engineers,  Shaughnessy 
Building,  Montreal,  and  Equity  Building, 
Toronto;  with  Mechanical  Superintend- 
ent. Biiks  Building,  Ottawa;  with  Mac- 
Lean  Daily  Reports,  Ltd.,  345  Adelaide 
Street  West,  Toronto;  and  at  the  De- 
partment. 

Owen  Sound,  Ont. 

Fhe  Town  Council  will  submit  a  by- 
law in  January  to  authorize  the  purchase 
of  a  motor  fire  truck  at  an  approximate 
cost  of  $6,500.    Clerk,  Charles  Gordon. 

Vancouver,  B.C. 

The  \  ancouver  Drydocks,  Limited, 
propose  to  construct  a  floating  drydock, 
and  a  ship  repair  and  shipbuilding  plant. 
Particulars  from  Charles  S..  Meek,  744 

CONTRACTS  AWARDED 
vVinnipeg,  Man. 

The  Greater  Winnipeg  Water  District, 
901  Boyd  Building,  have  let  the  contract 
for  supply  of  cement  to  the  Canada  Ce- 
ment Company,  Ltd.,  273  Craig  Street 
West,  Montreal. 


Bridge  Under  Construction  Fails. 

A  partly  completed  steel  bridge  over 
ill c  Snoqualmie  River,  near  Toll,  Wash., 
collapsed  November  9th,  when  a  flood 
undermined  the  falsework.  The  piers  are 
undamaged,  but  of  the  53  tons  of  mater- 
ials in  the  wreck  only  about  15  per  cent, 
can  be  recovered.  The  wreckage  will  be 
removed  and  the  work  resumed  next 
summer.  The  structure  was  a  steel,  pin- 
connected  through  Pratt  truss  of  209- 
foot  span,  with  a  20-foot  roadway.  Al 
the  time  of  the  accident  water  -  in  the 
Snoqualmie  River  was  10  feet  deep,  and 
the  span  was  30  feet  above  the  water 
surface.  A  freshet  caused  by  warm 
winds  melting  the  snow  in  the  Cascade 
Mountains  undermined  the  falsework. 
Anchor  bolts  which  had  been  placed  at 
one  end,  but  not  grouted,  were  pulled  out 
by  the  falling  span.  The  total  weight 
was  106  tons. 

The  bridge  was  being  built  by  the 
Weymouth  Construction  Company,  of 
Seattle.  As  the  structure  is  part  of  a 
new  line  not  yet  open  to  the  public,  no 
interference  with  traffic  will  result  from 
the  accident.  The  contract  price  was 
.$18,000. 

Paving  Contractor  Makes  Unique  Use. 
of  Motor  Truck  to  Solve 
Haulage  Problems 

The  problem  of  long  heavy  hauls  in 
big  paving  operations  has  been  solved 
in  a  striking  way  by  Hanlon  &  Okes, 
contractors,  with  offices  in  Minneapolis, 
Minn.,  and  Sioux  City,  Iowa.  They  found 
their  solution  in  the  performance  of  a 
big,  two-ton  motor  truck  with  power  on 
all  four  wheels.  And  what  they  have 
been  doing  with  it  has  attracted  country- 
wide attention  and  comment. 

The  truck  in  question  is  not  being 
used  for  ordinary  trucking  purposes.  In- 
stead, it  is  being  used  as  a  tractor  to  tow 
from  eight  to  twelve  steel  side-dump 
cars  on  a  narrow-gauge  railway — each 
trailer  being  heaped  up  to  hold  a  yard 
and  a  half  of  stone  or  sand.  The  truck 
itself  straddles  the  miniature  tracks. 
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Hanlon  &  Okes  purchased  the  truck 
while  construction  of  4|^  miles  of  con- 
crete paving  was  under  way  on  the 
Broken  Kettle  Road,  a  tortuous,  exceed- 
ingly hilly  highway  leading  into  Sioux 
City.  The  work  there  has  now  about 
reached  completion,  and  the  truck  and 
trailer  cars  have  been  sent  to  operate 
on  another  long  stretch  of  paving  to  be 
done  in  the  vicinity  of  Winona,  Minn. 

After  successful  experiments  Hanlon 
&  Okes,  who,  it  will  be  remembered, 
built  the  Minneapolis  Speedway,  found 
in  the  motor  truck  all  the  requisites  of 
an  improvised  locomotive.  On  the 
Broken  Kettle  Road  contract  they 
worked  the  sturdy  truck  on  an  aver- 
age of  from  12  to  14  hours  every  day, 
including  Sundays  and  regardless  of 
weather  conditions.  Its  speedometer  re- 
corded 1,616  as  it  left  Sioux  City  for 
Winona. 

Hardly  a  better  place  could  have  been 
found  at  which  to  test  this  system.  There 
is  hardly  a  straight  or  level  stretch  of 
any  length  on  this  part  of  Broken  Ket- 
tle Road.  From  the  hopper  where  its 
trailers  were  loaded,  to  the  point  where 
the  paving  process  was  under  way,  the 
truck  was  continually  climbing  grades 
ranging  from  4  to  6.2  per  cent. 

For  a  period  of  over  six  weeks  the 
truck  labored  steadily.  The  crews  mix- 
ing and  laying  the  concrete  there  com- 
prised between  forty  and  fifty  men,  a 
huge  steam  mixer  with  a  conveyor  bucket 
being  used.  The  truck  was  not  only  able 
to  keep  them  supplied  with  materials, 
but  often  got  a  little  ahead  of  them! 

The  gasoline  consumed  reached  a  daily 
average  of  22  gallons.  A  gallon  and  a 
half  of  oil  a  day  was  all  required  to  keep 
the  truck  limbered  up  and  pulling  at  its 
best  all  the  time.  Considering  the  grades 
and  the  resistance  the  truck  met  in  the 
soft,  bumpy  roadway,  these  averages 
might  almost  be  called  low. 

The  tracks  supporting  the  steel  dump 
cars  came  in  complete  sections.  These, 
with  ties  attached,  were  simply  dropped 
on  the  rough  face  of  the  road  and  bolted 
together.  As  the  paving  progressed  sec- 
tion after  section  would  be  taken  up. 
Thus  each  succeeding  day  found  the 
hauls  from  the  hopper  getting  shorter 
and  shorter. 


Made  in  Canada 


Preserves  Roads 
Prevents  Dust 


Queen  St.,  Fredericton,  N.  B.  Constructed 
nvit/i  "Tarvta-X",  penetration  method. 


Tarvia  for  smaller  cities 


THE  main  central  streets  of  a  small 
city  carry  a  traffic  that  is  very 
heavy  in  proportion  to  population 
because  of  the  great  percentage  of  vehi- 
cles from  out-of-town.  If  paved  with  or- 
dinary macadam  such  streets'  become 
exceedingly  dusty  and  rough.  On  the 
other  hand,  abutting  property  cannot 
usually  bear  the  cost  of  a  city  type  of 
pavement  such  as  brick  or  sheet  asphalt. 
Tarviated  macadam,  however,  just  fills 
the  bill.  It  is  usually  a  trifle  more  ex- 
pensive than  plain  macadam  to  construct, 
but  it  makes  a  durable,  dustless,  well- 
bonded  surface. 

The  above  illustration,  for  example, 
shows  Queen  Street  in  Fredericton,  N.B., 
which  was  built  with  Tarvia  in  1914.  It 
has  come  through  the  winters  in  fine 
shape,  for  Tarvia  is  waterproof  and  the 
road  docs  not  absorb  moisture. 


To  maintain  the  street  in  good  condition 
indefinitely,  it  is  only  necessary  once  in 
two  or  three  years  to  treat  the  surface 
with  a  light  coat  of  "Tarvia-B"  applied 
from  a  sprinkling  cart,  with  a  light  cov- 
ering of  fresh  stone  screenings. 

This  treatment  will  cost  very  little  and 
will  restore  the  contour  of  the  surface, 
putting  it  into  good  condition  for  another 
two  or  three  years.  In  the  long  run  this 
procedure' will  be  cheaper  than  maintain- 
ing plain  macadam,  which  wastes  away  in 
dust  and  mud  so  rapidly  under  modern 
traffic. 

There  are  three  grades  of  Tarvia  and  a 
dozen  ways  of  using  them.  There  is  a 
Tarvia  and  a  Tarvia  method  for  every 
macadam  road  problem.  Let  our  engi- 
neers help  you — their  advice  is  free,  and 
they  won't  recommend  Tarvia  unless 
Tarvia  will  make  good  on  your  problem. 


Booklet  on  request.     Address  our  nearest  office. 


m 
n 

■ 


Special  Service  Department. 


This  company  has  a  corps  of  trained  engineers 
and  chemists  who  have  given  years  of  study  to 
modern  road  problems. 

The  advice  of  these  men  may  be  had  for  the 


asking  by  anyone  interested. 

If  you  will  write  to  the  nearest  office  regarding 
road  problems  and  conditions  in  your  vicinity, 
the  matter  will  have  prompt  attention. 


■ 


THE  PATER  SON   MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER 

THE  C  ARRITTE- P  ATERSON  MANUFACTURING  CO.,  LIMITED 

8T.  JOHN,  N.B.  HALIFAX,  N.  S.  SYDNEY,  N.  8. 
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VANCOUVER  WOOD  PIPE 


&  TANK  CO.,  LTD 


Contractors  for  Waterworks  Construction, 
Manufacturers  ot  Wire-Wound  Wood  Pipe,  Continuous  Stave 

Pipe.  Tanks,  Silos,  Steam  Casing. 
S«  our  n*w  patented  Wood  Pipe  Coupling   Positively  LEAK  PROOF. 

VY*  an  th*  originator,  of  tKr  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.      VANCOUVER,  B.C. 


IMMEDIATE  SHIPMENT 

FROM  STOCK 


Rib  Bar 

W  e  have  a  good  stock  of  all   sizes  of 

Rib  Bars, 
Trussed  Bars 

and  other  products  for  reinforcing 
concrete. 

Get  our  quotation  before  purchasing 

TRUSSED  CONCRETE 
STEEL  CO. 

OF  CANADA,  LIMITED 

WALKERVILLE,  ONT. 

Montreal       -       Toronto  Winnipeg 


WILSON  SCALES 

ARE 

GOOD  SCALES 

We  manufacture  all  slyles.  — -  Write  us  for  prices. 

C.  Wilson  &  Son 

71  Esplanade  St.  East  TORONTO 


Dealers  in 

Scrap  Iron,  Steel 
and  Metals 

Railway  Equipment,  Rails 
and  Machinery 

Dismantlers  of  Bridges,  Plants, 
Steamers,  Mills 

Dominion  Iron  &  Wrecking 

Company,  Limited 


General  Offices : 


Transportation  Bldg.,  MONTREAL 


Quebec 


St.  John  N.B. 


Cawthra  M clock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  *— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


Durability 
Accuracy 

Trident  Meters 

Trident  Digc  Meters  as  illustrated  are  made  in  sizes 
Yi  inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list: 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


Los  Angeles 
San  Francisco 


Dake  Reversing  Motor 

The  Dake  reversing  air  or  steam  motor 
is  especially  adapted  for  use  in  connection 
with  contractors'  machinery, 
cranes,  hoists,  marine,  sawmill 
and  mining  machinery,  where 
to  30  horse  power  can  be  used. 
Will  start,  stop  and  reverse  in- 
stantly. Send  for  complete  cata- 
logue. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS: 
Montreal,  Mussens,  Ltd.— Toronto,  A.  R.  Williams  Machinery  Co.,  Ltd. 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


James  Thomson,  President. 


J.  O.  Allen,  Vice-President. 


JAMBS  A.  Thomson,  Secretary. 


the  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  CO 


LIMITED 


Manufacturers  of 

Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 
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O   A  ||    C    New  and  Relaying 

JL*iO  Switches,  Turntables,  Etc. 

Carried  in  Stock 

Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


Famous  Heart 
Shape  Mixers 

Slrictl|r  Made-inCan- 
•«!■.  Noted  for  their 
thorough  and  very  rapid 
mixing  of  concrete.  Used 
by  the  largest  contractors 
in  Canada. 


Write  for  latest 
Catalogue  and 
Special  Offers. 


Improved  Concrete  Machinery 

such  as  Crushers,  Tile,  Tlrick  and  I!lock  Machines,  Crushing  Rolls, 
Road  Pavers,  etc.  Everything  in  Contractors'  Equipment  is  Made- 
in  Canada  by  a  Canadian  lirni.  with  Canadian  capital.  Our  hoist- 
ing machinery  is 
the  most  modern 
ami  efficient. 

Equipped  with  gas, 
steam  or  electric 
power,  mounted  on 
skids  or  trucks. 


WETTLAUFER  BROS.,  LIMITED 

IMPROVED  CONCRETE  MACHINERY 
178  Spadina  Ave.,  TORONTO,  ONT. 

Braochet—  Montrea     Halifax,  Vancouver,  Winnipeg 


DARLINGS 
STEAM 


[DARLING  BROTHERS 

LIMITED 
tnfeineers  and  Manufacturers 

MONTREAL.  CANADA 


O 


RNAMENTA 

IRON    and  BRONZE 


etc. 


\\f  E  ARE  C  anada's  foremost  producers  of  interior 
■  ■     iron,  brass  and  bronze  work,  and  do  a  national 
business  in  these  lines: 

Balconies,  Marquises,  Fire  Escapes, 
Lamp  Standards,  Window  Grills,  Wire  Guards, 
Crestings,  Elevator  Cars  and  Enclosures, 
Counter  Grills.  Metal  Wickets  for  Banks,  Offices, 
Iron  and  Bronze  Gates,  Iron  Stairways, 
Steel  Lockers,  Shelvings,  Bins, 

Partitions,  etc. 
Write  for  illustrated  literature. 

The  Dennis  Wire  and  Iron 
Works  Co.  Limited 

London 


The  Highest  Standard 
of  Quality 

Wherever  "American"  Centrifugal 
pumps  have  come  in  competition  with 
others,  they  have  won  a  reputation  for 
quality  because  so  rigid  a  guar- 
antee is  placed  upon  them  that 
jtf/P  it  is  necessary  to  maintain  the 
highest  standard  in  the  design, 
material  and   workmanship  of 
their  construction. 

They  are  adapted  to  the  wid- 
est range  of  use,  because  they 
are  regularly  built  in  about  50 
styles,  in  addition  to  special 
styles  designed  for  unusual  re- 
quirements. 


Catalog  1352  describes  them. 
Write  for  your  copy. 


The 

American  Well  Works 

General  Office  and  Works  :— 
AURORA,  ILL. 

Chicago  Office : — 

First  National  Bank  Building. 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 

Gorman,  Clancy  &  Grindley,  Ltd., 
Edmonton  and  Calgary. 
B.  C.  Equipment  Company, 
Vancouver,  B.  C. 


How  Do  You  Buy  a  Transit? 


By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 


HFflFR    ftr   RRIHHTIY  1120  Spring  Garden  Street 

riLLLLK  Ot  DIUOnlLI,  PHILADELPHIA.  PA. ."Since  li 


870" 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantia!  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


v 


I  MITE.D 


VALVE -HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


1885   "QUALITY  FIRST"  1916 

It  Has  Paid  Us  and  Will  Pay  You. 

Galvanized    "  EASTLAKE "  Shingles 

have  made  and  will  make — more  money 
for  Canadian  Contractors  than  any  other 
type  of  metal  roofing. 


The  Quality  is  There 


They  satisfy  your  customer  —  they  sell 
easily  —  they  lay  quickly  —  they  make  a 
good-looking  roof — they  are  fireproof. 

THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  "SAFETY  FIRST" 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Winnipeg  Calgary 


Toronto  Montreal 


Limited 
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Smith -Vaile  Triplex  Pumps 


Kelt  Drue 


Chain  I ) r i %  ■ 


Direct  (iciireil 


Four  bearings  insure  reliability  for 
il.iv-tn  ilay  service  in  a  practical!)  un- 
limited range  of  application.  May  be 
belt  driven  from  any  available  source 
of  power,  or  direct  connected  by  coup- 
ling, gears  or  chain  to  any  form  of  motive  power. 
See  Bulletin  No.  741 . 

Standard  rumps  for  Every  Service 
PI  Ml    [RON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


STANDARD  STEEL 


Bttmi  Channel* 

CONSTRUCTION  CO. 


Reinforcing  Bart 

"Self-Senterinc" 

Corrugated 
Sheeting 


LIMITED 
WELLAND      -  CANADA 

Manufacturkrs  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market. 
Office -M  4515— M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand.  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 


Phones,  Office  North 


!  664 
(665 


Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


WOODEN  PIPE 


Wire  wound  wood  stave  pipe,  2  in.  to  24  in.  diameter.  Con- 
tinuous wood   stave  pipe,   any  diameter  required. 

CANADIAN  PIPE  CO.,  LIMITED 


Established  1904 


New  Factory  Erected  1910 


Equipped  witli  the  most  up-to-date  machinery.  Every 
machine  driven  by  a  separate  electric  motor.  Satisfaction 
Guaranteed. 

Office  and  Factory— 550  Pacific  St.,  VANCOUVER,  B.C. 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PI  PE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  ctc9  Castings 
of  all  kinds,  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 
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ELECTRIC  and  HAND  POWER  TRAVELING  CRANES 

Electric  Bucket  Cranes,  Mono-Rail  Hoists,  Power  Plant  Cranes, 
Jib  Cranes,  Dock  Cranes,  Railway  Cranes,  Derricks. 

—Made  in  Canada 

NORTHERN  CRANE  WORKS,  Ltd.,  Walkerville,  Ont. 


Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


OUR  LINDSAY  WORKS 


We  Manufacture 
Water  Wheels,     Hydraulic  Governors, 
Centrifugal  Pumps,       Mill  Machinery 
Fly-Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Water  Supply 

from 

Deep  Wells 

is  obtained  at  a  mini- 
mum cost  by  use  of  our 
deep  well  pumps. 


Write  for 
Bulletin  26 
explaining 
the  use  or 
Cook's 
Patent 
Brass  Tube 
Well 
Strainer 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


Crushed  Rubble  Dimension 

CROOKSTON  QUARRIES 

Crushed  Stone — Clean,  tough  stone,  specially  suitable  for  concrete  mix  and  macadam  roads.  Although  we 
have  supplied  hundreds  of  cars  of  stone  to  Toronto,  Montreal  and  intervening  points  we  have  never  had  one 
car  rejected. 

Rubble  Stone — From  one  man  size  to  blocks  weighing  many  tons. 
Dimension  Stone — The  stone  that  has  stood  the  test  for  half  a  century. 

Capacity  500  tons  a  day  C.P.R.  and  G.T.R.  Connections  Telephone  Madoc  2.  R  3—2 

ASK  US  FOR  QUOTATIONS 

QUINLAN  &  ROBERTSON,  Limited,  Crookston,  Ontario 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICKS 

*  KMEXT,  LIME.  AND  BRICK 
Cement    drliveied  in  5  barrel  lots.  $2 'JO  per  bbl . ; 
with  big*.  $2.00;  car  lots.  $1.70  on  the  track, 
with  pkg*..  (2.10. 

L«me  -grey  44c.  white  50c  per  100  lbs.,  delivered 
in  not  le»»  than  1500  lb.  lots.    At  tlie  ware 

haute,  white  45c.  grey  30c. 

Brick— No.  1  dry  pressed  red  brick  $17;  buff, 
$17  fo.b.  the  job;  No.  2.  $14;  common  red 
ttock  brick.  $11  to  $14;  grey.  $11  to  $12; 
wire-cut  brick  (or  foundation  work.  $9  on 
the  cars,  delivered  $10;  "Tapestry"  brick,  im- 
ported, $25  to  $35;  local  Rug.  $14  ;  sand  lime 
brick,  $7.(50  f.o.b.  car  at  King  Edward  Siding; 
$0.50  f.o.b.  car  or  wagon  at  plant;  $8.50  de- 
livered on  job.  Paving  brick.  No.  1,  $1S  per 
ML  fob.  West  Toronto;  No.  2  $14;  paving 
blocks.  No.  1.  $24  per  M.;  No.  2.  $18.  Sun- 
Tcx  face  brick.  $10  to  $20  per  M. ;  Dcnison 
interlocking  hollow  tile,  $00  per  M.  Lots 
over  100.000,  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52.  buff  $2S.  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

I  RUSHED  STONE.  SAND.  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 
Crushed  stone— 2  in..  $1.30;  1  in.,  $1.40;  Jf-iri., 
$1.40;  rubble  stone,  in  car  lots,  $1.25  per 
ton  f.o.b.  car 
Sand— for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel— Pit  run,  75c  to  S5c  per  ton  f.o.b.  Toronto;- 
screened,  $1  per  ton  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  10  ft.. 
$24;  IS  ft.,  $25;  1-in.  Hemlock,  No.  1  $24; 
No.  1  Hemlock  decking  $24  to  $25;  No.  2 
Hemlock,  dimension  and  1  in.,  $20  to  $22. 

Pine — i.in.  by  4  in.  to  6  in.,  $30;  1-in.  by  S  in., 
$32;  1-in.  by  10-in..  $33;  1-in.  by  12-in.,  $33 
to  $35;  2  in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $30  to  $35 ;  %  by  0 
and  10-in.  pine  shelving,  $33  to  $36;  %  by 
12  in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $29;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto,  $32;  pine  trim  4-in.  casing,  $1.75  per 
100  ft.;  5  in.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25;  4-in.  pine,  window  stool,  $2.75. 

Shingles— XXX  B.  C.  shingles  $3.85;  N.  B.  extras 
$4;  N.  B.  clears  $3.66;  No.  1  pine  lath  $6.00; 
No  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.76. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14,  14  x  16,  $40;  10  x  16, 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$40.50;  12  x  18,  18  x  20,  $41-00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $42.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 

Steel  and  Iron  Bars — $3.40  to  $5  base;  twisted 
and  deformed,  $3.50  base. 

Shapes— Over  35  lbs.  per  yd.,  $3.60  per  100  lbs. ; 
under  33  lbs.  per  yd.,  $3.80  per  100  lbs. 

Plates— 12  ins.  and  under,  $4.20  per  100  lbs. ;  over 
12  ins.  and  under  30  ins.,  $4.40  per  100  lbs.: 
36  ins.  and  over,  $4.60  per  100  lbs.  Tank  and 
boiler  plates — in.  and  over  and  under  36 


ins.,  $4.40;  30  ins.  and  over,  $4.90.  Gauge 
plates  -Nos.  10,  12,  14,  $4.00  to  $4.80  per  100 
lbs.      Black   American  besscmer    plates—  2S 
gauge,  $3.75  to  $4  per  100  lbs. 
Flats— 7  in.  wide  and  under,  $3.40  per  i00  lbs. 
Extras — l/10c  per  lb.  extra  for  cutting  to  length, 
for  plate  less  than  'A  in.  thick,  for  all  Bethle- 
hem sections,  for  angles  less  than  5  in.  com- 
bined legs  and  beams  and  channels  under  G 
ins.,  for  18,  20,  and  24  in.  beams. 
Galvanized  iron— 28  gauge  $6.50  to  $7.00. 
Cast-iron    pipe — Standard    prices,    carload  lots, 
f.o.b.  Toronto:  4-in.  $38  per  net  ton;  6-in.  and 
up  to  $37,  with  $1  extra  for  gas  pipe. 
SEWER  PIPE 
Sewer  Pipe  —Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12 -in.,  $1  ft.;  15-in., 
$1.40;  ISin.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft. ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15  in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbis.,  $1.15  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.12  per  gal. ;  red  lead, 
dry,  $14  per  100  lbs. ;  putty  in  bulk,  $4  per 
100  lbs.;  in  100-lb.  drums,  $4.40;  putty  in 
25-lb.  tins,  $4.50  per  100  lbs. ;  steel  sash 
putty,  $5  per  100  lbs.;  turpentine,  in  bbls., 
72c  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.30  steam  car  load  lots,  including  sacks 

Lime — Ilydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $15; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic,  No.  2,  $13; 

buff  (smooth),  $21;  buff  (rough),  $20;  plastic 
$9.00. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 

Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9  in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  J^-in.  $1.65;  Min., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 

Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles — 3  in.  x  3  In.  and  up,  $3.75;  1  in. 
x  1  in.  x  H  In.,  25c  extra;  #  in.  x  Ya  in. 
x  %  in.  60c  extra.  Boiler  plates — K  in. 
thick  and  thicker,  $5.00.  Circular  plates — 
Flange  quality,  80  in.  dimension  and  over, 
$5.25;  under  30  in.  dimension,  $5.50.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.50; 
35  lbs.  per  yd.  and  over,  $4.25;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauga, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.60  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60. 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2yi  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $000,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.       Plaster  of 
Paris— $2.35   per   bbl.     Rope— Best  Manilla. 

22J/2C  basis  per  pound;  British  manilla,  18c 
basis;  sisal  rope,  16c  basis;  lath  yarn  16c 
Boiled  linseed  oil — in  barrels  $1.12]/2  per  gal. 
of  9  lbs.    Raw  linseed  oil — in  barrels,  $1.10 

per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.   1  dry  pressed,  red   and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
54 -in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per  yard,   delivered,  $1.85. 

Crushed  Granite— V/2  and  2-in.,  $2.65;  H -in.  and 
1-in.,  $2.90;   M-in.  and  dust,  $3.20. 
LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  x  12,  8  x  12,  $39 ;  10  x  16.  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40 ;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42 ;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20. 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  6^-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7 ;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round   bars,   $3.35   per   100   lbs. ;  square 
twisted,  $4  per  100  lbs. ;  channels  and  angles, 
$4.25;  beams,  $4;  plates,  $5  per  100  lbs. 
Cast  Iron  Pipes — Standard  price,  car  load  lots, 
f.o.b.   Winnipeg,  $3S  per  ton. 

(Continued  on  page  58 ) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices  : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


1 


New  Glasgow,N.S. 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :   St.  Johns.  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  ,V>> 
SEWER  PIPE 
Sewer  Pip* — Wholesale  prices  f.  o.  b.  Winnipeg, 
pet  (I..  3  in.,  0  cents;  4  in  ,  11  cents;  5  in.. 
10  cents;  6  in..  18}*  cents;  8  in.,  30  cents; 
9  in..  33  cents;  10  in,  40  cents;  12  in..  SO 
cents;  IS  in.,  TS  cents;  IS  in.,  $1.00;  20  in., 
$1  5";  1*4  in.,  $2  00 

SUNDRIES 

Mar  J  Wall  Platter— Unsanded.  $13  per  ton;  sand- 
ed. $7  SO,  delivered  on  job.  Plaster  of  Paris, 
$13  50  per  ton;  Hammer  Brand,  $3.75  per 
bbl  .  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11. 5o 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  98 
Mall  per  gal.;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal.;  dry  red  lead,  $10.00  per  100 
lbs.;  putty  in  bulk,  $3.25  per  bbl.;  putty  in 
25  1b.  tins.  $3.75;  turpentine,  in  bbls.,  SO 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal..  $3  10. 


VANCOUVER  PRICES 

CEMENT.  LIME,  AND  BRICK 

Cement— Grey  Portland.  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton.  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;   superfine,   white,  $9.50  per   bbl. ; 

white  Portland  cement.  $2.45  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 

Brick    Common  red  brick,  $11.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick;  $30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
house;  $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house ;  fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand     I'm  ii  k  and  plaster  sand  $1.85  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $2.00  per  yard  delivered. 
Prices  of  stone  are  still  open. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  x  16  to  20,  S  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 28  gauge,  $7.50  per  100  lbs. 

Corrugated  iron — 20  gauge,  6,  7  and  8  ft.  sheets 
$6.05,  5,  9  and  10  ft.  sheets,  $6.80  per  square. 

lilack  steel  sheets,  24  gauge,  $5.35  per  100 
lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4  in.,  12'/2c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime— $14.00  in  car  lots. 

Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade, 
14J/2C  basis;  sisal  rope,  12j4c  basis. 

PAINTS  AND  OILS 

Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.90  per  100  lbs. 
Boiled  linseed  oil — In  bbls.,  $1.40  per  gal.  of  9 
lbs. 

Raw  linseed  oil — In  bbls.,  $1.3S  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


IIIIIIINIIIIIIIIIIIIIffl 

MADE 
IN 

CANADA 


ioist 

^         i*  sth  rnmpoiindQ*arf  and hrdfee  attachment 


I 


Are  You  Providing  for 
the  Removal  of  Ashes  ? 

HUNDREDS  of  prominent  architects  are  now  repeat- 
edly specifying  the  G&G  Telescopic  Hoist  for  the 
removal  of  ashes  in  all  types  of  buildings — resi- 
dences, schools,  office  and  apartment  buildings,  churches,  etc. 
This  hoist  is  made  in  five  convenient  models.  The  Model  A 
Hoist  illustrated  may  be  operated  by  one  man,  unaided.  It 
is  noiseless,  speedy  and  safe. 

Raises  load  at  guaranteed  speed  of  30  feet  per  minute.  Oper- 
ated from  sidewalk  level.  When  not  in  use  hoist  telescopes, 
and  no  part  shows  above  grade.  Every  hoist  subjected  to 
thorough  working  test  before  shipment. 

WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  "A"  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


BLACK  BUILDING  SUPPLY 
CO.,  LTD.,  TORONTO. 
Agents  for  Ontario 


WM.  N.  O'NEIL  CO.,  LTD., 
VANCOUVER, 
Agents  for  British  Columbia 


&  S.  II.  THOMPSON  &  CO., 
LTD.,  MONTREAL, 
Agents  for  Quebec 


W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan,  |§ 
Alberta,  Winnipeg. 


J 
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Concrete  Bonding 
Locker*  for  Clothes 
Iron  Stairway* 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the   "  Keith Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being-  proclaimed 
the  most  efficient  «and  economical  in  the 

Fan  World.        Write  for  our  New  catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  '259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO..  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


BITUNAMEL 

Unsurpassed  (or  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


CANADIAN 
CHICAGO  BRIDGE  &  IRON  CO. 

Limited 
BRIDGEBURG,  ONTARIO 
Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"  Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:  — 
Bridgeburg,  Ontario,  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 

"  Street 


Built  for  C.P.R.  Montreal 


New  York,  N. 
Shops: 
Chicago,  111. 


Y.,  30  Church 

Bridgeburg,  Ont. 

Greenville,  Pa. 


Goold,  Shapley  &  Muir  Co* 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water  supply  outfits  of  every 
description 

CORRESPONDENCE  SOLICITED 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  Ui  S.  Letters  Patent 

Toronto      •  Canada 
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Civil 

Electrical 
Mechanical 

Directory  of  Engineers 

Contractors 

Special 

Interests 

Lnipman  &  rower 

Civil  Engineers 

TORONTO  WINNIPEG 

Willi*    (In  i' man      Geo.    H.  Power. 

HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG  CALGARY 

R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 

BRYAN  PONTIFEX 

Chart  ere  J  Accountant. 
SPECIALTY 
MANUFACTURERS'  AND 
CONTRACTORS'  ACCOUNTS 

Excelsior  Life  Bldg.,  Toronto 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian. 
American  and  European 
Works. 

Head  Office  '  MONTRFAI 
and  Main   Laboratories    "ILMl  I  IxC/ALi 

Branch    Offices   and    Laboratories — 
TORONTO,  WINNIPEG,  EDMONTON, 
VANCOUVER  and  NEW  GLASGOW 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 

Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,  Montreal 
Branches : 

Toronto         Vancouver         London,  England 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904-906  62  Esplanade  E.,  Toronto. 


DATCM  TO       SECURED  OR  OUR 
rfl  I  til  I  O         FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa,  Canada 


Jmglins 

M  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


GILDING  WORK, 
LARGE  OR  SMALL 
RECEIVES  OUR 
BEST  ATTENTION 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


Crushed  ^^H^jk  Cut 

Stone  jlKJgli  Stone 
BRICK   IjjypF  SAND 

T.  A,  Morrison  &  Co.,  »%%&EZ?: 


H.  J.  Griswold, 

Montreal. 


B.  W.  Seton, 

Toronto. 


DOMINION  ENGINEERING 
&  INSPECTION  CO. 

Inspecting  and  Testing  Engineers 
Head  Office  and  Laboratories, 
318   Lagauchetiere  St.  West,  Montreal. 
BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 
CEMENT  TESTING  AND  REIN- 
FORCED  CONCRETE  INSPECTION 
MILL,  SHOP  AND  FIELD  INSPEC- 
TION OF  STEEL  STRUCTURES 
AND  BRIDGES 
TESTS  AND  INSPECTION  OF  IRON 
AND  STEEL  PIPE,  ETC. 
EXPERT  EXAMINATIONS  AND 
REPORTS 
Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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"McAVITY" 


New 

Improved 


I  Fire 


Hydrant 


(Patd.  1912) 

IllllllillllllllllllllllllllllllllllllllllW 

The  latest  im- 
proved Compres- 
sion or  Matthews 
type  Hydrant 
which  i  s  used 
without  Frost 
Case,  owing  to 
Removable  Seat, 
Valve  and  Fit- 
tings. 


"McAVITY" 
GATE  VALVES 

with  Iron  Body,  Bronze 
Fittings,  with  either 
BRONZE  or  HARD 
WHITE  METAL  SEATS 
RENEWABLE 


T.  McAVITY  &  SONS,  Limited 

St.  John,  N.  B. 
CANADA 

HARDWARE  AND  METAL  MERCHANTS 
BRASS  AND  IRON  FOUNDERS 


MONTREAL 


Established  1834 


WINNIPEG 


Cable  Addre..:  "McAVITY  ST.  JOHN' 
Codes:  ABC,  4th  and  5th  Editions 


ELEVATED 

STEEL  TANKS 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "         100  feet  to  top 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Pittsburgh-Des  Moines  Steel  Co 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

B45  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Havana,  Cuba— Room  65,  Nova  Scotia  Bank  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 
Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tona  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  HUlcrett  1614  16 16- MM 
Private  exchange  connecting  all  departments 
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There  Are  Hundreds  of 

CANADIAN  SUMP  PUMPS 

in  successful  operation  to-day 

The  illustration  to  the  left  shows  an 
installation  of  3  Canadian  Sump 
Pumps  at  the  Cedars  Rapids  Mfg.  & 
Power  Co.,  Cedars  Rapids,  Canada. 
There  are  so  many  important  points 
where  Canadian  Sump  Pumps  show 
marked  superiority  over  others  that  you 
will  be  interested  in  Booklet  273-12. 


We  also  manufacture  a 


BABY  SUMP  PUMP 

For  small  installations  desiring  an  inexpensive  Sump  Pump  outfit, 
the  Canadian  "Baby"  Sump  Pump  fulfills  all  requirements  most 
efficiently. 

Both  our  Standard  Sump  Pump  and  our  Baby 
Sump  Pump  are  described  in  our  Booklet  273-12 


Canadian  Blower  and  Forge  Co,,  Limited,  Kitchener,  Ont. 


ST.  JOHN 


(Formerly  Berlin! 

Sole  Canadian  Agents  for  the  Buffalo  Steam  Pump  Co. 

TORONTO  MONTREAL  WINNIPEG  VANCOUVER 


Cutting  the  Cost  of  Heating  Operations 


The  cost  of  almost  every  operation  requiring 
heat  can  be  reduced.  Forging,  heat  treating, 
enameling,  baking,  drying,  smelting,  cal- 
cining, steam  generating,  etc.,  can  all  be  done 
at  a  smaller  fuel  cost  if  the  radiation  losses 
from  the  furnaces,  ovens,  kilns  and  boiler 
settings  are  cut  down. 

Fully  60%  of  the  fuel  now  being  burned  to 
make  up  for  radiation  losses  can  be  saved  by 
the  use  of 


Metals  Production  Equipment  Company  heat  treating  furnaces 
insulated  with  Nonpareil  Insulating  Brick.  Hess-Bright  Manu- 
facturing Company.  Philadelphia,  Pa. 


Nonpareil   Insulating  Brick 

For  Furnaces,  Ovens,  Boiler  Settings,  etc. 


In  most  cases  this  saving  will  be  enough  to  pay  for  the  cost  of 
installation  of  the  Nonpareil  Brick  in  less  than  a  year — that's  over 
100  per  cent,  on  the  investment.  Moreover,  the  workmen  will  be 
more  comfortable,  which  in  turn  means  increased  production. 

Concerns  like   Bethlehem  Steel   Company,   General   Electric  Com- 


pany, Grasselli  Chemical  Company,  Ford  Motor  Company.  Reming- 
ton Arms  Company,  New  Departure  Manufacturing  Company,  and 
others,  have  tried  Nonpareil  Insulating  Brick  and  are  sending  in 
repeat  orders.  Why  don't  you  profit  by  their  experience  and  use 
them  in  your  plant,  too? 


Full   information   and   large   sample   brick   on  request. 


Armstrong  Cork  &  Insulation  Co.,  Ltd.,  505  mcgui  Building,  Montreal,  Que. 

Also  manufacturers  of   Nonpareil   High   Pressure   Covering  for  steam  lines,  feed  water  heaters,  etc.,  and  Nonpareil  Cork  Covering  for  drinking 

water  systems. 
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Turbovane  Fan 


The  Sturtevant  Turbovane  Fan 
is  the  latest  thing  for  Forced 
Draft  Work. 

It  is  adapted  for  the  range  of 
pressures  usually  present  in 
underfeed  stoker  installations. 

Furthermore  this  fan  is  designed 
to  run  at  the  economical  speed  of 
Sturtevant  Turbines.  For  this 
reason  the  unit  is  an  absolute 
unique  proposition  for  forced 
draft — It  is  a  combination  that  no 
other  manufacturer  builds. 


We  can  send  you 
prominent  users. 


a    list  of 


Ask  for  full  information — 
or  would  you  like  our 
engineer  to  call  ? 

B.  F.  Sturtevant  Company 

of  Canada,  Limited 

Gait,  Ont. 

Montreal  Toronto  Winnipeg  Vancouver 

Selling  Agents  for  Sanford  Riley  Stoker  Co..  "  The  Riley  Stoker." 


BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.'  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.   483  pages.    Price  00  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Just  published  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated ;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Book  Company.  279  pages, 
illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  \V.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  200  pages,  illustrated.  Price 
$1.50. 

Handbook  for  Highway  Engineers,  by  Wilson  G.  Harger  and 
Edmund  A.  Bonney.  Second  Edition  just  published  bv 
McGraw-Hill  Book  Company.     009  pages.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.     480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,"  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   304  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etche- 
verry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,110  pages,  illus- 
trated.    Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,    illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  McGraw- 
Hill  Book  Co.     388  pages,  illustrated.     Price  $2.00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    S43  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litbo  Limited,  Bristol,  England,  in  1914 
268  pages.    Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Flinn,  Robert  Spurr 
Weston  and  Clinton  Lathrop  Bogert.  Just  published  by 
McGraw-Hill  Book  Company.  824  pages,  illustrated.  Price 
$6.00. 
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If  your  ropebreaks 
your  work  stops 


Use 


"DOMINION" 

Dependable  Rope 
The  Dominion  Wire  Rope  Company,  Limited 

MONTREAL,  TORONTO,  WINNIPEG 


In  Peace  or  War 


"High  Speed  Steel 


Manufactured  by  the  World  Famous  Makers 

JOHN  HY.  ANDREW  &  CO.,  LIMITED 

Is  The  World's  Choice 

1916  Methods  are  CHEAPER 

use 

"Industrial"  Works  Locomotive 
Coaling  and  Wrecking  Cranes 

Steam,  Electric  or  Gasoline 


If  vour  Contract  is  for  Dredging,  Excavating,  Building, 
Sewers,  or  the  Re-handling  of  materials 
Let  us  quote  you  for 

"HAYWARD"  BUCKETS 


Branch : 
108  Mail  Building, 
TORONTO 


Head  Office: 

MONTREAL 


Vol.  30  Toronto,  December  20,  1916  No.  51 


GLASS  BENDERS 

TO  THE  TRADE 


THE  TORONTO  PLATE  GLASS 
IMPORTING  COMPANY  u»,™ 

GLASS   IMPORTERS   AND  MANUFACTURERS 

91-113  DON  ROADWAY,  TORONTO 
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A  Tribute  To  Concrete 


The  following  paragraphs  are  taken  from  an  Editorial  Article 
in  the  "Engineering  News"  of  July  27th,  1916,  concerning  the 
40  miles  of  Concrete  Streets  in  Sioux  City,  Iowa. 


"(  oncrete  pavements  which  have  been  in 
use  five  years  and  which  show  block  after 
block  without  a  single  crack;  concrete  pave- 
ments which  have  been  under  traffic  two  or 
t  h roe  years  and  on  which  the  marks  left 
in  the  original  floating  are  still  to  be  seen; 
concrete  pavements  which  are  costing  prac- 
tically nothing  for  maintenance;  concrete 
pavements  laid  on  grades  of  12%  to  16% 
which  give  satisfaction  to  teamsters;  con- 
crete pavements  which  have  been  a  complete 
success  from  the  beginning  and  are  pre- 
ferred by  property  owners  to  any  other  type 
— these  are  some  of  the  things  which  arc- 
hardly  believable  by  an  engineer  unless  he 
actually  visits  Sioux  City.  Iowa,  and  sees 
them  with  his  own  eyes." 


"Engineers  whose  experience  with  con- 
crete pavements  has  been  less  satisfactory 
are  apt  to  say  that  the  success  of  the  Sioux 
City  concrete  pavements  must  be  due  to 
peculiarly  favorable  local  conditions — sub- 
soil, drainage  or  some  more  mysterious 
cause.  As  a  matter  of  fact,  a  careful  exam- 
ination of  all  the  pavements  and  of  roads 
and  streets  where  pavements  are  under 
construction  leads  inevitably  to  the  conclu- 
sion that  the  conditions  of  soil,  drainage, 
climate,  traffic,  etc.,  are  quite  as  trying  to 
concrete  pavements  as  the  conditions  in  any 
Northern  or  Eastern  American  City  of  50,- 
000  population." 

"The  range  of  temperature  in  Sioux  City 
is  from  115  deg.  to  35  deg.  Fahrenheit.  Sud- 
den extreme  variations  of  50  deg.  are  not 
unusual." 


The  results  obtained  in  Sioux  City  certainly  prove  that  the  claims  made  for 
concrete— durability,  low  maintenance  cost,  non-slipperiness,  adaptability  and 
appearance  — are  fully  justified. 


Complete  information  in  regard  to  Concrete  Pave- 
ments will  be  gladly  sent  to  anyone  upon  request. 
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1916-1917 

Standing  on  the  threshold  of  a  new  year,  we 
pause  to  look  back  over  the  passing  year.  191 6  has 
far  exceeded  our  expectations  lor  volume  of  trade. 
We  fully  realize  that  your  co-operation  and  patronage 
have  done  much  to  make  this  success  possible.  It  is 
very  gratifying  to  know  that  our  efforts  to  serve  and 
please  every  branch  of  trade,  commerce  and  industry 
have  been  so  generously  appreciated  throughout 
Canada. 

Past  successes  are  but  stepping  stones  to  future 
achievements.  W  ith  the  New  Year,  our  efforts  shall 
be  increased  to  make  the  DOMINION  RUBBER 
SYSTEM  of  still  greater  service  and  benefit  to  Can- 
adians and  to  the  industries  of  Canada.  Our  pur- 
pose, at  all  times,  shall  be  to  make  this  the  one  safe 
and  satisfactory  place  to  supply  every  need  in  Rubber. 

To  one  and  all,  we  extend  the  Season's 
Greetings,  and  our  Best  Wishes  for  a 
Happy  and  Prosperous  Year. 


Canadian  Consolidated  Rubber  Co.,  Limited 

Head  Office,  MONTREAL 
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To  Secure 
ECONOMY   and  DURABILITY 

Construct  Your 

SEWERS 


fro  m 


Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  f>oor  pipe 
at  any  price.  " 


N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  (or  filling. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,  Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating.  Steam  Turbines,  Tanks,  Water  Wheels,  Water 

Works  Plants 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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@EJhTe-^  and  Good  Records 

Always  Go  Together 

Whether  the  Cement  Gun  be  used  for  protecting  steel,  lining 
reservoirs,  sewage  disposal  tanks,  irrigation  ditches,  drainage  trenches, 
coating  sea-walls,  for  stucco  on  hollow  tile,  brick  and  concrete,  for 
coating  frame  houses,  factory  curtain  and  enclosing  walls,  inside 
plastering  with  lime  or  cement  mortar,  waterproofing,  etc. — it  will 
demonstrate  its  ability  to  cut  costs  all  along  the  line. 

Will  yon  not  welcome  a  means  of  reducing  the  time  on  that  next 
job  from  "ten  weeks  to  two"?  Or  of  keeping  the  payroll  at  "approxi- 
mately one-sixth"? 

Then  learn  all  you  can  about  that  "Means" — Send  for  the  Cement 
Gun  literature  today. 

CEMENT  GUN  COMPANY  INC.,  Allentown,  Pa. 

30  Church  St.,  New  York  City,  N.  Y.,  U.  S.  A. 


A.  R.  Roberts 
727  Traders  Bank  Bldg. 
Toronto,  Ont.,  Canada 


Taylor  Engineering  Co. 
Vancouver,  B.  C. 


John  A.  Traylor 
New  House  Bldg. 
Salt  Lake  City,  Utah 


Taylor  Engineering  Co. 
528  Cential  Bldg. 
Seattle,  Washington 


Built  of  Sackville  Freestone 


"Quarried 


m 

r 


ip 


ftfittfi 


I 


Provincial  Parliament  Buildings,  Toronto.  North  Entrance. 


in 

Canada" 

Block  Stone 
Random  Stone 
Dimension  Stone 
Head  Sills 
Shoddy 
Stone  Sawing 

Get  our  prices. 


SACKVILLE  FREESTONE  COMPANY,  LIMITED,  SAC^IUE 

Toronto  Agent:  A.  W.  STEWARD,  BUILDERS'  EXCHANGE 


♦ 
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Air  Compressors 

Cm,  Ingersoll-Rand  Co..  Ltd. 
Plan  lion  Woiki 

Aluminium 

Spltlmann  Agencies  Regd 

Air  Holm 

(  anadian  IngersolIRand  Co. 
Noiiliein    Crane  Work! 

Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co 
McGregor   &  Mclntyre 

Architectural  Terra  Cotta 

loionto  I'late  Glass  lmp'tg.  Co. 


Ash  Hoists 

GillU  &  Geoghegan 

Asphalt 

Asphalt  &  Supply  Company 

Asphalt  Shingles 

Bird  &  Son. 

Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co 
Can.  IngersolI  Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd..  B.  f 


Boil  en 

Beatty  &  Sons,,  If. 

Inglia  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brick 

Oriental  Brick  Company 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Radigan   &   Company,  John 


Brick  Machinery  and  Supplies 

Sheldona  Limited 


Bridges  (Steel) 
Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Co. 
DesMoinea  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridee  Company 
Pittsburgh-DeaMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  &  Son. 

Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co 
of  Canada.  Limited 


Cable  Terminals 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.   Lumber  Commissioner 

Cement 

Aided  Rogers,  Limited 
Uritnell  &  Company 

Canada  Cement  Company 
Kogeis  Supply  C  ompany 

Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Cement  Gun 

Cement  Gun  Company 

Cement  Waterproofing 
i'aterson  Mfg.  Company 


Centrifugal  Pumps 

Roving  Hydraulic  &  Engineering 
Company 

Canadian  IngersolI  Rand  Co. 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal   Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold    Storage  Insulation 
Armstrong  Cork  Company 

Concrete   Block  Machines 

Cast  Stone  Block  &  Machine  Co. 
Ideal  Concrete  Machinery  Co. 
London  T-'oncrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 
Blair,  B. 

Dominion   Concrete  Company 

Concrete  Mixers  and  Appliances 
Canadian  Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 

Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 
Wells  &  Gray  Limited 

Contractors'  Lights 
Foster,  W.  L. 

Contractors'  Plant  4  Supplies 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Goodwin,   Barsby  &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Barsby  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Core  Drills 

Can.  IngersolI  Rand  Co.,  Ltd. 


Corrugated  Iron 
Metallic  Roofi 
Pedlar  People 


Metallic  Roofing  Company 
Limited 


Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 


Cranes,  Travelling  and  Locomotive 
Roving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 


Crushed  Stone  and  Granite 

Canada   Crushed  Stone  Corpora- 
tion 

Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 


Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn.  Limited 
National  Equipment  Company 
Northern  Crane  Works 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 

Dump  Cars,  Wheels,  etc. 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 


Drying  Apparatus 

Canadian  Blower  &  Forge  Co. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey   Mfg.   Co.,  Philip 


Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 
Gent  &  Company 


Electric  Water  Systems 

Ontario  Wind   Engine  &  Pump 
Company 


Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company. 


Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 


Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 


Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Canadian  Blower  &  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 


Feed  Water  Heaters 
Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  nn  pace  8) 
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Burlington  Steel 
Co.,  Ltd. 

Hamilton,  Canada 

STEEL  BARS 

For 

Concrete  Reinforcing; 

Rounds,  Flats,  Plain  Squares, 
Twisted  Squares 

We   furnish   Rail  Carbon  Steel  Bars 

minimum  Elastic  Limit,  50,000  lbs.  per 
Square  Inch,  in-  strict  accordance  with 
"American  Society  of  Testing  Materials," 

specification. 

Increased  Physical  Properties  of  our 
product  allow  use  of  less  Tonnage. 

Bars  bent  to  shape  for  Beams, 
Stirrups,  Etc. 

Prompt  Shipment 
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Ptnmi  Wire  &  Iron  Works  Co. 
Manitoba  Bridge  &  Iron  Works 
McGregor  &  Mclntyre 

Fit!  Polo 

Ontario  Wind  Engine  &  Pump 
Company. 

Flooring  Material! 

Armstrong  Cork  Company 

Fuel  Economliers 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Forgca 

Canadian  Blower  and  Forge  Co. 
Sheldoni  Limited 


Gas  Engine! 

GooldT  Shapley  &  Muir  Co. 

Gaaolinc  Engines 

Hovmg  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 

Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 
Company. 

Glaii 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governor* 

Boving  Hydraulic  &  Engineering 
Company. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can..  Ltd..  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


High  Duty  Pumping  Englnci 
Piatt  Iron  Worka 

High  Pressure  Pipe  Line* 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Beatty  &  Sons,  M. 
Canadian  Ingersoll-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Henthorn 
Mussens  Limited 
National   Equipment  Company 
Northern  Crane  Works 


Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 


Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 


Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doori 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 

Northern  Crane  Worki 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Lead  Pencils 

American   Lead   Pencil  Company 


Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 


Machinery  Insulation 

Armstrong  Cork  Company 


Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Meters.  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 

Ornamental  Brick 

Oriental  Brick  Company 


Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 


Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Carter  White  Lead  Company 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  4  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


The  Elevated 
Drum  allows  a 
great  descent 
for  the  concrete. 
Provides  for  a 
rapid  delivery. 


LONDON 

Paving  Mixer 

Forward  Loader  and  Rear  Dis- 
charge take  up  little  room  on 
the  roadway. 

Traction  Drive.  Moves 
anywhere  with  its  own  power. 

The  Rotary  Delivery  Chute  turns 
in  a  complete  half  circle,  also  opens 
up  at  different  points.  The  concrete 
is  distributed  to  any  part  of  the  road 
No  wheeling.  No  shovelling 
of  ooncrete. 

ONE-THIRD  LESS  MEN  REQUIRED.  A  BETTER  JOB.  We  guarantee  that  this  Machine  will  deliver  Con- 
crete on  a  roadway  at  a  saving  of  1 0  per  cent  over  any  other  type  of  Machine.    Full  particulars  on  request.     Send  for 

Catalogue  No.  1A. 

VVc  have  twenty-three  different  sizes  and  styles  of  Mixers. 
Also  a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 

THE  LONDON  CONCRETE  MACHINERY  CO.,  LTD. 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada 

World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 
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QUALITY         /.  SERVICE 

STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE    Is  to  add  Strength. 

STEEL  BARS    Are  used  in  Concrete  to  Reinforce. 

D  E  M  A  N  D—    Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK    Your  work  on  reinforcing  bars  rolled   from  material 

of  questionable  quality. 

FAVOR     US    With  an   opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 


LIMITED 


HAMILTON 


TORONTO 


MONTREAL 


WINNIPEG 
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Pipe  and  Boiler  Covering! 

1 'omir.ion  Paint  Work* 

Paint*  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
I'i'.nion  Mt'g  Company 
Spielmann  Agencie*  (Kgd  ) 

Pencila  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metal* 

Canada  Wire  ft  Iron  Goods  Co. 

Pile  Driving  Machinery 
Heatty  &  Son»,  M. 
Canadian    Ingersoll  Rand  Co. 
Hopkins  A  Company,  F.  H. 
Marsh  ft  Menthorn.  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

i 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mlg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldon*  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  ft  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 


Power  Engines 

Boring  Hydraulic  ft  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Work* 

Beatty  &  Son*,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian   Fairbanks- Morse  Co. 
Canadian  Ingersoll  Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  II. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Work* 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Can.  Chicago  Bridge  &  Iron  Co. 
Dominion  Iron  &  Wrecking  Co. 
Ciartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 

Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 

Reinforcements,  Concrete  ft  Steel 
Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Dominion  Road  Machinery  Co. 

Exeter  Mfg.  Company. 
Hopkins  &   Company,   F.  H. 
Waterous  Engine  Works  Co. 

Roofing  Material 

Birdft  Son 

Carey  Company,  Philip 
Noble.  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.   Consolidated  Rubber  Co 

Dunlop  Tire  &  Rubber  Co. 

Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Wilson  &  Son.  C. 

Scrap  Iron 

Dominion  Iron  &  Wrecking  Co. 

Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.    Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 

Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Co. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Can.  Chicago  Bridge  &:  Iron  Co. 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steam  Appliances 
Darling  Bros. 

Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  14) 


IIIUIIIUII 


Crushed  Stone  for  Macadam  Roads 


Macadam  Roads 
must  be  built 
of  a 

TOUGH 
STONE 

that  will  cement 
WE  HAVE  IT. 


The  Hagersville  Contracting  Company,  Limited 

HAGERSVILLE,  ONT. 


Illiiiil  I! 


■kfl 
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Quality 

Reliability        -  Service 

CRUSHED  STONE 

SAND 

CEMENT  GRAVEL 

*ers  Supply  Co.  Ltd. 

28  King  St.  West,  TORONTO 

MAIN  4519 

The  "Skyscrapers"  of  Toronto 

Structural  Steel  of  ALL  Four  Buildings 
Painted  With 

"SUPERIOR  GRAPHITE  PAINT" 


Toronto 
Montreal 


RoyalBank  120  Storeys) 
Made  by 


C.  P.  R.  Office       Traders  Bank        Dominion  Bank 
(Id  Storeys! 

DOMINION  PAINT  WORKS,  LIMITED 

WALKERVILLE,  ONT. 


Winnipeg 
Vancouver 
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Solid  Steel  Window  Sash 


I  lie  mosl  popular  and  extensively  used  Steel  Sash  now  on  the  market,  absolutely  fireproof  and  weather  proof. 
1  In-  design  of  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 


tage. 


Maximum  Daylight  -No  Maintenance  Cost — Lower  Insurance  Rates. 


STEEL  and  RADIATION,  LIMITED 

Head  Office    Fraser  Avenue  TORONTO,  Ont. 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining's 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co, 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of  Steel  Plates,  Shapes 
and  Bars  which  we  are  anxious  to  sell  and  would 
be  pleased  to  quote  prices  upon 
receipt  of  enquiries. 


Angles 


44— G"  x  3'A"  x  54"  —60' 
20—6"  x  Syi"  x  11/16"— 60' 
29—6"  x  3'A"  x  H"  —60' 


Flange  Quality  Steel 
Circles 


Bars 


20—  8 
20—10 


i"    —30'  0" 

i"    —30'  0" 

20—10"  x  5/16"— 30'  0" 

10—11"  x  5/16"— 20'  0" 

9—  8"  x  Ys"    —30'  0" 

x  9/16"— 22'  0" 


10—36" 
0^4" 
7—48" 
1^14" 
5—48" 
2—61" 

1—  64" 

2—  48" 
2—61" 
1—67" 


3/8" 

3/8" 

3/8" 

7/16" 

7/16" 

7/16" 

7/16" 

1/2" 

1/2" 

1/2" 


-10" 


Tees 


10—  1" 
19— IK 

15—  V/2 
2—2" 
7—2" 

16—  2  'A 
25— 2^ 

4—3" 

11—  314 

17—  4" 
10—4" 

4—5" 
9—5" 


x  1" 
'  x  l>4" 
'  x  l'A" 

x  2" 

x  2" 

'  x  2y2" 

'  x  2]/2" 

x  4" 
'  x  4" 

x  4" 

x  4" 
'  x  Z'A" 

x  3" 

x  4" 


1/8" 
1/4" 
1/4" 
1/4" 
5/16' 
5/16' 
3/8" 
3/8" 
3/8" 
3/8" 
1/2" 
7/16' 
1/2" 
1/2" 


—25'  0" 

—25'  0" 

—30'  0" 

—30'  0" 

—30'  0" 

—30'  0" 

—30'  0" 

—50'  0" 

—50'  0" 

—50'  0" 

—50'  0" 

—40'  0" 

—50'  0" 

—50'  0" 


24- 
74- 

4—2 
1—2 
1^1 

1-4 
l^t 
1—4 
1—4 
7—5 
1—5 
1—5 
1—5 
3—5 
1—5 


42"  at 
-15"  at 


11/16 
11/16 

1/16 

1/8 

1/16 

1/16 

1/16 


1/16 
1/16 


Channels 

30  lb— 60'  0" 
33  lb.— 36'  10J4" 

Zees 

x  3  x  3/8  — 4S' 
x  3  x  3/8  —  S' 
x  3  1/16  x  1/4  —25' 
x  3  1/8  x  5/16—23' 
x  3-3/16  x  3/8  —11 ' 
x  3-1/16  x  1/2  --10' 
x  3-1/16  x  1/2  —41' 
x  3-1/16  x  1/2  —11' 
x  3-1/4  x  5/16—60' 
x  3-1/4  x  5/16—15' 
x  3-5/16  x  3/8  —50' 
x  3-5/16  x  3/8  -44' 
x  3-1/4  x  1/2  —50' 
x  3  1/4    x  1/2  —14' 


0" 

11" 

8" 

10" 

5" 

0" 

9" 

4" 

0" 

2" 

0" 

7" 

0" 

S" 


Office  and  Plant,  New  GlaSgOW,  N.  S. 


PUMPS 

IN  STOCK 


All  kinds  of  Pumps — 

Duplex,  Centrifugal,  Diaphragm  and 
Pulsometer. 


Send  for  Catalogue 


MUSSENS  LIMITED 


MONTREAL       QUEBEC— Pruncau  &  Co. 
WINNIPEG        TORONTO  -H.  Turnbull  &  Co. 
VANCOUVER      COBALT  -H.  L.  Usbornc 
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We  are  in  a  position  to  make 
Immediate  Delivery 

of  all  kinds  of 

STEEL 

CASTINGS 

100  lbs.  and  heavier 


Send  us  your  next  order 


Dominion  Steel 

Foundry  Co.,  Limited 

HAMILTON        «      n  ONTARIO 


Tripod  Derricks 

For  all  road  construction  Mk 

work  this  Tripod  Derrick  M  Wm 

will   save    its    cost  /  link 

many  times  over.  /        I  Vt 

It  easily  handles         /  1  yk 

ajl    sewer               /  H  Y 

pipe,  stone,"       -s    m  j  vk 

stones,  buri-'     m  II  \ 

al  v  a[u  1 1  sj  M^*  V; 

etc.  We. 

also  manufacture  Peerless,  Champion, 
Standard,  Counter  Weight,  Setter  Pole 
and  Stiff  Leg  Derricks. 

Write  for  Catalog  and  Prices  of 
any  Derrick  desired 

National  Equipment  Co.,  Limited 

1  Wabash  Avenue,  Toronto 


No  Buckling  in  this  Wood  Block  Street 


It  is  laid  witli  ample  provision  for  expansion  by  the  use  of  Carey 
Expansion  Joint.    Look       the  above,  diagram : 

At  the  curb  lines  are  longitudinal  Elastite  strips  ;/J  jn. 
wide. 

At  intervals  of  25  or  30  feet  are  laid  transverse  strips  of 
Elastite  *4  in.  thick.  As  an  additional  precaution,  small 
Elastite  sections  -y&  in.  wide-  are  placed  at  intervals  at 
ends  of  blocks,  staggered  in  courses. 

There  were  no  joints  to  pour — just  strips  all  cut  to  fit  exactly — 
laid  quickly  and  economically,  giving  a  permanenr,  smooth  surface. 
Before  building  your  next  wood  block  street  write  for  sample  and 
literature.     Address  Elastite  Dept. 

The  Philip  Carey  Company 

TORONTO  MONTREAL 


"Hammer  Brand" 


Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Steam  Engine* 

SlUlltfUl  Co.  of  Can.,  Ltd..  B.  F. 

Stejm  Turbine! 

McDougall  Caledonian  Iron  Wka 
Slurlcvant  Co.  of  Can.,  Ltd..  B.  F. 

Steel 

Hurlington  Steel  Company 
Dominion  [ran  &  Wrecking  Co. 
BopUai  &  Company,  F.  H. 
Steel  Company  of  Lan.  Ltd. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Cooipany  of  Can.  Ltd. 

Steel  Castings 

Dominion  Steel  Foundry  Co. 

Steel  Pipe 

Can.  Chicago  Bridge  4  Iron  Wks. 

Steel   Plate  Construction 

Waterous  Engine  Worki  Co. 

Steel  Sash 

Steel  &  Radiation  Limited 

Stone 

Britfiell  4  Company 
Hagertville  Contracting  Co. 
Rogers  Supply  Company 
Sackville  Freestone  Company 

Structural  Iron  and  Steel 
Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Co. 
DesMoines  Bridge  A  Iron  Co. 
Pominion   Bridge  Company 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 

Standard  Steel  Construction  Co. 
Structural  Steel  Company 


Surveyors'  Instruments 
Heller   &  Brightly 


Da 


n 


ngine  Company 


Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Co. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  llcnthoru 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
I'ittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Co. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 

halves 

Canada  Tron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh   Valve,   Foundry  & 

Construction  Company 
Dunlop  Tire  &  Rubber  Co. 


Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Shcldons  Limited. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 

Bird  &  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Meters 

Hankin  &  Co.,  Francis. 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 
Piatt  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

.Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and  Cutting  Plants 

Prest-O-Lite  Company,  Inc. 


Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

White  Lead 

Carter  White  Lead  Company 

Wires  and  Cables 

Standard  Underground  Cable  Co 
of  Canada,  Limited 


Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood   Pipe  &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank 
Company. 


Saves  Steel  From  Rust 

One  gallon  of  B-H  Anchor  Graphite  Paint  will  cover  1000  square  feet  of 
metal  surface  with  a  tough,  elastic,  waterproof  film  that  provides  maximum 
protection  from  the  elements. 

B-H  Anchor  Graphite  Paint  contains  the  largest  possible  percentage  of  pure 
Mexican  Graphite,  giving  it  much  greater  protective  strength  than  ordinary 
graphite  paints.  Put  up  in  barrels  or  cans.  Specify  it  wherever  a  high- 
grade  graphite  paint  is  required. 

Other  B-H  Products 
for    Industrial  Use 


Anchor  Iron  Filler, 

for  levelling  up  rough  spots  in  cast- 
ings and  metal  work  before  applica- 
tion of  paint. 

Concrete  Waterproofing 
Cement  Stains  and 
Concrete  Floor  Paints. 


B-H  Anchor  Pure  Red  Lead 

ground  in  oil,  for  all  exposed  iron  and 
steel  surfaces. 

B-H  Durable  Fast  Red  Paints 

for  purposes  where  a  brilliant,  lasting 
red  is  required. 


Write  for  color  chips  and  quantity  prices. 
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This  Shovel  is  in  absolutely  first-class  condition 
and  ready  for  immediate  shipment. 

For  price  apply 

MONTREAL 


W.  FRASER, 


83  Craig  St. 
West, 


Makes  roads  last  longer 

Fluxphalte  is  the  best  macadam  road  preservative.  Being  used  by  road  com- 
missioners and  contractors  all  over  Canada  with  finest  results.  Binds  the  sur- 
face of  roadway  so  that  no  dusting  occurs.  Makes  surface  smooth  as  asphalt 
pavement  and  keeps  it  in  this  condition.  Saves  expense  of  repairs  and  constant 
attention. 

Send  for  free  booklet  and  further  details. 


«ASPHAL' 


OARD  OF  TRIBE  BU 


Mil  OIL  C?  Imam 


I« 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company 
American  Load  Pencil  Company 

American  Well  Works  

Anglins  Limited  

Armstrong  Cork  Company  ...  ., 
Asphalt  &  Supply  Company  . .  . 
Ault  &  Wihorg  Company  


i:t 


L5 


Barber.   Frank   56 

B.  C.  Lumber  Commissioner  

Beatty  &  Sons,  Limited,  M   IT 

lil.uk  Building  Supply  Company  ... 

Blair  Company.  B  

Bovine    Hvdraulic    it  Engineering 

L  ompany  

Brandram-Henderson  Co   14 

Britnell  Company.  Limited   50 

Burlington  Steel  Company   7 

C  anada  Cement  Company   2 

Canada  Crushed  Stone  Corporation 
Canada  Iron  Foundries  Limited  ...  SO 

Canada  Wire  &-  Iron  Goods  Co   55 

Canadian  Billings  &  Spencer  

Canadian  Blower  and  Forge  Co.  . .  .  58 
Canadian   Chicago   Bridge    &  Iron 

Company   55 

Canadian   Consolidated   Rubber  Co.  3 

Canadian  Ingersoll-Rand  Co  

Canadian    Inspection    and  Testing 

Laboratories    56 

Canadian  Office  School  Furniture  Co. 
Canadian  Pipe  Company.  Limited  . .  .  50 

Carey  Company.  Philip   13 

Carter  Wrhite  Lead   58 

Cast  Stone  Block  &  Machine  Co.... 

Cement  Gun  Company    5 

Chipman  &  Power   56 

Conduits  Company.  Limited   55 

Cook.  A.  D  

Crushed  Stone.  Limited   50 

Dake  Engine  Company    47 

Darling  Bros  

Dennis  Wire  &  Iron  Company  

DesMoines  Bridge  &  Iron  Works..  57 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company  . .          >  »H;. ■  »*t   56 

Dominion  Iron  &  Steel  Company  ...  53 

Dominion  Iron  &  Wrecking  Co   18 

Dominion  Paint  Works   11 

Dominion  Steel  Foundry  Co   13 

Dominion  Sewer  Pipe  Company  ...  12 

Dominion  Wire  Rope  Co   60 


Duulop  Tire  &  Rubber  Company  ..  48 
Dunn  VVire-Cul  Lua  Brick  Co   19 


Exeter  Mfg.  Company   

Foster,  W.  L  

i  r,  W   15 

Gartshore,  John  J  

Gartshore-T.hompson  Pipe  &  Foun- 
dry Company   47 

Gent  Company   

Gillis  &  Geogbegan  

Goodwin-Barsby  Company   51 

Goold,  Shapley  &  Muir  Company  . .  55 

Gray  Construction  Co.,  John  V  

Haddin  &  Miles   56 

Hagersville  Contracting  Company  ..  10 

Heller  &  Brightly   18 

Hopkins  &  Company,  F.  H   60 

Hunt  &  Company,  Robert  W   56 

Ideal  Concrete  Machinery  Company  18 

Inglis  Company,  John    45 

Kerr  Engine  Company,  Limited  ...  49 

Lea.  R.  S   56 

London  Concrete  Machinery  Co.  ...  8 

Luxfer  Prism  Company  

MacKinnon  Holmes  &  Company  ...  17 

Manitoba  Bridge  Works  Co   20 

Maritime  Bridge  Works  Co.  ...   ...  12 

Marsh  &  Hcnthorn,  Limited   47 

McAvity  &  Sons,  T.  

McDougall  Caledonian  Iron  Works 

Company   4 

McGregor  &  McTntyre                 ....  57 

Meaford  Wheelbarrow  Company  . .  .  55 

Metallic  Roofing  Company    49 

Miller  &  Company,  George  M   56 

Morrison  &  Company,  T.  A   56 

Mueller  Mfg.  Company,  H   54 

Mussens  Limited   12 

National  Equipment  Co   13 

National  Tron  Works     18 

National  Steel  Car  Company  

Xeptune  Meter  Company   47 

Noble.  Clarence  W  

Northern  Crane  Works  

Nova  Scotia  Steel  &  Coal  Co  


Ormsby  Company,  A.  B   30 

Ontario  Sewer  Pipe  Company  

•  Intario  Wind  Engine  &  Pump  Co...  49 


Pacific  Coast  Pipe  Company   47 

Paterson  Mfg.  Company  

Pedlar  People  v  

Pelletier  &  Fils,  Edouard  

Pittsburgh-DesMoines  Steel  Co   57 

Piatt  Iron  Works   50 

Pontifex,  Bryan   56 

Power  &  Son   56 

Prest-O-Lite   Company    51 

Quinlan  &  Robertson  

Reid  &  Brown   56 

Ric-wiL  Underground   Pipe  Cover- 
ing Company  

Rogers  Limited,  Alfred  

Rogers  &  Company,  F  

Rogers  Supply  Company   u 

Sackville  Freestone  Company   5 

Sheldons  Limited   

Shipman  &  Co.,  Harold  C   56 

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  ...  53 

Standard  Steel  Construction  Co.  ...  50 
Standard  U/nderground  Cable  Co.  of 

Canada                                       . .  51 

Stark  Rolling  Mill  Company  ...  ... 

Steel  Co.  of  Canada.  Limited   9 

Steel  &  Radiation   12 

Structural  Steel  Company   50 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F.  59 

Tiffin  Wagon  Company  

Toronto  Plate  Glass  Importing  Co.  1 

Trussed  Concrete  Steel  Co   18 

Turnbull  Elevator  Company  


Vancouver  Wood  Pipe  &  Tank  Co. 


Waterous  Engine  Works  Co  

Wells  &  Gray,  Limited  ...  

Wettlaufer  Bros   ..n  .. 

Wilson  &  Son,  C  

Wynne-Roberts,  R.  0   56 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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"BEATTY" 

Hoisting  Engines, 
Clamshell  Buckets, 
Steel  Derricks, 
Derrick  Irons, 
Dipper  Dredges, 
Hydraulic  Dredges, 
Centrifugal  Pumps. 

Catalog  describing  above  on  request. 
Your  inquiries  will  be  answered  quickly. 
Utilize  our  50  years'  experience  in  this  field. 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.K.  PLANT  1790  St.  James  Street,  Montreal, Que.  Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

E.  LEONARD  &  SONS  St.  John,  N.  B.  KELLY-POWELL  LTD  McArthur  Bldg.  Winnipeg-,  Man. 


Work  of  this  kind  calls    .   dependability-  "Beatty"  Hoists  furnish  it. 


MacKinnon,  Holmes  &  Company,  Limited 

Civil  and  Mechanical  Engineers— Manufacturers  and 
Erectors  of  Steel  Structures 

SHERBROOKE,  QUE. 


Structural  Steel  and  Plate   Work  of 
every  description. 

Specialists  in  Tanks,  Penstocks  and 

Bridges 


Columns    Roof  Trusses  and  Complete  Buildings 
Towers  Steel  Cars  Trestles 

Coal  Bins  Smoke  Stacks  and  Flues 

Runways  Refuse  Burners  Conveyors 


Illustration  of  Penstock  built  by  us. 


A  large  stock  of  Steel  Plate,  Beams,  Channels  and 
Angles  always  in  stock. 
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How  Do  You  Buy  a  Transit? 

Bj  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  pood  in- 
struments? 

H  &  B  Transits  and  Levels 

"  Mathematically  Precise" 

Aic  rigid,  of  lightest  practical  construction. 
Accurate,  Satisfactorily  retains  adjustments 
inulcr  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineeiing  instruments. 

Write  for  Catalogue  now 

1120  Spring  Garden  Street 
PHILADELPHIA,  PA., "Since  1870" 


HELLER  &  BRIGHTLY, 


IMMEDIATE  SHIPMENT 


FROM  STOCK 


i    i  ri  niiiiiA 


Rib  Bar 

W  e  have  a  good  stock  of  all  sizes  of 


Rib  Bars. 
Trussed  Bars 


and  other  products  for  reinforcing 
concrete. 

Get  our  quotation  before  purchasing 

TRUSSED  CONCRETE 
STEEL  CO. 

OF  CANADA,  LIMITED 

WALKERVILLE,  ONT. 

Montreal       -       Toronto       -  Winnipeg 


The  "IDEAL" 

The  standard  Mock  Machine 
On  the  market  to-day. 


Model  "A." 


Marvelously  simple,  dur- 
able and  strong.  Not  a 
spring,  chain  or  gear  in  its 
construction.  Every  separate 
feature  of  the  "Ideal"  Block 
Machine  has  been  brought  to 
the  highest  possible  standard 
of  labor-saving  and  profit- 
making.  The  result  is  a  Ma- 
chine of  little  cost  but  won- 
derful money-making  possi- 
bilities. 

Catalogue  mailed  free  on 
request 

Ideal  Concrete  Machinery 
Company,  Ltd. 

WINDSOR  ONTARIO 


Dealers  in 

Scrap  Iron,  Steel 
and  Metals 

Railway  Equipment,  Rails 
and  Machinery 

Dismantlers  of  Bridges,  Plants, 
Steamers,  Mills 

Dominion  Iron  &  Wrecking 

Company,  Limited 


General  Offices : 

Transportation  BIdg.,  MONTREAL 


Quebec 


St.  John  N.B. 


Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 

NATIONAL   IRON  WORKS.  Limited 


Head  Office,  Works  and  Docks  I— TORONTO 


CAST  IRON  PIPE 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 
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Ten  Good  Reasons  for  Specifying 
Wire -Cut  Lug  Brick  for  Paving 


\y  ry 


1  Wire-cut  lug  brick  have  proven  their  superiority 
in  service.  A  wire-cut  lug  brick  is  not  a  new 
brick  or  an  experiment.  It  is  a  wire-cut  brick  with 
absolutely  uniform  lugs,  and  it  is  a  well  known  fact 
that  the  old  wire-cut  brick  streets  have  given  the 
best  service  under  traffic. 

O    All  wire-cut  lug  brick,  subject  to  slight  varia- 

*  tions,  are  of  standard  size,  %y2  inches  long  by 
3^2  inches  wide  and  4  inches  deep,  and  lay  40  brick 
to  a  square  yard.  If  local  conditions  of  traffic  justify 
same,  these  brick  can  be  used  3%  inches  or  3  inches 
deep  but  of  the  standard  surface  measurements. 

0  The  rough  sides,  uniform  contact  lugs  (no  bar 
lugs  allowed)  and  the  square  edges  insure  a  per- 
fect bond  the  entire  depth  of  the  brick  and  also  a 
bond  much  stronger  than  is  obtained  v/ith  the 
smooth,  round-edge  repressed  brick.  A  4-inch  wire- 
cut  lug  brick  gives  a  4-inch  bond,  but  a  4-inch  re- 
pressed brick  with  round  edges  gives  only  a  3J^-inch 
bond  and  that  may  be  very  imperfect  owing  to  the 
smooth  sides  and  the  nonuniformity  of  the  lugs. 

A    Wire-cut  lug  brick  are  made  by  30  independent 

*  competing  companies  and  the  list  is  constantly 
increasing.  The  brick  are  marketed  at  the  same  price 
as  the  repressed  brick  of  the  same  manufacturer's 
make,  since  the  small  royalty  paid  is  saved  in  the 
process  of  manufacture.  The  Dunn  Wire-Cut  Lug 
Brick  Company  licenses  reputable  companies  which 
demonstate  their  ability  to  make  good  wire-cut  lug 
brick. 

C    The  interior  structure  of  wire-cut  lug  brick  is 
uniformly  denser  than  that  of  repressed  brick. 
On  account  of  their  square  edges,  wire-cut  lug  brick 
in  the  first  450  revolutions  of  the  rattler  lose  from 

1  to  2  per  cent,  more  than  repressed  brick;  but  no 
allowance  is  asked,  for  wire-cut  lug  brick  at  the  end 
of  the  test  show  an  abrasion  loss  usually  about  the 
same  as  repressed  brick,  and  sometimes  less.  Thus, 
the  user  of  wire-cut  lug  brick  really  is  getting  a 
quality  that  is  2  per  cent,  better  than  is  shown  by 
test. 


g   Wire-cut  lug  brick  are  made  on  engineering  lines. 

*  The  square  edges  aid  the  engineer  in  obtaining 
a  smooth  pavement,  and  a  pavement  in  which  the 
filler  will  not  chip  out  under  traffic,  as  it  does  from 
round-edge  repressed  brick.  The  engineering  de- 
partment of  the  Dunn  Wire-Cut  Lug  Brick  Company 
is  continually  investigating  methods  of  construction 
and  is  at  your  service  at  any  time,  in  an  advisory 
capacity,  as  to  methods  of  construction,  and  proper 
inspection  of  material. 

7    The  Dunn  Wire-Cut  Lug  Brick  Company  has 

*  its  own  ceramic  engineer,  whose  duty  it  is  to  ren- 
der free  advisory  service  to  companies  making  wire- 
cut  lug  brick,  and  to  endeavor  in  every  way  to  im- 
prove the  quality  of  the  brick  at  the  plant. 

g    The  advantages  of  wire-cut  lug  brick  are  recog- 

*  nized.  These  brick  are  specified  exclusively  by 
St.  Louis,  Mo.;  Baltimore,  Md.;  Wilmington,  Del.; 
Toronto,  Canada,  and  many  other  cities,  and  they 
are  preferred  by  numerous  state  highway  depart- 
ments. 

Q    On  January  1,  1916,  wire-cut  lug  brick  were  in 

*  use  in  436  places  and  they  were  admitted  in  the 
specifications  of  more  than  2,500  places. 

1  Q  If  the  choice  between  wire-cut  lug  brick  and  re- 
*  pressed  brick  is  left  to  the  contractor,  he  may, 
on  his  first  job,  use  the  repressed  brick,  claiming  that 
the  repressed  brick  takes  less  filler.  We  admit  this 
claim,  and  it  substantiates  our  contention  that  wire- 
cut  lug  brick  makes  the  best  pavement,  because  the 
filler  goes  down  to  the  bottom  of  the  brick  and  in- 
sures a  good  bond  its  entire  depth.  After  his  first 
experiment,  the  contractor  recognizes  this  advantage 
and  becomes  an  advocate  of  wire-cut  lug  brick. 
Wire-cut  lug  brick  are  made  by  30  independent  com- 
peting companies,  operating  48  plants.  Write  for 
data. 


The  Dunn  Wire-Cut  Lug  Brick  Co. 

(LICENSORS) 
CONNEAUT         :  OHIO 
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To  Our  Many  Friends 

we  extend 

Heartiest  Christmas  Greetings 

and  a  Very  Successful  1917 


A  Rolling  Steel  Door  Investment 


Fourteen  Ormsby  Canadian  Made  Steel  Fire  Doors 
were  recently  installed  in  the  new  Fisher  Body  Company's 
plant  at  Walkervillc.  The  illustration  gives  you  an  excel- 
lent idea  of  two  of  these  installations.  They  take  up  prac- 
tically no  space  on  either  side  or  above  the  opening.  They 
are  automatic,  heat  closing.  They  not  only  protect — they 
reduce  very  considerably  your  insurance  rates,  paying  for 

their  cost  in  a  few  years' 
time.  An  investment,  a 
valuable  one.  The  Door 
that  is  endorsed  and  re- 
commended bv  Architect, 
Engineer,  Contractor, 
Owner,  and  Underwriter. 
We  saved  the  Fisher  peo- 
ple money.  We  can  save 
your  clients  money.  Fur- 
nished with  Underwriters' 
Label  when  required. 


FISHER  PODY  COMFANY 
of  Canada,  Ltd- 

Walkerville,  OnL. 

Oct.  18th.  19J6. 
The  A.  B.  Ormsby  Co.,  Ltd., 
Toronto,  Ont. 
Dear  Sirs,— You  will  pro- 
bably be  interested  to  know 
that  the  Rolling  and  Swing- 
ing Fire  Doors  which  you 
installed  in  our  plant  some 
time  ago  are  giving  the  best 
of  satisfaction. 

If  you  care  to  mention 
our  name  as  a  reference,  we 
shall  be  very  much  pleased 
to  recommend  your  equip- 
ment as  being  first  class  in 
every  respect. 

Yours  very  truly, 
FTSHER  BODY  CO.  OF 

CANADA,  LTD., 
Per  (Sgd.)  V.  A.  Clemen. 
V.A.C./L.T. 


Write  for  complete 
information 


A.  B.  ORMSBY  CO.,  LIMITED,  TORONTO 


Associated  with  the  Metal,  Shingle  &  Siding  Co.,  Limited 

PRESTON      MONTREAL      WINNIPEG  SASKATOON 


VANCOUVER 
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Protection  or  Coercion  ? 

f*!"^  1 1  K  architects  of  the  province  of  Quebec  are 
I  urging  the  passage  of  a  Bill  through  the  Local 
JL  House  which,  though  excellent  in  its  intentions, 
does  not  seem  to  accord  exactly  with  modern 
ideas  of  democracy.  They  say,  in  effect,  that  no  one 
shall  call  himself  an  architect,  or  practise  as  such,  who 
does  not  belong  to  the  provincial  architects'  associa- 
tion. So  far,  good.  The  Bill,  according  to  reports, 
however,  goes  further,  and  demands  that  no  building 
shall  be  erected  except  under  the  guiding  hand  of 
some  member  of  this  association.  This,  as  we  read 
it,  is  coercion.  It  is  as  if  the  medical  profession  should 
say  that  nobody  can  legally  have  a  headache  who  is 
not  attended  by  some  member  of  the  medical  associa- 
tion, or  as  if  a  plumber  should  say  one  may  not  in- 
stall a  new  washer  on  a  leaky  tap  in  one's  own  house. 

The  ideal  and  aim  of  associations  appear  to  have 
been  entirely  lost  sight  of  by  Quebec  architects,  if  the 
report  of  the  matter  as  it  reaches  us  is  correct.  Such 


an  association  ought  to  have  as  its  object  the  estab- 
lishing of  a  standard  for  the  protection  of  the  public. 
Membership  in  such  an  association  ought  to  mean  to 
an  architect  what  a  trademark  means  to  certain  manu- 
factured goods.  Just  as  the  public  buys  these  goods 
because  the  trademark  stands  for  quality  and  service, 
so  they  would  employ  a  member  of  this  architects'  as- 
sociation, but  who  has  any  right  to  say  that  the  public 
shall  buy  any  particular  goods? 

This  is  a  free  country,  yet,  and  will  continue  to  be 
so  unless  we  lose  this  war  or  get  some  such  arbitrary 
legislation  as  this  on  our  statute  books.  If  I  want  to 
build  a  house  without  employing  an  architect  and  can 
satisfy  the  authorities  that  I  am  meeting  the  legal  re- 
quirements, then  no  British  law  will  ever  be  passed 
to  stop  me.  On  the  other  hand,  if  I  decide  to  employ 
an  architect,  the  government  ought  to  guarantee  me 
that  anybody  trademarked  "architect"  represents  the 
real  thing.  That  is  a  protection  due  to  the  architect 
and  the  public  alike.  But,  as  between  protection  and 
coercion,  there  is  a  great  gulf  fixed. 


Road  Maintenance  in  Quebec 

REFERENCE  has  been  made  in  previous  issues 
of  the  Contract  Record  to  the  importance 
which  the  Quebec  Government  attaches  to  the 
maintenance  of  roads,  supplementing  their 
policy  of  more  and  better  roads.  The  Government 
recognizes  the  necessity  for  increased  vigilance  in  the 
matter  of  repairs,  which  has  been  again  and  again  in- 
sisted on  by  highway  engineers,  and  the  Bill  introduced 
by  the  Hon.  J.  A.  Tessier,  Minister  of  Roads,  proposes 
to  centralize  the  control  of  the  work  by  placing  it  un- 
der the  charge  of  the  Roads  Department.  In  this  way, 
it  is  believed  that  economy  and  efficiency  will  be  more 
readily  attained. 

The  roads  are  divided  into  two  classes,  provincial 
and  municipal,  and  the  Bill  deals  chiefly  with  the 
latter  (built  under  the  Good  Roads  Act),  as  it  is  in 
this  class  that  the  greatest  lapses  in  maintenance  arc 
likely  to  occur.  The  main  principle  of  the  Bill  is  con- 
trol by  the  Government,  which  will  pay  a  proportion 
of  the  cost  of  maintenance.  The  amount  to  be  con- 
tributed by  the  Government  to  municipalities  is  a 
subsidy  of  not  more  than  fifty  per  cent,  of  the  expenses 
of  such  municipality  incurred  for  the  improvement, 
repair  and  maintenance  of  its  roads,  whether  gravel, 
stone,  or  built  in  any  manner  considered  permanent, 
provided  such  subsidy  does  not  exceed,  in  any  year, 
the  sum  of  $400. 

The  bill  provides  machinery  for  carrying  out  its 
main  objects.  Thus  the  Roads  Department  will  make 
an  estimate  of  the  cost  of  the  work  on  municipal  roads, 
indicate  how  it  is  to  be  done,  and  the  time  for  its  com- 
pletion. On  receiving  this  information,  a  special  meet- 
ing of  the  council  will  be  held,  and  within  seven  days 
from  the  meeting  the  decision  of  the  council  is  to  be 
forwarded  to  Quebec.  If  the  municipality  desires  to 
do  the  work,  the  date  of  its  commencement  must  be 
stated.  If  the  date  is  deemed  too  far  distant  by  the 
Minister,  or  if  the  decision  of  the  council  is  not  for- 
warded within  the  seven  days,  or  if  the  Roads  Depart- 
ment is  asked  to  do  the  work,  the  Minister  has  the 
power  to  at  once  take  the  necessary  steps  to  carry 
out  the  improvements.  In  order  to  prevent  disputes 
as  to  the  amount  which  is  due  to  the  Government  for 
the  work,  it  is  provided  that  "The  certificate  of  the 
Minister  of  Roads  shall  be  final,  and  shall  establish  be- 
yond dispute  thai  such  debt  is  exigible  front  the  muni- 
cipality in  question."    Whatever  amount  is  due  to 
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the  Government  will  be  collected  by  means  of  a  special 
collection  roll. 

The  provincial  highways  arc  those  constructed  un- 
der, authority  of  the  Lieut. -Go\  ernor-in-Council,  and 
include  the  main  highways  lately  built.  The  muni- 
cipalities at  the  decision  of  the  Minister,  will  have  to 
contribute  up  to  50  per  cent,  of  the  cost  of  upkeep 
of  these  roads.  The  certificate  of  the  Minister  as  to 
the  amount  due  by  a  municipality  will  be  final.  Such 
questions  as  to  the  repairs,  time  when  the  work  will 
be  done,  ami  when  municipalities  will  be  charged  with 
their  proportions  are  left  to  the  Minister  to  decide. 

It  will  be  seen  that  while  the  Government  will  pay 
.t  subsidy  for  improvements  on  municipal  roads,  the 
municipalities  in  turn  are  bound  to  pay  a  share  of  the 
COSl  of  keeping  tip  the  main  highways.  The  Bill  is 
an  effort  to  make  the  general  community  bear  the  cost 
of  the  maintenance  of  all  the  roads  and  to  control 
that  cost  from  a  centralized  authority. 

The  Government  have  been  asked  to  construct  a 
large  number  of  new  roads.  The  advocates  of  a  pro- 
posed road  from  Levis  to  Chambly,  on  the  South 
Shore,  are  particularly  insistent,  while  the  members 
interested  are  asking  for  highways  from  Levis  to 
Rimouski.  Sherbrooke  to  Quebec,  and  many  other 
roads.  Mr.  Tessier  told  the  members  that  it  was  im- 
possible to  satisfy  all  the  demands,  and  that  the  Gov- 
ernment cannot  undertake  a  new  scries  of  roads.  He 
suggested  that  the  municipalities  should  build  their 
own  roads,  under  the  provisions  of  the  Good  Roads  Act. 


Iron  and  Steel  Production 

THE  report  of  the  Department  of  Mines  on  the 
production  of  iron  and  steel  in  Canada  during 
the  calendar  year  of  1915  is  just  to  hand.  Active 
mining  operations  were,  conducted  at  three 
mines  only  during  the  year,  namely,  the  "Helen"  and 
•"Magpie."' in  the  Michipicoten  district,  and  the  "Moose 
Mountain.*'  north  of  Sudbury,  all  in  Ontario.  Small 
shipments  were  made  from  stock  at  two  other  pro- 
perties. The  total  shipments  during  the  year  were 
.112  tons,  as  compared  with  244,854  tons  the  pre- 
vious year.  Of  total  shipments,  308,382  tons  were 
sent  to  blast  furnaces  in  Canada  and  89,730  tons  to 
the  United  States.  The  following  table  indicates  the 
production  of  iron  ore  by  provinces  during  1913,  1914 
and  1915:— 

191::  1914  i9ir. 

Provinces  Short  tons  Value  Short  tons  Value  Short  tons  Value 

New   Brunswick    .    .  S6.416  $153,820  4.775    $10,X41       3,083    •$  8,261 

Nova  Scotia   20,430     21,049   :  

Ouebec   5,102  20,909   

Ontario   195,680    427,975  240,079    531,200    394,429  766,160 

307,034    629,843    U44.S54    542,041    398,112  774,427 

The  year  1915,  especially  the  latter  part  of  it,  was 
marked  by  a  steady  renewal  of  activity  in  the  iron  and 
steel  industry,  due.  largely,  to  the  requirements  of 
-teel  for  munitions  and  the  export  demands  for  billets 
and  wire.  The  value  of  iron  and  steel  goods  imported 
has  graduallv  decreased  from  $105,614,450,  in  1912, 
to  $74,308,983,  in  1915.  On  the  other  hand,  exports 
have  increased  from  $10,682,484,  in  1912,  to  $48,268,148, 
in  1915. 


Montreal  Tramways  Franchise 

A  deputation  from  the  Montreal  Builders'  Ex- 
change have  requested  Sir  Lomer  Gouin  to  settle  the 
question  of  a  new  franchise  for  the  Tramways  Com- 
pany. The  deputation  emphasized  the  importance  of 
the  need  for  a  definite  legalized  method  of  handling 
freight  by  the  company.    The  latter  now  carry  freight 


on  sufferance,  but  this  should  be  made  regular  because 
it  cheapens  the  cost  of  haulage  and  so  reduces  the  cost 
of  building  and  many  other  commodities  as  well  as 
the  road  work,  thus  benefiting  the  property  owners 
directly.  This  privilege  also  saves  a  tremendous 
amount  of  w  ear  and  tear  on  the  roads  and  pavements 
of  the  city  and  reduces  the  number  of  teams  and  trucks 
on  the  already  too  narrow  streets;  in  this  way  helping 
to  avoid  congestion.  The  deputation  consisted  of 
Messrs.  James  Ballantyne,  past  president ;  J.  P.  Anglin, 
vice-president;  R.  F.  Dykes,  director;  A.  W.  Bremner, 
director;  T.  A.  Morrison,  and  D.  K.  Trotter,  secretary 
of  the  exchange. 


Calgary  Branch  G.S.G.E. 

The  fourth  annual  general  meeting  of  the  Calgary 
Branch  of  the  Canadian  Society  of  Civil  Engineers  was 
held  on  Saturday,  December  2nd. 

\  canvass  of  the  ballots  for  the  election  of  officers 
for  the  ensuing  year  gave  the  following  results : — 
Chairman,  A.  Scott  Dawson;  secretary-treasurer,  Sam 
( i.  Porter;  executive  committee,  past  chairmen  Wm. 
Pearce  and  F.  H.  Peters,  ex  officio;  and  C.  M.  Arnold, 
Capt.  H.  Sidenius,  M.  H.  Marshall;  auditors,  J.  S. 
Tempest,  S.  K.  Pearce. 

The  program  of  meetings  for  the  season  is  only 
partially  completed.  Capt.  H.  Sidenius,  Headquarters 
Staff,  Military  District  No.  13,  will  speak  on  "Military 
Engineering  and  Trench  Warfare"  at  the  December 
meeting.  At  the  January  meeting  a  joint  paper  will 
be  presented  by  G.  W.  Craig,  city  engineer,  and  J.  F. 
Green,  bridge  engineer  for  the  city  of  Calgary,  on  the 
new  Centre  Street  Bridge,  Calgary.  This  is  a  rein- 
forced concrete  arch  bridge,  just  being  completed  at 
a  cost  of  about  $375,000.  The  address  will  be  illus- 
trated with  lantern  slides. 


Cement  Gun  Talk  before  Toronto  Branch 
G.S.C.E. 

The  regular  monthly  meeting  of  the  Toronto  Branch 
of  the  Canadian  Society  of  Civil  Engineers  was  held 
in  the  Chemistry  and  Mining  Building  of  the  Univer- 
sity of  Toronto  on  Friday,  December  15.  The  meet- 
ing was  addressed  by  Mr.  B.  C.  Collier,  general  man- 
ager of  the  Cement  Gun  Company,  Allentown,  Pa.,  on 
"The  Uses  and  Applications  of  Cement  Mortars."  The 
lecture  was  a  description  of  the  cement  gun  and  the 
widespread  uses  of  its  product.  Mr.  Collier  spoke  of 
the  incidents  which  led  up  to  the  invention  of  this  ma- 
chine, and  explained  that  it  was  regarded  as  such  an 
important  addition  in  the  field  of  scientific  appliances 
that  its  inventor  received  from  the  Franklin  Institute 
the  medal  "To  the  Most  Deserving."  By  means  of  a 
large  number  of  lantern  slides  the  speaker  portrayed 
the  extensive  uses  to  which  the  cement  gun  has  re- 
cently been  put,  and  illustrated  the  advantages 
claimed  for  "Gunite,"  as  the  product  of  this  machine 
is  known.  Moving  pictures  also  exhibited  the  methods 
of  cement  gun  operation  and  the  processes  of  apply- 
ing the  mortar.  A  lengthy  discussion  followed  the 
presentation  of  the  address. 


Britains  answer  to  Germany's  so-called  offer 
of  peace  is  another  unanimously  voted  credit  of 
$2,000,000,000. 
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Large  Stadium  for  McGill  University 


Recently  Completed  in  the 
Seating   Capacity  20,000 

 By  Mr.  Wm.  D.  Lawrence 


City  of  Montreal— Ultimate 
Constructional  Details. 


THE  McGill  Stadium,  recently  completed,  marks 
the  initial  step  in  the  development  of  the  pro- 
perty presented  to  'the  University  by  Sir  Wm. 
McDonald  in  1911,  and  now  known  as  McDonald 
Park  This  property,  situated  on  the  slope  of  Mount 
Royal,  extends  east  and  west  from  Pine  Avenue  to 
the  Incline  Railway,  and  north  and  south  from  Fletch- 
er's Field  to  University  Street,  and  covers  an  area  of 
about  25  acres.  The  projected  development  includes 
the  erection  of  gymnasium,  armoury,  and  skating  rink 
adjoining  Pine  Avenue.  To  the  rear  of  these  buildings 
and  covering  the  central  portion  of  the  property  is  the 
Stadium,  and  back  of  the  stadium  will  be  the  student 

residences.  .  . 

As  the  old  university  campus  had  become  inade- 
quate for  the  growing  athletic  needs  of  the  university, 
i In-  Graduates'  Society  agreed  to  undertake  the  build- 
ing of  the  new  stadium  and  appointed  a  committee  un- 
der whose  supervision  plans  were  prepared  and  the 
contract  for  the  work  let  in  July,  1914.  It  was  the 
original  intention  to  have  the  playing  field  completed 
|(,r  the  fall  of  the  year,  but  the  outbreak  of  war  led 
to  a  change  of  plans  and  deferred  the  completion  of 
the  work  to  September,  1915. 

General  Description 

The  area  reserved  for  stadium  purposes  is  roughly 
oval  in  shape  with  extreme  dimensions  of  750  by  400  ft. 
The  layout  includes  a  quarter-mile  cinder  track  inside 
of  which  lies  the  playing  field ;  on  the  southeast  side 


L 


General  Lay-out  of  the  McGill  Stadium 

of  the  track  is  a  parking  space  for  automobiles,  48  ft. 
wide  by  450  ft.  long,  and  on  the  northwest  side  is  the 
reinforced  concrete  grandstand,  with  a  seating  capacity 
of  8,300.  A  driveway  and  sidewalk  encircles  the  whole 
stadium,  and  at  each  end  the  sloping  banks  between 
the  sidewalk  and  running  track  are  for  the  present  to 
be  sodded,  but  are  reserved  for  future  grandstand  ex- 
tension, allowing  for  an  ultimate  seating  capacity  of 
about  20,000. 


'  Consulting  Kngineer,  Montreal. 


General  Features  of  Design 

The  site  available  for  stadium  purposes  was  on  a 
sloping  hillside,  the  level  of  the  ground  varying  from 
about  elevation  120  at  the  southeast  side  to  elevation 
175  at  the  northwest  side.  The  level  of  the  finished 
field  was  fixed  at  elevation  134,  and  it  was  necessary 
to  build  a  retaining  wall  along  the  southeast  side  up  to 
this  level,  filling  in  the  space  behind  same.  On  the 
upper  half  of  the  site  the  excavation  had  to  be  carried 
into  the  side  of  the  hill  the  necessary  distance  to  give 
the  area  required  for  the  field  and  track,  and  the  side 
of  the  excavation  sloped  off  to  allow  the  necessary 
space  for  the  building  of  the  grandstand. 

The  finished  grade  of  the  road  at  the  rear  of  the 
stand  was  at  elevation  180,  and  the  back  of  the  stand 
is  two  feet  above  this  level,  the  entrances  to  the  stand 
being  directly  from  the  sidewalk  level.  The  road  level 
along  the  front  of  the  retaining  wall  is  at  elevation  123, 
and  the  road  encircles  the  end  of  the  stadium  rising  on 
a  maximum  grade  of  9  feet  per  hundred  to  the  re- 
quired level  at  the  rear  of  the  stand. 

Clearing  Site 

The  greater  part  of  the  stadium  site  at  the  time 
of  starting  the  work  was  covered  with  a  fairly  heavy 
growth  of  large  elm,  walnut  and  other  trees,  together 
with  smaller  second  growth  material.  This  was 
cleared  off  in  the  usual  manner  by  cutting  the  trees 
and  grubbing  the  stumps.  Dynamite  was  also  used 
to  remove  the  stumps,  but  it  was  in  general  found 
cheaper  to  remove  them  entirely  by  grubbing  as,  after 
dynamiting,  there  always  remained  a  certain  amount 
of  grubbing  to  be  done. 

In  addition  to  clearing  the  trees,  there  were  two 
houses  to  be  demolished,  together  with  a  stable  and 
several  smaller  buildings. 

Excavation 

The  material  to  be  excavated  consisted  of  a  top 
layer  of  good  rich  loam  overlying  a  clayey  loam  con- 
taining a  fair  percentage  of  boulders,  and,  below  this, 
solid  limestone.  The  depth  of  the  covering"  overly- 
ing the  rock  averaged  about  three  feet.  The  rock  it- 
self consisted  of  a  top  layer  of  shaly  material  about  two 
feet  thick,  which  could  be  removed  by  a  steam  shovel 
without  dynamiting,  and  below  this  was  the  hard, 
dark  colored  limestone. 

The  earth  and  shaly  rock  were  removed  with  a 
Bucyrus  y%  yard  revolving  steam  shovel  wherever  of 
sufficient  depth  for  the  shovel  to  operate,  and  by  pick 
and  shovel,  being  loaded  into  dump  wagons  and  hauled 
to  the  fill  behind  the  retaining  wall,  and  to  the  road 
embankments  at  the  ends. 

The  rock  was  a  hard,  dark  colored  limestone,  lying 
in  nearly  horizontal  strata,  but  was  intersected  by  a 
number  of  small  dykes  of  igneous  rock,  and  at  each 
end  of  the  field  there  were  two  large  dykes  of  extremely 
hard  rock.  The  drilling  was  done  with  Ingersoll  steam 
drills,  steam  being  supplied  by  a  portable  horizontal 
boiler,  and  there  were  generally  three  of  these  drills  in 
operation.  The  lineal  feet  drilled  per  day  varied  great- 
ly, depending  on  the  depth  of  holes  and  quality  of  the 
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rock,  rhe  maximum  day's  work  recorded  was  300 
feet  b)  the  three  drills,  but  the  general  average  per 
drill  varied  from  50  to  70  feet  per  day.  F.ach  drill  was 
Operated  by  one  mechanic  and  one  helper.  The  work- 
ing face  01  the  rock  varied  from  nothing,  when  start- 
ing into  the  hill,  to  a  maximum  of  about  25  feet. 

In  blasting  the  rock  it  was  impossible  to  do  any 
verj  heavy  charging  owing  to  the  close  proximity  of 


i  hute  from  the  cars,  and  in  order  to  prevent  the  rush 
of  stone  when  the  cars  were  dumped  from  blocking 
the  opening  to  the  jaws  a  temporary  plank  was 
placed  across  the  chute  to  stop  the  first  rush,  and  the 
stone  w  as  then  fed  to  the  jaws  by  laborers  standing  at 
the  side  of  the  chute  and  raking  the  stone  down  as 
required  with  bent  bars. 

From  the  crusher  the  stone  was  elevated  by  a 
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Half  Elevation  and  Cross  Section  of  the  McGill  Stadium,  Montreal 


the  Roval  Victoria  Hospital,  and  in  the  deeper  holes 
the  charge  was  generally  about  half  a  stick  per  foot  of 
depth — 40  per  cent,  dynamite  being  used,  while  the 
shallow  holes  had  to  be  charged  lightly  and  protected 
as  well  with  a  heavy  steel  plate,  as  otherwise  the  rock 
was  liable  to  fly  to  a  considerable  distance. 

The  rock  after  blasting  was  broken  into  crusher 
size  by  sledges,  and  loaded  by  hand  into  dump  cars 
of  one  cubic  yard  capacity  running  on  a  narrow  gauge 
track.  There  were  two  separate  loading  gangs  at  work 
consisting  of  five  to  seven  men  to  a  car,  and  each  gang 
had  either  two  or  three  cars  coupled  together  to  keep 
busy.  The  cars  were  hauled  to  the  crusher  by  a  single 
horse,  and  as  the  haul  was  in  some  cases  about  700  feet 
the  locomotive  was  kept  fairly  busy.  As  soon  as  one 
set  of  three  empty  cars  was  returned  to  one  gang  to 
load  the  other  set  was  filled  ready  to  be  hauled  to  the 
crusher,  and  there  was  no  lost  time  in  the  loading  and 
hauling  as  during  the  time  the  cars  were  being  hauled 
the  loading  gang  were  busy  breaking  the  rock  and 
getting  it  into  position  to  be  readily  loaded  on  the  cars. 

The  maximum  day's  record  for  breaking  and  load- 
ing into  cars  was  ten  yards  per  man,  but  the  general 
day's  average  was  about  six  or  seven  yards  solid  mea- 
surement. 

The  approximate  quantities  of  excavation  were  23,- 
000  cubic  yards  of  earth,  and  35,000  cubic  yards  of 
rock,  25,000  cubic  yards  of  which  was  suitable  for 
crushing. 

Crushing  Plant 

The  crushing  plant  consisted  of  a  Reliance  jaw 
crusher  of  about  40  tons  per  hour  capacity,  with  bucket 
elevator,  rotary  screen,  and  storage  bins,  the  plant  be- 
ing driven  by  a  45  horse  power  electric  motor. 

The  stone  was  fed  to  the  crusher  by  an  inclined 
chute  lined  with  steel  plates,  and  set  at  a  slightly  flat- 
ter slope  than  that  at  which  the  stone  would  slide 
by  gravity.    The  stone  was  dumped  directly  into  this 


bucket  elevator  and  screened  on  a  rotary  screen  with 
y2  in.,  %  in.,  1  in.  and  2  in.  openings.  The  average 
run  of  the  crushing  was: — rejects  (about  3  in.  size), 
38  per  cent. ;  2  in.,  22  per  cent. ;  1  in.,  16  per  cent. ;  ^4 
in.,  14  per  cent. ;  dust,  10  per  cent.  The  stone  dropped 
from  the  screen  directly  into  storage  bins,  and  was 
hauled  from  these  to  the  stock  pile  by  ordinary  two- 
horse  dump  wagons. 

The  crusher  operating  gang  consisted  of  a  fore- 
man, who  also  looked  after  the  machinery,  and  five 
laborers  who  were  busy  most  of  the  time  on  the  feed 
chute,  while  two  wagons  were  kept  busy  removing  the 
stone  from  the  bins.  The  maximum  amount  crushed 
per  day  was  180  cubic  yards  solid  measurement,  which, 
with  the  jaw  opening  used,  was  about  the  maximum 
capacity  of  the  crusher.  This  crushing  outfit  gave 
splendid  satisfaction,  and  during  the  ten  months  it 
was  in  practically  continuous  operation  without 
trouble  or  delay. 

Playing  Field 

In  the  construction  of  the  playing  field  the  whole 
area  of  the  field  where  excavation  was  necessary  was 
excavated  to  a  depth  of  two  feet  below  the  finished 
grade,  and  where  the  ground  was  filled  the  material 
was  thoroughly  compacted  with  a  steam  roller,  so 
that  no  future  settlement  would  take  place.  The  first 
18  inches  of  the  field  fill  consists  of  the  earth  taken 
from  the  excavation  which  was  levelled  and  rolled. 
The  top  6  inches  consists  of  the  loam  stripped  from 
the  original  surface.  In  this  was  mixed  a  certain  pro- 
portion of  manure  and  also  of  sand,  the  whole  being 
well  raked  and  mixed  and  lightly  rolled,  all  stone  and 
gravel  being  removed.  The  finished  surface  is  crown- 
ed 12  inches  higher  in  the  centre  than  at  sides,  so  as 
to  facilitate  the  drainage  and  quick  drying  out  of  the 
field.  Particular  care  was  taken  to  obtain  an  accurate 
crown,  and  also  a  good  springy  field.  The  whole  of 
the  field  was  then  sodded,  a  particularly  good  grade 
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of  sod  being  obtained,  and  as  soon  as  the  sod  had  taken 
the  inequalities  were  rolled  out.  The  result  is  a  fine 
springy  field  that  amply  repays  the  care  taken  in  its 
construction. 

The  goal  posts  are  set  in  boxes  in  concrete  bases, 
the  top  of  the  boxes  being  6  inches  below  the  surface, 
and  at  any  time  the  posts  can  be  readily  removed,  a 
cover  placed  over  the  boxes  and  the  space  above  filled 
with  earth,  leaving  a  clear  field  surface. 

There  is  a  wood  curb  consisting  of  a  2  in.  x  8  in. 
plank  on  edge  between  the  playing  field  and  the  track, 
having  its  top  level  with  the  surface  of  the  sod,  the 
surface  of  the  track  being  \y2  inches  lower.  This  curb 
is  accurately  shaped  to  conform  to  the  curve  of  the 
track,  and  besides  keeping  the  inside  line  of  the  track 
in  a  fixed  position,  also  forms  a  protection  for  the  edge 
of  the  playing  field  turf. 

Running  Track 

The  track  is  a  quarter  of  a  mile  long,  measured  18 
inches  from  the  inside  or  pole  .line,  this  being  the 
Intercollegiate  requirements.  The  straight  portions 
of  the  track  are  271  feet  long,  and  the  curved  ends  have 
two  different  radii,  the  starting  curve  being  of  168  feet 
radius  and  the  end  curve  of  103  ft.  radius.  The  track 
is  18  feet  wide,  except  the  stretch  in  front  of  the  grand- 
stand, which  is  24  feet  wide.  This  stretch  allows  ample 
space  for  the  100  yards  dash  and  the  120  yards  hurdles 
to  be  run  straightaway.  The  maximum  banking  at  the 
ends  of  the  track  is  12  inches. 

The  track  is  built  partly  on  the  solid  rock  and  partly 
on  the  filling  ground,  24  inches  being  allowed  for  the 
track  material.  All  of  the  fill  under  the  track  was 
thoroughly  compacted  with  a  steam  roller.  The  base 
course  consists  of  12  inches  of  broken  stone  of  varying 


tional  5  inches  of  coarse  cinders  was  then  added  in 
two  courses,  each  course  being  kept  wet  and  thorough- 
ly rolled.  Over  the  top  of  this  was  then  spread  a  thin 
layer  of  clay  which  was  washed  into  the  cinders  to 
form  a  binder.  The  balance  of  the  track  was  built  up 
cif  thin  layers  of  fine  cinders  which  were  constantly 
kept  ud  and  rolled  until  the  track  was  built  up  to 
the  required  level.  The  top  inch  or  so  was  spread 
(in  by  hand  and  the  levelling  done  by  laborers  experi- 
enced on  track  work. 

Particular  care  had  to  be  given  to  the  quality  of 
the  the  cinders  used  in  the  track,  and  also  to  the 
amount  of  rolling  given  same  in  order  to  get  a  firm, 
springy  track;  and,  even  with  the  care  given,  there 
were  some  spots  in  the  track  which  kept  soft  during 
the  fall  of  1915,  but  these  spots,  after  standing  through 
the  winter,  re-rolled  firm  and  satisfactory  in  the  spring. 

Drainage  and  Water  Supply 

The  drainage  system  includes  the  draining  of  the 
grand  stand,  playing  field,  and  running  track.  The 
grand  stand  is  drained  by  holes  through  the  floor  of 
the  stand,  and  the  water  running  down  the  rock  slope 
underneath  is  collected  in  4  in.  sewer  tile  drains,  laid 
with  open  joints  behind  the  front  wall  of  the  stand. 
These  drains  are  connected  to  two  6-in.  main  drains, 
which  are  carried  directly  across  the  field  to  manholes 
on  the  southeast  side,  and  from  these  a  9-in.  drain  is 
connected  to  the  city  sewer  on  Pine  Avenue.  Side 
branches  of  3-in.  farm  tile  are  carried  underneath  the 
playing  field  from  the  6-in.  main  drains,  and  the  field 
drainage  is  collected  by  these.  For  the  track  drainage 
openings  are  provided  in  the  curb  at  the  side  of  the 
track  connecting  directly  with  the  ends  of  the  farm  tile 
drains  and  also  with  the  drains  running  parallel  with 
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Details  of  construction  of  Grand  Stand.  McGill  Stadium.  Montreal 


si/.es  from  3  to  6  inches,  and  was  well  rolled  and  com- 
pacted with  a  steam  roller.  On  top  of  this  base  course 
was  first  placed  a  3-inch  layer  of  coarse  cinders,  which 
was  kept  well  wetted  and  rolled  with  a  3,000  lb.  roller, 
sufficient  rolling  being  given  to  compact  the  cinders, 
but  nol  to  grind  them  into  the  base  course.    An  addi- 


and  alongside  of  the  track,  giving  drainage  openings 
-il><  nit  40  ft.  apart. 

Provision  has  been  made  by  means  of  cut-off  valves 
on  the  6-in.  drains  at  each  manhole  to  close  off  the 
drains  during  periods  of  dry  weather,  so  as  to  hold  the 
water  in  the  soil.    Also  while  these  valves  are  closed 
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the  watei  supply  can  be  connected  to  the  drainage  sys 
tern  so  as  to  sub-irrigate  the  playing  field. 

I'h i >  drainage  system  has  proven  very  satisfactory, 
and  both  track  and  field  are  clear  of  pools  Of  water  dur- 
ing the  heaviest  rains,  and  dry  out  very  readily. 

The  water  supply  consists  of  a  4-in.  cast  iron  main, 
hrought  from  I'ine  Avenue  and  carried  along  under 
the  auto  park,  with  two  hydrants  placed  alongside  of 
the  retaining  wall.  These  hydrants  are  at  present  nsed 
for  hose  connections  for  watering  the  field)  but  are  also 
to  pro\  ide  future  lire  protection  for  the  buildings  to  the 
southeast  of  the  stadium.  From  this  4-in.  main  there 
are  two  _'-m.  galvanized  iron  pipes  carried  across  the 


Each  seven  rows  of  seats  has  a  different  rise  and  width, 
giving  .1  concave  shape  to  the  face  of  the  stand.  The 
rise  is  such  that  a  clear  view  of  the  held  is  obtained  by 
the  spectators  over  the  heads  of  those  in  front.  The 
width  allow  ed  to  each  seat  is  18  in.,  and  the  total  seat- 
ing capacity  is  about  8,300. 

riic  deck  of  the  stand  is  of  reinforced  concrete,  the 
risers  being  designed  as  beams  to  carry  the  load  to  the 
main  supporting  beams,  which,  on  account  of  the  shape 
m|  the  ground,  rest  on  the  rock  for  the  lower  half  of  the 
stand,  and  are  carried  on  columns  for  the  upper  part. 
These  risers  are  0  in.  thick  and  are  reinforced  with 


-in. 


n  ids 


The  deck  slab  between  risers  is  of  vary- 


Kxcavating  for  the  new  Stadium 

playing  field,  being  laid  in  the  same  trench  as  the  6-in. 
drains,  and  these  two  pipes  are  connected  into  a  loop 
along  the  front  of  the  grand  stand.  Two  branches  are 
also  taken  off  to  the  ends. of  the  playing  field.  There 
are  thus  two  hydrants,  two  hose  connections  at  each 
end  of  the  field,  and  three  hose  connections  along  the 
front  of  the  stand,  which  can  be  connected  to  for  water- 
ing the  field,  so  that  no  long  lengths  of  hose  are  neces- 
sary. The  hose  connections  at  front  of  stand  can  also 
be  used  for  washing  down  the  stand,  and  as  the  avail- 
able pressure  at  the  playing  field  level  is  95  pounds,  all 
parts  of  the  stand  can  be  easily  reached. 

Retaining  Wall 

The  retaining  wall  along  the  southeast  side  of  field 
is  of  the  usual  reinforced  concrete  type,  the  reinforce- 
ment being  square  twisted  rods.  The  base  of  the  wall 
rests  on  the  solid  rock,  and  the  -height  varies  from  a 
maximum  of  21  ft.  at  the  north  end  to  5  ft.  at  the  south 
end.  There  are  two  sets  of  stairways  from  the  road- 
way to  the  field  built  as  part  of  the  wall,  and  each  end 
of  the  wall  is  curved  to  conform  to  the  general  layout. 
The  wall  was  built  in  40-in.  sections,  with  expansion 
joints  between  sections,  and  it  might  be  noted  that  the 
recorded  movement  at  each  of  these  joints  under  ex- 
tremes of  temperature  is  about  one-sixteenth  of  an 
inch.  The  exposed  surface  of  the  wall  immediately  on 
removal  of  the  forms  was  given  a  brush  coat  of  cement 
mortar,  to  produce  an  even  color,  all  form  marks  being 
rubbed  smooth ;  the  top  of  the  wall  is  finished  with  a 
2-in.  pipe  railing.  The  total  amount  of  concrete  in  the 
wall,  including  stairways,  is  508  cubic  yards.  ' 

Grand  Stand. 

The  grand  stand  is  a  reinforced  concrete  structure 
86  ft.  wide  by  440  ft.  long  at  the  front  and  540  ft.  long 
at  the  rear.  The  central  section  of  the  stand  for  a 
length  of  287  ft.  is  straight,  and  the  ends  are  curved  to 
conform  to  the  shape  of  the  field.  The  stand  is  divided 
into  twelve  sections,  with  aisles  3  ft.  6  in.  wide  between 
sections,  and  there  are  28  rows  of  seats  in  each  section. 


A  portion  of  the  Grand  Stand 

ing  thickness,  so  as  to  give  a  comfortable  seating  rise, 
and  is  reinforced  with  Steelcrete  expanded  metal.  This 
expanded  metal  is  carried  continuously  from  bottom  to 
top  of  stand  through  slabs  and  risers. 

The  rock  surface  was  in  all  cases  excavated  to  a 
minimum  depth  of  2  ft.  below  the  bottom  of  the  con- 
crete deck,  this  space  being  necessary  for  the  drainage 
under  the  stand  and  also  for  the  removal  of  the  forms. 
Each  section  of  the  stand  is  built  as  a  separate  unit, 
and  has  a  row  of  supporting  beams  at  each  end  and 
one  in  the  centre.  These  beams,  as  before  mentioned, 
rest  partly  on  rock  and  partly  on  supporting  columns, 
the  columns  in  all  cases  being  carried  down  to  the  solid 
rock.  The  columns  under  the  centre  of  the  stand  are 
18  in.  square  and  reinforced  with  4^4  in.  square  rods, 
with  y%  in.  ties  every  12  in.,  while  the  columns  at  the 
rear  of  stand  are  18  in.  x  32  in.  in  section,  and  rein- 
forced with  4%  in.  square  rods  and  }i  in.  ties.  These 
rear  columns  are  connected  by  a  12-in.  curtain  wall,  to 
hold  back  the  road  embankment,  so  that  the  rear  col- 
umns act  both  as  beams  and  columns.  The  beams  at 
the  end  of  each  section  have  a  shoulder  3  in.  wide,  to 
support  the  aisle  slabs,  and  these  aisle  slabs  were 
poured  after  the  seat  sections  were  completed,  two  lay- 
ers of  tar  paper  being  placed  in  the  joint  between  the 
two.  Thus  any  longitudinal  expansion  and  contraction 
of  the  stand  is  localized  to  each  section,  and  the  move- 
ment takes  place  at  these  joints.  No  longitudinal  ex- 
pansion joints  were  provided,  as  they  were  not  thought 
necessary,  and  after  passing  through  one  year's  ex- 
tremes of  temperature,  no  cracks  have  developed  in  any 
part  of  the  deck,  though  a  distinct  longitudinal  move- 
ment takes  place  at  the  joints  provided. 

In  placing  the  concrete  the  mixer  was  placed  at  the 
rear  of  the  stand,  and  a  runway  for  the  concrete  dump 
wagons  built  along  the  back.  From  this  runway  the 
concrete  was  spouted  into  place  through  a  circular  gal- 
vanized iron  spout,  the  slope  of  the  stand  being  such 
that  this  spout  could  lay  on  the  forms  and  allow  the 
concrete  to  flow.  The  lower  end  of  the  spout  could  be 
moved  from  side  to  side,  and  as  the  spout  was  made  in 
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short,  removable  sections,  the  concrete  could  be  read- 
ily distributed  to  place,  starting  from  the  bottom  and 
working  up  to  the  top,  and  removing  sections  of  the 
spout  as  required. 

The  mix  of  concrete  used  w«s  1  part  of  cement,  1 
part  of  sand,  1  part  of  stone  dust,  and  4  parts  of  Y\  in. 
stone.'  The  surface  was  floated  smooth  with  a  wooden 
float,  no  other  special  finish  being  given.  The  amount 
of  concrete  in  the  stand  is  2,000  yards. 

The  seats  are  made  of  ash  slats  -}4  in.  x  334  in.  with 
hardwood  standards  about  3  ft.  6  ins.  apart,  which  are 
securely  anchored  to  the  concrete,  and  are  so  built  that 
the  whole  of  the  concrete  surface  can  be  readily 
washed  down  with  a  hose,  drainage  holes  being  pro- 
vided about  6  feet  apart  along  each  row  of  seats.  All 
woodwork  is  protected  with  three  coats  of  paint. 

There  are  special  stairways  at  each  end  of  the  stand 
to  give  access  from  the  roadway  at  the  rear  to  the 
field,  and  there  is  a  3-inch  iron  railing  along  top  of 
wall  at  the  front  of  stand  and  also  at  the  rear.  Eleven 
entrances  and  aisles  provide  adequate  accommoda- 
tion for  access  to  the  stand,  and  each  of  these  en- 
trances is  provided  with  a  special  gate  which  can  be 
locked  at  a  3  ft.  6  in.  width  when  filling  stand  to  facili- 
tate the  taking  of  tickets,  and  opened  out  to  a  9-ft. 
width  when  emptying'  stand. 

Automobile  Park 

A  parking  space  for  automobiles  is  provided  at  the 
southeast  side  of  the  field  for  the  convenience  of  those 
preferring  to  watch  the  games  from  their  cars,  and 
also  as  parking  space  for  empty  cars  during  the  pro- 
gress of  the  game.  There  are  no  special  features  in 
its  construction,  the  surface  being  finished  with  an 
ordinary  macadam  finish. 

Conclusion 

The  members  of  the  Graduation  Construction  Com- 
mittee in  control  of  the  work  were  Messrs.  W.  M. 
Molson,  N.  M.  McLeod,  and  A.  P.  S.  Glassco.  The 
general  contractors  were  L.  A.  Ott  &  Company,  of 
Montreal,  whose  engineer  on  the  work  was  DeSala- 
berry  Beaudry,  As.  Mem.  C.  S.  C.  E.  The  writer  was 
engineer-in-charge  of  the  work  for  the  Construction 
Committee  from  October,  1914,  until  completion. 
Credit  is  also  due  to  Mr.  T.  Graydon,  grounds  superin- 
tendent of  McGill  University,  for  much  useful  help  and 
advice  in  the  construction  of  playing  field  and  running 
track. 


New  Bill  to  Protect  Quebec  Architects 

A BILL  has  been  introduced  into  the  Quebec 
Legislative  Council  by  the  Hon.  J.  L.  Perron, 
which  will  make  it  impossible  for  any  person 
to  act  as  architect  without  being  a  member  of 
the  Province  of  Quebec  Association  of  Architects.  The 
association  objects  to  any  person  calling  himself  an 
architect  without  being  a  member,  and  legal  action 
has  been  several  times  taken,  under  the  Act  consti- 
tuting the  association,  against  persons  alleged  to  be 
practising  illegally.  A  recent  judgment  of  the  Court 
of  Review,  however,  proved  unfavorable  to  the  con- 
tention that  persons  acting  as  architects  are  bound  to 
be  members  of  the  association.  The  object  of  the  Bill 
is  to  remedy  the  defect,  and  the  measure  is  also  aimed 
at  persons,  outside  the  association,  including  engineers, 
who  design  buildings,  particularly  industrial  plants, 
work  which  it  is  claimed  is  wholly  within  the  archi- 
tectural sphere.    The  wording  of  the  Bill  is  very  com- 


prehensive and  apparently  will  prevent  contractors 
from  building  for  proprietors  without  an  architect  be- 
ing consulted.  No  one  who  is  not  a  member  of  the 
association  may  act  as  an  architect  "directly  or  in- 
directly" without  incurring  penalties  named  in  the 
Bill,  a  provision  which  on  the  face  of  it  looks  as  if  it 
will  affect  the  hundreds  of  small  contractors  who  build 
without  calling  in  an  architect. 

The  Bill  gives  the  Council  of  the  Association  dis- 
cretion to  admit  to  its  membership  all  members  of 
associations  of  architects  in  the  other  provinces  of 
Canada,  also  members  of  the  Royal  Institute  of  British 
Architects,  and  of  foreign  associations  of  architects  of 
equal  standing  on  their  presenting  their  credentials. 

Architects,  not  members  of  the  associations,  who 
shall  have  practised  for  five  years,  shall  be  admitted 
without  serving  as  students,  but  shall  be  required  to 
pass  the  final  examinations. 

No  person  shall  take  or  make  use  of  the  name  or 
title  architect,  either  singly  or  in  connection  with  any 
other  word,  name,  title  or  designation,  nor  act  as  such, 
either  directly  or  indirectly,  unless  he  is  registered  as 
a  member  of  the  association. 

It  is  further  provided  that  anyone  who,  not  being 
registered  as  a  member  of  the  association,  takes  or 
makes  use  of  any  such  name,  title,  or  designation,  or 
acts  as  architect  either  directly  or  indirectly,  shall  be 
liable  to  a  fine  not  exceeding  $25  for  the  first  offence, 
and  not  exceeding  $100  for  every  subsequent  offence, 
and,  in  default  of  immediate  payment  of  the  fine  and 
costs,  to  imprisonment  for  not  more  than  90  days, 
unless  such  penalty  and  costs  be  sooner  paid. 


Numerous   Changes   in   the  Organization 
and  Methods  of  Ottawa  Works 
Department 

Mr.  A.  E.  Macallum,  commissioner  of  works  for  the 
city  of  Ottawa,  recently  submitted  a  report  to  the  board 
of  control  regarding  numerous  changes  in  the  organ- 
ization and  methods  employed  in  his  department  in 
the  five  months  since  he  assumed  control.  Amongst 
these  the  introduction  of  the  district  system  to  replace 
the  ward  system  in  street  maintenance  work  is  men- 
tioned as  being  productive  of  most  satisfactory  results. 
Another  step  was  the  placing  on  the  foremen  of  the  re- 
sponsibility for  the  work  done  under  their  supervision. 
The  Commissioner  mentions  a  change  which  he  has 
made  in  the  previous  practice  in  filling  water  pipe 
joints  in  the  city,  which  he  states  will  effect  an  im- 
mediate saving  of  over  $5,000  and  much  more  in  the 
future.  It  had  been  the  custom  to  use  all  lead  in 
this  operation,  but  in  the  Gloucester  Street  36-inch 
main  he  has  introduced  the  use  of  a  backing  of  oakum, 
producing  a  saving  of  7  lb.  of  lead  per  joint  or  over 
$5,000  on  the  full  length  of  the  pipe.  A  further  econ- 
omy has  also  been  effected  by  constructing  manholes 
of  concrete  instead  of  brick,  the  cost  having  been  re- 
duced from  $42  to  $36.  A  departure  was  made  by  in- 
troducing the  use  of  lighter  base  for  asphalt  pave- 
ments on  strictly  residential  streets.  On  the  upper 
end  of  Daly  Avenue  a  four-inch  instead  of  a  six-inch 
base  was  used,  with  considerable  saving  in  cost.  With 
reference  to  future  changes,  Mr.  Macallum  stated  that 
he  would  shortly  make  a  recommendation  that  all 
street  sprinkling  be  abolished  and  that  all  the  macadam 
streets  be  oiled  and  all  paved  streets  flushed,  as  he 
had  found  the  sprinkling  unsatisfactory.  Also,  it  was 
his  intention  to  use  concrete  sewers  in  the  place  of 
brick,  on  account  of  their  cheaper  cost. 
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Relation  of  Research  to  Industrial  Development 

 By  Mr.  Arthur  I).  Little*   


Til  E  railway,  as  it  serves  you,  is  not  the  casual  in- 
vention of  Stevenson.  It  is  the  product  of  many 
decades  of  industrial  research  by  Bessemer, 
Westinghouse.  Pullman  ;  by  Dr.  Dudley,  who 
standardized  its  materials  and  supplies,  and  by  count* 
less  chemists,  engineers,  mathematicians  and  physici- 
ans whoso  Contributions  to  the  common  stock  of  know- 
ledge made  possible  the  development  of  its  equipment, 
in  at  least  as  real  a  sense  as  it  is  the  creation  of  the 
threat  organizers,  audacious  capitalists  and  wise  ex- 
ecutives \vith  whom  its  development  is  commonly  as- 
sociated in  the  public  mind. 

The  telegraph  as  it  came  from  the  hands  of  Morse 
was  a  feeble  and  restricted  means  of  communication. 
It  carries  the  burden  placed  upon  it  by  the  business 
world  to-day  only  because  it  embodies  the  results  of 
protracted  research  by  Wheatstone,  Siemens,  Stearns, 
Kdison.  Murray  and  Rowland,  which  have  many  times 
multiplied  the  working  capacity  and  operating  length 
of  telegraph  lines. 

T  he  telephone,  although  initially  a  product  of  the 
in. >st  refined  research,  was,  when  first  given  to  the 
world  by  Bell,  little  more  than  a  scientific  curiosity,  as 
halting  and  uncertain  in  its  speech  as  a  child  of  three. 
I  -day  for  the  purpose  of  a  conference  it  brings  the 
people  of  a  continent  into  one  room  and  even  carries 
the  human  voice  from  New  York  to  Honolulu  because 
it  has  passed  through  the  laboratories  of  Berliner,  Edi- 
son. Hughes,  Blake.  Hennings  and  Carty,  where  in 
each  instance  new  possibilities  and  powers  have  been 
bestowed  upon  it  by  intensive  and  prolonged  research. 
Wi  'uderful  and  seemingly  perfect  as  the  instrument  is 
to-day,  the  American  Telephone  and  Telegraph  Com- 
pany'finds  it  profitable  to  authorize  its  chief  engineer, 
Mr.  T.  T-  Carty,  to  expend  for  industrial  research  a 
greater  sum  than  any  other  man  in  the  world  has  at 
his  disposal  for  such  purpose. 

The  silent  dynamo,  instinct  with  power,  supplies 
the  current  which  lights  our  streets  and  homes  and 
factories,  drives  our  machinery,  fires  electric  furnaces, 
creates  new  products  in  electrolytic  cells,  and  is  our 
ready  and  ever  willing  servant  responding  in  countless 
ways  to  our  demands.  It  so  serves  us  only  because 
Faraday,  by  refined  research,  stimulated  and  directed 
by  the  scientific  imagination  at  its  best,  developed  the 
underlying  principles  on  which  its  operation  depends. 

The  ocean  steamship  from  wireless  to  propeller  is 
a  microcosm  of  the  results  of  research  without  which 
it  would  be  a  scow.  The  harvester  is  the  embodiment 
of  years  of  systematic  experiment. 

What  would  be  the  value  of  corner  lots  in  Winni- 
peg, of  mines  in  Sudbury,  of  farms  in  Saskatchewan, 
of  waterpower  on  the  Shawinigan,  of  forests  in  Que- 
bec, of  manufacturing  plants  anywhere  in  the  Domin- 
ion, without  these  aids  to  industry?  Where  would 
your  own  business  be  without  them?  Is  it  not  evident 
that  modern  industry  is  so  broadly  based  and  so  inti- 
mately dependent  upon  the  results  of  research  that 
in  their  absence  it  could  not  exist  a  day? 

There  are  in  the  United  States  over  250,000  cor- 
porations. Over  a  hundred  thousand  of  them  report 
no  net  income  whatever.  Ninety  thousand  make  less 
than  $5,000  a  year.    Only  sixty  thousand  make  $5,000 
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a  year  or  more.  Making  all  allowances  for  lack  of 
capital,  bad  credits,  and  all  the  other  commonly  recog- 
nized causes  of  industrial  disaster,  T  do  not  hesitate 
to  say  without  fear  of  successful  contradiction  that  the 
chid'  cause  of  this  amazing  and  discreditable  showing 
is  due  to  the  failure  of  small  manufacturers  to  utilize 
that  vast  body  of  organized  knowledge  which  the  re- 
search of  the  last  one  hundred  years  has  placed  within 
their  reach. 

This  is  merely  reiterating  what  was  said  years  ago 
by  that  distinguished  Canadian  who  has  done  more 
than  anybody  else  to  spread  the  gospel  of  industrial 
research  in  the  United  States,  Dr.  Robert  Kennedy 
Duncan,  the  founder  of  the  Mellon  Institute  at  Pitts- 
burg. In  his  "Chemistry  of  Commerce,"  Dr.  Duncan 
says:  "The  small  manufacturer  who  is  swept  out  of 
I  xistence  will  often  wonder  why.  He  will  ascribe  it 
to  the  economy  of  large  scale  operations,  or  business 
intrigues,  or  what  not,  never  knowing  that  his  dis- 
aster was  due  to  the  application  of  pure  science  that 
the  trust  organizations  and  large  manufacturers  are 
already  beginning  to  appreciate." 

Not  long  ago  a  Jewish  client  brought  to  us  a 
leather  stain  for  which  he  is  paying  85  cents  a  gal- 
lon. It  proved  to  be  water  with  a  little  gum  tragacanth 
and  still  less  aniline  dye.  We  showed  him  how  to 
make  it  at  a  cost  of  less  than  10  cents  a  gallon.  He 
said  he  began  to  realize  where  the  Gentiles  got  the 
money  the  Jews  got  from  the  Gentiles.  In  a  plant  near 
Boston,  using  two  tons  a  week  of  special  steel,  rolled 
very  thin,  their  chemist  was  able,  in  about  two  years, 
to  reduce  the  cost  of  this  material  from  80  to  40  cents 
a  pound,  while  at  the  same  time  standardizing  and 
greatly  improving  the  quality  of  the  steel.  Broken 
rails  are  more  expensive  than  analyses,  and  there  are 
no  dividends  in  broken  trolley  wires,  defective  cast- 
ings, spotted  or  tendered  piece  goods  or  rejections  in 
any  line  of  manufacture.  Competition  is  difficult 
when  your  wastes  are  your  competitor's  profit. 

At  no  place  in  the  world  are  the  results  of  industrial 
research  more  strikingly  evident  than  at  Niagara  Falls. 
The  electrical  energy  derived  from  a  small  fraction  of 
that  stupendous  flow  produces,  in  its  passage  through 
electric  furnaces  and  decomposing  cells,  aluminum, 
metallic  sodium,  carborundum,  artificial  graphite, 
chlorine,  and  caustic  soda,  perodides,  carbide,  cyana- 
mid,  chlorates,  and  alundum.  The  story  of  the  electro- 
chemical development  behind  these  products  is  an  epic 
of  applied  science. 

Most  of  the  great  corporations  in  the  United 
States  have  awakened  to  the  commercial  value  of  re- 
search. They  do  not  hesitate  to  spend  great  sums  in 
the  maintenance  of  superb  laboratories  and  their 
scientific  staff.  They  expect  research  to  pay  dividends, 
and  it  does  not  disappoint  them.  One  American  cor- 
poration employs  650  chemists. 

Research  on  this  great  scale  is,  of  course,  wholly 
beyond  the  means  of  the  average  manufacturer,  but 
it  is  also  beyond  his  requirements.  These  are  well 
served  by  such  an  angency  as  the  Mellon  Institute  at 
Pittsburg,  or  by  group  laboratories  maintained  by  trade 
associations  or  by  the  higher  grade  of  commercial 
laboratories  which  arc  almost  institutional  in  charac- 
ter. The  Royal  Canadian  Institute  lias  recommended 
the  establishment  in  Canada  of  an  institution  modelled 
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on  the  Mellon  Institute.  If  the  millions  of  dollars 
needed  for  endowment  are  forthcoming  such  a  step 
could  not  fail  to  greatly  stimulate  and  benefit  Can- 
adian industry.  The  Canadian  Manufacturers'  Asso- 
ciation could  hardly  spend  its  revenue  to  greater  ad- 
vantage than  in  maintaining  for  the  benefit  of  its  mem- 
bership a  group  laboratory  along  the  lines  so  well 
laid  down  by  the  American  Canners'  Association, 
whose  laboratory  at  Washington  is  devoted  to  the 
study  of  problems  which  vitally  concern  the  prosperity 
of  the  industry  as  a  whole.  For  manufacturers  who 
desire  to  have  their  own  specific  problems  solved  there 
arc  available  several  highly  organized  and  well  equip- 
ped commercial  laboratories  which  specialize  in  the 
application  of  chemistry  to  industry.  The  organiza- 
tion which  I  take  pride  in  representing  has  come  to 
Canada  to  serve  Canadian  manufacturers,  to  assist  in 
the  promotion  of  industrial  research  throughout  the 
whole  Dominion  and  to  aid  you  in  the  survey  and  de- 
velopment of  your  amazing  natural  resources.  To  this 
service  we  bring  an  excellent  equipment,  the  experi- 
ence of  thirty  years  and  a  compelling  interest. 

A  very  large  proportion  of  industrial  problems  are 
problems  in  applied  chemistry.  Many  of  these  so- 
called  problems  have  already  been  solved  somewhere. 
The  present  need  of  industry  is  not  so  urgent  for  new 
research  and  for  new  facts  as  for  the  immediate  and 
proper  utilization  of  facts  already  known  and  de- 
monstrated. 

In  its  broader  aspects  the  application  of  industrial 
research  to  the  development  of  the  natural  resources 
of  the  Dominion  and  the  promotion  of  the  welfare  and 
prosperity  of  its  inhabitants  holds  out  a  prospect  cal- 
culated to  fire  the  dullest  imagination.  In  Canada 
less  than  ten  million  people  have  come  into  an  inherit- 
ance as  rich  in  potentialities  of  wealth  as  that  which 
has  enabled  one  hundred  millions  in  the  United  States 
to  take  first  rank  among  the  great  producing  nations 
of  the  world. 

Furthermore,  the  development  of  the  United  States 
proceeded  under  the  methods,  knowledge  and  financial 
resources  of  the  19th  century,  whereas  Canadians  in 
the  development  of  their  inheritance  have  only  to  reach 
out  and  utilize  the  experience,  methods  and  resources 
of  the  20th  century.  They  have  only  to  study  the  in- 
dustrial history  of  the  United  States  to  learn  what 
mistakes  to  avoid  and  what  good  to  sieze  upon. 

In  industrial  experience  and  scientific  research  you 
Canadians  stand  to-day  a  century  ahead  of  the  ten 
million  people  who  one  hundred  years  ago  were  work- 
ing out  by  crude  and  wasteful  methods  the  industrial 
development  of  the  United  States. 

The  three  factors  which,  as  it  seems  to  me,  are  es- 
sential for  the  industrial  development  of  Canada  are, 
men,  capital,  and  research.  Men  may  safely  be  trusted 
to  follow  the  call  of  opportunity  and  probably  never 
will  that  call  sound  more  clearly  than  in  the  ears  of 
those  millions  in  Europe  who  after  the  nightmare  of 
this  war  awake  to  find  themselves  heavy-burdened 
with  its  paralyzing  costs. 

The  immigration  of  money  is  equally  needful  to 
your  prosperity,  but  not  so  easily  assured  as  the  im- 
migration of  men.  There  will  be  plenty  of  work  at 
home  for  the  pound  sterling,  the  franc  and  the  rouble, 
and  I  therefore  urge  you  to  devote  yourselves  to  en- 
couraging the  immigration  of  dollars. 

The  control  and  expansion  of  the  third  factor  which 
I  have  mentioned  as  essential,  lies  wholly  within  your 
own  hands.  Moreover,  in  proportion  as  you  avail 
yourselves  wisely  and  generally  of  the  findings  of 
industrial  research  so  will  the  immigration  of  men 


and  dollars  follow  the  opportunities  thus  created.  Well 
directed  and  protracted  research  is  needed  for  collect- 
ing and  correlating  the  widely  scattered  information 
regarding  your  resources,  for  demonstrating  the  value 
of  the  specific  raw  materials  which  you  possess  in 
such  profuse  abundance,  for  developing  processes  for 
their  utilization,  and  finding  new  uses,  and  hence  new 
markets,  for  the  products  made  from  them. 

My  own  organization  has,  for  example,  already 
demonstrated  that  gasoline  in  commercial  quantities 
may  be  extracted  from  the  natural  gas  in  certain  fields 
in  Alberta.  We  have  shown  that  the  waste  flax  straw 
now  burned  by  your  Avestern  farmers  can  be  made  to 
yield  the  highest  grade  of  paper  stock,  for  Avhich 
there  is  at  present  an  insistent  and  general  demand. 
We  have  undertaken  a  very  comprehensive  research 
to  demonstrate  the  feasibility  of  utilizing  in  various 
lines  of  industry  the  enormous  tonnage  of  cereal 
straws  now  burned  each  year  upon  your  prairies. 

These  things  are  a  mere  beginning.  They  hardly 
touch  the  fringe  of  opportunity.  We  have,  however, 
entered  definitely  and  seriously  upon  one  phase  of 
the  great  work  in  which,  through  Lord  Shaughnessy, 
we  have  been  privileged  to  assist.  We  are  now  or- 
ganizing the  Natural  Resources  Survey,  which  has  for 
its  initial  purpose  the  collection,  abstracting,  classifica- 
tion and  correlation  of  all  available  information  regard- 
ing Canadian  resources  in  such  form  that  the  essen- 
tial facts  regarding  any  of  them  may  be  almost  in- 
stantly available  to  all  those  in  position  to  use  the 
information  to  advantage.  Any  adequate  development 
of  the  plan  involves  covering  a  field  so  vast  and  the 
sifting  of  a  mass  of  detail  so  immense  that  no  single 
i  irganization  can  expect  to  cope  with  it  without  the 
nation-wide  co-operation  of  institutions  and  individu- 
als in  position  to  assist.  We  shall  call  confidently  up- 
on your  association  and  upon  many  of  you  as  individu- 
als for  this  assistance.  While  this  work  is  begun  at 
the  instance  of  Lord  Shaughnessy,  and  will  be  carried 
forward  under  the  auspices  of  the  Canadian  Pacific 
Railway,  it  is  conducted  for  the  benefit  of  no  single 
corporation,  but  in  the  interest  of  the  whole  Domini- in 
and  of  each  of  you  individually  as  Canadians  and  man- 
ufacturers. 

It  is  the  misfortune  of  the  United  States  that  it 
lias  no  Canadian  Pacific  Railway  to  initiate  and  sup- 
port, especially  in  the  South,  a  work  of  such  magni- 
tude and  far-reaching  benefit.  Labor  values  and  brain 
values  constitute  the  most  profitable  exports  for  any 
country.  The  export  of  the  brains  themselves  is  an 
altogether  different  matter,  and  the  United  States 
lost  heavily  on  the  day  when  Thomas  Shaughnessv 
came  to  Canada. 


The  Turbine  Equipment  Company  have  obtained  a 
contract  from  the  town  of  Cornwall.  Out.,  to  supply  and 
install  two  10-inch  De  Laval  single-stage  pumps,  each 
of  which  will  have  a  capacity  of  three  and  a  half  mil- 
lion gallons  a  day  against  180  ft.  head  when  operating 
individually;  seven  million  gallons  a  day  against  180 
ft.  head  when  operating  in  parallel  and  four  and  a  half 
million  gallons  a  day  against  310  ft.  head  when  con- 
nected up  in  series.  This  installation  is  somewhat 
unique  inasmuch  as  the  pumps  will  be  driven  by  hyd- 
raulic turbines;  these  will  be  supplied  by  the  Win. 
Kennedy  Company,  of  Owen  Sound.  The  speed  of 
these  turbines  will  be  200  r.p.m.  and  to  enable  a  speed 
oi  1,650  r.p.m.  being  attained  on  the  pumps  a  set  of 
De  Laval  double  helical  reduction  gears  will  be  in- 
stalled between  each  turbine  and  pump. 
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Buildings  of  Heavy  Timber  Mill 

Construction 


Posts  or  Columns. 


THE  posts  or  columns  in  mill  construction  serve 
interior  supports  for  the  floor  and  roof  gird- 
ers and  oarrv  the  load  to  the  foundations.  Each 
Se<  of  posts  should  extend  from  roof  to  founda- 
tion without  offset,  passing  through  each  floor  between 
the  ends  of  the  girders  for  that  floor,  and  resting  upon  a 
metal  cap  on  the  top  of  the  post  of  the  floor  below. 
The  ends  of  posts  should  be  squared  and  bear  evenly 
upon  the  plate  of  the  post  cap.  At  the  foundation  or 
the  squared  end  of  the  timber  post  should  rest  on 
a  metal  plate  placed  on  top  of  the  pier  a  lit t le  above  the 


(Continued) 

H\  c:   K   Paul,  Construction  Engineer 

The  supporting  plate  on  a  post  cap  should  be  of 
such  size  that  the  girders  will  have  a  bearing  of  at  least 
5  lineal  inches  at  each  end,  and  the  end  of  the  plate 
should  not  extend  more  than  6  inches  beyond  the  post. 


r 


Fig.  8 -Steel  post  cap  with  fin. 

level  of  the  basement  floor  to  prevent  contact  with 
dampness  from  the  masonry  or  concrete.  A  preserva- 
tive treatment  applied  to  the  ends  of  the  post  is  advis- 
able if  dampness  is  likely  to  be  present. 

Post  Caps  and  Pintles. 

The  general  alignment  of  the  columns  is  preserved 
by  the  floor  and  roof  girders,  which  rest  upon  side 
brackets  projecting  outward  from  the  post  cap.  Figs. 
8  tn  10  show  a  few  of  the  types  of  metal  post  caps 
which  are  in  use  in  different  parts  of  the  country. 

Fig.  11  shows  a  type  of  pintle  and  post  cap  which  is 
used  to  a  considerable  extent  in  the  New  England 
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Fig.  9a  -A  two-way  steel  pott  cap. 

Minimum  sizes  of  timber  for  columns  vary  from  8 
inches  by  8  inches  in  top  storey  to  10  inches  by  10 
inches  in  any  storey,  depending  upon  the  ordinances  of 
different  cities.  In  any  event,  the  area  of  cross-section 
should  be  sufficient  to  carry  the  load  with  a  suitable 
factor  of  safety,  and  also  provide  fire-resisting  quali- 
ties. Square  posts  of  a  given  size  are  nearly  one- 
fourth  stronger  than  a  round  post  turned  from  the 
same  timber. 

Many  ordinances,  in  a  measure,  control  the  size  of 
posts  by  limiting  the  length  of  a  post  of  a  given  side 
dimension.  The  Chicago  building  ordinances  state 
that  no  timber  post  shall  be  longer  than  thirty  times 
its  least  side  dimension. 

Post  Details. 

While  there  is  a  difference  of  opinion  as  to  the 
value  of  boring  posts,  some  insurance  engineers  re- 
commend the  practice  of  boring  a  1^4  in.  diameter  hole 
longitudinally  through  the,  centre  of  the  stick,  with 
x/i  in.  vent  holes  at  top  and  bottom.  It  is  claimed  that 
this  precaution  will  prevent  damage  from  dry  rot  in 
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Fig.  9b -A  four-way  steel  post  cap. 


States,  and  is  recommended  by  the  Associated  Mutual 
Fire  Insurance  Companies.  It  should  be  noted  that 
where  no  straps  are  used  oft  the  girders,  or  where  post 
baps  without  projecting  sides  are  used,  the  girders  are 
tied  together  longitudinally  by  1  in.  iron  dogs,  placed 
as  shown  in  Fig.  11.  The  detail  at  the  roof  where  this 
type  of  construction  is  used  is  shown  in  Fig.  12. 


timber  which  has  not  been  thoroughly  seasoned  before 
This  should  not  serve  as  an  excuse  for  using 


usim 


material  fresh  from  the  saw,  since  it  is  advisable  that 
none  but  suitably  seasoned  timber  of  the  best  quality 
be  used  in  any  part  of  the  framing. 

Edges  of  posts  should  be  rounded  or  chamfered  to 
prevent  easy  ignition  in  case  of  lire.    The  post  should 
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be  left  square  near  top  to  receive  the  post  cap,  and  also 
at  the  bottom  where  it  passes  through  the  floor. 

Finish  on  Woodwork. 

Girders,  beams,  floors,  or  posts  should  not  be  paint- 
ed, oiled,  or  plastered  until  they  have  become  fully 
seasoned.  This  time  is  usually  between  two  and  three 
\  ears.  Wood  finish  without  concealed  spaces  may  be 
used  with  safety  in  offices,  etc.,  but  varnish  and  shel- 
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Fig.  10— Steel  post  cap  with  side  plate. 

lac  finishing  coats  are  called  objectionable  by  insur- 
ance underwriters.  Ordinary  paint  is  not  objection- 
able. 

Roofs. 

Roofs  in  mill  construction  buildings  are  usually 
Hat,  with  a  slight  pitch  of  %  in.  to  Y\  in.  to  the  foot. 
They  are  framed  in  the  same  manner  as  are  the  floors, 
the  under  side  of  the  roof  forming  the  ceiling  for  the 
top  storey.  If  a  plastered  ceiling  is  necessary,  the 
metal  lath  which  is  to  hold  the  plaster  should  be  fitted 
around  the  girders  and  against  the  roof  boards  in  such 
a  manner  as  to  leave  no  spaces  between  the  plaster  and 
wood.  If  plastering  is  to  be  used  in  contact  with  the 
timber  it  should  be  of  plain  lime  mortar,  without  the 
skim  coat  of  lime  putty.  The  rough  plaster  is  suffi- 
ciently porous  to  permit  seasoning  to  continue  if  neces- 
sary. 

Roofs  should  be  covered  with  an  incombustible 
material.  Composition,  slag,  or  gravel  roofing  is  used 
to  a  large  extent  for  this  purpose. 

The  necessity  of  a  cornice  is  questionable,  even 
from  an  architectural  standpoint.  It  is  a  constant 
source  of  expense  for  maintenance,  and  is  likely,  soon- 
er or  later,  to  become  dangerous  and  fall  without  warn- 
ine,  due  t<>  the  failure  of  concealed  members.  Provid- 


Fig.  11  -Pintle  and  post  cap  type  of  construction. 

iug  a  cornice  is  to  be  used,  the  open  wood  type  shown 
in  Fig.  13  is  recommended  by  the  Associated  Factory 
Mutual  Fire  Insurance  Companies,  but  an  incombust- 
ible cornice  is  advisable  when  there  is  exposure  from 
neighboring  buildings. 


Girders  and  Roof. 

While  the  size  of  the  girders  to  support  the  roof 
will  not  need  to  be  as  large  as  those  for  supporting  the 
floors  on  account  of  the  lighter  loads  carried,  the  mini- 
mum sizes  of  material  permitted  will  control  the  size 
of  girders  to  be  used.  In  many  cases  this  dimension  is 
regulated  by  the  local  building  ordinances,  and  an  in- 
spection of  such  ordinances  will  show  that  sizes  vary 
in  different  communities.  From  the  standpoint  of  fire 
protection,  the  smallest  roof  girder  that  should  be 
used  is  at  least  6  inches  in  either  dimension,  but  the 
common  building  regulation  is  that  such  girders  should 
be  at  least  6  inches  thick  and  have  a  cross-section  area 
of  at  least  72  square  inches.  This  same  regulation  in 
regard  to  minimum  sizes  should  applv  to  beams  in 

Roof  Planking _ 
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Fig.  12  — Framing  at  roof. 
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semi-mill  construction,  as  well 
standard  construction. 

The  size  of  the  bays  in  the  roof  will  be  determined 
by  the  size  of  the  bays  of  the  floors  below. 

In  many  cases  a  roof  of  semi-mill  construction  type 
is  placed  on  a  building  in  which  all  of  the  floors  are  of 
standard  mill  construction  or  of  laminated  type.  This 
design  is  not  necessary,  since  a  certain  minimum  thick- 
ness of  roof  plank  is  demanded,  regardless  of  the  load 
to  be  carried,  and  the  thickness  of  3  inches  commonly 
specified  is  sufficient  to  support  ordinary  roof  loads 
with  the  lengths  of  span  between  girders  commonly 
found.  A  simple  calculation  will  show  this  point  to  be 
true,  especially  where  a  good  grade  of  lumber  is  used. 
Roof  plank  3  inches  in  thickness  may  be  tongued  and 
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Fig.  13  — Detail  of  wood  cornice. 

grooved,  but  with  a  thickness  of  4  inches  and  over 
splined  plank  should  be  used. 

Both  roof  timbers  and  planks  should  be  self-releas- 
ing at  walls  and  have  exposed  surfaces  planed. 

Roof  Covering. 

One  of  the  most  satisfactory  types  of  roofing  is  of 
the  built-up  variety  where  layers  of  felt  saturated  with 
tar  are  nailed  dow  n  and  by  the  use  of  asphalt  or  pitch 
protected  and  cemented  together. 

I  he  following  specification,  quoted  from  a  report 
oi  the  American  Railway  Engineering  Association, 
gives  what  is  considered  to  be  good  practice  in  the 
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construction  oi  a  Bat  built-up  roofing  <>n  wood  sheath- 
ing: 

Spcitu -at urn  tor  Kelt,  Pitch,  and  Gravel  or  Slag  Roofing 
Over  Boards. 

Incline. —  rhis  specification  should  not  be  used  where  roof 
incline  exceeds  three  (3)  inches  to  one  (l)  foot  (modern  prac- 


Klashings. —  Flashings  shall  be  constructed  as  shown  in 
detailed  drawings. 

Labels. — All  felt  and  pitch  shall  bear  the  manufacturer's 

label. 

Inspection. —  The  roof  may  be  inspected  before  the  gravel 
or  slag  is  applied  by  cutting  a  slit  not  less  than  three  (3)  feet 
long-  at  right  angles  to  the  way  the  felt  is  laid. 
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IFig.  14  -Saw-tooth  roof  of  timber  construction. 


tice  tends  to  reduce  this  slope  to  2  inches  to  1  foot).  For 
Steeper  inclines  modified  specifications  are  required. 

Specifications. 

Roofing. —  f  irst,  lay  one  (1)  thickness  of  sheathing  paper 
1 1 X  unsaturated  felt  weighing  not  less  than  five  (*5)  pounds 
per  hundred  (100)  square  feet,  lapping  the  sheets  at  least  one 
(1)  inch. 

Second,  lay  two  (2)  plies  of  tarred  felt,  weighing  four- 
teen (14))  to  sixteen  (16)  pounds  per  hundred  (100)  square 
feet,  lapping  each  sheet  seventeen  (17)  inches  over  the  pre- 
ceding one,  and  nail  as  often  as  is  necessary  to  hold  in  place 
until  remaining  felt  is  laid. 

Third,  coat  the  entire  surface  uniformly  with  straight  run 
coal-tar  pitch. 


N.  B. — To  comply  with  the  above  specifications,  the  ma- 
terial necessary  for  each  one  hundred  (100)  square  feet  of 
roof  is  approximately  as  follows:  100  square  feet  sheathing 
paper,  80  to  90  pounds  tarred  felt,  120  to  160  pounds  straight 
run  coal-tar  pitch,  400  pounds  gravel,  or  300  pounds  slag. 

In  estimating  felt  the  average  weight  is  practically  fifteen 
(  I."))  pounds  per  one  hundred  (100)  square  feet,  and  about  ten 
(10)  per  cent,  extra  is  required  for  laps. 

In  estimating  pitch  the  weather  conditions  and  expert- 
ness  of  the  workmen  will  affect  the  amount  necessary  for  the 
moppings  and  to  properly  bed  gravel  or  slag. 

The  sheathing  paper  or  unsaturated  felt  is  placed  on  the 
bottom  next  to  the  roof  boards,  mainly  to  keep  any  pitch 


Fig.  15— Steel  framing  with  plank  roof. 


Fourth,  lay  three  (3)  plies  of  tarred  felt,  lapping  each 
sheet  twenty-two  (22)  inches  over  the  preceding  one,  mop- 
ping with  pitch  the  full  twenty-two  (22)  inches  on  each  sheet 
so  that  in  no  place  shall  felt  touch  felt.  Such  nailing  as  is 
necessary  shall  be  done  so  that  all  nails  will  be  covered  by 
not  less  than  two  (2)  plies  of  felt. 

Fifth,  spread  over  the  entire  surface  a  uniform  coating  of 
pitch,  into  which,  while  hot,  imbed  not  less  than  four  hun- 
dred (400)  pounds  of  gravel  or  three  hundred  (300)  pounds 
of  slag-  to  each  one  hundred  (100)  square  feet.  The  gravel,  or 
slag,  shall  be  from  one-quarter  (%)  to  five-eights  (§^)  inches 
in  size,  dry,  and  free  from  dirt. 


which  might  penetrate  the  two-ply  felt  above  it  from  cement- 
ing the  roofing  to  the  sheathing.  It  also  is  of  value  in  pre- 
venting the  drying  out  of  the  roof  through  open  joints  from 
below.  The  saturated  felts  should  be  nailed  where  there  is 
any  chance  of  disturbance  of  the  roof  from  underneath  by 
wind,  and  also  enough  to  hold  it  in  place  while  laying.  The 
practice  in  regard  to  nailing  varies  in  different  parts  of  the 
country,  but  the  fewer  nails  the  better,  so  long  as  the  roof  is 
held  in  place. 

The  contract  price  for  this  roof  should  not  he  loss 
than  the  cost  of  the  materials  specified,  plus  the  cost 
id'  laying  and  a  reasonahle  amount  for  profit.  Thor- 
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ough  inspection  of  materials  and  workmanship  is  re- 
commended. 

Trussed  Roofs. 

In  many  types  of  commercial  buildings  open  spaces 
without  posts  are  desired.  This  condition  is  very 
likely  to  exist  in  manufacturing"  plants  where  large 
areas  of  clear  floor  are  necessary  for  the  movement  of 
machinery  or  assembling  machine  parts.  In  such  build- 
ings the  posts  are  taken  out  and  roof  trusses  used  to 
span  the  opening.  Trusses  are  ordinarily  placed  from 
8  feet  to  20  feet  on  centres,  with  3  inch  plank  spanning 
the  distance  between  the  trusses  as  in  standard  mill 
roofs,  or  resting  on  purlins  spaced  not  less  than  8  feet 
on  centres  and  running  from  truss  to  truss.    It  is  ad- 
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Fig.  16— Detail  of  valley. 

visable  to  have  the  purlins  supported  at  the  joints  of 
the  trusses  to  prevent  bending  in  the  members  of  the 
top  chord.  Other  details  of  the  roof  are  similar  to 
those  described  above. 

Saw-Tooth  Roofs. 

W  here  a  saw-tooth  form  of  roof  is  needed  the  roof 
planks  are  supported  by  heavy  timber  beams,  or  by 
steel  trusses,  spaced  from  8  feet  to  10  feet  on  centres, 
and  in  turn  carried  by  timber  girders,  trusses,  or  col- 
umns. In  fact,  the  design  of  the  roof  planking  itself 
varies  but  little  from  that  used  in  the  ordinary  flat  roof 
of  standard  mill  construction.  The  detail  of  the  sup- 
porting member  will  vary  with  the  type  used.  Figs.  14 
and  15  show  two  forms  of  saw-tooth  roofs,  one  wholly 
of  timber  construction  and  the  other  of  timber  and 
steel.  Fig.  16  shows  a  detail  of  the  valley  used  in  tim- 
ber construction,  such  as  shown  in  Fig.  14.  These  de- 
tails are  as  recommended  by  the  Boston  Manufactur- 
ers Mutual  Fire  Insurance  Company. 

Fire  Protection. 

A  building  can  be  protected  from  damage  by  fire 
from  exterior  sources  by  the  use  of  fire-resisting  shut- 
ters or  wire  glass  in  steel  or  hollow  metal  frames  at  the 
windows  and  openings,  together  with  an  incombustible 
cornice.  Thick  party  walls,  and  parapet  walls  extend- 
ing not  less  than  3  feet  above  the  roof  line,  form  addi- 
tional safeguards.  Fires  occurring  within  a  building 
may  be  confined  to  a  limited  space  by  the  use  of  fire 
walls,  heavy  timber  floors  without  openings,  enclosed 
stairways,  automatic  fire  doors,  protected  openings 
into  power  and  elevator  shafts,  protected  windows 
near  angles  of  the  building,  and  incombustible  interior 
walls  which  extend  through  the  roof  for  a  distance  of 
3  feel  or  over.  The  installation  of  an  automatic  sprink 
ler  system  of  a  design  capable  of  reaching  fire  in  any 
part  of  the  building  and  supplying  water  in  sufficient 


quantities  is  always  advisable.  Not  only  does  such 
equipment  serve  as  a  protection  from  spread  of  fire, 
but  it  allows  also  a  lower  insurance  rating  on  the  build- 
ing and  contents.  A  dependable  water  supply  is  a 
necessity,  and  at  least  two  independent  sources  are 
generally  provided  from  gravity  tanks,  pressure  tanks, 
pumps,  or  high  pressure  street  service. 

Standpipes  and  hose  located  in  stair  towers  or 
other  protected  places  offer  additional  safety.  A 
steamer  connection  on  exterior  of  building  is  advis- 
able. 

Details  in  regard  to  the  design  of  sprinkler  systems 
and  the  arrangement  of  other  protective  apparatus  are 
covered  by  a  special  bulletin  issued  by  the  National 
Lumber  Manufacturers  Association. 

Stairways  and  Elevator  Shafts. 

Vertical  openings  through  buildings  have  proved 
to  be  the  weakness  which  led  to  the  destruction  of 
many  otherwise  good  buildings.  All  doors  and  open- 
ings into  stairways  or  elevator  shafts  and  between 
units  should  be  provided  with  fire  doors.  These  doors 
should  be  made  automatically  self-closing  by  means  of 
springs  or  weights  and  chain.  Doors  should  never  be 
blocked  open,  even  temporarily.  Where  it  is  neces- 
sary to  allow  a  door  into  a  stairway  to  stand  open  it 
should  be  held  by  some  simple  automatic  mechanism, 
arranged  to  release  the  door  and  allow  it  to  close  when 
fire  occurs.  Stairs  may  be  of  timber  construction  if 
the  building  is  equipped  with  an  automatic  sprinkler 
system  and  stairways  are  enclosed  by  fireproof  walls. 

Shutters  and  Wire  Glass. 

For  severe  or  dangerous  exposures  it  is  desirable 
that  all  openings  in  exterior  walls  should  be  protected 
by  tin  clad,  solid  steel,  or  sheet-metal  shutters.  Shut- 
ters should  overlap  the  sides  and  top  of  the  window 
opening  or  close  into  the  opening,  so  as  to  prevent 
cracks  through  which  fire  might  pass.  Modern  prac- 
tice has  determined  that  steel  or  hollow  metal  wire 
glass  windows  are  substantial  in  construction  and 
practical  under  most  conditions  of  exposure.  Such 
windows  furnish  a  fair  degree  of  resistance  to  fire,  and 
w  here  the  exposure  is  not  severe,  they  will  prevent 
the  spread  of  fire  from  one  building  to  another,  or  one 
story  to  another  in  the  same  building.  Two  types  of 
windows  are  commonly  used- — "steel  sash,"  made  of 
rolled  steel  sections,  and  hollow  metal  sash  and  frames, 
made  of  galvanized  sheet  metal  or  copper  of  suitable 
gauge,  reinforced  by  steel  bars  and  angles.  Wire  glass 
is  used  in  both  of  these  types. 

The  fire-resisting  qualities  of  mill  construction  are 
exemplified  by  the  following  extract  from  "Fire  Pre- 
vention and  Fire  Protection,"  by  J.  K.  Freitag: 

"A  wonderful  illustration  of  the  slow-burning  qualities  of 
slow-burning  construction  was  afforded  by  the  fire  which  de- 
stroyed the  storage  warehouse  of  the  George  Irish  Paper 
Corporation,  at  Buffalo,  N.Y.,  January  16,  1911.  The  building 
was  six  storeys  in  height,  70  by  200  feet  in  area,  and  of  mill 
construction,  without  sprinklers  or  other  special  fire  protec- 
tion equipment.  Because  of  the  type  of  construction  of  tin 
building,  and  the  great. weight  of  the  paper  stock  known  to  In- 
stored  therein,  the  firemen  flatly  refused  to  enter  the  struc- 
ture, so  that  the  flames  were  fought  merely  from  the  outside. 
The  fire  raged  for  upwards  of  80  hours  and  was  the  longest 
fire  known  in  the  City  of  Buffalo,  yet.  after  36  hours  of  fire, 
the  front  windows  in  the  top  storey  were  practically  intact. 
\o  better  example  of  'slow-burning'  construction  could  pos- 
sibly be  given." 

•  To  be  continued1 
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New  Union  Station,  False  Greek,  Vancouver 

To  be  occupied  by  the  Northern  Pacific  and  Great 
Northern  Railway  Companies  on  or  about  April  1,  1917 


THE  picture  shown  herewith  scarcely  does  justice 
to  the  present  appearance  of  the  new  Great 
Northern  Railway  depot  on  False  Creek, 
Vancouver.  Since  it  was  taken  the  foreground 
has  been  cleaned  up  and  the  various  sub-contractors 
handling  the  interior  work  have  made  such  progress 
that  Engineer  Ford,  of  the  Great  Northern  Railway,  is 
hopeful  that  some  of  the  offices  will  be  ready  for  oc- 
cupancy early  in  the  new  year,  although  the  freight 
sheds,  trackage,  etc.,  will  probably  not  be  completed 
much  before  April  1st,  or  one  year  from  the  date  of 
starting  of  construction.  An  average  of  174  men  has 
been  maintained  on  the  works,  in  addition  to  a  grad- 
ing force  of  about  140  men. 

The  building  is  of  reinforced  concrete,  faced  with 
pressed  brick  and  trimmed  with  terra  cotta.  It  is 
situated  375  feet  east  of  Main  Street  and  just  north 
of  the  Main  Street  Bridge.  The  building  is  L-shaped 
in  plan,  the  main  structure  approximately  60  feet  wide 
and  230  feet  long,  facing  Main  Street.  The  centre  por- 
tion is  two  storeys  high  and  contains  the  main  wait- 
ing room,  which  runs  the  full  height  and  is  some  60 
feet  wide  by  100  feet  long,  flanked  by  wings  on  either 
side  approximately  65  feet  long  and  50  feet  wide,  two 
storeys  in  height.  On  the  second  floor  of  these  wings 
are  located  the  offices  of  the  Northern  Pacific  and 
Great  Northern,  the  latter  company  using  the  station 
jointly  with  the  Northern  Pacific. 

The  leg  of  the  L  is  one  storey  in  height,  running 
in  an  easterly  direction,  and  here  are  located  the  bag- 
gage room,  mail  room,  Great  Northern  and  Northern 
express,  trainmen's  room,  etc.  East  of  this  in  a  direct 
line  is  located  the  power  house,  where  heat  is  sup- 
plied to  the  main  building  through  an  underground 
tunnel.  Two  125  h.p.  boilers  are  installed,  the  capa- 
city being  ample  for  the  operation  of  a  private  lighting 
plant,  should  this  be  decided  upon. 

Work  is  now  in  progress  on  two  freight  sheds,  600 
x  50  feet,  of  the  clear  span  type.  They  are  of  brick 
construction,  with  steel  roller  doors,  occupying  prac- 
ticallv  the  entire  length  on  both  sides.  At  either  end 
are  two-storey  brick  office  buildings. 

Track-laying  in  connection  with  the  depot  system 
has  been  under  way  for  the  past  month  or  more.  Alto- 


gether there  will  be  over  nine  miles  of  roadbed.  Seven 
lines  will  be  laid  in  the  depot  itself,  provision  being 
made  for  eleven.  There  will  be  six  freight  house 
tracks,  one  industrial  track,  and  eleven  coach  tracks, 
where  trains  will  go  for  refitting  purposes  after  dis- 
charging passengers. 

Early  in  the  new  year  a  start  will  be  made  on  a 
brick  engine  house,  (15  stalls),  machine  shop,  store- 
house and  fuel  station.  These  will  be  built  to  the  rear 
Of  the  east  side  of  the  station,  on  ground  that  is  now 
being  filled  in  and  graded. 


Prosperous  Year  for  Moncton,  N.  B. 

The  past  year  has  been  a  most  prosperous  one  for 
Moncton,  N.B.,  as  shown  by  statistics  of  trade  and  gen- 
eral progress.  All  the  local  industries  report  a  larger 
output  than  last  year.  The  figures  covering  the  build- 
ing permits  issued  show  a  total  of  $192,230.  This  is 
one  of  the  highest  years  of  which  there  is  record.  The 
totals  for  1914  and  1915  are  larger,  but  these  are  un- 
usually high  on  account  of  the  fact  that  they  included 
three  new  churches,  the  city  hall  and  the  new  Aberdeen 
school,  all  rebuilt  to  replace  structures  destroyed  by 
fire.  Both  the  Aberdeen  school  and  city  hall  and  mar- 
ket were  completed  this  year,  the  former  costing  $110,- 
000  and  the  latter  $75,000.'  The  new  Central  Meth- 
odist Church,  a  stone  structure  costing  $100,000,  was 
also  completed  this  year. 


Wider  Approach  for  Toronto-Hamilton 
Road 

The  Toronto-Hamilton  Highway  Commission  have 
laid  before  the  Toronto  Board  of  Control  their  pro- 
posal to  build  an  86-foot  roadway  as  an  approach  to 
the  city  instead  of  one  only  18  feet  wide.  Tt  was  de- 
cided that  the  engineer  of  the  Highway  Commission, 
Mr.  TT.  S.  Van  Scoyoc,  Harbor  Commission  engineer 
K.  L.  Cousins,  Commissioner  of  Works  Harris  and 
the  Finance  Commissioner,  get  a  report  ready  and 
confer  with  Mr.  Gooderham  before  anything  further 
is  done. 
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Amendments  to  the  Quebec  Lien  Law 


MATTERS  of  importance  to  contractors  and 
supply  houses  of  Quebec  Province  are  con- 
sidered in  "An  Act  to  amend  the  Civil  Code 
with  reference  to  privileges  of  workmen, 
builders  and  other  persons,"  introduced  by  Mr.  Tasch- 
ereau,  Minister  of  Public  Works  of  the  province.  Con- 
ditions under  which  contract  work  has  been  carried 
out  are  claimed,  under  the  present  act,  as  equally  un- 
satisfactory to  the  contractor  and  to  the  proprietor. 

A  committee  of  the  Montreal  Builders'  Exchange, 
consisting  of  Messrs.  W.  C.  Munn,  convenor,  J.  P. 
Anglin,  A.  W.  Bremner,  Robt.  F.  Dykes,  and  J.  Quin- 
lan,  president  of  the  Exchange,  have  considered  this 
bill  and  express  the  opinion  that  the  time  is  too  short 
for  its  proper  study  and  so  counsel  delay  until  next 
season.  Failing"  this,  they  bave  drawn  up  a  list  of 
suggested  amendments — the  results  of  their  own  per- 
sonal experience  as  to  the  requirements  of  the  case. 
In  addition  Mr.  Quinlan  has  given  out  the  following 
statement  to  the  Contract  Record : — 

I  take  it  that  when  the  Legislature  enacted  this 
law  it  was  for  the  purpose  of  enabling  those  desiring 
to  erect  a  home  for  themselves,  who  had  no  other  col- 
lateral, to  secure  a  builder  to  undertake  the  work, 
knowing  that  the  land  would  be  security  for  the  cost 
of  the  improvements  made  to  it.  It  was  also  intend- 
ed that  the  land  and  improvements  should  be  security 
for  wages  of  workmen  employed  thereon,  for  the  sub- 
contractor and  for  the  supplier  of  materials.  Thus,  it 
would  appear  that  workmen,  architects,  contractors, 
sub-contractors  and  suppliers  of  materials  were  en- 
gaged in  a  business  where  there  was  little  chance  of 
loss  through  the  failure  of  proprietor  or  contractor, 
and  that  the  law  was  a  real  benefit  to  the  building  in- 
dustry and  the  public. 

We  find,  however,  that  in  the  actual  working  out 
of  this  law,  there  are  so  many  strings  to  it  that  to 
comply  with  all  the  requirements  of  the  Act  would 
simply  tie  most  building  contracts  into  a  knot ;  so 
much  so,  that  many  specifications  and  contracts  com- 
pel architects,  workmen,  contractors  and  suppliers  of 
materials  to  sign  oft"  their  rights  before  the  work  is 
started. 

Let  me  take  the  case  of  a  house  costing,  say,  $20,- 
000.  The  contractor,  on  receiving  such  a  contract,  if 
he  is  consulting  his  own  interests,  makes  contracts 
for  the  delivery  of  most  of  his  materials,  as  well  as 
for  the  sub-contracts  for  work  he  does  not  intend  to 
perform  himself,  immediately  he  receives  his  contract. 
Now  the  law  requires  that  in  order  for  the  sub-con- 
tractor and  the  supplier  of  materials  to  benefit  by  its 
protection,  it  is  necessary  to  notify  the  proprietor  be- 
fore the  delivery  of  said  materials ;  and  in  case  of  the 
sub-contractors,  previous  to  executing  their  contracts. 
Thus,  in  a  good  many  cases  the  proprietor  finds  him- 
self responsible  for  the  payment  of  most  of  the  ma- 
terials and  workmanship  to  others  than  the  general 
contractors  with  whom  he  made  his  contract.  The 
result  is  that  if  the  proprietor  takes  the  advice  of  his 
lawyer,  he  simply  withholds  from  the  general  con- 
tractor the  full  amount  of  the  different  liens  before 
they  are  due  or  the  work  performed.  The  general 
contractor  finds  himself  in  this  position  :  he  has  made 
a  contract  with  the  proprietor  to  erect  a  building  for 
the  sum  of,  say,  $20,000,  payments  to  be  made  as 


follows :  85  per  cent,  of  the  value  of  the  work  payable 
each  month  as  the  work  progresses,  and  the  balance 
thirty  days  after  the  final  completion  of  the  building. 
In  good  faith  he  goes  ahead  with  his  first  month's 
work  and  completes  the  foundations,  and  spends,  say, 
$3,000.  The  architect  issues  a  certificate  for  that 
amount,  less  15  per  cent.,  which  the  contractor  pre- 
sents to  the  proprietor  for  payment.  The  proprietor 
looks  up  his  books  and  finds  that  there  is  some  ten 
thousand  dollars  worth  of  privileges  registered  against 
the  contractor,  for  work  that  has  not  yet  been  done, 
and  for  materials  not  supplied.  He  tells  the  contractor 
that  he  is  advised  by  his  lawyer  not  to  pay  the  gen- 
eral contractor  anything  until  these  claims  have  been 
satisfied,  in  which  case  the  general  contractor  has  to 
be  in  a  position  to  finance  at  least  one-half  of  the  cost 
of  said  building  or  arrange  with  his  sub-contractor  and 
supply  men  to  forego  their  protection.  In  most  cases 
the  sub-contractor  and  supply  men  find  that  they  have 
committed  themselves  by  preparing  this  work  to  such 
an  extent  that  it  is  better  to  forego  their  privileges 
and  take  the  chance  of  the  general  contractor  paying 
them  than  to  sacrifice  what  work  they  have  already 
done;  thus,  if  the  contractor  fails,  they  lose  their 
money. 

Again,  the  law  has  been  so  impracticable  that  it 
is  seldom  taken  advantage  of;  in  other  words,  it  is 
the  exception  rather  than  the  rule.  In  this  way,  when 
the  proprietor  is  notified,  he  refers  the  notice  to  the 
architect,  who  immediately  becomes  suspicious  of  the 
contractor.  The  contractor's  standing  in  the  eyes  of 
the  proprietor  and  the  architect  suffers,  and  if  he  does 
not  cancel  the  orders  given  he  holds  this  against  the 
supply  men  and  sub-contractors,  and  if  possible  avoids 
doing  business  with  them  in  future.  Again,  all  supply 
men  and  workmen  are  not  familiar  with  the  details  of 
the  law,  and  give  more  credit  than  they  otherwise 
would  if  the  law  did  not  exist. 

So  far,  I  have  only  considered  ourselves  as  build- 
ers and  suppliers  of  materials,  but  we  must  also  con- 
sider the  proprietor's  and  the  public's  side  of  the  case. 
I  am  ready  to  admit  that  if  this  law  would  work  out 
in  practice  as  it  is  framed,  the  proprietor  and  the  pub- 
he  would  have  more  call  for  complaint  than  we  con- 
tractors and  suppliers  of  materials  now  have.  I  do 
not  pretend  to  be  sufficiently  learned  in  the  law  to 
understand  in  full  the  details  of  this  Act,  but  it  ap- 
pears to  me  that  if  this  law  were  taken  advantage  of 
by  unscrupulous  or  insolvent  contractors,  the&pro- 
pnetor  might  have  more  cause  for  complaint  than  the 
contractors  and  supply  men  now  have. 

Looking  at  it  from  the  point  of  view  of  a  pro- 
prietor, I  certainly  think  that  when  a  proprietor  un- 
dertakes to  erect  a  building  he  is  taking  some  chances. 
\\  hat  is  to  prevent  a  contractor  from  taking  a  build- 
ing contract  at  a  low  price  and  doing  the  work  that  is 
profitable  to  him  first,  getting  his  85  per  cent,  of  money 
and  allowing  his  sub-contractors  to  register  liens  great- 
er than  the  total  amount  of  the  contract  price  which 
the  proprietor  agreed  to  pay? 

It  seems  to  me  that  in  order  to  frame  a  satisfac- 
tory act,  full  protection  should  be  given  the  proprietor 
as  well  as  the  builder,  and  for  this  reason  I  think 
a  proprietor  should  not  be  held  responsible  for  the 
full  payment  of  materials  and  workmanship  without 
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being  afforded  the  opportunity  of  protecting  himself. 
Of  course,  there  is  always  the  opportunity  for  the  pro- 
prietor to  insist  mi  the  contractor  furnishing  a  bond 
guaranteeing  that  the  work  will  be  carried  out  as  per 
contract,  and  thereby  protecting  himself,  but  apart 
from  this.  I  think  in  all  fairness  the  proprietor  should 
get  equal  protection  from  the  Act.  I  would  suggest 
that  the  proprietor  should  be  held  responsible  for  15 
per  cent,  of  the  amount  of  the  contract  until  thirty 
days  after  the  final  completion  of  the  building  with- 
out any  registration  whatever,  and  that  suppliers  of 
materials  be  given  thirty  days  after  the  delivery  of 
such  materials  in  which  time  to  register  their  claim  ; 
that  sub-contractors  be  allowed  one  month's  work 
to  be  done  without  registration  ;  that  they  be  given 
fifteen  days  to  register  if  this  first  month's  payment 
is  not  made,  and  this  fifteen  days  shall  apply  to  any 
month's  work  that  has  not  been  paid  for  during  the 
execution  of  the  contract,  and  that  all  workmen  be 
extended  the  same  privilege,  only  that  workmen  should 
have  a  preference  over  sub-contractors,  contractors, 
and  suppliers  of  materials  in  the  case  of  failure  of  the 
proprietor. 

Thus,  I  would  expect  the  Act  to  work  out  as  fol- 
lows :  that  the  proprietor  and  the  builder  be  held  to 
the  extent  of  15  per  cent,  of  the  total  amount  of  the 
contract  price  up  until  thirty  days  after  completion, 
without  registration,  and  in  addition  to  this  all  the 
unpaid  claims  which  have  been  registered  according 
to  the  Act.  This  would  enable  the  proprietor  to  see 
that  the  general  contractor  was  paying  his  workmen, 
sub-contractors  and  suppliers  of  materials  at  least 
monthly,  thereby  protecting  himself,  but  I  would  not 
recommend  that  he  be  held  for  more  than  the  total 
amount  of  the  contract  price,  providing  that  he  had 
complied  with  the  Act  in  making  his  payments. 


A  Water  Supply  Proposed  for  Islington 
and  Lambton  Mills,  Ont. 

The  plan  of  a  water  system  to  supply  Islington 
and  Lambton  Mills,  Out.,  was  submitted  and  explained 
by  Engineer  E.  A.  James  at  a  recent  meeting  of  the 
Islington  Town  Improvement  Society.  Engineer 
James  stated  that  after  investigating  various  sources 
he  had  decided  that  Chaffee  and  Darling  Creeks  would 
be  the  most  suitable.  The  water  from  both  had  been 
analyzed,  he  said,  and  found  to  be  98  to  99  per  cent, 
pure.  This  would  entirely  eliminate  the  expense  of  a 
filter  system.  The  creeks  are  from  .three-quarters  of 
a  mile  to  one  mile  distant  from  Islington.  A  pumping 
station  would  be  erected  near  Darling  Creek,  a  short 
distance  west  of  the  Humbcr  River,  and  also  west 
of  the  local  side  road  in  order  to  avoid  any  dirt  from 
the  highway.  It  would  be  at  an  elevation  of  332  feet. 
A  trunk  feeder  would  run  just  west  of  the  side  road 
from  Chaffee  Creek  to  the  pumphouse.  According  to 
the  proposed  plans,  a  reservoir  for  both  districts  would 
be  built  215  feet  above  Lake  Ontario  and  170  feet  above 
Islington.  It  would  be  30  feet  in  diameter  and  24 
feet  deep,  and  would  exert  a  pressure  of  80  lbs.  to  the 
square  inch.  There  would  be  seven  miles  of  mains, 
and  the  water  could  be  pumped  and  delivered  at  from 
8  to  10  cents  per  thousand  gallons.  This  proposed  sys- 
tem, according  to  Engineer  James,  would  serve  a  popu- 
lation of  7,000,  while  there  are  about  half  that  number 
or  less  living  in  the  area  included.  The  cost  was  esti- 
mated at  between  $60,000  and  $80,000,  including  the 
pumps  and  mains.  The  whole  scheme  will  be  submit- 
ted to  the  township  of  Etobicoke  Council  at  its  next 
session. 


Granite-faced  Concrete  Blocks  Have  Useful 

Possibilities 

On  the  opposite  page  are  illustrated  two  buildings 
in  which  granite-faced  building  blocks,  known  to  the 
trade  as  cast  stone  blocks,  are  used.  These  are  made 
by  machinery  manufactured  by  the  Cast  Stone  Block 
&  Machine  Company,  Windsor,  Ont.  Of  all  building 
materials  granite  stands  first  in  beauty  and  permanence, 
and  were  it  not  for  its  exceeding  hardness,  which  makes 
it  expensive  to  cut  and  work  into  convenient  sizes  and 
shapes,  granite  would  be  a  much  more  generally  used 
material  for  building  purposes  than  it  is.  As  the  Cast 
Stone  blocks  have  onlv  a  thin  facing  of  granite,  it  is 
possible  to  procure  this  building  material  in  all  its 
natural  sparkling  beauty  at  a  cost  not  exceeding  that 
of  the  ordinary  sand-faced  blocks.  It  may  also  be 
procured  in  all  sizes  and  shapes  for  any  building  pur- 
pose whatever. 

Ever  since  block-making  began  manufacturers  have 
continually  experimented  with  facing  cement  blocks  in 
an  attractive  manner.  This  company  appear  to  have 
succeeded  beyond  all  others  in  producing  not  only  a 
perfect  cement  building  block,  but  one  which  also  pos- 
sesses the  beauty  and  the  quality  of  solid  granite. 
These  blocks  cannot  be  said  to  be  an  imitation  pro- 
duct, but  are  in  actual  fact  a  cement  block  veneered 
with  pure  granite,  possessing  the  strength,  the  appear- 
ance, and  the  hardness  of  solid  granite. 

During  the  last  two  or  three  years  many  buildings 
have  been  constructed  of  Cast  Stone  blocks  alone  or  of 
brick  with  block  trim,  and  main-  handsome  homes, 
schools,  and  other  public  buildings  indicate  the  grow- 
ing popularity  and  the  permanence  of  this  building  ma- 
terial. One  of  the  fields  of  big  possibilities  which  it 
opens  up  is  as  a  base  for  stucco  work.  This  is  partly  due 
to  the  fact  that  cement  block  construction  for  stucco 
necessitates  the  use  of  absolutely  waterproof  blocks. 
With  a  surface  unexcelled  for  plastering  these  blocks 
are  claimed  to  offer  a  better  base  for  stucco  work  than 
any  other  material  that  has  been  used  to  date.  The 
hollow  air  chambers  prevent  cold  from  penetrating  to 
the  interior.  Being  moisture-proof  and  durable,  these 
blocks  make  a  stronger  and  better  building.  Another 
reason  is  that  the  ratio  of  expansion  and  contraction  of 
cast  cement  blocks  is  the  same  as  cement  stucco,  which 
prevents  the  stucco  from  cracking  and  peeling  off. 

The  bearing  strength  of  these  blocks  is  attested  to 
by  the  Department  of  Applied  Mechanics  in  the  Facul- 
ty of  Applied  Science  of  the  University  of  Toronto. 
Some  months  ago  Professor  Peter  Gillespie,  of  that  de- 
partment, made  a  test  on  a  piece  consisting  of  12  blocks 
of  normal  dimensions,  12  in.  x  16  in.  in  plan  and  8  in. 
high.  These. blocks  were  laid  up  in  a  neat  cement  mor- 
tar, and  were  tested  at  an  age  of  30  days,  the  jointing 
being  six  days  old.  A  neat  cement  was  used  in  order 
tl\at  at  the  anticipated  time  of  testing  its  strength 
would  be  comparable  with  that  of  any  ordinary  mortar 
at  the  age  of  a  month.  The  report  states  that  the  pier 
failed  by  vertical  cracking  in  the  plane  of  its  16  in. 
dimension  at  a  load  of  93,300  pounds.  Since  the  net 
area  of  the  pier  was  114  square  inches,  this  was  equiva- 
lent to  a  load  of  820  pounds  per  square  inch.  In  addi- 
tion to  the  great  strength  of  this  material,  the  illustra- 
tions show  the  handsome  and  massive  appearance 
given  to  the  buildings  in  which  it  is  used.  Granite- 
faced  window  and  door  sills  and  lintels  can  also  be 
supplied  to  the  contractor. 


The  town  of  Amherst,  N.  S„  has  under  consideration  the 
installation  of  a  motor-driven  centrifugal  pump  in  connection 
with  the  waterworks  system. 
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Fxtensive  Harbor  Works  for  Vancouver 


1~"V  1 K  Vancouver  Harbor  Commissioners  have  re- 
cently made  public  a  comprehensive  scheme  for 
.  the  development  of  extensive  harbor  works, 
rhis  includes  the  $5,000,000  project  of  which 
mention  lias  previously  been  made,  and  a  plan,  known 
.is  Scheme  No,  7,  which  was  drawn  up  by  Mr.  A.  D. 
Swan,  M.lnst.C.K.,  M.lnst.M.K.,  M.Can.Soc.C.E.,  who 
\isited  Vancouver  in  1912,  a  year  before  the  Har- 
bor  Commission  was  incorporated,  under  instructions 
from  the  Dominion  Government  to  report  on  the  port 
and  its  needs  for  development  both  for  immediate  and 
future  requirements.  Mr.  Swan's  plan  is  complement- 
ary  to  the  $5,000,000  scheme,  and  brings  the  total  pro- 
posed  expenditure  up  to  $21,000,000.  The  combined 
schemes  include  the  development  of  both  sides  of  the 
harbor,  the  reclamation  at  False  Creek,  the  linking-  up 
of  the  Granville  Street  mud  Mats  and  the  provision  of 
ocean  terminals  at  the  Indian  Reserve.  The  plan  pro- 
vides accommodation  for  21  large  modern  steamers, 
basins  dredged  to  35  feet  below  water,  and  founda- 
tion?, at  six  berths  to  allow  for  40  feet  below  low  water 
if  hereafter  required,  a  grain  elevator  with  a  capacity 
of  2,000,000  bushels  or  more,  and  a  large  area  of  land 
for  development  of  industrial  business,  erection  of 
warehouses,  and  oil  storage  tanks.  The  entrance  pro- 
vided to  the  various  basins  under  the  scheme  is  said 
to  be  excellent.  The  railway  accommodation  is  also 
very  good,  and  in  proportion  to  the  berthing  accom- 
modation, according  to  a  statement  made  by  Com- 
missioner McClay,  of  the  Harbor  Commission,  while 
a  large  area  of  land  is  available  on  the  Kitsilano  Indian 
Reserve  for  warehouses  and  other  industrial  develop- 
ment. Of  the  amount  to  be  expended  on  the  pro- 
ject, $5,000,000  is  for  the  construction  of  two-storey 
reinforced  concrete  wharf  sheds  of  the  best  construc- 
tion. The  width  of  the  two  principal  piers  under  the 
proposed  plan  is  300  feet.  The  ultimate  width,  how- 
ever, will  be  decided  on  in  accordance  with  the  re- 
sults of  the  borings. 

Commissioner  McClay  draws  particular  attention 
to  the  very  excellent  site  which  would  be  available  on 
the  Kitsilano  Indian  Reserve  ground  for  a  large  grain 
elevator  in  connection  with  the  complete  scheme  of 
development  near  this  point.  If  a  grain  elevator  were 
constructed  somewhere  near  the  proposed  wharves - 
there  is,  he  states,  ample  accommodation  for  future 
extension  of  the  elevator  itself  and  a  vast  amount  of 
room  for  railway  sidings,  for  storage  and  quick  handl- 
ing of  grain  traffic ;  and  by  a  system  of  conveyors 
this  one  elevator  could  serve  for  shipping  grain  at 
every  one  of  the  21  berths  most  expeditiously. 

As  regards  the  necessary  expenditure,  thd  Commis- 
sioner states  that  while  the  amount  may  seem  to 
some  people  to  be  too  large,  in  the  nature  of  the  plan 
a  contract  to  provide  accommodation  for,  say,  eight 
or  ten  steamers  could  be  proceeded  with  first,  and 
the  remainder  could  follow  by  degrees  as  commerce 
and  trade  increased  and  the  necessities  of  the  situa- 
tion demanded  greater  facilities. 

Mr.  Swan,  the  designer  of  the  plan,  recommended 
in  his  report  that  "wharf  areas,  railway  terminals, 
roads,  elevators  and  freight  handling  facilities  in  gen- 
eral should  be  designed  on  the  most  liberal  scale 
practicable  and  constructed  by  degrees."  In  a  lengthy 
list  of  summaries    he    also    advised    that  additional 


wharfage  should  be  provided  along  the  waterfront 
from  the  C.  1*.  R.  pier  and  that  additional  wharfage 
should  be  provided  east  and  west  of  the  B.  C.  Sugar 
Refinery  plant.  He  recommended  the  widening  of  the 
Narrows  (now  almost  completed),  and  the  filling  in 
of  the  upper  end  of  False  Creek  east  of  Main  Street, 
and  that  it  should  be  used  as  a  central  railway  term- 
inal for  all  railways  whose  lines  may  end  in  Vancouver. 
The  natural  position  to  construct  deep  water  wharves 
was,  in  his  opinion,  as  near  to  the  centre  of  the  city 
as  circumstances  would  permit.  As  regards  the  type 
of  construction,  he  urged  that  concrete  and  reinforced 
concrete  should  be  adopted.  In  concluding,  Mr.  Swan 
advised  most  strongly  that  the  harbor  of  Vancouver 
should  be  controlled  by  one  board  of  administrators, 
under  whose  management  he  had  no  hesitation  in  pre- 
dicting it  would  rapidly  develop  into  its  natural  posi- 
tion as  one  of  the  greatest  shipping  ports  in  the  world. 


Toronto  Works  Department  Has  Cur- 
tailed Operations 

In  his  report  to  the  Toronto  board  of  control  for 
the  past  eleven  months,  ending  November  30,  Com- 
missioner R.  C.  Harris  stated  that  during  that  period 
the  operations  of  the  Works  Department  were  greatly 
curtailed  as  compared  with  those  for  the  same  period 
last  year.  In  the  roadway  section,  205,100  square 
yards,  or  14.45  miles,  have  been  paved,  as  compared 
with  462,641  square  yards,  or  32  miles,  in  1915.  Of 
this,  4.6  miles  were  paved  with  asphalt  and  2.6  with 
concrete.  Nearly  7  miles  of  concrete  sidewalks  were 
laid.  Three  old  macadam  roadways,  2.1  miles,  were 
resurfaced  at  an  expenditure  of  $3,712.97.  In  addi- 
tion $10,759.80  was  spent  on  repairs  to  other  macadam 
roadways.  The  expenditures  on  all  work  done  by  the 
department  during  the  year  amounted  to  $5,554,192,  as 
against  $9,563,430  in  1915. 


The  enlargement  of  the  Ontario  Highways  Act  to 
permit  the  government  to  give  a  larger  measure  of 
assistance  to  counties  undertaking  road  construction 
in  districts  near  cities  is  receiving  the  consideration 
of  the  Highways  Department.  Under  the  Act  as  it 
stands  at  present  the  government  undertakes  to  pay 
forty  per  cent,  of  the  cost  of  construction  on  county 
highways  up  to  a  maximum  specified  amount  per  mile. 
A  deputation  from  Wentworth  County  recently  peti- 
tioned that  this  limit  of  expenditure  per  mile  be  re- 
moved and  that  the  government  pay  forty  per  cent, 
of  the  total  cost  on  an  improved  type  of  highway, 
approved  by  the  Highways  Department. 


Personals 

Mr.  John  Dickie,  a  Fort  William  contractor,  recently  en- 
listed with  the  230th  Forestry  Battalion.  Mr.  Dickie  came 
from  Scotland  to  Fort  William,  where  he  has  lived  for  a 
number  of  years. 

Mr.  P.  J.  Phelan  has  been  appointed  supervisor  of 
bridges  and  buildings  for  the  Grand  Trunk  Railway  Com- 
pany, and  Mr.  W.  J.  Tyers  supervisor  of  bridges  and  build- 
ings, Belleville  division. 

Gordon  Mitchell,  Lymon  Pringle,  and  S.  Barnes,  of  Ham- 
ilton, and  H.  Rose,  of  Guelph,  four  Toronto  University  boys, 
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who  went  overseas  last  March,  have  been  graduated  from  the 
School  of  Military  Engineering  at  Chatham,  England,  and 
granted  commissions  in  the  Royal  Engineers. 

Mr.  B.  H.  Phillips  has  been  appointed  secretary-treasurer 
of  the  Montreal  Machinery  and  Supplies,  Limited,  recently 
organized  for  the  supply  of  contractors'  machinery  and  plant 
for  munitions  manufacturers.  The  office  is  at  McGill  Build- 
ing, Montreal.  Mr.  Phillips  was  formerly  connected  with  the 
Montreal  Ammunition  Company  and  the  National  Bridge 
Company. 

The  Hamilton  Board  of  Control  have  recommended  to 
the  incoming  council  for  their  favorable  consideration  tic 
appointment  of  the  following  civic  officials:  E.  R.  Gray,  city 
engineer;  A.  P.  Kappele,  works  manager;  and  James  Bain, 
mechanical  superintendent.  Messrs.  Gray  and  Kappele  have 
been  acting  in  these  capacities  since  Mr.  Macallum  left  the 
employ  of  the  city  to  go  to  Ottawa. 


Obituary 

Mr.  George  Howlett,  a  resident  of  Sharon,  who  has  been 
engaged  in  the  carpenter  trade,  died  recently  from  pneu- 
monia. The  late  Mr.  Howlett,  with  his  brother,  had  been 
prominent  in  building  and  contracting  work  in  York  County, 
Ont. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  New  Ontario  Contracting  Company,  Limited,  Port 
Arthur,  Ont.,  have  obtained  a  charter. 

The  Canadian  Association  of  Master  Painters  and  De- 
corators recently  held  their  thirteenth  annual  convention  in 
Toronto.  December  12  to  14. 

The  Strassburg  Art  Stone,  Marble  and  Granite  Cora- 
/any,  Ltd.,  has  been  incorporated,  with  a  capital  of  $5,000; 
head  office  at  Strassburg,  Sask. 

Tenders  have  been  called  for  the  purchase  of  the  plant  of 
the  Crushed  Stone  Company,  Limited.  Deschaillons,  Que., 
which  has  gone  into  liquidation. 

The  council  of  Wentworth  County  and  the  Hamilton  city 
authorities  contemplate  joining  hands  in  a  comprehensive 
highway  scheme  for  the  district. 

The  Nickson  Construction  Company,  Ltd.,  has  been  in- 
corporated, with  a  capital  of  $25,000;  head  office  at  Vancouv- 
er, B.C.  The  firm  will  carry  on  the  business  of  general  con- 
tractors. 

Negotiations  which  the  Vulcan  Iron  Works  have  been 
carrying  on  with  the  city  of  New  Westminster,  B.C.,  to  secure 
a  suitable  site  for  their  contemplated  extension,  have  failed. 
As  a  result  the  firm  is  moving  to  Vancouver  and  will,  it  is 
believed,  locate  on  the  north  shore  of  Burrard  Inlet. 

The  Hull  Steel  Foundries,  Limited,  contemplate  an  in- 
crease in  their  output  by  making  considerable  extensions  to 
their  plant  at  Hull,  Que.,  including  the  installation  of  blase 
furnaces  for  smelting  the  ore  from  the  Gatineau  district. 
This  furnace  installation  represents  an  expenditure  of  over 
$500,000. 

According  to  present  indications  in  Hamilton,  Out., 
there  is  likely  to  be  a  fair  amount  of  work  for  contractors 
and  builders  during  this  winter.  At  the  present  time  up- 
wards of  200  buildings  of  various  kinds  are  in  course  of  con- 
struction throughout  the  city,  many  of  which  have  only  re- 
cently been  started. 

The  British  Pacific  Iron  and  Steel  Company  proposes  to 


expend  some  quarter  of  a  million  dollars  on  a  steel  plant 
near  Eburne,  B.C.,  on  the  Fraser  River,  where  they  have 
secured  a  ten-acre  site.  Orders  have  already  been  placed  in 
the  East  for  several  open-hearth  furnaces.  Pig  iron  will  be 
secured  from  China. 

It  is  encouraging  to  note  the  rapid  manner  in  which  Blind 
River.  Ont.,  has  been  built  up  again  since  its  partial  devasta- 
tion by  tire.  On  Woodward  Avenue,  both  sides  of  which 
were  destroyed  by  the  conflagration,  handsome  brick  and 
concrete  buildings  have  been  erected  to  take  the  place  of  the 
old  frame  structures  burned. 

Various  improvements  are  contemplated  at  the  plant  of 
tlie  Dominion  Steel  Corporation  at  Sydney.  The  changes  are 
intended  to  increase  the  annual  output  as  well  as  to  decrease 
the  cost  of  steel  productions.  Mr.  Workman,  the  president, 
announces  that  the  company  does  not  owe  a  cent,  and  that 
the  outlook  for  the  future  was  never  brighter. 

The  Canadian  Milk  Products,  Limited,  have  purchased 
the  factory  of  the  Hickson  Cheese  and  Butter  Manufacturing 
Company,  Hickson,  Ont.,  and  are  going  to  remodel  and  con- 
vert it  into  a  modern  mik  powder  plant.  The  McKinney 
Lumber  Company,  Woodstock,  have  the  general  contract  for 
the  remodeling  of  the  old  plant  and  the  building  of  new  addi- 
tions.   The  work  will  cost  $00,000. 

Hon.  Finlay  Macdiarmid  assured  an  Ottawa  deputation 
recently  that  the  government  had  no  intention  of  blocking 
construction  of  the  proposed  Ottawa-Prescott  highway.  The 
municipalities  interested  in  the  scheme  have  been  hearing  ru- 
mors that  work  was  not  to  go  on  until  after  the  war,  and  the 
deputation  came  to  Toronto  to  get  an  understanding  of  the 
situation  and  to  object  to  any  such  delay. 

Permits  for  factories  to  the  value  of  $2,000,000  have  been 
issued  in  the  city  of  Toronto  this  year,  as  compared  with  only 
$331,497  last  year.  The  value  of  the  dwellings  will,  it  is  ex- 
pected, be  about  the  same  as  last  year,  when  they  reached 
$2,102,530.  The  big  Union  Station  permit,  amounting  to 
$2,800,000,  issued  recently,  will  bring  the  total  value  up  to 
nearly  $10,000,000,  or  about  $4,000,000  more  than  1915. 

Organization  work  in  connection  with  the  trunk  road  to 
connect  Ottawa  with  Pembroke  and  Petawawa  is  continuing. 
A  conference  was  recently  held  at  Renfrew  of  delegates  from 
all  localities  so  far  organized.  There  still  remain  a  few  town- 
ships not  yet  co-operating  in  the  scheme,  and  arrangements 
have  been  made  to  complete  the  work  of  organization;  also 
for  an  address  by  Mr.  W.  A.  McLean,  Deputy  Minister  of 
Highways. 

The  Dominion  Iron  and  Wrecking  Company,  Quebec, 
have  secured  the  plant  of  the  Standard  Steel  Foundries  at 
Outremont,  Que.,  and  that  of  the  Consolidated  Brass  Foun- 
dries at  Pointe  an  Tremble.  It  is  the  intention  to  consoli- 
date these  large  plants  and  engage  in  the  manufacture  of 
munitions.  New  equipment  is  to  be  installed,  including  15 
electric  furnaces  of  the  newest  type  at  the  Consolidated 
Brass  plant. 

The  Bricklayers',  Stonemasons",  and  Plasterers'  Interna- 
tional Union  held  their  thirteenth  annual  provincial  conven- 
tion at  Ottawa,  Ont.,  recently,  where  a  hearty  welcome  was 
extended  to  the  delegates  by  Ottawa  trade  unionists  and 
representatives  from  the  city.  Mr.  John  Cameron,  president 
of  the  Allied  Trades  and  Labor  Council,  was  in  the  chair. 
One  of  the  most  important  matters  discussed  was  the  erec- 
tion of  safer  scaffolds,  and  it  was  urged  that  the  newer  box 
scaffolds  be  used,  which  are  provided  with  a  roof  nine  feet 
from  the  floor,  which  prevents  anything  falling  from  above. 
The  following  officers  were  elected:  President,  John  McLeod. 
Toronto;  first  vice-president,  N.  W.  Beaver,  Ottawa;  second 
vice-president,  George  Egerton,  Gait;  third  vice-president, 
A.  E.  Greenlaw,  St.  Catharines;  secretary-treasurer,  Walter 
Thome,  Toronto. 


Contracts  Department 

News    of   Special   Interest   to   Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Avlmcr.  Ont. 

The  Waterworks  Board  contemplate 
the  installation  of  two  i»as  engines.  Clerk, 
D.  C.  Davis. 

Carleton  County,  Ont. 

The  County  Council  propose  to  submit 
,i  liv-law  to  authorize  the  macadamizing 
■  i  certain  roads,  at  an  approximate  cost 
ol  S5.000.    Clerk.  Charles  MacNab,  Coun- 
ty Court  House.  Ottawa. 

Cayuga.  Ont. 

Tenders  may  be  called  shortly  tor  the 
construction  of  a  watermain  and  installa- 
tion of  a  steel  tank.  pump,  gas  engine, 
hydrants,  valves,  etc.  Material  for  the 
u..rk  will  In-  purchased  by  the  committee 
in  charge.  Estimated  cost.  $4,000.  Engi- 
neers. Jackson  &  Lee,  Temple  Building, 
15  rant  ford. 

Dundas.  Ont. 

The  Town  Council  wdl  submit  a  by- 
law to  authorize  the  borrowing  of  $55,905 
for  the  construction  of  trunk  sewers  and 
connections  with  a  sanitary  sewer  system 
.m.l  sewage  disposal  works.  Clerk,  J.  S. 
Fry. 

Kent  County,  Ont. 

The  County  Council  arc  considering 
improvements  to  about  200  miles  of 
roads.    Clerk.  Jonas  Gosnell.  Chatham. 

Leamington,  Ont. 

The  Town  Council  have  been  petition- 
ed for  extensions  to  the  watermains. 
Clerk.  R.  M.  Selkirk. 

Listowel.  Ont. 

The  Town  Council  contemplate  the 
construction  of  reinforced  concrete  pave- 
ment on  Main  and  Wallace  Streets  and 
will  submit  a  by-law  in  January.  Clerk, 
William  Bright.  Approximate  cost, 
#18.000. 

Middlesex  County.  Ont. 

The  Provincial  Government,  the  Coun- 
ty Council  and  the  City  of  London  are 
jointly  considering  improvements  to 
about  sixty  miles  of  road  around  the  city. 
Approximate  cost.  $150,000. 

Ottawa.  Ont. 

The  Canadian  Pacific  Railway  Com- 
pany propose  to  pave  the  approaches  of 
the  Interprovincial  Bridge  with  wood 
block,  and  will  start  work  in  the  spring. 
About  3.000  square  yards  will  be  laid. 

St.  Catharines.  Ont. 

The  following  estimates  for  the  con- 
struction of  a  sewage  system  in  the  Facer 
Street  district  have  been  submitted  to  the 
Citv  Council  by  Engineer  W.  P.  Near: 
Sanitary  sewers.  $23,000;  storm  sewers. 
$27,000;  pump  plant,  $7,000;  disposal 
works.  $18,000. 

The  Pas.  Man. 

The  Dominion  and  Provincial  Depart 
ments  of  Public  Works  arc  jointly  con 
sidering  the  construction  of  about  eleven 
miles  of  road,  at  an  approximate  cost  of 


$10,000.  II.  Gordon,  C.E.,  The  Pas,  is  in- 
terested in  the  project. 

Thorold.  Ont. 

Tendeis  mi  the  supply  of  a  turbine 
iniini)  and  electric  motor  will  be  received 
until  noon,  December  30th,  by  the  Water-; 
works  Superintendent,  I-  S.  O'Connor. 
Specifications  with  the  superintendent. 

Trail,  B.C. 

The  City  Council  are  considering  the 
construction  of  waterworks  and  sewage 
- \  -v 1 1  1 1 1 ^ .  and  w  ill  have  plans  prepared  by 
Engineer  A.  L.  McCulloch,  Nelson,  B.C. 

Victoria.  B.C. 

The  Dominion  Government  propose  to 
construct  a  watermain  from  the  William 
Mead  Quarantine  Station  to  the  City's 
SooJke  Lake  main.  Estimated  cost, 
$125,000. 

CONTRACTS  AWARDED 
Sandwich,  Ont. 

The  Town  Council  have  let  the  con- 
tract for  construction  of  a  watermain 
ami  sewer  on  Centre  Street  to  Merlo, 
Merlo  &  Ray,  296  Windermere  Road, 
Walkerville,  at  $43,579. 


Railroads,  Bridges  and  Wharves 

Baysville-Gravenhurst,  Ont. 

The  construction  of  an  electric  railway 
from  Baysville  to  Gravenhurst  is  being 
considered  by  the  Hydro-Electric  Power 
Commision  of  Ontario,  University  Ave- 
nue, Toronto,  and  the  municipalities  con- 
cerned. Engineer,  M.  Bucke,  care  of  the 
Commission. 

Bridgeburg-Welland,  Ont. 

The  construction  of  a  radial  line  be- 
tween Welland  and  Bridgelmrg  is  being 
■  considered  jointly  by  the  Provincial  Gov- 
ernment and  the  municipalities  con- 
cerned, and  a  by-law  will  he  submitted. 
The  road  will  not  be  built  until  after  tin- 
war. 

Brighton  Beach,  Ont. 

The  Mullen  Coal  Company  contemp- 
late the  construction  of  a  dock,  about 
GOO  feet  long. 

Fredericton,  N.B. 

Tenders  will  be  received  until  noon, 
December  27th,  by  the  Department  of 
Public  Works.  Fredericton,  for  the  lum- 
ber required  in  the  construction  of  the 
Fredericton  Highway  Bridge  and  for  the 
Woodstock  Highway  Bridge.  Specifica- 
tions for  both  bridges  at  the  Department, 
and  for  the  Woodstock  bridge  only  with 
I).  W.  Jackson,  Highway  Superintendent, 
U-ier  Wodstock,  N.B. 

Kamloops,  B.C. 

The  Canadian  Northern  Pacific  Rail- 
way propose  to  build  a  bridge  between 
Kamloops  and  Kamloops  Indian  Reserve 
Xo.  L  and  have  submitted  the  plans  to 
the  Minister  of  Public  Works.  Ottawa. 

Matane,  Oue- 

The  Canada  and  Gulf  Terminal  Rail 
way  propose  to  construct  a  railroad  ex- 
tension to  the  Gaspe  Basin,  a  distance  of 


about  250  miles.  General  superintendent, 
I.  E.  Pinault,  Matane. 

Ortonville,  N.B. 

The  Provincial  Department  of  Public 
Wmks  propose  to  build  a  bridge  over 
the  St.  John  River.  Plans  will  be  pre- 
pared during  the  winter  and  tenders 
called  in  the  spring. 

Port  Arthur,  Ont. 

The  Dominion  Government  Depart- 
ment of  Public  Works,  Ottawa,  propose 
to  build  an  addition  to  the  breakwater,  at 
an  estimated  cost  of  $1,500,000.  Secre- 
tary, R.  C.  Desrochers. 

Preston,  Ont. 

Tenders  on  the  steel  work  required  in 
the  erection  of  a  bridge  and  subway  on 
King  Street  will  be  called  about  April. 
The  concrete  abutments  and  retaining 
walls  will  be  constructed  by  day  labor. 
Town  Engineer,  C.  S.  McKenzie. 

Renfrew,  Ont. 

The  Grand  Trunk  Railway  Company 
propose  to  construct  a  siding  into  the 
premises  of  the  International  Molybden- 
um Concentrator,  at  an  approximate  cost 
•of  $3,000.    Work  will  start  immediately. 

Winnipeg,  Man. 

Brown  &  Rutherford.  Sutherland  and 
Buchanan  Streets,  propose  to  construct  a 
wharf  at  the  Parish  of  St.  John,  on  the 
Red  River,  and  have  filed  plans  at  the 
Winnipeg  Land  Titles  Office. 

CONTRACTS  AWARDED. 

Lanark  County,  Ont. 

The  contract  for  steel  work  for  Mcll- 
quham  Bridge  No.  1  has  ben  let  to  the 
I  hitario  Bridge  Company,  Ltd.,  Crown 
Office  Building,  Toronto,  at  $8,400.  Coun- 
ty Clerk,  W.  A.  Moore,  Perth,  Ont. 

Vancouver,  B.C. 

The  general  contract  for  the  construc- 
tion of  an  extension  to  the  Canadian  Pa- 
cific Railway  Company's  Pier  "D"  has 
been  let  to  S.  E.  Junkins  &  Co.,  Room 
309  C.P.R.  Station,  Vancouver.  The  piles 
are  to  be  supplied  by  the  Vancouver  Cre- 
diting Company,  Ltd.,  Standard  Bank 
Building,  who  are  now  receiving  tenders 
'in  approximately  300.000  lineal  feet  of 
green  piles.  General  contractors  are  re- 
ceiving tenders  on  hoisting  machines  and 
air  equipment,  and  will  shortly  take  ten- 
ders on  roofing,  lumber,  bolts,  etc. 

Public  Buildings,  Churches 
and  Schools 

Dundas,  Ont. 

The  Board  of  Education  are  consider- 
ing the  erection  of  a  high  school,  and 
will  submit  a  by-law  to  authorize  the 
purchase  of  a  site.     Secretarv.   W.  TI. 

Moss. 

Montreal,  Que. 

Bigoncsse  &  Bigonessc,  00  Notre  Dame 
East,  arc  preparing  plans  of  a  school. 
Stone,  reinforced  concrete,  hollow  tile, 
and  brick  construction. 
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Mt.  Hamilton,  Ont. 

'l  enders  on  alterations  and  additions  to 
a  school  for  School  Board  No.  2,  Barton, 
will  be  received  until  noon.  December  25, 
by  the  secretary,  C.  P.  Duncan.  Plans 
and  specifications  with  the  architect,  W. 
G.  Brown,  204  Clyde  Building,  Hamilton. 

Regina,  Sask. 

Plans  are  being  prepared  by  the  Gov- 
ernment Architect,  Ottawa,  for  remodel- 
ing St.  Chad's  College  for  the  education 
of  returned  soldiers.  Frame  construc- 
tion.   Estimated  cost,  $4,0()(). 

St.  Hyacinthe,  Que. 

Tenders  on  the  erection  of  a  school 
for  the  Roman  Catholic  School  Commis- 
sioners will  be  received  until  December 
27th  by  the  architect,  G.  R.  Richer,  10 
Cathcart  Street.  Montreal.  Plastic  brick 
construction.  Approximate  cost,  $25,000. 
Plans  and  specifications  with  the  archi- 
tect. 

St.  Prosper,  Que. 

L.  Auger,  39  St.  John  Street,  Quebec, 
has  prepared  plans  of  a  presbytery  for 
the  Parish,  and  tenders  will  be  called 
shortly.    Brick  construction. 

Three  Rivers,  Que. 

Tenders  on  the  completion  of  a  public 
building  will  be  received  until  4  p.m., 
January  3rd.  by  R.  C.  Desrochers,  Depart- 
ment of  Public  Works.  Ottawa.  Plans 
and  specifications  at  offices  of  the  Chief 
Vrchitect,  Department  of  Public  Works. 
Ottawa;  the  Overseer,  Central  Post  Of- 
fice, Montreal;  the  Post  Office.  Three 
Rivers.  Specifications  only  at  office  of 
MacLean  Daily  Reports,  Ltd..  :S45  Ade- 
laide Street  West,  Toronto.  Reinforced 
concrete,  stone,  and  brick  construction. 

Toronto,  Ont. 

The  architect  for  the  proposed  lava- 
tory buildings  at  the  Exhibition  Grounds 
is  George  W.  Gouinlock,  Temple  Build- 
ing, win)  is  now  working  on  the  plans. 
Brick  and  concrete  construction.  Ap- 
proximate cost,  $25. 000. 

The  Board  of  Education  will  receive 
tenders  until  December  28th  for  the  fol- 
following  work:  (1)  Twelve-room  addi- 
tion to  Orde  Street  School,  reinforced 
concrete  and  brick  construction,  estimat- 
ed cost  $60,000;  (2)  supplementary  steam 
heating  at  Annette  Street  Scho'ol;  (3) 
fire  doors  at  St.  Clair  Avenue  School. 
Plans  and  specifications  at  office  of  the 
Superintendent  of  Buildings,  City  Hall. 

The  Board  of  Control,  the  Board  of 
Education,  and  the  Provincial  Govern- 
ment are  considering  the  erection  of  cot- 
tage buildings  for  the  care  of  feeble- 
minded girls  and  boys.  Approximate  to- 
tal cost,  $150,000. 

Vancouver,  B.C. 

The  City  Council  are  considering  the 
erection  of  a  wing  to  the  City  Hall,  to  be 
equipped  with  vault  accommodation,  as 
an  alternative  to  the  purchase  of  a  build- 
ing at  Homer  and  Pender  Streets.  Clerk. 
William  McQueen. 

CONTRACTS  AWARDED. 

Campbellton,  N.B. 

The  general  contract  for  the  erection 
of  a  school  on  Gcrrard  Street  has  been 
let  to  J.  &  D.  A.  Harquail.  Brick  con- 
struction. Estimated  cost.  $22,000.  Archi- 
tect, F.  Neil  Brodic,  42  Princess  Street 
St.  John. 

Lipton,  Sask. 

The  general  contract  for  the  election 
of  a  school  has  been  let  to  Smith  Broth- 
ers &  Wilson,  Eighth  and  Ottawa  Streets, 


Regina,  who  will  sublet  heating.  Brick 
construction.  Approximate  cost,  $12,000. 
Architects,  Storey  &  Van  Egmond.  tot:; 
McCallum  Hill  Building,  Regina. 

Montreal,  Que. 

The  following  contracts  have  been 
awarded  in  connection  with  the  school 
which  is  now  being  erected  on  St.  Law- 
rence Street  for  the  Parish  of  St.  Jean 
de  La  Croix: — steel.  Phoenix  Bridge- 
Company,  83  Colborne  Street;  roofing, 
plumbing  and  heating,  N.  Turcot,  1600  St. 
Lawrence  Boulevard;  electrical  work,  J. 
A.  St.  Amour.  2171  St.  Denis  Street; 
plastering.  F.  Beaudoin  &  Fils,  636  Dro- 
let  Street;  masonry,  carpentry  and  paint- 
ing to  the  general  contractors. 

In  connection  with  the  school  which  is 
being  built  on  Amity  Street  for  the  Ro- 
man Catholic  Board  of  School  Commis- 
sioners, the  following  contracts  have 
been  let: — steel.  Trussed  Concrete  Steel 
Company.  59  Beaver  Hall  Hill;  roofing 
and  plumbing.  J.  J.  Briard,  1277  St.  Do- 
minique Street;  electrical  work,  J.  A.  St. 
Amour,  2171  St.  Denis  Street;  heating, 
Tremblay  &  Franceour.  25  St.  Julie  St.. 
(labor  only);  cut  stone  supply,  M.  La- 
longe.  Deschambault.  Que. 

St.  Catharines,  Que. 

In  connection  with  the  erection  of  an 
addition  to  the  Alexander  School,  the 
contract  for  heating  has  been  let  to 
John  Peart.  49  King  Street,  at  $1,750. 

St.  Louis  De  Pintendre.  Que. 

In  connection  with  the  repairs  which 
are  being  carried  out  at  the  Parish 
Church,  the  contract  for  heating  has  been 
lei  to  A.  Lachance,  Mont  Marie  Avenue, 
Levis. 

Victoria,  B.C. 

The  general  contract  for  the  erection 
of  an  addition  to  the  Royal  Jubilee  Hos- 
pital has  been  let  to  T.  T.  Farquharson. 
1081  St.  Patrick  Street;  electrical  work. 
Cox  &  Dougal,  Stobart-Pease  Building; 
plumbing.  A.  Sheret.  1114  Blanshard  St. 
Approximate  cost,  $6,500. 

Business  Buildings  and  Indus- 
trial Plants 

Brockville,  Ont. 

J.  II.  Morrison,  King  Street,  has  com- 
menced the  erection  of  an  ice  house  ad- 
dition at  Perth  and  lessie  Streets. 

Cayuga,  Ont. 

John  Rolston  has  commenced  the  erec- 
tion of  a  grist  mill  on  Ouse  Street,  and 
is  in  the  market  for  pine  lumber,  steel 
roofing,  one  gas  engine  with  shafting  and 
belting,  and  one  pump. 

Delhi.  Ont. 

Bruce  Whiteside  is  considering  the  rc- 
huilding  of  the  mitt  and  glove  factory 
which  was  recently  destroved  bv  fire. 
Approximate  cost,  $30,000. 

Eburne,  B.C. 

The  British  Pacific  lion  and  Steel 
Company  have  secured  a  site  on  the 
Eraser  River  for  the  erection  of  steel 
works,  and  propose  to  start  work-  at  once. 
Orders  have  been  placed  for  several 
open-health  furnaces.  Managing  direc- 
tor. G.  A.  MacKcnzie.  S30  Seventh  Street 
est,  Calgary. 

Edmonton.  Alta. 

E.  C.  Hopkins.  i!i  .\L  Leo, |  Building  is 
preparing  plans  of  a  theatre  to  be  built 
on  Jaspar  Avenue  for  Senator  J.  M.  Wil- 


son. Brick  construction.  Estimated  cost, 
$25,000. 

Fredericton,  N.B. 

R.  L.  Phillips,  189  Smythe  Street,  con- 
templates the  erection  of  a  garage  on 
York  Street. 

Hamilton,  Ont. 

Thomas  Ramsey,  15  Market  Street 
South,  will  purchase  the  lumber  required 
in  the  erection  of  his  proposed  garage, 
and  will  do  carpentry  by  day  labor. 

The  Sunshine  Laundry,  24  Park  Street 
South,  propose  to  convert  a  church  at 
Melbourne  and  Locke  Streets  into  a 
laundry,  at  an  estimated  cost  of  $5,000. 

Kentville,  N.S. 

The  Maritime  Telegraph  and  Tele- 
phone Company,  Ltd..  Hollis  Street,  Hal- 
ifax, N.S..  are  considering  the  erection  of 
a  telephone  building,  at  an  approximate 
cost  of  $3,000.  Architect.  A.  R.  Cobb, 
Tramway  Building,  Halifax.  Clay  or 
concrete  brick  construction. 

Laval  de  Montreal,  Que. 

Bigonessc  &  Bigonesse.  60  Notre  Dame 
Street  East,  Montreal,  are  preparing  plans 
of  a  factory  for  the  Dominion  Aircraft 
and  Manufacturing  Company.  Reinforced 
concrete  and  plastic  brick  construction. 
Estimated  cost.  $20,000.  Manager  of  the 
company.  W.  H.  Parker,  101  Si.  Luke 
Street.  Montreal. 

Lindsay,  Ont. 

Plans  are  being  prepared  by  J.  Horns- 
by,  St.  Paul  Street,  for  a  restaurant  and 
residence  to  be  built  on  Mary  Street  for 
J.  A.  Mc Alpine.  W  illiam  Street.  Hollow 
tile  construction.    Estimated  cost,  $3,000. 

Millerton,  N.B. 

The  New  Brunswick  Pulp  and  Paper 
(  onipany,  Ltd.,  have  started  work  on 
their  mill,  and  will  do  all  work  them- 
selves. Material  will  be  purchased  by 
the  secretary,  J.  D.  Volckman.  Approxi- 
mate cost,  $150,000. 

Notre  Dame  de  Pierreville,  Que. 

Plans  of  a  screening  plant  has  been 
prepared  for  J.  W.  McConnell,  care  of 
Perron.  Taschereau.  Rinfrest,  Vallee  & 
Genest,  11  Place  d'Armes,  Montreal. 

Ottawa,  Ont. 

J.  H.  Connor,  Pretoria  Avenue,  has 
started  work  on  repairs  to  his  factory, 
and  will  erect  a  new  building  later. 

N.  Saslov.  375  Murray  Street,  is  build- 
ing stables  on  Murray  Street.  Frame 
construction. 

T.  G.  Brighan,  85   Duke  Street,  pro- 
poses to  construct  an  asphalt  plant  build 
ing,  and  will  require  shafting  and  sprock- 
et wheels,  pulleys,  and  chain  drives,  belt- 
ing, bucket  elevators. 

Point  Aux  Trembles,  Que. 

All  material  required  in  connection 
with  the  factory  which  is  being  built  for 
the  Parlor  Furniture  Manufacturing  Com- 
pany, Ltd.,  is  being  purchased  by  J.  Don- 
ald Langeler.  286  St.  Denis  Street.  The 
work  is  being  done  by  day  labor. 

Port  Dover,  Ont. 

Thomas  Ivey  &  Sons  contemplate  the 
erection  of  a  greenhouse,  at  an  approxi- 
mate cost  of  $5,000,  and  will  prepare 
plans. 

Prince  Albert.  Sask. 

W.  J.  MacLeod,  107  Devon  Court  Win- 
nipeg,  proposes   to   rebuild    his  depart 
mental  store,  but  has  not  decided  when 
work  will  start. 
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Renfrew.  Ont. 

l>.  Evan  Parrj  lias  prepared  plans  ol 

t  business  block  lor  the  lames  Meat 
Company,  Ltd.  Brick  construction.  Es- 
timated cost.  $15,000. 

Rivers  Inlet.  B.C. 

The  erection  of  u  salmon  cannery  is 
contemplated  by  the  Provincial  t  anners, 

and  work  will  start  in  the  spring.    R.  G. 

Johnston,  manager  of  the  Inverness  Can- 
ning Company,  Inverness,  B.C.,  is  inter- 
ested in  the  project.  » 

Sherbrooke.  Que. 

X.  B.  Pntchard,  to  Quebec  Street,  is 
building  a  factory  on  Frontenac  Street 
bj  da]  labor,  and  is  receiving  tenders  on 
plumbing,  heating,  and  electrical  work. 
Frame  and  corrugated  iron  construction. 
Approximate  cost,  $8,000. 

St.  Boniface.  Man. 

The  William  Callaway  Company,  Gall 
Building,  Princess  Street.  Winnipeg,  pro- 
pose to  build  a  large  plant  next'  year. 
Manager,  J.  B.  Payne. 

Toronto.  Ont. 

The  Anglo-American  Hotel  Company, 
Limited,  propose  to  build  a  hotel  on 
Yonge  Street  at  an  approximate  cost  of 
$3,000,000.  Plans  are  being  prepared 
••.v  Geor.nc  B.  Post,  101  Park  Avenue, 
New  York  City,  and  tenders  will  be  called 
about  March  of  next  year.  The  building 
will  contain  600  rooms,  and  will  be  con- 
structed of  Indiana  limestone,  terra  cotta. 
steel  and  brick.  Secretary,  W.  S.  Din- 
nick.  84  King  Street  East. 

The  Provincial  Government  have  sold 
the  Pic  River  Pulp  and  Timber  Limit  to 
J.  J.  Carrick.  M.P.,  Port  Arthur,  under 
conditions  which  call  for  the  construc- 
tion of  a  pulp  mill,  to  cost,  with  equip- 
ment, not  less  than  $1,000,000. 

In  connection  with  the  store  and  resi- 
dence which  are  being  built  for  J.  R. 
Hume.  1243  Dundas  Street,  tenders  on 
wiring  are  now  being  received  by  the 
general  contractor,  J.  W.  Butchart,  1  St. 
Ives  Avenue. 

Test  holes  have  been  dug  on  the  site  of 
the  proposed  departmental  store  at  Col- 
lege and  Yonge  Streets,  and  plans  are 
being  prepared  for  the  steel  work.  Archi- 
tect, H.  J.  White,  408  Ryrie  Building.  - 

Windsor.  Ont. 

Sketch  plans  are  being  prepared  for  a 
store  front  and  addition  for  R.  H.  &  J. 
Dowler.  176  Dundas  Street,  London,  Ont. 
The  architects.  G.  Jacques  &  Co.,  Boug 
Building.  Windsor,  will  call  for  tenders 
about  the  1st  January.  Brick  construc- 
tion.   Estimated  cost.  $4,000. 

CONTRACTS  AWARDED. 

Brantford.  Ont. 

Ker  &  Godwin.  256  Colberne  Street, 
have  awarded  the  general,  masonry,  steel, 
carpentry,  roofing,  and  painting  contracts 
for  the  erection  of  a  factory  addition  to 
P.  H.  Secord  &  Sons.  Ltd..  134  Nelson 
Street.  Electrical  work  by  owners.  Ap- 
proximate cost.  $4,500. 

Granby,  Que. 

In  connection  with  the  factory  addition 
which  has  been  built  for  the  Canadian 
Consolidated  Rubber  Company  the  con- 
tract for  plumbing  has  been  let  to  A. 
Beaudry  and  the  heating  to  H.  Walker. 

Hamilton,  Ont. 

William  Yates.  24  Leeming  Street,  will 
purchase  all  material  and  do  all  work  re- 
quired in  the  erection  of  a  storage  build- 


ing   for    the    Abso-Purc  Ice  Ltd.,  for 
which  he  is  the  contractor. 

Maisonneuve,  Oue. 

The  general  contract  for  the  erection 
mi  a  factory  for  the  United  Shoe  Machin- 
ery Company,  Bennett  Street,  has  been 
let  to  the  Deakin  Construction  Company, 
37  Mayor  Street,  Montreal;  steel  work, 
Dominion  Bridge  Company,  Laehine;  cut 
stone,  V.  Lacrenicr,  2066  Cartier  Street, 
Montreal;  steel  sash,  Steel  and  Radiation, 
Ltd.,  304  University  Street,  Montreal. 
Prices  on  mill  work  are  being  received  by 
the  general  contractors. 

In  connection  with  the  erection  of  a 
picture  theatre  for  Theatre  Maisonneuve 
Ltd.,  the  contract  for  seating  has  been 
let  to  the  Globe  Furniture  Company, 
Waterloo,  Ont. 

Montreal,  Que. 

In  connection  with  the  factory  which  is 
being  built  for  F.  W.  Horner,  Ltd.,.  142 
St.  CJrbain  Street,  the  contract  for  plumb- 
ing, heating,  and  ventilating  has  been  let 
to  M.  Walsh  &  Co..  35  Vitre  Street. 

Ottawa,  Ont. 

In  connection  with  the  storage  build- 
ing and  garage  which  are  now  being 
erected  for  the  Bell  Telephone  Company, 
the  contract  for  painting  has  been  let  to 
W.  J.  Carson,  263  Laurier  Avenue  West. 

In  connection  with  the  erection  of  a 
theatre,  store,  and  office  building  for  J.  E. 
Taggart  and  Andrew  Haydon,  the  con- 
tract for  roofing,  galvanized  iron,  and 
ventilating  has  been  let  to  McFarlane  & 
Douglas,  Slater  Street;  plastering,  Mur- 
phy &  Morrow,  Waverley  Street;  paint- 
ing, Duford  Ltd.,  70  Rideau  Street. 

The  general  contract  for  alterations  to 
premises  for  the  Dunlop  Tire  and  Rub- 
ber Company,  72  O'Connor  Street,  has 
been  let  to  A.  G.  Marshall,  15  O'Connor 
Street.  Approximate  cost,  $4,000.  Archi- 
tect, J.  A.  Ewart,  Booth  Building. 

Port  Stanley,  Ont. 

The  contract  for  plumbing  in  connec- 
tion with  the  erection  of  a  bathing  house 
for  the  London  &  Port  Stanley  Railway 
Board  has  been  let  to  C.  West,  244 
Queens  Avenue,  London. 

St.  John,  N.B. 

The  contract  for  reinforcing  steel  re- 
quired in  the  erection  of  an  elevator  for 
the  Department  of  Rialways  and  Canals, 
Ottawa,  has  been  let  to  the  Burlington 
Street  Company,  Ltd.,  Sherman  Avenue 
North,  Hamilton,  Ont. 

St.  Laurent,  Que. 

The  general,  masonry,  steel,  carpentry, 
roofing  and  painting  contracts  for  the 
erection  of  a  warehouse  addition  for  the 
Canada  Stone  Foundry  Company  have 
been  let  to  F.  A.  Grothe,  6  Cuthbert  St., 
Montreal.    Approximate  cost,  $25,000. 

Toronto,  Ont. 

The  contract  for  plumbing  and  drain- 
age work  in  connection  with  the  ware- 
house addition  which  is  now  being  built 
for  the  Hydro-Electric  Power  Commis- 
sion has  been  nlet  to  Sheppard  &  Abbott, 
78  Harbord  Street. 

In  connection  with  the  alterations  to 
premises  at  College  and  Manning  Ave- 
nue for  the  Merchants  Bank  of  Canada 
the  contract  for  masonry  has  been  award- 
ed to  Sam  Young,  Jr.,  215  Melita  Street, 
and  the  carpentry  to  Hudson  &  Mosley,  5 
Jerome  Street. 

Truro.  N.S. 

•  The  Canadian  Bank  of  Commerce, 
King  Street  West,  Toronto,  Ont.,  have 


awarded  the  general  contract  for  addi- 
tions to  their  premises  to  the  Dickie  Con- 
struction Company,  Ryrie  Building,  To- 
ronto. Brick  and  stone  construction.  Es- 
timated cost,  $8,000. 

Vancouver,  B.C. 

In  connection  with  the  office  and  thea- 
tre building  which  is  now  being  erected 
for  Pantages  Theatre,  Seattle,  Wash.,  the 
the  contract  for  plumbing,  heating,  ven- 
tilating, oil  burning  system,  and  vacuum 
system  has  been  awaded  to  Barr  &  An- 
derson, Ltd.,  10G0  Homer  Street,  and  the 
contract  for  terra  cotta  work  to  the 
Northern  Clay  Company,  Auburn,  Wash. 
Tenders  are  now  being  received  for  paint- 
ing, decorating,  and  interior  furnishings. 


Residences 

Cedar  Springs,  Ont. 

Thomas  Burk  is  considering  the  erec- 
tion of  a  residence  at  an  estimated  cost 
of  $3,000. 

Hamilton,  Ont. 

George  Webb,  136  Stinson  Street,  is 
receiving  tenders  on  plumbing,  heating, 
plastering,  painting  and  electrical  work 
in  connection  with  the  residence  which 
he  is  building  on  Wentworth  Street. 

Stewart  Brothers,  Hyde  Park  Avenue, 
arc  building  a  residence  on  Charles  Ave- 
nue, estimated  to  cost  $4,000,  and  are  re- 
ceiving tenders  on  plumbing,  heating, 
plastering,  painting  and  electrical  work. 
Architect,  Stewart  McPhie,  Bank  of 
Hamilton  Building. 

Wood  &  Company,  Sherbrooke  and 
Grosvenor  Streets,  are  building  two  resi- 
dences on  Rosslyn  and  Sherbrooke 
Streets,  and  are  receiving  tenders  on 
plumbing,  heating,  plastering,  painting 
and  electrical  work.  Brick  construc- 
tion.   Approximate  cost,  $4,000  each. 

J.  Thompson,  66  Barnsdale  Street 
South,  has  commenced  the  erection  of  a 
residence,  and  is  receiving  tenders  on 
plumbing,  heating,  plastering,  painting 
and  electrical  work.  Approximate  cost, 
$4,000.    Brick  construction. 

R.  S.  Mason,  41  Hilda  Avenue,  has 
started  work  on  a  residence,  and  is  re- 
ceiving tenders  on  plumbing,  heating, 
plastering,  painting  and  electrical  work. 
Brick  construction.  Approximate  cost, 
$3,000. 

London,  Ont. 

A.  E.  Nutter,  Dominion  Bank  Build- 
ing, is  preparing  plans  of  a  residence  for 
George  A.  Wenige,  27  Erie  Avenue. 
Brick  construction.  Approximate  cost, 
$3,000. 

Ottawa,  Ont. 

W.  H.  Lee,  36  Barton  Street,  contemp- 
lates the  erection  of  a  residence  at  an 
approximate  cost  of  $6,000. 

B.  A.  Grison,  Fentiman  Avenue,  pro- 
poses to  build  three  residences  at  an 
approximate  cost  of  $6,000. 

J.  McAllister,  22  Willard  Street,  con- 
templates the  erection  of  a  block  of  flats. 

J.  C.  Thorns,  53  Queen  Street,  con- 
templates the  erection  of  a  residence,  at 
an  approximate  cost  of  $5,000.  Double 
brick  veneer  construction. 

Ruthven,  Ont. 

Allen  Maiden  is  building  two  bunga- 
lows, estimated  to  cost  $4,000.  Frame 
and  concrete  construction. 

Sarnia,  Ont. 

R.  W.  Fawcett,  116'4  Front  Street,  is 
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preparing  plans  for  the  conversion  of 
the  hotel  at  156  Christina  Street  North 
into  apartments  for  the  Lambton  Loan 
S  Investment  Company,  Front  Street. 
The  work  will  be  clone  by  clay  labor.  Es- 
timated cost,  $4,000. 

Sherbrooke,  Que. 

F.  Dieulefait,  Grand  Union  Hotel. 
King  Street,  contemplates  the  erection 
of  seven  tenement  houses,  at  an  approxi- 
mate cost  of  $20,000,  and  may  start  work 
shortly. 

Toronto,  Ont. 

F.  H.  Miller,  296  Lauder  Avenue,  has 
started  work  on  a  residence,  estimated 
to  cost  $3,000.    Brick  construcl ion. 

J.  Kaake,  1589  Dufferin  Street,  has 
commenced  the  erection  of  a  residence, 
and  will  let  contracts  for  plumbing,  heat- 
ing and  wiring.  Brick  construction.  Es- 
timated cost,  $4,250. 

J.  A.  Kitchen,  209  Humberside  Avenue, 
has  commenced  the  erection  of  a  resi- 
dence, and  will  let  plumbing,  heating, 
wiring  and  tile  work.  Brick  construc- 
tion.   Estimated  cost,  $5,000. 

W.  A.  Scott,  125  Mutual  Street,  has 
started  work  on  a  pair  of  residences 
on  Victor  Street,  and  will  let  the  smaller 
trades.  Brick  construction.  Approxi- 
mate cost,  $4,250. 

Grant  &  Stevens,  68  Harcourt  Ave- 
nue, or  192  Pape  Avenue,  have  com- 
menced the  erection  of  a  pair  of  resi- 
dences, and  will  let  the  smaller  trades. 
Brick  construction.  Estimated  cost, 
$4,000. 

William  Blatchford  and  J.  Welsh,  108 
Hiawatha  Avenue,  have  had  plans  pre- 
pared for  four  residences,  to  be  built 
on  Rhodes  Avenue,  at  an  approximate 
cost  of  $6,000.  Contracts  will  be  let  for 
plumbing  and  heating. 

W.  J.  Pierson,  229  Greenwood  Ave- 
nue, is  receiving  tenders  on  all  trades, 
except  heating  and  plumbing,  required 
in  the  erection  of  apartments  in  the 
Beach  District.  Brick  construction.  Ap- 
proximate cost,  $5,500. 

G.  A.  Sherrib,  124  Waverley  Road,  has 
commenced  the  erection  of  a  pair  of 
residences,  estimated  to  cost  $3,800. 
Smaller  trades  will  be  let.  Brick  con- 
struction. 

H.  D.  Buie,  42  Appleton  Avenue,  is 
receiving  tenders  on  laying  brick,  in 
connection  with  the  residences  which 
he  proposes  to  build.  Approximate  cost, 
$3,200. 

Walkerville,  Ont. 

Tenders  on  the  erection  of  a  residence 
on  Devonshire  Road  will  be  received  un- 
til December  30th  by  H.  F.  Metcalfe, 
Kingston  Business  College,  Kingston. 
Plans  and  specifications  at  office  of  the 
Border  City  Supply  Company,  5  Pitt 
Street  West,  Windsor.  Architects,  Wil- 
liam Newlands  &  Son,  258  Bagot  Street, 
Kingston.    Approximate  cost,  $7,000. 

Whitby,  Ont. 

T.  G.  Deverell,  Brock  Street,  has 
Street,  and  is  receiving  tenders  on  car- 
started  work  on  a  residence  on  Byron 
pentry,  plumbing,  heating,  painting  and 
electrical  work.  Pressed  brick  construc- 
tion.   Approximate  cost,  $4,000. 

Windsor,  Ont. 

In  connection  with  the  residence  which 
is_  now  being  built  on  Hall  Street  by 
Vincent  St.  Louis,  545  Campbell  Avenue, 


Detroit,  Mich.,  the  remainder  of  work 
will  be  done  by  owner. 

CONTRACTS  AWARDED 

Hamilton,  Ont. 

In  connection  with  the  residence  which 
is  being  built  for  J.  Thompson,  66  Barns- 
dale  Street  South,  the  contract  for  elec- 
trical work  has  been  let  to  F.  Thornton, 
174  Balmoral  Avenue;  plumbing  and 
heating,  A.  Crompton,  458  King  William 
Street;  plastering,  W.  Brellisford,  202 
Grosvenor  Street;  painting,  A.  Brellis- 
ford, 202  Grosvenor  Street. 

W.  Atkinson,  59  Cedar  Avenue,  has 
commenced  the  erection  of  three  resi- 
dences on  Elm  Street,  and  has  let  the 
contract  for  electrical  work  to  F.  Thorn- 
ton, 174  Balmoral  Avenue;  plumbing  and 
heating,  J.  Saynor,  427  Aberdeen  Street; 
painting,  H.  Hill,  66  Sherman  Avenue 
North.  Owner  is  receiving  tenders  on 
plastering.    Estimated  cost,  $2,500  each. 

E.  R.  Bond,  652  Main  Street  East,  has 
commenced  the  erection  of  a  residence 
on  Balsam  Avenue,  and  has  let  the  con- 
tract for  masonry  to  C.  Kidd,  152  Burris 
Avenue;  electrical  work,  F.  Thornton. 
174  Balmoral  Avenue;  plumbing  and 
heating,  H.  Morrison,  126  Burton  Street; 
plastering,  G.  Wiggins.  214  Balsam  Ave- 
nue; painting,  Gibson  Brothers,  172  Ross- 
lyn  Avenue.    Approximate  cost,  $4,000. 

Montreal,  Que. 

D.  Farrell,  605  Lansdowne  Street,  has 
let  the  contract  for  brick  work  in  con- 
nection with  the  residence  which  he  is 
building  to  Hand  &  Pick,  4865  Sher- 
brooke Street. 

In  connection  with  the  residences 
which  are  now  being  erected  for  V.  E. 
Lambert,  350  Marcil  Avenue,  the  con- 
tract for  masonry  has  been  let  to  Henri 
Paul,  17  First  Avenue,  Ville  St.  Pierre. 

In  connection  with  the  residence  which 
is  being  built  on  Pare  Lafontaine  Street 
under  the  supervision  of  J.  E.  Prairie, 
architect,  502  St.  Catherine  Street  East, 
the  contract  for  plumbing  and  heating 
has  been  let  to  Levesque  &  Bigoneuse, 
1169b  De  St.  Valier  Street;  painting,  A. 
Hamel,  2266  Charlemagne  Street. 

Ottawa,  Ont. 

The  following  contracts  have  been  let 
in  connection  with  the  residence  which 
.is  being  built  on  Cameron  Street  for  E. 
Stanfield: — masonry.  Beattie  &  Davidson, 
Renfrew  Avenue;  plumbing  and  heating. 
J.  P.  Band  &  Company,  775  Bank  Street; 
plastering,  Bowman  &  Son,  239  Florence 
Street;  painting,  F.  D.  Rankin,  446  Bay 
Street;  carpentry  and  roofing,  G.  A. 
Eaman,  571  O'Connor  Street. 

The  following  contracts  have  been  let 
in  connection  with  the  apartments  which 
are  being  built  on  Rideau  Street  by  F. 
McCulloch,  181  Waller  Street:— car- 
pentry and  roofing,  J.  F.  Meagher,  469 
Cooper  Street;  electrical  work,  McCal- 
lum  Electric  Company,  525  Bank  Street; 
plumbing  and  heating,  Halloway  &  Son, 
373  Somerset  Street;  plastering.  John 
Sutherland,  510  Rideau  Street;  painting, 
Ritchie  &  Nunn,  Sunnyside  Avenue;  tile 
work,  Ottawa  Tile  &  Mosaic  Company, 
Laurier  Avenue;  iron  work,  Max  Paylin, 
care  of  owner. 

In  connection  with  the  residences 
which  have  been  built  on  Fairbairn  St. 
for   the    Oakland    Land    Company,  the 


contract  for  plastering  has  been  award- 
ed to  Thomas  Patterson,  70  Rosedale 
Street,  and  the  painting  to  Robert  W. 
Reoch,  264  Cooper  Street. 

Lucien  Benot,  137  Third  Avenue,  com- 
menced the  erection  of  a  residence,  and 
has  let  the  contract  for  electrical  work 
to  E.  Headley.  045  Echo  Drive.  Brick 
veneer  construction.  Approximate  cost, 
$5,000. 

D.  Arbuckle,  38  Gwynne  Avenue,  has 
let  the  following  contracts  in  connection 
with  the  residences  which  he  is  building: 
— electrical  work,  H.  Matthews,  700  Al- 
bert Street;  plumbing  and  heating,  Thom- 
as Watters,  94  Bell  Street;  painting,  A. 
Beaudry,  275  Dalhousie  Street.  Re- 
mainder of  work  by  owner. 

B.  A.  Grison,  Fentiman  Avenue,  has 
let  the  contract  for  electrical  work  in 
connection  with  the  residence  he  is 
building  on  Glen  Street  to  H.  A.  Al- 
lan, 373  Somerset  Street,  and  the  con- 
tract for  heating  to  J.  Cameron,  Lewis 
Street.  Owner  will  do  carpentry,  roof- 
ing, plastering  and  painting  by  day 
labor. 

In  connection"  with  the  residence  which 
is  now  being  erected  on  Grove  Street 
by  George  E.  Memenomy,  10  Pansy 
Avenue,  the  contract  for  plastering  has 
been  let  to  Bowman  &  Sons,  239  Flor- 
ence Street.    Painting  by  day  labor. 

In  connection  with  the  residence  which 
has  been  erected  on  Ossington  Avenue 
by  A.  Davidson,  69  Grosvenor  Avenue, 
the  contract  for  electrical  work  has  been 
awarded  to  E.  Headley,  643  Echo  Drive; 
plumbing,  Gervin  &  Lillico,  69  Leonard 
Street;  heating,  Pease  Foundry  Com- 
pany, Lyon  Street. 

Thousand  Islands,  Ont. 

The  general  contract  for  the  erection 
of  a  boat  house  cottage  for  A.  C.  Hardy, 
Brockville,  has  been  let  to  W.  Happ. 
Rockport,  Ont.  Nothing  further  will' 
be  done  until  the  spring. 

Toronto,  Ont. 

A.  F.  Foster,  493  Rushton  Road,  has 
let  the  contract  for  heating  and  plumb- 
ing in  connection  with  the  residences 
which  he  is  building  to  G.  E.  Wimpcnny. 
59  Booth  Avenue. 

Power  Plants,  Electricity  and 
Telephones 

Chatham,  Ont. 

The  City  Council  propose  to  submit  a 
by-law  to  the  ratepayers  on  January  1st 
to  authorize  the  construction  of  a  hydro 
electric  system  at  an  approximate  cost 
of  $15,500.    Clerk,  W.  G.  Merritt. 

Chilliwack,  B.C. 

The  installation  of  a  lire  alarm  system 
has  been  recommended  by  Fire  Chief 
Carlisle,  of  Vancouver.  Town  Clerk. 
P.  J.  Brown. 

Oil  Springs,  Ont. 

The  Village  Council  propose  to  in- 
stal  a  hydro  system,  and  will  submit  a 
by-law  for  this  purpose  on  January  1st. 
Clerk.  1).  P.  Eisk.  Estimated  cost. 
$10,000. 

Pickering  Township,  Ont. 

The  Township  Council  are  consider- 
ing the  installation  of  a  hydro  electric 
system.  Clerk.  Donald  R.  Beaton.  White- 
vale,  Ont. 
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Saskatchewan  Province 

VUv  following  Rural  Telephone  Com- 

I- units  have  been  empowered  to  borrow 
 ney  i •  >r  the  construction  of  their  sys- 
tems: -Leslie  R.  T.  l'o.,  $;,000.  Secre- 
tary. I'.  A.  Howe,  Kristner;  Big  Quill 
R  r  Co..  $S.3»o.  K.  J.  Hopper.  Wyn- 
yard;  Assiniboia  R.  T.  Co.,  $7,500,  J. 

t" ii st to i .  Assiniboia;  Garnoch  R.  T.  Co., 
<:.:;»«>.   \    I!    Long.  Kelliher;  South  Rad- 

isson  R  T.  Co.,  $4.ooo,  R.  McNaught, 
Radisson, 

Vancouver,  B.C. 

The  v  i t >  Council  have  purchased  a  site 
.in  the  Bridge  River,  near  Lillooet,  at 
which    they    propose   to   build   a  large 

power  development  plant.  Clerk.  W. 
McQueen. 


Fires 

Adamsville,  Que. 

Roman  Catholic  Church  totally  de- 
stroyed, Pastor,  Rev.  J.  C.  A.  Loiselle. 
W  ill  be  rebuilt. 

Almonte.  Ont. 

Blacksmith  shop  owned  by  William 
Curry.    Loss.  $2,500. 

Barnston,  Que. 

Barn  owned  by  David  Midland.  Loss, 
$5,000. 

Cardiff,  Alta. 

Livery  stable  owned  by  A.  Gervals. 
Loss.  $4,000. 

l  ake  Saskatoon,  Alta. 

Residence  of  A.  M.  Anderson  com- 
pletely destroyed. 

Peterborough,  Ont. 

Plant  of  the  Quaker  Oats  Company, 
Limited.     Loss  on  buildings,  $500,000. 

Petite  Riviere  Bridge,  N.S. 

Store  owned  by  Charles  Dagley.  Loss, 
about  $6.ooo. 

Prince  Albert,  Sask. 

Hotel  on  River  Street,  owned  by  B. 
L.  demons.    Loss,  $50,000. 

St.  George,  N.B. 

Store  owned  by  G.  A.  McCallum;  resi- 
lience owned  by  Mrs.  A.  B.  Young;  store 
owned  by  Mrs.  K.  P.  Gilmour;  premises 
of  G.  F.  M  eating,  tailor;  store  owned 
by  H.  V.  Dewar;  residence  and  barn 
of  George  McCormick;  barber  shop  of 
Ralph  Doyle;  store  owned  by  Dr.  Alex- 
ander; residence  owned  by  the  Gilmour 
Estate. 

Summerside,  P.E.I. 

Department  store,  owned  by  Neil  Sin- 
clair; store  owned  by  Otto  Crabbe; 
warehouse.  Hon.  J.  A.  McNeil;  tailor 
shop,  C.  McCullough;  tailor  shop,  Colin 
Milligan:  store.  D.  H.  Locke;  store,  C. 
C.  Gardiner;  warehouse.  Thomas  An- 
drews; store,  W.  F.  W.  Strong  &  Com- 
pany; stores.  H.  P.  Strong.  Total  loss 
estimated  at  $325,000. 

Tupperville,  Ont. 

Depot  of  the  Pere  Marquette  Rail- 
way, and  store  of  R.  Simpson  totally 
destroyed. 


Miscellaneous 

Blenheim,  Ont. 

The  Town  Council  propose  to  purchase 
a  chemical  fire  engine.  Clerk,  P.  S.  Shil- 
lington. 

Hamilton,  Ont. 

The  Works  Manager,  A.  P.  Kappele. 


1  ii\  II. ill.  proposes  to  purchase  about 
ten  loiis  ol  had  pipe. 

CONTRACTS  AWARDED 

Toronto,  Ont. 

The  Thorncliffe  Breeding  &  Racing 
Association  have  lei  the  general  con- 
iract  for  construction  of  race  track  build- 
ings to  I  lobby  Brothers.  Limited,  Hep- 
bourne  Street.  Secretary  to  the  Asso- 
ciation, A.  F.  Ballantyne,  Continental 
Life  Building. 


New   Line  of   Portable  Conveyors  and 
Stackers 

During  the  past  year,  the  Jeffrey  Man- 
ufacturing Company,  of  Columbus,  Ohio, 
has  completed  the  development  and  is 
now  marketing  a  new  line  of  portable 
conveyors  and  stacking  machines.  A 
combination  of  light  weight  and  heavy 
duty  is  claimed  secured.  The  conveyors 
are  of  the  endless-belt  type  and  are 
built  in  30-foot  framed  sections  (each 
with  its  own  belt)  mounted  on  ball-bear- 
ing casters  and  with  guarded  chain  belts 
connecting  the  end  sprockets.  A  five- 
horsepower  motor  is  sufficient  for  seven 
sections,  the  driving  section  being 
placed  anywhere  in  the  string.  The 
belts  are  usually  18  inches  wide  and 
travel  at  a  speed  of  125  feet  per  minute. 
The  capacity  of  such  a  conveyor  is  1,500 
80-pound  packages  per  hour. 

There  is  a  barrel  loader,  made  up  of 
a  pair  of  triangular  steel  trusses,  moved 
about  like  a  balanced  two-wheeled  bag- 
gage truck,  in  which  a  pair  of  endless 
chains  with  crossbars  engage  the  barrels 
at  the  ground  level  and  roll  them  up  an 
inclined  track  and  let  them  off  at  an 
upper  ("8-foot)  or  middle  (5-foot)  level, 
according  as  the  track  may  be  set.  A 
3-horsepower  motor  drives  one  of  these 
machines  and  with  it  two  men  can  handle 
up  to  180  barrels  per  hour.  This  loader 
weighs  2,200  pounds  and  costs  about 
$700. 

\  portable  stacker  is  also  included  in 
the  new  equipment.  This  is  of  the  full- 
apron  type,  for  bags  and  miscellaneous 
freight,  and  has  been  built  for  up  to 
42  x  52-inch  by  5-foot  600-pound  bags. 
The  loading  boom  is  24J^  feet  long;  the 
lower  end  is  pivoted  on  a  latticed  steel 
frame  carried  by  ball-bearing  casters, 
and  the  upper  end  is  lifted  to  14^2  feet 
maximum  height  by  hand-winch  cables 
running  to  under-struts  beneath  the 
boom  forward  of  the  middle.  The  boom 
supports  6  x  12-inch  wood  flights  mount- 
ed on  two  roller  chains.  A  2-horsepower 
motor  drives  the  stacker,  which  weighs 
about  2,700  pounds  and  costs  about  $750. 


Bucket  Conveyor  Feed  Mixer 

A  conveyor-fed  mixing  plant,  in  use  in 
the  construction  of  a  four-storey  addi- 
tion to  the  Hume-Fogg  High  School  at 
Nashville,  Tenn.,  permits  rapid  charg- 
ing of  the  mixer  and  reduces  the  force 
required  at  the  feeding  end.  One  bucket 
conveyor  is  used  on  each  side  of  the 
mixer,  each  descending  into  a  pit,  which 
is  surrounded  by  a  bulwark.  There  is 
a  gate  in  the  bulwark,  against  which 
the  material — the  sand  on  one  side  and 
the  gravel  on  the  other — is  dumped  from 
motor  trucks.  On  raising  the  gate,  the 
material  slides  steadily  into  the  con- 
veyor. It  is  carried  to  a  storage  bin, 
14  feet  above  the  ground,  partitioned  to 
hold  5  cubic  yards  of  gravel  and  3  cubic 
yards  of  sand.  This  is  fed  through  hop- 
pers to  measuring  hoppers  from  which 


the  mixer  is  charged  The  teed  has  a 
capacity  considerably  beyond  that  of  the 
mixer. 

One  6-horsepower  vertical  engine  is 
used  to  drive  the  conveyors,  one  being 
belt-driven  and  the  other  being  driven 
by  a  connecting  sprocket  gear  above  the 
bin.  The  mixer  is  driven  by  a  similar 
engine,  there  being  a  central  steam  plant. 

Two  men  are  used  for  light  shovel- 
ling on  the  gravel  pile  and  one  man  on 
the  sand  pile.  One  man  controls  the 
material  hoppers  and  another  is  required 
to  discharge  the  batch.  An  engine  run- 
ner and  fireman  work  on  both  the  hoist- 
ing engine  and  the  boiler  for  the  other 
engines.  The  equipment  used  in  rigging 
the  plant  was  old  machinery,  and  the 
entire  cost  is  figured  at  $100.  Two  5- 
ton  motor  trucks,  each  delivering  a  load 
from  the  material  yards  about  1 miles 
away,  in  about  30  minutes,  operate  con- 
tinuously. 

The  contractor  is  the  Foy-Proctor 
(  ompany,  of  Nashville,  and  the  plant 
was  devised  by  the  superintendent,  Gor- 
don Jones. 

Forms  for   Highway   Arch   Over  Busy 
Railroad  Hung  from  Girders 

Having  designed  a  concrete  arch 
bridge  for  a  highway  crossing  over  its 
tracks  at  Millburn,  N.J.,  with  minimum 
clearance  in  order  to  reduce  approach 
grades,  the  Delaware.  Lackawanna  & 
Western  Railroad  has  constructed  it  by 
supporting  the  formwork  from  old  plate 
girders.  All  three  of  the  main  line  tracks 
below  the  bridge  carry  a  heavy  com- 
muting traffic  at  certain  hours  of  the  day, 
and  it  was  not  advisable  to  erect  any 
posts  between  the  tracks.  The  bridge 
is  on  a  skew  and  the  main  line  below  it 
on  a  curve  at  this  point.  The  clearance 
allowed  made  ordinary  arch  centers  out 
of  the  question. 

The  abandoned  60-foot  plate  girder 
bridge  which  was  used  to  support  this 
centering  was  not  quite  long  enough  to 
span  the  entire  distance.  On  this  ac- 
count the  abutments  and  the  lower  sec- 
tion of  the  arch  on  each  side  were  con- 
creted together,  the  arch  sections  being 
stepped  back  on  planes  normal  to  the 
thrust  on  account  of  the  skew.  This 
overhang  was  supported  on  falsework. 
The  girders  were  then  set  on  the  should- 
ers on  blocking  high  enough  to  clear  the 
concrete  at  the  centre  of  the  arch,  but, 
as  it  proved  later,  not  quite  high  enough 
for  convenience  in  pouring  the  last  of 
the  concrete.  Between  the  outside  pairs 
of  girders  the  form  was  hung  from  tim- 
bers resting  on  the  old  floorbeams,  while 
in  the  centre  span  the  timbers  parallel 
to  the  girders  rested  on  cross-timbers 
carried  by  the  lower  flanges  of  the  gird- 
ers. In  each  case  bolts  with  nuts  and 
beveled  wood  washers  at  the  top  end 
were  run  radially  through  the  longitud- 
inal timbers  to  support  3  x  3-inch  angles 
bent  to  the  curve  of  the  arch  on  which 
transverse  wood  lagging  was  laid.  The 
proper  curve  in  tbe  form  was  secured 
by  screwing  up  the  nuts  at  the  upper 
ends  of  the  rods  supporting  the  angles. 

The  bridge  was  built  for  the  Dela- 
ware. Lackawanna  &  Western  Railroad, 
of  which  George  J.  Ray  is  chief  engi- 
neer, by  James  A.  Hart,  contractor,  of 
New  York  City.  The  work  was  designed 
by  A.  B.  Cohen,  concrete  engineer  for 
the  railroad,  and  was  in  charge  of  G.  B. 
Barackman,  assistant  engineer,  and  G. 
T.  Hand,  division  engineer.  . 
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Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 

14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


Tenders  and  For  Sale  Department 


Separate  Scaled  Tetulers,  addressed  to  the  tin- 
Intuitu  I.  and  endorsed  "  l'endei  for  I'.iilisli  Col- 
umbia Kir  Timber"  and  ''Tender  for  White  Oak 
Umber"  for  Dredge  "No.  125."  as  the  case  may 
be,  will  be  received  at  this  office  until  4  o'clock 
p  m  .  OH  Friday.  December  22.  1916.  for  the  sup- 
ply of  Timber  for  Dredge  "No.  1"5." 

Combined  specifications  and  form  of  tender  can 
be  obtained  at  this  Department,  at  the  offices  of 
the    District   Engineers,   Shaughnessy  Building, 

Montreal,  Que.,  and  Equity  liuilding,  Toronto, 
Ont..  also  from  the  Mechanical  Superintendent, 
Itirks  liuilding.  Ottawa,  Ont. 

Persona  tendering  are  notified  that  tenders  will 
not  be  considered  unless  made  on  the  printed 
t'orms  supplied,  and  signed  with  their  actual  sig- 
natures, stating  their  occupations  and  places  of 
residence.  In  the  case  of  firms,  the  actual  sig- 
nature, the  nature  of  the  occupation,  and  place 
of  residence  of  each  member  of  the  firm  must  be 
given. 

Each  tender  must  he  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of  Pub- 
lic Works,  equal  to  ten  per  cent.  (10  p.c.)  of 
the  amount  of  the  tender,  which  will  be  for 
feited  if  the  person  tendering  decline  to  enter 
into  a  contract  when  called  upon  to  do  so,  or  fail 
to  complete  the  contract.  If  the  sender  be  not 
accepted  the  cheque  will  be  returned.  The  De- 
partment does  not  bind  itself  to  accept  the 
lowest  or  any  tender. 

By  order, 

R.  C.  DESROCHBRS, 

Secretary. 

Department  of  Public  Works, 
Ottawa.  December  1,  1916. 

Newspapers  will  not  be  paid  for  this  advertise- 
ment if  they  insert  it  without  authority  from  the 
Department.  51-51 


Board  of  Education 


Sealed  tenders,  whole  or  separate,  addressed  to 
the  Secretary-Treasurer  of_  the  Board  of  Educa- 
tion, will  be  received  until 

Thursday,  December  28th,  1916 

for 

Enlargement  of  Orde  Street 
School 

Supplementary  Steam  Heating  at 
Annette  Street  School 
Fire  Doors,  St.  Clair  Avenue 
School 

Specifications  may  be  seen  and  all  information 
obtained  at  the  office  of  the  Superintendent  of 
Buildings.  Administration  Building,  Board  of 
Education.  College  Street.  Each  tender  must  be 
accompanied  with  an  accepted  bank  cheque  for 
five  per  cent,  of  the  amount  of  tender  or  its 
equivalent  in  cash  applying  to  said  tender  only. 
Sureties  for  all  tenders  exceeding  four  thousand 
dollars  must  be  furnished  by  Surety  Companies. 
Tenders  must  be  in  the  hands  of  the  Secretary- 
Treasurer  at  his  office  in  the  City  Hall,  not  later 
than  4  o'clock  on  the  day  named,  after  which  no 
tender  will  be  received.  The  lowest  or  any  tender 
will  not  necessarily  be  accepted. 

W.  C.  WILKINSON, 

Secretary-Treasurer. 

MILES  VOKES, 

Chairman  of  Property  Committee. 

50-50 


BOILERS  FOR  SALE 

Two  low  pressure  30  H.P.  iteel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  ar 
hot  water  heating  purpoiei.  Each  will  carry 
8.000  square  feet  of  steam  radiation.  Further 
uaiticulan— MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


CANADIAN  AGENT  WANTED 


We  desire  to  appoint  an  agent  in  Canada  to 
handle  our  enamels,  etc.  Will  give  agency  for 
entire  Dominion  or  for  Provinces,  as  desired. 
Write  in  first  instance  to  "American,"  care  of 
Contract  Record,  Toronto,  Ont.  50-51 


SITUATIONS  WANTED 


Civil  Engineer,  fourteen  years'  experience, 
Reinforced  Concrete  and  General  Building  Con- 
struction and  Municipal  Work  as  Engineer  and 
Superintendent,  invites  correspondence  with  con- 
tractors or  manufacturers  requiring  Construction 
Engineer.  Box  489.  Contract  Record,  Toronto, 
Ont.  50-51 


Late  News  Items 

Emsdale,  Ont. 

The  store  owned  by  J.  W.  McDonald 
has  been  destroyed  by  fire,  entailing  a 
loss  of  about  $8,000. 

Hamilton,  Ont. 

The  City  Council  have  awarded  the 
contract  for  construction  of  sewers  on 
Fairmount  Avenue  to  the  Arnot  Con- 
struction Company,  Foot  of  Berkeley 
Street,  Toronto,  at  $14,800.  Engineer, 
E.  R.  Gray. 

Montreal,  Que. 

In  connection  with  the  warehouse  and 
offices  which  are  now  being  erected  on 
St.  Sophie  Lane  for  the  Commercial 
Realty  Company,  Limited,  the  contract 
for  hardware  has  been  let  to  J.  Walker 
&  Company,  252  St.  James  Street;  elec- 
trical work,  Vincent  &  Say  Electric  Com- 
pany, University  Street;  plumbing  and 
heating,  Conroy  Brothers,  Centre  Street; 
plastering,  R.  D.  Clark  &  Son,  26  Lincoln 
Avenue. 

Tenders  on  the  erection  of  a  station 
on  Lagauchetiere  Street  for  the  Canadian 
Northern  Railway  will  be  received  until 
December  30th  by  the  architects.  Warren 
&  Wetmore,  16  East  47th  Street,  New 
York  City.  Plans  and  specifications  with 
Mackenzie  &  Mann,  411  Dorchester  St. 
West.  Reinforced  concrete,  hollow  tile 
and  terra  cotta  construction. 

Ottawa,  Ont. 

The  Crain  Printers  Ltd.,  836  Bank  St., 
contemplate  the  erection  of  premises  on 
Spruce  Street,  at  an  approximate  cost  of 
$20,000.  President,  Rolla  L.  Crain.  Ar- 
chitect not  yet  appointed. 

In  connection  with  the  church  which 
is  being  built  for  the  Redemptorist  Fa- 
thers, 207  Bayswater  Avenue,  the  con- 
tract for  plumbing  and  heating  has  been 
let  to  Louis  Gendron,  89  Bridge  Street, 
Hull,  Que.  The  remainder  of  work  will" 
be  done  by  the  general  contractors. 


Quebec,  Que. 

M.  Cauchon,  309  Richardson  Street,  has 
commenced  the  erection  of  five  residences 
on  Cartier  and  Lafrance  Streets,  and  has 
let  the  contract  for  plastering  to  G.  Ther- 
rien,  64  Fraser  Street,  Levis.  Tenders  on 
roofing,  heating,  plumbing  and  electrical 
work  are  now  being  received  by  the 
owner.    Approximate  cost,  $20,000. 

Jn  connection  with  the  church  which 
is  being  erected  for  the  Parish  of  St. 
Roch,  the  contract  for  terrazzo  floors 
and  cement  tiles  for  the  basement  has 
been  awarded  to  I.  Bilodeau,  144  Re- 
naud  Avenue.  The  architects,  Talbot  & 
Dionne,  16  St.  Joseph  Street,  are  receiv- 
ing tenders  on  iron  stairs,  and  are  pre- 
paring specifications  for  ventilating  sys- 
tem. 

Simcoe,  Ont. 

In  connection  with  the  school  which  is 
being  erected  for  the  Board  of  Education, 
the  contracts  for  steel  work,  carpentry, 
roofing,  plastering  and  painting  have  been 
let  to  the  general  contractor,  R.  E.  Gun- 
ton,  Water  Street;  plumbing,  J.  H.  Mad- 
den, 24  Norfolk  Street;  heating,  Simcoe 
Heating  &  Ventilating  Company.  Work 
on  the  building  has  been  stopped  until 
the  spring. 

Toronto,  Ont. 

The  Toronto  General  Burying  Grounds 
Trustees,  Confederation  Life  Building, 
propose  to  build  a  mausoleum  in  Mount 
Pleasant  Cemetery,  and  plans  will  be 
prepared  by  Darling  &  Pearson,  2  Leader 
Lane.     Approximate  cost,  $250,000. 

Windsor,  Ont. 

William  Byrne,  19  Elm  Street,  has  com- 
menced the  erection  of  an  apartment 
house,  estimated  to  cost  $8,000,  and  has 
let  the  general,  masonry,  carpentry  and 
roofing  contracts  to  William  Hedrick, 
6  Glengary  Avenue.  Brick  veneer  con- 
struction. 


Campanile   Designed  to   Resist  Earth- 
quake Shocks. 

After  long  construction  delays,  the 
campanile  on  the  campus  of  the  Univer- 
sity of  California,  at  Berkeley,  has  been 
completed. 

The  total  height  of  the  tower  is  303 
feet,  the  length  of  a  side  at  the  base  be- 
ing 34  feet.  It  is  a  steel  and  reinforced 
concrete  structure,  with  a  facing  of  gran- 
ite. The  omission  of  the  lateral  bracin.e 
in  alternate  storeys  of  the  steel  work 
gives  a  flexibility  calculated  to  resist 
earthquake  shocks.  The  flexibility  does 
not  exist  in  the  ordinary  structural  steel 
framing. 

The  proportions  of  the  tower  were  de- 
termined after  a  study  of  the  dimension ■-. 
of  all  similar  structures  on  which  figures 
were  available,  and  the  scarcity  of  de- 
tailed information  on  tower  construction 
caused  considerable  comment  among 
local  engineers  at  the  time.  Compara- 
tively few  structures  of  the  strictly  tower 
type  have  been  built  in  modern  times. 
Most  of  the  examples  whose  proportions 
were  compared  are  in  Europe,  and  were 
erected  before  the  common  use  of  pres- 
ent-day materials  of  construction. 


December  20,  l'Jlti 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUM  ES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


Durability 
Accuracy 

Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
¥t  inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


I-os  Angeles 
San  Francisco 


DAKE  CHAIN  HOISTS 


Dake  chain  and  wire  rope  hoists  have 
the  famous  Dake  motor  directly  con- 
nected to  Standard  chain  block.  They 
can  be  equipped  with  hook  or  with  trol- 
ley to  run  on  single  or  two  I  beams. 
Lubrication  is  automatic.  All  parts 
strong  enough  to  carry  load  twice  rated 
capacity.    Send  for  catalogue. 

DAKE  ENGINE  CO. 


Grand  Haven 


Mich.  U.S.A. 


CANADIAN  AGENTS 
Montreal— Mussens  Limited. 

Toronto  — A.  R.  Williams  Machinery  Co.,  Limited. 


Pacific  Coast  Pipe  Co.,  Ltd. 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 

1551  Granville  Street    -     Vancouver,  B.C. 


James  Thomson,  President. 


J.  G.  Allen,  Vice-President. 


James  A.  Thomson,  Secretary. 


the  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  CO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 
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Dunlop  Mill  Fire  Hose  O.K'd  by  the  Underwriters 


Here  is  one  of  the  greatest  compli- 
ments  ever  paid  to  a  manufacturer  of 
Mill  Fire  Hose  in  Canada: 

I  lu    I  'niU  rurilers'  Laboratories,  Inc., 
ago.  make  it  known  that  the  Dun- 
•  !•    lire  iV  Rnlilu-r  ( ;..<       ( ompany  are 
authorized  to  use  the  Underwriters'  label 
of   approval    on    Dunlop  Underwriters' 
M'll  F're  Ho'e  (Cotton  Rubber  Lined). 
You  can  understand  the  wonderful  sig- 


nificance of  this  "O.K."  to  the  Canadian 
manufacturer  and  mill  man  requiring  fire 

hose. 

To  purchase  Mill  Fire  Hose  (Cotton 
Rubber  Lined)  without  investigating  the 
surpassing  merits  of  Dunlop  make — ap- 
proved by  the  Underwriters — a  verdict 
money  cannot  buy — is  to  deny  yourself 
all  that  a  Mill  Fire  Hose  can  possibly 
represent  in  efficiency  because  the  great 
critics  in  effect  say:  "Dunlop  represents 
Leadership!" 


Quality  Perpetually  Repeated — Dunlop  Water  Hose 


In  Water  Hose,  "Hercules"  and  "Peer- 
less" take  front  rank  because  for  years 
they  have  kept  up  a  "repeat"  on  quality 
that  even  their  best  friends  did  not  think 


possible  in  any  brand  of  Hose.  We  re- 
■commend    "Hercules"    for    extra  heavy 

service. 


"Made  to  Work,  Not  to  Look  at"—  Dunlop  Steam  Hose 


Dunlop  "Gibraltar"  and  Dunlop  "Long- 
life"  Steam  Hose  are  "made  to  work, 
not  to  look  at." 


In  all  the  provinces  you  will  come 
across  Dunlop  Steam  Hose  "on  the 
job."  The  requirements  are  what  are 
usually   styled   "extra   hazardous,"  but 

If  your  plant  is  in  need  of  Hose,  it  is  not  too  late  to  learn  wherein  "Dunlop"  excels. 

Dunlop  Tire  &  Rubber  Goods  Co.,  Limited 

Head  Office  and  Factories    Branches  in  the  Leading 

Toronto  (STEAM)  Cities 


(water) 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


; 


flMITED 


VALVE -HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


1885    "QUALITY  FIRST"  1916 

It  Has  Paid  Us  and  Will  Pav  You 
We  can  give  you  prompt  shipment  of 

"  EMPIRE  "  Corrugated  Iron 

Painted  or  Galvanized — Straight 
or  Curved,  All  Sizes  and  Gauges 

We  always  carry  big  stocks,  including 

Corrugated  Ridge  Cap,  Hip  Cap, 
Flashings,  Etc. 

The  "Quality  House"  is  Safest    Think  of 
Safety  First 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


f 


SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 
of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited       Wlnn,peg  Calgary 
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Smith- Vaile 

^  oke  Type  Boiler  Feed  Pumps 

Not  an  ordinary,  evcry-day  Hoiler 
Peed  ami  General  Service  Pump,  but 
something  better. 

Provided  with  removable  and  inter- 
changeable water  cylinder  linings  and  adjustable  packed 
water  pistons,  permitting  compensation  for  wear. 

Mulletin  No.  780  will  interest  every  engineer. 
Standard  Pumps  for  Every  Service 
PI  \  IT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


8;:::.cPh",ne:"  standard  steel 

Alwa>         CONSTRUCTION  CO. 

Reinforcing  Bart 

"Self-Senterine" 

Corrugated 
Sheeting 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market. 
Office  -M  4515-M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand,  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,  Office  North  |  gg*   Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


WOODEN  PIPE 


Wire  wound  wood  stave  pipe,  2  in.  to  24  in.  diameter.  Con- 
tinuous wood   stave  pipe,  any   diameter  required. 

CANADIAN  PIPE  CO.,  LIMITED 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  machinery.  Every 
machine  driven  by  a  separate  electric  motor.  Satisfaction 
Guaranteed. 

Office  and  Factory— 550  Pacific  St.,  VANCOUVER,  B.C. 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 
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The  above  shows  the  Prest-O-Lite  Process  as  used  for  mak- 
ing an  "on  the  spot"  lepair  in  shops  of  P.  F.  Collier  &  Co., 
New  York  City,  publishers  of  "Collier's  Weekly." 

Welding  Makes  Possible  Marked 
Economies  in  Your  Plant 

By  avoiding  costly  delays  and  saving'  expensive  re- 
placements, single  repairs  by  welding  have  often 
times  more  than  paid  the  cost  of  complete  welding 
equipment  in  hundreds  of  shops  and  factories. 

Fortify  your  plant  against  losses  incurred  by  sud- 
den breakdowns.  The  many  highly  profitable  uses 
to  be  found  both  inside  and  outside  your  shop  for 
oxy-acetylene  welding  will  amaze  you. 

More  important  perhaps  than  effecting  emergency  repairs 
to  important  tools  or  equipment  is  the  usefulness  of  this  pro- 
cess in  simplifying  many  manufacturing  operations  and  cut 
ting  production  costs. 

In  many  instances  it  is  entirely  displacing  the  rivet  and 
bolt,  because  welded  joints,  in  nearly  all  cases,  arc  better, 
stronger  and  neater  than  those  of  other  methods  of  metal- 
joining. 

Find  out  about  these  possible  economies  for  your  plant. 


Employs  both  gases  (acetylene  and  oxygen)  in  portable 
cylinders.  Prest-O-Lite  Dissolved  Acetylene  (ready-made 
carbide  gas)  is  backed  by  Prest-O-Litc  Service,  which 
insures  prompt   exchange   of  full   cylinders   for  empty 
ones.    Provides  dry,  purified  gas,  insuring  better  welds, 
quicker  work,  and  lower  cost,  and  also  avoids  the  large 
initial  outlay  and  heavy  depreciation  incurred  in  making 
crude  acetylene  in  a  carbide  generator. 
The  necessary  equipment  is  not  expensive.     We  furnish  high 
grade  welding  apparatus  for  .$75;  acetylene  service  at  additional 
cost.      Adaptable    for   oxy-acetylene    cutting   by    the  purchase 
of  special   cutting  blow-pipe.     Thorough   instructions   are  fur- 
nished free  to  every  user  of  Prest-O-Lite  Dissolved  Acetylene 
—  any  average  workman  who  understands  metals  can  learn  the 
process   quickly   and  easily. 

We'll  be  glad  to  give  you  full  information  on  the 
Prest-O-Lite  Oxy-Acetylene  Process  of  welding  and 
cutting.  Tell  us  about  the  particular  work  you  are 
contemplating. 

The  Prest-O-Lite  Co.,  Inc.,  Dept.  e 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 
Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 
Factory  Branch  —  WINNIPEG.  Man. 
53  Branches  and  Charging  Plants 
Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA.  


Standard 

Wires   and  Cables 


Hare  Copper,  Brass  and  Bronze  Wires 
Standard  G.O.C.  Wire  (Colonial  Copper  Clad) 
Weatherproof  Wire,  Rubber  fnsulated  Wire 
Varnished  Cambric  Cables,  Leaded  or  Braided 
Fibre,  Taper  and  Rubber  Leaded  Cables 
Steel-Wire  and  Steel-Tape  Armored  Cables 
Cable  Terminals,  Junction  Boxes,  etc. 

For  fitrttier  information  write  our  nea?  est  office. 

Standard  Underground  Cable  Co.  of  Canada,  Limited 
Hamilton,  Ont. 

Montreal,  Que.  Winnipeg,  Man.  Seattle,  Wash. 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


Th 


IS 


STONE  CRUSHER 


ACME" 


The  Machine  of 

QUALITY  and  MERIT. 


Goodwin,  Barsby  &  Co.,  Leicester,  Eng. 


it 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement— delivered  in  5-barrel  lots,  $2.20  per  bbl.; 
with  bags.  $2.00;  car  lots,  $1.70  on  the  track, 
with  pics*.,  $2.10. 

Lime  gray  44c,  white  50c  per  100  lbs.,  delivered 
in  not  less  than  15(H)  lb,  lots.  At  the  ware 
house,  white  45c,  grey  39c. 

Bntk  -No.  1  dry  pressed  red  brick  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick.  $11  to  $14;  grey.  $11  to  $12; 

wire-cut  brick  for  foundation  work,  $9  on 
the  cars,  delivered  $10;  "Tapestry"  brick,  im- 
ported. $25  to  $35;  local  Rug,  $14;  sand-lime 
brick.  $7.60  f.o.b.  car  at  King  Edward  Siding; 
$6.50  f.o.b.  car  or  wagon  at  plant ;  $S.50  de- 
livered on  job.  Paving  brick,  No.  1,  $18  per 
ML  f.o.b.  West  Toronto;  No.  2  $14;  paving 
blocks.  No.  1,  $24  per  M. ;  No.  2,  $18.  Sun- 
Tex  face  brick,  $16  to  $20  per  M. ;  Denison 
interlocking  hollow  tile,  $00  per  M.  Lots 
over  100,000.  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52,  buff  $28.  grey  $27,  plain  pressed 
$17.  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car : 
Crushed  stone— 2  in.,  $1.30;  1-in.,  $1.40;  fg-in., 
$1.40;   rubble  stone,  in  car  lots,  $1.25  per 
ton  f.o.b.  car 
Sand— for  cement  or   brick   work,  80c.   per  ton, 
f.o.b.  Toronto. 

Gravel — Pit  run,  75c  to  85c  per  ton  f.o.b.  Toronto; 
screened,  $1  per  ton  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 

Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$24;  18  ft.,  $25;  1-in.  Hemlock,  No.  1  $24; 
No.  1  Hemlock  decking  $24  to  $25;  No.  2 
Hemlock,  dimension  and  1  in.,  $20  to  $22. 

Pine — i-,n.  by  4-in.  to  6-in.,  $30;  1-in.  by  8-in., 
$32;  1-in.  by  10-in.;  $33;  1-in.  by  12-in.,  $33 
to  $35;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $30  to  $35;  ft  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  ft  by 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $29;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto,  $32;  pine  trim  4-in.  casing,  $1.75  per 
IijO  ft.;  5-in.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25;  4-in.  pine,  window  stool,  $2.75. 

Shingles— XXX  B.  C.  shingles  $3.85;  N.  B.  extras 
$4;  N.  B.  clears  $8.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $6.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14,  14  x  16,  $40;  10  x  16, 
12  x  16,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$40.50;  12  x  IS,  18  x  20,  $41.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $42.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 

Steel  and  Iron  Bars — $3.40  to  $5  base ;  twisted 
and  deformed,  $3.50  base. 

Shapes— Over  35  lbs.  per  yd.,  $3.60  per  100  lbs. ; 
under  35  lbs.  per  yd.,  $3.80  per  100  lbs. 

Plates— 12  ins.  and  under,  $4.20  per  100  lbs. ;  over 
12  ins.  and  under  36  ins.,  $4.40  per  100  lbs. : 
36  ins.  and  over,  $4.60  per  100  lbs.  Tank  and 
boiler  plates — 54  in.  and  over  and  under  36 


ins.,  $4.40;  36  ins.  and  over,  $4.90.  Gauge 
plates— Nos.  10,  12,  14,  $4.60  to  $4.80  per  100 
lbs.  Black  American  bessemer  plates — 28 
gauge,  $3.75  to  $4  per  100  lbs. 

Flats— 7  in.  wide  and  under,  $3.40  per  100  lbs. 

Extras — l/10c  per  lb.  extra  for  cutting  to  length, 
for  plate  less  than  yA  in.  thick,  for  all  Bethle- 
hem sections,  for  angles  less  than  5  in.  com- 
bined legs  and  beams  and  channels  under  C 
ins.,  for  IS,  20,  and  24  in.  beam's. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron    pipe — Standard    prices,    carload  lots, 
f.o.b.  Toronto:  4-in.  $38  per  net  ton;  6-in.  and 
up  to  $37,  with  $1  extra  for  gas  pipe. 
SEWER  PIPE 

Sewer  Pipe — Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6-in.,  40c  ft. ;  8-in. 
55c'  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  IS  in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  lS-in.,  65  per  cent.,  20- 
in.   to  24-in. 

PAINTS  AND  OILS 

White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bb'is.,  $1.15  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.12  per  gal. ;  red  lead, 
dry,  $14  per  100  lbs. ;  putty  in  bulk,  $4  per 
100  lbs.;  in  100-lb.  drums,  $4.40;  putty  in 
25-lb.  tins,  $4.50  per  100  lbs. ;  steel  sash 
putty,  $5  per  100  lbs.;  turpentine,  in  bbls., 
72c  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.30  steam  car  load  lots,  including  sacks 

Lime — Hydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $15; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic,  No.  2,  $13; 
huff  (smooth),  $21;  buff  (rough),  $20;  plastic 
$9.00.  ' 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 

Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  M-in.  $1.65;  H-ia., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 

Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles — 3  in.  x  8  in.  and  up,  $3.75;  1  in. 
/  1  in  x  %  in.,  25c  extra;  M  in.  x  H  in. 
x  H  in.  60c  extra.  Boiler  plates — 54  in. 
thick  and  thicker,  $5.00.  Circular  plates — 
Flange  quality,  80  in.  dimension  and  over, 
$5.25;  under  30  in.  dimension,  $5.50.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.50; 
35  lbs.  per  yd.  and  over,  $4.25;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gaug«, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.60  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $1.3.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20.  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2'/3  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50.  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.       Plaster  of 
Paris— $2.35  per  bbl.     Rope— Best  Manilla, 

22J-2C  basis  per  pound;  British  manilla,  18c 
basis;  sisal  rope,  16c  basis;  lath  yarn  16c 
Boiled  linseed  oil — in  barrels  $1.12J/5  per  gal. 
of  9  lbs.    Raw  linseed  oil — in  barrels,  $1.10 

per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel ;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.   1   dry   pressed,   red   and   buff,  $35; 
common  red  stock,  $25;  common  grey  stock. 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,   $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
>4-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per  yard,   delivered,  $1.85. 

Crushed  Granite — 1]/2  and  2-in.,  $2.65;  M-in.  and 
1-in.,  $2.90;   ii-in.  and  dust,  $3.20. 
LUMBER   (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16. 
6  x  10,  6  x  12,  8  x  12,  $39;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20, 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine— 1-in.  common,  6  to  10  in.,  $105;  12  In., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5J4 -'n.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7 ;  4-in.  pine  window  (tool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round   bars,   $3.35   per   100   lbs. ;  square 
twisted,  $4  per  100  lbs. ;  channels  and  angles, 
$4.25;  beams,  $4;  plates,  $5  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,  car  load  lots, 
f.o.b.    Winnipeg,  $38  per  ton. 

(Continued  on  page  54 ) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 

Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


Sewer 
Pipes 


ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  shwer  pipe  factories  :   St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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(Continued  fiom  page  52) 
SEWER  PIPE 
Sewer  Pipe  -  Wholesale  prices  f.  o.  b.  Winnipeg, 
per  («.,  3  in.,  0  cents;  4  in.,  11  cents;  5  in., 
10  cents;  0  in..  18Ji  cents;  8  In,,  80  cents; 
B  In.,  S3  cents;  10  In.,  40  cents;  12  in.,  50 
i ems;  15  in.,  "5  cents;  IS  In.,  $1.00;  20  in., 
HJS0;  M  in..  $2.00. 

SUNDRIES 

Hard  Wall  Plaster— Unsanded.  $13  per  ton;  sand- 
ed. $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15  50  per  ton;  Hammer  llrand,  $3.75  per 
bbl..  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils— White  lead,  ground  in  oil,  $11.50 
per  100  lbs.-,  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal.;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-Ib.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal  .  $3.10. 


VANCOUVER  PRICES 

CEMENT.   LIME.  AND  BRICK 

Cement— Grey  Portland,  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton.  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300   lbs. ;   superfine,   white,  $9.50  per   bbl. ; 

white  Portland  cement,  $2.45  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime— $1.36  per  bbl.  f.o.b.  warehouse  or  delivered 

Brick    Common  red  brick,  $11.50  to  $13.00  f.o.b. 


wai chouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick;  $30  f.o.b.  wharf 
Vancouver;  pressed  bull  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house ;  fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand— Bdck  and  plaster  sand  $1.85  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $2.00  per  yard  delivered. 
Prices  of  stone  are  still  open. 

LUMBER   (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 

Timber  (B.  C.  fir)— all  sizes  up  to  12  x  12,  $10 
to  $12  j  up  to  14  x  14,  $11  to  $13;  sizes  from 
10  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
Xo.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 28  gauge,  $7.50  per  100  lbs. 

Corrugated  iron — 20  gauge,  6,  7  and  8  ft.  sheets 
$0.05,  5,  9  and  10  ft.  sheets,  $0.80  per  square. 

Mack  steel  sheets,  24  gauge,  $5.35  per  100 
lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4  in.,  12'/2c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 
Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van 

couver,  bags  extra. 

Hydrated  lime— $14.00  in  car  lots. 
AIca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,  Manilla,  full  coil,  16c  basis;  2nd  grade. 
li'/ic  basis;  sisal  rope,  12%c  basis. 

PAINTS  AND  OILS 

Mixed  Paint— Per  gait  $2.45  to  $3.00. 

White  lead— Ground  in  oil,  $14.90  per  100  lbs. 

Boiled  linseed  oil— In  bbls.,  $1.40  per  gal.  of  9 

lbs. 

Raw  linseed  oil — In  bbls.,  $1.38  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


Mueller  Tapping  Machine 


BY  an  entirely  new  feature,  found  only  in  our  machine, 
you  can  tap  water  mains  under  pressure  with  very  little 
exertion.  We  have  sold  hundreds  of  these  machines 
to  corporations  and  private  companies  all  over  Canada  and 
every  machine  has  given  the  best  satisfaction.  We  might 
refer  you  to  users  in  your  part  of  the  country,  if  you  are  in- 
terested. 

We  also  make  a  complete  line  of  waterworks,  gas 
works,  and  plumbing  brass  goods.  All  tested  under  200 
lbs.  hydraulic  pressure  and  fully  guaranteed. 


H.  Mueller  Mfg.  Co.,  Limited 

SARNIA  -  -  -'         -  -  ONTARIO 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA    WIRE    &  IRON 
Hamilton 


GOODS  CO., 


"Meaford"  Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "Meaford"  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces:  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.  Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta:  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton^  Alta. 

British  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


CANADIAN 
CHICAGO  BRIDGE  &  IRON  CO. 

Limited 
BRIDGEBURG,  ONTARIO 
{    Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
!    We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:— 
Bridgeburg,  Ontario,  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 

30  Church  Street 

g.  1 

Greenville,  Pa. 


New  York,  N.  Y 
SHC 

Built  for  C.P.R.  Montreal   Chicago,  111 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water  supply  outfits  of  every 
description 

CORRESPONDENCE  SOLICITED 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto       -  Canada 
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Civil 

Contractors 

Electrical 
Mechanical 

Directory  of 

Engineers 

Special 
Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


BRYAN  PONTIFEX 

Ch a rtered  A ccou n tant. 
SPECIALTY 
MANUFACTURERS'  AND 
CONTRACTORS'  ACCOUNTS 

Excelsior  Life  Bldg.,  Toronto 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 


MONTREAL 


Head  Office 
and   Main  Laboratories: 

Branch    Offices   and    Laboratories — 
TORONTO,  WINNIPEG,  EDMONTON, 
VANCOUVER  and   NEW  GLASGOW 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 


WINNIPEG 


CALGARY 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 

Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jai.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,  Montreal 
Branches : 

Toronto         Vancouver         London,  England 


Crushed 
Stone 

BRICK 

T.  A.  Morrison  &  Co.,  Montreal" 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904  905  62  Esplanade  E..  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


PATENTS 


SECURED  OR  OUR 
FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa,  Canada 


M  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


BU.L0INGW0UK, 
LARGE  Oft  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


H.  J.  Griswold, 

Montreal. 


B.  W.  Seton, 

Toronto. 


DOMINION  ENGINEERING 
&  INSPECTION  CO. 

Inspecting  and  Testing  Engineers 
Head  Office  and  Laboratories, 
318   Lagauchetiere  St.  West,  Montreal. 
BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

CEMENT  TESTING  AND  REIN- 
FORCED CONCRETE  INSPECTION 
MILL,  SHOP  AND  FIELD  INSPEC- 
TION OF  STEEL  STRUCTURES 
AND  BRIDGES 
TESTS  AND  INSPECTION  OF  IRON 
AND  STEEL  PIPE,  ETC. 
EXPERT  EXAMINATIONS  AND 
REPORTS 
Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foipien  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.   483  pages.    Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Published  in  1916  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Book  Company.  279  pages, 
illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany. ,  364  pages,  illustrated.    Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3.  by  B.  A.  Etche- 
verry. Published  in  1916  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00.  ' 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,110  pages,  illus- 
trated.    Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,   illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  McGraw- 
Hill  Book  Co.    388  pages,  illustrated.     Price  $2.00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  205  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
.  E.  I.  With  numerous  plates  and  1S6  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Flinn,  Robert  Spurr 
Weston  and  Clinton  Lathrop  Bogert.  Published  in  1910  by 
McGraw-Hill  Book  Company.  824  pages,  illustrated.  Price 
$6.00. 
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ELEVATED 

STEEL  TANKS 

Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Three  ^iv£rs;  Que.b"  Catalogue  No.  15 

Wayagamack  Pulp  and  Paper  *" 

Co.,  Ltd.  sent  upon  request. 

50,000  gallons.  149  feet  to  top 
120,000     "         100  feet  to  top 

Pittsburgh-Des  Moines  Steel  Co 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Havana,  Cuba— Room  65,  Nova  Scotia  Bank  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  ISO  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1615  1«H 
Private  exchange  connecting  all  departments 
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The  Canadian  Fan  System 
of  Heating  and  Ventilating 

has  been  designed  with  due  regard  to  peculiar 
requirements  and  to  the  end  of  securing  a  max- 
imum effectiveness. 

Here  are  the  chief  points : 

Perfect  ventilation  regardless  of  exterior  con- 
ditions. Uniform  and  proper  distribution  of 
heat.  High  efficiency  of  heating  surface 
(three  to  five  times  that  of  direct  radiation.) 
Greatest  economy  in  operation.  Ease  of  con- 
trol, which  prevents  overheating.  Great  com- 
pactness, affording  an  economy  of  space  and 
reducing  the  cost  of  steam  connections.  Per- 
fect drainage  making  less  repairs  necessary  and 
giving  a  lower  rate  of  deterioration,  than  with 
direct  radiation.  Lower  cost  of  installation. 
Utilization  of  exhaust  steam.  The  entire 
apparatus  is  easily  portable  and  is  therefore  a 
permanent  asset. 

What  are  you  do- 
ing toward  the  suc- 
cessful and  econ- 
omical heating  of 
your  shop  for  the 
coming  winter  ? 

It  is  now  high  time 
that  you  take  up 
this  very  important 
question  and  get 
it  settled  before 
the  real  cold  days 
arrive. 

Canadian  Return  Bend  Heater 

Our  Catalogue  iq8-/j  gives  full  information 
about  heating  systems  in  general  and  the 
Canadian  Fan  System  in  particular.  Write 
for  a  copy. 

Canadian  Blower  and  Forge  Co. 

Limited 

Kitchener       -  Ontario 

(formerly  Berlin,  Ont.) 
St.  John  Montreal  Toronto  Winnipeg  Vancouver 


The  First  Coat 
for  Metal  Work 

is  exceedingly  important  and  it 
should  be  such  that  it  will  com- 
pletely protect  the  surface  from 
elements  causing  corrosion  or 
rust. 

CARTER'S 

Dry  Red  Lead 


is  the  highest  standard  quality  and 
gives  a  full  heavy  bodied  mixture 
that  assures  absolute  protection  for 
every  kind  of  metal  construction. 

We  make  Orange  Lead  and  Litharge. 
Special  Red  Lead  and  Litharge  for 
Color,  Varnish  and  Rubber  Making. 
Oxides  for  Potters  and  Storage  Bat- 
tery makers. 

Our  products  are  wholly  Canadian 
made  and  equal  in  quality  to  the 
best  imported  goods. 

Send  a  post  card  for  prices. 


The  Carter  White  Lead  Co. 

of  Canada,  Limited 
91  Delorimier  Avenue 
Montreal 
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Congress  Hall,  Montreal.     Architect,  J.  P.  Hynes,  of  Hynes,  Feldman  &  Watson 

Montreal  and  Toronto. 


Congress  Hall  Has  Siurlevani  Fans 

%JP  ITRAOE  MARK  I 


The  beautiful  new  Congress  Hall  adjoining 
Saint  Patrick's  Church,  Montreal,  is  ventilated 
by  Sturtevant  Fans.  A  54  inch  Propeller  Fan 
driven  by  a  Sturtevant  Motor  exhausts  from  the 
main  auditorium  1 25,000  cu.  ft.  per  minute. 
The  kitchen  is  ventilated  by  a  Sturtevant  Ex- 
hauster, hung  from  the  ceiling,  and  driven  by 
a  Sturtevant  Motor. 

The  high  quality  of  the  fans  is  in  keeping  with 
the  character  of  the  building. 

Write  our  nearest  office  for  Catalogue  "  2 " 
and  other  data. 

B.  F.  Sturtevant  Company 
of  Canada,  Limited 

Gait,  Ont.  Montreal 


Sturtevant  Kan  Installed 


Toronto  Winnipeg  Vancouver 
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DOMINION  Wire  Rope 

Repeat  orders  tell  their  own  story — 

Use  our  WIRE  ROPE  on  any  job 

Its  DURABILITY  has  been  proved 
in  its  extensive  use 

The  Dominion  Wire  Rope  Company,  Limited 

MONTREAL,  TORONTO,  WINNIPEG 


"C.  H.  &  E." 
Contractor's  Equipment 

HOISTS- 

Either  Gasoline  Engine 
or  Electric  Motor  Driven 


MATERIAL  ELEVATORS 

Either  Single  or  Double  Cage. 

MORTAR  MIXERS 


"MARION"  Shovels 


for  all  classes  of  work 


Ransome"  Concrete  Mixers 


Andrews  Drill  and  Tool  Steel 


Branch : 
108  Mail  Building, 
TORONTO 


Head  Office: 

MONTREAL 


Vol.  30  Toronto,  December  27,  1916 


1916-1917 

Standing  on  the  threshold  of  a  new  year,  we  pause  to 
look  back  over  the  passing  year.  1916  has  far  exceeded  our 
expectations  for  volume  of  trade.  We  fully  realize  that 
your  co-operation  and  patronage  have  done  much  to  make 
this  success  possible.  It  is  very  gratifying  to  know  that  our 
efforts  to  serve  and  please  every  branch  of  trade,  commerce 
and  industry  have  been  so  generously  appreciated  through 
out  Canada. 

Past  successes  are  but  stepping-stones  to  future  achieve- 
ments. With  the  New  Year,  our  efforts  shall  be  increased 
to  make  the  DOMINION  RUBBER  SYSTEM  of  still 
greater  service  and  benefit  to  Canadians  and  to  the  indus- 
tries of  Canada.  Our  purpose,  at  all  times  shall  be  to  make 
this  the  one  safe  and  satisfactory  place  to  supply  every  need 
in  rubber. 

To  one  and  all,  we  extend  the  Season's 
Greetings,  and  our  Best  Wishes  for 
a  Happy  and  Prosperous  Year. 

Canadian  Consolidated  Rubber  Co.,  Limited 

Head  office:  Montreal,  P.  Q. 
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Both  Obsolete 
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HAT  engineer  or  architect  would  ad- 
vise a  manufacturer  to  erect  a  wooden 
factorv  building  ? 


No  matter  how  much  cheaper  it  might  he  in 
first  cost,  a  few  years'  upkeep  charges — insur- 
ance, repairs,  painting,  heating — would  make 
it  actually  more  expensive  than  a  modern  con- 
crete building. 

Exactly  the  same  comparison  holds  true  with 
regard  to  roads.  The  old-fashioned  unpaved 
road — with  its  mud,  dust,  and  frequent  closing 
"for  repairs" — actually  costs  more  per  year  of 
service,  than  a  modern  highway  paved  with 
concrete.  Also  the  concrete  pavement  gives 
first-class  service  365  days  a  year;  while  the 
ordinary  road  approaches  this  ideal  only  for 
short  periods  after  ea.ch  spasm  of  repairing. 


The  Concrete-Paved 
Highway 

like  the  concrete  factory,  is  here  to  stay. 

We  have  published  two  comprehensive  books — 
helpful  to  all  interested  in  permanent  build- 
ings and  permanent  roads.  "Factories  and 
Warehouses  of  Concrete"  contains  illustrations 
and  descriptions  of  modern  types  of  industrial 
buildings.  "Concrete  Roads"  records  the  ex- 
periences of  states,  provinces  and  municipalities 
with  different  kinds  of  roads. 

Either  or  both  books  will  be  sent  you  free. 

CANADA  CEMENT  CO. 

Limited 

5  Herald  Building  MONTREAL 


December 
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Sewer  Pipe  and  Sewer  Block 

for  Storm  and  Sanitary  Sewers. 

EFFICIENCY  and  PERMANENCE 

are  best  secured  by  the  use  of 
Most  Easily  Tested         VITRIFIED  CLAY         No  Deception  Possible 


Left  cut  shows  "MIMICO"  Segment  Block  being  used  in  36  inch  sewer  in  a  20  foot  cut.    This  is  a  splendid  piece 
of  construction  and  is  now  nearing  completion  on  Lake  Shore  Road,  Mimico.    Right  cut  shows  a  small  section 
of  sewer  built  from  same  block  and  covered  with  only  six  inches  of  cinders. 

BUILT  FOR  STRENGTH  — AND  IT  HAS  STRENGTH 
Write  for  information  and  prices  to 

The  Ontario  Sewer  Pipe  Co.,  Ltd.,  Mimico,  Ont. 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 


rom 


Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 


Limited 


KEMPTVILLE 


ONTARIO 


"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price.  " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,  Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating,  Steam  Turbines,  Tanks,  Water  Wheels,  Water 

Works  Plants 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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"BEATTY" 

Hoisting  Engines, 
Clamshell  Buckets, 
Steel  Derricks, 
Derrick  Irons, 
Dipper  Dredges, 
Hydraulic  Dredges, 
Centrifugal  Pumps. 

Catalog  describing  above  on  request. 
Your  inquiries  will  be  answered  quickly. 
Utilize  our  50  years'  experience  in  this  field. 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLANT  179U  St.  James  Street,  Montreal, Que.        —Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

K.  LEONARD  &  SONS  St.  John,  N.  B.  KELLY-POWELL  LTD  McArthur  Bldg.  Winnipeg.  Man. 


Work  of  this  kind  calls       c'ependability— "Beatty"  Hoists  furnish  it. 


Sackville 
Freestone 


The  main  entrance  to  this  repre- 
sentative building — Toronto's  City 
Hall — is  built  of  Sackville  Free- 
stone. 

"Quarried  in  Canada" 

Block,  Dimension   and    Random  Stone. 
Head  Sills,  Shoddy,  Stone  Sawing 

Sackville  Freestone 

Company,  Limited 

SACKVILLE,  N.B. 

Toronto  Agent    A.  W.  Steward,  Builders'  Exchange 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS 

l  he  Following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
quartet  page,  six  headings;  half  page,  twelve     headings;    full       page,    twenty-four  headings. 


Air  Compressors 

Can.  Ingersoll-Rand  Co..  Ltd. 
Piatt  lion  Woiki 


Cable  Terminals 

Standard  Underground  Cable  Co. 
of   Canada,  Limited. 


Conveying  Machinery 

Goodwin,  Barsby  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Aluminium 

Sptdmaa  Agencies  Regd 


A.r  Batata 

Canadian  Ingersoll-Rand  Co. 
Northern   Crane  Worka 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor    &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glasa  Imp'tg.  Co. 


Ash  Hoiata 

Gillis  &  Geoghegan 

Asphalt 

Asphalt  &  Supply  Company 


Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 

Hopkins  &  Co..  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldona  Limited 
Sturtevant  Co.  of  Can.,  Ltd..  B.  t 


Boilers 

Beatty  &  Sons,,  If. 

Inglia  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 


Boxes-Junctioa 

Standard  Underground  Cable  Co. 
of  Canada.  Limited. 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldona  Limited. 


Buckets 

Beatty  &  Sons,  M.  _ 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 


Brick  Machinery  and  Supplies 

Sheldona  Limited 


Bridges  (Steel) 
Canadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Co. 
DesMoinea  Bridge  &  Iron  Co. 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
Pittaburgh-DeaMoines  Steel  Co. 
Structural  Steel  Company 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 


Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

1!.  C.  Lumber  Commissioner 

Cement 

Alfred  Rogers,  Limited 
Itritnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Cement  Gun 

Cement  Gun  Company 

Cement  Waterproofing 
1'atetson  Mfg.  Company 

Centrifugal  Pumps 

Roving  Hydraulic  &  Engineering 
Company 

Canadian  Ingersoll-Rand  Co. 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold   Storage  Insulation 
Armstrong  Cork  Company 

Concrete   Block  Machines 

Cast  Stone  Block  &  Machine  Co. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 

Blair,  B. 

Dominion   Concrete  Company 

Concrete  Mixers  and  Appliances 

Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 

Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Wells  &  Gray  Limited 

Contractors'  Lights 
Foster.  W.  L. 

Contractors'  Plant  &  Supplies 
Beatty  &  Sons,  M. 
Iioving  Hydraulic  &  Engineering 

Company 
Dake  Engine  Company 
Goodwin,   Barsby  &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 


Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 


Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 


Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Crushed  Stone.  Limited 
Hagersville  Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 


Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn.  Limited 
National   Equipment  Company 
Northern  Crane  Works 

Douglas  Pir 

B.  C.  Lumber  Commissioner 


Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian  Ingersoll-Rand  Co. 


Dump  Cars,  Wheels,  etc. 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 


Drying  Apparatus 

Canadian  Blower  &  Forge  Co. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey   Mfg.   Co..  Philip 


Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric   Impulse  Clocks 
Gent  &  Company 


Electric  Water  Systems 

Ontario   Wind    Engine   &  Pump 
Company 


Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  works 
Turnbull   Elevator  Company 

Enamelled  .Brick 

American    Enamelled     Brick  & 
Tile  Company 


Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 


Engineers   (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 


Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Canadian  Blower  &  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Feed  Water  Heaters 

Piatt  Iron  Works 


Ferro-Concrete  Chimneys 
Pelletier  &  Fils.  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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Burlington  Steel 
Co.,  Ltd. 

Hamilton,  Canada 

STEEL  BARS 

For 

Concrete  Reinforcing 

Rounds,  Flats,  Plain  Squares, 
Twisted  Squares 

We   furnish   Rail  Carbon  Steel  Bars 

minimum  Elastic  Limit,  50,000  lbs.  per 
Square  Inch,  in  strict  accordance  with 
' 'American  Society  of  Testing  Materials,'' 

specification. 

Increased  Physical  Properties  of  our 
product  allow  use  of  less  Tonnage. 

Bars  bent  to  shape  for  Beams, 
Stirrups,  Etc. 

Prompt  Shipment 
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Pennia  Wire  A  Iron  Works  Co 
Manitoba  Budge  8  lion  Works 
McGregor  &  Mclntyre, 


ftf  Poles 

Ontario  Wind  Engine  &  Pump 
Company. 


Flooring  Materials 

Armstrong  Cork  Company 

Fuel  EconomUers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Forgaa 

Canadian  Mower  and  Korge  C  o. 
Sheldoni  Limited 


Gn  Engines 

GooldT  Shapley  St  Muir  Co. 

Gaaoline  Engines 

Boring  Hydraulic  &  Engineering 
Company 

Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 
Company. 

Glass 

Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governor* 

Boving  Hydraulic  &  Engineering 
Company. 

Hammer  Drilli 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldon*  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Heat  Insulating  Materials 

Armstrong  Cork  Company 


High  Duty  Pumping  Engines 

Piatt  lion  Works 

High  Pressure  Pipe  Linea 

Piitshurgh     Valve,     Foundry  & 
Construction  Company 


Hoists,  Electric 

Northern  Crane  Works 


Hoisting  Apparatus 

Beatty  &  Sons,  M. 

Canadian  Ingersoll-Rand  Co. 

Gillis  &  Geoghegan 

Goold,  Shapley  &  Muir  Co. 

London  Concrete  Machinery  Co. 

Marsh  &  Henthorn 

Mussens  Limited 

National   Equipment  Company 

Northern  Crane  Works 


Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn.  Limited 


Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 


Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada.  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

C  anadian  Office  &  School  Fur. 
Company. 


Insulating  Bricks 

Armstrong  Cork  Company 


Jib  Cranes  (all  kinds) 

Northern   Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 


Lead  Pencils 

American   Lead   Pencil  Company 


Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 


Machinery  Insulation 

Armstrong  Cork  Company 


Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Meters.  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 


Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 


Paints  and  Varnishes 

Brandram-Henderson  Co. 

Carter  White  Lead  Company 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 


Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 

Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 


Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


LONDON  Batch  Mixers 

London  Batch  Mixers  cost  less  because  they  will  run  for 
years  without  repairs,  or  break-downs.  They  produce  more  Con- 
crete, they  make  better  concrete  and  do  it  in  less  time.  These 
features  mean  clear  profits  to  the  Contractor  instead  of  loss. 

Every  Mixer  Sold  Sells  Ten  More.     Nearly  2000  Now  in  Use. 
Made  in  all  sizes  from  %  yd.  to  2  %  yd.  Batch.    Get  prices  now  before 

starting  on  the  next  job. 


London  Batch  Mixer 

LONDON  BULL  DOG  BATCH  MIXER 

A  Small  Batch  Mixer  for  Small  Contract  Work. 

6  cu.  ft.  Batch,  50  cu.  yds.  per  day.    Can  be  operated  with 

less  men  than  any  other  Mixer.    Pays  for  itself  in  15 

days'   use.     Every  contractor  with  small  jobs 

should  own  a  Bull  Dog  Batch  Mixer.    Send  for 

Catalogue  No.  1  B. 

We  make  23  different  sizes  and  styles  of  Concrete  Mixers  also 
a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 


London  Bull  Dog  Batch  Mixer. 


London  Concrete  Machinery  Co.,  Limited,       London,  Ont. 

Branches  and  Agencies  in  every  large  city  in  Canada. 
WORLD'S  LARGEST  MANUFACTURERS  OF  CONCRETE  MACHINERY  AND  CEMENT  WORKING  TOOLS- 
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SERVICE 


STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

TO  REINFORCE    Is  to  add  Strength. 

STEEL  BARS    Are  used  in  Concrete  to  Reinforce. 

DEMAND-     Cold  Twisted  Open  Hearth  Steel  Bars. 

DO    NOT    RISK     Your  work  on  reinforcing"  bars  rolled    from  material 

of  questionable  quality. 

FAVOR     US    With  an  opportunity  to  quote  on  your  specifications. 

Railway  Track  Equipment 

Iron  and  Steel 

products  of  every  description 
THE 

STEEL  COMPANY 

OF 

CANADA 


LIMITED 


HAMILTON 


TORONTO 


MONTREAL 


WINNIPEG 
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Pipe  and  Boiler  Covering! 

nonunion  Paint  Works 

Pautli  iHridge  and  Structural  Iron 
and  Pipe  Coating) 
Piteraon  Mfg.  Company 
Spieliuinn  Agencies  (Kgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Hetala 

Canada  Wite  &  Iron  >*,  U  Co 

Pile  Driving  Machinery 
Beatty  &  Son*.  M. 
Canadian    Ingersoll  Rand  Co. 

Hopkins  &  Company,  F.  H. 
Marsh  &  Menthorn.  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve.    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 

Plaster 

Alhert  Mfg.  Company 
Britnell  &  Company 

Plug  Drillers 

Canadian  Ingersoll  Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll  Rand  Co. 


Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 
American  Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Ingersoll- Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  II. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Can.  Chicago  Bridge  &  lion  Co. 
Dominion  Iron  &  Wrecking  Co. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  ft  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 


Roofing  Material 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 


Rubber  Goods 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 


Scales 

Wilson  &  Son,  C. 


Scrap  Iron 

Dominion  Iron  &  Wrecking  Co. 

Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.   Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.    Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 

Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Co. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Can.  Chicago  Bridge  &  Iron  Co. 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  On  page  14) 
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Crushed  Stone  for  Macadam  Roads 


■as* 


Macadam  Roads 
must  be  built 
of  a 

TOUGH 
STONE 

that  will  cement 
WE  HAVE  IT. 


The  Hagersville  Contracting  Company,  Limited 


HAGERSVILLE,  ONT. 


5:"' 


1IIH1 
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cashed  sr0^ 

Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Blair  Concrete  Pipe 


Wfrf 


\\\ 


W3  • 


*  % 


We  use  only  the  finest 
grade  materials  in  all  our 
work.  Clean,  sharp  sand 
and  high-grade  cement. 
Gravel  sorted  and  crushed 
in  our  own  plant.  After 
thorough  mixing,  the  con- 
crete is  power  tamped,  to 
ensure  great  density.  Pipe 
is  then  allowed  to  set  for 
72  hours  in  vaporizing 
chambers,  with  automatic 
sprinklers,  giving  the  pipe 
great  hardness.  We  make 
large  sizes  of  pipe  in  our 
portable  plant  at  the  place 
where  they  will  be  used. 
We  also  have  a  special 
feature  in  our  continuous 
reinforced  concrete  pipe. 

Write  to-day  for  further 
details  and  prices. 


B.  Blair  Company,  Limited 


WOODSTOCK 


ONTARIO 
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gmggt™?  Solid  Steel  Window  Sash 


1  In-  most  popular  and  extensively  used  Steel  Sash  now  on  the  market,  absolutely  fireproof  and  weather  proof. 
1  he  design  of  our  Sash  is  such  that  architects  and  owners  can  use  them  in  their  buildings  to  the  best  advan- 


tage. 


Maximum  Daylight  -No  Maintenance  Cost — Lower  Insurance  Rates. 

STEEL  and  RADIATION,  LIMITED 

 TORONTO,  Ont. 


Head  Office    Fraser  Avenue 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining's 
Wall  Coping1 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co, 

The  Independent  Co.)  Limited 
SWANSEA  (near  Toronto) 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of  Steel  Plates,  Shapes 
and  Bars  which  we  are  anxious  to  sell  and  would 
be  pleased  to  quote  prices  upon 
receipt  of  enquiries. 


Angles 


44—6"  x  354"  x  W'  —60' 
20—6"  x  354"  x  11/16"— 60' 
29—6"  x  3J4"  x  M"  —60' 


Flange  Quality  Steel 
Circles 


Bars 


20—  8 
20—10 


9—  8" 


x  54"    —30'  0" 

x  54"    —30'  0" 

10— 10"  x  5/16"— 30'  0" 

10—11"  x  5/16"— 20'  0" 

x  Vi"    —30'  0" 

x  9/16"— 22'  0" 


10—36"  x  3/8" 
9—44"  x  3/8" 
7-48"  x  3/8" 

1—  44"  x  7/16" 
5-48"  x  7/16" 

2—  61"  x  7/16" 

1—  64"  x  7/16" 

2—  48"  x  1/2" 
2—61"  x  1/2" 
1—67"  x  1/2" 


-10" 


Tees 


10—  1" 

19—154' 

15—  1/2' 
2—2" 
7—2" 

16—  254' 
25—254' 

4—3" 

11—  354' 

17—  4" 
10—4" 

1-454' 

4—5" 

9—5" 


x  1" 
x  154' 
x  154' 
x  2" 
x  2" 
x  254' 
x  254' 
x  4" 
x  4" 
x  4" 
x  4" 
x  354' 
x  3" 
x  4" 


x  1/8" 
x  1/4" 
x  1/4" 
x  1/4" 
x  5/16' 
x  5/16' 
x  3/8" 
x  3/8" 
x  3/8" 
x  3/8" 
x  1/2" 
x  7/16' 
x  1/2" 
x  1/2" 


—25'  0" 

—25'  0" 

—30'  0" 

—30'  0" 

—30'  0" 

—30'  0" 

—30'  0" 

—50'  0" 

—50'  0" 

—50'  0" 

—50'  0" 

—40'  0" 

—50'  0" 

—50'  0" 


24—12"  at 
74—15"  at 


4—2-11/16 
1—2-11/16 
1^1 

2^-1/16 

1—4-1/8 

1—1-1/16 

1^-1/16 

1—4-1/16 

7—5 

1—5 

1—5-1/16 
1—5-1/16 
3—5 
1—5 


Channels 

30  lb.— 60'  0" 
33  lb— 36'  1054" 

Zees 

x  3  x  3/8  —48' 
x  3  x  3/8  —  8' 
x  3-1/16  x  1/4  —25' 
x  3-1/8  x  5/16—23' 
x  3-3/16  x  3/8  —11' 
x  3-1/16  x  1/2  -40' 
x  3-1/16  x  1/2  —41 ' 
x  3-1/16  x  1/2  —11' 
x  3-1/4  x  5/16—60' 
x  3-1/4  x  5/16—15' 
x  3-5/16  x  3/8  —50' 
x  3-5/16  x  3/8  -44' 
x  3-1/4  x  1/2  —50' 
x  3-1/4   x  1/2  —14' 


Office  and  Plant,  New  GlaSgOW,  N.  S. 


Holman  Rock  Drills 

The  All  Steel  Economy  Drill 


DRILLS  AND  PARTS  I]V  STOCK 


MUSSENS  LIMITED 


MONTREAL 

WINNIPEG 

VANCOUVER 


QUEBEC— Pruneau  &  Co. 
TORONTO  -H.  Turnbull  &  Co. 
COBALT  -H.  L.  Usborne 
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We  are  in  a  position  to  make 
Immediate  Delivery 


of  all  kinds  of 


STEEL 
CASTINGS 

100  lbs.  and  heavier 


Send  us  your  next  order 

Dominion  Steel 

Foundry  Co.,  Limited 

HAMILTON        n      m  ONTARIO 


PEERLESS 

a  Money-Maker 


I  f  your  contract 
includes  masonry 
work  or  the  set- 
tiny  of  girders  or 
timbers  you  need 
a  Peerless. 

It  soon  saves  its 
cost  in  labor 
saved. 


Write 
for 
Catalog 


It  is  a  light, 
portable,  inex- 
pensive derrick 
of  1,800  lbs  ca- 
pacity, built  of 
steel  and  malle- 
able iron  with 
bronze  bush- 

s:s. 

Our  1,  2,  and 
3  ton  stiff  leg 
derricks  are 
also  very  popu- 
lar. 


Get  our  prices. 

National  Equipment  Co.,  Limited 

1  Wabash  Ave.,  TORONTO 


The  original  and  only  Elastite  Joint 

was  chosen  as  the  expansion  joint  in  pav- 
ing this  splendid  Philadelphia  thorough- 
fare— Chestnut  Street — with  wood  block. 

No  matter  what  kind  of  street  you 
have  to  lay — wood,  brick,  or  con- 
crete— write  for  samples  and  prices 
of  Elastite — the  joint  that  comes  to 
the  job  prepared — does  away  for- 
ever with  the  troublesome  poured 
joint. 

Address  Elastite  Dept. 

Sandwich  Joint" 

The  Philip  Carey  Company 

TORONTO  MONTREAL 


Economy  in  Large  Capacity 
Deep  Well  Pumping 

A  large  water  supply  from  deep 
wells  is  most  successfully  obtained 
with  "American"  Deep  Well  Turbine 
Centrifugal  Pumps,  because  they  de- 
liver a  remarkably  large  quantity  of 
water  from  a  deep  drilled  well,  main- 
tain high  efficiencies  and  are  reliable 
in  operation.- 

These  pumps  are  made  in  styles  to 
deliver  water  at  the 
surface  or  in  com- 
bination  with  a 
booster  centrifugal 
operating  on  the 
same  shaft  at  the 
surface,  to  produce 
a  pressure  in  the 
mains. 

Pumps  of  this  type 
operate  in  drill  holes 
12  inches  in  diam- 
eter and  larger,  and 
deliver  to  3,000  gal- 
lons of  water  per 
minute. 

Catalog  1352  describes  them. 
Write  for  it. 

The  American  Well  Works 

General  Office  and  Works  :  AURORA,  ILL. 
Chicago  Office  :    First  National  Bank  Building 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  -  Montreal- 

Gorman,  Clancy  &  C.rindley,  Ltd., 

Edmonton  and  Calgarv 
B.C.  Equipment  Co.,       -      Vancouver,  B.C. 
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Suim  Engints 

Sturtevant  Co.  ol  Can.,  Ltd.,  B.  F. 

Sltim  Turbines 

McDougall  Caledonian  Iron  Wki 
Sturtevant  Co.  o(  Can.,  Ltd.,  B.  F. 

Steel 

Hurlington  Steel  Company 
Pominion  Iron  4  Wrecking  Co. 
Hopkins  4  Company,  F.  H. 
Steel  Company  of  I  an.  Ltd. 

Steel  Bart 

Burlington  Steel  Company 
Pominion  Iron  4  Steel  Co. 
Hopkins  4  Company,  F.  H. 
Steel  Company  o(  Can.  Ltd. 

Steel  Castings 

Dominion  Steel  Foundry  Co. 

Steel  Pipe 
Can.  Chicago  Bridge  4  Iron  Wks 

Steel   Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Steel  4  Radiation  Limited 

Stone 

Britnell  4  Company 
Hagersville  Contracting  Co. 
Rogers  Supply  Company 
Sacltville   Freestone  Company 

Structural  Iron  and  Steel 
Burlington  Steel  Company 

Can.  Chicago  Bridge  4  Iron  Co. 
PesMoines  Bridge  4  Iron  Co. 
Pominion   Bridge  Company 
Mackinnon  Holmes  4  Co. 
Manitoba  Bridge  4  Iron  Works 
Maritime  Bridge  Company 
McGregor  4  Mclntyre 
Pitt«hurBh-PesMoines  Steel  Co 
Reid  4  Brown  Structural  Steel  4 

Iron  Works. 
Structural  Steel  Company 


Surveyors'  Instruments 
Heller   4  Brightly 

'  Swinging  Gears 

Pake  Engine  Company 

Tanks  and  Stand  Pipes 

t  an.  Chicago  Bridge  &  Iron  Co. 
Cioold,  Shapley  4  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  4  Iron  Works 
Marsh  4  Henthorn 
McPougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  4  Co. 
Ontario  Wind  Engine  4  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  4  Geognegan 

Testing  and  Inspecting  Bureau 
Hunt  4  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  4  Iron  Co. 
Goold,  Shapley  4  Muir  Co. 

Turnbuckles 

Canadian  Billings    4  Spencer 
Limited 

v*  alves 

Canada  Iron  Foundries 
Gartshore-Tliomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  4  Sons,  T. 
Pittsburgh   Valve,    Foundry  4 

Construction  Company 
Dunlop  Tire  4  Rubber  Co. 


Ventilating  4  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 


Wagons 

Tiffin   Wagon  Company 


Water  Level  Apparatus 

Gent  4  Company 


Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 


Waterproofing  Compound 
Paterson  Mfg.  Company 


Water  Softeners  and  Filters 

Manitoba  Bridge  4  Iron  Works 
Piatt  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  4  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 


Water  Wheels  (Turbine  4  Impulse) 

Piatt  Iron  Works 


Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and  Cutting  Plants 
Prest-O-Lite  Company,  Inc. 


Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  4  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

White  Lead 

Carter  White  Lead  Company 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  4  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood   Pipe  4  Tank 
Company 


Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  4  Tank 
Company. 


Saves  Steel  From  Rust 

One  gallon  of  B-H  Anchor  Graphite  Paint  will  cover  1000  square  feet  of 
metal  surface  with  a  tough,  elastic,  waterproof  film  that  provides  maximum 
protection  from  the  elements. 

B-H  Anchor  Graphite  Paint  contains  the  largest  possible  percentage  of  pure 
Mexican  Graphite,  giving  it  much  greater  protective  strength  than  ordinary 
graphite  paints.  Put  up  in  barrels  or  cans.  Specify  it  wherever  a  high- 
grade  graphite  paint  is  required. 

Other  B-H  Products 
for    Industrial  Use 


Anchor  Iron  Filler, 

for  levelling  up  rough  spots  in  cast- 
ings and  metal  work  before  applica- 
tion of  paint. 

Concrete  Waterproofing 
Cement  Stains  and 
Concrete  Floor  Paints. 


B-H  Anchor  Pure  Red  Lead 

ground  in  oil,  for  all  exposed  iron  and 
steel  surfaces. 

B-H  Durable  Fast  Red  Paints 

for  purposes  where  a  brilliant,  lasting 
red  is  required. 


Write  for  color  chips  and  quantity  prices. 
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This  Shovel  is  in  absolutely  first-class  condition 
and  ready  for  immediate  shipment. 

For  price  apply 

MONTREAL 


W.  FRASER, 


83  Craig  St. 
West, 


Preserves  Roads,  Saves  Expense 

Fiuxphalte  binds  and  hardens  the  surface  of  macadam  roads  making  them  smooth  and  durable  as 
asphalt  pavements.  It  prevents  the  surface  dusting  and  wearing  down  to  the  rock.  It  makes  the 
road  wear  many  years  longer,  thereby  saving  great  expense  in  continuous  road  repairs. 

Send  for  new  illustrated  book.    Free  on  request. 


mm 


miB  fflffiilMKK  F@RH1  reiECM  EAGLE  OIL  C®  Uhrqd 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company 
American  Lead  Pencil  Company 

AmericanxWell  Works  

Anglins  Limited  

Armstrong  Cork  Company  ...  . 
Asphalt  &  Supply  Company  . .  . 
Ault  &  Wiborg  Company  ... 


Dominion  Sower  Pipe  Company  . 

Dominion  W  ire  Rope  Co.  

Dunlop  Tire  &  Rubber  Company 
I  >nnn  \\  ire-Cut  Lug  Brick  Co.  . . 


58 
LS 


Barber,  Frank                                •  •  "><> 

B  C.  Lumber  Commissioner  

Bcatty  &  Sons.  Limited,  M.  . . .  •r> 

Black  Building  Supply  C  ompany  ...  54 

Blair  Company.  B   11 

Boving    Hydraulic    &  Engineering^.*' 

Company    48 

Brandram-Henderson  Co   £4 

Britnell  Company.  Limited   50 

Burlington  Steel  Company   7 


Canada  Cement  Company   2 

Canada  Crushed  Stone  Corporation  11 

Canada  Iron  Foundries  Limited  ...  50 

Canada  Wire  &  Iron  Goods  Co.  ...  55 

Canadian  Billings  &  Spencer  .  . '.   . .'  20 

Canadian  Blower  and  Forge  Co.  . . .  58 
Canadian   Chicago   Bridge    &  Iron 

Company   55 

Canadian  Consolidated  Rubber  Co..  1 

Canadian  Ingersoll-Rand  Co   59 

Canadian    Inspection    and  Testing 

Laboratories                               ...  56 

C  anadian  Office  School  Furniture  Co., 

Canadian  Pipe  Company.  Limited  . .  50 

Carey  Company.  Philip   13 

Carter  White  Lead  

Cast  Stone  Block  &  Machine  Co.  . .'  1!) 

Cement  Gun  Company   

t'hipman  &  Power  .". 

Conduits  Company.  Limited    55 

A   I)   18 

Crushed  Stone.  Limited    50 

Dake  Engine  Company   49 

Darling  Bros.  ...  ...   .. 

Dennis  Wire  &  Iron  Company  .....  46 

DesMoines  Bridge  &  Iron  Works..  57 

Dominion  Concrete  Company  '   4 

Dominion  Engineering  &  Inspection 

Company  .'  *  56' 

Dominion  Iron  &  Steel  Company  . .  .  53 

Dominion  Iron  &  Wrecking  Cp.  ....  18 

Dominion  Paint  Works  ...   : 

Dominion  Steel  Foundry  Co   13 


12     Northern  Crane  Works  ...  . 
Nova  Scotia  Steel  &  Coal  Co. 


Exeter  Mfg.  Company   .  .  .   

Foster,  \\\  I  

Fraser,  W.'   15 

Gartshorc,  John  J.   ...    40 

( "lartshore-Thompson   Pipe  &  Foun- 
dry Company  !   ...   ...  49 

Gent  Company  

Gillis  &  Geoghega'n   54 

Goodwih-Barsby  Company  

Goold,  Shaplcy  &  Muir  Company  . .  55 
Gray  Construction  Co..  John  V  

Haddin  &  Miles  . . .   56 

Hagersville  Contracting  Company  ..  10 

Heller  &  Brightly   18 

Hopkins  &  Company,  F.  H   60 

Hunt  &  Company,  Robert  W   56 

Ideal  Concrete  Machinery  Company 
Inglis  Company,  John    45 

Kerr  Engine  Company,  Limited  ...  51 

Lea.  R.  S   56 

London  Concrete  Machinery  Co   8 

Luxfer  Prism  Company  

MacKinnon  Holmes  &  Company  . . 

Manitoba  Bridge  Works  Co  

Maritime  Bridge  Works  Co.  .v.   ...  12 

Marsh  &''  Henthorn,  Limited   49 

McAvity  &  Sons,  T  

McDougall  Caledonian   Iron  Works 

Company   4 

McGregor  &  Mclntyre   57 

Meaford  Wheelbarrow  Company  ...  55 

Metallic  Roofing  Company    51 

Miller  &  Company,  George  M.  ...  ..  56 

Morrison  &  Company,  T.  A   56 

Mueller  Mfg.  Company,  H  

M.ussens  Limited   12 

National  Equipment  Co   13 

National  Iron  Works   18 

National.  Steel  Car  Company  

Neptune  Meter  Company   49 

Noble.  Clarence  W   19 


48 


Ormsby  Company,  A.  B  

Ontario  Sewer  Pipe  Company   3 

Ontario  Wind  Engine  &  Pump  Co..  51 


Pacific  Coast  Pipe  Company   49 

Paterson  Mfg:  Company   47 

Pedlar  People  ■  

Pelletier  &  Fils,  Edouard  

Pittsburgh-DesMoines  Steel  Co.  ....  57 

Piatt  Iron  Works   50 

Pontifex,  Bryan   56 

Power  &  Son   '. . .  56 

Prest-O-Lite  Company  

Quinlan  &  Robertson  .'   48 

Reid  &  Brown   56 

Ric-wiL  Underground   Pipe  Cover- 
ing Company   46 

Rogers  Limited,  Alfred  

Rogers  &  Company,  F  

Rogers  Supply  Company  

Sackville  Freestone  Company   5 

Sheldons  Limited   55 

Shipman  &  Co.,  Harold  C   56 

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  . .  .  53 
Standard  Underground  Cable  Co.  of 

Canada    .i  

Stark  Rolling  Mill  Company  

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation   12 

Structural  Steel  Company  

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F. 

Tiffin  Wagon  Company  

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   18 

Turnbull  Elevator  Company  


Vancouver  Wood  Pipe  &  Tank  Co.  46 


Waterous  Engine  Works  Co   :10 

Wells  &  Gray,  Limited   17 

Wilson  &  Son,  C.  . . .   •. .  IS 

Wynne-Roberts,  R.  O  ".  .  ; .  .  . .  56 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 


December  27,  1916 


THE   CONTRACT  RECORD 


17 


C.P.R.  Subway,  Yonge  Street,  North  Toronto 


Our  Record  with  the  C.P.R, : 


In  1910  we  built  the  Parkdale  Station,  at  a  cost  of  '.    $12,000.00 

In  1911  we  built  the  Guelph  Station,  at  a  cost  of   21,000.00 

West  Toronto  Car  Shops,  at  a  cost  of   19,500.00 

In  1912  we  built  Jane  Street  Subway,  West  Toronto,  at  a  cost  of   20,500.00 

Runnymede  Road  Subway,  West  Toronto,  at  a  cost  of  .  .  .  19,000.00 

In  1914  we  built  Davenport  Road  Subway,  North  Toronto,  at  a  cost  of  .  .  .  45,000.00 

Spadina  Road  Subway,  North  Toronto,  at  a  cost  of    35,000.00 

Howland  Avenue  Subway,  North  Toronto,  at  a  cost  of....  35,000.00 

Bathurst  Street  Subway,  North  Toronto,  at  a  cost  of.   ..  45,000.00 

Concrete  Retaining  Wall  and  Trestle,  North  Toronto,  cost  22,000.00 

In  1915  we  built  Yonge  Street  Subway,  North  Toronto,  at  a  cost  of   145,000.00 

In  1916  we  built  Ice  House  at  Trenton,  Ont.,  at  a  cost  of   6,000.00 

Fences  at  North  Toronto,  at  a  cost  of   4,000.00 

Station,  Freight  Sheds,  etc.,  Camp  Borden,  at  a  cost  of  ....  45,000.00 

Station  at  Ypres,  Ont.,  at  a  cost  of   3,000.00 

Ticket  Office  at  Union  Station,  Toronto,  at  a  cost  of    2,500.00 


Total  work  done  in  7  years   $480,000.00 


WELLS  and  GRAY,  LIMITED 

ENGINEERS  AND  CONTRACTORS 

Branch  office:  247  Confederation  Life  Bldg. 

Bank  of  Commerce  Bldg.,  ^f\r%r\'KlrT'r\ 
WINDSOR,  ONT.  1  UKUIN  1  U 
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How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? i 

H&B  Transits  and  Levels 

"  Mathematically  Precise" 

Air  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

1120  Spring  Garden  Street 
PHILADELPHIA,  PA., "Since  1870" 


HELLER  &  BRIGHTLY, 


IMMEDIATE  SHIPMENT 

FROM  STOCK 


Rib  Bar 

We  have  a  good  stock  of  all   sizes  of 

Rib  Bars, 
Trussed  Bars 

and  other  products  for  reinforcing- 
concrete. 

Get  our  quotation  before  purchasing 

TRUSSED  CONCRETE 
STEEL  CO. 

OF  CANADA,  LIMITED 

WALKERVILLE,  ONT. 

Montreal       -       Toronto       -  Winnipeg 


WILSON  SCALES 

ARE 

GOOD  SCALES 

We  manufacture  all  styles.  —  Write  us  for  prices. 

C.  Wilson  &  Son 

71  Esplanade  St.  East  TORONTO 


Dealers  in 

Scrap  Iron,  Steel 
and  Metals 

Railway  Equipment,  Rails 
and  Machinery 

Dismantlers  of  Bridges,  Plants, 
Steamers,  Mills 

Dominion  Iron  &  Wrecking 

Company,  Limited 


General  Offices : 

Transportation  BIdg.,  MONTREAL 


Quebec 


St.  John  N.B. 


Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  j— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 
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Granite  Veneered  Cement  Blocks 


By  our  Cast  Stone  System  you  can  make  waterproof  hollow  cement  building  blocks  with  granite  veneered  facing, 
either  rock  or  smooth,  at  no  greater  cost  than  for  an  inferior  product  made  by  any  other  method. 

We  can  eliminate  cement  block  competition  in  your  territory  for  you.  Our  new  multiple  moulds,  together  with 
new  patented  ideas  in  Cement  Block  Construction,  are  revolutionizing  the  industry.  They  are  enlarging  the  uses  of 
this  building  material.    They  are  proving  big  money-makers  for  contractors  wherever  introduced. 

Write  for  big  free  catalogue  to-day,  giving  complete  details  of  construction  and  price  of  equipment. 

Cast  Stone  Block  &  Machine  Co.,  Ltd.,  "tEE"  Windsor,  Ont. 


A  TEST 


Take  two  bundles  of  metal  lath,  one  of  the  ordinary  kind,  and  one  of 


Throw  them  both  off  a  wagon,  letting  each  bundle  strike  on  its  corner.  The  corner  of  the 
ordinary  lath  will  crumple  up.  The  corner  of  the  Herringbone  bundle,  consisting  of  twenty  sel- 
vage strips  wired  together,  will  not  be  affected. 

Now  let  a  lather,  paid  by  piece  work,  erect  each  bundle.  He  will  lap  the  sides  of  the  ordinary 
lath  three  inches  in  order  to  cover  the  damaged  corner.  The  Herringbone  lath  will  cover, 
yard  for  yard,  just  as  it  is  invoiced. 

This  one  feature  alone  justifies  the  trifling  increase  in  the  cost  of  Herringbone  lath.  The 
copper  alloy  feature,  which  eliminates  the  corrosion  danger,  is  free. 

The  Herringbone  rib  and  twisted  filament,  which  saves  plaster,  and  the  Herringbone  superior 
rigidity,  which  saves  studs, — these  are  profit. 

Clarence  W.  Noble         -         General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 

Limited 

Welland,  Ontario 


WATEROUS 


SPLIT 
BASE 


PUMPS 


¥  For  Industrial  Service 

VVaterous  Pumps  are  built  in  sizes  up  to 
14-inch  discharge  opening,  with  capa- 
city of  from  120  to  7,000  gallons  per 
minute. 

In  Horizontal  and 
Vertical  Types 

Built  for  belt,  motor  or  engine  drive 

They  will  handle  foaming,  non-foam- 
ing and  precipitating  liquids,  pulp  stuff 
and  water  containing  up  to  20  per  cent, 
suspended  matter. 

-N  i  l  AL  FEATURES— Split  bronze, 
packing  glands,  reversible  barrel  and 
runners,  extra  large  bearings.  Great 
strength  and  simplicity  distinguish 
these  pumps.    No  matter  what  kind  of 

work  yOU  are  doing  we  have  the  right  pump  and  the  best  pump  for  turbing  the  foundation.  This  is  of  great  benefit  when  pump 
yOUr  WOrk  's  set  ltl  C011crete  or  when  the  suction  flange  is  placed  close, 

CATALOGUE  ON  REQUEST  No.  200. 


NOTICE  THE  SPLIT  BASE! 

This  is  a  special  Waterous  feature.  It  permits  the  work- 
ing parts  to  be   lifted  bodily  from  the  base   without  dis- 


wall   where  access  is  difficult. 


The  Waterous  Engine  Works  Co.,  Limited,  Brantford,  Canada 
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Published  Each  Wednesday  by 

hugh  c.  Maclean,  limited 

HUGH  C.  MacLEAN,  Winnipeg,  President. 
THOMAS  S.  YOUNG,  General  Manager. 
HEAD  OFFICE  -  347  Adelaide  Street  West,  TORONTO 
Telephone  A.  2700 

MONTREAL  -  Telephone  Main  2299  -  119  Board  of  Trade 
WINNIPEG  -  Telephone  Garry  856  -  302  Travellers'  Bldg. 
VANCOUVER  -  Tel.  Seymour  2013  -  Winch  Building 
NEW  YORK  -  Tel.  3108  Beekman  -  1123  Tribune  Building 
CHICAGO  -  Tel.  Harrison  5351  -  1413  Gt.  Northern  Bldg. 
LONDON,  ENG.    -   -  16  Regent  Street  S.W. 

SUBSCRIPTION  RATES 
Canada  and  Great  Britain,  $2.00.    U.  S.  and  Foreign,  $3.00. 
Single  copies  10  cents 

Authorized  by  the  Postmaster  General  for  Canada,  for  transmission 
as  second  class  matter. 

Entered  as  second  class  matter  July  18th,  1914,  at  the  Postoffice  at 
Buffalo,  N.  Y.,  under  the  Act  of  Congress  of  March  3,  1879. 
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Exchanging  Equipment  on  a  Rental  Basis 

IN  this  column  we  recently  commented  upon  the 
decision  of  the  Montreal  Builders'  Exchange  to 
deduce  a  plan  for  exchanging  on  a  rental  basis, 
the  surplus  plant  of  contractors.  The  advantages 
of  a  scheme  of  this  nature  in  solving  some  of  the  com- 
plexities pertaining  to  present  methods  are  very  evi- 
dent. The  prevalent  dullness  of  building,  with  the 
consequent  tying-up  of  vast  amounts  of  capital  in 
machinery  and  equipment,  lias  added  weight  to  the 
idea  of  what  might  be  called  a  clearing  house  for  con- 
tractors' plants.  The  mutual  benefits  that  would  ac- 
crue would  make  an  exchange  proposition  worth  while 
and  the  obviation  of  enforced  idleness  would  mean  a 
depreciation  account  with  some  operating  results  to 
Offset  it,  rather  than  the  writing  off  of  large  percent- 
ages with  nothing  to  show. 

To  the  small  contractor,  for  whom  the  carrying  of 
a  large  plant  would  prove  an  unnecessary  and  irk- 
some burden,  a  pooling  of  equipment  would'  he  a  boon 
that  would  enable  him  to  operate  profitably  and  ecotl 
omically. 


The  Montreal  Builders'  Exchange  has  been  especi- 
ally active  in  fostering  the  scheme,  and  we  believe  the 
matter  might  well  be  taken  up  by  other  interests..  The 
special  committee  which  the  Exchange  appointed 
to  consider  the  value  of  the  project  and  to 
draw  up  details  of  its  operation  has  just  reported  on 
the  subject.  The  formation  of  a  permanent  bureau  is 
recommended,  the  commission  to  the  Exchange  for 
renting  or  sale  of  plant  being  fixed  at  5  per  cent.  The 
secretary  is  to  obtain  a  standard  rental  or  sale  form 
to  be  used  on  all  transactions.  Members  of  the  Ex- 
change are  asked  to  send  in  lists  of  their  plant  which 
they  are  willing  to  rent  or  sell,  these  lists  or  changes 
to  be  submitted  monthly.  When  the  lists  are  completed 
a  standard  charge  for  various  pieces  of  machinery  will 
be  arranged  and  listed  so  that  there  will  be  uniformity 
in  this  respect.  All  matters  or  questions  arising  in  this 
connection  or  any  disputes  are  to  be  settled  by  a  stand- 
ing committee  appointed  to  supervise  the  operations 
of  the  bureau,  and  their  decision  must  be  binding  on  the 
members  concerned. 

The  value  of  this  agreement  must  be  judged  from 
the  results,  but  there  can  be  little  doubt  that  the 
operations  will  prove  justifiable  and  pave  the  way  for 
other  builders'  organizations  to  follow. 

More  especially  does  the  suggestion  appeal  to  us 
at  this  time,  when  the  matter  of  conservation  is 
the  basic  principle  of  our  national  organization.  Na- 
tional service,  if  it  be  service,  must  obviate  wasted 
efforts.  There  is  a  call  for  mobilization  of  resources, 
and  every  form  of  industry,  from  the  country's  great- 
est manufacturing  establishment,  to  the  humblest  con- 
tracting business,  must  be  made  to  fit  in  with  a  gen- 
eral scheme  of  things  that  is  to  result  in  extracting 
the  fullest  co-operation  from  the  facilities  at  hand.  The 
formation  of  a  clearing  house  opens  the  way  for  a  bet- 
ter appreciation  of  the  necessity  of  concentrating  our 
resources  on  the  needs  of  state  and  of  placing  our  facili- 
ties at  the  disposal  of  others  who  may  need  them,  in 
this  way  economizing  in  both  material  and  money. 


The  Importance  of  Town  Planning 

MR.  Thomas  Adams,  town  planning  advisor  to 
the  Conservation  Commission,  addressed  the 
members  of  the  Montreal  Builders'  Exchange 
at  a  luncheon  held  on  December  14.  One  of 
the  main  points  emphasized  was  the  necessity  for  ar- 
teries in  any  town  planning  scheme.  It  would,  said 
Mr.  Adams,  be  futile  to  lay  out  a  scheme  for,  say, 
Montreal,  without  taking  into  consideration  the  ques- 
tion of  arteries  leading  off  the  main  highways  or  boule- 
vards. More  attention  to  light  and  air  is  necessary, 
while  it  is  also  desirable  to  consider  the  possibility  of 
cheapening  building,  in  order  that  the  artisan  class 
may  the  more  readily  build  or  purchase  their  own 
houses.  One  advantage  of  a  town  planning  scheme 
is  that  it  conduces  to  beautiful  surroundings,  thus  at- 
tracting population  and  inducing  men  with  artistic 
tastes  and  with  an  appreciation  of  healthful  and  com- 
fortable environments  to  settle  in  a  town.  For  these 
reasons  Mr.  Adams  urged  the  Builders'  Exchange 
to  support  the  proposed  town  planning  Bill  for  the 
I  rovmce  of  Quebec.  Mr.  James  Ballantyne,  of  Mont- 
real \\  est  ;  Alderman  Shephard,  of  Westmount ;  Mr 
A.  (  hausse,  building  inspector  of  Montreal;  Mr  '  Ew- 
mg,  of  the  C.  I'.  R.,  and  Mr.  J.  P.  Anglin,  spoke  in  sup- 
port ot  this  measure.  Mr.  Chausse  pointed  out  the 
necessity  for  a  comprehensive  building  code  for  Mont- 
real ;  at  present,  owing  to  the  annexation  of  outlying 
municipalities,  different  codes  were  in  force,  naturallj 


THK    CONTRACT    K K C ORD 


December  27,  191C 


making  foi  confusion  in  the  building  by-laws.  Mr. 
Ewing  advocated  the  allocation  of  a  given  district  for 
the  concentration  of  all  factories,  which  in  Montreal, 
RS  in  other  places,  would  mean  economy  in  the  matter 
of  transportation. 


The  Clay  Products  Convention 

Che  Canadian  National  Clay  Products  Association 
will  meet  in  convention  in  the  Royal  Connaught 
Hotel.  Hamilton,  on  January  23,  24,  25,  1917.  A  very 
attractive  entertainment  programme  has  been  pro- 
vided in  addition  to  comprehensive  list  of  papers  and 
addresses  to  be  presented  by  prominent  members  of 
this  association.  There  will  also  be  papers  by  we.ll- 
known  clay  products  men  from  the  United  States. 
The  following  list  will  give  a  general  idea  of  the  mat- 
ters to  be  discussed: — 

Clays  in  the  vicinity  of  Hamilton,  by  Joseph  Keele, 
B.Sc,  chief  engineer,  Ceramics  Dept.,  Mines  Branch, 
( )ttawa. 

La,bor-saving  dev  ices  in  soft  mud  brick  yards  (il- 
lustrated), by  J.  F.  Aten,  of  the  Arnold-Creger  Com- 
pany, New  London,  Ohio. 

Che  practical  application  of  pyrometers  to  the  burn- 
ing of  wares,  by  J.  P.  Goheen,  of  the  Brown  Instru- 
ment Company,  Philadelphia,  Pa. 

Soft  mud  brick,  by  W.  H.  Freeborn,  Brantford. 

Burning  by  pyrometers  versus  burning"  by  guess, 
by  James  De  Von,  of  the  Thwing  Instrument  Com- 
pany, Toronto. 

Clay  products  and  standardizing  their  use,  by  E.  H. 
Darling,  Hamilton. 

Technical  education,  by  George  L.  Sprague,  Prin- 
cipal of  the  Hamilton  Technical  and  Arts  School. 

Success  in  a  one-horse  tile  yard,  by  John  T.  Miner, 
Kingsville,  Ont. 

Burning  tile  with  natural  gas,  Aaron  Hill,  Essex, 
Ont. 

Burning  clay  ware  in  producer  gas  fired  kilns,  by 
A.  F.  Greaves-Walker. 

An  illustrated  talk  will  also  be  given  by  Jack  Miner 
on  "The  value  and  intelligence  of  our  birds."  Mr. 
Loomis,  of  Sherbrooke,  has  also  promised  to  be  present 
and  address  the  meeting.  Mr.  A.  F.  Greaves  Walker 
will  conduct  the  question  box. 


Civic  Improvements  at  Brockville,  Ont. 

In  the  report  of  the  Works  Committee  of  Brock 
v  ille.  Ont.,  to  the  city  council,  a  number  of  interesting 
items  are  mentioned.  In  the  matter  of  garbage  collec- 
tion, a  reduction  was  made  in  the  number  of  collectors 
engaged  in  the  work  through  a  readjustment  of  the 
routes  covered,  with  a  consequent  saving  in  expense, 
but  without  decrease  in  efficiency.  The  only  perman- 
ent pavement  constructed  this  year  was  on  Court 
Hou.-e  Avenue,  where  vitrified  brick  was  laid,  the 
wire-cut  lug  (hillside)  type  being-  used.  This  pave- 
ment was  constructed  in  accordance  with  the  latest 
specifications  and  consisted  of  a  Portland  cement  con- 
crete base  and  cement  sand  bed,  instead  of  the  sand 
and  brick  grouted  with  cement  grout.  The  concrete 
curb  for  the  centre  boulevards  wras  all  reinforced, 
adding  materially  to  the  strength  and  eliminating  con- 
traction cracks  to  a  great  extent.  Work  has  been  start- 
ed on  tarvia  roadways  on  Bethune  Street  from  the 
St.  Lawrence  River  to  Pearl  Street,  the  necessary 

:  m  drains  having  been  put  in,  together  with  nearly 


all  the  necessary  catch  basins.  Granolithic  sidewalks 
have  been  constructed  on  Brock  Street  and  Bartho- 
lomew Street,  the  approximate  length  being  1,450  feet. 
\  sanitary  sewer  was  constructed  on  Pine  Street, 
from  Garden  Street  to  a  point  about  165  feet  westerly, 
and  a  sanitary  sewer  and  storm  drain  are  now  under 
construction  on  Emma  .Street. 

The  system  of  sewerage  and  storm  drains  for  the 
north  eastern  section  of  the  town,  north  of  the  Grand 
Trunk  Railway  tracks,  which  was  under  construction 
at  the  close  of  last  year,  was  completed.  This  sys- 
tem consists  of  sanitary  and  storm  sewers  on  Ormond 
Street  from  Sophia  Street  to  Central  Avenue;  sanitary 
sewer  on  Sophia  Street,  from  Qrtnond  Street  to  Park 
Street,  and  a  sanitary  sewer  on  Park  Street  to  Charles 
Street.  In  addition  to  the  above  -work  there  was  also 
constructed  in  connection  with  this  system,  an  inverted 
syphon  to  carry  the  sewage  under  Butler's  Creek,  a 
concrete  collecting  tank  and  pump  well  with  wooden 
superstructure;  in  the  pump  well  there  are  two  motor- 
driven  direct  connected  vertical  centrifugal  pumps, 
i  iperated  by  float  switches.  These  pumps  lift  the  sew- 
age from  the  collecting  tank  through  a  6-inch  cast 
iron  force  main  to  the  manhole  at  the  corner  of  Charles 
and  Park  Streets,  at  w  hich  point  it  flows  into  the  Park 
Street  Sewer.  In  connection  with  this  system  there 
was  laid  1,745  lineal  feet  of  6-inch  tile  sewer,  2,39<S 
lineal  feet  of  9-inch  tile  sewer,  360  lineal  feet  of  12-inch 
tile  sewer,  and  890  feet  of  6-inch  cast  iron  pipe.  The 
total  length  of  sewers  under  construction  at  the  end 
of  last  year  and  completed  this  year,  together  with 
those  completed  this  year,  amount  to  a  total  of  2,800 
lineal  feet. 


The  Annual  Meeting  of  the  Manitoba 
Branch,  C.S.C.E. 

At  the  annual  meeting  of  the  Manitoba  Branch  of 
the  Canadian  Society  of  Civil  Engineers,  which  was 
held  on  Thursday  evening,  December  7th,  the  follow- 
ing officers  were  elected  for  next  year: — Chairman,  W. 
L.  Mackenzie ;  secretary-treasurer,  A.  W.  Smith ;  ex- 
ecutive committee,  J.  C.  Holden,  H.  W.  McLeod,  and 
M.  V.  Sauer;  auditors,  T.  L.  Roberts  and  B.  S.  Mc- 
Kenzie;  committee  on  Papers  and  Discussions,  E.  T. 
Spidy,  G.  L.  Guy,  and  D.  L.  McLean;  committee  on 
Research  and  Investigation,  E.  Brydone-Jack,  J.  A. 
Douglas,  and  T.  L.  Roberts ;  committee  on  Library 
and  Trade  Publications,  J.  C.  Holden,  M.  C.  Hendry, 
and  J.  A.  Heaman. 

Prof.  M.  A.  Parker  was  the  speaker  of  the  even- 
ing, and  gave  a  paper  on  "Air  Pollution,"  which  was 
most  interesting.  Although  Winnipeg"  is  relatively 
free  from  the  smoke  nuisance,  the  speaker  advised  his 
hearers  to  take  warning  from  the  amount  of  smoke 
in  some  cities  and  not  let  Winnipeg  become  blackened 
in  a  similar  way  if  this  district  becomes  the  manufac- 
turing centre  that  is  hoped  for  by  her  citizens.  En- 
ormous quantities  of  smoke  are  vomited  forth  on  Lon- 
don, Pittsburgh,  and  other  cities,  and  if  we  are  to 
prevent  such  a  tendency  in  Winnipeg  the  speaker  felt 
that  very  serious  consideration  would  have  to  be  given 
to  the  subject. 


It  is  officially  announced  that  Canadian  Vickers, 
Limited,  are  enlarging  their  shipbuilding  plant  at 
Maisonneuve,  P.  Q.,  by  adding  a  berth  500  x  128  and 
another  400  x  100  feet.  This  will  provide  for  the  con- 
struction of  vessels  of  12,000  tons.  The  company  have 
considerably  added  to  the  original  plant,  and  are  now- 
very  busy  on  war  and  general  shipping  orders. 
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The  Ottawa  River  Storage  Scheme 

What  Has  Already  Been  Done  Towards  a  Conservation  of  the  Power 
Resources  of  the  Ottawa  Watersheds— Engineering  and  Contracting  Features 


FROM  a  recent  report  of  the  Minister  of  Public 
Works,  on  the  Ottawa  River  Storage,  covering 
the  year  1915,  we  are  reproducing  a  number  of 
illustrations  showing  the  dams  that  have  been 
built  to  provide  storage  basins  in  the  upper  Ottawa 
watershed.  This  storage  scheme  had  its  inception 
some  years  ago  in  connection  with  a  maintained  flow 
of  water  for  the  Chaudiere  powers  at  Ottawa.  The 
Chaudiere  fall  is  the  only  one  of  a  number  on  the 
Ottawa  river  that  is  used  for  the  development  of 
power  and  at  certain  times  of  the  year  a  shortage  of 
water  was  experienced  that  interfered  considerably 
with  the  power  output.  The  tributaries  of  the  Ottawa 
river  which  supply  the  water  discharge  rapidly,  leav- 
ing but  little  ground  water  in  their  watersheds  for 
the  summer's  supply.  To  make  provision  for  the  de- 
velopment of  power,  not  only  at  the  Chaudiere  fall  at 
Ottawa,  but  at  other  points,  some  time  in  the  future, 
the  scheme  of  providing  storage  basins  was  projected 
and  actively  pushed  between  1904  and  1908,  when  con- 
struction was  decided  upon. 

The  first  idea  was  to  build  eight  or  ten  dams  of 
comparatively  low  height  at  the  outlets  of  various 
lakes ;  they  were  to  be  of  wooden  cribwork,  similar 
to  those  built  throughout  the  country  by  lumbermen, 
with  weirs  closed  by  stoplogs.  Extended  investiga- 
tion, however,  showed  that  better  results  would  be  ob- 
tained by  confining  the  work  to  the  three  large  lakes, 
Quinze-Expanse,  Timiskaming  and  Kipawa,  each  over 
100  square  miles  in  area,  and  into  which  large  water- 
sheds drained. 

It  was  therefore  decided  to  build  concrete  struc- 
tures of  considerable  height  and  secure  as  deep  stor- 


ing dam  was  begun  in  May,  1909,  and  completed  Aug- 
ust. 1912.  The  cost  will  be  nearly  $500,000.  The  to- 
tal length  of  dam  is  1,600  feet,  the  height  25  feet,  and 
the  flood  flow  through  sluice-ways  100,000  cubic  feet 
per  second,  several  times  more  than  through  the  As- 
suan  dam,  Egypt.  To  avoid  excessive  inundation,  ar- 
rangements were  made  to  deepen  and  widen  the  out- 
let of  the  lake,  and  thus  tap  lower  layers  of  the  reser- 
voir. 

The  Kipawa  river  dam  at  the  north  end  of  Kipawa 
lake,  was  begun  November,  1910,  and  completed  May, 
1911,  at  a  cost  of  $62,000.  The  Gordon  Creek  dam  at 
the  south  end  of  the  lake  was  begun  October,  1911, 
and  completed  May.  1('12,  at  a  cost  of  $42,000.  Land 
damages  are  roughly  estimated  at  $0,000,  and  the  to- 
tal expenditure  will  be  $110,000.  In  1911,  the  partial 
storage  given  off  from  Kipawa  reservoir  helped  to 
avoid  the  recurrence  of  extreme  low  water  and  con- 
sequent trouble  with  the  domestic  supply  at  Ottawa 
city. 

Work  on  the  Quinze  dam  was  begun  August,  1911. 
It  was  finished  in  October,  1914,  but  no  storage  was 
available  for  that  autumn.  Damages  to  timber  limits 
by  flooding  are  difficult  to  estimate,  but  the  23,000 
acres  affected  may  be  placed  at  $70,000,  and  the  total 
cost  would  then  be  about  $500,000  for  this  reserve.  The 
dam  is  a  rock-fill,  over  a  mile  long,  with  sixteen  regu- 
lating sluices  capable  of  passing  flood  flow. 

The  total  cost  of  all  dams  is  estimated  at  $1,100,000. 

Results  of  Storage 

Although  the  results  are  still  very  incomplete,  the 
efficiency  of  the  storage  reservoir  has  alreadv  indicated 


The  Quinze  dam,  a  part  of  the  Ottawa  storage  scheme,  showing  con:rete  sluiceways  and  log  pass  with  rock-fill  at  right.     This  structure 
was  so  located  as  to  be  built  without  cofferdam,  and  the  water  raised  after  its  completion 


age  as  possible  upon  each  of  these  three  lakes.  The 
raised  surface  for  these  reservoirs  was  sharply  limited 
by  damage  to  property  which  was  rapidly  increasing 
in  value  owing  to  the  exploitation  of  Cobalt  and  other 
mining  areas. 

The  Three  Dams 

The  accompanying  map  illustrates  the  location  of 
the  various  elements  of  this  scheme.    The  Timiskam- 


itself.  In  April,  1913,  the  spring  break-up  was  very 
early,  with  the  result  that  the  Madawaska  and  other 
south  tributaries  of  the  Ottawa  discharged  rapidly, 
leaving  but  little  ground  water  in  their  wastersheds 
for  the  summer's  supply.  The  ensuing  rainfall  was 
very  scant,  in  fact  the  period  from  April  to  September, 
inclusive,  showed  only  14  inches  precipitation,  the  low- 
est since  1906.    Timiskaming  reservoir  filled  quickly 
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and  remained  full  with  surplus  water  running  out 
until  the  end  of  June,  from  which  time  it  was  neces- 
sary to  draw  steadily  on  the  storage  till  the  middle 
of  October,  when  7  feet  had  been  taken  off,  and  navi- 
gation interests  began  to  complain. 

Kipawa  reservoir  was  also  drawn  down  about  7 
feet  when  navigation  was  affected  in  a  peculiar  man- 
ner, as .  the  raised  level .  had  allowed  of  going  into 
bays  formerly  never  approached,  but  to  which  access 
now  became  a  vested  right.  There  was  also  difficulty 
in  loading  steamboats  from  the  wharfs  when  the  sur- 
face lowered  7  feet. 

The  benefits  of  storage  were  shown  by  an  increased 
navigation  depth  on  both  Kipawa  and  Timiskaming. 
At  points  lower  down  the  river  also,  there  was  a  foot 
or  more  better  depth  than  in  former  dry  years. 

Greater  Flow  Over  Falls 

The  second  series  of  benefits  consisted  of  the  in- 
creased amounts  of  water  passing  over  the  various  falls 
along  the  Ottawa  river.  At  present  only  the  Chaudiere 
fall  at  Ottawa  is  developed,  and  when  the  flow  is  less 
than  20,000  c.f.s.,  the  various  powers  experience  short- 
age, but  at  30,000  c.f.s.,  all  have  sufficient  water,  labor 
is  constantly  employed,  and  the  municipal  requirements 
for  light  and  transportation  are  easily  met. 

In  1913,  the  flow  at  Ottawa  diminished  to  20,000 
c.f.s.  about  the  middle  of  August,  but  instead  of  falling 
below  this  it  was  maintained  at  about  that  figure  till 
autumn.  This,  too,  although  the  autumn  rains  were 
delayed  till  the  end  of  October,  after  which  there  was 
an  abundant  supplv  during  January,  February,  and 
March,  1914. 

The  Timiskaming  Reservoir 

The  detailed  description  of  Timiskaming  reservoir 
will  be  taken  up  first.  It  consists  of  the  lake  of  that 
name,  which  has  an  area  of  over  100  square  miles 
and  is  navigable  for  steamboats  for  70  miles  from  Tim- 
iskaming station,  Canadian  Pacific  Railway,  to  North 
Timiskaming.  This  lake  is  a  rift  in  the  granite  plateau 
filled  by  the  Ottawa  river  through  the  Quinze  rapids 
and  emptying  through  another  rapid  portion  of  the 
Ottawa  extending  38  miles  from  Timiskaming  to 
Mattawa. 

Upon  this  reservoir  area  15  feet  in  depth  of  an  avail- 
able storage  is  held  by  the  Timiskaming  dam  consist- 
ing of  20-odd  weirs  with  concrete  piers  between,  each 
weir  being  closed  as  desired  with  stoplogs.  The  stor- 
age can  easily  be  accumulated  from  the  8,000  square 
miles  of  drainage  area  above  and  the  11,000  square 
miles  of  local  basin. 

The  concrete  weirs  at  the  outlet  were  begun  in 
May,  1909,  and  the  dam  was  put  into  operation  Aug- 
ust, 1912.  The  total  length  of  the  dam  is  1,600  feet 
with  20-odd  regulating  weirs  capable  of  discharging 
a  flood  flow  of  100,000  c.f.s.  A  small  island  in  the  mid- 
dle of  this  river  at  the  location  of  the  dam  provides  two 
channels,  the  east  one  being  the  Quebec  channel  and 
the  west  one  the  Ontario  channel.  In  each  a  dam 
was  built. 

Winter  Difficulties 

The  construction  of  the  Quebec  channel  dam,  dur- 
ing the  winter  of  1912,  was  hampered  by  an  unremit- 
ting fight  against  water  during  very  cold  weather. 
Anchor  ice  formed  in  quantity  at  the  mouth  of  Gor- 
don creek,  300  feet  down  stream  from  the  dam,  and 
the  penned-up  water  threatened  to  overtop  the  lower 
cofferdam.  The  coal  supply  for  steam  machines  was 
constantly  running  low  and  the  pumps  and  other  ma- 
chinery became  frozen  despite  constant  care. 


The  filling  of  the  cut-off  trench  with  concrete  was 
a  very  serious  undertaking,  especially  in  its  western 
half,  where  the  water-saturated  sand  caved  in  to  an 
alarming  extent.  After  the  sluices  had  been  com- 
pleted and  as  much  riprap  as  possible  was  laid  along 
each  shore  as  a  protection  against  the  current,  the 
cofferdam  was  then  blown  out  both  above  and  below 
the  work  as  far  as  the  rapidly  rising  water  admitted. 

To  avoid  excessive  inundation  of  property  and  still 
obtain  a  great  volume  of  storage  water,  the  design  con- 
templated the  widening  and  deepening  of  Timiskam- 
ing outlet. 

About  4,000,000  pieces  of  timber,  mostly  sawlogs 
and  pulp  wood  float  past  Timiskaming  every  year, 
so  a  timber  pass  with  heavy  booms  forming  a  funnel 
approach  was  constructed  and  has  given  satisfaction. 

Log-Lifting  Machine 

For  removing  and  placing  the  stoplogs  in  the  sluice- 
ways a  lifting  machine  consisting  of  two  40-foot  spuds 
with  rack  attachment  was  set  up.  It  is  driven  by  a 
10-h.p.  Dake  steam  engine  connected  by  gearing  to 
pinions  that  mesh  into  the  spud  racks.  The  log-lifting 
machine  has  given  fair  satisfaction,  but  an  accident 
during  a  rise  twisted  one  spud,  a  9  by  9  I-beam,  and 
the  dam  was  without  lifting  machine  for  several  days. 
J  land  winches,  which  are  held  in  reserve,  sufficed  to 
take  out  enough  stop-logs  to  pass  the  flood,  but  the 
surface  stood  nearly  a  foot  above  regulated  level  for 
some  days.  The  engagement  of  the  lifting  spud  with 
the  lower  stoplogs  when  a  heavy  current  is  passing 
through  the  sluiceway  presents  constant  dangers  and 
difficulties. 

A  new  lifting  apparatus  capable  of  raising  all  the 
logs  fastened  together  as  one  gate  has  been  designed, 
and  detail  structural  plans  prepared.  The  cost  would 
approach  $50,000,  so  its  construction  has  been  deferred 
for  the  present. 

Several  attempts  have  been  made  to  remove  parts 
of  the  cofferdam  with  explosives,  but  although  the 
wooden  cribwork  is  easily  blown  apart,  there  is  little 
effect  upon  the  stone  filling.  The  dredge  was  brought 
down  but  was  unable  to  remove  the  material,  owing 
to  the  strong  current. 

Wash-outs  on  Timiskaming  Dam 

A  very  serious  wash-out  below  the  Ontario  sluice- 
ways of  Timiskaming  was  discovered  in  July,  1913, 
after  the  spring  freshet  had  subsided.  On  the  25th  of 
April,  a  critical  examination  was  made  below  the 
dam,  but  no  scour  of  any  consequence  had  then  taken 
place.  Between  April  and  July,  however,  the  lower 
apron,  a  concrete  slab  1  foot  thick,  extending  400  feet 
across  the  channel  and  50  feet  downstream,  was  broken 
up  and  carried  away  for  a  length  of  200  feet.  The 
river  bottom  was  scoured  out  20  feet  below  grade  for 
a  distance  of  about  100  feet,  and  at  200  feet  the  erosion 
was  fully  5  feet  deep. 

Why  the  river  bottom  was  not  scoured  out  during 
the  two  previous  summers,  that  this  part  of  the  dam 
had  been  in  operation  is  impossible  to  say.  No  exca- 
vation was  done  during  the  past  two  years  down- 
stream, but  the  channel  upstream  was  enlarged  during 
the  last  summer  and  many  larger  boulders  were  loosen^- 
cd  by  the  steam  shovel.  Possibly  the  strong  current 
of  the  spring  freshet  may  have  carried  boulders  bounc- 
ing through  the  sluices,  which  cracked  the  lower  apron 
'  >n  the  other  hand,  the  vertical  back  swirl,  due  to  the 
heavy  sheet  of  water,  may  have  broken  through  the 
hardpan  layer  and  washed  out  the  sand  and  travel 
beneath. 

To  make  repairs,  it  was  necessary  to  first  place  all 
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the  stoplogs  in  the  Ontario  sluiceways  and  then  to 
-launch  them  tight  with  plank  sheeting  and  canvas 
curtains.  A  quarry  was  then  opened  near  the  Ontario 
end  of  the  dam,  and  the  broken  rock  was  deposited 
in  the  scoured-out  portion  of  the  river  bed. 

The  scour  also  extended  underneath  the  concrete 
floors  of  the  sluiceways,  and  this  had  to  be 
filled  with  concrete  deposited  through  water  10 
to  20  feet  in  depth.  Every  precaution  was  taken 
against  leakage  to  prevent  currents  that  might  wash 
away  the  cement.  The  concrete  was  deposited  through 
a  tremie,  and  the  mixture  was  made  very  wet,  so  it 
would  flow  as  far  as  possible  into  the  cavity. 

On  June  14th,  1914,  a  wash-out  occurred  beneath 
the  island  end  of  the  Quebec  sluices  at  Timiskaming 


dam,  and  a  hole  15  feet  deep  was  scoured  in  the  river 
bottom.  Three  of  the  concrete  piers  dropped  down, 
completely  wrecking  four  sluiceways,  or  about  100 
feet  in  all  of  the  dam. 

1 1  was  decided  to  sacrifice  the  four  sluice  openings 
and  fill  the  break  with  a  loose-rock  embankment  to 
the  full  height  and  width  of  the  roadway.  It  is  allow- 
able to  close  these  openings  because  the  provision  has 
always  been  found  very  ample,  and  the  completion 
of  Quinze  dam  now  admits  of  controlling  and  lessen- 
ing the  peak  of  the  spring  floods. 

The  cause  of  this  wash-out  will  always  remain  un- 
certain, but  a  leak,  or  piping,  as  it  is  called,  must  have 
occurred  through  the  treacherous  soil  either  beneath 
the  piers  or  in  rear  of  island  abutment. 

The  Quinze  Reservoir 

Quinze  reservoir  consists  of  lakes  Expanse  and 
Quinze,  navigable  for  60  miles,  and  totaling  120  square 
miles  in  area,  upon  which  a  depth  of  20  feet  can  eventu- 
ally be  stored.  The  watershed  area  tributary  to  this 
reservoir  is  about  8,000  square  miles. 

The  dam  is  a  rock-fill,  over  a  mile  long,  with  six- 
teen regulating  sluices,  situated  about  the  central  part, 
closed  with  stoplogs,  and  capable  of  passing  the  flood 
flow.  It  was  located  and  designed  in  1910,  and  the 
foundation  of  the  sluiceways  was  completed  in  March, 
1912.  Owing  to  the  condition  of  the  summer  roads, 
little  could  be  done  on  the  completion  of  the  concrete 
sluiceways  and  the  rock  work,  but  operations  com- 
menced in  September,  1912.  Some  clearing  and  grub- 
bing was  done  and  the  excavation  of  a  bank  seat  trench 
commenced  on  the  north  side  of  the  river.  During  the 
winter  of  1913,  British  Columbia  fir  stoplogs  were 
hauled  into  the  work;  also  sufficient  cement  to  build 
the  concrete  sluiceways. 

The  gravel  for  concrete  work  was  obtained  from 
the  pit  previously  opened  for  the  foundation  concrete. 
The  cement  was  much  fresher  than  that  used  the  year 
previously  in  foundations,  hut  it  was  found  that  the 
concrete  was  again  very  slow  in  setting.  In  conse- 
quence, the  gravel  was  washed,  with  improved,  hut 
not  altogether  satisfactory  results,  as  to  rapidity  of 
set.    Pipes  were  then  arranged  to  spray  water  con- 


tinuously upon  the  piers,  and  after  a  time  a  thoroughly 
good  monolith  was  obtained. 

Cause  of  Slow  Setting 

ft  has  since  been  found  that  this  slow  setting  was 
due  to  some  brown  gravel  distributed  in  layers  through 
the  pit,  which  contains  chlorates  of  magnesium  and 
potassium,  that  tend  to  retard  the  set.  The  only 
method  of  overcoming  this  difficulty  is  selection  in 
the  gravel  pit,  if  possible,  accompanied  by  very  thor- 
ough washing. 

When  a  rock-fill  is  built  upon  the  natural  surface 
of  the  river  shore,  the  seepage  issuing  along  the  toe, 
with  the  reservoir  full  might  undermine  the  founda- 
tion.   After  consideration  it  was  decided  to  excavate 


a  trench  to  good  material  along  the  downstream  toe, 
which  will  be  filled  with  the  loose  rock  of  the  dam. 
The  seepage  is  thus  carried  away  through  this  large 
stone  drain  without  scouring  the  earth  beneath  the  fill. 

The  work  was  largely  rock  excavation  from  bor- 
row pits,  which  has  been  deposited  in  the  rock-fill 
dam,  but  some  further  excavation  was  done  to  obtain 
foundations  for  sluiceway  piers. 

During  construction  there  was  considerable  settle- 
ment of  the  embankment  into  the  soft  swamp  which, 
of  course,  has  increased  the  quantity  of  rock  used. 
Staunching  material  of  earth  and  gravel  has  been  de- 
posited upon  the  upstream  slope  all  along  the  em- 
bankment. The  rock-fill  dam  was  extended  into  the 
river  from  both  the  north  and  south  sides,  the  central 
portion  averaged  nearly  40  feet  in  height. 

Altogether  113,600  cubic  yards  of  rock  were  exca- 
vated from  the  borrow  pits  and  the  sluice  foundations, 
all  of  w  hich  was  deposited  in  the  fill  except  4,500  cubic 
yards  used  for  concrete..  The  rock  excavation  was 
done  by  coyote  blasts,  that  is,  a  small  tunnel  was 
driven  in  20  or  30  feet,  a  T  chamber  made  at  the  end 
and  loaded  with  powder  and  dynamite.  Much  of  the 
rock,  in  pieces  up  to  a  cubic  yard  and  over,  was  hauled 
a  quarter  of  a  mile  on  stone  boats  sliding  on  wooden 
poles.  The  central  portion  was  hauled  from  the  north 
side  borrow  pits  by  narrow-gauge  cars  into  which  the 
rock  was  lifted  by  Forest  loaders.  These  are  small 
horse-power  derricks  that  have  proved  very  useful, 
both  at  Quinze  and  at  Timiskaming. 


Joint  Drainage  Works  Permitted 

Under  a  Bill  of  the  Quebec  Government,  power  is 
given  to  two  or  more  municipalities  to  perform  jointly 
certain  drainage  works,  provided  that  the  geographical 
situation  is  favorable.  The  investigation  will  be  made 
by  the  Superior  Board  of  Health,  who,  with  the  muni- 
cipalities, may  apply  to  the  Quebec  Public  Utilities 
Commission.  The  latter  will  make  inquiries,  and  de- 
termine the  nature  of  the  work  to  be  done,  give  the 
necessary  order  for  it,  fix  the  lime  and  method  in  which 
it  is  to  he  executed,  and  apportion  the  cost  and  manner 
of  payment. 
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Kxperiences   in  Water  Filtration 

Rapid  Sand  Filters  and  Accessories  —  Coagulation — Controlling, 
Operating  and  Indicating  Devices — Layout  and  Operation  of  Plant 

 —  Bj  Mr.  H.G.  Huneer,  Mem.  C.S.C.E. '  


Rapid  -and  liltcrs  is  a  generic  term,  implying-  two 
essential  tvpes  of  filters,  the  gravity  and  the  pressure.' 
rhe  gravitj  filter  is  one  wherein  the  water  is  passed 
through  the  filtering  medium  by  the  force  of  gravity. 
Such  filters  are  contained  in  open  tanks,  and  the  raw- 
water  always  passes  through  a  coagulating  period  be- 
reaching  the  filter.  The  pressure  filter  is  enclosed 
in  a  Steel  tank,  and  operates  under  pressure.  The 
arrangement  of  the  underdraining  systems  is  quite 
-miliar  in  both  tvpes  of  filters,  and  each  has  a  bed  of 
filtering  material  of  about  the  same  kind  and  depth  of 
-and.  The  chief  difference  is  as  before  stated,  in  that 
one  operates  under  pressure  and  the  other  by  gravity. 
The  pressure  filter  requires  less  space  than  the  gravity 
filter,  and  is  particularly  applicable  in  certain  cases 
where  it  i-  desired  to  avoid  double  pumping  of  the 
water,  the  filter  then  forming  a  part  of  the  continuous 
piping  system  between  the  raw  water  pumps  and  the 
distribution  system. 

The  gravity  filter  is  of  far  wider  usage,  since  it  ap- 
pears  to  be  somewhat  better  suited  to  all  around  con- 
ditions; but  it  must  not  be  forgotten  that  there  are 
numerous  cases  where  the  pressure  filter  will  prove 
distinctly  better. 

Preparatory  Treatment  of  Water  for  Filtration. 

In  preparing  raw  water  for  gravity  filtration  it  is 
always  essential  that  it  first  be  freed  of  a  substantial 
percentage  of  the  impurities  it  contains  in  order  not  to 
unnecessarily  overload  the  filter,  and  thus  unnecessar- 
il\  decrease  its  reserve  capacity  and  increase  the  cost 
of  its  operation.  This  preparatory  treatment  may  be 
effected  by  long  storage,  whereby  the  suspended  mat- 
ters  are  separated  out  of  the  water  by  sedimentation, 
or  by  coagulation  and  sedimentation,  in  relatively 
-mall  basins.  The  latter  procedure  is  the  one  most 
commonly  followed,  since  its  effect  is  quicker  and  far 
more  thorough  and  its  cost  far  less. 

In  the  preparatory  treatment  last  mentioned  an 
iron  or  aluminum  salt  is  used  as  a  coagulant,  and 
sometimes  a  mixed  salt  of  these  two  bases. 

In  Canada  sulphate  of  alumina  is  used  chiefly.  The 
action  which  is  brought  about  by  adding  the  aluminum 
-alt  to  water,  was  discovered  thousands  of  years  ago 
in  China,  and  results  in  the  release  in  the  water  of  a 
Hi  .cculent,  neutral  hydrate  of  aluminum,  which  attracts 
and  enmeshes  the  suspended  and  coloring  matters  in 
ihe  water,  including  the  bacteria,  and  thus  forms  rela- 
tively large  aggregates,  which  settle  out  rapidly  in  bas- 
ins designed  for  that  purpose.  Such  of  the  coagulated 
matter  as  passes  the  coagulating  and  settling  basin  is 
-trained  out  by  the  filters,  and  a  clear  and  colorless  fil- 
tered water  results. 

The  basins  in  which  the  raw  water  is  prepared  for 
filtration  are  of  various  types.  Some  are  rectangular 
in  plan,  some  square,  some  circular,  their  shape  and 
-ize  depending  chieflv  upon  the  character  and  volume 
of  the  water  to  be  treated  and  sometimes  upon  the 
topographical  conditions  met  with. 

The  design  embodies  well  known  and  essential  fca- 
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tnres.  First  the  basin  is  divided  into  two  compart- 
ments, so  that  one  half  ma)-  be  cleaned  while  the  other 
is  in  use.  It  is  important  that  the  water  enter  the 
basin  evenly  throughout  its  width,  and  we  find  that  to 
deliver  the  water  at  or  near  the  surface  is  good  prac- 
tice. The  effluent  should  be  taken  from  near  the  sur- 
face and  evenly  over  the  width  of  the  basin.  In  a 
straight-flow  basin  it  is  not  found  that  baffles  are 
necessary,  other  than  that  it  is  well  to  arrange  to  stop 
a  "short  cut"  surface  flow  with  a  baffle  near  the  inlet 
end. 

In  other  basins  where  baffles  are  used,  sudden  and 
violent  fluctuations  in  velocity  of  flow  are  avoided  so 
far  as  possible,  in  order  to  prevent  the  breaking  up  of 
the  forming  coagula.  Baffles  are  advisedly  placed  here 
and  there  in  these  basins  to  prevent  the  undersirable 
short-circuiting,  and  the  cross  sections  of  the  passages 
under  and  around  these  baffles  are  computed  to  a  con- 
siderable degree  of  nicety  in  order  to  avoid  sudden 
increases  in  the  velocity  of  flow,  which  would  not  only 
tend  to  break  up  the  forming  floes  of  hydrate  but 
sweep  along  with  the  flowing  current  matters  already 
brought  to  rest  on  the  bottom  of  the  basin. 

It  is  necessary  to  have  drains  of  ample  size  from  a 
sump  in  the  basin  and  gates  on  these  located  in  a  dry 
chamber.  There  should  also  be  arranged  an  overflow 
of  adequate  dimensions.  It  is  very  convenient  to  pro- 
vide water  under  pressure,  inside  of  the  basin,  where  a 
hose  may  be  attached  for  washing  out  the  deposits.  In 
this  climate  the  basins  must  be  decked  over  and  cov- 
ered with  earth  to  prevent  freezing,  which  necessi- 
tates manholes  properly  located  for  access  and  light- 
ing. 

Application  of  Coagulant  Solutions. 

No  department  of  the  purification  process  is  more 
important  than  that  wherein  the  coagulant  solutions 
are  applied  to  the  raw  water  as  it  enters  the  coagulat- 
ing- and  settling  basins.  As  the  character  of  the  raw 
water  changes,  the  dose  of  coagulant  must  be  changed 
accordingly,  and  unless  this  is  done  intelligently,  not 
only  are  poor  filtration  results  to  be  anticipated,  but  a 
material  waste  of  coagulant  is  unavoidable.  This  co- 
agulant costs  money.  Probably  all  of  one-third  of  the 
cost  of  operation  of  a  filter  plant  is  represented  by  the 
cost  of  the  coagulant.  Insufficient  coagulant  means 
poor  results,  and  too  much  coagulant  means  unneces- 
.n  v  waste.  If  the  filtration  result  is  unsatisfactory 
through  the  use  of  insufficient  coagulant,  its  cost  has 
been  largely  thrown  away,  since  no  better  than  a  poor 
result  has  come  from  its  employment. 

Where  the  devices  for  preparing  coagulant  solu- 
tions and  the  application  of  the  same  are  clumsy,  primi- 
tive, or  require  a  great  deal  of  manual  attention  the 
dose  is  liable  to  fluctuate  sharply  from  time  to  time. 
This  means  alternate  under  and  overdosing,  which 
runs  into  considerable  waste  money.  Our  company 
has  centered  a  fair  share  of  the  efforts  of  its  designing- 
staff  on  endeavors  directed  specifically  to  the  perfec- 
tiori  of  appliances  whereby  the  preparation  and  appli- 
cation of  coagulant  may  be  made  substantially  auto- 
matic and  fool  proof,  and  where  a  constant  known 
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quantity  of  solution  can  be  fed  and  the  quantity  con- 
veniently and  quickly  changed  as  desired. 

There  must  be  arranged  in  the  plant  a  chemical 
storage  room,  chemical  solution  tanks,  and  chemical 
feeding  devices.  The  storage  room  should  be  arranged 
for  convenience  in  getting  material  into  it  and  in  mov- 
ing the  material.     The   solution   tanks,  if  possible, 
should  be  arranged  so  that  the  top  of  the  tanks  comes 
at  the  level  of  the  storage  room  floor.    There  should 
be  two  solution  tanks.    The  capacity  of  one  of  these 
thinks  should  be  figured  to  suffice  for  at  least  twelve 
hours'  supply,  under  the  maximum  quantity  of  solu- 
tion needed.    The  tanks  are  arranged  with  dissolving 
racks,  in  which  the  sulphate  of  alumina  is  placed,  spray 
pipes  for  directing  the  water  on  to  it,  and  agitators  for 
keeping  the  solution  agitated  and  of  uniform  strength. 
Various  arrangements  for  these  solution  tanks  are  sat- 
isfactory, and  from  experience  1  would  avoid  only  agi- 
tators operated  from  counter  shaft,  where  belting  and 
gearing  is  required.    It  is  doubtful  if  it  is  good  practice 
to  use  electric  motors  for  driving  the  agitators.  A 
water  motor  driven  agitator  for  each  tank  is  in  every 
way  a  satisfactory  arrangement.      Where  concrete 
tanks  are  used,  some  arrangement  for  protecting  the 
concrete  must  be  provided.    A  solution  of  sulphate  of 
aluminum  will  attack  concrete  and  in  a  short  time  eat 
away  the  surface  of  the  concrete  to  a  considerable  ex- 
tent.   Present  experience  indicates  that  if  the  surface 
of  the  concrete,  when  dry,  is  treated  with  creosote  oil 
and  "Barrett  .Specification  Pitch"  it  will  remain  unim- 
paired for  years. 

The  piping  from  a  solution  tank  will,  of  course,  pro- 
vide for  drainage  and  also  for  taking  the  solution  from 
the  tank  to  the  chemical  feeding  devices.  The  solu- 
tion on  passing  from  the  tank  should  be  filtered.  This 
filter  should  have  an  area,  so  that  the  rate  of  filtration 
will  be  about  1.66  imperial  gallons  per  square  foot  per 
minute.  It  may  be  arranged  in  the  bottom  of  the  solu- 
tion tank  or  outside  of  the  tank.  Provision  to  wash 
back  with  clean  water  must  be  made.  The  filtering 
material  is  gravel,  ranging  in  size  from  %  in  to  ^  in. 
and  the  thickness  of  the  material  from  4  in.  to  6  in. 
This  little  arrangement  for  filtering  alum  is  most  im- 
portant, particularly  on  the  small  plants,  and  has  been 
brought  about  entirely  through  experience. 

The  measuring  devices  for  feeding  the  coagulant 
solution  after  filtering  can  be  any  arrangement  where- 
by a  constant  known  quantity  of  solution  can  be  fed 
and  by  which  this  quantity  can  be  conveniently  and 
quickly  changed.  The  solution  from  the  feeding  de- 
vices can  be  conducted  to  the  point  of  application  in 
lead  pipe,  or  chemical  hose,  either  by  pumping  so  as 
to  feed  by  gravity  or  through  a  pump  suction  box  to 
feed  to  the  suction  of  the  low  lift  pumps. 

Construction  of  the  Filter  Proper. 

The  rate  of  filtration  adopted  for  mechanical  filters 
is  one  hundred  and  four  million  imperial  gallons  pet- 
acre  per  day,  or  1.66  gallons  per  square  foot  per  min- 
ute. The  general  arrangement  of  modern  filters  is 
well  known.  The  filter  shell  is  usually  made  of  rein- 
forced concrete,  rectangular  in  shape,  and  seven  or 
eight  feet  deep.  It  is  equipped  with  a  strainer  system 
at  the  bottom,  about  thirty-six  inches  of  filter  sand  and 
gravel  and  wash  water  gutters  at  the  top.  Outside  of 
the  filter  in  the  pipe  gallery  are  located  the  pipes  and 
valves  for  operating  the  filter. 

The  strainer  system  may  be  the  combined  or  separ- 
ate air  system.  On  the  design  of  the  strainer  system 
largely  depends  the  uniform  rate  of  filtration  This  s 
so  for  two  reasons—first,  it  must  collect  the  water 
passing  through  the  sand  in  uniform  quantities  over  the 


whole  area  of  the  bed;  second,  it  must  distribute  the 
wash  water  at  a  uniform  rate  over  the  whole  bed.  The 
distribution  of  the  wash  water  is  the  most  important 
detail  to  have  correct  in  the  filter.  If  this  is  defective 
or  the  water  ways  are  too  small,  the  washing  of  the 
bed  is  not  uniform,  and  in  a  short  time  there  will  be 
alternate  areas  of  clean  and  dirty  sand. 

The  design  of  a  strainer  system  for  a  bed  having 
an  area  of  150  square  feet,  or  "less,  should  not  be  used 
for  a  bed  of  greater  area— that  is  to  say,  a  central  mani- 
fold casting  from  which  lateral  pipes  branch  each  way, 
.  to  the  sides  of  the  bed,  can  be  supplied  with  water  from 
one  end,  while  in  beds  of  greater  area  the  manifold 
pipe  should  receive  its  supply  at  the  centre,  or  in  very 
large  beds,  at  two  points.  It  is  probable  that  a  bed 
having  an  area  of  420  square  feet,  which  would  equal  a 
million  imperial  gallon  unit,  should  be  designed  with  a 
manifold  at  each  side  and  the  lateral  pipes  laid  between 
them,  thus  effecting  a  pipe  system  without  dead  ends. 
The  manifold  and  lateral  pipes  should  be  of  cast  iron. 
In  filters  of  small  area,  however,  genuine  wrought  iron 
pipe  is  used  for  laterals. 

The  strainer  caps  or  strainer  heads,  sometimes 
called  sand  valves,  are  of  numerous  and  widely  vary- 
ing designs.  Many  of  them  are  covered  bv  patents. 
They  are  made  of  brass  or  bronze,  and  so'  designed 
that  the  How  of  water  through  them  is  broken  up  and 
equally  distributed.  Where  the  combined  air  and  wash 
water  system  is  used  a  brass  trap  tube  is  usually  re- 
quired. 

Care  in  Placing  Strainers. 

The  placing  of  the  strainer  system  in  the  bottom  of 
the  filter  should  be  done  with  great  care,  particularly 
if  the  combined  system  is  used.  It  is  very  important 
that  the  strainer  caps  be  practically  level  throughout 
the  area  of  the  bed,  and  a  variation  of  over  one-eighth 
of  an  inch  is  not  permissible.  Strainer  caps  should  be 
spaced  not  more  than  6  in.  on  centres.  After  the 
strainer  system  is  in  place,  the  whole  should  be  em- 
bedded m  lean  concrete  and  the  surface  finished  off 
with  a  layer  of  good  cement  mortar  about  YA  in.  thick. 
1  his  surface  should  be  brought  level  with  the  lowest 
water  way  to  the  strainer  head. 

Nine  inches  of  properly  graded  gravel  placed  in  the 
bottom  of  the  bed  is  apparently  sufficient.  This  gravel 
should  be  graded  in  size  from  %  in.  to  %  in.  On  top  of 
this  17  in.  of  carefully  selected  silica  sand  should  be 
placed.  The  grading  and  the  size  of  the  sand  is  im- 
portant from  an  economical  point  of  view  If  a  sand 
not  properly  graded— that  is,  containing  too  large  a 
percentage  of  fine  particles— is  used,  the  fine  particles 
will  eventually  be  washed  out  and  it  will  be  necessary 
to  replace  the  material  so  lost.  (  )„  the  other  hand  if 
the  size  of  the  sand  is  not  larger  than  .60  millimeter 
and  smaller  than  .3/  millimeter,  with  a  uniformity  co- 
efficient of  1.65,  practically  no  waste  will  occur  from 
tine  particles  being  washed  away. 

Wash  water  gutters  are  constructed  of  concreete, 
sheet  iron,  steel,  and  of  cast  iron.    The  writer's  experi- 
ence has  been  with  cast  iron  gutters,  and  they  have 
been  found  satisfactory.    The  top  edges  of  the  gutters 
Should  be  planed  to  a  straight  line,  so  as  to  permit  the 
hp  of  all  of  the  gutters  in  the  bed  to  be  set  at  one  level 
he  distance  above  the  surface  of  the  sand,  at  which 
these  gutters  should  be  placed,  depends  upon  what  the 
rate  of  application  of  wash  water  is  to  be     If  filter 
washing  is  to  be  aided  by  compressed  air  agitation 
-en  a  vertical  rise  of  wash  water  of  13  inches  per  min- 
ute Will  suffice.    It  no  an-  is  used,  but  dependence  laid 
POJ  "hat  ,s  known  as  the  "high  velocity  wash."  as 
used  at  (  incmnatl,  Ohio,  and  elsewhere,  then  a  vertical 
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rise  of  wash  water  of  30  inches  per  minute  is  not  un- 
common. Naturally  the  whole  sand  bed  is  floated 
when  wash  water  is  forced  upwards  through  it.  and  the 

higher  the  velocitj  of  upward  flow  of  this  water  the 

higher  the  sand  layer  will  rise,  consequently,  to  avoid 
'  ss  of  sand  the  Wash  water  gutters  must  be  placed 

sufficiently  high  s,,  thai  whatever  rate  of  application  of 
water  is  employed  the  filter  sand  will  not  he  washed 
■  ■ut  of  the  tank  and  so  lost.  The  capacity  of  the  gutter 
should  be  such  a^  to  carry  off  the  flow  when  running 
\\  ithin  1 1  j  inches  of  full.  1 1  is  important  that  the  drain 
!>e  SO  laid  that  air  will  not  trap  and  cause  a  back-flow. 

Wash  Water  and  Air  Application  Devices. 

The  washing  of  the  bed  by  first  applying"  air  to  agi- 
tate the  -and  and  then  the  water,  can  successfully  be 
done  with  a  quantity  of  water  that  will  equal  a  vertical 
ri-e  of  13  inches  per  minute.  In  filter  beds  where  air  is 
not  used  for  agitating  the  sand,  but  where  revolving 
rakes  are  used  for  agitating,  a  vertical  rise  of  12  inches 
per  minute  is  sufficient. 

\ir  for  agitating  the  sand  previous  to  washing 
should  be  supplied  under  a  pressure  of  from  2>y2  to  4 
pounds  per  square  inch.  The  quantity  of  air  should  be 
not  less  than  3  cuhic  feet  of  free  air  per  square  fool  per 
minute.  A  proper  wash  of  a  filter  bed  is  often  accom- 
plished by  agitating  with  air  for  two  minutes  and 
washing  with  water  for  four  minutes. 

Where  air  and  water  is  adopted  to  wash  filters,  the 
wash  water  and  air  agitating  equipment  must  be  ar- 
ranged to  meet  conditions.  On  small  plants — that  is, 
heds  having  an  area  of  65  square  feet  or  less — the  wash 
water  may  be  obtained  direct  from  the  mains  without 
dropping  the  pressure  too  much  to  cause  annoyance. 
<  >n  plants  larger  than  this  and  up  to  filters  having  a 
capacity  of  1,000,000  gallons,  a  wash  water  pump  is 
usually  used.  This  pump  should  have  sufficient  capa- 
city to  furnish  the  required  amount  of  wash  water  and 
be  able  to  lift  this  water  against  a  he-ad  equal  to  16 
feet  above  the  lip  of  the  gutter.  The  most  convenient 
power  to  drive  the  pump  is  electricity,  and  where  elec- 
tricity is  used,  the  starting  device  should  be  installed 
at  a  convenient  point  on  the  operating  floor.  Where 
units  of  a  million  gallons  capacity  or  more  are  used, 
and  particularly  in  plants  of  ten  million  gallons  or 
greater  capacity,  it  is  probable  that  a  wash  water  tovver 
will  work  out  to  be  more  economical  in  operation  and 
more  efficient  in  service.  The  capacity  of  a  wash  water 
tank  should  be  sufficient  to  wash  one  quarter  of  the  fil- 
ter units  in  succession.  The  storage  capacity  neces- 
sary  for  this  quantity  of  water  should  be  above  a  point 
16  feet  above  the  Hp  of  the  gutter.  In  connection  with 
the  storage  tank  there  should  be  a  regulating  tank,  or 
regulating  device,  that  will  drop  the  pressure  of  the 
water  above  the  16  foot  level  to  16  feet  and  maintain 
it  at  this  level.  Another  factor  that  may  work  in  and 
make  a  wash  water  tank  desirable  is  the  load  that  can 
be  thrown  on  to  the  power  available.  A  centrifugal 
wash  water  pump  for  a  million  gallon  unit  will  usually 
require  a  50  h.p.  motor.  This  load  of  50  h.p.  may  be 
thrown  on  at  anv  time  during  the  day  for  a  matter  of 
four  or  five  minutes.  When  using  a  wash  water  tank 
a  verv  small  pump  and  motor  is  required.  This  pump 
and  motor  should  have  a  capacity  to  restore  in  six 
hours  the  amount  of  water  estimated  for  washing. 
This  pump  is  started  and  stopped  automatically  by  the 
pressure  of  water  in  the  wash  water  tower  or  by  a 
float.  Filtered  water  should  always  be  used  for  wash- 
ing. 

The  air  for  agitating  in  all  plants  up  to  one  million 
gallons  capacity  may  be  supplied  direct  from  a  rotary 


blower.  Electric  current  is  the  most  convenient  for 
the  motive  power.  The  blower  should  deliver  the  air 
against  a  pressure  of  3^4  to  4  pounds.  A  blower  of  suf- 
ficient  capacity  to  agitate  a  million  gallon  unit  will  re- 
quire practically  a  50  h.p.  motor,  and  it  may  be,  as 
stated  above,  that  the  available  power  will  not  permit 
of  throwing  as  great  a  load  as  this  on  to  the  power.  In 
connection  with  the  wash  water  tower  an  air  storage 
lank  can  he  arranged.  This  tank  is  simply  an  inverted 
tank,  similar  to  the  arrangement  for  a  gasometer,  in 
the  wash  water  tower.  The  air  is  supplied  to  this  taryk 
l>\  rotary  blowers  of  small  capacity,  working  the  same 
as  the  smaller  wash  water  pumps.  The  storage  capa- 
city should  be  for  sufficient  air  to  wash  one  quarter  of 
the  filters  in  succession.  The  required  air  pressure  is 
easily  obtained  by  loading  the  tank  with  concrete. 

A  combined  wash  water  and  air  tank,  as  described 
above,  is  used  at  the  Montreal  Water  and  Power  Com- 
pany's plant.  In  fact,  this  was  the  first  combined  air 
and  wash  water  tank  ever  constructed,  and  the  outfit 
as  installed  is  satisfactory. 

Controlling,  Operating,  and  Indicating  Devices. 

It  is  necessary  to  control  the  effluent  from  the  fil- 
ters to  a  desired  quantity  of  water,  or  desired  rate  of 
filtration.  This  is  done  by  placing  on  the  effluent  line 
from  the  filter  a  controller.  There  are  a  number  of  dif- 
ferent makes  of  controllers  that  operate  satisfactorily. 
Most  of  them  are  of  the  venturi  type,  and  the  operation 
of  controlling  is  actuated  by  the  velocity  head  through 
the  throat  of  the  meter.  The  writer  is  more  familiar 
with  the  Simplex  type  of  controller  than  any  other,  and 
finds  that  this  controller  can  be  set  to  deliver  the  de- 
sired quantity  of  water,  and  that  it  will  maintain  this 
quantity  very  closely.  It  apparently  is  unnecessary, 
after  a  controller  is  once  set,  to  readjust  it  at  all.  Like 
anv  other  machine  having  moving  parts,  the  packing 
around  the  spindle  of  the  controller  must  be  kept  in 
condition  and  oiled,  so  as  to  produce  the  minimum 
;i  in.  aint  of  friction. 

The  operating  valves  for  the  filters  may  be  either 
hand  operated  or  hydraulically  operated.  On  units  of 
a  capacity  of  one  million  gallons  or  more  hydraulically- 
operated  valves  must  be  used  in  order  to  get  efficient 
operation.  It  is  probable  on  beds  of  this  size  that 
it  will  be  necessary  to  use  valves  as  large  as  12  in.  and 
14  in.,  and  von  can  understand  that  it  requires  consid- 
erable time  and  labor  to  operate  these  valves  by  hand. 
<  m  the  smaller  plants  hand-operated  valves  are  en- 
tirely satisfactory  and  all  that  are  necessary.  Where 
hydraulic  valves  are  used  operating  tables  are  neces- 
sary.. These  tables  are  preferably  constructed  of  mar- 
ble, and  on  the  top  of  the  table  are  arranged  the  levers 
for  operating-  the  several  valves.  The  levers  operate  a 
pilot  valve,  which  directs  the'  water  under  pressure  to 
the  bottom  or  the  top  of  the  hydraulic  cylinder  on  the 
valve.  An  indicator  is  attached  to  a  spindle  on  the  top 
of  the  hydraulic  valve  by  wire  and  chain,  and  through 
an  arrangement  of  gears  indicates  the  movement  of 
the  valve,  on  the  table.  The  operating  table  is  usually 
placed  directly  in  front  of  the  filter.  It  is  not  neces- 
sary  that  it  be  placed  in  this  exact  position. 

The  only  other  accessory  necessary  in  connection 
with  the  filter  is  the  loss-of-head  gauge.  This  gauge 
serves  the  purpose  of  indicating  the  loss  of  head  on  the 
filter — that  is,  as  the  filter  begins  to  collect  the  matter 
being  removed  from  the  water,  it  requires  that  more 
pressure  be  released  by  the  controller  to  drive  the 
water  through  the  bed,  or  through  the  collected  matter 
on  the  surface  of  the  bed.  This  pressure  is  termed  loss 
of  head.    The  gauge  is  usually  arranged  with  two  float 
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tubes — one  connected  directly  to  the  filter,  the  water 
level  in  this  tube  coinciding-  with  the  level  of  the 
water  in  the  filter;  the  other  tube  is  connected  to  the 
effluent  controller,  and  the  water  level  in  this  tube 
varies  according  to  the  pressure  in  the  effluent  main. 
The  difference  in  level  between  the  water  in  the  two 
tubes  is  transferred  from  floats  by  cords  to  the  me- 
chanism of  the  gauge,  and  is  indicated  by  a  pointer 
worked  over  a  graduated  dial.  It  is  necessary  to  know 
what  the  loss  of  head  on  a  filter  is,  for  in  this  way  the 
proper  time  for  washing  the  filter  is  ascertained.  There 
is  arranged  on  the  °auge  an  electric  alarm,  which  will 
advise  the  operator  when  the  bed  is  run  out.  These 
gauges  may  also  be  of  the  recording  type,  but  the 
author  believes  an  indicating  loss-of-head  gauge  is  to 
be  preferred  over  a  recording  loss-of-head  gauge.  An 
indicating  loss-of-head  gauge  is  more  simple  in  con- 
struction and  requires  less  attention.  By  manually  in- 
stead of  automatically  keeping  the  records  of  the  loss 
of  head  on  the  filters  the  operator  is  required  to  pass 
through  the  operating  room  and  to  each  filter  every 
hour.  If  the  operator  does  this,  it  is  assurance  of  more 
efficient  operation.  On  the  other  hand,  with  a  record- 
ing loss-of-head  gauge  it  is  not  necessary  for  the  opera- 
tor to  go  to  the  filters  every  hour,  and  for  this  reason 
the  tendency  is  to  neglect  frequent  inspection  of  the 
filters  in  operation.  It  has  occurred,  after  washing  a 
filter  and  placing  it  in  operation  again,  that  through  a 
blunder  the  influent  gate  lever  has  been  moved.  This 
means  that  no  water  is  coming-  to  the  filter  and  that  the 
filter  will  run  dry.  With  the  recording  loss-of-head 
gauge,  not  requiring  the  operator's  presence  in  the 
operating  room,  this  filter  could  stand  dry  for  several 
hours.  A  visitor  to  a  plant  might  move  the  levers  on 
the  operating  tables  and  throw  the  filters  out  of  opera 
lion,  and  for  these  reasons,  as  above  stated,  a  device  re- 
quiring" the  opeiator  to  take  records  every  hour  is  pre- 
ferable. 

Clear  Water  Basin. 

The  clear  water  basin  must  necessarily  be  located, 
as  to  elevation,  below  the  filters,  and  it  is  good  design- 
ing to  keep  the  high-water  mark  in  the  clear  water 
basin  below  the  levelof  the  pipe  gallery  floor.  The 
outside  lines  of  the  basin  should,  if  possible,  be  worked 
in  to  make  the  whole  plant  symmetrical  or  to  coincide 
with  the  lines  of  the  outside  of  the  filters  and  operating 
room.  The  capacity  of  the  basin  should  be  designed  to 
meet  local  conditions.  In  a  direct  pumping  system  i! 
should  be  sufficiently  large  to  take  care  of  a  normal 
fire  draft,  after  being  drawn  down  to  take  care  of  the 
hourly  daily  variation.  Tt  is  not  necessary  to  provide 
against  the  contingencies  of  the  filter  plant  being  out 
of  commission.  With  duplicate  low  lift  pumping  ma- 
chinery or  reasonable  assurance  of  getting  raw  water 
to  the  plant  the  possibility  of  anything  happening  with- 
in the  plant  to  put  it  out  of  commission  is  very  remote. 
Extensions  to  the  clear  water  basin  outside  of  the  lim- 
its of  the  plant  are  often  made,  where  increased  capa- 
city is  desired.  Tt  is  necessary  in  a  clear  water  basin 
to  be  sure  that  your  design  will  permit  of  circulation 
through  the  basin.  The  down-draft  tubes  from  the  sev- 
eral filters  will  greatly  assist  in  the  circulation,  but  in 
large  basins  it  will  probably  be  necessary  to  install  cir- 
culating baffles. 

Some  engineers  and  some  state  boards  of  health  in 
the  United  States  require  that  the  clear  water  basin  be 
a  separate  structure  and  well  removed  from  Ihe  coagu- 
lating basin,  influent  flume,  pipes  conducting  raw 
water,  or  the  drain  for  wash  water.  This  means  thai 
the)  would  not  permit  of  a  clear  w  ater  basin  being  con- 
structed adjacent  to  the  coagulating  basin,  with  only  a 


wall  between.  In  designing  it  is  often  convenient  to 
place  the  clear  water  basin  so  that  the  coagulating  basin 
wall  forms  one  wall  of  the  clear  water  basin.  Care 
must  be  taken,  however,  that  this  wall  be  watertight, 
and  the  design  often  calls  for  an  extra  thickness  of  con- 
crete at  this  point.  Experience  indicates  that  this  is 
good  practice.  It  is  not  necessary  to  provide  a  drain 
from  the  clear  water  basin,  nor  is  it  necessary  that  there 
be  an  overflow.  Automatic  equipment  can  be  placed 
on  the  filters  that  will  shut  them  off  when  the  basin  is 
full.  It  is  believed,  however,  that  a  high  and  low  water 
alarm  and  a  suitable  indicating  depth  gauge  is  all  that 
is  necessary. 

General. 

The  arrangement  usually  adapted  in  the  layout  of  a 
filter  plant  has  been  to  construct  the  filters  on  the  oppo- 
site sides  of  a  pipe  gallery.  The  plant  at  Little  Falls, 
N.T.,  the  first  large  mechanical  filter  plant  built,  was  so 
designed,  and  this  plant  seems  to  have  been  the  grand 
father  of  all  other  plants  of  modern  type  construction. 
Arranging  filters  on  two  sides  of  a  pipe  gallery  appears 
to  be  economy  in  piping.  On  the  other  hand,  it  means 
a  complication  of  piping,  and  it  is  very  difficult  to  ar- 
range the  same  so  that  the  pipe  gallery  is  accessible. 
Generally  the  influent  main  or  influent  flume  is  ar- 
ranged in  the  centre  of  the  gallery  and  at  the  top. 
Under  this,  and  usually  in  the  centre,  is  arranged  the  air 
main.  Under  this  again,  the  wash  water  main,  and 
on  the  floor  of  the  pipe  gallery  the  sewer.  It  is  neces- 
sary that  branches  from  all  of  these  mains  be  carried 
to  the  sides  or  across  the  gallery  to  enter  the  filters, 
and  it  can  be  easily  understood  where  the  interruption 
to  free  access  to  the  gallery  occurs.  Another  thing, 
the  pipe  gallery  is  usually  dark,  without  windows  or 
proper  ventilation.  It  is  quite  certain  that  in  any  pipe 
gallery,  as  above  described,  the  valves  operating  the 
lilters  do  no1  gel  proper  attention,  and  that  at  least 
four  out  of  five  valves  will  be  leaking  at  the  stuffing- 
boxes.  It  is  only  another  case  where  "out  of  sight  is 
out  of  mind,"  and,  therefore,  proper  attention  is  not 
given  to  the  piping  equipment.  The  author  prefers  a 
design  where  all  the  filters  are  arranged  at  one  side  of 
the  pipe  gallery.  This  will  often  admit  of  the  opposite 
side  being  an  outside  wall,  where  windows  and  proper 
ventilation  can  be  arranged.  It  means  that  a  clear 
space  can  be  provided  in  front  of  the  piping,  and  that 
all  valves  and  other  equipment  can  be  conveniently 
reached.  It  also  provides  a  place  that  is  not  out  of 
sight,  but  the  reverse,  and  the  tendency  is  to  keep  the 
stuffing  boxes  on  the  valves  tight  in  order  to  keep  the 
floor  free  from  water.  It  is  possible  to  arrange  a  plant 
up  to  twenty  million  gallons  capacity  in  this  way. 

Housing  the  Filters. 

In  the  h  oiising  of  the  filters  in  this  climate  I  would 
not  again  deck  over  a  part  of  the  filters.  I  believe  that 
it  is  better  practice  to  arrange  the  house  to  cover  the 
entire  area  of  the  beds.  Where  filters  are  decked  over 
and  are  covered  with  two  and  one-half  feet  of  earth,  in 
severe  weather,  colder  than  15  degrees  below  zero,  they 
will  freeze  at  the  back.  Again,  where  the  filters  are 
arranged  on  one  side  of  a  pipe  gallery  the  design  will 
probablv  work  out  so  that  the  water  from  the  coagulat- 
ing basin  will  enter  at  the  back  of  the  filters.  In  this 
case  it  is  necessary  that  the  hydraulic  influent  valve  be 
placed  at  the  back  of  the  filter,  and  this  valve  must  be 
protected  against  freezing. 

The  raw  water  supplied  to  the  plant  may  in  some 
cases  reach  it  bv  gravity.  It  is,  however,  more  often 
the  case  that  pumps  are  required  to  hit  the  water  into 
llle  plant.  In  filtration  work  these  pumps  are  called 
low  hit  pumps.    It  usually  works  out  that  the  low-lift 
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pumping  machinery  is  a  part  of  the  design  of  the  filter 

plant,  and  space  niibt  he  provided  for  this  equipment. 

I  lu  re  is  very  little  to  be  said  about  the  arrangement  of 
l.>\v  hit  pumping  machinery  other  than  it  should  be 
arranged  in  duplicate  and  thai  the  capacities  of  the 
pumps  should  be  arranged  for  economical  power  con- 
sumption. Electrical  driven  centrifugal  pumps  are  in 
even  waj  satisfactory,  Where  interruption  in  electric 
service  is  liable  to  occur  for  any  length  of  time,  stand- 
in  .if  some  other  convenient  power  should  be  arranged, 
01  storage  of  clear  water  provided  to  carry  over  such 
interruption.  The  control  of  the  water  from  the  low- 
lift  pump  or  from  a  gravity  supply  is  necessary.  The 
water  level  in  the  coagulating  basin  should  be  main- 
tained at  a  constant  level,  and  this  is  usually  accom- 
plished by  placing  at  the  end  of  the  raw  water  main,  in 
the  inlet  chamber  to  the  coagulating  basin,  a  butterfly 
valve.  This  valve  has  an  extension  rod,  at  the  top  of 
which,  or  at  the  high-water  mark,  is  arranged  a  float 
for  operating  the  valve.  This  arrangement  is  not  alto- 
gether satisfactory.  It  is  difficult  to  keep  the  water  in 
the  inlet  chamber  from  freezing  around  the  float  and 
putting  the  controlling  apparatus  out  of  commission. 

\  better  way  to  control  the  flow  to  the  basin  is  by 
arranging  a  float  chamber  inside  of  the  plant.  This 
chamber  can  be  arranged  at  any  point  where  the  water 
from  the  coagulating  basin  can  conveniently  be  con- 
vexed  to  it.  The  chamber  only  need  be  large,  enough 
to  accommodate  the  required  number  of  floats  and 
deep  enough  for  them.  In  the  raw  water  discharge 
main  from  the  low-lift  pumps  and  beyond  any  pump 
connection  a  hydraulic  valve  should  be  placed  in  the 
line.  At  the  float  chamber  a  pilot  valve  for  operating 
the  hydraulic  valve  can  be  arranged.  The  float  oper- 
ates through  the  pilot  valve,  the  hydraulic  valve 
cramping  or  opening  the  discharge  from  the  pumps  as 
required  to  maintain  a  constant  level  in  the  basin.  This 
arrangement  is  satisfactory  in  every  way. 

Sterilization  of  the  Effluent. 

Almost  every  filter  plant  in  operation  to-day  is 
treating  the  filtered  effluent  with  a  sterilizing  agent, 
hypochlorite  of  lime  or  liquid  chlorine  being  used. 
1  [ypochlorite  of  lime  however,  is  being  replaced  by  the 
use  of  liquid  chlorine.  There  are  liquid  chlorine  feed- 
ing devices  on  the  market  which  are  operating  satis- 
factorily. The  author's  experience  has  been  altogether 
with  the  Wallace  and  Tiernan  chlorinators.  Their  solu- 
tion feed  machines  are  entirely  satisfactory,  and  for 
small  plants  the  machine  operating  with  a  pulsating 
motor  is  particularly  satisfactory.  The  feeding  of 
chlorine  gas  to  the  effluent  passing  from  the  filter  plant, 
proportional  to  the  amount  of  water  flowing,  is  a  pro- 
Idem  requiring  a  good  deal  of  study.  There  is  no  ques- 
tion but  what  the  ideal  way  to  chlorinate  would  be  to 
chlorinate  the  effluent  from  each  filter,  or  to  collect  the 
effluent  of  all  the  filters  into  a  comparatively  small  area 
and  chlorinate  the  water  as  it  passes  to  the  storage  in 
the  clear  water  basin.  Any  such  arrangement  as  this, 
however,  runs  into  so  many  complications  that  it  does 
not  seem  feasible.  Where  a  venturi  meter  can  be  ar- 
ranged on  the  discharge  line  from  the  high  service 
pumps,  the  velocity  head  through  the  motor  can  be  used 
for  operating  the  chlorinator  and  the  chlorine  solution 
fed  to  the  suction  of  the  pumps.  Where  such  a  meter 
cannot  be  arranged,  a  special  venturi  tube  can  be  in- 
stalled at  the  outlet  of  the  clear  water  basin  and  the 
velocity  head  at  the  throat  utilized,  feeding  the  solution 
through  a  distributing  pipe,  directly  in  front  of  the  out- 
let. It  is,  however,  important  and  much  to  be  preferred 
that  an  automatic  proportional  feed  machine  be  used 


on  plants  of  large  capacity.  On  smaller  plants  satisfac- 
torv  results  can  be  obtained  with  manual  control  ma- 
chines. 

In  any  filter  plant  space  should  be  provided  for  an 
office  or  storeroom,  a  room  where  small  tools  and  sup- 
plies can  be  kept,  and  where  a  sink  and  bench  can  be 
arranged,  to  facilitate  the  making  of  alkalinity,  turbid- 
ity, and  color  determinations.  These  small  plants  can 
arrange  to  have  the  bacterial  work  done  at  the  labora- 
tories of  the  Board  of  Health.  In  large  plants  office 
-pace  stool,  and  storage  room,  lavatories,  and  rooms 
for  a  complete  chemical  and  bacterial  laboratory  arc 
eal  necessities,  and  the  arrangement  of  this  part  of  the 
plant  should  be  carefully  laid  out. 

1 1  requires  very  little  labor  to  operate  a  filter  plant. 
(  >n.e  man  to  a  shift  will  handle  a  plant  up  to  four  million 
gallons  without  any  difficulty.  Two  men  to  a  shift  will 
handle  a  plant  from  four  million  gallons  to  ten  million 
gallons,  and  three  men  to  a  shift  seems  all  that  is 
necessary  for  a  plant  up  to  thirty  million  gallons.  On 
a  plant,  however,  of  this  size  it  is  well  to  have  an  extra 
man  on  the  day  shift,  a  good  mechanic  or  handy  man. 
This  man  should  spend  most  of  his  time  in  keeping  the 
equipment  in  first-class  condition.  The  operators  and 
help  should  wear  white  suits  while  on  duty.  Careful 
records  of  the  operation  of  a  plant  should  be  kept,  and 
in  large  plants  it  is  not  only  necessary  but  it  is  eco- 
nomical to  have  in  charge  of  the  plant  a  chemist  and 
bacteriologist. 

The  speaker  has  yet  to  assist  in  building  a  plant 
which  in  general  appearance  and  finish  is  up  to  what, 
in  his  opinion,  an  ideal  plant  should  be.  The  inside 
finish  of  the  operating  room,  for  instance,  is  usually  a 
concrete  floor,  brick  walls,  steel  roof  trusses,  and 
painted  roof  boards.  The  outside  of  a  filter  plant  is 
usually  constructed  of  brick,  with  slate  roofs.  Extra 
money  spent  for  tile  floors,  marble,  tile,  or  terra  cotta 
walls,  parapet  walls  in  front  of  the  filters,  attractive 
lighting  scheme,  ornamental  receptacles  for  flowers  or 
ferns,  a  ceiling  and  attractive  radiators  with  concealed 
piping,  would  be  money  well  spent.  It  is  possible  to 
design  the  lines  of  the  buildings  to  have  some  desir- 
able architectural  features,  and  an  architect  should  be 
employed  for  this  purpose.  The  ground  outside  of  the 
plant  should  be  beautiful  to  the  fullest  possible  extent. 
Every  possible  consideration  should  be  given  to  build- 
ing plants  of  better  appearance  and  finish.  The  incen- 
tive would  be  to  keep  such  plants  clean  and  attractive. 

Conclusion. 

In  conclusion,  I  wish  to  say  that  details  in  refer- 
ence to  automatic  effluent  controllers,  master  control- 
lers, individual  sample  stands  on  operating  tables,  au- 
tomatic proportional  coagulant  feeding  devices,  and 
dry  coagulant  feeds  have  been  purposely  avoided,  all 
for  a  reason  and  with  the  hope  that  in  the  discussion  of 
this  paper  the  merits  of  these  several  devices  may  be 
brought  out,  and  through  the  discussion  some  of  us 
may  be  convinced  that  they  are  necessary  adjuncts  to 
a  filter  plant.  Through  the  brief  description  that  it  is 
possible  to  give  here  of  a  modern  mechanical  gravity 
filter  plant  an  effort  has  been  made  to  convey  to  you 
that  experience  has  brought  about  the  perfection  ob- 
tained at  this  time,  and  there  is  no  question  but  what 
experience  is  going  to  teach  us  how  to  improve  the 
several  devices  and  methods  now  in  use.  The  experi- 
ence that  is  going  to  do  this  is  where  one  man  or  a 
company  of  men  have  the  opportunity  of  going 
through  the  experience  of  constructing  and  observing 
the  operation  of  several  plants  each  year. 
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Buildings  of  Heavy  Timber  Mill 

Construction  (Continued) 

By  C.  E.  Paul,  Construction  Engineer 


Cost  of  Mill  Construction  Buildings. 

One  of  the  important  advantages  of  mill  construc- 
tion is  the  relatively  lower  cost  when  compared  with 
other  types  of  buildings.  This  feature  has  been  recog- 
nized from  the  early  days  of  this  type  of  construction. 
With  the  advance  in  the  cost  of  building  materials  as 
a  whole,  the  relative  difference  between  timber,  steel, 
and  concrete  has  changed  slightly  in  favor  of  concrete, 
but  the  advantage  as  a  whole  is  still  on  the  side  of  mill 
construction.  The  old  custom  of  using  girders  45  feet 
in  length  and  spanning  three  bays  of  a  building  has 
passed,  but  the  same  strength  is  now  obtained  by  using 
shorter  lengths  of  larger  material  of  a  high  bending 
strength.  Large  timbers  of  great  strength  in  propor- 
tion to  weight  are  obtainable  in  all  markets,  and  there 
is  an  ample  supply  of  all  sizes  and  grades  in  several 
different  species. 

Mill  construction  buildings  vary  in  cost  with  the 
locality  in  which  they  are  built.  The  cost  per  cubic 
foot  will  vary  from  5c  to  12c,  with  an  average  of  about 
8c.  These  costs  are  without  the  consideration  of 
plumbing-,  heating,  elevators,  or  other  equipment.  Such 
extras  will  increase  the  cost  per  cubic  foot  by  lc  to  2c. 
The  corresponding  cost  per  square  foot  of  floor  area 
of  building  is  from  50c  to  $1.50.  with  an  average  cost 
of  about  90c.  In  order  to  obtain  these  reasonable  costs, 
standard  lengths  and  sizes  of  timber  should  be  used, 
or  else  an  extra  amount  will  have  to  be  charged  for 
specials.  The  cost  of  such  buildings  may  be  kept  to  a 
minimum  by  careful  decision  in  choosing  length  of 
spans  and  areas  of  floors.  Each  girder  and  floor  plank 
should  be  used  to  its  full  capacity,  as  determined  by 
the  load  rating  of  that  floor.  Areas  of  floors  should  be 
such  that  fire  walls  will  not  be  needed  between  the  dif- 
ferent parts  of  a  floor,  thus  keeping  down  the  cost  for 
protection  of  openings  between  rooms.  A  careful 
choosing  of  the  sizes  of  bays  will  aid  in  the  design  of 
the  sprinkler  piping  by  making  one  or  two  lines  of 
sprinklers  do  the  work  where  more  piping  might  be 
needed  in  case  the  spans  were  chosen  without  atten- 
tion to  this  detail. 

No  General  Law 

An  investigation  conducted  by  J.  Norman  Jensen, 
architectural  engineer,  Chicago,  showed  that  the  range 
of  costs  in  the  three  types  of  construction  is  so  great 
that  no  generalization  can  be  made.  By  comparing  the 
costs  of  a  large  number  of  different  types  of  construc- 
tion the  following  conclusions  were  reached  : 

"With  column  spacing  not  exceeding  1(5  feet,  mill  con- 
struction buildings  designed  for  100  pounds  per  square  foot 
live  load  cost  20  per  cent,  less  than  concrete  buildings;  for  150 
pounds  per  square  foot  live  load  15  per  cent,  less,  and  for 
200  pounds  per  square  foot  live  load,  about  10  per  cent.  less. 
When  the  live  load  was  350  pounds  per  square  foot  or  over,  a 
concrete  building  was  the  cheaper." 

This  investigation  showed  also  that  when  the  col- 
umn spacing  in  any  building  is  greater  than  16  feet  the 
relative  economy  of  mill  construction  disappeared.  It 
has  been  found,  however,  that  a  column  spacing  of  16 
feet  is  ample  for  the  majority  of  buildings  devoted  to 
manufacturing  or  other  mercantile  businesses.  For 
most  [ighl  manufacturing  buildings  a  live  load  of  100 
pounds  per  square  foot  is  sufficient,  and  for  a  large 


percent  of  the  buildings  used  for  storage  purposes  200 
pounds  per  square  foot  is  all  that  will  ever  be  placed 
on  the  floors. 

An  investigation  in  regard  to  the  cost  of  insurance 
on  mill  construction,  steel,  and  concrete  buildings 
showed  that  in  ordinary  lines  of  business  the  rate  of 
insurance  on  a  sprinklered  mill  construction  building 
and  contents  runs  about  25  cents  per  $100,  while  the 
rate  oh  a  concrete  building  and  contents  unsprinklered 
runs  about  45c.  The  rate  on  both  types  of  construction 
sprinklered  is  about  the  same,  but  the  cost  of  install- 
ing the  sprinkler  system  in  the  concrete  building  may 
make  the  total  cost  higher  in  comparison  with  a  mill 
construction  building. 

Unit  Cost  Varies  with  the  Height 

The  unit  cost  of  a  building  varies  considerably 
with  the  height  of  structure.  In  connection  with  this 
point  the  following  extracts  from  "Mill  Buildings,"  by 
H.  G.  Tyrrell,  is  of  interest  : 

"Mill  construction  buildings  of  one  and  two  storeys  cost 
more  than  buildings  of  three  to  five  storeys,  the  last  being 
about  15  per  cent,  less  per  square  foot  of  gross  floor  area 
than  when  all  Moor  space  is  on  the  ground.  For  light  pro- 
ducts it  is,  therefore,  economical  to  make  manufacturing 
buildings  not  less  than  three  storeys  in  height,  for  not  only  is 
the  building  itself  less  expensive,  but  it  also  occupies  smaller 
ground  space.  The  only  possible  reason  that  might  cause 
the  owner  of  a  building  for  light  manufacturing  purposes  to 
select  one  floor  in  preference  to  three  or  more  would  be  the 
relative  convenience  and  economy  of  carrying  on  the  work  on 
a  single  floor.  Records  of  certain  factories  show  that  the 
cost  of  labor  is  from  5  per  cent,  to  10  per  cent,  less  when 
work  is  all  done  on  a  single  floor  rather  than  on  several 
floors." 

A  further  comparison  of  the  cost  of  wood,  rein- 
forced concrete,  and  steel  buildings  is  made  by  Mr. 
Tyrrell  in  his  book  "Engineering  of  Shops  and  Fac- 
tories." as  shown  by  the  follow  ing  extracts,  in  which 
A  is  the  greatest  cost  and  G  the  least : 

"Building  types,  arranged  in  order  of  their  relative  first 
cost,  are  as  follows: 

"A.  Complete  steel  frame,  fireproofed,  with  curtain  walls 
and  plank  floor. 

"B.  Interior  steel  frame,  fireproofed,  with  solid  brick 
walls  and  plank  floor. 

"C.  Complete  steel  frame,  lireproofed.  with  curtain  walls 
and  reinforced  concrete  floors. 

"D.  Interior  steel  frame,  lireproofed,  with  s<  lid  brick 
walls  and  reinforced  concrete  floors. 

"E.  Entire  reinforced  concrete  building. 

"F.  Part  interior  steel  frame,  not  fireproofed,  with  solid 
brick  walls  and  wood  mill  floors. 

"G.  Entire  wood  mill  construction. 

"In  comparing  the  first  cost  of  buildings  in  wood  mill 
construction  and  in  reinforced  concrete  it  will  be  found  that 
their  relative  cost  varies  with  the  location,  size  of  building, 
and  the  floor  loads  to  be  sustained.  In  the  Southern  States, 
or  other  regions  where  timber  is  abundant  and  cheap,  wood 
construction  will  often  cost  35  per  cent.  U.  :!0  per  cent,  less 
than  reinforced  concrete,  while  in  districts  where  wood  is 
scarce  the  two  types  may  be  nearly  equal.  The  comparison 
depends  also  on  the  size  of  the  building,  for  large  ones  have 
often  been  found  to  cost  about  the  same  in  either  material, 
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and  small  oqes  an-  sometimes  more  expensive  by  30,  40,  or  so 
per  cent,  in  reinforced  concrete  than  in  wood  The  required 
flooi  capacitj  also  affects  the  comparison.  Light  loads  with 
i -II  -  -.pan-  are  cheaper  in  wood  mill  const  met  ion  than  in  re- 
inforced concrete,  the  cost  of  the  two  types  being  nearly 
equal  in  large  buildings  with  800  pounds  imposed  load  per 
square  foot,  and  column  spacing  of  US  to  20  feet.  With  loads 
of  300  to  300  pounds  per  square  foot  concrete  becomes  cheap- 
er, and  the  saving  increases  rapidly  with  greater  loads  of  i,00'0 
to  1,800  pounds  per  square  foot." 

The  following  extracts,  taken  from  an  address  de- 
livered  before  the  Portland  members  of  the  West 
Coast  Lumbermen's  Association  by  C.J.  llogue,  archi- 
tect. Portland,  Ore.,  arc  of  interest,  since  they  provide 
comparative  data  from  that  section  of  the  country: 

\s  a  result  of  twelve  years'  experience  in  New  England 
1  saw  reinforced  buildings  (  I  am  speaking  from  the  stand- 
point of  an  engineer),  concrete  buildings  constructed  for 
within  .*.  to  13  per  cent,  of  the  cost  of  mill  construction,  and 
Structural  Steel  buildings  at  ID  to  25  per  cent,  additional  cost. 
I  »i  course  in  the  cheaper  types  of  wood  construction  there 
Were  more  differences  than  with  an  engineering  type.  At  that 
time  the  cost  for  mill-constructed  buildings  would  have 
*ho\vn  a  greater  difference  than  I  found  for  reinforced  con- 
crete. As  a  matter  of  fact,  we  could  not  obtain  low  enough 
rates  of  insurance  on  sprinklered  reinforced  concrete  build- 
ings  over  sprinklered  mill  construction  to  pay  the  difference 
in  the  interest  on  cost  of  the  two  types  of  buildings. 

"Since  my  return  to  Portland  I  have  been  ostensibly 
practising  economy,  so  I  can  not  give  you  the  best  of  com- 
parisons from  my  experience.  But  in  the  recent  effort  to 
relieve  building  conditions  in  the  inner  fire  district,  which 
resulted  in  eliminating  one-third  from  the  inner  into  the 
-■titer  district,  we  took  comparative  figures  on  two  buildings, 
"tie  mill  constructed  and  one  of  reinforced  concrete.  The 
two  buildings  were  to  cover  an  area  of  100  by  100,  plastered 
throughout,  as  if  they  were  to  be  used  for  retail  stores.  The 
figure  wc  received,  without  heating,  lighting,  plumbing,  and 
elevator,  for  mill  construction  was  $27,135,  against  $37,651  for 
the  reinforced  concrete  building,  an  additional  cost  of  37 
per  cent.  To  those  figures  add  $6,000  to  both  buildings  for 
plumbing,  etc..  and  the  additional  cost  of  the  reinforced  con- 
crete building  was  31.7  per  cent,  more  than  the  cost  of  the 
mill-constructed  building.  This  is  because  lumber  is  cheaper 
in  the  West  than  it  is  in  the  East,  and  cement,  sand,  and 
gravel  are  much  more  expensive. 


"Now,  the  best  comparison  of  safe  types  of  fire-resisting 
construction  can  perhaps  be  shown  by  the  comparative  insur- 
ance rates — from  the  judgment  of  men  whose  business  it  is 
lo  study  this  question.  We  in  Portland  have  secured  com- 
parative insurance  rates — assuming  occupancy  of  a  furniture 
store  ami  the  rate  mi  the  wood  construction  building  was  47 
cents  and  mi  the  fireproof  building  35  cents,  and  with  sprink- 
lers the  comparison  was  28  cents  on  the  mill  and  21  cents  on 
the  fireproof.  The  rate  was  made  on  the  building,  not  on  the 
contents.  The  rate  for  the  mill-constructed  building,  sprink- 
lered, 28  cents,  was  less  than  on  the  unsprinklered  fireproof 
building,  35  cents. 

"I  also  had  copies  of  fire  rates  from  the  Chicago  Board 
of  Fire  Underwriters,  assuming  a  machine  shop  occupancy. 
The  rate  on  a  building  not  sprinklered,  mill  construction,  was 
$1.11,  as  against  24  cents  for  fireproof  construction;  and 
sprinklered,  15  cents  for  mill  construction,  as  against  14  cents 
lor  fireproof  material.  The  comparison  between  the  sprink- 
lered mill-construction  building  shows  15  cents,  as  against  24 
cents  for  the  non-sprinklered  fireproof  building;  and  where 
both  are  sprinklered  only  1  cent  difference,  15  cents  for  the 
mill  construction  and  14  cents  for  the  fireproof.  On  the  con- 
tents the  rate  on  non-sprinklered  mill  construction  was  $1.36, 
as  against  64  cents  for  the  fireproof;  the  rates  on  the  con- 
tents of  sprinklered  building  were  30  cents  for  the  mill,  as 
against  26  cents  for  the  fireproof  building.  The  comparison 
there  for  the  sprinklered  mill  constructed  is  30  cents,  as 
against  64  cents  for  the  non-sprinklered  fireproof  building. 
This  shows  clearly  that  a  sprinklered  mill-construction  build- 
ing is  a  safer  risk  from  a  fire  insurance  standpoint  than  one 
of  non-sprinklered  fireproof  construction. 

"The  sprinklered  mill-constructed  building-  is  safer  both 
as  to  building  and  contents  than  is  a  fireproof  building,  non- 
sprinklered.  In  the  same  way  a  mill-constructed  building, 
with  properly  constructed  stairways  and  elevator  shafts,  is 
safer  as  to  contents  than  the  non-sprinklered,  unprotected 
stairway  of  a  fireproof  structure.  Another  thing  is  the  tem- 
perature which  runs  from  1,000  to  1,200  degrees,  as  compared 
to  1,800  degrees  in  fireproof  non-sprinklered  buildings.  The 
steel  columns  almost  invariably  buckle  early  in  the  game,  and 
are  of  no  further  support  to  the  building. 

"I  believe,  from  my  experience  in  both  kinds  of  con- 
struction, that  the  mill-constructed  building,  masonrj'  w-alls. 
wire  glass  windows,  equipped  with  a  sprinkler  system,  would 
have  almost  as  great  effect  in  stopping  a  conflagration  as  if 
the  interior  was  of  so-called  fireproof  construction — that  is,  of 
incombustible  materials.' 


Reinforced  Concrete  Building  Design 

Recommended  Specifications  for  Structures  to  be 
Erected  in  Cities  Not  Having  a  Building  Ordinance 

 Continued  from  Issue  of  Dec.  13   


Slabs,  Beams  and  Girders 

The  straight-line  method  shall  be  used  in  design- 
ing reinforced  concrete. 

The  span  length  ^for  beams  simply  supported,  and 
for  all  slabs,  shall  be  taken  as  the  distance  from  centre 
to  centre  of  supports,  but  need  not  be  taken  to  exceed 
the  clear  span  plus  the  over-all  depth  of  beam  or  slab. 
For  continuous  or  restrained  beams  built  monolithic- 
ally  into  supports,  the  span  length  may  be  taken  as 
trie  clear  distance  between  faces  of  supports.  Brackets 
shall  not  be  considered  as  reducing  the  clear  span  in 
the  sense  here  intended,  and  the  clear  span  between 
T  beams  is  the  distance  face  to  face  of  stems.  Maxi- 


mum negative  moments  are  to  be  considered  as  exist- 
ing at  the  end  of  the  span  as  here  defined. 

The  bending  moments  of  girders,  beams  and  slabs 
due  to  uniformly  distributed  loads  shall  be  taken  as  not 
less  than : 

1/8    WL,  at  centre  when  simply  supported. 
1/9    WL,  over  central  support ;  and  1/10  WL,  near 
the  middle  of  the  span  when  continuous 
for  two  spans  only. 
1/10  WL,  over  first  continuous  support;  and  1/10 
\\  L,  near  middle  of  end  spans  when  sup- 
ported at  one  end  and  continuous  at  the 
oilier  end  for  more  than  two  spans. 
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1/12  WL,  ai  centre  and  intermediate  supports 
when  continuous  over  more  than  two 
supports. 

The  simply  supported  ends  of  span's  shall  he  rein- 
forced for  i.  negative  moment  of  not  less  than  1/16  WL. 
W  =  total  distributed  dead  and  live  loads. 
L  =  length  of  span. 

Floor  slabs  having  supports  extending  along  the 
four  sides  shall  be  designed  and  reinforced  as  continu- 
ous over  the  supports.  For  uniformly  distributed  dead 
and  live  loads  the  per  cent  of  load  carried  on  the  trans- 
verse span  shall  be  found  by  subtracting  0.5  from  the 
quotient  obtained  by  dividing  the  length  by  the  breadth. 
The  remainder  of  the  load  shall  be  carried  on  the  long- 
itudinal span.  If  the  length  of  the  slab  exceeds  1.5 
times  its  width  the  entire  load  shall  be  carried  on  the 
transverse  span.  Using  the  values  thus  obtained,  each 
set  of  reinforcement  is  to  be  calculated  in  the  same 
manner  as  slabs  having  supports  on  two  supports  only, 
using  correct  depths  to  centre  of  steel.  The  amount 
of  reinforcement  thus  determined  per  foot  of  width 
applies  only  to  the  middle  half  of  the  slab  and  one-half 
of  this  amount  per  foot  of  width  may  be  used  in  each 
end  quarter  of  the  slab.  The  probable  distribution  of 
the  loads  from  two-way  reinforced  slabs  to  supporting 
beams  or  girders  shall  be  ascertained,  and  the  moments 
in  the  beams  or  girders  calculated  accordingly. 

The  bending  moments  for  slabs  or  beams  with  spans 
of  unusual  length  or  due  to  other  than  uniformly  dis- 
tributed loads  shall  be  more  exactly  computed  accord- 
ing to  accepted  theory. 

Provision  for  Negative  Bending  Moments 

In  continuous  slabs,  beams  or  girders,  full  provision 
shall  be  made  for  the  negative  bending  moments  over 
the  supports  by  placing  sufficient  negative  reinforce- 
ment near  the  top  of  the  members  to  resist  the  stress. 
This  reinforcement  shall  pass  beyond  the  point  of  con- 
tra-flexure  in  beams  or  girders  and  be  anchored  in  the 
compression  concrete  of  the  member  a  sufficient  dis- 
tance to  develop  the  full  strength  of  the  steel  through 
bond  stress.  The  critical  section  of  continuous  con- 
struction is  over  the  support. 

Where  adequate  bond  is  provided  at  junction  be- 
tween slab  and  beam,  and  the  two  are  cast  at  the  same 
time  as  a  unit,  the  slab  may  be  considered  as  an  inte- 
gral part  of  the  beam,  provided  its  effective  width  shall 
not  exceed  one-fourth  of  the  span  length  of  the  beam, 
nor  be  greater  than  six  times  the  thickness  of  the  slab 
on  either  side  of  the  stem. 

In  beams  with  T  sections  the  width  of  the  stem  only 
shall  be  used  in  calculating  longitudinal  shear  and  di- 
agonal tension.  An  effective  bond  shall  be  provided  at 
the  junction  of  the  beam  and  slab  when  the  principal 
slab  reinforcement  is  parallel  to  the  beam,  by  the  use 
of  transverse  reinforcement  extending  over  the  beam 
and  well  into  the  slab. 

In  the  design  of  T  beams  acting  as  continuous 
beams,  sufficient  compression  area  shall  be  provided  on 
the  under  side  at  the  support,  cither  by  the  use  of  pro- 
perly designed  brackets  or  by  embedding  additional 
compression  steel  in  the  concrete  extending  to  the 
point  of  inflection. 

The  minimum  thickness  of  concrete  floor  slabs  shall 
be  4  inches,  and  of  roof  slabs  3J/>  inches. 

Cement  or  concrete  floor  finish  shall  not  be  con- 
sidered in  calculating  the  strength  of  floor  members 
unless  it  be  laid  at  the  same  time  they  are  cast. 

The  design  of  composite  floors  consisting  of  rows 
of  concrete  tile  or  hard-burneel  terra  cotta  tile,  gypsum 


blocks,  sheet  steel,  or  other  approved  fire  resisting  ma 
terial,  separated  by  ribs,  or  beams  of  reinforced  stone 
concrete,  shall  conform  to  all  the  provisions  of  these 
specifications  so  far  as  they  are  applicable.  Not  less 
than  two  bars  shall  be  used  in  each  rib  with  a  mini- 
mum space  between  bars  of  one  inch.  The  width  of 
ribs  shall  be  two  inches  plus  the  widths  of  the  bars 
plus  the  spaces  between  the  bars  but  the  minimum 
width  of  ribs  shall  be  four  inches. 

The  tile  or  blocks  shall  be  regarded  only  as  fillers, 
and  shall  not  be  considered  in  the  design  except  as  a 
dead  load. 

If  designed  as  a  T  beam,  the  slab  portion  above  the 
fillers  shall  have  a  thickness  of  at  least  one-fifth  the 
depth  from  the  top  surface  to  the  centre  of  the  steel 
and  not  less  than  \y2  inches,  and  shall  consist  of  the 
same  mixture  used  for  the  ribs,  and  shall  be  cast  at 
the  same  time.  Under  these  conditions  it  may  be  con- 
sidered in  the  design  of  the  ribs. 

Tile  or  block  filler's  shall  be  laid  with  Portland 
cement  mortar  joints,  and  shall  be  thoroughly  wet  be- 
fore the  concrete  is  poured. 

The  protection  for  steel  bars  in  the  bottom  of  ribs 
shall  be  the  same  as  for  other  beams.  ■ 

To  resist  expansion  and  shrinkage  stresses,  rein- 
forcement bars  not-  less  than  one-half  inch  diameter 
shall  be  placed  in  the  concrete  at  right  angles  to  the 
ribs  and  above  the  fillers,  at  intervals  not  exceeding 
30  inches. 

Steel  reinforcement  shall  have  a  minimum  protec- 
tion of  concrete  on  all  sides  as  follows : 

In  columns  and  girders,  2  inches;  in  beams  and 
walls,  \y2  inches;  and  in  floor  slabs,  1  inch. 

The  steel  in  footings  for  walls  and  columns  shall 
have  a  minimum  protection  of  4  inches  of  concrete. 

All  reinforcement  shall  be  accurately  located  and 
mechanically  secured  against  displacement  during  the 
placing  of  the  concrete.  Reinforcement  bars  for  slabs 
shall  not  be  spaced  farther  apart  than  two  and  one- 
half  times  the  thickness  of  the  slab.  The  spacing  of 
parallel  bars  in  beams  shall  be  not  less  than  two  diam- 
eters from  centre  to  centre,  nor  less  than  one  inch. 
The  clear  spacing  between  two  parallel  layers  of  bars 
shall  not  be  less  than  one  inch.  In  restrained  or  can- 
tilever construction  reinforcement  shall  extend  beyond 
the  supports  into  adjacent  construction  for  full  and 
effective  anchorage,  except  that  when  that  is  not  prac- 
ticable, anchorage  shall  be  obtained  bv  other  means  ac- 
ceptable to  the  (Engineer  or  Architect). 

Special  reinforcement  shall  be  provided  to  resist 
concentrated  loads. 

Slabs  reinforced  in  one  direction  only  shall  have 
shrinkage  rods  not  less  than  J/j  inch  in  diameter  placed 
above,  and  crossing  the  reinforcement  and  spaced  not 
over  two  feet  apart. 

All  reinforcement  shall  be  assembled  well  in  ad- 
vance of  the  placing  of  the  concrete,  and  shall  be  in- 
spected and  approved  by  the  (Engineer  or  Architect) 
before  concrete  is  deposited. 

Splices  in  Bars 

Splices  in  reinforcing  bars  shall  be  designed  to 
transfer  the  calculated  stress  at  the  joint  either  by 
bond  and  shear  through  the  concrete  or  in  vertical 
supports  by  bearing  between  the  steel.  Splices  at 
points  of  maximum  stress  shall  be  avoided  where  pos- 
sible. Lap  splices  of  bars  shall  be  of  sufficient  length 
to  develop  the  required  stress  in  the  joint  without 
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v  acceding  the  bond  stress  permitted,  ami  the  hipped 
portions  shall  be  separated  by  a  space  not  less  than 
their  thickness  or  a  niinininin  of  one  inch. 

Members  of  web  reinforcement  in  beams  shall  be 
doigncd  f«  >r  diagonal  tensile  stresses,  using  the  cal- 
CUlated  vertical  shearing  stress  as  a  measure  of  these 
tensile  stresses.  The  longitudinal  spacing  of  vertical 
Stirrups  shall  not  exceed  one-half  the  depth  of  beam 
and  that  of  inclined  members  shall  not  exceed  three- 
fourths  of  the  depth  of  beam.  It  may  be  assumed 
that  all  of  the  external  vertical  shear  in  excess  of  the 
amount  heretofore  specified  as  allowable  for  concrete 
is  provided  for  by  the  steel  in  v  ertical  or  inclined  web 
members  and  bent  up  bars. 

\\  eh  members,  such  as  stirrups,  when  not  rigidly 
attached  to  the  longitudinal  steel  at  both  top  and  bot- 
tom, shall  he  carried  around  and  bent  over  the  longi- 
tudinal members  or  otherwise  sufficiently  anchored  in 
the  compression  concrete  to  develop  the  tensile  stresses 
existing  in  them.  W  eb  members  shall  be  rigidly  at- 
tached to  the  longitudinal  steel  on  the  tension  side. 
Stirrups  at  the  ends  of  continuous  girders  shall  be 
inverted  with  the  free  ends  anhored  in  the  compres- 
sion  concrete  at  the  bottom  of  the  beam.  The  length 
of  stirrups  or  diagonals  embedded  in  compression  con- 
crete shall  be  sufficient  to  develop  their  entire  tensile 
-trcs-cs  by  adhesion. 

Columns 

The  length  of  columns  shall  be  taken  as  the  maxi- 
mum unsupported  length. 

The  unsupported  length  of  columns  shall  not  ex- 
ceed 15  times  the  effective  diameter  or  least  effective 
thickness  when  longitudinally  reinforced  nor  10  times 
the  effective  diameter  for  hooped  columns,  and  in  no 
case  shall  the  effective  diameter  or  least  effective 
thickness  be  less  than  9  inches,  measured  within  the 
ties  or  hooping  from  out  to  out  of  the  longitudinal 
reinforcement.  The  length  shall  include  any  corbel  or 
knee  brace  attached  to  the  column.  The  effective  di- 
ameter of  columns  supporting  girderless  floors  shall 
be  not  less  than  one-twelfth  the  least  panel  dimen- 
sion of  panels  supported  by  any  column. 

Bending  stresses  in  columns  due  to  eccentric  loads 
shall  be  provided  for  by  increasing  the  section  of  con- 
crete or  steel  so  that  the  total  unit  stress  shall  not 
exceed  the  allowable  working  stress  in  flexure. 

Suitable  steel  base  plates  or  castings  shall  be  pro- 
vided at  the  bottom  of  columns  to  distribute  the  loads 
over  the  footings,  and  the  vertical  reinforcement  bars 
shall  bear  squarely  on  these  plates  or  the  reinforcing 
bars  shall  be  carried  down  into  an  enlarged  footing 
to  distribute  the  load  through  bond  stress. 

In  columns  where  necessary  to  splice  vertical  bars 
having  areas  in  excess  of  1%  square  inches,  it  shall 
be  done  by  cutting  the  bars  squarely  at  the  ends  and 
enclosing  them  in  a  close-fitting  pipe  sleeve,  or  uniting 
them  by  a  threaded  splice  or  other  mechanical  con- 
nection that  will  transfer  the  load  from  one  to  the 
other  without  stressing  the  adjoining  concrete  exces- 
sively. The  middle  point  of  such  splices  shall  be 
within  1  foot  above  the  floor  level.  Splices  in  column 
hooping  where  necessary  shall  be  sufficient  to  de- 
velop the  full  strength  of  the  hooping. 

All  interior  columns  shall  be  round.  When  inter- 
ior columns  other  than  round  are  used  for  architectural 
effect,  the  corners  shall  be  made  of  plaster  on  metal 
lath  built  around  the  columns  after  they  are  fully  set. 

Longitudinally  reinforced  columns  shall  have  not 
less  than  four  vertical  bars  or  rods  secured  against 


lateral  displacement  by  steel  ties  placed  not  farther 
aparl  than  T6  diameters  of  the  vertical  bars  or  rods, 
nor  more  than  12  inches.  The  area  of  the  vertical  re- 
inforcement shall  be  not  less  than  1  per  cent,  nor  more 
than  I  per  cent.,  calculated  upon  the  effective  area  of 
the  column,  which  is  the  area  within  the  reinforce- 
ment. No  vertical  bar  shall  have  a  diameter  or  least 
dimension  less  than  Y%  inch  and  steel  ties  shall  be  not 
less  than  ](\  inch  in  diameter  or  least  dimension. 

Hooped  Columns 

Hooped  columns  shall  be  reinforced  with  vertical 
steel  with  an  area  of  not  less  than  1  per  cent,  and  not 
more  than  4  per  cent.,  calculated  upon  the  effective 
an  a  of  the  column.  The  vertical  bars  or  rods  shall  be 
spaced  no  farther  apart  than  one-eighth  the  circumfer- 
ence nor  more  than  8  inches,  and  be  secured  to  the 
hooping.  The  reinforcement,  in  the  form  of  hoops 
or  spirals,  shall  be  not  less  than  1  per  cent,  (that  is, 
a  volume  of  steel  equal  to  the  required  per  cent,  of 
the  volume  of  concrete  within  the  hoops  or  spirals  for 
a  unit  length  of  column),  with  a  clear  spacing  not 
greater  than  one-sixth  the  effective  diameter,  and  pre- 
ferably not  greater  than,  one-tenth  the  effective  di- 
ameter, nor  more  than  2y2  inches.  For  hooped  col- 
umns reinforced  as  herein  specified,  the  unit  concrete 
stresses  may  be  700  pounds  per  square  inch  for  1 :2 :4 
concrete  and  870  pounds  per  square  inch  for  1 :1^4  :3 
concrete. 

The  load  which  may  be  carried  by  any  column  shall 
be  determined  by  the  following  formula : 

p     =  fc  (A«  +  nA«) 
in  which : 

P  =  total  load  in  pounds. 

fc  =  allowable    compressive    fiber    stress  in 
pounds  per  sq.  in.  on  the  concrete. 

Ac  =  effective  area  of  concrete  in  square  inches. 

n    —  ratio  of  deformation. 

A*  =  area  of  vertical  steel  in  square  inches. 
Axial  compression  in  structural  steel  columns  thor- 
oughly encased  in  concrete  having  a  minimum  thick- 
ness of  4  inches  and  reinforced  with  not  less  than  1 
per  cent,  of  hooping  steel  (that  is,  a  volume  of  steel 
equal  to  1  per  cent,  of  the  volume  of  concrete  within 
the  hoops),  equally  divided  between  vertical  reinforce- 
ment and  spirals  or  hoops  spaced  not  more  than  12 
inches  apart,  may  be  taken  at  16,000  pounds  per  square 
inch  on  the  net  section  of  the  structural  steel,  no  allow- 
ance being,  madt  for  the  concrete  casing.  The  spirals 
or  hoops  shall  be  placed  not  nearer  than  1  inch  from 
surface  of  the  concrete.  The  ratio  of  length  to  least 
radius  of  gyration  of  the  structural  steel  section  shall 
not  exceed  120. 

Walls 

Exterior  and  interior  bearing  and  non-bearing  walls 
of  reinforced  concrete  shall  be  securely  anchored  to  all 
intersecting  walls,  columns  and  floors,  and  the  allow- 
able compressive  stress  shall  not  exceed  250  pounds 
per  square  inch.  The  thickness  shall  be  not  less  than 
two-thirds  that  specified  for  brick  walls,  and  in  no  case 
less  than  8  inches.  All  such  walls  shall  be  reinforced 
with  steel  running  both  horizontally  and  verticallv. 
The  amount  of  reinforcement  shall  not  be  less  than 
one-fifth  of  1  per  cent,  of  the  cross  section  of  the  wall, 
and  shall  be  equally  disposed  near  each  face  of  wall : 
except  that  in  walls  or  partitions  8  inches  or  less  in 
thickness,  the  reinforcement  may  be  placed  as  a  single 
layer  in  the  middle.  Reinforcement  shall  be  spaced 
not  more  than  18  inches  apart.    Additional  reinforce- 

(Continurd  on  page  1220) 
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Practical  Hints  for  the  Contractor 

that  may  save  him  time  and  money.  If  you  know  any  labor-saving  scheme, 
send  it  in — preferably  with  illustrations.    We  will  pay  for  all  accepted  articles. 


A  Swing  Scaffold 

The  usual  pole  or  trestle  scaffold  commonly  used  in 
the  erection  of  buildings  is  objectionable  in  that  the 
framework  is  so  intricate  as  to  often  interfere  with 
the  building  operations.  A  scaffold  of  this  type  is 
usually  a  very  clumsy  and  spreading  structure.  For 
stuccoing  or  plastering,  more  especially  when  a  cement 
gun  is  employed,  a  clear  unencumbered  stretch  of  wall 
surface  is  desirable,  and  for  this  reason,  a  pole  scaffold 
is  not  the  best  that  may  be  adopted.  To  overcome 
these  inherent  disadvantages,  swing  scaffolds  are  some- 
times employed.  Such  scaffolds  are  also  readily  ar- 
ranged to  allow  rapid  adjustment  of  height.  There  are 
many  varieties  of  this  type  of  platform,  the  usual  ar- 
rangement being  a  few  planks  suspended  by  pulley 
blocks  from  an  iron  hook  that  catches  on  the  roof 
cornice  or  eave. 

The  illustrations  reproduced  herewith  show  details 
of  a  swing  scaffold  of  this  type  that  has  been  devised 
for  cement  gun  work  on  the  Whitby  Hospital  for  the 
Insane.  The  mode  of  support  from  the  roof  is  rather 
different  from  the  usual  method.  A  wooden  frame  of 
the  shape  shown,  which  rests  freely  on  the  roof,  is 
used  for  this  purpose.  A  hook  inserted  as  shown  car- 
ries a  pulley  block  and  the  point  of  suspension  is  kept 
well  back  of  the  roof  edge  so  as  to  avoid  any  canti- 
lever action  and  eliminate  the  need  of  counterweights 
to  hold  the  frames.  Of  course,  such  a  frame  is  applic- 
able only  to  roofs  with  projecting  cornices.  These 
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Method  of  supporting  swing  scaffold  from  roof. 


wooden  supports  are  handier  than  iron  hooks,  are  more 
easily  handled  and  can  be  instantly  shifted  from  point 
to  point  on  the  roof.  This  method  of  suspension  en- 
sures safety  to  the  workman  on  the  scaffold. 

In  this  particular  case  the  platform  was  built  of 
two  2  in.  by  6  in.  planks  on  edge,  covered  with  %-in. 
slats  forming  a  platform  24  inches  wide.  To  carry 
these,  special  brackets  or  loops  forged  of  iron  were 
used,  shown  in  detail  in  the  illustration,  and  placed 
about  14  ft.  centres.  Iron  plates  on  the  platforms  pro- 
vided a  coupling  for  joining  adjacent  platforms  to  form 
a  continuous  series.  This  platform  may  be  raised  or 
lowered  by  the  workmen  on  it,  a  cleat  on  the  bracket 
holding  the  rope  fast. 
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For  cement  gun  work,  this  platform  is  admirable, 
since  it  provides  a  clear  space  for  the  gun  manipulator 
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Platform  and  bracket  for  swing  scaffold. 

to  work  on.  The  screeder  can  also  work  at  a  closer 
range,  and  can  finish  the  plaster  as  soon  as  it  is  applied. 


An  Improvised  Hoist 

Builders  of  houses  or  small  buildings  could  make 
great  use  of  a  portable  power-driven  hoist.  Until  re- 
cently there  has  been  nothing  to  fill  this  need  and 
yet  there  are  dozens  of  processes  in  the  erection  of 
a  small  building  that  would  make  such  an  equipment 
economical  and  profitable  in  time  or  labor.  The  na- 
ture of  this  class  of  work  makes  the  use  of  the  stand- 
ard heavy  hoisting  engines  almost  impossible.  What 
is  desired  is  a  light,  compact,  self-contained  hoisting 
unit  that  may  readily  be  moved  from  place  to  place. 

In  connection  with  the  work  at  the  new  Whitby 
Hospital  for  the  Insane,  constructed  by  the  Ontario 
Provincial  Government,  a  home-made  hoist  of  this 
nature  was  built  that  is  declared  to  be  one  of  the  most 
profitable  pieces  of  contracting  machinery  on  the  job. 
The  hoist  was  assembled  from  odd  pieces  that  were 
not  being  employed  to  better  advantage  and  illustrates 
what  other  builders  may  do  with  a  little  ingenuity 
towards  providing  themselves  with  a  most  useful 
piece  of  equipment. 

The  frame  of  an  old  portable  rock-crusher  was 
used  to  carry  the  drum  and  engine.  On  one  end  was 
mounted  a  single  cylinder  gasoline  engine  that  was 
originally  meant  for  pumping  purposes,  but  which  was 
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not  "i  sufficient  power  to  pump  against  Ihe  head  de 
sired.  One  drum  of  a  two-drum  hoisting  engine  was 
fastened  at  the  opposite  end  of  the  crusher  frame  and 
was  bell  driven  from  the  engine.  To  allow  the  belt 
to  drive  on  the  toothed  gear  which  was  attached  to 
the  drum  a  strap  of  wood  blocks  cut  to  fit  the  teeth 
was  wired  to  the  periphery  of  the  gear,  in  this  way 
forming  a  flat  pulley  surface.  A  friction  brake  was 
provided  and  also  a  clutch  to  disconnect  the  engine 
from  the  drum.  To  complete  the  equipment  a  small 
steel  builder's  derrick  with  a  boom  5  to  6  feet  long 
was  u>ed  on  the  upper  floor  or  roof,  over  which  the 
wire  hoisting  rope  passed,  the  end  being  weighted  to 
eiiMiro  its  being  down  ordinarily.  By  means  of  this 
improvised  apparatus  the  brick  and  tiles  used  for  the 
upper  storeys  were  raised  to  the  setters.  The  whole 
wheelbarrow  was  slung  to  the  hook  and  elevated  to 
the  required  position,  where  the  derrick  could  swing 
it  over  the  floor.  The  descent  of  a  load  was  controlled 
entirely  by  the  brake,  the  engine  clutch  being  out  so 
that  the  drum  runs  free.  The  engine  is  thus  used  for 
-ting  the  load  only,  the  brake  forming  a  very  con- 
venient method  of  controlling  the  descent. 


Dragline  Kxcavating  with  Endless  Gable 

In  excavating  the  foundation  pit  for  a  set  of  flood- 
gates in  the  Brevoort  levee,  in  Indiana,  the  contractor 
rigged  Up  a  dragline  outfit,  as  shown  in  the  accompany- 
ing sketch.  A  hoisting  engine  was  placed  at  one  side 
of  the  pit,  with  a  backhaul  cable  hitched  to  an  ordinary 
>lip  scraper.  The  hauling  line  was  run  clear  of  the 
pit  through  a  snatchblock  at  one  side  and  then  up  to 


Ssc+ionol  Elevo+ion 
Kxcavating  by  scrapers  on  an  endless  rope. 


a  block  attached  to  a  tree  in  line  with  the  hoisting  en- 
gine, from  which  the  cable  led  back  to  a  bail  on  the 
>craper. 

Men  in  the  pit  held  the  scraper  by  its  handles  to 
give  it  a  load  and  start  it  up  the  incline,  which  it  cut 
for  itself.  One  man  was  stationed  on  the  dump.  Some 
trouble  was  experienced  in  dumping,  but  on  the  whole 
the  rig  worked  very  well ;  as  the  excavation  was  small, 
nothing  more  elaborate  was  needed.  The  material  was 
a  soft  and  wet  but  very  sticky  mud,  in  which  the  men 
worked  with  difficulty,  both  in  the  pit  and  on  the  dump. 
— Engineering  News. 

[The  same  plan  was  recently  adopted  at  the  Whitby 
Hospital  for  the  Insane. — Ed.] 


The  Turbine  Equipment  Company  have  been 
awarded  a  contract  for  centrifugal  sewage  pumps  for 
the  town  of  New  Toronto.  Two  of  these  will  be  driven 
by  vertical  motors  and  the  other  will  be  direct  con- 
nected to  a  high  speed  gasoline  engine. 


Temporary  Station  for  C.  N.  K.  at  Mount 
Royal  Tunnel,  Montreal 

Tenders  have  been  called  by  the  Mount  Royal  Tun- 
nel and  Terminal  Company,  Limited,  for  the  construc- 
tion of  the  temporary  station  of  the  C.  N.  R.,  in  con- 
nection with  the  suburban  traffic  of  the  Mount  Royal 
tunnel  service  and  the  main  line  traffic  of  the  C.  N.  R. 
1 1  w  as  i  iriginally  intended  to  have  built  a  very  extensive 
terminal  in  Montreal,  but  owing  to  the  war  it  was  de- 
rided to  |nit  up  a  temporary  station,  and  this  will  prob- 
ably be  utilized  as  part  of  the  larger  scheme  at  a  later 
date.  The  Mount  Royal  tunnel  is  nearing  completion, 
and  with  this  fact  in  view,  it  is  necessary  to  construct 
a  station  to  accommodate  the  suburban  business.  The 
plans  are  by  Warren  &  Wetmore,  New  York,  who 
have  also  designed  the  larger  terminal. 

The  site,  on  St.  Dominique  and  Lagauchetierc 
Streets,  is  106  x  135.  The  structure  is  to  bc  entirely 
of  reinforced  concrete,  without  much  ornamentation, 
and  for  a  temporary  building  is  of  unusual  strength. 
It  will  consist  of  a  basement  and  two  storeys.  The 
entrance  is  on  Lagauchetiere  Street,  and  will  com- 
prise six  doorways  covered  by  a  marquise.  Above  this 
there  are  to  be  five  panels,  with  the  words  "Canadian 
Northern"  in  the  centres.  >. 

The  basement  is  to  be  15  feet  below  the  street 
level;  here  will  be  located  the  concourse  and  the  five 
tracks.  Access  to  the  concourse  will  be  given  by  a 
stairway  from  the  ground  floor.  Between  the  con- 
course and  the  tracks  a  large  space  is  to  be  reserved 
for  a  baggage  way  run,  this  communicating  with  the 
baggage  room  situated  at  one  side.  On  the  west  sec- 
tion of  the  station  a  30-foot  drive  for  baggage  is  to 
be  constructed ;  the  goods  will  be  unloaded  at  the  first 
floor  level,  and  lowered  by  a  freight  elevator  into  the 
baggage  room. 

On  the  first  or  ground  floor  will  be  the  entrances, 
the  centre  of  the  floor  being  occupied  by  the  vestibule, 
the  ticket  office,  and  the  main  waiting  room.  At  one 
side  will  be  the  parcel  room,  the  incoming  baggage 
room,  and  the  freight  elevator,  and  at  the  other  men's 
smoking  room,  toilets,  and  women's  waiting  room. 

The  next  storey,  which  covers  only  the  front  part  of 
the  station,  is  to  be  for  the  transportation  and  engi- 
neers' offices,  and  will  be  reached  by  a  stairway  from 
the  ground  floor. 

The  walls  and  ceilings  of  the  building  are  to  be  of 
plaster,  and  the  floors  of  concrete,  with  the  exception 
of  the  lavatories,  where  the  floors  are  to  be  of  tile. 
The  partitions  in  the  lavatories  will  be  of  marble.  The 
ticket  office  will  have  bronze  grills.  The  roof  will  be 
of  asbestos  felt. 

It  is  intended  to  construct  a  boiler  house  for  heat 
ing,  but  its  location  has  not  been  settled. 


Reinforced  Concrete  Building  Design 

(Continued  from  pagrc  1218) 

ment  shall  be  placed  around  wall  openings,  and  all 
vertical  and  horizontal  reinforcement  shall  be  wired  or 
have  other  mechanical  bond  at  intervals  not  exceeding 
18  inches  in  either  direction. 

General 

The  1916  Report  of  the  Joint  Committee  on  Con- 
crete and  Reinforced  Concrete  shall  be  followed  in  the 
design  of  girderless  slabs,  and  it  shall  be  the  final 
authority  in  interpreting  these  specifications  and  ap- 
plying same  to  unusual  cases  of  spans  and  loading. 
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Personals 

Mr.  Geo.  Young  has  resigned  liis  position  as  Provincial 
Sanitary  Inspector  at  North  Bay,  Ont.,  on  account  of  ill 
health.    He  is  succeeded  by  Mr.  Alex.  R.  White. 

Mr.  W.  B.  Young,  chief  draughtsman  and  designer  in 
the  city  engineer's  department  at  Vancouver,  has  been  granted 
a  Commission  in  the  Canadian  Engineers  and  has  been 
given  leave  of  absence  by  tin-  civic  board  of  works  to  go 
overseas. 

Mr.  Robert  Parker,  a  well-known  contractor,  of  Windsor. 
Ont.,  has  been  appointed  building  inspector  for  that  city.  He 
will  hereafter  have  charge  of  the  issuing  of  building  permits. 
Mr.  Parker  was  a  member  of  the  board  that  framed  the  new 
building  by-law  which  has  finally  been  adopted. 

Mr.  Fred  W.  Evans  has  been  appointed  manager  of  the 
Toronto  House  of  the  Canadian  Fairbanks-Morse  Company. 
Eimited,  at  2G-28  Front  Street  West.  Mr.  Evans  has  been 
acting-manager  at  Toronto  for  the  past  year  and  his  appoint- 
ment is  a  recognition  of  the  excellent  work  he  has  done  dur- 
ing that  time.  He  has  been  with  this  company  for  a  great 
many  years  and  has  had  excellent  experience,  particularly  in 
the  machine  tool  end  of  the  business. 

Flight-Lieut.  John  H.  Firstbrook,  of  the  Royal  Flying 
Corps,  is  now  at  Berne,  Switzerland,  having  been  transferred 
from  a  German  prison  camp,  where  he  has  been  since  last 
July.  After  qualifying  for  a  commission  in  the  Corps  of 
Guides,  he  went  to  England  to  obtain  a  commission  in  the 
Royal  Flying  Corps.  He  was  given  his  commission  early 
this  year  and  had  been  on  active  service  for  some  months 
with  the  22nd  Squadron  when  he  was  wounded  on  July  1. 
Lieut.  Firstbrook  was  a  student  at  the  School  of  Practical 
Science,  Toronto. 


Obituary 

Mr.  Daniel  Wade,  who  for  many  years  carried  on  busi- 
ness in  London,  Ont..  as  a  brick  manufacturer  and  retail 
lumber  merchant,  died  recently  after  a  long  illness. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  total  value  of  the  building  permits  issued  this  year 
in  Sault  Ste.  Marie,  Out.,  is  $101,455,  as  compared  with  $09,- 
■130  last  year. 

The  General  Machinery  &  Equipment  Company,  Limited, 
has  been  incorporated  with  a  capital  of  $10,000,  head  office 
at  Vancouver.  , 

During  the  year,  building  permits  to  the  value  of  $170,- 
420  have  been  issued  in  Brockville,  Ont.,  as  compared  with 
$46,010  in  H)l  5. 

Rumors  arc  again  current  that  negotiations  are  in  pro- 
spect regarding  a  merger  of  the  Nova  Scotia  Steel  &  Coal 
Company  and  the  Dominion  Steel  Corporation. 

It  is  expected  that  there  will  be  great  activity  in  the 
building  trade  in  Hamilton,  Ont.,  in  the  spring;  at  the  pre- 
sent time  there  is  claimed  to  be  a  shortage  of  houses. 

Building  permits  issued  in  the  city  of  Quebec  during  the 
month  of  November  number  40  and  are  valued  at  $78;!. 875. 
This  compares  with  74  permits  issued  in  the  same  month 
last  year,  value  $349,275. 

It  is  stated  that  work  on  the  new  elevator  at  St.  John, 
N.B.,  will  be  commenced  in  the  spring  by  the  Fegles-Bel- 
lows  Company,  who  have  the  contract,  and  that  the  work  will 
take  about  eight  months  to  complete. 


At  a  meeting  of  the  town  council  of  St.  Mary's,  Ont., 
recently,  Mr.  A.  B.  Manson,  C.E.,  the  city  engineer  of  Strat- 
ford, gave  estimates  of  the  new  sewer  system  and  disposal 
plant  for  St.  Mary's,  the  amount  being  $17,721. 

The  brick  plant  at  the  Drummond  Colliery,  Westville, 
N.S.,  is  said  now  to  he  more  prosperous  than  ever  before 
in  its  history.  The  output  of  lire  brick  exceeds  100,000  per 
month  and  a  ready  market  at  a  good  price  is  found  at  the 
steel  plants  at  Sydney  and  Sydney  Mines. 

The  Brantford,  Ont.,  city  council  have  adopted  the  re- 
commendation of  City  Engineer  Jones  and  the  Medical 
Ofticer  of  Health,  that  mechanical  filtration  he  used  for 
Brantford's  water  supply,  and  that  the  supply  he  secured 
from  the  Grand  River  north  of  the  present  inlet. 

General  Manager  E.  L.  Cousins,  of  the  Toronto  Harbor 
Board,  has  reported  to  City  Council  that  up  to  the  end  of 
November  a  total  of  $1,014,111  had  been  spent  on  the  har- 
bor improvements.  In  November  the  Board  spent  $1  19,828. 
The  total  appropriation  to  date  has  been  $2, 093.890. 

The  appropriation  which  the  Dominion  Parliament  will 
be  asked  to  make  for  the  Public  Works  Department  at  the 
opening  of  the  session  next  month  will  he  about  $14,000,000, 
according  to  a  statement  recently  made  by  Hon.  Robert 
Rogers,  Minister  of  Public  Works.  This  compares  with 
the  grant  of  $48,000,000  made  in  the  spring  of  1914. 

A  sewerage  system  for  the  populated  district  in  the 
neighborhood  of  Long  Branch,  Ont.,  is  under  consideration, 
and  Mr.  E.  M.  Proctor  has  been  making  investigations  as  to 
the  most  satisfactory  methods-  to  be  adopted.  Two  systems 
have  been  suggested — one  of  carrying  the  sewage  to  New- 
Toronto  and  thence  to  Mimico,  and  another  of  building  a 
small  disposal  works  in  the  neighborhood  of  Etobicoke  Creek. 

A  report  is  being  made  and  plans  submitted  to  the  town- 
ship of  Scarboro  by  Messrs.  James,  Loudon  &  Hertzberg, 
Limited,  for  a  system  of  water  distribution  for  the  district 
between  the  eastern  limits  of  Toronto  and  the  east  boundary 
of  Birch  Cliff.  Should  the  city  of  Toronto  approve,  this  sys- 
tem will  be  supplied  from  the  civic  waterworks  and  provi- 
sion will  be  made  for  a  domestic  supply  as  well  as  for  fire 
'protection  in  the  populated  area  in  the  southwest  corner  of 
the  township  of  Scarboro.  ' 

As  a  result  of  the  harbor  policy  adopted  at  Vancouver, 
the  Vulcan  Iron  Works  will  locate  at  False  Creek  on  the 
ground  reclaimed  by  the  Harbor  Commission.  Plans  have  al- 
ready been  prepared  and  erection  is  to  start  on  the  new  build- 
ing immediately.  The  investment  to  be  made  will  amount  to 
$200,000,  and  one  hundred  nu  n  will  he  employed.  The  plant  is 
to  be  most  up-to-date  and  the  handling  facilities  first-class, 
the  intention  being  to  install  electric  cranes.  The  firm  have 
sufficient  orders  on  hand  to  keep  them  busy  for  twelve 
months.  They  will  make  a  specialty  of  Scotch  marine  boil- 
ers, which  in  the  past  have  very  largely  been  imported  from 
Scotland. 

Over  $17,300  was  spent  on  public  works  in  the  city  of 
Fredericton,  N.B.,  during  the  year  1916,  according  to  a  state- 
ment made  by  City  Engineer  Geo.  McKnight.  This  amount 
includes  the  expenditure  on  permanent  work  and  repair  work, 
the  entire  renovation  of  the  city  plant  and  the  enlargement 
of  the  Roads  and  Street  Department.  During  the  past  sea- 
son, over  $1,800  was  expended  on  roads  and  streets.  An  out- 
lay of  more  than  $1,400  was  made  in  repairing  the  plant, 
$849.75  for  material  and  $560  for  labor  in  connection  with  the 
repair  work.  The  building  of  a  new  barn,  blacksmith  shop, 
boiler  house,  engine  base  and  purchase  of  horses  cost  $i.- 
343.78.  The  cost  of  the  permanent  work  done  amounted  to 
$3,004.74,  considerable  new  concrete  crub  and  gutter  and 
concrete  sewer  wells  being  built,  the  latter  numbering  28. 
On  new  streets  $626.04  was  spent,  and  the  expenditure  on 
roads  leading  into  the  city  exceeded  $1,100,  twenty-three 
bridges  and  culverts  being  repaired. 


Contracts  Department 

News    of   Special   Interest   to   Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Amherst.  N.S. 

The  Town  Council  contemplate  the 
purchase  of  a  motor-driven  centrifugal 
pomp  in  connection  with  the  waterworks 
system.    Clerk.  \V.  F.  Donkin. 

Chatham.  Ont. 

rhe  City  Council  contemplate  laying 
pavement  on  Laeroix  Street.  Clerk,  \\ . 
R.  Merritt. 

Halifax.  N.S. 

The  City  Council  are  considering  the 
construction  of  several  sewers  and  water- 
mains,  including  work  in  connection  with 
the  Northwest  Ann  sewer  project.  Act- 
in.;  City  Engineer,  H.  Johnston. 

Hamilton-Beamsville.  Ont. 

The  Provincial  Government  will  be 
petitioned  by  the  municipalities  concern- 
ed to  make  surveys  and  estimate  the  cost 
of  a  highway  between  Hamilton  and 
Beamsville. 

Islington.  Ont. 

The  Township  of  Etobicoke  propose  to 
construct  a  waterworks  system,  at  an 
approximate  cost  of  $75,000,  and  will 
submit  a  by-law.  The  scheme  includes 
the  erection  of  a  pumping  station  at 
Darling  Creek,  the  construction  of  a  re- 
-ervoir.  trunk  feeder,  and  seven  miles  ot 
mains.  Engineer,  E.  A.  James,  57  Ade- 
laide Street  East.  Toronto. 

Sault  Ste.  Marie.  Ont. 

The  City  Council  are  considering  the 
construction  of  a  storm  sewer,  at  an  ap- 
proximate cost  of  $34,500.  and  will  sub- 
mit  a  by-law  in  January.  Clerk,  R.  G. 
Campbell. 

Scarboro  Township,  Ont. 

James.  Loudon  &  Hertzberg.  Excelsior 
Life  Building.  Toronto,  have  prepared  a 
report  on  the  construction  of  a  water 
system  in  the  township  east  of  the  city 
iimits.  and  work  will  start  in  the  spring 
if  the  city  will  supply  water.  Township 
(  lerk.  W.  D.  Annis,  Scarboro. 

Smith's  Falls.  Ont. 

The  Town  Clerk,  J.  A.  Lewis,  will  rc- 
reive  tenders  until  noon,  January  15th, 
for  the  construction  of  about  2.700  feet 
of  watermain  and  sewer.  Plans  and  spe- 
cifications at  office  of  the  engineer,  S.  B. 
Code.    Approximate  cost.  $16,000. 


Railroads,  Bridges  and  Wharves 

Fort  William.  Ont. 

The  construction  of  a  bridge  over  the 
Pigeon  River  is  being  considered  by  the 
Cities  of  Fort  William  and  Port  Arthur, 
et  al.    Approximate  cost,  $3,000. 

Gait.  Ont. 

The  Canadian  Pacific  Railway  contem- 
plate the  construction  of  a  subway  on 
Macadamized  Road,  and  will  take  the 
matter  up  next  year.  Divisional  engi- 
neer. A.  L.  Hertzberg,  Toronto. 


Montrose,  Ont. 

rhe  Dominion  Government  Depart- 
ment of  Public  Works  propose  to  con- 
struct a  dam  here  instead  of  at  Tort  kob- 
inson.  Secretary,  R,  C.  Dcsrochers,  Ot- 
tawa. 

Winnipeg,  Man. 

lirown  iS;  kulhcrford.  Sutherland  and 
Buchanan  Streets,  are  building  a  wharf 
under  the  supervision  of  Roberts  & 
Frith,  269  Linwood  Steet,  St.  James, 
Man.  Timber  construction:  length,  315 
feet. 

Public  Buildings,  Churches 
and  Schools 

Radisson,  Sask. 

The  Town  Council  are  considering  the 
erection  of  a  hospital.  Clerk,  A.  H. 
Clark. 

Sault  Ste.  Marie.  Ont. 

The  Public  School  Hoard  have  ap- 
pointed T.  R.  Wilks,  Farwell  Building, 
Queen  Street,  as  architect  for  the  pro- 
posed Moffly  High  School.  The  build- 
ing will  contain  six  rooms. 

South  Vancouver.  B.C. 

The  erection  of  a  children's  creche  is 
now  under  consideration.  The  Victoria 
Order  of  Nurses,  1800  Cook  Street,  are 
interested  in  the  project. 

St.  Eleuthere,  Que. 

Tenders  on  the  erection  of  five  schools 
will  be  received  until  January  8th  by  L. 
S.  Tardif,  St.  Leuthere,  secretary  to  the 
School  Board  of  Pohenegamouk  Town- 
ship. Mill  and  brick  construction.  Ap- 
proximate cost,  $4,000. 

St.  Victor  de  Tring,  Que. 

Tenders  on  the  proposed  college  will 
be  called  by  Father  Caron,  who  has  the 
plans  and  specifications.  Architect,  J.  S. 
Bergeron,. '103  St.  John  Street,  Quebec. 
Stone,  brick,  arid  steel  construction. 

Vancouver,  B.C. 

The  General  Hospital  Board  are  hav- 
ing preliminary  sketches  prepared  for  a 
hospital  building,  estimated  to  cost 
$35,000.  Frame  construction.  Secretary, 
George  Haddon. 

CONTRACTS  AWARDED. 

Lennoxville,  Que. 

In  connection  with  the  erection  of  a 
school  for  Bishops  College  School  Cor- 
poration the  contract  for  steel  work  has 
been  let  to  the  Dominion  Bridge  Com- 
pany, Lachine;  roofing,  McFarlane, 
Douglas  Company.  Ltd.,  34a  Dorchester 
Street  West,  Montreal;  electrical  work, 
Collyer  &  Brock,  131  St.  Alexander 
Street;  plumbing  and  heating,  T.  O'Con- 
nell,  183  Ottawa  Street.  - 

Montreal,  Que. 

The  St.  Henry  School  Commission. 
I'lace  St.  Henri,  have  let  the  following 
contracts  for  the  erection  of  a  school  on 
Workman  Street:  Foundations  and  stone 
work,  O.  Filion  &  Frere.  2419  St.  Denis 
Street;   carpentry,   Pauze    &    Fils,  320 


Greene  Avenue;  electrical  work,  Vallee  & 
Hamlin,  1867  St.  James  Street;  plumbing 
and  heatinng,  Ducharme,  Blais  &  Co., 
1955  St.  James  Street;  plastering,  Z.  Bou- 
chard, 12  Bourget  Street;  brick  work,  C. 
Morin,  992  Talleyrand  Avenue;  tiling, 
Lepage  Marble  Works,  734  St.  Lawrence 
Street.    Approximate  cost,  $70,000. 

New  Toronto,  Ont. 

The  contract  for  masonry,  steel  work, 
concrete  and  cut  stone  required  in  the 
erection  of  a  school  has  been  awarded  to 
Albert  Webb,  13  Shirley  Avenue,  Toron- 
to, and  the  plumbing  and  heating  to  J.  H. 
Doughty,  Lake  Shore  Road.  Approxi- 
mate cost,  $20,000.  Architects,  Smith  & 
Wright,  Baby  Point  Crescent,  Toronto. 

Normandin,  Que. 

The  general  contract  for  the  erection 
of  a  church  for  the  Parish  of  St.  Cyrille 
de  Normandin  has  been  let  to  Edmond 
Tremblay,  St.  Anne  de  Chicoutimi,  Que. 
Approximate  cost,  $125,000.  Architect,  J. 
P.  Ouellet,  28  Ste.  Famille  Street.  Que- 
bec. 

Ottawa.  Ont. 

The  contract  for  the  erection  of  an  ice 
house  in  connection  with  the  Perley  Me- 
morial Home,  Aylmer  Avenue,  has  been 
let  to  W.  G.  Adamson,  126  Sparks 
Street,  who  will  do  all  work.  Frame  con- 
struction. 

St.  Octave,  Que. 

The  general  contract  for  interior  work 
at  the  Parish  Church  has  been  let  to  1. 
H.  Morin  &  Fils,  Trois-Pistoles,  Que. 
Approximate  cost,  $26,125. 

Business  Buildings  and  Indus- 
trial Plants 

Chatham,  Ont. 

The  Imperial  Oil  Company,  Sarnia. 
Ont.,  propose  to  construct  a  refinery  on 
Payne  Street,  and  have  purchased  a  site. 

Collingwood,  Ont. 

James  Vancise  is  asking  the  Council 
for  concessions  preparatory  to  the  erec- 
tion of  an  evaporator.  Cement  and  brick 
construction. 

Fort  William.  Ont. 

The  Western  Terminal  Elevator  Com- 
pany, West  Fort  William,  propose  to 
build  an  elevator,  and  have  had  plans 
prepared. 

Fredericton,  N.B. 

Tenders  on  the  erection  of  a  garage 
for  R.  L.  Phillips,  189  Smythe  Street,  w  ill 
be  received  from  Fehruarv  10th  to  20th 
by  the  owner.  Brick  or  concrete  con- 
struction. 

Hamilton.  Ont. 

Tenders  on  the  erection  of  a  garage 
for  A.  Venator,  222  John  Street  North, 
are  now  being  received  by  the  architect. 
E.  B.  Patterson,  143  Wentworth  Street 
North.  Brick  construction.  Estimated 
cost,  $10,000. 

Laval  de  Montreal,  Que. 

The  estimated  cost  of  the  proposed 
aeroplane  factory  for  the  Dominion  Air- 
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craft  and  Manufacturing  Company  is 
$120,000.  The  report  in  our  last  issue 
was  incorrect. 

Munson,  Alta. 

The  Alberta  Farmers'  Co-operative 
Elevator  Company.  Ltd.,  will  receive  len- 
ders on  the  erection  of  an  elevator  until 
December  31st.  Approximate  cost,  $9,000. 

New  Liskeard,  Ont. 

The    Provincial    Government  Depart- 
ment of  Lands  and  Forests  propose  to 
build  a  creamery.    Minister,  Hon.  G.  H. 
Ferguson,    Parliament     Buildings,  To 
ronto. 

North  Bay,  Ont. 

Plans  are  to  be  prepared  for  a  factor] 
for  the  North  Bay  Toy  Company.  Ma- 
terial will  be  placed  on  the  site  during 
the  winter  and  construction  will  be  start- 
ed in  the  spring.  Brick  const  ruction. 
Estimated  cost,  $15,000. 

Ottawa,  Ont. 

T.  J.  Somerville.  45  Driveway  West,  is 
building  a  store  and  residence  on  Clemow 
Avenue,  and  is  receiving  tenders  on 
plumbing,  heating,  plastering,  painting, 
and  electrical  work.  Approximate  cost 
of  building,  $7,000. 

Charles  H.  Vessot,  07  Balsam  Street, 
is  about  to  start  work  on  a  machine  shop, 
and  will  do  all  work.  Frame  construc- 
tion. 

Point  aux  Trembles,  Que. 

In  connection  with  the  erection  of  a 
factory  for  the  Parlor  Furniture  Manu- 
facturing Company.  Ltd..  all  material  is 
being  purchased  by  J.  G.  Langelier.  592a 
St.  Denis  Street,  Montreal. 

Port  Arthur,  Ont. 

The  Port  Arthur  Copper  Company, 
Ltd.,  Toronto,  propose  to  build  a  con- 
centrating plant  on  the  Mine  Centre  Cop- 
per property,  as  well  as  a  smaller  plant. 
K.  M.  Council,  mining  engineer.  Traders 
Bank  Building,  Toronto,  is  interested  in 
the  project. 

Port  Hope.  Ont. 

The  Grand  Trunk  Railway  Company 
contemplate  the  erection  of  freight  sheds. 
General  superintendent  of  east  lines,  C. 
G.  Bowker,  Montreal,  Que. 

Ouebec,  Que. 

In  connection  with  the  store  which  is 
being  built  on  Palace  Hill  for  J.  Mooney, 
94  St.  Joseph  Street,  the  rooting,  plumb- 
ing, heating,  and  painting  will  be  done  by 
day  labor. 

St.  Catharines.  Ont. 

Plans  are  being  prepared  for  an  addi- 
tion to  £he  premises  of  the  Kinleith  Paper 
Company.  Architects,  Denison  &  Ste- 
phenson, 18  King  Street  West,  Toronto. 
Reinfoced  concrete  and  brick  construc- 
tion. 

Tillsonburg,  Ont. 

Work  will  be  started  in  the  spring  on 
the  erection  of  a  factory  addition  for  the 
Huntley  Manufacturing  Company,  Silver 
("reek,  New  York.  Approximate  cost, 
$25,000. 

Toronto.  Ont. 

Work  has  been  started  on  alterations 
to  premises  at  185-187  Yonge  Street  for 
Heintzman  &  Co.,  Ltd.,  195  Yonge  Street. 
The  architect,  J.  Wilson  Gray,  Confeder- 
ation Life  Building,  supervises  the  work. 

The  McLaughlin  Carriage  Company, 
128  Church  Street,  are  considering  the 
erection  of  a  showroom  and  garage. 

The  Canadian  Northern  Railway,  1  To- 


ronto Street,  have  commenced  the  erec- 
tion of  an  addition  to  their  freight  sheds 
on  Cherry  Street,  estimated  to  cost 
$4,500.  The  work  is  being  done  under 
the  supervision  of  the  architect,  G,  C. 
Briggs,  34  Victoria  Street.  Frame  and 
galvanized  iron  construction. 

The  Murray  Mogridge  Mining  Com- 
pany, Ltd.,  propose  to  build  a  compres- 
sor plant  and  stamp  mill  on  property  on 
Wolfe  Lake,  near  Timmins,  Ont.  Engi- 
neer, C.  E.  Jury,  32 1  Jarvis  Street,  To- 
ronto!. 

Vancouver,  B.C. 

Gardiner  &  Mercer.  Birks  Building, 
Vancouver,  are  preparing  plans  for  a 
shipbuilding  plant,  etc.,  for  the  Vulcan 
Iron  Works,  Front  Street,  New  West- 
minster. Tenders  will  be  called  from 
selected  contractors.  Approximate  cost. 
$350,000. 

Wahnapitae,  Ont. 

Plans  for  the  proposed  nickel  refinery 
for  the  British-American  Nickel  Corpor- 
ation are  being  prepared  by  F.  J.  Brule, 
chief  engineer.  Room  C03,  Royal  Bank 
Building,  Toronto. 

CONTRACTS  AWARDED. 

Cardinal,  Ont. 

The  general  contract  for  the  erection 
of  a  factory  addition  for  the  Canadian 
Starch  Company,  104  St.  James  Street, 
Montreal,  has  been  let  to  A.  F.  Byers. 
Ltd.,  University  Street,  Montreal;  rein- 
forced steel  sash,  Trussed  Concrete  Steel 
Company,  59  Beaver  Hall  Hill,  Montreal; 
metal  work.  Dominion  Architectural  Iron 
Works.  Ltd.,  174-175  McCord  Street, 
Montreal.  Tenders  on  roofing  are  being 
received  by  the  general  contractors.  Ap- 
proximate cost,  $20,000. 

Chatham,  Ont. 

Work  has  been  started  on  the  erection 
of  a  factory  addition  for  the  Hayes  Wheel 
Company  of  Canada,  240  Raleigh  Street, 
estimated  to  cost  $10,000.  The  contract 
for  concrete  work  has  been  awarded  to 
the  Chatham  Paving  and  Construction 
Company,  and  the  remainder  of  work  is 
being  done  by  owners. 

Hickson,  Ont. 

The  general  contract  for  the  erection 
ol  alterations  and  additions  to  the  prem- 
ises of  Canadian  Milk  Products,  Ltd., 
Mail  Building,  Toronto,  has  been  let  to 
the  McKinnev  Lumber  Company,  Inger- 
soll  Avenue.  Woodstock.  Ont.  Approxi- 
mate cost,  $60,000. 

London,  Ont. 

In  connection  with  alterations  to  a 
hotel  on  Richmond  Street  for  J.  W.  Wes- 
tervelt,  Forest  City  Business  College,  the 
contract  for  removing  the  interior  parti- 
tions has  been  let  to  Hyatt  Brothers,  288 
Egerton  Street. 

Maisonneuve,  Que. 

The  general  contract  for  the  construc- 
tion of  shipbuilding  berths  for  the  Cana- 
dian Vickers.  Ltd..  Notre  Dame  Street 
East,  has  been  awarded  to  E.  G.  M.  Cape 
&  Co.,  Ltd.,  10  Cathcart  Street,  and  the 
contract  for  roofing  to  G.  W.  Reed  &  Co., 
37  St.  Antoine  Street.    Mill  construction. 

Marysville,  N.B. 

In  connection  with  the  warehouse 
which  is  now  being  erected  for  the  Cana 
dian  Cottons  Ltd.,  the  contract  for  roof- 
ing has  been  let  to  the  Carritte-Paterson 
Company.  Ltd.,  8!)  Water  Street,  St.  John, 
N.B..;  elevator,  Otis  Fensom  Elevator 
Company,  Ltd.,  368  St.  James  Street, 
Montreal;  sprinkler  system,  General  Fire 


Exlinnguisher  Company.  Ltd..  374  Beau- 
mont Avenue,  Montreal. 

Mimico,  Ont. 

The  following  contracts  have  been 
awarded  in  connection  with  the  erection 
of  a  factory  for  the  Dominion  Abrasive 
Wheel  Company,  Ltd.:  Steel,  Dominion 
Bridge  Company.  Victoroia  Street,  To- 
ronto; steel  sash,  A.  B.  Ormsby  Com- 
pany, 48  Abell  Street,  Toronto;  plumbing 
and  heating,  Fiddes  &  Hogarth,  Ltd.,  122 
King  Street  East,  Toronto;  roofing,  Rob 
ert  Rennie  &  Son.  198  Dupont  Street, 
Toronto;  painting  and  glazing.  Having- 
ton  Brothers,  44  Glenlake  Avenue,  To- 
ronto, n 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  warehouse  on  St.  Lawrence  Street 
for  the  Greater  Montreal  Land  and  In- 
vestment Company  has  been  let  to  L. 
Beaudry,  2420  Hutchinson  nStreet.  hire- 
proof  costruction.  Architect,  A.  Piche, 
33  Belmont  Street. 

North  Vancouver.  B.C. 

The  general  contract  for  the  construe 
tioii  of  sawmill  buildings  and  a  lar,L;e 
wharf  for  the  Canadian  Robert  Doll  at 
Company  has  been  awarded  to  fames 
McDonald  &  Co..  Standard  Hank  Build- 
ing, Vancouver.  Approximate  cost, 
.$200,000. 

Ottawa.  Ont. 

The   general    contract    for  rebuilding 
premises  on  Sparks  Street  for  Mrs.  Le- 
moine,    505    Wilbrod    Street,    has  been 
awarded  to  Sydney  F.   Smith.  448  Mc 
Leod  Street. 

In  connection  with  the  stores  and 
apartments  which  are  now  being  erected 
on  Laurier  Avenue  for  the  Federal  Trust 
Company  the  contract  for  glass  has  been 
let  to  W.  J.  Carson.  293  Laurier  Avenue 
West.  Tenders  on  plumbing  and  healing 
are  being  received  by  the  general  con- 
tractor, W.  G.  Adamson,  126  Sparks 
Street. 

Port  Colborne,  Ont. 

In  connection  with  the  construction  of 
the  plant  of  the  International  Nickel 
Company  the  H.  W.  Johns-Manvillc 
Company,  Ltd.,  10  Front  Street  East,  To- 
ronto, have  been  awarded  a  contract  for 
asbestos  roofing  on  a  number  of  build- 
ings. 

Port  Stanley,  Ont. 

In  connection  with  the  erection  of  a 
bathing  house  for  the  London  and  Port 
Stanley  Railway  Board  the  contract  for 
carpentry  and  painting  has  been  let  to 
Samuel  Willis.  765  Talbot  Street.  Lon- 
don, at  $12,000.  and  the  plastering  to 
Slade  &  Pioudfoot.  031  Hamilton  Road. 
London,  at  $2,000, 

Quebec,  Que. 

In  connection  with  the  garage  which 
has  been  erected  for  (i.  Martineau.  139 
Des  Arables  Avenue,  the  contract  for 
electrical  work  and  plumbing  has  been 
let  to  P.  P.  Giguere,  Ltd.,  52  Des  Fosses 
Street. 

Sherbrooke.  Que. 

The  general  contract  for  the  erection  of 
an  extension  to  the  scale  shop  of  E.  &  T. 
Fairbanks  &  Co.,  Belvidere  Street,  has 
been  awarded  to  the  Sherbrooke  Con- 
struction Company,  St.  Francis  Street 
Brick  construction.  Approximate  cost 
$8,000.  Architect,  II.  (!.  lames.  \\  biting 
Block. 

Three  Rivers,  Que. 

The  general  contract  for  the  erection 
ol  an  extension  to  the  premises  of  the 
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\\  al>u»M)  v  otton  Company,  Ltd.,  St.  Fran- 
c< •!>  Xavier  Street,  lias  been  let  to  An- 
>.  line  Duhe.  Bellevcuille  Street.  Brick 
i .instruction.  Approximate  cost.  $;>.t>0(>. 
Architects.  I'ringlc  &  Sons. 

Toronto.  Ont. 

Gutta  Percha  and  Rubber,  Ltd., 
O'Hara  Avenue,  have  awarded  the  gcn- 
eraJ  contract  for  the  erection  of  an  addi- 
tion to  their  power  bouse  on  West  Lodge 
Avenue  t.>  fioltbj  Brothers,  Ltd.,  Hep 

Inuiriu-  Street,  lirick  and  concrete  con- 
struction.   Approximate  cost,  $3,000. 

Vancouver.  B.C. 

In  connection  with  the  erection  of 
freighl  offices  and  slieils  at  Fajse  Creek 
for  the  Canadian  Northern  Railway  the 
contract  for  electrical  work  has  been  let 
to    Mun.lv.   Rowland    &    Co.,  Standard 

Bank  Building. 

Welland.  Ont. 

In  connection  with  the  stores  and  Hats 
which  have  been  erected  on  Main  Street 
lor  Frank  Fishman.  the  contract  for  elec- 
irical  work  has  been  let  to  G.  Reid  & 
Co.,  and  the  painting  to  the  general  con- 
tractor. 


Residences 

Carrick  Township.  Ont. 

Henry  Hossfeld,  Carrick  Township, 
via  VYalkerton,  proposes  to  start  work  in 
the  spring  on  the  erection  of  a  brick  resi- 
dence.   Estimated  cost,  $3,000. 

Hamilton.  Ont. 

A.  Cope.  29  Albert  Street,  contemplates 
the  erection  of  five  cottages  on  Beach 
Road,  estimated  to  cost  $1,500  each. 
Frame  or  brick  construction. 

London.  Ont. 

A.  A.  Langford.  602  Colborne  Street, 
proposes  to  start  work  on  a  residence  in 
the  spring.    Estimated  cost,  $5,000. 

Ottawa.  Ont. 

Hugh  C.  Carson,  1  Rothesay  Apart- 
ments, contemplates  the  erection  of  a 
large  residence  on  Clemow  Avenue,  and 
has  secured  a  site. 

A.  T.  Shaver.  45  Powell  Street,  has 
commenced  the  erection  of  four  resi- 
dences on  Imperial  Street,  and  is  receiv- 
ing prices  on  plumbing,  heating,  plaster- 
ing, painting,  and  electrical  work.  Esti- 
mated cost  of  buildings,  $5,500. 

W.  H.  Lee,  36  Barton  Street,  has  start- 
ed work  on  a  residence,  estimated  to  cost 
$6,000.  and  is  receiving  tenders  on  plumb- 
ing, heating,  plastering,  painting,  and 
electrical  work.  Brick  veneer  and  stucco 
construction. 

Ouebec.  Que. 

A.  Doucet.  177  St.  Simon  Street,  is  re- 
building a  residence  by  day  labor.  Brick 
and  frame  construction.  Estimated  cost, 
S3. 000. 

Toronto.  Ont. 

A.  Binns.  50  Amroth  Avenue,  has  com- 
menced the  erection  of  a  pair  of  resi- 
dences, and  is  receiving  prices  on  laying 
brick.    Approximate  cost,  $3,000. 

G.  W.  Lucas.  51  Harcourt  Avenue,  has 
commenced  the  erection  of  a  pair  of  resi- 
dences on  Gillard  Street.  Brick  construc- 
tion.   Estimated  cost.  $4,200. 

F.  W.  D.  Smith.  42  Orchard  View 
Boulevard,  is  receiving  tenders  on  raising 
a  house  and  construction  of  a  brick  cel- 
lar. 

J.  Wallace,  373  Harbord  Street,  is  re- 
ceiving tenders  on  the  construction  of  a 
brick  cellar  at  460  Roxton  Road.  Price 


inaj  be  either  inclusive  of  material  or. 
not. 

\\  .  G.  McClean,  HI  Greenlaw  Avenue, 
has  commenced  the  erection  of  a  pair  of 
residences  on  St.  Clarens  Avenue,  esti- 
mated to  cost  $;!,?.")().    Brick  construction. 

\\  ti.  Met  Kan.  Greenlaw  Avenue,  also 
contemplates  the  erection  of  three  more 
residences  on  St.  Clarens  Avenue,  at  an 
approximate  cost  of  $2,000  each.  Smaller 
trades  will  be  let.    Brick  construction. 

J.  A  Powell,  139  Browning  Avenue, 
lias  started  work  on  a  pair  of  residences 
on  Silverthorne  Avenue,  and  will  let  the 
smaller  trades.  Brick  construction.  Ap- 
proximate cost,  $3,500. 

I  II  Harris,  130  Pearson  Avenue,  has 
started  work  on  a  residence  on  Oak- 
mount  Road,  estimated  to  cost  $4,000. 
Brick  construction. 

Osborne  Smith,  12  Drayton  Avenue, 
contemplates  the  erection  of  two-  resi- 
dences, and  has  had  plans  prepared.  Brick 
construction.     Estimated  cost,  $3,200. 

II.  Noller,  71  Adelaide  Street  East,  is 
receiving  bulk  or  separate  tenders  on  the 
erection  of  six  residences.  Frame  con- 
struction.   Estimated  cost,  $7,200. 

H.  McLean,  85  Seventh  Avenue,  has 
started  work  on  two  residences  on 
Eighth  Avenue,  and  will  let  the  smaller 
trades.  Brick  construction.  Approximate 
cost,  $4,000. 

CONTRACTS  AWARDED. 

Hamilton,  Ont. 

Thompson  &  Thompson,  Sun  Life 
Building,  have  let  the  following  contracts 
for  the  erection  of  residences  on  vari- 
ous streets:  General  contract,  car- 
pentry, and  roofing,  J.  A.  Jones,  Sta- 
tion No.  6,  Burlington  Beach;  masonry, 
R.  Isbister,  Jackson  and  Hughson 
Streets;  plumbing.  A.  Crompton,  458 
King  William  Street;  electrical  work,  A. 
Dynes,  161  Sanford  Avenue  South;  heat- 
ing, H.  Day,  34  Huron  Street;  plastering, 
T.  Wallace.  119  Barnsdale  Avenue  North; 
painting,  J.  Eastwood,  84  Garfield  Ave- 
nue.   Approximate  total  cost,  $13,000. 

The  general,  carpentry,  and  roofing 
contracts  for  the  erection  of  two  resi- 
dences for  Miss  I,  Dunn,  Room  35,  Fed- 
eral Life  Building  have  been  awarded  to 
William  Hill,  77  Mountain  Avenue,  and 
the  masonry  to  Wood  Brothers.  Sher- 
brooke  and  Grosvenor  Streets.  The  gen- 
eral contractor  is  receiving  tenders  on 
electrical  work,  heating,  painting,  and 
plastering.  Approximate  cost,  $2,500 
each. 

Montreal,  Que. 

T.  W.  Maheu.  1968  St.  Lawrence  Boule- 
vard, has  awarded  the  contract  for  found- 
ation work  required  in  the  erection  of  a 
residence  to  D.  Peloquin,  447  Old  Or- 
chard Street,  and  will  let  the  remainder 
of  work.  Brick  construction.  Approxi- 
mate cost,  $5,200. 

Ottawa.  Ont. 

fn  connection  with  the  residence  which 
is  being  built  for  J.  C.  Thorns,  53  Queen 
Street,  the  contract  for  concrete  work 
has  been  let  to  B.  A.  Grison,  115  Fenti- 
man  Avenue;  carpentry,  L.  H.  Thorns, 
83  Harvey  Street;  plumbing,  H.  A.  Knox, 
346  Elgin  Street. 

B.  A.  Grison,  P'cntiman  Avenue,  has  let 
the  contract  for  electrical  work  in  con-; 
nection  with  the  residences  which  he  is 
building  to  H.  L.  Allan.  377  Somerset 
Street,  and  the  heating  to  J.  R.  Cameron, 
•188  Lewis  Street.  Concrete,  carpentry, 
plastering,  and  painting  by  day  labor. 

In  connection  with  the  residence  which 


is  being  built  on  Seneca  Street  for  Frank 
Wilson,  9  Roslyn  Avenue,  the  contract 
lor  masonry  has  been  let  to  M.  Fatter- 
son,  Fulton  Street.  Owner  is  receiving 
prices  on  plumbing,  heating,  plastering, 
painting,  and  electrical  work. 

The  following  contracts  have  been  let 
in  connection  with  the  residence  now  in 
course  of  erection  on  Bellwood  Street  for 
James  Audley:  Concrete  and  masonry,  J. 
E.  Weatherdon,  281  Bronson  Avenue; 
plumbing,  J.  T.  Blythe,  Frank  Street; 
beating,  J.  R.  Cameron,  488  Lewis  Street; 
plastering,  Bowman  &  Son,  29  Florence 
Street;  painting,  J.  H.  Baron,  420  Glad- 
stone Avenue;  carpentry  and  roofing,  J. 
Cummings,  60  Third  Avenue. 

In  connection  with  the  residence  which 
has  been  erected  for  J.  M.  McAllister,  22 
Willard  Avenue,  the  contract  for  paint- 
ing has  been  let  to  P.  Bellanger,  501  Ar- 
lington Avenue,  and  prices  on  electrical 
work  are  now  being  received.  Plastering 
will  be  done  by  day  labor,  under  the  gen- 
eral contractr. 

Work  has  been  started  on  the  erection 
of  a  residence  for  S.  J.  Lucy,  88  Hope- 
well Street.  Owner  will  do  concrete 
work,  and  has  let  the  carpentry  to  M.  J. 
Cooper,  124  Noel  Street.  Tenders  on 
heating,  plumbing,  painting,  plastering, 
and  electrical  work  are  now  being  re- 
ceived. Brick  veneer  construction.  Ap- 
proximate cost,  $4,000. 

A.  Davidson,  69  Grosvenor  Avenue,  has 
awarded  the  contract  for  plastering  in 
connection  with  the  erection  of  a  resi- 
dence on  Ossington  Street  to  T.  FI.  Pat- 
terson, 70  Rosedale  Avenue.  Painting  by 
day  labor. 

Davidson  Brothers,  69  Grosvenor  Ave- 
nue, have  commenced  the  erection  of  a 
residence  on  Clemow  Avenue,  and  have 
let  the  electrical  work  to  E.  Headley,  645 
Echo  Drive;  plumbing  and  heating,  A.  J. 
Williams,  172  Glenora  Avenue;  plaster- 
ing, Thomas  H.  Patterson,  70  Rosedale 
Avenue.  Brick  veneer  construction.  Ap- 
proximate cost,  $5,500. 

Quebec,  Que. 

In  connection  with  the  residence  which 
has  been  built  by  J.  Hebert,  77  Canar- 
diere  Road,  the  contract  for  plumbing 
and  electrical  work  has  been  let  to  L.  H. 
Corriveau,  42  Laviguer  Street.  Carpen- 
try and  painting  by  day  labor. 

The  contract  for  roofing,  plumbing, 
and  electrical  work  in  connection  with 
the  residence  which  is  now  in  course  of 
erection  for  Mrs.  A.  Corriveau,  62  St. 
Valier  Street,  has  been  awarded  to  N. 
Gosselin,  192  Bayard  Street;  plastering. 
A.  Latulippe,  118  Bagot  Street;  painting, 
H.  Gignac,  12  Franklin  Street. 

St.  Helaire,  Que. 

The  general  contract  for  remodelling 
a  residence  for  Hon.  L.  P.  Brodeur  has 
been  let  to  A.  Hubert,  Beloeil,  Que.: 
electrical  work,  N.  Simoneau,  680  St. 
Catherine  Street  East,  Montreal;  plumb- 
ing and  heating,  J.  Desauliners.  St.  Bru- 
no Street.  Tenders  on  painting  and  de- 
corating will  be  received  after  January 
10th  by  . the  architect,  T.  Daoust,  26  St. 
James  Street,  Montreal.  Approximate 
cost,  $10,000. 

Toronto.  Ont. 

The  general  contract  for  the  erection 
of  a  pair  of  residences  for  W.  J.  &  C.  W. 
Callow  Street,  has  been  awarded  to  Ji.  J. 
Rogers,  Ulster  Apartments,  who  is  re- 
ceiving prices  on  brick  work.  Approxi- 
mate cost,  $4,000. 

Tn  connection  with  the  erection  of  a 
residence  on  Baby  Point  C  rescent  for  C 
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C.  Hamilton,  37  Core  Vale  Avenue,  the 
contract  for  heating:  has  been  awarded  to 
J.  (i.  Jackson,  142  Quebec  Avneue,  and 
the  wiring"  to  H.  J.  S.  Brand,  care  of  the 
architects,  Smith  &  Wright,  Baby  Point 
Crescent. 

The  general  contract  for  the  erection 
of  a  residence  for  J.  A.  Trebilcock,  153J^> 
Queen  Street  West,  has  been  awarded  to 
Kerr  &  Martin,  2.5  Rowlands  Avenue, 
who  will  sublet  the  smaller  trades.  Brick 
construction.    Estimated  cost,  $7,000. 

The  general  contract  for  the  erection 
of  four  residences  for  William  Blatch- 
ford  and  J.  Welsh,  108  Hiawatha  Ave- 
nue, has  been  awarded  to  H.  Pickering, 
43  Meagher  Avenue,  who  will  sub-let 
plumbing,  heating  and  wiring.  Approxi- 
mate cost,  $6,000. 

Westmount,  Que. 

The  contract  for  electrical  work  in  con- 
nection with  the  residence  and  garage 
which  have  been  built  for  J.  B.  Letendre, 
425  Mt.  Stephen  Avenue,  has  been  award- 
ed to  Robert  Mitchell,  64  Belair  Avenue, 
Montreal. 

In  connection  with  the  residence  and 
garage  which  are  being  erected  for  R.  B. 
Dillon,  100  Closse  Street,  the  contract  for 
rooling  has  been  awarded  to  Campbell, 
Gilday  Company,  793  St.  Paul  Street 
West,  and  the  contract  for  electrical 
work  to  Robert  Mitchell  &  Co.,  64  Belair 
A  venue. 

The  contract  for  roofing  in  connection 
with  the  residence  and  garage  which 
have  been  erected  for  L.  A.  Dubrule,  342 
Sherbrooke  Street  East,  has  been  let  to  J. 
J.  Briard,  1277  St.  Dominique  Street,  and 
the  electrical  work  to  Robert  Mitchell  & 
Co.,  64  Belair  Avenue. 

Windsor,  Ont. 

G.  L.  Klosterman,  9J/2  Dougal  Ave- 
nue, Mas  started  work  on  a  residence  on 
Shepherd  Street,  and  has  let  the  con- 
tract for  masonry,  carpentry  and  roof- 
ing to  S.  Keyser,  92  Moy  Avenue,  and 
the  plumbing  and  heating  to  Windsor 
Hardware  Company,  69  Sandwich  St. 
East.  Frame  and  concrete  construction. 
Approximate  cost,  $3,000. 

The  general  contract  for  the  erection 
of  a  residence  for  W.  Ballard  has  been  lei 
to  A.  Rouse,  27  Marion  Avenue,  who  will 
do  all  work.  Frame  construction.  Ap- 
proximate cost,  $3, 500. 

In  connection  with  the  residence  which 
is  being  eected  for  E.  Peters,  60  Ouel- 
lette  Avenue,  the  contract  for  plumbing 
and  healing  has  been  awarded  to  Jones 
&  Fletcher.  221  Windsor  Avenue.  Mason- 
ry, carpentry,  and  rooling  will  be  done 
by  the  general  contractor,  who  will  let 
the  other  contracts. 

Eugene  Ouellcttc,  91  Pierre  Avenue, 
will  shortly  start  work  on  the  erection  of 
a  bungalow,  estimated  to  cost  $3,000.  The 
contract  for  plumbing  and  healing  has 
been  let  to  Claude  Thompson,  Goyeait 
Street.  Plastering  by  day  labor.  Frame 
construction. 

A.  Patterson,  :J44  Ouellettc  Avenue,  has 
awarded  the  general,  masonry,  carpentry, 
roofing,  plastering,  and  electrical  con- 
tracts for  the  erection  of  two  residences 
to  S.  Keyser.  92  Moy  Street,  and  the 
plumbing  and  heating  to  the  Windsor 
Hardware  Company,  69  Sandwich  Street 
East.  Owner  will  do  painting.  Frame 
and  stucco  construction.  Approximate 
cost,  $3,000. 

The  contract  for  masonry,  carpentry, 
roofing,  and  plastering  required  in  the 
erection  of  a  residence  for  R.  H.  Cun- 


ningham, 287  Ouellettc  Avenue,  has  been 
awarded  to  Selby  &  Cunningham,  29  El- 
liott Street.  Owner  will  do  electrical 
work,  plumbing,  heating,  and  painting;. 
Krick  and  concrete  construction.  Esti- 
mated cost,  $5,000. 

Windsor  Mills,  Que. 

The  general  contract  for  the  erection 
of  a  residence  and  garage  for  F.  J.  Camp- 
bell has  been  awarded  to  A.  F.  By'ers 
Ltd.,  University  Street,  Montreal,  who 
'will  receive  tenders  on  plumbing,  heat- 
ing and  _  plastering.  Frame  and  plastic 
brick  construction.  Approximate  cost, 
$15,000. 


Fires 

Barrie,  Ont. 

Collegiate  Institute  totally  destroyed. 
Loss,  $100,000. 

Quebec,  Que. 

Warehouse  on  St.  Marguerite  Street, 
owned  by  Martineau  Hardware  Com- 
pany, destroyed. 

Summerside.  P.E.I. 

Stores  and  offices  on  Water  Street, 
owned  by  George  Godkin.  Loss,  about 
$6,000. 

Windsor,  N.B. 

Freight  shed  owned  by  Dominion  At- 
lantic Railway.  Loss,  $20,000.  General 
manager,  G.  E.  Graham,  Kentville,  N.S. 

Winnipeg,  Man. 

Warehouse  owned  bv  F  G.  Welworth 
Company,  253  Poplar  Avenue.  Loss, 
$10,000.    Owners  will  rebuild  at  once. 

Yarmouth,  N.S. 

Store  on  Main  Street,  owned  by  H. 
&  N.  B.  Lewis,  Water  Street.  Loss, 
about  $7,000. 

Miscellaneous 

Chatham,  Ont. 

The  City  Council  will  submit  a  by-law 
to  authorize  the  purchase  of  a  fire  truck, 
at  an  approximate  cost  of  $8,500.  By- 
law will  be  voted  upon  fanuary  1st. 
Clerk,  W.  G.  Merritt. 

Montreal,  Que. 

The  Mount  Royal  Tunnel  &  Terminal 
Company,  Limited,  will  receive  tenders 
until  January  2nd  for  the  construction 
of  their  terminal  site  in  Montreal,  in- 
cluding excavation  of  earth  and  rock',  re- 
propping  of  slopes,  construction  of  con- 
crete retaining  walls,  etc.  Plans  and 
Specifications  at  411  Dorchester  Street 
West,  Montreal. 

Oakville,  Ont. 

The  Acme  Tire  and  Rubber  Company, 
471  Yonge  Street,  Toronto,  have  leased 
premises,  and  are  in  the  market  for  (lie 
following  machinery,  new  or  used:  One 
boiler,  150  horse  power;  one  high  pres- 
sure and  one  low  pressure  pump,  two 
motors,  mixing  machine,  callender  ma- 
chine, and  vulcanizers. 

CONTRACTS  AWARDED. 

Stratford.  Ont. 

The  general  contract  for  the  erection 
of  a  mausoleum  for  W.  H.  Hamilton.  300 
Victoria  Avenue,  Fort  William,  has  been 
awarded  to  the  Mcintosh  Granite  Com- 
pany, Ltd.,  .1623  Yonge  Street,  Toronto. 
Grey  granite  construction.  Approximate 
cost,  $9,000. 


Slag  Cement  Accepted  by  New  Orleans 

A  radical  step  was  recently  taken  by 
the  City  Council  of  New  Orleans  that 
authorized  the  revision  of  the  contract 
specifications  for  a  million-dollar  paving 
job  so  as  to  permit  the  use  in  it  of  slag 
cement  in  place  of  the  brands  previously 
required.  This  important  action  was  tak- 
en in  consequence  of  the  increase  of  the 
price  of  cement  from  $1.20  to  an  aver- 
age of  $2  a  barrel  and  the  fact  that  the 
manufacturers  agreed  to  sell  first-class 
slag  cement  f.o.b.  Birmingham  at  not 
more  than  85  cents  per  barrel.  It  is  be- 
lieved that  for  certain  purposes  and  un- 
der certain  conditions  the  slag  cement  is 
satisfactory  and  it  has,  therefore,  been 
accepted  and  the  specifications  revised  to 
permit  its  use  in  the  construction  of 
drains,  curbs,  gutter  bottoms,  concrete 
foundations  for  all  kinds  of  roadway 
pavements,  and  in  brick  manhole  ma- 
sonry, and  contractors  have  been  noti- 
fied in  a  letter  signed  by  W.  J.  Hardee, 
city  engineer,  that  the  specifications  have 
been  amended  in  view  of  the  award  of 
future  contracts  involving  this  class  of 
work. 


Ramps  on  Both  Sides  of  Dumping 
Platform  Save  Time 

A  dumping  platform  with  inclines  on 
both  sides  is  being  used  to  unload  mo- 
tor trucks  of  the  Cleveland  Builders' 
Supply  Company  in  constructing  the 
large  reinforced-concrete  building  of  the 
Richman  Brothers  Company  in  Cleve- 
land. With  this  arrangement  the  trucks 
do  not  have  to  turn  around  or  back  away 
after  dumping,  but  drive  straight  across 
the  bins  and  down  on  the  other  side. 
The  nine  back-dumping  White  trucks  em- 
ployed on  the  job  discharge  their  loads 
through  holes  over  the  bins  in  the  plank 
roadway.  The  truck  wheels  are  kept 
from  going  into  these  holes  by  timber 
guard  rails  which  the  trucks  straddle. 
Plank  "splash"  boards  resting  on  short 
posts  and  on  these  guard  rails  are  placed 
behind  the  truck  by  the  dumpman  to 
keep  material  from  spilling  over  the 
wheel  tracks.  The  trucks  follow  each 
other  very  closely,  as  concrete  is  mixed 
and  placed  at  a  rapid  rate,  and  the 
double  runway  is  said  to  save  consider- 
able time  in  dumping. 


Quarry  Blasting  at  3.3  Cents  per  Ton. 

75,000  tons  of  limestone  in  horizontal 
strata  was  recently  blasted  in  the  H. 
Frazier  quarries,  West  Virginia,  by  13,- 
500  pounds  of  explosive  charged  in  15 
6-inch  holes  15  feet  apart  with  top  and 
bottom  burdens  averaging  about  10  feet 
and  30  feet,  respectively..  One  of  the 
holes  was  72  feet  deep,  another  85  feet 
deep,  and  the  remaining  about  125  feet 
deep. 

All  of  the  holes  were  drilled  by  Sand- 
erson Cyclone  Drill  Company's  mach- 
ines. Each  hole  was  loaded  with  400  to 
500  pounds  of  DuPont  gelatine  60  per 
cent,  strength  with  from  150  to  600 
pounds  of  DuPont  quarry  powder.  The 
explosive  in  10  of  the  holes  was  separ- 
ated by  10  to  20  feet  of  clay  seaming. 
The  total  cost  of  explosives,  blasting 
supplies,  drilling  and  loading  was  $2,460. 
of  which  $820  was  for  drilling  and  load- 
ing. 

The  total  burden  on  the  holes  was 
30,000  cubic  yards,  which  produced  60.- 
500  loose  yards  of  rock,  50  per  cent,  of 
which  was  broken  to  one  man  size,  none 
of  it  being  thrown  over  100  yards. 


Tenders  and  For  Sale  Department 


Tenders  for  Sewer 


scaled  tenders  market  "Tender  (or  Sewer  ami 

Watennaln,"  will  l>c  received  by  the  undersigned 
up  till  Monday.  January  16th.  1917,  at  12  o'clock 
OOOO,  lor  the  furnishing  of  all  labor  and  material 
in  connection  with  the  construction  of  a  sewer 

|  water  main  for  the  Atironto  section  of  the 
lo»  n  of  Smith*  Kails,  a  length  of  about  2700  feet. 

PlinT,  specifications,  instructions  to  bidders  and 
forms  of  tender  may  be  obtained  at  the  office  of 
the  Town  Engineer,  S.  H.  Code. 

Hated  at  Smiths  Falls,  the  19th  day  of  De- 
cember. 191ft 

J.  A.  LEWIS, 
i  Town  Clerk. 


BOILERS  FOR  SALE 

Two  low  pressure  30  II. P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will_  carry 
square  feet  of  steam  radiation.  Further 
particulars  MacM.  R.  &  D.,  4  Heaver  Hall  Sr|., 
Montreal  17-t.f. 


Plant  For  Sale 


Two  4-ton  Derricks,  $200  to  $350. 

Stone  Cutting  Machinery 

One  Diamond  Saw. 
Two  sets  gang  saws. 
Lorries,  Box  Wagons,  Motors,  etc. 

Fred  Holmes  &  Sons.  Limited. 
62-1  1107  Vonge  St.,  Toronto,  Ont. 


Lime  Used  to  "Blast"  Old  Founudations 
Between  Running  Machines 

Several  hard  hrick  foundations  for 
large  blowing  engines  were  taken  out 
a  number  of  years  ago  at  the  Edgar 
Thompson  Steel  Works  of  the  Carnegie 
Steel  Company,  at  Braddock.  Pa.,  by 
loading  holes  drilled  in  them  with  lumps 
of  freshly  slaked  lime.  The  foundations 
were  located  between  other  blowing  en- 
gines which  it  was  necessary  to  keep  in 
operation,  and  blasting  was  considered 
dangerous,  while  chipping  the  old  founda- 
tions out  by  hand  would  have  been  very 
expensive  and  slow. 

The  old  foundations  were  about  12  x 
20  feet  in  plan  and  12  feet  high.  Holes 
were  drilled  into  the  top  face  3  feet  apart 
each  way.  Each  of  these  holes,  3  inches 
in  diameter  and  :;  feet  deep.  ■/•£«. Trst  filled 
to  a  depth  of  1  foot  with  1^2-inch  to  Yt.- 
inch  lumps  of  freshly  slaked  lime,  and 
sufficient  water  was  poured  in  to  cover 
the  lime.  Then  another  foot  of  lime 
and  more  water  was  added,  filling  the 
hole  within  6  inches  of  the  top,  after 
which  the  top  of  the  hole  was  filled 
with  brick  drillings  rammed  tightly.  The 
holes  were  filled  this  way  one  at  a  time, 
in  order.  After  about  10  minutes,  crack? 
would  start  in  all  directions  from  the  first 
holes  filled,  and  in  a  short  time  after  all 
the  holes  were  loaded  the  entire  top  of 
the   foundation    would   be   broken  into 


pieces  approximating  3-fool  cubes.  This 
was  the  largest  size  that  could  conveni- 
ently be  removed  by  hand,  but  the  found- 
ation might  have  been  broken  into  chunks 
hi  any  size  by  varying  the  depth  and 
spacing  of  the  holes.  The  holes  had  to 
lie  loaded  rapidly,  and  the  workmen  were 
kept  off  the  top  of  the  foundation  after 
the  loading  was  finished,  as  on  one  occa- 
sion the  tamping  blew  out  of  a  hole.  The 
method  made  no  dirt  and  no  noise,  and 
involved  no  danger  of  damage  to  the 
moving  machinery  less  than  10  feet  away. 


Wall  Collapses — Four  Buildings  Wrecked 

[""our  buildings  in  Portland  Street, 
Huston,  were  reduced  to  a  mass  of 
wreckage  recently  when  a  wall  collapsed 
in  one  of  the  two  structures  being  re- 
modeled. Several  weeks  ago  a  complaint 
had  been  filed  with  the  building  depart- 
ment that  the  wall  in  question  was  "too 
thin,  unsafe  and  a  menace."  A  report 
from  the  inspector,  however,  stated  that 
there  was  no  danger  of  collapse.  The 
building,  a  twin  six-storey  affair,  was 
numbered  21-29  and  31-39  Portland  St. 
The  front  and  rear  walls  had  been  re- 
moved and  a  new  concrete  foundation 
laid.  A  wall  in  the  building  numbered 
21-29  is  believed  to  have  caused  the  col- 
lapse. The  entire  framework  of  this 
structure,  in  which  were  two  heavy  iron 
beams,  crashed  against  its  twin  struc- 
ture numbered  31-39  and  wrecked  it. 

The  six-storey  wall  was  flung  across 
an  area-day  in  front  of  No.  19  Portland 
Street  and  pounded  into  the  centre  of 
the  northerly  wall  of  the  three-storey 
brick  building  at  No.  17  Portland  Street. 
The  impact  crushed  the  second  floor  of 
the  structure  and  it  crumpled. 

The  cause  of  the  accident  has  not  been 
definitely  determined,  although  an  ex- 
plosion is  said  to  have  caused  the  wall 
to  collapse. 


Light  Crane  Unloads  Stone  and  Hauls 
Scraper  to  Spread  It 

The  Harrison  Engineering  &  Con- 
struction Company  in  resurfacing  a  road 
near  Buffalo,  N.Y.,  has  taken  advantage 
of  a  parallel  electric-railway  line  to  de- 
velop a  novel  method  of  unloading  and 
spreading  road  metal.  The  stone  is  de- 
livered in  gondola  cars  on  the  electric 
road,  unloaded  by  a  Byers  Auto-Crane 
and  dumped  in  the  centre  of  the  road 
in  front  of  a  wheeled  scraper.  The 
scraper  is  hitched  to  the  crane,  and  as 
the  latter  piles  up  stone  in  the  road- 
way it  backs  away,  drawing  the  scraper 
after  it  and  spreading  the  stone.  The  car 
of  stone  is  kept  within  reach  of  the  crane 
by  the  electric  locomotive.  It  can  readi- 
ly be  understood  that  work  done  in  this 
way  progresses  much  more  rapidly  than 
with  hand  unloading  and  spreading,  to 
say  nothing  of  the  great  reduction  in  the 
size  of  the  crew  required. 


Tripod  Used  to  Swing  Ram  on  Pipe- 
Laying  job 

In  laying  the  18-inch  pipe  for  the  Lind- 
say-Strathmore  irrigation  project  in  Cali- 
fornia the  plan  of  using  a  200-pound  ram 
for  driving  the  pipe  into  place  was  tried 


out  instead  of  employing  hand  sledges 
in  the  ordinary  way.  The  ram  was 
swung  by  block  and  tackle  from  a  tri- 
pod made  up  of  2-inch  pipe. 

Working  with  machine-banded  pipe  in 
12-foot  lengths  and  with  slip  joints  fit- 
ting into  couplings,  it  was.  found  that 
on  this  work  the  crew  of  five  men  and 
foremen  completed  in  the  trench  an  av- 
erage of  1,100  feet  to  1,200  feet  in  a 
nine-hour  day. 

This  is  about  an  average  rate  of  pro- 
gress whether  the  pipe  is  driven  home  by 
means  of  sledges  or  by  the  device  shown. 
The  Redwood  Manufacturing  Company, 
which  holds  the  contract  on  this  work, 
pointed  out  that  although  the  time  re- 
quired in  shifting  the  apparatus  almost 
offset  the  time  saving  which  its  use  ef- 
fected, the  use  of  the  tripod  made  the 
work  much  easier  for  the  men. 


How  University-Extension  Service  Does 
Engineering-Promotion  Work 

For  the  last  three  years  the  Wisconsin 
University  extension  service  has  main- 
tained a  municipal  and  sanitary  division. 
Tin-  growth  of  the  work  is  indicated  in 
a  recent  report  by  George  R.  Bascom, 
engineer  in  charge.  The  number  of 
communities  served  for  three  consecu- 
tive years  was  11,  27  and  36;  subjects 
treated,  13,  42  and  53,  and  trips  made,  4. 
13  and  11  respectively. 

The  problem  of  popularizing  the  en- 
gineering features  of  a  public  improve- 
ment and  stimulating  the  public  to  action 
is  a  matter  of  promotion  and  publicity 
rather  than  of  engineering.  The  end  of 
a  preliminary  survey  marks  the  line  be- 
tween promotion  services  and  engineer- 
ing services.  The  selection  of  an  engi- 
neer is  handled  by  the  service  furnish- 
ing a  list  of  all  similar  utilities  in  the 
state,  with  the  advice  to  write  to  any  or 
all  of  the  places  for  detailed  information 
regarding  the  engineers  who  had  charge 
of  the  work,  what  the  results  were  and 
for  any  other  data  leading  to  the  selec- 
tion of  a  competent  engineer. 

Joints  Omitted  in  Concrete  Roads 

Previous  to  the  last  revision  in  the 
specifications  for  concrete  roads  by  the 
Michigan  State  Highway  Department 
expansion  joints  have  been  placed  every 
33  feet  along  the  length  of  the  road.  A 
clause  in  the  revised  specifications  elim- 
inates expansion  joints  except  where  the 
work  is  stopped  for  more  than  30  min- 
utes.   This  clause  follows: 

"Vertical  transverse  expansion  joints 
shall  be  placed  across  the  entire  width 
oi  the  concrete  roadway  perpendicular 
to  the  centre  line  where  work  is  stop- 
perl  for  more  than  thirty  minutes.  All 
joints  shall  extend  through  the  entire 
thickness  of  the  pavement  and  shall  be 
perpendicular  to  the  surface." 

Cracks  apparently  appear  whether  ex- 
pansion joints  are  used  or  not.  Since 
these  cracks  must  be  maintained  along 
with  the  joints,  it  is  thought  that  a  con- 
siderable saving  is  possible  in  allow- 
ing the  road  built  without  joints  to  crack- 
where  it  will,  the  cracks  being  main- 
tained in  the  usual  manner. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


M 


T H E    C U  N  T R AC T    R E C O R D 


December  27,  191G 


1^  A  If    O   New  and  Relaying 
IviVlLjO  Switches,  Turntables,  Etc. 

Carried  in  Stock 

Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


Contractors  for  Waterworks  Construction, 
Manufacturers  ot  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling— Positively  LEAK  PROOF. 

We  are  the  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.      VANCOUVER,  B.C. 


Now  Ready — 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 


Sold  separately 


By  G.  A.  Hool,  Associate  Professor  of  Structural 

Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 

books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles.  254  pages,  6  x  9,  88 

illus.,  $2.50  net,  postpaid. 
Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 

6x9,  412  illus.,  34  plates,  $5.00  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 


o 


R  N  A  M  E  N  T  A 

IRON  and  BRONZE 

ARCHITECTS  and 
contractors  have 
learned  that  a  Dennis 
job  will  he  right  when 
delivered  and  delivered 
on  time. 

We  make  everything 
in  Ornamental  Iron  and 
lironze  Work — lialcon- 
ies,  Marquises,  Fire  Es- 
capes, Lamp  Standards, 
Window  Grills,  Wire 
Guards,  Crestings,  Ele- 
vator Cars  and  En- 
closures, Counter  Grills, 
Metal  Wickets  f  o  r 
Banks,  Offices,  e  t  c, 
Iron  and  lironze  Gates, 
Iron  Stairways.  Steel 
Cockers,  Shelving,  Bins, 
Partitions,  etc. 


Write  for  illustrated  folders. 

The  Dennis  Wire  and  Iron 
Works  Co.  Limited 

Lo  N  D  ON 


It  Is  No  Little  Matter 

to  take  up  and  relay  a 
heating  conduit  that  has 
deteriorated. 

Why  take  any  chance 
of  having  to  do  it?  Start 
right — specify  the 

RIC-WII 
METHOD  L. 

of  Insulating  Underground  Steam  and  Hot  Water  Pipes 

Perfect  undenlrainage  and  scientific  construction  are  responsible 
for  the  fact  that  Ric-wiL  Conduit  suffers  less  deterioration  and 
loses  less  heat  than  any  other  method — ask  for  data  on  tests  and 
for  our  booklet  "Ric-wiL  MethoD." 

THE    RIC-WIL     COMPANY*    640  CLEVELANDldin8' 
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We  Standardized  the  Roofs — 
Now  We  Standardize  the  Guarantee! 


Made  in  Canada 


A DOZEN  years  ago  the 
introduction  of  The 
Barrett  Specification 
standardized  roofing  prac- 
tice throughout  the  Dominion 
and  gave  to  the  old  "tar- 
and-gravel  roof"  a  definite 
character  and  reliability. 

Local  contractors,  in  the  past, 
have  been  accustomed  to  guar- 
anteeing roofs  of  this  type, 
free  of  repairs  for  from  five  to 
ten  years. 

To  good  reliable  roofers  such 
guarantees  were  no  burden 
because  the  roof  they  con- 
structed would  last  much  long- 
er than  the  guaranteed  period. 

The  fly-by-night  roofer,  how- 
ever, did  a  poor  and  cheap  job, 
gave  his  guarantee  recklessly 
— and  was  generally  out  of 
business  when  the  roof  leaked 
or  trouble  came. 

As  manufacturers  of  the  ma- 
terials used  in  Barrett  Specifi- 
cation Roofs  we,  therefore, 
determined  a  short  time  ago 
to  standardize  these  guaran- 
tees and  make  them  of  real 
value  to  users  of  Barrett 
Specification  Roofs. 

We,  therefore,  arranged  with 
the  U.S.  Fidelity  &  Guaranty 
Company  to  issue  a  20-Year 
Guaranty     Bond  covering 


every  Barrett  Specification 
Roof  of  50  squares  and  over 
wherever  our  inspection  ser- 
vice is  available. 

This  bond  takes  the  place  of 
short-term  guarantees  form- 
erly issued  by  the  local  roofer 
and  obviously  is  far  better. 

The  principal  roofing  con- 
tractors and  architects 
throughout  the  Dominion 
are  cooperating  with  us  and 
we  believe  the  plan  is  going 
to  be  so  successful  that  more 
Barrett  Specification  Roofs 
will  be  laid  the  next  few  years 
than  ever  before  in  the  history 
of  the  business. 

We   want    to  emphasize  the 
point    that     the  Guaranty 
Bond    costs    you  nothing. 
The  service  is  free  in  the 
interest  of  good  workman- 
ship and  the  good  repute 
of  our  materials. 

Barrett  Specification 
Roofs   are  recognized 
today  as  the  standard 
covering    for  per- 
manent buildings  of 
all    kinds.  The 
cost,  per  year  of 
service,    is  less 
than  any  other 
roof  cover- 
ing. 


If  you  are  interested  in  the 
proposition  we  shall  be  glad 
to  send  you  further  details 
on  request. 


A  copy  of  The  Barrett  Speci- 
fication, with  roofing  dia- 
grams, sent  free  on  request 


THE  PATERSON 
MANUFACTURING  COMPANY 
LIMITED 

Montreal       Toronto       Winnipeg  Vancouver 

THE  CAR RITTE- P ATE RSO N 
MANUFACTURING  COMPANY 
LIMITED 

St.  John,  N.  B.      Halifax,  N.  S.      Sydney,  N.  S. 


This 
is  the 
Bond  that 
guarantees 
vour  roof 
for  20  years 


llllllllillllllllllllllllllllllllllllllllllllllllllllM^ 
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The  Ideal 
Crane 
Trolley  m->~ 
Northern 
"Type  E" 


CRANES 


MADE  IN 
CANADA 
OF  ALL  TYPES,  SIZES  AND  CAPACITIES 

Heavy  Cranes  and  Light  Cranes  for  Mill  Service,  Power 
Stations,  Foundries,  Stone  Trades— Grab  Bucket  Crane 


Northern  Crane  Works,  Limited, 


WALKERV1LLE, 
ONTARIO 


Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


We  Manufacture 
Water  Wheels,     Hydraulic  Governors, 
Centrifugal  Pumps,       Mill  Machinery 
Fly-Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Water  Supply 

from 
Deep  Wells 

is  obtained  at  a 
minimum  cost  by 
use  of  our  deep 
well  pumps. 

Write  for  Bulletin  26 
explaining  the  use  of 
Cook's  Patent  Brass 
Tube  Well  Strainer. 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


Crushed  Rubble  Dimension 

CROOKSTON  QUARRIES 

Crushed  Stone — Clean,  tough  stone,  specially  suitable  for  concrete  mix  and  macadam  roads.    Although  we 
have  supplied  hundreds  of  cars  of  stone  to  Toronto,  Montreal  and  intervening  points  we  have  never  had  one 

car  rejected. 

Rubble  Stone — From  one  man  size  to  blocks  weighing  many  tons. 
Dimension  Stone    The  stone  that  has  stood  the  test  for  half  a  century. 

Capacity  500  tons  a  day  C.P.R.  and  G.T.R.  Connections  Telephone  Madoc  2.  R  3 — 2 

ASK  US  FOR  QUOTATIONS 

QUINLAN  &  ROBERTSON,  Limited,  Grookston,  Ontario 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUME 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


Durability 
Accuracy 

Trident  Meters 

Trident  Disc  Meters  as  illustrated  are  made  in  sizes 
%  inch  to  1  inch,  producing  the  ideal  type  of  meter  for 
house  and  small  service.  Frostproof  and  simple.  Built 
strongly.  All  parts  interchangeable.  Hard  rubber  bush- 
ings prevent  corrosion.  Patented  breakable  bottom  pre- 
vents damage  from  freezing.  All  Trident  Meters  are 
fully  guaranteed.  Recognized  as  the  best  by  thousands 
of  users.    Send  for  catalogue  and  price  list. 

Neptune  Meter  Company 

NEW  YORK 


Atlanta 
Boston 


Chicago 
Cincinnati 


Los  Angeles 
San  Francisco 


DAKE  SWINGING 
ENGINE 

with  Automatic 
Brake  Attachment 

Always  ready  and  speeds 
up  the  work  on  any  job. 
Engine  has  no  dead  center — 
It  starts,  stops  and  reverses 
instantly.  The  brake  re- 
lieves all  stress  on  the  gears 
ill  coasting  and  spotting  the 
boom.  Investigate  some- 
thing that  will  save  money 
for  you  by  writing  for  our 
catalog. 


DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

Canadian  Agents 

MONTREAL— Mussens  Ltd.    TORONTO-A.  R.  Williams  Mach.  Co..  Ltd. 


Pacific  Coast  Pipe  Co.,  Ltd. 

Wire  Wound  Wood  Stave  Pipe 

from  2  in.  to  24  in.  diameter 

Continuous  Stave  Pipe 

from  16  in.  to  12  ft.  diameter 


1551  Granville  Street 


Vancouver,  B.C. 


James  Thomson,  President. 


J.  G.  Allen,  Vice-President. 


James  A.  Thomson,  Secretary. 


the  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


IRON  P 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 


so 
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Piatt  Double  Suction 
Centrifugal  Pumps 

Split  i  .ist-  tiMturcs  insure  accessibil- 
I  hcM  iiiutjed  construction  guai 
^^^5HBBii  etlu  icnt  ;iiui  continuous  serviie 

whether  installed  where  every  taeilit \ 
is  at  hand,  or  in  the  most  isolated  parts  of  the  world. 
Bulletin  No.  762  fully  describes  them. 

Standard  Pumps  for  Every  Service 

PI  \  I  I   IRON  WORKS      DAYTON,  OHIO 

Salrrt  Representatives  in  Principal  Cities 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  U  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market 
Office -M  4515-M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Eisery,  Manager 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


Sand,  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,  Office  North  \  ggj   Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  In  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


WOODEN  PIPE 


Wire  wound  wood  stave  pipe,  2  in.  to  24  in.  diameter.  Con- 
tinuous wood   stave  pipe,   any   diameter  required. 

CANADIAN  PIPE  CO.,  LIMITED 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  machinery.  Every 
machine  driven  by  a  separate  electric  motor.  Satisfaction 
Guaranteed. 

Office  and  Factory— 550  Pacific  St.,  VANCOUVER,  B.C. 


Canada  Iron  Foundries.  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


VALVE  -HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


Good  Profits  Here-Wake  Up  ! 

M-R-Co.  Goods  are  "  Right 
on  the  Job." 

There  are  immense  possibilities  for  the 

Building  Trades  in  Metallic  Shingles  and 

Metallic  Ceilings.     They  are  quick  for 

repair  jobs.     They   are  durable,  neat 

and  fireproof  and  there  is  no  "come  back." 

The  "Quality  House"  is  Safest  -  Think  of 
Safety  First 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO  and  WINNIPEG 


\mmmmmmm 
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SPRINKLER 
TANKS 

AND 

TOWERS 

We  are  the  largest  manu- 
facturers in  Canada  of 
both  wood  and  steel  Tanks 
and  substructures  for  fac- 
tory sprinkler  systems 
and  for  Municipal 

RAILROAD  AND 

SUBURBAN 
WATER  SUPPLY 

We  shall  be  pleased  to 
furnish  you  with  all  the 
information  and  data  you 
may  require  on  this  class 

of  work. 

Send  us  your  blue  prints 
for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Winnipeg  Calgary 


Toronto  Montreal 


Limited 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME  AND  BRICK 
Cement    delivered  in  5  barrel  lots,  $2.20  per  bbl . ; 
with  hags.  $2.60;  car  lots,  $1.70  on  tbe  track, 
wiib  pkga.,  $2.10. 

Lime— i!i ey  44c.  white  50c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  45c,  grey  39c. 

Brick— No.  1  dry  pressed  red  brick  $17;  buff, 
$17  fob.  the  job;  No.  2,  $14;  common  red 
stock  brick.  $11  to  $14;  grey.  $11  to  $12; 

wire-cut  brick  for  foundation  work,  $9  on 
the  cars,  delivered  $10;  "Tapestry"  brick,  im- 
ported, $25  to  $35;  local  Rug,  $14;  sand-lime 
brick,  $7.60  f.o.b.  car  at  King  Edward  Siding; 
$0.50  f.o.b.  car  or  wagon  at  plant;  $8.50  de- 
livered on  job.  Paving  brick,  No.  1,  $18  per 
M.  f  ob.  West  Toronto;  No.  2  $14;  paving 
blocks.  No.  1,  $24  per  M. ;  No.  2,  $18.  Sun- 
Tex  face  brick.  $16  to  $20  per  M. ;  Denison 
interlocking  hollow  tile,  $60  per  M.  Lots 
over  100.000,  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :  — 
White  $52.  buff  $28.  grey  $27,  plain  pressed 
$17.  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE.  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 
Crushed  stone— 2  in.,  $1.30;  1-in.,  $1.40;  fi-in., 
$1.40;   rubble  stone,  in  car  lots,  $1.25  per 
•n       f.o.b.  car 

Sand— for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — Pit  run,  75c  to  S5c  per  ton  f.o.b.  Toronto; 
screened,  $1  per  ton  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

HemIock-2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$24;  18  ft.,  $25;  1-in.  Hemlock,  No.  1  $24; 
No.  1  Hemlock  decking  $24  to  ?25 ;  No.  2 
Hemlock,  dimension  and  1  in.,  $20  to  $22. 

Pine — 1  in.  by  4  in.  to  6-in.,  $30;  1-in.  by  Sin., 
$32  r  1  in.  by  10-in.,  $33;  1-in.  by  12-in.,  $33 
to  $35;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $30  to  $35;  %  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  H  by 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $29;  No. 
1  pine  V.  or  beaded  sheeting,  $35;  No.  2 
ditto,  $32;  pine  trim  4-in.  casing,  $1.75  per 
100  ft.;  5  in.  ditto,  $2;  8-in.  pine  base,  $2.75 
to  $3.25;  4-in.  pine,  window  stool,  $2.75. 

Shingles— XXX  B.  C.  shingles  $3.85;  N.  B.  extras 
$4;  N.  B.  clean  $3.66;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $6.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  x  14,  14  x  16,  $40;  10  x  16, 
12  x  13,  16  x  16,  14  x  18,  18  x  18,  20  x  20, 
$40.50;  12  x  18,  18  x  20,  $41.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $42.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 

Steel  and  Iron  Bars — $3.40  to  $5  base;  twisted 
and  deformed,  $3.50  base. 

Shapes— Over  35  lbs.  per  yd.,  $3.80  per  100  lbs. ; 
under  35  lbs.  per  yd.,  $4.00  per  100  lbs. 

Plates — 12  ins.  and  under,  $4.40  per  100  lbs. ;  over 
12  ins.  and  under  36  ins.,  $4.60  per  100  lbs. ; 
36  ins.  and  over,  $4.80  per  100  lbs.  Tank  and 
boiler  plates — %  in.  and  over  and  under  36 


ins.,  $4.40;  30  ins.  and  over,  $4.90.  Gauge 
plates— Nos.  10,  12,  14,  $4.60  to  $4.80  per  100 
lbs.  Black  American  besscmer  plates — 2S 
gauge,  $3.75  to  $4  per  100  lbs. 

Flats  -  7  in.  wide  and  minder,  $3.00  per  100  lbs. 

Extras — l/10c  per  lb.  extra  for  cutting  to  length, 
for  plate  less  than  'A  thick,  for  angles 
less  than  5  in.  combined  legs  and  beams  and 
channels  under  6  ins.,  for  18,  20,  and  24  in. 
beams;  l/10c  to  J^c  per  lb.  extra  for  all 
Bethlehem  sections. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron    pipe — Standard    prices,    carload  lots, 
f.o.b.  Toronto :  4-in.  $38  per  net  ton ;  6-in.  and 
up  to  $37,  with  $1  extra  for  gas  pipe. 
SEWER  PIPE 

Sewer  Pipe  —Toronto  prices  (wholesale)  fo.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15  in., 
$1.40;  IS  in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15  in.  to  18-in.,  65  per  cent.,  20- 
in.   to  24-in. 

PAINTS  AND  OILS 

White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbis.,  $1.15  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.12  per  gal.  r  red  lead, 
dry,  $14  per  100  lbs. ;  putty  in  bulk,  $4  per 
100  lbs.;  in  100-lb.  drums,  $4.40;  putty  in 
25-lb.  tins,  $4.50  per  100  lbs.;  steel  sash 
putty,  $5  per  100  lbs. ;  turpentine,  in  bbls., 
72c  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement— $2.30  steam  car  load  lots,  including  sacks 

Lime— Hydrated,  $14  per  ton ;  lump,  $8. 

Brick— No.  1  pressed,  $18;  No.  2  pressed,  $15; 
Manganese  'rustic,  $20;  buff  rustic,  $20;  red 
rustic,  No.  1,  $15;  red  rustic.  No.  2,  $13; 
buff  (smooth),  $21;  buff  (rough),  $20;  plastic 
$9.00. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23,  white 
$45,  plain  pressed  $12  per  thousand,  all  f.o.b. 
Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 

Straight  pipes  (per  foot)  ;  not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15 -in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  *4-in.  $1.65;  tf-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 

Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles — 8  in.  x  3  in.  and  up,  $3.75 ;  1  in. 
x  1  in.  x  X  in->  25c  extra;  in.  x  Ji  in. 
x  %  in.  50c  extra.  Boiler  plates — %  in. 
thick  and  thicker,  $5.00.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$5.25;  under  30  in.  dimension,  $5.50.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.50; 
35  lbs.  per  yd.  and  over,  $4.25;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauga, 
$6.50;  28  gauge,  $6.00  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.00  per  100  lbs.  nominal. 
SEWER  PIPE 

Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20,  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 


branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2yi  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 
SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2.35   per   bbl.     Rope— Best  Manilla, 

25c  basis  per  pound ;  British  manilla,  ,21c 
basis ;  sisal  rope,  19c  basis ;  lath  yarn  19c 
Boiled  linseed  oil — in  barrels  $1.12^  per  gal. 
of  9  lbs.  Raw  linseed  oil — in  barrels,  $1.10 
per  gal. 

WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.   1   dry   pressed,   red   and   buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;   sandlime,  $12;   firebricks,  $52.50. 
CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
54 -in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboia  $1  extra. 

Sand — for  cement  or  brick  work,  delivered  Win- 
nipeg, $1.85  per  cu.  yd. 

Gravel — Per  yard,   delivered,  $1.85. 

Crushed  Granite — 1H  and  2-in.,  $2.65;  j£-in.  and 
1-in.,  $2.90;   H-in.  and  dust,  $3.20. 

LUMBER   (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  x  12,  8  x  12,  $39 ;  10  x  16,  12  x  16, 
16  x  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18,  18  x  20.  $42;  6 
x  16,  6  x  18,  6  x  20,  8  x  16,  8  x  18,  8  x  20. 
10  x  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5^ -in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.60. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,   $7.  ^ 

STEEL  AND  IRON 
Steel — Round    bars,   $3.35   per   100   lbs. ;  square 
twisted,  $4  per  100  lbs.;  channels  and  angles, 
$4.25;  beams,  $4;  plates,  $5  per  100  lbs. 
Cast  Iron  Pipes — Standard  price,  car  load  lots, 
f.o.b.    Winnipeg,  $38  per  ton. 

(Continued  on  page  54) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


New  GiasgowRS. 

and  ST.  JOHNS.PQ. 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 
Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

three  sewer  pipe  factories  :    St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


n  on  tinned  (tom  page  >j) 

SEWER  PIPE 

Stw«   Pipe     Wholesale  prices  f.  o.  b.  Winnipeg, 

pet  it..  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
1 

IS  cents;  6  in.,  lSJj  cents;  N  in.,  30  cents; 

in  .  33  cents;  10  in.,  40  cents;  12  in.,  60 
cents;  15  in.,  75  cents;  IS  in.,  $1.00;  20  in., 
$1  50;  M  in..  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  pei  ton;  sand- 
ed, $7.50.  delivered  on  job.  Plaster  of  Paris, 
$15  Till  per  ton;  Hammer  Brand,  $3.75  per 
bbl  .  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  98 
cents  pei  gal.;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal.;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
20  ll>.  tins.  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal..  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME.  AND  BRICK 

Cement— Grey  Portland,  $2.45  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton.  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
.".'mi   lbs. ;   superfine,   white,   $9.50  per  bbl.; 

white  Portland  cement,  $2.45  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime—  $1.35  per  bbl.  f.o.b.  warehouse  or  delivered 

Brick  -Common  red  brick,  $11.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  picssed  red  brick;  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 
Sand  -Brick  and  plaster  sand  $1.S5  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $2.00  per  yard  delivered. 
Prices  of  stone  are  still  open. 

LUMBER   (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 

Timber  (B.  C.  fir)— all  siz.es  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  x  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron— 28  gauge,  $8.75  per  100  lbs. 

Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 
$6.65,  5,  9  and  10  ft.  sheets,  $6.80  per  square. 
Black  steel  sheets,  24  gauge,  $6.10  per  100 
lbs. 


Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  $5.25 
per  100  lbs.,  depending  on  size,  quantity  and 

specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  12j4c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver,  bags  extra. 

Hydrated  lime — $14.00  in  car  lots. 

Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 

Finishing  Plaster — $18.00  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 

Vancouver. 

Rope,   Manilla,  full   coil,  16c   basis;   2nd  grade, 
basis;  sisal  rope,  12%c  basis. 

PAINTS  AND  OILS 

Mixed  Paint— Per  gal.  $2.75  to  $3.25. 
White  lead— Ground  in  oil,  $15.40  per  100  lbs. 
Boiled  linseed  oil — In  bbls.,  $1.40  per  gal.  of  9 

lbs. 

Raw  linseed  oil — In  bbls.,  $1.38  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 
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TelescopicHorsi 

v>ith  mm  pound  (pari  and  brake  attachment 


MADE 
IN 

CANADA 


Are  You  Providing  for 
the  Removal  of  Ashes  ? 

HI  XDREDS  of  prominent  architects  are  now  repeat- 
edly specifying  the  G&G  Telescopic  Hoist  for  the 
removal  of  ashes  in  all  types  of  buildings — resi- 
dences, schools,  office  and  apartment  buildings,  churches,  etc. 
This  hoist  is  made  in  five  convenient  models.  The  Model  A 
Hoist  illustrated  may  be  operated  by  one  man,  unaided.  It 
is  noiseless,  speedy  and  safe. 

Raises  load  at  guaranteed  speed  of  30  feet  per  minute.  Oper- 
ated from  sidewalk  level.  When  not  in  use  hoist  telescopes, 
and  no  part  shows  above  grade.  Every  hoist  subjected  to 
thorough  working  test  before  shipment. 

WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  "A"  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


BLACK  BUILDING  SUPPLY 
CO.,  LTD.,  TORONTO. 
Agents  for  Ontario 


WM.  X.  O'NEIL  CO.,  LTD. 
VANCOUVER, 
Agents  for  British  Columbia 


B.  &  S.  II.  THOMPSON  &  CO., 
LTD.,  MONTREAL, 
Agents  for  Quebec 


W.  T.  GROSE,  g 
Agent  for  Manitoba,  Saskatchewan,  ^ 
Alberta,  Winnipeg. 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 


Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the 


"Keith''   Fan.  Com- 


parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 
Fan  World.      Write  for  our  New  Catalogue  No  55 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS i 

Messrs.  ROSS  &  GRE1G,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO..  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


BITUNAMEL 

Unsurpassed  (or  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


Built  for  C. P. R.  Montreal 


CANADIAN 
CHICAGO  BRIDGE  &  IRON  CO. 

Limited 
BRIDGEBURG,  ONTARIO 
Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:  — 
Bridgeburg.  Ontario,  1 30  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg 
New  York,  N.  Y.,  30  Church  Street 

SHOPS:  — Bridgeburg.  Ont. 
Chicago,  111.  Greenville,  Pa. 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water  supply  outfits  of  every 
description 

CORRESPONDENCE  SOLICITED 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturer*  under  Canadian  and  U.S.  Letters  Patent 

Toronto       -  Canada 
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Civil 

Contractors 

Electrical 

Directory  of  Engineers 

Special 

Mechanical 

Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willii    C  hipman.      Geo.    H.  Power. 


BRYAN  PONTIFEX 

Chartered  Accountant. 
SPECIALTY 
MANUFACTURERS'  AND 
CONTRACTORS'  ACCOUNTS 

Excelsior  Life  Bldg.,  Toronto 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  field  inspec- 
tion of  bridges  and  struc- 
tural work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry inspection  of  steel  and 
iron  castings  of  all  classes; 
expert  examinations  and 
reports.  Representatives 
at  all  important  Canadian, 
American  and  European 
Works. 


MONTREAL 


Head  Office 
and   Main  Laboratories: 

Branch    Offices    and    Laboratories — 
TORONTO,  WINNIPEG,  EDMONTON. 
VANCOUVER  and   NEW  GLASGOW 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 


WINNIPEG 


CALGARY 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 

Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,      ■  Montreal 
Branches  : 

Toronto         Vancouver         London,  England 


Crushed 


^Hfc.  Cut 
Stone  (Iffi5|<;  Stone 
BRICK    ij^pf  SAND 

T.  A.  Morrison  &  Co.,  ^&faggg'- 


Reid  &  Brown  Structural  Steel 
&  Iron  Works,  Limited 

We  carry  a  large  stock 

Steel  Beams,  Channels,  Angles, 
Plates,  Columns,  etc. 

FOR  IMMEDIATE  SHIPMENT 
Officeand  Work.-63  Esplanade  E,  TORONTO 

Phones— Main  904  and  905 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DAT  CMrC       SECURED  OR  OUR 
r#l  I  t.n  I  O         FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa,  Canada 


ANGLINS 

M  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WORK. 
LARGE  OR  SMALL 
RECEIVES  OUR 
BEST  ATTENTION 


Power  &  Son, 


Architects  and  Building  Surveyors 

Merchant!  Bank  Chambers, 

Kingston,  Canada 


H.  J.  Griswold,  B.  W.  Seton, 

Montreal.  Toronto. 

DOMINION  ENGINEERING 
&  INSPECTION  CO. 

Inspecting  and  Testing  Engineers 
Head  Office  and  Laboratories, 
318   Lagauchetiere  St.  West,  Montreal. 
BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

CEMENT  TESTING  AND  REIN- 
FORCED CONCRETE  INSPECTION 
MILL,  SHOP  AND  FIELD  INSPEC- 
TION OF  STEEL  STRUCTURES 
AND  BRIDGES 
TESTS  AND  INSPECTION  OF  IRON 
AND  STEEL  PIPE,  ETC. 
EXPERT  EXAMINATIONS  AND 
REPORTS 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.   483  pages.    Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Concrete  Construction  for  Rural  Communities,  by  Roy  A. 
Seaton.  Published  in  1916  by  the  McGraw-Hill  Book  Co. 
223  pages,  illustrated;  price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in  1915  by  McGraw-Hill  Book  Company.  279  pages, 
illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.    213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.    Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etche- 
verry. Published  in  191G  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,110  pages,  illus- 
trated.    Price  $1.50. 

Practical  Mathematics  {or  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.    Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  200 
pages,   illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  McGraw- 
Hill  Book  Co.    388  pages,  illustrated.     Price  $2.00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  205  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
208  pages.    Price  $3.00. 

Waterworks  Handbook,  by  Alfred  Douglas  Flinn,  Robert  Spurr 
Weston  and  Clinton  Lathrop  Bogert.  Published  in  1916  by 
McGraw-Hill  Book  Company.  824  pages,  illustrated.  Price 
$0.00. 

Contract  Record 

3*7  Adelaide  St.  West,  Toronto,  Ont. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

B45  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cab,  Monadnock  Bldg. 

Havana,  Cuba— Room  65,  Nova  Scotia  Bank  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bara, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614  1616  lf.ll 
Private  exchange  connecting  all  departments 
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Planoidal  Type  "L"  Fans 

"Made  in  Canada" 

represent  the  latest  developments,  and  improvements  in  steel 
plate  fans.  Shape  of  housing  —  relation  between  blast-wheel 
diameter,  inlet  and  outlet  and  elimination  of  intake  losses- — 
make  the  Planoidal 

The  Most  Efficient 
Radial  Blade  Fans 

"ii  the  market  at  the  present  time.    Built  in  all  sizes — for  high 

or  low  pressures. 

Planoidal  Fans  are  les>  sensitive  to  changes  in  resistance  than  multiblade  fans — of  which  our  Niagara 
Canoidal  is  the  leading  type — and  are  recommended  in  all  installations  requiring-  a  uniform  air  delivery 
over  a  wide  range  of  pressures.  We  guarantee  capacity — speed — and  horse  power  tables  in  our  new  cata- 
logs. 

Planoidal  Fans—Catalog  200-12       Niagara  Canoidal  Fans— Catalog  201-12 

Canadian  Blower  and  Forge  Company,  Limited 

KITCHENER,  ONTARIO 

(Formerly  Berlin) 

ST.  JOHN  TORONTO  MONTREAL  WINNIPEG  VANCOUVER 


Cutting  the  Cost  of  Heating  Operations 

The  cost  of  almost  every  operation  requiring 
heat  can  be  reduced.  Forging,  heat  treating, 
enameling,  baking,  drying,  smelting,  cal- 
cining, steam  generating,  etc.,  can  all  be  done 
at  a  smaller  fuel  cost  if  the  radiation  losses 
from  the  furnaces,  ovens,  kilns  and  boiler 
settings  are  cut  down. 

Fully  60%  of  the  fuel  now  being  burned  to 
make  up  for  radiation  losses  can  be  saved  by 
the  use  of 

Nonpareil   Insulating  Brick 

For  Furnaces,  Ovens,  Boiler  Settings,  etc. 

In   most   cases   this   saving  will   be   enough   to   pay  for   the   cost  of  pany,    Grasselli   Chemical    Company,    Ford    Motor   Company,  Reming- 

instaJLation  of  the   Nonpareil   Brick  in  less  than  a  year — that's  over  ton    Arms    Company,    New    Departure    Manufacturing    Company,  and 

100  per   cent,   on   the   investment.     Moreover,   the   workmen   will   be  others,    have    tried    Nonpareil    Insulating    Brick    and    are   sending  in 

more  comfortable,  which  in  turn  means  increased  production.  repeat   orders.     Why   don't  you   profit   by   their   experience   and  use 

Concerns  like  Bethlehem  Steel  Company,  General  Electric  Com-  them  in  your  plant,  too? 

Full   information   and  large   sample   brick   on  request. 

Armstrong  Cork  &  Insulation  Co.,  Ltd.,  sos  MeGiii  Building,  Montreal,  Que. 

Also   manufacturers  of   Nonpareil   High   Pressure   Covering  for  steam  lines,  feed  water  heaters,  etc.,  and  Nonpareil  Cork  Covering  for  drinking 

water  systems. 
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"Maximum  Power  at  Minimum  Cost " 


Leading  Points  of  Classes  "EL"  and  "FL" 

Ingersoll-Rand  Air  Compressors 

1.  PRICE — They  bring  the  highest  possible  quality  at 

the  lowest  consistent  price. 

2.  CAPACITY — They  have  a  larger  capacity  per  unit 

of  space  than  any  other  small  compressor. 

3.  POWER   ECONOMY  —  Every  horse   power  of 

energy  returns  a  higher  value  in  compressed 
air  than  in  any  other  type  within  their 
range  of  sizes. 

4.  AUTOMATIC  OPERATION  —  Thoroughly  reli- 

able, completely  automatic,  self-regulating 
and  in  every  way  capable  of  taking  care  of 
themselves. 

5.  WEARING  QUALITY  — The  best  material  the 

market  affords  gives  them  the  wearing  quality 
which  makes  them  permanently  profitable. 

6.  TYPE — They  embrace  simplicity,  accessibility  and 

suitable  method  of  drive. 

Ask  nearest  office  for  any  information  desired. 

Canadian  Ingersoll-Rand  Company,  Limited 

Commercial  Union  Bldg.,  Montreal,  Canada 

WORKS:   SHERBROOKE,  QUE. 
Sydney        Toronto        Cobalt        Timmins        Winnipeg        Nelson  Vancouver 
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A  FEW  OF  OUR  SPECIALS 


Dominion  Durable  Rope 
"Kilindo"  Non-Rotating 

and 

uSAMSON"  WIRE  ROPE 


MONTREAL 
TORONTO 
and  WINNIPEG 


Necessities 

for 

Contractors 


"KING  BEE"  Gasolene  Lights 
Drag  Scrapers 


Hoisting 
Engines 

In  our  various  warehouses 
we  carry  a  large  stock 
of  all  classes  of 
RAILWAY  and 
CONTRACTORS'  SUPPLIES 


Branch : 
108  Mail  Building, 
TORONTO 


Head  Office: 

MONTREAL 


\ 


